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(57) ABSTRACT 

A method for producing and for subsequently decrypting a 
protected stream of compressed video content is described 
herein. The method includes receiving an input stream of 
compressed video content containing a sequence of frames. 
A set of encrypted frames are created by encrypting selected 
frames of the sequence of frames in accordance With a frame 
encryption function. The method further includes generating 
frame decryption information necessary to decrypt the set of 
encrypted frames. In a particular implementation the pro 
tected stream is assembled using the set of encrypted frames, 
unencrypted frames from the input stream, and the frame 
decryption information. The decryption process is initiated 
by receiving the protected stream of compressed video 
content and the corresponding frame decryption informa 
tion. In this regard the frame decryption information 
includes data distinguishing the encrypted frames from the 
unencrypted frames of the compressed video content Within 
the protected stream. The encrypted frames are then 
decrypted in accordance With the frame decryption infor 
mation. 
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METHOD AND SYSTEM FOR SECURING 
COMPRESSED DIGITAL VIDEO 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims priority under 35 U.S.C. §119(e) 
to US. Provisional Application No. 60/420,500, ?led Oct. 
23, 2002 entitled METHOD AND SYSTEM FOR SECUR 
ING COMPRESSED DIGITAL VIDEO, Which is incorpo 
rated by reference herein in its entirety. 

FIELD OF THE INVENTION 

The present invention relates to the ?eld of the encryption 
and ef?cient decryption of video information. More speci? 
cally, the present invention is directed to a method and 
system for generating a protected stream of compressed 
digital video and for decrypting the protected stream in a 
bounded-bandwidth fashion. 

BACKGROUND OF THE INVENTION 

As is knoWn, modern video display devices are capable of 
displaying individual of dots of light, or “pixels”, of various 
colors. The term “frame” has been employed to refer to a 
matrix of pixels at a given resolution. For example, a frame 
may comprise a 640 by 480 rectangle of pixels containing 
480 roWs having 640 pixels each. In an uncompressed state, 
the amount of data required to represent a frame is equal to 
the product of the number of pixels together With the number 
of bits associated With each pixel used in color representa 
tion. Thus, in a pure black and White image lacking any 
grayscale shades, a pixel could be represented by one bit 
Where “1” represents White and “0” represents black. More 
typically, in modern full-color displays a single pixel is 
represented by 8-bits, 16-bits or 32-bits. Thus, a single 
uncompressed 32-bit frame at a resolution of 640 by 480 
Would require (32*640*480) 9.8 million bits, or 1.2 Mega 
bytes of data. 

The representation of digital video involves the display of 
a series of frames in sequence (e.g., a motion picture is 
composed of 24 frames displayed every second). Thus, one 
second of uncompressed 32 bit frames at a pixel resolution 
of 640 by 480 requires 29.5 Megabytes ofdata (i.e., 1.2*24). 
As a consequence of the large amount of data associated 
With uncompressed digital video, various compression tech 
niques have been employed in an effort to reduce the 
bandWidth required to transmit digital video. 

Existing digital video compression techniques are com 
plex processes Which rely upon a variety of techniques in 
transforming (i.e., “encoding”) a unit of uncompressed 
video data into an encoded form. Such encoding permits 
feWer bits to be used in representing the content of the 
original uncompressed video data. The resultant encoded 
data is capable of being transformed using a reverse process 
(i.e., “decoding”) yielding a digital video unit of data that is 
either visually similar or identical to the original data. 
Encoding techniques Which enable recovery of an identical 
version of the original data are characterized as “lossless”, 
While those that yield only visually similar versions are 
categoriZed as “lossy”. 
Modern techniques of digital video compression can 

achieve very high levels of compression With relatively loW 
loss of visual quality. As a general rule, modern techniques 
of digital video compression are very computationally inten 
sive, With the degree of computational intensity varying 
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2 
directly With the extent of compression. Anything that adds 
to computational intensity over and above the processing 
overhead associated With the applicable decoding process is 
undesirable, since this leads to increased system complexity 
and expense. In particular, in most e?icient forms of modern 
compression the amount of data in each compressed video 
frame Will vary, sometimes to a great extent. This maximiZes 
compression, but at the cost of making the processing poWer 
needed to decode the frames inconsistent. 

Turning noW to FIG. 1, a block diagram is provided of a 
conventional digital video encoder 125. As mentioned 
above, digital video encoders have been used to reduce the 
siZe of a stream of uncompressed digital video data. The 
digital video encoder 125 is comprised of a video processing 
unit 110 and an entropy compression unit 115. Digital video 
encoder 125 is con?gured to generate compressed video 
output by using motion estimation and motion compensation 
to exploit temporal redundancy in certain of the uncom 
pressed video frames 120. 

During operation of video encoder 125, video processing 
unit 110 accepts uncompressed video frames 120 and applies 
one or more video and signal processing techniques to such 
frames. These techniques may include, for example, motion 
compensation, ?ltering, tWo-dimensional (“2D”) transfor 
mation, block mode decisions, motion estimation, and quan 
tiZation. The associated 2D event matrices include some or 
all of a skipped blocks binary matrix, a motion compensa 
tion mode (e.g. intra/forWard/bi-directional) matrix, a 
motion compensation block siZe and mode matrix (e.g. 
16x16 or 8x8 or interlaced), a motion vectors matrix, and a 
matrix of transformed and quantiZed block coef?cients. 
Practical implementations of the video processing unit 110 
and entropy compression unit 115 generally operate in 
accordance With one of the accepted video compression 
standards of the type discussed beloW. 

In the special case of a video encoder employing lossy 
compression, these video and signal processing techniques 
aim to retain image information that is important to the 
human eye. The video processing unit 110 produces inter 
mediate data streams 124 that are more suitable for use by 
the entropy encoding algorithms executed by the entropy 
compression unit 115 than are the uncompressed video 
frames 120. Conventionally, these intermediate data streams 
124 Would comprise transform coef?cients With clear sta 
tistical redundancies and motion vectors. As an example, 
video processing unit 110 may apply a block discrete cosine 
transform (DCT) or other transform function to the output of 
motion compensation and quantiZe the resulting coef?cients. 
An entropy coding technique such as Huffman Coding 

may then be applied by entropy compression unit 115 to the 
data streams 124 in order to produce a compressed stream 
130. Entropy compression unit 115 may compress the data 
streams 124 With no loss of information by exploiting the 
statistical redundancies therein. The compressed stream 130 
output by entropy compression unit 115 is of signi?cantly 
smaller siZe than both the uncompressed video frames 120 
and the intermediate data streams 124. 

As shoWn in FIG. 2, a conventional digital video decoder 
230 may be bifurcated into tWo logical components: entropy 
decompression unit 235 and video processing unit 240. 
Entropy decompression unit 235 receives the compressed 
data stream and outputs data streams 250, Which typically 
comprise motion vectors and transform (or quantiZed) coef 
?cients. Video processing unit 240 receives the data stream 
output 250 from decompression unit 235 and performs 
operations such as motion compensation, inverse quantiZa 
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tion, and inverse 2-D transformation in order to reconstruct 
the uncompressed video frames. 

The Motion Pictures Experts Group (MPEG) and the 
International Standards Organization (ISO) have produced 
international standards specifying the video compression 
and decompression algorithms of the type implemented by 
the encoder 125 and decoder 230, respectively. These stan 
dards include MPEG-l, MPEG-2, MPEG-4, H.261, H.263, 
and permit equipment and softWare from different manufac 
turers to exchange compressed video formatted in accor 
dance With such standards. 

FIG. 3 shoWs a graph 300 displaying an approximate 
representation of the relative processing poWer expected to 
be required in connection With decoding of frames of 
different siZes. For example, FIG. 3 shoWs that certain frame 
(see, e.g., frame 304) require much more processing poWer 
than other frames (see, e.g., frame 302). Any processing of 
frames required in addition to decoding (e.g., decryption) 
consumes yet further processing resources. 

As is knoWn, various types of encryption schemes may be 
used to protect data. In the digital realm, encryption is often 
implemented by using a collection of bits of some length 
knoWn as a “key” to execute a predictable transform on a 
unit of data. This yields another unit of data that cannot be 
“read” Without knowledge of the key used to execute the 
transform. The process of encryption is only easily revers 
ible to the extent the encrypting key or its counterpart (e.g., 
a “public” key) is available for use in transforming or 
“decrypting” the encrypted data back into the original form. 
Video data is often encrypted using a symmetric block 
cipher conforming to, for example, the Data Encryption 
Standard (DES) or Advanced Encryption Standard (AES). 

Turning noW to FIG. 4, a graphical representation 400 is 
provided of the processing poWer necessary required to both 
decrypt and decode a sequence of frames. FIG. 4 also depicts 
graph 300, Which illustratively represents the relatively 
smaller amount of processing poWer required to decode 
unprotected (i.e., unencrypted) frames. As may be appreci 
ated by reference to FIG. 4, the maximum processing poWer 
required to both decrypt and decode a frame increases 
proportionally to its siZe. As a consequence, adequate pro 
cessing poWer needs to be provided to ensure that even the 
largest frames expected to be received may be successfully 
decrypted and decoded. This requirement may signi?cantly 
increase system cost and complexity, even though only a 
relatively small percentage of received frames may neces 
sitate use of the full extent of available peak processing 
poWer. Accordingly, a need exists for an adequately secure 
technique for bounding the resources consumed during 
decryption, thereby reducing peak processing requirements. 

SUMMARY OF THE INVENTION 

In summary, the present invention relates to a method for 
producing a protected stream of compressed video content. 
The inventive method includes receiving an input stream of 
compressed video content containing a sequence of frames. 
A set of encrypted frames are created by encrypting selected 
parts of selected frames of the sequence of frames in 
accordance With a frame encryption function. The method 
further includes generating frame decryption information 
necessary to decrypt the set of encrypted frames. In a 
particular implementation the protected stream is assembled 
using at least the set of encrypted frames and the frame 
decryption information. In certain embodiments the present 
invention may be implemented such that only approximately 
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4 
3% or less of the compressed video data need be encrypted 
in order to introduce adequate protection. 
The present invention also pertains to a method for 

decrypting compressed video content. Pursuant to this 
method an input stream of compressed video content con 
taining encrypted frames and unencrypted frames is 
received. The method also involves receiving frame decryp 
tion information necessary to decrypt the encrypted frames. 
In this regard the frame decryption information includes data 
distinguishing the encrypted frames from the unencrypted 
frames of the compressed video content. Finally, the 
encrypted frames are decrypted in accordance With the 
frame decryption information. 

In another aspect the invention relates to an encrypting 
digital video encoder Which includes a video processing unit 
con?gured to generate a plurality of input data streams in 
response to a sequence of uncompressed video frames. An 
entropy compression unit creates, based upon the plurality 
of input data streams, compressed video content containing 
a sequence of compressed frames. The encrypting digital 
video encoder further includes a video encryption module 
operative to transform the sequence of compressed frames 
into a protected video stream containing a set of encrypted 
frames. In a particular implementation the protected video 
stream may comprise an encrypted video stream containing 
the set of encrypted frames and the unencrypted frames 
Within the compressed frame sequence. The encrypted video 
stream may be synchronized With frame decryption infor 
mation necessary to decrypt the set of encrypted frames. 

The invention also pertains to an decrypting digital video 
decoder including a video decryption module con?gured to 
receive a protected input stream of compressed video con 
tent. The protected input stream contains at least a set of 
encrypted frames and frame decryption information neces 
sary to create a set of decrypted frames through decryption 
of the set of encrypted frames. An entropy decompression 
unit creates, based at least in part upon the set of decrypted 
frames, a plurality of video data streams. The inventive 
video decoder further includes a video processing unit for 
generating an output stream of uncompressed video content 
in response to the plurality of video data streams. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a better understanding of the nature of the features of 
the invention, reference should be made to the folloWing 
detailed description taken in conjunction With the accom 
panying draWings, in Which: 

FIG. 1 is a block diagram of a conventional digital video 
encoder. 

FIG. 2 is a block diagram of a conventional digital video 
decoder. 

FIG. 3 shoWs a graph displaying an approximate repre 
sentation of the relative processing poWer expected to be 
required in connection With conventional decoding of 
frames of different siZes. 

FIG. 4 provides a graphical representation of the addi 
tional processing poWer necessary to decrypt and decode 
fully-encrypted frames 

FIG. 5 provides an overvieW of header layout and middle 
layout encryption of the present invention as applied to 
various frames formatted consistently With the MPEG-4 
standard. 

FIG. 6 is a How chart providing a more detailed overvieW 
of a frame encryption process according to the present 
invention 
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FIG. 7 is a How chart detailing one implementation of a 
frame encryption process consistent With the present inven 
tion. 

FIG. 8 is a How chart detailing an exemplary implemen 
tation of a frame decryption process in accordance With the 
invention. 

FIG. 9 depicts the structure of an unencrypted video 
stream and of a video stream encrypted in accordance With 
the present invention. 

FIG. 10 provides a graphical comparison of the process 
ing poWer required for decryption of a digital video stream 
encrypted in accordance With the present invention relative 
to the poWer required for decryption of a conventionally 
encrypted video stream. 

FIG. 11 shoWs an encrypting digital video encoder con 
taining a video encryption module con?gured in accordance 
With the invention. 

FIG. 12 shoWs a decrypting digital video decoder con 
taining a video decryption module con?gured in accordance 
With the invention. 

DETAILED DESCRIPTION OF THE 
EXEMPLARY EMBODIMENTS 

The present invention provides a unique approach for 
protecting compressed digital video using various encryp 
tion techniques. In particular, an “encryption layout” 
approach is employed to encrypt a stream of compressed 
digital video. In accordance With this approach, selected 
portions of a stream of compressed digital video are 
encrypted and replaced With the results of the encryption 
process. Such selective placement of encrypted material 
consistent With an encryption layout function permits, for 
example, the recovered video stream to re?ect a desired 
degree of perceived degradation or “scrambling”. For 
example, When the applicable encryption layout or frame 
encryption function prescribes that the header data of a 
given frame is encrypted, a suf?ciently large amount of 
video information may become unusable such that the frame 
is effectively “blacked out” (i.e., is skipped during play 
back). Frames may support numerous encryption layout 
approaches consistent With the invention, tWo of Which are 
termed “header layout” and “middle layout”. 
As is described beloW, use of header layout encryption 

can result in a visual blackout of the associated video 
through placement of encrypted material Within critical 
areas of the header portion of a given frame. In contrast, 
“middle layout” encryption yields a visually scrambled or 
“White noise” type of video effect. The “middle layout” 
approach contemplates the placement of encrypted material 
at a location corresponding to a speci?ed offset into the 
frame, Which has the effect of locating the scrambled effect 
Within a desired area upon playback of the video containing 
the frame. 

FIG. 5 provides an overvieW of header layout and middle 
layout encryption as applied to three different types of 
frames Within a video stream 500 formatted consistently 
With the MPEG-4 standard. Speci?cally, the video stream 
500 includes intra frames (i-frames), predictive frames 
(p-frames), and bi-direction predictive frames (b-frames). 
As shoWn, a particular i-frame 505 contains an encrypted 
portion 510 and an unencrypted portion 515. Encrypted 
portion 510 of i-frame 505 is located at the beginning of the 
frame, thus indicating that header layout encryption has 
been applied. If video stream 500 Were used to generate a 
visual display Without being decrypted, the encrypted por 
tion 510 Within the header of i-frame 505 Would cause a 
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6 
blacked-out portion to appear in such visual display during 
the interval corresponding to i-frame 505. 

Again referring to FIG. 5, a p-frame 520 and a p-frame 
535 are shoWn to contain encrypted portions 525 and 540, 
respectively. The encrypted portion 525 of p-frame 520 has 
been applied With an offset, thus indicating that middle 
layout encryption has been applied. This Will cause p-frame 
530 to be displayed (Without decryption) as a random 
static-like pattern. As is similarly indicated by FIG. 5, header 
layout encryption has been applied to p-frame 535. That is, 
encrypted portion 540 Within appears Within the header of 
p-frame 535, Which Will cause p-frame 535 to appear as a 
blacked out frame if it is attempted to be displayed Without 
decryption. 

FIG. 5 also depicts b-frames 550, 565, and 580. As above, 
the encrypted portion 555 Within b-frame 550 and the 
encrypted portion 585 Within b-frame 580 evidences the 
application of middle layout encryption to b-frame 550 and 
b-frame 580, Which Will result in the occurrence of a 
scrambling effect is such frames are displayed Without 
decryption. As is indicated by FIG. 5, header layout encryp 
tion has been applied to b-frame 565 (i.e., see encrypted 
portion 570), Which Will result in this frame being blacked 
out if displayed Without being decrypted. 

In an exemplary embodiment, the digital video encryption 
process of the present invention may be controlled through 
appropriate speci?cation of a frame encryption frequency 
(1/ ? and an encryption quantity (n). For example, speci? 
cation of a frame encryption frequency of 1/100 (i.e., 
l/fIl/ 100) results in one of every 100 frames of an input 
video stream being processed. In like manner speci?cation 
of an encryption quantity of 12 (i.e., n:12) means that in 
every frame subject to encryption, tWelve data units (e.g., 
bytes) Would be encrypted at the location consistent With the 
applicable encryption layout format. Finally, each frame so 
encrypted is marked as “encrypted”, While all other frames 
Within the input video stream are marked as “plain” or the 
like, or remain unmarked. 

Turning noW to FIG. 6, a How chart 600 is provided Which 
shoWs a more detailed overvieW of a frame encryption 
process according to the present invention. At a step 605, an 
unencrypted input video stream is received. This input video 
stream could be in the form of, for example, an MPEG-4 
encoded video stream. Until it is encrypted in the manner 
described beloW, the input video stream is capable of being 
conventionally displayed and rendered Without degraded 
visual quality. In a step 607, a record is maintained of 
previous frame types and data that have been processed. The 
previous frame data tracked in this manner enables selection 
of values enabling ef?cient encryption operations to be 
subsequently performed. At a step 610, frame encryption is 
applied to selected frames of the input video stream received 
in step 605 in accordance With the applicable encryption 
layout format (e.g., header or middle layout encryption) 
dictated by the previous frame data recorded pursuant to step 
607. 

In the embodiment of FIG. 6, all encrypted frames are 
tagged With the necessary information to be decrypted. 
Thus, once a frame has been encrypted per step 610, the 
information needed to decrypt the encrypted be can be added 
into a synchronized frame decryption stream (step 615). This 
synchronized frame decryption stream contains the infor 
mation necessary decrypt all of the encrypted frames, and 
may include, for example, encryption on/olf status, encryp 
tion key or key pointer, offset value into the frame (i.e., the 
beginning of the encrypted portion of the frame), and siZe of 
the data ?eld to be decrypted. 
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In the exemplary embodiment each frame encryption key 
is used to encrypt a prede?ned number of frames. That is, 
after a given encryption key has been used to encrypt the a 
number of frames, a neW key is utilized to encrypt a possibly 
different number of subsequent frames. As indicated above, 
the frame decryption stream includes a key or key pointer 
identifying the decryption key to be used in connection With 
decryption of each encrypted frame. 
Once frame encryption has been applied to all frames 

(step 618) and the synchronized frame decryption stream has 
been assembled, the overall protected video stream may be 
generated (step 620). This may include, for example, com 
bining the encrypted frames and the synchronized frame 
decryption information. 

FIG. 7 is a How chart 700 detailing one implementation of 
the frame encryption process generally identi?ed above 
(step 610). At a step 702, an unencrypted frame from the 
original input video stream is parsed so as to determine its 
boundaries, size and type. In the event the input stream is 
formatted consistently With the MPEG-4 standard, this pars 
ing ensures that the subsequent encryption process Will not 
Write over the video object plane (V OP) start code of the 
next frame. As part of this parsing process, a count may also 
be kept of the number of frames of each type Which have 
been parsed. The frame type and count information obtained 
during the parsing process may be used in determining the 
intra-frame offsets to be employed during the ensuing 
encryption process. 
Once an unencrypted frame has parsed (step 702), a frame 

counter is incremented (step 704). In general, the frame 
counter may be used as part of the selection criteria for the 
type of encryption to be applied, as Well as in determining 
Whether the encryption key employed during previous 
encryption operations is to be changed. Speci?cally, a deci 
sion may be made of Whether or not to perform a key update 
at least in part based upon the value of the updated frame 
counter (step 706). If a key update is required, a neW frame 
key is spontaneously generated or selected from an existing 
list of keys (step 708). In the exemplary embodiment, 
generation of the frame key can include a selection of a 
random or pseudorandom key. Once the neW frame key has 
been generated, it is stored in a key table for later use during 
the encryption process (step 710). If a key update is not 
necessary in step 706, the type of frame to be encrypted is 
determined (712). In MPEG-4 environments, the frame to be 
encrypted Will be determined to be either an i-frame, 
p-frame, or b-frame. Based upon the value of the frame 
counter, the frame size, and the frame type, an intra-frame 
offset, also referred to herein as simply “offset”, is deter 
mined (714). Once the offset has been generated (step 714), 
it is then stored (step 716). In a particular implementation 
the size of each middle offset is generated randomly. 
As mentioned above, both a header offset and a middle 

offset may be employed Within the exemplary embodiment. 
A header offset effectively corresponds to an offset of zero, 
Which means that encryption is started from the end of the 
VOP start code of the applicable frame. In contrast, a middle 
offset de?nes a positive offset into the frame beyond the end 
of the VOP start code. The offset may range from one up to 
a maximum value equivalent to the frame size less the 
number of bytes to encrypt. It is noted that if the offset Were 
larger than this maximum value, essential information from 
the next frame Within the input frame sequence could be 
inadvertently overwritten. Furthermore, the value of the 
offset used may be limited such that the amount of the frame 
to be encrypted is not reduced. Such a reduction could occur 
When the offset, in combination With the size of the data to 
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8 
be encrypted, extends beyond the end of the frame. For 
example, if ?ve units of data are to be encrypted and the 
frame size is ten units, any resulting offset Will be con 
strained to be betWeen one and ?ve units. 

It may also be desired to apply header and offset encryp 
tion at a predetermined frequency With respect to each frame 
type. For example, the frequency of application of header 
encryption With respect to i-type frames could assume a 
value of “3”, Which Would mean that header offset encryp 
tion Would be applied to every third frame. In particular 
implementations the application frequency of each type of 
encryption offset (i.e., header and middle offset) With respect 
to the various frame types can be based upon a function or 
series. For example, a Fibonacci series could be used, 
resulting in a speci?ed encryption offset being applied at 
frame numbers 1, 1, 2, 3, 5, 8, 13, 21 . . .Alternatively, a 
non-linear function could be used so that any pattern to the 
offsets Would be dif?cult to detect. 

Turning again to FIG. 7, once the encryption offset has 
been generated and stored (step 716), suf?cient information 
exists for the frame to be encrypted (step 718). In this regard 
the encryption is effected using the key previously stored 
(step 710) and is conducted over a speci?ed number of units 
of the frame. The number of bytes encrypted may be 
determined based upon the level of available processing 
poWer and desired degradation of visual quality. Any type of 
block or stream encryption, such as encryption consistent 
With the Digital Encryption Standard (DES) or Advanced 
Encryption Standard (AES), may be applied to the frame 
portion encrypted pursuant to step 718. In certain imple 
mentations more complex forms of encryption may be 
employed. For example, encryption may be performed in a 
Cipher Block Chaining (CBC) mode, in Which the previ 
ously encrypted block is used to seed the next block 
encrypted. I-frame boundaries Will restart the CBC, Which 
Will alloW seeking to i-frames. Once encrypted, the frame 
Will be marked as encrypted and the necessary frame 
decryption information identi?ed in order to facilitate sub 
sequent decryption. Such frame decryption information may 
identify the applicable particular encryption layout, intra 
frame offset, encryption/decryption key, and the size of the 
encrypted frame portion. 

FIG. 8 is a How chart 800 detailing an exemplary imple 
mentation of a frame decryption process in accordance With 
the invention. As shoWn, in a step 805 a protected video 
stream previously generated in accordance With the inven 
tion is received. In the embodiment of FIG. 8, the protected 
video stream is comprised of a sequence of selectively 
encrypted frames accompanied by corresponding frame 
decryption information and assembled in the manner 
described above. During the parsing (step 808) of each 
received frame Within the protected video stream, decryp 
tion information corresponding to the frame being parsed is 
retrieved from the received decryption information (step 
812). If the retrieved decryption information indicates that 
the frame has been identi?ed as encrypted, the frame is 
dispatched to a frame decryption routine (step 816). This 
decryption routine ?rst retrieves, from the frame decryption 
information corresponding to the frame being decrypted, the 
intra-frame offset information (i.e., the offset into the frame 
at Which the encrypted portion is located) and the size of the 
encrypted portion of the frame (step 820). This information 
enables the decryption routine to determine the speci?c 
portion of the frame to be decrypted. Once this frame portion 
has been determined, the decryption routine obtains the 
applicable decryption key from the received frame decryp 
tion information (step 830). Next, the encrypted portion of 
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the frame is decrypted using the appropriate decryption key 
(step 840). The resultant unencrypted frame is then returned 
from the decryption routine and decompressed/decoded in 
the manner described below With reference to FIG. 12 (step 

850). 
FIG. 9 depicts the structure of an unencrypted video 

stream and of a video stream encrypted in accordance With 
the present invention. As shoWn, a set of four frames 
included Within an unencrypted video stream 900 are 
depicted; namely, a ?rst frame 904 and remaining frames 
920, 930, and 940. As is knoWn in the art, video stream 900 
begins With a video object layer 908, Which is folloWed by 
the ?rst frame 904. An initial portion of ?rst frame 904 
comprises video object plane start code 912, Which can serve 
as a point of resynchronization for the video signal. The 
succeeding portions of ?rst frame 904 consist of video 
object plane 916 and macroblock 918, the contents of Which 
are familiar to those skilled in the art. The remaining frames 
920, 930, and 940 in unencrypted video stream 900 folloW 
the same general structure as ?rst frame 904 (i.e., a video 
object plane start code, folloWed by a video object plane, and 
lastly a macroblock). 

FIG. 9 also depicts an encrypted video stream 950, Which 
represents an encrypted version of the unencrypted video 
stream 900. In addition, FIG. 9 illustratively represents the 
frame decryption information 995 needed to properly 
decrypt the encrypted video stream 950. In the exemplary 
embodiment the decryption information 995 may be incor 
porated Within or otherWise transmitted in conjunction With 
the encrypted video stream 950. Upon receipt at the location 
of the video decoder (FIG. 12), the decryption information 
Will be stored Within a table in a format consistent With the 
applicable compression protocol (e.g., MPEG-4) and refer 
enced during the decoding process described beloW. In the 
embodiment of FIG. 9, the frame decryption information 
995 identi?es, With respect to each frame of encrypted video 
stream 950, the frame number, the status of encryption (on 
or o?), the offset length, the number of bytes encrypted, and 
a reference to the applicable encryption key. 
As shoWn in FIG. 9, encrypted video stream 950 begins 

With a video object layer 948 identical to that Within the 
original video stream 900. That is, in order to ensure that the 
encrypted video stream 950 may be properly decrypted, the 
video object layer 948 is not encrypted during the process of 
encrypting the original video stream 900. The ?rst encrypted 
frame 954 in encrypted video stream 950 contains a video 
object plane 952 as its ?rst element. As is shoWn, the frame 
decryption information 995 indicates that a header offset 
(i.e., offset of Zero) folloWs video object plane 952 Within 
?rst frame 954. With an offset of Zero, encryption begins 
immediately after video object plane start code 952 and 
continues for n bytes. The byte encryption quantity, n, is also 
stored Within the portion of the frame decryption informa 
tion 995 corresponding to the ?rst frame 954. As is indicated 
by FIG. 9, the encrypted portion 956 of ?rst encrypted frame 
954 extends across its entire video object plane (V OP) and 
partially into its original macroblock data ?eld 918. As a 
result of this encryption of ?rst frame 904 into encrypted 
?rst frame 954, a blank frame Would be “displayed” at the 
position of the encrypted ?rst frame 954 upon playback of 
encrypted video stream 950. 

Again referring to FIG. 9, the second encrypted frame 960 
of encrypted video stream 950 contains video object plane 
start code 962 as its ?rst element. In order to properly 
decrypt the encrypted video stream 950, video object plane 
start code 962 is not encrypted. As is illustrated by FIG. 9, 
second encrypted frame 960 is encrypted in accordance With 
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10 
a middle offset encryption function. This results in a middle 
offset 965 being interposed betWeen video object plane start 
code 962 and the beginning of the encrypted portion 968 of 
frame 960. In this case the encrypted portion 968 does not 
encompass any part of video object plane 964 (Which is thus 
identical to video object plane 924 of original video stream 
900). As a consequence of use of middle offset 965, the 
encrypted portion 968 is seen to lie Within the ?eld Which 
had previously been macroblock 926 of original video 
stream 900, thereby dividing it into macroblock fragment 
966 and macroblock fragment 970. 
As may be appreciated by inspection of FIG. 9, the third 

frame 975 in encrypted video stream 950 is unencrypted. It 
folloWs that each component (e.g., video object plane start 
code 978, video object plane 980 and macroblock 982) of 
third frame 975 is identical to its counterpart Within the third 
frame 930 of original digital video stream 900. 

FIG. 10 provides a graphical comparison of the process 
ing poWer required for decryption of a digital video stream 
encrypted in accordance With the present invention relative 
to the poWer required for decryption of a conventionally 
encrypted video stream. Referring to FIG. 10, there is 
illustratively represented a graph 1000 indicative of the 
processing poWer required for decrypting a digital video 
stream encrypted in accordance With the present invention. 
Also shoWn are the graph 300 (FIG. 3) and the graph 400 
(FIG. 4), Which illustratively indicate the processing 
resources consumed in connection With decryption of con 
ventionally-encrypted video streams. It is apparent from 
inspection of FIG. 10 that the bounded encryption approach 
of the invention requires substantially less peak processing 
poWer (see, e.g., frames 8, 15, and 20) during the decryption 
process than Would otherWise be required using standard 
encryption techniques. 

FIG. 11 shoWs an encrypting digital video encoder 1125 
containing a video encryption module 1150 con?gured in 
accordance With the invention. As shoWn, the digital video 
encoder 1125 includes a video processing unit 1110 that 
accepts a sequence of uncompressed video frames 1120. The 
video processing unit 1110 applies conventional video signal 
processing techniques to the uncompressed frames 1120 in 
accordance With the applicable encoding standard, thereby 
producing a plurality of video information streams 1124. 
These signal processing techniques may include, for 
example, motion compensation, ?ltering, 2D-transforma 
tion, block mode decisions, motion estimation, and quanti 
Zation. As a consequence, the video information streams 
may be comprised of, for example, data streams, motion 
vectors and quantiZed DCT coef?cients. Using the video 
information streams 1124, an entropy compression unit 1115 
functions to produce a sequence of compressed digital 
frames 1127 to the video encryption module 1150. In the 
exemplary embodiment the video processing unit 1110 and 
entropy compression unit 1115 operate in conformance With 
the encoding speci?cations of the MPEG-4 video standard. 
As shoWn in FIG. 8, the video encryption module 1150 
generates a protected stream of compressed video frames 
1130 by operating upon the compressed digital frames 1127 
in a manner consistent With the invention described herein. 

FIG. 12 shoWs a decrypting digital video decoder 1230 
containing a video decryption module 1237 con?gured in 
accordance With the invention. As shoWn in FIG. 12, the 
decrypting digital video decoder 1230 also includes an 
entropy decompression unit 1235 and a video processing 
unit 1240. During operation of the video decoder 1230, the 
video decryption unit 1237 receives the protected stream of 
compressed video frames 1130 and decrypts each encrypted 

Netflix, Inc. and Hulu, LLC - Ex. 1013, Page 0018 
IPR2020-00558 (Netflix, Inc. and Hulu, LLC v. DivX, LLC)



US 7,295,673 B2 
11 

frame in the manner described above With reference to FIG. 
8. The resultant unencrypted, compressed video stream 1260 
is provided to an entropy decompression unit 1235 operative 
to perform the inverse of the operations effected by the 
entropy compression unit 1115 (e.g., inverse quantization, 
inverse 2-D transformation). As shoWn, the result of the 
operations conducted by the decompression unit 1235 are a 
plurality of video information streams 1250 Which may 
comprise, for example, data streams, motion vectors, and 
quantized DCT coefficients. The video processing unit 1240 
then reconstructs replicas of the uncompressed video frames 
1120 using the plurality of video information streams 1250. 
In the exemplary embodiment the video processing unit 
1240 and entropy decompression unit 1235 operate in con 
formance With the decoding speci?cations of the MPEG-4 
video standard. 

The foregoing description, for purposes of explanation, 
used speci?c nomenclature to provide a thorough under 
standing of the invention. HoWever, it Will be apparent to 
one skilled in the art that the speci?c details are not required 
in order to practice the invention. In other instances, Well 
knoWn circuits and devices are shoWn in block diagram form 
in order to avoid unnecessary distraction from the underly 
ing invention. Thus, the foregoing descriptions of speci?c 
embodiments of the present invention are presented for 
purposes of illustration and description. They are not 
intended to be exhaustive or to limit the invention to the 
precise forms disclosed, obviously many modi?cations and 
variations are possible in vieW of the above teachings. The 
embodiments Were chosen and described in order to best 
explain the principles of the invention and its practical 
applications, to thereby enable others skilled in the art to 
best utilize the invention and various embodiments With 
various modi?cations as are suited to the particular use 
contemplated. It is intended that the folloWing claims and 
their equivalents de?ne the scope of the invention. 

What is claimed is: 
1. A method for producing a protected stream of com 

pressed video content, said method comprising: 
receiving an input stream of compressed video content 

containing a sequence of frames; 
generating a frame encryption key and storing the encryp 

tion key in a key table; 
creating a set of encrypted frames by encrypting at least 

selected portions of selected frames of said sequence of 
frames using the frame encryption keys in accordance 
With a frame encryption function; 

generating frame decryption information necessary to 
decrypt said set of encrypted frames including an 
encryption key pointer identifying a decryption key to 
be used in the decryption of each encrypted frame; and 

assembling at least said set of encrypted frames, unen 
crypted frames of said sequence of frames, and said 
frame decryption information to produce the protected 
stream of compressed video content; 

Wherein said frame decryption information is synchro 
nized With said set of encrypted frames into a synchro 
nized frame decryption stream. 

2. The method of claim 1, Wherein said synchronized 
frame decryption stream includes references to frame 
encryption keys in the key table. 

3. The method of claim 1, Wherein said synchronized 
frame decryption stream includes encryption status infor 
mation corresponding to each frame of said protected 
stream. 
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12 
4. The method of claim 1, Wherein said synchronized 

frame decryption stream includes a reference to a decryption 
key in the key table. 

5. The method of claim 1, Wherein said synchronized 
frame decryption stream includes intra-frame encryption 
offset information corresponding to each encrypted frame of 
said protected stream. 

6. The method of claim 5 further including parsing said 
input stream in order to determine frame boundaries and 
frame types associated With frames of said sequence of 
frames. 

7. The method of claim 6 further including maintaining 
counts corresponding to each of said frame types, said 
counts and said boundaries being used to determine said 
intra-frame encryption offset information. 

8. The method of claim 7 Wherein said parsing further 
includes determining sizes of said frames of said sequence 
of frames, said sizes also being used in determining said 
intra-frame offset information. 

9. The method of claim 6 further including maintaining 
counts corresponding to each of said frame types, said 
counts being used to determine When to use a neW frame 
encryption key in said encrypting of said selected frames. 

10. The method of claim 1, Wherein said synchronized 
frame decryption stream includes information identifying a 
data ?eld size to be decrypted With respect to each encrypted 
frame of said protected stream. 

11. The method of claim 1 further including encrypting a 
?rst consecutive number of said selected frames using a ?rst 
frame encryption key and encrypting a second consecutive 
number of said selected frames using a second frame 
encryption key. 

12. The method of claim 1 further including determining 
a number of bytes to be encrypted Within each of said 
selected frames based upon a level of available processing 
poWer and a desired degradation of visual quality. 

13. The method of claim 1, further comprising: 
receiving an input stream of video content containing a 

sequence of frames; and 
generating the input stream of compressed video content 

by applying processing techniques in accordance With 
an applicable encoding standard to produce a plurality 
of video information streams; 

Wherein the encrypting of selected frames includes 
encrypting a portion of a predetermined video infor 
mation stream. 

14. A method for decrypting a protected stream of com 
pressed video content comprising: 

receiving an input stream of compressed video content 
containing encrypted frames and unencrypted frames; 

receiving frame decryption information necessary to 
decrypt said encrypted frames, said frame decryption 
information is synchronized With said set of encrypted 
frames into a synchronized frame decryption stream 
and distinguishes said encrypted frames from said 
unencrypted frames; 

obtaining an applicable frame decryption key from the 
received frame decryption information; and 

decrypting selected portions of said encrypted frames 
using a frame decryption function in accordance With 
said frame decryption information, Which identi?es the 
speci?c portions of the frames to be decrypted and the 
applicable frame decryption key from the frame 
decryption information. 

15. The method of claim 14 Wherein said input stream and 
said synchronized frame decryption stream collectively 
comprise a protected video stream, said synchronized frame 
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decryption stream being synchronized With said encrypted 
frames Within said input stream. 

16. The method of claim 14 Wherein said synchronized 
frame decryption stream includes encryption status infor 
mation corresponding to each of said encrypted frames. 

17. The method of claim 14 Wherein said synchronized 
frame decryption stream includes a reference to a frame 
decryption key for each of said encrypted frames. 

18. The method of claim 14 Wherein said synchronized 
frame decryption stream includes intra-frame encryption 
offset information corresponding to each of said encrypted 
frames. 

19. The method of claim 14 Wherein said synchronized 
frame decryption stream includes size information identify 
ing a data ?eld size to be decrypted With respect to each of 
said encrypted frames. 

20. The method of claim 14 Wherein said decrypting 
includes decrypting a ?rst consecutive number of said 
encrypted frames using a ?rst frame decryption key and 
decrypting a second consecutive number of said encrypted 
frames using a second frame decryption key. 

21. An encrypting digital video encoder comprising: 
a video processing unit for generating a plurality of input 

data streams in response to a sequence of uncom 

pressed video frames; 
an entropy compression unit for creating, based upon said 

plurality of input data streams, compressed video con 
tent containing a sequence of compressed frames; and 

a video encryption module con?gured to generate a table 
of encryption keys; 

Wherein the video encryption module is also con?gured to 
create a set of encrypted frames by encrypting at least 
selected portions of selected frames of said sequence of 
compressed frames using said frame encryption keys in 
accordance With a frame encryption function; 

Wherein the video encryption module is also con?gured to 
transform said sequence of compressed frames into a 
protected video stream containing at least the set of 
encrypted frames, the unencrypted frames and a syn 
chronized frame decryption stream necessary to 
decrypt said set of encrypted frames; 

Wherein said synchronized frame decryption stream 
includes encryption key pointers identifying encryption 
a decryption key to be used in the decryption of each 
encrypted frame. 

22. The encoder of claim 21 Wherein said protected video 
stream is comprised of an encrypted video stream including 
said set of encrypted frames and unencrypted ones of said 
compressed frames, said synchronized frame decryption 
stream being synchronized With said encrypted video 
stream. 

23. The encoder of claim 22 Wherein said synchronized 
frame decryption stream includes encryption status infor 
mation corresponding to each frame of said encrypted video 
stream. 

24. The encoder of claim 22 Wherein said synchronized 
frame decryption stream also includes, intra-frame encryp 
tion offset information, and data ?eld size decryption infor 
mation corresponding to each frame of said encrypted video 
stream. 

25. The encoder of claim 21 Wherein said video encryp 
tion module is operative to parse said sequence of frames in 
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14 
order to determine frame boundaries and frame types asso 
ciated With individual frames of said sequence of frames. 

26. The encoder of claim 25 Wherein said video encryp 
tion module is operative to maintain counts corresponding to 
each of said frame types, said counts and said boundaries 
being used to determine intra-frame encryption offset infor 
mation. 

27. The encoder of claim 25 Wherein said video encryp 
tion module is operative to maintain counts corresponding to 
each of said frame types, said counts being used to deter 
mine When to create neW encryption keys used in generating 
ones of said encrypted frames. 

28. The encrypting digital video encoder of claim 21, 
Wherein the entropy compression unit is con?gured to 
encrypt a predetermined one of said video information 
streams. 

29. A decrypting digital video decoder comprising: 
a video decryption module con?gured to receive a pro 

tected input stream of compressed video content con 
taining at least a set of encrypted frames and synchro 
nized frame decryption stream, said synchronized 
frame decryption stream being necessary for decrypt 
ing said set of encrypted frames so as to form a set of 
decrypted frames; 

Wherein the video decryption module is further con?gured 
to obtain an applicable frame decryption key from the 
received frame decryption stream; 

Wherein the video decryption module is further con?gured 
to generate the set of decrypted frames by decrypting 
selected portions of the encrypted frames in accordance 
With said frame decryption stream, Which identi?es the 
speci?c portions of the frames to be decrypted and the 
applicable frame decryption key; 

an entropy decompression unit for creating, based at least 
in part upon said set of decrypted frames, a plurality of 
video data streams; and 

a video processing unit for generating an output stream of 
uncompressed video content in response to said plu 
rality of video data streams; 

Wherein said synchronized frame decryption stream 
includes encryption key pointers identifying an appli 
cable decryption key to be used in the decryption of 
each encrypted frame. 

30. The decoder of claim 29 Wherein said protected input 
stream is comprised of an encrypted video stream including 
said set of encrypted frames and unencrypted frames, said 
synchronized frame decryption stream being synchronized 
With said encrypted video stream. 

31. The decoder of claim 30 Wherein said synchronized 
frame decryption stream includes encryption status infor 
mation corresponding to each frame of said encrypted video 
stream. 

32. The decoder of claim 30 Wherein said synchronized 
frame decryption stream also includes intra-frame encryp 
tion offset information, and data ?eld size decryption infor 
mation corresponding to each frame of said encrypted video 
stream. 
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