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CHAPTER 1
Introduction to SonicWALL ViewPoint

This chapter provides an overview of SonicWALL ViewPoint and information about the
user interface.

See the following sections:
« “SonicWALL ViewPoint Overview” on page 9
» “SonicWALL ViewPoint Installation” on page 10
»  “Accessing the Correct Management Interface” on page 11
« “Navigating the ViewPoint User Interface” on page 13
«  “ViewPoint Views and Status” on page 17
« “Using the ViewPoint TreeControl Menu” on page 20
- “About Signed Applets in SonicWALL ViewPoint” on page 21

SonicWALL ViewPoint Overview

Monitoring critical network events and activity, such as security threats, inappropriate
Web use, and bandwidth levels, is an essential component of network security.
SonicWALL ViewPoint Reporting complements SonicWALL's network security
offerings by providing detailed and comprehensive reports of network activity.

TheViewPoint Reporting Module is a software application that creates dynamic,
Web-based network reports. The ViewPoint Reporting Module generates both real-time
and historical reports to offer a complete view of all activity through SonicWALL
network security appliances. With ViewPoint Reporting, you can monitor network
access, enhance security, and anticipate future bandwidth needs.
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A SonicWALL ViewPoint Installation

The ViewPoint Reporting Module:
« Displays bandwidth use by IP address and service
« ldentifies inappropriate Web use
» Provides detailed reports of attacks
» Collects and aggregates system and network errors
» Shows VPN events and problems
« Presents visitor traffic to your Web site
» Provides detailed daily logs to analyze specific events.

SonicWALL ViewPoint Installation

SonicWALL ViewPoint can be installed as a fresh install or as an upgrade to SonicWALL
ViewPoint 5.0 and above.

Beginning in SonicWALL ViewPoint 5.1, all software components related to
SonicWALL ViewPoint and SonicWALL Global Management System (GMS), including
the MySQL database, executable binary files for all services, and other necessary files,
are installed using the Universal Management Suite (UMS) single-binary installer. All
SonicWALL ViewPoint and SonicWALL GMS files are installed as part of the Universal
Management Suite, but no distinction is made between SonicWALL ViewPoint and
SonicWALL GMS during the installation. The initial installation phase takes just a few
minutes for any type of installation, such as a SonicWALL ViewPoint server, a
SonicWALL GMS server, a database server, or any other role.

To install the Universal Management Suite from the single binary installer, see the
“Installing Universal Management Suite” section on page 342.

License and Registration Requirements

SonicWALL ViewPoint is registered and licensed from the Windows server on which it
is installed. SonicWALL ViewPoint registration is performed using the SonicWALL
Universal Management Host system interface. The “Registering SonicWALL ViewPoint”
section on page 351 provides detailed instructions for registering and licensing
SonicWALL ViewPoint on your Windows system.

On SonicWALL appliances that send reporting data to SonicWALL ViewPoint,
ViewPoint is licensed and activated separately from SonicOS. MySonicWALL provides a
way to associate SonicWALL appliances with the SonicWALL ViewPoint instance
installed on the Windows system. Licensing your SonicWALL ViewPoint application on
a SonicWALL appliance requires:
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« A MySonicWALL account. A MySonicWALL account allows you to manage your
SonicWALL products and purchase licenses for various services. Creating a
MySonicWALL account is fast, simple, and free. Simply complete an online
registration form directly from your SonicWALL security appliance management
interface. Your MySonicWALL account is also accessible at
<https://www.mysonicwall.com> from any Internet connection with a Web
browser. Once you have an account, you can purchase SonicWALL ViewPoint and
other licenses for your registered SonicWALL security appliances.

» Aregistered SonicWALL security appliance with active Internet connection.
You need to register your SonicWALL security appliance to activate SonicWALL
ViewPoint. Registering your SonicWALL security appliance is a simple procedure
done directly from the management interface. Once your SonicWALL security
appliance is registered, you can activate SonicWALL ViewPoint by using an
activation key or by synchronizing with mysonicwall.com.

Accessing the Correct Management
Interface

SonicWALL ViewPoint includes two separate management interfaces:

« SonicWALL Universal Management Host (UMH) System Management
Interface — Used for system management of the SonicWALL ViewPoint instance,
including registration and licensing, setting the admin password, creating backups,
restarting the system, configuring network settings, selecting the deployment role,
and configuring other system settings.

Access the system management interface with the URL:

http://<IP address>:<port>/appliance/

If you are using the standard HTTP port, 80, it is not necessary to append the port
number to the IP address. If you are accessing the interface from the same system
on which it is installed, use the following URL:

http://localhost/appliance/

« SonicWALL ViewPoint Management Interface — Used to access the
SonicWALL ViewPoint application that runs on the system. This interface is used
to configure and view SonicWALL ViewPoint reporting on SonicWALL appliances
and for configuring SonicWALL ViewPoint administrative settings. Access the
SonicWALL ViewPoint management interface with one of the following URLs:

http://<IP address>:<port>/sgms/
http://localhost/sgms/
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Switching Between Management Interfaces

You can easily switch between the SonicWALL UMH system management interface and
the SonicWALL ViewPoint application management interface.

One methods is to change the URL by adding /sgms for the ViewPoint application
interface or adding Zappliance for the UMH interface.

A second method involves clicking the Switch icon. While logged into either
interface, you can switch to the login page of the other interface by clicking the
Switch button in the top right corner of the page.

Tips and Tutorials

Tips and tutorials are also available in some section of the user interface, and
are denoted by a “Lightbulb” icon:

© e o

L Switch  Tips_ i
—E Tips and Tutorials - Microsoft I... @@ i
g about:blank |

out

Tips and Tutorials

l=] KB 5275: Mame Resclution in Reparts

(= KB 6372: How to get the Summarizer caught
|— — up

M| = KBB&61: Displaving GYC user infoin YiswPoint
| ~ reports

414 Cnline Help

10,4
8.3
19

— L3 € mternet #100% <

To access tips and tutorials:
1. Navigate to the page where you need help.

2. If available, click the Lightbulb icon in the upper right-hand corner of the
window. Tips, tutorials, and online help are displayed for this topic.
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Navigating the ViewPoint User Interface

This section describes the UTM, SSL-VPN, and Console panels in the SonicWALL
ViewPoint user interface. For information about the SonicToday panel, see the Using the
SonicToday Panel chapter.

UTM Panel

The UTM Panel is an essential component of network security that is used to view and
schedule reports about critical network events and activity, such as security threats,
inappropriate Web use, and bandwidth levels.

To open the UTM Panel, click the UTM tab at the top of the ViewPoint user interface.
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From the UTM Panel, you can view the following for connected SonicWALL appliances:
» View general unit status, license status, and syslog settings.

» View the SonicWALL security dashboard. Dashboard reports display an overview
of bandwidth, uptime, intrusions and attacks, and alerts for connected SonicWALL
UTM appliances. The Security Dashboard report provides data about worldwide
security threats that can affect your network. The Dashboard also displays data
about threats blocked by the SonicWALL security appliance.
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« View custom reports of Internet activity or Website filtering at the unit level.
Custom reports filter raw syslog data and you can specify start and end dates or a
date range such as “Week to date”. You can filter by user, domain, protocol, traffic,
and full URL categories, depending on the type of custom report. The search
template can be saved for use again later with the same appliance.

» View general bandwidth usage. These reports include a daily bandwidth summary
report, a top users of bandwidth report, and over-time summary and top users
reports.

« View a services report. This report includes information about events and usage of
protocols and megabytes.

» View Web bandwidth usage. These reports include a daily bandwidth summary
report, a top visited sites report, a top users of Web bandwidth report, a report that
contains the top sites of each user, and a weekly summary report.

« View the number of attempts that users made to access blocked websites. These
reports include a daily summary report, a top blocked sites report, a top users
report, a report that contains the top blocked sites of each user, and a weekly
summary report.

» View file transfer protocol (FTP) bandwidth usage. These reports include a daily
FTP bandwidth summary report, a top users of FTP bandwidth report, and a weekly
summary report.

« View mail bandwidth usage. These reports include a daily mail summary report, a
top users of mail report, and a weekly summary report.

« View VPN usage. These reports include a daily VPN summary report, a top users
of VPN bandwidth report, and a weekly summary report.

« View reports on attempted attacks and errors. The attack reports include a daily
attack summary report, an attack by category report, a top sources of attacks report,
and a weekly attack summary report. The error reports include a daily error
summary report and a weekly error summary report.

» View reports on attempted virus attacks. Virus attacks reports are available for
appliances that are licensed for SonicWALL Gateway Anti-Virus. These reports
include the most frequent virus attack attempts, virus attacks by top destinations,
virus attacks over time, virus attacks over a period of time, and virus attacks by top
destinations over time.

« View reports on attempted spyware attacks. Anti-spyware reports are available for
appliances that are licensed for SonicWALL Anti-Spyware. These reports include
spyware attacks by category, spyware attacks over time, and spyware attacks by
category over time.
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« View reports on attempted intrusion attacks. Intrusion prevention reports are
available for appliances that are licensed for SonicWALL Intrusion Prevention
Service. These reports include intrusion attacks by source IP address, intrusion
attacks by category, intrusion attacks over time, and intrusion attacks by category
over time.

» View reports on traffic triggering Application Firewall policies. Application Firewall
reports are available for UTM appliances that are licensed for SonicWALL
Application Firewall. These reports include summary, over time, top applications,
top users, and top policies.

» View successful and unsuccessful user and administrator authentication attempts.
These reports include a user authentication report, an administrator authentication
report, and a failed authentication report.

» View detailed logging information. The detailed logging information contains each
transaction that occurred on the SonicWALL appliance.

» View current alerts and access alert settings.

SSL-VPN Panel

The SSL-VPN panel provides access to SSL VPN appliances and is similar to the UTM
panel. It is used to view and schedule reports about critical network events and activity,
such as security threats, inappropriate Web use, and bandwidth levels.

To open the SSL-VPN Panel, click the SSL-VPN tab at the top of the ViewPoint user
interface.
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From the SSL-VPN Panel, you can view the following for connected SonicWALL SSL
VPN appliances:

View general unit status, license status, and syslog settings.

View general bandwidth usage. These reports include a daily bandwidth summary
report, a top users of bandwidth report, and over-time summary and top users
reports.

View custom reports of custom reports of resource activity at the unit level. Custom
reports filter raw syslog data and you can specify start and end dates or a date range
such as “Week to date”. You can filter by user, protocol, destination IP, and source
IP categories. The search template can be saved for use again later with the same
appliance.

View a resources report. This report includes information about connections and
the resource used to connect, such as HTTPS or NetExtender.

View successful and unsuccessful user authentication attempts. These reports
include a user authentication report and a failed authentication report.

View detailed logging information. The detailed logging information contains each
transaction that occurred on the SonicWALL appliance.

Console Panel

The Console Panel is used to configure SonicWALL ViewPoint settings, view pending
tasks, view the log, manage licenses, and configure alerts.

To open the Console Panel, click the Console tab at the top of the
SonicWALL ViewPoint user interface.
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From the Console Panel, you can do the following:

« Change the SonicWALL ViewPoint password, adjust the amount of inactive time
before the user is automatically logged out of ViewPoint, and set the maximum
number of rows displayed on paginated screens.

» Configure Web sites and Web users that will be excluded from Web usage reports.

» View the SonicWALL ViewPoint log and delete old log messages. The
SonicWALL ViewPoint log contains information on alert notifications, failed
SonicWALL ViewPoint login attempts, and other events that apply to
SonicWALL ViewPoint.

» Manage SMTP settings, system email addresses, archive report settings, debug level
for logs, and password security settings. You can set the schedule and server settings,
and the email alert recipient schedule and preferred format.

» Manage login sessions. You can view the status of user sessions and, if necessary,
end them.

« Configure report settings for sort options and maximum units with Log Viewer
enabled. Enabling Log Viewer allows custom reports for the system, but is resource
intensive.

« Control summarizer settings, syslog and summarized data deletion schedules, and
host name resolution settings.

» Configure email archive settings and search settings for scheduled reports, and
manage data archiving.

« View summarizer diagnostics, useful for capacity planning.

- Configure granular event management report settings, including threshold,
schedule, and alert settings.

» Configure Web services deployment settings and view Web services status.

« View the version number, serial number, and database information for SonicWALL
ViewPoint, and access links to all available tips and video tutorials.

ViewPoint Views and Status

SonicWALL ViewPoint allows you to view status and reports for all appliances at once
using MyReportsView, or for a single unit at a time with the Unit view.

ViewPoint provides status information on the General > Status page of the UTM or
SSL-VPN panel.
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MyReportsView is a grouping of all the appliances you are monitoring with ViewPoint.
From the MyReportsView of the UTM or SSL-VPN Panel, Summary and Over Time
reports are available for all SonicWALL appliances monitored by SonicWALL
ViewPoint.

To open the My Reports view, click the MyReportsView icon at the top of the left pane.
To display the global status page, navigate to General > Status.
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From the Unit view, reports contain detailed data for the selected SonicWALL appliance.
To specify the unit view, click any unit in the left pane. To display the unit status page,
navigate to General > Status on the UTM or SSL-VPN panel.
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Using the ViewPoint TreeControl Menu

This section describes the content of the TreeControl menu within the
SonicWALL ViewPoint user interface.

You can control the display of the TreeControl pane by selecting one of the appliance
tabs at the top of the main window. For example, when you click the UTM tab, the
TreeControl pane displays all the connected UTM appliance units. The two appliance
tabs can display the following appliance types when ViewPoint is monitoring these
device types:

« UTM appliances
« SSL-VPN and EX-Series SRA appliances

You can hide the entire TreeControl pane by clicking the sideways arrow icon, and
redisplay the pane by clicking it again. This is helpful when viewing some reports or
other extra-wide screens.
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3 Engg - Production Hide TreeControl Panel
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To open a TreeControl appliance menu, right-click MyReportsView or a Unit icon.
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The following options are available in the right-click menu:
» Find - Opens a Find dialog box that allows you to search for units.
» Refresh — Refreshes the ViewPoint Ul display.
« Rename Unit - (unit view only) Renames the selected SonicWALL appliance.

« Add Unit — Add a new unit to the ViewPoint view. Requires unit IP and login
information.

« Modify Unit— (unit view only) Change basic settings for the selected unit, including
unit name, IP and login information, and serial number.
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« Delete — Delete the selected unit

« Login to Unit — (unit view only) Login to the selected unit using HTTP or HTTPS
protocols.

About Signhed Applets in SonicWALL
ViewPoint

There are a number of applets in the SonicWALL ViewPoint management interface, such
as the TreeControl Applet in the leftmost pane.

Signed Applets refers to a technique for adding a digital signature to a Java applet to
prove that it was not tampered with upon receipt from the signer. Signed applets can be
given more privileges than ordinary applets. By default, applets have no access to system
resources outside the directory from which they were launched, but a signed applet can
access local system resources as allowed by the local system’s security policy.

In some previous releases of ViewPoint, you were required to edit the java.policy file
yourself on the client browser system in order to enable a number of applet related
operations, such as Copy/Paste, Import file, Browse local folders, and HTTP/HTTPS
login to the managed units from the ViewPoint management interface.

There is no need to edit the java.policy file for signed applets. When a signed applet starts
up, a warning pop-up is displayed. If you want to trust the applet, click Yes. Copy/paste,
Import and HTTP/HTTPS logins will work without any edits to the java.policy file.

Warning - Security x|

'j Do you wank ko trust the signed applet distributed by "Sonicwall Inc,"?
.

Publisher authenticity verified by "WeriSign, Inc."

-
y The security certificate was issued by a company that is krusked,

-
‘!!) The security certificate has not expired and is still walid.

Caution: "Sonic'WaLL Inc." asserts thak this content is safe. You should
only accept this content iF you trust "SonicWALL Inc,” ko make that
asserkior.
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Otherwise, click No. In this case you must manually edit the java.policy file. You can view
the following technote for more information about editing the java.policy file:

Manually Configuring the java.policy File for SonicWALL GMS JRE
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CHAPTER 2
Using the UMH System Interface

This chapter describes the Universal Management Host system interface, one of the two
management interfaces available for SonicWALL ViewPoint.

This section includes the following subsections:
« Overview of the UMH System Interface, page 24
» Configuring UMH System Settings, page 25
- Configuring UMH Deployment Options, page 31
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Overview of the UMH System Interface

The SonicWALL ViewPoint UMH system interface is used for system management of
the SonicWALL ViewPoint instance, including registration and licensing, setting the
admin password, configuring network and database settings, selecting the deployment
role, and configuring other system settings.

When installing SonicWALL Universal Management Suite 6.0 on a host, a Web server is
installed to provide the system management interface. The system interface is available
by default at http://localhost/appliance/ after restarting the system.
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Switching to the Application Interface

To switch between the System interface and the SonicWALL ViewPoint
application interface, click the Switch button in the top right corner of the
interface.

Viewing Online Help and Tips

To display context sensitive help for the current page, click the Help button in
o the top right corner of the interface.
Help
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The Help button can change to the Tips button if the current page has any
context sensitive tips or video tutorials.

Clicking on the Tips button displays dynamic links for whitepapers, videos,
knowledge base articles, other references, and online help.

le Tips and Tutorials - Microsoft I.. E@@

ﬁ' about:blank

Tips and Tutorials

[i=] KB 7308: How to install ViewPoint Service Pack
414 Online Help

Tips and Tutorials

= KB 4722: Transfer ViewPoint to new hardware
= on a different machine {SOL Server or MSDE)
= KB 6214: Transfer ViewPoint to new hardware
= on a different machine (MySQL)

) KB 6512 Change location of ViewPaint

— Database {SOL Server or MSDE)

;1 Cnline Hel

Ld € internet H100% -

Logging Out of the UMH System Interface

To log out of the SonicWALL ViewPoint UMH system interface, click the
Logout button in the top right corner of the interface.

Configuring UMH System Settings

This section describes the tasks you can perform on the System pages of the
SonicWALL ViewPoint UMH system interface.

See the following sections:
« Viewing System Status, page 26
« Managing System Licenses, page 26
« Configuring System Administration Settings, page 28
» Managing System Settings, page 29
» Using System Diagnostics, page 30
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Viewing System Status

The System > Status page provides the general information about the installation,
including the name which identifies the system as a SonicWALL Universal Management
Host, the serial number of the SonicWALL ViewPoint instance, the software version,
licensing status, and the system role. For SonicWALL ViewPoint, the role is always

“ViewPoint.”
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Under System, the host name of the computer is listed, along with the time and other
information about the host computer.

At the bottom of the page, a link is provided to access the Getting Started Guide which
takes you to the online help table of contents.

Managing System Licenses

The System > Licenses page provides buttons for managing, refreshing, and uploading
licenses. The page displays the status of ViewPoint and Global Management System
licenses. The Global Management System license status will show the status of your
SonicWALL GMS Free Trial, if activated. If you choose to upgrade to SonicWALL GMS,
this page will show Global Management System as fully licensed.
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The value in the Count column indicates the number of appliances for which this
SonicWALL ViewPoint or SonicWALL GMS instance is licensed for reporting or
management. For SonicWALL ViewPoint, this value is usually “unlimited”, but for
SonicWALL GMS, the base license is either for 10 nodes or 25 nodes, and additional
node licenses can be purchased in various increments.

The Expiration column indicates the expiration date of the license. If no date is shown,
the license is perpetual, and does not expire.
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To display the MySonicWALL login page, click the Manage Licenses button. You can
purchase licenses and obtain license keysets on MySonicWALL.

Click the Refresh Licenses button to refresh the license status on this page.

To upload a new license, click the Upload Licenses button and browse to a license file
on your computer.
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Configuring System Administration Settings

The System > Administration page allows you to configure the system behavior for
admin login sessions.
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Under Host Settings, enter the number of minutes of inactivity allowed before the
session is logged out. A setting of -1 allows an unlimited amount of inactivity without
being logged out.

Under Enhanced Security Access, you can configure the number of failed login attempts
before the admin account is locked out, and the number of minutes that the lockout lasts.
You can also configure the number of days before the admin account password must be
changed.

Under Administrator Password, you can change the administrator password for the
SonicWALL ViewPoint application. Enter the current password for the system
administrator (or root) account into the Current Password field, and then enter the new
password into both the New Password and Confirm Password fields.

After making any changes on this page, click Update. To revert the fields on the page to
their default settings, click Reset.
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Managing System Settings

The System > Settings page provides a way to upload new SonicWALL ViewPoint
software or service packs to the system. Click Browse to browse to the file you wish to
upload, and then click Apply.
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The page shows the current version of SonicWALL UMS, and provides a History link
that displays the history of all hotfixes and firmware updates that were applied to the
system.
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A Configuring UMH System Settings

Using System Diagnostics

The System > Diagnostics page is used to set log levels, test connectivity to servers,
generate Tech Support Reports, and to search and download system log files.
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Under Debug Log Settings, select the log level from the System Debug Level
drop-down list. You can select 0 for no debug information, 1 or 2 for more, and 3 for
maximum debug information.
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In the Test Connectivity section, select one of the following radio buttons and then click
Test to verify connectivity to that server:

» Database Connectivity — Tests connectivity to the database server configured on
the Deployment > Roles page.

« License Manager Connectivity — Type the host name or IP address into the
License Manager Host field and click Test to test connectivity to that server.

» SMTP Server Connectivity — Tests connectivity to the SMTP server configured on
the Deployment > Settings page.

In the Download System/Log Files section, you can enter a filter, or search value, into
either of the Search Filter fields, and then press Enter, to locate log entries of interest.
Click the Export Logs button to save the log files to a file on your computer.

To generate a TSR (Technical Support Report), select the Technical Support Report
(TSR) checkbox, and then click Export Logs.

Configuring UMH Deployment Options

This section describes the tasks you can perform on the Deployment pages of the
SonicWALL ViewPoint UMH system interface.

See the following sections:
« Configuring the Deployment Role, page 32
« Configuring Deployment Settings, page 34
« Controlling Deployment Services, page 36
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Configuring the Deployment Role

In a SonicWALL ViewPoint installation, the Deployment > Roles page provides a way
to configure the syslog port and the database settings, and to test database cnnectivity.

SONICWALL™ | UMH 6.0

» BN System Hest Role Configuration
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Datsbase Password:

Confem Dalabass
Paceword:

Dintabayar Drier:

Dlababrsese URL; T&5% Connactnaty

To set the syslog port, enter the port number into the Syslog Server Port field.

Under Database Configuration, to provide credentials with which

SonicWALL ViewPoint will access the database, enter the account user name into the
Database User field, and enter the account password into both the Database
Password and Confirm Database Password fields.
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To test connectivity to the database server, click Test Connectivity. A popup will display
the status.
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When finished, click Update to apply the changes. To revert the fields on the page to
their default settings, click Reset.
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Configuring Deployment Settings

The Deployment > Settings page provides a way to set the Web ports, the SMTP server
IP address with the sender and administrator email addresses, and the SSL access

configuration.
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and then click Update.

To configure the SMTP settings, perform the following steps:

1. Inthe SMTP Server field, enter the IP address or fully qualified domain name of
the SMTP server. This is normally the same server that handles your regular email

service.

2. Inthe Sender Address field, enter the email address, including domain, by which
SonicWALL ViewPoint will be known when sending email.

3. In the Administrator Address field, enter the email address of the administrator
who will receive email alerts and other email communications from

SonicWALL ViewPoint.

4. Under SSL Access Configuration, select one of the following settings:
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« Default — Keep the default certificate that comes with the application for use by the
ViewPoint Web Server for SSL access. The filename for the keystore is
gmsvpserverks.

» Custom - Upload a custom certificate for use by the ViewPoint Web Server for SSL
access. The original filename of the imported certificate is replaced with
gmsvpservercustomks in the local file system.

Click Browse and select the certificate file for the Keystore/Certificate file field
and type the password into the Keystore/Certificate password field.

To display information contained in the certificate, click View.
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5. When finished, click Update to apply the changes. To revert the fields on the page
to their default settings, click Reset.
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Controlling Deployment Services

The Deployment > Services page provides a list of the services that are running on your
system as part of SonicWALL ViewPoint. It also provides a way to stop or start any of
the services.

SONICWALL™ | UMH 6.0
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To stop a service that is currently Enabled, select the checkbox for that service and then
click Disable/Stop.

To start a service that is currently Disabled, select the checkbox for that service and then
click Enable/Start.

To restart a service that is either Enabled or Disabled, select the checkbox for that
service and then click Restart.
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CHAPTER 3
Adding SonicWALL Appliances

This chapter describes how to add SonicWALL appliances to SonicWALL
ViewPoint. . This chapter contains the following sections:

« “Adding SonicWALL Appliances to SonicWALL ViewPoint” on page 37
- “Deleting SonicWALL Appliances from ViewPoint” on page 39

Adding SonicWALL Appliances to
SonicWALL ViewPoint

SonicWALL ViewPoint checks with the SonicWALL licensing server when you
add an appliance, so it is important that ViewPoint has Internet access to the
server.

SonicWALL ViewPoint can communicate with SonicWALL appliances through
HTTP or HTTPS. See the following sections:

- “Adding SonicWALL Appliances” on page 38
- “Modifying SonicWALL Appliance Settings” on page 39
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Adding SonicWALL Appliances

To add a SonicWALL appliance using the SonicWALL ViewPoint management
interface, follow these steps:

1. Click the appliance tab that corresponds to the type of appliance that you
want to add: UTM or SSL-VPN.

2. Right-click in the left pane (TreeControl pane) of the
SonicWALL ViewPoint management interface and select Add Unit. The
Add Unit dialog box appears.

BB At Uit =

Uit Mame: [

Serid Mumber! |

I agdress: |

Loy Mlaie; |aj||l|1

Pasmaned: [

Aooass Mode:  ® Use Ingacure koagn (MTTF)
Use Sacure kgn (HTTPS)

HTTP Port: [0

ok | Canoed

3. Enter a descriptive name for the SonicWALL appliance in the Unit Name

field.
N\

Note Do not enter the single quote character (‘) in the Unit Name field.

4. Enter the serial number of the SonicWALL appliance in the Serial Number
field.

5. Enter the IP address of the SonicWALL appliance in the IP Address field.

6. Enter the administrator login name for the SonicWALL appliance in the
Login Name field.

7. Enter the password used to access the SonicWALL appliance in the
Password field.

8. For Access Mode, select from the following:

— If the SonicWALL appliance will be connected over HTTP, select Use
Insecure login (HTTP).
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10.

Deleting SonicWALL Appliances from ViewPoint W&

— Ifthe SonicWALL appliance will be connected over HTTPS, select Use
Secure login (HTTPS).

Enter the port used to connect to the SonicWALL appliance in the
HTTP(S) Port field (default ports are HTTP: 80; HTTPS: 443).

Click OK. The new SonicWALL appliance appears in the
SonicWALL ViewPoint management interface. It will have a yellow icon
that indicates it has not yet been successfully acquired.

SonicWALL ViewPoint will then attempt to set up an HTTP or HTTPS
connection to access the appliance. ViewPoint then reads the appliance
configuration and acquires the SonicWALL appliance for reporting. This
will take a few minutes.

After the SonicWALL appliance is successfully acquired, its icon turns
blue, its configuration settings are displayed at the unit level, and its
settings are saved to the database.

Modifying SonicWALL Appliance Settings

If you make a mistake or need to change the settings of an added SonicWALL
appliance, you can manually modify its settings or how it is managed.

To modify a SonicWALL appliance, perform the following steps:

1.

Right-click the appliance name in the left pane of the
SonicWALL ViewPoint Ul and select Modify Unit from the pop-up menu.
The Modify Unit dialog box appears.

The Modify Unit dialog box contains the same options as the Add Unit
dialog box. For descriptions of the fields, see Adding SonicWALL
Appliances to SonicWALL ViewPoint, page 37.

When you have finished modifying options, click OK. The SonicWALL
appliance settings are modified.

Deleting SonicWALL Appliances from
ViewPoint

To delete a SonicWALL appliance from ViewPoint, perform the following steps:

1.

Right-click on a SonicWALL appliance in the left pane and select Delete
from the pop-up menu.
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2. In the warning message that displays, click Yes. The SonicWALL
appliance is deleted from ViewPoint.
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CHAPTER 4
Using the SonicToday Panel

This chapter introduces the SonicToday panel in the SonicWALL ViewPoint
management interface. .

This section includes the following subsections:
« “Overview of the SonicToday Panel” section on page 42
- “Editing a Component Window” section on page 42
- “Adding a Component Window” section on page 44
- “Adding More Pages” section on page 47
- “Editing and Deleting Pages” section on page 48

« “Other Features” section on page 49
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A Overview of the SonicToday Panel

Overview of the SonicToday Panel

Using RSS and AJAX technology, SonicToday is a tab intended to work as a
customizable dashboard where you are able to monitor the latest happenings
with your SonicWALL ViewPoint 6.0 deployment, your network, the IT and
Security World, as well as the rest of the world.

Upon initial login, you see a default SonicToday tab. You are able to further
customize this page by configuring and adding preferred components.
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Editing a Component Window

One customizable feature of SonicToday is the ability to edit the title of any
given component window. To do this:

1. Click the Edit link, located on the right side of the component window you
wish to modify. In this example, we will modify the title of the component
window “CNN Top Stories.”

» CHH Top Stories (3) dit = ¥
P 1.5, gas 50 cheap it hurts -= 9 hours agy -
¥ Police: Mom finds 'D.C. Madam' hanging -> 2 h
¥ Barbara Walters: | had affair with 1.5. senato

¥ Air Force grounds T-38Cs after deadly crash

*jProtesters across 1.5, push immigration issue ¥
4 »
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2. The component window will expand, revealing the following entries you
can modify:

Title — The title of the component window.

RSS URL — The URL of the RSS Feed the current component window updates
from.

Items — The number of items to be displayed on the component window.
Refresh Interval — The frequency of time the component window will refresh
the RSS Feed.

»» CHH Top Stories (5) End Edit = 3

Title: CHM Top 5 Stories

RSS URL: http: firss.cnncomygrssfonn_to

Items: =1 {5 - 100)

Refresh 30| {in

Interval:  minutes: 5 - 1440)

» Portuguese halt Madeleine MoZann inguiry -= 1
hour ago

P Beijing takes cars off streets For Glympics -= 1
hour ago

» Obama meets troops, Iragi leaders -= 1 hour
ago

In this example, we will change the title to “CNN Top 5 Stories.” For Items, we
specify that we want five items shown in the component window, and we want
the Refresh Interval to occur every 30 minutes. Click Save to save your
changes and exit the component window.

The changes will update the component window immediately.

% CHM Top 5 Stories (5) Edit +» X

-

¥ U.S. gas so cheap it hurts -> 9 hours ago =t
¥ Police: Mom finds 'D.C. Madam' hanging-> 2h
¥ Barbara Walters: | had affair with U.5. senato
P Air Force grounds T-38Cs after deadly crash—

P Protesters across U.S. push 1'r!r|n'n'gration i55UE 'I
A 3
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Adding a Component Window

Another way to fully customize your SonicToday dashboard is by adding a
component window specifically to your preferences.

Note that no component containing the same content can be added more than
once in the SonicToday dashboard.

In this section, there are different component windows you can add:
« “Application Widget” section on page 44
» “RSS Feed” section on page 46

Application Widget

The application widget specifically details Logs and Current Sessions in
SonicWALL ViewPoint 6.0. The convenience of this new widget is that it
enables you to keep track of all these different details from the SonicToday
dashboard page, rather than navigating through other tabs. To add the
application widget:

1. Click Add Component to bring up the Add Component Manager dialogue
box. Select Application Widget from the ‘Type’ drop-down list.

Add Component Manager
Type: A_Pplicaﬁon Widggt b

Application Widget Details

Widgets: Logs
Current Sessions
Title:
Items: (5 - 100)
Refresh Interval: . {in minutes: 5 - 1440)

Add | | Cancel |
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2. Specify what type of Widget you want in the component. The Title will
default to the Widget you choose, but you may customize this if you prefer.
You also will indicate how many Items you want to be shown on the
component window, as well as the Refresh Interval.

In this example, we will add a widget that monitors Logs, displaying the
latest five everyten minutes.

Add Component Manager
Type: Application Widget s

Application Widget Details
Widgets: Logs

Current Sessions

Title: ILogs |
Items: [5 | (5-100)
Refresh Interval: Il[l | {in minutes: 5 - 1440)

| Add | | Cancel |

3. Click Add when finished specifying entries. The component window is
added to the SonicToday dashboard.

My Defuudt Pags o Defeilt Page

Fage: My Befmilt Page My b Page
e Logs {3 Eifit = X ¥ Rebwdrk Workd Sed urty (19} Eifif == X
Hrszag ™ F Kaspershty says hacking attack dd na damage < 3 32 haors agn e
Surressiil login inen the sysaem by user: admin  Eettrneyi |.E.S -3 34 hours agn
A Sysiag OB Seattsscs: Dntshase rawsysiogrh 20 I Diertails of majer internet Anw posired by soodens -3 38 haurs aga
Haw sysing fie uplsad completed. The sylag fles har I The Langiey Fles -» 3dnys ago
A Sysleg fies selected for uplaad: ’.'Ir-':-\rh'rﬁ:l  &frican nfficals wrge Lse of TT for dsasier management :‘.M-ﬂ.-qn
A swsinn e imiead ararsed I (iren srueee anfrwane & srnmey risk, shiy rlaims <> 3 daes ann
4 * £
i AP Lntertainement Hews 3} Eufit = K| | % Intermet Newd (11) Eufif = X
b Chesiion Sale arvesied, released: deries sl o3 8 I tnef's Fusiding Blacks Theead Open Saurere Lo
= Gassin Gl will lnunch new racy promes (080G -» 2 kg | San Franciaen Hark: Whene 'Was the Creersighi?
F Fre= mues Coormey Love ouer Birvama catalng sale - F Svhase Phane Supnart B Nates; Exchange
F Mcamsn’s Guernica g healsh check <> 2 hoors agn I San Franoson Hack: Where Was the Croersight?
b lnnas Brosers oy hose o Dallas Saet Warth area F Ehase Phane Suppart for Notes, Exchangre
F Sun Bets on Channel Srategy Revamp
- 2| |- Techricnl Anghyss: Buls Pasa Thor firge Test X

SonicWALL ViewPoint 6.0 Administrator’s Guide“

IPR2022-00182 Page 00045



A ~dding a Component Window

RSS Feed

RSS Feed is a component window designed to keep you updated with what is
going on in the IT and Security World, as well as all around the globe. This
section contains procedures for customizing an RSS Feed component window
on your SonicToday dashboard.

To choose a Predefined RSS Feed:

1. Click Add Component to bring up the Add Component Manager dialogue
box.

2. Select RSS Feed from the ‘Type’ drop-down list. This will automatically
bring up a list of predefined RSS Feeds you may choose from.

The Title will default to the Alert Type you choose, but you may customize
this if you prefer. You also will indicate how many Items you want to be
shown on the component window, as well as the Refresh Interval.

In this example, we will select ‘AP Sports News,’ displaying the first five
items every 30 minutes on the component window.

Add Component Manager

Type: |RSS Feed vI
RSS Feed Details
R55 Feeds: AP Entertainment Mews -
AP Sports Mews
AP Tech News
CMM Top Stories
Internet News
Security Feed LI
Title: |4P Sports News
Items: IS min: 5
Refresh Interval in minute(s): |3IZI min:5

| Adl:f, | Cancel |
L

3. Click Add when you are finished. This will add the new RSS Feed
component window to your SonicToday dashboard.

To Choose a Custom RSS Feed:

1. Click Add Component to bring up the Add Component Manager dialogue
box.

2. Select RSS Feed from the ‘“Type’ drop-down list. This will automatically
bring up a list of predefined RSS Feeds you may choose from.

3. Scroll to the bottom of the predefined list and select Custom RSS Feed...
Enter the URL of the RSS Feed you would like on your component window.
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Note

Adding More Pages &\

To search a large directory of available RSS Feeds, navigate to:
http://www.rsfeeds.com/

Enter the Title for this custom RSS Feed page. Also indicate how many
Items you want to be shown on the component window, as well as the

Refresh Interval.

In this example, we will choose ‘Rediff Top Stories,’ displaying the first five
items every 30 minutes on the component window.

Add Component Manager

Type: lRSS Feed vl
RSS Feed Details
RSS Feeds: CMM Top Stories |
Internet News
Security Feed
Security Fixes
|US-CERT Security Alerts
Custom R55 Feed ... =
Custom RSS URL:Iv\".f\",\'.rediff.comfrss,’usrss.xml
Title: IRedif'f Top Stories
Ttems: |5 min: 5
Refresh Interval in minute(s): IEEI mir; 5
| Add | | Cancel |
I
'

5. Click Add when you are finished. This will add the new RSS Feed
component window to your SonicToday dashboard.

Adding More Pages

SonicToday allows you to create more pages in addition to your default
dashboard page. Note that only one page may be designated as your
SonicToday default page. As soon as a new page is marked as the default, any
previous default page settings are overwritten. To create a new page:

1.

2
3.
4

Click Manage Page from the toolbar to bring up the Page Manager.

In the ‘Page’ section, select Add New Page from the drop-down list.

Name your new page under ‘Page Title.’

Select the layout of your page under ‘Page Layout.” A thumbnail image
pops up alongside each option to assist you.
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A Editing and Deleting Pages

5. You also have the option of making this your default page, simply by
placing a checkmark in the box labeled ‘Default Page.’

Page Manager

Page: £dd Mew Page | Ciefault Page
Page Details
Page Title: My Mew Page

Page Layout: 1 Columnf100)
2 Column{S0:50)
3 Colurn{30:40:30)
4 Column{25:25:25:25)

| fAdd m | Cancel |

6. Click Add when you are finished. The toolbar now displays the newly
added page.

In this example, we titled the new page ‘News.’

Fagm Py Dol st Page My Mew Page ﬂ T

You can now add and customize component windows to navigate between
pages.

Editing and Deleting Pages

To edit a page, click Manage Page from the toolbar. Select the page you wish
to edit, make your changes, and click Edit to finish.

To delete a page, click Manage Page from the toolbar. Select the page you
wish to delete and click Delete. Click OK to finish.
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AutoHide

Other Features W

Features

See the following sections:

« AutoHide, page 49

« Page Selector, page 49

« Component Height Resize, page 50

« Manual Refresh, page 50

« Removing or Deleting a Component, page 50

« Minimizing or Maximizing a Component, page 50

AutoHide is a feature you customize by turning on or off. When AutoHide is
turned on, the control bar will hide after an interval of two seconds when the
mouse is moved away from the control bar. When AutoHide is turned off, the
control bar always appears on the SonicToday dashboard.

To turn AutoHide on, click the Off icon [@ .
To turn AutoHide off, click the On icon 5

Page Selector

Whenever the number of pages added to the SonicToday dashboard exceeds
five, a page selector bar appears at the top of the main window with left and
right arrows. The arrows can be used to scroll across different pages in both
directions. By default, the selector is scrolled to a point where the default page
appears on it. Any page can be selected by clicking on the page title.
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Component Height Resize

The height of a component can be increased and decreased by stretching or
shrinking the resize cursor on the status bar when the mouse is moved over
the status bar.
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Manual Refresh

Aside from the automatic refresh, which you configure in the

“Editing a Component Window” section on page 42, you can force a refresh
on the component window by clicking the refresh icon ., on the component
window header.

Removing or Deleting a Component

Any component window can be removed or deleted from the page by clicking
the close icon ® on the component window header.

Minimizing or Maximizing a Component
Each component can be in minimized or maximized state. The components
are loaded in the page with the state they were saved in the database.

To minimize a component window, click the minimize icon # in the
component window header.

To maximize a component window, click the maximize icon ¥ in the
component window header.
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CHAPTER 5
Configuring User Settings

This chapter describes how to configure the user settings that are available in
the Console panel on the User Settings screens.

This chapter includes the following sections:
« “Configuring General Settings” section on page 51
» “Configuring Reports Settings” section on page 53

Configuring General Settings

This section describes the User Settings > General page, which provides a
way to change the ViewPoint administrator password, the ViewPoint inactivity
Timeout, and pagination settings.

Change YiewPoint Password
Current ViewPoint Password:
e WiswPoint Password:

Confirm MNew Password:

Miscellaneous Settings

WigswPoint Inackivity Timeout: 120 | Minutes (-1 = never times ouk)

IMax Rows Per Screen: |10 | Range: [10..100] (Applicable to non-reporting related paginated screens onkyd

Update | | Reset |
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Perform the following steps:

1. Enter the existing SonicWALL ViewPoint password in the Current
ViewPoint Password field.

2. Enter the new SonicWALL ViewPoint password in the New ViewPoint
Password field.

3. Reenter the new password in the Confirm New Password field.

Note Password fields will be grayed out for users on a Remote Domain.

4. The ViewPoint Inactivity Timeout period specifies how long
SonicWALL ViewPoint waits before logging out an inactive user. To
prevent someone from accessing the SonicWALL ViewPoint Ul when
SonicWALL ViewPoint users are away from their desks, enter an
appropriate value in the ViewPoint Inactivity Timeout field. You can
disable automatic logout completely by entering a “-1” in this field. The
minimum is 5 minutes and the maximum is 120 minutes.

5. Select a value between 10 and 100 in the Max Rows Per Screen field.
This value applies only to non-reporting related paginated screens.

6. When you are finished, click Update. The settings are changed. To clear
all screen settings and start over, click Reset.

Note The maximum size of the SonicWALL ViewPoint User ID is 24
alphanumeric characters. The password is one-way hashed and any
password of any length can be hashed into a fixed 32 character long
internal password.
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Configuring Reports Settings

The User Settings > Reports page on the Console panel provides settings for
the Web Site Exclusion Filter and Web User Exclusion Filter. Web Usage
reports will not contain references to the Web sites or users specified on this

page.

Web 5ite Exclusion Filter

web Usage Reparts will nok contain references to the web sites specified below

Web Sites Filter
Add Delete

Web User Exclusion Filter

web Usage Reports will not contain references ko the web users specified below

Web Users Filter
Add Delete

The following Web Usage reports are affected by the Web Site and Web User
Exclusion Filters:

Web Usage > Summary

Web Usage > Top Sites

Web Usage > Top Users

Web Usage > By User

Web Usage > By Site

Web Usage > By Category

Web Usage > Over Time

Web Usage > Top Sites Over Time
Web Usage > Top Users Over Time
Web Usage > By User Over Time
Web Usage > By Category Over Time
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Adding Web Sites to the Filter List

When entering the Web site to exclude, type only the site name. The filter will
search for the exact value provided. In the reports, only the site name is listed,
without the http:// or www prefix. So for example, http://sitel.sonicwall.com
would not find a match in any reports because it would be listed in the reports
simply as sitel.sonicwall.com.

To add a Web site to the Web Sites Filter list, perform the following steps:

1. On the Console > User Settings > Reports page, type the Web site to be
excluded into the Web Sites Filter field.

Enter the Web site without the http:// or www prefix.
2. Click the Add button.

Deleting Web Sites from the Filter List

To remove a Web site from the Web Sites Filter list, perform the following
steps:

1. Onthe Console > User Settings > Reports page, select the checkbox next
to the Web site to be removed from the exclusion list. To select all sites in
the list, select the Select All checkbox.

2. Click the Delete button.

Adding Web Users to the Filter List

To add a user to the Web Users Filter list, perform the following steps:

1. Onthe Console > User Settings > Reports page, type the user name to be
excluded into the Web Users Filter field.

Enter the user name without the domain.
2. Click the Add button.
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Deleting Web Sites from the Filter List

To remove a Web user from the Web Users Filter list, perform the following
steps:

1.

On the Console > User Settings > Reports page, select the checkbox next
to the user to be removed from the exclusion list. To select all users in the
list, select the Select All checkbox.

Click the Delete button.

SonicWALL ViewPoint 6.0 Administrator’s Guide“

IPR2022-00182 Page 00055



A Configuring Reports Settings

”SonicWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00056



CHAPTER 6
Configuring Log Settings

This section describes how to configure Log Settings. This includes adjusting

settings on deleting log messages after a certain period of time, and setting
criteria for viewing logs.

This chapter includes the following sections:
« ‘“Configuration” section on page 57

- “View Log” section on page 58

Configuration

The Log > Configuration screen provides a way to delete log messages older
than a specific date.

To delete ViewPoint log messages, perform the following steps:

1. Clickthe Console tab, expand the Log tree, and click Configuration. The
Configuration page displays.
Delete ViewPaint | ag Messages
¢ oelete top Hesssges okder he 3y /{18 B/ |0 B

2.

Select the month, day, and year from the drop down menu.
3. Click Delete Log Messages Older Than.
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View Log

The SonicWALL ViewPoint log keeps track of changes made within the
SonicWALL ViewPoint Ul, logins, failed logins, logouts, password changes,
scheduled tasks, failed tasks, completed tasks, raw syslog database size,
syslog message uploads, and time spent summarizing syslog data. To view
the SonicWALL ViewPoint log, perform the following steps:

1. Click the Console tab, expand the Log tree, and click View Log. The View
Log page displays.
Srarch Cntena
Seiect Time: of logs: Fron 3 i
Soreoiile L Mode - veeParT e —
Fiiaage Lo e et | Al (Neri. Wamng ard P %
| Mg cpme = Ct v Mo Ky wword
s SRt Sesrch 5" Chess Sesorch o [oport Logs
Serarsh Hesulls

W e Howsages Per Seroem: 12

Provesmn
L

I um
T}

s T

2.

. _ Epventy Sl UncridiF
2008 s (1120675 P ;'.‘.':;J.':'f'.'al B Eprchronaed maoesiduly i T - ———
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. [1: o3 -
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rapawrg 21305 el

Each log entry contains the following fields:

#—specifies the number of the log entry.

Date—specifies the date of the log entry.

Message—contains a description of the event.

Severity—displays the severity of the event (Alert, Warning, or FYI).

SonicWALL—specifies the name of the SonicWALL appliance that
generated the event (if applicable).

User@IP—specifies the user name and IP address.

narrow the search, configure some of the following criteria:

You can press Enter to navigate from one form element to the next
in this section.
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— Select Time of logs—displays all log entries for a specified range of
dates.

— SonicWALL Node—displays all log entries associated with the
specified SonicWALL appliance.

— ViewPoint User—displays all log entries with the specified user.

— Message contains—displays all log entries that contain the specified
text. This input field provides an auto-suggest functionality that uses
existing log message text to predict what you want to type. It fills in the
field with the suggested text and you can either press Tab to accept it
or keep typing. Different suggestions will appear as you continue to
type if log messages match your input.

— Severity—displays log entries with the matching severity level:

—All (Alert, Warning, and FYIl)-where FY| mean “For Your
Information”

—Alert and Warning
—Alert

— Select the Match case checkbox to make the SonicWALL Node,
ViewPoint User, and Message contains search fields case sensitive.

— Select one of Exact Phrase, All Words, or Any Word.

—Exact Phrase matches a log entry that contains exactly what you
typed in the Message contains field

—All Words matches a log entry that contains all the words you typed
in the Message contains field, but the words can be
non-consecutive or in any order

—-Any Word matches a log entry that contains any of the words you
typed in the Message contains field

4. To view the results of your search criteria, click Start Search. To clear all
values from the input fields and start over, click Clear Search. To save the
results as an HTML file on your system, click Export Logs and follow the
on-screen instructions.

5. To configure how many messages are shown per screen, enter a new
value between 10 and 100 in the Show Messages Per Screen field.
(default: 10). Click Next to display the next page, or click Previous to
display the preceding page.
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CHAPTER 7/
Configuring Management Settings

This chapter describes the settings available on the Console panel in the
Management section. The following sections are found in this chapter:

« “Settings” section on page 61

« “Alert Settings” section on page 64

» “Sessions” section on page 65

- ‘“Database Maintenance” section on page 66

Settings

On the Console > Management >Settings page, you can configure email
settings, set the system debug level, synchronize model codes information,
and configure password security settings..

This section describes the following Settings topics:
- “Configuring Email Settings” on page 62
- “Configuring System Debug Level” on page 62
- “Enforcing Password Security” on page 63

« “Synchronizing Model Codes” on page 63
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Configuring Email Settings

An SMTP server and an email address are required for sending ViewPoint
reports.

If the Mail Server settings are not configured correctly, you will not receive
important email notifications, such as:

- System alerts for your SonicWALL ViewPoint deployment performance
- Availability of product updates, hot fixes, or patches

« Scheduled Reports

To configure these email settings:

1. Click the Console tab.

2. Expand the Management tree and click Settings. The Settings page
displays.

3. Type the IP address of the Simple Mail Transfer Protocol (SMTP) server
into the SMTP Server field. This server can be the same one that is
normally used for email in your network.

4. Type the email account name and domain that will appear in messages
sent from the SonicWALL ViewPoint into the ViewPoint Sender’s e-Mail
Address field.

5. When finished in the Settings page, click Update. To clear the screen
settings and start over, click Reset.

Configuring System Debug Level

SonicWALL ViewPoint provides the System Debug level option to control the
debug messages sent to the log file.

To configure this setting:

1. Select a debug level from the System Debug level drop-down list. The
range is 0-3 where a level of O provides no debug log messages and a
level of 3 provides the maximum number of debug messages.

2. When finished in the Settings page, click Update. To clear the screen
settings and start over, click Reset.
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Enforcing Password Security

SonicWALL ViewPoint supports enforced password rotation for enhanced
security compliance.

To enable and configure enforced password rotation:
1. Select the Enforce Password Security checkbox.

2. Inthe Number of days to force password change field, enter a value.
The default is 90. SonicWALL ViewPoint will prompt the administrator to
change the admin account password after the specified number of days.

3. When finished in the Settings page, click Update. To clear the screen
settings and start over, click Reset.

Synchronizing Model Codes

The Sync Model Codes feature accommodates new SonicWALL product
introductions without the need for ViewPoint update. When SonicWALL
updates the the corporate server (MySonicWALL) with a new product code, it
then becomes available to ViewPoint. The task is scheduled to run every 24
hours and is also available manually.

To synchronize model codes immediately:

1. Onthe Console > Management > Settings page, click Sync Model Codes
information now.

2. Ashorttime later the page is updated to display the synchronization status
at the top.
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Alert Settings

The Alert Settings page specifies which email addresses receive email alerts
and notifications during specific times.

To configure the alert notification settings, perform the following steps:

1. Click the Console tab, expand the Management tree and click Alert
Settings. The Alert Settings page displays.

E-Mail Alert Recipient Schedule
Mote: You can enter multiple email addresses separated by semicalon (77
Weekday:

Schedule 1: |am_support@somecompany.com [ .EID ¥ |to |08 % hours
Schedule 2: ad_min:@somecom_pany:com:spppor': 03 % |to| 16 % |hours
Schedule 3: .pm_support@somecompan\;.com ;16 v.m iy} V.hours
Weekend:
Saturday Dn_caiI@somecompanv.com;

sunday |on_call @somecompany] com;

E-Mail Alert Format Preference
& HTML
) Plain Text
) Plain Text {Pager)

| Update | | Reset |

2. Configure the email address(es) that will receive notifications and the
times that they will receive them:

— Schedule 1—Specifies who will receive notifications during the first
weekday schedule. Enter one or more email addresses (separated by
commas) and specify the start and end time for the shift.

— Schedule 2—Specifies who will receive notifications during the
second weekday schedule. Enter one or more email addresses
(separated by commas) and specify the start and end time for the shift.

— Schedule 3—Specifies who will receive natifications during the third
weekday schedule. Enter one or more email addresses (separated by
commas) and specify the start and end time for the shift.

— Saturday—Specifies who will receive notifications on Saturday. Enter
one or more email addresses (separated by commas) and specify the
start and end time for the shift.

— Sunday—Specifies who will receive notifications on Sunday. Enter
one or more email addresses (separated by commas) and specify the
start and end time for the shift.
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3. Select whether the email alert will be sent as HTML, Plain Text, or Plain
Text (Pager). The Pager setting sends a very short email to ensure that
the email is not cut off by the character limits of some pagers.

4. When you are finished, click Update. The settings are saved.

Sessions

The Sessions page of the Management section of the ViewPoint Console
allows you to view session statistics for currently logged in ViewPoint users
and to end selected sessions.

Managing Sessions

On occasion, it may be necessary to log off other user sessions. To do this,
perform the following steps:

1. Click the Console tab, expand the Management tree and click Sessions.
The Sessions page displays.

Current Sessinns

E‘ User Hame TP Address Login Tiene Lasl Access Tame Duamaim Name
admin 10.50.16.165 Fri X 1B 15:17:08 POT 2008  Fri JJ 08 §6:12:01 POT 2008 L aiDioran

| Ernd peleched sessons

2. When more than one session is active, a checkbox is displayed next to
each row. Select the check box of each user to log off and click End
selected sessions.

The selected users are logged off.
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Database Maintenance

The Database Maintenance page allows you to back up the MySQL databases
used by SonicWALL ViewPoint. This screen is not applicable to deployments
using SQL Server.

Note The Console > Management > Database Maintenance page only
appears in the management interface when a MySQL database is
being used.

Database Backup Schedule

Db Ronchaggy Tygom: [ Cioirpalete il =]
Dustsharse Baclag Schechole: | Dusbabass Bachun = Undake Bachun Seheduls

iobe: A dell aull schwchue s Deen selected for databaie badap, Sciwdules ci b configured Mom e Cofmole- »Everls- »Scheduls soreen
Diatabase Backup Setlings
Bachup Fles o deectory [installe]: F.z-a-cl-l.n
I 2o fies

Murrbar of Backups to storer |1 Lpdate Backup Sebtieess
Hobe: The drambe of badhup Fies 10 store deler s Fow maimy dstabase backugs vl be retared i e badhud dreciony., The maxmam value B 3,
Databass Baclug fles vl Rt ba dalstad F the badhus dractiory B dhangsd,
Irnenediate Dot aliase Rackun

Bachup databass now: | Compiete data = _Bedhup Dustabase Immedately
I o fies
Dratabase Eestoee
Ko hawrfing flss arvadables in e hackup drectory

Rerstonn Dok ol

Rian Time
Lirid Bl Murn (Dhaiabuinis sloe BYA ) K idaba arevdlalis
List Restore Bun (Restore Fle sioe: WA Wo data evelshbie

Kb Thom buschugs ol bec] sbac o] vl irionct 1Fem i Lishonrs o Rl Buschog epeeralion Lo v ] Bl dise of the Buckag e,
Thee i mrend baciup optons. ane

1, Curment data: Dacks uf the Spelanos information o reports data,

2. Archived i R Spflog deta: Dadhs up 8l the srchved &0 rey syslog dats,

3, Complete daty: Dadhs up o the date. Sowest snce & doss & complets backup.

You can configure the type of backup, schedule for periodic backups, folder
for backup storage, and number of backups (up to 3) to keep. You can also
perform an immediate database backup from this page. Existing backups of
the database are listed, and you can select from them to restore your
databases.
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See the following sections:

Configuring Backup Schedule and Settings, page 67
Backing Up a Database Immediately, page 68
Restoring a Database Backup, page 68

Configuring Backup Schedule and Settings

To configure the database backup schedule and settings, perform the
following steps:

1.

Click the Console tab, expand the Management tree, and click Database
Maintenance. The Database Maintenance page displays.

Under Database Backup Schedule, select one of the following from the
Database Backup Type drop-down list:

— Current data — Backs up system information and all data in sgmsdb
for the current month; sgmsdb contains summarized report data

— Archived and Raw syslog data — Backs up the archived data that is
moved from sgmsdb to other files at the end of every month, and
backs up raw syslog data

— Complete data — Backs up all data including sgmsdb and all archived
data and raw syslog data; this option requires the most time

Select the desired backup schedule from the Database Backup
Schedule drop-down list. You can select a pre-configured schedule or a
custom schedule, which you can configure in the Console > Events >
Schedule screen.

When finished selecting options under Database Backup Schedule, click
the Update Backup Schedule button.

Under Database Backup Settings in the Backup files to directory
[installDir] field, enter the folder name in which you want to store the
backup files.

Select the Zip files checkbox if you want the backup to be compressed
and stored as a .zip file.

In the Number of backups to store field, enter the number of backups
you want to store. The maximum is 3. When the maximum number of
backups is reached in the configured folder, the oldest one will be removed
when a new backup is created. If the folder is changed, existing backups
in the previous folder will not be deleted.
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8. When finished selecting options under Database Backup Settings, Select
the Zip files checkbox if you want the backup to be compressed and
stored as a .zip file.

9. When finished selecting options under Database Backup Settings, click
the Update Backup Settings button.

Backing Up a Database Immediately

To perform an interactive backup of a database, complete the following steps:

1. On the Console > Management > Database Maintenance page, under
Immediate Database Backup, select the type of backup from the Backup
database now drop-down list. You can select one of the following types:

— Current data — Backs up system information and all data in sgmsdb
for the current month; sgmsdb contains summarized report data

— Archived and Raw syslog data — Backs up the archived data that is
moved from sgmsdb to other files at the end of every month, and
backs up raw syslog data

— Complete data — Backs up all data including sgmsdb and all archived
data and raw syslog data; this option requires the most time

2. Select the Zip files checkbox if you want the backup to be compressed
and stored as a .zip file.

3. Click the Backup Database Immediately button.

4. In the confirmation dialog box, click OK.

Restoring a Database Backup

This feature allows the administrator to restore a previously backed-up
database file.

Note All services except the Web Server and the Database Service
should be manually stopped before restoration is started to avoid
corruption of data.
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To restore your database with one of your backups, perform the following
steps:

1.

On the Console > Management > Database Maintenance page, under
Database Restore, select the radio button for the backup that you want to

restore.

Database Restore

& lilename Type Product WeErshon
1 (Chevs_ 5.1 C_2009 05 10 I1 04 srchive.sg Compiele dala '_ ] 5.1
T B P N 3
2 GMS 5.1 €205 05 10 21 04 somsdb.sd Complele cala SV 00 M5 51

Revime Dalabave

Click the Restore Database button.

In the confirmation dialog box, click OK.

Sire
.01

10,26 MB

You must restart the Web Server service manually after the backup is

completed.
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CHAPTER 8
Managing Reports in the Console Panel

This section describes how to configure reporting settings on the Console
panel. These include how often the summary information is updated, the
number of days that summary information is stored, and the number of days
that raw data is stored.

The following sections are included in this chapter:

Settings

“Settings” section on page 71
“Summarizer” section on page 73
“Email/Archive” section on page 81
“Scheduled Reports” section on page 82

“Management” section on page 87

The Settings page under Reports on the Console panel provides a check box
for enabling the sort option in report tables. You can also specify the number
of appliances which can have Log Viewer enabled at the same time.

See the following:

“Enabling Report Table Sorting” section on page 72

“Controlling the Number of Appliances with Log Viewer Enabled” section
on page 72
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Enabling Report Table Sorting

The Report Settings/Options section of the Console > Reports > Settings page
provides a checkbox to enable the sort option on report tables.

To enable or disable the sort option for report tables, perform the following
steps:

1. Click the Console tab, expand the Reports tree and click Settings.

Report Settings;/Options

Enable Sort Option on Report Tables Update

Log ¥Yiewer Settings
Maximurn number of

appliances on which Log |10 Update

wiewer can be enabled:

2. To enable the report table sort option, select the Enable Sort Option on
Report Tables checkbox. To disable sorting, clear the checkbox.

3. Click Update.

Controlling the Number of Appliances with Log
Viewer Enabled

You can control the maximum number of managed appliances for which Log
Viewer can be enabled. The default setting allows Log Viewer to be enabled
on up to five appliances. Because enabling Log Viewer causes raw syslog
data uploading, it is resource intensive. Use care in increasing this number,
and when enabling Log Viewer on systems.

Log Viewer must be enabled on an appliance in order to use Custom Reports.
Custom Reports are available for UTM and SSL-VPN appliances. For more
information about Custom Reports, see the following:

» “Using Custom Reports on UTM Appliances” section on page 163
To change the number of appliances for which Log Viewer can be enabled:
1. Onthe Console panel, navigate to Reports > Settings.

2. Under Log Viewer Settings, in the Maximum number of appliances on
which Log Viewer can be enabled field, enter the number of appliances
for which Log Viewer can be enabled. The default is five.

3. Click Update.
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Note Limiting the number of appliances for which the Log Viewer is
enabled will increase the overall performance of your SonicWALL
ViewPoint system.

Summarizer

This section contains the following subsections:
« “About Summary Data in Reports” on page 73
« “Summarizer Settings and Summarization Interval” on page 73
« “Configuring the Syslog Deletion Schedule Settings” on page 78
» “Configuring Host Name Resolution” on page 79

About Summary Data in Reports

These reports are constructed from the most current available summary data.
In order to create summary data, the ViewPoint Reporting Module must parse
the raw data files.

When configuring ViewPoint Reporting using the screens on the Console
panel under Reports, you can select the amount of summary information to
store. These settings affect the database size, be sure there is adequate disk
space to accommodate the settings you choose.

Additionally, you can select the number of days that raw syslog data is stored.
The raw data is made up of information for every connection. Depending on
the amount of traffic, this can quickly consume an enormous amount of space
in the database. ViewPoint creates a new 2 GB database for raw syslog data
everyday. Be very careful when selecting how much raw information to store.
For information on configuring raw data storage, see “Enabling Report Table
Sorting” section on page 72.

Summarizer Settings and Summarization Interval

SonicWALL appliances send their syslog packets to SonicWALL ViewPoint via
UDP packets. When summarization is enabled, the Summarizer will process
those files and store the data in the summary databases at the interval you
specify.
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See the following sections:

- “Enabling Report Summarization” section on page 74

« “Setting the Reports Data Summarization Interval” section on page 74
» “Using Summarize Now” section on page 76

Enabling Report Summarization

To globally enable the summarization of report data, which is necessary for
viewing reports, perform the following:

1. Onthe Console panel, navigate to Reports > Summarizer.

2. Under Summarizer Settings, select the Enable Report Summarization
checkbox.

3. Click Update.

Setting the Reports Data Summarization Interval

The Summarizer will process syslog data sent from SonicWALL appliances
and store the processed data in the summary databases at the interval you
specify. When an appliance is configured to communicate with ViewPoint, you
need to verify that the summarizer is scheduled to collect and process data for
this unit at an appropriate interval.

To configure reports for summarization, see the “Selecting Reports for

Summarization” section on page 137 in the Scheduling and Configuring
Reports chapter.
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To configure the summarization interval, perform the following steps:

1. Click the Console tab, expand the Reports tree and click Summarizer.
The Summarizer page displays.
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2. Under Reports Data Summarization Interval, important information about
the Summarizer is displayed. Use the Summarize every drop-down lists
to specify how often in hours and minutes the ViewPoint Reporting Module
should process syslog data and update summary information.

3. Click the Update button to the right of this field.

4. To specify the next summarization time, enter a date in the form
mm/dd/yyyy in the Next Scheduled Run Time field, and select the hour
and minute values from the drop-down lists.

5. Click the Update button to the right of this field.

6. To update the summary information now, click the Summarize Now
button. SonicWALL ViewPoint will automatically process the latest
information and make it available for immediate viewing.

Note  This will not affect the normally scheduled summarization updates
on ViewPoint.

For more information about using and verifying the Summarize Now
option, see the “Using Summarize Now” section on page 76.

SonicWALL ViewPoint 6.0 Administrator’s Guide“

IPR2022-00182 Page 00075



A Summarizer

Using Summarize Now

The Summarize Now feature allows the administrator to create instant
summary reports without affecting the regularly scheduled summary reports.
You can use Summarize Now to test that the Summarizer is gathering data for
a managed unit. The SonicWALL ViewPoint Summarize Now feature is
located in the Console tab under Reports > Summarizer. The SonicWALL
ViewPoint Summarizer creates summary reports by default every 8 hours.
Summary reports can be configured by the administrator to occur every 15
minutes to every 24 hours.

To use the Summarize Now feature, perform the following tasks:

1. Click the Console tab, expand the Reports tree and click Summarizer.
Click the Summarize Now button.

2. You will see a pop-up window verifying that you want to summarize the
data now. Summarizing data using Summarize Now is a one-time action
and will not affect the scheduled summary. Click OK to continue.

Microsoft Internet Explorer |

? fAre you sure you want to summarize the data now?
V Mote: This is a one time summary and will nok affect the scheduled summary,

Cancel |
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3. To verify summarization, navigate to Log > View Log in the left pane.
Search for the message Report Data Summarized to verify that the
Summarize Now action has completed.
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4. When Summarize Now has completed, click the UTM tab at the top of the
screen. In the left-most pane, click MyReportsView or click an appliance.

Note You may see incomplete data if you view the Summary section of a
selected report before the Summarize Now process is complete.
Wait for the Report Data Summarized message to be displayed in
Log > View Log.
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5. In the center pane, click a report to expand it, then click the Summary
option underneath it. For example, click Bandwidth, then click Summary
to review the summarized bandwidth usage data.

Bandwidth Summary ) scteduie| T priat

Mere

Hour LR e Samrt 4| JO0R-OT-ZH) [k :.‘-".'l'rn SO

Bandwidlh Sammary lor July 20, 2008

Connections Cost {USD)_ Miytes e of Mllytes
631 1.903 1.807 1E%

[ ] 1.6%
5520
s

3,753 3.6%

1, 205 4.0%

994 1 1831 6%
078 1.925 31.85 3.6%

6. Navigate to the Summary section of other reports in the center pane to see
other summarized data.

Configuring the Syslog Deletion Schedule Settings

Syslog files sent from SonicWALL appliances are stored on the ViewPoint
system, and are consolidated into the syslog database. The Summarizer
processes the syslog data and stores the processed data in the summary
database. After summarization and after the configured period of syslog
storage, the syslog data can be periodically deleted from the system. This is
necessary as the syslog files and database can consume a lot of space on the
file system.

This section of the the Summarizer page also provides a way to delete
summarized data for a certain date. For example, if summarized data is kept
for a long time, such as 90 days, then you could use this option to remove
some summarized data from a particular date within the 90 day period if the
stored data was becoming too large.
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¥

Tip Run your database maintenance jobs soon after the completion of
the scheduled tasks configured on this page for summarizing data

and deleting old syslog data.

For information about setting the number of days to store syslog files, the
syslog database, and the summary database, see the “Configuring Data
Storage Settings” section on page 139.

ViewPoint requires large amounts of disk space for raw data storage. In
previous versions, the maximum raw syslog database size was 2 GB.
ViewPoint now provides enhanced database capacity by creating a new 2 GB
database everyday. Each file name includes the date it was created for easy
reference. Raw syslog data is used to create Custom Reports for UTM and
SSL-VPN appliances.

To configure the syslog and summarized data deletion settings, perform the
following:

1. Onthe Console panel, navigate to Reports > Summarizer.

2. Under Syslog Deletion Schedule, select the time for daily deletion in the
hour and minute Delete Syslog Data Daily at drop-down lists. Syslog
data will be deleted at this time only after being stored for the number of
days configured.

3. Click the Update button to the right of this field.

4. To delete summarized data from a specific date, enter a date in the form
mm/dd/yyyy in the Delete Summarized Data For field.

5. Click the Update button to the right of this field.

Configuring Host Name Resolution

The Host Name Resolution feature allows the administrator to enable and
configure the time period for the name resolution crawler. The name resolution
crawler periodically resolves host names for IP addresses found in reporting
data. Once the host name is resolved, the name will appear in place of the IP
address in reports that contain it. Over time, more host names will appear in
the report data as they are added to the list.

The name resolution crawler runs by default every 24 hours (1440 minutes)
and can be configured to run every 1 to every 60 hours.
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To use the Host Name Resolution feature, perform the following steps:

1. On the Console panel, navigate to Reports > Summarizer. The Host
Name Resolution Settings section is displayed at the bottom of the page.

Husl Ranre Resolulion Sellmgs
[#] Retutve Destrution Host Hames

I:| Resohve Source Host Narses
Perindic Cramding Tnierval 1440 || (i minuites)
Uipsclake

Nales
* Enahling the Host hame fesod tion frabure will affeet B averall performance of the system and with a mare deect mpact on she

SURIMANTET Moduié

2. To resolve host names for destination IP addresses, select the Resolve
Destination Host Names checkbox.

3. To resolve host names for source IP addresses, select the Resolve
Source Host Names checkbox.

4. To set the interval at which the name resolution crawler runs, select the
number of minutes in the Periodic Crawling Interval drop-down list.

Performance may be affected while the name resolution crawler is
running, especially for the Summarizer module.
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Email/Archive

The Console > Reports > Email/Archive page provides global options for
setting the time and interval for emailing/archiving scheduled reports, and
global settings for the Web server, logo, and PDF sorting options.
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Configuring Email/Archive Settings

To configure Email/Archive and Web server settings, perform the following
steps:

1. Click the Console tab, expand the Reports tree and click Email/Archive.
The Email/Archive page displays.

2. To set the next archive time, enter the date and time in the Next
Scheduled Email/Archive Time fields and click Update.

3. To specify the day to send weekly reports, select the day from the Send
Weekly Reports Every list box and click Update.
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4. To specify the date to send monthly reports, select the date from the Send
Monthly Reports Every list box and click Update.

5. If the Web server address, port, or protocol has changed since
SonicWALL ViewPoint was installed, the new values will automatically
appear in the Email/Archive Configuration section. These settings can
be modified on the System Interface, and cannot be modified here.

6. Under Logo Settings, you can select a logo to be used on reports. By
default, the SonicWALL logo is used. To select another logo, click Browse
next to the Logo File field or type the path and filename into the field, and
then click Update.

7. Under SortBy Settings for PDF Reports, select one of the following as the
sorting criteria for reports and then click Update.

— Mbytes - Sort reports by the number of megabytes in each entry

— Hits/Connections/Events - Sort reports by the number of hits,
connections, or events, depending on the type of report

Scheduled Reports

The Scheduled Reports page allows you to manage all the report schedules
in the system from a central location. This page lists all the schedules in the
system, enabling you to monitor the status of these recurring schedules and
re-send failed schedules, if needed. For information on adding a new
scheduled report, see “Adding or Editing a Scheduled Report” section on
page 135.

Under Search Results, the table indicates whether each schedule is enabled,
along with information about the last execution time of a schedule, whether it
ran successfully and the error that occurred if it failed, the last run type
(scheduled or one time run), along with the node, owner and other relevant
information.

The Summary section provides status information on your report schedules.

The Search Criteria section provides settings for searching report schedules.
Results of your searches are displayed in the Search Results section.
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To search for scheduled reports:

1.

2.

Click the Console tab, expand the Reports tree and click Scheduled
Reports. The Scheduled Reports page displays.
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Define the Search Criteria tab. The Search Criteria tab contains the
following elements to refine your search:

— Schedule Type - Select from the following schedule types:
—All Schedules
—Daily Schedules
—Weekly Schedules
—Monthly Schedules
— Status - Select from the following status conditions:
=All
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—Failed
—In Progress
—Success
—In Queue
—Partial Failure
— SonicWALL Node - Select from the following SonicWALL nodes:
—All
—Per Unit View
— Owner - Displays the owner (admin).
— Name Contains - Enter a context string to search by keywords.
— Error Contains - Enter a context string to search by keywords.
— Use Condition - Select from the following conditions:
—And
—Or

— Match Case - Select this checkbox to make your searches case
sensitive.

3. Click Start Search to begin searching, or click Clear Search to reset all
fields and start over.

The results of your search are displayed in a table in the Search Results
section. You can adjust the number of schedules displayed, go directly to a
row of the table, or navigate to other screens by clicking on links within the
table.

To work with the search results:

1. To adjust the number of schedules displayed in the table, enter a number
of rows to display in the Show Schedules Per Screen field, and then click
on the checkmark.

2. To go directly to a row of the table, enter the row number in the Go To
Schedule Number field, and then click on the checkmark.

3. The columns in the table are as follows:

— The check box allows you select the schedule for emailing or
archiving.

— The notepad icon is a link to the Schedule Properties page.
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ID - The schedule ID number used to identify this schedule. You can
click on the column heading to sort by this field. An arrow is displayed
in the column heading when this field is the basis for sorting, and
indicates ascending or descending order.

Enabled - A green check mark indicates that this schedule is enabled,
and a red X means that it is disabled.

Name - The name of the report. Click on the highlighted report name
link to access the report for editing. You can click on the column
heading to sort by this field. An arrow is displayed in the column
heading when this field is the basis for sorting, and indicates
ascending or descending order.

Type - All, Daily Schedules, Weekly Schedules, and Monthly
Schedules.

Unit/Group/Devices(s) - The host name of the SonicWALL appliance.

Last Run (Local) - The date when the report was last generated. You
can click on the column heading to sort by this field. An arrow is
displayed in the column heading when this field is the basis for sorting,
and indicates ascending or descending order.

Status - Includes the following report status options:
—Blue: Queued, waiting to be processed.

—Yellow: Currently processing.

—Orange: Report completed with errors.

—Red: Report failed with errors.

—Green: Report processed successfully.

You can click on the column heading to sort by this field. An arrow is
displayed in the column heading when this field is the basis for sorting,
and indicates ascending or descending order.

Last Run Type - Indicates if the most recent run was a scheduled run
or a one-time execution. You can click on the column heading to sort
by this field. An arrow is displayed in the column heading when this
field is the basis for sorting, and indicates ascending or descending
order.

Last Error - Displays the error condition from the most recent run, if
any. You can click on the column heading to sort by this field. An arrow
is displayed in the column heading when this field is the basis for
sorting, and indicates ascending or descending order.
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— Owner - Indicates the user ID of the user who created the schedule.
You can click on the column heading to sort by this field. An arrow is
displayed in the column heading when this field is the basis for sorting,
and indicates ascending or descending order.

4. To view the properties for a schedule, click the notepad icon in that row.
The Schedule Properties page displays.

5. To view the report, click on the name of the report. Your screen will change
to the report screen on the UTM or SSL-VPN panel.

Resending Schedules

Apart from selecting multiple schedules for a one-time execution by selecting
the appropriate checkboxes and clicking the Email/Archive the Selected
Schedules now, you can re-send required schedules using the Re-send the
selected schedules for dates option.
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To resend any schedules, follow the procedures below:

1. Select the Schedule Type (Daily, Weekly, or Monthly) from the Search
Criteria section and click Start Search. This lists all the schedules of the
selected type. Select the checkboxes of the schedules you want to resend.

2. Provide a start date (and an end date if applicable). Reports are generated
for the specified date/date range.

3. Click Re-send the selected schedules for dates. Reports are generated
for the specific dates and emailed/archived as a one time option for all the
schedules selected.

”SonicWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00086



Management W

Management

Report Data Management allows the SonicWALL ViewPoint administrator to
backup large amounts of report data incrementally and at specified intervals
using MDTA. Typically, the total amount of data stored in an archive is equal
to at least 30 days, although best benefits are seen when storing at least 60
days of summarizer data. MDTA allows this archive to be built over time,
archiving as little as 1 day of data each time the MDTA process is run.

Note Total days to store summarized data in reports is set separately in
the Console > Reports > Summarizer screen. Set this field for a
value greater than 60 days for best results.
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Configuring Report Data Management

As an administrator, you choose the number of days worth of data to archive
each time the MDTA process is run. With the exception of the current month,
all available data is eligible for archiving. For example, if you specify 3 days
as the number of days to archive, MDTA will archive 3 days of data, starting
with the oldest available data and will repeat this process every day. In order
to obtain optimal performance when viewing reports however, SonicWALL
ViewPoint ensures that the current month is always kept in un-archived form.

Step 1 In the ViewPoint Administrator Interface, navigate to Console >
Reports > Management.
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Step 2 Check the box next to Enable Data Archive and click the
corresponding Update button.

Step 3 Configure Data Archiving as follows, clicking the corresponding Update
button after each line is completed:

Save Data Archive |Selectto save truncated data archive transaction
Transaction Logs |logs during each MDTA operation. Click the
Update button. This option is deselected by
default in order to conserve disk space.

Next Scheduled Schedule an initial date (mm/dd/yyyy) and time
Archive Time (in 24-hour format) for the MDTA operation. Click
the Update button. MDTA operations will take
place every day at the time you specify, starting
with your initial date selection.

Number of Days to |Specify the number of days worth of data to

Archive consider for each MDTA operation.
Archive Data Press this button to immediately start an
Immediately on-demand MDTA operation. The archive will run

immediately but your scheduled archive
operation will still take place.

N\,

Note High-traffic systems can generate reports that consume large
amounts of memory, disk space and CPU time when using MDTA.
Set your Number of Days to Archive and Scheduled Archive
Time accordingly. To view when MDTA operations are starting and
how long the process is taking, navigate to the Console > Log >
View Log screen and look (or search) for or “start” and “completed”
times for “Report Data Archive.”
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CHAPTER 9
Using Diagnostics

This chapter describes the diagnostic information that ViewPoint provides,
including summarizer status information.

This chapter includes the following sections:
« “Summarizer Status” section on page 90
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Summarizer Status

The Summarizer Status page displays overall summarizer utilization
information for the deployment including database and syslog file statistics,
and details on the current status of each summarizer.
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The Summarizer Status screen provides performance metrics for your network
administrator to plan, design, and expand your ViewPoint server deployment.
This feature has information on the Syslog Collector and Summarizer metrics.
The Summarizer metrics are available only for ViewPoint deployments that
have Distributed Summarizer enabled (enabled by default on ViewPoint 5.1).
The metrics are available for the past 24 hours, past seven days, and past 30
days.

These metrics are reset (to zero), every 24 hours for daily metrics, every
seven days for weekly metrics, and every 30 days for monthly metrics. Weekly
metrics are not shown unless the data collection for weekly metrics started
earlier than the daily metrics. Similarly, monthly metrics are not shown unless
data collection for monthly metrics started earlier than for daily and weekly
metrics. ViewPoint will not display metrics for a component if the daily
statistics collection started more than 26 hours earlier. This generally indicates
that the component is not active.
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You can receive alert emails when Summarizer Status shows any
abnormalities.

To reach the Summarizer Status screen, navigate to the Console panel of
ViewPoint and then to Diagnostics > Summarizer Status.

The Summarizer Status page is divided into a section showing the overall
deployment-wide summarizer status and sections with details for each
summarizer. See the following sections:

- Summarizer Status Over 7 Days, page 91

» Details for Summarizer at <IP Address>, page 93

Summarizer Status Over 7 Days

The Summarizer Status Over 7 Days section displays overall summarizer
utilization information for the deployment including database and syslog file
statistics. Results are calculated over the last 7 days, with historical data
available over the last 30 days.

Summarizer Utilization

The top Summarizer Utilization section shows the average utilization of the
summarizer over the applicable time period. The Dial Charts show the percent
of total capacity used by the Syslog Collector or the Summarizer. The following
metrics are also displayed in the Summarizer Utilization section:

Total Run Time: Total amount of time spent generating summarization
statistical data and results over the applicable time period.

Number of Syslogs Received: Total number of syslogs received by the
Summarizer over the applicable time period.

N\

Note Not all syslogs are summarized — some syslogs, such as “heartbeat
messages” are ignored. When Web Event Consolidation/Home
Port Reporting is enabled, several syslogs may be ignored or
alternatively, consolidated into a single syslog. If your appliance is
managed by a different Agent, the results are not summarized here.

Number of Syslogs Summarized: Total number of syslogs summarized over
the applicable time period.

Average Syslogs Summarizer per Minute: Average number of syslogs
summarized per minute over the applicable time period.
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Estimated Unused Capacity in Syslogs: The estimated remaining capacity
of the summarizer in terms of the number of syslogs it can summarize, based
on the time taken and number of syslogs summarized over the applicable time
period. This number does not include the discarded syslogs.

Tip Usage Example: For this example, let's assume that the syslogs
summarized per minute on a system is 18,108, and the average
number of syslogs received on that system is 91 per firewall, per
minute. Divide the number of syslogs per minute (18,108) by the
number of syslogs per appliance per minute (91). This yields an
estimate of 198 security appliances, assuming that the current
appliances are a fair sample of the security appliances on your
network.

This simple math gives a reasonable estimate of the total number of
security appliances this system should be able to handle, assuming
that the Summarizer was to constantly summarize 24 hours (as in
the case of a dedicated Summarizer).

Reporting Details

The Reporting Details section shows the number of appliances in the
deployment, and the number with the following types of reports enabled:

- Factory default reports
« All reports
« Custom set of reports

Summarizer Usage Top Appliances

The Summarizer Usage Top Appliances section displays information about the
appliances in the deployment that used the most summarizer time. Details are
given about which reports were generated and their summarizer execution
time.

Database Statistics

The size is displayed for each of the following databases:
« Current
« Archive
- Raw Syslog
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Syslog File Storage Statistics

The size is displayed for each of the following syslog directories:

» Current
« Archived
- Bad

Details for Summarizer at <IP Address>

Summarizer Utilization

The Summarizer Utilization section for a specific summarizer shows the same
information described above for the entire deployment, but only shows the
values for this summarizer.

¥ Details For Summarizer At 10.0.14.251

¥ Summatrizer Utilization

Average Summarizer Utilization: 1%

Peak Summarizer Uilization: 2%,

Takal Run Time: Oh:16m:3s
Mumber of Syslogs Received: 683,060
Murnber of Syslogs Summarized: 633,060
Average Syslogs Summarized Per Minute: 42,558
Estimated Unused Capacity in syslogs: 29,953,883

Reporting Details

The Reporting Details section shows the number of appliances serviced by
this summarizer, and the number with the following types of reports enabled:
- Factory default reports
« All reports

« Custom set of reports

Summarizer Usage Top Appliances

The Summarizer Usage Top Appliances section displays information about the
appliances serviced by this summarizer that used the most summarizer time.
Details are given about which reports were generated and their summarizer

execution time.
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Syslog File Information
This section displays syslog file details for the selected summarizer.

¥ Syslog File Information

Syslog File Type File Stats Dldest
IUnprocessed Files 12 Files - 51,.01ME  Mon Sep 28 10:25:06 PDT 2009
Processed Files 1 Files - 4.77ME Maon Sep 28 10:24:59 POT 2009
Upload Pending Files 3 Files - 11.26MB Mon Sep 28 10:25:07 POT 2009
Bad Files 3 Files - 0.29MB Mon Jun 01 16:20:37 PDT 2009

The Syslog File Information table is divided into three columns:
» Syslog File Type: The type of files being reported on.

There are ten main syslog file types:

— Processed Files

— Unprocessed Files

— Grouped Files

— Not Mine Files

— Infected Files

— Archived Files

— Bad Files

— Upload Pending Files

— Uploaded Files

— Bad Upload Files

« File Stats: The number of syslog files in the category and their size in
Megabytes.

- Oldest: The date and time on the oldest file in the category.

Summarizer Process Details

The Summarizer Process Details section shows what tasks the summarizer is
performing at the moment the Console > Diagnostics > Summarizer Status
page displays. Refresh your browser display or leave the page and return to it
to update the information.
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If the summarizer is currently running, the page displays the thread, appliance
identifier, file being used, and state of the summarizer.

¥ Summatrizer Process Details
Murmber of threads currently running: 1

Thread | Appliance File State
2 001 7e52059F 1 1_20090925_100212_ko_20090925_ 121817 _0017C52C59F1 _FIREWALL _ 1.unp |Summarizing
(Fri Sep 25 10:02:12 PDT 2009 -- Fri Sep 25 12:18:17 PDT 2009) file:

If the summarizer is currently idle, the page displays the last run time and next
run time.

¥ Summatizer Process Details
Summatizet is idle,

Lask Run Time: 12/21/2009 14:32:23
Mexk Run Time: 12/21/2009 22:32:23
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CHAPTER 10
Granular Event Management

This chapter describes how to configure and use the Granular Event
Management (GEM) feature in a ViewPoint environment.

This chapter contains the following sections:
« “Granular Event Management Overview” section on page 97
« ‘“Using Granular Event Management” section on page 99
» ‘“Configuring Granular Event Management” section on page 101

+ “Viewing Current Alerts” section on page 108

Granular Event Management Overview

Granular Event Management (GEM) provides a customized and controlled
manner in which events are managed and alerts are customized and enabled.
On the Console panel, GEM allows you to systematically configure each
sub-component of your alert in order for the alert to best accommodate your
needs.

The GEM alert has multiple sub-components, some of which have further
subcomponents. It is not necessary to configure all sub-components prior to
creating an alert.

- Severities: Severity is used to tag an alert as Critical, Warning, or
Information. Severities are included within each Threshold. You can
change the severity levels of the threshold elements listed on the Console
> Events > Threshold page.

SonicWALL ViewPoint 6.0 Administrator’s Guide“

IPR2022-00182 Page 00097



A Granular Event Management Overview

« Thresholds: A threshold defines the condition that must be matched to
trigger an event and send an alert. Each threshold is associated with a
Severity to tag the generated alert as critical, warning, or information.

One or more threshold elements are defined within a threshold. Each
threshold includes the following elements: an Operator, a Value, and a
Severity. When a value is received for an alert type, the GEM framework
examines threshold elements to find a match for the specified condition. If
a match is found (one or more conditions match), the threshold with the
highest severity containing a matching element is used to trigger an event.

« Schedules: You can use Schedules to specify the day(s) and time
(intervals) in which to generate an alert. You can also invert a schedule,
which means that the schedule is the opposite of the time specified in it.
For example:

— Generate an alert during weekdays only, or weekends only, or only
during business hours.

— Do not generate an alert during a time period when the unit, network,
or database are down for maintenance.

What is Granular Event Management?

The purpose of Granular Event Management is to provide all the event
handling and alerting functionality for ViewPoint. The ViewPoint management
interface provides screens for centralized event management on the Console
panel, including screens for Events > Threshold, Schedule, and Alert Settings.
The panel also provides an Events > Alert Settings screen where you can
enable or disable alerts.

You can enable or disable an alert at the global or unit level in ViewPoint. At
the global level, the alert is then applied to all units. Whenever you add a new
unit to ViewPoint, the alerts set at the global level are applied to the new unit.

How Does Granular Event Management Work?

The Granular Event Management framework provides customized event
handlingfor specific alerts about database and database log size, and security
service subscription licenses. For a list of the predefined alerts, see “Using
Granular Event Management” on page 99.
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Using Granular Event Management

For convenience and usability, a number of default settings are predefined for
severities, schedules, thresholds, and alerts. You can edit the predefined
values to customize the settings for thresholds and schedules. The
predefined defaults for each panel and screen are as follows:

Table 1 GEM Predefined Default Objects

Panel Screens Predefined Default Objects

Console Events > Thresholds Unit Status
Database Size Status

Database Log Size Status (on
MySQL DB only)

Summarizer Utilization
Summarizer Backed-Up Files
Console Events > Schedule Schedule Groups:

e 24x7

« Weekdays 24 hours

+ 8x5

- Weekend
Schedules:

» Schedule: admin

» Monday 24 hours

- Monday business hours
» Tuesday 24 hours

» Tuesday business hours
+ Wednesday 24 hours

» Wednesday business hours
« Thursday 24 hours

« Thursday business hours
» Friday 24 hours

- Friday business hours

« Saturday 24 hours

« Sunday 24 hours
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Panel Screens

Predefined Default Objects

Console Events > Alert Settings |Database Info

Database Size Status

Database Log Size Status (on
MySQL DB only)

Summarizer Utilization Status

Summarizer Backed-Up Files
Status (on MySQL DB only)

About Alerts

The Events > Alert Settings screens are available in the Console and UTM
panels. You can enable or disable alerts on these screens.

The GEM framework provides different types of alert types for the respective
areas of the ViewPoint application:

« UTM panel: Alert settings for Reporting

- Console panel: Alert settings for the ViewPoint application

Table 2

GEM Alert Types

Panel location

Available Alert Types

Console

UT™M

Date Base Info
Database Size Status

Database Log Size Status (on
MySQL DB only)

Summarizer Utilization Status

Summarizer Backed-Up Files
Status (on MySQL DB only)

Anti Virus License
CFS License
Warranty License
Anti Spyware License
Intrusion License
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Configuring Granular Event Management

To set up the GEM environment after installing ViewPoint, start with the Events
screens on the Console panel. You should examine the Threshold and

Schedule screens and make any necessary configuration changes. Then you
can enable alerts in the Events screens on the Console panel and UTM panel.

See the following sections:
« “Configuring Events on the Console Panel” section on page 101
- “Enabling or Disabling Alerts on the UTM Panel” section on page 107

Configuring Events on the Console Panel

In the Events screens on the Console panel, you can configure the frequency
of subscription expiration and task failure notifications, as well as severities,
thresholds, schedules, and alerts for handling events.

See the following sections:

- “Configuring Event Thresholds” on page 101

« “Configuring Event Schedules” on page 104

- “Enabling or Disabling Alerts on the Console Panel” on page 107

Configuring Event Thresholds

Inthe Events > Threshold screen, you can view existing event thresholds and
configure their elements, and add custom thresholds. A threshold defines the
condition for which an event is triggered. Predefined thresholds have names
similar to predefined Alert Types. Each threshold can contain one or more
threshold elements. An element consists of an Operator, a Value, and a
Severity.

The following tasks are described in this section:
- “Editing an Event Threshold Element” on page 102

- “Enabling/Disabling Event Thresholds and Threshold Elements” on
page 103
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Editing an Event Threshold Element

To edit an existing element of a Threshold, perform the following steps:

1. Onthe Events > Threshold screen, click the w Edit icon located in the
Configure column in the element row.

2. In the Edit Threshold Element window, you can edit the following fields:

Operator
Value
Description
Severity
Disable

Edit Thershald Flement far nbabase Size Skabirs

Dpesrator:
[T H

25000

Desorigtion:  Ewcends 25000 MA

Severty:  [EREEINNN Creical

Dieabin:

B gregter than or agusl b0 (0

3. Inthe Operator field, select from the drop down menu the type of operator
to apply to your threshold element..

Ldet Threshold Llement for Database Size Status

Operabor: | greabe Hean or equal bo
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i not squal bo

[eseriphion s I Uhan

15 k55 than oF el o

Seymriny: 15 greater than

i TR———— T

Cisahle: .H.l'l:,a'ﬂ.h's (mabrh ross) .

5 egusl ko (agnore case)
i el sgual bo
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et it contain

I8
e

Iy

4. In the Value field, enter the value for your threshold element.

5. In the Description field, enter the description for your threshold element.
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6. Inthe Severity field, select the severity priority from the drop down menu.
These are color coded for your easy reference on the Events > Threshold
screen.

Ldit Threshold Clement for Database Size Status

e o b greater Uhanor squallo (0
Walue; 000

Drescription: Loceeds SH000 MU

Severty:  (IEECEIN | Crrical Ed

T wermmti
Dbl D o LTI

Update | Resst |

7. To disable the threshold element, click the Disable check box. See
“Enabling/Disabling Event Thresholds and Threshold Elements” section
on page 103.

8. Click Update.

Enabling/Disabling Event Thresholds and Threshold Elements

The GEM feature provides a Disable check box that allows you to disable or
enable thresholds or individual elements within that threshold. If it is needed
again, you can simply enable it.

You can disable a threshold by disabling all its elements. You can also disable
individual elements within a threshold.

To enable or disable Thresholds and/or their elements, perform the following
tasks:

1. On the Console panel, navigate to the Events > Threshold screen. On
this screen, you are able to view existing Thresholds. You can also view
existing elements within those thresholds by clicking the expand button by
a threshold. You have the following two options for the enabling/disabling
feature:

— You can enable or disable a Threshold by disabling/enabling all the
elements that exist within it.

— You can enable/disable the individual elements within a Threshold.

2. Toenable or disable a threshold and/or elements, click the edit button %9
that is on the element level.
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3. Select the Disable checkbox to disable the element or de-select the
Disable checkbox to enable the element.

Ldit Threshold Clement for Lnit Status

[« T TR i gragler than
Walue; E
Descriplion: Loceeds I mesed hoartbests
Severty: (ISR Critcsl
Crtsabile 1!%
e e

4. Click Update.

Configuring Event Schedules
The next component on the Console panel is Events > Schedule. In this
screen, you can add, delete, or configure schedules and schedule groups.

Schedule groups are one or more schedules grouped within an object.
Administrators and Owners can edit these objects. Other users should be able
to view or use them only if the Visible to Non-Administrators check box is
selected.

The following tasks are described in this section:

- “Adding an Event Schedule” on page 104

- “Editing an Event Schedule” on page 106

« “Adding an Event Schedule Group” on page 106

« “Deleting a Schedule or Schedule Group” on page 107

Adding an Event Schedule

In Events > Schedules you can add, delete, or configure schedules. You will
see your schedules and schedule groups, their descriptions, and whether they
are enabled. You can also individually delete one schedule or schedule group
at a time by selecting the trash-icon on the right hand side for each row. For
quick reference, you can hover your mouse over the descriptions to quickly
view the type of schedule and the days and times when it is active.

To add an event schedule, perform the following steps:
1. Onthe Events > Schedules screen, click Add Schedule.

2. Select the Visible to Non-Administrators check box if you want the
schedule to be visible and usable by non-administrators.

3. To temporarily disable a schedule, select the Disable checkbox.
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4. Click Invert to create a schedule that is “off” during the dates and times
that you specify.

5. In the Schedule field, you can create one or more schedules. For each
schedule, configure either:

- One Time Occurrence
—Fill in the Date and Time fields.
* Recurrence
—Fill in Days, Start Time, and End Time fields.
6. Click Add to add this schedule to the Schedule List text box.

Add Schedule
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7. Todelete an entry from the Schedule List text box, select the entry that you
want to delete, and then click Delete. Click Delete All to delete all entries.

8. Click Update when you are finished.
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Editing an Event Schedule

To edit an existing schedule, click the &9 Edit icon on the right side of the
Events > Schedule screen. The screen and procedure for editing are the
same as those for adding a schedule. See “Adding an Event Schedule” section

on page 104.

Adding an Event Schedule Group

You can combine several schedules into a schedule group on the Events >
Schedule screen. To add a schedule group, perform the following steps:

1.

7.

On the Events > Schedule screen, click the Add Schedule Group
button.
Enter the name of your schedule group in the Name field.
Enter a description of your schedule group in the Description field.
Click the Visible to Non-Administrators check box to allow this schedule
group to be viewed and used by non administrators.
Click the Disable check box to temporarily disable the schedule group.
In the Schedules field, select the schedule(s) to add to your schedule
group, and then use the arrow buttons to move the selected schedule into
or out of the group. To move multiple schedule groups and/or schedules
all at once, hold the CTRL button on your keyboard while making your
selections.
Akl Sclvedule Group
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Click Update.
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Deleting a Schedule or Schedule Group
You can delete schedules or schedule groups, or you can remove schedules
from schedule groups.

To delete an event schedule, schedule group, or remove a schedule from a
schedule group:

1. Navigate to the Events > Schedule screen.

2. Click the check boxes of the schedule groups or schedules that you want
deleted. When you click the schedule group check box, the schedules
within that schedule group will be deleted as well.

3. To remove a schedule from a schedule group, click the expand button on
the schedule group, and select the schedules you wish to remove within
that group.

4. To delete the selected schedule group(s) or remove the selected
schedules from a group, click the Delete Schedule Group(s)/Remove
Schedules from Group button.

5. To delete the selected schedule(s), click the Delete Schedule(s) button.

Enabling or Disabling Alerts on the Console Panel

The Console > Events > Alert Settings screen provides predefined alerts
that apply to ViewPoint as a whole. You can hover your mouse over these to
display information about them. You can enable or disable these alerts by
selecting or clearing the checkbox in the Enable column for the alert.

Enabling or Disabling Alerts on the UTM Panel

You can enable or disable alerts for events pertaining to security services
licenses on the UTM panel.To enable or disable an alert:

1. To enable an alert, select the checkbox under Enabled in the row for the
alert.

2. To disable an alert, clear the checkbox under Enabled in the row for the
alert.

3. Click Enable/Disable Alert(s).
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Viewing Current Alerts

You can view a list of current alerts on the Events > Current Alerts page of
the panel. Select a global view or unit to view current alerts for your selection.

Alert Listing

Severity Unit Name Description
Warning Test 4060 The Intrusion subscription has not been activated for this device
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CHAPTER 11
Web Services

This chapter provides information about the Web Services feature. Web
Services is a software system designed to support interoperability between
ViewPoint and other network appliances, servers, and devices through an
application programming interface (API).

Web Services is located in the Console panel of the ViewPoint management
interface:

SONICWILLL ® | ViewPoint 6.0

* User Settings 1 frphiyient
¥ leg WD 150 W mer® e ey o red e wieh e e i
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* Repiats Pubbc LT
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e 3] i e Wk Seran e o Sl serern vl be ket o ook PARSIALEY -
* Web Garvicas aos-rts, o {hetps:ihostrame] ot [}
Mg The palde sorver porl i eeed T eioeng GMES Wl Sorviins From e
Sattirgs suble damnn T medly the et o wheeh, GV runt Wik Saridet,
Sl pdensa avkate by Systan Inbeetace [Deminymant Sattngs
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This chapter includes the following sections:
- “URI Basics” section on page 110
« “Settings” section on page 111

- “Status” section on page 112
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URI Basics

The URI is a HTTPS string which is used to identify Web Services resources.
Each URI is composed of both static and dynamic parts which differ based on
each particular deployment.

The following provides a typical, though not comprehensive, URI example:

https protocol host name or IP address serial number of the appliance

(dynamic)

https://10.0.14.150/ws/screenAttributes/0001B123C45D/1003

Web Service Web Services screen !D
name  application name (dynamic)

N\

Note  For more information on configuring and using Web Services in your
deployment, download the GMS Web Services Technote at:
<http://www.sonicwall.com/us/support.htm|>
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Settings

The Settings screen allows configuration of a secure HTTPS Public URI for
use with Web Services features. The public URI specified here is used to
access Web Services and to ensure proper embedded cross-links between
Web Services applications.

To configure Web Services Settings:
1. Navigate to the Web Services > Settings screen on the Console panel.

® Udenr Selbings GMS Deployment
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2. Choose which deployment you wish to configure from the drop-down list
in the GMS Deployment section.

3. Enterthe public server name and port in the Public URI section. This field
is typically pre-populated during the ViewPoint install/setup process.

4. Click the Update button to save your changes.
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Status

The status screen allows the administrator to view, enable, and disable
individual Web Services across one or more ViewPoint deployments.

To view and configure Web Services status:

1. Navigate to the Web Services > Status screen on the Console panel.
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2. Select or deselect the Enabled checkbox for the service(s) you wish to
enable or disable.

3. Click the Update button to save your changes.

4. The Web Services table, in the Web Services > Status screen gives the
following information about each Web Service:

Feature Description

Enabled If selected, this feature is currently enabled

Service Indicates the name of the Web Service

URI Indicates the full URI used to access this Web Service
Description Provides a description of the Web Service
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CHAPTER 12
Using ViewPoint Help

To access the ViewPoint online help, click the blue help button in the
top-right corner of the ViewPoint user interface. LR

Tips and Tutorials

Tips and tutorials are available in some pages of the user interface, and are
denoted by a “Lightbulb” icon:

| & about blank |

Tips and Tutorials

li=! KB 5275: Name Resolution in Reparts

(= KB 63721 How ko get the Summarizer caught
| = up

1= KB 6661: Displaying G wser infa in YiewPoint
| == reports

§14 Cnling Help

L3 € mternet 00w v
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To access tips and tutorials:
1. Navigate to the page where you need help.

2. If available, click the Lightbulb icon in the upper right-hand corner of the
window. Tips, tutorials, and online help are displayed for this topic.

About ViewPoint

The Console > Help > About page displays the version of ViewPoint being
run, who the ViewPoint is licensed to, database information, and the serial
number of the ViewPoint.

To access the ViewPoint online help, click the blue help button in the
top-right corner of the ViewPoint user interface. LlER
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CHAPTER 13
ViewPoint Reporting Features

This chapter describes how to use ViewPoint reporting, including the type of
information that can appear in reports. A description of the available features
in the user interface is provided. Settings for reporting on the Console panel
are described.

This chapter includes the following sections:
- “ViewPoint Reporting Overview” section on page 115
- “Navigating ViewPoint Reporting” section on page 119
» “Showing Domain Names in Reports” section on page 130

- “Managing ViewPoint Reports on the Console Panel” section on page 131

ViewPoint Reporting Overview

Monitoring critical network events and activity, such as security threats,
inappropriate Web use, and bandwidth levels, is an essential component of
network security. ViewPoint Reporting complements SonicWALL's Internet
security offerings by providing detailed and comprehensive reports of network
activity.

The ViewPoint Reporting Module is a software application that creates
dynamic, Web-based network reports. The ViewPoint Reporting Module
generates both real-time and historical reports to offer a complete view of all
activity through SonicWALL Internet security appliances. With ViewPoint
Reporting, you can monitor network access, enhance security, and anticipate
future bandwidth needs.
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You can search saved reports by using the report search bar, available in most
report screens in the ViewPoint Ul. The search bar provides pre-populated quick
settings for the search field, and a drop-down calendar for the start and end dates.
The search operator field offers a comprehensive list of search operators that
varies depending on the search field, which can be either text-based or numeric.

You can search all columns of report data except columns that contain computed
values, such as %, Cost, or Browse Time. ViewPoint waits until you click Search
before it begins building the new report.

The ViewPoint Reporting Module:
- Displays bandwidth use by IP address and service
- Identifies inappropriate Web use
- Provides detailed reports of attacks
« Collects and aggregates system and network errors
« Shows VPN events and problems
» Tracks Web usage by users and by Web sites visited
» Provides detailed daily firewall logs to analyze specific events.

Note The ViewPoint Reporting Module receives its information from the
stream of syslog data sent by each SonicWALL appliance and stores
it in the SonicWALL ViewPoint database or as files on the hard-disk.
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Viewing ViewPoint Reports

The ViewPoint reports are available on the UTM and SSL-VPN tabs of the
ViewPoint interface:

SONICWALL > | ViewPaint 6.0

The ViewPoint Reports view is divided into three panes:
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» Alist of individual units referred to as the TreeControl: In the left pane, you
can select the top level view or a unit to display reports that apply to the
selected view or unit. The top level view is MyReportsView.

» Alist of reports: The middle pane provides a list of available reports that
changes according to your selection in the TreeControl pane. The reports
are divided into categories. You can click on the plus sign next to a
category to view the list of reports in that category. You can click on an
individual report name to view that report.
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« The report: The right pane displays the report that you selected in the
middle pane for the view or unit that you selected in the TreeControl. For
most reports, the search bar is provided at the top of the pane. Above the
search bar a link to the Scheduler is provided. You can change the time for
the report to run by clicking the Schedule link or its clock icon in the upper
right. A quick access link to your system’s printer is also available in the
upper right corner. To print the report, click the Print link or icon. To access
the display settings for the report, click More Options to the right of the

search bar.

The SonicWALL ViewPoint reporting feature provides the following

configurable reports:

Table 3 Configurable Reports
General Provides general unit and license status.
Dashboard Provides a high-level activity summary.

Custom Report*

Provides Internet Activity and Website Filtering reports
with details from raw data
*Custom Reports are only available at the unit level.

Bandwidth Provides bandwidth usage reports.

Services* Provides events and usage by service protocol.
*Services reporting is only available at the unit level.

Web Usage Provides Web usage reports.

Web Filter Provides web filter event reports.

FTP Usage Provides FTP usage reports.

Mail Usage Provides mail usage reports.

VPN Usage Provides VPN usage reports.

Attacks Provides attack event reports.

Virus Attacks

Provides virus attack event reports.

Anti-Spyware

Provides spyware event reports.

Intrusion Prevention

Provides intrusion event reports.

Application Firewall

Provides Application Firewall reports.

Authentication

Provides login reports.
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Navigating ViewPoint Reporting

ViewPoint Reporting is a robust and powerful tool you can use to view detailed
reports for individual SonicWALL appliances.

This section describes each view and what to consider when making changes.
It also describes the Search Bar and display options for interactive reports, as
well as other enhancements provided in SonicWALL ViewPoint . See the
following sections:

» “Global Views” on page 120

- “Unit View” on page 121

» ‘“Using Interactive Reports” on page 122

« “Searching for a Report” on page 123

» “Collapsible TreeControl Pane” on page 128

« “Enabling/Disabling Scheduled Reports” on page 128
« “Combined Reports” on page 128

- “Improved Navigation” on page 129
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Global Views

From the Global view of the UTM Panel, Summary and Over Time reports are
available for all SonicWALL appliances connected to SonicWALL ViewPoint.

To open the Global view, click the MyReportsView icon in the upper-left hand
corner of the left pane. .
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As you navigate the SonicWALL ViewPoint reports screens with the
MyReportsView view selected and view different reports, the settings that you
specify are maintained in effect throughout the session.
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Navigating ViewPoint Reporting W

From the Unit view of the UTM panel, reports contain detailed data for the
selected SonicWALL appliance. To open the Unit view, click the UTM tab.
Then, click a SonicWALL appliance in the left pane of the

SonicWALL ViewPoint interface. The report page for the SonicWALL
appliance displays.
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As you navigate the UTM panel with a single SonicWALL appliance selected
and change settings, those settings will remain in effect throughout the

session.
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Using Interactive Reports

ViewPoint provides interactive reporting to create a clear and visually pleasing
display of information. The following figures provide examples of an
interactive report graph and a pie chart for Summary and Top Users. You can
control the way the information is displayed by adjusting the settings which are
collapsed in the search bar.
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Searching for a Report

The search bar feature provides search and configuration capabilities for
every report. In addition to the original quickset functions, the search bar has
intuitive search fields to provide context-based searching.

Users v | [Equals v| Start |4/2007-05-01 [» Search D";?j";ns

The search bar contains a number of helpful components that allow you to
specify search parameters and locate a report with ease. The components of
the search bar include:

« A column drop-down list: The searchable column drop-down list contains
all the searchable columns of a report. It is context-based, containing
different options in different reports. The column drop-down list defines
criteria for the search and filter functions.

« An operator drop-down list: There are two types of operator sets. If the
content of the selected column is character-based, a character-based list
is displayed. If the column contains numerical data, a list with
mathematical symbols is displayed.

« A search text field: You can input a search string into this field.

- Start date and end date calendar fields: You can also search for reports by
date. Clicking on the Start field displays a drop-down calendar where you
can select day, month, and year by using the side arrows to navigate. You
may also navigate through dates by clicking on the arrows located beside
the start date and the end date fields.

» Detailed drop-down menu
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The collapsed and expanded Search Bar views are shown below:
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The search bar feature consists of a column drop-down list, an operator
drop-down list, a search text field, and a detailed pull-down menu.
Search/Filter functions can be performed by utilizing various components
reporting at unit level.

The drop-down list contains all the searchable columns of a report. It is
context-based, meaning that it contains different options in different reports.
The column drop-down list defines criteria for search and filter functions to
work on.

[ste BIETE | start [« 2007-05-01 ]| 20e | | (Seareh ] povions

|MBytes
[(liategory | \

There are two different operator sets. If the content of the selected column is
character-based, the character based operators will show:

[ — - [ ] Mare
[ste v|[Fauas | | start [4]2007-05-01 o] 00 | _ ot
| Start with
End with

| Contains | ‘

A character-based list contains Equals, Start with, End with, and Contains
operators. If the content of the selected column contains numerical data, a list
with mathematical symbols plus the between operator selection will display:

‘ [MBytes  v][ = v | | start |¢]2007-05-01 o] £nc | D“;?jroens
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A generated report is shown below with user name (Users) starting with (Start
With) “10.50.20” (the value of the search text field).

Top Users of Web
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A generated report is shown below in which the Hit count (Hits column) is
greater than (>) “100” (the value of the search field).
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The calendar module of the search bar is shown below. You can use the
calendar module to easily select a date for the Start or End field. You can also
manually type in a date. For single day reports, the End field is disabled.
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The detailed options are “per report” based. For example, if you select “PIE”
as the chart type for report A, you will still see Bar chart in report B if the bar
chart was the existing chart type. The detailed drop-down menu can be
expanded by clicking More Options as shown in the red circle below.

As Figure 1 and Figure 2 show, the options in the detailed drop-down menu
are context-based. Figure 1 shows the detailed options of the “Web Usage By
User” report. As you can see, Figure 2 contains different options because it is
specific to the By User report.

Figure 1 Context-based Detail Options
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Figure 2 Web Usage by User - Report Display Settings
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Collapsible TreeControl Pane

The unit TreeControl pane can be collapsed to free up screen space by
clicking on the the small arrow button to the right of the Add Unit, Modify Unit,
Refresh, and Find buttons above the TreeControl pane. The panel can be
brought back by clicking the same button.

Enabling/Disabling Scheduled Reports

ViewPoint allows you to disable a scheduled report without deleting it. This
allows you to re-use the report at a later time without having to create it again.
To enable or disable a report, navigate to the Configuration > Scheduled
Reports page under the UTM tab. This screen shows all the scheduled reports
on the current appliance. Select the checkbox in the row for a report(s) that
you wish to disable, and click the Disable Selected Scheduled Reports
button above the table. After confirmation, the check mark in the Enabled
column is grayed out. To re-enable the report, use the Enable Selected
Scheduled Reports button above the table.

Combined Reports

Users familiar with ViewPoint 4.0 will find two categories of reports that are no
longer visible on the function tree: the Browse Time report and the ROI report.
The information from these two reports have been folded into the Web Usage
and Bandwidth reports, respectively. The Web Usage report pages now
feature a Browse Time column. The Bandwidth report pages feature a
Cost($) column that displays all the information previously displayed by the
ROI reports.

MSonicWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00128



Navigating ViewPoint Reporting W

Improved Navigation

To save time, ViewPoint now features linked reports. Web Usage and Web
Filter reports now link their By User and By Site pages. It is now possible to
navigate directly from the Web Usage > By User page to a Web Usage > By
Site page or from the Web Filter > By User page to a Web Filter > By Site
page detailing the information of the site that the user has been browsing.
Click the Plus sign next to the entry in the User column to show details, and
hover the mouse over a site. A sticky tooltip will display with a link to the
corresponding site’s report page. This makes navigating from one report to the
next much easier and makes retrieving detailed information simple.

Sample Navigation Use Case

This sample use case demonstrates the improved navigation feature. In this
use case you will open up the Web Usage > By User report and observe what
sites the top browser has been visiting. Then you will move directly from the
By User report to a detailed By Site report.

1. Navigate to the Web Usage > By User report from the UTM tab.

Top Visited Web Sites By User 2 ] [l
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Top Visited Web Sites Oy User for May 3, 2007

2. Click the Plus button next to any IP address in the User column. This
displays detailed information about the sites that the user at that address
has been visiting.
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3. Hover your mouse over a site in this list. Click the Navigate to Top Visited
Web Sites By Site link to navigate directly to the Web Usage > By Site
report page.

Top Visrted Web Sites by User for May 2, 2007
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The Web Usage > By Site report page shows detailed information about
Web traffic to this site. Information in this report include the IP addresses
of users who have browsed that site, as well as how much time they have
spent browsing.

Showing Domain Names in Reports

Reports sometimes show the domain names of systems or websites, and
sometimes show only the IP address. This is caused by different firmware
versions on the appliances for which reports are being generated.

The reporting subsystem consumes the contents of src, dst, dstname, and
other tags from the syslog messages. The syslog format and tags depend on
the version of the firmware.

For firmware that includes name resolution, the reports will list the domain.
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Note In SonicWALL ViewPoint 5.1 and above, the Name Resolution
option on the UTM appliance (where the firmware supports it) is
enabled when a unit is added. This does not apply to already
existing appliances in the system.
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Managing ViewPoint Reports on the

Console Panel

There are management settings for the ViewPoint Reporting Module on the
ViewPoint Console panel. The UTM panel contains limited configuration
screens, used for managing scheduled reports and per-unit settings.The
Reports section on the Console panel is divided into sections that allow you to
manage system-wide settings, including the following:

Table 4 Console > Reports
Section Settings
Settings Report Settings/Options

Log Viewer Settings

Summarizer

Summarizer Settings
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Section Settings

Reports Data Summarization Interval

Syslog Deletion Schedule

Host Name Resolution Settings

Email/Archive Email/Archive Time Settings

Days to Store Archived/Published reports

Email/Archive Configuration - Web Server
Details

Logo Settings
SortBy Settings In PDF Reports

Scheduled Summary
Reports

Search Criteria

Search Results

Management Report Data Management Settings

The Reports section of the Console panel controls settings for syslog data
collection, summarizer configuration, email and archiving, scheduling reports,
and archiving report data.

« For information about syslog data collection settings, see the “Enabling
Report Table Sorting” section on page 72 in the Managing Reports in the
Console Panel chapter.

- For information about the summarizer, see the following sections in the
Managing Reports in the Console Panel chapter:

— “About Summary Data in Reports” section on page 73

— “Summarizer Settings and Summarization Interval” section on
page 73

« For information about Email and Archiving settings, see the “Configuring
Email/Archive Settings” section on page 81 in the Managing Reports in the
Console Panel chapter.

» For adescription of how to schedule reports in the Console panel, see the
“Scheduled Reports” section on page 82 in the Managing Reports in the
Console Panel chapter.

« For information about archiving report data using the Move Data to
Archive (MDTA) feature, see the “Management” section on page 87 in the
Managing Reports in the Console Panel chapter.
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CHAPTER 14
Scheduling and Configuring Reports

This chapter provides information about scheduling automatic reports and
configuring data summarization settings. It also contains instructions for
configuring settings for the Dashboard > Summary report and describes how
to view the list of current alerts on the Events > Current Alerts page. This
chapter also describes how to export compliance reports in PDF format. The
settings described in this chapter are applied on a per-unit basis.

This chapter includes the following sections:

“Configuring Scheduled Reports” section on page 134

“Selecting Reports for Summarization” section on page 137
“Configuring Inheritance for Reporting Screens” section on page 138
“Configuring Data Storage Settings” section on page 139

“Configuring Summarization Data for Top Usage” section on page 140

“Configuring Summarization Data for Bandwidth Reports” section on
page 141

“Configuring Dashboard Summary Reports” section on page 142
“Viewing Current Alerts” section on page 144
“Scheduling PDF Compliance Reports” section on page 144
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Configuring Scheduled Reports

SonicWALL ViewPoint Reporting can automatically send reports to any email
addresses that you specify. This section contains the following:

« “Viewing or Managing Scheduled Reports” on page 134
« “Adding or Editing a Scheduled Report” on page 135

To create scheduled email reports in PDF format as Compliance Reports, see
the “Scheduling PDF Compliance Reports” section on page 144.

Viewing or Managing Scheduled Reports

To view , delete, or enable/disable currently scheduled reports, perform the
following steps:

1. Click the UTM tab and select a SonicWALL appliance.

2. Expand the Configuration tree and click Scheduled Reports. The
Scheduled Reports page displays.

Add Additions] Scheduled Reporis
#uldl Schedubed Heport
Sammary of Scheduled Reports
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Disabde Selected Scheduled Reports
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SERVICES SUESCRIPTION AESOR T achal limly Eeporty hiay oL

3. Onthe Scheduled Reports page, to add a new scheduled report, click Add
Scheduled Report. See “Adding or Editing a Scheduled Report” on
page 135.

4. To edit a report, click the pencil icon in that row. See “Adding or Editing a
Scheduled Report” on page 135.

5. To delete a report, select the checkbox in that row and then click Delete
Selected Scheduled Reports.

6. To disable a scheduled report, select the checkbox in that row and then
click Disable Selected Scheduled Reports.

7. To enable a disabled report, select the checkbox in that row and then click
Enable Selected Scheduled Reports.

8. To select all reports in the list, click Select All Scheduled Reports.
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Adding or Editing a Scheduled Report

You can add a new scheduled report or edit an existing one on the UTM panel
on the Configuration > Scheduled Reports screen. When adding or editing the
report, you can configure its name, category, formats, cover page, summary
report page, and detailed reports page. You can also use or create a profile for
the detailed reports page settings.

To add or edit a new scheduled report, perform the following steps:

1. Navigate to the Configuration > Scheduled Reports page and do one of the
following:

— To add a new schedule report, click the Add Scheduled Report
button.

— To edit an existing report, click the pencil icon in that row. The
Scheduled Report Configuration window displays.

2. Enter a name for the report in the Name field.
3. Enter descriptive information in the Description field.

4. To email the report, select the Email check box. The screen expands to
show email configuration settings.

5. Enter the IP address of the mail server into the SMTP Server field.

6. By default, the ViewPoint Reporting Module will use the email address that
was configured in the Console panel in the Management > ViewPoint
Settings screen as the Sender email address. To change it, enter a new
Sender email address in the Source Email Address field.

7. Enter one or more destination email addresses, separated by semicolons,
into the Destination Email Addresses field.

8. Enter the Subject Line that will appear in reports sent from the ViewPoint
Reporting Module in the Email Subject field.

9. Enter text that will appear in the message body in the Email Body field.

10. To copy the contents of the report into the body of the email message,
select the Send Reports Inline check box. To send the file as an email
attachment, make sure this check box is deselected.

Note Reports can only be sent inline when all data is sent in a single
report.

11. To archive the file on the server’s hard disk, select the Archive check box
and enter a path in the Save Directory field.
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12.
13.
14.

15.

16.

Specify the directory where the file will be archived in the Save Directory
field.

For Report Type, select Daily, Weekly, or Monthly.
For Report Format, select HTML, XML, or PDF.

Select either Include all data in a single report or Zip Reports into a
single file.

If you selected PDF for the Report Format, you can create a password to
protect it by selecting Password Protect the PDF File and typing a
password into the Password field. Users must input the password to view
the contents of a password-protected PDF file. The content can be copied
or printed, but is not editable by a PDF editor.

If the zip file is selected, you can create a password for it by selecting
Password Protect the Zip File and typing a password into the Password
field.

Note When both PDF and Zip Reports into a single file are selected,

17.

18.

19.

20.

21.
22.

you can password-protect the PDF, but not the zip file.

For the Cover Page, enter a Title and Subtitle and select colors for the
Foreground and Background of the cover page.

For Summary Report Page, you can select up to 4 reports. Select a report
for the summary page from the Choose the Summary Reports drop
down list, and then click Add.

For Detailed Report Page, do one of the following:

— Click Select an existing profile, and then select the profile to use
from the Profile Name drop-down list.

— Click Create a new profile, type a profile name into the New Profile
Name field, and then select the checkboxes in the Report list for each
report to be included. You can click the checkbox next to the Report
heading to select all reports in the list.

Optionally click Configure Filters Options. For this procedure see
“Configuring Filters and Options” on page 137.

To see a preview of this scheduled report, click PREVIEW.
When finished, click Add.
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Configuring Filters and Options

1.

10.

11.

12.

At the bottom of the Scheduled Report Configuration page, click the
Configure Filters/Options button. The Display Options/Settings page
displays.

Select the number of sites to display in Top Sites reports (default: 20).
Select the number of users to display in Top Users reports (default: 20).

Select the number of sites to display in Sites by User/Users By Site reports
(default: 20).

Select the number of items to display in all other reports (default: 20).

Select the number of entries per item to display in all other reports (default:
20).

Under Inclusion Filter Parameters, enter a comma separated list of sites
to include in By Site reports in the Site List field.

Enter a comma separated list of users to include in By User reports in the
User List field.

To include the user’s full name and IP address in the report, select the
Whole Name/IP checkbox.

For Bandwidth Usage reports, select the source from the Source
Interface drop-down list.

For Bandwidth Usage reports, select the destination from the Destination
Interface drop-down list.

Click the Update button to apply changes. The new report will appear in
the list on the Scheduled Reports page.

Selecting Reports for Summarization

This section describes how to tune the performance of the Summarizer by
configuring which reports will be created. When an appliance is configured to
communicate with ViewPoint, you need to prepare it for syslog data collection
for reporting. Make sure the summarizer is collecting data for the reports you
want for this unit.

To configure the Summarizer settings, perform the following steps:

1.

Click the UTM tab.
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2. Expand the Configuration tree and click Summarizer Settings. The
Summarizer Settings page provides a list of reports and a correlating
description of each report. Each report contains a checkbox that you can
select to generate a summarized report.

Report Types to e Summarzed
[#] * Repwrt

[ * aandwdih

[l » servcesreparss

[#] » Wb Unsgs reporis
[F] ¥ ek Fiser reports

P T Ushge reports
[#] » bl Lsage iepr i
F » Vi Limage reports
[l » atackreports

[#] = Irrbrursicn reporls
[F] * virus Attacks reports
¥ AnD-Spywars reports

[=] » Acthenscation repor s

NesrAption
Frovades Blandwidth ussgs reports

Provides dala banler by services reger s,
Provedes Wirh Lmage and bravese Bme reparts.
Frovedes web filter event reports,

Provvides FTP wiage reger ls,

Provecies Mal Lrage reperis.

Frovades Ve LEA0E reponts

Provides alisck evenl reporls,
Provsdes o Furne Feperes

Frovades Vinus aktad event reports.

Pruvides spyware event reporls.

Provides Ingin reports.

Lipdata | Hlest

Mobe: Summasiner seilings for spplance(s] 0 dilfer bebwesn ol el group level, The
setangs at the unit ievel vl ouerrids the setengs at the Groop bewl.

Syne group o applance ievel settings

3. Select the checkbox of each report type to summarize.

4. When you are finished, click Update. Your configuration changes are

saved automatically.

Configuring Inheritance for Reporting

Screens

On the Configuration > Summarizer Settings screen, there is an option to
synchronize report settings between the unit level and global level. This option
can be displayed in any of the sections on this page when those settings are
not synchronized between the unit level and global level.

This option provides inheritance support for report settings.
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When you are viewing the screen at the unit level, the option is Sync group
to appliance level settings. This is reverse inheritance. Click the Update
button to apply your current unit level settings to the group to which this unit
belongs.

Mote: Summarizer settings for appliance(s) 0 differ between unit and group level, The
settings at the unit level will override the settings at the Group level.

Sync group to appliance level settings Update

When you are viewing the screen at the global level, the option is Sync
appliance(s) to group level settings. This is forward inheritance. Click the
Update button to apply your current global level settings to the appliances in
this group.

Mote: Summarizer settings for appliance(s) NSA 240, TZ 210, MSA 5000, TZ 190 W,
Pro 4060, TZ 170 ENH differ between unit and group level, The settings at the unit
level will override the settings at the Group level.

Sync appliance(s) to group level settings Update

Configuring Data Storage Settings

The Data Storage Configuration section of the Configuration > Summarizer
Settings page allows you to specify the number of days to store summarized
data and syslog data.

Diala Storage Condigur slivn

Days To Shore Sumemansed [hata: (G0 | Updats

s To Thore R Syslog Databases: [0 = Update )
Darps To Slore Raer Sysbog Fles; (30 ;_l:l.;_.l::L_-
Crays bo stoen XML reports: |61 '_ _|_|:_'>:I._'r_-_r:_ _'
Bk

* Dedetinn of eld data corurs pverpdary a2 194230

* 1o change the schadued delebon brre, plaase g0 B0 Ehe Consols Paresl- SRaports- SLumimenzer soresn
(Dbt e Syulog Duats Dy AL sellings ],

® Livebing the fumber of days B0 store will Increase the oversll parfiormancs of woir Vs oand systen)
arwd Brals e sice of L Dalabee (Max Rl = 238)

For all fields in this section, the minimum values should be 3 days, and will
typically be longer.

Raw syslog data is transferred to the ViewPoint system by individual
SonicWALL appliances, where it is stored in raw syslog files. The data from
these files is combined and stored in a raw syslog database. Data from this
database is processed by the Summarizer and then stored in the summarized
data database.
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The raw syslog files and databases older than the number of days specified
here will get deleted by the global daily deletion schedule configured on the
Console > Reports > Summarizer page. That page also provides a way to
delete the summarized database for a certain date. See the “Configuring the
Syslog Deletion Schedule Settings” section on page 78.

To configure the Data Storage Configuration settings:

1. Onthe UTM tab, expand the Configuration tree and click Summarizer
Settings.

2. Scroll down to the Data Storage Configuration section.

3. Type the desired number of days to store summarized data into the Days
To Store Summarized Data field and then click Update.

4. Type the desired number of days to store raw syslog database files into
the Days To Store Raw Syslog Databases field and then click Update.

5. Type the desired number of days to store raw syslog database files into
the Days To Store Raw Syslog Databases field and then click Update.

6. Type the desired number of days to store archived XML reports into the
Days To Store XML reports field and then click Update.

Configuring Summarization Data for Top
Usage

The Reports Summarization Data for Top Usage section of the Configuration
> Summarizer Settings page allows you to enable Web event consolidation
and resolve unrated categories.

When enabled, Web event consolidation reduces repetitive syslog event
entries within the syslog database. Enabling Web Event Consolidation
promotes search and summarizer efficiency by consolidating the syslog
messages that result from a single click (for example, a visit to a Web page),
and further correlates events by time proximity, such as multiple visits to the
same URL by the same user within a set time, and HTTP header information.
ViewPoint consolidates syslog messages under the main domain name.

When Web Event Consolidation is disabled, multiple syslog events are logged
for one request. For instance, a single access to www.cnn.com can generate
more than 70 syslog messages. Many of the 70 syslog messages refer to the
links to other pages like images.cnn.com or video.cnn.com that are included
in the Web page. In this simplified example, if Domain Only consolidation is
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selected, then only one Web event is recorded (cnn.com). If Host & Domain is
selected, then you would see three Web events. You would see all 70 Web events
if consolidation was not enabled at all.

To enable Web event consolidation and resolve unrated categories, perform
the following:

1.

On the UTM tab, expand the Configuration tree and click Summarizer
Settings.

Scroll down to the Reports Summarization Data for Top Usage section.

Select the Enable Web Event Consolidation checkbox to consolidate
repetitive syslog event entries within the syslog database and then select
one of the following levels of consolidation:

— Host & Domain - More restrictive, less consolidation
— Domain Only - More general, more consolidation

Optionally select the Resolve “Not Rated” categories using message
comparison checkbox. If enabled, ViewPoint will attempt to categorize
unrated items by comparing them to rated items, and will display the
results in reports.

Click Update.

Configuring Summarization Data for
Bandwidth Reports

The Reports Summarization Data for Bandwidth Reports section of the
Configuration > Summarizer Settings page allows you to configure the
currency type and cost per megabyte for use in bandwidth reports.

To configure the data for bandwidth reports, perform the following:

1.

On the UTM tab, expand the Configuration tree and click Summarizer
Settings.

In the Reports Summarization Data for Bandwidth Reports section,
select the currency type in the Type of Currency field. Over 20 different
currencies from around the world are available.

Specify an amount based on your chosen currency in the Cost Per Mega
Byte Bandwidth Use field.

Click Update.
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Configuring Dashboard Summary Reports

In the Configuration > Dashboard page, you can configure settings to control
the information displayed by the Dashboard > Summary screen. Settings are
available for the following:

« Summary statistics list at the top left of the Dashboard > Summary page
« Alerts list at the top right of the Dashboard > Summary page
» Reports list in the main body of the Dashboard > Summary page

Dashiboard Report Sellings

Sauremary S SEatistics List
Tkal Barchudrh (Miytes)
Tekal HTTP Bandwidih (MEtes)
Tekal Atracks

Tokal Wieus Artacks
Toital Bandweickh (HRytes) o Add Deleke

Alerls Lisl Threslwid
Baiherikh Limd [MByvles) e Threskekd: Arld Drielele

Repurls Lisk
Erarachwsith S ary
Weh Lsage Top Users
AILETE DSy

R

Wints AEEECks Susnary

Dandeidth Sornmary Wkl Dhelete
To configure Dashboard Summary report settings, perform the following steps:

1. Click the UTM tab.

2. Expand the Configuration tree and click Dashboard.
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In the Summary / Statistics List section, to add a statistic to the Dashboard
> Summary page, select it from the drop-down list and then click Add.

Summary /Shatistees st
Tolal Baimbeackh (FBvles]

Total HTTP Barehlh [Mivles)

Told Attacks

Told Vs Allacke

Tul.ulB-ul.AmH.lllfI"B;te'.- w o ol Drelele
Totsl Ja'rdnﬁhl,h'l.r.-tts-l

Tolal Attacks

Toital frirusions
Total Virus Attacks

DoopB

Thrashold:
LU Tiewe (Howrs)

Totsl HTTP Dardesdth (Pithbes)

Total FTP Bandwickh (HByles) ports L
Taital Mad Bandwickh (MEytes)

Total VP Dandwedth (Mvbes)

Told Spyreare Mlempls

To remove a statistic from the Dashboard > Summary page, select the
checkbox under the trashcan icon for that statistic, and then click Delete.

In the Alerts List section, to add an alert to the Dashboard > Summary
page and to receive an email alert when the alert setting is matched, select

an event type from the drop-down list, type a threshold value into the
Threshold field, and then click Add.

Alerts are emailed using the settings configured in the Console >

Management screens. See “Settings” on page 61 and “Alert Settings” on
page 64.

v Alerts List Threshold
BandW|dth L|m|t (MBytes) M Threshold:| [=add Delete

_ :Number CF Attacks
. |Mumber OF Intrusions aports List
0 {Mumber OF Wirus Attacks
|Evienks/Hits Limit
[] [Mumber OF Spyware Attempts

-l

To remove an alert, select the checkbox under the trashcan icon for that
alert, and then click Delete.

In the Reports List section, to add a report to the Dashboard > Summary
page, select the report type from the drop-down list, and then click Add.

To remove a report from the Dashboard > Summary page, select the
checkbox under the trashcan icon for that report, and then click Delete.
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Viewing Current Alerts

You can view a list of current alerts on the Events > Current Alerts page of
the UTM panel. Select a global view or unit to view current alerts for your
selection.

Alert Listing

Severity Unit Name Description
Warning Test 4060 The Intrusion subscription has not been activated for this device

Scheduling PDF Compliance Reports

ViewPoint can create scheduled email reports in PDF format. Called
Compliance Reports, this feature allows you to export regular reports in
universally readable format.

Compliance Report Overview

A Compliance Report is a report that collects report data and presents it in an
organized format.

The ViewPoint Compliance Report feature allows administrators to provide
more customized report summaries and to create more formal and defined
layout of report information in PDF format. This feature provides the following
benefits:

» Customizable cover page (Default also available)
« Customize Summary/ Descriptions for the reports.
« Ability to customize a set of reports.

« Three reports can be persisted as a profile so that it can be consumed by
less experienced users in the system.

» Reports can be generated in industry standard PDF format.

» Compressed format provides a smaller sized file than an equivalent HTML
report.

« The print quality is higher.
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« This feature has the ability to open a 200 page PDF report with ease. In
comparison, opening the same report in HTML takes a more extensive
amount of time using IE, as it is weighed down by memory and other
systems.

Requirements

Adobe Reader ® plug-in is required for the preview function.

How Do Compliance Reports Work?

Adding

ViewPoint has the capability to generate both online and scheduled reports in
HTML format. Since PDF has become a standard document format for
distribution, the compliance reports are based on this universal standard.
Moreover, users are able to customize/define sections throughout the report.

For example, they can assign different logost/titles to the cover pages for their
customers.

a New Scheduled Compliance Report

This section includes the following sub-sections:

« “Customizing Your Cover Page” section on page 147

« “Customizing Your Summary Report Page” section on page 148

» “Customizing Your Detailed Reports Page” section on page 149

- “Editing Existing Profiles” section on page 150

- “Verifying User Compliance Reports Configuration” section on page 152

To begin creating a new customized Compliance Report, perform the following
steps:

1. Navigate to UTM > Configuration > Scheduled Reports.
2. Click the ADD button, to add a scheduled report.

3. The Scheduled Report Configuration page displays. In the General
section, enter the name of your report into the Name field, and the report
description.
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4. Inthe Category section, select the Email check box. The details window
displays:
« SMTP Server field: Enter your SMTP Server IP address or hostname.
« Source Email Address field: Enter your Source Email Address.
- Destination Email Address field: Enter the Destination Email
Address(es).
- Email Subject field: Enter your Email Subject.
- Email Body field: Enter your Email Body.

Category

[#] = Emai ¥ rikcie Dl
SMTF Server:
Source Emal kddress navest | SO0 Eloom
Diestnayiion Bl Addresses (semicoion separaied]:

Ernad Sobyject:
Ernad Hexly

Sl Regor'ty Iniee
[#] = archine ¥ riicie Deinl

aavos [ractiny (1 btk i e, et pat i [vswpoint_dnscter il Mbwpaintiranarse

5. To archive a directory, click the Archive check box. Enter the your desired
directory you want to archive into the Save Directory field.

To change the format and settings of your customized compliance report,
perform the following steps:

6. Inthe Format and Settings category, select the Report Type that reflects
the time interval you want to view your reports, either Daily, Weekly, or
Monthly.
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7. Selectthe PDF report formatin the Report Format category. Selecting the
PDF option will open additional fields to allow you to customize the set up

of the Cover Page, Summary Report Page, and Detailed Report Page
of your report in PDF format.

Formata and Settings

et Iy
Riepart Famat

Endude ol data in s single regort L] 2o feperis into o snghe fle
] Pastrword Protect the POF Fie

Pz

8. To zip all of your reports into a single file, select the check box next to the
Zip Reports into a single file check box.

Note PDF will disable some options that are only applicable to HTML.

9. For custom reports, enter the template folder name into the Template

Folder Name field.

Customizing Your Cover Page
The Cover Page section allows the user to design a cover page for their report
using different color schemes.
1. Title field: Enter the document title.

2. Subtitle field: Enter the document subtitle. (Optional).

| Cavet Page
= Title: Baciground Color

(S 0] i 1]
LAY Farog o Dok Elachoar prred Sdor
DOD0S0 m FFFFFF m
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3. Select the color for the Title and Subtitle’s foreground and background by
clicking the gradient color box in the right side of the each field. You may
select a color by either choosing a color on the color bar and then
selecting its value in the color box or by typing in the HTML color.

Covgr ’ !
= Ty - — | Elex Backgrours! Coir;

E== "1. |1 1] T i ||
fubtide : [k Background Coior;

[ M o e m
L Sumn -

Cnpms i T £ repaniy man be chasen

4. The color codes are automatically filled in the corresponding fields once
the color chooser window is closed.

Customizing Your Summary Report Page
The Summary Report Page allows you to add new reports and individually
customize their appearance.

1. On the Summary report page, select the type of summary reports you
need, up to a maximum of 4 reports. Then, click the Add button. The report
will be created based on the type of summary report you have selected.

Enter the report title in and report description in the appropriate fields.
Select the text color for the title and description.

Select the background color for both fields.

o &~ w DN

Select the order in the Order drop-down window.

Sumanary Repot Fage |

Chasse e Surwary Beparty  Sereioe M| [AI] b i swper con b chesen

Gérad

Report Rame e Cemdiguration Order Delete

Wheb Fier

FT# Usage

o = 1 Ml Usage
L Detwlnd Repod Page |iq spnscie

Spywane

rofle Optiors: ') Select an PiTusions Hreste 8 rew prafle

6. You may continue to add reports based on the summary you select in the
Summary Reports drop-down menu. Repeat steps 1-5 to add more
summary reports.
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Customizing Your Detailed Reports Page

The Details Report Page provides you with a list of reports you may select to
include in your report summaries. You can refine your setting for your report
in more detail in the Detailed Report Settings category. First, select the
appropriate profile setting for your report. If you are creating a new profile,
select the Create a New Profile button.

1. New Profile Name field: Enter the name of your new profile.

Chetaited Regoi Page |

Prafie Optom; () Seiect an cxstng grofie (=

* Piew Profie Name!

Web Usege Repers
weh Fiter Rigxorts
FTE Lags Beports

Ml Usage Feparts

C
C

"

¥

¥

¥ ¥ins Afincks Reports
* &ma.Spysene Reparts

b lopkeaton Aicias Repat
P duthenbaton Repors

¥ Subssrption Servicks Dxperng
-

— Fubsopion Fervices Dapered

Deesoriphize

Prowdea Borhwad B o Cool e reperls,
Prirexieg Saln tranfer by tervces reporiy
Prowides Wb uthge wnd browes Bma reports
Prowides web fiier event recorts

Provides FTF usage repor s

Prrenies Myl Lgage reorty

Proweies Vina afmack evere nars.

Brorewied apenine maenl reperis

Prowelss Aopheston Acteds astampdad raparte
Prowides login reports.

Subsreton Services Exoineg

Sulrperpben Tervces Exgred

2. To determine the type of reports that will be summarized in your
compliance report, check the boxes next to the reports you need.
Sub-folders are revealed to each folder by clicking the plus icon. When all
sub-folders are selected, the main folder will be selected.

3. When you have completed your selection(s) of reports, scroll down the
page until you see a check button with Configure Filters/Options beside it.

Click the check mark button.

v Configure Filtars/Opsinns

Pote: You can sat Sters and disolay opSons 1o bé apphed for reports in ths schadule hare),

Addd | Cancal
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4. In the Configure Filter/Options section, you are able to decide how your
filter and display is set. Once you have clicked the check button, fill out the
table accordingly.

el Deupley Type

Humbar (f IBamia
tumiser Of Tiop Sites:
Hrnbe 3F Top Libars
sy Of St By Umer mers By s |3 (W
Cefmit For Mon Steslse)
taurrde (3 e W -
Hursde (3 B et [5em 10 [
tnchiinn Hiller Farameters
Sie Lt {erarra depn atme

User Liss forrra seporated] [ whale iame 3

Source Intarisce B -

Drytraton 1aeriae * W [ Edrectoras

(hiote: Site and User List setiings ane spokoable only for the By Ske anc By Lser
teptr b repec tronly ). Sounce and Deutnason fnter face uetsron ane fir Eardwadth
Lisage reports only

Lidate Bl

Editing Existing Profiles

A profile is associated with selected reports from the report list. You have the
ability to go back and edit existing profiles in your scheduled reports. Since the
report list is populated based on the report type selection, a profile is
associated with the report type also. Instead of three categories, there will only
be two: single day or multi-days. A profile in a single report will not be seen
be seen by the users when they select weekly or monthly as report types.

To edit existing profiles, perform the following tasks:

1. Click the Edit icon, located next to the report name you want to edit.

2. Inthe Detailed Page section, choose the Select an existing profile
button.

N\

Note You are able to delete an existing profile in that section by clicking
the Delete Selected Scheduled Reports button located at the top
of the page.
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3. From the drop-down list in the Detailed Report Page, select the profile
name you wish to edit. Choose the reports you want to add or remove from
that profile. If a new profile has the same name as one of the existing
profiles, the behavior will be the same as users opening the existing profile
and edit the report list. When selecting an existing profile, the associated
reports are checked in the report list automatically.

Detalad RepotPags |

frofle Optiors: & Select an exasrg orolle D) Creste m rew prafle

Pralls toasa: | Flnesd Vies Dange >
—" Ll
B » plswnewvish sermary Diesenphion
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0 » 35 Frewl Frovdes Sarchwd B and Cost 1sage reperts,
P Go Frovaies dala anfe by umone e

Sravides iWah ieage a4d beowas Sme raporse
Frowides web fiter event recorts
Frimades FTF USBGE renee s
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Froveies Vina aflack £ver! nepirts.

] . pf Ml vt Erauvias apwans Sesntripart
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teurg BErerEy Fabertae crparts

O » aiyaipas 2 Frovides iogin necorts

| . Lubsrnton Sersces Eveee

[0 » summipson Servoes Expred tadmer prben ferers Pagered

A default cover page is provided:

SORICWALL™

Web User Profile Report
Sample Coarporate Netwestk
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Verifying User Compliance Reports Configuration

If you have chosen the PDF version of this report, you now have the option to
see a preview of the report covers you have created and how all of the report

summaries you added will fit into that template.

To review your customize PDF settings, click the Preview button:

| Add | | Cancel | | Previgw |

Figure 3

Diareman p

Cover page; Summary page; and Details page Preview

e

Note

The images used for the preview do not use actual data.
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CHAPTER 15
Viewing Reports

This chapter describes how to generate reports using the SonicWALL
ViewPoint Reporting Module.

The following section describes how to configure the settings for viewing
reports:

“Managing Report Settings” section on page 154

Select from the following reports:

“Viewing General Status Reports” section on page 157
“Viewing Dashboard Reports” section on page 159

“Using Custom Reports on UTM Appliances” section on page 163
“Viewing Bandwidth Reports” section on page 180

“Viewing Services Reports” section on page 189

“Viewing Web Usage Reports” section on page 191

“Viewing Web Filter Reports” section on page 209

“Viewing File Transfer Protocol Reports” section on page 225
“Viewing Mail Usage Reports” section on page 231

“Viewing VPN Usage Reports” section on page 238

“Viewing Attacks Reports” section on page 250

“Viewing Virus Attacks Reports” section on page 260
“Viewing Anti-Spyware Reports” section on page 266
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«  “Viewing Intrusion Prevention Reports” section on page 273
- “Viewing Application Firewall Reports” section on page 281
« “Viewing Authentication Reports” section on page 287

« “Viewing the Log” section on page 290

Managing Report Settings

All of the reports in ViewPoint report on data gathered on a specific date or
range of dates. You can also edit the report settings for each report by using
the Search Bar and the More Options button.

Editing Report Settings

To edit the report settings, use the Search Bar at the top of the report. You can
search other reports, set the start and end dates for a report to view, or click
More Options to access other Report Display Settings. For a detailed
description, see the “Searching for a Report” section on page 123.

Top Users of Web

=) sehedule | = print

Users W | Lovss b Start 1) 2007-04-27 |1 | Geasch | SEIE
'.J_a_h

Selecting a Graphical Display

Some reports allow you to specify how many items to display in the report.
Select 5, 10, 20, 50, 100, or All from the Number of Items list. This allows you

to limit the display to a the specified number in order to make the report easier
to read.
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Many reports offer different graphical displays for the data, such as a
bar-graph or a pie chart. To select a graphical display, select Chart and Table
under Report Display Settings and choose the display type from the Chart
Type list. Your selection should display immediately in the report screen. For
most reports you can choose Area, Bar, Pie or Plot.

EREEERD

Setting a Date or Date Range

Summary reports display only information for a single date. Over-time reports
display information over a date range.

Selecting a Single Date

To select a single date for a report, click on the Start or End fields in the
Search Bar to display the drop-down calendar. The End field is only
configurable for Over Time reports. In the calendar, you can set the month by
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clicking the single arrows (<, >), or the year by clicking the double arrows (<<,
>>). To select the month or year from a drop-down list, click and hold the arrow
button. Click Search to begin building the report.

- - I 1 Mare
4 04 L} c
Start :LUUF 04-25 Search i

? April, 2007 x

Sun Mon Tue Wed Thu Fri Sat

Chart T 1 2 3 4 5 o 7
8 e | S L R %
Rows Pl 45

15 17 18 19 20 21
22 23 24 35 35 27 2B
1 29| =0

Select date

Selecting a Date Range

To select a date range for an Over Time report, select a Start Date and End
Date in the Search Bar, and then click Search. You can use the drop-down
calendars by clicking in either field.

Additional Settings

Many reports have additional settings that you can select such as source and
destination interfaces to report traffic through or how to display names and IP
addresses. Make your selection from these lists and click Search.

Troubleshooting Reports

One of the most common error messages when a report does not display is
“No Data". There are several reasons why you might see this error, and
SonicWALL ViewPoint 5.1 and higher displays the most likely reason and
points you to the screen where you can make the necessary adjustments.

Some examples are shown in the following figures.
Figure 4 Appliance is Not Licensed for Reporting

This appliance is not licensed For YiewPaoint Reporting
Click here to go ko the General-=Status page and look under "Mot Licensed” section For steps bo resolve the issue
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Figure 5 Appliance is Down
Sanumary of Web Usage lor July 3, 2008

la D

Mo Dats Avmilable. The applisnce is down. For more information Navigate to Palicies->Stetug

Figure 6 Appliance in a Provisioned State

Weh Usage Top Sites for Jusly 9, 208

Mo Data Availabla. The apgliance is in pravisioned state For more infarmatian Havgate ta
PoScies->5atus

Figure 7 Configured for Status Only

Wel Usage Top Silles for July 9, 2008

Ne Data Available. The spplisnce is configurad to only send stetus messages For more

nformistion Mavigate 1o Policies->Managemen

Viewing General Status Reports

The General > Status page contains information on the SonicWALL appliance
or group of SonicWALL appliances.

To view the Status page, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the General tree and click Status

Unit Bode: (A LS8 2100
Bindel:

Info
EnneciALL Conseat Security Manager 2100 CF

. The Status page displays.

e Nomber:  DDDGULTHSIS
Famware Version:  SoncQS OF .0.0,2-1c
SonkcWaLL TP B0:0, 14,233
T Sores:  Paofic Tme (LS G Canads)
ViewPonl:  Licermed
Sysing Format:  Default
ohahus Messagls Only: NO
Legs mUTE:  Yes
Vievwpnond Mode Enabied: s
Mame Rasoluton Mode;  Disabled
Adcess Mode;  HTTP
Sysbog Calegories
Lo Typee Log Type
Cysarm Mantrnanor Artacks
Sysiem Evors Drcpped TCP
Lhocked Wb Hhes Dnoppesd LIOE
Bocked Java eic Dropped 1CHP
User Actmby Metwork Debug
VP TCP Saain Cievued LA TP

Lyshog Servers

™ Address Part
10.0,14.150 514
B0.0, 14253 514

W " synchronize Apphiance Information Mow

Getting Started wWith ViewPoint

¥ Open Geiting Started Instructinas Tn Bew Window

4. The sections contain the following information:

Node information—Information on the firewall(s) is displayed at the
global or unit level.

Syslog Categories—The types of syslog data selected to be collected
for the selected appliance.

Syslog Servers—The IP address and Port number of the syslog
servers configured to collect data from the selected appliance.

—Synchronize Applicance Information with ViewPoint—Click the
Synchronize Applicance Information Now link to refresh status
data about the monitored appliances. This status information is
normally updated every 24 hours.

Getting Started With ViewPoint—Click the Open Getting Started
Instructions In New Window link to open the ViewPoint installation
and initial configuration instructions in a separate window.
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Viewing Dashboard Reports

Dashboard reports display an overview of bandwidth, uptime, intrusions and
attacks, and alerts for managed SonicWALL UTM appliances. The Security
Dashboard report provides data about worldwide security threats that can affect
your network. The Dashboard also displays data about threats blocked by the
SonicWALL security appliance.

Select from the following:
« “Viewing the Dashboard Summary Report” on page 159
« “Viewing the Security Dashboard Report” on page 162

Viewing the Dashboard Summary Report

The Dashboard Summary report displays statistics, alerts, graphical summary
reports, and a list of available custom report templates. Displayed statistics
can include total bandwidth, total attacks and other measurable information.
The alerts list is displayed when the configured threshold has been reached.
A wide range of graphical reports are also available for display.

You can configure the Dashboard > Summary report contents in the UTM >
Configuration > Dashboard page. For a description of the configuration
procedure, see “Configuring Dashboard Summary Reports” section on
page 142.

To view the Dashboard Summary report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the Dashboard tree and click Summary.

Dashboard Summary ) cheduie | P it

Dunhboard Sarremiary foer Aagusl 1L 5007

ManthTolate 0 P
WeekTobate_A # B

4. The tables at the top of the page display the totals, using megabytes for
the bandwidth totals.

5. The graphical display breaks down the information as follows:

— Bandwidth—shown by group when viewed at global level. At the unit
level, the bandwidth is shown per hour.

— HTTP Bandwidth—at the unit level, this is shown as a pie chart with
eight slices. The top seven Web users by IP address are each shown
as a slice, with all other HTTP bandwidth combined in the eighth slice.

— Attacks Events—at the global level, both attack events and virus
attack attempts are shown per group. At unit level, these are shown
per hour (not pictured).

— Custom Report Templates—your “favorites” list of saved custom
report templates. See “Using Custom Reports on UTM Appliances” on
page 163.

You can click the Edit icon next to the template on this page to edit the
template in the Custom Report page and save it using the Save
Template button. To delete the template, click the Delete icon.
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Viewing Custom Reports on the Dashboard

SonicWALL ViewPoint provides access to your saved Custom Report

templates on the Dashboard > Summary page for the appliance. The template
must have been previously created and saved for the same appliance on the
Custom Report > Internet Activity or Custom Report > Website Filtering page.

Dashboard Summary

Schedule Print

Dashbosrd Ssmmary lor December 2. 7005

e ArTsiamegs
Tety Eandwuts |WEyies 7813 i Lt St

wind HTTP Bardd wigth (MOyies
Tl ABacks
I VUl 2asis

|
B

Bandwidih MByies by Hour of Dy

Uisar Actiwity [Defsult)

CF% Lopgisg
CFs Blociord

When you click on a saved template, the detailed report page is displayed in
Full Mode with the same categories in the same order as in the template that
you saved. In the report page, the Print, PDF, and Excel icons are available,
along with the pagination controls. There is no link to Split Mode and no Save
Template button since this template is already saved.

You can also configure or delete a saved template from the Dashboard >
Summary page.

To access a custom report from the Dashboard:

1. Select a unit for which Log Viewer is enabled, and then navigate to
Dashboard > Summary.

2. Locate the box labeled Custom Report Templates. All saved templates
for this appliance are listed in the box.
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3. Do one of the following:

« To generate a Custom Report, click a saved template in the Custom
Report Templates box.

» To configure a saved template, click the Configure icon for that
template, make the desired changes, and then click OK. For configuration
instructions, see “Using Custom Reports on UTM Appliances” on
page 163.

+ To delete a saved template, click the Delete icon % for that template and
then click OK in the confirmation dialog box.

Viewing the Security Dashboard Report

The Security Dashboard report shows two types of reports:

« An Individual Appliance Report that displays a summary of attacks
detected by the local SonicWALL security appliance.

» A Global Report that displays a summary of threat data received from all
SonicWALL security appliances worldwide.

The Dashboard > Security Dashboard screen is available at the global level,
but not at unit level for SonicWALL CSM Series appliances.

To view the Security Dashboard report, perform the following steps:
1. Click the Reports tab.
2. Select the global icon, a group, or a SonicWALL appliance.

3. Expand the Dashboard tree and click Security Dashboard. The Security
Dashboard page displays.

Figure 8 Security Dashboard Page

4. At the top of the screen, select either the Global radio button or, for
reporting at unit level, select the radio button that is labeled with the unit’s
MAC address. Select Global to display a summary of attacks caught by
SonicWALL appliances worldwide. Select the unit's MAC address to see
results only for attacks through this unit. At all levels, the categories
charted include the following:

Viruses Blocked by SonicWALL Network
Intrusions Prevented by SonicWALL Network

Spyware Blocked
Multimedia (IM/P2P) Detected/Blocked
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For each of these, the report includes the results over time for the top ten.

5. Optionally select the period of time for the report from the drop-down box
at the top right of each graphical display. At the unit level, you can select
only the Last 21 days. At the global or group level, you can select from:

Last 12 Hours
Last 14 Days
Last 21 Days
Last 6 Months

Using Custom Reports on UTM Appliances

Custom Reports are available at the unit level for appliances visible on the
UTM tab. Log Viewer must be enabled for the appliance. For information about
enabling Log Viewer, see “Viewing the Log” on page 290.

When configuring a Custom Report on the Internet Activity or Website Filtering
page, the Template Section acts as a query builder. You select the criteria for
the report that you want, and SonicWALL ViewPoint uses your input to query
the raw syslog database for the information, and then outputs the report. The
Template Section consists of two parts: the Date/Time section and the Report
Layout section.

After building your query in the Template Section and clicking the Generate
Report button, the report is displayed in the Report Section. The Report
Section is displayed in the lower half of the page, under the Template Section;
this layout is called Split Mode. You can easily toggle between Split Mode and
Full Mode. Full Mode can be used to display only the Template Section or only
the Report Section in a full page view.

The Report Section displays the report and provides controls for pagination,
printing, and exporting the report in PDF or CSV format. You can also click the
Save Template button in this section if you want to save the settings for this
report as a template for reuse later.

See the following sections for detailed information:

« “Toggling Between Split Mode and Full Mode” on page 164

» ‘“Configuring the Date and Time for Custom Reports” on page 166

» “Configuring the Report Layout and Generating the Report” on page 168
- ‘“Generating the Custom Report” on page 176

« “Viewing a Custom Report” on page 177
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« “Printing a Page or Exporting the Report as a PDF or CSV File” on

page 179

« “Saving the Report Template” on page 180

Toggling Between Split Mode and Full Mode

The Custom Report page contains two main sections, the Template Section
and Report Section, which can be displayed together or independently
depending on the mode.

When the Custom Report page is initially displayed for a selected appliance,
the Template Section is displayed in Full Mode. Split Mode is available, but the
Report Section displays no data until a report has been generated. The

Custom Report > Internet Activity page with the Template Section displayed in
Full Mode is shown below.

Template Section

«Split Hndes |

Custom Report = Internet Activity

Template —Load aT
Date/Time
= Sl Time |00 & B el
=) Dynams Dabe Range | Taday L
EndTme |23 ¥ 8 W
- Slarl Date Seart Tme |00
. fmer Onte Aarge -
Erud Omer End Tme |33 &8 aa A
Repaort Layout
Detaded Report
Selact report fald | Categany | [ass and | CwinTime
Sorlly | DwlaTeew
Freicd Filer Cubore
Lol Heparl || Huread |

emplate -- ~

0n |

bl 8B [

w100 W

iR,

g

e
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After generating a report, the page automatically changes to Split Mode and
displays the report settings in the Template Section in the top half of the page
and the report results in the Report Section in the lower portion. The Template
Section and Report Section displayed in Split Mode is shown below.

Template Section «Full Made > I

Custom Report — Internet Activity ... |~ Load a Template -

Date/Time
Start Time |00 (%9 |00 &
() Dynamc Datr Ramge | Wesli 1o dale W
- EraiTme [23 w58 w; 23 w
- Start Date StariTime |00 % i 00 wil: 00 w
R Ernl Dale FredTime |23 % 1 B8 a|: 23
Repuart Sexction =l Modes I
Internet Activity % Sawe Temglate w B
Page 1 [ 9344
Dust ] Tirves: Chosirsiry Protodd L
1 1 2009-11-1900:00:13 10.0.15.52 kgt adimin
2 200910+ 1% DD 13 L. 15,52 [55311414] Adrin
k] 2003-5 1-19 (0013 0D, 15.52 ey ] dimin
4 | 2009-11-1900:00:13 93,402,104 udpM00E0 192,16
] ST L% D=0z 53 e -Eunl, Sy e nnk [ 411e o b, 3 -

At any time, you can change to Full Mode if you want to display either the
Template Section or the Report Section individually. From Full Mode, you can
easily change back to Split Mode.

To toggle between Split Mode and Full Mode:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
Custom Report page.

2. On a page that is currently displayed in Full Mode, to change the view to
Split Mode click the <Split Mode> button at the right side of the section
heading.

3. Onapage thatis currently displayed in Split Mode, do one of the following
to change to a Full Mode display of either the Template Section or the
Report Section:

— Click the <Full Mode> button to the right of the Template Section
heading.

— Click the <Full Mode> button to the right of the Report Section
heading.
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Configuring the Date and Time for Custom Reports

At the top of the Template Section of the Custom Report page, the Date/Time
region provides a way to designate the time period to use when generating the
report. You can select either a Dynamic Date Range or a Static Date Range.

Both the Dynamic Date Range and the Static Date Range provide Start Time
and End Time settings. By using the Start Time and End Time fields, you can
specify the exact hour, minute, and second for both the beginning and the end
of the period for the report. When a start and end time is specified for a date
range containing multiple days, the start/end times are applied to each day of
the period when analyzing data for the report. The default is to include data for
the full 24 hours in each day of the date range.

( Date/Time

1
Start Time |00 v |: (00 ;|00 w
(%) Dynamic Date Range | Today ¥
EndTime |23 |%|[:| 59 [v:| 59 |
- Start Date Start Time |00 [% (1|00 % [: 00 &
) 2 i
- Static Date Range it EndTime [23 [~|: [59 59 v

Dynamic Date Range

The Dynamic Date Range selection allows you to select from four date
ranges and to specify the exact starting and ending times on the days in the
selected date range for the log data to be used for the report.

For the Dynamic Date Range, you can select from the following four date
choices:

- Today — Uses log data from the current date, beginning just after midnight

« Yesterday — Uses log data from just after midnight of the previous day, up
to and including the most recent log message from the current date

+ Week to Date — Uses log data from the current date, plus the seven
preceding days

+ Month to Date — Uses log data from the same date as the current date in
the previous month, up to and including the most recent log message from
the current date

When generating a report with a template containing a dynamic date range
setting, the dates used when referencing the log data are relative to the
current date. Thus, two reports generated from the same template on different
days will provide different results.
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To select a Dynamic Date Range:

1.

Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

In the Template Section under Date/Time, select the Dynamic Date
Range radio button.

In the drop-down list, select Today, Yesterday, Week to Date, or Month
to Date.

For the Start Time, select the hour, minute, and second from the
drop-down lists in the Dynamic Date Range row. These settings specify
the earliest data to be included in the report, for each day of the date
range.

For the End Time, select the hour, minute, and second from the
drop-down lists. These settings specify the most recent data to be
included in the report, for each day of the date range.

To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Report Layout region
as well as the Date/Time region back to default settings.

Static Date Range

The Static Date Range selection allows you to specify the exact dates,
starting, and ending times on the days in the selected date range for the log
data to be used for the report. You can specify a single date or a date range,
and indicate the exact hour, minute, and second for both the beginning and
the end of the daily period for the report.

A popup calendar makes it easy to select the Start Date and End Date for the

date range.
Date/Time
; Sl Tme |00 & G ;| OO W
fa) Dynaewt Date Range | Toasy o
EndTme |33 % 0 an| x| 88 [
’ Start Date 5iml Time i 00 W
L4 stalic Date Rang
TR Erd Diate ? November, 2008 . +| B8 (s
j —
| Teclay | E
Raport Layout " Mon Tue Wed Thu
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To specify a Static Date Range:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

2. In the Template Section under Date/Time, select the Static Date Range
radio button.

3. Click the Start Date field to access the pop-up calendar.

4. Use the navigation arrows near the top of the calendar to change the year
or month. Click the << button to move to the previous year, or hold the
button to select from a list of years. Click the >> button to move to the next
year, or hold the button to select from a list of years. Similarly, click the <
or > to move back or ahead by one month, or hold the button to select from
a list of months.

5. Click the desired start date in the calendar. This adds the date to the Start
Date field and closes the calendar.

6. Click the End Date field to access the pop-up calendar.

7. Use the navigation arrows near the top of the calendar to change the year
or month.

8. Click the desired end date in the calendar. This adds the date to the End
Date field and closes the calendar.

9. For the Start Time, select the hour, minute, and second from the
drop-down lists in the Static Date Range row. These settings specify the
earliest data for each day in the date range to be included in the report.

10. For the End Time, select the hour, minute, and second from the
drop-down lists. These settings specify the most recent data for each day
in the date range to be included in the report.

11. To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Report Layout region
as well as the Date/Time region back to default settings.

Configuring the Report Layout and Generating the
Report

Located in the Template Section of the Custom Report page below the
Date/Time region, the Report Layout region provides a way to specify the type
of data to include, and the format of the report. The Report Layout region has
a Detailed Report tab and a Summary Report tab. The report appearance and
the way information is organized is quite different between a Detailed Report
and a Summary Report.
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The Detailed Report tab contains a list of data categories that you can add as
report fields, and allows you to specify query values for each. The categories
you select will appear as column headings in the report.

The Summary Report tab allows you to structure a report showing the top
elements of Internet Activity or Website Filtering. You can select the number
of top elements, what to base the comparisons on, and the two data categories
to evaluate when determining the top elements. The generated report
provides graphical output that you can click to drill down for detailed
information.

For more information about each of these Report Layout tabs, see the
following sections:

- ‘“Detailed Reports” on page 169
« “Summary Reports” on page 173
For information about the Filter operators, see the following section:

« “Filter Operators” on page 175

Detailed Reports

The Detailed Report tab is the default view in the Report Layout region.

Report Layout
Detailed Report

Selectreport fisld | Towsd Tnfic | [Ags| Sortby | DedeTime W ad  DaiwTime -

Lo Cquali 4
Froboco Cousli W

Liser Causli W

For a UTM Internet Activity report, the Select Report Field drop-down list
contains eight data categories that you can add as column headings in the
report. The categories are:

« Full URL — Adds a column containing the full URL of each Web site visited

« Category — Adds a column containing the category of each site visited,
such as Gambling or Adult/Mature Content

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00169



A Using Custom Reports on UTM Appliances

« Domain — Adds a column containing the domain name of each site visited
« Protocol — Adds a column containing the protocol used by the traffic

« Received Traffic— Adds a column containing the number of bytes
received from the visited site

- Transmitted Traffic — Adds a column containing the number of bytes
transmitted to the site

- Total Traffic — Adds a column containing the total number of bytes
received and transmitted

» User — Adds a column containing the user ID

For a UTM Website Filtering report, the Select report field drop-down list
contains four data categories that you can add as column headings in the
report. The categories are:

« Full URL — Adds a column containing the full URL of each logged Web site

« Category — Adds a column containing the category of each logged site,
such as Gambling or Adult/Mature Content

« Domain — Adds a column containing the domain name of each logged
Web site

» User — Adds a column containing the user ID

To include a field in the report, select a choice from the list and then click Add.
When you click Add, a row is populated in the table below, which has three
column headings: Field, Filter, and Options.

Note When you place your mouse cursor over the row, under the Field
heading, the cursor changes to a “move” cursor. You can drag and
drop the rows to rearrange the column ordering in the final report.

In the Filter column, two fields are displayed: an operator field and an input
field. The operator field is a drop-down list containing the operator choices for
the selected report field. See “Filter Operators” on page 175 for a description
of each operator. The input field can be a drop-down list or a standard input
field, depending on the selected report field.

The operators and input fields are defined in Table 5 for each report field.
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Table 5 Operators and Input Fields for Each Data Type
Data Type Operators |Input Field
Category Equals The input field is a drop-down list containing
an alphabetized list of all the content filtering
categories, such as Adult/Mature Content,
Gambling, Military, etc. Leave the default of
All'in the input field if you choose not to filter
by a certain category.
Destination IP Equals The input field is a standard input field where
Starts with  |you can type in the numbers to match, such
Ends with as 192 or 10.25. Leave the input field blank if
Contains you choose not to filter by a certain
destination IP address.
Domain Equals The input field is a standard input field where
Start with you can type in the domain to match, such as
End with sonicwall.com. Leave the input field blank if
Contains you choose not to filter by a certain domain.
Full URL Equals The input field is a standard input field where
Start with you can type in the URL to match, such as:
End with http://www.funnyyoutubevideo.com/
Contains funniest_html
Leave the input field blank if you choose not
to filter by a certain URL.
Protocol Equals The input field is a standard input field where
Start with you can type in the protocol to match, such
End with as FTP. Leave the input field blank if you
Contains choose not to filter by a certain protocol.

Received Traffic

The input field is a standard input field where

you can type in the number of bytes to match
>= or compare to. Leave the input field blank if
< you choose not to filter by a certain amount
<= of traffic.
1=

Source IP Equals The input field is a standard input field where
Starts with  |you can type in the numbers to match, such
Ends with as 192 or 10.25. Leave the input field blank if
Contains you choose not to filter by a certain source IP

address.

Total Traffic = The input field is a standard input field where
> you can type in the number of bytes to match
>= or compare to. Leave the input field blank if
< you choose not to filter by a certain amount
<= of traffic.
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Data Type Operators |Input Field

Transmitted = The input field is a standard input field where

Traffic > you can type in the number of bytes to match
>= or compare to. Leave the input field blank if
< you choose not to filter by a certain amount
<= of traffic.
1=

User Equals The input field is a standard input field where
Start with you can type in the user ID to match. Leave
End with the input field blank if you choose not to filter
Contains by a certain user.

In the Options column, two icons are displayed: an Eye [[§ and an X [[f .
You can click the Eye to toggle whether the report field on that row will be
displayed in the final report. This allows you to filter the report results based
on the selected report field and related filter value, but not display the field as
a column. When you click on the Eye icon within a row, the eye closes [ to
show that this field will not be displayed in the final report. The filter value will
still be used to filter results from the raw syslog database to apply towards the
report.

For example, you might specify the following Field/Operator/Filter Value:
Protocol/=/http. It would make sense to click the Eye icon to disable the
Protocol field from being shown in the report, since it would always just be
“http” and would not add any interesting information to the final report.
Contrast this with simply specifying the Protocol field and leaving the Filter
Value blank, in which case you would want to enable the Eye so that this
column would appear in the report showing a variety of protocols such as
udp/dns, tcp/http, udp/ntp, or numbered protocols such as udp/389 (the LDAP
protocol) or tcp/445 (MS Server Message Block (SMB) file sharing).

Clicking the X icon under Options deletes the selected report field from the
table, so it will not be used to generate the report results nor will it be displayed
in the report. Use the X icon instead of the Eye when you do not choose to
filter the report results based on the field.

The Detailed Report tab also contains the Sort By drop-down list. The list
contains the Date/Time option and any other report fields that you have
selected from the eight data types. The choice you select will be used to order
the results in the report from the first page to the last. The selection in the left
drop-down list is used for the first sorting, then the selection in the right
drop-down list is used to sort and group the entries within each group resulting
from the the first sorting.
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To configure a detailed report:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

2. In Report Layout region of the Template Section of the Custom Report
page, select the Detailed Report tab.

3. Inthe Select report field drop-down list, select a data type to include in
the report, and then click Add. A row for this field is populated in the table
below. Repeat this step to add other fields.

4. Optionally select an operator from the drop-down list under Filter in a
table row, and type in or select an input value to be matched when the
database is queried. Repeat this step for other rows to add filter values for
those fields.

5. To prevent a field from appearing in the final report, click the Eye icon in
that row so that the eye appears closed. To allow the field to be displayed
in the report, click the closed Eye icon to return it to normal appearance.

6. To delete a field from the table, click the X icon in that row.

7. To sort the report pages by a different field than the default of Date/Time,
select the desired field from the Sort by drop-down list.

8. To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Date/Time region and
the Report Layout region back to default settings.

Summary Reports

The Summary Report tab is available in the Report Layout region of the
Template Section.

Raport Layaut
Summary Rrpor
Tow | |% Summery Resosl Summary Base | Totsl kallic w
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Level 1 Sunmany Group "

Do

Prvinced

ey 2 Summary Group ]

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00173



A Using Custom Reports on UTM Appliances

The Top drop-down list provides selections for the number of entries to display
in the report. For example, if the User field is selected below as a Summary
Group, and 5 is selected in the Top drop-down list, the report will provide
entries for the top five users. For all Custom Reports, available numbers in the
Top drop-down list are 5, 10, 20, 50, and 100.

The Summary Base drop-down list offers a selection of traffic types that will
be used to determine the top usage for the selected field. The Summary Base
choices vary as follows depending on the type of Custom Report:

« For a UTM Internet Activity report, the Summary Base choices are Total
traffic, Received traffic, or Transmitted traffic.

« For a UTM Website Filtering report, the only Summary Base choice is
Filtered Items.

Below the Top and Summary Base fields, you can create one or two Summary
Groups from the choices listed on the left side. The Summary Groups choices
vary as follows depending on the type of Custom Report:

- For a UTM Internet Activity report, the choices are Total traffic, Received
traffic, or Transmitted traffic.

« For a UTM Website Filtering report, the choices are Category, Domain, or
User.

To select a field for a Summary Group, simply drag and drop the desired field
from the list to either the Level 1 Summary Group or Level 2 Summary Group
boxes. When the field name is dragged to one of these, the operator
drop-down list and filter input value field are displayed, allowing you to specify
values to match when the data is searched. See “Filter Operators” on

page 175 for a description of each operator.

Either the Level 1 Summary Group field or the Level 2 Summary Group field
can be used alone; the resulting report will look the same in both cases.

When both the Level 1 and Level 2 Summary Group fields are populated, the
report will display the top entries for the Level 2 field for each of the top entries
for the Level 1 field. For example, if User is dragged to the Level 1 Summary
Group and Domain is dragged to the Level 2 Summary Group, and 5 is
selected in the Top drop-down list, the generated report will display the top five
domains visited by each of the top five users.

To configure a summary report:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

2. In Report Layout region of the Template Section of the Custom Report
page, select the Summary Report tab.
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In the Top drop-down list, select the number of entries to be displayed in
the report.

In the Summary Base drop-down list, select one of the choices to use
when determining which are the top elements in the selected field.

To specify the field for the Level 1 Summary Group, click and drag the
desired field from the list on the left to the Level 1 Summary Group field,
and then release your mouse button to drop the field into position. The
filter operator and input field are displayed next to the field name.

Level 1 Summary Group

I User Equals b

To specify the field for the Level 2 Summary Group, click and drag the
desired field from the list on the left to the Level 2 Summary Group field,
then release your mouse button to drop the field into position. The filter
operator and input field are displayed next to the field name.

To specify a filter operator and filter value for a Summary Group, select the
operator from the drop-down list next to the field and type a filter value into
the input field to the right of the operator.

To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Date/Time region as
well as the Report Layout region back to default settings.

Filter Operators

When configuring the Report Layout on either the Detailed Report tab or the
Summary Report tab, you can specify filter values to be matched in the
database during report generation. Depending on the selected field type, text
string or numeric, several filter operators are available. The filter operators are
used with a filter input value to determine which data should be included in the
report.

The operators are defined as shown in Table 6.

Table 6 Filter Operators

Operator Definition

Equals Only data that exactly matches the filter input text will
be included in the report

Start with Data that begins with the input text will be included in
the report
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Operator

Definition

End with

Data that ends with the input text will be included in
the report

Contains

Data that contains the input text will be included in the
report

Only data that exactly matches the filter input
numerical value will be included in the report

Data values that are greater than the input numerical
value will be included in the report

Data values that are greater than or equal to the input
numerical value will be included in the report

Data values that are less than or equal to the input
numerical value will be included in the report

Data values that are less than the input numerical
value will be included in the report

Data values that are not equal to the input numerical
value will be included in the report

Generating the Custom Report

The Generate Report button at the bottom of the Template Section is used to
create the report. Before clicking Generate Report, use the Template Section
to specify the time period for the report and the contents and layout of the

report.

Note Custom Reports are available at the unit level and Log Viewer must
be enabled for the appliance. For information about enabling Log
Viewer, see “Viewing the Log” on page 290.

To generate a custom report:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report you want.

2. In the Date/Time region of the Template Section, specify the time period
that the report will cover. For detailed information and instructions, see
“Configuring the Date and Time for Custom Reports” on page 166.
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3. Inthe Report Layout region of the Template Section, specify the contents
and appearance of the report. For detailed information and instructions,
see “Configuring the Report Layout and Generating the Report” on
page 168.

4. Click Generate Report to create the report using the specified
configuration.

Viewing a Custom Report

After you click Generate Report, the Report Section is displayed in Split Mode
in the lower half of the main window, even if you previously were in Full Mode
for the Template Section.

Pagination controls are displayed at the upper right of the report, just below
the Save Template button and the printer, PDF, and Excel icons. Navigation
buttons are provided to take you to the first page, next page, previous page,
and last page, or you can specify an exact page number in the field.

G < 1es] [ L

In a Detailed Report, shown below, the selected report fields are displayed as
column headings. You can click on any column heading to sort that page by
the values in the column that you click. Click again to toggle between
ascending and descending order on that page. When you navigate away from
that page and then come back using the pagination controls, the page reverts
to the original sorting order as specified in the Sort by field of the Template
Section before generating the report.
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In a Summary Report, the Report Section displays the traffic volume as
horizontal bar charts. This lets you see the information at a glance, such as
who consumed the most bandwidth and which domains they visited the most.

Report Secthon =Splil Mode> I
Internet Activity seeterciete | L | T | PG
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B 204.202.170.108 1912
T G LBR.IS1 16
& 192 DG, 151245 224400
9 |19, 1668.151.21
] 192, 168,151 245 1223419

admin,
i 192 B, 1 245 RATGIA
3 1 I0.195.11.073
4 1493, 168, 15 _pas IEFET

You can click on a bar in the chart to pop up detailed information, just like the
detailed report with all of the columns for all fields. The report lists details
about this Summary Group field only. For example, in the Internet Activity
report, if the Summary Group contains the User field and you click on a bar for
one of the top users, the report displays the date and time of all Internet
activity for the user, and includes data for every field available for detailed
reports. A scroll bar is provided along the bottom of the Detailed Information
window to allow viewing of all eight fields plus the date and time column.
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The Detailed Information window is shown below.
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Printing a Page or Exporting the Report as a PDF or
CSV File

To print the current page of the report, click the printer icon =7 at the top of

the Report Section. Your normal print dialog box pops up. This f)rints only the
page that is currently displayed.

To export the entire report in PDF format, click the PDFicon Y at the top of
the Report Section. A PDF file is generated showing the report results in table
format.

To export the entire report in Microsoft Excel Comma Separated Value (CSV)
format, click the Excel icon [ at the top of the Report Section. A CSV file
is generated showing the report results in spreadsheet format.

The PDF can contain a maximum of 10,000 records. If your report contains
more than 10,000 records, you can use the Static Date Range fields to adjust
the dates and regenerate the report to shorten its length. You can save the
PDF or CSV file using any filename and location.
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Saving the Report Template

After generating the report, you can save the settings for this report as a
template for reuse. You can select the saved template from the Template
Section or from the Dashboard > Summary page at a later time, and use it to
generate a report using the same settings. For information about using the
template on the Dashboard > Summary page, see “Troubleshooting Reports”
on page 156.

The template is saved for the currently selected appliance and for the specific
user. The saved template will not be available for other appliances or for other
users.

To save the report template:

1. Inthe Report Section in the upper right corner, click the Save Template

button.
Report Saction «Full Hedes |
Internet Activity A e Terchls | 8 | W | E
Faga ] 11014 IrdarnatAct-users (Sen || Zaven |
Dt Tirme Full LB oar T harncan et b, 40}

3 1.2-060 000100 L N T

2. Inthe popup dialog box, type in a descriptive name for the template, up to
40 characters. The number of remaining characters allowed in the name
is displayed below the input field and changes as you type.

3. Click Save. If you are in a Full Mode display of the Report Section, you
can verify that the template has been saved by changing back to Split
Mode and viewing the contents of the Template drop-down list.

SonicWALL ViewPoint provides access to your saved Custom Report
templates on the Dashboard > Summary page for the appliance. See “Viewing
Custom Reports on the Dashboard” on page 161.

Viewing Bandwidth Reports

Bandwidth reports display the amount of data transferred through one or more
selected SonicWALL appliances. These reports include the cost of consumed
network bandwidth per 100 megabytes transferred through the selected
appliances.
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Bandwidth reports are an ideal starting point for viewing overall bandwidth
usage. You can view bandwidth usage view by hour, day, or over a period of
days. Additionally, you can view the top users of bandwidth.

From this information, you can determine network strategies. For example, if
you need more bandwidth, you might need to upgrade network equipment, or
you might simply need to curtail the bandwidth usage of a few employees.

Note All reports appear in the appliance’s time zone.

Select from the following:

« “Viewing the Bandwidth Summary Report” on page 181

- “Viewing the Top Users of Bandwidth” on page 183

« “Viewing Bandwidth Usage Over Time” on page 185

- “Viewing the Top Users of Bandwidth Over Time” on page 187

Viewing the Bandwidth Summary Report

The Bandwidth Summary report contains information on the amount of traffic
handled by a SonicWALL appliance during each hour of the specified day, or
at the global level, for all SonicWALL appliances for the day.

To view the Bandwidth Summary report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the Bandwidth tree and click Summary. The Summary page

displays.
Bandwidth Summary D sohedule | = prant
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4. The bar graph displays the amount of bandwidth transferred during each
hour of the day.

5. The table contains the following information:
— Hour—when the sample was taken.
— Events—number of events or “hits.”

— Cost ($)—amount of the expense per 100 megabytes. You can
configure this in the Cost Per Mega Byte Bandwidth Use field in the
Console > Reports > Summarizer screen.

— MBytes—number of megabytes transferred.

— % of MBytes—percentage of megabytes transferred during this hour,
compared to the day. For example, if 1000 megabytes of data was
transferred during the day and 100 megabytes was transferred at the
12:00 time period, the % of MBytes field will display 10%.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report and other settings, click the Start or End field to access
the drop-down calendar, or click More Options for report display settings.

7. Under Report Display Settings you can set:
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— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Select the Source and Destination interfaces to view

— If you want to track bandwidth usage in both directions, select the
Bi-directional check box.

See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note These settings will stay in effect for all summary reports during your
active login session.

Viewing the Top Users of Bandwidth

The Top Users report displays the users who used the most bandwidth on the
specified date and the correlating expense.

To view the Top Users report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Bandwidth tree and click Top Users. The Top Users page

displays.
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4. The pie chart displays the percentage of bandwidth transferred by each
user.

5. The table contains the following information:
— Users—the IP address of the user.
— Connections—number of events or “hits.”

— Cost ($)—amount of the expense per 100 megabytes. You can
configure this in the Cost Per Mega Byte Bandwidth Use field in the
Console > Reports > Summarizer screen.

— MBytes—number of megabytes.

— % of MBytes—percentage of megabytes transferred by this user,
compared to all users. For example, if 1000 megabytes of data was
transferred during the day and 200 megabytes was transferred by the
top user, the % of MBytes field will display 20%.

6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top users. To change the date of the report and other
settings, click the Start or End field to access the drop-down calendar, or
click More Options for report display settings.
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7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
Number of Users

— Rows per Screen
See “Managing Report Settings” on page 154.

8. To display a limited number of users, use the Search Bar fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Bandwidth Usage Over Time

The Bandwidth Over Time report displays the daily amount of traffic and the
total daily expense for consumed network bandwidth handled by a SonicWALL
appliance or a group of SonicWALL appliances for the specified time period.

To view the Bandwidth Over Time report, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the Bandwidth tree and click Over Time. The Over Time page

displays.
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4. The bar graph displays the amount of bandwidth transferred during each
day of the specified time period.

5. The table contains the following information:
— Date—when the sample was taken.
— Connections—number of hits.

— Cost ($)—amount of the expense per 100 megabytes. You can
configure this in the Cost Per Mega Byte Bandwidth Use field in the
Console > Reports > Summarizer screen.

— MBytes—number of megabytes transferred.

— % of MBytes—percentage of megabytes transferred during this day,
compared to the time period. For example, if 100,000 megabytes of
data was transferred during the time period and 25,000 megabytes
was transferred on one day, the % of MBytes field will display 25%.

6. To change the date of the report and other settings, use the Search Bar
and click the Start or End fields to access the drop-down calendar, or click
More Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
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— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing the Top Users of Bandwidth Over Time

The Top Users Over Time report displays the users who used the most
bandwidth and accumulated the highest cost during the specified date range.
This report is available at the unit level.

To view the Top Users Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expand the Bandwidth tree and click Top Users Over Time. The Top
Users Over Time page displays.

Top Users of Bandwidth ) sehcdute | 1 oy

Uarn w | | Fual - Start (4] 3007.04.21 | End |3007.04-38 |1 [Search | ;‘;;v

Top iers of Bandwidth for Apnl 2, 2007 - April 28, 2007

I 3

W I

_§l 15

|} 1

|_RLET:

1

Hos

Connections Cost (%) Milytes w5 of MEytes

1 188N 0. 00 $8.083 1479
F 188877 0504 41.208 10.7%
1 Ti4 .00 TEL] 0%
4 5 0. 504 35, 255 O

383 0.0 13593 A%

4. The pie chart displays the percentage of bandwidth transferred by each
user.
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5. The table contains the following information:
— Users—the IP address of the user.
— Connections—number of events or “hits.”
— Cost—total amount of the expense per 100 megabytes.
— MBytes—number of megabytes.

— % of MBytes—percentage of megabytes transferred by this user,
compared to all users. For example, if 1000 megabytes of data was
transferred during this period and 200 megabytes was transferred by
the top user, the % of MBytes field will display 20%.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report and other settings, click the Start or End field to
access the drop-down calendar, or click More Options for report display
settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Users
— Rows per Screen
See “Managing Report Settings” on page 154.

8. To display a limited group of users, enter the user IDs in the Search Bar
fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected users and date range.

Note These settings will stay in effect for all similar reports during your
active login session.
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Viewing Services Reports

Service reports provide information on the amount of data transmitted through
the selected SonicWALL appliance by each service.

Service reports are useful for revealing inappropriate usage of bandwidth and
can help determine network policies. For example, if there is a large spike of
bandwidth usage, you can determine whether this is caused by regular Web
access, someone using FTP to transfer large files, an attempted Denial of
Service (DoS) attack, or another service.

Note All reports appear in the appliance’s time zone.

The procedures for viewing the Services Reports are described in the
following section:

+ “Viewing the Services Summary Report” on page 189

Note  You cannot view services reports from the global view.

Viewing the Services Summary Report

The Services Summary report displays the amount of traffic handled by each
service during each hour of the specified day.

To view the Services Summary report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Services tree and click Summary. The Summary page
displays.
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4. The bar graph displays the amount of bandwidth used by each service
during each hour of the day.

5. The table contains the following information:
— Protocol—the service.
— Events—number of events or “hits.”
— MBytes—Number of Megabytes.

— % of MBytes—percentage of megabytes transferred by this service
on the selected day, compared to all other services. For example, if
10,000 megabytes of data was transferred during the day and 5,000
of the megabytes were transferred, the % of MBytes field will display
50%.

6. To change the date of the report and other settings, use the Search Bar
and click the Start or End field to access the drop-down calendar, or click
More Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.
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8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Web Usage Reports

Web usage reports provide information on the amount of Web usage that
occurs through the selected SonicWALL appliance(s).

Web usage reports can be used to view Web bandwidth usage by the hour,
day, or over a period of days. Additionally, you can view the top users of Web
bandwidth and view the most visited sites. Exclusion settings for Web sites
and Web users are available on the Console > User Settings > Reports page.
Web Usage reports will not contain references to the Web sites or users
specified on this page. For more information, see the “Configuring Reports
Settings” section on page 53.

For the Summary and Over Time reports, and for all reports involving Users,
the browse time is also provided in one column of the table. The browse time
is the amount of time consumed browsing the Internet through one or more
selected SonicWALL appliances. The browse time is not displayed in reports
for Category or Sites.

Note All reports appear in the appliance’s time zone.

Select from the following:

« “Viewing the Web Usage Summary Report” on page 192
« “Viewing the Top Web Sites” on page 194

- “Viewing the Top Users of Web Bandwidth” on page 195
+ “Viewing Web Usage by User” on page 197

- “Viewing Web Usage By Site” on page 199

« “Viewing Web Usage By Category” on page 200

« “Viewing Web Usage Over Time” on page 202

- “Viewing Top Sites Over Time” on page 203

- “Viewing Top Users Over Time” on page 205

- “Viewing Web Usage By User Over Time” on page 207
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« “Viewing Web Usage By Category Over Time” on page 208

Viewing the Web Usage Summary Report

The Web Usage Summary report contains information on the amount of HTTP
bandwidth handled by a SonicWALL appliance or all SonicWALL appliances
during each hour of the specified day. The report includes information on the

amount of time spend browsing the Internet behind a SonicWALL appliance or
all SonicWALL appliances.

To view the Web Usage Summary report, perform the following steps:

1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.

3. Expand the Web Usage tree and click Summary. The Summary page
displays.

Web Usage Summary © schedute | i print

Mg
g

Haur || = - Eimri |4 30070457 |» Cagrem

Web Usage Summary lor Apeil 37, 3007

Hoar Events [rovyse Time (hh:mm:ss) MEyiEs T Of Miytes

0 el R im2 3.6%

534 = =ch kB | 2.5 1.7

4. The bar graph displays the amount of HTTP bandwidth transferred during
each hour of the day.

MSonicWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00192



Viewing Web Usage Reports W

5. The table contains the following information:
— Hour—when the sample was taken.
— Events—number of events or “hits.”

— Browse Time—number of hours, minutes, and seconds spent
browsing non-job function-related sites on the Internet.

Browse Time is calculated as follows:

(Number Of Pages / Noise Reduction Factor) * Average Browse Time
Per Page

"Number Of Pages" is the number of hits (responses by the Web site
to build the page) when a User accesses a Web page
(www.sonicwall.com).

"Noise Reduction Factor" is the average noise we want to exclude per
page (like eliminating pop-up links, images, and more). The factory
default is 40.

"Average Browse Time Per Page" is the time allocated to read a page.

Noise Reduction Factor and Average Browse Time Per page are
configurable in the database directly, but are not exposed in ViewPoint
management interface.

— MBytes—number of megabytes transferred.

— % of MBytes—percentage of megabytes transferred during this hour,
compared to the day. For example, if 1000 megabytes of HTTP data
was transferred during the day and 100 megabytes was transferred at
the 12:00 time period, the % of MBytes field will display 10%.

6. To change the date of the report and other settings, use the Search Bar
and click the Start or End field to access the drop-down calendar, or click
More Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.
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Viewing the Top Web Sites

The Top Sites report displays the Web sites that used the most HTTP

bandwidth on the specified date. To view the Top Sites report, perform the
following steps:

1. Click the UTM tab.
2. Select a SonicWALL appliance.
3. Expand the Web Usage tree and click Top Sites. The Top Sites page

displays.
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4. The pie chart displays the percentage of bandwidth used to access the top

sites.
5. The table contains the following information:

— Site—URL or IP address of the site.

— Hits—number of hits.

— MBytes—number of megabytes transferred.

— Category—the Web site category.

— % of MBytes—percentage of megabytes transferred between this
site, compared to all other HTTP traffic. For example, if 10,000
megabytes of data was transferred during the day and 5,000
megabytes was transferred between the appliance and Ebay, the % of
MBytes field will display 50% and you have a problem.
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6. To change the date of the report and other settings, use the Search Bar
and click the Start or End field to access the drop-down calendar, or click
More Options for report display settings.

7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
Chart Type: Area, Bar, Pie or Plot chart

Number of Sites
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing the Top Users of Web Bandwidth

The Top Users report displays the users who used the most HTTP bandwidth
and the amount of time they spent browsing the Internet on the specified date.

To view the Top Users report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Web Usage tree and click Top Users. The Top Users page
displays.
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4. The pie chart displays the percentage of bandwidth transferred by each of
the top users.

5. The table contains the following information:
— Users—the IP address of the user.
— Hits—number of hits.

— Browse Time—number of hours, minutes, and seconds spent
browsing non-job function-related sites on the Internet.

— MBytes—number of megabytes transferred.

— % of MBytes—percentage of megabytes transferred by this user,
compared to all users. For example, if 1000 megabytes of data was
transferred during the day and 200 megabytes was transferred by the
top user, the % of MBytes field will display 20%.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report and other settings, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.
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7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
Number of Users

— Rows per Screen
See “Managing Report Settings” on page 154.

8. To display a limited group of users, enter the user IDs in the Search Bar
fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Web Usage by User

The By User report displays a list of all users, their top sites, the number of
hits to each site, the time spent browsing, and the amount of data transferred.

To view the By User report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Web Usage tree and click By User. The By User page

displays.
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4. The table contains the following information:
— User—the IP address of the user.
— Hits—the number of hits to each Web site visited by the user.

— Browse Time—number of hours, minutes, and seconds spent
browsing non-job function-related sites on the Internet.

— MBytes—the number of megabytes transferred.

5. You can navigate directly from the Web Usage > By User page to a Web
Usage > By Site page detailing the information of the site the user has
been browsing. Click the Plus sign to the left of the User name or IP
address to show details, and then hover the mouse over a site. A sticky
tooltip will display with a link to the corresponding site’s report page.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report and other settings, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Number of Users
— Number of Sites per User
— Rows per Screen
See “Managing Report Settings” on page 154.

8. To display a limited group of users, enter the user IDs in the Search Bar
fields.
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Note The search bar fields use pattern matching with operators such as

“contains”. For example, “john” will match john_smith, john42, or
big_john.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Web Usage By Site
The By Site report displays a list of all sites, the users that accessed the sites,
the number of hits to each site, and the amount of data transferred.
To view the By Site report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
3. Expand the Web Usage tree and click By Site. The By Site page displays.
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4. The table contains the following information:
Site—the URL of the site.

Hits—the number of hits to the Web site, by user.

MBytes—the number of megabytes transferred, by the user.
Category—the category of the site.
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5. You can navigate directly from the Web Usage > By Site page to a Web
Usage > By User page detailing the information of the users who have
been browsing the site. Click the Plus sign to the left of the Site to show
details, and then hover the mouse over a user. A sticky tooltip will display
with a link to the corresponding user report page.

6. The ViewPoint Reporting Module shows yesterday’s report and all Web
sites. To change the date of the report or Web sites displayed, use the
Search Bar and click the Start or End field to access the drop-down
calendar, or click More Options for report display settings.

7. Under Report Chart Types you can set:
— Number of Sites
— Number of Users per Site
— Rows per Screen
See “Managing Report Settings” on page 154.
8. To display a limited group of sites, enter the sites in the Search Bar fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Web Usage By Category

The Web Usage By Category report displays a list of the top Web site
categories, the number of hits to each category, the amount of data
transferred, and the percentage of data transferred.

To view the By Category report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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Expand the Web Usage tree and click By Category. The By Category
page displays.
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The table contains the following information:
— Category—the Web site category.
— Hits—the number of hits to the Web site category.
— MBytes—the number of megabytes transferred.
— % of MBytes—the percentage of megabytes transferred.

The ViewPoint Reporting Module shows yesterday’s report and all Web
site categories. To change the date of the report or Web site categories
displayed, use the Search Bar and click the Start or End field to access
the drop-down calendar, or click More Options for report display settings.

Under Report Display Settings you can set:

— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart

— Number of Items

— Entries per Item

— Rows per Screen
See “Managing Report Settings” on page 154.

When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.
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Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Web Usage Over Time

The Web Usage Over Time report displays the daily amount of HTTP
bandwidth and browse time handled by a SonicWALL appliance or all
SonicWALL appliances for the specified time period.

To view the Web Usage Over Time report, perform the following steps:

1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.

3. Expand the Web Usage tree and click Over Time. The Web Activity page
displays.
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4. The bar graph displays the amount of HTTP bandwidth transferred during
each day of the specified time period.

5. The table contains the following information:
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— Date—when the sample was taken.
— Connections—the number of connections or hits.

— Browse Time—number of hours, minutes, and seconds spent
browsing non-job function-related sites on the Internet.

— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred during this
day, compared to the time period. For example, if 100,000 megabytes
of data was transferred during the time period and 25,000 megabytes
was transferred on one day, the % of MBytes field will display 25%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Top Sites Over Time

The Top Sites Over Time report displays the most visited Web sites for the
specified time period.

To view the Top Sites Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Web Usage tree and click Top Sites Over Time. The Top
Sites Over Time page displays.
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4. The bar graph displays the amount of HTTP bandwidth transferred during
each day of the specified time period.

5. The table contains the following information:
— Site—URL or IP address of the site.
— Hits—the number of hits.
— MBytes—the number of megabytes transferred.
— Category—the Web site category.

— % of MBytes—the percentage of megabytes transferred between this
site, compared to all other HTTP traffic. For example, if 1,000,000
megabytes of data was transferred during the day and 500,000
megabytes was transferred between the appliance and Ebay, the % of
MBytes field will display 50% and you have a problem.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Sites
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— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Top Users Over Time

The Top Users Over Time report displays the top users of bandwidth and the
amount of time they spent browsing the Internet for the specified time period.
To view the Top Users Over Time report, perform the following steps:

1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expand the Web Usage tree and click Top Users Over Time. The Top
Users Over Time page displays.
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4. The graph provides a graphical display of the percentage of bandwidth
transferred by each of the top users over the specified time period.

5. The table contains the following information:
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— Site—URL or IP address of the site.
— Hits—number of hits.

— Browse Time—number of hours, minutes, and seconds spent
browsing non-job function-related sites on the Internet.

— MBytes—number of megabytes transferred.
— Category—the category of the site.

— % of MBytes—percentage of megabytes transferred by this user,
compared to all users. For example, if 1000 megabytes of data was
transferred during the period and 200 megabytes was transferred by
the top user, the % of MBytes field will display 20%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Users
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Note These settings will stay in effect for all similar reports during your
active login session.
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Viewing Web Usage By User Over Time

The By User Over Time report displays a list of all users, their top sites, the
number of hits to each site, the time spent browsing, and the amount of data
transferred for the specified time period.

To view the By User Over Time report, perform the following steps:

1.
2.
3.

Click the UTM tab.
Select a SonicWALL appliance.

Expand the Web Usage tree and click By User Over Time. The By User
Over Time page displays.
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The table contains the following information:
— User—the IP address of the user.
— Hits—number of hits to each Web site visited by the user.

— Browse Time—number of hours, minutes, and seconds spent
browsing non-job function-related sites on the Internet.

— MBytes—number of megabytes transferred.

To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

Under Report Display Settings you can set:

— Number of Users

— Number of Sites per User

— Rows per Screen

See “Managing Report Settings” on page 154.

When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.
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Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Web Usage By Category Over Time

The By Category Over Time report displays a list of all users, their top sites,
the number of hits to each site, and the amount of data transferred for the
specified time period.

To view the By Category Over Time report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Web Usage tree and click By Category Over Time. The By
User Over Time page displays.
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4. The table contains the following information:
— Category—the Web site category.
— Hits—number of hits to each Web site visited by the user.
— MBytes—number of megabytes transferred.

— % of MBytes—percentage of megabytes transferred by this user,
compared to all users. For example, if 1000 megabytes of data was
transferred during the period and 200 megabytes was transferred by
the top user, the % of MBytes field will display 20%.
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To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

Under Report Display Settings you can set:

— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart

— Number of Items

— Entries per Item

— Rows per Screen

See “Managing Report Settings” on page 154.

When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Note These settings will stay in effect for all similar reports during your

active login session.

Viewing Web Filter Reports

Web filter reports provide information on the number of attempts that users
made to access blocked Web sites through the selected SonicWALL
appliance(s). These reports include Web sites blocked by the Content Filter
List, customized keyword filtering, and domain name filtering.

Web filter reports can be used to view blocked site access attempts by the
hour, day, or over a period of days. Additionally, you can view the users that
most frequently attempt to access blocked sites and the most popular blocked
sites.

Note

All reports appear in the applianceUTM'’s time zone.

Select from the following:

“Viewing the Web Filter Summary Report” on page 210

“Viewing the Web Filter Top Sites Report” on page 212

“Viewing the Top Users that Try to Access Blocked Sites” on page 213
“Viewing the Blocked Sites for Each User” on page 215

“Viewing Blocked Sites Sorted By Site” on page 216
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« “Viewing Blocked Sites Sorted By Category” on page 217

- “Viewing Blocked Site Attempts Over Time” on page 219

« “Viewing the Top Blocked Site Attempts Over Time” on page 220
- “Viewing the Top Blocked Site Users Over Time” on page 221

- “Viewing Blocked Sites for Each User Over Time” on page 222

- “Viewing Blocked Sites By Category Over Time” on page 223

Viewing the Web Filter Summary Report

The Web Filter Summary report contains information on the number of times
users attempt to access blocked sites for the specified day.

To view the Web Filter Summary report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the Web Filter tree and click Summary. The Summary page
displays.
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4. The bar graph displays the number of blocked sites that users attempted
to access during each hour of the day.

5. The table contains the following information:
— Hour—time when the sample was taken.
— Attempts—the number of attempts to access blocked sites.

— % of Attempts—the percentage of attempts during this hour,
compared to the day. For example, if 100 attempts occurred during the
day and 20 attempts occurred at the 12:00 time period, the % of
Attempts field will display 20%.

6. To change the date of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
report display settings.
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7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing the Web Filter Top Sites Report

The Web Filter Top Sites report displays the top blocked Web sites that users
attempted to access on the specified date.

To view the Top Sites report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expand the Web Filter tree and click Top Sites. The Top Sites page
displays.
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4. The graph provides a display of the number of access attempts for each
of the top twenty blocked Web sites.
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5. The table contains the following information:
— Site—the URL or IP address of the site.
— Attempts—the number of attempts.
— Category—the Web site category.

— % of Attempts—percentage of attempts to access the blocked site,
compared to all other blocked site attempts. For example, if 500
attempts were made during the day and 100 of those attempts were
for www.badsite.com, its % of Attempts field will display 20%.

6. To change the date of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Sites
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing the Top Users that Try to Access Blocked
Sites

The Web Filter Top Users report displays the users who made the most
attempts to access blocked sites on the specified date.

To view the Top Users report, perform the following steps:
1. Click the UTM tab.

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00213



A Viewing Web Filter Reports

2. Select a SonicWALL appliance.

3. Expand the Web Filter tree and click Top Users. The Top Users page
displays.
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4. The pie chart displays the top users with the most blocked site attempts.
5. The table contains the following information:

— Users—the IP address of the user.

— Attempts—the number of attempts.

— Category—the Web site category.

— % of Attempts—percentage of attempts to access the blocked site,
compared to all other user attempts. For example, if 500 attempts
were made during the day and 250 of those attempts were made by a
single user, that user’s
% of Attempts field will display 50%.

6. By default, ViewPoint Reporting shows yesterday’s report, a pie chart, and
the ten top users. To change these settings, use the Search Bar and click
the Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Users
— Rows per Screen
See “Managing Report Settings” on page 154.
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8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

9. These settings will stay in effect for all similar reports during your active
login session.

Viewing the Blocked Sites for Each User

The Web Filter By User report displays the top blocked Web sites that each
user attempted to access on the specified date.

To view the Web Filter By User report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Web Filter tree and click By User. The By User page displays.
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4. The table contains the following information:
— User—the IP address of the user.
— Site—the top five sites visited by the user.

— Attempts—the number of attempts the user made to access each
Web site.

5. You can navigate directly from the Web Filter > By User page to a Web
Filter > By Site page detailing the information of the site the user has
been browsing. Click the Plus sign to the left of the User name or IP
address to show details, and then hover the mouse over a site. A sticky
tooltip will display with a link to the corresponding site’s report page.

6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top users. To change these settings, use the Search
Bar and click the Start or End field to access the drop-down calendar, or
click More Options for report display settings.

7. Under Report Display Settings you can set:
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— Number of Users

— Number of Sites per User

— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected settings.

9. These settings will stay in effect for all similar reports during your active
login session.

Viewing Blocked Sites Sorted By Site

The Web Filter By Site report displays the top blocked Web sites that were
accessed by users.

To view the Web Filter By Site report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Web Filter tree and click By Site. The By Site page displays.
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4. The table contains the following information:
— Site—the top five sites visited by the user.

— Attempts—the number of attempts the user made to access each
Web site.

— Category—the Web site category.
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5. You can navigate directly from the Web Filter > By Site page to a Web
Filter > By User page detailing the information of the users who have
been browsing the site. Click the Plus sign to the left of the Site to show
details, and then hover the mouse over a user. A sticky tooltip will display
with a link to the corresponding user report page.

6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top users. To change these settings, use the Search
Bar and click the Start or End field to access the drop-down calendar, or
click More Options for report display settings.

7. Under Report Display Number of Users per Site:
— Rows per Screen
See “Managing Report Settings” on page 154.
8. Search for Web site addresses in the Search Bar fields.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing Blocked Sites Sorted By Category

The Web Filter By Category report displays the top categories of Web sites
that were accessed by users.

To view the Web Filter By Category report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Web Filter tree and click By Category. The By Site page
displays.
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4. The table contains the following information:
— Category—the Web site category.

— Attempts—the number of attempts the user made to access each
Web site.

— % of Attempts—the percentage of attempts to access the blocked
site, compared to all other user attempts. For example, if 500 attempts
were made during the day and 250 of those attempts were made by a
single user, his % of Attempts field will display 50%.

5. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top users. To change these settings, use the Search
Bar and click the Start or End field to access the drop-down calendar, or
click More Options for report display settings.

6. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.
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Viewing Blocked Site Attempts Over Time

The Web Filter Over Time report displays the number of attempts that were
made to access blocked Web sites for the specified time period.

To view the Web Filter Over Time report, perform the following steps:

1.
2.
3.

Click the UTM tab.
Select the global icon or a SonicWALL appliance.

Expand the Web Filter tree and click Over Time. The Over Time page

displays.
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The bar graph displays the number of attempts that were made to access
blocked Web sites during each day of the specified time period.

The table contains the following information:
— Date—the day when the sample was taken.
— Attempts—the number of attempts to access blocked Web sites.

— % of Attempts—the percentage of attempts to access the blocked
site on the day, compared to the time period. For example, if 5,000
attempts were made during the time period and 500 were made on one
day, its % of Attempts field will display 10%.

To change date range of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
report display settings.

Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
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See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing the Top Blocked Site Attempts Over Time

The Top Sites Over Time report displays the top blocked Web sites for the
specified time period.

To view the Web Filter Over Time report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Web Filter tree and click Top Sites Over Time. The Top Sites
Over Time page displays.
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4. The graph displays the number of access attempts for each of the top
blocked Web sites during the specified time period.

5. The table contains the following information:
— Site—the URL or IP address of the site.
— Attempts—the number of attempts.
— Category—the Web site category.

— % of Attempts—the percentage of attempts to access the blocked
site, compared to all other blocked site attempts. For example, if 500
attempts were made during the period and 100 of those attempts were
for www.badsite.com, its % of Attempts field will display 20%.
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6. To change date range of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
report display settings.

7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
Chart Type: Area, Bar, Pie or Plot chart

Number of Sites
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing the Top Blocked Site Users Over Time

The Web Filter Top Users Over Time report displays the users who made the
most attempts to access blocked sites during the specified time period.

To view the Top Users Over Time report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Web Filter tree and click Top Users Over Time. The Top
Users Over Time page displays.
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4. The pie chart displays the top users with the most blocked site attempts.
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5. The table contains the following information:

Users—the IP address of the user.
Attempts—the number of attempts.
Category—the Web site category.

% of Attempts—the percentage of attempts to access the blocked
site, compared to all other user attempts. For example, if 500 attempts
were made during the period and 250 of those attempts were made by
a single user, his % of Attempts field will display 50%.

6. To change date range of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
display settings.

7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
Chart Type: Area, Bar, Pie or Plot chart
Number of Sites

Rows per Screen

See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Blocked Sites for Each User Over Time

The Web Filter By User report displays the top blocked Web sites that each
user attempted to access during the specified time period.

To view the By User Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Web Filter tree and click By User Over Time. The By User
Over Time page displays.

4. The table contains the following information:
— User—the IP address or name of the user.

— Attempts—the number of attempts the user made to access each
Web site.

5. To change date range of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
report display settings.

6. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
Chart Type: Area, Bar, Pie or Plot chart

Number of Users

— Rows per Screen
See “Managing Report Settings” on page 154.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Note These settings will stay in effect for all similar reports during your
active login session.

Viewing Blocked Sites By Category Over Time

The Web Filter By Category Over Time report displays the top categories that
users attempted to access.
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To view the By Category Over Time report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Web Filter tree and click By Category Over Time. The By
Category Over Time page displays.
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4. The table contains the following information:
— Category—the Web site category.

— Attempts—number of attempts the user made to access each Web
site.

— % of Attempts—the percentage of attempts to access the blocked
site, compared to all other user attempts. For example, if 500 attempts
were made during the period and 250 of those attempts were made by
a single user, his % of Attempts field will display 50%.

5. To change date range of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
report display settings.

6. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.
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Viewing File Transfer Protocol Reports

FTP usage reports provide information on the amount of FTP usage that
occurs through the selected SonicWALL appliance(s).

FTP usage reports can be used to view FTP bandwidth usage by the hour, day,
or over a period of days. Additionally, you can view the top users of FTP
bandwidth.

General bandwidth reports do not always provide a complete picture of
network bandwidth usage. If a large amount of FTP traffic occurs during peak
times, you might need more bandwidth, you might need to upgrade network
equipment, or you might ask employees to use compression or transfer large
files during non-peak times.

Note All reports appear in the appliance’s time zone.

Select from the following:
« “Viewing the FTP Summary Report” on page 225
« “Viewing the Top FTP Sites By User” on page 227
- “Viewing FTP Bandwidth Usage Over Time” on page 228
- “Viewing the Top Users of FTP Bandwidth Over Time” on page 230

Viewing the FTP Summary Report

The FTP Summary report contains information on the amount of FTP
bandwidth handled by a SonicWALL appliance or all SonicWALL appliances
during the specified day.

To view the FTP Summary report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the FTP Usage tree and click Summary. The Summary page
displays.
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4. The bar graph displays the amount of FTP bandwidth transferred during
each hour of the day.
5. The table contains the following information:
— Hour—when the sample was taken.
— Events—the number of FTP events.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred during this
hour, compared to the day. For example, if 1000 megabytes of FTP
data was transferred during the day and 100 megabytes was
transferred at the 12:00 time period, the % of MBytes field will display
10%.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date or other report settings, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report
display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
See “Managing Report Settings” on page 154.
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8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing the Top FTP Sites By User

The By User report displays the users who used the most FTP bandwidth on
the specified date.

To view the By User report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the FTP Usage tree and click By User. The By User page

displays.
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4. The pie chart displays the percentage of bandwidth used by each user. To

view the sites visited by each user, expand the user’s site tree (indicated
by a '+’ sign).

5. The table contains the following information:
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Users—the IP address of the user.
Events—the number of FTP Events.
MBytes—the number of megabytes transferred.

% of MBytes—the percentage of megabytes transferred during this
hour, compared to the day. For example, if 1000 megabytes of FTP
data was transferred during the day and 100 megabytes was
transferred at the 12:00 time period, the % of MBytes field will display
10%.

6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top users. To change these settings, use the Search
Bar and click the Start or End field to access the drop-down calendar, or
click More Options for report display settings.

7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
Chart Type: Area, Bar, Pie or Plot chart
Number of Users

Number of Sites per User

Rows per Screen

See “Managing Report Settings” on page 154.

8. To display a limited group of users, use the Search Bar fields.

Note

The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing FTP Bandwidth Usage Over Time

The FTP Usage Over Time report displays the daily amount of FTP bandwidth
handled by a SonicWALL appliance or all SonicWALL appliances for the
specified time period.

To view the FTP Usage Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the FTP Usage tree and click Over Time. The FTP Activity page
displays.
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4. The bar graph displays the amount of FTP bandwidth transferred during
each day of the specified time period.

5. The table contains the following information:
— Date—when the sample was taken.
— Connections—the number of FTP connections.
— MBytes—the number of megabytes transferred.

— % of Usage—the percentage of megabytes transferred during this
day, compared to the time period. For example, if 10,000 megabytes
of FTP data was transferred during the time period and 2,500
megabytes of FTP data was transferred on one day, the % of Usage
field will display 25%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.
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Viewing the Top Users of FTP Bandwidth Over Time

The By Users Over Time report displays the users who used the most FTP
bandwidth for the specified time period.

To view the By Users Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expandthe FTP Usage tree and click By Users Over Time. The By Users
Over Time page displays.
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4. The table contains the following information:

Users—the IP address of the user.
Events—the number of FTP Events.
MBytes—the number of megabytes transferred.

% of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10000 megabytes of data was
transferred during the period and 2000 megabytes was transferred by
the top user, the % of MBytes field will display 20%.

5. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.
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6. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Users
— Number of Sites per User
— Rows per Screen
See “Managing Report Settings” on page 154.
7. To display a limited group of users, use the Search Bar fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Mail Usage Reports

Mail usage reports provide information on the amount of mail usage that
occurs through the selected SonicWALL appliance(s).

Mail usage reports can be used to view mail bandwidth usage by the hour, day,
or over a period of days. Additionally, you can view the top users of mail
bandwidth.

Note  Mail usage reports include SMTP, POP3, and IMAP traffic.

General bandwidth reports do not always provide a complete picture of
network bandwidth usage. If a large amount of mail traffic occurs during peak
times, you might want to take some of the following actions:

» Add bandwidth
» Upgrade network equipment

- Ask employees to use compression or transfer large files during non-peak
times

« Ask employees to place large files on an FTP site rather than sending
them as mail attachments.
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Note All reports appear in the appliance’s time zone.

Select from the following:

- To view a summary of the daily mail usage, see “Viewing the Mail Usage
Summary Report” on page 232.

» Toview the users who consume the most mail bandwidth, see “Viewing the
Top Users of Mail Bandwidth” on page 234.

« To view mail usage over a period of time, see “Viewing Mail Usage Over
Time” on page 235.

« To view the users who consume the most mail bandwidth over time, see
“Viewing the Top Users of Mail Bandwidth Over Time” on page 237.

Viewing the Mail Usage Summary Report

The Mail Usage Summary report contains information on the amount of mail
handled by a SonicWALL appliance or all SonicWALL appliances during the
specified day.

To view the Mail Usage Summary report, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the Mail Usage tree and click Summary. The Summary page
displays.
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4. The bar graph displays the amount of mail sent and received during each
hour of the day.

5. The table contains the following information:
— Hour—when the sample was taken.
— Events—the number of mail events.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred during this
hour, compared to the day. For example, if 10,000 megabytes of mail
was transferred during the day and 1,000 megabytes was transferred
at the 12:00 time period, the % of MBytes field will display 10%.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report or the report display settings, use the Search Bar and
click the Start or End field to access the drop-down calendar, or click
More Options for display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00233



A Viewing Mail Usage Reports

Viewing the Top Users of Mail Bandwidth

The Top Users report displays the users who sent and received the most mail
on the specified date.

To view the Top Users report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Mail Usage tree and click Top Users. The Top Users page
displays.
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4. The pie chart displays the percentage of mail sent and received by the top
mail users.

5. The table contains the following information:
— Users—the IP address of the user.
— Events—the number of mail messages sent and received.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10000 megabytes of data was
transferred during the day and 2000 megabytes was transferred by the
top user, the % of MBytes field will display 20%.
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6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top users. To change the date of the report or the
report display settings, use the Search Bar and click the Start or End field
to access the drop-down calendar, or click More Options for report
display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Users
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing Mail Usage Over Time

The Mail Usage Over Time report displays the daily amount of mail handled
by a SonicWALL appliance or all SonicWALL appliances for the specified time
period.

To view the Mail Usage Over Time report, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the Mail Usage tree and click Over Time. The Over Time page
displays.
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4. The bar graph displays the amount of mail sent and received during each
day of the specified time period.

5. The table contains the following information:
— Date—when the sample was taken.
— Connections—the number of mail messages.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10000 megabytes of data was
transferred during the day and 2000 megabytes was transferred by the
top user, the % of MBytes field will display 20%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

mSonicWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00236



Viewing Mail Usage Reports W

Viewing the Top Users of Mail Bandwidth Over Time

The Top Users Over Time report displays the users who sent and received the
most mail during the specified time period.

To view the Top Users Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expand the Mail Usage tree and click Top Users Over Time. The Top
Users Over Time page displays.
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4. The pie chart displays the percentage of mail sent and received by the top
mail users.
5. The table contains the following information:
— Users—the IP address of the user.
— Events—the number of mail messages sent and received.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10,000 megabytes of data was
transferred during the period and 2000 kilobytes was transferred by
the top user, the % of MBytes field will display 20%.
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6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
Display Type: Chart and Table, or Table Only

Chart Type: Area, Bar, Pie or Plot chart

Number of Users
— Rows per Screen
See “Managing Report Settings” on page 154.
8. To display a limited group of users, use the Search Bar fields.

The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or big_john.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing VPN Usage Reports

VPN Usage reports provide information on the amount of VPN usage that
occurs through the selected SonicWALL appliance(s).

VPN Usage reports can be used to view VPN usage by the hour, day, or over
a period of days. Additionally, you can view the top users of VPN.

General bandwidth reports do not always provide a complete picture of
network bandwidth usage. If a large amount of VPN traffic occurs, you might
need to add bandwidth, upgrade network equipment, or reconfigure the VPN
network.

Note All reports appear in the appliance’s time zone.

Select from the following:

» To view a summary of the daily VPN bandwidth usage, see “Viewing the
VPN Usage Summary Report” on page 239.

- To view the users who consume the most VPN bandwidth, see “Viewing
the Top VPN Users” on page 241.

- To view VPN bandwidth usage over a period of time, see “Viewing VPN
Usage Over Time” on page 242.
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« To view the users who consume the most VPN bandwidth over time, see
“Viewing VPN Usage Over Time” on page 242.

« To view the users who consume the most VPN bandwidth over time, see
“Viewing the Top VPN Users Over Time” on page 243.

« To view VPN usage by policy, see “Viewing VPN Usage By Policy” on
page 245.

- Toview VPN usage by policy over time, see “Viewing the Top VPN Policies
Over Time” on page 246.

- To view hourly VPN usage by policy, see “Viewing Hourly VPN Usage By
Policy” on page 248.

- To view VPN services usage, see “Viewing the VPN Services Summary
Report” on page 249.

Viewing the VPN Usage Summary Report

The VPN Usage Summary report contains information on the number of VPN
connections made through a SonicWALL appliance or all SonicWALL
appliances during the specified day.

To view the VPN Usage Summary report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the VPN Usage tree and click Summary. The Summary page

displays.
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4. The bar graph displays the number of VPN connections made during each

hour of the day.
5. The table contains the following information:
— Hour—when the sample was taken.
— Events—the number of mail events.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10,000 megabytes of data was
transferred during the period and 2000 kilobytes was transferred by
the top user, the % of MBytes field will display 20%.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report

display settings.
7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module

displays the report for the selected date range.
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Viewing the Top VPN Users

The Top Users report displays the users who made the most VPN connections
on the specified date.

To view the Top Users report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the VPN Usage tree and click Top Users. The Top Users page
displays.
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4. The pie chart displays the VPN connections for the top VPN users.
5. The table contains the following information:

— Users—the IP address of the user.

— Connections—the number of VPN connections.

— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10,000 megabytes of data was
transferred during the period and 2000 kilobytes was transferred by
the top user, the % of MBytes field will display 20%.

6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top users. To change the date of the report, use the
Search Bar and click the Start or End field to access the drop-down
calendar, or click More Options for report display settings.
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7. Under Report Display Settings you can set:
Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
Number of Users

— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

9. These settings will stay in effect for all similar reports during your active
login session.

Viewing VPN Usage Over Time

The VPN Usage Over Time report displays the daily number of VPN
connections made through a SonicWALL appliance or all SonicWALL
appliances during the specified time period.

To view the VPN Usage Over Time report, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.

3. Expand the VPN Usage tree and click Over Time. The Over Time page

displays.
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4. The bar graph displays the number of VPN connections made during each
day of the specified time period.

5. The table contains the following information:
— Date—when the sample was taken.
— Connections—the number of connections.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10,000 megabytes of data was
transferred during the period and 2000 kilobytes was transferred by
the top user, the % of MBytes field will display 20%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing the Top VPN Users Over Time

The Top Users report displays the users who made the most VPN connections
for the specified time period.

To view the Top Users report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the VPN Usage tree and click Top Users Over Time. The Top
Users Over Time page displays.
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4. The pie chart displays the VPN connections for the top VPN users.
5. The table contains the following information:

— Users—the IP address of the user.

— Connections—the number of VPN connections.

— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred by this user,
compared to all users. For example, if 10,000 megabytes of data was
transferred during the period and 2000 kilobytes was transferred by
the top user, the % of MBytes field will display 20%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Users
— Rows per Screen
See “Managing Report Settings” on page 154.
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8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing VPN Usage By Policy
The VPN Usage By Policy report contains information on VPN usage for a
SonicWALL appliance, organized by policy.
To view the VPN Usage By Policy report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expand the VPN Usage tree and click By Policy. The By Policy page
displays.
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4. The pie chart displays the amount of data transferred for each policy.
5. The table contains the following information:
— Policy—the name of the policy.
— Events—the number of VPN events.
— MBytes—the number of megabytes transferred.

— % of MBytes—the percentage of megabytes transferred for this
policy, compared to all other policies. For example, if a total of 10,000
megabytes was transferred and 2,500 megabytes was transferred for
one policy, the % of Usage field will display 25%.
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6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start or End field to
access the drop-down calendar, or click More Options for report display
settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only

Chart Type: Area, Bar, Pie or Plot chart
— Number of Items

— Rows per Screen

See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing the Top VPN Policies Over Time

The By Policy Over Time report displays the top VPN Policies for the specified
time period.

To view the By Policy Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the VPN Usage tree and click By Policy Over Time. The By
Policy Over Time page displays.
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4. The pie chart displays the VPN connections for the top policies.

5. The table contains the following information:

Policy—the name of the policy.
Events—the number of VPN events.
MBytes—the number of megabytes transferred.

% of MBytes—the percentage of megabytes transferred for this
policy, compared to all other policies for the period. For example, if a
total of 100,000 megabytes was transferred and 3,000 megabytes was
transferred for one policy, the % of MBytes field will display 3%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.
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7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart

Number of Items

— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Hourly VPN Usage By Policy

The VPN Usage By Policy Hourly report contains information on hourly VPN
usage for a SonicWALL appliance, organized by policy.

To view the VPN Usage By Policy Hourly report, perform the following steps:
1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the VPN Usage tree and click By Policy Hourly. The By Policy
Hourly page displays.

4. The table contains the following information:
— Hour—the period of time.
— Events—the number of VPN events.
— MBytes—the number of megabytes transferred.

5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report
display settings.
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6. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart

Hour Begin
— Hour End
See “Managing Report Settings” on page 154.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing the VPN Services Summary Report

The Services Summary report displays the amount of traffic handled by each
service during each hour of the specified day.

To view the Services Summary report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the VPN Usage tree and click By Service. The By Service page

displays.
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4. The bar graph displays the amount of bandwidth used by each service
during each hour of the day.
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5. The table contains the following information:
— Protocol—the service.
— Events—the number of events or “hits.”
— MBytes—the number of megabytes.

— % of MBytes—the percentage of megabytes transferred by this
service on the selected day, compared to all other services. For
example, if 1,000 megabytes were transferred and 900 megabytes
were handled by the HTTP service, the % of Mbytes field will display
90%.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start or End field to
access the drop-down calendar, or click More Options for report display
settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

9. These settings will stay in effect for all similar reports during your active
login session.

Viewing Attacks Reports

Attacks reports show the number of attacks that were directed at or through
the selected SonicWALL appliance(s). These include denial of service attacks,
intrusions, probes, and all other malicious activity directed at the SonicWALL
appliance or computers on the LAN or DMZ.

Note All reports appear in the appliance’s time zone.
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Select from the following:

« To view a summary of the attacks, see “Viewing the Attack Summary
Report” on page 251.

« To view the attacks by attack category, see “Viewing the Attacks By
Category” on page 253.

» To view the attacks by source IP address, see “Viewing the Errors Report”
on page 254.

- To view a summary of the errors and exceptions, see “Viewing the Errors
Report” on page 254.

- To view attacks over a period of time, see “Viewing Attack Reports Over
Time” on page 256.

« To view errors and exceptions over a period of time, see “Viewing Errors
Over Time” on page 258.

Viewing the Attack Summary Report

The Attack Summary report contains information on the number of attacks
attempted on a SonicWALL appliance or all SonicWALL appliances during the
specified day.

To view the Attack Summary report, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the Attacks tree and click Summary. The Summary page

displays.
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4. The bar graph displays the number of attacks attempted during each hour
of the day. The table contains the following information:

— Hour—when the sample was taken.
— Attacks—the number of attack attempts.

— % of Attacks—the percentage of attacks during this hour, compared
to the day. For example, if 1,000 attacks occurred during the day and
100 attacks occurred during the 2:00 time period, the % of Attacks
field will display 10%.

5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start or End field to
access the drop-down calendar, or click More Options for report display
settings.

6. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.
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Viewing the Attacks By Category

The Attacks By Category report displays the attacks that occurred on the
specified date, sorted by category.

To view the Attacks By Category report, perform the following steps:
1. Click the UTM tab.

2. Select a SonicWALL appliance.
3. Expand the Attacks tree and click By Category. The By Category page

displays.
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4. The pie chart displays the percentage of each type of attack. To view
source and destination information on the individual attacks, expand the
category tree (indicated by a ‘+’ sign).

5. The table contains the following information:
— Type—the type of attack
— Source—the IP address of the source

— Destination—the IP address to the destination

Click the highlighted source or destination IP address to access the
Who is Source Website.
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— Attacks—the number of attacks

— % of Attacks—the percentage of this type of attack, compared to all
other attack types. For example, if 5,000 attacks occurred during the
day and the IP Spoof makes up 500 of the attacks, its % of Attacks
field will display 10%.

6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart, and the ten top categories. To change the date of the report, use
the Search Bar and click the Start or End field to access the drop-down
calendar, or click More Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

9. These settings will stay in effect for all similar reports during your active
login session.

Viewing the Errors Report

The Errors Summary report contains information on the number of dropped
packets on a SonicWALL appliance or all SonicWALL appliances during the
specified day.

To view the Errors report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the Attacks tree and click Errors. The Errors page displays.
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4. The bar graph displays the packets that were dropped during each hour of
the day.

5. The table contains the following information:
— Hour—when the sample was taken.
— Packets—the number of dropped packets.

— % of Packets—the percentage of packets dropped during this hour,
compared to the day. For example, if 1,000 packets were dropped
during the day and 100 packets were dropped during the 1:00 time
period, the % of Packets field will display 10%.

6. The ViewPoint Reporting Module shows yesterday’s report.To change the
date of the report, use the Search Bar and click the Start or End field to
access the drop-down calendar, or click More Options for report display
settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.
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Viewing Attack Reports Over Time

The Attacks Over Time report displays the daily number of attempted attacks
during the specified time period.

To view the Attacks Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.

3. Expand the Attacks tree and click Attacks Over Time. The Attacks Over
Time page displays.
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4. The bar graph displays the number of attacks attempted each day of the
time period.

5. The table contains the following information:
— Date—when the sample was taken.
— Attacks—the number of attacks.

— % of Attacks—the percentage of attacks on this day, compared to the
time period. For example, if 10,000 attacks occurred during the time
period and 1,000 attacks occurred on Thursday, its % of Attacks field
will display 10%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.
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7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing the Attacks By Category Over Time

The Categories Over Time report displays the number of attacks in each
attack category during the specified time period.

To view the Categories Over Time report, perform the following steps:

1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.

3. Expand the Attacks tree and click Categories Over Time. The
Categories Over Time page displays.
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4. The bar graph displays the number of attacks attempted each day of the
specified time period. To view source and destination information on the
individual attacks, expand the category tree (indicated by a ‘+’ sign).

5. The table contains the following information:
— Type—the type of attack
— Source—the IP address of the source
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Destination—the IP address to the destination
Click the highlighted source or destination IP address to access the
Whois Source Website.

Attacks—the number of attacks

% of Attacks—the percentage of this type of attack, compared to all
other attack types. For example, if 5,000 attacks occurred during the
day and the IP Spoof makes up 500 of the attacks, its % of Attacks
field will display 10%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
Chart Type: Area, Bar, Pie or Plot chart
Number of Iltems

Entries per Item

Rows per Screen

See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Errors Over Time

The Errors Over Time report displays the number of errors during the specified
time period.

To view the Errors Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
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3. Expand the Attacks tree and click Errors Over Time. The Dropped
Packets & Exceptions page displays.

Dropped Packets & Exceptions 7 schedute | ™ print
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4. The bar graph displays the number of packets that were dropped during
each day of the specified time period.

5. The table contains the following information:
— Date—when the sample was taken.
— Dropped Packets—the number of dropped packets.

— % of Errors—the percentage of dropped packets on this day,
compared to the time period. For example, if 10,000 packets were
dropped during the time period and 1,000 packets were dropped on
Wednesday, its % of Attacks field will display 10%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.
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Viewing Virus Attacks Reports

Virus Attacks reports show the number of virus attacks that were directed at
or through the selected SonicWALL appliance(s).

Note All reports appear in the appliance’s time zone.

If the selected appliance is not licensed for SonicWALL Gateway Anti-Virus, a
sample report is displayed, as shown below. You can click the Click Here link
near the top to view the global dashboard report showing all viruses and
similar attacks currently being monitored by SonicWALL, or click the link at the
bottom of the page to read detailed information about SonicWALL Gateway
Anti-Virus and other subscription services.

Anti-Virus Subscription Needed

s apphance does nol have an anb-vras subscrphon. Actvales vour sibscrmphon today o recenve protechon from these threats

Click Here to see the Global Threat Report showing the top vinases blecked ghobally!

Wlh an Anlz-Virus subscrgphon, reports will show actual viruses Mocked foe ths apphimce and provade anporiant stahshical
information.

Top Weruses by Mtack Arteepts for lanuary 1, S0

B
L
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¥ Moo P [ sl ! b T T
¥ Shistakey. Gan- 2 (Weem ) s TFHL 5
* Iappword-protected IIP fle | csbied 1 24.8%
* A5k, F (Worm) dabled M M.8%
Total 14HAR1 000 0

Click here for miors information

Select from the following reports:

- To view the top virus, see “Viewing the Top Viruses By Attack Attempts
Report” on page 262.

- To view the virus attacks by top destinations, see “Viewing the Virus Attack
Attempts Report” on page 263.

MSonicWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00260



Viewing Virus Attacks Reports W

« To view virus attacks over time, see “Viewing the Virus Attack Attempts
Report” on page 263.

» To view virus attacks over a period of time, see “Viewing the Virus Attacks
By User Report” on page 265.

» To view virus attacks by top destinations over time, see “Viewing
Anti-Spyware Reports” on page 266.

9. Expand the Virus Attacks tree and click Summary. The Summary page
displays

Virus Attack Summary (o P
=g . m (1] 207 0e 37 e —] Hare

Virws Abtack Sumenary b Apel 27, 2007

W Amampes % of Aampis
L 000 - 3100 11543 4 2%
2 a0 - 0200 11010 4 1%

02400 - 0300 11381 1.7%
[ 000 « (00 11800 4.7%

10. The bar graph displays the number of virus attacks attempted during each
hour of the day. The table contains the following information:

— Hour—the hour of the day for which the summary is provided.

— Attempts—the number of times the virus attempted to infect the
device during a pre-set time interval (the hour of the day is the
default).

— % of Attempts—the percent of attempts the current virus entry
comprises as a portion of the aggregate number of virus attempts on
the device during a pre-set time interval (the hour of the day is the
default).

11. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report
display settings.

12. Under Report Display Settings you can set:
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— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

13. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing the Top Viruses By Attack Attempts Report

The Top Viruses By Attack Attempts report displays the top viruses for the
specified date.

To view the Top Viruses, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.

3. Expand the Virus Attacks tree and click By Virus. The Top Viruses By
Attack Attempts page displays.

Top Viruses by Attack Attempts
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4. The pie chart displays the percentage of virus attacks attempted in a given
day.

5. The table contains the following information:
— Virus—the name of the virus.

— Attempts—the number of attack attempts.
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— % of Attempts—the percentage of attempts as compared to the day.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report
display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing the Virus Attack Attempts Report

The Virus Attack Attempts report displays the number of virus attempts over
the specified time range.

To view the Virus Attack Attempts report, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the Virus Attacks tree and click Over Time. The Virus Attack
Attempts page displays.

Virus Attack Attempts ) conacate | = print
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4. The bar graph displays the number of virus attempts that were made
during each day over a specified time period.

5. The table contains the following information:
— Date—the date of when the sample was taken.
— Attempts—the number of attempted virus attacks.

— % of Attempts—the percentage of attempted virus attacks in a day
compared to the time period. For example, if 5,000 attempts were
made during the time period and 500 were made on one day, its % of
Attempts field will display 10%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.
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7. Under Report Display Settings you can set:

Display Type: Chart and Table, or Table Only
Chart Type: Area, Bar, Pie or Plot chart
Number of Iltems

Entries per Item

Rows per Screen

See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing the Virus Attacks By User Report

The Virus Attacks By User report displays the number of virus attack attempts
over the specified time range.

To view the Virus Attacks By User report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.

3. Expand the Virus Attacks tree and click By Viruses Over Time. The
Virus Attacks By User page displays.

Virus Attacks By User &) coneruie | 5 prgus
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4. The pie chart displays the percentage of virus attacks attempted in a given
day.

5. The table contains the following information:
— Virus—the name of the virus.
— Attempts—the number of attack attempts.
— % of Attempts—the percentage of attempts compared to the day.

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report
display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Anti-Spyware Reports

SonicWALL Anti-Spyware is included within the SonicWALL Gateway
Anti-Virus (GAV), Anti-Spyware and Intrusion Prevention Service (IPS) unified
threat management (UTM) solution. SonicWALL UTM delivers a
comprehensive, real-time gateway security solution for your entire network.

Unlike other threat management solutions, SonicWALL Gateway Anti-Virus,
Anti-Spyware and Intrusion Prevention Service has the capacity to analyze
files of any size in real-time without the need to add expensive hardware drive
or extra memory. SonicWALL Gateway Anti-Virus, Anti-Spyware and Intrusion
Prevention Service includes a pro-active alerting mechanism that notifies
network administrators when a new threat is discovered. Granular policy tools
and an intuitive user interface enable administrators to configure a custom set
of detection or prevention policies tailored to their specific network
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environment. Network administrators can create global policies between
security zones and group attacks by priority, simplifying deployment and
management across a distributed network.

If the selected appliance is not licensed for SonicWALL Anti-Spyware, a
sample report is displayed, as shown below. You can click the Click Here link
near the top to view the global dashboard report showing all spyware and
similar attacks currently being monitored by SonicWALL, or click the link at the
bottom of the page to read detailed information about SonicWALL
Anti-Spyware and other subscription services.

Anti-Spyware Subscription Needed

This appliance does not have 2 Anti-Spywrane subscription SonicWALL blocks spyovaze at the gateway with ani-spyware technology
that prevents users feom dovnioadmg spvwiarem the frst place Inaddhbon o prevents anto-mstallaben of AchveX comgoments (ome ol
the most common sowrces of spinwarejand stops any existing spyware programs from communicatng with thesr bosts.

Chek Here to see the (Global Threat Reporl showmg the topr sprewiare blocked globalZy

With an Anti-Spyware subscription, reports will show spyrwane traffic blocked by the appliance.

Spywarn ATLEmEns iy Category lar =y 8, 2008
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¥ 1 Gl o 6263 62.5%

e Crach Caners L2 126

3 sl o] 1249 12.5%
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Chek hers for more miormaton

See the following sections to view Anti-Spyware reports:

+ “Viewing a Spyware Summary” on page 268

- “Viewing Spyware Attempts By Category” on page 269

« “Viewing Spyware Attempts Over Time” on page 270

« “Viewing Spyware Attempts By Category Over Time” on page 272
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Viewing a Spyware Summary

The Anti-Spyware Summary report contains information on the number of
spyware attempts by hour of the day.

To view a spyware Summary, perform the following steps:

1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.

3. Expand the Anti-Spyware tree and click Summary. The Summary page
displays.

| Sprywarn Aemmgen Seememary foe o Auugut 15, 2005 4 2 ol

Hour: ARemnpls % of Attempls
15 00 - 100 2400 100 0%
Tokal 7100 100 0%
4. The bar graph displays the number of virus attacks attempted during each
hour of the day.

5. The table contains the following information:
— Hour—the hour of the day for which the summary is provided.

— Attempts—the number of times the spyware attempted to infect the
device during a pre-set time interval (the hour of the day is the
default).

— % of Attempts—the percent of attempts the current spyware entry
comprises as a portion of the aggregate number of spyware attempts
on the device during a pre-set time interval (the hour of the day is the
default).

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report
display settings.
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7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

9. Note this page displays the number of spyware attempts that occurred
during two-hour intervals during the past day.

Viewing Spyware Attempts By Category

These reports display the spyware activity by category including the actual
category or classification of the spyware, the priority, and the event/attacks
type. By using the category as criteria, you can display details about the
type/message text and number of events.

To view spyware attempts by category, perform the following steps:
1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Anti-Spyware tree and click By Category. The By Category
page displays.
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4. The pie chart displays the percentage of spyware attempts by category.
5. The table contains the following information:
— Category—the category of the spyware.

— Attempts—the number of times the spyware attempted to infect the
device using the category as a criteria.

— % of Attempts—the percent of attempts the current spyware entry
comprises as a portion of the aggregate number of spyware attempts
using the category as a criteria.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Spyware Attempts Over Time

You can display spyware attempts over a set time interval. These reports are
available at the unit and global levels similar to the other summary reports. To
view spyware attempts using pre-set time intervals as the viewing criteria,
perform the following steps:

1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the Anti-Spyware tree and click Over Time. The Over Time page
displays.

 Sprpware psimmyes ly Gangory for o) Augoss 16, 7008 0 ad
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4. The bar graph displays the number of spyware attempts that were made
during each day over a specified time period.
5. The table contains the following information:
— Date—the date for which the summary is provided.

— Attempts—the number of times the spyware attempted to infect the
device during a specific date.

— % of Attempts—the percent of attempts the current spyware entry
comprises as a portion of the aggregate number of spyware attempts
on the device during a pre-set time interval.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.
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Viewing Spyware Attempts By Category Over Time

You can generate reports that display the spyware activity by category, such
as the category, priority, and events/attacks over time. Using the category over
time statistic as criteria for report generation provides details about the
type/message text and number of events.

To view Anti-Spyware attempts using categories over time intervals as the
viewing criteria, perform the following steps:

1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expand the Anti-Spyware tree and click By Category Over Time. The By
Category Over Time page displays.
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4. The pie chart displays the percentage of spyware attempts by category.
The table contains the following information:

— Category—the category of the virus.

— Attempts—the number of times the spyware attempted to infect the
device during a pre-set time interval.

— % of Attempts—the percent of attempts the current spyware entry
comprises as a portion of the aggregate number of spyware attempts
on the device during a pre-set time interval.

5. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.
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6. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.
7. To display a limited group of items, use the Search Bar fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith or john42.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Intrusion Prevention Reports

The Intrusion Prevention Service (IPS) reports show the number of attempted
intrusions that occurred during the specified time period.

Note All reports appear in the appliance’s time zone.

If the selected appliance is not licensed for SonicWALL Intrusion Prevention
Service, a sample report is displayed, as shown below. You can click the Click
Here link near the top to view the global dashboard report showing all
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intrusions and similar attacks currently being monitored by SonicWALL, or
click the link at the bottom of the page to read detailed information about
SonicWALL Intrusion Prevention Service and other subscription services.

Intrusion Prevention & Detection Subscription Needed
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Select from the following intrusion reports:

- To view a summary of the attacks, see “Viewing the Intrusion Prevention
Summary Report” on page 275.

- To view the attacks by source IP address, see “Viewing the Errors Report”
on page 254.

- To view a summary of the errors and exceptions, see “Viewing the Errors
Report” on page 254.

« To view attacks over a period of time, see “Viewing Attack Reports Over
Time” on page 256.

« To view errors and exceptions over a period of time, see “Viewing Errors
Over Time” on page 258.
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Viewing the Intrusion Prevention Summary Report

The Attack Summary report contains information on the number of attempted
intrusions on a SonicWALL appliance or all SonicWALL appliances during the
specified day.

To view the IPS Summary report, perform the following steps:

1.
2.
3.

Click the UTM tab.
Select the global icon or a SonicWALL appliance.

Expand the Intrusion Prevention tree and click Summary. The Summary
page displays.
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The bar graph displays the number of intrusions attempted during each
hour of the day.

The table contains the following information:
— Hour—when the sample was taken.
— Intrusions—the number of intrusion attempts.

— % of Intrusions—the percentage of intrusion attempts on this day,
compared to the time period. For example, if 10,000 intrusion attempts
occurred during the time period and 1,000 intrusion attempts occurred
on Thursday, its % of Intrusions field will display 10%.
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6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start or End field to
access the drop-down calendar, or click More Options for report display
settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing Intrusion Attempts By Category

These reports display the intrusion activity by category including the actual
category or classification of the intrusion, the priority, and the event/attacks
type. By using the category as criteria, you can display details about the
type/message text and number of events.

To view intrusion attempts by category, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Intrusion Prevention tree and click By Category. The By
Category page displays.
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4. The pie chart displays a list of intrusions attempted by category. The table
contains the following information:

— Category—the category of the intrusion attempt.
— Intrusions—the number of intrusion attempts.

— % of Intrusions—the percentage of intrusion attempts as a portion of
the aggregate number of intrusion attempts using the category as a
criteria.

5. To change the date of the report, use the Search Bar and click the Start
or End field to access the drop-down calendar, or click More Options for
report display settings.
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6. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing Intrusions Over Time

The Over Time report displays the daily number of intrusion attempts during
the specified time period.

To view the Intrusions Over Time report, perform the following steps:
1. Click the UTM tab.

2. Select the global icon or a SonicWALL appliance.
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3. Expand the Intrusion Prevention tree and click Intrusions Over Time.
The Intrusions Over Time page displays.

Intrusions Detected ) schedute| M print
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3 5052007 LAl 18.0%

4. The bar graph displays the number of intrusions attempted each day of the
specified time period.

5. The table contains the following information:
— Date—when the sample was taken.
— Intrusions—the number of intrusion attempts.

— % of Intrusions—the percentage of intrusion attempts on this day,
compared to the time period. For example, if 10,000 intrusion attempts
occurred during the time period and 1,000 intrusion attempts occurred
on Thursday, its % of Intrusions field will display 10%.

6. To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar, or click More
Options for report display settings.

7. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar or Plot chart
See “Managing Report Settings” on page 154.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.
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Viewing Intrusion Reports By Category Over Time

You can generate reports that display the intrusion activity by category, such
as the category, priority, and events/attacks over time. Using the category over
time statistic as criteria for report generation provides details about the
type/message text and number of events. To view intrusion attempts using
categories over time intervals as the viewing criteria, perform the following
steps:

1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expandthe Intrusion Prevention tree and click By Category Over Time.
The By Category Over Time page displays.
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4. The pie chart displays a list of intrusions attempted by category over time.
The table contains the following information:

— Category—the category of the intrusion attempt.

— Intrusions—the number of attempted intrusions during a pre-set time
interval.

— % of Intrusions—the percentage of intrusion attempts the current
intrusion entry comprises as a portion of the aggregate number of
intrusion attempts on the device during a pre-set time interval.
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5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, use the Search Bar and click the Start or End
field to access the drop-down calendar, or click More Options for report
display settings.

6. Under Report Display Settings you can set:
— Display Type: Chart and Table, or Table Only
— Chart Type: Area, Bar, Pie or Plot chart
— Number of Items
— Entries per Item
— Rows per Screen
See “Managing Report Settings” on page 154.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing Application Firewall Reports

Application Firewall reports provide information on the applications, users,
and Application Firewall policies that are handled by Application Firewall on
the selected SonicWALL appliance(s). The Application Firewall feature is
available on SonicWALL NSA and SonicWALL TZ 210 Series appliances in
SonicOS Enhanced 5.0 and higher.

Application Firewall reports can be used to view Application Firewall usage by
the day or over a period of days. Additionally, you can view the top
applications, top users, or top policies for Application Firewall on a single
SonicWALL NSA or SonicWALL TZ 210 series appliance.

Clickable reports (Graphs and Data) are supported, providing drill-down
reporting information by clicking the graphical elements (such as pie chart
slices) and data rows. For example, you can drill down to the User report level
by clicking a user in one of the Top reports.

Note All reports appear in the appliance’s time zone.

Select from the following:

- To view a summary of the daily Application Firewall usage, see “Viewing
the Application Firewall Summary Report” on page 282.

» Toview Application Firewall usage over time, see “Viewing the Application
Firewall Over Time Report” on page 283.

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00281




A Viewing Application Firewall Reports

« To view the applications most often intercepted by Application Firewall,
see “Viewing Application Firewall Top Applications” on page 284.

» To view the users whose traffic is most often intercepted by Application
Firewall, see “Viewing Application Firewall Top Users” on page 285.

» To view the Application Firewall policies that are used the most, see
“Viewing Application Firewall Top Policies” on page 286.

Viewing the Application Firewall Summary Report

The Application Firewall Summary report contains information on the number
of connections incurring Application Firewall activity logged by a SonicWALL
appliance during each hour of the specified day, or at the global level, for all
SonicWALL appliances for the day.

To view the Application Firewall Summary report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.
3. Expand the Application Firewall tree and click Summary. The Summary
page displays.
Application Firewall Usage Summary B e oteduic | Eh Primt
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4. The table contains the following information:

— Hour—when the sample was taken
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— Connections—number of attempted connections logged (and
possibly blocked) by Application Firewall

— Mbytes—megabytes of data transferred during the connections

5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, click the Start and End fields to access the drop-down
calendars, select the desired dates, and then click Search. The ViewPoint
Reporting Module displays the report for the selected day or date range.

Viewing the Application Firewall Over Time Report

The Application Firewall Over Time report displays the amount of Application
Firewall usage handled by a SonicWALL appliance or a group of SonicWALL
appliances for the specified time period.

To view the Application Firewall Over Time report, perform the following steps:
1. Click the UTM tab.
2. Select the global icon or a SonicWALL appliance.

3. Expand the Application Firewall tree and click Over Time. The Over
Time page displays.
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4. The table contains the following information:

— Date—when the sample was taken
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— Connections—number of attempted connections logged (and
possibly blocked) by Application Firewall

— Mbytes—megabytes of data transferred during the connections

5. To change the date of the report, click the Start and End fields to access
the drop-down calendars, select the desired dates, and then click Search.

The ViewPoint Reporting Module displays the report for the selected date
range.

Viewing Application Firewall Top Applications

The Top Applications report displays the applications that were most logged
and/or blocked by Application Firewall on the specified date. The Top
Applications report is available at the unit level.

To view the Top Applications report, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Application Firewall tree and click Top Applications. The
Top Applications page displays.

Top Applications Schedule | =5 Print
Amalention b v | Eausn w Siart 4 200511200k l Seareh J
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4. The table contains the following information:

— Application Name—the type of application, such as HTTP, FTP, and
so on
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— Connections—number of attempted connections logged (and
possibly blocked) by Application Firewall
— Mbytes—megabytes of data transferred during the connections
— Action Type—either No Action, Logged, or Blocked

5. To change the date of the report, click the Start field to access the

drop-down calendar, select the desired date, and then click Search. The
ViewPoint Reporting Module displays the report for the selected date.

Viewing Application Firewall Top Users

The Top Users report displays the users who made the most logged and/or

blocked connections by Application Firewall on the specified date. The Top
Users report is available at the unit level.

To view the Top Users report, perform the following steps:

1.
2.
3.

Click the UTM tab.
Select a SonicWALL appliance.

Expand the Application Firewall tree and click Top Users. The Top
Users page displays.
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4. The table contains the following information:
— User Name—the user’s name or IP address

— Host Name—the host name or IP address of the computer that made
the connection

— Connections—number of attempted connections logged (and
possibly blocked) by Application Firewall

— Mbytes—megabytes of data transferred during the connections
— Action Type—either No Action, Logged, or Blocked

5. To change the date of the report, click the Start field to access the
drop-down calendar, select the desired date, and then click Search. The
ViewPoint Reporting Module displays the report for the selected date.

Viewing Application Firewall Top Policies

The Top Policies report displays the Application Firewall policies that were
triggered the most on the specified date. The Top Policies report is available
at the unit level.

To view the Top Policies report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.
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3. Expand the Application Firewall tree and click Top Policies. The Top
Policies page displays.

Top Policies D Schedule =5 Print
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4. The table contains the following information:
— Policy Name—the Application Firewall policy name

— Connections—number of attempted connections logged (and
possibly blocked) by Application Firewall

— Mbytes—megabytes of data transferred during the connections
— Action Type—either No Action, Logged, or Blocked

5. To change the date of the report, click the Start field to access the
drop-down calendar, select the desired date, and then click Search. The
ViewPoint Reporting Module displays the report for the selected date.

Viewing Authentication Reports

The login reports show user logins, administrator logins, and failed login
attempts for users and administrators. Authentication reports are available at
the unit level.

Note All reports appear in the appliance’s time zone.

Select from the following:
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« “Viewing the User Login Report” on page 288
+ “Viewing the Administrator Login Report” on page 289
« “Viewing the Failed Login Report” on page 289

Viewing the User Login Report

The user login report shows users that logged on to the SonicWALL appliance

during the specified day to bypass content filtering or to remotely access local
network resources.

To view the User Login report, perform the following steps:
1. Click the UTM tab.
2. Select a SonicWALL appliance.

3. Expand the Authentication tree and click User Login. The User Login
page displays.
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4. The table contains the following information:
— User—the user name.
— Time—time the user logged in.

5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start or End field to
access the drop-down calendar.

See “Managing Report Settings” on page 154.

6. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.
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Viewing the Administrator Login Report

The administrator login report shows successful administrator logins during
the specified day. This report is useful for identifying misuse and unauthorized
management of a SonicWALL appliance.

To view the Admin Login report, perform the following steps:

1.
2.
3.

Click the UTM tab.
Select a SonicWALL appliance.

Expand the Authentication tree and click Admin Login. The Admin Login
page displays.

—_— ==

The table contains the following information:
— User—the user name.
— Time—time the user logged in.

To change the date range of the report, use the Search Bar and click the
Start or End field to access the drop-down calendar.

See “Managing Report Settings” on page 154.

When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

Viewing the Failed Login Report

The failed login report shows failed login attempts for users and administrators
that attempted to log on to the SonicWALL appliance during the specified day.
This report is useful for identifying unauthorized access attempts and
potentially malicious activity.

To view the Failed Login report, perform the following steps:

1.
2.

Click the UTM tab.
Select a SonicWALL appliance.
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3. Expand the Authentication tree and click Failed Login. The page
displays.
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4. The table contains the following information:
— User—the user name.
— Time—time the user logged in.
— IP Address—IP address of the user.

5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start or End field to
access the drop-down calendar.

See “Managing Report Settings” on page 154.

6. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing the Log

The Log Viewer contains detailed information on each transaction that
occurred on the SonicWALL appliance. This information is stored for the time
that you specified in the configuration settings.

It is necessary to enable the Log Viewer for UTM or SSL-VPN appliances for
which you wish to generate Custom Reports. See “Using Custom Reports on
UTM Appliances” on page 163.

N\

Note The Log Viewer displays raw log information for every connection.
Depending on the amount of traffic, this can quickly consume a large
amount of space in the database. It is highly recommended to be
careful when choosing the number of days of information that will be
stored. For more information, see “Scheduling and Configuring
Reports” on page 133.
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Viewing the Log for a SonicWALL Appliance

To view the Log, perform the following steps:

1. Click the UTM tab.

2. Select a SonicWALL appliance.

3. Expand the Log Viewer tree and click Search. The Search page displays.
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4. Select Enable Log Viewer and then click Update to turn on collection of
raw data in the database and enable viewing of that log data. This can
consume a large amount of space in your database. Review your
database space constraints before enabling the log viewer. The maximum
number of appliances for which Log Viewer can be enabled is controlled
on the Console > Reports > Settings page. See “Controlling the Number
of Appliances with Log Viewer Enabled” on page 72.

Note Custom Reports are available on appliances with Log Viewer
enabled. See “Using Custom Reports on UTM Appliances” on
page 163.

5. Under Select Search Criteria, select the date range to view data from in
the Start Date and End Date fields.

6. Enter the starting time of events to view in the Start Time field.
7. Enter the ending time of events to view in the End Time field.

8. To limit the report to data originating from specific IP addresses or users,
enter the source IP address or user name in the Source IP/User field. To
view all IP addresses, enter All.

9. Toview log entries for data originating from a particular port, enter the port
number in the Source Port field.
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10. To limit the report to data going to specific IP addresses or hosts, enter the
destination IP address or host name in the Destination IP/Hostname
field. To view log entries for data going to all IP addresses, enter All.

11. To view log entries for data going to a particular port, enter the port number
in the Destination Port field.

12. Select the type of events to view from the Message Category list box.

13. To limit the report to messages containing a specific text string, enter the
text in the Message Text field. Leave the field blank to view all messages.

14. Select the number of entries to display per page from the Results Per
Page field.

15. Click Generate Report. The Log Viewer Results page displays.
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16. Search through the entries to find the information for which you are
searching. To view the next page of entries, click Next.

17. To generate another report, click Search again in the Log Viewer tree.
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CHAPTER 16
SSL-VPN Reporting

This chapter describes how to manage SonicWALL ViewPoint SSL-VPN

reporting by customizing and defining scheduled reports and summarization
for SSL-VPN appliances.

For details about viewing specific SSL-VPN reports, see “Viewing SSL-VPN
Reports” on page 299.

This chapter contains the following sections:
» “SSL-VPN Reporting Overview” section on page 293
» “Using and Configuring SSL-VPN Reporting” section on page 295

SSL-VPN Reporting Overview

This section provides an introduction to the SSL-VPN reporting feature. This
section contains the following subsections:

+ “What is SSL-VPN Reporting?” section on page 294
- “Benefits of SSL-VPN Reporting” section on page 294
+ “How Does SSL-VPN Reporting Work?” section on page 295

After reading the ViewPoint SSL-VPN Reporting Overview section, you will

understand the main steps to be taken in order to create and customize
reports successfully.
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What is SSL-VPN Reporting?

SSL-VPN reporting allows you to configure and design the way you view your
reports and the manner in which you receive them. This feature offers various
types of static and dynamic reporting in which you can customize the way
information is reported.

SonicWALL ViewPoint SSL-VPN reporting provides a visual presentation of all
your configured report settings and information. With SSL-VPN reporting, you
are able to view your reports in new enhanced graphs, create granular, custom
reports, create scheduled reports, and search for reports using the search bar
tool.

Custom reports are also available in SSL-VPN reporting. SonicWALL
SSL-VPN appliances provide a Resource Activity custom report for tracking
the source, destination, and other information about resource activity passing
through a SonicWALL SSL-VPN device.

The Custom Reports feature provides an intuitive, responsive interface for
customizing the report layout and configuring content filtering prior to
generating the report. Two types of reports are available: Detailed Reports and
Summary Reports. Both provide detailed information, but are formatted to
meet different needs. A Detailed Report displays the data in sortable,
resizable columns, while a Summary Report provides top level information in
graphs that you can click to drill down for detailed information.

Once you set up a Custom Report that meets your needs, you can save your
settings as a template for reuse, set a schedule to run the report, export the
report as a PDF or CSV (Excel) file, or print report pages.

Benefits of SSL-VPN Reporting

SSL-VPN reports provide visibility into the resource use by logged in users,
leading to policies that enhance the user experience and the productivity of
employees. The following capabilities contribute to the benefits of the
SSL-VPN reporting feature:

- Custom reports can track events to the minute or second of the day for
forensics and troubleshooting

» Interactive charts allow drill-down into specific details

- Table structure with ability to adjust column width of data grid
« Improved report navigation

« Report search

« Scheduled reports
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How Does SSL-VPN Reporting Work?

SSL-VPN appliances send syslog data to the ViewPoint syslog collector,
similar to SonicWALL UTM appliances. Once summarization takes place, you
can create, schedule, view, and search for SSL-VPN reports from the
ViewPoint central reporting interface.

SSL-VPN Custom Reports are based on raw syslog information contained in
a database that is created daily from the raw syslog data sent from all
managed or monitored appliances. This database is saved using a date/time
suffix, and contains tables full of data for each appliance. All the syslog data
received by SonicWALL ViewPoint is available in the database.

Note The raw syslog database required by Custom Reports is not enabled
by default, as it is highly resource intensive. This functionality must
be enabled per unit in the UTM > Log Viewer screen.

SSL-VPN Reporting supports scheduled reports to be sent on a daily, weekly,
or monthly basis to any specified email address.

Using and Configuring SSL-VPN Reporting

This section describes how to use and configure SSL-VPN reporting. See the
following subsections:

« “About Viewing Available SSL-VPN Report Types” section on page 295
« “Configuring SSL-VPN Scheduled Reports” section on page 296

About Viewing Available SSL-VPN Report Types

To view the available types of reports for SSL-VPN, perform the following
steps:

1. Log into your ViewPoint management console.
2. Click the SSL-VPN tab.
The SSL-VPN screen displays the following list of reports:
Node Level reports:
— General

—Status: information about the appliance
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Bandwidth

—Summary: total connections listed by hour
—Top Users: connections listed by user
—Over Time: connections listed by date

—Top Users Over Time: connections listed by user for the selected
date range

Custom Report

—Resource Activity: source, destination, and other information about
resource activity

— Resources

—Summary: connections per connection protocol (HTTPS,
NetExtender, etc)

—Top Users: connections listed by user

Authentication

—User Login: user, time, and source of successful
authentication-daily. User Login reports now combine admin users
with all other users in the same report.

—Failed login: time and source host of failed logins for one day
Global Level Reports:
— General

—Status: number of units in the system and their ViewPoint license
status

— Bandwidth
—Summary: connections per SSL-VPN appliance

—Over Time: total connections by date for group

Configuring SSL-VPN Scheduled Reports

To configure SSL-VPN scheduled reports and summarization, perform the
following tasks:

1. Onthe SSL-VPN tab, navigate to Configuration > Scheduled Reports.
2. Click the Add button.
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3. The Scheduled Report Configuration form displays. Fill out the fields
accordingly. For more information, see the following sections:

— “Configuring Scheduled Reports” on page 134
— “Scheduling PDF Compliance Reports” on page 144
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Configuring SSL-VPN Summarization

1. Onthe SSL-VPN tab, navigate to Configuration > Summarizer Settings.
The reports that can be summarized for a SSL-VPN appliance are
configurable at either global or unit level. The screen displays the
configuration appropriate for the level. The report type lists can also be
expanded for a detailed description of report content.
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The report types you can summarize are shown below.

Report Types to be Summarized
¥ Report Description
¥ Bandwidth Provides Bandwidth usage reports,

Surmary of Bandwidth usage over specified

Summary, Cver Time Eime: period,

Update | | Reset

Data Storage Configuration

Days To Store Summarized Data: |15 Update
Daws To Skore Raw Syslog Databases: |10 Update
Davs To Skare Raw Syslog Files: |15 Update

Moke:
* Deletion of old data occurs everyday at: 1430

* Ta change the scheduled deletion time, please go ko the Console Panel- =R eports- =Summarizer screen
(Delete Syslog Data Daily Ak settings),

* Lirniting the number of days to store will increase the averall performance of vour YiewPaint syskem
and limits the size of the Database (Max: linit is 2GE)

Make: Summarizer settings For appliancels) Aventail EX-1500

Gataprabha, QA Avenntail 750 differ between unit and group
level, The settings at the unit level will override the settings at
the Group level,

Svnc appliance(s) to group level settings Update

SSL-VPN reports generated in ViewPoint can be exported in PDF format,
providing easy online transfer. For more information about the
Summarizer and exporting reports in PDF format, see:

— “Selecting Reports for Summarization” on page 137
— “Configuring Data Storage Settings” on page 139

— “Using Summarize Now” on page 76

— “Scheduling PDF Compliance Reports” on page 144
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CHAPTER 17
Viewing SSL-VPN Reports

This chapter describes the available reports for SonicWALL SSL-VPN
appliances.

For information on how to configure scheduled reports and summarization,
see:

« “Using and Configuring SSL-VPN Reporting” on page 295
Select from the following reports:

« “Viewing General Status Reports” section on page 299

+ “Viewing SSL-VPN Bandwidth Reports” section on page 301

« “Using SSL-VPN Custom Reports” section on page 307

« “Viewing SSL-VPN Resources Reports” section on page 325

« “Viewing SSL-VPN Authentication Reports” section on page 330

+ “Viewing the SSL-VPN Log” section on page 332

Viewing General Status Reports

The General > Status page contains information about the SSL-VPN
appliance or group of SSL-VPN appliances.

To view the Status page, perform the following steps:
1. Click the SSL-VPN tab.
2. Select MyReportsView or an SSL-VPN appliance in the left pane.
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3. Inthe center pane, expand the General tree and click Status. The Status
page displays.

When MyReportsView is selected, the Status page displays the license
status of all SSL-VPN appliances.

Global Node: GlobalView Info
SSLYPMs in the System: 2

Viewpoint License Status
SSL-VPN Status
corp sshvpn Not Licensed
sslvpn 1.3 Licensed

When a unit is selected, the Status page displays information about the
SSL-VPN appliance, including model, serial number, firmware version,
time zone, license status, log settings, and other settings.

Unit Node: sshvpn 1.3
Model:

Serial Mumber:

Firmware Version:
SonicWWALL IP:

Time Zone:

ViewPoint:

Syslog Format:

Status Messages Only:
Logs in UTC:

Viewpoint Mode Enabled:
Mame Reszolution Mode:

Access Mode:

Info
SonicVVALL SSL-YPN 2000
0006B1275C34
SonicOS S5L-WPN 3.5.0,4-21sv - English

Pacific Time {US & Canada)
Licensed

Default

MNo

Mo

Disabled

HTTPS

» Synchronize Settings With Appliance, And License Information
With MySonicWALL.com

Note: Status information is updated every 24 hours, To refresh the
information, dick on the link above. To change these settings, you must log
into the appliance and update them manually.

4. In the unit view, to synchronize settings with the SSL-VPN appliance and
license information with MySonicWALL, click SynchronizeSettings With
Appliance, And License Information With Mysonicwall.com.
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Viewing SSL-VPN Bandwidth Reports

Bandwidth reports display the amount of data transferred through one or more
selected SSL-VPN appliances.

Bandwidth reports are an ideal starting point for viewing overall bandwidth
usage. You can view bandwidth usage view by hour, day, or over a period of
days. Additionally, you can view the top users of bandwidth.

From this information, you can determine network strategies. For example, if
you need more bandwidth, you might need to upgrade network equipment, or
you might simply need to curtail the bandwidth usage of a few employees.

Note All reports appear in the time zone of the selected appliance.

Select from the following:

« “Viewing SSL-VPN Bandwidth Summary Reports” on page 301

« “Viewing SSL-VPN Top Users of Bandwidth Reports” on page 303

+ “Viewing SSL-VPN Bandwidth Usage Over Time Reports” on page 304

- “Viewing SSL-VPN Top Users of Bandwidth Over Time Reports” on
page 306

Viewing SSL-VPN Bandwidth Summary Reports

The Bandwidth Summary report shows the number of connections handled by
a SSL-VPN appliance during each hour of the specified day, or at the global
level, by each SSL-VPN appliance for the day.

To view the Bandwidth Summary report, perform the following steps:
1. Click the SSL-VPN tab.
2. Select the global icon or a SSL-VPN appliance.
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3. Expand the Bandwidth tree and click Summary. The Summary page

displays.
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The graph displays the number of connections to the SSL-VPN appliance

during each hour of the day.

5. The table contains the following information:

— Hour—when the sample was taken.

— Connections—number of connections to the SSL-VPN appliance

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, click the Start field to access the drop-down calendar.

7. After selecting a date, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note

The date setting will stay in effect for all similar reports during your

active login session.
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Viewing SSL-VPN Top Users of Bandwidth Reports

The Top Users report displays the users who used the most connections on
the specified date.

To view the Top Users report, perform the following steps:

1. Click the SSL-VPN tab.

2. Select a SSL-VPN appliance.

3. Expand the Bandwidth tree and click Top Users. The Top Users page

displays.
Top Users of Bandwidth ) canetate | B prat
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4. The pie chart displays the percentage of connections used by each user.
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5. The table contains the following information for all users:
— Users—the user name
— Connections—number of connection events or “hits”

6. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart for the top six users, and a table for all users. To change the date
of the report, click the Start field to access the drop-down calendar.

7. To display a limited number of users, use the Search Bar fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note The date setting will stay in effect for all similar reports during your
active login session.

Viewing SSL-VPN Bandwidth Usage Over Time
Reports

The Bandwidth Usage Over Time report displays the daily number of
connections handled by a SSL-VPN appliance or a group of SSL-VPN
appliances for the specified time period.

To view the Bandwidth Usage Over Time report, perform the following steps:
1. Click the SSL-VPN tab.
2. Select the global icon or a SSL-VPN appliance.
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3. Expand the Bandwidth tree and click Over Time. The Over Time page
displays.

Bandwidth Usage &) cteute | B oo
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4. The graph displays the number of connections during each day of the
specified time period.

5. The table contains the following information:
— Date—when the sample was taken
— Connections—number of hits

6. To change the date of the report, use the Search Bar and click the Start
or End fields to access the drop-down calendar.

7. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date range.

These date settings will stay in effect for all similar reports during
your active login session.

Note
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Viewing SSL-VPN Top Users of Bandwidth Over Time

Reports

The Top Users Over Time report displays the users who used the most
connections during the specified date range. This report is available at the unit

level.

To view the Top Users Over Time report, perform the following steps:
1. Click the SSL-VPN tab.
2. Select a SSL-VPN appliance.

3. Expand the Bandwidth tree and click Top Users Over Time. The Top
Users Over Time page displays.
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4. The pie chart displays the percentage of connections used by the top

users.
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Using SSL-VPN Custom Reports W

5. The table contains the following information for all users:
— Users—the user name of the user
— Connections—number of connection events or “hits”

6. The ViewPoint Reporting Module shows yesterday’s report. To change the
date range of the report, click the Start or End field to access the
drop-down calendar.

7. To display a limited group of users, enter the user IDs in the Search Bar
fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

8. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected users and date range.

Note These settings will stay in effect for all similar reports during your
active login session.

SSL-VPN Custom Reports

Custom Reports are available at the unit level for appliances visible on the
SSL-VPN tab. Log Viewer must be enabled for the appliance. For information
about enabling Log Viewer, see “Viewing the SSL-VPN Log” on page 332.

When configuring a Custom Report on the Resource Activity page, the
Template Section acts as a query builder. You select the criteria for the report
that you want, and SonicWALL ViewPoint uses your input to query the raw
syslog database for the information, and then outputs the report. The Template
Section consists of two parts: the Date/Time section and the Report Layout
section.

After building your query in the Template Section and clicking the Generate
Report button, the report is displayed in the Report Section. The Report
Section is displayed in the lower half of the page, under the Template Section;
this layout is called Split Mode. You can easily toggle between Split Mode and
Full Mode. Full Mode can be used to display only the Template Section or only
the Report Section in a full page view.
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The Report Section displays the report and provides controls for pagination,
printing, and exporting the report in PDF or CSV format. You can also click the
Save Template button in this section if you want to save the settings for this
report as a template for reuse later. See the following sections for detailed
information:

» “Toggling Between Split Mode and Full Mode” on page 308

» “Configuring the Date and Time for Custom Reports” on page 311

» “Configuring the Report Layout and Generating the Report” on page 314
« ‘“Generating the Custom Report” on page 320

+ “Viewing a Custom Report” on page 321

« “Printing a Page or Exporting the Report as a PDF or CSV File” on
page 323

« “Saving the Report Template” on page 324

Toggling Between Split Mode and Full Mode

The Custom Report page contains two main sections, the Template Section
and Report Section, which can be displayed together or independently
depending on the mode.
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Using SSL-VPN Custom Reports W

When the Custom Report page is initially displayed for a selected appliance,
the Template Section is displayed in Full Mode. Split Mode is available, but the
Report Section displays no data until a report has been generated. The image
below shows the Custom Report > Resource Activity page with the Template
Section displayed in Full Mode.

Templale Section Soplit Modes

Custom Report — Resource Activity

Termplale Load & Termplale s

Date/Time
: Sinrt Tene |00 (v |2 (00 | = | 00
(=) Dynamic Dale Range | Todey ..
End Time |33 & aE) g g ah
- Seart Tinfe it Time |00 & on AP o0 |4
o Lnd Date ExdTme |23 %) ;|50 (o] 55 »
Report Layout
Deladed Reporl
Seiecl report Gkl | Cwalination P w0 E‘ Surkby gnd | DaeTisne w
s T il w
- o Cpheres

| Generate Repont || Reset |

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00309
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After generating a report, the page automatically changes to Split Mode and
displays the report settings in the Template Section in the top half of the page
and the report results in the Report Section in the lower portion. The image
below shows the Template Section and Report Section displayed in Split

Mode.
Template Saction =Full Hude:> H
Custom Report — Resource Activity Tempiate |~ Load a Template - w
Date/Tima
saact Time (00 (w8): (00 |- | oo ae
() Dynasiz Date Range | Wesio dne (v
EdiTine |23 & ; 59 M| 525 &
i Fart Date i Time |00 & == L
%4 Sialic Dabe Range Erd Date EndTime |23 el 88 aF: | 08 o
Raport Layout
Detaibed Repart
Srlect repart Seld | Usar w | | Soriby | DadeTirs W awl | DateTime L
Fieid Filles Cobore .
Report Section aFull Mnde s |‘
Resource Activity LaveTerplale | B, T | W
Page1 /8 1
Diaite [Time Drstination P Spree: B Probocnl Liser -
1 | 20091209 15:58:13 192, 168.151.126 10.195. 18,82 A ih ]
- S0 120 160823 192, I68. 151156 Lo 1S, 1862 Ml (LRI
AFR- 1240 1L ¥4l 127001 LOLTes, DL Trandsbon-Toagent (L
0091209 16:35:41 127.0.0.1 10.195. 18 .62 Trarelation-fafigent UMDY
5 S 1200 16354 192 6815115 1oL 195, BE.E MJA (LR
TIAFE12403 16 ¥ 192, IR 151120 (0N b v Pl [nahidui
2009-1 209 16:35:51 127.0.0.1 10.195, 00,82 Trardalion-hiafgent Imsanjué

At any time, you can change to Full Mode if you want to display either the
Template Section or the Report Section individually. From Full Mode, you can

easily change back to Split Mode.

To toggle between Split Mode and Full Mode:

1.

Select a unit for which Log Viewer is enabled, and then navigate to the
Custom Report page.

On a page that is currently displayed in Full Mode, to change the view to
Split Mode click the <Split Mode> button at the right side of the section

heading.
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3. On apage thatis currently displayed in Split Mode, do one of the following
to change to a Full Mode display of either the Template Section or the
Report Section:

— Click the <Full Mode> button to the right of the Template Section
heading.

— Click the <Full Mode> button to the right of the Report Section
heading.

Configuring the Date and Time for Custom Reports

At the top of the Template Section of the Custom Report page, the Date/Time
region provides a way to designate the time period to use when generating the
report. You can select either a Dynamic Date Range or a Static Date Range.

Both the Dynamic Date Range and the Static Date Range provide Start Time
and End Time settings. By using the Start Time and End Time fields, you can
specify the exact hour, minute, and second for both the beginning and the end
of the period for the report. When a start and end time is specified for a date
range containing multiple days, the start/end times are applied to each day of
the period when analyzing data for the report. The default is to include data for
the full 24 hours in each day of the date range.

Date/Time

Slarl Time |00 [ |00 &) 00 |

(&) Dynamic Dite Range | Todsy w
ErdTime |33 % 1 BB & : 85
start Date StarlTime |00 % ;|00 & ;| 00 &

) Stalic Dabe Rar
Suat Dale Rarge Erd Date EredTime |23 & | B8 o 25 w

Dynamic Date Range

The Dynamic Date Range selection allows you to select from four date
ranges and to specify the exact starting and ending times on the days in the
selected date range for the log data to be used for the report.

For the Dynamic Date Range, you can select from the following four date
choices:

- Today — Uses log data from the current date, beginning just after midnight

» Yesterday — Uses log data from just after midnight of the previous day, up
to and including the most recent log message from the current date
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« Week to Date — Uses log data from the current date, plus the seven
preceding days

« Month to Date — Uses log data from the same date as the current date in
the previous month, up to and including the most recent log message from
the current date

When generating a report with a template containing a dynamic date range
setting, the dates used when referencing the log data are relative to the
current date. Thus, two reports generated from the same template on different
days will provide different results.

To select a Dynamic Date Range:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

2. In the Template Section under Date/Time, select the Dynamic Date
Range radio button.

3. Inthe drop-down list, select Today, Yesterday, Week to Date, or Month
to Date.

4. For the Start Time, select the hour, minute, and second from the
drop-down lists in the Dynamic Date Range row. These settings specify
the earliest data to be included in the report, for each day of the date
range.

5. For the End Time, select the hour, minute, and second from the
drop-down lists. These settings specify the most recent data to be
included in the report, for each day of the date range.

6. To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Report Layout region
as well as the Date/Time region back to default settings.

Static Date Range

The Static Date Range selection allows you to specify the exact dates,
starting, and ending times on the days in the selected date range for the log
data to be used for the report. You can specify a single date or a date range,
and indicate the exact hour, minute, and second for both the beginning and
the end of the daily period for the report.
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A popup calendar makes it easy to select the Start Date and End Date for the
date range, as shown below.

Date/Time
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To specify a Static Date Range:

1.

Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

In the Template Section under Date/Time, select the Static Date Range
radio button.

Click the Start Date field to access the pop-up calendar.

Use the navigation arrows near the top of the calendar to change the year
or month. Click the << button to move to the previous year, or hold the
button to select from a list of years. Click the >> button to move to the next
year, or hold the button to select from a list of years. Similarly, click the <
or >to move back or ahead by one month, or hold the button to select from
a list of months.

Click the desired start date in the calendar. This adds the date to the Start
Date field and closes the calendar.

Click the End Date field to access the pop-up calendar.

Use the navigation arrows near the top of the calendar to change the year
or month.

Click the desired end date in the calendar. This adds the date to the End
Date field and closes the calendar.

For the Start Time, select the hour, minute, and second from the
drop-down lists in the Static Date Range row. These settings specify the
earliest data for each day in the date range to be included in the report.
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10. For the End Time, select the hour, minute, and second from the
drop-down lists. These settings specify the most recent data for each day
in the date range to be included in the report.

11. To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Report Layout region
as well as the Date/Time region back to default settings.

Configuring the Report Layout and Generating the

Report

Located in the Template Section of the Custom Report page below the
Date/Time region, the Report Layout region provides a way to specify the type
of data to include, and the format of the report. The Report Layout region has
a Detailed Report tab and a Summary Report tab. The report appearance and
the way information is organized is quite different between a Detailed Report
and a Summary Report.

The Detailed Report tab contains a list of data categories that you can add as
report fields, and allows you to specify query values for each. The categories
you select will appear as column headings in the report.

The Summary Report tab allows you to structure a report showing the top
elements of Resource Activity. You can select the number of top elements,
what to base the comparisons on, and the two data categories to evaluate
when determining the top elements. The generated report provides graphical
output that you can click to drill down for detailed information.

For more information about each of these Report Layout tabs, see the
following sections:

« “Detailed Reports” on page 315
« “Summary Reports” on page 318
For information about the Filter operators, see the following section:

» “Filter Operators” on page 319
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Detailed Reports

The Detailed Report tab is the default view in the Report Layout region.

Report Layout
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For a SSL-VPN Resource Activity report, the Select report field drop-down
list contains four data categories that you can add as column headings in the
report. The categories are:

« Destination IP — Adds a column containing the IP address of each
accessed resource

» Protocol — Adds a column containing the protocol used by the traffic

« Source IP — Adds a column containing the IP address of each system
which accessed a resource

« User — Adds a column containing the user ID

To include a field in the report, select a choice from the list and then click Add.
When you click Add, a row is populated in the table below, which has three
column headings: Field, Filter, and Options.

Note  When you place your mouse cursor over the row, under the Field
heading, the cursor changes to a “move” cursor. You can drag and
drop the rows to rearrange the column ordering in the final report.

In the Filter column, two fields are displayed: an operator field and an input
field. The operator field is a drop-down list containing the operator choices for
the selected report field. See “Filter Operators” on page 319 for a description
of each operator. The input field can be a drop-down list or a standard input
field, depending on the selected report field.

The operators and input fields are defined in Table 7 for each report field.
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Table 7 Operators and Input Fields for Each Data Type

Data Type Operators |Input Field

Destination IP Equals The input field is a standard input field where
Starts with  |you can type in the numbers to match, such
Ends with as 192 or 10.25. Leave the input field blank if
Contains you choose not to filter by a certain
destination IP address.

Protocol Equals The input field is a standard input field where
Start with you can type in the protocol to match, such
End with as FTP. Leave the input field blank if you
Contains choose not to filter by a certain protocol.

Source IP Equals The input field is a standard input field where
Starts with  |you can type in the numbers to match, such
Ends with as 192 or 10.25. Leave the input field blank if

Contains you choose not to filter by a certain source IP
address.
User Equals The input field is a standard input field where
Start with you can type in the user ID to match. Leave
End with the input field blank if you choose not to filter
Contains by a certain user.

In the Options column, two icons are displayed: an Eye [[§ and an X [If .
You can click the Eye to toggle whether the report field on that row will be
displayed in the final report. This allows you to filter the report results based
on the selected report field and related filter value, but not display the field as
a column. When you click on the Eye icon within a row, the eye closes [ to
show that this field will not be displayed in the final report. The filter value will
still be used to filter results from the raw syslog database to apply towards the
report.

For example, you might specify the following Field/Operator/Filter Value:
Protocol/=/http. It would make sense to click the Eye icon to disable the
Protocol field from being shown in the report, since it would always just be
“http” and would not add any interesting information to the final report.
Contrast this with simply specifying the Protocol field and leaving the Filter
Value blank, in which case you would want to enable the Eye so that this
column would appear in the report showing a variety of protocols such as
udp/dns, tcp/http, udp/ntp, or numbered protocols such as udp/389 (the LDAP
protocol) or tcp/445 (MS Server Message Block (SMB) file sharing).

Clicking the X icon under Options deletes the selected report field from the
table, so it will not be used to generate the report results nor will it be displayed
in the report. Use the X icon instead of the Eye when you do not choose to
filter the report results based on the field.
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The Detailed Report tab also contains the Sort By drop-down list. The list
contains the Date/Time option and any other report fields that you have
selected from the eight data types. The choice you select will be used to order
the results in the report from the first page to the last. The selection in the left
drop-down list is used for the first sorting, then the selection in the right
drop-down list is used to sort and group the entries within each group resulting
from the the first sorting.

To configure a detailed report:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

2. In Report Layout region of the Template Section of the Custom Report
page, select the Detailed Report tab.

3. Inthe Select report field drop-down list, select a data type to include in
the report, and then click Add. A row for this field is populated in the table
below. Repeat this step to add other fields.

4. Optionally select an operator from the drop-down list under Filter in a
table row, and type in or select an input value to be matched when the
database is queried. Repeat this step for other rows to add filter values for
those fields.

5. To prevent a field from appearing in the final report, click the Eye icon in
that row so that the eye appears closed. To allow the field to be displayed
in the report, click the closed Eye icon to return it to normal appearance.

6. To delete a field from the table, click the X icon in that row.

7. To sort the report pages by a different field than the default of Date/Time,
select the desired field from the Sort by drop-down list.

8. To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Date/Time region and
the Report Layout region back to default settings.
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Summary Reports

The Summary Report tab is available in the Report Layout region of the
Template Section.

Report Layout

Summary Report

Tep (€ |» Summary Repert Someary Sase | Evert Count W

Drag & feid beloow o e righl bo Be & semmary group
Desmnason it
Lewel | Sommary Greop
Fratocg

Souarce IF

Lewel 2 Summary Groug

The Top drop-down list provides selections for the number of entries to display
in the report. For example, if the User field is selected below as a Summary
Group, and 5 is selected in the Top drop-down list, the report will provide
entries for the top five users. For all Custom Reports, available numbers in the
Top drop-down list are 5, 10, 20, 50, and 100.

The Summary Base drop-down list offers a selection of traffic types that will
be used to determine the top usage for the selected field. For a SSL-VPN
Resource Activity report, the only Summary Base choice is Event Count.

Below the Top and Summary Base fields, you can create one or two Summary
Groups from the choices listed on the left side. For a SSL-VPN Resource
Activity report, the choices are Destination IP, Protocol, Source IP, or User.

To select a field for a Summary Group, simply drag and drop the desired field
from the list to either the Level 1 Summary Group or Level 2 Summary Group
boxes. When the field name is dragged to one of these, the operator
drop-down list and filter input value field are displayed, allowing you to specify
values to match when the data is searched. See “Filter Operators” on

page 319 for a description of each operator.

Either the Level 1 Summary Group field or the Level 2 Summary Group field
can be used alone; the resulting report will look the same in both cases.

When both the Level 1 and Level 2 Summary Group fields are populated, the
report will display the top entries for the Level 2 field for each of the top entries
for the Level 1 field. For example, if User is dragged to the Level 1 Summary
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Group and Domain is dragged to the Level 2 Summary Group, and 5 is
selected in the Top drop-down list, the generated report will display the top five
domains visited by each of the top five users.

To configure a summary report:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report type you want.

2. In Report Layout region of the Template Section of the Custom Report
page, select the Summary Report tab.

3. Inthe Top drop-down list, select the number of entries to be displayed in
the report.

4. Inthe Summary Base drop-down list, use the default, Event Count.

5. To specify the field for the Level 1 Summary Group, click and drag the
desired field from the list on the left to the Level 1 Summary Group field,
and then release your mouse button to drop the field into position. The
filter operator and input field are displayed next to the field name.

Level 1 Summary Group

User Equals b

6. To specify the field for the Level 2 Summary Group, click and drag the
desired field from the list on the left to the Level 2 Summary Group field,
then release your mouse button to drop the field into position. The filter
operator and input field are displayed next to the field name.

7. To specify afilter operator and filter value for a Summary Group, select the
operator from the drop-down list next to the field and type a filter value into
the input field to the right of the operator.

8. To change the settings back to the defaults, click Reset at the bottom of
the Template Section. Note that this will change the Date/Time region as
well as the Report Layout region back to default settings.

Filter Operators

When configuring the Report Layout on either the Detailed Report tab or the
Summary Report tab, you can specify filter values to be matched in the
database during report generation. Depending on the selected field type, text
string or numeric, several filter operators are available. The filter operators are
used with a filter input value to determine which data should be included in the
report.

The operators are defined as shown in Table 8.
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Table 8 Filter Operators

Operator

Definition

Equals

Only data that exactly matches the filter input text will
be included in the report

Start with

Data that begins with the input text will be included in
the report

End with

Data that ends with the input text will be included in
the report

Contains

Data that contains the input text will be included in the
report

Only data that exactly matches the filter input
numerical value will be included in the report

Data values that are greater than the input numerical
value will be included in the report

Data values that are greater than or equal to the input
numerical value will be included in the report

Data values that are less than or equal to the input
numerical value will be included in the report

Data values that are less than the input numerical
value will be included in the report

Data values that are not equal to the input numerical
value will be included in the report

Generating the Custom Report

The Generate Report button at the bottom of the Template Section is used to
create the report. Before clicking Generate Report, use the Template Section
to specify the time period for the report and the contents and layout of the

report.

Note Custom Reports are available at the unit level and Log Viewer must
be enabled for the appliance. For information about enabling Log
Viewer, see “Viewing the SSL-VPN Log” on page 332.

To generate a custom report:

1. Select a unit for which Log Viewer is enabled, and then navigate to the
page under Custom Report for the report you want.
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2. Inthe Date/Time region of the Template Section, specify the time period
that the report will cover. For detailed information and instructions, see
“Configuring the Date and Time for Custom Reports” on page 311.

3. Inthe Report Layout region of the Template Section, specify the contents
and appearance of the report. For detailed information and instructions,
see “Configuring the Report Layout and Generating the Report” on
page 314.

4. Click Generate Report to create the report using the specified
configuration.

Viewing a Custom Report

After you click Generate Report, the Report Section is displayed in Split Mode
in the lower half of the main window, even if you previously were in Full Mode
for the Template Section.

Pagination controls are displayed at the upper right of the report, just below
the Save Template button and the printer, PDF, and Excel icons. Navigation
buttons are provided to take you to the first page, next page, previous page,
and last page, or you can specify an exact page number in the field.

HERY 188] [» [

In a Detailed Report, the selected report fields are displayed as column
headings. You can click on any column heading to sort that page by the values
in the column that you click. Click again to toggle between ascending and
descending order on that page. When you navigate away from that page and
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then come back using the pagination controls, the page reverts to the original
sorting order as specified in the Sort by field of the Template Section before
generating the report.

Report Section

Resource Activity

Detiiation B°

oy Bl Template A ] |
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[URENCRYHGA Al Aol

YA AN A
1011951 1 62 Trarmlabian Nadgeni (URBHCWREMUE At
10.1%5.11.62 Trarulation-Nokgent (Ul Auth
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In a Summary Report, the Report Section displays the event count as
horizontal bar charts. This lets you see the information at a glance, such as
who had the most resource activity and which protocols they used the most.

Report Section
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You can click on a bar in the chart to pop up detailed information, just like the
detailed report with all of the columns for all fields. The report lists details
about this Summary Group field only. For example, if the Summary Group
contains the User field and you click on a bar for one of the top users, the
report displays the date and time of all resource activity for the user, and
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includes data for every field available for detailed reports. A scroll bar is
provided along the bottom of the Detailed Information window to allow viewing

of all four fields plus the date and time column.

The Detailed Information window is shown below.
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Printing a Page or Exporting the Report as a PDF or

CSV File

To print the current page of the report, click the printer icon [=1 at the top of
the Report Section. Your normal print dialog box pops up. This prints only the
page that is currently displayed.
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To export the entire report in PDF format, click the PDF icon %] at the top of
the Report Section. A PDF file is generated showing the report results in table
format.

To export the entire report in Microsoft Excel Comma Separated Value (CSV)
format, click the Excel icon [2 at the top of the Report Section. A CSV file
is generated showing the report results in spreadsheet format.

The PDF can contain a maximum of 10,000 records. If your report contains
more than 10,000 records, you can use the Static Date Range fields to adjust
the dates and regenerate the report to shorten its length. You can save the
PDF or CSV file using any filename and location.

Saving the Report Template

After generating the report, you can save the settings for this report as a
template for reuse. You can select the saved template from the Template
Section at a later time, and use it to generate a report using the same settings.
The template is saved for the currently selected appliance and for the specific
user. The saved template will not be available for other appliances or for other
users.

To save the report template:

1. Inthe Report Section in the upper right corner, click the Save Template

button.
Report Section <Tull Mode>
Resource Activity 2 Save Temglate ™ | H

Page 1 /@ Fesnues Actiaty - protn | | Sees || Casonl

& charnchers le

Profocol Cestnste

15:58:1 192 188 1%L 125 1019501 82 [T ]

-1 10 MiA 192 I 0%l 1T 101950 10T (Lt m

2. Inthe popup dialog box, type in a descriptive name for the template, up to
40 characters. The number of remaining characters allowed in the name
is displayed below the input field and changes as you type.

3. Click Save. If you are in a Full Mode display of the Report Section, you
can verify that the template has been saved by changing back to Split
Mode and viewing the contents of the Template drop-down list.
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Viewing SSL-VPN Resources Reports

Resources reports provide information on the amount of data transmitted
through the selected SSL-VPN appliance by each service or protocol.

Resources reports are useful for revealing inappropriate usage of bandwidth
and can help determine network policies. For example, if there is a large spike
of bandwidth usage, you can determine whether this is caused by regular Web
access, someone using FTP to transfer large files, an attempted Denial of
Service (DoS) attack, or another service.

Note All reports appear in the appliance’s time zone.

The procedures for viewing the Resources Reports are described in the
following sections:

+ “Viewing SSL-VPN Resources Summary Reports” on page 325
« “Viewing SSL-VPN Resources Top Users Reports” on page 327

Note  You cannot view resources reports from the global view.

Viewing SSL-VPN Resources Summary Reports

The Resources Summary report displays the number of connections handled
by each service or protocol during the specified day.

To view the Resources Summary report, perform the following steps:
1. Click the SSL-VPN tab.
2. Select a SSL-VPN appliance.
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3. Expand the Resources tree and click Summary. The Resources
Summary page displays.
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4. The graph displays the number of connections used by each service or
protocol during the day.

5. The table contains the following information:
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— Resource name—the service or protocol
— Connections—number of connection events or “hits”

6. To view the user detail for a particular resource, click the resource slice in
the pie chart or the resource name in the table to drill down for this

information.
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7. To return to the Resources > Summary page, click the Go Back button.
8. To change the date of the report, use the Search Bar and click the Start
field to access the drop-down calendar.

9. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Note This date setting will stay in effect for all similar reports during your
active login session.

Viewing SSL-VPN Resources Top Users Reports

The Resources Top Users report displays the users who used the most
connections on the specified date.
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To view the Resources Top Users report, perform the following steps:

1. Click the SSL-VPN tab.

2. Select a SSL-VPN appliance.

3. Expand the Resources tree and click Top Users. The Top Users page

displays.
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4. The pie chart displays the percentage of connections used by each user.
5. The table contains the following information for all users:
— Users—the user name

— Connections—number of connection events or “hits”
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6. To view the resources by service or protocol used by a particular user,
click the user slice in the pie chart or the user name in the table to drill
down for this information.
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7. To return to the Resources > Top Users page, click the Go Back button.

8. By default, the ViewPoint Reporting Module shows yesterday’s report, a
pie chart for the top six users, and a table for all users. To change the date
of the report, click the Start field to access the drop-down calendar.

9. To display a limited number of users, use the Search Bar fields.

Note The search bar fields use pattern matching with operators such as
“contains”. For example, “john” will match john_smith, john42, or
big_john.

10. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected day.

Note The date setting will stay in effect for all similar reports during your
active login session.
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Viewing SSL-VPN Authentication Reports

The Authentication reports show user logins and failed login attempts.
Authentication reports are available at the unit level.

Note All reports appear in the appliance’s time zone.

Select from the following:
+ “Viewing SSL-VPN User Login Reports” on page 330
+ “Viewing SSL-VPN Failed Login Reports” on page 331

Viewing SSL-VPN User Login Reports

The user login report shows the user name, source host IP address, and time
of login for users that logged on to the SSL-VPN appliance during the specified
day.

To view the User Login report, perform the following steps:
1. Click the SSL-VPN tab.
2. Select a SSL-VPN appliance.

3. Expand the Authentication tree and click User Login. The User Login
page displays.
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4. The table contains the following information:
— Type—equal to User Login

— User Name—the user name
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— Source Host—the IP address of the user’s computer
— Time—the time that the user logged in
— Duration—the duration of the user login session

5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start field to access
the drop-down calendar.

6. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing SSL-VPN Failed Login Reports

The failed login report shows failed login attempts for users who attempted to
log into the SSL-VPN appliance during the specified day. This report is useful
for identifying unauthorized access attempts and potentially malicious activity.

To view the Failed Login report, perform the following steps:
1. Click the SSL-VPN tab.
2. Select a SSL-VPN appliance.

3. Expand the Authentication tree and click Failed Login. The Failed
Logins page displays.

Failed Logins ) cotredude | B prant
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4. The table contains the following information:

Type—equal to Failed Login
— User Name—the user name

Source Host—the IP address of the user’s computer

Time—the time that the user attempted to log in
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— Duration—not applicable

5. The ViewPoint Reporting Module shows yesterday’s report. To change the
date of the report, use the Search Bar and click the Start field to access
the drop-down calendar.

6. When you are finished, click Search. The ViewPoint Reporting Module
displays the report for the selected date.

Viewing the SSL-VPN Log

The Log Viewer contains detailed information on each transaction that
occurred on the SSL-VPN appliance. This information is stored for the time
that you specified in the configuration settings.

N\

Note The Log Viewer displays raw log information for every connection.
Depending on the amount of traffic, this can quickly consume a large
amount of space in the database. It is highly recommended to be
careful when choosing the number of days of information that will be
stored. For more information, see “Scheduling and Configuring
Reports” on page 133.

Viewing the Log for a SSL-VPN Appliance

To view the Log, perform the following steps:
1. Click the SSL-VPN tab.
2. Select a SSL-VPN appliance.
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Viewing the SSL-VPN Log &

Expand the Log Viewer tree and click Search. The Search page displays.

Enable Log Viewer M

Start Date: [ar2172007 % Start Time: |00:00:00 ]
End Date: (82112007 ¥ End Time: |22:52:59 |

Source IP: |AII | User: | |

Destination IP/Hostname: | Al |

Message Category: | Cennections vl
Message Text: | | (blank for all)
Results Per Page: SO0 W

Hote: Specifying date, time, IP address, and Message Category will result in faster report generation.

a Generate Report

Select Enable Log Viewer and then click Update to turn on collection of
raw data in the database and enable viewing of that log data. This can
consume a large amount of space in your database. Review your
database space constraints before enabling the log viewer.

Under Select Search Criteria, select the date range to view data from in
the Start Date and End Date fields.

Enter the starting time of events to view in the Start Time field.
Enter the ending time of events to view in the End Time field.

To limit the report to data originating from specific IP addresses, enter the
source IP address in the Source IP field. To view all IP addresses, enter
All.

To view log entries for data originating from a particular user, enter the
user name in the User field.

To limit the report to data going to specific IP addresses or hosts, enter the
destination IP address or host name in the Destination IP/Hostname
field. To view data for all IP addresses, enter All.

Select the type of events to view from the Message Category list box. You
can select from the following:

— All Categories
— Connections
— Rejected Connections
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— User Events

— Unrecognized Events

12. To limit the report to messages containing a specific text string, enter the
text in the Message Text field. Leave the field blank to view all messages.

13. Select the number of entries to display per page from the Results Per
Page field.

14. Click Generate Report. The Log Search Results page displays.

Daplaying recoion 1520 of 1015 R b00

o '..*.I.I.I.I'. - - e
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15. To view the next page of entries, click Next.

16. To generate another report, click Search again in the Log Viewer tree.
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Appendix A
Installing SonicWALL ViewPoint

This appendix is designed to help you install SonicWALL ViewPoint. If you have not
used SonicWALL ViewPoint before, you might want to familiarize yourself with
SonicWALL ViewPoint concepts and features. This appendix contains the following
sections:

- “About Installing and Upgrading SonicWALL ViewPoint” section on page 336
» “Activating SonicWALL ViewPoint on Your Appliances” section on page 340
« “Installing Universal Management Suite” section on page 342

« “Upgrading SonicWALL ViewPoint 5.1 to 6.0” section on page 349

- “Registering SonicWALL ViewPoint” section on page 351

» “Configuring Deployment Settings” section on page 354

» “Upgrading from ViewPoint to GMS” section on page 356

« “Miscellaneous Procedures and Troubleshooting Tips” section on page 368
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About Installing and Upgrading
SonicWALL ViewPoint

You can either perform a fresh installation of SonicWALL ViewPoint using the installer
or upgrade a previous installation of SonicWALL ViewPoint, patched or unpatched.

The upgrade installer checks with the SonicWALL backend to see if the

SonicWALL ViewPoint deployment has valid support. If it does not, then the upgrade
discontinues. When the SonicWALL ViewPoint installer detects that the SonicWALL
backend site is not accessible, it prompts the user to enter an Upgrade Key.

Inaccessible SonicWALL Backend :

0 GMS Upgrade Key:
i i
oK I Cancel |

If the key is valid, it allows the upgrade to continue. If the key is invalid, the installation
fails.

Note The upgrade key can be obtained by contacting SonicWALL
Technical Support.

Installing SonicWALL ViewPoint

This chapter describes how to install or upgrade SonicWALL ViewPoint.
To install or upgrade SonicWALL ViewPoint, complete the following procedures:
» Review the installation requirements. See “Installation Overview” on page 336.

« To install SonicWALL ViewPoint, see “Installing Universal Management Suite” on
page 342.

Installation Overview

The SonicWALL ViewPoint Installation program is an HTML-launched installer that
automatically detects whether you are installing on Windows Server 2000/2003/2008.
After the installation program detects the operating system, the installation procedure is
identical.
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System Requirements

Note  SonicWALL does not support installations of ViewPoint running on
any virtualization software, such as VMware.

Before installing SonicWALL ViewPoint, review the requirements in the following
sections:

» Operating System Requirements, page 337

- Database Requirements, page 337

« Java Requirements, page 338

« Browser Requirements, page 338

« Hardware Requirements, page 339

» SonicWALL Appliance and Firmware Support, page 339
» Network Requirements, page 339

«  MySonicWALL Account Requirements, page 340

Operating System Requirements
In order to install and run SonicWALL ViewPoint, you must be logged in as the
administrator. SonicWALL ViewPoint is supported on the following operating systems:
« Windows Server 2008 SBS, 64-bit
«  Windows Server 2008 Standard (SP1), 32-bit and 64-bit
« Windows Server 2003 (SP2), 32-bit and 64-bit
» Windows Server 2000 (SP4)
»  Windows 7, 32-bit and 64-bit
« Windows Vista (SP1), 32-bit and 64-bit
«  Windows XP Professional (SP3), 32-bit
In all instances, SonicWALL ViewPoint runs as a 32-bit application.

Database Requirements
For fresh installations or after upgrading from 5.1, SonicWALL ViewPoint 6.0 supports
the following database:

«  MySQL 32-bit version 5.0.83 for Windows, bundled with SonicWALL ViewPoint
5.1 and above
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The MySQL 5.0 separate installer that was provided with SonicWALL ViewPoint 5.0 is
still supported.

The requirements for the MySQL server are as follows:
» Windows 2000 (SP4) and newer Windows operating systems
« Minimum 300 GB hard disk space
e Minimum 2 GB RAM
» NTEFS file system
« Not a Virtual Machine (VM)

After upgrading from 5.1, SonicWALL ViewPoint 6.0 supports the following databases
only when the database was already in use prior to upgrading:

» Microsoft SQL Server 2005 (SP2), 32-bit and 64-bit, as follows:

SQL Server 2005 Workgroup

SQL Server 2005 Standard

SQL Server 2005 Enterprise

SonicWALL ViewPoint does not support Microsoft SQL 2005 Express
» Microsoft SQL Server 2000 (SP4)

» Microsoft Desktop Engine (MSDE) bundled with ViewPoint

Java Requirements

Java Plug-in version 1.6 or higher is required on client machines when accessing the
SonicWALL ViewPoint application interface. SonicWALL Universal Management Suite
(UMS) automatically downloads the latest Java Plug-in. SonicWALL UMS services use
JRE 1.6. For the Web server, SonicWALL UMS uses Tomcat 6.0.20.

Browser Requirements

« Microsoft Internet Explorer 6.0 or higher
- Mozilla Firefox 2.0 or higher
» Pop-up blocker disabled

SonicWALL ViewPoint supports SSL 3.0 / TLS 1.0 for HTTPS direct login to
SonicWALL appliances from SonicWALL ViewPoint. For enhanced security across a
SonicWALL ViewPoint network for installations that must comply with stringent
regulatory compliance and account management controls as found in such standards as
PCI, SOX, or HIPAA, the following browsers have SSL 3.0/TLS 1.0 as standard
encryption protocols:

« Microsoft Internet Explorer 7.0 or higher
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« Mozilla Firefox 2.0 or higher

Hardware Requirements
The hardware platform where SonicWALL ViewPoint is installed must meet the
following requirements:
- x86 environment
» 3 GHz or faster single-CPU Intel processor
e Minimum 2 GB RAM
» At least 100 GB of free disk space

Note Ensure that the drive where SonicWALL ViewPoint is installed has
ample space to store the SonicWALL ViewPoint log files.

SonicWALL ViewPoint requires large amounts of disk space for database storage. In
early versions, the maximum raw syslog database size was 2 GB. SonicWALL ViewPoint
now provides enhanced database capacity by creating a new 2 GB database everyday.
Each file name includes the date it was created for easy reference.

SonicWALL Appliance and Firmware Support
You can use SonicWALL ViewPoint reporting for the following SonicWALL security
appliances:

» SonicWALL firewalls running SonicOS 1.0 or higher, or SonicWALL firmware
6.1.2.0 or higher

« SonicWALL SSL-VPN 200 /7 2000 / 4000 running SonicOS SSL VPN 2.1 or higher
« SonicWALL SRA 4200 running SonicOS SSL VPN 3.5.0.11 or higher

« SonicWALL Aventail E-Class SRA EX-Series appliances running version 9.0 or
higher

» SonicWALL CSM Series running SonicOS CF 1.0 or higher

Network Requirements

To complete the SonicWALL ViewPoint deployment process, the following network
requirements must be met;

Syslog and SNMP Port Settings

You should either disable your personal firewall, or enable ports for syslog, syslog
forwarding, and SNMP traps. The default syslog port is UDP 514 and the default SNMP
port is UDP 162.
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If the SonicWALL ViewPoint system is behind a gateway or firewall, you may need to
open up these ports on that device.

Static IP / DHCP

If accessed from the WAN interface, the SonicWALL appliance must have a static IP
address. Otherwise, it may have either a static or dynamic IP address.

HTTP /HTTPS

HTTP and HTTPS access for adding a SonicWALL appliance to ViewPoint is supported
as follows:

« HTTP for access to a LAN IP address only
« HTTPS for access to a LAN IP or WAN IP address

MySonicWALL Account Requirements

A MySonicWALL account is required to complete the SonicWALL UMS installation and
registration process. If you do not already have a MySonicWALL account, open a Web
browser and navigate to the following website:

http://www.mysonicwall.com

Follow the on-screen prompts to create a user account.

Activating SonicWALL ViewPoint on Your
Appliances

To use SonicWALL ViewPoint, you must license it on each SonicWALL security
appliance for which you want reports. The SonicWALL appliance must be registered on
MySonicWALL before you can purchase and activate the SonicWALL ViewPoint license
for it. You must also enable the SonicWALL ViewPoint license on the appliance itself.

See the following sections:
» “Reqgistering Your SonicWALL Appliance” on page 341
« “Activating the ViewPoint Software on Your Appliance” on page 341
- “Enabling the ViewPoint License on Your Appliance” on page 342
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Registering Your SonicWALL Appliance

To register the SonicWALL appliance that ViewPoint will monitor, perform the
following steps:

1. Log on to MySonicWALL.
2. Click My Products. The SonicWALL My Products page displays.

My Products

Enter your SonicWALL serial number in the Serial Number field.

Enter a descriptive name for the SonicWALL appliance in the Friendly Name field.
Select the Product Group from the drop-down list.

Click Register. The MySonicWALL website registers the SonicWALL appliance.

o 0~ w

Activating the ViewPoint Software on Your Appliance

To activate the SonicWALL ViewPoint software, perform the following steps:

1. Log on to mysonicwall.com.

2. Click the label of the newly registered SonicWALL appliance. The Service
Management page displays.

3. Scroll down to locate the ViewPoint service and click Enter Key. The Activate
Service page displays.

4. Enter the ViewPoint Activation Key in the Activation Key field. The ViewPoint
Activation Key is printed on the ViewPoint Software License Certificate shipped
with the ViewPoint package. If you purchased ViewPoint on mysonicwall.com, the
key is emailed to you.
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5. Click Submit. After the Activation Key is registered, a ViewPoint License Key will
appear. Carefully write down the ViewPoint License Key in a safe place.

Enabling the ViewPoint License on Your Appliance

To enable the SonicWALL ViewPoint license, perform the following steps:
1. Log into the SonicWALL appliance.
2. Navigate to Log > ViewPoint. The ViewPoint page displays.

3. Enter the ViewPoint License Key provided by mysonicwall.com in the Enter
Upgrade Key field.

4. Click Apply.
5. Restart the SonicWALL for the change to take effect.

Installing Universal Management Suite

This section provides the procedures to install the SonicWALL Universal Management
Suite (UMS) software. To install the SonicWALL UMS software, perform the following
steps:

1. Log on to your SonicWALL ViewPoint management computer as administrator
(Windows).

2. Run the SonicWALL ViewPoint installation file,
sw_gmsvp_win_eng_6.0.xXxX.xxxx.exe (where “xxxx” represent the exact
version numbers). It may take several seconds for the InstallAnywhere installer to
initialize.

Installinywhere

§ ) Installbrywhere iz preparing to inztall...
= |

CECELEL] ]

Cancel

[C] 1997-2008 Acrezzo Software Inc. and/or InstallShield Co. Inc.
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3. In the Introduction screen, click Next.

‘% SonicWALL Uniwersal Mapagement Sulte 6.0

Izl arpadiann will guaide youe Shrough i installdion of Bonicbd L
Lintverzal Mansgement Sule 6,00 Lise the “Next” button to proceed
10 e néed screen. Hyow want 1o changa someming in a prévous
gcraen, click the "Frevious™ button. Tou may quit e installer a1 any
tirme by clicking lhe *Cancel bulton

In the License Agreement screen, select the radio button next to | accept the terms
of the License Agreement. Click Next.

nicWALL Universal Manapamant Suite 4.0

Installation and Use of SocWALL Unhersal Management Sulte
6.l Henuires Acceptance of 1he Follovang Licensa Agraement;

End user Boensng Agreemaent For Sonioall Giobal Managemeni
TiyEladn anad VIDWIRLINT

| This End Use Linensisg dgresment(EULA) i a legal agreement bebseen
| o End SeskcWALL, I (SARICEALLY In fhe SanicWALL sofhuise

| praduwcl ianiibed deve, vhith incloded compuber apfmaie and ang and
|4t assoelaled media, privted materiats. and enline s elestionie

| dasumantaties (SO0 TWAIE PROMICT) Iy Spdning the ealed packags
s, inatalling, i lhurstin wsing lhe SOFTWARE PROGUCT, you sgoen be
| e B by the 1Rims of ivis EVLA. If you de net agiee 1o the fems af
e L ULA, da nat apin hi thaled packspe(el indall ar uss the

Lo i H i i
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5. Select the path to the folder where you would like to install SonicWALL ViewPoint.
You can accept the default path, C:\GMSVP, type in a new path, or click the
Choose button to navigate to the selected folder. When you are finished, click Next.

& SonicWALL Universal Management Suite .0

Crter Install Folder Path Without Spaces:

SONICWALL, || <

| mestore Detsutt Forer | [ choose.. |

Universal
Management
Suite

Itiskullamaters

[omeer |

w

Tip Do not include spaces in the SonicWALL ViewPoint installation path.
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6. Select the IP address you want SonicWALL Services to bind to for capturing syslog
and SNMP packets. The default is your management computer IP address. To
provide a different IP address, select the radio button next to Other and enter the
IP address. Click Next.

& SonicWALL Universal Management Suite .0

P Address that SoncWiaLL Services vl bind to
Fewr capiuring LIDP and S0 packets:

(=) 100, 202, 251

oo |

Universal
Management
Suite

7. In the SonicWALL Universal Management Suite Settings window, enter the Web
server ports for HTTP and HTTPS.

& SonicWALL Universal Management Suite .0

Weh Server Ports fne managing the penduct an this Sereee

HTTF Fost oo

HITFE Port LLE]

Universal
Management
Suite
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s LA
Tip If you receive the message “Cannot bind to the port number specified. Please
specify a different one,” the port you specified in Web Server Port is in use
by another program, for example, Internet Information Services (I1S).
Specify another unused Web server port, for example, 8080.
v
Tip If you specify a custom port, you will need to modify the URLSs you use to

access SonicWALL ViewPoint by using the following format:
http://localhost:<port>/sgms/login (to login from the local host) or
http://<host_ipaddress>:<port>/sgms/login (to login from a remote
location). For example, if you specified port 8080, the URL would be
http://localhost:8080/sgms/login for a local host login, or
http://10.0.93.20:8080/sgms/login for a remote login.

8. Click Install. You may see a Windows Firewall security alert. If you do, click
Unblock.

*= Windows Security Akart El

r* 1 T help peoteet poas compater. Windnws Firewall hax hlneked
pome feationgn of thiv (Mo am

Do poar wank o keep hinecking this pragaam?

Heamm Javal | M] Z Flatlurm Stamdard Edibon ey
Pubdlen: Sun Mcsogpdems, e

| Eespbicking || Urbdesk || Ak Melsisi

Wnkrer: Frenveall has biocksd B program bom accepleg cormschuns [iom e
Inirinat or & netwerk. [ poisincognize Bhe pengesm o inet e poblisher, o can
unblock, i wWhen iheookd Linblock: & cooram?
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9.

10.

Installing Universal Management Suite W

The Installer displays the installation progress during the few minutes required.
Upon completion, whether or not the system has Windows Firewall enabled, a
dialog is displayed notifying you to either disable the firewall or manually open the
syslog and SNMP ports, and to ensure that these ports are open on your network
gateway or firewall. Click OK.

Syshops/SHMP Caplone:

@ Syslog=SHMP Capturn

Hipai Kavs B Partanal §idwall pifsars ninnin @ an this sykam,
wlumin dimabla iL fer propar fungligning of i produgl Alsinalisaly,
waul Ehould anabla pone fsd Sytlage (hpleally S15), Gyag
Fessarding (eyploally 29007) and SHMP raps hypleally 182) on the
Farvnal Firesmall

Also, [Tyaw plan s enable sy emote applianoe far HTTRE
Managemend, gou will need 16 gonfigu he FiisesilU blemsy in
100 o4 Thin fyehem ta fassard DI g [pod S13) and SHMP (pod
182 packels to this system

CithikRssits, s LInGoarisl MAKAQAM ARt Erdtam wdll Aok chcaius ny
Syalags and SHMP {raps Tor i peepad funclioning

C=—]

The Important Registration Information screen provides the URL and credentials
to use to access the SonicWALL ViewPoint Universal Management Host system
interface after restarting your system, as well as information about registration.

The default URL for accessing the interface from the local system is:
http://localhost:80/

The default credentials are:
User name — admin
Password — password

To register for a SonicWALL ViewPoint installation, enter the word VIEWPOINT
instead of a serial number when you register the product on MySonicWALL.
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Click Next.

@ SonkcWALL Universal sansgenent Suite 6.0

Afor nstalatan and robant, please access Ms Hast Web iarace
al Kty Mocalkost B using credanbals sdminasswioed 1o lagin
and register your SaMeans

For nbpishaning yoier sofhwann, phoass U thae 12-4eflor GME soral
RLABRGT YU Fe e

T rogestor ViewPoing, plaass ander M ward “EWPDINT whin
prampbad f6r & senal numbios

11. In the Installation Complete screen, select one of the following options for
restarting your system to complete the installation, and then click Done:

— Yes, restart my system

— No, I will restart my system myself

Note  Restarting after installation is required for full functionality.

o SomicWALL Un M ol Suite 6.0

The product bias Been mataled in the foldes COOMEVE, Press
“Digreg™ bo quil the inslalles

Aer you rebool the syilem, access Fie Uniegraal Management
Hosl configuration websie ol Mp Motathost B0 b hether confgure
e Epplicalion, U the credentials adminfpasswond 1o login

o need 1o reslard e syslem o complels the nmslafsbon

) s, nedtint iy System
£ N, 1wl st oy Sysiom mysel

IntsliEnyetirs
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12.

13.
14.
15.

Note

Upgrading SonicWALL ViewPoint 5.1to 6.0 W&

After restarting your system, you can access the SonicWALL ViewPoint UMH
system interface by either clicking on the new desktop shortcut for SonicWALL
Universal Management Suite 6.0 or by pointing your browser at
http://localhost:80/.

Your default Web browser will launch http://localhost:80/appliance/login.
Login using the username admin and the password password.
You will be prompted to change your password.

You are forced to change your password the first time you login.

Upgrading SonicWALL ViewPoint 5.1to 6.0

To upgrade from SonicWALL ViewPoint 5.1 to 6.0 using the the Universal Management
Suite 6.0 single binary installer, perform the following steps:

1.

Log on to your SonicWALL ViewPoint management computer as administrator
(Windows). Launch the SonicWALL Universal Management Suite 6.0 installer, by
double-clicking the file sw_gmsvp_win_eng_6.0.xxxx.xxxx.exe (where “xxxx”
represent the exact version numbers). It may take several seconds for the
InstallAnywhere self-extractor to initialize.

In the Introduction screen, click Next.

In the License Agreement screen, select the radio button next to I accept the terms
of the License Agreement. Click Next.

When the installer detects that SonicWALL ViewPoint 5.1 is currently installed on
the system, a notification is displayed. Click Install to continue the upgrade.

The installer begins installing the files, using the existing installation folder, IP
address to which SonicWALL Services bind for capturing syslog and SNMP packets,
and Web port settings.
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6. The Installer displays the installation progress during the few minutes required.
Upon completion, whether or not the system has Windows Firewall enabled, a
dialog is displayed notifying you to either disable the firewall or manually open the
syslog and SNMP ports, and to ensure that these ports are open on your network
gateway or firewall. Click OK.

Ly slogs/ SWMP Lapture

9 SyEgsSNMP Capture

1 pau have 3 Pemenal Firewa® safsare unning en this sestem,
fleans darabls tfar prapar funatinning af this praduct ARasafiely,
wau should enable pors das Syslogs (yplaally 814 Syslag
Formanding (ypically 2 800T) and S0P lraps (lppivally 102 #= B
asanal Firkssall

Blin, I yew plos s enably oy iwmply appliance foi HTTRFS
Managamant, pou sl nesd o oantiguns this 1 sasy in
Arerdl of this sysbem to forsard UDF Sysiag (300 519 and SHMP (past
1037 packel Ly this sxfes

Cithamsise. i Univemal Management semem will not reasive sy
Faribagrt and SHMP I Toi i pasgees o Gsning

7. The Important Registration Information screen provides the URL for access to the
SonicWALL ViewPoint Universal Management Host system interface after upgrade
completion, as well as information about registration.

The default URL for accessing the interface from the local system is:
http://localhost:80/

The default credentials are:
User name — admin
Password — password

To register for a SonicWALL ViewPoint installation, enter the word VIEWPOINT
instead of a serial number when you register the product on MySonicWALL.

Click Next.

8. The final installer screen contains the path of the installation folder, and warns you
that the Universal Management Suite Web page will be launched next. Click Done.

In the SonicWALL ViewPoint login page, enter the same credentials for User and
Password that you had in your earlier version prior to the upgrade.
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Registering SonicWALL ViewPoint

SonicWALL ViewPoint registration is performed using the Universal Management Host
system management interface. The first time you log into the system interface, the

System > Status page will display a Registration Pending notification at the top of the
screen, and the Register button will be available in the top right corner of the interface.

SONICWALL® | UMH 5.1

e (1L Pt st Prredes;: Dk fipgrites 1 compiete S regrbaton for e mnageeenl mte

Statn Status Infonmation

Loty General

L] "wme SOORCHALL Uirvvercal Maragemant Host
Senal hurmber il

Satangd il v Al LS, 2009 045355 P FOT)
e

Mg RS

s
Lypsbem

il Flawrr /T

Cusreri] Ties

Cobr 5t SyEtem

A

Ay it Copk Space o
Ireszall e I7. 30 08 {of Tovkal 55.88 CF
Syalogs Dreer A7, 20 &8 {of Tolal 55,88 05)

Grlling Sarted

Dhpen Geltling SLarted Toslructines Tn lew Window

SonicWALL ViewPoint must be registered before you can use it. To complete
registration, SonicWALL ViewPoint must have access to the Internet. The
SonicWALL ViewPoint registration process sends your registration information to the
MySonicWALL registration site. When registration is completed, SonicWALL ViewPoint
will be licensed on your system.

Note  MySonicWALL registration information is not sold or shared with any
other company.

To register SonicWALL ViewPoint, perform the following steps:

1. Inabrowser, log in to the system management interface
(http://<host>:80/appliance/login). If this is the first time you have logged in
after running the Installer and rebooting, you will be required to change the
password for the admin account. Enter the new password in the appropriate fields
and then click Submit.
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2. If the software detects that the Windows Firewall is enabled on the system, a
warning dialog box is displayed on top of the System > Status page. To receive syslog
and SNMP packets, either disable the Windows Firewall or configure it to open
these ports (default syslog port UDP 514 and default SNMP port UDP 162). When
ready, click OK.

Optionally, you can select the Perform this check after 30 days checkbox if you

do not plan to disable the Windows Firewall immediately, and do not wish to see this
warning every time you login. The check for Windows Firewall cannot be disabled
completely, and if you leave it running you will see this alert after the 30-day delay.
You can repeat the delay as many times as needed.

./i\. Windows Firewall - Alert!

Please check Windows Firewall sektings on the GMS/viewPaoint
Server,

If windows Firewall is enabled on vour server, Syslog and SMMP
packets will nat be collected by the product, which will affect the
Management, Alerting and Feporting Functionalities of the
product.,

Please open "Windows Firewall in Control Panel to check the
status of Windows Firewall, Make sure vou have either disabled
‘Windows Firewall software on the Server, or unblocked Syslog
(twpically UDP S14) and SNMP (UDP 162) packets.

Click QK only after you have undertaken these steps,

™ Perfarm this check after 30 days,

3. In the System > Status page, click the Register button.

SONICWALLY | UMH 5.1

4, 145 - Witesssary Sol 15, 200G 0415355 P POT)

Avadable Dl Spase ot
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Srtiog Drive 1730 08 (ol Toud 5508 58]

Gatting Starbid
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4. In the License Management page, type your MySonicWALL user name and
password and then click Submit.

SONICWALL™ | UMH 5.1

5.

Note

v B Syutem Litinas Mansgement
G4 Serial Humier: Tone
Lo
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Ciagrostcs ver SemrilALL Sesunty sEsE OGP SSES Bnd ERAegES. mEomRALL BRoewes Vi WO BA BTy 92 uaE Rierhee i
g e Ln e o St Sores L e P e e raten o0 mp e e st S

» & Cecioyment g ’
ol D). If wou o ot have: & mySoncisl Bocoant, Diesse chok Teve 1o create one
Flease enier your exstng mySoncitiLL oom usermame (o enall addness] and pesssond belos
Lol B Lo Plisrsd

L

D oul forget your Liser Mame o Password? (o o binec s Fraaonceasl com for Pelp.

In the next License Management page, type VIEWPOINT (all capital letters) into
the Serial Number field and leave the Authentication Code fields blank. Type a
descriptive name for the system into the Friendly Name field and then click
Submit.

Licesse Hanagement
Ceral Number: Mane

Enier your 17 characier Software Sorial Momber, AuPeniicabon Code and a Friendly Mame
Py VewPar!s fritee VIEWEOINT i Serial Musdee are! gidre SutheSdalion Code

Gk e o vou haeer an B characier Sevial Hurter
Sl Mumbrer
Aarentcaton Tode; What iy Thes?

Fraerclly hiame:

The Friendly Name for this system will also be used as the name for
the SonicWALL ViewPoint deployment. As you register SonicWALL
appliances on MySonicWALL, you will have the option of adding
them to this deployment for SonicWALL ViewPoint reporting.
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6. In the next License Management page, click Continue. This completes the
registration process.

Licrnsr Hanagement

T Number, D00 1007

Thark you lor regelening S producl, Regist s lion compleled successhully,

ConSnue

When registration is complete, the Deployment > Roles page is displayed. Although
there is only one possible role for a SonicWALL ViewPoint deployment, you must
still configure certain fields on this page and then click Update to fully activate the
application. For instructions on configuring these settings, see the “Configuring the
Deployment Role” section on page 32.

Configuring Deployment Settings

This section describes the settings available on the Deployment > Settings page of the
UMH system management interface, available by default at:
http://localhost/appliance

Configuring Web Port Settings

To change the Web port settings, perform the following steps:

1. On the Deployment > Settings page under Web Port Configuration, to use a
different port for HTTP access to the SonicWALL ViewPoint, type the port number
into the HTTP Port field. The default port is 80.

web Port Configuratson
HTTR port: L
HTTRS part: a3

Lipclatr | Reset

2. To use a different port for HTTPS access to the SonicWALL ViewPoint, type the
port number into the HTTPS Port field. The default port is 443.

3. Click Update to apply the Web port settings.

Note Changing the Web port settings will cause the system to restart.
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4. After the appliance restarts, use the new port to access the “appliance” or

SonicWALL ViewPoint management interface. For example:

— If you changed the HTTP port to 8080, use the URL:
http://<IP Address>:8080/appliance/

— If you changed the HTTPS port to 4430, use the URL:
http://<IP Address>:4430/appliance/

Configuring SMTP Settings

The SMTP settings are used for sending email alerts to the SonicWALL ViewPoint
administrator. To configure the SMTP settings, perform the following steps:

On the Deployment > Settings page under SMTP Configuration, enter the IP
address of the SMTP server into the SMTP server field.

SHMTP Canfiguration
EMTH serwer:
Serder address;

Arminisiraber addness:

| L | Rt

In the Sender address field, enter the email address that will appear as the ‘From’
address when email alerts are sent to the administrator.

In the Administrator address field, enter a valid email address for the
administrator who will receive email alerts.

Click Update to apply the SMTP settings.
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Upgrading from ViewPoint to GMS

SonicWALL ViewPoint installations have the option of upgrading to SonicWALL GMS
without reinstalling. You can start a 30-day Free Trial of SonicWALL GMS by clicking a
button or link in either the ViewPoint or Universal Management Host interface and
following a simple procedure. When you are ready to finalize the upgrade, your
SonicWALL reseller can provide you with the license key for a seamless transition to
SonicWALL GMS.

When five or more registered devices are connected to SonicWALL ViewPoint reporting,
the Try GMS Free - 30 Days button appears next to the tabs at the top of the
SonicWALL ViewPoint management interface.

SONICWALL™ | ViewPaint 5.1

You can also start the Free Trial by clicking Manage Licenses on the System >
Licenses page of the Universal Management Host interface, and then clicking the Try
link.

SONICWALL™ | UMH 51

Ernt Ll Ml . (M) EFIFDOE

Liwdibes

Adraresty abic Sevirily Service Walis Frow Trial Samage Bervice Comink Fapiralinn
Smltirap ‘Folal Management. Syiten ot L e T iy e

[nagnoakics WennPoart Licersad Ul ed

LR e

For details on enabling the SonicWALL GMS Free Trial and purchasing the SonicWALL
GMS upgrade license, see the following sections:

» “Enabling the GMS Free Trial from ViewPoint” section on page 357

« “Enabling the GMS Free Trial from the UMH Interface” section on page 359

« “Completing the Free Trial Upgrade” section on page 360

« “Configuring Appliances for GMS Management” section on page 364

« “Purchasing a SonicWALL GMS Upgrade” section on page 366
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Enabling the GMS Free Trial from ViewPoint

When five or more devices are connected to SonicWALL ViewPoint reporting, the Try
GMS Free - 30 Days button appears next to the tabs at the top of the SonicWALL
ViewPoint management interface.

To find out how many devices your SonicWALL ViewPoint installation is handling, log
in to MySonicWALL and navigate to the My Products page. Click on the link for your
SonicWALL ViewPoint installation to get to the Service Management page, and scroll
to the bottom. You will see the list of appliances under Associated Products.

To enable the 30-day SonicWALL GMS Free Trial from the SonicWALL ViewPoint
management interface, perform the following steps:

1.

In the SonicWALL ViewPoint management interface, click the Try GMS Free - 30
Days button next to the tabs at the top of the page.

o Tk l

The Viewpoint Upgrade Tool launches and guides you through the process of
installing the Free Trial or Upgrade. The tool displays the Upgrade Requirements
— Licensing screen. Before migrating to GMS 5.1, ensure that all appliances under
Viewpoint reporting are registered to the same MySonicWALL account. Follow the
steps provided in the screen, and then click Proceed.

Upradke Risquiremerits - Licersing

ok be @6 5. | upgrade (G Free Trid or Pull Lcenss ), regures that ol spplances in rour YierPors software be regetered to
g srarve; My SomcWALL scopurd. I applarees arg rol i dhed poir By Ui opradie, M5 il b g eaecnitial Funiinolly sch
o2t skl 1 hoasein cmrvices e peifoem rveanre cpgrades, IF ehic b the Sada, pleacs shaik B ipgrads sl conesbiats ol the
applances i Vour VisssPomt softiaane mho e s MySoneWil | scoount Paloeiry) the steps Beless, Oifwrsise, dies, TProcesd”
T

b taahes che MyfonsctVALL logn infia For the: sppllence and kg into e scoounk.
2. Wieer keggng ino My SoncWALL, navigate to the "y Products™ soesn and locste the sopllance

Amypantant: Maka s o B s Rutbie and AUNRANREARN: fod foe o iafaande

L Lol [ il s” B o i i He “Servios Maragenent” scren e ipeclic MySonomall sceourd aul et i
4. Chkon “Confrm Delston” prospl

B T apokacs i i ey For rage aton To GMA S|

& Repmid eepe [ B 4 o e eed of B applacse undier WeswPort s resdecd
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The Upgrade Requirements — System screen displays the recommended
operating system, database, and hardware system requirements. Click Proceed.

Lo adks Requirements - System

Please chieck the recommended system requrements beiow 00 s sune your Sysben i qualfed for uDgrading bo be an sl-n-one G5
wriben Ched Proveed” in start e uograde procedune

Wz inmrrded System Requirement s

Dpsiphite) Pyttt Wi 0 rrvincnrmesds Wirnow JTOX Sevver (5, Wirkkse, 2000
Profagsional (594), Windows 35 Profesacnal [557), Witdaest 200D Sarver (597
Dutalionn M sl W Ervvirsrwrad: Miiausal, SU Servear 2000 (3P4} ard Merisoft 530
Sereer 2005 {SP2} o eitheer Wirekiers 2000 Server {SP4) o 2003 Seveer (31}
rdeare

bty Ervirorment : Mineum 3 G processor dushoors CPU Intel processor, 268
FAN, and 300 GH disk snace

Curresd Systemn Teformalion

e ] i 5 (ebiees 1)
L FX T
AN 2,000 60

Cxes

4. The ViewPoint Upgrade Tool displays the login screen for MySonicWALL. Enter
your MySonicWALL credentials and click Submit.

ViewPaink Lingrade Tool

Step L Ugsgrasde the License
Wi Kb st upagrade soroen pronded Delow 10 ugrade e Ieorme from Viesgord, 1o (M

mySanicWALLcom Legin

FrARRALL AR B A Sf-EOg 1At FAF ragtaine ol pi SERAALL IRRARAE Sharity Applaniat mid
muanagng all yeur SomicWLL senurty serane UDraces sl charges. rySomciel | prodes W reth o Ba8Y ID
i el s 211 s dsbevioen. i ufagracke fir sl Sofe WALL apharcmy, Por imone v ralion onh

Ty SoniCWHALL Dlesse visk: Hhe FAD, B o do not b s iy Soraciel sooount, pleass chok e bo oreste one
Plados snbey your Exiting mesensc®ALL. com wrername (or amal sddress) and passescnd balos

el AafirensUer Rare:

Pasewoed:

Eunlt |

D8l i o gl i Lhir M or Plginint T i L Bt e i il s i o,
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In the next ViewPoint Upgrade Tool page, click the Try link in the Free Trial

5.
column for Global Management System.

Viewpodnt Lborade Toaol

Slry 1. Uggranie the Linenae
Lise the boerehs unQrade siresn: Drovided bilow Lo upgrade the bonos from Vot to GG

Securily Service Stalus Free Trial  Manage Service Tt Fspiration
Mot Lmimed  Toy Lz i
LEeram]

ol Maragemend. Syctem
Urismted

WeenwF ot

From this point, the upgrade process continues with the same steps for access from
either the SonicWALL ViewPoint interface or the Universal Management Host
interface. To continue the procedure, perform the steps in the “Completing the Free

Trial Upgrade” section on page 360.

6.

Enabling the GMS Free Trial from the UMH Interface

To enable the 30-day Free Trial of SonicWALL GMS from the Universal Management
Host interface on your SonicWALL ViewPoint system, perform the following steps:

In the Universal Management Host interface, navigate to the System > Licenses

1.
page and click Manage Licenses.
SONICWALL™ | LIMH 5.1
Sahs |m!w
Earual Mumber: D080 022F00C
Bedraritty phon Sy SeTvi e Stalin ok Papivabiom
efocn akahol Margeireant s bk Licwreind
Dhasgratics Wtk Leanasd Linkeaf adt
¥ MR Deplsment )
MANS L Hefridh Livtrdes pkcind Liostd &
2. If you are not already logged into MySonicWALL, the MySonicWALL login screen

is displayed. Enter your MySonicWALL credentials in the appropriate fields and log

n.
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3. On the next page, click the Try link in the Free Trial column for Global
Management System.

SONICWALL™ | UMH 5.1

aaicn e
il Serisl Munide . D001 DZZFD0C
Aekrrarest st Spcamily Servios St Frew Trial  Mlansgs Service Lot Foxpir aliem
Selling (il Maruageraet® Sisiban Mt Leraed Iz o ads
[re— Wit Lo Urlsrtad

* KB Deriryment
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4. From this point, the upgrade process continues with the same steps for access from
either the SonicWALL ViewPoint interface or the Universal Management Host
interface. To continue the procedure, perform the steps in the “Completing the Free
Trial Upgrade” section on page 360.

Completing the Free Trial Upgrade

This procedure provides the common upgrading steps for access from either the
SonicWALL ViewPoint interface or the Universal Management Host interface. To get to
this point in the process, follow the steps described in one of the two preceding sections:

« “Enabling the GMS Free Trial from ViewPoint” section on page 357

« “Enabling the GMS Free Trial from the UMH Interface” section on page 359
To continue the upgrade, perform the following steps:

1. Inthe ViewPoint Upgrade Tool page, click the Continue button.

Viewpoint Uipgrade Tool
Step 1, Upgrade the License

Uk the lomnas uporade soreen provided helow bo upgrads the boense from Viewpoint Bn GH5

Gintsal Management Syshem Free Trial

Thanik, you ler e inberd in Clobial Managermend Syndres

IF wois chageeps b0 parcherss Global Marsgement System subscrplion, wou My o0 55 68 &y time durng o sfter the tral,

S e Lo
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2. The next screen provides a summary of GMS and ViewPoint status. Verify that the
Try link for the Free Trial is gone and only the Upgrade link remains. The
Expiration column displays the expiration date of your Free Trial. You can click the

Upgrade link at any time during the Free Trial to purchase the SonicWALL GMS
upgrade. Click Proceed.

Wiswpoint | t-;r_p_‘p- Toal

Slep 1, Upgrade Uhe Licvense

Belins 5t sumidry of the updrsded koarmes, Plaass chol the "Procead”™ buthan bo conlinues B the faxt ed

Security Service Sxalus Free Tral  Manage Service (T Estpiration
Gobal Management Syshem Fere Tral e adde 15 25 2l 2009
WirreaPard

L ermed il ]

3. In the next ViewPoint Upgrade Tool page, you begin the configuration for

SonicWALL GMS instep 2 of the upgrade process. This page displays two sections:

Automatic Configuration — Contains a list of SonicWALL UTM or CSM
appliances in your ViewPoint installation. These appliances will be
automatically configured for SonicWALL GMS management.

Manual Configuration — Contains a list of SonicWALL Aventail, SSL-VPN, or
CDP appliances in your ViewPoint installation. You must manually configure
these appliances for SonicWALL GMS management. See the “Configuring
Appliances for GMS Management” section on page 364 for detailed
instructions on enabling SonicWALL GMS management on these appliances.
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When ready, click Proceed.

WiswiPoird. Lpgeacin Tool

Bhep & b P e ik e
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4. When the configuration finishes, the ViewPoint Upgrade Tool displays the
completion dialog box. Click Close to log out of the console and restart the system

Wiewpairt Lipgrade Tool
fous hava complate e upgrade procedure.

phedrse chok Closs® Buthon o iogout, S corsoke and reboot e bos

o

SONICWALL®
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5. The GMS login page appears and requests that you reboot the system. Reboot the
system. If a reboot is not performed, you may encounter problems with the correct
IP Address appearing.

SonlcWALL Global Management System Login

n .1

/T frem ol cpgrace peocedure i ot
- Finase i the sydlom

Pariwwerd

| et

Zueit d wysbern dinlace

6. After rebooting, log in with your ViewPoint credentials.

When you log in, you will see a button displaying the number of days left in your
Free Trial at the top of the page.

Lt T iy

I AR P T 3 Dl Lo

7. On the System > Status page for connected appliances, you can view the log entries
for task synchronization and automatic addressing mode, related to the GMS
configuration.
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Configuring Appliances for GMS Management

To manually configure the appliances listed in the Manual Configuration section of the
ViewPoint Upgrade Tool page (see Step 3. on page 361), perform the following steps for
each appliance:

1. Inthe SonicWALL GMS management interface, click the tab at the top of the page
that corresponds to the type of appliance, such as SSL-VPN or CDP.

2. In the left pane, right-click one of the listed appliances and select Modify Unit.

3. In the Modify Unit screen in the right pane, copy the appliance IP address in the
Managed Address section to your clipboard, or make a note of it.
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4. Click Cancel.
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6.

10.
11.

Upgrading from ViewPoint to GMS&

In the left pane, right-click the same appliance and select Login to Unit > Using
HTTPS.

) Global¥iew

0 corp sshvpn ¥ General

0 sshvpn 1.2 Status

GA sshpn 1 b Bandwidth

¥ Resources

g2 Find... b Authentication
7 Refresh b Configuration
-[e Rgname Unit.., [+ Log Viewer
=5 Add Unit...
&4 Modify Urit...
=% Delete

B Loginto Unit Using HTTPS I\L
4

In the appliance management interface, navigate to the System > Administration
page.

SOMITWALL ™ | GMS 5.1
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Under GMS Settings, select the Enable GMS Management checkbox, or verify
that it is selected.

In the GMS Host Name or IP Address field, paste or type the appliance IP address
that you obtained from the Modify Unit screen in Step 3.

Click the Accept button at the top of the appliance interface screen.
Click the Logout button in the top right corner of the appliance interface screen.

Repeat these steps for each appliance listed in the Manual Configuration section of
the ViewPoint Upgrade Tool page.
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Purchasing a SonicWALL GMS Upgrade

You can purchase an upgrade to SonicWALL GMS at any time during the 30-day Free

Trial.

To purchase the SonicWALL GMS license, perform the following steps:

1. Inthe SonicWALL GMS interface, click the GMS Free Trial X Days Left button,
where X is the number of days left in the Free Trial.

m i | 04y - 1

g

IS Fras Tl 3 D Lk

2. Inthe Buy GMS page, click I want to upgrade to GMS now.

IS e T 30 Dy Lah
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Tree Trial / Upgrade options
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SONICWALL®

3. The Console > Licenses > Product Licenses page is displayed. Click Manage

Licenses.

SONICWALL | GMS &
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In the next page, in the Manage Service column for Global Management System,
click the Upgrade link.
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The next page has Serial Number and Authentication Code fields for
SonicWALL GMS. You must contact your SonicWALL reseller to complete the
purchase and obtain the 12-character serial number and authentication code. Type
in the values to the Serial Number and Authentication Code fields.
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Enter a descriptive name for the SonicWALL GMS installation into the Friendly
Name field. This name will appear in your MySonicWALL account.

If your SonicWALL ViewPoint installation currently handles more than 10
appliances, when you upgrade to SonicWALL GMS you will need to purchase
additional SonicWALL GMS license(s) to manage the extra appliances. The standard
“10-node” SonicWALL GMS license provided with the Free Trial supports up to 10
managed appliances. Enter the license keys for any additional SonicWALL GMS
licenses into the GMS upgrade keys text box, one key per line.

Click Submit. The License page is displayed, showing that SonicWALL GMS is now
licensed.
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Miscellaneous Procedures and
Troubleshooting Tips

This section contains miscellaneous SonicWALL ViewPoint procedures and
troubleshooting tips.

Miscellaneous Procedures

This section contains information on procedures that you may need to perform. Select
from the following:

 Itis highly recommended that you regularly back up the SonicWALL ViewPoint
data. For more information, see “Backing up SonicWALL ViewPoint Data” on
page 368.

« SonicWALL ViewPoint requires Mixed Mode authentication when using SQL
Server 2000. To change the authentication mode, see “Changing the SQL Server
Authentication Mode” on page 369.

« Ifyouare reinstalling SonicWALL ViewPoint, preserving the previous configuration
settings can save a lot of time. To reinstall SonicWALL ViewPoint using an existing
SonicWALL ViewPoint database, see “Reinstalling SonicWALL ViewPoint Using an
Existing Database” on page 369.

» If you need to uninstall SonicWALL ViewPoint from a server, it is important to do
it correctly. To uninstall SonicWALL ViewPoint, see “Uninstalling SonicWALL
Universal Management Suite and Its Database” on page 369.

Backing up SonicWALL ViewPoint Data

SonicWALL ViewPoint stores its configuration data in the SGMSDB database. It is
important to back up this database and the individual SonicWALL ViewPoint databases
(sgmsvp_yyyy_mm_dd) on a regular basis.

The Console > Management > Database Maintenance page provides the necessary
support for backing up and restoring the MySQL database that is bundled with
SonicWALL UMS. For more information, see the “Database Maintenance” section on
page 66.

If you are using SQL Server, this can be accomplished by backing up the entire SQL
Server using the database backup tool. When using this tool, there is no need to stop the
SonicWALL ViewPoint services for database backup. However, make sure that the
backup occurs when SonicWALL ViewPoint activity is the lowest and that the backup
operation schedule does not clash with the SonicWALL ViewPoint scheduler.
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Miscellaneous Procedures and Troubleshooting Tips W&

It is also recommended to regularly back up the entire contents of
the SonicWALL ViewPoint directory, the sgmsConfig.xml file.

Changing the SQL Server Authentication Mode

SonicWALL ViewPoint requires the Mixed Mode authentication mode. To change the
authentication mode from Windows Mode to Mixed Mode, follow these steps:

1.
2.

Start the Microsoft SQL Server Enterprise Manager.

Right-click the appropriate SQL Server Group and select Properties from the
pop-up menu.

Click the Security tab.

Change the Authentication mode from Windows only to SQL Server and
Windows.

Click OK.

Reinstalling SonicWALL ViewPoint Using an Existing Database

If you need to reinstall SonicWALL ViewPoint, but want to preserve the settings in an
existing SonicWALL ViewPoint database, follow these steps:

1.

Install a new database, using the same username and password that you used for the
existing SonicWALL ViewPoint database.

Install SonicWALL ViewPoint using this new database.
Stop all SonicWALL ViewPoint services.

Open the sgmsConfig.xml and web.xml files with a text editor. Change the values
for the dbhost and dburl parameters to match the existing SonicWALL ViewPoint
database.

Restart the SonicWALL ViewPoint services.

Uninstall the new database.

Uninstalling SonicWALL Universal Management Suite and Its

Database

This section describes how to uninstall SonicWALL Universal Management Suite and its
components. Select from the following:

To uninstall SonicWALL Universal Management Suite on the Windows platform,
see “Windows” on page 370.
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Windows

« To uninstall SonicWALL Universal Management Suite databases from Microsoft
SQL Server 2000, see “MS SQL Server 2000” on page 370.

To uninstall SonicWALL Universal Management Suite from a Windows system, follow
these steps:

1. Click Start, point to Settings, and click Control Panel.

2. Double-click Add/Remove Programs. The Add/Remove Programs Properties
window displays.

3. Select SonicWALL Universal Management Suite and click Change/Remove.
The SonicWALL Universal Management Suite Uninstall program starts.

4. Follow the on-screen prompts.

5. Restart the system. SonicWALL Universal Management Suite is uninstalled.

MS SQL Server 2000

To uninstall or remove the SonicWALL Universal Management Suite databases in the MS
SQL Server 2000, you can execute the following DOS command from any SonicWALL
Universal Management Suite server:

osql -U username -P password -S dbHost_IP -q "drop database SGMSDB"
osql -U username -P password -S dbHost_IP -q "drop database sgmsvp_yyyy_mm_dd"

Or you can use the MS SQL Server's Enterprise Manager and delete the SGMSDB and
sgmsvp_ databases.

Troubleshooting Tips

This section contains SonicWALL ViewPoint troubleshooting tips.

Changing the Default Syslog Server Port Number

By default, the SonicWALL ViewPoint syslog server default port number is 514 on
Windows systems. To change the port number, follow these steps:

1. Open the sgmsConfig.xml file with a text editor.

2. Add the following line to the end of the file before the </Configuration> section:
Parameter name="syslog.syslogServerPort" value="port_number"

where port_number is the new port number.

3. Save the file and exit.
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Installing the Java Plug In
You need Java Plug-in 1.6 or later to access the SonicWALL ViewPoint management
interface.

v
v

Tip The Java Plug-in is automatically installed during the SonicWALL ViewPoint
installation. However, you can manually install the Java Plug-in by following
these steps.

To manually install the Java Plug-in, perform the following steps:
1. Download the installer from the Internet at:

http://java.sun.com/javase/downloads/index.jsp

Here are the Java SE downloads in detail.
D)

JOK & Update 17 | Downipad. |

The JOK (which includes the JRE] i3 required 10 develop Java and JavaFXx |
applcations and applets. This spacial release provides a few key fines
o Lboxn kot

Due for redease in Nevember 2002, the Firgfox 1.6 EI"‘.'\.:E”EI: JIrE:- JavaSES
Update 10 or 1ater. Otherwize, Java-based web applications »

@9
JRE & Update 17
Thie ARE 1 regquined o min e and JanailFX ag |[|I|| alinns and applsls This

apazial mirnan proades a fow ooy fivon

Dua for redease in Nevember 2009, the Firefox 3.6 browserreg JIrE:- Ja‘.-‘E- SES
Update 10 or 1z%er, Otherwize, Java-based web applications »

2. Execute the installer.

3. Select the radio button next to Accept the Terms of the License Agreement.
Click Next.

4. Select the radio button next to Typical installation and click Next.
5. It may take several minutes for the Java Plug-in to install.
6. In the Installation Complete window, click Finish.

— Restart your computer to complete the installation process.
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Appendix B

Technical Tips

This chapter includes the following sections:
» “Log Viewer” section on page 373
» “Real-time Syslog Viewer” section on page 375
« “Forwarding Syslog Data to Another Syslog Server” section on page 376

« “Posting ViewPoint Reporting to Another Web Server for End-User Access”
section on page 377

Log Viewer

The Log Viewer contains detailed information on each transaction that occurred on the
SonicWALL appliance. This information is stored for the time that you specified in the
configuration settings.

N\

Note The Log Viewer displays raw log information for every connection.
Depending on the amount of traffic, this can quickly consume a large
amount of space in the database. It is highly recommended to be
careful when choosing the number of days of information that will be
stored. For information about setting the number of days data is
stored, see “Enabling Report Table Sorting” on page 72.

To configure Log Viewer settings for generating a report, perform the following steps:
1. Start and log into SonicWALL ViewPoint.
2. Click the UTM or SSL-VPN tab.
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A& L og Viewer

3. Select a SonicWALL appliance.

4. Expand the Log Viewer tree and click Search. The Search page displays. Log
Viewer must be enabled for the appliance in order to display all the fields on the

page.

1 &g Viewer Sertings

[#] Enatse Log Viewer | pdale .
Seleet Search Critera

Start Diste 1252010 (= Start Tame: 0 0 0

End Duyie: 1EE0010 | Enad Timee: 235850
Source [P User; Al Source Porls

Deshnabon [FHosthame: AR Destinabon Port

s age Calegory: Canneclions -

Mesmnge Tevt: {lark for al}

sasults Per Page: W~

Appliance Tevezome: Aneicalos_fngeles

Hnte: Spenfying date, tme 10 address, and Message Categary wil result in faster report generabion.

Generale Reporl

5. Select Enable Log Viewer and then click Update to turn on collection of raw data
in the database and enable viewing of that log data. This can consume a large amount
of space in your database. Review your database space constraints before enabling
the log viewer. The maximum number of appliances for which Log Viewer can be
enabled is controlled on the Console > Reports > Settings page. See “Controlling
the Number of Appliances with Log Viewer Enabled” on page 72.

Note Custom Reports are available on appliances with Log Viewer
enabled. See “Using Custom Reports on UTM Appliances” on
page 163.

Select the starting date to view from the Start Date list box.
Enter the starting time of events to view in the Start Time field.
Select the ending date of events to view in the End Date list box

© © N 2

Enter the ending time of events to view in the End Time field.

10. Enter the source IP address to view in the Source IP Address field. To view all IP
addresses, enter All.

11. Optionally enter the source port to view in the Source Port field.

12. Enter the destination IP address to view in the Destination IP Address field. To
view all IP addresses, enter All.
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13.
14.
15.
16.
17.

Real-time Syslog Viewer W

Optionally enter the destination port to view in the Destination Port field.
Select the type of events to view from the Message Category list box.

To search for specific message text, type the text into the Message Text field.
Select the number of entries to display per page from the Results Per Page field.
Click Generate Report. The Log Viewer Results page displays.

Real-time Syslog Viewer

The real-time syslog utility enables you to diagnose the system by viewing the syslog
messages in real time.

Note

Only use this utility when needed for diagnostic purposes.

To open the real-time syslog utility, perform the following steps:

1.

2
3.
4

Start and log into SonicWALL ViewPoint.
Click the UTM or SSL-VPN tab.
Expand Real-Time Viewer and click Syslog. The Real-Time Syslog page appears.

If syslog forwarding is not enabled, select Enable Syslog Forwarding, set the IP
address and port used by the syslog reader, and then click Update.
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A Forwarding Syslog Data to Another Syslog Server

5.
6.

9.

If the Syslog Reader is not already running, click Start Syslog Reader.

Click Start Button at the bottom of the screen. The Syslog Viewer begins showing
the latest syslog entries.

[F] Enetie Svslog Forwandng 1™ Address | 137.0,0.1 Pert: 21007 [ igniate || Flesst |

Mk

= The IF Addrass specfad should be the Congole el Sarver 1P address.
Retommended value for porl s 21007

= Ivmay e a few minubes for the sysiem o updaie the new configuraBon.

v Starl Sysiog Reader
Swsoq forwerdng i5 enabled (B0 address: 127,000, 1, Port: 21007 Fl pocx
Syslog Resder & curmenlly MOT rumng,

Plesme ola | the Syolog Peader,
{(Matr=Tf ynu do not have susfficent predeges, piease contact the administraber)

To change how many messages are displayed, select a number from the Number of
Messages list box at the bottom of the screen.

I — 1] i . " .
Number Of Messages: | 100 ¥ || Refresh Tims: |3 V| seconds| Fitter; | |

To change how often the Syslog Viewer is refreshed, select the time from the
Refresh Time list box at the bottom of the screen.

To stop the viewer, click the Stop button.

10. To search for text, use the browser’s Find utility.
11. When you are finished, close the Syslog Viewer.

Forwarding Syslog Data to Another Syslog

Server

To forward SonicWALL ViewPoint syslog data to another syslog server, perform the
following steps:

1.
2.

Open the sgmsConfig.xml file with a text editor.
Locate the following line:
Parameter name ="syslog.forwardToHost” value=""

Add the IP address or hostname of the destination syslog server to the value
attribute.

Save the sgmsConfig.xml file and exit.
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Posting ViewPoint Reporting to Another Web Server for End-User Access W

5. Ensure that at least firmware 6.3.1.0 is running on the SonicWALL appliances.

N\

Note To configure SonicWALL ViewPoint to not store the syslog data
after it has been forwarded, you must disable the ViewPoint
Reporting Module. To do this, open the ViewPoint Settings page in
the Console Panel, deselect the Enable Reporting check box, and
click Update.

Posting ViewPoint Reporting to Another
Web Server for End-User Access

To allow end user access to another web server for end-user access, install the
SonicWALL ViewPoint Console in redundant mode.

You can then allow end user access to the redundant Console for viewing ViewPoint
Reporting real-time and historical reports. End user access will be isolated from the main
Console that is used for managing and configuring SonicWALL appliances.
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interface 359

for GMS, enabling
ViewPoint 357

friendly name 353
FTP reports 225

GEM
alert types 100
configuring 101
default settings 99
overview 97,98
schedules 98
severites 97
thresholds 98
global view 117
global views 120
GMS
upgrading to from ViewPoint 356
Granular Event Management
See GEM

H
hardware

requirements 339
help

viewing online help 24
host name resolution 79

I
inheritance
report settings 138

MSOniCWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00380



installing
appendix 335
appliance, firmware support 339
browser requirements 338
database requirements 337
deployment settings 354
hardware requirements 339
Java requirements 338
network requirements 339
on Windows 342
overview 10
system requirements 337
task list 336
Universal Management Suite 342
interfaces
accessing both 11

overview of ViewPoint application 13

switching between 12, 24
TreeControl 20

UMH deployment options 31
UMH deployment role 32
UMH deployment services 36
UMH HTTP(S) settings 34
UMH SMTP settings 34

UMH system administration 28
UMH system diagnostics 30

UMH system interface overview 24

UMH system licenses 26

UMH system settings 25

UMH system software 29

UMH system status 26
IPS

reports 273

J
Java
plugin 371
requirements 338
java.policy file 21

L

licensing

log

requirements 10

SonicWALL appliances for use with
ViewPoint 10

ViewPoint on appliances 342

viewing 58

Log Viewer 290, 332
log viewer

for SSL VPN appliances 332

logging out 25

M

Mail Usage reports 231
MDTA 87
MySonicWALL

N

creating an account 340

name resolution crawler 79
network

P

requirements 339

pagination

settings 51

password

settings 51

PDF

exporting reports to 144
reports 152

port

syslog 370

profiles

existing 150
scheduled report 149

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00381



&y

R
registering
procedure 351
requirements 10
SonicWALL appliances 341
reporting
overview 115
search bar 116,118
reports
adding scheduled 135
Browse Time 128
By Site to By User navigation 129
compliance 144
cover pages 147
domains or IP addresses 130
inheritance 138
no data 156
PDF format 144
ROI 128
searching by dates of 155
settings 154
SSL VPN 295
SSL VPN authentication 330
SSL VPN bandwidth 301
SSL VPN custom resource activity 307
SSL VPN overview 293
SSL VPN resources 325
SSL VPN scheduled reports 296
SSL VPN summarization 297
viewing Dashboard 159
views 17
Web usage, exclusions 53

requirements
browser 338
database 337
hardware 339
Java 338
network 339
system 337

reverse inheritance
for reporting 139

role
configuring 32

S
scheduled reports
disabling/enabling 128
scheduler
link to from report page 118
schedules 98
resending 86
search bar 116,118
components of 123
operators 125
Security Dashboard reports 159
serial number 353
GMS 114
services
enabling/disabling 36
Services reports 189
sessions
managing 65
settings
inactivity timeout 51
pagination 51
password 51
website exclusion list 53
severities 97
signed applets 21
SMTP
settings 34, 355

MSOHiCWALL ViewPoint 6.0 Administrator’s Guide

IPR2022-00182 Page 00382



SNMP
port 339
SQL
authentication mode 369
status
viewing 17
summarizer
configuring reports to create 137
instant summary reports 76
using Summarize Now 76
summary report
customizing 148
syslog
port 339
port number 370
system
requirements 337
system interface
deployment options 31
deployment role 32
deployment services 36
HTTP(S) settings 34
overview 24
SMTP settings 34
system administration 28
system diagnostics 30
system licenses 26
system settings 25
system software 29
system status 26

T
thresholds 98
timeout
inactivity settings 51
TreeControl
collapsing/hiding the pane 20, 128
menu 20

troubleshooting 368, 370
reports, no data 156

U

UMH interface
deployment options 31
deployment role 32
deployment services 36
HTTP(S) settings 34
overview 24
SMTP settings 34
system administration 28
system diagnostics 30
system licenses 26
system settings 25
system software 29
system status 26

uninstalling 369

unit view 121

Universal Management Suite
installing 342

upgrading
purchasing GMS upgrade 366
upgrade key 336
ViewPoint to GMS 356

users
managing sessions 65
settings 51

\%
views
global 120
unit 121
Virus Attacks Reports 260
VPN Usage reports 238

wW

Web
port configuration 354
port settings 34

SonicWALL ViewPoint 6.0 Administrator’s Guidem

IPR2022-00182 Page 00383



&y

web event consolidation 141
Web Filter reports 209
Web usage
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Copyright Notice

© 2010 SonicWALL, Inc.
All rights reserved.

Under the copyright laws, this manual or the software described within, can not be copied, in whole or part, without the
written consent of the manufacturer, except in the normal use of the software to make a backup copy. The same
proprietary and copyright notices must be affixed to any permitted copies as were affixed to the original. This exception
does not allow copies to be made for others, whether or not sold, but all of the material purchased (with all backup
copies) can be sold, given, or loaned to another person. Under the law, copying includes translating into another
language or format.

Specifications and descriptions subject to change without notice.

Trademarks

SonicWALL is a registered trademark of SonicWALL, Inc.

Windows XP, Windows Vista, Windows 7, Windows Server 2008, Windows Server 2003, Internet Explorer, and Active
Directory are trademarks or registered trademarks of Microsoft Corporation.

Firefox is a trademark of the Mozilla Foundation.

Netscape is a registered trademark of Netscape Communications Corporation in the U.S. and other countries.
Netscape Navigator and Netscape Communicator are also trademarks of Netscape Communications Corporation and
may be registered outside the U.S.

Adobe, Acrobat, and Acrobat Reader are either registered trademarks or trademarks of Adobe Systems Incorporated
in the U.S. and/or other countries.

Other product and company names mentioned herein may be trademarks and/or registered trademarks of their
respective companies and are the sole property of their respective manufacturers.

End User Licensing Agreement For SonicWall ViewPoint

This End User Licensing Agreement (EULA) is a legal agreement between you and SonicWALL, Inc. (SonicWALL) for
the SonicWALL software product identified above, which includes computer software and any and all associated
media, printed materials, and online or electronic documentation (SOFTWARE PRODUCT). By opening the sealed
package(s), installing, or otherwise using the SOFTWARE PRODUCT, you agree to be bound by the terms of this
EULA. If you do not agree to the terms of this EULA, do not open the sealed package(s), install or use the SOFTWARE
PRODUCT. You may however return the unopened SOFTWARE PRODUCT to your place of purchase for a full refund.

The SOFTWARE PRODUCT is licensed, not sold.

You acknowledge and agree that all right, title, and interest in and to the SOFTWARE PRODUCT, including all
associated intellectual property rights, are and shall remain with SonicWALL. This EULA does not convey to you an
interest in or to the SOFTWARE PRODUCT, but only a limited right of use revocable in accordance with the terms of
this EULA.

. The SOFTWARE PRODUCT is licensed as a single product and can only be used as such.

. You may also store or install a copy of the SOFTWARE PRODUCT on a storage device, such as a network
server, used only to install or run the SOFTWARE PRODUCT on your other computers over an internal
network.

. You may not resell, or otherwise transfer for value, rent, lease, or lend the SOFTWARE PRODUCT.

. The SOFTWARE PRODUCT is trade secret or confidential information of SonicWALL or its licensors. You
shall take appropriate action to protect the confidentiality of the SOFTWARE PRODUCT. You shall not
reverse-engineer, de-compile, or disassemble the SOFTWARE PRODUCT, in whole or in part. The
provisions of this section will survive the termination of this EULA.

. You agree and certify that neither the SOFTWARE PRODUCT nor any other technical data received from
SonicWALL, nor the direct product thereof, will be exported outside the United States except as permitted by
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the laws and regulations of the United States, which may require U.S. Government export approval/licensing.
Failure to strictly comply with this provision shall automatically invalidate this License.

License

SonicWALL grants you a non-exclusive license to use the SOFTWARE PRODUCT for a number of SonicWALL eligible
products. This number is specified and shipped with the SOFTWARE PRODUCT. Support for additional SonicWALL
eligible products is subject to a separate upgrade license.

Upgrades

If the SOFTWARE PRODUCT is labeled as an upgrade, you must be properly licensed to use a product identified by
SonicWALL as being eligible for the upgrade in order to use the SOFTWARE PRODUCT. A SOFTWARE PRODUCT
labeled as an upgrade replaces and/or supplements the product that formed the basis for your eligibility for the
upgrade. You may use the resulting upgraded product only in accordance with the terms of this EULA. If the
SOFTWARE PRODUCT is an upgrade of a component of a package of software programs that you licensed as a
single product, the SOFTWARE PRODUCT may be used and transferred only as part of that single product package
and may not be separated for use on more than one computer.

Support Services

SonicWALL may provide you with support services related to the SOFTWARE PRODUCT (“Support Services”). Use of
Support Services is governed by the SonicWALL policies and programs described in the user manual, in “online”
documentation, and/or in other SonicWALL-provided materials. Any supplemental software code provided to you as
part of the Support Services shall be considered part of the SOFTWARE PRODUCT and subject to terms and
conditions of this EULA. With respect to technical information you provide to SonicWALL as part of the Support
Services, SonicWALL may use such information for its business purposes, including for product support and
development. SonicWALL shall not utilize such technical information in a form that identifies its source.

Ownership

As between the parties, SonicWALL retains all title to, ownership of, and all proprietary rights with respect to the
SOFTWARE PRODUCT (including but not limited to any images, photographs, animations, video, audio, music, text,
and ‘applets” incorporated into the SOFTWARE PRODUCT), the accompanying printed materials, and any copies of
the SOFTWARE PRODUCT. The SOFTWARE PRODUCT is protected by copyrights laws and international treaty
provisions. The SOFTWARE PRODUCT is licensed, not sold. This EULA does not convey to you an interest in or to the
SOFTWARE PRODUCT, but only a limited right of use revocable in accordance with the terms of this EULA.

U.S. Government Restricted Rights

If you are acquiring the Software including accompanying documentation on behalf of the U.S. Government, the
following provisions apply. If the Software is supplied to the Department of Defense (“DoD”), the Software is subject to
“Restricted Rights”, as that term is defined in the DOD Supplement to the Federal Acquisition Regulations (“DFAR”) in
paragraph 252.227 7013(c) (1). If the Software is supplied to any unit or agency of the United States Government other
than DOD, the Government's rights in the Software will be as defined in paragraph 52.227 19(c) (2) of the Federal
Acquisition Regulations (“FAR”). Use, duplication, reproduction or disclosure by the Government is subject to such
restrictions or successor provisions. Contractor/Manufacturer is: SonicWALL, Inc. 2001 Logic Drive, San Jose, CA
95124-3452, USA.
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Exports License

Licensee will comply with, and will, at SonicWALL's request, demonstrate such compliance with all applicable export
laws, restrictions, and regulations of the U.S. Department of Commerce, the U.S. Department of Treasury and any
other any U.S. or foreign agency or authority. Licensee will not export or re-export, or allow the export or re-export of
any product, technology or information it obtains or learns pursuant to this Agreement (or any direct product thereof) in
violation of any such law, restriction or regulation, including, without limitation, export or re-export to Cuba, Iran, Iraq,
Libya, North Korea, Sudan, Syria or any other country subject to applicable U.S. trade embargoes or restrictions, or to
any party on the U.S. Export Administration Table of Denial Orders or the U.S. Department of Treasury List of Specially
Designated Nationals, or to any other prohibited destination or person pursuant to U.S. law, regulations or other
provisions.

Miscellaneous

This EULA represents the entire agreement concerning the subject matter hereof between the parties and supercedes
all prior agreements and representations between them. It may be amended only in writing executed by both parties.
This EULA shall be governed by and construed under the laws of the State of California as if entirely performed within
the State and without regard for conflicts of laws. Should any term of this EULA be declared void or unenforceable by
any court of competent jurisdiction, such declaration shall have no effect on the remaining terms hereof. The failure of
either party to enforce any rights granted hereunder or to take action against the other party in the event of any breach
hereunder shall not be deemed a waiver by that party as to subsequent enforcement of rights or subsequent actions in
the event of future breaches.

Termination

This EULA is effective upon your opening of the sealed package(s), installing or otherwise using the SOFTWARE
PRODUCT, and shall continue until terminated. Without prejudice to any other rights, SonicWALL may terminate this
EULA if you fail to comply with the terms and conditions of this EULA. SonicWALL reserves the right to terminate this
EULA five (5) years after the SOFTWARE PRODUCT is issued to Licensee. In event of termination, you agree to
return or destroy the SOFTWARE PRODUCT (including all related documents and components items as defined
above) and any and all copies of same.

Limited Warranty

SonicWALL warrants that a) the software product will perform substantially in accordance with the accompanying
written materials for a period of ninety (90) days from the date of purchase, and b) any support services provided by
SonicWALL shall be substantially as described in applicable written materials provided to you by SonicWALL. Any
implied warranties on the software product are limited to ninety (90) days. Some states and jurisdictions do not allow
limitations on duration of an implied warranty, so the above limitation may not apply to you.

Customer Remedies

SonicWALL's and its suppliers’ entire liability and your exclusive remedy shall be, at SonicWALL's option, either a)
return of the price paid, or b) repair or replacement of the SOFTWARE PRODUCT that does not meet SonicWALL's
Limited Warranty and which is returned to SonicWALL with a copy of your receipt. This Limited Warranty is void if
failure of the SOFTWARE PRODUCT has resulted from accident, abuse, or misapplication. Any replacement
SOFTWARE PRODUCT shall be warranted for the remainder of the original warranty period or thirty (30) days,
whichever is longer. Outside of the United States, neither these remedies nor any product Support Services offered by
SonicWALL are available without proof of purchase from an authorized SonicWALL international reseller or distributor.

No Other Warranties

To the maximum extent permitted by applicable law, SonicWALL and its suppliers/licensors disclaim all other
warranties and conditions, either express or implied, including, but not limited to, implied warranties of merchantability,
fithess for a particular purpose, title, and non-infringement, with regard to the SOFTWARE PRODUCT, and the
provision of or failure to provide support services. This limited warranty gives you specific legal rights. You may have
others, which vary from state/jurisdiction to state/jurisdiction.
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Limitation of Liability

Except for the warranties provided hereunder, to the maximum extent permitted by applicable law, in no event shall
SonicWALL or its suppliers/licensors be liable for any special, incidental, indirect, or consequential damages for lost
business profits, business interruption, loss of business information,) arising out of the use of or inability to use the
SOFTWARE PRODUCT or the provision of or failure to provide support services, even if SonicWALL has been advised
of the possibility of such damages. In any case, SonicWALL's entire liability under any provision of this EULA shall be
limited to the amount actually paid by you for the SOFTWARE PRODUCT; provided, however, if you have entered into
a SonicWALL support services agreement, SonicWALL's entire liability regarding support services shall be governed
by the terms of that agreement. Because some states and jurisdiction do not allow the exclusion or limitation of liability,
the above limitation may not apply to you.

Manufacturer is SonicWALL, Inc. with headquarters located at 2001 Logic Drive, San Jose, CA 95124-3452, USA.
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