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· All the claim elements identified herein are literally and equivalently present in the Accused Instrumentalities.

· For clarity, the portion of a cited reference that is relied upon for support may also be reproduced in the chart. Also,

earlier, later or otherwise different versions of the reference may be available but not specifically cited.

· The portion of the Accused Instrumentality covered by a claim element is typically identified by an arrow and/or

outlined in color. Such identification is exemplary, not exclusive or exhaustive. The Asserted Claims are open ended, not

close ended or improperly restricted. Additional portions of the Accused Instrumentality might also be covered by the

claim element but might not be identified in the chart.

· All quantitative figures, qualitative figures and data cited in the chart are subject to measurement and/or computational

variation.
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Claim 1

A (PC) power converter coupled to a (PSC) power system controller configured to receive a (S) signal

indicating a (OP) system operational state of a (LD) load coupled thereto, comprising:

a (PS) power switch configured to conduct for a (DC) duty cycle to provide a (OC) regulated output 

characteristic at an (OUT) output thereof; and

a (CON) controller configured to receive a (COM) command from said (PSC) power system controller to enter 

a (PCOP) power converter operational state as a function of said (S) signal indicating said (OP) system 

operational state, 

said (CON) controller further configured to provide a (OS) signal to control said (DC) duty cycle of said (PS)

power switch as a function of said (OC) output characteristic and in accordance with said (COM) command, 

thereby regulating an (IOC) internal operating characteristic of said (PC) power converter to improve an (EFF) 

operating efficiency thereof as a function of said (OP) system operational state.

Claim 2

The (PC) power converter as recited in claim 1 wherein said (PC) power converter is configured to enter said 

(PCOP) power converter operational state within a (TTIM) transition time from another (PCOP0) power 

converter operational state.
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A (PC) power converter coupled to a (PSC) power system controller configured to receive a (S) signal indicating a (OP) system 

operational state of a (LD) load coupled thereto, comprising:

3

Claim 1

Dell Inc., Quick Start Guide for Latitude 5289 2-in-1 at 

p. 1 (2016)

Dell Inc., User’s Guide for Dell USB-C Power 

Adapter Plus-90W PA901C at p. 7 (2020)

These are typical examples of Dell generally instructing users of its power converters to couple them to loads.
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A (PC) power converter coupled to a (PSC) power system controller configured to receive a (S) signal indicating a (OP) system 

operational state of a (LD) load coupled thereto, comprising:
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A (PC) power converter coupled to a (PSC) power system controller configured to receive a (S) signal indicating a (OP) system 

operational state of a (LD) load coupled thereto, comprising:
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A (PC) power converter coupled to a (PSC) power system controller configured to receive a (S) signal indicating a (OP) system 

operational state of a (LD) load coupled thereto, comprising:
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a (PS) power switch configured to conduct for a (DC) duty cycle to provide a (OC) regulated output characteristic at an (OUT) 

output thereof; and
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a (PS) power switch configured to conduct for a (DC) duty cycle to provide a (OC) regulated output characteristic at an (OUT) 

output thereof; and
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a (PS) power switch configured to conduct for a (DC) duty cycle to provide a (OC) regulated output characteristic at an (OUT) 

output thereof; and

9

OC

OC

OC

OC

OC

OC

Claim 1

PS

PS

Anker, EX1017, p. 9



U.S. Patent No. 7,675,759 – Dell LA90PM170

a (CON) controller configured to receive a (COM) command from said (PSC) power system controller to enter a (PCOP) power 

converter operational state as a function of said (S) signal indicating said (OP) system operational state,
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OP

S

a (CON) controller configured to receive a (COM) command from said (PSC) power system controller to enter a (PCOP) power 

converter operational state as a function of said (S) signal indicating said (OP) system operational state, 
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said (CON) controller further configured to provide a (OS) signal to control said (DC) duty cycle of said (PS) power switch as a 

function of said (OC) output characteristic and in accordance with said (COM) command, 
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said (CON) controller further configured to provide a (OS) signal to control said (DC) duty cycle of said (PS) power switch as a 

function of said (OC) output characteristic and in accordance with said (COM) command, 
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said (CON) controller further configured to provide a (OS) signal to control said (DC) duty cycle of said (PS) power switch as a 

function of said (OC) output characteristic and in accordance with said (COM) command, 
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said (CON) controller further configured to provide a (OS) signal to control said (DC) duty cycle of said (PS) power switch as a 

function of said (OC) output characteristic and in accordance with said (COM) command, 
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OP

thereby regulating an (IOC) internal operating characteristic of said (PC) power converter to improve an (EFF) operating 

efficiency thereof as a function of said (OP) system operational state.
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thereby regulating an (IOC) internal operating characteristic of said (PC) power converter to improve an (EFF) operating 

efficiency thereof as a function of said (OP) system operational state.
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The (PC) power converter as recited in claim 1 wherein said (PC) power converter is configured to enter said (PCOP) power 

converter operational state within a (TTIM) transition time from another (PCOP0) power converter operational state.
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