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CLAIM LISTING 

CLAIM 46: 

Claim 46[Pre] A speech recognition circuit comprising: 

46(a) an input buffer receiving processed speech parameters; 

46(b) a plurality of lexical memories containing in combination complete 

lexical data for word recognition, each lexical memory containing part of said 

complete lexical data; 

46(c) a plurality of processors connected in parallel to said input buffer for 

processing the speech parameters in parallel, said processors being arranged in 

groups of processors, each group of processors being connected to a lexical 

memory; 

46(d) a control processor controlling each processor to process said speech 

parameters using partial lexical data read from a respective said lexical memory; 

and 

46(e) a results memory storing the results of the processing of the speech 

parameters from said processors. 

Claim 47: 

A speech recognition circuit according to claim 46, wherein each lexical 

memory stores lexical data as at least one lexical tree data structure, each lexical 
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tree data structure comprises a model of words having common prefix components, 

and an initial component of each lexical tree data structure is unique. 

Claim 48: 

A speech recognition circuit according to claim 47, wherein each lexical 

memory stores said lexical tree data structure as an n phone model of words, where 

n is an integer, and said components comprise n phones. 

Claim 49: 

A speech recognition circuit according to claim 48, wherein each lexical 

memory stores said lexical tree data structure as a mono phone model of words, 

and said lexical tree processors use said mono phone models to generate context 

dependant phone models of words dynamically for use in processing the speech 

parameters. 

Claim 50: 

A speech recognition circuit according to claim 46, wherein each processor 

compares the processed speech parameters with the lexical data in a corresponding 

lexical memory to identify words as a word recognition event and sends 

information identifying the identified words to said results memory as the 

processing results. 

IPR2023-00033 
Apple EX1003 Page 7



Declaration of Chris Schmandt 
Patent No. 7,587,319 

Claim 51: 

A speech recognition circuit according to claim 50, a including language 

model processor providing a language model output for modifying the processing 

results at a word recognition event by a said processor. 

Claim 53: 

A speech recognition circuit according to claim 51, wherein each processor 

determines and outputs scores for words in the processing results at word 

recognition events. 

Claim 54: 

A speech recognition circuit according to claim 46, wherein said processors 

process said speech parameters by comparing said speech parameters with said 

lexical data or data derived from lexical data in respective said lexical memories. 

Claim 58: 

A speech recognition circuit according to claim 46, wherein said processors 

determine and output scores in the processing results during the processing of said 

speech parameters. 

Claim 59: 

A speech recognition circuit according to claim 58, wherein said processors 

prune the processing of the speech parameters in dependence upon the determined 

scores. 
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Claim 64: 

A speech recognition circuit according to claim 46, wherein said input buffer 

is arranged to receive said speech parameters as feature vectors. 

Claim 67: 

A speech recognition circuit according to claim 46, wherein said lexical 

memories store said lexical data as Hidden Markov Models, and each processor 

performs the Viterbi search algorithm using a respective part of said lexical data. 
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I, Christopher Schmandt, declare as follows: 

I. INTRODUCTION AND QUALIFICATIONS 

1. I am over the age of 21 and am competent to make this declaration. 

A. Educational Background and Professional Experience 

2. I retired several years ago after a 40-year career at the Massachusetts 

Institute of Technology (“MIT”); for most of that time I was employed as a Principal 

Research Scientist at the Media Laboratory. In that role I also served as faculty for 

the MIT Media Arts and Sciences academic program. I was a founder of the Media 

Laboratory, a research lab which now spans two buildings. 

3. I received my B.S. degree in Electrical Engineering and Computer 

Science from MIT in 1978, and my M.S. in Visual Studies (Computer Graphics) also 

from MIT. I was employed at MIT since 1980, initially at the Architecture Machine 

Group which was an early computer graphics and interactive systems research lab. 

In 1985, I helped found the Media Laboratory and continued to work there until 

retirement. I was director of a research group titled “Living Mobile.” My research 

spanned distributed communication and collaborative systems, with an emphasis on 

multi-media and user interfaces, with a strong focus on speech-based systems. I have 

over 70 published conference and journal papers and one book in the field of speech 

technology and user interaction. 
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4. For the first fifteen years of my career, my research emphasized speech 

recognition and speech user interfaces. I built the first conversational computer 

system utilizing speech recognition and synthesis (“Put That There”) starting in 

1980. I continued to innovate speech user interfaces using recognition, text-to-

speech synthesis, and recorded audio in a wide variety of projects. I built one of the 

first graphical user interfaces for audio editing, employing keyword recognition on 

voice memos in 1982 (Intelligent Ear). I built the first research-grade unified 

messaging system, which combined text and voice messages into a single inbox, 

with speech recognition over the phone for remote access, and a graphical user 

interface for desktop access in 1983 (Phone Slave). Along with my students we built 

the first system for real time spoken driving directions, including speech-accessible 

maps of Cambridge, Massachusetts in 1987 (Back Seat Driver). We built some of 

the earliest speech-based personal assistants for managing messages, calendar, 

contacts, etc. (Conversational Desktop 1985, Chatter 1993, MailCall 1996). We built 

quite a few systems employing speech recognition in handheld mobile devices 

(ComMotion 1999, Nomadic Radio 2000, Impromptu 2001, and Symphony 2004, 

for example). We applied speech recognition to large bodies of everyday 

conversations captured with a wearable device and utilized as a memory aid 

(Memory Prosthesis 2004). We used speech recognition on radio newscasts to build 

a personalized version of audio newscasts (Synthetic News Radio, 1999) and also 
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investigated adding speech recognition to a mouse-based window system a few years 

earlier. 

5. I was later awarded the prestigious Association for Computing 

Machinery (ACM) Computer Human Interface (CHI) Academy membership 

specifically for those years of work pioneering speech user interfaces. 

6. In the course of my research, I built a number of speech recognition 

client/server distributed systems, with the first being in 1985. Much of the initial 

motivation for a server architecture was that speech recognition required expensive 

digital signal processing hardware that we could not afford to put on each computer, 

so a central server with the required hardware was used. Later versions of the speech 

recognition server architecture allowed certain computers to perform specialized 

tasks serving a number of client computers providing voice user interfaces, either on 

screens or over telephone connections. 

7. Because of my early work with distributed speech systems, I served for 

several years in the mid-1990s with a working group on the impact of multimedia 

systems on the Internet reporting to the Internet Engineering Task Force (IETF) and 

later the Internet Activities Board (IAB). This work impacted emerging standards 

such as Session Initiation Protocol (SIP). 

In my faculty position I taught graduate level courses in speech technology and user 

interaction design, and directly supervised student research and theses at the 
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Bachelors, Masters, and PhD level. I oversaw the Masters and PhD thesis programs 

for the entire Media Arts and Sciences academic program during my more senior 

years. I also served on the Media Laboratory intellectual property committee for 

many years. 

II. METHODOLOGY; MATERIALS CONSIDERED 

8. I have relied upon my education, knowledge, and experience with 

speech recognition systems more generally, as well as the other materials as 

discussed in this declaration in forming my opinions. 

9. For this work, I have been asked to review U.S. Patent No. 7,587,319 

(“’319 Patent”) (Ex. 1001) including the specification and claims, and the ’319 

Patent’s prosecution history (“’319 File History”) (Ex. 1002). In developing my 

opinions relating to the ’319 Patent, I have considered the materials cited or 

discussed herein, including those itemized in the Exhibit Table below. 

Exhibit Description 
Exhibit 1001 U.S. Patent No. 7,587,319 (“’319 Patent”) 
Exhibit 1002 Prosecution History for the 7,587,319 Patent (“’319 File History”) 
Exhibit 1004 U.S. Patent No. 6,374,219 to Jiang (“Jiang”) 
Exhibit 1005 U.S. Patent No. 5,428,803 to Chen et al. (“Chen”) 
Exhibit 1006 Hsiao-Wuen Hon, A survey of hardware architectures designed for 

speech recognition, Carnegie Mellon University, 1991 (“Hon”) 
Exhibit 1007 Ph.D. Thesis of Mosur Ravishankar (“Ravishankar”)  
Exhibit 1008 Intentionally Left Blank 
Exhibit 1009 U.S. Patent No. 5,983,180 to Robinson (“Robinson”) 
Exhibit 1010 U.S. Patent No. 5,036,539 to Wrench Jr., et al. (“Wrench”) 
Exhibit 1011 Frederick Jelinek, Statistical Methods for Speech Recognition, The 

MIT Press, 1997 (“Jelinek”) 
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Exhibit 1012 Christopher Schmandt, Voice Communication with Computers, 
Van Nostrand Reinhold, 1994 (“Schmandt”) 

Exhibit 1013 Lawrence Rabiner and Biing-Hwang Juang, Fundamentals of 
Speech Recognition Prentice Hall PTR, 1993 (“Rabiner”) 

Exhibit 1014 Richard Klevans and Robert Rodman, Voice Recognition, Artech 
House, 1997 (“Klevans”) 

Exhibit 1015 U.S. Patent No. 7,120,582 to Young et al. (“Young”)  
Exhibit 1016 John Holmes and Wendy Holmes, Speech Synthesis and 

Recognition, 2nd Edition, Taylor & Francis, 2001 (“Holmes”)  
Exhibit 1017 U.S. Patent No. 4,926,488 to Nadas et al. (“Nadas”)  
Exhibit 1018 U.S. Patent No. 6,182,037 to Maes (“Maes”) 
Exhibit 1019 U.S. Patent Application Publication No. 2003/0220796 to Aoyama 

et al. (“Aoyama”) 
Exhibit 1020 U.S. Patent No. 6,092,045 to Stubley et al. (“Stubley”) 
Exhibit 1021 U.S. Patent No. 6,151,574 to Lee et al. (“Lee”) 
Exhibit 1022 U.S. Patent No. 6,580,814 to Ittycheriah et al. (“Ittycheriah”) 
Exhibit 1023 U.S. Patent No. 6,452,348 to Toyoda (“Toyoda”) 
Exhibit 1024 William A. Wulf and C.G. Bell, C.mmp–A multi-mini-processor, 

Carnegie-Mellon University, 1972 (“Wulf”) 
Exhibit 1025 Lee D. Erman, Richard D. Fennell, Victor R. Lesser, and D. Raj 

Reddy, System Organizations for Speech Understanding: 
Implications of Network and Multiprocessor Computer 
Architectures for AI, IEEE Transactions on Computers, Vol. C-25, 
No. 4, April 1976 (“Erman”) 

Exhibit 1026 U.S. Patent No. 6,393,481 to Deo et al. (“Deo”) 
Exhibit 1027 U.S. Patent No. 6,615,338 to Tremblay et al. (“Tremblay”) 
Exhibit 1028 U.S. Patent No. 5,922,076 to Garde (“Garde”) 
Exhibit 1029 Lawrence R. Rabiner, A Tutorial on Hidden Markov Models and 

Selected Applications in Speech Recognition, Proceedings of the 
IEEE, Vol. 77, No. 2, February 1989 (“Rabiner 89”) 

Exhibit 1030 U.S. Patent No. 6,526,380 to Thelen et al. (“Thelen”) 
Exhibit 1031 U.S. Patent No. 5,459,798 to Bailey et al. (“Bailey”) 
Exhibit 1033 Declaration of June Ann Munford (“Munford”) 
Exhibit 1034 U.S. Patent No. 6,076,056 to Huang et al. (“Huang”) 
Exhibit 1035 U.S. Patent No. 4,831,550 to Katz (“Katz”) 
Exhibit 1036 U.S. Patent No. 4,567,606 to Vensko et al. (“Vensko”) 
Exhibit 1037 U.S. Patent No. 4,907,278 to Cecinati et al. (“Cecinati”) 
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Exhibit 1038 B. I. (Raj) Pawate and Peter D. Robinson, “Implementation of an 
HMM-Based, Speaker-Independent Speech Recognition System on 
the TMS320C2x and TMS320C5x”, 1996 (“Pawate”) 

Exhibit 1039 U.S. Patent No. 4,386,416 to Giltner et al. (“Giltner”) 
Exhibit 1040 U.S. Patent No. 4,571,700 to Emry, Jr. et al. (“Emry”) 
Exhibit 1041 U.S. Patent No. 4,646,261 to Ng (“Ng”) 
Exhibit 1042 U.S. Patent No. 5,150,399 to Yasuda (“Yasuda”) 

 

10. I have considered these materials from the viewpoint of a POSITA as 

of the priority date of the ’319 Patent. For the purposes of this declaration, I have 

been asked to assume that the priority date of the ’319 Patent is February 4, 2002. I 

note that my opinions provided in this Declaration are made from the perspective of 

a POSITA as of this priority date of the ’319 Patent, unless expressly stated 

otherwise. To the extent that I use any verb tense in this Declaration that is present 

tense (e.g., “a POSITA would understand” instead of “a POSITA would have 

understood”), such verb tense should be understood to be my opinion as of the ’319 

Patent’s priority date (again, unless expressly stated otherwise). I merely use the 

present verb tense for ease of reading. 

III. OVERVIEW AND LEGAL STANDARDS 

11. In formulating my opinions, I have been instructed to apply certain 

legal standards. I am not a lawyer. I do not expect to offer any testimony regarding 

what the law is. Instead, the following sections summarize the law as I have been 

instructed to apply it in formulating and rendering my opinions found later in this 

declaration. I understand that, in an inter partes review (“IPR”) proceeding, patent 
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claims may be deemed unpatentable if it is shown that they were anticipated or 

rendered obvious in view of the prior art. I understand that prior art in an IPR review 

is limited to patents or printed publications that predate the priority date of the patent 

at issue. I understand that questions of claim clarity (definiteness) and enablement 

cannot be considered as a ground for considering the patentability of a claim in these 

proceedings. 

A. Person of Ordinary Skill in the Art 

12. I understand that the ’319 Patent, the record of proceedings at the Patent 

Office (which I understand is called the “File History” or “Prosecution History”), 

and the teachings of the prior art are evaluated from the perspective of a person of 

ordinary skill in the art (“POSITA”). I understand that the factors considered in 

determining the ordinary level of skill in the art include: (i) the levels of education 

and experience of persons working in the field; (ii) the types of problems 

encountered in the field; and (iii) the sophistication of the technology. I may also 

consider, if available, the education level of the inventor, prior art solutions to the 

problems encountered in the art, and the rapidity with which innovations are made 

in the relevant art. 

13. I understand that a person of ordinary skill in the art is not a specific 

real individual, but rather a hypothetical individual having the qualities reflected by 

the factors above. This hypothetical person has knowledge of all prior art in the 

IPR2023-00033 
Apple EX1003 Page 16



Declaration of Chris Schmandt 
Patent No. 7,587,319 

relevant field as if it were arranged on a workshop wall and takes from each reference 

what it would teach to a person having the skills of a POSITA. 

B. Obviousness 

14. I understand that a claim may be invalid under § 103(a) if the subject 

matter described by the claim as a whole would have been “obvious” to a 

hypothetical POSITA in view of a single prior art reference or in view of a 

combination of references at the time the claimed invention was made. Therefore, I 

understand that obviousness is determined from the perspective of a hypothetical 

POSITA. I further understand that a hypothetical POSITA is assumed to know and 

to have all relevant prior art in the field of endeavor covered by the patent in suit and 

all analogous prior art. I understand that obviousness in an IPR review proceeding 

is evaluated using a preponderance of the evidence standard, which means that the 

claims must be more likely obvious than nonobvious. 

15. I also understand that an analysis of whether a claimed invention would 

have been obvious should be considered in light of the scope and content of the prior 

art, the differences (if any) between the prior art and the claimed invention, and the 

level of ordinary skill in the pertinent art involved. I understand as well that a prior 

art reference should be viewed as a whole. I understand that in considering whether 

an invention for a claimed combination would have been obvious, I may assess 

whether there are apparent reasons to combine known elements in the prior art in the 
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manner claimed in view of interrelated teachings of multiple prior art references, the 

effects of demands known to the design community or present in the marketplace, 

and/or the background knowledge possessed by a POSITA. I also understand that 

other principles may be relied on in evaluating whether a claimed invention would 

have been obvious, and that these principles include the following: 

• A combination of familiar elements according to known methods is 

likely to be obvious when it does no more than yield predictable results; 

• When a device or technology is available in one field of endeavor, 

design incentives and other market forces can prompt variations of it, 

either in the same field or in a different one, so that if a POSITA can 

implement a predictable variation, the variation is likely obvious; 

• If a technique has been used to improve one device, and a POSITA 

would have recognized that it would improve similar devices in the 

same way, using the technique is obvious unless its actual application 

is beyond his or her skill; 

• An explicit or implicit teaching, suggestion, or motivation to combine 

two prior art references to form the claimed combination may 

demonstrate obviousness, but proof of obviousness does not depend on 

or require showing a teaching, suggestion, or motivation to combine; 
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• Market demand, rather than scientific literature, can drive design trends 

and may show obviousness; 

• In determining whether the subject matter of a patent claim would have 

been obvious, neither the particular motivation nor the avowed purpose 

of the named inventor controls; 

• One of the ways in which a patent’s subject can be proved obvious is 

by noting that there existed at the time of invention a known problem 

for which there was an obvious solution encompassed by the patent’s 

claims; 

• Any need or problem known in the field of endeavor at the time of 

invention and addressed by the patent can provide a reason for 

combining the elements in the manner claimed; 

• “Common sense” teaches that familiar items may have obvious uses 

beyond their primary purposes, and in many cases a POSITA will be 

able to fit the teachings of multiple patents together like pieces of a 

puzzle; 

• A POSITA is also a person of ordinary creativity, and is not an 

automaton; 

• A patent claim can be proved obvious by showing that the claimed 

combination of elements was “obvious to try,” particularly when there 
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is a design need or market pressure to solve a problem and there are a 

finite number of identified, predictable solutions such that a POSITA 

would have had good reason to pursue the known options within his or 

her technical grasp; and 

• One should not use hindsight in evaluating whether a claimed invention 

would have been obvious. 

16. I also understand that an obviousness determination includes the 

consideration of various factors such as: (1) the scope and content of the prior art, 

(2) the differences between the prior art and the asserted claims, (3) the level of 

ordinary skill in the pertinent art, and (4) the existence of secondary considerations 

such as commercial success, long-felt but unresolved needs, failure of others, and so 

forth. 

17. I am informed that it is improper to combine references where the 

references teach away from their combination. I am informed that a reference may 

be said to teach away when a person of ordinary skill in the relevant art, upon reading 

the reference, would be discouraged from following the path set out in the reference, 

or would be led in a direction divergent from the path that was taken by the patent 

applicant. In general, a reference will teach away if it suggests that the line of 

development flowing from the reference’s disclosure is unlikely to be productive of 

the result sought by the patentee. I am informed that a reference teaches away, for 
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example, if (1) the combination would produce a seemingly inoperative device, or 

(2) the references leave the impression that the product would not have the property 

sought by the patentee. I also am informed, however, that a reference does not teach 

away if it merely expresses a general preference for an alternative invention but does 

not criticize, discredit, or otherwise discourage investigation into the invention 

claimed. 

18. I am informed that even if a prima facie case of obviousness is 

established, the final determination of obviousness must also consider “secondary 

considerations” if presented. In most instances, the patentee raises these secondary 

considerations of non-obviousness. In that context, the patentee argues an invention 

would not have been obvious in view of these considerations, which include: (a) 

commercial success of a product due to the merits of the claimed invention; (b) a 

long-felt, but unsatisfied need for the invention; (c) failure of others to find the 

solution provided by the claimed invention; (d) deliberate copying of the invention 

by others; (e) unexpected results achieved by the invention; (f) praise of the 

invention by others skilled in the art; (g) lack of independent simultaneous invention 

within a comparatively short space of time; (h) teaching away from the invention in 

the prior art. 

19. I am further informed that secondary considerations evidence is only 

relevant if the offering party establishes a connection, or nexus, between the 
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evidence and the claimed invention. The nexus cannot be based on prior art features. 

The establishment of a nexus is a question of fact. While I understand that the Patent 

Owner here has not offered any secondary considerations at this time, I will 

supplement my opinions in the event that the Patent Owner raises secondary 

considerations during the course of this proceeding. 

20. Finally, I understand that obviousness in an IPR must be proven by a 

preponderance of the evidence. 

C. Analogous Art 

21. I have been informed that for a prior art reference to be proper for use 

in an obviousness analysis, the reference must be “analogous art” to the claimed 

invention. I have been informed that a reference is analogous art to the claimed 

invention if: (1) the reference is from the same field of endeavor as the claimed 

invention (even if it addresses a different problem); or (2) the reference is reasonably 

pertinent to the problem faced by the inventor (even if it is not in the same field of 

endeavor as the claimed invention). In order for a reference to be “reasonably 

pertinent” to the problem, it must logically have commended itself to an inventor’s 

attention in considering his problem. In determining whether a reference is 

reasonably pertinent, one should consider the problem faced by the inventor, as 

reflected either explicitly or implicitly, in the specification. I believe that all of the 

references that my opinions in this IPR are based upon are well within the range of 
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references a person having ordinary skill in the art would consult to address the type 

of problems described in the Challenged Claims. 

D. Claim Construction 

22. I understand that the claim terms in this IPR will be construed according 

to their ordinary and customary meaning as understood in light of the claim 

language, the patent’s description, and the prosecution history viewed from the 

perspective of a POSITA. I further understand that where a patent defines claim 

language, the definition in the patent controls, even if there are other definitions that 

might be understood by those working in the art. 

IV. LEVEL OF A PERSON OF ORDINARY SKILL 

23. Based on my review and analysis of the ’319 Patent, the prior art cited 

herein, and the ordinary skill factors described in this section, a POSITA in the field 

of the ’319 Patent at the time of the earliest possible priority date (February 4, 2002) 

would have been knowledgeable regarding the field of speech recognition 

technology. In my experience working in this field, most workers of ordinary skill 

in the art as of the earliest possible priority date of February 4, 2002 would have had 

a master’s degree in computer engineering, computer science, electrical engineering, 

or a related field, with at least two years of experience in the field of speech 

recognition, or a bachelor’s degree in the same fields with at least four years of 

experience in the field of speech recognition. See, e.g., the ’319 Patent (Ex. 1001) at 
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1:18-58 (describing the “Field of the Invention” and providing a “Description of the 

Related Art”). A person with less relevant practical experience but with additional 

education can also qualify as a POSITA in the field of the ’319 Patent provided the 

additional education focused on speech recognition technology. When I refer to the 

understanding of a POSITA, I am referring to the understanding of such a person as 

of February 4, 2002. 

24. As of February 4, 2002, I had more than ordinary skill in the art. I am, 

however, familiar with the skills and knowledge possessed by those I would have 

considered to be of ordinary skill in the art as of that date. For example, I knew 

people working in the field while I built systems employing speech recognition in 

handheld mobile devices (ComMotion 1999, Nomadic Radio 2000, and Impromptu 

2001, for example). 

25. My opinions provided in this declaration would not change in view of 

minor modifications to this level of ordinary skill. 

V. OVERVIEW OF THE TECHNOLOGY 

26. I was asked to briefly summarize the background of the technology 

from the standpoint of a POSITA prior to February 4, 2002. 

A. Speech Recognition 

27. Speech recognition using computer systems was known and widely 

used well before the priority date of the ’319 Patent. Some of the earliest speech 
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recognition systems were developed in the 1950s and 1960s. Rabiner (Ex. 1013), 

37-38. By the 1980s, speech recognition systems using Hidden Markov Models were 

well known and “widely applied in virtually every speech-recognition research 

laboratory in the world.” Rabiner, 39. In general, speech recognition refers to “the 

technologies used to allow computers to recognize the words in human speech.” 

Schmandt (Ex. 1012), 45. Indeed, speech was known to be used in “a variety of 

computing environments based on its role in human communication. Speech can be 

used as a method of interacting with a computer to place requests or receive 

warnings and notices. Voice can also be used as the underlying data itself[.]” 

Schmandt, 11. Further, at least as early as 1994 (publication date of Schmandt), 

“[d]esktop workstations can already support both these speech functions.” Id. 

28. One of the initial processes in a speech recognition system is 

“parameter extraction,” which entails “methods of extracting information from 

speech waveforms. Parameter or feature extraction consists of preprocessing an 

electrical signal to transform it into a usable digital form, applying algorithms to 

extract only speaker-related information from the signal[.]” Klevans (Ex. 1014), 12. 

Such extraction involves “digital signal processing (DSP) methods that are common 

to all computer speech systems.” Klevans, 12-13. Klevans teaches that “the sound 

wave created by an individual’s speech is transduced into an analog electrical signal 

via a microphone. The electrical signal is sampled and quantized, resulting in a 
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digital representation of the analog signal.” Klevans, 13. Following such analog to 

digital processing, “conditioning” may be performed on the signal, which includes 

bandpass filtering to remove additive noise and spectral flattening to compensate for 

“the effect of the vocal tract on the excitation signal created by the vibrating vocal 

folds.” Id. 

29. In general, it was known that speech recognizer systems included three 

basic components: (1) “speech representation that is computationally efficient for 

pattern matching” such as “Hidden Markov Models” that “are a statistical 

representation based on the various ways words or phonemes may be pronounced.” 

Schmandt, 45-46. I discuss Hidden Markov Models in more detail at Section V.D 

below. (2) A “set of templates or models, which are descriptions of each word to 

be recognized, in the representation of speech used by the recognizer. The templates 

describe the words in the recognizer’s vocabulary, i.e., those words that the 

recognizer can identify. They are reference models against which an input can be 

compared to determine what was spoken.” Schmandt, 46. (3) A “pattern matching 

algorithm to determine which template is most similar to a specimen of speech input. 

This element of the speech recognizer must determine word boundaries, locate the 

most similar template, and decide whether the difference between the input and the 

selected template is minor enough to accept the word.” Id. In general, a speech 

recognizer captures incoming speech and converts it “to the chosen internal 
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representation (see Figure 7.1). The pattern matcher then selects the template that 

most closely matches the input or rejects the utterance if no template is a close 

enough match.” Id. The functional elements of an exemplary speech recognizer are 

depicted below in Figure 7.1. 

 

Schmandt, 46 (“Figure 7.1”). 

30. When discussing speech recognition, one important topic is phonemes, 

which are speech sounds that form the words in a language. 

The phonemic layer is concerned with the string of 
phonemes of which the words are composed. Phonemes 
are the speech sounds that form the words of any language. 
Phonemes include all the sounds associated with vowels 
and consonants. A grunt, growl, hiss, or gargling sound is 
not a phoneme in English, so it cannot be part of a word; 
such sounds are not referred to as speech. At the phoneme 
layer, while talking we are either continuously producing 
speech sounds or are silent. We are not silent at word 
boundaries; the phonemes all run together. 
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Schmandt, 19. Schmandt further discloses that “[p]honemes are important small 

units, several of which make up most syllables.” Schmandt, 23. Further, Schmandt 

discloses that a “phoneme is a unit of speech, the set of which defines all the sounds 

from which words can be constructed in a particular language. There is at least one 

pair of words in a language for which replacing one phoneme with another will 

change what is spoken into a different word. Of course, not every combination of 

phonemes results in a word; many combinations are nonsense.” Schmandt, 23-24. 

31. It was also known to utilize spectrograms for “characterizing the speech 

signal and representing the information associated with the sounds” “via a spectral 

representation.” Rabiner, 50. Rabiner teaches that “[p]erhaps the most popular 

representation of this type is the sound spectrogram in which a three-dimensional 

representation of the speech intensity, in different frequency bands, over time is 

portrayed.” Id. Rabiner teaches that the “spectral intensity at each point in time is 

indicated by the intensity (darkness) of the plot at a particular analysis frequency.” 

Id. 
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Rabiner, 50 (“Figure 2.8”). 

32. One speech recognition technique known well before the priority date 

of the ’319 Patent was the statistical pattern-recognition approach to speech 

recognition. Rabiner (published in 1993) teaches the statistical pattern-recognition 

technique includes four main steps: feature measurement, pattern training, pattern 

classification, and decision logic. Rabiner, 82. Rabiner teaches the first step is 

“[f]eature measurement, in which a sequence of measurements is made on the input 

signal to define the ‘test pattern.’ For speech signals the feature measurements are 

usually the output of some type of spectral analysis technique, such as a filter bank 
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analyzer, a linear predictive coding [LPC] analysis, or a discrete Fourier transform 

(DFT) analysis.” Id. The second step, pattern training, involves creating reference 

patterns or models that characterize “the statistics of the features of the reference 

pattern.” Id. During the pattern classification step, an “unknown test pattern is 

compared with each (sound) class reference pattern and a measure of similarity 

(distance) between the test pattern and each reference pattern is computed.” Id. 

Rabiner further teaches that to “compare speech patterns (which consist of a 

sequence of spectral vectors), we require” “a local distance measure, in which local 

distance is defined as the spectral ‘distance’ between two well-defined spectral 

vectors[.]” Id. The fourth step is decision logic, “in which the reference pattern 

similarity scores are used to decide which reference pattern (or possibly which 

sequence of reference patterns) best matches the unknown test pattern.” Id. 

33. It was also known to use lexical trees to organize vocabulary before the 

priority date of the ’319 Patent. For example, Young teaches using a “lexical tree 

500 that is initialized before processing begins. The lexical tree 500 represents the 

active vocabulary 230 based on the phonetic relationships between words in the 

vocabulary.” Young (Ex. 1015), 11:37-41. Young further teaches that the “lexical 

tree includes a root node 505 that represents new words entering the lexical tree. 

From the root node 505, the tree expands to a group 510 of nodes that correspond to 

phonemes with which words start.” Young, 11:41-44. Young teaches that “[e]ach 

IPR2023-00033 
Apple EX1003 Page 30



Declaration of Chris Schmandt 
Patent No. 7,587,319 

node in the group 510 represents a phoneme that appears at the beginning of one or 

more words” using an example where “a node 610 corresponds to all words in the 

vocabulary that start with the phoneme ‘H’. Together, the nodes in the group 510 

include representations of the starting phoneme of every word in the vocabulary.” 

Young, 11:47-53. Figs. 5 and 6 of Young are depicted below. 

 

Young, Fig. 5. 
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Young, Fig. 6. 

B. Feature Vectors 

34. Using feature vectors in speech recognition systems was well known 

before the priority date of the ’319 Patent. For example, Holmes teaches that in 

“calculating a distance between two words it is usual to derive a short-term distance 

that is local to corresponding parts of the words, and to integrate this distance over 

the entire word duration. Parameters representing the acoustic signal must be derived 
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over some span of time, during which the properties are assumed not to change 

much.” Holmes (Ex. 1016), 13. Holmes further teaches that in “one such span of 

time the measurements can be stored as a set of numbers, or feature vector, which 

may be regarded as representing a point in multi-dimensional space. The properties 

of a whole word can then be described as a succession of feature vectors (often 

referred to as frames), each representing a time slice[.]” Id. 

35. In general, feature vectors are representations of speech where each 

dimension of the vector corresponds to “some prescribed acoustic feature.” Nadas 

(Ex. 1017), 1:15-23 (reproduced below). For example, Nadas teaches an n-

dimensional space where dimensions correspond to acoustic features. 

In speech processing, speech is generally represented 
by an n-dimensional space in which each dimension 
corresponds to some prescribed acoustic feature. For 
example, each component may represent a amplitude of 
energy in a respective frequency band. For a given time 
interval of speech, each component will have a respective 
amplitude. Taken together, the n amplitudes for the 
given time interval represent an n-component vector in 
the n-dimensional space. 

Id. (emphasis added). Additionally, Nadas teaches that “[w]hen an unknown speech 

input is uttered, for each time interval, a value is measured or computed for each of 

the n components, where each component is referred to as a feature. The values of 

all of the features are consolidated to form an n-component feature vector for a time 

interval.” Nadas, 1:32-37. Nadas teaches that “the components of the feature vectors 
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(and prototype vectors)” may “correspond to well-known (1) Cepstral coefficients, 

(2) linear predictive coding coefficients, or (3) frequency band-related 

characteristics.” Nadas, 10:15-19. Nadas further teaches that a “speech type of 

event, such as a word or a phoneme, is characterized by a sequence of feature vectors 

in the time period over which the speech event was produced.” Nadas, 1:50-52. 

Further, Jelinek teaches that the “current continuous speech recognizers use as 

acoustic processor outputs vectors of cepstral coefficients [3].” Jelinek (Ex. 1011), 

61. 

36. Maes teaches using a well-understood acoustic front-end to extract 

feature vectors. Maes (Ex. 1018), 5:6-10 (“[A]n acoustic front-end 110 which is, 

itself, well-understood in the art, is used to sample utterances in an overlapping 

fashion and to extract feature vectors 120 therefrom, preferably as MEL cepstra, 

delta and delta-delta coefficients along with normalized log-energies.”). In another 

example, Aoyama teaches a feature extraction unit that analyzes audio input and 

extracts information to generate a feature vector. In this example, Aoyama teaches 

performing a Mel Frequency1 Cepstrum Coefficient (MFCC) analysis and extracting 

 

1 I note that the Mel scale is a frequency representation which approximates the 

frequency response of the human auditory system, i.e., how humans hear frequency. 
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a feature vector utilizing a linear predictive coefficient (LPC) or Cepstrum 

coefficient. Aoyama  (Ex. 1019), [0138]-[0139], [0150]-[0152], [0156]-[0160]. 

37. Stubley teaches converting speech samples into feature vectors is 

advantageous because feature vectors are more compact and provide better speech 

recognition performance than the speech samples themselves. 

The purpose of the signal processing component is to 
convert the utterance, which is a series of samples of 
speech, into a more compact series of feature vectors. 
Besides being more compact, the feature vectors provide 
better speech recognition performance since they tend to 
remove many speaker-dependent effects and improve the 
robustness of the system to noise. 

Stubley (Ex. 1020) at 11:30-36. 

38. Lee teaches input speech is analyzed and represented by feature vectors 

that correspond to phonemes that are characterized by hidden Markov models 

(HMMs). 

[I]nput speech is analyzed in signal frames, 
represented by feature vectors corresponding to 
phonemes making up individual words. The phonemes 
are characterized by hidden Markov models (HMMs), and 
a Viterbi algorithm is used to identify a sequence of 
HMMs which best matches, in a maximum likelihood 
sense, a respective concatenation of phonemes 
corresponding to an unknown, spoken utterance. 

Lee (Ex. 1021) at 1:24-31 (emphasis added). 
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C. Acoustic Models 

39. It was also known before the priority date of the ’319 Patent to use 

acoustic models in speech recognition systems. For example, Jelinek teaches 

“acoustic modeling” includes “a statistical acoustic model of the speaker’s 

interaction with the acoustic processor.” Jelinek, 21. Jelinek teaches one type of 

acoustic model is a “phonetic acoustic model” that “is based on an intuitive linguistic 

concept.” Jelinek, 30. For example, Jelinek teaches creating a phonetic dictionary 

for vocabulary and creating a correspondence between words and sequences of 

“symbols from a predetermined phonetic alphabet[.]” Id. 

40. In another example, Schmandt teaches using a set of templates or 

models as a representation of speech used by the speech recognizer. 

A set of templates or models, which are descriptions of 
each word to be recognized, in the representation of 
speech used by the recognizer. The templates describe the 
words in the recognizer’s vocabulary, i.e., those words that 
the recognizer can identify. They are reference models 
against which an input can be compared to determine what 
was spoken. 

Schmandt at 46. 

41. A further example of using acoustic models is taught by Stubley. 

Stubley teaches “comparing a series of observations representing unknown speech, 

to stored models representing known speech[.]” Stubley, 1:5-10, 1:60-62. Stubley 

teaches that “the models comprise representations of elements of speech.” Stubley at 
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2:51-52. Further, Stubley teaches in one example “the models comprise groups of 

representations of phonemes. This enables the models to be stored and used more 

efficiently.” Stubley, 2:40-42. 

42. In another example, Ittycheriah teaches storing a number of reference 

models in a memory accessible to a processor. Ittycheriah (Ex. 1022) at 3:34-35 (“A 

reference model store 112 is connected to the model construction module 110 for 

storing the L reference models[.]”), Ittycheriah, 4:30-32 (“Further, the reference 

model store 112 and the rank/distance store 120 may be electronic computer 

read/write memory or any other suitable memory.”). 

43. In a further example, Rabiner 89 teaches characterizing signals in terms 

of signal models. Rabiner 89 teaches a “signal model can provide the basis for a 

theoretical description of a signal processing system which can be used to process 

the signal so as to provide a desired output.” Rabiner 89, 1 (Ex. 1029). Further, 

Rabiner 89 teaches that such signal models include “statistical models in which one 

tries to characterize only the statistical properties of the signal[,]” with one example 

being a “hidden Markov model (HMM)” Id. Thus, one particular type of acoustic 

model is a Hidden Markov Model, which I discuss in detail below. 

D. Hidden Markov Models 

44. Before the priority date of the ’319 Patent, Hidden Markov Models 

were used as a technique to “make pattern matching more powerful for dealing with 
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variations in speech patterns.” Schmandt at 54. Indeed, Jelinek teaches that the 

“usual acoustic model employed in speech recognizers” is “the hidden Markov 

model[.]” Jelinek, 21. In general, a Hidden Markov Model (HMM) is “a two-stage 

probabilistic process that can be used as a powerful representation for speech. A 

Hidden Markov Model is a well-behaved mathematical construct[.]” Schmandt, 57. 

Further, it was known that HMMs consisted of states. “An HMM consists of a 

number of internal states; the model passes from an initial state to the final state as 

a step-by-step process generating an observable output at each step (state transition). 

For example, the states may correspond to phonemes in a word with the observable 

output corresponding to the presence or absence of a number of acoustic features.” 

Schmandt at 57-58. Additionally, “[a]t each step, the model can either move to a new 

state or stay in the current one. The model is ‘hidden’ in that we cannot observe the 

state directly but only its output. From the series of observable outputs, we can 

attempt to guess when the model was in each state.” Schmandt, 58. “Alternatively, 

we can say whether some series of outputs was likely to have been generated by a 

particular HMM.” Id. 

45. Schmandt teaches a “pedagogic example” of a “box-and-bowl setup” to 

explain Hidden Markov Models. 

For example, consider the arrangement shown in Figure 
7.10, in which a box and a bowl are each full of black balls 
and white balls. The box has many more black balls than 
white while white balls dominate the bowl. Starting with 
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the box, we remove one ball from it at random and pass it 
to an observer in another room who cannot see what is 
being done. Then a normal six-sided die is tossed. If the 
result is less than four, then the source of the next ball is 
the bowl. If the die is greater than three, then the next ball 
will be selected from the box. The cycle is then repeated. 
Whenever we select from the box, a die throw of less than 
four shifts attention to the bowl. Once we start selecting 
from the bowl, we continue selecting from it unless the die 
shows a one, at which point we are finished. This model is 
likely to spend a majority of its cycles selecting from the 
bowl since a state transition from the box has a probability 
of 1/2 of shifting to the bowl, but a bowl transition has a 
probability of only 1/6 of terminating and 5/6 of 
continuing with the bowl. We should expect this 
arrangement to initially present more black balls than 
white to the observer (while it is in the box state) and then 
to produce more white balls. We should also expect more 
white balls overall. But keep in mind that this is a 
probabilistic process: Not all black balls come from the 
box and not all selections come from the bowl. 

Id. Schmandt further teaches that the “box-and-bowl setup is a Hidden Markov 

Model; it is characterized by a number of states and associated probabilities for each 

transition from any state. The box and bowl are each a state; the rules about throwing 

the die define the transition properties.” Schmandt, 58-59. Schmandt also teaches 

that “[p]robability is expressed as a number between zero and one. If an event occurs 

with probability 1/2, we would expect it to happen once in two trials. A probability 

of 1/6 implies that we can expect the event once out of six trials. A smaller 

probability indicates that an event is less likely to occur.” Schmandt, 58. 
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Schmandt, 59 (“Figure 7.10”). 

46. Further, Schmandt teaches a “more general HMM” as depicted in 

Figure 7.11 “A Markov Model” below. Schmandt teaches that “in each state S(n) 

there is some probability P(n,n) of remaining in that state and some probability 

P(n, n+1) of transitioning to the next state.” Schmandt, 59. Additionally, Schmandt 

discloses that “[i]n some models it may be possible to bypass a state or a series of 

states as indicated by the dashed arc labeled P13 in the figure. The sum of the 

probabilities of all the arcs leaving a state is one; the model accounts for every 

possible path through its states.” Schmandt, 59. 

 

Schmandt, 59 (“Figure 7.11”). 
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47. Schmandt teaches that the example of the box-and-bowl setup and the 

more general HMM model apply to speech recognition because an HMM’s internal 

states can represent acoustic segments. 

An HMM can be used to represent a word with 
internal states representing characteristic acoustic 
segments, possibly phonemes or allophones. The 
output of a state is a frame or vector of acoustic 
parameters or features; this output is probabilistic to 
allow for variability in pronunciation and hence 
differences in the acoustic representation. The duration of 
an acoustic segment is a function of the number of steps in 
which the model is in the state corresponding to the 
segment. Staying in the same state, i.e. lengthening a 
phone, depends on the probability associated with the 
transition from that state to itself (P11 in Figure 7.11). Arcs 
such as P13 may be included to indicate that an 
intermediate state S2 is optional during pronunciation, 
such as the second syllable in ‘chocolate.’ 
In terms of the basic recognizer components, the 
‘templates’ consist of a set of HMMs with one HMM 
associated with every word. The acoustic representation of 
an input specimen of speech is not a collection of states 
but rather a set of acoustic parameters corresponding to the 
possible observed sequences from the template HMMs. 
For the HMM-based recognizer, classification consists of 
determining which HMM has the highest probability of 
producing the observed acoustic sequence. The Viterbi 
algorithm is a commonly used method of solving this 
classification problem[.] 

Schmandt, 59-60 (emphasis added). 

48. Schmandt further teaches that “Hidden Markov Models are a powerful 

representation of speech and consequently are used in many speech recognition 

systems currently under development.” Schmandt, 60. Schmandt also teaches that 
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HMMs can be used to “represent not only the phones of each word but also the 

probabilities of transitioning from one word to another.” Id. 

49. Rabiner teaches that an observation vector in an HMM can be “LPC-

derived weighted cepstral coefficients and weighted cepstral derivatives[.]” Rabiner, 

231. For example, Rabiner teaches that the observation vector in the HMM can be a 

“38-component vector consisting of 12 cepstral coefficients, 12 delta cepstrum 

coefficients, 12 delta-delta cepstral coefficients, delta log energy, and delta-delta log 

energy.” Rabiner, 280; see also Rabiner at 301-302 (teaching spectral vectors with 

38 components). 

50. Another example of using an HMM for speech recognition well before 

the priority date of the ’319 Patent is taught by Nadas. Nadas (issued in 1990) 

teaches an acoustic coprocessor 200 for speech recognition and “contemplates a 

probabilistic embodiment in which each prototype–rather than identifying a vector–

corresponds to a probabilistic finite state machine PFSM (or Markov model).” Nadas 

(Ex. 1017), 9:68-10:4. 

51. In another example, Aoyama teaches using an HMM as the acoustic 

model for speech recognition and said HMM model is stored in an acoustic model 

memory unit. 

The matching unit 92, referring to the acoustic model 
memory unit 93, the dictionary memory unit 94 and 
the grammar memory unit 95 in utilizing the feature 
vector from the feature extraction unit 91 as occasion 
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demands, speech recognizes the voice (input speech) 
entered into the microphone 51 based on such as the 
Hidden Markov model (HMM) law. 
More specifically, the acoustic model memory unit 93 
memorizes acoustic model (e.g., including the standard 
pattern to be used in DP (Dynamic Programming) 
matching, other than HMM) showing the acoustic feature 
on the sub-words such as phoneme, syllable, and phoneme 
series in the audio language for identifying the speech. 
Here, since the speech recognition is conducted based 
on the Hidden Markov Model law, the HMM will be 
used as the acoustic model. 

Aoyama at [0139]-[0140] (emphasis added); see also Aoyama at [0150]-[0151]. 

52. In yet another example, Stubley teaches using HMMs as acoustic 

models. 

Advantageously, the models are represented as finite state 
machines with probability distribution functions attached. 
Continuously varying signals can be modeled as a series 
of stationary states, with a probability function at each 
state, indicating whether the signal moves to the next state 
or stays at the given state, after a given time interval. An 
example is the Hidden Markov Model (HMM). This 
enables the models to contain a representation of patterns 
with varying rates of change, yet a common underlying 
pattern. 

Stubley, 2:29-37; see also Stubley, 7:23-35, 12:29-44 (“The modelling paradigm 

used here is to construct models using hidden Markov models (HMMs)[.]”) 

(emphasis added). 
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53. In another example, Lee teaches analyzing input speech represented by 

feature vectors that correspond to phonemes of words. Lee further teaches 

characterizing phonemes by Hidden Markov Models. 

[I]nput speech is analyzed in signal frames, 
represented by feature vectors corresponding to 
phonemes making up individual words. The phonemes 
are characterized by hidden Markov models (HMMs), 
and a Viterbi algorithm is used to identify a sequence 
of HMMs which best matches, in a maximum 
likelihood sense, a respective concatenation of 
phonemes corresponding to an unknown, spoken 
utterance. 
It is well known that each HMM comprises model 
parameters, e.g., mixture components which are 
characterized by Gaussian distributions. In a learning 
phase in a speech recognition system, the HMMs are 
adapted to input speech by a user to adjust to the 
particular speech characteristics of the user, thereby 
increasing accuracy of the speech recognition. 

Lee, 1:24-38 (emphasis added). 

54. In yet another example, Toyoda teaches a voice recognition module 

(sensor signal processor 31) that uses an HMM. Toyoda (Ex. 1023), 7:48-50. 

Furthermore, Toyoda teaches referencing an acoustic model memory that stores an 

acoustic model representing phonemes while a matching unit 42 recognizes voice 

input. 

Using the feature parameters from the feature parameter 
extractor 41, the matching unit 42 recognizes the voice 
input to the microphone 9 based on the continuous 
HMM model while referencing an acoustic model 
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memory 43, a dictionary memory 44, and a grammar 
memory 45 as necessary. 
The acoustic model memory 43 stores an acoustic 
model that represents an acoustic feature such as 
phonemes and syllables in a voice to be recognized. 
Since voice recognition is here carried out using the 
continuous HMM, an HMM is employed. 

Toyoda, 7:61-8:5 (emphasis added). 

E. Prior Art Speech Recognition Systems 

55. Numerous speech recognition systems were well known before the 

priority date of the ’319 Patent. For example, IBM’s Tangora classifies acoustic 

input that “is then matched to words using discrete Hidden Markov Models of 

phoneme realization. A linguistic decoder then classifies the output of the acoustic 

front end producing a word for output.” Schmandt, 64. 

56. Other well-known speech recognition system were CMU’s Sphinx and 

Sphinx II. Sphinx “operates in nearly real time using hardware multiprocessor 

peripherals to aid in the search process.” Id. Further, “Sphinx makes extensive use 

of Hidden Markov Models: each phone is represented by an HMM, each word is a 

network of phones, and the language is a network of words.” Schmandt, 65. Further, 
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Ravishankar2 describes the Sphinx-II speech recognition circuit as including HMMs 

as “a set of states connected by transitions” expressly characterized as an “acoustic 

model,” explaining that HMMs were used as acoustic models in the art prior to the 

’319 Patent. Ravishankar, 28-29, 38, 40 (“Acoustic modelling in Sphinx-II is based 

on hidden Markov models…”). Ravishankar teaches that “[o]rganizing the HMMs 

to be searched as a phonetic tree instead of the flat structure of independent linear 

HMM sequences for each word is probably the most often cited improvement in 

search techniques[.]” Ravishankar, 33. 

57. Yet another well-known speech recognition system was MIT’s 

SUMMIT. SUMMIT is a “phoneme-based connected speech recognizer[.]” 

Schmandt, 65. Transformed speech is segmented by “finding acoustic landmarks in 

the signal. Regions between the landmarks are grouped into segments on the basis 

of similarity. A set of phonetic classifiers assigns probabilistic phonetic labels to 

each of these portions of the speech signal.” Id. Further, “[w]ords are represented by 

 

2 I have reviewed the Declaration of June Ann Munford (Ex. 1033 

(“Munford”)). Munford attests to Ravishankar’s public availability date and that Ex. 

1007 (a scan done by June Ann Munford of a physical copy of Ravishankar from 

Carnegie Mellon University) is a true and correct copy of Ravishankar. 

Munford (Ex. 1033) at 1-15. 
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a network of phonemes; several networks may be used to encode alternate 

pronunciations. A pattern matching algorithm similar to dynamic programming 

matches the phoneme labels of the input against the word networks, deducing word 

boundaries in the process.” Id. 

58. Many speech recognition systems prior to the ’319 Patent recognized 

the advantages of using a computing platform having clusters of processors, 

employing clustered architectures for power, flexibility, scalability, and cost 

management. For example, Hon describes the MARS system, a speech recognition 

circuit having hardware organized in three levels: System, Cluster, and Processing 

Element. Hon, 19-20 (Ex. 1006). Each of the processing elements was a “16-bit 

custom designed microprogrammed VLSI processor” that communicated via a 

crossbar switch to form a pipeline. Hon, 19. Fifteen PEs connected via a crossbar 

formed a “cluster,” with the overall MARS system having up to 256 clusters. Id. 

Hon articulates how this clustered architecture provided advantages over other 

speech recognition computing platforms, stating “In contrast to the SRI-Berkeley’s 

search machine, MARS is scalable because it can be expanded by adding more 

clusters.” Id. 

59. Other examples of speech recognition circuits employing clusters of 

processors can be found throughout the prior art. Wulf teaches a multi-processor 

computer system developed at CMU dubbed C.mmp using PDP-11 minicomputer 
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processors to recognize speech. Wulf, 1 (Ex. 1024). As seen in Figure 1 below, 

C.mmp’s included a plurality of processors Pc clustered to shared memory Mp: 

 

Wulf, 3-4, Fig. 1. Erman describes both the C.mmp system explained in Wulf and 

the HEARSAY speech recognition system that used a multiprocessor system to 

parallelize speech recognition processes using 16 processors clustered into two 

groups of 8 processors each administered by a single scheduler. Erman, 1-2, 5 (Ex. 

1025). U.S. Patent No. 6,393,481 to Deo et al. teaches clusters of 4 general purpose 
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processors sharing access to data storage that may be used for speech recognition. 

Deo, 9:43-58 (Ex. 1026). U.S. Patent No. 6,615,338 to Tremblay et al. teaches a 

clustered architecture in a VLIW processor including three DSPs operating as media 

functional units sharing memory to add, multiply-add, shift, compare, and perform 

other functions for a general function unit. Tremblay, Abstract, 6:51-7:6, Fig. 3 (Ex. 

1027). Tremblay expressly envisions its clustered architecture being used for speech 

processing. Tremblay, 11:10-21, Fig. 3. U.S. Patent No. 5,922,076 to Garde teaches 

a digital signal processor designed to optimize performance for speech recognition 

using a cluster of four, six, or eight processors interconnected by an external bus to 

memory. Garde, 1:10-14, 1:66-2:6, 4:10-21, Fig. 1 (Ex. 1028). In summary, the ’319 

Patent did not invent the concept of clustered processors, nor did it originally 

conceive of the concept of employing clustered architectures for speech recognition. 

A POSITA at the time of the ’319 Patent would have been familiar with systems 

using clustered processors for speech recognition and the advantages gained by 

utilizing a clustered processor architecture. 

VI. OVERVIEW OF THE ’319 PATENT 

60. I have reviewed the ’319 Patent (Ex. 1001). Descriptions of the ’319 

Patent that may be pertinent to my analysis are provided herein, and my descriptions 

of the ’319 Patent are intended only as a summary of the ’319 Patent and/or intended 

as being pertinent to the Challenged Claims of the ’319 Patent. My opinions 
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provided herein are not intended as a discussion of my entire understanding of the 

’319 Patent or any other claims in any related patent to the ’319 Patent. The ’319 

Patent describes a speech recognition circuit generally reciting 5 elements: an input 

buffer, a plurality of lexical memories, a plurality of grouped processors, a control 

processor, and a results memory. Thelen teaches a speech recognition circuit, 

providing a plurality of recognition models operating in parallel, each targeted to a 

“specific part of the huge vocabulary” of the system and controlled by a single 

controller. Thelen, 1:53-2:16, 7:30-49. Thelen expressly teaches that each of its 

recognition models may have its “own processing resources,” such as separate 

processors or processing units in a parallel operating processor. Thelen, 2:30-33, 

7:17-23. Thelen does is not explicit about an input buffer, the physical memories 

recited, or groups of processors. Bailey provides disclosure of lexical memories and 

results memory, as well as further detail on an input buffer and parallel processors. 

Thus, of the 5 recited elements, the system of Thelen+Bailey lacks only the “groups” 

of processors, taught by the clusters of Chen. 

VII. OVERVIEW OF THE PRIOR ART 

A. Overview of Thelen 

61. Thelen (Ex. 1030) teaches a speech recognition circuit including a 

plurality of processors controlled by a controller 350, operable to recognize 

processed incoming speech parameters using a plurality of recognition models, 
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wherein each of the “recognition models” is targeted to a “specific part of the huge 

vocabulary” of the system. Thelen, 1:53-2:16, 7:30-49. Thelen’s speech recognition 

is similar to the ’319 Patent’s in that it provides a speech recognition circuit under 

the control of a controller that uses lexical data for speech recognition divided into 

parts. Compare Thelen, 1:53-2:16, 7:30-40, 7:50-58 with ’319 Patent, 3:39-43, 

10:59-11:5. Thus, in my opinion, Thelen is in the same field of endeavor of the ’319 

Patent and reasonably pertinent to a problem faced by the inventors of the ’319 

Patent. 

B. Overview of Bailey 

62. Bailey (Ex. 1031) teaches a speech recognition circuit that leverages a 

plurality of pattern recognition engine processors 525a-c, each operating in parallel 

using its own private memory, to process incoming speech from an input buffer and 

store the results in a results memory. Bailey, 10:18-11:37, Fig. 3A. Bailey’s 

architecture is similar to the ’319 Patent’s in that it provides multiple processors 

connected in parallel to an input buffer and controlled by a control processor. 

Compare Bailey, 9:30-39, 10:59-11:37, Fig. 3A with ’319 Patent, 4:53-5:4, 5:25-31, 

Fig. 2. Thus, in my opinion, Bailey is in the same field of endeavor of the ’319 Patent 

and reasonably pertinent to a problem faced by the inventors of the ’319 Patent. 
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C. Overview of Chen 

63. Chen (Ex. 1005) teaches an arrangement of processors into clusters, 

wherein each of the processors in the cluster has access to a common shared memory. 

Chen, 5:9-17, 9:5-19, Fig. 4. Like the ’319 Patent, Chen’s parallel processing 

computing platform utilizes clustered processors to reduce improve computing 

power and performance. Compare Chen (Ex. 1005), 3:17-27, 5:9-17, 9:5-43, Fig. 4 

with ’319 Patent, 3:13-24, 5:6-41, Fig. 2. Thus, in my opinion, Chen is in the same 

field of endeavor of the ’319 Patent and reasonably pertinent to a problem faced by 

the inventors of the ’319 Patent. 

D. Overview of Huang 

64. Huang (Ex. 1034) teaches a speech recognition circuit utilizing an 

HMM acoustic model and lexical trees. Huang, 1:5-39, 2:32-52. Specifically, Huang 

describes a process by which each phoneme in the data set of recognizable words 

(based on incoming training data) is modeled using monophone models which “are 

used in the recognition scheme to determine a most likely matching phoneme for an 

input speech utterance[.]”. Later, during speech recognition, context dependent 

phone models are dynamically-generated, and the monophone models are used to 

determine target phonemes of spoken words to be searched in the prefix tree (after 

further steps regarding. Huang, 7:45-8:20, 11:64-12:46. Thus, in my opinion, Huang 
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is in the same field of endeavor of the ’319 Patent and reasonably pertinent to a 

problem faced by the inventors of the ’319 Patent. 

E. Overview of Jiang 

65. Jiang (Ex. 1004) teaches a speech recognition system having a plurality 

of acoustic models that performs speech processing, acoustic model scoring, and 

word identification. Jiang at Abstract, 4:8-27, 4:51-5:3, 6:46-7:10, 7:30-8:51. Jiang 

teaches a speech recognition circuit utilizing an HMM acoustic model to compute 

probabilities and generate scores for searching a lexical tree. Compare Jiang, 2:1-

15, 6:17-28, 7:29-54, 8:16-64 with ’319 Patent, 1:30-43, 6:41-48, 8:64–9:29. Thus, 

in my opinion, Jiang is in the same field of endeavor of the ’319 Patent and 

reasonably pertinent to a problem faced by the inventors of the ’319 Patent. 

F. Overview of Katz 

66. Katz (Ex. 1035) teaches a speech recognition circuit that “estimat[es] 

the probability that a word from a vocabulary of words is the next word in a string” 

using m-grams. Katz, 1:8-15, 2:35-44, 9:41-44. Katz, like the ’319 Patent, teaches a 

speech recognition circuit utilizing a language model processor. Compare Katz, 

6:33-41, 2:34-44, Figs. 2-3, with ’319 Patent, 5:21-46, 7:64-8:9, 8:52-9:6, Fig. 2 

Thus, in my opinion, Katz is in the same field of endeavor of the ’319 Patent and 

reasonably pertinent to a problem faced by the inventors of the ’319 Patent. 
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VIII. OPINIONS REGARDING GROUND 1 

A. Obviousness of Modifying Electronic Hardware and Software to Be 
Circuitry 

67. In my opinion, it would have been obvious to a POSITA to implement 

the computerized systems and methods taught by Thelen, Bailey, Chen, Huang, 

Jiang, and/or Katz specifically using “circuitry,” as recited in the claims. A POSITA 

would have recognized that computers are electronic devices comprising at least one 

or more computer processors, memory, a power source, and electrical connections 

therebetween and operating on electricity, thus teaching or at least rendering obvious 

“circuitry” performing the computerized steps taught by each of Thelen, Bailey, 

Chen, Huang, Jiang, and Katz. To the extent any particular citation from one of these 

references describes computerized methods stored as software, a POSITA would 

have found it obvious to physically implement those computerized methods using 

electronic circuitry such as a processor core and associated memory. Thus, in my 

opinion, a POSITA would have found it obvious and been motivated to embody the 

various electronic components disclosed in the references as “circuitry” without 

undue experimentation. 
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B. Claims 46, 50, 54, 64 and 67 Are Obvious Over Thelen in View of 
Bailey in Further view of Chen 

1. Claim 46 

a) Claim 46(Pre): “A speech recognition circuit 
comprising” 

68. Though Thelen does not expressly use the word “circuit,” a POSITA 

would have recognized that Thelen discloses a circuit for performing speech 

recognition. 1:5-12, 6:46-66, Abstract, Figs. 1, 3. Thelen describes in detail a number 

of computer-implemented structures and hardware components including a 

microphone, A/D converter, and PCs comprising one or more processors and 

program modules that would have comprised “circuitry” as understood by a 

POSITA. Thelen, 6:46-66, 7:17-26, 9:33-62, Fig. 5. Further, a POSITA would have 

found it obvious to implement the structures and computerized methods described 

by Thelen using “circuitry,” especially since Thelen expressly teaches its invention 

may be implemented using “conventional computer technology.” Thelen, 9:33-62. 

b) Claim 46(a): “an input buffer receiving processed 
speech parameters;” 

69. Thelen’s circuit includes a “Spectral Analysis Subsystem 335” in which 

a speech input signal from an interface 320 is “spectrally and/or temporally analyzed 

to calculate a representative vector of features.” Thelen, 4:29-33. An A/D converter 

then samples analogue speech to digital samples for further “processing,” blocking 

the samples into frames to produce a “feature vector” or “observation vector” (OV). 
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Thelen, 4:34-36, 6:55-66. The processed speech parameters are then provided in 

parallel to a plurality of speech recognizers (REC 1-3) 331-333. 

 

Thelen, Fig. 3 (annotated), 7:6-7, 7:17-29. The observation vectors OV (mapped as 

the “processed speech parameters” of claim 46) are transmitted out from the spectral 

analysis subsystem (335 in FIG. 3 above and 110 in FIG. 1 below): 
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Thelen, FIG. 1 (annotated). 

70. Meanwhile, Bailey similarly teaches a speech recognition circuit 

including signal generator 522 comprising an A/D converter for transforming audio 

signals captured from a microphone into “digital data which the general purpose 

computer system may process.” 
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Bailey, 9:31-39, 9:1-30, Fig. 2. Bailey expressly describes this process “isolat[es] 

unknown sound segments from the sampled digital data[,]” subsequently storing 

them in RAM 512. Bailey, 9:36-41, 11:9-29, Figs. 2, 3A. Thereafter, the processed 

speech parameters are provided from RAM for recognition by a plurality of pattern 

recognition (PR) engines 525a-c via comparison to a plurality of known prototype 

patterns. Id. Much like Thelen, Bailey describes this first step of speech recognition 

as “a preprocessing or feature extraction and normalization step,” performed at CPU 

510. Bailey, 12:12-15; Thelen, 4:20-33, 5:2-53, 7:50-58. Next, Bailey describes that 

a highly “processing intensive” “search and match step” of  is dedicated to a 

Processing Engine (PRE), which delegates this heavy processing away from the 

CPU 510. Bailey, 12:12-15. Thus, speech is preprocessed by CPU, and the 

preprocessed speech, which (per Thelen) would have included observation vectors 
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(or “feature vectors”) is sent to the PRE 525 for pattern matching. Bailey, 11:15-37; 

Thelen, 6:53-66, FIG. 1. Bailey then teaches that pattern recognition is performed on 

unknown sound patterns stored in RAM 512: 

The signal generator 522 also includes an [sic] mechanism 
for isolating unknown sound segments from the 
sampled digital data and storing those unknown sound 
segments into a memory unit such as RAM 512. These 
sound segments are one type of unknown pattern that the 
present invention will process in order to recognize. 

Bailey, 9:35-41, 11:16-17 (“unknown input pattern may be temporarily stored in 

memory array 512.”). I note that Bailey includes exemplary code with a comment 

stating that vectors are loaded from external memory 615. Bailey, 50:30. A POSITA 

would have recognized that this is referring to loading vectors for reference patterns 

(not input patterns) because memory 615 stores reference patterns. Bailey, 14:30-33, 

13:11-12. Further, a POSITA would have known that both that code and its included 

commentary are merely exemplary and not limiting to the functions taught by Bailey. 

71. A POSITA would have understood, based on these teachings that 

Bailey teaches the claimed “input buffer receiving processed speech parameters.” 

Bailey, 3:60-4:1, 42:54-57, 43:7-48. Input buffers were well-known hardware-based 

data structures prior to the ’319 Patent, providing temporary storage in memory for 

passing data between computing components. This understanding of an input buffer 

by a POSITA mirrors the description of Bailey of passing data corresponding to 
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unknown input patterns of sound from its A/D converter to the plurality of pattern 

recognition (PR) engines 525a-c (for the “search and match” step) via temporary 

storage in RAM 512. Bailey, 9:35-41, 11:9-37, 12:12-15. Specifically, a POSITA 

would have recognized Bailey’s description of an “unknown input pattern” (11:16-

17) being stored in RAM 512 to be describing storing preprocessed (“feature-

extracted”) speech, including, at the least, Bailey’s preprocessed speech parameters 

in RAM. 

72. In an example, Bailey explains that pattern recognition of handwriting 

is performed via CPU 510 preprocessing incoming coordinates and sending a 

normalized set of features to the PR engine 525, though notably Bailey is clear that 

its description is intended to apply equivalently to speech recognition as well (i.e. 

preprocessing an unknown speech signal to send a normalized set of features to the 

PR engine 525). Bailey, 18:44-48. Bailey explains that the “CPU may input up to n 

separate unknown patterns from block 522 during a single recognition processing 

cycle, [where] a separate unknown would be sent to each PR engine over bus 100,” 

by temporarily storing the unknown input pattern in RAM 512. Bailey, 11:16-17, 

11:23-26. According to Bailey, such an unknown input pattern may be “composed 

of a multitude of points or states” such as, specifically, HMM states determined via 

feature extraction. Bailey, 1:45-51, 4:35-39, 49:51-66 (“…the set of distribution 

probabilities, for all features, in all states, and for all possible features 
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values.…temporary results…are also stored in data memory 32”), FIG. 1B. Thus, a 

POSITA would have recognized that Bailey teaches extracting feature vectors used 

for HMM pattern matching from incoming speech, and the unknown input patterns 

are temporarily stored in RAM 512. 

73. RAM was a well-known hardware component for providing such a 

“buffer” as described by Bailey prior to the ’319 Patent, as can be seen in prior art 

references such as Pawate. Pawate describes a speech recognition circuit in which 

frames of speech are transmitted from a Feature Extractor to a “RAM-based” 

Generalized Set Feature Buffer (GSFBUF). Pawate, 11-12, 15. Thereafter, the 

extracted features are transmitted to two processors that perform, in parallel, the 

“computationally intensive task” of word hypothesizing (i.e. Bailey’s “search and 

match” step). Here, Pawate is employing an input buffer to temporarily store 

processed speech parameters (feature vectors) prior to pattern matching. Other prior 

art patents, such as Yasuda, Ng, Emry, and Gilner teach input buffers in RAM. 

Yasuda (Ex. 1042), 10:67-11:2, 13:57-58 (“State 204 serves to unload RAM input 

buffers and transfer them to disk when full.”), 14:4-7, 14:19-20, 14:35-47, 14:60-63 

(“State 252 loads the caller’s message in RAM input buffers to disk memory.”); Ng 

(Ex. 1041), 5:42-46 (“The MPU 110 programs a DMA transfer to the processor 

RAM input buffer[.]”); Emry (Ex. 1040), 3:40-42 (“RAM input buffer 29[.]”), 3:60-

66, 4:6-11, Fig. 2; Giltner (Ex. 1039), 6:46-58 (“RAM input buffer 42.”), 9:40-45 
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(“The message data stored in the transmit mode RAM input buffer 42 is called up, 

one character at a time, to a word detector and buffer[.]”), 7:29-33 (“random access 

memory input buffer 44.”), Fig. 1 (depicting RAM input buffer 42 and RAM input 

buffer 44). As can be seen, input buffers implemented in the RAM of computing 

circuits was very well-known and widely-used prior to the ’319 Patent. 

74. A POSITA would have had a reasonable expectation of success for 

combining the input buffer taught by Bailey into Thelen for receiving the processed 

speech parameters (already taught by Thelen), requiring only RAM (a form of digital 

“storage,” already described by Thelen and ubiquitous prior to the ’319 Patent) and 

software changes well within the skill of a POSITA at the time. A POSITA would 

have appreciated that speech recognition circuits would have benefitted from the 

decoupling of the rate of the “search and match” step from the rate of the 

preprocessing step, eliminating the bottleneck that can be caused and allowing the 

system greater speed and/or efficiency, motivating the combination. A POSITA 

would have expected each of the speech recognition circuits of Thelen and Bailey to 

include such RAM-based input buffers, as omitting the buffer would have resulted 

in systems that were both inferior and harder to make operational. For example, 

Thelen teaches consecutive samples of digitized speech input are grouped into 

overlapping frames. Thelen, 4:30-43, FIGs. 1, 3. A feature vector is then determined 

for each frame of speech, and the vectors are transmitted to Thelen’s plurality of 
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recognizers, which receive the processed speech parameters. Id. A POSITA would 

have recognized that by incorporating Bailey’s input buffer, such as that disclosed 

by, would have enabled the SAS 110,335 of the modified Thelen circuit to digitize, 

sample, and block/group the frames at its maximum operational rate, loading them 

into the input buffer for the pattern recognition (PR) engines 525a-c to utilize at their 

maximum operational rate, potentially speeding both steps. 

c) Claim 46(b): “a plurality of lexical memories 
containing in combination complete lexical data for 
word recognition, each lexical memory containing part 
of said complete lexical data;” 

75. Words recognizable by Thelen’s large vocabulary system are modeled 

as sequences of sub-word units (such as phones, diphones, or syllables) and stored 

in lexicon 134, as seen below in Fig. 1. 
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Thelen, 5:14-22, Fig. 1 (annotated). Thelen provides a plurality of “speech 

recognizers,” each associated with a particular “recognition model” stored in 

memory and targeted to a “specific part of the huge vocabulary” of the system. 

Thelen, 1:53-65. Thelen characterizes this division of its “complete” data for word 

recognition as being an “improvement which is better capable of dealing with huge 

vocabularies,” because it limits the possible sequences of sub-word units that may 

be matched using a Hidden Markov Model (HMM) to only sequences stored in 

lexicon 134, “reduc[ing] the outcomes” of allowable recognized sequences of sub-

word units to only those present within lexicon 134. Thelen, 1:53-65, 5:24-53. Here, 

a POSITA would have recognized that the sum combination of the data stored in all 

the recognition models, which are all stored in lexicon 134, constitute “complete 

lexical data” because that sum combination of data contains all of the sequences of 

phones that represent words recognizable to the system. A POSITA would have 

further recognized that the data stored within each of the recognition models would 

then represent “part of said complete lexical data.” Yet further, a POSITA would 

have understood each lexicon 134 of each recognition model comprises “lexical 

data,” as claimed, because the speech recognition circuit is constrained to only 

identify words stored in the lexicon for the particular recognition model pertaining 

to its particular subset of the “huge vocabulary” of the overall Thelen system. 
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76. Notably, Thelen teaches that the recognition models will overlap in 

some of the data contained within each model but will also have portions distinct to 

the context of each particular model representing jargon specific to that context. 

Thelen, 2:5-16. Example of “contexts” that may be recognized by a particular 

recognition model include health, entertainment, computers, arts, business, 

education, government, science, news, and/or travel. Thelen, 2:3-5. Specifically, 

Thelen explains “each of those contexts will normally overlap in vocabulary, for 

instance in the general words of the language. The contexts will differ in statistics 

of those common words as well in the jargon specific for those contexts. By 

using several of those models to recognize the input, a wider range of utterances can 

be recognized using properly trained models. A further advantage of using several 

models is that this allows a better discrimination during the recognition. If one huge 

vocabulary was used, certain utterances would only be recognized in one specific 

meaning.” Thelen, 2:5-16. This understanding, that each of the recognition models 

will have at least some words not present in one or more of the other recognition 

models, is reiterated, by Thelen, teaching that overlap between recognition models 

will usually occur in part of the vocabulary. Thelen, 7:30-40. This arrangement, 

wherein the “parts of said complete lexical data” have some overlap as well as 

potentially some differences, is consistent with embodiments supported by the ’319 

Patent that “increase[] flexibility” of the system by storing “more than one copy of 
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the lexical data” in different lexical memories, such that “more than one lexical tree 

processor cluster 22 can have access to the same lexical data.” ’319 Patent, 10:59-

11:5. The ’319 explains that “[t]his increases the flexibility and allows the controller 

to avoid any bottlenecks in processing which, for example, can occur if the highest 

pass scores all require processing by one or a number of lexical tree data structures 

residing in one of the acoustic model memories.” A POSITA would have recognized 

the ’319 Patent supports and claims, via claim 46(b), speech recognition circuits in 

which the “parts of said complete lexical data” stored in each lexical memory at least 

somewhat overlap – that is, there may be at least some (if not complete) overlap 

between the “parts” of the lexical data, so long as the “parts” of the lexical data 

provide, in combination, the complete lexical data. ’319 Patent, 10:59-11:5, 15:55-

16:2 (Claim 46). Thus, Thelen’s recognition models teach the claimed “parts of said 

complete lexical data.” Notably, the claimed “lexical data” of claim 46 is not 

required to be in any particular format until claim 47, which specifies that the lexical 

data is formatted as a lexical tree. 

77. Thelen teaches memory storing the complete lexical data, stating that 

its recognition models, which are formed of lexicon 134 and sub-word models 132, 

are “loaded from a storage 340.” Thelen, 7:30-34, 5:22-24, FIG. 3. Here, a POSITA 

would have recognized that since they are loaded from storage 340, the models were 

stored in storage memory 340. Id. Thelen does not expressly discuss a “plurality of 
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lexical memories” containing the recognition models. Thelen does suggest, however, 

that the separate recognition engines may “each hav[e its] own processing 

resources” so that “the user does not experience a significant delay in the 

recognition.” Thelen, 2:30-33. A POSITA would have recognized that these 

processing resources may have comprised processors and memory. In a specific 

embodiment, Thelen envisions that each recognizer (including its processing 

resources) may be associated with an exclusive recognition model in a “fixed one-

to-one relationship.” Thelen, 7:42-49. 

78. Bailey’s system is a “high speed speech recognition” circuit “having 

the processing power and efficiency to realize real-time accurate pattern 

recognition” using a plurality of pattern recognition engines 525 in parallel, 

“splitting the processing work.” Bailey, Abstract, 1:16-20, 2:62-66, 10:18-44, 10:59-

11:8, Fig. 3A. As shown below in Figure 3A, each of Bailey’s pattern recognizers 

525a-c is associated with a respective private memory 615a-c: 
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Bailey, 10:18-11:37, 13:25-51, Fig. 3A (annotated). Here, each PRE 525a-c 

represents a “Pattern Recognition Engine,” and should not be confused as being 

“preprocessors.” Id. Each PR engine 525a-525c interfaced with its own private 

memory 615a-615c containing “its own library of prototype patterns” for 

comparison, in parallel, with frames of unknown speech data. Bailey, 10:18-11:44, 

11:9-29, 13:25-51, Fig. 3A. 

79. In my opinion, a POSITA would have been motivated and found it 

obvious to combine the plurality of lexical memories taught by Bailey into the 

speech recognition system taught by Thelen to store the parts of the lexical data 

constituting each of the recognition models conveniently and efficiently in a 1-to-1 
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relationship with the “processing resources” utilizing that data, i.e. in each memory 

615a-c corresponding to each PRE 525a-c. A POSITA would have recognized that 

the modifications necessary would have required only rearrangement of well-known 

memory components and relocation of lexical data already present in Thelen, leading 

a POSITA to a reasonable expectation of success for the combination. Bailey 

expressly motivates this combination, stating that “the PR engine 525 of the present 

invention may be coupled with any general purpose computer system to increase that 

computer system’s accuracy and performance regarding pattern recognition 

applications. It is appreciated that the present invention is able to provide the above 

functionality in a real-time response of at most 0.1 seconds between unknown 

pattern input and pattern identification, thus providing a system that is fully user 

interactive[,]” suggesting to a POSITA that Bailey’s structures and concepts would 

appropriately and advantageously be applied to the similar speech recognition 

system of Thelen. Bailey, 12:3-11. The combination would have furthered Thelen’s 

expressly-stated goal of operating in “real-time.” Thelen, 2:30-37, 7:26-29. 

Modifying Thelen via Bailey would have required combining prior art elements 

according to known methods to yield the predictable result of a plurality of speech 

recognizers operating in parallel using lexical data stored in a plurality of lexical 

memories, within a POSITA’s skill without undue experimentation. 
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d) Claim 46(c): “a plurality of processors connected in 
parallel to said input buffer for processing the speech 
parameters in parallel,” 

80. Both Thelen and Bailey teach a plurality of processors connected in 

parallel, and Thelen modified by Bailey teaches a speech recognition circuit 

comprising a plurality of processors, connected in parallel to an input buffer. Thelen 

alone teaches a plurality of recognizers 331-333 (illustrated in Fig. 3, also referred 

to as “recognition engines”) operating in parallel includes a separate processor: 

The recognizers operate in ‘parallel’, in the sense that 
they independently recognize the same speech input at 
almost the same moment. This can be realized by using 
separate resources for each of the recognizers, such as a 
separate processor or processing unit in a ‘parallel’ 
operating processor, such as a VLIW processor. 

Thelen, 7:17-23. Here, a POSITA would have recognized Thelen teaches “a plurality 

of processors connected in parallel,” as claimed, because each of the recognizers is 

implemented via separate processing resources including separate VLIW (very long 

instruction word) processors. Since, as discussed above, Thelen teaches inputting 

observation vectors (speech parameters) to the recognizers, which operate on the 

input speech “in parallel,” independently recognizing speech, a POSITA would have 

understood or at least found obvious that Thelen teaches a plurality of processors 

“processing the speech parameters in parallel.” Thelen, 7:2-7, Figs. 2-3. Similarly, 

as illustrated below in Fig. 3A, Bailey teaches a plurality of PR engines 525a-c is 
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connected in parallel to RAM 512 (comprising the input buffer, as mapped above 

for Claim 46(a)) via communication bus 100: 

 

Bailey, 10:18-11:37, 13:25-51, Fig. 3A (annotated). Bailey expressly teaches that its 

plurality of pattern recognition engines 525 are “in parallel,” and a POSITA would 

have recognized the arrangement of recognition engines 525 illustrated in Fig. 3A 

as being connected “in parallel” to the input buffer, mapped above as being located 

within RAM 512. Bailey, Abstract, 9:5-39, 11:23-34, Fig. 3A. A POSITA would 

have appreciated that each of the PREs comprises a processor because it performs 

processing via its execution block 417. Bailey, 13:25-51, 14:15-29. Thus, in the 

modified circuit of Thelen+Bailey, Thelen’s plurality of recognizers (with each 

recognizer including its own processor) is connected in parallel to Bailey’s RAM 

512 (which includes the claimed input buffer), and where the plurality of Thelen 
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recognizers process the speech parameters (OVs) in parallel. However, neither 

Thelen nor Bailey expressly teaches “processors being arranged in groups of 

processors,” as claimed. Additionally or alternatively, Bailey’s plurality of PREs 

(each of which comprises a programmable multiprocessor) are arranged in parallel 

and connected to Bailey’s RAM 512. 

81. As above for limitation 46(b), in my opinion, a POSITA would have 

combined Bailey’s memory architecture with the plurality of parallel “recognition 

engines” taught by Thelen to further Thelen’s expressly-stated goal of operating in 

“real-time,” using well-known memory components and relocation of lexical data 

already present in Thelen, leading a POSITA to a reasonable expectation of success 

for the combination. Thelen, 2:30-37, 7:26-29. The combination would have had a 

reasonable expectation of success to a POSITA because it constituted combining 

prior art elements according to known methods without undue experimentation to 

yield the predictable result of a plurality of speech recognizers operating in parallel 

using lexical data stored in a plurality of lexical memories for the benefit of increased 

speed and/or efficiency of the system. 

e) Claim 46(d): “said processors being arranged in 
groups of processors, each group of processors being 
connected to a lexical memory;” 

82. As illustrated below in Fig. 4, Chen teaches clusters 100a-d comprising 

groups of processors 102a-d that are symmetrically connected to respective cluster 
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shared memories 104a-d via connection nodes 106a-d (labeled “switching nodes” in 

Fig. 4): 

 

Chen, Fig. 4 (annotated), 9:5-19. Specifically, Chen teaches that its configuration of 

processors arranged in clusters teach “groups” of processors, where each of the 

processors attached to a given cluster shared memory (which may be any formed 

using commercially available memory) constitute a “group” of processors. A 
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POSITA would have stored at least a portion of the lexical data (the context-specific 

recognition models of Thelen, as discussed regarding limitation 46(a)) in the shared 

cluster memories 104a-d of each of the clusters 100a-d taught by Chen for access by 

processors 102a-d during speech recognition such that Chen’s shared cluster 

memories 104a-d perform the same conceptual purpose as memories 615a-c, storing 

the library reference pattern for each of the pattern recognition engines 525a-c. Thus, 

since each of these modified memories would have stored “lexical data,” each would 

have been recognized by a POSITA to teach a “lexical memory,” as claimed. Thus, 

this configuration of the system of Thelen+Bailey+Chen teaches a “plurality of 

processors connected in parallel to said input buffer for processing the speech 

parameters in parallel, said processors being arranged in groups of processors, each 

group of processors being connected to a lexical memory[,]” as claimed. 

83. The intended mapping of the Petition is grouping Thelen’s recognizers 

331-333 in clusters of recognizers (where each recognizer already has a processor, 

per Thelen) and connecting each group of recognizers (and associated processor) to 

a memory, as taught by Chen and mapped for Claim 46(d). Bailey teaches a plurality 

of lexical memories 615a-c (see Bailey, FIG. 3A) and connecting a group of 

recognition engines with a lexical memory (FIG. 3B). Thus, in the modified Thelen, 

each group of recognizers is connected to a lexical memory, such that the plurality 

of groups of recognizers is respectively connected to the plurality of lexical 
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memories comprising, in combination, complete lexical data. A POSITA, in my 

opinion, would then have found it obvious and been motivated to group the plurality 

of processors in Thelen such that particular contexts (e.g., all sports contexts) are 

clustered together in a particular group for efficient word recognition and storage of 

lexical data using less memory. Thelen, 8:6-8, 8:54-56 (discussing “recognition 

models are hierarchically arranged from models with a more generic context to 

models with a more specific context”), 8:54–9:32 (discussing specific sports models 

such as football or baseball). As seen below in annotated Fig. 4, Thelen envisions a 

hierarchical grouping of contexts such that similar contexts are associated under 

similar higher-level contexts: 

 

Thelen, FIG. 4 (annotated). In the modified Thelen-Bailey circuit and as an example 

only, a first group of processors may be associated with the “sports” context 410, 

such that its lexical memory (e.g., one of the memories 615 taught in Bailey) stores 
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the recognition models for the sports contexts. A second group of processors relates 

to the “health” context, where, as taught by Thelen, one of the subdivisions (model 

422) is “hospitals/medical centers.” Thelen, 8:62-66. An even further subdivision 

(model 424) may be “health farms.” Thelen, 8:65–9:1. Thelen notes how the “health 

farms” context may also be related to travel below model 432, stemming from a 

“travel” context. Thelen, 9:1-11. Each of these overarching contexts would be 

associated with a particular group of processors. A POSITA, then, would have found 

it natural to associate each of Thelen’s contexts with the respective memory of 

distinct clusters of processors of Chen being utilized as the PREs of Bailey yield the 

predictable result of consolidating speech recognition for a particular context within 

a particular group of recognition processors. Since context-related recognition 

models would then be stored in the same lexical memory, the modified system would 

have been configured to store the overlapping lexical data in fewer unique locations 

and transfer recognition models to/from the lexical memory for processing more 

efficiently. A POSITA would have recognized that associated contexts, such as the 

sports contexts (baseball, football, etc.) would have shared a larger amount of lexical 

data than contexts which are not associated. The overlapping data within a particular 

context would then be reproduced fewer times because the single copy of the data 

would be shared amongst the processors of that group. 
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84. A POSITA would have been motivated and found it obvious to modify 

the system of Thelen+Bailey to utilize groups of processors to reduce the duplication 

of lexical data as well as divide the processing load amongst many simple, 

commercially available processors to increase the processing power of the speech 

recognition circuit while speeding the responsiveness of the system and  maintaining 

the keeping the financial cost of the overall system low. Thelen’s stated goal of 

recognizing speech in “‘real time’ in the sense that no significant delay occurs” 

between a word being received in the system and a recognizing the word would 

suggest to a POSITA that Chen’s processor arrangement would have been a 

desirable improvement to increase processing resources and thus, recognition speed. 

Specifically, a POSITA would have been motivated to modify or replace the 

individual processors used for pattern recognition engines 525a-c taught by Bailey 

with the clustered processors taught by Chen to expedite the search process by 

leveraging multiple processors as the “processing resources,” speeding Thelen’s 

speech recognition. A POSITA would have had a reasonable expectation of success 

for the combination because Chen and Thelen+Bailey contemplates a hardware 

architecture using multiple, parallel processors, meaning using Chen’s processor 

architecture in the combined system constituted a simple substitution of Bailey’s 

single processors providing each pattern recognition engine for Chen’s groups 

(clusters) of processors providing the same functionality. A POSITA would have 
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recognized that the data compression enabled by associating Thelen’s high-level 

contexts with Chen’s groups of processors (reducing the duplication of lexical data, 

as discussed) would have necessitated less memory to operate, further reducing the 

overall financial cost of the system. Other motivation for the modification would 

have come from well-known motivations documented in the prior art, such as Hon, 

praising parallel processing configurations for their flexibility and scalability in 

speech recognition systems. Hon, 19-20. 

f) Claim 46(e): “a control processor controlling each 
processor to process said speech parameters using 
partial lexical data read from a respective said lexical 
memory; and” 

85. Control processors administrating the processing of a plurality of other 

processors was well-known and used across many fields prior to the ’319 Patent, 

including specifically in speech recognition. For example, each of Wrench, Vensko, 

and Cecinati teaches a master processor controlling a plurality of template 

processors to recognize speech in parallel. Wrench (Ex. 1010), 4:40-58, 6:40-7:7, 

Fig. 2; Vensko (Ex. 1036), 3:29-64, 6:14-41, Fig. 1; Cecinati (Ex. 1037), 1:16-20, 

4:11-26, 5:1-23. Thelen itself teaches a model selector 360 that “is used to select for 

at least one of the speech recognizers the associated recognition model,“ as well as 

a controller 350 that directs speech input to the recognizers and selects the final 

recognized word based on the outcomes of the recognizers’ comparisons. Thelen, 

7:50-8:5. Thelen’s model selector 360 is expressly described as controlling at least 
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one of the test recognizers for which it has selected a recognition model, leading a 

POSITA to the conclusion that the model selector 360 in combination with controller 

350 comprises a “processor.” Thelen, 8:36-41, 9:8-10. Thus, because Thelen’s 

teaches a model selector 360 that controls a recognizer comprising a processor, 

selecting, via controller 350, an associated recognition model from amongst a 

plurality of models, Thelen teaches a control processor as claimed (model selector 

360 in combination with controller 350). Further, Thelen’s control processor directs 

speech parameters to recognizers via controller 350, which use partial lexical data 

(their respective associated recognition model) read from a each’s lexical memory 

(lexical memory 615 for the group of processors in the modified 

Thelen+Bailey+Chen system), further indicating to a POSITA that the control 

processor would comprise a processor. Thus, a POSITA would have recognized that 

controller 350 and model selector 360 comprise at least one processor. 

86. Bailey adds more detail to the description of the control processor of 

the combined Thelen+Bailey system, explaining that CPU 510 “is responsible for 

splitting the processing work from among the separate PR engines[,]” by sending, 

during each recognition cycle, unknown patterns of speech to each PR engine 525 

for comparison against the library of patterns stored in their lexical memories 615a-

c. As described above, in the combined Thelen+Bailey+Chen circuit, Chen’s groups 

of processors are used to improve the PR engines 525 by leveraging powerful 
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clusters of processors for each engine 525, with the shared cluster memories 104a-d 

of the groups of clustered processors being used as the lexical memories 615a-c of 

Bailey. Further, in the combined Thelen+Bailey+Chen circuit, model selector 360 

of Thelen, in combination with controller 350 of Thelen, is embodied as described 

by Bailey as CPU 510, controlling each of the processors in each of the clusters to 

process speech parameters from the input buffer using partial lexical data from each 

of these lexical memories. Though the embodiments taught by each of Thelen, 

Bailey, and Chen teach particular numbers of the relevant elements (e.g. Thelen 

illustrates 8 recognition models, Bailey illustrates 3 pattern recognizers, and Chen 

illustrates 4 clusters), a POSITA would have found it obvious and been capable of 

configuring the combined system to use any appropriate number of each of these 

elements to result in an operable speech recognition system. Thus, since Bailey’s 

CPU 510 splits the processing work among the PREs and for performing scheduling, 

synchronization, and result determination steps in the combined circuit, a POSITA 

would have understood or found obvious the Bailey CPU 510 controls each PRE 

(including processing resources associated with each PRE, including specifically 

processors) to process the received speech parameters. 

87. A POSITA would have been motivated to realize the control processor 

of Thelen (controller 350 + model selector 360) using Bailey’s CPU 510 as an 

operable, efficient method of controlling the speech recognition process and 
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selecting a final, “winning” recognized word. Doing so would have apportioned 

these responsibilities to a single sophisticated processor, allowing each of the 

plurality of clustered processors to be simpler and therefore less expensive. A 

POSITA would have been motivated by Bailey’s express teaching that its system, 

may be used to increase the accuracy and performance regarding pattern recognition 

applications, providing “real-time responses of at most 0.1 seconds between 

unknown pattern input and pattern identification, thus providing a system that is 

fully user interactive[,]” further highlighting the desirability for speed and efficiency 

in the combination, a desire furthered by use of a control processor. Bailey, 12:2-11. 

A POSITA would have recognized this combination as combining prior art elements 

according to known methods without undue experimentation to yield a predictable 

result of a control processor (Thelen’s controller 350, embodied as Bailey’s CPU 

510) controlling each processor (each processor 102a-d in each of Chen’s groups of 

clustered processors 100a-d, embodying Bailey’s PRs 525a-c) to process speech 

parameters using partial lexical data (Thelen’s recognition models 341-348) read 

from a respective said lexical memory (Bailey’s memories 615a-c modified pursuant 

to Chen to each be shared cluster memories 104a-d of the groups of clustered 

processors). 
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g) Claim 46(f): “a results memory storing the results of 
the processing of the speech parameters from said 
processors.” 

88. After each of Thelen’s recognition models have been applied to the 

incoming unknown speech, Thelen teaches that “the output of the recognizers is 

directed to a controller 350 to make the final selection of a recognized word 

sequence.” Thelen, 7:50-58. Thus, Thelen teaches results of processing from said 

processors, which a POSITA would have taken as a strong indication that Thelen 

itself would have included a results memory, at least because the controller 350 

would have used memory to hold the results for comparison amongst the candidates 

of recognized words. Processors need memory for performing such comparisons, 

and a POSITA would have recognized that the memory holding the results for 

comparison would have taught the claimed “results memory.” Further, Bailey 

directly teaches that the control processor (taught by Thelen and implemented using 

Bailey’s CPU 510, in the combined system as discussed above) may receive results 

of the comparisons via one of two schemes: (1) via a report generated at the end of 

each prototype reference comparison, or (2) at the end of comparisons to the total 

library. Bailey, 11:42-59, 12:41-61, 11:23-34, Fig. 4. Though portions of Bailey’s 

description regarding Figure 4 are discussing identifying unknown input from a 

stylus, a POSITA would have recognized that Bailey intends for its description to be 

equivalently applicable to unknown input from a stylus or a voice and would have 
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understood the applicability of the description to specifically determining unknown 

speech inputs. Returning to Bailey, regardless of which of the disclosed schemes is 

utilized, results are returned to CPU 510 via “an interrupt indicating a match 

complete” which “generates a transfer of the results from the PR engine to the 

system memory 512” so that the CPU 510 can post-process all of the results 

generated by the processors of the PR engine to formulate a final matched prototype 

word pattern based on candidates selected by the PR engine. Bailey, 11:42-59, 

12:41-61. In this way, Bailey teaches a results memory (in RAM 512) storing the 

results of the processing of the speech parameters from each of the processors, as 

claimed. 

89. A POSITA would have been motivated to transmit results via a results 

memory as taught by Bailey in the speech recognition circuit of 

Thelen+Bailey+Chen as a method for passing results to a master control processor 

well-known to be operable and effective prior to the ’319 Patent, leading to a 

reasonable expectation of success for the combination without undue 

experimentation. For instance, U.S. Patent No. 4,907,278 to Cecinati, filed in 1988, 

teaches a speech recognition system including a plurality of slave processors under 

the control of a single master controller that transmits results from the slaves to the 

master via a memory block (MEME) in which results are stored. Cecinati, 1:16-20, 

5:1-23, 11:63-68. Similarly, Robinson teaches a speech recognition circuit that 
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searches a lexical tree for an uttered word, storing results in a table in memory. 

Robinson (Ex. 1009), 1:5-20, 6:28-43, 6:63-7:2, 11:30-34. A POSITA would have 

recognized that storing the results in a memory would have enabled the plurality of 

pattern recognizers to complete their comparison computations at different times, 

allowing the system more flexibility in operation. Specifically, a POSITA would 

have realized that comparisons output by the plurality of processors in groups would 

naturally have to be reported to the control processor in order for the control 

processor to determine a final recognized word, and that storing the results in 

memory would have been the most expected, straightforward manner of configuring 

the speech recognition circuit. Further, as previously discussed, a POSITA would 

have been further motivated by Bailey’s express statement that “the PR engine 525 

of the present invention may be coupled with any general purpose computer system 

to increase that computer system’s accuracy and performance regarding pattern 

recognition applications…to provide the above functionality in a real-time response 

of at most 0.1 seconds between unknown pattern input and pattern identification, 

thus providing a system that is fully user interactive.” Bailey, 12:2-11. 

90. I note that Bailey’s results memory is physically located in RAM 512, 

the same-numbered memory location of Bailey’s “input buffer” mapped in limitation 

46(a). A POSITA would have understood that the input buffer would have been a 

separate logical portion of RAM 512 from the results memory portion in order to 
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prevent mingling of the data, potentially leading to an inoperable system. Further, a 

POSITA would have recognized that RAM 512 as described and illustrated in Fig. 

3A below by Bailey is intended to conceptually describe the RAM available to the 

speech recognition circuit, which may physically be provided in multiple logical 

and/or distinct locations and portions of Bailey’s circuit. 

 

To the extent that the input buffer and results memory must be embodied as 

physically distinct memories, a POSITA would have also found it obvious to modify 

the circuit to split the two, providing separate RAM to cleanly distinguish between 

the incoming speech parameters and the results of the comparisons of the plurality 

of processors to the recognition models. RAM was extremely well-known prior to 

the ’319 Patent and well within a POSITA’s skill to add, configure, and modify for 

any desirable purpose, requiring only adding another piece of RAM (an element 
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already present in Bailey) leading to a reasonable expectation of success for the 

modification without undue experimentation. 

2. Claim 50 

a) Claim 50: “A speech recognition circuit according 
to claim 46, wherein each processor compares the 
processed speech parameters with the lexical data in a 
corresponding lexical memory to identify words as a 
word recognition event and sends information 
identifying the identified words to said results memory 
as the processing results.” 

91. The ’319 Patent describes a speech recognition circuit that searches a 

lexicon for a highest-scoring possible word, characterizing the occurrence of 

recognizing a word as a “word recognition event.” ’319 Patent, 2:18-30 (“…to 

identify words as a word recognition event…”), 6:40-57 (“…a word end event is 

reached and a word is recognized.”). Thelen teaches selecting a final recognized 

words based on the output of recognizers, and thus teaches “compar[ing] the 

processed speech parameters with the lexical data…to identify words as a word 

recognition event[,]” as claimed. 

92. Further, as explained above, Thelen+Bailey+Chen teaches a circuit 

wherein each processor 102 in clusters 100 of Chen (acting as the pattern recognition 

engines 525 of Bailey) recognizes speech using a recognition model for a particular 

context from Thelen. See Section VI.C.2-VI.C.4. When a pattern comparison 

performed by the processors is complete, PR engine 525 generates an interrupt to a 
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controller (Bailey’s CPU 510 operating pursuant to Thelen’s control processor 350), 

which “generates a transfer of the results from the PR engine to the system memory 

512[,]” the mapped “results memory.” See Section VI.C.6 citing Bailey, 11:42-59, 

12:41-61. Here, a POSITA would have recognized that when the system transmits 

an interrupt indicating the completion of a comparison task for transfer of the results, 

a “word recognition event” is occurring. Specifically, Thelen characterizes its output 

step as “mak[ing] the final selection of a recognized word sequence.” Thelen, 7:50-

58. Bailey directly characterizes transvers of data from PR engine as “events,” 

leading a POSITA to understand that the interrupt performed by the combined 

system upon final word recognition is a “word recognition event,” as claimed. A 

POSITA would have been motivated and found it obvious to modify Thelen’s speech 

recognition circuit to generate word recognition events to assist Thelen’s controller 

350, notifying it as soon as possible that results were available for determining the 

final recognized word, speeding the recognition. A POSITA would have had a 

reasonable expectation of success for the combination at least because Bailey teaches 

that interrupts are “typically used to indicate completion” of a word recognition 

event, indicating to a POSITA that utilizing interrupts would have been a well-

known, appropriate modification to Thelen’s circuit. 
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3. Claim 67 

a) Claim 67: “A speech recognition circuit according 
to claim 46, wherein said lexical memories store said 
lexical data as Hidden Markov Models, and each 
processor performs the Viterbi search algorithm using 
a respective part of said lexical data.” 

93. As discussed above in my Background of the Technology, Hidden 

Markov Models were acoustic models well-known prior to the ’319 Patent for 

representing speech. Supra, ¶¶ 45-48. As explained by Schmandt, “An HMM can be 

used to represent a word with internal states representing characteristic acoustic 

segments, possibly phonemes or allophones. The output of a state is a frame or vector 

of acoustic parameters or features…the Viterbi algorithm is a commonly used 

method of solving this classification problem[.]” Supra, ¶ 48 citing Schmandt, 59-

60. The utilization of HMMs in the circuit of Thelen+Bailey reflects these well-

known concepts. Specifically, Thelen teaches that each recognition model is 

characterized by a Hidden Markov Model (HMM) generated from training data. 

Thelen, 5:29-42. Further, Bailey explains that the Viterbi score procedure is used on 

HMMs to “compute the highest probability that a given set of observation points 

matches a reference pattern.” Bailey, 7:51-8:1. Bailey expressly discusses Viterbi 

search algorithm being applied as illustrated in Fig. 1B, reproduced below. 
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Bailey, Fig. 1B, 8:2-36. Though not expressly stated in Thelen, the well-known 

nature of HMMs being solved using the Viterbi algorithm and the description of 

Bailey would have indicated to a POSITA that the circuit described by Thelen would 

have used the “commonly used” Viterbi method of classifying unknown patterns of 

input acoustic data using HMMs. 

94. Specifically, a POSITA would have been motivated to configure the 

Thelen+Bailey+Chen speech recognition circuit to perform a Viterbi search 

algorithm using each of the lexical processors to maximize the benefit gained and 

maintain consistency between the lexical processors, ensuring consistency and 

operability between the groups of processors. A POSITA would have recognized 

that the processors of Thelen+Bailey+Chen circuit, as modified, perform a Viterbi 

search algorithm “using a respective part of said lexical data,” as claimed, because 
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each of the processors in the modified system would have only utilized the lexical 

data stored in its respective lexical memory 615a-c, corresponding to the recognition 

models from Thelen. A motivation for combining the speech recognition circuits of 

Thelen and Bailey is provided above for limitation 46(b), and is incorporated herein 

by reference. 

IX. OPINIONS REGARDING GROUND 2 

A. Claims 47-49 Are Obvious Over Thelen In View Of Bailey And 
Chen In Further View Of Huang 

1. Claim 47 

a) Claim 47: “A speech recognition circuit according 
to claim 46, wherein each lexical memory stores lexical 
data as at least one lexical tree data structure, each 
lexical tree data structure comprises a model of words 
having common prefix components, and an initial 
component of each lexical tree data structure is 
unique.” 

95. The circuit of Thelen+Bailey+Chen comprises a plurality of lexical 

memories, each containing recognition models corresponding to particular contexts 

but does expressly teach structuring its lexical data in a lexical tree data structure. 

As mentioned in my Background of the Technology discussing Young, a lexical tree 

was a well-known data structure for efficiently storing lexical data in prior art speech 

recognition circuits. See, ¶34 citing Young, 11:37-53, Figs. 5-6. A lexical tree stores 

data representing recognizable words in a lexicon in a cascading manner that reduces 

the required amount of storage by grouping all words sharing phonemes, splitting 
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words only as their phonemes diverge. This arrangement further provides an 

efficient structure for searching, scoring spoken HMMs representing phonemes 

against a plurality of words sharing those phonemes simultaneously. Per 

Ravishankar, “[t]he single largest source of computational efficiency” in searching 

HMMs is “organizing the HMMs to be searched as a phonetic tree, instead of the 

flat structure[.]” Ravishankar, 67. Ravishankar even provides an example of how a 

flat data structure (i.e., merely a list of the recognizable words) is arranged into a 

lexical tree data structure in Fig. 4.1 below: 
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Ravishankar, 68. 

Another example of this well-known lexical tree structure is found in Huang, 

teaching a lexicon of “all words” organized in a “prefix tree,” which a POSITA 

would have recognized as at least one “lexical tree data structure” comprising a 
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“model of words[.]” Huang, 2:31-58. The following citation from Huang makes it 

clear that its prefix tree is indeed the well-known, typical, and expected structure of 

a “lexical tree,” as claimed: 

In such a prefix tree, each subword unit (such as a 
phoneme) is typically represented by a branch which is 
associated with a particular acoustic model (such as an 
HMM). The phoneme branches are connected, at nodes, to 
subsequent phoneme branches. All words in the lexicon 
which share the same first phoneme share the same 
first branch. All words which have the same first and 
second phonemes share the same first and second 
branches. By contrast, words which have a common first 
phoneme, but which have different second phonemes, 
share the same first branch in the prefix tree but have 
second branches which diverge at the first node in the 
prefix tree, and so on. The tree structure continues in such 
a fashion such that all words likely to be encountered by 
the system are represented by the end nodes of the tree 
(i.e., the leaves on the tree). 

Huang, 2:38-52. A POSITA would have understood each branch of a lexical tree, 

when separated, follows the same cascading structure, splitting words only as their 

phonemes diverge. Thus, each branch of Huang’s prefix tree itself represents a 

lexical tree, branching from a common initial node to terminating “leaves” 

representing words. Thus, though claim 47 refers to each of these distinct, branching 

data structures as a plurality of “lexical data tree structures,” a POSITA would have 

recognized Huang’s “branches” teach claim 47. Huang, 2:31-52, 7:21-27, 10:16-33, 

12:43-46, see also 5:62-6:17, 8:8-9, and Figs. 1-2. 

IPR2023-00033 
Apple EX1003 Page 93



Declaration of Chris Schmandt 
Patent No. 7,587,319 

96. A POSITA would have been motivated by Ravishankar’s description 

of “[t]he single largest source of computational efficiency” in searching HMMs 

being “organizing the HMMs to be searched as a phonetic tree, instead of the flat 

structure” to employ Huang’s lexical tree data structure in the circuit of 

Thelen+Bailey+Chen, using a known technique improving similar devices in the 

same way. Huang itself states that lexical trees “reduc[e] the magnitude of 

computation required for speech recognition[,]” leading a POSITA to modify 

Thelen’s HMM lexicon 134 into a lexical tree data structure. Huang, 2:31-37. This 

would have required only steps performable by a POSITA without undue 

experimentation of reprogramming of data stored in memory. Storing lexical data as 

a tree would have been desirable to a POSITA as a method of mapping sub-word 

units of words (e.g. phonemes) to nodes in the tree, efficiently organizing the lexical 

data for the “search and match” step of speech recognition. I note that Thelen and 

Bailey each already teach multiple processing units (Thelen’s “recognizers” and 

Bailey’s “PREs”) running in parallel to achieve better recognition results without 

increasing overall processing time between utterance and recognition, indicating to 

a POSITA that a lexical tree structure would have been an effective, desirable 

method of organizing the lexical content to efficiently distribute processing across 

multiple processors (as recited in Claim 46), since different branches could have 

been assigned to different processors or processor groups. Thelen, 2;30-37, 7:17-29; 

IPR2023-00033 
Apple EX1003 Page 94



Declaration of Chris Schmandt 
Patent No. 7,587,319 

Bailey, 11:9-34, FIG. 3A. A POSITA would have had a reasonable expectation of 

success for the modification of Thelen’s HMM lexicon 134 into a lexical tree data 

structure because it was so well known and only required reprogramming to cause a 

rearrangement of data already present in the system, desirably increasing 

computational efficiency. 

2. Claim 48 

a) Claim 48: “A speech recognition circuit according to 
claim 47, wherein each lexical memory stores said 
lexical tree data structure as an n phone model of 
words, where n is an integer, and said components 
comprise n phones.” 

97. Huang describes a speech recognition circuit comprising a training 

phase during which a monophone model of words is built, generating the lexical tree 

data structures stored in lexical memory subsequently used for speech recognition. 

Huang, 7:15-54, 8:16-20, 11:64-12:46, see also 6:62-7:18, Figs. 1-2 (teaching 

monophone storage). Here, a “monophone” model represents words using a single 

phone (mono=1), where 1 is an integer. Each phoneme in Huang’s lexicon is 

modeled based on incoming training data as monophones which “are used in the 

recognition scheme to determine a most likely matching phoneme for an input 

speech utterance[.]” Huang, 7:45-54. After intermediate steps of dynamically 

generating context dependent triphone models, which I will discuss in detail below 
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for claim 49, the model is used for speech recognition, searching a prefix tree as 

described above for claim 47. Huang, 11:64-12:46. 

98. Huang’s lexical tree data structure has “components” (i.e., common 

prefix components) that are phonemes on each branch of Huang’s lexical tree. 

Specifically, a POSITA would have recognized these are monophones because 

Huang describes them as not exceeding the total number (40-50) of phonemes used 

in the English language. Huang, 2:53-61, 8:24-25. A POSITA would have known 

that there are 40-50 monophones in the English language, with exponentially more 

for each n-phone, as n becomes larger. The ’319 Patent itself admits that “If there 

are 50 mono phones, there are potentially 50n lexical tree data structures. For tri-

phones, this comprises 503 (i.e. 125,000).” This would have matched a POSITA’s 

understanding – the English language has about 50 phonemes, and since each of the 

3 phones (the preceding phone, the current phone, and the subsequent phone) being 

accounted for in a triphone model may be any of the 50 phonemes, there should be 

about 503 = 125,000 triphones. Thus, a POSITA would have recognized that 

Huang’s description is of a monophone model, teaching and rendering obvious a 

lexical tree data structure as an n phone model of words, where n is an integer, and 

said components comprise n phones. 

99. In my opinion, a POSITA would have been motivated to store the 

lexical tree data structure described in claim 47 as a monophone (an “n phone”) 
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model of words to minimize the amount memory required to store the lexical data, 

requiring only reprogramming of data stored in memory, performable by a POSITA 

without undue experimentation. As explained for claim 47, formatting data in a 

lexical tree (and storing it in such a form) was well-known as being advantageous 

and desirable in speech recognition circuits prior to the ’319 Patent, as attested by 

the prior art, leading to a reasonable expectation of success for the combination. 

Ravishankar, 68. Of course, to maintain consistency, a POSITA would have 

configured the system to store each of the recognizable words in the circuit as an n 

phone model of words (where n is an integer, and said components comprise n 

phones, as claimed), maximizing the benefit gained. 

3. Claim 49 

a) Claim 49: “A speech recognition circuit according 
to claim 48, wherein each lexical memory stores said 
lexical tree data structure as a mono phone model of 
words, and said lexical tree processors use said mono 
phone models to generate context dependant phone 
models of words dynamically for use in processing the 
speech parameters.” 

100. As discussed above for claim 48, Huang describes a speech recognition 

circuit comprising a training phase during which a monophone model of words is 

built, generating the lexical tree data structures stored in lexical memory 

subsequently used for speech recognition. Huang, 7:15-54, 8:16-20, 11:64-12:46. 

The ’319 Patent teaches, in support of claim 49, that a monophone (or “mono 
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phone”) model is used to determine a plurality of triphones associated with its lexical 

tree data structure, dynamically generating context dependent phone models. ’319 

Patent, 6:40-7:35, 9:7-16. Here, a POSITA would have understood that “context 

dependent” and “context dependant” (as claimed) are synonymous. 

101. Specifically, Huang teaches comparing incoming speech to its 

monophone model to obtain likely phonemes. Huang, 11:64-12:8, 7:45-54. After 

further intermediate processing regarding senone states, Huang then details how the 

circuit dynamically generates context dependent phone models: 

Search engine 80 then accesses the information stored in 
memory 74 and retrieves a likely triphone which has been 
mapped to the likely senone sequence determined. This is 
indicated by block 172. 
Search engine 80 then determines whether all of the likely 
phonemes have been processed. If not, search engine 80 
repeats the process and arrives at a likely senone sequence 
for each likely phoneme (and thus arrives at N likely 
triphones to be associated with the target phoneme) based 
upon the probability scores determined during 
comparison. This is indicated by blocks 174 and 176. 
Once the N likely triphones have been identified, search 
engine 80 accesses the prefix tree in memory 76. 

Huang, 12:32-46. Huang expressly characterizes a triphone as “a phoneme with 

corresponding right and left context[,]” leading to a POSITA’s understanding that 

using monophone models to generate triphone models, as taught by Huang, teaches 

using a mono phone model to generate context dependent phone models for words, 

as claimed. Huang, 7:64-66. 
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102. As seen in Ravishankar, context dependent models based on triphones 

were well-known prior to the ’319 Patent to increase the accuracy of speech 

recognition circuits, leading a POSITA to a reasonable expectation of success for 

combining Huang’s dynamic generation of context dependent models into the circuit 

of Thelen+Bailey+Chen and motivating the combination. Ravishankar, 70-71 

(“…we wish to use triphone acoustic models rather than simple base phone models 

for high recognition accuracy. Hence, the lexical tree has to be built out of triphone 

nodes…”). As seen in the figures from Ravishankar below, it was a well-known 

technique to use a basephone lexical tree to dynamically generate triphone models 

during recognition. 

 

 

Ravishankar, 68. 
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Ravishankar, 71. 

103. A POSITA would have recognized this would have constituted using a 

known technique (using monophone models to determine triphone models) to 

improve similar devices (the speech recognition circuits of Thelen+Bailey+Chen 

and Huang) in the same way, requiring only reprogramming of the functionality of 

the speech recognition circuit using hardware already present, performable by a 

POSITA without undue experimentation. The result would have been, predictably, 

increasing accuracy provided by accounting for the preceding phone as taught by 

Huang without greatly increasing the required computational load. Specifically, to 

maintain consistency and maximize the benefit gained by the modification, a 
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POSITA would have modified the speech recognition circuit to generate context 

dependent triphone models using each of the lexical tree processors. 

X. OPINIONS REGARDING GROUND 3 

A. Claims 53 And 58-59 Are Obvious Over Thelen In View Of Bailey 
And Chen In Further View Of Jiang 

1. Dependent Claim 53 

a) Claim 53: “A speech recognition circuit according 
to claim 46, wherein each processor determines and 
outputs scores for words in the processing results at 
word recognition events.” 

104. Jiang teaches a speech recognition circuit comprising a CPU 21, 

“which may include one or more processors” employing a lexical tree (or “prefix 

tree”) associating phonetic models, such as those modeled by HMMs, with the 

branches of the prefix tree. Jiang, 2:47-59, 4:8-9, 6:39-42, 7:34-38. Jiang searches 

the prefix tree in a “known manner,” calculating scores for pruning until reaching a 

“leaf node” representing a final word recognized spoken utterance (such as “orange,” 

in the example described at 8:16-64). Jiang, 2:3-15, 1:19-32, 8:16-51, Fig. 4. 

Specifically, Jiang computes “probability scores” for each state of an acoustic model 

stored in memory, such as the Hidden Markov Model. Id. In this way, Jiang, like the 

circuit of Thelen+Bailey+Chen, determines and outputs scores for words in its 

processing results. 
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Jiang, Fig. 4. Jiang refers to the action of outputting determined words at word 

recognition events, as “word boundaries.” Jiang 7:48-64, 8:65-9:3, 9:28-42. When 

silence is detected between spoken words, the lexical tree is searched for the 

previous spoken word. Once a leaf node is reached, the score for the recognized 

words would have been output to the control processor. 

105. A POSITA would have been motivated to modify the 

Thelen+Bailey+Chen to output scores at word recognition events per Jiang to 

determine a final recognized word in an efficient and operable manner using each of 
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the plurality of processors of the circuit. Doing so would have had a reasonable 

expectation of success because it would have provided the control processor with 

the information necessary for determining a final “winning” recognized word from 

amongst Thelen’s plurality of words recognized by the plurality of recognition 

models. This arrangement would have allowed the competing recognized words to 

be fairly and quickly judged, speeding the circuit’s operation and motivating the 

modification. A POSITA would have recognized that the scores would have needed 

to be output at word recognition events to have serve appropriate scores to the 

control processors for judgement. 

2. Dependent Claim 58 

a) Claim 58: “A speech recognition circuit according 
to claim 46, wherein said processors determine and 
output scores in the processing results during the 
processing of said speech parameters.” 

106. As explained above, Thelen+Bailey+Chen renders obvious a speech 

recognition circuit comprising processors that determine scores at word recognition 

events. See Claim 50. Further, Jiang teaches a speech recognition circuit that 

determines and outputs scores during the processing of speech parameters, in order 

to enable the increased efficiency provided by pruning. In detail, Jiang teaches a 

“pruning technique” employed during a lexical tree search accomplished by 

“comparing, at each node, the scores assigned to that node, with the largest 

score on any of the other nodes corresponding to the frame being considered. If 
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the score at a particular node is sufficiently low compared to the maximum score 

for other corresponding nodes in tree 77, it is assumed that the branches leading to 

the node under consideration (the node with the lower score) will not likely be part 

of the completed most likely phoneme sequence (i.e., the phonemes in that sequence 

will not likely be part of the final word recognized by the system). Thus, that branch 

is dropped (or pruned) from tree 77 and is no longer considered in further 

processing.” Jiang, 8:52-64, see also 2:25-46, 10:51-11:15. Jiang is describing a 

technique, well-known and widely-used by POSITAs, of reducing the number of 

candidate words being considered by removing any word candidate that falls below 

a threshold. Specifically, Jiang teaches that scores are determined “during the 

processing of said speech parameters,” in order to obtain the “computational 

savings” afforded by no longer processing pruned branches, making the system 

“more efficient” by “reduc[ing] the search space more quickly,” which a POSITA 

would have realized would have hastened the speech recognition process and 

potentially enabled the system to utilize less sophisticated (and thus potentially less 

expensive) processors. Jiang, 10:51-64, 11:8-24. Thus, a POSITA would have been 

motivated to configure the circuit of Thelen+Bailey+Chen to determine and output 

scores during the processing of said speech parameters, as claimed, in order to gain 

the “computational savings” taught by Jiang. This would have constituted a known 

technique (determining scores for pruning) being used to improve similar devices 
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(the speech recognition circuits of Thelen+Bailey+Chen and Jiang) in the same way, 

leading a POSITA to a reasonable expectation of success for the combination. 

XI. OPINIONS REGARDING GROUND 4 

A. Claims 51 Is Obvious Over Thelen In View Of Bailey And Chen In 
Further View Of Katz 

1. Dependent Claim 51 

a) Claim 51: “A speech recognition circuit according 
to claim 50, a including language model processor 
providing a language model output for modifying the 
processing results at a word recognition event by a said 
processor.” 

107. Thelen teaches a sentence level matching system 140 for applying an 

n-gram language model at the sentence level to constrain the recognition such that 

“word sequences which are proper sequences as specified by the language model.” 
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Thelen, 4:20-25, 5:54-6:10, Fig. 1. Since this language model is applied as a 

particular word is recognized, a POSITA would have recognized Thelen’s language 

model is applied “at a word recognition event,” as discussed above regarding claim 

50. Specifically, Thelen describes determining a “recognized sequence” of words by 

combining the processing results of word recognition (the “results of the acoustic 

model” comparison) with results from the language-level comparison, teaching the 

claimed “providing a language model output for modifying the processing results at 

a word recognition event.” Thelen, 5:54-6:10. Of course, this sentence-level 

improvement to Thelen’s recognition process is only performed in addition to the 

individual word-level recognition, rather than in replacement or as an alternative to 

word-level recognition. Thelen, 7:30-43. Thelen does not, however, expressly 

describe a language model processor dedicated to the task of applying the language 

model functionality provided by sentence level matching system 140, though a 

POSITA would have recognized a processor would have performed this task in 

Thelen’s system. 

108. Katz does expressly teach a dedicated language model processor via 

processor 210, which, alongside storage 212, comprises its “language model 

component 206,” as illustrated in Figs. 2-3 below. 
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Katz, 6:33-41, 1:44-54, 2:34-44, Figs. 2-3. Like Thelen’s sentence level matching 

system 140, Katz’s language model component 206 functions to determine a 

probability that a selected vocabulary word is the next word in a string, given that 

the previous words in the string are known based on a sample text of phrases (such 

as three word combinations known as “tri-grams”). For this reason, a POSITA would 

have been motivated and found it obvious based on Katz to modify the 

Thelen+Bailey+Chen circuit to execute the language model comparisons at the 

sentence-level via a language model processor, as claimed. A POSITA would have 

recognized and desired the processing advantage granted by delegating this task to 
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a language model processor and would have been capable of doing so by simple 

combination of known hardware elements using known techniques. Katz and Thelen 

each already describe systems based on tri-gram language models, leading to a 

reasonable expectation of success for the combination without undue 

experimentation. Thelen, 5:54-6:11; Katz, 1:44-54. 

XII. CONCLUSION

109. For the aforementioned reasons, in my opinion, to a POSITA, the claims

of the ’319 Patent are rendered obvious by the prior art. 

110. I hereby declare under penalty of perjury under the laws of the United

States of America that the foregoing is true and correct, and that all statements made 

of my own knowledge are true and that all statements made on information and belief 

are believed to be true. I understand that willful false statements are punishable by 

fine or imprisonment or both. See 18 U.S.C. § 1001. 

Date: Respectfully submitted: 

By: 
Christopher Schmandt 
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