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M-vector codebook as y,,, 1 < m < M, and we denote the spectral vector to be classified
(and quantized) as v, then the index, m*, of the best codebook entry is

m” = arg ISmmlgMd(v,y,,,). (3.95)

For codebooks with large values of M (e.g., M > 1024), the computation of Eq. (3.95) could
be excessive, depending on the exact details of the distance measure; hence, alternative,
suboptimal, procedures for designing VQ codebooks have been investigated. We will
briefly discuss such methods in a later section of this chapter.

34.6 Comparison of Vector and Scalar Quantizers

To illustrate the power of the concept of quantizing an entire vector (rather than quantizing
individual components of the vector), Figures 3.45 and 3.46 show comparisons of the results
of using vector and scalar quantizers on typical speech spectral frames. In Figure 3.45 we
see both model (speech) spectra and the resulting quantization error spectrum for 10-bit and
24-bit scalar quantizers and for a 10-bit vector quantizer. It is clear that the quantization
error of the 10-bit vector quantizer is comparable to that of the 24-bit scalar quantizer. This
implies that the vector quantizer provides a 14-bit reduction in storage (per frame) over a
scalar quantizer, i.e., more than a 50% reduction in storage for the same distortion.

Figure 3.46 shows temporal plots of distortion as well as distortion error histograms
for the three quantizers of Figure 3.45. It can be seen that even though the average distortion
of the 10-bit VQ is comparable to that of the 24-bit scalar quantizer, the peak distortion of
the 10-bit VQ is much smaller than the peak distortion of the 24-bit scalar quantizer. This
represents another distinct advantage of VQ over scalar quantization.

34.7 Extensions of Vector Quantization

As mentioned earlier, several straightforward extensions of the ideas of VQ have been
proposed and studied, including the following:

1. Use of multiple codebooks in which codebooks are created separately (and indepen-
dently) for each of several spectral (or temporal) representations of speech. Thus
we might consider using a separate codebook for cepstral vectors and a separate
codebook for the time derivatives of the cepstral vectors. This method of multiple
codebooks has been used extensively in large vocabulary speech-recognition systems.

2. Binary search trees in which a series of suboptimal VQs is used to limit the search
space so as to reduce the computation of the overall VQ from M distances to log (M)
distances. The training procedure first designs an optimal M = 2 VQ and then
assigns all training vectors to one of the VQ cells. Next the procedure designs a
pair of M = 2 VQs, one for each subset of the preceding stage. This process is
iterated until the desired size is obtained in log M steps. The suboptimality of the
procedure is related to the fact that training vectors initially split along one branch of
the VQ cannot join the other branch at a later stage of processing; hence, the overall
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Figure 3.45 Model and distortion error spectra for scalar and vector quantizers (after Juang
etal. [12]).

distortion is not minimal at each branch of the tree.

3. K-tuple (fixed-length block) quantizers in which K-frames of speech are coded at 2
time, rather than single frames, as is conventionally the case. The idea is to exploit 1
correlations in time for vowels and vowel-like sounds. The disadvantage occurs for

sounds where the correlation along the K-tuple is low—i.e., transient sounds and
many consonants.

4. Matrix quantization in which a codebook of sounds or words of variable sequence
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Figure 3.46 Plots and histograms of temporal distortion for scalar and vector quantizers (after
Juang et al. [12]).

length is created. The concept here is to handle time variability via some types of
dynamic programming procedure and thereby create a codebook of sequences of
vectors that represent typical sounds or words. Such techniques are most applicable
to word-recognition systems.

5. Trellis codes in which time sequential dependencies among codebook entries are
explicitly determined as part of the training phase. The idea here is that when
input vector v, is quantized using codeword y,, then input vector v, is quantized
using one of a limited subset of codebook entries that are related to y, via a set of
learned sequential constraints, thereby reducing computation of encoding the input,
and increasing the ability to interpret the codebook output in terms of basic speech
units.

6. Hidden Markov models in which both time and spectral constraints are used to
quantize an entire speech utterance in a well-defined and efficient manner. We defer
a discussion of hidden Markov models to Chapter 6.

348 Summary of the VQ Method

In later chapters of this book we will see several examples of how VQ concepts can be
exploited in speech-recognition systems. Here we have shown that the basic idea of VQ
is to reduce the information rate of the speech signal to a low rate through the use of
a codebook with a relatively small number of code words. The goal is to be able to
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Figure 3.47 Physiological model of the human ear.

represent the spectral information of the signal in an efficient manner and in a way that
direct connections to the acoustic-phonetic framework discussed in Chapter 2 can be made.
Various techniques for achieving this efficiency of representation were discussed, and their
properties were illustrated on representative examples of speech.

3.5 AUDITORY-BASED SPECTRAL ANALYSIS MODELS

The motivation for investigating spectral analysis methods that are physiologically based
is to gain an understanding of how the human auditory system processes speech, so s {0
be able to design and implement robust, efficient methods of analyzing and representing
speech. It is generally assumed that the better we understand the signal processing in the
human auditory system, the closer we will come to being able to design a system that can
truly understand meaning as well as content of speech.

With these considerations in mind, we first examine a physiological model of th
human ear. Such a model is given in Figure 3.47 and it shows that the ear has three distinct
regions called the outer ear, the middle ear, and the inner ear. The outer ear consists
of the pinna (the ear surface surrounding the canal in which sound is funneled), and th¢
external canal. Sound waves reach the ear and are guided through the outer ear t0 the
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Figure 3.48 Expanded view of the middle and inner ear mechanics.

middle ear, which consists of the tympanic membrane or eardrum upon which the sound
wave impinges and causes to move and a mechanical transducer (the malleus or hammer,
the incus or anvil, and the stapes or stirrup), which converts the acoustical sound wave to
mechanical vibrations along the inner ear. The inner ear consists of the cochlea, which is a
fluid-filled chamber partitioned by the basilar membrane, and the cochlea or auditory nerve.
The mechanical vibrations impinging on the oval window at the entrance to the cochlea
create standing waves (of the fluid inside the cochlea) that cause the basilar membrane to
vibrate at frequencies commensurate with the input acoustic wave frequencies (e.g., the
formants of voiced speech) and at a place along the basilar membrane that is associated
with these frequencies. (An expanded view of the middle and inner ear mechanics is given
in Figure 3.48. The 2 !/, tumn, snail-like shape of the cochlea is shown as a straight tube in
this figure for ease of presentation.)

The basilar membrane is characterized by a set of frequency responses at different
points along the membrane. Hence, in its simplest form, the cochlea can be modeled as a
mechanical realization of a bank of filters (appropriately called cochlea filters). Distributed
along the basilar member (in a dense but discrete manner) is a set of sensors called inner
hair cells (IHC), which act as mechanical motion to neural activity converters. Mechanical
motion at some point along the basilar membrane is sensed by the inner hair cells and
causes firing activity at the nerve fibers that innervate the bottom of each IHC. Each IHC
is connected to about 10 nerve fibers, each of different diameter and of different synaptic
connection. It has been shown experimentally that thin fibers fire (emit neural impulses)
only at high motion levels, whereas thick fibers fire at much lower motion levels. A total
of about 30,000 nerve fibers link the IHCs to the auditory nerve.

IPR2023-00037
Apple EX1013 Page 164



134 Chap. 3 Signal Processing and Analysis Methogs

Beyond the auditory nerve, our knowledge of how the information signals (the neura|
activity along the auditory nerve) are processed and eventually converted to intelligence in
the brain is almost primitive. Hence when we attempt to build auditory models for signal
processing, we are primarily modeling the middle ear, cochlea, and hair cell systems. The
assumption is that the signal produced by such a model exhibits some of the robustness
(immunity to noise, reverberation) and efficiency of the human auditory systems. Thus
in the remainder of this section we present one such model, called the Ensemble Interval
Histogram (EIH) model and show some of the properties of speech signals processed by
such a model.

3.5.1 The EIH Model

On the basis of the discussion in the preceding section, a model of the cochlea and the hair
cell transduction consists of a filter bank that models the frequency selectivity at various
points along a simulated basilar membrane, and a nonlinear processor for converting the
filter bank output to neural firing patterns along a simulated auditory nerve. Such a model
is shown in Figure 3.49 and is called the EIH model [13].

In the EIH model, the mechanical motion of the basilar membrane is sampled using
165 IHC channels, equally spaced, on a log-frequency scale, between 150 and 7000 Hz.
The corresponding cochlear filters are based on actual neural tuning curves for cats. The
amplitude responses of 28 of these filters (i.e., about 1 in 8 from the model) are shown in
Figure 3.50. The phase characteristics of these filters is minimum phase, and the relative
gain, measured at the center frequency of the filter, reflects the corresponding value of the
cat’s middle ear transfer function.

The next stage of processing in the EIH model of Figure 3.49 is an array of level cross-
ing detectors that models the motion-to-neural activity transduction of the hair cell mech-
anisms. The detection levels of each detector are pseudo-randomly distributed (based on
measured distributions of level firings), thereby simulating the variability of fiber diameters
and their synaptic connections.

The output of the level-crossing detectors represents the discharge activity of the
auditory nerve fibers. Figure 3.51 shows simulated auditory nerve activity, for the first
60 msec of the vowel /o/ in the word “job,” as a function of both time and the “characteristic
frequency” of the IHC channels. (Note the logarithmic scale of the characteristic frequency
which represents the place-to-frequency mapping on the basilar membrane.) In Figure 3.5,
a level-crossing occurrence is marked as a single dot, and the output activity of each level-
crossing detector is plotted as a separate trace. Each IHC channel contributes seven
parallel traces (corresponding to the seven level-crossing detectors for each channel), with
the lowest trace representing the lowest-threshold level-crossing detector. If the magnitude
of the filter’s output is low, only one level will be crossed, as is seen for the very top
channels in Figure 3.51. However, for large signal magnitudes, several levels will be
activated, creating a “darker” area of activity in the figure.

The level-crossing patterns represent the auditory nerve activity, which, in tum, is
the input to a second, more central stage of neural processing, which gives the overall
ensemble interval histogram (EIH). Conceptually, the EIH is a measure of the spatial
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Figure 3.49 Block diagram of the EIH model (after Ghitza [13]).

extent of coherent neural activity across the simulated auditory nerve. Mathematically,
it is the short-term probability density function of the reciprocal of the intervals between
successive firings, measured over the entire simulated auditory nerve in a characteristic
frequency-dependent time-frequency zone.

As a consequence of the multilevel crossing detectors, the EIH representation pre-
serves information about the signal’s overall energy. To illustrate this point, consider the
case in which the input signal is a pure sinusoid, i.e. s(t) = A sin(27fo?), and the character-
istic frequency of a selected channel is fy, as shown in Figure 3.52a. For a given intensity
A, the cochlear filter output will activate only some low level-crossing detectors. For a
given detector, the time interval between two successive positive-going level crossings is
1/fo. Since the histogram is scaled in units of frequency, this interval contributes a count
to the f; bin. For the input signal in Figure 3.52a, all of the intervals are the same, resulting
in a histogram in which the magnitude of each bin, save one (fo), is zero. As the signal
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Figure 3.53 Comparison of Fourier and EIH log spectra for clean and noisy speech signals (after
Ghitza [13]).

amplitude A increases, more levels are activated. As a result, this cochlear filter contributes
additional counts to the fy bin of the EIH. Since the crossing levels are equally distributed
on a log-amplitude scale, the magnitude of any EIH bin is related, in some fashion, to
decibel units. However, this relation is not a straightforward one because there are several
sources contributing counts to the fy bin in a nonlinear manner. Figure 3.52b shows an
input signal s(rf) = Asin(27fyt) driving five adjacent cochlear filters with an amplitude
response |H;(f)| and a phase response ¢;(f), i = 1,2,...,5. Due to the shape of the filters,
more than one cochlear channel will contribute to the f; bin. In fact, all the cochlear filters
that produce s;(t) = A |Hi(fo)| sin(27for + ¢:i(fo)) will contribute to the f; bin of the EIH,
provided that A |H;(fo)| exceeds any of the level-crossing thresholds. In Figure 3.52b only
cochlear filters 2, 3, and 4 are contributing nonzero histograms to the EIH. The number of
counts is different for each filter, depending on the magnitude of A |H;(f;)|.

One goal of auditory-based signal processing is to make the signal more robust to
noise and reverberation than alternative spectral analysis procedures such as the filter-bank
method or the LPC method. Figure 3.53 illustrates how well the EIH model achieves this
goal. Shown in the figure are the log magnitude spectra of a clean (no noise) and a noisy
(signal-to-noise ratio of 0 dB) speech signal processed by a standard Fourier filter bank
(curves on the left) and by the EIH model (curves on the right). Also shown are LPC
polynomial fits to the original signal spectrum (on the left) and to the EIH signal spectrum
(on the right) for both the clean signal and the noisy signal. This figure clearly shows 2
tremendous sensitivity of the Fourier and LPC analyses to noise for the original signals
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(This is especially seen in the LPC polynomial fits.) In the EIH case, the log magnitude
spectra are almost unaltered by the noise, and the LPC polynomial fits are extremely close
to each other.

The implication of the above results for speech recognition is that the EIH model has
potential for use in recognizing speech robustly in noisy and reverberant environments. We
will explore this issue in Chapter 5 when we talk about the effects of noise on performance
of speech recognizers.

36 SUMMARY

In this chapter we have discussed several ways of performing spectral analysis of speech,
including filter-bank analysis, LPC analysis, vector quantization, and auditory modeling.
We have discussed the relative strengths and weaknesses of each approach and given a hint
of the advantages and disadvantages for application to actual speech-recognition systems.
We will see, in later chapters, how the type of spectral analysis that is used interacts with
the processing of other parts of the recognizer. Only through such an understanding can
one fully see the trade-offs among the different approaches to speech spectrum analysis.
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Chapter 6

THEORY

AND IMPLEMENTATION
OF HIDDEN

MARKOV MODELS

6.1 INTRODUCTION

In Chapters 4 and 5 we presented one major pattern-recognition approach to speech recogni-
tion, namely the template method. One key idea in the template method is to derive typical
sequences of speech frames for a pattern (e.g., a word) via some averaging procedure, and
to rely on the use of local spectral distance measures to compare patterns. Another key
idea is to use some form of dynamic programming to temporally align patterns to account
for differences in speaking rates across talkers as well as across repetitions of the word by
the same talker. The methodology of the template approach is well developed and provides

good recognition performance for a variety of practical applications.
The template approach, however, is not based on the ideas of statistical signal model-

ing in a strict sense. Even though statistical techniques have been widely used in clustering
to create reference patterns, the template approach is best classified as a simplified, non-
parametric method in which a multiplicity of reference tokens (sequences) are used to
characterize the variation among different utterances. As such, statistical signal charac-
terization inherent in the template representation is only implicit and often inadequa.tc.
Consider, for example, the use of a truncated cepstral distortion measure as the local dis-
tance for template matching. The Euclidean distance form of the cepstral distance measure
suggests that the reference vector can be viewed as the mean of some assumed distribution.

321
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Obviously, this simple form of the sufficient statistic! (use of only the mean reference
vector) neglects the second-order statistics—i.e., covariances, which, as will be seen later,
are of particular significance in statistical modeling. (Note that this distribution is used
to account for variations of the cepstral coefficients at the frame level since time align-
ment is performed so as to match appropriate frames of the patterns being compared.)
There is clearly a need to use a more elaborate and analytical statistical method for speech
recognition.

In this chapier we will study one well-known and widely used statistical method
of characterizing the spectral properties of the frames of a pattern, namely the hidden
Markov model (HMM) approach. (These models are also referred to as Markov sources or
probabilistic functions of Markov chains in the communications literature.) The underlying
assumption of the HMM (or any other type of statistical model) is that the speech signal
can be well characterized as a parametric random process, and that the parameters of the
stochastic process can be determined (estimated) in a precise, well-defined manner. We
will show that the HMM method provides a natural and highly reliable way of recognizing
speech for a wide range of applications and integrates well into systems incorporating both
task syntax and semantics.

The basic theory of hidden Markov models was published in a series of classic
papers by Baum and his colleagues ([1]-[5]) in the late 1960s and early 1970s and was
implemented for speech-processing applications by Baker [6] at CMU, and by Jelinek and
his colleagues at IBM ([7]-[13]) in the 1970s.

We begin this chapter with a review of the theory of Markov chains and then extend the
ideas to HMMs using several simple examples. Based on the now-classical approach of Jack
Ferguson of IDA (Institute for Defense Analyses), as introduced in lectures and in writing
[14], we will focus our attention on the three fundamental problems for HMM design,
namely: the evaluation of the probability (or likelihood) of a sequence of observations
given a specific HMM; the determination of a best sequence of model states; and the
adjustment of model parameters so as to best account for the observed signal. We will
show that once these three fundamental problems are solved, we can readily apply HMMs
to selected problems in speech recognition.

6.2 DISCRETE-TIME MARKOV PROCESSES

Consider a system that may be described at any time as being in one of a set of N distinct
states indexed by {1,2,...,N} as illustrated in Figure 6.1 (where N = S for simplicity).
At regularly spaced, discrete times, the system undergoes a change of state (possibly back
to the same state) according to a set of probabilities associated with the state. We denote
the time instants associated with state changes as t = 1,2,..., and we denote the actual

'Sufficient statistics are a set of measurements from a process which contain all the relevant
information for estimating the parameters of that process.
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Figure 6.1 A Markov chain with five states  Figure 6.2 Markov model of the weather.
(labeled 1 to 5) with selected state transitions.

state at time 7 as g,. A full probabilistic description of the above system would, in general,
require specification of the current state (at time 7), as well as all the predecessor states. For

the special case of a discrete-time, first order, Markov chain, the probabilistic dependence
is truncated to just the preceding state—that is,

Plg: = jlgi-1 =i, q—2 = k,...]1 = Plg, = jlgi—) = il. (6.1)

Furthermore, we consider only those processes in which the right-hand side of (6.1) is
independent of time, thereby leading to the set of state-transition probabilities a;j of the
form

a; = Plg: = jlqi—1 = 1], 1<i,j<N (6.2)
with the following properties
aj; >0 Vj,i (6.3a)
N
day=1 Vi (6.3b)
Jj=1

since they obey standard stochastic constraints.

The above stochastic process could be called an observable Markov model because
the output of the process is the set of states at each instant of time, where each state
corresponds to an observable event. To set ideas, consider a simple three-state Markov
model of the weather as shown in Figure 6.2. We assume that once a day (e.g., at noon),
the weather is observed as being one of the following:

State 1: precipitation (rain or snow)
State 2: cloudy
State 3: sunny.
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We postulate that the weather on day ¢ is characterized by a single one of the three stateg
above, and that the matrix A of state-transition probabilities is

04 03 03

A={aj}=|02 06 02
0.1 0.1 08

Given the model of Figure 6.2 we can now ask (and answer) several interesting
questions about weather patterns over time. For example, we can pose the following
simple problem:

Problem
What is the probability (according to the model) that the weather for eight consecutive days is
“sun-sun-sun-rain-rain-sun-cloudy-sun”?

Solution
We define the observation sequence, O, as

O = (sunny, sunny, sunny, rain, rain, sunny, cloudy, sunny )
= ( 3 3, 3 1, 1, 3, 2, 3 )
day 1 2 3 4 5 6 q 8

corresponding to the postulated set of weather conditions over the eight-day period and we
want to calculate P(O[Model), the probability of the observation sequence O, given the model
of Figure 6.2. We can directly determine P(O|Model) as:

P(O[Model) = P[3, 3, 3, 1, 1, 3, 2, 3|Model]
= P[31PI3|31PP[1|3] P(1]1]
P(3|11P[2/3] P[3]2]
=73+ (@) azi an a3 an an
E (1.0)(0.8)2(0.1)(0.4)(0.3)(0.1)(0.2)
=1.536 x 10™*

where we use the notation:
m=Plg=i, 1<i<N 64
to denote the initial state probabilities.
Another interesting question we can ask (and answer using the model) is:
Problem

Given that the system is in a known state, what is the probability that it stays in that state for
exactly

Solution
This probability can be evaluated as the probability of the observation sequence

O =Ci i, i ..., i j#i)
day 1 2 3 d d+1
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given the model, which is
P(O|Model, q; = i)= P(0, q = i|Model)/P(q = i)
= mi(ai)"'(1 - aii)/m;
= (aii)d—](l — aj)

The quantity pi(d) is the probability distribution function of duration d in state i. This
exponential distribution is characteristic of the state duration in a Markov chain. Based on

pi(d), we can readily calculate the expected number of observations (duration) in a state,
conditioned on starting in that state as

4 =Y dp(d (6.62)
d=1
= d@)"'(1—ai) = 5 _1 —. (6.6b)

d=1

Thus the expected number of consecutive days of sunny weather, according to the model, is
1/(0.2) = 5; for cloudy it is 2.5; for rain it is 1.67.

Problem
Derive the expression for the mean of pi(d), i.e. Eq. (6.6b).

Solution
= dpi(d
d=1

= Z d@i)*"'(1 — ax)

d=1

d [ 4
=1- aii)a_’ [Z aii]

d=1
= (- (72

aii \1— aii
1

— l—a,',‘.

63 EXTENSIONS TO HIDDEN MARKOV MODELS

So far we have considered Markov models in which each state corresponded to a deter-
ministically observable event. Thus, the output of such sources in any given .state is not
random. This model is too restrictive to be applicable to many problems of mterf:st. In
this section we extend the concept of Markov models to include th; case in whph th.e
observation is a probabilistic function of the state—that is, the resulting model (which is
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ov model) is a doubly embedded stochastic process with an underlyip
< not directly observable (it is hidden) but can be obseryeq on]g
through another set of stochastic processes that. produce the sequence of obs'ervations_ y

To illustrate the basic concepts of the hidden Markov model, we will yse sever
simple examples including simple coin-tossfng exper.iments. We begin with a reyiey, of
some basic ideas of probability in the following eXercise.

Exercise 6.1 ' .
Given a single fair coin, i.e., P(Heads) = P(Tails) = 0.5, which you toss once and obseyy,

Tails, _ _
1. What is the probability that the next 10 tosses will provide the sequence

(HHTHTTHTTH)?

2. What is the probability that the next 10 tosses will produce the sequence
(HHHHHHHHHH)?

3. What is the probability that 5 of the next 10 tosses will be tails? What is the expecteq
number of tails over the next 10 tosses?

called a hidden Mark
stochastic process that

Solution 6.1
1. For a fair coin, with independent coin tosses, the probability of any specific observation

sequence of length 10 (10 tosses) is (1/ 2)'° since there are 2'° such sequences and al|
are equally probable. Thus:

10
PHHTHTTHTTH) = (%) .

10
PHHHHHHHHHH) = (%) .

Thus a specified run of length 10 is as likely as a specified run of interlaced H and T.

3. The probability of 5 tails in the next 10 tosses is just the number of observation sequences
with 5 tails and 5 heads (in any order) and this is

1 1A 2
P(5H,5T) = ( 50) (5) _ % ~ 025

. 10 ;
since there are ( 5 ) ways of getting 5H and 5T in 10 tosses, and each sequence has
!

e 0
probability of ( %) . The expected number of tails in 10 tosses is

10 10
E(T in 10 tosses) = Zd ( 1‘?) (%) =3
d=0

Thus, on average, there will be SH and 57 in 10 tosses, but the probability of exactly
5H and 5T is only 0.25.

6.3.1 Coin-Toss Models

Assume the following scenario. You are in a room with a barrier (e.g., a curtain) throug
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which you cannot see what is happening. On the other side of the barrier is another person
who is performing a coin-tossing experiment (using one or more coins). The person will not
tell you which coin he selects at any time; he will only tell you the result of each coin flip.
Thus a sequence of hidden coin-tossing experiments is performed, with the observation
sequence consisting of a series of heads and tails. A typical observation sequence would

be
O =(0,0203...07)
=HHTTTHTTH ...H)

where H stands for heads and T stands for tails.

Given the above scenario, the question is, How do we build an HMM to explain
(model) the observed sequence of heads and tails? The first problem we face is deciding
what the states in the model correspond to, and then deciding how many states should be
in the model. One possible choice would be to assume that only a single biased coin was
being tossed. In this case, we could model the situation with a two-state model in which
each state corresponds to the outcome of the previous toss (i.e., heads or tails). This model
is depicted in Figure 6.3a. In this case, the Markov model is observable, and the only issue
for complete specification of the model would be to decide on the best value for the single
parameter of the model (i.e., the probability of, say, heads). Interestingly, an equivalent
HMM to that of Figure 6.3a would be a degenerate one-state model in which the state
corresponds to the single biased coin, and the unknown parameter is the bias of the coin.

A second HMM for explaining the observed sequence of coin toss outcomes is given
in Figure 6.3b. In this case there are two states in the model, and each state corresponds to a
different, biased coin being tossed. Each state is characterized by a probability distribution
of heads and tails, and transitions between states are characterized by a state-transition
matrix. The physical mechanism that accounts for how state transitions are selected could
itself be a set of independent coin tosses or some other probabilistic event.

A third form of HMM for explaining the observed sequence of coin toss outcomes
is given in Figure 6.3c. This model corresponds to using three biased coins, and choosing
from among the three, based on some probabilistic event.

Given the choice among the three models shown in Figure 6.3 for explaining the
observed sequence of heads and tails, a natural question would be which model best matches
the actual observations. It should be clear that the simple one-coin model of Figure 6.3a
has only one unknown parameter; the two-coin model of Figure 6.3b has four unknown
parameters; and the three-coin model of Figure 6.3c has nine unknown parameters. Thus,
with the greater degrees of freedom, the larger HMMs would seem to be inherently more
capable of modeling a series of coin-tossing experiments than would equivalently smaller
models. Although this is theoretically true, we will see later in this chapter that practical
considerations impose some strong limitations on the size of models that we can consider.
A fundamental question here is whether the observed head-tail sequence is long and rich
enough to be able to specify a complex model. Also, it might just be the case that only
a single coin is being tossed. Then using the three-coin model of Figure 6.3¢c would be
inappropriate because we would be using an underspecified system.
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() P 1=P(H) 1-COIN MODEL
1=P(H) (OBSERVABLE MARKOV MODEL)
O=HHTTHTHHTTH ..
' ey 2 S =1122121122.1..
HEADS TAILS
(b) a a 2-COINS MODEL
\ 22 (HIDDEN MARKOV MODEL)
~a4
O=HHTTHTHHTTH ..
4 2 s=211222122¢12.
1-022

P(H) =P, P(H) = P3
P(T)=1-P, P(T) =1-P;

3-COINS MODEL
(HIDDEN MARKOV MODEL)

()

o
S

HHTTHTHHTTH ..
31233112313 ..

P(H) P, Py Pj
P(T) 1-P, 1-P, 1-P;

Figure 6.3 Three possible Markov models that can account for the results of hidden coin-tossing
experiments. (a) one-coin model, (b) two-coins model, (c) three-coins model.

6.3.2 The Urn-and-Ball Model

To extend the ideas of the HMM to a somewhat more complicated situation, consider the
urn-and-ball system of Figure 6.4. We assume that there are N (large) glass urns in a room.
Within each um is a large quantity of colored balls. We assume there are M distinct colors
of the balls. The physical process for obtaining observations is as follows. A genie is in
the room, and, according to some random procedure, it chooses an initial urn. From this
urn, a ball is chosen at random, and its color is recorded as the observation. The ball is
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N et ~— N e
URN 14 URN 2 URN N
P(RED) =Dby(1) P(RED) = by(1) P(RED) = by(1)
P(BLUE) =Dby(2) P(BLUE) = by(2) P(BLUE) = by(2)
P(GREEN) =b,(3) PIGREEN) = b,(3) P(GREEN) = by(3)
P(YELLOW) = b,(4) P(YELLOW) = b,(4) PIYELLOW) = by(4)
P(ORANGE) = by (M) P(ORANGE) = by(M) P(ORANGE) = by(M)

0= {GREEN, GREEN, BLUE, RED, YELLOW, RED,

Figure 6.4 An N-state um-and-ball model illustrating the general case of a discrete
symbol HMM.

then replaced in the urn from which it was selected. A new urn is then selected according
to the random selection procedure associated with the current umn, and the ball selection
process is repeated. This entire process generates a finite observation sequence of colors,
which we would like to model as the observable output of an HMM.

It should be obvious that the simplest HMM that corresponds to the urn-and-ball
process is one in which each state corresponds to a specific urn, and for which a (ball) color
probability is defined for each state. The choice of urns is dictated by the state-transition
matrix of the HMM.

It should be noted that the ball colors in each urn may be the same, and the distinction
among various urns is in the way the collection of colored balls is composed. Therefore,
an isolated observation of a particular color ball does not immediately tell which urn it is
drawn from.

63.3 Elements of an HMM

The above examples give us some idea of what an HMM is and how it can be applied to
some simple scenarios. We now formally define the elements of an HMM.

An HMM for discrete symbol observations such as the above urn-and-ball model is
characterized by the following:

1. N, the number of states in the model. Although the states are hidden, for many
practical applications there is often some physical significance attached to the states
or to sets of states of the model. Thus, in the coin-tossing experiments, each state
corresponded to a distinct biased coin. In the urn-and-ball model, the states cor-
responded to the urns. Generally the states are interconnected in such a way that
any state can be reached from any other state (i.e., an ergodic model); however, we
will see later in this chapter that other possible interconnections of states are often
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of interest and may better suit speech applications. We label the individual states a5
{1,2,...,N}, and denote the state at time f as ¢;.

2. M, the number of distinct observation symbols per state—i.e., the discrete alphabet
size. The observation symbols correspond to the physical output of the system being
modeled. For the coin-toss experiments the observation symbols were simply heads
or tails; for the ball-and-urn model they were the colors of the balls selected from the
urns. We denote the individual symbols as V = {vi,va,..., vu}.

3. The state-transition probability distribution A = {a;;} where
ajj = Plgi41 = Jjlg: = i, i<, <N (6.7)

For the special case in which any state can reach any other state in a single step, we
have a;; > 0 for all i, j. For other types of HMMs, we would have a;; = 0 for one or
more (i, ) pairs.

4. The observation symbol probability distribution, B = {bj(k)}, in which

bj(k) = Plo, = vi|q, = jl, 1<k<M, (6.8)

defines the symbol distribution in state j, j = 1,2,...,N.
5. The initial state distribution 7 = {7} in which

m=Plg=i], 1<i<N. (6.9)

It can be seen from the above discussion that a complete specification of an HMM
requires specification of two model parameters, N and M, specification of observation
symbols, and the specification of the three sets of probability measures A, B, and 7. For
convenience, we use the compact notation

A= (A,B,T) (6.10)

to indicate the complete parameter set of the model. This parameter set, of course, defines
a probability measure for O, i.e. P(O|)), which we discuss in the next section. We use the
terminology HMM to indicate the parameter set A and the associated probability measure
interchangeably without ambiguity.

6.3.4 HMM Generator of Observations

Given appropriate values of N,M, A, B, and 7, the HMM can be used as a generator to give
an observation sequence

0 = (0107...07) (6.11)

(in which each observation o, is one of the symbols from V, and T is the number of
observations in the sequence) as follows:

1. Choose an initial state g, = i according to the initial state distribution .
2. Sett = 1.

3. Choose o, = vy according to the symbol probability distribution in state i, i.e., bj(k).
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4. Transittoanew state g, = jaccording to the state-transition probability distribution
for state I, i.€., @jj.
5 Sett=1t+ 1; return to step 3 if # < T;; otherwise, terminate the procedure.

The following table shows the sequence of states and observations generated by the above

procedure:
time, ¢ 1 2 3 4 5 6 ai s T
state q q2 q93 94 qs q6 e qr
observation 0) 0) 03 04 05 05 N or

The above procedure can be used as both a generator of observations and as a model to
simulate how a given observation sequence was generated by an appropriate HMM.

Exercise 6.2
Consider an HMM representation (parametrized by A) of a coin-tossing experiment. Assume
a three-state model (corresponding to three different coins) with probabilities

State | State 2 State 3
P(H) 0.5 0.75 0.25
P(T) 0.5 0.25 0.75

and with all state-transition probabilities equal to 1/3. (Assume initial state probabilities of
1/3.)

1. You observe the sequence
O=HHHHTHTTTT).

What state sequence is most likely? What is the probability of the observation sequence
and this most likely state sequence?

2. What is the probability that the observation sequence came entirely from state 1?
3. Consider the observation sequence

O=HTTHTHHTTH).

How would your answers to parts a and b change?
4. If the state-transition probabilities were

a) = 0.9 , Q21 = 0.45 , a3 = 0.45
apn = 0.05 y an = 0.1 , an = 0.45
an = 0.05 , axn = 0.45 , ay = 0.1

that is, a new model \’, how would your answers to parts 1-3 change? What does this
suggest about the type of sequences generated by the models?

Solution 6.2
1. Given O = (HHHHTHTTTT) and that all state transitions are equiprobable, the most
likely state sequence is the one for which the probability of each individual observation

IPR2023-00037
Apple EX1013 Page 182



332

Chap. 6  Theory and Implementation of Hidden Markov Models

is maximum. Thus for each H, the most likely state is 2 and for each T the mogt likely
state is 3. Thus the most likely state sequence is

=(2222323333).
The probability of O and q (given the model) is
0 1 10
P(0,q|)) = (0.75) <§> .
2. The probability of O given that q is
q=1111111111)
is
) b 1 10
P(0,§])) = (0.50) (§> .
The ratio of P(O, q|)) to P(O, q|)) is:

P(0,q|)) (3)'°

= ——7—=(=) =57.67
PO,qn) \2

which shows, as expected, that q is more likely than q.

3. Given O which has the same number of Hs and T, the answers to parts 1 and 2 would
remain the same, as the most likely states occur the same number of times in both cases.

4. The new probability of O and q becomes
P(0,q|\) = (0.75)'° (-;) (0.1%(0.45)".
The new probability of O and q becomes

P(0,4]\) = (0.50)" (%) (0.9

3 10 1 6 1 3
R=|(= = =) =il A
(2) (9) (2) SRS
In other words, because of the nonuniform transition probabilities, q is more likely than q. (The

reader is encouraged to find the most likely state sequence in this case.) Now, the probability
of O and q is not the same as the probability of O and q. We have

The ratio is

P(0,q|)\) = % (0.1)° (0.45) (0.25)* (0.75)°

P©,q|\) = (0.50)"° (%) 0.9

=) Q) Q) Q) e

Clearly, because a;; = 0.9, q is more likely.

with ratio
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4 THE THREE BASIC PROBLEMS FOR HMMS
6.

Given the form of HMM of the previous section, three basic problems of interest must
be solved for the model to be useful in real-world applications. These problems are the

following:

Problem 1

Given the observation sequence O = (0,0...07), and a mode' A = (A, B, 7), how do we
efficiently compute P(O|)), the probability of the observation sequence, given the model?

Problem 2

Given the observation sequence O = (0,0...07), and the model )\, how do we choose
a corresponding state sequence q = (4ig- . ..qr) that is optimal in some sense (i.e., best
“explains” the observations)?

Problem 3
How do we adjust the model parameters A = (A, B, ) to maximize P(O|))?

Problem 1 is the evaluation problem; namely, given a model and a sequence of
observations, how do we compute the probability that the observed sequence was produced
by the model? We can also view the problem as one of scoring how well a given model
matches a given observation sequence. The latter viewpoint is extremely useful. For
example, if we consider the case in which we are trying to choose among several competing
models, the solution to Problem 1 allows us to choose the model that best matches the
observations.

Problem 2 is the one in which we attempt to uncover the hidden part o the model—
that is, to find the “correct” state sequence. It should be clear that for all but the case of
degenerate models, there is no “correct” state sequence to be found. Hence for practical
situations, we usually use an optimality criterion to solve this problem as best as possible.
As we will see, several reasonable optimal ty criteria can be imposed, and hence the choice
of criterion is a strong function of the intended use for the uncovered state sequence. Typical
uses might be to learn about the structure of the model, to find optimal state sequences for
continuous speech recognition, or to get average statistics of individual states, etc.

Problem 3 is the one in which we attempt to optimize the model parameters to best
describe how a given observation sequence comes about. The observation sequence used
to adjust the model parameters is called a training sequence because it is used to “train” the
HMM. The training problem is the crucial one for most applications of HMMs, because
it allows us to optimally adapt model parameters to observed training data—i.e., to create
best models for real phenomena.

To fix ideas, consider the following simple isolated-word speech recognizer. For each
word of a W word vocabulary, we want to design a separate N-state HMM. We represent the
speech signal of a given word as a time sequence of coded spectral vectors. We assume that
the coding is done using a spectral codebook with M unique spectral vectors; hence each
observation is the index of the spectral vector closest (in some spectral distortion sense) to
the original speech signal. Thus, for each vocabulary word, we have a training sequence
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consisting of a number of repetitions of sequences of codebook indices of the word (by
one or more talkers). The first task is to build individual word models. This task is done
by using the solution to Problem 3 to optimally estimate model parameters for each word
model. To develop an understanding of the physical meaning of the model states, we use
the solution to Problem 2 to segment each of the word training sequences into states, and
then study the properties of the spectral vectors that lead to the observations occurring in
each state. The goal here is to make refinements of the model (e.g., more states, different
codebook size) to improve its capability of modeling the spoken word sequences. Finally,
once the set of W HMMs has been designed and optimized, recognition of an unknown
word is performed using the solution to Problem 1 to score each word model based upon
the given test observation sequence, and select the word whose model score is highest (i.e.,

the highest likelihood).
In the next sections we present formal mathematical solutions to each fundamental

problem for HMMs. We shall see that the three problems are tightly linked together under
the probabilistic framework.

6.4.1 Solution to Problem 1—Probability Evaluation

We wish to calculate the probability of the observation sequence, O = (0, 0...07), given
the model A, i.e., P(O|)\). The most straightforward way of doing this is through enumer-
ating every possible state sequence of length T (the number of observations). There are N7
such state sequences. Consider one such fixed-state sequence

q=1(q192-..9r) (6.12)
where g, is the initial state. The probability of the observation sequence O given the state
sequence of Eq. (6.12) is

T
P(O|q,\) = [ ] Porlgi, A) (6.13a)

=1

where we have assumed statistical independence of observations. Thus we get
P(O|q, ) = by, (01) - bg,(02) . . . by, (07). (6.13b)
The probability of such a state sequence q can be written as
P(Q|)\) = 74,G4,0,84,4; - - - Agr_ g7 - (6.14)

The joint probability of O and g, i.e., the probability that O and q occur simultaneously, is
simply the product of the above two terms, i.e.,

P(0,q|)) = P(O|q, M)P(q|)). (6.15)

The probability of O (given the model) is obtained by summing this joint probability over
all possible state sequences q, giving

P(O[X) = > P(O|q, MP(q|>) (6.16)

all g
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- Z e bql (ol)aqlqzbth (07)... alIr—lqrbqr(oT)- 6.17)
q1, 92, ..., qr

The interpretation of the computation in the above equation is the following. Initially (at
time t = 1) we are in state ¢; with probability 7,, , and generate the symbol o, (in this state)
with probability bg, (01). The clock changes from time  to ¢ + 1 (time = 2) and we make
a transition to state g, from state g, with probability a,,,,, and generate symbol 0, with
probabilit)' bg,(02). This process continues in this manner until we make the last transition
(at time T) from state g7, to state gr with probability a,,_ 4, and generate symbol o7 with
probability b, (o7).

A little thought should convince the reader that the calculation of P(0|)), according
to its direct definition (Eq. (6.17)) involves on the order of 2T - NT calculations, since
atevery t = 1,2,...,T, there are N possible states that can be reached (i.e., there are
NT possible state sequences), and for each such state sequence about 2T calculations are
required for each term in the sum of Eq. (6.17). (To be precise, we need (2T — 1)NT
multiplications, and NT — 1 additions.) This calculation is computationally infeasible, even
for small values of N and T; e.g., for N = 5 (states), T = 100 (observations), there are
on the order of 2 - 100 - 5'% ~ 1072 computations! Clearly a more efficient procedure is
required to solve problem 1. Fortunately such a procedure (called the forward procedure)
exists.

6.4.1.1 The Forward Procedure
Consider the forward variable o, (i) defined as

(i) = P(010;...0,,q, = i|)) (6.18)
that is, the probability of the partial observation sequence, 0, 0; .. .0,, (until time ¢) and

state i at time 7, given the model A\. We can solve for a,(i) inductively, as follows:

1. Initialization

a1 (i) = mbi(0y), 1 <i<N. (6.19)
2. Induction
N
. 1<t<T-
1)) = [Z a,(z)a.,] biow)s  1ZicN 6w
i=l Cia
3. Termination .
POIN) = ar(i). (6.21)

i=1

Step 1 initializes the forward probabilities as the joint probability of state i and initial
observation 0,. The induction step, which is the heart of the forward calculation, is
illustrated in Figure 6.5(a). This figure shows how state j can be reached at time ¢ + 1
from the N possible states, i, 1 < i < N, at time ¢. Since a,(i) is the probability of the
joint event that 0, 0, . . . 0, are observed, and the state at time ¢ is i, the product o, (i)a;; is
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(@)

(b)

STATE

OBSERVATION,

Figure 6.5 (a) Illustration of the sequence of operations required for
the computation of the forward variable o, 41(j). (b) Implementation
of the computation of (i) in terms of a lattice of observations ¢, and
states I.

then the probability of the joint event that 0, 0, . . . 0, are observed, and state j is reached
at time 7 + 1 via state i at time ¢. Summing this product over all the N possible states, i,
1 <i < N attime ¢ results in the probability of j at time ¢ + 1 with all the accompanying
previous partial observations. Once this is done and j is known, it is easy to see that a;41())
is obtained by accounting for observation 0,4, in state j, i.e., by multiplying the summed
quantity by the probability b;(0,41). The computation of Eq. (6.20) is performed for all
states j, 1 < j < N, for a given #; the computation is then iterated forr = 1,2,...,T — 1.
Finally, step 3 gives the desired calculation of P(Q|)\) as the sum of the terminal forward
variables a7 (). This is the case since, by definition,

ar(i) = P(0)0; ... 07, qr = i|\) (6.22)

and hence P(O|)) is just the sum of the ar(i)’s.

If we examine the computation involved in the calculation of a)), 1 <t < T,
1 <j < N, we see that it requires on the order of N?T calculations, rather than 2TNT as
required by the direct calculation. (Again, to be precise, we need N(N + 1)(T — 1) + N
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multiplications and N(N — 1)(T' — 1) additions.) For N = 5, T = 100, we need about 3000
computations for the forward method, versus 1072 computations for the direct calculation,
a savings of about 69 orders of magnitude.

The forward probability calculation is, in effect, based upon the lattice (or trellis)
structure shown in Figure 6.5(b). The key is that, because there are only N states (nodes
at each time slot in the lattice), all the possible state sequences will remerge into these N
nodes, no matter how long the observation sequence. At time ¢ = 1 (the first time slot in
the lattice), we need to calculate values of a;(i), 1 <i < N. Attimest=2,3,...,T, we
need only calculate values of a,(j), 1 < j < N, where each calculation involves only the N
previous values of (/) because each of the N grid points can be reached from only the
N grid points at the previous time slot.

6.4.1.2 The Backward Procedure

In a similar manner, we can consider a backward variable 3,(i) defined as
Bi(i) = P(0,41042 . . 'Oqul =1i,A) (6.23)

that is, the probability of the partial observation sequence from ¢ + 1 to the end, given state
i attime r and the model A. Again we can solve for 3,(i) inductively, as follows:

1. Initialization
Br@) =1, 1<i<N. (6.24)

2. Induction

N
Bild) = aghj(0+1)Brs1()),

Jj=1
t=T-1,T-2,..:,1, 1<i<N. (6.25)

The initialization step 1 arbitrarily defines 3r(i) to be 1 for all i. Step 2, which is illustrated
in Figure 6.6, shows that in order to have been in state i at time ¢, and to account for the
observation sequence from time ¢ 4+ 1 on, you have to consider all possible states j at time
t + 1, accounting for the transition from i to j (the a;; term), as well as the observation
0,4+ in state j (the b;j(0,4) term), and then account for the remaining partial observation
sequence from state j (the 5,+1(j) term). We will see later how the backward as well as the
forward calculations are used to help solve fundamental Problems 2 and 3 of HMMs.
Again, the computation of 5,(i), 1 < ¢ < T, 1 <i <N, requires on the order of N2T
calculations, and can be computed in a lattice structure similar to that of Figure 6.5(b).

6.4.2 Solution to Problem 2—"Optimal” State Sequence

Unlike Problem 1, for which an exact solution can be given, there are several possible
ways of solving Problem 2—namely, finding the “optimal” state sequence associated with
the given observation sequence. The difficulty lies with the definition of the optimal state
sequence—that is, there are several possible optimality criteria. For example, one possible
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aj4 /o 5

SN
t t+1
B, ti) By 440j)

Figure 6.6 Sequence of operations required for the computa-
tion of the backward variable 3,(i).

optimality criterion is to choose the states g, that are individually most likely at each time .
This optimality criterion maximizes the expected number of correct individual states. To
implement this solution to Problem 2, we can define the a posterion probability variable

v(i) = P(g; = i|O, )) (6.26)

that is, the probability of being in state i at time ¢, given the observation sequence O, and
the model A. We can express 7,(i) in several forms, including

(i) =P(g:=1i|0,N)
_P(Oa‘h:il)‘)
PO N

P(O,q, =i| X

= : (6.27)
Y PO,q =i
i=1

Since P(0,q, =i | A) is equal to o,(i)5,(i), we can write 7,(i) as

(i) = Na'(i)ﬂ il (6.28)

Y a(i)BiGi)
i=l1

where we see that a,(i) accounts for the partial observation sequence 0; 03 . .. 0, and state

i at t, while (3,(/) accounts for the remainder of the observation sequence 041042 - - - 0T
given state g, = [ at £,
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Using (i), we can solve for the individually most likely state g; at time 1, as
q; = arg lrsnl_isn L [n@],  1<t<T. (6.29)

Although Eq. (6.29) maximizes the expected number of correct states (by choosing the most
likely state for each 1), there could be some problems with the resulting state sequence.
For example, when the HMM has state transitions which have zero probability (ajj = O for
some i and j), the “optimal” state sequence may, in fact, not even be a valid state sequence.
This is because the solution of Eq. (6.29) simply determines the most likely state at every
instant, without regard to the probability of occurrence of sequences of states.

One possible solution to the above problem is to modify the optimality criterion.
For example, one could solve for the state sequence that maximizes the expected number
of correct pairs of states (g, g,+1), or triples of states (q;,g+1,4:+2), etc. Although these
criteria might be reasonable for some applications, the most widely used criterion is to find
the single best state sequence (path)—that is, to maximize P(q|O, A), which is equivalent to
maximizing P(q, O|\). A formal technique for finding this single best state sequence exists,
based on dynamic programming methods, and is called the Viterbi algorithm [15, 16].

6.4.2.1 The Viterbi Algorithm

To find the single best state sequence, q = (q; 42 . . . g7), for the given observation sequence
0 = (0, 02 . ..07), we need to define the quantity

o)) = max  Plq1q2...qi—1, g =i, 0102...0,|)\] (6.30)
q1,92,---,q1—1

that is, §,(i) is the best score (highest probability) along a single path, at time ¢, which
accounts for the first r observations and ends in state i. By induction we have

bi+1()) = [max &) ay] - bj(0r+1)- (6.31)

To actually retrieve the state sequence, we need to keep track of the argument that maximized
Eq. (6.31), for each ¢ and j. We do this via the array v,(j). The complete procedure for
finding the best state sequence can now be stated as follows:

1. Initialization

61(1) = mibi(0y), 1<i<N (6.32a)
P1(1) = 0. (6.32b)
2. Recursion
: . 2<t<T
6() = max[b-Dalbe), 2y (6.332)
. . 2<t<T
P, (j) = arg I?%XN[‘SI—I(’) aijl, 1<j<N. (6.33b)
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3. Termination
P* = lr;liastlér(i)]
g7 = arg max [67(7)]
4. Path (state sequence) backtracking
q; = Yr1(g41), t=T-1,T-2,...,1.

(6.34a)
(6.34b)

(6.35)

It should be noted that the Viterbi algorithm is similar (except for the backtracking step) in
implementation to the forward calculation of Egs. (6.19)—(6.21). The major difference is
the maximization in Eq. (6.33a) over previous states, which is used in place of the summing
procedure in Eq. (6.20). It also should be clear that a lattice (or trellis) structure efficiently

implements the computation of the Viterbi procedure.

6.4.2.2 Alternative Viterbi Implementation

By taking logarithms of the model parameters, the Viterbi algorithm of the preceding

section can be implemented without the need for any multiplications. Thus:

0. Preprocessing

7; = log (m;), 1<i<N
bi(ol) = log [bi(ol)L 1 S I S Na 1 S 4 S T
a;j = log (ayj), 1<i,j<N

1. Initialization

81(i) = log (61(i)) = 7i + bi(0)), 1<i<N
Pi(1) =0, 1<i<N

2. Recursion

b = log (6/) = max 81+ a.-,-] + bi(oy)

%(j) = arg max [8-1() +a;), 2<t<T,1<j<N
1<i<N

3. Termination

qr = arg Ef’g"N[‘ST(')]

4. Backtracking
@ =v+1qr,), t=T-1,T-2,...1

The calculation rc?quired for this alternative implementation is on the order of N2T additions
(plus the calculation for preprocessing). Because the preprocessing needs to be performed

once and saved, its cost is negligible for most systems.
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Exercise 6.3
Given the model of the coin-toss experiment used in Exercise 6.2 (i.e., three different coins)
with probabilities
State 1 State 2 State 3
P(H) 0.5 0.75 0.25
P(T) 0.5 0.25 0.75

and with all state transition probabilities equal to 1/3, and with initial probabilities equal to
1/3, for the observation sequence

O=HHHHTHTTTT)
find the most likely path with the Viterbi algorithm.

Solution 6.3

Since all a;; terms are equal to 1/3, we can omit these terms (as well as the initial state
probability term), giving

6(1) =05, 62)=0.75, 63)=0.25.

The recursion for 6,(j) gives (2 <1< 10)

8,(1) = (0.75)(0.5),

83(1) = (0.75)%(0.5),
84(1) = (0.75)°(0.5),
6s5(1) = (0.75)*(0.5),
86(1) = (0.75)°(0.5),
67(1) = (0.75)%(0.5),
8s(1) = (0.75)7(0.5),
bo(1) = (0.75)%(0.5),
610(1) = (0.75)°(0.5),

6(2) = (0.757,
63(2) = (0.75)°,
64(2) = (0.75)%,
85(2) = (0.75)*(0.25),
66(2) = (0.75)°,
5(2) = (0.75)%(0.25),
83(2) = (0.75)(0.25),
86(2) = (0.75)%(0.25),
810(2) = (0.75)°(0.25),

62(3) = (0.75)(0.25)
63(3) = (0.75)%(0.25)
84(3) = (0.75)*(0.25)
85(3) = (0.75)°

86(3) = (0.75)°(0.25)
6:(3) = (0.75)’

8(3) = (0.75)®

85(3) = (0.75)°
610(3) = (0.79)"°

This leads to a diagram (trellis) of the form:

3 e

State 2 «@W
1 e

1 2 3 4 5 6 7 8 9 10

Observation Time

Hence, the most likely state sequence is {2,2,2,2,3,2,3,3,3, 3}.
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gith | Brasli)
t-1 t | t+1 t+2

Figure 6.7 Illustration of the sequence of operations required for the computation
of the joint event that the system is in state i at time 7 and state j at time 7 + 1.

6.4.3 Solution to Problem 3—Parameter Estimation

The third, and by far the most difficult, problem of HMMs is to determine a method to
adjust the model parameters (A, B, 7) to satisfy a certain optimization criterion. There is no
known way to analytically solve for the model parameter set that maximizes the probability
of the observation sequence in a closed form. We can, however, choose A = (A, B, 7) such
that its likelihood, P(O|)), is locally maximized using an iterative procedure such as the
Baum-Welch method (also known as the EM (expectation-maximization) method [17]), or
using gradient techniques [18]. In this section we discuss one iterative procedure, based
primarily on the classic work of Baum and his colleagues, for choosing the maximum
likelihood (ML) model parameters.

To describe the procedure for reestimation (iterative update and improvement) of
HMM parameters, we first define (i, ), the probability of being in state i at time ¢, and
state j at time ¢ + 1, given the model and the observation sequence, i.e.

&0, )) = P(q = i, i1 = j|O, N). (6.36)

The paths that satisfy the conditions required by Eq. (6.36) are illustrated in Figure 6.7.
From the definitions of the forward and backward variables, we can write &(i, ) in the form

.. P 1= 'a — " O /\
&(i,)) = (q IPCZI(;1| )\)j =
_ (1) a;ibj(0141)Br41())
P(O[))
oz,(i) a;jbj(0,41)Bi+1(J) (6.37)

Z Z (1) ajibj(04+1)Br+1(})

We have previously defined +,(i) as the probability of being in state i at time ¢, given
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the entire observa.t i(.)“ sequence and the model; hence, we can relate (i) to &(i, ) by
summing Over j, giving

N
(i) =D &, ). (6.38)
J=1
If we sum (i) over the time index ¢, we get a quantity that can be interpreted as the expected
(over time) number of times that state i is visited, or equivalently, the expected number
of transitions made from state i (if we exclude the time slot t = T from the summation).
similarly, summation of &(i,j) over t (fromt = 1tot =T — 1) can be interpreted as the
expected number of transitions from state i to state j. That is,
T-1
Z (i) = expected number of transitions from state i in O (6.39a)
=1
T-1
Z &(1,]) = expected number of transitions from state i to state Jjin Q. (6.39b)

=1

Using the above formulas (and the concept of counting event occurrences), we
can give a method for reestimation of the parameters of an HMM. A set of reasonable
reestimation formulas for 7, A, and B is

mj = expected frequency (number of times) in state i (6.40a)
attime (z = 1) = v,(})
expected number of transitions from state i to state j
expected number of transitions from state i

T—1
PR
== (6.40b)

T-1
PR
=1

expected number of times in state j and observing symbol v,
expected number of times in state j

T

> wW)

=1

- 5.0y =V , (6.4&)
T
E Y ()
=1

If we define the current model as A = (A, B, 7) and use that to compute the _rig_ht-hand
sides of Eqs. (6.40a)—(6.40c), and we define the reestimated mode.l as A = (A,B,7), as
determined from the left-hand sides of Egs. (6.40a)—(6.40c), then it ha§ .been proven by
Baum and his colleagues that either (1) the initial model A defines a critical point of the
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likelihood function, _in which case X = \; or (2) model X is more likel)L than mode] ) in
the sense that P(O[)) > P(O|)); that is, we have found a new model A from which the
observation sequence is more likely to have been produced.

Based on the above procedure, if we iteratively use A in place of A and repeat the
reestimation calculation, we then can improve the probability of O being observed from the
model until some limiting point is reached. The final result of this reestimation procedure i
an ML estimate of the HMM. It should be pointed out that the forward-backward algorithm
leads to local maxima only, and that in most problems of interest, the likelihood functipp
is very complex and has many local maxima.

The reestimation formulas of Egs. (6.40a)—(6.40c) can be derived directly by maxi.
mizing (using standard constrained optimization techniques) Baum’s auxiliary function

O, \) =) P(0,q|X)log P(0.q|)) (6.41)
q
over A. Because

Q(\', ) > Q(X', X) = P(O|)) > P(O|X) (6.42)

we can maximize the function Q(A’, A) over A to improve A" in the sense of increasing the
likelihood P(O|)). Eventually the likelihood function converges to a critical point if we
iterate the procedure.

6.4.3.1 Derivation of Reestimation Formulas from the Q Function
The auxiliary function Q(\’, \) was defined in Eq. (6.41) as

O\, ) =) P(0,q|\)log P(O,q|})
q

in which we can express P and log P (in terms of the HMM parameters) as

T
P(O,(]l/\) = 71.40 Haq,_nq,bq,(ol)

=1

T T
log P(0,q|A) = log T4, + Y _10g ag,_,q + Y _log by (0)

=1 =1

(There is a slight difference between the above equations and the expression of Eq. (6.17)
in which the first observation is associated with the initial state before any state transition
is made. This difference is inconsequential and should not impede our understanding of
the method.) Thus we can write Q()\', ) as

N N
O, ) = 0-(N,m) + )~ Qg (X, 2)) + 3~ 05, (N, b)
i=1 i=]
where

1r=[7r1,1r2,...,7rN],
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a; = (@i, i2,--..a], b is the parameter vector that defines b,(-)
and

N
0N, ) =" P(0,g0 = i|\) log 7,

i=1

N T
Qo (N.a) =Y 3" P(0,q,1 = i.q, = jI\)log a

Jj=1 1=1

T
05, (N'.b) =" P(0,q, = i|\) log b,(0,)

=1

Because of the separability of Q()’, A) into three independent terms, we can maximize
Q(X',A) over A by maximizing the individual terms separately. subject to the stochastic
constraints

N
E 7Tj=|
j=1

N
Y oaj=1, v
=1

and (for discrete densities where b;(0, = v;) = b;(k))

K
Z bik)=1, Vi
k=1

Because the individual auxiliary functions all have the form

N
Z w;log y;
j=1

which, as a function of {y;}),, subject to the constraints 27:1)’1‘ = 1,y; > 0, anains a
global maximum at the single point

w;

Yi = N} ) j=l)2)-'-)~
S
=
then the maximization leads to the model reestimate A = [7, A, B] where
- _ PO.20= i|A)
T POIN
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T
ZP(O,q!—I = iaql zjl’\)
1=l

ajj = T
S P(0,g-1 =)
=1
T
ZP(O,q, = i|A) 6(0s, Vi)
bi(k) = =

T
Y PO, g =)
=1

where we have defined
s(o,vp) =1 ifo, = v
=0 otherwise.

Using the definitions of the forward variable, a,(i) = P(0,02,...,0;,q; = i|)) and the
backward variable, 3,(i) = P(0i41, - - - ,07|q: = i, A), the reestimation transformations can
be easily calculated as

PO, q: = il)\) = ay(1)6:(1)
N N
PO =S B =) ar(d)
i=1 i=1
PO,q—1 =1, q =jl)‘) = a-1() aijbj(ol)ﬂf(j)

giving

f T
Y o agbi0)BG) Y &-1G,)
=1 _ =l

ajj = = ==
Z a;—1(0)B-10) Z ve_1 (i)
=1 =1
T T
3" alBé, v Z (i)
B;(k) = =1 5.1.0/=V

T B ;
> au(i)Bi(i) S i)
=1

1=l

which are the formulas given in Eqgs. (6.40a)—(6.40c).
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4 Noteson the Reestimation Procedure
4

The reestimation formulas can be readily interpreted as an implementation of the EM
algorithm of statistics [ 17]in which the E (expectation) step is the calculation of the auxiliary
function Q(X', A), (which is the expectation of log P(O, q|))), and the M (maximization)
step is the maximization of O A’; A) over A to obtain A. Thus the Baum-Welch reestimation
equations are essentially identical to the EM steps for this particular problem.

An important property of the reestimation procedure is that the stochastic constraints
of the HMM parameters, namely

N
Y m=1 (6.43a)

M=
:QI

I

A

A

=

(6.43b)

M
S ht=1, 1<j<N (6.43¢)

are automatically incorporated at each iteration. By looking at the parameter estimation
problem as a constrained optimization of P(O|)) (subject to the constraints of Eq. (6.43)),
we can formulate the solution procedure by use of the techniques of variational calculus
to maximize P (we use the notation P = P(Q|]) as shorthand in this section). Based on a
standard Lagrange optimization setup using Lagrange multipliers, it can readily be shown
that P is maximized when the following conditions are met:

(6.44a)

(6.44b)

oP
by(k) 7

Obj(k)
bi(k) = —; ? e
2"

By appropriate manipulation of Eq. (6.44), the right-hand sides of each equation can be
readily shown to be identical to the right-hand sides of each part of Egs. (6.4Q§H6.4Qc).
thereby showing that the reestimation formulas are indeed exactl?' correct at cntlc?l points
of P. In fact, the form of Eq. (6.44) is essentially that of a reestimation formula in which

(6.44¢)
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the left-hand side is the reestimate and the right-hand side is computed using the current
values of the variables.

Finally, we note that since the entire problem can be set up as an optimization
problem, standard gradient techniques can be used to solve for “optimal” values of the
model parameters. Such procedures have been tried and have been shown to yield solutions
comparable to those of the standard reestimation procedures [18]. One critical shortcoming
of standard gradient technique, as applied to the maximization of P(O|)), is that the descent
algorithms, which are critically dependent on taking a small step in the direction of the
gradient, often do not produce monotonic improvement in the likelihood as the Baum-Welch
reestimation is guaranteed by Eq. (6.42) to do.

6.5 TYPES OF HMMS

One way to classify types of HMMs is by the structure of the transition matrix, A, of the
Markov chain. Until now, we have only considered the special case of ergodic or fully
connected HMMs in which every state of the model could be reached (in a single step)
from every other state of the model. (Strictly speaking, an ergodic model has the property
that every state can be reached from every other state in a finite but aperiodic number of
steps.) As shown in Figure 6.8(a), for an N = 4 state model, this type of model has the
property that every a;; coefficient is positive. Hence for the example of Figure 6.8(a) we
have

ay ap ayaz aaa
az) ax ax ax
as) a4z a4z azg
Ay 442 Q443 Qaq

b -

For some applications, particularly those to be discussed later in this chapter, other
types of HMMs have been found to account for observed properties of the signal being
modeled better than the standard ergodic model. One such model is shown in Figure 6.8(b).
This model is called a left-right model or a Bakis model ([11], [10]) because the underlying
state sequence associated with the model has the property that, as time increases, the state
index increases (or stays the same)—that is, the system states proceed from left to right.
Clearly the left-right type of HMM has the desirable property that it can readily model
signals whose properties change over time in a successive manner—e.g., speech. The
fundamental property of all left-right HMMs is that the state-transition coefficients have
the property

A=

a; =0, j<i (6.45)

that is, no transitions are allowed to states whose indices are lower than that of the current
state. Furthermore, the initial state probabilities have the property

= .
{1’ =1 (6.46)

because the state sequence must begin in state 1 (and end in state N). Often, with left-right
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(a)

! 4 (b)

(c)

Figure 6.8 [Illustration of three distinct types of HMMs. (a) A
4-state ergodic model. (b) A 4-state left-right model. (c) A 6-state

parallel path left-right model.

models, additional constraints are placed on the state-transition coefficients to make sure
that large changes in state indices do not occur; hence a constraint of the form

a; =0, j>i+Ai (6.47)

is often used. In particular, for the example of Figure 6.8(b), the value of Ai is 2; that is, no
jumps of more than two states are allowed. The form of the state-transition matrix for the
example of Figure 6.8(b) is thus

ay a2 an 0

0 an axn ax
A 0 0 azy axg

0 0 0 dgs
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It should be clear that, for the last state in a left-right model, the state-transition coefficients
are specified as

ayy = 1 (6.48a)
ayi=0, i<N. (6.48b)

Besides the above fully connected and left-right models, there are many other possible
variations and combinations. By way of example, Figure 6.8(c) shows a cross-coupled
connection of two parallel left-right HMMs. Strictly speaking, this model is a left-right
model (it obeys all the a;; constraints); however, it has certain flexibility not present in a
strict left-right model (i.e., one without parallel paths).

It should be clear that the imposition of the constraints of the left-right model, or those
of the constrained jump model, essentially have no effect on the reestimation procedure.
This is the case because any HMM parameter set to zero initially will remain at zero
throughout the reestimation procedure (see Eq. (6.44)).

6.6 CONTINUOUS OBSERVATION DENSITIES IN HMMS

All of our discussion to this point has considered only when the observations were char-
acterized as discrete symbols chosen from a finite alphabet, and therefore we could use a
discrete probability density within each state of this model ([19]-[21]). The problem with
this approach, at least for some applications, is that the observations are often continuous
signals (or vectors). Although it is possible to convert such continuous signal represen-
tations into a sequence of discrete symbols via vector quantization codebooks and other
methods, there might be serious degradation associated with such discretization of the con-
tinuous signal. Hence it would be advantageous to be able to use HMMs with continuous
observation densities to model continuous signal representations directly.

To use a continuous observation density, some restrictions must be placed on the
form of the model probability density function (pdf) to ensure that the parameters of the
pdf can be reestimated in a consistent way. The most general representation of the pdf, for
which a reestimation procedure has been formulated, is a finite mixture of the form

M
bi(0) = Y cuN(0, i, Up),  1<j<N (6.49)

k=1
where o is the observation vector being modeled, cj; is the mixture coefficient for the kth
mixture in state j and A is any log-concave or elliptically symmetric density [18] (e.g.,
Gaussian). Without loss of generality, we assume that A is Gaussian in Eq. (6.49) with

mean vector pj and covariance matrix Uy for the kth mixture component in state j. The
mixture gains cj; satisfy the stochastic constraint

M
Y =1, 1<j<N (6.50a)
k=1

Gk 20, 1<j<N,1<k<M (6.50b)
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ad
W ap  ay
Figure 6.9 Equivalence of a state with a mixture density to a
multistate single-density distribution (after Juang et al. [21]).
so that the pdf is properly normalized, i.e.,
oo
/ bj(o)do =1, 1 <j<N (6.51)
—o00

The pdf of Eq. (6.49) can be used to approximate, arbitrarily closely, any finite, continuous-
density function. Hence it can be applied to a wide range of problems.

It has been shown that an HMM state with a mixture density is equivalent to a
multistate single-mixture density model in the following way [21]. Consider a state i with
an M-mixture Gaussian density. Because the mixture gain coefficients sum up to 1, they
define a set of transition coefficients to substates /; (with transition probability ¢;; ), i> (with
transition probability c;>) through i), (with transition probability c;y). Within each substate
i, there is a single mixture with mean g and variance Uj (see Figure 6.9 for a graphical
interpretation). Each substate makes a transition to a wait state io with probability 1. The
distribution of the composite set of substates (each with a single density) is mathematically
equivalent to the composite mixture density within a single state.

It can be shown that the reestimation formulas for the coefficients of the mixture
density, i.e., Cjx, pjk, and Uy, are of the form

T
Z % k)

2p = T M (6.52)
Z Z 7!(.” k)
=1 k=1
4
> Gk o
By = i____ (6.53)

Z 1(Js k)
=1

IPR2023-00037
Apple EX1013 Page 202



352 Chap. 6 Theory and Implementation of Hidden Markov Models
- ’
Z"/l(j» k) - (0, — pjx)(0r — k)
_ =
Ujk = ! T
S v b
=1

where prime denotes vector transpose and where ¥:(J, k) is the probability of being in state
Jj at time ¢ with the kth mixture component accounting for o, i.e.,

(6.54)

. a,()Bi()) ci N (0r, ix, Ujk)
Y= 57— — M
ST a8 || D i N, im, Ujm)
j=1 m=1 .

(The term ,(j, k) generalizes to () of Eq. (6.26) in the case of a simple mixture, or a
discrete density.) The reestimation formula for a;; is identical to the one used for discrete
observation densities (i.e., Eq. (6.40(b))). The interpretation of Eqgs. (6.52)-(6.54) is fairly
straightforward. The reestimation formula for cjs is the ratio between the expected number
of times the system is in state j using the kth mixture component, and the expected number
of times the system is in state j. Similarly, the reestimation formula for the mean vector
weights each numerator term of Eq. (6.52) by the observation, thereby giving the expected
value of the portion of the observation vector accounted for by the kth mixture component.
A similar interpretation can be given for the reestimation term for the covariance matrix

Ujk.

6.7 AUTOREGRESSIVE HMMS

Another very interesting class of HMM s that is particularly applicable to speech processing
is the class of autoregressive HMMs ([22, 23]). For this class, the observation vectors
are drawn from an autoregression process. (The autoregressive density is, of course,
just another continuous-probability density. However, we elaborate on the subject here
separately from Section 6.6 because of its importance in speech analysis as will be shown
later.)

To be more specific, consider the observation vector 0 = (xg, X1, X2, . ..,Xk—1). The
elements, x;, could be simply the speech waveform samples. The components of o are
assumed to be from an autoregressive Gaussian source, satisfying the relationship

P
Xk = — Z aixg—i + e (6.55)
i=1

where ey, k =0,1,2,...,K —1are Gaussian, independent, identically distributed random
variables with zero mean and variance UZ, anda;, i =1,2,...,p, are the autoregression o
predictor coefficients. It can be shown that for large K [22, 23], the density function for 0
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is approximately
0) = Qno2)-K/2 _
f(0) = 2no?) exp{ 207 6(o,a)} (6.56)
where
p
8(0,2) = ra(0)r(0) + 2" ry(i)r(i) (6.57a)
i=|
a=[l,a,a,...,q), (@=1) (6.57b)
p—i
ra() = ananyi,  1<i<p (6.57c)
n=0
K—i—1
ri)= ) XaXnyi 0<i<p. (6.57d)
=0

In the above equations r(/) is the autocorrelation of the observation samples, and r,(i) is the
autocorrelation of the autoregressive coefficients. Furthermore, 8(0, a) is a form of residual
energy resulting from inverse filtering the data x; with an all-zero filter defined by a. (See
Egs. 4.40-44.)

As discussed in Chapter 4, the signal level in the observation o is often treated
in a different fashion from the general spectral shape when it comes to speech-pattern
comparison. One way to separate the signal level from the spectral shape is to use gain
normalization; that is, we use 0 instead of o as the observation, where

6 =10/0u (6.58)

and where o2 is the minimum linear prediction residual energy per sample. (It is shown in
Exercise 6.5 that o2, = (o2)m for the given observationo.) The elements of 0, Xx = X/ o,
still satisfy the autoregressive relationship

p
= — Z aifi—i + éx. (6.59)
i=1

However, the variance of & is now unity. Therefore, we can write the probability density
function for the output of an all-pole system defined by a, driven by a zero mean, unit
variance Gaussian i.i.d. sequence, as

f6) = (2m) X2 exp {—%6(6, a)} (6.60)

if the data dimension K is sufficiently large. (Note that the normalization factor oe
depends on the original data observation 0.) This type of pdf is often referred to as a
“gain-independent” pdf. )

The way in which we use a Gaussian autoregressive density in HMM s is straightfor-
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ward. We assume a mixture density of the form

M
bj(0) = Z cjkbjx(0) (6.61
k=1

(0) is the density defined by Eq. (6.60) with autoregression vector a (or

where each bj .
ector rg,); that 1s,

equivalently by autocorrelation v
1
bu(0) = (2m) </ exp { —55(0; “f'k)} ' (6.62)

n formula for the sequence autocorrelation for the jth state, kth mixpyre
d is of the form

T
S Gk
1=1

.
> Gk
=1

where r, = [r,(0),r:(1),...,r(p)] is the autocorrelation vector .as df:ﬁned by Eq. (6.57d)
for the " frame, and 7,(j, k) is defined as the probability of being in state j at time ¢ and

using mixture component &, i.e.,

A reestimatio
component has been derived [22, 23], an

a, (DB Cjk bjk (or)
N M

WER= S B | | Y cubiton |- (6.63b)
Jj=1 k=1

It can be seen that T is a weighted sum (by probability of occurrence) of the normalized
autocorrelations of the frames in the observation sequence. From Ijx, one can solve a set of
normal equations to obtain the corresponding autoregressive coefficient vector @j, for the
kth mixture of state j. The new autocorrection vectors of the autoregression coefficients as
needed in the density function can then be calculated using Eq. (6.57c), thereby closing the
reestimation loop.

Exercise 6.4
The Probability density function (pdf) [22, 23] of Eq. (6.56) is defined by parameters o? and
a. Given a data observation vector 0 = (xo, x, y« - - yXK—1), determine the maximum likelihood

estimate of o7 and a that best characterizes the observed o.

Solution 6.4
We write the likelihood function of o as a function of o and a as

2 _ 2 — 1
foloz,a) = (2m02)~K/2 exp {— 5760, a)}
and the log likelihood function as ‘

log f(Ola,z,a) = —1_{ log (2“,0,2) . 6(0, a)
2 e §0'3 .
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Therefore, the maximum likelihood (ML) estimate is
(a)mL = ¢,8) = arg mi
ML = arg max log f(o|o;,a) = arg min 6(0,a)
= argmin(a’Ra)
a

where R = [r] with rij = r(|i — j|) as defined by Eq. (6.57d). This establishes the relationship
between maximum likelihood estimation and the classical method of autocorrelation matching
(also called the method of minimization of prediction residuals) for LPC analysis (see Eq
(4.8)~(4.10)). Furthermore, it is easy to show that .

(ML = m.in 5(o,a)/K

which leads to
ma
0,2

e

2 o K 2 K
xlog f(olo.,a) = —7 log [27(adm] - 7

Exercise 6.5

The pdf of Eq. (6.56) is related to the Itakura-Saito distortion measure of Eq. (4.45). Establish
this relationship.

Solution 6.5
Consider the following likelihood difference

L = [maxog fileZ.)] - 1og o
of.a

6(o, a)
202

K K K
= = log [27(cm] — 5 + = log (2702) +

2 2 "2

K11 2 2

=3 [K_a}é(o’a) +log o, —log (o:)mL — l] 5
For distortion measures, we denote the all-pole (power) spectra by o2,/ IAC.(e““’)|2 and o7/

. .
IA(e"")l , corresponding to parameter sets {(o)me, (a)m } and {02, a}, respectively. (oh =
(62)mL.) Then, the bracketed term in the log likelihood difference, Lq, is simply d,s(afo / |A.,|2 s
o2/ |A|*) according to Eq. (4.45) because

2 / A dw _

1
= =6
) . JAde“)2r K ©,2)

due to autocorrelation matching and Eq. (6.57a). (Note that we have defined a,z (and 03,) as
the sample variance. The factor K would disappear from the above equation if we use the total
frame prediction residual variance instead of the sample variance.) Therefore,

K . o
fo|o?,a) = 2wa?) ¥ exp {—— [dls (L;, 0—2) + log Ufzo —log o7 + 1]}
2 |Ao|” " |A|

K Ujgo 0’3 >}
=G 2, 3 €Xx ——=d 5
I(Ufo g ) P { 2 IS (lelz |A|2
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where G (0},, 07) encompasses only the gain terms.

Exercise 6.6
The pdf of Eq. (6.60) is related to the likelihood ratio distortion measure of Eq. (4.53),
Establish this relationship.

Solution 6.6
Similar to the case of Eq. (6.56),

Y bl Gl
Eé(o,a)—/ :

. |Ao(e))? 27

1 1
N ERENE
(IAol"’ A
|

1
f(ola) = 2m)~*/? exp{—-g [dLR (| Iz,W) - 1]}
K 1 1
-cioa -3 (i 3r) )

Note that when the pdf is expressed in terms of the distortion measures (djs or djg), the
exponential term includes a factor K that represents the data dimension. In practice, this
factor K is replaced by an effective frame length K, which is the net shift of consecutive
data frames. Thus, if consecutive data frames (vectors) have 2/3 overlap, then an effective
frame length K = K/3 is appropriate, so that the rate of characteristic change in terms of
the spectral parameters a is kept at the original waveform sampling rate.

Therefore,

6.8 VARIANTS ON HMM STRUCTURES—NULL TRANSITIONS AND TIED STATES

Throughout this chapter we have considered HMMs in which the observations were as-
sociated with states of the model. It is also possible to consider models in which the
observations are associated with the arcs of the model. This type of HMM has been used
extensively in the IBM continuous speech recognizer [13]. It has been found useful, for
this type of model, to allow transitions that produce no output; that is, jumps from one state
to another that produce no observation [13]. Such transitions are called null transitions and
are designated by a dashed line, with the symbol ¢ used to denote the null output.
Figure 6.10 illustrates three examples (from speech-processing tasks) where null arcs
have been successfully utilized. The example of part (a) corresponds to an HMM (a left-
right model) with a large number of states in which it is possible to omit transitions between
any pair of states. Hence it is possible to generate observation sequences with as few as
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+8+g)—8—)—8—- cee —} M 2_)_ (a)
$ ¢ ¢ $

“‘woll
(b)

(¢)

Figure 6.10 Examples of networks incorporating null transi-
tions. (a) Left-right model. (b) Finite state network. (c) Grammar
network.

one observation and still account for a path that begins in state one and ends in state N.

The example of Figure 6.10(b) is a finite-state network (FSN) representation of a
word in terms of linguistic unit models (i.e., the sound on each arc is itself an HMM). For
this model the null transition gives a compact and efficient way of describing alternative
word pronunciations (i.e., symbol deletions).

Finally the FSN of Figure 6.10(c) shows how the ability to insert a null transition into
a grammar network allows a relatively simple network to generate arbitrarily long word
(digit) sequences. In the example shown in Figure 6.10(c), the null transition allows the
network to generate arbitrary sequences of digits of arbitrary length by returning to the
initial state after each individual digit is produced.

Another interesting variation in the HMM structure is the concept of parameter tying
[13]. Basically, the idea is to set up an equivalence relation between HMM parameters
in different states. In this manner the number of independent parameters in the model is
reduced and the parameter estimation becomes somewhat simpler and in some cases more
reliable. Parameter tieing is used when the observation density, for example, is known to
be the same in two or more states. Such cases occur often in characterizing speech sounds.
The technique is especially appropriate when there is insufficient training data to estimate,
reliably, a large number of model parameters. For cases such as these, it is appropriate to
tie model parameters so as to reduce the number of parameters (i.e., size of the model),
thereby making the parameter estimation problem somewhat simpler. We will discuss this

method later in this chapter.
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