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September 24, 2018 

VIA EMAIL & FEDEX 

contact@lightricks.com 

Lightricks Ltd. 

Professor Racah St. Building 5.4 

Jerusalem, Israel 9190401 

Re:  Patent Infringement 

Our Ref. No.: 20970.63 

To Whom It May Concern: 

This firm represents Plotagraph Inc. and its owners and affiliates (“Plotagraph”). Plotagraph is the 

provider of the Plotagraph Pro software and Plotaverse Photo Animator application (collectively “Plotagraph 

software”). The Plotagraph software is a unique program that can be used to create an animation (“Plotagraph 

animation”) from a still image. Plotagraph has pending United States and international patent protection for 

the Plotagraph software. By way of example, Plotagraph is the owner of U.S. Publication No. 2018/0032236. 

As you are undoubtedly aware, the Plotagraph software creates Plotagraph animations from still images 

by shifting pixels in the still images to create the animations. In contrast, other types of animations are created 

from a video and certain portions of the video are frozen while other portions are played to provide the 

animation. Because of these differences, animations created with the Plotagraph software have distinct 

appearances and characteristics. For instance, the animated portions of a Plotagraph animation can blend at the 

beginning and end of the animations, rather than just simply playing in a loop. 

It has recently come to Plotagraph’s attention that you are providing the Enlight Pixaloop application, 

which is highly similar, if not identical, to the Plotagraph software and which Plotagraph believes is covered 

by its pending patent applications. Plotagraph intends to vigorously enforce its intellectual property rights 

including pursuit of all remedies provided under United States or foreign patent laws, which include damages, 

injunctive relief, and attorneys’ fees. Under applicable law, an infringer may be enjoined by court order from 

committing acts of infringement and may also be required to pay damages suffered by the patent owner as a 

result of the infringement, including lost profits. In addition, willful infringement may result in an award of 

treble damages and attorneys’ fees. Furthermore, you should be aware that, upon issuance, United States law 

provides that the owner of a patent can obtain a reasonable royalty from any person who, during the period 

from the date of publication of the patent application to the date the patent issues, makes, uses, offers for sale, 

sells, and/or imports the invention claimed in the published patent application.  

You should be aware that by making the Enlight Pixaloop application available in the United States, 

you subject yourself and anyone that uses the Enlight Pixaloop application to the laws of the United States. 

Should you continue to offer the Enlight Pixaloop application, or any other similar application, Plotagraph will 
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Lightricks Ltd. 

September 24, 2018 

Page 2 

pursue legal action against you in the United States upon the issuance of its United States patents. Furthermore, 

Plotagraph will also use its international patent application to pursue patent protection in other countries where 

you offer the Enlight Pixaloop application, which it will enforce against you should you continue to offer the 

Enlight Pixaloop application. 

In addition, based on the close resemblance of the Enlight Pixaloop application to the Plotagraph 

software, we are also deeply concerned that you may have copied all or substantial portions of Plotagraph’s 

copyrighted work for the Plotagraph software when creating the Enlight Pixaloop application. While we are 

continuing to investigate this issue, you should know that under applicable law Plotagraph’s copyright in its 

work gives Plotagraph the exclusive rights to, among other things, reproduce its work and prepare derivative 

works based thereon. Furthermore, under the Berne Convention, Plotagraph’s copyrights are recognized and 

enforceable in numerous countries around the world. If Plotagraph determines that you have indeed copied its 

copyrighted work, Plotagraph will pursue an injunction against you, damages, and attorneys’ fees in 

accordance with applicable law. 

Accordingly, we hereby demand that you immediately cease and desist from offering the Enlight 

Pixaloop application, or any other application which is covered by Plotagraph’s patent applications. Please 

acknowledge receipt of this letter immediately and give us your written assurance that you will comply with 

our demands on or before October 2, 2018, by 5:00 p.m. If you fail to promptly comply with these demands, 

we will report the infringing nature of the Enlight Pixaloop application to Apple and any other app store 

provider through which you are offering the application. 

The foregoing is not intended to prejudice Plotagraph’s right to pursue alternative or additional 

remedies available to it under the relevant laws to redress any infringement of its intellectual property rights.  

Very truly yours, 

WORKMAN NYDEGGER 

JOHN C. STRINGHAM 

J. DUSTIN HOWELL

cc:    Plotagraph Inc. 

JCS/JDH 
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AUTOMATED PIXEL SHIFTING WITHIN A 
DIGITAL IMAGE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims is a continuation of U.S. patent 
application Ser. No. 15/660,677 entitled "AUTOMATED 
PIXEL SHIFTING WITHIN A DIGITAL IMAGE," filed on 
Jul. 26, 2017 which claims priority to and the benefit of U.S. 
Provisional Application 62/514,703 entitled "Automated 
Pixel Shifting Within A Digital Image", filed on Jun. 2, 2017, 
and U.S. Provisional Application Ser. No. 62/368,017 
entitled "Automated Pixel Shifting Within A Digital Image", 
filed on Jul. 28, 2016. The entire contents of each of the 
aforementioned applications and/or patents are incorporated 
by reference herein in their entirety. 

BACKGROUND 

Computers and computing systems have affected nearly 
every aspect of modem living. Computers are generally 
involved in work, recreation, healthcare, transportation, 
entertainment, household management, etc. 

Computers, and in particular the fairly recent boom of 
digital photography, have changed the entire photography 
industry. For example, instead of taking pictures and then 
waiting for film to develop before viewing the images, with 
modern digital cameras, high quality photographs can be 
captured and immediately viewed. The increase in digital 
photography has been accompanied with a related increase 
in digital image software tools. 

Digital image software tools include compression algo­
rithms that dramatically reduce the size of digital images 
with little or no loss of image quality. Additionally, digital 
image software tools also include tools to edit or otherwise 
manipulate digital images. For example, many digital image 
editing tools and digital image sharing tools include filters 
that can be applied to images to generate desired effects and 
appearances within an image. 

While in some cases the use of digital image tools can 
appear seamless and quick to an end-user, many of these 
tools utilize extremely complex computer-based technologi­
cal solutions. For example, properly applying a filter to an 
image can involve complex mathematical equations neces­
sary to consistently adjust the color of individual pixels 
within a digital image. 

Adjusting relatively simple aspects of a digital image, 
such as color, provides many users with highly desirable 
tools for editing their digital images. Additional, tools are 
desirable for improving digital images, such as the ability to 
incorporate movement within a digital image. 

The subject matter claimed herein is not limited to 
embodiments that solve any disadvantages or that operate 
only in environments such as those described above. Rather, 
this background is only provided to illustrate one exemplary 
technology area where some embodiments described herein 
may be practiced. 

BRIEF SUMMARY 

2 
various steps. For example, the system accesses, from 
memory, a digital image file. The digital image file com­
prises information that corresponds to individual pixels 
within the digital image. The system also identifies a par-

5 ticular portion of the digital image to mask. The mask 
prevents pixels covered by the mask from being shifted. The 
system also receives a first starting point through a user 
interface. The first starting point is received through a user 
selection of a first beginning portion of the digital image. 

10 
Additionally, the system receives a first ending point through 
the user interface. The first starting point is received through 
a user selection of a first ending portion of the user interface. 

The system then creates a first link between the first 
starting point and the first ending point. The first link 
comprises a first direction extending from the first starting 

15 point to the first ending point. The first link also comprises 
a first length between the first starting point and the first 
ending point. In addition, the system identifies a first set of 
pixels that lie between the first starting point and the first 
ending point. The system shifts the first set of pixels in the 

20 first direction. Shifting the first set of pixels comprises 
rendering and re-rendering in a loop the first set of pixels 
being shifted. 

Disclosed embodiments include automating the shifting 
of pixels within a digital image by using a processor to 

25 receive an indication of a starting point through a user 
interface. The starting point is received through a user 
selection of a particular portion of the digital image. Addi­
tionally, the processor receives, through the user interface, a 
direction associated with the starting point. The processor 

30 
also selects a set of pixels extending in the direction away 
from the starting point. Further, the processor shifts the set 
of pixels in the first direction. Shifting the set of pixels 
comprises rendering and re-rendering in a loop the set of 
pixels being shifted. 

Additional disclosed embodiments comprise a method for 
35 automating the shifting of pixels within a digital image. The 

method comprises receiving a first indication of a first 
starting point through a user interface. The first starting point 
is received through a user selection of a portion of the digital 
image. The method also comprises receiving, through the 

40 user interface, a first direction associated with the first 
starting point. Additionally, the method comprises selecting 
a first set of pixels extending in the first direction away from 
the first starting point. The method also comprises shifting 
the first set of pixels in the first direction, wherein shifting 

45 the first set of pixels comprises rendering and re-rendering 
in a loop the first set of pixels being shifted. 

This Summary is provided to introduce a selection of 
concepts in a simplified form that are further described 
below in the Detailed Description. This Summary is not 

50 intended to identify key features or essential features of the 
claimed subject matter, nor is it intended to be used as an aid 
in determining the scope of the claimed subject matter. 

Additional features and advantages will be set forth in the 
description which follows, and in part will be obvious from 

55 the description, or may be learned by the practice of the 
teachings herein. Features and advantages of the invention 
may be realized and obtained by means of the instruments 
and combinations particularly pointed out in the appended 
claims. Features of the present invention will become more 

60 fully apparent from the following description and appended 
claims, or may be learned by the practice of the invention as 
set forth hereinafter. Embodiments disclosed herein comprise a computer sys­

tem for automating the shifting of pixels within a digital 
image. The system comprises one or more processors and 
one or more computer-readable media having stored thereon 65 

executable instructions that when executed by the one or 
more processors configure the computer system to perform 

BRIEF DESCRIPTION OF THE DRAWINGS 

In order to describe the manner in which the above-recited 
and other advantages and features can be obtained, a more 
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particular description of the subject matter briefly described 
above will be rendered by reference to specific embodiments 
which are illustrated in the appended drawings. Understand­
ing that these drawings depict only typical embodiments and 
are not therefore to be considered to be limiting in scope, 5 

embodiments will be described and explained with addi­
tional specificity and detail through the use of the accom­
panying drawings in which: 

commands to cause one or more pixels within the digital 
image to shift. At least a portion of the processing and actual 
manipulation of the digital image occurs on an application 
server 130(a-c) within the cloud. A load balancer 110 
balances the processing load of one or more users between 
multiple application servers 130(a-c ). For example, the load 
balancer 110 may ensure that each application server 130 
(a-c) is, on average, under the same processing load. 

FIG. 1 illustrates a schematic of an embodiment of a 
computer system for automating the shifting of pixels within 10 

a digital image. 

The application servers 130( a-c) and the client application 
120 are in communication with one or more web storage 
services 160, such as AMAZOWM S3 storage. Additionally, 
the application servers 130(a-c) may be in communication 
with various backend databases 140. The various storage 

FIG. 2 illustrates a schematic of an embodiment of a 
software architecture for automating the shifting of pixels 
within a digital image. 

FIGS. 3A-3C illustrate embodiments of a photo that has 
received beginning and ending points. 

FIG. 4 illustrates an embodiment of a photo that has 
formed a mesh from received beginning and ending points. 

FIGS. SA-SD illustrates embodiments of individual pixels 
being shifted. 

FIG. 6A illustrates an embodiment of a mask. 
FIG. 6B illustrates another embodiment of a mask 
FIG. 7 illustrates a flow chart of an embodiment of a 

method for automating the shifting of pixels within a digital 
image. 

FIG. 8 illustrates a flow chart of another embodiment of 
a method for automating the shifting of pixels within a 
digital image. 

DETAILED DESCRIPTION 

Embodiments disclosed herein comprise systems, meth­
ods, and computer-readable media that automate the shifting 
of pixels within a digital image. Disclosed embodiments 
provide interfaces and tools for automating the shifting of 
pixels within a digital image. For example, disclosed 
embodiments automate the shifting of pixels within a digital 
photograph of water such that the water appears to be 
flowing. 

15 
services 160 and databases 140 may store the digital images 
and software components used within the computer system 
100. 

FIG. 2 illustrates a schematic of an embodiment of a 
software architecture 200 for automating the shifting of 

20 pixels within a digital image. In particular, FIG. 2 depicts 
various screen interfaces 210, actions 220, and dialog/ 
context dependent controls 230 that are present within the 
software architecture 200. In at least one embodiment, a user 
is presented with a Home/List Projects screen interface. 

25 210a The Home/List Projects 210a provide the user with a 
selection of previously saved projects and/or the option to 
select a digital image and initiate a new project. 

Once a user selects a project of choice, the software 
architecture 200 accesses, from memory, a digital image file 

30 of interest. As used herein, a digital image file comprises 
information that corresponds to individual pixels within a 
digital image. A view/edit project screen interface 210b 
provides the user with various editing options, both manual 
and automated. For example, the editing screen provides the 

35 user with actions for uploading a base image 220a, selecting 
a transformation mask 210c, generating points 210d, adjust­
ing animation duration and FPS rate 220b, selecting a mask 
type 220c, generating a static preview 220d, and editing a 
point selection 230a. 

In at least one embodiment, a user is presented with 
options to select between various different types of trans­
formation mask operations. For example, the user can 
choose a select area option 220e that allows a user to draw 
boundaries around an area. A mask is then automatically 

In at least one embodiment, a user, through simple inter- 40 

face actions, selects portions of a digital image to automate 
the shifting of pixels. The user controls the speed of the pixel 
shifting, the magnitude of the pixel shifting, the direction of 
pixel shifting, and various other attributes of the pixel 
movement. Additionally, the user applies masks to the 
digital image to prevent pixels within specific portions of the 
digital image from moving. As such, disclosed embodiments 
provide technical solutions for automating the manipulation 

45 generated within that area. Additionally, a user may select an 
automated mask by edge-detection option 220/ that scans a 
digital image and automatically identifies distinct areas 
within the image based upon edge detection. A user may also 
select a manual mask painting option 220g that allows a user of pixels within a digital image. 

For example, FIG. 1 illustrates a schematic of an embodi­
ment of a computer system 100 for automating the shifting 
of pixels within a digital image. The depicted computer 
system 100 comprises a variety of different components, 
including one or more client applications 120, load balanc­
ers 110, application servers 130(a-c), databases 140, and 
workers lS0(a-b). In the depicted embodiment, the com­
puter system 100 comprises a network-based or cloud-based 
system that allows a user to manipulate a digital photograph 
over a network connection. One will understand, however, 
that alternate or additional embodiments may be otherwise 
configured such that the system is otherwise distributed or 
localized. For instance, in at least one embodiment, the 
system 100 is executed by a single local computer. 

50 to manually draw a mask on the digital image. 
A mask defines a static portion of the image with respect 

to shifting. In at least one embodiment, the mask is created 
by using a combination of two tools-automatic and 
manual. The automatic tool lets the user define masked and 

55 shifted areas by drawing lines in them. Any changes along 
those lines trigger an automatic edge detection using a 
watershed transformation on the image gradient. This gen­
erates a binary mask image that the user can later modify via 
a simple brush tool. The final mask image is then once again 

60 passed through edge detection so it can be saved in vector 
format. 

In at least one embodiment, a client application 120 is 
executed within a web browser at a user's computer. The 65 

client application 120 comprises a user interface for upload­
ing, or otherwise selecting, a digital image and issuing 

In at least one embodiment, a mask is later applied in one 
of two ways. In the first application method, the mask is 
fixed and is applied by adding static (unmovable) points on 
all mask edges. In the second application method, the mask 
is an overlay that cuts-and-pastes the masked portions of the 
image on top of the animation. 

Case 4:21-cv-03873   Document 8-1   Filed on 12/14/21 in TXSD   Page 14 of 21

Page 17 of 68



US 10,346,017 B2 
5 

For example, FIG. 3A depicts a user utilizing the auto­
mated mask by edge-detection option 220/In particular, the 
user has drawn two lines 300a, 300b across the house and 
mountain behind the house. The software architecture 200 
interprets the lines as indicating the area that the user wishes 
to mask. In at least one embodiment, a user may only select 
a single pixel within the area that should be masked. Various 
different embodiments may accept a variety of different 
input interfaces. For example, a user may draw the lines 
using a computer mouse, a touch interface, a stylus interface, 
a keyboard interface, or any number of other user interfaces. 

Upon receiving the selection, the software architecture 
200 performs an edge detection method to identify edges 
that form boundaries around the selected area. After iden­
tifying a boundary, the software architecture 200 generates 
a mask to cover the area within the boundary. For instance, 
FIG. 3B illustrates a mask 310 covering the house and the 
mountain behind the house, but excluding the sky and the 
grass in front of the house. As such, a user is provided with 
tools for identifying a particular portion of the digital image 
to mask. The mask prevents pixels covered by the mask from 
being shifted. 

In at least one embodiment, methods other than generat­
ing a mask are used to prevent portions of a digital image 
from moving. For example, in at least one embodiment, a 
user selects the manual mask painting option 220g and 
manually places stabilizer points around a portion of the 
digital image that should not move. The stabilizer points 
indicate to the architecture software that pixels associated 
with the stationary points should be not be shifted or 
otherwise moved. In at least one embodiment, the stabilizer 
points are useable for creating a fence around an area that 
should not be shifted. For example, placing the stabilizer 
points causes the architecture software to stop shifting pixels 
at a boundary that is made up of the stabilizer points. 

6 
through a user interface. A starting point is received through 
a user selection of a beginning portion of the digital image. 
The beginning portion of the digital image comprises a 
starting pixel, or area, from which the user wishes pixels to 

5 shift. For example, in FIG. 3C, various beginning points 
(also referred to herein as "starting points") comprise the 
points nearest to the base of the grass and represented by 
crosses. In at least one embodiment, a beginning point 
comprise a particular pixel that is selected by a user or 

10 automatically selected by the software architecture 200. 
During the second stage of the point generation, the 

software architecture 200 receives an ending point through 
the user interface. The ending point is received through a 
user selection of an ending portion of the user interface. The 

15 ending portion of the digital image comprises an ending 
pixel, or area, to which the user wishes pixels to shift. For 
example, in FIG. 3C various ending points are selected on 
the outer periphery of the grass and are represented by 
arrows. In at least one embodiment, each starting point is 

20 paired with a specific ending point and vice versa. Addi­
tionally, the software architecture creates a link between the 
starting point and first ending point. In at least one embodi­
ment, a link is a vector extending from the starting point to 
the ending point. A link comprises a direction extending 

25 from the first starting point to the first ending point and a 
length between the first starting point and the first ending 
point. 

A user is capable of choosing the direction of a link and 
length of a link at will. For example, upon placing a starting 

30 point, the user can place an associated ending point at any 
other location within the user interface---even outside the 
edges of the digital image. As such, in at least one embodi­
ment, a single digital image can be associated with a 
multitude of different starting points, ending points, and 

35 associated links going in different directions and comprising 
different lengths. In the case the points are generated auto­
matically by the software architecture 200, a user is free to 
move and adjust the points in any way that is desirable. 

The software architecture 200 also provides a user with a 
point generation display 210 that comprises options 220h, 
220i for generating points. For example, the user may be 
provided with an automatic feature point detection option 
220h that generates points through automatic feature point 40 

detection or a manual feature point addition/removal option 
220i. When generating points through automatic feature 
point detection the software architecture 200 identifies areas 
outside the mask that are associated with directional texture, 
directional patterns, that otherwise comprise a visually 45 

detectable pattern of motion. For example, FIG. 3C depicts 
the picture of the house and landscape with points drawn 
throughout the foreground grass 320a and points drawn 
throughout the clouds in the sky 320b. 

In at least one embodiment, the software architecture 200 
generates a starting mesh from the collective starting points. 
Similarly, the software architecture 200 generates an ending 
mesh from the collective ending points. For example, FIG. 
4 depicts a starting mesh and ending mesh overlaid on the 
digital image of the house and landscape. In at least one 
embodiment, the software architecture provides the user 
with the option of viewing one or both of the meshes. 
Visualizing the meshes may assist a user in viewing the 
inputs that cause the pixels to shift. 

Once a user has established one or more starting and 
ending point pairs, the software architecture identifies sets of 
pixels that lie between the respective starting points and the 
respective ending points. In at least one embodiment, a first 
set of pixels may comprise a group of pixels that intersect 
with a link between a starting point and an ending point and 

In at least one embodiment, the software architecture 200 50 

places the points within the grass based upon identified lines 
and edges within the grass that extend outward from the 
ground or from the user generated mask 310. Based upon the 
lines and textures associated with the grass extending 
upwards and away from the ground, the software architec- 55 

ture 200 determines that the grass is associated with move­
ment away from the ground. As such, the software archi­
tecture 200 automatically places points through the grass. 

In at least one embodiment, a user can alternatively or 
additionally manually add or remove points. For example, a 60 

user can manually add all of the points depicted in FIG. 3C 

that are not covered by a mask. The size of the group of 
pixels may be user selectable or automatically determined. 
For example, a user may increase the threshold distances 
that the set of pixels extend beyond the link. As such at one 
extreme, the set of pixels may comprise a line of individual 
pixels extending from the starting point to the ending point, 
or at another extreme the set of pixels may comprise a 
relatively wide swatch of pixels that are parallel to the link 
that extends between the starting point and the ending point. 

or a user can direct the software architecture 200 to auto­
matically add a portion of the points and then the user can 
add additional points. 

In at least one embodiment, points are added to a digital 
image in two different stages. During the first stage, the 
software architecture 200 receives a first starting point 

After identifying the appropriate set of pixels associated 
65 with each starting point and ending point pair, the software 

architecture 200 shifts the respective sets of pixels in the 
direction determined by their relative links. In at least one 
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embodiment, shifting the sets of pixels comprises rendering 
and re-rendering in a loop the sets of pixels being shifted. 
Additionally, as described above, different sets of pixels may 
be associated with different directions. As such, sets of 
pixels may travel in different directions within the digital 
image. 

In at least one embodiment once pixels begin to shift, the 
user may notice that a particular portion of the digital image 
that the user desired to not move is in fact being shifted. To 
correct this error, the user can edit the mask such that it 
covers the portion of interest. Additionally, in at least one 
embodiment, to correct the error, the user executes a feather 
tool that blurs the portion of interest such that the shifting 
pixels are no longer noticeable. In a further embodiment, the 
user places stabilizer points along the portion of interest. The 
stabilizer points may be placed with a simple click along the 
particular portion of the digital image. The stabilizer points 
cause pixels within the particular portion of the digital image 
to not be shifted. 

By way of example, FIGS. SA-SD depict embodiments of 
individual pixels being shifted. In particular, FIG. SA depicts 
a starting point 550, an ending point 530, and an associated 
link 540. Additionally, FIG. SA depicts exemplary pixels 
500, 510, and 520. One will understand that the pixels 500, 
510, 520 are provided only for the sake of clarity and 
explanation and that in various embodiments the pixels may 
comprise a variety of different colors. 

FIG. SA depicts the pixels 500, 510, 520 in their original 
state within the digital image. Once the software architecture 
200 begins shifting the set of pixels in the direction of the 
link (extending from the starting point to the ending point), 
the pixels 500, 510, 520 are moved. For example, FIG. 5B 
depicts the pixels 500, 510, 520 after the initial movement. 
As compared to FIG. SA the set of pixels are shifted left, 
along the direction of the link, one space. 

In various embodiments, a user is provided with an 
animation duration and FPS rate option 220b for determin­
ing the step size within the shift and/or the speed at which 
the shift occurs. For example, while the embodiment 
depicted in FIGS. SA-SD have a step size of a single pixel 
space, in various embodiments, the pixels may shift multiple 
pixels at a time. Additionally, in at least one embodiment the 
step size is time constrained. For example, a user may 
indicate that each respective loop in the pixel shifting only 
take 2 seconds. In such a case, the step size may be 
determined by the length of the link and the frame rate of the 
shifting. In other words, one set of pixels may need to travel 
a link length of 20 pixels within the 2 seconds, while another 
set of pixels may only need to travel a link length of 6 pixels 
within two seconds. As such, based upon the frame rate at 
which the steps occur, the two sets of pixels would operate 
at different step sizes. In at least one embodiment, a user can 
set a particular desired framerate to be associated with a 
digital image. Additionally, in at least one embodiment, the 
magnitude of the shifting of a set of pixels is proportionally 
related to the length of an associated link. 

In contrast, in at least one embodiment the step size of 
each set of pixels is consistent such that sets of pixels along 
longer links take more time to complete a loop than sets of 
pixels along shorter links. Accordingly, a user can create a 
particularly long link to indicate a long, or more extended, 
motion within a digital image. In contrast, the user can create 
a particular short link to indicate a short, or faster, motion 
within the digital image. 

FIG. SC depicts pixels 500, 510, 520 another step along 
the shift. In FIG. SD the pixels 500, 510, 520 are shown at 
yet another step along the shift, but in this step the pixels 

8 
500, 510, 520 are beginning to loop around. For example, 
pixel 500a is at the left of the shift, while corresponding 
pixel 500b is reappearing at the right of the shift to begin the 
shifting loop. In various additional or alternative embodi-

5 ments, the set of pixels only begins to loop as pixels 500, 
510, 520 leave the screen. For example, once pixel 500a 
reaches the end of the link (i.e., ending point 530), pixel 
500a disappears on the next step. Upon disappearing, pixel 
500b then reappears at the beginning of the link (i.e., starting 

10 point 550) to start the loop. Additionally, in at least one 
additional or alternative embodiment, the pixels 500, 510, 
520 fade in and out at the beginning and ending of each loop. 
For example, upon reaching the end of the link, pixel 500a 

15 
fades out of the image by slowing growing transparent, such 
that the disappearance of pixel 500a is not abrupt or jarring. 
Similarly, pixel 500b can fade in such that its appearance is 
not abrupt of jarring. 

In various alternative or additional embodiments, differ-
20 ent methods of pixel shifting and blending can be used to 

similar effect. For example, in at least one embodiment, the 
pixels immediately begin cycling as soon as the shifting 
begins. For example, instead of what is shown in FIGS. 
SA-SD, as soon as pixel 500 shifted to its new position 

25 depicted in FIG. 5B, pixel 500B would appear in the position 
depicted in FIG. SD. As such, the pixels begin looping and 
blending into each other immediately. 

In at least one embodiment, the software architecture 200 
uses alpha blending when shifting the pixels from the 

30 starting point to the ending point. For example, the software 
application 200 may utilize a sin, cosine, or linear alpha 
blend to shift the set of pixels. Additionally, in at least one 
embodiment, the software architecture uses a warping func­
tion, such as a Shepard's distortion. When using a mesh 

35 algorithm, the software architecture 200 triangulates the 
mesh using defined points and then calculates an affine 
transformation for every triangle. Further, the software 
architecture 200 supports animation blending in order to 
achieve the seaming effect of a continuous motion. This is 

40 achieved by blending animated frames two by two using one 
of a few predefined blend functions. 

Similarly, a user is provided with a mask type option 220c 
to select between different types of masks. Each different 
mask type may use different mask configurations. In at least 

45 one embodiment, mask types also vary by the color that is 
used to depict the mask within the image. 

For example, FIGS. 6A and 6B illustrate an embodiment 
of a mask 600. In the depicted embodiment, a strip of points 
610 on the edge of the mask ("edge strip") is used to 

50 generate the flow of points simulating an animation. The 
dimensions and shape of the edge strip depend on properties 
of the mask and the user selected flow. In at least one 
embodiment, the width of the edge strip 610 is determined 
as a linear function of the dimensions of the target image. 

55 Further, the shape of the edge strip 610 may be a result of 
sliding the shape of the mask 600 in the direction of the 
vector flow. As such, a user is able to customize the mask. 

When in use, the mask 600 assists in generating pixel 
flow. For example, as depicted in FIG. 6B the points 632, 

60 642, 652 on the edge strip 610 are being stretched in order 
to generate a flow of points in the desired direction. For 
example, the points 632, 642, 652 are shown as being 
stretched to strips 630, 640, 650 that are stretched from the 
edge 610 of the mask 600. The stretching motion is per-

65 formed continuously such that the points 632, 642, 652 are 
continuously reset and stretched such that the pixel shifting 
is continuous and results in the impression of motion. 
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In various additional or alternative embodiments, a user 
has the ability to further manipulate a digital image. For 
example, instead of the straight links depicted in FIGS. 
SA-SD, the user can view an edit point selection dialog 230a 
as depicted in FIG. 2. The edit point selection provides a user 5 

with the options of changing a movement direction and path 
220} or selecting a predefined movement 220k. For example, 
instead of straight links extending between a starting point 
and ending point, the user can create a custom path between 
any two starting and ending points. In such a case, the 10 

associated set of pixels would travel along the path of the 
link. Similarly, the user may select a predefined path (i.e., 
movement) that is defined within the software architecture 
200. For example, the predefined paths may include a curved 
path. Using the curved path option, the user can cause a set 15 

of pixels to travel along a curved path (i.e., link) between a 
starting and ending point. 

Once a user is satisfied with their work on an image, a 
preview output screen 210e allows a user to view the image 
while the pixels are being shifted. Such a view may give the 20 

impression that at least a portion of the static image is 
animated. In contrast, a user is also given a static preview 
option 220d that allows the user to view the un-animated 
image. If the user is satisfied with the final product, the user 
is provided with a format selection and export action 220. 25 

This action generates a variety of different formats that are 
configured for viewing. For example, an animated GIF may 
be produced. 

Additionally, in at least one embodiment, a user is able to 
save all of the masking work, point generation work, and 30 

animation duration and FPS rate work separate from the 
underlying image. For example, the user may perform the 
above discussed steps on a particular photo. The user may 
then decide to manipulate the photo within a photo editor 
application. In such a case, instead of having to restart the 35 

animation process with the modified photo, the user applies 
the previously saved animation work to the modified photo. 

The following discussion now refers to a number of 
methods and method acts that may be performed. Although 
the method acts may be discussed in a certain order or 40 

illustrated in a flow chart as occurring in a particular order, 
no particular ordering is required unless specifically stated, 
or required because an act is dependent on another act being 
completed prior to the act being performed. 

One will appreciate that embodiments disclosed herein 45 

can also be described in terms of flowcharts comprising one 
or more acts for accomplishing a particular result. For 
example, FIG. 7 and the corresponding text describe acts in 
various methods and systems for automating the shifting of 
pixels within a digital image. The acts of FIG. 7 are 50 

described below. 
For example, FIG. 7 illustrates that a flow chart of an 

exemplary method 700 for automating the shifting of pixels 
within a digital image includes an act 710 of receiving a 
starting point. Act 710 comprises receiving an indication of 55 

a starting point through a user interface, wherein the starting 
point is received through a user selection of a particular 
portion of the digital image. For example, as depicted and 
explained with respect to FIG. SA, a user selects a starting 
point 550. Similarly, FIG. 3C depicts various user-selected 60 

starting points surrounding the grass in the digital image. 
Additionally, FIG. 7 illustrates that the method includes 

an act 720 of receiving a direction. Act 720 comprises 
receiving, through the user interface, a direction associated 
with the starting point. For example, as depicted and 65 

explained with respect to FIG. SA, the user can select an 
ending point 530. A link 540 is then formed between the 

10 
starting point 550 and the ending point 530. The link 540 is 
associated with a direction extending from the starting point 
550 to the ending point 530. As such, the software archi­
tecture 200 receives a direction from the link 540. 

In contrast, in additional or alternative embodiments, the 
software architecture 200 can receive a direction without the 
use of an ending point 530 or a link 540. For example, the 
software architecture 200 may receive the direction from a 
default setting stored within memory or explicitly from the 
user. Further, in at least one embodiment, the software 
architecture 200 identifies a direction from line and edge 
detection. For example, the software architecture 200 may 
identify a direction that follows the blades of grass depicted 
in FIG. 3A. In any case, in at least one embodiment, a user 
may only need to enter a starting point and the direction is 
identified either automatically or through user interaction 
other than the creation of an ending point. 

FIG. 7 also illustrates that the method includes an act 730 
of selecting a set of pixels. Act 730 comprises selecting a set 
of pixels extending in the direction away from the starting 
point. For example, as depicted and explained with respect 
to FIG. SA, the software architecture 200 selects a set of 
pixels 500, 510, 520 that extend in the direction of the link 
540 away from the starting point 550. The computer archi­
tecture 200 may define the set of pixels 500, 510, 520 as 
being every pixel that extends in the direction away from the 
starting point and that is within a user or computer-defined 
threshold distance from the link 540. 

Further, FIG. 7 illustrates that the method includes an act 
740 of shifting the set of pixels. Act 740 comprises shifting 
the set of pixels in the first direction. Shifting the set of 
pixels comprises rendering and re-rendering in a loop the set 
of pixels being shifted. For example, as depicted and 
explained with respect to FIGS. SA-SD, a shifting loop is 
described where pixels 500,510, 520 are shifted upward and 
then re-looped. 

Additionally, FIG. 8 depicts an embodiment of a method 
800 for shifting pixels comprising a step 810 of accessing a 
digital file. Act 810 includes accessing, from memory, a 
digital image file, wherein the digital image file comprises 
information that corresponds to individual pixels within the 
digital image. For example, as depicted and described with 
respect to FIG. 1, a user can upload a digital image through 
a client application 120. The computer system 100 then 
receives the digital image. 

FIG. 8 also illustrates that the method 800 includes an act 
820 of identifying a portion of an image to mask. Act 820 
comprises identifying a particular portion of the digital 
image to mask, wherein the mask prevents pixels covered by 
the mask from being shifted. For example, as depicted and 
described with respect to FIGS. 3A-3C, a user is able to 
mask a particular portion of the digital image. The masked 
portion of the image is held static, such that the pixels do not 
shift. 

Additionally, FIG. 8 illustrates that the method 800 
includes an act 830 of receiving a starting point. Act 830 
comprises receiving a first starting point through a user 
interface, wherein the first starting point is received through 
a user selection of a first beginning portion of the digital 
image. For example, as depicted and explained with respect 
to FIG. SA, a user selects a starting point 550. Similarly, 
FIG. 3C depicts various user-selected starting points sur­
rounding the grass in the digital image. 

FIG. 8 also illustrates that the method 800 includes an act 
840 of receiving an ending point. Act 840 comprises receiv­
ing a first ending point through the user interface, wherein 
the first ending point is received through a user selection of 
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a first ending portion of the user interface. For example, as 
depicted and explained with respect to FIG. SA, a user 
selects an ending point 530. Similarly, FIG. 3C depicts 
various user-selected starting ending surrounding the grass 
in the digital image. 

In addition, FIG. 8 illustrates that the method 800 includes 
an act 850 of creating a link between the beginning and the 
ending points. Act 850 comprises creating a first link 
between the first starting point and the first ending point, 
wherein the first link comprises a first direction extending 
from the first starting point to the first ending point and a first 
length between the first starting point and the first ending 
point. For example, as depicted and explained with respect 
to FIG. SA, a link 540 is created between beginning points 
550 and ending points 530. Similarly, FIG. 3C depicts 
various links connecting beginning points and ending points. 

Further, FIG. 8 illustrates that the method 800 includes an 
act 860 of identifying a set of pixels. Act 860 comprises 
identifying a first set of pixels that lie between the first 
starting point and the first ending point. For example, as 
depicted and explained with respect to FIG. SA, the software 
architecture 200 identifies a set of pixels 500, 510, 520 that 
extend in the direction of the link 540 away from the starting 
point 550. The computer architecture 200 may define the set 
of pixels 500, 510, 520 as being every pixel that extends in 
the direction away from the starting point and that is within 
a user or computer-defined threshold distance from the link 
540. 

Further still, FIG. 8 illustrates that the method 800 
includes an act 870 of shifting the set of pixels 870. Act 870 
comprises shifting the second set of pixels in the second 
direction, wherein shifting the second set of pixels com­
prises rendering and re-rendering in a loop the second set of 
pixels being shifted. For example, as depicted and explained 
with respect to FIGS. SA-SD, a shifting loop is described 
where pixels 500, 510, 520 are shifted upward and then 
re-looped. 

Accordingly, disclosed embodiments provide novel and 
innovative technical methods for automatically shifting pix­

12 
can be any available media that can be accessed by a general 
purpose or special purpose computer system. Computer­
readable media that store computer-executable instructions 
are physical storage media. Computer-readable media that 

5 carry computer-executable instructions are transmission 
media. Thus, by way of example, and not limitation, 
embodiments of the invention can comprise at least two 
distinctly different kinds of computer-readable media: physi­
cal computer-readable storage media and transmission com-

10 puter-readable media. 
Further, computing system functionality can be enhanced 

by a computing system's ability to be interconnected to 
other computing systems via network connections. Network 
connections may include, but are not limited to, connections 

15 via wired or wireless Ethernet, cellular connections, or even 
computer to computer connections through serial, parallel, 
USB, or other connections. The connections allow a com­
puting system to access services at other computing systems 
and to quickly and efficiently receive application data from 

20 other computing systems. 
Interconnection of computing systems has facilitated dis­

tributed computing systems, such as so-called "cloud" com­
puting systems. In this description, "cloud computing" may 
be systems or resources for enabling ubiquitous, convenient, 

25 on-demand network access to a shared pool of configurable 
computing resources (e.g., networks, servers, storage, appli­
cations, services, etc.) that can be provisioned and released 
with reduced management effort or service provider inter­
action. A cloud model can be composed of various charac-

30 teristics (e.g., on-demand self-service, broad network 
access, resource pooling, rapid elasticity, measured service, 
etc.), service models (e.g., Software as a Service ("SaaS"), 
Platform as a Service ("PaaS"), Infrastructure as a Service 
("IaaS"), and deployment models (e.g., private cloud, com-

35 munity cloud, public cloud, hybrid cloud, etc.). 
Cloud and remote based service applications are preva­

lent. Such applications are hosted on public and private 
remote systems such as clouds and usually offer a set of web 
based services for communicating back and forth with 

40 clients. els within a digital image. The shifted pixels may give a 
digital image the perception of movement. At least one 
disclosed embodiment requires only a single digital image to 
create a perception of movement within the digital image. 
Disclosed embodiments also provide novel and innovative 
technical solutions for receiving user input through a com- 45 

puter interface to simply and efficiently manipulate a digital 
image by shifting pixels. 

Many computers are intended to be used by direct user 
interaction with the computer. As such, computers have 
input hardware and software user interfaces to facilitate user 
interaction. For example, a modern general-purpose com­
puter may include a keyboard, mouse, touchpad, camera, 
etc. for allowing a user to input data into the computer. In 
addition, various software user interfaces may be available. 

Further, the methods may be practiced by a computer 
system including one or more processors and computer­
readable media such as computer memory. In particular, the 50 

computer memory may store computer-executable instruc­
tions that when executed by one or more processors cause 
various functions to be performed, such as the acts recited in 
the embodiments. In various embodiments, disclosed meth­
ods and systems may comprise software executed within the 55 

cloud. For example, a user may access the software through 

Examples of software user interfaces include graphical 
user interfaces, text command line based user interface, 
function key or hot key user interfaces, and the like. 

Physical computer-readable storage media includes 
RAM, ROM, EEPROM, CD-ROM or other optical disk 
storage (such as CDs, DVDs, etc.), magnetic disk storage or 
other magnetic storage devices, or any other medium which 
can be used to store desired program code means in the form 
of computer-executable instructions or data structures and 
which can be accessed by a general purpose or special 
purpose computer. 

A "network" is defined as one or more data links that 

a web browser. In additional or alternative embodiments, the 
software is executed locally at a device. For example, the 
software may be executed on a mobile computing device 
such as a smart phone or tablet. 60 enable the transport of electronic data between computer 

systems and/or modules and/or other electronic devices. 
When information is transferred or provided over a network 
or another communications connection ( either hardwired, 

Embodiments of the present invention may comprise or 
utilize a special purpose or general-purpose computer 
including computer hardware, as discussed in greater detail 
below. Embodiments within the scope of the present inven­
tion also include physical and other computer-readable 65 

media for carrying or storing computer-executable instruc­
tions and/or data structures. Such computer-readable media 

wireless, or a combination of hardwired or wireless) to a 
computer, the computer properly views the connection as a 
transmission medium. Transmissions media can include a 
network and/or data links which can be used to carry or 
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desired program code means in the form of computer­
executable instructions or data structures and which can be 
accessed by a general purpose or special purpose computer. 
Combinations of the above are also included within the 
scope of computer-readable media. 5 

Further, upon reaching various computer system compo­
nents, program code means in the form of computer-execut­
able instructions or data structures can be transferred auto­
matically from transmission computer-readable media to 
physical computer-readable storage media (or vice versa). 10 

For example, computer-executable instructions or data 
structures received over a network or data link can be 
buffered in RAM within a network interface module ( e.g., a 
"NIC"), and then eventually transferred to computer system 
RAM and/or to less volatile computer-readable physical 15 

storage media at a computer system. Thus, computer-read­
able physical storage media can be included in computer 
system components that also ( or even primarily) utilize 
transmission media. 

Computer-executable instructions comprise, for example, 20 

instructions and data which cause a general-purpose com­
puter, special purpose computer, or special purpose process­
ing device to perform a certain function or group of func­
tions. The computer-executable instructions may be, for 
example, binaries, intermediate format instructions such as 25 

assembly language, or even source code. Although the 
subject matter has been described in language specific to 
structural features and/or methodological acts, it is to be 
understood that the subject matter defined in the appended 
claims is not necessarily limited to the described features or 30 

acts described above. Rather, the described features and acts 
are disclosed as example forms of implementing the claims. 

Those skilled in the art will appreciate that the invention 
may be practiced in network computing environments with 
many types of computer system configurations, including, 35 

personal computers, desktop computers, laptop computers, 
message processors, hand-held devices, multi-processor sys­
tems, microprocessor-based or progranimable consumer 
electronics, network PCs, minicomputers, mainframe com­
puters, mobile telephones, PDAs, pagers, routers, switches, 40 

and the like. The invention may also be practiced in distrib­
uted system environments where local and remote computer 
systems, which are linked ( either by hardwired data links, 
wireless data links, or by a combination of hardwired and 
wireless data links) through a network, both perform tasks. 45 

In a distributed system environment, program modules may 
be located in both local and remote memory storage devices. 

Alternatively, or in addition, the functionality described 
herein can be performed, at least in part, by one or more 
hardware logic components. For example, and without limi- 50 

tation, illustrative types of hardware logic components that 
can be used include Field-progranimable Gate Arrays (FP­
GAs ), Program-specific Integrated Circuits (ASICs), Pro­
gram-specific Standard Products (ASSPs), System-on-a­
chip systems (SOCs), Complex Programmable Logic 55 

Devices (CPLDs), etc. 
The present invention may be embodied in other specific 

forms without departing from its spirit or characteristics. 
The described embodiments are to be considered in all 
respects only as illustrative and not restrictive. The scope of 60 

the invention is, therefore, indicated by the appended claims 
rather than by the foregoing description. All changes which 
come within the meaning and range of equivalency of the 
claims are to be embraced within their scope. 

What is claimed is: 65 

1. A computer system for automating the shifting of pixels 
within a digital image, comprising: 

14 
one or more processors; and 
one or more computer-readable media having stored 

thereon executable instructions that when executed by 
the one or more processors configure the computer 
system to perform at least the following: 
access, from memory, a digital image file, wherein the 

digital image file comprises information that corre­
sponds to individual pixels within the digital image; 

receive a first starting point through a user interface, 
wherein the first starting point is received through a 
user selection of a first beginning portion of the 
digital image; 

render a first visual indication of the first starting point 
on the user interface; 

receive a first ending point through the user interface, 
wherein the first ending point is received through a 
user selection of a first ending portion of the digital 
image; 

render a second visual indication of the first ending 
point on the user interface; 

render, on the user interface, a first rendered link 
between the first starting point and the first ending 
point, wherein the first rendered link comprises: 
a first direction extending from the first starting point 

to the first ending point; and 
a first length between the first starting point and the 

first ending point; 
identify a first set of pixels that are: 

parallel to the first rendered link, 
within a user-defined threshold distance from the 

first rendered link, and 
extending from the first starting point to the first 

ending point; 
automatically shift the first set of pixels in the first 

direction, wherein shifting the first set of pixels 
comprises rendering and re-rendering in a loop the 
first set of pixels being shifted; 

receive a second starting point through the user interface, 
wherein the second starting point is received through a 
user selection of a second starting portion of the digital 
image, the second starting portion being different than 
both the first starting portion and the first ending 
portion; 

render a third visual indication of the second starting point 
on the user interface; 

receive, through the user interface, a second ending point 
associated with the second starting point, wherein the 
second ending point is received through a user selection 
of a second ending portion of the digital image, the 
second ending portion being different than both the first 
starting portion and the first ending portion; 

render a fourth visual indication of the second end point 
on the user interface; 

render, on the user interface, a second link between the 
second starting point and the second ending point; 

identify a second set of pixels that are: 
parallel to the second rendered link, 
within the user-defined threshold distance from the first 

rendered link, and 
extending from the second starting point to the second 

ending point; and 
automatically shift the second set of pixels between the 

second starting point and the second ending point, 
wherein shifting the second set of pixels comprises 
rendering in a loop the second set of pixels being 
shifted. 
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2. The computer system of claim 1, wherein the execut­
able instructions include instructions that are executable to 
configure the computer system to identify a particular por­
tion of the digital image to mask, wherein the mask prevents 
pixels covered by the mask from being shifted. 

3. The computer system of claim 2, wherein receiving an 
indication of a particular portion of the digital image to mask 
comprises receiving through a user interface a selection of a 
particular pixel within the digital image. 

16 
render a fourth visual indication of the second end point 

on the user interface; 
render, on the user interface, a second rendered link 

between the second starting point and the second 
ending point; 

selecting a second set of pixels that intersect with the 
second rendered link; 

automatically shifting the second set of pixels along the 
second rendered link between the second starting point 
and the second ending point, wherein shifting the 
second set of pixels comprises rendering in a loop the 
second set of pixels being shifted. 

4. The computer system of claim 2, wherein the execut- 10 

able instructions include instructions that are executable to 
configure the computer system to generate the mask by: 

identifying one or more edges that form a boundary 
around the particular pixel; and 

9. The method as recited in claim 8, further comprising 
when a pixel selected from the first set of pixels reaches the 

15 ending point, rendering and re-rendering in the loop the 
pixel being shifted from the first starting point to the ending 
point. 

generating the mask to cover area within the boundary. 
5. The computer system of claim 1, wherein the first 

direction is different from the second direction. 
6. The computer system of claim 1, wherein the magni­

tude of the shifting of the first set of pixels is proportionally 
related to the first length and the magnitude of the shifting 
of the second set of pixels is proportionally related to the 
second length. 

10. The method as recited in claim 8, further comprising 
receiving an indication to generate a mask over a portion of 

20 the digital image, wherein pixels under the mask are pre­
vented from shifting. 

7. The computer system of claim 1, wherein: 
the first set of pixels comprise pixels that intersect the first 

rendered link; and 

11. The method as recited in claim 10, further comprising 
receiving through a user interface a selection of a particular 
pixel within the digital image from which the mask should 

25 be generated. 

the first rendered link comprises a non-linear pathway 
extending between the first starting point and the first 
ending point. 

8. A method for automating the shifting of pixels within 30 

a digital image, comprising: 
receiving a first indication of a first starting point through 

a user interface, wherein the first starting point is 
received through a user selection of a first starting 
portion of the digital image; 

render a first visual indication of the first starting point on 
the user interface; 

35 

receiving, through the user interface, a first ending point 
associated with the first starting point, wherein the first 
ending point is received through a user selection of a 40 

first ending portion of the digital image; 
render a second visual indication of the first ending point 

on the user interface; 
render, on the user interface, a first rendered link between 

the first starting point and the first ending point; 
selecting a first set of pixels that intersect with the first 

rendered link; 

45 

automatically shifting the first set of pixels along the first 
rendered link between the first starting point and the 
first ending point, wherein shifting the first set of pixels 50 

comprises rendering in a loop the first set of pixels 
being shifted; 

receiving a second indication of a second starting point 
through the user interface, wherein the second starting 
point is received through a user selection of a second 55 

starting portion of the digital image, the second starting 
portion being different than both the first starting por­
tion and the first ending portion; 

render a third visual indication of the second starting point 
on the user interface; 60 

receiving, through the user interface, a second ending 
point associated with the second starting point, wherein 
the second ending point is received through a user 
selection of a second ending portion of the digital 
image, the second ending portion being different than 65 

both the first starting portion and the first ending 
portion; 

12. The method of claim 11, further comprising: 
identifying one or more edges that form a boundary 

around the particular pixel; and 
generating the mask to cover area within the boundary. 
13. The method of claim 8, wherein: 
the first set of pixels further comprise: 

pixels that are parallel to the first rendered link, 
within a user-defined threshold distance from the first 

rendered link, and 
that extend from the first starting point to the first 

ending point; and 
the first rendered link comprises a non-linear pathway 

extending between the first starting point and the first 
ending point. 

14. A method for automating the shifting of pixels within 
a digital image, comprising: 

accessing, from memory, a digital image file, wherein the 
digital image file comprises information that corre­
sponds to individual pixels within the digital image; 

receiving a first starting point through a user interface, 
wherein the first starting point is received through a 
user selection of a first beginning portion of the digital 
image; 

rendering a first visual indication of the first starting point 
on the user interface; 

receiving a first ending point through the user interface, 
wherein the first ending point is received through a user 
selection of a first ending portion of the digital image; 

rendering a second visual indication of the first ending 
point on the user interface; 

rendering, on the user interface, a first rendered link 
between the first starting point and the first ending 
point, wherein the first link comprises: 
a non-linear pathway extending between the first start­

ing point and the first ending point; and 
a first length extending along the non-linear pathway; 

identifying a first set of pixels that lie along the first 
rendered link; 

automatically shifting the first set of pixels along the 
non-linear pathway, wherein shifting the first set of 
pixels comprises rendering and re-rendering in a loop 
the first set of pixels being shifted 
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receiving a second starting point through the user inter­
face, wherein the second starting point is received 
through a user selection of a second starting portion of 
the digital image, the second starting portion being 
different than both the first starting portion and the first 5 
ending portion; 

rendering a third visual indication of the second starting 
point on the user interface; 

receiving, through the user interface, a second ending 
point associated with the second starting point, wherein 

10 
the second ending point is received through a user 
selection of a second ending portion of the digital 
image, the second ending portion being different than 
both the first starting portion and the first ending 
portion; 

rendering a fourth visual indication of the second end 15 

point on the user interface; 
rendering, on the user interface, a second link between the 

second starting point and the second ending point; 
selecting a second set of pixels along the send link; and 
automatically shifting the second set of pixels between the 20 

second starting point and the second ending point, 
wherein shifting the second set of pixels comprises 
rendering in a loop the second set of pixels being 
shifted. 

18 
15. The method of claim 14, further comprising identi­

fying a particular portion of the digital image to mask, 
wherein the mask prevents pixels covered by the mask from 
being shifted. 

16. The method of claim 15, wherein receiving an indi­
cation of a particular portion of the digital image to mask 
comprises receiving through a user interface a selection of a 
particular pixel within the digital image. 

17. The method of claim 15, further comprising: 
generating the mask, wherein generating the mask com­

prises: 
identifying one or more edges that form a boundary 

around the particular pixel; and 
generating the mask to cover area within the boundary. 

18. The method of claim 15, wherein: 
the first set of pixels further comprise: 

pixels that are parallel to the first rendered link, 
within a user-defined threshold distance from the first 

rendered link, and 
that extend from the first starting point to the first 

ending point. 

* * * * * 
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AUTOMATED PIXEL SHIFTING WITHIN A 
DIGITAL IMAGE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims priority to and the benefit of U.S. 

2 
within the digital image. The system also identifies a par­
ticular portion of the digital image to mask. The mask 
prevents pixels covered by the mask from being shifted. The 
system also received a first starting point through a user 

5 interface. The first starting point is received through a user 
selection of a first beginning portion of the digital image. 
Additionally, the system receives a first ending point through 
the user interface. The first starting point is received through Provisional Application 62/514,703 entitled "Automated 

Pixel Shifting Within A Digital Image", filed on Jun. 2, 2017, 
and U.S. Provisional Application Ser. No. 62/368,017 10 

entitled "Automated Pixel Shifting Within A Digital Image", 
filed on Jul. 28, 2016. The entire contents of each of the 
aforementioned applications and/or patents are incorporated 

a user selection of a first ending portion of the user interface. 
The system then creates a first link between the first 

starting point and the first ending point. The first link 
comprises a first direction extending from the first starting 
point to the first ending point. The first link also comprises 
a first length between the first starting point and the first by reference herein in their entirety. 

BACKGROUND 

Computers and computing systems have affected nearly 
every aspect of modem living. Computers are generally 
involved in work, recreation, healthcare, transportation, 
entertainment, household management, etc. 

Computers, and in particular the fairly recent boom of 
digital photography, have changed the entire photography 
industry. For example, instead of taking pictures and then 
waiting for film to develop before viewing the images, with 
modern digital cameras, high quality photographs can be 
captured and immediately viewed. The increase in digital 
photography has been accompanied with a related increase 
in digital image software tools. 

Digital image software tools include compression algo­
rithms that dramatically reduce the size of digital images 
with little or no loss of image quality. Additional, digital 
image software tools also include tools to edit or otherwise 
manipulate digital images. For example, many digital image 
editing tools and digital image sharing tools include filters 
that can be applied to images to generate desired effects and 
appearances within an image. 

While in some cases the use of digital image tools can 
appear seamless and quick to an end-user, many of these 
tools utilize extremely complex computer-based technologi­
cal solutions. For example, properly applying a filter to an 
image can involve complex mathematical equations neces­
sary to consistently adjust the color of individual pixels 
within a digital image. 

Adjusting relatively simple aspects of a digital image, 
such as color, provides many users with highly desirable 
tools for editing their digital images. Additional, tools are 
desirable for improving digital images, such as the ability to 
incorporate movement within a digital image. 

The subject matter claimed herein is not limited to 
embodiments that solve any disadvantages or that operate 
only in environments such as those described above. Rather, 
this background is only provided to illustrate one exemplary 
technology area where some embodiments described herein 
may be practiced. 

BRIEF SUMMARY 

15 ending point. In addition, the system identifies a first set of 
pixels that lie between the first starting point and the first 
ending point. The system shifts the first set of pixels in the 
first direction. Shifting the first set of pixels comprises 
rendering and re-rendering in a loop the first set of pixels 

20 being shifted. 
Disclosed embodiments include automating the shifting 

of pixels within a digital image by using a processor to 
receive an indication of a starting point through a user 
interface. The starting point is received through a user 

25 selection of a particular portion of the digital image. Addi­
tionally, the processor receives, through the user interface, a 
direction associated with the starting point. The processor 
also selects a set of pixels extending in the direction away 
from the starting point. Further, the processor shifts the set 

30 of pixels in the first direction. Shifting the set of pixels 
comprises rendering and re-rendering in a loop the set of 
pixels being shifted. 

Additional disclosed embodiments comprise a method for 
automating the shifting of pixels within a digital image. The 

35 method comprises receiving a first indication of a first 
starting point through a user interface. The first starting point 
is received through a user selection of a portion of the digital 
image. The method also comprises receiving, through the 
user interface, a first direction associated with the first 

40 starting point. Additionally, the method comprises selecting 
a first set of pixels extending in the first direction away from 
the first starting point. The method also comprises shifting 
the first set of pixels in the first direction, wherein shifting 
the first set of pixels comprises rendering and re-rendering 

45 in a loop the first set of pixels being shifted. 
This Summary is provided to introduce a selection of 

concepts in a simplified form that are further described 
below in the Detailed Description. This Summary is not 
intended to identify key features or essential features of the 

50 claimed subject matter, nor is it intended to be used as an aid 
in determining the scope of the claimed subject matter. 

Additional features and advantages will be set forth in the 
description which follows, and in part will be obvious from 
the description, or may be learned by the practice of the 

55 teachings herein. Features and advantages of the invention 
may be realized and obtained by means of the instruments 
and combinations particularly pointed out in the appended 
claims. Features of the present invention will become more 
fully apparent from the following description and appended Embodiments disclosed herein comprise a computer sys­

tem for automating the shifting of pixels within a digital 
image. The system comprises one or more processors and 
one or more computer-readable media having stored thereon 
executable instructions that when executed by the one or 
more processors configure the computer system to perform 
various steps. For example, the system accesses, from 65 

memory, a digital image file. The digital image file com­
prises information that corresponds to individual pixels 

60 claims, or may be learned by the practice of the invention as 
set forth hereinafter. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In order to describe the manner in which the above-recited 
and other advantages and features can be obtained, a more 
particular description of the subject matter briefly described 

Case 4:21-cv-03873   Document 8-2   Filed on 12/14/21 in TXSD   Page 13 of 21

Page 37 of 68



US 10,558,342 B2 
3 4 

above will be rendered by reference to specific embodiments 
which are illustrated in the appended drawings. Understand­
ing that these drawings depict only typical embodiments and 
are not therefore to be considered to be limiting in scope, 
embodiments will be described and explained with addi- 5 

tional specificity and detail through the use of the accom­
panying drawings in which: 

image to shift. At least a portion of the processing and actual 
manipulation of the digital image occurs on an application 
server 130(a-c) within the cloud. A load balancer 110 
balances the processing load of one or more users between 
multiple application servers 130(a-c ). For example, the load 
balancer 110 may ensure that each application server 130 
(a-c) is, on average, under the same processing load. 

FIG. 1 illustrates a schematic of an embodiment of a 
computer system for automating the shifting of pixels within 
a digital image. 

FIG. 2 illustrates a schematic of an embodiment of a 
software architecture for automating the shifting of pixels 
within a digital image. 

FIGS. 3A-3C illustrate embodiments of a photo that has 
received beginning and ending points. 

FIG. 4 illustrates an embodiment of a photo that has 
formed a mesh from received beginning and ending points. 

FIGS. SA-SD illustrates embodiments of individual pixels 
being shifted. 

FIG. 6A illustrates an embodiment of a mask. 
FIG. 6B illustrates another embodiment of a mask 
FIG. 7 illustrates a flow chart of an embodiment of a 

method for automating the shifting of pixels within a digital 
image. 

The application servers 130( a-c) and the client application 
120 are in communication with one or more web storage 

10 services 160, such as AMAZOWM S3 storage. Additionally, 
the application servers 1430(a-c) may be in communication 
with various backend databases 140. The various storage 
services 160 and databases 140 may store the digital images 
and software components used within the computer system 

15 100. 
FIG. 2 illustrates a schematic of an embodiment of a 

software architecture 200 for automating the shifting of 
pixels within a digital image. In particular, FIG. 2 depicts 
various screen interfaces 210, actions 220, and dialog/ 

20 context dependent controls 230 that are present within the 
software architecture 200. In at least one embodiment, a user 
is presented with a Home/List Projects screen interface. 
210a The Home/List Projects 210a provide the user with a 

FIG. 8 illustrates a flow chart of another embodiment of 25 

selection of previously saved projects and/or the option to 
select a digital image and initiate a new project. 

a method for automating the shifting of pixels within a 
digital image. 

DETAILED DESCRIPTION 

Embodiments disclosed herein comprise systems, meth­
ods, and computer-readable media that automate the shifting 
of pixels within a digital image. Disclosed embodiments 
provide interfaces and tools for automating the shifting of 
pixels within a digital image. For example, disclosed 
embodiments automate the shifting of pixels within a digital 
photograph of water such that the water appears to be 
flowing. 

In at least one embodiment, a user, through simple inter­
face actions, selects portions of a digital image to automate 
the shifting of pixels. The user controls the speed of the pixel 
shifting, the magnitude of the pixel shifting, the direction of 
pixel shifting, and various other attributes of the pixel 
movement. Additionally, the user applies masks to the 
digital image to prevent pixels within specific portions of the 
digital image from moving. As such, disclosed embodiments 
provide technical solutions for automating the manipulation 
of pixels within a digital image. 

For example, FIG. 1 illustrates a schematic of an embodi­
ment of a computer system 100 for automating the shifting 
of pixels within a digital image. The depicted computer 
system 100 comprises a variety of different components, 
including one or more client applications 120, load balanc-

Once a user selects a project of choice, the software 
architecture 200 accesses, from memory, a digital image file 
of interest. As used herein, a digital image file comprises 
information that corresponds to individual pixels within a 

30 digital image. A view/edit project screen interface 210b 
provides the user with various editing options, both manual 
and automated. For example, the editing screen provides the 
user with actions for uploading a base image 220a, selecting 
a transformation mask 210c, generating points 210d, adjust-

35 ing animation duration and FPS rate 220b, selecting a mask 
type 220c, generating a static preview 220d, and editing a 
point selection 230a. 

In at least one embodiment, a user is presented with 
options to select between various different types of trans-

40 formation mask operations. For example, the user can 
choose a select area option 220e that allows a user to draw 
boundaries around an area. A mask is then automatically 
generated within that area. Additionally, a user may select an 
automated mask by edge-detection option 220/ that scans a 

45 digital image and automatically identifies distinct areas 
within the image based upon edge detection. A user may also 
select a manual mask painting option 220g that allows a user 
to manually draw a mask on the digital image. 

A mask defines a static portion of the image with respect 
50 to shifting. In at least one embodiment, the mask is created 

by using a combination of two tools-automatic and 
manual. The automatic tool lets the user define masked and 
shifted areas by drawing lines in them. Any changes along 
those lines trigger an automatic edge detection using a ers 110, application servers 130(a-c), databases 140, and 

workers lS0(a-b). In the depicted embodiment, the com­
puter system 100 comprises a network-based or cloud-based 
system that allows a user to manipulate a digital photograph 
over a network connection. One will understand, however, 
that alternate or additional embodiments may be otherwise 
configured such that the system is otherwise distributed or 60 

localized. For instance, in at least one embodiment, the 
system 100 is executed by a single local computer. 

55 watershed transformation on the image gradient. This gen­
erates a binary mask image that the user can later modify via 
a simple brush tool. The final mask image is then once again 
passed through edge detection so it can be saved in vector 
format. 

In at least one embodiment, a mask is later applied in one 
of two ways. In the first application method, the mask is 
fixed and is applied by adding static (unmovable) point on 
all mask edges. In the second application method, the mask 
is an overlay that cuts-and-pastes the masked portions of the 
image on top of the animation. 

In at least one embodiment, a client application 120 is 
executed within a web browser at a user's computer. The 
client application 120 comprises a user interface for upload- 65 

ing, or otherwise selecting, a digital image and issuing 
commands to cause one or more pixels within the digital 

For example, FIG. 3A depicts a user utilizing the auto­
mated mask by edge-detection option 220/ In particular, the 
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user has drawn two lines 300a, 300b across the house and 
mountain behind the house. The software architecture 200 
interprets the lines as indicating the area that the user wishes 

6 
The beginning portion of the digital image comprises a 
starting pixel, or area, from which the user wishes pixels to 
shift. For example, in FIG. 3C, various beginning points 
(also referred to herein as "starting points") comprise the to mask. In at least one embodiment, a user may only select 

a single pixel within the area that should be masked. Various 
different embodiments may accept a variety of different 
input interfaces. For example, a user may draw the lines 
using a computer mouse, a touch interface, a stylus interface, 
a keyboard interface, or any number of other user interfaces. 

5 points nearest to the base of the grass and represented by 
crosses comprise starting points. In at least one embodiment, 
a beginning point comprise a particular pixel that is selected 
by a user or automatically selected by the software archi­
tecture 200. 

Upon receiving the selection, the software architecture 10 

200 performs an edge detections method to identify edges 
that form boundaries around the selected area. After iden­
tifying a boundary, the software architecture 200 generates 

During the second stage of the point generation, the 
software architecture 200 receives an ending point through 
the user interface. The ending point is received through a 
user selection of an ending portion of the user interface. The 
ending portion of the digital image comprises an ending a mask to cover the area within the boundary. For instance, 

FIG. 3B illustrates a mask 310 covering the house and the 
mountain behind the house, but excluding the sky and the 
grass in front of the house. As such, a user is provided with 
tools for identifying a particular portion of the digital image 
to mask. The mask prevents pixels covered by the mask from 
being shifted. 

15 pixel, or area, to which the user wishes pixels to shift. For 
example, in FIG. 3C various ending points are selected on 
the outer periphery of the grass and are represented by 
arrows. In at least one embodiment, each starting point is 
paired with a specific ending point and vice versa. Addi-

In at least one embodiments, methods other than gener­
ating a mask are used to prevent portions of a digital from 
moving. For example, in at least one embodiment, a user 
selects the manual mask painting option 220g and manually 
places stabilizer points around a portion of the digital image 
that should not move. The stabilizer points indicate to the 
architecture software that pixels associated with the station­
ary points should be not be shifted or otherwise moved. In 

20 tionally, the software architecture creates a link between the 
starting point and first ending point. In at least one embodi­
ment, a link is a vector extending from the starting point to 
the ending point. A link comprises a direction extending 
from the first starting point to the first ending point and a 

25 length between the first starting point and the first ending 
point. 

at least one embodiment, the stabilizer points are useable for 
creating a fence around an area that should not be shifted. 
For example, placing the stabilizer points causes the archi­
tecture software to stop shifting pixels at a boundary that is 
made up of the stabilizer points. 

A user is capable of choosing the direction of a link and 
length of a link at will. For example, upon placing a starting 
point, the user can place an associated ending point at any 

30 other location within the user interface---even outside the 

The software architecture 200 also provides a user with a 
point generation display 210 that comprises options 220h, 35 

220i for generating points. For example, the user may be 
provided with an automatic feature point detection option 
220h that generate points through automatic feature point 
detection or a manual feature point addition/removal option 
220i. When generating points through automatic feature 40 

point detection the software architecture 200 identifies areas 
outside the mask that are associated with directional texture, 
directional patterns, that otherwise comprise a visually 
detectable pattern of motion. For example, FIG. 3C depicts 
the picture of the house and landscape with points drawn 45 

throughout the foreground grass 320a and points drawn 
throughout the clouds in the sky 320b. 

In at least one embodiment, the software architecture 200 
places the points within the grass based upon identified lines 
and edges within the grass that extend outward from the 50 

ground or from the user generated mask 310. Based upon the 
lines and textures associated with the grass extending 
upwards and away from the ground, the software architec­
ture 200 determines that the grass is associated with move­
ment away from the ground. As such, the software archi- 55 

tecture 200 automatically places points through the grass. 
In at least one embodiment, a user can alternatively or 

additionally manually add or remove points. For example, a 
user can manually add all of the points depicted in FIG. 3C 
or a user can direct the software architecture 200 to auto- 60 

matically add a portion of the points and then the user can 
add additional points. 

edges of the digital image. As such, in at least one embodi­
ment, a single digital image can be associated with a 
multitude of different starting points, ending points, and 
associated links going in different directions and comprising 
different lengths. In the case the points are generated auto­
matically by the software architecture 200, a user is free to 
move and adjust the points in any way that is desirable. 

In at least one embodiment, the software architecture 200 
generates a starting mesh from the collective starting points. 
Similarly, the software architecture 200 generates an ending 
mesh from the collective ending points. For example, FIG. 
4 depicts a starting mesh and ending mesh overlaid on the 
digital image of the house and landscape. In at least one 
embodiment, the software architecture provides the user 
with the option of viewing one or both of the meshes. 
Visualizing the meshes may assist a user in viewing the 
inputs that cause the pixels to shift. 

Once a user has established one or more starting and 
ending point pairs, the software architecture identifies sets of 
pixels that lie between the respective starting points and the 
respective ending points. In at least one embodiment, a first 
set of pixel may comprise a group of pixels that intersect 
with a link between a starting point and an ending point and 
that are not covered by a mask. The size of the group of 
pixels may be user selectable or automatically determined. 
For example, a user may increase the threshold distances 
that the set of pixels extend beyond the link. As such at one 
extreme, the set of pixels may comprise a line of individual 
pixels extending from the starting point to the ending point, 
or at another extreme the set of pixels may comprise a 
relatively wide swatch of pixels that are parallel to the link 
that extends between the starting point and the ending point. 

In at least one embodiment, points are added to a digital 
image in two different stages. During the first stage, the 
software architecture 200 receives a first starting point 
through a user interface. A starting point is received through 
a user selection of a beginning portion of the digital image. 

After identifying the appropriate set of pixels associated 
with each starting point and ending point pair, the software 

65 architecture 200 shifts the respective sets of pixels in the 
direction determined by their relative links. In at least one 
embodiment, shifting the sets of pixels comprises rendering 
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and re-rendering in a loop the sets of pixels being shifted. 
Additionally, as described above, different sets of pixels may 
be associated with different directions. As such, sets of 
pixels may travel in different directions within the digital 
image. 

In at least one embodiment once pixels begin to shift, the 
user may notice that a particular portion of the digital image 
that the user desired to not move is in fact being shifted. To 
correct this error, the user can edit the mask such that it 
covers the portion of interest. Additionally, in at least one 
embodiment, to correct the error, the user executes a feather 
tool that blurs the portion of interest such that the shifting 
pixels are no longer noticeable. In a further embodiment, the 
user places stabilizer points along the portion of interest. The 
stabilizer points may be placed with a simple click along the 
particular portion of the digital image. The stabilizer point 
cause pixels within the particular portion of the digital image 
to not be shifted. 

By way of example, FIGS. SA-SD depict embodiments of 
individual pixels being shifted. In particular, FIG. SA depicts 
a starting point 550, an ending point 530, and an associated 
link 540. Additionally, FIG. SA depicts exemplary pixels 
500, 510, and 520. One will understand that the pixels 500, 
510, 520 are provided only for the sake of clarity and 
explanation and that in various embodiments the pixels may 
comprise a variety of different colors. 

FIG. SA depicts the pixels 500, 510, 520 in their original 
state within the digital image. Once the software architecture 
200 begins shifting the set of pixels in the direction of the 
link (extending from the starting point to the ending point), 
the pixels 500, 510, 520 are moved. For example, FIG. 5B 
depicts the pixels 500, 510, 520 after the initial movement. 
As compared to FIG. SA the set of pixels are shifted left, 
along the direction of the link, one space. 

8 
pixel 500a is at the left of the shift, while corresponding 
pixel 500b is reappearing at the right of the shift to begin the 
shifting loop. In various additional or alternative embodi­
ments, the set of pixels only begins to loop as pixels 500, 

5 510, 520 leave the screen. For example, once pixel 500a 
reaches the end of the link (i.e., ending point 530), pixel 
500a disappears on the next step. Upon disappearing, pixel 
500b then reappears at the beginning of the link (i.e., starting 
point 550) to start the loop. Additionally, in at least one 

10 additional or alternative embodiment, the pixels 500, 510, 
520 fade in and out at the beginning and ending of each loop. 
For example, upon reaching the end of the link, pixel 500a 
fades out of the image by slowing growing transparent, such 
that the disappearance of pixel 500a is not abrupt or jarring. 

15 Similarly, pixel 500b can fade in such that its appearance is 
not abrupt of jarring. 

In various alternative or additional embodiments, differ­
ent methods of pixel shifting and blending can be used to 
similar effect. For example, in at least one embodiment, the 

20 pixels immediately begin cycling as soon as the shifting 
begins. For example, instead of what is shown in FIGS. 
SA-SD, as soon as pixel 500 shifted to its new position 
depicted in FIG. 5B, pixel 500B would appear in the position 
depicted in FIG. SD. As such, the pixels begin looping and 

25 blending into each other immediately. 
In at least one embodiment, the software architecture 200 

uses alpha blending when shifting the pixels from the 
starting point to the ending point. For example, the software 
application 200 may utilize a sin, cosine, or linear alpha 

30 blend to shift the set of pixels. Additionally, in at least one 
embodiment, the software architecture uses a warping func­
tion, such as a Shepard's distortion. When using a mesh 
algorithm, the software architecture 200 triangulates the 
mesh using defined points and then calculates an affine 

35 transformation for every triangle. Further, the software 
architecture 200 supports animation blending in order to 
achieve the seaming effect of a continuous motion. This is 
achieved by blending animated frames two by two using one 

In various embodiments, a user is provided with an 
animation duration and FPS rate option 220b for determin­
ing the step size within the shift and/or the speed at which 
the shift occurs. For example, while the embodiment 
depicted in FIGS. SA-SD have a step size of a single pixel 
space, in various embodiments, the pixels may shift multiple 40 

pixels at a time. Additionally, in at least one embodiment the 
step size is time constrained. For example, a user may 
indicate that each respective loop in the pixel shifting only 
take 2 seconds. In such a case, the step size may be 
determined by the length of the link and the frame rate of the 45 

shifting. In other words, one set of pixels may need to travel 

of a few predefined blend functions. 
Similarly, a user is provided with a mask type option 220c 

to select between different types of masks. Each different 
mask type may use different mask configurations. In at least 
one embodiments, mask types also vary by the color that is 
used to depict the mask within the image. 

For example, FIGS. 6A and 6B illustrate an embodiment 
of a mask 600. In the depicted embodiment, a strip of points 
610 on the edge of the mask ("edge strip") is used to 
generate the flow of points simulating an animation. The 
dimensions and shape of the edge strip depend on properties 

a link length of 20 pixels within the 2 seconds, while another 
set of pixels may only need to travel a link length of 6 pixels 
within two seconds. As such, based upon the frame rate at 
which the steps occur, the two sets of pixels would operate 
at different step sizes. In at least one embodiment, a user can 
set a particular desired framerate to be associated with a 
digital image. Additionally, in at least one embodiment, the 
magnitude of the shifting of a set of pixels is proportionally 
related to the length of an associated link. 

In contrast in at least one embodiment, the step size of 
each set of pixels is consistent such that sets of pixels along 
longer links take more time to complete a loop than sets of 
pixels along shorter links. Accordingly, a user can create a 
particularly long link to indicate a long, or more extended, 
motion within a digital image. In contrast, the user can create 
a particular short link to indicate a short, or faster, motion 
within the digital image. 

FIG. SC depicts pixels 500, 510, 520 another step along 
the shift. In FIG. SD the pixels 500, 510, 520 are shown at 
yet another step along the shift, but in this step the pixels 
500, 510, 520 are beginning to loop around. For example, 

50 of the mask and the user selected flow. In at least one 
embodiment, the width of the edge strip 610 is determined 
as a linear function of the dimensions of the target image. 
Further, the shape of the edge strip 610 may be a result of 
sliding the shape of the mask 600 in the direction of the 

55 vector flow. As such, a user is able to customize the mask. 
When in use, the mask 600 assists in generating pixel 

flow. For example, as depicted in FIG. 6B the points 632, 
642, 652 on the edge strip 610 are being stretched in order 
to generate a flow of points in the desired direction. For 

60 example, the points 632, 642, 652 are shown as being 
stretched to strips 630, 640, 650 that are stretched from the 
edge 610 of the mask 600. The stretching motion is per­
formed continuously such that the points 632, 642, 652 are 
continuously reset and stretched such that the pixel shifting 

65 is continuous and results in the impression of motion. 
In various additional or alternative embodiments, a user 

has the ability to further manipulate a digital image. For 
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example, instead of the straight links depicted in FIGS. 
SA-SD, the use can view an edit point selection dialog 230a 
as depicted in FIG. 2. The edit point selection provides a user 
with the options of changing a movement direction and path 
220} or selecting a predefined movement 220k. For example, 5 

instead of straight links extending between a starting point 
and ending point, the user can create a custom path between 
any two starting and ending points. In such a case, the 
associated set of pixels would travel along the path of the 
link. Similarly, the user may select a predefined path (i.e., 10 

movement) that is defined within the software architecture 
200. For example, the predefined paths may include a curved 
path. Using the curved path option, the user can cause a set 

10 
550 to the ending point 530. As such, the software archi­
tecture 200 receives a direction from the link 540. 

In contrast, in additional or alternative embodiments, the 
software architecture 200 can receive a direction without the 
use of an ending point 530 or a link 540. For example, the 
software architecture 200 may receive the direction from a 
default setting stored within memory or explicitly from the 
user. Further, in at least one embodiment, the software 
architecture 200 identifies a direction from line and edge 
detection. For example, the software architecture 200 may 
identify a direction that follow the blades of grass depicted 
in FIG. 3A. In any case, in at least one embodiment, a user 
may only need to enter a starting point and the direction is 
identified either automatically or through user interaction of pixels to travel along a curved path (i.e., link) between a 

starting and ending point. 15 other than the creation of an ending point. 
Once a user is satisfied with their work on an image, a 

preview output screen 210e allows a user to view the image 
while the pixels are being shifted. Such a view may give the 
impression that at least a portion of the static image is 
animated. In contrast, a user is also give a static preview 20 

option 220d that allows the user to view the un-animated 
image. If the user is satisfied with the final product, the user 
is provided with a format selection and export action 220. 
This action generates a variety of different formats that are 
configured for viewing. For example, an animated GIF may 25 

be produced. 
Additionally, in at least one embodiment, a user is able to 

save all of the masking work, point generation work, and 
animation duration and FPS rate work separate from the 
underlying image. For example, the user may perform the 30 

above discussed steps on a particular photo. The user may 
then decide to manipulate the photo within a photo editor 
application. In such a case, instead of having to restart the 
animation process with the modified photo, the user applies 
the previously saved animation work to the modified photo. 35 

The following discussion now refers to a number of 
methods and method acts that may be performed. Although 
the method acts may be discussed in a certain order or 
illustrated in a flow chart as occurring in a particular order, 
no particular ordering is required unless specifically stated, 40 

or required because an act is dependent on another act being 
completed prior to the act being performed. 

One will appreciate that embodiments disclosed herein 
can also be described in terms of flowcharts comprising one 
or more acts for accomplishing a particular result. For 45 

example, FIG. 7 and the corresponding text describe acts in 
various methods and systems for automating the shifting of 
pixels within a digital image. The acts of FIG. 7 are 
described below. 

FIG. 7 also illustrates that the method includes an act 730 
of selecting a set of pixels. Act 730 comprises selecting a set 
of pixels extending in the direction away from the starting 
point. For example, as depicted and explained with respect 
to FIG. SA, the software architecture 200 selects a set of 
pixels 500, 510, 520 that extend in the direction of the link 
540 away from the starting point 550. The computer archi­
tecture 200 may define the set of pixels 500, 510, 520 as 
being every pixel that extends in the direction away from the 
starting point and that is within a user or computer-defined 
threshold distance from the link 540. 

Further, FIG. 7 illustrates that the method includes an act 
740 of shifting the set of pixels. Act 740 comprises shifting 
the set of pixels in the first direction. Shifting the set of 
pixels comprises rendering and re-rendering in a loop the set 
of pixels being shifted. For example, as depicted and 
explained with respect to FIGS. SA-SD, a shifting loop is 
described where pixels 500,510, 520 are shifted upward and 
then re-looped. 

Additionally, FIG. 8 depicts an embodiment of a method 
800 for shifting pixels comprises a step 810 of accessing a 
digital file. Act 810 includes accessing, from memory, a 
digital image file, wherein the digital image file comprises 
information that corresponds to individual pixels within the 
digital image. For example, as depicted and described with 
respect to FIG. 1, a user can upload a digital image through 
a client application 120. The computer system 100 then 
receives the digital image. 

FIG. 8 also illustrates that the method 800 includes an act 
820 of identifying a portion of an image to mask 820. Act 
820 comprises identifying a particular portion of the digital 
image to mask, wherein the mask prevents pixels covered by 
the mask from being shifted. For example, as depicted and 
described with respect to FIGS. 3A-3C, a user is able to 

For example, FIG. 7 illustrates that a flow chart of an 
exemplary method 700 for automating the shifting of pixels 
within a digital image includes an act 710 of receiving a 
starting point. Act 710 comprises receiving an indication of 

50 mask a particular portion of the digital image. The masked 
portion of the image is held static, such that the pixels do not 
shift. 

a starting point through a user interface, wherein the starting 
point is received through a user selection of a particular 55 

portion of the digital image. For example, as depicted and 
explained with respect to FIG. SA, a user selects a starting 
point 550. Similarly, FIG. 3C depicts various user-selected 
starting points surrounding the grass in the digital image. 

Additionally, FIG. 7 illustrates that the method includes 60 

an act 720 of receiving a direction. Act 720 comprises 
receiving, through the user interface, a direction associated 
with the starting point. For example, as depicted and 
explained with respect to FIG. SA, the use can select an 
ending point 530. A link 540 is then formed between the 65 

starting point 550 and the ending point 530. The link 540 is 
associated with a direction extending from the starting point 

Additionally, FIG. 8 illustrates that the method 800 
includes an act 830 of receiving a starting point. Act 830 
comprises receiving a first starting point through a user 
interface, wherein the first starting point is received through 
a user selection of a first beginning portion of the digital 
image. For example, as depicted and explained with respect 
to FIG. SA, a user selects a starting point 550. Similarly, 
FIG. 3C depicts various user-selected starting points sur­
rounding the grass in the digital image. 

FIG. 8 also illustrates that the method 800 includes an act 
840 of receiving an ending point. Act 840 comprises receive 
a first ending point through the user interface, wherein the 
first ending point is received through a user selection of a 
first ending portion of the user interface. For example, as 
depicted and explained with respect to FIG. SA, a user 
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selects an ending point 530. Similarly, FIG. 3C depicts 
various user-selected starting ending surrounding the grass 
in the digital image. 

In addition, FIG. 8 illustrates that the method 800 includes 
an act 850 of creating a link between the beginning and the 
ending points. Act 850 comprises create a first link between 
the first starting point and the first ending point, wherein the 
first link comprises a first direction extending from the first 
starting point to the first ending point and a first length 
between the first starting point and the first ending point. For 
example, as depicted and explained with respect to FIG. SA, 
a link 540 is created between beginning points 550 and 
ending points 530. Similarly, FIG. 3C depicts various links 
connecting beginning points and ending points. 

Further, FIG. 8 illustrates that the method 800 includes an 
act 860 of identifying a set of pixels. Act 860 comprises 
identifying a first set of pixels that lie between the first 
starting point and the first ending point. For example, as 
depicted and explained with respect to FIG. SA, the software 
architecture 200 identifies a set of pixels 500, 510, 520 that 
extend in the direction of the link 540 away from the starting 
point 550. The computer architecture 200 may define the set 
of pixels 500, 510, 520 as being every pixel that extends in 
the direction away from the starting point and that is within 
a user or computer-defined threshold distance from the link 
540. 

Further still, FIG. 8 illustrates that the method 800 
includes an act 870 of shifting the set of pixels 870. Act 870 
comprises shifting the second set of pixels in the second 
direction, wherein shifting the second set of pixels com­
prises rendering and re-rendering in a loop the second set of 
pixels being shifted. For example, as depicted and explained 
with respect to FIGS. SA-SD, a shifting loop is described 
where pixels 500, 510, 520 are shifted upward and then 
re-looped. 

Accordingly, disclosed embodiments provide novel and 
innovative technical methods for automatically shifting pix-

12 
readable media that store computer-executable instructions 
are physical storage media. Computer-readable media that 
carry computer-executable instructions are transmission 
media. Thus, by way of example, and not limitation, 

5 embodiments of the invention can comprise at least two 
distinctly different kinds of computer-readable media: physi­
cal computer-readable storage media and transmission com­
puter-readable media. 

Further, computing system functionality can be enhanced 
10 by a computing system's ability to be interconnected to 

other computing systems via network connections. Network 
connections may include, but are not limited to, connections 
via wired or wireless Ethernet, cellular connections, or even 
computer to computer connections through serial, parallel, 

15 USB, or other connections. The connections allow a com­
puting system to access services at other computing systems 
and to quickly and efficiently receive application data from 
other computing systems. 

Interconnection of computing systems has facilitated dis-
20 tributed computing systems, such as so-called "cloud" com­

puting systems. In this description, "cloud computing" may 
be systems or resources for enabling ubiquitous, convenient, 
on-demand network access to a shared pool of configurable 
computing resources (e.g., networks, servers, storage, appli-

25 cations, services, etc.) that can be provisioned and released 
with reduced management effort or service provider inter­
action. A cloud model can be composed of various charac­
teristics ( e.g., on-demand self-service, broad network 
access, resource pooling, rapid elasticity, measured service, 

30 etc.), service models (e.g., Software as a Service ("SaaS"), 
Platform as a Service ("PaaS"), Infrastructure as a Service 
("IaaS"), and deployment models (e.g., private cloud, com­
munity cloud, public cloud, hybrid cloud, etc.). 

Cloud and remote based service applications are preva-
35 lent. Such applications are hosted on public and private 

remote systems such as clouds and usually offer a set of web 
based services for communicating back and forth with 
clients. els within a digital image. The shifted pixels may give a 

digital image the perception of movement. At least one 
disclosed embodiment requires only a single digital image to 40 

create a perception of movement within the digital image. 
Disclosed embodiments also provide novel and innovative 
technical solutions for receiving user input through a com­
puter interface to simply and efficiently manipulate a digital 
image by shifting pixels. 

Many computers are intended to be used by direct user 
interaction with the computer. As such, computers have 
input hardware and software user interfaces to facilitate user 
interaction. For example, a modern general-purpose com­
puter may include a keyboard, mouse, touchpad, camera, 
etc. for allowing a user to input data into the computer. In 

45 addition, various software user interfaces may be available. 
Further, the methods may be practiced by a computer 

system including one or more processors and computer­
readable media such as computer memory. In particular, the 
computer memory may store computer-executable instruc­
tions that when executed by one or more processors cause 50 

various functions to be performed, such as the acts recited in 
the embodiments. In various embodiments, disclosed meth­
ods and systems may comprises software executed within 
the cloud. For example, a user may access the software 
through a web browser. In additional or alternative embodi- 55 

ments, the software is executed locally at a device. For 
example, the software may be executed on a mobile com­
puting device such as a smart phone or tablet. 

Embodiments of the present invention may comprise or 
utilize a special purpose or general-purpose computer 60 

including computer hardware, as discussed in greater detail 
below. Embodiments within the scope of the present inven­
tion also include physical and other computer-readable 
media for carrying or storing computer-executable instruc­
tions and/or data structures. Such computer-readable media 65 

can be any available media that can be accessed by a general 
purpose or special purpose computer system. Computer-

Examples of software user interfaces include graphical 
user interfaces, text command line based user interface, 
function key or hot key user interfaces, and the like. 

Physical computer-readable storage media includes 
RAM, ROM, EEPROM, CD-ROM or other optical disk 
storage (such as CDs, DVDs, etc.), magnetic disk storage or 
other magnetic storage devices, or any other medium which 
can be used to store desired program code means in the form 
of computer-executable instructions or data structures and 
which can be accessed by a general purpose or special 
purpose computer. 

A "network" is defined as one or more data links that 
enable the transport of electronic data between computer 
systems and/or modules and/or other electronic devices. 
When information is transferred or provided over a network 
or another communications connection ( either hardwired, 
wireless, or a combination of hardwired or wireless) to a 
computer, the computer properly views the connection as a 
transmission medium. Transmissions media can include a 
network and/or data links which can be used to carry or 
desired program code means in the form of computer­
executable instructions or data structures and which can be 
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accessed by a general purpose or special purpose computer. 
Combinations of the above are also included within the 
scope of computer-readable media. 

Further, upon reaching various computer system compo­
nents, program code means in the form of computer-execut- 5 

able instructions or data structures can be transferred auto­
matically from transmission computer-readable media to 
physical computer-readable storage media (or vice versa). 
For example, computer-executable instructions or data 
structures received over a network or data link can be 10 

buffered in RAM within a network interface module ( e.g., a 
"NIC"), and then eventually transferred to computer system 
RAM and/or to less volatile computer-readable physical 
storage media at a computer system. Thus, computer-read­
able physical storage media can be included in computer 15 

system components that also ( or even primarily) utilize 
transmission media. 

Computer-executable instructions comprise, for example, 
instructions and data which cause a general-purpose com­
puter, special purpose computer, or special purpose process- 20 

ing device to perform a certain function or group of func­
tions. The computer-executable instructions may be, for 
example, binaries, intermediate format instructions such as 
assembly language, or even source code. Although the 
subject matter has been described in language specific to 25 

structural features and/or methodological acts, it is to be 
understood that the subject matter defined in the appended 
claims is not necessarily limited to the described features or 
acts described above. Rather, the described features and acts 
are disclosed as example forms of implementing the claims. 30 

Those skilled in the art will appreciate that the invention 
may be practiced in network computing environments with 
many types of computer system configurations, including, 
personal computers, desktop computers, laptop computers, 
message processors, hand-held devices, multi-processor sys- 35 

terns, microprocessor-based or progranimable consumer 
electronics, network PCs, minicomputers, mainframe com­
puters, mobile telephones, PDAs, pagers, routers, switches, 
and the like. The invention may also be practiced in distrib­
uted system environments where local and remote computer 40 

systems, which are linked ( either by hardwired data links, 
wireless data links, or by a combination of hardwired and 
wireless data links) through a network, both perform tasks. 
In a distributed system environment, program modules may 
be located in both local and remote memory storage devices. 45 

Alternatively, or in addition, the functionality described 
herein can be performed, at least in part, by one or more 
hardware logic components. For example, and without limi­
tation, illustrative types of hardware logic components that 
can be used include Field-progranimable Gate Arrays (FP- 50 

GAs), Program-specific Integrated Circuits (ASICs), Pro­
gram-specific Standard Products (ASSPs), System-on-a­
chip systems (SOCs), Complex Programmable Logic 
Devices (CPLDs), etc. 

The present invention may be embodied in other specific 55 

forms without departing from its spirit or characteristics. 
The described embodiments are to be considered in all 
respects only as illustrative and not restrictive. The scope of 
the invention is, therefore, indicated by the appended claims 
rather than by the foregoing description. All changes which 60 

come within the meaning and range of equivalency of the 
claims are to be embraced within their scope. 

What is claimed is: 
1. A computer system for automating a shifting of pixels 65 

within a digital image, comprising: 
one or more processors; and 

14 
one or more computer-readable media having stored 

thereon executable instructions that when executed by 
the one or more processors configure the computer 
system to perform at least the following: 

access, from memory, a digital image file, wherein the 
digital image file comprises information that corre­
sponds to individual pixels within the digital image; 

receive a first starting point through a user interface, 
wherein the first starting point is received through a 
user selection of a first beginning portion of the digital 
image; 

receive a first ending point through the user interface, 
wherein the first ending point is received through a user 
selection of a first ending portion of the user interface; 

create a first link between the first starting point and the 
first ending point, wherein the first link comprises: 

a non-linear pathway extending between the first starting 
point and the first ending point; and 

a first length extending along the non-linear pathway 
between the first starting point and the first ending 
point; 

identify a first set of pixels that lie along the first link 
between the first starting point and the first ending 
point; and 

shift the first set of pixels along the first length of the 
non-linear pathway, wherein shifting the first set of 
pixels comprises rendering and re-rendering in a loop 
the first set of pixels being shifted. 

2. The computer system of claim 1, wherein the execut­
able instructions include instructions that are executable to 
configure the computer system to identify a particular por­
tion of the digital image to mask, wherein: 

a mask prevents pixels covered by the mask from being 
shifted, and 

receiving an indication of a particular portion of the 
digital image to mask comprises receiving through a 
user interface a selection of a particular pixel within the 
digital image. 

3. The computer system of claim 2, wherein the execut­
able instructions include instructions that are executable to 
configure the computer system to generate the mask by: 

identifying one or more edges that form a boundary 
around the particular pixel; and 

generating the mask to cover area within the boundary. 
4. The computer system of claim 1, wherein the execut­

able instructions include instructions that are executable to 
configure the computer system to: 

receive a second starting point through the user interface, 
wherein the second starting point is received through a 
user selection of a second beginning portion of the 
digital image and the second beginning portion of the 
digital image is different than the first beginning por­
tion of the digital image; 

receive a second ending point through the user interface, 
wherein the second ending point is received through a 
user selection of a second ending portion of the user 
interface and the second ending portion of the digital 
image is different than the first ending portion of the 
digital image; 

create a second link between the second starting point and 
the second ending point, wherein the second link com­
prises: 

a second direction extending from the second starting 
point to the second ending point; and 

a second length between the second starting point and the 
second ending point; 
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identify a second set of pixels that lie between the second 
starting point and the second ending point; and 

shift the second set of pixels in the second direction, 
wherein shifting the second set of pixels comprises 
rendering and re-rendering in a loop the second set of 5 

pixels being shifted. 
5. The computer system of claim 4, wherein the non-linear 

pathway is different from the second direction. 
6. The computer system of claim 4, wherein the first 

ending portion of the user interface is outside the edges of 10 

the digital image. 
7. A method for automating a shifting of pixels within a 

digital image, comprising: 
receiving a first indication of a first starting point through 

15 
a user interface, wherein the first starting point is 
received through a user selection of a portion of the 
digital image; 

receiving, through the user interface, an indication of a 
non-linear pathway extending away from the first start- 20 

ing point; 
selecting a first set of pixels extending along a length of 

the non-linear pathway and away from the first starting 
point; and 

shifting the first set of pixels along the non-linear path- 25 

way, wherein shifting the first set of pixels comprises 
rendering and re-rendering in a loop the first set of 
pixels being shifted. 

8. The method as recited in claim 7, further comprising 
receiving an indication of an ending point through a user 30 

interface, wherein the ending point is received through a 
user selection of a different portion of the digital image. 

9. The method as recited in claim 8, further comprising 
when a pixel selected from the first set of pixels reaches the 

35 
ending point, rendering and re-rendering in the loop the 
pixel being shifted from the first starting point to the ending 
point. 

10. The method as recited in claim 7, further comprising 
receiving an indication to generate a mask over a portion of 40 

the digital image, wherein pixels under the mask are pre­
vented from shifting. 

11. The method as recited in claim 10, further comprising 
receiving through a user interface a selection of a particular 
pixel within the digital image from which the mask should 45 

be generated. 
12. The method of claim 11, further comprising: 
identifying one or more edges that form a boundary 

around the particular pixel; and 
generating the mask to cover area within the boundary. 50 

13. The method as recited in claim 7, further comprising: 
receiving a second indication of a second starting point 

through a user interface, wherein the second starting 
point is received through a user selection of a portion 
of the digital image; 55 

receiving, through the user interface, a second direction 
associated with the second starting point; 

selecting a second set of pixels extending in the second 
direction away from the second starting point; and 

shifting the second set of pixels in the second direction, 60 

wherein shifting the second set of pixels comprises 
rendering and re-rendering in a loop the second set of 
pixels being shifted. 

14. The method as recited in claim 13, wherein the 
non-linear pathway is different from the second direction. 65 

15. A method for automating a shifting of pixels within a 
digital image, comprising: 

16 
accessing, from memory, a digital image file, wherein the 

digital image file comprises information that corre­
sponds to individual pixels within the digital image; 

receiving a first starting point through a user interface, 
wherein the first starting point is received through a 
user selection of a first beginning portion of the digital 
image; 

receiving a first ending point through the user interface, 
wherein the first ending point is received through a user 
selection of a first ending portion of the user interface; 

creating a first link between the first starting point and the 
first ending point, wherein the first link comprises: 

a non-linear pathway extending between the first starting 
point and the first ending point; and 

a first length extending along the non-linear pathway 
between the first starting point and the first ending 
point; 

identifying a first set of pixels that lie along the first length 
of the non-linear pathway between the first starting 
point and the first ending point; and 

shifting the first set of pixels along the first length of the 
non-linear pathway, wherein shifting the first set of 
pixels comprises rendering and re-rendering in a loop 
the first set of pixels being shifted. 

16. The method of claim 15, further comprising: 
identifying a particular portion of the digital image to 

mask, wherein: a mask prevents pixels covered by the 
mask from being shifted, and 

receiving an indication of a particular portion of the 
digital image to mask comprises receiving through a 
user interface a selection of a particular pixel within the 
digital image. 

17. The method of claim 15, further comprising: 
generating a mask, wherein generating the mask com­

prises: 
identifying one or more edges that form a boundary 

around a particular pixel; and 
generating the mask to cover area within the boundary. 
18. The method of claim 15, further comprising: 
receiving a second starting point through the user inter-

face, wherein the second starting point is received 
through a user selection of a second beginning portion 
of the digital image and the second beginning portion 
of the digital image is different than the first beginning 
portion of the digital image; 

receiving a second ending point through the user inter­
face, wherein the second ending point is received 
through a user selection of a second ending portion of 
the user interface and the second ending portion of the 
digital image is different than the first ending portion of 
the digital image; 

creating a second link between the second starting point 
and the second ending point, wherein the second link 
comprises: 

a second direction extending from the second starting 
point to the second ending point; and 

a second length between the second starting point and the 
second ending point; 

identifying a second set of pixels that lie between the 
second starting point and the second ending point; and 

shifting the second set of pixels in the second direction, 
wherein shifting the second set of pixels comprises 
rendering and re-rendering in a loop the second set of 
pixels being shifted. 

19. The method of claim 18, wherein the non-linear 
pathway is different from the second direction. 
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20. The method of claim 18, wherein the first ending 
portion of the user interface is outside the edges of the digital 
image. 

* * * * * 

18 
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AUTOMATED PIXEL SHIFTING WITHIN A 
VIDEO FILE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims priority to U.S. Provisional Appli­
cation No. 62/574,055 entitled "AUTOMATED PIXEL 
SHIFTING WITHIN A VIDEO FILE," filed on Oct. 18, 
2017; this application is also a continuation-in-part of U.S. 
application Ser. No. 15/660,677 entitled "Automated Pixel 
Shifting Within A Digital Image", filed on Jul. 26, 2017, 
which application claims priority to and the benefit of 
Provisional Application 62/514,703 entitled "Automated 
Pixel Shifting Within A Digital Image", filed on Jun. 2, 2017, 
and U.S. Provisional Application Ser. No. 62/368,017 
entitled "Automated Pixel Shifting Within A Digital Image", 
filed on Jul. 28, 2016. The entire contents of each of the 
aforementioned applications and/or patents are incorporated 
by reference herein in their entirety. 

BACKGROUND 

Computers and computing systems have affected nearly 
every aspect of modern living. Computers are involved in 
work, recreation, healthcare, transportation, entertainment, 
household management, etc. 

Computers, and in particular the fairly recent boom of 
digital photography and cinematography, have changed the 
entire photography and movie industries. For example, 
instead of having to carry large, bulky shoulder mounted 
cameras in order to film an event, many people are now able 
to capture high-quality HD video using only their mobile 
phone. The increased ease with which video and images can 
be captured has led to an explosion in the amount of shared 
multimedia content. Users will often post videos or photos 
to social media websites, email them to friends, or otherwise 
share them. 

2 
wherein shifting the first set of pixels comprises rendering 
and re-rendering in a loop the first set of pixels being shifted. 

Additionally, in at least one embodiment disclosed herein 
a computer system for shifting pixels within a video file 

5 accesses, from memory, a digital video file. The digital video 
file comprises information that corresponds to individual 
pixels within various frames of the digital video file. The 
system also receives a first starting point through a user 
interface, wherein the first starting point is received through 

10 a user selection of a first beginning portion of a first video 
frame. Additionally, the system receives a first ending point 
through the user interface, wherein the first ending point is 
received through a user selection of a second ending portion 
of a second video frame. The system then creates a first 

15 digital link between the first starting point and the first 
ending point. The first digital link comprises a first direction 
extending from the first starting point to the first ending 
point and a first length between the first starting point and 
the first ending point. The system further identifies a first set 

20 of pixels that lie between the first starting point and the first 
ending point. The system then shifts the first set of pixels in 
the first direction. 

This Summary is provided to introduce a selection of 
concepts in a simplified form that are further described 

25 below in the Detailed Description. This Summary is not 
intended to identify key features or essential features of the 
claimed subject matter, nor is it intended to be used as an aid 
in determining the scope of the claimed subject matter. 

Additional features and advantages will be set forth in the 
30 description which follows, and in part will be obvious from 

the description, or may be learned by the practice of the 
teachings herein. Features and advantages of the invention 
may be realized and obtained by means of the instruments 
and combinations particularly pointed out in the appended 

35 claims. Features of the present invention will become more 
fully apparent from the following description and appended 
claims, or may be learned by the practice of the invention as 
set forth hereinafter. 

As more people share their multimedia content, there is an 
increased interest in editing and otherwise personalizing the 40 

multimedia content before it is shared. Adjusting relatively 
simple aspects of a digital image or video, such as color, 
provides many users with highly desirable tools for editing 
their digital images. Additional, tools are desirable for 
improving digital images and videos, such as the ability to 45 

incorporate movement within a digital image or additional 
movement effects into a video file. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In order to describe the manner in which the above-recited 
and other advantages and features can be obtained, a more 
particular description of the subject matter briefly described 
above will be rendered by reference to specific embodiments 
which are illustrated in the appended drawings. Understand­
ing that these drawings depict only typical embodiments and 
are not therefore to be considered to be limiting in scope, 
embodiments will be described and explained with addi­
tional specificity and detail through the use of the accom­
panying drawings. 

The subject matter claimed herein is not limited to 
embodiments that solve any disadvantages or that operate 
only in environments such as those described above. Rather, 50 

this background is only provided to illustrate one exemplary 
technology area where some embodiments described herein 
may be practiced. 

BRIEF SUMMARY 

In at least one embodiment disclosed herein comprise a 
computer system for automating the shifting of pixels within 

55 

a digital video. The system receives a first starting point 
through a user interface. The first starting point is received 60 

through a user selection of a first beginning portion of a 
video frame. The system then receives a first ending point 
through the user interface. The first ending point is received 
through a user selection of a first ending portion of the user 
interface. The system selects a first set of pixels that lie 65 

between the first starting point and the first ending point. The 
system then shifts the first set of pixels in the first direction, 

FIG. 1 illustrates a schematic of an embodiment of a 
computer system for automating the shifting of pixels within 
a digital image. 

FIG. 2 illustrates a schematic of an embodiment of a 
software architecture for automating the shifting of pixels 
within a digital image. 

FIGS. 3A-3C illustrate embodiments of a photo that has 
received beginning and ending points. 

FIG. 4 illustrates an embodiment of a photo that has 
formed a mesh from received beginning and ending points. 

FIGS. SA-SD illustrates embodiments of individual pixels 
being shifted. 

FIG. 6A illustrates an embodiment of a mask. 
FIG. 6B illustrates another embodiment of a mask. 
FIG. 7 depicts a collection of video frames that comprise 

shifted pixels. 
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FIG. 8 illustrates a flow chart of an embodiment of a 
method for automating the shifting of pixels within a video 
frame. 

FIG. 9 illustrates another flow chart of an embodiment of 
a method for automating the shifting of pixels within a video 5 

frame. 

DETAILED DESCRIPTION 

4 
2 depicts various screen interfaces 210, actions 220, and 
dialog/context dependent controls 230 that are present 
within the software architecture 200. In at least one embodi-
ment, a user is presented with a Home/List Projects screen 
interface 210a. The Home/List Projects 210a provides the 
user with a selection of previously saved projects and/or the 
option to select a video file and initiate a new project. 

Once a user selects a project of choice, the software 
architecture 200 accesses, from memory, a video file of 

Embodiments disclosed herein comprise systems, meth­
ods, and computer-readable media that automate the shifting 
of pixels within a digital video file (also referred to as a 
"video file"). Disclosed embodiments provide interfaces and 
tools for automating the shifting of pixels within a video file. 
For example, disclosed embodiments automate the shifting 
of pixels within a video file of a landscape such that pixels 
are shifted in a way that was not captured at the time of 
recording. 

10 interest. As used herein, a video file comprises a series of 
video frames that each comprise information that corre­
sponds to individual pixels within each respective video 
frame. A view/edit project screen interface 210b provides the 
user with various editing options, both manual and auto-

In at least one embodiment, a user, through simple inter­
face actions, selects portions of a frame in a video file to 
automate the shifting of pixels. The user controls the speed 

15 mated. For example, the editing screen provides the user 
with actions for uploading a base video 220a, selecting a 
transformation mask 21 Oc, generating points 21 Od, adjusting 
animation duration and FPS rate 220b, selecting a mask type 
220c, generating a static preview 220d, and editing a point 

20 selection 230a. 

of the pixel shifting, the magnitude of the pixel shifting, the 
direction of pixel shifting, and various other attributes of the 
pixel movement. Additionally, the user applies masks to the 
movie frame to prevent pixels within specific portions of the 25 

frame from moving. As such, disclosed embodiments pro­
vide technical solutions for automating the manipulation of 
pixels within a video file. 

As used herein, a mask defines a static portion of the video 
frame with respect to shifting. In at least one embodiment, 
a user is presented with options to select between various 
different types of transformation mask operations. For 
example, the user can choose a select area option 220e that 
allows a user to draw boundaries around an area. A mask is 
then automatically generated within that area. Additionally, 
a user may select an automated mask by edge-detection 
option 220/ that scans a video frame and automatically 
identifies distinct areas within the image based upon edge 
detection. A user may also select a manual mask painting 
option 220g that allows a user to manually draw a mask on 
the video frame. 

In at least one embodiment, the mask is created by using 
35 a combination of two tools-automatic and manual. The 

For example, FIG. 1 illustrates a schematic of an embodi­
ment of a computer system 100 for automating the shifting 30 

of pixels within a video frame in a video file. The depicted 
computer system 100 comprises a variety of different com­
ponents, including one or more client applications 120, load 
balancers 110, application servers 130(a-c), databases 140, 
and workers lS0(a-b). In the depicted embodiment, the 
computer system 100 comprises a network-based or cloud­
based system that allows a user to manipulate a video file 
over a network connection. One will understand, however, 
that alternate or additional embodiments may be otherwise 
configured such that the system is otherwise distributed or 40 

localized. For instance, in at least one embodiment, the 
system 100 is executed by a single local computer. 

In at least one embodiment, a client application 120 is 
executed within a web browser at a user's computer. The 
client application 120 comprises a user interface for upload- 45 

ing, or otherwise selecting, a video file and issuing com­
mands to cause one or more pixels within a video frame in 
the video file to shift. At least a portion of the processing and 
actual manipulation of the video file occurs on an applica­
tion server 130(a-c) within the cloud. A load balancer 110 50 

balances the processing load of one or more users between 
multiple application servers 130(a-c). For example, the load 
balancer 110 may ensure that each application server 130 
(a-c) is, on average, under the same processing load. 

The application servers 130(a-c) and the client application 55 

120 are in communication with one or more web storage 
services 160, such as AMAZON™ S3 storage. Additionally, 
the application servers 130(a-c) may be in communication 
with various backend databases 140. The various storage 
services 160 and databases 140 may store the video files and 60 

software components used within the computer system 100. 
The workers lS0(a-b) manage the movement of the video 
files and software components within the storage services 
160 and databases 140. 

FIG. 2 illustrates a schematic of an embodiment of a 65 

software architecture 200 for automating the shifting of 
pixels within a video frame in a video file. In particular, FIG. 

automatic tool lets the user define masked or shifted areas by 
drawing lines in them. Any added lines trigger an automatic 
edge detection using a watershed transformation on the 
video frame gradient. This generates a binary mask image 
that the user can later modify via a simple brush tool. The 
final mask image is then once again passed through edge 
detection, so it can be saved in vector format. 

For example, FIG. 3A depicts a user utilizing the auto­
mated mask by edge-detection option 220/ In particular, the 
user has drawn two lines 300a, 300b across the house and 
mountain behind the house. The software architecture 200 
interprets the lines as indicating the area that the user wishes 
to mask. In at least one embodiment, a user may only select 
a single pixel within the area that should be masked. Various 
different embodiments may accept a variety of different 
input interfaces. For example, a user may draw the lines 
using a computer mouse, a touch interface, a stylus interface, 
a keyboard interface, or any number of other user interfaces. 

Upon receiving the selection, the software architecture 
200 performs an edge detection method to identify edges 
that form boundaries around the selected area. After iden­
tifying a boundary, the software architecture 200 generates 
a mask to cover the area within the boundary. For instance, 
FIG. 3B illustrates a mask 310 covering the house and the 
mountain behind the house, but excluding the sky and the 
grass in front of the house. 

In at least one additional or alternative embodiment, the 
software architecture 200 maps the mask to subsequent 
video frames by performing a similar edge detection method 
on one or more chronologically related video frames. Using 
edge detection methods, the software architecture is able to 
identify the boundaries of the house and mountain in related 
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frames together to determine the placement of points. For 
example, by analyzing a series of video frames the software 
architecture 200 can identify specific lines and edges that 
move in concert between frames. Such identified movement 

video frames. In at least one embodiment, the software 
architecture automatically scans preceding and subsequent 
frames to determine whether a proper edge detection of the 
house and mountain can be performed. In at least one 
embodiment, the software architecture 200 applies image 
recognition algorithms to the subsequent frames and applies 
the mask based upon the identified common objects in the 
subsequent frames. 

5 may inform the placement of points within each video 
frame. 

Additionally or alternatively, the software architecture 
200 can receives inputs from a user defining the frames that 10 

should be analyzed using the edge detection method. As 
such, a user is provided with tools for identifying a particular 
portion of the video frame to mask. The mask can then be 
extended to subsequent or preceding video frames. The 
mask prevents pixels covered by the mask from being 15 

shifted. 

In at least one embodiment, a user can alternatively or 
additionally manually add or remove points. For example, a 
user can manually add all of the points depicted in FIG. 3C 
or a user can direct the software architecture 200 to auto­
matically add a portion of the points and then the user can 
add additional points. In at least one embodiment, the user 
can specific that removed and added points are video frame 
specific and are not propagated to other video frames. In 
contrast, in at least one embodiment, manually added and 
removed points are automatically propagated through video 
frames. 

Additionally, in at least one embodiment, the software 
architecture 200 is able to automatically place points into 

In at least one embodiment, a mask is applied in one of 
two ways. In the first application method, the mask is fixed 
and is applied by adding static (unmovable) points on all 
mask edges. In the second application method, the mask is 
an overlay that cuts-and-pastes the masked portions of the 
image on top of the animation. 

20 live video using the methods described herein. For example, 
a user may take live video of a stream. The software 
architecture may, in real-time, analyze the live video, iden­
tify directional information within the video, place points 
within the river, and start shifting the pixels as the live video 

In at least one embodiment, methods other than generat­
ing a mask are used to prevent portions of a video frame 
from moving. For example, in at least one embodiment, a 
user selects the manual mask painting option 220g and 
manually places stabilizer points around a portion of the 
video frame that should not move. The stabilizer points 
indicate to the architecture software that pixels associated 
with the stationary points should be not be shifted or 30 

otherwise moved. In at least one embodiment, the stabilizer 
points are useable for creating a fence around an area that 
should not be shifted. For example, placing the stabilizer 
points causes the architecture software to stop shifting pixels 

25 is displayed to the user. The user may further be able to edit 
and move the points while the live video is playing. Accord­
ingly, the software architecture 200 can function in real-time 
on live video data. 

at a boundary that is made up of the stabilizer points. In at 35 

least one embodiment, the software architecture 200 
matches the stabilizer point placement to subsequent or 
previous frames based upon line detection, images recogni­
tion, or other related methods. 

In at least one embodiment, points are added to a video 
frame in two different stages. During the first stage, the 
software architecture 200 receives a first starting point 
through a user interface. A starting point is received through 
a user selection of a beginning portion of the video frame. 
The beginning portion of the video frame comprises a 
starting pixel, or area, from which the user wishes pixels to 
shift. For example, in FIG. 3C, various beginning points 
(also referred to herein as "starting points") comprise the 
points nearest to the base of the grass and represented by 
crosses. In at least one embodiment, a beginning point 
comprise a particular pixel that is selected by a user or 
automatically selected by the software architecture 200. 

During the second stage of the point generation, the 
software architecture 200 receives an ending point through 
the user interface. The ending point is received through a 
user selection of an ending portion of the video frame. The 
ending portion of the video frame comprises an ending pixel, 
or area, to which the user wishes pixels to shift. In at least 
one embodiment, the ending portion may be within the same 
video frame as the starting point or within a subsequent 

The software architecture 200 also provides a user with a 40 

point generation display 210d (shown in FIG. 2) that com­
prises options 220h, 220i for generating points. For 
example, the user may be provided with an automatic feature 
point detection option 220h that generates points through 
automatic feature point detection or a manual feature point 45 

addition/removal option 220i. When generating points 
through automatic feature point detection the software archi­
tecture 200 identifies areas outside the mask that are asso­
ciated with directional texture, directional patterns, that 
otherwise comprise a visually detectable pattern of motion. 
For example, FIG. 3C depicts the picture of the house and 
landscape with points drawn throughout the foreground 
grass 320a and points drawn throughout the clouds in the 
sky 320b. 

50 video frame. 

In at least one embodiment, the software architecture 200 
places the points within the grass based upon identified lines 
and edges within the grass that extend outward from the 
ground or from the user generated mask 310. Based upon the 
lines and textures associated with the grass extending 
upwards and away from the ground, the software architec­
ture 200 determines that the grass is associated with move­
ment away from the ground. As such, the software archi­
tecture 200 automatically places points through the grass. 

The software architecture 200 is similarly able to place 
points within previous and/or subsequent video frames. 
Further, in at least one additional or alternative embodiment, 
the software architecture 200 analyzes a batch of video 

In FIG. 3C various ending points are selected on the outer 
periphery of the grass and are represented by arrows. In at 
least one embodiment, each starting point is paired with a 
specific ending point and vice versa. Additionally, the soft-

55 ware architecture creates a link (also referred to herein as a 
"digital link") between the starting point and first ending 
point. In at least one embodiment, a link is a vector extend­
ing from the starting point to the ending point. A link 
comprises a direction extending from the first starting point 

60 to the first ending point and a length between the first 
starting point and the first ending point. 

A user is capable of choosing the direction of a link and 
length of a link at will. For example, upon placing a starting 
point, the user can place an associated ending point at any 

65 other location within the user interface---even outside the 
edges of the video frame or outside the edges of a subse­
quent video frame. As such, in at least one embodiment, a 
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single video frame can be associated with a multitude of 
different starting points, ending points, and associated links 
going in different directions and comprising different 
lengths. In the case the points are generated automatically by 
the software architecture 200, a user is free to move and 
adjust the points in any way that is desirable. 

In at least one embodiment, the software architecture 200 
generates a starting mesh from the collective starting points. 
Similarly, the software architecture 200 generates an ending 
mesh from the collective ending points. For example, FIG. 
4 depicts a starting mesh and ending mesh overlaid on the 
video frame of the house and landscape. In at least one 
embodiment, the software architecture provides the user 
with the option of viewing one or both of the meshes. 
Visualizing the meshes may assist a user in viewing the 
inputs that cause the pixels to shift. 

Once a user has established one or more starting and 
ending point pairs, the software architecture identifies sets of 
pixels that lie between the respective starting points and the 
respective ending points. In at least one embodiment, a first 
set of pixels may comprise a group of pixels that intersect 
with a link between a starting point and an ending point and 
that are not covered by a mask. The size of the group of 
pixels may be user selectable or automatically determined. 
For example, a user may increase the threshold distances 
that the set of pixels extend beyond the link. As such at one 
extreme, the set of pixels may comprise a line of individual 
pixels extending from the starting point to the ending point, 
or at another extreme the set of pixels may comprise a 
relatively wide swatch of pixels that are parallel to the link 
that extends between the starting point and the ending point. 

After identifying the appropriate set of pixels associated 
with each starting point and ending point pair, the software 
architecture 200 shifts the respective sets of pixels in the 
direction determined by their relative links. In at least one 
embodiment, shifting the sets of pixels comprises rendering 
and re-rendering in a loop the sets of pixels being shifted. 
Additionally, as described above, different sets of pixels may 
be associated with different directions. As such, sets of 
pixels may travel in different directions within the video 
frame. 

8 
depicts the pixels 500, 510, 520 after the initial movement. 
As compared to FIG. SA the set of pixels are shifted left, 
along the direction of the link, one space. 

In various embodiments, a user is provided with an 
5 animation duration and FPS rate option 220b (shown in FIG. 

2) for determining the step size within the shift and/or the 
shifting rate at which the shift occurs. For example, while 
the embodiment depicted in FIGS. SA-SD have a step size 
of a single pixel space, in various embodiments, the pixels 

10 may shift multiple pixels at a time. Additionally, in at least 
one embodiment the step size is time constrained. For 
example, a user may indicate that each respective loop in the 
pixel shifting only take 2 seconds. In such a case, the step 

15 
size may be determined by the length of the link and the 
frame rate of the shifting. In other words, one set of pixels 
may need to travel a link length of 20 pixels within the 2 
seconds, while another set of pixels may only need to travel 
a link length of 6 pixels within two seconds. As such, based 

20 upon the frame rate at which the steps occur, the two sets of 
pixels would operate at different step sizes. 

In at least one embodiment, a user can set a particular 
desired shifting rate to be associated with the movement of 
pixels within a video frame. The shifting rate may comprise 

25 a speed that is faster than the frame rate associated with the 
video frame in which the pixels are moving. In at least one 
embodiment, the higher shifting rate is achieved by increas­
ing the step size of the shifted pixels such that the shifted 
pixels appear to be moving faster than the non-shifting 

30 pixels within the video frame. In at least one embodiment, 
the magnitude of the shifting of a set of pixels is propor­
tionally related to the length of an associated link. 

In at least one embodiment, the selected shifting rate is 

35 
applied to a series of video frames such that the pixels are 
shifted at the speed indicated by the user, while the video 
frames continue to play at their originally intended frame 
rate. As such, a user may select a shifting rate that is either 
slower or faster than the original framerate of the video file. 

40 In contrast, in at least one embodiment, the framerate of the 
pixels shifting matches the framerate of the video file. 

In at least one embodiment the step size of each set of 
pixels is consistent such that sets of pixels along longer links 
take more time to complete a loop than sets of pixels along 

45 shorter links. Accordingly, a user can create a particularly 
long link to indicate a long, or more extended, motion within 
a video frame. In contrast, the user can create a particular 
short link to indicate a short, or faster, motion within the 
video frame. 

In at least one embodiment once pixels begin to shift, the 
user may notice that a particular portion of the video frame 
that the user desired to not move is in fact being shifted. To 
correct this error, the user can edit the mask such that it 
covers the portion of interest. Additionally, in at least one 
embodiment, to correct the error, the user executes a feather 
tool that blurs the portion of interest such that the shifting 
pixels are no longer noticeable. In a further embodiment, the 
user places stabilizer points along the portion of interest. The 50 

stabilizer points may be placed with a simple click along the 
particular portion of the video frame. The stabilizer points 
cause pixels within the particular portion of the video frame 

FIG. SC depicts pixels 500, 510, 520 another step along 
the shift. In FIG. SD the pixels 500, 510, 520 are shown at 
yet another step along the shift, but in this step the pixels 
500, 510, 520 are beginning to loop around. For example, 
pixel 500a is at the left of the shift, while corresponding to not be shifted. 

By way of example, FIGS. SA-SD depict embodiments of 
individual pixels being shifted. In particular, FIG. SA depicts 
a starting point 550, an ending point 530, and an associated 
link 540. Additionally, FIG. SA depicts exemplary pixels 
500, 510, and 520. One will understand that the pixels 500, 
510, 520 are provided only for the sake of clarity and 
explanation and that in various embodiments the pixels may 
comprise a variety of different colors. 

FIG. SA depicts the pixels 500, 510, 520 in their original 
state within the video frame. Once the software architecture 
200 begins shifting the set of pixels in the direction of the 
link (extending from the starting point to the ending point), 
the pixels 500, 510, 520 are moved. For example, FIG. 5B 

55 pixel 500b is reappearing at the right of the shift to begin the 
shifting loop. 

In various additional or alternative embodiments, the set 
of pixels only begins to loop as pixels 500, 510, 520 reach 
the end of the link. For example, once pixel 500a reaches the 

60 end of the link (i.e., ending point 530), pixel 500a disappears 
on the next step. Upon disappearing, pixel 500b then reap­
pears at the beginning of the link (i.e., starting point 550) to 
start the loop. Additionally, in at least one additional or 
alternative embodiment, the pixels 500, 510, 520 fade in and 

65 out at the beginning and ending of each loop. For example, 
upon reaching the end of the link, pixel 500a fades out of the 
video frame by slowing growing transparent, such that the 
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disappearance of pixel 500a is not abrupt or jarring. Simi­
larly, pixel 500b can fade in such that its appearance is not 
abrupt of jarring. 

In at least one embodiment, the pixels do not loop within 
the video frames but instead only complete a single entire 5 

shift along the digital link. In contrast, in at least one 
embodiment, a user can indicate a shifting rate or a number 
of loops that causes the pixels to loop through a shifting 
sequence multiple times between a starting point in a first 
video frame and an ending point in a second video frame. 10 

In various alternative or additional embodiments, differ­
ent methods of pixel shifting and blending can be used to 
similar effect. For example, in at least one embodiment, the 
pixels immediately begin cycling as soon as the shifting 
begins. For example, instead of what is shown in FIGS. 15 

SA-SD, as soon as pixel 500 shifted to its new position 
depicted in FIG. 5B, pixel 500B would appear in the position 
depicted in FIG. SD. As such, the pixels begin looping and 
blending into each other immediately. 

In at least one embodiment, the software architecture 200 20 

uses alpha blending when shifting the pixels from the 
starting point to the ending point. For example, the software 
application 200 may utilize a sin, cosine, or linear alpha 
blend to shift the set of pixels. Additionally, in at least one 
embodiment, the software architecture uses a warping func- 25 

tion, such as a Shepard's distortion. When using a mesh 
algorithm, the software architecture 200 triangulates the 
mesh using defined points and then calculates an affine 
transformation for every triangle. Further, the software 
architecture 200 supports animation blending in order to 30 

achieve the seaming effect of a continuous motion. This is 
achieved by blending animated frames two by two using one 
of a few predefined blend functions. 

Similarly, a user is provided with a mask type option 220c 
(shown in FIG. 2) to select between different types of masks. 35 

Each different mask type may use different mask configu­
rations. In at least one embodiment, mask types also vary by 
the color that is used to depict the mask within the image. 

For example, FIGS. 6A and 6B illustrate an embodiment 
of a mask 600. In the depicted embodiment, a strip of points 40 

610 on the edge of the mask ("edge strip") is used to 
generate the flow of points simulating an animation. The 
dimensions and shape of the edge strip depend on properties 
of the mask and the user selected flow. In at least one 
embodiment, the width of the edge strip 610 is determined 45 

as a linear function of the dimensions of the target image. 
Further, the shape of the edge strip 610 may be a result of 
sliding the shape of the mask 600 in the direction of the 
vector flow. As such, a user is able to customize the mask. 

When in use, the mask 600 assists in generating pixel 50 

flow. For example, as depicted in FIG. 6B the points 632, 
642, 652 on the edge strip 610 are being stretched in order 
to generate a flow of points in the desired direction. For 
example, the points 632, 642, 652 are shown as being 
stretched to strips 630, 640, 650 that are stretched from the 55 

edge 610 of the mask 600. The stretching motion is per­
formed continuously such that the points 632, 642, 652 are 
continuously reset and stretched such that the pixel shifting 
is continuous and results in the impression of motion. 

In various additional or alternative embodiments, a user 60 

has the ability to further manipulate a video frame. For 
example, instead of the straight links depicted in FIGS. 
SA-SD, the user can view an edit point selection dialog 230a 
as depicted in FIG. 2. The edit point selection dialog 230a 
provides a user with the options of changing a movement 65 

direction and path 220} or selecting a predefined movement 
220k. For example, instead of straight links extending 

10 
between a starting point and ending point, the user can create 
a custom path between any two starting and ending points. 
In such a case, the associated set of pixels would travel along 
the path of the link. Similarly, the user may select a 
predefined path (i.e., movement) that is defined within the 
software architecture 200. For example, the predefined paths 
may include a curved path. Using the curved path option, the 
user can cause a set of pixels to travel along a curved path 
(i.e., link) between a starting and ending point. 

Once a user is satisfied with their work on a video frame, 
a preview output screen 210e allows a user to view the video 
frame while the pixels are being shifted. Such a view may 
give the impression that at least a portion of the static video 
frame is animated. In contrast, a user is also given a static 
preview option 220d that allows the user to view the shifting 
pixels within the video file as the video file is played. If the 
user is satisfied with the final product, the user is provided 
with a format selection and export action 220. This action 
generates a variety of different formats that are configured 
for viewing. For example, an animated GIF may be pro­
duced. 

Additionally, in at least one embodiment, a user is able to 
save all of the masking work, point generation work, and 
animation duration and FPS rate work separate from the 
underlying video frame. For example, the user may perform 
the above discussed steps on a particular video frame. The 
user may then decide to manipulate the video frame within 
a video editor application. In such a case, instead of having 
to restart the animation process with the modified video 
frame, the user applies the previously saved animation work 
to the modified video frame. 

FIG. 7 depicts a collection of video frames 700 that have 
been through the process described herein. For example, 
each video frame in the collection of video frames 700 
comprises points for animating each frame. In at least one 
embodiment, the user's pixel shifting is displayed over a 
series of video frames. In contrast, in at least one embodi­
ment, a user's pixel shifting is displayed through the addi­
tion of new pixel shifted frames between the original video 
frames within the video file. 

As the video file progresses from video frame 710 to 
video frame 720, pixels are shifted as indicated by the user. 
As such, the normal movement of pixels that are associated 
with the video playing and augmented by the pixel shifting 
that the user added to the video file. For example, the user 
may cause the cloud in the sky to shift in a different direction 
or different way than the original video displayed. 

In at least one embodiment, a user can select a first 
starting point in a first video frame 710 and a first ending 
point in a second video frame 720. The software architecture 
200 then creates a first digital link that extends from the first 
starting point in the first video frame 710 to the first ending 
point in the second video frame 720. In at least one embodi­
ment, a visual indication of the digital link is displayed to a 
user in such a way as to indicate that multiple video frames 
are involved. The digital link indicates a direction of pixel 
flow from the first starting point in the first video frame 710 
to the first ending point in the second video frame 720. 

In at least one embodiment, when shifting pixels between 
multiple video frames 700, the computer architecture 200 
selects, from within the first video frame 710, a first set of 
pixels adjacent to the first digital link and shifts the first set 
of pixels within the first video frame 710 along a first portion 
of the first digital link. The computer architecture 200 then 
selects, from within the second video frame 720, another set 
of pixels adjacent to the first digital link and shifts the other 
set of pixels within the second video frame 720 along a 
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second portion of the first digital link. One will appreciate 
that such a process can be further subdivided among as many 
different video frames 700 as necessary. 

12 
tion of a particular portion of the video frame. For example, 
as depicted and explained with respect to FIG. SA, a user 
selects a starting point 550. Similarly, FIG. 3C depicts 
various user-selected starting points surrounding the grass in In at least one embodiment, the number of shifted pixels 

is evenly divided between the different video frames 700. 
Further, in at least one embodiment, the pixels within each 
video frame are shifted up an equal proportion of the digital 
link. For example, if the pixels are shifted between two 
different video frames 710, 720, the software architecture 
200 will cause the pixels to shift along the first half of the 
digital link within the first video frame 710. The software 
architecture 200 will then cause the pixels to shift along the 
second half of the digital link within the second video frame 
720. 

5 the video frame. 
Additionally, FIG. 8 illustrates that the method includes 

an act 820 of receiving a direction. Act 820 comprises 
receiving, through the user interface, a direction associated 
with the starting point. For example, as depicted and 

10 explained with respect to FIG. SA, the user can select an 
ending point 530. A link 540 is then formed between the 
starting point 550 and the ending point 530. The link 540 is 
associated with a direction extending from the starting point 
550 to the ending point 530. As such, the software archi­
tecture 200 receives a direction from the link 540. 

In contrast, in additional or alternative embodiments, the 
software architecture 200 can receive a direction without the 
use of an ending point 530 or a link 540. For example, the 

20 software architecture 200 may receive the direction from a 
default setting stored within memory or explicitly from the 
user. Further, in at least one embodiment, the software 
architecture 200 identifies a direction from line and edge 
detection. For example, the software architecture 200 may 

In at least one embodiment, a user can control how pixels 15 

shift by masking and shifting pixels in a first video frame 
710 and a final video frame 720. The software architecture 
200 then automatically causes the pixels to shift in the 
intermediate frames so that gradually transition from the first 
video frame 710 and a final video frame 720. 

Additionally, in at least one embodiment, the software 
architecture is configured to automatically incorporated 
pixel shifting into a video file. For example, as soon as a user 
opens a video file, the software architecture performs image 
recognition on the video, identifies target objects in the 
video file, and applies pixel shifting to those target objects. 
For instance, the user may open a video file showing a horse 
walking through a field. The software architecture, using 
image recognition, may identify the horse's mane and auto­
matically apply pixel shifting to the horse's mane. As such, 30 

the user is able to appreciate the pixel shifting effect without 
any effort. One will appreciate, however, that in at least one 
embodiment, the user is able to further change the pixel 
shifting effect to be different than the automatic effect. 

25 identify a direction that follows the blades of grass depicted 
in FIG. 3A. In any case, in at least one embodiment, a user 
may only need to enter a starting point and the direction is 
identified either automatically or through user interaction 

In at least one embodiment, similar functionality can be 35 

built into a filter that is applicable to a video or image. For 
example, a particular filter may be built that automatically 
causes background pixels to shift. A user can then select 
pre-built pixel shifting effect, before the user has taken the 
picture or video. In at least one embodiment, multiple 40 

different filter types for both videos and images are avail­
able. For example, a particular video file may be provided 
for shifting pixels in the background of a video file. A user 
can select the particular filter and then record a video scene. 
The filter is applied to the video in real time as the video is 45 

captured. In at least one embodiment, the filter is selected 
before recording begins, such that pixel shifting occurs 
immediately as soon as recording begins. As such, the user 
can view the pixels shifting in the background of the video 
as the user records a scene. Other examples of filters may 50 

include filters for shifting pixels in individual's hair, filters 
for shifting pixels in water, filters for shifting pixels in nights 
skies, and similar types of filters. 

The following discussion now refers to a number of 
methods and method acts that may be performed. Although 55 

the method acts may be discussed in a certain order or 
illustrated in a flow chart as occurring in a particular order, 
no particular ordering is required unless specifically stated, 

other than the creation of an ending point. 
FIG. 8 also illustrates that the method includes an act 830 

of selecting a set of pixels. Act 830 comprises selecting a set 
of pixels extending in the direction away from the starting 
point. For example, as depicted and explained with respect 
to FIG. SA, the software architecture 200 selects a set of 
pixels 500, 510, 520 that extend in the direction of the link 
540 away from the starting point 550. The computer archi-
tecture 200 may define the set of pixels 500, 510, 520 as 
being every pixel that extends in the direction away from the 
starting point and that is within a user or computer-defined 
threshold distance from the link 540. 

Further, FIG. 8 illustrates that the method includes an act 
840 of shifting the set of pixels. Act 840 comprises shifting 
the set of pixels in the first direction. Shifting the set of 
pixels comprises rendering and re-rendering in a loop the set 
of pixels being shifted. For example, as depicted and 
explained with respect to FIGS. SA-SD, a shifting loop is 
described where pixels 500,510, 520 are shifted upward and 
then re-looped. 

Additionally, FIG. 9 depicts an embodiment of a method 
900 for shifting pixels within a video file comprising a step 
910 of accessing a digital video file. Act 910 includes 
accessing, from memory, a digital video file, wherein the 
digital video file comprises information that corresponds to 
individual pixels within various frames of the digital video 
file. For example, as depicted and described with respect to 
FIG. 1, a user can upload a digital video file through a client 
application 120. The computer system 100 then receives the 
digital video file. 

FIG. 9 also illustrates that the method 900 includes an act or required because an act is dependent on another act being 
completed prior to the act being performed. 

These methods can further be described as a series of 
steps or acts in a method. For example, FIG. 8 illustrates that 
a flow chart of an exemplary method 800 for automating the 
shifting of pixels within a video file includes an act 810 of 
receiving a starting point. Act 810 comprises receiving an 
indication of a starting point through a user interface, 
wherein the starting point is received through a user selec-

60 920 of receiving a starting point. Act 920 comprises receiv­
ing a first starting point through a user interface, wherein the 
first starting point is received through a user selection of a 
first beginning portion of a first video frame. For example, 
as depicted and explained with respect to FIG. SA, a user 

65 selects a starting point 550. Similarly, FIG. 3C depicts 
various user-selected starting points surrounding the grass in 
the digital image. 
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media. Thus, by way of example, and not limitation, 
embodiments of the invention can comprise at least two 
distinctly different kinds of computer-readable media: physi­
cal computer-readable storage media and transmission com-

FIG. 9 also illustrates that the method 900 includes an act 
930 of receiving an ending point. Act 930 comprises receiv­
ing a first ending point through the user interface, wherein 
the first ending point is received through a user selection of 
a second ending portion of a second video frame. For 
example, as depicted and explained with respect to FIG. SA, 
a user selects an ending point 530. Similarly, FIG. 3C 
depicts various user-selected starting ending surrounding the 
grass in the digital image. 

5 puter-readable media. 
Further, computing system functionality can be enhanced 

by a computing system's ability to be interconnected to 
other computing systems via network connections. Network 
connections may include, but are not limited to, connections 

In addition, FIG. 9 illustrates that the method 900 includes 
an act 940 of creating a link between the pair of end points 
(meaning the beginning and the ending pair). Act 940 
comprises creating a first digital link between the first 
starting point and the first ending point. The first digital can 
comprise a first direction extending from the first starting 
point to the first ending point and a first length between the 
first starting point and the first ending point. For example, as 
depicted and explained with respect to FIG. SA, a link 540 

10 via wired or wireless Ethernet, cellular connections, or even 
computer to computer connections through serial, parallel, 
USB, or other connections. The connections allow a com­
puting system to access services at other computing systems 
and to quickly and efficiently receive application data from 

15 other computing systems. 
Interconnection of computing systems has facilitated dis­

tributed computing systems, such as so-called "cloud" com­
puting systems. In this description, "cloud computing" may 
be systems or resources for enabling ubiquitous, convenient, is created between beginning points 550 and ending points 

530. Similarly, FIG. 7 depicts various links connecting 
beginning points and ending points when the beginning and 
ending points are in different video frames 710, 720. 

Further, FIG. 9 illustrates that the method 900 includes an 
act 950 of identifying a set of pixels. Act 950 comprises 
identifying a first set of pixels that lie between the first 
starting point and the first ending point. For example, as 
depicted and explained with respect to FIG. SA, the software 
architecture 200 identifies a set of pixels 500, 510, 520 that 
extend in the direction of the link 540 away from the starting 
point 550. The computer architecture 200 may define the set 
of pixels 500, 510, 520 as being every pixel that extends in 
the direction away from the starting point and that is within 

20 on-demand network access to a shared pool of configurable 
computing resources (e.g., networks, servers, storage, appli­
cations, services, etc.) that can be provisioned and released 
with reduced management effort or service provider inter­
action. A cloud model can be composed of various charac-

25 teristics (e.g., on-demand self-service, broad network 
access, resource pooling, rapid elasticity, measured service, 
etc.), service models (e.g., Software as a Service ("SaaS"), 
Platform as a Service ("PaaS"), Infrastructure as a Service 
("IaaS"), and deployment models (e.g., private cloud, com-

30 munity cloud, public cloud, hybrid cloud, etc.). 
Cloud and remote based service applications are preva­

lent. Such applications are hosted on public and private 
remote systems such as clouds and usually offer a set of 
web-based services for communicating back and forth with 

a user or computer-defined threshold distance from the link 
540. Additionally, as depicted with respect to FIG. 7, the set 
of pixels may comprise multiple different pixels spread 
across several video frames 710, 720. 

35 clients. 

Further still, FIG. 9 illustrates that the method 900 
includes an act 960 of shifting the set of pixels. Act 960 
comprises shifting the first set of pixels in the first direction. 
For example, as depicted and explained with respect to 40 

FIGS. SA-SD, a shifting loop is described where pixels 500, 
510, 520 are shifted to the left. 

Further, the methods may be practiced by a computer 
system including one or more processors and computer­
readable media such as computer memory. In particular, the 45 

computer memory may store computer-executable instruc­
tions that when executed by one or more processors cause 
various functions to be performed, such as the acts recited in 
the embodiments. In various embodiments, disclosed meth­
ods and systems may comprise software executed within the 50 

cloud. For example, a user may access the software through 

Many computers are intended to be used by direct user 
interaction with the computer. As such, computers have 
input hardware and software user interfaces to facilitate user 
interaction. For example, a modern general-purpose com­
puter may include a keyboard, mouse, touchpad, camera, 
etc. for allowing a user to input data into the computer. In 
addition, various software user interfaces may be available. 

Examples of software user interfaces include graphical 
user interfaces, text command line-based user interface, 
function key or hot key user interfaces, and the like. 

Physical computer-readable storage media includes 
RAM, ROM, EEPROM, CD-ROM or other optical disk 
storage (such as CDs, DVDs, etc.), magnetic disk storage or 
other magnetic storage devices, or any other medium which 
can be used to store desired program code means in the form 
of computer-executable instructions or data structures and 
which can be accessed by a general purpose or special 
purpose computer. 

A "network" is defined as one or more data links that 

a web browser. In additional or alternative embodiments, the 
software is executed locally at a device. For example, the 
software may be executed on a mobile computing device 
such as a smart phone or tablet. 55 enable the transport of electronic data between computer 

systems and/or modules and/or other electronic devices. 
When information is transferred or provided over a network 
or another communications connection ( either hardwired, 

Embodiments of the present invention may comprise or 
utilize a special purpose or general-purpose computer 
including computer hardware, as discussed in greater detail 
below. Embodiments within the scope of the present inven­
tion also include physical and other computer-readable 60 

media for carrying or storing computer-executable instruc­
tions and/or data structures. Such computer-readable media 
can be any available media that can be accessed by a general 
purpose or special purpose computer system. Computer­
readable media that store computer-executable instructions 65 

are physical storage media. Computer-readable media that 
carry computer-executable instructions are transmission 

wireless, or a combination of hardwired or wireless) to a 
computer, the computer properly views the connection as a 
transmission medium. Transmissions media can include a 
network and/or data links which can be used to carry 
program code in the form of computer-executable instruc­
tions or data structures and which can be accessed by a 
general purpose or special purpose computer. Combinations 
of the above are also included within the scope of computer-
readable media. 
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Further, upon reaching various computer system compo­
nents, program code means in the form of computer-execut­
able instructions or data structures can be transferred auto­
matically from transmission computer-readable media to 
physical computer-readable storage media (or vice versa). 5 

For example, computer-executable instructions or data 
structures received over a network or data link can be 
buffered in RAM within a network interface module ( e.g., a 
"NIC"), and then eventually transferred to computer system 
RANI and/or to less volatile computer-readable physical 10 

storage media at a computer system. Thus, computer-read­
able physical storage media can be included in computer 
system components that also ( or even primarily) utilize 
transmission media. 

Computer-executable instructions comprise, for example, 15 

instructions and data which cause a general-purpose com­
puter, special purpose computer, or special purpose process­
ing device to perform a certain function or group of func­
tions. The computer-executable instructions may be, for 
example, binaries, intermediate format instructions such as 20 

assembly language, or even source code. Although the 
subject matter has been described in language specific to 
structural features and/or methodological acts, it is to be 
understood that the subject matter defined in the appended 
claims is not necessarily limited to the described features or 25 

acts described above. Rather, the described features and acts 
are disclosed as example forms of implementing the claims. 

Those skilled in the art will appreciate that the invention 
may be practiced in network computing environments with 
many types of computer system configurations, including, 30 

personal computers, desktop computers, laptop computers, 
message processors, hand-held devices, multi-processor sys­
tems, microprocessor-based or progrannnable consumer 
electronics, network PCs, minicomputers, mainframe com­
puters, mobile telephones, PDAs, pagers, routers, switches, 35 

and the like. The invention may also be practiced in distrib­
uted system environments where local and remote computer 
systems, which are linked ( either by hardwired data links, 
wireless data links, or by a combination of hardwired and 
wireless data links) through a network, both perform tasks. 40 

In a distributed system environment, program modules may 
be located in both local and remote memory storage devices. 

16 
access, from memory, a digital video file, wherein the 

digital video file comprises information that corre­
sponds to individual pixels within various frames of 
the digital video file; 

receive a first starting point through a user interface, 
wherein the first starting point is received through a 
user selection of a first beginning portion of a first 
video frame; 

receive a first ending point through the user interface, 
wherein the first ending point is received through a 
user selection of a second ending portion of a second 
video frame; 

create a first digital link between the first starting point 
and the first ending point, wherein the first digital 
link comprises: 
a first direction extending from the first starting point 

to the first ending point; and 
a first length between the first starting point and the 

first ending point; 
identify a first set of pixels that are: 

parallel to the first digital link, 
within a user-defined threshold distance from the 

first digital link, and 
extending from the first starting point to the first 

ending point; and 
shift the first set of pixels in the first direction. 

2. The computer system of claim 1, wherein the first video 
frame and the second video frame are the same video frame. 

3. The computer system of claim 1, wherein the first 
digital link extends across the first video frame and the 
second video frame, and the first video frame and the second 
video frame are different. 

4. The computer system of claim 3, wherein the execut­
able instructions include instructions that are executable to: 

select, from within the first video frame, a first set of 
pixels adjacent to the first digital link; 

shift the first set of pixels within the first video frame 
along a first portion of the first digital link; 

select, from within the second video frame, another set of 
pixels adjacent to the first digital link; and 

shift the other set of pixels within the second video frame 
along a second portion of the first digital link. 

5. The computer system of claim 4, wherein shifting the 
first set of pixels occurs at a shifting rate that is faster than 
a frame rate associated with the first video frame and the 
second video frame. 

Alternatively, or in addition, the functionality described 
herein can be performed, at least in part, by one or more 
hardware logic components. For example, and without limi- 45 

tation, illustrative types of hardware logic components that 
can be used include Field-progrannnable Gate Arrays (FP­
GAs ), Program-specific Integrated Circuits (ASICs), Pro­
gram-specific Standard Products (ASSPs), System-on-a­
chip systems (SOCs), Complex Programmable Logic 
Devices (CPLDs), etc. 

6. The computer system of claim 1, wherein the execut-
50 able instructions include instructions that are executable to: 

select a second set of pixels adjacent to a second digital 
link; and 

shift the second set of pixels in a second direction. 
The present invention may be embodied in other specific 

forms without departing from its spirit or characteristics. 
The described embodiments are to be considered in all 
respects only as illustrative and not restrictive. The scope of 
the invention is, therefore, indicated by the appended claims 
rather than by the foregoing description. All changes which 
come within the meaning and range of equivalency of the 
claims are to be embraced within their scope. 

7. The computer system of claim 6, wherein shifting the 
55 first set of pixels comprises rendering in a loop the first set 

of pixels being shifted within the first video frame. 

What is claimed is: 
1. A computer system for automating a shifting of pixels 

within a video file, comprising: 
one or more processors; and 

60 

one or more computer-readable media having stored 
thereon executable instructions that when executed by 65 

the one or more processors configure the computer 
system to perform at least the following: 

8. The computer system of claim 1, wherein the execut­
able instructions include instructions that are executable to 
configure the computer system to: 

receive a second starting point through the user interface, 
wherein the second starting point is received through a 
first user selection of a second beginning portion of the 
first video frame; 

receive a second ending point through the user interface, 
wherein the second ending point is received through a 
second user selection of a second ending portion of the 
second video frame; 
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create a second digital link between the second starting 
point and the second ending point, wherein the second 
digital link comprises: 
a second direction extending from the second starting 

point to the second ending point; and 5 

a second length between the second starting point and 
the second ending point; 

identify a second set of pixels that are: 
parallel to the second digital link, 
within the user-defined threshold distance from the 10 

second digital link, and 
extending from the second starting point to the second 

ending point; and 
shift the second set of pixels in the second direction. 

9. The computer system of claim 8, wherein the first 
direction is different from the second direction. 

10. The computer system of claim 8, wherein a first 
1?"agnitude of the shifting of the first set of pixels is propor­
t10nally related to the first length and a second magnitude of 
the shifting of the second set of pixels is proportionally 
related to the second length. 

11. A method for automating a shifting of pixels within a 
video file, comprising: 

15 

20 

receiving a first indication of a first starting point through 25 
a user interface, wherein the first starting point is 
received through a user selection of a first portion of a 
first video frame in the video file· 

receiving, through the user interfa~e, a first direction 
associated with the first starting point; 30 

create a first digital link extending in the first direction 
from the first starting point; 

selecting a first set of pixels that are: 
parallel to the first digital link, 
within a user-defined threshold distance from the first 

digital link, and 
35 

extending from the first starting point to a first ending 
point; and 

shifting the first set of pixels, in the first video frame, in 
the first direction. 

12. The method as recited in claim 11, further comprising 
receiving an indication to generate a first mask over a second 
portion of the first video frame, wherein pixels under the first 
mask are prevented from shifting. 

40 

1~. !he method as recited in claim 12, further comprising 45 
rece1vmg through the user interface a selection of the second 
portion of the first video frame around which the first mask 
should be generated. 

14. The method of claim 13, further comprising: 
identifying one or more edges that form a first boundary 

around the second portion; and 
generating the first mask to cover area within the first 

boundary. 

50 

15. ~e method as recited in claim 12, further comprising: 
mappmg the second portion of the first video frame to an 

equivalent portion in a second video frame· 
55 

identifying one or more edges that form a sec~nd bound­
ary around the second portion; and 

18 
generating a second mask to cover area within the second 

boundary. 
16. ~h_e method as re~ite_d in_ claim 15, further comprising: 
rece1vmg a second md1cat10n of the first ending point 

thr_ou~ the_ user interface, wherein the first ending 
pomt 1s received through a user selection of a particular 
portion of the second video frame· 

create the first digital link between the first starting point 
and the first ending point; 

selecting, within the second video frame, a second set of 
pixels adjacent to the first digital link and extending 
towards the first ending point; and 

shifti~g the second set of pixels towards the first ending 
pomt. 

17. The method as recited in claim 16, wherein pixels 
within the second video frame that are covered by the second 
mask are prevented from shifting. 

18. A method for automating a shifting of pixels within a 
video file, comprising: 

accessing, from memory, a digital video file, wherein the 
digital video file comprises information that corre­
sponds to individual pixels within various frames of the 
digital video file; 

receivin~ a first starting point through a user interface, 
wherem the first starting point is received through a 
first user selection of a first beginning portion of a first 
video frame; 

receivin~ a first ending point through the user interface, 
wherem the first ending point is received through a 
second user selection of a second ending portion of a 
second video frame; 

creating a first digital link between the first starting point 
and the first ending point, wherein the first digital link 
comprises: 
a first direction extending from the first starting point to 

the first ending point; and 
a first length between the first starting point and the first 

ending point; identifying a first set of pixels that are: 
parallel to a second digital link, 
within a user-defined threshold distance from the 

second digital link, and 
extending from a second starting point to a second 

ending point; and 
shifting the first set of pixels in the first direction. 

19. The method of claim 18, wherein the first digital link 
extends across the first video frame and the second video 
frame, and the first video frame and the second video frame 
are different. 

20. The method of claim 19, further comprising: 
selecting, from within the first video frame, the first set of 

pixels adjacent to the first digital link; 
shifting the first set of pixels within the first video frame 

along a first portion of the first digital link; 
selecting, from within the second video frame, another set 

of pixels adjacent to the first digital link; and 
shifting the other set of pixels within the second video 

frame along a second portion of the first digital link. 

* * * * * 
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