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to using the PAN related standards, and vice versa, based on
any one or more of a variety of operational parameters includ-
ing system configuration.

74 Claims, 15 Drawing Sheets

to/from DS sttrlbutlon Service)

3

ST
3

STA

£

AP simultaneously provides beacons for first
operatlonal mode and second operational mode
(e.g., 802.11 and 802.15.3 beacons)

AUl

stal}

STAs also operable to J

communicate capability set
when associating according to
first operational mode or
second operational mode

L/

STAs simultaneously monitor beacons for both first
operational mode and second operational mode

(e.g., 802.11 and 802.15.3 beacons)

dual beacon monitoring functionality supporting first and second operational modes

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 001



US 8,208,449 B2

Sheet 1 of 15

Jun. 26, 2012

U.S. Patent

_I € V1S

D

€dv

(e soud) gy "Bi4

walsAs uoiesunwwod (HIoOMBN ealy 00T SSolRIIM) NV M (UIod SS200YY) 4V Sldinw/ainionliselsul

¢dv

C V1S _I

L (uonyls
$S9j2IM) V1S

o

L (uiod
$S900Y) dV

+ (eo1nu3g UonNqUSIq) wol+

(e aoud) y| 614

wWe)sAs uonesIuUNWIWOD (HIOMIBN BalY €007 SS8IRIIM) NY M 20Y pE

[

y 8o1np
aAloeIaUI
NYIM

Z 90IN9p
aAloRIBUI
NVIM

\%\\

€ 90IAOD
aAloRIBIUI
_I NVY1M

| 80IABp

NVIM

I\%\\ _l aAdEIBI

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 002



US 8,208,449 B2

Sheet 2 of 15

Jun. 26, 2012

U.S. Patent

4 \
-~ padN
l; ,_
H MUN Jayjo \‘. --
\ ”

// A \\

uonels
yueea allj|eyes

JOMO] BsABMOIDIW

(om2N eary Spiv) wz<>m,|_ Aew sadlAsp aAljoBISIUI NY 1M Jo Aue

\ ojul pajesbajul 8q Aew
‘.- SOJIA3p JO seuusjue

A E
WaISAS UOIEDIUNWILLIOD (HIOMISN BalY [B207 SSBISIA) NV IM
_
_ -
M _
LI R
b ! ! 20I1A0p
“ ! anijoeIaI 18)ndwod uad
| ' nun .
| . IR NYIM
' ) ajiqow _
1 L] "
" . '
]
|1 dnuopess || \%\
i) upes  a--- \
' 1 oyeles “ (OpomeN
| Memmee e “ .......... Baly (007
m " wmm_m_ IM)
| |
jmmmmmmmm e
L 1 4/ 1amo) ) UOISIASIS)
— -——
:“.Vm anemosow ¥ 77
| hemeeee o
} ]
| I
| ]
! ! pun
| " amco_wmum ._mwﬂ_QEOO
“ ) Qoﬁm_
i ' , sao1A0p Buipuodsali0d
[} " AY
I“
)
[}
]
]
_

JVIN NYd/NVY 1M Spow-fjini spnjoul

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 003



US 8,208,449 B2

Sheet 3 of 15

Jun. 26, 2012

U.S. Patent

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

ag b4
Buiuoniued wnnoads (pueg apipp el
215 901 luon 10ads (pueg apiw eaIN) GMN MO L'e
“ Aouanbayy '
A A L] LJ L} 1
| ) | | 1 1 !
! ) 1 ' l ) )
“ | i ) | " "
v Gl pueq I, _bpueq o gpueq . Zpueq o | pueq
— —A o & & K— —— —— ——
. ZHWNO00S ' ZHNO0S | ZHWO00S ' ZHWNO00S ! ZHW oom|um =
S I S LS R . S ° 3
! ] | ) 1 ﬁ ] ! ] 3
! 1 1 ' ! ' ! a =
| “ <3
by (wnnoads ajqejieae gapmn IINY) ZHO G2 i Q
ZH/ugp G2 L - (pueq jo wnioads aiua asn i)
‘(Ausueq |esoads samod) ASd Jamod pueq [ejo} wgp 9z vL- —/ (Mw |) wgp 0
ve bid
wnJjosds (pueg apIpA el
2HS 901 joads (pueg apin eAIN) MN MO |'e
m fouanbayy ;
- | 1
ELET ! || ]
S0UBIBPBI === m SR AN Wepepepepeyper—rr-repepay U Fomooe e
jeubis Jayjo _ : 3
53
@3
[eubis gmn S =
<o
Q
feubis winijoads-pealds
[eubis puegmouleu |

Page 004



US 8,208,449 B2

Sheet 4 of 15

Jun. 26, 2012

U.S. Patent

¥ 614

(Juswipoquia weysAs UOKHEDIUNWILIOD SSBJaIIM Ul UMoys) (OMiSN ealy [euosiad) Nvdaeuoaid

S N3d IH

¥ A3Q

(10yeuipioo) 19N09Id)
ONd

§ ¢ N\3d

€A3Q | -TTTTLE

(e€'GL"208 333 Butpniour) dnoib Buriom
€£'G1°208 3331 9y} Aq padojanep spiepuejs
8J0W 1o 9UO Ypm a0Uepsoode Ul 8|qelado j1auooid

i (821A3Q
R Jauooid) A3Q

\ SAJQ USBMI3Q UDIEDILNLLILLIOD

‘.. J2ad 0} 1oad sjqeus Aew HNJ

Je

OVIN NVd/NVIM dpow-ijnw
apnjoul Aew sA3( 10/pue INd Jo Aue

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 005



US 8,208,449 B2

G "By

suojeoiunWWod ¢'gL°z08 3331 Pue || '208 3331 Y10q Hoddns o} AJeuoiouny spnjoul SY1S PUe Sdy

- - =~
- -

Exhibit-1023
Page 006

Sheet 5 of 15

Unified Patents, LLC v. Ozmo Licensing LLC

\ N Jayjoue auo jo Aywixosd ys _I V1S
R w snipel Uy __om "
€ g \ 0L > snip i \\ ¢
V1S [Mvis| v ;o [lvis [1vis
[1vis

\
\
1
! 1
! '
I

J

(epesBdn ou) 11°zog Buisn '
1] \

;  UONJEDIUNWIWOD SBNURUO0D JY O} [t
Zdv ! -

,/ Auuixoud Jusioyns uyIm jou 1S -\/ dald
. t —- (9010198 UONNQUISIA) SA e }

~o s (OVIN NYd/NYIM spow-ijnw Buisn *68) *
€'G1'208 pue | | 'Z0g Hoddns o) s|qesado dy

[}

1

€'G1'208 O} || '208 WoJ) papeiBdn ulaiay} UOHEDIUNWILLOD pue )
!

Jun. 26, 2012

‘1ouooid Buiwioy Agsiayy padnoib 4y o} Ajwixoud JUI0INs UIYIM SIS .7/

(3}

V1S

U.S. Patent

Buneloosse uaym jas Ajjiqeded ajediunwiwod o} ajqesado sy1S (Z) pue ‘suodeaq £'G|°Z08
pue | |'z0g ylog Jojuow Aisnoaue)nwis 0} ajqelado sy 1S (1) :uoneioosse Jake; AHd

sdgiNl 6 => (spsepuess pajejal LL°'Z08 3331) NVIM
(w0} > snipes uiywm) sdqo | oy dn  (psepuejs Nyd a1el erep ybiy £'G1°z08 3331) Nvdasuoaid

.S9jel eJEP 9Alleledwod

- - -



US 8,208,449 B2

Sheet 6 of 15

Jun. 26, 2012

U.S. Patent

9 ‘B4

suoneOIUNWWOD £°G| 208 33| PUe |1'Z08 IJ 3| JO SANLE|IWIS INjoNAS Uooeaq

- awn
s]o|s aw} paubisse
,ﬁ( aAeY |oes $adlInsp
( )
T u r4 1 g u Z } g o -
8 J0IS | o e o] JOIS 10|S 2 0IS | o o o] 10/S J0|s 2 €'51'208
8 8 8 3331
S awi aum | [ swn S awn aun | | swn S
SOUBPIOAY UOISI||0D)/SS00Y
a|dnn|y 8suag Jaled = YO/VINSO |\H
g YONNVINSD g VO/VINSO g L1208
Q k > Q 3 > []
m UoIUBIUOD m uoIjUBUOD m 333
L )

.

YO/VINSD Ul Sj0Is awn
Joj ajodwod saoIrap

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 007



US 8,208,449 B2

Sheet 7 of 15

Jun. 26, 2012

U.S. Patent

Ayjeuonouny €'G1°z08 3331 pue | L'208 3331 Yioq Hoddns 0} SSOIASP UOHEDIUNLILIOD
UIylm aoepsiul (1oAeT |BoIS A HJ/I9]|03U0)) $$900Y WNIpa) AHJ/DOVIA Juswajdu 0} Sjuswipoquus SNOLBA

£°G1°Z08 o aoe|d ul pakojdwa

PIN0D BE'GL'Z08 ‘JUSWIPOQIS YIES Ul

ga. ‘b4

aq Alsnyeulsye

suoipod AHd zZ Buiaey Ainouio sjbuis yum sy jenp

(S)DVIN ulyum ajqeosas Apjeuonouny €°GL 208

I\u\ 7 pue L |'Z08 ‘sjuauwipoquid 9say) JO Yoea ulyjim

v. ‘b4

suoipod AHd zZ Buiaey AinaJo ai6uls yim Sy ajbuls

}N2JID pajelbaul

1 ]
i ]
] ]
1o_foa AHd Aynosio :o._toa o B mo_roa AHd Koo co._toa
¢'61°208 333 AHd tLzog33a | | ! ]! £'61°208 333 AHd 11208 333

] ]

) 1 i B X
2 N v

Y v ]

OV . A K Aujeuonouny Ayjeuonouny
£'G1'Z08 333 OV L1208 333l i 11| eg zog33m | OYW 11208 333
] ]

vl
] ]
] ]
] I

}IN2.I0 pajelbajul

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 008



US 8,208,449 B2

Sheet 8 of 15

Jun. 26, 2012

U.S. Patent

333) yjog Hoddns 0} S30IASP UOHEIIUNLLLLOD UIYIM 82eMalul AHJ/DVIN Juswsidwi 0} SJUSWIPOGLUS 18Y}0 SNOUEA

Awjeuonouny ¢'G|°z08 3331 pue ||°208

€°G1 208 Jo d@oeid ul palkojdws aq Ajpajeuls)e

PIN0D BE'GL'Z08 JUSWIPOGUIS Loes Ul

g8 "bi4

SAHd [enp yum Oy |Buls

AHd €61

'¢08 3331

AHd L1208 3331

!

A

A

A

A

/

Ajljeuonouny
€'61L'208 3331

OVIN

y

Ajlleuonouny
L1'208 333

}noJ10 pajelbajul

(S)DVIN ulynm s|gejosjes Ayjeuonouny €°GL°Z08

I\W 7 pue || Z0g ‘sjuswipoqua asay} Jo yoea uiyum

vg ‘614
SAHd [enp YyIm sOvIN [enp

AHd €°G1°208 3331

AHd 117208 3331

[

Y

A

\

]

y

OVIA £€°G1 208 333

OV L1208 3331

}INoJ13 pajesbajul

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 009



US 8,208,449 B2

Sheet 9 of 15

Jun. 26, 2012

U.S. Patent

6 ‘614

wajsAs uoeDIUNWIWIOD SS3RIIM UIYM Ajeuonouny 61208 3331 pue ||'208 3331 yloq Buroddns oy poyjew

(pJepueys pajejas | L'zog 333 ue o} Buipiodoe ““6°8) ajel ejep puooss
€ Je SNYd/siauodid €°G1'208 333 WwJoj 0} padnolb jou S80IASP UOHEIIUNWILLIOD USaMISq uolediunwiwos Buipoddns

+

(psepueys
NVd ajel ejep ybiy papusixa eg'GL'z08 3331 10 piepuess Nvd ajed eep ybiy ¢'61°z0g 333 0} buipiosoe “6°3)
ajel elep Jsiij e Je SNYJ/siauodld £'GL° 208 J33J] paWwIo) JO SSOIASP UOIEJIUNWWOD Udamiaq uonesiunwwod bBuinoddns

}

SNvd/sjeuodld ¢'G1'208 3331 buiwwioy Aqaisy} dv
/(s)v¥1S Buidnoib Aj@jendosdde ‘sayjo yoes oy Aywixoid jo w QL Jo snipel uey) ssa| Ajgjewixoidde uiyum (s)dv/(S)VLS 1o}

»

(S)V.LS pue (S)dV J0 suoieso| aAijejas buluiwisiap

Exhibit-1023
Page 010

Unified Patents, LLC v. Ozmo Licensing LLC




US 8,208,449 B2

Sheet 10 of 15

Jun. 26, 2012

U.S. Patent

oL 614

Ajljeuoijoun; uonesiuNWWOd G1°Z08 3331 Jo/pue || 'Z08 3331 Bunosjes 1o} poyjaw

sajel ejep | 1'208 333 buisn dv jeus pue (s)v1s
asoy)} usamiaq uoljesunwwod Bululeurew ‘qy ue o} Ajwixoad Jo w QL 4o snipel Ajgjewixosdde uiyum jou (s)yLS Jos

+

(psepuels Nvd o1el ejep ybiy papusixa eg'Gl'z08
3331 Jo piepuels Nvd 93el ejep ybiy ¢'G1°zZ08 3331 0} buipiodoe “68) sajel ejep G| 'z0g8 3331 Buisn 4v eyl pue (S)v1S
asoy) usamjaq uonediunwwod Buipesbdn ‘qy ue o} Ajwixoud Jo w Q| Jo snipes ueyy sss| Ajgjewixoidde uiypm (s)y 1S 10}

+

(S)VLS pue (s)dV 40 suoiedo| aanejas Buluiwisiep

t

sajes ejep |1'z0g 33| Buisn wejsAs uonesIUNWWIOD SSBJBIIM JO SSIINSP ||E USBaMaq suofediunwiwod Buipoddns Ajjeiu

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 011



US 8,208,449 B2

Sheet 11 of 15

Jun. 26, 2012

U.S. Patent

Ll B4

Ajeuonouny uonesIuNWWOD G| °Z0g 3331 Joj/pue ||'Z0g 3331 usamiaq Buijos)as AjesiweuAp Joy poyiaw

sabueyo Aue 1oy

ou
m Buipesbumop m Buuoyuow snuRuod Aew
i Jojpue BuipesBdn apnjoul Aew %/
S L}
L1'208 3331 2dAy Jo 61208 ———s0A (sobueyo fue > ---------- .

3331 @dA} 8q 0} $HyUIj UOEDIUNWIWOD
ajeudosdde jo Bujubisse-al

soh

Y

(SIVLS pue (s)dV o suoljeao] anje;al ul sebueyd Aue 1o} Bunoyuow

1

Yy

sojel ejep G| 'z0g 3331 Buisn syuy
uonediunwwod paubisse GL'zog 3331
adA uo uonesiunwwod Buipoddns

sojel ejep 11208 3331 Buisn syuy
uoneoIuNwWWoo paubisse | 1'zog 3331
adAy uo uonesunwwod Buioddns

sjuswubisse
aAoadsal 0} BuipIooo. SHUI| UOHEDIUNWIWIOD Uo uoleounwwoo Burpoddns

}

L1°208 3331 @dA} 10 G| "Z08 3331 8dA} 8q 0 yuI| UoOHEDILUNWIWOD Jey)
Buiubisse ‘Jy Buipuodsaliod s} pue ) S Yoea usamiaq Ajiwixold aAnejas uo paseq

1

(S)VLS pue (s)dY 40 suoneso| aaje|a. Buluiwialap

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 012



US 8,208,449 B2

Sheet 12 of 15

Jun. 26, 2012

U.S. Patent

Zl ‘B4

sapow jeuoljesado puodas pue isiy buipoddns Ayjeuonouny Bulioyuow uooeaq |enp

apow |euonelado puooas
Jo spouw |euonelado isiy
0} Buipioooe Buneloosse uaym
18s Aljigeded ajeaiunwiwo
0} 9|qesado osje sy1S

(suooeaq ¢'GLz08 pue | |'zog “69)
apow |euoljeiado puodas pue apow |euonelsado
1S4} 4)oQ Jo} suooeaq Jojuow Ajsnosueynwis sy 1S

_| V1S

_| V1S _| V1S

(suooeaq ¢'G1°208 pue | 1'20g “69)
apouw |euoijeiado puooas pue apow |euoijesado
1sJ1} Jo} suooeaq sapinoid Ajsnosuejinwis dy A

dv

(S0188 UOHNQUlSIA) SQ Wo1y/0)

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 013



US 8,208,449 B2

Sheet 13 of 15

Jun. 26, 2012

U.S. Patent

¢1 By

Sapouw |euonesado puodas pue Isily usamyaq Buluajsuel) usym uoneinbiyyuod J1ake| 4| Jo/pue uonesiuayne

youms
apouw jeuonesado
apouw |euonelado puodas “ —~ apow |euonesado sy

uoneinbyuos 1ake| d| 1o/pue
uoljeanuayne awes uejujew

_l V1S _l V1S
(ebueyoxs ejep (eBueyoxs ejep
juanbasqns 1oy} Ay (ssaippe juanbasqns 10} A8y (ssaippe
oujaWWAs) Aay uoissas ‘g 11208 “6'9) oujPWWAS) A9y UOISSSS 'Z L1208 “'6°9)
(VLS pue dy usamjaq Aay uopeinbyuos (V1S pue 4y uasamiaq Aay uoneinbyuod
ajeaud pue Aay oqnd) 19hef di ayeaud pue £ay olqnd) 19Ae| dI

abueyoxa Aay oujeWWAS '| abueyoxs Aay ouBWIWAS "}

dv dv

! f

(301A198 UOHNGUISIA) SA WOL/O) (801A185 UORNQUISIA) SA WOL/0}

L I

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 014



US 8,208,449 B2

Sheet 14 of 15

Jun. 26, 2012

U.S. Patent

Buissaooid awely JyIA
wiopad 0} a|qesado

vl B4
uswabuelre HYN/AHI

(puegapim) pua-juol) 4y uoWWoD ——

auibus | 44 uowwos

300]q Buissasold puegaseq
A

Y

Jake| eousbianuoo aoepsiul AHA/DOYIN

A

lojelal@o0e P
d alempiey <
3 v
y >
(DISV J0) dsa
slayng ¥ Mlowsw |e »| 9|qewweiboid

OV

1n2uI0 pajeibsiul

3 \
v

Spu3a-juol) 4y aeledas
(a10w 10) Z AjoAneula)e

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 015



US 8,208,449 B2

Sheet 15 of 15

Jun. 26, 2012

Gl ‘B4

Wa)SAS UONEOIUNLIWIOD B OJul Si8A.| S10W IO | joeq papuaxe Buleq suogyoeq

Z
_| V1S
awoy ¢ b
au} utyym syaxood _| vis _n vis
(eg 10) £'G1°208
dv

!

(L1°Z08 3331 “'6°3) suogyoeq
(s211198 UOHNQUISIA) SA WO/0}

awoy
SY} Ulypm 11208

(91208
pue ‘c'G1'z08 ‘L 1'208 “69)

sapouw |euoljelado ¢ poddns
/ Aew sOyy spow-nw

_
)

f

Exhibit-1023

Unified Patents, LLC v. Ozmo Licensing LLC

Page 016

U.S. Patent

(spueq AL h__._>\n=._3 ut . -
NV 1M abuel 1abuoj zog 333| +8yjo “6°8) mcmgnw_wmm w_m_Zm_m__ %oww\ou
NVIM puEq [uueyd A Wou/o)
)

’ \

\ /
,~~~awoy 0} dn spueq'~,

! AL JHA/HHN U NVIM
_,wmcmﬁmmco_wowm_mm_

N 18yjo /

=\

]

|

1
/

awoy o} dn 91°208



US §,208,449 B2

1
MULTI-MODE WLAN/PAN MAC

CROSS REFERENCE TO RELATED
PATENTS/PATENT APPLICATIONS

The present U.S. Utility patent application claims priority
pursuant to 35 U.S.C. §119(e) to the following U.S. Provi-
sional Patent Application which is hereby incorporated herein
by reference in its entirety and made part of the present U.S.
Utility patent application for all purposes:

1. U.S. Provisional Application Ser. No. 60/534,731,

entitled “Multi-mode WLAN/PAN MAC,”, filed Jan. 5,
2004.

BACKGROUND OF THE INVENTION

1. Technical Field of the Invention

The invention relates generally to communication systems;
and, more particularly, it relates to management and alloca-
tion of the available communication resources and function-
ality within communication systems.

2. Description of Related Art

Data communication systems have been under continual
development for many years. In recent years, WPANs (Wire-
less Personal Area Networks) have been under increasing
development. A WPAN may be viewed as a network that is
established when two or more devices connect to support
communication of data between themselves in an area having
a radius of up to approximately 10 meters. Typically, earlier
implementations of WPANS include a central PNC (piconet
coordinator) or a “master” that governs the communication of
all of the other communication devices within the WPAN.
Although some more recent designs of WPANs focus more
particularly distributed control of the network management
and communication between the various devices therein.
Also, any of the communication devices within sucha WPAN
is typically capable of operating as the PNC.

As is known, the Bluetooth® communication standard is
the first such PAN (Personal Area Network) communication
standard that has been developed. In accordance with the
Bluetooth® communication standard, the communication
between the various devices in such a WPAN is strictly per-
formed using an M/S (Master/Slave) configuration. Each of
the devices within such a Bluetooth® WPAN is M/S capable.
Typically one of the devices or a first device within the Blue-
tooth® WPAN, transmits a beacon signal (or an access invi-
tation signal) while operating as the “master” device of the
Bluetooth® WPAN to the other “slave” devices of the Blue-
tooth® WPAN. In other words, the “master” device of the
Bluetooth® WPAN polls the other “slave” devices to get them
to respond.

However, other WPANs may be implemented such that the
devices do not operate according to such an M/S (Master/
Slave) type relationship. Typically, some of the communica-
tion devices within the WPAN are designated and operate as
PNCs, and some of the communication devices are desig-
nated and operate as DEVs. The PNCs operate to coordinate
the communication between themselves and the DEV's within
the WPAN. Sometimes, such a PNC may be implemented to
operate as a master with respect to the 1 or more DEVs that
operate as slaves, but this need not be the case in all
instances—the strict M/S relationship is typically the case
only in a Bluetooth® WPAN.

In even some other instances, two or more Bluetooth®
piconets operate cooperatively such that they communicate
via the masters of the two or more corresponding Bluetooth®
piconets. For example, in a scatternet, a single DEV may
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interact with two or more masters. This implementation will
allow various devices within different piconets that are
located relatively far from one another to communicate with
one another via the masters of their corresponding piconets.
However, within a scatternet implementation, a problem may
arise such that each of the individual piconets must be able to
operate in relative close proximity with other piconets with-
out interfering with one another. This inherently requires a
great deal of synchronization between the piconets, which
may be very difficult to achieve in some instances. It is also
noted that independently operating piconets, not imple-
mented within a scatternet implementation, may also suffer
from deleterious effects of interference with other piconets
located within relative close proximity.

Some PAN communication standards and recommended
practices have been developed (and some are still being devel-
oped) by the IEEE (Institute of Electrical & Electronics Engi-
neers) 802.15 working group. These standards and recom-
mended practices may generally be referred to as being
provided under the umbrella of the IEEE 802.15 working
group. Perhaps the most common standard is the IEEE
802.15.1 standard which adopts the core of Bluetooth®
specification and which generally can support an operational
rate of 1 Mbps (Mega-bits per second).

The IEEE 802.15.2 recommended practice specification
has been developed primarily in an effort to support the co-
existence of the IEEE 802.15.1 Bluetooth® core with IEEE
802.11b and IEEE 802.11g WLANs (Wireless Local Area
Networks). As some examples of the pertinent frequency
spectra of concern, the IEEE 802.11b and IEEE 802.11g
WLAN (Wireless Local Area Network) standards both oper-
ate within the approximate 2.4 GHz frequency range. The
IEEE 802.11a WLAN standard operates within the approxi-
mate 5 GHz frequency range. This IEEE 802.15.2 recom-
mended practice specification has been developed to ensure
that such a WLAN and a Bluetooth® piconet may operate
simultaneously within relatively close proximity of one
another without significant interference with one another.

In addition, the IEEE 802.15.3 high data rate PAN standard
has been developed in an effort to support operational rates up
to approximately 55 Mbps. In this IEEE 802.15.3 standard,
the PNCs and DEVs do not operate according to an M/S
relationship as they do according to Bluetooth®. In contra-
distinction, a PNC operates similarly to an AP (Access Point)
and manages the various DEVs such that they are guaranteed
to perform their respective communication according to their
appropriate time slots thereby ensuring proper performance
and operation within the piconet. An extension (currently
under progress) of the IEEE 802.15.3 high data rate PAN
standard is the IEEE 802.15.3 WPAN (Wireless Personal
Area Network) High Rate Alternative PHY Task Group 3a
(TG3a). This is sometimes referred to the IEEE 802.15.3a
extended high data rate PAN standard, and it can support
operational rates up to 480 Mbps.

Yet another standard developed by the IEEE 802.15 work-
ing group is the IEEE 802.15.4 low data rate PAN standard
that generally supports data rates within the range of approxi-
mately 10 kbps (kilo-bits per second) and 250 kbps.

Referring to the IEEE 802.11 standards, it has been under
continual development in an effort to try to improve the way
in which WL AN’ operate. In this particular effort, there have
been a number of amendments to the IEEE 802.11 standard,
initially starting with the 802.11a standard, and then also
including the commonly known 802.11b standard and an
even newer amendment, namely, the 802.11g standard. The
802.11g standard is backward compatible with the 802.11b
standard, so that legacy devices within the WLAN can still
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interact with the WL AN, although 802.11g operable devices
operating within an 802.11b WLAN typically employ a
reduced functionality set.

There are typically two manners that are known in the art
by which a WLAN may be implemented: ad hoc (shown in
FIG. 1A) and infrastructure (shown in FIG. 1B).

FIG. 1A is a system diagram illustrating a prior art ad hoc
WLAN (Wireless Local Area Network) communication sys-
tem. Referring to FIG. 1A, the ad hoc implementation
employs a number of WLAN interactive devices that are
typically operable to communicate with each of the other
WLAN interactive devices within the WLAN. There is often-
times no regimented or organized structure to the network. In
some instances, one of the WLAN interactive devices is des-
ignated as a master of the network and the other WLAN
interactive devices operate as slaves with respect to that mas-
ter.

FIG. 1B is a system diagram illustrating a prior art infra-
structure/multiple AP (Access Point) WLAN communication
system. Referring now to the FIG. 1B, in the infrastructure (or
multiple AP) WLAN, a number of APs are employed to
support communication with the WLAN interactive devices
(which are sometimes referred to as STAs (wireless STA-
tions) in the infrastructure implementation). This infrastruc-
ture architecture uses fixed network APs with which the STAs
can communicate. These network APs are sometimes con-
nected to landlines (that may be connected to one or more
WANSs (Wide Area Networks)) to widen the communication
system’s capability by bridging wireless nodes to other wired
nodes. If service areas overlap, handoffs can occur. This infra-
structure structure may be implemented in a manner that is
analogous to the present day cellular networks around the
world.

Considering the various 802.11 standards, the IEEE
802.11g standard extends the data rates for packet transmis-
sion in the 2.4 GHz (Giga-Hertz) frequency band. This is
achieved by allowing packets, also known as frames, of two
distinct types to coexist in this band. Frames utilizing DSSS/
CCK (Direct Sequence Spread Spectrum with Complemen-
tary Code Keying) modulation have been specified for trans-
mission in the 2.4 GHz band at rates up to 11 Mbps (Mega-
bits per second) as part of the 802.11b standard. The 802.11a
standard uses a different frame format with OFDM (Orthogo-
nal Frequency Division Multiplexing) modulation to transmit
at rates up to 54 Mbps (Mega-bits per second) with carrier
frequencies in the 5 GHz band. The 802.11g standard allows
for such OFDM frames to coexist with DSSS/CCK frames at
2.4 GHz. However, the properties of these two different types
of frames, as well as their processing at an 802.11g receiver,
are very different. Also, this portion of the frequency spec-
trum is unlicensed, so there are many other non-packet sig-
nals present in this band which should be ignored by an
802.11g receiver. In general, there are a variety of ways in
which the communications may be supported under the
umbrella of the IEEE 802.11 standards.

In the current state of the art, the standards generated by the
IEEE 802.15 working group and the IEEE 802.11 standards
are separate and distinct in operation with no overlap with one
another. A primary design directive of the various communi-
cation protocols associated with these standards is to allow
their co-existence without interacting and/or interfering with
one another. Within the prior art, those communication sys-
tems and devices included therein that employ any of the
standards generated by the IEEE 802.15 working group
exclusively employ a standard generated by the IEEE 802.15
working group, and those communication systems and
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devices included therein that employ any of the IEEE 802.11
related standards exclusively employ an IEEE 802.11 related
standard.

BRIEF SUMMARY OF THE INVENTION

Various aspects of the invention can be found in a commu-
nication device including a multi-mode WLAN/PAN MAC
(Wireless Local Area Network/Personal Area Network
Medium Access Controller). The communication device
includes at least one PHY receiver and at least one MAC
(Medium Access Controller) that is communicatively
coupled to that PHY receiver. The MAC is implemented to
provide for functionality of at least two different operational
modes.

This may be achieved in any of a variety of ways. Fore
example, a single MAC may be employed that has 2 distinct
and separate functional blocks contained therein to support 2
different operational modes. Alternatively, 2 entirely separate
MACSs may be employed such that each MAC supports one of
the operational modes, and only one of the MACs is
employed at any given time.

Similarly, the PHY receiver may be implemented in a
number of ways. For example, a single circuitry including
more that one PHY receiver portion may be employed that is
operable to process received signals from other communica-
tion devices within whichever type of communication system
the communication device may be implemented, and the
appropriate PHY receiver portion of the circuitry is then
operable to provide the processed received signals to the
MAC (or more than 1 MAC, depending on the particular
implementation). There are a variety of combinations in
which this PHY to MAC interfacing within the communica-
tion device may be implemented varying from 1 to 2 PHY
receivers and from 1 to 2 MACs. However, regardless of the
manner in which the PHY and MAC interface is imple-
mented, the MAC operates as a multi-mode WLAN/PAN
MAC thatallows the communication device to support opera-
tion in either one of a WLAN (Wireless Local Area Network)
or a piconet/PAN (Personal Area Network).

For example, looking at some examples of various types of
operational modes that may be supported by such a multi-
mode MAC, a first operational mode may be implemented as
an IEEE (Institute of Electrical & Electronics Engineers)
802.11 type operational mode, and a second operational
mode may be implemented as an IEEE 802.15 type opera-
tional mode. In such an instance, the communication device is
then operable to operate within a first communication system
ofa WLAN as well as a second communication system of a
piconet/PAN. The communication device may switch opera-
tional modes over time. For example, the communication
device may initially operate according to the IEEE 802.11
type operational mode, and then the communication device
may subsequently operate according to the IEEE 802.15 type
operational mode. The converse may alternatively be per-
formed: the communication device may initially operate
according to the IEEE 802.15 type operational mode, and
then the communication device may subsequently operate
according to the IEEE 802.11 type operational mode. It is also
noted that the IEEE 802.11 type operational mode may cor-
respond to any one of the IEEE 802.11a standard, the IEEE
802.11b standard, or the IEEE 802.11¢g standard. Similarly,
the IEEE 802.15 type operational mode may correspond to
any one of the IEEE 802.15.3 high data rate PAN standard or
the IEEE 802.15.3a extended high data rate PAN standard.

Generally, any number of various embodiments of com-
munication devices that include a multi-mode WLAN/PAN
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MAC as described herein can operate according to multiple
operational modes including an IEEE 802.11 type opera-
tional mode and an IEEE 802.15 type operational mode. By
allowing various communication links within such a commu-
nication system to upgrade to IEEE 802.15.3 functionality
from IEEE 802.11 functionality, the various communication
devices within such a communication system can offload the
bandwidth used for one operational mode (e.g., IEEE 802.11)
for use in another operational mode (e.g., IEEE 802.15.3). By
providing the multi-mode WLAN/PAN MAC within the vari-
ous communication devices within such a communication
system, the overall operation of the communication system
may be performed as to ensure greater throughput and overall
efficiency. Moreover, various types of methods may be per-
formed to support the functionality described herein without
departing from the scope and spirit of the invention.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWINGS

FIG. 1A is a diagram illustrating a prior art ad hoc WLAN
(Wireless Local Area Network) communication system.

FIG. 1B is a diagram illustrating a prior art infrastructure/
multiple AP (Access Point) WLAN communication system.

FIG. 2 is a diagram illustrating an embodiment of a WLAN
that may be implemented according to certain aspects of the
invention.

FIG. 3A is a diagram illustrating an embodiment of the
frequency spectrum of a UWB (Ultra Wide Band) signal
when compared to some other signal types according to cer-
tain aspects of the invention.

FIG. 3B is a diagram illustrating an embodiment of UWB
(Ultra Wide Band) spectrum partitioning into a plurality of
sub-bands according to certain aspects of the invention.

FIG. 4 is a diagram illustrating an embodiment of a pico-
net/PAN (Personal Area Network) (shown as a wireless com-
munication system) that is built according to certain aspects
of the invention.

FIG. 5 is a diagram illustrating an embodiment of APs and
STAs that include functionality to support both IEEE 802.11
and IEEE 802.15.3 communication according to certain
aspects of the invention.

FIG. 6 is a diagram illustrating an embodiment of beacon
structure similarities of IEEE 802.11 and IEEE 802.15.3
communications that may be capitalized upon in accordance
with certain aspects of the invention.

FIG. 7A, FIG. 7B, FIG. 8A, and FIG. 8B are diagrams
illustrating various embodiments to implement MAC/PHY
(Medium Access Controller/PHYsical Layer) interface
within communication devices to support both IEEE 802.11
and IEEE 802.15.3 functionality according to certain aspects
of the invention.

FIG. 9 is a flowchart illustrating an embodiment of a
method for supporting both IEEE 802.11 and IEEE 802.15
functionality within a wireless communication system
according to certain aspects of the invention.

FIG. 10 is a flowchart illustrating an embodiment of a
method for selecting IEEE 802.11 and/or IEEE 802.15.3
communication functionality according to certain aspects of
the invention.

FIG. 11 is a flowchart illustrating an embodiment of a
method for dynamically selecting between IEEE 802.11 and/
or IEEE 802.15 communication functionality according to
certain aspects of the invention.

FIG. 12 is a diagram illustrating an embodiment of dual
beacon functionality supporting first and second operational
modes according to certain aspects to the invention.
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FIG. 13 is a diagram illustrating an embodiment of authen-
tication and/or IP (Internet Protocol) layer configuration
when transferring between first and second operational
modes according to certain aspects to the invention.

FIG. 14 is a diagram illustrating an embodiment of PHY/
MAC arrangement that may be implemented according to
certain aspects to the invention.

FIG. 15 is a diagram illustrating an embodiment of a back-
bone being extended back 1 or more layers into a communi-
cation system according to certain aspects to the invention.

DETAILED DESCRIPTION OF THE INVENTION

Various embodiments are described herein to show some of
the possible manners in which a multi-mode WLAN/PAN
MAC (Wireless Local Area Network/Personal Area Network
Medium Access Controller) may be implemented within vari-
ous communication devices in accordance with the invention.
Some general examples of the types of communication sys-
tems in which such multi-mode WLAN/PAN MACs may be
implemented are provided, but such a multi-mode WLAN/
PAN MAC may generally be implemented within any appro-
priate communication device to allow the communication
device to support communication according to various opera-
tional modes. Two such operational modes that are included
within this scope are those associated with the IEEE 802.11
related standards and those standards generated by the IEEE
802.15.3 working group.

FIG. 2 is a diagram illustrating an embodiment of a WLAN
(Wireless Local Area Network) that may be implemented
according to certain aspects of the invention. The WLAN
communication system may be implemented to include a
number of devices that are all operable to communicate with
one another via the WLAN. For example, the various devices
that each include the functionality to interface with the
WLAN may include any one or more of a laptop computer, a
television, a PC (Personal Computer), a pen computer (that
may be viewed as being a PDA (Personal Digital Assistant), a
personal electronic planner, or some similar device in various
instances), a mobile unit (that may be viewed as being a
telephone, a pager, or some other mobile WLAN operable
device), and/or a stationary unit (that may be viewed as a
device that typically resides in a single location within the
WLAN). The antennae of the various WLAN interactive
devices may be integrated into the respective, corresponding
devices without departing from the scope and spirit of the
invention as well.

This illustrated group of devices that may interact with the
WLAN is not intended to be an exhaustive list of device that
may interact with a WLAN, and a generic device shown as a
WLAN interactive device represents any generic device that
includes the functionality in order to interactive with the
WLAN itself and/or the other devices that are associated with
the WLAN in accordance with one or more of the various
embodiments of the invention described herein. Any of these
devices that associate with the WL AN may be viewed generi-
cally as being such a WLAN interactive device without
departing from the scope and spirit of the invention. Each of
the devices and the WL AN interactive device may be viewed
as being located at nodes of the WLAN.

It is also noted that the WLAN itself may also include
functionality to allow interfacing with other networks as well.
These external networks may generically be referred to as
WANSs (Wide Area Networks). For example, the WLAN may
include an Internet I/F (interface) that allows for interfacing
to the Internet itself. This Internet I/F may be viewed as being
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abase station device for the WLAN that allows any one of the
WLAN interactive devices to access the Internet.

It is also noted that the WLAN may also include function-
ality to allow interfacing with other networks, such as other
WANS, besides simply the Internet. For example, the WLAN
may include a microwave tower I/F that allows for interfacing
to a microwave tower thereby allowing communication with
one or more microwave networks. Similar to the Internet I/F
described above, the microwave tower I/F may be viewed as
being a base station device for the WL AN that allows any one
of the WLAN interactive devices to access the one or more
microwave networks via the microwave tower.

Moreover, the WLAN may include a satellite earth station
I/F that allows for interfacing to a satellite earth station
thereby allowing communication with one or more satellite
networks. The satellite earth station I/F may be viewed as
being a base station device for the WL AN that allows any one
of the WLAN interactive devices to access the one or more
satellite networks via the satellite earth station I/F.

This finite listing of various network types that may inter-
face to the WLAN is not intended to be exhaustive. For
example, any other network may communicatively couple to
the WLAN via an appropriate I/F that includes the function-
ality for any one of the WL AN interactive devices to access
the other network.

Any one or more of the various WLAN interactive devices
described within this embodiment may each be implemented
to include a multi-mode WLAN/PAN MAC that is described
herein according to the invention. For example, in this par-
ticular embodiment, the functionality of at least one of the
operational modes is associated with one or more of the IEEE
802.11 related standards (e.g., including 802.11a, 802.11b,
and 802.11g). In one embodiment, another of the operational
modes supported by a multi-mode WLAN/PAN MAC that
may be implemented within any one or more of the WLAN
interactive devices is operable to support communications
according to one or more of the standards generated by the
IEEE 802.15.3 working group. By providing such a multi-
mode WLAN/PAN MAC within the devices of such a com-
munication system, the various devices may switch back and
forth between the various operational modes supported by the
multi-mode WLAN/PAN MAC. In doing so, a greater allo-
cation and management of the available communication
resources and functionality within the communication sys-
tem, including the individual communication resources of the
individual communication devices within the communication
system, may be made.

As mentioned above, one of the particular embodiment in
which the invention may be implemented includes a multi-
mode WLAN/PAN MAC that supports communication
according to one or more of the IEEE 802.11 related stan-
dards and also according to one or more of the standards
generated by the IEEE 802.15.3 working group. As such,
some more information is provided below regarding some
ways in which a piconet/PAN (Personal Area Network) may
be implemented. Such information is important in ensuring
that such a multi-mode WLAN/PAN MAC is indeed operable
to support communications according to both one or more of
the IEEE 802.11 related standards and also according to one
or more of the standards generated by the IEEE 802.15.3
working group that employ UWB (Ultra Wide Band) signals.

FIG. 3A is a diagram illustrating an embodiment of the
frequency spectrum of a UWB (Ultra Wide Band) signal
when compared to some other signal types according to cer-
tain aspects of the invention. UWB communications operate
by sending pulses whose energy spreads across a broad fre-
quency spectrum. For comparison, RF (Radio Frequency)
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communications typically operate by using a narrowband
frequency carrier to transmit information. RF signals may be
viewed as occupying a relatively narrowband range of fre-
quency spectra. It is also noted that the PSD (Power Spectral
Density) of a UWB signal typically does not rise above the
PSDs of other interfering signals within an available spec-
trum of interest.

A UWB signal is one type of a spread-spectrum signal. A
spread-spectrum signal may be viewed as a signal that occu-
pies a frequency band that is much wider than the minimum
bandwidth required by the information signal. For example, a
transmitter “spreads” the energy (that is typically originally
concentrated in narrowband) across a wider frequency band.
One benefit of a spread-spectrum signal is that it provides
increased immunity with respect to narrowband interference.
A narrowband signal will not fully obliterate the UWB signal
because of the much wider bandwidth of the UWB signal. It
is also important to note that a UWB signal may also be
characterized as a function of time, not frequency.

FIG. 3B is a diagram illustrating an embodiment of UWB
(Ultra Wide Band) spectrum partitioning into a plurality of
sub-bands according to certain aspects of the invention. Rela-
tively recently, the FCC (Federal Communications Commis-
sion) has defined the available spectrum for UWB communi-
cations as being between 3.1 GHz (Giga-Hertz) and 10.6
GHz. In addition, the FCC defined the minimum spectral
width of any UWB signal within the available UWB spectrum
to be 500 MHz (Mega-Hertz).

Moreover, this FCC definition allows for a PSD across the
UWB spectrum of -41.25 dBm/MHz of bandwidth. As a
reminder, 0 dBm is the decibel (dB) measure of power of a
signal referenced to 1 mW (milli-Watt). This means that the
total power that may be employed by a UWB signal is
approximately —14.26 dBm in any individual 500 MHz sub-
band within the entire available UWB bandwidth of 7.5 GHz.
In addition, if a pulse is sent using the entire 7.5 GHz of
available UWB bandwidth, then the total transmitted power
of'a UWB signal is approximately —2.5 dBm.

FIG. 4 is a diagram illustrating an embodiment of a pico-
net/PAN (Personal Area Network) (shown as a wireless com-
munication system) that is built according to certain aspects
ofthe invention. In general, a piconet may be viewed a subset
of the general type of wireless type network, WPAN. This
embodiment may be viewed as being a piconet type imple-
mentation of a WPAN. The use of the terminology piconet is
typically used to characterize the smallest such wireless type
network that falls under the WPAN umbrella. From this per-
spective, a piconet may be viewed as being the network that is
established when any two devices connect to support com-
munication between them. The piconet may be implemented
using a number of piconet operable devices such that one of
the piconet operable devices is designated as and operates as
a PNC (piconet coordinator) and 1 or more of the other
piconet operable devices are designated as and operate as
DEVs (piconet devices). In some instances, the DEVs may
communicate with one another according to a p2p (peer to
peer) relationship. Alternatively, the DEVs may communi-
cate with one another via the PNC (where the PNC operates
essentially as a relaying element).

To support communication between each of the DEVs
(which may be performed simultaneously at some times) and
the PNC, the communication must be implemented in such a
way that the communication links between each DEV and the
PNC will not interfere with the other communication links in
any other SOP (Simultaneously Operating Piconet) that is
located within a relatively close proximity to this piconet.
That is to say, when two or more piconets operate within
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relatively close proximity to one another, the communication
within each of the respective piconets must be implemented
in such a way that simultaneously operation of the two or
more piconets (e.g., the coexistence and operation) may be
performed without interfering with one another.

Moreover, the piconet/ WPAN shown in this embodiment,
as well as within other embodiments described herein are
operable in accordance with the constraints provided by the
IEEE 802.15.3 high data rate PAN standard and may also be
implemented such that the piconet is operable in accordance
with other wireless communication standards as well (e.g.,
including other standards generated by the IEEE 802.15.3
working group).

FIG. 5 is a diagram illustrating an embodiment of APs and
STAs that include functionality to support both IEEE 802.11
and IEEE 802.15.3 communication according to certain
aspects of the invention. This embodiment shows how a
WLAN may be implemented such that the various devices
included therein (APs and STAs) sometimes operate accord-
ing to one or more of the IEEE 802.11 related standards and
sometimes operate according to one or more of the standards
generated by the IEEE 802.15.3 working group. This way,
various devices within such a communication system may
operate according to a WL AN at a given time, and other of the
devices within the communication system may operate
according to a piconet/PAN at the same given time. This may
be achieved borrowing on the functionality provided by the
multi-mode WLAN/PAN MAC:s that are implemented within
each of the communication devices included within this com-
munication system.

From one perspective, the STAs that are located within a
sufficiently close proximity to their respective AP may
upgrade the communication supported between them from an
IEEE 802.11 related standard to a higher date rate standard
generated by the IEEE 802.15.3 working group. For example,
the communication between such STAs and AP may be
upgraded from the IEEE 802.11b standard to the IEEE
802.15.3 high data rate PAN standard in one exemplary situ-
ation. By doing this upgrading of the communication sup-
ported between the devices to a higher data rate piconet/PAN
supported protocol, these devices may benefit from greater
throughput and efficiency of operation. By the vary nature
that the 802.11 related standards are designed to ensure co-
existence with the standards generated by the IEEE 802.15.3
working group, these STAs and AP may operate in sucha way
as to have minimal (if any) interference with other STAs and
APs that may continue to operate according to one of the
802.11 related standards. Moreover, even an AP that has had
communication links to its respective STAs upgraded to a
higher data rate communication link (e.g., from IEEE
802.11a standard to the IEEE 802.15.3 high data rate PAN
standard) may continue to support communication with other
of'its respective STAs according to the non-upgraded 802.11
related standard by which communication was initially sup-
ported before the upgrade of some of the communication
links. This determination of which STAs are within suffi-
ciently close proximity to their corresponding AP may be
performed any number of ways. For example, this may be
performed via triangulation using communication between
three devices within the communication system. Alterna-
tively, each of the devices may include some position-deter-
mining functionality included therein.

By whichever means the relative positions of the various
devices is determined within the communication system, a
radial distance measurement of approximately 10 m (10
meters) may be employed in determining if the devices are
sufficiently close as to permit the upgrading of the commu-
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nication links therein from an 802.11 related standard to a
higher date rate standard generated by the IEEE 802.15.3
working group.

A specific comparison of the improved data rates that may
be achieved when upgrading the communications from an
802.11 related standard to a higher date rate standard gener-
ated by the IEEE 802.15.3 working group is made here to
provide for a specific and concrete example of just one of the
beneficial aspects of the invention. Operation according to the
IEEE 802.11 related standards generally can support data
rates up to approximately 54 Mbps (Mega-bits per second).
While this may be perfectly acceptable for certain applica-
tions, a higher data rate is almost always preferable. The IEEE
802.15.3 high data rate PAN standard is a standard that can
provide for a much higher data rate (increased by a factor of
up to approximately 18.5 over the IEEE 802.11 related stan-
dards). Specifically, the IEEE 802.15.3 high data rate PAN
standard can support data rates up to approximately 1 Gbps
(Giga-bits per second) within radial distances of approxi-
mately less than 10 m. By ensuring that those devices that are
in fact sufficiently close to one another (e.g., less than 10 m
radial distance) can in fact operate according to the IEEE
802.15.3 high data rate PAN standard and thereby support the
higher data rates approaching approximately 1 Gbps.

The relatively longer distance of the DS (Distribution Ser-
vice) that communicatively couples various APs within this
communication system may continue to operate by support-
ing the data rates approaching approximately 54 Mbps as
supported according to one of the IEEE 802.11 related stan-
dards. This relatively longer distance is substantially larger
than the approximately less than 10 m radial distance within
which the devices whose communication links have been
upgraded to operate according to the IEEE 802.15.3 high data
rate PAN standard.

It is also noted that each of the various STAs depicted
herein may be implemented to be operable to support simul-
taneous monitoring of both 802.11 and 802.15.3 beacons
within the overall communication system. By doing this, the
switching from a first operational mode (e.g., 802.11 or
802.15.3) to a second operational modes (e.g., the other of
802.11 or 802.15.3) may be greatly simplified, in that, the
STA already is already in synchronization with each of the
beacons. That is to say, when a switch in operational modes is
to be made, then the STA already is in synchronization with
the beacon of the operational mode to which it will be switch-
ing. In addition, it is noted that the monitoring of the two
beacons may be performed irrespective of whether the
switching from a first operational mode to a second opera-
tional mode is initiated by one of the APs or by the actual STA.

Moreover, each of the STAs is also operable to communi-
cate its particular capability set when associating with the AP
and thereby to the network to which the STA is associating.
For example, this may involve providing information corre-
sponding to the version number, protocol options, and any
other capability information corresponding to the communi-
cation device. This capability information, that is provided
during association of the device with the communication
network in its particular operational mode at that time, may be
provided in the form of an association state (i.e., a state that
indicates these operational capabilities) for even greater effi-
ciency and simplicity.

FIG. 6 is a diagram illustrating an embodiment of beacon
structure similarities of IEEE 802.11 and IEEE 802.15.3
communications that may be capitalized upon in accordance
with certain aspects of the invention. This commonality ofthe
beacon structure (and therefore the framing structure) that is
employed within both IEEE 802.11 and IEEE 802.15.3 com-
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munications allows for a multi-mode WLAN/PAN MAC to
be designed more efficiently. For example, because each of
these types of communications are implemented using a simi-
lar beacon structure, the various functional portions of the
multi-mode WLAN/PAN MAC may be implemented using
relatively similar functional blocks. Although each of the
various functional portions of the multi-mode WLAN/PAN
MAC do indeed need to provide for different types of func-
tionality, the common beacon structure allows for some com-
monality in the functional portions of the multi-mode
WLAN/PAN MAC thereby allowing for a much more effi-
cient implementation in terms of hardware and processing
resources, in that, a relatively significant portion of it may be
used to perform processing required for both IEEE 802.11
and IEEE 802.15.3 communications.

The similarities may be better understood when looking at
the locations of the beacon signals as a function of time. The
beacon signals of both IEEE 802.11 and IEEE 802.15.3 com-
munications may be implemented such that the beacon sig-
nals align in time. Within IEEE 802.11 communications, the
time in between beacon signals in implemented in a conten-
tion manner typically according to CSMA/CA (Carrier Sense
Multiple Access/Collision Avoidance). During this time
period in between the beacon signals, the various devices
within such a WLAN communication system compete for the
available time slots in a CSMA/CA manner.

Although a communication system employing IEEE
802.15.3 communications operates differently, the similari-
ties of the bacon structure allow for efficient implementation
of a multi-mode WLAN/PAN MAC to support both IEEE
802.11 and IEEE 802.15.3 communications. Communica-
tions according to IEEE 802.15.3 communications employ a
similar beacon structure to IEEE 802.11 communications, but
the time in between beacon signals includes a number of time
slots for which the various devices in such a piconet/PAN are
assigned to these various time slots. Communication within
such a piconet/PAN, according to IEEE 802.11 communica-
tions, is often implemented according to QoS (Quality of
Service) or some other protocol by which this beacon struc-
ture may be supported.

FIG. 7A, FIG. 7B, FIG. 8A, and FIG. 8B are diagrams
illustrating various embodiments to implement MAC/PHY
(Medium Access Controller/PHYsical Layer) interface
within communication devices to support both IEEE 802.11
and IEEE 802.15.3 functionality according to certain aspects
of the invention. As shown in the various diagrams of FIG.
7A, FIG. 7B, FIG. 8A, and FIG. 8B, this MAC/PHY inter-
facing may be a direct connection or direct coupling between
aPHY and MAC therein. In such a direct connection or direct
coupling between a PHY and MAC as depicted in such dia-
grams, there are no components implemented between the
PHY and MAC such that the interface is a direct connection or
direct coupling. It is noted that wherever IEEE 802.15.3 is
depicted in this and other diagrams presented herein, IEEE
802.15.3a could alternatively be employed in place of IEEE
802.15.3 without departing from the scope and spirit of the
invention.

Any of these various MAC/PHY interfaces may be imple-
mented within any number of types of communication
devices. For example, these communication devices may be
APs and STAs as described above within the context of an
IEEE 802.11 WLAN communication systems described
above. However, other types of communication devices may
also include any one of the MAC/PHY interfaces described
herein within their specific implementation of a multi-mode
WLAN/PAN MAC that operates according to the invention.

25

w

0

40

60

12

Referring to FIG. 7A, this diagram shows an embodiment
of'a multi-mode WLAN/PAN MAC where a single circuitry
having 2 PHY receiver portions (i.e., one for 802.11 and one
for 802.15.3) is implemented that interfaces to a single MAC
that has 2 separate functional blocks. As shown in the dia-
gram, this MAC/PHY interfacing may be a direct connection
or direct coupling between the single circuitry having 2 PHY
receiver portions and the single MAC that has 2 separate
functional blocks. In such a direct connection or direct cou-
pling as depicted in this diagram, there are no components
implemented between the single circuitry having 2 PHY
receiver portions and the single MAC that has 2 separate
functional blocks. In this embodiment, and in other embodi-
ments employing a PHY receiver, the PHY receiver may be
viewed as being a communication receiver, situated low inthe
communication protocol stack, that is communicatively
coupled to a bus that ties the PHY receiver to 1 or more higher
protocol layers (such as a MAC (Medium Access Controller)
and/or higher application layers in some instances).

This single circuitry (e.g., an integrated circuit) includes
functional blocks and/or circuitry therein to support the
operations of the 2 separate PHY receiver portions depicted.
Generally speaking, the corresponding PHY receiver may be
viewed as being a relatively dumb device that is operable to
support communication according to either IEEE 802.11 or
IEEE 802.15 (depending on which PHY receiver is being
referred to).

Each of the functional blocks within the MAC is operable
to support a different communication protocol. For example,
one portion of the MAC includes a functional block that
supports IEEE 802.11 functionality, and another portion of
the MAC includes a functional block that supports IEEE
802.15 functionality. The single circuitry that includes the 2
PHY receiver portions only services one of the functional
block portions of the MAC at any given time. For example,
the 802.11 PHY receiver services the functional block that
supports IEEE 802.11 functionality at one time, and the
802.15 PHY receiver services the functional block that sup-
ports IEEE 802.15 functionality at another time.

When the communication device that includes a multi-
mode WLAN/PAN MAC implemented according to this
embodiment operates according to IEEE 802.11, the IEEE
802.11 PHY receiver portion within the single circuitry hav-
ing the 2 separate PHY receiver portions and the IEEE 802.11
functional block within the MAC are employed. However,
when the communication device that includes a multi-mode
WLAN/PAN MAC implemented according to this embodi-
ment operates according to IEEE 802.15, the IEEE 802.15
PHY receiver portion within the single circuitry having the 2
separate PHY receiver portions and the IEEE 802.15 func-
tional block within the MAC are employed.

Referring to FIG. 7B, this diagram shows an embodiment
of a multi-mode WLAN/PAN MAC where a single circuitry
having 2 PHY receiver portions (i.e., one for 802.11 and one
for 802.15.3 or 802.15.3a) is implemented that interfaces to 2
separate MACs. As shown in the diagram, this MAC/PHY
interfacing may be a direct connection or direct coupling
between the single circuitry having 2 PHY receiver portions
and the 2 separate MACs. In such a direct connection or direct
coupling as depicted in this diagram, there are no components
implemented between the single circuitry having 2 PHY
receiver portions and the 2 separate MACs. Again, the single
circuitry including the 2 PHY receivers may be viewed as
being a relatively dumb device that is operable to support
communication according to either IEEE 802.11 or IEEE
802.15. Each of 2 MACs is operable to support a different
communication protocol. For example, a first MAC supports
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IEEE 802.11 functionality, and another MAC supports IEEE
802.15 functionality. As with the embodiment described
above, the single circuitry that includes the 2 PHY receiver
portions only services one of the functional block portions of
the MAC at any given time. For example, the 802.11 PHY
receiver portion of the single circuitry that includes the 2 PHY
receiver portions services the first MAC that supports IEEE
802.11 functionality at one time. The 802.15 PHY receiver
portion of the single circuitry that includes the 2 PHY receiver
portions services the second MAC that supports IEEE 802.15
functionality at another time.

When the communication device that includes a multi-
mode WLAN/PAN MAC implemented according to this
embodiment operates according to IEEE 802.11, the IEEE
802.11 PHY receiver portion within the single circuitry hav-
ing the 2 separate PHY receiver portions and the IEEE 802.11
MAC are employed. However, when the communication
device that includes a multi-mode WLAN/PAN MAC imple-
mented according to this embodiment operates according to
IEEE 802.15, the IEEE 802.15 PHY receiver portion within
the single circuitry having the 2 separate PHY receiver por-
tions and the IEEE 802.15 MAC are employed.

Referring to FIG. 8A, this diagram shows an embodiment
of a multi-mode WLAN/PAN MAC where 2 separate PHY's
are implemented such that each PHY receiver interfaces to a
corresponding MAC. As shown in the diagram, this MAC/
PHY interfacing may be a direct connection or direct cou-
pling between each of the 2 separate PHY's and the 2 separate
MACS, respectively, in that, each MAC/PHY interfacing is a
direct connection there between. In such a direct connection
or direct coupling as depicted in this diagram, there are no
components implemented between each of the 2 separate
PHYs and the 2 separate MACS, respectively. Each of 2
PHYs is operable to support a different communication pro-
tocol, and each of 2 MACs is also operable to support the
communication protocol that corresponds to the PHY
receiver to which that particular MAC is communicatively
coupled. Forexample, a first PHY receiver that supports IEEE
802.11 functionality is communicatively coupled to a first
MAC that supports IEEE 802.11 functionality. Similarly, a
second PHY receiver that supports IEEE 802.15 functionality
is communicatively coupled to a second MAC that supports
IEEE 802.15 functionality.

When the communication device that includes a multi-
mode WLAN/PAN MAC implemented according to this
embodiment operates according to IEEE 802.11, the IEEE
802.11 PHY receiver and the IEEE 802.11 MAC are
employed. However, when the communication device that
includes a multi-mode WLAN/PAN MAC implemented
according to this embodiment operates according to IEEE
802.15, the IEEE 802.15 PHY receiver and the IEEE 802.15
MAC are employed.

Referring to FIG. 8B, this diagram shows an embodiment
of a multi-mode WLAN/PAN MAC where 2 separate PHY's
are implemented such that each of the PHY's interfaces to a
single MAC that has 2 separate functional blocks. As shown
in the diagram, this MAC/PHY interfacing may be a direct
connection or direct coupling between each of the 2 separate
PHYs and the single MAC that has 2 separate functional
blocks. In such a direct connection or direct coupling as
depicted in this diagram, there are no components imple-
mented between each of the 2 separate PHY's and the single
MAC that has 2 separate functional blocks. These 2 separate
PHY's may be viewed as being relatively dumb devices that
are operable to support communication according to IEEE
802.11 and TEEE 802.15, respectively. Each of the functional
blocks within the MAC is operable to support a different
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communication protocol. For example, one portion of the
MAC includes a functional block that supports IEEE 802.11
functionality, and another portion of the MAC includes a
functional block that supports IEEE 802.15 functionality.
Only one of the 2 PHYs services the MAC having the 2
separate functional blocks at any given time.

When the communication device that includes a multi-
mode WLAN/PAN MAC implemented according to this
embodiment operates according to IEEE 802.11, the IEEE
802.11 PHY receiver and the IEEE 802.11 functional block
within the MAC are employed. However, when the commu-
nication device that includes a multi-mode WLAN/PAN
MAC implemented according to this embodiment operates
accordingto IEEE 802.15,the IEEE 802.15 PHY receiver and
the IEEE 802.15 functional block within the MAC are
employed.

These various embodiments show several of the possible
embodiments by which the PHY receiver and MAC interface
may be implemented within a communication devices that
employs a multi-mode WLAN/PAN MAC. While these vari-
ous embodiments have shown the inclusion of IEEE 802.11
functionality and also IEEE 802.15 functionality, it is also
noted that other operational modes may also be included or
substituted without departing from the scope and spirit of the
invention. For example, a third operational mode may also be
included in addition to the IEEE 802.11 functionality and also
the IEEE 802.15 functionality that has been used in these
illustrative embodiments.

It is also noted that any of the various embodiments by
which the MAC/PHY interface may be implemented as
described above with respect to the FIG. 7A, FIG. 7B, FIG.
8A, and FIG. 8B may also be implemented as a single inte-
grated circuit such that each of the functional blocks depicted
within these embodiments is a circuitry or portion of circuitry
within the integrated circuit. More specifically, a single chip
solution may be implemented to include each of the various
functional blocks depicted within any of these various
embodiments.

FIG. 9 is a flowchart illustrating an embodiment of a
method for supporting both IEEE 802.11 and IEEE 802.15.3
functionality within a wireless communication system
according to certain aspects of the invention. This method
initially involves determining the relative locations of 1 or
more APs and 1 or more STAs that may be implemented
within a communication system. Then, based on the relative
locations of those 1 or more APs and 1 or more STAs, then for
those 1 or more APs and 1 or more STAs that are located
within approximately less than a radius of 10 m of proximity
to each other, the method involves appropriately grouping the
1 ormore APs and 1 or more STAs thereby forming 1 or more
IEEE 802.15.3 piconets/PANs. These 1 or more IEEE
802.15.3 piconets/PANs may be viewed as being a subset of
the other communication devices that are already included an
IEEE 802.11 WLAN. That is to say, some of the communi-
cation devices within the communication system are situated
as to communicate with one another according to IEEE
802.11, and other of the communication devices within the
communication system are situated as to communicate with
one another according to IEEE 802.15.

The method then involves supporting communication
between communication devices of the formed 1 or more
IEEE 802.15.3 piconets/PANs at a first datarate (e.g., accord-
ing to IEEE 802.15.3 high data rate PAN standard or IEEE
802.15.3a extended high data rate PAN standard). In general,
the communication between the communication devices that
have been grouped to form the 1 or more IEEE 802.15.3
piconets/PANs operate at a higher data rate than those com-
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munication devices that have not been so grouped. Therefore,
the method also involves supporting communication between
the communication devices not grouped to form the IEEE
802.15.3 piconets/PANSs at a second data rate (e.g., according
to an IEEE 802.11 related standard).

FIG. 10 is a flowchart illustrating an embodiment of a
method for selecting IEEE 802.11 and/or IEEE 802.15 com-
munication functionality according to certain aspects of the
invention. This method initially involves supporting commu-
nications between all devices of wireless communication sys-
tem using IEEE 802.11 data rates. Then, the method involves
determining the relative locations of 1 or more APs and STAs
within the wireless communication system. Then, based on
the determined relative locations of the various 1 or more APs
and STAs within the wireless communication system, then
for those STAs that are found to be within approximately less
than radius of 10 m of proximity to of its corresponding AP,
the method involves upgrading the communication between
those 1 or more STAs and their corresponding APs to higher
data rates supported according to the IEEE 802.15 data rates
(e.g., using the IEEE 802.15.3 high data rate PAN standard or
IEEE 802.15.3a extended high data rate PAN standard). For
example, those STAs which are within sufficiently close
proximity to their respective AP, the communication between
those STAs and its corresponding AP may be implemented
according to the IEEE 802.15.3 high data rate PAN standard
or the IEEE 802.15.3a extended high data rate PAN standard
thereby providing for a much higher data rate, throughput,
and system performance when compared to if the STAs and
APs continued to operate according to one of the IEEE 802.11
related standards.

However, for those STAs which are not within such a
sufficiently close proximity to one another, the communica-
tion along those various links is continued to be performed
according to the IEEE 802.11 data rates by which the com-
munication was initially begun. For example, for those STAs
which are found not to be within approximately less than
radius of 10 m of proximity to of its corresponding AP, the
method involves maintaining communication between those
1 or more STAs and 1 or more corresponding AP using the
initial IEEE 802.11 data rates.

FIG. 11 is a flowchart illustrating an embodiment of a
method for dynamically selecting between IEEE 802.11 and/
or IEEE 802.15 communication functionality according to
certain aspects of the invention. This method allows for the
continued monitoring of any changes of the relative locations
of 1 or more of the STAs and APs within a communication
system and the re-assigning of any appropriate communica-
tion links to be supported either according to IEEE 802.11 or
IEEE 802.15 communication functionality.

For example, the method initially involves determining the
relative locations of 1 or more APs and 1 or more STAs within
a communication system. Then, based on the relative prox-
imity between each of the 1 or more STAs and those STAs’
corresponding APs, the method involves assigning those
communication links to be of a IEEE 802.15 type operational
mode or IEEE 802.11 type operational mode. For example, a
similar relative location determination may be made as
described within some of the various embodiments above
(e.g., aradial distance of approximately less than radius of 10
m). In such an approach, those STAs and corresponding APs
that are within sufficiently close proximity of one another
may be assigned to support communication according to one
of the IEEE 802.15 working group related standards, and
those STAs and corresponding APs that are not within such

20

25

40

45

60

65

16

sufficiently close proximity may be assigned to support com-
munication according to one of the IEEE 802.11 related stan-
dards.

The method then involves supporting communication on
the various communication links within the communication
system according to the respective assignments of those com-
munication links. For example, IEEE 802.15 assigned com-
munication links operate to support 802.15 related data rates,
and IEEE 802.11 assigned communication links operate to
support 802.11 related data rates.

This method then involves monitoring the relative loca-
tions of the various communication devices within the com-
munication system for any changes. For example, the method
may involve monitoring the relative locations of the 1 ormore
STAs and 1 or more APs within the communication system.
‘When any changes are in fact detected for the 1 or more STAs
and 1 or more APs within the communication system, the
method may then involve re-assigning of the appropriate
communication links to be IEEE 802.15 type operational
mode or IEEE 802.11 type operational mode. For example,
some of the communication links may be upgraded (from
IEEE 802.11 type operational mode to IEEE 802.15 type
operational mode), and some of the communication links may
also be downgraded (from IEEE 802.15 type operational
mode to IEEE 802.11 type operational mode) depending on
any changes in the relative locations of the communication
devices within the communication system. The method may
then terminate at this point, or the method may continue
monitoring for any changes in the relative locations of the
various communication devices within the communication
system.

It is also noted that the various methods described here
within the FIG. 9, FIG. 10, and FIG. 11 may also be per-
formed within the appropriate device and/or system embodi-
ments described within other portions of this specification.

FIG. 12 is a diagram illustrating an embodiment of dual
beacon functionality supporting first and second operational
modes according to certain aspects to the invention. The
various APs within the communication system simulta-
neously provide beacons for both a first operational mode and
a second operational mode. For example, beacons corre-
sponding to both an IEEE 802.11 operational mode and bea-
cons corresponding to an IEEE 802.15.3 (or 3a) operational
mode are simultaneously provided for receipt by all of the
communication devices within the communication system. In
some instances (as also described below), the communication
system is not simply a dual operational mode communication
system, but a three operational mode communication system.
For example, the devices may support operational according
to not only IEEE 802.11 and 802.15.3 (or 3a), but the com-
munication devices may also be operable to support commu-
nication according to IEEE 802.16 (i.e., the IEEE 802.16
WirelessMAN™ Standard for Wireless Metropolitan Area
Networks). In these instances, the various APs (or communi-
cation devices even higher back into the communication sys-
tem) may be implemented simultaneously to provide 2 bea-
cons (for IEEE 802.11 and IEEE 802.15.3 (or 3a)) as well as
the appropriate MAC bridging to support IEEE 802.16. For
example, beacons corresponding to an IEEE 802.11 opera-
tional mode, and beacons corresponding to an IEEE 802.15.3
(or 3a) operational mode may be simultaneously provided for
receipt by all of the communication devices within the com-
munication system. In addition, appropriate interfacing may
also be implemented to include IEEE 802.16 functionality by
using the MAC bridging as defined by IEEE 802 LANSs.
Moreover, additional interface functionality may also be
defined based on the need to transfer or convey IEEE 802.16
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MAC reservation, end-to-end QoS (Quality of Service), and
other functions that are beyond the scope of the MAC bridg-
ing.

Regardless of which type of communication system the
various communication devices are implemented to support
(be they dual mode, or triple mode or even a higher number of
operational modes), beacons are provided that correspond to
each ofthe operational modes. Within this particular diagram,
the STAs are each operable to perform simultaneously moni-
toring of a first operational mode and a second operational
mode (and even a third operational mode).

By doing this simultaneous broadcasting and monitoring
of the beacons within the communication system, when a
communication device is to switch from a first operational
mode to a second operational mode, the communication
device is prepared to synchronize immediately and interface
according to the new operational mode.

Moreover, each of the STAs is also operable to communi-
cate its corresponding capability set to the AP when associ-
ating with the communication system according to first
operational mode or second operational mode. For example,
this may involve communicating the version number, proto-
col options, and other information when associating and reg-
istering with the communication system. In short, this
involves providing information corresponding to the capabil-
ity set of the device when registering/associating with the
communication system.

FIG. 13 is a diagram illustrating an embodiment of authen-
tication and/or IP (Internet Protocol) layer configuration
when transferring between first and second operational
modes according to certain aspects to the invention. With
respect to authentication of a communication device (e.g.,
when associating with and joining the communication sys-
tem), various means may be employed to ensure that the
particular device in fact has authorization to interact with and
be a part of the communication system. For example, sym-
metric key exchange may be employed when a communica-
tion device associates according to a first operational mode.
This involves providing both a public key and a private key
between a particular STA and the AP. Also, an additional form
of authentication may involve the provision of a session key.
This is also a symmetric key that is typically used for subse-
quent exchange of data between two communication devices
within the communication system.

In addition, when a communication device associates with
the communication system, and when that communication
device interacts with the Internet (or analogously with some
other outside WAN (Wide Area Network)), an IP (Internet
Protocol) layer configuration is typically achieved. For
example, this may involve providing the appropriate 802.11
address that corresponds to the AP (through which a STA has
associated with the communication system) that communica-
tively couples to the Internet.

As illustrated within this diagram, when the authentication
and/or IP layer configuration has been achieved between a
STA and an AP while operating according to a first opera-
tional mode, this authentication and/or IP layer configuration
is also transferred when the operational mode changes from a
first operational mode to a second operational mode. This
may be viewed as a form of hand-shaking from a security
point of view, in that, this authentication information is being
passed along when the communication devices switch opera-
tional modes from a first operational mode to a second opera-
tional mode.

Generally speaking, it is noted that the various functional-
ity employed when operating according to one operational
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mode is passed along when the communication devices
switch to operate according to another operational mode.

FIG. 14 is a diagram illustrating an embodiment of PHY/
MAC arrangement that may be implemented according to
certain aspects to the invention. This diagram shows just one
of many possible arrangements by which the PHY and MAC
of a multi-mode communication device may be arranged.
Each of the various functional blocks described in this dia-
gram may be implemented within a single integrated circuitif
desired in some embodiments.

Generally speaking, a PHY receiver is communicatively
coupled to a MAC. The PHY receiver may be implemented as
including a common RF (Radio Frequency) front-end (i.e., a
wideband circuitry portion). Alternatively, the PHY receiver
may include 2 (or more, depending on how many operational
modes are to be supported) separate RF front-ends. This
common RF front-end or these 2 or more RF front-ends may
be implemented to perform any of the necessary filtering,
gain adjustment, and/or filtering at the PHY level. The RF
front-end is communicatively coupled to a baseband process-
ing block within the PHY receiver. This baseband processing
block may include a common FFT (Fast Fourier Transform)
engine that is operable to perform signal processing for more
than one operational mode. The baseband processing block
then communicatively couples to the MAC, and more specifi-
cally, to a MAC/PHY interface convergence layer within the
MAC. The MAC may include a programmable DSP (Digital
Signal Processor) (or ASIC (Application Specific Integrated
Circuit)) that is also communicatively coupled to the MAC/
PHY interface convergence layer. Memory and buffers as
well as a hardware accelerator may also be communicatively
coupled to the programmable DSP (or ASIC) within the
MAC. The hardware accelerator may be communicatively
coupled to the memory and buffers. The hardware accelerator
may be implemented so as to be operable to perform MAC
frame processing.

This diagram shows just one possible means by which a
MAC and PHY interface may be implemented. As shown in
the diagram, this MAC/PHY interfacing may be a direct
connection or direct coupling between the PHY and the
MAC. In such a direct connection or direct coupling as
depicted in this diagram, there are no components imple-
mented between the PHY and the MAC. Again, a single
integrated circuit may be designed so as to include each of the
various functional blocks of the PHY receiver and MAC as
illustrated in this diagram.

FIG. 15 is a diagram illustrating an embodiment of a back-
bone being extended back 1 or more layers into a communi-
cation system according to certain aspects to the invention.
Within this diagram, the backbone (that was previously
shown as being a DS (Distribution Service) backbone (e.g.,
IEEE 802.11) is extended further back into the communica-
tion system to include a fixed wireless/BWIF (Broadband
Wireless Interface) backbone (e.g., IEEE 802.16 Wireless-
MANT™ Standard for Wireless Metropolitan Area Networks).

This extension of the backbone back into the communica-
tion system may alternatively be implemented using an unli-
censed WLAN operating in the TV (television) channel
bands. Such a WLAN may be viewed as being some other
IEEE 802 longer range WLAN whose operational frequency
range is in the UHF/VHF TV channel frequency bands. For
example, the UHF (ultra high frequency) TV channel band
between 300 MHz and 3 GHz as well as the VHF (very high
frequency) TV channel band between 30 MHz (wavelength
10 m) and 300 MHz (wavelength 1 m) could be used support
the operation of WLANs operating within relatively larger
areas (e.g., longer ranges) than many previous WLANs. By
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using the lower frequency ranges provided by these UHF and
VHF TV channel bands, the transmission range of these
WLANs would be greatly extended. This could allow such
unlicensed WL ANSs operating in the TV channel bands (e.g.,
the UHF and VHF frequency bands) to compete significantly
with the IEEE 802.16 WirelessMAN™ Standard referenced
above in terms of providing for larger regions of wireless
networking (e.g., neighborhood-scale wireless networking).

Regardless of the means by which the backbone is
extended back (be it IEEE 802.16 or some other IEEE 802
longer range WLAN operating in the UHF/VHF TV channel
bands), this extension of the communication system back-
bone back into the overall and extended communication sys-
tem provides for even a further degree of flexibility in design.

As one example, communication according to IEEE
802.16 may be performed up to a home (or some other area
such as an office building, an apartment complex, or any other
area as well), and IEEE 802.11 WLAN may be implemented
to support communication among the entire house. Then,
where appropriate and possible, pockets of IEEE 802.15.3 (or
3a) may be implemented within the entire region that is also
covered by the IEEE 802.11 WLAN.

As another example, communication according to some
other IEEE 802 longer range WL AN operating in the UHF/
VHF TV channel bands may alternatively be performed up to
a home (or some other area such as an office building, an
apartment complex, or any other area as well), and IEEE
802.11 WL AN may be implemented to support communica-
tion among the entire house. Then, where appropriate and
possible, pockets of IEEE 802.15.3 (or 3a) may be imple-
mented within the entire region that is also covered by the
IEEE 802.11 WLAN.

Having the availability of multi-mode functionality as pro-
vided by multi-mode MACs within the various communica-
tion devices within a communication system provides a
means by which the operational mode of the communication
devices may be optimized to ensure higher performance and
greater throughput.

Generally speaking, various embodiments have been
described herein to include the capabilities of both IEEE
802.11 and 802.15 (or all three of IEEE 802.11, 802.15, and
802.16 in some embodiments) within a single multi-mode
WLAN/PAN MAC. Moreover, various embodiments have
been described herein to include the capabilities of all three of
IEEE 802.11, 802.15, and some other IEEE 802 longer range
WLAN operating in the UHF/VHF TV channel bands within
a single multi-mode WLAN/PAN MAC.

As also described above, there are a variety of ways in
whicha MAC/PHY interface may be implemented to support
this multi-mode WLAN/PAN MAC functionality. By allow-
ing various communication links within such a communica-
tion system to upgrade to IEEE 802.15 functionality from
IEEE 802.11 functionality, the various communication
devices within such a communication system can offload the
bandwidth used for one operational mode (e.g., IEEE 802.11)
for use in another operational mode (e.g., IEEE 802.15.3a).
By providing the multi-mode WLAN/PAN MAC within the
various communication devices within such a communica-
tion system, the overall operation of the communication sys-
tem may be performed as to ensure greater throughput and
overall efficiency.

In view of the above detailed description of the invention
and associated drawings, other modifications and variations
will now become apparent. It should also be apparent that
such other modifications and variations may be effected with-
out departing from the spirit and scope of the invention.
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What is claimed is:

1. A communication device including a multi-mode
WLAN/PAN MAC (Wireless Local Area Network/Personal
Area Network Medium Access Controller), the communica-
tion device comprising:

a PHY (PHYsical layer) receiver; and

a MAC (Medium Access Controller) that is directly

coupled to the PHY receiver at a MAC/PHY interface;
and wherein:
the MAC includes at least two functional blocks to support
at least two different operational modes corresponding
to at least two different communication system types in
which the communication device may operate such that
each of the at least two functional blocks performs a
separate MAC operation in accordance with a separate
one of the at least two different operational modes;
the PHY receiver includes a first PHY receiver portion and
a second PHY receiver portion;

the first PHY receiver portion is operative to process first
received signals from other communication devices
within a first of the at least two different communication
system types and is operative to provide the processed
first received signals to the MAC;

the second PHY receiver portion is operative to process

second received signals from other communication
devices within a second of the at least two different
communication system types and is operative to provide
the processed second received signals to the MAC;

the communication device is operative simultaneously to

receive beacons, that are simultaneously broadcast from
an AP (Access Point), corresponding to each of the at
least two different operational modes; and

the communication device is operative simultaneously to

monitor the beacons corresponding to each of the at least
two different operational modes.

2. The communication device of claim 1, wherein:

a first operational mode of the at least two different opera-
tional modes isa WLAN (Wireless Local Area Network)
operational mode;
second operational mode of the at least two different
operational modes is a piconet/PAN (Personal Area Net-
work) operational mode;

a first communication system of the at least two different
communication system types in which the communica-
tion device may operate is a WLAN (Wireless Local
Area Network); and

a second communication system of the at least two differ-
ent communication system types in which the commu-
nication device may operate is a piconet/PAN (Personal
Area Network).

3. The communication device of claim 2, wherein:

the communication device initially operates according to
the WLAN operational mode; and

the communication device subsequently operates accord-
ing to the piconet/PAN operational mode.

4. The communication device of claim 2, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

the communication device subsequently operates accord-
ing to the WL AN operational mode.

5. The communication device of claim 2, wherein:

the communication device initially operates according to
the WLAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional

o

Exhibit-1023
Unified Patents, LLC v. Ozmo Licensing LLC

Page 026



US §,208,449 B2

21

communication device, the communication device sub-
sequently operates according to the piconet/PAN opera-
tional mode.

6. The communication device of claim 2, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional
communication device, the communication device sub-
sequently operates according to the WL AN operational
mode.

7. The communication device of claim 2, wherein:

the WLAN operational mode corresponds to one of a plu-
rality of WLAN operational modes; and

the piconet/PAN operational mode corresponds to one of a
plurality of piconet/PAN operational modes.

8. The communication device of claim 2, wherein:

the AP is also communicatively coupled to at least one
additional communication device;

a first communication link between the communication
device and the AP is initially assigned to be a WLAN
type operational mode;

a second communication link between the at least one
additional communication device and the AP is also
initially assigned to be a WLAN type operational mode;
and

at least one of the first communication link and the second
communication link is subsequently assigned to be a
piconet/PAN operational mode.

9. The communication device of claim 2, wherein:

the AP is also communicatively coupled to at least one
additional communication device;

a first communication link between the communication
device and the AP is initially assigned to be a WLAN
type operational mode; and

a second communication link between the at least one
additional communication device and the AP is initially
assigned to be a piconet/PAN operational mode.

10. The communication device of claim 9, wherein:

the first communication link is subsequently assigned to be
a piconet/PAN type operational mode.

11. The communication device of claim 1, wherein:

the communication device is implemented as an integrated
circuit.

12. The communication device of claim 1, wherein:

a first beacon of the beacons corresponds to a WLAN
(Wireless Local Area Network); and

a second beacon of the beacons corresponds to piconet/
PAN (Personal Area Network).

13. The communication device of claim 1, wherein:

a first operational mode of the at least two different opera-
tional modes is a WLAN (Wireless [.ocal Area Network)
operational mode; and

a second operational mode of the at least two different
operational modes is a piconet/PAN (Personal Area Net-
work) operational mode.

14. The communication device of claim 1, wherein:

the communication device provides information corre-
sponding to its capability set to at least one additional
communication device when associating with a commu-
nication system that includes the communication device
and the at least one additional communication device.

15. The communication device of claim 1, wherein:

the communication device undergoes authentication when
associating with a communication system while operat-
ing according to a first operational mode of the at least
two different operational modes; and
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after the communication device performs an operational
mode switch from the first operational mode of the at
least two different operational modes to a second opera-
tional mode of the at least two different operational
modes, the communication device carries along the ear-
lier undergone authentication for use when operating
according to the second operational mode of the at least
two different operational modes.

16. The communication device of claim 1, wherein:

the communication device establishes an IP (Internet Pro-
tocol) layer configuration when associating with a com-
munication system while operating according to a first
operational mode of the at least two different operational
modes; and

after the communication device performs an operational
mode switch from the first operational mode of the at
least two different operational modes to a second opera-
tional mode of the at least two different operational
modes, the communication device carries along the ear-
lier established IP layer configuration when operating
according to the second operational mode of the at least
two different operational modes.

17. The communication device of claim 1, wherein:

a first operational mode of the at least two different opera-

tional modes is a WL AN (Wireless Local Area Network)

operational mode;

second operational mode of the at least two different

operational modes is a piconet/PAN (Personal Area Net-

work) operational mode; and

a third operational mode of the at least two different opera-
tional modes is a WMAN (Wireless Metropolitan Area
Network) operational mode.

18. A communication device including a multi-mode
WLAN/PAN MAC (Wireless Local Area Network/Personal
Area Network Medium Access Controller), the communica-
tion device comprising:

a PHY (PHYsical layer) receiver;

a first MAC (Medium Access Controller) that is directly
coupled to the PHY receiver at a MAC/PHY interface;
and

a second MAC that is also directly coupled to the PHY
receiver; and wherein:

the first MAC is operative to support a first operational
mode corresponding to a first communication system
type in which the communication device may operate;

the second MAC is operative to support a second opera-
tional mode corresponding to a second communication
system type in which the communication device may
operate;

the PHY receiver includes a first PHY receiver portion and
a second PHY receiver portion;

the first PHY receiver portion is operative to process first
received signals from other communication devices
within a first of the at least two different communication
system types and is operative to provide the processed
first received signals to the MAC;

the second PHY receiver portion is operative to process
second received signals from other communication
devices within a second of the at least two different
communication system types and is operative to provide
the processed second received signals to the MAC;

at any given time, the PHY receiver is operative to provide
the processed first received signals or the processed first
received signals to only one of the first MAC and the
second MAC;

the communication device is operative simultaneously to
receive beacons, that are simultaneously broadcast from
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an AP (Access Point), corresponding to each of the at
least two different operational modes; and

the communication device is operative simultaneously to
monitor the beacons corresponding to each of the at least
two different operational modes.

19. The communication device of claim 18, wherein:

the first operational mode is a WL AN (Wireless Local Area
Network) operational mode;

the second operational mode is a piconet/PAN (Personal
Area Network) operational mode;

the first communication system in which the communica-
tion device may operate is a WLAN (Wireless Local
Area Network); and

the second communication system in which the communi-
cation device may operate is a piconet/PAN (Personal
Area Network).

20. The communication device of claim 19, wherein:

the communication device initially operates according to
the WLAN operational mode; and

the communication device subsequently operates accord-
ing to the piconet/PAN operational mode.

21. The communication device of claim 19, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

the communication device subsequently operates accord-
ing to the WLAN operational mode.

22. The communication device of claim 19, wherein:

the communication device initially operates according to
the WLAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional
communication device, the communication device sub-
sequently operates according to the piconet/PAN opera-
tional mode.

23. The communication device of claim 19, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional
communication device, the communication device sub-
sequently operates according to the WLLAN operational
mode.

24. The communication device of claim 19, wherein:

the WLAN operational mode corresponds to one of a plu-
rality of WL AN operational modes; and

the piconet/PAN operational mode corresponds to one of a
plurality of piconet/PAN operational modes.

25. The communication device of claim 19, wherein:

the AP is also communicatively coupled to at least one
additional communication device;

a first communication link between the communication
device and the AP is initially assigned to be a WLAN
operational mode;

a second communication link between the at least one
additional communication device and the AP is also
initially assigned to be a WLAN operational mode; and

at least one of the first communication link and the second
communication link is subsequently assigned to be a
piconet/PAN type operational mode.

26. The communication device of claim 19, wherein:

the AP is also communicatively coupled to at least one
additional communication device;

a first communication link between the communication
device and the AP is initially assigned to be a WLAN
operational mode; and
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a second communication link between the at least one
additional communication device and the AP is initially
assigned to be a piconet/PAN operational mode.

27. The communication device of claim 26, wherein:

the first communication link is subsequently assigned to be
a piconet/PAN operational mode.

28. The communication device of claim 18, wherein:

the communication device is implemented as an integrated
circuit.

29. The communication device of claim 18, wherein:

a first beacon of the beacons corresponds to a first opera-
tional mode; and

a second beacon of the beacons corresponds to a second
operational mode.

30. The communication device of claim 18, wherein:

the first operational mode is a WLAN (Wireless Local Area
Network) operational mode; and

the second operational mode is a piconet/PAN (Personal
Area Network) operational mode.

31. The communication device of claim 18, wherein:

the communication device provides information corre-
sponding to its capability set to at least one additional
communication device when associating with a commu-
nication system that includes the communication device
and the at least one additional communication device.

32. The communication device of claim 18, wherein:

the communication device undergoes authentication when
associating with a communication system while operat-
ing according to the first operational mode; and

after the communication device performs an operational
mode switch from the first operational mode to the sec-
ond operational mode, the communication device car-
ries along the earlier undergone authentication for use
when operating according to the second operational
mode.

33. The communication device of claim 18, wherein:

the communication device establishes an IP (Internet Pro-
tocol) layer configuration when associating with a com-
munication system while operating according to the first
operational mode; and

after the communication device performs an operational
mode switch from the first operational mode to the sec-
ond operational mode, the communication device car-
ries along the earlier established IP layer configuration
when operating according to the second operational
mode.

34. The communication device of claim 18, wherein:

a first operational mode of the at least two different opera-

tional modes isa WLAN (Wireless Local Area Network)

operational mode;

second operational mode of the at least two different

operational modes is a piconet/PAN (Personal Area Net-

work) operational mode; and

a third operational mode of the at least two different opera-

tional modes is a WMAN (Wireless Metropolitan Area
Network) operational mode.

35. A communication device including a multi-mode
WLAN/PAN MAC (Wireless Local Area Network/Personal
Area Network Medium Access Controller), the communica-
tion device comprising:

a PHY (PHYsical layer) receiver; and

a MAC (Medium Access Controller) that is directly

coupled to the PHY receiver at a MAC/PHY interface;
and wherein:

the MAC includes a first functional block to perform a first

MAC operation in accordance with a WLAN (Wireless
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Local Area Network) operational mode when the com-
munication device operates within a WLAN;

the MAC includes a second functional block to perform a
second MAC operation in accordance with a piconet/
PAN (Personal Area Network) operational mode when
the communication device operates within piconet/
PAN; and

the PHY receiver includes a first PHY receiver portion and
a second PHY receiver portion;

the first PHY receiver portion is WLAN compatible and is
operative to process first received signals from other
communication devices within the WLAN and is opera-
tive to provide the processed first received signals to the
MAC;

the second PHY receiver portion is piconet/PAN compat-
ible and is operative to process second received signals
from other communication devices within the piconet/
PAN and is operative to provide the processed second
received signals to the MAC;

the communication device is operative simultaneously to
receive a first beacon corresponding to the WLAN
operational mode and a second beacon corresponding to
the piconet/PAN (Personal Area Network) operational
mode that are simultaneously broadcast from an AP
(Access Point); and

the communication device is operative simultaneously to
monitor the first beacon and the second beacon.

36. The communication device of claim 35, wherein:

the communication device initially operates according to
the WLAN operational mode; and

the communication device subsequently operates accord-
ing to the piconet/PAN operational mode.

37. The communication device of claim 35, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

the communication device subsequently operates accord-
ing to the WL AN operational mode.

38. The communication device of claim 35, wherein:

the communication device initially operates according to
the WLAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional
communication device, the communication device sub-
sequently operates according to the piconet/PAN opera-
tional mode.

39. The communication device of claim 35, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional
communication device, the communication device sub-
sequently operates according to the WLAN operational
mode.

40. The communication device of claim 35, wherein:

the WL AN operational mode corresponds to one of a plu-
rality of WLAN operational modes; and

the piconet/PAN operational mode corresponds to one of a
plurality of piconet/PAN operational modes.

41. The communication device of claim 35, wherein:

the communication device is implemented as an integrated
circuit.

42. The communication device of claim 35, wherein:

the AP is one AP of a plurality of APs; and

a distribution service backbone couples to each of the
plurality of APs.
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43. The communication device of claim 35, wherein:

the communication device provides information corre-
sponding to its capability set to at least one additional
communication device when associating with a commu-
nication system that includes the communication device
and the at least one additional communication device.

44. The communication device of claim 35, wherein:

the communication device undergoes authentication when
associating with a communication system while operat-
ing according to the WLAN operational mode; and

after the communication device performs an operational
mode switch from the WLAN operational mode to the
piconet/PAN operational mode, the communication
device carries along the earlier undergone authentica-
tion for use when operating according to the piconet/
PAN operational mode.

45. The communication device of claim 35, wherein:

the communication device establishes an IP (Internet Pro-
tocol) layer configuration when associating with a com-
munication system while operating according to the
WLAN operational mode; and

after the communication device performs an operational
mode switch from the WLAN operational mode to the
piconet/PAN operational mode, the communication
device carries along the earlier established IP layer con-
figuration when operating according to the piconet/PAN
operational mode.

46. A communication device including a multi-mode
WLAN/PAN MAC (Wireless Local Area Network/Personal
Area Network Medium Access Controller), the communica-
tion device comprising:

a PHY (PHYsical layer) receiver;

a first MAC (Medium Access Controller) that is directly
coupled to the PHY receiver at a MAC/PHY interface;
and

asecond MAC that is directly coupled to the PHY receiver;
and wherein:

the first MAC support a WLAN (Wireless Local Area Net-
work) operational mode when the communication
device operates within a WLAN;

the second MAC supports a piconet/PAN (Personal Area
Network) operational mode when the communication
device operates within a piconet/PAN;

the PHY receiver includes a first PHY receiver portion and
a second PHY receiver portion;

the first PHY receiver portion is WLAN compatible and
processes first received signals from other communica-
tion devices within the WLAN and provides the first
received processed signals to the MAC;

the second PHY receiver portion is piconet/PAN compat-
ible and is operative to process second received signals
from other communication devices within the piconet/
PAN and is operative to provide the processed second
received signals to the MAC;

the communication device is operative simultaneously to
receive a first beacon corresponding to the WLAN
operational mode and a second beacon corresponding to
the piconet/PAN (Personal Area Network) operational
mode that are simultaneously broadcast from an AP
(Access Point); and

the communication device is operative simultaneously to
monitor the first beacon and the second beacon.

47. The communication device of claim 46, wherein:

the communication device initially operates according to
the WLAN operational mode; and

the communication device subsequently operates accord-
ing to the piconet/PAN operational mode.
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48. The communication device of claim 46, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

the communication device subsequently operates accord-
ing to the WLAN operational mode.

49. The communication device of claim 46, wherein:

the WL AN operational mode corresponds to one of a plu-
rality of WLAN operational modes; and

the piconet/PAN operational mode corresponds to one of a
plurality of piconet/PAN operational modes.

50. The communication device of claim 46, wherein:

the communication device is implemented as an integrated
circuit.

51. The communication device of claim 46, wherein:

the AP is one AP of a plurality of APs; and

a distribution service backbone couples to each of the
plurality of APs.

52. The communication device of claim 46, wherein:

the communication device provides information corre-
sponding to its capability set to at least one additional
communication device when associating with a commu-
nication system that includes the communication device
and the at least one additional communication device.

53. The communication device of claim 46, wherein:

the communication device undergoes authentication when
associating with a communication system while operat-
ing according to the WLAN operational mode; and

after the communication device performs an operational
mode switch from the WL AN operational mode to the
piconet/PAN operational mode, the communication
device carries along the earlier undergone authentica-
tion for use when operating according to the piconet/
PAN operational mode.

54. The communication device of claim 46, wherein:

the communication device establishes an IP (Internet Pro-
tocol) layer configuration when associating with a com-
munication system while operating according to the
WLAN operational mode; and

after the communication device performs an operational
mode switch from the WLAN operational mode to the
piconet/PAN operational mode, the communication
device carries along the earlier established IP layer con-
figuration when operating according to the piconet/PAN
operational mode.

55. A communication device including a multi-mode
WLAN/PAN MAC (Wireless Local Area Network/Personal
Area Network Medium Access Controller), the communica-
tion device comprising:

a first PHY (PHYsical layer) receiver;

a first MAC (Medium Access Controller) that is directly
coupled to the first PHY receiver at a MAC/PHY inter-
face;

a second PHY receiver; and

a second MAC that is directly coupled to the second PHY
receiver; and wherein:

the first MAC supports a WLAN (Wireless Local Area
Network) operational mode corresponding to a WLAN
(Wireless Local Area Network) in which the communi-
cation device may operate;

the second MAC supports a piconet/PAN (Personal Area
Network) operational mode corresponding to a piconet/
PAN (Personal Area Network) in which the communi-
cation device may operate;

the first PHY receiver is operable to process first received
signals from other communication devices within the
first communication system type and to provide the pro-
cessed first received signals to the first MAC;
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the second PHY receiver is operable to process second
received signals from other communication devices
within the second communication system type and to
provide the processed second received signals to the
second MAC;

the communication device is operative simultaneously to
receive a first beacon corresponding to the WLAN
operational mode and a second beacon corresponding to
the piconet/PAN (Personal Area Network) operational
mode that are simultaneously broadcast from an AP
(Access Point); and

the communication device is operative simultaneously to
monitor the first beacon and the second beacon.

56. The communication device of claim 55, wherein:

the communication device initially operates according to
the WLAN operational mode; and

the communication device subsequently operates accord-
ing to the piconet/PAN operational mode.

57. The communication device of claim 55, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

the communication device subsequently operates accord-
ing to the WLAN operational mode.

58. The communication device of claim 55, wherein:

the communication device initially operates according to
the WLAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional
communication device, the communication device sub-
sequently operates according to the piconet/PAN opera-
tional mode.

59. The communication device of claim 55, wherein:

the communication device initially operates according to
the piconet/PAN operational mode; and

based on a change in a relative location of the communi-
cation device with respect to at least one additional
communication device, the communication device sub-
sequently operates according to the WLLAN operational
mode.

60. The communication device of claim 55, wherein:

the WLAN operational mode corresponds to one of a plu-
rality of WL AN operational modes; and

the piconet/PAN operational mode corresponds to one of a
plurality of piconet/PAN operational modes.

61. The communication device of claim 55, wherein:

the communication device is communicatively coupled to
an AP (Access Point) that is also communicatively
coupled to at least one additional communication
device;

a first communication link between the communication

device and the AP is initially assigned to be an WLAN

operational mode;

second communication link between the at least one

additional communication device and the AP is also

initially assigned to be an WL AN operational mode; and

at least one of the first communication link and the second
communication link is subsequently assigned to be an
piconet/PAN operational mode.

62. The communication device of claim 55, wherein:

the communication device is communicatively coupled to
an AP (Access Point) that is also communicatively
coupled to at least one additional communication
device;

a first communication link between the communication
device and the AP is initially assigned to be an piconet/
PAN operational mode;
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a second communication link between the at least one
additional communication device and the AP is also
initially assigned to be an piconet/PAN operational
mode; and

at least one of the first communication link and the second
communication link is subsequently assigned to be an
WLAN operational mode.

63. The communication device of claim 55, wherein:

the communication device is communicatively coupled to

30

supporting communication between the AP and any STA of
the plurality of STAs that is not grouped within the
formed piconet/PAN at a second data rate;

from the AP, simultaneously broadcasting beacons corre-
sponding to each of at least two different operational
modes;

within each of the plurality of STAs, simultaneously
receiving the beacons corresponding to each of the at
least two different operational modes; and

an AP (Access Point) that is . glso communicative ly 10 within each of the plurality of STAs, simultaneously moni-
coupled to at least one additional communication . .
device: toring the beacons corresponding to each of the at least
’ L . L two different operational modes.
a first communication link between the communication . ..
device and the AP is initially assigned to be an WLAN 1. The .method~0f clalm 70, further comprising:
operational mode; and s rnomtorlpg relative locations of the AP and each STA ofthe
a second communication link between the at least one plurality of STAs; e}nd o
additional communication device and the AP is initially subsequently supporting communication between the AP
assigned to be an piconet/PAN operational mode. and any STA of the plurality of STAs within the formed
64. The communication device of claim 63, wherein: piconet/PAN at the second data rate when any STA of the
the first communication link is subsequently assigned tobe 20 plurality of STAs within the formed piconet/PAN
an piconet/PAN operational mode. changes position to a relative location that is outside of
65. The communication device of claim 55, wherein: the relative proximity of the AP of less than the radius of
the communication device is implemented as an integrated 10 meters.
circuit. 72. The method of claim 70, further comprising:
66. The communication device of claim 55, wherein: 25 monitoring relative locations of the AP and each STA of the
the AP is one AP of a plurality of APs; and plurality of STAs;
a distribution service backbone couples to each of the including a STA within the plurality of STAs within the
plurality of APs. . . . formed piconet/PAN when the STA changes position to
67. The commumcatlon ‘?eVlce Of clalm 55, whferem: arelative location that is within the relative proximity of
the communication deylge provides information corre- 30 the AP of less than the radius of 10 meters; and
sponding to its capability set to at least one additional . .

e . L . subsequently supporting communication between the AP
communication device when associating with a commu- d the included STA of the plurality of STAs within the
nication system that includes the communication device anc thenciu P ty
and the at least one additional communication device. formed plconet/PAN at the first dgta rate.

68. The communication device of claim 55, wherein: 35 73. The method of claim 70, Where.ln: .

the communication device undergoes authentication when the AP and each. STA of the plural}ty of STAs 1n91u(.1es a
associating with a communication system while operat- PHY G)HYSICal. layer) receiver communlca.tlvely
ing according to the WLAN operational mode; and coupled to a multi-mode WLAN/PAN MAC (Wireless

after the communication device performs an operational Local Area Network/Personal Area Network Medium
mode switch from the WLAN operational mode to the 40 Access Controller);
piconet/PAN operational mode, the communication the multi-mode WLAN/PAN MAC includes at least two
device carries along the earlier undergone authentica- functional blocks to support the at least two different
tion for use when operating according to the piconet/ operational modes corresponding to at least two differ-
PAN operational mode. ent communication system types in which the AP or the

69. The communication device of claim 55, wherein: 45 corresponding STA may operate;

the communication device establishes an IP (Internet Pro- a first operational mode of the at least two different opera-
tocol) layer configuration when associating with a com- tional modes is a WLAN operational mode;
munication system while operating according to the a second operational mode of the at least two different
WLAN operational mode; and operational modes is a piconet/PAN operational mode;

after the communication device performs an operational 50  a first communication system of the at least two different
mode switch from the WLAN operational mode to the communication system types in which the communica-
piconet/PAN operational mode, the communication tion device may operate is the WLAN; and
device carries along the earlier established IP layer con- a second communication system of the at least two differ-
figuration when operating according to the piconet/PAN ent communication system types in which the commu-
operational mode. 55 nication device may operate is the formed piconet/PAN.

70. A method, comprising: 74. The method of claim 70, wherein:

determining relative locations of an AP (Access Point) and the AP and each STA of the plurality of STAs includes a
a plurality of STAs (wireless STAtions) with respect to PHY (PHYsical layer) receiver communicatively
each other within a communication system that initially coupled to a multi-mode WLAN/PAN MAC (Wireless
operates as a WLAN (Wireless Local Area Network); 60 Local Area Network/Personal Area Network Medium

grouping the AP and any STA of the plurality of STAs Access Controller);
located within a relative proximity of the AP of less than the multi-mode WLAN/PAN MAC includes a first MAC
a radius of 10 meters thereby forming a piconet/PAN that supports a first operational mode corresponding to a
(Personal Area Network); first communication system type in which the AP or the

supporting communication between the AP and any STA of 65 corresponding STA may operate;

the plurality of STAs within the formed piconet/PAN at
a first data rate;

the multi-mode WLAN/PAN MAC includes a second
MAC that supports a second operational mode corre-
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31 32
sponding to a second communication system type in a second communication system of the at least two differ-
which the AP or the corresponding STA may operate; ent communication system types in which the commu-
a first communication system of the at least two different nication device may operate is the formed piconet/PAN.
communication system types in which the communica-
tion device may operate is the WLAN; and ® ook ok w %
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