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(57) ABSTRACT 

Heat exchangers including elongated hollow housings hav­
ing inlet and outlet ports for circulating first and second fluid 
media through the housings and whereby each housing 
includes a heat exchanging core that is formed of a single, 
folded corrugated sheet. The sheet is formed with a series of 
parallel peaks and valleys running angularly to the direction 
of the sheet so that when the sheet is folded there are defined 
a plurality of channels by reason of the crisscross pattern of 
peaks and valleys crossing one another at right angles in the 
tightly folded configuration of the core. The folded configu­
ration provides discrete respective channels for conveying 
the first and second fluid media. In the preferred embodi­
ment of the heat exchangers, every fold of the corrugated 
sheet is in contact with the housing interior and thereby form 
alternating isolated channels without the need to use any top, 
bottom or side seals around the core. Thus, differential 
internal pressures in these channels are transmitted to the 
housing via the adjacent channel peaks which engage and 
then are transmitted to the housing via the folds of the sheet 
which are in contact with the housing. 

11 Claims, 11 Drawing Sheets 
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CORRUGATED FOLDED PLATE HEAT 
EXCHANGER 

RELATED APPLICATIONS 

This application claims the benefit of U.S. Provisional 
Patent Application No. 60/098,137 filed on Aug. 27, 1998, 
entitled CORRUGATED FOLDED PLATE HEAT 
EXCHANGER APPARATUS and whose disclosure is 
incorporated by reference herein. 

FIELD OF THE INVENTION 

The present invention relates to heat exchangers and more 
specifically to improvements in heat exchange devices. 

BACKGROUND OF THE INVENTION 

The use of heat exchangers is known in the prior art. 

For example, U.S. Pat. No. 574,157 (Ljungstrom) 
describes a heat exchanger, wherein each single flow path 
( chamber) for one of the fluids is formed from a single sheet, 
which has been impressed with diagonal corrugations then 
folded over and sealed. This design is inherently a cross flow 
heat exchanger with the direction of flow of one fluid is at 
right angles to the direction of flow of the other fluid. The 
construction cannot be used for parallel flow heat exchanger. 
Structural support within the bundle is obtained by the 
crossing of the corrugations. The passageways formed have 
cross flow perpendicular to the direction of folding or 
rolling. Multiple flow passages for each fluid are created by 
stacking several individual chambers in a parallel arrange­
ment. Accordingly, the corrugated surface for the Ljung­
strom device is folded once then closed, i.e., the edges are 
sealed, to form a chamber. The chamber is then rolled or 
folded to form the passages for the second fluid. By contrast, 
in accordance with the present invention, as will be dis­
cussed later, the corrugated surface is folded multiple times 
to form multiple adjacent passages for the two fluids. The 
sheet is never closed, i.e., the edges are not sealed. There is 
no further folding required or stacking of several individual 
chambers. The Ljungstrom device is inherently a cross flow 
heat exchanger and the present invention is inherently a 
parallel flow heat exchanger. Even though FIGS. 15 and 16 
of the Ljungstrom patent show a cylindrical pressure vessel 
providing structural support, there does not appear to be any 
structural support shown for the interior of the coiled 
chambers. Furthermore, the folded edges of the chambers 
may not be supported as the support would prevent flow of 
the second fluid. Thus, the Ljungstrom device may not 
withstand high differential pressure or high absolute pres­
sure of the two fluids. The headers for introduction of fluid 
are not equivalent or equal to the headers for fluid as they are 
in the heat exchanger of the present invention. 

U.S. Pat. No. 3,640,340 (Leonard et al.) discloses a heat 
exchange surface formed from a single sheet by folding with 
flow parallel to the folds and ports at the periphery of the 
bundle to introduce flow onto and remove the flow from the 
bundle. It shows embedded side and end seals and a flow 
seal function built into the manifolds. However, unlike the 
present invention, as will be discussed later, the Leonard et 
al. device includes no diagonal corrugations, which provide 
structural rigidity and flow turbulence. There is no separate 
cylindrical pressure vessel, i.e., the configuration is not 
optimum for resistance to pressure forces. The seals do not 
contribute to the carrying of structural loads due to pressure. 
The potting for the embedded seals is not further structurally 
supported by the pressure vessel and the headers are not 

2 
inherently defined by the space between the pressure vessel, 
the bundle and the back of the flow seal and the embedded 
end seal. 

U.S. Pat. No. 3,759,322 (Nasser et al.) discloses a heat 
5 exchanger whereby the passages of the heat exchanger are 

defined by stacks of identical diagonally corrugated and 
lipped plates oriented in alternating fashion, such that the 
lips can be welded together. Inside the passages are stacks of 
a differently sized plate utilized for structural support 

10 (through crossed corrugations). The housing is rectangular 
with partitioned inlets and outlets for fluids. The Nasser et al. 
heat exchanger is constructed from multiple plates welded 
together to form separate passages whereas the present 
invention is constructed from a single sheet. In the Nasser et 

15 al. device, the passages contain a smaller auxiliary corru­
gated plate for structural support and thermal storage 
whereas the present invention does not use auxiliary plates 
nor attempt to use thermal storage. The Nasser et al. device 
lacks embedded seals or flow seals, which also provide 

20 structural support between the bundle and the vessel, and 
which help to define port areas. 

U.S. Pat. No. 2,288,061 (Arnold) discloses an oil cooler/ 
heat exchanger having a core for the cross flow heat 
exchanger that is comprised of a stack of formed, corrugated 

25 plates, which are assembled in a frame to create cross flow 
passages and barriers to commingling of the two fluids. The 
core is dip brazed or soldered to obtain fluid seals and 
structural strength. The soldering joins the faying surfaces of 
nesting corrugations and the crossed apices of the corruga-

30 tions. Among other things, one difference between the 
Arnold device and the present invention is the manifold. In 
the Arnold device, there is a cross flow and not parallel flow. 
In the Arnold device, the corrugations are not diagonally 
disposed relative to the flow. Instead, the corrugations of one 

35 plate are in line with the flow and the corrugations of the 
adjacent plate lie across the direction of flow. This is a 
disadvantage as the flow path is not of constant area, but 
varies between full area and half area. This promotes heat 
exchanges at the expense of relatively much greater pressure 

40 drop. There are no embedded seals, or seal materials as part 
of the load path in the Arnold device and the passages are not 
defined by folding of a single sheet as is the case with the 
heat exchanger of the present invention. 

U.S. Pat. No. 4,099,928 (Norback) discloses a cross flow 
45 heat exchanger constructed of a stack of diagonally 

corrugated, formed sheets with displaced edges, which form 
sealing surfaces. The orientation of adjacent sheets in the 
stack is adjusted to form adjacent sealed passages for fluids 
(1) and (2). The edges, which form sealing surfaces, are 

50 sealed by immersion in a sealer or by hemming (folding). A 
special corner seal serves to prevent commingling of the 
fluids at corners of the exchanger. The Norback system 
utilizes a cross flow rather than a parallel flow, as does the 
present invention, as will be described later. The Norback 

55 system also utilizes a stack of separate plates, not folded 
from a single sheet and the seals are not embedded seals. 

U.S. Pat. No. 3,734,177 (Bellovary, et al.) discloses a 
parallel flow heat exchanger with adjacent passages defined 
by a non-corrugated sheet, which has been accordion folded. 

60 The pressure vessel is rectangular in shape and is shaped to 
define the flow ports. Longitudinal edges of the folded core 
are joined to two pressure vessel halves by a folded, soldered 
seam. The ends are sealed by two separate fingered plates 
each, which are sealed and joined by soldering or brazing. 

65 Turbulence is promoted and heat transfer increased by the 
addition of turbulator fins (separately formed sheets) into 
passageways. Some of the differences between the Bello-
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vary et al. device and the present invention include: a heat 
exchange surface that is not corrugated, but is rather plain 
(which does not promote heat transfer which normally is 
improved by separate 'turbulator' elements placed within 
the folds); the Bellovary et al. device seals are all flow-to- 5 
outside. The primary goal of the Bellovary et al. device 
construction is to make seals accessible for brazing and 
visible for inspection. In contrast, some of the heat 
exchanger embodiments of the present invention have 
embedded flow-to-flow seals (the flow-to-outside sealing is 

10 
accomplished by a separate pressure vessel). The Bellovary 
et al. device pressure containment means is rectangular with 
longitudinal seams whereas the present invention pressure 
containment means is a separate cylindrical pressure vessel 
(the optimum shape). In the Bellovary et al. device there are 
no seals in the path from the heat transfer surface to the 15 

pressure containment means and the device will not support 
itself structurally. 

U.S. Pat. No. 3,372,743 (Pall et al.) discloses a heat 
exchanger in which the primary heat exchange surface is 

20 
impressed with longitudinal (not diagonal) corrugations. 
The surface is then folded. Corrugated separator plates are 
placed between the pleats, to space them apart, so that fluid 
can enter for the purpose of heat exchange. The flow 
arrangement is parallel flow. Structural strength is achieved 

25 
by heavy pressure containing walls or by brazing together 
the crossed corrugations of the separator plates. Some of the 
differences between the present invention and the Pall et al. 
device are that the latter device's corrugations create indi­
vidual passages (even the 'cross corrugations'), which 
extend the full length of the heat transfer surface. In contrast, 

30 

in the heat exchanger of the present invention, the diagonal 
corrugations do not extend full length of the surface and, in 
fact, this is not desirable. Furthermore, the Pall et al. 
device's corrugated, convoluted surface must be spaced 

35 
apart by a separate corrugated separator plate to permit entry 
of fluid into the flow passages. Or, if the separator plates are 
smooth, a separately formed dimple (not part of the 
corrugation) must be impressed into the main surface to 
permit flow across the corrugations and into the bundle. The 

40 
seals are not embedded as in the present heat exchanger. 
Seals are fluid-to-outside, not fluid-to-fluid as in the present 
invention. 

Seals are part of the load path to the pressure vessel in one 
embodiment of the heat exchanger of the present invention 

45 
and they are not in any of the following patents; the housings 
contain the flow distribution means. In contrast, in the 
present invention, in one embodiment, flow distribution 
means is defined by the periphery of the bundle, the cylin­
drical housing and the seals. 50 

U.S. Pat. No. 817,490 (Jarvis) discloses an exchanger 
comprising of stacked, diagonally corrugated plates, flow 
entry through holes in the plates and a frame for clamping 
the plates. 

U.S. Pat. No. 799,621 (Brewtnall) discloses an exchanger 55 
comprised of separate plates, diagonally corrugated and 
special inlet and outlet means for cross flow heat exchange. 

4 
Japanese Patent 6-19408 has a folded exchanger surface 

with no corrugations and is not similar to the present 
invention. 

It should be noted that in the distillation art, U.S. Pat. No. 
5,700,403 (Billingham et al.) discloses a distillation column 
utilizing a packing element which reduces wall flow by 
varying corrugated sheet lengths. By varying the lengths of 
the corrugated sheet lengths to minimize the gap between 
the packing element and the column wall, any wall flow is 
driven back in towards the packing element. U.S. Pat. No. 
5,224,351 (Jeannot et al.) discloses an air distillating column 
that utilizes a distributor element having individual linings 
with different lengths that span the circular perimeter of the 
interior of the column. However, among other things, neither 
of these references teach or suggest the utilization of a single 
sheet for transferring flow loads into the pressure vessel 
housing, as in the present invention. 

Thus, there remains a need for a low cost heat exchanger 
that can accomplish heat transfer in an efficient manner 
between two flowing media while simultaneously transfer­
ring the pressure loads of the two flowing media to the 
pressure vessel walls. 

OBJECTS OF THE INVENTION 

Accordingly, it is the general object of this invention to 
provide an invention that overcomes the disadvantages of 
the prior art. 

It is an object of the present invention to provide an 
apparatus and method for heat exchange that utilizes a large 
surface for heat exchange, i.e., where the li.Q is high. 

It is still yet a further object of the present invention to 
provide an apparatus and method that causes heat exchange 
to occur with flow efficiency, i.e., where the li.P is low. 

It is still yet another object of the present invention to 
provide an apparatus and method that transfers the loads 
from the flows into the pressure vessel walls of the heat 
exchanger. 

It is a further object of the present invention to provide an 
apparatus and method that transfers the structural loads from 
the flows into adjacent fold portions of the heat transfer 
surfaces. 

It is still yet another object of the present invention to 
provide an apparatus and method that is compact, i.e., the 
apparatus and method utilize low hold-up volume. 

It is a further object of this invention to provide an 
apparatus and method for heat exchange that involves an 
automated manufacturing process, thereby increasing heat 
exchanger reliability while reducing labor costs. 

It is still a further object of this invention to provide an 
apparatus and method for heat exchange that involves low 
materials costs. 

It is still yet a further object of this invention to provide 
an apparatus and method for heat exchange that involves 
low header costs. 

It is still yet another object of the present invention to 
provide an apparatus and method for a heat exchanger that 
involves low manufacturing costs. 

It is a further object of this invention to provide a core 
bundle that provides a plurality of channels for flows that 
presents a constant area to the flows. 

U.S. Pat. No. 4,460,388 (Fukami et al.) discloses an 
exchanger comprised of a convoluted (folded) main surface 
(without corrugations). The walls of the main surface are 60 

spaced apart by separate spacer places, formed with 
corrugations, which serve as flow guides in the space 
between the folds. It is yet another object of this invention to provide a 

plurality of channels for flows that generates turbulence 
65 within each channel to promote heat exchange. 

British Patent 320,279 has a folded exchanger with an 
enhancement by corrugations and means for creating mul­
tiple separate flow plates and has a rectangular pressure 
vessel. 

It is still yet another object of this invention to provide a 
plurality of channels having a structure that causes frequent 
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and periodic changes in the direction of the flows to, among 
other things, minimize the boundary layer that would nor­
mally form between the flow and the channel walls. 

SUMMARY OF INVENTION 

These and other objects of the instant invention are 
achieved by providing a heat exchanger that comprises: (a) 
an elongated housing ( e.g., stainless steel, etc. that has a 
thickness to withstand high, internal pressure) having a first 

6 
core and the interior wall, and (d) wherein the core and side 
seals form alternating isolated channels within the housing. 
The alternating isolated channels comprise a first set of 
channels that is in fluid communication with the first set of 

5 ports and a second set of channels that is in fluid commu­
nication with the second set of ports. The first and second 
media form parallel flows within the respective sets of 
channels. 

set of inlet and outlet ports for circulating a first medium 10 
(e.g., air) through the housing and a second set of inlet and 
outlet ports for circulating a second medium ( e.g., 
refrigerant) through the housing and where the housing has 

These and other objects of the present invention are also 
achieved by providing a heat exchanger comprising: (a) an 
elongated housing ( e.g., stainless steel, etc. that has a 
thickness to withstand high, internal pressure) having a first 
set of inlet and outlet ports for circulating a first medium 
through the housing and a second set of inlet and outlet ports an interior wall; and (b) a core comprising a continuous 

sheet ( e.g., a corrosion-resistant, temperature resistant, low 15 
cost material such as stainless steel, titanium, etc.) having 
corrugations running angularly to the direction of the sheet 
and wherein the sheet is folded such that each of the folds 

for circulating a second medium through the housing; (b) a 
core comprising a continuous sheet (e.g., a corrosion-
resistant, temperature resistant, low cost material such as 
stainless steel, titanium, etc.) having corrugations running 
angularly to the direction of the sheet and wherein the sheet is in contact with the interior wall to form alternating 

isolated channels within the housing. The alternating iso­
lated channels comprise a first set of channels that is in fluid 
communication with the first set of ports and a second set of 
channels that is in fluid communication with the second set 
of ports and wherein the first and second media form parallel 
flows within the respective sets of channels. 

These and other objects of the instant invention are also 
achieved by providing a method for providing a heat 
exchanger for supporting heat exchange between two fluid 
media. The method comprises:(a) providing a continuous 
sheet ( e.g., a corrosion-resistant, temperature resistant, low 
cost material such as stainless steel, titanium, etc.) having 
corrugations running angularly to the direction of the sheet; 
(b) providing a first elongated housing shell having a first set 
of input and output ports for a first medium flow and a 
second elongated housing shell having a second set of input 
and output ports for a second medium flow and wherein the 
shells ( e.g., stainless steel, etc. that has a thickness to 
withstand high, internal pressure) have side edges for join­
ing together to form a housing having an interior wall and a 
hollow interior, (c) folding the continuous sheet, excluding 
the ends, into a plurality of folds such that each one of the 
plurality of folds is in contact with the interior wall when the 
folded sheet is positioned in the hollow interior; ( d) posi­
tioning the folded continuous sheet into the first elongated 
housing shell so that each one of the ends of the continuous 
sheet is positioned on a respective side edge of the first 
elongated housing shell; ( e) joining ( e.g., welding) the 
second elongated housing shell to the first elongated housing 
shell along their side edges; and (f) closing off a first end of 
the housing and a second end of the housing (e.g., brazing 
end caps on each end of the housing). 

These and other objects of the instant invention are also 
achieved by providing a heat exchanger that comprises: (a) 

20 is folded into a rectangular shape comprising a plurality of 
folds of the same length, (c) the housing is of generally 
circular configuration and includes top and bottom seals of 
a quick setting liquid epoxy material filling the space 
between the core and the housing in a region between the 

25 first set of inlet and outlet ports and between the second set 
of inlet and outlet ports and further including side seals of a 
quick setting liquid epoxy material filling the space in a 
region between sides of the core and housing; (d) the core, 
the top and bottom seals and the side seals form alternating 

30 isolated channels within the housing, the alternating isolated 
channels comprising a first set of channels that is in fluid 
communication with the first set of ports and a second set of 
channels that is in fluid communication with the second set 
of ports. The first and second media form parallel flows 

35 within the respective sets of channels. 
These and other objects of the instant invention are also 

achieved by providing a method for providing a heat 
exchanger for supporting heat exchange between two fluid 
media. The method comprises the steps of: (a) providing a 

40 continuous sheet ( e.g., a corrosion-resistant, temperature 
resistant, low cost material such as stainless steel, titanium, 
etc.) having corrugations running angularly to the direction 
of the sheet; ( b ) providing a generally-circular elongated 
housing ( e.g., stainless steel, etc. that has a thickness to 

45 withstand high, internal pressure) having a first set of input 
and output ports for a first medium flow and a second set of 
input and output ports for a second medium flow, and 
wherein the housing has an interior wall; (c) folding the 
continuous sheet, excluding the ends of the sheet, into a 

50 plurality of folds to form a rectangularly-shaped core; (d) 
positioning the folded continuous sheet into the generally­
circular elongated housing; ( e) closing off a first end of the 
housing and a second end of the housing; (f) inserting end 
seals at the first end and the second end of the housing; (g) a generally-circular elongated housing ( e.g., stainless steel, 

etc. that has a thickness to withstand high, internal pressure) 
having a first set of inlet and outlet ports for circulating a first 
medium through the housing and a second set of inlet and 
outlet ports for circulating a second medium through the 
housing and wherein the housing has an interior wall; (b) a 
core comprising a continuous sheet (e.g., a corrosion- 60 

resistant, temperature resistant, low cost material such as 
stainless steel, titanium, etc.) having corrugations running 
angularly to the direction of the sheet and wherein the sheet 

55 introducing top and bottom seals between the top of the core 
and the interior wall and between the bottom of the core and 
the interior wall; and (h) introducing side seals between the 
sides of the core and the interior wall and embedding the 
ends of the sheet therein. 

These and other objects of the instant invention are also 
achieved by providing a heat exchanger comprising: (a) an 
elongated housing ( e.g., stainless steel, etc. that has a 
thickness to withstand high, internal pressure) having a first 
set of inlet and outlet ports for circulating a first medium is folded such that each of the folds is in contact with the 

interior wall; ( c) the housing includes side seals of a quick 
setting liquid epoxy material for filling the space between 
the core and the housing in a region between sides of the 

65 through the housing, a second set of inlet and outlet ports for 
circulating a second medium through the housing, and a 
third set of transfer ports and wherein the first set of inlet and 
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outlet ports are located at one end of the housing; (b) a core 
comprising a continuous sheet ( e.g., a corrosion-resistant, 
temperature resistant low cost material such as stainless 
steel, titanium, etc.) having corrugations running angularly 
to the direction of the sheet and wherein the sheet is folded 5 

into a rectangular shape comprising a plurality of folds of the 
same length; (c) the housing being of generally circular 
configuration and including top and bottom seals of a quick 
setting liquid epoxy material filling the space between the 
core and the housing in a region between the first set of inlet 10 

and outlet ports and between the second set of inlet and 
outlet ports and further including side seals of a quick setting 
liquid epoxy material filling the space in a region between 
sides of the core and housing; (d) the core, the top and 
bottom seals and the side seals forming alternating isolated 15 

channels within the housing, the alternating isolated chan­
nels comprising a first set of channels that is in fluid 
communication with the first set of ports and a second set of 
channels that is in fluid communication with the second set 
of ports. The first and second media form parallel flows 20 

within the respective sets of channels; ( e) a first space plate 
mounted in the housing extending from a top interior wall of 
the housing to a bottom edge of the core in sealing relation 
therewith and defining a first and second subset of channels 
in the first set of channels, and wherein one side of the space 25 

plate between the space plate and the top of the core 
communicates with the inlet port of the first set of ports and 
the opposite side of the space plate communicates with the 
outlet port of the first set of ports and wherein the space plate 
includes a gap adjacent an end of the housing remote from 30 

the end where the inlet and outlet ports are located. The 
space plate acts to route the first medium through the first 
subset of channels away from the inlet port and the gap 
acting to route the first medium through the second subset of 
channels toward the outlet port; (f) a second space plate 35 

mounted in the housing extending from a bottom interior 
wall of the housing to a top edge of the core in sealing 
relation therewith and defining a third and fourth subset of 
channels in the second set of channels; and (g) external 
piping coupled to the third set of transfer ports for altering 40 

the flow of the first medium from the first inlet port towards 
the outlet port, the external piping routing the first medium 
through a combination of the first, second and third subsets 
of channels from the first inlet port towards the outlet port. 

45 
DESCRIPTION OF THE DRAWINGS 

8 
of a series of through welds joining the end plates to the ends 
of the corrugated folded bundle; 

FIG. 5 is an isometric view of the corrugated folded 
bundle of FIG. 1; 

FIG. 6 is a plan view with portions broken away and in 
section to show details of the construction of a second 
embodiment of the corrugated folded heat exchanger of the 
present invention; 

FIG. 7 is an enlarged sectional view taken along line 7-7 
of FIG. 6; 

FIG. 8 is an enlarged sectional view taken along line 8-8 
of FIG. 6; 

FIG. 9 is a fragmentary isometric view showing a small 
portion of the heat exchanger core of the second embodi­
ment in a slightly expanded state to more easily visualize the 
fluid flow paths created by the equal increment folding of a 
thin corrugated sheet metal strip; 

FIG. 10 is a schematic sectional plan view showing the 
corrugated metal core bundle frictionally inserted centrally 
both axially and radially within the hollowed cylindrical 
outer vessel comprising the first step in assembling the 
second embodiment heat exchanger of this invention; 

FIG. 11 is an end view of the vessel and core element as 
viewed from the left in FIG. 10; 

FIG. 12 is an end view with the end cap welded in place; 

FIG. 13 is a side elevational view partly in section 
showing flow of epoxy into the vessel to form an end seal; 

FIG. 14 is a side elevational view showing the vessel 
supported on a horizontal surface and the flow path for liquid 
epoxy to form the top and bottom seals; 

FIG. 15 is transverse cross-sectional view taken along line 
15-15 of FIG. 14; 

FIG. 16 is a cross-sectional view similar to FIG. 7 
showing a third embodiment of the present invention that 
utilizes a core bundle which eliminates the need for top and 
bottom seals and only side seals are required by reason of the 
conformity of bundle to a portion of the periphery of the 
housing; 

FIG. 17 is a sectional side-elevational view, similar to 
FIG. 6, showing a fourth heat exchanger embodiment in 
accordance with the present invention; 

FIG. 18 is a plan view of FIG. 17; 
FIG. 19 is a transverse sectional view taken on lines 

19-19 of FIG. 17 showing some of the fluid medium 
passageways more clearly; 

Other objects and many of the attendant advantages of 
this invention will be readily appreciated as the same 
becomes better understood by reference to the following 
detailed description when considered in connection with the 
accompanying drawings wherein: 

FIG. 1 is a partially-broken side view of the corrugated 
folded heat exchanger of the preferred embodiment of the 
present invention; 

FIG. 20 is a schematic isometric view showing a fifth 
50 embodiment of heat exchanger in accordance with the 

present invention wherein the fluid medium flow paths for 
both fluids are separated by two baffles; and 

FIG. 2 is an enlarged sectional view taken on the line 2-2 
of FIG. 1 showing details of the vessel half shells, associated 
ports, and the corrugated folded plate core positioned and 
retained by the two longitudinal extending welds that join 
the vessel half shells; 

FIG. 3 is an enlarged fragmentary sectional plan view 
taken along line 3-3 of FIG. 1 showing the corrugated 
folded heat exchanger bundle having nickel brazed end 
seals; 

FIG. 4 is an enlarged fragmentary plain view similar to 
FIG. 3 with portions broken away and in section illustrating 
an additional modification for creating an end seal consisting 

FIG. 21 is an enlarged fragmentary sectional view taken 
on the line 21-21 of FIG. 20 showing details of a two baffle 

55 arrangement. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

60 The preferred heat exchanger 120 (FIG. 1) of the present 
invention is characterized by novel features of construction 
arrangement providing certain advantages over the prior art 
discussed above. 

In the operation of a heat exchanger, differential pressure 
65 forces in the core may cause distortion of the core and, in 

accordance with the design of the present invention, these 
forces are carried out more effectively due to the conformity 
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of the core bundle to the pressure vessel housing. In the 
preferred embodiment 120 of the present invention, there is 
a total conformity of the core 122 to the pressure vessel 
housing. As can be see in FIG. 2, the folds (F) of the core 
bundle are in contact with the interior of the pressure vessel 
housing. In this regard, the diagonal crisscross of the peaks 
of the corrugated folded sheet 122 (FIG. 5, referred to as the 
"core bundle" or simply "bundle") defining the flow chan­
nels and the conformity of the core to the housing strength­
ens the structure both in the vertical and the horizontal 
directions. Furthermore, the diagonal crisscross of the peaks 
of the core 122 and the conformity of the core 122 to the 
housing provides a load path in the bundle to resist internal 
forces. Specifically, in the preferred embodiment 120 of the 
present invention, differential internal pressures in the flow 
channels are transmitted to the housing via the adjacent 
channel peaks that engage each other. In this regard, it has 
been found that the design of the present invention does not 
require brazed joints and is more effective in transmitting 
internal loads. 

In accordance with the present invention, the heat 
exchanger surfaces which define and separate adjacent flow 
passageways, are formed from a single sheet of thin metal. 
The sheet is first impressed with diagonally-oriented corru­
gations. The sheet is then folded with the folds perpendicular 
to the long edge of the sheet and the directions of the 
adjacent folds are alternated to produce an "accordion" or 
pleated surfaces. 

10 
directly between the fluids and are not 'extended' or finned. 
Finned surfaces are less efficient and tend to foul, while 
prime surfaces have a relatively lower tendency to foul. 

The core bundle having flat ends is inserted into a 
5 cylindrical pressure vessel housing. The material and thick­

ness of the pressure vessel is chosen to withstand the 
maximum gage pressure of the two heat exchange fluids and 
to meet corrosion requirements. A suitable material for the 
pressure vessel is carbon steel or stainless steel. The ports or 

10 header spaces perform the function of distributing the heat 
exchange fluids into or out of the heat exchange bundle in a 
manner which incurs as little pressure drop as possible. A 
port area is defined by the pressure vessel and the bundle. 
The shape of the port is inherently well suited to flow 

15 distribution. Flow is introduced into the bundle at the 
periphery where the rounded contour of the folds causes 
little pressure drop. Furthermore, the length of the port can 
be chosen to minimize pressure drop. 

These independent variables are selected by the designer 

20 to match the requirements of the heat exchanger problem as 
follows: bundle sheet material and thickness; bundle cross 
section dimensions; pressure vessel material and thickness; 
port area (length of the port); length of the main heat 
exchanger zone in the bundle (length between the ports); and 

25 material for the cast seals (for the second embodiment). 

The sheet material is chosen for its corrosion resistance, 
temperature resistance and cost. A suitable material is stain- 30 

less steel or titanium. The sheet thickness is chosen as 

There is shown in the drawings two basic embodiments of 
the present invention. The first and preferred embodiment 
(FIGS. 1-5) has a core that completely conforms to the inner 
periphery of the pressure vessel housing to thereby more 
effectively handle or counteract the differential pressure 
forces in the core which, in the prior art systems, cause 
distortion problems. The second, third, fourth and fifth heat 
exchanger embodiments (FIGS. 6-21) have respective cores 
of generally rectangular cross-sections and respective pres-

required to support the differential pressure between the flow 
paths. The corrugated, folded exchanger surface is called the 
"bundle" after fabrication. 

The flow of two mediums (gas or liquid) between which 
heat is to be exchanged is substantially parallel to the 
exchanger folds, not perpendicular to the folds. A parallel 
flow arrangement permits a higher effectiveness of heat 
transfer than does a cross flow arrangement. For example, in 
a parallel flow arrangement, the two flows are in a heat­
exchanging condition over a longer surface area in compari­
son to a cross flow arrangement where the two flows are in 
a heat-exchanging condition only where the two flows 
"cross." Furthermore, where the parallel flow arrangement is 
a "counter" flow (i.e., the two flows are in opposite direc­
tions and as depicted in FIGS. 5-6 and 9), there is even a 
greater heat-exchanging condition or potential since the high 
temperature input of one flow is opposite of the low tem­
perature output of the other flow. 

Folding of the diagonally corrugated surface causes the 
corrugations of adjacent pleats to cross. The crossed corru­
gations provide structural rigidity by reason of the corruga­
tions touching and therefore carrying, by compression, the 
differential pressure load to the periphery of the bundle and 
then transferring the load to the pressure vessel housing. 

In all of the embodiments, the crossed corrugations impart 
turbulence to the heat exchange flows at relatively low 
velocity. This promotes high heat transfer. The mechanism 
for this is that the flow cannot process more than one 
corrugation pitch length before encountering another corru­
gation or a corrugation crossing point. Thus, the crossing of 
the diagonal corrugations creates frequent directional 
changes for the flow, while maintaining essentially constant 
flow area. The corrugations allow more surface area to be 
packaged into a given volume than achievable with plain 
surfaces. The surfaces obtained are 'prime', i.e., they are 

35 sure vessel housings of generally circular cross-sections 
wherein the core bundles (222, 322, 422 and 522), flow seals 
(which fill the voids above and below the core bundles 222, 
322, 422, and 522) and side seals (which fill the voids on the 
sides of the core bundles 222, 322, 422, and 522) conform 

40 to the inner periphery of the housing to also more effectively 
handle or counteract the differential pressure forces in the 
core for the same reasons. In the second, third, fourth and 
fifth heat exchanger embodiments, the crossed corrugations 
provide structural rigidity by reason of corrugations touch-

45 ing and therefore carrying, by compression, the differential 
pressure load to the periphery of the bundle where it is 
picked up by the rigid seals and then transferred to the 
pressure vessel housing. The corrugations also impart stiff­
ness to the port areas which must "bridge" the gaps between 

50 the seals, i.e., carry pressure loads from the port areas into 
the seals. 

Referring now to the drawings and particularly to FIGS. 
1-5, there is shown a preferred heat exchanger generally 
designated by the numeral 120 constructed in accordance 

55 with the present invention. The heat exchanger 120 com­
prises an elongated hollow, generally tubular, pressure ves­
sel or housing 124 preferably made of stainless steel and 
having a wall thickness to withstand high, internal pressure. 
The housing 124 has inlet and outlet ports 126N126B for a 

60 first fluid Ml, an inlet and outlet ports 128N128B for a 
second fluid M2. Housed within the pressure vessel 124 is 
a heat exchange core 122 having a configuration defining 
flow passageways or channels (CHl and CH2, see FIG. 5) 
for the first Ml ( e.g., a refrigerant flow) and second M2 ( e.g., 

65 an air flow) fluid flows, respectively. These flow passage­
ways or channels CHl and CH2 are discrete separate 
passageways or channels. This can be seen more easily in 
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FIG. 9, which depicts a rectangularly-shaped core bundle 
(viz., bundle 222), wherein the first fluid flow Ml can be 
seen passing through channels CHl and the second fluid 
flow M2 can be seen passing through channels CH2. 

12 
chamber openings of the bundle 122, as permitted by the 
manifold 144A walls. Flow (FIG. 2) is introduced into the 
bundle 122 at the periphery where the rounded contour of 
the folds (F) causes little pressure drop. Furthermore, the 
length of each port can be chosen to minimize pressure drop. 
Similarly, at the output port 128B, the output flow of M2 
from the CH2 chamber openings is directed into the output 
port 128B by the manifold 146B walls. 

In accordance with this embodiment 120, certain seals are 
eliminated and the side seal weld arrangement 138 provides 
the best structural self-support of the bundle 122 to the 
pressure vessel housing 124 wall. The heat exchanger 120 
comprises a minimum of parts which are easy and economi­
cal to manufacture and assemble. The integral manifolds 

Within each respective passageway or channel, CHl and 5 

CH2, the first and second fluid flows Ml and M2 flow 
through the pressure vessel housing 124 in a parallel flow 
pattern. It should be understood a parallel flow pattern 
includes a flow pattern where Ml and M2 flow in the same 
direction or where Ml and M2 flow in opposite directions 10 
(known as "counter flow"). Although FIGS. 1-5 depict a 
counter flow pattern, it should be understood that the heat 
exchanger 120 ( as well as the subsequent heat exchanger 
embodiments 220, 320, 420 and 520, to be discussed later) 
can also be operated in a "same-direction" parallel flow. 15 144N144B and 146N146B formed into the shell halves 

134/136 eliminate parts, costs and labor and improves the 
pressure/stress capability of the heat exchanger 120. It also 
permits the formation of the optimum port shape. 

In the assembled core 122, the flow passageways or 
channels CHl and CH2 for the first Ml and second M2 
fluids are serpentine sinuous paths by reason of the criss­
cross pattern of peaks (P) and valleys (V) crossing one 
another at right angles in the tightly folded configuration of 
the core 122. In particular, the corrugations are formed at an 
angle A(e.g., 45°) with the edge of the sheet metal surface, 
thereby creating peaks (P) and valleys (V) in the wall of each 
channel. It has been found that the optimum flow passage­
way or channel is where the angle A is 45°, but other angles 
are also suitable. When the sheet metal surface is folded and 
installed within the pressure vessel housing 124, these peaks 
Pare in contact with adjacent channel peaks (P, see FIG. 2). 

FIGS. 3 and 4 show two different means for supporting 
20 the end plates 130 and 132 in place over the housing 124. In 

FIG. 3, the end plate 130 comprises an interior brazed joint 
150, e.g., nickel, and in the embodiment of FIG. 4, there are 
a plurality of through welds 152 from the exterior wall of the 

25 

As a result, as the flow, e.g., Ml, moves through a corre­
sponding channel, the flow Ml in a sinuous manner as the 30 
flow Ml moves along the peak of one channel wall and then 
encounters the peak of the other channel wall, and so on; this 
can be seen more easily in FIG. 6, which depicts a 
rectangularly-shaped core bundle (viz., bundle 222 for the 
second heat exchanger embodiment 220, to be discussed 35 
later) wherein the first fluid flow Ml exhibits a sinuous 
character (Sl) and the second fluid flow M2 also exhibits 
sinuous character (S2). The importance of this corrugated 
design is that it: (1) provides constant area to the flow which 
reduces the pressure drop, (2) generates turbulence which 40 
promotes heat exchange and (3) due to the frequent and 
periodic changes in direction of the flow, causes the bound­
ary layer that would normally form between the flow and the 
channel walls to disappear. 

end plate 130 to the end of the bundle 122. 
By this method, it is possible to simultaneously create the 

external pressure boundary of the vessel housing 124 ends 
and prevent cross-over leaks. Further, the weld material can 
be selected to suit the duty. Tests have shown that the weld 
arrangement provides a very strong joint and it provides the 
strongest possible joint at the ends of the bundle 122. 
Further, it is noted that the folds of the bundle create a 
"stayed closure" effect, wherein the span of the closure is 
very small and thus the end seal can be very thin because the 
folds are fused into the weld metal; in particular, the 
maximum dimension which these end caps 130/132 must 
"bridge" structurally is twice the corrugation height. Also, 
this process lends to high speed automated assembly tech­
niques. 

In accordance with the heat exchanger 120 of the 
invention, the bundle 122 is round and the housing 124 
comprises a pair of half shells 134/136 which are welded 
along the seam 138 to capture the tail ends 140/142 of the 
bundle 122. The design also facilitates selection of the 
corrugation angle, total area and length to satisfy a prede­
termined heat transfer rate and pressure drop criteria. It also 
allows selection of the proper surface thickness to satisfy 
total pressure containment criteria. 

In this embodiment 120, the folds are staggered to fit the 

As can be seen in FIG. 1, the housing 124 comprises two 45 

half shells 134 and 136 which are welded along parallel 
diametrically opposed longitudinally extending seams by a 
weldment 138. This provides a side seal weld which in the 
present instance is formed so that it captures the tail ends 
140/142 of the core bundle 122. 50 inside profile of the vessel whereby the optimum shape is 

round. It has been found that this arrangement eliminates the 
need for separate seals and provides structural support for 
the bundle and prevents movement under pressure changes. 
It also maximizes the amount of heat transfer surface that 

In the present instance, the heat exchanger 120 is com­
pleted by a pair of end caps 130 and 132 overlying and 
confronting the core 122 at opposite axial ends. Inlet mani­
folds 144N146A and outlet manifolds 144B/146B are 
raised and formed integrally with their respective shells and 
have threaded cylindrical elements 148 welded to the inlet 
144N146A and outlet 144B/146B manifolds. The inlet 
144N146A and outlet 144B/146B manifolds are positioned 
to face the folds, F. As a result, as shown most clearly in FIG. 
6, the input flow initially enters the core bundle 122 at the 
folds, F and then turns to flow through the channels, CHl or 
CH2; similarly, at the output, the flow turns to flow away 
from the folds, F. It should be understood that the raised and 
integrally-formed manifolds are important in that the port 
shape optimizes pressure containment and flow. As can be 
seen in FIG. 2, at the input port 126A, the input flow of Ml 
is maximally distributed by flowing into all of the CHl 

55 can be contained within a given vessel. It has been found that 
the best shape for the pressure containment is cylindrical. 
However, it should be understood that one of the patentable 
features of the present invention 120 is that the core bundle 
conform to the shape of the pressure vessel regardless of its 

60 shape. Hence, where a rectangular-shaped, square-shaped, 
or any other shaped, pressure vessel housing 124 is used, the 
core bundle 122 conforms to that particular shape. 

In this embodiment 120, the bundle 122 is oversized so 
that on assembly, it is compressed between the shell halves 

65 134/136 and is initially oval-shaped and compressed to a 
circular configuration. Accordingly, under pressure, there is 
no movement of the bundle 122 which could lead to failure. 
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Further, this arrangement distributes the pressure forces 
within the bundle 122 into the housing 124 and therefore 
extends the life of the heat exchanger 120. Optimum com­
pression of the bundle in the shell is in the range of ten 
percent (10%). 

In establishing the particular design of the preferred 
embodiment 120, the designer considers the bundle sheet 
material and thickness; bundle cross section dimensions; 
pressure vessel material and thickness; port area (length of 
the port); length of the main heat exchanger zone in the 
bundle (length between input/output ports); and the material 
for the end plates and joining method ( e.g., braze material). 

Thus, the features of the preferred embodiment 120 of the 
present invention provide a heat exchanger which increases 
the heat transfer by fifty percent (50%) while reducing the 
cost for the size of the heat exchanger. Furthermore, and as 
noted previously, there is a pressure differential between 
adjacent channels in the corrugated core resulting from the 
pressure differential of two fluids in the heat exchanger 120. 
For example, in an air conditioning application, Freon flows 
in one set of channels and is usually at a pressure different 
from that in the second set of channels. The pressure 
differential causes the channels with the higher pressure to 
push against adjacent channels with lower pressure. The 
preferred embodiment 120 of the present invention with its 
cross-corrugated design provides structural rigidity by rea­
son of the adjacent corrugations touching at the peaks (P) 
and therefore carrying by compression, the differential load 
to the periphery of the bundle 122 where it is transferred to 
the pressure vessel housing 124 by the folds of the core 
bundle 122. 

Another advantage of these adjacent corrugations touch­
ing at the peaks and therefore carrying by compression 
overcomes the problem of mechanical failure due to 
freezing, i.e., should a freeze condition occur within the 
bundle 122, only one set of passageways or channels freeze 
up (i.e., either CHl or CH2 which contains a flow of water) 
since the "give" or "compliance" of the corrugations accom­
modates the expansion of the water as it freezes; then, once 
the ice thaws, the "give" of the folds in bundle 122 permits 
the restoration to their original shapes. In contrast, because 
the plates of conventional heat exchangers may be brazed 
internally to create "cells", a freezing condition followed by 
a thawing condition tends to rupture these braze joints, 
thereby requiring the heat exchanger's replacement. Thus, 
the heat exchanger 120 avoids this problem by not joining 
the peaks that are touching, internal of the core bundle 122. 

A second embodiment 220 of the present invention in 
shown in FIGS. 6-9. As can be seen most clearly in FIGS. 
7 and 8, the second embodiment 220 of the present invention 
also includes a core bundle 222 that comprises a corrugated 
sheet that is also folded to form diagonal crisscrosses of the 
peaks; however, the overall shape of the core bundle 222 
(FIG. 9) is rectangular-shaped and does not conform to the 
shape of the pressure vessel housing 224. To seal the edges 

14 
function is to fill the voids above and below the bundle 222, 
between the ports. The flow seal defines one wall of each 
port and causes the heat exchange fluids Ml and M2 to flow 
into, and along, within the respective chambers CHl and 

5 CH2 instead of flowing from port to port through the open 
space defined by the pressure vessel housing 224 and the 
bundle 222. In all cases, the seals become part of the load 
path, which carries the forces generated by the differential 
pressures within the bundle 222 into the pressure vessel 224. 

10 As with the preferred embodiment 120, the ports or header 
spaces perform the function of distributing the heat 
exchange fluids into or out of the heat exchange bundle 222 
in a manner which incurs as little pressure drop as possible. 
In this embodiment 220, each port area is defined by the 

15 pressure vessel 224, the bundle 222, the flow seal and the 
end seal. The shape of each port is inherently well-suited to 
flow distribution. As with the preferred embodiment 120, 
flow is introduced into the bundle at the periphery where the 
rounded contour of the folds (F) causes little pressure drop. 

20 Furthermore, the length of the port can be chosen to mini­
mize the pressure drop. These independent variables are 
selected by the designer to match the requirements of the 
heat exchanger problem as follows: bundle sheet material 
and thickness; bundle rectangular cross section dimensions; 

25 pressure vessel material and thickness; port area (length of 
the port); length of the main heat exchanger zone in the 
bundle (length between the ports); and material for the cast 
seals. 

In particular, the heat exchanger 220 comprises an elon-
30 gated hollow, generally tubular, vessel or housing 224 

preferably made of stainless steel and having a wall thick­
ness to withstand high, internal pressure. The housing 224 
has a first fluid Ml inlet and outlet ports 226N226B and a 
second fluid M2 inlet and outlet ports 228N228B. Housed 

35 within the pressure vessel 224 is a heat exchange core 
bundle 222 having a configuration defining flow passage­
ways CHl and CH2 (see FIG. 9) for the first Ml (e.g., a 
refrigerant flow) and second M2 (e.g., an air flow) fluids, 
respectively. As illustrated by the arrows Ml and M2, first 

40 and second fluids flow through the housing 224 in a parallel 
flow pattern, similar to the parallel flow pattern described for 
heat exchanger 120. In the assembled core bundle 222, the 
flow passageways or channels CHl and CH2 for the first and 
second fluids, respectively, are serpentine sinuous paths by 

45 reason of the crisscross pattern of peaks (P) and valleys (V) 
crossing one another at right angles in the tightly folded 
configuration of the core 222. For the same reasons set forth 
above with respect to the core bundle 122 of the preferred 
heat exchanger 120, the core bundle 222 comprises corru-

50 gations formed at an angle A ( e.g., 45°); as stated previously, 
it has been found that the optimum flow passageway or 
channel is where the angle A is 45°. The flow passageways 
or channels, CHl and CH2, however, for the first Ml and 
second M2 fluids are nevertheless discrete separate passage-

55 ways or channels CHl and CH2, as schematically shown in 
FIG. 9. of the core bundle 222 to prevent commingling of the two 

heat exchanger fluids, Ml and M2, four embedded seals are 
created. A plastic material is cast in such a fashion as to 
embed, bond and fill the space defined at the edges and 
periphery of the bundle 222 and the inside surfaces of the 60 

pressure vessel 224. Embedded seals are created at the two 
sides and two ends of the bundle 222. The plastic material, 
e.g., epoxy, is introduced into the void areas to be filled by 
access ports. The pressure vessel 224 must be oriented for 
each seal so that gravity can assist the introduction of the 65 

material. Two more seals, called "flow seals," are created in 
the same fashion as the embedded seals. The flow seal 

The heat exchanger 220 further includes end caps 230 and 
232, which are illustrated in FIG. 6, may be welded to the 
open axial ends of the housing 224. End seals (229,231) are 
preferably formed of a quick setting liquid epoxy material. 
The heat exchanger 220 further includes top and bottom 
seals (233,235) of the same quick-setting liquid epoxy 
material and side seals (237,239) as shown in FIGS. 7 and 
8. The top, bottom and side seals surround the heat exchange 
core 222 and at their axial ends are spaced from the inlet 
(226N228A) and outlet ports (226B/228B) as a cavity (C) 
to allow for the flow of the fluids Ml and M2 in the manner 
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indicated in FIG. 6. Fittings 241 are provided around the 
periphery of the housing 224 at approximately the midway 
point of the housing 224 for introducing the liquid epoxy 
resins during assembly. 

16 
generally rectangular sheet having an undulating configura­
tion defining a series of peaks (P) and valleys (V) which 
when folded in the manner shown previously define the 
serpentine flow passages or channels CHl and CH2 for the 

The method for making the heat exchange core 222 and 
assembling it are best shown in FIGS. 9-15, inclusive. As 
with the core bundle 122 of the preferred embodiment 120, 
the heat exchange core 222 is preferably made of a variety 

5 first and second fluid mediums. This embodiment likewise 
incorporates end seals (429,431) formed of a quick-setting 
liquid epoxy material, top, bottom, side and end seals ( 433, 
435). 

of materials such as copper and aluminum depending on the 
heat exchange rate desired and comprises an elongated 10 

corrugated plate defining a series of peaks (P) and valleys 
(V) uniformly spaced and preferably disposed at an angle A 
of 45° so that when the sheet is folded in the manner shown 

In accordance with this embodiment 420 of the invention, 
an elongated upper spacer plate 449 is mounted in the 
housing 424 which extends as illustrated in FIG. 19 from the 
top interior wall of the housing 424 to the bottom edge of the 
core 422 as at 451 and sealed at that junction by an epoxy. 
The upper spacer plate 449 defines an inlet zone 453 and an in FIG. 9, the confronting peaks P intersect and touch one 

another at right angles. The pattern of the core as shown in 
FIG. 9, includes end tabs 240 and 242 (FIG. 11) at the 
opposite sides to support the core 222 in the housing 224 in 
a manner compressing the folds as shown in FIGS. 7, 8 and 
11. 

15 outlet zone 455 for the first fluid medium adjacent the air 
inlet 426A and air outlet 426B, respectively. As illustrated in 
FIG. 17, the upper spacer plate 449 has a gap or cut out 457 
adjacent the end of the housing 424 remote from the inlet 
end 426A to function as a turn around for one medium 

20 reversing its flow and exiting the outlet port 426B at the right 
hand end of the housing 424. This provides approximately a 
2: 1 ratio of air to refrigerant flow through the heat exchanger 
420. 

Accordingly, in assembling the components of the heat 
exchanger 220, the folded core 222 is initially inserted in the 
interior of the vessel or housing 224 so that it is spaced from 
opposing ends in the manner shown in FIG. 10. The end caps 
(230,232) are then welded in place. Thereafter, the end seals 
(229,231) are formed in the manner shown in FIG. 13. 25 

Specifically, the core bundle 222 is placed on end and the 
liquid epoxy introduced from a source 243 to a predeter­
mined level by volume. After the end 229 seals, the core is 
turned upside down or reversed and the opposite end seal 
231 is formed in the same way. The heat exchanger 220 is 30 

then placed on a horizontal support surface to form the top 
and bottom seals (233, 235). Dams 245 (FIG. 14) made of 
clay or rubber are then inserted through the inlet 226N228A 

The inlet port 428A and outlet port 428B for the second 
fluid medium such as a refrigerant is as in the described 
embodiment and simply defines a single pathway through 
the core 422 entering at inlet port 428A and exiting at outlet 
port 428B. Considering briefly operation of this system, the 
first medium is essentially circulating through the core 422 
exchange so that it has double the exposure for a single pass 
of the second fluid medium such as refrigerant. 

There is shown in FIG. 21 a fifth embodiment 520 of the 

or outlet 226B/228A ports and positioned in the manner 
shown in FIG. 14 so that when the liquid epoxy is fed into 

heat exchanger in accordance with the present invention. 

35 
This embodiment 520 is similar to that shown in FIGS. 
17-19, inclusive, except that in this instance, there is an 
additional baffle designated by the numeral 560. The baffle 
560 extends from the interior surface of the pressure vessel 
or housing 524 below the core 522 to the upper terminal 

the space between the dams 245, the opposing ends of the 
seal are spaced from the inlet 226N228A and outlet 226B/ 
228A ports in the manner shown in FIG. 6. It is noted that 
the charge or level of liquid epoxy is volume controlled to 
produce the desired seal around the core 222 and thereby 40 

prevent filling the flow passageways or channels CHl and 
CH2 to optimize the random flow passageways in the core 
222. FIG. 15 shows the side, top and bottom seals com­
pleted. 

45 
There is shown in FIG. 16 a third embodiment 320 of the 

edge of the core 522, via a spacer plate 549 portion, where 
it is sealed at 561 by an epoxy. 

The housing 524 is provided with a plurality of ports and 
connecting piping for selectively varying the pattern of flow 
of air and refrigerant through the core 522 and specifically 
to achieve multiple passes of air for a given flow of 
refrigerant through the heat exchanger 520. For example, in 
the embodiment illustrated in FIGS. 20-21, the ports, con-
necting pipes and baffle arrangement facilitates flow through 
the core 522 divided into four flow quadrants of which three 

heat exchanger in accordance with the present invention. 
The third embodiment is similar to the heat exchanger 220 
but utilizes a core bundle 322 whose folds (F) conform to the 
upper 321 and lower 323 inner surfaces of the pressure 
vessel housing 324, thereby obviating the need for top and 
bottom seals, although side seals 337 and 339 are required. 

There is shown in FIGS. 17-21, inclusive, a fourth 
embodiment 420 of a heat exchange apparatus in accordance 
with the present invention. 

50 are for circulating air and one for refrigerant. It is noted that 
many variations are possible to achieve different flow ratios 
and configurations. Thus, as shown in FIG. 20, the one end 
of the heat exchanger 520 has an air inlet port 528A, an air 
outlet port 528B, a refrigerant inlet port 526A and an air 

This embodiment 420 is generally similar in overall 
arrangement and components as the second embodiment 220 
and comprises a hollow generally tubular vessel or housing 
424 preferably made of steel having inlet and outlet ports 

55 transfer port 570. The opposite end of the housing has an air 
transfer port 572, an air transfer point inlet port 574, a 
refrigerant outlet port 526B and a transfer air inlet port 578. 
Pipe 580 connects ports 572/578, pipe 582 connects ports 
570/574). By this arrangement, the flow of refrigerant (R) 

60 and air (A) through the heat exchanger 520 is as shown 
schematically in FIG. 20. This arrangement, as illustrated, 
produces a flow of air (A) in three of the quadrants and 
refrigerant (R) in one of the divided quadrants of the core 
522. 

( 426N426B) for a first fluid medium and inlet and outlet 
ports (428N428B) for a second fluid medium. Housed 
within the vessel or housing 424 is a heat exchange core 422 
having a serpentine configuration defining flow passage­
ways or channels CHl and CH2 for the first and second 
fluids as described in detail in connection with the second 65 Without further elaboration, the foregoing will so fully 

illustrate our invention that others may, by applying current 
or future knowledge, readily adopt the same for use under 

embodiment 220. The heat exchange core 422, as is the core 
bundle 222 in the second embodiment 220, made from a 
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various conditions of service. Even though particular 
embodiments of the invention have been illustrated and 
described herein, it is not intended to limit the invention and 
changes and modifications may be made therein within the 
scope of the following claims: 5 

We claim: 
1. A heat exchanger for supporting heat exchange between 

two high pressure fluid media flowing therein, said heat 
exchanger comprising: 

a core comprising a continuous sheet having continuous 10 

corrugations running angularly to the direction of said 
sheet, said core being folded to form a plurality of 
folds, said continuous sheet having extreme ends that 
are not folded; 

a pair of symmetrical elongated housing shells, each 15 

having a respective pair of side edges, that compress 
said core when joined at said respective pair of side 
edges such that said plurality of folds conform to the 
shape of an interior wall formed by the joined elon­
gated housing shells, said extreme ends of said folded 20 

sheet being captured by said joined symmetrical elon­
gated housing shells along said respective pair of side 
edges, said joined symmetrical elongated housing 
shells forming a heat exchanger housing; 

said housing having a first set of inlet and outlet ports for 25 

circulating a first medium through said housing and a 
second set of inlet and outlet ports for circulating a 
second medium through said housing; 

said compressed core forming alternating isolated chan-
30 

nels within said housing without the need for any 
sealants, said alternating isolated channels comprising 
a first set of channels that is in fluid communication 
with said first set of ports and a second set of channels 
that is in fluid communication with said second set of 

35 
ports, said first and second media forming parallel 
flows within said respective sets of channels; 

wherein the interior of each one of said first and second 
set of channels comprise crossed corrugations that are 
in contact with each other, said crossed corrugations 40 
not being joined together; and 

said core transmitting forces from differential 
pressures, caused by said first and second 
media, to said housing. 

internal 
flowing 

2. The heat exchanger of claim 1 wherein each one of said 45 

inlet ports comprise an inlet manifold, said inlet manifold 
being formed integrally with said housing and located 
opposite a set of folds to distribute inlet flow in between a 
maximum number of said set of folds. 

18 
(b) providing a first elongated housing shell having a first 

set of input and output ports for a first medium flow and 
a second elongated housing shell having a second set of 
input and output ports for a second medium flow, each 
of said shells having a respective pair of side edges, 
said first and second elongated housing shells being 
symmetrical; 

(c) folding said continuous sheet, excluding the extreme 
ends thereof, to form a core having a plurality of folds 
and two unfolded extreme ends; 

( d) positioning said core into said first elongated housing 
shell so that each one of said extreme ends of said 
continuous sheet is positioned on a respective side edge 
of said first elongated housing shell; 

( e) joining said second elongated housing shell to said 
first elongated housing shell along their respective side 
edges while capturing said extreme ends of said core 
between said respective side edges, said joining com­
pressing said core to conform to the shape of an interior 
wall formed by the joined housing shells such that each 
of said one of said plurality of folds is in contact with 
said interior wall and wherein said corrugations cross 
each other and are in contact with each other but are not 
joined where said corrugations contact, said com­
pressed core forming alternating isolated channels 
within said housing without the need for any sealants; 
and 

(f) closing off a first end of said housing and a second end 
of said housing. 

7. The method of claim 6 further comprising the steps of: 

( a) coupling a first medium flow to said input port of said 
first set of ports and coupling said output port of said 
first set of ports to a next process stage; and 

(b) coupling a second medium flow to said input port of 
said second set of ports and coupling said output port 
of said second set of ports to another process stage. 

8. The method of claim 6 wherein said step of providing 
said symmetrical first and second elongated shells comprises 
forming said input ports of said first and second set of ports 
to distribute a respective input flow in between a maximum 
number of respective folds that face said input ports. 

3. The heat exchanger of claim 1 wherein each one of said 
outlet ports comprise an outlet manifold, said outlet mani­
fold being formed integrally with said housing and located 
opposite a set of folds to capture outlet flow emanating from 
between a maximum number of folds. 

9. The method of 6 wherein said step of providing said 
symmetrical first and second elongated shell comprises 
forming said output ports of said first and second set of ports 
to capture from between a maximum number of respective 
folds that face said output ports. 

50 10. The method of claim 6 wherein: 

4. The heat exchanger of claim 1 wherein said each one 55 

of said pair of symmetrical elongated housing shells com­
prises one-half of a cylinder and wherein said folded core 
initially forms an oval shape such that when said pair of 
housing shells are joined together, said folded core is com­
pressed to form a cylindrical shape. 60 

5. The heat exchanger of claim 4 wherein said half shells 
are fixedly joined by welding to form said seams. 

6. A method for providing a heat exchanger for supporting 
heat exchange between two high pressure fluid media: 

(a) providing a continuous sheet having corrugations 65 

running angularly to the direction of the sheet and 
wherein each of said corrugations is continuous; 

( a) said step of providing a first elongated housing shell 
and a second elongated housing shell comprises pro­
viding a first elongated half cylindrical shell and a 
second elongated half cylindrical shell; 

(b) said step of folding said continuous sheet comprises 
folding said sheet into a plurality of folds to form an 
oval-shaped core; and 

(c) wherein said step of joining said second elongated 
housing shell to said first elongated housing shell 
comprises compressing said core into a cylindrical 
shape. 

11. The method of claim 6 wherein said step of joining 
said second elongated housing shell to said first elongated 
housing shell comprises welding said shells together. 

* * * * * 
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