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SYSTEMAND METHOD FOR ADDING AN 
ADVERTISEMENT TO A PERSONAL 

COMMUNICATION 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims the benefit pursuant to 35 U.S.C. 
S119(e) of U.S. Provisional Application No. 60/174,781, 
filed Jan. 6, 2000, which application is specifically incorpo 
rated herein, in its entirety, by reference. 

COPYRIGHT NOTICE 

This patent document contains material Subject to copy 
right protection. The copyright owner, Anthony Rothschild, 
has no objection to the reproduction of this patent document 
or any related materials, as they appear in the files of the 
Patent and Trademark Office of the United States or any other 
country, but otherwise reserves all rights whatsoever. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to advertising over a wide 

area network Such as the Internet, and more particularly, to a 
system and method that allows an Internet user to place an 
advertisement within a personal communication, and pro 
vides a recipient of the personal communication requesting 
additional information with Such information regardless of 
the network device the recipient is using. 

2. Description of Related Art 
The number of Internet users has been growing at an ever 

increasing rate over the past seven years. By the end of 2000 
there will be more than 400 million individuals worldwide 
that have access to the Internet, where 153 million of those 
individuals reside in the United States. Businesses are aware 
of this growing audience and have responded by spending 
S3.1 billion for Internet advertising in 1999. Although adver 
tising through the Internet has indirect benefits, like reinforc 
ing brand name recognition, the direct benefits of Internet 
advertising can be seen through e-commerce transactions, 
which generated over S132 billion worldwide in 2000. 

The rapid increase in the number of individuals who have 
Internet access has lead to, and may in part be attributed to, an 
increase in e-mail usage. With respect to the 153 million U.S. 
individuals that have access to the Internet, 97 million of them 
are over the age of 14 and have active e-mail accounts. Studies 
have shown that 90% of those e-mail users connect to the 
Internet primarily to view and send e-mail. Additionally, 40% 
of those individuals stated that checking their e-mail was one 
of the first things they do in the morning, as well as one of the 
last things they do before going to bed. As these numbers 
Suggest, the e-mail users, which worldwide are responsible 
for generating 10 billion e-mail messages daily, are spending 
a great deal of time interacting with a medium that is rela 
tively untapped by the advertising industry. In an effort to 
penetrate this medium, businesses spent over S1.1 billion on 
e-mail marketing in 2000. The preliminary success of such 
marketing has led firms like eMarketerTM to predict that funds 
allocated to e-mail marketing will rise to $4.5 billion by 2003. 

With the amount of funds being spent one-mail marketing, 
it is imperative that those advertising campaigns produce 
profitable results. This requires e-mail advertising service 
providers to offer focused, result-driven, advertising meth 
ods. A basic premise to begin with is the notion that e-mail 
advertisements must produce a positive association in the 
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2 
consumers’ mind with the advertised product. A negative 
association, which can be produced by advertising through 
unsolicited e-mail, not only does not benefit the organization, 
but may actually harm it in the long run. For example, if a 
business buys a list of e-mail addresses from an industry that 
has a similar customer base, the response they get from the 
recipient may have quite the opposite effect of that intended. 
Unsolicited e-mail messages, also referred to as spam or junk 
e-mail, may annoy the consumer so much that a negative 
connotation with the product is formed in the consumer's 
mind, thus reducing sales in off-line markets through poor 
brand name association. 
One way to avoid the negative association created through 

unsolicited e-mail advertisements is to advertise through 
Solicited e-mails. That is attach advertisements to standard 
e-mail messages (or other Solicited communications) that are 
being sent between individuals that have a personal or pro 
fessional relationship. Advertising in this manner is much less 
intrusive and appears to the recipient as a platform for the 
message, instead of the message itself. There are currently 
two different business plans that utilize solicited e-mail for 
advertising. These two business methods are the “desired 
account’ method (referred to as the HotmailTM method) and 
the “paid advertisement method (referred to as the Night 
MailTM method). 

HotmailTM provides an Internet user with an e-mail address 
in exchange for placing a HotmailTM (or affiliate) interactive 
link within every e-mail message that originates from the 
account. This allows HotmailTM to advertise itself to recipi 
ents of e-mail messages in exchange for providing and main 
taining an e-mail address. The reason this is referred to as the 
"desired account’ method is due to the popularity of the 
HotmailTM name. Internet users prefer to have a HotmailTM 
account over other similar accounts (e.g., Mail.com), which 
are also free, because of the name recognition associated with 
it. 

There are three problems with advertisers using the 
"desired account’ method. First, there is a great deal of setup 
costs associated with a Web site capable of receiving, storing, 
and transmitting high quantities of data, as required by an 
e-mail service provider. Second, the advertiser would need 
brand name recognition capable of enticing Internet users to 
become e-mail subscribers, which may prove to be quite hard 
if the advertiser is not as well known (and attractively viewed) 
as HotmailTM. Third, an Internet user that already has an 
e-mail account would be less inclined to sign up for a second 
one, which would force the Internet user to monitor and 
maintain multiple e-mail account. 

NightMailTM provides an Internet user with an e-mail 
address in exchange for placing interactive advertisement 
links within every e-mail message that originates from the 
account. Additionally, the Internet user is rewarded through a 
point system if the advertisement is deemed successful. The 
points can later be redeemed through the Web site for mer 
chandise or money. This is referred to as the “paid advertise 
ment’ method because Internet users are paid (in points) for 
using the NightMailTM service. By paying Internet users to 
use Such a service, businesses that don’t have the brand name 
recognition can pay to have their advertisements included in 
Solicited e-mails. 

There are four problems with advertisers using the “paid 
advertisement method. First, as discussed above, Internet 
users that already have an e-mail account would be less 
inclined to sign up for a second one, which would force the 
Internet user to monitor and maintain multiple e-mail 
accounts. Second, in the absence of any Subscription ques 
tionnaire (which would only provide moderate information 
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anyway), the advertiser would have no idea what demo 
graphic is going to be exposed to the advertisement or 
whether the recipient of the e-mail will be a consumer that 
would be inclined to purchase the advertising product. For 
example, advertisements for dating services could be sent to 
married couples, which provides the advertiser with little 
benefit. This leads to the third problem, given that the adver 
tisements are placed at random, the recipient may be offended 
by the advertisement, thus creating a negative association 
with the product. Not only does this reflect poorly on the 
advertiser, but it also reflects poorly on the sender of the 
e-mail, possibly discouraging future use of such a service. For 
example, advertisements for McDonalds could be viewed as 
offensive if they are sent to a Hindu. Fourth, when the adver 
tisers realize the problems associated with Sucha system, they 
will only pay the Internet users for advertisements that prove 
to be successful (e.g., the recipient interacts with the adver 
tisement or makes a purchase). However, this is extremely 
unfair to the Internet user when you consider that 40% of 
people who purchase a product after they view an online 
advertisement do so between eight and thirty days after seeing 
the advertisement. 

From the above discussion, it is clear that an e-mail adver 
tisement service provider should appeal to the e-mail recipi 
ent, the e-mail sender, and the advertiser in order to be effec 
tive in the marketplace. In order to appeal to the e-mail 
recipients, the e-mail containing the advertisement should be 
solicited. Thus, it would be preferable if the e-mail message 
came from someone the recipient knew, either personally or 
professionally, and the content of the e-mail message was not 
primarily related to the advertisement. Additionally the 
advertisement would have to be non-offensive to the recipi 
ent. 

In order for an e-mail advertisement service provider to 
appeal to a sender of e-mail, the sender should be adequately 
compensated for his trouble. This would include compensat 
ing the sender for the mere presence of an advertisement in a 
sent communication (whether that communication be e-mail, 
chat-room dialog, instant messaging, etc.). This compensa 
tion would obviously be increased if the advertisement was 
interacted with and/or purchases were made. Additionally, 
the e-mail service should work in conjunction with a senders 
existing e-mail address, thus enabling the sender to only have 
to monitor and maintain one e-mail account. Finally, the 
sender should be able to choose which advertisements (or 
advertising entities) are to be included in his e-mail. For 
example, this would allow an individual with an interest in 
sports to attach a NikeTM advertisement to his e-mail, thus 
portraying the individual as an athletically minded individual, 
much like one does when one wears a t-shirt containing the 
NikeTM logo. 

Finally, an e-mail advertisement service provider would 
appeal to an advertiser if the end product produced advertise 
ments that were placed before interested consumers. By giv 
ing the sender the ability to choose which advertisements 
should be incorporated within his e-mails, the advertising 
message gets displayed before the sender, who is most likely 
a consumer of the advertised product, and before the recipi 
ent, who, by association, is more likely than not to also share 
the same interests as the sender. Additionally, the advertising 
service should be capable of distributing e-mails and adver 
tisements to recipients operating on non-traditional Internet 
devices (e.g., mobile phones). The service should also be 
flexible enough to adapt to changes within the on-line adver 
tising industry. 

Thus, a need exists, and it would be desirable, for a flexible, 
device and data neutral system that compensates Internet 
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4 
users for sending personal communications containing user 
selected advertisements, and providing additional communi 
cation data to those recipients that interact with the selected 
advertisements. 

SUMMARY OF THE INVENTION 

The present invention provides a system and method for 
adding an advertisement to a personal communication and 
providing additional communication data to a recipient that 
interacts with the advertisement regardless of the network 
device the recipient is utilizing (e.g., personal computer, tele 
vision set-top box, telephone, consumer appliance, PDA, 
WAP mobile phone, I-Mode mobile phone, 3G device, WED, 
WID, DAB device, etc.). In the preferred embodiment of the 
present invention, a sender network device, a recipient net 
work device, and a Web site are connected to, and can com 
municate through a communication network, such as, the 
Internet, local area network, wide area network, or digital 
audio broadcast (DAB). The sender network device commu 
nicates with an advertising application operating on the Web 
site to send a personal communication containing a sender 
selected advertisement to the recipient network device. If the 
advertisement is interacted with, the advertising application 
provides the recipient network device with additional com 
munication data. 
To send a personal communication containing a sender 

selected advertisement, the sender network device communi 
cates with the advertising application operating on the Web 
site. If it is the first time the sender is communicating with the 
Web site, the sender may be asked to register with the Web 
site, where registration data and an associated identification 
number is stored in a Web site memory device. Thereafter the 
sender will have an opportunity to enter message data (e.g., 
recipient data, Subject data, message content data, and file 
attachment data) and select an advertisement that will be sent 
along with the message data to a designated recipient. The 
sender may choose an advertisement from a sender created 
palette of advertisements or from a list of available advertise 
ments divided into searchable categories. When the sender 
indicates that the message is ready to be sent, the advertising 
application is presented with message data (pertaining to the 
personal communication), sender data (pertaining to the 
sender), and advertisement data (pertaining to the sender 
selected advertisement). The advertising application then 
assigns an identification number to the message data, as pre 
viously done for the sender data (upon registration) and 
advertisement data (upon Submission), and stores the data in 
the Web site memory device. The advertising application then 
utilizes the message data, sender data and advertisement data 
to format, and send, a personal communication containing a 
sender-selected advertisement to the designated recipient. 

Advertisements and additional communication data can be 
provided by the sender of the personal communication, third 
party advertisers, or the Web site. If the sender-selected adver 
tisement is provided by a third party advertiser, then the 
sender of that advertisement is compensated for sending it to 
at least one recipient. Additional compensation may be 
awarded to the sender if the recipient interacts with the adver 
tisement or goes on to purchase a good or service from the 
third party advertiser. The message, sender, and advertise 
ment data allow the advertising application to determine the 
compensation due to a particular sender. 

If the advertisement contained in the personal communi 
cation is static, it is displayed on the recipient network device. 
However, if the advertisement is interactive, and the adver 
tisement is interacted with, the advertising application will 

Ex.1005 
GOOGLE LLC / Page 13 of 23



US 8,645,211 B2 
5 

provide the recipient with additional communication data in a 
format that can be understood by the recipient network 
device. This is done by utilizing the Web site's platform 
independent architecture, which is developed using a device 
and data neutral Software language. Such as XML (Extensible 
Markup Language), along with an advertising application 
divided into separate output and data processing stages. 
When a recipient interacts with an interactive advertise 

ment, the request data (contained in the advertisements 
embedded URL) calls to the data processing layer. The data 
processing layer uses the request data (which may contain 
message data that is linked to sender data and advertisement 
data) to retrieve data from the Web site memory device. A 
portion of the retrieved data is then passed on to the output 
stage, where it is placed in a template that has been optimized 
for the targeted recipient network device. 
An advertiser network device may also be connected to the 

Internet, thus enabling advertisers to upload advertisements 
and additional communication data to the Web site. Addition 
ally, advertisers may be allowed to gather statistical data 
based-upon a particular advertisement campaign. A staff net 
work device may also be connected to the Internet, thus 
enabling a staff member to maintain the Web site and derive 
system intelligence. 

In another embodiment of the present invention, the Web 
site will generate, and send a personal communication con 
taining a sender-selected advertisement, where the personal 
communication is directed to a sender-selected recipient. If 
the sender-selected advertisement is interactive, and it is 
interacted with, the recipient network device will be provided 
with additional communication data. Additionally, a display 
client may be provided to the recipient network device, 
enabling the recipient network device to display a first portion 
of the additional communication data when it is received. 

In another embodiment of the present invention, a mobile 
client will be provided to a mobile sender device, enabling the 
mobile sender device to send a personal communication con 
taining a sender-selected advertisement to a recipient. The 
mobile client, which operates on the mobile sender device, 
works together with the advertising application to send per 
Sonal communications over the Internet or over a wireless 
network infrastructure. 
A more complete understanding of the system and method 

for adding an advertisement to a personal communication 
will be afforded to those skilled in the art, as well as a real 
ization of additional advantages and objects thereof, by a 
consideration of the following detailed description of the 
preferred embodiment. Reference will be made to the 
appended sheets of drawings which will first be described 
briefly. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a high level architectural drawing of a system that 
operates in accordance with one embodiment of the present 
invention to send a personal communication containing an 
advertisement to at least one recipient over a network. 

FIG. 2 is a diagram illustrating the primary components of 
the system illustrated in FIG. 1. 

FIG.3 is a diagram illustrating an e-mail message contain 
ing a sender-selected advertisement. 

FIG. 4. is a diagram illustrating an exemplary Web page 
utilized to gather data for providing a recipient with an e-mail 
containing a sender-selected advertisement. 

FIG. 5 is a flow diagram illustrating how an advertising 
application generates and transmits an e-mail containing a 
sender-selected advertisement. 
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6 
FIG. 6 is a diagram illustrating the primary components 

responsible for the device and data neutral functionality of the 
system illustrated in FIG.1, specifically the separation of data 
processing and data output within an advertising application. 

FIG. 7 is a flow diagram illustrating the process of provid 
ing additional communication data to a recipient. 

FIG. 8 is a diagram illustrating the various software levels 
operating on a wireless internet device. 

FIG. 9 is a high level architectural diagram illustrating a 
system that operates in accordance with one embodiment of 
the present invention to use an e-mail client operating on a 
mobile Internet device together with an application program 
operating on a Web site to provide a personal communication 
containing an advertisement to a recipient via the Internet. 

FIG. 10 is a high level architectural diagram illustrating a 
system that operates in accordance with one embodiment of 
the present invention to send a personal communication con 
taining an advertisement to a recipient over a wireless net 
work. 

FIG. 11 is a flow diagram illustrating how a mobile client 
operating on an mobile sender device is used together with an 
application program operating on a Web site to provide a 
personal communication containing an advertisement to a 
recipient. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The present invention provides a system and method for 
adding an advertisement to a personal communication and 
providing additional communication data to a recipient that 
interacts with the advertisement regardless of the network 
device the recipient is utilizing. In the detailed description 
that follows, like element numerals are used to describe like 
elements illustrated in one or more figures. Various terms and 
acronyms are used throughout the detailed description, 
including the following: 

Application Program. Within the context of computer 
hardware and software, an application program is a set of one 
or more computer programs that performs a function when 
executed within a computer hardware device. If the set is 
comprised of plural programs, the programs are coordinated 
to perform a function together, Such programs may individu 
ally perform other functions. Similarly, a program may be 
comprised of plural modules that perform certain functions 
individually and other functions when combined in various 
ways. 

Internet. A collection of interconnected (public and/or pri 
vate) networks that are linked together by a set of standard 
protocols (such as TCP/IP and HTTP) to form a global, dis 
tributed network. (While this term is intended to refer to what 
is now commonly known as the Internet, it is also intended to 
encompass variations which may be made in the future, 
including changes and additions to existing standard proto 
cols.) 
Web Site. A computer system that severs informational 

content over a network using the standard protocols of the 
World Wide Web. Typically, a Web site corresponds to a 
particular Internet domain name and includes the content 
associated with a particular organization. 
Web Server. A device for transmitting data over the Internet 

(which may also prevent the transmission of data) encom 
passing the hardware/software server components that serve 
information content over a network and the “back end hard 
ware/software components, including any non-standard or 
specialized components, that interact with the server compo 
nent to perform services for Web site users. 
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The foregoing definitions are not intended to limit the 
scope of the present invention, but rather are intended to 
clarify terms that are well understood by persons having 
ordinary skill in the art. It should be appreciated that the 
defined terms may also have other meanings to Such persons 
having ordinary skill in the art. These and other terms are used 
in the detailed description below. 

Preferred embodiments of the present invention operate in 
accordance with a plurality of network devices, such as, a 
sender network device, a recipient network device, and a Web 
site. The sender network device, the recipient network device, 
and the Web site are coupled together on a communication 
network, Such as, the Internet, local area network, wide area 
network, or digital audio broadcast (DAB). FIG. 1 depicts an 
advertising system 10 that operates in accordance with one 
embodiment of the invention. In this embodiment, the Web 
site 110, the sender network device 120, the recipient network 
device 130, an advertiser network device 140, and a staff 
network device 150 are connected to, and can communicate 
through, the Internet 102. It should be appreciated that the 
network devices depicted in FIG. 1 (i.e., sender network 
device 120, recipient network device 120, advertiser network 
device 140, and staff network device 150) are intended to be 
representative in nature and are not to be viewed as limita 
tions, either as to the number or type of network devices 
utilized in the present invention. Other network devices, 
including, but not limited to, personal computers, television 
set-top boxes, telephone, consumer appliances, personal digi 
tal assistances (PDAs), wireless application protocol (WAP) 
mobile phones, I-Mode mobile phones, 3G devices, wireless 
entertainment devices (WEDs), wireless information devices 
(WIDs), digital audio broadcast (DAB) devices, and other 
physical and wireless connected network devices, regardless 
of their network protocol (e.g., Jini, Bluetooth), generally 
known to those skilled in the art are within the scope and spirit 
of this invention. 
As shown in FIG. 2, the sender network device 120 

includes a sender display 122, a Web browser 124, and a 
sender memory device 126. The recipient network device 130 
includes a recipient display 132, a communication applica 
tion 134, and a recipient memory device 136. Finally, the Web 
site includes a Web server 112, an advertising application 
114, and a Web site memory device 116. The advertising 
application 114, operating on the Web site 110, permits a 
sender to create, and send a personal communication contain 
ing a sender-selected advertisement to the communication 
application 134, operating on the recipient network device 
130. For an e-mail message, the communication application 
134 may be an e-mail application (e.g., Microsoft Outl 
lookTM), whereas for chat-room messages, the communica 
tion application 134 may be a Web browser. The personal 
communication received by the communication application 
134 may be displayed on the recipient display 132 or stored in 
the recipient memory device 136. It should be appreciated 
that the memory and display devices depicted in FIG. 2 are 
intended to be representative in nature, and other ft embodi 
ments are within the scope and spirit of this invention. The 
memory devices depicted in FIG. 2 (i.e., sender memory 
device 126, recipient memory device 126, and Web site 
memory device 116) can be long or short term data storage 
devices, including, but not limited to, RAM, cache memory, 
flash memory, magnetic disks, optical disks, removable disks, 
SCSI disks, IDE hard drives, tape drives, smart cards, and all 
other types of data storage devices (and combinations thereof, 
such as RAID devices) generally knownto those skilled in the 
art. The display devices depicted in FIG. 2 (i.e., sender dis 
play 122 and recipient display 132) can be a video monitor, 
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8 
television, LCD/plasma flat screen, or any other display 
devices generally known to those skilled in the art. 
The sender network device 120 is used to send a personal 

communication, together with a sender-selected advertise 
ment, to the recipient network device 130 via the Web site 
110. It should be appreciated that a personal communication 
can include, but is not limited to, an e-mail message, text 
message, short message service (SMS) message, chat-room 
message, instant messaging message, Video message, Voice 
message, and any other personalized network communica 
tions generally known to those skilled in the art. Additionally, 
the personal communication can contain message data 
including, but not limited to, text data, graphic data, audio 
data, Video data, and all other types of electronically trans 
mitted data generally known to those skilled in the art. The 
sender-selected advertisement that is contained within the 
personal communication can either be static or interactive. A 
static advertisement is an icon, graphic, text message, or Voice 
message that is intended to provided the recipient with a 
simple message, wherein the simple message can be obtained 
by viewing and/or hearing the static advertisement. An inter 
active advertisement is an icon, graphic, text, or voice mes 
sage that can be interacted with to provide the recipient with 
additional communication data, wherein the additional com 
munication data is provided to the recipient when the recipi 
ent interacts with the advertisement. It should be appreciated 
that the types of additional communication data include, but 
are not limited to, text data, graphic data, Voice data, video 
data, and all other types of electronically transmitted data 
generally known to those skilled in the art. 

FIG.3 shows an e-mail message 302 directed to a recipient. 
The e-mail message contains a personal message 304 and a 
sender-selected advertisement 306. If the sender-selected 
advertisement 306 is a static advertisement, then the recipient 
will merely have an opportunity to view the advertisement as 
provided in the e-mail. If the sender-selected advertisement 
306 is an interactive advertisement, then the recipient will 
also have an opportunity to interact with the advertisement to 
receive additional communication data. It should further be 
appreciated that the source of the advertisement (either static 
or interactive), as well as any additional communication data, 
can be provided by the sender of the personal communication, 
a third party advertiser, the Web site, or any other party that 
has access to the Internet. For example, the sender, in an 
attempt to share some humor, may send a personal commu 
nication to a recipient containing an interactive, sender-pro 
vided, advertisement that advertises an animated cartoon. If 
the recipient interacts with the interactive advertisement, the 
recipient will be provided with additional communication 
data (e.g., graphic, text, audio, video) pertaining to the ani 
mated cartoon. Alternatively, the sender, for eitheresthetic or 
compensatory reasons, may send a personal communication 
to a recipient containing an interactive, third party advertiser 
provided, advertisement that advertises NikeTM. If the recipi 
ent interacts with the interactive advertisement, the recipient 
will be provided with additional communication data (e.g., 
graphic, text, audio, video) pertaining to NikeTM. It should be 
appreciated that these examples are not intended to limit the 
Subject matter of the additional communication data that can 
be provided to the recipient network device. The additional 
communication data can contain advertisement data, enter 
tainment data, educational data, or any other type of data 
made available to the Web site. 
To send a personal communication containing an adver 

tisement to a recipient, the sender should interface to the Web 
site 110 via the sender network device 120. Specifically the 
Web browser 124, operating on the sender network device 
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120, interfaces over the Internet 102 with the Web server 112, 
which is operating on the Web site 110. If the sender has not 
used the Web site 110 before, data may be displayed on the 
sender display 122 prompting him to register. Registration 
may include providing data, such as name, e-mail address, 
mailing address, and profile information. After registration is 
complete, a user name and password should be e-mailed to 
the e-mail address provided by the sender. The sender then 
uses the user name and password to access a communication 
page on the Web site 110. 

If the sender indicates a desire to send an e-mail to a 
recipient, he may be provided with an e-mail communication 
page 402, as shown in FIG. 4. It should be appreciated that 
other communication pages specifically designed for sending 
text messages, SMS messages, chat-room messages, instant 
messaging messages, Video messages, Voice messages, and 
other personal communications are within the sprit and scope 
of this invention. The e-mail communication page 402 pro 
vides a recipient space 408 where the sender can designate at 
least one recipient that will receive the e-mail. The sender is 
further provided a Subject space 406 and a message space 410. 
where the subject matter and the contents of the e-mail can be 
added. The e-mail communication page 402 may also provide 
the sender with an attach file button 412, which allows the 
sender to attach separate files to the e-mail that are to be 
routed to the designated recipient(s). The e-mail communi 
cation page 402 further provides a pull down menu 404 for 
selecting an advertisement that is to be included within the 
e-mail. The pull down menu 404 gives the sender the ability to 
choose an advertisement from a sender created palette of 
advertisements. 

Each sender is allowed to generate an individual palette of 
advertisements stored in the Web site memory device 116 (see 
FIG. 2). The palette contains advertisements that the sender 
has previously selected. The sender may have the option of 
adding additional advertisements to the palette and removing 
advertisements from the palette. Additionally, the advertising 
application, the third party advertisers, or the Web site staff 
may also have the ability to remove advertisements from the 
sender's palette (e.g., upon the expiration of an advertise 
ment). To aid in the adding of advertisements to the senders 
palette, the sender will be able to choose from available 
advertisements that are stored in the Web site memory device 
116 (see FIG. 2). The available advertisements are sorted by 
category, making them easier for the sender to locate. The 
categories may include, but are not limited to, advertising 
Source, product category, compensation value, popularity, 
product name, or date added. Once the sender has a palette of 
advertisements, those particular advertisements will be dis 
played to the sender through the pull down menu 404. The 
sender has the option, through the pull down menu 404, to 
select an advertisement to accompany the e-mail, select that 
no advertisement is to accompany the e-mail, or select that an 
advertisement should be randomly selected, either from the 
sender's palette or from the available advertisements, to 
accompany the e-mail. 

At this point, the sender can depress the send message 
button 414 to send the e-mail (which includes the attachment 
(s) and the selected advertisement) to the designated recipient 
(s). The reply-to data contained in the e-mail, which is the 
e-mail address that is used if the recipient depressing the 
“reply-to” button on their e-mail client (e.g., Microsoft Out 
lookTM), is replaced with the e-mail address provided by the 
sender upon registration. This allows replies (using the 
“reply-to” button) to e-mails to be routed directly to the 
sender's provided e-mail address. The e-mail will appear to 
the recipient as if it came from an e-mail advertisement Ser 
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10 
vice provider's domain. If the recipient attempts to route an 
e-mail reply to the listed address, the advertising application 
114 (see FIG. 2) will re-route the e-mail to the sender's 
provided e-mail address. 

Referring back to FIG. 2, data pertaining to the sender's 
e-mail will be stored in the Web site memory device 116 at 
approximately the time the e-mail is routed to the designated 
recipient(s). This data may include, but is not limited to, 
message data (pertaining to the personal communication), 
sender data (pertaining to the sender), advertisement data 
(pertaining to the sender-selected advertisement), and identi 
fication numbers associated with each group of data. The 
sender data and the advertisement data (or their identification 
numbers) will allow the advertising application 114 to keep 
track of the advertisements that are being sent, and the senders 
that are sending those advertisements. The message data, 
which is linked to the sender data and the advertisement data, 
allows the advertising application 114 to provide additional 
communication data to a recipient that interacts with an inter 
active advertisement (discussed below). 

In another embodiment of the present invention, the sender 
may submit a populated communication page as additional 
communication data (as opposed to personal communication 
data). In this instance the advertising application 114 gener 
ates a personal communication directed to a sender-provided 
recipient. The personal communication is sent containing a 
sender-selected advertisement that is adapted to provide an 
interacting recipient with additional communication data 
(i.e., the populated communication page). The sender-pro 
vided recipient and the sender-selected advertisement may be 
provided by the sender or extracted by the advertising appli 
cation 114 from the sender-submitted populated communica 
tion page. For example, if a sender Submitted a populated 
e-mail communication page as additional communication 
data, then the advertising application 114 would generate a 
personal communication directed to the recipient contained 
within the populated e-mail communication page. The adver 
tising application 114 would then create an interactive adver 
tisement from data containing within the populated e-mail 
communication page (e.g., sender name, Subject matter, con 
tent). The personal communication, containing the interactive 
advertisement, would be routed to the recipient network 
device 130. If the recipient interacted with the interactive 
advertisement, the recipient would be provided with the 
populated e-mail communication page Submitted by the 
sender. 
As previously discussed, the advertisement, as well as the 

additional communication data may be provided by a variety 
of sources (e.g., sender of the personal communication, third 
party advertiser, or Web site). If a sender-selected advertise 
ment is provided by a third party advertiser, then the sender of 
that advertisement is compensated for sending it to at least 
one recipient. The sender, in this particular case, will be 
compensated for the mere sending of the advertisement. 
Additional compensation may be awarded to the sender if the 
recipient who receives the advertisement interacts with it. The 
sender may also receive additional compensation if the recipi 
ent purchases a good or service from the advertiser after 
interacting with the interactive advertisement. It should be 
appreciated that compensation including, but not limited to, 
money, products, services, points that are redeemable for 
goods or services, and otherforms of compensation generally 
known to those skilled in the art are within the scope and spirit 
of this invention. 

FIG. 5 outlines, beginning at step 502, the process the 
advertising application goes through to provide the recipient 
network device with an e-mail containing an advertisement. 
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At step 504, the advertising application provides a Web page 
containing a 'send e-mail” option to the sender network 
device. The advertising application, at step 506, receives a 
response from the sender network device indicating that an 
e-mail should be sent. At step 508, the advertising application 
provides the sender network device with an e-mail commu 
nication page (see FIG. 4), enabling the sender to enter at least 
one designated recipient, the Subject matter, the content, any 
attachments, and a selected advertisement that should accom 
pany the completed e-mail. The end result is a compilation of 
data that includes sender data, advertisement data, and mes 
sage data. The advertising application, at step 510, receives a 
response from the sender network device indicating that a 
compilation of data is being submitted. At step 512, the adver 
tising application receives the compilation of data, which 
includes message data, sender data, and advertisement data, 
and assigns an identification number to the message data. The 
compiled data is then stored in the Web site memory device. 
The identification number, as assigned to the message data, 
and as previously assigned to the sender data (upon registra 
tion of the sender) and the advertisement data (upon Submis 
sion of the advertisement), enables the advertising applica 
tion to easily search for individual entries and link individual 
entries with other individual entries. The advertising applica 
tion then determines the compensation that is due the sender, 
at step 514, based upon the selected advertisement and the 
number of recipients that will receive the selected advertise 
ment. At step 516 the message data (which includes the 
selected advertisement) is formatted into a standard e-mail 
format. The formatted e-mails reply-to address is changed, at 
step 518, to reflect the senders e-mail address that was pro 
vided by the sender upon registration. At step 520, the for 
matted e-mail is sent to the designated recipient(s). 

Referring back to FIG. 2, assuming the designated recipi 
ent is the recipient network device 130, the formatted e-mail 
is routed from the Web site 110 to the recipient e-mail server 
210, where the e-mail is re-formatted so that it can be read by 
the recipient network device 130. For example, if the recipient 
network device is a mobile phone, the e-mail service provider 
for that mobile phone is set up to re-format incoming e-mails 
so they are properly displayed on the mobile phone's display. 
In another embodiment of this invention, the Web site 110 
further includes a system and method for receiving and trans 
mitting e-mails to network devices, regardless of the type of 
network device that is being used. The e-mail server will 
utilize a POP3, IMAP, or other standard e-mail protocol to 
receive and store e-mails. Additionally, the same platform 
independentarchitecture used in transmitting additional com 
munication data to network devices (as discussed below) will 
be used in connection with the e-mail server, thus allowing 
e-mails to be transmitted to a variety of network devices, 
regardless of the different e-mail format requirements. 
Regardless of which e-mail server is used, the re-formatted 
e-mail (which contains the sender-selected advertisement) is 
forwarded on to the communication application 134 operat 
ing on the recipient network device 130. 

If the advertisement contained in the e-mail is static, it can 
be displayed or performed on the recipient display 132 
(which may require speakers for performance of audio adver 
tisements). However, if the advertisement is interactive, and 
the advertisement is interacted with, additional communica 
tion data will be provided to the recipient network device 130. 
The location of the additional communication data (or a 
pointer to the data) is contained in a URL embedded within 
the interactive advertisement. A URL (or Uniform Resource 
Locator) contains a unique address which fully specifies the 
location of data on the Internet. Unlike most advertisement 
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URLs which provide data directly from the advertiser's Web 
site, the URL embedded within the sender-selected advertise 
ment provides the recipient network device 130 with data 
from the Web site 110, and more particularly from the Web 
site memory device 116. This data stored on the Web site 
memory device 116 may itself be the additional communica 
tion data that is to be provided to the recipient network device 
130 or it may contain the address of such data. Regardless, the 
additional communication data will be provided to the recipi 
ent network device 130 by the advertising application 114 
operating on the Web site 110. Additionally, it will be pro 
vided to the recipient in a format that can be understood by the 
recipient network device. 

This is done by utilizing the Web site's 110 platform inde 
pendent architecture. The platform independent architecture 
(a portion of the advertising application) is developed using a 
Software language that is device and data neutral. Such as 
XML (Extensible Markup Language). XML is device and 
data neutral because it is not a single, predefined markup 
language. Instead it is a metalanguage, which is a language 
for describing other languages, allowing customized markup 
languages to be defined for different classes of documents. It 
should be appreciated that other device and data neutral lan 
guages generally known to those skilled in the art are within 
the spirit and scope of this invention. 

This device/data neutral language (e.g., XML) is used 
together with the advertising application 114, which is con 
structed using a Model View Controller design pattern. In 
other words, The output stages of the advertising application 
are separate from the data processing layer, which enables all 
data processing to be device independent and can be used 
regardless of the recipient network device 130 requesting 
data. Although the advertising application is described as 
being constructed using the Java language, it should be appre 
ciated that other modern program languages generally known 
to those skilled in the art are within the scope and spirit of this 
invention. 
As shown in FIG. 6, the advertising application 114 further 

contains two Sub-applications, referred to as a control servlet 
602 and a JSP (JavaServer Page) 604. It should be noted that 
the phrase “control servlet' is used here in its generic sense, 
actually referring to one of many specific servlets operating 
on the advertising application 114. Additionally, the JSP sub 
application 604, as used here, is actually referring to one of a 
plurality JSPs, where each JSP is responsible for performing 
a specific function for a specific type of network device. 
When a recipient interacts with an interactive advertisement, 
the request data (contained in the URL) refers to the control 
servlet 602. The control servlet 602 uses the request data to 
retrieve data from the Web site memory device 116, and 
provide an output portion of that data to the JSP 604. The 
output data is then placed within the JSP 604 template that has 
been optimized for the targeted, recipient network device 
130. 
The flow diagram in FIG. 7 outlines what happens when a 

recipient interacts with an interactive advertisement 702. 
When an interactive advertisement is interacted with, as in 
step 704, request data (contained in the URL) is directed to the 
control servlet. At step 706, the control servlet calls for addi 
tional data, based upon identification numbers (e.g., memory 
ID, sender ID, advertisement ID) contained in the request 
data, from a database software layer, which has access to the 
Web site memory device. At step 708, the database software 
layer provides the additional data to the control servlet in at 
least one populated Java Bean. The control servlet, at step 
710, uses the output data contained in the Java Bean to pro 
duce a Page Bean. At step 712, the control servlet determines 
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the type of recipient network device that made the request. 
This information is embedded within the HTTP protocol 
(HyperText Transport Protocol), which is the standard client 
server protocol used on the WorldWideWeb, and thus used to 
send the URL request data from the recipient network device 
to the control servlet. The control servlet then directs the Page 
Bean, data identifying the type of recipient network device, 
and control to the JSP at step 714. At step 716, the data 
contained within the Page Bean is placed into the JSP tem 
plate optimized for the recipient network device. The popu 
lated JSP template (i.e., template containing additional com 
munication data) is then sent to the recipient network device 
at step 718. This platform independent architecture not only 
allows additional communication data to be transmitted to an 
interacting recipient, it allows data to be provided to a variety 
of network devices, regardless of the request. The output from 
the Web site 110 is capable of providing data to a variety of 
sender network devices and recipient network devices, 
regardless of whether that data is additional communication 
data, Web page data, or e-mail data. 

Referring back to FIG.1, the advertiser network device 140 
is connected to, and can communicate through the Internet 
102. This enables an advertiser to communicate with the Web 
site 110. To do this, the advertiser is given a user account, 
which includes a user name and password, which allows the 
advertiser to log on to the Web site 110. Once the advertiser is 
logged on, the advertiser can use the advertiser network 
device 140 to upload an advertisement to the Web site 110. To 
do this, the advertising application 114 provides the adver 
tiser network device 140 with a list of category headings, 
requesting that the advertiser register the advertisement under 
at least one of these headings. Once aheading is selected, the 
advertiser can provide the advertisement to the advertising 
application 114. If the advertisement is a textual message, the 
advertising application 114 allows the advertiser the option of 
typing in the textual information that makes up the advertise 
ment. Alternatively, the advertiser can upload the advertise 
ment data (e.g., text, icon, graphic, audio). If the advertiser 
selects to upload data, that data should be provided in an 
acceptable format. For example, icon or graphic data should 
be provided in JPEG, GIF, or any other generally recogniz 
able graphical format. Audio data should be provided in WAV, 
MP3, or any other generally recognizable audio format. 
The advertiser should at this time specify whether the 

advertisement is static or interactive. If it is interactive, the 
additional communication data provided upon interaction, or 
the location of such data, should be provided so that the 
additional communication data can be provided to any recipi 
ent interacting with the interactive advertisement. The adver 
tiser should then provide information regarding the compen 
sation that is to be paid to senders who include the 
advertisement within their personal communication. This 
information may include, but is not limited to, a date and time 
when the advertisement should be made available, an expira 
tion date, a maximum number of available transmissions, the 
compensation that is to be paid for each transmission, the 
compensation that is to be paid each time a recipient interacts 
with the advertisement, and the compensation that is to be 
paid each time a recipient purchases a good or service after 
interaction. 

Additionally, once the advertiser, is logged on to the Web 
site 110, the advertiser can use the advertiser network device 
140 to gather statistical data from the Web site memory device 
116. This statistical data may include, but is not limited to, the 
number of times an advertisement has been sent, the number 
of times an advertisement was interacted with, the number 
(and currency amount) of purchases made after an advertise 
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14 
ment was interacted with, the profile of senders who are 
sending an advertisement, and the compensation that is due 
for an advertisement's transmission, interaction, or purchases 
made thereafter. 
As well, the staff network device 150 is also connected to, 

and communicating through the Internet 102. This enables a 
Web site staff member to communicate with the Web site 110. 
To do this, the staff member is given a user account, which 
includes a user name and password, which allows the staff 
member to log on to the Web site 110. Once the staff member 
is logged on, the staff member can access Web pages and 
acquire information in order to maintain the Web site and 
derive system intelligence. The Web site maintenance 
includes, but is not limited to, creating, updating, and remov 
ing advertiser and sender accounts, updating sender profiles, 
administering advertisement campaigns, Suspending differ 
ent service areas, and enabling different service areas. The 
reporting of system intelligence includes, but is not limited to, 
usage statistics (e.g., CPU load, number of e-mails sent, num 
ber of users), status of advertising campaigns, and revenue 
StreamS. 

In an effort to prevent fraud, the advertising application is 
adapted to run a variety of antifraud programs. Such pro 
grams may include, but are not limited to, e-mailing a user 
name and password to a sender's designated e-mail account, 
allowing only one account to be linked to a single mailing 
address, and denying compensation to a sender if the sender 
attempts to send an advertisement more than a pre-deter 
mined number of times, send more than a pre-determined 
number of advertisements within a pre-determined amount of 
time, send an advertisement to a single recipient more than a 
pre-determined number of times, or send more than a pre 
determined number of advertisements to a single recipient 
within a pre-determined amount of time. It should be appre 
ciated that other fraud and spamming prevention programs 
generally known to those in the art are within the scope and 
spirit of this invention. 

In another embodiment of the present invention, a mobile 
client is provided to a mobile sender device, enabling the 
mobile sender device to send a personal communication con 
taining a sender-selected advertisement to a recipient. Tradi 
tional mobile (wireless) devices, due to their small screen 
size, Small memory capacity, and slow data transmission rate, 
typically require additional software to interface effectively 
with the Internet. It should be appreciated that the mobile 
client could be constructed using Java, SIMToolkit, or any 
modern platform generally known to those skilled in the art. 
In an embodiment of the invention, the mobile client is con 
structed using the Java platform. 

FIG. 8 shows a mobile sender device 810 containing a 
variety of applications constructed using the Personal Java 
Platform. It should be appreciated that mobile sender devices 
include, but are not limited to, wireless application protocol 
(WAP) mobile phones, I-Mode mobile phones, 3G devices, 
wireless entertainment devices (WED), wireless information 
devices (WID), and other wireless network devices generally 
known to those skilled in the art. The mobile sender device 
810 contains a factory provided Host Operating System 812, 
as depicted in FIG.8. Additionally, the mobile sender device 
810 utilizes a variety of software components that operate on 
top of the Host Operating System 812, in which the software 
components are either pre-installed or downloaded by the 
user of the mobile sender device 810. These software com 
ponents include a Java Virtual Machine 818, a Mobile Infor 
mation Device Environment 816, a Java Phone API 814 (Ap 
plication Programming Interfaces), and a Java Card API 812. 
The Java Virtual Machine 818 makes the mobile sender 
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device 810 platform independent, thus allowing a single 
mobile client to be utilized on any mobile sender device. The 
Mobile Information Device Environment 816 provides a set 
of tools and APIs that allow applications and user interfaces to 
interact with the mobile sender device 810. The Java Phone 
API 814 is utilized to provide access to the generic functions 
of the mobile sender device 810, whereas the Java Card API 
812 is utilized to provide access to the Java Virtual Machine 
818 and the capability to store transactions and information. 

FIG.9 depicts an e-mail client advertising system 30 that 
operates in accordance with one embodiment of the inven 
tion. In this embodiment, the mobile client is an e-mail client 
that works together with the advertising application 114 (see 
FIG. 2) to route an e-mail containing an advertisement to a 
recipient network device 130. The mobile sender device 810 
is connected to, and communicates through, the Internet 102. 
This allows the mobile sender device 810 to communicate 
with the Web site 110, and more specifically with the adver 
tising application 114 (see FIG. 2). The e-mail client allows 
the sender to provide the mobile sender device 810, contain 
ing the various software components depicted in FIG. 8, with 
message data and selected advertisement data. After the mes 
sage data and selected advertisement data is compiled, and 
the sender has indicated that the compiled data should be sent, 
the compiled data (which may include message data, adver 
tisement data, and sender data) is transmitted to the Web site 
110. The advertising application 114 (see FIG. 2) stores the 
compiled data in the Web site memory device 116 and deter 
mines the compensation that is due the sender. As previously 
mentioned, if the recipient network device 130 interacts with 
an interactive advertisement contained within the e-mail, the 
recipient network device 130 will be provided with additional 
communication data pertaining to the request data contained 
in the URL that is embedded within the interactive advertise 
ment. 

FIG. 10 depicts a datagram client advertising system 20 
that operates in accordance with one embodiment of the 
invention. In this embodiment, the mobile client is a datagram 
client that enables a mobile sender device containing the 
software component depicted in FIG. 8 to transmit a personal 
communication containing an advertisement to a mobile 
recipient device via a wireless network infrastructure. The 
mobile sender device 810 is connected to and can communi 
cate through the Internet 102. This allows the mobile sender 
device to communicate with the Web site 110, through the 
Web server 112. Additionally, the mobile sender device 810 
can connect to and communicate through a wireless network 
infrastructure 1012. This allows the mobile sender device to 
transmit a personal communication directly to a mobile 
recipient device 1020, without the entire communication first 
being routed through the Internet. It should be appreciated 
that in this embodiment, the personal communications 
includes communications sent using a short message service 
(SMS) or any other wireless message sending format gener 
ally known to those skilled in the art. 
The datagram client will allow the sender to provide the 

mobile sender device 810 with message data and selected 
advertisement data. After the message data and selected 
advertisement data is compiled, and the sender has indicated 
that the compiled data should be sent, the datagram client will 
instruct the mobile sender device 810 to route the personal 
communication, together with the selected advertisement, to 
the mobile recipient device 1020 via the wireless network 
infrastructure 1012. At approximately the same time, the 
datagram client will instruct the mobile sender device 810 to 
upload the message data, advertisement data, and sender data 
to the advertising application 114 operating on the Web site 
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110. The advertising application 114 then stores the data in 
the Web site memory device 116 and determines the compen 
sation that is due the sender. If the mobile recipient device 
1020 interacts with an interactive advertisement contained 
within the personal communication (e.g., SMS), the mobile 
recipient device 1020 will be provided with additional com 
munication data pertaining to the request data contained in 
the URL that is embedded within the interactive advertise 
ment. 

A flow diagram in FIG. 11, beginning at step 1102, outlines 
the process of routing an SMS or e-mail message containing 
an advertisement to a recipient device when a sending device 
utilizes a mobile client to generate and send the personal 
communication. At step 1104, it should be determined 
whether the personal communication will be a SMS message 
that will be routed via a wireless network infrastructure, oran 
e-mail message that will be routed via the Internet. 

If an SMS message is to be sent to a mobile recipient 
device, at step 1128, the mobile sender device uploads the 
previously downloaded datagram client. This prompts a con 
trol servlet, at step 1130, operating on the Web site, to retrieve 
the sender's palette of advertisements from the Web site 
memory device and transmit the palette in an XML document 
to the mobile sender device. At step 1132, the palette is 
received and stored in the mobile sender device's memory. 
The sender then selects, at step 1134, the “send SMS feature 
provided by the datagram client, which allows an SMS mes 
sage to be created. At step 1136, the sender selects an adver 
tisement from the palette that will accompany the SMS mes 
sage. The sender then provides the datagram client with 
message data, at step 1138, which may include recipient data, 
subject data, and content data. A compilation of data is then 
transmitted to a control servlet operating on the Web site, at 
step 1140, which includes message data, sender data, and 
advertisement data. Another control servlet assigns an ID 
number to the message data (as previously assigned to the 
sender data and the advertisement data), at step 1142, and 
stores all compiled data in the Web site memory device. At 
step 1144, the advertising application determines the com 
pensation that is due the sender based upon the selected 
advertisement and the number of recipients that received the 
advertisement. The SMS message, along with the selected 
advertisement, is sent by the mobile sender device, at step 
1146, to the designated mobile recipient device over a wire 
less network infrastructure. 

In an alternative embodiment, the mobile sender device 
routes the SMS message and the selected advertisement over 
a wireless network infrastructure, where the cost of the trans 
mission is billed to an account provided by the Web site. The 
compensation (or part thereof) normally sent to the sender is 
kept by the Web site to subsidize the cost of the wireless 
transmission. 
At step 1104, if the sender determines that an e-mail mes 

sage is to be sent via the Internet, the mobile sender device 
should upload, at step 1106, the previously downloaded 
e-mail client. This prompts a control servlet, at step 1108, 
operating on the Web site, to retrieve the sender's palette of 
advertisements from the Web site memory device and trans 
mit the palette in an XML document to the mobile sender 
device. At step 1110, the palette is received and stored in the 
mobile sender device's memory. The sender then selects, at 
step 1112, the “send e-mail feature provided by the e-mail 
client, which allows an e-mail message to be created. At step 
1114, the sender selects an advertisement from the palette that 
will accompany the e-mail message. The sender then pro 
vides the e-mail client with message data, at step 1116, which 
may include recipient data, Subject data, and content data. A 
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compilation of data is then transmitted to a control servlet 
operating on the Web site, at step 1118, which includes mes 
sage data, sender data, and advertisement data. Another con 
trol servlet assigns an ID number to the message data (as 
previously assigned to the sender data and advertisement 
data), at step 1120, and stores all compiled data in the Web site 
memory device. At step 1122, the advertising application 
determines the compensation that is due the sender based 
upon the selected advertisement and the number of recipients 
that received the advertisement. The e-mail message, along 
with the selected advertisement, is then formatted, at step 
1124, into an e-mail format. At step 1126, the formatted 
e-mail message is sent by the advertising application to the 
designated recipient network device over the Internet. 

In another embodiment of the invention, the additional 
communication data is sent to the recipient network device 
130 so that a first portion of the additional communication 
data can be displayed on the recipient display 132 as soon as 
the first portion is received by the recipient network device 
130. A remaining portion of the additional communication 
data, which is received after the first portion, does not effect 
the displaying of the first portion on the recipient network 
device 130. As well, subsequent portions of the additional 
communication data, which together make up the remaining 
portion, can be displayed on the recipient display 132 as soon 
as each portion is received by the recipient network device 
130. If the recipient network device 130 does not support such 
a function, a display client can be provided by the Web site 
110 in a downloadable format. The display client would 
enable the recipient network device 130 to display a first 
portion of additional communication data as it is received, 
which would be beneficial for devices with small screens, 
Small memory capabilities, or slow data transmitting rates. 

Having thus described a preferred embodiment of a system 
and method for adding an advertisement to a personal com 
munication, it should be apparent to those skilled in the art 
that certain advantages of the system have been achieved. It 
should also be appreciated that various modifications, adap 
tations, and alternative embodiments thereof may be made 
within the scope and spirit of the present invention. The 
invention is further defined by the following claims. 
What is claimed is: 
1. A Web host connected to a wide area network (WAN), 

comprising: 
a Web server adapted to facilitate the communication of a 

personal electronic communication between a plurality 
of network devices via said WAN: 

a memory device connected to said Web server and adapted 
to store a plurality of advertisements; and 

an advertising application operating on said Web host, 
wherein said advertising application provides the func 
tions of: 
providing at least a portion of said plurality of advertise 

ments to one of said plurality of network devices, said 
plurality of advertisements including a first advertise 
ment, 

receiving a remove command from said one of said 
plurality of network devices, said command being 
used by said advertising application to remove said 
first advertisement from said plurality of advertise 
ments, thereby creating a palette of advertisements; 

receiving communication data and recipient data, said 
recipient data being used to identify at least one 
recipient of said communication data; 

automatically selecting, based on at least a portion of the 
content of said communication data, at least one 
advertisement from said palette of advertisements; 
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18 
inserting said at least one advertisement and said com 

munication data into said personal electronic commu 
nication, wherein said personal electronic communi 
cation comprises an e-mail message; and 

sending said personal electronic communication to said 
at least one recipient via said WAN. 

2. The Web host of claim 1, wherein said advertising appli 
cation further provides the function of sending said at least a 
portion of the content of said communication data to said at 
least one recipient via said WAN. 

3. A computer-implemented method for communicating 
personal information between a plurality of network devices 
via a wide area network (WAN), comprising the steps of: 

providing at least a portion of a plurality of advertisements 
to one of said plurality of network devices, said plurality 
of advertisements including a first advertisement; 

receiving a remove command from said one of said plural 
ity of network devices; 

using said remove command to remove said first advertise 
ment from said plurality of advertisements, thereby cre 
ating a palette of advertisements; 

receiving communication data and recipient data, wherein 
said communication data and said recipient data are used 
to send a personal electronic communication to at least 
one recipient, wherein said personal electronic commu 
nication comprising an e-mail message; and 

selecting by machine-readable instructions stored in 
memory at least one advertisement from said palette of 
advertisements based on at least a portion of the content 
of said communication data; 

sending said personal electronic communication to said at 
least one recipient via said WAN, wherein said personal 
electronic communication includes said communication 
data and said at least one advertisement when it is 
opened by said at least one recipient. 

4. The method of claim 3, further comprising the step of 
sending additional communication data if said at least one 
recipient interacts with said at least one advertisement. 

5. The method of claim 4, further comprising receiving said 
additional communication data from a third party advertiser 
prior to sending said additional communication data. 

6. A personal communication system comprising a Web 
host connected to a wide area network (WAN), said Web host 
comprising: 

a Web server adapted to facilitate the communication of a 
personal electronic communication between a plurality 
of network devices via said WAN: 

a memory device connected to said Web server and adapted 
to store a plurality of advertisements; and 

an advertising application operating on said Web host and 
in communication with said memory device, wherein 
said advertising application provides the functions of 
providing at least a portion of said plurality of advertise 

ments to one of said plurality of network devices, said 
plurality of advertisements including a particular 
advertisement; 

receiving a remove command from said one of said 
plurality of network devices, said communication 
being used by said advertising application to remove 
said particular advertisement from said plurality of 
advertisements, thereby creating a palette of adver 
tisements; 

receiving communication data and recipient data, said 
communication data and said recipient data being 
used to send a personal communication to at least one 
recipient; 
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Selecting at least one of said palette of advertisements 
based on at least one Subject matter of said commu 
nication data; 

inserting said at least one of said palette of advertise 
ments into said personal electronic communication, 
wherein said personal electronic communication 
comprising an e-mail message; 

sending said personal electronic communication to at 
least one recipient via said WAN; and 

providing aparty with a service in exchange for allowing 
said Web host to insert said at least one of said palette 
of advertisements into said personal electronic com 
munication. 

7. The personal communication system of claim 6, wherein 
said step of providing a party with a service in exchange for 
allowing said Web host to insert said at least one of said 
plurality of advertisements into said personal electronic com 
munication, further comprises providing said sender with a 
service in exchange for allowing said Web host to insert said 
at least one of said plurality of advertisements into said per 
Sonal electronic communication. 

8. The personal communication system of claim 6, wherein 
said step of providing a party with a service in exchange for 
allowing said Web host to insert said at least one of said 
plurality of advertisements into said personal electronic com 
munication, further comprises providing said at least one 
recipient with a service in exchange for allowing said Web 
host to insert said at least one of said plurality of advertise 
ments into said personal electronic communication. 

9. A personal communication system comprising a Web 
host connected to a wide area network (WAN), said Web host 
comprising: 

a Web server adapted to facilitate the communication of a 
personal electronic communication between a plurality 
of network devices via said WAN: 

an advertising application operating on said Web host and 
in communication with said Web server, wherein said 
advertising application provides the functions of 
providing at least a portion of said plurality of advertise 

ments to one of said plurality of network devices, said 
plurality of advertisements including a particular 
advertisement; 

receiving a remove command from said one of said 
plurality of network devices, said command being 
used by said advertising application to remove said 
particular advertisement from said plurality of adver 
tisements, thereby creating a palette of advertise 
ments; 

receiving communication data and recipient data, said 
communication and recipient data being used by said 
advertising application to facilitate the communica 
tion of said personal communication between said 
plurality of network devices, wherein said personal 
communication comprises an e-mail message; 

Selecting at least one advertisement, said at least one 
advertisement being selected using at least a portion 
of the content of said communication data; and 

sending said personal communication via said WAN. 
wherein said personal communication, as viewed by a 
user, includes said communication data and said at 
least one advertisement. 

10. The personal communication system of claim 9. 
wherein said advertising application further provides the 
function of using said at least a portion of the content of said 
communication data to create said at least one advertisement. 

11. The personal communication system of claim 9. 
wherein said advertising application further provides the 
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function of using said at least one Subject matter of said 
communication data to create said at least one advertisement. 

12. A personal communication system comprising a Web 
host connected to a wide area network (WAN), said Web host 
comprising: 

a Web server adapted to facilitate the communication of a 
personal communication between a plurality of network 
devices via said WAN: 

a memory device connected to said Web server and adapted 
to store a plurality of advertisements; and 

an advertising application operating on said Web host and 
connected to said memory device, wherein said adver 
tising application provides the functions of: 
providing at least a portion of said plurality of advertise 

ments to one of said plurality of network devices, said 
plurality of advertisements including a first advertise 
ment, 

receiving a remove command from said one of said 
plurality of network devices, said remove command 
being used by said advertising application to remove 
said first advertisement from said plurality of adver 
tisements, thereby creating a palette of available 
advertisements; 

receiving communication data and recipient data; 
using said communication data and said recipient data to 

create said personal communication, wherein said 
personal communication comprises an e-mail mes 
Sage, 

Selecting at least one advertisement from said palette of 
available advertisements based on at least a portion of 
said communication data; and 

sending said personal communication via said network, 
wherein said personal communication includes said 
communication data and said at least one advertise 
ment and is communicated between said plurality of 
network devices. 

13. The personal communication system of claim 12, 
wherein said at least one of said plurality of network devices 
is used by a sender of said personal electronic communica 
tion. 

14. The personal communication system of claim 12, 
wherein said advertising application further provides the 
function using at least one Subject matter of said communi 
cation data to select said at least one of said plurality of 
advertisements. 

15. The personal communication system of claim 12, 
wherein said advertising application further provides the 
function of using at least a portion of the content of said 
communication data to select at least one of said plurality of 
advertisements. 

16. A computer-implemented method for communicating 
personal information between a plurality of network devices, 
comprising the steps of 

providing at least a portion of a plurality of advertisements 
to one of said plurality of network devices, said plurality 
of advertisements including a particular advertisement; 

receiving a command from said one of said plurality of 
network devices; 

using said command to remove said particular advertise 
ment from said plurality of advertisements, thereby cre 
ating a palette of advertisements; 

receiving communication data and recipient data, wherein 
said communication data and said recipient data are used 
at least to send said personal communication to at least 
one recipient, wherein said personal communication 
comprises an e-mail message; 
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automatically selecting by at least one computer at least 
one advertisement from said palette of advertisements, 
said at least one advertisement being selected using at 
least a portion of said communication data; 

sending said personal communication to said at least one 5 
recipient, wherein said personal communication, as 
viewed by said at least one recipient, includes said at 
least one advertisement; and 

providing said at least one recipient with a free service in 
exchange for using said Web host to send said personal 10 
communication to said at least one recipient. 

17. The method of claim 16, further comprising the step of 
receiving said command from said sender of said personal 
information. 

18. The method of claim 16, further comprising the step of 15 
using at least one subject matter of said communication data 
to automatically select said at least one advertisement. 

19. The method of claim 16, further comprising the step of 
using at least a portion of the content of said communication 
data to automatically select said at least one advertisement. 20 
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