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I. Introduction 

Petitioners Robert Bosch LLC and Mercedes-Benz USA, LLC (“Petitioners”) 

respectfully request IPR of claims 1-3, 6, 11-12, 14-15, and 18-20 of U.S. Patent No. 

6,298,829 (“the ’829 patent”), which is assigned to Westport Fuel Systems Canada 

Inc. (“Westport” or “Patent Owner”).  There is more than a reasonable likelihood 

that Petitioners will prevail with respect to at least one challenged claim. 

The ’829 patent is directed to a fuel injector for an engine.  According to the 

patent, this injector has two key features that purportedly serve to distinguish it from 

other injectors: 

First, it is a directly actuated injector.  It includes a piezoelectric or 

magnetostrictive actuator that acts directly on a valve needle that opens a valve into 

the combustion chamber.  The injector does not include any intermediate valves 

between the actuator and the combustion chamber valve.  The ’829 patent explains 

that this both speeds operation and allows for more precise control over what it calls 

valve needle “lift” (i.e., the distance the needle moves to open the valve).   

Second, the ’829 patent explains that its injector includes a “passive hydraulic 

link.”  This is a volume of hydraulic fluid located between the actuator and valve 

needle.  The “hydraulic link” is “passive” in that force is simply transmitted through 

the link’s hydraulic fluid.  The fluid is not responsible for generating either in whole 

or in part the force applied to the valve needle.  Fluid is not pumped or flowed from 
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one place to another during actuation.  Instead, it acts as a solid with a substantially 

constant thickness.  While this “hydraulic link” is passive during valve actuation, the 

’829 patent explains that it is designed in a manner that allows the hydraulic fluid to 

re-distribute itself about the injector interior during periods of inactivity.  According 

to the ’829 patent, this allows the injector to auto-adjust to account for the effects of 

thermal expansion and wear.   

As of the ’829 patent’s filing date, this very type of fuel injector was well 

known.  This petition discusses two exemplary references showing this: U.S. Patent 

No. 5,479,902 (Ex. 1004, “Wirbeleit”) and DE 197 08 304 A1 (Exs. 1005-1006, 

“Klügl”).   

Wirbeleit teaches the same type of directly actuated fuel injector required by 

the ’829 patent.  A piezoelectric or magnetostrictive actuator applies force to a valve 

needle to open a valve into a vehicle’s combustion chamber.  There are no 

intermediate valves.  Wirbeleit, like the ’829 patent, explains that this allows for 

precise control over the lift or distance the valve needle moves which in turn allows 

for control of the amount of fuel injection.  Further, Wirbeleit’s injector includes a 

hydraulic link—which it refers to as “hydraulic transmission element 22”—that 

passively transfers force from actuator to valve needle.   

While Wirbeleit does not expressly state that its hydraulic link is structured in 

a way that allows it to compensate for the effects of thermal expansion and wear, a 
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person having ordinary skill in the art (“POSITA”) would have considered this 

obvious in view of Klügl.  Klügl, like Wirbeleit, teaches a fuel injector.  Klügl’s 

injector also includes a hydraulic link—incompressible hydraulic fluid in a chamber 

5 that is part of what Klügl calls a “transmission module 2.”  This link transfers force 

from Klügl’s piezoelectric or magnetostrictive actuator to a valve needle.  Klügl 

explains that its hydraulic link can be passive (i.e., does not generate force) and acts 

as solid (i.e., does not flow or change thickness) during actuation.  But, during times 

of rest, hydraulic fluid can redistribute itself around Klügl’s transmission module to 

account for thermal expansion and wear.  This is exactly what the ’829 patent claims 

require.  As a result, the combination of Wirbeleit and Klügl render claims 1-3, 6, 

11-12, 14-15, and 18-19 obvious as demonstrated in Ground 1.  Another reference—

U.S. 4,284,263 (Ex. 1014, “Newcomb”)—teaches what claim 20 requires as shown 

in Ground 2.   

Klügl itself also renders many of the ’829 patent’s claims obvious, at least 

when Patent Owner’s broader, erroneous interpretation of the claims is applied.  

Patent Owner has taken the position in co-pending district court actions that the 

claims do not require a directly actuated injector and instead more broadly extend to 

both directly and indirectly actuated injectors.  See Section VI, infra.  Again, unlike 

a directly actuated injector where the actuator acts on a valve that itself opens into 

the combustion chamber, an indirectly actuated injector includes an actuator that 
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operates only on an intermediate valve.  This is what Klügl teaches.  Applying this 

interpretation of the claims, Klügl renders claims 1-3, 6, 11-12, 14-15, and 18-19 

obvious as shown in Ground 3.  Another reference—U.S. Patent No. 5,779,149 (Ex. 

1024, “Hayes”)—provides an example of how a POSITA would understand parts of 

Klügl’s injector referenced in its specification but not shown in its figures to be 

structured.  Newcomb again supplies the teachings required by claim 20 as 

demonstrated in Ground 4. 

II. Mandatory Notices  

Real Party-in-Interest  

Petitioners Robert Bosch LLC and Mercedes-Benz USA, LLC are real parties-

in-interest.  While not petitioners, Robert Bosch GmbH and its subsidiaries, 

Mercedes-Benz Intellectual Property GmbH & Co. KG and Mercedes-Benz AG, 

Ford Motor Company, and General Motors LLC are also real parties-in-interest. 

Related Matters 

Westport is asserting the ’829 patent in the following district court cases: 

 Westport Fuel Systems Canada Inc. v. Ford Motor Company, No. 2:21-
cv-00453, filed in the Eastern District of Texas on Dec. 15, 2021; and  

 Westport Fuel Systems Canada Inc. v. General Motors, LLC, No. 2:21-
cv-00456, filed in the Eastern District of Texas on Dec. 15, 2021. 

The ’829 patent was previously at issue in the following cases that have been 

dismissed: 
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 Westport Fuel Systems Canada Inc. v. Mercedes-Benz USA, LLC, No. 
2:21-cv-00454, filed in the Eastern District of Texas on Dec. 15, 2021; 

 Westport Fuel Systems Canada Inc. v. Nissan North America, Inc., No. 
2:21-cv-00455, filed in the Eastern District of Texas on Dec. 15, 2021; 
and 

 Westport Fuel Systems Canada Inc. v. FCA USA LLC d/b/a FCA Group 
US LLC, No. 2:21-cv-00457, filed in the Eastern District of Texas on 
Dec. 15, 2021. 

In addition to the ’829 patent, Westport asserted one other patent in the district 

court actions referenced above:  U.S. Patent No. 6,575,138 (“the ’138 patent”).  The 

application underlying the ’138 patent identifies itself as a continuation-in-part of 

the application that led to the ’829 patent.  Petitioners have also filed a petition 

seeking inter partes review of the ’138 patent in IPR2023-00293. 

The ’829 patent is also at issue in a non-infringement declaratory judgment 

action: Robert Bosch, LLC v. Westport Fuel Systems Canada Inc., No. 1:22-cv-

00370, filed in the Eastern District of Virginia on April 4, 2022. 

Petitioner Mercedes will also be filing a second petition (not yet assigned a 

case number) related to the ’829 patent. 

Counsel, Service, and Fee Information 

Petitioners designate the following counsel: 

Lead Counsel Back-Up Counsel
K.  Patrick Herman 
Registration No.  75,018 
(P52PTABDocket@orrick.com) 

Bas de Blank 
Registration No. 74,930 
(M2BPTABDocket@orrick.com) 
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Postal & Hand-Delivery Address: 
Orrick, Herrington & Sutcliffe LLP 
51 West 52nd Street 
New York, NY 10019 
T: 212-506-3596 

Postal & Hand-Delivery Address: 
Orrick, Herrington & Sutcliffe LLP 
1000 Marsh Road 
Menlo Park, CA 94025-1015 
T: 650-614-7343 

Celine Crowson 
Registration No. 40,357 
(celine.crowson@hoganlovells.com) 
Postal & Hand-Delivery Address: 
Hogan Lovells US LLP 
555 13th Street NW 
Washington, DC 2004 
T: 202-637-5600 

Joe Raffetto 
Registration No. 66,218 
(joseph.raffetto@hoganlovells.com) 
Postal & Hand-Delivery Address: 
Hogan Lovells US LLP 
555 13th Street NW 
Washington, DC 2004 
T: 202-637-5600

Petitioners consent to service by electronic mail at the following addresses: 

P52PTABDocket@orrick.com, M2BPTABDocket@orrick.com, celine.crowson@ 

hoganlovells.com, and joseph.raffetto@hoganlovells.com.  Petitioners’ Powers of 

Attorney accompany this filing. 

The USPTO is authorized to charge the filing fee and any other fees incurred 

by Petitioners to the deposit account of Orrick, Herrington, & Sutcliffe LLP: 15-

0665. 
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III. Requirements for IPR  

Grounds for Standing  

Petitioners certify that the ’829 patent is available for IPR, and that Petitioners 

are not barred or estopped from requesting this IPR.  While Petitioner Robert Bosch 

has initiated a declaratory judgment action relating to the ’829 patent, that action 

seeks only a declaration of non-infringement.  It does not challenge the validity of 

any claim of the ’829 patent.  See 35 U.S.C. § 315(a)(1).   

Identification of Challenge and Statement of Precise Relief 
Requested  

Petitioners request IPR of claims 1-3, 6, 11-12, 14-15, and 18-20.  This 

petition discusses claim construction, explains why the claims are unpatentable, 

provides details regarding where the various claim limitations are found in the prior 

art, and is supported by the accompanying Declaration of Dr. Matt Quinlan (Ex. 

1003), a leading expert in the fuel injector field. 

The application underlying the ’829 patent—U.S. App. 09/522,130 (“the ’130 

application”)—was filed March 9, 2000.  Further, the patent makes a facial claim of 

priority back to provisional application No. 60/159,791 (“the ’791 provisional”), 

filed October 15, 1999.  (Ex. 1001, Cover.)  For purposes of this petition only, it has 

been assumed that the claims of the ’829 patent are entitled to the benefit of this 

October 1999 provisional filing date.   

Petitioners rely on the following references: (1) Wirbeleit (Ex. 1004), 
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(2) Klügl (Exs. 1005-1006), (3) Newcomb (Ex. 1014), and (4) Hayes (Ex. 1024).  

These references are all prior art.  (See Section VII.A.)  As Klügl published in 

German, a certified translation and translator’s declaration accompanies this 

petition.  (See Ex. 1006.)  All citations to Klügl in this petition are to this translation.   

Petitioners challenge the claims on the following grounds: 

Ground 1:  Claims 1-3, 6, 11-12, 14-15, and 18-19 are obvious over Wirbeleit and 

Klügl. 

Ground 2:  Claim 20 is obvious over Wirbeleit, Klügl, and Newcomb. 

Ground 3:  Claims 1-3, 6, 11-12, 14-15, and 18-19 are obvious over Klügl and 

Hayes. 

Ground 4:  Claim 20 is obvious over Klügl, Hayes, and Newcomb. 

IV. Institution Should Be Granted 

Petitioners have established a reasonable likelihood of success on the merits.  

And, all other requirements for IPR have been met.  The Board should institute IPR. 

There Are No Grounds for a § 314 Discretionary Denial in this 
Case 

There are three pending district court actions involving the ’829 patent.  In 

appropriate circumstances, the Board may consider the factors set forth in Apple Inc. 

v. Fintiv, Inc., IPR2020-00019 Paper 11, (PTAB Mar. 20, 2020) (“Fintiv”) when 

determining whether institution should be granted in light of the pendency of such 

actions.  But, “the PTAB will not rely on the Fintiv factors to discretionarily deny 
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institution in view of parallel district court litigation where a petition presents 

compelling evidence of unpatentability.”  (6/21/22 Interim Procedure for 

Discretionary Denials, p. 2.)  In other words, “compelling, meritorious challenges 

will be allowed to proceed at the PTAB even where district court litigation is 

proceeding in parallel.”  (Id., pp. 4-5.)  Petitioner submits that this is the case here: 

as explained below, the claims of the ’829 patent are plainly and unambiguously 

unpatentable in view of the prior art. 

Separate from the strength of the petition, all of the co-pending district court 

litigations involving the ’829 patent are in very early stages.  No trial has been 

scheduled, no claim construction order has issued, no dispositive motions have been 

filed, and only minimal discovery has been conducted.  (See generally Exs. 1016-

1021.)  This also weighs in favor of institution.  See Sand Revolution II, LLC v. 

Continental Intermodal Group – Trucking LLC, IPR2019-01393, Paper 24 at 8-9, 

11 (PTAB June 16, 2020). 

Denial Under § 325(d) Would Be Inappropriate 

The arguments set forth in this petition are different from those addressed by 

the Patent Office during prosecution.  Wirbeleit and Klügl were not cited by the 

applicant or considered by the Examiner.  (See generally Ex. 1002.)  Further, as 

explained in Section V.B below, the prior art references that were addressed by the 

Examiner purportedly failed to teach the claimed “passive hydraulic link.”  In 
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contrast, both Wirbeleit and Klügl specifically teach this.  Thus, Wirbeleit and Klügl 

are substantively different from and overcome any purported deficiencies identified 

in connection with the art considered by the Examiner.  For these reasons, and as 

further explained below, the Board should institute IPR. 

V. The ’829 Patent 

Overview 

The ’829 patent relates to “high pressure fuel injection valves or injectors for 

internal combustion engines” that are “directly controllable by a position activating 

material (such as, for example, a piezoelectric or magetostrictive material)….”  (Ex. 

1001, 1:12-16.)  The injector also includes a “passive hydraulic link.”  (Id., 1:17.) 

The patent explains that the prior art recognized that “[d]irect injection,” 

where fuel is injected directly into the “combustion chamber of an internal 

combustion engine,” was “desirable” because it improves engine performance and 

reduces emissions.  (Id., 1:21-32.)  The patent concedes that “prior direct fuel 

injection systems” that were “hydraulically actuated,” employ “solenoid actuators,” 

or “use piezoelectric or magnetostrictive actuation” were all known and available 

when the ’829 patent was filed.  (E.g., id., 1:56-57, 2:24-27, 2:62-65.)  But, 

according to the patent, there were problems with these known systems.  

Hydraulically actuated systems require “additional hydraulic hardware” which adds 

“increased bulkiness” and subjects the system to a “delayed response” and reduced 
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“controllability of the movement of the injection valve.”  (Id., 2:1-23.)  Solenoid 

actuators are “not suitable for” use with “high-pressure fuels.”  (Id., 2:45-48.)  And, 

known piezoelectric and magnetostrictive actuators were, according to the ’829 

patent, only used to “operate a control valve, which in turn controls the flow of a 

hydraulic fluid to operate an injection valve….”  (Id., 3:39-42.)  This both introduces 

delay and necessitates hydraulic fluid supply.  (Id., 3:42-50.) 

To respond to these purported issues with the prior art, the ’829 patent 

proposes a “directly actuated” injector that does not include “an intermediate active 

hydraulic operator generating any actuating forces.”  (Id., 3:45-48.)  The ’829 

patent’s injector does include a “passive hydraulic link.”  (Id., 4:20, 7:10-20.)  Unlike 

“[c]onventional active hydraulic operators,” however, this link “merely transmits the 

actuating forces” (i.e., serves as a “load path”) “but is not employed to generate an 

actuating force for actuating the valve.”  (Id.)  This “passive hydraulic link” also 

provides a “further advantage” in that it “may be employed to correct for differential 

thermal expansion, wear and dimensional variability within permitted 

manufacturing and assembly tolerances.”  (Id., 7:43-46.)  The link does this by “auto-

adjusting itself in response to these effects by allowing movement of hydraulic fluid 

between opposite sides of [a] hydraulic piston” to “re-zero[] itself to ensure that [a] 

desired valve needle lift is maintained.”  (Id., 7:46-51.) 

The below annotated versions of Figures 1 and 2 of the ’829 patent provide 
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an example: 

(Id., Figs. 1-2 (annotated); see also Ex. 1003, ¶¶ 60-72.)   

These figures depict a “directly actuated fuel injection valve 100.”  (Ex. 1001, 

8:39-41.)  A “valve housing 102,” “cap 104,” and “tip 106” (teal) surround the 

injector’s components and “provide a fluidly sealed valve body.”  (Id., 8:41-43.)  An 

“inlet port 108” (blue) allows fuel to enter the hollow injector interior (partially 

annotated orange).  (Id., 8:45-46.)  “Valve tip 106” includes a “nozzle orifice 110” 

(circled) “through which fuel exits” the injector and enters the combustion chamber.  

(Id., 8:46-48.)  A “valve needle 114” (green) is located within the injector.  (Id., 
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8:59-60.)  One end of the needle is located at the nozzle orifice.  (Id., 8:59-62.)  The 

other end is located adjacent to a “needle spring 116” (red) that “biases valve needle 

114 in the closed position.”  (Id., 9:16-19.)   

A “magnetostrictive actuator” including a member 130, coil 132, and flux tube 

134 (purple) is located within the housing.  (Id., 9:45-49.)  To open the valve, current 

is applied to the actuator causing it to “expand” and “provide[] an opening force in 

opposition to the closing force of the spring assembly.”  (Id., 9:51-10:8.)  “The 

opening force generated by the actuator assembly is transmitted to valve needle 114 

through” “hydraulic fluid 164b” (small area of dark pink) of “a hydraulic link 

assembly.”  (Id., 10:62-64; 12:46-51.)  The space containing fluid 164b is connected 

to another space containing fluid 164a (small area of light pink) via a “narrow 

clearance gap between” the needle’s “piston 114b and hydraulic cylinder 160.”  (Id., 

12:57-60.)  During actuation, fluid “does not have time to flow” through this gap 

and the fluid 164b instead “acts as a solid and transfers the movement of 

magnetostrictive member 130 to valve needle 114.”  (Id., 12:57-66.)  But, when the 

injector is at “rest,” “fluid” 164b and 164a can “redistribute itself by flowing through 

the clearance gap” so as to “re-zero” the piston.  (Id., 11:41-49; see also Ex. 1003, 

¶¶ 46-74.) 

Prosecution History 

When filed, the ’130 application underlying the ’829 patent included 30 
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claims.  (See Ex. 1002, pp. 75-83.)  Claims 1-20 were rejected in a March 2001 office 

action as anticipated by or obvious over U.S. 3,598,506 to O’Neill (Ex. 1011, 

“O’Neill”).  (See Ex. 1002, p. 119-121.)  The Examiner pointed to, among other 

things, Fig. 4 of O’Neill reproduced below: 

(Ex. 1011, Fig. 4.)  The Examiner explained that the combination of chambers 42 

and 43 shown in this Figure correspond to the claimed “hydraulic link assembly.”  

(Ex. 1002, p. 120.)  In operation, O’Neill’s “electroexpansive material 44” expands 

upon application of an electrical signal, resulting in the transmission of force through 

the fluid stored “chamber 41,” “passage 42,” and “piston cylinder 43” to a “piston 

50.”  (Ex. 1011, 4:10-49.)  This in turn opens a “valve 55.”  (Id.)  Claims 21-30, 

which either required a particular “magnetostrictive member” structure or were 

directed to a method, were allowed.  (See Ex. 1002, pp. 79-83 121.)   
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The applicant responded in June 2011 by noting that “O’Neill … rel[ies] on 

the dynamic flow of a hydraulic fluid to actuate/open the valve.”  (Id., p. 129.)  More 

specifically, in O’Neill, the “electroexpansive material 44 is activated to displace 

fluid from chamber 41 through passage 42 in piston cylinder 43 to lift piston 50 and 

open the valve.”  (Id., p. 130.)  Applicant went on to argue that this is different from 

the pending claims.  Because O’Neill’s device entails fluid flow and displacement, 

it lacks a “‘passive’ hydraulic link.”  (Id., p. 129.)  Moreover, because O’Neill’s 

“actuating fluid is displaced and flows dynamically,” it “behaves as a liquid” and 

not “substantially as [a] solid while said actuator assembly is activated” as required.  

(Id., p. 130.)  The claims were allowed immediately after this response.  (See id., p. 

138; see also Ex. 1003, ¶¶ 75-84.) 

Unlike O’Neill, both Wirbeleit and Klügl employ a passive hydraulic link.  

Neither employs dynamic hydraulic fluid flow to open an injector valve. 

VI. Claim Construction 

The Board applies the same Phillips claim construction standard used by 

district courts.  Phillips v. AWH Corp., 415 F.3d 1303 (Fed. Cir. 2005) (en banc).  

For purposes of this petition, Petitioners submit that the terms of the ’829 patent’s 

claims do not require further construction and can be afforded their plain and 

ordinary meaning.  (See Ex. 1003, ¶¶ 86-89.)  The below sections comparing the 
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claims to the prior art include further discussion of the plain and ordinary meaning 

of certain claim terms. 

Patent Owner’s district court infringement allegations nonetheless raise an 

issue of claim scope, although Petitioners submit that an express construction is not 

needed to reach a decision of unpatentability.  Grounds 1 and 2 demonstrate 

unpatentability applying the plain and ordinary meaning, while Grounds 3 and 4 

demonstrate unpatentability if the claims are afforded the scope alleged by Patent 

Owner in the district court.  Specifically, Patent Owner alleges that an indirectly 

actuated valve—i.e., one where the “valve needle” does not itself open a pathway 

into the combustion chamber but instead only opens an intermediate valve that 

triggers other structure to open this pathway—falls within the scope of the claims.  

(See, e.g., Ex. 1022, pp. 10-11 (pointing to a “nozzle” opened by a “nozzle needle” 

when addressing one claim limitation, and a separate “valve needle” that opens an 

intermediate valve when addressing another different limitation).) 

This interpretation of the ’829 patent is contrary to the claim language itself.  

Claim 1 provides that the “valve needle”—and not some other structure—“seal[s] 

said interior chamber from said nozzle orifice.”  (Ex. 1001, claim 1.)  Similarly, it is 

the “valve needle” that moves to an “open position” where its “sealing end” is 

“spaced apart from said valve seat whereby said interior chamber is fluidly 

connected with said nozzle orifice.”  (Id.) Thus, the valve needle must itself be 
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structured to seal and open the “nozzle orifice” from the “interior chamber” to the 

“combustion chamber.”  It does not operate to open an intermediate valve 

disconnected from the combustion chamber. 

Even if this were not already clear enough from the claims, the specification 

further emphasizes that the ’829 patent requires a directly actuated injector.  The 

specification repeatedly and consistently explains that its “invention relates” to “an 

injection valve that is directly controllable.”  (Id., 1:12-17; see also id., 3:45-48; 

8:18-19; 16:18-20.)  The patent also contrasts itself with prior art valves that are 

indirectly actuated.  (See, e.g., id., 3:45-50.)  Indeed, the ’829 patent is even entitled 

“Directly Actuated Injection Valve.”  (Id., Cover; see also Ex. 1003, ¶¶ 90-100.) 

The ’829 patent cannot be properly interpreted (as Patent Owner attempts to 

do in district court) to extend to an indirectly actuated valve.  Wirbeleit—the primary 

reference at issue in Grounds 1 and 2—teaches a directly actuated valve and thus 

renders the claims unpatentable when properly interpreted.  Klügl—the primary 

reference at issue in Grounds 3 and 4—relates to an indirectly actuated valve.  Thus, 

Grounds 3 and 4 use and are premised on Patent Owner’s erroneous understanding 

of the claims, notwithstanding Petitioners’ belief that this understanding is incorrect. 

See 10X Genomics, Inc. v. Bio-Rad Labs., IPR2020-00086, Paper 8 at 18-19, 21 

(PTAB Apr. 27, 2020) (explaining that the Board’s claim construction “rule does 

not prohibit [a p]etitioner from submitting a claim construction it believes is 
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incorrect and relying on that construction to show how the claim is unpatentable.”); 

Western Dig. Corp. v. SPEX Techs., Inc., IPR2018-00084, Paper 14 (PTAB Apr. 25, 

2018). 

VII. How the Challenged Claims Are Unpatentable 

Prior Art Overview 

The prior art teaches the same type of fuel injector the ’829 patent requires. 

1. Wirbeleit 

Wirbeleit issued January 2, 1996.  (Ex. 1004, Cover.)  This makes it prior art 

to the ’829 patent under §102(b).  Wirbeleit was not considered during prosecution.  

Werbeleit teaches a “fuel injection system for a Diesel engine.”  (Id., 1:45-

46.)  The fuel injector employed by Werbeleit’s system has a “control needle” with 

fuel injection orifices that can be “exposed to a degree controllable … depending on 

engine operating parameters.”  (Id., 1:52-57.) 

Werbeleit’s injector is shown in the below annotated figure: 
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(Id., Fig. (annotated).)  The injector includes an outer “body 9” (teal).  (Id., 2:31-

35.)  A “spring 7” (red) forces the tip of a “control needle 5” (green) onto a “valve 

seat 8” to close the injector.  (Id.)  To open the injector, a “piezo” or 

“magnetostrictive actuator 21” (purple) applies force to the needle “by way of a 

hydraulic transmission element 22” (pink).  (Id., 2:60-65.)  This then allows fuel to 

flow through “fuel admission passage 12” (blue) to “pressure chamber 13,” grooves 

18, and orifices 18a (orange), and then out the end of injector (circled) into the 

combustion chamber.  (Id., 2:35-39.)  The desired needle lift—and the corresponding 

orifice size—“is maintained by way of voltage control of the actuator 21.”  (Id., 3:1-
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7; see also Ex. 1003, ¶¶ 103-115.) 

2. Klügl 

Klügl published September 10, 1998.  (See Ex. 1006, Cover.)  Klügl is prior 

art to the ’829 patent under § 102(b).  Klügl was not considered during prosecution. 

Klügl teaches a “power transmission device” to “transmit the movement of a 

piezoelectric actuator” for valve opening and closing in a fuel injector.  (Id., 1:7-12.)  

Klügl’s injector is shown in the below.  The central portion of the figure has been 

expanded to the right: 

(Id., Fig. 1 (annotated).)  The injector includes an “upper stop 13” and outer “housing 

12” (teal) that surround its components.  (Id., 1:47-51.)  A “spring 15” (red) forces 

a “drive piston 3”—along with connected “control needle 32” and “ball 4” (all 
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green)—upwards to close the injector.  (Id., 2:35-39, 50-57.)  To open the injector, 

a signal is applied to a “piezoelectric actuator 1” (dark purple) causing it to expand 

and press a “transmission module 2” (light purple) downwards toward the piston 3 

against the force exerted by disk spring 14.  (Id., 3:23-33.)  Force is transmitted from 

the actuator to the piston through incompressible hydraulic fluid “located in [a] 

pressure chamber 5” (dark pink).  (Id., 3:26-29.)  This chamber is defined and sealed 

by a membrane 6.  (See id.)  Moving the piston’s ball 4 off its seat causes the pressure 

in a “pressure chamber” at the bottom of Klügl’s injector to drop, an “injection 

needle” to open, and fuel to be injected.  (Id., 3:30-38.)   

During actuation, no hydraulic fluid flows out of chamber 5.  (Id., 4:11-22.)  

But, during idle periods, hydraulic fluid can move from chamber 5 through bore 10 

to chamber 7 (light pink) to “automatic[ally] adjust[]” for “thermal expansion 

differences and gradual wear” and keep the “drive piston 3” in contact with 

“transmission module 2.”  (Id., 3:50-4:33.)  The hydraulic fluid is completely 

captured and contained within the transmission module.  (See id.; Fig. 1.)  There is 

no external fluid source.  (See id.; see also Ex. 1003, ¶¶ 116-129.)   

3. Newcomb 

Newcomb issued August 18, 1981.  (See Ex. 1014, Cover.)  This makes it 

prior art to the ’829 patent under § 102(b).  Newcomb was not considered during 

prosecution.   
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Newcomb teaches a “control valve such as a … fuel injection valve for 

controlling flow of a medium.”  (Id., 1:5-7.)  The valve employs materials with 

matching coefficients of thermal expansion that “enable[] the effects of thermal 

expansion to be reduced….”  (Id., 1:45-49; see also Ex. 1003, ¶¶ 130-133.) 

4. Hayes 

Hayes issued July 14, 1998.  (See Ex. 1024, Cover.)  Hayes is prior art to the 

’829 patent under § 102(b).  Hayes is cited on the face of the ’829 patent but was not 

specifically discussed by the Examiner.   

Hayes teaches an indirectly actuated fuel injector.  (Id., 1:7-9.)  Hayes explains 

that such an injector includes an intermediate “control valve 1” sealed by a ball-

shaped “component 12.”  (Id., 2:7-15, 30-33.)  Actuating the injector opens the 

control valve.  (Id., 3:24-45.)  Hayes also explains how this in turn opens a valve 

into the combustion chamber.  In particular, opening the intermediate control valve 

lowers the pressure in a “chamber 5” which causes a separate “valve needle 3” to lift 

and open a passage into combustion chamber.  (Id., 3:52-63.)  Fuel supplied by a 

“feeding line 22, which feeds the fuel at high pressure,” is then injected through the 

passage opened by the needle.  (Id., 2:45-48, 3:52-63.)  Figure 1 of Hayes shows 

these various components: 
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(Id., Fig. 1; see also Ex. 1003, ¶¶ 134-141.) 

Level of Ordinary Skill in the Art 

A POSITA in the technology field of the ’829 patent would have had a degree 

in mechanical engineering or a similar discipline, along with 2 years of professional 

experience working with the design and development of fuel injection systems for 

internal combustion engines or an equivalent level of skill, knowledge, and 

experience.  (See Ex. 1003, ¶¶ 37-39, 41.)  This POSITA would be aware of and 

generally knowledgeable about how fuel injector valves are structured and operate, 

and how they are used to deliver fuel to an engine’s combustion chambers.  (Id., ¶ 

40.)
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Ground 1: Claims 1-3, 6, 11-12, 14-15, and 18-19 Are Obvious 
Over Wirbeleit and Klügl 

The combination of Wirbeleit (Ex. 1004) and Klügl (Exs. 1005-1006), when 

considered in view of the knowledge of a POSITA, render claims 1-3, 6, 11-12, 14-

15, and 18-19 obvious.  (See Ex. 1003, ¶¶ 142-144.) 

Wirbeleit teaches the claimed directly actuated fuel injector: a magetostrictive 

or piezo actuator 21 generates force that is transferred through a passive hydraulic 

transmission element 22 to an injector orifice control needle 5 to open a valve and 

start injection.  The amount of valve lift can be controlled.  While Wirbeleit does not 

expressly state that its element 22 adjusts to account for thermal expansion and wear, 

it would have been obvious to design it to do so in view of the teachings of Klügl.  

Klügl also teaches a fuel injector.  And, its injector includes a transmission module 

2 with chamber 5 filled with hydraulic fluid that not only passively transfers force 

during valve actuation, but is also able to engage in the type of adjustment the ’829 

patent requires during idle periods.  

1. Claim-by-Claim Analysis 

a. Claim 1 

[1-p] “An injection valve for injecting fuel into a combustion chamber of an 
internal combustion engine, said injection valve comprising:”

To the extent the preamble is limiting, Wirbeleit teaches the claimed 

“injection valve.”  Wirbeleit explains that it is directed to a “fuel injection system 

for a Diesel engine….”  (Ex. 1004, 1:7-8.)  This system includes “valve-controlled 
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injectors fo[r] the injection of fuel under the control of an electronic control unit.”  

(Id., 1:8-12.)  Moreover, Wirbeleit’s valve is meant for use with “direct-injection 

Diesel engines.”  (Id., 1:30-37.)  Direct injection entails injecting fuel directly into 

an engine’s combustion chamber (as opposed to injection into the manifold).  (See, 

e.g., Ex. 1007, 2:7-10 (noting that in a “direct cylinder injection system,” “the fuel 

injector is mounted in the cylinder block and sprays … into the cylinder bore”); Ex. 

1008, 1:16-24 (contrasting “indirect injection” systems that inject fuel into the 

manifold with “direct injection systems” that “inject fuel directly into the 

combustion chamber”); see also Ex. 1003, ¶¶ 145-152.) 

[1(a)] “(a) a valve housing comprising:” 

Wirbeleit’s “injector” includes an “injector body 9” that surrounds and 

contains the other injector components.  (Ex. 1004, 1:31-35.)  This body 9—which 

corresponds to the claimed “valve housing”—is shown in teal in the below Figure 

from Wirbeleit.  The figure has been cropped throughout this petition to better focus 

on the depicted injector. 
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(Id., Fig. (annotated); see also Ex. 1003, ¶¶ 153-155.) 

[1(a)-1] “a fuel inlet port;” 

Wirbeleitt’s “valve housing” (body 9) includes the claimed “fuel inlet port.”

According to Werbeliet, its “fuel injector” includes “a fuel injection conduit 

structure with a common supply conduit 3 for all injectors.”  (Ex. 1004, 2:27-30.)  A 

“fuel admission passage 12” that is in “communication with the common supply 

conduit 3” allows fuel to enter the injector.  (Id., 2:35-40.)  This is shown below in 

blue: 
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(Id., Fig. (annotated); see also Ex. 1003, ¶¶ 156-159.) 

[1(a)-2] “an interior chamber fluidly connected to said fuel inlet port;” 

According to Wirbeleit, its injector includes a “slot orifice 4” within the 

injector body that contains “an injector orifice control needle 5.”  (Ex. 1004, 2:31-

32.)  The parts of this needle cooperate to “delimit[] a pressure chamber 13 which is 

in communication with the common supply conduit 3 by way of [the] fuel admission 

passage 12.”  (Id., 2:35-40.)  The chamber 13 is connected to other interior spaces, 

including grooves 18 and orifices 18a that form “fuel injector passages.”  (Id., 2:45-

54.)  Again, passage 12 is Wirbeliet’s “fuel inlet port.”  The pressure chamber 13, 

grooves 18, and orifices 18a—Wirbeleit’s “interior chamber”—are connected to 

this passage and are shown below in orange: 
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(Id., Fig. (annotated); see also Ex. 1003, ¶¶ 160-164.) 

[1(a)-3] “a nozzle comprising a nozzle orifice providing a fluid passage from 
said interior chamber to said combustion chamber;” 

One end of Wirbeleit’s injector includes “slot-shaped orifices,” also referred 

to as “slot-injection orifices,” in the form of “opening[s] 18a” to allow fuel injection 

into the combustion chamber.  (Ex. 1004, 1:52-58, 2:1-2, 2:45-50.)  Because it is 

where injection occurs, this end of Wirbeleit’s injector is the claimed “nozzle.”

Further, according to Wirbeleit, its injector includes a central “slot orifice 4” 

within its outer “injector body 9.”  (Ex. 1004, 2:31-34.)  The “slot orifice 4” includes 

a hole or opening that can be “open[ed]” by “outwardly” moving an “injector orifice 

control needle 5.”  (Id.)  This opening in Wirbeleit’s injector body is the claimed 

“nozzle orifice” that “provid[es] a fluid passage” as claimed. In particular, moving 

the control needle through the opening creates “fuel injector passages” from the 

supply conduit 3, through the fuel admission passage 12, into the pressure chamber 
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13, through a series of “grooves 18,” and finally out the opening into the combustion 

chamber via the “oblong opening[s] 18a.”  (Id., 2:38-40, 45-50, 55.)  Wirbeleit’s 

nozzle and nozzle orifice are circled below: 

(Id., Fig. (annotated); see also Ex. 1003, ¶¶ 165-173.) 

[1(b)] “(b) a valve needle disposed within said valve housing wherein said valve 
needle is movable between a closed position at which a sealing end of said valve 
needle contacts a valve seat to fluidly seal said interior chamber from said 
nozzle orifice, and an open position at which said sealing end of said valve 
needle is spaced apart from said valve seat whereby said interior chamber is 
fluidly connected with said nozzle orifice, wherein valve needle lift equals the 
distance traveled by said sealing end away from said valve seat;” 

Wirbeleit also includes the claimed “valve needle.”  Wirbeleit’s injector 

includes “an injector orifice control needle 5” within its “injector body 9.”  (Ex. 

1004, 2:31-32; see also Abstract; 1:48-49.)  This needle includes the claimed 

“sealing end” that “contacts a valve seat.”  Among other parts, Wirbeleit’s needle 

5 includes a “piston-like needle tip 11” with a “collar 16 which is disposed outside 
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the injector body 9….”  (Id., 2:35-37, 40-45.)  The “rear side 17” of the needle’s 

“collar 16” “forms the valve seating surface.”  (Id., 2:43-45.)  This portion of the 

needle is “forced onto the valve seat 8 on the injector body 9” to close the valve and 

stop fuel injection.  (Id., 2:31-35; see also Abstract; 1:48-52.)  Wirbeleit’s needle—

which is generally shaped as a slender, elongated, pointed rod—is shown in green 

below: 

(Id., Fig. (annotated); see also Ex. 1003, ¶¶ 174-178.) 

Again, Wirbeleit’s “control needle 5 is” both “movable outwardly for opening 

the orifice” to facilitate fuel injection, and can be “forced onto the valve seat 8 on 

the injector body 9” to close the valve and stop injection.  (Ex. 1004, 2:31-35; see 

also Abstract (referencing needle movement between a position where the needle’s 

“slot-shaped orifices” are “fully covered when the control needle is seated” to 

another position where the orifices are “exposed”); 1:52-58 (similar); 3:5-11 
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(similar).)  Thus, the needle is “movable between a closed position” and an “open 

position” as claimed.  This is shown in the below demonstrative.  In the figure on 

the left, Wirbeleit’s needle is forced against the valve seat at the end of the injector 

body sealing the injector body’s opening and closing the injector.  This is the closed 

position.  In the figure on the right, Werbeliet’s needle has moved out of the injector 

body and off the valve seat exposing the slot orifices and allowing fuel (shown in 

yellow) to flow out the end of the injector body and be injected.  This is the open 

position: 

(Ex. 1003, ¶¶ 179-183; see also Ex. 1004; Fig.)  Further, Wirbeleit explains that the 

“lift position” of its needle can both be controlled by an “electronic control unit” and 

measured using a “needle lift sensor.”  (Id., 2:4-10; see also Ex. 1003, ¶ 184.) 
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[1(c)] “(c) a needle spring associated with said valve needle, wherein said needle 
spring applies a closing force to said valve needle for biasing said valve needle 
in said closed position;” 

Wirbeleit includes the claimed “needle spring.”  Wirbeleit explains that its 

injector includes a “return spring 7 disposed in [a] spring chamber 6.”  (Ex. 1004, 

2:35-36.)  The spring operates to “force[]” the “injector orifice control needle 5 … 

onto the valve seat 8 on the injector body 9” to close the valve.  (Id., 2:31-36; see 

also Abstract (noting that the “injectors” have “fuel injection control needles 

engaged by springs so as to be normally seated on a valve seat”); 1:48-30 (similar); 

3:7-11 (“the orifice control needle is returned by the return spring 7 to a rest position 

in which the needle tip 11 is seated on the valve seat 8”).)  This spring is shown in 

red below: 

(Id., Fig. (annotated); Ex. 1003, ¶¶ 185-188.) 
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[1(d)] “(d) an actuator assembly associated with said valve needle, wherein said 
actuator assembly may be activated to apply an opening force to said valve 
needle stronger than said closing force, for moving said valve needle to said 
open position; and” 

Wirbeleit’s injector includes the claimed “actuator assembly.”  According to 

Wirbeleit, its injector includes a “magnetostrictive actuator 21” (or alternatively a 

“piezo actuator”) that is located “[a]t the rear end of the orifice control needle 5 

opposite its tip 11….”  (Ex. 1004, 2:60-65.)  “Opening of the slot-injection orifices 

can be controlled by energizing [the] piezo” (or magnetostricitive) “actuator which 

acts on the injector needle … against a compression spring with a voltage-dependent 

force.”  (Id., 2:1-4; see also Abstract (the injector includes a “control needle actuator 

for lifting the control needle off the valve seat”); 1:50-52 (similar).)  Wirbeleit’s 

actuator is shown in purple below: 

(Id., Fig. (annotated); see also Ex. 1003, ¶¶ 189-192.) 
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[1(e)] “(e) a hydraulic link assembly comprising a passive hydraulic link having 
a hydraulic fluid thickness through which said opening and closing forces are 
transmitted, whereby said hydraulic fluid acts substantially as a solid with said 
thickness being substantially constant while said actuator assembly is activated 
and wherein said thickness of said hydraulic link is adjustable while said 
actuator is not activated in response to changes in the dimensional relationship 
between components of said injection valve to maintain a desired valve needle 
lift upon activation of said actuator assembly.” 

Wirbeleit’s injector employs a “hydraulic link assembly” “through which … 

opening and closing forces are transmitted.”  In particular, Wirbeleit’s 

“magnetostrictive actuator 21 … operates the orifice control needle 5 by way of a 

hydraulic transmission element 22….”  (Ex. 1004, 2:60-64.). Wirbeleit similarly 

explains that either a “magnetostrictive actuator” or a “a piezo actuator” can “act[] 

on the injector needle by way of a hydraulic transmission element against a 

compression spring….”  (Id., 2:1-4.)  Thus, during valve opening, force is exerted 

from the actuator through the hydraulic transmission element to the needle.  In 

contrast, during valve closing, force is exerted from the spring, to the needle, and 

back through the hydraulic transmission element until a rest position is reached.  (See 

id.; see also 3:5-11.)  According to the ’829 patent, the claimed “passive hydraulic 

link” is “sealed” and “merely transmits … actuating forces” rather than being used 

to “generate” those forces.  (Ex. 1001, ’829 patent, 7:14-20.)  This is what Wirbeleit 

teaches.  Wirbeleit’s “hydraulic transmission element” is sealed within its housing 

and is not connected to a separate fluid supply. (See Ex. 1004, Fig.)  Further, 

Wirbeleit characterizes this “hydraulic transmission element” as a simple force 
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pathway (as opposed to a means for generating or amplifying force) (e.g., id., 2:1-

3), a POSITA would consider it to be “passive” as this claim requires.  (See Ex. 

1003, ¶¶ 193-201.)  Wirbeleit’s hydraulic transmission element is shown below in 

pink: 

(Ex. 1004, Fig. (annotated); see also Ex. 1003, ¶ 202.) 

A POSITA would have considered the remainder of what this limitation 

requires obvious in view of the teachings of Klügl.  Klügl relates to a device that can 

be used in an “automotive” fuel injector “to transmit the movement of a piezoelectric 

actuator in an injection valve….”  (Ex. 1006, 1:7-12.)  Klügl’s injector, like 

Wirbeleit’s, has an outer “housing 12” that surrounds and contains the injector’s 

various components.  (Id., 1:47-51.)  A “piezoelectric actuator 1” is located within 

this housing.  (Id.). A “transmission module 2” is located between the actuator and 

a “drive piston 3.”  (Id., 1:48-51; 2:23-41; Fig. 1.)  The drive piston is attached to 
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needle 32 and ball 4 (also referred to as a “closing element 4”) forming a “servo 

valve” that serves to activate “an injection needle.”  (Id., 2:50-57, 3:11-13.)  A 

“spring 15” exerts force on the drive piston to close the valve.  (Id., 2:35-36.)  The 

intermediate transmission module includes a “pressure chamber 5” that can be filled 

with “transmission medium” such as “a hydraulic fluid, which has low 

compressibility.”  (Id., 1:60-2:4.)  The transmission module also includes a 

“throttl[e]” or “connecting bore 10” that connects the “pressure chamber 5 to a 

compensating chamber 7.”  (Id.)  The compensating chamber is filled with the same 

incompressible hydraulic fluid as the pressure chamber 5.  (Id.)  The hydraulic fluid 

is completely captured,  contained, and sealed within the transmission module.  (See 

id.; Fig. 1.)  There is no external fluid source.  (See id.)   

These components are shown in the below annotated version of Fig. 1.  The 

same coloring scheme used when comparing Wirbeleit to claim 1 has been 

employed.  The housing 12 (Klügl’s “valve housing”) is shown in teal.  The 

piezoelectric actuator 1 and transmission module 2 (Klügl’s “actuator assembly”) 

are respectively shown in dark and light purple.  The drive piston, needle, and ball 

(Klügl’s “valve needle”) are shown in green.  The valve-closing spring (Klügl’s 

“needle spring”) is shown in red.  The pressure chamber 5 (Klügl’s “hydraulic link”) 

is shown in dark pink, while throttle 10 and compensation chamber 7 are shown in 
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light pink.  The region of Figure 1 showing these chambers is also excerpted and 

expanded in size for emphasis purposes: 

(Id., Fig. 1 (annotated); see also Ex. 1003, ¶¶ 203-218.) 

During operation, when the “piezoelectric actuator 1 is … controlled,” 

“pressure is exerted on the drive piston 3 via … the transmission medium located in 

the pressure chamber 5….”  (Ex. 1006, 3:23-29.)  In Figure 1, the dimensions of 

chamber 5—including its thickness—remain constant so that the movement of the 

actuator results in the same amount of movement of the piston.  (See id., Fig. 1; 3:23-

29; see also Ex. 1003, ¶¶ 219-227.)  In contrast, in the different embodiment shown 

in Figure 3, the dimensions of chamber 5 change during actuation resulting in 

movement amplification from the actuator to the piston.  (See Ex. 1006, 1:41-46 

(noting that Fig. 1 is “without stroke translation” while Fig. 3 is “with stroke 



-38- 

translation”); 7:12-14 (noting that Fig. 3, unlike Fig. 1, “achieves a stroke ratio 

between the deflection of the piezoelectric actuator 1 and the deflection of the drive 

piston 3”); see also Ex. 1003, ¶¶ 219-227.) 

Klügl also explains that the transmission module’s “throttle 10” is 

“dimensioned in relation to the transmission medium such that during normal 

activation” “only an insignificant amount of transmission medium flows into the 

compensat[ion] chamber.”  (Ex. 1006, 4:11-22.)  But, during periods of rest, “if there 

are long-lasting pressure differences between the pressure chamber 5 and the 

compensation chamber 7[,] … transmission medium is exchanged between the 

compensation chamber 7 and the pressure chamber 5 via the throttle 10.”  (Id., 4:25-

31.)  This allows Klügl’s injector to account for “thermal expansion differences and 

gradual wear” and ensures that the “drive piston 3” remains in contact with the 

transmission module.  (Id., 3:50-4:31; see also Ex. 1003, ¶¶ 228-229.) 

Again, Wirbeleit already employs a hydraulic transmission element 22 to 

transfer the movement of its actuator 21 to its needle 5.  While the structure of this 

element 22 “is not shown in detail” in Wirbeleit (Ex. 1004, 2:64), Klügl supplies this 

detail and confirms what a POSITA would understand from Wirbeleit’s teachings.  

In Klügl, as in Wirbeleit, force from an actuator passes through the hydraulic fluid 

in chamber 5 (which is also sealed within transmission module 2) to the piston 3 for 

purposes of opening a valve during actuation.  Further, Klügl explains that fluid 
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does not flow into or out of chamber 5 during actuation.  Thus, this chamber and the 

fluid it contains—like Werbeliet’s own hydraulic transmission element 22—is a 

“passive hydraulic link.”  Per Klügl, the fluid also has a low compressibility.  And, 

in the embodiment of Figure 1 (unlike the embodiment of Figure 3), no stroke 

amplification occurs and chamber 5 does not change dimension during actuation.  

As a result, the hydraulic link simply transmits force rather than generating it and its 

“thickness” is “substantially constant.”  (See Ex. 1003, ¶¶ 230-234.)  Finally, fluid 

flows between chambers 5 and 7 through the throttle 10 during times of rest to 

account for thermal expansion or wear so as to ensure that the various components 

remain in contact.  Thus, its “thickness … is adjustable while said actuator is not 

activated in response to changes in the dimensional relationship between 

components.”  (See id., ¶ 235.)  As Wirbeleit’s system is meant to facilitate control 

of the amount of “needle lift” (e.g., Ex. 1004, 2:1-12), a POSITA would have 

understood that when applied to Wirbeleit, Klügl’s transmission module 2 should be 

structured so as to maintain the intended needle lift or position range (i.e., the 

claimed “desired valve needle lift upon activation”).  (Ex. 1003, ¶¶ 236-237.)  An 

example application of Klügl to Wirbeleit—with Wirbeleit’s hydraulic transmission 

element 22 replaced with Klügl’s transmission module—is shown in the 

demonstrative below: 
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(Id., ¶ 238.) 

b. Claim 2 

Claim 2 depends on claim 1 and further requires: 

“wherein said thickness of said hydraulic link is auto-adjustable while said 
actuator assembly is not activated in response to changes in said dimensional 
relationship caused by differential thermal expansion.” 

The combination of Werbeleit and Klügl teach the claimed “auto-adjustable”

“hydraulic link.”  In particular, Klügl explains that when its actuator is “in the rest 

position,” “if there are long-lasting pressure differences between the pressure 

chamber 5 and the compensation chamber 7, … transmission medium is exchanged 
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between the compensation chamber 7 and the pressure chamber 5 via the throttle 

10.”  (Ex. 1006, 3:50-4:31.)  According to Klügl, this accounts for the effects of 

“thermal expansion differences and gradual wear” of its components, and operates 

to ensure that the “drive piston 3” remains in contact with the transmission device 

even if the piston or actuator change in size.  (Id., 3:52-62; 4:25-31; Ex. 1003, ¶¶ 

239-243.) 

c. Claim 3 

Claim 3 depends on claim 2 and further requires: 

“wherein said thickness of said hydraulic link is auto-adjustable while said 
actuator assembly is not activated in response to changes in said dimensional 
relationship caused by wear to components of said injection valve.” 

This is taught by the combination of Werbeleit and Klügl for the same reasons 

discussed in connection with claim 2: Klügl’s transmission module 2 allows for fluid 

flow between chambers 5 and 7 during periods of non-activation to account not only 

for thermal expansion, but also component wear.  (See supra Section VII.C.1.b; Ex. 

1003, ¶¶ 244-246.) 

d. Claim 6 

Claim 6 depends on claim 1 and further requires: 

“wherein said actuator assembly comprises a magnetostrictive member or a 
piezoelectric stack.” 

This is taught by Wirbeleit.  In particular, Wirbeleit employs either a 

“magnetostrictive actuator 21” or “piezo actuator” to facilitate the opening and 
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closing of its injector valve.  (Ex. 1004, 2:60-65; see also 2:1-4, 13-17; Ex. 1003, ¶¶ 

247-250.) 

e. Claim 11 

Claim 11 depends on claim 6 and further requires: 

“wherein when said actuator assembly is controllable to control said desired 
lift to between 10 and 100 percent of maximum lift.” 

This is taught by Wirbeleit.  According to Wirbeleit, “[o]pening of the slot-

injection orifices can be controlled by energizing a piezo actuator which acts on the 

injector needle by way of a hydraulic transmission element….”  (Ex. 1004, 2:1-3.)  

The “desired injector orifice cross-section can be obtained by way of voltage control 

of the piezo actuator” (which enables a variable and controllable “momentary lift 

position of the orifice needle”).  (Id., 2:4-12.)  In other words, in Wirbeleit, different, 

controllable amounts of needle lift are employed to allow “the injection orifice cross-

section of the injector” to be “variable and … controlled depending on the 

requirements” for “engine performance….”  (Id., 1:59-63; see also 3:5-7 (noting that 

“[a]n appropriate injector slot orifice cross-section” can be “maintained by way of 

voltage control of the actuator”); 3:13-14 (the “orifice cross-section of the fuel 

injector can be controlled”); see also Ex. 1003, ¶¶ 251-256.) 

While Wirbeleit does not specifically reference adjustment of its valve needle 

“between 10 and 100 percent of maximum lift,” it nonetheless teaches a valve 

needle that allows for a controllable amount of lift.  And, “where the general 
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conditions of a claim are disclosed in the prior art, it is not inventive to discover the 

optimum or workable ranges by routine experimentation.”  EI DuPont de Nemours 

& Co. v. Synvina C.V., 904 F.3d 996, 1006 (Fed. Cir. 2018) (quoting In re Aller, 220 

F.2d 454, 456 (CCPA 1955)).  The general conditions of claim 11 are present in the 

prior art: Wirbeleit teaches a valve with controllable needle lift that can be varied 

between 100% lift and amounts less than 100%.  Moreover, the ’829 patent identifies 

no importance or significance to the use of a range of “10 to 100 percent of maximum 

lift.”  Instead, the patent explains that the purpose of the claimed actuator is simply 

to allow for either “full or partial lift, as desired.”  (Ex. 1001, 4:50-55.)  Thus, this is 

not a case where the claimed lift range is new, unexpected, or produces some sort of 

difference in kind.  Instead, the operation of Wirbeleit’s valve is indistinguishable 

from that of the ’829 patent: both allow for either full or partial needle lift as desired.  

(See Ex. 1003, ¶¶ 257-262.) 

f. Claim 12 

Claim 12 depends on claim 11 and further requires: 

“wherein said lift is controllable by controlling the electric current directed or 
voltage applied to said respective magnetostrictive or piezoelectric actuator 
assembly.” 

This is taught by Wirbeleit: needle “lift position” and the corresponding 

“[o]pening of the slot-injection orifices can be controlled by energizing a piezo 

actuator which acts on the injector needle … with a voltage-dependent force.”  (Ex. 
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1004, 2:1-6; see also 2:10-12 (referencing “voltage control of the piezo actuator”); 

3:1-7 (similar); Ex. 1003, ¶¶ 263-266.) 

g. Claim 14 

Claim 14 depends on claim 6 and further requires: 

“wherein said valve needle is controllable to move between said open and closed 
positions in less than about 200 microseconds.” 

This is taught by Wirbeleit and Klügl.  Wirbeleit explains that its valve 

“injection time is adjustable depending on engine operating parameters.”  (Ex. 1004, 

3:15-16.)  And, Klügl explains that the “actuation times” of an injection valve should 

be “in the range of milliseconds, preferably between 0 ms and 10 ms.  Fast actuation 

times are 0.1 to 1 ms” (or 100 to 1000 microseconds).  (Ex. 1006, 4:22-24.)  This 

range—which a POSITA would consider to be standard at the time the ’829 patent 

was filed—includes valve actuation times that overlap the claimed range.  (See Ex. 

1003, ¶¶ 267-272.) 

h. Claim 15 

Claim 15 depends on claim 6 and further requires: 

“a compression spring member for applying a compressive force to said 
magnetostrictive or piezoelectric member.” 

This is taught by the combination of Werbeleit and Klügl.  In particular, Klügl 

explains that its valve includes a “disk spring 14” that allows the piezoelectric 

actuator 1 to be “pre-stressed against” the valve housing via the “transmission 
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module 2.”  (Ex. 1006, 2:11-21; 3:16-19.)  This disk spring 14, which corresponds 

to the claimed “compressing spring member,” is shown in yellow below: 

(Id., Fig. 1 (annotated); Ex. 1003, ¶¶ 273-277.)  A POSITA would have included this 

disk spring when applying Klügl’s transmission module 2 to Wirbeleit to ensure that 

the module remains in contact with the actuator.  (See id., ¶ 278.) 

i. Claim 18 

Claim 18 depends on claim 1 and further requires: 
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“wherein said fuel is injected into said combustion chamber at a pressure 
greater than about 2000 psi (about 13.8 MPa).” 

Wirbeleit explains that its injection valve is meant for use with a “high 

pressure” fuel injection system.  (Ex. 1004, 2:27-30.)  A POSITA would have 

recognized that in such a system, injection pressure varies with engine speed, from 

“relatively low pressure … of … 2000 psi” at lower idle speeds, to pressures as high 

as 15,000 psi at higher engine speeds.  (E.g., Ex. 1012, 5:48-52, 7:1-14; see also Ex. 

1013, 11:25-31 (“a typical pressure in the supply line … may be on the order of 

103.4 bars”—about 1500 psi—while the pressure at the “injection nozzle” may be 

as high as “1,550.9 bars”—about 20,000 psi); see also Ex. 1003, ¶¶ 279-284.) 

j. Claim 19 

Claim 19 depends on claim 1 and further requires: 

“wherein said valve housing comprises a plurality of parts which are joined 
with each other to provide a fluidly sealed body.” 

Both Wirbeleit and Klügl teach sealed valve housings with a “plurality” of 

“joined” “parts.”  As shown in its figure, the “injector body 9” of Wirbeleit’s 

injector valve can include an upper and lower piece that together form an interior, 

sealed “slot orifice 4.”  (See Ex. 1004, 2:31-36; Fig.)  Klügl confirms that injectors 

were routinely designed to have housings with multiple parts and that Wirbeleit’s 

injector would have been understood to be no different.  In particular, in Klügl, an 

“upper stop 13 is connected to the housing 12 via a screw thread 40” to form a closed 
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interior space that houses the valve components.  (Ex. 1006, 1:57-60; see also Ex. 

1003, ¶¶ 285-290.) 

2. Motivation to Combine 

A POSITA would have considered it obvious and would have been motivated 

to combine the teachings of Wirbeleit and Klügl.  (See Ex. 1003, ¶¶ 291-337.)   

Again, while Wirbeleit employs a “hydraulic transmission element 22,” it 

states that this element is purposefully “not shown in detail.”  (Ex. 1004, 2:60-64.) 

Thus, POSITA would have been required to look elsewhere—including to other 

available designs known in the art at the time the ’829 patent was filed—to determine 

how to best implement this particular element of Wirbeleit’s fuel injector.  (See Ex. 

1003, ¶¶ 292-293.)  Klügl provides an example of one such design.  (Id., ¶ 294.)   

Not only was Klügl an available design, but a POSITA would have considered 

its “transmission module 2” particularly suitable for use with Wirbeleit.  Like 

Wirbeleit’s “hydraulic transmission element 22,” Klügl’s “transmission module 2” 

is hydraulic-based and is meant to transfer force in an engine’s fuel injection valve.  

(E.g., Ex. 1006, 1:60-2:10, 3:23-29; see also Ex. 1003, ¶¶ 295-297.)  Further, 

Wirbeleit’s “hydraulic transmission element 22” and Kleugl’s “transmission module 

2” are incorporated into injectors that are structurally and functionally analogous.  

(Id., ¶¶ 296-300.)  Both employ a piezoelectric (or magnetostrictive) actuator that 

applies force to a piston through a hydraulic element for purposes of opening an 
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injection valve.  (Id., ¶ 298.)  Further, both employ a spring that applies force to the 

piston for purposes of closing the valve.  (Id., ¶ 299.)  This structural and functional 

similarity would have provided a POSITA with a strong motivation to use Klügl’s 

transmission module 2 with Wirbeleit.  (Id., ¶ 300.)   

Klügl also explains that the design of its “transmission module 2,” including 

the use of an incompressible hydraulic fluid that that does not flow out of a chamber 

5 during actuation but can move between a chamber 5 and chamber 7 during periods 

of rest, allows for “automatic adjustment” of its injector to account for the effects of 

“wear,” “aging,” and “thermal expansion.”  (Ex. 1006, 3:50-4:31.)  When the ’829 

patent was filed, a POSITA would have recognized that one “known” “aim” when 

designing an injection valve should be to “compensat[e]” for the “effects of 

temperature changes, wear and manufacturing tolerances” on the valve’s “actuating 

displacement.”  (E.g., Ex. 1009, 1:9-16; see also Ex. 1010, 1:41-52 (noting that an 

injector “valve needle and its valving element” must “always perform the same 

opening stroke” regardless of “temperature fluctuations,” “wear,” or “manufacturing 

tolerances”); see also Ex. 1003, ¶¶ 301-306.)  The same design considerations apply 

to Wirbeleit: a POSITA would have understood that temperature changes, wear, or 

manufacturing issues could cause its components to also become misaligned, 

inefficient, or even non-functional.  (See id., ¶¶ 307-309.)  Use of Klügl’s 

“transmission module 2” would address this problem: force would still be 
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transmitted between Wirbeleit’s actuator and its needle.  But, during periods of rest, 

hydraulic fluid could flow between chambers 5 and 7 to account for any dimensional 

changes resulting from thermal expansion and wear.  (See id., ¶¶ 310-313.)  A 

POSITA would have recognized that this would substantially improve Wirbeleit’s 

valve by rendering it more able to account for and automatically adapt to the types 

of conditions routinely encountered by a fuel injector.  (Id.) 

Klügl also identifies numerous other benefits provided by its “transmission 

module 2” that would have further motivated application of its teachings to 

Wirbeleit.  For instance, Klügl explains that its device—including module 2—is 

“particularly compact and easy-to-assemble.”  (Ex. 1006, 1:20-22; see also 1:26-38 

(noting that device has a “compact housing,” is “simple [to] manufacture,” and can 

be “pre-assembled”).)  A POSITA would have recognized that this would serve to 

further improve Wirbeleit.  (Ex. 1003, ¶¶ 314-322.)  Wirbeleit’s “hydraulic 

transmission element 22” would be more compact, leading to an overall smaller 

injector allowing it to be more readily integrated into an engine.  (Id., ¶¶ 317-320.)  

A smaller sized element 22 would also allow for further design flexibility elsewhere 

in the injector.  (Id., ¶ 319.)  Further, because a separate, preassembled component 

would be used in place of built-in “hydraulic transmission element 22,” the overall 

process of manufacturing Wirbeleit’s injector would be simplified.  (Id., ¶¶ 321-

322.)  Klügl’s “transmission module 2” also completely houses and contains the 
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hydraulic fluid.  A POSITA would recognize that this would further improve 

Wirbeleit by reducing the possibility of hydraulic fluid leaks.  (Id., ¶ 322.)    

Klügl’s “transmission module 2” and the injector that contains it also 

facilitates the use of other components that improve valve operation.  For example, 

an “upper stop 13” and a “lower stop 16” are both attached via “screw” connections 

and can be used to set the tension of the piezoelectric actuator, disk spring 14, and 

spring 15.  (Ex. 1006, 1:57-60; 2:35-39.)  This allows “the piezoelectric actuator 1,” 

“transmission module 2,” and “drive piston 3” to be “pre-adjusted” “[d]uring … 

production of the injection valve.”  (Id., 3:1-10.)  This would have further motivated 

application of Klügl to Wirbeleit as it would allow Wirbeleit’s injector—at the time 

of manufacture—to be adjusted to account for slight variations of component size, 

or to refine the tension of the injector’s components for purposes of improving 

operation.  (Ex. 1003, ¶¶ 323-326.) 

A POSITA would also have been motivated to retain Wirbeleit’s directly 

actuated and controllable valve design when applying the teachings of Klügl.  

Wirbeleit explains that this is an important feature of its injector as it allows for the 

injection amount to be controlled “depending on engine operating parameters.”  (Ex. 

1004, 1:52-58, 2:1-12.)  A POSITA would have recognized this to be a highly 

beneficial feature.  (See Ex. 1003, ¶¶ 327-333.)  For instance, it was known that 

controlling injection in this manner allows the “opening stroke of the valve member 
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and the injection time” to be adjusted based on the engine’s current operating 

conditions to “optimize[]” fuel “consumption” and minimize “emission.”  (E.g., Ex. 

1015 at 3; see also id. at 1 (explaining that adjusting valve lift allows for “low fuel 

consumption and emissions[] over [a] wide range[]” of engine operating 

conditions).)  Engaging in the type of control taught by Wirbeleit also allows injector 

performance to be tailored to ensure “smooth running of the internal combustion 

engine.”  (Id. at 3.)  And, it allows for valve adjustment “dynamically” during 

operation allowing for even further refinement of engine performance.  (Id.)  These 

benefits would have not only provided a POSITA with a strong motivation to use 

Wirbeleit in the first place, but would also have led a POSITA to maintain the ability 

to control valve lift even if making other changes (such as applying Klügl’s 

transmission module) to Wirbeleit’s injector.  (See Ex. 1003, ¶ 333.) 

Next, a POSITA would have considered the use of Klügl’s “transmission 

module 2” with Wirbeleit to be nothing more than a routine design choice.  (See id., 

¶¶ 334-337.)  “[W]hen a patent ‘simply arranges old elements with each performing 

the same function it had been known to perform’ and yields no more than one would 

expect from such an arrangement, the combination is obvious.”  KSR Int’l Co. v. 

Teleflex Inc., 550 US 398, 417 (2007) (citation omitted).  This is all the ’829 patent 

does here.  Wirbeleit teaches a fuel injector with controllable valve lift that allows 

the injection amount to be tailored to engine operation.  It already includes a 
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hydraulic force transmission element.  Klügl teaches a hydraulic transmission 

element like that employed by Wirbeleit can be designed to automatically adjust to 

account for the effects of thermal expansion and wear.  A POSITA would have 

understood that combining these two references’ teachings results in an injector that 

continues to exhibit these very same benefits.  (See Ex. 1003, ¶ 337.) 

A POSITA would also have had a reasonable expectation of success when 

combining Wirbeliet and Klügl.  As discussed above, a POSITA would have 

recognized that both Wirbeleit and Klügl are directed not only to injector valves, but 

injector valves that are structurally and functionally similar.  (See id., ¶¶ 338-340.)  

This similarity would have led a POSITA to conclude that Klügl’s “transmission 

module 2” and the other injector components associated with this module could be 

readily incorporated into Wirbeleit.  (See id.) 

While Klügl does provide an example where a piezoelectric actuator is 

employed to open a “servo valve” (which in turn opens an injection valve), a 

POSITA would have understood that Kleugl’s “transmission module 2” could also 

be successfully used in other types of injectors.  This includes injectors like 

Wirbeleit’s, where the actuator directly controls a valve that opens into an engine’s 

combustion chamber.  (See id., ¶¶ 341-346.)  In fact, Klügl itself explains that use of 

its transmission module in connection with a servo valve is intended to be just an 

“example.”  (Ex. 1006, 1:7-12.)  But, its teachings are not limited to this context and 
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can instead be more broadly applied to the transmission of “movement of a 

piezoelectric actuator in an injection valve to” any “control element.”  (Id.) 

Ground 2: Claim 20 Is Obvious Over Wirbeleit, Klügl, and 
Newcomb 

Claim 20 is obvious over Wirbeleit (Ex. 1004) and Klügl (Exs. 1005-1006) in 

further view of Newcomb (Ex. 1014).    (See Ex. 1003, ¶¶ 347-348.)  Claim 20 

depends on claim 1 and further requires: 

“wherein said valve housing, said valve needle, and said actuator assembly, are 
selected from materials with similar thermal expansion coefficients to reduce 
changes in the dimensional relationship between said components caused by 
changes in temperature.” 

As explained above, Wirbeleit and Klügl teach everything claim 1 requires.  

(See supra Section VII.C.1.a.)  A POSITA would have considered the additional 

limitation of claim 20 to be obvious in view of the teachings of Newcomb (Ex. 1014).  

Newcomb—like both Wirbeleit and Klügl—relates to a “control valve such 

as a … fuel injection valve…”  (Id., 1:5-7.)  Newcomb explains that when such a 

valve employs a “piezoelectric element” as an actuator, “the potential stroke of the 

valve is usually small, for example of the order to 10 or 20 micrometers.”  (Id., 1:31-

34.)  Newcomb goes on to explain that “[i]t is therefore essential to minimize the 

effect of thermal expansion on the valve parts so that the flow through the valve will 

vary only slightly with changes of ambient temperature.”  (Id., 1:34-38.)  “One 

solution to [this] problem is to choose a material” (like “a nickel-iron alloy”) “for 
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the valve housing” that “has a similar thermal expansion coefficient to that of the 

piezoelectric element.”  (Id., 1:38-42.)  Alternatively, different materials can be used 

so long as those materials have “coefficient[s] of thermal expansion” and dimensions 

that result in “equal” “linear expansion.”  (Id., 1:50-59.)  For instance, in one 

embodiment, a “valve body 21” and valve opening “end piece 2a” are made from 

“steel having a thermal expansion coefficient of 12 µm K-1,” while the piezoelectric 

“actuating member 2” is formed from a ceramic that “has a thermal expansion 

coefficient of 4 µm K-1.”  (Id., 3:38-44.)  Use of these materials allows the valve 

pieces to “be maintained in a substantially fixed position … even though changes in 

the temperature of the valve may take place.”  (Id., 3:64-68; see also Ex. 1003, ¶¶ 

349-359.)   

A POSITA would have been motivated to combine Newcomb’s teachings 

with the injector of Werbeleit and Klügl.  Klügl itself already recognizes that injector 

valves should be designed to account for the effects of thermal expansion.  (Ex. 1006, 

3:52-55, 4:25-31, 6:29-33.)  Similarly, Newcomb explains that it is “essential” that 

a fuel injector be designed to “minimize the effect of thermal expansion.”  (Ex. 1014, 

1:34-38; see also Ex. 1003, ¶¶ 360-364.)  Indeed, Patent Owner itself has conceded 

in the co-pending district court litigation that a POSITA would have been motivated 

to choose materials with matching thermal expansion coefficients when designing a 

valve.  (E.g., Ex. 1022, p. 19 (“In order to minimize dimensional variations from 
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changes in temperature expected in internal combustion engine applications, a 

reasonable engineer would select materials with similar thermal expansion 

coefficients for use in an injection valve.”).)  Moreover, Newcomb explains that its 

valve design approach “enable[s] the effects of thermal expansion to be reduced 

without requiring the use of comparatively costly … materials.”  (Ex. 1014, 1:45-

49.)  This potential for cost reduction through the use of less expensive materials 

would have served to further motivate a POSITA to apply Newcomb’s teachings.  

(Ex. 1003, ¶¶ 365-366.)  Applying Newcomb’s above teachings to the injector of 

Wirbeleit and Klügl therefore results in an injector where the injector’s housing, 

needle, and actuator are made from materials with sufficiently similar thermal 

expansion coefficients such that any change in relative dimension would be 

minimized.  (See id., ¶ 359.) 

A POSITA would also have had a reasonable expectation of success.  

Newcomb explains that it—and its material proposals—is specifically intended for 

use with a “control valve such as a … fuel injection valve.”  (Ex. 1014, 1:5-7.)  This 

is exactly what Wirbeleit and Klügl teach: a fuel injection valve.  (See Ex. 1003, ¶¶ 

367-368.) 

Ground 3: Claims 1-3, 6, 11-12, 14-15, and 18-19 Are Obvious 
Over Klügl and Hayes 

This Ground applies Patent Owner’s interpretation of the claims from the 

district court action, although as noted above Petitioners do not agree with this 
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interpretation.  (See supra Section VI.)  Under this interpretation, the claims 

encompass indirectly actuated injectors and therefore Klügl (Exs. 1005-1006)—

when considered in view of the knowledge of a POSITA as evinced by Hayes (Ex. 

1024)—itself renders claims 1-3, 6, 11-12, 14-15, and 18-19 obvious.  (See Ex. 1003, 

¶¶ 369-370.) 

Again, Klügl teaches a fuel injector with the claimed passive hydraulic link (a 

chamber 5 filled with incompressible hydraulic fluid that is part of a transmission 

module 2).  This link transfers force from a piezoelectric actuator 1 to an 

interconnected drive piston 3, drive needle 32, and ball/closing element 4 during 

valve opening, and can adjust to account for thermal expansion and wear during idle 

periods.  While Klügl provides an example of an indirectly actuated injector, 

according to Patent Owner this is within the claim scope.  Hayes provides 

elaboration regarding how a POSITA would have understood the parts of Klügl’s 

injector not shown in its figures to be structured.

1. Claim-by-Claim Analysis 

a. Claim 1 

[1-p] “An injection valve for injecting fuel into a combustion chamber of an 
internal combustion engine, said injection valve comprising:”

To the extent the preamble is limiting, Klügl teaches an “automotive” 

“injection valve.”  (Ex. 1006, 1:7-12.)  This valve controls injection into an “internal 

combustion engine.”  (Id., 2:54-57; see also Ex. 1003, ¶¶ 371-373.) 
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[1(a)] “(a) a valve housing comprising:” 

Klügl’s injector includes the claimed “valve housing” formed from an “upper 

stop 13” and an outer “housing 12” that surrounds the valve components.  (Ex. 1006, 

1:47-51.)  This housing is shown in teal below: 

(Id., Fig. 1 (annotated); see also Ex. 1003, ¶¶ 374-376.) 

[1(a)-1] “a fuel inlet port;” 

Klügl explains that a “servo valve” formed by “ball 4” (or “closing member 

4”) “control[s] an injection needle, which controls the injection of an internal 

combustion engine.”  (Ex. 1006, 2:54-57.)  This needle is lifted or lowered to 

“begin[]” or “end[]” “injection.”  (Id., 3:23-38, 39-49; see also Ex. 1003, ¶¶ 377-

382.)   
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While Klügl’s figures do not show the structure around its “injection needle,” 

a POSITA would nonetheless have understood that there would be a passage, 

conduit, line or other similar structure to supply fuel to the space adjacent to the 

“injection needle” such that fuel can be injected when the needle opens.  (See id., ¶¶ 

383-384.)  Other prior art, including, for instance, Hayes (Ex. 1024), exemplify how 

a POSITA would understand Klügl to be structured and operated.  Like Klügl, Hayes 

relates to an indirectly actuated fuel injector.  (Id., 1:7-9.)  Hayes’ injector includes 

an intermediate “control valve 1” sealed by a ball-shaped “component 12” that is 

analogous to the servo valve sealed by ball 4 in Klügl.  (Id., 2:7-15, 30-33.)  As in 

Klügl, actuating Hayes’ injector opens the control valve.  (Id., 3:24-45.)  Also like 

Klügl, this lowers the pressure in a “chamber 5” which in turn and causes a separate 

valve “needle 3” to lift and open a passage into combustion chamber.  (Id., 3:53-63.)  

Fuel supplied by a “feeding line 22 which feeds the fuel at high pressure” is then 

injected through the passage opened by the needle.  (Id., 2:45-48, 3:53-63.)  A 

POSITA would have understood that a similar “feeding line”—the claimed “fuel 

inlet port”—would also be present in Klügl.  (See Ex. 1003, ¶¶ 385-390.)  This line 

is shown in blue below: 
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(Ex. 1024, Fig. 1 (annotated); Ex. 1003, ¶ 390.)  The below demonstrative provides 

an example of how a POSITA would understand Klügl’s injector to be structured in 

the area below the ball 4 shown in its figures: 
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(Id., ¶ 391.)  As can be seen, a “feeding line” like that shown in Figure 1 of Hayes 

is still present.  (See id.) 

[1(a)-2] “an interior chamber fluidly connected to said fuel inlet port;” 

Klügl explains that its injector includes an “injection needle” that controls 

injection.  (Ex. 1006, 3:33-38.)  Again, Hayes provides an example of how a 

POSITA would have understood the portion of Klügl’s injector around this needle 

to be structured.  And, in Hayes, fuel feed line 22 terminates in an “injection valve 

pressure chamber 28” located within the injector interior.  (Ex. 1024, 2:45-49.)  This 

chamber 28, shown in orange below, is the claimed “interior chamber”:  
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(Id., Fig. 1 (annotated); Ex. 1003, ¶¶ 392-396.)  A POSITA would have understood 

that Klügl would include a similar interior space adjacent to its injection needle.  

(See id., ¶ 397.) 

[1(a)-3] “a nozzle comprising a nozzle orifice providing a fluid passage from 
said interior chamber to said combustion chamber;” 

As explained above, Klügl’s injector includes an “injection needle” that 

opens/closes to facilitate fuel “injection.”  (Ex. 1006, 3:23-49.)  The end of Klügl’s 

injector that includes this injection needle is the claimed “nozzle.”  The opening the 

needle creates to the combustion chamber is the claimed “nozzle orifice.”  Hayes 

again provides an example of how a POSITA would have understood Klügl to be 

structured:   
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(Ex. 1024, Fig. 1 (annotated); see also id., 1:27-29 (noting that Hayes’ “nozzle 

needle” is “for opening and closing” its “nozzle”); see also Ex. 1003, ¶¶ 398-403.) 

[1(b)] “(b) a valve needle disposed within said valve housing wherein said valve 
needle is movable between a closed position at which a sealing end of said valve 
needle contacts a valve seat to fluidly seal said interior chamber from said 
nozzle orifice, and an open position at which said sealing end of said valve 
needle is spaced apart from said valve seat whereby said interior chamber is 
fluidly connected with said nozzle orifice, wherein valve needle lift equals the 
distance traveled by said sealing end away from said valve seat;” 

When Patent Owner’s erroneous understanding of claim 1 is applied, Klügl 

includes the claimed “valve needle,”.  In particular, Klügl’s injector includes a 

“drive piston 3” that “merges into a control needle 32” at its lower end. (Ex. 1006, 

2:50-53.)  The “control needle 32 … extends … to a valve seat 35….”  (Id.)  There 

is a “ball 4” (also called a “closing element 4”) attached to this control needle 32 
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that acts as a “closing element” when “pressed against the valve seat.”  (Id., 2:54-

57.)  The piston 3, control needle 32, and ball 4 together form Klügl’s “valve needle”

that “contacts a valve seat.”  These components are shown in green below:

(Id., Fig. 1 (annotated); see also Ex. 1003, ¶¶ 404-406.) 

This valve needle also moves between a “closed” to an “open” position to 

either “fluidly seal” or “fluidly connect[]” the “interior chamber” from or to the

“nozzle orifice.”  To open the injector, “[t]he drive piston 3” is pressed downward 

or displaced due to the expansion of Klügl’s actuator causing “closing element 4” to 

be “lifted off the valve seat 35 by the control needle 32.”  (Ex. 1006, 3:23-33.)  This 

in turn causes “the pressure in the pressure chamber [to] drop[]” and “the injection 

needle” to “lift[]” so that injection from the pressure chamber to the combustion 

chamber can begin.  (Id., 3:33-38.)  This is the “open” position.  Then, when the 
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“closing element 4” is again “pushed … back onto the assigned valve seat 35[,]” the 

pressure in the “pressure chamber” returns to a high level lowering the injection 

needle and ending injection.  (Id., 3:39-49.)  This is the “closed position.”  The 

closed position is shown to the left in the below demonstrative, while the open 

position is shown to the right: 

(Ex. 1003, ¶¶ 407-412.) 

As noted above, movement of Klügl’s piston 3, control needle 32, and 

ball/closing element 4 does not directly open a passage to the combustion chamber.  

Regardless, it indirectly does so by lowering the pressure in Klügl’s pressure 

chamber causing Klügl’s injection needle to unseat so that fuel can be injected.  
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While Petitioners believe that this type of indirect actuation is not what claim 1 

requires, Patent Owner has taken the opposite position in its district court claim 

construction, which Petitioners apply in this Ground.  (See supra Section VI.)  And, 

applying Patent Owner’s understanding of claim 1, Klügl teaches what the claim 

requires: it includes a “valve needle” (its piston 3, control needle 32, and 

ball/closing element 4) that operates (albeit indirectly) to either “fluidly seal” or 

“fluidly connect” an “interior chamber” (the interior space adjacent to Klügl’s 

injection needle) from or to a “nozzle orifice” (the opening created by Klügl’s 

injection needle to the combustion chamber).  (See Ex. 1003, ¶¶ 413-418.)   

[1(c)] “(c) a needle spring associated with said valve needle, wherein said needle 
spring applies a closing force to said valve needle for biasing said valve needle 
in said closed position;” 

Klügl includes the claimed “needle spring.”  In particular, the injector 

includes a “spring 15” that “bias[es]” the “drive piston 3 … against a lower stop 16” 

located within the injector housing.  (Ex. 1006, 2:35-36.)  The force exerted by this 

spring through the piston—along with cooperating force exerted by a “valve spring 

33”—causes “closing element 4” to be “seated on the valve seat 35” when the 

injector is in its “rest” state.  (Id., 3:11-13, 19-22, 39-45.)  Spring 15 is shown in red 

below:   
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(Id., Fig. 1 (annotated); see also Ex. 1003, ¶¶ 419-422.) 

[1(d)] “(d) an actuator assembly associated with said valve needle, wherein said 
actuator assembly may be activated to apply an opening force to said valve 
needle stronger than said closing force, for moving said valve needle to said 
open position; and” 

Klügl’s injector includes the claimed “actuator assembly.”  According to 

Klügl, a “piezoelectric actuator 1 is placed in” its “housing 12” “between an upper 

stop 13 and a transmission module 2….”  (Ex. 1006, 1:47-51.)  The “length” of this 

actuator can be “adjusted” via application of a voltage over “control lines 23.”  (Id., 

1:51-56.)  To open the valve, “the piezoelectric actuator 1 is … controlled” 

“press[ing] the entire transmission module 2 … in the direction of the drive piston 
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3” so as to “move[]” the piston “against the spring force of the tension spring 15….”  

(Id., 3:23-33.)  To close the valve, “activation of the piezoelectric actuator 1 ends” 

causing “the piezoelectric actuator 1” to be “shortened” and “transmission module 

2” to be “pushed” back “in the direction of the piezoelectric actuator 1.”  (Id., 3:39-

45.)  The actuator 1 and transmission module 2—which together constitute Klügl’s 

“actuator assembly”—are respectively shown in dark and light purple below: 

(Fig. 1 (annotated); see also Ex. 1003, ¶¶ 423-428.) 
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[1(e)] “(e) a hydraulic link assembly comprising a passive hydraulic link having 
a hydraulic fluid thickness through which said opening and closing forces are 
transmitted, whereby said hydraulic fluid acts substantially as a solid with said 
thickness being substantially constant while said actuator assembly is activated 
and wherein said thickness of said hydraulic link is adjustable while said 
actuator is not activated in response to changes in the dimensional relationship 
between components of said injection valve to maintain a desired valve needle 
lift upon activation of said actuator assembly.” 

Klügl teaches the claimed “hydraulic link” for the same reasons explained 

above in Section VII.C.1.a.[1(e)]: Klügl’s injector includes a chamber 5 filled with 

incompressible hydraulic fluid through which force from the piezo actuator 1 is 

transmitted to piston 3 to open the valve.  Then, the closing force of the spring 15 is 

transmitted back through this same chamber 5 during valve closing.  (See supra

Section VII.C.1.a.[1(e)].)  As explained, the fluid in this chamber passively transmits 

force from the actuator 1 to the piston 3 and acts as solid with constant thickness 

during valve opening.  (See id.)  But, during periods of rest and valve inactivity, fluid 

can move from the chamber 5 through bore 10 to chamber 7 to automatically adjust 

and compensate for effects of thermal expansion and wear.  (See id.)  This fluid-

filled chamber 5—which corresponds to claimed “hydraulic link”—is highlighted 

dark pink below.  The bore 10 and chamber 7 that allow for auto-adjustment during 

idle periods are shown in light pink: 
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(Fig. 1 (annotated); Ex. 1003, ¶¶ 429-433.) 

b. Claim 2 

Claim 2 depends on claim 1 and further requires: 

 “wherein said thickness of said hydraulic link is auto-adjustable while said 
actuator assembly is not activated in response to changes in said dimensional 
relationship caused by differential thermal expansion.” 

This is taught by Klügl for the same reasons discussed above in Section 

VII.C.1.b: fluid can move from Klügl’s chamber 5 to chamber 7 when the injector 

is at rest to account for the effects of thermal expansion.  (See supra Section 

VII.C.1.b; see also Ex. 1003, ¶¶ 434-436.) 

c. Claim 3 

Claim 3 depends on claim 2 and further requires: 
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“wherein said thickness of said hydraulic link is auto-adjustable while said 
actuator assembly is not activated in response to changes in said dimensional 
relationship caused by wear to components of said injection valve.” 

This is taught by Klügl for the same reasons discussed above in Section 

VII.C.1.c: fluid can move from Klügl’s chamber 5 to chamber 7 when the injector is 

at rest to account for the effects of wear.  (See supra Section VII.C.1.c; see also Ex. 

1003, ¶¶ 437-439.) 

d. Claim 6 

Claim 6 depends on claim 1 and further requires: 

“wherein said actuator assembly comprises a magnetostrictive member or a 
piezoelectric stack.” 

This is taught by Klügl: Klügl employs a “piezoelectric actuator 1” that 

“preferably consists of a stack of piezoelectric elements.”  (Ex. 1006, 1:54-56; see 

also Ex. 1003, ¶¶ 440-442.) 

e. Claim 11 

Claim 11 depends on claim 6 and further requires: 

“wherein when said actuator assembly is controllable to control said desired 
lift to between 10 and 100 percent of maximum lift.” 

This is rendered obvious by Klügl, at least under Patent Owner’s claim 

interpretation, which Petitioners disagree with but nevertheless applies.  (See supra 

Section VI.)  In particular, Klügl explains that “the length” of its “piezoelectric 

actuator 1 can be adjusted” via a signal sent over “control lines 23” by a “control 

means 27.”  (Ex. 1006, 1:51-56.)  As Klügl teaches the general conditions of this 
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claim—an injector with a valve (albeit an intermediate one) with adjustable and 

controllable lift—it renders the claimed range obvious and non-inventive.  (See 

supra SectionVII.C.1.e; see also Ex. 1003, ¶¶ 443-448.) 

f. Claim 12 

Claim 12 depends on claim 11 and further requires: 

“wherein said lift is controllable by controlling the electric current directed or 
voltage applied to said respective magnetostrictive or piezoelectric actuator 
assembly.” 

This is taught by Klügl for the same reasons discussed for claim 11: Klügl 

teaches a valve with lift that can be adjusted by controlling the voltage supplied to a 

“piezoelectric actuator.”  (See supra Section VII.E.1.e; see also Ex. 1003, ¶¶ 449-

451.) 

g. Claim 14 

Claim 14 depends on claim 6 and further requires: 

“wherein said valve needle is controllable to move between said open and closed 
positions in less than about 200 microseconds.” 

This is taught by Klügl for the same reasons discussed in Section VII.C.1.g: 

Klügl’s valve can transition from an open to closed state in as little as 100 

microseconds.  (See supra Section VII.C.1.g; see also Ex. 1003, ¶¶ 452-454.) 

h. Claim 15 

Claim 15 depends on claim 6 and further requires: 
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“a compression spring member for applying a compressive force to said 
magnetostrictive or piezoelectric member.” 

This is taught by Klügl: as noted above, Klügl’s injector includes a “disk 

spring 14” to “pre-stress[]” its piezoelectric actuator 1.  (Ex. 1006, 2:11-21; 3:16-19; 

see also supra Section VII.C.1.h; Ex. 1003, ¶¶ 455-460.) 

i. Claim 18 

Claim 18 depends on claim 1 and further requires: 

“wherein said fuel is injected into said combustion chamber at a pressure 
greater than about 2000 psi (about 13.8 MPa).” 

Klügl’s injector employs a “high pressure” chamber to facilitate injection 

from its injector into an engine’s combustion chamber.  (E.g., 1006, 3:33-38.)  As 

explained above, a POSITA would have recognized that in such a high pressure 

system, injection pressure would greatly exceed 2000 psi.  (See supra Section 

VII.C.1.i; see also Ex. 1003, ¶¶ 461-464.) 

j. Claim 19 

Claim 19 depends on claim 1 and further requires: 

“wherein said valve housing comprises a plurality of parts which are joined 
with each other to provide a fluidly sealed body.” 

This is taught by Klügl.  In particular, Klügl’s injector housing includes at 

least a “housing 12” and an “upper stop 13” that together cooperate to form a sealed 

interior space.  (Ex. 1006, 1:49-51; Fig. 1; see also Ex. 1003, ¶¶ 465-467.)   
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2. Motivation to Combine 

This ground points to Hayes as an example of what a POSITA would 

understand Klügl to already teach.  In other words, Hayes simply provides 

elaboration.  Klügl is not being modified or changed in view of Hayes’s teachings.  

Regardless, a POSITA would have been motivated to look to Hayes—and would 

have had a reasonable expectation of success when doing so—not only because of 

the structural and functional similarity of Hayes and Klugl, but also because Hayes 

teaches that its injector is designed to be “simple,” and “compensate[s] for tolerances 

and shifts due to temperature and wear.”  (Ex. 1024, 1:32-35.)  Klugl’s injector is 

designed with similar goals in mind.  (See Ex. 1003, ¶¶ 468-469.)   

Ground 4: Claim 20 Is Obvious Over Klügl, Hayes, and Newcomb 

Claim 20 is obvious over Klügl (Exs. 1005-1006) and Hayes (Ex. 1024) in 

further view of Newcomb (Ex. 1014).  (See Ex. 1003, ¶¶ 470-471.)  Claim 20 

depends on claim 1 and further requires: 

“wherein said valve housing, said valve needle, and said actuator assembly, are 
selected from materials with similar thermal expansion coefficients to reduce 
changes in the dimensional relationship between said components caused by 
changes in temperature.” 

As explained above, Klügl and Hayes teach everything claim 1 requires.  (See 

supra Section VII.E.1.a.)  A POSITA would have considered the additional 

limitation of claim 20 to be obvious in view of the teachings of Newcomb (Ex. 1014) 

for the same reasons discussed in Section VII.D: Klügl already recognizes that an 
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injector should be designed to account for the effects or thermal expansion. And, 

Newcomb teaches that these effects can be minimized by employing materials with 

matching thermal expansion coefficients.  (See supra Section VII.D; see also Ex. 

1003, ¶¶ 472-475.) 

Secondary Considerations of Non-Obviousness 

Petitioners are unaware of any applicable secondary considerations of non-

obviousness.  None were identified or asserted during prosecution.  (See generally 

Ex. 1002.)  Regardless, even if such considerations existed, none would overcome 

the strong prima facie showing of obviousness.  (See Ex. 1003, ¶¶ 476-477.) 

VIII. Conclusion 

For the foregoing reasons, Petitioners respectfully request institution of IPR 

and cancellation of claims 1-3, 6, 11, 12, 14, 15, and 18-20. 

Respectfully submitted, 
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