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L. INTRODUCTION

Patent owner Slingshot Printing LLC respectfully submits this Preliminary
Response to Canon’s Petition.

Petitioners fall far short of their burden of proving that inter partes review of
the challenged claims 1-17 of U.S. Pat. No. 7,484,823 (the *823 patent) is warranted
under the asserted grounds. 37 C.F.R. § 42.108(c). The ’823 patent discloses and
claims novel configurations for inkjet printheads, specifically a chip with a plurality
of ink vias and temperature sensing elements substantially centrally located within
regions between heater arrays adjacent the ink vias so that the temperature sensors
are operable to sense a temperature representative of each region and used in
regulating the temperature of the region and associated heater arrays.

Petitioners challenge the ’823 patent claims as obvious. Citing prior art
disclosing that detection of the average temperature of an entire printhead die may
be useful to regulating operational temperature, Petitioners conclusorily argue that
those skilled in the art would have placed numerous sensors in different regions and
then calculated an average temperature using these multiple sensors instead of
detecting the average temperature using a single sensor in the same manner shown
in the prior art. Petitioners also make unwarranted assumptions regarding certain
prior art, inferring structure that is inconsistent with the overall design of the prior

art in order to draw parallels to the prior art. On the whole, Petitioners have done
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nothing but use the *823 patent itself as a template to pick and choose elements from
prior art references in an attempt to reconstruct the claimed invention. In the process,
Petitioners have drawn unwarranted conclusions about the prior art and how those
skilled in the art would have interpreted prior art teachings.

Because the Petition does not show that at least one claim is reasonably likely
to be invalid, institution should be denied. 35 U.S.C. § 314.

II. BACKGROUND
A. The 823 Patent

The *823 patent describes technical challenges associated with controlling the
temperature of “heater chips” for discharging ink in an ink jet printer. A heater chip
is a component of the print head of the printer that discharges ink drops to form
images, and may contain multiple ink “vias” or slots through which ink is supplied
to the heater chip. (Ex. 1001 col. 1 Ins 21-26.) In the type of chips relevant to the
‘823 patent, arrays of heater resistor elements or “heaters” are positioned along the
sides of ink vias to heat ink supplied through the vias, causing the ink to be
discharged through associated nozzles. (/d. col. 1 Ins 21-47.) In order to properly
function, ink jet printers need to monitor and maintain the silicon substrate of the
heater chip at an acceptable temperature for printing, avoiding low temperatures that
result in formation of smaller ink drops with lower drop-weight than required for

good image quality and avoiding variations in temperature that will cause
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inconsistent drop-weight and resulting visible hue shifts in a printed image. (/d. col.
1 Ins 48-55.) Heater chips may apply short pulses to heater arrays in order to
maintain a desired temperature, or may include separate substrate heating elements
to heat the silicon substrate. (/d. col. 2 Ins 16-25.)

Controlling the temperature of a heater chip requires the ability to detect its
current temperature. At the time of the invention, traditional heater chips generally
included one ink via for each primary color (magenta, yellow, and cyan), as shown
below in Fig. 1. A metal serpentine temperature sense resistor 120 [green] routed
around the periphery of the heater chip in such a design was capable of providing an

average temperature of the entire print head die. (/d. col. 1 Ins 56-62.)
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HG. 1

(Prior Art)

This average measurement provides no discrimination between individual colors and
does not provide any feedback on temperature differences between one area of the
heater chip versus another, and thus cannot be used to control temperature on a per
color or area basis. (/d. col. 1 Ins 59-67.)

The heater chip shown in Fig. 2, on the other hand, includes three temperature
sense resistors (220, 222, and 224), one for each heater array, and because each ink
via is associated with only one heater array this configuration allows for temperature

sensing on a per color basis. (/d. col. 2 Ins 1-11.)
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FIG. 2

(Prior Art)

However, when a heater array is positioned on both sides of an ink via, the
temperature sensing and regulating devices utilized in the prior art do not provide

adequate thermal control. (Id. col. 2 Ins 36-38.) The temperature sensor shown in
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Fig. 1 determines only an average temperature of the entire die and does not provide
any feedback on temperature difference between various areas of the heater chip.
({d. col. 1 Ins 56-67 and col. 2 Ins 38-43.) The temperature sensor arrangement of
Fig. 2 is capable of detecting temperature on a per color basis, but if two adjacent
ink vias for supplying different colors of ink each are equipped with heater arrays
along both sides of each via, the region between the adjacent vias will have two
different heater arrays for ejecting two different colors of ink, as shown below in a
modified version of Fig. 2 adding a second heater array and associated temperature
sensor to each ink via. This makes it difficult to accurately detect and control

temperature on a per color basis. (/d. col. 2 Ins 35-50.)
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(Prior Art)

Ex. 1001 Figure 2 modified to show heater arrays on both sides of ink vias

The *823 patent provides temperature monitoring and regulation of regions of
a heater chip between adjacent ink vias, rather than on a color-by-color basis, when
heater arrays are placed on both sides of an ink via. (/d. col. 2 Ins 35-54 and col. 6
Ins 40-54.) The inventors recognized that due to high thermal conductivity of the
silicon substrate, the region between the heater array of one ink via and the opposite

heater array of an adjacent ink via can have a fairly uniform temperature if the width
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of the region is small enough for the temperature to equalize at the firing frequency
and temperature sampling rate of the temperature sense element. (/d. col. 6 Ins 55-
65 and col. 7 Ins 11-36.) However, that temperature may differ from the temperature
of other regions of the chip because the ink vias act as thermal insulators. (/d. col. 7
Ins 17-20.) Based on these principles, the inventors developed a design whereby the
temperature of a heater chip is monitored and regulated on a per region basis where
regions are defined by their relationship to ink vias.

For example, Fig. 4 below shows several regions [purple] defined between
heater arrays associated with ink vias of different colors or between an ink via and

an edge of the heater chip.

Gyan Reater Array
Cyan knk Via

Cyan Heatsr Array
Yellow Ink Via

Yellow Heater Array

As shown in Fig. 5 below, a temperature sensor (540, 542, 546, 548) [green] may be

placed in each such region.
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Yellow Heater Array
Yellow Ink Vis
Yeflow Asater Array

Cyan Ink Via

(Id., Fig. 5 and col. 6 Ins 55-61.) In this configuration, the temperature sense resistors
sense temperature by silicon region rather than attempting to sense temperature on a
per color basis. (/d. col. 6 In 55 through col. 7 In 66.) The *823 patent teaches that a
single temperature sense resistor in such a region can sense a temperature that
represents the temperature of the two heater arrays adjacent the region if the width
of the region is small enough and the temperature sampling rate of the sensor is
sufficient for the firing rate of the heater arrays. (/d. col. 7, Ins 28-36.) Regulating
the temperature of a heater chip by regions as defined by ink vias allows for each

region to be regulated at its optimal operating temperature using a simplified design.
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B.  The Asserted Prior Art
1. U.S. Patent No. 7,384,113 to Benjamin ez al (Ex. 1004)

U.S. Patent No. 7,384,113 to Benjamin et al. (“Benjamin”) discloses a
“printhead die 40 that ejects drops of ink through a plurality of orifices or nozzles
34 toward a print medium 36.” (Ex. 1004 col. 3 Ins 32-36.) In reference to Figs. 25A
and 25B, which illustrate contact areas of a flex circuit that couples external circuitry
to a printhead die, Benjamin states that “[t]Jemperature sense resistor contact area
TSR allows a printer coupled to an ink jet cartridge to determine a temperature of
the printhead die, based upon a measurement of the resistor” and that “[a]
temperature sense resistor return contact area TSR-RT provides a return path for
signals provided at temperature sense resistor contact area TSR.” (Ex. 1004 col. 3
Ins 1-3 and col. 79 Ins 29-35 and 60-67.) There is no indication as to where this
temperature sense resistor is positioned on the printhead die itself. It is clear that the
die includes only a single temperature sense resistor connected to a single contact
area (TSR) [dark green] and a single return contact area (TSR-RT) [light green] of
the flex circuit as shown below in both of the embodiments shown in Figs. 25A and

25B.

10
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FIG.25A

Benjamin teaches that the temperature sense resistor determines “a temperature” of
the “printhead die,” not temperatures of individual regions of the die. (/d. col. 79 Ins
60-63.)

2. U.S. Patent No. 6,612,673 to Giere et al. (Ex. 1005)

U.S. Patent No. 6,612,673 to Giere et al. (“Giere 673”) discloses a system
including a controller that receives print data to predict thermal conditions of a subset
of ink ejection chambers for selectively operating the corresponding heating
elements of the subset. (Ex. 1005 Abstract.) A fundamental aspect of the disclosed
temperature controller is that it is coupled to multiple temperature sensors in order
to determine a mean or average temperature of the printhead substrate as well as
local temperature profiles near designated ink ejection elements. (/d. col. 2 Ins 57-
62.) The system uses inputs from these multiple temperature sensors to predict

thermal conditions of a subset of the ink ejection elements, and to establish operating

11
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conditions so that the corresponding heating elements operate at an optimal
temperature. (/d. col. 6 Ins 5-8.) In this elaborate system, a firing history of a plurality
of subsets of ink ejection elements may also be maintained, so that when an average
temperature of the printhead assembly is sensed, the firing history and the average
temperature are processed to determine estimated temperatures of certain ones of the
subset in order to set optimal temperature conditions for specific ink ejection
elements. (/d. col. 6 Ins 10-18.)

Like the die of Benjamin discussed above, the printhead die of Giere *673
contains a temperature sense resistor 510 for measuring an average temperature of
the entire substrate. (Id. col. 4 Ins 55-56.) However, the control system of Giere 673
also uses sense resistor 510 in conjunction with additional sensors in the form of a
digital temperature sensor (DTS) 512 and multiple temperature recorders 542, 544,
and 546. (Id. at Fig. 5 and col. 5 Ins 28-31, col. 6 Ins 35-40.) Also unlike Benjamin,
the printhead die of Giere 673 does not include any ink vias, with ink instead
flowing around the edges of the substrate and into vaporization chambers. (/d. col.
5 Ins 42-45.) Therefore, Giere *673 teaches nothing about where to place temperature
sensors in the type of printhead relevant to the challenged *823 patent claims, i.e.,

one having a plurality of ink vias with heaters arrays on both sides of the vias.

12
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Fig. 4 of Giere 673 below shows that heating elements 416 [red] are
positioned behind a nozzle 420 [orange] at the edge of a substrate 410 and are

controlled by a temperature controller 110. (/d. col. 4 Ins 27-32.)

302
a2~ 0N 306 ¥
' ] ' }
1418 —424
;?;%;Zﬂ Cl4---
4167 ! ___|TEMPERATURE
410 'CONTROLLER

\110

FIG. 4

The temperature controller 110 is coupled to multiple temperature sensors to
measure an average temperature of the substrate and an actual local temperature near
designated ink ejection elements to aid in controlling the temperature of the substrate
as well as the temperature of each nozzle chamber. (/d. col. 2 In 57 through col. 3 In
12.)

Fig. 5 below is a top view of the substrate showing a thermal sense resistor
510 [light green], a digital temperature sensor 512 [dark green], and multiple

temperature recorders 542, 544, and 546 [pink].

13
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£ 410
520\‘E £.512 530
oTS] b o
| 420
. 542 2 ¢
g |1 .
7 b -
5i0 [ § gaae B850
i 2} 5T ae
FIG.5 | 2 546 2 [ 540
5 Tn

Fig. 5 shows all of the temperature sensing elements between two columns (520,
530) of nozzles 420 [orange], some of which are presented as dots (540) for
simplicity. The temperature recorders [pink] are distributed around the substrate and
each measure local current temperatures and store the measurements as temperature
histories. (/d. col. 5 Ins 28-31 and col. 6 Ins 35-40.) Plural thermal sense resistor
temperature recorders can also be located along paths of predefined areas near ink
ejection elements for generating localized temperature profiles. (Id. col. 5 Ins 32-
36.) As mentioned, Giere *673 does not disclose ink vias or ejection heater elements
on both longitudinal sides of each of a plurality of ink vias, nor does it disclose
anything about the relationship between the temperature sensors and ink vias or

corresponding heater elements.

14
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The temperature sensing system of Giere *673 is intended to measure and store
temperatures to a temperature logic system 606 along with past and future printing
data from the logic mapping system 604 that is indicative of which ink ejection
chambers 418 will be fired, and when each will be fired. (/d. col. 6 Ins 35-46.) The
temperature logic system uses these temperature and printing inputs along with other
information to generate printing parameters in a closed loop system that
approximates a temperature profile to improve ink drop quality. (/d. col. 6 Ins 47-
60.)

3. U.S. Patent No. 6,565,178 to Giere et al. (Ex. 1007)

U.S. Patent No. 6,565,178 to Giere et al. (“Giere *178”) discloses a printer
with multiple cartridges 110a (cyan cartridge), 110b (magenta cartridge), 110c

(yellow cartridge), and 110d (black cartridge), as shown below:

15
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(Ex. 1007 Fig. 1 and col. 7 Ins 1-17.) Each cartridge contains its own printhead that
implements parts of the temperature measurement system described by Giere *178.
(Id. col. 7 Ins 13-17.)

Fig. 3 of Giere ’178 below is a ‘“high level schematic diagram” of a

temperature measurement system for one of the above printheads. (/d. col. 8 Ins 41-

43))

318 I

- N & s
;.__\\ —_— .

[T

=]

330
300
\\\\\\\\\ 326 310
PROCESSOR [ \ S S -]
.......... - ._.._.._L_‘:.._.._.._..._.. -
.

320

=

CURRENT
SOURCE

I
I
I 324
_ 1/
I CURRENT
SOURCE
== —

ANALOG TO DIGITAL

|
CONVERTER 322 I R e
| |
=
328 MR |
8
i
3
,

1=
CURRENT—l
SOURCE
i Ed]
I 314 |
I I
FIG. 3 I I
| o e e e e e -

Giere ’178 states that “although not shown in Fig. 3 for ease of illustration, substrate
300 includes the structures of a typical printhead such as, ink feed slots, ink ejection

chambers, firing resistors, etc.” Particularly, “regions 302, 304, 306, and 308 [red

16
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above] each include an array of nozzles and associated firing resistors for ejecting
ink.” (Id. col. 8, Ins 47-49.) An ink via is not shown in the substrate of Fig. 3,
however the specification states that ink is fed to the ejection chambers (i.e. located
in regions 302/304/306/308 of Fig. 3 as indicated above) “either through an
elongated hole formed in the center of the bottom of the substrate, ‘center feed,” or
around the outer edges of the substrate, ‘edge feed.”” (/d. col. 3 Ins 34-50.) Further,
“[i]n center feed the ink then flows through a central slot in the substrate into a
central manifold area formed in a barrier layer between the substrate and a nozzle
member, then into a plurality of ink channels, and finally into the various ink ejection
chambers.” (/d. col. 3 Ins 40-45.) Below, a blue rectangle has been added to Fig. 3
in order to illustrate such a “central slot” in substrate 300 between the column of
nozzles and ink ejection actuators on the left (regions 302 and 306) and the column
of nozzles and ink ejection actuators on the right (regions 304 and 308). Channels
that allow ink to flow from this slot [blue] to chambers associated with heaters of

the heater arrays [red] have been added in purple below.

17
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Central slot

330
\ 300
PROCESSOR | [ N Neooobeiia PN oy | /
= >~ l 320
-
I:JRRENT
SOURCE
|
|
ANALOG TO DIGITAL
CONVERTER I
/ | 324
328 | H- 1 — c— —I
CURRENT_I == l CURRENT
SOURCE—I -=I I—SOURCE
- = L T 1
I 314 -_ = l o t = I
| = k= f |
FIG. 3 I ........ -_‘_-_f: ...... I
| - oo .

Alternatively, “[1]n edge feed ink from the ink reservoir flows around the outer
edges of the substrate into the ink channels and finally into the ink ejection
chambers” so that both the column of nozzles and ink ejection actuators on the left
(regions 302 and 306) and the column of nozzles and ink ejection actuators on the
right (regions 304 and 308) would be between the edges where ink is fed [indicated

in blue below].
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Fig. 3 has been modified below to illustrate how ink channels [purple] would allow

ink to flow from the edges [blue] to heater arrays [red].
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Giere 178 discloses resistive elements 310, 312, 314, and 316 that assume
the local temperature of a region. Unlike the ’823 patent, Giere 178 does not
disclose a printhead having multiple vias, nor does it suggest implementing a single
temperature sensing element in a region between two ink vias. Instead, Giere 178
includes 4 temperature sensing resistors. First, temperature sensor 310 [green below]

is positioned along outside edges of the upper arrays of heating elements in regions

302/304:
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Second, temperature sensor 312 [green below] is positioned along inside edges of

the upper arrays of heating elements in regions 302/304:
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Third, temperature sensor 314 [green below] is positioned along outside edges of the

lower arrays of heating elements in regions 306/308:
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Finally, temperature sensor 316 [green below] is positioned along inside edges of

the lower arrays of heating elements in regions 306/308:
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Giere ’178 does not disclose a printhead with multiple adjacent ink vias
having heater arrays along the two longitudinal sides of each via. It teaches nothing
useful to a PHOSITA interested in developing a temperature sensing system for such
a printhead design. Giere’s design is directed to separately sensing each side of
multiple ink ejector arrays associated with a central ink via or an edge feed ink
supply mechanism. In the case of Giere *178’s center feed ink via as illustrated
above, there are four temperature sensors on each side the central ink via used to

measure the upper left, upper right, lower left, and lower right of the columns of ink
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ejection actuators. If an edge feed design is utilized instead, the region between the
two edges will have four temperature sensors in order to measure the upper left,
upper right, lower left, and lower right arrays of ink ejection actuators.

4. U.S. Patent No. 6,527,367 to Yabe (Ex. 1008)

In Yabe, temperature detectors are placed to detect the temperature of the
substrate as a whole, and one or more “sub-heater” devices other than ink ejection
actuators are provided to heat the substrate. (Ex. 1008 col. 14 Ins 27-54.)
Specifically, there are “temperature detecting means for detecting the temperature
of the heater board, and the heat generating resistive elements (sub-heaters) serving
as means for heating the base plate in order to control temperature to make the
temperature distribution of the heater board uniform in accordance with the detection
result of the temperature detecting means.” (/d. col. 14 Ins 29-37.)

In Fig. 12, Yabe discloses a substrate with multiple temperature detecting
means 102 [green below], but “each of the temperature detecting means is arranged
only on one side in the vicinity of each end portion of the ink supply ports 105

[blue].” (Ex. 1008 col.15 Ins 51-61.)
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This arrangement is provided in order to “detect the temperature of the heater board
H1.” (Id. col. 15 Ins 61-64.) There is no suggestion in Yabe to position the
temperature sensors between arrays of heaters or between ink supply ports [ink vias],
such as in the areas occupied by driving circuits 63. Two sub-heaters 101 [red] are
provided in order to keep temperature as uniform as possible. (/d. col. 15 Ins 36-44.)

Alternatively, in Fig. 14 only one temperature detecting means 102 is arranged
in the vicinity of one end of a central ink supply port because the size of the “base

plate” is smaller than in Fig. 12. (/d. col. 16 Ins 35-44.)
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Fig. 15, meanwhile, shows only one temperature detector 102 [green] and one sub-

heater [red].

27



IPR2023-00312: Patent Owner’s Preliminary Response

FIG. 15

H1104
7 - N
DDDDDDDDDDDDDDDDDDD\/HHOO
101 i
ﬂ H1102
l—i1102
7 i
I I
ars ayB siZle
| | m]
H11034|G 1 B oy g ong
| | 0
L 517 1a| I ] 7= Oho J,L
] Y ——— — 1
sl BHET BAe
v el v
bBro 0o my7s)
Onno ayog Onno
ane ek elfl=
-D/am Ofno =]7)s)
H1102— [ 7
102__—
DDDDDDDDDDDDDDDDDDQ

~
H1104

III. THE PERSON OF ORDINARY SKILL IN THE ART

Petitioners contend that a person of ordinary skill in the art (“PHOSITA”) at
the time of the priority date of the *823 patent would have had at least a bachelor’s
level college degree in Mechanical Engineering, Materials Science, Physics,
Electrical Engineering, or a related field, and at least two years of training or
experience in the design of inkjet printheads. (Pet. at 6.) Slingshot does not dispute

this characterization of the level of ordinary skill in the art for the purpose of this
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Preliminary Response, except that it disagrees that a degree in Materials Science is
sufficient.

IV. CLAIM CONSTRUCTION

Petitioners propose to construe the term “adjacent” to mean “next to and can
include” in the context of claims 1 and 11. Patent Owner does not agree with this
construction and contends that “adjacent” carries its plain and ordinary meaning
throughout the claims.

According to Petitioners, the term “adjacent” should be interpreted to mean
“next to and can include,” but they offer no analysis of how that term is used in the
’823 patent. (Pet. at 6.) Instead, Petitioners state that certain portions of the
specification indicate that “heaters” can be within a “region.” (/d.) Petitioners also
refer to a different patent. (Pet. at 7.)

The claims of the 823 patent use the term “adjacent” in the following context:

e “substantially adjacent a first via” (/d. col. 8 Ins 45-46 and col. 9 Ins
49-50);

e ‘“‘substantially adjacent a second via” (/d. col. 8 Ins 47-48 and col. 9 Ins
51-52);

e “a region, positioned between the first heater array and the second
heater array, and also positioned substantially adjacent to the first heater

array and the second heater array” (/d. col. 8 Ins 49-52);
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e ‘“substantially centrally disposed with respect to the region and
substantially adjacent to both the first heater array and second heater
array” (Id. col. 8 Ins 56-58);
e ‘“‘substantially adjacent the second via” (/d. col. 8 Ins 66-67 and col. 10
Ins 16-17);
e “substantially adjacent a third via” (/d. col. 9 Ins 1-2 and col. 10 Ins 18-
19);
e ‘“‘substantially immediately adjacent to the third heater array and the
fourth heater array” (/d. col. 9 Ins 4-6);
e “aregion adjacent to and immediately between the first heater array and
the second heater array and substantially adjacent to both the first heater
array and second heater array” (/d. col. 9 In 56 through col. 10 In 2);
e ‘“‘substantially adjacent to both the third heater array and fourth heater
array.” (Id. col. 10 Ins 26-27.)
None of these phrases indicate, or raise a question regarding, whether one thing is
both next to and included in something else. Accordingly, Petitioners’ proposed
construction of “adjacent” to mean “next to and can include” is not necessary to a
proper understanding of the scope and meaning of claims 1 and 11. The proposed
construction does not reflect the ordinary meaning of “adjacent” and is not supported

by a proper reading of the claims or specification of the *823 patent.
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V. LEGAL STANDARDS
A.  Anticipation

“[R]ejections under 35 U.S.C. § 102 are proper only when the claimed subject
matter is identically disclosed or described in ‘the prior art. . . .” The [prior art]
reference must clearly and unequivocally disclose the claimed [invention] or direct
those skilled in the art to the [invention] without any need for picking, choosing, and
combining various disclosures not directly related to each other by the teachings of
the cited reference.” In re Arkley, 455 F.2d 586, 587 (CCPA 1972). Thus, “unless a
reference discloses within the four corners of the document not only all of the
limitations claimed but also all of the limitations arranged or combined in the same
way as recited in the claim, it cannot be said to prove prior invention of the thing
claimed and, thus, cannot anticipate under 35 U.S.C. § 102.” Net MoneyIN, Inc. v.
VeriSign, Inc., 545 F.3d 1359, 1371 (Fed. Cir. 2008).

“To serve as an anticipation when the reference is silent about the asserted
inherent characteristic, such gap in the reference may be filled with recourse to
extrinsic evidence. Such evidence must make clear that the missing descriptive
matter is necessarily present in the thing described in the reference, and that it would
be so recognized by persons of ordinary skill.” Continental Can Co. USA, Inc. v.
Monsanto Co., 948 F.2d 1264, 1268 (Fed. Cir. 1991) (citing In re Oelrich, 666 F.2d

578, 581 (CCPA 1981)). “Inherency, however, may not be established by
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probabilities or possibilities. The mere fact that a certain thing may result from a
given set of circumstances is not sufficient.” Id. at 1268—69 (quoting Hansgirg v.
Kemmer, 102 F.2d 212, 214 (CCPA 1939)).

B. Obviousness

Petitioners’ obviousness grounds are not supported by the required § 103
analysis. Petitioners must prove that the claimed subject matter would have been
obvious to a PHOSITA at the time of the invention. KSR Int’l Co. v. Teleflex Inc.,
550 U.S. 398, 406 (2007). A complete analysis requires that the Board determine (1)
the scope and content of the prior art, (2) differences between the prior art and the
claims, (3) the level of ordinary skill in the art, and (4) relevant objective indicia of
non-obviousness (also known as secondary considerations). Graham v. John Deere
Co. of Kansas City, 383 U.S. 1, 17 (1966).

An invention “composed of several elements is not proved obvious merely by
demonstrating that each of its elements was, independently, known in the prior art.”
KSR, 550 U.S. at 418. Rather, Petitioners must show, but do not, that a PHOSITA
would have been motivated to pick out the asserted multiple references and combine
them in a way the claimed invention does. Personal Web Techs., LLC v. Apple, Inc.,
848 F.3d 987, 993-94 (Fed. Cir. 2017). This showing must be made without any
“hint of hindsight,” Star Scientific, Inc. v. R.J. Reynolds Tobacco Co., 655 F.3d

1364, 1375 (Fed. Cir. 2011), so as to avoid “reconstruction by using the patent in
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suit as a guide through the maze of prior art references, combining the right
references in the right way so as to achieve the result of the claims in suit.” In re
NTP, Inc., 654 F.3d 1279, 1299 (Fed. Cir. 2011) (internal citations omitted). A
challenger cannot, as Petitioners do here, pick and choose among individual parts of
assorted prior art references as a mosaic to recreate a facsimile of the claimed
invention. Akzo N.V. v. United States ITC, 808 F.2d 1471, 1481 (Fed. Cir. 1986).
The test for obviousness is what the combined teachings of the references
would have suggested to a PHOSITA. In re Young, 927 F.2d 588, 591 (Fed. Cir.
1991). Each reference must be evaluated in its entirety. /n re Evanega, 829 F.2d
1110, 1112 (Fed. Cir. 1987). A reference must be considered for all that it teaches,
including disclosures that teach away from the invention at hand. In re Dow Chem.
Co., 837 F.2d 469, 473 (Fed. Cir. 1988). A reference teaches away when a skilled
artisan would be discouraged from following the path set out in the reference, or
would be led in a direction divergent from the path taken by the inventor. Monarch
Knitting Mach. Corp. v. Sulzer Morat Gmbh, 139 F.3d 877, 885 (Fed. Cir. 1998).
If a proposed modification would render the prior art invention being modified
unsatisfactory for its intended purpose, then there is no suggestion or motivation to
make the proposed modification. /n re Gordon, 733 F.2d 900, 902 (Fed. Cir. 1984).
Similarly, if the proposed modification or combination of the prior art would change

the principle of operation of the prior art invention being modified, then the

33



IPR2023-00312: Patent Owner’s Preliminary Response

teachings of the references are not sufficient to support a theory of obviousness. In
re Ratti, 270 F.2d 810, 813 (CCPA 1959).

Petitioners must support their obviousness contentions with articulated
reasoning and based on rational, factual underpinnings; conclusory statements of
obviousness will not suffice. KSR, 550 U.S. at 418; In re NuVasive, 842 F.3d 1376,
1382-83 (Fed. Cir. 2016). Similarly, any expert testimony must explain in detail
how specific references could be combined, which combinations of elements in
specific references would yield a predictable result, and how any specific
combination would operate or read on the asserted claims. ActiveVideo Networks,
Inc. v. Verizon Commc 'ns, Inc., 694 F.3d 1312, 1327 (Fed. Cir. 2012).

VI. THE PETITION FAILS TO ESTABLISH A REASONABLE

LIKELIHOOD THAT ANY OF CLAIMS 1-3,5-13, AND 15-17 WOULD

HAVE BEEN OBVIOUS IN VIEW OF BENJAMIN IN VIEW OF
GIERE ’673 (GROUND 1)

Ground 1 challenges independent claims 1 and 11 and dependent claims 2-3,
5-10, 12-13, and 15-17 as obvious in view of the combination of Benjamin and Giere
’673. For the reasons explained below this theory of obviousness does not withstand
scrutiny, and should be rejected.

A.  Ground 1 Fails Because The Combination Of Benjamin And Giere
’673 Does Not Disclose All Limitations Of The Independent Claims

Claim 1 of the 823 patent requires in part a chip for use in a printing device

comprising a temperature sensing element substantially centrally disposed with

34



IPR2023-00312: Patent Owner’s Preliminary Response

respect to a region between a first heater array (substantially adjacent a first via) and
second heater array (substantially adjacent a second via), and a second temperature
sensor substantially centrally disposed with respect to a second region between a
third heater array (substantially adjacent the second via) and fourth heater array
(substantially adjacent a third via). The heater arrays are operable to receive heating
responsive to the temperature sensed by the temperature sensor of the adjacent
region. Independent claim 11 recites similar limitations.

The Petition states that Benjamin discloses a plurality of ink vias each having
a heater array disposed adjacent each longitudinal side of the ink vias, but Petitioners
cannot show that Benjamin discloses multiple temperature sensors, and they admit
that Benjamin does not disclose anything regarding where on the printhead die
Benjamin’s single temperature sense resistor (TSR) should be disposed. (Pet. pp. 21-
23.) Benjamin also fails to disclose the other particulars of the temperature sensors
recited in the claims, and does not describe any heater arrays operable to receive
heating responsive to temperature sensed in an adjacent substrate region. Thus,
Benjamin indisputably fails to disclose numerous fundamental aspects of
independent claims 1 and 11.

Petitioners resort to Giere 673 for the missing first temperature sensing
element centrally located in a region between first and second heater arrays and

second temperature sensing element centrally located in a region between third and
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fourth heater arrays. However, Giere *673 also fails to disclose this. As discussed
above, the temperature monitoring and control system disclosed in Giere ’673
includes a temperature sense resistor 510, a digital temperature sensor 512 and
multiple temperature recorders 542, 544 and 546 between only two arrays of heaters,
and does not disclose a third heater array or fourth heater array. (Ex. 1005 at Fig. 5
and col. 4 Ins 55-56, col. 5 Ins 28-31, col. 6 Ins 35-40.) Moreover, Giere 673 doesn’t
describe a second heater array and third heater array positioned substantially
adjacent the same (second) via with a first heater array adjacent a first via and a
fourth heater array adjacent a third via. Instead, the printhead die of Giere *673 does
not include any ink vias, with ink instead flowing around the edges of the substrate
and into vaporization chambers. (/d. col. 5 Ins 42-45.) Therefore, Giere *673 teaches
nothing about where to place temperature sensors in the type of printhead relevant
to the challenged ’823 patent claims, 1.e., one having a plurality of ink vias with
heaters arrays on both sides of the vias.

The U-shaped temperature sense resistor 510 that Petitioners emphasize in
Giere *673 has two arms that extend along the outer periphery of the region between
the two columns of nozzles 520, 530 and their associated heaters 416, rather than
being “substantially centrally disposed with respect to the [second] region” as
required by claims 1 and 11. Therefore, this claim limitation is also missing from the

proposed combination of references.
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Nor does Giere 673 disclose heater arrays in a printhead with multiple vias
wherein the heater arrays of separate vias receive heating responsive to temperature
sensed in a region between the vias. Therefore, it also does not supply this additional
element missing from Benjamin. Establishing obviousness requires proving the
scope and content of the prior art. Graham, 383 U.S. at 17-18. Because Benjamin
and Giere 673 each fail to disclose a printhead chip having a temperature sensing
element substantially centrally disposed between heater arrays in at least two regions
between heater arrays associated with separate vias, or the regulation of heater array
temperatures using temperatures sensed by such temperature sensors, the proposed
combination of these two references necessarily fails to render the subject matter of
independent claims 1 and 11 obvious. Indeed, demonstrating that all claimed
limitations are disclosed in the prior art is a threshold component of any obviousness
challenge. Par Pharm., Inc. v. TWi Pharms., Inc., 773 F.3d 1186, 1194 (Fed. Cir.
2014) (citing Medichem, S.A. v. Rolabo, S.L., 437 F.3d 1157, 1164 (Fed. Cir. 2006)
(stating that motivation to combine and reasonable expectation of success considered
only “if all the elements of an invention are found in a combination of prior art

references”)). Ground 1 must be rejected for this threshold reason.
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B. Ground 1 Fails Because The Proposed Modifications To Benjamin
Are Based On Hindsight-Driven Cherry Picking And
Reconstruction

Unable to show that all of the claimed limitations are disclosed in the prior art
as the first step of a proper obviousness theory, Petitioners resort to selecting discrete
elements to conjure up a printhead that does not comport with the design or operating
principles of the devices disclosed in either of the prior art references. However,
because Giere ’673 neither discloses nor suggests a printhead chip having a
temperature sensor centrally disposed in the region between the heater arrays of two
adjacent ink vias, applying its teachings to Benjamin would not have led a PHOSITA
to the claimed invention. Petitioners portray Giere *673 as teaching a centrally-
located TSR as an “optimal location for the TSRs on a printhead die.” (Pet. p. 23.)
But they doctor figures from Giere *673 and misquote its specification in order to
give the appearance that Benjamin would have taught positioning a TSR centrally
between two columns of heater arrays. Petitioners attempt to justify a more central
positioning of Giere 673’s TSR by pointing to a statement that the legs of the TSR
may be approximately 680 pm inboard from the center of heater arrays (Pet. pp. 24-
25), and then modifying Fig. 5 to narrow the TSR by inserting a substantial space to

the left and right as shown below:
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However, Giere 673 does not disclose any other dimensions, such as the distance
between heaters, the width of the substrate, or alternative spacing between the TSR
and heater arrays, and therefore provides no indication that the identified 680 pm
spacing is any different than what is actually illustrated in Fig. 5 below, where the
legs of the TSR [light green] are closer to the edge of the substrate than they are to

the center:
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Petitioners then attempt to justify this more central positioning by giving the illusion
that Giere *673 indicates that the center of the region more accurately reflects the
mean temperature of the substrate 410, but not only does the phrase that Petitioners
place in quotes and bold font (“more accurately reflects the mean temperature of the
substrate 410”’) not appear at col. 4 Ins 57-59 as indicated by Petitioners, the phrase
does not appear anywhere in Giere 673 at all. Petitioners have no justification for
their modification of Fig. 5 other than to mimic the structure of the *823 patent. This
hindsight rearrangement of Giere *673’s TSR is then carried through all of the other
changes that Petitioners propose in order to arrive at the inventions claimed in the
’673 patent.

Another fatal flaw with Petitioners’ logic is that neither Benjamin nor Giere

’673 are directed to monitoring the temperature of individual regions between two
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heater arrays on a printhead having a plurality of such regions. Benjamin discloses
a printhead having multiple such regions. However, Benjamin discloses that only a
single temperature sensor is on the printhead die and that the temperature sensor
measures the temperature of the entire printhead: “[t]Jemperature sense resistor
contact area TSR allows a printer coupled to an ink jet cartridge to determine a
temperature of the printhead die, based upon a measurement of the resistor.” (Ex.
1004 col. 79 Ins 60-67.) As discussed above, the Benjamin device can accommodate
only one temperature sense resistor because there is only a single contact area (TSR)
[dark green] on the flex circuit shown in Figs. 25A and 25B below, and a single
return contact area (TSR-RT) [light green]. (/d. Figs. 25A-B and col. 79 Ins 29-34

and 63-65.)
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A PHOSITA would understand that this could be accomplished, for example, using
the known approach discussed as background in the 823 patent of a single
temperature sense resistor extending along the periphery of the entire silicon
substrate to measure the average temperature of the printhead regardless of the
number of ink vias. (Ex. 1001 Fig. 1 and col. 1 Ins 56-67.) Because Benjamin
discloses only a single temperature sensor and detects only a temperature for the
printhead as a whole, it would have provided no reason for one of ordinary skill in
the art to measure and/or control the temperature of a printhead die on a region-by-
region basis.

Giere *673 does not cure this deficiency. Fig. 5 below is a top view of the
substrate showing a thermal sense resistor 510 [light green] that forms a U-shape

near the edges of the printhead die.
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Giere 673 does not disclose ink vias, let alone multiple parallel ink vias having
heater arrays adjacent each longitudinal side resulting in multiple regions between
heater arrays, as is relevant to claims 1 and 11 and as disclosed in Benjamin. The
printhead of Giere 673 has two columns of nozzles at opposite ends of the substrate
with each column receiving ink flowing around the edges of the substrate and having
a single heater array at the inboard side of the column. (Ex. 1005 col. 5 Ins 42-50.)
Giere *673 therefore does not teach anything about the placement of the temperature
sensor in the multi-via type of printhead disclosed in Benjamin.

Petitioners’ failure to take into account (i) the significant differences between
the printheads disclosed in Benjamin and Giere *673, (i1) that Giere '673 teaches
nothing about monitoring or controlling temperature in a multi-region substrate of
the type disclosed in Benjamin, or (ii1) that Giere 673 teaches a TSR positioned
closer to the edges of the substrate than its center exposes Petitioners’ hindsight-
driven approach. The only source that relates to the overall printhead structure and
the temperature monitoring approach recited in claims 1 and 11 is the *823 patent
specification. But the specification of the challenged patent may not be used as a
template to pick and choose favorable teachings from otherwise incompatible prior
art references. In re NTP, Inc., 654 F.3d at 1299 (cautioning against “reconstruction
by using the patent in suit as a guide through the maze of prior art references,

combining the right references in the right way so as to achieve the result of the
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claims in suit.””). Rather than using hindsight reconstruction, the prior art references
must be considered in their entirety to fully appreciate what a reference suggests to
a PHOSITA. In re Wesslau, 353 F.2d 238, 241 (CCPA 1965). As the Wesslau court
explained, “[1]t 1s impermissible within the framework of section 103 to pick and
choose from any one reference only as much of it as will support a given position,
to the exclusion of other parts necessary to the full appreciation of what such
reference fairly suggests to one of ordinary skill in the art.” /d.

The Petition acknowledges that it is the “temperature of the entire printhead

die” that Benjamin utilizes to regulate operational temperature. (Pet. p. 28, emphasis
in original.) Although Benjamin itself discloses doing this using one temperature
sensor, Petitioners acknowledge that modifying Benjamin’s TSR as suggested
would make Benjamin worse by frustrating its purpose of accurately reporting the
mean temperature of the entire printhead die. (/d.) In order to undo their step of
making Benjamin unfit for its intended purpose, Petitioners argue that a PHOSITA
would have then placed a temperature sense resistor in each region, relying on the
teachings of the 823 patent by arguing that it “readily admits” that ink vias acting
as thermal barriers were “well known to those skilled in the art” (Pet. p. 29) when
the *823 patent makes no such admission.

Petitioners also argue that Fig. 2 of the *823 patent would have motivated

those skilled in the art to place a temperature sensor in each region between vias
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because it was known to sense temperature on a per color basis. (Pet. p. 30.) This
completely ignores that it was the ’823 patent, not prior art, that recognized that
positioning a temperature sensor between ink vias having heaters on both sides of
the vias provides no discrimination between individual colors and does not provide
any feedback on temperature differences between one area of the heater chip versus
another, and thus cannot be used effectively to control temperature on a per color or
area basis. (Ex. 1001 col. 1 Ins 62-65.)

Petitioners’ ex post facto reasoning bears no relation to the actual teachings of
Benjamin or Giere ’673. Neither reference teaches computing an average
temperature of an entire substrate from multiple individual temperature
measurements taken in discrete regions separated by ink vias. That Petitioners’
expert could envision such an approach in the context of challenging the validity of
the *823 patent is not sufficient to show what the teachings of the references would
have suggested to a PHOSITA at the time of the invention. Such conclusory
statements of an expert do not suffice to show that an element is present or would
have been obvious to those skilled in the art. In re NuVasive, 842 F.3d at 1382-83;
see also K/S HIMPP v. Hear-Wear Techs., LLC, 751 F.3d 1362, 136567 (Fed. Cir.
2014) (conclusory arguments and expert testimony may not be used to compensate

for shortcomings in the prior art.).
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C. Ground 1 Fails Because The Petition Fails To Address How
Benjamin Would Have Been Modified Without Changing Its
Fundamental Operating Principles

Ground 1 is deficient for the additional reason that Petitioners have failed to
establish how Benjamin could be modified in the manner proposed. ActiveVideo,
694 F.3d at 1327 (theory of obviousness must show how specific references could
be combined, which combinations of elements in specific references would yield a
predictable result, and how any specific combination would operate). Providing
individual temperature sensors in each of the areas between ink vias in Benjamin
would require additional resources, and would require a contact and return for each
sensor on the flexible circuit connected to the printhead die, multiplying the number
of components connected to the die and taking up space on the cartridge containing
the printhead. (Ex. 1004 Figs. 25A-B.) This hypothetical approach would also
necessitate other modifications involving additional circuitry to compute the average
temperature. The required modifications would change the principles of operation
of Benjamin’s disclosed device, which is another reason why the proposed
combination is not sufficient to support a theory of obviousness. In re Ratti, 270 F.2d

at 813.
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D.  Ground 1 Fails Because A POSA Would Not Have Been Motivated
To Modify Benjamin To Incorporate A Centrally Disposed
Temperature Sensor In Each Region

The Board need not address alleged motivations to combine Benjamin and
Giere 673 because their combined teachings plainly do not account for all elements
of the claimed invention. Petitioners allege that those skilled would look to Giere
673 for guidance regarding the placement of Benjamin’s (single) temperature
sensor, and that Giere 673 expressly motivates the combination. These arguments
fail for the reasons above. Petitioners also argue that a PHOSITA would have been
motivated by “the advantages yielded by Giere673’s temperature control system”
(Pet. p. 57), but they have not argued that Giere 673’s complicated control system
would have been implemented in Benjamin, instead arguing that one aspect of Giere
’673 should have been cherry-picked and then modified. This reasoning also fails
for the reasons discussed above.

Petitioners’ cursory recitation of other generic motivations such as same field
of endeavor, simple/routine/low-cost nature of the combination, and reasonable
expectation of success do not make up for the deficiencies in their arguments noted
above. Indeed, it is not enough to suggest that a PHOSITA could make the claimed
invention; there must be evidence demonstrating that they should make the claimed
invention and that they would have a reasonable expectation of success in doing so.

In re NuVasive, Inc., 842 F.3d at 1381-82. Petitioners simply cannot, and make no
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attempt to, explain why a PHOSITA would have modified Benjamin to replace its
single temperature sensor for measuring average substrate temperature with a more
complex system involving a separate temperature sensor between each pair of ink
vias and the additional circuitry, connections, and processing components required
to derive the average substrate temperature from those measurements. Their heavy,
and misplaced, reliance on the *823 patent in justifying the proposed combination of
prior art references is telling. Neither of the references on their own suggests the
’823 patent’s approach for monitoring temperature of individual regions between
ink vias in a multi-via substrate.

Petitioners’ conclusory Ground 1 arguments with regard to independent
claims 1 and 11, which fail to account for all elements of the claims and rely on
improper hindsight, should be rejected. The challenged dependent claims include the
limitations of the corresponding independent claims. Therefore, Petitioners’ Ground
1 challenge to the dependent claims also fails.

VII. THE PETITION FAILS TO ESTABLISH A REASONABLE

LIKELIHOOD THAT CLAIMS 4 AND 14 WOULD HAVE BEEN

OBVIOUS IN VIEW OF BENJAMIN, GIERE ’673, AND PARISH
(GROUND 2)

Ground 2 relies on the same arguments as Ground 1, and Petitioners further
argue that a PHOSITA would have found it obvious to use a specific type of thermal
sensor recited in dependent claims 4 and 14 in view of Parish. Those dependent

claims include the limitations of corresponding independent claims 1 and 11.
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Therefore, the Ground 2 challenge also fails for at least the same reasons discussed

above relative to Ground 1.
VIII. THE PETITION FAILS TO ESTABLISH A REASONABLE
LIKELIHOOD THAT ANY OF CLAIMS 1-3, 5-13, AND 15-17 ARE

RENDERED OBVIOUS BY BENJAMIN IN VIEW OF GIERE °178
(GROUND 3)

Ground 3 challenges claims 1-3, 5-13, and 15-17 based on Benjamin and
Giere *178. This ground should be rejected out of hand because it relies on the false
premise that Giere 178 discloses four ink feed slots/ink vias located in elongated
regions 302, 304, 306, and 308 with heater arrays on both sides of each via so that a
single TSR is located within every thermal region between ink vias. (Pet. pp. 62-63.)
For reasons explained further below, Giere *178 discloses no such thing, and
Petitioners’ interpretation of the reference is directly contrary to its express
teachings. Petitioners then confusingly illustrate the alleged combination using the
modified and multiplied temperature sense resistor from Ground 1 that was based
on an alleged modification of Giere 673 (which is not even part of Ground 2’s
combination). (Pet. p. 64.)

Petitioners begin their argument that claim 1 would have been obvious by
presenting Fig. 3 of Giere 178 and stating that “[l]ike the *823 Patent, Gierel78’s
resistive elements have a serpentine path.” (Pet. p. 65.) Oddly, the only mention of

a “serpentine” path in the ’823 patent is a reference to Fig. 1 illustrating a prior art

49



IPR2023-00312: Patent Owner’s Preliminary Response

configuration that is routed around the periphery of a heater chip to provide an
average temperature of the entire die. (Ex. 1001 col. 1 Ins 56-67.)

Petitioners emphasize that Giere *178 has temperature sensors in local regions
for “solving a problem of excessive localized heating of the substrate in each region”
(Pet. pp. 66-67) rather than monitoring an average temperature of an entire die as in
Benjamin. Petitioners present the following illustration based on a fundamental
misunderstanding of Giere 178 in an attempt to show that Fig. 3 of that reference

discloses a multi-via heater chip with regions between ink vias:

Ex.1007, Fig.3
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(Pet. at 67.) This reimagines Fig. 3 of Giere *178 as if it had disclosed four separate
ink slots/vias with heater arrays positioned along both sides of each slot. It does not.
To begin with, Giere ’178 indicates that the structure of Fig. 3 is a high-level
schematic diagram of its temperature management system that omits illustration of
an ink via for simplicity. (Ex. 1007 col. 8 Ins 41-47.) However, Giere 178 does
separately disclose where an ink via would be placed within the substrate:

Ink 1s then fed to the various ink ejection chambers either through an

elongated hole formed in the center of the bottom of the substrate,

‘center feed,” or around the outer edges of the substrate, ‘edge feed.” In

center feed the ink then flows through a central slot in the substrate into

a central manifold area formed in a barrier layer between the substrate

and a nozzle member, then into a plurality of ink channels, and finally
into the various ink ejection chambers.

(Ex. 1007 col. 3 Ins 37-45.) The description of an elongated hole formed in the
center of the substrate and a central slot in the substrate means what it says — one
slot at a central location of the substrate. This only disclosed alternative is a feed
mechanism extending around the outer edges of the substrate. There is no mention
or suggestion of multiple ink slots or of slots located in the non-central regions 302,
304, 306, and 308. Indeed, the passage also discloses a central manifold and a
plurality of ink channels for directing ink from the central slot to the ink ejection
chambers. This further defeats the notion of four separate ink slots that feed directly

into adjacent sets of heater arrays and ejection chambers.

51



IPR2023-00312: Patent Owner’s Preliminary Response

The assertion that Giere *178 discloses four separate ink vias having heater
arrays on both longitudinal sides also runs directly counter to what the reference
actually describes about the four rectangular regions mocked up by Petitioners to
appear as ink vias with accompanying columns of heater arrays on each side. Giere
’178 unequivocally states that “regions 302, 304, 306, and 308 each include an array
of nozzles and associated firing resistors for ejecting ink.” (Ex. 1007 col. 8, Ins 47-
49.) Giere *178 never states or implies that these regions further include their own
separate ink via, or more than one column of firing resistors [heaters]. (/d.)

Accordingly, there is no basis for interpreting Giere *178 as disclosing a
printhead having four ink slots with one ink slot positioned in each quadrant, nor is
there any indication that Giere 178 even discloses multiple ink slots. Instead, Giere
’178 teaches that ink is supplied to the inkjet printhead through a central slot in the
substrate, then into a central manifold, then into ink channels, and then into various
ink ejection chambers. (/d. col. 3 Ins 34-44.) Alternatively, the ink may be fed around
the outer edges of the substrate instead of through a central via, which would result
in the printhead die having no ink vias. (/d.)

Neither the center-feed nor the edge-feed printhead embodiment actually
disclosed in Giere *178 is relevant to the challenged claims because they do not have
multiple parallel ink vias having heater arrays placed along both longitudinal sides

of the vias. Nor does either embodiment disclose placing a single temperature sensor
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in each region between adjacent vias operable to sense a temperature representative
of the adjacent heater arrays, as is further recited in independent claims 1 and 11.

Petitioners may not advance an inaccurate, embellished reading of Giere *178
through the artifice of expert opinion testimony purporting to interpret the reference
based on the “knowledge of a PHOSITA.” Conclusory arguments and expert
testimony, unsupported by any corroborating evidence, may not be used to
compensate for shortcomings in the prior art. K/S HIMPP, 751 F.3d at 1365—67; see
also Arendi S.A.R.L. v. Apple, 832 F.3d 1355, 1361-62 (Fed. Cir. 2016) (cautioning
against invoking a PHOSITA’s common sense or knowledge to supply claim
limitation missing from a prior art reference); Homeland Housewares, LLC v.
Whirlpool Corp., 865 F. 3d 1372, 1378 (Fed. Cir. 2017) (disregarding expert
testimony where it contradicts disclosure of patent specification). A PHOSITA
would not ignore that Giere *178 discloses ink feed regions along the edges of the
substrate or through one via at the center of the substrate, or its failure to make any
mention of ink vias in regions 302, 304, 306, and 308 that are explicitly disclosed to
be occupied by heaters and associated nozzles. A PHOSITA would interpret the
reference based on what it actually discloses, not as a result-based argument created
solely to mimic the elements of the 823 patent claims.

The interpretation advanced by Petitioners is neither supported by the express

teachings of Giere 178 nor inherent in those teachings. To invoke inherency to
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establish the existence of a claim limitation in the prior art for an obviousness
analysis, “the limitation at issue necessarily must be present, or the natural result of
the combination of elements explicitly disclosed by the prior art.” Par Pharm., 773
F.3d at 1195-96. The Petition makes no such showing, and it cannot do so.
Because it depends on a grossly inaccurate depiction of the disclosure of Giere
’178, Ground 3 must be rejected. Furthermore, Petitioners do not explain how Giere
’178’s genuine teachings could be combined with Benjamin consistent with
Benjamin’s operating principles, which is an additional reason to reject Ground 3.
IX. THE PETITION FAILS TO ESTABLISH A REASONABLE
LIKELIHOOD THAT ANY OF CLAIMS 1-3, 5-10, 11-13, AND 15-17

ARE RENDERED OBVIOUS BY YABE AND GIERE °673 (GROUND
4)

Ground 4 begins by acknowledging that Yabe “does not explicitly teach
disposing ‘temperature detecting means 102’ substantially centrally with respect to
the region substantially adjacent to both the first heater array and second heater array
and further extending substantially the length of the first heater array and second
heater array.” (Pet. p. 88 (emphasis in original).) But they are in denial of the fact
that Yabe’s explicit teachings are directly contrary to this aspect of the challenged
claims. Yabe does teach the positioning of temperature detecting means 102, and
that position is clearly on the periphery of the substrate not centrally disposed
between ink vias. This is illustrated in the image excerpted from page 89 of the

Petition below showing temperature detecting means 102 in green:
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Ex.1008, Figs. 12, 14
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Petitioners then state that unlike Yabe, Giere *673 discloses a temperature sensor
between heater arrays, and recites various general advantages of detecting the
temperature of a printhead die (not advantages over the arrangement that Yabe
employs to detect temperature of its printhead die). (Pet. pp. 89-96.) Then,
inexplicably, Petitioners argue that the absence of information regarding the position
of a temperature sensor in Benjamin (a reference that is not even recognized as part
of Ground 4) would have somehow motivated their proffered combination of Giere
673 and Yabe. (Pet. p. 105.) The notion that Benjamin’s failure to describe the
location of its (single) temperature sensor, as discussed above with respect to Ground
1, would have provided a reason to combine elements of Giere 673 and Yabe in a
particular way makes no sense.

Petitioners then provide several pages of random observations regarding the

disclosures of Yabe and Giere ’673. For instance, Petitioners cite their expert
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declaration to argue that “Giere673 further discloses that regulating the substrate
temperature on a per color basis can result in improved print quality” (Pet. p. 110
citing Ex.1002 q 591), despite the fact that Giere *673 does not disclose ink vias for
multiple colors on a single substrate as discussed above relative to Ground 1. The
printhead die of Giere 673 does not include any ink vias, with ink instead flowing
around the edges of the substrate and into vaporization chambers. (Ex. 1005 col. 5
Ins 42-45.) Therefore, Giere 673 teaches nothing about where to place temperature
sensors in the type of printhead relevant to the challenged *823 patent claims, i.e.,
one having a plurality of ink vias with heaters arrays on both sides of the vias
defining regions in between.

Ground 4 is an undeveloped compilation of various alleged disclosures from
the prior art without a clear explanation of why they would have been combined in
a particular way to arrive at the invention claimed in the 823 patent. It should be
rejected out of hand because a petition must “identif[y], in writing and with
particularity, each claim challenged, the grounds on which the challenge to each
claim is based, and the evidence that supports the grounds for the challenge to each
claim.” 35 U.S.C. § 312(a)(3). Further, 37 C.F.R. § 42.22(a)(2) states that the
petition must include “[a] full statement of the reasons for the relief requested,
including a detailed explanation of the significance of the evidence including

material facts, and the governing laws, rules, and precedent.”
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In any event, the proposed combination of Giere 673 and Yabe ultimately
fails for the same reasons discussed above relative to Ground 1. Petitioners rely on
Yabe for the presence of multiple vias on a single substrate in the same way that they
relied on Benjamin in Ground 1, but the arguments here in Ground 4 make even less
sense. Whereas in Ground 1 Petitioners argued that a PHOSITA would have looked
to Giere 673 because Benjamin does not identify the location of its temperature
sensor, Yabe explicitly discloses that its temperature sensors are at a location that is
completely different than what is required by independent claims 1 and 11 of the
’823 patent. It is not enough to suggest that a PHOSITA could make the claimed
invention; there must be evidence demonstrating that they should make the claimed
invention and that they would have a reasonable expectation of success in doing so.
In re NuVasive, Inc., 842 F.3d at 1381-82.

For the reasons explained below this theory of obviousness does not withstand
scrutiny, and should be rejected.

A.  Ground 4 Fails Because The Combination Of Giere 673 And Yabe
Does Not Disclose All Limitations Of The Independent Claims

As discussed, claim 1 of the ’823 patent requires in part a chip for use in a
printing device comprising a temperature sensing element substantially centrally
disposed with respect to a region between a first heater array (substantially adjacent
a first via) and second heater array (substantially adjacent a second via) and a second

temperature sensor substantially centrally disposed with respect to a second region
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between a third heater array (substantially adjacent the second via) and fourth heater
array (substantially adjacent a third via). The heater arrays are operable to receive
heating responsive to the temperature sensed by the temperature sensor of the
adjacent region. Independent claim 11 recites similar limitations. Yabe indisputably
fails to disclose these fundamental aspects of independent claims 1 and 11, instead
disclosing sensors arranged along the periphery of the printhead die at locations
outside of the regions between ink vias. Nor does Yabe disclose the other particulars
of the temperature sensors recited in the claims or any heater arrays operable to
receive heating responsive to temperature sensed in an adjacent substrate region.
Giere 673 also fails to disclose a temperature sensing element centrally
located in a region between first and second heater arrays and second temperature
sensing element centrally located in a region between third and fourth heater arrays.
As discussed in Ground 1, the temperature monitoring and control system disclosed
in Giere 673 includes a temperature sense resistor 510, a digital temperature sensor
512 and multiple temperature recorders 542, 544 and 546 between only two arrays
of heaters, and does not disclose a third heater array or fourth heater array. (Ex. 1005
at Fig. 5 and col. 4 Ins 55-56, col. 5 Ins 28-31, col. 6 Ins 35-40.) Moreover, Giere
673 doesn’t describe a second heater array and third heater array positioned
substantially adjacent the same (second) via with a first heater array adjacent a first

via and a fourth heater array adjacent a third via. Instead, the printhead die of Giere
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’673 does not include any ink vias, with ink instead flowing around the edges of the
substrate and into vaporization chambers. (/d. col. 5 Ins 42-45.) Therefore, Giere
’673 teaches nothing about where to place temperature sensors in the type of
printhead relevant to the challenged ’823 patent claims, i.e., one having a plurality
of ink vias with heaters arrays on both sides of the vias.

The U-shaped temperature sensor 510 that Petitioners emphasize in Giere
’673 has two arms of sense resistors that extend along the outer periphery of the
region between the two columns of nozzles 520, 530 and their associated heaters
416, rather than being “substantially centrally disposed with respect to the [second]
region” as required by claims 1 and 11. Therefore, this claim limitation is also
missing from the proposed combination of references.

Nor does Giere *673 disclose heater arrays in a printhead with multiple vias
wherein the heater arrays of separate vias receive heating responsive to temperature
sensed in regions between the vias. Therefore, it also does not supply this additional
element missing from Benjamin.

Establishing obviousness requires proving the scope and content of the prior
art. Graham, 383 U.S. at 17-18. Because Yabe and Giere 673 each fail to disclose
a printhead chip having a temperature sensing element substantially centrally
disposed between heater arrays in at least two regions between heater arrays

associated with separate vias, or the regulation of heater array temperatures using
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temperatures sensed by such temperature sensors, the proposed combination of these
two references necessarily fails to render the subject matter of independent claims 1
and 11 obvious. Indeed, demonstrating that all claimed limitations are disclosed in
the prior art is a threshold component of any obviousness challenge. Par Pharm.,
Inc. v. TWi Pharms., Inc., 773 F.3d 1186, 1194 (Fed. Cir. 2014) (citing Medichem,
S.A. v. Rolabo, S.L., 437 F.3d 1157, 1164 (Fed. Cir. 2006) (stating that motivation
to combine and reasonable expectation of success considered only “if all the
elements of an invention are found in a combination of prior art references”)).
Ground 1 must be rejected for this threshold reason.

B.  Ground 4 Fails Because The Proposed Modifications To Benjamin

Are Based On Hindsight-Driven Cherry Picking And
Reconstruction

Unable to show that all of the claimed limitations are disclosed in the prior art
as the first step of a proper obviousness theory, Petitioners resort to selecting discrete
elements to conjure up a printhead that does not comport with the design or operating
principles of the devices disclosed in either of the prior art references. However,
because Giere 673 neither discloses nor suggests a printhead chip having centrally
disposed temperature sensors in the regions between the heater arrays of two
adjacent ink vias, applying its teachings to Yabe, which uses one or more

temperature sensors at the outer periphery to detect the mean temperature of the
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entire substrate in a printhead configuration having multiple ink vias, would not have
led a PHOSITA to the claimed invention.

Another fatal flaw with Petitioners’ logic is that neither Yabe nor Giere *673
is directed to monitoring the temperature of individual regions between two heater
arrays on a printhead having a plurality of such regions. Yabe discloses a printhead
having multiple such regions, but discloses positioning temperature sensors on the
periphery of the printhead die. Yabe would have provided no reason for one of
ordinary skill in the art to measure and/or control the temperature of a printhead die
on a region-by-region basis. Giere 673 does not cure this deficiency. Giere 673
does not disclose ink vias, let alone multiple parallel ink vias having heater arrays
adjacent each longitudinal side resulting in multiple regions between heater arrays,
as is relevant to claims 1 and 11 and as disclosed in Yabe. The printhead of Giere
’673 has two columns of nozzles at opposite ends of the substrate with each column
receiving ink flowing around the edges of the substrate and having a single heater
array at the inboard side of the column. (Ex. 1005 col. 5 Ins 42-50.) Giere ’673
therefore does not teach anything about the placement of the temperature sensor in
the multi-via type of printhead disclosed on Yabe.

Petitioners’ failure to take into account (i) the significant differences between
the printheads disclosed in Yabe and Giere 673, (i1) that Giere 673 teaches nothing

about monitoring or controlling temperature in a multi-region substrate of the type
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disclosed in Yabe, or (ii1) that Giere *673 teaches a TSR closer to the edges of the
substrate than its center exposes Petitioners’ hindsight-driven approach.

The only source that relates to the overall printhead structure and the
temperature monitoring approach recited in claims 1 and 11 is the 823 patent
specification. But the specification of the challenged patent may not be used as a
template to pick and choose favorable teachings from otherwise incompatible prior
art references. In re NTP, Inc., 654 F.3d at 1299 (cautioning against “reconstruction
by using the patent in suit as a guide through the maze of prior art references,
combining the right references in the right way so as to achieve the result of the
claims in suit.””). Rather than using hindsight reconstruction, the prior art references
must be considered in their entirety to fully appreciate what a reference suggests to
a PHOSITA. In re Wesslau, 353 F.2d 238, 241 (CCPA 1965). As the Wesslau court
explained, “[1]t 1s impermissible within the framework of section 103 to pick and
choose from any one reference only as much of it as will support a given position,
to the exclusion of other parts necessary to the full appreciation of what such
reference fairly suggests to one of ordinary skill in the art.” /d.

Petitioners’ ex post facto reasoning bears no relation to the actual teachings of
Yabe or Giere ’673. Neither reference recognizes the advantages of sensing the
temperature of individual regions defined by ink vias. That Petitioners’ expert could

envision such an approach in the context of challenging the validity of the ’823

62



IPR2023-00312: Patent Owner’s Preliminary Response

patent is not sufficient to show what the teachings of the references would have
suggested to a PHOSITA at the time of the invention. Such conclusory statements
of an expert do not suffice to show that an element is present or would have been
obvious to those skilled in the art. In re NuVasive, 842 F.3d at 1382—83; see also K/S
HIMPP v. Hear-Wear Techs., LLC, 751 F.3d 1362, 1365-67 (Fed. Cir. 2014)
(conclusory arguments and expert testimony may not be used to compensate for
shortcomings in the prior art.).
X. THE PETITION FAILS TO ESTABLISH A REASONABLE
LIKELIHOOD THAT CLAIMS 4 AND 14 WOULD HAVE BEEN

OBVIOUS IN VIEW OF GIERE ’673, YABE, AND PARISH (GROUND
)

Ground 5 relies on the same arguments as Ground 4, and Petitioners further
argue that a PHOSITA would have found it obvious to add a specific type of thermal
sensor recited in dependent claims 4 and 13 in view of Parish. Those dependent
claims include the limitations of corresponding independent claims 1 and 11.
Therefore, the Ground 5 challenge fails for at least the same reasons discussed above
relative to Ground 4.

XI. CONCLUSION

For the reasons described above, and because Petitioners have not shown a
reasonable likelihood that any of the challenged claims are unpatentable, the Board

should deny institution.
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