
•-
1-

I-

'· 
n 

l· 

0 

11 

. ., 

I , 

t: 

y 

d 
\, 

i­
h 
11 
e 

.... 

• 

IEEE T R A N S A C T I O N S ON 
(~ Pl 50 -E(108) 

if the IEEE Computer Society 

ITCOB4 (ISSN 001 8-9340) 

1-MAY-1998 BSDS BOSTON SPA 
LS23 ?80 

IEEE TRANSACTIONS OH COMPUTERS C 

11• 111111111111111 
• ETOC 

4363.175000 VOL 47 PART • 
AC• 
JCP .,, ~-

~-
111 

ecial Section- Papers from the 17th IEEE International Conference of Distributed Computing 
Guest Editor 's Introduction 

SK Tripath1 .. .. . .. .. . .............. .. •• ••• ••••••••••••••••••••• ••••••••••••••••• ••••••••••••••O••••••••••• •• • •••••••••••• • •••••••••••Hoooooo,o,oo 

Effect of Connection Rerouting on Application Performance in Mobile Networks 
P. Mishra and M. Snvastava .... ... .. ........... .. ............................................................................................................................................. . 

Measuring and Optimizing COREA latency and Scalability Over High-Speed Networks 
A.S. Gokhale and D.C. Schmidt ............................................................................................................................................................ , ........... . 

Per-Node Multithreading and Remote latency 
K. Thilikamol and P. Keleher ............................................................................................................................................................................ .. 

Hierarchical, Adaptive Cache Consistency in a Page Server OODBMS 
M. Zaharioudakis and M.J Carey .......................................................................................................................................................... .. 

Maintaining Strong Cache Consistency in the World Wide Web 
P. Cao and C. Liu .. .... ..... ... .. ..... .......... .. .... .... .. ....................................................................................................................... . 

Concurrency Control and View Notification Algorithms for Collaborative Replicated Objects 
R. Strom, G. Banavar, K. Miller A. Prakash, and M. Ward ...... ........ .. ............................................................................................................ .. 

IEF CONTRIBUTIONS 
Accuracy vs. Precision in Digital VLSI Architectures for Signal Processing 

C. Alippi and L. Briozzo .. ........ ......... .... .......... ........ .. 

A Prioritized Petri Net Model and Its Application in Distributed Multimedia Systems 
S.-U. Guan, H.-Y. Yu, and J.-S. Yang ............................................................................... .. 

Throughput Analysis of B-Networks 
F.C.M. Lau and W.C. Poon ... 

Salvaging Test Windows in BIST Diagnostics 

·• ••• .. •••••••• .. ••• .. •••• ............ ,, ... ,, ........... u,• ••••• •••••••• .. •••••••••••••·• •••••••• • ••• .... ,,..,, •• •••••• ,,,.,.,,,. 

J. Savir ........................ ..... .. .... ........................................................................................................................................... . 

DCm Codes for Constructing t-ECIA UED Codes 
C.-N Yang and C.-S. Laih .. ... . ................................................................................................................................................................. . 

Ill 11,l, ,I ,II,,,, ,.i/,, /, I, I If,, I I,/,, ,II I I 11 • 11 II 1/ 

******-*-**J Cf!F-RT SORT tf R042 
041998 1!6 

BRITISH LIBR~RY (DSC-X9) 
Rf:ADF·:DRE f!Cf-)0Et1IC SERVICES INC 
SUITES 204-208 
901 ROUTE 

00201 
IEEE~ 

COMPUTER 
SOCIETY 

htt p://computer.org • tc@computer.org 

369 

371 

391 

414 

427 

445 

458 

472 

477 

482 

486 

492 

Akamai Ex. 1021 
Akamai Techs. v. Equil IP Holdings 

IPR2023-00329 
Page 00001



9Qe IEEE TRANSACTIONS ON COMPUTERS, VOL. 47, NO. 4, APRIL 1998 445 

ree } Maintaining Strong Cache Consistency 
in the World Wide Web 

lhe 
91 , 
'Ill· 
lin, 
In 

rch 

re­
in­
:he 
8$, 
et­
:l<I, 
,is. 
la. 
he 

ri 
he 
ter 
in 

he 
n~ 
1111 
!er 
01 
lM 
1111 
::l-

id 
'Id 
0-
)8 

b­
~ 
II· 
at 
is 
8· 
'IS 

t 
Ill 
,e 

,g 

Pei Cao and Chengjie Liu 

Abstract- As the Web continues to explode in size, caching becomes increasingly important. With caching comes the problem of 
cache consistency. Conventional wisdom holds that strong cache consistency Is too expensive for the Web, and weak consistency 
methods, such as nme-To-Llve (TTL), are most appropriate. This study compares three consistency approaches: adaptive TTL, 
polling-every-time and Invalidation, through analysis, implementation, and trace replay in a simulated environment. Our analysis 
shows that weak consistency methods save network bandwidth mostly at the expense of returning stale documents to users. Our 
experiments show that invalidation generates a comparable amount of network traffic and server workload to adaptive TTL and has 
similar average client response times, while polling-every-time results In more control messages, higher server workload, and longer 
client response times. We show that, contrary to popular belief, strong cache consistency can be maintained for the Web with little or 
no extra cost than the current weak consistency approaches, and It should be maintained using an invalidation-based protocol. 

Index Terms-World Wide Web, cache consistency, invalidation protocols, distributed systems, performance analysis and 
measurements. 

1 INTRODUCTION 

T HE exploding popularity of the World Wide Web 
(WWW) has led to exponentially increasing traffic on 

the Internet. Since the network infrastructure does not grow 
at an exponential rate, the increase of network load has lead 
to increased latency in accessing Web documents. Fortu­
nately, caching can reduce both network traffic and docu­
ment access latency. By caching replies to HTTP requests 
and using the cached replies whenever possible, client-side 
Web caches reduce the network traffic between clients and 
Web servers, reduce the load on Web servers, and reduce 
the average user-perceived latency of document retrieval. 

For Web caches to be useful, however, cache consistency 
must be maintained, that is, cached copies should be up­
dated when the originals change. We define weak consis­
tency as the consistency model in which a stale document 
might be returned to the user and strong consistency as the 
model in which, after a write completes, no stale copy of 
the modified document will ever be returned to the user. 
The exact definition of the completion of a write varies by 
the consistency approaches. 

Existing Web caches mostly provide weak consistency. 
That is, a stale document might be returned to the user, 
though infrequently. Weak consistency mechanisms include 
ITL (Tune-To-Live), in which a client considers a cached 
copy up-to-date if its time-to-live has not expired, and cli­
ent polling, in which a client periodically contacts Web 
servers to verify the freshness of cached copies. Weak con­
sistency, however, is not always satisfactory. Users have to 
be aware that the browser may occasionally display a stale 
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page. To make sure that a requested document is up-to­
date, a user has to instruct the browser to "reload," which 
means contacting the Web server to validate the cached 
copy. Reload not only burdens the user, but also burdens 
the Web server. Essentially, lack of strong consistency re­
duces the effectiveness of client caches as a way to improve 
the scalability of the Web. 

In this paper, we investigate the cost and performance of 
two approaches that provide strong consistency, invalidation 
and polling-every-time. In the invalidation approach, the 
Web server keeps track of all the client sites that cache a 
document and, when the document is changed, sends in­
validation messages to the clients. A write is considered 
complete when invalidation messages reach all of the rele­
vant clients. In the polling-every-time approach, every time 
the user requests a document and there is a cached copy, 
the cache first contacts the Web server to validate the 
cached copy, then returns the copy to the user. In this ap­
proach, a write is complete when the modification is regis­
tered in the server's file system. 

We compare invalidation and polling-every-time with a 
widely used weak consistency approach, adaptive ITL [6], 
through analysis, implementation, and trace replay experi­
ments. Adaptive TTL is shown to perform the best among 
existing weak consistency protocols (11). Using a simple 
model that captures the interleave of document requests 
and modifications, we demonstrate that weak consistency 
protocols save network bandwidth mostly at the expense of 
returning stale documents to the users, and the comparison 
of invalidation and polling-every-time depends on the 
relative frequency of document requests and modifications. 

We implemented the three consistency approaches in the 
popular Web caching system Harvest [7], and compared 
their performance by replaying Web server traces through 
the prototypes running on workstations connected by an 
Ethernet. Our experiments show that the invalidation 
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approach performs the best among the three consistency 
approaches: It provides strong consistency at a cost that is 
similar to that of adaptive TIL. Compared with adaptive 
TIL, invalidation generates similar (within 6 percent) num­
bers of network messages and imposes similar server load 
(within 3 percent). It also has similar client response times, 
though, occasionally, a request is stalled for a long time 
(due to an inefficiency in our current implementation, the 
server does not accept new requests until it finishes sending 
aU invalidation messages). Polling-every-time, on the other 
hand, generates significantly more network messages (as 
high as 50 percent in some experiments) and imposes 
higher server CPU load. Thus, strong cache consistency can 
be maintained on the Web with little or no extra cost than 
the current weak consistency approaches, and invalidation­
based protocols are the appropriate methods. 

2 RELATED WORK 

Our study is motivated by recent work on Web caching and 
Web cache consistency. In particular, Gwertzman and Selt­
zer' s paper (11) gave an excellent comparison of cache con­
sistency approaches via simulation, and concluded that a 
weak-consistency approach such as adaptive TIL would be 
best for Web caching. The main metric used in (11) is net­
work traffic. The study did not address many other impor­
tant questions, such as server loads, client response times, 
and consistency message latency. 

Another study that is similar to ours is Worrell's thesis 
(21). The study investigates using invalidation as the con­
sistency approach in hierarchical network object caches. It 
compares invalidation with a fixed TIL approach, in which 
a single time-to-live is assigned to all files. The study con­
cludes that invalidation is a better approach for cache con­
sistency. However, the results in (21) rely on the existence of 
a hierarchical caching structure, which significantly reduces 
the overhead for invalidation. Unfortunately, hierarchical 
caches are not yet widely present in the Internet. Thus, we 
focus on invalidation in the absence of caching hierarchies. 

Another study (20) describes a light-weight caching 
server that employs both adaptive TIL and invalidation for 
cache consistency. However, the paper focuses on compar­
ing the performance differences between the Light-weight 
server and the CERN proxy server, and does not compare 
the consistency approaches. 

Though we chose the Harvest system [8], [7] for our im­
plementations, there are many other Web caching software. 
Popular browsers, such as Netscape and Internet Explorer, 
all offer some form of client caching. CERN proxy (17) of­
fers caching for all its clients, using TIL as the consistency 
mechanism. We choose Harvest due to its source code 
availability and good performance (20). 

Cache consistency problems exist in any system that uses 
some form of cache to speed up accesses. In particular, cache 
consistency protocols have been studied extensively in com­
puter architecture [12), distributed shared memory (DSM) 
(16), [5], network and distributed file systems (19], [13], (18), 
and distributed database systems (9], (10). The consistency 
problems are slightly different in the four contexts. 

IEEE TRANSACTIONS ON COMPUTERS, VOL. 47, NO. 4, APRIL l98a 

In computer architecture and DSM systems, the consis­
tency algorithms must handle multiple writers to a data 
item, and are subject to the most stringent limits on CPtJ 
and storage overheads. The World Wide Web so far pro­
vides only a single-writer multiple-reader interface for 
document retrieval, and processors, as well as storage, are 
relatively fast and cheap compared to the Internet band. 
width. On the other hand, some of solutions in the com­
puter architecture and DSM contexts apply to the Web. For 
example, our initial interest in this work came from diseus­
sions with Kaxiras and Goodman at the University of Wis­
consin at Madison on applying the GLOW scalable hard. 
ware shared-memory coherence protocol (14) to cache con­
sistency on the Web. GLOW uses hierarchical caching and 
hardware multicast network for invalidation messages. 
Though we did not pursue the idea due to the lack of hier­
archy on the Internet, GLOW-style multicast protocols can • 
potentially improve the performance of invalidation signifi. 
cantly by saving network traffic and reducing server load 
This remains part of our future work. 

In distributed databases, the database system must pro­
vide transactional guarantees over a set of data accesses in 
the presence of caches [9], [10). In comparison, the Web 
provides a much more primitive interface. Thus, the Web 
cache consistency problem is much simpler than the data­
base cache consistency problem. However, many of the per­
formance trade-offs between polling (called "validity 
check" in [10)) and invalidation (called "change notifica­
tion" in (10]) are similar in both contexts. In this paper, we 
mainly compare strong cache consistency protocols with 
the current weak cache consistency approach in the Web. 
We plan to look more into leveraging the techniques in da­
tabase consistency algorithms to improve the performance 
of Web consistency protocols. 

Of the four contexts, the cache consistency problem of 
network and distributed file systems (19), [13], [18] is most 
similar to the Web consistency problem. The main differ­
ences are that the Web is orders of magnitude bigger than 
any distributed file system, and the systems participating in 
the Web are heterogeneous, use different operating systems, 
and belong to different organizations. Despite the differ­
ences, there are similarities in the solutions. For example, 
the TIL approach is very similar to the NFS protocol for 
cache consistency [19), the polling-every-time approach is -
similar to what is adopted in the Sprite file systems (clients 
contact the server on every file open/ close) (18], and in• 
validations are essentially callbacks in AFS (13). The unique 
challenge in the Web is to scale these protocols to the size of 
the Internet. Though many recent studies on distributed file 
systems followed the trend of letting client workstations 
assume more responsibilities, including caching, consis­
tency maintenance, and failure resilience (4], (1), these tech­
niques do not easily apply to the current Web because most 
web clients have limited resources. 

3 CONSISTENCY APPROACHES 

This section discusses in more detail the three cache con· 
sistency approaches, the load they put on the network, and 
the consistency they provide under the current Internet. 
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,is- 3.1 Cache Consistency Maintenance 
lta The current HTTP protocol provides two mechanisms for 
'U cache consistency. Each URL (Universal Resource Locator) 
·0- document has a "time-to-live" (or "expire") field, which is 
·or an a priori estimate of how long the document will remain 
tre unchanged. The time-to-live field can be used by the cache 
d- manager to determine if a cached copy is up to date. In ad-
n- dition, each client can send an "if-modified-since" request, 
or ' containing the URL of the document and a timestamp, to 
1s- the Web server. Upon receiving the request, the server 
is- checks whether the document has been modified since the 
d- timestamp. If so, the server returns the status code "200" 
n-

1 
and the new data; otherwise, the server returns the code 

1d , "304," which stands for "document unmodified." 
~s. Existing Web caches mostly utilize combinations of two 
ir- basic approaches for cache consistency. The TTL approach 
m , maintains cache consistency using the copy's time-to-live 
fi- attribute; a cached copy is considered valid until its TTL 
d. • expires, at which point the next request to it results in an 

"if-modified-since" message. The client polling approach 
sends an "if-modified-since" request every time the validity 
of a cached copy needs to be verified. 

0-

in 

a-
r-

re 
:h 
b. 

3- ! 

The difficulty with the TTL approach is that it is often 
hard to assign an appropriate time-to-live for a document. 
If the value is too small, the server will be burdened with 
many "if-modified-since" messages, even when the do~­

ty ment is not changed. If the value is too large, the probab1l­
a- ' ity that the user will see a stale copy of the document sig­

nificantly increases. Similar difficulties exist with the client 
polling approach in deciding when to send "if-modified­
since" requests. 
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The adaptive TIL approach handles the problem by 
adjusting a document's time-to-live based on observations 
of its lifetime. The approach, also called the Alex protocol, 
was first proposed in (6). Adaptive TTL takes advan~age of 
the fact that file lifetime distributions tend to be bimodal 
[4], [2]; if a file has not been modified for a long time, it 
tends to stay unchanged. Thus, in adaptive TTL, the cache 
manager assigns a time-to-live attribute to a document, and 
the time-to-live is a percentage of the document's current 
"age," which is the current time minus the last modified 
time of the document (this information is provided in the 
header of a HTTP reply). 

Studies [6], [11) have shown that adaptive TTL can keep 
the probability of stale documents within reasonable 
bounds (< 5 percent). The Harvest cache manager [7] 
mainly uses this approach to main\ain cache consistency, 
with the percentage set to 50 percent. 

Though adaptive TTL keeps the frequency of stale docu­
ments low, it does not eliminatP its occurrence. Two other 
approaches can provide stronger consistency guarantees. 

The polling-every-time approach simply sends an "if­
modified-since" request every time a request for a docu­
ment hits in the cache. The approach has the advantage that 
it can be implemented easily in the existing HTTP protocol, 
and, indeed, the Netscape browser allows users to select 

t . Harvest also uses the "time-to-live" field of a document if the Web 
server provides one. In addition, the percentage and maximum TTL can_ be 
ad1usted and set for specific types of documents through configuration 
files. 

Client C I Q--_ 

Clieo1C2 0-

Client Cn 0-

Web Server 

Fig. 1. Modeling clients' requests to documents. 

Darnroeor DI 

DocumeotDn 

this approach for cache consistency. The problem with this 
approach, however, is that the user waits a network round­
trip latency on every document retrieval, even though the 
document itself is cached. 

The invalidation approach relies on the server to send 
out notifications when a file is modified. It is similar to the 
cache consistency mechanism used in the wide-area file 
system AFS. The server keeps track of all the client sites 
that cache a particular document and, when the document 
is changed, the server sends out invalidation messages to 
all the clients. Upon receiving an invalidation message, the 
cache deletes the cached copy (if there is one), but does not 
retrieve a new copy. The advantage of this approach is that 
it eliminates the stale copy problem (subject to network 
connectivity) with low cost. The disadvantage of this ap­
proach is that current HTTP protocol does not include in­
validation messages. 

3.2 Analysis of Network Traffic 
We can analyze the network traffic contributed by the three 
approaches through a simple model. There are many Web 
servers and clients in the Web. A particular Web server may 
have many documents, and more than one clients may re­
quest the document (Fig. 1). If we focus on a particular cli­
ent C2's accesses to a particular document Di, we can cal­
culate the network traffic due to delivering D1 to C2. The 
total network traffic is then the sum of the network traffic 
incurred by each client-document pair. 

During a time period, C2 may request to view D1 multi­
ple times, and D1 may change many times as well. The in­
terleave of requests and file modifications can be expressed 
as a stream: "r r rm mm r rm r r rm m rm." The stream 
completely captures the events relevant to C2's acces~ to 
D11 for the period from C2 bringing D1 into its cache until C2 
evicting D1 from its cache. That is, the first "r" is th~ r~gular 
GET request and the last "r" is the request that hits m the 
cache just before D1 is replaced. If D1 is changed before C2 
brings it into cache again, the stream is ended by a file 
modification "m." Assuming C2's cache makes the same 
cache replacement decisions, regardless of the consistency 
protocol, we only need to look at a single stream to com-
pare the network traffic of the consistency approaches. . 

We distinguish between two types of network traffic: 
control messages and file transfers. The control messages 
include regular GET requests, "if-modified-since" requests, 
invalidation messages, and "304" replies. The reason for 
distinguishing the two is because control messages~ usu­
ally much smaller than file transfers. The average ~ize _of 
control messages is usually less than 200 bytes., while file 
transfers vary from a few thousand to over tens of thou­
sands of bytes. 
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TABLE 1 
M ESSAGE COUNTS FOR THE T HREE CONSISTENCY A PPROACHES 

Messages Polling-Every-Time Invalidation Adaptive TTL 
"Ger Requests 1 RI 1 

If-Modified-Since R-1 0 TTL-missed - 1 

304 replies A-RI 0 TTL-missed -TTL-missed-and-new-doc 
Invalidation 0 RI 0 
Total Control Msg 2R-RI 2RI 2TIL-missed -TTL-missed-and-new-doc 
File transfers RI RI RI - stale-hit-intervals 

R is the total number of requests and RI is the interval of requests with no intervening modification. 

0 

d 
te 
p 

Let R be the number of times C2 views D1, and let RI be 
the number of intervals during which C2 repeatedly requests 
D1 while D1 is unchanged. For example, R is nine in the pre­
vious sequence, and RI is four. Assuming the cache at C2 al­
ways has space for D1, the minimum amount of network traf­
fic needed to ensure that C2 always sees an up-to-date ver­
sion of Dis RI control messages plus RI file transfers. 

The consistency protocols generate different messages: 

• In adaptive TfL, the first request is a regular GET re­
quest, and subsequently, for each request that hits in 
the cache but the document's time-to-live has expired, 
an "if-modified-since" message is sent. Of all the "if­
modified-since" requests, only those that are the first 
"if-modified-since" requests in their access intervals 
receive a reply carrying the new document, and all 
others receive a reply "file not changed." If an "if­
modified-since" request does not occur in an access 
interval, all requests in the interval are stale hits, and 
the interval is called a stale-hit-interval. A file transfer 
occurs upon the first "if-modified-since" request in an 
access interval. 

• In polling-every-time, except the first request, all re­
quests are cache hits and result in "if-modified-since" 
requests, of which only RI - 1 requests are useful (re­
ceiving new documents), and the rest only result in 
"304" responses. The number of file transfers is ex­
actly RI, since the file is delivered once at the begin­
ning of every access interval. 

• For invalidation, the number of invalidation messages 
is the number of access intervals, not the number of 
file modifications. The reason is that once an invali­
dation is sent, the client no longer caches the docu­
ment, so, unless the client accesses the document 
again, there is no need to notify the client about the 
document's changes. Thus, an invalidation message is 
only sent upon the first modification after an access 
interval. The first request in each access interval gen­
erates a new GET request, resulting in RI GET re­
quests, and RI file transfers. 

Table 1 shows the control messages and file transfers of the 
three consistency approaches. 

We can make the following observations from Table 1: 

• The only times when adaptive TfL saves file transfers 
over the other approaches are when stale documents 
are returned to user. Since network bandwidth is 
mostly consumed by file transfers, this means that the 
bandwidth saving of the TfL approach comes mainly 
at the cost of stale hits. 

• Invalidation incurs at most twice the minimum number 
of control messages; both polling-every-time and invali­
dation incur the minimum number of file transfers. 

n 

4 
• Though adaptive TfL also incurs fewer control mes­

sages than polling-every-time, it may incur more 
control messages than invalidation if the TfL expires • 
and the document is not changed. 

• The comparison of polling-every-time and invabda- .., 
tion depends on the relative frequency of requests h 
and modifications. If modifications happen often, but 1. : 
requests happen infrequently, then invalidation incurs 
an extra invalidation message on every request. On 
the other hand, if requests happen frequently between 
modifications, polling-every-time may generate too 
many validation requests. 

Thus, strong consistency mechanisms do not necessarily 
consume more network bandwidth than weak consistency 
mechanisms. 

3.3 Consistency in the Presence of Failures 
Our discussion so far ignores the fact that in today's Inter­
net, networks, servers, and clients may fail at any time. The 
three approaches provide different consistency guarantees • 

C 

in the presence of failure. I 
Polling-every-time guarantees that, when the user re­

quests a document, the returned document is up-to-date at 
the time when the server processes the "if-modified-since" 
message. If a server or network failure happens when the 
user requests a document, polling-every-time can inform 
the user of the failure. The user can then choose to view the 
cached copy while being aware that the copy maybe stale 
and server or networks failures are hindering the propaga- , 
tion of updates. 

Invalidation guarantees that, when the user requests a 
document, the returned document is up-to-date within the 
time it takes the server to send an invalidation message to 
the client. However, if a network partition prevents the 
flow of information from the server to the client, the user 
might view stale documents for an extended period of time • 
without knowing it. The only way to guard against it is for I 
the client to periodically contact the server to make sure the 
network links and the server are up. 

Depending on implementation, invalidation can guar­
antee that the cached files are in a "casually'' consistent 
state even when a network failure occurs. Essentially, if the 
messages are delivered in order (as in TCP) and the server 
sends out invalidations for document A before it sends out 
invalidations for document B, then, if a client sees the new 
version of document B and then requests document A, the 
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client is guaranteed to see the new version of document A 
or be notified that a network failure occurred. This guaran­
tee can be quite useful in certain situations. 

Adaptive TTL can only guarantee that the returned 
document is up-to-date within the specified time-to-live 
period. To keep overhead low, time-to-live must be similar 
to the life-time of the document, which can be hours, days 
or even months. Thus, it is much larger than the network 
delays or the invalidation processing delays, which are of­
ten well within a second. Thus, strong consistency ap­
proaches provide a much better guarantee on the "fresh­
ness" of documents. 

4 IMPLEMENTATION 

We implemented all three consistency approaches in the 
Harvest Web caching system. (Source codes can be found in 
http://www.cs.wisc.edu/-cao/icache.) We ignore the support for 

• cache hierarchies in Harvest, and all consistency operations 
happen between the Web server and individual cache sites. 
For example, invalidation does not depend on higher level 
caches to send out invalidation messages to lower level 
caches-the Web server sends invalidation to all cache sites. 

en 4.1 Adaptive TTL 
00 , We improved the original adaptive TTL implementation in 

Harvest. Every time a cache hit happens, the cache entry's 
ily time-to-live is checked. If it expires, the original implementa-
cy tion deletes the entry and sends a regular GET request for the 
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;. document. Our implementation keeps the cached file and 
sends an "if-modified-since" request instead. 

4.2 Polling-Every-Time 
For polling-every-time, we simply send an "if-modified­
since" request to the server every time a cache hit happens. 
If the server replies with status code 304, the cached copy is 
returned to the user. If the server replies with the docu­
ment, the cached copy is deleted, the new copy is put in the 
cache and returned to the user. 

4.3 Invalidation 
The Harvest cache software provides both a proxy cache for 
client browsers and an HTTP accelerator for Web servers. 
The accelerator intercepts HTTP requests by running on 
port 80 and putting the Web server on port 81. The original 
purpose of the accelerator is to improve server performance 
by keeping a main memory cache of URL documents. We 
implemented the invalidation approach in the accelerator to 
avoid modifying the server. 

The accelerator has to perform three basic operations: 
, keeping track of the remote sit<!S that cache a copy of a 

document, detecting changes to the document, and sending 
out invalidation messages. 

4.3. 1 Keeping Track of Client Sites 
ir-
nt The accelerator maintains an invalidation table which rec-
1e ords, for each URL document, a list of remote sites that ac-
er • cessed the document since the previous invalidation of the 
ut document. We do not rely on the client telling the server 

w whether it will cache a document; rather, every time a client 
accesses the document, we assume that it might cache the 

document and add its address to the remote site list. (For 
those who are worried about scalability issues, see Section 6.) 

4.3.2 Detecting Changes 
Detecting modifications to a document is surprisingly non­
trivial. There are many ways a URL document can be modi­
fied, including all the editors and shell commands like 
"cp." The only reliable way to detect changes to a file is at 
the file system level. One would like a trigger mechanism in 
the kernel to dispatch a user-level handler every time a file 
is modified. Unfortunately, most operating systems do not 
provide such mechanisms. 

We identify two approaches for the accelerator to detect 
changes to a document. The first, "notify," provides a 
check-out/ check-in mechanism for the user. The document 
is considered changed when it is checked-in, and the check­
in utility automatically informs the accelerator about it. The 
second approach takes advantage of the fact that users of­
ten invoke the browser to see a document when they 
change it. Thus, when the proxy server sees a request from 
the browser for a local document, it suggests to the accel­
erator to check whether the document has been modified. 
This means that each entry in the invalidation table needs 
to keep a timestamp of when the document was last seen 
modified. A third alternative is for the accelerator to check 
the status of all files periodically. We ruled it out because 
the overhead is prohibitively high for even moderate num­
bers of files. We implemented both "notify" and the 
browser-based approach in Harvest. 

4.3.3 Sending Invalidations 
We added a new HTTP message type: INVALIDATE. An 
INVALIDATE message can carry either a URL or the Web 
server address. In the former case, a proxy cache that receives 
the message checks to see if the URL is cached. If so, it de­
letes the cached copy; if not, it ignores the message. In the 
latter case, the proxy cache checks to see if it has copies of 
documents from the Web server, and marks those copies as 
questionable. A questionable copy needs an "if-modified­
since" message before it can be returned to the user. This 
form of message is used when the Web server site fails. 

Upon detecting changes to a document, the accelerator 
sends out INVALIDATE messages carrying the URL to all 
the client sites. Once a client receives the invalidation mes­
sage, the accelerator deletes it from the site list of the 
document. Thus, if the client does not access the document 
again, it will not receive future invalidations. 

4.3.4 Handling Failures 
There are three failure scenarios. The first is when a proxy 
is down and misses an invalidation message. Our solution 
is simply to let the proxy mark all its cache entries as ques­
tionable when it recovers. When the user requests a ques­
tionable entry, the proxy checks with the server using "if­
modified-since." 

The second scenario is when the server site fails (i.e., 
both the accelerator and the Web server die). When the 
server site recovers, it must send out invalidation messages 
for the documents that were changed during the failed in­
terval. This requires that site lists for all documents survive 
the failure. We could implement it by logging every HTTP 
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TABLE 2 
SUMMARY OF THE TRACES U SED IN OUR E XPERIMENTS 

Trace EPA SDSC ClarkNet NASA SASK 
Trace Duration 1 day (9/29/96) 1 day (8/22/95) 1 0 hours (8/28/95) 1 day (7 /1 /95) 8 days (7 /1-8/95) 

Trace Records 47,748 28,338 64,078 64,715 52,963 

Requests Replayed 40,658 25,430 61,703 61,823 51,471 

Number of Files 3,787 1,661 6,574 1,667 2,129 

Avg. File Size 21 KB 14 KB 13 KB 44KB 12 KB 

File Popularity 1,642 (8.2) 1,020 (12) 680 (8) 3,138 (31) 1,155 (14) 

The last row, file popularity, measures how popular the files at different servers are. For each trace, it shows the maximum number of different client 
sites that requested the same document (the atierage is shuum in parentheses). For example, files al NASA art apparently nwre popular than files at 

other servers. 

request to disk before servicing it, but the overhead would 
be too high. 

Our solution is to store on disk a list of all the sites that 
ever received a document from the server. When the accel­
erator recovers, it sends an INVALIDATE message carrying 
the Web server address to all sites in its list. The solution 
incurs low overhead: A disk access is only necessary when 
a new client site which has never been seen before contacts 
the server. The accelerator keeps an in-memory table of all 
the site addresses it has seen, and updates the list on disk 
when a new site enters. 

The third scenario is when network partitions occur 
between the server site and the client site. This is the hard­
est failure case to handle. It is difficult to maintain strong 
consistency in the event of network partition. Our current 
solution is to use TCP to send invalidation messages, and, 
when the TCP message fails, use periodic retry. 

5 PERFORMANCE COMPARISON 

We compare the performance of the three approaches by 
replaying Web server traces in a simulated environment. 
Below, we first discuss the performance metrics we are in­
terested in, then the Web traces and the simulation scheme, 
and, finally, our results. 

tion), and the cost of sending invalidate messages to 
all the sites maybe high. Thus, we keep track of the 
total storage required by the site lists and the time it 
takes the server to send all the invalidation messages 
for each modification. 

We instrumented our Harvest implementation to keep ap­
propriate counters for these measurements. The server load 
is measured by running an "iostat" on the server machine; 
the "iostat" process reports the disk and CPU utilizations 
for each minute. We report the average of the utilization 
ratios for the duration of each trace replay. 

5.2 Web Access Traces 
We used five Web server traces from the Internet Traffic 
Archive (http://town.hall.org/Archives/pub/lTN). The servers are: 

• ClarkNet: a commercial Internet provider for the 
Metro Baltimore-Washington DC area; 

• EPA: the EPA WWW server located at Research Trian­
gle Park, North Carolina; 

• NASA: the NASA Kennedy Space Center WWW 
server in Florida; 

• SASK: the Web server at the University of Saskatche­
wan, Saskatoon, Canada; 

• SDSC: the WWW server for the San Diego 
Supercomputer Center. 

' \ I 
" 

5.1 Performance Metrics 
Our performance comparison of the approaches includes 
the following criteria: 

Since replaying the traces through the prototypes is quite 
time consuming, we used only part of the available traces 
for ClarkNet, NASA, and SASK. A summary of the traces • 

• Total number and bytes of messages: The total num­
ber and byte count of messages sent by the clients and 
the server, including the messages needed to service 
HTTP requests and to maintain cache consistency. 

• Client response time: The latency from sending an 
HTIP request until receiving the document, meas­
ured from the browser; it reflects the delay experi­
enced by the user. 

• Server load: The average load experienced by the server 
to satisfy the incoming requests and maintain cache 
consistency, measured as CPU and disk utilizations. 

appears in Table 2. 
We did not use the trace files as is, but applied several 

preprocessing steps. Below, we describe each of the pre­
processing steps and discuss their effect on the results. 

First, we replay only the requests that are cachable and 
have a status code of either 200 or 304. In other words, 
POST requests, requests that have responses with status 
code 302 (temporarily moved), 401 (unauthorized), 403 
(forbidden), etc., are filtered out. The total number of trace 
records and the number of requests we replay are listed in 
Table 2. The effect of this filtering is that it magnifies the 
performance differences between the consistency ap­
proaches, because the consistency protocols have no effect 

T 

• Stale hits: Since adaptive TTL does not maintain 
strong consistency, a stale copy may be returned to 
clients. We count all such occurrences. 

• Invalidation cost: One of the main concerns for in­
validation is that the server may hav maintain a 
large list for each document to record all sites that 
have accessed the document (since its last invalida-

on such requests, and all incur the same overhead for them. 1 
Second, we assume that file modifications do not change +" 

file sizes. Since a small number of documents are modified 
during the trace period, the trace may record different sizes 
for the same file. We assign a fixed size to every document, 
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taking an average of its reported sizes in the trace. If a 
I document only appears in the trace with "304" replies (that 
_, is, no size information is available), the document size is set 
I to be the average size of the document type in the trace file. 
t The effect of this assumption is that the experiments do not 

accurately reflect the bandwidth savings from stale hits, 
' but, rather, reflect only the expected average bandwidth 

reduction by stale hits. 
Third, we assign pseudo-IP addresses to requests that 

come with client host names, rather than IP addresses. The 
only reason we need the IP addresses is to determine which 
pseudoclient emulates which real client (see the next section). 
Some traces provide the client IP address of each request. For 
traces that do not provide the client IP address, we assign a 
pseudo-IP address by splitting the host name into a network 
name and a hostid, and assigning numbers to the network 
name and hostid based on their first appearances in the trace. 
This is done to facilitate the setup of the experiments. 

Finally, since the traces do not come with complete file 
modification history, our simulation uses synthetic modifica­
tion patterns. As explained below, our synthetic modification 
pattern reflects a bimodal file life time distribution where 90 
percent of the files are changed infrequently, and 10 percent 
of the files are changed frequently. We choose the bimodal 
distribution because it has been observed in the file life time 
distribution in many real systems [3], [11), and adaptive TTL 
works particularly well under such distribution. 

5.3 Simulation by Trace Replay 
We measure the performance of adaptive TTL, polling­
every-time, and invalidation by running the traces through 
the implemented prototypes in an environment emulating 
the Internet. We pick five workstations, connected with a 
fast Ethernet {lOOMb/s). One of the workstations is desig­
nated as the pseudoserver, and the others are pseudoclients. 
The workstations are SPARC-20s with 64MB of main mem­
ory running Solaris 2.4.1. 

5.3. 1 Pseudoserver 
The pseudoserver emulates the Web server in each of the 
traces. The workstation runs the NCSA HlTPD 1.5.1 web 
server and the Harvest server accelerator. On its disk, it also 
has scaled copies of all the URL documents in the trace. 
Due to disk space limitations, we scale down the size of 
each document by a factor of 100 and create a file of the 
scaled-down size with the same pathname in the HTTP 
document directory. Our calculation of the bytes of network 
messages scales back the file transfer sizes by 100 to reflect 
the actual amount of traffic in the network. Though the 
scaling reduces the client response time, the effect is the 
same on all three approaches. 

5.3.2 Pseudoclients 
Each pseudoclient generates the requests for approximately 
one fourth of the real clients in the trace. Each real client has a 
clientID, which is a 32-byte integer concatenating the four 
bytes in its IP address. Pseudoclient i handles real clients 
whose clientID mod 4 is i. A caching proxy (Harvest "cached") 
runs on each pseudoclient. A separate program reads every 
record from the trace file and, if the real client in the record 
is handled by the pseudoclient, generates a corresponding 

HTTP request and sends it to the proxy process, then waits 
for the reply. The proxy checks if the request URL is in 
cache and, if not, forwards the request to the Web server. 

Since, in reality, client sites do not share caches, we 
simulate separate caches for individual clients. The proxy 
concatenates the real client's clientID to the URL before 
putting the document in cache. That is, if client x requests 
document urlO, and the proxy fetches urlO from the server, 
the proxy puts the reply as ur/O@x in its cache. If client y 
asks for urlO next, the request would be a cache miss. How­
ever, if client x asks for ur/0 again, the request would be a 
cache hit. In running the invalidation prototype, the proxy 
sends the real clientID along with the GET request to the 
server, so that the accelerator can register the clientID in the 
site list. The proxy also handles the invalidation messages 
to individual real clients. 

5.3.3 Timing Coordination in Trace Replay 
To coordinate the replay of timestamped requests, a time 
coordinator is introduced to run the simulations in lock 
step for every five minutes in the trace file. The coordinator 
first broadcasts the current simulated time, then all the 
pseudoclients send requests whose timestamps in the trace 
file fall in the five minute interval after the current simu­
lated time. After a pseudoclient finishes its requests, it 
sends a reply back to the time coordinator. After collecting 
all replies from the pseudodients, the time coordinator 
broadcasts a new simulated time which is five minutes after 
the previous one. The time coordinator also coordinates the 
modifier process, as described below. 

5.3.4 Document Modification 
Since the traces do not contain enough information on the 
modification history of the documents, we generate the 
modifications ourselves. We use a hot/ cold pattern, where 
10 percent of the documents change frequently and the rest 
of the documents have a very long life time. The experi­
ments treat the cold files as if they do not change during the 
simulated period, which is a reasonable approximation 
given the relatively short durations of our traces. 

ln selecting the hot files in the hot/ cold pattern, we 
make sure that documents of varying degree of popularity 
are equally sampled. We sort the documents by their de­
grees of popularity (i.e., the number of different sites re­
questing them) and pick one out of every 10 files on the list. 
This is to make sure that the simulations include the cases 
of popular files changing frequently, which we feel is the 
case for many commercial servers. 

A modifier process is run on the pseudoserver to gener­
ate the file changes. Based on the timing information sent 
by the coordinator, the modifier chooses a random file from 
the hot files to modify every N seconds. This modification 
pattern leads to a geometric life time distribution for the hot 
files; N is set so that the average life time of the hot files is a 
particular value (for example, five days). For each selected 
file, the modifier performs a "touch," which updates the 
last modified time of the file, then a "check-in" of the file, 
which notifies the accelerator that the file has been modi­
fied. After the modifier finishes its work for the five minute 
interval, it sends a reply back to the time coordinator. 
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TABLE 3 
RESULTS FOR EPA AND SASK 

Trace EPA, 40,658 requests SASK, 51,471 requests 

Modification 72 files modified 1 , 148 files modified 

Approach TTL Polling Invalidation TTL Polling Invalidation 

Hits 8,530 8,533 8,532 16,456 16,565 16,268 

GET Requests 32,128 32,125 32,126 35,015 34,906 35,203 
If-Modified-Since 205 8,533 0 922 16,565 0 
Reply 200 32,128 32,136 32,126 35,388 35,689 35,203 
Reply 304 205 8,522 0 549 15,782 0 
Invalidations 0 0 96 0 0 6,028 
Total Messages 64,666 81,316 64,348 71,874 102,942 76,434 

File xfer bytes 238MB 238MB 238MB 185MB 187MB 183MB 
Ctrl msg bytes 3.38MB 5.06MB 3.35MB 3.91MB 7.09MB 4.29MB 
Message Bytes 241MB 243MB 241MB 189MB 194MB 187MB 

Stale Hits < 11 0 0 <410 0 0 

Avg. Latency 0.166 0.175 0.158 0.124 0.138 0.134 
Min Latency 0.010 0.039 0.010 0.010 0.039 0.010 
Max Latency 12.2 122 20.1 32.1 12.2 107.0 

ServerCPU 37.6% 41.6% 38.6% 26.0% 30.2% 27.6% 

Disk RW/s 2.7;3.1 2.6;3.2 2.8;3.3 .37;2.2 .41;2.3 .41;2.5 

TABLE 4 
R ESULTS FOR CLARKNET AND NASA 

Trace ClarkNet, 61,703 requests NASA, 61,823 requests 

Modification 40 files modified 144 files modified 

Approach TTL Polling Invalidation TTL Polling Invalidation 

Hits 6,102 6,119 6,094 9,740 9,758 9,754 

GET Requests 55,601 55,584 55,609 52,087 52,069 52,073 
If-Modified-Since 13 6,119 0 113 9,758 0 
Reply 200 55,601 55,611 55,609 52,098 52,110 52,073 
Reply 304 13 6,092 0 102 9,717 0 
Invalidations 0 0 424 0 0 466 
Total Messages 111,228 123,406 111,642 104,400 123,654 104,612 

File xfer bytes 503MB 503MB 
Ctrl msg bytes 5.95MB 7.20MB 
Message Bytes 509MB 510MB 

Stale Hits <27 0 

Avg. Latency 0.204 0.210 
Min Latency 0.010 0.039 
Max Latency 15.0 13.8 

ServerCPU 38.3% 40.4% 
Disk RW/s 3.6;3.4 3.8;3.S 

5.4 Results 
Tables 3, 4, and 5 show the performance of the consistency 
approaches during the replay of the traces. Shown in the 
table are the replays of the EPA trace with average hot file 
life hme of five days, the SASK trace with hot file life time 
of 1.4 days, the OarkNet trace w;th hot file life time of five 
days, the NASA trace with hot file life time of 0.7 days, and 
the SDSC with hot file life time of .25 days and of 2.5 days. 
The average hot file life times are chosen to sample the life 
time range from less than a day to over five days, which 
roughly corresponds to the life time range for hot files 
found in other studies [3], [11). 

Data are presented in rows. "Hits" lists the number of 
client cache hits. "GET Requests" through "Invalidations" 
list the number of messages of different types. "Reply 200" 
means the number of replies with status 200 ("document 

503MB 1.31GB 1.31GB 1.31GB 
599MB 5.96MB 8.01MB 5.98MB 
509MB 1.32GB 1.32GB 1.32GB 

0 <30 0 0 
0.202 .188 .195 .184 
0.010 0.010 0.039 0.010 
12.2 13.9 12.2 20.4 

38.1% 32.6% 36.1% 34.4% 
3.6;3.S .25;2.5 .24;2.6 .25;2.8 

follows"); these are file transfers in response to a GET re­
quest or an "if-modified-since." "Reply 304" means the 
number of replies with status 304 ("file not modified") in 
response to an "if-modified-since." "Total Messages" re­
ports the total number of messages. The next three rows list 
bytes of file transfer messages ("file xfer bytes"}, bytes of 
control messages ("Ctr! msg bytes"), and total bytes of mes­
sages ("Message Bytes"). 

"Stale Hits" reports the number of stale hits in adaptive 
Tn.. The three rows following it list the average, minimum, 
and maximum of client response times. Finally, "Server CPU" 
and "disk RW /s" are the average CPU utilization and the av­
erage number of disk reads and writes per second at the pseu­
doserver workstation, as reported by iostat (the server load 
numbers are only meaningful for comparison purposes). Be­
low, we look at each performance metrics in more detail. 
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TABLE 5 
RESULTS FOR SDSC WITH Two AVERAGE FILE LIFE TIMES 

Trace SDSC, 25,430 requests SDSC, 25,430 requests 

Modification 57 files modified 576 files modified 

Approach TTL Polling Invalidation TTL Polling Invalidation 

Hits 4,907 4,907 4,905 4,904 4,907 4,847 

GET Requests 20,523 20,523 20,525 20,526 20,523 20,583 
If-Modified-Since 239 4,907 0 572 4,907 0 
Reply 200 20,535 20,549 20,525 20,595 20,614 20,583 
Reply 304 227 4,881 0 503 4,816 0 
Invalidations 0 0 248 0 0 2,190 
Total Messages 41 ,524 50,860 41,298 42,196 50,860 43,356 

File xfer bytes 263MB 263MB 263MB 264MB 264MB 264MB 
Ctrl msg bytes 2.39MB 3.38MB 2.36MB 2.47MB 3.38MB 2.57MB 
Message Bytes 265MB 266MB 265MB 266MB 267MB 266MB 

Stale Hits <14 0 

Avg. Latency 0.160 0.173 
Min Latency 0.010 0.038 

Max Latency 12.2 12.2 

ServerCPU 34.1% 35.6% 
Disk AWis .94;2.3 1.4;2.0 

5.4. 1 Cache Hits 
Looking at the number of cache hits, we see that the three 
approaches have fairly similar numbers in most experi­
ments, except for SASK. To understand the difference in 
SASK, we have to look at the impacts the three approaches 
have on cache hits. 

Harvest's implementation of adaptive TTL replaces ex­
pired documents first. Coupled with adaptive ITL's con­
servative estimate of the file's lifetime, this policy can lead 
to undesirable effects. For example, if a document has just 
been modified at the server and then requested by a client, 
adaptive TTL assigns a short life-time to the document. The 
document is then among the first to be replaced when cache 
space is needed, despite the fact that it was recently 
brought into cache and may be accessed again soon. This 
effect shows up in the replay of SASK; examination of 
simulation results shows that there are many documents 
replaced due to TTL expiration, accounting for the lower hit 
ratio compared to polling-every-time. Clearly, if adaptive 
TTL is used as the cache consistency protocol, TTL expira­
tion should not be a factor in determining whether a docu­
ment should be replaced. 

Invalidation has a beneficial effect on cache hits. In in­
validation, the proxy cache deletes stale documents upon 
receiving invalidation messages. This frees up cache space 
for fresh documents. Thus, invalidation tends to have fewer 
file transfers than polling-every-time, though its cache hit 
count appears lower (because our cache hit counts include 
"hits" on stale documents in the case of polling-every-time). 

5.4.2 Number of Messages 
Rows "GET Requests" through "Invalidations" list the 
number of network messages according to their types. 
Numbers in the "invalidations" row include both invalida­
tion messages and their acknowledgments from the clients. 
All messages are small control messages, except "Reply 
200" messages, which are responses from the server carry­
ing the document (that is, file transfers). 

0 <22 0 0 

0.165 0.172 0.1n 0.186 
0.010 0.010 0.038 0.010 
12.2 8.7 8.6 51 .6 

32.7% 33.6% 36.7% 34.7% 
1.0;2.2 .92;2.5 .72;2.2 .65;2.3 

The tables show that the number of control messages in­
curred by adaptive TTL to maintain cache consistency (that 
is, if-modified-since messages and "304" replies) is similar 
to the number of control messages incurred by invalidation. 
The reason is that invalidation messages are not sent to a 
client every time the file is modified, but, rather, when the 
file is modified after the client has requested a copy. Thus, 
the number of invalidation messages is proportional to the 
times when the client needs to get a new copy of the file. 
Since adaptive TTL also sends if-modified-since requests 
when it guesses that the client needs to get a new copy of 
the file, the number of control messages in the two cache 
consistency protocols are similar. 

Polling-every-time has significantly more control mes­
sages. This is because every cache hit generates an if­
modified-since request, and the majority of such requests 
result in "304" replies because the frequency of file changes 
are far less than the frequency of cache hits. 

Thus, in terms of total message counts, adaptive TTL and 
invalidation are similar, while polling-every-time has 10 
percent to 50 percent more messages. 

5.4.3 Network Bandwidth Consumption 
The tables show that adaptive TTL and invalidation have 
very similar total message bytes, given that their file trans­
fer counts and control message counts are very similar. As 
the stale hit count shows, adaptive TTL is very successful at 
keeping stale hit ratio low, and thus has file transfers simi­
lar to the strong consistency protocols. 

The tables also show that polling-every-time has 50-100 
percent more control message bytes, though their contribu­
tion to the total message bytes is less than 3 percent. In gen­
eral, control messages are much shorter than file transfers. 
However, control message overhead in polling-every-time 
increases as the cache hit ratio increases, and can become 
significant when the cache hit ratio is high. 
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TABLE 6 
INVALIDATION COSTS 

Trace EPA SASK ClarkNet NASA SDSC(57) SDSC(576) 

Storage 1.0MB 621 KB 1.6MB 742 KB 489KB 474KB 

Avg. Sltelist 4 13 26 6.7 8.3 12.0 

Max. SiteUst 23 666 103 70 81 503 

Avg. Invalidation Time .180 1.15 2.18 .295 .437 .813 
Max. Invalidation Time 1.82 106 8.88 7.45 6.78 50.9 

SDSC(57) is the SDSC rq,lay with troUage fik life timL of 2.5 days and SDSC(576) 1s the rq,/ay with the .25-day life timL. 
NStoragtN is the amcunt of memory consumtd by site lists at the tnd of each tract rq,lay simulation. The troUage and maximum 
site list kngths are takm among the silt lists of Jilts that havt bttn modified. Invalidation timt is tht timL 1t takes the acalerator 
to send all invalidation messagts for ant document modification. 

5.4.4 Stale Hits 
Though our experiments did not count them exactly, the 
number of stale hits in adaptive ITL is bounded by the dif­
ference between the number of useful "if-modified-since" 
requests in polling-every-time and that in adaptive ITL (a 
useful "if-modified-since" request is the one that results in a 
file transfer). Assuming that all cache hits in adaptive ITL 
are cache hits in polling-every-time, the difference is an 
upper bound on the number of stale hits (it is not exactly 
the number of stale hits because cache hits under polling­
every-time maybe cache misses in adaptive ITL because of 
adaptive ITL's eviction of TTL-expired documents). This 
upper bound on stale hits is listed in the tables. 

The results show clearly that adaptive ITL is very suc­
cessful at keeping stale hit ratio low, most of the time under 
.1 percent and always less than 1 percent. In other words, 
adaptive TTL does not save much network traffic compared 
to invalidation, but it also keeps the stale hit ratio very low. 
Invalidation still has the advantage of providing the guar­
antee that if the propogration time for invalidation mes­
sages is bounded by t seconds, clients never see documents 
more than t seconds stale. Because adaptive ITL adjusts the 
time-to-live period according to the age of the file copy, it is 
difficult to provide such guarantee. 

5.4.5 Client Response Times 
The results show that contacting the server at every cache 
hit costs polling-every-time a high minimum latency and a 
higher average latency. Invalidation's average latency is 
similar to that of adaptive ITL, except when the number of 
invalidation messages is very high. 

The numbers show that invalidation has a significantly 
larger worst-case latency, that is, a request from the browser 
can be stalled for a long time. Comparing the data with 
those in Table 6 shows that this is mainly due to the fact 
that, in our current implementation, the accelerator does 
not accept new requests until all invalidation messages for 
a document have been sent via TCP. A more fine-tuned im­
plementation would have a separate process sending the 
invalidation messages, thus avoiding the maximum latency 
problem. On the other hand, the numbers do show that 
sending invalidation messages via TCP takes time, and the 
invalidation protocol needs to either limit the number of 
invalidation messages for each document (see Section 6), or 
use reliable multicast schemes. 

Since the experiments are done in the local area network, 
how would the relative comparison of the response times 

change in the real Internet? We can estimate the trend by 
looking at the number of client-server interactions in the 
three approaches. Polling-every-time incurs a server inter­
action upon every request, adaptive ITL incurs fewer " if­
modified-since" interactions, and invalidation incurs "in­
validate" interactions. Thus, polling-every-time will have a 
much worse average response time in the Internet. How­
ever, "invalidate" interactions do not directly impact client 
response times. The proxy's action upon receiving an in­
validation message is simple: Evicting the stale document. 
As long as sending invalidations is decoupled from han­
dling regular HTrP requests at the server site, the only im­
pact sending invalidations has on client response times is 
that it increases server CPU load and consumes kernel re­
sources for networking (such as socket descriptors), and 
this may, in turn, increase response times when the server is 
overloaded. However, the number of "if-modified-since" 
requests incurred by adaptive ITL is similar to the number of 
invalidation messages in invalidation, and the "if-modified­
since" requests burden the server in similar fashion. Thus, 
we believe that in the real Internet, invalidation would still 
have similar client response times as adaptive Tll... 

5.4.6 Server Loads 
The last two rows in Tables 3, 4, and 5 show the average 
server CPU utilization and disk read/write per second 
du.ring the trace replay. Looking at the numbers, we see that 
polling-every-time generally has a higher server CPU utili- • 
zation, especially when the proxy cache hit ratio is high. 
This reflects the CPU cost of handling "if-modified-since" • 
requests at the server. Invalidation tends to have a slightly 
higher CPU utilization than adaptive ITL, but the differ- • 
ences are mostly within 3 percent. The disk loads are simi- ~ 

lar since all three approaches log incoming requests. 
Table 6 shows the invalidation costs. The numbers show , 

that the storage consumed by site lists is actually quite 
small (on the order of 20 to 30 bytes per request), and the .. 
main concern is the time for sending invalidation messages. 
Comparing the two runs of SDSC, we see that, when more 
files are modified, the chance that a file with a very long 
site list is modified increases and, thus, the maximum and 
average invalidation times increase. 

How would the results change in the Internet? Clearly, 
the delay for sending invalidations using TCP is longer, 
which means the invalidation approach occupies longer 
memory resources used for network protocol handling and 
incurs more CPU overhead. However, the delays for receiving 
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"if-modified-since" requests and sending "304" replies are 
also longer, with the same effect on the server load of adap­
tive TTL and polling-every-time. Thus, we expect the rela­
tive comparison of CPU and disk utilization to stay mostly 
unchanged. 

5.4. 7 Summary 
To summarize, our experiments show: 

• Adaptive ITL works very well at keeping stale hit ratio 
low, but strong consistency protocols, such as i11validatio11, 
do not cost more in comparison. Whether it is in terms of 
cache hits, network traffic, response time, or server 
loads, invalidation performs quite similarly to adap­
tive TTL, while providing strong cache consistency. 

• /11validntio11 is n preferred method for 111aintai11i11g strong 
consistency than polling-er•ery-time. Except in the ex­
treme case of file lifetimes on the order of minutes, 
cache hits occur much more often than file modifica­
tions. Thus, invalidation incurs much fewer network 
transactions than polling-every-time. It also improves 
cache utilization by deleting stale copies, and incurs 
less server CPU overhead. 

• Sending a large number of i11validntio11 messages via TCP 
cn11 lead to long delays. If not implemented carefully, 
the delay can cause a client request to stall for a long 
time. 

The results suggest that invalidation should be used to 
maintain strong cache consistency in the Web. However, a 
simple invalidation scheme has a scalability problem, as 
evidenced by the long invalidation time. In Section 6, we 
introduce a two-tier lease-augmented invalidation scheme 
that addresses the problem. 

5.5 Limitations in the Experiments 
There are many limitations in our experiments. First, the 
trace replay is performed in a local area network instead of 
the Internet. The effect of this limitation on client response 
times and server loads has been discussed above. The 
number of cache hits, network messages, and stale hits are 
not affected by the trace replay environments. Second, we 
use server traces in the experiments, instead of client or 
proxy traces. Since requests seen by the server are partially 
filtered by client caches, server traces show a lower hit ratio 
at the client sites. This means that, in reality, polling-every­
time performs even worse than the results shown here. 
However, we expect the relative comparison between in­
validation and adaptive TTL to stay the same, since the two 
approaches are less affected by client hit ratios. Finally, the 
traces are for short periods and relatively old. However, we 
believe the experiments still give us valid insights on the 
comparison of the three consistency approaches. 

6 SCALABILITY ISSUES 

There are a number of scalability concerns in the invalida­
tion approach, including the storage needed to keep track 
of client sites for each document, the CPU overhead to 
search and update the site lists, and the time to send invali­
dation messages. Results in Section 5.4 show that, for short 
periods (from 10 hours to eight days), memory consump-

tion and CPU overhead do not pose serious problems to 
invalidation. However, site lists grow linearly with the 
number of requests seen by the server, which in tum in­
creases linearly with time. Thus, unless some measure is 
taken, the size of site lists can grow to be unmanageable. 

The solution is to augment the simple invalidation 
scheme with leases. Every document shipped from the 
server to a client carries a lease. The server promises to no­
tify the client via invalidation if the document changes be­
fore the lease expires. The client promises to send an "if­
modified-since" request to the server when the lease ex­
pires, to validate the freshness of its copy. Thus, the server 
only needs to remember clients whose leases have not ex­
pired. For example, if the lease is three days, the total size 
of site lists is bounded by the total number of requests seen 
by the server for the last three days. The performance of the 
invalidation approach reported in the last section can be 
interpreted as the performance of a lease-augmented in­
validation scheme with the lease equal to the duration of 
each trace. 

A second optimization further reduces the size of site 
lists and the number of invalidation messages. From the 
server's point of view, the benefit of site lists and invalida­
tion messages is reduced "if-modified-since" request traffic. 
Thus, the server would like to remember only those clients 
that are truly interested in its documents and view the 
documents multiple times. To achieve this goal, the server 
assigns a very short lease (possibly zero) to regular "GET" 
requests, and assigns the regular lease to "if-modified­
since" requests. The scheme trades extra "if-modified­
since" requests for filtered site lists; only those clients that 
ask to view the document for the second time are remem­
bered by the server. We call this scheme "two-tier lease­
augmented invalidation." 

The two-tier approach is quite effective at reducing site 
list sizes. For example, at the end of the eight-day SASK 
trace, the site lists have only 5,021 entries, compared to 
29,106 entries under the simple invalidation scheme. The 
maximum Ieng.th of the site list of a document is reduced 
from 1,155 entries to 521 entries. The reduction is achieved 
with 5,021 extra "if-modified-since" requests, much less 
than the 16,565 requests generated by polling-every-time 
(Table 3). Other traces have similar results. 

6.1 Variable Leases 
The two-tier approach is only a special case of a general 
technique in which the server varies the lease attached with 
each reply to suit its own needs. Essentially, a lease allows 
the server to trade the frequency of "if-modified-since" re­
quests with the overhead of remembering the client and 
sending invalidation messages. The frequency of "if­
modified-since" requests from a client cache depends on 
the frequency of cache hits to the document at the client. 
Thus, there are three factors that affect the choice of an op­
timal lease for each reply: the expected frequency of cache hits 
at the client site, the expected life-time of the documents (i.e., time 
till next modification), and the current length of the site list of the 
document. 

Various adaptations can be designed based on each of 
the factors. For example, the two-tier approach above 
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changes the leases based on the first factor. Another similar 
approach is for the server to give out replies with nonzero 
leases only to Web proxies (which act as gateways between 
many users and the server). Considering the second factor, 
the server can monitor the modification history of the 
document, shorten the leases when the document becomes 
active (i.e., modified often), and increase the leases when 
the document becomes dormant. Considering the third 
factor, the server can reduce the leases proportionally as its 
available storage runs out, and increase the leases as more 
storage becomes available. The server can also revoke a 
lease given to a client (thereby deleting all information it 
keeps about the client) by sending the client an invalidation 
of the document. Based on the protocol, the client will con­
tact the server upon next access. 

Clearly, there is a rich design space for variable-lease al­
gorithms. We have only characterized it based on the fac­
tors that determine the optimal leases. A full investigation 
requires a large collection of Web access traces unfiltered by 
browser caches and proxy caches. We are still in the process 
of collecting the traces and plan to study the best combina­
tion of the above adaptation techniques through simulation 
and implementation. 

Finally, proxy caches and browser caches should use dif­
ferent consistency protocols. Browser processes are started 
and stopped by the user. WWW proxy processes are ex­
pected to be always up and running. Since the invalidation 
approach requires client processes to be able to receive in­
validation messages at any time, it is more appropriate for 
maintaining strong cache consistency between proxy caches 
and Web servers. If the browser wants to keep its cached 
copies strongly consistent, it should communicate with its 
proxy. That is, the proxy acts as a receiver for invalidation 
messages to contents in browser caches, and retains the 
messages to be queried by browsers. The proxy retains all 
invalidation messages received in the last N days, and the 
browser is asked to check the freshness of all its cached 
documents at least once every N days. Since many compa­
nies and Internet Service Providers already use or are con­
sidenng using Web proxies, the majority of browser proc­
esses will be behind Web proxies. For browsers that directly 
connect to the Web server, polling-every-time can be used 
to maintain strong cache consistency if desired. 

7 CONCLUSION AND FUTURE WORK 

We have analyzed and compared the performance of three 
consistency maintenance approaches: adaptive TTL, polling­
every-time, and invalidation. Our results show that invali­
dation performs similarly to adaptive TTL (within 3 percent 
most of time) in terms of network traffic, average client re­
sponse times, and server CPU loads. Polling-every-time, on 
the other hand, leads to significantly more network messages 
and higher response times than adaptive TTL. Thus, it is fea­
sible to maintain strong cache consistency for the Web, and 
invalidation is the right approach for it. We have also de­
scribed a two-tier lease-augmented invalidation scheme that 
addresses the scalability issues in invalidation. 

There are many limitations in this study. In addition to 
what we listed before, we have not considered many other 
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concerns that may dictate the consistency approach taken 
by a Web server. Documents are not all equally important to 
the user. Not all Web servers want to keep its copies con­
sistent across the Internet. What we have shown is that, for 
those that do care, invalidation is feasible, and it is a better 
approach than TTL or client polling. For those commercial 
Web sites that want to control the accesses to their contents, 
invalidation should be merged with other hit-metenng 
protocols [15) to provide both the benefits of caching and 
the availability of access control. Finally, for clients that are 
behind a firewall, invalidation should operate between the 
Web server and the proxy running at the firewall machine 
(many companies run Web proxies for the exact reason of 
handling Web traffic through the firewall); the proxy then 
relays the invalidation messages to the clients inside the 
firewall. 

Much future work remains. We plan to improve the im­
plementation of the invalidation protocol, looking into 
UDP-based or multicasting schemes that reduce the mes­
saging overhead. We also plan to implement the two-her 
lease-augmented invalidation scheme and improve failure 
handling in the consistency approach. We hope to provide a 
highly efficient, high-performance implementation of in­
validation protocols that can be widely deployed in the 
Internet. 
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