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(57) ABSTRACT 

A System and method manage delivery of energy from a 
distribution network to one or more Sites. Each Site has at 
least one device coupled to the distribution network. The at 
least one device controllably consumes energy. The System 
includes a node and a control System. The node is coupled 
to the at least one device for Sensing and controlling energy 
delivered to the device. A control System is coupled to the 
node and distribution network for delivering to the node at 
least one characteristic of the distribution network. The node 
for controls the Supply of energy to the device as a function 
of the at least one characteristic. 
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SYSTEMAND METHOD FOR CONTROLLING 
USAGE OF A COMMODITY 

RELATED APPLICATIONS 

0001. The present application claims priority to U.S. 
patent application Ser. No. 10/402,370 filed Mar. 28, 2003, 
which claims priority to U.S. Provisional Patent Application 
Serial No. 60/368,963 filed Mar. 28, 2002 and to U.S. 
Provisional Patent Application Serial No. 60/383,027 filed 
on May 24, 2002, all of which are hereby incorporated by 
reference. 

FIELD OF THE INVENTION 

0002 The present invention relates generally to the deliv 
ery of a commodity, and more particularly, to a System and 
method for managing the delivery and usage of a commodity 
Such as electricity, natural gas, Steam, water, chilled or 
heated water, or potable or recycled water. 

BACKGROUND OF THE INVENTION 

0.003 Traditionally, utilities have done an excellent job of 
providing a reliable Source of power to their customers. 
Utilities do this by accurately predicting consumer demand 
and then ensuring that they have adequate generation 
resources available to meet that demand. Historically, 
demand for power increases each year during peak heating 
and cooling months, resulting in a need for ever increasing 
amounts of generation capacity. A review of the peak period 
demand clearly show that the need for a Substantial amount 
of new generation assets could be eliminated if there was a 
way to shift Some of the demand from peak to off peak times. 
0004. The deregulation of the electric industry has 
heightened concerns over power outages, price volatility and 
how the eventual outcome will impact the economy and our 
way of life. 

0005 For example, recent events in California have cap 
tured the headlines and amplify these concerns. California 
Suffers from 10 years of load growth with no new generation 
facilities being built to meet the demand. Internet data 
centers like the one in San Jose represent unanticipated new 
demands for power 24 hours a day equal to that of 60,000 
homes. State mandated deregulation activities forced the 
major utilities to Sell off their generation assets resulting in 
them having to buy the power they used to Self generate 
from others. 

0006 Demand reduction programs and more advanced 
controls have been proposed to assist in reducing demand 
during peak times. 

0007 Currently, utilities do offer demand reduction pro 
grams to their customers. These programs are designed to 
shift loads out of peak periods by providing a financial 
incentive for consumers to move loads to a time when it is 
leSS expensive for the utility to produce or obtain power. 
Time of day rate is an example of Such a program. 

0008 Another type of program offered by utilities is the 
traditional Demand Side Management (DSM) program. This 
type of program provides the customer a monthly credit for 
allowing the utility to interrupt power to major loads in their 
home during peaks or emergencies. 
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0009 While both of these programs have been shown to 
work, they each have their problems. Time of day rate 
programs may be difficult for customers to understand. 
Therefore these programs have a very low participation rate 
among the customer base. DSM programs, on the other 
hand, have a much higher participation rate. However, DSM 
loadsheds are seldom exercised by the utility. And, when the 
utility does exercise a loadshed, the resulting interruption of 
power tends to affect customer comfort, thereby causing 
large numbers of customers to drop out of the program. In 
addition, current DSM programs cannot differentiate 
between those consumers that contribute to a load control, 
and those that don’t, while providing incentive credits to all 
who sign up. 

0010 While both time of day rates and DSM programs 
can be effective, each have challenges in the area of cus 
tomer Satisfaction that erode their usefulness. In addition, 
utilities earn little revenue from these types of offerings and 
therefore look to new generation as a more economically 
viable option. 

0011. Thermostats, thermostatic control devices and 
environmental control Systems have been designed, manu 
factured and placed in use for many years. These devices are 
primarily designed to Sense the temperature inside a site 1.04 
and based on occupant designated Setting, activate the 
heating and/or air conditioning System or Systems to main 
tain a comfort level based on the occupants designated level 
of comfort. There are two main types of design for these 
devices: a Standard Single control device or a dual control 
System. 

0012. The standard single control device can be set to 
activate a heating or cooling System based upon a manual 
Switch to Select either System and a degree Setting mecha 
nism to Select the desired temperature to heat or cool to if the 
temperature falls or rises below or above the occupant 
designated Set point. A dual control System is attached to 
both a heating and cooling System which has two Set points, 
one for the heating System activation and one for the cooling 
System activation. With this type of a control, the user Sets 
a desired minimum temperature, below which the heating 
System will be activated to raise the temperature during 
winter Seasons, and a maximum temperature, above which 
the cooling System will be activated to drop the temperature 
during Summer Seasons. 
0013 This type of temperature control device provides 
the occupant the convenience of not having to manually 
Select either the heating or cooling System, as is the case of 
the Standard Single control device, and allows the occupant 
to define a temperature range between which they are 
comfortable. Using these two main types of design as a base 
line, there are many variations, which have been developed 
over time. Over the years, these Sensing and control devices 
have moved from traditional bi-metal contractors to more 
Sophisticated electronic devices over the years, and have 
incorporated the ability to be programmed with multiple Set 
points for both heating and cooling as well as having the 
ability to activate these different set points based on time of 
day, day of week, and/or externally generated control signals 
from utility companies indicating a fixed cost tier that is in 
effect, e.g., low, medium, high & critical, and to interface 
with an infra-red motion Sensor that automatically Sets back 
the temperature to a predetermined point based on the 
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presence of a perSon in the area. However, most end use 
consumers do not have the time, experience, and/or acceSS 
to data to monitor, track, and use these devices. 

0.014. The present invention is aimed at one or more of 
the problems set forth above. 

SUMMARY OF THE INVENTION 

0.015. In one aspect of the present invention, a system and 
method manage delivery of energy from a distribution 
network to one or more Sites. Each Site has at least one 
device coupled to the distribution network. The at least one 
device controllably consumes energy. The System includes a 
node and a control System. The node is coupled to the at least 
one device for Sensing and controlling energy delivered to 
the device. A control System is coupled to the node and 
distribution network for delivering to the node at least one 
characteristic of the distribution network. The node for 
controls the Supply of energy to the device as a function of 
the at least one characteristic. 

0016. In another aspect of the present invention, a 
method of shifting energy requirements from a first period of 
time is provided. The method includes the Steps of measur 
ing energy usage of a controlled device operated by a 
customer, cutting off energy to the controlled device during 
the first time period, and providing a rebate to the customer 
based on actual energy Savings as a function of the first time 
period, the measured energy usage, and known power 
requirements. 

0.017. In still another aspect of the present invention, a 
thermostat device for controlling a heating and/or cooling 
System through interaction with a user is provided. The 
heating and/or cooling System are Supplied with energy 
through a power distribution network. The thermostat 
includes a control panel for receiving input from the user and 
a display coupled to the control panel for visually presenting 
information to the user. The thermostat device is adapted to 
receive a characteristic of the energy being Supplied and for 
displaying the characteristic on the display. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0.018. Other advantages of the present invention will be 
readily appreciated as the same becomes better understood 
by reference to the following detailed description when 
considered in connection with the accompanying drawings 
wherein: 

0.019 FIG. 1A is a block diagram of an energy manage 
ment System, according to an embodiment of the present 
invention; 

0020 FIG. 1B is a diagrammatic illustration of one 
implementation of the energy management System of FIG. 
1A; 

0021 FIG. 1C is a flow diagram of a process for man 
aging energy delivery according to an embodiment of the 
present invention; 

0022 FIG. 2A is a block diagram of a gateway node used 
in the energy management System of FIG. 1A, 

0023 FIG. 2B is a block diagram of a metering node 
used in the energy management System of FIG. 1A, 
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0024 FIG. 2C is a block diagram of a control node used 
in the energy management System of FIG. 1A, 
0025 FIG. 2D is a block diagram of a load control node 
used in the energy management System of FIG. 1A, 
0026 FIG. 2E is a block diagram of an implementation 
of the energy system of FIG. 1A at a customer site; 
0027 FIG. 3A is an illustration of an advanced thermo 
Stat device, according to an embodiment of the present 
invention; 
0028 FIG. 3B is a block diagram of the advanced 
thermostat device of FIG. 3A; 
0029 FIGS. 3C-3G are graphs illustrating an exemplary 
economic and comfort management control Strategy, accord 
ing to an embodiment of the present invention; 
0030 FIG. 4A is a graphical illustration of a customer 
GUI, according to an embodiment of the present invention; 
0031 FIG. 4B is a graphical illustration of a control 
panel of the GUI of FIG. 4A; 
0032 FIG. 4C is a graphical illustration of a virtual 
thermostat of the GUI of FIG. 4A; 
0033 FIG. 4D is a graphical illustration of an occupancy 
mode screen of the GUI of FIG. 4A; 
0034 FIG. 4E is a second graphical illustration of the 
occupancy mode screen of FIG. 4D; 
0035 FIG. 4F is a third graphical illustration of the 
occupancy mode screen of the GUI of FIG. 4D; 
0036 FIG. 4G is a graphical illustration of a thermostat 
scheduling calendar of the GUI of FIG. 4A; 
0037 FIG. 4H is a graphical illustration of a thermostat 
scheduling panel of the GUI of FIG. 4A; 
0038 FIG. 4 is a graphical illustration of a select day 
type drop down list of the GUI of FIG. 4A; 
0039 FIG. 4J is a graphical illustration of a config alert 
screen of the GUI of FIG. 4A; 
0040 FIG. 4K is a graphical illustration of a report 
screen of the GUI of FIG. 4A; 
0041 FIG. 4L is a graphical illustration of a daily 
temperature report pop up screen of the GUI of FIG. 4A; 
0042 FIG. 4M is a graphical illustration of a daily 
electrical report pop up screen of the GUI of FIG. 4A; 
0043 FIG. 4N is a graphical illustration of a configura 
tion data screen of the GUI of FIG. 4A; 

0044 FIG. 4O is a graphical illustration of a thermostat 
data screen of the GUI of FIG. 4A; 
004.5 FIG. 4P is a graphical illustration of a heating drop 
down list of the GUI of FIG. 4A; 
0046 FIG. 4Q is a graphical illustration of a cooling 
drop down list of the GUI of FIG. 4A; 
0047 FIG. 4R is a graphical illustration of a program 
participation screen of the GUI of FIG. 4A; 
0048 FIG. 5A is a graphical illustration of a utility GUI, 
according to an embodiment of the present invention; 

PETITIONER ECOBEE 
EX. 1004

PETITIONER GOOGLE EX. 1004



US 2004/0117330 A1 

0049 FIG. 5B is a graphical illustration of an immediate 
supply screen of the GUI of FIG. 5A; 

0050 FIG. 5C is a graphical illustration of an available 
program capacity pop-up of the GUI of FIG. 5A; 

0051 FIG.5D is a graphical illustration of a scheduled 
supply screen of the GUI of FIG. 5A; 
0.052 FIG.5E is a graphical illustration of a find eligible 
program dialog of the GUI of FIG. 5A; 

0053 FIG. 5F is a graphical illustration of program 
summery table of the GUI of FIG. 5A; 
0.054 FIG. 5G is a graphical illustration of a program 
definition screen of the GUI of FIG. 5A; 

0055 FIG. 5H is a graphical illustration of a reports 
screen of the GUI of FIG. 5A; and, 

0056 FIG.5I is a graphical illustration of a portion of the 
reports screen of FIG. 5H. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0057 1. Energy Management System and Methods 
Overview 

0.058 With reference to the drawings, and in operation, 
the present invention relates generally to a System 1.02 and 
method for managing the delivery and usage of a commod 
ity, Such as electricity, natural gas, Steam, water, chilled or 
heated water, or potable or recycled water. More Specifically, 
the System 1.02 is adaptable to manage the delivery and 
usage of energy, e.g., electricity and natural gas. While the 
below discussion focuses on the management of the delivery 
and/or usage of electricity, the present invention is not 
limited to Such the delivery and/or usage of electricity. 

0059. In general, the system 1.02 allows at least one 
customer (or user) located at a customer Site (indicated by 
reference number 1.04) and/or a utility (indicated by refer 
ence number 1.06) to manage delivery or usage of the 
electricity to the customer's site 1.06. The utility 1.06 may 
include both the generation of the electricity, e.g., via power 
plants, and/or the transmission of electricity to the customer 
sites 1.04. 

0060. The customer site 1.04 includes at least one device 
1.08 which uses electricity and at least one node 1.10. In the 
illustrated embodiment, the customer site 1.04 includes three 
devices: a metered device 1.08A, a controlled device 1.08B, 
and a metered and controlled device 1.08C. Each device 
1.08 may have an associated node 1.10. 

0061 AS discussed in more detail below, in the illustrated 
embodiment, there are four different types of nodes 1.10: a 
load metering node 1.10A, a control node 1.10B, a load 
control node 1.10C, and a gateway node 1.10D. 
0062) The gateway node 1.10D provides two way com 
munication between the gateway 1.10D and each other node 
1.10A, 1.10B, 1.10C and between the gateway node 1.10D 
and a utility control system 1.12. It should be noted that 
although there are only one of each the devices 1.08A, 
1.08B, 1.08C, shown, there may be any number of each type 
of device 1.08A, 1.08B, 1.08C (including zero). 
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0063. The load metering node 1.10A, in general, mea 
Sures the instantaneous power being delivered (typically, in 
kWh) to the associated metered device 1.08A. The load 
metering node 1.10A may also determine the total power 
delivered to the metered device 1.08A over a predetermined 
period of time, e.g., every 15 or 20 minutes. Information 
related to the instantaneous power being delivered and the 
accumulated power is delivered to utility 1.06 via the 
gateway control node 1.10D. For example, the metered 
device 1.08A may be an electricity meter which measures all 
power being Supplied to the customer Site 1.04. 
0064. The control node 1.10B, in general, is used to 
control the controlled device 1.08B. In the simplest form the 
control node 1.10B may controllably cut off and supply 
power to the controlled device 1.08B. For example, if the 
controlled device 1.08B is a pool pump used to filter a pool 
(not shown), the control node 1.10B may simply turn power 
to the pool pump on and off. Alternatively, the control node 
1.10B may have control over features of the controlled 
device 1.08B, e.g., Start time, end time, duration, etc. 
0065. The load control node 1.10C, in general, is used to 
both measure the instantaneous power being delivered to the 
controlled and metered device 1.08C and controls the device 
1.08C. The load control node 1.10C may also determine the 
total power delivered to the metered and controlled device 
1.08C over a predetermined period of time, e.g., every 15 or 
20 minutes. 

0.066 Nodes 1.10 may be utilized with any type of device 
1.08 for which it is desirable to control and/or measure its 
power usage. For example, nodes 1.10 may be associated 
with the entire customer site 1.04, a pool pump, an HVAC 
System, a water heater, any appliance, Such as a refrigerator, 
dishwasher, hot tubs, irrigation and well pumps, Spas, coffer 
maker, etc., or other electrical or electronic device, e.g., 
televisions, Stereos, etc. 
0067. The type of node 1.10 which is used with a device 
1.08 is dependent upon the device and whether it is desirable 
to measure the device's power usage, control the device or 
both. In one aspect of the present invention a node 1.10 may 
be separate from the device 1.08. For example, in each 
device 1.08 it may be desirable to measure the energy usage 
of the entire customer site 1.04. Thus, a load metering node 
1.10A may be associated with the site's electric meter. 
0068 Nodes 1.10 may either be integrated with the 
corresponding device 1.08 or be separate. For example, a 
load metering node 1.10A may be a separate device which 
is coupled to an electric meter (for retro-fit purposes). 
Alternatively, nodes 1.08 may be designed and manufac 
tured to be integral with the devices 1.10. 
0069. The customer may access and control the system 
1.02 through a user interface 1.14 (see below). The user 
interface 1.14 may be incorporated into another device, Such 
as a thermostat (see below). Additionally, the customer may 
be given access to the System 1.02 through external devices, 
Such as, mobile phones, personal digital assistants (PDA), 
laptop computers, desktop computers, or other Suitable 
devices. Such devices may be linked to the system 1.02 via 
the internet, a wireleSS data network, or other Suitable 
System. 

0070 The system 1.02 may be further accessed and 
controlled at the utility 1.06 via a utility interface 1.16 (see 
below). 
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0071. In one aspect of the present invention, the load 
metering node 1.10A, the control node 1.10B, and the load 
control node 1.10C communicate with the gateway node 
1.10D. In another aspect of the present invention, the load 
metering node 1.10A, the control node 1.10B, the load 
control node 1.10C, and the gateway node 1.10D may all 
communicate with each other. In the illustrated embodiment, 
the nodes 1.10 are interconnected by a network 1.18. The 
network 1.18 may be a wired network, such as an ethernet 
network, or a wireleSS network. 
0.072 An exemplary implementation of the system 1.02 
is shown in FIG. 1B. In this illustrated embodiment, the 
gateway node 1.10D communicates to the utility control 
system 1.12 via an “always on', secured wired or wireless 
network 1.20 through a cable modem, DSL modem, or other 
suitable means (not shown). The utility control system 1.12 
may be implemented in Software which is Stored and 
executed on a back-end Server 1.22 (see below). 
0073. In one aspect of the present invention, utility con 
trol system 1.12 and the back-end server 1.22 may be 
provided by and/or serviced and/or maintained by a third 
party, i.e., a Service provider, 1.24. 
0.074 Access to the utility control system 1.12 may be 
provided at the utility 1.06 through a secure network 1.26 
such as a virtual private network (VPN). 
0075 Remote access to the system 1.02 may be provided 
to the customer through the back-end server 1.22 via the 
internet 1.28. 

0.076. In the illustrated embodiment, the customer site 
1.04 includes a metered device 1.30A, shown as an electric 
meter, a controlled device 1.30B, shown as a pool pump 
(illustrated graphically as a pool), and a metered and con 
trolled device 1.30C, shown as a water heater. It should be 
noted, however, that any particular Site may include Zero, 
one or more of each type of device. In the illustrated 
embodiment, the System 1.02 also includes an advanced 
thermostat device 1.30D. Each device 1.30A, 1.30B, 1.30C, 
1.30D communicates with the gateway node or gateway 
1.1OD. 

0.077 As discussed more fully below, the customer has 
access to the System 1.02 and is able to monitor and control 
the nodes 1.10 and/or the devices 1.08 through the user 
interface 1.14. 

0078. The utility 1.06 may also monitor and control the 
usage of electricity by controlling the nodes 1.10 and/or the 
devices 1.08. More specifically, the utility 1.08 may define, 
modify, implement, and engage one or more Power Supply 
Program (hereinafter PSP or PROGRAM or PROGRAMS) 
which are designed to alleviate or reduce energy demand 
during peak periods. A PROGRAM may either be manda 
tory or optional. The user, through the user interface 1.14, 
may be able to Subscribe or sign up for one or more optional 
PROGRAMS. A PROGRAM may be either automatically 
implemented when a predetermined set of conditions occur, 
Such as time of day, or may be engaged, by the utility 1.06, 
as electricity demands require. 
007.9 For example, a PROGRAM may automatically 
shift discretionary residential loads out of peak demand 
periods and credit consumers who participate with KWH 
rebates based on their actual (measured & Verified) contri 
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butions. In one embodiment, the rebates would be directly 
related to the cost of the fuel or electricity during the shifted 
period. This PROGRAM delivers the same results Time Of 
Day rates were designed to deliver without a variable KWH 
cost component. Rebates for shifting demand provide the 
consumer incentive verSuS higher rates in peak periods. 
Further, the PROGRAM provides a variable rebate based on 
a customers actual contribution, instead of a fixed rebate. 
0080 With reference to FIG. 1C, in one embodiment of 
the present invention, a method of shifting energy require 
ments from a first period of time, is provided. The method 
includes the Step of measuring energy usage of a device 1.08 
operated by a customer (first step 1.32A). The device 1.08 
has a known power rating. In a Second step 1.32B, energy to 
the device 1.08 is cut off during the first time period. In a 
third step 1.32C, a rebate is provided to the customer based 
on actual energy Savings as a function of the first time 
period, the measured energy usage, and the known power 
requirements. 
0081 For example, returning to FIG. 1B, a PROGRAM 
may be defined to include all pool pumps for a given Set of 
customers, e.g., in a geographic location. The PROGRAM 
may be further defined by not allowing the pool pumps to 
run during a Set period of the day. Customers having a pool 
pump may sign up or “subscribe' to the PROGRAM. The 
power rating for a customer's pool pump must be known and 
is stored within the system 1.02. A load control node 1.10C 
is either integral with or Separate and coupled to the pool 
pump. The load control node 1.10C receives a signal from 
the utility control system 1.12 to disable the pool pump 
during the first time period. The load control node 1.10C 
further measures energy usage of the pool pump during the 
first time period to confirm that the pool pump is not 
running. 

0082) Another PROGRAM may also perform soft load 
control (control of comfort levels) on HVAC systems by 
modifying thermostat Set points, use of temperature ramping 
and restricting the use of heat Strips and Secondary Stages of 
compressors (see below). 
0083. In one aspect of the present invention, the system 
1.02 is designed to operate like a power plant, in that it 
would be dispatched every working day to shift peak loads 
but would not operate on weekends or holidays. Further, the 
energy saved through engagement of a PROGRAM may be 
Viewed as capacity in the same manner as the capacity of a 
power plant. 

0084. In one aspect of the present invention, the system 
1.02 records actual interval data for a given entity or 
customer, and for each device 1.08 within that entity, or 
Subsets thereof, as desired. In the case where the entity is a 
home, for example, actual energy interval data can be 
collected for each appliance, and/or Selected appliances. 
Communications between the gateway node 1.10D and the 
other nodes 1.10A, 1.10B, 1.10C can be via wired or wireless 
means, including microwave, infrared, Radio Frequency 
(RF), or other wireless communications method. The actual 
interval data can be a basis for computing a customer's 
rebate. The gateway node 1.10D can additionally collect 
information regarding the health and maintenance of the 
energy devices to which it communicates. Accordingly, the 
gateway node 1.10D and the other nodes 1.10A, 1.10B, 
1.10C, can be equipped to communicate based on the wired 
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or wireleSS communications channel. Furthermore, the com 
munications can be bi-directional, and can be encoded. The 
gateway node 1.10D can further communicate with the at 
least one server, and vice-versa. The gateway node 1.10D 
can thus include a processor and an Ethernet connection. 
Communications to the Server can be via cable modem, 
DSL, power line carrier modem, or another bi-directional 
wired or wireleSS Secured communications link. 

0085. In one embodiment, the gateway node 1.10D may 
include memory (see below) for storing pricing and Sched 
uling information. For example, a gateway node 1.10D may 
Store fifteen days of data when ninety-six readings from 
devices 1.08 are made per day. 
0.086 Rebates can be provided based on, for example, 
overall usage. In one illustration, if a water heater is “on” for 
/3 of the time, historically, a consumer can get a /3 rebate for 
a non-peak period water heater usage based on the water 
heater being “off” for the entire peak interval. 
0087. The system 1.02 may also be adapted to receive 
from the customer a budget goal for a Specified time period, 
e.g., one month. The System 1.02 may then monitor the 
customer's usage and Send an email or other notification to 
the customer if it is determined that the Specified budget goal 
will be exceeded during the Specified time period. 
0088 AS explained above and more fully described 
below, the system 1.02 may also include an advanced 
thermostat device 1.30D. The system 1.02 may have the 
ability to Sense the current indoor temperature and could be 
enhanced to include at a minimum, humidity Sensing, out 
Side temperature, UV intensity, wind direction and Speed, 
relative humidity, wet bulb thermometer, dew point and 
local weather forecast data or encoded signals as well as 
other analog or digital inputs used in the calculation of and 
maintenance of occupant comfort. In its basic form, the 
System 1.02 will manage the indoor air temperature. Using 
the optional enhanced System inputs, the System 1.02 may 
also manage the air quality and humidity at the Site by 
controlling the operation of the appropriate heating, filtra 
tion, conditioning and cooling equipment in conjunction 
with damper and fresh air input ducts, electrostatic filters 
and ionization devices to maximize comfort and indoor air 
quality. The System 1.02 may manage its operation of the 
available environmental conditioning resources to maintain 
the optimum temperature, humidity and air quality condi 
tions based on user defined minimum and maximum values 
for comfort indices and price of energy indices. In a more 
elaborate implementation, the System 1.02 may also have the 
ability to Switch energy types e.g., electric Versus gas for 
environment heating and would also have the ability to 
Switch Suppliers based on the asking price of the energy 
Supplier Serving the location if the Services of an energy 
broker are utilized. 

0089. In one aspect of the present invention, the system 
1.02 balances two primary factors. First, the system 1.02 
maintains the environment within occupant defined accept 
able minimum and maximum values at least for temperature 
and could be expanded to handle humidity and air quality. 
Second, the System 1.02 may vary these acceptable param 
eters based, on at a minimum, user defined preferences, price 
points and historical data (the gathering and retention of 
which is described later) to achieve the optimum environ 
mental conditions. To provide feedback to the customer, the 
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System 1.02 may also record the number of energy units 
(energy units as used here include for examples: kilowatt 
hours, BTU’s, Therms, and Jules but is not so limited) used 
as a function of time for each of the loads monitored and/or 
controlled by the system 1.02 and would have the ability to 
report back detailed consumption data as a function of time 
and Summarize these details to provide, at a minimum, daily 
averages for any defined period, monthly totals, as will as 
track the costs of each energy unit consumed per period and 
provide detailed and average daily cost for any user defined 
period as well as monthly totals. The system 1.02 may 
permit the entry of daily, weekly and monthly budget 
amounts for energy. The System 1.02 may monitor usage and 
provide Visual and audible alerts if these amounts are being 
exceeded, thereby providing the opportunity to make cor 
rections to System Settings to achieve desired economic 
results. The system 1.02 may be capable of controlling loads 
beyond its primary management function of the environ 
mental air management Systems using the same economic 
modeling techniques and controls that it uses to manage its 
primary functions. It may also manage, report and track total 
Site 1.04 energy unit usage and interface with energy unit 
Suppliers via a communications channel. The System con 
trols will be located at the site 1.04, while the processors for 
modeling and managing the Sources and types of energy 
units to be utilized and committed to will be distributed (at 
energy brokers, ESP's and utilities) and operate over a 
communications network without regard to the actual loca 
tion of or distance from the site 1.04. 

0090. In summary, and as explained in detail below, the 
System 1.02 Supports and provides a wide array of moni 
toring and control points including: 

0091) Whole house interval metering; 
0092] HVAC thermostat monitoring and control; 
0093 Sub-metering and control of other major loads 
(Such as pumps and electric water heaters); and, 

0094 Net metering for effective management of 
distributed generation assets. 

0095. In one embodiment, the system 1.02 is designed to 
provide monitoring and control of major loads, e.g., total 
electric load, HVAC systems, water heater, and pool pump 
(if existent). In another embodiment, the system 1.02 pro 
vides monitoring of most, if not all, devices which require 
energy, e.g., electricity or gas. 
0096. The system 1.02 is “always on', connecting the 
nodes 1.10 to the utility control system 1.02. This allows the 
system 1.02 to provide much higher levels of monitoring and 
management of loads. The always on connectivity allows 
the utility 1.06 to know exactly how much load is available 
from each participating end use device 1.08 at a customer 
site 1.04 and allows the utility 1.06 to aggregate that load up 
to a circuit, Sub Station or to any other desired combined 
total. The utility 1.06 may target Specific loads or geographic 
areas and manage demand more closely by getting verifi 
cation of control requests as curtailment commands are 
initiated. The utility 1.06 can then pass detailed load cur 
tailment data on to the back-office billing programs at the 
utility where credits can be applied to consumer bills com 
menSurate with their contributions. 

0097. In another aspect of the present invention, the 
system 1.02 has the ability to monitor and control remote 
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generating capacity Such as photovoltaic Systems (not 
shown) which may be located at a consumer site 1.04. Just 
as the System can monitor and Verify load control reductions, 
it is equally capable of monitoring, dispatching and verify 
ing remote generation capacity. 

0098. In still another aspect of the present invention, the 
system 1.02 allows the utility 1.06 to respond to requests for 
additional electrical Supply. For example, when the utility 
1.06 requires an increase in electrical supply, the utility 1.06 
will be able to review current capacity and call upon Some 
or all of that capacity in an Immediate Supply Request. 
Using the system 1.02, the utility 1.06 may command one or 
more customer Sites 1.04 that meet the Specified criteria, 
e.g., or enrolled in a specific PROGRAM, to provide their 
power contribution to the System's power generation Supply. 
The gateway nodes 1.10D will continuously update the 
system 1.02 with current demand information in the form of 
available messages. That information, along with profile 
data, can be presented to a System operator to help them 
locate the best Supply to call upon. 
0099. In one embodiment of the present invention, the 

utility interface 1.16 and the user interface 1.14 may be 
provided through a web browser (see below), Such as 
Internet Explorer, available from Microsoft Corp. of Red 
mond, Wash. 
0100. The utility interface 1.16 may display the capabil 
ity to define Power Supply Programs (PSP or PROGRAMS) 
in the System 1.02 and Selectively apply Substations and 
circuits that will participate in the PROGRAM when acti 
vated. The system 1.02 through the utility interface 1.16 may 
include the following capabilities. 
0101 The system 1.02 may allow an operator at the 

utility 1.06 to selectively assign devices 1.08 that apply to a 
specific PROGRAM. One or more substations and/or cir 
cuits may be included within the PROGRAM. 
0102) The system 1.02 may receive or generate an Imme 
diate Supply Request (ISR) when additional electrical Sup 
ply is needed. The Immediate Supply Request may include 
a start time and the Supply request duration. 
0103) An operator, using the utility interface 1.16, acti 
vates one or more PROGRAMS in response to the ISR. 
Activation of the one or more PROGRAMS may be imme 
diate or Scheduled at a future time. To activate a PRO 
GRAM, a PROGRAM schedule is downloaded to each of 
the gateway nodes 1.10D or nodes 1.10 affected. In one 
embodiment, the PROGRAM schedule may be downloaded 
to the appropriate gateway nodes 1.10D or other node 1.10 
in advance of the Scheduled time of operation. 
0104. In another aspect of the present invention, the 
System 1.02 can track, record, Store, compute, etc. which 
customers actually participate in a PSP and how much 
demand was reduced in the home for the PROGRAM 
period. 

0105 The utility interface 1.16 may also display the 
current load generation available from the existing System 
1.02. For example, a view of the current Power Distribution 
Network for a utility company including Transmission Sub 
stations (TSS), Distribution Substations (DSS), and circuits 
may be provided. The View may be appropriately annotated 
with identification information for each branch of the net 
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work (TSS, DSS and circuit). The view may display an 
aggregated capacity for a branch of the network currently 
available. The view may also indicate whether a PRO 
GRAM is currently active on a branch of the system 1.02. 
For an active power Supply program, the Scheduled comple 
tion time may also be indicated. 
0106 The system 1.02 may also continually aggregate 
capacity and the current Status of the distribution network 
and provides the updated information for display on the 
utility interface 1.16. 
0107. In a further aspect of the present invention, the 

utility interface 1.16 may allow the operator to analyze 
profiles of homes and individual load types. This data can 
allow the utility 1.06 to assess which loads should be 
curtailed to achieve the needed demand reduction. The 
System 1.02 may calculate home load profiles based upon 
information received from the load metering nodes 1.10A 
and/or load control nodes 1.10C. This may include HVAC 
profiling. Using this data, Site load profile data can be 
aggregated for the electrical distribution network topology. 
0108. The network topology load profile may be dis 
played as a Snapshot to the operator. The operator may also 
review load profiles available in the system 1.02 at a 
Specified time of day. 
0109 Configuration data is downloaded from the system 
1.02 to each of the gateway nodes 1.10D. For example, this 
may be done at one or more of the following: at predeter 
mined times, when requested by a gateway node 1.10D, 
and/or when a change, such as activation of a PROGRAM, 
has occurred. 

0110 For example, configuration data may include, but is 
not limited to the following: communication parameters for 
System components, Schedules and power Supply programs. 
In one embodiment, each device 1.08 has a unique identifier, 
such as a MAC address or an RF logical address. The 
intended device 1.08 for a given message may be included 
in the message received from the System 1.02. 
0111. In one aspect of the present invention, communi 
cations to and from the gateway nodes 1.10D or other nodes 
1.10 are Secured. For example, the communications may be 
Secured using Secure Sockets Layer (SSL). 
0112 In another aspect of the present invention, if the 
System 1.02 loses communications with a gateway node 
1.10D for a predetermined time, the system 1.02 may 
generate a Service Report. 

0113. In one aspect of the present invention, a gateway 
1.10D may generate a message when a controlled device 
1.08 has a change of state that alters its contributable supply 
by more than a predetermined range, i.e., a real-time demand 
range. The System 1.02 may use these updates to keep a live 
running total of available Supply for the entire electrical 
distribution network and make these values available at the 
utility interface 1.16. In another aspect of the present inven 
tion, the System maintains a history of the consumption rates 
as a function fo time to create historical usage by device type 
and program to aid in planning and forecasting demand by 
device type. These values are available at the utility interface 
1.16. In one embodiment, the system 1.02 may ignore 
supply values from a gateway node 1.10D that are older than 
a predetermined period of time, Such as 30 minutes old. 

PETITIONER GOOGLE EX. 1004



US 2004/0117330 A1 

0114. The system may also receive messages from a 
gateway node 1.10D at predetermined time intervals, Such as 
15 minutes, whether a load changes or not. These messages 
can include the (a) demands generated for a device 1.08 in 
a PROGRAM and (b) the total demand generated for 
devices 1.08 in a PROGRAM. In one embodiment these 
messages may also include a gateway ID, a utility ID String, 
time/date Stamp, current power draw of every controllable 
device 1.08, and whole house demand. 
0115 Through the user interface 1.14, the customer may 
have local and remote access to a rich Set of functions and 
features. Some or all of these functions and features may be 
accessible through the thermostat 1.30D and/or through the 
internet 1.28 (via a web browser). 
0116. Using the user interface 1.14, the customer may 
directly access and control in-home devices 1.08. For 
example, with regard to the thermostat 1.30D, the customer 
may view current temperature, View current heating or 
cooling setpoint(s), override heating or cooling setpoint(s), 
resume Scheduled heating or cooling setpoint(s), view heat/ 
cool/auto mode, change the heat/cool/auto mode. 
0117. With regard to the electric meter 1.30A, the cus 
tomer may view current electric meter accumulated con 
Sumption (kWh), view current electric meter demand (kW), 
View historical meter data. 

0118 With regard to a metered controlled device 1.08C, 
such as the water heater 1.30C, the customer may view 
current equipment load Status (on/off data), control the State 
of output relays (on/off), view and override curtailment 
conditions of the device 1.08C, and/or view current demand 
and consumption data of the device 1.08C. 
0119). In one aspect of the present invention, the user 
interface 1.14 includes a Scheduling feature. The Scheduling 
feature allows the customer to customize the devices 1.08 to 
operate according to personal preferences (rather than a 
default configuration). 
0120 In one embodiment, the following scheduling fea 
tures are accessible through the user interface 1.14. 
0121 With regard to the thermostat, the customer may 
define up to a plurality of occupancy modes, e.g., 8, for use 
in daily Schedules, define daily Schedules using an unlimited 
number of day-types, assign day-types using monthly cal 
endars. 

0122) With regard to a controlled and metered device 
1.08C, the customer may, for example, define a run-time 
operation and/or a desired Start time. 
0123. Using the user interface 1.14, the customer may 
View or generate a variety of reports to view historical 
information about their homes and the devices 1.08 within. 
For example, Some of the reports which may be available 
include: 

0.124 Daily temperature reports displaying tempera 
ture and Setpoints in, e.g., 15-minute intervals. 

0.125 Monthly temperature reports displaying daily 
low, high and average temperatures. 

0.126 Daily electrical reports displaying electrical 
consumption hourly and electrical costs in e.g., 
15-minute intervals. 
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0127. Monthly electrical reports displaying daily 
low, high and average energy consumption. 

0128 Monthly cost reports displaying daily low, 
high and average energy costs. 

0.129 Monthly consumption reports displaying 
daily energy consumption and costs. 

0.130 Yearly consumption and cost reports display 
ing monthly energy consumption and cost. 

0131. In another aspect of the present invention, the 
customer may also view information related to Power Sup 
ply Programs. For example, the customer may generate or 
view a report detailing the PROGRAMS offered by the 
utility 1.06. Additionally, the customer may select the PRO 
GRAMS in which they choose to participate. 
0.132. Using the user interface 1.14, the customer may 
have access to their account and home attributes. For 
example, the customer may be able to view and modify 
various parameters associated with their user profile. Such 
parameters may include name, address, home, work and 
mobile phone numbers, primary and Secondary E-mail 
addresses, password (modify only) and password reminder, 
and/or budget thresholds. Furthermore, the customer may be 
able to View and modify various parameters associated with 
the thermostat 1.30D and HVAC system. Such parameters 
may include thermostat name, heating type and Stages, 
cooling type and Stages, and Safety, alarm, heat and cool 
limits. 

0.133 Using the user interface 1.14, the customer may 
also be able to view and modify various parameters asso 
ciated with any metered and controlled devices. Such param 
eters may include, e.g., the device name and description. 
0.134. Using the user interface 1.14, the customer may 
also be able to view and modify various parameters asso 
ciated with their home. Such parameters may include age 
and size, construction characteristics, water heater capacity 
and type(s), and energy related home accessories. 
0135) When the system 1.02 activates a PROGRAM 
(either automatically or via manual activation), a Supply 
request is broadcast. The Supply request may include a 
Curtailment ID, a Utility ID sub-string, Device Type Iden 
tifiers of the devices that are to contribute, a transaction 
identifier, and time elements indicating Start time and dura 
tion. In one embodiment, the Supply request is Sent to all 
gateway nodes 1.10D and other nodes 1.10 and may be 
repeated to ensure that all of the gateways 1.10D and other 
nodes 1.10 will receive the request. Each gateway 1.10D and 
other nodes 1.10 receive the request and when the start time 
occurs, begin a Supply Request transaction. 
0.136. In one embodiment, the gateway node 1.10D takes 
a whole-house meter reading (demand and consumption) 
and reports back to the system 1.02 that it has received the 
request and is participating. In the illustrated embodiment, 
every message includes the Curtailment ID So that the 
System 1.02 can collect all of the responses to the Supply 
request and provide accurate analysis and billing/crediting 
information for the activated PROGRAM. 

0137) The gateway node 1.10D and other nodes 1.10 then 
proceeds to control the specified devices 1.08 and report the 
status of each device 1.08 back to the system 1.02 as they are 
processed. 
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0.138. Devices 1.08 that are currently drawing power 
report the total watts contributed and then proceed to open 
the relay for controlled devices 1.08B and/or controlled and 
metered device 1.08C. If a controlled device 1.08B is being 
used, an associated power rating may be used for the 
contributed power value. A controlled device 1.08 may be 
either Shut-off, i.e., power cut off, or controlled to Some 
predetermined State, e.g., a heating/cooling offset may be Set 
to a maximum value for a HVAC system (see below). 
0.139. Devices 1.08 that are not currently drawing power 
will report Zero watts contributed and leave the relay closed. 
With the relay closed, once the device 1.08 starts to draw 
power, the gateway node 1.10D will measure its demand and 
then open the relay and then measure and report its contri 
bution. 

0140. In one embodiment, a device's 1.08 contribution is 
equal to the power consumption rate prior to activation of 
the program for the time period of the PROGRAM, i.e., the 
amount of energy being Saved. 
0.141. If the device 1.08 is an HVAC system, adjusting the 
Setpoint may not guarantee that the System may not run at 
all. If the HVAC is not running, its supply contribution 
message is reported as Zero. The Setpoints are offset and the 
temperature is monitored. When the temperature exceeds the 
appropriate heating or cooling original setpoint (prior to the 
offset change), the gateway node 1.10D may indicate what 
the contribution is. This represents when the equipment 
would have come on without the curtailment. By adjusting 
the setpoint of the thermostat 1.30D, the actual consumption 
of the HVAC system should reduce as a result of a higher 
Setpoint for heating or cooling being established. The actual 
usage for a particular setpoint for a Site 1.04 may, over time, 
be known and/or Sampled and the offsets can then be 
computed and Verified as needed to ensure that the reduc 
tions that are calculated are correct. The System 1.02 can 
thus measure the Shorter and leSS frequent cycling of the 
HVAC system to create an overall energy Savings amount. 
For example, if the unit consumes 5 kwh set at 72 and used 
4.6 kwh set at 76 then the savings is 0.4 kwh per hour. 
0142. At the end of the Supply Request period, the 
gateway node 1.10D will re-enable the devices 1.08 and 
report a completion message to the System 1.02 that includes 
the whole house demand data and total consumption data. 
For the thermostat or thermostat devices, a reverse ramp can 
initiate to reduce the potential of creating a peak demand at 
the end of a curtailment or control period. This reverse ramp 
could include the restriction of Secondary compressor Stages 
as well as heat Strips depending on the mode (heating or 
cooling) that the thermostat is in. 
0143. The system 1.02 may also send a supply request 
cancel message to abort the PROGRAM. When a supply 
request cancel message is received, the gateway node 1.10D 
will perform as if the time has expired and performed all 
necessary clean-up, wrap-up and reporting as described 
above. 

0144. In addition to reporting individual demand contrib 
uted by each device 1.08 during the PROGRAM, the gate 
way node 1.10D may also send the total demand generated 
for all devices 1.08 for the PROGRAM to the system 1.02. 
0145. In another aspect of the present invention, the 
gateway node 1.10D may receive a utility generated Sched 
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uled supply request. The gateway node 1.10D may be 
responsible for administering the PROGRAM within cus 
tomer site 1.04. For example, the gateway node 1.10D may 
accept or download scheduled PROGRAMS from the sys 
tem 1.02 in advance of the scheduled operation. The gate 
way node 1.10D may then monitor and control the affected 
devices 1.08 to carry out the PROGRAM. 
0146). During the PROGRAM, the gateway node 1.08D 
may report the electrical demand generated by each device 
1.08 in the PROGRAM. 

0147 The gateway node 1.10D may also receive occu 
pant device Schedules from the System. Device Schedules 
apply to customer devices 1.08 Such as water heater, pool 
pump, hot tub and Spas. The gateway node 1.10D may then 
be responsible for administering the device Schedules within 
the customer site. The device schedules may be received by 
the gateway node 1.10D in advance of the scheduled opera 
tion. Then the gateway node 1.10D may monitor and control 
the affected devices 1.08 per the downloaded device sched 
ules. 

0.148. In another aspect of the present invention, if the 
gateway node 1.10D loses communications with the System 
1.02 for a predetermined time, the gateway node 1.10D can 
re-enable devices 1.08 (water heater, pool pump, hot tub and 
spa). Note that the gateway node may have multiple days, 
e.g., three days, of Schedules available. Water heaters can 
fall back to an operational mode, however, pool pump, Spas, 
hot tubs and irrigation and well pumps may not. These latter 
devices may have to be cycled based on Some programmed 
interval like, for example, 8 hours a day. Other devices 1.08 
like an irrigation pump could not simply default to “on” or 
it may start and never Stop. The ability to receive and run 
schedules is not limited to the gateway node 1.10D. Depend 
ing on the System implementation requirements, Schedules, 
cycle run times and other operational commands may be 
downloaded to the control nodes 1.10 which will operate 
independently their individual schedules. This capability is 
designed to permit normal operation of the site 1.04 should 
the gateway node 1.10D fail or communications are lost 
between the gateway node 1.10D and the control node 1.10. 
0149. With reference to FIG.3A, the thermostat 1.30D in 
one embodiment, is a wall mounted device which has a 
control panel 3.02 with a display screen 3.04 and a plurality 
of input buttons 3.06. In the illustrated embodiment, the 
input buttons 3.06 includes a system button 3.06A, a fan 
button 3.06B, an occupancy button 3.06C, and a hold/ 
resume button 3.06D. The input buttons 3.06 further include 
an first control button 3.06E and a second control button 
30.6F. 

0150. Using the input buttons, the customer can control 
the HVAC system and other parts of the system 1.02 (see 
below). The thermostat 1.30D is in communication with the 
gateway node 1.10D (See above) and the gateway node 
1.10D can query the current temperature and Setpoint values 
of the thermostat 1.30D. Further, the gateway node 1.10D 
can change the heating and cooling setpoint(s) and offset 
values of the thermostat 1.30D (see below). 
0151. In one aspect of the present invention, the thermo 
stat 1.30D may inform the gateway node 1.10D when its 
relay outputS or contact inputs change State, or the gateway 
node 1.10D can poll for this status. When this occurs, the 
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gateway node 1.10D can query the thermostat 1.30D and 
Send the current temperature and corresponding input or 
output status to the system 1.02. 
0152 The thermostat 1.30D may operate in a fallback 
mode upon loSS of communication with the gateway node 
1.10D. When communication resumes, the gateway node 
1.10D can ascertain the state of the thermostat 1.30D and 
restore the desired functionality. 
0153 All changes made at the thermostat 1.30D can be 
communicated to the gateway node 1.10D or be received 
during a poll of the thermostat 1.30D. In one embodiment, 
the following functions can be accessible directly from the 
thermostat 1.30D: 

0154) View current temperature. 
O155 View current heating or cooling setpoint. 
0156 Override heating and cooling setpoints. 
(O157) Resume Scheduled heating and cooling Set 

points. 

0158 View Heat/Cool/Auto mode. 
0159) Change Heat/Cool/Auto mode. 
0160 Activate/deactivate the fan. 

0.161 AS discussed above, load control nodes 1.10C 
provide two primary functions: 1) measure power consump 
tion and instantaneous demand of an attached load and 2) 
control the load. In one embodiment, the load control node 
1.10C includes a means, e.g., one or more means (see below) 
to allow the attached load to be connected or disconnected 
from main power. Alternatively, the load control node 1.10C 
may be integrated and/or coupled to a controller of the load 
for control of its functions. 

0162. In one embodiment, the load control node 1.10C 
may disconnect the load when a Supply request command is 
received from the gateway node 1.10D and reconnect the 
load when a cancel Supply request command is received 
from the gateway node 1.10D. The load control node 1.10C 
may further provide Status information, e.g., State of load 
control means, when a Status request command is received 
from the gateway. 
0163. In one aspect of the present invention, a load 
metering node 1.10A is coupled to a site's electric meter 
1.30A. The load metering node 1.10A may accumulate time 
Stamped cumulative consumption (kWh) data over a prede 
termined period, e.g., 15 or 20 minute time periods and be 
capable of Storing up to a predetermined period of time's 
Worth of data, e.g., 10 dayS. 
0164. The load metering node 1.10A is in communication 
with the gateway node 1.10D. The gateway 1.10D may 
query current accumulated consumption (kWh) from the 
meter 1.30A and/or “instantaneous” load measurement (kW) 
from the meter on request. "Instantaneous' can be deter 
mined by the capabilities of the meter. The gateway node 
1.10D can query the 15-minute interval data. Data values 
can be returned with a timestamp. 
0.165 2. Nodes 
0166 With specific reference to FIGS. 2A, 2B, 2C and 
2D, the interaction with the devices 1.08 located at the 
customer site 1.04 is the node 1.10. The nodes 1.10 permit 
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the System 1.02 to focus on the entire Supply chain, from 
well head production and generation to the end consumption 
point. The nodes 1.10 are designed to give every energy 
consuming device 1.08 the ability to intercommunicate with 
the entire Supply chain if necessary and utilizes Supply and 
demand balancing control logic, to improve the operational 
efficiency of end point devices 1.08, groups of end-point 
devices and the entire Supply chain. This is accomplished by 
giving each end-point knowledge about the current demand 
on the entire Supply chain coupled with the ability to alter its 
operation to assist in managing and balancing the overall 
demand on the delivery System. This information exchange 
is accomplished over an always on broadband, high-Speed, 
point-to-point, point to multipoint or mesh network (see 
above). 
0.167 Energy consuming devices 1.08 within a customer 
Site 1.04 may have varying levels of operational intelligence. 
Appliances and other utility consuming devices 1.08 range 
from Super energy efficient refrigeration units with embed 
ded micro processor controls to dumb devices like water 
heaters and pool pumps which simply operate in an on or off 
State using Sensors or timers to control their operational 
state. The nodes 1.10 provide an entirely new level of 
intelligence to each end device 1.08 and are designed to be 
modular in nature So as not to burden the end point control 
with more features or functions than it needs. 

0168 Nodes 1.10 may be designed to retrofit existing 
devices 1.08, as well as be fully integrated into the end point 
at the time of manufacture of a device 1.08. 

0169. In one embodiment, there are three types of nodes 
1.10: a load metering node 1.10A, a control node 1.10B, and 
a load control node 1.10C, as well as the gateway node 
1.10D. Each type of node 1.10 has common basic features 
as well as optional Sub modules Such as Interfaces, Metering 
or Control modules (see below). 
0170 The nodes 1.10 are designed to increase the opera 
tional efficiency of even the most intelligent end use device 
1.08 by giving it knowledge of the entire “utility' supply 
chain that it is connected to, making it possible for the end 
use device 1.08 to perform its given function more effi 
ciently and economically. 

0171 As shown, each node 1.10 includes a node proces 
Sor 2.02. In one embodiment, the node processor 2.02 is a 
microprocessor. The node 1.10 also includes a memory 
device 2.04, Such as non-volatile memory, for Storing pro 
gram and other data, as needed. Each node 1.10 also 
includes a two-way communications 2.06 channel for com 
municating with other components in the system 1.02. The 
communications channel 2.06 may be either a hardwired or 
a wireleSS System. Any Suitable communications means may 
be used to communicate with the intended device. For 
example, the two way communications channel 2.06 may 
provide a means to communicate with other nodes 1.10 or a 
programming device 2.08. The programming device 2.08 
may be used either at the site of manufacturing of the node 
1.10 or onsite to configure and/or program the node 1.10. In 
one embodiment, the programming device 2.08 is coupled to 
the node 1.10 through a communications port (not shown). 
The two way communications channel 2.06 may also pro 
vide communication to the gateway node 1.10D and/or the 
other nodes 1.10A, 1.10B, 1.10C. The nodes 1.10 may be 
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connected in a network by the two way communications 
channel 2.06. The network may either be a wired, wireless, 
or a combined network. 

0172 In one aspect of the present invention, the nodes 
1.10 provide the system 1.02 with the ability to monitor and 
control the operation of on Site distributed generation 
resources, Such as a photovoltaic System (not shown). This 
permits the System 1.02 to dispatch on Site capacity when the 
demand and economics are favorable or the demand exceeds 
the Supply creating an energy Shortage. The System 1.02 may 
do this in conjunction with any other utility resource Such as 
natural gas or propane that might be used to power the a 
device 1.08. This ability is further enhanced by a nodes 1.10 
ability to communicate with a plurality of other similar 
nodes 1.10 or any other control, monitoring, configuration or 
management node attached directly or indirectly to the 
system 1.02 making it possible for individual nodes 1.10 to 
jointly share the energy management process among many 
devices 1.08 using a unique Set of decision criteria to 
maintain the operation integrity of the customer Site 1.04 or 
any other Sphere of control, e.g., a plurality of nodes 1.10 
acroSS multiple sites, while managing total demand, the 
economics of the operation and the end use devices. 

0173. In another aspect of the present invention, the 
System 1.02 permits communications outside the customer 
site 1.04, permitting individual nodes 1.10 or a plurality of 
nodes 1.10 in aggregation to intercommunicate with other 
control points which might include, but are not limited to, 
utility companies, energy Suppliers, other sites or groups of 
Sites, other sites or points of operation under the same 
ownership, energy and utility brokers, energy and utility 
Service providers, independent power and utility producers, 
distribution Sub Stations, transmission Sub Stations, Gas and 
Water well operator and any other point of control or 
management or Service organization associated with the Site 
1.04, the end point device or the “utility” delivery network 
Servicing it. 

0.174 As discussed above, each node 1.10 includes a two 
way communications channel 2.06, which permits the node 
1.10 to intercommunicate with any other point or points 
within the system 1.02. This intercommunication may occur 
with any other point within the system 1.02 and may be, but 
is not limited to, another associated Node 1.10, a control 
aggregation point or an outside point like an energy or utility 
Supply point associated with the customer Site 1.03 or a 
control configuration, monitoring or management point. The 
system 1.02 interconnects either directly or indirectly a 
plurality of nodes 1.10 and related Supply, monitoring, 
configuration and management points to create a Secure 
ubiquitous communications channel over which broadcast, 
point to point, mesh and point to multipoint communications 
can occur as well as any other communications necessary to 
perform the energy management function. Because of the 
plurality of communications protocols and physical media 
over which data communications can occur, nodes 1.10 may 
have multiple Two Way Communications Channels, permit 
ting the best media and protocols to be implemented to 
achieve the desired end result. 

0175 With specific reference to FIG. 2B, an exemplary 
load metering node 1.10A is shown. As discussed above, the 
load metering node 1.10A measures the instantaneous power 
being delivered to the metered device 1.08A and may also 
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determine the total power delivered to the metered device 
1.08A over a predetermined time period, e.g., 15 or 20 
minutes. The load metering node 1.10A includes a metering 
module 2.10 which is coupled to the metered device 1.08A 
for measuring power delivered to the metered device 1.08A. 
This information is relayed through the gateway node 1.10D 
over the two way communications channel 2.06 to the utility 
control System 1.12. In one embodiment, the metering 
module 2.10 includes a metering processor and memory for 
calculating and Storing power data, Such as accumulated 
power consumption. 

0176). In one embodiment, the metering module 2.10 
includes means, Such as one or more current transformers, 
for measuring power delivered to (or from) the associated 
device 1.08. 

0177. With specific reference to FIG. 2C, an exemplary 
control node 1.10B is shown. As discussed above, the 
control node 1.10B is used to control the controlled device 
1.08. In the illustrated embodiment, the control node 1.10B 
is coupled to the controlled device 1.08B by a controlled 
device communications channel 2.12. In one embodiment, 
the control node 1.10 includes one or more relays (not 
shown) for connecting and disconnecting the controlled 
device 1.08B from power. In another embodiment, the 
control node 1.10 is interconnected to the controlled 
device's 1.08B onboard controls. In this embodiment, the 
control node 1.10B directly controls the operation of the 
controlled device 1.08B. 

0.178 With specific reference to FIG. 2D, an exemplary 
load control node 1.10C is shown. As discussed above, the 
load control node 1.10C performs both the metering func 
tion of the load metering node 1.10A and the control node 
1.10B. Thus, the load control node 1.10C includes both the 
metering module 2.10 and the controlled device communi 
cations channel 2.12. 

0179 AS discussed above, each node 1.10, in its simplest 
form includes a processor 2.20 and a memory device 2.04 
within which control logic resides and runs. This control 
logic, processor 2.02 and memory 2.04 provide the node 
1.10 with the necessary control intelligence to manage its 
asSociated load or generation resource as a Stand-alone point 
or in conjunction with a plurality of other nodes 1.10 
locations as well as manage communications over the con 
trolled device communications channel 2.12 (for control and 
load control nodes 1.10B, 1.10C) and over the two way 
communications channel 2.06. 

0180. In one aspect of the present invention, the gateway 
node 1.10D acts as a central control node, providing inter 
communications between the other nodes 1.10 at the cus 
tomer site 1.04. 

0181. In another aspect of the present invention, a plu 
rality of nodes 1.10, which may be located at a single 
customer site 1.04 or across multiple sites 1.04, may be 
grouped for a Specific purpose, e.g., control of all pool 
pumps in a defined geographic region or all pool pumps in 
a PROGRAM in a defined geographic region. For the 
plurality of nodes 1.10, a Single node, which may be a 
gateway node 1.10D, may be chosen as the central control 
node. 

0182. In one embodiment of the present invention, the 
processor 2.02 and control logic provide the node 1.10 with 
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the ability to Sense what its current State of operation should 
be, based on commands received from the central control 
node or gateway node 1.10D, either within the customer site 
1.04 or within the aggregation control Sphere of the central 
control Node, and would manage the associated devices 1.08 
based on this control state. Each node 1.10 may also report 
back the status of the associated device 1.08, their energy 
usage or other utility consumption rate (based on measure 
ment from the metering module 2.10), to the assigned 
central control node 1.10. 

0183 Under this configuration, the nodes 1.10 may be 
cascaded from the central master control point down to the 
lowest level of control at an endpoint within the system 1.02 
using, but not limited to, a tree and branch or Star network, 
however deep the architecture dictates, to achieve the level 
of control desired. Each Sub level of control would receive 
control parameters or commands from its Subsequent higher 
level node 1.10 and would either directly control loads 
attached to it or command nodes 1.10 Subordinate to it, to 
achieve the desired control or management State. Through 
cascading control functions into a chain of command, higher 
level nodes 1.10 can more effectively manage a plurality of 
devices 1.08 without encountering Scaling limitations usu 
ally associated with automation control Systems managing a 
plurality of loads from a central processor. By the nature of 
its design, the node 1.10 operating in a cascading control 
network as described above would not be limited or fixed in 
its structure and nodes 1.10 could migrate dynamically from 
one "group' to another or move up or down in the cascade 
Structure to permit different control spheres and algorithms. 
This unique architecture permits each node 1.10 to have a 
customized proceSS control program and data collection 
criteria allowing its level of control and interaction with its 
asSociated load or generation capacity to be designed to 
meet the management control program objectives. 

0184. In addition, the process is further enhanced if the 
load or generation point under the control of the control or 
load control node 1.10B, 1.10C has its own operational 
control processor (not shown) which is interconnected with 
the node 1.10B, 1.10C over the controlled device communi 
cations channel 2.12 to provide operational State and control 
commands, run diagnostics and tests, operational health and 
performance data, and alarm conditions. Data from the 
controlled or controlled and metered device 1.08B, 1.08C 
being accessible to other nodes 1.10 or control or monitoring 
or measurement nodes associated with the system 1.02 for 
either direct use or transfer to nodes external to the network, 
through whatever data transfer means are most Suitable for 
the data type and priority level. 

0185. With reference to FIGS. 2C and 2D, to manage the 
operation of basic consumption points like pumps, motorS or 
heating elements that are typically thermostatic, Valve or 
relay controlled, the control node or load control node 
1.10B, 1.10C may include a mains coupler 2.14 which 
permits the control node 1.10B or load control node 1.10C 
to attach or disconnect the load or generation capacity to the 
mains or distribution network for the “utility” product used 
or generated by the end device 1.08B, 1.08C. 

0186. In another embodiment of the present invention, 
the node control logic or program would be capable of 
receiving and processing data independent of Specific con 
trols from a central control point and at a minimum would 
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monitor and control the operation of its associated load or 
generation capacity based on, but not limited to: the demand 
for the utility product, cost of the utility product, congestion 
levels on the delivery System and/or their associated cost, for 
electricity it would at a minimum, but not be limited to, 
monitoring demand, usage, sign Wave frequency, Voltage, 
and for other utilities Such as, but not limited to, gas, Steam 
or water, it would, but not be limited to, measuring line 
preSSure, ambient temperature and any other factors and 
determine the best operating mode for its associated load or 
generation resource. Using parameters from a plurality of 
measurement, monitoring and control points associated with 
the utility delivery system, available to all nodes on the 
network, the node 1.10 would manage its associated con 
Sumption or generation demand and load on the "utility” 
delivery System in accordance with control parameters gov 
erning its operation, Supplied to it through a control point 
configuration interface 2.16 and report any and all opera 
tional data, Status and conditions back to one or multiple 
asSociated measurement, monitoring and control points as 
configured through the control point configuration interface 
2.16. One example of a control point configuration interface 
2.16 is an input touch screen located on a device 1.08. 

0187. In both the simplest form or the enhanced imple 
mentation above or any other combination of nodes 1.10 and 
control points, the individual nodes 1.10 are capable of 
controlling the operation of the associated load or generation 
capacity to shift, reduce or cap demand on the delivery 
system or in the case of generation to dispatch the available 
capacity to help meet the demand and ensure the integrity 
and reliability of the delivery System. Based on triggering 
parameters, which include but are not limited to: the time of 
day, the total demand on the delivery System, the real time 
cost of the utility, the full weighted cost of delivery includ 
ing congestion charges, the minimum operating character 
istics of the associated load or generation Source, the total 
demand for the site 1.04, the total demand for the individual 
nodes 1.10 within an aggregate group, externalities like 
weather factors and the historical usage and demand patterns 
of the individual node 1.10 and/or its aggregate group of 
nodes 1.10, individual nodes 1.10 will determine their 
optimum operating characteristics and will operate their 
asSociated load or generation resource to improve those 
operational and performance characteristics. 

0188 As discussed above in one embodiment of the 
present invention, the load metering, control and load con 
trol nodes 1.10A, 1.10B, 1.10C communicate with the 
gateway node 1.10D through a wireleSS or radio frequency 
communications link. With reference to FIG. 1D, when a 
node 1.10A, 1.10B, 1.10C comes online or powers up, 
including initial power up when the node 1.10A, 1.10B, 
1.10C is being added to the system 1.02, an initialization 
process 1.32 must be performed. In first step 1.32A, the 
gateway node 1.10D emits a beaconing Signal. Generally, 
the gateway node 1.10D continually emits the beaconing 
signal. In a second step 1.32B, the node 1.10A, 1.10B, 1.10C 
receives the beaconing Signal and responsively generates a 
response Signal. In a third Step 1.32C, the node being 
initialized 1.10A, 1.10B, 1.10C joins the network of nodes 
1.10A, 1.10B, 1.10C through a handshaking routine between 
the gateway node 1.10D and the node being initialized 
1.10A, 1.10B, 1.10C. 
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0189 In another aspect of the present invention, the 
control and load control nodes 1.10B, 1.10C are connected 
to the whole distribution channel up to the utility 1.06. The 
control and load control nodes 1.10B, 1.10C may receive 
data, control parameters, and PROGRAM schedules through 
and/or from the gateway node 1.10D. Based on the received 
data, control parameters and/or Schedules, the control and 
load control nodes 1.10B, 1.10C may control operation of 
the associated device 1.08. 

0190. With reference to FIG. 2E, an example of the 
System 1.02 applied to a specific customer Site, i.e., a 
residence or home 2.18 will be used to illustrate several 
functions of the system 1.02. In the illustrated embodiment, 
the home 2.18 includes eight nodes 2.20 coupled to eight 
devices 2.22. 

0191) A load metering node 2.20A is coupled to a whole 
house meter 2.22A. The whole house meter 2.22A could be 
associated with revenue grade power (electricity), gas or 
water. However for purposes of illustration, the whole house 
meter 2.22A is associated with electricity delivered to the 
home 2.18. The load metering node 2.20A monitors and 
reports the total house consumption of electricity. The load 
metering node 2.20A measures and reports total consump 
tion as well as instantaneous demand and records and report 
consumption in total. Furthermore, the load metering node 
2.20A may store interval data in non-volatile memory (see 
above) in accordance with industry standards and System 
management requirements for the entire home to other 
control nodes 2.20 within the home 2.18 and/or any other 
node associated with its aggregation group, the delivery 
Supply chain or any other node needing or authorized to 
receive or access it. 

0.192 In addition, the home 2.18 has first and second load 
control nodes 2.20B, 2.20C associated with its heating and 
air conditioning Systems one controlling the main living 
space, i.e., the 1 floor HVAC system 2.22B and the other 
controlling the second floor bedroom space, i.e., the 2" floor 
HVAC system 2.22C. 

0193 Third, fourth and fifth load control nodes 2.20D, 
2.20E, 2.20F are associated with a refrigerator/freezer 
2.22D, an electric water heater 2.22E, and a well pump (for 
yard irrigation) 2.22F, respectively. Sixth and Seventh load 
control nodes 2.20G, 2.20H are associated with a roof 
mounted photovoltaic System 2.22G (comprised of a storage 
battery bank and inverter capable of generating 2500 watts 
of 240 V 60 hz A/C power for up to 12 hours) and a 
dishwasher 2.22H. 

0194 While the system 1.02 will work with any “utility” 
provided product Such as, but not limited to, gas, water, 
electric or Steam, for ease of illustration electricity is the 
only utility product being used in this example. Each node 
2.20 in this example has control parameters Stored in its 
asSociated memory, which the control program for the node 
2.20 uses to determine the optimum operating characteristics 
for the management of its associated load or generation 
capacity. 

0.195. In one embodiment of the present invention, a 
gateway node 2.24 may be utilized to aggregate the premise 
nodes 2.20 and consolidate the communications proceSS 
and/or control processes with upper level nodes 2.20 or any 
other nodes directly or indirectly in the system 1.02. 
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0196) The nodes are connected in a network (as described 
above), but may operate autonomously or require direct 
commands to change their operational State. In one embodi 
ment, the nodes 2.20 include basic logic so that if the node 
2.20 is severed from the network either intentionally or by 
accident, the node 2.20 will continue to perform their 
management and monitoring functions to optimize their 
attached loads performance based on the last known condi 
tion of their associated utility Supply chain. 

0197). In its simplest form, the home 2.18, may participate 
in any number of conservation or demand limiting pro 
grams, i.e., Power Saving Programs or PROGRAMS. The 
following illustrated how the nodes 2.20 may support these 
PROGRAMS. However, the following should not be inter 
preted to limit the present invention to any such PRO 
GRAM. 

0198 By its nature of having a processor 2.02, memory 
2.04, metering module 2.10, mains coupler 2.14, controlled 
device communications channel 2.12, two way communi 
cations channels 2.06, control point configuration interface 
2.16 and the ability to communicate with and coordinate 
operational and load management processes among a plu 
rality of end points, the node 2.20 may be programmed and 
configured to perform a plurality of control and interface 
functions and is not limited or constrained in its ability. 
0199 For example, the nodes 2.20 may be configured in 
a Load Limit or Load Cap Program. The term load limit or 
load cap may be interpreted in this example to mean a limit 
or cap on either the KW demand or the total cost of operation 
making this example either a physical energy usage or 
economic control process. Because of the optional metering 
capability of each node 2.20 and its ability to receive 
economic data from the Supply chain Serving it, the node 
2.20 is capable of making decisions based on its rate of 
consumption as well as the cost it is incurring at any point 
in time. 

0200 Under a Load Limit or Load Cap Program, the 
customer would commit to maintain their total demand for 
any “utility Supplied product to a maximum demand level 
under an agreement with the Supplier. Under Such a Program 
the customer would be Subject to a billing rate, which 
increases as the total demand for the product, increases. AS 
a result, the customer that manages to maintain their demand 
in a flat pattern would have a much lower overall rate per 
unit of “utility” product consumed than one that had erratic 
usage patterns of peaks and Valleys. The reasoning for Such 
a program is that Suppliers of “utility’ products must commit 
to meet all demands on their System and therefore they 
reward consumers with consistent, managed consumption 
patterns with lower rates, because to meet their needs they 
do not have to have maintain large reserve margins. On the 
opposite side of the Scale, they charge higher “demand 
charges' to those who do not manage their loads. As a result, 
customers can lower their costs by maintaining a consistent 
and flat load profile. 

0201 In our example, it will be assumed that the cus 
tomer has agreed upon a maximum demand of 5,000 watts 
or 5 kW with its Supplier, the utility. AS mentioned earlier, 
this demand could just as easily have been a financial limit 
based on the fully loaded cost of delivering the utility 
product to the point of consumption and may be set by the 
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owner, customer or any other entity associated with the Site 
1.04 wishing to maintain cost control over the utility prod 
uct. 

0202) The gateway node 2.24 acts as the gatekeeper for 
usage and monitors and reports on the consumption and 
demand for energy at the whole premise level. The gateway 
node 2.24 could be, but is not limited to, a Single point node 
dedicated to just this site 1.04 as part of a tree and branch 
control configuration or it could be a node which is part of 
an aggregate group of homes in a Star network. By its nature, 
the gateway node 2.24 will monitor and Store consumption 
and demand information and report it to other nodes 2.20 in 
the network within the home 2.18, as well as nodes outside 
the home 2.18 Such as a central control node for the home 
2.18 or aggregation group, energy providers, energy brokers, 
energy Service providers, ISO's and other authorized agents. 
As the total demand for the home 2.18 approaches the 
agreed upon energy consumption limit of 5 kW, the rate of 
consumption data flowing from the gateway node 2.24 over 
the two way communications channels 2.06 would be 
received at a minimum by either the individual nodes 2.20 
within the home 2.18 or by a central aggregation node in 
more elaborate implementations. Based on parameters pro 
Vided to each node 2.20 through the control point configu 
ration interface 2.16 or master control node parameters 
provided to an aggregation control node through the control 
point configuration interface 2.16 the load reduction, Shift 
ing and management process would be initiated. Based on 
the amount of load reduction needed, different levels of 
action may be taken to reduce the total demand utilizing 
priority Shedding parameters which would result in the least 
important load in the group to perform a reduction function 
if operating and report the results followed by the Subse 
quently higher levels within the group until the total demand 
for the site 1.04 was reduced to an acceptable level. The 
reverse process may initiate as the total load of the site 1.04 
dropped below known levels of individual load consumption 
rates permitting previously shed or reduced loads to resume 
normal operation without exceeding the agreed upon 
demand cap. In addition, any device 2.22 which was shed 
due to its low priority in the demand prioritization Scheme 
could increase its priority based on its minimum operating 
control parameters and cause its priority to be increase to a 
point that it will force a once higher priority load to become 
Subordinate to it and thus Swap its shed Status with a device 
2.22 of equal or greater load value to meet its minimum 
operational requirements. 

0203 This simplistic example is only to illustrate how a 
Simple load reduction might be accomplished using the node 
2.20. In this example, the Stored energy available in the 
photovoltaic System's 2.22G Storage batteries would most 
likely be dispatched first to offset the use of grid provided 
energy to meet the Site’s 1.04 energy needs verSuS Shedding 
load if Sufficient Stored energy was available. To complete 
this example, the actions performed at each of the nodes 2.20 
in the home 2.18 will now be examined individually. It 
should be noted that control can exist at the individual node 
level as illustrated by this example or could exist at the 
aggregation node level or at any high level in the overall 
node cascade depending on the deployment architecture and 
node processor control programming and control parameters 
chosen by the implementer. 
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0204. The first and second load control nodes 2.20B, 
2.20C for the HVAC systems 2.22B2.22C monitor and 
control the operation of compressors and resistive heating 
elements to maintain the indoor temperature. It also has the 
ability to intercommunicate with the HVAC systems 2.22B, 
2.22C directly and control the temperature Settings as well 
as have direct control over multi Speed compressors and 
emergency heat Strip operations using the controlled device 
communications channel 2.12 if the thermostatic control 
unit of the home 2.18 has a communications interface. This 
communications channel 2.12 also permits it to report on the 
Systems 2.22B, 2.22C operational characteristics and con 
tact the customer, outside Service providers or the manufac 
turer if any segment of the HVAC systems 2.22B, 2.22C 
malfunction using the two way communications channels 
2.06 either directly or through a cascade of nodes 2.20. The 
load control nodes 2.20B, 2.20C for the HVAC systems 
2.22B, 2.22C would utilize the metering modules 2.10 to 
monitor and report on the systems 2.22B, 2.22C rate of 
consumption of utility energy units but would not need the 
mains coupler 2.14 if it was managing the Systems 2.22B, 
2.22C operation through the controlled device communica 
tions channel 2.12. Depending on the total demand for 
energy units of the home 2.18, the node 2.20 may have the 
ability to manage the temperature within the home 2.18 
based on customer's Supplied parameterS Supplied through 
the control point configuration interface 2.16 to cause the 
HVAC systems 2.22B, 2.22C to reduce total demand and 
could based on a priority Setting maintain Separate control 
parameter for each HVAC system 2.22B, 2.22C depending 
on the time of day and occupancy Status. To further enhance 
its operation efficiency, the load control node 2.20B, 2.20C 
associated with each HVAC system 2.22B, 2.22C may 
SuppreSS the operation of Secondary compressor operating 
Stages and restrict the use of emergency resistive heat Strips 
provided that the temperature recovery within the site 1.04 
was progressing at a Satisfactory rate. This capability per 
mits the system 1.02 to operate at standard efficiency when 
the Supply and associated cost of energy is low while greatly 
improving the operational efficiency of the System 2.22B, 
2.22C when the Supply and associated cost of energy is high. 
Using a plurality of optional parameterS Supplied by the 
customer, the energy provider and the gateway node 2.24, 
the system 2.22B, 2.22C would be capable of determining 
which mode of operation it should be implementing and 
control the overall consumption of the HVAC system 2.22B, 
2.22C to achieve the desired consumption goal. By varying 
the operational parameter for the control of the System, the 
load control node 2.20B, 2.20C may choose, but not be 
limited to, Selecting a higher level on comfort over cost; vary 
the rate of temperature change differently based on cost and 
occupancy Status, totally restrict the operation of Secondary 
States of compressor operation or emergency heat Strips 
based on energy Supplier critical load level Signals or total 
premise consumption cap level attainment; modify the tem 
perature Setting or Suspend the Systems 2.22B, 2.22C opera 
tion for a specified period of time under energy Supplier 
critical load situations or total premise consumption cap 
level attainment, alternately cycle multiple units in a Site 
1.04 to avoid multiple units operating Simultaneously; per 
form pre-cooling or pre-heating prior to higher pricing or 
demand periods being in effect; perform Smooth and gradual 
temperature change Setting in periods of moderate increased 
demand or price and more radical temperature change 
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Setting in periods of rapid increased demand or price; 
over-ride all controls and operate as normal causing other 
nodes 2.20 to carry the full burden of any load reductions 
necessary, cease operation until the indoor environmental 
condition reaches a parameter Set maximum critical level or 
any other action programmed into the node 2.20B, 2.20C. 
This and other combinations of load curtailment and control 
negotiated between the nodes 2.20 in the home 2.18 or 
aggregation control group are monitored and reported by the 
central control point or the gateway node 2.24 to alert nodes 
within the home 2.18 or aggregation group of the total load 
level, demand, cost of energy and delivery, congestion costs 
and other related control parameter triggerS. 
0205 The third load control node 2.20D for the refrig 
erator/freezer 2.22D monitors consumption of the refrigera 
tor/freezer 2.22D using the metering module 2.10 and also 
communicates directly with the processor controls of the 
refrigerator/freezer 2.22D using the controlled device com 
munications channel 2.12 to determine the operational Status 
of the refrigerator/freezer 2.22D and to provide over-ride 
controls for normal default functions like defrost cycles 
when they might be delayed to reduce overall demand. This 
communications channel 2.12 also permits the third load 
control node 2.20D to report on the refrigerator/freezer's 
2.22D operational characteristics and contact outside Service 
providers or the manufacturer if it malfunctions using the 
two way communications channels. 
0206. The fourth load control node 220E for the water 
heater 2.22E monitors and reports on consumption and 
demand for the water heater 2.22E using the metering 
module 2.10 and also has the ability to directly control when 
the water heater 2.22E is connected to the utility Supply 
chain or not through the use of the mains coupler 2.14 which 
permits the fourth load control node 2.20E to connect or 
disconnect it from the utility Supply. In more elaborate 
implementations the fourth load control node 220E may use 
the controlled device communications channel 2.12 and the 
metering module 2.10 to monitor the rate of water usage, the 
input water temperature and the Stored water temperature 
available within the water heater 2.22E. These advanced 
features add intelligence to the process of water heating 
improving the operational efficiency of the water heating 
proceSS and improving the energy demand pattern for the 
water heater 2.22E. If So equipped, the water heater 2.22E 
may be interconnected to a heat recovery System of the 
HVAC system 2.22B, 2.22C and if demand for heating water 
can be accomplished through the heat recovery System 
Versus energizing the heating elements within the water 
heater directly, the nodes 2.20 of these devices 2.22 or a 
central control node for the home 2.18 would coordinate and 
execute that collaborative action thus reducing the total 
demand for the home 2.18 

0207. At this point it should be noted that water heaters 
can be recharged in multiple ways using either waste heat 
from a heat or fuel cell or other on Site generation unit. More 
advanced water heating Systems in the South would benefit 
from using Solar panels in conjunction with other forms of 
regeneration to eliminate any load on the energy delivery 
System. It is important to note that in the case of Solar panels 
and propane the Supply chain is limited to the premise 
geography but would be effected by the weather in the case 
of Solar and by the market price for propane. In the case of 
propane other factors like the quantity on hand and the lead 
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time to Schedule a refill by the provider balanced against the 
projected quantity of propone the Site 1.04 will consume 
between the current time and predicted refill schedule time 
all must be factored into alternative fuel usage as part of the 
Supply chain balancing logic. 
0208. The fifth load control node 2.20F for the well pump 
2.22F has direct control over the operation of the well pump 
2.22F and operates the well pump 2.22F based on param 
eterS Supplied to it through the control point configuration 
interface 2.16. The parameters may include the run time 
requirements and preferred times of operation, established 
by the customer as well as network node updates, which 
could include weather information relating to local precipi 
tation. Sensor input could be present using the local com 
munications channel (controlled device communications 
channel 2.12), which could provide precipitation input or 
ground moisture content. It is important to note at this point 
that the controlled device communications channel 2.12 may 
be used to not only communicate with other node processor 
2.02 embedded into associated loads or generation, but also 
has the ability to interface with analog to digital processors 
or devices or any other form of communicating Sensor or 
node to supply inputs to the node 2.20F. This channel 2.12 
enhances the operational control logic for items like pumps 
that have no embedded process controllers or Sensors. In a 
Similar fashion however, this communications channel and 
communicating Sensors can be used in conjunction with 
embedded process controllers to enhance their operation and 
performance to even greater levels where practical. 
0209. On site generation, while not prevalent today, is 
being promoted by State and Federal regulatory agencies, 
utilities, DOE and others concerned with maintaining a high 
level of reliability and integrity in the electric delivery 
Systems. In particular, renewable generation resources are 
being promoted, as they have no environmental impact and 
do not consume any natural resources. Solar and wind 
generation are the most common of these power generation 
resources. Due to the relatively low capacity output of Solar 
and wind generation Systems, to be effective in offsetting 
peak demands for power, they must have an associated 
Storage System into which they can Stockpile power in 
relatively low input quantities and then retrieve it in bulk 
when necessary. The most common form of bulk power 
Storage today are wet cell, deep cycle, active glass mat, lead 
acid batteries, which can be connected in parallel and Series 
to create an electric Storage facility of Virtually any capacity 
and Voltage. Great improvements have been made over the 
years in battery and inverter/charger technology. Companies 
like Hart, SignWave, Balmar and Trace are leaders in the 
battery charger/inverter market. By using embedded proces 
Sors, Sensors and Solid State power converters, these com 
panies have Systems which can Store DC power into battery 
Storage Systems at 12, 24, 36 and 48 volts and then retrieve 
it on demand and convert it to 120 V or 240. AC power at 
60 hz with utility quality and reliability. Companies like 
Trace already manufacture and market Inverter Systems that 
manage photovoltaic arrays attached to battery Storage SyS 
tems that not only can be used to Supply or Supplement the 
needs of a residential home, but can safely Sync and connect 
to the utility grid and sell power back to the utility at levels 
and for time periods Specified by the owner. 
0210 While photovoltaic systems have come a long way 
in the past 15 years, they are limited in their energy 
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management capability and need the addition of the inven 
tion to manage the Storage and conversion process from DC 
to AC to make them part of a fully integrated energy 
management system. The load control node 2.20G with its 
ability to communicate with other nodes 2.20, Sharing load 
and control data and managing demand within a Site 1.04 or 
other group permits on Site generation resources like the 
Trace power inverter to provide maximum benefit to the 
customer, the energy industry and the environment. 
0211) The seventh load control node 2.20H for the dish 
washer 2.22H meters and monitors the dishwasher 2.22H 
and communicate with its embedded control processor 
through the controlled device communications channel how 
ever in most cases would not require the mains coupler 2.14. 
With the addition of the load control node 2.20H, the 
dishwasher 2.22H may be capable of performing its desig 
nated function at the best time and in the most efficient 
manner to meet the needs of the customer while interacting 
with all of the other nodes 2.20 in the home 2.18 to meet the 
contractual obligations of the energy demand cap under 
which it must operate. In this example, the node 2.20G may 
be a retrofit device attached to the embedded controller of 
the dishwasher 2.22H or may be fully integrated into the 
embedded processor thus reducing the overall cost of the 
combined Systems by Sharing processor and memory com 
ponents. 
0212. The system, as described above, is designed to 
integrate all “utility consuming and generating resources 
over a plurality of network media and designs to create 
dynamically defined and reconfigurable groups of any size 
and provide them with the ability to collaborate and inter 
communicate to manage the demand on the delivery System 
and Supply chain of “utility providers and their products. 
0213 AS discussed more fully below, alerts or message 
may be sent to the utility 1.06 and/or the customer (via email 
or the customer interface 1.14) and/or the service provider 
and/or a maintenance provider. 
0214. In one aspect of the present invention the control 
and/or load control node 1.10B, 1.10C receives information 
related to a characteristic of the commodity Supplied by the 
utility 1.02, i.e., electricity, and controls operation of the 
controlled or controlled and metered device 1.08B, 1.08C. In 
one embodiment, the characteristic is related to the avail 
ability of electricity. In another embodiment, the character 
istic is related to the cost or relative cost of electricity. 
0215 For example, using the exemplary home 2.18 dis 
cussed above, if the refrigerator 2.22D was scheduled or 
otherwise needed to initiate or perform a defrost cycle, the 
onboard refrigerator controls may query the associated load 
control node 2.20D to determine the cost or relative cost of 
electricity. The cost may be expressed as an actual value, i.e., 
dollars per unit electricity, or as an relative classification, 
e.g., high or low or peak vs. non-peak time periods. Based 
on the received cost or relative cost, the onboard controller 
of the refrigerator 2.22D may decide to either whether to 
perform the defrost cycle or to postpone the defrost cycle. In 
one embodiment, this decision may be based on a simple 
comparison between the actual cost and a predetermined 
value which may have been input by the customer. In other 
words, if the actual cost were above the predetermined 
value, then the Scheduled action would be postponed. 
0216) In one embodiment of the present invention, each 
device 1.08 has an integrate node 1.10. By virtue of the node 
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1.10 being fed information directly from the supply chain, 
i.e., the utility, regarding the availability and/or cost of 
energy, the device 1.08 may make decisions based upon this 
information. For example, functions of the device 1.08 may 
be delayed and re-scheduled for another time. Or a different 
more energy efficient mode may be chosen. 
0217. In another aspect of the present invention, energy 
consumption for a device 1.08 may be trended or otherwise 
compared with predetermined threshold to detect and/or 
predict a failure or need for maintenance. For example, if the 
door of the refrigerator 2.22D was left open, energy con 
Sumption would increase. If energy consumption was 
increasing, the rate of increase could be compared with a 
predetermined value and an alert or message generated if the 
rate met or exceeded a predetermined value. Alternatively, 
the rate of consumption could be directly compared with a 
predetermined value to determine if an error or malfunction 
existed. In another example, if the filter of the pool pump 
1.30B becomes clogged, the pool pump 1.30B will begin to 
work harder. This may also be seen through analysis of the 
energy consumption of the pool pump 1.30B. 
0218. In still another aspect of the present invention, a 
control node 1.10B or load control node 1.10C may be 
linked to one or more Sensors (not shown) which sense 
parameters of the corresponding device 1.08B, 1.08C. The 
sensors may currently exist or be a part of the device 1.08B, 
1.08C or be added to the device 1.08B, 1.08C. For example, 
the water heater 1.30C of the above example may have a 
water temperature Sensor. Readings from the water tempera 
ture sensor may be received by the control node 1.10B or the 
load control node 1.10C and used in determined how to 
control the water heater 1.30C. For example, if the water 
heater's 1.30C control is instructing the water heater 1.30D 
to heat the water contained therein (based, at least in part, on 
the water temperature), the water heater 1.30C may first 
check with the associated load control node 1.10C to deter 
mine if it should proceed. The load control node 1.10C may 
approve or not approve based on a number of factors, 
including as indicated above, a characteristic of the elec 
tricity Supply and/or cost or relative cost of electricity, as 
well as the energy requirements of other devices 1.08 within 
the home 2.18 (or devices 1.08 at other sites). 
0219. In another aspect of the present invention, a device 
1.08 may be a storage system or an inverter system. For 
example, the device 1.08 could include one or more batteries 
(not shown) coupled to the power transmission network by 
a load control node 1.10C. When energy is relatively less 
costly or more available, e.g., during non-peak hours, the 
load control node 1.10C could control a mains coupler 2.14 
to provide energy to the batteries. During peak periods, the 
load control node 1.10C may then control the mains coupler 
2.14 to reverse and direct energy from the batteries to other 
devices 1.08. 

0220. In another aspect of the present invention, the 
system 1.02 allows the devices 1.08 working with their 
asSociated nodes 1.10 to make joint decisions based upon the 
information received from the Supply chain. For example, if 
a curtailment PROGRAM affects a group of pool pumps 
within a certain geographic region, limiting each pump's run 
time to 15 minutes per every hour. Each pump and/or 
corresponding load control nodes 1.10C may determine 
which pumps will run during each 15 minute Segment of 
each hour. 
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0221) In still another aspect of the present invention, the 
customer may set a limit for the total power demand for the 
home 2.18 during any given period, e.g., 5000 Watts. The 
gateway node 1.10D receives the total current demand, i.e., 
power being used, on a real-time basis. Thus, if another 
device 1.08 in the home 2.18 wanted to perform a function, 
the device 1.08 (through the associated node 1.10) may 
query the gateway node 1.10D for permission. If the 
requested function would cause total demand to exceed this 
amount (or come within a predetermined threshold), the 
gateway node 1.10D may not allow the device 1.08 to 
perform that function. 
0222. In a further aspect of the present invention, the 
customer or System 1.12 may set up a desired operating 
parameter for a particular device 1.08. For example, the 
customer may indicate that he wants the pool pump 1.30B 
to operate for a given period of time each day, e.g., eight 
hours. In one embodiment, the system 1.12 will schedule the 
operation of the pool pump 1.30B based on the information 
received from the Supply chain, e.g., the cost or availability 
of electricity. 
0223) 3. Advanced Thermostatic Control Device 
0224 AS discussed, in one aspect of the present invention 
the thermostat 1.30D is an advanced thermostatic control 
device linked to the power distribution network. The ther 
mostat 1.30D is also linked to the nodes 1.10 within the 
customer site 1.04 either directly or through the gateway 
node 1.10D and receives information from and regarding the 
power distribution network and the devices 1.08. As a result 
of the availability of information from up and down the 
supply chain, the thermostat 1.30D may more efficiently 
manage and offer additional functionality to the user. 
0225. In one aspect of the present invention, the thermo 
stat device 1.30D receives information related to a charac 
teristic of the energy being Supplied and displays the char 
acteristic on the display 3.04. In one embodiment, the 
characteristic is related to the availability of the energy. For 
example, the characteristic could be either “peak' or “non 
peak' hours. If the power distribution network was operat 
ing during peak hours, “PEAK could be displayed on the 
display 3.04. Or if the power distribution network was 
operating during non-peak hours, “NON-PEAK could be 
displayed on the display 3.04. 
0226. In another embodiment, the present invention, the 
characteristic may be related to the cost of the energy or 
electrical power being Supplied. For example, the charac 
teristic could be the actual cost of a specified unit of energy. 
The actual cost could be displayed on the display 3.04. 
Alternatively, the characteristic could be a relative cost, i.e., 
is the actual cost near or about a baseline cost, or above or 
below the baseline cost. 

0227. With specific reference to FIG. 3A, in the illus 
trated embodiment, the cost or relative cost may be dis 
played to the user graphically. In other words, the cost could 
be displayed using a one or more symbols (shown as “S”). 
The number of Symbols are related to the cost, i.e., the more 
Symbols displayed the greater the actual or relative cost. For 
example, the thermostat 1.30D may use a scale from 1 to X 
Symbols. X could be any number, e.g., 4 or 10. 
0228. The user, in viewing this information, could make 
an informed decision on where to Set the desired temperature 
(or setpoints) using the control panel 3.02. 
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0229. With particular reference to FIG. 3B, in another 
aspect of the present invention the thermostat 1.30D forms 
part of a temperature and environmental Sensing and control 
system 3.08. In this aspect of the present invention, the 
thermostat 1.30D is a node having a node processor 2.02, 
memory 2.04 and two-way communications channel 2.06. 
AS Shown, in the illustrated embodiment, the thermostat 
1.30D is coupled to the nodes 1.10 at the customer site 1.04 
through the gateway node 1.10D. The thermostat 1.30D is 
also coupled to one more Sensors 3.10 which are adapted to 
Sense one or more parameters related to indoor or Outdoor air 
quality. Based on the sensed data, the thermostat 1.30D 
controls other devices 1.08 to manage air quality. The 
managed devices may include one or more HVAC systems, 
air cleaners or electro-Static filters, fans, humidifiers, de 
humidifiers, damper and fresh air input ducts, and ionization 
devices or at type of device 1.08 which may affect air 
quality. 

0230. In one embodiment the sensors 3.10 include an 
indoor air temperature Sensor 3.10A and a humidity Sensor 
3.10B. In another embodiment, the thermostat 1.30D may 
also include Sensors 3.10C for measuring and/or Sensing one 
or more of the following: outside temperature, UV intensity, 
wind direction and speed, relative humidity, wet bulb ther 
mometer, dew point. In Still another embodiment, the ther 
mostat 1.30D may receive external information through the 
gateway node 1.10D, such as information related to the local 
weather forecast. 

0231. In a first embodiment of the present invention, the 
temperature and environmental Sensing and control System 
3.08 will manage indoor air temperature. In a second 
embodiment, using the Sensor data and/or external informa 
tion, the temperature and environmental Sensing and control 
system 3.08 will manage the air quality and humidity in the 
Site 1.04 by controlling the operation of the appropriate 
heating, filtration, conditioning and cooling equipment in 
conjunction with damper and fresh air input ducts, electro 
Static filters and ionization devices to maximize comfort and 
indoor air quality. 

0232. In one aspect of the invention, the system 3.08 will 
manage the available environmental conditioning devices 
1.08 to maintain the optimum temperature, humidity and air 
quality conditions based on user defined minimum and 
maximum values for comfort indices and price of energy 
indices. 

0233. In another aspect of the present invention, the 
System would be able to Switch between energy types, e.g., 
electric verSuS gas for environment heating and would also 
have the ability to Switch Suppliers based on the asking price 
of the energy Suppliers or brokerS Serving the location. 
0234. In still another aspect of the present invention, the 
system 3.08 would balance two primary factors. First, the 
system 3.08 would maintain the environment within user 
defined acceptable minimum and maximum values for one 
or more air quality parameters, for example, air temperature 
and/or humidity. Second, the system 3.08 also vary these 
acceptable parameters based on user defined preferences 
and/or price points and and/or historical data (see below) to 
achieve the optimum environmental conditions. 
0235) To provide feedback to the user, the system 3.08 
may also record the number of energy units (energy units as 
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used here include for examples: kilowatt hours, BTU's, 
Therms, and Jules but is not so limited) used as a function 
of time for each of the devices 1.08 monitored and/or 
controlled by the system 3.08. Furthermore, the system 3.08 
may report back detailed consumption data as a function of 
time and Summarize these details to provide at a minimum, 
daily averages for any user defined period, monthly totals, as 
will as track the costs of each energy unit consumed per 
period and provide detailed and average daily cost for any 
user defined period as well as monthly totals. 
0236. In one aspect of the present invention, the system 
3.08 may be capable of communicating with the devices 
1.08 which have associated control or load control nodes 
1.10B, 1.10C, beyond its primary management function of 
the environmental air management Systems permitting each 
control node point within the site 1.04 or other sphere of 
control up to and including the entire utility Supply chain, to 
use the same economic modeling techniques and controls 
that it uses to manage their primary functions. 
0237) The thermostat 1.30D is the customer or user's 
primary interface with the system 3.08. As discussed above, 
the thermostat 1.30D will be capable of displaying to the 
user the current cost of energy as well as its relative cost as 
a graphical or numeric value (1-10) or (SSSSSSSSS) where 
1 is low and 10 is high or S is low and SSSSSSS is high. 
0238. In another aspect of the present invention, the 
system 3.08 may also display on the display screen 3.04. 
energy efficiency data. The energy efficiency data may used 
to indicate, based on control parameters set in the System 
3.08, how energy efficient the management protocol and 
control parameters capabilities are. This relative efficiency 
data may relate to the Site’s 1.04 performance on a Standa 
lone basis or may be tied to a comparison group against 
which relative efficiency can be determined or both. This 
data indicating the relative and actual cost of energy and 
effiency can also be communicated to other remote devices 
1.08 like TV screens, or other display devices (at the site 
1.04 or remote) which are capable of communicating and 
displaying information. These devices 1.08 may includes but 
are not limited to appliances with displayS or indicator lights 
to reflect the cost of energy or any other means available at 
points of consumption or Stand along means to inform the 
customer of the relative and actual cost of energy and their 
relative energy efficiency level. The system 3.08 may also 
manage, report and track its energy unit usage and interface 
with energy unit Suppliers via a communications channel. In 
one embodiment, the system 3.08 controls will be located at 
the site 1.04, while the processors for modeling and man 
aging the Sources and types of energy units to be utilized and 
committed to can be local or distributed and operate over a 
communications network without regard to the actual loca 
tion of or distance from the site 1.04. 

0239). In one aspect of the invention, the user may set a 
temperature Setpoint, i.e., a desired temperature and the 
System 3.08 based on the temperature setpoint, Sensed data, 
as well as the user's historical use of the system 3.08 may 
determine an effective setpoint. The system 3.08 may then 
control the devices 1.08 as a function of the effective 
Setpoint. 

0240 The temperature setpoint may have an associated 
“deadband'. For example, a temperature setpoint of 72 
degrees may have a deadband of +/-5 degrees. In this 
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example, the system 3.08 would not initiate cooling until the 
actual temperature reached 77 degrees or would not initiate 
heating until the actual temperature reached 67 degrees. 
0241. In another aspect of the present invention, the 
variable dead band of operation of the system 3.08 may be 
directly tied to the cost of energy and the customer's 
WillingneSS to pay. For example, a fixed Set point to a cost 
of energy may be set and an optimal ramp rate based on a 
time and temperature differential to achieve Savings. Alter 
natively a user defined ramping rate Such as 1 degree per 30 
minutes to modify the temperature set point of the site 1.04 
to reduce the operation of the heating or cooling System 
during periods of high energy prices may be defined. 
0242. In one aspect of the invention, the system 3.08 
manages comfort for the customer Site 1.04 by learning from 
the user's inputs or adjustments to the system 3.08 to change 
or modify indoor air temperature. This learning process 
alters the operation of the system 3.08, freeing the customer 
from having to make changes to manage the indoor envi 
ronmental condition. To accomplish this, the system 3.08 
must actively monitor and control not only the temperature 
setting in the home 2.18 but may also monitor and actively 
control the humidity levels. 
0243 In one embodiment, the system 3.08 determines the 
effective temperature to accommodate changes in the indoor 
humidity Settings. For example, if the customer initially Sets 
the thermostat at 72 degrees F., the system 3.08 senses the 
indoor humidity level and maintains a relationship between 
the temperature and humidity level Sensed. AS the humidity 
level of the home 2.18 rises in Summer, the set point would 
remain at 72 degree F., however, the effective setpoint that 
the system 3.08 must maintain is automatically lowered to 
maintain a consistent level of comfort. As a default param 
eter, the system 2.18 may have to lower the effective set 
point from that established by the customer by 3 degrees F. 
for every 10% of relative humidity that is sensed to retain the 
comfort level in the site 1.04. On the opposite side of the 
control algorithm, as a default parameter, the effective Set 
point would be raised by 3 degrees F. for every 10% 
reduction in sensed humidity within the home 2.18 to 
maintain the desired comfort level in winter. The ratio of 3 
degrees F. + or - is a default Setting and would be modified 
as needed based on the user's changes to the Set point at the 
thermostat 1.30D. Changes to the effective set point as it 
relates to the Sensed humidity therefore may be increased of 
decreased from the default ratioS permitting the control 
algorithm to learn the user's individual preferences and over 
time, eliminate the need for the Site 1.04 occupant to make 
any changes. 
0244. In another aspect of the present invention, the 
system 3.08 allows one or more occupancy modes to be 
defined and/or modified and/or utilized by the user. The use 
of different occupancy modes would assist in achieving a 
reduced level of demand on the energy delivery System as 
well as reduce the total cost of operation site 1.04. In one 
embodiment, the occupancy modes may be defined or modi 
fied through the user interface 1.14 (see below) and activated 
through the thermostat 1.30D and/or the user interface 1.14. 
Examples of possible occupancy modes include: home, 
away, weekend, weekday, holiday. Specific modes may also 
be defined for different users. 

0245. The system's 3.08 performance and energy reduc 
tion capabilities are further enhanced during all periods by 
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applying the most energy effective Set point or its related off 
Set if the occupancy mode is “vacant' and applying the 
comfort management off Set if the occupancy mode is 
“home”. This occupancy sensitive control is further 
enhanced by the addition of occupancy Sensing devices that 
communicate with the system 3.08. 

0246. In still another aspect of the present invention, the 
system 3.08 may determine the time necessary to recover 
from a one occupancy mode to another mode. In another 
words, this recovery time at which a transition or recovery 
process is to be initiated if the system 3.08 is set to a 
“recover by time versus the default of “start recovery at” 
time. 

0247 The system 3.08 may be enhanced by having 
access to energy pricing data. Energy price information is 
used by the system 3.08 to predict the total cost of operation 
at the site 1.04 for maintaining the environmental comfort. 
Forward projection of pricing enables the system 3.08 to 
determine the optimal humidity and temperature Settings 
that can be achieved for the site 1.04 and perform humidity 
level increases in the case of heating or humidity level 
decreases in the case of cooling So that the effective Set point 
can be either lowered in the case of heating or raised in the 
case of cooling, permitting the heating or cooling System to 
run leSS during periods of higher prices. This ability to 
precondition the Site in anticipation of increased pricing on 
average will reduce the total energy bill for the site 1.04. 

0248 Energy pricing information may be entered by the 
customer, be pre-established as part of an energy Supplier 
program or be set to a default value designed to create a 
balance of comfort and Savings. 

0249. With reference to FIGS. 3C-3G, one implementa 
tion of the above described system 3.08 will now be 
explained. The graph of FIG. 3C, depicts how, as energy 
prices rise, the ability of the system 3.08 to manage the 
indoor air temperature may be managed. In the graph of 
FIG. 3C, three scenarios are presented, however the present 
invention is not limited in the number or type of Scenarios 
that might be offered or exist with any given implementa 
tion. In the illustrated embodiment, the three Scenarios are 
maximum Savings, balanced Savings and comfort, and maxi 
mum comfort. For each user Selected Scenario, the System 
3.08 has a predetermined default offset (which defines the 
deadband). Additionally, the offset may vary as a function of 
a characteristic of the Supplied energy, e.g., availability 
and/or price. In the illustrated embodiment, different offsets 
are defined for energy Supply classifications of low, medium, 
high, and critical. 

0250 Because some energy Suppliers offer what is 
known as time-of-day pricing in their tariffs, the illustrated 
price points could be tied directly to the tariff structure for 
the energy Supplier. If real time pricing is offered by the 
energy Supplier Serving the Site 1.04, this same temperature 
allowed variance could be utilized to generate Savings and 
reduce Supply chain demand. Another load management 
program offered by energy Supplier utilizes price tiers which 
the utility manages dynamically to reflect the total cost of 
energy delivery to its customers. These tiers provide the 
customer a relative indicator of the price of energy and are 
usually defined as being LOW, MEDIUM., HIGH and 
CRITICAL. These 4 tiers are Superimposed in the graph of 
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FIG. 3C to illustrate how the tiers would be used by a 
energy Supplier to Signal the customer and the System about 
the relative cost of energy. 
0251 This feature is applicable to the systems 3.08 
described above when either a fixed Set point is used or can 
further improve the ability of the system that utilizes the 
programmable Set point feature to expand the operating 
efficiency of the heating and/or cooling Systems while 
reducing the total demand on the energy delivery System. By 
combining the price data with preconditioning of the Site 
temperature and humidity levels and further applying the 
occupancy mode of the Site, additional Savings as described 
above can be achieved. As a direct result, if deployed in 
Sufficient quantities in a geographic area, price volatility in 
energy prices can be reduced. 

0252) In one aspect, the system 3.08 manages comfort by 
balancing humidity and temperature based on its learned 
preference Setting using customer inputs or using System 
defaults. This ability to manage temperatures is enhanced by 
including a economic management System built into the 
system 3.08 which will direct the operation of the devices 
1.08 System to achieve customer desired economic goals. 
This example of how the System can manage costs and 
comfort Should not be construed as limiting or constraining 
the ability of the system 3.08 to deliver additional benefits 
of comfort or cost management. 

0253) To begin the process the system 3.08 tracks and 
learns about the thermal gain characteristics of the home 
2.18. To do this, the system 3.08 tracks the thermal gain rate 
of the home 2.18 for each set point selected over time by the 
customer. With reference to FIG. 3D, a thermal gain table 
for two set points is illustrated. FIG.3d shows two set points 
for the home 2.18 that the thermostat 1.30D has recorded. 
The first set point for which data is available is 72 degrees 
F. The three trends illustrated as lines 3.12A, 3.12B, and 
3.12C plot the thermal rate of gain in the site 1.04 for 
different outside temperatures. On the day represented by 
line 3.12A the outside temperature was 99 degrees F. On the 
day represented by line 3.12B, the outside temperature was 
90 degrees F. On the day represented by line 3.12C, the 
outside temperature was 77 degrees F. The next set point for 
which data is illustrated is the set point of 76 degrees F. The 
three trends shown as lines 3.14A, 3.14B, and 3.14C illus 
trate the thermal rate of gain in the home 2.18 for the same 
outside temperatures plotted in the 3.12A, 3.12B, 3.12C data 
points. This illustration is used to show the impact the Set 
point versus outside temperature differential has over the 
thermal gain rate in the home 2.18. While these graphs are 
drawn to illustrate the rate of thermal gain, they do not depict 
the rapid initial gain when the differential is large and the 
slower rate of thermal gain, which occurs as the indoor 
temperature reaches the outside temperature. This rate if 
thermal gain change is illustrated in FIG. 3D as plot line 
3.16 which shows the thermal gain for a set point of 74 
degree F. and an outside temperature of 90 degrees F. 

0254 The second step is to learn the operational run 
characteristics of the HVAC system as a function of the 
thermal gain. Since the outside temperature varies continu 
ously during a typical day, the rate of thermal gain and the 
HVAC run times also vary in accordance with these changes. 
FIG. 1E illustrates a typical day showing plot lines for the 
thermal gain rate and the associated HVAC run time. It 
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should be noted here that the set point of the system 3.08 was 
Set at a fixed point for the entire day and the use of humidity 
Sensing and control of humidity levels were not introduced 
into the illustration So that the graphical plots depict a 
normal home with a normal HVAC control thermostat. Here 
again, the illustration depicts that as the outside temperature 
rises and the differential between the indoor set point and the 
outside temperature increase, the thermal gain causes the 
HVAC system to cycle more frequently. At Some point, in 
extremely hot weather or more importantly in periods of 
high humidity, with the Set point at a low Setting, the thermal 
gain would exceed the HVAC units’ ability to recover the 
indoor air temperature to the Set point. When this occurs, the 
HVAC run time plot would plateau at 100% of operation and 
the indoor air temperature would rise above the Set point, 
until the outside temperature dropped to a level where the 
thermal gain did not exceed the HVAC units ability to 
recover the indoor temperature Setting or the indoor humid 
ity level dropped to the point where the occupant began to 
feel cold and adjusted the Set point higher, permitting the 
unit to resume a more normal cyclical pattern. 
0255 The third step is for the user to pick from a plurality 
of economic options offered by the system 3.08. These 
options range from 100% comfort management without any 
regard for cost to 100% economic management without any 
regard to comfort. This choice at a high level, for example, 
would be but is not limited to a selection scheme from 1 to 
10 which the user would select from, where 1 is pure 
comfort management and 10 is pure economic management. 
While this example would in its simplest from provide a 
Selection of 10 options, the underlying control options used 
by the system 3.08 could be modified and expanded to 
provide an infinite number of options. To illustrate how the 
options in this example would drive the control logic we will 
now review the control parameters effected and illustrate the 
resulting controls. The primary control parameter would be 
tied to the number of degrees from the set point that the 
customer would make available to the system 3.08 to 
achieve economic benefits. This parameter would start with 
the set point established by the CUSTOMER (for this 
example 72 degrees F.) and at the maximum comfort Setting 
would not move off of this set point (see FIG. 3F). In the 
maximum Savings Setting, the Set point offset would be 4 
degrees F. which would permit the System in this example to 
vary the temperature in the home form the normal Set point 
of 72 F by the 4 degree offset making the acceptable 
temperature range 72 F to 76 F within which the system 3.08 
would manage the environment. The next parameter that 
would be used to achieve economic goals would be the 
ramping rate at which the system 3.08 would permit the 
temperature to rise within the site 1.04 as it moved from one 
Set point to a higher or lower one to achieve economic 
benefit. Here again, for the maximum comfort Setting, Since 
the allowable offset is Zero, the ramping rate has no effect. 
In this case however, another parameter that regulates the 
offset from the set point used by the system 3.08 to trigger 
recovery back to the set point (the dead band of operation) 
would be an alternative control parameter. In this case, if the 
normal dead band was 2 degrees F., for the maximum 
comfort range this might be lowered to 1 degree. In the 
maximum Savings Setting where the allowable temperature 
range has a 4 degree variable, the ramping rate would be 
capable of being controlled through a combination of vary 
ing the dead band range and the thermal gain rate in the Site 
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1.04. For the maximum savings setting, the dead band in this 
example would be raised to 3 degrees F. and the rate of 
thermal gain per hour would be set at 3 degrees F. per hour. 
The results of this example are illustrated in FIG. 3F. The 
examples here are only used to illustrate how the System 
3.08 using the inputs from the customer would vary the 
operation of individual parameters as described to either 
maintain an optimum comfort or optimum Savings control 
algorithm and are not meant to limit the number of control 
parameters that the system 3.08 might use of the way in 
which these different levels of comfort or savings are 
achieved. Additional parameters and controls could also be 
in more elaborate implementations of the System. The fol 
lowing paragraphs disclose these additional control param 
eters and control modes but should not be construed as 
limiting the System's capabilities to these examples. 

0256 In another aspect of the present invention, the 
system 3.08 uses the learned thermal gain characteristics of 
the site 1.04 along with the customer selected allowable 
temperature variation range to maintain a flat level of 
demand and consumption. Under this control program, the 
system 3.08 uses the thermal gain rate of the home 2.18 and 
its associated HVAC System run time to produce a base line 
of consumption. Using this base line the system 3.08 can be 
instructed to manage the demand and consumption rate at 
either a flat level or at some reduced level by varying the 
indoor air temperature within the allowable range. The 
following illustrates how this control program works, but 
should not be construed to limit the capabilities of the 
System 3.08 to perform these functions using different 
control logic or additional Sensing devices to improve the 
process. For this example, the Set point of the thermostat is 
72 degrees F. and the allowed variation selected by the 
customer is 4 degrees F. making the acceptable range for 
indoor temperature from 72 degrees F. to 76 degrees F. Since 
the time, when the base line is Set can be triggered by a 
plurality of conditions, Such as a user or program defined 
time of day, percentage level of operating run time, energy 
consumption rate for a give period of time or any other 
measurable on Sensed event, for this example it is assumed 
that the customer has set the base line trigger to be set when 
the HVAC units run time reaches 33%. In the early morning 
when it is cool, the system 3.08 in this example will be 
operating at a cycle rate of 10%. AS the outside temperature 
rises, the thermal gain on the home 2.18 is monitored along 
with the HVAC cycle rate on a continuous basis. The rise in 
the outside temperature causes the HVAC cycle time to 
increase as illustrated in FIG. 3E. As the system 3.08 
reaches the trigger level of 33% cycle run time, the base line 
is established and the system 3.08 using its computed 
thermal gain rate and the corresponding HVAC cycle run 
time projections, computes the required effective Set point 
offset needed to keep the HVAC cycle run time at the 
specified trigger level of 33%. By adjusting the effective set 
point upward, the system 3.08 is able to maintain the HVAC 
run time at the predetermined trigger level up to the point 
that the thermal gain rise rate exhausts the allowed tempera 
ture variant allowed for the site 1.04. At this point, the 
System will have the option, based on control parameterS Set 
in the System by the customer or user or any other control 
ling entity, to exceed the cycle run time trigger level or 
exceed the allowed temperature depending on whether com 
fort or economic requirements are the primary drivers for the 
Site 1.04, the energy Supply chain or a combination of both. 
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FIG. 3G illustrates this scenario, assuming that the thermal 
gain of the site 1.04 does not exhaust the allowed tempera 
ture variant for the site 1.04. 

0257. It should be noted that the setting of this trigger 
point and the control of the system 3.08 may be for this 
example, or for any example, or for the entire System, under 
the control of a party other than the customer and therefore 
is not be limited in its Scope as a residential or commercial 
control System. In a large-scale deployment, the System 3.08 
can be under the control of an energy Supplier and can be 
used to manage a plurality of environmental control devices 
attached to the energy Supply chain. It should also be noted 
that the control of the system 3.08 may be shared by a 
plurality of Sources each having a defined level of authority 
and control over an individual control point or group of 
points as needed to manage, monitor and balance the 
demand of the delivery Supply chain. 

0258 As discussed above, another feature of the system 
3.08 is its ability to receive the cost of energy from the 
energy Supply chain. Price Signals could take the form of 
tiers or actual prices. In either case, the customer would be 
capable of specifying to the system 3.08 their willingness to 
pay for comfort or their desire to Save by inputting into the 
system 3.08 a plurality of offsets from the set point that the 
system 3.08 could use to manage the environmental air 
comfort range. In FIG. 3C several scenarios are illustrated. 
In the first Scenario, the customer can specify using levels of 
comfort or savings their willingness to provide additional 
temperature variants based on the cost of energy from the 
Supply chain. Three lines are depicted, one be for maximum 
comfort, one for balance comfort and Savings and the third 
for maximum Savings. In the maximum comfort Setting the 
customer is indicating that they will not give up anything 
based on the price of energy and therefore will not generate 
any Savings. In the balanced comfort and Savings Setting, the 
customer is willing to give up 4 degrees of comfort to 
achieve Savings. In the maximum Savings Setting the cus 
tomer is indicating that they will give up 8 degrees of 
comfort to achieve Savings over comfort. These Setting are 
Specified as being Set by the customer, however they may be 
controlled by other means Such as the energy Supplier or 
other outside management entities. An example of this might 
be a utility or other energy Services company that offers a 
customer a flat rate per month for energy but under that 
agreement the customer would relinquish control of their 
heating and cooling System to the provide. 

0259 Under this example the entity managing the system 
3.08 would provide pricing commensurate with their ability 
to control the home and the premise occupant or customer 
would pay less for their energy as that level of control by the 
Supplier increased. In this example as in all other examples 
it should be noted that these features of the system 3.08 are 
not separate and can be used in a plurality of combinations 
to create control Systems capable of delivering benefits to all 
parties associated with the generation, delivery and con 
Sumption of energy. In our example above, where the 
customer wanted to achieve maximum Savings to was will 
ing to give up 8 degrees of comfort to achieve that goal, if 
the Site 1.04 as equipped to manage humidity levels, and the 
humidity level could be managed so as to reduce it by 20%, 
the actual temperature variant available to the system 3.08 to 
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achieve the customers goals would increase from 8 degrees 
to 14 degrees giving the system 3.08 a lot of latitude to 
manage within. 
0260 Another feature of the system 3.08 that improves 
both comfort and energy efficiency is its ability to determine 
the optimal fan extended run time that can be applied to 
forced air HVAC systems to gain additional cooling and 
heating benefit from residual cooling and heating absorbed 
into the duct System during the thermal recovery process. 
Traditionally, heating and cooling Systems upon reaching the 
desired Set point Shut down the heating or cooling generation 
unit and enter a State of non-operation. In the case of heating, 
a Sensor in the plenum unit will force the fan to continue to 
operate, for Safety reasons, until the plenum temperature 
drops to a Safe level. At this point the fan and System cease 
to operate. When in cooling mode, the entire system 3.08, 
including the fan, typically cease operation as Soon as the Set 
point is achieved. In both of these cases, there is residual 
thermal benefit stored in the ductwork that is lost to the site 
1.04. The system 3.08, using sensors, will continue to 
operate the fan to extract this residual thermal benefit from 
the duct System and transfer it into the conditioned space of 
the site 1.04. In the case of heating, the fan will continue to 
operate until the duct temperature lowers to the point of 
being equal to that of the Sensed temperature of the condi 
tioned Space. In the case of cooling, the fan will continue to 
operate until the duct temperature rises to the point of being 
equal to or Some offset greater than that of the Sensed 
temperature of the conditioned Space. 
0261. In a more elaborate implementation of the system 
3.08, the environmental control system would utilize addi 
tional Sensors, controls and in Some cases ancillary humidity 
control devices to maximize Savings for the customer and 
reduce the impacts on the environment. This is accom 
plished by making the system 3.08 overall more energy 
efficient, thus permitting power generators to reduce the 
operation of their power generation facilities, resulting in a 
reduction in air pollution and the consumption of our limited 
natural resources. Energy efficiency improvements through 
a combination of balancing thermal gain and Sensed humid 
ity can be performed in a plurality of ways. For illustration 
purposes, Several will be discussed here but should not be 
considered as limiting the ways that improvements in energy 
consumption rates and comfort can be achieved. 
0262 The two primary factors effecting comfort in con 
ditioned air space are temperature and humidity. AS Stated 
earlier, humidity plays a large factor in comfort and by 
controlling humidity levels, temperatures can be raised and 
traditional HVAC systems will run less thus Saving energy. 
Traditional HVAC systems, by their design, remove humid 
ity in the air as a function of moving air through a cooling 
coil. This humidity remove creates a more comfortable 
environment but typically, the removal of the humidity is 
purely a byproduct of the cooling process and is not con 
trolled. The system 3.08 may offer the ability to modify 
existing HVAC systems to make them humidity control 
Systems by the addition of humidity Sensing communicating 
nodes. These nodes Sense humidity levels in the conditioned 
space and provide the input to the system 3.08 so that it can 
manage not only the temperature but the humidity levels in 
the site 1.04. Sensors alone however cannot perform the 
humidity control process. In addition, the system 3.08 Sup 
ports a plurality of communicating control Switching, moni 
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toring and metering Sensors to complete the process. The 
following example of humidity control, that can be incor 
porated into new HVAC systems or as a modification to 
existing HVAC Systems, is designed to illustrate how the 
System 3.08 can significantly improve on the operating 
efficiency and the associated cost of operation of HVAC 
units. Through improved operating efficiency the Systems 
will reduce the total energy they consume, improving the 
economy, reducing emissions and preserving natural energy 
CSOUCCS. 

0263 A traditional HVAC forced air system consists of a 
heating unit, a cooling unit, a fan and air filtration System. 
Air is drawn from the conditioned space through a return air 
duct System and is filtered and them passes through the fan 
chamber where it is then directed through a heating chamber 
followed by a cooling chamber. In the case of a heat pump, 
the heating and cooling are performed by the same chamber 
using a common coil, and may be Supplemented by a 
resistive heating Strip chamber in climates where heat pump 
operation may be marginal during periods of extreme cold 
weather. Air them is passed into the Supply duct System 
where it is transported back to the conditioned space through 
a Series of ducts and registers. In a cooling Scenario, the 
heating chamber is inoperative and only the cooling proceSS 
is active. AS air passes through the cooling coil, the cooling 
coil reducing the ambient air temperature by absorbing heat. 
At the same time, moisture in the air condenses on the 
cooling coil and flows down the coil as a result of gravita 
tional forces and is collected into a drip pan at the bottom of 
the chamber from there the moisture is piped to a Suitable 
point of disposal. By default, as mentioned earlier, this 
proceSS removes humidity from the air. Another important 
point is that traditional HVAC units have a multi speed fan. 
This fan is designed to operate a Several Speeds depending 
on its design and operates at a low Speed Setting when the 
heating process is active and at a high Speed when the 
cooling proceSS is active. It does this because heated air is 
lighter and moves easily through the duct System requiring 
less force to move Sufficient air into the conditioned Space to 
recover the temperature to the designated Set point. Cooled 
air because it is denser requires greater force to move it 
through the duct System and therefore requires a higher fan 
Speed to move an equivalent amount of air through the 
system 3.08. As a result, traditional HVAC systems have 
multi Speed fans built in but are Solely used to compensate 
for the air density. The system 3.08 takes advantage of this 
capability to utilize the lower Speed fan Settings to reduce the 
humidity levels in the home. It accomplishes this task by 
using a two-way communicating control node capable of 
modifying the fan Speed Settings to operate it in its normal 
high Setting when recovery of the ambient air temperature is 
required and in the low Speed Setting to reduce the humidity 
levels in the home. To dehumidify the home 2.18, the system 
3.08 would operate the air conditioning compressor to cause 
the cooling coil to drop in temperature and would operate the 
fan at a low speed causing more humidity to be removed 
from the air as it passes through the cooling coil at a slower 
rate allowing more moisture to be removed. The cooled air 
would follow its normal path through the Supply duct System 
and would pass the dryer and colder air into the conditioned 
Space. Through a learning process, the System 3.08 would be 
able to determine and record in its memory, the rate of 
dehumidification its associated HVAC unit is capable of 
delivering. HVAC units equipped with multi Speed com 
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preSSors would operate more efficiently in this Scenario than 
Standard Single speed compressor units. For dehumidifica 
tion in a home with a multi Speed compressor, the low speed 
compressor Setting would be used to reduce the amount of 
energy the system 3.08 uses. To complete the dehumidifi 
cation control process, one of two additional two way 
communicating Sensors or a combination of both would be 
needed. Because the cooling coil as it removes humidity 
from the air might become over loaded with condensation 
and begin to freeze up, Sensors to detect either airflow or the 
presence of icing of the compressor coil would be needed. 
The system 3.08 is capable of utilizing inputs from these 
Sensors to either increase the fan Speed to cause the coil to 
defrost or cycle the compressor while operating the fan in 
either a low or high Speed to force warm air through it thus 
defrosting the coil. In heating Season, as the outside tem 
perature dropS. So do the humidity levels, resulting in low 
relative humidity levels. Just as humidity removal in sum 
mer makes the air feel colder, removal of humidity in winter 
has the same effect. The major difference is that in winter, 
the resulting cold feeling creates an indoor air comfort level 
that is undesirable and customers raise the temperature as 
the humidity levels drop to maintain a more comfortable 
environment. This condition dries out wood doors and floors 
as well as human Sinuses resulting in Shrinking of wood 
products and bloody noses. By increasing the humidity 
levels in the site 1.04, the temperature can be maintained at 
a lower level while retaining the same relative level of 
comfort. In addition, by increase the humidity level, wood 
products will not tend to shrink as much and Sinus conditions 
will not plague the customer. To accomplish humidity con 
trol during the heating Season, the addition of a humidifier 
in the supply air duct system 3.08, boosts the humidity levels 
of the conditioned air Space allowing a lower temperature 
Setting to be maintained thus reducing the amount of energy 
required to maintain a Satisfactory comfort level. The System 
3.08 is capable of managing the humidity levels using the 
humidity-Sensing node described earlier in the cooling Sec 
tion but does not require the additional freeze and defrost 
Sensors. Unfortunately, traditional humidification Systems 
are designed to only work when the heating process is 
active. This is because they depend on the heated air exiting 
the heating chamber to pass through a Series of mesh grids 
or membrane that is Soaked with water. AS the heater air 
passes through these grids or membranes, they pickup 
moisture through the process of evaporation and transport it 
through the Supply duct System into the conditioned air 
space. To improve on this process, the system 3.08 incor 
porates a modified duct humidification process which heats 
this grid or membrane to permit unheated air passing 
through it to transport moisture into the conditioned Space, 
not requiring the main heating process to be active to 
accomplish its task. In addition, the system 3.08 is capable 
of controlling remote, distributed humidification units 
throughout the site 1.04, like the units available for sale 
today in a number of retail Stores, which are Specially 
equipped with a two way communications node controller 
integrated into them. A less elaborate adaptation of this fully 
integrated solution that the system 3.08 Supports, is a wall 
plug adapter with an integrated two way communicating 
control node, relay contactor and optional humidity Sensor. 
This unit can be used to adapt traditional humidification 
units or vaporizers and make them an integral part of the 
humidity control System. An additional Sensor device is used 
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to measure moisture content on Surfaces, which are exposed 
directly to the outside like glass windows. AS the humidity 
level rises in the Site 1.04, exceSS moisture may gather on 
these cold Surfaces resulting in condensation accumulation. 
To manage this condition, optional communicating Sensors 
to detect moisture accumulation are included with the SyS 
tem 3.08. 

0264. Another method of controlling humidity levels in 
the Site 1.04 during the cooling Season which the System 
3.08 Supports is the modification of the cooling chamber coil 
to incorporate heat pipe technology to increase the units 
dehumidification capabilities on average by 2 times. Com 
municating Sensors as described above would still be needed 
if low Speed fan operation was used, however with heat pipe 
cooling coil retrofit devices, often times humidity levels can 
be maintained without the need to perform additional dehu 
midification. The amount of humidity reduction and the 
ability of the system 3.08 to perform the process efficiently 
all must be balanced to achieve Savings and comfort. Cool 
ing coil heat pipe retrofit devices are available from numer 
ous companies throughout the world like Heat Pipe Tech 
nology Inc. of Gainesville, Fla. Companies like Heat Pipe 
Technology also make Stand alone retrofit dehumidification 
units that can tied directly into the existing residential HVAC 
System, permitting the dehumidification process to use the 
existing duct work in the home to distributed dehumidified 
air without the need to operate the existing air conditioning 
compressor. This process is much more energy efficient as 
the compressor used in the retrofit add-on dehumidification 
unit uses considerably less energy than the whole house 
compressor but does require a capital investment on the 
from front end which might make it leSS appealing to Some 
customers. The system 3.08 also supports other forms of 
dehumidification like desiccant Systems and other forms of 
humidity absorption technology. 
0265 Dehumidification control in more elaborate imple 
mentations of the system 3.08 can be used to precondition 
the site 1.04 in anticipation of events that would call for or 
require demand reductions on the energy Supply chain. An 
example would be a simply energy Supplier program where 
time of day rates are used to encourage the reduction of 
System demand during peak periods. In anticipation of Such 
events, the system 3.08 is capable of preconditioning the 
home to reduce the humidity levels in Summer or increase 
them in winter thus permitting comfort levels to be main 
tained while raising the ambient air temperature to reduce 
demand and total consumption. This preconditioning pro 
cess while described here and supported by the system 3.08 
as a “on demand” or “on request' type of program, could be 
used as the System default, resulting in a permanent reduc 
tion of demand on the system 3.08 and a total reduction in 
energy usage. The capital investment to manage humidity 
levels in the site 1.04, represent about 20% of the annual 
energy bill but can be easily recovered by managing humid 
ity, which in topical climate conditions would result in an 
annual energy usage decrease of up to 14%. On the reverse 
Side of this Scenario, is the heating load reduction, which 
would impact a number of different energy Supply chains 
and natural resources. Here again, the equipment to 
humidify the site 1.04 to increase humidity levels during 
heating Seasons would be capable of being recovered within 
18 to 24 months assuming that they were managed by the 
system 3.08 to achieve lower heating set points as a function 
of relative humidity levels. 
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0266. Additional two-way communicating sensors will 
also improve the operational capabilities of the system 3.08 
by providing additional input data. Occupancy Sensors as an 
example would provide the system 3.08 with knowledge of 
if there were people present in the site 1.04. The system 3.08 
is capable of receiving authorization from any authorized 
entity to perform items like ramping, Set point modifications 
or dehumidification differently depending on the presence or 
absence of the occupant. If unoccupied, the System 3.08 can 
be directed to take more Savings related actions and defer 
comfort control options. This ability increases its ability to 
deliver Savings and reduce demand on the Supply chain 
without affecting the occupants’ level of comfort. 
0267 Additional two-way communicating sensors are 
supported by the system 3.08 to support indoor air quality as 
well. Examples of such sensors are CO2, NOX, Radon, Gas, 
Formaldehyde and CO detectors. These sensors would Sup 
ply input to the system 3.08 and if so equipped, would 
trigger the operation of air exchange Systems to lower levels 
of Such gases in the Site 1.04 or trigger and alarm condition. 
Other communicating Sensors to detect Smoke or fire are 
also supported and permit the system 3.08 to perform 
emergency shut down of the air handler and other equipment 
should such a condition be detected. With such safety and 
security features, the system 3.08, as a direct result of its 
communications capabilities, has the ability to interface with 
and report alarm conditions to a plurality of end points. 
Examples of Such points include but are not limited to cell 
phones, pagers, monitoring centers, local and remote alarm 
horns, bells and lights as well as digital display devices like 
PCS, in premise kiosks, TV Screens and personal radioS 
with digital display screen capabilities like XM Radio and 
Sirius Radio. The system 3.08 also supports traditional air 
filtration filter monitoring as well as more Sophisticated 
electro static filtration systems and UVG bacteria and virus 
air cleansing Systems. In all cases the System 3.08 uses its 
two-way communicating Senor node technology to control 
and monitor the performance of these units. 
0268. In one aspect of the invention data various data 
elements are stored within the system 1.02. In one embodi 
ment, the data may be stored in gateway node 1.10D. 
However, each node 1.10 in the system 1.02 includes a node 
processor 2.02 and memory 2.04. Therefore, any node 1.10 
in the System may assume the processing and/or the control 
of one or more devices and/or the Storage of System data 
1.02 in the event the gateway node 1.10D becomes disabled. 
In one embodiment, the following data may be maintained 
or stored by the system 1.02. 
0269. 1. The current supplier of energy units, the current 
price per energy unit including delivery. 
0270 2. The current operating cost per hour based on the 
rate and cost of energy units being used. 
0271 3. The total energy units used and their cost for 
today, this week, and this billing period and the past 14 
billing periods by Supplier and energy type if multiple types 
are available. 

0272 4. The total energy units used by type and their 
asSociated cost for the day, week and billing period for the 
past 14 billing periods. 

0273) 5. The balance of available credit per energy unit 
Supplier and an estimate of the available hours and days of 
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energy unit purchases that represents if a debit system 3.08 
for prepaid energy is being used. 
0274 6. A computed average cost per energy unit by 
Supplier and a percentage of the total energy unit require 
ment being purchased from that Supplier including delivery 
COStS. 

0275 7. Abreakdown of energy units consumed and their 
cost and Supplier by individual appliances if multiple appli 
ance control and metering is activated. 
0276 8. A projected total billing period cost for each 
energy type and Source. 
0277 9. An aggregated total by type and Source of energy 
unit. 

0278 10. A history of temperature set points for the day. 
0279 11. An average of temperature set points for the 
week and billing period 
0280 12. Historical totals of energy units usage and cost 
for this month, last 14 months and year to date. 
0281 13. The current temperature set point both user set 
and fixed. 

0282) 14. The current dead-band high and low degree 
Spread both user Set and fixed. 
0283) 15. The average temperature maintained for the 
day, week and billing period. 
0284 16. The average thermal degree gain or loss per 
unit of time for the site 1.04 for a rolling 30, 60 and 90 day 
period by hour of the day. 
0285) 17. The average thermal recovery time per degree 
when heating and cooling Systems are operational for a 
rolling 30, 60, and 90 day period by hour of the day. 
0286 18. The projected annual cost of operation for each 
of the appliances being monitored. 
0287. 19. The operational efficiency factor of each appli 
ance being monitored based on historical consumption pat 
terns and current operating Statistics. 
0288. 20. The current and historical settings for minimum 
and maximum dead-band temperature and cost Settings. 
0289. 21. Warning indicators of operational irregularities 
in monitored appliance consumption patterns. 
0290 22. Warning indicators for low balances in debit 
accounts if prepaid energy unit accounts are present. 
0291 23. Average daily cost of operation of whole site 
1.04 and individual appliances on a 30, 60 and 90 day rolling 
average and Same period last year. 
0292 24. Data, text and billing messages from energy 
unit Suppliers and information Sources. 
0293 25. Weather information and history data including 
at a minimum outside temperature lows and highs, humidity, 
chance of precipitation wind Speed and direction, Solar 
exposure time and angle and UV indexes by day, by week, 
by billing period. 

0294 26. Total heating and cooling degree days and other 
Statistical data needed to normalize consumption and usage 
data. 
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0295 27. Computed thermal recovery time for heating 
and cooling adjusted to compensate for the external tem 
perature, wind Speed, direction, UV index, humidity and 
cooling or heating degree day factors. This computed factor 
is used to more accurately compute the recovery time for 
thermal gain or loSS when combined with the average 
normalized thermal gain or loss for the site 1.04. This factor 
may also be computed centrally and transmitted, frequently 
enough to permit adequate factoring of recovery times to 
maximize efficiency and reduce operating costs. Transmit 
ting centrally computer factors will eliminate the need for 
external Sensors at each location thus lowering the cost of 
installation and ongoing maintenance. 
0296 28. A Table of available energy suppliers and user 
defined preference indicators by Supplier and type of energy 
units provided to be used in choosing the Supplier of choice 
if price points and terms of Sale are equal during a given time 
period. 

0297 29. A table used to compute supplier parity when 
option 28 above is not entered which contains at a minimum, 
the available Suppliers, the type of energy units available and 
the number and cost of energy units purchase this billing 
period. 
0298 30. An optional user supplied preferred energy unit 
type indicator. 
0299 31. User selected temperature ramping option indi 
cator with default 1 degree per hour ramping and optional 
user defined ramping time frames and degree Settings. 
0300 32. Low and high temperature alarm settings to 
protect against heating and cooling System failures. This 
alarm trigger point is user defined, and if not entered, 
defaults to + or -5 degrees above and below the maximum 
dead-band comfort range entered by the user. This feature is 
defeated if the system 3.08 is placed in the off position, but 
will be overridden if the user elects to activate the tempera 
ture alarm mode capability of the system 3.08. 

0301 33. Alarm activation indicator which is user 
Selected to permit the automatic alarming and notification of 
a monitoring Service if one is available and Subscribed to by 
the occupant, owner or System provider. Alarm points and 
Settings are user defined or can be allowed to default to 
system 3.08 defined default points based on the users, 
owners or operators preference. 

0302 34. Communications channel interface parameters 
and data including types and routing information necessary 
to perform communications activities on the attached net 
work or networks available. These parameters include all 
information required to perform password Verification and 
encryption as needed or deemed necessary by the owner, 
operator or communications System provider. These param 
eters also include the necessary routing and identification 
data for alarm trigger reporting points and Services used by 
or Subscribed for or available to the site 1.04. 

0303 35. Consumption rates and consumption signature 
and weather related normalization factors for major appli 
ances in the site 1.04 under the control of the system 3.08 for 
which a direct form of metering consumption is not avail 
able. Estimated consumption rates for major appliances in 
the site 1.04 under the control of the system 3.08 for which 
a direct form of metering consumption is not available. 
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0304 36. Centralized load aggregation and computa 
tional Service providers interface information. 
0305 37. Computed normalization factor for the site 1.04 
based on historical consumption and external factors. 
0306 38. Energy efficiency factors derived from model 
ing the site 1.04 using a model such as the DOE-2.1 
modeling System for comparison of operational efficiency. 

0307 39. Minimum requirements dead-band range defi 
nitions to be used when the site 1.04 if vacant or unoccupied. 
0308 40. Set point pattern change tracking tables to 
reflect Specific day, time and day type Setting changes to be 
used with “follow my lead” artificial intelligence learning 
and execution routines. 

0309 41. Set point pattern change tracking tables to 
reflect Specific outside weather conditions in relationship to 
Set point changes initiated by the occupant for use with the 
“follow my lead' artificial intelligence learning and execu 
tion routines. 

0310. 4. Customer Control Node Management System 
and Methods 

0311. With references to FIGS. 4A through 4R, the user 
interface 1.14 may be implemented as a web page or 
graphical user interface (“GUI”) 4.02. The GUI 4.02 may be 
accessible from remote locations, as discussed above. In one 
embodiment, the customer may access the GUI 4.02 through 
a web browser or other display device like a television. In 
another embodiment, the customer may access the GUI 4.02 
through a remote device, Such as a mobile phone and/or 
personal digital assistant. By entering a user I.D. and pass 
word, the customer may access his or her account. 
0312. With reference to FIG. 4A, after the customer logs 
on to the system 3.08, a system home page 4.04 may be 
displayed. The System home page 4.04, includes an infor 
mation section 4.05, a plurality of navigation buttons 4.06, 
a navigation menu 4.08, and a control panel 4.10. 

0313. In the illustrated embodiment, the information sec 
tion 4.05 for an exemplary customer, Earl Minem is shown. 
The information section 4.05 includes a greeting, the time 
and date, as well as Several linkS. Actuation of the linkS may, 
for example, redirect the customer to the home page, the 
help Screen, an e-mail contact Section, frequently asked 
questions, or may log the customer off of the web site. 
0314. The plurality of navigation buttons 4.06 includes a 
device management button 4.06A, a configure alerts button 
4.06B, a systems data button 4.06C, a cancel curtailment 
button 4.06D and a device status button 4.06E. The navi 
gation menu 4.08 includes links to several areas of the GUI 
4.02 as described below. 

0315. When initialized, the GUI 4.02 displays a home 
owner control center 4.12 in the control panel. In the 
illustrated embodiment, the homeowner control center 4.12 
includes a plurality of hyperlinked icons 4.14. In the illus 
trated embodiment, the hyperlinked icons 4.14 include a 
direct access icon 4.14A, a Scheduling icon 4.14B, a my 
reports icon 4.14C, an alerts icon 4.14D, a configuration data 
icon 4.14E and a user help icon 4.14F. Selection of a home 
link within the information section 4.05 will return the GUI 
4.02 to the homeowner control center 4.12. 
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0316. With reference to FIG. 4B, when the customer 
Selects the direct access icon 4.14Aa, a plurality of direct 
access icons 4.16 will be displayed in the control panel 4.10. 
In the illustrated embodiment, the customer has direct access 
of the HVAC system and the whole house meter. Corre 
spondingly, a heating/AC icon 4.16a and a whole house 
meter 4.16B are displayed within the control panel 4.10. In 
another embodiment, all devices 1.08 to which the customer 
may have acceSS are accessible here, e.g., a Second thermo 
stator the water heater. With reference to FIG. 4C, selection 
of the heating/AC icon 4.16A, displays a virtual thermostat 
4.18 within the control panel 4.10. The virtual thermostat 
4.18 contains an information section or display 4.20 and a 
plurality of thermostat buttons 4.22. The display section 4.20 
includes information related to the actual or real time 
conditions at the site 1.04. In the illustrated embodiment as 
shown, the current temperature within the customer site 1.04 
is 67 Fahrenheit. The heating and cooling Set points are set 
to 58° and 85, respectively. The system 3.08 is in an 
automatic mode and the heating and cooling Systems are in 
an off condition. Furthermore, as indicated, the occupancy 
mode is set to “Away”. As discussed below, the system 3.08 
allows the customer to program the HVAC systems use the 
Virtual thermostat 4.18 and according to occupancy modes 
using heating and cooling Set points. By using the thermostat 
buttons 4.22, the customer can change the current operating 
parameters of the thermoStat. For example, Selection of a 
change System mode thermostat button 4.22A allows the 
customer to Select between automatic and a manual modes. 
Selection of a change fan mode button 4.22B allows the 
customer to change the fan mode from “on” to “automatic'. 
Furthermore, Selection of an override temperature button 
4.22C or an override occupancy button 4.22D allow the 
customer to override the current temperature and occupancy 
Schedules as defined below. Selection of a cancel override 
button 4.22E allows the customer to cancel a temperature or 
occupancy change which was input using the override 
temperature button 4.22C or the override occupancy button 
4.22D. A cancel curtailment button 4.22F allows a customer 
to cancel any curtailment program (where permissible). 
0317 Returning to FIG. 4B, selection of the whole house 
meter icon 4.16B displays information within the control 
panel 4.10 related to the current power being delivered or 
utilized by the customer site 1.04. Additionally, information 
related to the accumulated power draw over a predetermined 
period of time may also be displayed. This information may 
be displayed graphically and/or numerically. 

0318 Returning to FIG. 4A, selection of some of the 
menu items within the navigation menu 4.08 are redundant 
with the icons 4.14 in the homeowner control center 4.12. 
For example, selection of a direct access button 4.08A 
displays the direct access icons 4.16 within the control panel 
4.10. 

0319 Selection of the scheduling icon 4.14B or a sched 
uling menu item 4.08B, displays icons for each thermostat 
within the customer Site 1.04 or an occupancy mode icon 
(not shown). With reference to FIGS. 4D, 4E, and 4F, 
Selection of the thermost at Scheduling icon or the thermostat 
menu item underneath the scheduling menu item 4.08B, 
displays an occupancy mode Screen 4.24 within the control 
panel 4.10. In one embodiment, the system 3.08 allows the 
customer to define one or more occupancy modes (see 
above). Within each occupancy mode, the customer may set 
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one or more parameters which control one or more devices 
1.08, such as the HVAC system(s) while the occupancy 
mode is active. 

0320 For example, in one embodiment, the customer 
may set a cooling Set point, a heating Set point, and may also 
Set an economy profile. 
0321) In the illustrated embodiment, the customer has 
eight occupancy modes. For example, the System 3.08 may 
include a home occupancy mode, an away occupancy mode, 
a sleep occupancy mode, and a vacant occupancy mode, as 
well as four user-defined occupancy modes. Each of these 
modes is indicated with a respective tab 2.26 along the top 
of the occupancy mode screen 4.24. As shown in FIG. 4D, 
Selection of a tab 2.26 allows the customer to set the 
parameters for each mode. 
0322 For example, in the illustrated embodiment under 
the home occupancy mode, the cooling Set point is set to 80 
Fahrenheit, the heating set point is set to 68 Fahrenheit, and 
the economy profile is set to economical comfort. The 
economy profile may be used to control the HVAC system 
and/or other devices 1.08 based on characteristics of the 
Supply chain, e.g., cost or availability of power. In one 
embodiment, each profile has an associated Setpoint offset, 
e.g., +/-5 degrees. The parameters for each mode may be Set 
to a Set of default parameters by Selection of a default button. 
Any changes made within the occupancy mode Screen may 
be applied to the respective mode through Selection of an 
apply button 4.30. In a further example, with reference to 
FIG. 4E in the away mode, the cooling set point is set to 85, 
and the heating set point is set to 58 Fahrenheit. 
0323 In the illustrated embodiment, the economy profile 
is set through an economy profile drop down list 4.32. With 
reference to FIG. 4F, in the illustrated embodiment, the 
economy profile may be set to one of three profiles: maxi 
mum comfort, balance comfort, and economical comfort. 
0324 With reference to FIG. 4G, selection of the ther 
mostat Scheduling icon or the thermostat menu item under 
the scheduling menu 4.08B, displays a thermostat schedul 
ing calendar 4.34 within the control panel 4.10. In the 
illustrated embodiment, the thermostat Scheduling calendar 
4.34 displays the month corresponding to the current date. 
However, the thermostat scheduling calendar 4.34 may be 
navigated using a navigation bar 4.36. Each day on the 
calendar 4.34 may be defined as a type of day, for example, 
any day may be defined as a weekday, a weekend, or a 
holiday. In the illustrated embodiment, all Saturdays and 
Sundays have been defined as weekends, and all MondayS, 
Tuesdays, Wednesdays, Thursdays and Fridays have been 
defined as weekdays. However, it should be noted that any 
day may be defined as any type of day. Each day within the 
calendar 4.34 is a hyperlink. Selection of the hyperlink for 
any particular day on the calendar 4.34 displays a thermostat 
scheduling panel 4.36 as shown in FIG. 4H. The thermostat 
Scheduling panel 4.36 includes a thermostat dropdown list 
4.38 and a select date drop down list 4.40. The thermostat 
drop down list 4.38 allows the customer to select between 
one or more thermostats which may be present within the 
customer site 1.04. The select day type drop down list 4.40 
allows the customer to Select between various pre-defined 
day types as well as to define a new day type. 
0325 The thermostat scheduling panel 4.36 permits the 
customer to Select the occupancy mode which will be used 
for various time periods during the day. 
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0326 For example, in the illustrated embodiment, at 
midnight of the selected day, the thermostat will be in the 
Sleep occupancy mode. Beginning at 4:30 a.m., the thermo 
Stat will be in the user 1 occupancy mode and So forth as 
shown. The thermostat scheduling panel 4.36 also includes 
an apply button 4.42, an apply to current day button 4.42, an 
apply to all button 4.44, and a back to calendar button 4.46. 
Selection of the apply to current day button 4.42 will apply 
the Start times and defined occupancy modes in the thermo 
Stat Scheduling panel 4.36 to the Selected day in the ther 
mostat Scheduling calendar 4.34. Selection of the apply to all 
button 4.44 will apply the scheduled start times and occu 
pancy modes defined in the thermostat Scheduling panel 
4.36 to all of the day types which are selected in the select 
day type drop down list 4.40. As shown in FIG. 4I, the select 
day type drop down list 4.40 may include a number of 
pre-defined day types Such as weekday, weekend, or holiday 
as well as the number of user-defined day types. 
0327. With reference to FIGS. 4A and 4J, selection of 
the alerts menu item 4.08D displays a configure alert Screen 
4.48 within the control panel 4.10. The system 3.08 includes 
a number of pre-defined alerts, for example, thermostat 
temperature out of range control, gateway node not respond 
ing, budget limit alarm, device malfunctioning, communi 
cation failure, ramping recovery failure, or duplicate IP 
address. For each alert, the customer may Select or designate 
the destination, i.e., who gets notified for each alert, and how 
they are notified. In the illustrated embodiment, the config 
ure alert Screen 4.48 includes a destination drop down list 
4.50 for each alert. The destination drop down list 4.50 
allows the customer to Select who gets notified when the 
alert occurs. For example, in the illustrated embodiment, the 
drop down list may include the home occupant, the Service 
provider or the energy provider. The configure alert Screen 
4.48 also includes one or more checkboxes 4.52 to indicate 
how the communication of the alert is to occur, for example, 
whether or not it is to occur by e-mail or through the 
customer or utility interfaces 1.14, 1.16. The configure alert 
screen 4.48 may also include a check box 4.54 for each alert 
to indicate whether or not the alert is configurable. The 
configure alert Screen 4.48 may also include an entry box 
4.56 for each alert which allows the customer to indicate 
what priority the alert should have. However in the another 
embodiment, the priority may be used to, e.g., provide a 
different delivery system based on the priority. In the illus 
trated embodiment, this is primarily for information pur 
poses. Furthermore, the configure alert Screen 4.48 may also 
include an alert type drop down list 4.58 which allows the 
customer to indicate whether or not a Single alert Should be 
Sent or whether an alert should be sent each time an alert 
condition occurs. For example, if over a pre-determined 
amount of time, for example an hour, a thermostat tempera 
ture is out of range, the system 3.08 may be set to deliver a 
Single alert or to Send an alert each time the temperature is 
out of bounds. 

0328. The configure alert Screen 4.48 also includes a 
submit button 4.60 and a reset button 4.62 for updating the 
System 3.08 with any input changes or resetting the alerts to 
default values. 

0329. The configure alert screen 4.48 may also include a 
personal data update link 4.64. Activation of the personal 
data update link 4.64 will display a personal data Screen (not 
shown) within the control panel 4.10 which allows the 

PETITIONER GOOGLE EX. 1004



US 2004/0117330 A1 

customer to update its personal information Such as address, 
telephone and e-mail information as well as user name and 
passwords. The personal data Screen may also allow the 
customer to enter or update a budget threshold, e.g., a 
monthly budget threshold. AS discussed above, the System 
3.08 may be set to send an alert when the monthly budget 
threshold has been reached and/or is likely to be reached 
based on current usage. 
0330. With reference to FIGS. 4A and 4K through 4M, 
Selection of the my reports icon 4.14C or the reports menu 
item 4.08C, will display a report screen 4.66 in the control 
panel 4.10. The report screen 4.66 includes a plurality of 
reports icons 4.68. Selection of a reports icon 4.68 will 
display a pop-up Screen within the control panel 4.10. For 
example, Selection of a daily temperature icon 4.68A will 
display a daily temperature report pop-up Screen 4.70 as 
shown in FIG. 4L. Likewise, selection of a monthly tem 
perature icon 4.68B will display a monthly temperature 
report pop-up Screen (not shown). The daily temperature 
report pop-up Screen 4.70 may allow the customer to Select 
between multiple thermostats using a thermostat drop down 
list 4.72. The daily temperature report pop-up screen 4.70 
may also include a plurality of drop down lists and/or 
buttons 4.74 which allow the customer to change the date or 
dates of the information being displayed in the report Screen 
4.70. For example, the customer may designate a specific 
date or navigate through the calendar by days or months. 
0331. The report screen 4.66 may also include a daily 
electrical usage icon 4.68C. With refence to FIG. 4M, 
selection of the daily electrical usage icon 4.68C will display 
a daily electrical report pop up Screen 4.72. AS with the 
temperature report pop up Screen 4.70, the daily electrical 
report pop up Screen 4.76 includes a Service device drop 
down list 4.78, which allows the customer to select the 
device 1.08 for which data is being displayed. The daily 
electrical report pop up Screen 4.76 also includes a plurality 
of navigation buttons 4.80 which allow the customer to 
navigate through the calendar as well as to display electrical 
usage information on a monthly or a yearly basis. A refresh 
button 4.82 updates the electrical report pop up screen 4.76 
based on any changes made within the Service device drop 
down list 4.78 or the navigation buttons 4.80. Selection of a 
close button 4.84 closes the daily electrical report pop up 
report 4.76. 
0332 With reference to FIG. 4N, selection of a config 
data menu item 4.08E displays a configuration data Screen 
4.86 within the control panel 4.10. The configuration data 
Screen 4.86 includes a number of configuration data icons 
4.88. Selection of a personal data icon 4.88A displays a 
personal data Screen described above. Selection of a ther 
mostat data icon 4.88C displays a list of the thermostats 
within the customer site 1.04. Each thermostat may be 
selected and a thermostat data screen 4.90 will be displayed 
within the control panel 4.10, as shown in FIG. 4O. The 
thermostat data Screen includes a first Section for defining 
the heating Section of the corresponding HVAC system and 
a cooling Section for defining the corresponding cooling 
section of the HVAC system. The heating section includes a 
heating drop down list 4.92 which allows the customer to 
Select the type of heating which corresponds to the current 
thermostat as shown in FIG. 4P. A cooling drop down list 
4.94 allows the customer to set the type of cooling corre 
sponding to the current thermostat as shown in FIG. 4Q. As 
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shown in FIG. 4P, the thermostat data screen 4.90 allows the 
customer to Set a plurality of high and low limits. For 
example, in the illustrated embodiment, the customer may 
Set Safety, alert, heat, and cool high and low limits. These 
limits may be used in controlling the corresponding HVAC 
System, as well as Setting or delivering alert messages. 

0333 Selection of a home data icon 4.88C on the con 
figuration data Screen 4.86 displays a home data Screen (not 
shown) within the control panel 4.10. The home data screen 
allows the customer to define various parameters regarding 
their home or the customer site 1.04 including details about 
the construction as well as defining water heaters and other 
devices which may be found at the customer Site Such as 
Swimming pools, whirlpool baths, hot tubs, heated ponds, 
Saunas, fountains, decorative lighting Systems, auxiliary heat 
Systems, and/or irrigation Systems. 

0334 Selection of an energy switch icon 4.88D on the 
configuration data Screen 4.86 displays information and 
allows the customer to modify parameters related to any 
energy management Switches at the customer Site 1.04. 

0335). With reference to FIGS. 4N and 4R, selection of 
the program icon 4.88E on the configuration data Screen 
4.86 displays a program participation screen 4.96 in the 
control panel 4.10. The program participation screen 4.96 
provides a list 4.98 of all available power supply programs 
(“PSP”) or PROGRAMS. The program participation screen 
4.96 also includes a plurality of corresponding check boxes 
4.100 which allow the customer to designate which PRO 
GRAMS the customer desires to participate. The program 
participation Screen 4.96 may also include other information 
regarding the listed PROGRAMS, including supply type, 
effective dates, and effective times. Each PROGRAM listed 
on the program participation Screen 4.96 may be a hyperlink 
which, when Selected, displayS additional information 
related to the Selected PROGRAM. 

0336 AS discussed above, the customer GUI 4.02 allows 
the customer to view, configure and/or modify various 
parameters of the system 3.08. Generally, the type and 
nature of parameters which may be viewed or modified will 
be defined by the utility 1.06. As shown above, some of these 
parameters may be configured and/or modified using various 
drop down boxes, checkboxes and/or entry boxes. However, 
it should be noted that some of these entry boxes, drop down 
lists and/or check boxes may be used to display certain 
parameters; however the utility may designate that the 
customer cannot modify these parameters. 
0337) 5. Utility Control Node Management System and 
Method 

0338. With reference to FIGS. 5A through 5, as dis 
cussed above, the utility interface 1.16 may be accessible 
through a web browser. With specific reference to FIG. 5A, 
after an authorized user at the utility 1.06 logs onto the 
system 1.02, a utility graphic user interface 5.02 is dis 
played. The utility GUI 5.02 includes a plurality of naviga 
tion links 5.04 on a utility display panel 5.06. 

0339. In the illustrated embodiment, the navigation links 
5.04 include an immediate Supply link, a Scheduled Supply 
link, a program definitions link, an active Supply link, a 
Supply history link, and a reports link. The navigation links 
also include a link to the utility GUI 5.02 home page and a 
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link to log off the system. The utility display panel 5.08 
includes a plurality of utility icons 5.08. 

0340. In the illustrated embodiment, the utility icons 
include an immediate Supply icon 5.08A, a Scheduled Supply 
icon 5.08B, a program definitions icon 5.08C, and active 
supply icon 5.08D, a Supply history icon 5.08E and a reports 
icon 5.08F. As discussed above, the utility interface 1.16 
may be used to define or modify PROGRAMS, to display 
information regarding the current active Supply of electricity 
over an electrical distribution network, provide information 
relating to the capacity of electricity available through 
implementation of one or more of the PROGRAMS, to 
Supply historical data related to the distribution of electricity 
and to generate one or more reports. 

0341) With reference to FIG. 5B, when the immediate 
Supply icon 5.08A is Selected, an immediate Supply Screen 
5.10 is displayed within the utility display panel 5.06. The 
immediate supply screen 5.10 includes a power distribution 
network section 5.12 and an information section 5.14. In the 
illustrated embodiment, the power distribution network sec 
tion 5.12 includes a meter 5.16 which provides an indication 
of the immediate capacity in watts (in real time) for the 
power distribution network. 

0342. In the illustrated embodiment, the power distribu 
tion network includes a Single transmission Substation, des 
ignated tSS1, and a Single distribution Substation, designated 
diss1. Under the distribution substation, the following nodes 
are available: Phoenix, Richmond, Philadelphia and Philly 
non-curtailed, as shown. Within the system 1.02, one or 
more PROGRAMS may be defined which when activated 
may curtail one or more devices 1.08 acroSS one or more 
customer sites 1.04 (see above). The meter 5.16 gives a 
graphical indication of the immediate power Supply which is 
available from the PROGRAMS defined in the power dis 
tribution network. 

0343 Underneath the meter 5.16, a collapsible/expand 
able tree 5.18 is displayed. Each of the levels in the tree 5.18 
are selectable. When a particular level within the tree 5.18 
is Selected, information regarding that level and the power 
distribution network above it are displayed within the infor 
mation section 5.14. For example, as shown in FIG. 5B, 
when the distribution Substation dss1 is selected, informa 
tion regarding the Station tSS1 and the distribution Substation 
dSS1 are displayed. 

0344) In the information section 5.14 for each level of the 
distribution network, the immediate capacity and the total 
capacity are displayed. Immediate capacity is the real time 
instantaneous capacity available for the given level based on 
the defined PROGRAMS and the current status of all 
devices within those PROGRAMS. For example, for Sub 
station dss1 for all devices currently in a defined PRO 
GRAM, those devices are drawing 1,040 watts. If the 
defined PROGRAMS were implemented, those devices 
would make available or supply 1,040 watts. The total 
capacity is the average for the current hour over a prede 
termined period, for example, the last Seven weeks. 

0345 The information section 5.14 also includes a 
refresh button 5.20 which, when activated, refreshes or 
updates the information within the information section 5.14. 
Information related to each node, i.e., Phoenix, Richmond, 
Philadelphia or Philly non-curtail, may also be displayed in 
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the information Section by Selection of the corresponding 
level within the power distribution network section 5.12. 
The information section 5.14 may also include a review/ 
request Supply link 5.22 for each component listed in the 
information section 5.14. 

0346) With reference to FIG. 5C, selection of the review 
request link 5.22 for a given node or Station displays an 
available program capacity pop-up 5.24. The available pro 
gram capacity pop-up 5.24 lists all defined PROGRAMS 
that are available for the given node at the current time. Each 
PROGRAM includes a corresponding checkbox 5.26 which 
enables the utility to activate a given PROGRAM. For each 
PROGRAM listed, the instantaneous, real time available 
power is listed in a box 5.28 for each PROGRAM. The total 
capacity 5.30 is also listed for each PROGRAM, i.e., if all 
defined devices 1.08 within a given PROGRAM were cur 
rently drawing power. The available power refers to the 
instantaneous power which would be available if the respec 
tive or corresponding PROGRAM were activated. The 
available program capacity pop-up 5.24 also includes a 
duration drop-down list 5.32. The available program capac 
ity pop-up 5.24 may be utilized to immediately activate one 
or more PROGRAMS to free up capacity for selected 
duration. For example, in the illustrated embodiment if the 
emergency HVAC curtailment program and the emergency 
shut-off program were activated, the instantaneous available 
power would be 1200 watts. The available program capacity 
pop-up 5.24 also includes a submit button 5.34, a closed 
button 5.36 and a refresh button 5.38. If one or more of the 
checkboxes 5.26 were activated, and the Submit button 5.34 
were selected, the utility control system 1.12 would broad 
cast a curtailment signal to the gateway nodes 1.10D to shut 
down the affected devices 1.08 or otherwise curtail those 
devices 1.08. Activation of the closed button 5.36 closes the 
available program capacity pop-up 5.24. Activation of the 
refresh button 5.38 updates the available power available for 
each PROGRAM. 

0347 With reference to FIG. 5D, selection of the sched 
uled supply button 5.08B displays a scheduled supply screen 
5.40 in the utility display panel 5.06. The scheduled supply 
screen 5.40 includes a power distribution network tree 5.42 
and an information Section 5.44. AS in the immediate Supply 
screen 5.10, the tree 5.42 displays the stations, Substations 
and nodes within the power distribution network. Each of 
the Stations, Substations and/or nodes may be Selectable 
within the tree 5.42. Information related to the capacity 
available at the selected level within the tree 5.42 is dis 
played within the information section 5.44. In the illustrated 
embodiment, the power available at the given level during 
predetermined time periods of the current day are shown. 
This information is reflective of the capacity or power 
available from the scheduled PROGRAMS. For example, 
based on the activated programs, between military time 
0000 and 0600, the scheduled programs in Philadelphia have 
a capacity of 832 watts. For each Station, Substation or node 
within the network, the utility 1.06 may review scheduled 
programs or create a new Schedule for programs. The 
scheduled supply screen 5.40 also includes a refresh button 
5.46 which when actuated updates the information in the 
information section 5.44. 

0348 Within the create schedules section of the GUI 
5.02, a find eligible programs pop-up dialog 5.48 as shown 
in FIG.5E is available. This dialog 5.48 allows the user at 
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the utility to enter Some or all information regarding a 
desired program or criteria for a program and Search for any 
available program that fits the input criteria. 
0349 With reference to FIG. 5F, activation of the pro 
gram definition button 5.08C displays a program summary 
table 5.50 in the utility display panel 5.10. The program 
summary table 5.50 lists and describes all available PRO 
GRAMS. In the illustrated embodiment, each listed program 
may include a link 5.52 which leads to additional specific 
PROGRAM details. The program summary table 5.50 may 
also include a new button 5.54. 

0350. With reference to FIG. 5G, selection of the new 
button 5.54 displays a program definition screen 5.56 in the 
utility control panel 5.10. The program definition screen 
5.56 creates a new PROGRAM (see below). In one embodi 
ment, the new PROGRAM may be broadcast to the gateway 
node 1.10D at each customer site 1.04. The customer may 
view the new PROGRAM along with the other available 
PROGRAM and subscribe to the new PROGRAM or any 
other available PROGRAM (see above). 
0351. In the illustrated embodiment, the program defini 
tion screen 5.56 includes a program name entry box 5.58 and 
a description entry box 5.60, both of which allow the user to 
enter appropriate text information. 
0352. The program definition screen 5.56 further includes 
a set of mutually exclusive supply type buttons 5.62 which 
allow the user to define a type associated with the PRO 
GRAM. In the illustrated embodiment, the type may be one 
of “on demand’ or “Scheduled. An on demand PROGRAM 
can be implemented at any time, as needed, by the utility. 
However, an on demand PROGRAM may be limited to 
specific time periods. A scheduled PROGRAM is generally 
Scheduled for Specific days during Specific time periods. 

0353. The program definition screen 5.56 also includes a 
set of drop down lists 5.64 which may be used to set 
PROGRAM available dates and times. 

0354) The PROGRAM may also be identified as 
“optional” or “overrideable” using one or more checkboxes 
5.66. An optional PROGRAM may be opted into or Sub 
scribed to by the user. An overrideable PROGRAM means 
that once subscribed, the user may override the PROGRAM 
while it is running. 
0355 The program definition screen 5.56 may also 
include a plurality of checkboxes to 5.68 which is used to 
identify the types of devices 1.08 which may be included in 
the PROGRAM. In the illustrated embodiment, the system 
3.08 includes HVAC systems, water heaters, pool pump and 
hot tubs/spas. A PROGRAM may be defined to include all 
devices 1.08 or one or more types of devices 1.08. The 
program definition screen 5.56 includes back button 5.70, a 
save button 5.72, and a reset button 5.74. Activation of the 
backbutton 5.70 returns the GUI 5.02 to the previous screen 
without saving the PROGRAM. Activation of the save 
button 5.72 save the current PROGRAM and returns the 
GUI 5.02 to the previous screen. Activation of the reset 
button 5.74 sets the values in the program definition screen 
5.56 to default values. 

0356) Selection of the active supply button 5.08D dis 
plays a screen within the utility display panel 5.06 which 
provides detail regarding any active PROGRAMS. This 
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Screen may include a tree similar to the trees described 
above which details the power distribution network. The 
screen will also provide information related to all of the 
active PROGRAMS for any selected station, substation or 
node within the power distribution network. For example, 
for a given active PROGRAM, the following information 
may be provided: based on real time data received from the 
nodes 1.10, how many customers have signed up for the 
given program, how many customers are actively contrib 
uting to the given PROGRAM, and how many customers 
have opted out of the program. Furthermore, each device 
which may be affected by the program may be viewed. 
0357 Selection of the supply history button 5.08E dis 
plays a screen within the utility display panel 5.06 which 
provides historical data regarding any active program. The 
same type of information available for the active PRO 
GRAMS (see above) may be available for any past time or 
time period. 

0358. With reference to FIGS. 5H and 51, selection of 
the report button 5.08F displays a reports screen 5.76 within 
the utility display panel 5.06 which provides a graph of 
energy consumption for a given period of time for a given 
device or Set of devices. In the illustrated reports Screen 
5.76, the total hourly energy consumption for Mar. 18, 2003 
(as measured by the electric meters) is shown. The reports 
screen 5.76 includes an input section 5.78 which allows the 
user to Select the device, e.g., electric meter, thermostat, 
water heater, pool pump or hut tub/spa, or the time period, 
e.g., daily, hourly, or monthly. The input section 5.78 also 
allows the user to change the time and/or date for which data 
is shown. The reports screen 5.76 also includes a refresh 
chart button 5.80 which may be used to update the graph to 
show updated real-time data and/or to reflect any changes 
made in the input section 5.78. 
0359 Obviously, many modifications and variations of 
the present invention are possible in light of the above 
teachings. The invention may be practiced otherwise than as 
Specifically described within the Scope of the appended 
claims. 

1. A method for providing at least one program to a 
customer of a utility of a commodity, the program aimed at 
managing demand for the commodity, the utility delivering 
the commodity to at least one customer Site, the customer 
Site having a plurality of devices which use the commodity, 
including the Steps of: 

defining a program having a Subset of the plurality of 
devices for which usage of the commodity may be 
managed by activating the program; 

allowing the customer to Subscribe to the program; 
delivering the commodity to the Subset of devices, 
measuring the instantaneous rate at which the commodity 

is being delivered to the subset of the devices; 
Sending the instantaneous rate for each device within the 

Subset to the utility. 
2. A method, as Set forth in claim 1, including the Steps of: 
activating the program; and, 
Subsequently measuring at least one of a rate and a change 

in a rate at which the commodity is being delivered to 
the Subset of the devices. 
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3. A method, as Set forth in claim 2, including the Step of 
determining an actual change in a rate of consumption of the 
commodity and recording the rate of change in a memory. 

4. A method, as Set forth in claim 3, including the Step of 
providing at least one of an alternative rate and a billing 
adjustment to the customer as a function of the actual 
capacity Saved at the related customer Site by the program. 

5. A method, as set forth in claim 4, wherein the at least 
one of an alternative rate and a billing adjustment is also a 
function of historical usage information. 

6. A method, as Set forth in claim 4, wherein the at least 
one of an alternative rate and a billing adjustment is a 
function of an actual cost related to the commodity while the 
program is activated. 

7. A method, as Set forth in claim 2, including the Step of 
Verifying management of the devices within the Subset of the 
devices. 

8. A method, as Set forth in claim 1, including the Step of 
providing a user interface for interaction with the customer. 

9. A method, as set forth in claim 8, wherein the user 
interface is accessible through a web browser. 

10. A method, as set forth in claim 1, wherein each device 
has an associated node, and the method includes the Step of 
allowing the customer to control one or more of the devices 
through the associated node. 

11. A method, as set forth in claim 1, wherein the utility 
delivers the commodity to a plurality of customer Sites, each 
customer Site having a plurality of devices and the Step of 
defining the program includes the Step of including within 
the program all devices of a similar type at each customer 
Site. 

12. A method, as set forth in claim 1, wherein the utility 
delivers the commodity to a plurality of customer Sites, each 
customer Site having a plurality of devices and the Step of 
defining at least one program includes the Step of defining a 
plurality of programs, each program having a respective 
Subset of the devices. 

13. A method, as Set forth in claim 1, including the Steps 
of: 

activating the program; and, 

allowing the customer to cancel the program when acti 
Vated. 

14. A method, as Set forth in claim 1, including the Steps 
of: 

Setting a budget goal; and, 
monitoring an aspect of usage of the commodity related to 

the budget goal. 
15. A method, as set forth in claim 14, wherein the budget 

goal is defined in terms of usage of the commodity. 
16. A method, as set forth in claim 14, wherein the budget 

goal is defined in terms of cost of actual amount of the 
commodity used. 

17. A method, as set forth in claim 14, wherein the budget 
goal is defined relative to a predetermined time period and 
the method includes the Step of generating an alert if actual 
usage will exceed the budget goal in the predetermined time 
period. 

18. A method, as set forth in claim 17, wherein the alert 
is Sent to the customer. 

19. A method, as set forth in claim 17, wherein the alert 
is Sent to the utility. 
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20. A method, as set forth in claim 1, wherein the 
commodity is electrical power. 

21. A method, as set forth in claim 1, wherein the 
commodity is water. 

22. A method, as Set forth in claim 1, wherein the 
commodity is gas. 

23. A method, as Set forth in claim 1, including the Step 
of automatically activating the program under a predeter 
mined set of conditions. 

24. A method, as set forth in claim 23, wherein the 
predetermined set of conditions includes at least one of a 
time of day and a day. 

25. A method, as Set forth in claim 1, including the Step 
of manually activating the program as a function of an actual 
demand of the commodity. 

26. A method, as Set forth in claim 1, wherein the program 
at least one of shifts demand away from a first time period 
and eliminates demand for the first period. 

27. A method, as Set forth in claim 1, including the Step 
of controlling the Subset of devices in response to activation 
of the program. 

28. A method, as set forth in claim 27, wherein the step of 
controlling the Subset of devices includes the Step of at least 
one of preventing and limiting usage of the commodity 
during a predetermined period of time. 

29. A method, as set forth in claim 27, wherein at least one 
of the devices has an operating Setpoint, and wherein the 
Step of controlling the Subset of devices includes the Step of 
modifying the Setpoint. 

30. A method, as Set forth in claim 1, wherein each device 
has an associated node, and the method includes the Step of 
downloading to each node, a program Schedule containing 
Scheduling information for the program. 

31. A method for providing at least one program to a 
customer of a utility of a commodity, the program aimed at 
managing demand for the commodity, the utility delivering 
the commodity to at least one customer Site, the customer 
Site having a plurality of devices which use the commodity, 
including the Steps of: 

defining a program having a Subset of the plurality of 
devices for which usage of the commodity may be 
managed by activating the program; 

allowing the customer to Subscribe to the program; 
delivering the commodity to the Subset of devices, 
measuring the instantaneous rate at which the commodity 

is being delivered to the subset of the devices; 
Sending the instantaneous rate for each device within the 

Subset to the utility; 
activating the program; 

determining an actual rate of change in consumption of 
the commodity induced by activating of the program; 
and, 

providing a at least one of an alternative rate and billing 
adjustment to at least one customer as a function of the 
actual capacity Saved at the related customer Site by the 
program. 

32. A method for providing at least one program to a 
customer of a utility of a commodity, the program aimed at 
managing demand for the commodity, the utility delivering 
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the commodity to at least one customer Site, the customer 
Site having a plurality of devices which use the commodity, 
including the Steps of: 

defining a program having a Subset of the plurality of 
devices for which usage of the commodity may be 
managed by activating the program; 

allowing the customer to Subscribe to the program; 

delivering the commodity to the Subset of devices, 

measuring the instantaneous rate at which the commodity 
is being delivered to the subset of the devices; 

Sending the instantaneous rate for each device within the 
Subset to the utility; 

activating the program; and, 

Verifying management of the devices within the Subset of 
the devices. 

33. A System for providing a program to a customer of a 
utility of a commodity, the utility delivering the commodity 
to at least one customer Site, the customer Site having a 
plurality of devices which use the commodity, the program 
aimed at managing demand for the commodity and having 
a subset of the plurality of devices for which usage of the 
commodity may be managed by activating the program, 
comprising: 

a user interface for allowing the customer to Subscribe to 
the program; 

a distribution network coupled to the Subset of devices for 
delivering the commodity to the Subset of devices, and, 

at least one node coupled to the Subset of devices for 
measuring the instantaneous rate at which the commod 
ity is being delivered to the Subset of the devices and 
for Sending the instantaneous rate for each device 
within the subset to the utility. 

34. A System, as Set forth in claim 33, further comprising 
a control System coupled to the distribution network for 
controlling delivery of the commodity and activating the 
program, the at least one node adapted to Subsequently 
measure the rate at which the commodity is being delivered 
to the Subset of the devices. 

35. A system, as set forth in claim 34, wherein the control 
System determines an actual rate of change in the rate of 
consumption induced by activating the program. 

36. A system, as set forth in claim 35, wherein the control 
System determines at least one of an alternative rate and 
billing adjustment to the customer as a function of the actual 
capacity Saved at the related customer Site by the program. 

37. A system, as set forth in claim 36, wherein the at least 
one of an alternative rate and billing adjustment is also a 
function of historical usage information. 

38. A system, as set forth in claim 36, wherein the at least 
one of an alternative rate and billing adjustment is a function 
of an actual cost related to the commodity while the program 
is activated. 

39. A system, as set forth in claim 34, wherein the control 
System including verifies curtailment of the devices within 
the Subset of the devices. 

40. A system, as set forth in claim 33, wherein the user 
interface is accessible through a web browser. 

30 
Jun. 17, 2004 

41. A system, as set forth in claim 33, wherein each device 
has an associated node for allowing the customer to control 
one or more of the devices through the associated node. 

42. A system, as set forth in claim 33, wherein the utility 
delivers the commodity to a plurality of customer Sites, each 
customer Site having a plurality of devices and the program 
includes all devices of a similar type at each customer Site. 

43. A system, as set forth in claim 33, wherein the utility 
delivers the commodity to a plurality of customer Sites, each 
customer Site having a plurality of devices, wherein a 
plurality of programs are defined, each program having a 
respective Subset of the devices. 

44. A system, as set forth in claim 33, wherein the user 
interface allows the customer to cancel the program after it 
has been activated. 

45. A system, as set forth in claim 33, wherein the user 
interface allows the customer to Set a budget goal and the at 
least one node monitors an aspect of usage of the commodity 
related to the budget goal. 

46. A system, as set forth in claim 45, wherein the budget 
goal is defined in terms of usage of the commodity. 

47. A system, as set forth in claim 45, wherein the budget 
goal is defined in terms of cost of actual amount of the 
commodity used. 

48. A system, as set forth in claim 45, wherein the budget 
goal is defined relative to a predetermined time period and 
the at least one node generates an alert if actual usage will 
exceed the budget goal in the predetermined time period. 

49. A system, as set forth in claim 48, wherein the alert is 
Sent to the customer. 

50. A system, as set forth in claim 48, wherein the alert is 
sent to the utility. 

51. A system, as set forth in claim 33, wherein the 
commodity is electrical power. 

52. A system, as set forth in claim 33, wherein the 
commodity is water. 

53. A system, as set forth in claim 33, wherein the 
commodity is gas. 

54. A system, as set forth in claim 34, wherein the control 
System automatically activates the program under a prede 
termined set of conditions. 

55. A system, as set forth in claim 54, wherein the 
predetermined set of conditions includes at least one of a 
time of day and a day. 

56. A system, as set forth in claim 34, wherein the control 
System allows the program to be manually activated as a 
function of an actual demand of the commodity. 

57. A system, as set forth in claim 33, wherein the 
program at least one of shifts demand away from a first time 
period and eliminates demand from the first time period 

58. A system, as set forth in claim 34, wherein the control 
System controls the Subset of devices in response to activa 
tion of the program. 

59. A system, as set forth in claim 58, wherein the control 
System at least one of prevents and limits usage of the 
commodity during a predetermined period of time. 

60. A system, as set forth in claim 34, wherein at least one 
of the devices has an operating Setpoint, and wherein control 
System the Subset of devices by modifying the Setpoint. 

61. A system, as set forth in claim 34, wherein the control 
System downloads a program Schedule containing Schedul 
ing information for the program to the at least one node. 

62. A System for providing at least one program to a 
customer of a utility of a commodity, the utility delivering 
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the commodity to at least one customer Site, the customer 
Site having a plurality of devices which use the commodity, 
the program aimed at managing reducing demand for the 
commodity and having a Subset of the plurality of devices 
for which usage of the commodity may be managed by 
activating the program, comprising: 

a user interface for allowing the customer to Subscribe to 
the program; 

a distribution network coupled to the Subset of devices for 
delivering the commodity to the Subset of devices, 

at least one node coupled to the Subset of the devices for 
measuring the instantaneous rate at which the commod 
ity is being delivered to the Subset of the devices and 
for Sending the instantaneous rate for each device 
within the subset to the utility; 

a control System coupled to the user interface, the distri 
bution network and the at least one node for controlling 
delivery of the commodity, for activating the program, 
for determining at least one of an actual rate of con 
Sumption of the commodity and a change in the rate of 
consumption by activating of the program, and for 
providing at least one of an alternative rate and a billing 
adjustment to at least one customer as a function of the 
actual rate of consumption Saved at the related cus 
tomer Site by the program. 
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63. A System for providing at least one program to a 
customer of a utility of a commodity, the utility delivering 
the commodity to at least one customer Site, the customer 
Site having a plurality of devices which use the commodity, 
the program aimed at managing demand for the commodity 
and having a subset of the plurality of devices for which 
usage of the commodity may be managed by activating the 
program, comprising: 

a user interface for allowing the customer to Subscribe to 
the program; 

a distribution network coupled to the Subset of devices for 
delivering the commodity to the Subset of devices, 

at least one node coupled to the Subset of devices for 
measuring the instantaneous rate at which the commod 
ity is being delivered to the subset of the devices and 
for Sending the instantaneous rate for each device 
within the subset to the utility; and, 

a control System for activating the program and Verifying 
management of the devices within the Subset of the 
devices. 

PETITIONER GOOGLE EX. 1004




