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ILLUMINATED ELECTRICAL CORDS AND OUTLETS 

REFERENCE TO RELATED PATENT APPLICATION 

This application claims the benefit of U.S. Provisional Patent 

Applications Serial Nos. 60/356,978, filed on Feb~uary 14, 2002, 

and 60/363,606, led on March 12, 2002. 

BACKGROUND OF THE INVENTION 

1. FIELD OF THE INVENTION 

The present invention relates generally to electrical power 

cords and electrical outlets therefor, and more specifically to 

means for illuminating the cords substantially along their entire 

lengths. Illuminated outlets and connectors are also provided. 

2. DESCRIPTION OF THE RELATED ART 

Electrical and extension cords, power supply and data 

transmission cables, and other types of cords and cables carrying 

electrical energy and signals, conventionally comprise one or more 

internal conductors surrounded by an electrically insulating, 

opaque cover or sheath. In certain rare instances, a translucent 

or transparent outer cover or sheath has been provided for the 

electrical conductor(s) in such wiring. However, the purpose of 

such translucent or transparent covering, is merely to provide a 
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different appearance for the wire than that provided by 

conventional opaque insulation material. 

Electrical cords and cables of various types are often used in 

areas of relatively low illumination, and/or are extended across 

the floors of rooms, hallways, and other areas of pedestrian foot 

traffic. Yet, with the exception of a relatively few devices 

developed in the past (addressed in the discussion of the related 

art below), no illumination has been provided for such electrical 

cords, to alert persons as to their location for avoidance of the 

cord(s), and to indicate the presence of an electrical supply or 

current running through the cord. 

The present invention responds to this problem by providing a 

series of embodiments of electrical cords, cables, and the like, 

comprising one or more electrical conductors surrounded by a 

translucent or transparent insulating material which emits light 

radially therefrom when light is transmitted through the material. 

The present invention also includes various embodiments of 

electrical connectors formed integrally with the cords, which 

connectors include light emitting means for providing light to the 

light transmissive elements of the cords. The present invention 

further includes various embodiments of electrical outlets which 

include lighting means therein for supplying light to the 

illuminated cords of the present invention, and means for adjusting 

the color of the light emitted from those outlets. 
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A discussion of the related art of which the present inventors 

are aware, and its differences and distinctions from the present 

invention, is provided below. 

U.S. Patent No. 3,757,102 issued on September 4, 1973 to Earl 

W. Roberts, titled "Lamp Capsule," describes a neon bulb 

encapsulated within a translucent capsule, which assembly is in 

turn installed within a translucent electrical receptacle or 

connector. The neon bulb is electrically connected to the 

electrical conductors within the electrical receptacle or 

connectors, so the bulb, and thus the receptacle or connector, is 

illuminated whenever electrical power is provided or when the 

electrical connector is connected to an active source of electrical 

power. While the Roberts device serves to provide an indication of 

active electrical power and also indicates the location of the 

electrical outlet or connector when the device is illuminated, it 

stops short of providing the benefits of the present invention, 

with its essentially continually illuminated electrical cords and 

means for illuminating the cords. 

U.S. Patent No. 3,942,859 issued on March 9, 1976 to Miklos B. 

Korodi, titled "Electrical Conductor With Light Indicating Means," 

describes various embodiments of an illuminated electrical 

conductor. In one embodiment, the light emitting element is a 

light bulb contained within the connector at one end of the cord, 

and transmits its light along a f iberoptic line which runs the 
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length of the cord. In another embodiment, a series of 

discontinuities is provided in the fiberoptic strands, resulting in 

an illuminated cord having a series of discontinuous "dots" of 

light emanating therefrom. Yet another embodiment includes a neon 

filled channel running the length of the cord, with the channel 

having an electrode at each end to excite the neon gas to cause the 

cord to illuminate. In contrast, the present invention utilizes at 

least one light emitting diode (LED) disposed within at least one 

of the connector ends of the cord, with appropriate voltage 

reduction circuitry as required to provide the proper voltage for 

the LED. Alternatively, the LED ( s) may be located within an 

electrical receptacle or outlet, with means provided for light 

communication between the receptacle or outlet and the cord body. 

A color wheel may be provided with the present system, to provide 

different colors of light emission from the cord as desired, either 

by manually adj us ting the wheel, or automating rotation of the 

wheel. The present invention may also provide for automatic 

illumination of the outlet(s) and cord(s) connected thereto in the 

event of an electrical power failure, by means of a battery powered 

backup system. 

U.S. Patent No. 3,995,152 issued on November 30, 1976 to 

Albert Chao et al., titled "Electrical Lighting Structure Built-In 

A Molded Plastic Cord Or Cable," describes a lighting system 

incorpora~ing a series of small, baseless incandescent bulbs 
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installed along the length of a flexible or rigid translucent tube. 

Chao et al. note that the tube may carry additional wiring. 

However, the lights of the Chao et al. device ~esult in a series of 

spaced apart, discontinuous lights within the tube, rather than a 

continuously lighted cord or cable, as in the case of the present 

invention. Chao et al. do not provide any lighting means within a 

connector or receptacle at the end(s) of their device. 

U.S. Patent No. 4,118,690 issued on October 3, 1978 to William 

C. Paynton, titled "Electrical Hazard Indicator," describes an 

electrical cord having a small neon bulb installed in the male 

connector end of the cord. The neon bulb is wired in such a way 

that it will illuminate at least momentarily when the male prongs 

are inserted into an electrically active receptacle. However, the 

Paynton device does not provide any lighting for the cord itself 

for providing any alert or warning to persons in the area of the 

location of the cord, nor does Paynton provide any lighting means 

within an electrical outlet or receptacle, as provided by the 

present invention. 

U.S. Patent No. 4,597,033 issued on June 24, 1986 to Daniel H. 

Meggs et al., titled "Flexible Elongated Lighting System," 

describes a lighting system comprising a flexible or semi-flexible 

translucent tube with a series of LED lighting elements installed 

therein. Meggs et al. intend their lighting system to be used 

primarily as an emergency system to indicate doorways, etc. where 
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standard elect cal lighting has failed. The Meggs et al. system 

differs from the present invention in that the Meggs et al. 

lighting system spaces the LEDs along the length of the light 

emitting element, rather than only at one or both ends thereof,· as 

in the case of the present device. Also, Meggs et al. do not 

provide for any electrically conductive elements in addition to the 

conductors for the LEDs, i.e., they do not form their device as an 

electrical cord, whereas the present invention comprises an 

illuminated, elect lly conductive cord or cable. 

U.S. Patent No. 4,671,597 issued on June 9, 1987 to Edward 

Grill, titled "Power Indicator Light," describes a male electrical 

plug having a neon indicator light therein to indicate when the 

associated electrical cord is receiving power from the electrical 

receptacle into which the plug is inserted. The resulting device 

closely resembles the illuminated electrical plug of the Paynton 

'690 U.S. Patent, discussed further above. The same points raised 

in the discussion of the Paynton '690 U.S. Patent, are seen to 

apply to the Grill illuminated electrical plug as well. 

U.S. Patent No. 4,984,999 issued on January 15, 1991 to Sam S. 

Leake, titled "String Of Lights Specification," describes an 

electrical line comprising two conductors which receive a 

relatively low voltage from a transformer. The transformer is 

adapted for plugging into a conventional electrical receptacle. A 

series of LEDs is installed along the length of the electrical 
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line, with contact elements which penetrate the insulation of the 

electrical line to connect electrically with the conducting wires 

therein. Leake does not provide any other electrical conductors 

for powering equipment directly from the conventional electrical 

receptacle into which the transformer is plugged, whereas the 

present invention includes such conducting elements. Moreover, the 

Leake apparatus does not include a translucent insulating sheath 

for the conducting elements and cannot transmit light therealong, 

as provided by the present invention. The Leake light string is 

essentially an opaque cord having a series of external point 

sources of light therealong, rather than continuous light emission. 

U.S. Patent No. 5,007,857 issued on April 16, 1991 to Duane E. 

Wright, titled "Electrical Receptacle With Power Indicator Light," 

describes a receptacle end for an extension cord, or a male-female 

adapter receptacle, with an indicator light therein. Plugging an 

electrical device into the receptacle end of the electrically 

active extension cord, or the adapter, closes a circuit across a 

neon light within the receptacle or adapter, to indicate that 

electrical power is being supplied to the electrical device. The 

present invention also provides an indication of electrical power 

delivery through the electrical cord or cable, but does so using a 

completely different principle, wherein an LED light disposed 

within the receptacle end of the cord, illuminates the translucent 
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insulating sheath of the cord in a continuous manner along its 

en.tire length. 

U.S. Patent No. 5,051,733 issued on September 24, 1991 to 

Donald Neuhouser, titled "High Voltage Indicator Device," describes 

the installation of a series of wire wraps about the circumference 

of a high voltage line, with the circumferential wires connected to 

one or more remotely located fluorescent tubes. When the high 

voltage line is energized, a voltage sufficient to light the 

fluorescent tube(s) is induced in the circumferential wire wrap, 

causing the tubes to light and indicate high voltage in the line. 

The line itself of the Neuhouser system is not lighted, whereas the 

present invention provides continuous lighting along the length of 

the cord or line, no more than low voltage passing through the line 

for powering an optional LED at the opposite end of the cord. 

U.S. Patent No. 5,065,142 issued on November 12, 1991 to Peter 

J. Green, titled "Voltage Pickup Circuit And Flashing Display For 

High Voltage Indicator Device, And Input Electrode Therefor," 

describes a warning device very similar to that of the Neuhouser 

device discussed immediately above. Green uses a capacitive plate 

wrapped about the high voltage line, with the charge picked up by 

the plate being used to illuminate a remotely located neon light or 

activate a piezoelectric buzzer. As in the case of the Neuhouser 

system, the Green warning system does not illuminate the electrical 

line itself, but rather serves to illuminate a remotely situated 
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warning light. In contrast, the present invention illuminates the 

translucent body of the cord itself, but does not apply any voltage 

to the translucent insulating body of the cord. 

U.S. Patent No. 5,207,594 issued on May 4, 1993 to Thomas R. 

Olson, titled "Electrical Power Extension Cord," describes 

embodiments of a cord having translucent end connectors with neon 

lights therein. The lights are connected across either the 

electrically active ("hot") and neutral elements of the connector, 

or between the electrically active element and a ground. When 

electrical power is connected to the cord, the neon lights are 

illuminated, to light the translucent connector bodies. The Olson 

device thus relates more closely to the devices of the Paynton 

'690, Grill '597, and Wright '857 U.S. Patents, all discussed 

further above, than it does to the present invention with its 

continually lighted translucent cord length. 

U.S. Patent No. 5,283,429 issued on February 1, 1994 to Steve 

Campolo, titled "Fiber Optical Monitoring System For Electrical 

Conductors And The Like," describes a fiberoptic system in which 

the optical fiber core and cladding each have refractive indices 

differing from one another and varying with temperature and strain. 

An external sensor senses the amount of light refracted from the 

cable and cladding, and actuates a circuit interrupter in the event 

the temperature and/or strain exceed(s) a predetermined value(s). 

Campolo does not provide any continuous, radially emitted 
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illumination for the entire length of his fiberoptic cable, as is 

provided by the present invention, nor does he disclose the use of 

LED lighting for illuminating his cable, whereas the present system 

uses such LED lighting strictly for visual purposes, rather than 

for transmitting a signal. 

U.S. Patent No. 5,470,252 issued on November 28, 1995 to 

Philip E. Fladung, titled "Light-Permeable Extension Cord 

Connector," describes an extension cord and connector elements each 

having an indicator light (neon, etc.) therein, connected across 

the electrical contacts of the connector. The indicator light is 

illuminated when the cord is connected to an electrical power 

source. No illumination of the cord length itself is disclosed by 

Fladung. The Fladung device thus more closely relates to the 

devices of the Payn ton '690, Grill '597, and Wright '857 U.S. 

Patents, all discussed further above, than it does to the present 

invention with its continually lighted translucent cord length. 

U.S. Patent No. 5,602,948 issued on February 11, 1997 to 

Joseph E. Currie, titled "Fiber Optic Illumination Device," 

describes a f iberoptic cable providing both radial and axial 

illumination therefrom. The radial illumination enables the device 

to serve as a visual warning device, while the axial illumination 

provides light from a remote source to an area where light is 

required. However, the Currie device does not include any 

electrical conductors running along the length of the fiberoptic 
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cable, unlike the present invention wherein the primary portion of 

the device comprises one or more electrical conductors encased 

within a translucent insulating sheath for illuminating the length 

of the cord or line. As the Currie device does not include an 

electrical conductor(s) therein, no provision is made for 

connecting either end to an electrical power source. 

U.S. Patent No. 5,838,860 issued on November 17, 1998 to Brett. 

M. Kingstone et al., titled "Fiber Optic Light Source Apparatus And 

Method," describes various embodiments of a fiberoptic cable and 

light source therewith. The light source may include a rotary 

wheel having a series of differently colored lenses therein, for 

producing light having selectively different colors through the 

fiberoptic cable. The Kingstone et al. cable may also emit light 

laterally, according to the disclosure. However, Kingstone et al. 

do not provide any form of electrical conductor extending through 

their f iberoptic cable, and thus cannot use their cable as an 

extension cord to power a remotely located electrical device, as 

can the present invention. 

U.S. Patent No. 5,964,616 issued on October 12, 1999 to 

Kenneth D. Eisenbraun, titled "Lighted Accessory Power Supply 

Cord," describes an automotive auxiliary electrical cord device for 

plugging into the conventional cigarette lighter socket in a motor 

vehicle. While Eisenbraun provides electrical conductors extending 

from the plug, the conductors and cord are not illuminated along 
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their length, as is the cord of the present invention. Rather, 

Eisenbraun provides a light internally within the body of the plug, 

and a lens to direct the light outwardly from the plug body. The 

light is only disposed at the plug, and does not illuminate the 

cord length, as it does with the present illuminated extension cord 

invention. 

U.S. Patent No. 6,159,037 issued on December 12, 2000 to Brent 

D. Madsden et al., titled "Illuminated Connector," describes 

various embodiments of connectors or plugs adapted for use in 

connecting computer cables and the like to one another and to a 

computer(s). The plug or connector body is translucent, with a~ 

external light source (not shown in the disclosure) being used to 

direct light into the connector body to illuminate the body. 

Madsden et al. do not provide any means of illuminating a connector 

cord extending from their connector plug body, whereas the present 

invention includes means for illuminating the elongate cord or 

electrical line, as well as illuminating the outlets, adapters, 

and/or power strips to which the present illuminated electrical 

cords may be connected. 

U.S. Patent No. 6,319,051 issued on November 20, 2001 to Chih­

Kai Chang, titled "Electric Connector With A Light Penetrable 

Socket Shell," describes a connector socket for use in the computer 

field, with the socket including a translucent internal body into 

which the plug is inserted. Electric power to the connector 

12 

Page 13 of 54



.. . ;, 

results in LEDs within the external housing illuminating the 

internal shell, with light being emitted from the shell and 

outwardly from the plug receptacle of the shell. The Chang device 

is thus more closely related to the Madsden et al. '037 connector 

discussed immediately above, than to the present invention, as 

Chang does not disclose any means for illuminating the electrical 

cord extending from the connector. 

Finally, U.S. Patent No. 6,336,825 issued on January 8, 2002 

to Roland Seefried, titled "Electrical Connector With Light-Guiding 

Body," describes various connector and translucent lens 

configurations in which LEDs are used, with the lenses spreading 

their light emissions more broadly for better viewing. The 

Seefried connector is more closely related to the connectors 

disclosed in the Madsden et al. '037 and Chang '051 U.S. Patents 

than to the present invention, as Seefried does not disclose any 

means of illuminating an electrical cord extending from his 

connector. 

None of the above inventions and patents, taken either 

singularly or in combination, is seen to describe the instant 

invention as claimed. Thus illuminated electrical cords and 

outlets solving the aforementioned problems, are desired. 

SUMMARY OF THE INVENTION 
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The present invention comprises various embodiments of 

illuminated electrical cords, i.e., cords including at least one 

electrical conductor element therein and having a translucent, 

electrically insulating outer cover or sheath which transmits light 

therethrough. In one embodiment, a lighting element (LED device, 

etc.) is installed in at least one connector end of the cord, with 

the LED being activated by electrical power from the electrical 

outlet or other electrical connector to which the cord is 

connected. The cable or cord may include at least some end light 

emission as well as side light emission, for use as a light supply 

at the outlet end of the cable or cord. The present invention 

further includes various electrical outlets, adapters, and power 

strips having LED illumination therein. Another embodiment of the 

present electrical cord is illuminated when connected to such 

illuminated outlets and the like. 

The illuminating electrical outlets, adapters, and power 

strips of the present invention may also include colored lenses, 

and/or the LEDs may produce colored light as desired. Another 

embodiment of the present invention provides a color wheel having a 

series of differently colored lenses therein, with the user of the 

present invention selecting the color desired, or with colors being 

periodically changed by a motorized drive for the wheel. The LEDs 

within the outlet, adapter, or power strip uni ts may include 
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battery backup power and automatic switching means to activate the 

LED illumination in the event of a power failure. 

Accordingly, it is a principal object of the invention to 

provide illuminated electrical cords and the like, with the cords 

being illuminated by lighting means within the connector end(s) of 

the cord, or alternatively by lighting means disposed within an 

electrical outlet, adapter, or power strip to which the illuminated 

cord is connected. 

It is another object of the invention to provide illuminated 

electrical outlets, adapters, and power strips, having internal 

lighting means for transmitting light to the illuminated electrical 

cords of the present invention. 

It is a further object of the invention to provide variably 

colored lighting for the present illuminated electrical cords, by 

means of a plurality of differently colored lenses and/or 

differently colored LED lights, with the lenses being manually or 

automatically adjustable as desired. 

Still another object of the invention is to provide a battery 

powered backup system for the present illuminated cords and 

outlets, with the battery backup power being activated 

automatically in the event of an electrical power failure. 

It is an object of the invention to provide improved elements 

and arrangements thereof for the purposes described which is 
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inexpensive, dependable and fully effective in accomplishing its 

intended purposes. 

These and other objects of the present invention will become 

readily apparent upon further review of the following specification 

and drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. lA is a schematic plan view in section of an exemplary 

male connector with an illuminated cord according to the present 

invention, illustrating the components thereof. 

Fig. 1B is a schematic plan view in section of an exemplary 

female connector of the opposite end of the cord of Fig. lA, 

illustrating the components thereof. 

Fig. lC is a schematic plan view of a phone jack type 

connector and cord configuration according to the present 

invention, illustrating the components thereof. 

Fig. 1D is a schematic plan view of an auxiliary power plug 

type connector and cord configuration according to the present 

invention, illustrating the components thereof. 

Fig. 2 is an exploded perspective view of an alternative 

embodiment of the present invention, comprising cord and connector 

covers for adding to a conventional cord to illuminate the cord. 
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Fig. 3 is a perspective view of one end of an electrical cord, 

showing one means for applying a translucent outer cover thereto. 

Fig. 4 is a perspective view of one end of an electrical cord, 

illustrating an alternative translucent cover thereover. 

Fig. 5 is an exploded perspective view of another embodiment 

of the present invention, comprising an illuminated electrical 

outlet for illuminating an electrical cord installed therein. 

Fig. 6 is an exploded perspective view of a further embodiment 

of the present invention, illustrating an adapter for installation 

in a conventional outlet for illuminating an electrical cord. 

Fig. 7 is a block diagram illustrating the operative 

components of a color wheel for variably coloring the light 

emissions as desired for an illuminated electrical cord. 

Fig. 8 is a perspective view of a power strip having a 

translucent body with internal lighting, and providing illumination 

for an electrical cord as well. 

Similar reference characters denote corresponding features 

consistently throughout the attached drawings. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

The present invention comprises illuminated electrical cords 

and illuminated electrical outlets therefor. In some of the 

embodiments of the present invention, the electrical cords include 
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lighting means integrated within one or both of the end connectors 

of the cord. In other embodiments, the cords receive light output 

from the illuminated outlets of the present invention. In all 

cases, the illuminated cords have a translucent outer cover or 

sheath which emits light radially therefrom wh~n light is 

transmitted into the translucent sheath from either or both ends 

thereof. The present cords are not only decorative when 

illuminated, but also serve to facilitate electrical connections of 

devices in poorly lighted areas. The present illuminated cords 

also provide significant safety advantages when used in otherwise 

unlighted areas, as their illumination makes them readily visible 

in order to mark their presence to allow persons to avoid tripping 

over such cords. 

Fig. lA of the drawings illustrates a male electrical cord end 

and connector 10 of the present invention. The electrical cord 12 

includes a pair of electrical conductor elements 14a and 14b 

therein, with an electrically insulating jacket or cover 16 

disposed therearound. The insulating cover 16 may be formed of 

opaque, translucent, or transparent material, as desired. While 

the insulating cover 16 may be used to transmit light from the cord 

assembly 10 when the cover 16 is formed of a transparent or 

translucent material, normally the cover 16 is formed of an opaque 

flexible plastic material, as is conventional in the art. In such 

cases, an outer wrap or cover 18 of transparent or translucent 
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flexible material is applied over the insulating cover 16, as shown 

in Fig. lA of the drawings. This transparent or translucent outer 

cover 18 is an optically transmissive material, which receives 

light from one or both ends thereof and re-radiates the light 

radially from the cover in a continuous and unbroken array. 

Light is transmitted to the light transmissive cover 18 by a 

light 20 disposed at or within one or both of the end connector(s) 

of the electrical cord. Where the electrical cord is a permanently 

installed appliance cord or the like, the light 20 is installed 

within the male connector body 22 of the cord, which extends from 

the distal first end 24a of the electrical cord. However, the 

present invention is also adaptable to extension cords having 

opposed first and second ends with a male and a female electrical 

connector extending therefrom, with a light in each connector 

portion, as illustrated in Fig. 2 and described further below. 

The light 20 installed with or within the connector body 22 is 

preferably a light emitting diode (LED). LEDs of the present state 

of the art are capable of providing exceptionally bright light 

output with relatively low power requirements, produce very little 

heat, and may be selected to produce virtually any color light 

output desired. In the event that an LED is used for the light 

source 20, some form of voltage reduction must be provided. 

Accordingly, a transformer 2 6 is connected across the two male 

prongs 28a and 28b which extend from the connector body 22, in 
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order to supply the LED 20 with the proper voltage. No other 

circuitry is required, as the LED itself serves as a rectifier for 

the conventional alternating current received by the cord 10. It 

will be seen that the present invention may also be used with a DC 

circuit (examples of connectors used with such circuits are 

illustrated in Figs. lC and lD and discussed further below), so 

long as the voltage and polarity are correct for the LED. 

A focusing lens 30 is installed within the end 24 of the cord 

12, generally between the connector body 22 and the cord 12. , The 

central portion of the lens 30 is not critical to the function of 

the cord and connector 10 of Fig. lA, and in fact may be omitted. 

The critical portion of the lens 30 is the outer edge thereof, 

which is aligned with the outer translucent sleeve or sheath 18 

which transmits the light radially from the cord assembly 10. 

The LED 20 or other light receives electrical power from the 

transformer 26, which in turn receives power from the two male 

prongs 28a and 28b when they are connected to a conventional 

electrical outlet. Light emitted from the LED or light 20 passes 

through the edges of the lens 30, where it is directed along the 

translucent outer sheath 18 of the cord 12. The light is then re­

radiated outwardly from the sides of the sheath 18 to illuminate. 

the cord 12. Also, in some embodiments, the connector body 22 may 

be formed of a transparent or translucent material if so desired, 
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so that the light from the LED 20 will illuminate the connector 

body 22 as well as the cord 12. 

Fig. 1B illustrates an opposite end female electrical 

connector 32 for the cord assembly 10. The second end 24b of the 

cord 12 terminates at or within the female connector 32, which 

houses the two female electrical contacts 34a and 34b of the 

assembly. The female connector body 32 may be formed integrally 

with the insulating cover or jacket 16 of the cord 12, as 

illustrated, or may be formed as a separate component. As in the 

case of the first or male connector end 22, the second or female 

connector 32 may be formed of translucent or transparent materials, 

in order to transmit light therefrom, if so desired. It will be 

seen that with the construction illustrated in Fig. 1B, that if the 

female connector body 32 is transparent or translucent, that the 

end of the translucent outer cover or sheath 18 will illuminate the 

connector body 32, when the outer cover 18 is illuminated. 

Depending upon the length of the cord 12, the light output of 

the LED or other light 20 of the first or male connector body 22, 

the properties of the translucent outer cover or sheath 18, and 

perhaps other factors as well, a single LED 20 located at one end 

of the cord assembly 10 may be sufficient to illuminate the entire 

length of the cord 10. However, additional lighting may be 

installed with the opposite connector body or end 32, if so 

desired, as illustrated in Fig. 1B. An optional LED or other light 
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36 (shown in broken lines) is provided within the second connector 

body 32, directed to emit light outwardly and generally axially 

from the connector body 32. This light 36 may receive its 

electrical power by means of separate, dedicated electrical lines 

38 (shown in broken lines) which extend from the first light 20 

(Fig. lA) to the second light 36. Alternatively, the second light 

36 may be powered by a transformer within the connector body 32, in 

much the same manner as that illustrated in Fig. lA. 

An outwardly focusing lens 4 0 ( shown in broken lines) is 

provided within the end of the connector body 32. Illumination of 

the light 36 results in the lens 40 directing light generally 

axially from the connector body 32, allowing its use as a light 

source or flashlight when the opposite end connector 22 is plugged 

into a power source. An additional internal LED or other light 42 

may be installed with the second connector body 32, if so desired, 

to illuminate a translucent connector body 32, or to direct light 

back along the translucent outer cover 18 by means of a lens 

arrangement similar to that shown in Fig. lA for the light 20. 

Fig. lC is an illustration of one end of an alternative 

electrical cord assembly 44 having lighting means in accordance 

with the present invention. (Only the removably connectable end of 

the assembly 44 is illustrated, with it being understood that the 

opposite end of the cord is permanently connected to an 

electrically powered or operated appliance of some type, e.g., a 
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headset, etc.) The electrical cord assembly 44 includes a cord 46 

terminating in a coaxial phone jack type connector plug 48, as used 

in headsets and other similar devices. The two wires 50a and 50b 

of the assembly 44 terminate at a coaxial contact pin 52, which 

extends from the distal end of the plug body 48. 

An LED or other light 54 is installed within or at the plug 

body 48, and receives electrical power from a conventional 

transformer 56 which may be installed therewith as required, across 

the two wires 50a and 50b of the assembly. An annular lens 58 is 

installed at the end of the plug body 48 opposite the contact pin 

52, and directs light outwardly from the LED 54 and into a 

transparent or translucent outer cover or sheath 60, which covers 

the two wires 50a and 50b of the cord assembly 44. Thus, when the 

contact pin 52 is plugged into its receptacle, the transformer 56 

is energized to provide appropriate power to the light 54, which in 

turn emits light through the lens 58. The lens 58 passes the 

emitt~d light into the translucent outer sheath 60 of the cord 

assembly 44, whereupon the light is emitted radially from the 

sheath 60 to illuminate the cord assembly 44. 

Fig. lD illustrates yet another embodiment of the present 

invention, comprising an auxiliary power cord assembly 62 including 

illumination means therein. (Again, only the removably connectable 

end of the assembly 62 is illustrated, with it being understood 

that the opposite end of the cord is permanently connected to an 
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electrically powered or operated appliance of some type, e.g., a 

light, air pump, etc.) The electrical cord assembly 62 includes a 

cord 64 terminating in a coaxial auxiliary power plug 70 adapted 

for connection to a power supply receptacle. The two wires 66a and 

66b of the assembly 62 are connected respectively to the shell 68 

and conventional center conductor (not shown) which extend from the 

auxiliary power plug connector end 70 of the assembly 62. 

An LED or other light 72 is installed within or at the plug 

body 70, and receives electrical power from a conventional 

transformer 74 which may be installed therewith as required, across 

the two wires 66a and 66b of the assembly. An annular lens 76 is 

installed at the end of the plug body 70 opposite the contact shell 

68, and directs light outwardly from the LED 72 and into a 

transparent or translucent outer cover or sheath 78 covering the 

two wires 66a and 66b of the cord 64. Operation of the illuminated 

electrical cord assembly 62 of Fig. 10 is similar to that described 

above for the assembly 44 of Fig. lC, with the transformer 74 

supplying appropriate electrical power to the light 72 when 

electrical contact is completed, thus illuminating the translucent 

outer cover 78 to emit light radially therefrom. 

To this point, the various illuminated cord embodiments have 

been indicated as having the lighting systems integrated with the 

remainder of the cord and connector structures at the time of 

manufacture. However, the present invention also provides for the 
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illumination means to be added to an otherwise conventional 

unlighted electrical cord and connector(s). Fig. 2 illustrates 

such an embodiment, in which an extension cord 80 is equipped with 

the illumination means of the present invention. The extension 

cord 80 before the addition of the kit for converting it to an 

illuminated cord, is conventional, essentially comprising an 

elongate electrical conductor and outer insulating assembly 82 

having a rst end 84 and opposite second end 86, with a first end 

connector 88 and second end connector 90 extending from the 

respective first and second ends 84 and 86. 

One or both end connectors 8 8 and/ or 90 may have a cord 

illuminating shell 92 applied thereover, as desired. The shell 92 

may be formed of an opaque, translucent, or transparent flexible 

plastic material having two components 94 and 96 joined by a living 

hinge 98, or may have another configuration or be formed of another 

material as desired. Conventional latch means (e.g., snaps, etc., 

not shown) may be provided to lock the two components 94 and 96 

together. Clearance slots 100 are formed in the two shell 

components 94 and 96, to clear the prongs of a male connector 88 

when installed·thereon or to allow insertion of the male contacts 

into a female connector 90 when the illuminating shell 92 is 

installed thereon. 

A slotted internal contact block 102 is contained within the 

shell 92, with its slots 104 fitting around the male contact prongs 
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of the male connector 88 or male contacts inserted into a female 

connector 90, when the illuminating shell 92 is installed thereon. 

The contact block 102 may contain a conventional transformer, 

shown schematically as component 26 in Fig. lA of the drawings, or 

the transformer may be located elsewhere within the illuminating 

shell 92. It will be appreciated that such a transformer need not 

be very large, as the amperage required for the operation of the 

light, particularly in the case of an LED, is very low. A light 

106, preferably an LED, is installed within the illuminating shell 

92, and oriented to emit light along the cord 82 extending from the 

connector(s) 88 and/or 90, and illuminating shell 92 attached 

thereto. 

The cord 82 is wrapped with a transparent or translucent 

covering 108, which receives the light emitted from the light 

source 106 of the illuminating shell 92 and redirects or emits the 

light radially therefrom, to illuminate the cord assembly 82. The 

covering 108 may comprise a wrap which is applied longitudinally 

along and over the outer insulating material of the cord 82, and 

secured thereto by adhesive, or attached mechanically by plastic 

wire ties, etc., as desired. Fig. 3 illustrates an alternative 

embodiment of such a wrap. The wrap of Fig. 3 comprises an 

elongate translucent or transparent striped sheet 110 applied in a 

spiral pattern around and over the outer insulating material of the 

cord 82, and bonded thereto e.g. by heat, chemical reaction, etc. 
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Fig. 4 illustrates yet another embodiment of an illuminated 

exterior wrap or sleeve for an electrical cord, in which a woven or 

braided sleeve 112 of translucent material (e.g., hollow core 

polyethylene rope, etc.) is passed over the electrical cord 82. 

The braided sleeve 112 may be expanded diametrically to pass over 

the relatively wider electrical connector end 88 of the cord 

assembly, or may be installed over the outer insulating jacket of 

the cord 82 before installing the connector 88 to the end of the 

cord. The connector 8 8 may include a light source integrally 

therewith, as in the example shown in Fig. lA, or may be 

illuminated by an illuminated shell, as illustrated in Fig. 2 of 

the drawings. 

Yet another embodiment of the present invention provides for 

electrical power outlets and the like, which also contain lighting 

therein for illuminating electrical cords which do not contain or 

include their own lighting means therewith. Fig. 5 illustrates one 

such embodiment, comprising an electrical outlet 114 (e.g., wall 

outlet, etc.) having a pair of electrical receptacles 116a and 116b 

therein. Each receptacle 116a and 116b includes the conventional 

electrical contact blade slots 118 for receiving the electrical 

contact blades 120 of an electrical connector plug 122, and may 

also include a grounding pin passage 124 to accept the ground pin 

126 of the plug 122, if so equipped. It will be noted that each 

receptacle 116a and 116b also includes a light, respectively 128a 
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and 128b, therein, e.g., an LED, or alternatively other light type. 

These lights 128a and 128b are oriented to emit light outwardly 

from their receptacles, and are controlled by a switch 130. 

The_electrical cord assembly 132 used with the illuminating 

receptacle 114, includes an elongate electrical conductor and 

insulator cord 134 from which the plug 122 extends. (The cord 

assembly 132 may comprise an extension cord, with a conventional 

female electrical connector at the opposite end thereof, somewhat 

like the cord assembly 80 of Fig. 2, or may comprise an electrical 

appliance cord with the opposite end being permanently connected to 

an electrical device of some sort.) The electrical cord and its 

outer insulating jacket 134 are covered with a translucent or 

transparent outer cover or wrap 136, examples of which are 

illustrated in Figs. lA through 4 of the drawings. 

Rather than including an electrically powered light source 

within the plug 122 (or surrounding illuminated shell), the 

illuminated cord assembly 132 of Fig. 5 receives all of its light 

from the outwardly directed light 128a or 128b of the corresponding 

receptacle 116a or 116b, to which the electrical plug 122 is 

connected. The distal end of the plug 122, i.e., the end abutting 

the receptacle when the plug is installed therein, includes an 

inwardly focusing lens 138 which receives the light output from the 

appropriate light source 128a or 128b and focuses it through the 

plug 122 body to illuminate the translucent or transparent outer 
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cover or wrap 136 of the cord 134. The illumination principle is 

generally similar to that disclosed in Fig. lA of the drawings, but 

rather than having a light source integral with the plug body, the 

cord 132 of Fig. 5 receives its light from another source, i.e., 

the light 128a or 128b of the electrical outlet 114. 

Fig. 6 illustrates another embodiment of the illuminating 

electrical power sources or outlets of the present invention, 

comprising a portable adapter 140 which may be plugged into an 

electrical receptacle R of a conventional outlet O, and which 

provides illumination for a lighted electrical cord assembly which 

may be connected thereto. The adapter 140 includes a pair of male 

electrical contact prongs or blades 142, and may further include a 

ground pin 144 extending therefrom, which insert removably into one 

of the receptacles R of the outlet O. The opposite side or face of 

the adapter 140 includes an electrical receptacle 146 therein, 

having a pair of electrical contact blade slots 148 and which may 

further include a ground pin passage 150, which slots 148 and 

passage 150 are adapted to receive the mating electrical contact 

blades 120 and ground pin 126 of the electrical connector plug 122 

of an illuminated electrical cord assembly 132, as shown in Fig. 5 

and described in detail further above. Additional electrical 

receptacles, not shown but identical to the single adapter 

receptacle 146 shown in Fig. 6, may be provided in the adapter 140. 
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The adapter receptacle 146 also includes an LED or other light 

source 152 (shown in the block diagram of Fig. 7) and a lens 154. 

The lens 154 is positioned within the adapter receptacle 146 so as 

to be aligned with the inwardly focusing lens 138 of the connector 

plug 122 of the cord assembly 132 when the plug 122 is plugged into 

the adapter receptacle 146, in the manner described further above 

for the illuminated outlet receptacles 116a, 116b and illuminated 

cord assembly 132 of Fig. 5. 

The adapter receptacle light 152 receives its power from a 

conventional transformer (not shown in Fig. 6, but using 

essentially the same circuitry as that illustrated schematically 

for the transformer 26 of Fig. lA), which in turn receives 

electrical power 

installed therein. 

from the outlet O when the adapter 140 is 

Alternatively, the light 152 may be powered by 

a conventional electrical storage cell or battery 156 and rectifier 

and charger device 158, as shown in broken lines within the adapter 

140 of Fig. 6. The addition of electrical battery power for the 

l~ght 152 allows the adapter 140 to be used to illuminate 

electrical cords and the like where there is no other source of 

electrical power, allowing the present invention to be used e.g. on 

camping trips for illuminating tent ropes and the like equipped 

with a translucent outer wrap in the manner of the electrical cords 

of the present invention, and other similarly configured ropes, 

cords, lines, etc. 
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The adapter 140 of Fig. 6 may further include a device for 

changing or varying the color of light received by the electrical 

cord 132, if so desired. In Fig. 6, a color wheel 160 is installed 

immediately within the adapter receptacle 146, with the wheel 160 

having a rotary axis or bearing disposed about one of the blade 

contact slots 148 and a series of lenses or segments 162 each 

having different colors from one another disposed circumferentially 

thereabout. The colored lenses 162 are positioned radially from 

the central rotary axis of the wheel 160 so as to align selectively 

with the lens 154 of the receptacle 146. 

The color wheel 160 may be operated manually, by manipulating 

the serrated edge of the wheel 160 which extends from the case of 

the adapter 140 to position a specifically colored lens or segment 

162 between the light 152 and lens 154 as desired. Alternatively, 

the adapter 140 may include a conventional electric motor and 

reduction drive 164 (shown in broken lines in Fig. 6), which 

automatically rotates the color wheel 160 in order to vary the 

colors emitted by the adapter 140 and thus the colors emitted by 

the illuminated cord 132. A conventional timer (noted in the block 

diagram of Fig. 7) may be incorporated with the device, to stop the 

drive system 164 for some predetermined period of time on each 

color, as desired. The electrical storage battery 156 may also be 

used to power the motor and reduction drive assembly 164, if so 

desired, thus allowing the automatic illumination of the cord 132 
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using different colors, without need for conventional 110 - 115 

volt power. 

Fig. 7 is a block diagram illustrating the relationship 

between the various components of the adapter 140 of Fig. 6. In 

Fig. 7, all of the various components of the adapter 140, i.e., a 

light 152, battery pack 156, rectifier and charger 158, color wheel 

160, and drive motor and timer assembly 164 for the color wheel, 

are shown within the case or housing of the adapter 140, 

represented by a broken line around the above noted components. A 

conventional power interrupt detector 166, operates to activate the 

battery pack 156 automatically when loss of power from the 

electrical receptacle R is detected. 

Fig. 8 of the drawings illustrates still another embodiment of 

the present invention, comprising an illuminated power strip 168 

which may be used to illuminate an illuminated cord assembly 132. 

The power strip 168 includes a conventional power cord (not shown), 

which is installed in a conventional electrical receptacle, e.g., a 

receptacle R of the outlet O of Fig. 6, to supply electrical power 

to the power strip 168. The power strip 168 includes a series of 

illuminating electrical receptacles 170 therein, with each of the 

receptacles 170 having a light 172 (e.g., LED, etc.) therein, 

similarly to the illuminating receptacles 116a and 116b of Fig. 5 

of the drawings. Each receptacle light 172 is positioned within 

its respective receptacle 170 so as to shine into the internally 
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directed lens in the end of the male plug end 122 of the cord 

assembly 132, as shown in Fig. 5 of the drawings. 

The power strip 168 includes one or more lights (LEDs, etc.) 

174 therein. Preferably, the outer case, shell, or housing 176 of 

the power strip 168 is formed of translucent or transparent 

material, with the internal light(s) 174 serving to illuminate the 

power strip 168 when electrical power is applied thereto. In 

addition, the light 172 of each of the electrical receptacles 170 

is controlled by a switch 178 ?e.g., push button switch, as shown, 

or rocker, toggle, etc. switch). Each of the receptacle lights 172 

may be a different color from one another, and/or be colored 

differently by means of differently colored lenses, if so desired. 

The power strip 168 of Fig. 8 may also include essentially the 

same circuitry as that disclosed in the adapter of Fig. 6 and 

discussed further above, i.e., one or more color wheels for varying 

the color output of the lights 172, motor means for driving the 

color wheel(s), a battery powered backup system for illuminating 

the lights 172 and/or 174 in the event that external electrical 

power is not available, and a rectifier and charging system to 

automatically maintain the battery charge when the device is 

connected to an external electrical source (e.g., 110 - 115 volt 

outlet) . 

In conclusion, the present illuminated electrical cords and 

outlets provide a much needed means of illuminating electrical 
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cords and the like in areas of relatively low illumination. The 

present invention lends itself not only to use with appliance and 

extension cords, but also to auxiliary power cords, computer and 

telephone power and data cords, etc. The present invention also 

includes means for modifying a conventional electrical cord with an 

illuminating outer cover, which cord may be used with one of the 

illuminating outlets of the present invention. Such outlets may 

comprise wall outlets, portable adapters, and power strips, each of 

which includes means for illuminating a properly configured 

electrical cord which is installed therein. Such outlets may also 

include means for coloring the light output therefrom, as desired. 

The present illuminated cords and outlets thus not only provide an 

important safety function for electrical cords in areas of low 

illumination, but also provide a decorative function as well. 

It is to be understood that the present invention is not 

limited to the embodiments described above, but encompasses any and 

all embodiments within the scope of the following claims. 
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CLAIMS 

We claim: 

1. An illuminated electrical supply line, comprising: 

an electrical cord having a first end and a second end 

opposite said first end; 

at least one electrical conductor disposed within said 

electrical cord; 

a first end connector and a second end connector extending 

respectively from said first end and said second end of said 

electrical cord; 

an electrically insulating, translucent cover surrounding said 

at least one electrical conductor and emitting light received 

therein, radially therefrom in a continuous array; and 

a light disposed at one of said end connectors, selectively 

emitting light outwardly therefrom and into said translucent cover 

of said electrical cord, when activated. 
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. .. 

ABSTRACT OF THE DISCLOSURE 

A number of different embodiments of illuminated electrical 

cords and outlets are provided. Some embodiments include a light 

source within at least one connector end of an electrical cord, 

with the cord having a translucent outer cover for emitting the 

light radially from the connector end light source. The cord may 

be a household electrical or extension cord, a computer power 

supply cord, auxiliary power cord, etc., as desired. A kit may be 

provided to adapt a conventional, non-illuminated cord to provide 

illumination therefrom. Other embodiments include electrical 

outlets, adapters, and power strips having a light source(s) 

the.rein, for illuminating an electrical cord installed in the 

electrical power source. The outlets, adapters, and power strips 

may include differently colored lighting, and/or multiple colored 

lenses for manual or automated selection of color output. Battery 

power may be provided, with automated switching in the event of a 

primary power failure. 
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I herebv claim the benefit under 35 U.S.C. 119(el of a ny Un ited States - .. 
listed below: 

Application No. Filing Date Application No. Filing Date 

ii. 
iv. 

C. Cl AIM FOR BENEFIT OE EARi IER II S LPCT APPi ICATION (S) llNQER 35 IJ SC 120 

D I hereby claim the benefit, under Title 35, United States Code, § 120, of any United States applicalion(s) or PCT 
international application(s) designating the United States of America that is/are listed below and, insofar as the subject matter of 
each of the claims of this application is not disclosed in that/those prior application(s) in the manner provided by the first paragraph 
of Title 35, United States Code, §112, I acknowledge the duty to disclose information 

[8J that is material to patentability as defined in 37, Code of Federal Regulations, § 1.56 

(also check the following item, if desired) 

[8J and that is material to the examination of this application, namely, information where there is a substantial likelihood 
that a reasonable examiner would consider it important in deciding whether to allow the application to issue as a 
patent, that occurred between the filing date of the prior application(s) and the national or PCT international filing date 
of this application. · 

(also check the following item, if desired) 

[8J In compliance with this duty, there is attached an information disclosure statement, in accordance with 37 C.F.R. 1.98. 

Prior 11 s and/or PCT Applicatia□s. if applicable: 

US Application or Parent Filing Date Parent Patent No. 
PCT No. <if aoolicable\ 

i. 
ii. 
iii. 

V. POWER OF ATTORNEY 
As a named inventor, I hereby appoint the following registered attomey(s) and/or agent(s) to prosecute this application and transact all 

business in the Patent and Trademar1< Office connected therewith: 

VI. 

Robert N. Blackmon, Reg. No. 39,494 

Direct all correspondence to: [8J Customer Number: 21919 

OR D Correspondence Address below: 

673 S. Washington St., Alexandria, VA 22314 
Telephone: 703-684-5633; Facsimile: 703-684-5637 

C2ABU079.11 
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DECLARATION 
I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and belief 

are believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so made 
are punishable by fine or imprisonment, or both, under Section 1001 of Tltle 18 of the United States Code and that such willful false 
statements may jeopardize the validity of the application or any patent issued thereon. 

SIGNATURES 

Full Name of Sole or First Inventor: Mr. Robert M. Currie 

Signature: ------------------------------
Date:__________ Country of Citizenship: ....t..(J.L_ __________ _ 

Residence: 325 Bavig□a□ DaHard-Des-Ormeaux Q11ehec H9B1Y4 Canada 

Post Office Address: 

Full Name of Second or Joint Inventor, if any: Mr. Jonas J. Robertson 

Signature: 

Date:__________ Country of Citizenship:__._......._ __________ _ 

Residence: 2521 Orbit Court HaDtey I A 70058 

Post Office Address: 

D Additional inventors are being named on the _ supplemental Additional lnventor(s) Sheet(s) 
PTO/SB/02A attached here to. 

C2ABU079.11 
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. PATENT. APPLICATION SERIAL NO. 

09/27/2004 SZEWDIE1000000341094818& 

01 FC:2001 

PT0-1556 · 
. (5/87) 

385.00 OP 

·u.s. ~rnment Pllnllno Ofllcl: 20Q2- ___,.-m 

---------

U.S. DEPARTMENT OF COMMERCE 
PATENT AND TRADEMARK OFFICE 

FEE RECORD SHEET 
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Apphca11on or Docket Number 

PATENT APPLICATION FEE DETERMINATION RECORD 
{'D '7~1 tb Effective October 1 . 2003 

CLAIMS AS FILED • PART I SMALL ENTITY OTHER THAN 
(Column 1 I /Column 21 TYPE CJ OR SMALL ENTITY 

TOTAL CLAIMS I RATE FEE .RATE FEE 

FOR NUMBER FILED NUMBER EXTRA BASIC FEE 3B5.00 OR BASIC FEE 770.00 

TOTAL CHARGEABLE CLAIMS f minus 20= . 
XS 9= XS18= OR . 

INDEPENDENT CLAIMS ( minus 3 = X43= OR X86= 
MULTIPLE DEPENDENT CLAIM PRESENT D +145= OR +290= 

• If the difference in column 1 1s less than zero. enter ·o· in column 2 TOTAL l?t&' f OR TOTAL 

CLAIMS AS AMENDED • PART II OTHER THAN 

(Column 1) (Column 2) (Column 3! SMALL ENTITY OR SMALL ENTITY 
CLAIMS HIGHEST --

ADDI- ·. ADDI-ct REMAINING NUMBER PRESENT 
RATE TIONAL .RATE TIONAL · ... AFTER PREVIOUSLY EXTRA z . 

FS::i:: AMENDMENT PAIOFOR FEE .. w· - -:e 
Total Minus X$9= XS18= 0 • - = OR z w Independent Minus - = . 

:e . 
X43= X86= 

ct FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM n OR 

+145= OR +290= 

I TOTAL TOTAL 
-·-~•- AODIT. FEE OR AOOIT. FEE 

••l"i':1 ... , 

(Column 1l (Column 2l (Column 3) 
CLAIMS ~.- ·' -YHIGHEST 

ADDI- ADDI· m REMAINING 
. ~· .... "" .... NUMBER PRESENT ... ·. . : . ' \:. ~ RATE TIONAL RATE TIONAL -

AFTER ·· PREVIOUSLY EXTRA z AMENDMENT 
.-."" __ ., 

PAIOFOA FEE FFF w :e 
Total Minus C • ... = X$9= OR X$18= z 

w Independent * Minus - = -~,, 

:E X43=. X86= <-:! OR 
FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM [ ] ... ... 

+145= OR +290= 
• 

TOTA1. TOTAL 
ADOIT. FE~ OR ADDrT. FEE 

(Column 1l (Column2l <Column 3l 
CLAIMS HIGHl:ST ' ADDI- ADDI-c., REMAINING NUMBER PRESENT ... AFTER PREVIOUSLY EXTRA RATE TIONAL RATE TIONAL z AMENDMENT PAIOFOR FEE R;F w :e 

Total C • Minus .. = X$9= . OR XS18= z w Independent * Minus - = :e X43= X86= <-:! 
FIR$T PRESENTATION OF MULTIPLE DEPENDENT CLAIM n OR 

-
+145= OR +290= 

• If the entry in COiumn 1 is less than the entry in column 2, write -o· in COiumn 3. TOTAL . TOTAL 
" If the "Highest Number Previausly Paid Fot' IN THIS SPACE is less than 20, enter "20 .• ADDIT. FEE pR ADDn:FEE 
-H the •Highest Number Previously Paid Fot' IN THIS SPACE is less than 3, enter "3." 

The "Highes1 Number Previously Paid For· (Total or Independent) is the higheSI number-found in the appiopriale &>ox in CGlul'M 1. 

FORM PTO-a7S rA~. 101031 Paten1 and Trl0enlll1c Office. .S. DEPARTMENT OF COtUIEACE · 
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~-=~--U-T_I_L=I=T~Y~P=A=T=E=~=;=d~e~~s~!~~~•f~~=!~!=I~i~~~!~sRAN=~S=M~I~T~T-AL---~A-tt_~_~_;_;_e_g_~k_/_:_r_o~. ;1.~.-::::::::: J (New Nonprovisional Annlications Under 37 CFR § l.53(b)) _, .,.• 

c:: 
er., 

TO THE ASSISTANT COMMISSIONER FOR PATENTS: 
...,.~ 
~o 
C'\J T"" 

,:, Transmitted herewith is the patent application of ( 
--i Illuminated Extension Cords & Outlets. for a(n): 
C) 

) application identifier or (X) first named inventor, Robert M. Currie, ent_itled C\J 

(X) Original Patent Application. 
( ) This Application claims priority to Provisional Application number ______ filed on: _____ _ 

( ) Continuing Application (prior application not abandoned): 
( ) Continuation ( ) Divisional ( ) Continuation-in-part (CIP) 

of prior application No: ______ Filed on: _____ _ 
( ) Conversion of Provisional application number ______ filed ___ _ 
( ) A statement claiming priority under 35 USC§ 120 has been added to the specification. 

Enclosed are: 
(X) 
(X) 

Specification; -1.L Total Pages. (X) Drawing(s); _l_l_ Total Sheets. 
Oath or Declaration: 

(X) A Newly Executed Combined Declaration and Power of Attorney: 
( ) Signed. (X) Unsigned. ( ) Partially Signed. 

( ) A Copy from a Prior Application for Continuation/Divisional (37 CFR § I .63(d)). 
( ) Incorporation by Reference. The entire disclosure of the prior application, from which a copy of the 

oath or declaration is supplied, is considered as being part of the disclosure of the accompanying 
application and is hereby incorporated herein by reference. 

( ) Signed Statement Deleting Inventor(s) Named in the Prior Application. (37 CFR § l63(d)(2)). 
Power of Attorney. (X) Return Rec~i_P.t Postcard. 
Associate Power of Attorney. (X) Check No. ~l in the amount of$ ""3""8""'5 __ _ 
Preliminary Amendment. ( ) Information Disclosure Statement and Form PTO-1449. 
A Duplicate Copy of this Form for Processing Fee Against Deposit Account. 
A Certified Copy of Priority Documents (if foreign priority is claimed). 
Applicant is a Small Entity. 
Applicant is a Large Entity. 

( ) 
( ) 
( ) 
(X) 
( ) 
(X) 
( ) 
( ) Other: ----------------------------------

CLAIMS AS FILED 
FOR NO. FILED NO. EXTRA RATE FEE 

Total Claims I 0 $9.00 $ 0.00 
Independent Claims I 0 $39.00 $ 0.00 
Multiole Dependent Claims (ifaoolicable) $0.00 
Assignment Recording Fee $0.00 
Basic Filing Fee $385.00 

Total Filing Fee $ 385.00 

D Charge $ ______ to Deposit Account 50-0562 pursuant to 37 CFR § 1.25. 
l?:?J At any time during the pendency of this application, please charge any fees required or credit any overpayment to Deposit 
Account 50-0562. 
Resp tfully submitted, I hereby certify that this is being deposited with the U.S. Postal 

bert N. Blackmon, Attorney of Record 
Reg. No.39494 

Date: September 24, 2004 

Correspondence Address: 

Merek, Blackmon & Voorhees, LLC 
673 S. Washington St. 
Alexandria, Virginia 22314 
Phone: 703-684-5633 
Fax: 703-684-5637 

Service "Express Mail Post Office to Addressee" service under 
3 7 CFR § 1.10 on the date indicated below and is addressed to: 

Assistant Commissioner for Patents 
Box Patent Application 
Washington, D.C. 20231 

By: ------~N=/A~--------­

Typed Name: Robert N. Blackmon 

Express Mail Label No.: 

Date of Deposit: 
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