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DELIVERING AND RECEIVING MULTICAST 
CONTENT ACROSS A UNICAST NETWORK 

TECHNICAL FIELD 

The invention relates to computer networks and, more 
particularly, to multicast communications within computer 
networks. 

BACKGROUND 

A computer network is a collection of interconnected 
computing devices that exchange data and share resources. 
In a packet-based network, such as the Internet, the com 
puting devices communicate data by dividing the data into 
small blocks called packets. The packets are individually 
routed across the network from a source device to a desti 
nation device. The destination device extracts the data from 
the packets and assembles the data into its original form. 
Dividing the data into packets enables the source device to 
resend only those individual packets that may be lost during 
transmission. 

Certain devices within a network, referred to as routers, 
maintain routing information that describes available routes 
through the network. Each route de?nes a path between two 
locations on the network. Upon receiving an incoming data 
packet, the router examines header information within the 
packet to identify the destination for the packet. Based on 
the header information, the router accesses the routing 
information, selects an appropriate route for the packet and 
forwards the packet accordingly. 

Multicasting is a form of communication that allows a 
source device to send a single packet for distribution to 
multiple destination devices. With multicasting, the source 
device sends a single packet over the network to a router 
con?gured for multicasting. The router replicates the packet 
and forwards the copies to other multicast-enabled routers. 
The other routers, in turn, replicate the packet and repeat the 
forwarding process so that each of the destination devices 
receives a copy of the packet. 

In some cases, there is not a multicast-enabled route from 
a source device to a particular destination device, i.e., a route 
where every router thereon is multicast-enabled. In these 
cases, the particular destination device is unable to receive 
multicast packets using existing multicasting protocols. To 
gain maximum audience siZe, multicast content providers 
generate copies of the multicast packets addressed to each 
such destination device, i.e., unicast packet copies of the 
multicast packets, at the source of the multicast packets, and 
deliver the unicast packets to these destination devices from 
the source of the multicast packets. 

Content providers may incur increased costs stemming 
from the generation and delivery of the unicast packets. 
These costs may include the increased processing and 
memory resources required to generate and uniquely address 
unicast packets for each such destination device. The content 
providers may have to use multiple servers to provide the 
multiple unicast packet copies of the multicast packets. 
Further, delivery of the multiple unicast packets may lead to 
greater bandwidth consumption within the local network for 
the content provider, and require that the content provider 
obtain a greater bandwidth connection to the Internet than 
would otherwise be required to deliver the single set of 
multicast packets, the cost of which will likely be passed to 
the content provider by an Internet Service Provider (ISP), 
or the like. 
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2 
SUMMARY 

In general, the invention is directed to delivery and 
reception of multicast content across unicast networks. A 
destination device is a host within a computer network that 
wishes to receive content that is delivered by a source device 
as multicast packets. The destination device sends a multi 
cast join message to a local router in order to join a 
multicasting group associated with the desired content and 
receive the multicast packets. If the attempt to join the 
multicast group fails, i.e., the destination device determines 
that the route to the source device is not multicast-enabled 
because it does not receive the requested multicast packets 
before a time-out condition is satis?ed, the destination 
device may send a unicast request message that includes as 
a destination address an address associated with the source 
and is marked for interception by an intermediate network 
device, such as a multicast-enabled router, based on the 
determination. A multicast-enabled router on the route to the 
source device that receives a multicast join message may 
also determine that the route to the source device is not 
multicast-enabled by determining that a next-hop router on 
the route to the source device is not multicast-enabled, and 
send a unicast request message addressed to the source and 
marked for interception by an intermediate network device, 
such as another multicast-enabled router, based on the 
determination, so that it may deliver the multicast packets to 
the requesting destination device. 

Although the unicast request message is addressed to the 
source device, the one or more packets of the unicast request 
message may contain information that will cause a interme 
diate network device that is on the route to the source device 
to intercept and process the packets of the unicast request 
message, such as a set router alert bit, and identify the 
unicast request message as containing a request to receive 
multicast packets as unicast packets, such as a port indica 
tion. The unicast request message may be addressed to the 
source, or to an anycast address. The information of the 
unicast request message includes the group address associ 
ated with the multicast content, the address of the source 
device, and the address of requesting device, i.e., the des 
tination device or multicast-enabled router that sent the 
unicast request message. The information may also include 
delivery mode indication and a time-out value. 

The multicast-enabled router that receives the unicast 
request message receives multicast packets with the source/ 
group address pair indicated by the unicast request message, 
and delivers the multicast packets to the requesting device as 
unicast packets based on the unicast request message. The 
multicast-enabled router that receives the unicast request 
message may refer to a delivery mode indication received in 
the unicast request message, and deliver the multicast pack 
ets to the requesting device as unicast packets according to 
the delivery mode indicated. The multicast-enabled router 
that receives the unicast request message may readdress the 
multicast packets to include the address of the requesting 
device as the destination address of the packets, and deliver 
the readdressed packets accordingly. The multicast-enabled 
router that receives the unicast request message may add a 
header that includes the address of the requesting device as 
a destination address, and deliver the encapsulated packets 
accordingly. The multicast-enabled router that receives the 
unicast request message may add a label to the multicast 
packets, and send the labeled packets to the requesting 
device via an LSP. The label and LSP may be selected based 
on the address of the requesting device. 
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A multicast-enabled router that sends a unicast request 
message and receives encapsulated or labeled packets in 
response to the unicast request message may remove the 
encapsulation or labels to expose multicast packets, and 
forward the multicast packets according to the multicast join 
message that it received for the source/ group address pair of 
the multicast packets so that the multicast packets may be 
received by the destination device. 

In one embodiment, a method comprises intercepting a 
unicast request message from a requesting device that 
includes as a destination address an address associated With 
a source of multicast packets, and delivering the multicast 
packets to the requesting device as unicast packets in 
response to the unicast request message. 

In another embodiment, a netWork device includes an 
interface and a control unit. The interface to intercepts a 
unicast request message from a requesting device that 
includes as a destination address an address associated With 
a source of multicast packets. The control unit delivers the 
multicast packets to the requesting device as unicast packets 
in response to the unicast request message. 

In another embodiment, a computer-readable medium 
contains instructions. The instructions cause a program 
mable processor intercept a unicast request message from a 
requesting device that includes as a destination address an 
address associated With a source of multicast packets, and 
deliver the multicast packets to the requesting device as 
unicast packets in response to the unicast request message. 

In another embodiment, a method comprises determining 
Whether a route to a source of multicast packets is multicast 
enabled, sending a unicast request message that includes as 
a destination address an address associated With the source 
and is marked for interception by an intermediate netWork 
device based on the determination, and receiving multicast 
packets as unicast packets from the intermediate netWork 
device. 

In another embodiment, the invention is directed to a 
device comprising a control unit. The control unit deter 
mines Whether a route to a source of multicast packets is 
multicast-enabled, sends a unicast request message that 
includes as a destination address an address associated With 
the source and is marked for interception by an intermediate 
netWork device based on the determination, and receives the 
multicast packets as unicast packets from the intermediate 
netWork device. 

In another embodiment, the invention is directed to a 
computer-readable medium containing instructions. The 
instructions cause a programmable processor to determine 
Whether a route to a source of multicast packets is multicast 
enabled, send a unicast request message that includes as a 
destination address an address associated With the source 
and is marked for interception by an intermediate netWork 
device based on the determination, and receive the multicast 
packets as unicast packets from the intermediate netWork 
device. 

In another embodiment, the invention is directed to a 
system that includes a ?rst device and a second device. The 
?rst device determines Whether a route to a source of 

multicast packets is multicast-enabled, sends a unicast 
request message that includes as a destination address an 
address associated With the source and is marked for inter 
ception by a second device based on the determination, and 
receives the multicast packets as unicast packets from the 
second device. The second device intercepts the unicast 
request message from the ?rst device, and delivers the 
multicast packets to the ?rst device as unicast packets in 
response to the unicast request message. 
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4 
The invention may provide one or more advantages. For 

example, the ability of multicast-enabled routers consistent 
With the principles of the invention to deliver and receive 
multicast content across unicast netWorks advantageously 
reduces the costs that are born by the content provider in 
delivering content to destination devices that are unable to 
receive multicast packets using existing multicasting proto 
cols. Multicast-enabled routers consistent With the principles 
of the invention alloW these destination devices to receive 
the multicast content from the source device Without the 
generation and delivery of unicast copies of the multicast 
packets by the content provider, i.e., the source device may 
generate and deliver a single set of multicast packets. 
Moreover, to the extent that numerous destination devices 
that are unable to receive the multicast packets request the 
content, the burden of delivering unicast packets to these 
destination devices may be distributed over a number of 
multicast-enabled routers. 
The details of one or more embodiments of the invention 

are set forth in the accompanying draWings and the descrip 
tion beloW. Other features, objects, and advantages of the 
invention Will be apparent from the description and draW 
ings, and from the claims. 

BRIEF DESCRIPTION OF DRAWINGS 

FIG. 1 is a block diagram illustrating an example com 
puter netWork that supports delivery and reception of mul 
ticast content across a unicast netWork consistent With the 
principles of the invention. 

FIG. 2 is a block diagram illustrating another example 
computer netWork that supports delivery and reception of 
multicast content across a unicast netWork. 

FIG. 3 is a block diagram illustrating another example 
computer netWork that supports delivery and reception of 
multicast content across a unicast netWork, Which in this 
case is a label-sWitched netWork. 

FIG. 4 is a block diagram illustrating an example multi 
cast-enabled router that can deliver and receive multicast 
content across unicast netWorks consistent With the prin 
ciples of the invention. 

FIG. 5 is a How diagram illustrating an example method 
that may be employed by a destination device to receive 
multicast content across a unicast netWork. 

FIG. 6 is a How diagram illustrating an example method 
that may be employed by a multicast-enabled router to 
receive multicast content across a unicast netWork, so that it 
may be delivered to a destination device. 

FIG. 7 is a How diagram illustrating an example method 
that may be employed by multicast-enabled router to deliver 
multicast content to a requesting device across a unicast 
netWork. 

DETAILED DESCRIPTION 

FIG. 1 is a block diagram illustrating an example com 
puter netWork 10 that supports delivery and reception of 
multicast content across a unicast netWork 14 consistent 
With the principles of the invention. As shoWn in FIG. 1, 
computer netWork 10 includes a multicast netWork 12 and 
unicast netWork 14. Multicast netWork 12 includes multi 
cast-enabled routers 16A and 16B (multicast-enabled routers 
16). Unicast netWork 14 includes unicast routers 18A, 18B 
and 18C (unicast routers 18). Multicast netWork 12 may 
include any number of multicast-enabled routers 16, and 
unicast netWork 14 may include any number of unicast 
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routers 18. However, for ease of illustration, only multicast 
enabled routers 16A and 16B and unicast routers 18A-18C 
are shoWn in FIG. 1. 
A source device 20 accesses multicast netWork 12 via link 

24A and multicast-enabled router 16A. At the boundary 
betWeen multicast netWork 12 and unicast netWork 14, 
multicast-enabled router 16B and unicast router 18A are 
connected via link 24B. Destination device 22A and desti 
nation device 22B (destination devices 22) access unicast 
netWork 14 via link 24C and unicast router 18B, and link 
24D and unicast router 18C, respectively. Links 24 may be, 
for example, PPP links, ATM links, Ethernet links, Frame 
Relay links, GRE tunnels, SONET links, or other netWork 
connections. 

Source device 20 is a source of content, such as video, 
audio, data, or other information, delivered as multicast 
packets. Source device 20 may be, for example, a server, or 
the like, con?gured to generate multicast packets and deliver 
the multicast packets to multicast-enabled router 16A. 
Source device 20 may deliver a series of multicast packets 
as a multicast packet stream. Although computer netWork 10 
may include any number of source devices 20, FIG. 1, for 
ease of illustration, shoWs only the single source device 20. 

Destination devices 22 are hosts Within computer netWork 
10 that Wish to receive the content that is delivered by source 
device 20 as multicast packets. Destination devices 22 may 
be computing devices such as personal computers, laptop 
computers, and the like. Destination devices 22 include a 
processor or other control unit (not shoWn) and a netWork 
interface (not shoWn) by Which the processor accesses 
resources Within computer netWork 10. Destination devices 
22 may also include a user interface that alloWs a user of the 
destination device to interact With the processor and With 
resources Within computer netWork 10. Destination devices 
22 may execute program instructions stored on any of a 
variety of computer-readable media, such as magnetic or 
optical media, RAM, ROM, EEPROM, ?ash memory, or the 
like, or received via computer netWork 10. Although com 
puter netWork 10 may include any number of destination 
devices 22 accessing either multicast netWork 12 or unicast 
netWork 14, FIG. 1, for ease of illustration shoWs only 
destination devices 22A and 22B accessing unicast netWork 
14. 

Multicast-enabled routers 16 of multicast netWork 12 
support multicasting protocols, such as Internet Group Man 
agement Protocol (IGMP) and Protocol Independent Multi 
cast (PIM), that alloW a single multicast packet generated by 
source device 20 to be delivered to multiple destination 
devices 22 through replication and forWarding of the mul 
ticast packet along a distribution tree betWeen the source 
device 20 and destination devices 22. In order for a desti 
nation device 22 to receive multicast packets in this manner, 
a multicast-enabled route, consisting entirely of multicast 
enabled routers 16, must connect the destination device 22 
to the source device 20. Because the routes from destination 
devices 22 to source device 20 include unicast routers 18 of 
unicast netWork 14, Which do not support these protocols, 
destination devices 22 cannot receive multicast packets in 
this manner. 

Additionally, hoWever, multicast-enabled router 16B sup 
ports delivery of multicast content across unicast netWork 
14. Speci?cally, as Will be described in greater detail beloW, 
multicast-enabled router 16B intercepts unicast request mes 
sages that are sent by requesting devices, such as destination 
devices 22, and include as a destination addresses an address 
associated With source device 20. In particular, the unicast 
request messages request delivery of multicast packets from 
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6 
source device 20 as unicast packets. Multicast-enabled 
router 16B delivers multicast packets received from source 
device 20 to destination devices 22 as unicast packets in 
response to the unicast request messages received from 
destination devices 22. 

The ability of multicast-enabled router 16B to deliver 
multicast content across unicast netWorks in this manner 
may advantageously reduce the costs that are born by the 
content provider in delivering content to destination devices 
22 that are unable to receive multicast packets using existing 
multicasting protocols. Speci?cally, destination devices 22 
may receive the multicast content from source device 20 
Without the generation and delivery of unicast copies of the 
multicast packets at source device 20. Moreover, the burden 
of delivering unicast packets to multiple destination devices 
22 may be distributed over a number of multicast-enabled 
routers 16. 

If a user of destination device 22A of FIG. 1 Wishes to 
receive multicast content from source device 20, destination 
device 22A Will attempt to join the multicasting group 
associated With the multicast content by sending a multicast 
join message, i.e., requesting the multicast content provided 
by source device 20 for that group. The multicast join 
message sent by a destination device 22A may take the form 
of an IGMP control packet, e. g., a Host Membership Report. 

Destination device 22A Will send a multicast join message 
to the local router to Which it is connected, unicast router 
18B. Because unicast router 18B is not multicast-enabled, 
i.e., does not support multicast protocols such as IGMP, 
unicast router 18B Will discard the multicast join message 
sent by destination device 22A. Therefore, destination 
device 22A Will not be able to join the multicasting group, 
and Will not receive the requested multicast content. Desti 
nation device 22A Will attempt to receive the multicast 
content via another delivery mechanism. 
To that end, destination device 22A Will send a unicast 

request message that includes as a destination address an 
address associated With source device 20, and is marked for 
interception by a multicast-enabled router 16, such as mul 
ticast-enabled router 16B, on the route betWeen destination 
device 22A and source device 20. Destination device 22A 
receives the information necessary to send the unicast 
request message in a session description ?le sent to desti 
nation device 22A by source device 20, or another device 
Within computer netWork 10. The unicast request message 
may be addressed to source device 20 so that unicast routers 
18 Will route the unicast request message along the route to 
source device 20. The one or more packets of the unicast 
request message contain information that Will cause multi 
cast-enabled router 16B, Which is on the route to source 
device 20, to intercept and process the unicast request 
message. 

For example, a router alert bit may be set in the one or 
more packets of the unicast request message to cause each 
router 16,18 on the route from destination device 22A to 
source device 20 to intercept and inspect the packets. The 
packets may also include a port indication, Which indicates 
that the sending device is requesting a service, in this case 
delivery of multicast packets as unicast packets. Unicast 
routers 18B and 18A, Which do not provide this service, Will 
inspect the packets to ?nd the port indication, determine that 
the service is not provided, and forWard the packets on the 
route to source device 20. Multicast-enabled router 16B Will 
inspect the packets to ?nd the port indication, determine that 
the service is provided, and deliver the multicast packets to 
destination device 22A as unicast packets. 
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Destination device 22A may also send a unicast request 
message that includes as a destination address an address 
associated With source device 20 and marked for intercep 
tion by a multicast-enabled router 16, such as multicast 
enabled router 16B, by sending a unicast request message 
that is addressed to an anycast address that is associated With 
source device 20. The anycast address is associated With 
source device 20 in that the session description ?le indicates 
to destination device 22A that multicast packets from source 
device 20 may be received as unicast packets by sending a 
unicast request message to the anycast address. The anycast 
address may be associated With multiple source devices 20 
in this manner. 
An anycast address is a nonunique unicast address that 

may be shared by multiple multicast-enabled routers 16. 
Unicast routers 18 that receive the unicast request message 
addressed to the anycast address from destination device 
22A Will forWard the unicast request message to the nearest 
multicast-enabled router 16. The nearest multicast-enabled 
router 16, in this case multicast-enabled router 16B, Will 
process the unicast request message and deliver the multi 
cast packets to destination device 22A as unicast packets. In 
some cases, the anycast address may be shared by source 
device 20, as Well as multicast-enabled routers 16 

The unicast request message contains information that 
may be used by multicast-enabled router 16B to receive the 
multicast packets containing the multicast content, and 
deliver the multicast packets to destination device 22A as 
unicast packets. The information includes the group address 
associated With the multicast content, the address of source 
device 20, Which is the destination address of the one or 
more packets of the unicast request message, and the address 
of destination device 22A, Which is the source address of the 
one or more packets of the unicast request message. 

The information may also include a delivery mode indi 
cation. The delivery mode indication indicates to multicast 
enabled router 16B the manner in Which multicast packets 
should be delivered to destination device 22A as unicast 
packets. The delivery mode indication of the unicast request 
message sent by destination device 22A may indicate read 
dressed delivery, i.e., that multicast packets containing the 
requested multicast content should be readdressed to include 
the address of destination device 22A as the destination 
address. The delivery mode indication may alternatively 
indicate encapsulated delivery, i.e., that multicast packets 
containing the requested multicast content should be encap 
sulated With a header that includes the address of destination 
device 22A. Encapsulated delivery may be according to 
Generic Route Encapsulation (GRE), and may, for example, 
advantageously alloW destination device 22A to receive the 
multicast content through a ?reWall. Further, the information 
may include a time-out value, Which may be used by 
multicast-enabled router 16B to control the duration for 
Which the multicast-enabled router 16B Will deliver multi 
cast packets to destination device 22A as unicast packets. 
When multicast-enabled router 16B intercepts the unicast 

request message sent by destination device 22A, if multi 
cast-enabled router 16B is not already receiving packets for 
the requested multicast, multicast-enabled router 16B Will 
send a multicast join message to multicast-enabled router 
16A based on the receipt of the unicast request message sent 
by destination device 22A. The multicast join message sent 
by a multicast-enabled router 16B may take the form of a 
PIM Join. 

Multicast-enabled router 16B Will maintain multicast for 
Warding information for the source/ group address pair indi 
cated by the unicast request message intercepted from 
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destination device 22A that includes information from the 
unicast request message. Multicast-enabled router 16B Will 
store the address of destination device 22A as multicast 
forWarding information for the source/group address pair 
indicated in by the unicast request message. Multicast 
enabled router 16B may also store a delivery mode indica 
tion and a time-out value from the unicast request message 
as multicast forWarding information for the source/group 
address pair indicated in by the unicast request message. 
Multicast-enabled router 16B may maintain multicast for 
Warding information as lists or tables for each source/ group 
address pair. 

Multicast-enabled router 16B uses the multicast forWard 
ing information to deliver received multicast packets to 
destination device 22A. When multicast-enabled router 16B 
receives multicast packets With the source/ group address 
pair indicated in the intercepted unicast request message, 
multicast-enabled router 16B may deliver the multicast 
packets to destination device 22A as unicast packets accord 
ing to the delivery mode indicated by the multicast forWard 
ing information for the source/ group address pair. Multicast 
enabled router 16B may readdress the packets to include the 
address of destination device 22A stored Within multicast 
forWarding information maintained by multicast-enabled 
router 16B for the source/group address pair, or encapsulate 
the packets With a header that includes the address of 
destination device 22A. Multicast-enabled router 16B Will 
than deliver the packets to destination device 22A on a route 
to destination device 22A Within unicast routing information 
maintained by multicast-enabled router 16B, i.e., via unicast 
routers 18A and 18B. 

Multicast-enabled router 16B may readdress the multicast 
packets for destination device 22A by replicating the mul 
ticast packets to include the address of destination device 
22A as the destination address for the packets. If multicast 
enabled router 16B receives a unicast request message from 
destination device 22B that indicates the same source/ group 
address pair as the multicast packets that it is already 
receiving to deliver to destination device 22A, multicast 
enabled router 16B may replicate another copy of the 
multicast packets to include the destination address of 
destination device 22B, than deliver these packets to desti 
nation device 22B on a route to destination device 22B 
Within the unicast routing information maintained by mul 
ticast-enabled router 16B, i.e., via unicast routers 18A and 
18C. Multicast-enabled router 16B Will store the address of 
destination device 22B, and may store a delivery mode 
indication and a time-out value Within the multicast for 
Warding information maintained by multicast-enabled router 
16B for that source/ group address pair, as described above. 

As mentioned above, the unicast request messages sent by 
destination devices 22 may include a time-out value that is 
used to control the duration of the delivery of multicast 
packets as unicast packets to destination devices 22. Mul 
ticast-enabled router 16B may continue to deliver unicast 
packets to destination devices 22, so long as the information 
Within the unicast request messages sent by destination 
devices 22 remains Within the multicast forWarding infor 
mation maintained by multicast-enabled router 16B. Multi 
cast-enabled router 16B may run a timer using the time-out 
value provided in the unicast request messages, each time a 
unicast request message is received. In order to keep the 
unicast request message information Within the multicast 
forWarding information, destination device 22 may need to 
periodically resend the unicast request message before the 
time-out value expires. 

Zoho Corp. and Zoho Corp. Pvt., Ltd. 
Exhibit 1034 – 012



US 7,281,058 B1 
9 

When a destination device 22 no longer Wishes to receive 
the content provided by source device 20 for a particular 
group, it may stop sending unicast request messages that 
indicate that source/group address pair. In some embodi 
ments of the invention, When a destination device 22 no 
longer Wishes to receive the content provided by source 
device 20, it may send a message addressed to the source, 
that Will be received by multicast-enabled router 16B similar 
to the unicast request message, indicating that it no longer 
Wishes to receive the content provided by source device 20 
for the group. In either case, multicast-enabled router 16B 
Will remove the information from the unicast request mes 
sage from Within the multicast forWarding information 
maintained by multicast-enabled router 16B for that source/ 
group address pair, and thus stop delivery of unicast packets 
to that destination device 22. 

FIG. 2 is a block diagram illustrating another example 
computer netWork 30 that supports delivery and reception of 
multicast content across a unicast netWork 14. As shoWn in 
FIG. 2, computer netWork 30 includes multicast netWork 
12A and 12B and unicast netWork 14. Multicast netWorks 
12A and 12B (multicast netWorks 12) include multicast 
enabled routers 16A and 16B, and multicast-enabled routers 
16C and 16D (multicast-enabled routers 16) respectively. 
Unicast netWork 14 includes unicast routers 18A and 18B 
(unicast routers 18). Multicast netWorks 12 may include any 
number of multicast-enabled routers 16, and unicast netWork 
14 may include any number of unicast routers 18. HoWever, 
for ease of illustration, only multicast-enabled routers 16A, 
16B, 16C, and 16D, and unicast routers 18A and 18B are 
shoWn in FIG. 2. 
A source device 20, accesses multicast network 12A via 

a link 24A and multicast-enabled router 16A. At the bound 
ary betWeen multicast netWork 12A and unicast netWork 14, 
multicast-enabled router 16B and unicast router 18A are 
connected via a link 24B. At the boundary betWeen unicast 
netWork 14 and multicast netWork 12B, unicast router 18B 
and multicast-enabled router 16C are connected by a link 
24C. A destination device 22 accesses multicast netWork 
12B via a link 24D and multicast-enabled router 16D. 

Source device 20 is, as described above With reference to 
FIG. 1, a source of content delivered as multicast packets. 
Destination device 22 is, as described above With reference 
to FIG. 1, a host Within computer netWork 30 that Wishes to 
receive the content that is delivered by source device 20 as 
multicast packets. As described above With reference to FIG. 
1, links 24 may be, for example, PPP links, ATM links, 
Ethernet links, Frame Relay link, GRE tunnels, SONET 
links, or other netWork connections. 
As described above With reference to FIG. 1, multicast 

enabled routers 16 support multicasting protocols, such as 
IGMP and PIM, that alloW a single multicast packet gener 
ated by a source device to be delivered to multiple destina 
tion devices through replication and forWarding of the 
multicast packet along a distribution tree betWeen the source 
device and destination devices. Further, as described above 
With reference to FIG. 1, multicast-enabled router 16B 
supports delivery of multicast content across unicast net 
Work 14 in that multicast-enabled router 16B is able to 
intercept unicast request messages that are sent by request 
ing devices and include as a destination address an address 
associated With source device 20, and deliver the multicast 
packets to the requesting devices as unicast packets in 
response to the unicast request messages. Additionally, 
multicast-enabled router 16C supports reception of multicast 
content across unicast netWork in that multicast-enabled 
router 16C is able to determine Whether the route to source 
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device 20 is multicast-enabled, send a unicast request mes 
sage that includes as a destination address an address 
associated With source device 20 and is marked for inter 
ception by an intermediate netWork device, and receive 
multicast packets as unicast packets from the intermediate 
netWork device across unicast netWork 14 so that it the 
multicast packets may be delivered to a destination device 
22. The ability of multicast-enabled routers 16B and 16C to 
deliver and receive multicast content across unicast netWork 
14 advantageously reduces the costs that are born by the 
content provider in delivering content to destination device 
22 that is unable to receive multicast packets, as described 
above 

If a user of destination device 22 of Wishes to receive 
multicast content from source device 20, destination device 
22 may send a multicast join message, Which may be an 
IGMP group membership report, to multicast-enabled router 
16D indicating a source/ group address pair that includes an 
address for source device 20. Multicast-enabled router 16D 
Will in turn send a multicast join message, such as a PIM 
Join, indicating the source/group address pair to multicast 
enabled router 16C. When a multicast-enabled router 16C 
receives the multicast join message from multicast-enabled 
router 16D, multicast-enabled router 16C Will determine 
Whether the route to source device 20 is multicast-enabled. 

Multicast-enabled router 16C makes this determination 
by determining Whether a next-hop router, i.e., unicast router 
18B, on the route to the source device 20 is multicast 
enabled. Multicast-enabled router 16C makes this determi 
nation by determining Whether the unicast router 18B is a 
peer or neighbor for a multicasting protocol, such as PIM. In 
some embodiments, multicast-enabled router 16D may 
make this determination by determining Whether multicast 
routing information maintained by multicast-enabled router 
16D contains a route to source device 20, i.e., indicates a 
next-hop multicast-enabled router 16 to source device 20. 
Multicast router 16C may generate multicast routing infor 
mation from unicast routing information maintained by 
multicast router 16C, or by exchanging multicast routing 
information With other multicast-enabled routers 16 via a 
multicast routing protocol such as multicast border gateWay 
protocol (MBGP). 

Multicast-enabled router 16C Will determine that unicast 
router 18B is not a peer for multicasting protocols, and the 
multicast routing information maintained by multicast-en 
abled router 16C does not contain a route to source device 
20. Rather than discard the multicast join message received 
from multicast-enabled router 16D because there is no 
multicast-enabled route to source device 20, in Which case 
destination device 22 may not receive the requested multi 
cast packets, multicast-enabled router 16C Will send a uni 
cast request message that includes as a destination address 
an address associated With source device 20 and is marked 
for interception by an intermediate netWork device, such as 
another multicast-enabled router 16. 
The unicast request message sent by multicast-enabled 

router 16C contains the group address indicated in the 
multicast join message received from multicast-enabled 
router 16D, the address of source device 20, Which may be 
the destination address of the one or more packets of the 
unicast request message, and the address of the requesting 
device, i.e., the address of multicast-enabled router 16C. The 
unicast request message may also contain a delivery mode 
indication. The delivery mode indicated may be encapsu 
lated delivery, such as delivery via generic route encapsu 
lation (GRE). The unicast request message may also contain 
a time-out value as described above. 
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Further, as described above, the one or more packets of 
the unicast request message sent by multicast-enabled router 
16C may contain information that Will cause a multicast 
enabled router 16, Which is on the route to the source device 
20, to intercept and process the packets of the unicast request 
message, such as a set router alert bit, and identify the 
unicast request message as containing a request to receive 
multicast packets as unicast packets, such as a port indica 
tion. The unicast request message sent by multicast-enabled 
router 16C may folloW the route to source device 20 via 
unicast routers 18B and 18A, and be intercepted, processed, 
and identi?ed as containing a request to receive multicast 
packets as unicast packets by multicast-enabled router 16B. 
Multicast-enabled router 16C may also send a unicast 
request message that includes as a destination address an 
address associated With source device 20 and is marked for 
interception by a multicast-enabled router 16, such as mul 
ticast-enabled router 16B, by sending a unicast request 
message that is addressed to an anycast address, as described 
above. 
When multicast-enabled router 16B intercepts the unicast 

request message sent by multicast-enabled router 16C, mul 
ticast-enabled router 16B may store information from the 
message as multicast forwarding information for the source/ 
group address pair indicated by the unicast request message, 
and determine Whether multicast-enabled router 16B is 
already receiving multicast packets for the source/group 
address pair, as described above. The information stored by 
multicast-enabled router 16B includes the address of mul 
ticast-enabled router 16C, and may include a delivery mode 
indication, and a time-out value. If multicast-enabled router 
16B is not already receiving multicast packets, multicast 
enabled router 16B may send a multicast join message, such 
as a PIM Join, to source device 20, as described above. 
When multicast-enabled router 16B receives multicast 

packets for the source/group address pair, multicast-enabled 
router 16B Will encapsulate those packets With a header that 
includes the address of multicast-enabled router 16C, and 
deliver the encapsulated packets to multicast-enabled router 
16C. Multicast-enabled router 16B may recogniZe that the 
packets are to be encapsulated based on the delivery mode 
indication. Multicast-enabled router 16C, as Was the case 
With destination devices 22 of FIG. 1, may need to periodi 
cally resend the unicast request message, i.e., before the 
time-out period indicated by the unicast request message 
expires, in order to continue to receive the encapsulated 
packets from multicast-enabled router 16B. 
When multicast-enabled router 16C receives the encap 

sulated packets, multicast-enabled router 16C Will remove 
the encapsulation for the multicast packets and forWard the 
packets according to the multicast forWarding information 
maintained by multicast-enabled router 16C, i.e., identify 
the source/group address pair of the multicast packets, and 
forWard the multicast packets over the interface by Which 
the multicast join message from multicast-enabled router 
16D Was received. When multicast-enabled router 16D 
receives the multicast packets from multicast-enabled router 
16C, multicast-enabled router 16D Will similarly forWard 
the packet on the interface by Which the multicast join 
message from destination device 22 Was received. If one of 
the multicast-enabled routers 16 has received multiple uni 
cast request messages and/or multicast join messages for the 
same source/ group address pair, the multicast-enabled router 
16 may replicate the received multicast packets, and read 
dress and deliver, encapsulate and deliver, or forWard the 
replicated packets as indicated by the multicast forWarding 
information maintained by the multicast-enabled router 16. 
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FIG. 3 is a block diagram illustrating another example 

computer netWork 40 that supports delivery and reception of 
multicast content across a unicast netWork, Which in this 
case is a label-sWitched netWork 42. As shoWn in FIG. 3, 
computer netWork 40 includes multicast netWorks 12A and 
12B and label-sWitched netWork 42. Multicast netWorks 12A 
and 12B (multicast netWorks 12) include multicast-enabled 
routers 16A and 16B, and multicast-enabled routers 16C and 
16D (multicast-enabled routers 16) respectively. Label 
sWitched netWork 42 includes multicast-enabled routers 16E 
and 16F (multicast-enabled routers 16), and a number of 
label-sWitched routers (not shoWn) that are not multicast 
enabled. Multicast netWorks 12 and label-sWitched netWork 
42 may include any number of multicast-enabled routers 16. 
HoWever, for ease of illustration, only multicast-enabled 
routers 16A-F are shoWn in FIG. 3. 
A source device 20, accesses multicast netWork 12A via 

a link 24A and multicast-enabled router 16A. At the bound 
ary betWeen multicast netWork 12A and label-sWitched 
netWork 42, multicast-enabled router 16B and multicast 
enabled router 16E are connected via a link 24B. At the 
boundary betWeen label-sWitched netWork 42 and multicast 
netWork 12B, multicast-enabled router 16F and multicast 
enabled router 16C are connected by a link 24C. A destina 
tion device 22 accesses multicast netWork 12B via a link 
24D and multicast-enabled router 16D. 

Source device 20 is, as described above With reference to 
FIGS. 1 and 2, a source of content delivered as multicast 
packets. Destination device 22 is, as described above With 
reference to FIGS. 1 and 2, a host Within computer netWork 
40 that Wishes to receive the content that is delivered by 
source device 20 as multicast packets. As described above 
With reference to FIGS. 1 and 2, links 24 may be, for 
example, PPP links, ATM links, Ethernet links, Frame Relay 
link, GRE tunnels, SONET links, or other netWork connec 
tions. 
As described above With reference to FIGS. 1 and 2, 

multicast-enabled routers 16 support multicasting protocols, 
such as IGMP and PIM, that alloW a single multicast packet 
generated by a source device to be delivered to multiple 
destination devices through replication and forWarding of 
the multicast packet along a distribution tree betWeen the 
source device and destination devices. As described above 
With reference to FIGS. 1 and 2, multicast-enabled router 
16E supports delivery of multicast content across label 
sWitched netWork 42 in that multicast-enabled router 16E is 
able to intercept unicast request messages that are sent by 
requesting devices and include as a destination address an 
address associated With source devices 20, and deliver the 
multicast packets to the requesting devices as unicast pack 
ets. Additionally, as described above With reference to FIG. 
2, multicast-enabled router 16F supports reception of mul 
ticast content across label-sWitched netWork 42 in that 
multicast-enabled router 16F is able to determine Whether 
the route to source device 20 is multicast-enabled, send a 
unicast request message that includes as a destination 
address an address associated With source device 20 and is 
marked for interception by an intermediate netWork device, 
and receive multicast packets as unicast packets from the 
intermediate netWork device across label-sWitched netWork 
42 so that it the multicast packets may be delivered to a 
destination device 22. Further, multicast-enabled routers 
16E and 16F support delivery and reception of multicast 
content across label-sWitched netWork 42 in that multicast 
enabled routers 16E and 16F are able to deliver and receive 
multicast packets across label-sWitched netWork 42 via 
label-sWitched paths (LSPs). 
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Multicast-enabled router 16D may receive a multicast join 
message from destination device 22 indicating a source/ 
group address pair Where the source address is an address for 
source device 20, and multicast-enabled router 16C may 
receive a multicast join message from multicast-enabled 
router 16D indicating the source/ group address pair, as 
described above With reference to FIG. 2. In this case, 
multicast-enabled router 16C Will determine that multicast 
enabled router 16F, the next-hop router on a route to source 

device 20, is multicast-enabled, and Will send a multicast 
join message to multicast-enabled router 16F indicating the 
source/group address pair. When multicast-enabled router 
16F receives the multicast join message from multicast 
enabled router 16C, multicast-enabled router 16F Will deter 
mine that a next-hop router on a route to source device 20, 
i.e., one of the label-sWitched routers Within label-sWitched 
netWork 42, is not multicast-enabled. Multicast-enabled 
router 16F Will send a unicast request message that includes 
as a destination address an address associated With device 20 
and is marked for interception by an intermediate netWork 
device, such as another multicast-enabled router 16. 

Multicast-enabled routers 16E and 16F of label-sWitched 
netWork 42, use one or more protocols, such as the Resource 
Reservation Protocol (RSVP) or Label Distribution Protocol 
(LDP), to establish label-sWitched paths (LSPs) betWeen 
themselves. Multicast-enabled routers 16E and 16F send 
packets across label-sWitched netWork 42 via LSPs that 
include label-sWitched routers Within label-sWitched net 
Work 42. Label-sWitched netWork 42 may be a Multiproto 
col Label SWitching (MPLS) netWork. Multicast-enabled 
routers 16E and 16F may establish LSPs for multicast traf?c 
that are distinct from LSPs that have been established for 
unicast tra?ic, advantageously alloWing separate traffic engi 
neering of the multicast traf?c 

Multicast-enabled routers 16E and 16F use routing pro 
tocols such as the Border GateWay Protocol (BGP) to 
exchange unicast routing information that describes routes 
to various destinations Within computer netWork 40. When 
multicast-enabled routers 16E and 16F advertise routes to 
each other the advertising multicast-enabled router 16E or 
16F may advertise a label With the route. The advertised 
label indicates the LSP by Which packets addressed to the 
advertised destination should be sent, and is the label that 
should be added on the packets addressed to the destination 
by the other multicast-enabled router 16E or 16F. Multicast 
enabled routers 16E and 16F may maintain this label and 
LSP information as unicast routing information associated 
With the destination. 
When multicast-enabled router 16F sends the unicast 

request message addressed to source device 20, multicast 
enabled router 16F Will refer to the unicast routing infor 
mation maintained by multicast-enabled router 16F. The 
unicast routing information maintained by multicast-enabled 
router 16F Will include a route to source 20 that traverses 
label-sWitched netWork 42 advertised by multicast-enabled 
router 16E. Multicast-enabled router 16F Will add the label 
advertised by multicast-enabled router 16E With the route to 
the one or more packets of the unicast request message, 
select an LSP to multicast-enabled router 16E based on the 
label, and deliver the packets on the selected LSP. 

Thus, multicast-enabled router 16F may send the unicast 
request message directly to multicast-enabled router 16E via 
the indicated LSP using the indicated label. Because the 
unicast request message is sent directly to multicast-enabled 
router 16E via the indicated LSP, the one or more packets of 
the unicast request message need not include a set router 
alert bit to cause multicast-enabled router 16E to intercept 
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the unicast request message, and the unicast request message 
need not be captured and examined at each label-sWitched 
router Within label-sWitched netWork 42 on the LSP betWeen 
multicast-enabled routers 16F and 16E. Multicast-enabled 
router 16F sending the unicast request message directly to 
multicast-enabled router 16E in this manner may advanta 
geously reduce consumption of the bandWidth and process 
ing resources of the label-sWitched routers, shorten the time 
required for the unicast request message to reach multicast 
enabled router 16E. 

The unicast request message sent by multicast-enabled 
router 16F contains the group address indicated in the 
multicast join message received from multicast-enabled 
router 16C, the address of source device 20, Which may be 
the destination address of the one or more packets of the 
unicast request message, and the address of the requesting 
device, i.e., the address of multicast-enabled router 16D. The 
unicast request message may also contain a delivery mode 
indication. The delivery mode indicated may be label 
sWitched delivery, indicating to multicast-enabled router 
16E that a label should be added to multicast packets 
received With the indicated source/group address pair, and 
the labeled packets should be forWarded on an LSP to 
multicast-enabled router 16F. The unicast request message 
may also contain a time-out value as described above. 
Further, as described above, the one or more packets of the 
unicast request message sent by multicast-enabled router 
16F may contain information that Will cause multicast 
enabled router 16E to identify the unicast request message as 
containing a request to receive multicast packets as unicast 
packets, such as a port indication. 

When multicast-enabled router 16E receives the unicast 
request message sent by multicast-enabled router 16F, mul 
ticast-enabled router 16E may store information from the 
message as multicast forWarding information for the source/ 
group address pair indicated by the unicast request message, 
and determine Whether multicast-enabled router 16E is 
already receiving multicast packets for the source/group 
address, as described above. The information stored by 
multicast-enabled router 16E includes the address of multi 
cast-enabled router 16F, and may include a delivery mode 
indication and a time-out value. If multicast-enabled router 
16E is not already receiving multicast packets, multicast 
enabled router 16E may send a multicast join message, such 
as a PIM Join, to source device 20 as described above. 

When multicast-enabled router 16E receives multicast 
packets for the source/group address pair, multicast-enabled 
router 16E Will label the multicast packets and forWard the 
labeled packets to multicast-enabled router 16F via an LSP 
based on the address of multicast-enabled router 16F indi 
cated by the unicast request message. Multicast-enabled 
router 16E may recogniZe that the multicast packets should 
be labeled and delivered in this manner based on a delivery 
mode indication received in the unicast request message 
from multicast-enabled router 16F. Multicast-enabled router 
16E may identify the label and LSP each time that multicast 
enabled router 16E receives a multicast packet With the 
source/group address pair, or may identify the appropriate 
label and LSP a single time When the unicast request 
message is received and store the appropriate label and LSP 
With the information from the unicast request message, e. g., 
as multicast forWarding information. Multicast-enabled 
router 16F, as Was the case With destination devices 22 of 
FIG. 1 and multicast-enabled router 16C of FIG. 2, may 
need to periodically resend the unicast request message, i.e., 
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before the time-out period indicated by the unicast request 
message expires, in order to continue to receive the labeled 
packets. 
When multicast-enabled router 16F receives the labeled 

packets via the identi?ed LSP from multicast-enabled router 
16E, multicast-enabled router 16F Will remove the labels to 
expose the multicast packets. Multicast-enabled routers 16F, 
16C and 16D Will forWard the multicast packets according 
to the multicast forwarding information that they maintain, 
as described above, until the packets are received by desti 
nation device 22. As described above, if one of the multicast 
enabled routers 16 has received multiple unicast request 
messages and/or multicast join messages for the same 
source/group address pair, the multicast-enabled router 16 
may replicate the received multicast packets, and readdress 
and deliver, encapsulate and deliver, or forWard the repli 
cated packets as indicated by the multicast forwarding 
information maintained by the multicast-enabled router 16. 

The ability of multicast-enabled routers 16 to deliver and 
receive multicast content across label-sWitched netWorks 
advantageously reduces the costs that are born by the 
content provider in delivering content to destination devices 
that Would otherWise be unable to receive multicast packets, 
as described above. Moreover, the ability of multicast 
enabled routers 16 to deliver and receive multicast content 
across label-sWitched netWorks may provide additional 
advantages, such as alloWing the delivery of multicast 
content in a virtual private netWork (V PN) utiliZing a 
label-sWitched netWork of a provider of the VPN service. 
For example, referring to FIG. 3, multicast netWorks 12 may 
be geographically distributed site netWorks of a single 
enterprise, Which form a VPN via label-sWitched netWork 
42. A provider of the VPN service to the enterprise may 
provide access to label-sWitched netWork 42 via multicast 
enabled routers 16E and 16F that are maintained by the VPN 
service provider. Destination device 22 at one enterprise site 
may be able to receive multicast packets from source device 
20 at a different enterprise site that may be geographically 
remote from destination device 22. Further, the delivery of 
the multicast packets Within the VPN via label-sWitched 
netWork 42 may be more secure than delivery via a packet 
sWitched netWork. 

FIG. 4 is a block diagram illustrating an exemplary 
multicast-enabled router 16 that that can deliver and receive 
multicast content across a unicast netWork 14, Which may be 
a label-sWitched netWork 42, consistent With the principles 
of the invention. Multicast-enabled router 16 includes one or 
more interface cards (lFCs) 50 coupled to netWork links 52 
and 54. lFCs 50 are typically coupled to netWork links 52, 
54 via a number of interface ports. Multicast-enabled router 
16 also includes a control unit 56. Control unit 56 receives 
and sends multicast packets, unicast packets, multicast join 
messages, and unicast join messages in the manner attrib 
uted to multicast-enabled routers 16 above, via lFCs 50 and 
netWork links 52 and 54, respectively. 
As shoWn in FIG. 4, control unit 56 may maintain unicast 

routing information 58, multicast routing information 60, 
and multicast forWarding information 62, in the manner 
attributed to multicast-enabled routers 16 above. Control 
unit 56 may maintain unicast routing information 58, mul 
ticast routing information 60, and multicast forWarding 
information 62 Within a memory Within control unit 56, or 
a memory otherWise accessible to control unit 56. Control 
unit 56 may execute program instructions stored on a variety 
of magnetic or optical media, such as hard disk, magnetic 
disk, CD-ROM, RAM, ROM, EEPROM, ?ash memory, or 
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the like, or received via a computer netWork, such as 
computer netWorks 10, 20 and 30 of FIGS. 1, 2 and 3, 
respectively. 

FIG. 5 is a How diagram illustrating an example method 
that may be employed by a destination device 22 to receive 
multicast content across a unicast netWork 14. When the 
destination device 22 receives a session ?le for the multicast 
content (70), the destination device 22 Will send a multicast 
join message to a local router (72). The destination device 22 
receives the information necessary to send the multicast join 
message, such as the group address and the address for the 
source device 20, in the session description ?le. A session 
description ?le may be sent to the requesting destination 
device 22 by the source device 20, or another device Within 
a computer netWork 10,20,30. The multicast join message 
sent by the destination device 22 may take the form of an 
IGMP control packet, e.g., a Host Membership Report, that 
indicates the source/ group address pair. 
The destination device 22 may begin to run a timer When 

it sends the multicast join message (74). The timer Will run 
until multicast packets for the requested content arrive (76), 
or the timer reaches a predetermined value or reaches Zero 
from the predetermined value. If the time out condition is 
satis?ed, the destination device 22 may attempt to resend the 
multicast join message. When the original, and any addi 
tional attempts to join the multicasting group fail, i.e., When 
the destination device 22 determines that the route to the 
source device 20 is not multicast-enabled, the destination 
device 22 Will send a unicast request message that includes 
as a destination address an address associated With the 
source device 20 and marked for interception by an inter 
mediate netWork device, such as a multicast-enabled router 

16 (78). 
As described above, the unicast request message contains 

information that Will be used by a multicast-enabled router 
16 to receive the multicast packets containing the multicast 
content, and deliver the multicast packets to the destination 
device 22 as unicast packets. The information includes the 
group address associated With the multicast content, the 
address of the source device 20, Which may be the destina 
tion address of the one or more packets of the unicast request 
message, and the address of destination device 22, Which is 
the source address of the one or more packets of the unicast 
request message. The information may also include a deliv 
ery mode indication and a time-out value, as described 
above. The delivery mode indicated in a unicast request 
message sent by the destination device 22 may be read 
dressed delivery, indicating that multicast packets received 
With the source/ group address pair indicated by the unicast 
request message should be readdressed to include the 
address of the destination device 22, and forWarded accord 
ingly, or encapsulated delivery, indicating that the multicast 
packets received should be encapsulated With a header that 
includes the address of the destination device. The one or 
more packets of the unicast request message may also 
contain information that Will cause a multicast-enabled 
router 16, Which is on the route to the source device 20, to 
intercept and process the packets of the unicast request 
message, such as a set router alert bit, and identify the 
unicast request message as containing a request to receive 
multicast packets as unicast packets, such as a port indica 
tion, or may be addressed to an anycast address. After the 
unicast request message is intercepted and processed by a 
multicast-enabled router 16 as described above, the desti 
nation device 22 Will receive unicast packets containing the 
requested multicast content (80). As described above, the 
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destination device 22 may need to periodically resend the 
unicast request message in order to continue to receive the 
unicast packets. 

FIG. 6 is a ?ow diagram illustrating an example method 
that may be employed by a multicast-enabled router 16 to 
receive multicast content across a unicast network 14 so that 
it may be delivered to a destination device 22. The unicast 
network 14 may be a label-switched network 42. When the 
multicast-enabled router 16 receives a multicast join mes 
sage (90), such as a IGMP host membership report from a 
destination device 22 or a PIM Join from another multicast 
enabled router 16, the multicast-enabled router 16 will 
identify the source/ group address pair indicated by the 
multicast join message, identify the interface by which the 
multicast join message was received, and associate the 
interface with the source/ group address pair within the 
multicast forwarding information maintained by the multi 
cast-enabled router 16. The multicast-enabled router 16 will 
also determine whether a route to the source device 20 
indicated by the source/group address pair of the received 
multicast join message is multicast-enabled by determining 
whether a next-hop router on a route to a source device 20 

is multicast-enabled (92), as described above. 
If the next-hop router is multicast-enabled, the multicast 

enabled router 16 will send a multicast join message (94), 
such as a PIM Join, toward the source device by sending the 
multicast join message to the next-hop multicast-enabled 
router 16 via another interface. Eventually, in response to the 
sent multicast join message, the multicast-enabled router 16 
will receive multicast packets for the source/ group address 
pair from the next-hop multicast-enabled router 16 via the 
second interface (96), and forward the multicast packets via 
the ?rst interface, i.e., according to the multicast forwarding 
information maintained by the multicast-enabled router 16 
(98). 

If the next-hop router is not multicast-enabled, e.g., a 
unicast router 18 or a label-switched router, the multicast 
enabled router 16 will send a unicast request message that 
includes as a destination address an address associated with 
the source device 20 indicated by the source/group address 
pair of the received multicast join message, or to an anycast 
address (100). If the next-hop router is a unicast router 14, 
the multicast-enabled router 16 may send the unicast request 
message via a unicast route to the source device 20 or 
anycast address within unicast routing information main 
tained by the multicast-enabled router 16, as described 
above. If the next-hop router is a label-switched router, the 
unicast route to the source device 20 within unicast routing 
information maintained by the multicast-enabled router 16 
may also indicate a label to add to the one or more packets 
of the unicast request message, and an LSP on which to send 
the unicast request message, as described above. 

The unicast request message sent by the multicast-enabled 
router 16 contains the group address and the address of 
source device 20 which are indicated in the received mul 
ticast join message, and the address of the multicast-enabled 
router 16. The address of the multicast-enabled router 16 
will be the source address, and the address of the source 
device 20 or an anycast address will be the destination 
address of the one or more packets of the unicast request 
message. The unicast request message may also contain a 
delivery mode indication and time-out value as described 
above. The delivery mode indicated may be encapsulated or 
label-switched encapsulation, as described above. Further, 
as described above, the one or more packets of the unicast 
request message sent the by multicast-enabled router 16 may 
contain information that will cause another multicast-en 
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abled router 16 on the route to the source device 20 to 
intercept and process the packets of the unicast request 
message, such as a set router alert bit, and identify the 
unicast request message as containing a request to receive 
multicast packets as unicast packets, such as a port indica 
tion. 

Eventually, the multicast-enabled router 16 that sent the 
unicast request message will receive unicast packets from 
the multicast-enabled router 16 that intercepts the unicast 
request message (102). The unicast packets may be multicast 
packets for the source/group address pair indicated by the 
unicast request message encapsulated or labeled according 
to the delivery mode indication. The unicast packets may 
include a header that includes the address of the multicast 
enabled router 16 that sent the unicast request message as a 
destination address if, for example, the delivery mode indi 
cation indicated encapsulated delivery. The unicast packets 
may include a label and be sent by an LSP if, for example, 
delivery mode indication indicated label-switched delivery. 
The multicast-enabled router 16 that sent the unicast request 
message and receives the unicast packets may remove the 
encapsulation or labels to expose the multicast packets for 
the source/ group address pair indicated in the unicast request 
message (104), replicate the multicast packets if more than 
one interface is indicated in multicast forwarding informa 
tion maintained by the multicast-enabled router for the 
source/ group address pair, and forward the multicast packets 
via the indicated interfaces (106). 

FIG. 7 is a ?ow diagram illustrating an example method 
that may be employed by a multicast-enabled router 16 to 
deliver multicast content to a requesting device across a 
unicast network 14. The unicast network 14 may be a 
label-switched network 42. The requesting device may be a 
destination device 22 or another multicast-enabled router 16. 
When the multicast-enabled router 16 intercepts a unicast 

request message from the requesting device that includes as 
a destination address an address associated with a source 

device 20 (110), the multicast-enabled router 16 will store at 
least some of the information from the unicast request 
message (112). As described above, the one or more packets 
of the unicast request message may contain information that 
will cause the multicast-enabled router 16 to intercept and 
process the packets of the unicast request message, such as 
a set router alert bit, and identify the unicast request message 
as containing a request to receive multicast packets as 
unicast packets, such as a port indication. The information 
includes the group address associated with the multicast 
content, the address of the source device 20, which may be 
the destination address of the one or more packets of the 
unicast request message, and the address of destination 
device 22, which is the source address of the one or more 
packets of the unicast request message. The information may 
also include delivery mode indication and a time-out value, 
as described above. The delivery mode indication may 
indicate multicast packets received with the source/group 
address pair indicated by the unicast request message should 
be readdressed to include the address of the destination 
device 22 and forwarded accordingly, encapsulated with a 
header that includes the address of the requesting device and 
forwarded accordingly, or labeled and sent to the requesting 
device via an LSP. The multicast-enabled router 16 may 
store the information from the unicast request message as 
multicast forwarding information for the source/group 
address pair indicated by the unicast request message. 
The multicast-enabled router 16 determines whether it is 

currently receiving multicast packets for the source/group 
address pair indicated by the unicast request message (114) 
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by, for example, determining Whether there are any entries 
for the source/ group address pair Within the multicast for 
Warding information maintained by multicast-enabled router 
16. If the multicast-enabled router 16 is not currently receiv 
ing multicast packets for the source/group address pair 
indicated by the unicast request message, the multicast 
enabled router 16 Will send a multicast join message toWard 
the source device 20 (116) via a next-hop multicast-enabled 
router 16, as described above. The join message may indi 
cate the source/group address pair, and may be a PIM Join. 
As described above, the multicast join message Will travel 
hop-by-hop toWard the source device 20 until it reaches the 
source device 20 or another multicast-enabled router 16 that 
is already receiving multicast packets for the source/group 
address pair. The multicast-enabled router 16 Will, in 
response to the multicast join message, receive multicast 
packets for the source/group address pair (118). 
As described above, When the multicast-enabled router 16 

receives multicast packets for the source/group address pair 
indicated by the unicast request message, the multicast 
enabled router 16 Will deliver the multicast packets to the 
requesting device as unicast packets (120). The multicast 
enabled router 16 may refer to a delivery mode indication 
received in the unicast request message and stored in mul 
ticast forwarding information maintained by the multicast 
enabled router 16 for the source/group address pair, and 
deliver the multicast packets to the requesting device as 
unicast packets according to the delivery mode indicated. 
The multicast-enabled router 16 may readdress the multicast 
packets to include the address of the requesting device as the 
destination address of the packets, and deliver the read 
dressed packets on a route to the requesting device Within 
the unicast routing information maintained by the multicast 
enabled router 16. The multicast-enabled router 16 may add 
a header that includes the address of the requesting device as 
a destination address, and deliver the encapsulated packets 
on a route to the requesting device Within the unicast routing 
information maintained by the multicast-enabled router 16. 
The multicast-enabled router 16 may add a label to the 
multicast packets, and send the labeled packets to the 
requesting device via an LSP. The label and LSP may be 
selected based on the address of the requesting device and 
unicast routing information maintained by the multicast 
enabled router 16. 

Various embodiments of the invention have been 
described. These and other embodiments are Within the 
scope of the folloWing claims. 

The invention claimed is: 
1. A method comprising: 
receiving a unicast request message sent from a request 

ing device to a source of multicast packets With a 
netWork device that is intermediate to the requesting 
device and the source of multicast packets, Wherein the 
unicast request message includes as a destination 
address an address associated With the source of mul 
ticast packets; 

determining Whether a router alert bit of at least one 
packet of the unicast request message is set, Wherein 
the router alert bit provides an indication that a device 
different from the source of the multicast packets is to 
intercept the unicast request message addressed to the 
source device; 

intercepting and inspecting the unicast request message 
With an intermediate device When the router alert bit is 

set; 
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determining that the unicast request message includes an 

indication that indicates that the requesting device 
requests delivery of multicast packets as unicast pack 
ets; and 

delivering, With the intermediate device, multicast pack 
ets received from the source of multicast packets to the 
requesting device as unicast packets based on the 
determination that the unicast request message includes 
the indication; 

Wherein the intermediate device is unknown to the 
requesting device at a time When the router alert bit is 
set. 

2. The method of claim 1, Wherein the requesting device 
comprises one of a destination device and a multicast 
enabled router. 

3. The method of claim 1, Wherein delivering the multi 
cast packets comprises: 

sending a multicast join message to the source in response 
to the unicast request message; 

receiving the multicast packets in response to the multi 
cast join message; 

generating the unicast packets from the multicast packets; 
and 

forWarding the unicast packets to the requesting device. 
4. The method of claim 1, Wherein the unicast request 

message includes an indication of a delivery mode for 
delivery of the multicast packets as unicast packets, the 
delivery mode selected from the group consisting of read 
dressed delivery, encapsulated delivery, and label-sWitched 
delivery, and delivering the multicast packets to the request 
ing device as unicast packets comprises delivering the 
unicast packets according to the indicated delivery mode. 

5. The method of claim 1, Wherein the multicast packets 
specify a multicast group address as a destination address, 
and delivering the multicast packets further comprises: 

identifying an address of the requesting device Within the 
unicast request message; and 

readdressing the multicast packets to include the identi 
?ed address as the destination address of the unicast 
packets. 

6. The method of claim 1, Wherein delivering the multi 
cast packets further comprises: 

identifying an address of the requesting device Within the 
unicast request message; and 

adding an encapsulation header that includes the identi 
?ed address as a destination address to the multicast 
packets. 

7. The method of claim 1, Wherein delivering the multi 
cast packets further comprises: 

identifying an address of the requesting device Within the 
unicast request message; 

adding a label to the multicast packets based on the 
identi?ed address; and 

delivering the labeled packets on a label-sWitched path 
based on the identi?ed address. 

8. The method of claim 1, Wherein delivering the multi 
cast packets further comprises: 

storing information from the unicast request message as 
multicast forWarding information; and 

delivering the multicast packets based on the multicast 
forWarding information. 

9. The method of claim 8, Wherein the information 
includes a source address, a group address, an address of the 
requesting device, a delivery mode indication, and a time 
out value. 

10. The method of claim 1, Wherein the indication that 
indicates that the requesting device requests delivery of 
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multicast packets as unicast packets comprises a port indi 
cation Within a packet of the unicast request message. 

11. The method of claim 1, Wherein intercepting a unicast 
request message comprises intercepting a unicast request 
message that is addressed to the source of multicast packets. 

12. The method of claim 1, Wherein intercepting a unicast 
request message comprises intercepting a unicast request 
message that is addressed to an anycast address. 

13. The method of claim 1, further comprising establish 
ing a ?rst label-sWitched path for multicast traf?c and a 
second label-sWitched path for unicast traf?c. 

14. A netWork device that is intermediate to a requesting 
device and a source of multicast packets, the netWork device 
comprising: 

an interface to receive a unicast request message sent 
from the requesting device to the source of multicast 
packets, Wherein the unicast request message includes 
as a destination address an address associated With the 
source of multicast packets; and 

a control unit to determine Whether a router alert bit of at 
least one packet of the unicast request message is set, 
Wherein the router alert bit provides an indication that 
a device different from the source of the multicast 
packets is to intercept the unicast request message 
addressed to the source device, intercept and inspect 
the unicast request message When the router alert bit is 
set, determine Whether the unicast request message 
includes an indication that indicates that the requesting 
device requests delivery of multicast packets as unicast 
packets, and deliver multicast packets received from 
the source of multicast packets to the requesting device 
as unicast packets When the unicast request message 
includes the indication; 

Wherein the netWork device is unknoWn to the requesting 
device When the router alert bit is set. 

15. The netWork device of claim 14, Wherein the request 
ing device comprises one of a destination device and a 
multicast-enabled router. 

16. The netWork device of claim 14, Wherein the control 
unit further sends a multicast join message to the source in 
response to the unicast request message to receive the 
multicast packets, generates the unicast packets from the 
multicast packets, and forWards the unicast packets to the 
requesting device. 

17. The netWork device of claim 14, 
Wherein the unicast request message includes an indica 

tion of a delivery mode for delivery of the multicast 
packets as unicast packets, the delivery mode selected 
from the group consisting of readdressed delivery, 
encapsulated delivery, and label-sWitched delivery, and 

Wherein the control unit delivers the unicast packets 
according to the indicated delivery mode. 

18. The netWork device of claim 14, Wherein the multicast 
packets specify a multicast group address as a destination 
address, and the control unit identi?es an address of the 
requesting device Within the unicast request message and 
readdresses the multicast packets to include the identi?ed 
address as the destination address of the packets. 

19. The netWork device of claim 14, Wherein the control 
unit delivers the multicast packets to the requesting device 
as unicast packets by identifying an address of the request 
ing device Within the unicast request message, and adding an 
encapsulation header that includes the identi?ed address as 
a destination address to the multicast packets. 

20. The netWork device of claim 14, Wherein the control 
unit delivers the multicast packets to the requesting device 
as unicast packets by identifying an address of the request 
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ing device Within the unicast request message, adding a label 
to the multicast packets based on the identi?ed address, and 
delivering the labeled packets on a label-sWitched path 
based on the identi?ed address. 

21. The netWork device of claim 14, further comprising a 
memory, 

Wherein the unicast request message contains informa 
tion, 

Wherein the control unit stores at least some of the 
information as multicast forWarding information, and 

Wherein the control unit delivers the multicast packets 
based on the multicast forWarding information. 

22. The netWork device of claim 21, Wherein the infor 
mation includes a source address, a group address, an 
address of the requesting device, a delivery mode indication, 
and a time-out value. 

23. The netWork device of claim 14, Wherein the indica 
tion that indicates that the requesting device requests deliv 
ery of multicast packets as unicast packets comprises a port 
indication Within the message. 

24. The netWork device of claim 14, Wherein the control 
unit intercepts a unicast request message by intercepting a 
unicast request message that is addressed to the source of 
multicast packets. 

25. The netWork device of claim 14, Wherein the control 
unit intercepts a unicast request message by intercepting a 
unicast request message that is addressed to an anycast 
address. 

26. The netWork device of claim 14, Wherein the control 
unit establishes a ?rst label-sWitched path for multicast 
tra?ic and a second label-sWitched path for unicast traf?c. 

27. A computer-readable storage medium comprising 
instructions that cause a processor to: 

intercept a unicast request message sent from a requesting 
device to a source of multicast packets at a netWork 
device that is intermediate to the requesting device and 
the source of multicast packets, Wherein the unicast 
request message includes as a destination address an 
address associated With the source of multicast packets; 

determine that a router alert bit of at least one packet of 
the unicast request message is set, Wherein the router 
alert bit provides an indication that a device different 
from the source of the multicast packets is to intercept 
the unicast request message that is addressed to the 
source device; 

intercept and inspect the unicast request message With an 
intermediate device based on the determination that the 
router alert bit is set; 

determine at the intermediate device that the unicast 
request message includes an indication that the request 
ing device requests delivery of multicast packets as 
unicast packets; and 

deliver multicast packets received at the intermediate 
device from the source of multicast packets to the 
requesting device as unicast packets from the interme 
diate device based on the determination that the unicast 
request message includes the indication. 

28. The computer-readable storage medium of claim 27, 
Wherein the instructions that cause the processor to delivery 
the multicast packets as unicast packets comprise instruc 
tions that cause the processor to: 

send a multicast join message to the source in response to 
the unicast request message; 

receive the multicast packets in response to the multicast 
join message; 

generate the unicast packets from the multicast packets; 
and 
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forward the unicast packets to the requesting device. 
29. The computer-readable storage medium of claim 27, 
Wherein the unicast request message includes an indica 

tion of a delivery mode for delivery of the multicast 
packets as unicast packets, the delivery mode selected 
from the group consisting of readdressed delivery, 
encapsulated delivery, and label-sWitched delivery, and 

Wherein the instructions that cause the processor to 
deliver the multicast packets to the requesting device as 
unicast packets comprise instructions that cause the 
processor to deliver the unicast packets according to the 
indicated delivery mode. 

30. The computer-readable storage medium of claim 27, 
Wherein the multicast packets specify a multicast group 
address as a destination address, and the instructions that 
cause the processor to deliver the multicast packets to the 
requesting device as unicast packets comprise instructions 
that cause the processor to identify an address of the 
requesting device Within the unicast request message and 
readdress the multicast packets to include the identi?ed 
address as the destination address of the unicast packets. 

31. The computer-readable storage medium of claim 27, 
Wherein the instructions that cause the processor to deliver 
the multicast packets to the requesting device as unicast 
packets comprise instructions that cause the processor to 
identify an address of the requesting device Within the 
unicast message, and add an encapsulation header that 
includes the identi?ed address as a destination address to the 
multicast packets. 

32. The computer-readable storage medium of claim 27, 
Wherein the instructions that cause the processor to deliver 
the multicast packets to the requesting device as unicast 
packets comprises instructions that cause the processor to 
identify an address of the requesting device Within the 
unicast message, add a label to the multicast packets based 
on the identi?ed address, and deliver the labeled packets on 
a label-sWitched path based on the identi?ed address. 

33. The computer-readable storage medium of claim 27, 
Wherein the unicast request message contains information, 
and the instructions that cause the processor to deliver the 
multicast packets to the requesting device as unicast packets 
comprise instructions that cause the processor to store at 
least some of the information as multicast forWarding infor 
mation and deliver the multicast packets based on the 
multicast forWarding information. 

34. A method comprising: 
determining Whether a route from a requesting device to 

a source of multicast packets is multicast-enabled; and 
sending a unicast request message from the requesting 

device to the source of multicast packets based on the 
determination, Wherein the unicast request message 
includes as a destination address an address associated 

With the source, and further Wherein sending the uni 
cast request message comprises: 

setting a router alert bit in at least one packet of the unicast 
request message to cause a netWork device that is 
intermediate to the requesting device and the source of 
multicast packets to intercept and inspect the unicast 
request message addressed to the source, and 

including an indication Within the unicast request message 
that indicates to the intermediate netWork device that 
the requesting device requests delivery of multicast 
packets as unicast packets, and 

Wherein the method further comprises, at the requesting 
device, receiving multicast packets from the source as 
unicast packets from the intermediate netWork device; 
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Wherein the netWork device is unknoWn to the requesting 

device When the router alert bit is set. 
35. The method of claim 34, Wherein determining Whether 

a route to a source of multicast packets is multicast-enabled 
further comprises: 

sending a multicast join message from the requesting 
device requesting the multicast packets; and 

determining that the multicast packets have not been 
received at the requesting device in response to the 
multicast join message before a time-out condition has 
been satis?ed, and 

Wherein sending a unicast request message comprises 
sending the request message in response to the deter 
mination that the multicast packets have not been 
received before the time-out condition has been satis 
?ed. 

36. The method of claim 34, further comprising receiving 
a multicast join message that requests the multicast packets, 

Wherein determining Whether a route to a source of the 
multicast packets is multicast-enabled comprises deter 
mining Whether a next-hop netWork device on the route 
to the source is multicast-enabled. 

37. The method of claim 36, Wherein determining Whether 
a next-hop device is multicast-enabled comprises determin 
ing Whether the next-hop netWork device is a peer for a 
multicast protocol. 

38. The method of claim 36, Wherein receiving the 
multicast packets comprises receiving the multicast packets 
as encapsulated packets, the method further comprising: 

identifying an interface by Which the multicast join mes 
sage Was received; 

removing the encapsulation to expose the multicast pack 
ets; and 

forWarding the multicast packets on the identi?ed inter 
face. 

39. The method of claim 36, Wherein receiving the 
multicast packets comprises receiving labeled packets via a 
label sWitched path, the method further comprising: 

identifying an interface by Which the multicast join mes 
sage Was received; 

removing the labels to expose multicast packets; and 
forWarding the multicast packets on the identi?ed inter 

face. 
40. The method of claim 36, Wherein the unicast request 

message includes a source address, a group address, an 
address of a device that sends the message, a delivery type 
indication and a time-out value. 

41. The method of claim 34, Wherein the unicast request 
message is addressed to the source. 

42. The method of claim 34, Wherein the unicast request 
message is addressed to an anycast address. 

43. The method of claim 34, further comprising estab 
lishing a ?rst label-sWitched path for multicast traf?c and a 
second label-sWitched path for unicast traf?c. 

44. A requesting device comprising a control unit to: 
determine Whether a route betWeen the requesting device 

and a source of multicast packets is multicast-enabled, 
send a unicast request message to the source of multicast 

packets based on the determination, Wherein the unicast 
request message includes as a destination address an 
address associated With the source of multicast packets, 

set a router alert bit in at least one packet of the unicast 
request message to cause a netWork device that is 
intermediate to the device and the source of multicast 
packets to intercept and inspect the unicast request 
message addressed to the source, 
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