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LIST OF CHALLENGED CLAIMS 

Claim Limitation 

1pre 1. A method for fabricating a semiconductor integrated circuit, 

the method comprising: 

1a generating front-end structures including one or more doped 

diffusion regions disposed in a semiconductor substrate, one or 

more polycrystalline silicon structures disposed over a surface of 

the substrate, and a pre-metal dielectric layer over the one or 

more polycrystalline silicon structures; 

1b forming a plurality of metallization layers over the pre-metal 

dielectric layer, wherein forming at least one of said 

metallization layers includes: 

1c forming a patterned metal structure; 

1d forming an interlevel dielectric (ILD) layer comprising a TEOS-

based oxide over the patterned metal structure; and 

1e forming a cap layer over the ILD layer over said ILD layer of all 

of said plurality of metallization layers except an uppermost said 

metallization layer, 

1f wherein forming the cap layer comprises forming a high-density, 

low-moisture content oxide material having a minimum 

thickness of 100 Å. 

2a The method of claim 1, wherein forming said patterned metal 

structure of each of said plurality of metallization layers 

comprises forming an aluminum layer and then etching said 

aluminum layer, 

2b wherein forming said ILD layer of at least one of said 

metallization layers comprises forming one or more of Undoped 

silicate glass (USG) and Fluorosilicate glass (FSG), and 

2c wherein forming the cap layer over said ILD layer of said all of 

said plurality of metallization layers except said uppermost 
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Claim Limitation 

metallization layer comprises generating silane oxide by way of 

reacting silane (SiH4) gas and oxygen (O2) gas. 

3 The method of claim 2, wherein generating said silane oxide 

comprising forming a layer of said silane oxide having a 

thickness in the range of 500 Å to 5000 Å. 

5a The method of claim 1, wherein forming the pre-metal dielectric 

layer comprises forming a layer consisting essentially of one or 

more of BPSG and a TEOS-based oxide, and 

5b wherein the method further comprises forming an additional cap 

layer between said pre-metal dielectric layer and a lowermost 

metallization layer of said plurality of metallization layers, 

wherein said additional cap layer consists of silane oxide. 

6a The method of claim 5, wherein forming a first patterned metal 

structure of a said lowermost metallization layer of said plurality 

of metallization layers comprises: forming a first aluminum layer 

on said additional cap layer; and 

6b etching a portion of said first aluminum layer such that an etch 

front passes through said first aluminum layer and enters said 

silane oxide layer, and such that said etching is terminated when 

a minimum thickness of said silane oxide layer between an upper 

surface of said pre-metal dielectric layer and said etch front is 

greater than 100 Å. 

7a The method of claim 6, further comprising: forming a first ILD 

layer of said lowermost metallization layer over said etched first 

aluminum layer, said first ILD layer comprising one or more of 

Undoped silicate glass (USG) and Fluorosilicate glass (FSG), 

and 

7b forming a first cap layer over said first ILD layer by generating 

silane oxide by way of reacting silane (SiH4) gas and oxygen 

(O2) gas, and 
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Claim Limitation 

7c forming a second patterned aluminum structure of a second 

metallization layer of said plurality of metallization layers on 

said first cap layer, said forming comprising: 

7d forming a second aluminum layer on said first cap layer; and 

7e etching a portion of said second aluminum layer such that an 

etch front passes through said second aluminum layer and enters 

said first cap layer, and such that said etching is terminated when 

a minimum thickness of said first cap layer between an upper 

surface of said first ILD layer and said etch front is greater than 

100 Å. 

8a The method of claim 1, wherein forming the pre-metal dielectric 

layer comprises forming a layer consisting essentially of one or 

more of BPSG and a TEOS-based oxide, and 

8b wherein the method further comprises a barrier layer disposed 

between said polycrystalline silicon structures and a lowermost 

metallization layer of said plurality of metallization layers, 

wherein said barrier layer comprises one of silicon nitride and 

silicon oxy-nitride. 

9 The method of claim 1, wherein forming said ILD layer of each 

said metallization layer comprises depositing a TEOS-based 

oxide USG/FSG, then annealing said deposited TEOS-based 

oxide, and then planarizing said annealed TEOS-based oxide 

before forming said cap layer. 

10 The method of claim 1, wherein forming said ILD layer of at 

least one of said metallization layers comprises depositing a 

TEOS-based oxide, and then processing said TEOS-based oxide 

in a hydrogen plasma before forming said cap layer. 

11 The method of claim 1, further comprising, after forming an 

uppermost ILD layer of an uppermost metallization layer of said 

plurality of metallization layers, annealing said uppermost ILD 

layer at temperature in the range 350-450° C before performing a 

pad etch. 
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Claim Limitation 

12 The method of claim 1, further comprising, after forming an 

uppermost ILD layer of an uppermost metallization layer of said 

plurality of metallization layers, performing a pad etch, and then 

annealing said uppermost ILD layer at temperature in the range 

350-450° C. 

15 The method of claim 1, wherein fabricating said semiconductor 

integrated circuit comprises fabricating one of a CMOS image 

sensor (CIS) and a charge-coupled device (CCD). 

16 The method of claim 1, wherein fabricating said semiconductor 

integrated circuit comprises fabricating a radiation detector. 

17pre A method for fabricating a semiconductor integrated circuit, the 

method comprising: 

17a generating front-end structures including one or more doped 

diffusion regions disposed in a semiconductor substrate, one or 

more polycrystalline silicon structures disposed over a surface of 

the substrate, and a pre-metal dielectric layer over the one or 

more polycrystalline silicon structures; 

17b forming a plurality of metallization layers over the pre-metal 

dielectric layer, wherein forming at least one of said 

metallization layers includes: 

17c forming a patterned metal structure; 

17d forming an interlevel dielectric (ILD) layer comprising a TEOS-

based oxide over the patterned metal structure; and 

17e forming a cap layer over the ILD layer, 

17f wherein forming the cap layer comprises forming a high-density, 

low-moisture content oxide material having a minimum 

thickness of 100 Å, 
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Claim Limitation 

17g wherein said semiconductor integrated circuit comprises an array 

of image sensing pixels disposed inside a rectangular imaging 

region of said semiconductor substrate, and 

17h wherein forming said patterned metal structure of at least one of 

said plurality of metallization layers comprises forming 

functional patterned aluminum structures over an interior of said 

rectangular imaging region, and forming non-functional 

patterned aluminum structures over an exterior peripheral region 

surrounding said rectangular imaging region. 

18 The method of claim 17, further comprising, after forming said 

functional and non-functional patterned aluminum structures, 

performing an anneal, and then removing said non-functional 

patterned aluminum structures. 

19pre  An image sensor comprising: 

19a a semiconductor substrate including a plurality of doped 

diffusion regions disposed below an upper substrate surface; 

19b a plurality of polycrystalline silicon structures disposed on the 

semiconductor substrate over the upper substrate surface; 

19c a pre-metal dielectric layer formed over the polycrystalline 

silicon structures; and 

19d a back-end metallization structure formed on the pre-metal 

dielectric layer, the back-end metallization structure including a 

plurality of metallization layers formed in a stack, each of the 

metallization layers including a patterned aluminum layer and an 

interlevel dielectric (ILD) layer comprising TEOS-based oxide 

that is formed over the patterned aluminum layer, 

19e wherein at least one of the plurality of metallization layers 

includes a cap layer formed on the ILD layer, and 
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Claim Limitation 

19f wherein the cap layer of all of said plurality of metallization 

layers except an uppermost said metallization layer comprises a 

silane oxide layer having a minimum thickness of 100 Å. 
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I. INTRODUCTION  

Taiwan Semiconductor Manufacturing Company Limited (“TSMC” or 

“Petitioner”) respectfully requests inter partes review of claims 1–3, 5–12, and 15–

19 (the “Challenged Claims”) of U.S. Patent No. 9,431,455 (the “’455 Patent”) 

pursuant to 35 U.S.C. § 311 and 37 C.F.R. § 42.100.  

II. STANDING 

Petitioner certifies pursuant to Rule 42.104(a) that the ’455 Patent is available 

for IPR and that Petitioner is not barred or estopped from requesting an IPR of the 

Challenged Claims on the grounds identified in this Petition.1   

III. IDENTIFICATION OF CHALLENGE AND RELIEF REQUESTED 

Petitioner requests cancellation of claims 1–3, 5–12, and 15–19 on the 

following grounds: 

Ground Reference(s) Basis Claims 

1 Oshima § 102 1, 5, 6, 9, and 19 

2 Oshima and Lee § 103 2, 3, 7 

3 Oshima and Crook § 103 10 

 
1   Alidouble first asserted the ’455 patent against TSMC on December 14, 

2021.  Alidouble Inc. v. Taiwan Semiconductor Manufacturing Company Limited, 

No. 2:21-cv-00452-JRG (E.D. Tex.).  TSMC was served with the Complaint in that 

action on December 16, 2021.  Id., ECF No. 6.  The instant IPR petition is therefore 

being filed prior to the one-year bar.  35 U.S.C. § 315(b). 
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4 Nagai  § 102 1, 8, and 11 

5 Nagai and Miyazaki § 103 12 

6 Nagai and Lee § 103 15 

7 Nagai and Wang § 103 16 

8 Nagai and Omi § 103 17, 18 

  

These grounds are not duplicative of each other.  Grounds 1–3 rely on Oshima 

as a primary reference and challenge claims 1–3, 5–7, 9–10, and 19.  Grounds 4–8 

rely on Nagai as a primary reference and challenge claims 1, 8, 11–12, and 15–18.  

Both sets of grounds challenge independent claim 1 because it is the independent 

claim upon which dependent claims challenged in both sets of grounds depend.  The 

grounds are therefore non-overlapping. 

IV. TECHNOLOGY BACKGROUND 

A. Back-End And Front-End Semiconductor Processing 

Semiconductor fabrication processes are largely divided into front-end-of-the-

line (FEOL) processes and back-end-of-the-line processes (BEOL).  Ex. 1020 ¶¶22–

23.  A cross-sectional view of a conventional semiconductor device is illustrated 

below: 
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FEOL involves forming dopants in wells (gray) in silicon substrate (yellow).  

Id. ¶24.  Next, an oxide film is typically formed on the well surface, followed by 

deposition of a polycrystalline silicon (polysilicon) layer.  Id.  After patterning of 

the polysilicon and oxide, a gate structure consisting of gate oxide (brown) and gate 

electrode (red) is formed.  Id.  Doping of the areas adjacent to the gate results in the 

formation of the source and drain regions (purple).  Next, a pre-metal dielectric 

layer (orange) is formed to protect and electrically isolate the transistor terminals.  

Ex. 1020 ¶24.   

BEOL encompasses formation of interconnects, which connect transistors and 

other elements to the world outside the semiconductor device.  Id. at ¶25.  A 

semiconductor device typically has multiple stacked layers of interconnects 

(magenta), called metallization levels.  Id.  Connections between wires of different 

metallization layers are facilitated by metal-filled vias (white).  Interlevel dielectric 
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(ILD) layers (green) are used to isolate the wires within each metallization level and 

across different metallization levels.  Id.; Ex. 1012 at 111.   

B. Formation Of ILD Layers And Hydrogen Control 

In semiconductor fabrication at the time of the claimed invention, metal 

interconnect lines/traces were commonly formed of aluminum.  Ex. 1020 ¶26.  ILD 

layers (green) are deposited subsequently on the patterned metal lines.  Ex. 1020 

¶¶27–28.   

As the ’455 patent admits, a “principal component” commonly used to form 

an ILD is silicon dioxide (SiO2), and the “[t]wo prevalent reactive gases” used for 

forming silicon dioxide are silane (SiH4) and tetra-ethyl-ortho-silicate (TEOS, 

Si(OC2H5)4).  Ex. 1001 at 1:57–60, 2:4–8; Ex. 1012 at 113–114; Ex. 1020 ¶29.  A 

silane-based dielectric film, however, has poor gap-filling characteristic because of 

its higher reactivity.  Ex. 1020 ¶29. 

It was known, since at least the 1980s, that use of TEOS plus oxygen or ozone 

could help overcome this limitation.  Ex. 1012 at 114; Ex. 1020 ¶30.  The use of 

TEOS as the silicon-supplying reactant provides a more conformal film than 

obtainable with silane chemistry.  Ex. 1012 at 132; Ex. 1001 at 5:53–57.  But these 

reactions produced a large amount of moisture, which was problematic because the 

residual moisture generates undesired hydrogen.  Ex. 1020 ¶30.   



 

 5 

It was also known to use a combination of films as separate dielectric layers 

in semiconductor devices.  Ex. 1020 ¶31.  By using a TEOS-based ILD layer 

(green) with another denser dielectric layer (e.g., silane grown) (cyan), one could 

leverage the gap-filling characteristic of the TEOS-based film to securely maintain 

separation between metal layers while mitigating generation and diffusion of 

hydrogen.  See, e.g., Oshima (Ex. 1005), Nagai (Ex. 1006), and Lee (Ex. 1007); Ex. 

1020 ¶31.  

 

 

V. THE ’455 PATENT 

A. Overview 

The ’455 patent is titled Back-end Processing Using Low-Moisture content 

Oxide Cap Layer.  Ex. 1001.  It was filed on November 9, 2014 and issued on August 

30, 2016.  Id.  It does not claim priority to an earlier priority date.  
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B. Specification of the ’455 Patent  

The ’455 patent is directed to semiconductor fabrication processes, 

particularly to BEOL.  Id. at 1:7–9.  It describes that “[t]he importance of hydrogen 

for the performance of CMOS devices is well known in semiconductor industry.”  

Id. at 2:18–19.  The ’455 patent discusses various known approaches to controlling 

the generation and migration of hydrogen.  E.g., id. at 3:27–41; 4:14–17.   

The structure of a semiconductor device of the ’455 patent is illustrated in Fig. 

2.  First, in FEOL, doped diffusion regions (purple) are formed in a semiconductor 

substrate 101 (yellow), and then polycrystalline silicon structures (red) are 

formed on respective gate oxide structures on an upper surface 102.  Id. at 11:62–

67.  A pre-metal dielectric layer 122 (orange) is then deposited over the 

polycrystalline silicon structures.   
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In BEOL, metallization layers M1, M2, and M3 (magenta) are sequentially 

formed in a stack arrangement over the pre-metal dielectric layer 122.  Id. at 10:47–

53.  As in “conventional back-end processing,” each metallization layer includes a 

patterned metal structure covered by an ILD layer (green).  Id. at 10:53–62.  A silane 

oxide is then deposited to form cap layers 135-1 and 135-2 (cyan) on ILD layers 

133-1 and 133-2.  Id. at 11:6–10.   
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The ’455 patent acknowledges that, in prior art, the main purpose of capping 

layers was to “improve the properties of the first dielectric stack which includes 

BPSG (the layer that is used for gettering).”  Id. at 11:29–33; see also id. at 3:27–

41.  As described in the patent, an early approach to control hydrogen generation 

and migration was to form a gettering layer, i.e., barrier layer, of BPSG 

(borophosphosilicate glass), a TEOS-based oxide.  Id. at 3:27–33 

According to the ’455 patent, the high-density low-moisture cap layer of the 

’455 patent is different because its “main purpose” is “to isolate the TEOS-based 
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oxide of the ILD layer from the plasma environment during aluminum over-etch.”  

Id. at 11:34–38.  In particular, the ’455 patent describes that “it was critically 

important to adjust the [] cap layer thickness to comply with the aluminum over etch 

penetration depth” namely “100 Å or greater.”  Id. at 11:38–51.   

With respect to the phrase “high-density low-moisture content oxide,” the 

’455 patent states that it is not limited to silane oxide and may include other suitable 

oxide materials “such as high-density, low moisture silicon oxy-nitride (i.e., oxy-

nitride formed using a plasma process, e.g., by adding N2 or NO to silane oxide).”  

Id. at 10:4–10.  

C. Prosecution History of the ’455 Patent 

The ’455 patent was filed on November 9, 2014 and does not claim priority 

to any earlier-filed application. 

On January 21, 2016, the Examiner issued a Non-final Rejection, rejecting 

original claims 1–11, 14–20 for indefiniteness due to the lack of sufficient 

antecedent basis for “the patterned aluminum structure” term of claim 1.  Ex. 1002, 

January 21, 2016 Office Action at 5.  The Examiner rejected all independent claims 

as obvious.  Id. at 15. 

On April 21, 2016, the Applicant amended the independent claims to recite 

the limitations of claim 4.  Original claim 4 recited “[t]he method of Claim 2, 

wherein forming the cap layer over said ILD layer comprises generating silane oxide 



 

 10 

over said ILD layer of all of said plurality of metallization layers except an 

uppermost said metallization layer.”  Id., April 21, 2016 Amendment at 6. 

VI. LEVEL OF ORDINARY SKILL IN THE ART  

A person of ordinary skill in the art at the time of the alleged invention 

(“POSITA”) would have been a person having a Master’s degree in Electrical 

Engineering, Chemical Engineering, Materials Science, or Physics and three to five 

years of industry experience in integrated circuit design, layout, packaging or 

fabrication; or a Ph.D. specializing in the field.  This level of skill is approximate, 

and a greater level of experience in the relevant field may compensate for less 

education, and vice versa.  Ex. 1020 ¶44. 

VII. CLAIM CONSTRUCTION 

A. Claim 19 Preamble 

The preamble of claim 19 recites “[a]n image sensor comprising.”  Ex. 1001 

at claim 1.  The Board should find that the preamble of claim 19 is non-limiting.  

The “image sensor” does not provide antecedent basis for any later limitations, and 

the body of the claims recite a structurally complete invention.  The preamble is 

therefore not limiting.  Catalina Mktg., Inc., v. Coolsavings.com, Inc., 289 F.3d 801, 

808 (Fed. Cir. 2002) (citation omitted). 

B. “silane oxide” and “TEOS-based oxide” 

The Challenged Claims recite a “silane oxide” and a “TEOS-based oxide.”  

The ’455 patent specification describes these terms to mean “SiO2 formed using 
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silane” and “SiO2 formed using TEOS,” respectively.  See Ex. 1001 at 2:8–12.  For 

purposes of this Petition, these claim terms have been interpreted with the plain and 

ordinary meaning as would be understood by POSITA at the time of the invention 

and is consistent with the disclosures in the ’455 patent.  Ex. 1020 ¶47. 

C. Other Claim Terms 

For the remaining terms, Petitioner has applied the ordinary and customary 

meaning as it would have been understood by a person of ordinary skill in the art at 

the time of the alleged invention, in the context of the ’455 patent and its prosecution 

history.  Phillips v. AWH Corp., 415 F.3d 1303 (Fed. Cir. 2005) (en banc).  

VIII. OVERVIEW OF THE PRIOR ART 

A. Oshima 

Oshima is a Japanese patent publication.  Ex. 1005.  The original publication 

is provided as Exhibit 1003.  An affidavit of translation and certified translation are 

provided as Exhibits 1004 and 1005.  Oshima was filed on March 27, 1998 and 

published on October 15, 1999.  Oshima qualifies as prior art under 35 U.S.C. § 

102(a)(1). 

Oshima is directed to a semiconductor device having a multilayer wiring 

structure and a method of manufacturing the same.  Ex. 1005 at [0001]; Ex. 1020 

¶50.  Oshima starts with the initial structure of Fig. 1, reproduced below.  Ex. 1005 

at [0021].  This device includes a standard stacked gate memory cell 2 formed on a 

silicon substrate (yellow).  Id.  The non-volatile memory cell 2 is formed by 
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stacking a floating gate 3 and control gate 4 (red) and diffusion regions 5 and 6 

(purple).  An interlayer insulating film 7 (orange) of BPSG is deposited.  Id. at 

[0022].  Thereafter, a trace material film such as aluminum (Al) is deposited and 

patterned to form a metal trace 8 (magenta).  Id.  

 

 

Next, Oshima teaches forming, in order, a plasma oxide film 9a, a TEOS 

oxide film 9b (green), and a plasma oxide film 9c (cyan).  Id. at [0023]–[0027], 

Fig. 4; Ex. 1020 ¶52.  The plasma oxide film 9a is a silicon oxide film deposited by 

plasma CVD using mixed gas containing silane (SiH4) and N2O gas.  Id. at [0023], 

[0002].  The TEOS oxide film 9b is deposited by CVD using a source gas of TEOS 

and F2.  Id. at [0023].  Subsequently, a plasma oxide film 9c is formed over the TEOS 

oxide film using the same conditions as the previous plasma oxidation film 9a to a 
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thickness of about 500 nm.  Id. at [0027].  Oshima teaches that the plasma oxide film 

9c provides “the thickness required to prevent hydrogen diffusion without accruing 

defects.”  Id.  

 

 

Oshima then teaches stacking the structure with more metallization layers.  

Ex. 1020 ¶53.  A second metal trace 10 and the three-layer structure (11a, 11b, and 

11c) are deposited over the metal trace 10 in the same manner as the films 9a, 9b, 

and 9c, as shown in Fig. 16.  Ex. 1005 at [0044]-[0045]; Fig. 16. 
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Finally, a third metal trace 12 is patterned, over which a passivation film 21 

consisting of a TEOS oxide film 21a and plasma nitride film 21b is formed.  Id. at 

[0046], [0039]; Ex. 1020 ¶54.   
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B. Nagai 

Nagai was published on October 6, 2009 and thus qualifies as prior art under 

35 U.S.C. § 102(a)(1).   

Nagai is directed to a semiconductor device comprising stacked metallization 

layers, ILD layers, and hydrogen diffusion prevention films.  Id. at Abstract; Ex. 

1020 ¶58.  As shown in Fig. 33, source/drain diffused layers 22 (purple) are formed 

in the silicon substrate 10 (yellow).  Ex. 1006 at 6:66–7:2.  Over the substrate, a 

polycrystal silicon film is patterned to form gate electrodes 18 (red).  Id. at 17:39–

44.  Over the gate electrodes 18, a first interlayer insulation film 26 (SiON and 

silicon oxide) (orange) and a second interlayer insulation film 50 (silicon oxide 
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film formed by plasma TEOS CVD) (orange) are deposited.  Id. at 7:1–3, 17:66–

18:3, 20:38–43.   

 

In back-end processing, Nagai discloses forming metal interconnection 

layers 64, 78, and 92 (magenta) from materials including Ti, TiN, and AlCu.  Ex. 

1006 at 22:13–20, 23:21–26, 24:33–42; Ex. 1020 ¶59.   
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Over each metal interconnection, silicon oxide films 70, 84, and 94 are 

formed, each by plasma TEOS CVD.  Ex. 1006 at 22:21–34, 23:31–43, 24:43–49.  

Over the silicon oxide film 94, silicon nitride film 96 and polyimide film 98 are 

formed.  Ex. 1020 ¶60.   
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Further, over each silicon oxide film 70 and 84 (referred to as the first and 

second inter-layer insulating films), a barrier film 138 and 146 (cyan) consisting 

of a pair of hydrogen/water diffusion prevention films and a stress mitigating film is 

formed, respectively.  Ex. 1006 at 34:42–48; Ex. 1020 ¶61.   
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Nagai discloses that, unlike conventional hydrogen diffusion preventing film 

which does not have good coverage, the flat hydrogen diffusion prevention film of 

its teaching has “very good coverage” and “can barrier the hydrogen and the water 

without failure.”  Ex. 1006 at 8:43–48, 35:37–45; Ex. 1020 ¶62. 

C. Lee 

Lee was published on March 19, 2009 and thus qualifies as prior to the ’455 

patent under 35 U.S.C. § 102(a)(1). 

Lee discloses a method for manufacturing CMOS and CCD image sensors.  

Id. at [0006], [0003]; Ex. 1020 ¶64.  As shown in Fig. 2, the image sensor includes 

a transistor (TR) region and a photodiode (PD) region on a substrate 100.  Ex. 1007 
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at [0015], [0024].  A TR region includes a polysilicon gate electrode layer formed 

by CVD of silicon (e.g., from silane in the presence of a plasma).  Id. A PD region 

may be formed by a deep N-type layer and a shallow P-type layer in the substrate.  

Id. at [0025].  The image sensor also includes a first dielectric layer 210 (orange) 

formed over the substrate, and second, third, and uppermost dielectric layers 220, 

230, and 240 (green) formed over the metal lines 213, 223, and 233 (magenta), 

which may comprise aluminum.  Id. at [0026]–[0035].  Capping layers 225 and 

235 (cyan) are formed on the dielectric layers 220 and 230 (green), respectively; 

and “comprise, e.g., TEOS, USG, a plasma silane [e.g., silicon dioxide formed by 

plasma-assisted CVD of silicon dioxide from silane and oxygen], or a combination 

thereof.”  Id. at [0027], [0031], [0033].   
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D. Crook 

Crook was filed on April 24, 2013 and thus qualifies as prior art under 35 

U.S.C. § 102(a)(2).  

Crook is directed to a method of depositing silicon dioxide films using TEOS, 

oxygen, and hydrogen to reduce moisture reabsorption by TEOS.  Id. at 1:31–40, cl. 

1.  Crook further discloses that resulting silicon dioxide films may undergo a post-

deposition hydrogen plasma treatment to suppress reabsorption of moisture.  Id. at 

1:55–59, cl. 2.  Crook’s method may be implemented at any suitable temperature, 

e.g., 100–500ºC, 100–250ºC, and 125–175ºC.  Id. at 1:41–48; Ex. 1020 ¶66. 

E. Miyazaki 

Miyazaki was published on March 1, 2001 and thus qualifies as prior art to 

the ’455 patent under 35 U.S.C. § 102(a)(1).    

Miyazaki notes that, in prior art, insulation between the upper layer 

interconnections is not sufficiently high, increasing current leakage and deteriorating 

reliability.  Ex. 1009 at [0013]-[0014].  Miyazaki teaches forming a protection film 

15 (made of silicon oxide or silicon nitride) over interconnections 13a and 13b, 

exposing contact holes, forming and opening a polyimide precursor 17, and then 

performing annealing.  Id. at [0030]–[0035], Fig. 2; Ex. 1020 ¶69. 
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Annealing is performed over the protection film 15 and the polyimide 

precursor 17 for 30 minutes, resulting in the formation of a polyimidized film 19.  

Ex. 1009 at [0036], Fig. 3; Ex. 1020 ¶70.   

 

F. Wang 

Wang was published on September 28, 2010 and thus qualifies as prior art to 

the ’455 patent under 35 U.S.C. § 102(a)(1). 

Wang is directed to a semiconductor device for image sensors.  Id. at Abstract; 

Ex. 1020 ¶72.  Wang discloses disposing a conventional image sensor element 120 
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such as a photodiode in a semiconductor substrate 110 and doping, by ion 

implantation or diffusion, the substrate to form a light-sensing region, which is 

“operable to receive light (or other form of radiation energy from an object to be 

imaged).”  Ex. 1010 at 2:21–31; Ex. 1020 ¶72.   

 

G. Omi 

Omi was published on October 19, 2010 and thus qualifies as prior to the ’455 

patent under 35 U.S.C. § 102(a)(1). 

Omi is directed to image sensor devices and method for fabrication.  Id. at 

Abstract; Ex. 1020 ¶74.  Omi discloses that a plurality of rectangular line image 

sensor ICs 110 are formed on a semiconductor substrate 101 with gaps in between 
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the image sensors.  Ex. 1011 at 9:28–54; Fig. 5F.  In an exemplary embodiment, 

above the semiconductor substrate 101, light shielding structure 113 made of 

aluminum and an inter-layer TEOS insulating film 103A (green) are formed.  Id. 

at 14:36–56.  The insulating film 103A is flattened by chemical mechanical 

polishing (CMP).  Id. at 14:52-56.   

On the surface of the insulating film 103A, light shielding structure 113A 

(also made of aluminum film) and “dummy interconnects” 120 are simultaneously 

formed.  Id. at 14:57-62.  Over the light shielding structure 113A and dummy 

interconnects 120, a protective film 104 (grey) of silicon nitride or the like is formed  

by plasma CVD.  Id. at 14:63-67, 11:22-23, Fig. 6C.  The portions of the protective 

film 104 that cover the gaps between the dummy interconnects and the light 

shielding structure 113A are then removed by etching.  Id. at 14:63–67; Ex. 1020 

¶75.    
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IX. DISCRETIONARY ANALYSIS FOR REVIEW 

The Board has discretion to deny institution under §314(a) and/or §325(d).  In 

addition to the strong merits presented herein, Petitioner also hereby provides a 

Sotera-type stipulation and stipulates that if the PTAB institutes inter partes review 

in relation to any petition filed by TSMC with respect to the ’455 patent, Petitioner 

will not pursue in the district court litigation any ground raised or that could have 

been reasonably raised in the instituted IPR with respect to the patent claim subject 

to the instituted IPR.  This stipulation precludes discretionary denial under §314(a). 

See Director Vidal Memorandum, Interim Procedure for Discretionary Denials in 

AIA Post-Grant Proceedings with Parallel District Court Litigation, at 3-5, 7-8 (June 

21, 2022). 

Regarding §325(d), the ’455 patent has not previously been challenged at the 

PTAB. Nor was any reference relied upon herein as part of any ground cited during 

prosecution or considered by the Examiner.  Accordingly, discretionary denial under 

§325(d) and General Plastic is not warranted.    

X. DETAILED EXPLANATION OF INVALIDITY GROUNDS 

The following grounds establish a reasonable likelihood that the Petitioner 

will prevail with respect to the Challenged Claims. 
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A. Ground 1: Oshima anticipates claims 1, 5, 6, 9, and 19 

1. Claim 1 

(a) 1[pre] A method for fabricating a semiconductor 

integrated circuit, the method comprising: 

Oshima discloses the preamble to the extent it is limiting because Oshima 

discloses “a semiconductor device” and “a manufacturing method for the same.”  Ex. 

1005 at [0001]; Ex. 1020 ¶77.  

(b) 1[a] generating front-end structures including one or 

more doped diffusion regions disposed in a 

semiconductor substrate, one or more polycrystalline 

silicon structures disposed over a surface of the 

substrate, and a pre-metal dielectric layer over the 

one or more polycrystalline silicon structures; 

Oshima discloses generating front-end structures, including the claimed 

elements of this limitation.  First, Oshima discloses “one or more doped diffusion 

regions disposed in a semiconductor substrate” because Oshima discloses “forming 

source and drain diffusion layers 5, 6” (purple) disposed in the silicon substrate 

1 (yellow).  Id. at [0021]; Ex. 1020 ¶78.  
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Second, Oshima discloses “one or more polycrystalline silicon structures 

disposed over a surface of the substrate.”  As part of a “standard stacked gate 

[NVM],” Oshima discloses “stacking a floating gate 3 and a control gate 4 across 

gate insulation film.”  Ex. 1005 at [0021], Fig. 1; Ex. 1020 ¶79.  
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A POSITA would have understood that the gate electrode (floating gate 3 

and control gate 4 (red)) is a polycrystalline silicon structure, also known as 

polysilicon.  Ex. 1020 ¶80.  At the time Oshima was filed (1998), the standard 

practice for forming a gate electrode was to use polysilicon because it was a readily 

accessible and cost efficient material that was known to withstand high annealing 

temperatures and reduce the masks required.  Id.; Ex. 1014 at 318–319; see also Ex. 

1016 at 191 (“The reliability of the polysilicon gate with a pre-metallization, high-

temperature hydrogen anneal have been important factors in the development of this 

multidielectric nonvolatile technology.”).  Indeed, the ’455 patent admits that “front 

end processing for a [NVM] transistor typically involves . . . forming polycrystalline 

silicon (polysilicon) gate structures on the gate oxides.”  Ex. 1001 at 1:28–34.  

Oshima thus discloses “one or more polycrystalline silicon structures disposed over 

a surface of the substrate.”  

Third, Oshima discloses “a pre-metal dielectric layer over the one or more 

polycrystalline silicon structures.”  Before forming any metallization layer, Oshima 

discloses depositing a BPSG film as an interlayer insulation film 7 (orange).  Ex. 

1005 at [0022] (“A first interlayer insulation film 7 in the form of, for example, 

BPSG film, is deposited over the entire surface above the non-volatile memory cell 

2, and then levelled.”).  As the ’455 patent acknowledges, “[a] principal component 

of . . . BPSG is silicon dioxide, which is commonly used as dielectric material in 
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semiconductor processing . . . .”  Ex. 1001 at 1:55–62.  Thus, the interlayer 

insulation film 7 constitutes the claimed “pre-metal dielectric layer.”  Ex. 1020 ¶81.  

 

(c) 1[b] forming a plurality of metallization layers over 

the pre-metal dielectric layer, wherein forming at 

least one of said metallization layers includes: 

Oshima discloses this limitation.  After deposition of the interlayer insulating 

film 7 discussed above, Oshima discloses depositing “trace material film such as Al 

or the like” over the insulating film 7 to form a metal trace 8 (magenta), i.e., the 

claimed “metallization layer.”  Ex. 1005 at [0022].  Oshima discloses that “[t]he 

same manner of trace material film is used for the upper trace layer.”  Id.  For 

example, Oshima discloses a stacked structure in which a “3-layer metal trace” is 

used.  Id. at [0044], [0047], Fig. 17.  The trace material films from which the metal 

traces 8, 10, and 12 are patterned thus constitute the claimed “plurality of 

metallization layers.”  Ex. 1020 ¶82.   
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Further, Oshima discloses that forming one or more of the trace material films 

(i.e., the claimed “at least one of said metallization layers”) includes the steps 

discussed infra, with respect to limitations 1[c]–[e].  Ex. 1020 ¶83.   

(d) 1[c] forming a patterned metal structure; 

Oshima discloses patterning trace material films to form the metal traces 8, 

10, and 12.  Ex. 1005 at [0022] (“[A]fter [] 400 nm of trace material film such as Al 

or the like is deposited, [] a layer 1 trace 8 is formed by patterning.”); id. at [0030] 

(“a layer 2 metal trace 10 is formed by depositing 600 nm of metal trace material 

such as Al or the like and patterning according to the standard method.”); id. at 

[0039] (“forming a pattern in the layer 3 trace 12”); Ex. 1020 ¶84.   
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(e) 1[d] forming an interlevel dielectric (ILD) layer 

comprising a TEOS-based oxide over the patterned 

metal structure; and 

Oshima teaches depositing TEOS oxide films 9b and 11b (green) over the 

metal traces 8 and 10, respectively.  Ex. 1005 at [0023] (“In concrete terms, roughly 

150 nm of TEOS oxide film 9b is deposited by CVD using Si(OC2H5)4)+F2 as the 

source gas.”); id. at [0038] (“TEOS oxide film 11b”); Fig. 17.  Oshima also describes 

forming a passivation film 21 comprising a TEOS-based oxide 21a.  Id. at [0031] 

(“[A] passivation film 21 is formed by depositing TEOS oxide film 21a over the 

entire surface to on the order of 300 nm, and then depositing plasma nitride film 21b 

to on the order of 600 nm.”).  The TEOS oxide films 9b and 11b and the 

passivation film 21 thus each constitute the claimed “interlevel dielectric (ILD) 

layer comprising a TEOS-based oxide over the patterned metal structure.”  Ex. 1020 

¶85.   
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(f) 1[e] forming a cap layer over the ILD layer over said 

ILD layer of all of said plurality of metallization 

layers except an uppermost said metallization layer, 

1[f] wherein forming the cap layer comprises forming 

a high-density, low-moisture content oxide material 

having a minimum thickness of 100 Å. 
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Regardless which ILD layer is construed to require the claimed overlying cap 

layer2 3, Oshima discloses these limitations.  Specifically, Oshima discloses an ILD 

layer—the TEOS oxide films 9b, 11b, and 21a—over each of the metal traces 8, 10, 

12, respectively.  Ex. 1005 at [0031], [0047].  And, over the TEOS oxide films 9b 

and 11b (green) of the intermediate metallization layers (i.e., excluding 21a) are 

plasma oxide films 9c, 11c (cyan), respectively.  Id. at [0045], [0047].  Oshima 

discloses that these plasma oxide films are deposited to “prevent diffusion of 

 
2   Claim 1 recites “forming a cap layer over the ILD layer over said ILD 

layer of all of said plurality of metallization layers”—yet, there is only one earlier-

recited ILD layer which could have antecedent relation.  Ex. 1001 at 18:1–2.  For 

purposes of this Petition, Petitioner interprets and applies this claim term consistent 

with PO’s reading and contentions advanced in the related matter (Section XI.B).  In 

any event, as described, each of the prior art grounds discloses the claimed cap layer 

over each ILD layer, except the uppermost.  Thus, the claim requirement is satisfied 

regardless of which ILD layer (besides the uppermost) is construed to require the 

overlying cap layer.     

3   Petitioner reserves all rights to assert that this claim limitation, and claim 

1, are invalid under 34 U.S.C. § 112, including for lacking written description, in 

litigation or other appropriate venue. 
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moisture and hydrogen into the non-volatile memory cell area.”  Ex. 1005 at [0036]; 

see also id. at [0048], Fig. 17.  “The plasma oxide film 9c and 11c formed levelly on 

each respective levelly formed TEOS oxide film 9b and 11b is given an adequate 

thickness to serve the function of preventing diffusion of hydrogen from the 

passivation film.”  Id. at [0047], [0040].   “By adopting an interlayer insulation film 

structure” as described in Oshima, “it is possible to reliably suppress hydrogen 

diffusion from the plasma oxide film into circuit elements.”  Id. at [0015].  Likewise, 

the ’455 patent, and its claimed oxide cap layer, concern the same use:  “to 

significantly reduce the generation and migration of hydrogen atoms/ions into 

front-end structures.”  Ex. 1001 at 11:10–17; Ex. 1020 ¶87.   

The plasma oxide films 9c, 11c are also “low-moisture.”  A POSITA would 

have readily recognized that the plasma oxide films must be low-moisture in order 

to “prevent diffusion of moisture and hydrogen into the non-volatile memory cell 

area.”  Id. at [0036], [0048], [0040]; Ex. 1020 ¶88.  This is further supported by the 

fact that the plasma oxide films 9c, 11c are silicon oxide films formed using silane 

as a main gas.  Ex. 1006 at [0011]–[0012]; Ex. 1020 ¶88.  That is, the plasma oxide 

film is “silicon oxide film [] deposited . . . by plasma CVD using silane (SiH4) gas.”  

Id. at [0002].  The use of silane results in low-moisture because less water is 

produced per unit of SiO2, reducing the amount of water incorporated into the film.  

Ex. 1020 ¶88; Ex. 1012 at 115 (“The SiH4 based films with their low moisture 
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content still dominate the logic market”); Section IV.B, supra.  That is, the plasma 

oxide films 9c, 11c are deposited by plasma CVD, a gaseous environment containing 

less water vapor; thereby forming a dense oxide film with low moisture, as in the 

’455 patent.  Ex. 1020 ¶88.   

Finally, the disclosed plasma oxide film is a “compact insulating film,” which 

a POSITA would understand to be synonymous with a high density film, with a 

“thickness of 200 to 600 nm” (equivalent to 2000–6000 Å).  Ex. 1005 at [0009], 

[0050], [0034].  Thus, the plasma oxide films 9c, 11c are thus “high-density” and 

have a minimum thickness of 100 Å.  Ex. 1020 ¶89.   The plasma oxide film 9c, 11c 

thus constitutes the claimed “cap layer.”  

  

As for the third ILD layer (passivation film 21) associated with the uppermost 

metallization layer (metal trace 12), Oshima discloses that a cap layer is not formed; 
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thus, the limitation, “except an uppermost said metallization layer,” is satisfied.  Ex. 

1005 at Fig. 17.  Moreover, Oshima teaches that, “as miniaturization progresses and 

the pitch of the topmost layer of trace consequently becomes narrower, it will 

become impossible to cover the trace in the topmost layer with plasma oxide film, 

which provides a poor coverage shape,” further supporting that there is no plasma 

oxide film (i.e., the claimed cap layer) over an uppermost metallization layer.  Id. at 

[0034]; Ex. 1020 ¶90.   

To the extent PO argues that a plasma nitride layer 21b formed over the TEOS 

oxide film 21a is a cap layer, such an argument would fail.  The plasma nitride layer 

21b is not “oxide material,” which the claim requires of a cap layer.  Indeed, a 

POSITA would have understood that Oshima’s plasma nitride layer 21b is not 

intended to and does not serve as a cap layer because Oshima is explicit that the 

plasma nitride film 21b is a source, rather than a blocker, of hydrogen.  Ex. 1020 

¶91; Ex. 1005 at [0002] (“prevent the diffusion of hydrogen from the nitride film”); 

see also id. at [0005], [0015].  Accordingly, Oshima discloses forming a cap layer 

over the ILD layer of all of said plurality of metallization layers except an uppermost 

said metallization layer. 

1. Claim 5.  

(a) The method of claim 1, wherein forming the pre-

metal dielectric layer comprises forming a layer 

consisting essentially of one or more of BPSG and a 

TEOS-based oxide, and 
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Oshima discloses this limitation because Oshima discloses depositing a BPSG 

film as an interlayer insulating film 7, which as discussed with respect to limitation 

1[a] constitutes the claimed “pre-metal dielectric layer.”  Ex. 1005 at [0022] (“A first 

interlayer insulation film 7 in the form of, for example, BPSG film, is deposited over 

the entire surface above the non-volatile memory cell 2, and then levelled.”); Ex. 

1020 ¶92.   

(b) wherein the method further comprises forming an 

additional cap layer between said pre-metal dielectric 

layer and a lowermost metallization layer of said 

plurality of metallization layers, wherein said 

additional cap layer consists of silane oxide. 

Oshima discloses this limitation.  Oshima discloses additionally forming a 

“plasma oxide film 7b” (blue) on the surface of interlayer insulating film 7 (“pre-

metal dielectric layer”) (orange), which would be under the metal trace 8 (“a 

lowermost metallization layer”) (magenta).  Ex. 1005 at [0060] (“[I]t is also possible 

to form a plasma oxide film 7b on the surface of the first interlayer insulation film 7 

of BPSG or the like.”); Fig. 25.  The purpose of the plasma oxide film 7b, like the 

other plasma oxide films 9c, 11c, is to “more effectively prevent diffusion of 

hydrogen from the passivation film to the memory cells.”  Id.  The plasma oxide film 

7b thus constitutes “an additional cap layer.”  Ex. 1020 ¶93.    
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The plasma oxide film 7b also “consists of silane oxide.”  The ’455 patent 

defines “silane oxide” as “SiO2 formed using silane.”  Ex. 1001 at 2:10–11.  As 

discussed above, Oshima discloses that “plasma oxide film” refers to “silicon oxide 

film [] deposited . . . by plasma CVD using silane (SiH4) gas.”  Ex. 1005 at [0002].  

The plasma oxide film 7b thus “consists of silane oxide.”  Ex. 1020 ¶94.   

2. Claim 6.  

(a) The method of claim 5, wherein forming a first 

patterned metal structure of a said lowermost 

metallization layer of said plurality of metallization 

layers comprises: forming a first aluminum layer on 

said additional cap layer; and 

Oshima discloses this limitation.  Oshima teaches patterning a trace material 

film made of aluminum to form a metal trace 8, which constitutes the lowermost 

metallization.  Ex. 1005 at [0022], Fig. 17.  Because the additional cap layer (plasma 
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oxide film 7b) is formed “on the surface” of the pre-metal dielectric (insulation film 

7), it follows that the metal trace 8 is then formed on the additional cap layer.  Id. at 

[0060], Fig. 25; Ex. 1020 ¶95.  The metal trace 8 thus constitutes the claimed “first 

aluminum layer on said additional cap layer.”   

 

(b) etching a portion of said first aluminum layer such 

that an etch front passes through said first aluminum 

layer and enters said silane oxide layer, and such that 

said etching is terminated when a minimum thickness 

of said silane oxide layer between an upper surface of 

said pre-metal dielectric layer and said etch front is 

greater than 100 Å. 

Oshima discloses this limitation.  At the time of the invention, the process by 

which over-etching is used to form metal trace was well-known to a POSITA.  Ex. 

1020 ¶96.  Specifically, it was well-known that metal trace (or interconnect) is 

formed by etching a metal film, whereby etching would continue beyond the metal 
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film and reach the underlying material (i.e., over-etch), but would stop such that 

some of the underlying material remains.  Id.  For example, during an aluminum 

over-etch, some of the silane oxide underlying the aluminum layer is sacrificed to 

complete the definition of the metal trace of the aluminum layer.  Id.; see also, e.g., 

Ex. 1015 at 1426, 1429–1430 (“The overetch process should remove between 10 

and 15 nm of underlying oxide to ensure a good line-to-line shorts yield.”).  

However, the etching would necessarily preserve sufficient amount of the 

underlying material (e.g., silane oxide) so that it may serve its intended function 

(e.g., to prevent hydrogen generation and migration/diffusion).  E.g., Ex. 1005 at 

[0005] (“In short, in order to prevent diffusion of hydrogen . . . it is desirable for the 

plasma oxide film 107a to have a thickness beyond a certain level.”).  A POSITA 

would have readily recognized that the amount of underlying material that remains 

after over-etch depends on the amount of underlying material that was initially 

deposited (before etching).  Ex. 1020 ¶96.   

To effectively prevent diffusion of hydrogen and moisture, Oshima teaches 

the plasma oxide film (cap layer) in “a thickness of on the order of 100–200 nm is 

required,” and, in particular, “roughly 150 nm of plasma oxide film.”  Ex. 1005 at 

[0023], [0034].  Thus, because a thickness of at least 100–150 nm is required, 

Oshima teaches that, when patterning a trace material film to form the metal trace 8, 

a POSITA would have known to over-etch into the silane oxide film (insulation layer 



 

 41 

7) but stop the etch such that at least 100 Å (i.e., 10 nm) thickness of the underlying 

silane oxide material remains between an upper surface of the pre-metal dielectric 

layer (insulating film 7) and the etch front.  Ex. 1020 ¶97.   

3. Claim 9.  

(a) The method of claim 1, wherein forming said ILD 

layer of each said metallization layer comprises 

depositing a TEOS-based oxide USG/FSG, then 

annealing said deposited TEOS-based oxide, and then 

planarizing said annealed TEOS-based oxide before 

forming said cap layer. 

Oshima anticipates claim 9.  First, Oshima discloses that “forming said ILD 

layer of each said metallization layer comprises depositing a TEOS-based oxide 

USG/FSG.”  The “said ILD layer of each said metallization layer” of claim 9 refers 

back to “an interlevel dielectric (ILD) layer” associated with “at least one of said 

metallization layers,” recited in claim 1.  Oshima’s metal traces 8 and 10 constitute 

“at least one of said metallization layers,” and thus the TEOS oxide films 9b and 11b 

correspond to the “said ILD layer of each said metallization layer.”  To form the 

TEOS oxide films over metal traces 8 and 10, Oshima discloses supplying fluorine 

gas (F2) with TEOS.  Ex. 1005 at [0023] (“TEOS oxide film 9b is deposited by CVD 

using Si(OC2H5)4)+F2 as the source gas.”); id. at [0038].  A POSITA would have 

understood that this reaction is performed using an oxidant gas (e.g., N2O, O2, O3, 

etc), resulting in the formation of a fluorine-doped silicon oxide, i.e., FSG.  Ex. 1020 

¶98. 
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Second, Oshima discloses annealing the deposited TEOS-based oxide films 

9b, 11b and planarizing them before forming the cap layers (plasma oxide films 9c, 

11c).  Ex. 1005 at [0033] (“[A]lthough annealing was performed in the embodiment 

example after levelling the TEOS oxide film 9b, it is also acceptable to perform 

annealing immediately after deposition.”); id. at [0038] (TEOS oxide film 11 is 

formed “under the same conditions.”).  Oshima discloses that CMP (chemical 

mechanical polishing) is performed to flatten the uneven surface of the TEOS oxide 

films.  Id. at [0024], [0054], Figs. 2, 3, 9, 10.  Because Oshima discloses performing 

“annealing immediately after deposition,” it teaches that the TEOS oxide film is 

deposed, annealed, and then undergoes CMP to flatten the surface of the deposed 

film.  Ex. 1020 ¶99.  That is, Oshima teaches post-deposition processes for annealing 

and CMP to modify/improve the characteristics of the formed layer.  Id. For 

example, Oshima discloses that “anomalies” will occur if the TEOS oxide layer is 

not annealed and planarized before applying the plasma oxide film.  Ex. 1005 at 

[0032], [0033]; Ex. 1020 ¶99.  Therefore, the claim sequence of annealing and 

planarizing is satisfied. 
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4. Claim 19 

(a) 19[pre] An image sensor comprising:  

As discussed in Section VII.A, the preamble of claim 19 is not limiting 

because it merely describes an intended use (i.e., an image sensor) of the claimed 

device.  See Catalina Mktg., 289 F.3d at 808.  

(b) 19[a] a semiconductor substrate including a plurality 

of doped diffusion regions disposed below an upper 

substrate surface; 

Oshima discloses this limitation for the same reasons discussed with respect 

to claim limitation 1[a].  See Section X.A.1(b), supra.   
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(c) 19[b] a plurality of polycrystalline silicon structures 

disposed on the semiconductor substrate over the 

upper substrate surface; 

Oshima discloses this limitation for the same reasons discussed with respect 

to claim limitation 1[a].  See Section X.A.1(b), supra.   

(d) 19[c] a pre-metal dielectric layer formed over the 

polycrystalline silicon structures; and 

Oshima discloses this limitation for the same reasons discussed with respect 

to claim limitation 1[a].  See Section X.A.1(b), supra.   

(e) 19[d] a back-end metallization structure formed on 

the pre-metal dielectric layer, the back-end 

metallization structure including a plurality of 

metallization layers formed in a stack, each of the 

metallization layers including a patterned aluminum 

layer and an interlevel dielectric (ILD) layer 

comprising TEOS-based oxide that is formed over the 

patterned aluminum layer, 

Oshima discloses a back-end metallization structure that includes the claim 

elements.  Ex. 1020 ¶104.  First, Oshima discloses a plurality of metallization layers 

formed in a stack, namely the trace material layers from which metal traces 8, 10, 

and 12 are patterned.  Ex. 1005 at [0022], [0044], [0047], Fig. 17; see Section 

X.A.1(c), supra. 

Second, each of the metallization layers includes a patterned aluminum layer 

because, as discussed above, the metal traces 8, 10, and 12 are patterned from trace 

material layers made of aluminum.  Id. at [0022], [0030], [0039]; see Section 

X.A.1(d), supra.   
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Third, over the patterned aluminum layer (metal traces 8, 10, and 12), an 

interlevel dielectric (ILD) layer comprising TEOS-based oxide is formed.  

Specifically, TEOS oxide films 9b and 11b, and passivation film 21, are formed over 

metal traces 8, 10, and 12, respectively.  Id. at [0023], [0038], [0031]; see Section 

X.A.1(e), supra.   

(f) 19[e] wherein at least one of the plurality of 

metallization layers includes a cap layer formed on 

the ILD layer, and 

19[f] wherein the cap layer of all of said plurality of 

metallization layers except an uppermost said 

metallization layer comprises a silane oxide layer 

having a minimum thickness of 100 Å. 

Oshima discloses these limitations because, as discussed with respect to claim 

limitation 1[e], cap layers (plasma oxide films 9c, 11c) are formed on the TEOS 

oxide films 9b and 11b, respectively.  Ex. 1005 at [0002], [0040], [0045]; Ex. 1020 

¶107; see Section X.A.1(f), supra.   

Oshima discloses limitation 19[f] because, as discussed with respect to claim 

limitation 1[f], the cap layers of all of the metal traces except the uppermost 

metallization layer—namely, plasma oxide films 9c, 11c—comprise oxide material 

having a minimum thickness of 100–150 nm (i.e., 1000–1500 Å) 100 Å.  Ex. 1005 

at [0002], [0009], [0034], [0036], [0038]; see Section X.A.1(f), supra.  In particular, 

the plasma oxide films 9c, 11c are silicon oxide films formed using silane as a main 

gas, thus constituting a “silane oxide layer.”  Ex. 1006 at [0011]–[0012]; Ex. 1020 
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¶108.  Note, as discussed in Section X.A.1(f), supra, the uppermost layer comprises 

a TEOS oxide film 21a and plasma nitride oxide 21b, neither of which is a silane 

oxide layer (or cap layer).   

B. Ground 2: Oshima in view of Lee renders obvious claims 2, 3, 7 

With respect to claims 2, 3, and 7, the only claim limitation that Oshima does 

not expressly disclose is generation of silane oxide by way of reacting silane (SiH4) 

gas with oxygen gas, which is required by claim limitations 2[c] and 7[b].  As 

discussed below, Lee discloses that limitation, and it would have been an obvious 

and trivial substitution to modify Oshima’s method to use O2 gas (instead of the N2O 

gas, as Oshima discloses), thus rendering claims 2, 3, and 7 obvious.  Ex. 1020 ¶109.  

1. Claim 2.  

(a) 2[a] The method of claim 1, wherein forming said 

patterned metal structure of each of said plurality of 

metallization layers comprises forming an aluminum 

layer and then etching said aluminum layer, 

Oshima discloses this limitation.  First, Oshima discloses forming an 

aluminum layer because the material films from which the metal traces 8, 10, and 

12 are patterned are made of aluminum.  Ex. 1005 at [0022] (“400 nm of trace 

material film such as Al or the like is deposited, and a layer 1 trace 8 is formed by 

patterning.”); [0030] (“a layer 2 metal trace 10 is formed by depositing 600 nm of 

metal trace material such as Al or the like and patterning according to the standard 

method.”); [0022] (“The same manner of trace material film is used for the upper 
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trace layer.”).  Second, because Oshima discloses patterning the aluminum layers to 

form the metal traces 8, 10, and 12, it follows that Oshima discloses “etching” the 

aluminum layers.  See Ex. 1017 (Frank) at 85-86 (describing that wet etching, which 

was initially used for patterning aluminum, was replaced by plasma-assisted etching 

processes); see also Ex. 1018 (Riley) at 1518 (“broad lines” are defined by wet 

etching, and “narrow lines must be defined by plasma etching”); Ex. 1020 ¶110.  

(b) 2[b] wherein forming said ILD layer of at least one of 

said metallization layers comprises forming one or 

more of Undoped silicate glass (USG) and 

Fluorosilicate glass (FSG), and 

Oshima discloses this limitation.  Oshima discloses supplying fluorine gas (F2) 

with TEOS to form the disclosed TEOS oxide films.  Ex. 1005 at [0023] (“TEOS 

oxide film 9b is deposited by CVD using Si(OC2H5)4)+F2 as the source gas.”), [0038] 

(same condition for film 11b).  A POSITA would have understood that this reaction 

is performed using O2 as the oxidant, resulting in the formation of FSG.  Ex. 1020 

¶111; see also Ex. 1001 at 1:55–61 (“The ILD and topside stack are typically formed 

using one or more of . . . Fluorosilicate glass (FSG) . . . .  FSG is essentially SiO2 

containing fluorine . . . .”).  

(c) 2[c] wherein forming the cap layer over said ILD 

layer of said all of said plurality of metallization 

layers except said uppermost metallization layer 

comprises generating silane oxide by way of reacting 

silane (SiH4) gas and oxygen (O2) gas. 
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Oshima discloses depositing the cap layers (plasma oxide film 9a and 9c) by 

reacting silane (SiH4) gas with N2O gas.  Ex. 1005 at [0023] (“mixed gas containing 

at least SiH4 and N2O gas as the source gas”); id. at [0027] (plasma oxide film 9c is 

deposited “under the same conditions”); Ex. 1020 ¶112. 

Lee discloses reacting silane gas with oxygen (O2) gas.  Specifically, Lee 

discloses forming capping layer 225 and 235 (cyan) on dielectric layer 220 and 

230 (green), respectively, using “a plasma silane [e.g., silicon dioxide formed by 

plasma-assisted CVD of silicon dioxide from silane and oxygen].”  Ex. 1007 at 

[0027]; see also id. at [0031] (“a second capping layer 225 may be formed on the 

second dielectric layer 220 using plasma-SiH4.”); Ex. 1020 ¶113. 
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A POSITA would have found it obvious to form Oshima’s plasma oxide films 

9a and 9c as silane oxide by reacting silane gas with oxygen gas, as disclosed in Lee.  

Oshima and Lee are in the analogous art of semiconductor fabrication, in particular 

the formation and arrangement of dielectric layers in a multi-metallization stack.  Ex. 

1005 at [0008]; Ex. 1007 at [0015], Fig. 3; Ex. 1020 ¶114.  A POSITA would have 

looked to the complementary teachings of Lee when fabricating a stacked 

semiconductor device using Oshima’s method.  Ex. 1020 ¶114.   

The modification would have involved simply substituting the N2O gas in 

Oshima’s gas mixture with an oxygen source (e.g., dioxygen).  Id. at 115.  A 

POSITA would have made the modification with reasonable expectation of success 

because formation of an oxide from a hydride requires reaction with an oxygen-

bearing reactant, and replacing one oxidant (e.g., N2O) with another (e.g., O2, O3) 

does not affect the end result, i.e., the formation of silicon oxide.  Id.  As such, the 

modification would have been obvious to try.  Id.    

Furthermore, a POSITA would have had a reasonable expectation of success 

and, indeed, found such a modification to yield predictable benefits over using N2O 

gas.  Id. ¶116.  For example, N2O can cause nitrogen to become incorporated into 

the oxide, resulting in formation of silicon oxynitride (SiON), which has larger 

dielectric constant than silicon oxide (SiO2).  Id. ¶116.  As Oshima expressly 

discloses, larger dielectric constant is disadvantageous because it increases the 
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capacitance between the wirings.  Ex. 1005 at [0026].  Moreover, due to its higher 

dielectric constant, SiON is more likely than SiO2 to accumulate charges during 

plasma deposition on patterned interconnect, which is undesirable because the 

charges can dissipate through the metal interconnects to the underlying gate oxides 

and damage them (a phenomenon known as “antenna effect”).  Ex. 1020 ¶116; Ex. 

1019 at 154.  Thus, a POSITA would have readily substituted an oxygen source for 

N2O gas, and have a reasonable expectation of success, to ensure formation of SiO2.   

2. Claim 3.  

(a) The method of claim 2, wherein generating said silane 

oxide comprising forming a layer of said silane oxide 

having a thickness in the range of 500 Å to 5000 Å. 

Oshima discloses using a plasma oxide film as a compact film that has a 

thickness of 200 to 600 nm (i.e., 2000 Å to 6000 Å).  Ex. 1005 at [0009] (“[S]ilicon 

oxide film deposited by plasma CVD with silane as the primary source gas can be 

used as compact insulation film. Preferably, the compact insulation film has a film 

thickness of 200-600 nm . . . .”).  In particular, Oshima discloses maintaining the 

plasma oxide films (i.e., the claimed cap layer) at a sufficient thickness (e.g., 500 

nm) to prevent hydrogen diffusion.  Id. at [0027]; see also id. at [0045] (film 11 is 

identical to film 9); Ex. 1020 ¶117.  Oshima’s method thus generates the silane oxide 

having a thickness in the claimed range of 500 Å to 5000 Å (which is equal to 50 

nm to 500 nm).  
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3. Claim 7.   

(a) 7[a] The method of claim 6, further comprising: 

forming a first ILD layer of said lowermost 

metallization layer over said etched first aluminum 

layer, said first ILD layer comprising one or more of 

Undoped silicate glass (USG) and Fluorosilicate glass 

(FSG), and 

Oshima discloses depositing a TEOS based film 9b over the metal trace 8, 

which is the lowermost metallization layer.  Ex. 1005 at [0023]; see Section 

X.A.2(a), supra.  The TEOS based film 9b comprises FSG because, as discussed in 

Section X.B.1(b), the disclosed CVD chemistry (using Si(OC2H5)4)+F2 as the source 

gas) results in formation of FSG.  Ex. 1020 ¶118. 

(b) 7[b] forming a first cap layer over said first ILD layer 

by generating silane oxide by way of reacting silane 

(SiH4) gas and oxygen (O2) gas, and 

Oshima in view of Lee renders this limitation obvious.  As discussed in 

Section X.B.1(c), it would have been obvious to form Oshima’s plasma oxide film 

9c as silane oxide by reacting silane gas with oxygen gas (rather than N2O), as 

disclosed in Lee.  Ex. 1020 ¶119.  The plasma oxide film 9c thus constitutes the 

claimed “first cap layer.” 

(c) 7[c] forming a second patterned aluminum structure 

of a second metallization layer of said plurality of 

metallization layers on said first cap layer, said 

forming comprising: 
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Oshima discloses patterning an aluminum film to form metal trace 10 over the 

first cap layer (plasma oxide film 9c).  Ex. 1005 at [0030].  The metal trace 10 thus 

constitutes the claimed “second patterned aluminum structure.” 

(d) 7[d] forming a second aluminum layer on said first 

cap layer; and 

As discussed above, Oshima discloses that metal trace 10 is patterned from 

metal trace material made of aluminum.  Ex. 1005 at [0030]. 

(e) 7[e] etching a portion of said second aluminum layer 

such that an etch front passes through said second 

aluminum layer and enters said first cap layer, and 

such that said etching is terminated when a minimum 

thickness of said first cap layer between an upper 

surface of said first ILD layer and said etch front is 

greater than 100 Å. 

Oshima discloses this limitation.  As discussed in Section X.A.2(b), a 

POSITA would have readily recognized that, when patterning a trace material film 

to form the metal trace 10, one would over-etch into the first cap layer (plasma oxide 

film 9c) but stop the etch front such that at least 100 Å of the silane oxide material 

remains between an upper surface of the pre-metal dielectric layer (insulating film 

7) and the etch front.  Ex. 1020 ¶122.  

C. Ground 3: Oshima in view of Crook renders obvious claim 10  

1. Claim 10.  

(a) The method of claim 1, wherein forming said ILD 

layer of at least one of said metallization layers 

comprises depositing a TEOS-based oxide, and then 



 

 53 

processing said TEOS-based oxide in a hydrogen 

plasma before forming said cap layer. 

Oshima discloses depositing TEOS-based oxide films 9b and 11b over the 

metal traces 8 and 10; and, thus, Oshima discloses “forming said ILD layer of at 

least one of said metallization layers comprises deposition a TEOS-based oxide.”  

Sections X.A.1(e), X.A.1(f); Ex. 1005 at [0023], [0038].  Oshima also discloses 

treatment (i.e., processing) of the TEOS-based oxide films “immediately after 

deposition,” and before forming the cap layers (i.e., plasma oxide films 9c, 11c) to 

control moisture absorption by TEOS.  Id. at [0033], [0038]; see also id. at [0024], 

[0054], Figs. 2, 3, 9, 10; Ex. 1020 ¶123.   

Crook discloses treating TEOS-based oxide with a hydrogen plasma to control 

moisture reabsorption after deposition at lower temperatures.  Ex. 1008 at 1:33–56 

(“The present invention provides a method of depositing a silicon dioxide film using 

PECVD in a chamber including supplying TEOS, oxygen, or a source thereof and 

hydrogen as precursors . . . .  Whilst the precursors can be used in any suitable 

quantities, the inventors have used a ratio of O2:TEOS of 10–20:1 based on sccm.  

The films made by the process disclosed herein can further undergo a hydrogen 

plasma post deposition treatment step . . . .”); cls. 1–2 (“A method of forming a 

silicon dioxide film on a substrate, including the steps of: supplying TEOS via a 

carrier gas, supplying oxygen or a source of oxygen . . . .”  “A method according 

[to] claim 1 further comprising treating the deposited silicon dioxide with a 
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hydrogen plasma as a post deposition treatment.”); see also id. at Fig. 2b, 2:15–

17, 2:55–61; Ex. 1020 ¶124. 

A POSITA would have been motivated to combine the teachings of Oshima 

and Crook such that Oshima’s TEOS-based oxide films are treated with a hydrogen 

plasma, as disclosed by Crook.  Ex. 1020 ¶125.  First, the references both relate to 

the field of semiconductor manufacturing, and the deposition of TEOS-based layers 

using CVD.  Ex. 1005 at [0003], [0023], [0038]; Ex. 1022 at 1:4–7, 1:33–36, 1:52–

54, cl. 1.  Second, Crook provides a further solution to a problem acknowledged by 

Oshima: moisture absorption by TEOS.  That is, Oshima discloses that “TEOS oxide 

film tends to absorb moisture,” which has “known . . . adverse[] impact.”  Ex. 1005 

at [0003], [0036].  Oshima discloses using a source gas of TEOS and F2 but notes 

that “[e]xcess fluorine can have the undesirable effect of causing increased 

absorption of moisture in the TEOS oxide film 9b.”  Id. at [0023], [0032].   

Moreover, a POSITA would have reasonable expectation of success of 

achieving moisture control by combining the teachings of Oshima with Crook.  Ex. 

1020 ¶125.  While Oshima discloses moisture absorption may be controlled through 

annealing the TEOS oxide film at 300–450ºC, Oshima also discloses that doing so 

may not be “strictly necessary” in “situations where it is possible to enact controls 

preventing problematic levels of moisture absorption during the manufacturing 

process”; thus, suggesting its disclosures to be combined with further moisture 
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absorption control methods.  Id. at [0033]; Ex. 1020 ¶125.  Crook provides a method 

(i.e., post-deposition hydrogen plasma treatment) to control moisture absorption by 

TEOS during manufacturing; for example, in applications where deposition or 

treatment temperatures below 200ºC are desired.  Ex. 1008 at 1:14–32, 1:55–59 

(“The films made by the process disclosed herein can further undergo a hydrogen 

plasma post deposition treatment step . . . .  This step further suppresses reabsorption 

of moisture and reduces the leakage current.”); see also id. at Fig. 1a, 2:42–53.  Thus, 

a POSITA would have combined Oshima with Crook to achieve the benefit of 

“further suppress[ing] reabsorption of moisture and reduc[ing] the leakage current,” 

particularly at a wide range of deposition or treatment temperatures.  Id.; Ex. 1020 

¶125.  

D. Ground 4: Nagai anticipates claims 1, 8, and 11 

1. Claim 1 

(a) 1[pre] 

Nagai discloses the preamble to the extent it is limiting because Nagai 

discloses “a semiconductor device and a method for fabricating the semiconductor 

device.”  Ex. 1006 at 1:18–19; Ex. 1020 ¶126.   

(b) 1[a] 

Nagai discloses generating front-end structures including the claim elements 

as discussed below.  First, Nagai discloses “one or more doped diffusion regions 

disposed in a semiconductor substrate.”  Nagai discloses forming source/drain 
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diffused layer 22 (purple) in the semiconductor substrate 10 (yellow).  Ex. 1006 

at 6:66–7:2, Fig. 33; Ex. 1020 ¶127.   

 

 

Second, Nagai discloses “one or more polycrystalline silicon structures 

disposed over a surface of the substrate.”  Nagai discloses forming a polycrystal 

silicon film 18 (red) and patterning the film to form gate electrodes.  Ex. 1006 at 

17:39–44.  Nagai thus discloses “one or more polycrystalline silicon structures 

disposed over a surface of the substrate.”  Ex. 1020 ¶128.   

Lastly, Nagai discloses “a pre-metal dielectric layer over the one or more 

polycrystalline silicon structures.”  Inter-layer insulation films 26 and 50 (orange) 

are formed over the gate electrodes 18.  Id. at 17:66–18:3, 7:1–3, 20:38–43.  The 

interlayer insulation film 26 is formed from a SiON film and silicon oxide film.  Id. 
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at 17:66–18:3.  The interlayer insulation film 50 is a silicon oxide film formed by 

plasma TEOS CVD.  Id. at 20:38–43.  The inter-layer insulation films 26 and 50, 

alone or together, constitute a “pre-metal dielectric layer over the one or more 

polycrystalline silicon structures.”  Ex. 1020 ¶129.   

(c) 1[b] 

Nagai discloses this limitation.  Over the pre-metal dielectric layer (inter-layer 

insulation films 26 and 50), Nagai discloses forming layer films 64, 78, and 92 

(magenta) from metal materials including Ti, TiN, and AlCu.  Ex. 1006 at 22:13–

20, 23:21–26, 24:33–42, Fig. 33; Ex. 1020 ¶130.  

 

Further, as discussed below, Nagai discloses that forming one or more of the 

metal layers includes the steps discussed below with respect to limitations 1[c]–[e]. 
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(d) 1[c] 

Nagai discloses patterning the layer films discussed above by 

photolithography to form the first, second, and third metal interconnection 64, 78, 

and 92 (magenta).  Ex. 1006 at 22:13–20, 23:21–26, 24:33–42, Fig. 33.  Each metal 

interconnection constitutes the claimed “patterned metal structure.”  Ex. 1020 ¶132. 

(e) 1[d] 

Nagai discloses forming an inter-layer insulation film 70 (green), consisting 

of silicon oxide films 66 and 68, on the first metal interconnection 64; an inter-layer 

insulation film 84 (green), consisting of silicon oxide films 80 and 82, on the second 

metal interconnection 78; and a silicon oxide film 94 (green) on the third 

interconnection 92.  Ex. 1006 at 22:21–34, 23:31–43, 24:43–49.  Each silicon oxide 

film is formed by plasma TEOS CVD.  Id. at 22:21–34, 23:31–43, 24:43–49.  

Accordingly, inter-layer insulation film 70, inter-layer insulation film 84, and the 

silicon oxide film 94 each constitute the claimed ILD layer.  Ex. 1020 ¶133. 
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(f) 1[e] & 1[f] 

Regardless which ILD layer is construed to require the claimed overlying cap 

layer4, Nagai discloses these limitations.  Specifically, Nagai discloses forming 

barrier films 138 and 146, over the first and second inter-layer insulating films 70 

and 84, respectively.  Ex. 1006 at 34:42–48, Fig. 33.   

Each barrier film 138 and 146 consists of hydrogen/water diffusion 

preventing films 132/136 or 140/144 (cyan), which may be aluminum oxide films, 

that “sandwich” a stress mitigating film 134 or 142 (cyan), which may be silicon 

nitride oxide.  Id. at 34:48–35:32.  Aluminum oxide, Al2O3, is a “high-density” oxide 

 
4   n.2–3, supra.     
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material that has much higher density than any of the silicon oxides.  Ex. 1020 ¶134.  

A POSITA would have recognized that aluminum oxide is generally “low-

moisture,” particularly according to Nagai’s teachings, which uses an alumina oxide 

film to prevent hydrogen/water diffusion.  Ex. 1006 at 34:59–64, 35:18–23; Ex. 1020 

¶135.  Moreover, Nagai discloses the stress mitigating films in the barrier films are 

silicon nitride oxide (id. at 34:65–35:1, 35:24–27), which a POSITA would 

understand is the same material as silicon oxynitride.  Ex. 1020 ¶135.  Silicon 

oxynitride (i.e., silicon nitride oxide) is an embodiment of high-density, low-

moisture content oxide material according to the claims of the ’455 patent.  Ex. 1001 

at 10:4–10.  The barrier films serve to prevent diffusion of hydrogen and water into 

the capacitors 44.  Id. at 35:37–45; Ex. 1020 ¶135.  Accordingly, the barrier films 

each constitute the claimed cap layer.   
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Nagai further discloses that each hydrogen/water diffusion preventing film 

and the stress mitigating film are 20–30 nm thick and 50–100 nm thick, respectively.  

Ex. 1006 at 34:49–58, 35:9–17.  Because each barrier film has two hydrogen/water 

diffusion preventing films and one stress mitigating film, each barrier film is 90–160 

nm thick, which is equal to 900–1600 Å, thus satisfying the “minimum thickness of 

100 Å” limitation.  Ex. 1020 ¶136.   

Moreover, Nagai discloses that a cap layer is not formed over the uppermost 

metallization layer, the third metal interconnection layer 92.  Ex. 1006 at Fig. 33.  

Neither the silicon nitride film 96 nor the polyimide resin film 98 is a cap layer 

because they are not “oxide material,” which the claim requires of a cap layer.  See 
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claim limitation 1[f], infra; Ex. 1020 ¶137.  Additionally, as discussed in Section 

X.A.1(f), supra, it was known in the art that silicon nitride film can create, rather 

than block, hydrogen, thus further supporting that the silicon nitride film 96 is not 

the claimed cap layer.  Ex. 1005 at [0002] (“prevent the diffusion of hydrogen from 

the nitride film”), [0005] (plasma nitride film 21b is a source of hydrogen), [0015] 

(similar).   

2. Claim 8. 

(a) The method of claim 1, wherein forming the pre-

metal dielectric layer comprises forming a layer 

consisting essentially of one or more of BPSG and a 

TEOS-based oxide, and 

Nagai discloses this limitation because, as discussed in Section X.D.1(e), the 

interlayer insulation film 50 is a silicon oxide film formed by plasma TEOS CVD.  

Ex. 1006 at 20:38–43; Ex. 1020 ¶138.  Nagai’s method thus comprises forming a 

pre-metal dielectric layer that comprises essentially of a TEOS-based oxide.   

(b) wherein the method further comprises a barrier layer 

disposed between said polycrystalline silicon 

structures and a lowermost metallization layer of said 

plurality of metallization layers, wherein said barrier 

layer comprises one of silicon nitride and silicon oxy-

nitride. 

Nagai teaches forming an SiON (silicon oxy-nitride) film 34 on the inter-layer 

insulation film 26.  Ex. 1006 at 7:16–20.  SiON 34 serves to protect the underlying 

transistors and other IC elements by preventing oxidation of the surfaces of the 

conductor plugs 32.  Id. at 13:19–29, 18:23–26; Ex. 1001 at 3:27–31.  Nagai also 
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discloses forming an insulation film 54 made of SiON film or silicon nitride film.  

Ex. 1006 at 21:19–25, Fig. 33; Ex. 1020 ¶139.   

The SiON film 34 and the insulation film 54 are both disposed between the 

polysilicon structures (gate electrodes 18) and a lowermost metallization layer 

(interconnect 64).  Ex. 1020 ¶140.   

Accordingly, the SiON film 34 and the insulation film 54 each constitute the 

claimed barrier layer. 

 

3. Claim 11.  

(a) The method of claim 1, further comprising, after 

forming an uppermost ILD layer of an uppermost 

metallization layer of said plurality of metallization 

layers, annealing said uppermost ILD layer at 

temperature in the range 350-450°C. before 

performing a pad etch. 
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Nagai anticipates claim 11.  Nagai teaches that, after an uppermost ILD layer 

(silicon oxide film 94) is formed on an uppermost metallization layer 

(interconnection 92), “thermal processing” is performed “for removing water, etc. 

from the insulation film 94 while changing the film quality of the insulation film 94 

to thereby make the insulation film 94 difficult for water to intrude into.”  Ex. 1006 

at 24:50–60.  The thermal processing is done, e.g., at 350°C.  Id.  Similarly, the ’455 

patent discloses “anneal[ing] to remove residual water from the underlying TEOS-

based oxide” and “to shift the diffusion of residual hydrogen to the outside of the 

wafer.”  Ex. 1001 at 8:19–22, 15:41–42.  Nagai’s thermal processing thus constitutes 

the claimed “annealing” step.  Ex. 1020 ¶142.   

Moreover, Nagai discloses that annealing is done “before performing a pad 

etch.”  After annealing of the uppermost ILD layer (film 94), a silicon nitride film 

96 and polyimide film 98 are formed, and “openings . . . are formed in the polyimide 

film [98] down to the electrode pads,” i.e., in both the silicon nitride film 96 and the 

insulation film 94, by photolithography.  Ex. 1006 at 25:8–10.5  The formation of 

 
5   Nagai’s reference to “the polyimide film 79” at 25:9 appears to be a 

typographical error.  The context makes clear that the disclosure is about the 

polyimide film 98 (see Ex. 1020 ¶143 n.1), and in fact there is no element (polyimide 

film or otherwise) that is numbered 79 in Nagai’s disclosures. 
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openings constitutes the claimed “pad etch.”  See Ex. 1001 at 1:50–54 (describing 

that “pad etch” is performed “to make appropriate connections to the underlying IC, 

typically by way of connections to the uppermost patterned metal structure.”); Ex. 

1020 ¶143. 

E. Ground 5: Nagai in view of Miyazaki renders obvious claim 12 

1. Claim 12.  

(a) The method of claim 1, further comprising, after 

forming an uppermost ILD layer of an uppermost 

metallization layer of said plurality of metallization 

layers, performing a pad etch, and then annealing 

said uppermost ILD layer at temperature in the range 

350-450°C. 

Nagai in view of Miyazaki renders claim 12 obvious.  As discussed in Section 

X.D.3, supra, Nagai discloses forming an uppermost ILD layer (silicon oxide film 

94) of an uppermost metallization layer (interconnection 92) and then performing a 

pad etch (forming openings to the electrode pads by photolithography).  It would 

have been obvious to combine Nagai with Miyazaki such that Nagai’s uppermost 

ILD layer (silicon oxide film 94) is annealed at a temperature of 350–450°C.  Ex. 

1020 ¶144.  Miyazaki teaches forming a silicon oxide protection film 15 over metal 

interconnections 13a and 13b and opening the protection film to expose the lower 

layer interconnections 13a and 13b.  Ex. 1009 at [0030], [0033], Fig. 2.  After a 

polyimide precursor 17 is deposited and opened, annealing is performed for 30 

minutes at a temperature of 350°C to 400°C in the air atmosphere or a nitrogen 
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atmosphere.  Id. at [0034]–[0036], Fig. 3.  Miyazaki’s annealing step thus constitutes 

the claimed post-pad etch “annealing” step.  It would have been obvious for a 

POSITA to anneal Nagai’s uppermost ILD layer (silicon oxide film 94) after a pad 

etch, as taught by Miyazaki.  Ex. 1020 ¶144. 

 

A POSITA would have been motivated to combine the teachings of Nagai and 

Miyazaki.  Ex. 1020 ¶145.  First, the references are analogous art because they are 

both in the field of manufacturing of a semiconductor device having a multilayer 

wiring structure and address the formation of an interlayer insulation film.  Id. ¶145; 

Ex. 1006 at 1:18–19, 24:43–49; Ex. 1009 at [0001], [0015]. 

Second, after forming the polyimide film 98 and creating openings (through 

the films 94, 96, and 98) to the electrode pads on the uppermost metal layer 92 in 

accordance with Nagai’s method (Ex. 1006 at 25:6–10), a POSITA would have 

looked to Miyazaki for guidance on subsequent steps to enhance the device’s 

characteristics.  Ex. 1020 ¶146.  Miyazaki’s teachings concerning post-pad etch 
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annealing would have been applied following the formation of openings in Nagai’s 

polyimide film 98.  Id.  Indeed, Miyazaki’s annealing step is performed after a 

polyimide film (polyimide precursor 17) is deposited over the protection film 15 and 

thus is complementary to the formation of the polyimide film 98 in Nagai’s method.  

Id.   

Third, the modification would have been trivial.  Annealing was a well-known 

technique that was employed in semiconductor fabrication for over a decade before 

the alleged invention of the ’455 patent.  Id. ¶147; Ex. 1013 at 393–396. The 

modification would thus have entailed nothing more than adding an annealing step 

after Nagai’s pad etch (through the films 94, 96, and 98) is performed.  Ex. 1020 

¶147. 

Fourth, a POSITA would have had a reasonable expectation of success of 

combining the teachings of Nagai with the post-pad etch processing taught by 

Miyaki, and found the modification to yield a predictable benefit of improving the 

characteristics of the uppermost ILD layer after pad etch.  Ex. 1020 ¶148.  Miyazaki 

discloses performing post-pad etch annealing to increase the insulation resistance of 

an interlayer insulation film.  Ex. 1009 at [0022].  A POSITA would have understood 

that adding the annealing step to Nagai’s method realizes such a benefit and 

increases the reliability of a semiconductor device.  Ex. 1020 ¶148. 
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F. Ground 6: Nagai in view of Lee renders obvious claim 15 

1. Claim 15.   

(a) The method of claim 1, wherein fabricating said 

semiconductor integrated circuit comprises 

fabricating one of a CMOS image sensor (CIS) and a 

charge-coupled device (CCD). 

Nagai in view of Lee renders claim 15 obvious.  Lee discloses methods for 

fabricating a semiconductor integrated circuit of a CMOS or CCD image sensor.  Ex. 

1007 at [0003], [0006]; see Section VIII.C, supra.  In particular, Lee discloses 

forming a transistor region (TR) on a substrate and then forming a photo diode region 

(PD) at one side of the TR region with a relatively deep N-type ion implantation 

layer and a relatively shallow P-type ion implantation layer.  Id. at [0024]–[0025], 

Fig. 2.  A PD region is where a photodiode is formed to convert a light signal into 

an electrical signal, and a TR processes the converted electrical signal.  Id. at [0004].  

Dielectric layers are formed over both regions and then selectively removed on the 

PD region such that only the first dielectric layer 210 (orange) and the first capping 

layer 215 (blue) remain on the PD region.  Id. at [0026], [0036]-[0038], Fig. 2; Ex. 

1020 ¶149.   
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It would have been obvious to modify Nagai’s fabrication method such that a 

PD region, as taught by Lee, is formed at one side of Nagai’s device.  A POSITA 

would have been motivated to combine the teachings of Nagai and Lee.  Ex. 1020 

¶150.  First, the references are analogous art because they are both in the field of 

semiconductor fabrication, in particular the formation and arrangement of dielectric 

layers in a multi-metallization stack.  Id; Ex. 1006 at 1:18–23, Fig. 33; Ex. 1007 at 

[0015], Fig. 3. 

Second, a POSITA would have applied Lee’s teachings to Nagai’s method to 

fabricate a CIS or CCD with reasonable expectation of success.  Ex. 1020 ¶151.  A 

POSITA would have understood that the techniques Nagai teaches to address 

hydrogen diffusion are equally applicable to fabrication of CIS or CCD 

semiconductor devices.  Id.  This is because CIS and CCD sensors must store 
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accumulated charge until it is read; hydrogen diffusion from the back-end processes 

will have an adverse effect on the front end, in particular on the sensor’s ability to 

retain charges, just as the multi-metallization layer semiconductor devices of Nagai.  

Id.  A POSITA would have thus found that forming a photodiode region in the 

semiconductor devices of Nagai in the manner disclosed by Lee yields a predictable 

result, i.e., a CIS or CCD device less susceptible to hydrogen diffusion.  Id.   

A POSITA would also have found such a modification to be trivial.  Lee 

discloses complementary details on how to form a photodiode region alongside a 

transistor region such that the semiconductor device can convert an optical image to 

electrical signals, either as a CCD or CMOS.  Ex. 1007 at [0003]-[0004]; Ex. 1020 

¶152.  It would have been well within the knowledge and expertise of a POSITA to 

follow Lee’s teachings to add photodiodes in Nagai’s semiconductor devices to 

fabricate a CMOS or CCD image sensor.  Ex. 1020 ¶152.  Indeed, there is nothing 

in the specification or the claims of the ’455 patent suggesting that fabricating a 

CMOS or CCD image sensor using the recited steps of claim 1 would have involved 

an additional challenge beyond a POSITA’s skillset and knowledge.  Id.   

G. Ground 7: Nagai in view of Wang renders obvious claim 16 

1. Claim 16.   

(a) The method of claim 1, wherein fabricating said 

semiconductor integrated circuit comprises 

fabricating a radiation detector. 
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Nagai in view of Wang renders this claim obvious.  Wang discloses a 

semiconductor device 100 with a substrate 110, which “may include various p-type 

doped regions and/or n-type doped regions configured and coupled to form various 

devices and functional features.”  Ex. 1010 at 2:12–15, Fig. 4.  For example, Wang 

discloses disposing an imaging sensor element 120 (purple) in the substrate 110 

and diffusing or implanting dopants to form a light-sensing region, which is 

“operable to receive light (or other form of radiation energy from an object to be 

imaged).”  Id. at 2:21–31, Fig. 4; Ex. 1020 ¶153.  Wang thus discloses “fabricating 

a radiation detector.”   

 

It would have been obvious to modify Nagai’s method to fabricate a radiation 

detector, as disclosed in Wang.  Ex. 1020 ¶154.  Wang is analogous art because it is 
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directed to fabrication of a semiconductor device with multiple metallization and 

inter-metal dielectric layers.  Ex. 1010 at 1:15–20.   

A POSITA would have modified Nagai’s method with a reasonable 

expectation of success.  As discussed with respect to claim 15 above, the invention 

of Nagai is directly applicable to light sensing semiconductor devices.  See Section 

X.F.1, supra.  Indeed, Wang expressly states  that a desire existed to advance light 

sensing using semiconductor technology.  Ex. 1010 at 1:11–13; Ex. 1020 ¶155.  As 

such, a POSITA would have understood that employing Nagai’s method to fabricate 

a radiation detector as disclosed in Wang achieves predictable benefits (i.e., reducing 

adverse effect of hydrogen diffusion on the front end, in particular on the sensor’s 

ability to retain charges).  Ex. 1020 ¶155.   

Furthermore, the modification would have been trivial and readily performed 

in accordance with Wang’s teachings.  For example, the modification would have 

simply entailed adding a conventional sensing device such as a photodiode in 

Nagai’s substrate and doping, either by ion implantation or diffusion, Nagai’s 

source/drain diffused layer 22 to form a light-sensing region.  Ex. 1020 ¶156; Ex. 

1010 at 2:21–38.   

H. Ground 8: Nagai in view of Omi renders obvious claims 17 and 18 

1. Claim 17 

(a) 17[pre] A method for fabricating a semiconductor 

integrated circuit, the method comprising: 
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To the extent the preamble is limiting, it is disclosed by Nagai, as described 

in Section X.D.1. 

(b) 17[a] generating front-end structures including one or 

more doped diffusion regions disposed in a 

semiconductor substrate, one or more polycrystalline 

silicon structures disposed over a surface of the 

substrate, and a pre-metal dielectric layer over the 

one or more polycrystalline silicon structures;  

Nagai discloses this limitation for the same reasons discussed in Section 

X.D.1(b). 

(c) 17[b] forming a plurality of metallization layers over 

the pre-metal dielectric layer, wherein forming at 

least one of said metallization layers includes: 

Nagai discloses this limitation for the same reasons discussed in Section 

X.D.1(c). 

(d) 17[c] forming a patterned metal structure; 

Nagai discloses this limitation for the same reasons discussed in Section 

X.D.1(d). 

Omi also discloses depositing at least one aluminum film, from which inter-

pixel light shielding aluminum is formed by etching the aluminum film.  Ex. 1011 

at 14:42–51, 14:57–62.  Omi discloses that, when inter-pixel light shielding 

aluminum is formed from etching the second aluminum film, aluminum dummy 

interconnects may also be simultaneously formed.  Id. at 14:57–62; Ex. 1020 ¶161. 
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(e) 17[d] forming an interlevel dielectric (ILD) layer 

comprising a TEOS-based oxide over the patterned 

metal structure; and  

Nagai discloses this limitation for the same reasons discussed in Section 

X.D.1(e), supra.  Omi also discloses this limitation because Omi discloses forming 

an insulating film 103A of TEOS (green) over the inter-pixel light shielding 

aluminum 113 (the claimed “patterned metal structure”).  Ex. 1011 at 14:33–56, Fig. 

6B; Ex. 1020 ¶162. 

 

(f) 17[e] forming a cap layer over the ILD layer,  

17[f] wherein forming the cap layer comprises 

forming a high-density, low-moisture content oxide 

material having a minimum thickness of 100 Å, 

Nagai discloses these limitations for the same reasons discussed in Section 

X.D.1(f). 

(g) 17[g] wherein said semiconductor integrated circuit 

comprises an array of image sensing pixels disposed 
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inside a rectangular imaging region of said 

semiconductor substrate, and 

It would have been obvious to modify Nagai’s semiconductor integrated 

circuit in view of Omi such that it includes “an array of image sensing pixels 

disposed inside a rectangular imaging region of said semiconductor substrate.”  Omi 

discloses a semiconductor integrated circuit in which “a plurality of line image 

sensor ICs 110 are formed on the surface of a semiconductor substrate 

(semiconductor wafer) 101.”  Ex. 1011 at 1:28–31.  Image sensor ICs, whether 

CMOS or CCD (see Ex. 1007 at [0003]), comprise “a plurality of (e.g., 400) 

photoelectric conversion elements (light-receiving elements, pixels),” i.e., an array 

image sensing pixels.  Id. at 1:24–32; Ex. 1020 ¶164.  Furthermore, the photoelectric 

conversion elements 111 “are placed so as to be aligned in a row in a longitudinal 

direction,” resulting in the image sensor IC 110 having an “elongated rectangular 

shape.”  Ex. 1011 at 1:54–61; see also id. at cls. 1–3 (“a plurality of rectangular line 

image sensor ICs formed on a surface of the semiconductor substrate”), Fig. 1.  Thus, 

Omi discloses “an array of image sensing pixels disposed inside a rectangular region 

of said semiconductor substrate.”  Ex. 1020 ¶164.   
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A POSITA would have been motivated to combine the teachings of Nagai 

with Omi.  Ex. 1020 ¶165.  Both references are analogous art, directed to 

semiconductor fabrication, and particularly the formation of metallization layers and 

inter-layers.  E.g., Ex. 1006 at 1:18–23, Fig. 33; Ex. 1011 at 1:11–21; Ex. 1020 ¶165.  

For example, both Nagai and Omi teach depositing insulating/insulation films using 

TEOS between metal layers.  E.g., Ex. 1006 at 21:19–21 (“Then, the insulation film 

54 is formed by plasma TEOS CVD.”); Ex. 1011 at 14:46–58 (e.g., “Next, an 

insulating film 103A of tetra ethoxy silane (TEOS) is deposited . . . .”).   

A POSITA would have made the modification with reasonable expectation of 

success.  Ex. 1020 ¶166.  A POSITA would have understood that the techniques 



 

 77 

Nagai teaches to address hydrogen diffusion, e.g., by forming, depositing, and 

treating film materials, are equally applicable to fabrication of image sensor 

semiconductor devices.  Id.  Image sensor devices must store accumulated charge 

until it is read; hydrogen diffusion from the back-end processes will have an adverse 

effect on the front end, in particular on the sensor’s ability to retain charges, just as 

the multi-metallization layer semiconductor devices of Nagai.  Id. As such, a 

POSITA would have found it beneficial to utilize Nagai’s teachings to construct an 

image sensor IC by disposing image sensing pixels in Nagai’s semiconductor 

substrate 10, as disclosed in Omi.  

The modification would have been well within the knowledge and expertise 

of a POSITA.  Omi discloses forming the photoelectric conversion elements 111 by 

ion implantation and arranging them in a longitudinal direction in an image sensor 

IC 110, formed on semiconductor substrate 101.  Ex. 1011 at 9:35-47, 13:46-54.  

Following Omi’s teachings, a POSITA would have understood that image pixels 

could be formed, for example, in portions of the substrate 10 occupied by Nagai’s 

device isolation regions 12, adjacent to wells 14a and 14b.  Ex. 1020 ¶167. 
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(h) 17[h] wherein forming said patterned metal structure 

of at least one of said plurality of metallization layers 

comprises forming functional patterned aluminum 

structures over an interior of said rectangular 

imaging region, and forming non-functional 

patterned aluminum structures over an exterior 

peripheral region surrounding said rectangular 

imaging region. 

As discussed in Section X.H.1(d), supra, Omi discloses forming inter-pixel 

light shielding aluminum 113 and 113A from etching a first and second aluminum 

film, respectively.  Inter-pixel light shielding aluminum 113 and 113A is “placed at 

a position . . . in the region where the line image sensor ICs 110 are formed” and, 

more specifically, “between adjacent photoelectric conversion elements 111.”  Ex. 

1011 at 14:46–51, 14:57–62, Fig. 6C.  As discussed in Section X.H.1(g), supra, the 

image sensor ICs are placed in a rectangular formation.  Thus, the inter-pixel light 
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shielding aluminum constitutes “functional patterned aluminum structures” formed 

“over an interior of said rectangular imaging region.”  Ex. 1020 ¶168. 

Omi further discloses that, simultaneously with the formation of light 

shielding structure 113A, “[a] pattern of dummy interconnects 120 is formed.”  Ex. 

1011 at Abstract, 14:57–62; see also id. at 11:28–34.  The dummy interconnects are 

“made of aluminum” and formed on the side of image sensor ICs that are not facing 

any other image sensor IC in the array.  Id.; id. at 10:24–32.  Specifically, the dummy 

interconnects 120 are formed on the scribe lines 102Y, which are cut to produce 

independent image sensor ICs.  Id. at 12:26-40, 14:61-62, 15:6-9, Fig. 6C.  The 

dummy interconnects 120 thus constitute “non-functional patterned aluminum 

structures over an exterior peripheral region surrounding said rectangular imaging 

region.”  Thus, Omi discloses every element of this limitation.  Ex. 1020 ¶169. 

After disposing an array of photoelectric conversion elements (pixels) in a 

rectangular imaging region in the substrate 10 in Nagai’s device as discussed with 

respect to claim limitation 17(g), it would have been obvious to form the claimed 

“functional” and “non-functional” patterned aluminum structures in view of Omi.  

Ex. 1020 ¶170.  Photoconversion in the areas between pixels is problematic because 

it would result in generation of carriers that can drift into adjacent pixels and alter 

the light intensity detected.  Id.  As such, to enable light shielding of the areas 

between pixels for top-side illumination and prevent unwanted photoconversion, the 
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“functional” patterned aluminum structures (light shielding aluminum 113 and 

113A) would have been necessarily added, for example in the silicon oxide layer 94 

of Nagai’s device, over an interior of the rectangular imaging region (i.e., where the 

pixels are disposed).  Id.  

With respect to the “non-functional” patterned aluminum structures, Omi 

discloses temporarily forming dummy interconnects 120 in the gaps that separate 

the image sensor ICs to improve evenness of light-receiving surface and hence the 

performance of an image sensor IC.  Ex. 1011 at 3:29-45, 4:1-31, Fig. 1.  A POSITA 

would have obtained the same predictable benefit—i.e., more even light-receiving 

surface of photoelectric conversion element—by adding the dummy aluminum 

structures in, e.g., the silicon oxide layer 94 during fabrication of Nagai’s device.  

Ex. 1020 ¶171.   

2. Claim 18.   

(a) The method of claim 17, further comprising, after 

forming said functional and non-functional patterned 

aluminum structures, performing an anneal, and then 

removing said non-functional patterned aluminum 

structures.  

As discussed, supra, Nagai in view of Omi renders claim 17 obvious.  Omi 

discloses the additional dependent limitations of claim 18.  First, Omi discloses 

“after forming said functional and non-functional patterned aluminum structures, 

performing an anneal” because, after forming the inter-pixel light shielding 
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aluminum 113A and aluminum dummy interconnects 120 (as discussed Section 

X.H.1(d), supra), a protective film made of silicon nitride 104 is formed over the 

aluminum structures using “plasma CVD.”  Ex. 1011 at 14:63-67; Ex. 1020 ¶172.   

 

A POSITA at the time of the ’455 patent would have understood that Omi’s 

“plasma CVD” involves annealing, i.e., altering of chemical or physical properties 

by energizing (e.g., thermally or electrically) the material.  Ex. 1020 ¶173.  For 

example, plasma CVD of nitride is done at elevated temperature and involves 

bombarding of gas ions on the surface where the nitride film is deposited.  Id.  

Plasma CVD includes annealing because the wafer is placed in a heated plasma 

reactor to cause energetic ions to dissipate energy on the wafer surface.  Id.  

Further, Omi discloses “then removing said non-functional patterned 

aluminum structures” because Omi discloses that, after the plasma CVD process, the 

dummy interconnects (i.e., the claimed “non-functional patterned aluminum 
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structures”) are cut to produce independent line image sensor ICs.  Ex. 1011 at 15:6-

9.   Accordingly, Nagai in view of Omi renders obvious claim 18. 

XI. MANDATORY NOTICES AND FEES 

A. Real Party-In-Interest  

The real parties-in-interests here is Taiwan Semiconductor Manufacturing 

Company Limited.  No other parties directed, controlled, or funded this Inter 

Partes Review proceeding (IPR). 

B. Related Matters  

Alidouble Inc. asserted the ’455 patent against Petitioner in a complaint filed 

on December 14, 2021.  Alidouble Inc. v. Taiwan Semiconductor Manufacturing 

Company Limited, No. 2:21-cv-00452-JRG (E.D. Tex.).   

C. Counsel and Service Information 

Pursuant to 37 C.F.R. §42.8(b)(3) and 42.10(a), Petitioner provides the 

following counsel and service information. Pursuant to 37 C.F.R. § 42.10(b), a 

Power of Attorney accompanies this Petition.  Petitioner consents to electronic 

service directed to the following email address: qe-tsmc-alidouble-

iprs@quinnemanuel.com. 
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XII. CONCLUSION  

For at least the foregoing reasons, Petitioner requests institution of an IPR and 

cancellation of the Challenged Claims.   

 

Date: December 16, 2022 

Respectfully submitted, 

 

 By: /s/ James M. Glass  

James M. Glass  

 

Counsel for Petitioner  
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