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(57) ABSTRACT 
An imaging system features high speed digitization of pixel 
signals by utilizing top and bottom digitization circuits 
which pipeline sample-and-hold operations with analog-to­
digital conversion. In operation, while one digitization cir­
cuit is performing a sample-and-hold operation, the other 
digitization circuit is performing analog-to-digital conver­
sion. The speed of the imaging system may be further 
increased by pipelining and interleaving operations within 
the top and bottom digitization circuits by using additional 
sets of sample-and-hold circuits and analog-to-digital con­
verters. 
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DOUBLING OF SPEED IN CMOS SENSOR WITH 
COLUMN-PARALLELADCS 

[0001] This application claims benefit of U.S. Provisional 
Application No. 60/313,117 filed Aug. 17, 2001, the content 
of which is incorporated herein in its entirety by reference. 

FIELD OF INVENTION 

[0002] The present invention relates to imaging systems. 
More specifically, the present invention is related to an 
architecture for high speed analog to digital conversion for 
an imaging system. 

BACKGROUND OF THE INVENTION 

[0003] FIG. 1 is an illustration of a CMOS active pixel 
sensor (APS) imaging system 100. The system 100 includes 
a pixel array 110, shown in FIG. 3 as including a row 
decoder 112 and a plurality of pixels P arranged into an array 
111 having N rows and M columns. If system 100 is a color 
system, the pixels P would be made sensitive to the primary 
colors of red, green, or blue, and would typically be arranged 
in a Bayer pattern in which alternating rows are comprised 
of alternating green and red pixels and alternating blue and 
green pixels, respectively. 

[0004] FIG. 2 illustrates one exemplary architecture for a 
pixel P. The pixel P includes a photosensitive element, such 
as photodiode 210, which converts optical energy into an 
electrical signal. The photodiode 210 is coupled to node-A, 
which is also coupled to a source/drain terminal of transistor 
220. The transistor 220 has another source/drain terminal 
coupled to a Vdd potential source and a gate coupled to 
receive a read signal. Node-A is coupled to the gate of a 
source following transistor 230, which has one source/drain 
terminal coupled to the Vdd potential source and another 
source/drain terminal coupled to a source/drain terminal of 
a row transistor 240. The row transistor 240 has its gate 
coupled to a ROW control signal, and its other source/drain 
terminal coupled to an output line 250 at node-B. 

[0005] The pixel P produces a voltage at node-A related to 
the brightness of the light sensed by the photosensitive 
element 210. The voltage at node-A controls the output at 
node-B by controlling the gate of the source following 
transistor 230. A row transistor 240 controls, via the ROW 
signal on line 260, whether the output of the source follower 
transistor 230 is coupled to the output line 250 at node-B. 
The output line 250 is also coupled to other pixels P in the 
array 110 having the same column position but in different 
rows of the array. It should be noted that the illustrated pixel 
P is only one exemplary architecture of a pixel. As is well 
known, there are several different architectures suitable for 
pixels, including those which utilize, for example, reset 
transistors and output a differential signal comprising a 
photo signal component and a reset signal component. 

[0006] Referring back to FIG. 1, the electrical signal 
output by the pixel P are analog signals. These signals are 
subsequently processed and digitized by either analog pro­
cessing and digitization circuit (bottom) 120b or analog 
processing and digitization circuit (top) 120t. The circuits 
120b, 120t convert the analog signal into an equivalent 
digital signal and conveys the digital signal, via data bus 
181, to a digital processing and storage system 130, for 
further processing in the digital domain ( e.g., color interpo-
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lation) and storage. A control circuit 140 coordinates the 
activities of the pixel array 110, analog processing and 
digitization systems 120b, 120t, and digital processing and 
storage system 140 via control bus 182. 

[0007] FIG. 3 is a more detailed diagram of the pixel array 
110 and the analog processing and digitization systems 
120b, 120t. The pixel array 110 includes an array 111 of 
pixels P and a row decoder 112. The row decoder 112 
receives a row address from, for example, control circuit 140 
on signal line 113. The row decoder 112 decodes the row 
address and activates one row of the array 111 by driving one 
of the signal lines 260 to a high logic state while maintaining 
the other signal lines 260 at a low logical state. 

[0008] Each analog processing and digitizing circuit 120b, 
120t is contain a plurality of sample-and-hold circuits 121 
and an analog-to-digital converters 123. The sample-and­
hold circuits 121 are each coupled to a respective column 
output line 250 of the pixel array. More specifically, the 
sample-and-hold circuits 121 in the bottom circuit 120b are 
coupled, via lines 250, to odd numbered columns while the 
sample-and-hold circuits 121 in the top circuit 120t are 
coupled, via lines 250, to even numbered columns. Each 
sample-and-hold circuit 121 is also coupled to signal line 
122b (for bottom circuit 120b) or 122t (for top circuit 120t) 
for receiving control signals SHEb and SHEt, respectively. 

[0009] The state of control signal SHEb and SHEt deter­
mines when the sample-and-hold circuits 121 sample and 
hold their input signals. 

[0010] Each sample-and-hold circuit 121 is associated 
with a corresponding analog-to-digital converter 123. Each 
analog-to-digital converter 123 accepts as its input, the 
signal output by a respective sample-and-hold circuit 121. 
Each analog-to-digital converter 123 accepts, on signal line 
124b (for bottom circuit 120b) or signal line 124t (for top 
circuit 120t), control signals AD Eb, AD Et, respectively, for 
determining when to perform the analog to digital conver­
s10n. 

[0011] Now also referring to FIG. 4, the operation of the 
pixel array 110 and the top and bottom analog processing 
and digitizing circuits 120b, 120t can be explained. The 
process begins when the row decoder 111 decodes a row 
address previously supplied on signal line 112 by setting one 
of the signal lines 260 to a high logical state and setting the 
other signal lines 260 to a low logical state. This is reflected 
in FIG. 4 by the ROW signal going high for "row i." As 
previously explained with respect to FIG. 2, enabling the 
ROW signal also causes the output of the pixel P to be 
coupled to output lines 250. Thus, pixels P corresponding to 
odd numbered columns in row i have their outputs coupled 
to corresponding sample-and-hold circuit 121 (at bottom 
circuit 120b), while pixels P corresponding to even num­
bered columns in row i have their outputs coupled to 
corresponding sample-and-hold circuits 121 ( at top circuit 
120t). 

[0012] The top 120t and bottom 120b circuits cooperate 
and simultaneously process a single row. The signals SHEb 
and SHEt, which were low, go high simultaneously with the 
ROW signal going high. This enables the sample-and-hold 
circuits 121 in the bottom and top circuits 120b to sample­
and-hold their corresponding pixels signals. 

[0013] The signals SHEb and SHEt then are brought low. 
At this point the sample-and-hold circuits have buffered the 
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pixel output and make available the buffered signal to the 
analog-to-digital converters 124. 

[0014] Shortly thereafter, the ADEb and ADEt signals, 
which were low, go high. This enables the analog-to-digital 
converters 124 in the bottom and top circuits 120b, 120t. The 
buffered signals in the sample-and-hold circuits 121 for both 
odd and even pixels are converted into a digital signal. The 
ADEb and ADEt signals then go back low. 

[0015] As the digital data is made available to the digital 
processing and storage system 130 (signified on FIG. 4 by 
the "row i" on signal line DATA), the process repeats with 
the next row in the array (i.e., row i+l) as indicated by the 
ROW signal going high for row i+ 1. This process is repeated 
until each row in the array has been thus processed. At this 
point, each pixel P in the array 110 has been processed and 
the process may be repeated for another image frame. 

[0016] The above described apparatus and method there­
fore provides for a high speed mechanism for converting the 
analog signal output by each pixel Pin the array 110 into a 
digital signal, where it can be digitally processed and stored 
by the digital processing and storage system 130. However, 
some applications, such as high speed photography, slow 
motion filming, or even information retrieval from a holo­
graphic memory system require faster pixel digitization. 
Accordingly, there is a need and desire for high speed 
architecture for performing digitization in an imaging sys­
tem. 

SUMMARY OF THE INVENTION 

[0017] The present invention is directed to a high speed 
architecture for performing digitization in an imaging sys­
tem. In a system of the present invention, the pixel array is 
associated with a top and bottom analog processing and 
digitization circuits. The top and bottom circuits are each 
coupled to both even and odd pixels. Thus, instead of 
dividing the sample-and-hold and digitizing processing 
along odd and even pixels of the same row, in the present 
invention, the top and bottom sections each work on differ­
ent rows of the pixel array, in a pipelined manner. 

[0018] The foregoing and other advantages and features of 
the invention will become more apparent from the detailed 
description of exemplary embodiments of the invention 
given below with reference to the accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0019] FIG. 1 is a block diagram of a prior art image 
processing system; 

[0020] FIG. 2 is a block diagram of a prior art pixel for 
using in the image processing system; 

[0021] FIG. 3 is a detailed block diagram of the pixel 
array and the bottom and top sections of the analog pro­
cessing and digitization system; 

[0022] FIG. 4 is a timing diagram showing the operation 
of the apparatus illustrated in FIG. 3; 

[0023] FIG. 5 is a block diagram of an image processing 
system according to the present invention; 

[0024] FIG. 6 is a block diagram of a pixel array and 
analog processing and digitization system in accordance 
with the principles of the present invention; 
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[0025] FIG. 7 is a timing diagram showing the operation 
of the apparatus illustrated in FIG. 5; 

[0026] FIG. 8 is a detailed block diagram of a holographic 
storage device using the analog processing and digitization 
system in accordance with the principles of the present 
invention; and 

[0027] FIG. 9 is a detailed block diagram of an alternate 
embodiment in accordance with the principles of the present 
invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0028] Now referring to the drawings, where like refer­
ence numerals designate like elements, there is shown in 
FIG. 5 an portion of an imaging system 500 incorporating 
the principles of the present invention. The imaging system 
includes a modified pixel array 110' which is coupled to a 
modified top and bottom analog processing and digitizing 
circuits 120a~ 120b'. While the description of the invention 
uses terms such as "top" and "bottom" to designate separate 
circuits, skill artisans would realize that these separate 
circuits need not be physically located at the top and bottom 
of the pixel array, but can be located anywhere convenient 
on an imaging chip. The imaging system also includes a 
digital processing and storage system 130. As with imaging 
system 100 of FIG. 1, the pixels in the pixel array convert 
light into analog electrical signals which are digitized by the 
analog processing and digitizing circuits 120a~ 120b'and 
further processed and stored in the digital domain by the 
digital processing and storage system 130. 

[0029] In the illustrated embodiment, the analog process­
ing and digitizing circuits 120a'l20b'are coupled to the 
digital processing and storage system via data bus 181. 
Similarly, a controller 140 is coupled to the analog process­
ing and digitizing circuits 120a~ 120b~ the pixel array 110', 
and the digital processing and storage system 130 via a 
control bus 182. However, it should be recognized that 
control and data signals can be differently conveyed between 
the components of the imaging system 500. For example, 
instead of separate data and control buses, a single bus may 
be used to carry both data and control signals. Alternatively, 
control and/or data signals may be routed by point-to-point 
links as necessary, from circuit to circuit, or circuit to 
system. 

[0030] As shown in FIG. 6, each analog processing and 
digitizing circuit 120a~ 120b' comprises a plurality of a 
sample-and-hold circuits 121 and a plurality of analog-to­
digital converters 123. The sample-and-hold circuits 121 are 
each coupled to an output line 250 associated a respective 
columns of pixels. In the present invention, the sample-and­
hold circuits 121 of both analog processing and digitizing 
circuits 120a~ 120b'are coupled to both odd and even 
numbered columns of the array III. Each column also has a 
sample-and-hold circuit 121 at both the top (120a) and 
bottom (120b) of the column coupled to the column by a 
respective line 250. Each sample-and-hold circuit 121 is also 
coupled to signal line 122b (for circuit 120b) or 122a (for 
circuit 120a) for receiving control signals SHEa and SHEb, 
respectively. The state of control signals SHEa, SHEb deter­
mines when the sample-and-hold circuit 121 samples-and­
holds its input signal. 
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[0031] Each sample-and-hold circuit 121 is associated 
with a corresponding analog-to-digital converter 123. Each 
analog-to-digital converter 123 accepts as its input, the 
signal output by the sample-and-hold circuit 121. Each 
analog-to-digital converter 123 accepts, on signal lines 124a 
(for circuit 120a) or 124b (for circuit 120b) control signals 
ADEa, ADEb, respectively, for determining when to per­
form the analog-to-digital conversion. 

[0032] Referring again to FIG. 6 and to the timing dia­
gram of FIG. 7, the operation of the modified pixel array 
110' and modified analog processing and digitizing circuits 
120a~ 120b'can be explained. The process beings when the 
row decoder 112 decodes a row address previously supplied 
on signal line 112 and sets one of the signal lines 260 to a 
high logical state. The other signal lines 260 are also set to 
a low logical state. This is reflected in FIG. 6 by the ROW 
signal going high for "row i." As the ROW signal goes high, 
the output from pixels in the decoded row (i.e., row i) are 
coupled to the output lines 250. Additionally, the SHEa 
signal, which was low, is also driven high. The SHEb signal 
remains low. This enables the sample-and-hold circuits 121 
in circuit 120a to sample-and-hold all the pixel signals of the 
decoded row. 

[0033] The ROW signal then transitions back to a low 
logical state as the control circuit 140 sends a new row 
address to the row decoder 112. When the row decoder 112 
finishes decoding the row address, it drives signal line 260 
corresponding to the decoded row (i.e., row i+l) high and 
sets the other signal lines 260 to a low logical state. This is 
reflected in FIG. 7 by the row signal going high for "row 
i+l." As the ROW signal goes high for row i+l, the APEa 
and SHEb signals are driven high. The APEb and SHEa 
signals remain low. Driving APEa high causes the analog­
to-digital converters 123 of circuit 120a 'to convert the 
analog signal held in the sample-and-hold circuits 121 ( of 
circuit 120a) to a digital signal. Driving SHEb high causes 
the sample-and-hold circuits 121 in circuit 120b to sample­
and-hold all the pixel signals of row i+ 1. 

[0034] The ROW signal then transitions back to a low 
logical state as the control circuit 140 sends another row 
address to the row decoder 112. When the row decoder 112 
finishes the row decoding, it drives signal line 260 corre­
sponding to the decoded row (i.e., row i+2) high and sets the 
other signals 260 to a low logical state. This is reflected in 
FIG. 7 by the row signal going high for "row i+2." As the 
ROW signal goes high for row i+2, the data converted by the 
digital-to-analog converters 123 of circuit 120a 'are output. 
This is reflected by the row i block on the DATA line of FIG. 
7. In addition to the data output, control signals SHEa and 
ADEb are both driven high. This causes the sample-and­
hold circuits 121 of circuit 120a'to sample-and-hold the 
pixel signals from row i+2. This also causes the digital-to­
analog converters 123 of circuit 120b'to perform their digital 
convers10n. 

[0035] The ROW signal then transitions back to a low 
logical state as the control circuit 140 sends another row to 
the row address decoder 112. When the row decoder 112 
finishes the row decoding, it drives signal lines 260 as 
discussed above with respect to row i+3. Control signals 
APEa and SHEb are both driven high, thereby permitting the 
sampling-and-holding of row i+3 and the output of data 
corresponding to row i+l. 
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[0036] Note that the above description assumes that the 
process began with row i. In normal operation, the process 
should begin with the first row. If row i was not the first row, 
then when the ROW signal goes high for row i, signal AD Eb 
will also be driven high, and when the ROW signal is again 
driven high for row i+l, the data corresponding to row i-1 
will be available. In FIG. 7, the signals associated the above 
described events are shown as dotted lines. 

[0037] The present invention therefore modifies the top 
and bottom analog processing and digitization circuits 
120a~ 120b'to become capable of receiving signals from 
both odd and even columns. Processing throughput is 
doubled by using one of the two circuits 120a'to sample­
and-hold a row of pixels P while another circuit 
120b'performs digitization on a previously sampled-and­
held row. In this manner, at any given time one sample-and­
hold circuit is active and one analog-to-digital conversion is 
also active. This pipelined approach requires the row 
decoder to operate twice as fast as before, but permits the 
data conversion at double speed. 

[0038] As previously noted, such high speed conversion 
may be utilized in a variety of applications, including, for 
example, reading a holographic memory system. FIG. 8 is 
an illustration of how the imaging system 500 of the present 
invention may be utilized with a holographic memory sys­
tem 800. The holographic memory system 800 includes a 
laser 801 for generating a reference light beam R. The 
reference beam is focused using controllable optics path 802 
to form a focused beam R', which illuminates a holographic 
recording medium 803. The holographic recording medium, 
in response to the focused beam R', diffracts the focused 
beam R' into a diffracted beam R", which passes through a 
second controllable optics path 804 to produce beam R"', 
which is read by the imaging system 500 of the present 
invention. A controller 805 coordinates the operation of the 
laser 801, controllable optics 802, positioning of the holo­
graphic recording medium 803, operation of the second 
controllable optics 804, and the imaging system 500. 

[0039] The principles of the present invention may be 
extended to create even faster imaging systems by modify­
ing the analog processing and digitizing circuits 120a ~ 
120b'through the use of additional analog-to-digital convert­
ers 123 and sample-and-hold circuits 121. For example, 
FIG. 9 is an illustration of a modified analog processing and 
digitizing circuit 120a". The modified circuit 120a", which 
is designed to be operated in combination with a similarly 
modified version of circuit 120b'(not illustrated) now uti­
lizes double the number of sample-and-hold circuits 121 and 
double the number of analog-to-digital converters 123. The 
original circuits 121, 123 are respectively controlled by 
control signals SHEal and ADEal while the additional 
circuits 121, 123 are respectively controlled by control 
signals SHEa2 and ADEa2. The row decoder is operated at 
double speed and the two sets of circuits 121, 123 are 
operated in an interleaved fashion. In this manner, the speed 
of the imaging system may be doubled, or further increased 
(based on the degree of interleaving) by using additional sets 
of sample-and-hold circuits and analog-to-digital converters 
123. 

[0040] While the invention has been described in detail in 
connection with the exemplary embodiment, it should be 
understood that the invention is not limited to the above 
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disclosed embodiment. Rather, the invention can be modi­
fied to incorporate any number of variations, alternations, 
substitutions, or equivalent arrangements not heretofore 
described, but which are commensurate with the spirit and 
scope of the invention. Accordingly, the invention is not 
limited by the foregoing description or drawings, but is only 
limited by the scope of the appended claims. 

What is claimed as new and desired to be protected by 
Letters Patent of the United States is: 
1. An imaging system, comprising: 

a pixel array comprising a plurality of pixels arranged in 
rows and columns, the pixels in respective columns 
being selectively connected to a column output line; 

a first digitization circuit, comprising a first plurality of 
first processing circuits, respectively coupled to said 
column output lines; and 

a second digitization circuit, comprising a second plural­
ity of second processing circuits, respectively coupled 
to said column output lines; 

wherein each column output line provides pixel signals to 
at least one processing circuit in each of said first and 
second digitization circuits. 

2. The imaging system of claim 1, wherein each of said 
first plurality of processing circuit further comprises: 

a sample-and-hold circuit, further comprising, 

a first input coupled to a respective one of said column 
output lines; 

a first output; 

a first enable line, coupled to each of said plurality of 
sample-and-hold circuits; 

an analog-to-digital converter, further comprising, 

a second input, respectively coupled to one of said first 
outputs; 

a second output; and 

a second enable line, coupled to each of said plurality 
of analog-to-digital converters. 

3. The imaging system of claim 2, wherein each of said 
second plurality of second processing circuit further com­
prises: 

a sample-and-hold circuit, further comprising, 

a third input coupled to a respective one of said column 
output lines; 

a third output; 

a third enable line, coupled to each of said plurality of 
sample-and-hold circuits; 

an analog-to-digital converter, further comprising, 

a fourth input, respectively coupled to one of said first 
outputs; 

a fourth output; and 

a fourth enable line, coupled to each of said plurality of 
analog-to-digital converters. 

4. The imaging system of claim 3, wherein said first 
plurality equals said second plurality. 
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5. The imaging system of claim 3, wherein said first and 
third enable lines carry a same first control signal. 

6. The imaging system of claim 5, wherein said second 
and fourth enable lines carry a same second control signal. 

7. The imaging system of claim 3, wherein said first 
digitization circuit further comprises, 

a third plurality of third processing circuits, respectively 
coupled to said column output lines, each of said third 
plurality of third processing circuit further comprising, 

a sample-and-hold circuit, further comprising, 

a fifth input coupled to a respective one of said 
column output lines; 

a fifth output; 

a fifth enable line, coupled to each of said plurality 
of sample-and-hold circuits; and 

an analog-to-digital converter, further comprising, 

a sixth input, respectively coupled to one of said first 
outputs; 

a sixth output; and 

a sixth enable line, coupled to each of said plurality 
of analog-to-digital converters. 

8. The imaging system of claim 7, wherein said second 
digitization circuit further comprises, 

a fourth plurality of fourth processing circuits, respec­
tively coupled to said column output lines, each of said 
fourth plurality of fourth processing circuit further 
comprising, 

a sample-and-hold circuit, further comprising, 

a seventh input coupled to a respective one of said 
column output lines; 

a seventh output; and 

a seventh enable line, coupled to each of said plu­
rality of sample-and-hold circuits; and 

an analog-to-digital converter, further comprising, 

a eighth input, respectively coupled to one of said 
first outputs; 

a eighth output; and 

a eighth enable line, coupled to each of said plurality 
of analog-to-digital converters. 

9. The imaging system of claim 8, wherein said third 
plurality is equal to said first plurality. 

10. The imaging system of claim 8, wherein said third 
plurality is equal to said fourth plurality. 

11. A holographic memory system, comprising: 

a laser, for producing a reference beam; 

a holographic medium; 

a first optical system, disposed between said laser and said 
holographic medium; 

an imaging system; 

a second optical system, disposed between said holo­
graphic medium and the imaging system, along a 
diffracted beam produced by said holographic medium 
from said reference beam; 
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wherein said imaging system further comprises, 

a pixel array comprising a plurality of pixels arranged 
in rows and columns, the pixels in respective col­
umns being selectively connected to a column output 
line; 

a first digitization circuit, comprising a first plurality of 
first processing circuits, respectively coupled to said 
column output lines; and 

a second digitization circuit, comprising a second plu­
rality of second processing circuits, respectively 
coupled to said column output lines; 

wherein each column output line provides pixel signals 
to at least one processing circuit in each of said first 
and second digitization circuits. 

12. The holographic memory system of claim 11, wherein 
each of said first plurality of processing circuit further 
comprises: 

a sample-and-hold circuit, further comprising, 

a first input coupled to a respective one of said column 
output lines; 

a first output; 

a first enable line, coupled to each of said plurality of 
sample-and-hold circuits; 

an analog-to-digital converters, further comprising, 

a second input, respectively coupled to one of said first 
outputs; 

a second output; and 

a second enable line, coupled to each of said plurality 
of analog-to-digital converters. 

13. The holographic memory system of claim 12, wherein 
each of said second plurality of second processing circuit 
further comprises: 

a sample-and-hold circuit, further comprising, 

a third input coupled to a respective one of said column 
output lines; 

a third output; 

a third enable line, coupled to each of said plurality of 
sample-and-hold circuits; 

an analog-to-digital converter, further comprising, 

a fourth input, respectively coupled to one of said first 
outputs; 

a fourth output; and 

a fourth enable line, coupled to each of said plurality of 
analog-to-digital converters. 

14. The holographic memory system of claim 13, wherein 
said first plurality equals said second plurality. 

15. The holographic memory system of claim 13, wherein 
said first and third enable lines carry a same first control 
signal. 

16. The holographic memory system of claim 15, wherein 
said second and fourth enable lines carry a same second 
control signal. 

17. The holographic memory system of claim 13, wherein 
said first digitization circuit further comprises, 
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a third plurality of third processing circuits, respectively 
coupled to said column output lines, each of said third 
plurality of third processing circuit further comprising, 

a sample-and-hold circuit, further comprising, 

a fifth input coupled to a respective one of said 
column output lines; 

a fifth output; 

a fifth enable line, coupled to each of said plurality 
of sample-and-hold circuits; and 

an analog-to-digital converter, further comprising, 

a sixth input, respectively coupled to one of said first 
outputs; 

a sixth output; and 

a sixth enable line, coupled to each of said plurality 
of analog-to-digital converters. 

18. The holographic memory system of claim 17, wherein 
said second digitization circuit further comprises, 

a fourth plurality of fourth processing circuits, respec­
tively coupled to said column output lines, each of said 
fourth plurality of fourth processing circuit further 
comprising, 

a sample-and-hold circuit, further comprising, 

a seventh input coupled to a respective one of said 
column output lines; 

a seventh output; and 

a seventh enable line, coupled to each of said plu­
rality of sample-and-hold circuits; and 

an analog-to-digital converter, further comprising, 

a eighth input, respectively coupled to one of said 
first outputs; 

a eighth output; and 

a eighth enable line, coupled to each of said plurality 
of analog-to-digital converters. 

19. The holographic memory system of claim 18, wherein 
said third plurality is equal to said first plurality. 

20. The holographic memory system of claim 18, wherein 
said third plurality is equal to said fourth plurality. 

21. A method for operating an imaging system having a 
first and second digitization circuits located near opposites 
sides of a pixel array, said pixel array being coupled to said 
first and second digitization circuits via a plurality of com­
mon output lines, said method comprising: 

causing a currently selected row to output a second 
plurality of pixel signals to said plurality of common 
output lines; 

at the first digitization circuit, sampling and holding said 
second plurality of pixel signals; 

at the second digitization circuit, converting to digital 
form a first plurality of pixel signals which had been 
previously sampled and held; 
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wherein 

said sampling and holding at said first digitization 
circuit and said converting to digital form at said 
second digitization circuit are initiated at substan­
tially the same time. 

22. The method of claim 21, further comprising: 

causing a next selected row to output a third plurality of 
pixel signals to said plurality of common output lines; 

at said first digitization circuit, converting to digital form 
said second plurality of pixel signals; 

at said second digitization circuit, sampling and holding 
aid third plurality of pixel signals; 

wherein 

said converting to digital at said first digitization circuit 
and said sampling and holding at said second digi­
tization circuit are initiated at substantially the same 
time. 

23. A method for operating an imaging system having a 
first and second digitization circuits located near one side of 
a pixel array and a third and fourth digitization circuit 
located near an opposite side of said first side of said pixel 
array, said pixel array being coupled to said first, second, 
third, and fourth digitization circuits via a plurality of 
common output lines, said method comprising: 

causing a currently selected row to output a second 
plurality of pixel signals to said plurality of common 
output lines; 
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at the first digitization circuit, sampling and holding said 
third plurality of pixel signals; 

at the second digitization circuit, converting to digital 

form a first plurality of pixel signals which had been 

previously sampled and held; 

causing a next selected row to output a third plurality of 
pixel signals to said plurality of common output lines; 

at the third digitization circuit, sampling and holding said 
third plurality of pixel signals; 

at the fourth digitization circuit, converting to digital form 
a second plurality of pixel signals which had been 
previously sampled and held; 

wherein 

said sampling and holding at said first digitization 
circuit and said converting to digital form at said 
second digitization circuit are initiated at substan­
tially the same time; and 

said sampling and holding at said third digitization 
circuit and said converting to digital form at said 
fourth digitization circuit are initiated at substan­
tially the same time. 

* * * * * 




