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(57) ABSTRACT 

A scanning system that acquires three-dimensional images 
as an incremental series of fitted three-dimensional data sets 

is improved by testing for successful incremental fits in real 

time and providing a variety of visual user cues and process 

modifications depending upon the relationship of newly 

acquired data to previously acquired data. The system may 
be used to aid in error-free completion of three-dimensional 

scans. The methods and systems described herein may also 
usefully be employed to scan complex surfaces including 

occluded or obstructed surfaces by maintaining a continuous 

three-dimensional scan across separated subsections of the 

surface. In one useful dentistry application, a full three­

dimensional surface scan may be obtained for two dental 

arches in occlusion. 
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THREE-DIMENSIONAL SCAN RECOVERY 

BACKGROUND 

[0001] 1. Field of the Invention 

[0002] The invention relates to three-dimensional scan­
ning, and more particularly to techniques for resuming a 
three-dimensional scan after losing data acquisition. 

[0003] 2. Description of the Related Art 

[0004] A wide range of techniques exist for acqumng 
three-dimensional data from a subject. These techniques 
range from techniques using structured laser illumination or 
other controlled stimulus (such as x-rays, ultrasound, or 
magnetic resonance) to techniques that operate directly on 
video data captured from one or more cameras. While many 
criteria can be devised for sorting and comparing these 
techniques, one broad category employs continuous scan­
ning in which incremental three-dimensional data is 
acquired and assembled into a full three-dimensional model. 

[0005] In this latter category, regardless of the particular 
sensing technology, a scanning process can be divided into 
abstract steps of incremental data capture, incremental deri­
vation of three-dimensional data, and registration of the 
incremental data to a common coordinate system. The final 
registration step brings the incremental data together into a 
single three-dimensional model of a scan subject. Typical 
implementations separate acquisition from registration, with 
registration being performed in a post-processing step after 
completion of the data acquisition. While this permits rela­
tively exhaustive processing, it poses a significant disadvan­
tage because accuracy and completeness of the overall scan 
cannot be evaluated until after the scan has been terminated. 
Unrecoverable errors or gaps in incremental data cannot be 
identified and fixed without initiating a new scan-possibly 
a full scan to completely replace the defective results. In 
commercial applications, this may create delays and incon­
venience that increase the effective cost of scanning. 

[0006] In certain instances, recovery of lost or unusable 
scan segments may be addressed by using robotics, inde­
pendent references, or other techniques that can reliably 
position a scanning device within a global coordinate sys­
tem. In addition to imposing further equipment costs, this 
approach can only be used to continue a previous scan if the 
subject of the scan has also retained its position and orien­
tation within the same global coordinate system. 

[0007] There remains a need for processing techniques 
that identify and aid in recovery from errors in incremental 
scans. There also remains a need for real time feedback 
systems to support recovery from a lost scanning sequence 
while the scan is in progress. 

SUMMARY 

[0008] A scanning system that acquires three-dimensional 
images as an incremental series of fitted three-dimensional 
data sets is improved by testing for successful incremental 
fits in real time and providing a variety of visual user cues 
and process modifications depending upon the relationship 
of newly acquired data to previously acquired data. The 
system may be used to aid in error-free completion of 
three-dimensional scans. The methods and systems 
described herein may also usefully be employed to scan 
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complex surfaces including occluded or obstructed surfaces 
by maintaining a continuous three-dimensional scan across 
separated subsections of the surface. In one useful dentistry 
application, a full three-dimensional surface scan may be 
obtained for two dental arches in occlusion. 

[0009] In one aspect, a method disclosed herein may 
include acquiring three-dimensional surface data from a 
subject as a sequence of three-dimensional images, each one 
of the sequence of three-dimensional images fitted to at least 
one previous one of the sequence of three-dimensional 
images, and acquiring an image set for a next three-dimen­
sional image. When the image set can be converted into the 
next three-dimensional image and the next three-dimen­
sional image can be fitted to the three-dimensional surface 
data, the three-dimensional surface data and the next three­
dimensional image are superimposed onto a two-dimen­
sional image of the subject in a display. Further, when the 
image set cannot be converted into the next three-dimen­
sional image or the next three-dimensional image cannot be 
fitted to the three-dimensional surface data, a recover mode 
is entered. The recover mode may include superimposing a 
current two-dimensional image of the subject onto a previ­
ous two-dimensional image of the subject in the display. The 
two-dimensional image represents a view of the subject 
from a position from which one of the sequence of three­
dimensional images was acquired. Additionally the current 
two-dimensional image represents a view of the subject 
from a position from which the image set was acquired. The 
recover mode further may include acquiring at least one 
subsequent three-dimensional image and test fitting it to one 
or more of the sequence of three-dimensional images. 

[0010] The method may further include adding the next 
three-dimensional image to the three-dimensional surface 
data when the image set can be converted into the next 
three-dimensional image and the next three-dimensional 
image can be fit to the three-dimensional surface data. In the 
method, the previous two-dimensional image and the current 
two-dimension image may include video frames. The 
method may further include manually entering the recover 
mode in response to a user input. Also, the method may 
further include automatically entering the recover mode in 
response to a detection of a lost acquisition. The detection of 
a lost acquisition may include, for example, a detection of 
motion blur. The detection of lost acquisition may also 
include a detection of an insufficient recovery of three­
dimensional data. In the method, the recover mode may 
include the step of highlighting a region on the subject for 
attempting a recovery. Also the highlighted region may 
include a plurality of previous ones of the sequence of 
three-dimensional images. The recover mode may include 
the step of test fitting at least one subsequent three-dimen­
sional image to one or more additional images acquired 
during the recover mode and test fitting may include select­
ing a reference image from the sequence of three-dimen­
sional images based on a suitability for test fitting. The 
suitability for test fitting may be based upon an entropy of 
image data in the previous three-dimensional image. Also, 
the suitability for test fitting may be based upon an amount 
of three-dimensional data in the previous three-dimensional 
image. Also, or instead, the suitability for test fitting may be 
based upon a placement of three-dimensional data within a 
range and a field of view of an imaging device. Determining 
the suitability for test fitting may be based upon a temporal 
proximity of the at least one subsequent three-dimensional 
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image to one or more of the sequence of three-dimensional 
images. Determining the suitability for test fitting may be 
based upon a spatial proximity of the at least one subsequent 
three-dimensional image to one or more of the sequence of 
three-dimensional images. The recover mode may include 
the step of manually selecting one or more of the sequence 
of three-dimensional images. The recover mode may also 
include selecting a reference image from a beginning or an 
end of the sequence of three-dimensional images. 

[0011] In another aspect, a method is disclosed herein may 
include providing three-dimensional surface data for a sub­
ject, and acquiring an image set for a three-dimensional 
image of the subject. When the image set cannot be fitted to 
the three-dimensional surface data, the method may enter a 
landing mode which may include superimposing a current 
two-dimensional image of the subject onto a previous two­
dimensional image of the subject in the display, the current 
two-dimensional image representing a view of the subject 
from a position from which the image set was acquired, and 
the previous two-dimensional image representing a view of 
the subject from which at least a portion of the three­
dimensional surface data was acquired; acquiring at least 
one subsequent three-dimensional image; fitting the at least 
one subsequent three-dimensional image to a second three­
dimensional surface reconstruction; and test fitting the at 
least one subsequent three-dimensional image to the three­
dimensional surface data. When the image set can be fitted 
to the three-dimensional surface data, the method superim­
poses the three-dimensional surface data and the next three­
dimensional image onto a two-dimensional image of the 
subject in a display and adds the second three-dimensional 
surface reconstruction to the three-dimensional surface data. 

[0012] In the method, the previous two-dimensional image 
and the current two-dimension image may include video 
frames. The method may further include manually entering 
the landing mode in response to a user input. In the landing 
mode, the method may include highlighting a region on the 
subject for attempting a landing. The highlighted region may 
include a portion of the three-dimensional surface data. Test 
fitting may include selecting a reference image from the 
three-dimensional surface data based on the reference 
image's suitability for test fitting. Suitability for testing may 
be based on any one or more of the following: entropy of 
image data in the previous three-dimensional image, amount 
of three-dimensional data in the previous three-dimensional 
image, placement of three-dimensional data within a range 
and a field of view of an imaging device, and spatial 
proximity of the image set to a portion of the three­
dimensional surface data. The method may further include 
manually selecting a region of the three-dimensional surface 
data for test fitting. Test fitting may include selecting a 
reference image from a beginning or an end of a sequence 
of three-dimensional images used to construct the three­
dimensional surface data. The previous two-dimensional 
image and the current two-dimension image may include 
video frames. The method may further include manually 
entering the recover mode in response to a user input. 
Additionally, the method may further include manually 
selecting a region from the three-dimensional surface data 
for test fitting. 

[0013] In another aspect, a system is disclosed herein may 
include a scanning device that acquires three-dimensional 
surface data from a subject as a sequence of three-dimen-
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sional images, each one of the sequence of three-dimen­
sional images fitted to at least one previous one of the 
sequence of three-dimensional images. The scanning device 
may include an acquisition mode in which one or more 
additional three-dimensional images are acquired and added 
to the three-dimensional surface data. Additionally the 
device may include a recovery mode in which one or more 
additional three-dimensional images are test fit to one or 
more of the sequence of three-dimensional images to 
recover the acquisition mode, and a display may be adapted 
to provide one or more visual indicators distinguishing 
between the acquisition mode and the recovery mode. 

[0014] In the system, the display may be further adapted 
to provide guidance to an operator in manipulating the 
subject in the recovery mode. 

[0015] In another aspect, a method is disclosed herein 
including performing a first acquisition of a first set of 
three-dimensional data from a first subject, placing a second 
subject in a fixed orientation relative to the first subject, and 
performing a second acquisition of a second set of three­
dimensional data starting at a location on a surface of the 
first subject and including at least a portion of the second 
subject. In the method, the first subject and the second 
subject each may be a rigid body. 

[0016] In the method, the location on the surface of the 
first subject may include a plurality of spatially proximate 
ones of a sequence of three-dimensional images used to 
derive the three-dimensional data from the first subject. 
Also, in the method, the location on the surface of the first 
subject may include a plurality of temporally proximate ones 
of a sequence of three-dimensional images used to derive the 
three-dimensional data from the first subject. Alternatively, 
in the method, the first subject may include a first dental 
arch. At least a portion of the second set of three-dimen­
sional data may be fitted to at least a portion of the first set 
of three-dimensional data to provide a unified set of three­
dimensional data. 

[0017] The method may further include terminating the 
second acquisition at a location on a surface of the second 
subject, removing the first subject, and performing a third 
acquisition of three-dimensional data starting at the location 
on the surface of the second subject. The location on the 
surface of the second subject may include a plurality of 
spatially proximate ones of a sequence of three-dimensional 
images used to derive the three-dimensional data from the 
second subject. Alternatively, the location on the surface of 
the second subject may include a plurality of temporally 
proximate ones of the sequence of three-dimensional images 
used to derive the three-dimensional data from the second 
subject. 

[0018] The method may further include combining the 
first set of three-dimensional data, the second set of three­
dimensional data, and the third set of three-dimensional data 
into a unified set of three-dimensional data. In the method, 
the second subject may include a second dental arch, and the 
fixed orientation may include the first dental arch and the 
second dental arch in occlusion. 

[0019] In another aspect, a system disclosed herein may 
include an acquisition means for performing a first acquisi­
tion of a first set of three-dimensional data from a first 
subject, and a positioning means for placing a second subject 
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in a fixed orientation relative to the first subject. In the 
system, the acquisition means may include a means for 
performing a second acquisition of a second set of three­
dimensional data starting at a location on a surface of the 
first subject and including at least a portion of the second 
subject. In the system, the first subject and the second 
subject each may be a rigid body. 

[0020] In the system, the location on the surface of the first 
subject may include a plurality of spatially proximate ones 
of a sequence of three-dimensional images used to derive the 
three-dimensional data from the first subject. Alternatively, 
the location on the surface of the first subject may include a 
plurality of temporally proximate ones of a sequence of 
three-dimensional images used to derive the three-dimen­
sional data from the first subject. The first subject may 
include a first dental arch. At least a portion of the second set 
of three-dimensional data may be fitted to at least a portion 
of the first set of three-dimensional data to provide a unified 
set of three-dimensional data. The system may further 
include a control means for terminating the second acqui­
sition at a location on a surface of the second subject, the 
positioning means may include a means for removing the 
first subject; and the acquisition means may include a means 
for performing a third acquisition of three-dimensional data 
starting at the location on the surface of the second subject. 
The location on the surface of the second subject may 
include a plurality of spatially proximate ones of a sequence 
of three-dimensional images used to derive the three-dimen­
sional data from the second subject. Alternatively, the loca­
tion on the surface of the second subject may include a 
plurality of temporally proximate ones of the sequence of 
three-dimensional images used to derive the three-dimen­
sional data from the second subject. The system may further 
include a computing means for combining the first set of 
three-dimensional data, the second set of three-dimensional 
data, and the third set of three-dimensional data into a 
unified set of three-dimensional data. In the system, the 
second subject may include a second dental arch, and the 
fixed orientation may include the first dental arch and the 
second dental arch in occlusion. 

[0021] In another aspect, a method disclosed herein may 
include placing a first subject in a fixed orientation relative 
to a second subject, acquiring a first set of three-dimensional 
data including a first portion of the first subject and a first 
portion of the second subject, acquiring a second set of 
three-dimensional data from the first subject in isolation 
starting at a location on a surface of the first subject and 
including a second portion of the first subject different from 
the first portion of the first subject, and combining the first 
set of three-dimensional data with the second set of three­
dimensional data. 

[0022] In the method, the first subject and the second 
subject may be a rigid body. Alternatively, the first subject 
may include a first dental arch. The location on the surface 
of the first subject may include a plurality of spatially 
proximate ones of a sequence of three-dimensional images 
used to derive the three-dimensional data from the first 
subject. Alternatively, the location on the surface of the first 
subject may include a plurality of temporally proximate ones 
of a sequence of three-dimensional images used to derive the 
three-dimensional data from the first subject. The method 
may further include acquiring a third set of three-dimen­
sional data from the second subject in isolation starting at a 
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location on a surface of the second subject and including a 
second portion of the second subject, and combining the 
third set of three-dimensional data with the first and second 
sets of three-dimensional data. The location on the surface of 
the second subject may include a plurality of spatially 
proximate ones of a sequence of three-dimensional images 
used to derive the three-dimensional data from the second 
subject. Alternatively, the location on the surface of the 
second subject may include a plurality of temporally proxi­
mate ones of the sequence of three-dimensional images used 
to derive the three-dimensional data from the second sub­
ject. The second subject may include a second dental arch, 
and the fixed orientation may include the first dental arch 
and the second dental arch in occlusion. 

[0023] In another aspect, a method disclosed herein may 
include providing a first set of three-dimensional data from 
a subject, scanning the subject to acquire one or more 
additional three-dimensional images, test fitting each one of 
the one or more additional three-dimensional images to the 
set of three dimensional data, and upon a successful fit, 
adding the one or more additional three-dimensional images 
to the set of three-dimensional data. 

[0024] The method may include fitting each new one of 
the one or more additional three-dimensional images to one 
another to provide a second set of three-dimensional data, 
and upon a successful fit, adding the second set of three­
dimensional data to the first set of three-dimensional data. 
The three-dimensional data may include three-dimensional 
surface data. Alternatively, the one or more additional three­
dimensional images may include surface data derived from 
two-dimensional image sets of the subject. In the method, 
the set of three-dimensional data may include three-dimen­
sional surface data acquired from a subject as a sequence of 
three-dimensional images, each one of the sequence of 
three-dimensional images fitted to at least one previous one 
of the sequence of three-dimensional images. 

[0025] In another aspect, a system disclosed herein may 
include a storage means for providing a first set of three­
dimensional data from a subject, an acquisition means for 
scanning the subject to acquire one or more additional 
three-dimensional images, and a computing means for test 
fitting each one of the one or more additional three-dimen­
sional images to the set of three dimensional data. The 
computing means may further include a means for detecting 
a successful fit and, upon detecting a successful fit, may add 
the one or more additional three-dimensional images to the 
set of three-dimensional data. 

[0026] In the system, the computing means may include a 
means for fitting each new one of the one or more additional 
three-dimensional images to one another to provide a second 
set of three-dimensional data, and upon a successful fit, may 
add the second set of three-dimensional data to the first set 
of three-dimensional data. In the system, the three-dimen­
sional data may include three-dimensional surface data. 
Alternatively in the system, the one or more additional 
three-dimensional images may include surface data derived 
from two-dimensional image sets of the subject. The set of 
three-dimensional data may include three-dimensional sur­
face data acquired from a subject as a sequence of three­
dimensional images, each one of the sequence of three­
dimensional images may be fitted to at least one previous 
one of the sequence of three-dimensional images. 
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[0027] In another aspect, a computer program product 
disclosed herein may include computer executable code 
which may be embodied on a computer readable medium 
that, when executing on one or more computing devices, 
performs the steps of providing a first set of three-dimen­
sional data from a subject, scanning the subject to acquire 
one or more additional three-dimensional images, test fitting 
each one of the one or more additional three-dimensional 
images to the set of three dimensional data, and upon a 
successful fit, adding the one or more additional three­
dimensional images to the set of three-dimensional data. 

[0028] The computer program product may further 
include code to perform the steps of fitting each new one of 
the one or more additional three-dimensional images to one 
another to provide a second set of three-dimensional data, 
and upon a successful fit, adding the second set of three­
dimensional data to the first set of three-dimensional data. 

[0029] In the computer program product, the three-dimen­
sional data may include three-dimensional surface data. 
Alternatively, in the computer program product, the one or 
more additional three-dimensional images may include sur­
face data derived from two-dimensional image sets of the 
subject. The set of three-dimensional data may include 
three-dimensional surface data acquired from a subject as a 
sequence of three-dimensional images, each one of the 
sequence of three-dimensional images may be fitted to at 
least one previous one of the sequence of three-dimensional 
images. 

[0030] In another aspect, a method disclosed herein may 
include providing a first set of three-dimensional data from 
a subject, scanning the subject to acquire one or more 
additional three-dimensional images, test fitting each one of 
the one or more additional three-dimensional images to the 
first set of three-dimensional data in real time, and providing 
real time visual feedback to a user relating to the test fitting. 

[0031] In the method, providing real time visual feedback 
may include superimposing the first set of three-dimensional 
data and the one or more additional three-dimensional 
images on a video image of the subject when a test fit is 
successful. Providing real time visual feedback may include 
displaying one or more navigation cues when a test fit is 
unsuccessful. When the test fitting is unsuccessful, the 
method may further include fitting each new one of the one 
or more additional three-dimensional images to one another 
to provide a second set of three-dimensional data. Upon a 
successful fit, the method may further include adding the 
second set of three-dimensional data to the first set of 
three-dimensional data. The three-dimensional data may 
include three-dimensional surface data. The one or more 
additional three-dimensional images may include surface 
data derived from two-dimensional image sets of the sub­
ject. Additionally, the set of three-dimensional data may 
include three-dimensional surface data acquired from a 
subject as a sequence of three-dimensional images, each one 
of the sequence of three-dimensional images fitted to at least 
one previous one of the sequence of three-dimensional 
images. 

[0032] In another aspect, a system disclosed herein may 
include a storage means for providing a first set of three­
dimensional data from a subject, an acquisition means for 
scanning the subject to acquire one or more additional 
three-dimensional images, a computing means for test fitting 
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each one of the one or more additional three-dimensional 
images to the first set of three-dimensional data in real time 
and a display means for providing real time visual feedback 
to a user relating to the test fitting. 

[0033] In the system, providing real time visual feedback 
may include superimposing the first set of three-dimensional 
data and the one or more additional three-dimensional 
images on a video image of the subject when a test fit is 
successful. Alternatively, providing real time visual feed­
back may include displaying one or more navigation cues 
when a test fit is unsuccessful. The computing means may 
include means for, when the test fitting is unsuccessful, 
fitting each new one of the one or more additional three­
dimensional images to one another to provide a second set 
of three-dimensional data, and upon a successful fit, adding 
the second set of three-dimensional data to the first set of 
three-dimensional data. Alternatively, the three-dimensional 
data may include three-dimensional surface data. The one or 
more additional three-dimensional images may include sur­
face data derived from two-dimensional image sets of the 
subject. The set of three-dimensional data may include 
three-dimensional surface data acquired from a subject as a 
sequence of three-dimensional images, each one of the 
sequence of three-dimensional images fitted to at least one 
previous one of the sequence of three-dimensional images. 

[0034] In another aspect, a computer program product 
disclosed herein may include computer executable code 
embodied on a computer readable medium that, when 
executing on one or more computing devices, performs the 
steps of providing a first set of three-dimensional data from 
a subject, scanning the subject to acquire one or more 
additional three-dimensional images, test fitting each one of 
the one or more additional three-dimensional images to the 
first set of three-dimensional data in real time, and providing 
real time visual feedback to a user relating to the test fitting. 

[0035] In the computer program product, providing real 
time visual feedback may include superimposing the first set 
of three-dimensional data and the one or more additional 
three-dimensional images on a video image of the subject 
when a test fit is successful. Alternatively, providing real 
time visual feedback may include displaying one or more 
navigation cues when a test fit is unsuccessful. The computer 
program product may further include computer code that 
performs the steps of, when the test fitting is unsuccessful, 
fitting each new one of the one or more additional three­
dimensional images to one another to provide a second set 
of three-dimensional data, and upon a successful fit, adding 
the second set of three-dimensional data to the first set of 
three-dimensional data. The three-dimensional data may 
include three-dimensional surface data. The one or more 
additional three-dimensional images may include surface 
data derived from two-dimensional image sets of the sub­
ject. The set of three-dimensional data may include three­
dimensional surface data acquired from a subject as a 
sequence of three-dimensional images, each one of the 
sequence of three-dimensional images fitted to at least one 
previous one of the sequence of three-dimensional images. 

BRIEF DESCRIPTION OF THE FIGURES 

[0036] The invention and the following detailed descrip­
tion of certain embodiments thereof may be understood by 
reference to the following figures. 
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[0037] FIG. 1 shows an image capture system. 

[0038] FIG. 2 shows a process for operating an image 
capture system. 

[0039] FIG. 3 shows a process for operating an image 
capture system. 

[0040] FIG. 4 depicts a view of a user interface for an 
image capture system. 

[0041] FIG. 5 depicts a view of a user interface for an 
image capture system in an acquisition mode. 

[0042] FIG. 6 depicts a view of a user interface for an 
image capture system in an acquisition mode. 

[0043] FIG. 7 depicts a view of a user interface for an 
image capture system in a recover mode. 

[0044] FIG. 8 depicts a view of a user interface for an 
image capture system in a recover mode. 

[0045] FIG. 9 depicts a view of a user interface for an 
image capture system after reacquiring a scan. 

[0046] FIG. 10 is a three-dimensional view of a first 
component of a scanning subject. 

[0047] FIG. 11 is a three-dimensional view of a first and 
second component of a scanning subject. 

[0048] FIG. 12 is a three-dimensional view of a second 
component of a scanning subject. 

DETAILED DESCRIPTION 

[0049] Described below is a technique for providing real 
time visual feedback to a user operating an incremental 
three-dimensional scanning device. However, it will be 
appreciated that the inventive concepts disclosed herein are 
not limited to such applications, and may be usefully 
employed in a number of imaging applications. For 
example, while visible light, video-based systems are 
described in some detail, the techniques described herein 
may be usefully applied to other imaging modalities based 
on, for example, x-rays, infrared or ultraviolet light, ultra­
sound, laser light, and so forth. As another example, the 
systems described herein may be usefully employed in 
two-dimensional imaging systems or other applications 
where user feedback and correction might be augmented by 
real time visual feedback. As a further example, the systems 
and methods described herein may be employed in an 
automated, robotic system to automate rescanning ofregions 
of a subject where incremental image data has been lost or 
degrades in quality below a predetermined threshold. All 
such variations and alternative embodiments as would be 
apparent to one of ordinary skill in the art are intended to fall 
within the scope of this disclosure. 

[0050] In the following description, the term "image" 
generally refers to a set of two-dimensional pixels forming 
a two-dimensional view of a subject within an image plane. 
The term "image set" generally refers to a set of related two 
dimensional images that might be resolved into three-di­
mensional data. The term "point cloud" generally refers to a 
set of three-dimensional points forming a three-dimensional 
view of the subject reconstructed from a number of two­
dimensional views. In a three-dimensional image capture 
system, a number of such point clouds may also be regis­
tered and combined into an aggregate point cloud con-
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structed from images captured by a moving camera. Thus it 
will be understood that pixels generally refer to two-dimen­
sional data and points generally refer to three-dimensional 
data, unless another meaning is specifically indicated or 
clear from the context. 

[0051] FIG. 1 shows an image capture system. In general, 
the system 100 may include a scanner 102 that captures 
images of a subject 104 within an image plane 106, and 
forwards the images to a computer 108, which may include 
a display 110 and one or more user input devices such as a 
mouse 112 or a keyboard 114. 

[0052] The scanner 102 may include any camera or cam­
era system suitable for capturing images from which a 
three-dimensional point cloud may be recovered. For 
example, the camera 102 may employ a multi-aperture 
system as disclosed, for example, in U.S. Pat. Pub. No. 
20040155975 to Hart et al., the entire contents of which is 
incorporated herein by reference. While Hart discloses one 
multi-aperture system, it will be appreciated that any multi­
aperture system suitable for reconstructing a three-dimen­
sional point cloud from a number of two-dimensional 
images may similarly be employed. In one multi-aperture 
embodiment, the scanner 102 may include a plurality of 
apertures including a center aperture positioned along a 
center optical axis of a lens and any associated imaging 
hardware. The scanner 102 may also, or instead, include a 
stereoscopic, triscopic or other multi-camera or other con­
figuration in which a number of cameras or optical paths are 
maintained in fixed relation to one another to obtain two­
dimensional images of an object from a number of slightly 
different perspectives. The scanner 102 may include suitable 
processing for deriving a three-dimensional point cloud 
from an image set or a number of image sets, or each 
two-dimensional image set may be transmitted to an external 
processor such as contained in the computer 108 described 
below. In other embodiments, the scanner 102 may employ 
structured light, laser scanning, direct ranging, or any other 
technology suitable for acquiring three-dimensional data, or 
two-dimensional data that can be resolved into three-dimen­
sional data. In one embodiment, the scanner 102 is a 
handheld, freely positionable probe having at least one user 
input device, such as a button, lever, dial, thumb wheel, 
switch, or the like, for user control of the image capture 
system 100 such as starting and stopping scans. 

[0053] Although not shown in FIG. 1, it will be appreci­
ated that a number of supplemental lighting systems may be 
usefully employed during image capture. For example, 
environmental illumination may be enhanced with one or 
more spotlights illuminating the subject 104 to speed image 
acquisition and improve depth of field ( or spatial resolution 
depth). The scanner 102 may also, or instead, include a 
strobe, flash, or other light source to supplement illumina­
tion of the subject 104 during image acquisition. 

[0054] The subject 104 may be any object, collection of 
objects, portion of an object, or other subject matter. While 
illustrated in FIG. 1 as a simple geometric form, the subject 
104 may include much more complex surfaces, and any 
number of separate elements. For example, in a dental 
imaging application, the subject 104 may include a tooth, a 
quadrant of teeth, or a full collection of teeth including two 
opposing arches from which a virtual dental impression is 
desired. The subject 104 may also, or instead, include a 



0014 Exhibit 1106 page 14 of 22 
DENTAL IMAGING

US 2007 /0171220 Al 

dental prosthesis such as an inlay, a crown, or any other 
dental prosthesis, implant, or the like. The subject 104 may 
include a dental model, such as a plaster cast, wax-up, 
impression, or negative impression of a tooth, teeth, soft 
tissue, or some combination of these. In certain instances, an 
optical or textured imaging agent may be applied to surfaces 
of the subject 104 to improve capture of three dimensional 
points. In other embodiments, the subject 104 may be a 
human head, or a portion thereof, from which a three­
dimensional model is desired for custom fitting of a hearing 
aid, eyeglasses, goggles, or the like. In other embodiments, 
the subject 104 may be a physical model of an object for use 
in digital animation, such as a miniature, physical model for 
use in a three-dimensional digital animation process. From 
the preceding examples, it will be apparent that a system 
using the techniques described herein may be suitably 
adapted to a wide range of applications for relatively short 
range, high resolution three-dimensional image acquisition. 
However, one skilled in the art will appreciate that suitable 
adaptations to the image capture system 100 may be made 
for a variety of other three-dimensional imaging applications 
based upon multi-aperture or multi-camera systems, as well 
as other three-dimensional imaging systems and technolo­
gies, and all such variations are intended to fall within the 
scope of this disclosure. 

[0055] The image plane 106 may include a two-dimen­
sional field of view of the camera 102. It will be appreciated 
that the term "image plane" as used in this paragraph, refers 
to a plane in the imaging environment rather than a plane 
within an optical sensor (such as film or sensors) where an 
image is captured. Though illustrated as a rectangle the 
image plane 106 may, for example, form a square, a circle, 
or any other geometry provided by the scanner 102. In 
general, the scanner 102 will have a depth of field or range 
of depth resolution for image acquisition within the image 
plane 106 determined by the physical construction of the 
scanner 102 and environmental conditions such as ambient 
light. 

[0056] The computer 108 may be, for example, a personal 
computer or other processing device. In one embodiment, 
the computer 108 includes a personal computer with a dual 
2.8 GHz Opteron central processing unit, 2 gigabytes of 
random access memory, a TYAN Thunder K8WE mother­
board, and a 250 gigabyte, 10,000 rpm hard drive. This 
system may be operated to capture approximately 1,500 
points per image set in real time using the techniques 
described herein, and store an aggregated point cloud of over 
one million points. More generally, processing capabilities 
of the computer 108 may vary according to the size of the 
subject 104, the speed of image acquisition, and the desired 
spatial resolution of three-dimensional points. The computer 
108 may also include peripheral devices such as a keyboard 
114, display 110, and mouse 112 for user interaction with the 
camera system 100. The display 110 may be a touch screen 
display capable of receiving user input through direct, 
physical interaction with the display 110. 

[0057] Communications between the computer 108 and 
the scanner 102 may use any suitable communications link 
including, for example, a wired connection or a wireless 
connection based upon, for example, IEEE 802.11 (also 
known as wireless Ethernet), BlueTooth, or any other suit­
able wireless standard using, e.g., a radio frequency, infra­
red, or other wireless communication medium. In medical 
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imaging or other sens1t1ve applications, wireless image 
transmission from the scanner 102 to the computer 108 may 
be secured. The computer 108 may generate control signals 
to the scanner 102 which, in addition to image acquisition 
commands, may include conventional camera controls such 
as focus or zoom. 

[0058] In an example of general operation of a three­
dimensional image capture system 100, the scanner 102 may 
acquire two-dimensional image sets while the scanner 102 is 
passed over a surface of the subject. The two-dimensional 
image sets may be forwarded to the computer 108 for 
derivation of three-dimensional point clouds. The three­
dimensional data for each newly acquired two-dimensional 
image set may be derived and fitted or "stitched" to existing 
three-dimensional data using a number of different tech­
niques. One useful example of such a technique is described 
in commonly-owned U.S. application Ser. No. 11/270,135, 
filed on Nov. 9, 2005, the entire contents of which is 
incorporated herein by reference. However, it will be appre­
ciated that this example is not limiting, and that the prin­
ciples described herein may be applied to a wide range of 
three-dimensional image capture systems. 

[0059] From time to time in such incremental data acqui­
sition systems, the fitting or stitch may fail for reasons 
described in greater detail below. In such situations, a user 
may be notified through visual feedback that a recover mode 
has been entered. In the recover mode, the system 100 may 
seek to reacquire the previous scan by test fitting new scan 
data to previously acquired data, and providing visual feed­
back to a user to assist in navigating back to a scan location 
on the subject where the re-acquisition is being attempted. In 
a related landing mode, a user may attempt to initiate a new 
scan registered or connected to an existing three-dimen­
sional model. Similar visual feedback tools may be provided 
to guide a user to an appropriate scan location, and notify a 
user when the scan has been reacquired. These techniques 
are now described in greater detail, beginning with a detailed 
description of the processes for a stitch recovery and a 
landing, described with reference to FIGS. 2 and 3. The 
corresponding user interface is described in greater detail 
with reference to FIG. 4 et seq. 

[0060] FIG. 2 depicts a process for three-dimensional 
scanning. The process 200 may begin 202 by acquiring a 
candidate frame from a sensor, such as an image set from the 
scanner 102 described above, as shown in step 204. During 
this phase of the process 200, a video image such as a video 
image of the subject from a position or point of view of the 
scanning device, may be rendered on the display 110. This 
view may assist a user of the image capture system 100 in 
positioning the scanner 102 relative to the subject 104. In 
such embodiments, the view will continuously shift as the 
user moves the scanner 102 about the subject 104, always 
maintaining a visual display of the point of view of the 
scanner 102 on the subject 104. In other embodiments, the 
subject 104 may be displayed in a static, non-moving 
orientation within the display 110, while a visual cue may be 
provided within the user interface as to a position and 
orientation of the scanner. 

[0061] As shown in step 206, three-dimensional data may 
be derived from the candidate frame. Stated alternatively, 
the two-dimensional data, such as an image set, may be 
converted into three-dimensional data or a three-dimen-
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sional image. As used herein, the terms three-dimensional 
data, three-dimensional representation, three-dimensional 
model, three-dimensional image, three-dimensional surface 
map, and the like are used interchangeably to describe the 
three-dimensional representation assembled from incremen­
tal scan results captured by the scanning device, or a portion 
thereof, unless a different meaning to these phrases 1s 
explicitly stated or clear from the context. 

[0062] A number of techniques may be employed to 
calculate three-dimensional point values from the candidate 
frame. For example, stereoscopic matching techniques 
include probabilistic measures of image similarity such as 
mutual information or correlation of pixel intensities. Other 
types of suitable derivations include, for example, optical 
flow using spatial and/or temporal gradients. In a stereo­
scopic camera configuration, for example, the image set 
typically includes two images. However, three or more 
images may be included in an image set using a multi­
aperture camera configuration, such as a three or four 
aperture camera, or similar camera systems. It should also be 
appreciated that each set of three-dimensional data need not 
include all, or even most, of the points that might be 
recovered from the candidate frame. The point cloud may, 
for example, be calculated from a sparse mesh of a candidate 
frame image set (relative to the pixel density of the original 
image set). This arrangement may be particularly suitable 
for accelerating processing in real time imaging applica­
tions. The sparse mesh may be obtained from any subset of 
pixels in the image set. Regular rectangular grids, for 
example, are particularly suited to hierarchical methods 
using subsampling of images. However, other meshes may 
be used, such as triangular, square, quadrilateral, or the like, 
to select regularly or irregularly spaced pixels within the 
image set for derivation of a point cloud. In some embodi­
ments, a relatively sparse subset of pixel data may be 
employed for real time rendering and feedback, while a 
denser or complete version of pixel data is stored for use in 
a more computationally intensive post-processing step, 
which might yield greater accuracy and density. 

[0063] It will be appreciated that three-dimensional sur­
face data consisting of a point cloud of three-dimensional 
points is one type of three-dimensional data that may be 
readily derived from two-dimensional image sets. However, 
other forms of three-dimensional data may also be obtained 
using various techniques known in the art. This may include, 
for example, three-dimensional surface data consisting of a 
three-dimensional map of interconnected polygons, such as 
triangles or other regular or irregular polygons, or volumet­
ric three-dimensional data reflecting interior as well as 
surface points of the subject. All such variations are intended 
to fall within the scope of this disclosure. 

[0064] As shown in step 208, once three-dimensional data 
has been derived, it may be evaluated to determine whether 
the derivation was successful. In general, this tests the 
recovery of incremental data for internal consistency, rather 
than by comparison to the full three-dimensional model 
reconstructed from incremental scans. For example, move­
ment of the scanner laterally off the subject may result in an 
insufficient amount of derived data, or a complete lack of 
derived data. Similarly, with certain imaging technologies, 
rapid scanner motion may cause blurring in acquired two­
dimensional image sets that interferes with conversion to 
three-dimensional data. This motion blur may render an 
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image set unsuitable for derivation of three-dimensional 
data, or reduce the quality of derived three-dimensional data. 
Other scanner motions, such as movement outside the scan­
ner's physical scanning range (again, this may be technol­
ogy dependent), such as too close or too far away from the 
subject, may result in low quality or insufficient derived 
three-dimensional data. Other imaging artifacts may simi­
larly render a particular image set unsuitable (or less suit­
able) for deriving three-dimensional data, such as lack of 
texture on a surface of the subject, poor optical focus or 
resolution, illumination anomalies such as specularities or 
shadows, distortion and aberration artifacts in components 
in the optical path, and so forth. Other factors such as 
physical properties of the subject may cause deterioration of 
data acquisition. For example, highly reflective surfaces may 
interfere with three-dimensional conversion. Various quan­
titative measures of success may be employed, and in 
various embodiments, numerical thresholds may be user­
specified according to a desired accuracy of the resulting 
three-dimensional model. If it is determined that the two­
dimensional data ( or other sensor data, as discussed gener­
ally above) has been successfully converted into three­
dimensional data, then the process 200 may proceed to step 
210. If it is determined that the two-dimensional data has not 
been successfully converted into three-dimensional data, 
then the process may proceed to step 224. 

[0065] In step 210, a determination may be made as to 
whether there is a reference frame or image, such as a 
previously acquired image set or derived three-dimensional 
data. In one embodiment, a reference frame will always be 
available, except when the currently acquired frame is the 
first frame in a sequence. In various embodiments, different 
data types may be employed for comparison of incremental 
data, such as two-dimensional source data, converted three­
dimensional data points, and so forth. However, in step 210, 
the process 200 is only testing for the existence of a 
reference frame, not the quality of the image frame. If a 
reference frame is present, the process 200 may proceed to 
step 212. If a reference frame is not present, the process 200 
may proceed to step 220. 

[0066] As shown in step 212, the incremental three-di­
mensional image data may be fitted or stitched to the 
existing three-dimensional model. In one embodiment, this 
process is performed by deriving scanner motion between 
positions or points of view for successive image captures. 
However, other techniques may be employed, such as direct 
fitting of features from the new three-dimensional image to 
the previously acquired three-dimensional model. All such 
techniques that might usefully be employed to register new 
three-dimensional data to existing three-dimensional data 
are intended to fall within the scope of this disclosure. Once 
a fit has been attempted in step 212, the process 200 may 
proceed to step 214. 

[0067] In step 214, the fit obtained in step 212, which may 
be considered a test fit until accepted for addition to the 
previously acquired three-dimensional data, may be tested 
for success. This test fitting may employ any number of 
quantitative techniques for comparing some or all of the 
newly acquired three-dimensional data to the previously 
acquired three-dimensional data. Tests such as correlation or 
feature matching may be employed to obtain a confidence 
score or other objective measure of fitting. Further, where a 
quantitative limit or range is employed to measure a sue-
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cessful fit, the limit or range may be user-controlled either by 
explicit selection of a numeric fit parameter or by selection 
of a qualitative fit parameter (e.g., tight, moderate, loose, 
etc.). User evaluation and feedback may also be incorpo­
rated into a fitting algorithm, which may, for example, be in 
response to a frequently recurring failure to fit, or to a 
specific failure event. It will be appreciated that, while a 
single test fit is shown in step 214, any number of test fits 
may be performed during this step. In this manner, a number 
of sequentially acquired three-dimensional images used in 
whole or in part to constitute the three-dimensional model 
may each be test fitted to the newly acquired three-dimen­
sional data. This approach may have particular utility where 
test fitting employs two-dimensional image set data instead 
of, or in addition to, any three-dimensional data derived 
therefrom. 

[0068] In one example embodiment, a number of different 
reference frames ( also referred to herein as reference 
images) may be selected for a test fit. The number of 
reference frames may be selected using various criteria. For 
example, reference frames may be selected according to 
temporal proximity to the new incremental data. That is, a 
group of most recent image sets or three-dimensional data 
sets may be employed for test fitting. As another example, 
reference frames may be selected according to spatial prox­
imity to the new incremental data. That is, a group of image 
sets or three-dimensional data sets that are physically closest 
to the last known point on the subject may be used. Other 
techniques may be suitably employed for selecting candidate 
reference frames, either alone or in combination, including 
image entropy, data density, data quantity, and/or scanning 
parameters (such as focal distance or location within field of 
view). In one embodiment reference frames may be selected 
from a beginning of the sequence of incremental three­
dimensional images used to create the three-dimensional 
model, such that a user may attempt reacquisition from 
where the original scan was initiated. In one embodiment, 
reference frames may be selected for an end of the sequence 
of incremental three-dimensional images used to create the 
three-dimensional model, such that a user may attempt 
reacquisition from where the original scan was lost. In one 
embodiment, a user may specifically select a point or region 
on the three-dimensional model for test fitting. This user 
selection may be used to derive a pool of candidate frames 
based upon the techniques described above. Manual selec­
tion will be discussed in greater detail with reference to the 
stitch recover mode in FIG. 3. Generally, the manual selec­
tion may be achieved through operation of the user interface 
to select one or more points on the existing three-dimen­
sional model. 

[0069] If the new three-dimensional data is successfully 
fitted to the existing three-dimensional data, then the process 
may proceed to step 216. If the new three-dimensional data 
is not successfully fitted to the existing three-dimensional 
data, then the process may proceed to step 226. 

[0070] As shown in step 216, new or incremental three­
dimensional data may be added to the three-dimensional 
model. In one embodiment using camera motion estimation, 
this step may include a rigid transformation of the incre­
mental three-dimensional data to the coordinate system of 
the three-dimensional model, as depicted in step 218. How­
ever, it will be appreciated that any suitable technique for 
registering new three-dimensional data to existing three-
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dimensional data may be usefully employed in step 216, and 
the choice of a particular technique may vary according to 
the scanning technology and/or sensor data of a particular 
image capture system. 

[0071] As shown in step 220, the new or incremental 
three-dimensional data may next be selected as a candidate 
reference frame for subsequent acquisitions of one or more 
sequential data sets from the scanner 102. At this point, the 
process 200 may proceed to step 222. 

[0072] As shown in step 222, a determination may be 
made as to whether the scan is finished. This may include, 
for example, user input received through the input device 
116 on the scanner 102, through the mouse 112, the key­
board 114, or, for a touch screen embodiment, through the 
display 110. It will be appreciated that in certain embodi­
ments, the process 200 may be stopped at any point upon 
receipt of such a user input. If it is determined that the scan 
is finished, the process 200 may proceed to step 228 and end. 
If it is determined that the scan is not finished, the process 
may return to step 204 where a new candidate frame may be 
acquired from the scanner 102. In a subsequent pass through 
the following processing steps, the "newly acquired" three­
dimensional data may be used as a reference frame for 
subsequent fitting steps. 

[0073] As shown in step 224, when a derivation of three­
dimensional data is unsuccessful (which may also be under­
stood as a species of unsuccessful fitting, discussed with 
reference to step 214), the process 200 may proceed to 
determine whether at least one reference frame exists. If no 
reference frame exists, then the process may proceed to step 
222, and subsequently to step 204 where a new candidate 
frame may be acquired. If a reference frame does exist, the 
process may proceed to step 226, which more generally 
represents a stitch recovery mode 226. 

[0074] In the stitch recover mode 226 the process 200 may 
attempt to reacquire or resume a scan by test fitting each 
newly acquired data set to some portion of the three­
dimensional model. During this phase, the process may 
optionally begin assembling a new three-dimensional model 
from sequential, incremental three-dimensional data sets. In 
this manner, once the original scan is reacquired with a 
successful fit to the original three-dimensional model, all of 
the three-dimensional data acquired during the recover mode 
may be immediately registered to the original three-dimen­
sional model. Although not explicitly depicted, it will be 
appreciated that in certain embodiments a user may manu­
ally select the recover mode 226, such as where a scan is 
purposely interrupted by the user. It will be noted that the 
terms "reacquire""resume" and are used interchangeably 
herein to refer to either scans that have been lost due to 
signal degradation or scans that have been explicitly stopped 
through user operation. 

[0075] In one aspect, the process 200 described herein, 
and systems embodying this process, include two operating 
modes. In an acquisition mode, normal acquisition, conver­
sion to three-dimensional data, and test fitting to the three­
dimensional model may take place, as described generally 
above. In a recover mode, or in the landing mode described 
below, newly acquired incremental data is test fitted to the 
three-dimensional model, but may also be fitted to a second 
model so that useful three-dimensional data may continue to 
be acquired during the recover mode, which is described in 
greater detail with reference to FIG. 3. 
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[0076] In another aspect, visual cues or indicators may be 
provided to a user through the monitor 110 with respect to 
whether the image capture system 100 is in a recover mode 
or a normal acquisition mode. For example, in the normal 
acquisition mode, the display 110 may show a video image 
of the subject 104, as viewed from the scanner 102. The 
computer may render the three-dimensional model, which 
may be a three-dimensional point cloud of surface data 
acquired for the subject 104, superimposed on the video 
image. The surface data may be rendered with shading, or a 
wireframe or other visual techniques to visualize the three­
dimensional shape of the surface data. In this mode, the user 
experience may be one of virtually spray painting a surface 
of the subject 104 with points or other surface rendering 
(such as polygons) that reflects the acquired three-dimen­
sional model. In the recover ( or landing) mode, the computer 
may render the video image of the subject 104 as viewed 
from the scanner 102; however, the computer 108 may 
remove or stop rendering the three-dimensional model. This 
may provide immediate user feedback that acquisition has 
been lost. In addition, the computer may render a previous 
video image of the subject 104 from a previous position of 
the scanner 102, in particular, a previous position or location 
on the subject 104 selected as a reference frame for re­
acquisition, superimposed on the current video image. The 
superimposed video image from the previous location may 
be rendered in a different color, or with different opacity to 
provide a visual offset from the current video image. By 
superimposing the previous video image, as centered on the 
location where re-acquisition is being algorithmically test 
fitted, the system can provide feedback to a user that will 
assist the user in re-centering the scanner 102 at the desired 
position on the subject 104. Thus the user may be provided 
with visual cues as to the acquisition mode and the recover 
mode. The recover mode, in particular, may provide visual 
feedback to assist a user in re-acquiring three-dimensional 
data acquisition for the original three-dimensional model. It 
will be appreciated that other techniques may be employed, 
such as directional arrows or verbal cues, to coach a user 
back to an appropriate location relative to the subject 104. 
Using the computer 108 described above, the visual cues or 
indicators may be rendered at a video rate consistent with 
image capture, so that the system provides real time visual 
feedback to a user. 

[0077] The recover mode will now be described in greater 
detail. 

[0078] As shown in FIG. 3, a recover mode process 300 
may begin by entering a stitch recover mode 302. This may 
occur through any of the circumstances described above 
with reference to FIG. 2, including manual selection of the 
recover mode by a user. 

[0079] As shown in step 304, a suitable reference frame 
may be selected. This may include one or more reference 
frames, which may be selected using any of the techniques 
described above with reference to step 214 of FIG. 2. It will 
be appreciated that the reference frames for the recover 
mode are reference frames selected from the three-dimen­
sional model assembled during the acquisition mode of FIG. 
2. After one or more reference frames have been selected, 
the process 300 may proceed to step 306. 

[0080] As shown in step 306, a reference frame may be 
assigned for display. This may be a video image correspond-
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ing to one of the reference frames selected in step 304, as 
well as any corresponding two-dimensional or three-dimen­
sional data suitable for use in display thereof. More gener­
ally, the content of the reference frame may vary according 
to a particular imaging technology and/or techniques used to 
fit incremental data. 

[0081] As shown in step 308, a new frame of data may be 
acquired from the scanner 102, including a current video 
image. 

[0082] As shown in step 310, the current video image may 
be displayed on the monitor 110 superimposed on a refer­
ence video image selected in step 306. The images may be 
superimposed on the monitor 110 as a visual indicator for the 
user. The reference video image may be superimposed on a 
current video image captured from a current position of the 
scanner, with each video image distinguished using a visual 
cue such as color, opacity, or the like. This superposition 
may indicate to a user both where the scanner is currently 
positioned and where the scanner should be positioned in 
order to reacquire a scan, so that a user may manipulate the 
scanner to a suitable position for recovery. 

[0083] As shown in step 312, three-dimensional data may 
be derived from the new frame of data, as described for 
example with reference to step 206 of FIG. 2. 

[0084] As shown in step 314, success of the derivation 
may be evaluated, as described for example with reference 
to step 208 of FIG. 2. If the derivation is successful, the 
process 300 may proceed to step 316. If the derivation is 
unsuccessful, the process 300 may proceed to step 308 
where a new frame of data may be acquired. 

[0085] As shown in step 316, the newly derived three­
dimensional data may be test fitted to the reference frame(s) 
from the acquisition mode, using techniques such as those 
described above with reference to step 212 of FIG. 2. 

[0086] As shown in step 318, the test fit may be evaluated 
for success. If new data is successfully test fitted to the 
reference frame(s), the process 300 may proceed to step 320 
and exit the recover mode. If the new data is not successfully 
test fitted to the reference frame(s), then the process 300 may 
return to step 308 where a new frame of data may be 
acquired from the scanner 102. At this point, the newly 
derived three-dimensional data may be fitted to three-di­
mensional data previously derived in the recover mode. In 
this manner, a new three-dimensional model may be created 
within the recover mode. When a successful test fit is made 
to the original (acquisition mode) three-dimensional model, 
the entire new three-dimensional model, or a selected por­
tion thereof, may be registered to the original three-dimen­
sional model using a transformation based upon the suc­
cessfully fitted frames or three-dimensional images. 

[0087] It will be appreciated that the above steps may be 
varied, such as by using optical flow techniques to determine 
correspondence between pixels in adjacent image sets in 
step 212, and that the order of steps may be changed, such 
as by providing manual inputs to stop, start, or restart 
(recover) a scan that override the sequence of steps depicted 
in FIG. 2, or by performing derivation and test-fitting steps 
together. As another example, the reference frame selection 
process may be automated by, for example, capturing a scan 
from a region of a subject where data has been previously 
acquired, and registering the newly captured scan to the 
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acquired three-dimensional model. At this point, selection of 
subsequent reference frames for test fitting and/or fitting 
may be based upon image sets captured from around the 
registered location of the newly acquired data. Additionally, 
certain steps may be added or omitted, or multiple steps may 
be combined. Similarly, in certain computing environments 
some steps may be performed in parallel (such as test fitting 
to multiple reference frames), or certain steps may be 
distributed among more than one process or processor. In 
one variation, the scanner may remain in a fixed position, 
and three-dimensional image capture may be performed by 
moving the subject within an image plane of the scanner. All 
such variations and modifications are intended to fall within 
the scope of this disclosure. 

[0088] It will be appreciated that the above process may be 
realized in hardware, software, or any combination of these 
suitable for the three-dimensional imaging techniques 
described herein. The process may be realized in one or 
more microprocessors, microcontrollers, embedded micro­
controllers, programmable digital signal processors or other 
programmable device, along with internal and/or external 
memory. The process may also, or instead, include an 
application specific integrated circuit, a programmable gate 
array, programmable array logic, or any other device that 
may be configured to process electronic signals. It will 
further be appreciated that the process may be realized as 
computer executable code created using a structured pro­
gramming language such as C, an object oriented program­
ming language such as C++, or any other high-level or 
low-level programming language (including assembly lan­
guages, hardware description languages, and database pro­
gramming languages and technologies) that may be stored, 
compiled or interpreted to run on one of the above devices, 
as well as heterogeneous combinations of processors, pro­
cessor architectures, or combinations of different hardware 
and software. At the same time, processing may be distrib­
uted across the camera and/or computer in a number of 
ways, or all of the functionality may be integrated into a 
dedicated, standalone image capture device. All such per­
mutations and combinations are intended to fall within the 
scope of the present disclosure. 

[0089] It will also be appreciated that means for perform­
ing the steps associated with the processes described above 
with reference to FIGS. 2 and 3 may include any suitable 
components of the image capture system 100 described 
above with reference to FIG. 1, along with any software 
and/or hardware suitable for controlling operation of same. 
The following figures describe the systems and methods 
disclosed herein with reference to a user interface that might 
be rendered, for example, within the display 110 of the 
image capture system 100 of FIG. 1. 

[0090] FIG. 4 depicts a view of a user interface for an 
image capture system. The user interface 400 may include a 
window 402 rendered on a monitor such as the display 110 
of FIG. 1. Within the window 402, a video image may be 
displayed including a field of view of a scanner, such as the 
scanner 102 of FIG. 1. Within the field of view, a subject 
404, such as the subject 104 of FIG. 1 may be displayed, 
along with one or more user controls 406. FIG. 4 specifically 
depicts the user interface before any image acquisition steps. 
As such, there is no rendering of an acquired three-dimen­
sional model or any superposition of reference images onto 
the current video image. 

10 
Jul. 26, 2007 

[0091] The user controls 406 may generally include one or 
more controls for manipulating the three-dimensional model 
( e.g., rotating, scaling, panning, and the like), selecting a 
landing target, controlling operation of the image capture 
system (e.g., starting or stopping an acquisition), and so 
forth. The one or more controls may be manipulated, for 
example, using any of the user input devices described 
above with reference to FIG. 1, including physical interac­
tion with the monitor, where the display 110 includes a touch 
screen. 

[0092] FIG. 5 depicts a view of a user interface for an 
image capture system, such as described above with refer­
ence to FIG. 4, in acquisition mode. In this view, an initial 
acquisition of a three-dimensional image 502 consisting of 
a set of three-dimensional points has occurred. The three­
dimensional image, a first element of a three-dimensional 
model, may be rendered within the user interface as super­
imposed on the video image of the subject 104, as depicted 
by a number of X's in FIG. 5. It will be appreciated that, 
while shown as X's for purposes of distinguishing from 
subsequent three-dimensional images, these points may, in 
practice, be rendered simply as points or pixels within the 
user interface. In such a rendering, techniques such as 
shading of pixels in accordance with simulated lighting may 
be used, or any other techniques that provide visual cues to 
contours of the captured three-dimensional points so that a 
human viewer can more readily interpret the three-dimen­
sional shape captured by the scan. 

[0093] FIG. 6 depicts a view of a user interface for an 
image capture system, such as described above with refer­
ence to FIGS. 4-5, in acquisition mode. In this view, a 
second acquisition of a three-dimensional image 602 con­
sisting of a set of three-dimensional points has occurred. The 
second set of three-dimensional points in this view have 
been successfully fitted to the first three-dimensional image 
502 and added to a three-dimensional model. It will be 
appreciated that, while shown as O's for purposes of dis­
tinguishing from other three-dimensional images, these 
points may, in practice, be rendered simply as points or 
pixels within the user interface. Over a number of successive 
acquisitions and fits, a large three-dimensional model may 
be acquired, and the aggregate point cloud may be rendered 
with shading to simulate a three-dimensional view of the 
point cloud, all of which may be superimposed on a current 
video image of the subject. 

[0094] FIG. 7 depicts a view of a user interface for an 
image capture system, such as described above with refer­
ence to FIGS. 4-6, in a recover mode. In this view, scan 
acquisition has been lost, such as due to a failure to derive 
adequate three-dimensional data or a failure to fit a new 
three-dimensional image to a three-dimensional model. To 
indicate to a user that the system is in a recover mode, a 
number of visual cues may be provided. For example, as 
depicted in FIG. 7, three-dimensional points 502, 602 for the 
model may be omitted. As another example, a previous 
video image 702 of the subject may be superimposed on a 
current video image 404 of the subject. Each image 702, 404 
may be rendered in a different color or opacity to indicate its 
nature. Navigation information is provided in this format. 
For example, in order to align the current video image 404 
with the previous video image 702, a user may move the 
scanner to the right, thus shifting the current video image 
404 of the subject to the left and into alignment with the 
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previous video image 702. The previous video image 702 
may be selected as described generally above with reference 
to FIG. 3 according to its relationship to one or more 
reference frames for re-acquisition of a scan. In general, 
when the previous video image 702 and the current video 
image are aligned (including scaling and rotation), a newly 
acquired image set or three-dimensional image should suc­
cessfully fit to one of the reference frames, or have an 
elevated probability of successfully fitting to one of the 
reference frames. It will be appreciated that FIG. 7 may also, 
or instead, depict a landing mode in which a user seeks to 
reacquire a scan for a stored three-dimensional model. 

[0095] FIG. 8 depicts a view of a user interface for an 
image capture system, such as described above with refer­
ence to FIGS. 4-7, in a recover mode. FIG. 8 provides a 
general comparison to FIG. 7, in which a user has manipu­
lated a scanner to more closely align the current video image 
404 to the previous video image 702. It will be appreciated 
that FIG. 8 may also, or instead, depict a landing mode in 
which a user seeks to reacquire a scan for a stored three­
dimensional model. 

[0096] FIG. 9 depicts a view of a user interface for an 
image capture system, such as described above with refer­
ence to FIGS. 4-8, after reacquiring a scan. In this figure, a 
user has realigned the current video image 404 so that a 
newly acquired three-dimensional image could be success­
fully fitted to one of the reference images. Upon thus exiting 
the recover mode, the system returns to acquisition mode 
and begins acquiring additional three-dimensional data to 
add to the three-dimensional model. The point cloud 902 of 
the three-dimensional model, optionally including data 
acquired during the recover mode, is superimposed on the 
current video image 404 to communicate reacquisition to a 
user. This visualization also lets the user know where 
scanning has been performed and where additional scanning 
may be appropriate. 

[0097] In other embodiments, a landing mode may be 
provided in which a user attempts to initiate a new scan 
registered or connected to an existing three-dimensional 
model. In the landing mode, the system may optionally 
create a supplemental three-dimensional model by fitting 
sequential frames to one another before a successful fit to the 
original three-dimensional model. In various embodiments, 
the landing mode may also be distinguished by a user's 
ability to select a point on the original three-dimensional 
model for re-acquisition of a scan. 

[0098] In one aspect, the systems and methods described 
herein improve real time scanning operations by providing 
real time user feedback concerning loss and reacquisition of 
a scan. In another aspect, the systems and methods described 
herein may be employed in combination with stored three­
dimensional models to enhance the functionality of an image 
capture system. A number of examples of such enhanced 
functionality are described below. 

[0099] In one embodiment multiple scans of an object, 
including scans taken at different times, may be interpreted 
as a single scan. For example, in a dental application, a tooth 
surface may be scanned before and after a surface prepara­
tion for dental prosthetic. By starting the second, post­
preparation scan, by reacquiring a scan of an unprepared 
tooth surface, the pre-scan and post-scan structure of the 
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prepared surface may be combined into a single surface 
representation that encloses a space to be filled by the dental 
prosthetic. 

[0100] In another embodiment, the user interface may be 
modified to permit reorientation of the scanner. This may be 
particularly useful in dental applications where a full dental 
arch scan might be most conveniently performed in two 
halves, with a user changing hands or scanner orientation 
around the midpoint of the arch. The scan could be delib­
erately interrupted, either by rapidly pulling the remote 
sensor away from the teeth to affect a stitch loss, or by 
pressing a "pause" button which may be any of the user 
input devices described above. At this point, a user may 
reorient the scan, including one or more reference images, 
by 180 degrees (or some other amount) within the user 
interface. This may rotate the system coordinates both for 
the purposes of display and image correlation in the stitch 
recovery mode. The operator may then rotate the scanner 
180 degrees and attempt to recover a stitch using the recover 
mode described above. Once the stitch is recovered, the scan 
can proceed in the normal fashion to capture the remaining 
teeth. 

[0101] In another embodiment, the user interface may be 
modified to permit selection of a point or region of a subject 
where reacquisition is to be attempted. The interface may, 
for example, display a point cloud for the three-dimensional 
model, which a user may rotate, translate, or scale within the 
interface. A control, which may be accessible using a mouse, 
keyboard, input device on the scanner, or through a touch 
screen display, may be provided to select a point or area for 
recovery of the scan. Using a selection process as described 
generally above, one or more reference frames may be 
selected according to spatial or temporal proximity to the 
selected point, or according to any other suitable selection 
criteria. Reference frames, image sets, or three-dimensional 
data may then be selected from historical scan data accord­
ing to the user selection. After completion of the selection 
process, a user may enter the recover mode and attempt to 
recover a lost stitch using the techniques described above. 

[0102] In another embodiment, the techniques described 
herein may be applied to allow scanning of complex, articu­
lated, closed, or otherwise difficult surfaces with a scanning 
device that acquires three-dimensional data as a continuous 
sequence of three-dimensional images. An application of 
this is illustrated below with reference to a pair of articulated 
dental arches. 

[0103] FIG. 10 is a three-dimensional view of a first 
component of a scanning subject. The first component 1002 
is viewed here in isolation, i.e., separate from a second 
component (not shown) that relates to the first component 
1002. The first component 1002 in this example is a lower 
arch of human dentition, including surrounding soft tissue. 
The objective of a scan may be to acquire a surface map of 
lower and upper arches of dentition in occlusion. A scan of 
the arch using the image capture system 100 described 
above may include a continuous scan of exposed tooth 
surfaces from within a dental patient's mouth, choosing any 
convenient location 1004 as a starting point, and continuing 
in a scan path 1006 that passes over any exposed regions, 
and concluding at another location 1008 on the exterior 
surface. At this point, the scan may be manually terminated, 
or terminated through a manipulation such as moving the 



0020 Exhibit 1106 page 20 of 22 
DENTAL IMAGING

US 2007 /0171220 Al 

scanner rapidly outside of scanning range for the first 
component 1002. According to one of the embodiments of 
the recover mode described above, one or more reference 
frames may be established at the end of this scan. By 
scanning the exposed surfaces, a complete three-dimen­
sional surface scan of the first component 1002, the lower 
arch, may be acquired. At the same time, a convenient 
reacquisition point may be established by forcing the system 
into recovery mode at a desired location. It will be appre­
ciated that, while the scan path 1006 as illustrated passes 
below the arch, which would be appropriate for a dental 
model, a live scan of a patient's dentition captured 
intraorally would typically only pass over exposed surfaces. 

[0104] FIG. 11 is a three-dimensional view of a first and 
second component of a scanning subject. The first compo­
nent 1002 may be the lower arch of FIG. 10. The second 
component 1102 may an upper arch in occlusion with the 
lower arch. Initiating a second scan from the recover mode, 
the scan may be reacquired around the location 1008 on the 
lower arch where the first scan was terminated. The scan 
may then be continued onto a location 1104 on the second 
component, where the scan may once again be terminated in 
recover mode. 

[0105] FIG. 12 is a three-dimensional view of a second 
component of a scanning subject. FIG. 12 depicts the second 
component 1102 in isolation. An arrow 1201 illustrates a 
third scan beginning at the location 1104 where the scan was 
previously terminated. The scan may be reacquired at this 
location 1104 from within the recover mode. After stitch 
recovery, the scan may be completed of some or all of the 
second component 1102, ending at a location 1202 on the 
surface thereof. While depicted generally as encircling the 
second component 1102, it will be appreciated that a surface 
scan such as an intraoral scan of human dentition would 
typically only be possible for exposed surfaces. Scanning in 
this manner, a complete, three-dimensional surface map may 
be obtained for the upper arch and lower arch in occlusion 
may be obtained from a series of intraoral scans of human 
dentition. This digital version of a dental bite registration 
may be useful in the fabrication of dental prosthetics involv­
ing one or more occluded tooth surfaces. More generally, 
this technique may be suitably adapted to a number of 
scanning environments. For example, this technique may be 
applied to obtain a full three-dimensional surface scan of the 
interior and exterior of a closed box with a lid, or any other 
components that may be separated for access to interior 
regions. 

[0106] While the technique described with reference to 
FIGS. 10-12 takes advantage of a recover mode that selects 
reference frames from an area where stitching was lost, it 
will be appreciated that a number of adaptations and varia­
tions are possible. For example, in one embodiment test 
fitting in the recover mode may be performed for the 
beginning and the end of a scan for which acquisition has 
been lost. Using such a recover mode, the technique may 
begin with a scan that spans two objects in fixed relation­
ship, starting on the first object and ending on the second 
object. When the objects are separated, two separate recov­
eries may be initiated from the beginning and the end of the 
initial scan. In another embodiment, a user interface that 
permits selection of a point for reference frames may be 
employed to permit a number of different scan orders 
provided at least one scan spans both objects in their desired 
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orientation. In a further variation, any number of separate 
objects may be sequentially or otherwise scanned in one or 
more orientations by straightforward extension of the tech­
niques described above. Thus there is disclosed herein 
systems and methods for scanning a plurality of objects, 
which may be rigid bodies, in a fixed orientation relative to 
one another. 

[0107] While the invention has been disclosed in connec­
tion with certain preferred embodiments, other embodiments 
will be recognized by those of ordinary skill in the art, and 
all such variations, modifications, and substitutions are 
intended to fall within the scope of this disclosure. Thus, the 
invention is to be understood with reference to the following 
claims, which are to be interpreted in the broadest sense 
allowable by law. 

1. A method comprising: 

acquiring three-dimensional surface data from a subject as 
a sequence of three-dimensional images, each one of 
the sequence of three-dimensional images fitted to at 
least one previous one of the sequence of three-dimen­
sional images; 

acquiring an image set for a next three-dimensional 
image; 

when the image set can be converted into the next 
three-dimensional image and the next three-dimen­
sional image can be fitted to the three-dimensional 
surface data, superimposing the three-dimensional sur­
face data and the next three-dimensional image onto a 
two-dimensional image of the subject in a display; and 

when the image set cannot be converted into the next 
three-dimensional image or the next three-dimensional 
image cannot be fitted to the three-dimensional surface 
data, entering a recover mode comprising the steps of: 

superimposing a current two-dimensional image of the 
subject onto a previous two-dimensional image of 
the subject in the display, the previous two-dimen­
sional image representing a view of the subject from 
a position from which one of the sequence of three­
dimensional images was acquired, and the current 
two-dimensional image representing a view of the 
subject from a position from which the image set was 
acquired; 

acquiring at least one subsequent three-dimensional 
image; and 

test fitting the at least one subsequent three-dimen­
sional image to one or more of the sequence of 
three-dimensional images. 

2. The method of claim 1 further comprising adding the 
next three-dimensional image to the three-dimensional sur­
face data when the image set can be converted into the next 
three-dimensional image and the next three-dimensional 
image can be fit to the three-dimensional surface data. 

3. The method of claim 1 wherein the previous two­
dimensional image and the current two-dimension image 
include video frames. 

4. The method of claim 1 further comprising manually 
entering the recover mode in response to a user input. 

5. The method of claim 1 further comprising automati­
cally entering the recover mode in response to a detection of 
a lost acquisition. 
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6. The method of claim 5 wherein the detection of the lost 
acquisition includes a detection of a motion blur. 

7. The method of claim 5 wherein the detection of the lost 
acquisition includes a detection of an insufficient recovery of 
three-dimensional data. 

8. The method of claim 1 wherein the recover mode 
includes the step of highlighting a region on the subject for 
attempting a recovery. 

9. The method of claim 8 wherein the region includes a 
plurality of previous ones of the sequence of three-dimen­
sional images. 

10. The method of claim 1 wherein the recover mode 
includes the step of test fitting the at least one subsequent 
three-dimensional image to one or more additional images 
acquired during the recover mode and test fitting includes 
selecting a reference image from the sequence of three­
dimensional images based on a suitability for test fitting. 

11. The method of claim 10 further comprising determin­
ing the suitability for test fitting based upon an entropy of 
image data in the previous three-dimensional image. 

12. The method of claim 10 further comprising determin­
ing the suitability for test fitting based upon an amount of 
three-dimensional data in the previous three-dimensional 
image. 

13. The method of claim 10 further comprising determin­
ing the suitability for test fitting based upon a placement of 
three-dimensional data within a range and a field of view of 
an imaging device. 

14. The method of claim 10 further comprising determin­
ing the suitability for test fitting based upon a temporal 
proximity of the at least one subsequent three-dimensional 
image to one or more of the sequence of three-dimensional 
images. 

15. The method of claim 10 further comprising determin­
ing the suitability for test fitting based upon a spatial 
proximity of the at least one subsequent three-dimensional 
image to one or more of the sequence of three-dimensional 
images. 

16. The method of claim 1 wherein the recover mode 
includes the step of manually selecting one or more of the 
sequence of three-dimensional images. 

17. The method of claim 1 wherein the recover mode 
includes selecting a reference image from a beginning or an 
end of the sequence of three-dimensional images. 

18. A method comprising: 

providing three-dimensional surface data for a subject; 

acquiring an image set for a three-dimensional image of 
the subject; 

when the image set cannot be fitted to the three-dimen­
sional surface data, entering a landing mode compris­
ing the steps of: 

superimposing a current two-dimensional image of the 
subject onto a previous two-dimensional image of 
the subject in the display, the current two-dimen­
sional image representing a view of the subject from 
a position from which the image set was acquired, 
and the previous two-dimensional image represent­
ing a view of the subject from which at least a 
portion of the three-dimensional surface data was 
acquired; 

acquiring at least one subsequent three-dimensional 
image; 
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fitting the at least one subsequent three-dimensional 
image to a second three-dimensional surface recon­
struction; 

test fitting the at least one subsequent three-dimen­
sional image to the three-dimensional surface data; 
and 

when the image set can be fitted to the three-dimensional 
surface data, superimposing the three-dimensional sur­
face data and the next three-dimensional image onto a 
two-dimensional image of the subject in a display and 
adding the second three-dimensional surface recon­
struction to the three-dimensional surface data. 

19. The method of claim 18 wherein the previous two­
dimensional image and the current two-dimension image 
include video frames. 

20. The method of claim 18 further comprising manually 
entering the landing mode in response to a user input. 

21. The method of claim 18 further comprising, in the 
landing mode, highlighting a region on the subject for 
attempting a landing. 

22. The method of claim 21 wherein the region includes 
a portion of the three-dimensional surface data. 

23. The method of claim 18 wherein test fitting includes 
selecting a reference image from the three-dimensional 
surface data based on a suitability for test fitting. 

24. The method of claim 23 wherein the suitability is 
based on an entropy of image data in the previous three­
dimensional image. 

25. The method of claim 23 wherein the suitability is 
based on an amount of three-dimensional data in the previ­
ous three-dimensional image. 

26. The method of claim 23 wherein the suitability is 
based on a placement of three-dimensional data within a 
range and a field of view of an imaging device. 

27. The method of claim 23 wherein the suitability is 
based on a spatial proximity of the image set to a portion of 
the three-dimensional surface data. 

28. The method of claim 18 further comprising manually 
selecting a region of the three-dimensional surface data for 
test fitting. 

29. The method of claim 18 wherein test fitting includes 
selecting a reference image from a beginning or an end of a 
sequence of three-dimensional images used to construct the 
three-dimensional surface data. 

30. The method of claim 18 wherein the previous two­
dimensional image and the current two-dimension image 
include video frames. 

31. The method of claim 18 further comprising manually 
entering the recover mode in response to a user input. 

32. The method of claim 18 further comprising manually 
selecting a region from the three-dimensional surface data 
for test fitting. 

33. A system comprising; 

a scanning device that acquires three-dimensional surface 
data from a subject as a sequence of three-dimensional 
images, each one of the sequence of three-dimensional 
images fitted to at least one previous one of the 
sequence of three-dimensional images, the device 
including an acquisition mode in which one or more 
additional three-dimensional images are acquired and 
added to the three-dimensional surface data, and the 
device including a recovery mode in which one or more 
additional three-dimensional images are test fit to one 
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or more of the sequence of three-dimensional images to 
recover the acquisition mode; and 

a display adapted to provide one or more visual indicators 
distinguishing between the acquisition mode and the 
recovery mode. 
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34. The system of claim 33, the display further adapted to 
provide guidance to an operator in manipulating the subject 
in the recovery mode. 

35-101. ( canceled) 

* * * * * 




