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(57) ABSTRACT 

A PWM controller for a bridge driver circuit for controlling 
current in an inductive load such as a motor, can set the 
driver into a forward mode, a slow decay mode or a fast 
decay mode, and can switch from slow decay mode into 
forward mode or into fast decay mode for the duration of 
pulses at controlled time intervals to provide pulse width 
modulated control of the current. This is a simpler control 
scheme avoiding complex switching schemes related to 
mixed mode decay. By using a controlled PWM frequency, 
it is easier to avoid the problems of variable frequency such 
as increased heat dissipation or acoustic noise generation. It 
can have a selector for selecting top or bottom sense 
switching, enabling a wider range of stable PWM duty­
cycles to be used ( e.g. 0% to 100% ), which is useful to 
compensate for Back emf influence on coil-drive. 

21 Claims, 4 Drawing Sheets 
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CONTROL OF CURRENT IN AN 
INDUCTANCE WITH PULSE WIDTH 

MODULATION AT CONTROL FREQUENCY 

THE FIELD OF THE INVENTION 

This application claims priority under 35 U.S.C. 119 to 
patent application number 0317629.4 filed in the United 
Kingdom on Jul. 28, 2003, which is incorporated by refer­
ence herein in its entirety. 

BACKGROUND OF THE INVENTION 

1. Cross-Reference to Related Applications 
This invention relates to controllers for controlling current 

in an inductive load, to integrated circuits or systems having 
such controllers and to corresponding methods. 

2. Background and Relevant Art 
It is known to control current in an inductive load (such 

2 
This involves switching into freewheel or slow decay mode 
for a fixed time interval, and then driving the coil or 
inductive load until the current reaches the desired reference 
value. In this case the driving period varies and so the 
switching frequency varies. This is also called top sensing 
since switching occurs to make the top of the pulses match 
the desired current level. Another method is peak current 
control with fixed frequency. In this case, the freewheel time 
is not fixed, but the total of drive time and freewheel time is 

10 fixed, so the switching has a fixed frequency. It is also 
known to have mean value control to address the issue that 
peak control gives a mean output which is always lower than 
the reference current. 

One known controller is the Allegro 3977 integrated 
15 circuit (IC). It uses a mixed decay mode with fixed off-time 

in its PWM current regulators, which limits the load current 
to a desired value. Initially, a diagonal pair of source and 
sink transistors are enabled and current flows through the 

as a coil, a solenoid and a motor winding) by means of Pulse 20 

Width Modulation (PWM) and driver transistors in a full­
bridge configuration. Based on measurements of the coil 
current, a controller executes a decision process to determine 
when to switch the drivers. A coil current sensor circuit is 
used to measure the coil current and feed back a measure of 25 

inductive load as shown in FIG. 1. When the load current has 
the desired value, a current-sense comparator resets the 
PWM latch, which turns off both the source and the sink 
transistors in order to obtain mixed decay mode, and the 
current recirculates as in FIGS. 2 and 3. During this recir­
culation the current decreases until the fixed off-time 
expires. Mixed decay splits the fixed off-time of the PWM 
cycle into fast and then slow decay. After the fixed off-time the coil current. This value is compared to a reference signal 

indicating a desired current, to produce a current error 
signal. The controller alters the timing of the switching 
dynamically to minimize the error signal. Typically the 
drivers are arranged as an H bridge to enable a DC supply 
voltage to be switched to drive the coil alternately with 
positive and negative voltages. Such drivers have a number 
of driving modes as follows: forward (also known as charge 
mode, with a positive drive voltage), fast decay (with a 
negative drive voltage) and slow decay (also called free­
wheel, with no drive voltage, but with the coil short circuited 
to allow the induced current to flow and decay). These 
modes are switched at different times to provide pulse width 
modulated control. The waveform of each pulse can be 
varied by using a mixture of the three modes within a single 
cycle of the PWM. This is shown as a mixed decay mode. 

of the PWM cycle, the appropriate transistors are enabled 
again, the inductive load current increases and the PWM 
cycle is repeated. Using mixed decay with fixed off-time has 

30 the advantage that PWM frequency is variable (lower peak 
in EMC spectflllll, because energy in spectrum is smeared), 
but it needs relatively high frequency to guarantee operation 
above 20 kHz and this generates additional heat-losses. 
There are also external components involved, which adds to 

35 the cost and complexity. This prior art, which shows current­
control with non-constant frequency PWM has the potential 
effect that PWM frequency could drop below 20 kHz 
(commonly used as an acceptable audible limit). The fre­
quency variation is related to PWM generation of the 

40 current-control block that depends on coil-inductance, sup­
ply voltage, motor speed, current levels and other param­
eters. This can cause audible noise and related human 
discomfort. 

FIGS. 1, 2 and 3 show a current flow through a known H 
bridge in forward mode, slow decay mode and fast decay 
mode respectively. The H bridge has transistors Ul, Ll 
coupled in series between the supply lines Vm and PGND 45 

and transistors U2, L2 are likewise coupled in series. Para­
sitic diodes are shown with dotted lines across each tran­
sistor. The inductive load, e.g. a coil, is connected across the 
mid points of the transistor pairs UI-Ll, U2-L2. In the 
forward mode shown in FIG. 1, transistors UI and L2 are on 
and transistors U2 and Ll are off, so the current flows from 
supply line Vm through transistor UI then the inductive load, 
here a coil, then transistor L2 and to supply line PGND. In 
the slow decay mode shown in FIG. 2, transistors UI and U2 
are off and transistors LI and L2 are on so the current flows 
from the coil or inductive load through transistor L2 to 
supply line PGND, to transistor Ll and back to the coil or 
inductive load. In the fast decay mode shown in FIG. 3, 
transistors UI and L2 are off and transistors Ll and U2 are 

Another known controller is the Infineon TLE-4 72x series 
ICs. These use a fixed frequency chopper with forward drive 
and brake (=slow decay) mode. Current-switching is top­
sensing only. This known device apparently does not use a 
fast decay mode. Draw-backs of this include slow reaction 
time in certain motor load conditions and speeds: PWM duty 

50 cycle will be less than 50%. 
Another known device is the Toshiba TB62200. This uses 

fixed frequency PWM with slow, fast and mixed decay. 
Using mixed decay mode, which requires additional switch­
ing points involves increased complexity. There is no indi-

55 cation of using other than top sensing. 
U.S. Pat. No. 5,428,522 shows a four quadrant unipolar 

pulse width modulated (PWM) power conversion circuit for 
supplying a desired current to an inductive load such as a 
motor. The power conversion circuit uses an H-bridge circuit 

on so the current flows from supply line PGND to transistor 
LI to the coil or inductive load, to transistor U2, then to 
supply line Vm. Many different ways of controlling the 
switching of the drivers for switching the transistors UI, U2, 
Ll, L2 to control the coil current are known. 

For example, the switching can be carried out at a fixed 
frequency or variable frequency. One variable frequency 
method is called peak current control with fixed off time. 

60 topology having an upper pair and lower pair of switching 
elements wherein the load is connected across a positive 
potential and negative potential DC power source. Diodes in 
parallel with each of the switching elements provide a 
current path from the load to the power source when its 

65 respective switching element is non-conductive. The value 
of the load current is compared to a desired load current 
value and switching element control signals are generated in 
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accordance with a control algorithm to cause the instanta­
neous voltage across the load to alternate between a single 
polarity voltage and zero for a portion of the output load 
waveform to cause the average value of the load current to 
correspond generally with the desired average load current. 

U.S. Pat. No. 4,757,241 is concerned with the problem 
that PWM systems which regulate current have required 
continuous monitoring of load current to avoid uncontrolled 
high frequency switching, or have exhibited discontinuity in 
control output when load current approaches the regulated 10 

value, or have not provided for a smooth transition from a 
current control mode to a voltage control mode. Two known 
methods to address this employ either a free-rumiing oscil­
lator to establish a fixed maximum frequency of operation or 
a monostable timer to establish a fixed off time. Each of 15 

4 
Another such feature is the controller being arranged to 

delay a switching of the bridge driver to provide a guard 
band to avoid an overlap between modes which could lead 
to a brief short circuit. 

Another aspect of the invention provides a pulse width 
modulation controller for pulse width modulated controlling 
of current in an inductive load according to a comparison of 
a desired and a measured current, the controller being 
arranged to carry out top sensing where for each pulse, the 
current is driven up until it reaches the desired value, after 
which it is allowed to decay or to carry out a bottom sensing 
where for each pulse, the current is driven away from the 
desired value and allowed to decay towards the desired 
value, the controller having a selector for selecting top or 
bottom sense switching. As discussed above, this is notable 
for enabling a wider range of PWM duty-cycles to be used 
( e.g. 0% to 100% ), which is useful to compensate for back 
emf influence on coil-drive. The selector can be arranged to 
select according to a duty cycle or mark space ratio of an 

these circuits have their advantages and disadvantages. To 
overcome the disadvantages, a logic means limits the 
cycling of the PWM enable signal to once per clock interval, 
and if desired, the logic means can establish a minimum time 
period during each clock interval in which the PWM enable 
signal may be inhibited in order to provide a minimum OFF 
interval for current decay in each cycle. 

20 output of the controller. This enables output instability to be 
detected, such as that caused by changes in back emf. This 
can employ a simple circuit for detecting when the duty 
cycle or mark space ratio reaches a pre-determined value 

BRIEF SUMMARY OF THE INVENTION 
25 

between 0.5 and 1, e.g. 0.75. 
The embodiments of the invention using some or all of the 

above features have a number of advantages: According to a first aspect, the invention provides: a 
controller for a bridge driver circuit for pulse width modu­
lated control of a current in an inductive load, the controller 
being arranged to set the driver into a forward mode, a slow 
decay mode or a fast decay mode, and being arranged to 
switch from slow decay mode into forward mode or into fast 
decay mode for the duration of pulses at controlled time 
intervals to provide pulse width modulated control of the 

1) PWM frequency is fully controlled by means of a clock 
signal, such that audible noise and overheating can be 
avoided in all operating conditions. There are no other 

30 components needed to tune the PWM frequency to motor 
parameters and operating conditions. 

current. 
This can offer a simpler control scheme with lower 35 

complexity by multiplexing forward mode and fast decay 
mode over different PWM periods and thus avoiding com­
plex switching schemes related to mixed mode decay. By 
imposing a controlled frequency, it is easier to avoid the 
problems of weakly controlled PWM frequency such as 40 

increased heat dissipation or acoustic noise generation. 
As additional features, the controller can have a selector 

for selecting top or bottom sense switching. This is notable 
for enabling a wider range of PWM duty-cycles to be used 
(e.g. 0% to 100%), which is useful to compensate for Back 45 

emf (Bemf) influence on coil-drive. 
Another such feature is this selector being arranged to 

select according to a duty cycle or mark space ratio of an 
output of the controller. This enables output instability to be 
detected, such as that caused by changes in back emf. This 50 

can employ a simple detector circuit for detecting when the 
duty cycle or mark space ratio reaches a pre-determined 
value between 0.5 and 1, e.g. 0.75, and using this to make 
the selection. The selector for selecting top or bottom sense 
switching may have an instability sampling point anywhere 55 

between 50% and 100% of the duty cycle. The position is a 
compromise between fast reaction time (switching when the 
ratio is just above 50%, or thus the value is just above 0.5) 
and stable operation on noisy environment (switching when 
the ratio is about 100%, or thus the value is almost and up 60 

to 1). 
Another additional feature is a current sensor in the load 

coupled to provide feedback to the controller. 
Another such feature is a latch for outputting a drive 

control signal, the latch being set by a clock signal and reset 65 

by a signal indicating the coil current has reached a desired 
level. 

2) All PWM duty-cycles can be reached (0% to 100%), 
which is important to compensate Bemf influence on coil­
drive. 

3) PWM generation is simple as it does not implement 
mixed decay mode. It uses only slow or fast decay mode per 
PWM period. There are no additional switching points per 
PWM period necessary, so no additional hardware is 
required to control and generate the switching point between 
fast and slow decay. 

Other aspects of the invention include an integrated 
circuit incorporating the controller. 

Another aspect provides a system having the controller, 
and a motor as the inductive load controlled by the control­
ler. As the advantages feed through to add value to the 
system as a whole, it is useful to claim the system explicitly. 

Other aspects include corresponding methods of control­
ling a current in an inductive load. 

A method of controlling a current in an inductive load by 
switching between a forward mode, a slow decay mode or 
a fast decay mode according to the present invention com­
prises switching from slow decay mode into forward mode 
or into fast decay mode for the duration of pulses at 
controlled time intervals to provide pulse width modulated 
control of the current. This offers a simpler control scheme 
with lower complexity by multiplexing forward mode and 
fast or slow decay mode over different PWM periods and 
thus avoiding complex switching schemes related to mixed 
mode decay. 

A method according to the present invention may further­
more comprise selecting top or bottom sense switching. 
Selecting top or bottom sense switching may be done 
according to a duty cycle of an output of the controller. A 
method according to the present invention may furthermore 
comprise detecting when the duty cycle reaches a pre­
determined value between 0.5 and 1, e.g. 0.75, and use this 
to select top or bottom sense switching. 
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A method according to the present invention may further­
more comprise sensing a current in the inductive load to 
provide feedback control. 

A drive control signal may be output, which drive control 
signal is set by a clock signal and is reset by a signal 
indicating a current in the inductive load has reached a 
desired level. 

Switching between a forward mode, a slow decay mode 
or a fast decay mode may be delayed to provide a guard band 
to avoid an overlap between modes. 

6 
A useful discussion of PWM control of inductive loads 

such as motors can be found in "Power Electronics and 
Variable Frequency Drives", ed. B. K. Bose, IEEE press, 
1997, especially chapter 4. Reference is made below to logic 
circuits. A useful discussion oflogic circuits can be found in 
"Digital Logic Design", B. Holdsworth and C. Woods, 
Newnes, 2002. 

A term often used in PWM control is "Duty cycle" or 
"mark space ratio". This is a number that varies between 0 

10 and 1 ( or for example between 0% and 100% ). It is the ratio 
of "active PWM signal"="PWM signal high" and the PWM 
signal's period or in other words: T

0
)Tpwm period. 

In a further aspect, the present invention provides a 
method of controlling a current in an inductive load by pulse 
width modulation according to a comparison of a desired 
and a measured current. The method comprises selecting 
between top sensing where for each pulse the current is 
driven up until it reaches a desired value after which it is 
allowed to decay, or bottom sensing where for each pulse the 
current is driven away from the desired value and allowed to 
decay towards the desired value. Selecting may be arranged 
according to a duty cycle of an output of a controller 20 

controlling the current in the inductive load. 

FIGS. 4, 5: Four Quadrant Controller 
FIG. 4 shows a controller 40 according to an embodiment 

15 of the invention. The controller 40 makes decisions based on 
the comparison V err of the value of a measured current Icoil 
in an inductive load, e.g. a coil-current, with the value of a 
desired coil-current IReq· Using any suitable current sensing 
circuit ( e.g. the voltage drop over a resistor in series with the 
coil) in combination with a comparator 41, a compare signal 
CMP is generated (FIG. 4). The circuit also takes in a clock 

How the present invention may be put into effect will now 
be described with reference to the appended schematic 
drawings. Obviously, numerous variations and modifica­
tions can be made without departing from the claims of the 25 

present invention. Therefore, it should be clearly understood 
that the form of the present invention is illustrative only and 

signal Clk and outputs logic signals PTON, NTON, PBON, 
NBON for driving 4 logic circuits of a bridge. The signal 
CMP indicates whether the current regulation error Verr is 
positive or negative. This is latched by a latch circuit 42, e.g. 
a D-type latch clocked by the clock signal Clk on the clock 
input. In the D type latch 42, when the CLK input is logic 
1, the Q output will always reflect the logic level present at 
the D input, no matter how that changes. When the CLK 

is not intended to limit the scope of the present invention 

BRIEF DESCRIPTION OF THE DRAWINGS 

The features of the invention will be better understood by 
reference to the accompanying drawings, which illustrate 
preferred embodiments of the invention. In the drawings: 

FIGS. 1 to 3 show a prior art bridge driver and current 
flows in forward mode, in slow decay mode and in fast decay 
mode respectively, 

FIG. 4 shows a controller according to a first embodiment 
of the invention in the form of a circuit for generating rise 
and fall pulses for the forward and fast decay modes 
respectively, 

FIG. 5 shows a graph of the operation of the circuit of 
FIG. 4, 

FIG. 6 shows a controller according to a second embodi­
ment of the invention having a circuit for selecting between 
top sensing and bottom sensing, and 

FIG. 7 shows a graph of the operation of the circuit of 
FIG. 6. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The present invention will be described with respect to 
particular embodiments and with reference to certain draw­
ings but the invention is not limited thereto but only by the 
claims. The drawings described are only schematic and are 
non-limiting. In the drawings, the size of some of the 
elements may be exaggerated and not drawn on scale for 
illustrative purposes. 

The terms first, second, third and the like in the descrip­
tion and in the claims, are used for distinguishing between 
similar elements and not necessarily for describing a sequen­
tial or chronological order. It is to be understood that the 
terms so used are interchangeable under appropriate circum­
stances and that the embodiments of the invention described 
herein are capable of operation in other sequences than 
described or illustrated herein. 

30 input falls to logic 0, the last state of the D input is trapped 
and held in the latch, for use by the subsequent circuit that 
needs this signal. 

The latched output Q and its inverse !Q are fed to a pair 
of set/reset devices 43, 44 which output a fall signal Fall and 

35 a rise signal Rise respectively. To achieve this, the positive 
output Q of the latch circuit 42 is preferably NANDed with 
the comparator output CMP and applied to the reset input R 
of a first set/reset device 43. The set input S of this first 
set/reset device 43 is the positive output Q of the latch circuit 

40 42 ANDed with the clock signal Clk. The reset input R of the 
second set/reset device 44 is the inverted output !Q of the 
latch circuit 42 NANDed with the inverse of the comparator 
output CMP. The set input S of the second set/reset device 
44 is the inverted output !Q of the latch circuit 42 ANDed 

45 with the clock signal Clk. 
The circuit functions as follows. When the measured coil 

current Icoil is larger than the desired coil current IReq' the 
comparator signal CMP is positive, and a logic 1 is applied 
to the D input of the latch circuit 42. The output Q of the 

50 latch circuit 41 follows the D input, and during a O clock 
signal Clk, the state of the D input is trapped, in this case a 
logic 1. This means that the output Q of the first set/reset 
device 43 will be at a logic 1 as well, and that a fall signal 
Fall with a logic 1 will be generated. At the same time, the 

55 output Q of the second set/reset device 44 is at a logic 0, and 
a rise signal Rise with a logic O will be generated. On the 
other hand, when the measured coil current Icoil is smaller 
than the desired coil current IReq, the comparator signal CMP 
is negative, and a logic O is applied to the D input of the latch 

60 circuit 42. The output Q of the latch circuit 41 follows the 
D input, and during a O clock signal Clk, the state of the D 
input is trapped, in this case a logic 0. This means that the 
output Q of the first set/reset device 43 will be at a logic 0 
as well, and that a fall signal Fall with a logic O will be 

65 generated. At the same time, the output Q of the second 
set/reset device 44 is at a logic 1, and a rise signal Rise with 
a logic 1 will be generated. 
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The controller output is provided by an SRS latch 65. An 
MS input of the latch 65 is driven by the DCB signal ANDed 
with the clock signal Clk. An R input of the latch 65 is driven 
by either the clock signal Clk, or the comparator output 
CMP, depending on the DCB level. An SS input of the latch 
65 is driven by a NOR of the DCB signal and the comparator 
output CMP. 

The graph of FIG. 7 starts with back emfBemflower than 
half the battery voltage, and with top sensing. When the back 

The Rise signal and an inverted Rise signal are each fed 
through a delay device 45, 46 to delay a leading edge, to 
achieve a dead band or guard band, then output as PTON and 
PBON respectively. The Fall signal and an inverted Fall 
signal are each fed through a delay device 47, 48 to delay a 
leading edge, to achieve a dead band or guard band, then 
output as NTON and NBON respectively. In the first case, 
the measured coil current Icoil being larger than the desired 
coil current IReq at a certain pulse of the clock signal Clk, the 
coil current is driven so as to decrease. At the moment both 
currents Icoil and IReq become equal, possibly between two 
pulses of the clock signal Clk, the Fall signal falls back to 
logic zero, and the measured coil current, not being driven 

10 emf Bemf increases, the PWM duty cycle of the controller 
output Out increases. When the duty cycle is going above 
50%, then Ireq is not reached within the period (i.e. duty 
cycle is one period 100% ), so the DCB signal goes low and 
bottom sensing starts. The duty cycle then further increases. to decrease, automatically increases again. In the second 

case, the measured coil current Icoil being smaller than the 
desired coil current IReq' at a certain pulse of the clock signal 
Clk, the coil current is driven so M to increase. At the 
moment both currents Icoil and IReq become equal, possibly 
between two pulses of the clock signal Clk, the Rise signal 
falls back to logic zero, and the measured coil current, not 20 

being driven to increase, automatically decreases again. 

15 When the back emf Bemfdrops, the duty cycle decreases to 
50%, and below 50% again Ireq is not reached within the 
period (i.e. duty cycle is one period 0% ), then the DCB 
signal goes high. Top sensing resumes and the duty-cycle 

As shown in the graph of FIG. 5, the Rise and Fall signals 
are pulsed at varying widths to drive the coil current Icoil up 
or down to match the requested current IReq· These are the 
forward and fast decay modes as shown in FIGS. 1 and 3. In 25 

between the pulses, when neither the Rise nor the Fall 
signals are present, the driver is in the slow decay mode of 
FIG. 2. This shows 4 quadrant current control with auto­
matic selection of Rise or Fall once per clock cycle, to 
achieve the advantages set out above. 30 

FIGS. 6 7 Top: and Bottom Sensing Selection 
FIG. 6 shows another embodiment of the invention in the 

form of a controller 60 having a digital logic circuit 61 for 
achieving more stable control over a wider range of duty 
cycles. It has automatic selection of top sensing or bottom 35 

sensing control. It is shown for controlling one pair of 
switches 62, 63, e.g. transistors, but can be applied equally 
to the 4 quadrant case of FIG. 4. It has the PWM clock and 
a voltage Ireq indicating the required current as inputs. A 
single output Out is used in inverted and non-inverted forms 40 

to drive the pair of switches 62, 63, e.g. transistors, used to 
drive the load L1oad· A sense resistor Rsense is coupled in the 
path of the coil current. A signal indicating the voltage 
across the sense resistor Rsense which represents the coil 
current is fed back to a comparator 64 for comparison with 45 

the required current Ireq· 

can further decrease below 50% without oscillations. 
Applications and Concluding Remarks 
Embodiments of the invention are applicable to: 
Any sort of full bridge drive 
Any sort of inductive load 
Any sort of current sensing in coils 
Advantages include: 
Full control of PWM frequency. This can have a variety 

of benefits such as reduction of audible noise possible 
by designing PWM frequency above 20 kHz indepen­
dent of system parameters or their variations. Also 
there is better control over thermal effects related to 
dissipation during PWM switching. 

Full current control 0% to 100% of PWM duty cycle is 
possible. 

Compact solution: no mixed decay mode, only one decay 
mode per period. 

It can be implemented with simple logic gates, no need for 
complexity and cost of a microprocessor or complex 
logic. It can be easily formed in an integrated circuit, or 
as a system with its associated load such as a motor or 
motors, and other parts such as parts being moved by 
the motor. Thus it can be made more reliable for rugged 
environments such as automotive electronics and can 
be cost effective. 

It is useful for controlling any sort of electric motors, 
particularly in stepper motor drivers. It could increase accep­
tance of the stepper motor driver products because of 
improved audible noise. Especially in automotive HVAC 
(heating ventilation and air conditioning) market, this is 
highly desired as the actuator flaps are in contact with the 
air-flow that is transported in the passenger compartment. 
The PWM controllers described can also be used in con­
junction with other inductive loads. 

As has been described, a PWM controller for a bridge 
driver circuit for controlling current in an inductive load 
such as a motor, can set the driver into a forward mode, a 
slow decay mode or a fast decay mode, and can switch from 
slow decay mode into forward mode or into fast decay mode 

The operation of the circuit 60 is shown in the graph of 
FIG. 7.Asignal to trigger the switch between bottom and top 
sensing is labelled DCB. As shown in the graph this signal 
DCB is switched when an instability is detected in the form 50 

of a state: "required current is not reached -no switching 
event in this PWM period detected". This can happen if the 
back emf Bemf increases to greater than 50% of battery 
voltage +Bat for top sensing. The graph also shows it 
happening if the back emfBemfdrops below 50% of battery 55 

voltage+Bat for bottom sensing. In either case, the DCB 
signal causes a switch between bottom and top sensing to 
make sure that the duty cycle is maintained consistently 
between 0% and 100%. Without this automatic selection 
between top and bottom sensing, when duty cycles are 
reaching 50%, the PWM duty cycle would oscillate over 
different PWM periods between two states: (a) values dif­
ferent from 0% and 100% and (b) values equal to 100% or 
equal to 0%. This effect is also visible in FIG. 7, indicated 

60 for the duration of pulses at a controlled frequency to 
provide pulse width modulated control of the current. This 
is a simpler control scheme avoiding complex switching 
schemes related to mixed mode decay. By using a known 
frequency, it is easier to avoid the problems of variable 

by the arrows "instability detected". The top-bottom sensing 
selection limits the duration of this instability to the periods 
of detection. 

65 frequency such as increased heat dissipation or acoustic 
noise generation. It can have a selector for selecting top or 
bottom sense switching, avoiding duty-cycle oscillations 
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and enabling a wider range of PWM duty-cycles to be used 
(e.g. 0% to 100%), which is useful to compensate for Back 
emf influence on coil-drive. 

What is claimed and desired secured by United States 
Letters Patent is: 

11. A system comprising: 
a motor; and 

10 

1. A controller for a bridge driver circuit for controlling 
current in an inductive load, the controller including one 
single pulse width modulator and one single current sensor 
providing feedback to the controller, the controller being 
arranged to set the driver into a forward mode, a slow decay 10 

mode or a fast decay mode, and being arranged to switch 
from slow decay mode into forward mode or into fast decay 
mode at controlled time intervals to provide pulse width 
modulated control of the current whereby both, the switch­
ing into said forward mode and the switching into said fast 15 

decay mode is done under the control of said single pulse 
width modulator. 

a controller for a bridge driver circuit for controlling 
current in the motor, the controller including one single 
pulse width modulator and one single current sensor 
providing feedback to the controller, the controller 
being arranged to set the driver into a forward mode, a 
slow decay mode or a fast decay mode, and being 
arranged to switch from slow decay mode into forward 
mode or into fast decay mode at controlled time inter­
vals to provide pulse width modulated control of the 
current whereby both, the switching into said forward 
mode and the switching into said fast decay mode is 
done under the control of said single pulse width 
modulator. 

12. A system comprising: 
a motor; and 
a pulse width modulation controller for controlling cur-

2. The controller of claim 1 having a selector for selecting 
top or bottom sense switching. 

3. The controller of claim 2, the selector being arranged 
20 

to select according to a duty cycle of an output of the 
controller. 

rent in the motor, according to a comparison of a 
desired and a measured current, the controller including 
only one single pulse width modulator, the controller 
being arranged to carry out top sensing where for each 
pulse the current is driven up until it reaches the desired 
value, then allowed to decay, or to carry out a bottom 
sensing where for each pulse the current is driven away 

4. The controller of claim 3, having a detector for detect­
ing when the duty cycle reaches a pre-determined value 
between 0.5 and 1, and using this to make the selection. 

5. The controller of claim 1, having a latch for outputting 25 

a drive control signal, the latch being set by a clock signal 
and reset by a signal indicating a current in the inductive 
load has reached a desired level. 

from the desired value and allowed to decay towards 
the desired value, the controller having a selector for 
selecting top or bottom sense switching. 

13. A method of controlling a current in an inductive load 
by switching between a forward mode, a slow decay mode 

6. The controller of claim 1, arranged to delay a switching 
of the bridge driver to provide a guard band to avoid an 
overlap between modes. 

7. A pulse width modulation controller for controlling 
current in an inductive load, according to a comparison of a 
desired and a measured current, the controller including only 
one single pulse width modulator, the controller being 
arranged to carry out top sensing where for each pulse the 
current is driven up until it reaches the desired value, then 
allowed to decay, or to carry out a bottom sensing where for 
each pulse the current is driven away from the desired value 
and allowed to decay towards the desired value, the con­
troller having a selector for selecting top or bottom sense 
switching. 

8. The controller of claim 7, the selector being arranged 
to select according to a duty cycle of an output of the 
controller. 

9. An integrated circuit comprising: 
a controller for a bridge driver circuit for controlling 

current in an inductive load, the controller including 
one single pulse width modulator and one single cur­
rent sensor providing feedback to the controller, the 
controller being arranged to set the driver into a for­
ward mode, a slow decay mode or a fast decay mode, 
and being arranged to switch from slow decay mode 
into forward mode or into fast decay mode at controlled 
time intervals to provide pulse width modulated control 
of the current. 

10. An integrated circuit comprising: 
a pulse width modulation controller for controlling cur­

rent in an inductive load, according to a comparison of 
a desired and a measured current, the controller includ­
ing only one single pulse width modulator, the control­
ler being arranged to carry out top sensing where for 
each pulse the current is driven up until it reaches the 
desired value, then allowed to decay, or to carry out a 
bottom sensing where for each pulse the current is 
driven away from the desired value and allowed to 
decay towards the desired value, the controller having 
a selector for selecting top or bottom sense switching. 

30 ~:o~~~~!e~~r;:~d:h7n:el~~!~v:;;~~:f~t~f ;::t~:~~ 
mode for the duration of pulses at controlled time intervals 
to provide pulse width modulated control of the current 
whereby a single pulse width modulator is controlling the 
time and duration of said pulses at controlled time intervals 

35 for said switching into forward mode and for said switching 
into fast decay mode. 

14. The method of claim 13, further comprising selecting 
top or bottom sense switching. 

15. The method of claim 14, wherein the selection is made 
40 according to a duty cycle of an output of the controller. 

16. The method of claim 15, further comprising detecting 
when the duty cycle reaches a pre-determined value between 
0.5 and 1, and using this to make the selection. 

17. The method of claim 13, further comprising sensing a 

45 current in the inductive load to provide feedback control. 
18. The method of claim 13, further comprising output­

ting a drive control signal which is set by a clock signal and 
reset by a signal indicating a current in the inductive load has 
reached a desired level. 

19. The method of claim 13, further comprising delaying 
50 a switching to provide a guard band to avoid an overlap 

between modes. 
20. A method of controlling a current in an inductive load 

by pulse width modulation according to a comparison of a 
desired and a measured current, the measured current being 

55 delivered by one single current sensor and the pulse width 
modulation obtained from one single pulse width modulator, 
the method having the act of selecting between top sensing 
where for each pulse the current is driven up until it reaches 
the desired value, then allowed to decay, or bottom sensing 

60 where for each pulse the current is driven away from the 
desired value and allowed to decay towards the desired 
value. 

21. The method of claim 20, wherein the selecting is 
arranged according to a duty cycle or an output of a 

65 
controller. 

* * * * * 
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