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MULTIPHASE POWER CONVERTERS AND 
MULTIPHASE POWER CONVERTNG 

METHODS 

RELATED APPLICATION DATA 5 

This application claims the benefit of priority of U.S. Pro 
visional Patent Application Ser. No. 60/842,762, filed Sep. 6, 
2006, and titled “Multiphase Power Converter,” which is 
incorporated by reference herein in its entirety. 10 

FIELD OF THE INVENTION 

The present invention generally relates to the field of power 
electronics. In particular, the present invention is directed to 15 
multiphase power converters and multiphase power convert 
ing methods. 

BACKGROUND 
2O 

Two of the most basic building blocks in power electronics 
are the buck and the boost converter circuits 100, 200 illus 
trated in FIGS. 1 and 2, respectively. Each of these converter 
circuits 100, 200 generally include input nodes 104A-B, 
204A-B, output nodes 108A-B, 208A-B, an inductor 112, 2s 
212, a diode 116, 216, a smoothing capacitor 120, 220 across 
the high Voltage nodes and a Switch 124, 224. The operation 
of buck and boost converter circuits 100, 200 is well-under 
stood by virtually all power electronics engineers. Typically 
the Switches 124, 224 in these circuits 100, 200 are turned on 30 
and off at a constant frequency and with an adjustable duty 
factor. The duty factor is used to control the input-to-output 
voltage ratio. Buck and boost circuits 100, 200 can be com 
bined to make the half-bridge circuit 300 shown in FIG.3 that 
includes two pairs each consisting of a diode 304,308 and a 35 
switch 312,316. Half-bridge circuit 300 is a buck converter 
when current and power are flowing left to right (relative to 
FIG. 3) and a boost converter in the opposite direction. 

Devices used for switches 124, 224, 312, 316 in these 
switching power converter circuits 100, 200, 300 have 40 
included MOSFETs, IGBTs, Bipolar Transistors, GTOs, 
MCTs, and other power switches that can be turned on and off 
quickly and relatively easily with minimal power loss and 
high reliability. All of these devices have some power losses. 
Because of this power loss, all of these devices cause a limit 45 
to the amount of power that can be converted in a specific 
application. 

For higher power applications, it is common for designers 
to use parallel Switching devices to spread the losses in the 
switches. FIG. 4A illustrates a buck converter circuit 400 50 
having parallel switches 404, 408. Of course, a greater num 
ber of switches can be implemented. Two are shown for 
simplicity. Paralleling the switches in this manner allows 
better cooling because the heat is spread out. Higher effi 
ciency is also possible. When parallel switches are used in this 55 
fashion, all the parallel switches are turned on and off at the 
same time, thereby acting as one larger Switch. There are a 
number of problems with parallel switching due to uneven 
sharing of the load current during conduction and during 
Switching. 60 

For higher performance, including better regulation, 
Smaller size, lower weight, faster response, and, up to a point, 
lower cost, a higher Switching frequency is used. A higher 
Switching frequency reduces the size of the magnetic compo 
nents of the converters. Also, the high frequency makes it 65 
possible to regulate the output more quickly. A problem with 
high Switching frequencies is that components get less effi 

2 
cient, thereby limiting the practicality of raising the Switching 
frequency. A conventional approach to getting around this 
limitation is to use a resonate converter of Some type. Reso 
nate converters, in general, however, add to the complexity of 
the circuits. They tend to have more limited operating ranges 
and other performance limits, but in Some cases are very Small 
and efficient. 

Implementing multiphase converters is another approach 
to avoiding the limitations of losses due to increased Switch 
ing frequencies in simple pulse-width modulation (PWM), 
hard-switched converters. FIG. 4B shows a simple prior art 
multiphase converter circuit 440. The advantages of mul 
tiphase converter circuits, such as circuit 440, have been 
established in some applications, like the Voltage-regulation 
module (VRM) concepts of Dr. Fred C. Lee at the University 
of North Carolina. Circuit 440 of FIG. 4B is basically the 
circuit used by Dr. Lee in his VRM concepts. Advantages of 
circuit 440 include high bandwidth with lower effective 
switching frequency, lower ripple current in the DC bus 
capacitance, higher current capability and Smaller size. Cir 
cuit 440 is simply one of a whole class of multiphase con 
Verters. In general, all multiphase converters are made of 
either a number of basic buck/boost or half-bridge switching 
cells, for example, basic buck/boost cells 444A-B of FIG. 4B, 
arranged in parallel with one another. The Switching cells are 
Switched at differing Switching times relative to one another 
but with the same duty cycle and frequency at any instant in 
time. However, the Switching among the cells are phase 
shifted from each other in various ways. 

There are a number of shortcomings associated with con 
ventional multiphase converters. These shortcomings 
include: their magnetic components are needed to prevent 
circulating AC currents; their magnetic circuits are typically 
expensive and complex to design; current balance between 
the Switching cells at low frequency is a problem; control 
methods are not well established; and switch timing can be 
complex. The present invention includes features that address 
all these issues. 

SUMMARY OF THE DISCLOSURE 

In one embodiment, the present invention is directed to a 
multiphase power converter. The multiphase power converter 
includes a number N of switching cells having corresponding 
respective N Switched outputs and an averaging transformer. 
The averaging transformer includes a common output node 
and an output in electrical communication with the common 
output node. The averaging transformer further includes N 
double-winding segments each including a pair of reactor 
windings in series with one another. Each of the N double 
winding segments has a first end electrically connected to a 
corresponding respective one of the N Switched outputs. A 
second end of each of the N double-winding segments is 
electrically connected to the common output node. Ninter 
phase reactors are each formed by pairs of the reactor wind 
ings in differing ones of the N double-winding segments. 

In another embodiment, the present invention is also 
directed to a multiphase power converter. This multiphase 
power converter includes a number N of switching cells hav 
ing corresponding respective NSwitched outputs. Each of the 
N Switched outputs is controlled by a corresponding respec 
tive at least one Switching control signal. A control system is 
provided for controlling the N switching cells. The control 
system includes means for providing N pulse-width modula 
tion (PWM) reference signals respectively to the NSwitching 
cells. Each of the N PWM reference signals is based on a 
common waveform but has a differing phase relative to each 
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other of the N PWM reference signals. The control system 
further includes means for providing N PWM control signals 
and means for generating each of the at least one Switching 
control signal as a function of ones of the N PWM reference 
signals and corresponding respective ones of the N PWM 
control signals. 

In a further embodiment, the present invention is directed 
to a method of converting electrical power. The method 
includes providing a multiphase power converter that 
includes a number N of switching cells having corresponding 
respective N switched outputs. N pulse-width modulation 
(PWM) reference signals having a common waveform but 
differing phases are provided. N PWM control signals are 
provided. At least N Switching control signals are generated 
as a function of the NPWM reference signals and the NPWM 
control signals. The N switching cells are driven with corre 
sponding respective ones of the at least N Switching control 
signals so as to cause the NSwitching cells to provide the N 
Switched outputs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For the purpose of illustrating the invention, the drawings 
show aspects of one or more embodiments of the invention. 
However, it should be understood that the present invention is 
not limited to the precise arrangements and instrumentalities 
shown in the drawings, wherein: 

FIG. 1 is a schematic diagram of a conventional buck 
converter circuit; 

FIG. 2 is a schematic diagram of a conventional boost 
converter circuit; 

FIG.3 is a schematic diagram of a conventional half-bridge 
converter circuit; 

FIG. 4A is a schematic diagram of a conventional buck 
converter circuit having a plurality of parallel switches: FIG. 
4B is a schematic diagram of a conventional multiphase buck 
converter circuit; 

FIG. 5A is a schematic diagram of a multiphase power 
converter of the present invention comprising two Switching 
cells providing a single phase output signal; FIG. 5B is a 
timing diagram for the multiphase power converter of FIG. 
5A for a PWM reference voltage signal having a triangular 
waveform and a PWM control signal having a linearly 
increasing Voltage; 

FIG. 6A is a schematic diagram of a multiphase power 
converter of the present invention comprising three Switching 
cells providing a single phase output signal; FIG. 6B is a 
timing diagram for the multiphase power converter of FIG. 
6A for a PWM reference voltage signal having a triangular 
waveform and a PWM control signal having a linearly 
increasing Voltage; 

FIG. 7A is a schematic diagram of an alternative mul 
tiphase power converter of the present invention comprising 
three Switching cells providing a single-phase output signal; 
FIG. 7B is a timing diagram for the multiphase power con 
verter of FIG. 7A for a PWM reference voltage signal having 
a triangular waveform and a PWM control signal having a 
linearly increasing Voltage; 

FIG. 8 is a schematic diagram of a multiphase power con 
Verter of the present invention comprising six Switching cells 
providing a single phase output signal; 

FIG. 9 is a schematic diagram of a multiphase power con 
Verter of the present invention comprising nine Switching 
cells providing a three-phase output signal; 

FIG. 10A is a schematic diagram of a multiphase power 
converter of the present invention comprising four Switching 
cells providing a single phase output signal; FIG. 10B is a 
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4 
timing diagram for the multiphase power converter of FIG. 
10A for a PWM reference signal having a triangular wave 
form and a PWM control signal having sinusoidal waveform: 

FIGS. 11A-C are each a schematic diagram illustrating a 
conventional magnetic current Summing circuit that may be 
used in a multiphase power converter of the present invention; 

FIGS. 12A-B are each a schematic diagram illustrating a 
magnetic current Summing circuit of the present invention 
that may be used in a multiphase power converter, Such as a 
multiphase power converter of the present invention; 

FIG. 13 is a timing and waveform diagram for a PWM 
timing scheme that utilizes a very Small delay between each 
Switching cell output; and 

FIG. 14 is a schematic diagram of a multiphase power 
inverter having five Switching cells for illustrating active cur 
rent balancing. 

DETAILED DESCRIPTION 

FIG.5A illustrates a multiphase power converter 500 made 
in accordance with the present invention. Generally, mul 
tiphase power converter 500 comprises converter circuitry 
504 and control circuitry 508 that controls the converter cir 
cuitry so as to achieve the desired result for a particular 
application. Converter circuitry 504 includes a plurality of 
“switching cells' 512A-B, i.e., components similar to the 
Switching portions of conventional converter circuits, such as 
basic buck/boost and half-bridge converter circuits 100, 200, 
300 of FIGS. 1-3. On the low voltage side 516 of converter 
circuit 504, Switching cells 512A-B drive a unique averaging 
transformer 520 coupled between the switching cells and 
output node 524A of output nodes 524A-B. 
Power converter 500, like power converters 600, 700, 800, 

900, 1000 of respectively, the following FIGS. 6A, 7A, 8,9. 
and 10A, form part of a new and unique class of multiphase 
power converters. When multiphase power converters 500, 
600, 700, 800,900, 1000 and other power converters made in 
accordance with the present invention are operated with the 
special timing described, these converters can outperform 
traditional converters. At a high level, the present invention 
includes paralleling Switching cells (such as Switching cells 
512A-B of FIG. 5A), using particular magnetic circuit con 
figurations (e.g., averaging transformer 520), on the low 
Voltage side (such as low-voltage side 516), and specific 
timing of the switches (e.g., switches 522A-B). The resulting 
performance improvements over traditional pulse-width 
modulation (PWM) converters include much less current in 
the Smoothing capacitors on the high Voltage side of Switch 
ing cells, higher control bandwidths, higher efficiency, 
Smaller size, and lower cost, among others. Embodiments of 
the present invention include defining an entire class of cir 
cuits that can provide these improvements, providing 
improved magnetic circuit configurations (interphase reac 
tors), PWM methods for reducing ripple currents and volt 
ages on various components, methods for balancing current 
in the new class of power converters and other power con 
Verters containing parallel Switching cells, and methods of 
controlling the new class of power converters. These and 
other embodiments of the present invention are described 
below in detail. 

Referring again to FIG. 5A, and also to FIG. 5B, in the 
present example, switching cells 512A-B are of the basic 
buck/boost type, but in other embodiments these switching 
cells could be of another type, such as the half-bridge type 
illustrated in FIGS. 6A, 7A, 8, 9, and 10A. In addition to 
switches 522A-B, each switching cell 512A-B may include a 
respective diode 528A-B for controlling the direction of cur 
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rent flow in that cell between voltage node 532 and the output 
536A-B of that cell. The high-voltage side 540 of converter 
circuit 504 may include a smoothing capacitor 544 that per 
forms largely the same function as similarly situated Smooth 
ing capacitors of conventional power converters. Averaging 
transformer 520 includes first and second interphase reactors 
548A-B that each include a reactor winding 536A1, 536A2 
electrically coupled to output 536A of switching cell 512A 
and a reactor winding 536B1, 536B2 electrically coupled to 
output 536B of switching cell 512B. Averaging transformer 
520 may be coupled to output node 524A through a suitably 
sized output inductor 556. 

Control circuitry 508 provides switch control signals 
560A-B that drive, respectively, switches 522A-B of corre 
sponding Switching cells 512A-B. In general, control cir 
cuitry 508 drives switches 522A-B as a function of a PWM 
reference signal 564, for example, a fixed frequency repeating 
waveform such as triangular waveform 564A of FIG. 5B, and 
a PWM control signal 568 that determines the overall char 
acter of the waveform of the output signal 572 (voltage) (FIG. 
5B) output on output nodes 524A-B. In the present case, the 
waveform 568A of PWM control signal 568 for the time 
period illustrated is a linearly increasing waveform. PWM 
reference signal 564 and PWM control signal 568 may be 
used to generate switch control signals 560A-B in any suit 
able manner, such as the analog comparators 574A-B shown. 

Control circuit 508 may include a reference signal genera 
tor 576 that generates PWM reference signal 564 having 
triangular waveform 564A. Since converter circuit 504 has 
two switching cells 512A-B and it is necessary to drive these 
cells out of phase with one another, control circuitry 508 may 
include a suitable means for providing a second triangular 
waveform 564B (FIG. 5B) that is essentially the same as 
triangular waveform 564A, but is out of phase with triangular 
waveform 564A. In the present example, the phase difference 
is provided by an inverter 578 that provides comparator 574B 
with a waveform 564B that is a full 180° out of phase with 
waveform 564A. Those skilled in the art will readily appre 
ciate that there are other ways to provide two different phases, 
Such as with a multiphase signal generator, utilizing various 
delay elements, or locating inverter 578, for example, down 
stream of comparator 574B. Those skilled in the art will also 
readily understand that although control circuit 508 is shown 
as being an analog circuit, control circuit could readily be 
implemented in a digital circuit or modeled in Software. 

Comparator 574.A compares non-inverted PWM reference 
waveform 564A to PWM control waveform 568A and gen 
erates a pulse during the period that the magnitude of PWM 
reference waveform 564A falls below the magnitude of PWM 
control waveform 568A. This is illustrated with pulsed wave 
form 580A (FIG.5B) that represents the voltage at node 582A 
of switching cellS12A (FIG.5A). Comparator 574B works in 
essentially the same way as comparator 574.A, except that 
instead of utilizing PWM control waveform 568A as is, com 
parator 574B utilizes a modified PWM control waveform 
568B (FIG. 5B) obtained via a feedback loop 584. Modified 
PWM control waveform 568B is created from modifying 
PWM control waveform 568A using a feedback signal 586 
that is a function of a current differential signal 588 that 
represents the differential between the currents in outputs 
536A-B of respectively, switching cells 512A-B. Current 
differential signal 588 may be obtained in any of a number of 
ways, such as using a differential current sensor 590 in aver 
aging transformer 520 between interphase reactors 548A-B. 
Feedback loop 584 may include a gain amplifier 592 and an 
integrator 594 for conditioning current differential signal 588 
into feedback signal 586. Pulsed waveform 580B (FIG. 5B) 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
represents the voltage at node 582B that is controlled by 
switch control signal 560B. Pulsed waveform 572 of FIG.5B 
illustrates the voltage across output nodes 524A and 524B 
after outputs 536A-B have been combined by averaging 
transformer 520. It is clearly seen from FIG. 5B that pulsed 
waveform 572 provides a good representation of PWM con 
trol waveform 568A. 

Still referring to FIGS. 5A-B, it is noted that frequency of 
the output pulsed waveform 596 is twice the frequency of 
each switch control signal 560A-B (as represented by voltage 
waveforms 580A-B) and that the output voltage steps 572A 
are half the size of the corresponding steps 580C of voltage 
waveforms 580A-B. Each of these characteristics reduces the 
size of output inductor 556 required by one-half so that the 
output inductance required is one-quarter of what it would 
have been if switches 522A-B were switched at the same 
time. Also, due to the phase difference between PWM refer 
ence waveforms 564A-B, the pulse-width decisions are made 
four times, rather than two, for each Switching cycle, thereby 
improving response time by a factor of two. In addition, the 
response time of converter circuit 504 (FIG. 5A) is also 
improved by the lower inductance of output inductor 556. The 
currents in outputs 536A-B are balanced via feedback loop 
584 so that the devices used for Switches 522A-B do not 
require any special matching. Another benefit of multiphase 
power converter 500 is that the current ripple in the smoothing 
capacitor 544 is reduced, making it possible to reduce the size 
of the capacitor used or improve its efficiency and life. The 
reduction of capacitor current occurs due to the phase shifting 
of the DC current in the two switching cells 512A-B, causing 
the largest ripple current frequencies to have opposing phases 
so as to cancel each other. 
As can be readily seen in FIG. 5A, averaging transformer 

520 may be considered to include 1) an “outer loop' 520A 
electrically connected at one end to output node 582A of 
switching cell 512A and at the other end to output inductor 
556 and 2) an "inner loop'520B electrically connected at one 
end to output node 582B of switching cell 512B and at the 
other end to output inductor 556. This configuration allows 
inductor windings 536A1, 536B1 associated with respective 
switching cells 512A-B to form one reactor 548A and induc 
tor windings 536A2, 536B1 associated with respective 
switching cells 512A-B to form second reactor 548B. Differ 
ential current sensor 590 is also readily seen as being located 
between reactor windings 536A1,536A2 of outer loop 520A 
and between reactor windings 536B1, 536 B2 of inner loop 
520B. Other details of averaging transformer 520 may be 
discerned from the description of similar averaging trans 
formers 1200, 1204 of FIGS. 12A and 12B, respectively. 
Compared to conventional power converters, the cost of 

these improvements generally include the addition of a dif 
ferential current sensor (here, sensor 590), the addition of an 
averaging transformer (here, transformer 520), additional 
switch-driving circuitry (here, e.g., comparator 574B, 
inverter 578, and feedback loop 584), and more complex 
control. However, averaging transformer 520 is typically 
Smaller than the output inductor in a conventional design, so 
that the total size of all of the magnetic components in mul 
tiphase converter 500 is generally less than the total size of the 
magnetic components of a conventional simple buck con 
Verter. In most applications, a multiphase converter of the 
present invention, such as multiphase converter 500, will be 
lower in cost, more efficient, higher in speed, Smaller in size, 
and weigh less than a traditional hard-switched PWM con 
Verter. 

Multiphase power converter 500 of FIG. 5A is a simple 
form of the invention. However, the basic concepts behind 
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multiphase power converter 500 can be used to make virtually 
any type of power converter. For example, FIG. 6A shows a 
bi-directional DC-to-DC multiphase converter 600 that 
employs three parallel switching cells 604A-C, which in this 
example are half-bridge cells similar to the half-bridge power 5 
converter 300 of FIG. 3. Other than switching cells 604A-C 
being of a different type relative to switching cells 512A-B of 
FIG.5A, multiphase converter 600 of FIG. 6A is an extension 
of multiphase converter 500 of FIG. 5A. That is, instead of 
multiphase converter 600 having just two switching cells 
604A-B, it has a third switching cell 604C and modifications 
and additional circuitry for accommodating the additional 
cell. The modifications of multiphase power converter 600 
relative to multiphase converter 500 include a different aver 
aging transformer 608 and a different reference waveform 15 
generator 612. 

Averaging transformer 608 includes three interphase reac 
tors 616A-C instead of the two interphase reactors 548A-B of 
FIG. 5A so as to account for all three phases. It is noted that 
the basic principles of averaging transformer 608 of FIG. 6A 20 
and averaging transformer 520 of FIG.5A are the same. That 
is, each output 620A-C of respective switching cells 604A-C 
is connected to a respective loop 608A-C, with loop 608A 
being considered an “outside loop' and each of loops 608B, 
608C being considered an “inside loop. Each loop 608A-C 25 
includes a corresponding respective pair of reactor windings 
620A1-2, 620B1-2, 620C1-2. In the present example, inter 
phase reactor 616A includes reactor windings 620A1 and 
620B2 of outputs 620A and 620B, respectively, interphase 
reactor 616B includes reactor winding 620B1 and 620C2 of 30 
outputs 620B and 620C, respectively, and interphase reactor 
616C includes reactor windings 620C1 and 620A2 of outputs 
620C and 620A, respectively. Other details of averaging 
transformer 608 may be discerned from the description of 
similar averaging transformers 1200, 1204 of FIGS. 12A and 35 
12B, respectively. 

Reference waveform generator 612, like reference wave 
form generator 576 of FIG. 5A, is a triangular waveform 
generator, however, it is a three-phase generator that gener 
ates the three out-of-phase reference waveforms 624A-C 40 
(FIG. 6B) corresponding respectively to the three switching 
cells 604A-C. Reference waveform generator 612 may be of 
any suitable design and may be analog, digital, or simulated in 
software. As those skilled in the art will appreciate, in alter 
native embodiments, three-phase reference waveform gen 
erator 612 may be replaced with a single phase waveform 
generator and the differing phases generated using inverters 
and/or other delay elements. 

Additional circuitry for accommodating the additional 
switching cell 604C includes a second feedback loop 628B 
(in addition to feedback loop 628A that generally corre 
sponds to feedback loop 584 of FIG. 5A). Feedback loop 
628A feeds back a first current differential signal 632A cor 
responding to a difference between the currents of outputs 
620A and 620B and a second current differential signal 632B 
corresponding to a difference between the currents of outputs 
620A and 620C as measured, respectively, by differential 
current sensors 636A-B. As with multiphase power converter 
500 of FIG.5A, suitable feedback signals for correcting cur 
rent imbalances among the several switching cells 604A-C 
may be obtained in a number of alternative ways other than 
using differential current sensors 636A-B and/or locating 
these sensors at averaging transformer 608. 

In addition to the modifications and additional circuitry for 
accommodating the additional switching cell 604C relative to 
multiphasepower converter 500 of FIG.5A, other differences 
exist as a result of each Switching cell 604A-C having a pair 
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8 
of switches 640A-B, 642A-B, 644A-B. Switch pairs 640A-B, 
642A-B, 644A-B are driven by corresponding respective 
comparators 648A-C. One switch 640A, 642A and 644A in 
each pair is driven by a corresponding respective Switch con 
trol signal 652A-C that has the same phase as the output of the 
corresponding comparator 648A-C, and the other Switch 
640B, 642B, 644 B in each pair is driven by a corresponding 
respective switch control signal 654A-C that is 180° out of 
phase with the output of the corresponding comparator. Thus, 
the Switch pairs are driven with exact opposite phasing. 

FIG. 6B illustrates a timing diagram 660 for power con 
verter 600 in which the PWM reference signals 662A-C (FIG. 
6A) provided, respectively, to comparators 648A-C are out 
of-phase triangular waveforms 664A-C of which waveform 
664B has a one-third-of-a-cycle phase lag relative to wave 
form 664A and waveform 664C has a two-thirds-of-a-cycle 
phase lay relative to waveform 664A. Like the example of 
FIGS. 5A-B, PWM control signal 672 (FIG. 6A) has a lin 
early increasing waveform 672A for the time period illus 
trated, as do each of modified PWM control signals 672B and 
672C modified, respectively, as a function of the feedback of 
current differential signals 632A-B. Pulsed waveforms 
674A-C represent the voltages at cell nodes 676A-C, respec 
tively, that result from the operation of corresponding 
switches 640A-B, 642A-B, 644A-B in response to respective 
switch control signals 652A-C, 654A-C. Waveform 678 rep 
resents the voltage across output nodes 680A-B and is the 
average of the three waveforms 674A-C. Note that the indi 
vidual pulses 678A on waveform 678 have a pulse height 
equal to one-third the height of the individual pulses 674D on 
waveforms 674A-C due to averaging. For the same reasons 
that output inductor 556 of multiphasepower converter 500 of 
FIG. 5A needed an inductance of one-quarter the inductance 
needed in a conventional single Switch power converter, the 
inductance of output inductor 682 of multiphase power con 
verter 600 of FIG. 6A is one-ninth the inductance required for 
the output inductor of a single Switch power converter oper 
ating at the same frequency. 

While multiphase power converters 500, 600 of FIGS.5A 
and 6A include, respectively, two switching cells 512A-Band 
three switching cells 604A-C, it should be clear that a mul 
tiphase power converter of the present invention could be 
made to include any number of paralleled switching cells. The 
modifications necessary, for example, to the averaging trans 
former and regarding the addition of current balancing feed 
back loops, can readily be extrapolated from the modifica 
tions made in expanding the two-cell power converter 500 of 
FIG. 5A to the three-cell power converter 600 of FIG. 6A. 
That said, FIGS. 7A, 8, 9, and 10A illustrate, respectively, 
other multiphase power converters 700, 800,900, 1000 made 
using the underlying broad concepts of the present invention. 
More particularly, multiphase power converter 700 of FIG. 

7A is a switch mode power amplifier or single-phase inverter 
made in accordance with the present invention. As seen in 
FIG. 7, control circuit 704 is identical to the control circuit 
portion of power converter 600 of FIG. 6A. However, power 
converter circuit 708 is different from the converter circuit 
portion of power converter of FIG. 6A in that nodes 712A-B 
in FIG. 7A are driven by respective DC power supplies 
716A-B connected to ground 720 and one output node 724A 
of the two output nodes 724A-B is connected to ground 720. 
A timing diagram 728 for multiphase power converter 700 

is shown in FIG. 7B. Like timing diagram 660 of FIG. 6A, 
timing diagram 728 of FIG.7B shows: the three out-of-phase 
triangular waveforms 732A-C input into corresponding 
respective comparators 736A-C; the PWM control signal 
waveform 740A and its feedback modified counterparts 
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740B-C input into the corresponding respective comparators: 
the pulsed voltage waveform 744A-C at each of the three 
nodes 748A-C (FIG. 7A) of switching cells 752A-C due to 
being driven by control circuit 704; and the output voltage 
waveform 756 across output nodes 724A-B. In this configu 
ration, the output at output nodes 724A-B is a full four 
quadrant power-amplified output, with the possibility to 
make both polarities of current and Voltage in any combina 
tion. Multiphase power converter 700 of FIG. 7A can have 
very high speed and power with Small size and high effi 
ciency. 

Referring again to FIG. 7A, it is readily seen that mul 
tiphase power converter 700 includes an averaging trans 
former 760 having the same overall configuration as averag 
ing transformer 608 of FIG. 6A. This is due to the virtual 
identity of switching cells 752A-C of converter 700 of FIG. 
7A to switching cells 604A-C of converter 600 of FIG. 6A. 
This is why control circuitry 704 of converter 700 can be 
identical to the control circuitry of converter 600 of FIG. 6 as 
mentioned above. 

Multiphase power converter 800 of FIG.8 may be used as, 
for example, a power amplifier or a high performance single 
phase inverter. Generally, multiphase power converter 800 
can be thought of as comprising two multiphase converters 
804A-B each substantially the same as multiphase converter 
600 of FIG. 6A. In this case, one multiphase converter 804A 
drives one output node (here, node 808A) and the other con 
verter 804B drives the other output node (here, node 808B). In 
this arrangement, comparators 812A-C drive corresponding 
respective switching cells 816A-C and comparators 812D-F 
drive corresponding respective switching cells 816D-F. Each 
of comparators 812A-F receives a corresponding respective 
out-of-phase PWM reference signal 820A-F, in this case from 
a six-phase triangular waveform generator 824. One of com 
parators 812A-C associated with output node 808A, i.e., 
comparator 812A, receives an unmodified PWM control sig 
nal 828A, while the other two comparators 812B-C receive 
corresponding respective feedback modified PWM control 
signals 828B-C. One of comparators 812D-F associated with 
output node 808B, i.e., comparator 812D, receives a polarity 
shifted PWM control signal 828D (shifted by polarity shifter 
832), while the other two comparators 812E-F receive corre 
sponding respective feedback modified polarity shifted PWM 
control signals 828E-F. Each of multiphase converters 
804A-B is in communication with a corresponding respective 
averaging transformer 836A-B that is essentially the same as 
averaging transformer 608 of FIG. 6A. All things being equal, 
multiphase converter 800 has a higher output voltage than 
multiphase converter 700 of FIG. 7A as a result of the manner 
in which output nodes 808A-B are driven. 

Multiphase power converter 900 of FIG.9 may be used, for 
example, as a three-phase inverter or a motor drive. Mul 
tiphase converter 900 may be considered to include three 
multiphase converters 904A-C, each essentially identical to 
multiphase converter 600 of FIG. 6A. In this case, each of 
multiphase converters is controlled by a respective PWM 
phase control signal 908A-C so as to drive a corresponding 
respective output node 912A-C with a respectively phased 
output signal 916A-C. Other than the fact that a nine-phase 
reference waveform generator 920 is used to provide out-of 
phase waveforms (not shown) to the nine corresponding 
respective comparators 924A-I, other differences of mul 
tiphase converter 900 relative to multiphase converter 600 of 
FIG. 6A are simply due to the connectedness of the three 
multi-phase converters 904A-C. Those skilled in the art will 
readily understand the operation of multiphase converter 
upon studying FIG. 9. 
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10 
Multiphase power converter 1000 of FIG. 10A illustrates 

another alternative embodiment of a single-phase inverter. 
Multiphase converter 1000 is largely the same as multiphase 
converter 600 of FIG. 6A, except that converter circuit 1004 
includes an additional switching cell 1008D, which is in 
addition to the three switching cells 1008A-C that correspond 
to switching cells 604A-C of FIG. 6A, that drives one output 
node 1012A of the two output nodes 1012A-B. Output node 
1012B is driven by averaging transformer 1016 that may have 
a configuration identical to averaging transformer 608 of FIG. 
6A. 
The other primary difference between multiphase power 

converter 600 of FIG. 6A and power converter 1000 of FIG. 
10A is the way control circuit 1020 is configured to drive the 
four switching cells 1008A-D. Like power converter 600 of 
FIG. 6A, comparators 1024A-C receive, respectively, out-of 
phase PWM reference waveforms 1028A-C (FIG. 10B) and 
PWM control waveforms 1032A-C, which are derived from a 
single input PWM control signal 1036 as shown. Generally, 
the output of comparators 1024A-C drive, respectively, 
switching cells 1008A-C. With PWM reference waveforms 
1028A-C and PWM control waveforms 1032A-C as shown in 
FIG. 10B, the voltage waveforms at switching cell nodes 
1040A-C (FIG. 10A) are, respectively, pulsed waveforms 
1044A-C of FIG 10B. 
Comparator 1024D (FIG.10A) that corresponds to switch 

ing cell 1004D receives only a modified waveform 1048 
(FIG. 10B) of PWM control signal 1036 (FIG. 10A), i.e., it 
does not receive a PWM reference signal waveform as do 
comparators 1024A-C. Consequently, the Voltage waveform 
at switching cell node 1040D is the pulsed waveform 1052 
shown in FIG. 10B that is much different in character than 
pulsed waveforms 1044A-C. The output voltage waveform 
1056 (FIG. 10B) appearing across output nodes 1012A-B is a 
result of the difference between the average of waveforms 
1044A-C that generally is present at output node 1012B and 
the waveform 1052 output from the fourth switching cell 
1004D that generally is present at output node 1012A. 

It should be clear to those skilled in the art from multiphase 
power converter 1000 of FIG. 10A and converters 500, 600, 
700,800,900 of FIGS.5A, 6A, 7A, 8, and 9, respectively, that 
the underlying broad concepts of the present invention are 
very versatile and that the possible multiphase converter con 
figurations made using these underlying concepts are many. 

Magnetic Circuits for Multiphase Converters 
Each of the forgoing multiphase power converters having 

Switching cells that each contain two Switches in electrical 
series (i.e., converters 600, 700, 800,900, 1000 of FIGS. 6A, 
7A, 8,9, and 10, respectively) has capacitors (i.e., capacitors 
684A-C, 760A-C, 840A-F, 928A-I, 1060A-D) connected 
across the series Switches at the high Voltage side and mag 
netic devices (e.g., averaging transformers 608, 760 836A-B, 
1016) connected between the switch junction and respective 
output nodes (i.e., output nodes 680B, 724B, 808A-B,912A 
C, 1012B). The voltage at the switch junction is either the 
positive or the negative terminal of the capacitor depending 
on the State of the Switches. Each Switching cell can be con 
sidered a two level Voltage source providing a Voltage wave 
form to the magnetic circuit. The Switching waveforms gen 
erated by each switching cell for the illustrated multiphase 
converter designs of FIGS. 6A, 7A, 8, 9, and 10 can be 
considered identical, except for being shifted in time by some 
fraction of a Switching cycle. The corresponding magnetic 
circuits are each connected to multiple ones of these Switch 
junctions driving a common output node. The function of 
these magnetic circuits is to Sum the currents from corre 
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sponding Switching cells while keeping the current from the 
individual cells equal, i.e., balanced. 

FIGS. 11A-C illustrates conventional multiphase converter 
current Summing circuit types that may be used in lieu of the 
averaging transformers, for example, transformers 520, 608, 5 
836A-B, shown in FIGS.5A, 6A, 7A, 8, 9, 10A. FIG. 11A 
shows a simple series inductor circuit 1100; FIG. 11B shows 
a dual-input interphase reactor 1104; and FIG. 11C shows a 
multi-legged interphase reactor circuit 1108. Simple series 
inductor circuit 1100 (FIG. 11A) can work fine. However, the 
inductance of each individual inductor 1112 needs to be high 
to prevent large circulating ripple currents. The cost is high 
and leads to a large impedance in series with the output 
limiting the response time of the circuit. Dual input interphase 
reactor circuit 1104 (FIG. 11B) works better. With circuit 15 
1104, the circulating current impedance or differential volt 
age impedance of the circuit is controlled independently of 
the parallel or common mode Voltage impedance. Ideally, the 
three interphase reactors 1116A-C provide only the differen 
tial voltage impedance and the output inductor 1120 provides 
the common mode impedance. In practice, interphase reac 
tors 1116A-C provide some common mode impedance. If 
designed correctly, the common mode impedance of inter 
phase reactors 1116A-C can have the right value so no output 
inductor is required. Circuit 1104 is probably the circuit of 
choice for a two-input circuit. The problems with circuit 1104 
arise when more inputs are required. It can only be used when 
the number of inputs is a power of 2, for example, 2, 4, 8, 16. 
etc. In addition, the magnetic components required for each 
level of current summation are very different. At each suc 
cessive level, the current doubles, the ripple current frequency 
doubles, and the differential volt seconds drops by a factor of 
four. This makes for very different designs. 

Multi-leg interphase reactor circuit 1108 (FIG.11C) solves 
the problem of only being able to use powers of two numbers 
of inputs. However, a shortcoming of circuit 1108 is that it 
requires special cores. Also, it is not possible to design the 
common mode and the differential mode impedances to all be 
equal between all pairs of inputs. Consequently, this type of 
circuit 1108 must always be designed with minimum com- 40 
mon mode impedance, and an output inductor 1124 must be 
used. The construction of this type of interphase reactor is 
described in U.S. Pat. No. 5,852,554 to Yamamoto, which is 
incorporated by reference herein in its entirety. 

While the types of summing circuits 1100, 1104, 1108 
shown in FIGS. 11A-C may be used in a multiphase power 
converter of the present invention, for example, as a Substi 
tution for the averaging transformers illustrated in each of 
FIGS.5A, 6A, 7A, 8,9, and 10A, the averaging transformers 
shown in these figures can provide certain benefits. FIGS. 50 
12A-B illustrate, respectively, a three-input current averaging 
transformer circuit 1200 (essentially identical to each of the 
three-input averaging transformers shown in FIGS. 6A, 7A, 
8, 9, 10A) and a five-input averaging transformer circuit 
1204. Each of circuits 1200, 1204 uses a number of interphase 55 
reactors 1208A-C, 1212A-E, respectively. Generally, what 
sets each of circuits 1200, 1204 physically apart from con 
ventional reactor circuits, such as dual-input interphase reac 
tor 1104 of FIG. 11B, is the unique way in which interphase 
reactors 1208A-C, 1212A-E are connected within the respec- 60 
tive circuit 1200, 1204. 

Referring first to FIG. 12A, it can be readily seen that 
averaging transformer circuit 1200 is essentially identical to 
each of the three-reactor averaging transformers 608, 760, 
836A-B, and 1016 shown in corresponding respective ones of 65 
FIGS. 6A, 7A, 8 and 10A, as well as the corresponding 
averaging transformers shown, but unlabeled, in FIG. 9. 
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Transformer circuit 1200 has three inputs 1216A-C (which 
would correspond to the outputs of corresponding respective 
switching cells 604A-C, 752A-C, 816A-C, 816D-F, 
1008A-C of FIGS. 6A, 7A, 8 and 10A, respectively, and the 
three switching cells (unlabeled) associated with each of the 
three multiphase converters 904A-C) and an output 1220. 
Transformer circuit 1200 may be considered to have a com 
mon output node 1224, and each input 1216A-C is connected 
to the common output node by a double-winding circuit seg 
ment 1228A-C that includes a corresponding respective pair 
of reactor windings 1228A1, 1228A2, 1228B1, 1228B2, 
1228C1, 1228C2, each of which may be the same as the 
others. With this configuration, interphase reactor 1208A is 
composed of windings 1228A1, 1228B2 corresponding to 
inputs 1216A, 1216B, respectively, interphase reactor 1208B 
is composed of windings 1228B1, 1228C2 corresponding to 
inputs 1216B, 1216C, respectively, and interphase reactor 
1208C is composed of windings 1228C1, 1228A2 corre 
sponding to inputs 1216C, 1216A, respectively. In this 
example, an output inductor 1232 is provided between com 
mon output node 1224 and output 1220 of circuit 1200. 
The basic layout of circuit 1200 of FIG. 12A can readily be 

adapted to virtually any number of inputs. For example, aver 
aging transformer 520 of FIG. 5A illustrates the concepts 
described relative to circuit 1200 of FIG. 12A in the context of 
two inputs corresponding to outputs 536A-B of the two 
switching cells 512A, 512B. FIG. 12B, on the other hand, 
illustrates the basic concepts described relative to circuit 1200 
of FIG. 12A in the context of five inputs 1240A-E. In circuit 
1204 of FIG. 12B, each input 1240A-E is connected to a 
common output node 1244 via a corresponding double-wind 
ing circuit segment 1248A-E. This configuration of double 
winding circuit segments 1248A-E allows the formation of 
corresponding respective interphase reactors 1212A-E. 
Those skilled in the art will readily be able to use the basic 
concepts of each of circuits 1200, 1204, 520 of FIGS. 12A, 
12B and 5A to create a suitable circuit for any number of 
inputs greater than one. 
The basic configuration of circuits 1200, 1204, 520 has a 

number of advantages over the basic configurations of cir 
cuits 1100, 1104, 1108 (FIGS. 11A-C), including: 1) the 
magnetic components, for example, interphase reactors 
1208A-C, 1212A-E, can all be identical; 2) any number of 
inputs can be used (again, FIGS. 12A-B show three and five 
inputs); 3) the magnetic cores required are simple single 
phase types that are readily available in any material required; 
4) the design of the magnetic components is straightforward 
and they can be built using traditional methods; and 5) the 
magnetic circuit can be designed to have a specific common 
mode inductance, thus eliminating the need for an output 
inductor. 

Switching Pattern Variations 
The methods shown so far for generating the timing signal, 

i.e., the methods that include triangular waveforms, is just the 
simplest one to explain. There are indeed other methods that 
will work, including using saw tooth waveforms or asym 
metrical triangle waveforms. Also note that the method 
shown is simply a way of easily visualizing the timing logic. 
As those skilled in the art will appreciate, this timing could be 
performed in a digital timing circuit so that it may look quite 
different, but the result would have the same optimum duty 
cycle patterns. In addition, Switching patterns with different 
phase shifts and ordering of Switches may be used. These 
variations each tend to optimize certain performance param 
eters over others. Depending on the application and the oper 
ating modes of the power converter, it is sometimes better not 
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to use simple equal spaced timing signals. To aid this descrip 
tion, the following terms are defined: Fs is the per-switch 
Switching frequency; n is the number of phased Switching 
cells: T1 through Tn are the times between the successive 
Voltage signals at each cell; and d is the duty cycle of the 
Switching state. For all multiphase converters the duty cycle, 
d, of the converters are equal at all times. However, since the 
Switching cycles are time shifted, the duty cycle, d, will not 
appear equal during times of changing duty cycle. 
The timings of all known prior art multiphase converters 

use equally phased timing, which is most easy to understand 
and yields the best results for most situations. This can be 
defined as when the time shift between each phase T1 through 
Tn are equal to 1/(FSXn), or equal spacing. This makes the 
common mode output current ripple have the lowest ampli 
tude and a frequency of Fsxn. Also, the current in the DC bus 
capacitor is minimized at the worst case operating duty 
cycles. These occur at d=X/n+1/(2n), wherein x=0, 1, 2, ... 
n-1. In addition, the DC bus ripple current goes to Zero at 
values of d=X/n for X=0, 1, 2, ... n. The order of the time 
shifting is unimportant when using the series inductor current 
summation circuit type (e.g., circuit 1100 of FIG. 11A) or the 
multi-leg reactor current Summation circuit type (e.g., circuit 
1108 of FIG. 11C). However, the design of interphase reac 
tors is affected by the choice of signal order when using either 
the averaging transformer circuit type of the present invention 
(e.g., circuits 1200, 1204 of FIGS. 12A-B) or the dual input 
interphase reactor circuit type (e.g., circuit 1104 of FIG. 
11B). 
The present invention includes varying the delay in differ 

ent ways and to consider the order in which the signals are 
connected to the current summation circuit. It is in many 
cases advantageous to vary the timing of the multiphase 
Switching cells in a different way, for example, to avoid a 
resonate frequency in the DC source or the load. This can be 
done by using variations of the timing signal delays. 
Examples of varying the timing include making the signals of 
two different delays relative to each other. This can be used to 
reduce the (FSXn) frequency in the output and create an (FSX 
n/2) harmonic in the output. 

Another option, which minimizes the size requirements of 
the interphase reactors but makes the filter larger, is to use a 
very small delay between each switching cell output. This 
turns out to be a very good solution when an AC load acts as 
a filter, as in the case of a motor drive. The motor inductance 
filters the current well enough. The multiphase converter in 
this case is generally similar to a simple six Switch motor 
drive. FIG. 13 contains a timing and waveform diagram 1300 
for this variation of PWM timing. The multiphase techniques 
can be used to parallel multiple multiphase converters and 
allow active current balancing between parallel drives. With 
out the interphase transformers and the multiphase synchro 
nization, the parallel converters would circulate a lot of cur 
rent or, alternatively, require very large inductors that would 
reduce performance and increase cost. In addition, a mul 
tiphase solution will reduce voltage rise time (dV/dT) stress 
on the motor windings conducted EMI in the system. 
Current Balancing and Control 

It is beneficial for multiphase power converters to have 
active current balancing among the currents output by parallel 
connected Switching cells to compensate for variations in DC 
current in the cells. In general the current in all Switching cells 
should be equal. The magnetic current Summation circuits 
illustrated in FIGS. 5A, 6A, 7A, 8, 9, 10A and 12A-B, for 
example, averaging transformers 520, 608, 760,836A-Band 
circuits 1200, 1204, are designed to force current sharing at 
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14 
high and medium frequencies. However, at DC these mag 
netic circuits have little effect on current balance. If the duty 
cycle of each switching cell and the DC resistance of each 
parallel current path are equal, then the currents will balance 
at DC. The problem is that the duty cycles and resistances are 
not equal. In practice, a current balance of at least 10% over 
all operating conditions is desired. It is certainly possible, but 
not always easy, to get the resistances to balance to this 
degree. However, the voltage balance needs to be extremely 
good to keep the current balance in this range. FIG. 14 shows 
the equivalent DC circuit 1400 in the parallel switching cir 
cuits. In general, for low losses the DC resistance of circuit 
1400 is very low. The most dominant term is the switch-on 
resistance. The DC Voltage at each Switching cell is approxi 
mately the DC bus Voltage multiplied by the switch duty 
factor. If all switches have the same duty factor, the voltage 
will be the same. The sensitivity is best described with an 
example. 
As an example of current balancing, consider a five-phase 

multiphase converter (e.g., circuit 1400 of FIG. 14) at 500 
amps using 1200 volt IGBTs with a DC bus voltage of 800 
volts. The switches 1404A-J will need to provide 100 amps 
each. A typical IGBT resistance would be about 0.02 ohms 
per switch. The magnetic circuit 1408 may have about this 
much resistance per phase as well, so the total per-phase 
resistance is 0.04 Ohms. If we assume that four of the switch 
ing cells 1412A-D have exactly the same duty factor, these 
cells can be considered a single cell having 0.005 Ohms of 
resistance in series. If the fifth cell 1412E has a voltage 
difference of only 2.5 volts, the circulating current will be 2.5 
volts/0.025 Ohms, or 100 amps. This means that the fifth 
switch 1404I will carry twice its rated current. Since the 
output voltage of a cell is d/Vdc and all cells have the same 
Vdc, then to have this differenced would need to be 2.5/800 
or 0.31% different. With a switching frequency of 10 kHz, 
this would be caused by a 100 us 0.31%, or 310 nS, differ 
ence in pulse width. To get this error down to 10%, the pulse 
width needs to be matched to about 31 nS, thus, the need for 
active current balancing. 

Active current balance can be accomplished a number of 
ways. As mentioned above in connection with multiphase 
power converter 500 of FIG.5A, the current of each switching 
cell, for example, for converter 500, each switching cell 
512A-B, can be monitored and controlled individually, or the 
difference(s) can be monitored and a correction applied to 
keep the currents the same. In a case to control the DC current 
difference, a DC bias needs to be controlled in the PWM 
control circuit, which may adjust the average DC Voltage in 
each Switching cell. Another approach to current balancing is 
to balance the Voltages from each Switching cell. Rather than 
active balancing, the Voltages out of the individual cells may 
be monitored and kept in balance since the series resistance 
can typically be more readily controlled. This passive balanc 
ing method will depend on the DC resistance matching, but 
may be good enough for certain applications. 

In each of multiphase power converters 500, 600, 700, 800, 
900, 1000 of respectively, FIGS.5A, 6A, 7A, 8,9, and 10A, 
current output from one of the Switching cells, for example, 
cell 512A, cell 604A, cell 752A, and each of cells 816A, 
816D of FIGS.5A, 6A, 7A, and 8, respectively, is treated as 
a master current and the current(s) of the remaining cell(s), 
for example, cell 512B, cells 604B-C, cells 752B-C, cells 
816B-C and cells 8.16E-F, respectively, are compared to the 
master current. Each of the current differential signal, for 
example, each of signals 588, 632A-B of FIGS.5A and 6A, 
respectively, is filtered to remove high frequencies and added 
to the PWM control signal, for example, PWM control signals 
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578, 672, respectively, for the switching cell, for example, 
cell 512B and each of cells 604B-C, respectively, controlling 
that current. This feedback does not interfere with the speed 
of the main regulating circuit response and, thus, makes pos 
sible a very high current control bandwidth. 

Each of FIGS. 5A, 6A, 7A, 8, 9, and 10A shows one or 
more current sensors, for example, sensors 590, 636A-B of 
FIGS. 5A and 6A, respectively, that directly measure the 
difference between the respective currents. Another effective 
method is to measure the output currents of the switching 
cells directly and subtract the current signals in the converter 
control circuit. In addition, other signals can be measured for 
use as current balance indicators. For example, one or more 
Voltage signals representing the differential(s) between pairs 
of Switching cell output voltages may be used as control 
signals to keep currents in balance. As another alternative, 
since the major source of the current balance error is the 
variation in delay from the controller output signals to the 
actual switching of the Switching cell voltage, it is also pos 
sible to measure the switching cell timing to get the needed 
balancing information. Those skilled in the art will under 
Stand how to implement these alternative balancing schemes. 

Exemplary embodiments have been disclosed above and 
illustrated in the accompanying drawings. It will be under 
stood by those skilled in the art that various changes, omis 
sions and additions may be made to that which is specifically 
disclosed herein without departing from the spirit and scope 
of the present invention. 

What is claimed is: 
1. A multiphase power converter, comprising: 
a number N of Switching cells having corresponding 

respective N switched outputs; 
an averaging transformer, comprising: 

a common output node: 
an output in electrical communication with said com 
mon output node: 

N double-winding segments each including a pair of 
reactor windings in series with one another, each of 
said N double-winding segments having a first end 
electrically connected to a corresponding respective 
one of said N Switched outputs and a second end 
electrically connected to said common output node: 
and 

Ninterphase reactors each formed by pairs of said reac 
tor windings in differing ones of said N double-wind 
ing segments; and 

a control system for controlling at least said N switching 
cells, said control system including current balancing 
circuitry for actively balancing electrical current imbal 
ance between ones of said N switching cells. 

2. The multiphase power converter of claim 1, wherein said 
current balancing circuitry includes N-1 feedback loops 
including corresponding respective N-1 current-differential 
sensors for sensing corresponding respective current differ 
entials in differing pairs of said N double-winding segments. 

3. The multiphase power converter of claim 1, wherein Nis 
two and includes a first Switched output and a second 
Switched output, said averaging transformer comprising: 

a first double-winding segment electrically connected 
between said first switched output and said common 
output node and that includes a first reactor winding and 
a second reactor winding located in electrical series with 
said first reactor winding: 

a second double-winding segment electrically connected 
between said second switched output and said common 
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16 
output node and that includes a third reactor winding and 
a fourth reactor winding located in electrical series with 
said third reactor winding: 

a first interphase reactor formed in part by said first reactor 
winding and said fourth reactor winding; and 

a second interphase reactor formed in part by said second 
reactor winding and said third reactor winding. 

4. The multiphase power converter of claim3, wherein said 
control system controls said first and second switched out 
puts, said current balancing circuitry including a feedback 
loop for controlling said second switched output, said feed 
back loop including a current-differential sensor for sensing a 
current differential between said first and second double 
winding segments. 

5. The multiphase power converter of claim 1, wherein Nis 
three and includes a first Switched output, a second switched 
output, and a third switched output, said averaging trans 
former comprising: 

a first double-winding segment electrically connected 
between said first switched output and said common 
output node and that includes a first reactor winding and 
a second reactor winding located in electrical series with 
said first reactor winding: 

a second double-winding segment electrically connected 
between said second switched output and said common 
output node and that includes a third reactor winding and 
a fourth reactor winding located in electrical series with 
said third reactor winding: 

a third double-winding segment electrically connected 
between said third switched output and said common 
output node and that includes a fifth reactor winding and 
a sixth reactor winding located in electrical series with 
said fifth reactor winding: 

a first interphase reactor formed in part by said first reactor 
winding and said fourth reactor winding: 

a second interphase reactor formed in part by said third 
reactor winding and said sixth reactor winding; and 

a third interphase reactor formed in part by said second 
reactor winding and said fifth reactor winding. 

6. The multiphase power converter of claim 5, wherein said 
control system controls said first, second, and third switched 
outputs, said current balancing circuitry including: 

a first feedback loop for controlling said second switched 
output, said first feedback loop including a first current 
differential sensor for sensing a current differential 
between said first and second double-winding segments; 
and 

a second feedback loop for controlling said third switched 
output, said second feedback loop including a second 
current-differential sensor for sensing a current differ 
ential between said first and third double-winding seg 
ments. 

7. The multiphase power converter of claim 1, wherein Nis 
at least three and said N switched outputs are controlled as a 
function of a common waveform having differing delays 
among said N switched outputs. 

8. A power converter for providing plural-phased electrical 
power comprising a plurality of the multiphase power con 
verters of claim 1 electrically connected so as to provide the 
plural-phased electrical power. 

9. A multiphase power converter, comprising: 
a number N of Switching cells having corresponding 

respective N switched outputs, each of said N switched 
outputs controlled by a corresponding respective at least 
one switching control signal; and 

a control system for controlling said N switching cells, said 
control system including: 
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means for providing N pulse-width modulation (PWM) 
reference signals respectively to said N Switching 
cells, each of the N PWM reference signals based on 
a common waveform but having a differing phase 
relative to each other of the NPWM reference signals: 

means for providing N PWM control signals; and 
means for generating each of said at least one Switching 

control signal as a function of ones of the N PWM 
reference signals and corresponding respective ones 
of the N PWM control signals. 

10. The multiphase power converter of claim 9, wherein N 
is at least three. 

11. The multiphase power converter of claim 9, wherein 
N-1 of the N PWM control signals are current balancing 
feedback signals. 

12. The multiphase power converter of claim 11, wherein 
each of said current balancing feedback signals is a differen 
tial current signal. 

13. The multiphase power converter of claim 12, further 
comprising an output averaging transformer electrically con 
nected to said N switched outputs, each said differential cur 
rent signal being obtained from currents flowing in said out 
put averaging transformer. 

14. The multiphase power converter of claim 9, further 
comprising an output averaging transformer that includes: 

a common output node: 
an output in electrical communication with said common 

output node: 
N double-winding segments each including a pair of reac 

tor windings in series with one another, each of said N 
double-winding segments having a first end electrically 
connected to a corresponding respective one of said N 
Switched outputs and a second end electrically con 
nected to said common output node; and 

Ninterphase reactors each formed by pairs of said reactor 
windings in differing ones of said N double-winding 
Segments. 

15. The multiphase power converter of claim 14, wherein 
said control system includes N-1 feedback loops including 
corresponding respective N-1 current-differential sensors for 
sensing corresponding respective current differentials in dif 
fering pairs of said N double-winding segments. 

16. The multiphase power converter of claim 9, wherein 
said means for providing the N PWM reference signals com 
prises a multiphase waveform generator. 

17. The multiphase power converter of claim 9, wherein 
said means for generating each of said at least one Switching 
control signal includes N comparators for comparing ones of 
the N PWM reference signals to corresponding respective 
ones of the N PWM control signals. 
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18. A method of converting electrical power, comprising: 
providing a multiphase power converter that includes a 
number N of Switching cells having corresponding 
respective N switched outputs; 

providing N pulse-width modulation (PWM) reference 
signals having a common waveform but differing 
phases; 

providing N PWM control signals; 
generating at least NSwitching control signals as a function 

of the NPWM reference signals and the NPWM control 
signals; and 

driving the N Switching cells with corresponding respec 
tive ones of the at least N Switching control signals so as 
to cause the N switching cells to provide the N switched 
outputs. 

19. The method of claim 18, wherein said providing of the 
N PWM control signals includes providing N-1 current bal 
ancing feedback signals. 

20. The method of claim 19, further comprising obtaining 
N-1 differential current signals from an averaging trans 
former. 

21. The method of claim 18, wherein said generating of the 
at least N Switching control signals includes comparing ones 
of the N PWM reference signals with corresponding respec 
tive ones of the N PWM control signals. 

22. The method of claim 18, wherein said providing of the 
multiphase power converter includes providing N Switching 
cells each having two Switches, said generating of the at least 
N Switching control signals including generating 2N Switch 
ing control signals. 

23. The method of claim 18, further comprising averaging 
the N switched outputs. 

24. The method of claim 23, wherein said averaging of the 
N Switched outputs includes using an averaging transformer 
comprising N loops and N interphase reactors formed 
between the N loops, wherein each of the N loops includes 
two interphase reactor windings in electrical series with one 
another and each of the two interphase reactor windings is 
part of a corresponding respective one of the N interphase 
reactOrS. 

25. The method of claim 24, wherein said providing of the 
N PWM control signals includes measuring differential cur 
rents as between differing pairs of the N loops. 

26. The multiphase power converter of claim 9, wherein 
said control system includes current balancing circuitry for 
actively balancing electrical current imbalance between ones 
of said N switching cells. 

27. The method of claim 18, wherein said providing of the 
N PWM control signals includes actively balancing electrical 
current imbalance between ones of said N switching cells. 

k k k k k 
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