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57 ABSTRACT 
A parameter estimation system (16) automatically deter 
mines the relevant thermal and thermodynamic parame 
ters which govern the energy consumption of the cli 
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mate control system (18) within an enclosure (30). The 
method of the parameter estimation (16) assembly, using 
the continuous measurement of various air tempera 
tures, air flows, and energy consumption rates includes 
the adaptive capability of indirectly learning the rele 
vant thermal and thermodynamic characteristics of 
both the building enclosure (30) and the climate control 
system (18), including such thermal parameters as the 
effective thermal capacitance of the internal walls and 
contents (53,55) of the enclosure (30), the effective in 
ternal heat transfer conductance between the thermal 
capacitance and the air within the conditioned space 
(28), the effective external heat transfer conductance 
between the inside air (28) and the outside air (36) and 
the efficiency characteristics of the climate control 
system (18), both inclusive and exclusive of the associ 
ated air distribution system (22,32), as a function of its 
input energy rate. 
The method also includes a non-linear efficiency model, 
using the aforementioned thermal parameters, which 
has the capability of predicting building air tempera 
ture, cool down and recovery, and the energy consump 
tion of the climate control system (18) as a function of 
outside air temperature and the user-specified occu 
pancy comfort schedule (39), thus providing the addi 
tional capabilities for determining a building energy 
rating and for making intelligent energy management 
decisions associated with optimal operation, mainte 
nance and retrofitting. 

24 Claims, 6 Drawing Sheets 
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METHOD AND APPARATUS FOREST MATION 
OF THERMAL PARAMETER FOR CLMATE 

CONTROL 

This is a divisional of copending application Ser. No. 
07/670,718, filed on Mar. 18, 1991, now U.S. Pat. No. 
5,115,967. 

BACKGROUND ART 
1. Field of the Invention 
The subject invention relates to electronic thermo 

stats. More particularly, the subject invention relates to 
adaptive electronic energy management thermostats 
having the ability to measure the parameters of a build 
ing, its climate control system and its surrounding envi 
ronment and to optimize the efficiency of energy con 
sumption as a function of these parameters. 

2. Description of Related Art 
Automated energy management thermostats have 

progressed in sophistication since their inception. Origi 
nally, energy management thermostats merely auto 
mated the age-old practice of turning the thermostat 
down manually when the building was not being used 
or when the occupants where sleeping, in the case of the 
residential building. 
The automatic, adaptive thermostats progressed in 

sophistication, as shown by U.S. Pat. No. 4,660,759 to 
Barnard et al, issued Apr. 28, 1987. This patent discloses 
a thermostat assembly, which predicts, based on the 
outside temperature, the inside temperature and the 
temperature drift rate, which is calculated from mea 
sured temperatures from the day before, the time neces 
sary to change the output of the climate control system 
in order to reach the desired set-point temperature at 
the desired time. This thermostat assembly recognizes 
the fact that the conditioned space of an enclosure such 
as a building will require different amounts of time to 
achieve the desired set-point temperature at the desired 
time, and that the varying times are dependant on the 
surrounding environment. Although this design recog 
nizes the fact that the time required to raise or lower the 
temperature of a condition space varies as a function of 
outdoor air temperature, it does not have the capabili 
ties to include other thermal characteristics of the build 
ing and the climate control system that have an effect 
on the time required to reach the desired temperature. 
Also, inherent in the technique used, is the assumption 
that the inside air temperature varies linearly with time 
when the climate control system is on or off. As demon 
strated in FIG. 2, the temperature is not linear with time 
(43),(40). 

U.S. Pat. No. 4,897,798 to Cler, issued Jan. 30, 1990 
disclose thermostat assembly capable of predicting the 
start up time to activate the climate control system in 
order to reach the desired setpoint temperature at the 
desired time. This thermostat assembly recognizes heat 
transfers are occurring between air inside the building 
and the outside air, and that thermal energy is stored in 
the internal walls and contents within the building en 
closure. In addition, this thermostat assembly considers 
the oscillation of temperature during quasi-steady state 
times, i.e., the times when the thermostat is maintaining 
a particular set-point temperature, and cycles the cli 
mate control system on and offin order to maintain that 
temperature within a particular range around the set 
point temperature. This thermostat assembly does not 
have the capabilities to include other thermal character 
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2 
istics of the building and the climate control system that 
have an effect on the time required to reach the desired 
temperature because assumptions have been made to 
simplify the model, the required measurements and the 
computations. 

U.S. Pat. No. 4,432,232 to Brantley et al, issued Feb. 
21, 1984 discloses an apparatus and method for measur 
ing the efficiency of a heat pump. The apparatus mea 
sures, via temperature sensitive resistance measure 
ments and a wattmeter, the amount of energy input with 
respect to the amount of energy output in the form of 
thermal energy. This system is applicable for heat 
pumps already in operation or it may be incorporated 
into the design of the heat pump so the apparatus and 
heat pump may be packaged together as a unit. Al 
though it is of value to know the efficiency of the heat 
pump, this measurement does not reflect the total effi 
ciency of the climate control system because there are 
losses in the air distribution system, thus further reduc 
ing efficiency. 

In summary, none of the prior art discloses an assem 
bly which takes into consideration the thermal parame 
ters which account for the non-linearity of the inside air 
temperature as a function of time in order to accurately 
determine the proper start up times to have an enclosure 
reach a desired set-point temperature at a desired time. 
Also, none of the prior art discloses an assembly which 
is capable of predicting, in advance of implementation, 
the energy consumption cf the building's climate con 
trol system at the existing outside air temperature, and 
then optimize the thermostat setback schedule to mini 
mize energy consumption, while satisfying a user-speci 
fied occupancy comfort schedule. 

SUMMARY OF THE INVENTION AND 
ADVANTAGES 

A thermostat assembly for changing the output of a 
climate control system of an enclosure defining a condi 
tioned space is disclosed. The thermostat assembly uti 
lizes inside and outside air temperature measurements, 
and comprises input means for inputting an occupancy 
comfort schedule, which results in a thermostat setback 
schedule, which in turn causes a plurality of tempera 
ture transition domains separating a plurality of quasi 
steady state domains. The assembly also comprises in 
side sensing means for measuring the temperature of the 
the outside air and outside sensing means for measuring 
the temperature of the outside air. The assembly is char 
acterized by processing means for adaptively develop 
ing and storing a non-linear empirical model represent 
ing the climate control system efficiency as a function of 
input energy rate and for the outside air and for chang 
ing at least one of the plurality of sections utilizing the 
non-linear efficiency model for optimizing energy con 
sumption as a function of the inside and outside air 
temperatures. The subject invention utilizes several 
measured inputs to calculate various thermal and ther 
modynamic parameters of the enclosure and its climate 
control system, including the parameters of the non-lin 
ear efficiency model, to more accurately achieve prede 
termined temperatures at predetermined times in addi 
tion to achieving these conditions while optimizing 
energy consumption. 
BRIEF DESCRIPTION OF THE DRAWINGS 
Other advantages of the present invention will be 

readily appreciated as the same becomes better under 
stood with reference to the following description when 
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considered in connection with the accompanying draw 
ings wherein: 
FIG. 1 is a perspective view of the preferred embodi 

ment of the subject invention installed in an enclosure 
partially cut away; 5 

FIG. 2 is a graph representing temperature of the air 
in a conditioned space as a function of time and average 
energy as a function of time during a typical thermostat 
setback; 

FIG. 3 is a block diagram of the subject invention; 
FIG. 4 is a plan view of the preferred embodiment of 

the subject invention in an enclosure; 
FIG. 5 is a block diagram of the processing means; 

and 
FIG. 6 is a flowchart showing the functions of the 

processing means. 
DETALED DESCRIPTION OF THE 

DRAWINGS 

The subject invention and the environment in which 
it will be used will be presented in great detail initially. 
Following this presentation, the method of use as well 
as the physical and mathematical representations will be 
presented. 
The subject invention is a thermostat assembly and is 

generally shown at 10 in the Figures. FIG. 3 shows a 
thermostat assembly 10 which includes three parts, the 
programmable thermostat 12, the predictor system 14, 
and the parameter estimation system 16. Both the pro 
grammable thermostat 12 and the parameter estimation 
system 16 are connected to the climate control system 
18. The climate control system 18 can include either a 
heating system such as a furnace or a heat pump, or it 
may be a cooling system such as an air conditioner. For 
purposes of convenience, the remainder of the descrip 
tion of the subject invention 10 will be operating with a 
heating system. However, it will be appreciated by 
anyone skilled in the art that a similar description with 
a cooling system could be made using the same thermo 
stat assembly 10. Also for convenience, the word fur 
nace will be used to describe any type of climate control 
apparatus. Such apparatuses could be electric, oil, or 
gas burners, a heat pump, or any other apparatus which 
is connected to a source of fuel, consumes the fuel and 
emits thermal energy or heat as a major product. 
The climate control system 18 includes a furnace 20 

and air distribution ducts, generally indicated at 22. The 
ducts 22 include warm air ducts 24 and return air ducts 
26. The warm air ducts 24 transport the air warmed by 
the furnace 20 to the condition space 28 defined by the 
enclosure 30. The return air ducts 26 allow the air 
which has cooled to return to the furnace 20 for reheat 
ing. Although it is not necessary, a blower 32 is nor 
mally used to force the air through the furnace 20 to be 
heated wherein the forced air will proceed through the 
warm air ducts 24. When the inside air is passing 
through the climate control system 18, it will be distin 
guished from the inside air as the distributed air. 

Returning to FIG. 3, the thermostat assembly 10 
further includes inside air temperature sensors, gener 
ally indicated at 34, and outside air temperature sensors, 
generally indicated at 36. A plurality of both the inside 
3 and outside 36 air temperature sensors are required to 
provide accurate average temperature measurements of 
both spaces, inside and outside, because both the inside 65 
and outside temperatures will vary some as a function of 
location. The thermostat assembly 10 further includes 
distribution air temperature means 58 located near at 
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least one of a plurality of outlets 60 of the warm air 
ducts 24 to measure the temperature of the distributed 
air. More particularly, the distribution air temperature 
sensor means includes a plurality of distribution air 
temperature sensors 58, each having an output and each 
located near one of the plurality of outlet ports 60. 

Input means 38 allows a user to input a schedule 39 of 
set-point temperatures and times, sometimes referred to 
as an occupancy comfort schedule 39. A graphic repre 
sentation of this schedule 39 may be seen in FIG. 2 with 
temperature on the Y-axis as a function of time on the 
X-axis. The occupancy comfort schedule includes the 
comfort set-point temperature, Tf, 39 and the corre 
sponding times of the day when the climate control 
system is to maintain the comfort temperature 39. Ther 
mostat setback 80 takes place to conserve energy at 
times when occupancy comfort 39 is not scheduled. 
The resulting inside air temperature comprises a plural 
ity of temperature transition domains, generally shown 
at 40, which separate a plurality of quasi-steady state 
domains, generally shown at 42. The input means 38 
may comprise any suitable push-button electronic key 
board including a plurality of alphanumeric keys and a 
plurality of operation keys. In the case where the ther 
mostatassembly 10 is housed in a computer 37, the input 
means 38 is the keyboard of the computer 37. The oper 
ational keys may provide access to the setting operation 
and the verifying operations of the thermostat assembly 
10. An operation key is used to set and input the infor 
mation requested by the prompts given by the thermo 
stat assembly 10. If the operator wished to verify the 
occupancy comfort schedule 39 or view a current tem 
perature, the operator would press the verify button 
and, again, input the information desired following the 
prompts given by the thermostat assembly 10. The 
schedule 39 and associated thermostat setback schedule 
80 will be discussed in greater detail subsequently. 
The thermostat assembly 10 is characterized by pro 

cessing means, generally indicated at 44. The processing 
means 44 stores a non-linear efficiency model therein so 
it may be used to predict, in advance of implementation, 
the time required for air warm-up or cool down, the 
energy consumption, and to optimize the energy con 
sumption as a function of the inside and outside air 
temperatures. The processing means 44 receives the 
temperatures of the inside and outside air as measured 
by the inside 34 and outside 36 air temperature sensors. 
The processing means 44 also receives temperatures of 
the distributed air from the sensors located at the warm 
air register 60. The processing means 44 optimizes the 
thermostat setback schedule 80 by changing the setback 
temperature 81, Ti, as determined necessary by the 
calculations by the processing means 44 using the non 
linear efficiency model. 
The processing means 44 may comprise a computer 

37 or a dedicated microprocessor. The computer 37 
may be a personal computer having data acquisition 
capabilities and sufficient memory capabilities to store 
all the data retrieved by the data acquisition system. 
The processing means 44 must have the capabilities of 
receiving and storing data received from the various 
sensors, i.e., the distribution air temperature sensors 58, 
and the inside 34 and outside 36 air temperature sensors, 
calculating the output requirements of the furnace 20 so 
the condition space 28 of the enclosure 30 may be main 
tained at the proper inside temperature as is dictated by 
the input comfort schedule 39 and commanding the 
furnace 20 when to output the energy necessary to 
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maintain the comfort schedule 39. The thermostat as 
sembly 10 includes energy sensor means 46 for measur 
ing the input energy rate (i.e., fuel and/or electrical) of 
the climate control system 18. The assembly 10 includes 
distribution air temperature sensors 58 located near the 
outlets of the warm air ducts 24, which along with the 
sensors 34 for measuring the inside air temperatures and 
circulation air flow rate, 48 are used for determining the 
amount of energy via the temperature of the distributed 
air which is output by the climate control system 18. 
These measurements will be used to determine the effi 
ciency of the climate control system 18. 

Circulation flow means 48 is used for measuring the 
flowrate of the distributed air at the central passageway 
50 of the return air ducts 26. The central passageway 50 
is best shown in FIG. 4 and defines a location in the 
return air ducts 26 where all the distributed air must 
pass therethrough. Since the inside air temperature of 
the enclosure 30 during the quasi-steady state domains 
42 of an occupancy comfort schedule 39 is controlled 
by cycling the furnace 20 on and off, the processing 
means 44 further includes input energy cycle time sen 
sor means 56 for measuring the amount of time the input 
energy 46 is flowing, te, the cycle time sensor means 54 
for measuring the time duration of each climate control 
cycle, to, and the blower cycle clocking means 52 for 
measuring the amount of time, th the circulation system 
32 is in operation during each cycle. These times will 
vary depending on the demands of the climate control 
system 18 as a function of the occupancy comfort 
schedule 39, the outside air temperature 36, and the 
thermostat setback schedule 80. A graphic representa 
tion of these time variations is indirectly shown in the 
second or lower graph of FIG. 2. The Y-axis consists of 
the average input energy rate, Eg, as a function of time, 
which is graphed on the X-axis. Since the input energy 
of the furnace 20 is cyclical, i.e., it is either off or it is on 
producing an output energy rate, the average input 
energy rate, E as shown in FIG. 2 and described by 
the formula below: 

(1) 

In words, the average input energy rate, Eg is the 
input energy rate, Ego, when the furnace 20 is on, multi 
plied by the ratio of times, they being the time during 
which the furnace 20 is on and the time, to that repre 
sents the climate control system's 18 cycle time. 
Turning our attention to FIG. 2, it can be seen that 

the temperature and the average input energy rate are 
both graphed as a function of time wherein the graph 
represents different segments of time and the respective 
average input rates and temperatures for a particular 
segment of time. The occupancy comfort time domains, 
to-ti and ta-ts, represent the times in which the occu 
pants of the enclosure 30 are using the enclosure 30 and 
want it comfortable. The thermostat setback time do 
main, t-t, represents the time in which the occupants 
of the enclosure 30 are not present in the case of com 
mercial or residential enclosures 30, or asleep in the case 
of residential enclosures 30. For simplification, the fol 
lowing example will describe a typical occupancy com 
fort schedule 39 of a commercial building. The times of 
this example are listed below: 
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EXAMPLE TIME 

1:00 p.m. 
5:00 p.m. 
11:00 p.m. 
5:00 a.m. 
7:30 a.m. 
1:00 p.m. 

TIME VARIABLE 

From 1:00 p.m to 5:00 p.m., to-tl, the thermostat is set at 
TA, i.e., 72 F., to provide a comfortable temperature 
for the occupants of the enclosure. The occupancy 
comfort temperature T? is sometimes referred to as the 
set-point temperature. Because the temperature has 
been at T? for some time, the average input energy rate 
Egwill be constant. Actually, the inside temperature Tf 
is fluctuating or oscillating above and below the set 
point temperature Tf. The non-linear efficiency model, 
however, treats the inside air temperature T? as the 
mean of the oscillating inside temperature. The average 
input energy rate E is constant because the amount of 
heat loss from the enclosure 30 to the outside environ 
ment and the amount of heat delivered to the enclosure 
30 by the climate control system 18, and any energy 
emitting bodies 53 such as appliances, lights, people, 
etc. are in thermai balance. In other words, the tempera 
ture of the conditioned space 28 has reached a thermal 
equilibrium with the internal thermal capacitance 55 
(internal walls and contents) of the enclosure 30. 
At 5:00 p.m., when a majority of the occupants leave 

the enclosure 30, the thermostat setback schedule 80 is 
implemented where the set-point temperature is re 
duced to the setback temperature, Ti, 81. From 5:00 
p.m. to 11:00 p.m., t1-t2, the average input energy rate 
E. drops to zero because the inside air temperature is 
greater than the setback temperature. At time t2, the 
temperature reaches the temperature, Ti, the setback 
temperature 81, at which time the furnace 20 begins to 
output thermal energy to maintain the condition space 
28 at the setback temperature, Ti. Although the opera 
tor initially selects a desired setback temperature, at the 
time, t1, when the thermostat setback schedule 80 is 
initiated, the processing means 44 will automatically 
change the setback temperature if it computes, using the 
non-linear efficiency model a more energy efficient 
setback temperature exists for the existing outside air 
temperature and occupancy comfort schedule 39. For 
example, the operator may initially set the setback tem 
perature to 65' F. The thermostat assembly 10 will 
calculate the savings in energy by dropping the temper 
ature from the occupancy comfort temperature, 72 F., 
to the desired setback temperature, 65 F. This savings 
of energy takes into consideration the energy consumed 
when returning the temperature of the conditioned 
space 28 to the occupancy comfort temperature, Tf. If 
the thermostat assembly 10 calculates that a higher 
temperature for the setback temperature, say 67 F., 
will consume the least amount of energy while main 
taining the specified occupancy comfort schedule 39, 
the thermostat assembly 10 will automatically adjust the 
setback temperature, Ti, to 67 F. 

Beginning at time t2, the average energy rate Egin 
creases with time as the walls and contents 53 within the 
enclosure 30 cool down to the setback temperature. 
Eventually, the average input energy rate E will level 
off at Ewhich is adequate to maintain the temperature 
of the condition space 28 at T. Then at 5:30 a.m., t3, the 
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average input energy rate E will increase to its maxi 
mum value, Ego, so the conditioned space 28 may re 
cover the lost thermal energy or, in other words, return 
to the temperature, Tf, representing the desired occu 
pancy comfort temperature. The average input energy 
rate E will continue to operate at a maximum value, 
Ego, until the temperature of the conditioned space 28 
reaches the temperature T, shown at 7:30 a.m., ta. At 
time t, the average input energy rate, Eg will begin to 
drop off until it eventually reaches an average input 
energy rate of Efas the internal thermal capacitance 55 
(internal walls and contents) within the enclosure 30 
also warms up to the occupancy comfort temperature, 
Tf. This final average input energy rate, E, will be 
equal to the average input energy rate, E, during the 
time domain to-t1 if the outside temperature remains 
constant, because the comfort set-point temperature, Tf, 
of the building is the same in both time domains. 
The thermostat assembly 10 further includes the ca 

pability via the non-linear efficiency model to predict in 
advance the time period, t, necessary for temperature 
recovery from the setback temperature, Ti, to the occu 
pancy set-point or comfort temperature, Tf. This pre 
diction is done in the predictor system 14, and the re 
covery time, t, is sent to the programmable thermostat 
so that the setback temperature, Ti, can be raised to the 
set-point temperature, T?, enough time in advance so 
that the air temperature reaches the comfort tempera 
ture, Ti, at the beginning of the specified comfort time 
domain, ta. The processing means 44 receives additional 
inputs from the distribution air temperature means 58, 
which measures the temperature of the distributed air 
near at least one of the plurality of outlet ports 60 of the 
climate control system 18. This measurement reflects 
how much thermal energy is delivered to the condi 
tioned space 28. The flowrate of the distributed air is 
measured at the central passageway 50 of the return air 
duct 26. The processing means 44 incorporates these 
measurements in determining the efficiency of the cli 
mate control system 18. 
The predictor system 14 incorporates the various 

thermal parameters, obtained by the parameter estima 
tion system 16 from past performance of the enclosure 
30 and the climate control system 18, and the current 
outside air temperature 36 and occupancy comfort 
schedule 39, to predict the setback temperature Ti 
which represents the most efficient quasi-steady state 
setback temperature Ti as well as the recovery time t 
necessary to return the inside air to the occupancy com 
fort temperature T?. The parameter estimation system 
16 stores the past performance data in a set of registers 
45 in the computer 37. The information in the form of 
thermal parameters stored in the registers 45 represent a 
database that is continually updated as any changes in 
the enclosure 30 or climate control system 18 occur. 
Such changes may include the effect of increased infil 
tration due to new cracks in the structure or around 
windows and doors, of the enclosure 30, new insulation 
added to the enclosure 30, replacement of windows, 
changes in the furnace 20, the air distribution ducts 22, 
or the like. This capability makes the thermostat assem 
bly 10 an adaptive system. The integrity of the database 
is protected by a learning scheme which does not allow 
a single thermal parameter measurement to have a large 
affect on the database for that particular parameter. 
Therefore, it would take a number of new values of a 
particular parameter to replace the existing database for 
that parameter. 
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8 
The parameter estimation system 16 contains the 

processing means 44 for estimating the thermal parame 
ters associated with the climate control system 18. A 
coefficient ao and an exponent n represent parameters of 
the climate control system 18 which are associated with 
the non-linear manner in which the climate control 
system efficiency, me, varies with the input energy rate, 
E. The coefficient at and the exponent n are deter 
mined by finding values for the coefficient ao and the 
exponent n which best fit the efficiency data obtained 
by the parameter estimation system 16. The non-linear 
efficiency model of the predictor system 14 includes the 
climate control system efficiency expressed by the non 
linear equation: 

TissaEg" (2) 

It may be seen that non-linearity of the model would 
be eliminated if the exponent n equals zero (0). This will 
only happen if the efficiency of the climate control 
system 18, which includes the air-distribution system 
22,32, is independent of the input energy level, Eg, or 
the duty-cycle of the climate control system 18. The 
efficiency of all known climate control systems 18 are 
dependent upon their input energy level or duty-cycle. 
There are several physical causes for this non-linearity, 
loss from the furnace and air-distribution system during 
the off time of an operating cycle, combustion effi 
ciency variation with duty-cycle, and variation in en 
ergy conversion efficiency of a heat pump due to 
evaporator/condenser temperature differences as a re 
sult of different energy operating levels or duty-cycles. 
Some of these physical causes can be concurrent. 
Therefore, for all practical purposes, the efficiency of 
climate control systems will be a non-linear function of 
the input energy rate. 

In addition, the value of n for some heat pump sys 
tems could be negative. Where other systems fail to 
consider the differences between a heat pump and con 
ventional heating systems, the subject model is capable 
of automatically operating in conjunction with the heat 
pump as well as conventional climate control systems 
without any modifications. 
The inside sensing means 34 comprise a plurality of 

inside air temperature sensors 34 spaced throughout the 
conditioned space 28. Each of the plurality of inside air 
temperature sensors 34 have an output which is sent to 
the inside air temperature averaging means 68. The 
inside air temperature averaging means 68 averages the 
outputs associated with each of the plurality of inside 
air temperature sensors 34. This temperature pre 
averaging is not necessary but reduces the computa 
tional complexity within the parameter estimation sys 
tem 16. Likewise, distribution air temperature means 58 
comprises a plurality of distribution air temperature 
sensors 58, each located near one of the plurality of 
outlet ports 60 of the warm air ducts 24 of the climate 
control system 18. Each of the plurality of distribution 
air temperature sensors 58 has an output which is re 
ceived by the processing means 44. A distribution air 
temperature averaging means 70 is used to average the 
outputs associated with each of the plurality of distribu 
tion air temperature sensors 58. Similarly, outside air 
temperature sensing means 36 comprises a plurality of 
air temperature sensors 36. Each of the sensors has an 
output which is received by an outside air temperature 
averager 77 as a means for averaging the outputs of the 
outside air temperature sensors 36. 
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The purpose of the parameter estimation system 16 is 

to indirectly measure the various thermal and thermo 
dynamic parameters of an enclosure 30 and its associ 
ated climate control system 18. This capability makes 
the thermostat assembly 10 an adaptive system. The 
parameter estimation system 16 utilizes inside air tem 
perature 34, outside air temperature 36, and the temper 
ature of distributed air at the warm air duct outlet ports 
60. It also uses the flowrate of the distributed air 48, the 
input energy rate 46, the cycle time 54 of the climate 
control system 18, the time 56 the furnace input energy 
46 is flowing during each cycle, and the time the air 
distribution blower 32 is on during each cycle. 
The parameter estimation assembly 16 may operate 

independent of the thermostat assembly 10. Operated 
independently by competent technicians, the parameter 
estimation assembly 16 will be useful for building and 
climate control system evaluation, diagnostic testing 
and inspection. The parameter estimation system 16 
could also be used by competent technicians to deter 
mine the thermal and thermodynamic parameters of an 
enclosure 30 and its climate control system 18 prior to 
installing the thermostat assembly 10 wherein the pur 
chaser of the thermostat assembly 10 does not wish to 
purchase the parameter estimation system 16. In other 
words, the thermostat assembly 10 can be divided into 
two separate and distinct parts; they being the thermo 
stat assembly 10 which includes the programmable ther 
mostat 12 and the predictor system 14 which includes 
the non-linear efficiency model, and the parameter esti 
nation assembly 16. Three distinct microprocessors 
may be designed; one for the complete thernostat as 
sembly 10; and one each for the parameter estimation 
assembly 16 and thermostat assembly 10 without the 
parameter estimation assembly 16. It should be recog 
nized that without the parameter estimation assembly 
16, the thermostat assembly 10 is no longer an adaptive 
system. 
The parameter estimation assembly 16 includes inside 

sensing means 34 for measuring the temperature of the 
inside air and outside sensing means 36 for measuring 
the temperature of the outside air. It also includes en 
ergy sensor means 46 for measuring the energy con 
sumption rate of the climate control system 18. The 
parameter assembly 16 is characterized by processing 
means 44 for receiving the temperatures from the inside 
air, the outside air, and the energy consumption rate for 
calculating the thermal and thermodynamic parameters 
utilizing the non-linear model. 
The parameter estimation assembly 16 further in 

cludes energy sensor means 46 for measuring the energy 
consumption rate of the climate control system 18. For 
purposes of simplicity here, the input energy consump 
tion rate of the climate control system 18 will be as 
sumed constant when the furnace 20 is on, thus output 
modulation is accomplished by cycling the furnace 20 
on and off. The circulation flow means 48 is used for 
measuring the flow of the distributed air at the central 
passageway 50 where all the inside air passes through. 
Again, barring a poorly maintained system, the airflow 
rate through the central passageway 50 will remain 
relatively constant. The parameter estimation system 16 
further includes blower cycle clocking means 52 for 
measuring the amount of time during a cycle when the 
circulation system such as a blower 32 is operating. The 
cycle time sensor means 54 is used for sensing the cycle 
period t of the climate control system 18. The input 
energy cycle time sensor means 56 measures the period 
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of time te during each of the cycle periods in which the 
input energy is entering the climate control system 18. 
The distribution air temperature means 58 measures the 
temperature of the distributed air at a minimum of one 
of the plurality of outlet ports 60 of the warm air duct 24 
of the climate control system 18. 
The inside sensing means includes a plurality of inside 

air temperature sensors 34 spaced throughout the condi 
tion space 28. Each of the outputs of the inside air tem 
peratures sensors 34 will be transmitted to the process 
ing means 44 of the parameter estimation system 16. 
The inside air temperature averaging means 68 will 
average all of the outputs associated with each of the 
plurality of inside air temperature sensors 34. Each of 
the plurality of distribution air temperature sensors 58 
has an output. A distribution air temperature averaging 
means 70 receives the outputs of each of the plurality of 
distribution air temperature sensors 58 and averages 
those outputs. 
The parameter estimation assembly 16 will include 

inside sensing means 34 for measuring the temperature 
of the inside air and outside sensing means 36 for mea 
suring the temperature of the outside air. As stated 
above, the inside 34 and outside 36 sensing means sense 
their respective temperatures as the temperature of the 
conditioned space 28 undergoes a change defined by the 
occupancy comfort 39 and thermostat setback 80 sched 
ule. The circulation flow means 48 is incorporated for 
measuring the flow of the distributed air through the 
climate control system 18. The parameter estimation 
assembly 16 is characterized by processing means 44 for 
receiving the temperatures of the inside air, the distrib 
uted warm air and the outside air and the air flowrate, 
and for quasi-steady state conditions for calculating the 
rate of heat loss to the outside air. In other words, given 
the outside temperature, the pararieter estimation as 
sembly 16 determines the rate of thermal energy lost to 
the outside air. This loss of thermal energy is due to 
such phenomena as air exfiltration, infiltration and heat 
transfer through the walls, windows, ceiling, etc. of the 
enclosure 30. Other variables which are measured by 
the parameter estimation assembly 16 include the en 
ergy consumption rate of the climate control system 18, 
the flowrate of the distributed air at a central passage 
way 50 of the control system 18, blower cycle clocking 
means 52 for measuring the amount of time the circula 
tion system 32 is operating, sensing the cycle period of 
the climate control system 18, measuring the period of 
time during each of the cycle periods in which the 
climate control system 18 is receiving an input of en 
ergy (in other words, the time fuel is being consumed by 
the furnace 20), measuring the temperature of the dis 
tributed air at an outlet port 60 of the climate control 
system 18. 
The sensors utilized by the thermostat assembly 10 

and the parameter estimation assembly 16 are not a part 
of the subject invention because it is well known that 
there are different types of sensors for measuring the 
same parameter or variable in different settings or envi 
ronments. For example, the inside 34 and outside 36 air 
temperature sensors may be responsive temperature 
sensors such as thermocouples or thermistors. It should 
be noted, however, that the inside air temperature sen 
sors should be located where the temperature will be 
representative of that of the conditioned space 28. In the 
preferred embodiment, the inside air temperature sen 
sors 34 are located five feet from the floor of the enclo 
sure 30. The circulation flow means 48 could be a type 
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of velocity measurement probe, an anemometer, or a 
calibrated nozzle or orifice. Measurements of the flow 
could be continuous or measured at the time of the 
installation and assumed constant as long as the blower 
32 speed is kept constant, filters 75 kept clean, and air 
distribution ducting 22 remains unchanged. Another 
example of a sensor which may be used in the subject 
invention 10 is the energy sensor means 46. This sensor 
46 could be an electrical power meter if the input en 
ergy is electrical, or a gas flow meter if the system is gas 
fired. This measurement could be continuous, or mea 
sured at the time of the installation, and assumed con 
stant since gas flow is metered through an orifice plate 
at a regulated pressure. Gravity heaters, oil fired sys 
tems, and some electrically powered systems such as 
heat pumps or electric furnaces could be treated in a 
similar manner. All of the timing sensors, i.e., the 
blower cycle clocking means 52, the cycle time sensor 
means 54, and the input energy cycle time sensor means 
56, comprise solid state relays in conjunction with a 
solid state electronic clock. 
The method of optimizing 76the energy consumption 

of a climate control system 18 of an enclosure 30 for a 
user specified occupancy comfort schedule 39 uses the 
predictor system 14 of the thermostat assembly 10. The 
method comprises the steps of receiving an occupancy 
comfort schedule 39 which defines predetermined com 
fort temperatures 39 of the condition space 28 at prede 
termined times and measuring the outside air tempera 
ture. The thermostat assembly 10 receives a schedule 39 
when the operator inputs the schedule 39 via the input 
means 38. The method is characterized by utilizing a 
processing means 44 for using the non-linear efficiency 
model, stored in the non-linear efficiency model proces 
sor 72 as modified by the database processor 67, of the 
enclosure 30 and climate control system 18 to predict, in 
advance of implementation, the energy consumption 
required to carry out a thermostat setback schedule 80 
which satisfies the specified occupancy comfort sched 
ule 39. The energy optimization processing means 76 is 
capable of searching for the particular thermostat set 
back schedule 80, which includes the particular setback 
temperature, Ti, 81, which will require the least amount 
of energy consumption yet still satisfy the occupancy 
comfort schedule 39. 
The subject method further includes measuring the 

input energy rate Egofthe climate control system 18 In 
addition, the method relies on the thermostat assembly 
10 receiving data relating to the measurements of the 
flowrate of the distributed air at a central passageway 
50 of the climate control system 18. Measuring the flow 
of the distributed air at the central passageway 50 will 
be used to determine the rate of thermal energy deliv 
ered from the furnace 20 of the climate control system 
18 to the condition space 28. 
The method further includes measuring the cycle 

time t of the climate control system 18, in addition to 
the period of time te during each of the cycle periods of 
the climate control system 18 in which energy is being 
inputted to the furnace 20. The times measured in which 
the climate control system 18 is operating are used in 
the calculations to determine the efficiency of the cli 
mate control system 18. 
The thermostat assembly 10 measures the tempera 

ture of the distributed air at an outlet port 60 of the 
climate control system 8. It will be understood that in 
the preferred embodiment, the thermostat assembly 10 
will measure the temperatures of the distributed air at a 
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12 
plurality of outlet ports 60 via the plurality of distribu 
tion air temperature sensors 58. This information, cou 
pled with the measurement of the flow rate of the dis 
tributed air at the outlet ports 60 is processed in the 
parameter estimation assembly 16. 

Based on the above measurements of the climate 
control system 18, the parameter estimation system 16 
produces a coefficient ao and an exponent n, both of 
which are parameters of the climate control system 18. 
These parameters a, n are empirically calculated and 
will be used by the predictor system 14 in determining 
the efficiency of the climate control system 18. 
The non-linear climate control efficiency ms is deter 

mined from the nonlinear empirical equation: 

s=ag" (2) 

wherein Eg equals the input energy rate of the climate 
control system 18. In other words, the climate control 
efficiency ms is determined or indirectly measured by 
measuring the variables associated with the thermal 
energy consumption of the enclosure 30, i.e., inside 
temperature, outside temperature, flow rates, input en 
ergy rate, etc. 
The method of operating the parameter estimation 

assembly 16, when standing alone, is identical to the 
method discussed above. The parameter estimation 
assembly 16 does not, however, interact directly with 
the climate control system 18. It merely measures the 
output of the climate control system 18 and the reaction 
of the conditioned space 28 to such an output. Further 
more, the parameter estimation assembly 16 has an en 
closure parameter estimating means 66 and a climate 
control parameter estimating means 69 for estimating 
the thermal and thermodynamic parameters defining 
the characteristics of the enclosure 30 and the climate 
control system 18 of the enclosure 30. The climate con 
trol parameter estimating means 69 produces the coeffi 
cient a and the exponent n used in the non-linear effi 
ciency model. 
The following is a description of the methodology for 

how the measured values for the variables such as tem 
peratures, times, flowrates, etc., are used by enclosure 
parameter and the climate control system parameter 
estimating means 66 and 69, respectively, to determine 
the various thermal and thermodynamic parameters; 
parameters required by the non-linear efficiency model 
to correctly determine the most efficient way to main 
tain the occupancy comfort schedule 39 which was 
input by the operator. 
PARAMETERESTIMATION METHODOLOGY 

Effective Time Constant of Climate Control System Ts 
The two direct temperature measurements which are 

needed are the temperature of the the distributed air 58, 
and the temperature of the inside air, T'(t). They are 
measured as a function of time t. These measurements 
are initiated within a typical cycle time to a specified 
time delay after the energy input 46 to the climate con 
trol system 18 has been shut off by the thermostat as 
sembly 10, but while the blower 32 is still on. The rela 
tionship between the temperature of the distributed air, 
T(t), and the temperature of the inside air 34, T'(t), is 
an exponential function of time of the form: 
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T(t) - T(t) (3) 
TO TO = exp - (+): 

A method such as the classical "method of least 
squares' can be utilized to find the time constant, T, 
which best fits the measured data. The terms TOt) 
and T'(t)-0 represent the initial measured values of the 
temperature of the distributed air and the inside air, 
respectively. The time t represents the lapsed time from 
the measurement initiation. 

Efficiency of the Climate Control System ms 
The efficiency of the climate control system, m, is a 

parameter of major importance. It is indirectly mea 
sured for every operating cycle of the climate control 
system. Also, a non-linear empirical relationship ex 
pressing the efficiency, as a function of the operating 
level, or average input energy rate, of the climate con 
trol system is determined from direct measurements. 
The approach is described in the following paragraph. 
The direct temperature measurements of the inside 

air 34 and the distributed air are necessary and need to 
be measured as a function of time. Also necessary is the 
mass flowrate of the distributed air 48, m, the specific 
heat of air at constant pressure, c'p, the total cycle time 
54, t, the time during the cycle that the blower 32 was 
on 52, t, and the time during the cycle when the energy 
source of the climate control system was on 56,te. 
Therefore, the average energy rate, Es, delivered to the 
conditioned space 28 during a typical climate control 
system cycle, te, is indirectly measurable from the fol 
lowing integral equation: 

where: 
t' = elapsed time measured from when the blower 32 
comes on during a climate control system cycle; 

th=total time the blower 32 is on; and 
t= total cycle time. 

It should be noted that the integral in equation (4) can 
be readily evaluated numerically in terms of the discrete 
temperature measurements made during the cycle time 
tc. If n discrete temperature measurements are made at 
equal intervals during the time the blower 32 is on dur 

b (4) 

ing the cycle time tic, then 

1?' -- (5) it? (to - TO)at-ii, (Ta-T) 
Thus, equation (4) becomes: 

b. , 1 (6) 
E. = m. *72, (Tai - T) 

The processing means 44 for this computation is con 
tained in the climate control system parameter estimat 
ing means 69. 
The direct measurements needed for determining the 

average input energy rate over the cycle, Eg, are the 
total duration of the climate control system cycle time 
54, to the time 56the input energy to the climate control 
system 18 is on, te, and the input energy rate 46 when 
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14 
the energy source of the climate control system 18 is on, 
Ego. Therefore, the average input energy rate during 
the cycle Egis indirectly measurable from the following 
integral equation: 

(7) 

If Eois a constant during the time, te, that the energy 
source of the climate control system 18 is operating, 
then equation (7) is simplified to the following algebraic 
equation: 

Eg (8) le 
Eso 

If the climate control system 18 cycle t is or can be 
approximated as a true thermodynamic cycle, then the 
climate control system efficiency, ms, can be indirectly 
measured for a given cycle in terms of the ratio of the 
average energy rate delivered to the conditioned space, 
Es, and the average energy input rate Eg. Thus, from 
equations (6) and (8) the efficiency becomes 

(9) 

Experimental results for a large number of climate 
control systems 18 have shown that the climate control 
efficiency, ms, is not a constant but a non-linear function 
of the input energy rate, E. Therefore, a valid empiri 
cal relationship is of the form: 

s= aeg" (10) 

If for each climate control system cycle tc, the climate 
control system efficiency, ms, and the corresponding 
input energy rate, Eg, are paired for every cycle during 
the course of an occupancy comfort schedule 39, which 
involves a thermostat setback schedule 80, this makes it 
possible to use a method such as the classical "method 
of least-squares' to find the empirical parameters, ao and 
n, which best fit the empirical data. 
As can be seen in FIG. 2, the climate control system 

18 usually operates at a maximum input energy rate 
during the temperature recovery time domain, t3-ta. 
Having previously been operating at a much lower 
input energy rate, the non-linear climate control system 
efficiency, ms, during temperature recovery can some 
times be considerably different (higher or lower) than 
during normal operations. Therefore, a separate effi 
ciency, so distinct from the others is computed and 
kept as a separate thermal parameter to be used by the 
non-linear efficiency model when making predictions. 

Effective External Heat Conductance Between 
Conditioned Space and Outside Air (UA) 

The only direct measurement needed beyond what 
has already been discussed is the outdoor air tempera 
ture as a function of time, T(t). If the climate control 
system 18 is operating in quasi-steady state, and if, for 
simplicity, the solar load, Qs, measured by solar sensors 
79 (measuring the heat transfer rate of the conditioned 
space 28 due to solar radiation), and internal load mea 
sured by the sensors 78, Qi, due to occupants, lights and 
appliances, are assumed negligible, the external heat 
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transfer conductance, (UA), can be indirectly mea 
sured for a given climate control system cycle, to by the 
following integral relationship: 

tEs (11) 

If Qs and Qi are not negligible, then Esin equations 11 
and 12 is replaced by (Es--Qs--Q) where Qs and Qi 
need to be measured during the cycle time, tc. 
Again, in terms of n discrete temperature measure 

ments during the cycle time, to as was done earlier in 
equation (5), equation (11) can be expressed as: 

E 12 (U4) = (12) 
i2 (T. - To.) j=1 

where Es is measured for the same cycle time t and is 
expressed by equation (6). 

If the inside air temperature is being held at the occu 
pancy comfort temperature 39, Tf, then equation (12) 
will compute the effective occupancy comfort external 
heat transfer conductance which is given the symbol 
(UA)f. If the inside air temperature is being held at a 
setback temperature 81, Tb, equation (12) will compute 
the effective setback external heat transfer conduc 
tance, (UA)i. For most enclosures 30 that are built on 
a slab or have unheated basements 49, etc., the two 
conductances will not be exactly the same value. There 
fore, they are related through the following simplified 
relationship: 

(UA)=(UA)f-f(To-T'i) (13) 

where the coefficient, f", can be determined from the 
measurement of the two conductances, (UA)f and 
(UA); and their corresponding temperatures, Tf and 
Ti. The processing means for computing these enclo 
sure parameters are contained in the estimator 66. 
Efficiency of Primary Energy Source of the Climate 

Control System if 
Although it is not required by the non-linear effi 

ciency model, the efficiency, f, of the primary energy 
source (furnace, heat pump, etc.) of the climate control 
system 18 can readily be measured and would be a 
parameter of interest if the parameter estimation system 
was being used independently for purposes of building 
and climate control system evaluation, diagnostic test 
ing or inspection. The only additional measurements 
required are the temperatures of the distributed air 
taken at the inlet and outlet of the furnace 20, TfGt) and 
Tf(t), which must be measured as a function of time. 
Also necessary is the mass flow of the distributed air, m, 
the specific heat of air at constant pressure, c', the 
climate control cycle time, t, and the blower cycle time 
th. Therefore, the average energy rate, E?, delivered by 
the climate control system 18 during a cycle, t, is indi 
rectly measurable from the following integral equation: 
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As was done before with equation (4), the integral 

can be evaluated numerically in terms of the discrete 
temperature measurements made during the cycle time 
te; thus 

tb 1 
Ef = m, ci 

(15) 
ji (TiOj - Tii) 

The furnace efficiency, f, can be indirectly measured 
for a given cycle in terms of the average energy rate 
delivered by the furnace 20, Ef, and the average input 
energy rate, Eg. Therefore, from equations (15) and (8): 

E 
Eg 

b ince l (16) 
te E0 in i f = (Troy - Trip 

Effective Internal Heat Transfer Conductance (ha) 
The measurement of the effective conductance, ha, 

between the thermal capacitance 55, within the enclo 
sure 30 (internal walls and contents) and the inside air 28 
within the enclosure 30, first requires the measurement 
of the secondary time constant, r1, and the energy re 
covery time constant, t', as is described in the following 
paragraphs: 

Referring to FIG. 2, when moving from the first 
occupancy comfort temperature 39, Tif, to the setback 
temperature 81,Ti, the temperature of the conditioned 
space, T", initially decreases very rapidly for a short 
period of time. This is referred to as the initial response 
43. After the initial response, the temperature, T, re 
sponds more slowly, this is referred to as the secondary 
response 41. Only two direct temperature measure 
ments are necessary in determining the secondary time 
constant, T1, used to describe the secondary response 
41. The measurements needed are the temperature of 
the conditioned space 28 as a function of time, T(t), and 
the outdoor air temperature as a function of time, To(t). 
These measurements will not be taken until after the 
initial response 43 is complete. The relationship of the 
secondary response 41 is an exponential function of time 
of the form: 

0 0 - - - f 
TO TO = e 

where T(t) represents the first measurement taken 
after the initial response 43, and time, t, represents the 
elapsed time to each consecutive measurement, mea 
sured from the time of the first measurement. 
A method such as the classical "method of least 

squares' can be used to find the value of the secondary 
time constant T1, which best fits the measured data. 

Referring again to FIG. 2, the energy recovery time 
constant, T', has to do with the response of the average 
input energy rate 82, E, after the temperature recovery 
time 40, to that is after the air in the conditioned space 
28 returned to the occupancy comfort temperature 39, 
T. Energy recovery is different from temperature re 
covery in that it is associated with the process of restor 
ing the energy to the thermal capacitance 55 that was 
lost during the time the thermostat was setback, (t3-t). 
The only two measurements necessary are the indirect 
measurement of the average energy rate delivered to 
the conditioned space, E(t), during a climate control 
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system cycle time, to for successive cycles during the 
energy recovery 82, and the time, t, to the center of 
each successive cycle. 
The relationship of the energy recovery response is 

an exponential function of time of the form: 

E(t) - Ef - (18) 
Ecolo - E - e 

where E(t)-0 represents the first measurement of the 
average energy rate delivered to the conditioned space 
(during the first climate control system cycle) after 
temperature recovery, Ef represents the average en 
ergy rate after quasi-steady state condition has been 
reached, and the time, t, represents the time lapsed from 
time of temperature recovery to the center of each 
successive climate control system cycle during the en 
ergy recovery response 82. Again, a method such as the 
classical "method of least-squares' is used to find the 
value of the energy recovery time constant, r", which 
best fits the measured data. 
The effective internal heat transfer conductance, 

(ha), is related to the secondary time constant, T1, the 
energy recovery time constant, r", the external heat 
transfer conductance, (UA), and the thermal capaci 
tance of the air in the conditioned space (p'c'V'), and is 
determined as follows: 

(19) 

E----1) (UoAo)f 

Effective Thermal Capacitance (Mc) 
The effective thermal capacitance of the internal 

walls, furniture and contents of the building, (Mc), is 
computed by taking the product of the energy recovery 
time constant, t', and the effective internal heat transfer 
conductance, (ha). This relationship is shown by the 
equation: 

(Mc)= f'(hA) (20) 

It is possible for the parameter estimation system to 
indirectly measure all of the above-described parame 
ters during a typical occupancy comfort schedule 39, 
including a thermostat setback schedule 80, providing 
various test criteria are met. The various test criteria are 
necessary to ensure system robustness and thus viable 
parameter measurements. 

ENERGY PREDICTION METHODOLOGY 
The predictor system involves a mathematically for 

mulated thermodynamic model of the enclosure 30 and 
its associated climate control system 18 which utilizes 
the measured thermal and thermodynamic parameters 
determined and stored in the registers 45 or database 45, 
along with the measured outdoor air temperature, to 
determine in advance of implementation, the optimum 
thermostat setback schedule 80 which, while maintain 
ing the user-specified occupancy comfort schedule 39, 
minimizes the input energy consumption of the climate 
control system 18. The non-linear efficiency model 
which has been developed consists of three differential 
equations which represent the major physical mecha 
nisms governing the thermal and thermodynamic pro 
cesses involved. These equations are non-linear when 
evern does not equal 0. The non-linear efficiency model 
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processor means 72 utilizes a differential equation gov 
erning the average temperature, T', of the conditioned 
space within the enclosure 30. The differential equation 
is shown below: 

(21) 
2 ( ) tg +( 2. + r.) 4- + T = d 

1 (ha) (, 
The non-linear efficiency model processor means 72 

also utilizes a different differential equation which gov 
erns the average temperature, T, of the thermal capaci 
tance (internal walls, contents, etc.) of the enclosure 30: 

(22) 
, d2T 2 El , dT - rt -- i – t + br' -- + T = 

And finally, the processor means 72 utilizes the differ 
ential equation governing the rate at which energy is 
delivered to (heating) or removed from (cooling) the 
conditioned space, Es, by the climate control system 18: 

dE (23) 
T.-- + E = seg 

where the non-linear climate control efficiency, m, is 
given by: 

s=acEg (24) 

and the coefficients within the above three differential 
equations are 

--f , - Pep (25) 
= (to , t = (4) 

ha (26) b = city-, (U4), - (U640/- rT-T) 
wherein: 
f=a coefficient determined by the enclosure param 

eter estimation means 66 relating the effective ex 
ternal heat transfer conductance, (UA)i, at the 
thermostat setback (or setup) temperature, T'i, to 
the effective external heat transfer conductance, 
(UA), at the thermostat set-point temperature, 
Tf, and the difference between the set-point tem 
perature, T'?, and the setback (or setup) tempera 
ture, T, 

(hA)= the effective internal heat transfer conduc 
tance between the air in the conditioned space and the 
thermal capacitance of the internal walls, furniture and 
other contents of the building, as determined by the 
enclosure parameter estimating means 66. 
The three coupled differential equations (21), (22) and 

(23) governing the thermal characteristics of the enclo 
sure 30 and its associated climate control system 18 can 
be solved by the non-linear efficiency model processor 
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72 using classic mathematical solution techniques for 
the five different time domains 40, 42 of the typical 
occupancy comfort 39 and thermostat setback 80 sched 
ules depicted in FIG. 2. Although FIG. 2 is for a heat 
ing mode, those skilled in the art will recognize that a 
similar figure and solution technique would exist for a 
cooling mode. The user-specified occupancy comfort 
schedule 39 is represented by the two time domains 
(to-ti) and (ta-ts) where the conditioned space 28 tem 
perature is at the occupancy comfort temperature, Tf. 

It should be noted that in reality the air temperature 
oscillates around the occupancy comfort temperature 
because the thermostat cycles the climate control sys 
tem 18 as a means of modulating the energy output. 
However, the theoretical model ignores the tempera 
ture oscillation and predicts the mean value. The re 
quired input energy rate, Eg, during the initial quasi 
steady state time domain, (to-), is predicted by solving 
equations (21), (23) and (24) simultaneously. The total 
input energy, E1, required during the initial time do 
main, (to-ti), is obtained by integrating the energy rate, 
Ef, over the initial time domain. 
The cooling of the temperature of the conditioned 

space 28 following thermostat setback (where E=0) 
can be predicted by simultaneously solving equations 
(21) and (23) subject to the initial condition that exists at 
time, t1. The cooling time, ts, which is the amount of 
time necessary for the air temperature, T', to cool down 
to the setback temperature, Ti, is obtained by using a 
classical iterative technique such as the "method of 
bi-section." The cooling of the temperature of the ther 
mal capacitance, T, (internal walls and contents) of the 
conditioned space 28 can be predicted by solving the 
equations (22) and (23) subject to the initial condition 
that exist at time, t1. 

During the quasi-steady state setback time, 81 the 
required input energy rate, Eg is predicted by the simul 
taneous solution of equations (21), (23) and (24), subject 
to the initial conditions at time, t2. The total required 
input energy, Eg3, during time domain, (t2-t3), is ob 
tained by integrating the energy rate, Eg, over the time 
domain. Although the air temperature of the condi 
tioned space is held at the setback temperature, Ti by 
the thermostat, the temperature of the thermal capaci 
tance 55 (internal walls and contents) of the conditioned 
space lags the air temperature, and thus continue to cool 
down during the quasi-steady state setback time. This 
continued cooling is predicted by solving equation (22) 
subject to the initial conditions at time, t2. 
Times to, ti, t, and t5 are specified as part of the 

user-specified occupancy comfort schedule 39 (refer to 
example above). However, times t and ts depend upon 
the thermal and thermodynamic parameters of the en 
closure 30 and its associated climate control system 18 
as well as the outdoor air temperature. Thus, time t2 
depends upon the predicted cooling time, ts, and the 
time, ts, depends upon the temperature recovery time, 
t. The prediction of the cooling time was discussed 
above. The temperature recovery time, t, is the amount 
of time necessary for the air temperature to be raised 
from the setback temperature which exists at time, t to 
the occupancy comfort temperature, Trusually with 
the climate control system 18 operating at maximum 
capacity. The air temperature during the recovery time, 
to is predicted using the temperature recovery time 
predictor means 74 which solves the equations (21) and 
(23) subject to the initial conditions that exist at time t3, 
where the recovery time, t, is obtained by again using 
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some classical iterative techniques such as the "method 
of bi-section.' 
The temperature, T, of the thermal capacitance 55 

(internal walls and contents) of the conditioned space 28 
is predicted during the recovery time, tra (t-ts), by 
solving equations (22) and (23), subject to the initial 
conditions which exist at time, ts. The required input 
energy rate, E0, represents the maximum input energy 
rate for the heating system, and the total input energy, 
E4, for the recovery time domain, (t-t'), is obtained 
by integrating the energy rate, Ego over the recovery 
time, tr. 

During the occupancy comfort time domain, (t4-ts), 
the temperature of the air in the conditioned space 28 is 
held at the occupancy comfort temperature, Tf, by the 
thermostat assembly 10. The temperature, T, of the 
thermal capacitance (internal walls and contents) of the 
conditioned space 28 during the time domain is pre 
dicted by solving equations (22) and (23), subject to the 
initial conditions at time ta. The required input energy 
rate, E is predicted by simultaneously solving equa 
tions (21), (23) and (24) subject to the initial conditions 
at time ta. The total input energy, Egs, is obtained by 
integrating the input energy rate, Eg, over the time 
domain, (t4-t5). 
The predicted total input energy, Et, for the entire 

occupancy comfort 39 and the thermostat setback 80 
schedule is the sum of input energy required for each of 
the five time domains involved and is described by the 
equation: 

Egri-Eg--Eg,3+Eg4+Eg5 (27) 

since E2=0. 
The predicted input energy required if there was no 

thermostat setback, Eg, is the quasisteady state input 
energy rate, Eg integrated over all five time domains. 
Therefore, the predicted input energy savings achieved 
by carrying out the thermostat setback schedule 80 is 
computed by 

(28) 
Percent Energy Savings = 

The determinization of the optimum thermostat set 
back schedule 80 which, while maintaining the user 
specified occupant comfort schedule 39, i.e., the com 
fort temperature Tfduring the specified time domains, 
(to-ti) and (ta-ts), minimizes the input energy consump 
tion of the climate control system 28. The optimization 
process 76 utilizes the above described solution tech 
nique along with some type of optimization scheme 
such as the "golden-section' search method for deter 
mining the optimum thermostat setback schedule 80 
which requires the minimum energy input, and thus 
represents the maximum energy savings. The optimum 
schedule 80 includes the setback time, t, the setback 
temperature, Ti, (not to be below some specified base) 
and the setup time, t, which is determined from the 
user-specified occupancy comfort time, t, and the pre 
dicted temperature recovery time, t. 
The setback temperature T, as shown in FIG. 2, 

represents the base or floor which the temperature will 
not pass below (or above in the case of a cooling climate 
control system). Therefore, keeping with the example 
above, the subject invention 10 may determine the opti 
mum setback temperature, in terms of energy consump 
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tion, may be 67 F. and not allow the temperature fall. 
below this more energy efficient temperature. 

In contradistinction, the subject invention 10 may 
determine the optimum setback temperature to be 61 F. 
In this situation, the subject invention 10 will not allow 
the temperature to drop below the setback temperature 
Ti, 65' F., because this temperature Tiis the considered 
floor below which the temperature is not to drop. 
The invention has been described in an illustrative 

manner, and it is to be understood that the terminology 
which has been used is intended to be in the nature of 
words of description rather than of limitation. 

Obviously, many modifications and variations of the 
present invention are possible in light of the above de 
scriptions. It is, therefore, to be understood that within 
the scope of the appended claims wherein reference 
numerals are merely for convenience and are not to be 
in any way limiting, the invention may be practiced 
otherwise than as specifically described. 
What is claimed is: 
1. A parameter estimation assembly (16) for determin 

ing, utilizing inside air and outside air, the thermal and 
thermodynamic parameters of an enclosure (30) defin 
ing a conditioned space (28) and of a climate control 
system (18) associated with the conditioned space (28) 
controlling the temperature of the conditioned space 
(28) as a function of time defined by an occupancy 
comfort (39) and thermostat setback (80) schedule, said 
assembly (16) comprising: 

inside sensing means (34) for measuring the tempera 
ture of air inside a conditioned space (28) while the 
conditioned space (28) is caused to undergo a tem 
perature change defined by an occupancy comfort 
(39) and thermostat setback (80) schedule; 

outside sensing means (36) for measuring the temper 
ature of outside the conditioned space (28) while 
the conditioned space (28) is caused to undergo a 
temperature change defined by the occupancy 
comfort (39) and thermostat setback (80) schedule; 

energy sensor means (46) for measuring the energy 
consumption rate of a climate control system (18) 
while the conditioned space (28) is caused to un 
dergo a temperature change defined by the occu 
pancy comfort (39) and thermostat setback (80) 
schedule, said assembly (16) characterized by 

processing means (44) for storing a non-linear model 
and for receiving the temperatures of the air inside 
the conditioned space (28) and the air outside the 
conditioned space (28) and the energy consumption 
rate and for calculating the thermal and thermody 
namic parameters of the enclosure (30) and the 
climate control system (18) associated therewith 
utilizing said non-linear model. 

2. An assembly (16) as set forth in claim 1 further 
characterized by circulation flow means (48) for mea 
suring the flow of distributed air through a central pas 
sageway of the climate control system (18), said circula 
tion flow means (18) having an output receivable by 
said processing means (44). 

3. An assembly (16) as set forth in claim 2 further 
characterized by blower cycle clocking means (52) for 
measuring the amount of time (t) a circulation system 
(32) is operating, said blower cycle clocking means (52) 
having an output receivable by said processing means 
(44). 

4. An assembly (16) as set forth in claim 3 further 
characterized by cycle time sensor means (54) for sens 
ing the cycle period (t) of the climate control system 
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(18), said cycle time sensor means (54) having an output 
receivable by said processing means (44). 

5. An assembly (16) as set forth in claim 3 further 
characterized by input energy cycle time sensor means 
(56) for measuring the period of time (te) during each of 
the cycle periods in which the climate control system 
(18) is consuming energy, said input energy cycle time 
sensor means (56) having an output receivable by said 
processing means (44). 

6. An assembly (16) as set forth in claim 5 further 
characterized by distribution air temperature means (58) 
for measuring the temperature of the distributed air near 
at least one of a plurality of outlet ports (60) of the 
climate control system (18), said distribution air temper 
ature means (58) having an output receivable by said 
processing means (44). 

7. An assembly (10) as set forth in claim 6 further 
characterized by said distribution air temperature means 
(58) further including a plurality of distribution air tem 
perature sensors (58), each for sensing the temperature 
of the distributed air near one of the plurality of outlet 
ports (60) of the climate control system (18), wherein 
each of said distribution air temperature sensors (58) has 
an output receivable by said processing means (44). 

8. An assembly (10) as set forth in claim 7 further 
characterized by said processing means (44) including 
distribution air temperature averaging means (70) for 
averaging the outputs of each of said plurality of distri 
bution air temperature sensors (58). 

9. An assembly (16) as set forth in claim 8 further 
characterized by said inside sensing means (34) compris 
ing a plurality of inside air temperature sensors (34) 
spaced throughout the conditioned space (18), each of 
said plurality of inside air temperature sensors (34) hav 
ing an output. 

10. An assembly (16) as set forth in claim 9 further 
characterized by inside air temperature averaging 
means (68) for averaging the outputs associated with 
said plurality of inside air temperature sensors (34). 

11. An assembly (16) as set forth in claim 10 further. 
characterized by said outside sensing means (36) con 
prising a plurality of outside air temperature sensors 
(36) spaced around the enclosure, each of said plurality 
of outside air temperature sensors (36) having an output. 

12. An assembly (16) as set forth in claim 11 further 
characterized by outside air temperature averaging 
means (77) for averaging the outputs associated with 
each of said plurality of outside temperature sensors 
(36). 

13. A method for determining the thermal and ther 
modynamic parameters characterizing a non-linear 
model of an enclosure (30) defining a conditioned space 
(28) and of a climate control system (18) associated with 
the conditioned space (28) controlling the temperature 
of the conditioned space (28) as a function of time de 
fined by an occupancy comfort (39) and thermostat 
setback (80) schedule, the method comprising the steps 
of: 

measuring the temperature of air inside a conditioned 
space (28) while the conditioned space (28) is 
caused to undergo changes in temperature defined 
by an occupancy comfort (39) and thermostat set 
back (80) schedule; 

measuring the temperature of air outside the condi 
tioned space (28) while the conditioned space (28) 
is caused to undergo changes in temperature de 
fined by the occupancy comfort (39) and thermo 
stat setback (80) schedule; 
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measuring the energy consumption rate of a climate 
control system (18) while the conditioned space 
(28) is caused to undergo changes in temperature 
defined by the occupancy comfort (39) and ther 
mostat setback (80) schedule, the method charac 
terized by 

calculating the thermal and thermodynamic parame 
ters defining the parameters and efficiencies of both 
an enclosure (30) and the climate control system 
(18) associated therewith utilizing a non-linear 
model. 

14. A method as set forth in claim 13 further charac 
terized by measuring the energy consumption rate of 
the climate control system (18) for calculating the ther 
mal and thermodynamic parameters. 

15. A method as set forth in claim 14 further charac 
terized by measuring the flow of the distributed air at a 
central passageway (50) of the climate control system 
(18) for calculating the thermal and thermodynamic 
parameters. 

16. A method as set forth in claim 15 further charac 
terized by measuring the amount of time a circulation 
system (32) is operating for calculating the thermal and 
thermodynamic parameters. 

17. A method as set forth in claim 16 further charac 
terized by sensing the cycle period of the climate con 
trol system (18) for calculating the thermal and thermo 
dynamic parameters. 
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18. A method as set forth in claim 17 further charac 

terized by measuring the period of time during each of 
the cycle periods in which the climate control system 
(18) is consuming energy for calculating the thermal 
and thermodynamic parameters. 

19. A method as set forth in claim 18 further charac 
terized by measuring the temperature of the distributed 
air near at least one of the plurality of outlet port (60) of 
the climate control system for calculating the thermal 
and thermodynamic parameters. 

20. A method as set forth in claim 19 further charac 
terized by averaging distribution air temperature mea 
surements for calculating the thermal and thermody 
namic parameters. 

21. A method as set forth in claim 20 further charac 
terized by measuring the air temperature inside the 
conditioned space (20) at a plurality of locations within 
the enclosure (30) for calculating the thermal and ther 
modynamic parameters. 

22. A method as set forth in claim 21 further charac 
terized by the calculation step including averaging the 
inside air temperature measurements. 

23. A method as set forth in claim 22 further charac 
terized by the calculating step including measuring the 
air temperature outside the conditioned space (28) at a 
plurality of locations around the enclosure (30). 

24. A method as set forth in claim 23 further charac 
terized by the calculating step including averaging the 
outside air temperature measurements. 

is 
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