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"Petition for Inter Partes Review of U.S. Patent No. 8,363,228, 3Shape A/Set al. v. Align 
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"Report and Recommendation, 3Shape A/S v. Align Technology, Inc., Case No. 1 :18-886-
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72 ATIEH, "Accuracy Evaluation of lntral-Oral Optical Impressions: A Novel Approach", Thesis, r .......... 
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BERNARDINI, et al., "High-Quality Texture Reconstruction from Multiple Scans", IEEE f"-"-' 
73 Transactions on Visualization and Computer Graphics. Volume 7, No 4, October-December 
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BROADHURST, et al. "A Probabilistic Framework for Space Carving", Proceedings Eighth 
,-..-..-..-
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IEEE International Conference on Computer Vision ICCV 2001. Vol. 1. IEEE, 2001, 6 pages. 

CALLIER!, et al., "Reconstructing Textured Meshes From Multiple Range+rgb Maps", Vision, 
, ....... 
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Modeling, and Visualizalion, November 2002, 8 pages. 

CHEN, et al., "A Volumetric Stereo Matching Method: Application to Image-Based Modeling", rw 
76 IEEE Computer Society Conference on Computer Vision and Pattern Recognition (Cat No 
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EISERT, et al., "Automatic Reconstruction of Stationary 3-D Objects from Multiple Uncalibrated f"-"-' 
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EISERT, "Reconstruction of Volumetric 3D Models", 3D Videocommunication: Algorithms, ,-..-..-.., 
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Spatial lnforrnation Sciences, Volume V-1iW1, 2017, pp. 107-"l 14. 

85 GRANT, et al. "Glossary of Digital Dental Terms: American College of Prosthodontists", r ........ 
doi:10.i n ·1/jopr.12532, 2016, pp. S2-S9. 

GUAN, et al., "Multi-view Occlusion Reasoning for Probabilistic Silhouette-Based Dynamic f"-"-' 
86 Scene Reconstruction", Int J Comput Vis, Volurne 90, doi: "!0.1007/s11263-0"l 0-0341-y, 20m, 

pp. 283-303. 

HAVEMANN, et al., "Seven Research Challenges of Generalized 3d Documents", IEEE 
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Computer Graphics and Applications, Volume 27, Number 3, 2007, pp. 70-76. 

HORN, et al., "Calculating the Reflectance Map'', Applied Optic, Vol. 18, No. ii, June "l 979, 
, ....... 
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pp. 1770-H79. 

89 JAHNE, et al., "Handbook of Computer Vision and Applications", Sensors and Imaging, rw 
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90 JAHNE, et al., "Handbook of Computer Vision and Applications", System and Applications, f"-"-' 

Volume 3, Academic press, 1999, 955 pages. 
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JETHWA, "Efficient Volumetric Reconstruction from Multiple Calibrated Cameras", PhD Tllesis 
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in Electrical Engineering and Computer Science at MIT. September 2004, 143 pages. 

LI, et al., ''Empty Space Skippin~1 and Occlusion Clipping for Texture-based Volume 
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Rendering", In IEEE Visualization (VIS'03), 2003, pp. 317-324. 

LITOMISKY, et al.. "Removing moving objects from point cloud scenes", International f"" 
94 Worksllop on Depth Image Analysis ancl Applications, Springer, Berlin, Heidelberg, 2012, 

version listed at pdf.edu. pp. 1-"10. 

95 LIU, et al., ''A Complete Statistical Inverse Ray Tracing Approach to fVlulti-View Stereo", In r ..... 
CVPR, IEEE, 2011, pp. 913-920. 

LOGOZZO. et al., "Recent Advanced in Dental Optics - Part I: 3D lntrooral Scanners for 
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Restorative Dentistry", Optics and Lasers in Engineering, 2013, pp. 1-19. 

LOVI, "Incremental Tree-Space Carving for Real-Time 3D Reconstruction", Master of Science 
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Thesis in Computer Science at University of Alberta, 2011, 74 pages. 

98 MONTES, et aL, "An Overview of BRDF Models", University of Granada, 20·12, 26 pages. 
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99 NITSCHKE, "Real-Time Space Carving Using Graphics Hardware", IEICE Transactions on r ..... 
Information and Systems, doi: 10 1093/iet.isy/e90-d.8., 2007, pp. 1175-1184. 

PARIS, et al. "A surface reconstruction method using global graph cut optimization", , ...... , 

100 International Jou ma I of Computer Vision, Volume 66. Number 2, HAL id: inria-00510219, 2010, 1 

pp. "141-161. 

POLLARD, et al., ''Chan~1e Detection in a 3-0 World", IEEE Conference on Computer Vision 
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101 l 

and Pattern Recognition, June 1, 2007, pp. 1-6. 

102 PULLI, et al., "Swface Reconstruction and Display from Range ancl Color Data", Graphical f"" 
Models, Volume 62, Issue 3, 2000, pp. 165-201. 

103 PULLI, et al., "View-based Renderin~r Visualizing Real Objects From Scanned Range and r ...... 
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REMONDINO, et al., "Image-Based 3D Modelling: A Review", The Photogrammetric Record, 
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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 
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Rune FISKER 
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Group Art Unit: Unassigned 
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Confirmation No.: Unassigned 

For: FOCUS SCANNING APPARATUS 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Commissioner: 

PRELIMINARY AMENDMENT 

Prior to examination of the above-captioned patent application, kindly amend the 

application as follows: 
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AMENDMENTS TO THE CLAIMS: 

The following listing of claims will replace all prior versions and listings of claims in this 

application. 

LISTING OF CLAIMS: 

1. (Cancelled) 

2. (New) An intraoral scanner for determining the 3D geometry and color of at least 

a part of the surface of an object in an oral cavity, the intraoral scanner comprising: 

a tip configured to be inserted into the oral cavity; 

to: 

at least one camera accommodating an array of sensor elements; 

a pattern generator configured to generate, using a light source, a probe light 

with a plurality of configurations in the form of a time-varying illumination pattern; 

an optical system for transmitting the probe light, via the tip, towards the object 

along an optical path thereby illuminating at least a part of the object with the 

time-varying illumination pattern, and for transmitting at least a part of the light 

returned from the object to the at least one camera to form a plurality of 2D 

images, wherein the 3D geometry is determined based on the plurality of 2D 

images and the time-varying illumination pattern; 

one or more motion sensors located on the intraoral scanner to measure three­

dimensional motion of the intraoral scanner, wherein the intraoral scanner is 

wireless; and 

a hardware processor, located within the wireless intraoral scanner, configured 
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o selectively switch a color of the probe light to illuminate the object with 

different colors at different times; and 

o record images of the object with different colors by recording different 

images by the at least one camera at the different times. 

3. (New) The intraoral scanner according to claim 2, wherein the different colors are 

provided by at least three monochromatic light sources of the light source. 

4. (New) The intraoral scanner according to claim 3, wherein the hardware 

processor is configured to selectively switch the color of the probe light by switching on and off 

the at least three monochromatic light sources. 

5. (New) The intraoral scanner according to claim 2, wherein the optical system is 

substantially achromatic. 

6. (New) The intraoral scanner according to claim 2, wherein the probe light is 

directed towards the object in a direction substantially parallel with the longitudinal axis of the 

tip, and wherein the probe light is further reflected towards the object by a single reflective 

mirror located in the tip. 

7. (New) The intraoral scanner according to claim 2, wherein the hardware 

processor is further configured to: 

process raw 3D data into data for the 3D geometry, wherein the raw 3D data is based on 

the plurality of 2D images; and 
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transmit, via a wireless connection, the processed data for the 3D geometry. 

8. (New) The intraoral scanner according to claim 2, wherein the hardware 

processor is further configured to: 

process raw 3D data into data for the 3D geometry, wherein the raw 3D data is based on 

the plurality of 2D images; and 

transmit, via a wireless connection, the data for the 3D geometry at a reduced data rate 

in comparison with transmission of the raw 3D data. 

9. (New) The intraoral scanner according to claim 7, wherein the hardware 

processor processes the raw 3D data into data for the 3D geometry in real time. 

10. (New) The intraoral scanner according to claim 2, wherein the intraoral scanner 

comprises at least two light sources, each of the light sources configured to operate with the 

pattern generator. 

11. (New) The intraoral scanner according to claim 10, wherein the at least two light 

sources are configured to operate with different wavelengths. 

12. (New) The intraoral scanner according to claim 11, wherein the intraoral oral 

scanner is configured such that the different wavelengths can be manually selected, whereby 

the 3D geometry is dependent on which light source is being manually selected. 
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13. (New) The intraoral scanner according to claim 2, wherein the hardware 

processor is further configured to: 

output data from the one or more motion sensors for remotely controlling an image 

displayed on a display device based on acquired scan data. 

14. (New) The intraoral scanner according to claim 2, wherein the hardware 

processor is further configured to: 

output data from the one or more motion sensors for stitching and/or registering partial 

scans to one another. 

15. (New) An intraoral scanner for determining the 3D geometry and color of at least 

a part of the surface of an object in an oral cavity, the intraoral scanner comprising: 

a tip configured to be inserted into the oral cavity; 

at least one camera accommodating an array of sensor elements; 

a pattern generator configured to generate, using a light source, a probe light 

with a plurality of configurations in the form of a time-varying illumination pattern; 

an optical system for transmitting the probe light, via the tip, towards the object 

along an optical path thereby illuminating at least a part of the object with the 

time-varying illumination pattern, and for transmitting at least a part of the light 

returned from the object to the at least one camera to form a plurality of 2D 

images, wherein the 3D geometry is determined based on the plurality of 2D 

images and the time-varying illumination pattern, wherein the intraoral scanner is 

wireless; and 
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a hardware processor, located within the wireless intraoral scanner, configured 

to: 

o selectively switch a color of the probe light to illuminate the object with 

different colors at different times; 

o record images of the object with different colors by recording different 

images by the at least one camera at the different times; 

o process raw 3D data into data for the 3D geometry, wherein the raw 3D 

data is based on the plurality of 2D images; and 

o transmit, via a wireless connection, the data for the 3D geometry at a 

reduced data rate in comparison with transmission of the raw 3D data. 

16. (New) The intraoral scanner of claim 15, wherein the hardware processor 

processes the raw 3D data into data for the 3D geometry in real time. 

17. (New) The intraoral scanner of claim 15, further comprising: 

one or more motion sensors located on the intraoral scanner to measure three­

dimensional motion of the intraoral scanner. 

18. (New) The intraoral scanner according to claim 17 wherein the hardware 

processor is further configured to: 

output data from the one or more motion sensors for remotely controlling an image 

displayed on a display device based on acquired scan data. 
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19. (New) The intraoral scanner according to claim 17, wherein the hardware 

processor is further configured to: 

output data from the one or more motion sensors for stitching and/or registering partial 

scans to one another. 

20. (New) The intraoral scanner according to claim 15, wherein the different colors 

are provided by at least three monochromatic light sources of the light source. 

21. (New) The intraoral scanner according to claim 15, wherein the different colors 

are provided by at least three monochromatic light sources of the light source. 

22. (New) The intraoral scanner according to claim 21, wherein the hardware 

processor is configured to selectively switch the color of the probe light by switching on and off 

the at least three monochromatic light sources. 

23. (New) The intraoral scanner according to claim 15, wherein the optical system is 

substantially achromatic. 

24. (New) The intraoral scanner according to claim 15, wherein the probe light is 

directed towards the object in a direction substantially parallel with the longitudinal axis of the 

tip, and wherein the probe light is further reflected towards the object by a single reflective 

mirror located in the tip. 
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25. (New) The intraoral scanner according to claim 15, wherein the intraoral scanner 

comprises at least two light sources, each of the light sources configured to operate with the 

pattern generator. 

26. (New) The intraoral scanner according to claim 25, wherein the at least two light 

sources are configured to operate with different wavelengths. 

27. (New) The intraoral scanner according to claim 26, wherein the intraoral oral 

scanner is configured such that the different wavelengths can be manually selected, whereby 

the 3D geometry is dependent on which light source is being manually selected. 

28. (New) An intraoral scanner for determining the 3D geometry and color of at least 

a part of the surface of an object in an oral cavity, the intraoral scanner comprising: 

a tip configured to be inserted into the oral cavity; 

at least one camera accommodating an array of sensor elements; 

a pattern generator configured to generate, using a light source, a probe light 

with a plurality of configurations in the form of a time-varying illumination pattern; 

an optical system for transmitting the probe light, via the tip, towards the object 

along an optical path thereby illuminating at least a part of the object with the 

time-varying illumination pattern, and for transmitting at least a part of the light 

returned from the object to the at least one camera to form a plurality of 2D 

images, wherein the 3D geometry is determined based on the plurality of 2D 

images and the time-varying illumination pattern; 
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one or more motion sensors located on the intraoral scanner to measure three­

dimensional motion of the intraoral scanner; and 

a hardware processor configured to: 

o selectively switch a color of the probe light to illuminate the object with 

different colors at different times; and 

o record images of the object with different colors by recording different 

images by the at least one camera at the different times. 

29. (New) The intraoral scanner according to claim 28, wherein the hardware 

processor is further configured to: 

output data from the one or more motion sensors for remotely controlling an image 

displayed on a display device based on acquired scan data. 

30. (New) The intraoral scanner according to claim 28, wherein the hardware 

processor is further configured to: 

output data from the one or more motion sensors for stitching and/or registering partial 

scans to one another. 

31. (New) The intraoral scanner according to claim 28, wherein the intraoral scanner 

is wireless and the hardware processor is further configured to: 

process raw 3D data into data for the 3D geometry, wherein the raw 3D data is based on 

the plurality of 2D images; and 

transmit, via a wireless connection, the data for the 3D geometry at a reduced data rate 

in comparison with transmission of the raw 3D data. 
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By way of the foregoing amendment, claim 1 was cancelled and claims 2 - 31 were 

added. No new matter has been introduced by these changes. 

It is requested that the application be examined on the basis of the amendments 

presented herein. Early and favorable consideration of this application is respectfully requested. 

Should any questions arise in connection with this application, it is respectfully requested 

that the undersigned be contacted at the number indicated below. 

Date November 23, 2021 

Customer No. 21839 
703 836 6620 

Respectfully submitted, 

BUCHANAN INGERSOLL & ROONEY PC 

By: /WCRowland/ 
William C. Rowland 
Registration No. 30,888 
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TRANSMITTAL FOR POWER OF ATTORNEY TO ONE OR MORE 
REGISTERED PRACTITIONERS 

NOTE: This form is to be submitted with the Power of Attorney by Applicant form (PTO/AIA/82B) to identify the application to which the 
Power of Attorney is directed, in accordance with 37 CFR 1.5, unless the application number and filing date are identified in the Power of 
Attorney by Applicant form. If neither form PTO/AIA/82A nor form PTO/AIA82B identifies the application to which the Power of Attorney is 
directed, the Power of Attorney will not be recognized in the application. 

Application Number 

Filing Date November 23, 2021 

Rune FISKER 

First Named Inventor 

Title 
FOCUS SCANNING APPARATUS 

Art Unit 

Examiner Name 

Attorney Docket Number 0079124-000370-T1 

SIGNATURE of Applicant or Patent Practitioner 

Signature /WC Rowland/ Date (Optional) November 23, 2021 

Name 
William C. Rowland 

Registration 
30,888 

Number 

Title (if Applicant is a 
juristic entity) 

Applicant Name (if Applicant is a juristic entity) 3SHAPE A/S 

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4(d) for signature requirements and certifications. If 
more than one applicant, use multiple forms. 

~ *Total of one (1} forms are submitted. 

This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by 
the public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 
1.11 and 1.14. This collection is estimated to take 3 minutes to complete, including gathering, preparing, and submitting the completed 
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require 
to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 
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Doc Gode: PA" 
Oocun1eni Desc:tipUon:· Pov\i·er af ;.\ttor~ey 

P'f0.iA~i-\/S.2B (l'J~:.-. ~3.) 
.• ~µptw:.-:<.t hx :.:~~ ~hfC!-.1t3h ~i.t::rO{Zf.J~~- :,)MS C:S.Si~~:os~ 

U,S. P'~~~(~:-:l s,nd 1 r•sd.~~~~1wk Oh'k:~. U.S. 0:'2-PAJ:TME~-•t: Of' CQ~.~f ... ~ER(::1: 

[ ...... _____ P_o_w_E_R_o_F_A_r_r_o_R_N_E_Y_B_Y_A_P_P_L_1e_A_N_T ____ ____.] 

i hereby revoke all previous powers of attorney given in the application identified in e,ther the attached transmittal letter o, 
the oo:<es below. 

titm Number ! Filing Date I 
: ( F 

............................................................................ , ................................................. t· •• 

t r:~rsby appornt th~ Patent P:.3ctHk.1:ier(s} assf.Jdate:ti v.<lth the foiiwwin~~ CtJshxn~r NurnOer as inyli:nff attorney(s} ::'.!f agBnt(sJ. and 
to transact :311 buS:irn~ss tr'! the Untted St:s3tes P~ter.t and Traderi:1ark omce co!1nectsrl th~3:re·-ii..-:th ·tcr t~--:e appf!cati:on referenced :n 

□ 

:: a\lact>e< e,,smit!al le,la< (fo® PTOJAl¾S2A) a, idectiSM •b<= 
839 

j 
1 l ht:reby ;:ippo:nt P:--actittor:er{s/ namG!d ir. the .~ttached Hst (fan1i PTO/,~l.A.i62{::) as rny/our at:t,rney{s) er ag.~nt{sJ, a:id ta tran.s»ct ~ 

~n bwsines2, in the United States Patent ar:d· Tr~demark Office ct◄ nnecte◊ therewhh for ttle psnent appfo::at!cn rl'?ferer:ced tn the I 
ati;:ic:·ieci tranSirn!hz.l letter (f~)r:n ftT·Ol,~\~~./S2.A} or :cter:t:t":ed BbtPle_ (Note: C(1rnpiete forrn PTC.)fALAJ82C.) · 

OR 
The address assod«ted with Custorner Numbe:r: l ·?·1 . ...,30 i 

;- • ):).- ;..I i 
OR '············· ........................................... , 
P~rrr-1 Cf 
htd:vi(h;~~ Nerne 

·1 Zip I 

• ,,,,,, ___ .._..__..__, - • - ........................................ •--• •u•u ••••• -·----------------------------------------.-.-.-.......-.-.-....-.-.-. .. ~ ............................... nn.-. ........................................ _ ---------------.-.-.-.-.-,------

13 Sh ape A/S ............................................. _. ____________________________________ ._ ......... ---~--............................................................................... _._._._. _____________________ ·-------~·' 

Legi:!! Repre~er:t~tive ofa D0ceased er Lega!ty -1:icap·adtateci h":v~otor {title not r0quired below') 

Ass:gn;~.e, <)r Pers:c:1 tc VVhom the h1vi::ntcr is Under an Ob!~gation to Assign (pr:::.:v·fde ~;gner's tW~ :f ~ppt:o.aMt is a juristic entitv} 

Person Vih\J Otfte;"INJ:s~ Shows Suff:c-ient Prop-rl~3t.ary ittterE:~t \e.g .. :..~ p:etition t.n1der ::..7 CFR ·1.4fa{b){2) \-Vas grar:h:ld tt: thS: 
a:p:p!tcation or t$ c::::H1curr~•r"ittv b<3'.i:1~ fjJ~d ,vtt!"'~ th~s docwrnent) {provide siqr:et:s ihie if ar:phtant i.s ~ lwri$tic entitv) 

SIGNATURE of Appli~ant for Patent 

NqTE; Sigr,;:i.tt:r~~ -Thls. forrn t:mst b12 Signed bV !he appHcar:t i:1 ~cccrdanc!3 '~ll.~~tr1 37 C~R 1.33. $*:e· ~i7 CFR 1.4 for s:gnat:Jre rr:~t::rern:ercts 
cH1d certiftcat!ori5. a ,mere than onf :3pptlc;.~nt: 1..me rrn.:mpf~ form~. 

~r-, 
~ LJT01al· of fot·r:rts ~t-~ subrnitte):J 

< 
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· · < Attorney Dqcket No. 0079124-000092 

COMBINED DECLARATION 
. _AND ASSIGNMENT (JOINT) 

· Page 1.:of2· 

As one of the below nametj inventors, I. hereby ·declare that this Combined Declaration and Assignment Is 
directed to: · 

(1) D U.S. application number or PQT application number_, flied on __ ; entitled 
__ ;m . . 

· (2) 181 . the attached application entitled FOCUS SCANNING.APPARATUS. 

DECLARATION 

As one of the below named Inventors,. i further dec_lare that: . 

The above-_ldentifled application was made or authooz~d to be made by me. . 

. I believe that I am an original joint inventor of a claimed Invention In the application. 

I have revl.ewed and understand the contents of the above-identified application, includlng.the claims. 

I acknowledge the di,ity'tq disclose to the U.S. Patent and Trademark Office all Information known to me 
to be material to patentablllty a~_defi,:ied in Title 37, Code of Federal Regulations,§ 1.56. 

I hereby ackno'tJfedge that any vvlllful false statement n_iade in this declaration is punishable under 
18 U.S.C. 1001 by fine or imprisonment of riot more than five (5) ~ears,_ or both. ·.· 

ASSIGNMENT 

THIS ASSIGNMENT, by the undersigned Inventors (hereinafter referred to as "the AssigMrs"), 
re~pecllvely, witnesseth: 

WHEREAS, the Asf?ignors have invented .certain new and useful Improvements set forth In an 
appllcatii:,n for Letters Patenfof_the United·States, which Is a nonprovislorial application; 

WHER!;:AS, 3SHAPE.A/S, a corporation.duly organized un~er and pursuant to the laws of DENMARK 
and having a principal place of business at Holmens Kanar7. Copenhagen K, DK-1060 DENMARK {hereinafter 
referred lo as "the Assignee"), is· desirous of acqui~ng the entire· right, title, and interest in and. to said 
Inventions, the right to file applications on said inventions and th~ entire right, title ·and I.nterest in and to any · . . · 
applications, Including provisional applications for Letters Patent of the United ~tales or other countrie's claiming • 
priority to said application, and In and to any Letters Patent or Patents, UnitecJ Slates or foreign, to be obtained 
therefor and thereon. · j 

• • I 

. ·· NOW, . T.HEREFORE, ·tor good and sufficient consideration, the receipt pf which is hereby 
· ackn9wledg,d_, the Assignors 11~ve solo, assigned, transferred, and set over, and by tnese presents do sell, 
· assign, transfer, and set over, ·4nto the Assignee, its sµccessors, legal representatives, ~nd assigns the entire 
right, ·ut1e, · and ·interest in and to the above-mentioned Inventions, the right to file applications on said Inventions 
and the ent.lre right, title and: interest In and to any applications for Letters Patent of the .United States or other 
countries claiming priority to said applications, and any and all L~tters Patent or Patents of the United. States of 
America and all foreign countries that may be granted therefor .and thereon, and In and to any emd all 
applications claiming priority to said appllcaUons. divisions, qontinuations, and continuations-In-part. of said 
appllca.llons, and reissues.and extensions ~f said Letters Patent.or Patents, and a.II rlg_hts under the International 

Buchananll)geJ'$~)n-A-Roo"QeY'l)() 
, Allollii;,i:Ou;j,;<1MttiffJirM1l6'\l,,o/.,~11$ 
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Attorney Docket No. 0079124-000092 
Application No: Unassigned 

· Page2 of2 

Convention for the Protection of Industrial Property, the same to be held and ~njoy13d by the A~s,gnee, .foril's 
own use and behoof and the use and behoof of Its successors, legal representatives, and. assigns, to the full 
end .of the term or terms for which Letters Patent or Patents may be granted as fully and entirety' as the same 
would have been held and enjoyed by the Assignors ha~ this sale and. assignment not been made; . 

. AND for the same consideration, the Assignors hereby covenant and agree to and with .the Asslgnee;-its 
suc~ssors, legal representatives, and assigns, that, at the time of execution and dellveiy of these presents, the 
Assignors are the sole and lawful owMrs of the entire rt9ht, title, and interest In and to the inventions set forth In 
said applications ancf said applications, including· provisional appllcatlons, above-mentioned, and that the same 
a.re unencumbered, and that the Assignors have good and full rlgnt and ·lawful authority to sell and convey the 
same in the manner herein set forth; · 

AND for the same consideration, the Assignors hereby covenant and agree to and with the Assignee, its 
successors, legal representatives, and assigns that the Assignors will; whenever counsel of the Assignee, or the 
counsel of Its successors, legal representatives, and assigns, shall advise that any. proceeding In connection 
with ~aid inve11tlons or said applications for Lett'ers Patent or Patents, or any proceeding in connecti9n: with 

· Ll;itt~rs Pat.ent or Pcjtents for .said inventions in any country, Including interference proceedings, 'ls lawful and • 
desirable, or that any app\lcation claiming priority to said application, division, continuation, or continuation-ln­
part of any applications f<5r ·Letters· Patent or Patents, or any reissue or extension of any Letters Patent or 
Patents to be obtained thereon, Is lawful and desirable, sign all papers and document~,take all lawful oaths, 

. and do all acts ne~essary or required to be done for the procurement, maintenance, enforcement, and defense 
of Lett~rs Patent or .. Patents. (or said inventions, without charge to the Assignee, Its successors, legal 
representatives, and assigns, but at the cost and expense of the Assignee, Its successors, legal representatives, 
and assigns; . · • . . . .' • . 

· AND the Assignors hereby request the Commssloner of Patents to Issue any and all .said Letters· Patent 
of the United States•to the Assignee as the Assignee .of said Inventions, the Letters Patent to be Issued for the 
sole use and be hoof of the Assignee, Its successors, _legal represe~tatives, and asslg~s. 

--:s~·'."" >~.'.' 7cll...,f · . RUNEFISKER 
Date Narne 

~ 0/4, .,;..2ol'7' 
HENRIK 0JELUND 

Date Name 

RASMUS KJJER 
Name tgnaturf 

MIK6VanderPOEL . /J,;Lrl J, 'l{,(} 
------"'C"-'--'-,N,.;;a""'m-e..:...;,...;;..;-'---. ( ~ Slg.natu_re ~u~. 

ARISH A. QAZI 
Date Name . ·~tgl) 

· KARL.JOSEF HOLLENBECK 
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PTO/AIN14 (02-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 0079124-000370-T1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention FOCUS SCANNING APPARATUS 

The application data sheet is part of the provisional or nonprovisional application for which it is being submitted. The following form contains the 
bibliographic data arranged in a format specified by the United States Patent and Trademark Office as outlined in 37 CFR 1.76. 
This document may be completed electronically and submitted to the Office in electronic format using the Electronic Filing System (EFS) or the 
document may be printed and included in a paper filed application. 

Secrecy Order 37 CFR 5.2: 

D Portions or all of the application associated with this Application Data Sheet may fall under a Secrecy Order pursuant to 
37 CFR 5.2 (Paper filers only. Applications that fall under Secrecy Order may not be filed electronically.) 

Inventor Information: 

Inventor 11 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El ~une I t1SKER I El 
Residence Information (Select One) US Residency • Non US Residency Active US Military Service 

City ~irum l1country of Residence i l~K I 

Mailing Address of Inventor: 

Address 1 Kaplevej 87 

Address 2 

City I t,firum I State/Province 11 
Postal Code I ~83o I Countryi II°K 

Inventor ~ I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El ~enrik I f'>JELUND I El 
Residence Information (Select One) US Residency @ Non US Residency Active US Military Service 

City ~yngby IICountry of Residence i l~K I 

Mailing Address of Inventor: 

Address 1 Kulsvierparken 55 

Address 2 

City I1-yngby I State/Province 11 
Postal Code I IDK-2800 I Countryi II°K 

Inventor b I Remove I 
Legal Name 

EFSWeb2.2.13 
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PTO/AIN14 (02-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 0079124-000370-T1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention FOCUS SCANNING APPARATUS 

Prefix Given Name Middle Name Family Name Suffix 

I El ~asmus I l<JAER I El 
Residence Information (Select One) US Residency @ Non US Residency Active US Military Service 

City r0benhavn K IICountry of Residence i l~K I 

Mailing Address of Inventor: 

Address 1 N0rre S0gade 21, 1 

Address 2 

City I 1<0benhavn K I State/Province 11 

Postal Code 111370 I Countryi II°K 

Inventor ~ I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El t,'like I t,fAN DER POEL I El 
Residence Information (Select One) US Residency @ Non US Residency Active US Military Service 

City ~0dovre IICountry of Residence i l~K I 

Mailing Address of Inventor: 

Address 1 Raivebakkevej35B 

Address 2 

City I ~0dovre I State/Province 11 
Postal Code 1 ~610 I Countryi II°K 

Inventor 6 I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El J'l.rish ~- J:lA.zl I El 
Residence Information (Select One) US Residency @ Non US Residency Active US Military Service 

City [oronto l1country of Residence i ltA I 

Mailing Address of Inventor: 

Address 1 215-1369 Bloor Street West 

Address 2 

City I lforonto I State/Province 
11 

Postal Code I IM6P4J4 I Countryi I FA 

EFS Web 2.2.13 
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PTO/AIN14 (02-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 0079124-000370-T1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention FOCUS SCANNING APPARATUS 

Inventor ~ I Remove I 
Legal Name 

Prefix Given Name Middle Name Family Name Suffix 

I El f<arl-Josef I ~OLLENBECK I El 
Residence Information (Select One) US Residency @ Non US Residency Active US Military Service 

City ~openhagen 0 l1country of Residence i l~K I 

Mailing Address of Inventor: 

Address 1 Rosenvamgets Hovedvej 6B 

Address 2 

City I f:openhagen 0 I State/Province 11 
Postal Code I ~100 I Countryi II°K 

All Inventors Must Be Listed - Additional Inventor Information blocks may be 
generated within this form by selecting the Add button. I Add I 

Correspondence Information: 
Enter either Customer Number or complete the Correspondence Information section below. 
For further information see 37 CFR 1.33(a). 

D An Address is being provided for the correspondence Information of this application. 

Customer Number )1839 

Email Address I I Add Email I I Remove Email I 

Application Information: 

Title of the Invention rOCUS SCANNING APPARATUS 

Attorney Docket Number P079124-000370-T1 I Small Entity Status Claimed □ 
Application Type Non provisional . 
Subject Matter Utility . 
Total Number of Drawing Sheets (if any) 1118 I Suggested Figure for Publication (if any) 11 

EFS Web 2.2.13 
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PTO/AIN14 (02-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 0079124-000370-T1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention FOCUS SCANNING APPARATUS 

Filing By Reference: 
Only complete this section when filing an application by reference under 35 U.S.C. 111 (c) and 37 CFR 1.57(a). Do not complete this section if 
application papers including a specification and any drawings are being filed. Any domestic benefit or foreign priority information must be 
provided in the appropriate section(s) below (i.e., "Domestic Benefit/National Stage Information" and "Foreign Priority Information"). 

For the purposes of a filing date under 37 CFR 1.53(b), the description and any drawings of the present application are replaced by this 
reference to the previously filed application, subject to conditions and requirements of 37 CFR 1.57(a). 

;_ 
Application number of the previously Filing date (YYYY-MM-DD) Intellectual Property Authority or Country 
filed application 

I 

Publication Information: 

□ Request Early Publication (Fee required at time of Request 37 CFR 1.219) 

Request Not to Publish. I hereby request that the attached application not be published under 

□ 
35 U.S.C. 122(b) and certify that the invention disclosed in the attached application has not and will not be the 
subject of an application filed in another country, or under a multilateral international agreement, that requires 
publication at eighteen months after filing. 

Representative Information: 

Representative information should be provided for all practitioners having a power of attorney in the application. Providing 
this information in the Application Data Sheet does not constitute a power of attorney in the application (see 37 CFR 1.32). 
Either enter Customer Number or complete the Representative Name section below. If both sections are completed the customer 
Number will be used for the Representative Information during processing. 

Please Select One: • Customer Number I US Patent Practitioner IO Limited Recognition (37 CFR 11.9) 

Customer Number ~1839 

Domestic Benefit/National Stage Information: 
This section allows for the applicant to either claim benefit under 35 U.S.C. 119(e), 120, 121, 365(c), or 386(c) or indicate 
National Stage entry from a PCT application. Providing benefit claim information in the Application Data Sheet constitutes 
the specific reference required by 35 U.S.C. 119(e) or 120, and 37 CFR 1.78. 
When referring to the current application, please leave the "Application Number" field blank. 

Prior Application Status !='ending I· I Remove I 
Filing or 371 (c) Date 

Application Number Continuity Type Prior Application Number (YYYY-MM-DD) 

I j:ontinuation of I· 17340806 ~021-06-07 

EFS Web 2.2.13 
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PTO/AIN14 (02-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 0079124-000370-T1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention FOCUS SCANNING APPARATUS 

Prior Application Status !='ending . I Remove I 
Filing or 371 (c) Date 

Application Number Continuity Type Prior Application Number (YYYY-MM-DD) 

~7340806 Continuation of . 17206581 ~021-03-19 

Prior Application Status Patented . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

117206581 pontinuation of I· 116774843 ~020-01-28 111051002 ~021-06-29 

Prior Application Status !='atented . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

116774843 pontinuation of I· 116433369 ~019-06-06 110595010 ~020-03-17 

Prior Application Status !='atented . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

116433369 pontinuation of I· 116217943 ~018-12-12 110326982 ~019-06-18 

Prior Application Status !='atented . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

116217943 pontinuation of I· 115974105 ~018-05-08 110349041 ~019-07-19 

Prior Application Status !='atented . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

115974105 pontinuation of I· 114502230 ~014-09-30 110097815 ~018-10-09 

Prior Application Status !='atented . I Remove I 
Application Prior Application Filing Date Issue Date 

Number 
Continuity Type 

Number (YYYY-MM-DD) 
Patent Number (YYYY-MM-DD) 

114502230 pontinuation of I· 113376427 ~011-12-06 ~878905 ~014-11-04 

Prior Application Status J=xpired . I Remove I 
Filing or 371 (c) Date 

Application Number Continuity Type Prior Application Number (YYYY-MM-DD) 

~3376427 a 371 of international . PCT /DK2010/050148 ~010-06-17 

Prior Application Status ~xpired . I Remove I 
Filing or 371 (c) Date 

Application Number Continuity Type Prior Application Number (YYYY-MM-DD) 

tcT /DK2010/050148 Claims benefit of provisional . 61231118 ~009-08-04 

Prior Application Status Expired . I Remove I 
Filing or 371 (c) Date 

Application Number Continuity Type Prior Application Number (YYYY-MM-DD) 

tcT /DK2010/050148 J:laims benefit of provisional . 61187744 ~009-06-17 

EFS Web 2.2.13 
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PTO/AIN14 (02-18) 
Approved for use through 11/30/2020. 0MB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid 0MB control number. 

Attorney Docket Number 0079124-000370-T1 
Application Data Sheet 37 CFR 1.76 

Application Number 

Title of Invention FOCUS SCANNING APPARATUS 

Additional Domestic Benefit/National Stage Data may be generated within this form 
by selecting the Add button. 

Foreign Priority Information: 

Add 

This section allows for the applicant to claim priority to a foreign application. Providing this information in the application data sheet 

constitutes the claim for priority as required by 35 U.S.C. 119(b) and 37 CFR 1.55. When priority is claimed to a foreign application 

that is eligible for retrieval under the priority document exchange program (PDXi the information will be used by the Office to 

automatically attempt retrieval pursuant to 37 CFR 1.55(i)(1) and (2). Under the POX program, applicant bears the ultimate 

responsibility for ensuring that a copy of the foreign application is received by the Office from the participating foreign intellectual 

property office, or a certified copy of the foreign priority application is filed, within the lime period specified in 37 CFR 1.55(g)(1 ). 

I Remove I 
Application Number Countryi Filing Date (YYYY-MM-DD) Access Codei (if applicable) 

I I I 
Additional Foreign Priority Data may be generated within this form by selecting the 
Add button. I Add I 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition 
Applications 

This application (1) claims priority to or the benefit of an application filed before March 16, 2013 and (2) also 
contains, or contained at any time, a claim to a claimed invention that has an effective filing date on or after March 

□ 16,2013. 
NOTE: By providing this statement under 37 CFR 1.55 or 1.78, this application, with a filing date on or after March 
16, 2013, will be examined under the first inventor to file provisions of the AIA. 
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Focus scanning apparatus 

Cross-Reference to Related Applications 

The present application is a continuation of U.S. Serial No. 17/340,806, filed June 7, 

2021, which is a continuation of U.S. Serial No. 17/206,581, filed on March 19, 2021, 

which is a continuation of U.S. Serial No. 16/774,843, filed on January 28, 2020, which 

is a continuation of U.S. Serial No. 16/433,369, filed on June 6, 2019, which is a 

continuation of U.S. Serial No. 16/217,943, filed on December 12, 2018, which is a 

continuation of U.S. Serial No. 15/97 4,105, filed on May 8, 2018, which is a 

continuation of U.S. Serial No. 14/502,230, filed on September 30, 2014, now U.S. 

Patent No. 10,097,815 B2, which in turn is a continuation of U.S. Serial No. 

13/376,427, filed on December 6, 2011, now U.S. Patent No. 8,878,905 B2, which is a 

national stage application of PCT/DK2010/050148, filed on June 17, 2010, and which 

claims the benefit of US 61/187,744, filed on June 17, 2009, and US 61/231,118, filed 

on August 4, 2009, the contents of all of which are incorporated herein by reference in 

their entirety. 

Field of the Invention 

The present disclosure relates to an apparatus and a method for optical 3D scanning of 

surfaces. The principle of the apparatus and method according to the disclosure may 

be applied in various contexts. One specific embodiment of the invention is particularly 

suited for intraoral scanning, i.e. direct scanning of teeth and surrounding soft-tissue in 

the oral cavity. Other dental related embodiments of the invention are suited for 

scanning dental impressions, gypsum models, wax bites, dental prosthetics and 

abutments. Another embodiment of the invention is suited for scanning of the interior 

and exterior part of a human ear or ear channel impressions. The disclosure may find 

use within scanning of the 3D structure of skin in dermatological or cosmetic I 

cosmetological applications, scanning of jewelry or wax models of whole jewelry or part 

of jewelry, scanning of industrial parts and even time resolved 3D scanning, such as 

time resolved 3D scanning of moving industrial parts. 

Background 
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The disclosure relates to three dimensional (3D) scanning of the surface geometry of 

objects. Scanning an object surface in 3 dimensions is a well known field of study and 

the methods for scanning can be divided into contact and non-contact methods. An 

example of contact measurements methods are Coordinate Measurement Machines 

(CMM), which measures by letting a tactile probe trace the surface. The advantages 

include great precision, but the process is slow and a CMM is large and expensive. 

Non-contact measurement methods include x-ray and optical probes. 

Confocal microscopy is an optical imaging technique used to increase micrograph 

contrast and/or to reconstruct three-dimensional images by using a spatial pinhole to 

eliminate out-of-focus light or flare in specimens that are thicker than the focal plane. 

A confocal microscope uses point illumination and a pinhole in an optically conjugate 

plane in front of the detector to eliminate out-of-focus information. Only the light within 

the focal plane can be detected. As only one point is illuminated at a time in confocal 

microscopy, 2D imaging requires raster scanning and 3D imaging requires raster 

scanning in a range of focus planes. 

In WO 00/08415 the principle of confocal microscopy is applied by illuminating the 

surface with a plurality of illuminated spots. By varying the focal plane in-focus spot­

specific positions of the surface can be determined. However, determination of the 

surface structure is limited to the parts of the surface that are illuminated by a spot. 

WO 2003/060587 relates to optically sectioning of a specimen in microscopy wherein 

the specimen is illuminated with an illumination pattern. Focus positions of the image 

plane are determined by characterizing an oscillatory component of the pattern. 

However, the focal plane can only be adjusted by moving the specimen and the optical 

system relative to each other, i.e. closer to or further away from each other. Thus, 

controlled variation of the focal plane requires a controlled spatial relation between the 

specimen and the optical system, which is fulfilled in a microscope. However, such a 

controlled spatial relation is not applicable to e.g. a hand held scanner. 

US2007 /0109559 A 1 describes a focus scanner where distances are found from the 

focus lens positions at which maximum reflective intensity of light beams incident on 

the object being scanned is observed. In contrast to the disclosure disclosed here, this 
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prior art exploits no pre-determined measure of the illumination pattern and exploits no 

contrast detection, and therefore, the signal-to-noise ratio is sub-optimal. 

In WO 2008/125605, means for generating a time-variant pattern composed of 

alternating split images are described. This document describes a scanning method to 

obtain an optical section of a scan object by means of two different illumination profiles, 

e.g. two patterns of opposite phases. These two images are used to extract the optical 

section, and the method is limited to acquisition of images from only two different 

illumination profiles. Furthermore, the method relies on a predetermined calibration that 

determines the phase offset between the two illumination profiles. 

Summary 

Thus, an object of the disclosure is to provide a scanner which may be integrated in a 

manageable housing, such as a handheld housing. Further objects of the disclosure 

are: discriminate out-of-focus information and provide a fast scanning time. 

This is achieved by a method and a scanner for obtaining and/or measuring the 3D 

geometry of at least a part of the surface of an object, said scanner comprising: 

at least one camera accommodating an array of sensor elements, 

means for generating a probe light incorporating a spatial pattern, 

means for transmitting the probe light towards the object thereby 

illuminating at least a part of the object with said pattern in one or more 

configurations, 

means for transmitting at least a part of the light returned from the object 

to the camera, 

means for varying the position of the focus plane of the pattern on the 

object while maintaining a fixed spatial relation of the scanner and the 

object, 

means for obtaining at least one image from said array of sensor 

elements, 

means for evaluating a correlation measure at each focus plane position 

between at least one image pixel and a weight function, where the 

weight function is determined based on information of the configuration 

of the spatial pattern; 
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data processing means for: 

a) determining by analysis of the correlation measure the in-focus 

position( s) of: 

each of a plurality of image pixels for a range of focus 

plane positions, or 

each of a plurality of groups of image pixels for a range of 

focus plane positions, and 

b) transforming in-focus data into 3D real world coordinates. 

The method and apparatus described in this disclosure is for providing a 3D surface 

registration of objects using light as a non-contact probing agent. The light is provided 

in the form of an illumination pattern to provide a light oscillation on the object. The 

variation / oscillation in the pattern may be spatial, e.g. a static checkerboard pattern, 

and/or it may be time varying, for example by moving a pattern across the object being 

scanned. The disclosure provides for a variation of the focus plane of the pattern over a 

range of focus plane positions while maintaining a fixed spatial relation of the scanner 

and the object. It does not mean that the scan must be provided with a fixed spatial 

relation of the scanner and the object, but merely that the focus plane can be varied 

(scanned) with a fixed spatial relation of the scanner and the object. This provides for a 

hand held scanner solution based on the present disclosure. 

In some embodiments the signals from the array of sensor elements are light intensity. 

One embodiment of the invention comprises a first optical system, such as an 

arrangement of lenses, for transmitting the probe light towards the object and a second 

optical system for imaging light returned from the object to the camera. In the preferred 

embodiment of the invention only one optical system images the pattern onto the object 

and images the object, or at least a part of the object, onto the camera, preferably 

along the same optical axis, however along opposite optical paths. 

In the preferred embodiment of the invention an optical system provides an imaging of 

the pattern onto the object being probed and from the object being probed to the 

camera. Preferably, the focus plane is adjusted in such a way that the image of the 

pattern on the probed object is shifted along the optical axis, preferably in equal steps 
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from one end of the scanning region to the other. The probe light incorporating the 

pattern provides a pattern of light and darkness on the object. Specifically, when the 

pattern is varied in time for a fixed focus plane then the in-focus regions on the object 

will display an oscillating pattern of light and darkness. The out-of-focus regions will 

display smaller or no contrast in the light oscillations. 

Generally we consider the case where the light incident on the object is reflected 

diffusively and/or specularly from the object's surface. But it is understood that the 

scanning apparatus and method are not limited to this situation. They are also 

applicable to e.g. the situation where the incident light penetrates the surface and is 

reflected and/or scattered and/or gives rise to fluorescence and/or phosphorescence in 

the object. Inner surfaces in a sufficiently translucent object may also be illuminated by 

the illumination pattern and be imaged onto the camera. In this case a volumetric 

scanning is possible. Some planktic organisms are examples of such objects. 

When a time varying pattern is applied a single sub-scan can be obtained by collecting 

a number of 2D images at different positions of the focus plane and at different 

instances of the pattern. As the focus plane coincides with the scan surface at a single 

pixel position, the pattern will be projected onto the surface point in-focus and with high 

contrast, thereby giving rise to a large variation, or amplitude, of the pixel value over 

time. For each pixel it is thus possible to identify individual settings of the focusing 

plane for which each pixel will be in focus. By using knowledge of the optical system 

used, it is possible to transform the contrast information vs. position of the focus plane 

into 3D surface information, on an individual pixel basis. 

Thus, in one embodiment of the disclosure the focus position is calculated by 

determining the light oscillation amplitude for each of a plurality of sensor elements for 

a range of focus planes. 

For a static pattern a single sub-scan can be obtained by collecting a number of 2D 

images at different positions of the focus plane. As the focus plane coincides with the 

scan surface, the pattern will be projected onto the surface point in-focus and with high 

contrast. The high contrast gives rise to a large spatial variation of the static pattern on 

the surface of the object, thereby providing a large variation, or amplitude, of the pixel 

values over a group of adjacent pixels. For each group of pixels it is thus possible to 
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identify individual settings of the focusing plane for which each group of pixels will be in 

focus. By using knowledge of the optical system used, it is possible to transform the 

contrast information vs. position of the focus plane into 3D surface information, on an 

individual pixel group basis. 

Thus, in one embodiment of the invention the focus position is calculated by 

determining the light oscillation amplitude for each of a plurality of groups of the sensor 

elements for a range of focus planes. 

The 2D to 3D conversion of the image data can be performed in a number of ways 

known in the art. I.e. the 3D surface structure of the probed object can be determined 

by finding the plane corresponding to the maximum light oscillation amplitude for each 

sensor element, or for each group of sensor elements, in the camera's sensor array 

when recording the light amplitude for a range of different focus planes. Preferably, the 

focus plane is adjusted in equal steps from one end of the scanning region to the other. 

Preferably the focus plane can be moved in a range large enough to at least coincide 

with the surface of the object being scanned. 

The present disclosure distinguishes itself from WO 2008/125605, because in the 

embodiments of the present invention that use a time-variant pattern, input images are 

not limited to two illumination profiles and can be obtained from any illumination profile 

of the pattern. This is because the orientation of the reference image does not rely 

entirely on a predetermined calibration, but rather on the specific time of the input 

image acquisition. 

Thus WO 2008/125605 applies specifically exactly two patterns, which are realized 

physically by a chrome-on-glass mask as illuminated from either side, the reverse side 

being reflective. WO 2008/125605 thus has the advantage of using no moving parts, 

but the disadvantage of a comparatively poorer signal-to-noise ratio. In the present 

disclosure there is the possibility of using any number of pattern configurations, which 

makes computation of the light oscillation amplitude or the correlation measure more 

precise. 

Definitions 
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Pattern: A light signal comprising an embedded spatial structure in the lateral plane. 

May also be termed "illumination pattern". 

Time varying pattern: A pattern that varies in time, i.e. the embedded spatial structure 

varies in time. May also be termed "time varying illumination pattern". In the following 

also termed "fringes". 

Static pattern: A pattern that does not vary in time, e.g. a static checkerboard pattern 

or a static line pattern. 

Pattern configuration: The state of the pattern. Knowledge of the pattern 

configuration at a certain time amounts to knowing the spatial structure of the 

illumination at that time. For a periodic pattern the pattern configuration will include 

information of the pattern phase. If a surface element of the object being scanned is 

imaged onto the camera then knowledge of the pattern configuration amounts to 

knowledge of what part of the pattern is illuminating the surface element. 

Focus plane: A surface where light rays emitted from the pattern converge to form an 

image on the object being scanned. The focus plane does not need to be flat. It may be 

a curved surface. 

Optical system: An arrangement of optical components, e.g. lenses, that transmit, 

collimate and/or images light, e.g. transmitting probe light towards the object, imaging 

the pattern on and/or in the object, and imaging the object, or at least a part of the 

object, on the camera. 

Optical axis: An axis defined by the propagation of a light beam. An optical axis is 

preferably a straight line. In the preferred embodiment of the invention the optical axis 

is defined by the configuration of a plurality of optical components, e.g. the 

configuration of lenses in the optical system. There may be more than one optical axis, 

if for example one optical system transmits probe light to the object and another optical 

system images the object on the camera. But preferably the optical axis is defined by 

the propagation of the light in the optical system transmitting the pattern onto the object 
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and imaging the object onto the camera. The optical axis will often coincide with the 

longitudinal axis of the scanner. 

Optical path: The path defined by the propagation of the light from the light source to 

the camera. Thus, a part of the optical path preferably coincides with the optical axis. 

Whereas the optical axis is preferably a straight line, the optical path may be a non­

straight line, for example when the light is reflected, scattered, bent, divided and/or the 

like provided e.g. by means of beam splitters, mirrors, optical fibers and the like. 

Telecentric system: An optical system that provides imaging in such a way that the 

chief rays are parallel to the optical axis of said optical system. In a telecentric system 

out-of-focus points have substantially same magnification as in-focus points. This may 

provide an advantage in the data processing. A perfectly telecentric optical system is 

difficult to achieve, however an optical system which is substantially telecentric or near 

telecentric may be provided by careful optical design. Thus, when referring to a 

telecentric optical system it is to be understood that it may be only near telecentric. 

Scan length: A lateral dimension of the field of view. If the probe tip (i.e. scan head) 

comprises folding optics to direct the probe light in a direction different such as 

perpendicular to the optical axis then the scan length is the lateral dimension parallel to 

the optical axis. 

Scan object: The object to be scanned and on which surface the scanner provides 

information. "The scan object" may just be termed "the object". 

Camera: Imaging sensor comprising a plurality of sensors that respond to light input 

onto the imaging sensor. The sensors are preferably ordered in a 2D array in rows and 

columns. 

Input signal: Light input signal or sensor input signal from the sensors in the camera. 

This can be integrated intensity of light incident on the sensor during the exposure time 

or integration of the sensor. In general, it translates to a pixel value within an image. 

May also be termed "sensor signal". 
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Reference signal: A signal derived from the pattern. A reference signal may also be 

denoted a weight function or weight vector or reference vector. 

Correlation measure: A measure of the degree of correlation between a reference 

and input signal. Preferably the correlation measure is defined such that if the 

reference and input signal are linearly related to each other then the correlation 

measure obtains a larger magnitude than if they are not. 

In some cases the correlation measure is a light oscillation amplitude. 

Image: An image can be viewed as a 2D array of values (when obtained with a digital 

camera) or in optics, an image indicates that there exists a relation between an imaged 

surface and an image surface where light rays emerging from one point on said imaged 

surface substantially converge on one point on said image surface. 

Intensity: In optics, intensity is a measure of light power per unit area. In image 

recording with a camera comprising a plurality of individual sensing elements, intensity 

may be used to term the recorded light signal on the individual sensing elements. In 

this case intensity reflects a time integration of light power per unit area on the sensing 

element over the exposure time involved in the image recording. 

Mathematical notation 

A A correlation measure between the weight function and the recorded light 

signal. This can be a light oscillation amplitude. 

Light input signal or sensor input signal. This can be integrated intensity of 

light incident on the sensor during the exposure time or integration of the 

sensor. In general, it translates to a pixel value within an image. 

f Reference signal. May also be called weight value. 

n The number of measurements with a camera sensor and/or several camera 

sensors that are used to compute a correlation measure. 

H Image height in number of pixels 

W Image width in number of pixels 

Symbols are also explained as needed in the text. 
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Detailed description of the preferred embodiments 

The scanner preferably comprises at least one beam splitter located in the optical path. 

For example, an image of the object may be formed in the camera by means of a beam 

splitter. Exemplary uses of beam splitters are illustrated in the figures. 

In a preferred embodiment of the invention light is transmitted in an optical system 

comprising a lens system. This lens system may transmit the pattern towards the 

object and images light reflected from the object to the camera. 

In a telecentric optical system, out-of-focus points have the same magnification as in­

focus points. Telecentric projection can therefore significantly ease the data mapping of 

acquired 2D images to 3D images. Thus, in a preferred embodiment of the invention 

the optical system is substantially telecentric in the space of the probed object. The 

optical system may also be telecentric in the space of the pattern and camera. 

Varying focus 

A pivotal point of the disclosure is the variation, i.e. scanning, of the focal plane without 

moving the scanner in relation to the object being scanned. Preferably the focal plane 

may be varied, such as continuously varied in a periodic fashion, while the pattern 

generation means, the camera, the optical system and the object being scanned is 

fixed in relation to each other. Further, the 3D surface acquisition time should be small 

enough to reduce the impact of relative movement between probe and teeth, e.g. 

reduce effect of shaking. In the preferred embodiment of the invention the focus plane 

is varied by means of at least one focus element. Preferably the focus plane is 

periodically varied with a predefined frequency. Said frequency may be at least 1 Hz, 

such as at least 2 Hz, 3, 4, 5, 6, 7, 8, 9 or at least 10 Hz, such as at least 20, 40, 60, 80 

or at least 100 Hz. 

Preferably the focus element is part of the optical system. I.e. the focus element may 

be a lens in a lens system. A preferred embodiment comprises means, such as a 

translation stage, for adjusting and controlling the position of the focus element. In that 

way the focus plane may be varied, for example by translating the focus element back 

and forth along the optical axis. 
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If a focus element is translated back and forth with a frequency of several Hz this may 

lead to instability of the scanner. A preferred embodiment of the invention thus 

comprises means for reducing and/or eliminating the vibration and/or shaking from the 

focus element adjustment system, thereby increasing the stability of the scanner. This 

may at least partly be provided by means for fixing and/or maintaining the centre of 

mass of the focus element adjustment system, such as a counter-weight to 

substantially counter-balance movement of the focus element; for example, by 

translating a counter-weight opposite to the movement of the focus element. Ease of 

operation may be achieved if the counter-weight and the focus element are connected 

and driven by the same translation means. This may however, only substantially 

reduce the vibration to the first order. If a counter-weight balanced device is rotated 

around the counter-weight balanced axis, there may be issues relating to the torque 

created by the counter-weights. A further embodiment of the invention thus comprises 

means for reducing and/or eliminating the first order, second order, third order and/or 

higher order vibration and/or shaking from the focus element adjustment system, 

thereby increasing the stability of the scanner. 

In another embodiment of the invention more than one optical element is moved to shift 

the focal plane. In that embodiment it is desirable that these elements are moved 

together and that the elements are physically adjacent. 

In the preferred embodiment of the invention the optical system is telecentric, or near 

telecentric, for all focus plane positions. Thus, even though one or more lenses in the 

optical system may be shifted back and forth to change the focus plane position, the 

telecentricity of the optical system is maintained. 

The preferred embodiment of the invention comprises focus gearing. Focus gearing is 

the correlation between movement of the lens and movement of the focus plane 

position. E.g. a focus gearing of 2 means that a translation of the focus element of 1 

mm corresponds to a translation of the focus plane position of 2 mm. Focus gearing 

can be provided by a suitable design of the optical system. The advantage of focus 

gearing is that a small movement of the focus element may correspond to a large 

variation of the focus plane position. In specific embodiments of the invention the focus 

gearing is between 0.1 and 100, such as between 0.1 and 1, such as between 1 and 
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10, such as between 2 and 8, such as between 3 and 6, such as least 10, such as at 

least 20. 

In another embodiment of the invention the focus element is a liquid lens. A liquid lens 

can control the focus plane without use of any moving parts. 

Camera 

The camera may be a standard digital camera accommodating a standard CCD or 

CMOS chip with one A/D converter per line of sensor elements (pixels). However, to 

increase the frame rate the scanner according to the disclosure may comprise a high­

speed camera accommodating multiple A/D converters per line of pixels, e.g. at least 2, 

4, 8 or 16 A/D converters per line of pixels. 

Pattern 

Another central element of the disclosure is the probe light with an embedded pattern 

that is projected on to the object being scanned. The pattern may be static or time 

varying. The time varying pattern may provide a variation of light and darkness on 

and/or in the object. Specifically, when the pattern is varied in time for a fixed focus 

plane then the in-focus regions on the object will display an oscillating pattern of light 

and darkness. The out-of-focus regions will display smaller or no contrast in the light 

oscillations. The static pattern may provide a spatial variation of light and darkness on 

and/or in the object. Specifically, the in-focus regions will display an oscillating pattern 

of light and darkness in space. The out-of-focus regions will display smaller or no 

contrast in the spatial light oscillations. 

Light may be provided from an external light source, however preferably the scanner 

comprises at least one light source and pattern generation means to produce the 

pattern. It is advantageous in terms of signal-to-noise ratio to design a light source 

such that the intensity in the non-masked parts of the pattern is as close to uniform in 

space as possible. In another embodiment the light source and the pattern generation 

means is integrated in a single component, such as a segmented LED. A segmented 

LED may provide a static pattern and/or it may provide a time varying pattern in itself 

by turning on and off the different segments in sequence. In one embodiment of the 

invention the time varying pattern is periodically varying in time. In another embodiment 
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of the invention the static pattern is periodically varying in space. 

Light from the light source (external or internal) may be transmitted through the pattern 

generation means thereby generating the pattern. For example the pattern generation 

means comprises at least one translucent and/or transparent pattern element. For 

generating a time varying pattern a wheel, with an opaque mask can be used. E.g. the 

mask comprises a plurality of radial spokes, preferably arranged in a symmetrical 

order. The scanner may also comprise means for rotating and/or translating the pattern 

element. For generating a static pattern a glass plate with an opaque mask can be 

used. E.g. the mask comprises a line pattern or checkerboard pattern. In general said 

mask preferably possesses rotational and/or translational periodicity. The pattern 

element is located in the optical path. Thus, light from the light source may be 

transmitted through the pattern element, e.g. transmitted transversely through the 

pattern element. The time varying pattern can then be generated by rotating and/or 

translating the pattern element. A pattern element generating a static pattern does not 

need to be moved during a scan. 

Correlation 

One object of the disclosure is to provide short scan time and real time processing, e.g. 

to provide live feedback to a scanner operator to make a fast scan of an entire tooth 

arch. However, real time high resolution 3D scanning creates an enormous amount of 

data. Therefore data processing should be provided in the scanner housing, i.e. close 

to the optical components, to reduce data transfer rate to e.g. a cart, workstation or 

display. In order to speed up data processing time and in order to extract in-focus 

information with an optimal signal-to-noise ratio various correlation techniques may be 

embedded I implemented. This may for example be implemented in the camera 

electronics to discriminate out-of-focus information. The pattern is applied to provide 

illumination with an embedded spatial structure on the object being scanned. 

Determining in-focus information relates to calculating a correlation measure of this 

spatially structured light signal (which we term input signal) with the variation of the 

pattern itself (which we term reference signal). In general the magnitude of the 

correlation measure is high if the input signal coincides with the reference signal. If the 

input signal displays little or no variation then the magnitude of the correlation measure 

is low. If the input signal displays a large spatial variation but this variation is different 

than the variation in the reference signal then the magnitude of the correlation measure 
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is also low. In a further embodiment of the invention the scanner and/or the scanner 

head may be wireless, thereby simplifying handling and operation of the scanner and 

increasing accessibility under difficult scanning situations, e.g. intra-oral or in the ear 

scanning. However, wireless operation may further increase the need for local data 

processing to avoid wireless transmission of raw 3D data. 

The reference signal is provided by the pattern generating means and may be periodic. 

The variation in the input signal may be periodic and it may be confined to one or a few 

periods. The reference signal may be determined independently of the input signal. 

Specifically in the case of a periodic variation, the phase between the oscillating input 

and reference signal may be known independently of the input signal. In the case of a 

periodic variation the correlation is typically related to the amplitude of the variation. If 

the phase between the oscillating input and reference signals is not known it is 

necessary to determine both cosine and sinusoidal part of the input signal before the 

input signal's amplitude of variation can be determined. This is not necessary when the 

phase is known. 

One way to define the correlation measure mathematically with a discrete set of 

measurements is as a dot product computed from a signal vector, / = ('1, ... ,In), with n > 

1 elements representing sensor signals and a reference vector, f = (f1, ... , fn), of same 

length as said signal vector of reference weights. The correlation measure A is then 

given by 
n 

A = t . I = L fi Ii 
i=1 

The indices on the elements in the signal vector represent sensor signals that are 

recorded at different times and/or at different sensors. In the case of a continuous 

measurement the above expression is easily generalized to involve integration in place 

of the summation. In that case the integration parameter is time and/or one or more 

spatial coordinates. 

A preferred embodiment is to remove the DC part of the correlation signal or correlation 

measure, i.e., when the reference vector elements sums to zero CI.Y=ifi = 0). The 

focus position can be found as an extremum of the correlation measure computed over 

all focus element positions. We note that in this case the correlation measure is 

proportional to the sample Pearson correlation coefficient between two variables. If the 
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DC part is not removed, there may exist a trend in DC signal over all focus element 

positions, and this trend can be dominating numerically. In this situation, the focus 

position may still be found by analysis of the correlation measure and/or one or more of 

its derivatives, preferably after trend removal. 

Preferably, the global extremum should be found. However, artifacts such as dirt on the 

optical system can result in false global maxima. Therefore, it can be advisable to look 

for local extrema in some cases. If the object being scanned is sufficiently translucent it 

may be possible to identify interior surfaces or surface parts that are otherwise 

occluded. In such cases there may be several local extrema that corresponds to 

surfaces and it may be advantageous to process several or all extrema. 

The correlation measure can typically be computed based on input signals that are 

available as digital images, i.e., images with a finite number of discrete pixels. 

Therefore conveniently, the calculations for obtaining correlation measures can be 

performed for image pixels or groups thereof. Correlation measures can then be 

visualized in as pseudo-images. 

The correlation measure applied in this disclosure is inspired by the principle of a lock­

in amplifier, in which the input signal is multiplied by the reference signal and integrated 

over a specified time. In this disclosure, a reference signal is provided by the pattern. 

Temporal correlation 

Temporal correlation involves a time-varying pattern. The light signal in the individual 

light sensing elements in the camera is recorded several times while the pattern 

configuration is varied. The correlation measure is thus at least computed with sensor 

signals recorded at different times. 

A principle to estimate light oscillation amplitude in a periodically varying light signal is 

taught in WO 98/45745 where the amplitude is calculated by first estimating a cosine 

and a sinusoidal part of the light intensity oscillation. However, from a statistical point of 

view this is not optimal because two parameters are estimated to be able to calculate 

the amplitude. 
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In this embodiment of the invention independent knowledge of the pattern configuration 

at each light signal recording allows for calculating the correlation measure at each 

light sensing element. 

In some embodiments of the invention the scanner comprises means for obtaining 

knowledge of the pattern configuration. To provide such knowledge the scanner 

preferably further comprises means for registering and/or monitoring the time varying 

pattern. 

Each individual light sensing element, i.e. sensor element, in the camera sees a 

variation in the light signal corresponding to the variation of the light illuminating the 

object. 

One embodiment of the invention obtains the time variation of the pattern by translating 

and/or rotating the pattern element. In this case the pattern configuration may be 

obtained by means of a position encoder on the pattern element combined with prior 

knowledge of the pattern geometry that gives rise to a pattern variation across 

individual sensing elements. Knowledge of the pattern configuration thus arises as a 

combination of knowledge of the pattern geometry that results in a variation across 

different sensing elements and pattern registration and/or monitoring during the 3D 

scan. In case of a rotating wheel as the pattern element the angular position of the 

wheel may then be obtained by an encoder, e.g. mounted on the rim. 

One embodiment of the invention involves a pattern that possesses translational and/or 

rotational periodicity. In this embodiment there is a well-defined pattern oscillation 

period if the pattern is substantially translated and/or rotated at a constant speed. 

One embodiment of the invention comprises means for sampling each of a plurality of 

the sensor elements a plurality of times during one pattern oscillation period, preferably 

sampled an integer number of times, such as sampling 2, 3, 4, 5, 6, 7 or 8 times during 

each pattern oscillation period, thereby determining the light variation during a period. 

The temporal correlation measure between the light variation and the pattern can be 

obtained by recording several images on the camera during one oscillation period (or at 

least one oscillation period). The number of images recorded during one oscillation 
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period is denoted n. The registration of the pattern position for each individual image 

combined with the independently known pattern variation over all sensing element (i.e. 

obtaining knowledge of the pattern configuration) and the recorded images allows for 

an efficient extraction of the correlation measure in each individual sensing element in 

the camera. For a light sensing element with label j, the n recorded light signals of that 

element are denoted '1 J , ... , lnJ- The correlation measure of that element, Aj, may be 

expressed as 
n 

Aj = L fi,j/i,j 
i=l 

Here the reference signal or weight function f is obtained from the knowledge of the 

pattern configuration. f has two indices i,j. The variation of fwith the first index is 

derived from the knowledge of the pattern position during each image recording. The 

variation of fwith the second index is derived from the knowledge of the pattern 

geometry which may be determined prior to the 3D scanning. 

Preferably, but not necessarily, the reference signal f averages to zero over time, i.e. 

for all j we have 
n 

Lfu=O 
i=l 

to suppress the DC part of the light variation or correlation measure. The focus position 

corresponding to the pattern being in focus on the object for a single sensor element in 

the camera will be given by an extremum value of the correlation measure of that 

sensor element when the focus position is varied over a range of values. The focus 

position may be varied in equal steps from one end of the scanning region to the other. 

To obtain a sharp image of an object by means of a camera the object must be in focus 

and the optics of the camera and the object must be in a fixed spatial relationship 

during the exposure time of the image sensor of the camera. Applied to the present 

disclosure this should imply that the pattern and the focus should be varied in discrete 

steps to be able to fix the pattern and the focus for each image sampled in the camera, 

i.e. fixed during the exposure time of the sensor array. However, to increase the 

sensitivity of the image data the exposure time of the sensor array should be as high as 

the sensor frame rate permits. Thus, in the preferred embodiment of the invention 

images are recorded (sampled) in the camera while the pattern is continuously varying 

(e.g. by continuously rotating a pattern wheel) and the focus plane is continuously 

Exhibit 1004 page 1562 of 1621 
DENTAL IMAGING



0079124-000370-T1 
18 

moved. This implies that the individual images will be slightly blurred since they are the 

result of a time-integration of the image while the pattern is varying and the focus plane 

is moved. This is something that one could expect to lead to deterioration of the data 

quality, but in practice the advantage of concurrent variation of the pattern and the 

focus plane is bigger than the drawback. 

In another embodiment of the invention images are recorded (sampled) in the camera 

while the pattern is fixed and the focus plane is continuously moved, i.e. no movement 

of the pattern. This could be the case when the light source is a segmented light 

source, such as a segment LED that flashes in an appropriate fashion. In this 

embodiment the knowledge of the pattern is obtained by a combination of prior 

knowledge of the geometry of the individual segments on the segmented LED give rise 

to a variation across light sensing elements and the applied current to different 

segments of the LED at each recording. 

In yet another embodiment of the invention images are recorded (sampled) in the 

camera while the pattern is continuously varying and the focus plane is fixed. 

In yet another embodiment of the invention images are recorded (sampled) in the 

camera while the pattern and the focus plane are fixed. 

The temporal correlation principle may be applied in general within image analysis. 

Thus, a further embodiment of the invention relates to a method for calculating the 

amplitude of a light intensity oscillation in at least one (photoelectric) light sensitive 

element, said light intensity oscillation generated by a periodically varying illumination 

pattern and said amplitude calculated in at least one pattern oscillation period, said 

method comprising the steps of: 

providing the following a predetermined number of sampling times during a pattern 

oscillation period: 

o sampling the light sensitive element thereby providing the signal of said light 

sensitive element, and 

o providing an angular position and/or a phase of the periodically varying 

illumination pattern for said sampling, and 

calculating said amplitude(s) by integrating the products of a predetermined 

periodic function and the signal of the corresponding light sensitive element over 
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said predetermined number of sampling times, wherein said periodic function is a 

function of the angular position and/or the phase of the periodically varying 

illumination pattern. 

This may also be expressed as 

where A is the calculated amplitude or correlation measure, i is the index for each 

sampling, f is the periodic function, Pi is the angular position / phase of the illumination 

pattern for sampling i and his the signal of the light sensitive element for sampling i. 

Preferably the periodic function averages to zero over a pattern oscillation period, i.e. 

To generalize the principle to a plurality of light sensitive elements, for example in a 

sensor array, the angular position/ phase of the illumination pattern for a specific light 

sensitive element may consist of an angular position / phase associated with the 

illumination pattern plus a constant offset associated with the specific light sensitive 

element. Thereby the correlation measure or amplitude of the light oscillation in light 

sensitive element j may be expressed as 

where ej is the constant offset for light sensitive elementj. 

A periodically varying illumination pattern may be generated by a rotating wheel with an 

opaque mask comprising a plurality of radial spokes arranged in a symmetrical order. 

The angular position of the wheel will thereby correspond to the angular position of the 

pattern and this angular position may obtained by an encoder mounted on the rim of 

the wheel. The pattern variation across different sensor elements for different position 

of the pattern may be determined prior to the 30 scanning in a calibration routine. A 

combination of knowledge of this pattern variation and the pattern position constitutes 

knowledge of the pattern configuration. A period of this pattern may for example be the 

time between two spokes and the amplitude of a single or a plurality of light sensitive 

elements of this period may be calculated by sampling e.g. four times in this period. 
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A periodically varying illumination pattern may generated by a Ranchi ruling moving 

orthogonal to the lines and the position is measured by an encoder. This position 

corresponds to the angular position of the generated pattern. Alternatively, a 

checkerboard pattern could be used. 

A periodically varying illumination pattern may generated by a one-dimensional array of 

LEDs that can be controlled line wise. 

A varying illumination pattern may generated by a LCD or OLP based projector. 

Optical correlation 

The abovementioned correlation principle (temporal correlation) requires some sort of 

registering of the time varying pattern, e.g. knowledge of the pattern configuration at 

each light level recording in the camera. However, a correlation principle without this 

registering may be provided in another embodiment of the invention. This principle is 

termed "optical correlation". 

In this embodiment of the invention an image of the pattern itself and an image of at 

least a part of the object being scanned with the pattern projected onto it is combined 

on the camera. I.e. the image on the camera is a superposition of the pattern itself and 

the object being probed with the pattern projected onto it. A different way of expressing 

this is that the image on the camera substantially is a multiplication of an image of the 

pattern projected onto the object with the pattern itself. 

This may be provided in the following way. In a further embodiment of the invention the 

pattern generation means comprises a transparent pattern element with an opaque 

mask. The probe light is transmitted through the pattern element, preferably transmitted 

transversely through the pattern element. The light returned from the object being 

scanned is retransmitted the opposite way through said pattern element and imaged 

onto the camera. This is preferably done in a way where the image of the pattern 

illuminating the object and the image of the pattern itself are coinciding when both are 

imaged onto the camera. One particular example of a pattern is a rotating wheel with 

an opaque mask comprising a plurality of radial spokes arranged in a symmetrical 

order such that the pattern possesses rotational periodicity. In this embodiment there is 

a well-defined pattern oscillation period if the pattern is substantially rotated at a 

constant speed. We define the oscillation period as 21dw. 
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We note that in the described embodiment of the invention the illumination pattern is a 

pattern of light and darkness. A light sensing element in the camera with a signal 

proportional to the integrated light intensity during the camera integration time 5t with 

label j, 11 is given by 

t+ot 

Ij = K f Tj(t')Sj(t')dt' 

t 

Here K is the proportionality constant of the sensor signal, tis the start of the camera 

integration time, 1j is the time-varying transmission of the part of the rotating pattern 

element imaged onto the /th light sensing element, and S1 is the time-varying light 

intensity of light returned from the scanned object and imaged onto the /th light sensing 

element. In the described embodiment 1j is the the step function substantially defined 

by Tlt) = 0 for sin(mt+¢1) > 0 and Tlt) = 1 elsewhere. ¢1 is a phase dependent on the 

position of the /th imaging sensor. 

The signal on the light sensing element is a correlation measure of the pattern and the 

light returned from the object being scanned. The time-varying transmission takes the 

role of the reference signal and the time-varying light intensity of light returned from the 

scanned object takes the role of the input signal. The advantage of this embodiment of 

the invention is that a normal CCD or CMOS camera with intensity sensing elements 

may be used to record the correlation measure directly since this appears as an 

intensity on the sensing elements. Another way of expressing this is that the 

computation of the correlation measure takes place in the analog, optical domain 

instead of in an electronic domain such as an FPGA or a PC. 

The focus position corresponding to the pattern being in focus on the object being 

scanned for a single sensor element in the camera will then be given by the maximum 

value of the correlation measure recorded with that sensor element when the focus 

position is varied over a range of values. The focus position may be varied in equal 

steps from one end of the scanning region to the other. One embodiment of the 

invention comprises means for recording and/or integrating and/or monitoring and/or 

storing each of a plurality of the sensor elements over a range of focus plane positions. 
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Preferably, the global maximum should be found. However, artifacts such as dirt on the 

optical system can result in false global maxima. Therefore, it can be advisable to look 

for local maxima in some cases. 

Since the reference signal does not average to zero the correlation measure has a DC 

component. Since the DC part is not removed, there may exist a trend in DC signal 

over all focus element positions, and this trend can be dominating numerically. In this 

situation, the focus position may still be found by analysis of the correlation measure 

and/or one or more of its derivatives. 

In a further embodiment of the invention the camera integration time is an integer 

number M of the pattern oscillation period, i.e. ct= 2CM I □ . One advantage of this 

embodiment is that the magnitude of the correlation measure can be measured with a 

better signal-to-noise ratio in the presence of noise than if the camera integration time 

is not an integer number of the pattern oscillation period. 

In another further embodiment of the invention the camera integration time is much 

longer than pattern oscillation period, i.e. □ t >> 2 □M I □ . Many times the pattern 

oscillation time would here mean e.g. camera integration time at least 10 times the 

oscillation time or more preferably such as at least 100 or 1000 times the oscillation 

time. One advantage of this embodiment is that there is no need for synchronization of 

camera integration time and pattern oscillation time since for very long camera 

integration times compared to the pattern oscillation time the recorded correlation 

measure is substantially independent of accurate synchronization. 

Equivalent to the temporal correlation principle the optical correlation principle may be 

applied in general within image analysis. Thus, a further embodiment of the invention 

relates to a method for calculating the amplitude of a light intensity oscillation in at least 

one (photoelectric) light sensitive element, said light intensity oscillation generated by a 

superposition of a varying illumination pattern with itself, and said amplitude calculated 

by time integrating the signal from said at least one light sensitive element over a 

plurality of pattern oscillation periods. 

Spatial correlation 
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The above mentioned correlation principles (temporal correlation and optical 

correlation) require the pattern to be varying in time. If the optical system and camera 

provides a lateral resolution which is at least two times what is needed for the scan of 

the object then it is possible to scan with a static pattern, i.e. a pattern which is not 

changing in time. This principle is termed "spatial correlation". The correlation measure 

is thus at least computed with sensor signals recorded at different sensor sites. 

The lateral resolution of an optical system is to be understood as the ability of optical 

elements in the optical system, e.g. a lens system, to image spatial frequencies on the 

object being scanned up to a certain point. Modulation transfer curves of the optical 

system are typically used to describe imaging of spatial frequencies in an optical 

system. One could e.g. define the resolution of the optical system as the spatial 

frequency on the object being scanned where the modulation transfer curve has 

decreased to e.g. 50%. The resolution of the camera is a combined effect of the 

spacing of the individual camera sensor elements and the resolution of the optical 

system. 

In the spatial correlation the correlation measure refers to a correlation between input 

signal and reference signal occurring in space rather than in time. Thus, in one 

embodiment of the invention the resolution of the measured 3D geometry is equal to 

the resolution of the camera. However, for the spatial correlation the resolution of the 

measured 3D geometry is lower than the resolution of the camera, such as at least 2 

times lower, such as at least 3 times lower, such as at least 4 times lower, such as 

least 5 times lower, such as at least 10 times lower. The sensor element array is 

preferably divided into groups of sensor elements, preferably rectangular groups, such 

as square groups of sensor elements, preferably adjacent sensor elements. The 

resolution of the scan, i.e. the measured 3D geometry, will then be determined by the 

size of these groups of sensor elements. The oscillation in the light signal is provided 

within these groups of sensor elements, and the amplitude of the light oscillation may 

then be obtained by analyzing the groups of sensor elements. The division of the 

sensor element array into groups is preferably provided in the data processing stage, 

i.e. the division is not a physical division thereby possibly requiring a specially adapted 

sensor array. Thus, the division into groups is "virtual" even though the single pixel in a 

group is an actual physical pixel. 
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In one embodiment of the invention the pattern posseses translational periodicity along 

at least one spatial coordinate. In a further embodiment of the invention the spatially 

periodic pattern is aligned with the rows and/or the columns of the array of sensor 

elements. For example in the case of a static line pattern the rows or columns of the 

pixels in the camera may be parallel with the lines of the pattern. Or in the case of a 

static checkerboard pattern the row and columns of the checkerboard may be aligned 

with the rows and columns, respectively, of the pixels in the camera. By aligning is 

meant that the image of the pattern onto the camera is aligned with the "pattern" of the 

sensor element in the sensor array of the camera. Thus, a certain physical location and 

orientation of the pattern generation means and the camera requires a certain 

configuration of the optical components of the scanner for the pattern to be aligned with 

sensor array of the camera. 

In a further embodiment of the invention at least one spatial period of the pattern 

corresponds to a group of sensor elements. In a further embodiment of the invention all 

groups of sensor elements contain the same number of elements and have the same 

shape. E.g. when the period of a checkerboard pattern corresponds to a square group 

of e.g. 2x2, 3x3, 4x4, 5x5, 6x6, 7x7, 8x8, 9x9, 10x10 or more pixels on the camera. 

In yet another embodiment one or more edges of the pattern is aligned with and/or 

coincide with one or more edges of the array of sensor elements. For example a 

checkerboard pattern may be aligned with the camera pixels in such a way that the 

edges of the image of the checkerboard pattern onto the camera coincide with the 

edges of the pixels. 

In spatial correlation independent knowledge of the pattern configuration allows for 

calculating the correlation measure at each group of light sensing. For a spatially 

periodic illumination this correlation measure can be computed without having to 

estimate the cosine and sinusoidal part of the light intensity oscillation. The knowledge 

of the pattern configuration may be obtained prior to the 3D scanning. 

In a further embodiment of the invention the correlation measure, A1, within a group of 

sensor elements with label j is determined by means of the following formula: 
n 

A1 = Lft.1h1 
i=l 
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Where n is the number of sensor elements in a group of sensors, 'Tj = (f1 ,i, ... fn,j} is the 

reference signal vector obtained from knowledge of the pattern configuration, and lj = 

(/1,j,, ... ln,j} is input signal vector. For the case of sensors grouped in square regions with 

N sensors as square length then n = N2. 

Preferably, but not necessarily, the elements of the reference signal vector averages to 

zero over space, i.e. for all jwe have 
n 

Iti,J = a 
i=1 

to suppress the DC part of the correlation measure. The focus position corresponding 

to the pattern being in focus on the object for a single group of sensor elements in the 

camera will be given by an extremum value of the correlation measure of that sensor 

element group when the focus position is varied over a range of values. The focus 

position may be varied in equal steps from one end of the scanning region to the other. 

In the case of a static checkerboard pattern with edges aligned with the camera pixels 

and with the pixel groups having an even number of pixels such as 2x2, 4x4, 6x6, 8x8, 

10x10, a natural choice of the reference vector fwould be for its elements to assume 

the value 1 for the pixels that image a bright square of the checkerboard and -1 for the 

pixels that image a dark square of the checkerboard. 

Equivalent to the other correlation principles the spatial correlation principle may be 

applied in general within image analysis. In particular in a situation where the resolution 

of the camera is higher than what is necessary in the final image. Thus, a further 

embodiment of the invention relates to a method for calculating the amplitude(s) of a 

light intensity oscillation in at least one group of light sensitive elements, said light 

intensity oscillation generated by a spatially varying static illumination pattern, said 

method comprising the steps of: 

providing the signal from each light sensitive element in said group of light sensitive 

elements, and 

calculating said amplitude(s) by integrating the products of a predetermined 

function and the signal from the corresponding light sensitive element over said 

group of light sensitive elements, wherein said predetermined function is a function 

reflecting the illumination pattern. 
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To generalize the principle to a plurality of light sensitive elements, for example in a 

sensor array, the correlation measure or amplitude of the light oscillation in group j may 

be expressed as 

AJ = f f(i,J)I,, 1 , 

l=l 

where n is the number of sensor elements in group j, /;,1 is the signal from the Ith sensor 

element in group j and f(i,j) is a predetermined function reflecting the pattern. 

Compared to temporal correlation, spatial correlation has the advantage that no moving 

pattern is required. This implies that knowledge of the pattern configuration may be 

obtained prior to the 3D scanning. Conversely, the advantage of temporal correlation is 

its higher resolution, as no pixel grouping is required. 

All correlation principles, when embodied with an image sensor that allows very high 

frame rates, enable 3D scanning of objects in motion with little motion blur. It also 

becomes possible to trace moving objects over time ("4D scanning"), with useful 

applications for example in machine vision and dynamic deformation measurement. 

Very high frame rates in this context are at least 500, but preferably at least 2000 

frames per second. 

Transforming correlation measure extrema to 30 world coordinates 

Relating identified focus position(s) for camera sensor or camera sensor groups to 3D 

world coordinates may be done by ray tracing through the optical system. Before such 

ray tracing can be performed the parameters of the optical system need to be known. 

One embodiment of the invention comprises a calibration step to obtain such 

knowledge. A further embodiment of the invention comprises a calibration step in which 

images of an object of known geometry are recorded for a plurality of focus positions. 

Such an object may be a planar checkerboard pattern. Then, the scanner can be 

calibrated by generating simulated ray traced images of the calibration object and then 

adjusting optical system parameters as to minimize the difference between the 

simulated and recorded images. 
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In a further embodiment of the invention the calibration step requires recording of 

images for a plurality of focus positions for several different calibration objects and/or 

several different orientations and/or positions of one calibration object. 

With knowledge of the parameters of the optical system, one can employ backward ray 

tracing technique to estimate the 20 -> 30 mapping. This requires that the scanner's 

optical system be known, preferably through calibration. The following steps can be 

performed: 

1. From each pixel of the image (at the image sensor), trace a certain number of rays, 

starting from the image sensor and through the optical system (backward ray tracing). 

2. From the rays that emit, calculate the focus point, the point where all these rays 

substantially intersect. This point represents the 30 coordinate of where a 20 pixel will 

be in focus, i.e., in yield the global maximum of light oscillation amplitude. 

3. Generate a look up table for all the pixels with their corresponding 30 coordinates. 

The above steps are repeated for a number of different focus lens positions covering 

the scanner's operation range. 

Specular reflections 

High spatial contrast of the in-focus pattern image on the object is often necessary to 

obtain a good signal to noise ratio of the correlation measure on the camera. This in 

turn may be necessary to obtain a good estimation of the focus position corresponding 

to an extremum in the correlation measure. This sufficient signal to noise ratio for 

successful scanning is often easily achieved in objects with a diffuse surface and 

negligible light penetration. For some objects, however, it is difficult to achieve high 

spatial contrast. 

A difficult kind of object, for instance, is an object displaying multiple scattering of the 

incident light with a light diffusion length large compared to the smallest feature size of 

the spatial pattern imaged onto the object. A human tooth is an example of such an 

object. The human ear and ear canal are other examples. In case of intra oral 

scanning, the scanning should preferably be provided without spraying and/or drying 

the teeth to reduce the specular reflections and light penetration. Improved spatial 

contrast can be achieved by preferential imaging of the specular surface reflection from 

the object on the camera. Thus, one embodiment of the invention comprises means 

for preferential / selectively imaging of specular reflected light and/or diffusively 
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reflected light. This may be provided if the scanner further comprises means for 

polarizing the probe light, for example by means of at least one polarizing beam 

splitter. A polarizing beam splitter may for instance be provided for forming an image of 

the object in the camera. This may be utilized to extinguish specular reflections, 

because if the incident light is linearly polarized a specular reflection from the object 

has the property that it preserves its polarization state 

The scanner according to the invention may further comprise means for changing the 

polarization state of the probe light and/or the light reflected from the object. This can 

be provided by means of a retardation plate, preferably located in the optical path. In 

one embodiment of the invention the retardation plate is a quarter wave retardation 

plate. A linearly polarized light wave is transformed into a circularly polarized light wave 

upon passage of a quarter wave plate with an orientation of 45 degrees of its fast axis 

to the linear polarization direction. This may be utilized to enhance specular reflections 

because a specular reflection from the object has the property that it flips the helicity of 

a circularly polarized light wave, whereas light that is reflected by one or more 

scattering events becomes depolarized. 

The field of view (scanning length) 

In one embodiment of the invention the probe light is transmitted towards the object in 

a direction substantially parallel with the optical axis. However, for the scan head to be 

entered into a small space such as the oral cavity of a patient it is necessary that the tip 

of the scan head is sufficiently small. At the same time the light out of the scan head 

need to leave the scan head in a direction different from the optical axis. Thus, a further 

embodiment of the invention comprises means for directing the probe light and/or 

imaging an object in a direction different from the optical axis. This may be provided by 

means of at least one folding element, preferably located along the optical axis, for 

directing the probe light and/or imaging an object in a direction different from the optical 

axis. The folding element could be a light reflecting element such as a mirror or a 

prism. In one embodiment of the invention a 45 degree mirror is used as folding optics 

to direct the light path onto the object. Thereby the probe light is guided in a direction 

perpendicular to the optical axis. In this embodiment the height of the scan tip is at 

least as large as the scan length and preferably of approximately equal size. 
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One embodiment of the invention comprises at least two light sources, such as light 

sources with different wavelengths and/or different polarization. Preferably also control 

means for controlling said at least two light sources. Preferably this embodiment 

comprises means for combining and/or merging light from said at least two light 

sources. Preferably also means for separating light from said at least two light sources. 

If waveguide light sources are used they may be merged by waveguides. However, 

one or more diffusers may also be provided to merge light sources. 

Separation and/or merging may be provided by at least one optical device which is 

partially light transmitting and partially light reflecting, said optical device preferably 

located along the optical axis, an optical device such as a coated mirror or coated 

plate. One embodiment comprises at least two of said optical devices, said optical 

devices preferably displaced along the optical axis. Preferably at least one of said 

optical devices transmits light at certain wavelengths and/or polarizations and reflects 

light at other wavelengths and/or polarizations. 

One exemplary embodiment of the invention comprises at least a first and a second 

light source, said light sources having different wavelength and/or polarization, and 

wherein 

a first optical device reflects light from said first light source in a direction different from 

the optical axis and transmits light from said second light source, and 

a second optical device reflects light from said second light source in a direction 

different from the optical axis. Preferably said first and second optical devices reflect 

the probe light in parallel directions, preferably in a direction perpendicular to the 

optical axis, thereby imaging different parts of the object surface. Said different parts of 

the object surface may be at least partially overlapping. 

Thus, for example light from a first and a second light source emitting light of different 

wavelengths (and/or polarizations) is merged together using a suitably coated plate 

that transmits the light from the first light source and reflects the light from the second 

light source. At the scan tip along the optical axis a first optical device (e.g. a suitably 

coated plate, dichroic filter) reflects the light from the first light source onto the object 

and transmits the light from the second light source to a second optical device (e.g. a 

mirror) at the end of the scan tip, i.e. further down the optical axis. During scanning the 

focus position is moved such that the light from the first light source is used to project 
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an image of the pattern to a position below the first optical device while second light 

source is switched off. The 3D surface of the object in the region below the first optical 

device is recorded. Then the first light source is switched off and the second light 

source is switched on and the focus position is moved such that the light from the 

second light source is used to project an image of the pattern to a position below the 

second optical device. The 3D surface of the object in the region below the second 

optical device is recorded. The region covered with the light from the two light sources 

respectively may partially overlap. 

In another embodiment of the invention the probe light is directed in a direction different 

from the optical axis by means of a curved fold mirror. This embodiment may comprise 

one or more optical elements, such as lenses, with surfaces that may be aspherical to 

provide corrected optical imaging. 

A further embodiment of the invention comprises of at least one translation stage for 

translating mirror(s) along the optical axis. This allows for a scan tip with a smaller 

height than the scan length. A large scan length can be achieved by combining several 

scans with the mirror(s) in different positions along the optical axis. 

In another embodiment of the invention the probe light is directed in a direction different 

from the optical axis by means of at least one grating that provides anamorphic 

magnification so that the image of the pattern on the object being scanned is stretched. 

The grating may be blazed. In this embodiment the light source needs to be 

monochromatic or semi-monochromatic. 

The abovementioned embodiments suitable for increasing the scan length may 

comprise control means for providing a coordination of the light sources and the focus 

element. 

Color scanning 

One embodiment of the invention is only registering the surface topology (geometry) of 

the object being scanned. However, another embodiment of the invention is being 

adapted to obtain the color of the surface being scanned, i.e. capable of registering the 

color of the individual surface elements of the object being scanned together with the 

surface topology of the object being scanned. To obtain color information the light 
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source needs to be white or to comprise at least three monochromatic light sources 

with colors distributed across the visible part of the electromagnetic spectrum. 

To provide color information the array of sensor elements may be a color image 

sensor. The image sensor may accommodate a Bayer color filter scheme. However, 

other color image sensor types may be provided, such as a Foveon type color image 

sensor, wherein the image sensor provides color registration in each sensor element. 

One embodiment of the invention comprises means selecting one color of the probe 

light at a time, i.e. selectively switching between different colors of the probe light, 

thereby illuminating the object with different colors. If a white light source is used then 

some kind of color filtering must be provided. Preferably comprising a plurality of color 

filters, such as red, green and blue color filters, and means for inserting said color 

filters singly in front of the white light source, thereby selecting a color of the probe 

light. 

In one embodiment of the invention color filters are integrated in the pattern generation 

means, i.e. the pattern generation means comprises color filters, such as translucent 

and/or transparent parts that are substantially monochromatically colored. For example 

a pattern element such as a rotating wheel with an opaque mask and where the 

translucent/ transparent parts are color filters. For example one third of the wheel is 

red, one third is green and one third is blue. 

Probe light of different colors may also be provided by at least three monochromatic 

light sources, such as lasers or LED's, said light sources having wavelengths 

distributed across the visible part of the wavelength spectrum. This will in general also 

require means for merging said light sources. For example suitable coated plates. In 

the case of waveguide light sources, the merging may be provided by a waveguide 

element. 

To handle the different colors of the probe light the optical system is preferably 

substantially achromatic. 

One embodiment of the invention comprises means for switching between at least two 

colors, preferably three colors, such as red, green and blue, of the probe light for a 
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focal plane position. I.e. for a single focal plane position it is possible to switch between 

different colors of the probe light. For example by switching on and off different 

monochromatic light sources (having one only light source turned on at a time) or by 

applying different color filters. Furthermore, the amplitude of the light signal of each of a 

plurality of the sensor elements may be determined for each color for each focal plane 

positions. I.e. for each focus position the color of the probe light may be switched. The 

embedded time varying pattern provides a single color oscillating light signal and the 

amplitude of the signal in each sensor element may be determined for that color. 

Switching to the next color the amplitude may be determined again. When the 

amplitude has been determined for all colors the focus position is changed and the 

process is repeated. The color of the surface being scanned may then be obtained by 

combining and/or weighing the color information from a plurality of the sensor 

elements. E.g. the color expressed as e.g. an RGB color coordinate of each surface 

element can be reconstructed by appropriate weighting of the amplitude signal for each 

color corresponding to the maximum amplitude. This technique may also be applied 

when a static pattern is provided where the color of at least a part of the pattern is 

varying in time. 

To decrease the amount of data to be processed the color resolution of the imaging 

may be chosen to be less than the spatial resolution. The color information is then 

provided by data interpolation. Thus, in one embodiment of the invention the amplitude 

of the light signal of each of a plurality of the sensor elements is determined for each 

color for selected full color focal plane positions, and the amplitude of the light signal of 

each of a plurality of the sensor elements is determined for one color for each focal 

plane position. Then the color of the surface being scanned may be obtained by 

interpolating the color information from full color focal plane positions. Thus, for 

example the amplitude is registered for all colors at an interval of N focus positions; 

while one color is selected for determination of the amplitude at all focus positions. N is 

a number which could be e.g. 3, 5, or 10. This results in a color resolution which is less 

than the resolution of the surface topology. This technique may also be applied when a 

static pattern is provided where the color of at least a part of the pattern is varying in 

time. 

Another embodiment of the invention does not register full color information and 

employs only two light sources with different colors. An example of this is a dental 
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scanner that uses red and blue light to distinguish hard (tooth) tissue from soft (gum) 

tissue. 

Impression scanning 

One embodiment of the invention is adapted to impression scanning, such as scanning 

of dental impressions and/or ear canal impressions. 

Small cavity scanner 

Specific applications of the scanner according to the invention relates to scanning of 

cavities, in particular body cavities. Scanning in cavities may relate to scanning of 

objects in the cavity, such as scanning of teeth in a mouth. However, scanning of e.g. 

the ear relate to scanning of the inner surface of the cavity itself. In general scanning of 

a cavity, especially a small cavity, requires some kind of probe for the scanner. Thus, in 

one embodiment of the invention the point of emission of probe light and the point of 

accumulation of reflected light is located on a probe, said probe being adapted to be 

entered into a cavity, such as a body cavity. 

In another embodiment of the invention the probe is adapted to scan at least a part of 

the surface of a cavity, such as an ear canal. The ability to scan at least a part of the 

external part of the ear and/or the ear canal and make a virtual or real model of the ear 

is essential in the design of modern custom-fitted hearing aid (e.g. ear shell or mold). 

Today, scanning of ears is performed in a two-step process where a silicone 

impression of the ear is taken first and the impression is subsequently scanned using 

an external scanner in a second step. 

Thus, one embodiment of the invention comprises 

a housing accommodating the camera, pattern generation means, focus varying 

means and data processing means, and 

at least one probe accommodating a first optical system, preferably a 

substantially elongated probe. 

Preferably, the point of emission of probe light and the point of accumulation of light 

returned from the scanned object is located on said probe. The optical system in the 

probe is for transmitting the probe light from the housing toward the object and also for 

transmitting and/or imaging light returned from the object back towards the housing 
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where the camera is located. Thus, the optical system in the probe may comprise a 

system of lenses. In one embodiment of the invention probe may comprise at least one 

optical fibre and/or a fibre bundle for transmitting / transporting / guiding the probe light 

and/or the returned light from the object surface. In this case the optical fibre(s) may 

act as an optical relay system that merely transports light (i.e. probe light and returned 

light) inside the probe. In one embodiment of the invention the probe is endoscopic. 

The probe may be rigid or flexible. Use of optical fibre(s) in the probe may e.g. provide 

a flexible probe with a small diameter. 

In one embodiment of the invention the light is transmitted to the object and imaged by 

means of only the optical system in the probe, the first optical system. However, in a 

further embodiment of the invention the housing may further comprise a second optical 

system. 

In a further embodiment of the invention the probe is detachable from the housing. 

Then preferably a first point of emission of probe light and a first point of accumulation 

of returned light is located on the probe, and a second point of emission of probe light 

and a second point of accumulation of returned light is located on the housing. This 

may require optical systems in both the housing and the probe. Thus, a scan may be 

obtained with the probe attached to the housing. However, a scan may also be 

obtained with the probe detached from the housing, i.e. the housing may be a 

standalone scanner in itself. For example the probe may be adapted to be inserted into 

and scanning the inside of a cavity, whereas the housing may be adapted to scanning 

of exterior surfaces. The attachment of the probe may include mechanical and/or 

electrical transfer between the housing and the probe. For instance attaching the probe 

may provide an electrical signal to the control electronics in the housing that signals the 

current configuration of the device. 

In one embodiment of the invention the probe light is directed toward the object in a 

direction substantially parallel with the optical axis and/or the longitudinal axis of the 

probe. In a further embodiment the probe comprises a posterior reflective element, 

such as a mirror, for directing the probe light in a direction different from the optical 

axis, preferably in a direction perpendicular to the optical axis. Applying to the 

abovementioned example with a stand-alone scanner housing with the probe 

detached, the probe light may exit the housing in a direction parallel with the optical 
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axis of the optical system in the housing (i.e. the second optical system), whereas with 

the probe attached the probe light may be directed in a direction different than the 

optical axis of the optical system of the probe (i.e. the first optical system). Thereby the 

probe is better adapted to scanning a cavity. 

In some embodiments of this invention, waste heat generated in the scanner is used to 

warm the probe such that no or less condensation occurs on the probe when the probe 

is inside the body cavity, e.g. the mouth. Waste heat can, e.g., be generated by the 

processing electronics, the light source, and/or the mechanism that moves the focus 

element. 

In some embodiments of this invention, the scanner provides feedback to the user 

when the registration of subsequent scans to a larger model of the 3D surface fails. For 

example, the scanner could flash the light source. 

Further, the probe may comprise means for rotating / spinning the reflective element, 

preferably around an axis substantially parallel with the optical axis and/or the 

longitudinal axis of the probe. Thereby the probe may be adapted to provide a scan 

360° around the optical axis and/or the longitudinal axis of the probe, preferably without 

rotation of probe and/or scanner. 

In a further embodiment of the invention a plurality of different probes matches the 

housing. Thereby different probes adapted to different environments, surfaces, cavities, 

etc. may be attached to the housing to account for different scanning situations. A 

specific example of this is when the scanner comprises a first probe being adapted to 

scan the interior part of a human ear and a second probe being adapted to scan the 

exterior part of said human ear. Instead of a second probe it may be the housing itself, 

i.e. with the probe detached, that is adapted to scan the exterior part of said human 

ear. I.e. the housing may be adapted to perform a 3D surface scan. In other words: the 

housing with the probe attached may be adapted to scan the interior part of a human 

ear and the housing with the probe detached may be adapted to scan the exterior part 

of said human ear. Preferably, means for merging and/or combining 3D data for the 

interior and exterior part of the ear provided, thereby providing a full 3D model of a 

human ear. 
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For handheld embodiments of this invention, a pistol-like design is ergonomic because 

the device rests comfortably inside the hand of the operator, with most of the mass 

resting on top of the hand and/or wrist. In such a design, it is advantageous to be able 

to orient the above-mentioned posterior reflective in multiple positions. For example, it 

could be possible to rotate a probe with the posterior reflective element, with or without 

the step of detaching it from the main body of the scanning device. Detachable probes 

may also be autoclavable, which is a definitely advantage for scanners applied in 

humans, e.g., as medical devices. For embodiments of this invention that realize a 

physically moving focus element by means of a motor, it is advantageous to place this 

motor inside a grip of the pistol-like shape. 

Use of motion, gravity, and magnetic sensors 

Handheld embodiments of the invention preferably include motion sensors such as 

accelerometers and/or gyros .. Preferably, these motion sensors are small like 

microelectromechanical systems (MEMS) motion sensors. The motion sensors should 

preferably measure all motion in 30, i.e., both translations and rotations for the three 

principal coordinate axes. The benefits are: 

A) Motion sensors can detect vibrations and/or shaking. Scans such affected can 

be either discarded or corrected by use of image stabilization techniques. 

B) Motion sensors can help with stitching and/or registering partial scans to each 

other. This advantage is relevant when the field of view of the scanner is 

smaller than the object to be scanned. In this situation, the scanner is applied 

for small regions of the object (one at a time) that then are combined to obtain 

the full scan. In the ideal case, motion sensors can provide the required relative 

rigid-motion transformation between partial scans' local coordinates, because 

they measure the relative position of the scanning device in each partial scan. 

Motion sensors with limited accuracy can still provide a first guess for a 

software-based stitching/ registration of partial scans based on, e.g., the 

Iterative Closest Point class of algorithms, resulting in reduced computation 

time. 

C) Motion sensors can be used (also) as a remote control for the software that 

accompanies the invention. Such software, for example, can be used to 
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visualize the acquired scan. With the scanner device now acting as a remote 

control, the user can, for example, rotate and/or pan the view (by moving the 

remote control in the same way as the object on the computer screen should 

"move"). Especially in clinical application, such dual use of the handheld 

scanner is preferable out of hygienic considerations, because the operator 

avoids contamination from alternative, hand-operated input devices (touch 

screen, mouse, keyboard, etc). 

Even if it is too inaccurate to sense translational motion, a 3-axis accelerometer can 

provide the direction of gravity relative to the scanning device. Also a magnetometer 

can provide directional information relative to the scanning device, in this case from the 

earth's magnetic field. Therefore, such devices can help with stitching/registration and 

act as a remote control element. 

The present invention relates to different aspects including the scanner device 

described above and in the following, and corresponding methods, devices, uses 

and/or product means, each yielding one or more of the benefits and advantages 

described in connection with the first mentioned aspect, and each having one or more 

embodiments corresponding to the embodiments described in connection with the first 

mentioned aspect and/or disclosed in the appended claims. 

In particular, disclosed herein is a method for obtaining and/or measuring the 3D 

geometry of at least a part of the surface of an object, said method comprising the 

steps of: 

generating a probe light incorporating a spatial pattern, 

transmitting the probe light towards the object along the optical axis of 

an optical system, thereby illuminating at least a part of the object with 

said pattern, 

transmitting at least a part of the light returned from the object to the 

camera, 

varying the position of the focus plane of the pattern on the object while 

maintaining a fixed spatial relation of the scanner and the object, 

obtaining at least one image from said array of sensor elements, 

evaluating a correlation measure at each focus plane position between 

at least one image pixel and a weight function, where the weight 
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function is determined based on information of the configuration of the 

spatial pattern; 

determining by analysis of the correlation measure the in-focus 

position(s) of: 

- each of a plurality of image pixels in the camera for said range of 

focus plane positions, or 

- each of a plurality of groups of image pixels in the camera for 

said range of focus planes, and 

transforming in-focus data into 3D real world coordinates. 

Disclosed is also a computer program product comprising program code means for 

causing a data processing system to perform the method, when said program code 

means are executed on the data processing system. 

Disclosed is also a computer program product, comprising a computer-readable 

medium having stored there on the program code means. 

Another aspect of the invention relates to a scanner for obtaining and/or measuring the 

3D geometry of at least a part of the surface of an object, said scanner comprising: 

at least one camera accommodating an array of sensor elements, 

means for generating a probe light, 

means for transmitting the probe light towards the object thereby 

illuminating at least a part of the object, 

means for transmitting light returned from the object to the camera, 

means for varying the position of the focus plane on the object, 

means for obtaining at least one image from said array of sensor 

elements, 

means for: 

a) determining the in-focus position(s) of: 

each of a plurality of the sensor elements for a range of 

focus plane positions, or 

each of a plurality of groups of the sensor elements for a 

range of focus plane positions, and 

b) transforming in-focus data into 3D real world coordinates; 
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wherein the scanner further comprises counter-weight means for counter­

balancing the means for varying the position of the focus plane. 

Disclosed is also a method for obtaining and/or measuring the 3D geometry of at least 

a part of the surface of an object, said method comprising the steps of: 

accommodating an array of sensor elements, 

generating a probe light, 

transmitting the probe light towards the object thereby illuminating at 

least a part of the object, 

transmitting light returned from the object to the camera, 

varying the position of the focus plane on the object, 

obtaining at least one image from said array of sensor elements, 

determining the in-focus position(s) of: 

each of a plurality of the sensor elements for a range of 

focus plane positions, or 

each of a plurality of groups of the sensor elements for a 

range of focus plane positions, and 

transforming in-focus data into 3D real world coordinates; 

wherein the method further comprises counter-balancing the means for varying 

the position of the focus plane. 

Another aspect of the invention relates to a handheld 3D scanner with a grip at an 

angle of more than 30 degrees from the scanner's main optical axis, for use in intraoral 

or in-ear scanning. 

Brief description of the drawings 

Fig. 1: A schematic presentation of a first example embodiment of the device according 

to the invention. 

Fig. 2: A schematic presentation of a second example embodiment of the device 

according to the invention (optical correlation). 

Figs. 3A through 3C: Schematic presentations of example embodiments of patterns 

according to the invention. 
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Fig. 4: A schematic presentation of a first example embodiment of a flat scan tip with 

large scan length, using a plurality of (dichroic) mirrors and light sources. 

Fig. 5: A schematic presentation of a third example embodiment of a flat scan tip with a 

large scan length, using a curved mirror. 

Fig. 6: A schematic presentation of a fourth example embodiment of a flat scan tip with 

large scan length, using a diffractive grating. 

Fig. 7: A schematic presentation of an example embodiment of a mass-balanced focus 

lens scanner. 

Fig. 8: A schematic presentation of an example embodiment of a device for 

simultaneous scanning of a surface shape and color. 

Fig. 9: A schematic presentation of an example embodiment of a device for scanning 

the at least a part of the external part of the human ear and/or a part of the ear canal of 

a human ear. 

Figs. 1 OA and 1 OB: Schematics showing how a scanner embodiment can be used to 

both scan the outer and inner ear, respectively. 

Fig. 11: Schematic of a scanner probe embodiment used to scan a narrow body cavity, 

such as a human ear. 

Figs. 12A through 12D: Examples of mirror configurations to be used with a scanner 

probe. 

Fig. 13: A schematic representation of the reference signal values/ weight values per 

pixel for a checkerboard pattern in an idealized optical system. 

Figs. 14A through 14E: Illustration of the process of generating a fused reference 

signal, visualized as images. 

Fig. 15: Top: Example image with projected pattern showing on a human tooth. Bottom: 

The correlation measure for the series of focus lens positions at the group of pixels 

framed in the top part of the figure. 

Fig. 16: Example fused correlation measure image of an intraoral scene. 

Fig. 17: Example of a handheld intraoral scanner with a pistol-like grip and a removable 

tip. 

It will be understood that the ray traces and lenses depicted in the figures are for 

purpose of illustration only, and depict optical paths generally in the discussed 

systems. The ray traces and lens shapes should not be understood to limit the scope of 

the invention in any sense including the magnitude, direction, or focus of light rays or 

bundles passing through various optical components, not withstanding any variations in 
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number, direction, shape, position or size thereof, except as expressly indicated in the 

following detailed description of the exemplary embodiments illustrated in the drawings. 

Detailed description of the drawings 

A functional hand held 3D surface scanner should preferably have the following 

properties: 

1) Telecentricity in the space of the object being scanned, 

2) possibility to shift the focal plane while maintaining telecentricity and 

magnification 

3) simple focusing scheme that involves tuning of optical components only in the 

handle of the device and not in the probe tip, and 

4) a total size consistent with a hand held scanning device. 

The scanner embodiment illustrated in Fig. 1 is a hand-held scanner with all 

components inside the housing (head) 100. The scanner head comprises a tip which 

can be entered into a cavity, a light source 110, optics 120 to collect the light from the 

light source, pattern generation means 130, a beam splitter 140, an image sensor and 

electronics 180, a lens system which transmits and images the light between the 

pattern, the object being scanned, and the image sensor (camera) 180. The light from 

the light source 110 travels back and forth through the optical system 150. During this 

passage the optical system images the pattern 130 onto the object being scanned 200 

and further images the object being scanned onto the image sensor 181. The lens 

system includes a focusing element 151 which can be adjusted to shift the focal 

imaging plane of the pattern on the probed object 200. One way to embody the 

focusing element is to physically move a single lens element back and forth along the 

optical axis. The device may include polarization optics 160. The device may include 

folding optics 170 which directs the light out of the device in a direction different to the 

optical axis of the lens system, e.g. in a direction perpendicular to the optical axis of the 

lens system. As a whole, the optical system provides an imaging of the pattern onto the 

object being probed and from the object being probed to the camera. One application 

of the device could be for determining the 3D structure of teeth in the oral cavity. 

Another application could be for determining the 3D shape of the ear canal and the 

external part of the ear. 
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The optical axis in Fig. 1 is the axis defined by a straight line through the light source 

110, optics 120 and the lenses in the optical system 150. This also corresponds to the 

longitudinal axis of the scanner illustrated in Fig. 1. The optical path is the path of the 

light from the light source 110 to the object 220 and back to the camera 180. The 

optical path may change direction, e.g. by means of beam splitter 140 and folding 

optics 170. 

The focus element is adjusted in such a way that the image of the pattern on the 

scanned object is shifted along the optical axis, preferably in equal steps from one end 

of the scanning region to the other. When the pattern is varied in time in a periodic 

fashion for a fixed focus position then the in-focus regions on the object will display an 

spatially varying pattern. The out-of-focus regions will display smaller or no contrast in 

the light variation. The 3D surface structure of the probed object is determined by 

finding the plane corresponding to an extremum in the correlation measure for each 

sensor in the camera's sensor array or each group of sensor in the camera's sensor 

array when recording the correlation measure for a range of different focus positions 

300. Preferably one would move the focus position in equal steps from one end of the 

scanning region to the other. 

Pattern generation 

An embodiment of the pattern generation means is shown in Fig. 3a: A transparent 

wheel with an opaque mask 133 in the form of spokes pointing radially from the wheel 

center. In this embodiment the pattern is time-varied by rotating the wheel with a motor 

131 connected to the wheel with e.g. a drive shaft 132. The position of the pattern in 

time may be registered during rotation. This can be achieved by e.g. using a position 

encoder on the rim of the pattern 134 or obtaining the shaft position directly from motor 

131. 

Fig. 3b illustrates another embodiment of the pattern generation means: A segmented 

light source 135, preferably a segmented LED. In this embodiment the LED surface is 

imaged onto the object under investigation. The individual LED segments 136 are 

turned on and off in a fashion to provide a known time-varying pattern on the object. 

The control electronics 137 of the time varying pattern is connected to the segmented 

light source via electrical wires 138. The pattern is thus integrated into the light source 

and a separate light source is not necessary. 
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Fig. 3c illustrates a static pattern as applied in a spatial correlation embodiment of this 

invention. The checkerboard pattern shown is preferred because calculations for this 

regular pattern are easiest. 

Temporal correlation 

Fig. 1 is also an exemplary illustration of the temporal correlation wherein an image of 

the pattern on and/or in the object is formed on the camera. Each individual light 

sensing element in the camera sees a variation in the signal level corresponding to the 

variation of the illumination pattern on the object. The variation is periodic in the 

exemplary illustration. The light variation for each individual light sensing element will 

have a constant phase offset relative to the pattern position .. 

The correlation measure may be obtained by recording n images on the camera during 

at least one oscillation period. n is an integer number greater than one. The registration 

of the pattern position for each individual image combined with the phase offset values 

for each sensing element and the recorded images allows for an efficient extraction of 

the correlation measure in each individual sensing element in the camera using the 

following formula, 
n 

A-=~F .. J .. 
J L J t,J l,J 

i=1 

Here Aj is the estimated correlation measure of sensing elementj, l1J, ... lnJ are then 

recorded signals from sensing element j, f1J, ... fnJ are then reference signal values 

obtained from the knowledge of the pattern configuration for each image recording. f 

has two indices i,j. The variation off with the first index is derived from the knowledge 

of the pattern position during each image recording. The variation of fwith the second 

index is derived from the knowledge of the pattern geometry which may be determined 

prior to the 3D scanning. 

The focus position corresponding to the pattern being in focus on the object for a single 

sensor in the camera will be given by an extremum in the recorded correlation measure 

of that sensor when the focus position is varied over a range of values, preferably in 

equal steps from one end of the scanning region to the other. 

Spatial correlation 
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In an example of the spatial correlation scheme, one image of the object with projected 

checkerboard pattern is recorded with as high resolution as allowed by the image 

sensor. The scheme in the spatial correlation in is then to analyze groups of pixels in 

the recorded image and extract the correlation measure in the pattern. An extremum in 

the obtained correlation measures indicates the in-focus position. For simplicity, one 

can use a checkerboard pattern with a period corresponding to n = N x N pixels on the 

sensor and then analyze the correlation measure within one period of the pattern (in 

the general case the pattern need not be quadratic N x N). In the best case, it will be 

possible to align the pattern so that the checkerboard edges coincide with the pixel 

edges but the scanning principle does not rely upon this. Fig. 16 shows this for the 

case n = 4 x 4 = 16. For a sensor with W x H = 1024 x 512 pixels, this would 

correspond to obtaining 256 x 128 correlation measure points from one image. 

Extraction of the correlation measure A1 within an N x N group of pixels with label j is 

given by 
n 

A1 = IAit,j 
i=l 

where '1 = (f1 .i, ... fn,) is the reference signal vector obtained from knowledge of the 

pattern configuration, and 11 = ('1.i,,··· 111,1) is input signal vector. 

To suppress any DC part in the light we prefer that for all j that 
n 

a= Iri,j 
i=l 

For the situation depicted in Fig. 16 for instance, f;,1 = -1 for the pixels corresponding to 

the dark parts of the pattern, and f;,1 = +1 otherwise. If the pattern edge was not aligned 

with the edges of the pixels, or if the optical system was not perfect (and thus in all 

practical applications), then f;,1 would assume values between -1 and +1 for some i. A 

detailed description of how to determine the reference function is given later. 

Optical correlation 

An example of the optical correlation shown in Fig. 2. In this embodiment an image is 

formed on the camera 180 which is a superposition of the pattern 130 with the probed 

object 200. In this embodiment the pattern is of a transmissive nature where light is 

transmitted through the pattern and the image of the pattern is projected onto the 

object and back again. In particular this involves retransmission of the light through the 
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pattern in the opposite direction. An image of the pattern onto the camera is then 

formed with the aid of a beam splitter 140. The result of this arrangement is an image 

being formed on the camera which is a superposition of the pattern itself and the object 

being probed. A different way of expressing this is that the image on the camera is 

substantially a multiplication of an image of the pattern projected onto the object with 

the pattern itself. 

The variation is periodic in the exemplary illustration. The correlation measure between 

the light variation on the object and the pattern for a given focus distance may be 

obtained by time integrating the camera signal over a large number of oscillation 

periods so that exact synchronization of pattern oscillation time and camera integration 

time is not important. The focus position corresponding to the pattern being in focus on 

the object for a single sensor in the camera will be given by the maximum recorded 

signal value of that sensor when the focus position is varied over a range of values, 

preferably in equal steps from one end of the scanning region to the other. 

Finding the predetermined reference function 

In the following, the process for computing the reference signal f is described for a 

spatial correlation embodiment of this invention, and depicted in a stylized way in Figs. 

14A - 14E. 

The process starts by recording a series of images of the checkerboard pattern as 

projected, e.g., on a flat surface, preferably oriented orthogonally to the optical axis of 

the scanner. The images are taken at different positions of the focusing element, in 

effect covering the entire travel range of said focus element. Preferably, the images are 

taken at equidistant locations. 

As the focus plane generally is not a geometrical plane, different regions of the flat 

surface will be in focus in different images. Examples of three such images are shown 

in Figs. 14A - 14C, where 1700 is an in-focus region. Note that in this stylized figure, 

transitions between regions in and out of focus, respectively, are exaggerated in order 

to demonstrate the principle more clearly. Also, in general there will be many more 

images than just the three used in this simple example. 
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In-focus regions within an image are found as those of maximum intensity variance 

(indicating maximum contrast) over the entire said series of images. The region to 

compute variance over need not be the same as the pixel group dimension used in 

spatial correlation, but should be large enough to contain the both dark and light 

regions of the pattern, and it must be the same for all images in the series. 

Finally, a "fused image" (Fig. 14D) is generated by combining all the in-focus regions of 

the series (Figs. 14A - 14C). Note that in real applications, the fused image will 

generally not be a perfect checkerboard of black and white, but rather include 

intermediate gray values as caused by an imperfect optical system and a checkerboard 

that is not perfectly aligned with the camera sensors. An example of part of a real fused 

image is shown in Fig. 14E. 

The pixel intensities within this image can be interpreted as a "weight image" with same 

dimensions as the original image of the pattern. In other words, the pixel values can be 

interpreted as the reference signal and the reference vector I set of weigth values ij = 

(f1,i, ... fnJ) for then pixels in the pixel group with indexj can be found from the pixel 

values. 

For convenience in the implementation of the calculations, especially when carried out 

on an FPGA, the fused image can be sub-divided into pixel groups. The DC part of the 

signal can then be removed by subtracting the within-group intensity mean from each 

pixel intensity value. Furthermore, one can then normalize by dividing by the within­

group standard deviation. The thus processed weight values are an alternative 

description of the reference signal. 

Because of the periodic nature of the "fused image" and thus the "weight image", the 

latter can be compressed efficiently, thus minimizing memory requirements in the 

electronics that can implement the algorithm described here. For example, the PNG 

algorithm can be used for compression. 

The "correlation image" 

A "correlation" image is generated based on the "fused image" and the set of images 

recorded with the camera during a scan. For spatial correlation based on an N x N 

checkerboard pattern, recall that within-group correlation measure is 
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where ij = (f1,i, ... fn,} are values from the fused image, and /j = ('1,i, ... In) are values 

from a recorded image on the camera. The pixel groupings used in any DC removal 

and possibly normalization that yielded the fused image are the same as in the above 

calculation. For each image recorded by the scanner during a sweep of the focusing 

element, there will thus be an array of (H/N) x (W/N) values of A. This array can be 

visualized as an image. 

Fig. 15 (top section) shows one example correlation measure image, here of part of a 

human tooth and its edge. A pixel group of 6x6 pixels is marked by a square 1801. For 

this example pixel group, the series of correlation measures A over all images within a 

sweep of the focusing element is shown in the chart in the bottom section of Fig. 15 

(cross hairs). The x-axis on the chart is the position of the focusing element, while the 

y-axis shows the magnitude of A. Running a simple Gaussian filter over the raw series 

results in a smoothed series (solid line). In the figure the focus element is in the 

position that gives optimal focus for the example group of pixels. This fact is both 

subjectively visible in the picture, but also determined quantitatively as the maximum of 

the series of A. The vertical line 1802 in the bottom section of Fig. 15 indicates the 

location of the global extremum and thus the in-focus position. Note that in this 

example, the location of the maxima in the smoothed and the raw series, respectively, 

are visually indistinguishable. In principle, however, it is possible and also 

advantageous to find the maximum location from the smoothed series, as that can be 

between two lens positions and thus provide higher accuracy. 

The array of values of A can be computed for every image recorded in a sweep of the 

focus element. Combining the global extrema (over all images) of A in all pixel groups 

in the same manner the fused image was combined, one can obtain a pseudo-image of 

dimension (H/N) x (W/N). This we call the "fused correlation image". An example of a 

fused correlation image of some teeth and gingiva is shown in Fig. 16. As can be seen, 

it is useful for visualization purposes. 

Increasing field of view 
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For the scan head to be entered into a small space such as the oral cavity of a patient 

it is necessary that the tip of the scan head is sufficiently small. At the same time the 

light out of the scan head need to leave the scan head in a direction different from the 

optical axis, e.g. at a direction perpendicular to the optical axis. In one embodiment of 

the invention a 45 degree mirror is used as folding optics 170 direct the light path onto 

the object. In this embodiment the height of the scan tip need to be at least as large as 

the scan length. 

Another embodiment of the invention is shown in Fig. 4. This embodiment of the 

invention allows for a scan tip with a smaller height (denoted bin the figure) than the 

scan length (denoted a in the figure). The light from two sources 110 and 111 emitting 

light of different colors/wavelengths is merged together using a suitably coated plate 

( e.g. a dichroic filter) 112 that transmit the light from 11 0 and reflects the light from 111. 

At the scan tip a suitably coated plate (e.g. a dichroic filter) 171 reflects the light from 

one source onto the object and transmits the light from the other source to a mirror at 

the end of the scan tip 172. During scanning the focus position is moved such that the 

light from 110 is used to project an image of the pattern to a position below 171 while 

111 is switched off. The 3D surface of the object in the region below 171 is recorded. 

Then 110 is switched off and 111 is switched on and the focus position is moved such 

that the light from 111 is used to project an image of the pattern to a position below 

172. The 3D surface of the object in the region below 172 is recorded. The region 

covered with the light from 110 and 111 respectively may partially overlap. 

Another embodiment of the invention that allows for a scan tip with a smaller height 

(denoted bin the figure) than the scan length (denoted a in the figure) is shown in Fig. 

5. In this embodiment the fold optics 170 comprises a curved fold mirror 173 that may 

be supplemented with one or two lens elements 175 and 176 with surfaces that may be 

aspherical to provide corrected optical imaging. 

Another embodiment of the invention that allows for a scan tip with a smaller height 

(denoted bin the figure) than the scan length (denoted a in the figure) is shown in Fig. 

6. In this embodiment the fold optics 170 comprises a grating 177 that provides 

anamorphic magnification so that the image of the pattern on the object being scanned 

is stretched. The grating may be blazed. The light source 110 needs to be 

monochromatic or semi-monochromatic in this embodiment. 
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Achieving high spatial contrast of pattern projected onto difficult objects 

High spatial contrast of the in-focus pattern image on the object is necessary to obtain 

a high correlation measure signal based on the camera pictures. This in turn is 

necessary to obtain a good estimation of the focus position corresponding to the 

position of an extremum of the correlation measure. This necessary condition for 

successful scanning is easily achieved in objects with a diffuse surface and negligible 

light penetration. For some objects, however, it is difficult to achieve high spatial 

constrast, or more generally variation. 

A difficult kind of object, for instance, is an object displaying multiple scattering with a 

light diffusion length large compared to the smallest feature size of the spatial pattern 

imaged onto the object. A human tooth is an example of such an object. The human 

ear and ear canal are other examples. Improved spatial variation in such objects can 

be achieved by preferential imaging of the specular surface reflection from the object 

on the camera. An embodiment of the invention applies polarization engineering shown 

in Fig. 1. In this embodiment the beam splitter 140 is a polarizing beam splitter that 

transmits respectively reflects two orthogonal polarization states, e.g. S- and P­

polarization states. The light transmitted through the lens system 150 is thus of a 

specific polarization state. Before leaving the device the polarization state is changed 

with a retardation plate 160. A preferred type of retardation plate is a quarter wave 

retardation plate. A linearly polarized light wave is transformed into a circularly 

polarized light wave upon passage of a quarter wave plate with an orientation 45 

degrees of its fast axis to the linear polarization direction. A specular reflection from the 

object has the property that it flips the helicity of a circularly polarized light wave. Upon 

passage of the quarter wave retardation plate by the specularly reflected light the 

polarization state becomes orthogonal to the state incident on the object. For instance 

an S-polarization state propagating in the downstream direction toward the object will 

be returned as a P-polarization state. This implies that the specularly reflected light 

wave will be directed towards the image sensor 181 in the beam splitter 140. Light that 

enters into the object and is reflected by one or more scattering events becomes 

depolarized and one half of this light will be directed towards the image sensor 181 by 

the beam splitter 140. 
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Another kind of difficult object is an object with a shiny or metallic-looking surface. This 

is particularly true for a polished object or an object with a very smooth surface. A piece 

of jewelry is an example of such an object. Even very smooth and shiny objects, 

however, do display an amount of diffuse reflection. Improved spatial contrast in such 

objects can be achieved by preferential imaging of the diffuse surface reflection from 

the object on the camera. In this embodiment the beam splitter 140 is a polarizing 

beam splitter that transmits respectively reflects two orthogonal polarization states, e.g. 

S- and P-polarization states. The light transmitted through the lens system 150 is thus 

of a specific polarization state. A diffuse reflection from the object has the property that 

it loses its polarization. This implies that half of the diffusely reflected light wave will be 

directed towards the image sensor 181 in the beam splitter 140. Light that enters into 

the object and is reflected by specular polarization preserves its polarization state and 

thus none of it will be directed towards the image sensor 181 by the beam splitter 140. 

Reducing shaking caused by focus element 

During scanning the focus position is changed over a range of values, preferably 

provided by a focusing element 151 in the optical system 150. Fig. 7 illustrates an 

example of how to reduce shaking caused by the oscillating focus element. The 

focusing element is a lens element 152 that is mounted on a translation stage 153 and 

translated back and forth along the optical axis of said optical system with a 

mechanical mechanism 154 that includes a motor 155. During scanning the center of 

mass of the handheld device is shifted due to the physical movement of the lens 

element and holder. This results in an undesirable shaking of the handheld device 

during scanning. The situation is aggravated if the scan is fast, e.g. a scan time of less 

than one second. In one implementation of the invention the shifting of the center of 

mass is eliminated by moving a counter-weight 156 in a direction opposite to the lens 

element in such a way that the center of mass of the handheld device remains fixed. In 

the preferred implementation the focus lens and the counter-weight are mechanically 

connected and their opposite movement is driven by the same motor. 

Color measurement 

An embodiment of a color 3D scanner is shown in Fig. 8. Three light sources 110, 111, 

and 113 emit red, green, and blue light. The light sources are may be LEDs or lasers. 

The light is merged together to overlap or essentially overlap. This may be achieved by 

means of two appropriately coated plates 112 and 114. Plate 112 transmits the light 
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from 110 and reflects the light from 111. Plate 114 transmits the light from 110 and 111 

and reflects the light from 113. The color measurement is performed as follows: For a 

given focus position the amplitude of the time-varying pattern projected onto the probed 

object is determined for each sensor element in the sensor 181 by one of the above 

mentioned methods for each of the light sources individually. In the preferred 

embodiment only one light source is switched on at the time, and the light sources are 

switched on after turn. In this embodiment the optical system 150 may be achromatic. 

After determining the amplitude for each light source the focus position is shifted to the 

next position and the process is repeated. The color expressed as e.g. an RGB color 

coordinate of each surface element can be reconstructed by appropriate weighting of 

the amplitude signal for each color corresponding the maximum amplitude. 

One specific embodiment of the invention only registers the amplitude for all colors at 

an interval of P focus positions; while one color is selected for determination of the 

amplitude at all focus positions. Pis a number which could be e.g. 3, 5, or 10. This 

results in a color resolution which is less than the resolution of the surface topology. 

Color of each surface element of the probed object is determined by interpolation 

between the focus positions where full color information is obtained. This is in analogy 

to the Bayer color scheme used in many color digital cameras. In this scheme the color 

resolution is also less than the spatial resolution and color information need to be 

interpolated. 

A simpler embodiment of the 3D color scanner does not register full color information 

and employs only two light sources with different colors. An example of this is a dental 

scanner that uses red and blue light to distinguish hard (tooth) tissue from soft (gum) 

tissue. 

Ear scanner embodiment 

Figs. 9 - 12 schematically illustrate an embodiment of a time-varying structured light 

illumination-based scanner for direct scanning of human ears by scanning both the 

exterior (outer) and interior (inner) part of a human ear by use of a common scanner 

exterior handle and a detachable probe. This embodiment is advantageous in that it 

allows for non-intrusive scanning using a probe designed to be inserted into small 

cavities, such as a human ear. This is done in part by positioning the bulky and 
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essential parts of the scanner, such as the scanner camera, light source, electronics 

and focusing optics outside the closely confined part of the ear canal. 

The ability to scan the outer and inner part of human ears and make a virtual or real 

model of the ear is essential in the design of modern custom-fitted hearing aid (e.g. ear 

shell or mold). Today, scanning of ears is performed in a two-step process where a 

silicone impression of the ear is taken first and the impression is subsequently scanned 

using an external scanner in a second step. The process of making the impression 

suffers from several drawbacks which will shortly be described in the following. One 

major drawback comes from frequent poor quality impressions taken by qualified clinic 

professionals due to the preparation and techniques required. Inaccuracies may arise 

because the impression material is known to expand during hardening and that 

deformation and creation of fractures in the impression are often created when the 

impression is removed from the ear. Another drawback is related to health risks 

involved with taking the impression due to irritation and allergic responses, damage to 

the tympanic membrane and infections. Finally, the impression process is an 

uncomfortable experience for many patients, especially for young children, who often 

require impressions taken at regular intervals (e.g. every four months) to accommodate 

the changing dimensions of the ear canal. In short, these drawbacks can be overcome 

if it is possible to scan the outer and inner ear in a non-intrusive way and obtain a 

registration between the inner and outer ear surfaces. 

The following is not restricted to ear scanning but can be used to scan any small bodily 

cavity. Fig. 9 is a schematic of an embodiment of such a scanner. The scanner 

consists of two main parts - a scanner exterior 1001 and a scanner probe 1002. The 

scanner exterior may be used without the probe to obtain a larger field-of-view needed 

e.g. to scan the exterior part of the ear 1102, or the first part of the ear canal up to the 

first bend. The large field-of-view of the scanner exterior is important to obtain good 

registration between individual sub-scans and high global accuracy. By attaching a 

scanner probe 1002 to the scanner exterior 1001, the combined scanner allows for 

scanning of small and bent cavity surfaces, such as the interior part of an ear 1203. In 

this way and using the same system, the combined scanner exterior and probe are 

able to both scan larger external areas along with smaller internal areas. 
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In Fig. 9 the exterior part of the scanner embodiment 1001 consists of a diverging light 

source 1003 (laser, LED, Tungsten or another type) which is collimated using 

collimation optics 1004. The collimated light is used to illuminate a transparent object 

1005 (e.g. glass) with an opaque pattern, e.g. fringes on it. The pattern is subsequently 

imaged onto the object to be scanned using a suitable optical system. The pattern is 

observed using a similar optical system and a camera 1006, where the latter is 

positioned outside the cavity. The 3D information is obtained from the 2D images by 

observing the light oscillation created by the movement of the pattern across the scan 

object as contained in the individual pixel amplitude. 

To facilitate movement of the pattern, the fringe pattern 1005 is rotating in one 

embodiment. In another embodiment, the fringe pattern is positioned on a translating 

plate that moves in a plane perpendicular to the optical axis with a certain oscillation 

frequency. The light to and from the scan object is projected through a beam splitter 

arrangement 1007, which consists of a prism cube in one embodiment and in another 

embodiment consists of an angled plate or membrane. The beam splitter serves to 

transmit the source light further down the system, while at the same time guide the 

reflected light from the scan object back to the camera, which is positioned on an axis 

perpendicular to the axis of the light source and beam splitter. 

To move the focus plane the scanner exterior includes focusing optics, which in one 

embodiment consists of a single movable lens 1008. The purpose of the focusing 

optics is to facilitate movement of the plane of focus for the whole imaging system in 

the required scanning range and along the optical axis. In one embodiment, the 

focusing optics of the scanner exterior 1101 includes an objective that can focus the 

light directly, without any use of additional optics, as shown in Fig. 10A. In another 

embodiment, the scanner exterior is supplied with a wide-angle objective designed with 

a large field-of-view, e.g. sufficiently large for scanning the exterior part of a human ear 

1102. 

The optical part of the scanner probe consists of an endoscopic optical relay system 

1009 followed by a probe objective 1010, both of which are of sufficiently small 

diameter to fit into the canal of a human ear. These optical systems may consist of both 

a plurality of optical fibers and lenses and serve to transport and focus the light from 

the scanner exterior onto the scan object 1014 (e.g. the interior surface of an ear), as 
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well as to collimate and transport the reflected light from the scan object back to the 

scanner exterior. In one embodiment, the probe objective provides telecentric 

projection of the fringe pattern onto the scan object. Telecentric projection can 

significantly ease the data mapping of acquired 2D images to 3D images. In another 

embodiment, the chief rays (center ray of each ray bundle) from the probe objective are 

diverging (non-telecentric) to provide the camera with an angle-of-view larger than 

zero, as shown in Fig. 9. 

The position of the focus plane is controlled by the focusing optics 1008 and can be 

moved in a range large enough to at least coincide with the scan surface 1014. A 

single sub-scan is obtained by collecting a number of 2D images at different positions 

of the focus plane and at different positions of the fringe pattern, as previously 

described. As the focus plane coincides with the scan surface at a single pixel position, 

the fringe pattern will be projected onto the surface point in-focus and with high 

contrast, thereby giving rise to a large variation, or amplitude, of the pixel value over 

time. For each pixel it is thus possible to identify individual settings of the focusing 

optics for which each pixel will be in-focus. By using knowledge of the optical system, it 

is possible to transform the contrast information vs. position of the focus plane into 3D 

surface information, on an individual pixel basis. 

In one embodiment, a mirror arrangement 1011, consisting of a single reflective mirror, 

or prism, or an arrangement of mirrors, are located after the probe objective 1010. This 

arrangement serves to reflect the rays to a viewing direction different from that of the of 

the probe axis. Different example mirror arrangements are found in Figs. 12A - 12D. 

In one particular embodiment, the angle between the mirror normal and the optical axis 

is approximately 45 degrees, thus providing a 90 degree view with respect to the probe 

axis - an arrangement ideal for looking round corners. A transparent window 1012 is 

positioned adjacent to the mirror and as part of the probe casing/shell, to allow the light 

to pass between the probe and the scan object, while keeping the optics clean from 

outside dirt particles. 

To reduce the probe movement required by a scanner operator, the mirror 

arrangement may be rotated using a motor 1013. In one embodiment, the mirror 

arrangement rotates with constant velocity. By full rotation of a single mirror, it is in this 

way possible to scan with 360 degree coverage around the probe axis without 
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physically moving the probe. In this case, the probe window 1012 is required to 

surround/ go all around the probe to enable viewing in every angle. In another 

embodiment, the mirror rotates with a certain rotation oscillation frequency. In yet 

another embodiment, the mirror arrangement tilt with respect to the probe axis is varied 

with a certain oscillation frequency. 

A particular embodiment uses a double mirror instead of a single mirror (Figs. 12B and 

12D). In a special case, the normal of the two mirrors are angled approx. 90 degrees 

with respect to each other. The use of a double mirror helps registration of the 

individual sub-scans, since information of two opposite surfaces in this way is obtained 

at the same time. Another benefit of using a double mirror is that only 180 degrees of 

mirror rotation is required to scan a full 360 degrees. A scanner solution employing 

double mirrors may therefore provide 360 degrees coverage in less time than single 

mirror configurations. 

'Pistol-like" grip 

Fig. 17 shows an embodiment of the scanner with a pistol-like grip 2001. This form is 

particularly ergonomic. The scanner in Fig. 17 is designed for intra-oral scanning of 

teeth. The tip 2002 can be removed from the main body of the scanner and can be 

autoclaved. Furthermore, the tip can have two positions relative to the main body of the 

scanner, namely looking down (as in Fig. 17) and looking up. Therefore, scanning the 

upper and the lower mouth of a patient is equally comfortable for the operator. Note 

that the scanner shown in Fig. 17 is an early prototype with several cables attached for 

testing purposes only. 

Although some embodiments have been described and shown in detail, the invention is 

not restricted to them, but may also be embodied in other ways within the scope of the 

subject matter defined in the following claims. In particular, it is to be understood that 

other embodiments may be utilised and structural and functional modifications may be 

made without departing from the scope of the present invention. 

In device claims enumerating several means, several of these means can be embodied 

by one and the same item of hardware. The mere fact that certain measures are 

recited in mutually different dependent claims or described in different embodiments 

does not indicate that a combination of these measures cannot be used to advantage. 
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It should be emphasized that the term "comprises/comprising" when used in this 

specification is taken to specify the presence of stated features, integers, steps or 

components but does not preclude the presence or addition of one or more other 

features, integers, steps, components or groups thereof. 

The features of the method described above and in the following may be implemented 

in software and carried out on a data processing system or other processing means 

caused by the execution of computer-executable instructions. The instructions may be 

program code means loaded in a memory, such as a RAM, from a storage medium or 

from another computer via a computer network. Alternatively, the described features 

may be implemented by hardwired circuitry instead of software or in combination with 

software. 
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Claims 

1. A scanner for determining the 3D geometry and color of at least a part of the surface 

of an object, said scanner comprising: 

at least one camera accommodating an array of sensor elements, 

a light source for generating a probe light, 

an optical system for transmitting the probe light towards the object along 

an optical path thereby illuminating at least a part of the object in a plurality of 

configurations and for transmitting at least a part of the light returned from the object to 

the at least one camera, 

wherein the plurality of configurations is in the form of a time-varying 

illumination pattern, such that the 3D geometry is determined based on the time­

varying illumination pattern, and 

a hardware processor configured to: 

selectively switch a color of the probe light, thereby illuminating the object 

with different colors at different times, 

record different images by the at least one camera at the different times, 

thereby recording images of the object with the different colors, and 

combine the different colors from the different images, thereby obtaining 

the color of the surface of the object. 
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Abstract 

A scanner includes a camera, a light source for generating a probe light 

incorporating a spatial pattern, an optical system for transmitting the probe light 

towards the object and for transmitting at least a part of the light returned from the 

object to the camera, a focus element within the optical system for varying a position of 

a focus plane of the spatial pattern on the object, unit for obtaining at least one image 

from said array of sensor elements, unit for evaluating a correlation measure at each 

focus plane position between at least one image pixel and a weight function, a 

processor for determining the in-focus position(s) of each of a plurality of image pixels 

for a range of focus plane positions, or each of a plurality of groups of image pixels for 

a range of focus plane positions, and transforming in-focus data into 3D real world 

coordinates. 
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