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(57) ABSTRACT 

A method and system for accessing a network are disclosed in 
the present invention. The method includes that: terminals in 
a same group execute random number synchronization; when 
an arbitrary first terminal in the group initiates network 
access, terminals in the group except the first terminal moni 
tor the access of the first terminal according to the synchro 
nized random number, after monitoring that the first terminal 
accesses network Successfully, the terminals in the group 
except the first terminal initiate network access by using 
Radio Resource Control (RRC) connection uplink resources 
which are allocated to the group by the network. The technical 
Solution of the present invention can reduce the signaling 
overhead for establishing signaling connection and data bear 
1ng. 

  

  

Page 1 of 23  SAMSUNG EXHIBIT 1005



Patent Application Publication Jun. 20, 2013 Sheet 1 of 9 US 2013/O155894 A1 

access 
network 

terminal 

FIG. 1 

  

  

  

  

  

    

  

  

Page 2 of 23



Patent Application Publication Jun. 20, 2013 Sheet 2 of 9 US 2013/O155894 A1 

cost: Beix'}k 

wys sess w w y is six w w y sys is ow.w was ss as we says wiss 

: R : 
R 

3. 3,88: ... . "...Y Y----- s tradic twork. taxis: eiwork 
: c{x}roic: R xxi-xxiier 

3. s 
: r : 

s w : : - Y- is: s i: a it: s y:- \ C- r 
-: R X s 

base statio: 838& static: 88se statics 
: s 
: reers were:- W W* s Y*Y*Y.M." w *W* s 

; : x x . x-a a'a's --X. Oxx O : 
* - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - ... sex - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

FIG 2 

      

    

Page 3 of 23



Patent Application Publication Jun. 20, 2013 Sheet 3 of 9 US 2013/O155894 A1 

MMEISAE Gateway 

    

  

Page 4 of 23



Patent Application Publication Jun. 20, 2013 Sheet 4 of 9 US 2013/O155894 A1 

{{ {ap} territais, assig: g: {i} icientifies, axi establish - : 
trapping riationship beix &n the grip icientifies w 
{{ {ip is and tertaixa icientifiers estinai is 

. . . . . . . . . . . . 'W ... : : 

:::::::::is is 3 838: : 3:33 xxxiiik raisix} ::::::: 
sy circ}{izatics, 

Wiki: an any first tertaina is tie group iaitiates 
8&ix xk 3:cess, ter::::::is is the group except the first 

ter:::::::::::::::8 tie access fix first territa 
ac{x}rciiig to six Sysiciarxixei 333i: i: sabe: 

Afte: $88::itering that tix first seria accesses ... xix. 
setwork sticcessity, the territais is tie group except 
tie first testina initiate aework 3 cces: y ::sig acic 
sesor:ce {x}:sto RC consectix tipiisk test::ces 

xiiicia ask aixaxi. 3 tie group y the setwork. 

  

    

    

    

  

Page 5 of 23



Patent Application Publication Jun. 20, 2013 Sheet 5 of 9 US 2013/O155894 A1 

w - $3. 
Group tertainais where terminais in a same group have - 

3 syski retirized anxia naster 

... { 
Receive skiw is k access initiatex by at any first - 

territai is a gre; 

Aix: the irst critis: accesses new xk 8:3:{{88:y, 
aiiaeate RRC connection ... esources to tertainais in 

the group tie fist terminai beixags to 

Receive, after the successful network access of the first ... x: 
terminai is monitored by other terminais in the group / 

except the first terminal, network access initiated by the / 
(tier territais is tie group excep: the first territai 

asing the RRC connection I. resources alie cated to the 
graip by tax network 

FIG. 5 

  

  

  

  

  

  

  

  

  

Page 6 of 23



Patent Application Publication Jun. 20, 2013 Sheet 6 of 9 US 2013/O155894 A1 

s:::::::::::::::::::::::::::::::::::::::::::::::::::: 

::::::::::::::::::::: 
8e{x}sk xie::::::: &: { Eg: MTC E 

{{}: 888:::::::::::::::: &x. 

is 888 (8:38x::::::: 
:x: 

FIG. 6 

  

  

Page 7 of 23



Patent Application Publication Jun. 20, 2013 Sheet 7 of 9 US 2013/O155894 A1 

:::::::::::::: 
88: 8::::::::: 

FIG. 7 

  

  

  

Page 8 of 23



Patent Application Publication Jun. 20, 2013 Sheet 8 of 9 US 2013/O155894 A1 

* s 

access unit 

terminal 

F.G. 8 

S{} 
--- 

8 
Setting Risit synchronization at 

- Si3 
acquisiti: Litit asoaitoti;g unit 

- 85 
sending sit 3ccess unit 

- 83 
sectivitig unit 

- 883 
caicitiation. East 

testainai 

FG. 9 

  

  

Page 9 of 23



Patent Application Publication Jun. 20, 2013 Sheet 9 of 9 US 2013/O155894 A1 

- { 
grouping unit 

- (3 
receiving it: 

-- (s 
alocation unit 

- 
access unit 

communication network 
eienient 

FIG. O 

seaticas: Risit - groupsig aii. 
{}: -. 

se:cing 38 it sexeiving 333i: 
is 

3.xx & 88 Rii. ri &ix:ic: Risi 

conaia:aixatie: Betweik ice: 

  

Page 10 of 23



US 2013/O 155894 A1 

METHOD AND SYSTEM FOR ACCESSING 
NETWORK 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a continuation of International 
Patent Application No. PCT/CN2011/074748, filed on May 
27, 2011, which claims priority to Chinese Patent Application 
No. 201010251781.3, filed on Aug. 12, 2010, both of which 
are hereby incorporated herein by reference in their entireties. 

FIELD OF THE INVENTION 

0002 The present invention relates to the field of commu 
nication techniques, and more particular, to a method and 
system for accessing a network. 

BACKGROUND OF THE INVENTION 

0003. In most existing mobile communication systems, 
for example, various wireless communication systems such 
as Global System for Mobile Communications (GSM), Wide 
band Code Division Multiple Access Wireless (WCDMA), 
Code Division Multiple Addressing (CDMA), Worldwide 
Interoperability for Microwave Access (WiMAX), 
CDMA2000, TD-SCDMA, Long Term Evolution (LTE) and 
WLAN/WiFi, a random access procedure has to be per 
formed first when a terminal initiates an uplink service. At the 
point, access collisions may occur and cause the access failed 
due to the possibility that a plurality of terminals may initiate 
respective random access procedures concurrently with the 
same access occasion and the same access code selected. 
Access failure may cause increasing access delay and a lower 
Successful access rate. In current mobile communication sys 
tems, a conventional way to ensure the access delay and the 
Success rate is to provide more access resources so as to lower 
the collision probability. 
0004. With the development of mobile communication 
techniques, machine to machine (M2M) communication has 
been proposed. M2M and IOT (Internet of Things) become a 
hotspot that operators concern, and various applications have 
been developed rapidly based on M2M and IOT. Different 
from prior H2H (human to human) communication, M2M 
communication requires an even larger number of terminals, 
perhaps up to 10 times of that for H2H or even more, for 
example, a magnitude order of 50 billion. 
0005 IOT refers to applications of M2M in WANs, espe 
cially in mobile operators’ networks, that is, wireless data 
transmission services that take the mobile network operators 
wireless networks as a platform and provide industry 
machine-to-machine services in various transmission man 
ners (such as, CDMA, GSM, etc) through special industry 
terminals. 
0006 M2M/IOT has extensive fields of applications, and 

is applicable to intelligent transportation, telemedicine, 
monitoring, Smart grids, environmental monitoring, intelli 
gent home and other situations. 
0007 MTC (Machine Type communication) communica 
tion refers to network communication that takes place in one 
network element (NE) or between a plurality of NEs without 
human interventions (i.e., an M2M application), Such as, 
traffic control and management, factory monitoring, remote 
meter reading and the like. In M2M applications, a plurality 
of M2ME (Machine to Machine Equipment) having the same 
M2Mapplication forman integral unit also called as a group. 
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0008 MTC device identity can uniquely identify a M2M 
terminal, which may employ IMSI (International Mobile 
Subscriber Identity), MSISDN (Mobile Station International 
ISDN Number), IP address, IMPU (IP Multimedia Public 
Identity), IMPI (IP Multimedia Private Identity) and the like. 
0009. Due to limited wireless communication resources, 
time-frequency resources are allocated only when a user 
wants to communicate. When a user initiates a communica 
tion, first of all, a random access procedure has to be per 
formed, followed by connection establishment and data trans 
mission according to RRC (Radio resource control), and 
finally, allocated resources are released after the communica 
tion. Taking LTE as an example, random access resources 
comprise two parts: slot and frequency for initiating a random 
access; and preamble to be used. In existing cellular wireless 
communication systems, random access mainly takes two 
forms: contention based and non-contention based random 
aCCCSSCS. 

0010. Non-contention based random access refers to noti 
fying UE (User Equipment) by eNB (Enhanced NodeB) to 
use its particular access resources. Because access resources 
have to be allocated by eNB, it may result in a larger system 
overhead. So, it is only used in situations with higher delay 
requirements, such as handover and dropped connection. 
0011. In the contention based random access, eNB may 
broadcast information about access resources by which ran 
dom access may be initiated in a cell, and then UE may 
randomly select an allowed preamble, and randomly select a 
random access frequency resource at a next time that allows 
random access, and then initiate a random access at the 
selected time-frequency position. Because each UE ran 
domly selects random access resources in an independent 
manner, when the same random access resources are selected 
by a plurality of UEs, conflicts may occur. According to a 
Solution for resolving the conflict in the existing protocols, 
only one of the plurality of UEs in conflict may have success 
ful access, and other UES need to initiate their access attempts 
again after a back-off period, and withdraw if conflicts occur 
again, until access succeeds or a maximum attempt number is 
reached. The occurrence of conflict may delay UE access and 
put an extra burden on the network and UEs. 
0012. The number of terminals engaged in M2M commu 
nications is very huge, while each terminal may have a very 
Small interaction traffic amount and the interaction may be a 
burst interaction. A M2M terminal (also called as MTC ter 
minal) may realize a relatively simple function and only need 
to communicate Some particular information; some M2M 
terminals may have relatively constant positions, or may be 
seldom moved; M2M terminals may have consistent behav 
iors in a special application, Such as intelligent meter reading. 
0013. In M2M services, because there are a large number 
of MTC terminals, network resource contention occurs if the 
large number of MTC terminals access the network, putting a 
further burden on the network. It is worse especially in some 
applications such as intelligent meter reading. 
0014 Taking intelligent transportation as an example, a 
typical intelligent transportation system comprises a GPS 
(Globe Positioning System)/GLONASS (Global Navigation 
Satellite System of Russia) satellite positioning system, a 
vehicle mounted mobile terminal, a wireless network, and a 
ITS (Intelligent Transport System) control center. The vehicle 
mounted terminal receives ranging information from a navi 
gation satellite network through the GPS module and trans 
mits longitude, latitude, speed, time and other information of 
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the vehicle to a microcontroller; vehicle status information is 
collected by a video equipment; the microcontroller commu 
nicates interactive information in two-way with the ITS con 
trol center through a GPRS module so as to realize vehicle 
monitoring and other functions. 
0015. As another example about a smart grid, the smart 
grid requires all intelligent grid terminals to periodically 
report their data, for example, in the electronic meter reading 
service, all intelligent grid terminals upload their data to a 
particular server at a certain time. For example, in many 
countries, Smart grids instruct a large number of MTC termi 
nals to frequently report their meter reading data, which has 
only a small amount of data, with a period of 5 minutes. 
0016. In existing networks, for example, such as LET, the 
random access procedure is performed for individual UEs. A 
contention based random access procedure can be described 
as follows. 
0017. A UE randomly and equiprobably selects access 
resources within a range that is permitted, and sends a 
selected preamble at the selected resource position. 
0018) 101. The UE monitors a random access response 
(RAR) returned from a eNB, where the RAR comprises ran 
dom access resource information that has been received by 
the eNB, timing advance (TA) information, UL resource 
grant (UL GRANT) for a next stage, and temporary cell radio 
network temporary identity (TCRNTI). 
0019 102. If the UE detects a RAR for its own selected 
random access resources, step 103 is executed; otherwise, a 
preamble is re-initiated. 
0020 103. The UE performs UL synchronization accord 
ing to TA, and sends a request message, including the unique 
identity of the UE, at a resource position indicated by the UL 
GRANT, and it can also performs HARQ (Hybrid Automatic 
repeatreCuest). 
0021 104. When the eNB correctly receives the request 
message sent from the UE at 103, it returns an correct receiv 
ing message with the unique identity of the UE; then, only the 
UE that receives the correct receiving message correctly and 
has a matched identity returns an ACK, while other UEs 
withdraw and attempt their access later, by which the problem 
of conflict is solved. 
0022. However, when too many users initiate access 
attempts simultaneously, multiple UEs may select the same 
random access resource, causing significantly increasing of 
average access delay for users. Meanwhile, a large amount of 
re-initiated access attempts may cause large overheads on 
UEs and eNB. 
0023 Therefore, when a large number of terminals trans 
mit their data, it may cause a significant increase in average 
access delay for users and a large signaling overhead, which 
may affect normal communications. 

SUMMARY OF THE INVENTION 

0024. A network access method and system are provided 
in embodiments of the present invention, which is capable of 
reducing user access delay and lowering the signaling over 
head for signaling connection and data bearer establishment. 
0025. A network access method is disclosed according to 
an aspect of this invention, comprising: performing random 
number synchronization by terminals belonging to a same 
group; when an arbitrary first terminal in the group initiates 
network access, other terminals than the first terminal in the 
group monitoring the access of the first terminal according to 
the synchronized random number; after it is detected that the 

Jun. 20, 2013 

first terminal accesses the network Successfully, other termi 
nals than the first terminal in the group initiating network 
access by using of RRC (Radio resource control) connection 
UL resources allocated to the group by the network. 
0026. A network access method is disclosed in another 
aspect of this invention, comprising: grouping terminals by a 
network, whereinterminals belonging to a same group have a 
synchronized random number; the network receiving net 
work access initiated by an arbitrary first terminal in a group; 
after the first terminal accesses successfully the network, the 
network allocating RRC connection UL resources to termi 
nals in the group that the first terminal belongs to; the network 
receiving network access initiated by other terminals except 
the first terminal in the group using the RRC connection UL 
resources allocated to the group by the network after moni 
toring that the first terminal accesses network Successfully. 
0027. A terminal is disclosed according to another aspect 
of this invention, comprising a synchronization configured to 
perform random number synchronization with terminals 
belonging to the same group; a monitoring unit configured to, 
when an arbitrary first terminal in the group initiates network 
access, monitor the access of the first terminal according to 
the synchronized random number; an access unit configured 
to, after monitoring that the first terminal accesses network 
Successfully, access the network using RRC connection UL 
resources allocated to the group by the network. 
0028. A communication network element (NE) is dis 
closed according to another aspect of this invention, compris 
ing a grouping configured to group terminals, wherein termi 
nals belonging to the same group have the same synchronized 
random number, a receiving unit configured to receive net 
work access initiated by an arbitrary first terminal in a group; 
an allocation unit configured to, after the first terminal 
accesses successfully the network, allocate RRC connection 
UL resources to the group the first terminal belongs to; an 
access configured to receive network access initiated by other 
terminals except the first terminal in the group using the RRC 
connection UL resources allocated to the group after moni 
toring that the first terminal accesses network Successfully. 
0029. According to the technical solutions of this inven 
tion, the signaling overhead for signaling connection and data 
bearer establishment can be reduced in connection establish 
ment between terminals and a network. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0030. For a more explicit description of the technical solu 
tions of embodiments of the invention, a brief introduction of 
accompanying drawings to be used in the description of these 
embodiments will be given below. Obviously, accompanying 
drawings described below are merely some embodiments of 
this invention; for those skilled in the art, other accompanying 
drawings can be derived from these ones without any creative 
efforts. 
0031 FIG. 1 is a schematic structure diagram of a com 
munication system according to an embodiment of the inven 
tion; 
0032 FIG. 2 is a schematic structure diagram of a UMTS 
system according to another embodiment of the invention; 
0033 FIG.3 is a schematic diagram of a network structure 
of LTE E-UTRAN: 
0034 FIG. 4 is a schematic flowchart of a network access 
method according to another embodiment of the invention; 
0035 FIG. 5 is a schematic flowchart of a network access 
method according to another embodiment of the invention; 
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0.036 FIG. 6 is a schematic flowchart of a network access 
method according to another embodiment of the invention; 
0037 FIG. 7 is a schematic flowchart of a network access 
method according to another embodiment of the invention; 
0038 FIG. 8 is a schematic structure diagram of a terminal 
800 according to another embodiment of the invention; 
0039 FIG.9 is another schematic structure diagram of the 
terminal 800 according to another embodiment of the inven 
tion; 
0040 FIG. 10 is a schematic structure diagram of a com 
munication NE 100 according to another embodiment of the 
invention; and 
0041 FIG. 11 is another schematic structure diagram of 
the communication NE 100 according to another embodi 
ment of the invention. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

0042. In the following description, for illustration but not 
as limitation, particular details such as specific system struc 
tures, interfaces, techniques are provided for a thorough 
understanding of this invention. However, those skilled in the 
art may appreciate that this invention can be realized in other 
embodiments without these particular details. In other cases, 
a detailed description of well known devices, circuits and 
methods is omitted for preventing obscuring this invention 
with unnecessary details. 
0043. The technical solutions of the present invention can 
be applied to various communication systems, for example, 
GSM, CDMA (Code Division Multiple Access), 
TD-SCDMA, CDMA2000, WIMAX, WCDMA (Wideband 
Code Division Multiple Access Wireless), GPRS (General 
Packet Radio Service), and LTE (Long Term Evolution). 
0044 Terminals comprise mobile terminals and fixed ter 
minals or MTC terminals or the like. 
0045 MTC terminals refer to terminals employing M2M 
communication, and may be terminals used in intelligent 
transportation, telemedicine, monitoring, Smart grids, envi 
ronment detecting, intelligent home and other scenarios. 
0046 Referring to FIG. 1, there is shown a schematic 
structure diagram of a communication system according to an 
embodiment of the present invention. The communication 
system mainly comprises an access network 13, a core net 
work 15, and a server 17. 
0047. In the communication system, the access network 
13 and the core network 15 are connected with each other 
through a wired or wireless communication connection, for 
example, an optical fiber connection. The server 17 may be 
one or more servers, and the server 17 is connected to the core 
network 15 through a wired or wireless communication con 
nection, for example, an optical fiber connection. The access 
network 13 may connect one or more terminals 11 through 
wired or wireless communication connections. 
0048. The server 17 may be a MTC server or a server of 
other types. The terminals 11 may be mobile phones, fixed 
line telephones, computers, MTC terminals, and any other 
terminals that can be used for communication. The present 
invention does not have limitation thereof. The access net 
work 13 and the core network 15 may be an access network 
and a core network of WCDMA, GSN, CDMA, LTE or any 
other communication network type, respectively. This inven 
tion does not have limitation thereof. 
0049. The type of a communication system refers to the 
access technique used by the communication system. 
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0050 For example, when the access network 13 and the 
core network 15 are an access network and a core network of 
a WCDMA system, respectively, they may have a network 
structure shown in FIG. 2, a schematic structure diagram of 
UMTS according to another embodiment of this invention. 
UMTS (Universal Mobile Telecommunication System) is a 
3G mobile communication system employing WCDMA air 
interface techniques and has a structure similar to the 2th 
generation mobile communication system. The UMTS sys 
tem is generally referred to as a WCDMA communication 
system. 
0051. The UMTS system comprises a UTRAN (Universal 
Terrestrial Radio Access Network), a CN and UEs (User 
Equipments). 
0052. As shown in FIG. 2, the UTRAN, as a terrestrial 
radio access network, may comprise one or more radio net 
work subsystems (RNS). A RNS comprises a radio network 
controller (RNC) and one or more base stations (NodeB). A 
RNC interfaces with the CN through an Iu interface, and a 
NodeB is connected to a RNC through an Iub interface. 
Within the UTRAN, RNCs are interconnected through Iur 
interfaces, and the Iur may be a direct physical connection 
between RNCs or a transmission network connection. The 
RNC is configured to allocate and control radio resources of 
a NodeB connected or associated thereto. The NodeB is used 
for data stream conversion between an Iub interface and a Uu 
interface, and is engaged in Some radio resource management 
as well. 

0053 A NodeB is a base station (radio transceiver) in the 
WCDMA system, connected to a RNC through an Iub inter 
face, and is primarily used for realizing physical layer proto 
col processing of a Uu interface. 
0054 A RNC is a radio network controller for controlling 
radio resources of a UTRAN. The RNC is primarily used to 
realize connection establishment, disconnection, handover, 
macro diversity combining, radio resource management and 
control, etc. 
0055 For another example, when the access network 13 
and the core network 15 are an access network and a core 
network of a LTE system, respectively, they may have a 
network structure as shown in FIG. 3, a schematic structure 
diagram of a E-UTRAN (Evolved-Universal Terrestrial 
Radio Access Network) in a LTE network, comprising MMEs 
(Mobility Management Entities)/severing SAE GW's and 
eNBS. 

0056. In the network structure of FIG. 3, an MME is con 
nected to an eNB through an S1-MME interface, a severing 
SAE GW is connected to an eNB through an S1-U interface, 
and two eNBs are connected through an X2 interface. 
0057. An access network mainly comprises two parts: 
eNodeBs (eNBs) and MME/SAE GWs. The MME/SAE GW 
is a boundary node, and can be considered as part of the CN. 
in which case, the AN is mainly formed by eNBs. In addition 
to functions of the original NodeB, the eNB may further 
realize most of functions of the original RNC, including 
physical layer functions, MAC layer functions, RRC, sched 
uling, access control, bearer control, access mobility manage 
ment, etc. The eNBs may be connected with each other in a 
mesh manner. 
0058 Although only the WCDMA and LTE communica 
tion systems are illustrated above as examples, the present 
invention is also applicable in communication networks of 
other types. The present invention does not have limitation 
thereof. 
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0059. In connection with FIG. 1 showing the structure 
diagram of the communication system, the working proce 
dure of the communication system may be as follows. 
0060. The network is configured to: divide a plurality of 
terminals (for example, at least two terminals) into one or 
more groups, where terminals belonging to a same group have 
a synchronized random number; after a Successful network 
access of a first terminal, allocate RRC connection UL 
resources for terminals in a group the first terminal belongs to: 
and then receive network accesses that are initiated by other 
terminals except the first terminal in the group using the RRC 
connection UL resources allocated to the group by the net 
work after monitoring that the first terminal accesses network 
Successfully. 
0061 For example, in a network system employing vari 
ous access techniques, an entity, which is configured to divide 
a plurality of terminals (for example, at least two terminals) 
into one or more groups and receive network access initiated 
by an arbitrary first terminal in a group; and receive network 
accesses initiated by other terminals except the first terminal 
in the group using the synchronized random number after 
monitoring that the first terminal accesses network Success 
fully, is realized by one or more communication NES, Such as 
a single communication NE or different communication NEs. 
or some functions are realized on a communication NE, and 
other functions are realized on another communication NE. 
The present invention does not have limitation thereof. For 
example, the communication network element may be a 
device in the AN (Access Network), a device in the CN (Core 
Network), or a separately provided device. For example, the 
communication network element may be a NodeB or RNC in 
a AN of a WCDMA network. Alternatively, the communica 
tion network element may be an eNodeB/MME/access gate 
way of a LTE system. Alternatively, the communication net 
work element may be a BTS (Base Transceiver Station) or 
BSC (Base Station controller) in a GSM/CDMS system. 
0062 For the convenience of description, however, 
embodiments will be described below with the LTE system as 
an example, which are also applicable to other communica 
tion systems. 
0063 Referring to FIG. 4, there is shown a schematic 
flowchart of a network access method according to another 
embodiment of the present invention. 
0064. 401. Grouping a plurality of terminals, assigning 
group IDs, and establishing a mapping relationship between 
group IDs and terminal IDS. 
0065. A communication network element divides a plural 

ity of (for example, at least two) terminals into one or more 
groups, assigns group IDs and establishes a mapping relation 
ship between group IDs and terminal IDs. For example, a 
mapping table of group IDs and terminal IDS may be estab 
lished. The communication network element may be a device 
in the AN, or a device in the CN, or a separately provided 
device. For example, the communication network element 
may be a NodeB or RNC in a AN of a WCDMA network. 
Alternatively, the communication network element may bean 
eNodeB/MME/access gateway of a LTE system. Also, the 
communication network element may be a BTS (Base Trans 
ceiver Station) or BSC (Base Station controller) in a GSM/ 
CDMS system. 
0066. The group ID may be a group-CRNTI or a group ID 
number, or may be a self-defined identifier. The terminal ID 
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may be IMSI, MSISDN, IP address, IMPU, IMPI and any 
other symbol used to uniquely identify a terminal, or may be 
a self-defined identifier. 

0067. The communication network element may group a 
plurality of terminals and establish a mapping relationship 
between the group IDs and the terminal IDs in various man 

S. 

0068 For example, in initial network configuration, the 
communication network element may be provided with at 
least one group ID, assign a same group ID to all terminals in 
a same cell, and establish a mapping relationship between 
group IDs and terminal IDS. For example, the communication 
network element assigns group IDs in the ascending order of 
the group IDs and establishes the mapping relationship 
between group IDs and terminal IDs, and vice versa. 
0069. In another embodiment of the invention, terminals 
in a same cell can be divided into a plurality of groups, for 
example, different groups according to service types, with 
different group IDs assigned. For example, terminals for a 
meter reading service in a Smart grid belong to a same group, 
and terminals for a monitoring service in a transportation 
system belong to another group. A cell can be provided with 
one or more group IDs. For example, all terminals in the cell 
can be assigned with different group IDs according to differ 
ent types of reporting services those terminals perform. For 
example, Smart grid terminals in the cell correspond to a first 
group ID, and transportation system terminals in the cell 
correspond to a second group ID, and the like. 
0070. In another embodiment of the invention, before 
assigning a group ID, the communication network element 
may further determine according to a terminal ID whether or 
not there is stored information about the mapping relationship 
between the terminal ID and its corresponding group ID; if 
the mapping relationship between the terminal ID and its 
corresponding group ID is not stored, a group the terminal 
belongs to may be determined according to the terminal ID, a 
group ID may be assigned to the terminal and a mapping 
relationship may be established between the group ID and the 
terminal ID; if there is a stored mapping relationship between 
the terminal ID and its corresponding group ID, it does not 
need to establish a mapping relationship between the group 
ID and the terminal ID, and the group ID can be directly used 
in a Subsequent process. 
(0071. In another embodiment of the invention, when it is 
determined according to a terminal ID that there is not a 
stored mapping relationship between the terminal ID and its 
corresponding group ID, and it is determined that there is not 
an available group ID, the network may be provided with an 
additional group ID and establish a mapping relationship 
between the newly provided group ID and the terminal ID. 
0072 For example, the group ID can be provided by a 
server. The communication network element, for example the 
AN, such as an eNodeB/MME/access gateway of the AN, 
receives group information including a group ID sent from 
the server (such as a MTC server). The group ID is an iden 
tifier of a group of terminals. 
0073. Also, the communication network element receives 
the report service type of a terminal, searches for a corre 
sponding group ID and then assigns the group ID to the 
terminal, and establishes a mapping relationship between the 
group ID and the terminal ID. 
0074 Also, a group ID is reported by a terminal, and the 
communication network element establishes a mapping rela 
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tionship between the group ID and the terminal ID after 
receiving the group ID reported by the terminal. 
0075 For example, in a terminal registration process, the 
CN identifies a group the terminal belongs to, for example, 
according to the access resource or the report service type of 
the terminal, and then notifies the AN to assign a group ID for 
the terminal and establishes a mapping relationship between 
the group ID and the terminal ID. 
0076. In another embodiment of the invention, the com 
munication network element, for example, the AN. Such as a 
eNodeB/MME/access gateway of the AN, receives a group 
ID sent from a terminal, and queries whether there is stored 
information about a mapping relationship between the group 
ID and the terminal ID that corresponds to the group ID; if 
there is not a mapping relationship between the terminal ID 
and the group ID, a mapping relationship between the group 
ID and the terminal ID may be established; if there is a stored 
mapping relationship between the terminal ID and the group 
ID that corresponds to the group ID, no group ID will be 
further assigned and the existing group ID is directly used in 
a Subsequent process. 
0077 402. Performing random number synchronization 
for terminals in a same group. 
0078 For example, terminals of each group receive group 
information sent from the network through a broadcast trans 
mission, where the group information may comprise terminal 
IDs of all terminals in the group; each terminal calculates a 
group ID of the group it belongs to according to the terminal 
IDs of all terminals belonging to the group. 
0079. In another embodiment of the invention, terminals 
of each group receive group information sent from the net 
work through a broadcast transmission, where the group 
information may comprise a group ID of the group, or the 
group information may comprise a group ID of the group and 
terminal IDs of all terminals in the group. 
0080. In still another embodiment of the invention, each 
terminal has a group ID of a group it belongs to provided 
previously. 
0081 Terminals in a same group select a same pseudo 
random number generator according to the group ID and 
generate a same pseudo random number seed according to the 
group ID; a same DL slot position may be selected as an input 
reference time point; a random number may be determined 
according to the pseudo random number seed and the input 
reference time point. Because they have the same pseudo 
random number seed and the same input reference time point, 
the random numbers are the same also, thereby realizing 
random number synchronization. 
0082) 403. When an arbitrary first terminal in the group 
initiates network access, monitoring, by other terminals 
except the first terminal in the group, the access of the first 
terminal according to the synchronized random number. 
0083. The first terminal may be determined according to 
the pseudo random number generator, or the first terminal 
may be specified by the network, or the first terminal may be 
determined according to a predetermined setting. 
0084. The first terminal may send a preamble to the net 
work; after receiving a random access response (RAR) sent 
from the network, the first terminal sends RRC connection 
request information, a location update request or a schedule 
request on allocated RRC connection UL resources, where 
the RRC connection request information, the location update 
request or the schedule request carries the terminal ID of the 
first terminal, the group ID of the group the first terminal 

Jun. 20, 2013 

belongs to or the synchronized random number, the first 
terminal receives an ACK message sent from the network, 
which carries the terminal ID of the first terminal, the group 
ID of the group the first terminal belongs to or the synchro 
nized random number; the first terminal sends a RRC con 
nection established message to the network. 
I0085. Other terminals except the first terminal in the group 
calculate random access resources to be used according to the 
synchronized random number, the random access resources 
comprise a random access radio network temporary identifier 
(RA-RNTI) and a Preamble ID. 
I0086. Other terminals except the first terminal in the group 
monitor the RAR to the first terminal according to the RA 
RNTI and the Preamble ID. If it is detected that the first 
terminal receives the RAR, other terminals except the first 
terminal in the group obtain from the RAR a temporary cell 
radio network temporary identifier (TCRNTI) and RRC con 
nection UL resources allocated by the network. 
0087 404. After the successful network access of the first 
terminal is detected, initiating, by other terminals except the 
first terminal in the group, network accesses using the RRC 
connection UL resources allocated to the group by the net 
work. 
I0088. Because a MTC terminal is usually used in sce 
narios with low mobility, or even stationary Scenarios (such 
as, electricity meter, water meter, or the like), which have very 
slow channel time variances, during a long period of time 
(such as, during a predetermined period of time), the time 
delay of a signal that reaches a BS is constant, that is, the 
Timing Advance is constant. Each device may store the TA 
value of its previous access, and perform UL transmission 
time adjustment accordingly. For example, when other termi 
nals in the group send their RRC requests, the UL transmis 
sion time is adjusted according to the previously stored TA 
value. 
I0089 For example, after the first terminal receives the 
RAR, a time delay of reaching the BS from the first terminal 
may be calculated according a preamble arrival time, and the 
time the first terminals UL signal reaches the BS may be 
adjusted according to the TA value, so that synchronize with 
BS DL frames, and then a RRC access request may be sent 
using the T-CRNTI and the RRC connection UL resources 
allocated by the network. 
0090. After the successful network access of the first ter 
minal is detected, if it is intercepted by other terminals except 
the first terminal in the group that the network has allocated 
RRC connection UL resources to all terminals in the group, 
they initiate network access using the RRC connection UL 
SOUCS. 

0091 For example, after the establishment of the first ter 
minals RRC connection, the communication network ele 
ment queries a group database according to the first termi 
nal's ID, where the group database comprises at least one of 
group IDs, group amount, member IDs of a group, etc. The 
communication network element acquires member amount of 
a group, allocates corresponding resources, for example, allo 
cates group based signaling radio bearer (SRB) and group 
based dedicated radio bearer (DRB), and sends a RRC con 
nection reconfiguration message to other terminals except the 
first terminal in the group. Other terminals except the first 
terminal in the group set a monitoring window to monitor the 
RRC connection reconfiguration message. Once the message 
is intercepted, the Successful access of the first terminal may 
be confirmed. Then, other terminals except the first terminal 
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in the group may initiate network access using the RRC 
connection UL resources. For example, other terminals 
except the first terminal in the group may initiate a RRC 
connection procedure in sequence on the same UL resources 
according to their order in the group, or they may initiate a 
RRC connection procedure on corresponding respective UL 
resources simultaneously, or in other manners. If the RRC 
connection reconfiguration message is not intercepted by 
other terminals except the first terminal in the group, they may 
initiate random access separately. 
0092. It can be seen from the above description, in this 
embodiment, terminals are divided into groups; when a first 
terminal of a group initiate network access, other terminals 
monitor the access of the first terminal; when the successful 
access of the first terminal is detected, other terminals initiate 
network accesses using UL access resources allocated for the 
group by the network, where all terminals may obtain the 
same or different UL access resources. Therefore, coopera 
tive communication between terminals in the group is not 
required, and the group based terminal random access can be 
achieved without increasing additional random access 
resources; device complexity and group setup delay can be 
reduced; the number of random access requests is linearly 
reduced, so that conflict probability is significantly lowered. 
Meanwhile, terminal access delay is reduced, power over 
heads of terminals and the BSs can be saved, and system 
access capability can be improved. Except for the first termi 
nal, other terminals in the group only need to receive but not 
to send, and thus terminal power overheads can be reduced. 
0093. Referring to FIG. 5, there is shown a schematic 
flowchart of a network access method according to another 
embodiment of the invention. The method is mainly as fol 
lows. 
0094 501. Grouping terminals, where terminals in the 
same group have a synchronized random number. 
0095 For example, after terminals are divided into groups, 
a communication network element broadcasts group infor 
mation, including terminal IDs of all terminals of each group, 
to enable each terminal to calculate a group ID of a group it 
belongs to according to terminal IDs of all terminals in the 
group. 

0096. In another embodiment of the invention, the com 
munication network element broadcasts group information, 
including group IDs of the groups, or group IDs of the groups 
and terminal IDs of all terminals of each group. 
0097 502. Receiving network access initiated by an arbi 
trary first terminal in a group. 
0098. For example, the communication network element 
may specify a first terminal and send the terminal ID of the 
first terminal to other terminals except the first terminal in the 
group the first terminal belongs to. The communication net 
work element may receive a preamble sent from the first 
terminal; send a RAR to the first terminal; receive RRC 
connection request information, a location update request or 
a schedule request sent from the first terminal on allocated 
RRC connection UL resources, where the RRC connection 
request information, the location update request or the sched 
ule request may carry the terminal ID of the first terminal, the 
group ID of the group the first terminal belongs to or the 
synchronized random number; send an ACK to the first ter 
minal, where the ACK may carry the terminal ID of the first 
terminal, the group ID of the group the first terminal belongs 
to or the synchronized random number; receive a RRC con 
nection established message returned from the first terminal. 
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0099 503. After the successful network access of the first 
terminal, allocating RRC connection UL resources to termi 
nals in the group the first terminal belongs to. 
0100 For example, the first terminal initiates random 
access. When it is detected by other terminals except the first 
terminal in the group that the first terminal has received the 
RAR, the other terminals may acquire a T-CRNTI and RRC 
connection UL resources from the RAR. 

0101 The first terminal initiates RRC connection access 
using its allocated T-CRNTI and RRC connection UL 
SOUCS. 

0102. After the successful RRC connection access of the 
first terminal, the communication network element sends to 
all terminals in the group the T-CRNTI and RRC connection 
UL resources that are allocated to all terminals in the group. 
For example, the communication network element sends 
RRC connection reconfiguration or broadcast signaling, in 
which the RRC connection UL resources are carried, to all 
terminals in the group. 
0103) 504. Receiving, after monitoring that the first termi 
nal accesses network Successfully by the other terminals 
except the first terminal in the group, network accesses initi 
ated by the other terminals except the first terminal in the 
group using the RRC connection UL resources allocated to 
the group by the network. 
0104. After the successful RRC connection network 
access of the first terminal, the communication network ele 
ment sends to all terminals or other terminals except the first 
terminal in the group the T-CRNTI and RRC connection UL 
resources that are allocated to all terminals in the group, so 
that other terminals except the first terminal in the group can 
initiate network accesses using the TCRNTI and RRC con 
nection UL resources. For example, other terminals except 
the first terminal in the group may initiate a RRC connection 
procedure in sequence on the same UL resources according to 
their order in the group, or terminals can initiate a RRC 
connection procedure on respective corresponding UL 
resources simultaneously, or in other manners. If the RRC 
connection reconfiguration message is not intercepted by 
other terminals except the first terminal in the group, the other 
terminals may initiate random access separately. 
0105. It can be seen from the above description, in this 
embodiment, terminals are divided into groups; when a first 
terminal in a group initiates network access, other terminals 
in the group monitor the access of the first terminal; after the 
successful access of the first terminal is detected, other ter 
minals may initiate network access using UL access 
resources allocated to the group by the network. Therefore, 
cooperative communication between terminals in the group is 
not required, device complexity and group setup delay can be 
reduced, and the number of random access requests is linearly 
reduced depending on the number of terminals in the group So 
that conflict probability is significantly lowered. Meanwhile, 
terminal access delay is reduced and system resource over 
heads are lowered. Except for the first terminal, other termi 
nals in the group only need to receive but not to send, and thus 
terminal power overheads can be reduced. 
0106 FIG. 6 is a schematic flowchart of a network access 
method according to another embodiment of the invention, 
showing contention based random access that is mainly as 
follows. 

0107 600. Sending, by a communication network ele 
ment, group information to all terminals in a group. 
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0108. The communication network element may be a 
device in the AN, or a device in the CN, or a device separately 
provided. For example, the communication network element 
may be a NodeB or RNC in an AN of a WCDMA network. 
Alternatively, the communication network element may bean 
eNodeB/MME/access gateway of a LTE system. Also, the 
communication network element may be a BTS (Base Trans 
ceiver Station) or BSC (Base Station controller) in a GSM/ 
CDMS system. 
0109 For the convenience of description, this embodi 
ment will be described below with the LTE system as an 
example. However, other communication systems are also 
applicable. 
0110. For example, the communication network element 
may divide a plurality of terminals into one or more groups. 
The specific grouping process may be the same as described 
in the above embodiments, which will not be described in 
detail herein. 

0111. After dividing terminals into one or more groups, 
the communication network element broadcasts group infor 
mation including terminal IDs of all terminals in each group, 
so that each terminal can calculate a group ID of the group it 
belongs to according to terminal IDs of all terminals in the 
group. 

0112. In another embodiment of the invention, the com 
munication network element broadcasts group information 
including group IDs of the groups or including group IDs of 
the groups and terminal IDs of all terminals in each group. 
0113. The communication network element may store the 
group information. 
0114. In another embodiment of the invention, each ter 
minal may store group information of the group it belongs to, 
including terminal IDs of all terminals belonging to the 
group, or including the group ID of the group, or including the 
group ID of the group and terminal IDs of all terminals 
belonging to the group. 
0115 601. Sending, by MTC UE1, a random access pre 
amble to prepare for network access. 
0116 Terminals in the same group may perform random 
number synchronization. For example, terminals in the same 
group may select the same pseudo random number generator 
according to the group ID, generate the same pseudo random 
number seed according the group ID, select the same DL slot 
position as an input reference time point, and determine ran 
dom numbers according to the pseudo random number seed 
and the input reference time point. Because they have the 
same DL slot position and the same input reference time 
point, the random numbers are the same also, thereby realiz 
ing random number synchronization. 
0117 For example, assume there are at least two terminals 
in a group, such as MTC UE1, MTC UE2, MTC UEn, MTC 
UEm, where n and mare positive integers larger than or equal 
to 2. MTCUE1 can be referred to as a first terminal or a group 
head, MTCUE2, MTCUEm may be called as other terminals 
except the first terminal in the group. For the convenience of 
description, other terminals except the first terminal in the 
group are commonly referred to as MTC UEn. MTCUE1 is 
an arbitrary terminal in the group, for example, a terminal that 
requests network access firstly. MTCUE1 can be determined 
according to the pseudo random number generator, or it can 
be specified by the network, or it can be determined according 
to a predetermined setting. 
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0118 MTC UEn may calculate random access resources 
to be used according to the synchronized random number, 
including a RT-RNTI and a preamble ID. 
0119 MTC UE1 may send a random access preamble to 
an eNodeB. 
I0120 602. Sending, by the communication network ele 
ment, a RAR to MTC UE1. 
I0121. After receiving the preamble sent from the first ter 
minal, the communication network element may allocate a 
T-CRNTI and RRC connection UL resources and senda RAR 
to the first terminal. The RAR may comprise at least one ofTA 
(Timing Advance). T-CRNTI, next stage UL resource alloca 
tion (UL GRANT), and a preamble ID. 
0.122 Because all terminals in the group have the same 
random number, all of other terminals in the group except the 
first terminal can monitor the RAR to the first terminal. For 
example, MTC UEn monitors the RAR to the first terminal 
according to the RA-RNTI and the preamble ID. When it is 
detected through monitoring that the first terminal has 
received the RAR, other terminals in the group except the first 
terminal may acquire the T-CRNTI and RRC connection UL 
resources allocated by the network from the RAR. 
I0123. In the case that the first terminal is randomly 
selected in the group, because the random number is the same 
in the group, MTC UEn may be aware of the terminal ID of 
MTC UE1. 

0.124 Ifa MTCUE receives a back-off instruction, it with 
draws for a period of time and then reinitiates random access 
according to this group based manner or a separate manner; if 
a MTC UE does not receive the RAR, it initiates random 
access separately. 
(0.125 603. Sending, by MTC UE1, a RRC connection 
request to the communication network element. 
0.126 MTC UE1 may send a RRC connection request 
according to the T-CRNTI and RRC connection UL resources 
allocated by the communication network element. 
0127. This embodiment will be described with RRC con 
nection as an example. In another embodiment, after receiv 
ing a RAR sent from the communication network element, 
MTC UE1 may send a location update request or a schedule 
request on the allocated RRC connection UL resources. 
I0128. The RRC connection request or the location update 
request or the schedule request may carry the terminal ID of 
MTCUE1 or the group ID of the group MTCUE1 belongs to 
or the synchronized random number. 
I0129. For example, after receiving the RAR, MTC UE1 
may calculate a time delay of reaching the BS from the MTC 
UE1 according a preamble arrival time, and adjust the time 
MTC UE1 UL signal reaches the BS by using of TA (Timing 
Advance) so that synchronize with BSDL frames, and then 
send a RRC access request using the T-CRNTI and the RRC 
connection UL resources allocated by the communication 
network element. 
0.130 604. Returning an ACK from the communication 
network element. 
I0131 For example, the communication network element 
returns an ACK to MTC UE1, for example, a RRC Connec 
tion ACK. The ACK may comprise the terminal ID of MTC 
UE1 or the group ID of the group MTCUE1 belongs to or the 
synchronized random number. 
(0132). Other terminals except MTC UE1 in the group 
monitor the ACK. For example, they may monitor whether 
the terminal ID carried by the ACK is consistent with the 
terminal ID of MTCUE1, whether the group ID carried by the 
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ACK is consistent with the group ID of the group MTC UE1 
belongs to, or whether the random number carried by the 
ACK is consistent with the random number of the group MTC 
UE1 belongs to. In another embodiment of the invention, 
other terminals except MTC UE1 in the group may set a 
maximum monitoring window. If the ACK sent from the 
communication network element is still not detected by other 
terminals except MTC UE1 in the group when the maximum 
monitoring window is exceeded, the other terminals may 
initiate random accesses separately. 
0.133 605-606. Returning a RRC connection established 
message from MTCUE1 to the communication network ele 
ment, and sending, by the communication network element, a 
RRC connection reconfiguration message. 
0134. The communication network element receives the 
RRC connection established message returned from MTC 
UE1, and queries a group database according to the terminal 
ID of MTC UE1, where the group database may comprise at 
least one of group IDs, group amount, member IDs of a group, 
etc. The communication network element acquires the group 
member amount, allocates corresponding resources, for 
example, group based signaling radio bearers (SRB) and 
group based dedicated radio bearers (DRB), and sends a RRC 
connection reconfiguration message to other terminals except 
MTCUE1 in the group. Other terminals except MTC UE1 in 
the group may set a monitoring window to monitor the RRC 
connection reconfiguration message. When the RRC connec 
tion reconfiguration message is detected through monitoring, 
the successful access of MTC UE1 is confirmed. Then, other 
terminals except MTCUE1 in the group may initiate network 
access using the RRC connection UL resources. For example, 
other terminals except MTC UE1 in the group may initiate 
their RRC connection requests in sequence on the same UL 
resources according to their order in the group, or terminals 
may initiate RRC connection requests on respective corre 
sponding UL resources simultaneously, or in other manners. 
If the RRC connection reconfiguration message is not 
detected by other terminals except MTC UE1 in the group 
through monitoring, they may initiate random access sepa 
rately. 
0135 607. Initiating, by other terminals except MTCUE1 
in the group, RRC access. 
0136. Other terminals except MTC UE1 in the group may 

initiate network access using the RRC connection UL 
resources allocated by the communication network element. 
For example, other terminals except MTC UE1 in the group 
may initiate their RRC connection requests in sequence on 
the same UL resources according to their order in the group, 
or terminals may initiate RRC connection requests on respec 
tive corresponding UL resources simultaneously, or in other 
manners. If the RRC connection reconfiguration message is 
not detected by other terminals except MTCUE1 in the group 
through monitoring, they may initiate random access sepa 
rately. 
0.137 It can be seen from the above description, in this 
embodiment, terminals may be divided into one or more 
groups; when a first terminal in a group initiates network 
access, other terminals may monitor the access of the first 
terminal; when the successful access of the first terminal is 
detected through monitoring, other terminals may initiate 
network access using UL access resources allocated to the 
group by the network; therefore, cooperative communication 
between terminals in the group is not required, device com 
plexity and group setup delay can be reduced, and the number 

Jun. 20, 2013 

of random access requests is linearly reduced depending on 
the number of terminals in the group, so that conflict prob 
ability is significantly lowered. Meanwhile, terminal access 
delay is reduced and system resource overheads are lowered. 
Except for the first terminal, other terminals in the group only 
need to receive but not to send, and thus terminal power 
overheads can be reduced. 

0.138 FIG. 7 is a schematic flowchart of a network access 
method according to another embodiment of the invention, 
showing non-contention based random access, which is 
mainly as follows. 
0.139 700. A communication network element sends 
specified random access resources to all terminals in a group. 
0140. The random access resources may comprise a RA 
PNTI and a preamble ID, or only a preamble ID. 
0.141. In this embodiment, the communication network 
element may be an eNodeB in the LTE system. 
0.142 701. The communication network element sends 
group information to all terminals in the group. 
0.143 For example, the communication network element 
divides terminals into one or more groups and broadcasts 
group information thereafter, including terminal IDs of all 
terminals in the group, so that each terminal can calculate a 
group ID of the group it belongs to according to terminal IDS 
of all terminals in the group. 
0144. In another embodiment of the invention, the com 
munication network element may broadcast group informa 
tion including group IDs of the groups or including group IDs 
of the groups and terminal IDs of all terminals in each group. 
0145 The communication network element may stores 
the group information. 
0146 In another embodiment of the invention, each ter 
minal stores group information of a group it belongs to, 
including terminal IDs of all terminals in the group, or includ 
ing the group ID of the group, or including the group ID of the 
group and terminal IDs of all terminals in the group. 
0147 This embodiment does not have limitation on the 
sequence of 700 and 701, which can be executed concurrently 
or 700 can be executed before 701, and vice versa. 
0148 702. MTCUE1 sends a random access preamble to 
prepare for network access. 
0149 Terminals in the same group perform random num 
ber synchronization. For example, terminals in the same 
group may select the same pseudo random number generator 
according to the group ID and produce the same pseudo 
random number seed according the group ID; select the same 
DL slot position as an input reference time point; and deter 
mine random numbers according to the pseudo random num 
ber seed and the input reference time point. Because they have 
the same DL slot position and the same input reference time 
point, the random numbers are the same also, thereby realiz 
ing random number synchronization. 
0150 MTC UE1 may send a random access preamble to 
an eNodeB using specified random access resources. 
0151. 703. The communication network element sends a 
RAR to MTC UE1. 

0152. After receiving the preamble sent from the first ter 
minal, the communication network element allocates a 
T-CRNTI and allocates RRC connection UL resources 
according to the group information, and sends a RAR to the 
first terminal. The RAR may comprise at least one of TA 
(Timing Advance). T-CRNTI, next stage UL resource alloca 
tion (UL GRANT), and a preamble ID. 
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0153. Because all terminals in the group have the same 
random number and the random access resources as in 700, 
all of other terminals in the group except the first terminal can 
monitor the RAR to MTC UE1. For example, MTC UEn 
monitors the RAR to MTC UE1 according to the RA-RNTI 
and the preamble ID. When it is determined by monitoring 
that MTC UE1 has received the RAR, other terminals in the 
group except the first terminal acquire the T-CRNTI and RRC 
connection UL resources allocated by the network from the 
RAR 

0154) In the case that the first terminal is randomly 
selected in a group, because the random number is the same in 
the group, MTC UEn may be aware of the terminal ID of 
MTC UE1. 

0.155. When a MTC UE receives a back-off instruction, it 
withdraws for a period of time and then reinitiates random 
access in a group based manner or separately; if a MTC UE 
does not receive the RAR, it may initiate random access 
separately. 
0156 704. Other terminals except MTCUE1 in the group 
MTC UE1 belongs to initiate RRC access. 
(O157. Other terminals except MTCUE1 in the group MTC 
UE1 belongs to may initiate network access using the RRC 
connection UL resources allocated by the communication 
network element. For example, other terminals except MTC 
UE1 in the group may initiate RRC connection according to 
the random access resources allocated to all terminals in the 
group by the communication network element. For example, 
terminals in the group may perform the RRC connection 
procedure in sequence on the same UL resources, or terminals 
may perform the RRC connection procedure on respective 
corresponding UL resources simultaneously, or other man 
ners may be employed. If the RAR is not intercepted by other 
terminals except MTC UE1 in the group, the other terminals 
may initiate random access separately. 
0158. It can be seen from the above description, in this 
embodiment, terminals are divided into one or more groups; 
when a first terminal in a group initiates network access, other 
terminals monitor the access of the first terminal; when the 
Successful access of the first terminal is detected through 
monitoring, other terminals initiate network access using UL 
access resources allocated to the group by the network. 
Therefore, cooperative communication between terminals in 
the group is not required, device complexity and group setup 
delay can be reduced, and the number of random access 
requests is linearly reduced with the number of terminals in 
the group, so that conflict probability is significantly lowered. 
Meanwhile, terminal access delay is reduced and system 
resource overheads are lowered. Except for the first terminal, 
other terminals in the group only need to receive but not to 
send, and thus terminal power overheads can be reduced. 
0159 FIG. 8 is a schematic structure diagram of a terminal 
800 according to another embodiment of the invention. The 
terminal 800 may be a mobile terminal or a fixed terminal or 
a MTC terminal. MTC terminals refer to terminals employing 
M2M communication, and may be terminals used in intelli 
gent transportation, telemedicine, monitoring, Smart grids, 
environment detecting, intelligent home and other scenarios. 
The terminal 800 may belong to the same group with at least 
one another terminal; the particular grouping process may be 
as described above. The terminal 800 may comprise a syn 
chronization unit 801, a monitoring unit 803 and an access 
unit 805. 
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0160 The synchronization unit 801 is configured to per 
form random number synchronization on terminals belong 
ing to the same group. 
0.161 The monitoring unit 803 is configured to monitor 
network access of an arbitrary first terminal in the group 
according to the synchronized random number when the first 
terminal initiates the access. 
0162 The access unit 805 is configured to, after monitor 
ing that the first terminal accesses network Successfully 
through monitoring, perform network access using RRC con 
nection UL resources allocated to the group by the network. 
0163 For example, when the monitoring unit 803 detects 
the successful network access of the first terminal through 
monitoring, if it is intercepted that the network has allocated 
RRC connection UL resources to all terminals belonging to 
the group, the access unit 805 initiate network access using 
the RRC connection UL resources. 

0164 FIG. 9 is another schematic structure diagram of the 
terminal 800 according to another embodiment of the inven 
tion, wherein the terminal 800 further comprises a receiving 
unit 807 and a calculation unit 809. 
0.165. The receiving unit 807 is configured to receive 
group information broadcast by the network, where the group 
information may comprise terminal IDs of all terminals in 
each group. 
0166 The calculation unit 809 is configured to calculate 
the group ID of a group according to terminal IDs of all 
terminals belonging to the group. 
(0167. In another embodiment of the invention, the calcu 
lation unit 809 is configured to calculate random access 
resources to be used according to the Synchronized random 
number, where the random access resources may comprise a 
RA-RNTI and a preamble ID, or the random access resources 
may comprise only a preamble ID. 
(0168. In another embodiment of the invention, the receiv 
ing unit 807 may further be used to receive group information 
broadcast by the network, where the group information may 
comprise group IDs of the groups, or the group information 
may comprise group IDs of the groups and terminal IDs of all 
terminals in each group. 
(0169. In another embodiment of the invention, the termi 
nal 800 may further comprise a setting unit 802 for presetting 
a group ID of a group the terminal belongs to. 
0170 In another embodiment of the invention, the syn 
chronization unit 801 may further comprise a generation sub 
unit, a selection subunit and a determination Subunit. 
0171 The generation subunit is configured to select a 
same pseudo random number generator according to the 
group ID, and generate a same pseudo random number seed 
according to the group ID. 
0172. The selection subunit is configured to select a same 
DL slot position as an input reference time point. 
0173 The determination subunit is configured to deter 
mine a random number according to the pseudo random num 
ber seed and the input reference time point. 
0.174. In another embodiment of the invention, the termi 
nal 800 may further comprise an acquisition unit 804. For 
example, the monitoring unit 803 is configured to monitor 
whether there is a RAR to the first terminal and whether there 
is message about the successful RRC connection of the first 
terminal. After the RAR to the first terminal or the successful 
RRC connection of the for example is intercepted by the 
monitoring unit, the acquisition unit 804 acquires a temporary 
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cell radio network temporary identifier (T-CRNTI) and RRC 
connection UL resources allocated by the network. 
0175 For example, the monitoring unit 803 is configured 
to monitor the RAR to the first terminal according to the 
RA-RNTI and the preamble ID. When the RAR to the first 
terminal is intercepted by the monitoring unit 803, the acqui 
sition unit 804 is configured to acquire from the RAR a 
T-CRNTI and RRC connection UL resources allocated by the 
network. 

0176). In another embodiment of the invention, if the ter 
minal 800 is the first terminal, it may further comprise a 
sending unit 806 for sending a preamble to the network. 
(0177. After the RAR sent from the network is received by 
the receiving unit 807, the sending unit 806 is further used to 
send RRC connection request, a location update request or a 
schedule request on the allocated RRC connection UL 
resources, where the RRC connection request, the location 
update request or the schedule request carries the terminal ID 
of the first terminal or the group ID of the group the first 
terminal belongs to or the synchronized random number. 
0.178 The receiving unit 807 is configured to receive an 
ACK sent from the network, where the ACK carries the ter 
minal ID of the first terminal or the group ID of the group the 
first terminal belongs to or the synchronized random number. 
(0179. After the ACK is received by the receiving unit 807, 
the sending unit 806 is configured to send a RRC connection 
established message to the network. 
0180. In another embodiment of the invention, the access 
unit 805 may initiate RRC connection according to random or 
specified UL access resources sent to all terminals in the 
group by the communication network element. For example, 
the access unit 805 may perform RRC connection according 
to the same UL resources in sequence, or perform RRC con 
nection on corresponding UL resources of respective termi 
nals simultaneously, or perform RRC connection in other 
manners. If the RAR is not intercepted by the monitoring unit 
803, the access unit 805 may initiate random access sepa 
rately. 
0181 Functions of the terminal 800 and units contained in 
the terminal 800 described above are merely illustrative, and 
the specific description of the above method embodiments 
can be referred to for the detailed functions and working 
flows, which will not be described in detail herein. 
0182 FIG. 10 is a schematic structure diagram of a com 
munication NE 100 according to another embodiment of the 
invention. The communication network element 100 may be 
a device in the AN, a device in the CN, or a separately 
provided device. For example, the communication network 
element 100 may be a NodeB or RNC in a AN of a WCDMA 
network. Alternatively, the communication network element 
100 may be a eNodeB/MME/access gateway of a LTE sys 
tem. Also, the communication network element 100 may be a 
BTS or BSC in a GSM/CDMS system. 
0183 The communication NE 100 may comprise a group 
ing unit 1001, a receiving unit 1003, an allocation unit 1005, 
and an access unit 1007. 

0184 The grouping unit 1001 is configured to divide ter 
minals into one or more groups, where terminals belonging to 
the same group have a synchronized random number. 
0185. The receiving unit 1003 is configured to receive 
network access initiated by an arbitrary first terminal in a 
group. 
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0186 The allocation unit 1005 is configured to, after the 
first terminal accesses Successfully the network, allocate 
RRC connection UL resources to terminals of the group the 
first terminal belongs to. 
0187. The access unit 1007 is configured to receive net 
work access initiated by other terminals except the first ter 
minal in the group using the RRC connection UL resources 
allocated to the group by the network after monitoring that the 
first terminal accesses network Successfully. 
0188 FIG. 11 is another schematic structure diagram of 
the communication NE 100 according to another embodi 
ment of the invention. As shown, the communication NE 100 
may further comprise: a broadcast unit 1002 for broadcasting 
group information, where the group information may com 
prise terminal IDs of all terminals in each group. Such that 
each terminal can calculate a group ID of a group it belongs to 
according to terminal IDs of all terminals in the group. 
(0189 In another embodiment of the invention, the broad 
cast unit 1002 is configured to broadcast group information 
including group IDs of the groups or including group IDs of 
the groups and terminal IDs of all terminals in each group. 
0190. For example, the receiving unit 1003 is configured 
to receive a preamble sent from the first terminal; receive 
RRC connection request, a location update requestora sched 
ule request sent from the first terminal on the allocated RRC 
connection UL resources, where the RRC connection request, 
the location update request or the schedule request carries the 
terminal ID of the first terminal, the group ID of the group the 
first terminal belongs to or the synchronized random number; 
and receive a RRC connection established message returned 
from the first terminal. In another embodiment of the inven 
tion, the communication network element 100 may further 
comprise a sending unit 1004 for, after the preamble sent from 
the first terminal is received, sending a RAR to the first 
terminal; after the RRC connection request, the location 
update request or the schedule request sent from the first 
terminal is received, sending an ACK to the first terminal, 
where the ACK carries the terminal ID of the first terminal, 
the group ID of the group the first terminal belongs to or the 
synchronized random number. 
(0191 In another embodiment of the invention, the receiv 
ing unit 1003 is configured to receive the preamble sent from 
the first terminal; the sending unit 1004 is configured to send 
a RAR to the first terminal. The receiving unit 1003 is con 
figured to receive the RRC connection request, the location 
update request or the schedule request sent from the first 
terminal on the allocated RRC connection UL resources, 
where the RRC connection request, the location update 
request or the schedule request carries the terminal ID of the 
first terminal, the group ID of the group the first terminal 
belongs to or the synchronized random number. The sending 
unit 1004 is configured to send an ACK to the first terminal, 
where the ACK carries the terminal ID of the first terminal, 
the group ID of the group the first terminal belongs to or the 
synchronized random number. The receiving unit 1003 is 
configured to receive a RRC connection established message 
returned from the first terminal. The RAR carries a temporary 
cell radio network temporary identifier (T-CRNTI) and RRC 
connection UL resources. 

0.192 In another embodiment of the invention, after the 
first terminal accesses successfully the network, the sending 
unit 1004 is configured to send RRC connection UL resources 
allocated to all terminals in the group to all terminals in the 
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group, so that other terminals in the group except the first 
terminal can initiate network access using the RRC connec 
tion UL resources. 
0193 In another embodiment of the invention, the alloca 
tion unit 1005 is configured to assign random access 
resources to all terminals in the group. The sending unit 1004 
is configured to send the specified random access resources to 
all terminals in the group. 
0194 Functions of the terminal 100 and units contained in 
the terminal 100 described above are merely illustrative, and 
the specific description of the above method embodiments 
can be referred to for the detailed functions and working 
flows, which will not be described in detail herein. 
0195 In another embodiment of the invention, a commu 
nication system may comprise the terminal 800 and the com 
munication network element 100 as described above. 
0196. The terminal 800 is configured to execute random 
number synchronization with terminals belonging to a same 
group and monitor access of an arbitrary first terminal in the 
group according to the synchronized random number when 
the first terminal initiates network access. After the successful 
network access of the first terminal is detected by a monitor 
ing unit, the terminal 800 executes network access using RRC 
connection UL resources allocated to the group by the net 
work. 
(0197) The communication NE 100 is configured to divide 
terminals into one or more groups, where terminals belonging 
to a same group have a synchronized random number, receive 
network access initiated by an arbitrary first terminal in a 
group; after the first terminal accesses successfully the net 
work, allocate RRC connection UL resources to the group the 
first terminal belongs to; receive network access initiated by 
other terminals except the first terminal in the group using the 
RRC connection UL resources allocated to the group after 
monitoring that the first terminal accesses network Success 
fully. 
0198 The specific description of the above method 
embodiments can be referred to for detailed functions and 
working flows of the terminal 800 and the communication 
network element 100 described above, which will not be 
described in detail herein. 
0199. It can be easily understood by persons skilled in the 
art that, for the purpose of convenient and brief description, a 
specific working process of the foregoing system, device and 
unit will not be described in detail herein, which may refer to 
the corresponding process in the forgoing method embodi 
mentS. 

0200. It should be understood that, in several embodi 
ments provided in the present application, the disclosed sys 
tem, device, and method may be implemented in various 
ways. For example, the described device embodiments are 
merely exemplary. For example, the unit division is merely 
logical function division and can be other divisions in actual 
implementation. For example, a plurality of units or compo 
nents can be combined or integrated into another system, or 
Some features can be ignored or not performed. Furthermore, 
the shown or discussed coupling or direct coupling or com 
munication connection may be accomplished through indi 
rect coupling or communication connection by Some inter 
faces, devices or units and may be in an electrical form, a 
mechanical form, or in other forms. 
0201 Units described as separate components may be or 
may not be physically separated. Components shown as units 
may be or may not be physical units, that is, may be integrated 
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or distributed to multiple network units. Some or all of the 
units may be selected to achieve the objective of the solution 
of the embodiment according to actual requirements. 
0202 In addition, various functional units according to 
each embodiment of the present invention may be integrated 
in one processing module or may exist as separate physical 
units, or two or more units may also be integrated in one unit. 
The integrated module may be implemented through hard 
ware, or may also be implemented in a form of a Software 
functional module. 
0203 When the integrated module is implemented in the 
form of the software functional module and sold or used as a 
separate product, the integrated module may be stored in a 
computer readable storage medium. Therefore, the technical 
Solution of the present invention or the part that makes con 
tributions to the prior art can be substantially embodied in the 
form of a software product. The computer software product is 
stored in a storage medium, and contains several instructions 
to instruct computer equipment (Such as, a personal com 
puter, a server, or network equipment) to performall or part of 
steps of the method as described in the embodiments of the 
present invention. The storage medium includes various 
media capable of storing program codes, such as, a flash disk, 
a mobile hard disk, a Read-Only Memory (ROM), a Random 
Access Memory (RAM), a magnetic disk or an optical disk. 
0204 The above are merely exemplary embodiments of 
the present invention, but the protection scope of the present 
invention is not limited herein. Any change or replacement 
that can be easily figured out by persons skilled in the art 
within the technical scope disclosed by the present invention 
shall be covered by the protection scope of the present inven 
tion. Therefore, the protection scope of the present invention 
shall be defined by the claims. 

1. A method for accessing a network, comprising: 
performing, by terminals belonging to a same group, ran 
dom number synchronization; 

when an arbitrary first terminal in the group initiates a first 
network access, monitoring the first network access of 
the first terminal by other terminals in the group, except 
the first terminal, according to a synchronized random 
number, 

after monitoring that the first terminal accesses a network 
Successfully, initiating a second network access by the 
other terminals in the group, except the first terminal, 
using radio resource control (RRC) connection uplink 
(UL) resources allocated to the group by the network. 

2. The method according to claim 1, further comprising at 
least one of the group consisting of 

(a) receiving group information broadcast by the network, 
wherein the group information comprises terminal IDS 
of all the terminals in the group, and 

calculating, by each terminal, a group ID of the group 
which the terminal belongs to according to the terminal 
IDs of all the terminals in the group: 

(b) receiving group information broadcast by the network, 
wherein the group information comprises one of the 
group consisting of (i) the group ID of the group, (ii) the 
group ID of the group and terminal IDs of all the termi 
nals in the group; and 

(c) providing each terminal with a preset group ID of the 
group that the terminal belongs to. 

3. The method according to claim 1, wherein the perform 
ing, by the terminals belonging to the same group, the random 
number synchronization comprises: 
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Selecting a same pseudo random number generator accord 
ing to a group ID and generating a same pseudo random 
number seed according to the group ID by the terminals 
in the same group; 

Selecting, by the terminals in the same group, a same down 
link (DL) slot position as an input reference time point; 
and 

determining, by the terminals in the same group, a random 
number according to the pseudo random number seed and the 
input reference time point. 

4. The method according to claim 3, wherein, the first 
terminal is determined according to one of the group consist 
ing of: (a) the pseudo random number generator, (b) the first 
terminal is specified by the network, and (c) a predetermined 
Setting. 

5. The method according to claim 1, further comprising: 
calculating random access resources to be used according 

to the synchronized random number by the other termi 
nals in the group, except the first terminal, 

wherein the random access resources comprise one of the 
group consisting of (a) a random access radio network 
temporary identifier (RA-RNTI) and a preamble ID, and 
(b) preamble ID. 

6. The method according to claim 5, further comprising: 
monitoring a random access response (RAR) to the first 

terminal according to the RA-RNTI and the preamble ID 
by the other terminals in the group, except the first ter 
minal; 

if it is monitored that the first terminal receives the RAR, 
acquiring by other terminals in the group, except the first 
terminal, a temporary cell radio network temporary 
identifier (T-CRNTI) and the RRC connection UL 
resources allocated by the network from the RAR. 

7. The method according to claim 1, wherein the initiating 
the first network access by the arbitrary first terminal in the 
group comprises: 

sending a preamble to the network by the first terminal; 
after receiving a random access response (RAR) sent from 

the network, sending one of the group consisting of an 
RRC connection request, a location update requestanda 
schedule request on the allocated RRC connection UL 
resources by the first terminal, wherein the one of the 
group consisting of the RRC connection request, the 
location update request and the schedule request carries 
one of the group consisting of a terminal ID of the first 
terminal, a group ID of the group that the first terminal 
belongs to, and the synchronized random number; 

receiving, by the first terminal, an acknowledge (ACK) 
message sent from the network, wherein the ACK mes 
Sage carries one of the group consisting of the terminal 
ID of the first terminal, the group ID of the group that the 
first terminal belongs to, and the synchronized random 
number, and 

sending by the first terminal an RRC connection estab 
lished message to the network. 

8. The method according to claim 1, whereinafter the result 
that the first terminal successfully accesses the network is 
monitored, initiating the second network access by the other 
terminals in the group, except the first terminal, using the 
synchronized random number specially comprises: 

after the result that the first terminal successfully accesses 
the network is monitored, if it is monitored by the other 
terminals in the group, except the first terminal, that the 
RRC connection UL resources to all the terminals in the 
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group are allocated by the network, initiating the second 
network access using the RRC connection UL 
SOUCS. 

9. A method for accessing a network, comprising: 
grouping terminals, whereinterminals belonging to a same 

group have a synchronized random number; 
receiving a first network access initiated by an arbitrary 

first terminal in the group; 
after the first terminal successfully accesses the network, 

allocating radio resource control (RRC) connection 
uplink (UL) resources to the terminals of the group the 
first terminal belongs to; and 

receiving a second network access initiated by other termi 
nals in the group, except the first terminal, using the 
RRC connection UL resources allocated to the group by 
the network after monitoring that the first terminal 
accesses network Successfully. 

10. The method according to claim 9, further comprising: 
broadcasting group information, wherein the group infor 

mation comprises one of the group consisting of: (a) 
terminal IDs of all the terminals in the group, so that each 
terminal calculates a group ID of the group that the 
terminal belongs to according to the terminal IDs of all 
the terminals in the group, (b) the group ID of the group, 
and (c) the group ID of the group and the terminal IDs of 
all the terminals in the group. 

11. The method according to claim 9, wherein the receiving 
the first network access initiated by the arbitrary first terminal 
in the group further comprises: 

receiving a preamble sent from the first terminal; 
sending a random access response (RAR) to the first ter 

minal; 
receiving one of the group consisting of an RRC connec 

tion request, a location update request and a schedule 
request sent from the first terminal on the allocated RRC 
connection UL resources, wherein the one of the group 
consisting of the RRC connection request, the location 
update request and the schedule request carries one of 
the group consisting of a terminal ID of the first terminal, 
a group ID of the group that the first terminal belongs to, 
and the synchronized random number, 

sending an acknowledge (ACK) message to the first termi 
nal, wherein the ACK message carries one of the group 
consisting of the terminal ID of the first terminal, the 
group ID of the group that the first terminal belongs to, 
and the synchronized random number, and 

receiving an RRC connection established message sent 
from the first terminal. 

12. The method according to claim 11, wherein the RAR 
carries a temporary cell radio network temporary identifier 
(T-CRNTI) and the RRC connection UL resources. 

13. The method according to claim 9, further comprising: 
after the first terminal accesses successfully the network, 

sending to all the terminals in the group the RRC con 
nection UL resources that are allocated to all the termi 
nals in the group, so that the other terminals in the group, 
except the first terminal, initiate the second network 
access using the RRC connection UL resources. 

14. The method according to claim 13, wherein the sending 
to all the terminals in the group the RRC connection UL 
resources that are allocated to all the terminals in the group 
further comprises: 

sending one of the group consisting of RRC connection 
reconfiguration information and broadcast signaling to 
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all the terminals in the group, wherein the RRC connec 
tion UL resources are carried by the one of the group 
consisting of the RRC connection reconfiguration 
information and broadcast signaling. 

15. The method according to claim 9, further comprising: 
specifying the first terminal; and 
sending the terminal ID of the first terminal to the other 

terminals in the group that the first terminal belongs to, 
except the first terminal. 

16. A terminal, comprising: 
a first processor configured to perform random number 

synchronization with terminals belonging to a same 
group; 

a second processor, configured to, when an arbitrary first 
terminal in the group initiates a first network access, 
monitor the first network access of the first terminal 
according to a synchronized random number, 

a third processor, configured to, after a result that the first 
terminal accesses a network Successfully is monitored, 
access the network using radio resource control (RRC) 
connection uplink (UL) resources allocated to the group 
by the network. 

17. The terminal according to claim 16, further compris 
ing: 

a receiver configured to receive group information broad 
cast by the network, wherein the group information 
comprises terminal IDs of all the terminals in the group; 

a forth processor configured to calculate a group ID of the 
group according to the terminal IDs of all the terminals 
in the group. 

18. The terminal according to claim 16, further compris 
ing: 

a receiver configured to receive group information broad 
cast by the network, wherein the group information 
comprises one of the group consisting of: (a) a group ID 
of the group, and (b) the group ID of the group and 
terminal IDs of all the terminals in the group. 

19. The terminal according to claim 16, wherein the first 
processor is configured to: 

Select a same pseudo random number generator according 
to a group ID and generate a same pseudo random num 
ber seed according to the group ID; 

Select a same downlink (DL) slot position as an input 
reference time point; and 

determine the synchronized random number according to 
the pseudo random number seed and the input reference 
time point. 

20. The terminal according to claim 16, wherein, 
the second processor is configured to monitor whether 

there is a random access response (RAR) to the first 
terminal and whether there is a result that the RRC 
connection of the first terminal is successful; and 

the terminal further comprises: 
a fifth processor configured to acquire a temporary cell 

radio network temporary identifier (TCRNTI) and the 
RRC connection UL resources, after the second proces 
Sor monitoring one of the group consisting of: 

(a) the RAR to the first terminal, and 
(b) the result that the RRC connection of the first terminal 

is successful. 
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21. A communication network element (NE), comprising: 
a processor configured to group terminals, wherein termi 

nals belonging to a same group have a synchronized 
random number; and 

a receiver configured to receive a first network access ini 
tiated by an arbitrary first terminal in the group; 

wherein the processor is further configured to allocate 
radio resource control (RRC) connection uplink (UL) 
resources to all the terminals of the group the first ter 
minal belongs to after the first terminal successfully 
accesses the network; and 

the receiver is further configured to receive a second net 
work access initiated by other terminals in the group, 
except the first terminal, using the RRC connection UL 
resources allocated to the group by the network after a 
result that the first terminal accesses Successfully net 
work is monitored. 

22. The communication network element according to 
claim 21, further comprising: 

a transmitter configured to broadcast group information, 
wherein the group information comprises terminal IDS 
of all the terminals in the group, so that each terminal 
calculates a group ID of the group that the terminal 
belongs to according to the terminal IDs of all the ter 
minals in the group. 

23. The communication network element according to 
claim 21, further comprising: 

a transmitter configured to broadcast group information, 
wherein the group information comprises one of the 
group consisting of (a) a group ID of the group, and (b) 
the group ID of the group and terminal IDs of all the 
terminals in the group. 

24. The communication network element according to 
claim 21, further comprising: a transmitter, wherein, 

the receiver is configured to: 
receive a preamble sent from the first terminal; 
receive one of the group consisting of an RRC connec 

tion request, a location update request and a schedule 
request sent from the first terminal on the allocated 
RRC connection UL resources, wherein the one of the 
group consisting of the RRC connection request, the 
location update request and the schedule request car 
ries one of the group consisting of a terminal ID of the 
first terminal, a group ID of the group the first terminal 
belongs to and the synchronized random number; and 

receive an RRC connection established message sent 
from the first terminal; 

the transmitter is configured to, after the preamble sent 
from the first terminal is received: 
send a random access response (RAR) to the first termi 

nal; 
send an acknowledge (ACK) message to the first termi 

nal, after one of the group consisting of 
the RRC connection request, 
the location update request, and 
the schedule request sent from the first terminal is 

received, 
wherein the ACK message carries one of the group con 

sisting of the terminal ID of the first terminal, the 
group ID of the group that the first terminal belongs 
to, and the synchronized random number. 

k k k k k 
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