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Abstract 

This document describes the use of RSVP (Resource Reservation 
Protocol), inc l udi n g all t h e necessar y extens i ons, to establ i s h 
label-switched paths (LSPs) in MPLS (Multi-Pr o t ocol Label Switching ) . 
Sin ce the flow along an LSP is comple t ely identified by the label 
applied at the ingr ess node of t h e path , t h ese paths may be t r e a ted 
as tunnels. A key application of LSP tunnels is t r a ffic engineering 
with MPLS as specified i n RFC 2702. 

We propose several additional objects that extend RSVP, allowin g t h e 
establishment of explicitly routed label switched paths u sing RSVP as 
a signaling protocol. The result is the instantiation of label­
switched tunnels whic h can be automatically r outed a way f rom network 
failures, congestion, and bottlenecks. 
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1 . Int r oduct i o n 

Se ction 2.9 of the MPLS architecture [2] d e fines a labe l distribution 
protocol as a set of procedures by which one Label Switched Router 
(LSR) informs another of the meaning of labels used to forward 
traffic between and through them. The MPLS architecture does not 
assume a single labe l distribution protocol. This document is a 
specificati on o f extensions to RSVP for establis hing labe l swi tched 
paths (LSPs) i n MPLS networks. 

Several of the new features described in t h is document were motivated 
by the req uirements f or traffic engineering over MPLS (see [3]). In 
particular, the extended RSVP protocol supports the instantia t i o n o f 
explicitly routed LSPs, with or without resou rce reservations. It 
also supports smooth rerouting of LSPs, preemption, and l oop 
detection. 

The LSPs c r eated with RSVP can be used to carr y the "Tr a f fic Trunks" 
described in [3]. The LSP which carr ies a tra ffic trun k and a 
traffic trunk are distinct though closely related concepts. For 
example, two LSPs between the same source and des t ination could be 
load shared to carr y a single traffic trunk. Conversely several 
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traffic trunks could be carried in the same LSP if, for instance, the 
LSP were capable of carrying several service classes. The 
applicability of these extensions is discussed further in [10]. 

Since the traffic that flows along a label-switched path is defined 
by the label applied at the ingress node of the LSP, these pa t hs can 
be treated as tunnels, tunneling below normal IP routing and 
filtering mechanisms. When an LSP is used in this way we refer to it 
as an LSP tunnel. 

LSP tunnels allow the implementation of a variety of policies related 
to network performance optimization. For example, LSP tunnels can be 
automatically or manually routed away from network failures, 
congestion, and bottlenecks. Furthermore, multiple parallel LSP 
tunnels can be established between two nodes, and traffic between the 
two nodes can be mapped onto the LSP tunnels according to local 
policy. Although traffic engineering (that is, performance 
optimization of operational networks) is expected to be an important 
application of this specification, the extended RSVP protocol can be 
used in a much wider context. 

The purpose of this document is to describe the use of RSVP to 
establish LSP tunnels. The intent is to fu l ly descr ibe a l l the 
objects, packet formats, and procedures required t o realize 
interoperable implementations. A few new objects are also defined 
that enhance management and diagnostics of LSP tunnels. 

The document also describes a means of rapid node failure detection 
via a new HELLO message. 

All objects and messages described in this specification are optional 
with respect to RSVP. This document discusses what happens when an 
object described here is not supported by a node. 

Throughout this document, the discussion will be restricted to 
unicast label switched paths. Multicast LSPs are left for further 
study. 

1.1. Background 

Hosts and routers that support both RSVP [1] and Multi-Protocol Label 
Switching [2] can associate labels wi t h RSVP flows. When MPLS and 
RSVP are combined, the definition of a flow can be made more 
f l exible. Once a label switched path (LSP) is established, the 
traffic through the path is defined by the label applied at the 
ingress node of the LSP. The mapping of label to traffic can be 
accomplished using a number of different criteria. The set of 
packets that are assigned the same label value by a specific node are 
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said to belong to the same forwarding equivalence class (FEC) (see 
[2]), and effectively define t h e "RSVP flow." Wh en traff ic is mapped 
onto a label-switch ed path in this way, we call the LSP an "LSP 
Tunnel". When labels are associated with traffic flows, it becomes 
possible for a router to identify the appropriate reservation state 
for a packet based on the packet's label value. 

The signal ing p r otocol mode l uses downstr eam-on-demand l abel 
distribution. A request to bind labels to a specific LSP tunnel is 
initiated by an ingress node t h rough the RSVP Path message. For t h is 
purpose, the RSVP Path message is augmented with a LABEL_REQUEST 
object. Labels are allocated downstr eam and distributed (prop agated 
upstream) by means of the RSVP Resv message. For this purpose, the 
RSVP Resv message is extended with a special LABEL object. The 
procedures f or label allocation, distribution, binding, and s t acking 
are described in subsequent sections of this document. 

The signaling protocol model also supports explicit rou t ing 
capability. This is accomplish ed by incorporating a simple 
EXPLICIT_ROUTE object into RSVP Path messages. The EXPLICIT ROUTE 
object en capsulates a concatenation of hops which constitutes the 
explicitly routed path. Using this obj ect, the paths taken by 
l abel -swi tched RSVP-MPLS f lows can be p r e-determined, i ndepen dent of 
convent ional IP routing. The explici t ly routed pat h can be 
administratively specified, or automa t ically computed by a suitable 
entity based on QoS and policy requir ements, taking into 
con s i de r ati on the p r evai ling network state. I n gen e r a l , path 
computation can be control-driven or data-driven. The mechanisms, 
proce sses , and algorithms u s e d to compu t e e xplici t ly routed paths are 
beyond t he scope of this specification. 

One useful application of explicit routing is traffic engineering. 
Using explicitly route d LSPs, a node at the ingress e dge of an MPLS 
domain can cont r o l t he path thr ough whi ch t r a f f i c t r averses from 
itself, thro ugh the MPLS network, t o an egress node. Explici t 
r ou ting can be used to optimize the utilization of network resources 
and enhance t raffi c oriented pe r formance characteristics. 

The concept of explicitly routed label switched paths can be 
generalized through the notion of abstr act nodes . An abstrac t node 
is a group of nodes whose inte r nal topology is opaque to the i ngress 
node of the LSP. An abstract node is s a id t o be simple if it 
contains only one physical node. Using this concept of abstraction, 
an explic i tly r outed LSP can be specified as a sequence of IP 
prefixes or a sequence of Autonomous Systems. 
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The signaling protocol model supports the specification of an 
explicit path as a sequence of strict and loose routes. The 
combination of abstract nodes, and strict and loose routes 
significantly enhances the flexibility of path definitions. 

An advantage of using RSVP to establish LSP tunnels is t hat i t 
enables the allocation of resources along the path. For example, 
bandwidth can be a llocated to an LSP tunne l using standard RSVP 
reservations and Integrated Services service classes [4]. 

While resource reservations are useful, they are not mandatory. 
Indeed, an LSP can be instantiated wi thout any resource reservations 
whatsoever. Such LSPs without resource reservations can be u sed, for 
example, to carry best effort traffic. They can also be used in many 
other contexts, including implementation of fall -back and recovery 
policies under fault conditions, and so for th . 

1.2. Terminology 

The key words "MUST", "MUST NOT", "REQUIRED", "SHALL", "SHALL NOT", 
"SHOULD", "SHOULD NOT", "RECOMMENDED", "MAY", and "OPTIONAL" i n this 
document are to be interpreted as described in RFC2119 [6]. 

The reader is assumed to be familiar wi t h t he terminology in [1], [2] 
and [3]. 

Abstract Node 

A group of nodes whose internal topology is opaque to the ingress 
node of the LSP. An abstract node is said to be simple if it 
contains only one physical node. 

Explicitly Routed LSP 

An LSP whose path is established by a means other t han normal IP 
routing. 

Label Switched Path 

LSP 

The path created by the concate nation of one or more label 
switched hops, allowing a packet to be forwarded by swapping 
labels from an MPLS node to another MPLS node. For a more precise 
definition see [2]. 

A Label Switched Pat h 

Awduche , et a l. Standards Track [Page 6] 

Exhibit 1010 
Cisco v. Corrigent – IPR2023-00447 

Page 6 of 61



RFC 3209 Extensions to RSVP for LSP Tunnels December 2001 

LSP Tunnel 

An LSP which is used to tunnel below normal IP routing and/or 
filtering mechanisms. 

Traffic Engineered Tunnel (TE Tunnel) 

A set of one or more LSP Tunne l s which carries a traffic t r unk. 

Traffic Trunk 

A set of flows aggregated by their service class and then placed 
on an LSP or set of LSPs called a t raffic engineered tunnel. For 
further discussion see [3]. 

2. Overview 

2.1. LSP Tunnels and Traffic Engineered Tunnels 

According to [1], "RSVP defines a 'session' to be a data flow with a 
particular destination and transport-layer protocol." However, when 
RSVP and MPLS are combined, a flow or session can be defined with 
g r eate r flexibility and gene r a li ty. The ingress node of an LSP can 
use a variety of means to det ermine which packets are assigned a 
particular label. Once a label is assigned to a set of packets, the 
label effectively defines the "flow" through the LSP. We refer to 
such an LSP as an "LSP tunn el" because the tra ff i c through it is 
opaque to intermediate nodes along the label switched path. 

New RSVP SESSION, SENDER_TEMPLATE, and FILTER_SPEC objects, called 
LSP_TUNNEL_IPv4 and LSP_TUNNEL_IPv6 have been defined to support the 
LSP tunnel feature. The semantics of these objects, from the 
perspective of a node along the label switched pa t h, is that t raffic 
bel onging to t he LSP tunnel i s i dent ified solely on the basis o f 
packets arriving from the PHOP or "previous hop" (see [l]) wi th the 
particular label value(s) assigned by this node to upstream senders 
to the session. I n fact, the IPv4(v6) that appears in the object 
name only denotes that the destination address is an IPv4 (v6) 
address. When we refer to these objects generically, we use the 
qualifier LSP TUNNEL. 

In some applications it is useful to associate se t s of LSP tunnels. 
This can be useful during reroute operations or to spread a traffic 
t runk over multiple paths. In the t r affic engineeri ng application 
such sets are called traffic engineered tunnels (TE tunnels). To 
enable the identification and association of such LSP tunnels, two 
ident ifiers are carried. A tunnel ID is part of t he SESSION object. 
The SESSION object uniquely defines a traffic engineered tunnel. The 
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SENDER TEMPLATE and FILTER_SPEC objec t s carry an LSP ID. The 
SENDER TEMPLATE (or FILTER_SPEC) object together with the SESSION 
object uniquely identifies an LSP tunnel 

2.2. Operation of LSP Tunnels 

This section summarizes some of the features supported by RSVP as 
extended by this document related to the operation of LSP tunnels . 
These include: (1) the capability to establish LSP tunnels with or 
without QoS requirements, (2) the capability to dynamically reroute 
an established LSP tunnel, (3) the capabili t y to observe the actual 
route traversed by an established LSP tunnel, (4) the capability to 
identify and diagnose LSP tunnels, (5) the capability to preempt an 
established LSP tunnel under administrative policy control, and (6) 
the capability to perform downstream-on-demand label allocation, 
distribution, and binding. In the following paragraphs, these 
features are briefly described. More detailed descriptions can be 
found in subsequent sections of this document. 

To create an LSP tunnel, the first MPLS node on the path -- that is, 
the sender node with respect to the path -- creates an RSVP Path 
message with a session type of LSP TUNNEL IPv4 or LSP TUNNEL IPv6 and 
inserts a LABEL_REQUEST obj ect into the Path message. The 
LABEL REQUEST object indicates that a label binding for this path is 
requested and also provides an indication of the network layer 
protocol that is to be carried over this path. The reason for this 
i s that the network laye r p r otocol sent down an LSP cannot be assumed 
to be IP and cannot be deduced from the L2 header, which simply 
identifies the higher layer protocol as MPLS. 

If the sender node has knowledge of a route that has high likelihood 
of meeting the tunnel's QoS requirements, or that makes efficient use 
of network resources, or that satisfies some policy criteria, the 
node can decide to use t h e r oute for some o r all of i ts sess i ons . To 
do this, the sender node adds an EXPLICIT_ROUTE object to the RSVP 
Path message. The EXPLICIT ROUTE object specifies the route as a 
sequence of abstract nodes. 

If, after a session has been successfully established, the sender 
node discovers a better route, the sender can dynamically reroute the 
session by simply changing the EXPLICIT ROUTE object. If problems 
are encountered with an EXPLICIT_ROUTE object, ei t her because it 
causes a routing loop or because some intermediate routers do not 
support it, the sender node is notified. 

By adding a RECORD_ROUTE object to the Path message, the sender node 
can receive informatio n about the actual route that the LSP tunnel 
traverses. The sender node can also use this object to request 
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notification from the network con cern i ng c hanges t o the routing path . 
The RECORD ROUTE object is analogous t o a path vector, and hence can 
be used for loop detection. 

Finally, a SESSION_ATTRIBUTE object can be added t o Path messages to 
aid in session identificat i o n and diagno stics. Additional control 
information, such as setup and hold priorities, r esource a ffinities 
(see [3]), and l oca l -pr otecti o n , a r e also i ncl uded i n thi s objec t. 

Rou ters along the path may use t he se tup a n d hold prior ities alo ng 
with SENDER TSPEC and any POLICY_DATA objec t s contained in Pa t h 
messages as input to policy con trol. For instance, in the t r a f fic 
engineering ap plication, it is very u seful t o use the Path message as 
a means of verifyin g that bandwidth exists at a particu lar p r iority 
along an entire path bef ore preemptin g a ny lower priori t y 
r eservations. If a Path message is allowed to progress when there 
are insufficien t resources, then ther e is a d a nger that lower 
priority reservations do wnstream o f this poin t will unn ecessar ily be 
preempted in a futile attempt to service t h is request. 

When the EXPLICI T_ ROUTE obj ect (ERO) i s present, the Pa th mes s age i s 
forwarded towards its de stination along a path specified by the ERO. 
Each node a l ong t he path r e c o r ds t he ERO in i ts path state b l ock. 
Nodes may also modif y the ERO before f o r war ding t he Pat h mess age . I n 
this case the modified ERO SHOULD be stor ed in t h e path state block 
in addition to the received ERO. 

The LABEL_REQUE ST ob j ect requests intermediate r outers and receiver 
nodes to prov ide a labe l bindin g f o r t he s ess i on. If a node i s 
incapable o f providing a label bindin g, it sends a PathErr messa ge 
with an "unknown object class" error. If the LABEL REQUEST obj ect is 
not supported end to end, the sender node will be notified by the 
first node which do e s not provide this support. 

The de stination node o f a labe l-switc hed p ath respo nds to a 
LABEL REQUEST by i n cludin g a LABEL object in its respon se RSVP Resv 
message. The LABEL objec t is i nser ted in the fil t e r spec list 
imme diately following the filter spec t o wh ich it pe rtains. 

The Resv message i s sent back up str eam towa rds t he sende r, f o llowi n g 
the path state created by the Path message, in reve r se order. Note 
that if the path state was crea t ed by u se of a n ERO, t h en t he Re sv 
message will follo w the reverse path of the ERO. 

Each node that r eceives a Resv message c ontaining a LABEL object u ses 
that label fo r outgoing t r affic as s o c iated with this LSP tunnel. If 
t he node is n ot t he sender, i t a lloca t es a ne w l abe l and p l aces t ha t 
l abel in the corre s pond i n g LABEL object o f the Re s v messag e whi c h i t 
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sends upstream to the PHOP. Th e label sent upstream in the LABEL 
object is the label which this node will use to identify incoming 
traffic associated with this LSP tunnel. This label also serves as 
shorthand for the Filter Spec. The node can now update its "Incoming 
Label Map" (ILM), which is used to map incoming labeled packe t s to a 
"Next Hop Label Forwarding Entry" (NHLFE), see [2]. 

When the Resv message propagates upst r eam to the sender node, a 
label-switched path is effectively es t ablished. 

2.3. Service Classes 

This document does not restrict the t ype of Integrated Service 
requests for reservations. However, an implementation SHOULD support 
the Controlled-Load service [4] and the Null Service [16]. 

2.4. Reser vation Styles 

The receiver node can select from among a set of possible reservation 
styles for each session, and each RSVP session must have a particular 
style. Senders have no influence on t he c h oice of reserva tion style. 
The receiver can c h oose different reservation styles for different 
LSPs. 

An RSVP session can result in one or more LSPs, depending on t he 
r eservation style chosen. 

Some reservation styles, such as FF, dedica t e a particular 
r e s e rvation to an individual s e nde r node . Othe r r e s e rvation style s, 
such as WF and SE, can s h are a reservation among several sender 
nodes. The following sections discuss the different reservation 
styles a n d their advantages and disadvantages. A more detailed 
discussion of r ese rvation style s can b e found in [1]. 

2.4.1. Fixed Filter (FF) Style 

The Fixed Filter (FF) reservation style crea tes a distinct 
reservation for traffic from each sender t h at is not s h ared b y o ther 
senders. This style is common for a pplications in which traffic from 
each sender is likely to b e c oncurren t a nd i n d ependent. The t o t al 
amount of reserved bandwidth on a link for sessions using FF is the 
sum of the reservations for the individual senders. 

Because each s ender h a s i ts own r eser vati o n , a unique label is 
assigned to each sender. This can resu lt in a poin t-to-point LSP 
between every sender/ receiver pair. 

Awduch e, et a l. Sta ndards Tr ack [Page 10 ] 

Exhibit 1010 
Cisco v. Corrigent – IPR2023-00447 

Page 10 of 61



RFC 3209 Extensions to RSVP for LSP Tunnels December 2001 

2.4.2. Wildcard Filter (WF) Style 

With the Wildcard Filter (WF) reservation style, a single shared 
reservation is used for all senders to a session. The t otal 
reservation on a link remains the same regardless of the number of 
senders. 

A s i ngle multipoint-to-point label-switched-path i s created for all 
senders to the session. On links that senders to the session share, 
a single label value is allocated to the session. If there is only 
one sender, the LSP looks like a normal point-to-point connection. 
When multiple senders are present, a multipoint-to-poin t LSP (a 
reversed tree) is created. 

This style is useful for applications in which no t all senders send 
traffic at the same time. A phone conference, for example, is an 
application where not all speakers talk at the same time. If, 
however, all senders send simultaneously, then there is no means of 
getting the proper reservations made. Either the reserved bandwidth 
on links close to the destination will be less than wha t is required 
or then the reserved bandwidth on links close to some senders will be 
greater than what is required. This restricts the applicability of 
WF for traffi c engineering purposes. 

Furthermore, because of the merging rules of WF, EXPLICIT_ROUTE 
objects cannot be used with WF reservations. As a result of this 
i ssue and the lack of app l icability to traffic enginee ring, use of WF 
is not considered in this document. 

2.4.3. Shared Explicit (SE) Style 

The Shared Explicit (SE) style allows a receiver to explicitly 
specify the senders to be included in a reservation. There is a 
s ingle r eservat i on on a link for all the senders listed. Because 
each sender is explicitly listed in the Resv message, different 
labels may be assigned to different senders, thereby creating 
separate LSPs. 

SE style reservations can be provided using multipoint-to-point 
label-switched-path or LSP per sender. Mul t ipoin t -to-point LSPs may 
be used when path messages do not carry the EXPLICIT_ ROUTE object, or 
when Path messages have identical EXPLICIT ROUTE objects. In either 
of these cases a common label may be assigned. 
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Path messages from different senders can each carry their own ERO, 
and the paths taken by the senders can converge and diverge a t any 
point in the network topology. When Path messages have differing 
EXPLICIT_ROUTE objects, separate LSPs for each EXPLICIT ROUTE objec t 
must be established. 

2.5. Rerouting Traffic Engineered Tunnels 

One of the requirements for Traffic Engineering is the capability to 
reroute an established TE tunnel under a number of conditions, based 
on administrative policy. For example, in some contexts, an 
administrative policy may dictate that a given TE tunnel is to be 
rerouted when a more "optimal" route becomes available. Another 
important context when TE tunnel reroute is usually required is upon 
failure of a resource along the TE tunnel's established path. Under 
some policies, it may also be necessary to return the TE tunnel to 
its original path when the failed resource becomes re-activated. 

In general, it is highly desirable not to disrupt traffic, or 
adversely impact network operations while TE tunnel rerouting is in 
progress. This adaptive and smooth rerouting requirement 
necessitates establishing a new LSP tunnel and transferring traffic 
from the old LSP tunnel onto it befo r e tear ing down the o l d LSP 
tunnel. This concept is called "make-before-break ." A problem can 
arise because the old and new LSP tunnels might compete with each 
other for resources on network segments which they have in common. 
Depending on availabi l ity of resources, this compet i tion can cause 
Admission Control to prevent the new LSP tunnel from being 
established. An advantage of using RSVP to establish LSP tunnels is 
that it solves this problem very elegantly. 

To support make-before-break in a smooth fashion, it is necessary 
that on links that are common to the old and new LSPs, resources used 
by the old LSP tunn el should not be r eleased before traffi c i s 
transitioned to the new LSP tunnel, and reservations should not be 
counted twice because this might cause Admission Control to reject 
the new LSP tunnel. 

A similar situation can arise when one wants to increase the 
bandwidth of a TE tunnel. The new reservation will be for the full 
amount needed, but the actual allocation needed is only the delta 
between the new and old bandwidth. If policy is being applied to 
PATH messages by intermediate nodes, then a PATH message requesting 
too much bandwidth wi l l be r ejected. In this situation s i mpl y 
increasing the bandwidth request without changing the 
SENDER_TEMPLATE, could result in a tunnel being torn down, depending 
upon local policy. 
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The combination of the LSP_TUNNEL SESSION obj ect and t h e SE 
reservation style naturally accommoda t es smooth transitions in 
bandwidth and routing. The idea is that t h e old and new LSP t unnels 
share resources along links which they have in common. The 
LSP TUNNEL SESSION object is used to narrow the scope of the RSVP 
session to the particular TE t unnel in ques t i on. To uniquely 
identify a TE tunnel, we use the combination of the des t ination IP 
address (an addr ess of t h e node which is t h e egress of the tunne l ), a 
Tun nel ID, and the t u nnel ingress node's IP address, which is placed 
in the Extended Tunnel ID field. 

During the reroute or bandwidth -increase operation, the tunnel 
ingress needs to appear as two different senders t o the RSVP session. 
This is achieved by the inclusion of t he "LSP ID", which is carried 
in the SENDER_TEMPLATE and FILTER_SPEC objects. Since t he semantics 
of these objects are changed, a new C-Types are assigned. 

To effect a reroute, the ingress node picks a new LSP ID and forms a 
new SENDER TEMPLATE . The ingress node then creates a new ERO to 
define the new path. Thereafter the node sends a new Path Message 
using the original SESSION object and the new SENDER_TEMPLATE and 
ERO. It continues to use the old LSP and refresh the old Path 
message. On links t hat a r e not he l d in common, the new Path message 
is t rea t ed as a convent ional new LSP t u nnel set up. On links held in 
common, the shared SESSION object and SE style allow t h e LSP t o be 
established sharing resources with t h e old LSP. Once the ingress 
node rece i ves a Resv message fo r the new LSP, i t can t r an s i t i on 
traffic to it and tear down the old LSP. 

To effect a bandwidth -increase, a new Path Message with a new LSP_ID 
can be used to attempt a larger bandwidth reserva t i o n while the 
current LSP ID continues to be refreshed to ensur e that the 
r e s e rvation is not lost if the large r rese rvation f a ils. 

2.6. Path MTU 

Standard RSVP [1] and Int-Serv [11] p r ovide the RSVP sender with t h e 
minimum MTU available between the sender and the receiver. This pa t h 
MTU identification capability is also provided for LSPs established 
via RSVP. 

Path MTU information is carried, depending on which is present , in 
the Integrated Services or Null Service objects. When using 
I ntegr ated Se r v i ces objects, path MTU i s p r ovi ded based on t h e 
procedures defined i n [11]. Path MTU identification wh en using Null 
Servic e objects is defined in [16]. 
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With standard RSVP, the path MTU information is used by the sender to 
check which IP packets exceed the path MTU. For packets that exceed 
the path MTU, the sender either fragments the packets or, when the IP 
datagram has the "Don't Fragment" bit set, issues an ICMP des t ination 
unreachable message. This path MTU related handling is also required 
for LSPs established via RSVP. 

The following a l gorithm appl ies to a ll unlabe l ed I P datagr ams and to 
any labeled packets which the node knows to be IP datagrams, t o which 
labels need to be added before forwarding. For labeled packe t s the 
bottom of stack is found, the IP header examined. 

Using the terminology defined in [5], an LSR MUST execu t e the 
following algorithm: 

1. Let N be the number of bytes in the label stack (i.e, 4 times the 
number of label stack entries) including labels to be added by 
this node. 

2. Let M be the smaller of the "Maximum Ini t ially Labeled IP Datagram 
Size" or of (Path MTU - N). 

When t he size of an IPv4 datagr am (without l abels) exceeds t he value 
of M, 

If 

If 

the DF bit is not set in the IPv4 header, then 

(a) the datagram MUST be broken into fragments, each of whose 
size is no grea t e r t h an M, and 

(b) each fragment MUST be labeled and then forwarded. 

the DF bit is set in the IPv4 header, then 

(a) the datagram MUST NOT be forwarded 

(b) Create an ICMP Destination Unreachable Message: 

i. set its Code field [ 12] to "Fragmentation Required and 
DF Set", 

ii. set its Next-Hop MTU field [13] to M 

(c) If possible, transmit the ICMP Destination Unreachab le 
Message to the source of t he of the discarded datagram. 

When the size of an IPv6 datagram (without labels) exceeds the 
value of M, 
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(a) the datagram MUST NOT be forwarded 

(b) Create an ICMP Packet too Big Message with t he Next-Hop 
link MTU field [14] set to M 

(c) If possible, transmit the ICMP Packet too Big Message to 
the source of the of the discarded datagram. 

3. LSP Tunnel related Message Formats 

Five new objects are defined in this section: 

Object name 

LABEL_REQUEST 
LABEL 
EXPLICIT ROUTE 
RECORD ROUTE 
SESSION ATTRIBUTE 

Applicable RSVP messages 

Path 
Resv 
Path 
Path, Resv 
Path 

New C-Types are also assigned for the SESSION, SENDER_TEMPLATE, and 
FILTER_SPEC, objects. 

Detailed descriptions of the new objects a re given in later sections. 
All new objects are OPTIONAL with respect to RSVP. An implementation 
can choose to support a subset of objects. However, t he 
LABEL REQUEST and LABEL obj ects are mandatory with respect to thi s 
specification. 

The LABEL and RECORD_ROUTE objects, are sende r specific. In Resv 
messages they MUST appear after the associa t ed FILTER SPEC and prior 
to any subsequent FILTER_SPEC. 

The relat ive placement of EXPLICIT ROUTE, LABEL_REQUEST, and 
SESSION_ATTRIBUTE objects is simply a recommendat ion. The ordering 
of these objects is not important, so an implemen t ation MUST b e 
prepared to accept objects in any order. 

3.1. Path Message 

The fo rmat of the Path message is as follows: 

<Path Message> 

Awduche , et a l. 

<Common Header> [ <INTEGRITY> 
<SESSION> <RSVP HOP> 
<TIME VALUES> 
[ <EXPLICIT_ROUTE> ] 
<LABEL_REQUEST> 
[ <SESSION ATTRIBUTE> 
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<sender descriptor> 

3.2. Resv Message 

[ <POLICY_DATA> ... 
<sender descrip t or> 

<SENDER TEMPLATE> <SENDER TSPEC> 
<ADSPEC>] 
<RECORD ROUTE> 

The format of the Resv message is as follows: 

<Resv Message> 

<flow descriptor list> 

<Common Header> [ <INTEGRITY> 
<SESSION> <RSVP HOP> 
<TIME VALUES> 
[ <RESV_CONFIRM> J [ <SCOPE> J 
[ <POLICY_DATA> ... ] 
<STYLE> <flow descriptor list> 

<FF flow descriptor list> 
<SE flow descriptor> 

<FF flow descripto r list>::= <FLOWSPEC> <FILTER SPEC> 
<LABEL> [ <RECORD_ ROUTE>] 
I <FF flow descriptor list> 
<FF flow descriptor> 

<FF flow descriptor> <FLOWSPEC>] <FI LTER_SPEC> <LABEL> 
<RECORD_ROUTE>] 

<SE flow descriptor>::= <FLOWSPEC> <SE filter spec list> 

<SE filter spec list>:: = <SE filter spec> 
I <SE fi lte r spec lis t > <SE fi lter spec> 

<SE filter spec> <FILTER_SPEC> <LABEL> [ <RECORD ROUTE> 

Note: LABEL and RECORD_ROUTE (if present ), are bound to the 
preceding FILTER SPEC. No more than one LABEL and/or 
RECORD ROUTE may follow each FILTER SPEC. 
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4. LSP Tunnel related Objects 

4.1. Label Object 

December 2001 

Labels MAY be carried in Resv messages. For the FF and SE styles, a 
label is associated with each sender. The label for a sender MUST 
immediately follow the FILTER SPEC for that sender in the Resv 
message. 

The LABEL object has the following format: 

LABEL class= 16, C_Type = 1 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I (top label) I 

+- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- + 

The contents of a LABEL is a single label, encoded in 4 octets. Each 
generic MPLS label is an u n signed integer in the range O through 
1048575. Generic MPLS labels and FR labels are encoded right aligned 
in 4 octets. ATM l abel s a r e e n coded with the VPI right j ust ifie d i n 
bit s 0-15 and t he VCI right j us t i f ied in bi t s 16-31. 

4.1.1. Handling Label Objects in Resv messages 

I n MPLS a node may suppor t multiple label spaces, perhap s associating 
a unique space with e ach incoming inte rface . For the purposes of the 
following discussion, the term "same label" means the identical label 
value drawn from t h e identical label space. Further, the following 
applies only to unicast sessions. 

Labels r ecei ved in Resv messages on d ifferent interfaces are always 
considered to be different even if t h e label value is the same. 

4.1.1.1. Downstr eam 

The do wnstream node selects a label to represent the flow. If a 
label r ange has been specified in the l abe l r e quest, the label MUST 
be drawn from that range. If no label is available the node sends a 
PathErr message with an erro r code of "routing problem" and an error 
value of "label allocation failure". 

I f a node receiv es a Resv message tha t has assigned the same label 
value to multiple senders, then that node MAY also ass ign a single 
value to t hose same senders or to any subse t of t hose senders. Note 
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that if a node intends to police individual senders to a session, i t 
MUST assign unique labels to t h ose senders. 

In the case of ATM, one further condi t ion applies. Some ATM node s 
are not capable of merging streams. These nodes MAY indicate this by 
setting a bit in t h e label request to zero. The M-bit in the 
LABEL_REQUEST object of C-Type 2, label request with ATM label range, 
serves t his purpose. The M-bit SHOULD be set by nodes which are 
merge capable. If for any senders the M-bit is not set, the 
downstream node MUST assign unique labels to those senders. 

Once a label is allocated, the node formats a new LABEL objec t . Th e 
node then sends the new LABEL obj ect as par t of the Resv message to 
the previous hop. The node SHOULD be prepared to forward packets 
carrying the assigned label prior to sending the Resv message. The 
LABEL object SHOULD be kept in the Reservation State Block. It is 
then used in t he next Resv refresh even t for formatting the Resv 
message. 

A node is expected to send a Resv message before its refresh t i mers 
expire if the contents of the LABEL obj ect change. 

4.1. 1 .2. Upstr eam 

A node uses the label carried in the LABEL object as t he outgoing 
label associated with the sender. The router allocates a new labe l 
and binds i t to the incoming interface of this sess i on /sende r . Thi s 
is the same interface that the router uses t o fo r ward Resv messages 
to the pre vious hops. 

Several circumstance can lead to an unaccep t able label. 

1. the node i s a merge incapable ATM swi t ch b ut the downstream 
node has ass i gned the same l abe l to two sende r s 

2. The implicit n u ll label was assigned, but the node is not 
capable of doing a penultimate pop for the associa ted L3PID 

3. The assigned label is outside the requested l abel r a nge 

In any of these events t he node send a ResvErr message with an error 
code of "routing problem" and an error value o f "unacceptable l abe l 
value". 
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4.1.2. Non-support of t he Label Object 

Under normal circumstances, a n ode s h ou ld n ever r eceive a LABEL 
object i n a Resv message un less it had included a LABEL REQUEST 
object i n the corresponding Path message. However, an RSVP r ou ter 
that does not recognize the LABEL object sends a ResvErr with the 
error code "Unknown object class" t oward t h e receiver. This causes 
the r eser v a t i on to fa i l . 

4 .2. Label Request Object 

The Label Request Class is 19. Currently there are thr ee 
C_ Types. Type 1 is a Label Request without l a bel r a nge. 
label r equest with an ATM label range. Type 3 is a label 
with a Frame Relay label range. The LABEL_REQUEST objec t 
shown below. 

4.2.1. Label Request without Label Range 

Class= 19, C Type 1 

possib le 
Type 2 is a 
request 
fo r mats are 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Reser ved L3PID 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Reserved 

This f ield i s reser ved. It MUST b e set to ze r o on transmi ssion 
and MUST be ignored on receipt. 

L3PID 

a n ide ntifier o f t h e laye r 3 p rot oco l us i ng this path. 
Standard Ethertype values are u sed . 
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4.2.2. Label Request with ATM Label Range 

Class= 19, C_Type 2 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Reserved L3PID 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
IMI Res I Minimum VPI I Minimum VCI I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Res Maximum VPI Maximum VCI 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Reserved (Res) 

This field is reserved. It MUST be set to zero on transmission 
and MUST be ignored on receipt. 

L3PID 

M 

an identifier of the layer 3 protocol using this path. 
Standar d Ethertype val ues a r e used. 

Setting this bit to one indi cates that the node is capable of 
merging in the data plane 

Minimum VPI (12 bits) 

This 12 bit field specifies the lower bound of a block of 
Virtual Path Identifiers that is supported on the originating 
switch. If the VPI i s less than 12-bi ts it MUST be r ight 
justified in this field and preceding bits MUST be set to zero. 

Minimum VCI (16 bits) 

This 16 bit field specifies the lower bound of a block of 
Virtual Connection Identifiers t hat is supported on the 
originating switch. If the VCI is less than 16-bits it MUST be 
right justified in this field and preceding bits MUST be set t o 
zero. 
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Maximum VPI (12 bits) 

This 12 bit field specif ies the upper bo und of a b l ock of 
Virtual Path Identifiers that is supported on the originating 
switch. If the VPI is less than 12-bits it MUST b e right 
justified in t his field and preceding bits MUST b e set t o ze r o . 

Maxi mum VC I (16 bits) 

This 16 bit field specifies the upper b o und of a b l ock of 
Virtual Connection Identifiers t ha t is supported on the 
originating switch. If the VCI is less than 1 6-bits it MUST b e 
right j ustified in t h is field and preceding bits MUST be set t o 
zero. 

4.2.3. Label Request with Frame Relay Label Range 

Class = 19, C Type 3 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- + 
Reser ved L3PID 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Reserved IDLII Min imum DLCI 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Rese r ved Maxi mum DLCI 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Reserved 

This field is rese r ved. It MUST be set to zero on t r a n smission 
and ignore d on r e c e ipt. 

L3PID 

DLI 

a n identifier o f t h e l aye r 3 p r otoco l using this path. 
Standar d Ethertype values are u sed. 

DLCI Length Indicator. The number o f bits in the DLCI. The 
following values are supported: 

Len DLCI bits 

0 10 
2 23 
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Minimum DLCI 

This 23-bit field specifies the lower bound of a block of Data 
Link Connection Identifiers (DLCis) that is supported on the 
originating switch. The DLCI MUST be right justified in this 
field and unused bits MUST be set to 0. 

Maximum DLCI 

This 23-bit field specifies the upper bound of a block of Data 
Link Connection Identifiers (DLCis) that is supported on the 
originating switch. The DLCI MUST be right j ustified in this 
field and unused bits MUST be set to 0. 

4.2.4. Handling of LABEL REQUEST 

To establish an LSP tunnel the sender creates a Path message with a 
LABEL_REQUEST object. The LABEL_REQUEST object indicates that a 
label binding for this path is requested and provides an indication 
of the network layer protocol that is to be carried over this path. 
This permits non-IP network layer protocols to be sent down an LSP. 
This information can also be useful in actual label allocation, 
because some reserved labels a r e protocol specific, see [5]. 

The LABEL_REQUEST SHOULD be stored in the Path State Block, so that 
Path refresh messages will also contain the LABEL_REQUEST object. 
When the Path message reaches the receiver, the presence of the 
LABEL_REQUEST object triggers the receiver to allocate a label and to 
place the label in the LABEL object for the corresponding Resv 
message. If a label range was specified, the label MUST be allocated 
from that range. A receiver that accepts a LABEL_REQUEST object MUST 
include a LABEL object in Resv messages pertaining to that Path 
message. If a LABEL_REQUEST object was not present in t he Pa t h 
message, a node MUST NOT i nclude a LABEL object i n a Resv message for 
that Path message's session and PHOP. 

A node that sends a LABEL_REQUEST object MUST be ready t o accept and 
correctly process a LABEL object in the corresponding Resv messages. 

A node that recognizes a LABEL_REQUEST object, bu t that is unable to 
support it (possibly because of a failure to allocate labels) SHOULD 
send a PathErr with the error code "Routing problem" and the error 
value "MPLS label allocation failure." This includes the case where 
a label range has been specified and a l abe l cannot be al l ocated f r om 
that range. 
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A node which receives and forwards a Path message each with a 
LABEL_REQUEST object, MUST copy the L3PID from the received 
LABEL_REQUEST object to the forwarded LABEL_REQUEST object. 

If the receiver cannot support the protocol L3PID, it SHOULD send a 
PathErr with the error code "Routing problem" and the error value 
"Unsupported L3PID." This causes the RSVP session to fail. 

4.2.5. Non-support of the Label Request Object 

An RSVP router that does not recognize the LABEL_REQUEST object sends 
a PathErr with the error code "Unknown object class" toward the 
sender. An RSVP router that recognizes the LABEL_ REQUEST object bu t 
does not recognize the C_Type sends a PathErr with the error code 
"Unknown object C Type" toward the sender. This causes the path 
setup to fail. The sender should notify management tha t a LS P cannot 
be established and possibly take action to continue the reservation 
without the LABEL REQUEST. 

RSVP is designed to cope gracefully with non-RSVP routers anywhere 
between senders and receivers. However, obviously, non-RSVP routers 
cannot convey labels via RSVP. This means t hat if a router has a 
neighbor that is known to not be RSVP capabl e, t h e r outer MUST NOT 
advertise t he LABEL_ REQUEST object when sending messages that pass 
through the non-RSVP routers. The router SHOULD send a PathErr back 
to the sender, with the error code "Routing problem" and the error 
value "MPLS being negotiated, but a non-RSVP capable router s t ands in 
the path." This same message SHOULD be sen t , if a router receives a 
LABEL_REQUEST object in a message from a non-RSVP capable rou ter. 
See [1] for a description of how a downstream rou t er can determine 
the presence of non-RSVP routers. 

4.3. Explicit Route Object 

Explicit routes are specified via the EXPLICIT_ROUTE object (ERO). 
The Explicit Route Class is 20. Currently one C_Type is defined, 
Type 1 Explicit Route. The EXPLICIT ROUTE object has the following 
format: 
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Class 20, C_Type 1 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I 
II 
I 

(Subobjects) 
I 
II 
I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Subobjects 

The contents of an EXPLICIT_ ROUTE object are a series of variable­
length data items called subobjects. The subobjects are defined in 
section 4.3.3 below. 

I f a Path message contains multiple EXPLICIT_ROUTE objects, only the 
first object is meaningful. Subsequent EXPLICIT ROUTE objects MAY be 
ignored and SHOULD NOT be propagated. 

4.3.1. Applicability 

The EXPLICIT ROUTE object is intended to be used only for unicast 
situations. Applications of explicit routing t o mu l t icast are a 
topic for further research. 

The EXPLICIT_ROUTE object is to be used only when a ll r outers a long 
the explicit route support RSVP and the EXPLICIT_ROUTE object. The 
EXPLICIT_ROUTE object is assigned a class value of the form 0bbbbbbb. 
RSVP routers that do not support the object will therefore respond 
with an "Unknown Object Class" error. 

4.3.2. Semantics of the Explicit Route Object 

An explicit route is a particular path in the network topology. 
Typically, the explicit route is determined by a node, with the 
intent of directing traffic along tha t path. 

An explicit route is described as a list of groups of nodes along the 
explicit route. In addition to the ability to identify specific 
nodes along the path, an explicit route can identify a group of nodes 
that must be traversed along the path. This capability allows the 
routing system a significant amount of local flexibility in 
fulfilling a r equest for an explicit r oute. This capabi l i ty allows 
the generato r of the explicit r ou te to have impe r fect information 
about the details of the path. 
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The explicit route is encoded as a series of subobj ects contained in 
an EXPLICIT_ROUTE obj ect. Each subobject identifies a gro up o f nodes 
in the explicit rou te. An explicit r ou te is thus a specificat i o n of 
groups of nodes to be traversed. 

To formalize the discussion, we call each group of nodes a n a b stract 
node. Thus, we say that a n explicit route is a specification of a 
set o f abstr act nodes to be t r ave r sed. If a n abs t ract node con s i sts 
of only one node, we refer to it as a simple abstract n ode. 

As an example of t h e concept of abst r act nodes, con sider a n explici t 
r ou te that consists solely of Autonomou s System numb er s ubobject s . 
Each subobj ect corresp onds to an Autonomous Sy stem in t he g l obal 
topology. In this case, each Auto nomou s System is an a b stract node, 
and the explicit route is a path that inclu des each o f t he spe cified 
Autonomous Systems. There may be mul t iple hops within each 
Autonomous Sy stem, b u t t h e s e a r e opaque to the source n ode for the 
explicit route. 

4.3.3. Subobjects 

The contents of an EXPLICIT_ROUTE object a r e a series of v ariable­
l e ngth data i tems cal l ed s ubobjects. Eac h s ubobject has the f o r m: 

0 l 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+------------- / /----------------+ 
ILi Type I Length I (Sub ob j ec t conten ts) I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-------------!! ----------------+ 

L 

The L bit i s an attribute o f t he subobj e ct. The L bit is set 
i f t he s ubobject r e presen ts a l oose h op i n the expl i cit route. 
If the b it i s not s et, t he subob j e c t represe n ts a strict h op i n 
the explicit route. 

Type 

The Typ e indicates the typ e o f co nten t s o f t h e subobj ec t . 
Currently defined values are: 

1 IPv4 prefix 
2 I Pv6 p r e fi x 

32 Auton omo us system number 
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Length 

The Length contains the total length of the subobject in bytes, 
including the L, Type and Length fields. The Length MUST be at 
least 4, and MUST be a multiple of 4. 

4.3.3.1. Strict and Loose Subobjects 

The L bit in the s ubobject is a one-bit attribute. If the L bit is 
set, then the value of t he attribute is 'loose.' Otherwise, the 
value of the attribute is 'strict.' For brevity, we say that if t he 
value of the s ubobject attribute is 'loose' then it is a 'loose 
subobject.' Otherwise, it's a 'strict subobj ect.' Fur t her, we say 
that the abstract node of a strict or loose subobject is a strict or 
a loose node, respectively. Loose and strict nodes are always 
interpreted relative to their prior abstract nodes. 

The path between a strict node and its preceding node MUST include 
only network nodes from the strict node and its preceding abstract 
node. 

The path between a loose node and its preceding node MAY include 
othe r network nodes that are not part o f t he strict node or its 
preceding abstract node. 

4.3.3.2. Subobject 1: IPv4 prefix 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
ILi Type Length I IPv4 address (4 bytes) 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv4 address {continued) I Prefix Le ngth I Resvd I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

L 

The L bit is an attribute of t he subobj ect. The L bit is set 
if the subobject represents a loose hop in the explicit route. 
If the bit i s not set , the subobject represents a strict hop in 
the explicit route. 

Type 

0x0l IPv4 address 

Awduche , et a l. Standards Tr ack [Page 26] 

Exhibit 1010 
Cisco v. Corrigent – IPR2023-00447 

Page 26 of 61



RFC 3209 Extensions to RSVP for LSP Tunnels December 2001 

Length 

The Length contains the total length of the subobject in bytes, 
including the Type and Length fields. The Length is always 8. 

IPv4 address 

An I Pv4 addr ess. This address i s treated as a p r efi x based on 
the prefix length value below. Bits beyond the prefix are 
ignored on receipt and SHOULD be set t o zer o on transmission. 

Prefix length 

Length in bits of the IPv4 prefix 

Padding 

Zero on transmission. Ignored on receipt. 

The contents of an IPv4 prefix s ubobject are a 4-octet IPv4 address, 
a 1-octet prefix length, and a 1-octet pad. The abstract node 
represented by this subobject is the set of nodes that have an IP 
addr ess whi c h lies wi thin thi s prefix. Note that a p r efix length of 
32 indicat es a single IPv 4 node. 

4.3.3.3. Subobject 2: IPv6 Prefix 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
ILi Type Length I IPv6 address (16 bytes) 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv6 addre ss {continue d) I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv6 address {con tinued) I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv 6 address {con tinued) I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv6 address {con tinued) I Prefix Length I Resvd I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

L 

The L b i t is an a tt r ibute of t h e s ubobj ect. The L bit is set 
if the s ubobject represents a loose h op in the exp licit r oute. 
If the bit is not set, t h e subobj ect represents a strict hop in 
t he explicit route . 
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Type 

0x02 IPv6 address 

Length 

December 2001 

The Length contains the total length of the subobject in bytes, 
i ncl udi ng the Type and Length fi e l ds. The Length is a lways 20. 

IPv6 address 

An IPv6 address. This address is treated as a pref ix based on 
the prefix length value below. Bits beyond the prefix are 
ignored on receipt and SHOULD be set t o zero on transmission. 

Prefix Length 

Length in bits of the IPv6 prefix. 

Padding 

Zero on transmission. Ignored on receipt. 

The contents o f an IPv6 prefix s ubobject a r e a 16-oct e t IPv 6 address, 
a 1-octet prefix length, and a 1-octet pad. The abstract node 
r epresented by this subobject is the set of nodes that have an IP 
addr ess whi ch l i es within thi s p r efix. Note that a prefix length of 
128 indicates a single IPv6 node. 

4.3.3.4. Subobject 32: Autonomous System Number 

The contents of an Autonomous System (AS) number subobject a r e a 2-
octe t AS numb e r. The abstract node r epre s e nte d by this subobj ect is 
the set o f nodes be l onging to the autonomous system. 

The length of the AS number subobject is 4 octets. 

4.3.4. Processing o f the Explicit Route Object 

4.3.4.1. Se lec tion of the Next Hop 

A node receiving a Path message c ontaining an EXPLICIT_ROUTE object 
must determine the next hop for this path. This is necessary because 
the next abstract n ode along t h e explic i t r oute might be a n IP s ubn et 
or an Autonomou s System. Therefore, selection of this next h op may 
involve a decision from a set of feasible alterna t ives. The criteria 
u sed to make a selection from f easible a lternatives is implementation 
dependent a nd c a n also be impac ted by l o c a l policy, a nd i s beyond the 
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scope of this specification. However, it is assumed that each node 
will make a best effort attempt to de t ermine a loop-free path. Note 
that paths so determined can be overridden by local policy. 

To determine the next hop for the path, a node performs the following 
steps: 

1) The node r eceiving the RSVP message MUST first evaluate the first 
subobject. If the node is not part of the abstract node described 
by the first subobject, it has received the message in error and 
SHOULD return a "Bad initial subobject" error. If there is no 
first subobj ect, the message is also in error and the system 
SHOULD return a "Bad EXPLICIT_ ROUTE object" error. 

2) If there is no second subobject, this indicates the end of the 
explicit route. The EXPLICIT_ROUTE object SHOULD be removed from 
the Path message. This node may or may not be the end of the 
path. Processing continues with section 4.3.4.2, where a new 
EXPLICIT ROUTE obj ect MAY be added to the Path message. 

3) Next, the node evaluates the second subobj ect. If the node is 
also a part of the abstract node described by t he second 
subobject, then the node de l etes the fi r st subobject and continues 
processing with step 2, above. No t e tha t this makes the second 
subobject into the first subobject of the next iteration and 
allows the node to identify the next abstract node on the path of 
the message afte r poss i b l e r epeated appl i cation(s) of steps 2 and 
3. 

4) Abstract Node Border Case: The node determines whether it is 
topologically adjacent to the abstract node described by the 
second subobject. If so, the node selects a particular next hop 
which is a member of the abstract node. The node then deletes the 
first subobj ect and continues processing wi th section 4.3.4.2. 

5) Interior of the Abstract Node Case: Otherwise, the node selects a 
next hop within the abstract node of the first subobject (which 
the node belongs to) that is along the path to the abstrac t node 
of the second subobject (which is the next abstract node). If no 
such path exists then there are two cases: 

5a) If the second subobject is a strict subobject, there is an error 
and the node SHOULD return a "Bad strict node" error. 

5b) Otherwise, if the second subobject is a loose subobject, the node 
selects any next hop that is along the path to the next abstract 
node. If no path exists, there i s an error, and the node SHOULD 
return a "Bad loose node" error. 
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6) Finally, the node replaces the first subobject with any s ubobject 
that denotes an abstract node containing the next hop. Th is is 
necessary so that when the explici t route is received by the next 
hop, it will be accepted. 

4.3.4.2. Adding subobjects to the Explicit Rou t e Object 

After selecting a next hop, t he node MAY a lter t he explic it r oute in 
the following ways. 

If, as part of executing the algorithm in section 4 .3.4.1, t he 

EXPLICIT ROUTE object is removed, the node MAY add a new 
EXPLICIT ROUTE object. 

Otherwise, if the node is a member of the abstract node for the first 
subobject, a series of subobjects MAY be inserted before the first 
subobject or MAY replace the first subobjec t . Each subobject in t h is 
series MUST denote an abstract node that is a subset of the current 
abstract node. 

Alternately, if the first subobject is a loose subobjec t , an 
a r b i trary se ries of subobjects MAY be inse rted p rio r to the first 
subobject. 

4.3.5. Loops 

While the EXPLICIT ROUTE object is of finite length , t he existence of 
loose nodes implies that it is pos s ible to construct forwarding loops 
during transients in the underlying routing p r otocol. This can be 
detected by the originator of the explicit route t hrough the use of 
another opaque route object called t h e RECORD_ROUTE object. The 
RECORD_ROUTE obj ect is used to collect detailed path information and 
i s use f u l for loop detect i on and for diagnost i cs. 

4.3.6. Forward Compatibility 

It is anticipated that new subobj ects ma y be defined over time. A 
node which encounters an unrecogn ized subobject during its normal ERO 
processing sends a PathErr with the error code " Routing Erro r" a nd 
error value of "Bad Explicit Route Object" toward the sender. The 
EXPLICIT_ROUTE object is included, truncated {on t he left) to the 
offending subobject. The presence of an unrecognized subobject which 
is not encountered in a node's ERO p r ocessing SHOULD be ignor ed. It 
is passed fo r ward along with t he rest of t he remaining ERO stack. 
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4.3.7. Non-support of the Explicit Route Objec t 

An RSVP router that does not recognize the EXPLICIT_ROUTE object 
sends a PathErr with the error code "Unknown object class" toward the 
sender. This causes the path setup to fail. The sender should 
notify management that a LSP cannot be established a nd possibly take 
action to continue the reservation wi thout the EXPLICIT ROUTE or via 
a d iffe r ent explic i t route . 

4.4. Record Route Object 

Routes can be recor ded via the RECORD_ROUTE object (RRO). 
Optionally, labels may also be recorded. The Record Route 
21. Currently one C Type is defined, Type 1 Record Rou t e. 
RECORD_ROUTE object has the following forma t : 

Class= 21, C_Type 1 

Class is 
The 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I I 
// (Subobjects) // 
I I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Subobjects 

The contents of a RECORD_ROUTE obj e ct are a series of 
variable-length data items called subobjects. The subobjects 
are defined in section 4 .4.1 below. 

The RRO can b e present in both RSVP Path and Resv messages . I f a 
Path message contai ns mul tiple RROs, onl y the fi r st RRO is 
meaningful. Subsequent RROs SHOULD be ignored and SHOULD NOT be 
propagated. Similarly, if in a Resv message multiple RROs are 
encountered following a FILTER SPEC before anothe r FILTER SPEC is 
encountered, only the first RRO is meaningful. Subsequent RROs 
SHOULD be ignored and SHOULD NOT be propagated. 

4.4.1. Subobjects 

The contents of a RECORD ROUTE object are a series of variable-length 
data items ca l led subobjects. Each s ubobject has its own Length 
field. The length contains the total length of the subobject in 
bytes, including t he Type and Length fields. The length MUST always 
be a multiple of 4, and at least 4. 
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Subobjects are organized as a last-in-first-out s t ack. The first 
subobject relative to the beginning of RRO is considered the t op. 
The last subobj ect is considered the bottom. When a new subobject is 
added, it is always added to the top. 

An empty RRO with n o subobj ects is considered illega l. 

Three kinds of subobj ects a r e curr ent l y def ined. 

4.4.1.1. Subobject 1: IPv4 address 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Type Length I IPv4 address (4 bytes) 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv4 address (continued) I Prefix Length I Flags I 
+- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- + 

Type 

0x0l IPv4 address 

Length 

The Length contains the total length of the subobject in bytes, 
inc l uding the Type a n d Length fie l ds. The Length is a lways 8. 

IPv4 address 

A 32-bit unicast, host address. Any networ k-reachable 
interface address is allowed here. Illegal addresses, such as 
c e rtain loopback address e s, SHOULD NOT b e used. 

Prefix length 

32 

Flags 

0x0l Local protection available 

Awduch e, et a l. 

Indicates that the link downstream of this node is 
p r otected via a l ocal r epair mechanism. This flag can 
only be set if the Local protec t ion flag was set i n the 
SESSION ATTRIBUTE object of the c o rresponding Path 
message. 
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0x02 Local protection i n use 

Indicates that a local repair mechanism is i n use t o 
maintain this tunnel (usually in the face of a n outa ge 
of the link it was previously r outed over). 

4.4.1.2. Subobject 2: IPv6 address 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+- +-+ 
Type Len gth I IPv6 add r ess (16 b ytes ) 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv6 address (con tinued) I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I I Pv6 address (con tinued) 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv6 address (con tinued) I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I I Pv6 address (con tinued) I Prefix Length I Flags 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Type 

0x02 IPv6 address 

Le ngth 

The Le ngth contains the total l ength of the s ubobj ect in bytes, 
including the Type and Length fields. The Length is a l way s 20 . 

IPv6 address 

A 128-bi t un i cast h os t address . 

Pr efix length 

128 

Fla g s 

0x0l Local protec tion available 

Awduche, et a l. 

Ind icates t ha t t he l ink downst r eam o f t his node is 
protected via a local r epai r mechanism. This fla g c an 
only be s e t if the Local pro tec t i o n flag was set i n the 
SESSI ON ATTRIBUTE obj ect of t he correspo nd ing Path 
messag e . 
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0x02 Local protection in use 

Indicates that a local repair mechanism is in use to 
maintain this tunnel (usually in the face of a n outage 
of the link it was previously routed over). 

4.4.1.3. Subobject 3, Label 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Type Length Flags C-Type 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Contents of Label Object I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Type 

0x03 Label 

Length 

The Length contains the total length of the subobject in bytes, 
including the Type and Lengt h fie lds. 

Flags 

0x0l = Global label 
This flag indicates that the labe l will b e understood 
if received on any interface. 

C-Type 

The C-Type of the i ncl uded Labe l Object. Copied from the Label 
Object. 

Contents of Label Object 

The contents of the Label Object. Copied from t he Label Object 

4.4.2. Applicability 

Only the procedures for use in unicas t sessions are defined here. 

There are three possible uses of RRO i n RSVP . First, an RRO can 
function as a l oop detection mechanism to discover 13 routing l oops, 
or loops inherent in t he explicit rou t e. The exact procedure for 
doing so i s described l a ter in this document. 
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Second, an RRO collects up-to-date de t ailed pa th i n formation hop-by­
hop about RSVP sessions, providing valuable info r mation t o t h e sender 
or receiver. Any path c h ange (due to network topology changes) will 
be reported. 

Third, RRO syntax is designed so that, with minor changes, t he who l e 
object can be used as input t o t he EXPLICIT ROUTE objec t . Th is i s 
use f u l if the sender r ece i ves RRO f r om t he r e ceiver in a Resv 
message, applies it to EXPLICIT ROUTE ob ject in the next Path messa ge 
in order to "pin down session path". 

4.4.3. Processing RRO 

Typically, a node initiates an RSVP session by adding the RRO t o t h e 
Path message. The i n itial RRO contains only one subobj ect - t he 
sender's IP addresses. If the node also desires label recording, i t 
sets the Label_Recording flag in the SESSION_ATTRIBUTE object. 

When a Path message contain ing an RRO is received by a n inter mediate 
rou ter, the rou ter stores a cop y of i t in the Path State Block . The 
RRO is t hen used i n the n ext Path refresh e vent for fo r mattin g Path 
messages. When a n ew Path message is t o be sent, the r outer adds a 
n ew subobject t o t h e RRO and appe nds the r esu l t ing RRO t o t he Pa t h 
message bef o r e t ran smission. 

The newly added subobjec t MUST be this r outer's IP a ddr ess. The 
addr ess to be added SHOULD b e the interf ace addr ess o f the outgoing 
Path messages. I f t here are multip le addresses to choose from, the 
d eci s ion i s a local matte r. Howe v e r, it i s RECOMMENDED that t he same 
a dd r ess be chosen consisten tly. 

When the Label_Recording flag is set i n the SESSION_ATTRIBUTE objec t , 
nodes doing rou t e r e cor ding SHOULD i n clude a Labe l Re cord s ub obj e ct. 
If t he no d e i s usi n g a g l obal l abel s pa ce, then i t SHOULD set t h e 
Global La bel flag. 

The La bel Rec ord s ubobjec t is pushed on t o the RECORD_ROUTE objec t 
prior to pushing o n the n ode 's I P address. A node MUST NOT push o n a 
Label Record s ubobjec t without also pushing o n an IPv4 or IPv 6 
s ubobj ect . 

Note that on rec eip t o f the ini t ial Path message, a node is unlikely 
to have a label t o i n clude. Once a label is obtained, the node 
SHOULD include the l abel in t he RRO in t he next Pat h r efr e sh event. 

If the newly added s ubobject c auses the RRO t o be t o o big t o fit i n a 
Path (or Re s v ) mes sage, t he RRO obj ec t SHALL be d r opp ed f r om t he 
messag e a nd message p roce ssing continues as normal. A PathErr (o r 
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ResvErr) message SHOULD be sent back to the sender (or receiver). An 
error code of "Notify" and an error value of "RRO too large for MTU" 
is used. If the receiver receives such a ResvErr, it SHOULD send a 
PathErr message with error code of "Notify" and an error value of 
"RRO notification". 

A sender receiving either of these error values SHOULD remove the RRO 
from the Path message. 

Nodes SHOULD resend the above PathErr or ResvErr message each n 
seconds where n is the greater of 15 and t he refresh in t erval for the 
associated Path or RESV message. The node MAY apply limits and/or 
back-off timers to limit the n umber of messages sent. 

An RSVP router can decide to send Path messages before its refresh 
time if the RRO in the next Path message is different from the 
previous one. This can h appen if the contents of the RRO received 
from the previous h op router changes or if this RRO is newly added t o 
(or deleted from) the Path message. 

When the destination node o f an RSVP session receives a Path message 
with an RRO, this indicates that the sender node needs route 
record ing . The destination node initiates the RRO process by adding 
an RRO t o Resv messages. The processing mirrors t hat of t he Path 
messages. The only difference is tha t the RRO in a Resv message 
records the path i n formation in the reverse direction. 

Note that each node along the path will now have the complete route 
from source to destination. The Path RRO will have the route from 
the source to this node; t he Resv RRO will have the route from this 
node to the destination. This is usefu l for network management. 

A r eceive d Path messag e without an RRO indicates that the sende r node 
no l onger needs route recording . Subsequent Resv messages SHALL NOT 
contain an RRO. 

4.4.4. Loop Detection 

As part of processing an incoming RRO, a n intermediate router l ooks 
into all subobjects contained within t he RRO . If the router 
determines that it is already in the list, a forwarding l oop exists. 

An RSVP session is loop-free if downs t ream nodes receive Path 
messages o r upstream nodes receive Resv messages with no rout ing 
loops detected in the contained RRO. 
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There are two broad classifications of forwarding loops. The f irst 
class is the transient loop, wh ich occurs as a norma l part of 
operations as 13 routing tries to converge on a consistent forwarding 
path for all destinations. The second class of forwarding loop is 
the permanent loop, which normally results from network mis­
configuration. 

The act i on perfo rmed by a node on r eceipt of an RRO depends on the 
message type in which the RRO is received. 

For Path messages containing a forwarding loop, the rou t er b u ilds and 
sends a "Routing p r oblem" PathErr message, with the error value "loop 
detected," and drops the Path message. Until the loop is eliminated, 
this session is not suitable for forwarding data packets. How the 
loop eliminated is beyond the scope of this document. 

For Resv messages con tainin g a forwar ding loop, the rou t er simply 
drops the message. Resv messages should no t loop if Pa th messages do 
not loop. 

4.4.5. Forward Compatibility 

New subobjects may be de fined f or the RRO. When processing an RRO, 
unrecogni z ed s ubobject s SHOULD be ign ored and passed o n . When 
processing an RRO for loop detection, a node SHOULD parse over any 
unrecognized objects. Loop detection works by de t ecting subobj ects 
which were inse r ted by t h e node itself on an earlie r pass of the 
object. This ensur es that the subobjects necessary fo r loop 
d e t e ction are always unde rstood. 

4.4.6. Non-support of RRO 

The RRO object i s to b e used only whe n a ll route rs a long the path 
suppor t RSVP and t h e RRO object. The RRO obj ect i s ass i gned a c l ass 
value of the form 0bbbbbbb. RSVP r outers that do not support the 
object will therefore respond with an "Unknown Object Class" error. 

4.5. Error Codes f o r ERO and RRO 

In the processing described above , certain e rrors must be repor ted as 
either a "Routing Problem" or "Notify". The valu e of the "Routing 
Problem" error code is 2 4 ; the value of the "Notify" error code is 
25. 
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The following defines error values for the Routing Problem Error 
Code: 

Value Error: 

Bad EXPLICIT ROUTE object 

Bad strict node 

Bad loose node 

Bad initial subobject 

No route available toward destination 

Unacceptable label value 

RRO indicated routing loops 

1 

2 

3 

4 

5 

6 

7 

8 MPLS being negotiated, bu t a non-RSVP-capable rou t er 
stands i n the path 

9 

10 

MPLS l abe l a llocat i on fa ilure 

Unsupported L3PID 

For the Notify Erro r Code, the 1 6 bits of the Err or Val ue field a r e: 

ss00 cccc cccc cccc 

The high order bits are as defined under Error Code 1. (See [1]). 

Whe n ss 

1 

2 

3 

00, the following s ubcode s are d e fine d: 

RRO too large for MTU 

RRO notification 

Tunnel locally repaired 

4.6. Session, Sender Template, and Filter Spec Objec t s 

New C-Types are defined for the SESSION, SENDER TEMPLATE and 
FILTER SPEC objects. 

The LSP TUNNEL objects have the f o llowing f ormat: 
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4.6.1. Session Obj ect 

4.6.1.1. LSP TUNNEL IPv4 Session Obj ect 

Class= SESSION, LSP TUNNEL IPv4 C-Type = 7 

December 2001 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I IPv4 tunnel end point address I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
MUST be zero Tunnel ID 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Extended Tunnel ID I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

IPv4 tunnel end point address 

IPv4 address of the egress node for the tunnel. 

Tunnel ID 

A 16-bi t i den t ifie r used in the SESS I ON tha t rema ins constan t 
over the life of the t unnel. 

Extended Tunnel ID 

A 32-bit iden tifier used in the SESSION tha t remains constant 
ove r the life of t he tunnel. Normally s e t t o all zeros. 
Ingress nodes that wish to narrow the scope of a SESSION to the 
ingress-egress pair may place their I Pv4 address here as a 
globally unique identifier. 
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4.6.1.2. LSP_TUNNEL_IPv6 Session Obj ect 

Class= SESSION, LSP TUNNEL IPv6 C_Type = 8 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

+ + 
I IPv6 tunnel end point address I 
+ + 

(16 bytes) 
+ + 
I I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

MUST be zero Tunnel ID 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I I 
+ 

+ 
I 

+ 

Extended Tunnel ID 

(16 bytes) 

+ 

+ 
I 
+ 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

IPv6 tunn e l end point address 

IPv6 address of the e gress node for the tunne l. 

Tunnel ID 

A 16-bit identifier used in the SESSION tha t r emains constant 
over t he life o f t he tunnel. 

Extended Tunnel ID 

A 1 6-byte identifier used in t he SESSION t h at remains constan t 
over the life of t he tunnel. Normally set to all zeros. 
Ingress nodes that wish to narrow the scope of a SESSION to the 
ingress-egress pair may place their I Pv6 address here as a 
globally unique identifier. 

4.6.2. Sender Templ ate Object 

4 .6. 2 .1. LSP TUNNEL IPv4 Sender Template Object 

Class SENDER_TEMPLATE, LSP TUNNEL IPv4 C-Type 7 
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0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
IPv4 tunnel sender address 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
MUST be zero LSP ID 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

IPv4 tunnel sender address 

IPv4 address for a sender node 

LSP ID 

A 16-bit identifier used in the SENDER TEMPLATE and the 
FILTER SPEC that can be changed to allow a sender to share 
resources with itself. 

4.6.2.2. LSP TUNNEL IPv6 Sender Template Objec t 

Class SENDER_TEMPLATE, LSP TUNNEL IPv6 C_Type 8 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I I 
+ 

+ 
I 

+ 

IPv6 tunnel sender address 

(16 bytes) 

+ 

+ 
I 
+ 

+- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +-+-+- +-+-+- +-+-+- +- +- +- +- +- + 
I MUST be zero I LSP ID I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

IPv6 tunnel sender address 

IPv6 address for a sender node 

LSP ID 

A 16-bit identifier used in the SENDER TEMPLATE and the 
FILTER SPEC that can be changed to al l ow a sender to share 
r esources with itself. 
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4.6.3. Filter Specification Object 

4.6.3.1. LSP_TUNNEL_IPv4 Filter Specification Object 

Class= FILTER SPECIFICATION, LSP_TUNNEL IPv4 C-Type = 7 

The format of the LSP_TUNNEL_IPv4 FILTER_SPEC object is identica l to 
the LSP_TUNNEL_IPv4 SENDER_TEMPLATE object. 

4.6.3.2. LSP_TUNNEL_IPv6 Filter Specification Object 

Class= FILTER SPECIFICATION, LSP_TUNNEL IPv6 C_Type = 8 

The format of the LSP TUNNEL IPv6 FILTER SPEC object is identical to 
the LSP TUNNEL IPv6 SENDER_TEMPLATE obj ect. 

4.6.4. Rer oute and Bandwidth Increase Procedure 

This section describes how to setup a tunnel that is cap able of 
maintaining resource reservations (wi t hout double counting) while i t 
is being rerouted or while it is attempting to increase its 
bandwidth. In the initial Path message, the ingress node f orms a 
SESSION object, assigns a Tunnel_ID, and places its IPv4 address in 
t he Ext ended Tu nnel ID. I t also forms a SENDER_ TEMPLATE a nd assigns 
a LSP ID. Tunnel setup then proceeds according to the normal 
procedure. 

On receipt of the Path message, the egress node sends a Resv message 
with the STYLE Shared Explicit toward the ingress node. 

When an ingress node with an established pa t h wan t s to change that 
path, it forms a new Path message as follows. Th e existing SESSION 
object is use d. I n particular the Tunnel_ID a nd Extended_Tunnel_ID 
are unchanged. The ingress node picks a new LSP_ ID to fo rm a new 
SENDER TEMPLATE. It creates an EXPLICIT_ROUTE ob ject for the new 
route. The new Path message is sent. The i ngress node refreshes 
both the old and new path messages. 

The egress node responds with a Resv message with an SE f l ow 
descriptor formatted as: 

<FLOWSPEC><old FILTER SPEC><old LABEL OBJECT><new FILTER SPEC> 
<new LABEL OBJECT> 

(Note that if the PHOPs are different, then two messages are sent 
each with the appropriate FILTER SPEC and LABEL_OBJECT. ) 
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When the ingress node receives the Resv Message(s ) , it may begin 
using the new route. It SHOULD send a PathTear message f or the old 
route. 

4.7. Session Attribute Object 

The Session Attribute Class is 207. Two C_Types are defined, 
LSP TUNNEL, C-Type = 7 a n d LSP_TUNNEL_RA, C-Type = l . The 
LSP_TUNNEL_RA C-Type includes all the same fields as the LSP_TUNNEL 
C-Type. Additionally it carries resource affinity informa tion. Th e 
formats are as follows: 

4.7.1. Format without resource affinities 

SESSION ATTRIBUTE class= 20 7 , LSP TUNNEL C-Type 7 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Setup Prio I Holding Prio Flags Name Length 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I I 
// Sess i o n Name (NULL padded displ ay string) // 
I I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Setup Pr io r ity 

The priority of the s ession with r e spect to t a king r e sources, 
in the range of Oto 7 . The value 0 is the h ighest priority. 
The Setup Priority is used in deciding whether t h is sessio n can 
preempt anoth er session. 

Hol d ing Prio rity 

The priority of the session with respect to holding resou rces, 
in the r ange of Oto 7. The value 0 is the h ighest priority . 
Holding Priority is u sed in deciding whether this session can 
be preempted by another session . 

Awduch e, et a l. Sta ndards Track [Page 43] 

Exhibit 1010 
Cisco v. Corrigent – IPR2023-00447 

Page 43 of 61



RFC 3209 Extensions to RSVP for LSP Tunnels December 2001 

Flags 

0x0l Local protection desired 

This flag permits transit routers to use a local repair 
mechanism which may resul t in violation of t he explicit 
route obj ect. When a fault is detected on an adjacent 
downstr eam link or node, a t r ansit router can r e r oute 
traffic for fast service resto r ation. 

0x02 Label recording desired 

This flag indicates that label information should be 
included when doing a rou t e record. 

0x04 SE Style desired 

This flag indicates that the tunnel ingress node may 
choose to reroute this tunnel without tearing it down. 
A tunnel egress node SHOULD use the SE Style when 
responding with a Resv message. 

Name Length 

The length of the display string before padding, in bytes. 

Sess i on Name 

A null padde d string of characte rs. 
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4.7.2. Format with resource affinities 

SESSION ATTRIBUTE class= 207, LSP TUNNEL RAC-Type 1 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Exclude-an y 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Include-any I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Include-all 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Setup Prio I Holding Prio I Flags I Name Length I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I 

II 
I 

Session Name (NULL padded display string) 
I 
II 
I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Exclude-any 

A 32-bi t vector r ep r esenting a set o f attribute fi lters 
associa t ed wi t h a t unnel any o f which renders a link 
unacceptable. 

I ncl ude-any 

A 32-bit v e ctor r e pre s e nting 
associated with a tunnel any 
(with respect t o this test). 
automatically passes. 

Incl ude-all 

a s e t of attribu t e filt e rs 
of which renders a lin k acceptable 

A null set (all bits set t o zero ) 

A 32-bit vector representing a set of attribu te filters 
associated with a tun nel a ll of which must be present f or a 
link to be acceptable (with respect to this test). A null se t 
(all bits set to zero) automatically passes. 

Setup Priority 

The priority of the session with respect to t a king resources, 
i n the r ange of Oto 7. The va l ue 0 i s t he highe s t p riori ty. 
The Setup Priority is used in deciding whether t h is sessio n can 
preempt anoth er session. 

Awduch e, et a l. Sta ndards Track [Page 45] 

Exhibit 1010 
Cisco v. Corrigent – IPR2023-00447 

Page 45 of 61



RFC 3209 Extensions to RSVP for LSP Tunnels December 2001 

Holding Priority 

The priority of the session with respect to holding resources, 
in the range of Oto 7. The value 0 is the highest priority. 
Holding Priority is used in deciding whether this session can 
be preempted by another session. 

Flags 

0x0l Local protection desired 

This flag permits transit routers to use a local repair 
mechanism which may resul t in violation of t he explicit 
route object. When a fault is detected on an adjacent 
downstream link or node, a transit router can reroute 
traffic for fast service restoration. 

0x02 Label recording desired 

This flag indicates that label information should be 
included when doing a route record. 

0x04 SE Style desired 

This flag indicates that the tunnel ingress node may 
choose to reroute this tunnel without tearing it down. 
A tunne l egress node SHOULD use the SE Style when 
responding with a Resv message. 

Name Length 

The length of the display string before padding, in bytes. 

Sess i on Name 

A null padded string of characters. 

4.7.3. Procedures applying to both C-Types 

The support of setup and holding priorities is OPTIONAL. A node can 
recognize this information but be unable to perform the requested 
operation. The node SHOULD pass the information downstream 
unchanged. 

As noted above, preemption is implemented by two priorities. The 
Setup Priority is the priority for taking resources. The Holding 
Priority is the priority for holding a resource. Specifically, the 
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Holding Priority is the priority at which resources assigned to this 
session will be reserved. The Setup Priori t y SHOULD never be higher 
than the Holding Priority for a given session. 

The setup and holding priorities are directly analogous to the 
preemption and defending priorities as defined in [9]. While the 
interaction of these two objects is ultimately a matter of policy, 
the following default interaction is RECOMMENDED. 

When both 
is used. 
follows. 
priority 
shown in 

objects are present, the preemption priority policy element 
A mapping between the priority spaces is defined as 
A session attribute priority Sis mapped to a preemption 

P by the formula P = 2A(l4-2S). The reverse mapping is 
the following table. 

Preemption Priority 

0 - 3 
4 - 15 

16 - 63 
64 - 255 

256 - 1023 
102 4 - 4095 
4096 - 16383 

16384 - 65535 

Session Attribute Priority 

7 
6 
5 
4 
3 
2 
1 
0 

When a new Path message is considered for admission, the bandwidth 
requested is compared with the bandwidth available at the priority 
specified in the Setup Priority. 

If the requested bandwidth is not available a PathErr message is 
returned with an Error Code of 01, Admission Control Failure, and an 
Error Value of 0x0002. The first 0 in the Error Value indica t es a 
global l y def i ned subcode and is not i nformational . The 00 2 i ndi cates 
"requested bandwidth unavailable". 

If the requested bandwidth is less than the unused bandwidth then 
processing is complete. If the requested bandwidt h is available, but 
is in use by lower priority sessions, then lower priority sessions 
(beginning with the lowest priority) MAY be preempted to free the 
necessary bandwidth. 

When preemption is supported, each preempted reservation triggers a 
TC Preempt() upcall to local clients, passing a subcode that 
indicates the reason. A ResvErr and/or PathErr with the code "Policy 
Control failure" SHOULD be sent toward the downstream receivers and 
upstream senders. 
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The support of local-protection is OPTIONAL. A node may recognize 
the local-protection Flag but may be unable to perform t he requested 
operation. In this case, the node SHOULD pass the information 
downstream unchanged. 

The recording of the Label subobj ect in the ROUTE_RECORD object is 
controlled by the label-recording-desired flag in the 
SESSION_ATTRIBUTE obj ect. Since the Label subobject is not needed 
for all applications, it is not automatically recorded. The flag 
allows applications to request this only when needed. 

The contents of the Session Name field are a string, typically of 
display-able characters. The Length MUST always be a multiple of 4 
and MUST be at least 8. For an object length that is not a multiple 
of 4, the object is padded with trailing NULL characters. The Name 
Length field contains the actual string length. 

4.7.4. Resource Affinity Procedures 

Resource classes and resource class affinities are described in [3]. 
In this document we use the briefer term resource affinities for the 
latter term. Resource classes can be associated with links and 
advert i sed in routing protocols. Resour ce class affinities a r e used 
by RSVP in two ways. In order to be valida t ed a link MUST pass the 
three tests below. If the test fails a PathErr with the code "policy 
control failure" SHOULD be sent. 

When a new reservation is considered for admission over a strict node 
in an ERO, a node MAY validate the resource affinities with the 
resource classes of that link. When a node is choosing links in 
order to extend a loose node of an ERO, the node MUST validate the 
resource classes of those links against the resource affinities. If 
no acceptable links can be found to extend t he ERO, the node SHOULD 
send a PathErr message wi t h an err or code of "Routing Problem" and an 
error value of "no route available toward destination". 

In order to be validated a link MUST pass the following three tests. 

To precisely describe the tests use the definitions in the object 
description above. We also define 

Link-at tr 

Awduche, et al. 

A 32-bit vector representing at t ributes associated 
with a link. 
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The three tests are 

1. Exclude-any 

This test excludes a link from consideration if the link 
carries any of the attributes in the set. 

(l ink-attr & exclude-any) == 0 

2. Include-any 

This test accepts a link if the link carries any of the 
attributes in the set. 

(include-any== 0) { (link-attr & include-any) != 0) 

3. I nclude-all 

This test accepts a link only if the link carries all of the 
attributes in the set. 

(include-all == 0) (((link-at t r & include-all) A include-
a ll ) 0) 

For a link to be acceptable, all three tests MUST pass. If the test 
fails, the node SHOULD send a PathErr message with an error code of 
"Routing Prob l em" and an err or val ue of "no route availabl e toward 
destination". 

If a Path message contains multiple SESSION_ATTRIBUTE obj ects, only 
the first SESSION_ATTRIBUTE object is meaningful. Subsequent 
SESSION ATTRIBUTE obj ects can be ignored and need not be forwarded. 

All RSVP r outers, whethe r they suppo rt the SESSION_ATTRIBUTE object 
or not, SHALL forward the object unmodified. The presence of non­
RSVP routers an ywhere between senders and receivers has no impact on 
this object. 

5. Hello Extension 

The RSVP Hello extension enables RSVP nodes to detect when a 
neighboring node is not reachable. The mechanism provides node to 
node failure detection. When such a failure is detected it is 
handled much the same as a link layer communicat i on failure. This 
mechanism is intended to be used when notification of link layer 
failures is not available and unnumbered links are not used, or when 
the failure detection mechanisms provided by the link layer are not 
sufficient for timely node failure detection. 
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It should be noted that node failure detection is not the same as a 
link failure detection mechanism, par t icularly in the case of 
multiple parallel unnumbered links. 

The Hello extension is specifically designed so that one side can use 
the mechanism while the other side does not. Neighbor failure 
detection may be initiated at any time. This includes when neighbors 
first learn about each other, o r just when ne ighbors a r e sharing Resv 
or Path state. 

The Hello extension is composed of a Hello message, a HELLO REQUEST 
object and a HELLO ACK object. Hello processing between two 
neighbors supports independent selection of, typically configured, 
failure detection intervals. Each neighbor can autonomously issue 
HELLO REQUEST objects. Each request is answered by an 
acknowledgment. Hello Messages also contain enough information so 
that one neighbor can suppress issuing hello requests and still 
perform neighbor failure detection. A Hello message may be included 
as a sub-message within a bundle message. 

Neighbor failure detection is accomplished by collecting and storing 
a neighbor's "instance" value. If a change in value is seen or if 
the neighbor i s not p r operly reporting the l ocal l y advertised value, 
then the neighbor is presumed to have reset. When a neighbor's value 
is seen to change or when communication is lost with a neighbor, then 
the instance value advertised to that neighbor is also changed. The 
HELLO objects provi de a mechanism for polling fo r and p r ovidi ng an 
instance value. A poll request also includes the sender's instance 
value . This allows the receiver of a poll t o optionally trea t the 
poll as an implicit poll response. This op t ional handling is an 
optimization that can reduce the total number of polls and responses 
processed by a pair of neighbors. In all cases, when both sides 
support the optimization the result will be only one se t of polls and 
r esponses pe r failure detecti on inte r val . Depending on select ed 
intervals, the same benefit can occur even when only one neighbor 
supports the optimization. 

5.1. Hello Message Format 

Hello Messages are always sent between two RSVP neighbors. The IP 
source address is the IP address of the sending node. The IP 
destination address is the IP address of the neighbor node. 

The HELLO mechanism is intended f or use between i mmedia t e ne i ghbors . 
When HELLO messages are being the exchanged between immediate 
neighbors, the IP TTL field of all outgoing HELLO messages SHOULD be 
set to 1. 
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The Hello message h as a Msg Type of 20. Th e Hello message format is 
as follows: 

<Hello Message> 

5.2. HELLO Object formats 

<Common Header> [<INTEGRITY>] 
<HELLO> 

The HELLO Class is 22. There are two C Types defined. 

5.2.1. HELLO REQUEST obj ect 

Class= HELLO Class, C_ Type 1 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Src Instance I 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Ost Instance 
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

5. 2 .2. HEL LO ACK object 

Class= HELLO Class, C_Type 2 

0 1 2 3 
0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
I Src Instance I 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
Ost Instance 

+- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- +- + 

Src Instance: 32 bits 

a 32 bit value that represen ts the sender 's i nsta nce. The 
advertiser maintains a per neighbor representa t i on/value. This 
value MUST change when the sender is reset, wh e n the node reboots, 
or whe n c ommunication is los t t o the neighboring node a nd 
otherwise remains the same. This field MUST NOT be set to zero 
{ 0) • 

Os t Ins tance: 32 b i ts 

The most recently received Src Ins t ance value received from the 
neighbor. This field MUST b e set t o ze r o (0) whe n n o value has 
ever been seen from t h e neighbor. 
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5.3. Hello Message Usage 

The Hello Message is completely OPTIONAL. All messages may be 
ignored by nodes which do not wish to participate in Hello message 
processing. The balance of this section is written assuming that the 
receiver as well as the sender is par t icipat ing. In particular, t he 
use of MUST and SHOULD with respect to the receiver applies only to a 
node that supports Hello message processing. 

A node periodically generates a Hello message con t aining a HELLO 
REQUEST object for each neighbor who's status is being t r acked. The 
periodicity is governed by the hello interval. This value MAY be 
configured on a per neighbor basis. The default value is 5 ms. 

When generating a message containing a HELLO REQUEST object, t he 
sender fills i n the Src Instance field with a value representing it's 
per neighbor i n stance. This value MUST NOT change while the agent i s 
exchanging Hellos with t h e corresponding neighbor. The sender also 
fills in the Ost I n stance field with the Src Instance value most 
recently receiv ed from the neighbor. For reference, call this 
variable Neighbor_Src_Instance. If no value has ever been received 
from the neighbor or this node considers communication to the 
neighbor to h ave been lost, the Neighbor_S r c_Instance is set t o zero 
(0). The generation of a message SHOULD be suppressed when a HELLO 

REQUEST object was received from the destination node within the 
prior hello_interval interval. 

On receipt of a message containing a HE LLO REQUEST object, t he 
receiver MUST g e nerate a He llo messag e containing a HELLO ACK objec t . 
The receiver SHOULD also verify that the neighbor has not reset. 
This is done by comparing the sender's Src_Instance field value with 
the previously received value. If t h e Neighbor_Src Ins tance value is 
z e ro, and the Src_Instance fie ld i s non-zero, the 
Neighbor_Src_Instan ce is updated wi t h the new val ue. If the val ue 
differs or the Src Instance field is zero, then the node MUST treat 
the neighbor as if communication has been lost. 

The receiver of a HELLO REQUEST objec t SHOULD also verify tha t the 
neighbor is reflecting back the receiver's I nstance value. This is 
done by comparing the received Dst_Instance fi e ld with t he 
Src_ Instance field value most recently transmitted to that neighbor. 
If the neighbor continues to advertise a wrong non-zero value after a 
configured number of intervals, then the node MUST trea t the neighbor 
as if communication has been lost. 

On receipt of a message containing a HELLO ACK object, the receiver 
MUST verify t hat the neighbor has not reset. This i s done by 
comparing the sender's Src Instance field value with t he previously 
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received value. If the Neighbor_Src_Instance value is zero, and the 
Src_Instance field is non-zero, the Neighbor_Src_Instance is updated 
with the new value. If the value differs or the Src Instance field 
is zero, then the node MUST treat the neighbor as if communication 
has been lost. 

The receiver of a HELLO ACK object MUST also verify that the neighbor 
i s reflecting back the receiver's Instance val ue. If the neighbor 
advertises a wrong value in the Dst_Instance field, then a node MUST 
treat the neighbor as if communication has been lost. 

If no Instance values are received, via either REQUEST or ACK 
objects, from a neighbor within a configured number of 
hello_intervals, then a node MUST presume that it cannot communicate 
with the neighbor. The default for this number is 3.5. 

When communication is lost or presumed to be lost as described above, 
a node MAY re - initiate HELLOs. If a node does re - initiate it MUST 
use a Src Instance value different than the one advertised in the 
previous HELLO message. This new value MUST continue to be 
advertised to the corresponding neighbor until a reset or reboot 
occurs, or until another communication failure is detec t ed. If a new 
instance value has not been r eceived from the ne i ghbor, then the node 
MUST advert ise zero in the Ost ins t ance value field. 

5.4. Multi-Link Considerations 

As previously noted, the Hello extension is targe t ed at detec t ing 
node failures not per link failures. When t here is only one link 
between neighboring nodes or when all links between a pair of nodes 
fail, the distinction between node and link failures is not really 
meaningful and handling of such failures has already been covered. 
When there are multiple links shared between neighbors, the re are 
speci a l cons ide r at i ons. When the links between neighbors are 
numbered, then Hellos MUST be run on each link and the previously 
described mechanisms apply. 

When the links are unnumbered, link failure detec t ion MUST be 
provided by some means other than Hellos. Each node SHOULD use a 
single Hello exchange with the neighbor. The case where a ll links 
have failed, is the same as the no received value case mentioned in 
the previous section. 
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5.5. Compatibility 

The Hello extension does not affect the processing of any other RSVP 
message. The only effect is to allow a link (node) down even t to be 
declared sooner than it would have been. RSVP response to that 
condition is unchan ged. 

The He llo extension is fully backwards compat i ble. The He llo c l ass 
is assigned a class value of the form 0bbbbbbb. Dependin g on the 
implementation, implementations that do not support the extensio n 
will either silently discard Hello messages or will respond with an 
"Unknown Object Class" error. In either case the sender will fail to 
see an acknowledgment for the issued Hello. 

6. Security Considerations 

I n principle t hese extensions to RSVP pose no security exposures over 
and above RFC 2205[1]. However, there is a slight change in the 
trust model. Traffic sent on a normal RSVP session can be filtered 
according to source and destination addresses as well as port 
numbers. In t h is specification, filtering occurs only on the basis 
of an incoming label. For this reason an adminis t ration may wish to 
limi t the domain over whi c h LSP tunne l s can be es t ablished. Thi s can 
be accomplished by setting filters o n various po r t s t o deny action on 
a RSVP path message with a SESSION object of type LSP TUNNEL IPv4 (7) 
or LSP_TUNNEL_IPv6 (8). 

7. IANA Considerations 

IANA assigns values to RSVP protocol paramet e rs . Within the curren t 
document an EXPLICIT_ROUTE object and a ROUTE_RECORD object are 
defined. Each of these obj ects contain subobjects. Th is sec t ion 
defines the rules for the as s ignme nt of s ubobj e ct numbers. This 
secti on uses t h e te r mi no l ogy of BCP 26 "Gui delines for Wri ting an 
IANA Considerations Section in RFCs" [15]. 

EXPLICIT_ROUTE Subobj ect Type 

EXPLICIT_ROUTE Subobject Type is a 7-bit number that identi f ies 
the f u nction of the subobject. There are no range restric t ions. 
All possible values are available for assignment. 

Following the policies outlined in [15], subobject types in the 
range 0 - 63 (0x0 0 - 0x3F) a r e allocated through an IETF Consensus 
action, codes i n the range 64 - 95 (0x40 - 0x5F) are allocated as 
First Corne First Served, and codes in t he range 96 - 1 27 (0x60 -
0x7F) are r eserved for Private Use. 
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ROUTE_RECORD Subobject Type 

ROUTE_RECORD Subobject Type is an 8-bit n umber that identifie s the 
function of the s ubobject. There are no r a nge rest r ictions. All 
possible values are available for assignment. 

Following t he policies outlined i n (15], subobject t ypes in the 
r ange 0 - 127 (0x00 - 0x7F) a r e a l l o cated thr ough a n I ETF 
Consen sus action , codes in the r a n ge 128 - 191 (0 x 80 - 0xBF) are 
allocated as Fir st Come First Served, a n d codes in the ran ge 192 -
255 (0xC0 - 0xFF) are reserved f or Priva t e Use. 

The following assignments are made in t h is docume nt. 

7 .1. Message Types 

Message Message 
Number Name 

20 Hello 

7.2. Class Numbers and C-Types 

Class Class 
Number Name 

1 SESS I ON 

Class Types or C-Typ e s: 

7 LS P Tunn el IPv4 
8 LSP Tunn el IPv6 

10 FILTER SPEC 

Class Types or C-Types: 

7 LSP Tunn el IPv4 
8 LSP Tunn el IPv 6 

11 SENDER TEMPLATE 

Class Types or C-Types: 

7 LSP Tunn el IPv4 
8 LSP Tunn el IPv6 
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16 RSVP LABEL 

Class Types or C-Types: 

1 Type 1 Label 

19 LABEL REQUEST 

Class Types or C-Types: 

1 Without Label Range 
2 With ATM Label Range 
3 With Frame Relay Label Range 

20 EXPLICIT ROUTE 

Class Types or C-Types: 

1 Type 1 Explici t Route 

21 ROUTE RECORD 

Cl ass Types o r C-Types: 

1 Type 1 Route Record 

22 HELLO 

Class Types or C-Types : 

1 Request 
2 Acknowledgment 

207 SESSION ATTRIBUTE 

Class Types or C-Types: 

1 LSP TUNNEL RA 
7 LSP Tunnel 
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7.3. Error Codes and Globally-Defined Error Value Sub-Codes 

The following list extends the basic list of Error Codes and Values 
that are defined in [RFC2205]. 

Error Code Meaning 

24 

25 

Routing Problem 

This Error Code has the following globally-defined 
Error Value sub-codes: 

1 Bad EXPLICIT ROUTE obj ect 
2 Bad strict node 
3 Bad loose node 
4 Bad initial subobjec t 
5 No route available toward 

destination 
6 Unacceptable label value 
7 RRO indicated routing loops 
8 MPLS being negotiated, but a 

non-RSVP-capable rou t er stands 
in the path 

9 MPLS label allocation failure 
10 Unsupported L3PID 

Notify Error 

This Error Code has the following globally-defined 
Error Value sub-codes: 

1 RRO too large for MTU 
2 RRO Notification 
3 Tunnel l ocally repaired 

7.4. Subobject Definitions 

Subobjects of the EXPLICIT ROUTE object with C-Type 1: 

1 IPv4 prefix 
2 IPv6 prefix 

32 Autonomous system number 
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Subobjects of the RECORD ROUTE object with C-Type 1: 

1 
2 
3 

IPv4 address 
IPv6 address 
Label 

8. Intellectual Property Consideratio ns 

Dec ember 200 1 

The IETF has been n otified of intellectual pro pe rty rights claimed i n 
r egard to some o r all of t he specification contained i n this 
document. For more information consu lt the onlin e list of claimed 
r ights. 
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