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Recent Progress in Gradient -Index Optics

Susan Houde- Walter

The Institute of Optics, University of Rochester
Rochester, NY 14627

ABSTRACT

A brief summary of gradient -index (GRIN) optical principles is given,
followed by a state -of- the -art review. Much of the important recent work has
been in the area of GRIN materials, specifically: new glasses for ion exchange,
new ion exchange techniques, GRIN sol -gel glasses and plastic GRIN. New
metrology techniques and fabricated GRIN imaging systems are also discussed.

1. PRINCIPLES OF GRIN IMAGING OPTICS

Optical materials which contain a distribution of refractive index and are
used in lens design are called gradient -index (GRIN) materials. The
parameters that define the index distribution provide valuable new degrees of
freedom for designers of optical imaging systems1,2.

The index distribution can be represented in its most general form by an
index polynomial3,

N(r,z) _ N00 + N 01z + NO2z2 + ....

+ r { N10 + N11z + N12z2 + .... t
+ r4 { N20 + N21z + N22z2 + ... r

+r2pNPc1zp +

(1)
where z is the coordinate along the optical axis and r is the radial coordinate.
Two special cases of the general expression for the index polynomial have
proven to be particularly useful in lens design. The first of these, called an
axial GRIN, is represented by equation (1) by eliminating all terms which
include r. As can be seen from the left hand side of Figure 1, the iso- indicial
surfaces are planes, and the index is a function of the coordinate along the
optical axis only. An axial GRIN profile in combination with a spherical
surface is virtually equivalent to an aspheric surface, with the refraction
varied across the aperture by a local change in refractive index (as opposed to
a local change in curvature). Figure 2 schematically illustrates the correction
of spherical aberration using an axial GRIN profile. Axial GRIN profiles have
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where z is the coordinate along the optical axis and r is the radial coordinate. 
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been used to correct spherical aberration of collimators4,5, binocular
objectives6 and distortion in eyepieces7.

Figure 1. Axial GRIN profile geometry (left) and radial GRIN
profile geometry (Right).
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Figure 2. Spherical aberration in a homogeneous singlet with
spherical surfaces (left). Correction of spherical aberration using
an axial GRIN profile (right).
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The second type is the radial GRIN profile, shown on the right hand side of
Figure 1. This representation is obtained by eliminating all terms in equation
(1) which include z. Its representation simplifies to the following expression:

N(r) = Noo + N10r2 + N20r4 + ...
( 2 )

The isoindicial surfaces of the radial GRIN are concentric cylinders about the
optical axis. Radial GRIN lenses that have plano surfaces are known as Wood
lenses, after R.W. Wood who invented them in 19058.

Several interesting features of radial GRIN design can be associated with
individual coefficients in equation (2).:

1.) The index of the "base" glass is given by the constant term, N00; it is the
index that one specifies in a homogenous design.

2.) N10 is the coefficient of the quadratic term. This term has the most
important consequences for GRIN optics. The power of a thin Wood lens is
given by:

°grad - -2N10í
(3 )

where grad is the power due to the GRIN profile and t is the thickness of the
element. This power gives the designer two new degrees of freedom in
controlling first -order properties: Ni 0 and element thickness, t.

Because the GRIN profile has its own optical power, it is effective at
correcting aberrations that depend on optical power. Petzval field curvature
is a case in point. The contribution to Petzval field curvature due to the
presence of the gradient is given by

grad -2N10í

649rad 2 2
(N00

(N00) (4)
in analogy with the contribution due to the surface curvatures in
homogeneous design. Note that this contribution is inversely proportional to
the square of N0 0 . By using the GRIN profile to increase the power of an
element, the designer incorporates less Petzval field curvature than by using
the equivalent surface curvatures.

3.) N2O is the fourth power coefficient. It has no effect on power or Petzval
field curvature. It can be used to correct other aberrations without changing
previously corrected Petzval field curvature or first -order properties. In this
way spherical aberration can be decoupled from Petzval field curvature, etc..

The conditions for zero paraxial axial color (PAC) in a GRIN system are
derived in a paper by McLaughlin, et al9. The derivation is reproduced below.

The total paraxial axial color of a lens composed of thin lens elements in air
is
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all elements

1

'PAC
total ,2 ai A + Asurf grad

a

(5)
where ya is the height of the axial ray, and u'ak is its final angle. A (I) surf is
the difference in power of the surfaces due to the wavelength dependence of
the base index. This can be shown to be

A - surf
surf V

(6)
where V is the Abbe number of dispersion:

Nood-1

V N - NooF ooc
(7)

Here Nood, NOOF and NOOC represent the base indices at yellow, blue and red
light respectively. O(1)grad is the difference in power of the GRIN profile due
to the wavelength dependence of the coefficients in equation (8). In the case
of a radial GRIN profile, it is given by differentiating equation (3):

64grad = -2 (N10F- NIX)
(8)

By defining a measure of dispersion for each coefficient in equation (2) in
analogy to equation (7),

Nod

0 (NjoF - Njoc)

and Lcb grad can be written
(9)

°g rad

AOgrad V10
( 1 0)

The total PAC for a radial GRIN thin lens singlet will be eliminated if

°surf °grad

V
V10

(11)
The procedure is the same when more than one separate element is present,
but the change in axial ray height must be included in the calculations.

Radial GRIN lenses have been used in design studies for color and Petzval
field curvature correction in binocular9 and camera objectives10. The
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inclusion of radial GRIN in an optical imaging system generally allows the
designer to reduce of the number of elements by a factor of three while
maintaining system performance. Figures 3 and 4 illustrate this point. Figure
3 is a layout of the new double Gauss camera objective reported by Mandler in
1980. This is a high -quality camera objective, compatible with 35 -mm film
format, operating at f/2 with a focal length of 50 mm and a half -field of view
(HFOV) of 21.8 °. This objective was redesigned using two elements, each with a
common, nearly parabolic index profile. The layout of the GRIN camera
objective and a schematic of the index profile are shown in Figure 4. The GRIN
design has essentially equivalent performance to the homogeneous design by
Mandler.

Figure 3. New Double Gauss camera objective. Focal length = 50
mm, f /2, hfov = 210. From reference 10.

N(r)

Figure 4. Equivalent radial GRIN camera objective. Focal length =
50 mm, f /2, hfov = 21 °. From reference 10.

Radial GRIN lenses are also used as focusing elements in small geometries.
These are usually called GRIN or Selfoc(R) rods. Selfoc(R) rods have been
available commercially for several years from the Nippon Sheet Glass
Company (NSG) in Japan, and are now distributed in the United States through
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a number of vendors. These have been used for coupling and multiplexing in
telecommunications applications (the reader is referred to paper 935 -05 of this
session by W.J. Tomlinson) and as relay lenses in endoscopes (the reader is
referred to paper 935 -03 of this session by D.C. Leiner).

Radial GRIN focusing rods are used in strip arrays for commercial desktop
copiers (the reader is referred to paper 935 -02 of this session by J.D. Rees).
The idea here is that each lens has very short conjugates so that the entire
system length is on the order of a centimeter. Each lens images a small
fraction of the field. The image from each lens overlaps with those of adjacent
lenses in a superposition image. Although the total scanned field is large,
each lens element has a small aperture and conjugate distances, and needs to
be corrected for a small field and aperture only.

A different index representation than equation (2) is commonly used for
GRIN rods, although either are equally valid. The GRIN rod index profile is
written in terms of the refractive index squared:

n2(r) = no { 1 - (gr)2 + h4(gr)4 + h6(gr)6 + ...}

(12)
where g is a constant, referred to as the focusing factor, and the h's are
additional constants used to described the index distribution. C.B. Wooley gives
an approximate conversion the index polynomial coefficients and the index
squared polynomial assuming eighth order expansions as detailed belowi 1:

N = n

g2
no

Nio 2

n2 h 4
0 4g -

N20

Nao -

N4o -

2

Nio

h6gs - 2N10 N20

2 no

h8 g8 - 2 Nio N30 - N220

2 no
(13)

Spherical GRIN profiles are index profiles with spherical isoindical
surfaces. They are sometimes used in micro -optics applications. The planar
microlens array, developed at the Tokyo Institute of Technology, is an example
of spherical GRIN profiles 12 These are made as hemispherical lenslets
embedded in a substrate glass (see discussion of field -assisted ion exchange in
section 3.2). They are used singly or sandwiched together to form a spherical
lens (see Figure 5). Multiple stacks of these lens arrays in combination with
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filters, modulators, etc. have been proposed for fiber optic coupling and
integrated optics applications. Chapter 10 of reference 13 gives a review of
the proposed technology. Figure 6 is a schematic of one such stacked array.

r n(r)

(a)

(b)

HEMISPHERICAL LENS

f
STACKED SPHERICAL LENS

Figure 5. Planar microlenses: hemispherical (top) and stacked
spherical (bottom). From reference 12.

2 -D ARRAYED
OPTICAL COMPONENTS

FIBER

PLANAR MICROLENS

FIBER

Figure 6. Assembly of stacked planar optics using two microlens
arrays for fiber coupling. From reference 13.

2. REQUIRED GRIN PARAMETERS

There are three basic parameters to be controlled in the manufacture of
GRIN lens blanks. The first is the maximum attainable refractive index
difference (An). The An determines the focal length in any radial GRIN lens
that contains a non -zero quadratic coefficient. Therefore, in order to make
fast lenses, large An's are required. For positive lenses, which are the most
common type, the refractive index is highest in the center and decreases
towards the edge.

The largest fabricated negative An has been reported in the patent
literature in a patent assigned to Nippon Sheet Glass (U.S. Patent #4,462,663) 14
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The inventors reported a fabricated An of -0.13 by ion exchange in glass. Such
large negative An's are possible by melting a very high index homogeneous
glass containing thallium. The univalent thallium cation can then be
exchanged with another univalent cation, such as potassium, at an elevated
temperature. The large difference in polarizabilities of the exchanging ions
gives rise to a corresponding change in refractive index. Unless the ion
exchange is taken to equilibrium, a larger concentration of thallium will
remain in the lens center, while most of the incoming cation will be found
near the glass surface. Figure 7 illustrates this point. As a result, the
refractive index will be lowered at the glass surface.

Figure 7. Concentration profiles of index modifier elements in a
radial GRIN rod. From reference 14.

Positive An's are also desirable for GRIN imaging systems. Misawa, et al,
reported the largest positive An to date. This was accomplished by diffusing
thallium into Schott TiF6 optical glass. The resulting An was 0.2712. Although
the resulting glass is somewhat brittle, it has excellent optical transparency.

Large radial and axial GRIN imaging systems designs are commonly
constrained to An's no greater than 0.10. Bigger An's may be useful, but they
are usually held to this limit because it is thought to be the largest value that
can be routinely fabricated in large geometries.

Many GRIN lens designs also require large profile depths. The profile
depth is equal to the radius of a radial GRIN lens. In order to make radial GRIN
objective lens designs, profile depths must sometimes reach tens of
millimeters9,10. An alternative approach is to find applications for which
small radial GRIN elements are useful. The Selfoc(R) rod lens is one example of
this philosophy.

In axial GRIN lenses, the profile depth determines the maximum allowable
sag of the lens surface. In this case the required depths are smaller, generally
on the order of a few millimeters.
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The shape of the
Linear index profiles
Parabolic profiles ar
types are useful in
specifications 10.

index profile is also important to the GRIN lens designers.
have been shown to be useful in axial GRIN collimators4

e used in focusing rods 14. More general index profile
well- corrected multi -element designs with conventional

The above specifications mandate new materials in order to fabricate GRIN
lens designs. As recently as three years ago, the number of GRIN lens designs
that had been fabricated was limited to the axial GRIN collimator4 the
microlens arrays12 and those designs which incorporated the Selfoc(R) rods.
Lately, both the fabrication and testing technologies have advanced to the
point where new designs are being fabricated. The remainder of this paper
reviews these recent advances.

3. GRIN MATERIALS

3.1 Ion Exchange in Glass

The most common method for fabricating GRIN materials is cationic
diffusion from a molten salt into a batch -melted (or "base ") glass. The base
glass can be thought of as containing three categories of oxide components.
The glass formers, the intermediates, and the glass modifiers. The formers
determine the basic molecular structure of the glass and can form glasses by
themselves. Examples of glass formers are silica (Si02), phosphorous pentoxide
(P205), germanium dioxide (Ge02) and boron oxide (B203). The intermediates
also contribute to the structure of the glass, but cannot be made into glasses by
themselves. Alumina (A1203), lead oxide (PbO) and zincite (ZnO) are examples
of glass intermediates. The network modifiers are weakly bound to the other
glass components by non -bridging oxygens and so have little effect on the
glass structure. These include the alkali oxides, e.g. soda (Na20), potash (K20 )
and lithia (Li20), and many other oxides such as lime (CaO), barium oxide (BaO),
cesium oxide (Cs20) and rubidium monoxide (Rb20), etc. A complete table of
glass components and their classifications can be found in reference15.

The basic picture of the structure of oxide glasses is the random network
model. In this model the glass formers and intermediates are arranged in a
loosely ordered network (see Figure 8). The former -intermediate network is
thought to be fixed and rigid below the softening point, with the modifiers
migrating from site to site, exchanging amongst themselves at rates
determined by the glass structure and temperature. Ion exchange is best done
with glass modifiers, both to preserve the structural integrity of the glass and
to take advantage of their mobility in the glass network.

Most commercial optical glasses are oxide glasses (the flouride glasses
being the exception). These glasses typically have seven to ten components,
except for some of the heavy flint glasses which have fewer components.
The composition and thermal history of optical glasses have been optimized for
index of refraction, dispersion, homogeneity, strength, and, if possible,
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chemical durability. As a consequence, commercial optical glasses generally
have poor transport properties.

Figure 8. Two dimensional sodium silicate glass structure. Open
circles represent oxygen, small closed circles represent silicon,
large closed circles represent sodium. From reference 15.

The rate of transport of an ion in an isotropic medium such as glass
depends on the ionic mobility of the incoming species as measured in that
glass. In general, the mobility of the incoming ion is different than that of
the indigenous ion.

Interdiffusion in the absence of an externally applied field is governed by
the diffusion equation 16 and is written in one dimension by equation (14),

8C 8
St Sx { D(C) Sx }

(14)
where C is the concentration of the dopant in moles, D(C) is the interdiffusion
coefficient and x and t are space and time variables, respectively. The
functional form of the interdiffusion coefficient can be derived from basic
principles as17:

D(C) _
D.

m

1 - a C/Co

D.
where a = 1 m

out

(15)
Din is the self- diffusion coefficient of the incoming (dopant) ion, Dont is that of
the out -going ion, and Co is the concentration of the out -going ion before
diffusion begins.

The functional form of the solution to the diffusion equation depends on
the ratio of the mobilities of the incoming and constituent ions and also on the
boundary conditions. One of the simplest examples is the diffusion from an
undepletable source, such as a large molten salt bath, into a semi -infinite slab
of glass which contains no dopant before the diffusion begins. In the special
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case that the ionic mobilities are equal, the resulting concentration profile is
given by,

X
C(x,t) = Co erfc 2 Dt

(16)
where Din = Dout =D and erfc, the complementary error function, is given by

erfc(z) = 2 e-2 di
z

(17)
The more general case of unequal ionic mobilities has been solved by

Fujita16. The solutions are plotted in Figure 9. The parameter "M" is the ratio
of the mobilities of the dopant to the indigenous ion. As can be seen from the
figure, when the dopant ion is less mobile in the host than the glass
constitutent ion, little mixing occurs and the concentration profile is steep. As
the mobilities become more nearly equal, the degree of mixing increases and
the resultant profile shape is less abrupt. The erfc solution for equal
mobilities is shown for comparison (M =1).
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Figure 9. Normalized concentration profiles for various mobility
ratios, M, versus normalized diffusion depth, x /2(Dint)1 /2

In practice, the concentration dependence of the interdiffusion coefficient
is obtained from the concentration profile using the Boltzmann - Matano
method 16. The applicability of equation (15) is fairly limited. Many other
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In practice, the concentration dependence of the interdiffusion coefficient 
is obtained from the concentration profile using the Boltzmann-Matano 
method 1 ^. The applicability of equation (15) is fairly limited. Many other
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types of concentration dependence have been observed experimentally,
including exponential dependences18.

3.2 Field- Assisted Ion Exchange

Field - assisted ion exchange can be used to extend the repertoire of profile
shapes and to speed the ion exchange process for GRIN applications19. For
systems with equal ionic mobility, the one -dimensional diffusion equation
becomes:

SC = D S2C E SC
St Sx2

µ
Sx

(18)
Here E is the applied field strength and p. is the common ionic mobility. The
resulting concentration profile for constant boundary conditions is:

eµEx, erfc1
x + µEt

+ erfc
x- µEt }}

C(x,t) Co
2,/Dt 2

(19)

This profile is shown in Figure 10. The profile is given for a forward field
application (driving dopant into the glass), a forward and then reversed field
(ion is driven in and then out of glass), and finally a field application where
the polarity is changed twice. Families of profile types suitable for GRIN
applications have recently been published19.

Figure 10.
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Equation (19) corresponds to the forward field
From reference 19.
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Figure 10. Normalized concentration versus normalized depth for
a forward, forward-reverse, and a forward-reverse-forward field
application. Equation (19) corresponds to the forward field
application. From reference 19.

SPIE Vol. 935 Gradient-Index Optics and Miniature Optics (1988) / 13

Downloaded From: https://www.spiedigitallibrary.org/conference-proceedings-of-spie on 28 Dec 2022
Terms of Use: https://www.spiedigitallibrary.org/terms-of-use

13



Field- assisted ion exchange has also been used to produce arrays of small
embedded hemispherical lenslets20. The substrate glass is coated on one side
with a mask that has an array of pinholes. The pinholes are about 100 microns
in diameter An external field is applied which drives the dopant into the glass
through the pinholes. (See Figure 11). The result is small, nearly perfectly
spherical GRIN profiles.

2rm

Figure 11. Field- assisted ion exchange through a small circular
hole of radius rm into a glass slab of thickness d. Resulting
isoindicial surfaces are nearly perfect concentric hemispheres.
From reference 20.

3.3 New Metrology Methods

In ion exchanged glass, the boundary conditions, concentration
dependence of the glass /salt pair and structural changes during diffusion all
determine the final index profile. In theory, a detailed knowledge of these
parameters is necessary to predict the final index profile from the diffusion
equation. In practice, they are not well understood.

Recently an interferometer was reported that measures the index profiles
in GRIN glass as they are forming by ion exchange21 The instrument is an
a.c. Mach -Zehnder with a diffusion oven in the test arm. For the first time, the
evolution of index profiles were monitored during normal diffusion
conditions, annealing conditions and under rate -limited boundary conditions
The instrument is expected to be useful in the study of new salt melt and
glasses for ion exchanged GRIN glass. Figure 12 demonstrates one such
measurement. Here one can see the index profile form at 1/2 hour intervals22.
It is clear that the dopant transport occurs at a finite rate across the glass /salt
interface. This rate will determine the maximum obtainable An for a given
diffusion time and temperature.
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3.4 New Base Glasses for GRIN ion exchange

One of the facts of life that every lens designer must contend with is that
there is a finite number of available optical glasses. Thus, in the early stages
of a lens design, the designer often comes up with a lens made from a
hypothetical glass that does not have the same specifications as any available
glass. The designer must identify a real glass close in specification to the ideal
glass, and redesign the system. This is generally a compromise that one can
live with since there are a large number of available optical glasses.

The designer of GRIN lens systems faces a severe shortage of usable glasses,
on the other hand. The reason is that diffusions are too slow in most
commercial optical glasses for the large diffusion depths required in GRIN
systems to be practical.

RATE-LIMITED FLUX

Figure 12. Initial stages of an axial GRIN profile formation at
490 °C. Profiles are shown at 1/2 hour intervals. Measurement by
oven interferometer. From reference 22.

Much of the reduction in diffusion rates can be attributed to the mixed
alkali effect. This effect gets its name because when a glass contains more
than one alkali oxide, several glass properties, e.g. ionic mobility, depend on
the relative mole fraction of each alkali component in a highly non -linear
fashion. One of the important consequences for making GRIN glass is the fact
that diffusion rates in mixed alkali glasses are often one or more orders of
magnitude slower than in their single alkali counterparts.

A second reason for the shortage of good GRIN base glasses can be found in
the valence of the glass modifier constituents. Univalent cations in a single
alkali glass are the most mobile, with diffusion coefficients often on the order
of 10-8 cm2 s' 1. Bivalent cations, however, move much more slowly in the
glass matrix and have much smaller diffusion coefficients, sometimes two
orders of magnitude slower, other conditions being equal. Commerical optical
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glasses which fall along the glass line typically contain univalent cations.
These glasses would include the BK, K, LLF, LF F, TiF and SF groups, if one
refers to the Schott glass catalog. However, it is often advantageous to use a
base glass that resides away from the glass line. This is commonly required for
reduction of color aberrations, etc.. The requisite glasses have a high
refractive index, yet a low dispersion, e.g. the LaK glasses. These glasses do not
contain univalent modifiers for ion exchange however. It is clear from
previous lens design studies (see reference 10) that high index /low dispersion
base glasses would be very useful for GRIN optics.

Some interesting new GRIN base glasses have recently been designed by
Kindred which promise to improve this situation23. Kindred points out that
while many diffusions have been conducted in various optical glasses24,25,
only a few of these result in An's larger than 0.02. Such small An's leave the
designer with little flexibility in engineering index profiles.

Kindred has recently developed three new glass families. The first is a
series of titania flint glasses for diffusion with lithium salts. These flints were
made in both ternary and quaternary systems. The first flint groups are Na20 -
Ti02 -Si02 ternaries. Using 25 mole percent soda and less than 20 mole percent
titania gives resistance to devitrification and cracking when exchanging Li+
for Na+ . Both the A n and the base refractive index increased with TiO2
concentration, as one might expect, since the alkali fraction was fixed. The
highest index glass in this group (0.20 Ti02) has a base index of 1.637 at 0.6328
microns, and yields a An of 0.05 at the same wavelength when exchanged from
a LiCI /CaCI melt. The Abbe dispersion number of this glass is 32 and the
gradient dispersion number is 27.

Titania flint quaternaries were also investigated. These glasses are
stronger than their high -soda counterparts. Although they are mixed alkali
glasses, diffusion depths on the order of 3 mm are achievable by diffusing Li+
from LiCI /CaC1 melts at 550 °C for 72 hours. Figure 13 shows the index profiles
in three of these glasses with various ratios of soda and lithia mole fractions.
As can be seen from the figure, glasses with a larger mole fraction of soda
impart a larger 0 n when diffused with Li+ This, of course, is because the
second alkali component is lithia, so that any Li+ diffusion that involves the
lithium glass component will not result in a change in refractive index. The
resulting index profiles are dominated by the linear term in the index
polynomial. They should therefore be useful for designs requiring linear
index profiles.

The two remaining glass families recently developed by Kindred are glasses
with large negative An's. A crown glass with a base index greater than 1.6 and
an Abbe number of about 57 gives An's on the order of -0.06. The gradient
dispersion is large, however. In applications where this dispersion can be
tolerated, this glass should be useful for powerful radial GRIN rod lenses. The
last family falls in the BK and K ranges of the Schott glass map. The An's are
smaller (approximately -0.01) but the gradient dispersion is low. These may be
useful for slow achromatic Wood lenses. Both glass families should be useful in
expanding the repertoire of glasses useful in multicomponent GRIN optical
systems, as should the aforementioned flints.

16 / SPIE Vol 935 Gradient -Index Optics and Miniature Optics (1988)

glasses which fall along the glass line typically contain univalent cations. 
These glasses would include the BK, K, LLF, LF F, TiF and SF groups, if one 
refers to the Schott glass catalog. However, it is often advantageous to use a 
base glass that resides away from the glass line. This is commonly required for 
reduction of color aberrations, etc.. The requisite glasses have a high 
refractive index, yet a low dispersion, e.g. the LaK glasses. These glasses do not 
contain univalent modifiers for ion exchange however. It is clear from 
previous lens design studies (see reference 10) that high index/low dispersion 
base glasses would be very useful for GRIN optics.

Some interesting new GRIN base glasses have recently been designed by 
Kindred which promise to improve this situation2 ^. Kindred points out that 
while many diffusions have been conducted in various optical glasses24 * 25 , 
only a few of these result in An's larger than 0.02. Such small An's leave the 
designer with little flexibility in engineering index profiles.

Kindred has recently developed three new glass families. The first is a 
series of titania flint glasses for diffusion with lithium salts. These flints were 
made in both ternary and quaternary systems. The first flint groups are Na2O- 
TiO2-SiC>2 ternaries. Using 25 mole percent soda and less than 20 mole percent 
titania gives resistance to devitrification and cracking when exchanging Li+ 
for Na+. Both the An and the base refractive index increased with TiO2 
concentration, as one might expect, since the alkali fraction was fixed. The 
highest index glass in this group (0.20 TiC>2) has a base index of 1.637 at 0.6328 
microns, and yields a An of 0.05 at the same wavelength when exchanged from 
a LiCl/CaCl melt. The Abbe dispersion number of this glass is 32 and the 
gradient dispersion number is 27.

Titania flint quaternaries were also investigated. These glasses are 
stronger than their high-soda counterparts. Although they are mixed alkali 
glasses, diffusion depths on the order of 3 mm are achievable by diffusing Li"1" 
from LiCl/CaCl melts at 550°C for 72 hours. Figure 13 shows the index profiles 
in three of these glasses with various ratios of soda and lithia mole fractions. 
As can be seen from the figure, glasses with a larger mole fraction of soda 
impart a larger An when diffused with Li+ This, of course, is because the 
second alkali component is lithia, so that any Li+ diffusion that involves the 
lithium glass component will not result in a change in refractive index. The 
resulting index profiles are dominated by the linear term in the index 
polynomial. They should therefore be useful for designs requiring linear 
index profiles.

The two remaining glass families recently developed by Kindred are glasses 
with large negative An's. A crown glass with a base index greater than 1.6 and 
an Abbe number of about 57 gives An's on the order of -0.06. The gradient 
dispersion is large, however. In applications where this dispersion can be 
tolerated, this glass should be useful for powerful radial GRIN rod lenses. The 
last family falls in the BK and K ranges of the Schott glass map. The An's are 
smaller (approximately -0.01) but the gradient dispersion is low. These may be 
useful for slow achromatic Wood lenses. Both glass families should be useful in 
expanding the repertoire of glasses useful in multicomponent GRIN optical 
systems, as should the aforementioned flints.

16 / SPIE Vol. 935 Gradient-Index Optics and Miniature Optics (1988)

Downloaded From: https://www.spiedigitallibrary.org/conference-proceedings-of-spie on 28 Dec 2022
Terms of Use: https://www.spiedigitallibrary.org/terms-of-use

16



0.050 INDEX OF REFRACTION PROFILES

0.040
Base Glass :

0.20 TiO2 + (0.25 -X) Na20 + X Li20 + 0.55 S102

0.030

DELTA N

0.020

0.010

0.000

x=0
X

= 10

POSITION (mm)

1.0 2.0

Figure 13. Diffused index profiles in
From reference 23.
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Ion exchanged thallium glasses have been widely used for fabricating
radial GRIN rods. Thallium glasses have many advantages, including excellent
optical transparency, but they suffer from two major drawbacks. The first is
the very high toxicity of thallium. This is particularly dangerous in the glass -
melting stage where the vapor pressures are high. The second is the
relatively low mobility of Tl+ as compared to the alkali ions.

Silver is sometimes used as an alternative to thallium because it has a
higher mobility, often by an order of magnitude. It is difficult to make silver
glasses from a batch melt, however, because the silver tends to precipitate out
of the glass or form a fine metallic colloid in the glass26 The resulting glass
composition is silver -poor compared to the batch formula, and may be colored
due to the metal colloid.

A new technique called "ion- stuffing" avoids the difficulty of making
silver glass from a batch melt27. The idea is to take a soda -containing glass
and exchange the Na+ for Ag+ to equilibrium ( "stuffing "). The result is a
homogenous silver glass. The second step is to immerse the silver glass in a

Na+ containing melt and exchange some of the Ag+ out near the surface of the
glass ( "unstuffing "). The final glass has a high concentration of silver (and
hence a higher index of refraction) than the surface which is silver -poor.
Ohmi, et al, have made 2.0 and 9.4 mm diameter radial GRIN rods in this
manner. The first of these had a On of approximately 0.06 and a numerical
aperture of 0.57.
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optical transparency, but they suffer from two major drawbacks. The first is 
the very high toxicity of thallium. This is particularly dangerous in the glass- 
melting stage where the vapor pressures are high. The second is the 
relatively low mobility of T1+ as compared to the alkali ions.

Silver is sometimes used as an alternative to thallium because it has a 
higher mobility, often by an order of magnitude. It is difficult to make silver 
glasses from a batch melt, however, because the silver tends to precipitate out 
of the glass or form a fine metallic colloid in the glass26 The resulting glass 
composition is silver-poor compared to the batch formula, and may be colored 
due to the metal colloid.

A new technique called "ion-stuffing" avoids the difficulty of making 
silver glass from a batch melt27 . The idea is to take a soda-containing glass 
and exchange the Na+ for Ag+ to equilibrium ("stuffing"). The result is a 
homogenous silver glass. The second step is to immerse the silver glass in a 
Na+ containing melt and exchange some of the Ag+ out near the surface of the 
glass ("unstuffing"). The final glass has a high concentration of silver (and 
hence a higher index of refraction) than the surface which is silver-poor. 
Ohmi, et al, have made 2.0 and 9.4 mm diameter radial GRIN rods in this 
manner. The first of these had a An of approximately 0.06 and a numerical 
aperture of 0.57.
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This author would expect that it is important to conduct the diffusions at
temperatures well below the glass transition temperature so that formation of
a metallic colloid is not encouraged. Ohmi and his collaborators conducted the
diffusions from nitrate melts at 400 and 430 °C, which is below most silicate
glass transition temperatures. The stuffing took 62 hour in a 2 mm diam rod,
and the unstuffing took less than 7 hours. Not all of the Na+ is replaced by
silver in the stuffing step. Perhaps this is why such a large mole fraction of
soda (0.40) is included in the starting glass composition.

3.6 Sol -Gel GRIN Glass

The sol -gel method is a new technique for fabricating GRIN glass. The
method involves the synthesis of a multi- component alkoxide gel, which is
shaped by a mold. The gel is porous, so dopants can be introduced (or removed)
rapidly by immersing the gel in a solution containing dopants (or acids for
leaching). The doped (leached) gel is then dried and consolidated to form a
clear GRIN glass. The method has two major advantages over ion exchange in
glass: first, diffusion or leaching is conducted in a porous gel which makes for
large GRIN profile depths since the transport is rapid. Second, a large variety
of materials can migrate through the gel pores. Unlike ion exchange where
one is for all practical purposes limited to univalent cation exchange,
molecular species and bivalent ions are easily transported through the gel
pores.

An alkoxide is similar to an alcohol.
where R is an alkyl group, for example: R =
C31-17 (propyl ), etc. A metal alkoxide has
is a metal. Thus, the metal has replaced the
common alkoxides are:

An alcohol has the formation ROH
CH3 (methyl), R = C2H5 (ethyl), R =
the general formula M(OR) where M
H in the ROH alcohol formula. Two

Si(OCH3)4 - Tetramethoxysilane or "TMOS"
Na(OCH3) - Sodium methoxide

The chemistry of a simple sol -gel process to make Si02 is shown in Figure
14. TMOS (the metal alkoxide) is mixed with water and a solvent to form an
oxide gel. In the first step hydrolysis of the TMOS gives rise to an intermediate
and methyl alcohol. In the second step, two intermediates form a Si -O -Si bond,
giving off water as a by product. This process continues until a wet, porous gel
is formed. It is into this wet gel that ion exchange or leaching is done.

One of the first reports of using sol -gels for making GRIN glass appeared in
a patent by M. Yamane (U.S. Patent Serial No. 820,486). According to this
patent, by combining a silicon alkoxide with water, some source of boron oxide
and an aqueous metal salt solution, a gel could be formed in a mold. The gel is
then immersed in a solution containing another species of metal salts which
exchange with the constituent metal salts. After the diffusion, the gel is dried
and sintered to yield a GRIN glass. The index profiles were difficult to control,
however, because the salts continued to migrate during the drying process.
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HYDROLYSIS:
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Figure 14. The two steps of sol -gel formation as illustrated by a
simple silicate glass. Step 1: hydration; step 2: condensation.

A similar implementation of this method was recently reported by Yamane,
et alt 8 . In this report, Pb ++ ions were exchanged with K+ ions in the gel
diffusion stage, an exchange that cannot be utilized in conventional diffusion
in glass. A 6 mm diameter radial GRIN rod with a On of 0.016 was produced.

Shingyouchi, et al overcame this problem by binding the index modifier to
the gel structure29,30. This was done by doping the gel with an alkoxide of
germanium, rather than a salt. As reported by Shingyouchi and his
colleagues, tetramethoxygermanium, TMOS, ethanol, water and hydrochloric
acid are combined to form the gel. Once formed, the gel is immersed in water
to partially leach out the germanium component. The distribution is then
fixed by immersion in methanol. After drying, the gel is sintered into GRIN
glass. The final radial GRIN rods had a diameter of over 3 mm, a nearly
parabolic distribution and a On of approximately 0.025 (numerical aperture of
0.27). This technique was later generalized to incorporate titanium or
zirconium in place of germanium. The resulting germanium GRIN rod had a 2
mm diameter with a An of -0.013.

The sol -gel method as described above is beautifully simple. Improvements
can be made to the resulting GRIN glass if some modifications to the method
are made, however. The above binary gels suffer appreciable shrinkage
during the gel -drying step. The resulting dense gel consolidates more quickly
on the edges during sintering, trapping gaseous by- products inside. The gels
are also prone to fracture during sintering, and the SiO2 /TiO2 gel sometime
crystallizes if the TiO2 content is above 5 mole percent.
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These problems can be circumvented by making gels with three or more
components. A recent patent application (serial #7/59,906, 1987) by Caldwell
and Moore describes the technique. Two or more metal alkoxides are combined
with a silicon alkoxide to form the gel. The Si02 component should be between
60 and 90 mole percent for strength. The first metal alkoxide serves as the
index modifier. These might be alkoxides of titanium or zirconium. These
components should be limited to less than 25 mole percent to maintain gel
stability, but large enough to provide a useful change in index. The second
metal alkoxide serves as the gel modifier. These might be alkoxides of boron,
aluminum or germanium. Gels incorporating alumina have a coarser
microstructure after drying than gels without. The coarse structure allows
gases to escape during sintering and makes the gel less likely to fracture
during drying because they shrink less. The alumina also increases the
required sintering temperature. Consequently the reactions which form
gaseous by- products are more likely to be completed by the time the gel begins
to collapse into a dense glass. Boron and germanium act in a similar manner,
except that germanium also contributes to the final On .

The alkoxides are combined with methanol, an aqueous solution of
hydrochloric acid and water and the mixture is poured into plastic molds. The
gel forms in a few hours at room temperature, and are aged at 60°C for 24
hours. The metal alkoxide components are then partially leached out by
immersion in an aqueous solution of sulphuric acid. The leaching is fixed by a
methanol wash. The gels are afterwards dried at temperatures near 100 °C for a
total of three days. Finally, the gels are sintered in a carefully controlled
temperature ramp which peaks at 1450 °C.

Figure 15 shows the index profile at 0.6328 micron of a typical sol -gel GRIN
rod. It has a nearly parabolic profile, with a diameter of over 4 mm and a On of
approximately 0.012. The inner diameter of the original gel mold was 15 mm.
Since there does not appear to be any fundamental reason why this technique
can't be scaled up, it is considered to be one of the most promising methods for
making large diameter radial GRIN rods.

3.7 Plastic GRIN

Plastic GRIN materials are an alternative to glass GRIN when lighter weight
is necessary and high thermal expansion coefficients are unimportant or are
used to athermalize an optical system3 i There are two prevailing methods.
The first is call photocopolymerization and the second is a monomer diffusion
process.

Photocopolymerization can be described as follows32: a glass tube is filled
with a mixture of three monomers and an initiator. The tube is exposed
through a slit to a source of ultra -violet light and rotated about its axis. (See
Figure 16.) The slit is perpendicular to the tube axis and moves slowly up
along its length. The copolymer thickens with exposure and forms first on the
inner walls of the tube. At this early stage, the polymer conversion is at the
threshold gellation rate. By the time the mixture is completely solidified
throughout the tube, the polymer conversion is at a different rate. As the
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conversion of the copolymer formed along the inner walls gradually changes
to its final value, a radial distribution of copolymer composition is created.
Afterwards the rod is cured for 80 °C for 24 hours. Many types of index profiles
can be made depending on the choice of monomers.
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Figure 15. Nearly parabolic radial GRIN profile made by the sol -
gel process.
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Figure 16. Photocopolymerization of multi- component monomer
mixture. From reference 32.

The diffusion process involves pouring a monomer -initiator mixture into a
mold and heating to form a partially polymerized rod. The gel is then removed
from the mold and placed in a diffusion chamber with a second monomer
which diffuses into the gel rod. Afterwards the gel is completely polymerized
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by returning it to the mold and heating. Monomers used to date are CR39
(polymer index = 1.50), 3FMA (polymer index - 1.46) and HIRI (polymer index =
1.5 6) 3 3. These may be used in different combinations to produce either
positive or negative radial GRIN rods. Plastic GRIN rods with diameters of over
20 mm and positive An's of over 0.03 have been fabricated using this method.

4. NEWLY FABRICATED GRIN SYSTEMS

Three new GRIN optical systems have recently been reported. Two involve
the optical disk and the third is a retrofit of the M19 binocular objective. All
three were manufactured by ion exchange in glasses.

A plano convex radial GRIN single element objective was fabricated for the
compact disk application34. The first order properties include a focal length
of 3.6 mm, a numerical aperture of 0.45 and a 1.9 mm working distance. The
lens had to be diffraction limited at 0.780 microns and the wavefront error
(WFE) could not exceed the Marechal criterion (rms WFE cannot deviate by
greater than 0.07.) over the whole field.

Several prototype lenses were fabricated with the following dimensions: 4
mm diameter, a front radius of curvature of 2.7 mm, axial thickness of 1.6 mm
and a total mass of approximately 50 milligrams. A nearly parabolic index
profile was developed for this work, with a An of over 0.08. Fringe patterns
from a Fizeau interferometer were reported; they showed that the lens meets
the stringent specifications mentioned above. The lenses were used in a
prototype compact disk system. A layout of the objective is shown in Figure 17.

Stop

Optiçal Disk

Figure 17. Layout of a radial GRIN objective fabricated for the
compact disk. From reference 34.

An axial GRIN with a linear index profile was developed for use in a
compact disk collimators. A single element collimator was successfully
fabricated to meet the Marechal criterion at 0.780 micron. The lens has a focal
length of 17 mm and a numerical aperture of 0.17. The prototype was
fabricated with an aperture of 5.5 mm and an index distribution depth of less
than 0.5 mm. The glass type and dopant source were not reported, although
the An was given as 0.017.
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The previous two examples involved small, high performance lenses,
where the advantage is in reducing the number of such small lens elements
that must be aligned. The last example is in an entirely different regime. The
project was to replace the objective of the M -19 binocular35 with a GRIN
objective. This was done using axial GRIN profiles.

The first order specifications of the binocular objective are: focal length of
150 mm, f /3, HFOV of 3.7 °, entrance pupil of 50 mm and a telephoto ratio of
0.8036 The original design used three homogeneous lenses with spherical
surfaces. The GRIN design used two elements with spherical surfaces. The
GRIN profile was in the rear sag of the first element.

A Ag+ for Na+ ion exchange from a mixed silver chloride melt in a simple
aluminosilicate glass was chosen because it was a well characterized diffusion
system. The base index of the glass is 1.501 at the sodium d line and it has an
Abbe dispersion number of 58. The GRIN dispersion number is approximately
15 when diffused with silver. The maximum An was limited to 0.05 in the
design because the glass tends to yellow with a higher corresponding silver
content.

The GRIN objective was optimized as part of the entire binocular with fixed
prisms, field lens and eyepiece as the original system. Although the on -axis
performance was good, a modification of the field lens was required to match
the performance of the original system off -axis. Once done, the performance
of the GRIN retrofit was essentially equivalent to the original system37. Spot
diagrams of the GRIN design, the GRIN design with the fabricated index profile
and the three element homogeneous system design are shown in Figure 18.
Comparison of the two objective layouts are shown in Figure 19.

2 ELEMENT GRIN
OBJECTIVE

design

3.66°

2.75°

- M-- i3.,

Figure 18. Comparison of
GRIN design (left), GRIN
(middle) and three element
From reference 36.
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experiment

3 ELEMENT
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OBJECTIVE

spot diagrams of binocular system:
design using experimental profile
homogeneous system design (right)
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From reference 36.
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HOMOGENEOUS OBJECTIVE

GRADIENT INDEX OBJECTIVE

Figure 19. Layouts of the M -19 binocular objective. Top: original
three element homogeous objective, bottom: two element axial
GRIN objective. Index profile is in rear of first element.

5. SUMMARY

Recent progress in the field of GRIN optical imaging systems has been
reviewed. Much of the recent activity has been concentrated in the area of
GRIN fabrication. This includes ion exchange techniques, the development of
new base glasses for ion exchange, sol -gel GRIN glass and plastic GRIN. Since
the benefits of using GRIN parameters are well known, it is reasonable to
expect that GRIN parameters will be employed in an increasing number of
lens designs as suitable materials become available. Judging from the recent
progress in this area, that may occur in the near future.
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