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(57) ABSTRACT 

Adjusting current based on temperature. A change in tem­
perature of a connection between a first device and a second 
device may be measured. The change in temperature may be 
performed while the first device provides current to the sec­
ond device over the connection. If the change in temperature 
is above a threshold, the current being provided from the first 
device to the second device may be reduced. The change in 
temperature may be performed by the first device and/or the 
second device, e.g., by measuring the temperature of a con­
nector of the connection. 

13 Claims, 4 Drawing Sheets 

electrical 
assembly A 

202 

connector A 
204 

T1 T2 T3 

medium 
206 

connectorB 
208 

electrical 
assemblyB 

210 

T4 T5 T6 

Petitioner Samsung Ex-1001, 0001



U.S. Patent Jun.3,2014 Sheet 1 of 4 US 8,740,456 B2 

150 - 100A 

FIG. 1A 

150 

FIG. 1B 

Petitioner Samsung Ex-1001, 0002



U.S. Patent 

electrical 
assembly A 

202 

Jun.3,2014 

connector A 
204 

medium 
206 

Sheet 2 of 4 

connector B 
208 

US 8,740,456 B2 

electrical 
assembly B 

210 

T1 T2 T3 T4 T5 T6 

electrical 
assembly 

202 
~ 

current source ---+ 

current sink ._ 

FIG. 2A 

I 
TB 

I 
power pin cable power pin 

250 252 

I 
data pin cable data pin 

254 256 

I connector 
204 

data pin cable data pin 
258 260 

I 
power pin cable power pin 

262 264 

I 
I 

Tl T9 

FIG. 2B 

Petitioner Samsung Ex-1001, 0003



U.S. Patent Jun.3,2014 Sheet 3 of 4 US 8,740,456 B2 

device logic 
350 

power logic temp logic 
330 320 

electrical 
assembly 

310 

FIG. 3 

Petitioner Samsung Ex-1001, 0004



U.S. Patent Jun.3,2014 Sheet 4 of 4 US 8,740,456 B2 

connect a first device and a second 
device using a connection 

402 

t 
determine a change in temperature of 

the connection 
404 

t 
modify current provided over the 

connection based on the change in 
temperature 

406 

FIG. 4 

Petitioner Samsung Ex-1001, 0005



US 8,740,456 B2 
1 

ADJUSTING DELIVERY OF CURRENT IN A 
CONNECTION BASED ON TEMPERATURE 

FIELD OF THE INVENTION 

2 
If the change in temperature is above a threshold, the cur­

rent being provided form the first device to the second device 
may be adjusted. For example, the current being provided 
between the two devices may be reduced, e.g., in order to 

5 prevent overheating ( and resulting failure) of the connection. 
The present invention relates to the field of connections, 

and more particularly to a method for adjusting delivery of 
current in a connection based on temperature. 

According to various embodiments, the adjustment may be 
performed by either of the two devices. For example, the first 
device may measure the temperature change and adjust the 
current. Alternatively, the first device may measure the tem-

DESCRIPTION OF THE RELATED ART 

In recent years, there has been a proliferation of portable 
devices that connect to host devices for receiving power ( e.g., 
for charging a battery), data (e.g., synching files from the host 
device), etc. Typically, the portable device and host device are 
connected via a physical connection (e.g., a wire or cable). 

10 perature change and adjust the current. In further embodi­
ments, one of the devices may measure the change and the 
other of the devices may perform the adjustment (e.g., in 
response to a communication from the measuring device to 
change the temperature or providing the change in tempera-

15 ture). 
The measurement and possible adjustment may be per­

formed a plurality of times while current is provided over the 
connection. Additionally, rather than determining the change 
and temperature (and whether that change is above a thresh-

Many device manufacturers have increased the amount of 
current and/or power delivered to these portable devices for 
various reasons, e.g., to provide a faster battery recharge for 
the portable device. However, the increase in current causes 
an increase in temperature in the connections and may result 

20 old), the method may simply determine if the current thresh­
old is above a temperature threshold. Similarly, the accelera­
tion of the temperature (the second derivative) may be 
measured and compared to an acceleration threshold. 

in catastrophic failure ( e.g., in the connection, in the portable 
device, and/or in the host device). Current specifications may 
specify a maximum volt-ampere (VA), such as "25 VA per 
connector". Unfortunately, this limit neglects the fact that 25 

heating is caused by I2R effects. Additionally, since most 
connections are manufactured by many different manufactur­
ers, there is presently no guarantee that a particular cable and 
connector combination can transfer power without overheat­
ing. Accordingly, improvements in connections are desired. 30 

SUMMARY OF THE INVENTION 

Various embodiments are presented of a system and 
method for adjusting delivery of current based on tempera- 35 

ture. 

BRIEF DESCRIPTION OF THE DRAWINGS 

A better understanding of the present invention can be 
obtained when the following detailed description of the pre­
ferred embodiment is considered in conjunction with the 
following drawings, in which: 

FIGS. lA and 1B illustrate exemplary systems suitable for 
implementing various embodiments of the invention; 

FIG. 2A is a block diagram of an exemplary connection, 
according to one embodiment; 

FIG. 2B is a block diagram ofa connector, according to one 
embodiment; and 

FIG. 3 is a block diagram of a device, according to one 
embodiment; and 

A first device and a second device may be coupled together 
over a connection ( e.g., a cable or wire). The first device may 
provide current (e.g., power) to the second device over the 
connection. Each device may include a port for receiving a 
corresponding connector of the connection. For example, a 
first connector of the connection may be coupled to the port of 
the first device while a second connector of the connection 
may be coupled to the port of the second device. 

FIG. 4 is a flowchart diagram illustrating one embodiment 
40 of a method for adjusting provided current based on tempera-

A change in temperature of the connection may be mea- 45 

sured while the current is provided from the first device to the 
second device. The change in temperature may be measured 
in a variety of manners. For example, the change in tempera­
ture may be measured by determining an ambient tempera­
ture and determining a temperature of one of the connectors 50 

of the connection. The change may be the difference between 
the ambient temperature and the temperature of the first con­
nector of the connection. In another embodiment, an initial 
temperature ( e.g., before power and/or current is provided 
over the connection) of a connector may be determined and 55 

compared with a current temperature. In this embodiment, the 
change in temperature may therefore be the difference 
between the initial temperature and the current temperature. 
The change in temperature may involve the measurement of a 
temperature of an electrical assembly ( e.g., a port) connected 60 

to one of the connectors of the connection. The temperature of 
the connector (or connection in general) may be determined 
by measuring the temperature near a power pin and/or data 
pin of one of the connectors of the connection. In various 
embodiments, the temperature may be measured by an inte- 65 

grated circuit ( or other circuitry) of one or both of the two 
devices. 

ture. 
While the invention is susceptible to various modifications 

and alternative forms, specific embodiments thereof are 
shown by way of example in the drawings and are herein 
described in detail. It should be understood, however, that the 
drawings and detailed description thereto are not intended to 
limit the invention to the particular form disclosed, but on the 
contrary, the intention is to cover all modifications, equiva­
lents and alternatives falling within the spirit and scope of the 
present invention as defined by the appended claims. 

DETAILED DESCRIPTION OF THE INVENTION 

Terms 

The following is a glossary of terms used in the present 
application: 

Memory Medium-Any of various types of memory 
devices or storage devices. The term "memory medium" is 
intended to include an installation medium, e.g., a CD-ROM, 
floppy disks 104, or tape device; a computer system memory 
or random access memory such as DRAM, DDR RAM, 
SRAM, EDO RAM, Rambus RAM, etc.; or a non-volatile 
memory such as a magnetic media, e.g., a hard drive, or 
optical storage. The memory medium may comprise other 
types of memory as well, or combinations thereof. In addi­
tion, the memory medium may be located in a first computer 
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may still be coupled to the device via a fixed connector. In the 
discussions below, the connection 200 is assumed to be 
removable (where the connection can be separated from both 
of the devices being connected), but fixed connections are 

in which the programs are executed, or may be located in a 
second different computer which connects to the first com­
puter over a network, such as the Internet. In the latter 
instance, the second computer may provide program instruc­
tions to the first computer for execution. The term "memory 
medium" may include two or more memory mediums which 
may reside in different locations, e.g., in different computers 
that are connected over a network. 

5 also envisioned. 
The devices and connections may be any of various types. 

For example, the first device 100 and second device 150 may 
be USB compatible and the connection 200 may be a USB 
connection. Alternatively, the connection 200 may be a fiber Carrier Medium-a memory medium as described above, 

as well as a physical transmission medium, such as a bus, 
network and/or other physical transmission medium, that 
conveys signals such as electrical, electromagnetic, or digital 
signals. 

10 optic connection, a Firewire connection, a DVI connection, 
an HDMI connection, a VGA connection, an XLR connec­
tion, etc. Thus, while the connection 200 is shown only 
between the first device 100 and the second device 150 (or 
between the first device 100 and the hub 125 or the hub 125 Software Program-the term "software program" is 

intended to have the full breadth of its ordinary meaning, and 15 

includes any type of program instructions, code, script and/or 
data, or combinations thereof, that may be stored in a memory 
medium and executed by a processor. Exemplary software 
programs include programs written in text-based program­
ming languages, such as C, C++, Pascal, Fortran, Cobol, Java, 20 

assembly language, etc.; graphical programs (programs writ­
ten in graphical programming languages); assembly language 
programs; programs that have been compiled to machine 
language; scripts; and other types of executable software. A 
software program may comprise two or more software pro- 25 

grams that interoperate in some manner. 

and the second device 150), the connection 200 may be 
between any of the devices shown in FIGS. lA and 1B, 
among other possible devices. As described herein, the con­
nection 200 may generally be configured to support the pro­
vision of power from one device to another ( e.g., for charging 
a battery of the first device 100). The connection200 may also 
generally be configured to support the provision of data from 
one device to another ( e.g., for transferring data between the 
first device 100 and the second device 150). 

The first device 100 may be any of numerous devices (e.g., 
portable devices). For example, the first device 100 may be a 
cell phone (e.g., cell phone 100A illustrated in FIG. lA), a 
personal music player (e.g., player 100B illustrated in FIG. 
1B, e.g., an mp3 player, and/or an IPOD™, among other 
players, a CD player, etc.), a personal video player (e.g., a 
digital video player, a DVD player, etc.), a peripheral device 
(e.g., a printer), an input device (e.g., a game controller, 
touchpad, mouse, and/or keyboard, among others), or any 
other device that receives power ( e.g., and data) from another 
device or power source. Thus, the first device 100 may be any 

Computer System-any of various types of computing or 
processing systems, including a personal computer system 
(PC), mainframe computer system, workstation, network 
appliance, Internet appliance, personal digital assistant 30 

(PDA), television system, grid computing system, or other 
device or combinations of devices. In general, the term "com­
puter system" can be broadly defined to encompass any 
device ( or combination of devices) having at least one pro­
cessor that executes instructions from a memory medium. 35 of a variety of appropriate devices. 

Portable Device-any of various types of portable comput­
ing devices, including cell or mobile phones (including smart 
phones), PDAs, digital cameras, portable media players, net­
books, etc. In general, the term "portable device" can be 
defined to encompass devices ( or combinations thereof) 40 

which include at least one processor that executes instructions 
from a memory medium and is easily carried ( e.g., handheld) 
by a user. 
FIGS. lA and 1B-Exemplary Systems 

FIGS. lA and 1B illustrate embodiments of an exemplary 45 

system configured to modify current ( or power) delivered to 
between a first device 100 and a second device 150 (e.g., a 
host, such as a computer system), as described below. As 
shown in FIG. lA, the first device l00A (e.g., a cell phone, 
such as a smart phone) may be coupled to the second device 50 

150. In FIG. 18, the first device 100B (e.g., an MP3 player) 
may be coupled to the second device 150 via a hub 125. 

In various embodiments, the first device 100 may be con­
nected to the second device 150 or the hub 125 via a connec­
tion 200 (which is generally referred to as a "cable" or 55 

"wire"). Similarly, the hub 125 may be coupled to the second 
device 150 via a connection 200. The connection 200 includes 
a physical medium for conveying signals ( e.g., one or more 
wires or fiber optics) and/or power between devices, as well 

Additionally, the second device 150 may be any of various 
devices. More specifically, the second device 150 may be a 
computer system, a hub, e.g., an external hub or one included 
in an electronic system ( e.g., the computer system or display 
device, among others), and/or other types of devices, such as 
ones that provide power to the first device 100. In one embodi-
ment, the second device 150 device may be a USB on-the-go 
(OTG) device which may be operable to act as a host and a 
device, e.g., depending on the situation. Thus, according to 
various embodiments the second device 150 may be any of 
various appropriate devices. 

The second device 150 of FIGS. lA and 1B may include/ 
couple to a display device configured to display video signals 
received from the second device 150 and/or to act as a hub. In 
some embodiments, the display device may act as the hub 125 
as well as displaying video signals from the second device 
150. Thus, the hub 125 may be incorporated in the display 
device of the second device 150. Additionally, the second 
device 150 may include a keyboard and mouse, e.g., which 
may be USB devices. The keyboard and mouse may couple to 
the second device 150 in a variety of ways, e.g., directly to the 
second device 150 or via the USB hub included in the display 
device, among other methods. Thus, in FIGS. lA and 1B, the 
keyboard and mouse are shown coupled to the display, which 

60 may act as a hub. Alternatively, the keyboard and mouse may 
be coupled to the second device 150, e.g., a hub included in 
the second device 150. 

as a connector at each end for connecting the physical 
medium to the devices. For example, the connection 200 may 
include two male connectors which plug in to a female con­
nector ( e.g., a port or jack) at each of the devices. In some 
devices, the connection 200 may be fixed to one of the devices 
(e.g., such as the mouse or keyboard of FIGS. lA and 1B, 65 

where the connection is a part of the device itself). However, 
even in devices with a fixed connection, the connection 200 

Additionally, the devices 100 and/or 150 may include at 
least one memory medium on which one or more computer 
programs or software components may be stored. For 
example, the memory medium may store operating system 
software, as well as other software for operation of the 

Petitioner Samsung Ex-1001, 0007



US 8,740,456 B2 
5 

devices. Various embodiments further include receiving or 
storing instructions and/or data implemented in accordance 
with the foregoing description upon a carrier medium. Gen­
erally, one or both of the devices 100 and 150 may include 
logic ( e.g., circuitry and/orprocessor(s) and memory medium 
(s)) for implementing the methods described herein. 

6 
200. The power logic 330 may also be configured to monitor 
and/or change the power levels (e.g., the current) provided 
over the connection 200. In further embodiments, the power 
logic 330 may be configured to request a change in current to 

5 another device, e.g., over the connection 200. The tempera­
ture logic 320 may include any circuitry or processor(s) to 
measure the temperature of the electrical assembly 310, a 
connector of the connection 200 connected to the electrical 

Note that the above descriptions of the first device 100, the 
second device 150 ( and associated components), and the hub 
125 are exemplary only and other components and systems 
are envisioned. For example, while the various devices are 10 

shown as coupling via wires, the devices may be coupled 
wirelessly, e.g., via wireless USB, Bluetooth, WLAN, etc. 
FIGS. 2A and 2B-Exemplary Block Diagrams of a Connec­
tion 

assembly 310, ambient temperature, e.g., outside of the 
device, etc. 

The device may include temperature logic 320, which may 
be configured to compare the measured temperature ( or 
change in temperature) with a threshold temperature ( or 
change in temperature) and initiate a change in current pro-

FIGS. 2A and 2B are block diagrams illustrating an 
embodiment of the connection 200 coupling the first device 
100 and the second device 150. 

15 vided over the connection 200 when the threshold is 
exceeded. For example, the temperature logic 320 may indi­
cate the threshold has been exceeded to power logic 330, 
which may in turn cause a reduction in current received or As shown in FIG. 2A, the connection 200 may include 

physical medium 206 connected to connector 204 and con­
nector 208. Each of the connectors 204 and 208 may be 20 

connected to electrical assemblies 202 and 210, respectively. 

provided over the connection 200. 
In some embodiments, the temperature logic may include a 

temperature sensor used to measure the temperature at the 
various places shown in FIGS. 2A and 2B, among other 
locations. The temperature logic may include a "remote sen­
sor" (e.g., a thermistor, thermocouple, RTD, etc.) which is 

In one embodiment, the electrical assemblies 202 and 210 
may be ports (or connectors) of the first device 100 and the 
second device 150. Thus, in FIG. 2, the connection 200 may 
be connected to both the first device 100 and the second 
device 150 via the corresponding connectors of the connec­
tion and the electrical assembly of the respective device. 

FIG. 2B illustrates a more detailed block diagram of a 
connector 204 connected to the electrical assembly 202. As 
shown, the connector 204 may include a cable power pin 250, 
cable data pin 256, cable data pin 260, and cable power pin 
264. The electrical assembly 202 may similarly include 
power pin 250 (for connecting to cable power pin 252), data 
pin 254 (for connecting to cable data pin 256), data pin 258 
(for connecting to cable data pin 260), and power pin 262 (for 
connecting to cable power pin 264). Power may be provided 
from the device including the electrical assembly 202 via 
power pin 250 to cable power pin 252 for provision of power 
through the connection 200, and may be received by the 
device including the electrical assembly 202 via power pin 
262 from cable power pin 264 for reception of power through 
the connection 200. 

25 capable of signal conditioning and reporting ( e.g., such as an 
integrated circuit, or a circuit comprised within an integrated 
circuitry that is physically embedded in the connector). 

The temperature logic 320, power logic 330, and device 
logic 350 may be configured in other marmers than shown. 

30 For example, one or more of the logic may be included on a 
common integrated circuit (e.g., all of the device logic 350, 
power logic 330, and temperature logic 320 may be included 
on a common SOC). Alternatively, or additionally, the power 
logic 330 and/or temperature logic 320 may only include the 

35 circuitry for providing power and measuring temperature, 
and the device logic 350 may perform the monitoring and 
control functionality described herein ( such as comparing the 
reported temperature to a threshold, modifying current pro­
vision, communicating with the other device, etc.). In further 

40 embodiments, the temperature logic 320 and/or power logic 
330 may be incorporated within the electrical assembly 310, 
as desired. 

The labels Tl-T9 are exemplary locations for temperature 
measurement and are discussed in more detail with respect to 
the method shown in FIG. 4. Thus, FIGS. 2A and 2B provide 45 

exemplary block diagrams of the connection 200 connecting 
the first device 100 and the second device 150. 

FIG. 4-Adjusting Current Provision Based on Temperature 
FIG. 4 illustrates a method for adjusting provision of cur­

rent on a connection based on temperature. The method 
shown in FIG. 4 may be used in conjunction with any of the 
systems or devices shown in the above Figures, among other 

FIG. 3-Exemplary Device Block Diagram 
FIG. 3 is a block diagram of an exemplary device ( e.g., the 

first device 100 or the second device 150). As shown in FIG. 
3, the device may include an electrical assembly 310 (such as 
a port) for connecting to connection 200. Additionally, the 
device may include device logic 350 that may be configured 
to perform the functionality of the device. For example, the 
device logic may include a system on a chip (SOC), processor 
and memory, progranimable hardware, and/or other logic to 
perform whatever functions the device is configured to per­
form. For example, device logic 350 for a cell phone, such as 
device 1 OOA may be configured to perform telephone calls on 
a wireless network, execute applications, provide data com­
munication, etc. As another example, device logic 350 for a 
computer system (e.g., such as device 150) may comprise a 
processor and memory for executing an operating system and 
applications for the operating system. 

As also shown, the device may include power logic 330. 
The power logic 330 may include any circuitry or processor 
( s) necessary to provide or receive power over the connection 

devices. In various embodiments, some of the method ele­
ments shown may be performed concurrently, in a different 

50 order than shown, or may be omitted. Additional method 
elements may also be performed as desired. As shown, this 
method may operate as follows. 

In 402, a first device and a second device ( e.g., the first 
device 100 and the second device 150) may be connected. For 

55 example, a user may physically attach the first and second 
devices using a connection (such as the connection 200). The 
second device may provide current (e.g., power) to the first 
device over the connection. Each device may include a port 
for receiving a corresponding connector of the connection. 

60 For example, a first connector of the connection may be 
coupled to a port of the first device while a second connector 
of the connection may be coupled to a port of the second 
device. In one embodiment, a USB cable may be connected to 
a USB port of a first USB device on one side, and may be 

65 coupled to a port of a USB host on the other side. In this 
embodiment, the two USB devices may perform enumera­
tion. However, other types of connections and devices are 
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envisioned, and thus, embodiments described herein are not 
limited to USB devices and connections. 

In 404, a change in temperature of the connection may be 
measured while the current is provided from the first device to 
the second device. The change in temperature may be mea­
sured in a variety of manners, e.g., using the temperature logic 
320 described above. For example, the change in temperature 
may be measured by determining an ambient temperature and 
determining a temperature of one of the connectors of the 
connection. The change may be the difference between the 
ambient temperature and the temperature of the first connec­
tor of the connection. For example, one or more analog tem­
perature sensors may be used to measure the temperature of 
the ambient environment and of the connector ( or port). More 
specifically, the ambient temperature could be measured at 
points T3 for connector A and T 4 for connector B in FIG. 2A. 
The corresponding connector temperatures may be measured 
using a sensor that is local to the connector or electrical 
assembly (e.g., the port of the device). These sensor(s) may 
measure the temperature of the connector or electrical assem­
bly at locations such as Tl or T2 for connector A and TS or T6 
for connector B. Accordingly, the change in temperature may 
be the difference between T3 and Tl or T2 (for connector A) 

8 
ence may be used for the connection, the difference may be 
determined between the average of the points, etc. 

While embodiments described herein are primarily related 
to the first or second device performing the temperature mea-

5 surement (e.g., and including the temperature measurement 
circuitry or devices), the measurement may alternatively ( or 
additionally) be included in or performed by the connection 
itself. Thus, in one embodiment, the connection may be con­
figured to measure its temperature ( or change in temperature) 

10 according to the methods described herein. 
In 406, if the change in temperature is above a threshold, 

the current being provided from the first device to the second 
device may be adjusted. For example, the change in tempera­
ture threshold may be an increase in temperature of 30 

15 degrees Celsius, although other embodiments are envisioned. 
In response to the change in temperature being above the 
threshold, the current being provided between the two devices 
may be reduced, e.g., in order to prevent overheating (and 
resulting failure) of the connection. According to various 

20 embodiments, the adjustment may be performed by either of 
the two devices (e.g., the power logic of the devices). For 
example, the first device may measure the temperature 
change and adjust the current. Alternatively, the first device 
may measure the temperature change and adjust the current. or between T4 and TS or T6 for connector B. For example, in 

one embodiment, the change in temperature for connector A 
may be Tl -T3 and the change in temperature for connector B 
may be T6-T4. Note that the method may only be performed 
for one of the connectors ( e.g., the connector connected to the 
device that is receiving the power or current); however, in 
further embodiments, the change in temperature may be mea- 30 

sured at both sides, and the largest of the two changes may be 
used for 406 below. 

25 In further embodiments, one of the devices may measure the 
change and the other of the devices may perform the adjust­
ment ( e.g., in response to a communication from the measur­
ing device to change the temperature or providing the change 
in temperature). 

Alternatively, or additionally, if the change in temperature 
is above the threshold, the power provided over the connec­
tion may be changed (e.g., it may be reduced or the level of 
current and voltage may be changed) to reduce the tempera­
ture of the connection. In one embodiment, the first or second 

FIG. 2B illustrates a number of other points where tem­
perature could be measured (T7-T9). These points could be 
used for Tl, T2, TS, orT6 in the discussions herein.As shown, 
TS and T9 are points near the power pins of connector 204. 
The temperature sensors that measure these points may be 
included in or near electrical assembly 202 ( e.g., the port of 
the device) so that points TS and T9 could be measured when 
connector 204 is inside electrical assembly 202. For example, 
these points may be at or near the physical contacts between 
the electrical assembly 202 and the connector 204. In some 
embodiments, the general area of the connector ( e.g., T7) may 
be sufficient for temperature measurement rather than at the 
power pins TS or T9; however, any one or more of the points 
Tl-T9 may be used to determine the temperature of the con­
nection or connector, depending on the given application. 

In another embodiment, an initial temperature of a connec-
tor may be determined and compared with a current tempera­
ture. In one embodiment, the initial temperature may be mea­
sured before current or power is provided over the 
connection. However, the initial temperature and current tem­
perature could be a moving window that is measured over 
time ( e.g., every 1 ms, 10 ms, 50 ms, 100 ms, 500 ms, 1 s, 2 s, 
5 s, 10 s, 30 s, 1 m, etc.). In these embodiments, the change in 
temperature may therefore be the difference between the 
initial temperature and the current temperature. The change in 
temperature may involve the measurement of a temperature 

35 device may modify the power being provided automatically 
or may request that the other of the devices change the pro­
vision of power. 

Additionally, rather than determining the change and tem­
perature (and whether that change is above a threshold), the 

40 method may simply determine if the current threshold is 
above a temperature threshold. For example, there may be a 
threshold temperature at which the connector(s) of the con­
nection, physical medium of the connection, electrical assem­
bly of the device(s), or other components fail. Accordingly, 

45 the threshold temperature may be set at that level or a level 
substantially below the fail level (e.g., 5 or 10 degrees below 
the fail level, 1 %, 2%, 5%, 10% below the fail level, etc.) 
Similarly, the acceleration of the temperature (the second 
derivative) may be measured and compared to an acceleration 

50 threshold, rather than the change in temperature described 
above. 

The measurement (404) and possible adjustment (406) 
may be performed a plurality of times while current or power 
is provided between the two devices over the connection. 

55 Accordingly, when the threshold in temperature change is 
reached, the current may be reduced until a safe operating 
temperature is realized. 

of an electrical assembly ( e.g., a port) connected to one of the 
connectors of the connection. The temperature of the connec- 60 

tor ( or connection in general) may be determined by measur­
ing the temperature near a power pin and/or data pin of one of 
the connectors of the connection. In various embodiments, 
the temperature may be measured by an integrated circuit ( or 
other circuitry) of one or both of the two devices. Thus, the 65 

temperature may be measured at any one or more of the points 
Tl-T9. Where more than one is measured, the greatest differ-

EXAMPLES 

The following are examples of the methods described 
herein. 

In a first example, a power supply is capable of providing 
9-36 Vdc at up to 1 amp of current through a cable to a 
portable device. The portable device is capable of operation 
with an input voltage of 9-36\7, with its input power manage­
ment being a switch mode power supply (assumed 100% 
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is within a safe operating temperature. Thus, the methods 
described above provide advantages over simple operating 
limits, such as a VA limit. 

Additionally, by actually measuring the temperature ( or 

efficient, regardless of input voltage, in this example). The 
power supply and portable device are 'matched devices', e.g. 
the portable device can operate at any voltage the power 
supply is able to provide. The temperature of the power sup­
ply connector before any current flows to the portable device 
is 27 deg C. The power supply has a temperature delta limit on 
its connector of30 Deg C. The power supply starts providing 
9 V de to the portable device. The portable device consumes 1 
A of current. However, soon after, the power supply connec­
tor temperature approaches 57 Deg C., which it detects. At 
this point the power supply increases its voltage output to 18V 
and the portable device accordingly decreases its current con­
sumption to 0.5 A. After a period of time, the temperature 
stabilizes and operation continues in this manner. 

5 change in temperature), a higher amount of power or current 
may be provided than was typically possible. For example, 
since the temperature can be measured, the current or power 
can be increased until it is near or at the threshold tempera­
ture, thereby allowing a maximum (or near maximum) 

10 amount of power or current to be provided to the device. This 
increase in power provision may be especially beneficial to 
devices that need battery recharging, particularly those with 
large batteries, such as laptops or tablet computers. 

Although the embodiments above have been described in 
15 considerable detail, numerous variations and modifications 

will become apparent to those skilled in the art once the above 
disclosure is fully appreciated. It is intended that the follow­
ing claims be interpreted to embrace all such variations and 

In a second example, similar to above, except many con­
nects-disconnects of the cable occurs between the two units 
over time. As a result of these connects and disconnects, the 
contact resistance at the power supply end of the cable 
increases significantly. Due to the increased I2R power dissi- 20 

pation, the power needs to yet again increase its output volt­
age (this time to 36V). The portable device then decreases its 
current consumption to 0.25 A. In this fashion a 'safe' tem­
perature delta is maintained at the power supply connector. 

In a third example, the temperature rise occurs at the por- 25 

table device end. It communicates to the power supply that it 
is approaching its deltaT threshold, to which the power sup­
ply increases its voltage and the portable device throttles 
down its current in order to meet the 'safe operating tempera-
ture delta' of the portable device. 30 

In a fourth example, if the power supply has no knowledge 
of what the portable device input voltage is allowed to be, then 
the portable device would need to somehow communicate 
that to the power supply. For example, this could be per-

35 
formed via data transfer, either wired or wireless, or even by 
more simpler means, e.g. specially keyed cable connectors 
that physically communicate this information to/from both 
devices. 
Advantages 40 

The methods described herein provide many advantages 
over prior systems. As indicated in the background section, 
prior solutions may simply limit the VAs that can be provided 
over a connection. However, these limits do not guarantee that 
the connections will not fail using such a limit. For example, 45 

resistance of a connector may increase over time ( e.g., 
through use), which may result in a higher level of heating at 
various different currents. Similarly, since many different 
manufacturers make connections, the quality and character­
istics of each different connection cannot be accounted for by 50 

such a simple limit. 
Further, some devices, such as hard disk drives, may 

require higher operating current at certain times ( e.g., during 
spin up). Due to differing designs and the myriad of connec­
tors, cables, ambient operating temperatures, and power 55 

delivery sources available, it is difficult (if not impossible) to 
guarantee consumer operation will be within a safe operating 
temperature without actual measurement of temperature and 
some means to regulate it. 

As another example, connections such as fiber optic cables 60 

may sometimes include a power delivery medium (e.g., a 
copper wire); however, overheating of the connection ( e.g., 
via the copper wire) may cause expansion and/or movement 
of the fiber optics, which may result in a failed connection. 

Accordingly, by measuring the temperature ( or change in 65 

temperature) of a connection, such uncertainties can be 
avoided and power or current can be provided in a manner that 

modifications. 
We claim: 
1. A method for adjusting current based on temperature, 

comprising: 
determining a change temperature at a first device wherein 

said temperature is measured at a first port of the first 
device that is configured to receive a connection to a 
second device; 

determining a change temperature at a second device 
wherein said temperature is measured at a second port of 
the second device that is configured to receive the con­
nection to the first device; 

determining the greater of the changes in temperature mea­
sured at the first device and the second device, wherein 
said determining is performed while the first device 
provides current to the second device over the connec­
tion; 

determining if the greater of the changes in temperature is 
above a threshold; 

if the greater of the changes in temperature is above the 
threshold, reducing the current being provided from the 
first device to the second device. 

2. The method of claim 1, wherein said determining the 
change in temperature, said determining if the change in 
temperature is above the threshold, and said reducing the 
current is performed a plurality of times while the first device 
provides current to the second device over the connection. 

3. The method of claim 1, wherein said determining the 
change in temperature comprises: 

determining an ambient temperature at the first device; 
determining a temperature of a first connector of the con­

nection; and 
determining the difference between the ambient tempera­

ture and the temperature of the first connector of the 
connection. 

4. The method of claim 1, wherein said determining the 
change in temperature comprises: 

determining an initial temperature of a first connector of 
the connection at a first time; 

determining a current temperature of the first connector of 
the connection at a second time; and 

determining the difference between the initial temperature 
and the current temperature. 

5. The method of claim 1, wherein said determining the 
change in temperature comprises: 

determining a temperature of a first connector of the con­
nection by measuring a temperature of an electrical 
assembly connected to the first connector of the first 
device or the second device. 
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6. The method of claim 1, wherein said determining the 
change in temperature comprises: 

determining a temperature near a power pin of the first 
connector of the connection. 

7. The method of claim 1, wherein said determining the 5 

change in temperature comprises: 
determining a temperature near a data pin of the first con­

nector of the connection. 
8. The method of claim 1, wherein said reducing the current 

is performed by the first device. 
9. A device, comprising: 
a connection coupling a first device and a second device; 
a first port of the first device, wherein the first port is 

10 

configured to receive a first connector of the connection; 
first logic of the first device coupled to the first port, 15 

wherein the first logic is configured to determine a tem­
perature of the connection at the first connector; 

12 
threshold, the second logic is configured to reduce the 
current being provided from the first device to the sec­
ond device. 

10. The device of claim 9, wherein said first logic is con­
figured to: 

determine an ambient temperature at the first device; and 
determine the difference between the ambient temperature 

and the temperature of the first connector of the connec­
tion. 

11. The device of claim 9, wherein said first logic is con­
figured to: 

determine an initial temperature of the first connector of 
the connection at a first time; 

determine a current temperature of the first connector of 
the connection at a second time; and 

determine the difference between the initial temperature 
and the current temperature. second logic of the first device, wherein the second logic is 

configured to provide current to the second device over 
the connection; 

12. The device of claim 9, wherein said first logic is con-
20 figured to: 

determine a temperature of the first connector of the con­
nection by measuring a temperature of the port. 

a second port of the second device, wherein the second port 
is configured to receive a second connector of the con­
nection; 

third logic of the second device coupled to the second port, 
wherein the third logic is configured to determine a 25 

temperature of the connection at the second connector; 
wherein, in response to the greater of the change in tem­

perature determined by the first logic and the change in 
temperature determined by the third logic being above a 

13. The device of claim 9, wherein said first logic is con­
figured to: 

determine a temperature near a power pin of the first con­
nector of the connection; or 

determine a temperature near a data pin of the first connec­
tor of the connection. 

* * * * * 

Petitioner Samsung Ex-1001, 0011




