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(54) Title of Utility Model

CABLE-STAYED REINFORCEMENT STRUCTURE FOR AIR CHAMBER OF

INFLATABLE PRODUCT 

(57) Abstract of Disclosures

The utility model discloses a cable-stayed reinforcement structure for an air chamber of

an inflatable product, which includes an upper piece, a lower piece, a plurality of drawbelts and a 

wrapping piece. Two ends of each of the drawbelts are respectively connected to a lower surface 

of the upper piece and an upper surface of the lower piece, and upper and lower sides of the 
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wrapping piece are respectively connected with a periphery of the upper piece and a periphery of 

the lower piece to form the inflatable product having an air chamber. It further includes a side 

wrapping belt, one end of the side wrapping belt being connected to a middle of an inner surface 

of the wrapping piece, and the other end thereof being connected to the lower surface of the 

upper piece near the periphery or the upper surface of the lower piece near the periphery. By the 

side wrapping belt provided connecting the middle of the wrapping piece of the inflatable 

product and the upper piece or/and lower piece so as to achieve a traction and position restriction 

on the middle of the wrapping piece of the inflatable product with a relatively large height, the 

utility model not only prevents the wrapping piece from overly protruding to affect the strength 

and appearance of the product, but also effectively reduces the material cost and production cost. 
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What is claimed is: 

 

 1. A cable-stayed reinforcement structure for an air chamber of an inflatable product, 

comprising an upper piece, a lower piece, a plurality of drawbelts, and a wrapping piece, two 

ends of each of the drawbelts being respectively connected to a lower surface of the upper piece 

and an upper surface of the lower piece, and upper and lower sides of the wrapping piece being 

respectively connected with a periphery of the upper piece and a periphery of the lower piece to 

form the inflatable product having an air chamber; characterized in that the cable-stayed 

reinforcement structure further comprises a side wrapping belt, one end of the side wrapping belt 

is connected to a middle of an inner surface of the wrapping piece, and another end thereof is 

connected to the lower surface of the upper piece near the periphery thereof, or the upper surface 

of the lower piece near the periphery thereof. 

 2. The cable-stayed reinforcement structure for an air chamber of an inflatable 

 product according to claim 1, characterized in that  the side wrapping belt is an integral ring-

shaped drawbelt formed by ring-shaped plastic strips at two ends thereof connecting with a 

plurality of cables, wherein a plastic strip is further fixed at a middle of the plurality of cables, 

the ring-shaped plastic strips at the two ends of the side wrapping belt are respectively connected 

to the upper piece and the lower piece, and the plastic strip at the middle is connected to the 

middle of the inner surface of the wrapping piece. 

 3. The cable-stayed reinforcement structure for an air chamber of an inflatable product 

according to claim 1, characterized in that the side wrapping belt is an integral ring-shaped 

drawbelt formed by ring-shaped plastic strips at two ends thereof connecting with a plurality of 

cables, the plastic strip at one end of the side wrapping belt is connected to the middle of the 

inner surface of the wrapping piece, and another end thereof is connected to the upper piece and 

the lower piece. 

 4. The cable-stayed reinforcement structure for an air chamber of an inflatable 

product according to claim 1, 2 or 3, characterized in that each of the drawbelts is a belt 

corresponding to a width or length of a bed and is formed by plastic strips at two ends thereof 

connecting with a plurality of cables, and the plastic strips at two ends thereof are welded to the 

upper piece and the lower piece, respectively. 

 5. The cable-stayed reinforcement structure for an air chamber of an inflatable 
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product according to claim 4, characterized in that a ring-shaped upper suction piece and a ring-

shaped lower suction piece are respectively disposed between the upper piece and the wrapping 

piece and between the lower piece and the wrapping piece, the upper piece is connected to an 

upper periphery of the wrapping piece via the ring-shaped upper suction piece, and the lower 

piece is connected to a lower periphery of the wrapping piece via the ring-shaped lower suction 

piece. 

 

  

INTEX EX. 1007, Pg. 4 
Intex Recreation v. Bestway Inflatables, IPR2023-00486



CABLE-STAYED REINFORCEMENT STRUCTURE FOR AIR CHAMBER OF 

INFLATABLE PRODUCT 

 

TECHNICAL FIELD 

[0001]  The utility model relates to a structure of an inflatable product, and in particular to 

a cable-stayed reinforcement structure for an air chamber of an inflatable product. 

 

BACKGROUND 

[0002]  Inflatable products, such as airbeds, are featured by being easy to use, light 

weighted, easy to move, and easy to fold and carry, making them a suitable choice when used as 

a temporary or non-fixed bed. Inflated beds with smaller bed thickness after inflation are 

generally used outdoors. If the comfort of the inflatable bed is to be improved to be comparable 

to that of household beds, the thickness of the inflatable bed after inflation must be as high as 

that of a normal bed, and the structure must also be relatively stable to ensure the flatness of the 

bed surface. 

[0003]  As shown in FIG. 1, the airbed with a height of a normal bed is usually formed 

by superimposing two independent air chambers A and B in order to prevent the periphery of the 

bed from overly protruding and to provide a supporting force and the shape-keeping strength of 

the air cavity. That is, a middle piece C has to be provided such that two air cavities are formed 

by two independent shrouds connecting to the middle piece and, respectively, an upper piece and 

a lower piece. Respective sets of belts are arranged in the two air cavities to form a bed shape. 

Such a structure necessarily has the following disadvantages.  

[0004]  1. The material cost is high. Due to the provision of the middle piece to facilitate 

the shaping and the function of the bed, it not only increases the consumption of the material but 

also increases the weight of the bed. 

[0005]  2. The drawbelts in the two independent air cavities need to be welded separately, 

which invisibly increases the complexity of the production of the bed, thus leading to a high 

production cost. 

 

SUMMARY 
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[0006]  It is an object of the utility model to provide a cable-stayed reinforcement 

structure for an air chamber of an inflatable product, which may prevent the periphery of the 

product from overly protruding to affect the aesthetic appearance of the product while ensuring 

the height and strength of the product, and may effectively reduce the material cost and the 

production cost. 

[0007]  To achieve this, the solutions of the present utility model are as follows. 

[0008]  A cable-stayed reinforcement structure for an air chamber of an inflatable 

 product, including an upper piece, a lower piece, a plurality of drawbelts and a wrapping piece, 

two ends of each of the drawbelts being respectively connected to a lower surface of the upper 

piece and an upper surface of the lower piece, and upper and lower sides of the wrapping piece 

being respectively connected with a periphery of the upper piece and a periphery of the lower 

piece to form the inflatable product having an air chamber; it further includes a side wrapping 

belt, one end of the side wrapping belt being connected to a middle of an inner surface of the 

wrapping piece, and another end thereof being connected to the lower surface of the upper piece 

near the periphery or the upper surface of the lower piece near the periphery thereof.  

[0009]  The side wrapping belt is an integral ring-shaped drawbelt formed by ring-shaped 

plastic strips at two ends thereof connecting with a plurality of cables, wherein a plastic strip is 

further fixed at a middle of the plurality of cables, the ring-shaped plastic strips at the two ends 

of the side wrapping belt are respectively connected to the upper piece and the lower piece, and 

the plastic strip at the middle is connected to the middle of the inner surface of the wrapping 

piece. 

[0010]  The side wrapping belt is an integral ring-shaped drawbelt formed by ring-shaped 

plastic strips at two ends thereof connecting with a plurality of cables, the plastic strip at one end 

of the side wrapping belt being connected to a middle of an inner surface of the wrapping piece, 

another end thereof being connected to the upper piece and the lower piece.  

[0011]  Each of the drawbelts is a belt corresponding to a width or length of a bed and is 

formed by plastic strips at two ends thereof connecting with a plurality of cables, and the plastic 

strips at both ends being welded to the upper piece and the lower piece, respectively. 

[0012]  A ring-shaped upper suction piece and a ring-shaped lower suction piece are 

respectively disposed between the upper piece and the wrapping piece and between the lower 

piece and the wrapping piece, the upper piece being connected to an upper periphery of the 
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wrapping piece via the ring-shaped upper suction piece, and the lower piece being connected to a 

lower periphery of the wrapping piece via the ring-shaped lower suction piece. 

[0013]   With the above solutions, the utility model not only prevents the wrapping piece 

from overly protruding to affect the strength and appearance of the product, but also effectively 

reduces the material cost and production cost, by the side wrapping belt provided connecting the 

middle of the wrapping piece of the inflatable product and the upper piece or/and lower piece so 

as to achieve a traction and position restriction on the middle of the wrapping piece of the 

inflatable product with a relatively large height. 

 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014]  FIG. 1 is a perspective view of the appearance of a conventional article; 

[0015]   FIG. 2 is an exploded perspective view of a first embodiment of the present utility 

model; 

[0016]  FIG. 3 is a schematic view of the appearance of the first embodiment of the 

present utility model; 

[0017]  FIG. 4 is a partial cross-sectional view showing the first embodiment of the 

present utility model; 

[0018]  FIG. 5 is an exploded perspective view of a second embodiment of the present 

utility model; 

[0019]  FIG. 6 is a schematic view of the appearance of the second embodiment of the 

present utility model; and 

[0020]  FIG. 7 is a partial cross-sectional view showing the second embodiment of the 

present utility model. 

 

DETAILED DESCRIPTION 

[0021]  As shown in FIGS. 2 to 7, the utility model discloses a cable-stayed reinforcement 

structure for an air chamber of an inflatable product, in particular, a rectangular inflatable 

product, which includes an upper piece 1, a lower piece 2, a plurality of drawbelts 3, and a 

wrapping piece 4, as well as a side wrapping belt 5. Two ends of each of the drawbelts 3 are 

respectively connected to a lower surface of the upper piece 1 and an upper surface of the lower 

piece 2, and upper and lower sides of the wrapping piece 4 are respectively connected with a 
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periphery of the upper piece 1 and a periphery of the lower piece 2, thereby forming an inflatable 

product having an air chamber, with one end of the side wrapping belt 5 connected to a middle of 

an inner surface of the wrapping piece 4, and the other end connected to the lower surface of the 

upper piece 1 near the periphery or the upper surface of the lower piece 2 near the periphery. 

[0022]  The following is an illustration of the inflatable product by taking an airbed as an 

example, but the inflatable product is not limited thereto. 

[0023]  As shown in FIGS. 2, 3 and 4, in the first embodiment of the present utility model, 

each of the drawbelts 3 is a belt corresponding to the width or length of the bed, which is formed 

by plastic strips 31 at both ends connecting with a plurality of cables 32, with the plastic strips 31 

used for welding with the upper piece 1 and the lower piece 2, and the cables 32 for bearing a 

strong traction force. The side wrapping belt 5 is an integral ring-shaped drawbelt, which is 

formed by ring-shaped plastic strips 51 at both ends connecting with a plurality of cables 52, 

with a plastic strip 53 being fixed in the middle of the plurality of cables 52, so that the ring-

shaped plastic strips 51 at both ends of the side wrapping belt 5 are respectively connected to the 

upper piece 1 and the lower piece 2, and the plastic strip 53 in the middle are connected to a 

middle of an inner surface of the wrapping piece 4. 

[0024]  Here, the provision of the side wrapping belt 5 is such that the middle portion of 

the wrapping piece 4 is further pinched to be concave to ensure the aesthetics of the periphery of 

the airbed having a relatively large height and an air cavity, to prevent the periphery from overly 

protruding, and, at the same time, to ensure the strength of the periphery of the bed and the 

support strength of the bed as a whole. 

[0025]  In order to improve the aesthetics of the bed, a ring-shaped upper suction piece 11 

and a ring-shaped lower suction piece 21 are respectively disposed between the upper piece 1 

and the wrapping piece 4 and between the lower piece 2 and the wrapping piece 4. That is, the 

upper piece 1 is connected with the upper periphery of the wrapping piece 4 via the ring-shaped 

upper suction piece 11, and the lower piece 2 is connected with the lower periphery of the 

wrapping piece 4 via the ring-shaped lower suction piece 21. 

[0026]  As shown in FIGS. 5, 6 and 7, in the second embodiment of the present utility 

model, each of the drawbelts 3 is also a belt corresponding to the width or length of the bed, 

which is also formed by plastic strips 31 at both ends connecting with a plurality of cables 32, 

with the plastic strips 31 used for welding with the upper piece 1 and the lower piece 2, and the 
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cables 32 for bearing a strong traction force. The side wrapping belt 5 is an integral ring-shaped 

drawbelt, which is formed by ring-shaped plastic strips 51 at both ends connecting with a 

plurality of cables 52. The plastic strip 51 at one end of the wrapping belt 5 is connected to a 

middle of an inner surface of the wrapping piece 4, and the other end is connected to the upper 

piece 1 and the lower piece 2. Therefore, the airbed having a relatively large height and an air 

cavity is prevented from having an overly protruding periphery, and the strength of the periphery 

of the bed and the support strength of the bed as a whole are ensured. 

[0027]  Likewise, in order to improve the aesthetics of the bed, a ring-shaped upper 

suction piece 11 and a ring-shaped lower suction piece 21 are respectively disposed between the 

upper piece 1 and the wrapping piece 4 and between the lower piece 2 and the wrapping piece 4. 

That is, the upper piece 1 is connected with the upper periphery of the wrapping piece 4 via the 

ring-shaped upper suction piece 11, and the lower piece 2 is connected with the lower periphery 

of the wrapping piece 4 via the ring-shaped lower suction piece 21. 

[0028]  It should be noted that the drawbelt 3 and the side wrapping belt 5 in the above 

first and second embodiments are not limited to the structure of the plastic strips and the plurality 

of cables, and that they can alternatively be implemented with a linear drawbelt or a cylindrical 

drawbelt of an integral plastic piece as long as they satisfy the requirements of the internal 

pressure of the inflatable product. 

[0029]  In summary, by connecting the middle of the wrapping piece 4 of the inflatable 

product and the upper piece 1 or/and lower piece 2 so as to achieve a traction and position 

restriction on the middle of the wrapping piece 4 of the inflatable product with a relatively large 

height, the utility model not only prevents the wrapping piece from overly protruding to affect 

the strength and appearance of the product but also effectively reduces the material cost and 

production cost. 

  

INTEX EX. 1007, Pg. 9 
Intex Recreation v. Bestway Inflatables, IPR2023-00486



DRAWINGS 

 

 

FIG. 1 

  

INTEX EX. 1007, Pg. 10 
Intex Recreation v. Bestway Inflatables, IPR2023-00486



 

FIG. 2 

  

INTEX EX. 1007, Pg. 11 
Intex Recreation v. Bestway Inflatables, IPR2023-00486



 

FIG. 3 
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FIG. 4 
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FIG. 5 
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FIG. 6 
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FIG. 7 
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