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(57) ABSTRACT 

A System and method reduces cross-beam interference in 
multi-beam wireleSS data-transmission System through tem 
poral Separation of the multiple beams. A Sector of a cell is 
geographically divided Such that a number of beam patterns 
correspond to a number of user-group areas. For example, 
the Sector can be divided Such that four user-group areas are 
created. The number of groups and beam patterns can be 
increased or decreased. Forward link transmissions from a 
base Station to a plurality of user terminals are patterned 
Such that transmissions to adjacent user-group areas do not 
occur during the same time intervals. According to one 
operation, pilot Signal transmissions are Suppressed within a 
beam if no data is transmitted during a corresponding 
temporal period. According to another operation, temporal 
guard slots are introduced to avoid inter-cell interference. 
Further, in Some operations, user terminals report to the base 
Station to indicate one or more preferred user-group areas for 
their inclusion. 
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MULTI-BEAMANTENNASYSTEM FOR HIGH 
SPEED DATA 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

0001. The present application claims priority pursuant to 
35 U.S.C. Sec 119(e) to U.S. Provisional Application Ser. 
No. 60/176,303, filed Jan. 18, 2000, and to U.S. Provisional 
Application Ser. No. 60/177,056, filed Jan. 20, 2000, both of 
which are hereby incorporated by reference in their entirety. 

BACKGROUND 

0002) 1. Technical Field 
0003. The invention relates generally to wireless net 
Works, and more particularly to interference reduction in 
cellular wireleSS data transmissions in Such wireleSS net 
Works to increase data handling capacity. 
0004 2. Related Art 
0005 Wireless networks are well known. Cellular wire 
leSS networkS Support wireleSS communication Services in 
many populated areas of the World. Satellite wireleSS net 
Works are known to Support wireleSS communication Ser 
vices across most Surface areas of the Earth. While wireless 
networks were initially constructed to Service voice com 
munications, they are now called upon to Support data 
communications as well. 

0006 The demand for data communication Services has 
exploded with the acceptance and widespread use of the 
Internet. While data services have historically been serviced 
via wired connections, wireleSS users are now demanding 
that their wireleSS units also Support data communications. 
Many wireless Subscribers now expect to be able to “surf 
the Internet, access their email, and perform other data 
communication activities using their cellular phones, wire 
leSS personal data assistants, wirelessly linked notebook 
computers, and/or other wireleSS devices. The demand for 
wireleSS network data communications will only increase 
with time. Thus wireleSS networks are currently being cre 
ated/modified to Service these burgeoning data Service 
demands. 

0007 Significant performance issues exist when using a 
wireleSS network to Service data communications. WireleSS 
networks were initially designed to Service the well-defined 
requirements of Voice communications. Generally Speaking, 
Voice communications require a Sustained bandwidth with 
minimum signal-to-noise ratio (SNR) and continuity 
requirements. Data communications, on the other hand, have 
very different performance requirements. Data communica 
tions are typically bursty, discontinuous, and may require a 
relatively high bandwidth during their active portions. To 
understand the difficulties in Servicing data communications 
within a wireleSS network, consider the Structure and opera 
tion of a cellular wireleSS network. 

0008 Cellular wireless networks include a “network 
infrastructure” that wirelessly communicates with user ter 
minals/mobile Stations within a respective Service coverage 
area. The network infrastructure typically includes a plural 
ity of base Stations dispersed throughout the Service cover 
age area, each of which Supports wireleSS communications 
within a respective cell (or Set of Sectors). The base stations 
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couple to base station controllers (BSCs), with each BSC 
Serving a plurality of base Stations. Each BSC couples to a 
mobile switching center (MSC). Each BSC also typically 
directly or indirectly couples to the Internet. 

0009. The wireless link between the base station and the 
USER TERMINAL is defined by one of a plurality of 
operating standards, e.g., AMPS, TDMA, CDMA, GSM, 
etc. These operating Standards, as well as new 3G and 4G 
operating Standards define the manner in which the wireleSS 
link may be allocated, Setup, Serviced and torn down. These 
operating Standards must Set forth operations that will be 
Satisfactory in Servicing both voice and data communica 
tions. 

0010 FIG. 1A illustrates a portion of a prior art cellular 
wireless network, and in particular a cell 100 of Such a 
wireless network. AS is shown, the cell 100 is Subdivided 
into SectorS 1, 2, and 3. The wireleSS network Supports 
wireleSS communications within each of these Sectors. In a 
typical installation, three separate transceiver units Support 
the three Separate Sectors via three Separate antennas. With 
this Subdivision, user terminals 102, 108, 114, 116, and 118 
are supported in sector 1. Further, user terminals 104, 110, 
120, and 122 are supported in sector 2. Finally, user termi 
nals 106, 112, 124, and 126 are supported in sector three. 
Both voice and data communications are Supported within 
cell 100. In FIG. 1A, user terminals 102, 104, and 106 are 
voice units, while user terminals 108-126 are data units. 
0011. In operation, a user terminal, e.g., any of user 
terminals 102-126, communicates with a base Station that 
supports the cell 100. A BSC coupled to the base station 
routes voice communications between the MSC and the 
serving base station. The MSC routes the voice communi 
cation to another MSC or to the PSTN. BSCS route data 
communications between a Servicing base Station and a 
packet data network that may include the Internet. 
0012. In the conventional multi-sector system of FIG. 
1A, data is transmitted at any given time over all of the 
Sectors, as is illustrated in FIG. 1B. However, the time 
continuum must be shared by all of the user terminals 
operating within each of the Sectors. In a CDMA System, 
transmissions to different users within a Sector are distin 
guished using Walsh coding wherein a single Walsh code, or 
plurality of Walsh codes is/are used to distinguish each user. 
Each Sector has a separate pilot Signal multiplexed with the 
data Signal that is then transmitted from a Sectorized antenna 
Structure. A consequence of these Simultaneous transmis 
Sions is inter-Sector interference, especially with respect to 
mobiles located near the sector borders. Further, inter-cell 
interference occurs for users located at the boundaries of 
cells where users receive signals from two (or more) base 
Stations. Users in those regions may receive weaker Signals 
and receive higher interference. The higher interference 
adversely affects performance within the Sector reducing the 
data rate that may be throughput upon the forward link. 

0013 Thus, there is a need in the art for a system and 
method of operating a cellular wireleSS System to increase 
data throughput capacity. 

SUMMARY OF THE INVENTION 

0014) A system and method of the present invention 
employs a multi-beam per Sector Solution with interference 
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avoidance to increase data handling within a cellular wire 
leSS network. AS described herein, the present invention 
exploits packet data transmission characteristics and designs 
the transmission time interval and the basic slot Structure of 
packet data transmissions Such that the forward link packets 
transmitted among adjacent beams of a multi-beam per 
Sector configuration are orthogonal in time. 
0.015 The entire multi-beam configuration for a base 
Station is arranged Such that no adjacent beams, even acroSS 
Sector boundaries, are transmitting data on the forward link 
during the same time intervals. Thus, to achieve interference 
avoidance, the present invention involves Synchronizing the 
packet transmission timing interval and Scheduling packet 
transmission times Such that adjacent beams do not transmit 
data during the same intervals. 
0016 Other features and advantages of the present inven 
tion will become apparent to those skilled in the art from the 
following detailed description. It should be understood, 
however, that the detailed description and Specific examples, 
while indicating preferred embodiments of the present 
invention, are given by way of illustration and not limitation. 
Many changes and modifications within the Scope of the 
present invention may be made without departing from the 
Spirit thereof, and the invention includes all Such modifica 
tions. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0017. The present invention will be described below with 
reference to the accompanying drawings, wherein: 
0.018 FIG. 1A is a diagram illustrating a cell of a prior 
art cellular wireleSS network, 
0.019 FIG. 1B is a timing diagram illustrating forward 
link transmissions in the system of FIG. 1A; 
0020 FIG. 2A is a diagram illustrating a sector of a cell 
in a wireleSS network that uses a multi-beam configuration 
for forward link transmissions, 
0021 FIG. 2B is a timing diagram illustrating forward 
link transmissions in the sector of FIG. 2A; 
0022 FIG. 3 is a timing diagram illustrating a first 
embodiment of the present invention in which forward link 
data transmissions in adjacent beams of a multi-beam SyS 
tem are offset in time to avoid overlap, 
0023 FIG. 4 is a timing diagram illustrating a second 
embodiment of the present invention in which forward link 
data transmissions in adjacent beams of a multi-beam SyS 
tem are offset in time to avoid overlap and in which pilot 
Signal transmissions in a beam are Suppressed when no data 
is present; 

0024 FIG. 5 is a diagram illustrating a sector of a cell of 
a wireleSS network having fat multi-beams Such that adja 
cent beams overlap, 
0.025 FIG. 6 is a timing diagram illustrating a third 
embodiment of the present invention used in accordance 
with the fat multi-beam system of FIG. 5 in which fast beam 
Selection is employed; 
0.026 FIG. 7 is a is a timing diagram illustrating a fourth 
embodiment of the present invention in which forward link 
transmissions in a multi-beam Sector are offset in time to 
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avoid all overlap between the beams of the sector and 
optionally, between beams of adjacent base Stations, 
0027 FIG. 8A is a diagram illustrating an arrangement 
of Seven cells in a hexagonal pattern with which a first 
technique of interference avoidance of the present invention 
is employed; 
0028 FIG. 8B is a diagram illustrating an arrangement of 
Seven cells in a hexagonal pattern with which a Second 
technique of interference avoidance of the present invention 
is employed; 
0029 FIG. 9 is a block diagram illustrating a base station 
constructed according to the present invention that Supports 
multi-beam Sectors and interference avoidance; and 
0030 FIG. 10 is a block diagram illustrating a user 
terminal constructed according to the present invention that 
performs the operations previously described herein. 

DETAILED DESCRIPTION OF THE DRAWINGS 

0031 FIG. 2A is a diagram illustrating a sector of a cell 
in a wireleSS network that uses a multi-beam configuration 
for forward link transmissions. A Sector, cell, or group of 
cells may be referred to herein as a “transmission area.” The 
multiple beams are used to Spatially Separate the Sector into 
user-group areas, e.g., user-group area 1, user-group area 2, 
user-group area 3, and user-group area 4. This operating 
methodology may be employed in a High Speed Data (HSD) 
application to Service forward link transmissions. By using 
the multi-beam per Sector configuration, the potential for 
interference is reduced and, resultantly, the wireless Servic 
ing capacity within the Sector increases. 
0032 FIG. 2B illustrates the manner in which data is 
transmitted on the forward link to the user terminals oper 
ating in the sector of FIG. 2A. Users 1, 2, and 3 of 
user-group area 1 receive forward link transmissions via 
beam port 1. Users 1, 2, and 3 of user-group area 2 receive 
forward link transmissions via beam port 2. Further, users of 
user-group areas 3 and 4 receive forward link transmissions 
via beam ports 3 and 4, respectively. Changing the number 
of beams could also accommodate additional or fewer 
user-group areas. 

0033. The use of narrow beams provides some degree of 
interference reduction. The accuracy of the beam pattern 
limits the performance of the multi-beam system. In this 
System, user-group areas are Subject to interference from 
adjacent user-group areas. Further, the edge user-group areas 
(i.e. user-group areas 1 and 4) may be Subjected to interfer 
ence from the user-group areas of the immediately adjacent 
Sectors. This is true even though the adjacent user-group 
areas may also have the benefit of narrow beam patterns, in 
practical application, the beam patterns will overlap and 
interfere, and will not be spatially orthogonal. 
0034) To overcome these shortcomings, as described with 
reference to the accompanying drawings and the description 
herein, the System and method of the present invention 
reduces cross-beam interference in multi-beam wireleSS 
data-transmission System. According to the present inven 
tion, Such crossbeam interference is avoided through tem 
poral Separation of the multiple beams. According to these 
operations, Sectors may be spatially divided as described 
above, Such that a number of beam patterns correspond to a 
number of user-group areas. 
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0035. For example, the sector may be divided such that 
four user-group areas are created. AS discussed, the number 
of user-groupS and beam patterns may be increased or 
decreased to meet the local communication needs. Instead of 
Simultaneous transmissions of Voice and/or data to the 
different user-group areas within a Sector, in the present 
invention, as shown in FIG. 2B, transmission is patterned 
Such that adjacent user-group areas do not receive transmis 
Sions during the same time intervals. 
0.036 The principles of the present area may also be 
extended to apply to transmissions within adjacent Sectors or 
cells. In Such case, transmissions within the adjacent cells 
are Synchronized and are managed to prevent transmission 
overlap. With the particular explanations provided herein of 
focused beams within a Sector, it would be apparent how 
these principles could be applied to adjacent cells. Particular 
examples of the application of these principles is further 
discussed herein with reference to FIGS. 8A and 8B. 

0037 FIG. 3 is a timing diagram illustrating a first 
embodiment of the present invention in which forward link 
data transmissions in adjacent beams of a multi-beam SyS 
tem are offset in time to avoid overlap. In a design having 
four user-group area areas in a Sector, as shown in FIG. 3, 
the “even time slots carry transmissions for user-group area 
areas 1 and 3, whereas the Subsequent "odd' time slots carry 
data transmissions for user-group areas 2 and 4. Thus, within 
the Sector, adjacent user-group areas would not interfere 
with one another Since forward-link transmission is alter 
nated. 

0.038 Transmitted with each user group is a pilot signal 
that is Synchronized with the respective transmissions. The 
respective pilot Signals are shown as relatively short and 
dark lines residing above the user group data and are labeled 
as pilot 1, pilot 2, pilot 3, and pilot 4. The pilot Signals may 
be time domain multiplexed with the user group data, 
punctured into the user group data, or distinguished from the 
data using a CDMA technique, e.g., Walsh code. 
0.039 The entire cell site is synchronized such that trans 
missions from neighboring user-group areas of adjacent 
Sectors do not interfere with one another. In one embodi 
ment, each user terminal knows the Synchronization (trans 
mission Scheme) and slot structure used by the base Station 
So that it properly receives and decodes the transmissions. 
Synchronization and slot Structure information is conveyed 
to the user terminal either by Signaling this information to 
the user terminal or by the user terminal determining this 
information by processing the received signal. 
0040. In the diagram, “USER 1.3”, for example, refers to 
user 3 in the first user-group area of the Sector. Similar 
notation is used to indicate the destination user of the data 
shown in the diagrams. A pilot signal is used for each 
beam/user-group area in the Sector, which is multiplexed/ 
punctured/code divided with the data Signal transmitted to a 
user-group area. In one method for making associations 
between Specific users and the corresponding user-group 
areas/beams, a one-to-one mapping of the forward and 
reverse links is used to establish what beam should be used 
to transmit to a user terminal. Here the reverse link, that is, 
the Signal received from a user terminal, is received on 
different sectors and different beams within the sectors. The 
base transceiver station (BTS, a component of the base 
Station) makes the determination, based on the received 
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Signals, what the optimal beam would be for Servicing the 
user terminal. Optimality may be based on largest received 
Signal Strength or other criteria. The optimal Signals from 
different BTSs are compared to select the serving BTS. 

0041 After the base station has decided in what beam to 
place that user terminal, the user terminal may send back a 
Signal to the base Station indicating the Signal-to-noise ratio 
(S/N) or carrier-to-interference (C/I) ratio of the received 
Signal on that beam, preferably using the pilot Signal to 
calculate the C/I ratio. This information is then used at the 
base Station to establish an optimal data transmission rate. 
AS is generally known, the rate at which data may be 
transmitted on the forward link to a user terminal is limited 
by the quality of the channel. The manner in which data rates 
are Selected to correspond to channel quality is generally 
known and will not be further described herein. 

0042 Synchronization of transmissions from different 
beams within the same Sector is easily accomplished using 
a common timing Source, e.g., a GPS timing reference that 
is employed in a CDMA System. This timing technique may 
be extended to the Synchronization of transmissions from 
different Sectors within a cell and to transmissions from 
different cells. 

0043 FIG. 4 is a timing diagram illustrating a second 
embodiment of the present invention in which forward link 
data transmissions in adjacent beams of a multi-beam SyS 
tem are offset in time to avoid overlap and in which pilot 
Signal transmissions in a beam are Suppressed when no data 
is present. Here each beam is assigned and multiplexed with 
a separate pilot signal. These pilot Signals are structured 
Such that the pilot is Suppressed during the intervals where 
no data is to be transmitted on the given beam. 

0044) In this method, the user terminal selects the beam 
and base station to be used based upon S/N or C/I measure 
ments of the pilot Signals of the various beams the user 
terminal receives. It then sends to the base Station informa 
tion on the S/N ratio for the best beam based on its 
measurements. In this operation, the best beam is used for 
the subsequent forward link transmissions. With this 
embodiment, the Suppressed pilot Signals will therefore not 
interfere with other pilot Signals or other data transmissions. 
Because the pilot Signals are not transmitted during time 
intervals when no data will be transmitted for a user group, 
the user terminals may measure a better channel quality 
indication. Thus, better user group Selection is possible. 

0045. A variation on this method involves the user ter 
minal Sending information regarding the best few beams. In 
practice, the received beams from the user terminal perspec 
tive may only have slight variations in S/N ratios. Under 
these circumstances, it may be better to relay information 
regarding all of these few beams to the base transceiver 
Station. The base Station then can decide to use a beam that 
may not be optimal in terms of S/N ratio, but would provide 
more efficient load Sharing and thus, better System perfor 

CC. 

0046. In one variation of this embodiment, the pilot 
Signal is transmitted every other time interval Such that it 
corresponds to time intervals that are allocated to the user 
group. However, in another embodiment, the pilot signal is 
further Suppressed when no data is transmitted during an 
allocated time interval. However, in order to allow user 
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terminals to determine channel quality conditions for the 
user group in which data is not being transmitted, the pilot 
Signal must be periodically transmitted even when data is 
not present, even though Such pilot Signal transmission is not 
transmitted in each allocated time interval. Thus, for 
example, the pilot Signal for user group 3 is transmitted 
every four slot cycles even when data is not transmitted for 
the user group. Thus, user terminals are able to determine 
channel quality for the user group based upon the transmit 
ted pilot Signal. 

0047 FIG. 5 is a diagram illustrating a sector of a cell of 
a wireleSS network having fat multi-beams Such that adja 
cent beams overlap. As shown in FIG. 5, beams 1 through 
4 Service user-group areas 1 through 4, respectively. How 
ever, each of the beams overlaps with its adjacent beams. For 
example, beam 2 overlaps with beam 1 and beam 3. AS 
shown, beam Overlap regions therefore exist between each 
beam/group. In each of these beam overlap regions, one of 
the beams may provide better channel quality for user 
terminals operating in these regions. Thus, according to one 
aspect of the present invention, the user terminals, and the 
base station/BTS interact so that each of the user terminals 
will be serviced by a beam providing the best channel 
quality. 

0.048 FIG. 6 is a timing diagram illustrating a third 
embodiment of the present invention used in accordance 
with the fat multi-beam system of FIG. 5 in which fast beam 
selection is employed. A feature of this embodiment of the 
invention is a variation on the method described with respect 
to FIG. 4. Here, instead of Suppressing the pilot Signal 
during the non-transmission intervals, the pilots are sent 
continuously. The user terminal measures the various 
received pilot signals to determine which received beam 
provides the best channel quality. Here, also, the user 
terminal has Some knowledge of which time slots are 
actually going to be used for data transmission. With this 
information, the user terminal can compensate for the fact 
that the measured pilot Signals are transmitted continuously 
whereas actual data transmission for a given beam would 
only occur during certain time intervals in accordance with 
the invention. 

0049. For example, if a user terminal in user-group area 
2 measures pilot Signals, there is a certain signal power in the 
pilot associated with user-group areas 1 and 3, in addition to 
that associated with user-group area 2. If the user terminal 
has knowledge of which time slots will be used by neigh 
boring user-group areas, it can compensate appropriately 
when calculating the Signal to noise ratio. It need not be 
concerned over the Signal power in pilot beams 1 and 3 
Since, when data will actually be transmitted in beam 2, no 
data will be transmitted in adjacent beams 1 and 3, and thus, 
those signal powers can be Subtracted out. For example, 
when data is transmitted to user 3 of user-group area 2., no 
data is transmitted within user-group areas 1 and 3. Thus, 
users of group 2 can, during this interval, accurately measure 
the pilot Signal to calculate the current Signal to noise ratio. 
Based upon this calculation, the user terminal may interact 
with the base Station to Secure forward link transmission 
upon the beam having the best quality. 

0050. In an operation according to this embodiment, each 
user terminal reports the code of the pilot Signal with the best 
instantaneous carrier to interference ratio. In response, the 
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BTS determines the best beam upon which to schedule 
forward link transmissions to the user terminal. The BTS 
then Schedules the packet transmissions acroSS the beam 
identified as the best beam by the user terminal. This 
operation will be repeated each time that the user terminal 
measures the pilot Signals and/or when the user terminal 
determines that a different pilot signal has a better instan 
taneous carrier to interference ratio. 

0051. In an alternate operation according to this embodi 
ment, each user terminal reports to the base Station the codes 
of the pilots with the best instantaneous C/I ratios. The 
determination as to which of the pilot Signals to report may 
be based upon a fixed threshold or be based upon the relative 
different in carrier to interference ratio for the pilot signals 
considered. The base Station makes a list of the beams 
corresponding to these pilot signals and Subsequently, makes 
forward link transmissions to the user terminal on one or 
more of the beams to load balance among the beams. 
0052 FIG. 7 is a is a timing diagram illustrating a fourth 
embodiment of the present invention in which forward link 
data transmissions a multi-beam Sector are offset in time to 
avoid all overlap between the beams of the sector and 
optionally, between beams of adjacent base Stations. The 
principles of the present invention are also applicable to 
multiple base Stations to reduce cell-to-cell interference. The 
operation of the invention with respect to multiple base 
Stations is essentially the same as that for multiple beams or 
Sectors. One difference is that propagation delay, due to the 
larger transmission distances and the geographic Separation 
of the base Stations, must be taken into account. For this 
reason, the pilot needs to be of Sufficient duration that the 
user terminals can make accurate estimates for base Station 
Selection. In configuring the timing of Such a System, it is 
appropriate to provide for a propagation protection margin 
or guard time. Transmissions that include this guard time are 
shown in FIG. 7, to prevent overlapping of data transmis 
Sions in not only adjacent beams/Sectors but also in adjacent 
base Stations. 

0053 FIG. 8A is a diagram illustrating an arrangement 
of Seven cells in a hexagonal pattern with which a first 
technique of interference avoidance of the present invention 
is employed. Cells 802-814 are each subdivided into six 
Sectors. The Sectors are each designated either T or T. 
Sectors designated T transmit on their respective forward 
links during first time intervals while Sectors designated T. 
transmit on their respective forward linkS during Second 
time intervals, wherein the Second time intervals do not 
overlap with the first time intervals. The timing diagram of 
FIG. 3 illustrates one possible operation for the arrangement 
of FIG. 8A where user group 1 represents one of the T 
Sectors while user group 2 represents an adjacent T. Sector. 
Thus, with this operation and arrangement each Sector is 
Surrounded by Sectors that transmit during differing time 
intervals, thus reducing bother intercell and adjacent Sector 
interference. 

0054 FIG. 8B is a diagram illustrating an arrangement of 
Seven cells in a hexagonal pattern with which interference 
avoidance of the present invention is employed. The Six cells 
854-864 Surrounding the center cell 852 are considered 
“first-tier cells”. The present invention can be applied to 
Such an arrangement to reduce potential first tier inter-cell 
interference. Scheduling of transmission can be done for the 
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Seven cells using a four slot Scheduling Structure based on a 
known four-color theorem. Transmissions in the cells 852 
864 are scheduled in time where T indicates the transmis 
Sion time for node number k, where k=854, 856, 858, 860, 
862, 864. The arrow line in FIG. 8B indicates advancing 
time. In this way, no two adjacent cells would be transmit 
ting at the same time in a manner that would significantly 
result in inter-cell interference. Scheduling using the four 
color algorithm results in a significant improvement in 
cell-border C/I performance. 
0.055 An additional aspect of the invention is the use of 
a “Superframe' to facilitate overlaying non-real-time con 
Straint packet Service with real time Service to achieve at 
least partial interference reduction. A “Superframe” contains 
both types of information and is split into a number of time 
Slots, Some of which are dedicated to be used for real time 
Services, others are dedicated to be used for non-real time 
Services, Such as packet data transmission. 
0056. For example, the length of the Superframe can be 
20 ms, which can be split into 16 1.25 ms slots. In the first 
eight of those slots, information (Such as real-time informa 
tion) could be transmitted continuously, as in the conven 
tional System. The remaining eight slots could be transmit 
ting data in accordance with the time division transmission 
of the described invention. That is, the second eight slots 
would be alternately transmitting Such that adjacent beams/ 
user-group areas would not be receiving data during the 
Same time intervals. In this way, a hybrid structure is used 
to effect at least a partial reduction in interference. 
0057. As described herein, important features of the 
invention include: time division transmission among the 
adjacent beams to avoid inter-beam interference, time divi 
Sion transmission among the adjacent base Stations to avoid 
inter-cell interference, Synchronization and control of the 
transmission instant among the packets and base-stations for 
non-real-time constraint packets, applicability to Synchro 
nized forward/reverse link and/or Synchronized base Sta 
tions, and the ability for non-real-time constraint packets to 
be overlaid with the real time service to achieve partial 
interference reduction. 

0.058 FIG. 9 is a block diagram illustrating a base station 
902 constructed according to the present invention that 
Supports multi-beam Sectors and interference avoidance. 
The base station 902 Supports the CDMA operating proto 
col, e.g., IS-95A, IS-95B, IS-2000, and/or various 3G and 
4G Standards that have been modified according to the 
present invention. However, in other embodiments, the base 
Station 902 Supports other operating Standards. 
0059) The base station 902 includes a processor 904, 
dynamic RAM 906, static RAM 908, Flash memory, 
EPROM 910 and at least one data storage device 912, such 
as a hard drive, optical drive, tape drive, etc. These com 
ponents (which may be contained on a peripheral processing 
card or module) intercouple via a local bus 917 and couple 
to a peripheral bus 920 (which may be a back plane) via an 
interface 918. Various peripheral cards couple to the periph 
eral bus 920. These peripheral cards include a network 
infrastructure interface card 924, which couples the base 
Station 902 to the wireless network infrastructure 950. 
Digital Processing Elements 926,928, and 930 couple to RF 
units 932,934, and 936, respectively. The RF units 932,934, 
and 936 couple to beam forming antennas 942, 944, and 946, 
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respectively, and Support wireleSS communication between 
the base station 902 and user terminals (not shown). The 
base station 902 may include other cards 940 as well. 
0060 Interference Avoidance Software Instructions 
(IASI) 916 are stored in storage 912. The IASI 916 are 
downloaded to the processor 904 and/or the DRAM 906 as 
IASI 914 for execution by the processor 904. While the IASI 
916 are shown to reside within storage contained in base 
station 902, the IASI may be loaded onto portable media 
Such as magnetic media, optical media or electronic media. 
Further, the IASI may be electronically transmitted from one 
computer to another acroSS a data communication path. 
These embodiments of the Software instructions are all 
within the Spirit and Scope of the present invention. Upon 
execution of the IASI, the base Station performs operations 
according to the present invention previously described 
herein with reference to the FIGS. 

0061 FIG. 10 is a block diagram illustrating a user 
terminal 1002 constructed according to the present invention 
that performs the operations previously described herein. 
The user terminal 1002 Supports a CDMA operating proto 
col, e.g., IS-95A, IS-95B, IS-2000, and/or various 3G and 
4G standards that is, or has been modified to be compatible 
with the teachings of the present invention. However, in 
other embodiments, the user terminal 1002 supports other 
operating Standards. 
0062) The user terminal 1002 includes an RF unit 1004, 
a processor 1006, and a memory 1008. The RF unit 1004 
couples to an antenna 1005 that may be located internal or 
external to the case of the user terminal 1002. The processor 
1006 may be an Application Specific Integrated Circuit 
(ASIC) or another type of processor that is capable of 
operating the user terminal 1002 according to the present 
invention. The memory 1008 includes both static and 
dynamic components, e.g., DRAM, SRAM, ROM, 
EEPROM, etc. In some embodiments, the memory 1008 
may be partially or fully contained upon an ASIC that also 
includes the processor 1006. A user interface 1010 includes 
a display, a keyboard, a Speaker, a microphone, and a data 
interface, and may include other user interface components. 
The RF unit 1004, the processor 1006, the memory 1008, 
and the user interface 1010 couple via one or more com 
munication buses/links. A battery 1012 also couples to and 
powers the RF unit 1004, the processor 1006, the memory 
1008, and the user interface 1010. 
0063 Transmission Receipt and Response operation 
Instructions (TRRI) 1016 are stored in memory 1008. The 
TRRI 1016 are downloaded to the processor 1006 as TRRI 
1014 for execution by the processor 1006. The TRRI 1016 
may also be partially executed by the RF unit 1004 in some 
embodiments. The TRRI 1016 may be programmed into the 
user terminal 1002 at the time of manufacture, during a 
Service provisioning operation, Such as an over-the-air Ser 
Vice provisioning operation, or during a parameter updating 
operation. The structure of the user terminal 1002 illustrated 
is only an example of one user terminal Structure. Many 
other varied user terminal Structures could be operated 
according to the teachings of the present invention. 
0064. Upon execution of the TRRI 1014, the user termi 
nal 1002 performs operations according to the present 
invention in receiving pilot Signals and in determining the 
quality of corresponding forward link channels. In one 
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operation according to the present invention, the pilot Sig 
nals are included in each time slot of each user group. In this 
operation, the user terminal 1002 measures the strengths of 
all received pilot signals. Then, the user terminal 1002 
determines the channel quality (C/I) of each of the measured 
pilot signals. 

0065 However, in determining the C/I for each particular 
pilot signal, the user terminal 1002 must not include pilot 
Signals corresponding to user groups for which data is 
transmitted during different time intervals than the user 
group corresponding to the particular pilot Signal under 
consideration. For example, referring to the Structure of 
FIG. 8A, data is transmitted to user terminals in sectors 
designated T. during a first time interval and data is trans 
mitted to user terminals in Sectors designated T. during a 
Second time interval. However, pilot Signals may be trans 
mitted in both Sectors designated T and in Sectors desig 
nated T. during both time intervals, e.g., see FIGS. 3, 6, or 
7. When computing the channel quality for any Sector 
designated T, the user terminal 1002 must not include the 
Strength of pilot Signals received from Sectors designated T., 
and Vice versa. 

0.066. With the C/I calculations performed, the user ter 
minal 1002 reports to its serving base station 902 a set of 
best pilot Signals/channels and corresponding channel qual 
ity indications, i.e., C/I. In another operation, instead of 
reporting the C/I of the pilot Signals/channels to its Serving 
base station 902, the user terminal 1002 calculates a maxi 
mum data rate that may be Supported on each channel of the 
set of best pilot signals/channels. The user terminal 1002 
then reports a maximum data rate for each identified pilot 
signal/channel. The user terminal 1002 may report channel 
quality indications, i.e., C/I or data rate, to a Servicing base 
station 902 via a reverse link control channel, a reverse link 
access channel, and/or a reverse link traffic channel. 

0067. When pilot signals are suppressed during time 
intervals in which no data is transmitted, e.g., See the 
operation of FIG. 4, the user terminal 1002 need not exclude 
the other pilot Signals in the calculation of channel quality 
since they are not intended for it. In the example of FIG. 4, 
even when a pilot signal is Suppressed for most intervals 
when no data is present, it must periodically be transmitted 
So that user terminals may determine the corresponding 
channel quality. Thus, the user terminal 1002 must monitor 
all pilot Signals and determine corresponding channel qual 
ity indications at each time interval, even though Some pilot 
Signals may be Suppressed during these time intervals, Such 
as for user group 3 of FIG. 4. 

0068. Upon execution of the TRRI 1014, the user termi 
nal 1002 also performs operations according to the present 
invention in determining in which user group(s) (and cor 
responding time interval(s)) transmissions are made by the 
base station 902 to the user terminal 1002 and in receiving 
the transmitted data. A first embodiment of these operations 
requires interaction with the base station 902 via forward 
link control channel/access channel. In the embodiment, the 
base station 902 indicates to the user terminal 1002 in which 
user group(s) it resides and at what data rate it will receive 
data. The base station 902 may also indicate to the user 
terminal 1002 within which frame(s) of one or more trans 
missions the user terminal 1002 will receive data. Based 
upon these instructions, the user terminal 1002 receives data 
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within the particular user group(S) as indicated. In one 
modification to this operation, the base station 902 does not 
indicate at what data rate the data is transmitted but transmits 
the data at a maximum data rate that the user 1002 reports 
for the particular user group. 
0069. In another operation, the user terminal 1002 listens 
for transmissions within all user groupS/channels corre 
sponding to the channels for which it has reported a channel 
quality indication. Then, based upon indications contained 
in each transmission, the user terminal 1002 determines 
whether the transmission is for it intended. In a modification 
to this operation, the user terminal 1002 reports only one or 
two user groups within which it desires inclusion and listens 
only to these one or two user group transmissions. In Still 
another modification to this operation, the base station 902 
directs the user terminal 1002 to listen to, and receive 
transmissions in a Subset of the reported user group channels 
and the user terminal listens only to the transmissions of 
these user groupS. 
0070 The invention disclosed herein is susceptible to 
various modifications and alternative forms. Specific 
embodiments therefore have been shown by way of example 
in the drawings and detailed description. It should be under 
stood, however, that the drawings and detailed description 
thereto are not intended to limit the invention to the par 
ticular form disclosed, but on the contrary, the invention is 
to cover all modifications, equivalents and alternatives fall 
ing within the Spirit and Scope of the present invention as 
defined by the claims. 

1. In a wireleSS communication System, a method of 
transmitting data from a base Station to a plurality of user 
terminals within a transmission area Serviced by the wireleSS 
communication System, the method comprising: 

dividing the transmission area geographically into a plu 
rality of user-group areas, and 

temporally Synchronizing transmissions of data from the 
base Station to the plurality of user-group areas Such 
that the base Station does not transmit data at the same 
time to two geographically adjacent user-group areas. 

2. The method of claim 1, further comprising for each of 
the plurality of user-group areas, transmitting a pilot Signal 
to the plurality of user terminals. 

3. The method of claim 2, further comprising: 
receiving at least one channel quality indication from a 

user terminal based upon a received Strength of at least 
one pilot Signal; and 

assigning the user terminal to a user-group area of the 
plurality of user-group areas based upon received chan 
nel quality indications. 

4. The method of claim 2, further comprising Suppressing 
the transmission of a pilot Signal to a user-group area for a 
time period when data is not transmitted within the user 
group area. 

5. The method of claim 2, further comprising Suppressing 
transmission of the pilot Signal in a user-group area when 
data is not transmitted within the user-group area. 

6. The method of claim 1, wherein adjacent user-group 
areas Served by the base Station overlap. 

7. The method of claim 1, wherein a first user-group area 
Served by the base Station is geographically adjacent to a 
Second user-group area Served by a Second base Station. 
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8. The method of claim 7, further comprising temporally 
Synchronizing transmissions of data from the base Station to 
the first user-group area with transmissions of data from the 
Second base Station to the Second user-group Such that the 
transmissions to the first user-group and the transmissions to 
the Second-user group do not temporally overlap. 

9. The method of claim 1, wherein adjacent user-group 
areas Served by the base Station overlap. 

10. The method of claim 9, further comprising, for a user 
terminal residing within overlapping user-group areas, trans 
mitting data to the user terminal within a user-group area of 
the overlapping user-group areas that has a better respective 
reported channel quality indication. 

11. The method of claim 9, further comprising, for a user 
terminal residing within overlapping user-group areas, trans 
mitting data to the user terminal within a user-group area of 
the overlapping user-group areas to equalize load within the 
Overlapping user-group areas. 

12. The method of claim 1, wherein the transmission area 
includes adjacent Sectors. 

13. A method of reducing cross-beam interference in a 
multi-beam antenna System wherein a base Station transmits 
data to users within a transmission Sector, the method 
comprising: 

dividing the transmission Sector geographically into two 
geographically adjacent user-group areas, and 

wherein data is transmitted from the base Station to the 
two geographically adjacent user-group areas by trans 
mitting data in two alternating Sets of time slots, a first 
time slot of the two alternating sets of time slots being 
used by the base Station to transmit data to a first 
user-group area of the two geographically adjacent 
user-group areas and a Second time slot of the two 
alternating Sets of time slots being used to transmit data 
to a Second user-group area of the two geographically 
adjacent user-group areas, and 

wherein the two alternating Sets of time slots do not 
overlap temporally. 

14. The method of claim 13, further comprising, for each 
of the two user-group areas, transmitting a pilot Signal to the 
plurality of user terminals. 

15. The method of claim 14, further comprising: 
receiving a channel quality indication for each of the two 

user-group areas from a user terminal based upon 
received Strengths of respective pilot Signals, and 

transmitting data to the user terminal in a user-group area 
of the two user-group areas based upon the received 
channel quality indications. 

16. The method of claim 14, further comprising Suppress 
ing the transmission of a pilot signal to the first user-group 
area for a time period when data is not transmitted within the 
first user-group area. 

17. The method of claim 16, further comprising suppress 
ing transmission of the pilot Signal in a user-group area when 
data is not transmitted within the user-group area. 

18. The method of claim 13, wherein the first user-group 
area Served by the base Station is geographically adjacent to 
a third user-group area Served by a Second base Station. 

19. The method of claim 18, further comprising tempo 
rally Synchronizing transmissions of data from the base 
Station to the first user-group area with transmissions of data 
from the Second base Station to the third user-group Such that 
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the transmissions to the first user-group and the transmis 
Sions to the third-user group do not temporally overlap. 

20. The method of claim 19, wherein the transmissions of 
data from the Second base Station to the third user-group 
further do not temporally overlap with the transmissions 
from the base Station to the Second user-group. 

21. The method of claim 13, wherein the first user-group 
area geographically overlaps with the Second user-group 
aca. 

22. The method of claim 21, further comprising, for a user 
terminal residing within the overlapping first and Second 
user-group areas, transmitting data to the user terminal 
within a user-group area of the overlapping first and Second 
user-group areas that has a better respective reported chan 
nel quality indication. 

23. The method of claim 21, further comprising, for a user 
terminal residing within the overlapping first and Second 
user-group areas, transmitting data to the user terminal 
within a user-group area of the overlapping first and Second 
user-group areas to equalize load within the overlapping first 
and Second user-group areas. 

24. A method of operating a user terminal within a 
wireleSS communication System to receive transmissions of 
data, the method comprising: 

receiving a plurality of pilot Signals from a base Station, 
wherein each pilot Signal corresponds to a geographi 
cally distinct user-group area; 

determining a plurality of channel quality indications, 
wherein each channel quality indication corresponds to 
a pilot signal; 

reporting at least one channel quality indication to the 
base Station; and 

receiving one of a plurality of temporally Synchronized 
transmissions of data from the base Station, wherein the 
plurality of temporally Synchronized transmissions of 
data correspond to a respective plurality of geographi 
cally distinct user-group areas, wherein the base Station 
does not transmit data at the same time to two geo 
graphically adjacent user-group areas. 

25. The method of claim 24, wherein the channel quality 
indication comprises a carrier to interference ratio. 

26. The method of claim 24, wherein the channel quality 
indication comprises a maximum data rate Supportable on a 
corresponding forward link channel 

27. The method of claim 24, wherein determining a 
plurality of channel quality indications comprises: 

measuring the Strength of each received pilot Signal; and 
determining a channel quality indication for a first pilot 

Signal corresponding to a first user-group area without 
considering a pilot Signal corresponding to a geographi 
cally adjacent Second user-group area. 

28. The method of claim 24, wherein: 
the geographically adjacent user-group areas Served by 

the base Station overlap, and 
the user terminal is Serviced by a user-group area of the 

adjacent user-group areas that has a relatively better 
channel quality. 

29. The method of claim 24, wherein: 
the geographically adjacent user-group areas Served by 

the base Station overlap, and 
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the user terminal is Serviced by a user-group area of the 
adjacent user-group areas based upon user-group area 
load. 

30. The method of claim 24, further comprising interact 
ing with the base Station to receive an indication that 
indicates in which user-group area the user terminal is to 
receive transmissions of data. 

31. The method of claim 30, wherein the indication is 
received on a control channel. 

32. The method of claim 24, further comprising: 
receiving transmissions from both of the geographically 

adjacent user-group areas, 
from the contents of each of the transmissions, determin 

ing that one of the transmissions includes a transmis 
Sion of data for the user terminal; and 

receiving the transmission of data in the one of the 
transmissions. 

33. Abase Station that transmits data to a plurality of user 
terminals within a transmission area, the base Station com 
prising: 

an antenna, 

a Radio Frequency unit coupled to the antenna; and 
at least one digital processor coupled to the Radio Fre 

quency unit that executes Software instructions causing 
the base Station to: 

divide the transmission area geographically into a plural 
ity of user-group areas, and 

temporally Synchronize transmissions of data to the plu 
rality of user-group areas Such that the base Station does 
not transmit data at the same time to two geographi 
cally adjacent user-group areas. 

34. Abase Station that transmits data to a plurality of user 
terminals within a transmission area, the base Station com 
prising: 

an antenna, 

a Radio Frequency unit coupled to the antenna; and 
at least one digital processor coupled to the Radio Fre 

quency unit that executes Software instructions causing 
the base Station to: 

divide the transmission Sector geographically into two 
geographically adjacent user-group areas, and 

transmit data to the two geographically adjacent user 
group areas by transmitting data in two alternating Sets 
of time slots, a first time slot of the two alternating Sets 
of time slots being used by the base Station to transmit 
data to a first user-group area of the two geographically 
adjacent user-group areas and a Second time slot of the 
two alternating Sets of time slots being used to transmit 
data to a Second user-group area of the two geographi 
cally adjacent user-group areas, and 

wherein the two alternating Sets of time slots do not 
overlap temporally. 

35. A plurality of software instructions stored on a media 
that, upon execution by a base Station, cause the base Station 
to transmits data to a plurality of user terminals within a 
transmission area, the plurality of Software instructions 
comprising: 
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a set of instructions executed by the base Station that cause 
the base Station to divide the transmission area geo 
graphically into a plurality of user-group areas, and 

a set of instructions executed by the base Station that cause 
the base Station to temporally Synchronize transmis 
Sions of data to the plurality of user-group areas Such 
that the base Station does not transmit data at the same 
time to two geographically adjacent user-group areas. 

36. A plurality of software instructions stored on a media 
that, upon execution by a base Station, cause the base Station 
to transmit data to a plurality of user terminals within a 
transmission area, the plurality of Software instructions 
comprising: 

a set of instructions executed by the base Station that cause 
the base Station to divide the transmission Sector geo 
graphically into two geographically adjacent user 
group areas, and 

a set of instructions executed by the base Station that cause 
the base Station to transmit data to the two geographi 
cally adjacent user-group areas by transmitting data in 
two alternating Sets of time slots, a first time slot of the 
two alternating Sets of time slots being used by the base 
Station to transmit data to a first user-group area of the 
two geographically adjacent user-group areas and a 
Second time slot of the two alternating Sets of time slots 
being used to transmit data to a Second user-group area 
of the two geographically adjacent user-group areas, 
and 

wherein the two alternating Sets of time slots do not 
Overlap temporally. 

37. A user terminal that acts as a wireleSS receiver to 
wirelessly receive a data packet from a base Station acting as 
a transmitter, the user terminal comprising: 

an antenna, 

a Radio Frequency unit coupled to the antenna; and 

a digital processor coupled to the Radio Frequency unit 
that executes Software instructions causing the user 
terminal to: 

receive a plurality of pilot Signals from a base Station, 
wherein each pilot Signal corresponds to a geographi 
cally distinct user-group area; 

determine a plurality of channel quality indications, 
wherein each channel quality indication corresponds to 
a pilot signal; 

report at least one channel quality indication to the base 
Station; and 

receive one of a plurality of temporally Synchronized 
transmissions of data from the base Station, wherein the 
plurality of temporally Synchronized transmissions of 
data correspond to a respective plurality of geographi 
cally distinct user-group areas, wherein the base Station 
does not transmit data at the same time to two geo 
graphically adjacent user-group areas. 

38. A plurality of software instructions stored on a media 
that, upon execution by a user terminal, causes the user 
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terminal to receive transmissions of data, the plurality of 
Software instructions comprising: 

a set of instructions executed by the user terminal that 
cause the user terminal to receive a plurality of pilot 
Signals from a base Station, wherein each pilot Signal 
corresponds to a geographically distinct user-group 
area, 

a set of instructions executed by the user terminal that 
cause the user terminal to determine a plurality of 
channel quality indications, wherein each channel qual 
ity indication corresponds to a pilot Signal; 

a set of instructions executed by the user terminal that 
cause the user terminal to report at least one channel 
quality indication to the base Station; and 

a set of instructions executed by the user terminal that 
cause the user terminal to receive one of a plurality of 
temporally Synchronized transmissions of data from the 
base Station, wherein the plurality of temporally Syn 
chronized transmissions of data correspond to a respec 
tive plurality of geographically distinct user-group 
areas, wherein the base Station does not transmit data at 
the same time to two geographically adjacent user 
group areas. 
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39. A method of operating a user terminal within a 
wireleSS communication System to calculate forward link 
channel qualities, the method comprising: 

receiving a plurality of pilot signals, 
measuring the Strength of each of the plurality of pilot 

Signals; 
Segregating the plurality of pilot Signals into a first 

plurality of pilot signals corresponding to forward 
traffic channels that transmit during first time intervals 
and a Second plurality of pilot Signals corresponding to 
forward traffic channels that transmit during Second 
time intervals, wherein the first time intervals do not 
Overlap with the Second time intervals, 

for each pilot Signal of the first plurality of pilot signals 
determining a corresponding forward link channel 
quality based only upon measured Strengths of the first 
plurality of pilot Signals, and 

for each pilot Signal of the Second plurality of pilot 
Signals, determining a corresponding forward link 
channel quality based only upon measured Strengths of 
the Second plurality of pilot Signals. 

k k k k k 
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