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8.5 Array-Based Implementation Approaches 
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Figure 8-42 Interconnect architecture of the Xilinx XC4000 series. The numbers 
annotated on the diagram indicate the amount of each of the resources available. 
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Figure 8-43 Programmable input/output Block of XC4000 series. 
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control provides variable drive strengths and allows for a reduction in the rise-fall time for non­

critical signals. 

Example 8.11 FPGA Complexity and Performance 

To get an impression of what can be achieved with the volatile field-programmable com­
ponents, consider the Xilinx 4025. It contains approximately 1000 CLBs organized in a 

32 x 32 array. This translates into a maximum equivalent gate count of 25,000 gates. The 
chip contains 422 Kbits of RAM, used mostly for programming. A single CLB is specified 
to operate at 250 MHz. When taking into account the interconnect network and attempting 

more complex logic configurations such as adders, clock speeds between 20 and 50 MHz 
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Figure 8-44 Chip microphotograph of XC4025 volatile FPGA (Courtesy of Xilinx, Inc.). 

are attainable. To put the integration complexity in perspective, a 32-bit adder requires 
approximately 62 CLBs. A chip microphotograph of the XC4025 part is shown in 

Figure 8-44. The horizontal and vertical routing channels are easily recognizable. 

Prewired logic arrays have rapidly claimed a significant part of the logic component market. 
TheJf arrival has effectively ended the era of logic design using discrete components represented 
by the TTL logic family. It is generally believed that the impact of these components is increas­

ing with a further scaling of the technology. To make this approach successful, however, 
advanced software support in terms of cell placement, signal routing. and synthesis are required. 
Also, one should not ignore the overhead that flexibility brings with it. Programmable logic is at 

least 10 times Jess efficient in terms of energy and performance with respect to ASIC solutions. 

Hence, its scope has been moslly restricted to prototyping and small-volume applications so far. 
Yet, flexibility and reuse are alluring. Field-programmable components are bound to see a sub­

stantial growth in the years to come. 

8.6 Perspective-The Implementation Platform of the Future 
The designer of today's advanced systems-on-a-chip is offered a broad range of implementation 

choices. ¥/hat approach is ultimately chosen is determined by a broad range of factors: 
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• performance, power and cost constraints 

• design complexity 

• testability 

• time to market, or more precisely. time to revenue 
• uncertainty of the market, or late changes in the design 

• application range to be covered by the design 

• prior experiences of the design team 

A number of these factors seem to imply a trend towards more flexible, programmable compo­

nents that can be reused and that can be modified even after manufacturing. At the same time, 

solutions that offer the best "bang for the buck" most often end up the winners. Too much flexi­

bility often results in ineffective and expensive solutions, which rapidly end up on the dust heap. 

Finding the balance between the two extremes is the ultimate challenge of the chip architects of 
today. 

On the basis of these observations, it seems logical to assume that the implementation 

platform of the future will be a combination of the strategies we have discussed in this chapter. 

providing implementation efficiency and flexibility when and where needed. The system on a 

chip is becoming a combination of embedded microprocessors with their memory subsystems, 

DSPs, fixed ASIC-style hardware accelerators, parameterizable modules, and flexible logic 

implemented in FPGA style. How these components are balanced is a function of the application 

requirements and the intended market. 

Example 8.12 Examples of Hybrid Implementation Platforms 

Figure 8-45 shows two contrasting implementation platforms for wireless applications. 

The first device, the Virtex-Il Pro from Xilinx [XilinxVirtexOI] is centered around a large 

FPGA array. A PowerPC microprocessor is embedded in the center of the array. The pro­

cessor provides an effective .implementation approach for application-level functionality 

and system-level conu·ol. To provide higher performance for signal processing applica­

tions, an an-ay of embedded 18 x 18 multipliers is added. These dedicated components 

offer a significant performance, power, and area advantage over a pure FPGA implementa­

tion of the same function. Finally, a number of very fast 3.125-Gbps transceivers are pro­

vided, aHowing for high-speed serial communication off chip. 

A somewhat contrasting approach is offered in the design of Figure 8-4Sb 

[ZhangOO]. The center of this device is an ARM-7 embedded microprocessor, acting as the 

overall chip manager. Functions that need high performance and energy efficiency are off­

loaded to a configurable mray of functional units such as multipliers, ALUs, memories, 

and address generators. These components can be combined dynamically into application­

specific processors. The chip also provides an embedded FPGA array for functions that 
need bit-level granularity. 

 
 

Dell Ex. 1025
Page 310



422 Chapter 8 • Implementation Strategies for Digital JCS 

{a)The Xilinx Virtcx-£1 Pro embeds .1 Power PC microprocessor into an FPGA fabric (Courlcsy Xilinx, inc.). 
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(b) The Maia chip combines embedded microprocessor.configurable accdcrnto~ and FPGA [ZhangOO]. 

Figure 8-45 Examples of hybrid implementation platlorms. 
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8.7 Summary 

In this chapter, we have briefly scanned the complex world of design implementation strategies 

for digital integrated circuits. New implementation styles have rapidly emerged over the Iast few 

decades, presenting the designer with a wide vmiety of options. These design techniques and the 

accompanying tools are having a major impact on the way design is performed today, and make 

possible the exciting and impressive processors and application-specific circuits to \Vhich we 

have become so accustomed. \Ve have touched on the following issues in this chapter: 

• Custom design, where each transistor is individualJy handcrafted, offers the implementa­

tion from an area and perfonnance perspective. This approach has become prohibitJvely 

expensive, and should be reserved for the design of the few critical modules in which 

extreme performance is required, or for often-reused library cells. 
• The semicustom approach, based on the standard-cell methodology. is the workhorse of 

today's digital design industry. The advantage is the high degree of automation. The chal­

lenge is to deal with the impact of deep-submicron technologies. 

• To deal with the increasing complexity of integrated circuits, designers increasingly rely 

on the availability of large macroce/ls such as memories, multipliers, and microprocessors. 

These modules are often provided by third-party vendors, and they have spumed a new 

industry focused on "intellectual property." 

• Starting a new design for every new emerglng application has become prohibitively 

expensive. The majority of the semiconductor market now focuses on flexlble solutions 

that allow a single component to be used for a variety of applications, either through soft­

ware programming or reconfiguration. Configurable hardware delays the time when the 

required function is actually committed to the hardware. Different approaches toward late 

binding also have been discussed. Delaying the binding time comes with an efficiency 

penalty: The more flexibility that is provided, the larger the impact on performance and 

power dissipation, 

Undoubtedly, new design styles will come on the scene in the near future. Becoming familiar 

with the available options is an essential part of the learning experience of the beginning digital 

designer. We hope this chapter, although compressed, entices the reader to further explore the 

numerous possibilities. One final observation is as follows: Even with the increasing automation 

of the digital circuit design process, new challenges are continuously emerging-challenges that 

require the profound insight and intuition offered only by a human designer. 

8.8 To Probe Further 
The literature on design methodologies and automation for digital integrated circuits has. 

exploded in the last few decades. Severa} reference works are worth mentioning: 

• ASIC and FPGA design methodologies: [Smith97] 

• FPGA architectures: [Trimberger94], [GeorgeOl] 
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• System on a Chip: [Chang99] 
• Design methodology and technology: [BryantOIJ 
• Design synthesis: [DeMicheli94] 

State-of-the-art developments in the design automation domain are generally reported in the 
IEEE Transactions on CAD, the IEEE Transactions on VLSI Systems, and the IEEE Design and 
Test Magazine, Premier conferences are, among others, the Design Automation Conference 
(DAC) and the International Conference on CAD (ICCAD). The web sites of the major Elec­
tronic Design Automation Companies (Cadence, Synopsys, Mentor, etc.) provide a treasure of 

information as well. 
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Exercises 
For problems and exerdses on design methodology, please check http;//bwrc.cecs.berkcley.cdu/IcBook. 
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DESIGN lv1ETHOD0LOGY INSERT 

E 

Characterizing Logic 
and Sequential Cells 

The cliallenge of library characterization 

Characterization methods for logic cells and registers 

Cell parameters 

The Importance and Challenge of Library Characterization 

The quality of the results produced by a logic synthesis tool is a strong function of the level of 
detail and accuracy with which the individual cells were characterized. To estimate the delay of 
a complex module, a logic synthesis program must rely on higher level delay models of the indi­
vidual cells-falling back to a full circuit- or switch-level timing model for each delay estima­
tion is simply not possible because it takes too much compute time. Hence, an important 
component in the development process of a standard-cell library is the generation of the delay 
models. In previous chapters, we learned that the delay of a complex gate is a function of the 
fan-out (consisting of connected gates and wires), and the rise and fall times of the input signals, 
Furthe1more, the delay of a cell can vary between manufacturing runs as a result of process 
variations. 

In this insert, we first discuss the models and characte1ization methods that are commonly 
used for logic cells. Sequential registers require extra timing parameters and thus deserve a sep­
arate discussion. 

427 
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Characterization of Logic Cells 

Unfortunately, no common delay model for standard cells has been adopted. Every vendor has 
his own favored methods of cell characterization. Even within a single tool, various delay mod­
els often can be used. trading off accuracy for performance. The basic concepts are, however, 
quite similar, and they are closely related to the ones we introduced in Chapters 5 and 6. We 
therefore opt to concentrate on a single set of models in this section-more precise]y, those used 

in the Synopsys Design Compiler [DesignCompilerOI], one of the most popular synthesis tools. 
Once a model has been adopted, it has to be adopted for all the cells in the block; in other words, 
it cannot be changed from cell to cell. 

The total delay consists of four components, as illustrated in Figure E-1: 

(E.l) 

D1 represents the intrinsic delay, which is the delay with no output loading. D1' is the transition 
component, or the part of the delay caused by the output load. Ds is the fraction of the delay due 
to the b1pllf slope. Finally, De is the delay of the wire following the gate. All delays are charac­
terized for both rising and falling transitions. 
The simplest model for the transition delay is the linear delay model of Chapter 5. We have 

(E.2) 

where LC,n1, is the sum of all input pin capacitances of gates connected to the output of this 
gate. and Cwire is the estimated wire capacitance. The slope delay Ds is approximated as a linear 
function of the transition delay DT of the previous gate, written as 

(E.3) 

where S sis the slope-sensitivity factm; and D7 f)l'C\' is the transition delay of the previous stage. 
The characterization of a library cell must therefore provide the following components, 

each of them for both rising and falling transitions, and with respect to each of the input pins: 

D5 : Slope delay. Delay at 
input A caused by the 
transition delay at B. 

B/ ! 

/ 
D1: Intrinsic delay Incurred 
from cell input to cell output. 

C 

De: Connect delay. Time 
from state transition at C 
to state transition at D. 

I 'x 

D 7 :Transition delay. 
Caused by output pin 
loading and output pin 
drive. 

Figure E-1 Delay components of a combinational gate [DesignCompiler01]. 

' 
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• intrinsic delay 

• input pin capacitance 

• equivalent output driving resistance 

• slope sensitivity 

In addition to the cell models, the synthesis tools also must have access to a wire model. 

Since the length of the wires is unknown before the placement of the cells, estimates of Cw;,, and 

R..,;,-, are made on the basis of the size of the block and the fan-out of the gate. The length of a 

wire is most often proportional to the number of destinations it has to connect. 

Example E.1 Three-Input NAND Gate Cell 

The characterization of the three-input NANO standard cell gate, presented earlier in 

Example 8.2, is given in Table E- l. The table characte1izes the performance of the cell as a 

function of the load capacitance and the input-rise (fall) time for two different supply volt­

ages and operating temperatures. The cell is designed in a 0.18-µm CMOS technology. 

Table E-1 Delay characterization of a three-input NAND gate (in ns) 
as a function of the input node for two operation comers (supply­
voltage-temperature pairs of 1.2 V-125'C, and 1.6 V-40'C). 
The parameters are the load capacitance C and the input rise (fall) 
time T. ( Courtesy ST Microelectronics.) 

Path 1.2V-125°C 1.6V-40'C 

fnl-tpLH 0.073 +7.98C+0.317T 0.020 + 2.73C + 0.253T 

Jnl-tpHL 0.069 + 8.43C + 0.364T 0.018 + 2.!4C + 0.292T 

In2-tpUf 0.101 +7.97C+0.318T 0.026 + 2.38C + 0.255T 

fn2-tt>HL 0.097 + 8.42C + 0.325T 0.023 + 2.!4C + 0.269T 

In3-tpLH 0.120 + 8.00C + 0.318T 0.031 + 2.37C + 0.258T 

fn3-tpHL 0.1 IO+ 8.41C +0.280T 0.027 + 2.!5C + 0.223T 

\Vhile linear delay models offer good first-order estimates. more precise models are often 

used in synthesis, especially when the real wire lengths are back annotated onto the design. 

Under those circumstances, nonlinear models have to be adopted. The most common approach 

is to capture the nonlinear relations as lookup tables for each of these parameters. To increase 

computational efficiency and minimize storage and characterization requirements, only a limited 

set of loads and slopes are captured, and linear interpolation is used to determine the missing 

values. 
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Example E.2 Delay Models Using Lookup Tables 

A (partial) characterization of a two-input AND cell (AND2), designed in a 0.25-µm 
CMOS technology (Courtesy ST Microelectronics) follows. The delays are captured for 
output capacitances of 7 fF, 35 fF, 70 fF, and l 40 fF, and input slopes of 40 ps, 200 ps, 
800 ps, and l.6 ns, respectively. 

cell(AND) { 
area: 36; 
pin(Z) { 
direction : output ; 
function: "A*B"; 
max_capacitance : 0.14000; 

timing() { 
related_pin : "A" ; /* delay between input pin A and output pin Z */ 

cell_rise { 

) 

values( "O.l08l0, 0.17304, 0.24763, 0.39554", \ 
"0.14881, 0.2[326, 0.28778, 0.43607", \ 
"0.25149, 0.31643, 0.39060, 0.53805", \ 
"0.35255, 0.42044, 0.49596, 0.64469" ); l 

rise_transition { 

values( "0.08068, 0.23844, 0.43925, 0.84497", \ 
"0.08447, 0.24008, 0.43926, 0.848[4", \ 

"0.10291, 0.25230, 0.44753, 0.85182", \ 
"0.12614, 0.27258, 0.46551, 0.86338" );) 

cell_fall(table_l) { 
values( "O.l 1655, 0.18476, 0.26212, 0.41496", \ 

"0.15270, 0.22015, 0.29735, 0.45039", I 
"0.25893, 0.32845, 0.40535, 0.55701 ", I 
"0.36788, 0.44198, 0.52075, 0.67283" );) 

fall_transition(table_l) { 
values( "0.06850, 0.l8l48, 0.32692, 0.62442", I 

"0.07183, 0.18247, 0.32693, 0.62443", \ 
"0.09608, 0.19935, 0.33744, 0.62677", I 
"0.12424, 0.22408, 0.35705, 0.63818" );) 

intrinsic_rise : 0. I 3305 ; /* unloaded delays */ 
intrinsic_fall: 0.13536; 

timing() { 
related_pin: "B" ; /* delay between input pin A and output pin Z *I 
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intrinsic_rise : 0.12426 ; 
intrinsic_fall : 0.14802; 

} 
} 
pin(A) { 

direction : input ; 

capacitance : 0.00485 ; /* gate capacitance */ 
} 

pin(B) { 

} 
} 

direction : input ~ 

capacitance : 0.00519 ; 

Characterization of Registers 

431 

In Chapter 7, we identified the three important timing parameters of a register. The setup time 
(t,,,) is the time that the data inputs (D input) must be valid before the clock transition (in other 
words, the O to I transition for a positive edge-triggered register). The hold lime Ctiw/d) is the time 
the data input must remain valid after the clock edge. Finally, the propagation delay (t,_,;) equals 
the time it takes for the data to be copied to the Q output after a clock event. The latter parameter 
is illustrated in Figure E-2a. 

Latches have a bit more complex behavior, and thus require an extra timing parameter. 
While 'c-Q• corresponds to the delay of relaunching of data that arrived to a closed latch, tD­

Q equals the delay between D and Q terminals when the latch is in transparent mode 
(Figure E-2b). 

The characterization of the tc-Q (tv-Q) delay is fairly straightforward. It consists of a 
delay measurement between the 50% transitions of Clk (D) and Q, for different values of the 
input slopes and the output loads, not unlike the case of combinational logic cells. 

'c-Q 

(a) 

'c-Q 

(b) 

Figure E-2 Propagation delay definitions for sequential components: 
(a) register; (b) latch. 
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Clk 

D 

Q 

(a) 

_____ 1._os_,c_d.-- -- ~r----'.:c:...-.:.O __ _ 

to-c 

- k-
t n 
(b) 

Figure E-3 Characterization of sequential elements: (a) determining the setup 
time of a register; (b) definition of setup and hold times. 

The characterization of setup and hold times is more elaborate, and depends on what is 
defined as "valid" in the definitions of both setup and hold times. Consider the case of the setup 
time. Narrowing the time interval between the arrival of the data at the D input and the Clk event 
does not lead to instantaneous failure (as assumed in the first-order analysis in Chapter 7), but 
rather to a gradual degradation in the delay of the register. This is documented in Figure E-3a, 
which illustrates the behavior of a register when the data arrives close to the setup time. If D 
changes long before the clock edge, the tc-Q delay has a constant value. Moving the data transi­
tion closer to the clock edge causes lc-Q to increase. Finally, if the data changes too close to the 
clock edge, the register fails to register the transition altogether. 

Clearly. a more precise definition of the "setup time" concept is necessary. An unambig­
uous specification can be obtained by plotting the lc-Q delay against the data-to-clock offset, 
as shown in Figure E-3b. The degradation of the delay for smaller values of the offset can be 
observed. The actual definition of the setup time is rather precarious. If it were defined as the 
minimum D-Clk offset that causes the flip-flop to fail, the logic following the register would 
suffer from excessive delay if the offset is close to, but larger than, that point of failure. 
Another option is to place it at the operation point of the register that minimizes the sum of the 
data-clock offset and the tc-Q delay. This point, which minimizes the overall flip-flop over­
head, is reached when the slope of the delay curve in Figure E-3b equals 45 degrees 
[Stojanovic99]. 
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While custom design can take advantage of driving flip-flops close to their point of 
failure-and take all the risk that comes with it-semicustom design must take a more conserva­
tive approach. For the characterization of registers in a standard cell library, both setup and hold 
times are commonly defined as data-clock offsets that con-espond to some fixed percentage 
increase in fc-Q, typically set at 5%, as indicated in Figure E-3b. Note that these curves are dif­
ferent for 0-1 and 1-0 transitions, resulting in different setup (an hold) times for O and I values. 

As with clock-to-output delays, setup times also are dependent on clock and data slopes, and 
they are represented as a two-dimensional table in nonlinear delay models. Identical definitions 
hold for latches. 

Example E.3 Register Setup and Hold Times 

In this example, we examine setup and hold behavior of the transmission gate master-slave 
register introduced in Chapter 7. (See Figure 7.18.) The register is loaded with a !00-fF 
capacitor, and its setup and hold times are examined for clock and data slopes of I 00 ps. 
The simulation results are plotted in Figure E-4. When data settles a "long time" before 
the clock edge, the dock-to-output delay equals 193 ps. Moving the data transition closer 

to the clock edge causes the lc-Q delay to increase. This becomes noticeable at an offset 
between data and clock of about 150 ps. The register completely fails to latch the data 
when data precedes the clock by 77 ps. The sum of D-Q offset and the tc-Q is minimal at 

93 ps. A 5% increase in tc-Q is observed at 125 ps, and this time is entered in the library 
as the setup time for this particular slope of data and clock. This charactelization of setup 
time adds a margin to the design of about 30 ps. From these simulations, we also can 
determine that this register has a hold time of-15 ps. 
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Figure E-4 Charactertzation of the clock-to-output delay, setup and hold times 
of a transmission-gate latch pair. 
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F 

Design Synthesis 

Circuit, Logic, aml Architectural Sylllfiesis 

One of the most enticing proposals one can make to a designer who has to generate a circuit with 
tough specifications in a short time is to offer him a tool that automatically translates his specifi­
cations into a working circuit that meets all the requirements. One of the main reasons that semi­
conductor circuits have reached the mind-boggling complexity they have today, is that such 
synthesis tools actually exist-at least to a certain extent. Synthesis can be defined as the trans­
formation between two different design views. Typically, it represents a translation from a 
behavioral specification of a design entity into a structural description. In simple terms, it trans­
lates a description of the function a module should pe1form (the behavior) into a composition­
that is, an interconnection of elements (the structure). Synthesis approaches can be defined at 

each level of abstraction: circuit, logic, and architecture. An overview of the various synthesis 
levels and their impact is given in Figure F-1. The synthesis procedures may differ depending on 
the targeted implementation style. For example, logic synthesis translates a logic description 
given by a set of Boolean equations into an interconnection of gates. The techniques involved in 
this process strongly depend on the choice of either a two-level (PLA) or a multilevel (standard­
ceH or gate-array) implementation style. We briefly desc1ibe the synthesis tasks at each of the 
different modeling levels. Refer to [DeMicheli94] for more information and a deeper insight into 
design synthesis. 
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Architectural Level 

(i: L.16):: 
sum = sum*z- ! + 
coeff[i}*in*z- 1 

Architecture 
Synthesis 

Q. ,~ I 

Logic Level 

Logic 
Synthesis 

Figure F-1 A taxonomy of synthesis tasks. 

Circuit Synthesis 

Insert F • Design Synthesis 

Circuit Level 

101 
\ 1 cD, 

p 

The task of circuit synthesis is to translate a logic desc1iption of a circuit into a network of tran­

sistors that meets a set of timing constraints. This process can be divided into two stages: 

I. Derivation of transistor schematics from the logic equations. This requires the selection 
of a circuit style (complementary static, pass transistors, dynamic, DCVSL, etc.) and the 

construction of the logic network. The former task is usually up to the designer. while the 
latter depends upon the chosen style. Far instance, the logic graph technique introduced in 
Design Methodology Insert D can be used to derive the complementary pull-down and 
pull-up networks of a static CMOS gate. Similarly, automated techniques have been devel­

oped ta generate the pull-dawn trees for the DCVSL logic style so that the number of 
required transistors is minimized [Chu86]. 

2. Transistor sizing to meet performance constraints. This has been a recurring subject 

throughout this book. The choice of the transistor dimensions has a major impact on the 

area, performance, and power dissipation of a circuit. We have also learned that this is a 
subtle process. For instance, the performance of a gate is sensitive to a number of layout 
parasitics, such as the size of the diffusion area, fan-out, and wiring capacitances. Not­
withstanding these daunting challenges, some powerful transistor-sizing tools have been 

developed [e.g., Fishburn85, AMPS99, NorthropOI]. The key to the success of these tools 
is the accurate modeling of the performance of the circuit using RC equivalent circuits and 
a detailed knowledge of the subsequent layout-generation process. The latter allows for an 

accurate estimation of the values of the parasitic capacitances. 
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While circuit synthesis has proven to be a powerful tool, it has not penetrated the design world 
as much as we might expect. One of the main reasons for this is that the quality of the cell library 
has a strong influence on the complete design, and deslgners are reluctant to pass this important 

task to automatic tools that might produce inferior results. Yet, the need for ever-larger 1ibraries 
and the impact of transistor-siz!ng on circuit performance and power dissipation is providing a 
strong push for a more pervasive inu·oduction of circuit-synthesis tools. 

Logic Synthesis 

Logic synthesis is the task of generating a structural view of a )ogic-level model. This model can 
be specified in many different ways, such as state-transition diagrams, state charts, schematic 
diagrams, Boolean equations, truth tables, or HDL (Hardware Description Language) 

descriptions. 
The synthesis techniques differ according to the nature of the circuit (combinational or 

sequential) or the intended implementation architecture (multilevel logic, PLA, or FPGA). The 
synthesis process consists of a sequence of optimization steps, the order and nature of which 
depend on the chosen cost function-area, speed, power, or a combination of these. Typically, 

logic optimization systems divide the task into two stages: 

1. A teclmology-indepenllent phase, where the logic is optimized using a number of Boolean 

or algebraic manipulation techniques. 
2. A technology-mapping phase, which takes into account the peculiarities and properties of 

the intended implementation architecture. The technology-independent description 
resulting from the first phase is translated into a gate netlist or a PLA description. 

The two-level minimization tools were the first logic-synthesis techniques to become widely 
available. The Espresso program developed at the University of California at Berkeley 
[Brayton84] is an example of a popular two-level minimization program. For some time, the 
wide availability of these tools made regular, mTay-based architectures like PLAs and PALs the 

prime choice for the implementation of random logic functions. 
At the san1e time, the groundwork was laid for sequential or state-machine synthesis. 

Tasks involved include the state minimization that aims at reducing the number of machine 
states, and the state encoding that assigns a binary encoding to the states of a finite state machine 

[DeMicheli94]. 
The emergence of multilevel logic synthesis environments such as the Berkeley f'\1IS tool 

[Brayton87] swung the pendulum towards the standard-cell and FPGA implementations that 
offer higher performance or integration density for a majority of random-logic functions. 

The combination of these techniques with sequential synthesis has opened the road to com­

plete register-transfer (RTL) synthesis environments that take as an input an HDL description (in 
VHDL or Verilog-see Design Methodology Insert C) of a sequential circuit and produce a gate 
netlist [Carlson91, Kurup97]. Saying the logic synthesis has fundamentally altered the digital cir­
cuit design landscape is by no means an understatement. It also is fair to say that the tool set that 
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made this major paradigm change in design methodology ultimately happen is the Design Com­
piler environment from Synopsys. Even after being in place for almost two decades, Design Com­
piler continues to dominate the market and represents the synthesis tool of choice for the majority 
of the digital ASIC designers. Built around a core of Boolean optimization and technology map­
ping, Design Compiler incorporates advanced techniques such as timing, area and power optimi­
zation, cell-based sizing, and test insertion [Kurup97, DesignCompiler]. 

Example F.1 Logic Synthesis 

To demonstrate the difference between two-level and multilevel logic synthesis, both 
approaches were applied to the following full-adder equations, which will be treated in 
substantial detail in Chapter I J. 

S = (A $B) $ C; 

Ca = A · B + A · C1 + B · C1 

(F. l) 

The MIS-II logic synthesis environment was employed for both the two-level and 
multilevel synthesis. The minimized truth table representing the PLA implementation is 
shown in Table F-1. It can be verified that the resulting network corresponds to the preced­
ing full-adder equations. The PLA counts three inputs, seven product terms, and two out­
puts. Observe that no product terms can be shared between the sum and carry outputs. A 
NOR-NOR implementation requires 26 transistors in the PLA array (17 and 9 in the OR 
plane and AND planes, respectively). This count does not include the input and output 
buffers. 

Table F-1 Minimized PLA truth table for full adder. 
The dashes (-) mean that the corresponding input 
does not appear in the product term. 

A 

0 

0 

B 

0 

0 

0 

0 

s 
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Figure F-2 shows the multilevel implementation as generated by MIS-II. In the technol­
ogy-mapping phase, a generic standard-cell library was targeted. Implementation of the adder 
requires only six standard cells. This co1Tesponds to 34 (!) transistors in a static CMOS imple­
mentation.' Observe the usage of complex logic gates such as EXOR and OR-AND-INVERT. 
For this case study, minimization of the area was selected as the prime optimization target. Other 

implementations can be obtained by targeting performance instead. For instance, the critical tim­

ing path from C; to C
0 

can be reduced by signal reordering. This requires the designer to identify 
this path as the most critical, a fact that is not obvious from a simple inspection of the full-adder 
equations. 

B 
A 

B 
c, 

B 

c, 

: Cell boundary 

Figure F-2 Standard-cell implementation of full adder, as 
generated by multilevel logic synthesis. 

Architecture Synthesis 

Architecture synthesis is the latest development in the synthesis area. It is also referred to as 
behavioral or high-level synthesis. Its task is to generate a structural view of an architecture 

design, given a behavioral desciiption of the task to be executed, and a set of perf01mance, area, 
and/or power constraints. This corresponds to determining what architectural resources are 
needed to perform the task (execution units, memories, busses, and controllers), binding the 
behavioral operations to hardware resources, and determining the execution order of the opera­

tions on the produced architecture. In synthesis jargon, these functions are called allocation, 

assignment, and scheduling [Gajski92, DeMicheli94]. While these operations represent the core 
of architecture synthesis, other steps can have a dramatic impact on the quality of the solution. 
For example, optimizing transformations manipulate the initial behavioral description so that a 

superior solution can be obtained in terms of area or speed. Pipelining is a typical example of 
such a transformation. In a sense. this component of the synthesis process is similar to the use of 
optimizing transformations in software compilers. 

1 How to impJement a static complementary CMOS EXOR gate with only nine transistors is left llS an exercise for the 
reader. 
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Example F.2 Architecture Synthesis 

To illustrate the concept and capabilities of architecture synthesis, consider the simple 
computational flowgraph of Figure F-3. It describes a program that inputs three numbers 
a, b, and c from off-chip and produces their sum x at the output. 

Two possible implementations, as generated by the HYPER synthesis system 
([Rabaey9 I l), are shown in Figure F-4. The first instance requires four clock cycles and 

Figure F-3 Simple program performing the sum of three numbers. 
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(a) Four-cycle implementation (b) One-cyde implementation 

Figure F-4 Two alternative architectures implementing the sum program. 
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time-shares the input bus as well as the adder. The second architecture performs the pro­
gram in a single clock cycle. To achieve this perfonuance, it was necessary to pipeline the 
algorithm; that is, multiple iterations of the computation overlap. The increased speed 
translates as expected to a higher hardware cost-one extra adder, extra registers, and a 
more dedicated bus architecture, including three input ports. Both architectures were pro­
duced automatically, given the behavioral description and the clock-cycle constraint. This 

includes the pipelining transformation. 

\Vhile architecture compilers have been extensively researched in the academic commu­

nity (e.g., [DeMan86], [Rabaey9 ll), their overall impact has remained limited. Commercial 
introductions have been largely unsuccessful. A number of reasons for this s1ow penetration can 
be enumerated: 

• Behavioral synthesis assumes the availability of an established synthesis approach at the 
register-transfer level. This has on1y recently come to a widespread acceptance. In addi­
tion, the discussion about the approp1iate input language at the behavioral level has cre­
ated a lot of confusion. The emergence of widely accepted input languages such as 

SystemC can change the momentum. 
• For a long time, architecture synthesis has concentrated on a limited aspect of the overall 

design process. The impact of interconnect on the overall design cost, for example, was 
long ignored. Also, limitations on the architectural scope resulted in inferior solutions 
apparent to every experienced designer. 

• Most importantly, the revolutionary advent of the system-on-a-chip has outstripped the 
evolutionary progress of the synthesis world. The hybrid nature of embedded system 

architectures that combine embedded processors with ASIC accelerators ultimately limits 
the usability of architectural synthesis. Current logic and sequential synthesis tools proba­
bly suffice for the accelerators. The challenge has shifted to the synthesis of the software 
that runs on the embedded processors, chip-level operation systems, driver generators, 
interconnect network synthesis, and architectural exploration. 

Notwithstanding these observations, architectural synthesis has proven to be very successful in a 

number of application-specific areas. The design of high-performance accelerator units in areas 

such as wireless communications, storage, imaging, and consumer electronics has benefited 
greatly from compilers that translate high-level algorithmic functions into hard-wired dedicated 
solutions. 

Example F.3 Architectural Synthesis of Wireless-Communications Processor [SilvaOl] 

An advanced baseband processor for a wireless modem is generated automatically from a 
high-level description in the Simulink environment ([MathworksOI]}. Simulink and 

Mathlab are tools used extensively in the world of communications design. Capturing the 
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' ' 

' ,,,.._,,,u, 

Figure F-5 Architectural synthesis of wireless baseband processor from Simulink (a) to silicon 
(b). The core area of the chip, which is pad limited, measures only2 mm" in a0.18 µm CMOS tech­
nology, and counts 600,000 transistors. The high transistor density (0.3 transistor/µm2

) demon­
strates the effectiveness of today's physical design tools. 
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design specifications in that environment is a major help in bridging the chasm between 
systems and implementation engineer. The translation process from Simulink to imple­
mentation is managed by the "Chip-in-a-day" design environment [DavisOJ]. This tool 
manages the synthesis of the individual blocks from behavior to gate level, introduces the 
chip floorplan, performs the clock tree generation, and oversees the execution of the phys­
ical synthesis. The overaH generation and verification process takes little more than 24 
hours. A similar approach has also proven to be very successful in the mapping of high­
level signal-processing functions on rapid-prototyping platforms such as FPGAs. The Sys­
tem Generator tool from Xilinx, Inc, for instance, maps modules such as filters, modula­
tors, and correlators, described in the Mathworks Simulink environment, directly onto an 
FPGA module [SystemGenerator]. 

To Probe Further 

For an in-depth overview of design synthesis, please refer to [DeMicheli94]. 

References 
[M1PS99] AMPS, lntelligent Design Optimization, lutp:l/www.sy11opsys.com/productslaualysis/amps_ds.html, 

Synopsys, Inc. 

[Brayton84] R. Brayton et al., Logk MiflimizationAigorithmsfor VLSI Synthesis, Kluwer Academic Publishers, 1984. 

[Brayton87] R. Brayton, R. Ruden, A Sangiovanni-Vfocentelli, and A. Wang, "MIS: A Multilevel Logic Optimization 

System," IEEE Trans. 011 CAD, CAD--6. pp. 1062-81, November 1987. 

[Carlson91] S. Carlson, Introduction to HDL-Based Design UsiJJg VHDL, Synopsys, Inc. I991. 

[Chu86] K. Chu and D. Pulfrey, "Design Procedures for Differential Cascade Logic;'' IEEE Journal of Solid State Cir­

cuits, vol. SC-21. no. 6, Dec. 1986, pp. 1082-1087. 

[DavisOl] W.R. Davis, X Zhang, K. Camera, F. Chen, D. Markovic, N. Chan, B. Nikolic. R.W. Brodersen, "A Design 

Environment for High Throughput, Low Power, Dedicated Signal Processing Systems," Proceedings CJCC 2001, 
San Diego, 2001. 

[DesignCompiler] Design Compiler Technical Datasheet, http:lhvwmsynopsys.comlproducts/logic/ 

desigu_compiler.lttml, Synopsys, Inc. 
[DeMan86] H. De Man, J. Rabaey, P. Six, .and L Claesen, "Cathedral-II: A Silicon Compiler for Digital Signal Process~ 

ing," IEEE Design and Test, vol. 3, no. 6, pp. 13-25, December 1986. 

[DeMicheli94J G. De Micheli, Synthesis and Optimization of Digital Circuits, McGraw-Hill, 1994. 

[Fishbum85] J. Fishburn and A. Dunlop, ''TILOS: A Polynomial Programming Approach lo Transistor Sizing," Proceed­

ings ICCAD-85, pp. 326-328, Sama Clam, 1985. 
[Gajski92] D. Gttjski, N. Dutt, A. Wu, and S. Lin, High-Lei,el Symhesis-lntroductim1 to Chip and System Design, Klu-

wer Academic PubJishers, 1992. 

[Kurup97] P. Kurub and T. Abassi, Logic Synthesis using Synopsys, Kluwer Academic Publishers, 1997. 

[MmhworksOl} Matlab and SimuHnk, http://www.mmlnvorks.com, The Mathworks 

[NorthropOl] G. Northrop, P. Lu, "A Semicustom Design Flow ln High~Perfonmmce Microprocessor Design." Proceed­

ings 3ls" Design Automation Conference, Las Vegas, June 2001. 

[Rubaey9Ij J. Rabaey, C. Chu, P. Hoang and M. Potkonjak, "Fast Prototyping of Datapath-Intensive Architectures," 

IEEE Design and Test, vol. 8, pp-. 40-5 l, 1991. 

 
 

Dell Ex. 1025
Page 332



444 Insert F • Design Synthesis 

[SilvaOlj J.L <la Silva Jr., J. Shamberger, M.J. Ammer, C. Guo, S. Li, R. Shah, T. Tuan, M. Sheets,J.M. Rabaey, B. 

Nikolic. A. Sangiovanni~Vincente!li, P. Wright, "Design Methodology for PicoRadio Networks," Proceedings 
DATE Conference, Munich, March 2000. 

[SystemGenerntorJ The Xilinx System Generator for DSP, 

http://1vit>1v.xilh1x.comixl11x/xil_prodca1_p10duct.jsp?title=systcm_ger1e1<1ror, Xilinx, Inc. 

 
 

Dell Ex. 1025
Page 333



CHAPTER 

10 

Timing Issues in Digital Circuits 

Impact of clock skew and jitter oil performance and functionality 

Alternative timing methodologies 

Sy1lchronization issues in digital IC and board design 

Clock generatioll 

10.1 Introduction 
10.2 Timing Classification of Digital Systems 

10.2.1 Synchronous Interconnect 
10.2.2 Mesochronous Interconnect 
10.2.3 Plesiochronous Interconnect 
10.2.4 Asynchronous Interconnect 

10.3 Synchronous Design-An In-Depth Perspective 
10.3.1 Synchronous Timing Basics 
10.3.2 Sources of Skew and Jitter 
10.3.3 Clock-Distribution Techniques 
10.3.4 Latch-Based Clocking* 

10.4 Self-Timed Circuit Design* 
10.4.1 Self-Timed Logic-An Asynchronous Technique 
10.4.2 Completion-Signal Generation 
10.4.3 Self-Timed Signaling 
10.4.4 Practical Examples of Self-Timed Logic 

10.5 Synchronizers and Arbiters' 
10.5.1 Synchronizers-Concept and Implementation 
10.5.2 Arbiters 

491 

 
 

Dell Ex. 1025
Page 334



- ------... 
~ 

492 Chapter 1 O • Timing Issues in Digital Circuits 
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10.7.1 Distributed Clocking Using DLLs 
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10.7.3 Synchronous versus Asynchronous Design 

10.8 Summary 
10.9 To Probe Further 

10.1 Introduction 
All sequential circuits have one property in common-a weH-defined ordering of the switching 
events must be imposed if the circuit is to operate correctly. If this were not the case. wrong data 
might be w1itten into the memory elements. resulting in a functional failure. The synchronous 
system approach, in which all memory elements in the system are simultanecusly updated using 
a globally distributed periodic synchronization signal (that is, a global clock signal), represents 

an effective and popular way to enforce this ordering. Functionality is ensured by imposing 
some strict constraints on the generation of the clock signals and their distribution to the mem­
ory elements distributed over the chip; noncompliance often leads to malfunction. 

This chapter starts with an overview of the different timing methodologies. The majority 
of the text is devoted to the popular synchronous approach. We analyze the impact of spatial 
variations of the clock signal, called clock skew, and temporal variations of the clock signal, 
called clock jitrer, and introduce techniques to cope with both. These variations fundamentally 
limit the performance that can be achieved using a conventional design methodology. 

At the other end of the spectrum is an approach called asynchronous design, which avoids 
the problem of clock uncertainty altogether by eliminating the need for globally distributed 
clocks. After discussing the basics of asynchronous design approach. we analyze the associated 
overhead and identify some practical applications. The important issue of synchronization 
between different clock domains and inte,facing between asynchronous and synchronous sys­
tems also deserve in-depth treatment. Finally, the fundamentals of on-chip clock generation 

using feedback are introduced, along with trends in timing. 

10.2 Timing Classification of Digital Systems 

In digital systems, signals can be classified depending on how they are related to a local clock 
[Messerschmitt90J[Dally98]. Signals that transition only at predetermined periods in time can 

be classified as synchronous, mesochronous. or plesiochronous with respect to a system clock. A 
signal that can transition at arbitrary times, on the other hand, is considered asynchronous. 

10.2.1 Synchronous Interconnect 

A synchronous signal is one that has the exact same frequency as the local clock and maintains a 
known fixed phase offset to that clock. In such a timing framework, the signal is "synchronized" 

with the clock, and the data can be sampled directly without any uncertainty. In digital logic 
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CLK 

Figure 10-1 Synchronous interconnect methodology. 

design, synchronous systems are the most straightforward type of interconnect. The flow of data 

in such a circuit proceeds in lockstep with the system clock, as illustrated in Figure I 0-1. 

Here. the input data signal In is sampled with register R1 to produce signal Ci11 , which is 

synchronous with the system clock, and then it is passed along to the combinational logic block. 

After a suitable setting period, the output C,m, becomes valid. Its value is sampled by R2 which 

synchronizes the output with the clock. In a sense, the certainly period of signal C01u-the 
period during which data are valid-is synchronized with the system clock. This allows register 
R2 to sample the data with complete confidence. The length of the uncertainty period, or the 

period during which data are not valid, places an upper bouud on how fast a synchronous 
system can be clocked. 

10,2.2 Mesochronous Interconnect 

A mesochronous signal-mesa is Greek for "middle"-is a signal that not only has the same fre­
quency as the local clock, but also has an unknown phase offset with respect to that clock, For 

example, if data are being passed between two different clock domains, the data signal transmit­

ted from the first module can have an unknown phase relationship to the clock of the receiving 

module. In such a system, it is not possible to directly sample the output at the recejving module 

because of the uncertainty in the phase offset. A (mesochronous) synchronizer can be used to 
synchronize the data signal with the receiving clock, as shown in Figure 10.2. The synchronizer 

serves to adjust the phase of the received signal to ensure proper sampling. 

In Figure 10-2, signal D1 is synchronous. with respect to Clk.4, However. D 1 and D2 are 

mesochronous with C!k8 because of the unknown phase difference between C/kA and C/k8 and 

the unknown interconnect delay in the path between Block A and Block B. The role of the syn­

chronizer is to adjust the variable delay line such that the data signal D3 (a delayed version of 

D2) is aligned properly with the system clock of Block B. In this example, the variable delay ele­

ment is adjusted by measuring the phase difference between the received signal and the local 

clock. Register R2 samples the lncoming data during the certainty period, after which the signa1 

D4 becomes synchronous with Clk8 . 

10,2,3 Plesiochronous Interconnect 

A plesiochmnous signal is one that has a frequency that is nominally the same as that of the local 

clock, yet is slightly different. (In Greek, plesio means "near.") This causes tl1e phase difference 

to drift in time. This scenario can easily arise when two interacting modules have independent 

clocks generated from separate crystal oscillators. Since the transmitted signal can arrive at the 

receiving module at a different rate than the local clock, one needs to utilize a buffering scheme 

to ensure that all data are received. Typically, plesiochronous interconnect occurs only in distributed 
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Figure 10-2 Mesochronous communication approach using variable delay line. 
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Figure 10-3 Plesiochronous communications by using a FIFO. 

systems that contain long-distance communications, since chip- or even board-level circuits typ­
ically utilize a common oscillator to derive local clocks. A possible framework for plesiochronous 

interconnect is shown in Figure 10-3. 
In this digital communications framework, the originating module issues data at some 

unknown rate C 1• which is plesiochronous with respect to C2• The timing recovery unit is 
responsihle for deriving clock C, from the data sequence and buffering the data in a FIFO. As a 

result, C3 will be synchronous with the data at the input of the FIFO and will be mesochronous 
with C1• Since the clock frequencies from the originating and receiving modules are mis­
matched, data might have to be dropped if the transmit frequency is faster, or data can be dupli­
cated if the transmit frequency is slower than the receive frequency. However, by making the 
FIFO large enough, as well as periodically resetting the system whenever an overflow condition 

occurs, robust communication can be achieved. 

10.2.4 Asynchronous Interconnect 

Asynchronous signals can transition arbitrarily at any time, and they are not slaved to any local 
clock. As a result, it is not straightforward to map these arbitrary transitions into a synchronized 
data stream. It is possible to synchronize asynchronous signals by detecting events and by intro­

ducing latencies into the data stream synchronized to a local clock. A more natural way to han­
dle asynchronous signals, however, is simply to eliminate the use of local clocks and utilize a 
self-timed asynchronous design approach. In such an approach, communication between mod­
ules is controlled through a handshaking protocol that ensures the proper ordering of operations. 

When a logic block completes an operation (Figure 10-4), it will generate a completion 

signal DV to indicate that output data are valid. The handshaking signals then initiate a data 
transfer to the next block, which latches in the new data and begins a new computation by assert­
ing the initialization signal J. Asynchronous designs are advantageous because computations are 
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495 

performed at the native speed of the logic, and block computations occur whenever data become 

available. There is no need to manage dock skew, and the design methodology leads to a very 

modular approach in which interaction between blocks simply occurs through a handshaking 

procedure. However, these protocols result in increased complexity and overhead in communi­
cation, which impacts performance. 

10.3 Synchronous Design-An In-Depth Perspective 

10.3.1 Synchronous Timing Basics 

Virtually all systems designed today use a periodic synchronization signal or clock. The genera­

tion and distribution of a clock has a significant impact on the performance and power dissipa­

tion of the system. For the time being, let us assume a positive edge-triggered system, in which 

the rising edge of the clock denotes the beginning and completion of a clock cycle. In an ideal 

world, the phase of the clock (i.e., the position of the clock edge relative to the reference) at var­

ious points in the system is exactly equal, assuming that the clock paths from the central distri­

bution point to each register are perfectly balanced. Figure 10-5 shows the basic structure of a 

synchronous pipelined datapath. In the ideal scenario, the clocks at registers 1 and 2 have the 

same period and transition at the exact same time. 

Assume that the following timing parameters of the sequential circuit are available: 

• The contamination or minimum delay (tc- q,cd) and the maximum propagation delay of the 

register (tt·-)· 
• The setup (t,,.) and hold times (t,,01d) for the registers. 

• The contamination delay Cttogic.cd) and the maximum delay U1og;c) of the combinational logic. 

• The positions of the rising edges of the clocks CLK, and CLK2 (tclkl and lc1k2• respectively), 
relative to a global reference. 

In 

,,_,, 
tc-q,cd 

lsu, lJio/d 

Combinational 
Logic Q 

Figure 10-5 Pipelined datapath circuit and timing parameters. 
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Under the ideal condition that tc1kl = tc1,2, the minimum clock period required for this sequential 
circuit is determined solely by the worst case propagation delays. The period mast be long 
enough for the data to propagate through the registers and logic and to be set up at the destina­

tion register before the next rising edge of the clock. As we saw in Chapter 7, this constraint is 

given by the following expression: 

(10.1) 

At the same time, the hold time of the destination register must be shorter than the minimum 

propagation delay through the logic network: 

(10.2) 

Unfortunately, the preceding analysis is somewhat simplistic, since the clock is never ideal. The 
different clock events turn out to be neither perfectly periodic nor perfectly simultaneous. As a 
result of process and environmental variations, the clock signal can have both spatial and tempo­

ral variations. which lead to performance degradation and/or circuit malfunction. 

Clock Skew 
The spatial variation in arrival rime of a clock transition on an integrated circuit is commonly 
refeJTed to as clock skew. The clock skew between two points i andj on an IC is given by o (i,j) = 
t; - tj, where t1 and tjare the positions of the rising edge of the clock with respect to the reference. 
Consider the transfer of data between registers RI and R2 in Figure 10-5. The clock skew can be 
positive or negative depending upon the routing direction and position of the clock source. The 
timing diagram for the case with positive skew is shown in Figure I 0-6. As the figure illustrates, 

the rising clock edge is delayed by a positive oat the second register. 
Clock skew is caused by static mismatches in the clock paths and differences in the clock 

load. By definition, skew is constant from cycle to cycle. That is, if in one cycle CLK2 lagged 
CLK1 by o, then on the next cycle, it will lag it by the same amount. It is important to note that 

clock skew does not result in clock period variation, but only in phase shift. 
The clock-skew phenomenon has strong implications for both the performance and the func­

tionality of sequential systems. First, consider the impact of clock skew on performance. We can 
see from Figure 10-6 that a new inputJn sampled by RI atedge(j) will propagate through the com-

(j)I • ,8 

I Tcu 

' 
®i 

Figure 10-6 Timing diagram to study the impact of clock skew on performance 
and functionality. In this sample timing diagram, o > 0. 
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binational logic and be sampled by R2 on edge©. lf the clock skew is positive, the time available 
fora signal to propagate from RI to R2 is increased by the skew /5. The output of the combinational 
logic must be valid one setup time before the rising edge of CLK2 (point@). The constraint on the 
minimum clock period can then be derived as follows: 

or (10.3) 

This equation suggests that clock skew actually has the potential to improve the perfor­
mance of the circuit. That is, the minimum clock period required to operate the circuit reliably 
reduces with increasing clock skewl This is indeed correct, but unfortunately, increasing skew 

makes the circuit more susceptible to race conditions, which may harm the correct operation of 
sequential systems. 

This can be illustrated by the following example: Assume again that input In is sampled on 
the rising edge of CLK1 at edge© into RI. The new value at the output of Rl propagates through 
the combinational logic and should be valid before edge® at CLK2• However, if the minimum 
delay of the combinational logic block is small, the inputs to R2 may change before the clock 

edge @, resulting in incorrect evaluation. To avoid races, we must ensure that the minimum 
propagation delay through the register and logic is long enough that the inputs to R2 are valid for 
a hold time after edge®. The constraint can be formally stated as 

or (10.4) 

0 < t (c- q, cd} + t (logic, cd} - tlwld 

Figure 10-7 shows the timing diagram for the case in which O < 0. For this case, the rising 
edge of CLK2 happens before the rising edge of CLK1• On the rising edge of CLK1, a new input 
is sampled by R 1. The new data propagate through the combinational logic, and they are sam­
pled by R2 on the rising edge of CLK2, which corresponds to edge @. As Figure I 0-7 and Eq. 
( 10.3) clearly show, a negative skew adversely impacts the performance of a sequential system. 

However, assuming thofrl+ 8 < t\c-q,cd) +t(logic,cd)• a negative skew implies that the system never 
fails, since edge@ happens before edge©! 

I ""~ i~---T-c_L_K_+_a_.,1 ! 
I i::' ==:::::;r;:;-;:--11-:-· 

_c_L_K..:,_...J.I _Q)..,! j T CLK ® "j _____ c ____ _ 

i 

Figure 10-7 Timing diagram for the case when 6 < 0. The lising edge 
of CLK2 arrives earlier than the edge of CLK1. 
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Figure 10-S Positive and negative clock skew scenarios. 

Example scenarios for positive and negative clock skew are shown in Figure 10-8. 

• 3 > 0-cThis coJTesponds to a clock routed in the same direction as the flow of the data 
through the pipeline (Figure I0-8a). In this case, the skew has to be strictly controlled and 
satisfy Eq .. If the constraint is not met, the circuit malfunctions independently of the 
clock period. Reducing the clock frequency of an edge-triggered circuit does not help get­
ting around skew problems! It is therefore necessary to satisfy the hold-time constraints at 

design time. On the other hand. positive skew increases the through put of the circuit as 
expressed by Eq. (l0.3). The clock period can be shortened by I'>. The extent of this 
improvement is limited. as large values of O soon provoke violations of Eq .. 

• o < 0-When the clock is routed in the opposite direction of the data (Figure !0-8b), the 

skew is negative and provides significant immunity to races; if the hold time is zero or 
negative, races are eliminated because Eq. is unconditionally met! The skew reduces the 
time available for actual computation so that the clock period has to be increased by Joi. In 
summary, routing the clock in the opposite direction of the data avoids disasters. but ham­

pers the circuit performance. 

Unfortunately, since a general logic circuit can have data flowing in both directions (for 

example, circuits with feedback), this solution to eliminate races does not always work. 
Figure l 0-9 shows that the skew can assume both positive and negative values, depending on the 
direction of the data transfer. Under these circumstances, the designer has to account for the 
\vorst case skew condition. In general. routing the clock so that only negative skew occurs is not 

feasible. Therefore, the design of a low-skew clock network is essential. 
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Negative skew 

, 
Logic , 

0 
Out 

Positive skew 

CLK 
Clock distribution 

Figure 10-9 Datapath structure with feedback. 

Example 10.1 Propagation and Contamination Delay Estimation 

Consider the logic network shown in Figure 10- l 0. Detennine the contamination and 
propagation delays of the network, given a worst case gate delay of ti;are- \Ve also assume 
that the maximum and minimum delays of the gates are identical. 

The contamination delay is easily found; it equals 21gm,, and is the delay through 
OR I and OR2 . On the other hand, computation of the worst case propagation delay is not 

as simple. At first glance, it would appear that the worst case corresponds to path ©, and 
its delay is 5tgare- However, when analyzing the data dependencies, it becomes obvious 
that path (j) can never be exercised. Path (j) is called a false path. If A = I, the critical path 

goes through OR, and OR2• If A =0 and B = 0, the critical path is through / 1, OR, and OR2 

(corresponding to a delay of 3tg,,,,J. For the case in which A= 0 and B = 1, the longest path 
goes through 11, OR,, AND3 and OR2 . In other words, for this simple (but contrived) net­
work, the output does not even depend on inputs C and D (that is, there is redundancy). 
Therefore, the actual propagation delay is 4tgare- Given the propagation and contamination 
delay, the minimum and maximum allowable skew can be easily computed. 

A 

>-

C 

D 

Figure 10-10 Logic network for computation of performance. 
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WARNING: The computation of the worst case propagation delay for combinational logic, due 
to the existence of false paths, cannot be obtained simply by adding the propagation delays of 

individual logic gates. The critical path is strongly dependent on circuit topology and data 

dependencies. 

Clock Jitter 

Clock jitter refers to the temporal variation of the clock period at a given point on the chip-that 
is, the clock period can reduce or expand on a cycle-by-cycle basis. It is strictly a temporal 

uncertainty measure, and it is often specified at a given point. Jitter can be measured and char­
acterized in a number of ways and is a zero-mean random variable. The absolute jitter (t111,eJ 
refers to the worst case variation (absolute value) of a clock edge at a given location with respect 

to an ideally periodic reference clock edge. The cycle-to-cycle jitter (T;;iml typically refers to the 
time-varying deviations of a single clock period relative to an ideal reference clock. For a given 

spatial location i, it is given as Tipuer(n) = ticlk,n+l - lc11;.,1 - T CLK~ where tidk,u+J and t1clk.n represent 
the anival time of then + l 1h and the nth clock edges at node i, respectively, and T CLK is the nom­

inal clock period. Under the worst case conditions, the magnitude of the cycle-to-cycle jitter 

equals twice the absolute jitter (2tijim:,). 

Jitter directly impacts the performance of a sequential system. Figure 10-11 shows the 
nominal clock period, as well as the variation in period. Ideally, the clock period starts at edge@ 

and ends at edge®, with a nominal clock period ofTcLK· However, the worst case scenario hap­
pens when the leading edge of the current clock period is delayed by jitter (edge®), while jitter 
causes the leading edge of the next clock period to occur early (edge®). As a result, the total 

time available to complete the operation is reduced by 2rjiii,r in the worst case and is given by 

TcLK-2tjiffer~tc-q+tlogic +tsuor T~tc-q+f1ogic+tsu+2tjiuer (10.5) 

Equation (10.5) illustrates that jitter directly reduces the performance of a sequential circuit. 

Keeping it within strict bounds is essential if one is concerned about performance. 

CLK <DI HQ) 
' 

In REGS 

CLK 

lc-q, lc-q,etl 

tsu. l1iold 
lfiuer 

Combinational 
Logic 

1togic 

tlogic. r:d 

Figure 10-11 Circuit for studying the impact of jitter on performance. 
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The Combined Impact of Skew and Jitter 

In this section, the combined impact of skew and jitter is studied for conventional edge-triggered 

clocking. Consider the sequential circuit shown in Figure 10-14. 
Assume that as a result of the clock distribution. there is a static skew o between the clock 

signals at the two registers (assume that 3 > 0). Furthermore, the two clocks experience a jitter of 
tJiuer· To determine the constraint on the minimum clock period, we must look at the minimum 

available time to perform the required computation. The worst case occurs when the leading 
edge of the cmTent clock period on CLK1 happens late (edge®) and the leading edge of the next 
cycle of CLK2 happens early (edge®). This results in the following constraint: 

T CLK + 8--2tjiller~t<-.-q + t!ogic + fsu 

or (!0.6) 

This equation illustrates that positive skew can provide a performance advantage. On the other 
hand, jitter always has a negative impact on the minimum clock period. L 

To formulate the minimum delay constraint, consider the case in which the leading edge of 

the CLK1 cycle arrives early (edge(!)). and the leading edges the current cycle of CLK2 mTives 
late ( edge ®). The separation between edges (j) and ® should be smaller than the minimum 
delay through the network. This results in 

or 

8 + [hold+ 2t jiu er< f(c- q, cd) + t(logic, cd) 

<D<ll ®@ 
bj ,~-~~~~--~ 0 ( 0 
k T cu, + 8 r-l 

i c-+I F~l r,-,,."-JcLK 11 l 1 CLK1 

:01@ i®@ 

_cL_K2_-=--'""-=H !
1
1wa I ) I • 

(DI@ (z)I@ 

Figure 10-12 Sequence circuit with a negative clock skew (o). 
The skew is assumed to be larger than the jitter. 

(10.7) 

1This analysi.~ is definitely for rhe worsr case. It assumes that tlle jiu er values at the source and the destination nodes arc inde­
pendent statistical variables. In reality, the clock edges involved in the hold-time analysis are derived from !he same clock 
edge and are statistically dependent. Taking this dependence into account reduces the timing constraint,; substantially. 
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© Power Supply 

Q) Temperature 
Q) Coupling ro Adjacent Lines 

(D Clock Generation 

Figure 10-13 Skew and jitter sources in synchronous clock distribution. 

This relation indicates that the acceptable skew is reduced by the jitter of the two signals. 
Now consider the case in which the skew is negative (8 < 0)~ as shown in Figure 10-12. 

Assume that lol > tjiua· It can be verified that the worst case timing is exactly the same as in the 
previous anaJysis. with O ta1cing a negative value. That is, negative skew reduces performance. 

10.3.2 Sources of Skew and Jitter 

A perfect clock is defined as a periodic signal that simultaneously uiggers various memory ele­
ments on the chip. However, due to a variety of process and environmental variations, clocks are 

not ideal. To illustrate the sources of skew and jitter, consider a simplistic view of a typical clock 

generation and distribution network, as shown in Figure 10-13. A high-frequency clock is either 

provided from off chip or generated on chip. From a central point, the clock is distributed using 
multiple matched paths to low-level sequential elements. In this picture, two paths are shown. 

The clock paths include the wiring and the associated distributed buffers required to drive inter­

connect and loads. A key point to realize in clock distribution is that the absolute delay through 
a clock distribution path is not important; what matters is the relative arrival time at the regis­

ter points at the end of each path. It is perfectly acceptable for the clock signal to take multiple 

cycles to get from a central distribution point to a low-level register as long as all clocks arrive at 

the same time at all the registers on the chip. 

There are many reasons why the two parallel paths don't result in exactly the same delay. 

The sources of clock uncertainty can be classified in several ways. First, errors can be divided 

into two categories: systematic and random. Systematic errors are nominally identical from chip 

to chip and are predictable (for instance, variation in total load capacitance of each clock path). 

In principle, such errors can be modeled and corrected at design time, given sufficiently good 

models and simulators. Short of that, systematic enors can be deduced from measurements over 

a set of chips, and the design can be adjusted to compensate. Random errors are due to manufac­

turing variations that are difficult to model and eliminate (for instance, dopant fluctuations that 

result in threshold variations). 

ft.1ismatches may also be characterized as static or time varying. In practice, a continuum 

exists between changes that are slower than the time constant of interest and those that are faster. 

For example, temperature gradients on a chip vary on a millisecond time scale. A clock network 
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Figure 10-14 Sequential circuit to study the impact of skew and jitter 
on edge-triggered systems. In this example, a positive st,ew(6) is assumed. 
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tuned by a one-time calibration is vulnerable to the time-varying mismatch caused by the vary­
ing the1mal gradients. On the other hand, thermal changes appear essentially static to a feedback 
network with a bandwidth of several megahertz. Another example is fielded by power-supply 
noise. The clock net is usually by far the largest signal net on the chip, and simultaneous transi­

tions on the clock drivers induce noise in the power supply. This high-speed effect does not cre­
ate a time-varying mismatch, because it is the same at every clock cycle and affects each rising 
clock edge the same way. Of course, this power-supply glitch may still cause static mismatch if 
it is not the same throughout the chip. The various sources of skew and jitter introduced in 

Figure 10-13 are desciibed and characterized in detail in the sections that follow. 

Clock-Signal Generation (1) 

The generation of the clock signal itself causes jitter. A typical on-chip clock generator, as 

described at the end of this chapter, takes a low-frequency reference clock signal and produces a 
high-frequency global reference for the processor. The core of such a generator is a voltage­
controlled oscillator (VCO). This is an analog circuit, sensitive to intrinsic device noise and 
power-supply variations. A major problem is the coupling from the sunounding noisy digital cir­

cuitry through the substrate. This is especially a problem in modern fabrication processes that 

use a lightly doped epitaxy on the heavily doped substrate (to combat latch up). This causes sub­
strate noise to travel over large distances on the chip [ManeatisOO]. These noise sources cause 
temporal variations in the clock signal that propagate unfiltered through the clock drivers to the 

flip-flops, and result in cycle-to-cycle clock-pe1iod vmiations. 

Manufacturing Device Variations (2) 

Distributed buffers are lntegral components of the clock distribution networks. They are required 

to drive both the register loads and the global and local interconnects. The matching of devices in 
the buffers along multiple clock paths is critical to minimizing timing uncertainty. Unfortunately, 
as a result of process variations. device parameters in the buffers vary along different paths> result­
ing in static skew. There are many sources of variations that contribute, such as. oxide variations 
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(which affect the gain and threshold), dopant variations, and lateral dimension (width and length) 
variations. The doping variations can affect the depth of junction and dopant profiles and cause 
electrical parameters (such as device threshold and parasitic capacitances) to vary. 

The orientation of polysilicon also can have some impact on the device parameters. Keep­
ing the orientation the same across the chip for the clock drivers is therefore critical. Variation in 
the polysilicon critical dimension is particularly important, because it translates directly into 
MOS transistor channel length, impacting the drive cmTent and switching characteristics. Spatial 
variation usually consists of a wafer-level (or within-wafer) variation and a die-level (or wlthin­
die) variation. At least part of this variation is systematic and therefore can be modeled and com­
pensated for. The random variations, however, ultimately limit the matching and lower bound of 
the skew that can be achieved. 

Interconnect Variations (3) 

Vertical and lateral dimension variations cause the interconnect capacitance and resistance to 
vary across a chip. Since this variation is static, it causes skew between different paths. One 
important source of interconnect variation is the Inter-layer Dielectric (JLD) thickness variation. 
In the formation of aluminum interconnect, layers of silicon dioxide are interposed between lay­
ers of patterned metallization. Oxide is deposited over a layer of patterned metal features, gener­
ally resulting in some remaining step height or surface topography. Chemical-mechanical 

polishing (CMP) is used to "planarlze" the smface and remove the topography resulting from 
deposition and etch (as described in Chapter 3 and shown in Figure I0-l5a). While at the fea­
ture scale (i.e., over an individual metal line), CMP can achieve excellent planarity, there are 
limitations on it over a global range. This is due primarily to variations in the polish rate, which 
is a function of the circuit layout density and pattern effects. Figure I0-15b shows this effect­
the polish rate is higher for the lower-spatial-density region, resulting in a smaller dielectric 
thickness and higher capacitance. 

The assessment and control of variation is of critical importance in semiconductor process 
development and manufacturing. Significant advances have been made to develop analytical 

p 1 = low p 2 = high 

t - tl _J'L...ft._, _J\JUL 
Oxide OD~Metal 0 0 

l -· 111111 11111 t = t2 

I I .~ 
D 0 non - II II ... 

I 
t = t3 ........ " " ... 

I I D D ODO 
(a) Ideally (b) In reality 

Figure 10-15 Inter-level Dielectric (ILD) thickness variation due to density 
(Courtesy of Duane Boning.). 
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models for estimating the ILD thickness variations. based on spatial density. Since this compo­
nent is often predictable from the layout, it is possible to actually correct for the systematic com­
ponent at design time (e.g.~ by adding appropriate delays or making the density uniform by 
adding "dummy fills"). Figure l 0-16 shows the spatial pattern density and ILD thickness for a 

" 
". 
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' .,, 
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Figure 10-16 Pattern density and ILD thickness variation for a high-performance 
microprocessor. (Courtesy of Duane Boning) 
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high-perfonnance microprocessor. The graphs shovl a clear correlation between the density and 

the thickness of the dielectric. Hence, clock distribution networks must exploit such information 

in order to reduce clock skew. 
Other interconnect variations include deviations in the width of the wires and line spacing, 

which result from photolithography and etch dependencies. At the lower levels of the metalliza­

tion hierarchy, lithographic effects are more important, while etch effects that depend on width 

and layout are dominant at the higher levels. The width is a critical parameter because it directly 

impacts the resistance of the line, and the wire spacing affects the wire-to-wire capacitance. A 
detailed review of device and interconnect variations is presented in [BoningOO]. Recent proces­

sors use copper interconnects, in which line thickness variations are also seen to be highly pat­

tern dependent due to CMP dishing and erosion effects [ParkOO]. 

Environmental Variations (4 and 5) 

Environmental variations probably are the most significant contributors to skew and jitter. The 

two major sources of environmental variations are temperature and power supply. Temperature 

gradients across the chip result from variations in power dissipation across the die. These gradi­

ents can be quite large, as shown in Figure 10-17, which displays a snapshot of the surface tem­

perature of the DEC 21064 microprocessor. Temperature variation has become an important 

issue with clock gating, where some parts of the chip may be idle, while other parts of the chip 

are fully active. Clock gating has become popular in recent years as a means to minimize power 

dissipation in idle modules (as described in a later section). Shutting off parts of the chip leads to 

large temperature variations. Since the device parameters (such as threshold and mobility) 

depend strongly on temperature, the buffer delay for a clock distribution network can vary dras­

tically from path to path. More importantly, this component is time varying, since the tempera­

ture changes as the logic activity of the circuit varies. Hence, it is not sufficient to simulate the 

clock networks at worst case corners of temperature; instead, the worst case variation in temper­

ature must be simulated. An interesting question is whether temperature variation contributes to 

skew or to jitter. Clearly, the difference in temperature is time varying. but the changes are rela-

Figure 10-17 Temperature variation (snapshot) over DEC 21064 microprocessor. 
The highest temperature occurs at the central clock driver [HerrickOO]. 
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tively slow (typical time constants for temperature changes are on the order of milliseconds). 
Therefore, it is usually considered as a skew component and the worst case conditions are used. 
Fortunately, by using feedback, it is possible to calibrate the temperature and to compensate for 

this effect. 
Power-supply vadations, on the other hand, are the major source of jitter in clock distribu­

tion networks. The delay through buffers is a very strong function of power supply, as it directly 

affects the drive of the u·ansistors. As with temperature, the power-supply voltage is a strong 

function of the switching activity. Therefore, the buffer delay varies strongly from path to path. 
Power-supply variations can be classified into slow- (or static) and high-frequency variations. 

Static power-supply variations may result from fixed cmTents drawn from various modules, 
while high-frequency variations result from instantaneous IR drops along the power grid due to 

fluctuations in switching activity. Inductive effects on the power supply also are a major concern 
since they cause voltage fluctuations. Again, clock gating has exacerbated this problem, because 
the logic transitions between the idle and active states can cause major changes in current drawn 
from the supply. Since the power supply can change rapidly, the period of the clock signal is 
modulated on a cycle-by-cycle basis, resulting in jitter. The jitter on two different clock points 

may be correlated or uncoITelated. depending on how the power network is configured and the 
profile of switching patterns. Unfo11unately, high-frequency power-supply changes are difficult 

to compensate for, even with feedback techniques. Consequently, power-supply noise funda­
mentally limits the performance of clock networks. To minimize power-supply variations. 
high-performance designs add decoupling capacitance around major clock drivers. 

Capacitive Coupling ( 6 and 7) 

Changes in capacitive load also contribute to timing unce1tainty. There are two major sources of 
capacitive-load variations: coupling between the clock lines and adjacent signal wires, and vari­
ation in gate capacitance. The clock network includes both the interconnect and the gate capaci­
tance of latches and registers. Any coupling between the clock wire and adjacent signal results in 

timing uncertainty. Since the adjacent slgnal can transition in arbitrary directions and at arbitrary 
times, the exact coupling to the clock network is not fixed from cycle to cycle, causing jitter. 
Another major source of clock uncertainty is the variation in the gate capacitance contributed by 
the connecting sequential elements. The load capacitance is highly nonlinear and depends on the 
applied voltage. For many latches and registers, the clock load is a function of the current state 

of the latch/register (i.e., the values stored on the internal nodes of the circuit), as well as the 
next state. This causes the delay ti1rough the clock buffers to vary from cycle to cycle, which 

causes jitter. 

Example 10.2 Data-Dependent Clock Jitter 

Consider the circuit shown in Figure 10-18, where a minimum-sized local clock buffer 
drives a register. (Actually, each clock buffer drives four registers, though only one is 
shown here.) The simulation shows CKb, the output of the first inverter for four possible 
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Figure 10-18 Impact of data-dependent clock load on clockjitterfortransmission­
gate register. 

0.4 

transitions (0 ~ 0, 0 ~ 1, 1 ~ 0 and I ~ 1). The jitter on the clock based on data-depen­
dent capacitance is illustrated. In general, the only way to deal with this problem is to use 
registers that do not exhibit a large variation in load as a function of data-for example. 
the differential sense-amplifier register shown in Chapter 7. 

10.3.3 Clock-Distribution Techniques 

It is clear from the previous discussion that clock skew and jitter are major issues in digital cir­
cuits, and can fundamentally limit the perfonnance of a digital system. It is therefore necessary 
to design a clock network that minimizes both. While designing that clock network, a close eye 
should be kept on the associated power dissipation. In most high-speed digital processors, a 
majority of the power is dissipated in the clock network. To reduce power dissipation, clock net­
works must support clock conditioning-that is, the ability to shut down parts of the clock net­
work. Unfortunately, clock gating results in additional clock uncertainty (as described earlier). 

In this section, an overview of basic constructs in high-performance clock distribution 
techniques is presented, along with a case study of clock distribution in the Alpha microproces­
sors. There are many degrees of freedom in the design of a clock network, including the type of 
material used for wires, the basic topology and hierarchy, the sizing of wires and buffers, the rise 
and fall times, and the partitioning of load capacitances. 

Fabrics for Clocking 

Clock networks typically include a network that is used to distribute a global reference to vari­
ous parts of the chip, and a final stage that is responsible for local distribution of the clock 
while considering the local load variations. Most clock distribution schemes exploit the fact that 
the absolute delay from a central clock source to the clocking elements is irrelevant-only the 
relative phase between two clocking points is important. Therefore, one common approach to 
distributing a clock is to use balanced paths (called trees). 
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I Pi CLK 

Figure 10-19 Example of an H-tree clock-distribution network for 16 leaf nodes. 

The most common type of clock distribution scheme is the H-tree network. which is illus­
trated in Figure I 0- I 9 for a 4 x 4 processor array. The clock is first routed to a central point on 

the chip. Balanced paths that include both matched interconnect and buffers then distribute the 
reference to the various leaf nodes. Ideally, if each path is perfectly balanced, the clock skew is 
zero. Although it might take multiple clock cycles for a signal to propagate from the central 
point to each leaf node, the arrival times are identical at every leaf node. However, in reality, pro­
cess and environmental variations cause clock skew and jitter to occur. 

The H-tree configuration is particularly useful for regular array networks in which all 

elements are identical and the clock can be distributed as a binary tree (for example, arrays of 
identical tiled processors). The concept can be generaHzed to a more generic setting. The more 
general approach, referred to as matched RC trees, represents a floor plan that distributes the 
clock signal so that the interconnections carrying the clock signals to the functional subblocks 
are of equal length. That is, the general approach does not rely on a regular physical structure. 

An example of a matched RC is shown in Figure 10-20. The chip is partitioned into 10 bal­
anced load segments (tiles). The global clock driver distributes the clock to the tile drivers 
located at the dots in the figure. A lower level RC-matched tree is used to drive 580 additional 
drivers inside each tile. A 3D visualization of the clock delay in a tree net\vork is shown in 
Figure I0-21. 

An alternative clock distribution approach is the grid structure of Figure I0-22 [BaileyOO]. 
Grids typically are used in the final stage of a clock network to distribute the clock to the clock­

ing element loads. This approach is fundamentally different from the balanced RC approach. 
The main difference is that the delay from the final driver to each load is not matched. Rather, 

the absolute delay is minimized, assuming that the grid size is small. A major advantage of such 
a grid structure is that it allows for late design changes, since the dock is easily accessible at var­
ious points on the die. Unfortunately, the penalty is a relatively large power dissipation since the 
structure has a lot of "excess" interconnect. In addition to the schemes described earlier. other 

approaches have been devised for clock distribution. The length-matched serpentine approach is 
just one of them [Young97). 
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.. ~ 

Figure 10-20 An example RC-matched distribution for an IBM 
microprocessor [Restle98]. 

(a) (b) 

Figure 10-21 Visualization of clock delay in a tree network driving different loads. The X- and Y­
axes represent the die, while the Z-axis represents the clock delay. The width of the lines is pro­
portional to the designed wire width. The unbalanced load creates a large skew, as is clear in (a). 
By careful tuning of the wire widths, the load is balanced, minimizing the skew, as shown in (b) 
[Restle01]. See also Colorplate 9. 

 
 

Dell Ex. 1025
Page 353



r 
I 

10.3 Synchronous Design-An In-Depth Perspective 

Driver 
t -• I 

I 

'' 

' '' ' . ' '' . 
' 

1' . f'' ~ ~ 

I Driver I 

tGCLK 

Figure 10-22 Grid structures allow a low skew distribution and 
physical design flexibility at the cost of power dissipation [BaileyOO]. 

511 

It is essential to consider clock distribution in the earlier phases of the design of a complex 
circuit, since it might influence the shape and form of the chip's floor plan. It is tempting for a 
designer to ignore the clock network in the early phases of a project and consider it only at the 
end of the design cycle, when most of the chip layout is already frozen. This results in unwieldy 
clock networks and multiple timing constraints that hamper the performance and operation of 

the final circuit. With careful planning, a designer can avoid many of these problems, and clock 
distribution becomes a manageable operation. 

Clocli Distribution Crum Study~The Digital Alpha Microprocessors. . . 

In this section, the clock distribution strategies for three generations of the Alpha microprocessor are dis­
cussed in detail. These processors have always been at the cutting edge of the technology and therefore rep­
resent an interesting perspective on the evolution of dock distribution [HerrickOG]. 

The Alpha 21064 Processor-The first-generation Alpha microprocessor (21064 or EV4) from 
Digital Equipment Corporation used a single global clock driver [Dobberpuhl92). The distribution of dock 
load capacitance among various functional blocks is shown in Figure 10-23. The total clock load equals 
3.25 nF! The processor uses a single-phase clock methodology. and the 200-MHz clock is fed to a binary 
tree with five levels of buffering. The inputs to the clock drivers are shorted to smooth out the asymmetry in 
the incoming signals. The final output stage, residing in the middle of the chip, drives the clock net. The 
clock driver and the associated pre-drivers account for 40% of the effective switched capacitance (12.5 nF), 
resulting in significant power dissipation. The overall width of the clock driver was on the order of 35 cm in 
a 0.75-µm technology. A detailed clock skew simulation with process variations indicates that a clock 
uncertainty of less than 200 ps ( < 10%) was achieved. 

The Alpha 21164 Processor-The second-generation Alpha microprocessor (EV5) operates at a 
clock frequency of 300 Mhz while using 9.3 million transistors on a 16.5 mm. x l&.l mm die in a 0.5-.um 
CMOS technology [BowhHl95]. A single-phase clocking methodology was selected, and the design made 
extensive use of dynamic logic, resulting in a substantial clock load of 3.75 nF. The clock distribution sys­
tem consumes 20 W, which is 40% of the total dissipation of the processor. 
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Figure 10-23 Distribution of clock load capacitance for the 21064 Alpha processor. 

The incoming clock signal is first routed through a single si.x-stage buffer placed at the center of 
the chip. The resulting signal is distributed in metal-3 to the left and right banks of final clock dftvers, 
positioned between the secondary cache memory and the outside edge of the execution unit {see 
Figure 10-24a). The produced dock signal is driven onto a grid of metal-3 and metaJ-4 wires. The equiva­
lent transistor width of the final driver inverter equals 58 cm! To ensure the integrity of the clock grid 
across the chip, the grid was extracted from the layout, and the resulting RC-network was. simulated. A 

Clock driver 

(a) Chip microphotogrnph, showing position­
ing of clock drivers, 

(b) Clock skew simulation. 

Figure 10-24 Clock distribution and skew in a 300-MHz microprocessor. 
(Courtesy of Digital Equipment Corporation.) 
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three-dimensional representation of the simulation results is plotted in Figure l0-24b. As evident from lhe 
plot, the skew is zero at the output of the left and right drivers. The maximum value of the absolute skew 
is smal1er than 90 ps. The critical instruction and execution units all see lhe clock within 65 ps. 

Clock skew and race problems were addressed using a "mix-and-match" approach. The clock skew 
problems were eliminated by either routing the clock in the opposite direction of rhe data (at a small cost in 
tenns of performance) or by ensuring that the data could not overtake the clock. A standardized library of 
leve1-sensitive transmission-gate latches was used for the complete chip. To avoid race-through conditions, 
the following design guidelines were used: 

• Careful sizing of the local clock buffers were carefully sized so that their skew was minimal. 
• At lenst one gate had to be inserted between connecting latches. This gate, which can be part of the 

logic function or just a simple inverter, ensures was a minimum contamination delay. Special design 
verification tools were developed to guarantee that this rule was obeyed over the complete chip. 

To improve the interlayer dielectric uniformity, filler polygons were inserted between widely spaced lines, 
as shown in Figure 10-25. Though this may increase the capacitance to nearby signal Jines. the improved 
uniformity results in lower variation and clock uncertainty. The dummy fills are automatically inserted, and 
tied to one of the power rails (V DD or GND). Dummy insertion is required today to equalize the etch-away 
of CMP (Chapter 3). This technique is used in many of today's processes for controlling the clock skew. 

This example demonstrates that managing clock skew an.d clock distribution for large, high-perfor­
mance synchronous designs is a feasible task. However, making such a circuit work in a reliable way 
requires careful planning and intensive analysis. 

The Alpha 21264 Processor-A hierarchical clocking scheme is used in the 600-Mhz Alpha 21264 
(EV6) processor (in 0.35-;tm CMOS). shown in Figure 10-26 [Bailey98]. The choice of a hierarchical 
clocking scheme for this processor is a major departure from the preceding processors, which did not have 

Figure 10-25 Dummy fills reduce the ILD variation and improve clock skew. 
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Figure 1 ()..26 Clock hierarchy for the Alpha 21264 Processor. 

a hierarchy of docks beyond the global clock grid. Using a hierarchical clocking approach enables trade­
offs between power and skew management. Power is reduced, because the docking networks for individual 
blocks can be gated. As seen in previous-generation microprocessors, the dock pO\i,ter contributes to a large 
fraction of overall power consumption. Also, the flexibility of having local clocks provides the designers 
with more freedom with respect to circuit styles at the module leveL The drawback of using a hierarchicai 
clock net\vork is that skew reduction becomes more difficult. Clocks to various local reglsters may go 
through very different paths, which may contribute to the skew. However, by uslng timing verification 
tools, the skew can be managed by tweaking of the clock drivers. 

The clock hierarchy consists of a global clock grid, called GCLK, that covers the entire die, State 
elements and clocking points exist from zero to height levels past GCLK. The on-chip _generated clock is 
routed to the center of the die and distributed using tree structures. to 16 distributed clock drivers (see Figure 
I0-27). The global clock distribution network utilizes a windowpane configuration, which achieves low 
skew by dividing the clock into four regions, \Vhich reduces the distance from the drivers to the loads. Each 
grid pane is driven from four sides, reducing the dependence on process variations. This also helps the 
power supply and thermal problems, as the drivers are distributed through the -chip. 

The use of a gridded clock has the advantage of reducing the clock skew, while providing universal 
availability of the clock signals. The drawback ls the increased capacitance of GCLK, compared with a tree­
distribution approach. In addition to the GCLK. at the next level of clock hierarchy, there is a major clock 
grid. The major clocks were introduced to reduce power: They have localized loads, and they can be sized 
appropriately to meet the skew and edge requirements for the local loading conditions at timing~criticai 
units. 

The lowest level in this hierarchy is formed by the local clocks, which are generated as needed from 
any other clock. Typically, they can be customized to meet local timing constraints. The local clocks pro­
vide great flexibility in the design of the logic blocks, but at the same time make it significantly more diffi­
cult to manage skew. Furthennore, the local clocks are more susceptible to coupHng from data Hnes, 
because they are not shielded like the global gridded clocks. As a result, the local clock distribution is 
highly dependent on its local interconnection and thus has to be designed very carefoHy. 
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Figure 10-27 Global clock distribution network in a windowpane structure. 
Pane structure (a): clock skew distribution over die (b). 

1111 

From the preceding discussions. some useful guidelines for reducing dock skew and jitter can be derived: 

1. To minimize skew, balance clock paths from a central distribution source to individual clocking ele­
ments, using H-tree structures or more generally routed matched-tree structures. \Vhen using routed 
clock trees, tl1e effective clock load of each path that includes wiring as well as transistor loads must 
be equalized. 

2. The use of local clock grids {instead of routed trees) can reduce skew at the cost of increased capac­
itive load and power dissipation. 

3. If data-dependent clock load variations cause significant jitter, differential registers that have a data­
independent clock load should be used. The use of gated clocks to save power results in a data­
dependent clock load and increased jittei: In clock networks where the fixed load is large (e.g., in 
dock grids), the data-dependent variation might not be significant. 

4. If data flow in one direction, route the data and the clock in opposite directions. This eliminates 
races at the cost of performance. 

5. Avoid data-dependent noise by shielding clock wires from adjacent signal wires. By placing power 
lines (V DD or GND) next to the clock wires, coupling from neighboring signal net.."> can be minimized 
or avoided. 

6. Variations in interconnect capacitance due to interlayer dielectric thickness variacion can be greatly 
reduced through the use of dummy fills. Dummy fills are very common and reduce skew by increas­
ing uniformity. Systematic variations should be modeled and compensated for. 

7. Variation in chip temperature across the die causes variations in clock buffer delay. The use of feed­
back circuits based on delay-locked loops, discussed later in this chapter, can compensale for tem­
perature variations. 

8. Power-supply variation is a significant component of jitter, as it impacts the cycle-to-cycle delay 
through clock buffers. High-frequency power-supply variation can be reduced by adding on-chip 
decoupling capacitors. Unfortunately, decoupling capacitors require a significant amount of area, 
and efficient packaging solutions must be leveraged in order to reduce chip area. 11 
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10.3.4 Latch-Based Clocking* 

The use of registers in a sequential circuit translates into a robust, reliable design methodology. 

Yet there are significant performance advantages to be made through the use of a latch-based 

design style, in which combinational logic is separated by transparent Jatches. In an edge-trig­

gered system, the worst case logic path between two registers determines the minimum clock 

period for tl1e entire system. lf a logic block finishes before the end of the clock period, it has to 

sit idle until the next clock edge. The use of a latch-based methodology enables more flexible 

timing by allowing one stage to pass slack or to borrow time from other stages. The added flexi­

bility also increases overall performance. Note that the latch-based methodology can be thought 

of as adding logic between latches of master-slave flip-flops. 

Consider the latch-based system of Figure 10-28, which uses a two-phase clocking 

scheme. Assume that the clocks are ideal and that the two clocks are inverted versions of each 

other (for the sake of simplicity). In this configuration, a stable input is available to the combina­

tional logic block A (CLB_A) on the falling edge of CLK1 (at edge@). It has a maximum time 

equal to the TcLK/2 to evaluate-that is, the entire low phase of CLK1. On the falling edge of 
CLK2 (at edge@), the output CLB_A is latched, and the computation of CLK_B is launched. 

CLB _B computes on the low phase of CLK2, and the output is available on the falling edge of 

CLK1 (at edge@). From a timing perspective. this scenario appears to be equivalent to an edge­

triggered system, \Vhere CLB_A. and CLB_B are cascaded between two edge-triggered registers 

(see Figure I0-29). In both cases, it appears that the time available to perform the combination 

of CLB_A and CLB_B is TcLK· 
However, there is an important performance-related difference. In a latch-based system, it 

is possible for a logic block to utilize time that is left over from the previous logic block. This 

phenomenon, which results from the transparency of a latch du1ing its on time. is referred to as 

slack honvwing [Bemstein98]. It requires no explicit design changes, as the passing of siack 

L2 

tpd,C 
D Q 

t 
CLK, CLK1 CLK2 

TcLK 
~ ~ 

CLK1 I® ~,! compute ®I 
CLB_A /i® 

launch A launch C 

CL/(2 
launch ,1 compute 

CLB B 

Figure 10-28 Latch-based design in which transparent latches are separated by 
combinational logic. 
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Figure 10-29 Edge-triggered pipeline (back-to-back latches for edge-triggered registers) 
of the logic in Figure 10-28. 

from one block to the next is automatic. The key advantage of slack borrowing is that it allows 
logic between cycle boundaries to use more than one clock cycle while satisfying the overall 
cycle time constraint. Stated in another way. if the sequential system works at a particular clock 
rate, and the total logic delay for a complete cycle is larger than the clock period, then unused 
time, or slack, has been implicitly borrowed from preceding stages. Formally stated, slack pass­
ing has taken place if TcLK < tpd,,t + tpd.B• and the Jogic functions correctly (for simplicity, the 
delay associated with latches are ignored). This implies that the clock rate can be higher than the 
worst case critical path! 

As mentioned earlier, slack passing results from the level-sensitive nature of the latches. In 
Figure 10-28, the input to CLB_A must be valid by the falling edge of CLK1 (edge®). What hap­
pens if the combinational logic block of the previous stage finishes early and has a valid input 
data for CLB_A before edge®? Since the latch is transparent during the entire high phase of the 
clock, the input data for CLB_A are valid as soon as the previous stage has finished computing. 
This implies that the maximum time available for CLB_A is its phase time (i.e., the low phase of 
CLK1) plus any time left from the previous computation. 

Consider the latch-based system of Figure 10-30. In this example, signal a (input to 
CLB_A) is valid well before edge®. This implies that the previous block did not use its entire 
allotment, producing slack time as denoted by the shaded area. By construction, CLB_A can start 
computing as soon as signal a becomes valid. It uses this slack time to finish well before its allo­
cated time (edge ®). Since L2 is a transparent latch, valid on the high phase of CLK2, CLB_B 
starts to compute using the slack provided by CLB_A. Again, CLB_B completes before its allo­
cated time (edge©), and it passes a small amount of slack to the next cycle. As this picture indi­
cates, the total cycle delay-that is, the sum of the delay for CLB_A and CLB_B-is larger than 
the clock period. Since the pipeline behaves correctly, slack passing has taken place and a higher 
through-put has been achieved. 

An important question related to slack passing involves to the maximum possible siack 
that can be passed across cycle boundaries. In Figure 10-30, it is easy to see that the earliest time 
that CLB_A can start computing is <D. This happens if the previous logic block did not use any 
of its allocated time (CLK1 high phase) or if it finished by using slack from previous stages. 
Therefore, the maximum time that can be borrowed from the previous stage is ha)f of a 
cycle or T CLK/2. Similarly, CLB _B must finish its operation by edge ©. This implies that 
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Figure 1 0-30 Example of slack borrowing. 

the maximum logic cycle delay is equal to 1.5 x T CLK· However. note that for an n-stage 
pipeline, the overall logic delay cannot exceed the time available of n x TcLK· 

Example 10.3 Slack-Passing Example 

First, consider the negative edge-triggered pipeline of Figure I0-31. Assume that the pri­
mary input /11 is valid slightly after the rising edge of the clock. We can derive that the 
minimum clock period required is 125 ns. The latency is two clock cycles. (Actually, the 
output is valid 2.5 cycles after the input settles.) Note that for the first pipeline stage, one­
half cycle is wasted, as the input data are available only to CL1 after the falling edge of the 
clock. This time can be exploited in a latch-based system. 

Figure I0-32 shows a latch-based version of the same circuit. As the timing indi­
cates, exactly the same timing can be achieved with a clock period of 100 ns. This is 
enabled by slack b01Towing between the logical partJtions. 

I~ a CL, b CL, c ~ CL3 e CL4~ut 

iD Q 75ns 50ns If 75ns 50ns! If 
CLK CLK CLK 

Figure 10-31 Conventional edge-triggered pipeline. 
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Figure 10-32 Latch-based pipeline. 

If slack passing or borrowing intrigues you, we refer you to [Bemstein98], which presents 

an excelient quantitative analysis of this attractive, yet challenging, approach. 

10-4 Self-Timed Circuit Design* 

10.4.1 Self-Timed Logic-An Asynchronous Technique 

The synchronous design approach advocated in the previous sections assumes that all circuit 
events are orchestrated by a central clock. Those clocks have a dual function: 

• They ensure that the physical timing constraints are met. The next clock cycle can start 

only when all Jogic transitions have settled and the system has come to a steady state. This 

ensures that only legal logical values are applied in the next round of computation. In 

short, clocks account for the worst case delays of logic gates, sequential logic elements, 

and the wiring. 
• Clock events serve as a logical ordering mechanism for the global system events. A clock 

provides a time base that determines what will happen and when. On every clock transi­

tion. a number of operations are initiated that change the state of the sequential network. 

Consider the pipelined datapath of Figure I 0-33. In this circuit, the data transitions through 

logic stages under the command of the clock. The important point is that the dock period is chosen 

to be larger than the worst case delay of each pipeline stage, or T > max (fptll, tp,n• fpt13) + tpd,reg· 

This will ensure satisfaction of the physical constraint. At each dock transition, a new set of inputs 

is sampled, and computation is started again. The throughput of the system-which is equivalent 

to the number of data samples processed per second-is equivalent to the clock rate. The time at 

which to sample a new input and the availability of an output depend upon the logical ordering of 

the system events and clearly are orchestrated by the clock in this example. 
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Figure 10-33 Pipelined, synchronous datapath. 

The synchronous design methodology has some clear advantages. It presents a structured, 

deterministic approach to the problem of choreographing the myriad of events that take place in 

digital designs. The approach taken is to equalize the delays of all operations by making them as 

bad as the worst of the set. The approach is robust and easy to adhere to, which explains its enor­

mous popularity; however, it does have several pitfalls: 

• It assumes that all clock events or timing references happen simultaneously over the com­

plete circuit. This is not the case in reality, because of effects such as clock skew and jitter. 

• As all the docks in a circuit transition at the same time, significant current flows over a 

very short period of time (due to the large capacitance load). This causes significant noise 

problems due to package inductance and power-supply grid resistance. 

• The linking of physical and logical constraints has some obvious effects on the perfor­

mance. For instance, the throughput rate of the pipelined system of Figure 10-33 is 

directly linked to the worst case delay of the slowest element in the pipeline. On average, 

the delay of each pipeline stage is smaller. The same pipeline could support an average 

throughput rate that is substantially higher than the synchronous one. For example, the 

propagation delay of a 16-bit adder is highly data dependent: Adding two 4-bit numbers 

requires a much shorter time compared with adding two 16-bit numbers. 

One way to avoid these problems is to opt for an asynchronous design approach and to 
eliminate all the clocks. Designing a purely asynchronous circuit is a nontrivial and potentially 

hazardous task. Ensuring a correct circuit operation that avoids all potential race conditions 

under any operation condition and input sequence requires a careful timing analysis of the net­

work. In fact, the logical ordering of the events is dictated by the structure of the transistor net­
work and the relative delays of the signals. Enforcing timing constraints by manipulating the 

logic structure and the lengths of the signal paths requires an extensive use of CAD tools and is 

recommended only when strict! y necessary. 

A more reliable and robust technique is the self-timed approach, which presents a local 

solution to the timing problem [Seitz80]. Figure 10-34 uses a pipelined datapath to illustrate 

how this can be accomplished. It is assumed that each combinational function has a means of 

indicating that it has completed a computation for a particular piece of data. The computation of 

a logic block is initiated by asserting a Sta11 signal. The combinational logic block computes on 

the input data, and in a data-dependent fashion (taking the physical constraints into account), 

generates a Done flag once the computation is finished. In addition, the operators must signal 

each other that either they are ready to receive a next input word or they have a legal data word at 
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Figure 10-34 Self-timed, pipelined datapath. 

their outputs that is ready for consumption. This signaling ensures the logical ordering of the 
events and can be achieved with the aid of extra Ack(nowledge) and Req(uest) signals. In the 
cruse of the pipelined datapath, the scenario could proceed as follows: 

1. An input word arrives, and a Req(uest) to the block Fl is raised. If Fl is inactive at the 
time, it transfers the data and acknowledges this fact to the input buffer, whlch can go 
ahead and fetch the next word. 

2. Fl is enabled by raising the Start signal. After a certain amount of time, \Vhich is depen­
dent upon the data values and operating conditions, the Done signal goes high, indicating 
the completion of the computation. 

3. A Req(t1est) is issued to the F2 module. If this function is free, anAck(nowledge) is raised, 
the output value is transferred, and Fl can go ahead with its next computation. 

The self-timed approach effectively separates the physical and logical ordering functions 
implied in circuit timing. The completion signal Done ensures that the physical timing con­
straints are met and that the circuit is in steady state before accepting a new input The logical 
ordering of the operations is ensured by the acknowledge-request scheme_ often called a hand­
shaking protocol. Both interested parties synchronize \Vith each other by mutual agreement ( or, 

if you want, by "shaking hands"). The ordering protocol described previously and implemented 
in the module HS is only one of many that are possible. The choice of protocol is important, 
since it has a profound effect on the circuit performance and robustness. 

When compared with the synchronous approach_ self-timed circuits display some alluring 
properties: 

• In contrast to the global centralized approach of the synchronous methodology, timing sig­
nals are generated locally. which avoids all problems and overheads associated with dis­
tributing high-speed clocks. 

• Separating the physical and logical ordering mechanisms results in a potential increase in 
performance. In synchronous systems, the period of the clock has to be stretched to 
accommodate the slowest path over all possible input sequences. In self-timed systems, a 
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completed data word does not have to wait for the arrival of the next clock edge in order to 

proceed to the subsequent processing stages. Since circuit delays often are dependent on 

the actual data value, a self-timed circuit proceeds at the average speed of the hardware. in 

contrast to the rvorsr case model of synchronous logic. For a ripple-carry adder. the aver­

age length of cany propagation is O(log (N)). This is a fact that can be exploited in self­

timed circuits, while in a synchronous methodology. a worst case perfonnance that varies 

linearly with the number of bits (O(NJ) must be assumed. 

• The automatic shutdown of blocks that are not in use can result in power savings. In addi­

tion, the pmver consumption overhead of generating and distributing high-speed clocks 

can be partially avoided. As discussed earlier, this overhead can be substantial. The use of 

gated clocks in synchronous design yields simHar results. 

• Self-timed circuits are, by namre, robust regarding variations in manufacturing and operat­

ing conditions such as temperature. Synchronous systems are limited by their performance 

at the extremes of the operating conditions. The performance of a self-timed system is 

determined by the actual operating conditions. 

Unfoiiunately, these general properties are not without cost-they come at the expense of 

a substantial circuit-level overhead. which Is caused by the need to generate completion signals 

and the need for handshaking logic that acts as a local traffic agent to order the circuit events 
(see block HS in Figure l0-34). Both of these topics are treated in more detail in the subsequent 

sections. 

10.4.2 Completion-Signal Generation 

A necessary component of self-timed logic is the circuitry to indicate when a particular piece of 

circuitry has completed its operation for the cuITent piece of data. There are two common and 

reliable ways to generate the completion signal. 

Dual-Rail Coding 

One common approach to completion-signal generation is the use of dual-rail coding. It actually 

requires the introduction of redundancy in the data representation in order to signal that a partic­

ular bit is in either a transition or a steady-state mode. Consider the redundant data mode] pre­

sented in Table 10-l. Two bits (BO and B !) are used to represent a single data bit B. For the data 

Table 10-1 Redundant signal representation 
to include transition state. 

B BO B1 

in transition (or reset) 0 0 

0 0 

0 

illegal 
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Figure 10-35 Generation of a completion signal in DCVSL. 
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Done 

to be valid or the computation to be completed, the circuit must be in a legal O (BO= 0, Bl = I) 
or I (BO = I, B 1 = 0) state. The (BO= 0, B 1 = 0) condition signals that the data are nonvalid and 
the circuit is in either a reset or a transition mode. The (BO= I, Bl= l) state is illegal and should 
never occur in an actual circuit. 

A circuit that actually implements such a redundant representation is shown in 
Figure 10-35, which is a dynamic version of the DCVSL logic style where the clock is 
replaced by the Start signal [Heller84]. DCVSL uses a redundant data representation by 
nature of its differential dual-rail structure. \Vhen the Start signal is low, the circuit is pre­
charged by the PMOS transistors, and the output (BO, Bl) goes in the Reset-Transition state 
(0, 0). When the Start signal goes high, signaling the initiation of a computation, the NMOS 
pull-down network evaluates, and one of the precharged nodes is lowered. Either BO or BI­
but never both-goes high, which raises Done and signals the completion of the computation. 

DCVSL is more expensive in terms of area than a nonredundant circuit due to its differen­
tial nature. The completion generation is performed in series with the logic evaluation, and its 
delay adds directly to the total delay of the logic block. The completion signals of all the individ­
ual bits must be combined to generate the compJetion for an N-bit data word. Completion gener­
ation thus comes at the expense of both area and speed. The benefits of the dynamic timing 
generation often justify this overhead. 

Redundant signal representations other than the one presented in Table 10-1 can also be 
envisioned. One essential element is the presence of a transition state denoting that the circuit is 
in evaluation mode and the output data are not valid. 

Example 10.4 Self-Timed Adder Circuit 

An efficient implementation of a self-timed adder circuit is shown in Figure 10-36 
[Abnous93]. A Manchester-carry scheme is used to boost the circuit perf01mance. The 
proposed approach is based on the observation that the circuit delay of an adder is domi­
nated by the carry-propagation path. It is therefore sufficient to use the differential 
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c, 

(a) Differential carry generation 

Vvo 

Done 
.-t-.---

r- c4out 

{b) Completion signal 

Figure 10-36 Manchester-carry scheme with differential signal representation. 

signaling in the carry path only (Figure l0-36a). The completion signal is efficiently 
derived by combining the carry signals of the different stages (Figure I0-36b). This safely 
assumes that the sum generation, which depends upon the arrival of the cmTy signal. is 
faster than the completion generation. The benefit of this approach is that the completion 
generation starts earlier and proceeds. in parallel with sum generation, which reduces the 
critical timing path. All other signals, such as P(ropagate), G(enerate), K(ill), and S(um), 
do not require completion generation and can be implemented in single-ended logic. As 
shown in the circuit schematics, the differential carry paths are virtually identical. The 
only difference is that the G(enerate) signal is replaced by a K/ill). A simple logic analysis 
demonstrates that this indeed results in an inverted carry signal and, hence, a differential 

signaling. 

Replica Delay 

While the dual-rail coding just described allows tracking of the signal statistics, it comes at the 
cost of power dissipation. Every single gate must transition for every new input vector, regard­
less of the value of the data vector. A way to reduce the overhead of completion detection is to 
use a critical-path replica configured as a delay element, as shown in Figure 10-37. To start a 
computation, the Start signal is raised and the computation of the logic network is initiated. At 
the same time, the start signal is fed into the replica delay line, which tracks the critical path of 

l 
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Figure 10-37 Completion-signal generation using delay module. 

the logic network. It is important that the replica is structured such that no glitching transitions 
occur. When the output of the delay line makes a transition, it indicates that the logic is complete 
as the delay line mimics the critical path. In general, it is important to add extra padding in the 
delay line in order to compensate for possible random process variations. 

The advantage of this approach is that the logic can be implemented using a standard non­
redundant circuit style, such as complementary CMOS. Also, if multiple logic units are comput­
ing in parallel, it is possible to amortize the overhead of the delay line over multiple blocks. Note 
that this approach generates the completion signal after a time equal to the worst case delay 
through the network. As a result. it does not exploit the statistical properties of the incoming 
data. However, 1t can track the local effects of process variations and environmental variations 
(e.g., temperature or power-supply variations). This approach is widely used to generate the 
internal timing of semiconductor memories where self-timing is a commonly used technique. 

Example 10.5 An Alternate Completion Detection Circuit Using Current Sensing 

Ideally, logic should be implemented using nonredundant CMOS (e.g., static CMOS), and 
the completion signal circuiu-y should track data dependencies. Figure l0-38 shows an 
approach that attempts to realize this principle [Dean94 ]. A current sensor is inserted in 
series with the combinational logic, and it monitors the current flowing through the logic. 
The cunent sensor outputs a low value when no current flows through the logic (ie .• the 
Jogic is idle) and a high value when the combinational logic is switching. This signal 

lnpurs 

21 
-~I 
0 

"' "5 

.5 Start _ .... .L.C::...J 

Static CMOS Logic 

Current Sensor 

Min Delay Generator 

S!art 

Output 

Done 

B ___A ~J'-f--
-k--tMDG 

D011e~ 

Output ~ 

Figure 10-38 Completion-signal generation using current sensing. 
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effectively detennines when the logic has completed its cycle. Note that this approach 
tracks data-dependent computation times-if only the lower order bits of an adder switch, 
current will stop flowing once the lower order bits switch to the final value. If the input 
data vector does not provoke any change in the logic from one cycle to the next. no current 
is drawn from the supply for static CMOS logic. In this case, a delay element that tracks 
the minimum delay through the logic and cutTent sensor is used for signal completion. The 

outputs of the current sensor and minimum delay element are then combined. 
This approach is interesting, but requires careful analog design. Ensuring reliability 

while keeping the overhead circuitry small is the main challenge. These concerns have 

kept the applicability of the approach very limited, despite its obvious potential. 

10.4.3 Self-Timed Signaling 

Besides the generation of the completion signals, a self-timed approach also requires a hand­
shaking protocol to logically order the circuit events in order to avoid races and hazards. The 
functionality of the signaling (or handshaking) logic is illustrated by the example of Figure I0-
39, which shows a sender module transmitting data to a receiver [Sutherland89]. The sender 

places the data value on the data bus © and produces an event on the Req control signal by 
changing the polarity of the signal @. In some cases, the request event is a rising transition; at 
other times. it is a falling one-the protocol described here does not distinguish between them. 
Upon receiving the request, the receiver accepts the data when possible and produces an event 
on the Ack signal to indicate that the data have been accepted ®. If the receiver is busy or its 
input buffer is full, no Ack event is generated, and the transmitter is stalled until the receiver 
becomes available by, for instance, freeing space in the input buffer. Once the Ack event is pro­

duced, the transmitter goes ahead and produces the next data word ©. The four events-data 
change, request, data acceptance, and acknowledge-proceed in a cyclic order. Successive 
cycles may take different amounts of time, depending on the time it takes to produce or consume 

the data. 
This is called the two-phase p1vtocol, since only two phases of operation can be distin­

guished for each data transmission-the active cycle of the sender and the active cycle of the 
receiver. Both phases are terminated by certain events. The Req event terminates the active cycle 
of the sender, while the receiver's cycle is completed by the Ack event. The sender is free to 

change the data during its active cycle. Once the Req event is generated, it has to keep the data 

constant as long as the receiver is active. The receiver can only accept data during its active cycle. 
The correct operation of the sender-receiver system requires a strict ordering of the signal­

ing events, as indicated by the arrows in Figure !0-39. Imposing this order is the task of the 
handshaking logic, which, in a sense, performs logic manipulations on events. An essential com­
ponent of virtually any handshaking module is the lv!uller C-element. This gate, whose sche­

matic symbol and truth table are given in Figure 10-40, perf01ms an AND-operation on events. 
The output of the C-element is a copy of its inputs when both inputs are identical. When the 
inputs differ, the output retains its previous value. Phrased in a different \Vay, events must occur 
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Figure 10-39 Two-phase handshaking protocol. 
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Figure 10-40 Muller C-element. 
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Figure 10-41 Implementations of a Muller C-elemenl. 
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\_ 

at both inputs of a Muller C-element for its output to change state and to create an output event. 
As long as this does not happen, the output remains unchanged and no output event is generated. 
The implementation of a C-element is centered around a latch, which should not be a surprise, 

given the similarities in their truth tables. Figure I 0-41 presents a static and a dynamic circuit 
realization of the function. 
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Figure 10-42 A Muller C-element implements a two-phase handshake protocol. 
The circle at the lower input of the Muller C-element stands !or inversion. 

Figure l 0-42 shows how to use this component to enforce the two-phase handshaking pro­
tocol for the example of the sender-receiver. Assume that Req, Ack, and Data Ready are initially 
0. When the sender wants to transmit the next word, the Data Ready signal is set to l, which trig­
gers the C-element, because both its inputs are at 1. Req goes high-this is commonly denoted as 
Req i. The sender now resides in the wait mode, and control is passed to the receiver. The C­
element is blocked, and no new data are sent to the data bus (Req stays high) as long as the 
transmitted data are not processed by the receiver. Once this happens, the Data accepted sig­
nal is raised. This can be the result of many different actions, possibly involving other C-ele­
ments communicating with subsequent blocks. An Ack 1' ensues, which unblocks the C­
element and passes the control back to the sender. A Data readyl event, which might already 
have happened before Ack i, produces a Reql, and the cycle is repeated. 

Problem 10.1 Two-Phase Self-Timed FIFO 

Figure I0-43 shows a two-phase, self-timed imp-lementation of a FIFO (first-in first-out) buffer with three 
registers. Assuming that the registers accept a data word on both positive- and negative-going transitions of 
the En signals, and that the Done signal is simply a delayed version of En. examine the operation of the 
FIFO by plotting the timing behavior of aH signals of interest. How can you observe that the FIFO is com­
pletely empty? Full? (Hint: Determine the necessary conditions on the Ack and Req signals.) 

In Out 
RI RZ R3 

En 
Req0 

C 

Ack0 

Figure 10-43 Three-stage, self-timed FIFO, using a two-phase signaling protocol. 
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The two-phase protocol has the advantage of being simple and fast. However, this protocol 
requires the detection of transitions that may occur in either direction. Most logic devices in the 

MOS technology tend to be sensitive to levels or to transitions in one particular direction. Event­
triggered logic, as required in the two-phase protocol, requires exu-a logic as weH as state infor­
mation in the registers and the computational elements. Since the transition direction is impor­
tant, initializing all the Muller C-elements in the appropriate state is essential. If this is not done, 

the circuit might become deadlocked, which means that all elements are permanently blocked 
and nothing will ever happen. A detailed study on how to implement event-triggered logic can be 
found in [Sutherland89], the defining text on micropipelines. 

The only alternative is to adopt a different signaling approach, such as four-phase signal­
ing, or returnRto-zero (RTZ). This class of signaling requires that aH controlling signals be 
brought back to their initial values before the next cycle can be initiated. Once again, this is 
illustrated with the example of the sender-receiver. The four-phase protocol for this example is 
shown in Figure 10-44. 

The protocol presented is initially the same as the two-phase one. Both the Req and the 
Ack are initially in the zero state, however. Once a new data word is put on the bus <D, the Req is 
raised (Req t or ®), and control is passed to the receiver. When ready, the receiver accepts the 
data and raises Ack (Ack 1' or @). So far, nothing new. The protocol proceeds by bringing both 

Req (Req.J. or ©) and Ack (Ack.J. or ®) back to their initial state in sequence. Only when that 
state is reached is the sender allowed to put new data on the bus <D. This protocol is called four­
phase signalling because four distinct time zones can be recognized per cycle: two for the 
sender; two for the receiver. The first two phases are identical to the two-phase protocol, while 
the last two are devoted to resetting of the state. An implementation of the protocol, based on 
Muller C-elements. is shown in Figure 10-45. It is interesting to note that the four-phase proto­
col requires two C-elements in series (since four states must be represented). The Data ready 
and Data accepted signals must be pulses instead of single transitions. 

Q)---© 
Req , , 

____ ../!..} I \..L ____ ..CJ 

Ack 

Data (j) 
I 

' I 

' ,.._ 

j I Cycle 1 

I 
I 

Cycle 2 

Figure 10-44 Four-phase handshaking protocol. 
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Figure 10-45 Implementation of lour-phase handshake protocol using Muller C-elements. 

Problem 10.2 Four-Phase Protocol 

Derive the timing diagram for the signals shown in Figure 10-45. Assume that the Data Ready signal is a 
pulse and that the Data Accepted signal is a delayed version of Req. 

The four-phase protocol has the disadvantage of being more complex and slower, since 
two events on Req and Ack are needed per transmission. On the other hand, it has the advantage 

of being robust. The logic in the sender and receiver modules does not have to deal with transi­
tions, which can go either way; it has to consider only rising ( or falHng) transition events or sig­
nal Jevels. This is readily accomplished with traditional logic circuits. For this reason, four­
phase handshakes are the preferred implementation approach for most of the current self-timed 

circuits. The two-phase protocol is mainly selected when the sender and receiver are far apart 

and the delays on the control wires (Ack and Req) are substantial. 

Example 10.6 The Pipelined Datapath-Revisited 

We have introduced both the signaling conventions and the concepts of the completion­

signal generation. Now it is time to bring them all together. We do this with the example of 
the pipelined dalapath, which was presented earlier. A view of the self-timed datapath, 
including the timing control, is offered in Figure 10-46. The logic functions Fl and F2 are 

implemented using dual-rail, differential logic. 
To understand the operation of this circuit, assume that all Req and Ack signals, 

including the internal ones, are set to 0, which means there is no activity in the data path. 
AU Start signals are low so that aB ]ogic circuits are in precharge condition. An input 
request (Req,.1) triggers the first C-element. The enable signal En of Rl is raised, effec­
tively latching the input data into the register, assuming a positive edge-triggered or a 

level-sensitive implementation. Ack,.1 acknowledges the acceptance of the data. The sec­
ond C-element is triggered as wel], since Ackim is low. This raises the Start signal and 
starts the evaluation of Fl. At its completion, the output data are placed on the bus, and a 
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Figure 10-46 Self-timed pipelined datapath-cornplete composition. 

request is initiated to the second stage (Req;,,,i), which acknowledges its acceptance by 
raising Ack;m· 

At this point, slllge l is still blocked for further computations. However, tl1e input 
buffer can respond to the Ack) event by resetting Req1 to its zero slate (Reqrl ). In tum, this 
lowers En and Ack1• Upon receipt of Acki11,t, Start goes low, the precharge phase starts, 
and Fl is ready for new data. Note that this sequence corresponds to the four-phase hand­
shake mechanism described earlier. The dependencies among the events are presented in a 
more pictorial fashion in the state transition diagram (STG) shown in Figure 10-47. These 
STGs can become very complex. Computer tools are often used to derive STGs that 
ensure proper operation and optimize the performance. 

' \ 
I 

AckiL J ..J CNelcment 1 

~ 

( 
Start..J.. 

Req1,),. --e) C-element2 

Figure 10-47 State transition diagram for pipeline stage 1. The nodes represent 
the signaling events, while the arrows express dependencies. Arrows in dashed 
lines express actions in either the preceding or the following stage. 

10.4.4 Practical Examples of Self-Timed Logic 

Self-timed circuits can provide a significant performance advantage. Unfortunately, the over­
head circuitry precludes a widespread application in general-purpose digital computing. Never­
theless, the key concepts of self-timed circuits are being exploited in a number of practical 
applications. We present a few examples that illustrate the use of self-timed concepts for either 
power savings or performance enhancement. 
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CLKDZ T 
Figure 10-48 Application of sell-timing for glitch reduction. 

Glitch Reduction Using Self-Timing 

A major source of unnecessary switched capacitance in large datapaths, such as bit-sliced adders 
and multipliers, is due to spurious transitions caused by glitch propagation. Imbalances in a 
logic network cause inputs of a logic gate or block to arrive at different times. resulting .in glitch­

ing transitions. In large combinational blocks such as multipliers, transitions happen in waves as 
the primary input changes ripple through the logic. Enabling a logic block only when all the 
inputs have settled helps reduce or eliminate the glitching transitions. One approach for doing so 
is the use of a self-timed gating approach, which partitions each computational logic block into 
smaller blocks and distinct phases. Tristate buffers are inserted between each of these phases in 

order to prevent glitches from propagating through the datapath, as shown in Figure 10-48. 
Assuming an arbitrary logic network, it is fair to assume that the outputs of logic block I will not 
be synchronized. When the tristate buffers at the output of logic block I are enabled, the compu­
tation of logic block 2 is allowed to proceed. To reduce glitching transitions, the tristate buffer 
should be enabled only when it is ensured that the outputs of logic block I are stable and valid. 
The control of the tristate buffer can be performed through the use of a self-timed enable signal, 

generated by passing the system clock through a delay chain that models the critical path of the 
processor. The delay chain is then tapped at the points corresponding to the locations of the buff­
ers, and the resulting signals are distributed throughout the chip. This technique succeeds in sub­
stantially reducing the switching capacitance of combinational logic blocks such as multipliers, 
even when taking into account the overhead of the delay chain, gating signal distribution, and 

buffers [Goodman98]. 

Post-Charge Logic 

An interesting form of self-timed logic is self-resetting CMOS. This structure uses a control 

structure different from the conventional self-timed pipeline. Instead of waiting for all the logic 
stages to complete their operation before transitioning to the reset stage, the idea is to precharge 
a logic block as soon as it completes its operation. Since the precharge happens after the opera­
tion instead of before evaluation, it is often termed postcharge logic. A block diagram of post­

charge logic is shown in Figure 10-49 [WilliamsOO]. As can be seen from this block diagram, the 
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precharging of LI happens when its successor stage has completed and does not need its input 
anymore. It is possible to precharge a block based on the completion of its own output, but care 
must be taken to ensure that the stage that follows has properly evaluated and the input has 
become obsolete. 

It should be noted that, unlike with other logic styles, the signals are represented as pulses 
and are valid only for a limited duration. The pulse width must be shorter than the reset delay or 

else there is a contention between the precharge device and the evaluate switches. While this 
logic style offers potential speed advantages, special care must be taken to ensure correct timing. 
Also, circuitry that converts level signals to pulses, and vice versa is required. An example of 
self-resetting logic is shown in Figure I0-50 [Bemstein98]. Assume that all inputs are low and 
that int is initially precharged. If A goes high, int will fall, causing out to go high. This causes the 

gate to precharge. When the PMOS precharge device is active, the inputs must be in a res.et state 

in order to avoid contention. 

Clock-Delayed Domino 

One interesting application of self-timed circuits that uses the delay-matching concept is clock­
delayed (CD) domino [Yee96J[Bernstein00]. This is a style of dynamic logic in which there is no 
global clock signal. Instead, the clock for one stage is derived from that for the previous stage. A 
simple example of a CD domino stage is shown in Figure 10-51. The two inverter delays plus 

the transmission gate along the clock path emulate the worst-case delay through the dynamic 
logic gate. The transmission gate is always turned on, and the delay of the clock path is adjusted 
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CL!( 

Figure 10-51 Clock-delayed domino logic: a sell-clocked logic style. 

through the sizing of the devices. Clock-delayed domino was used in IBM's I-GHz micro­

processor, and it is used widely in high-speed domino logic. Clock-delayed domino can provide 

both inverting and noninverting functionality. This alleviates a major limitation of conventional 

domino techniques~ which are capabJe only of noninverting logic. The inverter after the puil­

down network is not essential because the dock arrives at the next stage only after the current 
stage has evaluated. The clock-evaluation edge thus atTives only after the inputs are stable. On 

the other hand, adding the inverter allows for the elimination of the foot switch (see Chapter 6). 

10.5 Synchronizers and Arbiters* 

10.5.1 Synchronizers-Concept and Implementation 

Even though a complete system may be designed in a synchronous fashion, it must still commu­

nicate with the outside world, which is generally asynchronous. An asynchronous input can 
change value at any time related to the clock edges of the synchronous system, as is illustrated in 

Figure l0-52. 
Consider a typical personal computer. Ail operations within the system are strictly orches­

trated by a central clock that provides a time reference. This reference determines what happens 

within the computer system at any point in time. This synchronous computer has to communicate 

with a human through the mouse or the keyboard, even though the human does not have knowl­

edge of this time reference and may decide to press a keyboard key at any point in time. The way 

a synchronous system deals with such an asynchronous signal is to sample or poll it at regular 

intervals and to check its value. If the sampling rate is high enough, no transitions will be 
missed-this is known as the Nyquist criterion in the communication community. However. it 
might happen that the signal is polled in the middle of a transition. The resulting value is neither 

low nor high, but undefined. At that point, it is not clear whether the key was pressed or not. Feed­

ing the undefined signal into the computer could be the source of ail kinds of trouble, especially 

when it is routed to different functions or gates that might interpret it differently. For instance, 

one function might decide that the key is pushed and start a certain action~ while another function 

might lean the other way and issue a competing command. This results in a conflict and thus a 
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Figure 10-52 Asynchronous-synchronous interface. 

535 

potential crash. Therefore, the undefined state must be resolved in one way or another before it is 
interpreted further. It does not really matter what decision is made, as long as a unique result is 
available. For instance, it is either decided that the key is not yet pressed, a situation that will be 

corrected in the next poll of the keyboard, or it is concluded that the key is already pressed. 
Thus, an asynchronous signal must be resolved to be either in the high or low state before 

it is fed into the synchronous environment. A circuit that implements such a decision-making 
function is called a synchronizer. Now comes the bad news: Building a perfect synchronizer 
that always delivers a legal answer is impossible [Chaney73] [Glasser85]! A synchronizer 

needs some time to come to a decision, and in certain cases this time might be arbitrarHy long. 
An asynchronous-synchronous interface is thus always prone to errors, known as synchroniza­
tion failures. The designer's task is to ensure that the probability of such a failure is small 
enough that it is not likely to disturb the normal system behavior. Typically, this probability can 

be reduced in an exponential fashion by waiting longer before making a decision. This is not too 
troublesome in the keyboard example, but in general, waiting affects system performance and 
should be avoided as much as possible. 

To illustrate why waiting helps reduce the failure rate of a synchronizer, consider a syn­
chronizer as shown in Figure 10-53. This circuit is a latch that is transparent during the low 

phase of the clock and samples the input on the Iising edge of the clock CLK. However, since 
the sampled signal is not synchronized to the clock signal, there is a finite probability that the 
setup time or hold time of the latch is violated. (The probability is a strong function of the 
transition frequencies of the input and the clock.) As a result, once the clock goes high, there 
is a chance that the output of the latch resides somewhere in the undefined transition zone. 

The sampled signal eventually evolves into a legal O or 1, even in the latter case, as the latch 
has only two stable states. 

CLK 
j_ 

int 
D Q 

I, 

Figure 10-53 A simple synchronizer. 
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Example 10.7 Synchronizer Trajectories 

Figure 10-54 shows the simulated trajectories of the output nodes of a cross-coupled static 

CMOS inverter pair for an initial state close to the metastable point. The inverters are com­

posed of minimum-size devices. 

100 200 300 
Timc,ps 

Figure 10-54 Simulated trajectory for a simple synchronizer. 

If the input is sampled such that the cross-coup]ed inverter pair starts at the metasta­

ble point, the voltage will remain at the metastable state forever in the absence of noise. If 

the data are sampled with a small offset (positive or negative), the differential voltage will 

evolve in an exponential way, with a time constant that is dependent on the strength of the 

transistors as weH as the parasitic capacitances. The time it takes to reach the acceptable 

signal zones depends upon the initial distance of the sampled signal from the metastable 

point. 

In order to determine the required waiting period, let us build a mathematical model of the 

behavior of the bistable element and use the results to determine the probability of synchroniza­

tion failure as a function of the waiting period [Veendrick80]. 
The transient behavior around the metastable point of the cross-coupled inverter pair is 

accurately modeled by a system with a single dominant pole. Under this assumption, the tran­

sient response of the bistable element after the sampling clock has been tumed off can be 

modeled as 

v(t) = VMS+ (v(O)- VMs)eti< (10.8) 

where V,ws is the metastable voltage of the latch, v(O) is the initial voltage after the sampling 

clock is turned off, and 1: is the time constant of the system. Simulations indicate that this first­

order model is quite precise. 
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Figure 10-55 Linear approximation of signal slope. 
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The model can now be used to compute the range of values for v(O) that causes an error or 

a voltage in the undefined range, after a waiting period T. A signal is called undefined if its value 

is situated between Vm and Vu~: 

(10.9) 

Equation (10.9) conveys an important message: The range of input voltages that cause a syn­
chronization error decreases exponentially with the waiting period T. Increasing the waiting 
period from 2, to 4, decreases the interval and the chances of an error by a factor of 7 .4. 

Some information about the asynchronous signal is required in order to compute the prob­

ability of an error. Assume that Vin is a periodical waveform with an average period Tsignal 

between transitions and with identical rise and fall times t,.. Assume also that the slopes of the 

waveform in lhe undefined region can be approximated by a linear function, as shown in 

Figure 10-55. Using this model, we can estimate the probability Pinir that v(O), the value of ~
11 

at 

the sampling time, resides in the undefined region: 

(
Vw- VIL) 

vswing fr 

Tsignal 
Pi11i1 = (10.10) 

The chances for a synchronization enm to occur depend upon the frequency of the syn­

chronizing clock, tp. The greater the number of sampling events, the higher the chance of run­

ning into an error. This means that the average number of synchronization errors per second, 

N,y,,JO). equals Eq. (] O. l I) if no synchronizer is used. Therefore, we can write 

(10.11) 

where T9 is the sampling period. 

From Eq. (10.9), we learned that waiting a period T before observing the output reduces 

exponentially the probability that the signal is still undefined: 

= 
(Vm- Vn)e-Tt, I, 

Vswhrg Tsigmi1T qi 
(10.12) 
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The robustness of an asynchronous-synchronous interface is thus determined by the fol­
lowing parameters: signal switching rate and 1ise time, sampling frequency, and waiting time T. 

Example 10.8 Synchronizers and Mean Time to Failure 

Consider the following design example: T, = 5 ns, which corresponds to a 200-Mhz clock; 
T = T~ = 5 ns; T,,gnnl = 50 ns; t,.=0.5 ns; and~= 150 ps. From the VTC of a typical CMOS 
inverter, it can be derived that Vm- V1L approximately equals 0.5 V for a voltage swing of 
2.5 V. Evaluation of Eq. (10.12) yields an error probability of 1.38 x 10-9 errors/s. The 
inverse of N,c,-,,, is called the mean time to failure, or the MTF, and equals 7 x 108 s, or 23 
years. If no synchronizer were used, the MTF would have been only 2.5 µs! 

When designing a synchronous-asynchronous interface, we must keep in mind the following observations: 

• The acceptable failure rate of a system depends upon many economic and social factors and is a 
strong function of the system's application area. 

• The exponential relation in Eq. (10.12) makes the failure rate extremely sensitive to the value of 't. 
Defining a precise value of 'tis not easy in the first place, because 't: varies from chip to chip and is a 
function of temperalure as well. The probability of an error occurring can thus fluctuate over large 
ranges even for the same design. A worst case design scenario is definitely advocated here. If the 
worsl case failure rate exceeds a certain criterion, it can be reduced by increasing the value of T. A 
problem occurs when T exceeds the sampling period T-q:,. This can be avoided by cascading (or pipe­
lining) a number of synchronizers. as shown in Figure 10-56. Each of those synchronizers has a 
waiting period equal to T«. Notice that this arrangement requires the q, pulse to be short enough to 
avoid race conditions. The global waiting period equals the sum of the Ts of all the individual syn­
chronizers. The increase in MTF comes at the expense of an increased latency. 

o, , I 
Sync 

o, ~0111 

JL_J 
"'----'-------~-------' 

Figure 10-56 Cascading (edge-triggered) synchronizers reduces 
the main time to failure. 

• Synchronization error~ are very hard to trace, due to their random nature. Making the mean time to 
failure very large does not preclude errors. The number of synchronizers in a system should 
therefore be severely restricted. A maximum of one or two per system ls advocated. Iii 

10.5.2 Arbiters 

Finally, a sibling of the synchronizer called the arbiter, interlock element, or mutual-exclusion 
circuit, should be mentioned. An arbiter is an element that decides which of two events has 
occurred first For example. such components aHow multiple processors to access a single 
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Figure 10-57 Mutual-exclusion element (or arbiter). 
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resource, such as a large shared memory. A synchronizer is actually a special case of an arbiter, 
since it determines whether a signal transition happened before or after a clock event. A synchro­
nizer is thus an arbiter with one of its inputs tied to the clock. 

An example of a mutual-exclusion circuit is shown in Figure 10-57. It operates on two 
input-request signals that operate on a four-phase signaling protocol; that is, the Req(uest} signal 
has to go back to the reset state before a new Req(uest} can be issued. The output consists of two 
Ack(nowledge) signals that should be mutually exclusive. While Requests may occur concur­
rently. only one of the Acknowledges is allowed to go high. The operation is most easily visual­
ized starting with both inputs Jow-neither device issuing a request-nodes A and B high, and 
both Acknowledges low. An event on one of the inputs (e.g., Reqll) causes the flip-flop to 
switch, node A to go low, and Ack! 1'. Concurrent events on both inputs force the flip-flop into 
the metastable state, and the signals A and B might be undefined for a while. The cross-coupled 
output structure keeps the output values low until one of the NANO outputs differs from the 
other by more than a threshold value Vr. This approach eliminates glitches at the output. 

10.6 Clock Synthesis and Synchronization Using a Phase-Locked Loop* 

There are numerous digital applications that require the on-chip generation of a periodic signal. 
Synchronous circuits need a global periodic clock reference to orchestrate the events. Current 
microprocessors and high-performance digital circuits require dock frequencies in the gigahertz 
range. Crystal oscillators, by contrast, generate only accurate, low-jitter clocks over a frequency 
range from !O's of MHz to approximately 200 MHz. To generate the higher frequency required 
by digital circuits, a phase-locked loop (PLL) structure typically is used. A PLL takes an exter­
nal low-frequency reference crystal frequency signal and multiplies its frequency by a rational 
number N (see the left side of Figure 10-58). 
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Figure 10-58 Applications of phase locked loops (PLL). 

Another and equally important function of a PLL is to synchronize communications 
between chips. As shown in Figure 10-58, a reference clock is sent along with the parallel data 
being communicated. (In this example only the transmit path from chip I to chip 2 is shown.) 
Since chip-to-chip communication most often occurs at a lower rate than the on-chip clock rate, 
the reference clock is divided, but kept in phase with the system clock. In chip 2, the reference 
clock is used to synchronize all the input flip-flop, which can present a significant clock load in 
the case of wide data busses. Unfortunately, implementing clock buffers to deal with this prob­
lem introduces skew between the data and the sample clock. A PLL aligns (i.e., de-skews) the 
output of the clock buffer with respect to the data. In addition, the PLL can multiply the fre­
quency of the incoming reference clock, allowing the core of the second chip to operate at a 

higher frequency than the input reference clock. 

10.6.1 Basic Concept 

A set of two or more periodic signals of the same frequency is well defined if we know one of 
them and its phase with respect to the other signals, as shown in Figure 10-59, where <j, 1 and <j,2 

represent the phases of the two signals. The relative phase is the difference between the two. 
A PLL is a complex, nonlinear feedback circuit. Its basic operation is best understood with 

the aid of Figure 10-60 [Jeong87]. The voltage-controlled oscillator (VCO) takes an analog con­
trol input and generates a clock signal of the desired frequency. In general, there is a nonlinear 
relationship between the control voltage (v"',,,) and the output frequency. To synthesize a system 
clock of a particular frequency, it is necessary to set the control voltage to the appropriate value. 
This is a function of the rest of the blocks and the feedback loop in the PLL. The feedback loop 
is critical to the tracking process and environmental variations. The feedback also allows for fre­

quency multiplication. 
The reference clock is, in general, generated off chip from an accurate crystal refer­

ence. It is compared with a divided version of the system clock (i.e., the local clock), using a 
phase detector, which dete,mines the phase difference between the signals and produces an 
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Figure 10-59 Relative and absolute phase of two periodic signals. 
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Figure 10-60 Functional composition of a phase-locked loop (PLL). 
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Up or Down signal when the local clock lags or leads the reference signal. It detects which 
of the two input signals arrives earlier and produces the appropriate output signal. The Up 
and Down signals are fed into a charge pump, which translates the digital encoded contro) 
information into an analog voltage [Gardner80}. An Up signal increases the value of the con­
trol voltage and speeds up the VCO, which causes the local signal to catch up with the refer­
ence clock. A Down signal, on the other hand, slows down the oscillator and eliminates the 
phase lead of the local clock. 

Passing the output of the charge pump directly into the VCO creates a jittery clock signal. 
The edge of the local clock jumps back and forth instantaneously and oscillates around the tar­
geted position. As discussed earlier, clock jitter is highly undesirable, since it reduces the time 
available for logic computation, and therefore should be kept within a given percentage of the 
clock period. This is partially accomplished by the introduction of the loop filter. This low-pass 
filter removes the high-frequency components from the VCO control voltage and smooths out its 
response, which results in a reduction of the jitter. Note that the PLL structure is a feedback 
structure. The addition of extra phase shifts, as introduced by a high-order filter, may result in 
instability. Important properties of a PLL are its lock range. the range of input frequencies over 
which the loop can maintain functionality; the lock time, the time it takes for the PLL to lock 
onto a given input signal; and the jitter. When in lock, the system clock is N times the reference 
clock frequency. 
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A PLL is an analog circuit and Js inherently sensitive to noise and interference. This is 
especially true for the loop filter and VCO, for which induced noise has a direct effect on the 
resulting clock jitter. A major source of interference is the noise coupling through the supply 
rails and the substrate. This is a particular concern in digital environments, where noise is intro­

duced by a variety of sources. Analog circuits with a high supply rejection, such as differential 
VCOs, are therefore desirable [Kim90]. In summary, integrating a highly sensitive component 

into a hostile digital environment is nontrivial and requires expe11 analog design. More detailed 
descriptions. of various components of a PLL are given in the following subsections. 

10.6.2 Building Blocks of a PLL 

Voltage Controlled Oscillator (VCO) 

AVCO generates a periodic signal with a frequency that is a linear function of the input comroi 

voltage vnmr In other words, the VCO frequency can be expressed as 

(t) = COo + K,.co . v cont (10.13) 

Since the phase is the time integral of the frequency, the output phase of the VCO block is 

given by 

(10.14) 

where K 
1
,cv is the gain of the VCO given in rad/s/V, ro0 is a fixed frequency offset, and l\_-om 

controls a frequency centered around co0 . The output signal has the form 

x(t) = A· cos( co0 t + K,.rn · f~ vcu,,,dt) (10.15) 

Various implementation strategies for VCOs were discussed in Chapter 7. Differentiai ring oscil­

lators are the method of choice al present. 

Phase Detectors 

The phase detector dete1mines the relative phase difference between two incoming signals and 
outputs a signal that is proportional to this phase difference. One of the inputs to the phase detec­
tor is a reference clock that typically is generated off chip, while the other clock input is a 
divided version of the VCO. Two basic types of phase detectors are commonly used-the XOR 

gate and the phase frequency detector (PFD). 

XOR Phase Detector An XOR gate, the simplest of the two detectors, is useful as a phase 
detector because of the following observation: the relative phase difference between the inputs is 
reflected by the time over which the two inputs are different. Figure I0-61 shows the XOR­
function of two waveforms. Feeding this output in a low-pass filter results into a de-signal that is 

proportional to the phase difference, as shown in Figure 10-6l(c). 
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Figure 10·61 (a) The XOR as a phase detector; (b) its output before 
low-pass filtering; and (c) transfer characteristics. 
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For this detector, a deviation in a positive or negative direction from the perfect in-phase 
condition (i.e., a phase error of zero) produces the same change in duty factor, resulting in the 
same average voltage. Thus the linear phase range is only 180 degrees. In steady state, a PLL 
locks into a quadrature phase relationship (1 cycle offset) between the two inputs. 

Phase Frequency Detector The phase frequency detector (PFD) is the most commonly used 
form of phase detector, and it solves several of the shortcomings of the detector discussed previ­
ously [Dally98]. As the name implies, the output of the PFD is dependent on both the phase and 
frequency difference between the applied signals. Accordingly, it cannot lock to an incorrect 
multiple of the frequency. The PFD takes two clock inputs and produces two outputs, UP and 
DN, as shown in Figure I0-62. 

The PFD is a state machine with three states. Assume that both UP and DN outputs are ini­
tially low. When input A leads B, the UP output is asserted on the rising edge of input A. The UP 

signal remains in this state until a low-to-high transition occurs on input B. At that time, the DN 
output is asserted, causing both flip-flops to reset through the asynchronous reset signal. Notice 
that there is a small pulse on the DN output, whose duration is equal to the delay through the 
AND gate and register Resef.to-Q delay. The pulse width of the UP pulse is equal to the phase 
error between the two signals. The roles are reversed for the case in which input A lags B. A 
pulse proportional to the phase error is generated on the DN output. If the loop is in lock, short 
pulses will be generated on the UP and DN outputs. 

The circuit also acts as a frequency detector, providing a measure of the frequency error 
(see Figure I 0-63). For the case in which A is at a higher frequency than B, the PFD generates a 
lot more UP pulses-with the average pulse proportional to the frequency difference-while the 
number of DN pulses are close to zero, on average. Exactly the opposite is true for the case in 
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Figure 10-62 Phase frequency detector. 
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Figure 10-63 Timing of the PFD measuring frequency error. 

fi 

which B has a frequency larger than that of A-many more pulses are generated on the DN out­
put than on the UP output. 

The phase characteristics of the phase detector are shown in Figure 10-64. Notice that the 

linear range has been expanded to 41t. 

Charge Pump 

The UP and DN pulses must be converted into an analog voltage that controls the VCO. One 
possible implementation is shown in Figure 10-65. A pulse on the UP signal adds an amount of 
charge to the capacitor proportional to the width of the UP pulse, while a pulse on the DN signal 
removes charge proportional to the DN pulse width. If the width of the UP pulse is larger than 
that of the DN pulse, there is a net increase in the control voltage. This effectively increases the 

frequency of the VCO. 
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Figure 10-64 PFD phase characteristics. 
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Figure 10-65 Charge pump. 

Example 10.9 Transient Behavior of Phase-Locked Loop 

The settling lime of a PLL is the time it takes to reach steady-state behavior. The 
length of the startup transient is strongly dependent on the bandwidth of the loop fil­
ter. Figure I0-66 shows a SPICE level simulalion of a PLL implemented in a 0.25-µm 
CMOS. An ideal VCO is used to speed up the simulation. In this example, a refer­
ence frequency of !00 MHz is chosen, and the PLL multiplies this frequency by 8 to 
800 MHz. The Figure 10-66a illustrates the transient response and the settling process 
of the control voltage input of the VCO. Once the control voltage reaches its final 
value, the output frequency (the clock of the digital system) settles to steady state. 
The simulation on the right shows the reference frequency, the output of the divider, 
and the output frequency in steady state. Figure I0-66b shows the PLL in lock at fou, 
= 8 x /, .. :r, while Figure 10-66c shows the waveforms during the locking process when 
the output is not in phase with the input, and the frequencies are not related yet by 
the divide ratio. 
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Figure 10-66 SPICE simulation of a PLL. The control voltage of the VCO is shown 
along with the waveforms before lock and after lock. 

Summary 

In a short span of time, phase-locked loops have become an essential component of any high­
performance digital design. Their design requires considerable skill, integrating analog circuitry 

into a hostile digital environment. Yet experience has demonstrated that this combination is per­

fectly feasible, and it leads to new and better solutions. 

10.7 Future Directions and Perspectives 
This section highlights some of the trends in timing optimization for combining high perfor­

mance and )ow power dissipation. 

10.7.1 Distributed Clocking Using DLLs 

A recent trend in high-petformance clocking is the use of delay locked loop (DLL), a variation 
of the PLL structure. The schematic of a DLL is shown in Figure 10-67a [ManeatisOOJ. The key 
component of a DLL is a voltage-co11trolled delay line (VCDL). It consists of a cascade of 

adjustable delay elements (for instance, a current-starved inverter). The idea is to delay the out­
put clock such that it lines up perfectly with the reference. Unlike the case of a VCO, there is 
no clock generator. The reference frequency is fed into the input of the VCDL. Similar to the 

case of a PLL structure, a phase detector compares the reference frequency with the output of 
the delay line (F 0 ) and generates an UP-DN error signal. Note that only a phase and not a phase­
frequency detection, is required. When in lock, there is no error between the two clocks. The 
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Figure 10·67 Delay-locked loop [ManeatisOO]. 
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function of the feedback is to adjust the delay through the VCDL such that the rising edge of the 
input reference clock ifREF) and the output clock (j0 ) are aligned. 

A qualitative sketch of the signals in the DLL is shown in Figure I0-67b and c. Initially, 
the DLL is out of lock. Since the first edge of the output arrives before the reference edge, an UP 
pulse of width equal to the error between the two signals occurs. The role of the charge pump is 
to generate a charge packet proportional to the error, increasing the VCDL control voltage. This 
causes the edge of the output signal to be delayed in the next cycle. (This implementation of the 
VCDL assumes that a larger voltage resu1ts in larger delay.) After many cycles, the phase error is 
corrected, and the two signals are in lock. Note that a DLL does not alter the frequency of the 
input reference, but rather adjusts its phase. 

Figure I 0-68 shows the utilization of a DLL structure in a clock distribution network. The 
chip is partitioned into many small regions (or tiles). A global clock is distributed to each tile in 
a low-skew manner; this could be done through the package or by using low-skew, on-chip rout­
ing schemes. For the pmpose of simplicity, the figure shows a two-tile chip, but this is easily 
extended to many regions. Inside each tile, the global clock is buffered before driving the digital 
load. In front of each buffer is a VCDL. The goal of the clock network is to deliver a signal to the 
digital circuit with close-to-zero skew and jitter. As we observed earlier, the static and dynamic 
variations of the buffers cause the phase error between the buffered clocks to be nonzero and 
time varying. The feedback inside each tile adjusts the control voltage of VCDL such that the 
buffered output is locked in phase to the global input clock. The feedback loop compensates for 
both static process variations and for slow dynamic variations (e.g.~ temperature). Such configu­
rations have become common in high-pe1formance digital microprocessors, as well as in media 
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processors. The preceding approach of clock distribution using multiple DLLs can be extended 
to the use of multiple disuibuted PLLs on a chip [GutnikOO]. Distributed PLLs offer potential 
performance advantages, but careful system analysis is required for stable operation. 

10, 7 .2 Optical Clock Distribution 

By now, the reader should have become aware of the fact that future high-performance multi­
GHz systems face some fundamental synchronization problems. The performance of a digital 
design is fundamentally limited by process and environmental variations. Even with aggressive 
active clock management schemes. such as the use of DLLs and PLLs, the variations in power 
supply and clock load result in unacceptable clock uncertainty. Researchers are fmiously search· 
ing for innovative solutions. An alternative approach that has received a lot of attention is the use 
of optics for systemwide synchronization. An excellent review of the rationale and trade-offs in 
optical interconnects versus electrical interconnects is given in [MillerOO]. 

The potential advantages of optical technology for clock distribution are that the delay of 
optical signals is not sensitive to temperature and that the clock edges do not degrade over long 
distances (i.e., tens of meters). In fact, it is possible to deliver an optical clock signal with, at 
most, 10-100 ps of uncertainty over tens of meters. Optical clocks can be distributed on-chip via 
waveguides or through free space. Figure 10-69 shows the plot of an optical clock architecture, 
using waveguides. The off-chip optical source is brought to the chip, distributed through 
waveguides, and converted through receiver circuitry to a local electrical clock distribution net­
work. The chip is divided into small sections {or tiles), and the global clock is distributed from 
the photon source through waveguides with splitters and bends to each of the sections. Notice 
that an H-tree is used in distributing the optical clock. At the end of the waveguide is a photode­
tector, which can be implemented using si1icon or germanium. Upon reaching the detector in 
each section, the optical pulses that represent the global clock are converted into current pulses. 
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Figure 10-69 Architecture for optical clock distribution (courtesy ol Lionel Kimerling). 
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These have a very small magnitude (tens of µA), and are fed into a amplifier that amplifies the 
signal into voltage signals appropriate for digital processing. The electrical clock is then distrib­
uted to the local load using conventional techniques [KimerlingOO]. 

The optical approach has the advantage that the skew of the global clock to the photodec­

tors is virtually zero. There are some variations in the arrival time of the optical signal, but they 
are minimal. For instance, variations at the waveguide bends may cause the energy losses to dif­
fer from path to path. Optics has the additional advantage that many of the difficulties associated 
with electromagnetic wave propagation-such as cross talk and inductive coupling-are 
avoided. 

On the other hand, the challenge lies in the design of the optical receiver. To amplify and 
transform the small current pulses into reasonable voltage signals requires multiple amplifier 
stages. These are susceptible to process and environmental variations, and thus also to skew. The 
problem becomes very similar to the conventional electrical approach. The advantage, however, 
is that the problem is confined to these receivers, which makes it more tractable. 

Optical clocking may have an important future in high-performance systems. The chal­
lenges of dealing with process variations in the opto-electronic circuitry must be addressed first 
for this to become a reality. 

10.7.3 Synchronous versus Asynchronous Design 

The self-timed approach offers a potential solution to the growing clock-distribution problem. It 
translates the global clock signal into a number of local synchronization problems. Indepen­

dence from physical timing constraints is achieved with the aid of completion signals. Hand­
shaking logic is needed to ensure the logical ordering of the circuit events and to avoid race 
conditions. This requires adherence to a certain protocol. which normaHy consists of either two 
or four phases. 

Despite all its advantages, self-timing has only been used in a number of isolated cases. 

Examples of self-timed circuits can be found in signal processing [Jacobs90], fast arithmetic 
units (such as self-timed dividers) [Williams87], simple microprocessors [Martin89] and mem­
ory (static RAM, FIFOs). In general, synchronous logic is both faster and simpler, since the 
overhead of completion-signal generation and handshaking logic is avoided. The design of a 
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foolproof network of handshaking units that is robust with respect to races, live lock, and dead 
lock is nontrivial and requires the availability of dedicated design-automation tools. 

On the other hand, distributing a clock at high speed becomes exceedingly difficult. Skew 
management requires extensive modeHng and analysis, as well as careful design. It win not be 
easy to extend this methodology into the next generation of designs. With the increasing timing 
uncertainty in synchronous circuits, self-timing is bound to become more attractive in the years 
to come [Sutherland02]. This observation is already reflected in the fact that the routing network 
for the latest generation of massively parallel supercomputers is completely implemented using 
self-timing [Seitz92]. For self-timing to become a mainstream design technique, however (if it 
ever will), further innovations in circuit and signaling techniques and design methodologies are 

needed. 
Other alternative timlng approaches might emerge as well. Possible candidates are fully 

asynchronous designs or islands of synchronous units connected by an asynchronous network. 
The latter method, called the globall}~asynchronous locall}~synchronous approach, is quite 
attractive. It avoids the pitfalls of self-timed design at the local circuit level, while eliminating 
the need for strict phase synchronization between blocks that are quite distant from each other 
on the die. In fact, the pure phase-synchronicity requirement between large modules in a system­
on-a-chip is most often too large a constraint. Mesochronous or plesiochronous communication 
would work just as well. It is our conjecture that these styles of synchronization will become 

much more common in the coming decade. 

10.8 Summary 
This chapter has explored the timing of sequential digital circuits: 

• An in-depth analysis of the synchronous digital circuits and clocking approaches was pre­
sented. Clock skew and jitter substantially impact the functionality and performance of a 
system. Important parameters are the clocking scheme used and the nature of the clock 
generation and distribution network. 

• Alternative timing approaches. such as self-timed design, are becoming attractive for deal­
ing with clock distribution problems. Self-timed design uses completion signals and hand­
shaking logic to isolate physical timing constraints from event ordering. 

• The connection of synchronous and asynchronous components introduces the risk of syn­
chronization failure. The introduction of synchronizers helps to reduce that risk, but can 
never eliminate it. 

• Phase-locked loops are becoming an important element of the digital designer's toolbox. 
They are used to generate high-speed clock signals on a chip. The analog nature of the 
PLL makes its design a real challenge. 

• Important trend in clock distribution include the use of delay-locked loops to actively 
adjust delays on a chip. 

• The key message of this chapter is that synchronization and timing are among the most 
intriguing chaHenges facing the digital designer of the next decade. 

, 
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10.9 To Probe Further 

\Vhile system timing is an important topic, a comprehensive reference work is not available in 
this area. One of the best discussions so far is the chapter by Chuck Seitz in [Mead80, Chapter 7]. 
Other in-depth overviews are given in [Bakoglu90], [Johnson93, Chapter I I], [Bernstein98, 
Chapter 7], and [ChandrakasanOO, Chapters 12 and 13}. A collection of papers on clock distribu­
tion networks is presented in [Friedman95]. Numerous other publications are available on this 
topic in the leading journals, some of which are mentioned in the following list of references. 
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Exercises and Design Problem 
Visit the book's web site http://bwrc.eecs.berkcley.edu/IcBook for challenging exercises and design problems. 
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Design Verification 

Simulation versus Verijicatio11 

Electrical a11d Timing Verificatio11 

Formal Verificatio11 

Up to this point, we have relied heavily on simulation as the preferred method for ensuring the 
correctness of a design and for extracting critical parameters such as speed and power dissipa­
tion. Simulation is, however, only one of the techniques the designer has in his toolbox to 
accomplish those objectives. In general, it is useful to differentiate between simulation and 
verification. 

In the simulation approach, the value of a design parameter such as noise margin. propaga­
tion delay, or dissipated energy is determined by applying a set of excitation vectors to the cir­
cuit model of choice and extracting parameters from the obtained signal waveforms. While this 
approach is very flexible, it has the disadvantage that the results depend strongly upon the choice 
of the excitations. For example, a charge-redistribution condition in a dynamic logic gate is not 
detected by a simulation if the exact sequence of input patterns that causes the charge sharing is 
not applied. Similarly, the delay of an adder varies widely depending on the input signal. Identi­
fication of the worst-case delay requires a careful choice of the excitation vector so that the com­
plete carry path is exercised. In other words, the designer must have a good understanding of the 
intrinsics of the circuit module and its operation. Failing to do so produces meaningless results. 

553 

 
 

Dell Ex. 1025
Page 396



554 Insert G • Design Verification 

Verification, on the other hand, attempts to extract the system parameters directly from the 

circuit description. For instance, the c1itical path of an adder can be recognized from an inspec­
tion of the circuit diagram or a model of it. ·This approach has the advantage that the result is 
independent of the choice of excitation vectors and is supposedly foolproof. On the other hand, 
it relies on a number of implicit assumptions regarding design techniques and methodologies. 
For the example of the adder, determination of the propagation delay requires an understanding 

of the logic operation of the composing circuitry-for example, dynamic or static logic-and a 
definition of the term p1vpagation delay. As a second example, it is necessary to identify the reg­
ister elements first before the maximum clock speed of a synchronous circuit can be determined. 

The resulting tools are therefore restricted in scope and handle only a limited class of circuit 
styles, such as single-phase synchronous design. In this insert. we analyze a number of the pop­

ular verification techniques. 

Electrical Verification 

Given the transistor schematics of a digital design. it is possible to verify whether a number of 
basic rules are satisfied. Some examples of typical rules help illustrate this concept, and many 

others can be derived from previous chapters: 

• The number of inversions between two C2MOS gates should be even. 
•Ina pseudo-NM OS gate, a well-defined ratio between the PMOS pull-up and NMOS pull­

down devices is necessary to guarantee a sufficient noise-margin low NM L· 

• To ensure that rise and fall times of the signal waveforms stay within limits, minimum 
bounds can be set on the sizes of the driver transistors as a function of the fan-out. 

• The maximum amount of charge sharing in a dynamic design should be such that the 

noise-margin high is not violated. 

Pure common sense can help define a large set of rules to which a design should always 

adhere. Applying them requires an in-depth understanding of the circuit structure. An electrical 
verifier, therefore, starts with the identification of well-known substructures in the overall cfrcuit 
schematic. Typical templates are simple logic gates. pass transistors, and registers. The veflfier 
traverses the resulting network on a rule-per-rule basis. Since electrical rules tend to be specific 

to a particular design style, they should be able to be easily modified. For example, rule-based 

expert systems allow for an easy updating of the rule base [DeMan85]. The individual rules can 
be complex and even invoke a circuit simulator for a small subsection of the network to verify 
whether a given condition is met In summary, electrical verification is a helpful tool, and it can 

dramatically reduce the risk of malfunction. 

Timing Verification 

As circuits become more complex, it is increasingly difficult to define exactly which paths 

through the network are critical with respect to timing. One solution is to run extensive SPICE 
simulations that may take a long time to finish. Even then, this does not guarantee that the iden-
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Figure G-1 Example of false path in timing verification. 

tified critical path is the worst case, since the delay path is a function of the applied signal pat­

terns. A timing ve1ifier traverses the electrical network and rank-orders the various paths, based 

on delay. This delay can be detennined in a number of ways. One approach is to build an RC­

model of the network and compute bounds on the delay of the resulting passive network. To 

obtain more accurate results, many timing verifiers first extract the details of the longest path(s), 

based on the RC-model, and perform circuit simulation on the reduced circuit in order to obtain 

a better estimation. Examples of early timing verifiers are the Crystal [Ousterhout83] and TV 

[Jouppi84] systems. 

One problem that hampered many earlier systems is that they identified false paths-that 

is, critical paths that can never be exercised during normal circuit operation. For example, a false 

path exists in the carry-bypass adder discussed in Chapter l l (also shown in simplified form in 

Figure G-1). From a simple analysis of only the circuit topology, one would surmise that the 

critical path of the circuit passes through the adder and multiplexer modules as illustrated by the 

arrow. A closer look at the circuit operation reveals that such a path is not feasible. All individual 

adder bits must be in the propagate mode for Ill to propagate through the complete adder. How­

ever, the bypass signal is asserted under these conditions, and the bottom path through the multi­

plexer is selected instead. The actual critical path is thus shorter than what would be predicted 

from the first-order analysis. Detecting false timing paths is not easy. since it requires an under­

standing of the logic functionality of the network. Newer timing verifiers are remarkably suc­

cessful in accomplishing this and have become one of the more important design aids for the 

high-performance circuit designer [Devadas9 l]. 

Example G.1 Example of Timing Verification 

The output of a static timing verifier, the PathMill tool from Synopsys [PathMill], is 

shown in Figure G-2. The input to the verification process is a transistor netlist, but gate­

and block-level models can be included as well. The analysis considers capacitive and 

resistive parasitics that are obtained from the transistor schematic or layout extraction. 

The output of the timing analysis is an ordered list of ctitical timing paths. For the 

example of Figure G-2, the longest path extends from node B (falling edge) to node Y (fall­

ing edge) over nodes SI, S2, and X3. The predicted delay is 1.14 ns. Other paths close to 
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Figure G-2 Example of static timing verifier response as generated by the PathMill 
tool (Courtesy of Synopsys, Inc.). The results are displayed using the Cadence DF/1 
toot The critical timing path runs from node B to node Yvia nodes S1, S2, and XS. 

the critical one are in order of decreasing delay: B (F)----> Y (R) (Ll I ns), B (R)----> Y (F) 

(L04 ns), C (R)----> Z (R) (L04 ns), and D (R)----> Y (R) (LOO ns). Observe that the circuit 
contains multiple chained pass transistors that make the analysis complicated and increase 
the chances for false paths to occur. An example of the latter is the path A(F) ----> XI ----> X3 
----, Z(R) for B = 0. For a low value on B, node Z can only make a falling transition. 

Functional (or Formal) Verification 
Each component (transistor, gate, or functional block) of a circuit can be described behaviorally 
as a function of its inputs and internal state. By combining these component descriptions, an 
overall circuit model can be generated that symbolically describes the behavior of the complete 
circuit. Formal verification compares this derived behavior with the designer's initial specifica­
tion. Although not identical, the two descriptions need to be mathematically equivalent for the 

circuit to be correct 

-, 
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Formal verification is the designer's ultimate dream of what design automation should be 
able to accomplish-proof that the circuit will work as specifietl. Unfortunately, no general and 
widely accepted verifier has yet been realized. The complexity of the problem is illustrated by 
the following argument: One way to prove that two circuit descriptions are identical is to com­
pare the outputs while enumerating all possible input patterns and sequences thereof. This is an 
intractable approach with a computation time exponential in the number of inputs and states. 

This does not mean that formal verification is a fantasy, however. Techniques have been 
proposed and successfully implemented for certain classes of circuits. For instance, assuming 
that a circuit is synchronous heJps minimize the search space. Proving the equivalence between 
state machines has been one of the main research targets and has Jed to some remarkable 
advances (e.g., [Coudert90]). In general, formal ve1ification techniques fall into two major 
classes: 

• Equivalence Proving-Design often follows a refinement approach. An initial high-level 
description is refined into a more detailed one in a step-by-step fashion. Equivalence­
proving tools establish that the obtained result is functionally equivalent to the original 
desc1iption. As an example, such a tool could establish that the transistor schematic of an 
N-input static CMOS NAND gate truly implements the intended NAND function. 

• Property Proving-A designer often wants to know if her creation possesses some well­
defined properties. A possible requirement could be, "My circuit should never experience 
a race condition." A property-proving tool analyzes whether this goal is met; if it is not 
met, the tool also analyzes the circumstances. 

One of the prime necessities for formal verification to work is that the design is described in a 
manner that is unambiguous and that has a clearly defined meaning (or semantics). When these 
conditions are met, formal-verification techniques have yielded some remarkable results and are 
very effective. For instance, finite-state machines (FSMs) represent an area where formal verifi­
cation has made some major advances. The secret to the success is a well-defined mathematical 
description modeL 

Summary 

Although not yet in the mainstream of the design-automation process, functional verification 
might become one of the impm1ant assets in the designer's toolbox. For this to happen, impor­
tant progress must be made in the fields of design specification and interpretation. 
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11.8 Perspective: Design as a Trade-off 
11 .9 Summary 
11 .10 To Probe Further 

11.1 Introduction 
After the in-depth study of the design and optimization of the basic digital gates, it is time to test 

our acquired skills on a somewhat larger scale and put them in a more system-oriented 

perspective. 
We will apply the techniques of the previous chapters to design a number of circuits often 

used in the datapaths of microprocessors and signal processors. N1ore specifically, we discuss 
the design of a representative set of modules such as adders, multipliers, and shifters. The speed 
and power of these elements often dominates the overall system performance. Hence, a careful 
design optimization is required. It rapidly becomes obvious that the design task is not straight­
forward. For each module, m.ultiple equivalent logic and circuit topologies exist, each of whkh 

has its own positives and negatives in terms of area, speed, or power. 
Although far from complete, the analysis presented helps focus on the essential trade-offs 

that must be made in the course of the digital design process. You will see that optimization at 
only one design level-for instance. through transistor sizing only-leads to inferior designs. A 
global picture is therefore of crucial importance. Digital designers focus their attention on the 
gates, circuits, or transistors that have the largest impact on their goal function. The noncritical 
parts of the circuit can be developed routinely. We also may develop first-order performance 

models that foster understanding of the fundamental behavior of a module. The discussion also 
clarifies which computer aids can help to simplify and automate this phase of the design process. 

Before analyzing the design of the arithmetic modules, a short discussion of the role of the 
datapath in the digital-processor picture is appropriate. This not only highlights the specific 
design requirements for the datapath, but also puts the rest of this book in perspective. Other 

processor modules-the input/output, controUer, and memory modules-have different require­
ments and were discussed in Chapter 8. After an analysis of the area-power-delay trade-offs in 
the design of adders, multipliers, and shifters, we will use the same structures to illustrate some 
of the power-minimization approaches introduced in Chapter 6. The chapter concludes with a 

short perspective on datapath design and its trade-offs. 

11.2 Datapaths in Digital Processor Architectures 
We introduced the concept of a digital processor in Chapter 8. Its components consist of the 
datapath, memory, control, and input/output blocks. The datapath is the core of the processor­
this is where all computations are performed. The other blocks in the processor are support units 
that either store the results produced by the datapath or help to determine what will happen in 

the next cycle. A typical datapath consists of an interconnection of basic combinational func­
tions, such as arithmetic operators (addition, multiplication, comparison, and shift) or logic 
(AND, OR, and XOR). The design of the arithmetic operators is the topic of this chapter. The 

l 
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Figure 11-1 Bit-sliced datapath organization. 

intended application sets constraints on the datapath design. In some cases, such as in personal 
computers, processing speed is everything. In most other appJications~ there is a maximum 
amount of power that is allowed to be dissipated, or there is maximum energy available for com­
putation while maintaining the desired throughput. 

Datapaths often are arranged in a bit-sliced organization. as shown in Figure 11-1. Instead 

of operating on single-bit digital signals, the data in a processor are arranged in a word-based 

fashion. Typical microprocessor datapaths are 32 or 64 bits wide, while the dedicated signal pro­
cessing datapaths, such as those in DSL modems, magnetic disk drives, or compact-disc players 
are of arbitrary width, typically 5 to 24 bits. For instance, a 32-bit processor operates on data 
words that are 32 bits wide. This is reflected in the organization of the datapath. Since the same 

operation frequently bas to be performed on each bit of the data word, the datapath consists of 
32 bit slices, each operating on a single bit-hence the term bit sliced. Bit slices are either iden­
tical or resemble a similar structure for all bits. The datapath designer can concentrate on the 
design of a single slice that is repeated 32 times. 

11.3 The Adder 

Addition is the most commonly used arithmetic operation. It often is the speed-limiting element 
as well. Therefore, careful optimization of the adder is of the utmost importance. This optimiza­

tion can proceed either at rhe logic or circuit level. Typical logic-level optimizations try to rear­

range the Boolean equations so that a faster or smaller circuit is obtained. An example of such a 
logic optimization is the carry lookahead adder discussed later in the chapter. Circuit optimiza­
tions, on the other hand, manipulate transistor sizes and circuit topology to optimize the speed. 

Before considering both optimization processes, we provide a short summary of the basic defini­

tions of an adder circuit (as defined in any book on logic design [e.g., Katz94]). 

11.3.1 The Binary Adder: Definitions 

Table 11. l shows the truth table of a binary full adder. A and B are the adder inputs, C1 is the 
carry input, Sis the sum output, and C

0 
is the carry output The Boolean expressions for Sand C

0 

are given in Eq. (I !.I). 
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Table 11-1 Truth table for full adder. 

A B 

0 0 

0 0 

0 I 

0 l 

l 0 

l 0 

l I 

I l 

C; i s Co 
I 

0 0 0 

l l 0 

I 
0 I l 0 

l 0 I 

0 l 0 

I 0 I 

0 I 0 I 

l l l 

S = A Ei'! B Ei'! c, 
= ABC;+ ABC;+ ABC;+ ABC, 

C
0 

= AB+BC,+AC; 

Carry Status 

delete 

delete 

propagate 

propagute 

propagate 

propagate 

generate/propagate 

generate/propagate 

([ I.I) 

It is often useful from cin implementation perspective to define Sand C0 as functions of 

some intermediate signals G (generate), D (delete), and P (propagate). 1 G = I (D = l) ensures 
that a carry bit will be generated (deletetf) at C

0 
independent of C,, while P = I guarantees that 

an incoming ca1Ty will propagate to C
0

• Expressions for these signals can be derived from 

inspection of the truth table: 

G = AB 

D = AB 

P=AffJB 

We can rewrite Sand C
0 

as functions of P and G (or D): 

C.(G,P) = G+PC, 

S(G, P) = P Ei'! C, 

(l l.2) 

(11.3) 

Notice that G and P are only functions of A and B and are not dependent upon c,. In a similar 

way, we can also derive expressions for S(D, P) and Co<D, P). 

1 Note that the propagate signal sometimes is also defined as the OR function of the inputs A and B-this condition guar­
antees that the input carry propagates to the output when A= B = 1, too. We will provide appropriate warning whenever 
this definition is used. 
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Figure 11-2 Four-bit ripple-carry adder: topology. 

An N-bit adder can be constructed by cascading N full-adder (FA) circuits in series, con­
necting Co,k-l to c,., fork= 1 to N-1, and the first carry-in c,.o to O (Figure l l-2). This configu­
ration is called a ripple-carry adder, since the carry bit "ripples" from one stage to the other. The 
delay through the circuit depends upon the number of logic stages that must be traversed and is a 
function of the applied input signals. For some input signals, no rippling effect occurs at all. 
while for others, the carry has to ripple all the way from the least significant bit/ lsb) to the most 
significant bit (msb). The propagation delay of such a structure (also called the critical path) is 
defined as the 1-vorst case delay over all possible input patterns. 

In the case of the ripple-carry adder, the worst case delay happens when a cany generated 
at the least significant bit position propagates all the way to the most .significant bit position. 
This carry is finally consumed in the last stage to produce the sum. The delay is then propor­
tional to the number of bits in the input words N and is approximated by 

(ll.4) 

where trnrf)· and l.mm equal the propagation delays from Ci to C
0 

and S, respectively.2 

Example 11.1 Propagation Delay of Ripple-Carry Adder 

Derive the values of A, and B, (k = O ... N - I) so that the worst case delay is obtained for 
the ripple-carry adder. 

The worst case condition requires that a carry be generated at the lsb position. Since 
the input carry of the first full adder C10 is always 0, this both A0 and B0 must equal I. All 
the other stages must be in propagate mode. Hence, either A1 or Bi must be high. Finally, 
we would like to physically measure the delay of a transition on the msb sum bit. Assum­

ing an initial value of O for SN-I• we must arrange a O---? 1 transition. This is achieved by 

setting both AN-I and BN-J to O (or 1), which yields a high sum bit given the incoming 
carry of I. 

For example, the following values for A and B trigger the worst case delay for an 8-

bit addition: 

A: 0000001; B: 0! 111111 

2Equation (l 1.4) ass.umes. that both the delay from the input signals A0 {or B0) m C,,_0 for the lsb, and the C1to-C,, delay 
for all other bits equal to t,.,my 
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To set-up the worst case delay transition, all the inputs can be kept constant with A0 

undergoing a O --;. 1 transition. 
The left-most bit represents the msb in this binary representation. Observe that this 

is only one of the many worst case patterns. This case exercises the O ---> l delay of the 

final sum. Derive several other cases that exercise the O 4 1 and I ----1 0 transitions. 

Two important conclusions can be drawn from Eq. (l 1.4): 

• The propagation delay of the ripple-carry adder is linearly proportional to N. This property 

becomes increasingly important when designing adders for the wide data paths 

(N = I 6 ... 128) that are desirable in current and future computers. 

• When designing the full-adder cell for a fast ripple-carry adder, it is far more important to 

optimize tC(my than l.iww since the latter has only a minor influence on the total value of ladder 

Before starting an in-depth discussion on the circuit design of full-adder cells, the follow­

ing additional logic prope11y of the full adder is worth mentioning: 

Inverting all inputs to a full adder results in inverted values for all outputs. 
This property, also called the inverting pmperty, is expressed in the pair of equations 

- - -
S(A, B, C,) = S(A, B, C;) 

(11.5) 
C

0
(A, B, C,) = C0 (A, B, C;) 

and will be extremely useful when optimizing the speed of the ripple-carry adder. It states that 

the circuits of Figure I 1-3 are identical. 

11.3.2 The Full Adder: Circuit Design Considerations 

Static Adder Circuit 

One way to implement the full-adder circuit is to take the logic equations of Eq. (11.l) and 

translate them directly into complementary CMOS circuitry. Some logic manipulations can help 

to reduce the transistor count. For instance, it is advantageous to share some logic between the 

A B 
t 

C; FA c,, 

s 
Figure 11-3 Inverting property of the lull adder. 
The circles in the schematics represent inverters. 
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Figure 11-4 Complementary static CMOS implementation of full adder. 

sum- and carry-generation subcircuits, as long as this does not slow down the carry generation, 
which is the most critical part, as stated previously. The foHowing is an example of such a reor­
ganized equation set: 

C0 = AB+BC,+AC, 

and (I 1.6) 

The equivalence with the original equations is easily verified. The corresponding adder design, 
using complementary static CMOS, is shown in Figure 11-4 and requires 28 transistors. In addi­

tion to consuming a large area, this circuit is slow: 

• Tall PMOS transistor stacks are present in both cany- and sum-generation circuits. 

• The intdnsic load capacitance of the C0 signal is large and consists of two diffusion and 
six gate capacitances, plus the wiring capacitance. 

• The signal propagates through two inverting stages Jn the carry-generation circuit. As 
mentioned earlier, minimizing the carry-path delay is the prime goal of the designer of 
high-speed adder circuits. Given the small load (fan-out) at the output of the cmry chain, 

having two logic stages is too high a number, and leads to extra delay. 
• The sum generation requires one extra logic stage, but that is not that important, since a 

factor appears only once in the propagation delay of the ripple-carry adder of Eq. ( l l.4). 
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Even cell Odd cell 

co.1 
FA' FA' 

s, s, s, s, 

Figure 11-5 Inverter elimination in carry path. FA' stands for a full 
adder without the inverter in the carry path. 

Although slow, the circuit includes some smart design tricks. Notice that the first gate of 

the carry-generation circuit is designed with the Ci signal on the smaller PMOS stack, lowering 
its logical effort to 2. Also, the NMOS and PMOS transistors connected to C1 are placed as close 
as possible to the output of the gate. This is a direct application of a circuit-optimization tech­
nique discussed in Section 4.2-transistors on the critical path should be placed as close as pos­
sible to the output of the gate. For instance, in stage k of the adder, signals A, and B, are available 

and stable long before Ci,k (= Co.k-I) arrives after rippling through the previous stages. In this 
way, the capacitances of the internal nodes in the transistor chain are precharged or discharged in 
advance. On arrival of c,.,, only the capacitance of node X has to be (dis)charged. Putting the 
c,., transistors closer to VDD and GND would require not only the (dis)charging of the capaci­

tance of node X, but also of the internal capacitances. 
The speed of this circuit can now be improved gradually by using some of the adder prop­

erties discussed in the previous section. First. the number of inverting stages in the carry path 
can be reduced by exploiting the inverting property-inverting ail the inputs of a full-adder cell 
also inverts al1 the outputs. This rule allows us to eliminate an inverter in a cmry chain, as dem­

onstrated in Figure 11-5. 

Mirror Adder Design 

An improved adder circuit, also called the mirror adder, is shown in Figure 11-6 [Weste93]. Its 

operation is based on Eq. (11.3). The carry-generation circuitry is worth analyzing. First, the 
carry-inverting gate is eliminated, as suggested in the previous section. Secondly, the PDN and 

PUN networks of the gate are not dual. Instead, they form a clever implementation of the propa­
gate/generate/delete function-when either D or G is high, C0 is set to Vvv or GND, respec­
tively. When the conditions for a Propagate are valid (or P is 1),3 the incoming carry is 

propagated (in inverted format) to Cu. This results in a considerable reduction in both area and 
delay. The analysis of the sum circuitry is left to the reader. The following observations are 

worth considering: 

• This full-adder cell requires only 24 transistors. 

3Thc P = A + B definition of the propagate signal is used here. 

1 
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Figure 11-6 Mirror adder-circuit schematics. 

• The NMOS and PMOS chains are completely symmetrical, which still yields correct oper­
ation due to self-duality of both the sum and carry functions. As a result, a maximum of 
two series transistors can be found in the carry-generation circuitry. 

• The transistors connected to C; are placed closest to the output of the gate. 
• Only the transistors in the carry stage have to be optimized for speed. All transistors in the 

sum stage can be of minimum size. \Vhen laying out the cell, the most critical issue is the 

minimization of the capacitance at node C0 • Shared diffusions reduce the stack node 
capacitances. 

• In the adder cell of Figure 11-4, the inverter can be sized independently to drive the C; 
input of the adder stage that follows. If the carry circuit in Figure 11-6 is symmetrically 
sized, each of its inputs has a logical effort of 2. This means that the optimal fan-out, sized 

for minimum delay, should be (4/2) = 2. However, the output of this stage drives two inter­
na] gate capacitances and six gate capacitances in the connecting adder cell. A clever solu­
tion to keep the transistor sizes the same in each stage is to increase the size of the carry 
stage to about three to four times the size of the sum stage. This maintains the optimal fan­

out of 2. The resulting transistor sizes are annotated on Figure 11-6, where a PMOS/ 

NMOS ratio of 2 is assumed. 

Transmission-Gate-Based Adder 

A full adder can be designed to use multiplexers and XORs. While this is impractical in a com­
plementary CMOS implementation, it becomes attractive when the multiplexers and XORs are 
implemented as transmission gates. A full-adder implementation based on this approach is 

shown in Figure 11-7 and uses 24 transistors. It is based on the propagate-generate model, 
introduced in Eq. (11.3). The propagate signal, which is the XOR of inputs A and B, is used to 
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Figure 11-7 Transmission-gate-based lull-adder cell with sum and carry delays 
of similar value (alter [Weste93]). 

select the true or complementary value of the input carry as the new sum output. Based on the 
propagate signal, the output carry is either set to the input carry, or either one of inputs A or B. 
One of interesting features of such an adder is that it has similar delays for both sum and carry 

outputs. 

Manchester Carry-Chain Adder 

The carry-propagation circuitry in Figure 11-7 can be simplified by adding generate and delete 
signals, as shown in Figure l l-8a. The propagate path is unchanged, and it passes c, to the C0 

output if the propagate signa) ( A; ffi B1 ) is true. If the propagate condition is not satisfied, the out­
put is either pulled low by the D; signal or pulled up by G1• The dynamic implementation 
(Figure 11-8b), makes even further simplification possible. Since the transitions in a dynamic 
circuit are monotonic, the transmission gates can be replaced by NMOS-only pass transistors. 
Prechm·ging the output eliminates the need for the kill signal (for the case in which the carry 
chain propagates the complementary values of the carry signals). 

A Manchester cany-chain adder uses a cascade of pass transistors to implement the carry 
chain [Kilbum60]. An example, based on the dynamic circuit version introduced in Figure 11-8, 
is shown in Figure 11-9. During the precharge phase (<p = 0), all intermediate nodes of the pass­
transistor cm-ry chain are precharged to V DD· During evaluation, the Ak node is dischm-ged when 
there is an incoming caITy and the propagate signal Pk is high, or when the generate signal for 

stage k ( Gk) is high. 
Figure 11- IO shows an example layout of the Manchester caJTy chain in stick-diagram for­

mat. The datapath layout consists of three rows of cells organized in bit-sliced style: The top row 
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Figure 11-8 Manchester carry gates. (a) Static, using propagate, generate, 
and kill, (b) dynamic implementation, using only propagate and generate signals. 
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c, c, c, 

Figure 11-9 Manchester carry-chain adder in dynamic logic (four-bit section). 

569 

of cells computes the propagate and generate signals, the middle row propagates the cany from 
left to right, and the bottom row generates the final sums. 

The worst case delay of the carry chain of the adder in Figure 11-9 is modeled by the lin­
earized RC network of Figure 11-11. As derived in Chapter 4, the propagation delay of such a 
network equals 

N i 

tP = 0.69~c(~R;)= 0.69N(~+l)RC (I 1.7) 

when all C1 = C and R; = R. 
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Propagate/Generate Row 

InverteriSum Row 

Figure 11-10 Stick diagram of two bits of a Manchester carry chain. 

Carry in or clock 

\ 1 R, 2 R2 3 R, 4 R4 5 R, 6 Carry our 

y-- l'i.fo M, M- M i'\44 c,I c,J. "c,I 'c4I c,I 
Figure 11-11 Equivalent network to determine propagation delay of a carry chain. 

Example 11.2 Sizing of Manchester Carry Chain 

The capacitance per node on the cany chain equals four diffusion capacitances, one 
inverter input capacitance, and the wiring capacitance proportional to the size of the cell. 
The inverter and the PMOS precharging transistor can be kept at unit size. Together with 
the wire capacitance, the fixed capacitance can be estimated as !5 tF (for our technology). 
If a unit-sized transistor with width W0 has a resistance of 10 kQ and a diffusion capaci­

tance of 2 tF, then the RC time constant for a chain of transistors of width Wis 

RC = 6 tF · - + 15 tF · 10 k.Q · -( 
W ) Wo 
W 0 W 

Increasing the transistor width reduces this time constant, but it also loads the gates in the 

previous stage. Therefore, the transistor size is limited by the input loading capacitance. 
Unfortunately, the distributed RC-nature of the carry chain results in a propagation delay 

that is quadratic in the number of bits N. To avoid this, it is necessary to insert signal-buffering 
inverters. The optimum number of stages per buffer depends on the equivalent resistance of the 
inverter and the resistance and capacitance of the pass transistors, as was discussed in Chapter 9. 

In our technology, and in most other practical cases, this number is between 3 and 4. Adding the 
inverter makes the overall propagation delay a linear function of N. as is the case with ripple­

carry adders. 
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11.3.3 The Binary Adder: Logic Design Considerations 

The ripple-carry adder is only practical for the implementation of additions with a relatively 

small word length. Most desktop computers use word lengths of 32 bits, while servers require 64; 
very fast computers, such as mainframes, supercomputers, or multimedia processors (e.g., the 
Sony PlayStation2) [Suzuoki99], require word lengths of up to 128 bits. The linear dependence of 

the adder speed on the number of bits nmkes the usage of 1ipple adders rather impractical. Logic 

optimizations are therefore necessary, resulting in adders with Ir < O(N). We briefly discuss a 

number of those in the sections that follow. We concentrate on the circuit design implications, 

since most of the presented structures are well known from the traditional logic design literature. 

The Carry-Bypass Adder 

Consider the four-bit adder block of Figure l l-12a. Suppose that the values of Ak and B, (k = 
0 ... 3) are such that all propagate signals P, (k = 0 ... 3) are high. An incoming carry C;,o= I prop­

agates under those conditions through the complete adder chain and causes an outgoing carry 

C
0

, 3 = I. In other words, 

if (P0P1P2P3 = 1) then C0 , 3 = C;,o 

else either DELETE or GENERATE occurred 
(11.8) 

This infonnation can be used to speed up the operation of the adder, as shown in Figure I I - l 2b. 

When BP = P0P1P2P3 = l, the incoming carry is forwarded immediately to the next block 

through the bypass transistor M,,-hence the name carry-bypass adder or carry-skip adder 
[Lehman62]. If this is not the case, the carry is obtained by way of the normal route. 

FA FA 

(a) Carry propagation 

BP - PoP1PzP3 
:1-c,.,T FA FA FA FA ~ I 
Ji i Co,3 

ti--
"' '-------------------,~,~, 

(bl Adding a bypass 

Figure 11-12 Carry-bypass structure-basic concept. 
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Example 11.3 Carry Bypass in Manchester Carry-Chain Adder 

Figure 11-13 shows the possible carry-propagation paths when the full-adder circuit is 
implemented in Manchester-carry style. This picture demonstrates how the bypass speeds 
up the addition: The carry propagates either through the bypass path, or a carry is gener­
ated somewhere in the chain. In both cases, the delay is smaller than the normal ripple 
configuration. The area overhead incurred by adding the bypass path is small and typically 
ranges between 10 and 20%. However, adding the bypass path breaks the regular bit-slice 
structure (as was present in Figure 11-10). 

Po Pz P, BP 
J_ J_ J_ J_ 

T 
BP 

Figure 11-13 Manchester carry-chain implementation of bypass adder. 

Let us now compute the delay of an N-bit adder. At first, we assume that the total adder 
is divided in (NIM) equal-length bypass stages, each of which contains M bits. An approxi­
mating expression for the total propagation time can be derived from Figure l 1-14a and is 
given in Eq. (11.9). Namely, 

Bit 0-3 Bit4--7 

Setup + tserup Setup 
I 

Carry ,~ Carry 
propagation propagation 

Sum Sum 

Mbits 

Bit 8-11 

fbyp!!IS 
Setup -
Carry 

propagation 

Sum 

Bit 12-15 

Setup 

Carry I>- propagation 

t I Sum 
!mmf'---~ 

(11.9) 

Figure 11-14 (N= 16) carry-bypass adder: composition. The worst case delay path 
is shaded in gray. 
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with the composing parameters defined as follows: 

• tsemp: the fixed overhead time to create the generate and propagate signals. 
• tcarry: the propagation delay through a single bit. The worst case carry-propagation delay 

through a single stage of M bits is approximately M times larger. 
• tbypnss: the propagation delay through the bypass multiplexer of a single stage. 
• t"m,: the time to generate the sum of the final stage. 

The critical path is shaded in gray on the block diagram of Figure 11-14. From Eq. (11.9), it fol­
lows that tr is still linear in the number of bits N, since in the worst case, the carry is generated at 
the first bit position, ripples through the first block, skips around (Nll'vf. - 2) bypass stages, and is 
consumed at the last bit position without generating an output carry. The optimal number of bits 
per skip block is determined by technological parameters such as the extra delay of the bypass­
selecting multiplexer, the buffering requirements in the carry chain, and the ratio of the delay 
through the ripple and the bypass paths. 

Although still linear, the slope of the delay function increases in a more gradual fashion 
than for the ripple-carry adder, as pictured in Figure 11-15. This difference is substantial for 
larger adders. Notice that the ripple adder is actually faster for small values of N, for which the 
overhead of the extra bypass multiplexer makes the bypass structure not interesting. The cross­
over point depends upon technology considerations and is normally situated between four and 
eight bits. 

Problem 11.1 Delay of Carry-Skip Adder 

Determine an input pattern that triggers the worst case delay in a 16-bit (4x 4) carry-bypass adder. Assum­
ing that tcany = tsetup = tskip = lsum = I, detennine the delay and compare it with that of a normal ripple 
.adder. 

~-~---------..N 
4 ... 8 

Figure 11-15 Propagation delay of ripple-carry versus carry-bypass adder. 
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The Linear Carry-Select Adder 

In a ripple-carry adder, every full-adder cell has to wait for the incoming carry before an outgo­
ing caITy can be generated. One way to get around this linear dependency is to anticipate both 
possible values of the cmTy input and evaluate the result for both possibilities in advance. Once 
the real value of the incoming cany is known, the correct result is easily selected with a simple 
multiplexer stage. An implementation of this idea, appropriately called the carry~select adder 
[Bedrij62], is demonstrated in Figure 11-16. Consider the block of adders, which is adding bits k 

to k + 3. Instead of waiting on the anival of the output carry of bit k - I, both the O and 1 possi­

bilities are analyzed. From a circuit point of view, this means that two carry paths are imple­
mented. When Co.I-I finally settles, either the result of the O or the I path is selected by the 
multiplexer, which can be performed with a minimal delay. As is evident from Figure 11-16, the 
hardware overhead of the carry-select adder is restricted to an additional carry path and a multi­

plexer, and equals about 30% with respect to a ripple-carry structure. 
A full carry-select adder is now constructed by chaining a number of equal-length adder 

stages, as in the carry-bypass approach (see Figure 11-17). The critical path is shaded in gray. 
From inspection of the circuit, we can derive a first-order model of the worst case propagation 

delay of the module, written as 

(11.10) 

where tsemp• tsww and t,m,x are fixed delays and N and M represent the total number of bits, and the 
number of bits per stage, respectively. trnnj' is the delay of the cany through a single full-adder 
cell. The carry delay through a single block is proportional to the length of that stage or equals 

M !carry· 

The propagation delay of the adder is, again, linearly proportional to N (Eq. (11.10)). The 

reason for this linear behavior is that the block-select signal that selects between the O and I 
solutions still has to ripple through all stages in the worst case. 

0-Carry propagation 

1 I-Carry propagation 

c,,.,k-i 
Multiplexer 

Carry vector 

Sum Generation 

Figure 11-16 Four-bit carry-select module-topology. 
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Bit 0-3 Bit 4-7 Bit 8-11 Bit 12-15 
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Figure 11-17 Sixteen-bit, linear carry-select adder. The critical path is shaded in gray. 

Prnblem 11.2 Linear Can-y-Select Delay 

Determine the delay of a 16-bit iinear carry-select adder by using unit delays for all ceHs. Compare the 
result with lhat of Problem 11.1. Compare various block configurations as well. 

The Square-Root Carry-Select Adder 

The next structure illustrates how an alert designer can make a major impact. To optimize a 
design, it is essential to locate the critical timing path first. Consider the case of a 16-bit linear 
carry-select adder. To simplify the discussion, assume that the full-adder and multiplexer cells 
have identical propagation delays equal to a normalized value of I. The worst case atTival times 
of the signals at the different network nodes \Vith respect to the time the input is applied are 
marked and annotated on Figure 11-l Sa. This analysis demonstrates that the critical path of the 
adder ripples through the multiplexer networks of the subsequent stages. 

One striking opportunity is readily apparent. Consider the multiplexer gate in the last 
adder stage. The inputs to this multiplexer are the two carry chains of the block and the block­
multiplexer signal from the previous stage. A major mismatch between the atTJval times of the 
signals can be observed. The results of the carry chains are stable long before the multiplexer 

signal arrives. It makes sense to equalize the delay through both paths. This can be achieved by 
progressively adding more bits to the subsequent stages in the adder, requiring more time for the 
generation of the cmTy signals. For example, the first stage can add 2 bits, the second contains 3, 
the third has 4, and so forth, as demonstrated in Figure l l-18b. The annotated arrival times show 
that this adder topology is faster than the linear organization, even though an extra stage is 
needed. In fact, the same propagation delay is also valid for a 20-bit adder. Observe that the dis­
crepancy in arrival times at the multiplexer nodes has been eliminated. 

In effect, the simple trick of making the adder stages progressively longer results in an 
adder structure with sublinear delay characteristics. This is illustrated by the following analysis: 
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Figure 11-18 Worst case signal arrival times in carry-select adders. The signal arrival 
times are marked in parentheses. 

Assume that an N-bit adder contains P stages, and the first stage adds M bits. An additional bit is 
added to each subsequent stage. The following relation then holds: 

N = M+(M+ l)+(M+2)+(M+3)+ ... +(M+P-I) 

· P(P-1) = MP+ 
2 

(11.11) 

If M << N (e.g .• M = 2, and N = 64), the first term dominates, and Eq. (11.l l) can be 
simplified to 

p2 
N~-

2 
(11.12) 
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