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Chapter 5 • The CMOS Inverter 

Figure 5-15 Layout of two chained, minimum-size inverters using SCMOS 
Design Rules (see also Color-plate 6). 

This physical information can be combined with the approximations derived earlier 
to come up with an estimation of CL. The capacitor parameters for our generic process 
were summarized in Table 3-5 and are repeated here for convenience: 

Overlap capacitance: CGDO(NMOS) = 0.31 fF/µm; CGDO(PMOS) = 0.27 JF/µm 
Bottom junction capacitance: CJ(NMOS) = 2 fF/µm2

; CJ(PMOS) = 1.9 fF/µm 2 

Sidewall junction capacitance: CJSW(NMOS) = 0.28 fF/µm; CJSW(PMOS) = 0.22 fF/µm 
Gate capacitance: C0 .,(NMOS) = C0,(PMOS) = 6 fF/µm 2 

Finally, we should also consider the capacitance contributed by the wire connecting 
the gates and implemented in metal I and polysilicon. A layout extraction program typically 
delivers precise values for this parasitic capacitance. Inspection of the layout helps us form 
a first-order estimate. It yields that the metal-I and polysilicon areas of the wire, which are 
not over active diffusion, equal 42 ,.2 and 72 'A.2, respectively. With the aid of the interconnect 
parameters of Table 4-2, we find the wire capacitance (observe that we ignore the fringing 
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Table 5-2 Components of CL {for high-to-low and low-to-high transitions). 

Value (fF) Value (fF) 
Capacitor Expression (H-, L) (L-, H) 

cga1 2CGD00 W, 0.23 0.23 

cgd2 2CGDOP WP 0.61 0.6] 

c.1h1 K,,_1, AD, CJ+ ~w, PD, CJSW 0.66 0.90 

c(1b2 K.,q,AD, CJ+ K,q,wpPDP CJSW) 1.5 1.15 

cg3 (CGDO,+CGS00)W,+C~ W,L, 0.76 0.76 

cg"- (CGDO,+CGSO,) w, + C0 , w, L, 2.28 2.28 

Cw From Extraction 0.12 0.12 

CL L 6.1 6.0 

capacitance in this simple exercise; due to the short length of the wire, this contribution can 
be ignored compared with the other entries): 

Cw;,, = 42/82 µm2 x 30 aF/µm2 + 72182 µm2 x 88 aF/µm2 = 0.12 fF 

The results of bringing all the components together are summarized in Table 5-2. 
We use the values of K,q derived in Example 5.3 for the computation of the diffusion 
capacitances. Notice that the load capacitance is almost evenly split between its two major 
components: the intrinsic capacitance, composed of diffusion and overlap capacitances, 
and the extrinsic load capacitance, contributed by wire and connecting gate. 

5.4.2 Propagation Delay: First-Order Analysis 

One way to compute the propagation delay of the inverter is to integrate the capacitor 
(dis)charge cmrent. This results in the expression 

(5.16) 

,,, 

with i the (dis)charging current, v the voltage over the capacitor, and v, and v2 the initial and 
final voltage, respectively. An exact computation of this equation is intractable, as both CL(v) 
and i(v) are nonlinear functions of v. Instead, we fall back to the simplified switch model of the 
inverter introduced in Figure 5-6 to derive a reasonable approximation of the propagation delay 
adequate for manual analysis. The voltage dependencies of the "on" resistance and the load 
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capacitor are addressed by replacing both by a constant linear element with a value averaged 
over the interval of interest. The preceding section derived precisely this value for the load 
capacitance. An expression for the average "on" resistance of the MOS transistor was already 
derived in Example 3.8 and is repeated here for convenience: 

(5.17) 

Deriving the propagation delay of the resulting circuit is now straightforward-it is noth­
ing more than the analysis of a first-order linear RC network, identical to the exercise of Exam­
ple 4.5. We learned there that the propagation delay of such a network, excited by a voltage step, 
is proportional to the time constant of the network, formed by pull-down resistor and load capac­
itance. Hence. 

tpHL = ln(2)R,q,,CL = 0.69R,q,,CL 

Similarly, we can obtain the propagation delay for the low-to-high transition. We write 

rpLH = o.69R,qpcL 

(5.18) 

(5.19) 

with R,qp the equivalent on resistance of the PMOS transistor over the interval ofinterest. This anal­
ysis assumes that the equivalent load-capacitance is identical for both the high-to-low and low-to­
high transitions. This was shown to be approximately the case in the example of the previous sec­
tion. The overall propagation delay of the inverter is defined as the average of the two values: 

(5.20) 

Very often, it is desirable for a gate to have identical propagation delays for both rising and fall­
ing inputs. This condition can be achieved by making the "on" resistance of the NMOS and 
PMOS approximately equal. Remember that this condition is identical to the requirement for a 
symmetlical VTC. 

Example 5.5 Propagation Delay of a 0.25 µm CMOS Inverter 

To derive the propagation delays of the CMOS inverter of Figure 5-15, we make use of Eq. 
(5.18) and Eq. (5.19). The load capacitance CL was already computed in Example 5.4, 
while the equivalent "on" resistances of the transistors for the generic 0.25-µ.m CMOS 
process were derived in Table 3-3. For a supply voltage of 2.5 V, the normalized "on" 
resistances of NMOS and PMOS transistors equal 13 kQ and 31 kQ, respectively. From 
the layout, we determine the (W-to-L) ratios of the transistors to be 1.5 for the NMOS, and 
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4.5 for the PMOS. We assume that the difference between drawn and effective dimensions 
is small enough to be ignorable. This leads to the following values for the delays: 

(13 kn) 
t;,HL = 0.69 X r:s- X 6.1 fF = 36 ps 

(
31 kf.l) 

tpLH = 0.69 X 4T X 6.0 fF = 29 ps 

and 

t,, = (36 ~ 29) = 32.5 ps 

The accuracy of this analysis is checked by performing a SPICE transient simulation 
on the circuit schematic, extracted from the layout of Figure 5-15. The computed transient 
response of the circuit is plotted in Figure 5-16, and determines the propagation delays to 
be 39.9 ps and 31.7 ps for the HL and LH transitions, respectively. The manual results are 
good, considering the many simplifications made during their derivation. Notice in partic­
ular the overshoots on the simulated output signals. These are caused by the gate-drain 
capacitances of the inverter transistors, which couple the steep voltage step at the input 
node directly to the output before the transistors can even start to react to the changes at 
the input. These overshoots clearly have a negative impact on the performance of the gate 
and explain why the simulated delays are larger than the estimations. 

3 

2.5 

2 

~ 1.5 

~g 1 

0.5 

0 

-0.5 
0 0.5 1 1.5 2 2.5 

I (sec) X 10-10 

Figure 5-16 Simulated transient response of the inverter of Figure 5-15. 

WAR.i'IING: This example might give the impression that manual analysis always leads to 
close approximations of the actual response, which is not necessarily the case. Large deviations 
often can be observed between first- and higher order models. The purpose of the manual 
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analysis is to get a basic insight into the behavior of the drcuit and to determine the dominant 
parameters. A detailed simulation is indispensable when quantitative data is required. Consider 
the preceding example a stroke of good luck. · 

The obvious question a designer asks at this point is how to manipulate or optimize the 
deJay of a gate. To provide an answer to this question, it is necessary to make the parameters 
governing the delay explicit by expanding R,q in the delay equation. Combining Eq. (5.18) and 
Eq. (5.17), and assuming for the time being that the channel-length modulation factor A is ignor­
able, yields the following expression for tpHL (a similar analysis holds for tplH): 

3CiVDD CLVDD 
tpHL = 0.69 41 = 0.52(\V IL) k' \l (\! V \l 12) 

DSAT11 ti II DSATn DD - Tu - DSATn 

(5.21) 

In the majority of designs, the supply voltage is chosen high enough so that VDD >> Vr,, + 
VDSATn/2. Under these conditions, the delay becomes virtually independent of the supply 
voltage: 

CL 
r,,Hi ~ 0.52(\V IL) k' V 

11 n DSATu 
(5.22) 

Observe that this is a first-order approximation, and that increasing the supply voltage 
yields an observable, albeit small, improvement in performance due to a nonzero channel-length 
modulation factor. This analysis is confirmed in Figure 5-17, which plots the propagation delay 
of the inverter as a function of the supply voltage. It comes as no surprise that this curve is virtu-

5.5 ~--~-~~-~---~-~ 
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4.5 

S 4 
.~ --a 3.5 

§ 3 
s 
.._:>.. 2.5 
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1 LL__L__LL~!tc::i:i=...iW: 
0.8 1 1.2 1.4 1.6 1.8 2 2.2 2.4 

Vvv(V) 

Figure 5-17 Propagation delay of CMOS inverter as a function of supply voltage 
(normalized with respect to the delay at 2.5 V). The dots indicate the delay values 
predicted by Eq. (5.21 ). Observe that this equation is only valid when the devices are 
velocity saturated. Hence, the deviation at low supply voltages. 
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ally identical in shape to the one of Figure 3-28, which charts the equivalent "on" resistance of 

the MOS transistor as a function of VDD· While the delay is relatively insensitive to supply vari­
ations for higher values of V09, a sharp increase can be observed starting around~ 2V7 . This 
operation region clearly should be avolded if achieving high performance is a primary design 
goal. 

From the preceding discussion, we deduce that the propagation delay of a gate can be minimized in the fol­

lowing ways: 

• Ruluce CL. Remember that three major factors contribute to the load capacitance: the internal diffu­
sion capacitance of the gate itself, the interconnect capacitance, and the fan-out Careful layout helps 
to reduce the diffusion and interconnect capacitances. Good design practice requires keeping the 
drain diffusion areas as small as possible. 

• Increase the WIL ratio of the frcmsistors. This Js the most powerful and effective performance opti­
mization tool in the hands of the designer. Proceed with caution, however, when applying this 
approach. Increasing the transistor size also raises the diffusion capacitance and hence CL. In fact, 
once the intrinsic capacitance (i.e. the diffusion capacitance) starts to dominate the extrinsic load 
formed by wiring and fan-out, increasing the gate size no longer helps in reducing the delay. It only 
makes the gate larger in area. This effect is called self-loading. In addition, wide transistors have a 
larger gate capacitance, \Vhich increases the fan-out factor of the driving gate and adversely affects 
its speed as well. 

• Increase VDD· As illustrated in Figure 5-17, the delay of a gate can be modulated by modifying the 
supply voltage. This flexibility allows the designer to trade off energy dissipation for performance, as 
we will see in a later section. However, increasing the supply voltage above a certain level yields 
only very minimal improvement and thus should be avoided. Also, reliability concerns (oxioe break­
down, hot-electron effects) enforce firm upper bounds on the supply voltage in deep submicron 
processes. Ill 

Problem 5.4 Propagation Delay as a Function of(dis)charge Current 

So far, we have expressed the propagation delay as a function of the equivalent resistance of the transistors. 
Another approach would be to replace the transistor by a current source with a value equal to the average 
(dis)charge current over the interval of interest. Derive an expression of the propagation delay using this 
alternative approach. 

5.4.3 Propagation Delay from a Design Perspective 

Some interesting design considerations and trade-offs can be de1ived from the delay expressions 

we have derived so far. Most importantly, they lead to a general approach toward transistor siz­
ing that will prove to be extremely useful. 

NMOS-to-PMOS Ratio 

So far, we have consistently widened the PMOS transistor so that its resistance matches that of 
the pull-down NMOS device. This typically requires a ratio of 3 to 3.5 between PMOS and 
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NMOS width. The motivation behind this approach is to create an inverter with a symmetrical 

VTC and to equate the high-to-low and low-to-high propagation delays. However, this does not 
imply that this ratio also yields the minimum overall propagation delay. If symmetry and 
reduced noise margins are not of prime concern, it is actually possible to speed up the inverter by 
reducing the width ofthePMOS device! 

The reasoning behind this statement is that, while widening the PMOS improves the tpLH 

of the inverter by increasing the charging current, it also degrades the tpHL by causing a larger 
parasitic capacitance. When two contradictory effects are present, a transistor ratio must exist 
that optimizes the propagation delay of the inverter. 

This optimum ratio can be derived using a simple analysis technique. Consider two identi­
cal cascaded CMOS inverters. The approximate load capacitance of the first gate is given by 

(5.23) 

where C,1pJ and C""' are the equivalent drain diffusion capacitances of PMOS and NMOS tran­
sistors of the first inverter and Cgp2 and Cg,,2 are the gate capacitances of the second gate. Cw rep­
resents the wiring capacitance. 

When the PMOS devices are made~ times larger than the Nlv!OS ones(~= (WIL)/(WIL),,), 

al! transistor capacitances scale in approximately the same way, or Cdpl = ~ C""'' and Cgpi = 
~ C

8
,,2• Equation (5.23) can then be rewritten as 

CL= (l+~)(C,n1 +C,n2)+Cw (5.24) 

Based on Eq. (5.20), the following expression for the propagation delay can be derived, 

tP = O,i9((l+~)(CJ,, 1 +C8 ,,2)+Cwi(R,qn+ R~"P) 

(5.25) 

= 0.345((1 + ~)( CJ,,, + C,n2) + Cw )R,q,,( I + i) 
Here, r (= R,q/R,q,,) represents the resistance ratio of identically sized PMOS and NMOS tran­

sistors. The optimal value of~ can be found by setting !£ to 0, which yields 

A I ( cw ) Popi = .Ir l + ---~-
",/ cdnl + cgrt2 

(5.26) 

This means that when the wiring capacitance is negligible (CJ,,, + c,,,2 >> Cw), ~opt 

equals Jr, in contrast to the factor r normally used in the noncascaded case. If the wiring capac­
itance dominates, larger values of ~ should be used. The surprising result of this analysis is that 
smaller device sizes (and thus a smaller design area) yield a faster design at the expense of sym­
metry and noise margin. 

l 
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Example 5.6 Sizing of CMOS Inverter Loaded by an Identical Gate 

Consider again our standard design example. From the values of the equivalent resistances 
(Table 3-3). we find that a ratio~ of2.4 (= 31 kQ/ 13 kQ) would yield a symmetrical tran­
sient response. Eq. (5.26) now predicts that the device ratio for an optimal performance 
should equal 1.6. These results are verified in Figure 5-18, which plots the simulated prop­

agation delay as a function of the transistor ratio ~- The graph clearly illustrates how a 

changing ~ trades off between tpLH and tpHL· The optimum point occurs around ~ = 1.9, 
which is somewhat higher than predicted. Observe also that the rising and falling delays 
are identical at the predicted point of ~ equal to 2.4. This is the prefe1Ted operation point 
when the worst case delay is the prime concern. 3 

X 10-ll 
5 ~~-~~-~-~~-~~ 

4.5 

4 

3.5 

31 L _L_Ll..._L__3L...:s..i.._L__L__J 

/3 

Figure 5-18 Propagation delay of CMOS inverter as a function 
of the PMOS-to-NMOS transistor ratio~-

Sizing Inverters for Performance 

In this analysis, we assume a symmetrical inverter, which is an inverter where Piv10S and 
NMOS are sized such that the rise and fall delays are identical. The load capacitance of the 

inverter can be divided into an intrinsic and an extrinsic component, or CL= Cim + Cc.rt· Ciur rep­
resents the self-loading or intrinsic output capacitance of the inverter. and is associated with the 
diffusion capacitances of the NMOS and PMOS transistors as well as the gate-drain overlap 
(Miller) capacitances. Cext is the extrinsic load capacitance, attributable to fan-out and wiring 

3You probably wonder why we do not always consider the worst of the rising and falling delays as rhe prime perfor~ 
mance measure of a gate. When cascading inverting gates to form a more complex logic network, you quickly realize 
that the average of the two is a more meaningful measure. A rising trnnsition on one gate is followed by a falling transl~ 
tion on the next. 
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capacitance. Assuming that Req stands for the equivalent resistance of the gate. we can express 
the propagation delay as 

tP = 0.69Req(Cint + Cext) 
(5.27) 

= 0.69ReqC;,a(l+Cex/Cila) = tpo(l+Cex/Cim) 

where tpl) = 0.69 R,qC,,,, represents the delay of the inverter only loaded by its own intrinsic 

capacitance (Cext= 0). and is caHed the intrinsic or unloaded delay. 

The next question is how rransistor sizing impacts the performance of the gate. To answer 
this question, we must establish the relationship between the various parameters in Eq. (5.27) 
and a sizing factor S, which relates the transistor sizes of our inverter to a reference gate­
typically a minimum-sized inverter. The intrinsic capacitance C1m consists of the diffusion and 
Miller capacitances, both of which are proportional to the width of the transistors. Hence, c,,,, = 
SCiref· The resistance of the gate relates to the reference gate as Req = Rre/S. Vle can now rewrite 
Eq. (5.27) as 

tr= 0.69(R,,/S)(SC;,,,J)(l + C,x,l(SC1,.,1)) 

( 
Cm ) ( C,x, ) = 0.69R,,1C;,eJ 1 + SC. = I po 1 + SC:-

iref iref 

(5.28) 

From this analysis, we draw two important conclusions: 

• The intrinsic delay of the inve1ter tp0 is independent of the sizing of the gate, and is deter­
mined purely by technology and inverter layout. When no load is present, an increase in 

the drive of the gate is totally offset by the increased capacitance. 
• Making S infinitely large yields the maximum obtainable performance gain, eliminating 

the impact of any external load, and reducing the delay to the intrinsic one. Yet, any sizing 

factor S that is sufficiently larger than (C,x,tC,,,,) produces similar results at a substantial 
gain in silicon area. 

Example 5.7 Device Sizing for Performance 

Let us explore the performance improvement that can be obtained by device sizing in the 

design of Example 5.5. We find from Table 5-2 that c,,,,IC,x, ~ 1.05 (C,n, = 3.0 fF, C,,, = 
3.15 fF). This would predict a maximum performance gain of 2.05. A scaling factor of 10 
allows us to get within 10% of this optimal performance, while larger device sizes only 
yield ignorable performance gains. 

This is confirmed by simulation results, which predict a maximum obtainable per­
formance improvement of 1.9 Opo = 19.3 ps). In Figure 5-19, we observe that the majority 

of the improvement is already obtained for S = 5, and that sizing factors larger than 10 
barely yield any extra gain. 
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Figure 5-19 Increasing inverter performance by sizing the NMOS and PMOS transistor 
with an identical factor S for a fixed fan-out (inverter of Figure 5-15). 

Sizing a Chain of Inverters 

While sizing up an inverter reduces its delay, it also increases its input capacitance. Gate sizing 
in an isolated fashion without taking into account its impact on the delay of the preceding gates 
is a purely academic enterprise. Therefore, a more relevant problem is determining the optimum 
sizing of a gate when embedded in a real environment. A simple chain of inverters is a good 
first case to study. To determine the input loading effect, the relationship between the input gate 
capacitance Cg and the intrinsic output capacitance of the inverter has to be established. Both are 
proportional to the gate sizing. Hence, the following relationship holds, independently of gate 
sizing: 

(5.29) 

In Eq. (5.29), y is a proportionality factor that is only a function of technology and is close to 1 
for most submicron processes, as we observed in the preceding examples. Rewriting Eq. (5.28), 
we obtain 

tr = tpof 1 + cce"1
) = tpoO + f /y) 

\. y g 
(5.30) 

which establishes that the delay of an inverter is only a function of the ratio between its exter­
nal load capacitance and its input capacitance. This ratio is called the effective fan-out f 

Let us consider the circuit of Figure 5.20. The goal is to minimize the delay through the 
inverter chain, with the input capacitance Cs1 of the first inverter-typically a minimally-sized 
gate-and the load capacitance CL at the end of the chain fixed. 
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Figure 5-20 Chain of N inverters with fixed input and output capacitance. 

Given the delay expression for the j-th inverter stage,4 

(I Cg,j+I) 
tp,j = tpo + -C--

' '{ g.j 

we can derive the total delay of the chain: 

= t"0(1 + f/Y) 

N N " "r C ·+i'\ . Ip= .L./p,j = lpo_L,,ll+ ./c' .)·w1thCg.N+I 
J=I j=l g,J 

(5.31) 

(5.32) 

This equation has N - I unknowns, being cg. 2, Cg, 3, ••• , c,. N· The minimum delay can be found 

by taking N - I partial derivatives, and equating them to 0, or a, P;ac,. 1 = o. The result is a set 

of constraints, 

c,.J+ ,tcg.j = c,jc,.1_, with (j = 2 ... N) (5.33) 

In other words, the optimum size of each inverter is the geometric mean of its neighbors sizes: 

c,.i = Jcg.j-1c,.1+1 (5.34) 

This means that each inverter is sized up by the same factor fwith respect to the preceding 

gate, has the same effective fan-out VJ=/), and thus the same delay. With c,. 1 and CL given, we 
can derive the sizing factor as 

(5.35) 

and the minimum delay through the chain as 

(5.36) 

F represents the overall effective fan-out of the circuit and equals CLIC,, 1• Observe how the rela­

tionship between Ir and Fis a strong function of the number of stages. As expected, the relation­

ship is linear when only 1 stage is present. Introducing a second stage turns it into a square root 
function, and so on. The obvious question now is how to choose the number of stages so that the 
delay is minimized for a given value of F. 

4This expression ignores the wiring capacitance, which is a fair assumption for the time being. 
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Choosing the Right Number of Stages in an Inverter Chain 

Evaluation of Eq. (5.36) reveals the trade-offs in choosing the number of stages for a given F 

( = J"). When the number of stages is too large, the first component of the equation, which repre­
sents the intrinsic delay of the stages, becomes dominant. If the number of stages is too small, 
the effective fan-out of each stage becomes large, and the second component is dominant. The 
optimum value can be found by differentiating the minimum delay expression by the number of 

stages and setting the result to 0. We obtain 

,v 'F NJF'lnF O 
y+ ,J - N = 

or equivalently (5.37) 

f = /' +ylfj 

Equation (5.35) has only a closed-form solution for'{= 0-that is when the self-loading is 

ignored and the load capacitance only consists of the fan-out. Under these simplified conditions, 
it is found that the optimal number of stages equals N = ln(F), and the effective fan-out of each 
stage is set to/= e = 2.71828. This optimal buffer design scales consecutive stages in an expo­
nential fashion, and is thus called an exponential horn [Mead80]. When self-loading is included, 
Eq. can only be solved numerically. The results are plotted in Figure 5-21a. For the typical case 

of y ~ 1, the optimum tapering factorturns out to be close to 3.6. Figure 5-2lb plots the (normal­
ized) propagation delay of the inverter chain as a function of the effective fan-out for y = 1. 
Choosing values of the fan-out that are higher than the optimum does not effect the delay very 
much and reduces the required number of buffer stages and the implementation area. A common 

practice is to select an optimum fan-out of 4. The use of too many stages (f <fop), on the other 
hand, has a substantial negative impact on the delay, and should be avoided. 
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(a) Optimum effective fan-outf (or inverter 
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factor,. in an inverter chain. 
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Figure 5-21 Optimizing the number of stages in an inverter chain. 
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Example 5.8 The Impact of Introducing Buffer Stages 

Table 5-3 enumerates the values of 1,,,
0
p,ltp0 for the unbuffered design, the dual stage, and 

optimized inverter chain for a variety of values of F (for y = 1). Observe the impressive 
speedup obtained with cascaded inverters when driving very large capacitive loads. 

Table 5-3 l,,p1llp0 versus x !or various driver configurations. 

F Unbuffered Two Stage Inverter Chain 

10 !I 8.3 8.3 

100 101 22 16.5 

1000 1001 65 24.8 

10,000 10,00l 202 33.1 

The preceding analysis can be extended to not only cover chains of inverters, but also net­
works of inverters that contain actual fan-out, an example of which is shown in Figure 5-22. We 
merely have to adjust the expression for C,.n to incorporate the additional fan-out factors. 

Problem 5.5 Sizing an Inverter Network 

Determine the sizes of the inverters in the circuit of Figure 5-22, such that the delay between nodes Out and 
/11 is minimized. You may assume that CL= 64 Ci:, 1• 

Hints: Determine first the ratios between the devices that minimize the delay. You should find that 

the following relationship must hold: 

1 

4C,,, _ 4C,,3 _ CL 

cs, i - cg,2 - cg.3 

2 3 

Out 

Figure 5-22 Inverter network, in which each gate has a fan-out of 4 gates, 
distributing a single input to 16 output signals in a treelike fashion. 
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Finding the actual gate sizes (C8, 3 = 2.52C8, 2 :;:; 6.35Cg, 1) is a relatively straightforward task (with 
2.52 = 16 113). Straightforward sizing of the inverter chain, without taking the extra fan-out into account, 
would have led to a sizing factor of 4 instead of2.52. 

The Rise-Fall Time of the Input Signal 

All of the preceding expressions were derived under the assumption that the input signal to the 

inverter abruptly changed from O to V DD or vice versa. Only one of the devices is assumed to be 
on during tbe (dis)charging process. In reality, !be input signal changes gradually and, tempo­
rarily, PMOS and NMOS transistors conduct simultaneously. This affects the total current avail­
able for (dis)charging and impacts the propagation delay. Figure 5-23 plots the propagation 
delay of a minimum-size inverter as a function of the input signal slope-as obtained from 

SPICE. It can be observed that tP increases (approximately) linearly with increasing input slope, 

once t, > IP (t, = 0). 
While it is possible to derive an analytical expression describing the relationship between 

input signal slope and propagation delay, the result tends to be complex and of limited value. 
From a design perspective, it is more valuable to relate the impact of the finite slope on the per­

formance directly to its cause, which is the limited driving capability of the pre<:eding gate. If the 
latter would be infinitely strong, its output slope would be zero, and the performance of the gate 
under examination would be unaffected. The strength of this approach is that it realizes that a 
gate is never designed in isolation, and that its performance is affected by both tbe fan-out and 

the driving strength of the gate(s) feeding into its inputs. This leads to a revised expression for 
the propagation delay of an inverter i in a chain of inverters [Hedenstierna87]: 

i i i- I 
tp = !step+ 11fstep 

X 10-ll 
5.4 ~--~---~--~---~~ 

5.2 

5 

4.8 

'u' 4.6 
" .::0, 
-~ 4.4 

4.2 

4 

3.8 

2 6 8 
X 10-ti 

Figure 5-23 t, as a function of the input signal slope (10-90% rise or fall time) 
for minimum-size inverter with fan-out of a single gate. 

(5.38) 
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Eq. (5.38) states that the propagation delay of inverter i equals the sum of the delay of the same 

gate for a step input (t\"P) (i.e. zero input slope) augmented with a fraction of the step-input 
delay of the preceding gate (i - 1). The fraction 11 is an empirical constant, which typically has 
values around 0.25. This expression has the advantage of being very simple. whi1e exposing all 
relationships necessary for the delay computations of complex circuits. 

Example 5.9 Delay of Inverter Embedded in Network 

Consider, for example, the circuit of Figure 5-22. With the aid of Eq. (5.31) and Eq. (5.38), 
we can derive an expression for the delay of the stage-2 inverter, marked by the gray box: 

( 
4C,, 3) ( 4Cg, 2) 

tp.2 = tpo I+' C " +111po~l + ~ y g_ y gl 

An analysis of the overall propagation delay in the style of Problem 5.5, leads to the fol­

lowing revised sizing requirements for minimum delay: 

4(1 +11JCg. 2 = 4(1 +11)Cg. 3 = CL 

cg,2 

If we assume 11 = 0.25,f,_ and/1 evaluate to 2.47. 

It is advantageous to keep the signal rise times smaller than or equal to the gate propagation delays. This 
proves to be true not only for performance, but also for power consumption considerations, as will be dis­
cussed later. Keeping the rise and fall times of the signals small and of approximately equal values is one of 
the major challenges in high-performance design; it is often called slope engineering. 8 

Problem 5,6 Impact of Input Slope 

Determine if reducing the supply voltage increases or decreases the influence of the lfiput signal slope on 
the propagation delay. Explain your answer. 

Delay in the Presence of (Long) Interconnect Wires 
The interconnect wire has played a minimal role in our analysis thus far. \Vhen gates get farther 

apart. the wire capacitance and resistance can no longer be ignored, and may even dominate the 
transient response. Earlier delay expressions can be adjusted to accommodate these extra contri­
butions by employing the wire modeling techniques introduced in the previous chapter. The 

analysis detailed in Example 4.9 is directly applicable to the problem at hand. Consider the cir­
cuit of Figure 5-24, where an inverter drives a single fan-out through a wire of length L. The 

driver is represented by a single resistance Rur• which is the average between Reqn and Reqp· C1nr 
and Cfim account for the intrinsic capacitance of the driver, and the input capacitance of the fan­
out gate, respectively. 
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v,:mr (r,,,,c,~,L) 

C;,u I I 
Figure 5-24 Inverter driving single gate through wire of length L. 

The propagation delay of the circuit can be obtained by applying the Elmore delay 
expression: 

tp = 0.69RdrC,,,, + (0.69Rd, + 0.38Rw)C,,. + 0.69(Rdr + R,,.)C1a,, 

(5.39) 
2 = 0.69Rdr< Cin, + C fun)+ 0.69(Rdrcw + rwC fm1)L + 0.38rwcwL 

The 0.38 factor accounts for the fact that the wire represents a distributed delay. C,,. and Rw stand 
for the total capacitance and resistance of the wire, respectively. The delay expression contain a 
component that is linear with the wire length, as well a quadratic one. It is the latter that causes 

the wire delay to rapidly become the dominant factor in the delay budget for longer wires. 

Example 5.10 Inverter Delay in Presence of Interconnect 

Consider the circuit of Figure 5-24, and assume the device parameters of Example 5.5: 

c,,,, = 3 fF, c1a,, = 3 fF, and Rd,·= 0.5(13/1.5 + 31/4.5) = 7 .8 kQ. The wire is implemented in 
metall and has a width of 0.4 µm-the minimum allowed. This yields the following 
parameters: cw= 92 aF/µm, and rw =0.19 Q/µm (Example4.4). With the aid of Eq. (5.39), 
we can compute at what wire length the delay of the interconnect becomes equal to the 
intiinsic delay caused purely by device parasitics. Solving the following quadratic equa­
tion yields a single (meaningful) solution: 

6.6 X 10-lS L2 + 0.5 X 10-l2L = 32.29 X 10-12 

or, L = 65 µm 

Observe that the extra delay is due solely to the linear factor in the equation-more specif­
ically, to the extra capacitance introduced by the wire. The quadratic factor (the distributed 
wire delay) becomes dominant only at much larger wire lengths (> 7 cm). This can be 

attributed to the high resistance of the (minimum-size) driver transistors. A different bal­
ance emerges when wider transistors are used. Analyze, for instance, the same problem 
with the driver transistors l 00 times wider. 

5.5 Power, Energy, and Energy Delay 

So far, we have seen that the static CMOS inverter with its almost ideal VTC-symmetrical 
shape, full logic swing. and high noise margins-offers a superior robustness, which simplifies 
the design process considerably and opens the door for design automation. Another major 
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attractor for static CMOS is the almost complete absence of power consumption in steady-state 
operation mode. It is this combination of robustness and low static power that has made static 
CMOS the technology of choice of most contemporary digital designs. The power dissipation of 
a CMOS circuit is instead dominated by the dynamic dissipation resulting from charging and 

discharging capacitances. 

5.5.1 Dynamic Power Consumption 

Dynamic Dissipation due to Charging and Discharging Capacitances 

Each time the capacitor CL gets charged through the PMOS transistor, its voltage rises from Oto 
V DD• and a certain amount of energy is drawn from the power supply. Part of this energy is dissi­
pated in the PMOS device, while the remainder is stored on the load capacitor. During the high­
to-low transition, this capacitor is discharged, and the stored energy is dissipated in the NMOS 

transistor. 5 

A precise measure for this energy consumption can be derived. Let us first consider the 
low-to-high transition. We assume, initially, that the input waveform bas zero rise and fall 
times-in other words, the NMOS and PMOS devices are never on simultaneously. Therefore, 
the equivalent circuit of Figure 5-25 is valid. The values of the energy EvDD, taken from the sup­
ply during the transition, as well as the energy Ee, stored on the capacitor at the end of the tran­
sition, can be derived by integrating the instantaneous power over the period of interest: 

EvDD = f ivDD(t)V DDdt = 
0 

V Jc dv0 '"dt 
DD L dt 

0 

Von 

= CLVDD f dvour = 

0 

Figure 5-25 Equivalent circuit during the low-to-high transition. 

(5.40) 

50bserve that this model is a simplification of the actual circuit. In reality, the load capacitance consists of multiple 
components, some of which are located between the output node and GND, others between output node and V DD· The 
latter experience a charge-discharge cycle that is out of phase with the capacitances to GND (i.e,, they get charged when 
Vm,r goes low and discharged when V 001 rises.} While this distributes the energy delivery by the supply over the two 
phases, it does not affect the overall dissipation, and the results presented in this section are still valid. 
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Charge Discharge 

Figure 5-26 Output voltages and supply current during (dis)charge of CL. 

and 

Vvv 

= CL f vo11rdvou, = 
0 

The corresponding waveforms of v.,,,(1) and ivDD(I) are pictured in Figure 5-26. 

215 

(5.41) 

These results can also be derived by observing that during the low-to-high transition, CL is 
loaded with a charge CL V00. Providing this charge requires an energy from the supply equal to 
CiV00

2 (= Q x V00). The energy stored on the capacitor equals CLV00
2/2. This means that only 

half of the energy supplied by the power source is stored on Cv The other half has been dissi­
pated by the PMOS transistor. Notice that this energy dissipation is independent of the size (and 
hence the resistance) of the PMOS device! During the discharge phase, the charge is removed 
from the capacitor, and its energy is dissipated in the NMOS device. Once again, there is no 
dependence on the size of the device. In summary, each switching cycle (consisting of an L-->H 
and an H--,L transition) truces a fixed amount of energy, equal to CLVv/· In orderto compute the 
power consumption, we have to take into account how often the device is switched. If the gate is 
switched on and off/0_.,, times per second, the power consumption is given by 

where Jo-">! represents the frequency of energy-consuming transitions (these are O ~ 1 transi­
tions for static CMOS). 

Advances in technology result in ever-higher values offo-tl (as tP decreases). At the same 
time, the total capacitance on the chip ( CL) increases as more and more gates are placed on a single 
die. Consider, for instance, a 0.25-µm CMOS chip with a clock rate of 500 MHz and an average 
load capacitance of 15 fF/gate, assuming a fan-out of 4. The power consumption per gate for a 2.5-
V supply then e<Juals approximately 50 11W. For a design with 1 million gates, and assuming that 
a transition occurs at every clock edge, this would result in a power consumption of 50 W! This 
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evaluation, fortunately, presents a pessimistic perspective. In reality, not all gates in the complete 
IC switch at the full rate of 500 Mhz. The actual activity in the circuit is substantially lower. 

Example 5.11 Capacitive Power Dissipation oflnverter 

The capacitive dissipation of the CMOS inverter of Example 5.4 is now easily computed. 
In Table 5-2, the value of the load capacitance was determined to equal 6 !F. For a supply 

voltage of 2.5 V, the amount of energy needed to charge and discharge that capacitance 

equals 

' Edyn = CL Vi>D = 37 .5 IT 

Assume that the inverter is switched at the (hypothetically) maximum possible rate 

(T = 1/f= 1
1
,Ul + tpHL = 2tP). For a tP of 32.5 ps (Example 5.5), we find that the dynamic 

power dissipation of the circuit is 

Pdyn = Edy,/(2tp) = 580 µW 

Of course, an inverter in an actual circuit is rarely switched at this maximum rate, 
and even if it would be, the output does not swing from rail to rail. The power dissipation 
will thus be substantially lower. For a rate of 4 GHz (T = 250 ps), the dissipation reduces 
to 150 µW. This is confirmed by simulations, which yield a power consumption of 

155 µW. 

Computing the dissipation of a complex circuit is complicated by the / 0_,1 factor, also 
called the switching activity. While the switching activity is easily computed for an inverter, 
it turns out to be far more complex in the case of more complex gates and circuits. One con­

cern is that the switching activity of a network is a function of the nature and the statistics of 
the input signals: If the input signals remain unchanged, no switching happens, and the 
dynamic power consumption is zero! On the other hand, rapidly changing signals provoke 
plenty of switching and therefore dissipation. Other factors influencing the activity are the 
overall network topology and the function to be implemented. We can accommodate this by 

writing 

(5.43) 

where f now presents the maximum possible event rate of the inputs (which is often the clock 
rate) and P0__, 1 the probability that a clock event results in a O----> 1 (or power-consuming) event 

at the output of the gate. CEFF = P0__, 1CL is called the effective capacitance and represents the 
average capacitance switched every clock cycle. For our example, an activity factor of 10% 

(P 0..., 1 = 0.1) reduces the average consumption to 5 W. 

Dell Ex. 1025
Page 105



5.5 Power, Energy, and Energy Delay 217 

Example 5.12 Switching Activity 

Consider the waveforms in Figure 5.27, where the upper waveform represents the ideal­
ized clock signal, and the bottom one shows the signal at the output of the gate. Power 
consuming transitions occur 2 out of 8 times, which is equivalent to a transition probabil­
ity of0.25 (or25%). 

Clock JlJLJLJULJlj_JL 
Output signal J LJ 
Figure 5-27 Clock and signal waveforms. 

: Low Energr-Power Dcsig11 Techniques - : : - __ 

\Vith the increasing complexity of digital integrated circuits, it is anticipated that the power problem will 

only worsen in future technologies. This is one of the reasons that lower supply voltages are becoming 
more and more attractive. Reducing V0 n has a quadratic effect on Pd_~n· For instance, reducing VDD from 
2.5 V to 1.25 V for our example drops the power dissipation from 5 Vi.1 to 1.25 W. This assumes that the 

same clock rate can be sustained. Figure 5-17 demonstrates that this assumption is not that unrealistic as 

long as the supply voltage is substantially higher than the threshold voltage. A large performance penalty 

occurs once V DD approaches. 2 VT· 

'When a lower limit on the supply voltage is set by external constraints (as often happens in real­

world designs), or when the performance degradation due to lowering the supply voltage is intolerable, the 

only means of reducing the dissipation is by lowering the effective capacitance. This can he achieved by 

addressing both of its components: the physical capacitance and the switching activity. 

A reduction in the switching activiry can only be accomplished at the logic and architectural abstrac­

tion levels, and will be discussed in more detail in Chapter 11. Lowering the physical capacitance is a worth­

while goal overall, and it also may help to improve the performance of the circuit. As most of the capacitance 

in a combinational logic circuit is due to transistor capacitances (gate and diffusion), it makes sense to keep 

those contributions to a minimum when designing for low power. This means that transistors should be kept 

to minimal size whenever possible or reasonable. This definitely affects the performance of the circuit, but the 

effect can be offset by using 1ogic or architectural speedup techniques< The only instances where transistors 

should be sized up is when the load capacitance is dominated by extrinsic capacitances (such as fan-out or 

wiring capacitance). This is contrary to common design practices used in cell libraries, where transistors are 

generally made large to accommodate a range ofloading and performance requirements. 

These observations lead to an interesting design challenge. Assume we have to minimize the energy 

dissipation of a circuit with a specified lower bound on the perfonnance. An attractive approach is to lower 

the supply voltage as much as possible, and to compensate the loss in performance by increasing the transistor 

sizes. Yet, the latter causes the capacitance to increase. It may be foreseen that at a low enough supply voltage. 

the latter factor may start to dominate and cause energy to increase with a further drop in the supply voltage. 

Ill 
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Example 5.13 Transistor Sizing for Energy Minimization 

To analyze the transistor sizing for a -minimum energy problem, we examine the simple 
case of a static CMOS inverter driving an external load capacitance Cexr as in Figure 5.28. 

To take the input loading effects into account, we assume that the inverter itself is driven 

by a minimum-sized device. The goal is to minimize the energy dissipation of the com­
plete circuit, while maintaining a lower bound on perfonnance. The degrees of freedom 

are the size factor f of the inverter and the supply voltage Va, of the circuit. The propaga­
tion delay of the optimized circuit should not be larger than that of a reference circuit, cho­

sen to have as parameters f = 1 and Vdd = Vref· 

In Our 

1 f 

Figure 5-28 CMOS inverter driving an external load capacitance Cex,, 
while being driven by a minimum sized gate. 

Using the approach introduced in Section 5.4.3 (Sizi11g a Chain of fnve11e1~). we can 

derive the following expression for the propagation delay of the circuit: 

(5.44) 

here F = (C'",IC81 ) is the overall effective fan-out of the circuit, and lp0 is the intrinsic 
delay of the inverter. Its dependence upon V 00 is approximated by the following expres­

sion, derived from Eq. (5.21): 

t,,o-v V 
' DD- TE 

(5.45) 

The energy dissipation for a single transition at the input is easily found once the total 

capacitance of the circuit is known: 

' E = v;,,cg1((1+y)(l+fl+Fl (5.46) 

The performance constraint now states that the propagation delay of the scaled circuit 

should be equal ( or smaller) to the delay of the reference circuit (/ = 1, Vdd = V,,r). To sim­

plify the subsequent analysis, we make the assumption that the intrinsic output capaci­

tance of the gate equals its gate capacitance, or y = 1. Hence, 

!.L = 
1 pref 

(5.47) 
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Figure 5-29 Sizing of an inverter for energy minimization. (a) Required supply 
voltage as a function of the sizing factor f for different values of the overall effective 
fan-out F; (b) Energy of scaled circuit (nonnalized with respect to the reference case) 
as a function off. V,et = 2.5 V, V TE= 0.5 V. 

Equation (5.47) establishes a relationship between the sizing factor f and the supply volt­
age. plotted in Figure 5-29a for different values of F. Those curves show a clear minimum. 

Increasing the size of the inverter from the minimum initially increases the performance, 
and hence allows for a lowering of the supply voltage. This is fruitful until the optimum 
sizing factor of f = JF is reached, which should not surprise those who read the previ­
ous sections cm·efully. Further increases in the device sizes only increase the self-loading 

factor, deteriorate the performance, and require an increase in supply voltage. Also. 
observe that for the case of F = I, the reference case is the best solution; any resizing just 
increases the self-loading. 

With the V 00(f) relationship in hand, we can derive the energy of the scaled circuit 
(normalized with respect to the reference circuit) as a function of the sizing factor f 

E (V DD)2f2 + 2f + F'! 
E,.,f = V,4 l 4 + F ) 

(5.48) 

Finding an analytical expression for the optimal sizing factor is possible, but yields a com­

plex and messy equation. A graphical approach is just as effective. The resulting charts are 
plotted in Figure 5-29b, from which a number of conclusions can be drawn:6 

• Device sizing, combined with supply voltage reduction, is a very effective 
approach in reducing the energy consumption of a logic network. This is espe­

cially true for networks with large effective fan-outs, where energy reductions with 
almost a factor of IO can be obtained. The gain is also sizable for smaller values 

of F. The only exception is the F = I case, where the minimum size device is also 
the most effective one. 

6 \Ve will revisit some of these conclusions in Chapter 11 in a broader context. 
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• Oversizing the transistors beyond the optimal value comes at a hefty price in energy. 
This is, unfortunately, a common approach in many of today's designs. 

• The optimal sizing factor for energy is smaller than the one for performance, espe­
cially for large values of F. For example, for a fan-out of 20,f0P1(energy) = 3.53, 
whilef,p,(performance) = 4.47. Increasing the device sizes only leads to a minimal 
supply reduction once Vvo starts approaching Vrn, thus leading to very minimal 

energy gains. 

Dissipation Due to Direct-Path Currents 

In actual designs, the assumption of the zero rise and fall times of the input wave forms is not 
correct. The finite slope of the input signal causes a direct current path between V DD and GND 
for a short period of time during switching, while the NMOS and the PMOS transistors are con­
ducting simultaneously. This is illustrated in Figure 5-30. Under the (reasonable) assumption 
that the resulting current spikes can be approximated as triangles and that the inverter is sym­
metrical in its rising and falling responses, we can compute the energy consumed per switching 

period as follows: 

(5.49) 

We compute the average power consumption as 

(5.50) 

The direct-path power dissipation is proportional to the switching activity, similar to the capaci­
tive power dissipation. tsc represents the time both devices are conducting. For a linear input 
slope, this time is reasonably well approximated by Eq. (5.51) where t, represents the 0-100% 

transition time, 

Vnv-2Vr tr(!) x--
VDD 0.8 

Figure 5-30 Short-circuit currents during transients. 

(5.51) 
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/peak is determined by the saturation current of the devices and is hence directly propor­
tional to the sizes of the u-a.nsistors. The peak current is also a strong function of the ratio 
between input and output slopes. This relationship is best illustrated by the following simple 
analysis: Consider a static CMOS inverter with a O--> 1 transition at the input. Assume first that 
the load capacitance is very large, so that the output fall time is significantly larger than the input 
rise time (Figure 5-3 la). Under those circumstances, the input moves through the transient 

region before the output starts to change. As the source-drain voltage of the PMOS device is 
approximately O during that period, the device shuts off without ever delivering any current. The 
short-circuit current is close to zero in this case. Consider now the reverse case, where the output 
capacitance is very small, and the output fall time is substantially smaller than the input rise time 
(Figure 5-3 lb). The drain-source voltage of the PMOS device equals V00 for most of the transi­

tion period. guaranteeing the maximal short-circuit current (equal to the saturation current of the 
PMOS). This clearly represents the worst case condition. The conclusions of the preceding anal­
ysis are confirmed in Figure 5-32, which plots the short-circuit current through the NMOS tran­
sistor during a low-to-high transition as a function of the load capacitance. 

Voo 

r i ~~c = 0 
t 

--------fv;,,~ v(l!/1 

I C1, 

-
(a} Large capacitive load (b) Small capacitive load 

Figure 5-31 Impact of load capacitance on short-circuit current. 
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Figure 5-32 CMOS inverter short-circuit current through NMOS transistor as a function 
of the load capacitance (for a fixed input slope of 500 ps). 
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This analysis leads to the conclusion that the short-circuit dissipation is minimized by 

making the output rise/fall time larger than the input ,is/fall time. On the other hand, making the 
output rise/fall time too large slows down me circuit and can cause short-circuit cun-ents in the 
fan-out gates. This presents a perfect example of how local optimization and forgetting the glo­
bal picture can lead to an jnferior solution. 

A more practical rule, which optimizes the power consumption in a global way, can be formulated 

([Veendrick84]): 

The power dissipation due to short-circuit currents is minimized by matching the rise/fall times of 

the input and output signals. At the overaH circuit level, this means that rise/fall times of all signals 

should be kept constant within a range. 

Making the input and output rise times of a gate identical is not the optimum solution for that partic­

ular gate on its own, but keeps the overall short-circuit current within bounds. This is shown in Figure 5-33, 

which plots the short-circuit energy dissipation of an inverter (normalized with respect to the zero-input rise 

time dissipation) as a function of the ratio r bet\veen input and output rise/fall times. When the load capaci­

tance is too small for a given inverter size (r > 2 ... 3 for V DD = 5 V), the power is dominated by the short­

circuit current. For very large- capacitance values, all power dissipation is devoted to charging and discharg­

ing the load capacitance. When the rise/fall times of inputs and outputs are equalized, most power dissipa­

tion is associated \\'lth the dynamic power, and only a minor fraction ( < 10%) is devoted m short-circuit 

currents. 
Observe also that the impact of short-circuit current is reduced when we lower the supply 

voltage, as is apparent from Eq. (5.51), In the extreme case, when VDD < Vrn + IVrpl, short-circuit dissipaN 

tion is completely eliminated, because both devices are never on simultaneously. \Vith threshold voltages 

scaling at a slower rate than the supply voltage, short-circuit power dissipation is becoming less important 
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Figure 5-33 Power dissipation of a static CMOS inverter as a function of the ratio between input 
and output rise/fall times. The power is normalized with respect to zero input rise-time dissipation. 
At low values of the slope ratio, input/output coupling leads to some extra dissipation. 
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in deep submicron technologies. At a supply voltage of 2,5 V and thresholds around 0.5 V, an input/output 

slope ratio of2 is needed to cause a 10% degradation in dissipation. 11 

Finally, it is worth observing that the short-circuit power dissipation can be modeled by 

adding a load capacitance C,c = t,JpeacfVDD in parallel with CL, as is apparent in Eq. (5.50). The 

value of this short-circuit capacitance is a function of V DD• the transistor sizes, and the input/out­

put slope ratio. 

5.5.2 Static Consumption 

The static ( or steady-state) power dissipation of a circuit is expressed by the relation 

p sf(I( = I Slat V DD (5.52) 

where I,,"' is the current that flows between the supply rails in the absence of switching activity. 

Ideally, the static current of the CMOS inverter is equal to zero, as the PMOS and NMOS 

devices are never on simultaneously in steady-state operation. There is, unfortunately, a leakage 

current flowing through the reverse-biased diode junctions of the transistors, located between the 

source or drain and the substrate, as shown in Figure 5-34. This contribution is, in general, very 

small and can be ignored. For the device sizes under consideration, the leakage current per unit 

drain area typically ranges between 10-100 pA/µm 2 at room temperature. For a die with I million 

gates, each with a drain area of 0.5 µm2 and operated at a supply voltage of 2.5 V, the worst case 

power consumption due to diode leakage equals 0.125 mW, which clearly is not much of an issue. 

However, be aware that the junction leakage currents are caused by thermally generated 

carriers. Their value increases with increasing junction temperature, and this occurs in an expo­

nential fashion. At 85°C (a commonly imposed upper bound for junction temperatures in com­

mercial hardware), the leakage currents increase by a factor of 60 over their room-temperature 

values. Keeping the overall operation temperature of a circuit low is consequently a desirable 

goal. As the temperature is a strong function of the dissipated heat and its removal mechanisms, 

this can only be accomplished by limiting the power dissipation of the circuit or by using chip 

packages that support efficient heat removal. 

I Drain Leakage 
r Current 

Subthreshold current 

Figure 5-34 Sources of leakage currents in CMOS inverter (for V;,, = o V). 
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Figure 5-35 Decreasing the threshold increases the subthreshold current at Ves = 0. 

An emerging source of leakage current is the subthreshold current of the transistors. As 
discussed in Chapter 3, an MOS transistor can experience a drain-source current, even when Vcs 

is smaller than the threshold voltage (see Figure 5-35). The closer the threshold voltage is to 
zero volts, the larger the leakage current at Vas = 0 V and the larger the static power consump­
tion. To offset this effect, the threshold voltage of the device has generally been kept high 
enough. Standard processes feature VT values that are never smaller than 0.5-0.6 V and that in 
some cases are even substantially higher (- 0.75 V). 

This approach is being challenged by the reduction in supply voltages that typically goes 
with deep submicron technology scaling, as became apparent in Figure 3-41. We concluded ear­
lier (Figure 5-17) that scaling the supply voltages while keeping the threshold voltage constant 
results in an important loss in performance, especially when V DD approaches 2 V 7 . One 
approach to address this performance issue is to scale the device thresholds down as well. This 
moves the curve of Figure 5-17 to the left, which means that the performance penalty for lower­
ing the supply voltage is reduced. Unfortunately, the threshold voltages are lower bounded by 
the amount of allowable subthreshold leakage current, as demonstrated in Figure 5-35. The 
choice of the threshold voltage thus represents a trade-off between performance and static power 
dissipation. The continued scaling of the supply voltage predicted for the next generations of 
CMOS technologies, however, forces the threshold voltages ever downwards, and makes sub­
threshold conduction a major source of power dissipation. Process technologies that contain 

devices with sharper turn-off characteristics will therefore become more attractive. An example 
of the latter is the SOI (Silicon-on-Insulator) technology whose MOS transistors have slope fac­
tors that are close to the ideal 60 mV/decade. 

Example 5.14 Impact of Threshold Reduction on Performance 
and Static Power Dissipation 

Consider a minimum size !\'MOS transistor in the 0.25-µm CMOS technology. In Chap­
ter 3, we derived that the slope factor S for this device equals 90 m V /decade. The off­
current (at V GS = 0) of the transistor for a Vr of approximately 0.5 V equals 10-JJ A 
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(Figure 3-22). Reducing the threshold by 200 mV to 0.3 V multiplies the off-current of 
the transistors with a factor of 170 ! Assuming a million gate design \:vith a supply volt­
age of 1.5 V, this translates into a static power dissipation of 106 x 170 x 10-11 x LS= 
2.6 mW. A further reduction of the threshold to !00 m V results in an unacceptable dis­

sipation of almost 0.5 W! At that supply voltage, the threshold reductions correspond to 
a performance improvement of 25% and 40%. respectively. 

This lower bound on the thresholds is in some sense artificial. The idea that the leakage 
current in a static CJ\.10S circuit has to be zero is a misconception. Certainly, the presence of 
leakage currents degrades the noise margins, because the logic levels are no longer equal to the 
supply rails, but as long as the noise margins are within range, this is not a compe11ing issue. The 

leakage currents. of course, cause an lncrease in static power dissipation. This is offset by the 
drop in supply voltage, which is enabled by the reduced thresholds at no cost in perfonnance, 
and results in a quadratic reduction in dynamic power. For a 0.25-µm CMOS process, the fol­
lowing circuit configurations obtain the same performance: 3-V supply-0.7-V V7 ; and 0.45-V 
supply-0.1-V VT· The dynamic power consumption of the latter is, however, 45 times smaller 

[Liu93]! Choosing the coITect values of supply and threshold voltages once again requires a 
trade-off. The optimal operation point depends upon the activity of the circuit. In the presence of 
a sizable static power dissipation, it is essential that nonactive modules are powered down, lest 
static power dissipation would become dominant. Power-down (also called standby) can be 

accomplished by disconnecting the unit from the supply rails, or by lowering the supply voltage. 

5.5.3 Putting It All Together 

The total power consumption of the CMOS inverter is now expressed as the sum of its three 

components: 

(5.53) 

In typical CMOS circuits, the capacitive dissipation is by far the dominant factor. The direct­
path consumption can be kept within bounds by careful design, and thus should not be an issue. 

Leakage is ignorable at present, but this might change in the not-too-distant future. 

The Power-Delay Product, or Energy per Operation 

In Chapter 1, we introduced the power-delay product (PDP) as a quality measure for a logic 

gate: 

(5.54) 

The PDP presents a measure of energy, as is apparent from the units (\V x s = Joule). Assuming 

that the gate is switched at its maximum possible rate off,nax = 1/(2tp), and ignming the contribu­
tions of the static- and direct-path cunents to the power consumption, we find that 

2 
CLVDD 

2 
(5.55) 
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226 Chapter 5 • The CMOS Inverter 

Here, PDP stands for the average energy consnmed per switching event (i.e., for a O ----, 1, or a 
1 ----, 0 transition). Remember that earlier we had defined Ea, as the average energy per switching 
cycle (or per energy-consuming event). As each inverter cycle contains a O----, 1, and a 1 ----, 0 

transition Ear thus is twice the PDP. 

Energy-Delay Prodnct 

The validity of the PDP as a quality metric for a process technology or gate topology is ques­

tionable. It measures the energy needed to switch the gate, which is an important property. For a 
given structure, however, this number can be made arbitrarily low by reducing the supply volt­
age. From this perspective, the optimum voltage to run the circuit would be the lowest possible 

value that still ensures functionality. This comes at the expense of performance, as discussed ear­
lier. A more relevant metric should combine a measure of performance and energy. The energy­
delay product (or EDP) does exactly that: 

EDP= PDPxtP = Pm,t! = (5.56) 

It is worth analyzing the voltage dependence of the EDP. Higher supply voltages reduce 

delay, but harm the energy, and the opposite is true for low voltages. An optimum operation point 
should therefore exist. Assuming that NMOS and PMOS transistors have comparable threshold 
and saturation voltages, we can simplify the propagation delay expression Eq. (5.21) as 

(5.57) 

where VT, = VT+ VosAT/2, and a is a technology parameter. Combining Eq. (5.56) and Eq. 
(5.57)7 yields 

(5.58) 

The optimum supply voltage can be obtained by taking the derivative of Eq. (5.58) with respect 

to V DD, and equating the result to 0. The result is 

(5.59) 

The remarkable outcome from this analysis is the low value of the supply voltage that 
simultaneously optimizes performance and energy. For submicron technologies with thresholds 

in the range of 0.5 V, the optimum supply is situated around 1 V. 

7This equation is only accurate as long as the devices remain in velocity saturation, which is probably not the case for 
the lower supply voltages. This introduces some inaccuracy in the analysis, but will not distort the overall result. 
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Example 5.15 Optimum Supply Voltage for 0.25-µm CMOS Inverter 

From the technology parameters for our generic CMOS process presented in Chapter 3, 
the value of V TE can be deiived as follows: 

VT,,= 0.43 V, VDmt" = 0.63 V, VTE,, = 0.74 V 

VTp =-0.4 V, Vo.wp =-IV, Vmp = -0.9V 

VrE ~(Vy&,+ IVmpl)/2 = 0.8 V 

Hence, VDDop, = (312) x 0.8 V = 1.2 V. The simulated graphs of Figure 5-36, which plot 
normalized delay, energy, and energy-delay product, confirm this result. The optimum 
supply voltage is predicted to equal I. I V. The charts clearly illustrate the trade-off 
between delay and energy. 

1.5 

VDo(V) 

Figure 5-36 Normalized delay, energy, and energy-delay plots for CMOS 
inverter in 0.25-µm CMOS technology. 

WARNING: While the preceding example demonstrates that a supply voltage exists that mini­
mizes the energy-delay product of a gate, this voltage does not necessarily represent the opti­
mum voltage for a given design prob1em. For instance, some designs require a minimum 
performance, which requires a higher voltage at the expense of energy. Similarly, a lower energy 
design is possible by operating at a lower voltage and by obtaining the overall system perfor­
mance through the use of architectural techniques such as pipelining or concurrency. 

5.5.4 Analyzing Power Consumption by Using SPICE 

A definition of the average power consumption of a circuit was provided in Chapter I, and is 
repeated here for the sake of convenience. We write 

T 

P,,,, = i Jp(t)dt (5.60) 

0 
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tcb 
' I 

Figure 5-37 Equivalent circuit to measure average power in SPICE. 

with Tthe period of interest, and Vvvand ivo the supply voltage and current, respectively. Some 
implementations of SPICE provide built-in functions to measure the average value of a circuit 
signal. For instance, the HSPICE .MEASURE TRAN l(VDD) AVG command computes the 
area under a computed transient response (I(VDD)) and divides it by the period of interest. This 

is identical to the definition given in Eq. (5.60). Other implementations of SPICE are, unfortu­
nately, not as powerful. This is not as bad as it seems, as long as one realizes that SPICE is actu­
ally a differential equation solver. A small circuit can easily be conceived that acts as an 

integrator and whose output signal is nothing but the average power. 
Consider, for instance, the circuit of Figure 5-37. The current delivered by the power sup­

ply is measured by the current-controlled current source and integrated on the capacitor C. The 
resistance R is only provided for DC-convergence reasons and should be chosen as high as pos­
sible to minimize leakage. A clever choice of the element parameter ensures that the output volt­

age P,w equals the average power consumption. The operation of the circuit is summarized in Eq. 
under the assumption that the initial voltage on the capacitor C is zero: 

dPar 
Cdt =kiDD 

T 

Pa, = ~f ivodt 
0 

Equating Eq. (5.60) and Eq. yields the necessary conditions for the equivalent circuit 

parameters: k/C = V0D!T. Under these circumstances, the equivalent circuit shown presents a 
convenient means. of tracking the average power in a digital circuit. 

Example 5.16 Average Power of Inverter 

The average power consumption of the inverter of Example 5.4 is analyzed using the 

above technique for a toggle period of 250 ps (T = 250 ps, k = 1, V00 = 2.5 V, hence 
C = 100 pF). The resulting power consumption is plotted in Figure 5-38, showing an aver­
age power consumption of approximately 157.3 µW. The .lv!EAS AVG command yields a 
value of 160.3 µW, which demonstrates the approximate equivalence of both methods. 

These numbers are equivalent to an energy of39 fJ (which is close to the 37.5 fJ derived in 
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Figure 5-38 Denving the power consumption by using SPICE. 
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Example 5.11). Observe the slightiy negative dip during the high-to-low transition. This is 
due to the injection of current into the supply, when the output briefly overshoots VDDas a 
result of the capacitive coupling between input and output (as is apparent from in the tran­
sient response of Figure 5-16). 

5.6 Perspective: Technology Scaling and its Impact 
on the Inverter Metrics 

In Section 3.5, we have explored the impact of the scaling of technology on some of the impor­
tant design parameters, such as area, delay, and power. For the sake of clarity, we repeat here 
some of the most important entries of the scaling table (Table 3-8). 

The validity of these theoretical projections can be verified by looking back and observing 
the trends during the past few decades. From Figure 5-39, we can see that the gate delay indeed 
decreases exponentially at a rate of 13% per year, or halving every five years. This rate is on 
course with the prediction of Table 5-4, since S averages approximately L 15 as we had already 

Table 5-4 Scaling scenarios for short-channel devices (Sand U represent 
the technology and voltage scaling parameters, respectively). 

Full General Fixed-Voltage 
Parameter Relation Scaling Scaling Scaling 

Area-Device W-L l/S2 vs' l!S' 

Intrinsic Delay RonCgme !IS !IS 1/S 

Intrinsic Energy ' Cgat~V- l/S3 11SU2 1/S 

Intrinsic Power Energy-Delay l/S2 JIU' I 

Power Density P-Area I S2/l.P s' 
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gate delay (ns) 
10-1 . 

10-2 '"--~-'--~--'~~--'-~--'-1~---' 
1960 1970 1980 1990 2000 2010 

Figure 5-39 Scaling of the gate delay (from [Dally98]). 

observed in Figure 3-40. The delay of a two-input NAND gate with a fan-out of four has gone 

from tens of nanoseconds in the 1960s to a tenth of a nanosecond in the year 2000, and is pro­

jected to be a few tens of picoseconds by 2010. 

Reducing power dissipation has only been a second-order priority until recently. Hence, 
statistics on dissipation per gate or design are only marginally available. An interesting chart ls 

shown in Figure 5-40, which plots the power density measured over a large number of designs 

produced between 1980 and 1995. Although the variation is large-even for a fixed 

technology-it shows the power density increasing approximately with S2
• This is in corre­

spondence with the fixed-voltage scaling scenario presented in Table 5-4. For more recent 
years, we expect a scenario more in line with the full-scaling model-which predicts a con­
stant power density-due to the accelerated supply-voltage scaling and the increased attention 

to power-reducing design techniques. Even under these circumstances, power dissipation per 

chip will continue to increase due to the ever-larger die sizes. 

The scaling model presented has one majoT flaw, however. The performance and power pre­

dictions produce purely "intrinsic" numbers that take only device parameters into account. In 

Chapter 4, we concluded that the interconnect wire~ exhibit a different scaling behavior, and that 

wire parasitics may come to dominate the overall performance. Similarly, charging and discharg­

ing the wire capacitances may dominate the energy budget. To get a crisper perspective, one has 

to construct a combined model that considers device and wire scaling models simultaneously. The 

impact of the wire capacitance and its scaling behavior is summarized in Table 5-5. We adopt the 

fixed-resistance model introduced in Chapter 4. We furthermore assume that the resistance of the 

driver dominates the wire resistance, which is definitely the case for short to medium-long wires. 

The model predicts that the interconnect-caused delay (and energy) gain in importance with 

the scaling of technology. This impact is limited to an increase with Ee for short wires (S = SL), but 

itbecomesincreasinglymoresignificantformedium-rangeandlongwires(SL <S).Theseconclusions 
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Figure 5-40 Evolution of power density in micro- and DSP processors, as 
a function of the scaling factor S ([Kuroda951). Sis nonnalized to 1 for a 4-µm 
process, 

Table 5-5 Scaling scenarios for wire capacitance. Sand U represent the technology and 
voltage scaling parameters, respectively, while SL stands for the wire-length scaling factor. Ee 

represents the impact of fringing and interwire capacitances. 

Parameter Relation General Scaling 

Wire Capacitance wu, 

Wire Delay 

Wire Energy 

Wire Delay I lmrinsic Delay 

Wire Energy I Intrinsic Energy 
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have been confinned by a number of studies, an example of which is shown in Figure 5-41. How 

the ratio of wire over intrinsic contributions will actually evolve is debatable, as it depends upon 
a wide range ofindependent parameters, such as system architecture, design methodology, transistor 
sizing, and interconnect materials. The doomsday scenario that interconnect may cause CMOS per­

formance to saturate in the very near future may very well be exaggerated. Yet~ itis clear that increased 
attentiontointerconnectisanabsolutenecessity,and maychangethewaythenext-generationcircuits 
are designed and optimized (e.g., [Sylvester98]). 
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Figure 5-41 Evolution of wire delay-to-gate delay ratio with respect 
to technology (from [Fisher98]). 

5.7 Summary 
This chapter presented a rigorous and in-depth analysis of the static CMOS inverter. The key 
characteristics of the gate are summarized as follows: 

• The static CMOS inverter combines a pull-up PMOS section with a pull-down NMOS 

device. The PMOS is normally made wider than the NMOS due to its lower current­
driving capabilities. 

• The gate has an almost ideal voltage-transfer characteristic. The logic swing is equal to the 
supply voltage and is not a function of the transistor sizes. The noise margins of a symmet­
rical inverter (where PMOS and NMOS transistor have equal current-driving strength) 

approach V vvl2. The steady-state response is not affected by fan-out. 
• Its propagation delay is dominated by the time it takes to charge or discharge the load 

capacitor CL. To a first order, it can be approximated as follows: 

(
R +R ) tp = 0.69CL eqn 2 eqp 

Keeping the load capacitance small is the most effective means of implementing high-per­

formance circuits. Transistor sizing may help to improve performance as long as the delay 
is dominated by the extrinsic (or load) capacitance of fan-out and wiring. 

• The power dissipation is dominated by the dynamic power consumed in charging and dis­

charging the load capacitor. It is given by P 0_,1 CLVv/f The dissipation is proportional to 
the activity in the network. The dissipation due to the direct-path currents occurring during 

switching can be limited by careful tailoring of the signal slopes. The static dissipation 
usually can be ignored, but might become a major factor in the future as a result of sub­

threshold currents. 
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• Scaling the technology is an effective means of reducing the area, propagation delay and 
power consumption of a gate. The impact is even more striking if the supply voltage is 
scaled simultaneously. 

• The interconnect component is gradually taking a larger fraction of the delay and perfor­
mance budget. 

5.8 To Probe Further 

The operation of the CMOS inverter has been the topic of numerous publications and textbooks. 
Virtually every book on digital design devotes a substantial number of pages to the analysis of 
the basic inverter gate. An extensive list of references \Vas presented in Chapter 1. Some refer­
ences of particular interest that we quoted in this chapter follow. 
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6.1 Introduction 
The design considerations for a simple inverter circuit were presented in the previous chapter. 
We now extend this discussion to address the synthesis of arbitrary digital gates, such as NOR, 
NAND, and XOR. The focus is on combinational logic or nonregenerative circuits-that is, cir­
cuits having the property that at any point in time, the output of the circuit is related to its current 
input signals by some Boolean expression {assuming that the transients through the logic gates 

have settled). No intentional connection from outputs back to inputs is present. 
This is in contrast to another class of circuits, known as sequential or regenerative, for 

which the output is not only a function of the current input data, but also of previous values of 
the input signals (see Figure 6-1). Tiris can be accomplished by connecting one or more outputs 
intentionally back to some inputs. Consequently, the circuit "remembers" past events and has a 
sense of histo,y. A sequential circuit includes a combinational logic portion and a module that 
holds the state. Example circuits are registers, counters, oscillators, and memory. Sequential cir­

cuits are the topic of !he next chapter. 
There are numerous circuit styles to implement a given logic function. As with the 

inverter, the common design metrics by which a gate is evaluated are area, speed, energy~ and 
power. Depending on the application, the emphasis will be on different metrics. For example, the 
switching speed of digital circuits is the primary metric in a high-performance processor~ while 
in a battery operated circuit, it is energy dissipation. Recently, power dissipation also has 
become an important concern and considerable emphasis is placed on understanding the sources 
of power and approaches to dealing with power. In addition to these metrics, robustness to noise 
and reliability are also very important considerations. We will see that certain logic styles can 
significantly improve perforrnance, but they usually are more sensitive to noise. 

6.2 Static CMOS Design 
The most widely used logic style is static complementary CMOS. The static CMOS style is 
really an extension of the static CMOS inverter to multiple inputs. To review, the primary advan­
tage of the CMOS structure is robustness (i.e., low sensitivity to noise), good performance, and 
low power consumption with no static power dissipation. Most of those properties are carried 
over to large fan-in logic gates implemented using a similar circuit topology. 

-
In 

CombinUtfonal 
__ _J.,,ogie: 

CircUif 

(a) Combinational 

/11 

Ortl 

Figure 6-1 High-level classification of logic circuits. 

(b) Sequential 
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The complementary CMOS circuit style falls under a broad class of logic circuits called 
static circuits in which at every point in time, each gate output is connected to either V DD or 
Vss via a low-resistance path. Also, the outputs of the gates assume at all times the value of the 
Boolean function implemented by the circuit (ignoring, the transient effects during switching 
periods). This is in contrast to the dynamic circuit class, which relies on temporary storage of 
signal values on the capacitance of high-impedance circuit nodes. The latter approach has the 
advantage that the resulting gate is simpler and faster. Its design and operation are, however, 
more involved and prone to fai1ure because of increased sensitivity to noise. 

In this section, we sequentially address the design of various static circuit flavors, includ­
ing complementary CMOS, ratioed logic (pseudo-N"MOS and DCVSL), and pass-transistor 
logic. We also deal with issues of scaling to lower power supply voltages and threshold 
voltages. 

6.2.1 Complementary CMOS 

Concept 

A static CMOS gate is a combination of two networks-the pull-up network (PUN) and the pull­
down network (PDN), as shown in Figure 6-2. The figure shows a generic N-input logic gate 
where all inputs are distributed to both the pull-up and pull-down networks. The function of the 
PUN is to provide a connection between the output and VDDanytime the output of the logic gate 
is meant to be 1 (based on the inputs). Similarly, the function of the PDN is to connect the output 
to Vss when the output of the logic gate is meant to be 0. The PUN and PDN networks are con­
structed in a mutually exclusive fashion such that one and only one of the networks is conduct­
ing in steady state. In this way, once the transients have settled, a path always exists between V DD 

and the output F for a high output ("one"), or between Vss and F for a low output ("zero"). This 
is equivalent to stating that the output node is always a /ow-impedance node in steady state. 

PUN 

lnN 

Vss 

Pull.up: make a connection from VDD to Fwhen 
F(l11 1,In2, ... Jn11 ) = 1 

Pull.down: make a connection from V DD- to V ss when 
F (1111, In2, ... Jn11 ) = 0 

Figure 6-2 Complementary logic gate as a combination of a PUN 
(pull-up network) and a PDN (pull-down network). 

Dell Ex. 1025
Page 126



238 Chapter 6 • Designing Combinational Logic Gates in CMOS 

In constructing the PDN and PUN networks, the designer should keep the following 

observations in mind: 

• A transistor can be thought of as a switch controlled by its gate signal. An NMOS switch 
is on when the controlling signal is high and is o.ffwhen the controlling signal is low. A 
PMOS transistor acts as an inverse switch that is on when the controlling signal is low and 

'!tfwhen the controlling signal is high. 
• The PDN is constructed using NMOS devices, while PMOS transistors are used in the 

PUN. The primary reason for this choice is that NMOS transistors produce "strong zeros," 
and PMOS device.s generate ""strong ones." To illustrate this, consider the examples shown 
in Figure 6-3. In Figure 6-3a, the output capacitance is initially charged to Vvo· Two possi­
ble discharge scenarios are shown. An NMOS device pulls the output all the way down to 
GND, while a PMOS lowers the output no further than IV,)-the PMOS turns off at that 
point and stops contributing discharge current. NMOS transistors are thus the preferred 
devices in the PDN. Similarly, two alternative approaches to charging up a capacitor are 
shown in Figure 6-3b, with the output initially at GND. A PMOS switch succeeds in 
charging the output all the way to Vvv, while the NMOS device fails to raise the output 
above V00 - Vn,, This explains why PMOS transistors are preferentially used in a PUN. 

• A set of rules can be derived to construct logic functions (see Figure 6-4). NMOS devices 
connected in series correspond to an AND function. With all the inputs high, the series 
combination conducts and the value at one end of the chain is transferred to the other end. 
Similarly, NMOS transistors connected in parallel represent an OR function. A conducting 
path exists between the output and input terminal if at least one of the inputs is high. Using 
similar arguments, construction rules for PMOS networks can be formulated. A series con-

(a) Pulling down a node by using NMOS and PMOS switches 

VDD__J~' -·1 0-tVvn-VTn 

Out 

ICL 
(b) Pulling down a node by using NMOS and PMOS switches 

Figure 6-3 Simple examples illustrate why an NMOS should be 
used as a pull-down, and a PMOS should be used as a pull-up device. 

Dell Ex. 1025
Page 127



6.2 Static CMOS Design 

B A 
J_ ! Series combination 

conducts if A · B _r-u-[_ 
A _J 6 Parallel combination 

1 1--y conducts if A + B 

(a) Series (b) Parallel 

Figure 6-4 NMOS logic rules-series devices implement an AND, and parallel 
devices implement an OR. 
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nection of PMOS conducts if both inputs are low, representing a NOR function (A· B = 
A+ B), while PMOS transistors in parallel implement a NAND (A+ B =A· B). 

• Using De Morgan's theorems (A + B =A· Band A · B =A+ B), it can be shown that the 
pull-up and pull-down networks of a complementary CMOS structure are dual networks. 

This means that a parallel connection of transistors in the pull-up network corresponds to a 

series connection of the corresponding devices in the pull-down network. and vice versa. 

Therefore, to construct a CMOS gate, one of the networks (e.g., PDNl is implemented 

using combinations of series and parallel devices. The other network (i.e., PUN) is 

obtained using the duality principle by walking the hierarchy, replacing series subnets 

with parallel subnets, and parallel subnets with series subnets. The complete CMOS gate 

is constructed by combining the PDN with the PUN. 

• The complementary gate is naturally inverting, impJementing only functions such as 

NANO, NOR, and XNOR. The realization of a noninverting Boolean function (such as 

AND OR, or XOR) in a single stage is not possible, and requires the addition of an extra 

inverter stage. 

• The number of transistors required to implement an N-input logic gate is 2N. 

Example 6.1 Two-Input NAND Gate 

Figure 6-5 shows a two-input NAND gate (F = A · B). The PDN network consists of two 

NMOS devices in series that conduct when both A and B are high. The PUN is the dual 

Figure 6-5 Two-input NAND gate in complementary static CMOS style. 
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network, and it consists of two parallel PMOS transistors. This means that Fis I if A = 0 
or B = 0, which is equivalent to F = A · B. The truth table for the simple two input NAt'l'D 
gate is given in Table 6-1. It can be verified that the output Fis always connected to either 
V00 or GND, but neverto both at the same time. 

Table 6-1 Truth Table for two-Input NAND. 

A B F 

0 0 1 

0 

I 0 

0 

Example 6.2 Synthesis of Complex CMOS Gate 

Using complementary CMOS logic, consider the synthesis of a complex CMOS gate 
whose function is F = D + A · (B + C). The first step in the synthesis of the logic gate is to 
derive the pull-down network as shown in Figure 6-6a by using the fact that NM OS 
devices in series implements the AND function and parallel device implements the OR 
function. The next step is to use duality to derive the PUN in a hierarchical fashion. The 
PDN network is broken into smaller networks (i.e., subset of the PDN) called subnets that 
simplify the derivation of the PUN. In Figure 6-6b, the subnets (SN) for the pull-down net-

= 
(a) PuU-down network (b) Deriving the pull-up network 

hierarchically by identifying 
subnets 

Figure 6-6 Complex complementary CMOS gate. 

= = = 
(c) Complete gate 
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work are identified. At the top level, SN! and SN2 are in parallel, so that in the dual net­
work they will be in series. Since SN l consists of a single transistor, it maps directly to the 
pull-up network. On the other hand, we need to sequentially apply the duality rules to 
SN2. Inside SN2, we have SN3 and SN4 in series, so in the PUN they will appear in paral­
lel. Finally, inside SN3, the devices are in parallel, so they appear in series in the PUN. 
The complete gate is shown in Figure 6-6c. The reader can verify that for every possible 
input combination, there always exists a path to either V DD or GND. 

Static Properties of Complementary CMOS Gates 

Complementary CMOS gates inhe1it all the nice properties of the basic CMOS inverter. They 
exhibit rail-to-rail swing with V 0n = V DD and V0 L = GND. The circuits also have no static power 
dissipation, since the circuits are designed such that the pull-down and pull-up networks are 
mutually exclusive. The analysis of the DC voltage rransfer characteristics and the noise margins 
is more complicated than for the inverter, as these parameters depend upon the data input pat­
terns applied to gate. 

Consider the static two-input NAND gate shown in Figure 6-7. Three possible input com­
binations switch the output ofthegatefromhigh to low: (a)A =B=O-; l, (b)A= 1, B =0-c> I, 
and (c) B = I, A= 0-; l. The resulting voltage transfer curves display significant differences. 
The large variation between case (a) and the others (b and c) is explained by the fact that in the 
former case, both transistors in the pull-up network are on simultaneously for A = B = 0, repre­
senting a strong pull-up. In the latter cases, only one of the pull-up devices is on. The VTC is 
shifted to the left as a result of the weaker PUN. 

The difference between (b) and (c) results mainly from the state of the internal node int 

between the two NMOS devices. For the NMOS devices to turn on, both gate-to-source voltages 

VDD 3.0 
' ' 

~ M3 M4 

~ A=B=Ol 
2.0 ,- \\ / -

F > ' 
';;:..i 

,,,,,...,,; 

Ao-j Mo A =l,B=O! l 
LO ~ ,A 

-
int 

B = 1,A = 01 l 
so-j M, \\ 

0.0 ' 
·.~ 

' - 0.0 1.0 2.0 3.0 

Vin, V 

Figure 6-7 The VTC of a two-input NANO is data dependent. NMOS devices 
are 0.5 µm/0.25 µm while the PMOS devices are sized at 0.75 µm/0.25 µm. 
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must be above v,,,, with VGS2 = V,, - Vvs, and V GS! =Vs.The threshold voltage of transistor M2 
will be higher than transistor M1 due to the body effect. The threshold voltages of the two 

devices are given by the following equations: 

(6.1) 

(6.2) 

For case (b), M3 is turned off, and the gate voltage of M2 is set to Vno· To a first order, M2 

may be considered as a resistor in series with lW.1• Since the drive on lv12 is large. this resistance is 
small and has only a small effect on the voltage transfer characteristics. In case (c), transistor M 1 

acts as a resistor, causing a V7 increase in M2 due to body effect. The overall impact is quite 

small, as seen from the plot. 

The important point to take away from the preceding dlscussion is that the noise margins are input/ 
pattern dependent. In Example 6.2, a glitch on only one of the two inputs has a larger chance of creating a 
false transition at the output than if the glitch were to occur on both inputs simultaneously. Therefore. the 
former condition has a lower low-noise margin. A common practice when characterizing gates such as 
NAND and NOR is to connect aH the inputs together. Unfortunately, this does not represent the worst case 
static behavior; the data dependencies should be carefully modeled. Ill 

Propagation Delay of Complementary CMOS Gates 

The computation of propagation delay proceeds in a fashion similar to the static inverter. For the 
purpose of delay analysis, each transistor is modeled as a resistor in series with an ideal switch. 

The value of the resistance is dependent on the power supply voltage and an equivalent large sig­
nal resistance, scaled by the ratio of device width over length, must be used. The logic is trans­
formed into an equivalent RC network that includes the effect of internal node capacitances. 
Figure 6-8 shows the two-input NAND gate and its equivalent RC switch level model. Note that 

the internal node capacitance Cim-attributable to the source/drain regions and the gate overlap 
capacitance of M2 and M 1-is included here. While complicating the analysis, the capacitance of 

the internal nodes can have quite an impact in some networks such as large fan-in gates. In a first 

pass, we ignore the effect of the internal capacitance. 
A simple analysis of the model shows that, similarly to the noise margins, the propaga­

tion delay depends on the input patterns. Consider, for instance, the low-to-high transition. 

Three possible input scenarios can be identified for charging the output to V DD· If both inputs are 
driven low, the two PMOS devices are on. The delay in this case is 0.69 x (R/2) x Ci, since the 
two resistors are in paraHe1. This is not the worst case low-to-high transition, which occurs \Vhen 

only one device turns on, and is given by 0.69 x RP x Ci. For the pull-down path, the output is 
discharged only if both A and Bare switched high, and the delay is given by 0.69 x (2RN) x CL to 
a first order. In other words~ adding devices in series slows down the circuit, and devices must be 
made wider to avoid a pe1formance penalty. When sizing the transistors in a gate with multiple 

inputs, we should pick the combination of inputs that triggers the worst case conditions. 
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A 
~ M, 

A o-----j M, 

B o-----j M1 

(a)Two-input NAND {b) RC-equivalent model 

Figure 6-8 Equivalent RC model for a two-input NAND gate. 

For the NANO gate to have the same pull-down delay Ctpi,1) as a minimum-sized inverter, 
the NMOS devices in the PON stack must be made twice as wide so that the equivalent resis­
tance of the NANO pull-down network is the same as the inverter. The PMOS devices can 
remain unchanged. 1 

This first-order analysis assumes that the extra capacitance introduced by widening the 
transistors can be ignored. This is not a good assumption, in general, but it allows for a reason­
able first cut at device sizing. 

Example 6.3 Delay Dependence on Input Patterns 

Consider the NANO gate of Figure 6-Sa. Assume NMOS and PMOS devices of 0.5 µml 
0.25 µm and 0.75 µm/0.25 µm, respectively. This sizing should result in approximately 
equal worst case rise and fall times (since the effective resistance of the pull-down is 
designed to be equal to the pull-up resistance). 

Figure 6-9 shows the simulated low-to-high delay for different input patterns. As 
expected, the case in which both inputs transition go low (A = B = I --, 0) results in a 
smaller delay, compared with the case in which only one input is driven low. Notice that 
the worst case low-to-high delay depends upon which input (A or B) goes low. The reason 
for this involves the internal node capacitance of the pull-down stack (i.e., the source 
of M2). For the case in which B = 1 and A transitions from 1 -> 0, the pull-up PMOS 
device only has to charge up the output node capacitance (M2 is turned oft). On the other 
hand, for the case in which A = I and B transitions from I -> 0, the pull-up PMOS device 

1 In deep-submicron processes, even larger increases in the width are needed due to rhe on-set of velocity saturation. For 
a two-input NAND. the NMOS transistors should be made 2.5 times as wide instead of 2 times. 
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Figure 6-9 Example showing the delay dependence on input patterns. 

has to charge up the sum of the output and the internal node capacitances, which slows 
down the transition. 

The table in Figure 6-9 shows a compilation of various delays for this circuit. The 
first-order transistor sizing indeed provides approximately equal rise and fall delays. An 
important point to note is that the high-to-low propagation delay depends on the initial 
state of the internal nodes. For example, when both inputs transition from O ~ l, it is 
important to establish the state of the internal node. The worst case happens when the 
internal node is initially charged up to VD0 - V,,,, which can be ensured by pulsing the A 

input from l ~ 0 ~ 1, while input B only makes the O ~ l transition. In this way, the 
internal node is initialized properly. 

The important point to take away from this example is that estimation of delay can 
be fairly complex, and requires a careful consideration of internal node capacitances and 
data patterns. Care must be taken to model the worst case scenario in the simulations. A 
brute force approach that applies all possible input patterns may not always work, because 
it is important to consider the state of internal nodes. 

The CMOS implementation of a NOR gate (F = A + B) is shown in Figure 6-10. The out­
put of this network is high, if and only if both inputs A and B are low. The worst case pull-down 
transition happens when only one of the NMOS devices turns on (i.e., if either A or Bis high). 
Assume that the goal is to size the NOR gate such that it has approximately the same delay as an 
inverter with the following device sizes: NMOS of 0.5 µm/0.25 µm and PMOS of 1.5 µml 
0.25 µm. Since the pull-down path in the worst case is a single device, the NMOS devices (M1 

and M2) can have the same device widths as the NMOS device in the inverter. For the output to 
be pulled high, both devices must be turned on. Since the resistances add, the devices must be 
made two times larger compared with the PMOS in the inverter (i.e., M3 and M4 must have a size 
of 3 µm/0.25 µm). Since PMOS devices have a lower mobility relative to NMOS devices, stack­
ing devices in series must be avoided as much as possible. A NANO implementation is dearly 
preferred over a NOR implementation for implementing generic logic. 
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A -<I M 3 

Figure 6-10 Sizing of a NOR gate. 

Problem 6.1 Transistor Sizing in Complementary CMOS Gates 

Determine the sizes of the transistors in Figure 6-6c such that it has approximately the same r,1m and tpiil as 
an inverter with the following sizes: NMOS: 0.5 µm/0.25 µm and a PMOS: 1.5 µm/0.25 µm. 

So far in the analysis of propagation delay, we have ignored the effect of internal node 
capacitances. This is often a reasonable assumption for a first-order analysis. However. in more 
complex logic gates with large fan-ins, the internal node capacitances can become significant. 
Consider a four-input NANO gate, as drawn in Figure 6-11, which shows the equivalent RC 

model of the gate, including the internal node capacitances. The internal capacitances consist of 
the junction capacitances of the transistors, as well as the gate-to-source and gate-to-drain 
capacitances. The latter are turned into capacitances to ground using the Miller equivalence. The 
delay analysis for such a circuit involves solving distributed RC networks, a problem we already 
encountered when analyzing the delay of interconnect networks. Consider the pull-down delay 
of the circuit. The output is discharged when all inputs are driven high. The proper initial condi­
tions must be placed on the internal nodes (i.e., the internal nodes must be charged to V00 - V7N) 

before the inputs are driven high. 
The propagation delay can be computed by using the Elmore delay model: 

tpHL = 0.69(R,·C1+(R,+R2)·C2+(R1+R2+R3)·C,+(R,+R2+R,+R4)·CL) (6.3) 

Notice that the resistance of M1 appears in all the terms, which makes this device espe­
cially important when attempting to minimize delay. Assuming that all NMOS devices have an 
equal size, Eq. (6.3) simplifies to 

tpHL = 0.69RN(C 1 +2· C,+3 ·C3+4· CL) (6.4) 
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A4 Ms B-1 M5 c4 

A ----j M, 

B ----j M3 

C ----j Mz 

D ----j M, 

-

Figure 6-11 Four-input NANO gate and its RC model. 

Example 6.4 A Four-Input Complementary CMOS NAND Gate 

ln this example, we evaluate the intrinsic (or unloaded) pmpagation delay of a four-input 
NAND gate (without any loading) is evaluatedusing hand analysis and simulation. The 
layout of the gate is shown in Figure 6-12. Assume that all NMOS devices have a WIL of 
0.5 µm/0.25 µm, and all PMOS devices have a device size of 0.375 µm/0.25 µm. The 
devices are sized such that the worst case rise and fall times are approximately equal to a 
first order (ignoring the internal node capacitances). 

By using techniques similar to those employed for the CMOS inverter in Chapter 5, 
the capacitance values can be computed from the layout. Notice that in the pull-up path, 
the PMOS devices share the drain terminal, in order to reduce the overall parasitic contri­
bution. Using our standard design rules, we find that the area and perimeter for various 
devices can be easily computed, as shown in Table 6-2. 

In this example, we focus on the pull-down delay, and the capacitances will be 
computed for the high-to-low transition at the output. While the output makes a transi­
tion from Vnn to 0, the internal nodes only transition from Vnn - Vr,, to GND. We need 
to linearize the internal junction capacitances for this voltage transition, but, to sim­
plify the analysis, we use the same K,ff for the internal nodes as for the output node. 
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Out 

GND)' 

A B C D 

Figure 6-12 Layout a four-input NANO gate in complementary CMOS. See also 
Colorplate 7. 

Table 6-2 Area and perimeter of transistors in four-input NANO gale. 

Transistor W(µm) AS (µm2) AD (µm2) PS (µm) PD (µm) 

0.5 0.3125 0.0625 1.75 0.25 

2 0.5 0.0625 0.0625 0.25 0.25 

3 0.5 0.0625 0.0625 0.25 0.25 

4 0.5 0.0625 0.3125 0.25 1.75 

5 0.375 0.297 0.172 1.875 0.875 

6 0.375 0.172 0.172 0.875 0.875 

7 0.375 0.172 0.172 0.875 0.875 

8 0.375 0.297 0.172 1.875 0.875 

It is assumed that the output connects to a single, minimum-size inverter. The effect 
of intrace11 routing, which is small, is ignored. The various contributions are summarized 
in Table 6-3. For the NMOS and PMOS junctions, we use K,q = 0.57, K,qm = 0.61, and 
K,q = 0.79, K,q.rn• = 0.86, respectively. Notice that the gate-to-drain capacitance is mul­
tiplied by a factor of two for all internal nodes as well as the output node, to account 
for the Miller effect. (This ignores the fact that the internal nodes have a slightly 
smaller swing due to the threshold drop.) 
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Table 6·3 Computation of capacitances for high-to-low transition at the output. The table shows 
the intrinsic delay of the gate without extra loading. Any fan-out capacitance would simply be 
added to the CL term. 

Capacitor Contributions (H -, L) 

CL Cd./+ 2 * c1:d-l + cd5 + cd6 + C,11 

+eds+ 2 * C11r1s +2 * cgd6 
+ 2 * C8d7 + 2 ~, cgd8 

= cd.J + 4 * eds+ 4 * 2 * c 11a0 

Value (fF) (H -, L) 

(0.57 ,, 0.0625 * 2 + 0.61 * 0.25 * 0.28) + 
(0.57 * 0.0625 * 2 + 0.61 * 0.25* 0.28) + 
2 * (0.31 * 0.5) +2 * (0.31 * 0.5)=0.85 IF 

(0.57 * 0.0625 * 2 + 0.61 * 0.25 * 0.28) + 
(0.57 * 0.0625 * 2 + 0.61 * 0.25* 0.28) + 
2 * (0.31 * 0.5) + 2 * (0.31 * 0.5) = 0.85 IF 

(0.57 ,, 0.0625 * 2+ 0.61 * 0.25 * 0.28) + 
(0.57 * 0.0625 * 2+ 0.61 * 0.25* 0.28) + 
2 * (0.31 * 0.5) + 2 * (0.31 * 0.5) = 0.85 IF 

(0.57 * 0.3125 * 2 + 0.61 * 1.75 *0.28) + 
2 * (0.31 * 0.5)+ 4 * (0.79 * 0.171875* l.9+0.86 
* 0.875 * 0.22)+ 4 * 2 * (0.27 * 0.375) = 3.47 fF 

Using Eq. (6.4), we compute the propagation delay, as follows: 

(
13KQ) • tpHL = 0.69 -

2
- (0.85fF+2·0.85fF+3·0.8:,fF+4·3.47fF) = 85ps 

The simulated delay for this particular transition was found to be 86 ps! The hand 
analysis gives a fairly accurate estimate, given all of the assumptions and Hneariza­
tions that were made. For example. we assume that the gate-source (or gate-drain) 
capacitance only consists of the overlap component. This is not entirely the case, 
because. during the transition, some other contributions come in place depending upon 
the operating region. Once again, the goal of hand analysis is not to provide a totally 
accurate delay prediction, but rather to give intuition into what factors influence the 
delay and to aid in initial transistor sizing. Accurate timing analysis and transistor opti­
mization is usually done using SPICE. The simulated worst case low-to-high delay 
time for this gate was I 06 ps. 

While complementary CMOS is a very robust and simple approach for implementing 
logic gates, there are two major problems associated with using this style as the complexity of 
the gate (i.e.,fan-in) increases. First, the number of transistors required to implement an N fan-in 
gate is 2N. This can result in a significantly large implementation area. 
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Figure 6-13 Propagation delay of CMOS NAND gate as a function of fan-in. 
A fan-out of one inverter is assumed, and all pull-down transistors are minimal size. 

The second problem is that propagation delay of a complementary CMOS gate deteriorates rap­
idly as a function of the fan-in. In fact, the unloaded intrinsic delay of the gate is, at worst, a 
quadratic function of the Jan-in. 

• The large number of transistors (2N) increases the overall capacitance of the gate. For an 
N-input gate~ the intrinsic capacitance increases Jinearly with the fan-in. Consider, for 
instance, the NA.i'\!O gate of Figure 6-11. Given the linear increase in the number of PMOS 
devices connecte-0 to the output node, we expect the low-to-high delay of the gate to 
increase linearly with fan-in-while the capacitance goes up linearly, the pull-up resis­
tance remains unchanged. 

• The series connection of transistors in either the PUN or PON of the gate causes an addi­
tional slowdown. We know that the distributed RC network in the PON of Figure 6-11 
comes with a delay that is quadratic in the number of elements in the chain. The high-to­
low delay of the gate should hence be a quadratic function of the fan-in. 

Figure 6-13 plots the (intrinsic) propagation delay of a NAND gate as a function of fan-in 
assuming a fixed fan-out of one inverter (NMOS: 0.5 µm and PMOS: 1.5 µm). As predicted, tpLH 

is a linear function of fan-in. while the simultaneous increase in the pull-down resistance and the 
load capacitance cause an approximately quadratic relationship for tpHL· Gates with a Jan-in 
greater than or equal to 4 become excessively slow and must be avoided. 

The designer has a number of techniques at his disposition to reduce the delay of large fan-in circuits: 

• Transistor Sizing The most obvious solution is to increase the transistor sizes. This Jowers the resis­
tance of devices in series and lowers the time constants. However. increasing the transistor sizes results 
in larger parasitic capacitors, which not only affect the propagation delay of the gate in question, but 
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Figure 6-14 Progressive sizing of transistors in large transistor chains 
copes with the extra load of internal capacitances. 

also present a larger load to the preceding gate. This technique should therefore be used with caution. 
If the 1oad capacitance is dominated by the intrinsic capacitance of the gate, widening the device only 
creates a "self-loading" effect, and the pmpagation delay is unaffected. Sizing is only effective when 
the load is dominated by the fan-out. A more comprehensive approach toward sizing transistors in 
complex CMOS combinational networks is discussed in the next section. 

• Progressive Transistor Sizing An alternate approach to unifonn sizing (in which each translS-­
tor is scaled up uniformly), is to use progressive transistor sizing (Figure 6-14). Referring back to 
Eq. (6.3), we see that the resistance of M 1 (R1) appears N times in the delay equation, the resistance 
of 1\12 (R2) appe-ars N - 1 times, etc. From the equation, it is clear that R1 should be made the small­
est, R2 the next smallest, etc. Consequently, a progressive scaling of the transistors is beneficial: M 1 

> M2 > M3 >MN.This approach reduces the dominant resistance, while keeping the increase in 
capacitance within bounds. For an excellent treaunent on the optimal sizing of transistors in a com­
plex network, we refer the interested reader to [Shoji88, pp. 131-143]. You should be aware, how­
ever, of one important pitfall of this approach. \Vhile progressive resizing of transistors is relatively 
easy in a schematic diagram, it is not as simple in a real layout. Very often, design-rule consider­
ations force the designer to push the transistors apart, which causes the internal capacitance to grow. 

This may offset all the gains of the resizing! 
• Input Reordering Some signals in complex combinational logic blocks might be more critical 

than others. Not all inputs of a gate arrive at the same time (due, for instance, to the propagation 
delays of the preceding logical gates). An input signal to a gate is called critical if it is the last signal 
of an inputs to assume a stable value. The path through the logic which determines the ultimate 
speed of the structure is called the critical path. 

Putting the critical-path transistors closer to the output of the gate can result in a speed up, as 
demonstrated in Figure 6-15. Signal In1 is assumed to be a critical signal. Suppose further that /n2 

and ln3- are high, and that In 1 undergoes a O-, 1 transition. Assume also that CL is initially 
charged high. In case (a), no path to GND exists until M 1 is turned on, which, unfortunately, is 
the last event to happen. The delay between the arrival of ln 1 and the output is therefore deter­
mined by the time it takes to discharge CL, C1, and C2• In the second case, C1 and C2 are already 
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Figure 6-15 Influence of transistor ordering on delay. 
Signal /n1 is the critical signal. 

Figure 6-16 Logic restructuring can reduce the gate fan-in. 

251 

discharged when In 1 changes. Only CL still has to be- discharged, resulting in a smaller delay. 
• Logic Restructuring Manipulating the logic equations can reduce the fan-in requirements and 

thus reduce the gate delay, as illustrated in Figure 6-16. The quadratic dependency of the gate delay 
onfan-in makes the six-input NOR gate extremely s1ow. Partitioning the NOR gate into two three­
input gates results in a significant speedup, which by far offsets the extra delay incurred by turning 
the inverter into a two-input NAND gate. II 

Optimizing Performance in Combinational Networks 

Earlier, we established that minimization of the propagation delay of a gate in isolation is a 
purely academic effort. The sizing of devices should happen in its proper context. In Chapter 5, 

we developed a methodology to do so for inve11ers. We also found that an optimal fan-out for a 
chain of inverters driving a load CL is (C,!C,,,J'IN, where N is the number of stages in the chain, 
and c,,, the input capacitance of the first gate in the chain. If we have an opportunity to select the 
number of stages, we found out that we would like to keep the fan-out per stage around 4. Can 
this result be extended to determine the size of any combinational path for minimal delay? By 
extending our previous approach to address complex logic networks, we find out that this is 
indeed possible [Sutherland99].2 

2The approach introduced in this section is -commonly called logical effort, and was forma!ly Introduced in 
[Sutherland99], which presents an extensive treatment of the topic. The treatment offered here represents only a glance 
over of the overall approach. 
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Table 6-4 Estimates of intrinsic delay factors of various 
logic types, assuming simple layout styles, and a fixed 
PMOS-NMOS ratio. 

Gate type p 

Inverter 

n-input NAND " 
11-input NOR " 
n-way multiplexer 

XOR,NXOR n2n-l 

To do so, we modify the basic delay equation of the inverter that we introduced in Chapter 5, 

namely, 

(6.5) 

to 

t P = t"o(P + gf ly) (6.6) 

with tp0 still representing the intrinsic delay of an inverter and f the effective fan-out, defined 
as the ratio between the external load and the input capacitance of the gate. In this context,! 
is also called the electrical effort, and p represents the ratio of the intrinsic (or unloaded) 
delays of the complex gate and the simple inverter, and is a function of gate topology, as 
well as layout style. The more involved structure of the multiple-input gate causes its intrin­
sic delay to be higher than that of an inverter. Table 6-4 enumerates the values of p for some 
standard gates, assuming simple layout styles, and ignoring second-order effects such as 
internal node capacitances. 

The factor g is called the logical effort, and represents the fact that, for a given load, 
complex gates have to work harder than an inverter to produce a similar response. In other 
words, the logical effort of a logic gate tells how much worse it is at producing output current 
than an inverter, given that each of its inputs may present only the same input capacitance as 
the inverter. Equivalently, logical effort is how much more input capacitance a gate presents to 
deliver the same output current as an inverter. Logical effort is a useful parameter, because it 

depends only on circuit topology. The logical efforts of some common logic gates are given in 
Table 6-5. 

Dell Ex. 1025
Page 141



6.2 Static CMOS Design 253 

Table 6·5 Logic efforts of common logic gates, assuming a PMOS-NMOS ratio of 2. 

Number of Inputs 

Gate Type 1 2 3 n 

Inverter 

NAND 4/3 5/3 (n + 2)/3 

NOR 5/3 7/3 (2n + l)/3 

Multiplexer 2 2 2 

XOR 4 12 

Example 6.5 Logical Effort of Complex Gates 

Consider the gates shown in Figure 6-17. Assuming PMOS-NMOS ratio of 2, the input 
capacitance of a minimum-sized symmetrical inverter equals three times the gate capaci­
tance of a minimum-sized NMOS (called Cu,;1). We size the two-input NAND and NOR 
such that their equivalent resistances equal the resistance of the inverter (using the tech­
niques described earlier). This increases the input capacitance of the two-input NAND to 
4 Cunil• or 4/3 the capacitance of the inverter. The input capacitance of the two-input 
NOR is 5/3 that of the inverter. Equivalently, for the same input capacitance, the NA.t'\!D 
and NOR gate have 413 and 513 less driving strength than the inverter. This affects the 
delay component that corresponds to the load, increasing it by this same factor, called 

the logical effort. Hence, gNA,<D = 4/3, and 8NOR = 5/3. 

A<>--<j 2 s-<j 4 

F 
F 

Ao-j 2 

so-j 2 
A """1 1 1 

_I 
Inverter Two-input NAND Two-input NOR 

Figure 6-17 Logical effort of two-input NAND and NOR gates. 
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Effort 
delay 

----------1---------Intrinsic 
.,delay 

2 3 4 

Fan-out/ 
5 

Figure 6-18 Delay as a function of fan-out for an inverter and a two-input NANO. 

The delay model of a logic gate, as represented in Eq. (6.6), is a simple linear relationship. 
Figure 6-18 shows this relationship graphically: the delay is plotted as a function of the fan-out 
for an inverter and for a two-input NAND gate. The slope of the line is the logical effort of the 
gate; its intercept is the intrinsic delay. The graph shows that we can adjust the delay by adjust­
ing the effective fan-out (by transistor sizing) or by choosing a logic gate with a different logical 
effort. Observe also that fan-out and logical effort contribute to the delay in a similar way. We 

call the product of the two h = Jg, the gate effort. 
The total delay of a path through a combinational logic block can now be expressed as 

N N 

~ ~( J.gi) 
tp = LJtp.J = tpO,L,_ Pj+ ~. 

j = 1 j = l 

(6.7) 

We use a similar procedure as we did for the inverter chain in Chapter 5 to determine the mini­
mum delay of the path. By finding N - 1 partial derivatives and setting them to zero, we find that 

each stage should bear the same gate effort: 

ftgl = fzg2 = ... = fNgN (6.8) 

The logical effort along a path in the network compounds by multiplying the logical efforts of all 
the gates along the path, yielding the path logical effort G: 

N 

(6.9) 

l 

We also can define a path effective fan-out ( or electrical effort) F, which relates the load capaci­
tance of the last gate in the path to the input capacitance of the first gate: 

CL 
F=­c,, (6.10) 
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To relate F to the effective fan-outs of the individual gates, we must introduce another factor to 
account for the logical fan-out within the network. When fan-out occurs at the output of a node, 
some of the available drive current is directed along the path we are analyzing, and some is 
directed off the path. We define the branching effort b of a logical gate on a given path to be 

b = con-path+ coff-path 

con-path 
(6.11) 

where C00,p,th is the load capacitance of the gate along the path we are analyzing and C0 ff.p,th is 
the capacitance of the connections that lead off the path. Note that the branching effort is, if the 
path does not branch (as in a chain of gates). The path branching effort is defined as the product 

of the branching efforts at each of the stages along the path, or 

N 

(6.12) 

The path electrical effort can now be related to the electrical and branching efforts of the individ­
ual stages: 

N II 
F =II!;= !; 

b- -B 
1 ' 

Finally, the total path effort H can be defined. Using Eq. (6.13), we write 

N N 

H = II1t; = II g;J, = GFB 

(6.13) 

(6.14) 

From here on, the analysis proceeds along the same lines as the inverter chain. The gate effort 
that minimizes the path delay is 

h = NjH 

and the minimum delay through the path is 

D = r,,{it,pi+N{~)) 

(6.15) 

(6.16) 

Note that the path intrinsic delay is a function of the types of logic gates in the path and is not 

affected by the sizing. The size factors of the individual gates in the chains; can then be derived 
by working from front to end ( or vice versa). We assume that a unit-size gate has a driving capa­
bility equal to a minimum-size inverter. Based on the definition of the logical effort, this means 

that its input capacitance is g times larger than that of the reference inverter, which equals Crer· 
With s1 the sizing factor of the first gate in the chain, the input capacitance of the chain C,1 
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equals g1s1Crer· Including the branching effort, we know that the input capacitance of gate 2 is 

(f/b,) larger, or 

(6.17) 

For gate i in the chain, this yields 

i- I 

s, = (~)n(fj1 
gi bp 

j=l 

(6.18) 

Example 6.6 Sizing Combinational Logic for Minimnm Delay 

Consider the logic network of Figure 6-19, which may represent the critical path of a 
more complex logic block. The output of the network is loaded with a capacitance which 
is five times larger than the input capacitance of the first gate, which is a minimum-sized 
inverter. The effective fan-out of the path thus equals F = CcfCg1 = 5. Using the entries 
in Table 6-5, we find the path logical effort as follows: 

5 5 25 
G = lx-x-xl = -

3 3 9 

Since there is no branching, B = I. Hence, H = GFB = 12519, and the optimal stage 
effmt /, is 1/H = 1.93. Talcing into account the gate types, we derive the following fan­
out factors:!,= l.93;f2 = l.93x{3/5) = 1.16;/1 = l.16;f4 = 1.93. Notice that the invert­
ers are assigned larger than the more complex gates because they are better at driving 

loads. 
Finally, we derive the gate sizes (with respect to the minimum-sized versions) using 

Eq. (6.18). This leads to the following values: a= f 1gifg2 = 1.16; b = f 1f2g/g3= 1.34; and 

C = f,f,fsg,fg4 = 2.60. 
These calculations do not have to be very precise. As discussed in Chapter 5, sizing 

a gate too large or too small by a factor of 1.5 still results in circuits within 5% of mini­
mum delay. Therefore, the "back of the envelope" hand calculations using this technique 

are quite effective. 

b 
a 

Figure 6-19 Critical path of combinational network. 
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Problem 6.2 Sizing an Inverter Network 

Revisit Problem 5.5, but this time around use the branching-effort approach to produce the solution. 

Power Consumption in CMOS Logic Gates 

The sources of power consumption in a complementary CMOS inverter were discussed in detail 

in Chapter 5. Many of these issues apply directly to complex CMOS gates. The power dissipa­
tion is a strong function of transistor sizing (which affects physical capacitance,) input and out­
put rise-fall times (which determine the short-circuit power,) device thresholds and temperature 

(which impact leakage power,) and switching activity. The dynamic power dissipation is given 
by a,i-+, CL V0 / f Making a gate more complex mostly affects the switching activity a,,_,,, 
which has two components: a static component that is only a function of the topology of the 
logic network, and a dynamic one that results from the timing behavior of the circuit. (The latter 

factor is also called glitching.) 

Logic Function The transition activity is a strong function of the logic function being imple­
mented. For static CMOS gates with statistically independent inputs, the static transition proba­
bility is the probability p0 that the output will be in the zero state in one cycle, multiplied by the 

probability p 1 that the output will be in the one state in the next cycle: 

(6.19) 

Assuming that the inputs are independent and uniformly distributed, any N-input static gate has 
a transition probability given by 

(6.20) 

where N0 is the number of zero entries, and N1 is the number of one entries in the output column 
of the truth table of the function. To illustrate, consider a static two-input NOR gate whose truth 

table is shown in Table 6-6. Assume that only one input transition is possible during a clock 
cycle and that the inputs to the NOR gate have a uniform input distribution (in other words, the 
four possible states for inputs A and B-00, 01, 10, 11-are equally likely). 

Table 6-6 Truth table of a two-input NOR gate. 

A B Out 

0 0 

0 0 

0 0 

0 
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From Table 6-6 and Eq. (6.20), the output transition probability of a two-input static 

CMOS NOR gate can be derived: 

Problem 6.3 N-Input XOR Gate 

3 
16 

(6.21) 

Assuming the inputs to an N-input XOR gate are uncorrelated and unifonnly distributed, derive the expres­
sion for the switching activity factor. 

Signal Statistics The switching activity of a logic gate is a strong function of the input signal 
statistics. Using a uniform input distribution to compute activity is not a good technique, since 
the propagation through logic gates can significantly modify the signal statistics. For example, 
consider once again a two-input static NOR gate, and let p,, and Pb be the probabilities that the 
inputs A and Bare one. Assume further that the inputs are not correlated. The probability that the 

output node is 1 is given by 

(6.22) 

Therefore, the probability of a transition from Oto 1 is 

<l\h1 = Po Pi= (1 - (1 - P) (l - P•)) (I - Pal (1 - Pb) (6.23) 

Figure 6-20 shows the transition probability as a function of Pa and p,,. Observe how this 
graph degrades into the simple inverter case when one of the input probabilities is set to 0. From 

" 

Figure 6-20 Transition activity of a two-input NOR gate as a function 
of the input probabilities (PA, p8 ). 
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this plot, it is clear that understanding the signal statistics and their impact on switching events 

can be used to significantly impact the power dissipation. 

Problem 6.4 Power Dissipation of Basic Logic Gates 

Derive the O ~ 1 output transition probabilities for the basic logic gates (AND, OR, XOR), The results to 
be obtained are given in Table 6-7. 

Table 6-7 Output transition probabilities for static logic gates. 

AND 

OR (J -pA)(l -p.)[[ - (l -pA)(l -p9)] 

XOR 

lntersignal Correlations The evaluation of the switching activity is further complicated by the 

fact that signals exhibit coITelation in space and time. Even if the primary inputs to a logic net­
work are uncorrelated, the signals become correlated or "colored," as they propagate through the 
logic network. This is best illustrated with a simple example. Consider first the circuit shown in 
Figure 6-2Ja, and assume that the primary inputs A and B are uncorrelated and uniformly dis­

tributed. Node Chas a 1 (0) probability of 1/2, and a O -4 I transition probability of 1/4. The 
probability that the node Z undergoes a power consuming transition is then detennined using the 

AND-gate expression of Table 6-7: 

Po-,,= (I - Pa Pb) Pa Pb= (I - 1/2 · 1/2) l/2 · 1/2 = 3/16 (6.24) 

The computation of the probabilities is straightforward: signal and transition probabilities 
are evaluated in an ordered fashion, progressing from the input to the output node. This 
approach, however, has two major limitations: (I) it does not deal with circuits with feedback as 
found in sequential circuits, and (2) it assumes that the signal probabilities at the input of each 
gate are independent. This is rarely the case in actual circuits. where reconvergent fan-out often 

causes intersignal dependencies. For instance, the inputs to the AND gate in Figure 6-2lb 

(C and B) are interdependent because both are a function of A. The approach to computing 

A 

B 

C 

(a) Logic circuit without 
reconvergent fan-out 

{b) Logic circuit with 
reconvergent fan-out 

Figure 6-21 Example illustrating the effect of signal correlations. 
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probabilities that we presented previously fails under these circumstances. Traversing from 
inputs to outputs yields a transition probability of 3/16 for node Z, similar to the previous analy­
sis. This value clearly is false, as logic transfmmations show that the network can be reduced to 

Z = C · B = A · A = 0, and thus no transition will ever take place. 
To get the precise results in the progressive analysis approach, its is essential to take signal 

interdependencies into account. This can be accomplished with the aid of conditional probabili­

ties. For an AND gate, Z equals 1 if and only if B and C are equal to 1. Thus, 

Pz = p(Z = 1) = p(B = 1, C = 1) (6.25) 

where p(B = 1, C = 1) represents the probability that Band Care equal to 1 simultaneously. If B 

and Care independent, p(B = 1, C = l) can be decomposed into p(B = 1) · p(C = l), and this 
yields the expression for the AND gate derived earlier: pz = p(B = 1) · p(C = 1) = p8 Pc· If a 

dependency between the two exists (as is the case in Figure 6-2lb), a conditional probability has 

to be employed, such as the following: 

Pz=p(C= JIB= 1) ·p(B= l) (6.26) 

The first factor in Eq. (6.26) represents the probability that C = 1 given that B = 1. The 
extra condition is necessary because C is dependent upon B. Inspection of the network shows 
that this probability is equal to 0, since C and B are logical inversions of each other, resulting in 

the signal probability for Z, /Jz = 0. 
Deriving those expressions in a structured way for large networks with reconvergent fan­

out is complex, especially when the networks contain feedback loops. Computer support is 
therefore essential. To be meaningful, the analysis program has to process a typical sequence of 

input signals, because the power dissipation is a strong function of statistics of those signals. 

Dynamic or Glitching Transitions When analyzing the transition probabilities of complex, 
multistage logic networks in the preceding section, we ignored the fact that the gates have a non­
zero propagation delay. In reality, the finite propagation delay from one logic block to the next 

can cause spurious transitions kno\VIl as glitches or dynamic hazards to occur: a node can exhibit 
multiple transitions in a single clock cycle before settling to the correct logic level. 

A typical example of the effect of glitching is shown in Figure 6-22, which displays the 

simulated response of a chain of NAND gates for all inputs going simultaneously from O to 1. 

Initially, all the outputs are I since one of the inputs was 0. For this particular transition, all the 

odd bits must transition to 0, while the even hits remain at the value of L However, due to the 
finite propagation delay, the even output bits at the higher bit positions start to discharge, and the 
voltage drops. When the correct input ripples through the network, the output goes high. The 

glitch on the even bits causes extra power dissipation beyond what is required to strictly imple­
ment the logic function. Although the glitches in this example are on]y partial (i.e., not from rail 
to rail), they contribute significantly to the power dissipation. Long chains of gates often occur 
in important structures such as adders and multipliers, and the glitching component can easily 

dominate the overall power consumption. 
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Figure 6-22 Glitching in a chain of NAND gates . 

261 

J 

. Design T~cliniques to Reduce Switching Activity ., - - . . - - - ~ 
~ ' ~ -" ' - = ~ ,~ 

The dynamic power of a logic gate can be reduced by minimizing the physical capacitance and the switch­
ing activity. The physical capacitance can be minimized in a number ways, including circuit style selection, 
transistor sizing, placement and routing, and architectural optimizations. The switching activity, on the 
other hand, can be minimized at all levels of the design abstraction, and is the focus of this section. Logic 
structures can be optimized to 1ninimize both the fundamental transitions required to implement a given 
function and the spurious transitions. 

1. Logic Restructming Changing the topology of a logic network rnay reduce its power dissipa­
tion. Consider, for example, two alternative implementations of F = A · B, C, D, as shown in 
Figure 6-23. Ignore glitching and assume that all primary inputs (A,B,C,D) are uncorrelated and 
uniformly distributed (this is. p 1 {a,b.c,rl):;;:; 0.5). Using the expressions from Table 6-7, the activity 
can be computed for the two topologies, as shown in Table 6-8. The results indicate that the chain 
implementation has an overall Jower switching activity than the tree implementation for random 
inputs. However, as mentioned before, it is also important to consider the timing behavior to 

Chain structure Tree structure 

Figure 6-23 Simple example to demonstrate the influence of circuit 
topology on activity. 
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Table 6-B Probabilities for tree and chain topologies. 

o, 02 F 

p 1 {chain) 1/4 118 l/16 

p0 = l-p1 (chain) 314 718 15116 

Po->! (chain) 3/16 7164 151256 

PL (tree) 114 114 1116 

p0 = 1-p1 (tree) 314 3/4 15116 

PG->! (tree} 3116 3/16 15/256 

accurately make power trade-offs. In this example, the tree topology experiences (virtually) no 
glitching activity since the signal paths are balanced to all the gates. 

2. Input ordering Consider the two static logic circuits of Figure 6-24. The probabilities that A, 
B, and Care equal to 1 are listed in the Figure. Since both circuits implement identical logic 
functionality, it is dear that the activity at the output node Z is equal in both cases. The differ­
ence is in the activity at the intermediate node. In the first circuit, this activhy equals (1- 0.5 x 
0.2) (0.5 x 0.2) :::: 0,09. In the second case, the probabi!ity that a O ~ l transition occurs equals 
(I - 0.2 x 0.1) (0.2 x 0.1) = 0.0196. a substantially lower value. From this, we learn that it is 
beneficial to postpone the introduction of signals with a high transition rate (i.e., signals with a 
signal probability dose to 0.5). A simple reordering of the input signals is often sufficient to 
accomplish that goal. 

P(A = t) = 0.5 
B~_ P(B•t)""0.2 

C~D-ZP(C•l)-0.1 

Figure 6-24 Reordering of inputs affects the circuit activity. 

3. TimeHmultiplexing resources Time-multiplexing a single hardware resource-such as a logic unit 
or a bus-over a number of functions is a technique often used to minimize the implementation area. 
Unfortunately, the minimum area solution does not always result in the lowest switching activity. For 
example, consider the transmission of two input bits (A and B) using either dedicated resources or a 
time-multiplexed approach, as shown in Figure 6-25. To the first order, ignoring the multiplexer 
overhead. it would seem that the degree of time multiplexing should not affect the switched capaci­
tance, since the time-multiplexed solution has half the physical capacitance switched at twice the fre­
quency (for a fixed throughput). 

If the data being transmitted are random, it will make no dlfference which architecture is used. 
However, if the data signals have some distinct properties (such as temporal correlation), the power 
dissipation of the time-multiplexed solution can be significantly higher. Suppose, for instance, thatA 
is always (or mostly) l, and Bis (mostly) 0. In the parallel solution, the switched capacitance is very 
low since there are very few transitions on the data bits. However, in the time-multiplexed solution. 
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(a) Parallel data transmission (b) Serial data transmission 

Figure 6-25 Parallel versus time-multiplexed data busses. 

the bus toggles between O and 1. Care must be taken in digital systems to avoid time-multiplexing 
data streams with very distinct data characteristics, 

4. Glitch Reduction by balancing signal paths The occurrence of glitching in a circuit is mainly 
due to a mismatch in the path lengths in the neEwork. If all input signals of a gate change simulta­
neously, no _glitching occurs. On the other hand, if input signals change at different times, a dynamic 
hazard might develop. Such a mismatch in signal timing is typically the result of different path 
lengths with respect to the primary inputs of the network. This is illustrated in Figure 6-26. Assume 
that the XOR gate has a unit delay. The first network (a) suffers from glitching as a result of the wide 
disparity between the arrival times of the input signals for a gate. For example, for gateF3 , one input 
settles at time 0, while the second one only arrives at time 2. Redesigning the network so that all 
arrival times are identical can dramatically reduce the number of superfluous transitions (network b). 

Summary 

0 

0 

~~ 
::!=)E>-
. I 

0~ 
o-----/LV 

(a) Network sensitive to glitching (b) Glitch-free network 

Figure 6-26 Glitching is influenced by matching of signal path lengths. 
The annotated numbers indicate the signal arrival times. 

The CMOS logic style described in the previous section is highly robust and scalable with tech­
nology, but requires '2N transistors to implement an N-input logic gate. Also, the load capaci­
tance is significant, since each gate drives two devices (a PMOS and an NMOS) per fan-out. 
This has opened the door for alternative logic families that either are simpler or faster. 

6.2.2 Ratioed Logic 

Concept 

Ratioed logic is an attempt to reduce the number of transistors required to implement a given 
logic function, often at the cost of reduced robustness and extra power dissipation. The purpose 
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Figure 6-27 Ratioed logic gate. 

of the PUN in complementary CMOS is to provide a conditional path between V DD and the out­
put when the PDN is turned off. In ratioed logic, the entire PUN is replaced with a single uncon­
ditional load device that pulls up the output for a high output as in Figure 6-27a. Instead of a 
combination of active pull-down and pull-up networks, such a gate consists of an NMOS pull­
down network that realizes the logic function, and a simple load device. Figure 6-27b shows an 
example of ratioed logic, which uses a grounded PMOS load and is referred to as a pseudo­

J\/MOS gate. 
The clear advantage of a pseudo-NM OS gate is the reduced number of transistors (N + !, 

versus 21'1 for complementary CMOS). The nominal high output voltage (V oH) for this gate is 
V DD since the pull-down devices are turned o.ffwhen the output is pulled high (assuming that V0 L 

is below l'r,,)- On the other hand, the nominal low output voltage is not O V, since there is con­
tention between the devices in the PDN and the grounded PMOS load device. This results in 
reduced noise margins and, more importantly, static power dissipation. The sizing of the load 
device relative to the pull-down devices can be used to trade off parameters such as noise mar­
gin, propagation delay, and power dissipation. Since the voltage swing on the output and the 
overall functionality of the gate depend on the ratio of the NMOS and PMOS sizes, the circuit is 
called ratioed. This is in contrast to the ratioless logic styles, such as complementary CMOS, 
where the low and high levels do not depend on transistor sizes. 

Computing the de-transfer characteristic of the pseudo-NMOS proceeds along paths simi­

lar to those used for its complementary CMOS counterpart. The value of \1 OL is obtained by 
equating the currents through the driver and load devices for V,,, = \1 DD· At this operation point, it 
is reasonable to assume that the NMOS device resides in linear mode (since, ideally, the output 
should be close to OV), while the PMOS load is saturated: 

(6.27) 

Assuming that V0 L is small relative to the gate drive (\10 D - \17), and that l'r,, is equal to 
VTp in magnitude, V 0 i can be approximated as 
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µ ·W 
P P V 

µ . laV • DS11Tp 
u n 

(6.28) 

In order to make V 0L as small as possible. the PMOS device should be sized much smaller 
than the NMOS pull-down devices. Unfortunately, this has a negative impact on the propagation 

delay for charging up the output node since the current provided by the PMOS device is limited. 

A major disadvantage of the pseudo-NM OS gate is the static power that is dissipated when 
the output is low through the direct current path that exists between V DD and GND. The static 
power consumption in the low-output mode is easHy derived: 

(6.29) 

Example 6.7 Pseudo-NMOS Inverter 

Consider a simple pseudo-NMOS inverter (where the PDN network in Figure 6-27 degen­
erates to a single transistor) with an NMOS size of 0.5 µm/0.25 µm. In this example, we 
study the effect of sizing the PMOS device to demonstrate the impact on various parame­
ters. The W-L ratio of the grounded PMOS is vmied over values from 4, 2, I, 0.5 to 0.25. 

Devices with a W-L < I are constructed by making the length greater than the width. The 
voltage transfer curve for the different sizes is plotted in Figure 6-28. 

Table 6-9 summarizes the nominal output voltage (V oL), static power dissipation, 
and the low-to-high propagation delay. The low-to-high delay is measured as the time it 

takes to reach 1.25 V from V0 L (which is not OV for this inverter)-by definition. The 
trade-off between the static and dynamic properties is apparent. A larger pull-up device 
not only improves performance. but also increases static power dissipation and lowers 

noise margins by increasing V 0v 

3.0 

2.5 

2.0 

> 1.5 

~ 
:,,, LO 

0.5 

0.0 O 0. 05 

Figure 6-28 Voltage-transfer curves of the pseudo-NMOS 
inverter as a function of the PMOS size. 

Dell Ex. 1025
Page 154



266 Chapter 6 • Designing Combinational Logic Gates in CMOS 

Table6-9 Performance of a pseudo-NMOS inverter. 

Static Power 
Size VoL Dissipation tplh 

4 0.693 V 564µW 14 ps 

2 0.273 V 298µW 56 ps 

0.133 V 160µW 123 ps 

0.5 0.064 V 80µW 268 ps 

0.25 0.031 V 41 µW 569 ps 

Notice that the simple first-order model to predict V0 L is quite effective. For a PMOS 
W-L of 4, V0L is given by (30/115) (4) (0.63V) = 0.66V. 

The static power dissipation of pseudo-NMOS limits its use. When area is most important 
however, its reduced transistor count compared with complementary CMOS is quite attractive. 
Pseudo-NMOS thus still finds occasional use in large fan-in circuits. Figure 6-29 shows the 
schematics of pseudo-NMOS NOR and NAND gates. 

(a)NOR 

F 
CL 

/113 ~ t 
b,,~( 

(b)NAND 

Figure 6-29 Four-input pseudo-NMOS NOR and NANO gates. 
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Problem 6.5 NAND versus NOR in Pseudo-NMOS 

Given the choice between NOR or NAND logic, which one would you prefer for implementation in 
pseudo-NM OS? 

How to Build Even Better Loads 

It is possible to create a ratioed logic style that completely eliminates static currents and pro­
vides raH-to-rail swing. Such a gate combines two concepts: d{fjerential logic and positive feed­

back. A differential gate requires that each input is provided in complementary format, and it 
produces complementary outputs in turn. The feedback mechanism ensmes that the load device 
is turned off when not needed. An example of such a logic family, called Differential Cascade 

Voltage Switch Logic (or DCVSL), is presented conceptually in Figure 6-30a [Heller84]. 
The pull-down networks PDNI and PDN2 use NMOS devices and are mutually exclu­

sive-that is, when PDNl conducts, PDN2 is off, and when PDNl is off, PDN2 conducts-such 
that the required logic function and its inverse are simultaneously implemented. Assume now 
that, for a given set of inputs, PDNl conducts while PDN2 does not, and that Out and Ow are 
initially high and low, respectively. Turning on PDNI, causes Out to be pulled down, although 
there is still contention between ,H1 and PDNI. Ow is in a high impedance state, as M2 and 
PDN2 are both turned off. PDNI must be strong enough to bring Out below Vvv - IVrpl, the 
point at which lv/2 turns on and starts charging Out to V DD' eventually turning off M1• This in tum 
enables Out to discharge all the way to GND. Figure 6-30b shows an example of an XOR­
XNOR gate. I :=>tice that it is possible to share transistors among the two pull-down networks, 
which reduces he implementation overhead. 

The res , ling circuit exhibits a rail-to-rail swing, and the static power dissipation is 
eliminated: in steady state, none of the stacked pull-down networks and load devices are 

VDD 

Ow 

~ Ou,~1_.,_,_ ______ -1-_,
1 

"-.-----o our B -j B -j s-j B -j ~ 
r-~~____j"--~:C:-

T 
~. 
I 

A-j 

(a) Basic principle (b) XOR-XNOR gate 

Figure 6-30 DCVSL logic gate. 
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268 Chapter 6 • Designing Combinational Logic Gates in CMOS 

simultaneously conducting. However, the circuit is still ratioed since the sizing of the PMOS 
devices relative to the pull-down devices is critical to functionality, not just performance. In 
addition to the problem of increased design complexity, this circuit style has a power-dissipation 
problem that is due to cross-over currents. During the transition, there is a period of time when 
PMOS and PDN are turned on simultaneously, producing a short circuit path. 

Example 6.8 DCVSL Transient Response 

An example transient response is shown in Figure 6.31 for an AND/NAND gate in 
DCVSL. Notice that as Out is pulled down to VDD- IVrvl, Out starts to charge up to VDD 

quickly. The delay from the input to Out is 197 ps and to Out is 321 ps. A static CMOS 
AND gate (NAND followed by an inverter) has a delay of 200 ps. 

2.5 

> I AB 
" 1.5 
"" .'l 

A.BJ 
X.s 

~ 
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Figure 6-31 Transient response of a simple AND/NAND DCVSL gate. M1 and 
M2 1 µm/0.25 µm, M3 and M4 are 0.5 µrn/0.25 µm and the cross-coupled PMOS devices 
are 1.5 µm/0.25 µrn. 

0:;;oesigri Consideration""'Singte-Enaeifc,'ersus Differential - - - - - -,, ,, - ~ " ' , - ' " ~ - , ' 

The DCVSL gate provides differential (or complemema,y) outputs. Both the output signal (V0 w) and its 
inverted value (\/

0111
) are simultaneously available. This is a distinct advantage, because it eliminates the 

need for an extra inverter to produce the complementary signal. It has been observed that a differential 
implementation of a complex function may reduce the number of gates required by a factor of two! The 
number of gates in the critical timing path is often reduced as well. Finally, the approach prevents some of 
the time-differential problems introduced by additional inverters. For example, in logic design, it often hap­
pens that both a signal and its complement are needed simultaneously. When the complementary signal is 
generated using an inverter, the inverted signal is delayed ,vith respect to the original (Figure 6-32a). This 
causes timing problems, especially in very high-speed designs. Logic families with differential output 
capability avoid this problem to a major extent, if not completely (Figure 6-32b), 

With all these positive properties, why not always use differential logic? The reason is that the differ­
ential nature virtually doubles the number of wires that have to be routed, often leading to unwieldy designs 
on top of the additional implementation overhead in the individual gates. The dynamic power dissipation 
also is high. 
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(a) Single ended (b) Differential 

Figure 6-32 Advantage of over single-ended (a) differential (b) gate. 

6.2.3 Pass-Transistor Logic 

Pass-Transistor Basics 

269 

1111 

A popular and widely used alternative to complementary CMOS is pass-transistor logic, which 
attempts to reduce the number of transistors required to implement logic by allowing the pri­
mary inputs to drive gate terminals as well as source-drain terminals [Radhakrishnan85]. This is 
in contrast to logic families that we have studied so far, which only allow primary inputs to drive 

-·-~---------- -~-"-~ --

the gate terminals of MOSFETS. --~ 
Figure 6-33 shows an implementation of the AND function constructed that way, using 

only NMOS transistors. In this gate, if the B input is high, the top transistor is turned on and cop­
ies the input A to the output F. When B is low, the bottom pass-transistor is turned on and passes 
a 0. The switch driven by B seems to be redundant at first glance. Its presence is essential to 
ensure that the gate is static-a low-impedance path must exist to the supply rails under all cir­
cumstances (in this particular case, when Bis low). 

The promise of this approach is that fewer transistors are required to implement a given 
function. For example, the implementation of the AND gate in Figure 6-33 requires 4 transistors 
(including the inverter required to invert B), while a complementary CMOS implementation 
would require 6 transistors. The reduced number of devices has the additional advantage of 
lower capacitance. 

B 

J_ 
-,--, 

A_J 1 

nF-AB 
o~-JIJ 

Figure 6-33 Pass-transistor implementation of an AND gate. 
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270 Chapter 6 • Designing Combinational Logic Gates In CMOS 

Unfottunalely, as discussed earlier, an NMOS device is effective at passing a 0, but it is 

poor at pulling a node to V
00

. When the pass-transistor pulls a node high, the output only 

charges up to V DD - V rn- In fact, the situation is worsened by the fact that the devices experience 
body effect, because a significant source-to -body voltage is present when pulling high. Consider 

the case in which the pass-transistor is charging up a node with the gate and drain terminals set 

at V00 . Let the source of the NMOS pass-transistor be labeled x. The node x will charge up to 

V00- Vrn<Vx). We obtain 

(6.30) 

Example 6.9 Voltage Swing for Pass-Transistors Circuits 

The transient response of Figure 6-34 shows an NMOS charging up a capacitor. The 

drain voltage of the NMOS is at V DD• and its gate voltage is being ramped from O V 
to V 

DD
· Assume that node x is initially at O V. We observe that the output initially 

charges up quickly, but the tail end of the transient is slow. The current drive of the 

transistor (gate-to-source voltage) is reduced significantly as the output approaches 

VDD - Vn,, and the current available to charge up node x is reduced drastically. Man­

ual calculation using Eq. (6.30) results in an output voltage of 1.8 V, which is close 

to the simulated value. 
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J_ V �25µ,m DD Out 
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0.0
0 0.5 1.5 2 Time,ns 

Figure 6-34 Transient response of charging up a node using an N device. Notice the 
slow tail after an initial quick response. V

00 
= 2.5 V. 

WARNING: The preceding example demonstrates that pass-transistor gates cannot be cas-, 

cadcd by connecting the output of a pass gate to the gate input of another pass-transistor. 

This is illustrated in Figure 6-35a, where the output of M1 (node x) drives the gate of another 

MOS device. Node x can charge up to V00 - Vrni· If node Chas a rail-to-rail swing, node Yonly 
charges up to the voltage on node x- VTnl• which works out to V00 - Vr,,1 - Vr,,2. Figure 6-35b, 
on the other hand, has the output of M

1 
(x) driving the junction of M

2, and there is only one 
threshold drop. This is the proper way of cascading pass gates. 

Dell Ex. 1025
Page 159



6.2 Static CMOS Design 
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Figure 6-35 Pass-transistor output (drain-source) terminal should 
not drive other gate terminals to avoid multiple threshold drops. 

Example 6.10 VTC of the Pass-Transistor AND Gate 

271 

The voltage transfer curve of a pass-transistor gate shows little resemblance to comple­
mentary CMOS. Consider theA.'ID gate shown in Figure 6-36. Similar to complementary 
CMOS, the VTC of pass-transistor logic is data dependent. For the case when B = VDD, the 
top pass-transistor is turned on, while the bottom one is turned off. In this case, the output 
just follows the input A until the input is high enough to turn off the top pass-transistor 
(i.e., reaches VDD - Vy,,). Next, consider the case in which A= V DD• and B makes a transi­
tion from O --, l. Since the inverter has a threshold of V m/2, the bottom pass-transistor is 
turned on until then and the output remains close to zero. Once the bottom pass-transistor 
turns off, the output follows the input B minus a threshold drop. A similar behavior is 
observed when both inputs A and B transition from O --, l. 

Observe that a pure pass-transistor gate is not regenerative. A gradual signal degra­
dation will be observed after passing through a number of subsequent stages. This can be 
remedied by the occasional insertion of a CMOS inverter. With the inclusion of an inverter 
in the signal path, the VTC resembles one of the CMOS gates. 
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2.0 
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~ = V11J,B =0--;,.Vvn 
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Figure 6-36 Voltage transfer characteristic for the pass-transistor AND 
gate of Figure 6-33. 

Pass-transistors require lower S\Vitching energy to charge up a node, due to the reduced 
voltage swing. For the pass-transistor circuit in Figure 6-34, assume that the drain voltage is at 
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V00 and the gate voltage transitions to V00 • The output node charges from OV to V00 - Vrn 
(assuming that node x was initially at OV), and the energy drawn from the power supply for 
charging the output of a pass-transistor is given by 

T T 

£ 0 _, 1 = J P(t)dt = V DD f;rnpply(t)dt 

0 0 
(6.31) 

= VDD J 
0 

While the circuit exhibits lower switching power~ it may also consume static power when 
the output is high-the reduced voltage level may be insufficient to tum off the PMOS transistor 
of the subsequent CM OS inverter. 

Differential Pass-Transistor Logic 

For high performance design, a differential pass-transistor logic family, called CPL or DPL, is 
commonly used. The basic idea (similar to DCVSL) is to accept true and complementary inputs 
and produce true and complementary outputs. Several CPL gates (ANl)/NA.ND, OR/NOR, and 
XOR/NXOR) are shown in Figure 6-37. These gates possess some interesting properties: 
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(b) Example pass-transistor networks 

Figure 6-37 Complementary pass-transistor logic (CPL). 
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• Since the circuits are differential, complementary data inputs and outputs are always avail­

able. Although generating the differential signals requires extra circuitry, the differential 

style has the advantage that some complex gates such as XORs and adders can be realized 

efficiently with a small number of transistors. Furthermore, the availability of both polari­

ties of every signal eliminates the need for extra inverters, as is often the case in static 

CMOS or pseudo-NMOS. 
• CPL belongs to the class of static gates, because the output-defining nodes are always con­

nected to either V DD or GND through a low-resistance path. This is advantageous for the 

noise resilience. 
• The design is very modular. In effect, all gates use exactly the same topology. Only the 

inputs are permutated. This makes the design of a library of gates very simple. More com­

plex gates can be built by cascading the standard pass-transistor modules. 

Example 6.11 Four-Input NAND in CPL 

Consider the implementation of a four-input AND/NANO gate using CPL. Based on the 

associativity of the boolean AND operation [A· B · C · D =(A· B) · (C · D)], a two-stage 

approach has been adopted to implement the gate (Figure 6-38). The total number of tran­

sistors in the gate (including the final buffer) is 14. This is substantially higher than previ­

ously discussed gates. 3 This factor, combined with the complicated routing requirements, 

makes this circuit style not particularly efficient for this gate. One should, however, be 
aware of the fact that the structure simultaneously implements the AND and the NAt'!D 

functions, which might reduce the transistor count of the overall circuit. 
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Figure 6-38 Layout and schematics of tour-input NAND gate using CPL The final 
inverter stage is omitted. 

3'fllis particular circuit configuration is only acceptable when zero-threshold pass-transistors are used. If not, it directly 

vfolates the concepts introduced in Figure 6-35. 
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In sum, CPL is a conceptually simple and modular logic style. Its applicability depends 

strongly on the logic function to be implemented. The availability of a simple XOR and the 
ease of implementing multiplexers makes it attractive for structures such as adders and multi­
pliers. Some extremely fast and efficient implementations have been reported in that applica­
tion domain [Yano90]. When considering CPL, the designer should not ignore the implicit 
routing overhead of the complementary signals, which is apparent in the layout of Figure 6-38. 

Robust and Efficient Pass-Transistor Design 

Unfortunately, differential pass-transistor logic, like single-ended pass-transistor logic, suffers 
from static power dissipation and reduced noise margins, since the high input to the signal­
restoring inverter only charges up to VDD- Vr,,. There are several solutions proposed to deal with 

this problem, outlined as follows: 

Solution 1: Level Restoration A common solution to the voltage drop problem is the use of a 

level restorer, which is a single PMOS configured in a feedback path (see Figure 6-39). The gate 
of the PMOS device is connected to the output of the inverter its drain is connected to the input 

of the inverter and the source is connected to V DD· Assume that node Xis at OV (our is at V DD and 
the M, is turned off) with B = VDD and A= O. lfinputA makes a Oto VDD transition, M. only 
charges up node X to VDD - VTw This is, however, enough to switch the output of the inverter 
low, turning on the feedback device !vl, and pulling node X all the way to VDD· This eliminates 
any static power dissipation in the inverter. Furthermore, no static current path can exist through 
the level restorer and the pass-transistor, since the restorer is only active when A is high. In sum, 

this circuit has the advantage that all voltage levels are either at GND or V DD' and no static 

power is consumed. 
While this solution is appealing in terms of eliminating static power dissipation, it adds 

complexity since the circuit is ratioed. The problem arises during the transition of node X from 
high to low (seeFigure 6-40). The pass-transistor network attempts to pull down node X, while 

' _,_ 

..L 

_L 
Figure 6-39 Transistor-sizing problem in level-restoring circuits. 
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i 
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Figure 6-40 Level-restoring circuit. 

the level restorer pulls X to V DD· Therefore, the pull-down network, represented by M,,, must 
be stronger than the pull-up device Mr to switch node X (and the output). Careful transistor 
sizing is necessary to make the circuit function correctly. Assume the notation RI to denote the 
equivalent on-resistance of transistor lv11, R2 for M2 , and R,. for M,.. When R,. is too small, it is 
impossible to bring the voltage at node X below the switching threshold of the inverter. Hence, 
the inve1ter output never switches to V DD• and the gate is locked in a single state. The problem 
can be resolved by sizing transistors M,, and Mr such that the voltage at node X drops below 
the threshold of the inverter V41, which is a function of R1 and R2• This condition is sufficient 
to guarantee the switching of the output voltage \~,,, to V DD and the turning off of the level­
restoring transistor. 

Example 6.12 Sizing of a Level Restorer 

Analyzing the circuit as a whole is nontrivial, because the restoring transistor acts as a 
feedback device. One way to simplify the circuit for manual analysis is to open the feed­
back loop and to ground the gate of the restoring transistor when determining the switch­
ing point (this is a reasonable assumption, as the feedback only becomes active once the 
inverter starts to switch). Hence, M,. and M,, form a configuration that resembles pseudo­
NMOS with M, the load transistor, and M,, acting as a pull-down network to GND. 
Assume that the inverter M 1, M2 is sized to have its switching threshold at VDD/2 (NMOS: 
0.5 µm/0.25 µm and PMOS: 1.5 µm/0.25 µm). 111erefore, node X must be pulled below 

V DD/2 to switch the inverter and to shut off M,. 
This is confirmed in Figure 6-41, which shows the transient response as the size 

of the level restorer is varied, while keeping the size of M,, fixed (0.5 µm/0.25 µm). As 
the simulation indicates, for sizes above 1.5 µm/0.25 µm, node X cannot be brought 
below the switching threshold of the inverter, and can't switch the output. 
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Figure 6-41 Transient response of the circuit in Figure 6-39. 
A level restorer that is too large results in incorrect evaluation. 

Another concern is the influence of the level restorer on the switching speed of the 
device. Adding the restoring device increases the capacitance at the internal node X, slowing 
down the gate. In addiction, the 1ise time of the gate is affected negatively. The level restor­
ing transistor M, fights the decrease in voltage at node X before being switched off. On the 
other hand, the level restorer reduces the fall time, since the PMOS transistor, once turned on, 
accelerates the pull-up action. 

Problem 6.6 De"ice Sizing in Pass-Transistors 

For the circuit shown in Figure 6-39, assume that the pull-down device consists of six pass-transistors in 
series each with a device size of 0.5 µm/0.25 µm (replacing transistor M11 ). Determine the maximum W-L 
size for the level restorer transistor for correct functionality. 

A modification of the level restorer concept is shown in Figure 6-42. It is applicable in dif­
ferential networks and is known as swing-restored pass-transistor logic. Instead of a simple 
inverter at the output of the pass-transistor network, two back-to-back inverters configured in a 
cross-coupled fashion are used for level restoration and perfonnance improvement. Inputs are 
fed to both the gate and source-drain terminals, as in the case of conventional pass-transistor 
networks. Figure 6-42 shows a simple XOR/XNOR gate of three variables A, B, and C. The 
complementary network can be optimized by sharing transistors between the true and comple­
mentary outputs. This logic family comes with a major caveat: When cascading gates, buffers 
may have to be included in between the gates. If not, contention between the level-restoring 
devices of the cascaded gates negatively impacts the performance. 

Solution 2: Multiple-Threshold Transistors A technology solution to the voltage-drop prob­
lem associated with pass-transistor logic is the use of multiple-threshold devices. Using zero-
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Figure 6-42 Swing-restored pass-transistor logic [Landman91, Parameswar96]. 

threshold devices for the NMOS pass-transistors eliminates most of the threshold drop, and 

passes a signal close to V00. All devices other than the pass-transistors (i.e., the inverters) are 

implemented using standard high-threshold devices. The use of multiple-threshold transistors is 

becoming more common. and involves simple modifications to existing process flows. Observe 

that even if the device implants were carefully calibrated to yield thresholds of exactly zero, the 

body effect of the device still would prevent a full swing to V DD· 

The use of zero-threshold transistors has some negative impact on the pO\ver consumption 

due to the subthreshold currents flowing through the pass-transistors, even if VGs is below V7. 
This is demonstrated in Figure 6-43, which points out a potential sneak de-current path. While 

these leakage paths are not critical when the device is switching constantly, they do pose a sig­

nificant energy overhead when the circuit is in the idle state. 

Solution 3: Transmission-Gate Logic The most widely used solution to deal with the volt­

age-drop problem is the use of transmission gates.4 This technique builds on the complementary 

properties of NMOS and PMOS transistors: NMOS devices pass a strong 0, but a weak 1, while 

PMOS transistors pass a strong I but a weak 0. The ideal approach is to use an NMOS to pull 

down and a PMOS to pull up. The u·ansmission gate combines the best of both device flavors by 

placing an NMOS device in parallel with a PMOS device as in Figure 6-44a. The control 

4The transmission gate is only one of the possible solutions. Other styles of pass-transistor networks that combine 
NMOS and PMOS transistors have been devised. Double pass-transistor lo_gic {DPL) is an example of such 
[Berns.tein98, pp. 84}. 
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Figure 6-43 Static power consumption when using zero-threshold 
pass-transistors. 
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Figure 6-44 CMOS transmission gate. 

signals to the transmission gate ( C and C) are complementary. The transmission gate acts as a 
bidirectional switch controlled by the gate signal C. When C = 1, both MOSFETs are on, allow­
ing the signal to pass through the gate. In short, 

A=BifC=1 (6.32) 

On the other hand, C = 0 places both transistors in cutoff, creating an open circuit between nodes 
A and B. Figure 6-44b shows a commonly used transmission-gate symbol. 

Consider the case of charging node B to V DD for the transmission-gate circuit in 
Figure 6-45a. Node A is set at V DD• and the transmission gate is enabled ( C = I and C = 0). If 
only the NMOS pass device were present, node B would only charge up to V00 - V7,,, at 
which point the NMOS device would turn off. However, since the PMOS device is present 

1 
! 
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Figure 6-45 Transmission gates enable rail-to-rail switching. 
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and is "on" (V GSp = -V DD), the output charges all the way up to VDD· Figure 6-45b shows the 
opposite case-that is, discharging node B to 0. B is initially at V0 D when node A is driven 
low. The PMOS transistor by itself can only pull-down node B to Vr,, at which point it turns 
off. The parallel NMOS device stays turned on, however (since its V GSn = V 00), and pulls 
node B all the way to GND. Although the transmission gate requires two transistors and more 
control signals, it enables rail-to-rail swing. 

Transmission gates can be used to build some complex gates very efficiently. Figure 6-46 
shows an example of a simple inverting two-input multiplexer. This gate either selects input A or 

B on the basis of the value of the control signal S, which is equivalent to implementing the fol­
lowing Boolean function: 

F=(A·S+B·S) (6.33) 

A complementary implementation of the gate requires eight transistors instead of six. 
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Figure 6-46 Transmission-gate multiplexer and its layout. 

Dell Ex. 1025
Page 168



280 Chapter 6 • Designing Combinational Logic Gates in CMOS 

B --,-

r-4 (22 l 
A~ C' F Q-A 

L.j M, TM-IM 
B -' 4 

Ii 

Figure 6-47 Transmission-gate XOR. 

Another example of the effective use of transmission gates is the popular XOR circuit 
shown in Figure 6"47. The complete implementation of this gate requires only 6 transistors 
(including the inverter used for the generation of B), compared with the 12 transistors required 

for a complementary implementation. To understand the operation of this circuit, we need only 
analyze the B = 0 and B = 1 cases separately. For B = l, transistors M1 and M2 act as an inverter, 
while the transmission gate M3/M4 is off; hence, F = AB. In the opposite case, M 1 and M2 are 
disabled, and the transmission gate is operational, or F = AB. The combination of both leads to 
the XOR function. Notice that regardless of the values of A and B, node F always has a connec­

tion to either V DD or GND and thus is a low-impedance node. When designing static-pass-tran­
sistor networks, it is essential to adhere to the low-impedance rule under all circumstances. 
Other examples in which transmission-gate logic is effectively used are fast adder circuits and 

registers. 

Performance of Pass-Transistor and Transmission-Gate Logic 

The pass-transistor and the transmission gate are, unfortunately, not ideal switches, and they 
have a series resistance associated with them. To quantify the resistance, consider the circuit in 

Figure 6-48, which involves charging a node from O V to V DD· In this discussion, we use the 
large-signal definition of resistance, which involves dividing the voltage across the switch by the 
drain current. The effective resistance of the switch is modeled as a parallel connection of the 

resistances Rn and RI' of the NMOS and PMOS devices, defined as (V0 n- V°',,)lln,, and (V00 -

Vm,;)l(-10P)' respectively. The currents through the devices obviously are dependent on the value 
of V°'" and the operating mode of the transistors. During the low-to-high transition, the pass-tran­

sistors traverse through a number of operation modes. For low values of V0"" the NlY!OS device 
is saturated and the resistance is approximated as 

RP= 
VOUJ-VDD 

Io,, 

VOIII-VDD =--------'-"'--=-------
k,,. (c-v DD- V Tp)(Vo,,,- V DD) (6.34) 

i 
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Figure 6-48 Simulated equivalent resistance of transmission gate for low-to-high 
transition (for (W-L), = (W-L)p = 0.5 µm/0.25 µm). A similar response for overall 
resistance is obtained for the high-to-low transition. 

281 

The resistance goes up for increasing values of V
0
u

1 
and approaches infinity when V0 m reaches 

V DD - V 7,, and the device shuts off. Similarly, we can analyze the behavior of the PMOS transis­
tor. When V

0
,.

1 
is small, the PMOS is saturated, but it enters the linear mode of operation for V0 ,,, 

approaching V DD· This gives the following approximated resistance: 

RP= 
V out - V DD V our - V DD =--------""'--=-------

lop 

(6.35) 

l 
~ ------

kp(-Vvv-Vrp) 

The simulated value of R,q = R,, II Rn as a function of V0"' is plotted in Figure 6-48. It can 
be observed that R,q is relatively constant (~ 8 kQ in this particular case). The same is trne in 
other design instances (for example, when discharging Cc). When analyzing transmission-gate 

networks, the simplifying assumption that the switch has a constant resistive value is therefore 

acceptable. 

Problem 6. 7 Equivalent Resistance during Discharge 

Determine the equivalent resistance by simulation for the high-to-low transition of a transmission gate. (In 
other words, produce a plot similar to the one presented in Figure 6-48). 

An important consideration is the delay associated with a chain of transmission gates. 

Figure 6-49 shows a chain of n transmission gates. Such a configuration often occurs in circuits 
such as adders or deep multiplexors. Assume that all transmission gates are turned on and a step 
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Figure 6-49 Speed optimization in transmission-gate networks. 

is applied at the input. To analyze the propagation delay of this network, the transmission gates 
are replaced by their equivalent resistances R,q· This produces the network of Figure 6-49b. 

The delay of a network of n transmission gates in sequence can be estimated by using the 
Elmore approximation (see Chapter 4): 

" 
" n(n + I) t;,( V,,) = 0.69 L..., CR,i = 0.69CR,q 2 

(6.36) 

k=O 

This means that the propagation delay is proportional to ,,2 and increases rapidly with the num­

ber of switches in the chain. 

Example 6.13 Delay of Transmission-Gate Chain 

Consider 16 cascaded minimum-sized transmission gates, each with an average resistance 
of 8 k.Q. The node capacitance consists of the capacitance of two NMOS and PMOS 
devices Qunction and gate). Since the gate inputs are assumed to be fixed, there is no 
Miller multiplication. The capacitance can be calculated to be approximately 3.6 fF for the 
low-to-high transition. The delay is given by 

(6.37) 

The transient response for this particular example is shown in Figure 6-50. The sim­
ulated delay is 2.7 ns. It is remarkable that a simple RC model predicts the delay so accu­
rately. It is also clear that the use of long pass-transistor chains causes significant delay 

degradation. 

I 
' 
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Time (ns) 

Figure 6-50 Speed optimization in transmission-gate networks. 

The most common approach for dealing with the long delay is to break the chain and 
insert buffers every m switches (Figure 6-51). Assuming a propagation delay t1Jrtffor each buffer, 
the overall propagation delay of the transmission gate-buffer network is then computed as 
follows: 

= 0 69[!!.cR m(m + I)] (!!.-1)\ t p , cq 2 + tbuf m m 
(6.38) 

[ 
n(m+ l)J (" ) = 0.69 CR,q 

2 
+ ;;; - I t1,,,1 

The resulting delay exhibits only a linear dependence on the number of switches n, in con­
trast to the unbuffered circuit, which is quadratic in n. The optimal number of switches m0p, 

dt 
between buffers can be found by setting the derivative ~ to O. which yields 

um 

~ 1.7 / pbuf 

~ CR," 

m 

Figure 6-51 Breaking up long transmission-gate chains by inserting buffers. 

(6.39) 
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Obviously, the number of switches per segment grows with increasing values of tbuf· In current 
technologies, mopr typicaHy equals 3 or 4. The presented analysis ignores that tp1)/(,ritself is a func­

tion of the load m. A more accurate analysis taking this factor into account is presented in Chapter 9. 

Example 6.14 Transmission-Gate Chain 

Consider the same 16-transmission-gate chain. The buffers shown in Figure 6-51 can be 

implemented as inverters (instead of two cascaded inverters). In some cases. it might be 
necessary to add an extra inverter to produce the correct polarity. Assuming that each 
inverter is sized such that the NMOS is 0.5 µm/0.25 µm and PMOS is 0.5 µm /0.25 µm, 
Eq. (6.39) predicts that an inverter must be inserted every 3 transmission gates. The simu­
lated delay when placing an inverter every two transmission gates is 154 ps; for every 
three transmission gates, the delay is 154 ps; and for four transmission gates, it is 164 ps. 

The insertion of buffering inverters reduces the delay by a factor of almost 2. 

CAUTION: Although many of the circuit styles discussed in the previous sections sound very 

interesting. and might be superior to static CMOS in many respects, none has the robustness and 

ease of design of complementary CMOS. Therefore, use them sparingly and with caution. For 
designs that have no extreme area, compJexity, or speed constraints, complementary CMOS is 

the recommended design style. 

6.3 Dynamic CMOS Design 
It was noted earlier that static CMOS logic with a fan-in of N requires 2N devices. A variety of 

approaches were presented to reduce the number of transistors required to implement a given 
logic function including pseudo-NMOS, pass-transistor logic, etc. The pseudo-NMOS logic 
style requires only N + l transistors to implement an N input logic gate, but unfortunately it has 
static power dissipation. In this section, an alternate logic style calied dynamic logic is presented 

that obtains a similar result, while avoiding static power consumption. With the addition of a 
clock input, it uses a sequence of precharge and conditional evaluation phases. 

6.3.1 Dynamic Logic: Basic Principles 
The basic consn-uction of an (11-type) dynamic logic gate is shown in Figure 6-52a. The PDN 
(pull-down network) is constructed exactly as in complementary CMOS. The operation of this 

circuit is divided into two major phases-precharge and evaluation-with the mode of opera­

tion determined by the clock signal CLK. 

Precharge 

When CLK = 0, the output node Out is precharged to V DD by the PMOS transistor M,,. During 
that time, the evaluate NMOS transistor M, is off, so that the pull-down path is disabled. The 

T 

I 

l 
I 
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Figure 6-52 Basic concepts of a dynamic gate. 

285 

Out 

1-c 

evaluation FET eliminates any static power that would be consumed during the precharge period 
(i.e., static current would flow between the supplies if both the pull-down and the precharge 
device were turned on simultaneously). 

Evaluation 

For CLK = 1, the precharge transistor MP is off, and the evaluation transistor lvfe is turned on. The 
output is conditionally discharged based on the input values and the pull-down topology. If the 
inputs are such that the PDN conducts, then a low resistance path exists between Out and GND, 

and the output is discharged to GND. If the PDN is turned off, the precharged value remains 
stored on the output capacitance CL, which is a combination of junction capacitances~ the wiring 
capacitance, and the inpnt capacitance of the fan-out gates. During the evaluation phase. the only 
possible path between the output node and a supply rail is to GND. Consequently, once Out is 
discharged, it cannot be charged again until the next precharge operation. The inputs to the gate 

can thus make at most one transition dnring evaluation. Notice that the output can be in the 
high-impedance state during the evaluation period if the pull-down network is turned off. This 
behavior is fundamentally different from the static counterpart that always has a low resistance 

path between the output and one of the power rails. 
As an example, consider the circuit shown in Figure 6-52b. During the precharge phase 

( CLK = 0), the output is precharged to V DD regardless of the input values, because the evaluation 
device is turned off. During evaluation (CLK = 1), a conducting path is created between Out and 

GND if (and only if) A · B + C is TRUE. Otherwise, the output remains at the precharged state of 

VDD· The following function is thus realized: 

Out = CLK + (A · B + C) · CLK (6.40) 
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A number of important properties can be derived for the dynamic logic gate: 

• The logic function is implemented by the NMOS pull-down network. The construction of 

the PDN proceeds just as it does for static CMOS. 

• The nwnber of transistors (for complex gates) is substantiaHy lower than in the static case: 

N + 2 versus 2N. 

• It is nonratioed. The sizing of the PMOS precharge device is not important for realizing 

proper functionality of the gate. The size of the precharge device can be made large to 

improve the low-to-high transition time (of course, at a cost to the high-to-low transition 

time). There is, however, a trade-off with power dissipation, since a larger precharge 

device directly increases clock-power dissipation. 

• It only consumes dynamic power. Ideally, no static current path ever exists between VDD 

and GND. The overall power dissipation, however, can be significantly higher compared 

with a static logic gate. 
• The logic gates have faster switching speeds, for two main reasons. The first (obvious) rea­

son is due to the reduced load capacitance attributed to the lower number of transistors per 

gate and the single-transistor load per fan-in. This translates in a reduced logical effort. 
For instance, the logical effort of a two-input dynamic NOR gate e<juals 213, which is sub­

stantially smaller than the 5/3 of its static CMOS counterpart. The second reason is that 

the dynamic gate does not have short circuit current, and an the current provided by the 

puH-down devices goes towards discharging the load capacitance. 

The low and high output levels of V0 i and V0 H are easily identified as GND and V 00, and 
they are not dependent on the transistor sizes. The other VTC parameters are dramatically differ­

ent from static gates. Noise margins and switching thresholds have been defined as static quanti­

ties that are not a function of time. To be functional, a dynamic gate requires a periodic sequence 

of precharges and evaluations. Pure static analysis, therefore, does not apply. During the evalua­

tion period, the pull-down network of a dynamic inverter starts to conduct when the input signal 

exceeds the threshold voltage (V rnl of the NMOS pull-down transistor. Therefore, it is reason­

able to assume that the switching threshold (V,11) as well as Vm and V,L are equal to Vru, This 

translates to a low value fortheNML. 

It is also possible to implement dynamic logic using the dual approach. where the output node is connected 
by a predischarge NMOS transistor to GND. and the evaluation PUN network is implemented in PMOS. 
The operation is similar: During precharge, the output node is discharged to GND; during evaluatlon, the 
output is condiLionaHy charged to V DD. This p-type dynamic gate has the disadvantage of being slower 
than then-type because of the lower current drive of the PMOS transistors. Iii 
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6.3.2 Speed and Power Dissipation of Dynamic Logic 

The main advantages of dynamic logic are increased speed and reduced implementation area. 
Fewer devices to implement a given logic function implies that the overall load capacitance is 
much smaller. The analysis of the switching behavior of the gate has some interesting peculiari­
ties to it After the precharge phase, the output is high. For a low input signal, no additional 
switching occurs. As a result, t11Lfl = O! The high-to-low transition, on the other hand, requires 
the discharging of the output capacitance through the pull-down network. Therefore, tpHL is pro­
portional to CL and the cmTent-sinking capabiUties of the pull-down network The presence of 
the evaluation transistor slows the gate somewhat, as it presents an extra series resistance. Omit­
ting this transistor, while functionally not forbidden, may result in static power dissipation and 
potentially a performance loss. 

The preceding analysis is somewhat unfair because it ignores the influence of the pre­
charge time on the switching speed of the gate. The precharge time is determined by the time it 
takes to charge CL through the PMOS precharge transistor. During this time, the logic in the gate 
cannot be utilized. Very often, however, the overaH digital system can be designed in such a way 
that the precharge time coincides with other system functions. For instance, the precharge of the 
arithmetic unit in a microprocessor could coincide with the instruction decode. The designer has 
to be aware of this "dead zone" in the use of dynamic logic and thus should carefully consider 
the pros and cons of its usage, taking the overall system requirements into account. 

Example 6.15 A Four-Input Dynamic NAND Gate 

Figure 6-53 shows the design of a four-input NAND example designed using the dynamic­
circuit style. Due to the dynamic nature of the gate, the derivation of the voltage-transfer 
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Figure 6-53 Schematic and transient response of a four-input dynamic NAND gate. 
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288 Chapter 6 • Designing Combinational Logic Gates in CMOS 

characteristic diverges from the traditional approach. As discussed earlier, we assume that 
the switching threshold of the gate equals the threshold of the NMOS pull-down transistor. 
This results in asymmetrical noise margins, as shown in Table 6-IO. 

Table 6-10 The de and ac parameters of a four-input dynamic NAND. 

Transistors V DH 

6 2.5V OV 110 ps Ops 83 ps 

The dynamic behavior of the gate is simulated with SPICE. It is assumed that all 
inputs are set high when the clock goes high. On the rising edge of the clock, the output 
node is discharged. The resulting transient response is plotted in Figure 6-53, and the 
propagation delays are summarized in Table 6-10. The duration of the precharge cycle can 
be adjusted by changing the size of the PMOS precharge transistor. Making the PMOS too 
large should be avoided, however, as it both slows down the gate and increases the capaci­
tive load on the clock line. For large designs, the latter factor might become a major design 
concern because the clock load can become excessive and hard to drive. 

As mentioned earlier, the static gate parameters are time dependent. To illustrate 
this, consider a four-input NANO gate with all the partial inputs tied together, and are 
making a low-to-high transition. Figure 6-54 shows a transient simulation of the output 
voltage for three different input transitions--from O to 0.45 V, 0.5 V and 0.55 V, respec­
tively. In the preceding discussion, we have defined the switching threshold of the 
dynamic gate as the device threshold. However, notice that the amount by which the out­
put voltage drops is a strong function of the input voltage and the available evaluation 
time. The noise voltage needed to corrupt the signal has to be larger if the evaluation time 
is short. In other words, the switching threshold is truly time dependent. 

> 
f 1.0 

;!I 

0.0 

Time,ns 

Figure 6-54 Effect of an input glitch on the output 
The switching threshold depends on the time for evaluation. 
A larger glitch is acceptable if the evaluation phase is shorter. 
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6.3 Dynamic CMOS Design 289 

1t would appear that dynamic logic presents a significant advantage from a power perspec­
tive. There are three reasons for this. First, the physical capacitance is lower since dynamic logic 
uses fewer transistors to implement a given function. Also, the load seen for each fan-out ls one 
transistor instead of two. Second, dynamic logic gates by construction can have at most one tran­
sition per clock cycle. Glitching (or dynamic hazards) does not occur in dynamic logic. Finally, 
dynamic gates do not exhibit short-circuit power since the pull-up path is not turned on when the 

gate is evaluating. 
While these arguments generally are true, they are offset by other considerations: (1) the 

clock power of dynamic logic can be significant, particularly since the clock node has a guar­
anteed transition on every sing]e clock cycle; (2) the number of u-ansistors is greater than the 
minimal set required for implementing the logic; (3) short-circuit power may exist when leak­
age-combatting devices are added (as will be discussed further); and (4), most importantly, 

dynamic logic generally displays a higher switching activity due to the pe,iodic prec/zarge and 
discharge operations. Earlier, the transition probability for a static gate was shown to be p0 p 1 = 
p0 (I - p0 ). For dynamic logic, the output transition probability does not depend on the state 
(history) of the inputs, but rather on the signal probabilities. For an n-tree dynamic gate, the 
output makes a O -; 1 transition during the precharge phase only if the output was discharged 
during the preceding evaluate phase. Hence, the O -; l transition probability for an ,I-type 

dynamic gate is given by 

ao-71=Po (6.41) 

where Po is the probability that the output is zero. This number is always greater than or equal to 
p 0 p 1. For uniformly distributed inputs, the transition probability for an N-input gate is 

No 
ao-1 = N 

2 

where N 0 is the number of zero entries in the truth table of the logic function. 

Example 6.16 Activity Estimation in Dynamic Logic 

(6.42) 

To iBustrate the increased activity for a dynamic gate, consider again a two-input NOR 

gate. An n-tree dynamic implementation is shown in Figure 6-55. along with its static 

counterpart. For equally probable inputs, there is a 75% probability that the output node of 
the dynamic gate discharges immediately after the precharge phase, implying that the 

activity for such a gate equals 0.75 (i.e., PNoR = 0.75 CLV&7fc1;). The c01Tesponding activ­
ity is a lot smaller, 3/16, for a static implementation. For a dynamic NANO gate, the tran­
sition probability is 1/4 (since there is a 25% probability the output will be discharged) 
while it is 3/16 for a static implementation. Although these examples illustrate that the 
switching activity of dynamic logic is generally higher, it should be noted that dynamic 

logic has lower physical capacitance. Both factors must be accounted for when analyzing 

dynamic power dissipation. 
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A-j 

Figure 6-55 Static NOR versus n-type dynamic NOR. 

Problem 6.8 Activity Computation 

For the four-input dynamic NAND gate, compute the activity factor with the following assumption for the 
inputs: They are independent, andpA=! = 0.2,p8=i = 0.3, Pc=!= 0.5, and Pv=t = 0.4. 

6.3.3 Signal Integrity Issues in Dynamic Design 

Dynamic logic clearly can result in high-perfonnance solutions compared to static circuits. 
However, there are several important considerations that must be taken into account if one wants 
dynamic circuits to function properly. These include charge leakage, charge sharing, capacitive 
coupling. and clock feedthrough. These issues are discussed in some detail in this section. 

Charge Leakage 

The operation of a dynamic gate relies on the dynamic storage of the output value on a capacitor. 
If the pull-down network is off, ideally, the output should remain at the precharged state of V DD 

during the evaluation phase. However, this charge gradually leaks away due to leakage currents. 
eventually resulting in a malfunctioning of the gate. Figure 6-56a shows the sources of leakage 
for the basic dynamic inverter circuit. 

Source I and 2 are the reverse-biased diode and subthreshold leakage of the NMOS 
pull-down device M 1, respectively. The charge stored on Ci will slowly leak away through 
these leakage channels, causing a degradation in the high level (Figure 6-56b). Dynamic cir­

cuits therefore require a minimal clock rate, which is typically on the order of a few kHz. This 
makes the usage of dynamic techniques unattractive for lo\v-performance products such as 
watches, or processors that use conditional clocks (where there are no guarantees on mini­
mum clock rates). Note that the PMOS precharge device also contributes some leakage cur­
rent due to the reverse bias diode (source 3) and the subthreshold conduction (source 4). To 
some extent, the leakage current of the PMOS counteracts the leakage of the pull-down path. 
As a result, the output voltage is going to be set by the resistive divider composed of the pull­
down and pull-up paths. 

r 
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Figure 6-56 Leakag e issues in dynamic circuits. 

Example 6.17 Leakage in Dynamic Circuits 

Consider the simple inverter with all devices set at 0.5 µm/0.25 µm. Assume that the input 
is low during the evaluation period. Ideally, the output should remain at the precharged 
state of V DD· However, as seen from Figure 6-57, the output voltage drops. Once the out­
put drops below the switching threshold of the fan-out logic gate, the output is interpreted 
as a low voltage. Notice that the output settles to an intermediate voltage, due to the leak­
age current provided by che PMOS pull-up. 

> 2.0 
Out 

~ 
"' 1 
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~: ]'I'-.._ 
i CLK 

o.ooi i ---· --
10 20 30 40 

Time, ms 

Figure 6-57 Impact of charge leakage. The output settles to an intermediate 
voltage determined by a resistive divider of the pull-down and pull-up devices. 

Leakage is caused by the high-impedance state of the output node during the evaluate 
mode, when the pull-down path is turned off. The leakage problem may be counteracted by 
reducing the output impedance on the output node during evaluation. This often is done by 
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Figure 6-58 Static bleeders compensate for the charge leakage. 

adding a bleeder transistor, as shown in Figure 6-58a. The only function of the bleeder-an 
NMOS style pull-up device-is to compensate for the charge lost due to the pull-down leakage 
paths. To avoid the ratio problems associated with this style of circuit and the associated static 
power consumption, the bleeder resistance is made high (in other words, the device is kept 
small). This allows the (strong) pull-down devices to lower the Out node substantially below the 
switching threshold of the next gate. Often, the bleeder is implemented in a feedback configura­
tion to eliminate the static power dissipation altogether (Figure 6-58b). 

Charge Sharing 

Another important concern in dynamic logic is the impact of charge sharing. Consider the circuit 
in Figure 6-59. During the precharge phase, the output node is precharged to V00. Assume that all 
inputs are set to O during precharge~ and that the capacitance Ca is discharged. Assume further that 
input B remains at O during evaluation, while input A makes a O ~ 1 transition, turning transistor 
A(, on. The charge stored originally on capacitor CL is redistributed over CL and Ca· This causes 
a drop in the output voltage, which cannot be recovered due to the dynamic nature of the circuit. 

The influence on the output voltage is readily calculated. Under the assumptions given 
previously, the following initial conditions are valid: V

0
,,,(1 = 0) = V00 and Vx(t = 0) = 0. As a 

result, two possible scenarios must be considered: 

l. AV
0

ut < V Tn. In this case, the final value of V x equals V DD - V7n(Vx). Charge conservation 
then yields 

CLVDD = CLVm,,(final)+CJVoo-Vy,,(Vx)] 

or 

ca = -c[VDD-VT11(Vx)] 
L 

(6.43) 

r 
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Figure 6-59 Charge sharing in dynamic networks. 

2. Ll vout > V Tn. vllflf and Vx then reach the same value: 

( 
c,, '\ 

AV{)U/ = -VDD C C I 
a+ LJ 

293 

(6.44) 

We determine \Vhich of these scenarios ls valid by the capacitance ratio. The boundary condition 
between tl1e two cases can be determined by setting L\V,uu equal to VTn in Eq. (6.44), yielding 

c(! vTn 
= 

CL VDD-VTll 
(6.45) 

Case 1 holds when the (C,/CL) ratio is smaller than the condition defined in Eq. (6.45). If not, 
Eq. (6.44) is valid. Overall, it is desirable to keep the value of L,.V

0
,,, below IV7pl· The output of 

the dynamic gate might be connected to a static inverter, in which case the low level of V,,,,, 
would cause static power consumption. One major concern is a circuit malfunction if the output 
voltage is brought below the swltching threshold of the gate it drives. 

Example 6.18 Charge Sharing 

Let us consider the impact of charge sharing on the dynamic logic gate shown in Figure 6-60, 

which implements a three-input EXOR function y = A e B <ll C. The first question to be 
resolved is what conditions cause the worst case voltage drop on node y. For simplicity, ignore 
the load inverter~ and assume that all inputs are low during the precharge operation and that all 

isolated Jnternal nodes (i,;i, VJJ, Ve, and Vd) are initially at O V. 
Inspection of the truth table for this particular logic function shows that the output 

stays high for 4 out of 8 cases. The worst case change in output is obtained by exposing 
the maximum amount of internal capacitance to the output node during the evaluation 

Dell Ex. 1025
Page 182



294 Chapter 6 • Designing Combinational Logic Gates in CMOS 
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Figure 6-60 Example illustrating the charge-sharing effect in dynamic logic. 

period. This happens for A B C or A B C. The voltage change can then be obtained by 
equating the initial charge with the final charge as done with equation Eq. (6.44), yield­
ing a worst case change of 30/(30 + 50) * 2.5 V = 0.94 V. To ensure that the circuit func­
tions correctly, the switching threshold of the connecting inve1ter should be placed below 
2.5 - 0.94 = 1.56 V. 

The most common and effective approach to deal with the charge redistribution is to also 
precharge critical internal nodes, as shown in Figure 6-61. Since the internal nodes are charged 

VDD 

CLK"4 MP 1"\1.bl p-cLK 
Oul 

A """1 M" 

B """1 M, 

CLK"""1 M, 

-
Figure 6-61 Dealing with charge sharing by precharging internal nodes. An NMOS 
precharge transistor may also be used, but this requires an inverted clock. 
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to V DD during precharge, charge sharing does not occur. This solution obviously comes at the 
cost of increased area and capacitance. 

Capacitive Coupling 

The relatively high impedance of the output node makes the circuit very sensitive to crosstalk 
effects. A wire routed over or next to a dynamic node may couple capacitively and destroy the 
state of the floating node. Another equally important fonn of capacitive coupling is backgate (or 

output-to-input) coupling. Consider the circuit shown in Figure 6-62a, in which a dynamic two­
input NANO gate drives a static NANO gate. A transition in the input In of the static gate may 
cause the output of the gate (Out2) to go low. This output transition couples capacitively to the 
other input of the gate (the dynamic node 01111) through the gate-source and gate-drain capaci­
tances of transistor M4• A simulation of this effect is shown in Figure 6-62b. It demonstrates how 
the coupling causes the output of the dynamic gate Out1 to drop significantly. This further causes 
the output of the static NANO gate not to drop all the way down to O V and a small amount of 
static power to be dissipated. If the voltage drop is large enough, the circuit can evaluate incor­
rectly, and the NAND output may not go low. When designing and laying out dynamic circuits, 
special care is needed to minimize capacitive coupling. 

Clock Feedthrough 

A special case of capacitive coupling is clock feedthrough, an effect caused by the capacitive 
coupling between the clock input of the precharge device and the dynamic output node. The cou­
pling capacitance consists of the gate-to-drain capacitance of the precharge device, and includes 
both the overlap and channel capacitances. This capacitive coupling causes the output of the 
dynamic node to rise above V DD on the low-to-high transition of the clock, assuming that the 
pull-down network is turned off. Subsequently, the fast rising and falling edges of the clock cou­
ple onto the signal node, as is quite apparent in the simulation of Figure 6-62b. 

The danger of clock feedthrough is that it may cause the normally reverse-biased junction 
diodes of the precharge transistor to become forward biased. This causes electron injection into 
the substrate, which can be collected by a nearby high-impedance node in the 1 state, eventually 
resulting in faulty operation. CMOS latchup might be another result of this injection. For all pur­
poses, high-speed dynamic circuits should be carefully simulated to ensure that clock 
feedthrough effects stay within bounds. 

All of the preceding considerations demonstrate that the design of dynamic circuits is 
rather tricky and requires extreme care. It should therefore be attempted only when high perfor­
mance is required, or high quality design-automation tools are available. 

6.3,4 Cascading Dynamic Gates 

Besides the signal integrity issues, there is one major catch that complicates the design of 
dynamic circuits: Straightforward cascading of dynamic gates to create multilevel logic struc­
tures does not work. The problem is best illustrated with two cascaded n-type dynamic 
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Figure 6-62 Example demonstrating the effect of backgate coupling: 
(a) circuit schematics; (b) simulation resulls. 

inverters, shown in Figure 6-63a. During the precharge phase (i.e., CLK = 0), the outputs of 
both inverters are precharged to Vvo· Assume that the primary input /11 makes a O __, I transi­
tion (Figure 6-63b). On the rising edge of the clock, output Out, starts to discharge. The sec­
ond output should remain in the precharged state of V DD as its expected value is l ( Out 1 

transitions to O during evaluation). However, there is a finite propagation delay for the input to 

discharge Out, to GND. Therefore, the second output also starts to discharge. As long as Out, 
exceeds the switching threshold of the second gate, which approximately equals VTn' a con­
ducting path exists between Out2 and GND, and precious charge is lost at Out2. The conduct­
ing path is only disabled once Out, reaches V7n, and turns off the NMOS pull-down transistor. 
This leaves Out

2 
at an intermediate voltage level. The correct level will not be recovered, 

because dynamic gates rely on capacitive storage, in contrast to static gates, which have de res­
toration. The charge loss leads to reduced noise margins and potential malfunctioning. 

r 
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Figure 6-63 Cascade of dynamic n-type blocks. 

The cascading problem arises because the outputs of each gate-and thus the inputs to the 
next stages-are precharged to I. This may cause inadvertent discharge in the beginning of the 

evaluation cycle. Setting all the inputs to O during precharge addresses that concern. When doing 
so, all transistors in the pull-down network are turned off after precharge, and no inadvertent dis­
charging of the storage capacitors can occur during evaluation. In other words, correct operation 
is guaranteed as long as the inputs can only make a single O -; 1 transition during the evalu­
ation period.5 Transistors are turned on only when needed-and at most, once per cycle. A 
number of design styles complying with this rule have been conceived, but the two most impor­

tant ones are discussed next. 

Domino Logic 

Concept A domino logic module [Krambeck82] consists of an n-type dynamic logic block 
followed by a static inverter (Figure 6-64). During precharge, the output of the n-type 

dynamic gate is charged up to V DD• and the output of the inverter is set to 0. During evalua­
tion, the dynamic gate conditionally discharges, and the output of the inverter makes a condi­
tional transition from O -; 1. If one assumes that all the inputs of a domino gate are outputs 
of other domino gates,6 then it is ensured that all inputs are set to O at the end of the pre­
charge phase, and that the only transitions during evaluation are O -; l transitions. Hence, 

the formulated rule is obeyed. The introduction of the static inverter has the additional advan­
tage that the fan-out of the gate is driven by a static inverter with a low-impedance output, 
which increases noise immunity. Also, the buffer reduces the capacitance of the dynamic out­
put node by separating internal and load capacitances. Finally, the inverter can be used to 

drive a bleeder device to combat leakage and charge redistribution, as shown in the second 
stage of Figure 6-64. 

5Thls ignores the impact of charge distribution and leakage effects, discussed earlier. 
6It is required that all other inputs that do not fall under this classification (for instance, primary inputs) stay cons.ant 
during evaluation. 
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Figure 6-64 Domino CMOS logic. 

Consider now the operation of a chain of domino gates. During precharge, all inputs are 
set to 0. During evaluation, the output of the first domino block either stays at O or makes a 
0--, 1 transition, affecting the second gate. This effect might ripple through the whole chain, 

one after the other, similar to a line of falling dominoes-hence the name. Domino CMOS has 
the following pro.,erties: 

• Since each dynamic gate has a static inve11er, only noninverting logic can be implemented. 
Although there are ways to deal with this, as discussed in a subsequent section, this is a 
major limiting factor, and pure domino design has thus become rare. 

• Very high speeds can be achieved: only a rising edge delay exists, while t
1
,HL equals zero. 

The inverter can be sized to match thejlln-out, which is already much smaller than in the 

complimentary static CMOS case, as only a single gate capacitance has to be accounted 
for per fan-out gate. 

Since the inputs to a domino gate are low during precharge, it is tempting to eliminate the 

evaluation transistor because this reduces clock load and increases pull-down drive. However, 
eliminating the evaluation device extends the precharge cycle-the precharge now has to ripple 
through the logic network as well. Consider the logic network shown in Figure 6-65, where the 

evaluation devices have been eliminated. If the primary input Int is I during evaluation, the out­
put of each dynamic gate evaluates to 0, and the output of each static inverter is 1. On the falling 

edge of the clock, the precharge operation is started, Assume further that In 1 makes a high-to­
low transition. The input to the second gate is initially high, and it takes two gate delays before 
In2 is driven low. During that time, the second gate cannot precharge its output. as the pull-down 
network is fighting the precharge device. Similarly, the third gate has to wait until the second 

gate precharges before it can start precharging, etc. Therefore, the time taken to precharge the 
logic circuit is equal to its critical path. Another important negative is the extra power dissipation 
when both pull-up and pull-down devices are on, Therefore, it is good practice to always utilize 

evaluation devices. 

T 
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Figure 6-65 Effect of ripple precharge when the evaluation transistor is removed. 
The circuit also exhibits static power dissipation. 
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Dealing with the Noninverting Property of Domino Logic A major limitation in domino 
logic is that only noninvening Jogic can be implemented. This requirement has limited the wide­

spread use of pure domino logic. There are several ways to deal with it, though. Figure 6-66 
shows one approach to the problem-reorganizing the logic using simple boolean transforms 

such as De Morgan's Law. Unfortunately, this sort of optimization is not always possible, and 
more general schemes may have to be used. 

A general (but expensive) approach to solving the problem is the use of differential logic. 
Dual-rail domino is similar in concept to the DCVSL structure discussed earlier, but it uses a 

precharged load instead of a static cross-coupled PMOS load. Figure 6-67 shows the circuit 
schematic of an AND/NAND differential logic gate. Note that all inputs come from other differ­
ential domino gates. They are low dming the precharge phase, \Vhile making a conditional O ~ 1 
transition during evaluation. Using differential domino, it is possible to implement any arbitrary 
function. This comes at the expense of an increased pov,1er dissipation, since a transition is guar­

anteed every single clock cyc1e regardless of the input values-either O or O must make a O ~ 1 
transition. The function of transistors M11 and lvl f2 is to keep the circuit static when the clock is 
high for extended periods of time (bleeder). Notice that this circuit is not ratioed, even in the 

presence of the PMOS pull-up devices' Due to its high performance, this differential approach is 
very popular, and is used in several commercial microprocessors. 

j} 
C ,.,,.-,­
D --------1 
E -C»--------,3 
F-:cc:------1 
G 
H 

(a} Before logic transformation 

y 

Domino AND 

GF~. · •. ' 
' \ " H' ; ~---~ 
'·---~--' Domino AND/OR 
Domino OR 

(b) After logic transformation 

Figure 6-66 Restructuring logic to enable implementation by using noninverting domino logic. 
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Figure 6-67 Simple dual rail (differential) domino logic gate. 

Optimization of Domino Logic Gates Several optimizations can be performed on domino logic 
gates. The most obvious performance optimization involves the sizing of the transistors in the static 

inverter. With the inclusion of the evaluation devices in domino circuits, all gates precharge in par­
allel, and the precharge operation takes only two gate delays-charging the output of the dynamic 
gate to Vnv, and driving the inverter output low. The critical path during evaluation goes through 
the pull-down path of the dynamic gate and through the PMOS pull-up transistor of the static 
inverter. Therefore, to speed up the circuit during evaluation, the beta ratio of the static inverter 

should be made high so that its switching threshold is close to V DD· This can be accomplished by 
using a small (minimum-sized} NMOS and a large PMOS device. The minimum-sized NM OS only 
affects the precharge time, which is generally limited due to the parallel precharging of all gates. 
The only disadvantage of using a large beta ratio is a reduction in noise margin. Hence, a designer 
should consider reduced noise margin and performance impact simultaneously during the device 

sizing. 
Numerous variations of domino logic have been proposed [Bernstein98]. One optimization 

that reduces area is multiple-output domino logic. The basic concept is illustrated in Figure 6-68. 
It exploits the fact that certain outputs a1-e subsets of other outputs to generate a number oflogical 

functions in a single gate. In this example, 03 ; C +Dis used in all three outputs, and thus it is 
implemented at the bottom of the pull-down network. Since 02 equals B · 03, it can reuse the 
logic for 03. Notice that the internal nodes have to be precharged to VvD to produce the correct 
results. Given that the internal nodes precharge to V DD, the number of devices driving precharge 

devices is not reduced. However, the number of evaluation transistors is drastically reduced 
because they are amortized over multiple outputs. Additionally, this approach results in a reduc­
tion of the fan-out factor, again due to the reuse of transistors over multiple functions. 

r 
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Figure 6-68 Multiple-output domino. 

Compound domino (Figure 6R69) represents another optimization of the generic domino 

gate, once again minimizing the number of transistors. Instead of each dynamic gate driving a 
static inverter, it is possible to combine the outputs of multiple dynamic gates with the aid of a 
complex static CMOS gate, as shown in Figure 6-69. The outputs of three dynamic structures 
(implementing 01 = A B C, 02 = D E F and 03 = G H) are combined using a single complex 
CMOS static gate that implements O = (01 + 02) 03. The total logic function realized this way 
is O=AB C DEF+ CH. 

Compound domino is a useful tool for constructing complex dynamic logic gates. Large 
dynamic stacks are replaced by parallel structures with small fan-in and complex CMOS gates. 
For example, a large fan-in domino AND can be implemented as a set of parallel dynamic 
NANO structures with lower fan-in, combined with a static NOR gate. One important consider­
ation in Compound domino is the problem associated with backgate coupling. Care must be 
taken to ensure that the dynamic nodes are not affected by the coupling between the output of 
the static gates and the output of dynamic nodes. 

np-CMOS 
An alternative approach to cascading dynamic logic is provided by np-CMOS, which uses two 
flavors (n-tree and p-tree) of dynamic logic, and avoids the extra static inverter in the critical 
path that comes with domino logic. In a p-tree logic gate, PMOS devices are used to build a pull­
up logic network, including a PMOS evaluation transistor ([Gon9alvez83, Friedman84, Lee86]). 
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Figure 6-69 Compound domino logic uses complex static gates 
at the output of the dynamic gates. 
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Figure 6-70 The np-CMOS logic circuit style. 

(see Figure 6-70). The NMOS predischarge transistor drives the output low during precharge 
The output conditionally makes a O --t l transition during evaluation depending on its inputs. 

np-CMOS logic exploits the duality between 11-tree and p-tree logic gates to eliminate the 
cascading problem. If the 11-tree gates are controlled by CLK, and p-tree gates are controlled 
using CLK, n-tree gates can directly drive p-tree gates, and vice versa. Similar to domino, n-tree 
outputs must go through an inverter when connecting to another n-tree gate. During the 
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precharge phase (CLK = 0), the output of then-tree gate, Out1, is charged to VDD• while the 
output of the p-tree gate, Out,, is predischarged to O V. Since the n-tree gate connects PMOS 
pull-up devices, the PUN of the p-tree is turned off at that time. During evaluation, the output of 
then-tree gate can only make a 1 ----t O transition. conditionally turning on some transistors in the 
p-tree. This ensures that no accidental discharge of Out2 can occur. Similarly, n-tree blocks can 
follow p-tree gates without any problems, because the inputs to then-gate are precharged to 0. A 

disadvantage of the np-CMOS logic style is that the p-tree blocks are slower than the ll-tree 

modules, due to the lower current drive of the PMOS transistors in the logic network. Equalizing 
the propagation delays requires extra area. Also, the lack of buffers requires that dynamic nodes 
are routed between gates. 

6.4 Perspectives 

6.4.1 How to Choose a Logic Style? 

In the preceding sections, we have discussed several gate-implementation approaches using the 

CMOS technology. Each of the circuit styles has its advantages and disadvantages. Which one to 
select depends upon the primary requirement: ease of design, robustness, area, speed, or power 
dissipation. No single style optimizes alt these measures at the same time. Even more, the 
approach of choice may vary from logic function to logic function. 

The static approach has the advantage of being robust in the presence of noise. This makes 

the design process rather trouble free and amenable to a high degree of automation. It is clearly 
the best general-purpose logic design style. This ease of design does come at a cost: For complex 
gates with a large fan-in, complementary CMOS becomes expensive in terms of area and perfor­
mance. Alternative static logic styles have therefore been devised. Pseudo-NM OS is simple and 

fast at the expense of a reduced noise margin and static power dissipation. Pass-transistor logic 
is attractive for the implementation of a number of specific circuits, such as multiplexers and 
XOR-dominated logic like adders. 

Dynamic logic, on the other hand, makes it possible to implement fast and small complex 

gates. This comes at a price, however. Parasitic effects such as charge sharing make the design 
process a precarious job. Charge leakage forces a periodic refresh, which puts a lower bound on 
the operating frequency of the circuit. 

The current trend is towards an increased use of complementmy static CMOS. This ten­
dency is inspired by the increased use of design-automation tools at the logic design level. These 

tools emphasize optimization at the logic level, rather than at the circuit level, and they put a pre­
mium on robustness. Another argument is that static CMOS is more amenable to voltage scaling 

than some of the other approaches discussed in this chapter. 

6.4.2 Designing Logic for Reduced Supply Voltages 

In Chapter 3, we projected that the supply voltage for CMOS processes will continue to drop 
over the coming decade. and may go as low as 0.6 V by 2010. To maintain performance under 
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Figure 6-71 Voltage Scaling (V0vfVron delay and leakage). 

those conditions, it is essential that the device thresholds scale as well. Figure 6-71a shows a plot 
of the (V7 , V DD)ratio required to maintain a given perlormance level (assuming that other device 

characteristics remain identical). 
This trade-off is not without penalty. Reducing the threshold voltage increases the sub­

threshold leakage current exponentially, as we derived in Eq. (3.39) (repeated here for the sake 

of clarity): 

(6.46) 

In Eq. (6.46), S is the slope factor of the device. The subthreshold leakage of an inverter is the 

cmTent of the NMOS for V;,, = 0 V and V
0

,,, = V DD ( or the PMOS current for V;,, = V DD and 
V°'" = 0). The exponential increase in inverter leakage for decreasing thresholds is illustrated in 

Figure 6-71 b. 
These leakage currents are a concern particularly for designs that feature intermittent com­

putational activity separated by long periods of inactivity. For example, the processor in a cellular 

phone remains in idle mode for a majority of the time. While the processor is in idle mode, ideally, 
the system should consume zero or near-zero power. This is only possible if leakage is low-that 
is, the devices have a high threshold voltage. This is in contrast to the scaling scenario that we just 
depicted, where high performance under low supply voltage means reduced thresholds. To satisfy 

the contradicting requirements of high performance during active periods and low leakage during 
standby. several process modifications or leakage-control techniques have been introduced in 
CMOS processes. Most processes with feature sizes at or below 0.18 µm CMOS support devices 

with different thresholds-typically a device with low threshold for high-performance circuits, and 
a transistor with high threshold for leakage control. Another approach gaining popularity is the 
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dynamic control of the threshold vo1tage of a device by exploiting the body effect of the transistor. 

Use of this approach to control individual devices requires a dual-well process (see Figure 2-2). 
Clever circuit design can also help reduce the leakage current, \vhich is a function of the 

circuit topology and the value of the inputs applied to the gate. Since VT depends on body bias 
<Vnsl, the subthreshold leakage of an MOS transistor depends not only on the gate drive (Vcsl. 

but also on the body bias. In an inverter with In = 0, the subthreshold leakage of the inverter is 
set by the NMOS transistor with its Vcs = Vns = 0 V. In more complex CMOS gates, such as the 
two-input NANO gate of Figure 6-72, the leakage current depends on tl1e input vector. The sub­
threshold leakage current of this gate is the least when A = B = 0. Under these conditions, the 
intermediate node X settles to 

Vx=V,1,ln(l +n) (6.47) 

The leakage cun-ent of the gate is then determined by the topmost NMOS transistor with V cs= 
V8s = -Vx- Clearly, the subthreshold leakage under this condition is smaller than that of the 
inverter. This reduction due to stacked transistors is called the stack effect. The Table in 
Figure 6-72 analyzes the leakage components for the two-input NANO gate under different 
input conditions. 

The reality is even better. In short-channel MOS transistors, the subthreshold leakage cur­
rent depends not only on the gate drive (V cs) and the body bias ( V85 ), but also on the drain volt­
age (Vos). The threshold voltage of a short-channel iviOS transistor decreases with increasing 
VDs due to drain-induced barrier lowering (DIBL). Typical values for DIBL can range from a 

20- to a 150-m V change in V r per voltage change in V DS· Because of this, the impact of the stack 
effect is even more signHicant for short-channel transistors. The intermediate vo)tage reduces the 
drain-source voltage of the topmost device, increases its threshold, and thus lowers its leakage. 

Example 6.19 Stack Effect in Two-Input NAND Gate 

Consider again the two-input NAND gate of Figure 6-72a, when both N1and N2 are off 

(A = B = 0). From the simulated load lines shown in Figure 6-72c, we see that Vx settles to 
approximately 100 mV in steady state. The steady-state subthreshold leakage in the gate is 
therefore due to Vcs= V8s = -IOO mV and VDs = VDD- 100 mV, which is 20 times smaller 
than the leakage of a stand-alone NMOS transistor with Vcs= V85 = 0 mV and VDs = VDo 

[Ye98]. 

In sum, the subthreshold leakage in complex stacked circuits can be significantly lower 
than in individual devices. Observe that the maximum leakage reduction occurs when all the 
transistors in the stack are off, and the intermediate node voltage reaches its stea.dy-state value. 
Exploiting this effect requires a careful selection of the input signals to every gate during 
standby or sleep mode. 

Dell Ex. 1025
Page 194



306 Chapter 6 • Designing Combinational Logic Gates in CMOS 

B o----1 

A B V X lsun 

0 0 vlh ln {1 + 11) JNsue(Vcs= Ves= -Vx) 
0 1 0 JI\un(VGs= Vss= O) 
1 0 Vr1d-VT P"sun(Vcs= Vns= 0) 

i 1 1 0 2IPsun(Vsc= Vsn= 0) 

le-7 ~-------------, 

le-8 

le-9 

le-10 
~ 

..... ~ le-11 
- I~ 

[ lns(Nl) le-12 

le-13 

le-14 

le-15 -+--~--~, --~--~-'~ 
0 0.1 0.2 0.3 0.4 0.5 

Vx 

Figure 6-72 Subthreshold leakage reduction in a two-input NAND gate 
(a) due to stack effect for different input conditions (b). Figure (c) plots the 
simulated load lines of the gate for A= B = 0. 

' 

Problem 6.9 Computing V x 

Equation (6.47) calculates the intermediate node voltage for a two-input NAND with less than 10% error, 
for A= B = 0. Derive Eq. (6.47} assuming (1) VT and ls of N, and N2 are approximately equal, (2) NMOS 
transistors are identically sized, and {3) n < 1.5. 

6.5 Summary 
In this chapter, we have extensively analyzed the behavior and performance of combinational 
CMOS digital circuits with regard to area, speed, and power. We summarize the major points as 

follows: 

• Static complementary CMOS combines dual pull-down and pull-up networks, only one of 
which is enabled at any time. 
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• The performance of a CMOS gate is a strong function of the fan-in. Techniques to deal 

with fan-in include transistor sizing, input reordering, and partitioning. The speed is also a 
linear function of the fan-out. Extra buffering is needed for large fan-outs. 

• The ratioed logic style consists of an active pull-down (-up) network connected to a load 
device. This results in a substantial reduction in gate complexity at the expense of static 
power consumption and an asymmetrical response. Careful transistor sizing is necessary 
to maintain sufficient noise margins. The most popular approaches in this class are the 

pseudo-NMOS techniques and differential DCVSL, which require complementary 

signals. 
• Pass-transistor logic implements a logic gate as a simple switch network. This results in 

very simple implementations for some logic functions. Long cascades of switches are to 
be avoided due to a quadratic increase in delay with respect to the number of elements in 
the chain. NMOS-only pass-u·ansistor logic produces even simpler structures. but might 
suffer from static power consumption and reduced noise margins. This problem can be 
addressed by adding a level-restoring transistor. 

• The operation of dynamic logic is based on the storage of charge on a capacitive node and 
the conditional discharging of that node as a function of the inputs. This calls for a two­
phase scheme, consisting of a precharge foHowed by an evaluation step. Dynamic logic 
trades off noise margin for performance. It is sensitive to parasitic effects such as 1eakage, 

charge redistribution, and clock feedthrough. Cascading dynamic gates can cause prob­
lems and thus should be addressed carefully. 

• The power consumption of a logic network is strongly related to the switching activity of 
the network. This activity is a function of the input statistics, the network topology, and the 

1ogic style. Sources of power consumption such as glitches and short-circuit currents can 
be minimized by careful circuit design and transistor sizing. 

• Threshold voltage sca1ing is required for low-voltage operation. Leakage control is critica1 

for low-voltage operation. 

6.6 To Probe Further 
The topic of (C)MOS logic styles is treated extensively in the literature. Numerous texts have 

been devoted to the issue. Some of the most comprehensive treatments can be found in 

[Weste93] and [ChandrakasanOl]. Regarding the intricacies of high-performance design, 
[Shoji96] and [Bernstein98] offer the most in-depth discussion of the optimization and analysis 
of digital MOS circuits. The topic of power minimization is relatively new, but comprehensive 

reference works are available in [Chandrakasan95], [Rabaey95], and [Pedram02]. 
Innovations in the MOS logic area are typically published in the proceedings of the !SSCC 

Conference and the VLSI circuits symposium, as well as the IEEE Journal of Solid State 

Circuits (especially the November issue). 
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Exercises 
For the latest problem sets and design chaUenges in CMOS digital logic, log in to http://bwrc.eecs.berkeley.edu/ 

IcBook. 
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While circuit simulation in the SPICE style proves to be an extremely valuable element of the 

designers tool box. it has one major deficiency. By taking into account a1l the peculiarities and 
second-order effects of the semiconductor devices, it tends to be time consuming. It rapidly 
becomes unwieldy when designing complex circuits, unless one is willing to spend days of com­
puter time. Even though computers are always. getting faster and simulators are getting better, 

circuits are getting complex even faster. The designer can address the complexity issue by giving 
up modeling accuracy and resorting to higher representation levels. A discussion of the different 

abstraction levels available to the designer and their impact on simulation accuracy is the topic 

of this insert. 
The best way of differentiating among the myriad of simulation approaches and abstrac­

tion levels is to identify how the data and time variables are represented-as analog, continuous 

variables, as discrete signals, or as abstract data models. 
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C.1 Representing Digital Data as a Continuous Entity 

Circuit Simulation and Derivatives 

In Design Methodology Insert B, we established that a circuit simulator is "digitallyagnostic," 
meaning that it is, in essence, an analog simulator. Voltage, current, and time are treated as ana­
log variables. This accurate modeling, combined with the nonlinearity of most of the devices 

leads to a high overhead in simulation time. 

Substantial effort has been invested to decrease the computation time at the expense of 
generality. Consider an MOS digital circuit. Due to the excellent isolation property of the MOS 
gate, it is often possible to partition the circuit into a number of sections that have limited inter­
action. A possible approach is to solve each of these partitions individually over a given pedod, 
assuming that the inputs from other sections are known or constant The resulting waveforms 

can then be iteratively refined. This. relaxation-based approach has the advantage of being com­
putationally more effective than the traditional technique by avoiding expensive matrix inver­
sions, but it is restricted to MOS circuits [White87]. When the circuit contains feedback paths, 
the partitions can become large, and simulation performance degrades. 

Another approach is to reduce the complexity of the transistor models used. For example, 

linearization of the model leads to a dramatic reduction in the computational complexity. Yet 
another approach is to employ a simplified table-lookup model. While this approach, by neces­
sity, leads to a decreased accuracy of the waveforms. it still aHows for a good estimation of tim­
ing parameters such as propagation delay and 1ise and fall times. This explains why these tools 
often are called timing simulators. The big advantage is in the execution speed, which can be one 

or two orders of magnitude higher than that of SPICE-like tools. Another advantage is that, in 
contrast to the tools that are discussed next, timing simulators still can incorporate second-order 
effects such as leakage, threshold drops, and signal glitches. Examples of an offering in this 
class is the NanoSim (formerly TimeMill/PowerMill) tool set from Synopsys [TimeMill]. As a 

point of reference. simulators in this class typically give up S to 10% in accuracy on timing 
parameters. with respect to full-blown circuit simulators. 

C.2 Representing Data as a Discrete Entity 
In digital circuits, we generally are not interested in the actual value of the voltage variable, but 
only in the digital value it represents. Therefore, it is possible to envision a simulator in which 

data signals are either in the O or I range. Signals that do no comply with either condition are 
denoted as X, or undefined. 

This tertiary representation {0, 1, X} is used extensively in simulators at both the device 
and gate level. By augmenting this set of allowable data values, we can obtain more detailed 

information, while retaining the capability of handling complex designs. Possible extensions are 
the Z-value for a tristate node in the high-impedance state, and R- and F-values for the rising and 
falling transients. Some commerciaHy offered simulators provide as many as a dozen possib1e 

signal states. 
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,, 
Figure C-1 Discrelizing the time variable. 

While substantial performance improvement is obtained by making the data representation 
space discrete, similar benefits can be obtained by making time a discrete variable as well. Con­

sider the voltage waveform of Figure C-1, which represents the signal at the input of an inverter 
with a switching threshold V,11 • It is reasonable to assume that the inverter output changes its 
value one propagation delay after its input crossed V M· When one is not strictly interested in the 
exact shape of the signal waveforms, it is sufficient to evaluate the circuit only at the interesting 

time points, t 1 and t2• 

Similarly, the interesting points of the output waveform are situated at I 1 + t11HL and 
t2 + tpLH· A simulator that only evaluates a gate at the time an event happens at one of its inputs 
is called an event-driven simulator. The evaluation order is determined by putting projected 
events on a time queue and processing them in a time-ordered fashion. Suppose that the wave­
form of Figure C- l acts as the lnput waveform to a gate. An event is scheduled to occur at 

time t1. Upon processing that event, a new event is scheduled for the fan-out nodes at t1 + tpHL 

and is put on the time queue. This event-driven approach is evidently more efficient than the 
time-step-driven approach of the circuit simulators. To take the impact of fan-out into account, 
the propagation delay of a circuit can be expressed in terms of an int1insic delay (th) and a load­

dependent factor (11), and it can differ over edge transitions: 

(C.l) 

The load CL can be entered in absolute te1ms (in pF) or as a function of the number of fan-out 
gates. Observe how closely this equation resembles the logical-effort model we introduced in the 

preceding chapter. 
While offering a substantial petfonnance benefit, the preceding approach still has the dis­

advantage that events can happen any time. Another simplification could be to make the time 
even more discrete and allow events to happen oniy at integer multiples of a unit time variable. 
An example of such an approach is the unit-delay model, where each circuit has a single delay of 

one unit. Finally, the simplest model JS the zero-delay model, in which gates are assumed to be 

free of delay. Under this paradigm, time proceeds from one clock event to the next, and all 
events are assumed to occur instantaneously upon aITival of a clocking event. These concepts 
can be applied on a number of abstraction levels, resulting in the simulation approaches dis­

cussed next. 

Dell Ex. 1025
Page 200



312 Insert C • How to Simulate Complex Logic Circuits 

Figure C-2 Switch-level model of CMOS inverter. 

Switch-Level Simulation 

The nonlinear nature of semiconductor devices is one of the major impediments to higher 
simulation speeds. The switch-level model [Bryant81] overcomes this hurdle by approximat­
ing the transistor behavior with a linear resistance whose value is a function of the operating 
conditions. In the off-mode, the resistance is set to infinity. while in the on-mode. it is set to 
the average "on" resistance of the device (Figure C-2). The resulting network is a time-vari­
ant, linear network of resistors and capacitors that can be more efficiently analyzed. Evalua­
tion of the resistor network determines the steady-state values of the signals and typically 
employs a { 0, 1, X) model. For instance, if the total resistance between a node and GND is 
substantially smaller than the resistance to Vvv, the node is set to the 0-state. The timing of 
the events can be resolved by analyzing the RC network. Simpler timing models such as the 
unit-delay model are also employed. 

Example C.1 Switch versus Circuit-Level Simulation 

A four-bit adder is simulated using the switch-level simulator IRSIM ([Salz89]). The sim­
ulation results are plotted in Figure C-3. Initially, all inputs (!NI and IN2) and the carry­
input CIN are set to 0. After IO nsec, all inputs IN2 as well as CIN are set to I. The display 
window plots the input signals, the output vector OUT[0-3], and the most significant out­
put bits OUT[2] and OUT[3]. The output converges to the correct value 0000 after a transi­
tion period. Notice how the data assumes only O and I levels. The glitches in the output 
signals go rail to rail, although in reality they might represent only partial excursions. Dur­
ing transients, the signal is marked X, which means "undefined.~' To put this result in per­
spective, Figure C-3 plots the SPICE results for the same input vectors. Notice the partial 
glitches. Also, it shows that the IRSIM tim.ing, which is based on an RC model, is rela­
tively accurate and sufficient to get a first-order impression. 
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Figure C-3 Comparison between circuit and switch-level simulations. 

Gate-Level (or Logic) Simulation 

313 

20 

Gate-level simulators use the same signal values as the switch-level tools, but the simulation prim­
itives are gates instead of transistors. This approach enables the simulation of more complex cir­
cuits at the expense of detail and generality. For example, some common VLSI structures such as 

tristate busses and pass transistors are hard to deal with at this level. Since gate level is the preferred 
entry level for many designers, this simulation approach remained extremely popular until the 
introduction of logic synthesis tools, which moved the focus to the functional or behavioral 
abstraction layer. The interest in logic simulation was so great that special and expensive hardware 

accelerators were developed to expedite the simulation process (e.g., [Agrawal90]). 

Functional Simulation 

Functional simulation can be considered as a simple extension of logic simulation. The primi­
tive elements of the input description can be of an arbitrary complexity. For instance, a simu­

lation element can be a NAND gate, a multiplier, or an SRAM memory. The functionality of 
one of these complex units can be described using a modern programming language or a dedi­
cated hardware description language. For instance, the THOR simulator uses the C program­

ming language to determine the output values of a module as a function of its inputs [Thor88]. 
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The SystemC language [SystemC] uses most of the syntax and semantics of C, but adds a 

number of constructs and data types to deal with the peculiarities of hardware design-such as 
the presence of concurrency. On the other hand, VHDL (VHSIC Hardware Description Lan­
guage) [VHDL88] is a specially developed language for the description of hardware designs. 

In the structural mode, VHDL describes a design as a connection of functional mod­
ules. Such a description often is called a netlist. For example. Figure C-4 shows a description 
of a 16-bit accumulator consisting of a register and adder. 

The adder and register can in turn be described as a composition of components such as 
full-adder or register cells. An alternative approach is to use the behavioral mode of the language 
that describes the functionality of the module as a set of input/output relations regardless of the 
chosen implementation. As an example, Figure C-5 describes how the output of the adder is the 
two·s-compiement sum of its inputs. 

entity accumulator is 
port { -- definitioll of input and output terminals 

); 

DI: in bit_vector(J5 downto 0) -- a vector of 16 bit wide 
DO: inout bit_vector(15 downto 0); 
CLK: in bit 

end accumulator; 

architecture structure of accumulator is 
component reg -- definition of register ports 

port ( 

); 

DI: in bit_vector(I5 downto O); 
DO: out bit_vector(I5 downto 0); 
CLK; in bic 

end component; 
component add -- definition oj adder pons 

port ( 

); 

INO: in bit_vector(l5 downto 0): 
!NI: in bit_vector(15 downto O); 
OUTO: out bit_vector(15 downto 0) 

end component; 
-- definition of accumulator srructure 
signal X : bit_ vector( 15 down to 0); 
begin 

add! : add 
port map (DI, DO. X); -- defines port connectivity 

regl : reg 
port map (X, DO, CLK); 

end structure~ 

Figure C-4 Functional description of an accumulator in VHDL 
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entity add is 
port ( 

INO: in bit_vector(15 downto 0); 
IN I : in bit_ vector( 15 downlo O); 
OUTO: out bit_vector(I5 downto 0) 

); 

end add; 

architecture behavior of add is 
begin 

process(l"lO, IN I) 
variable C: bit_vector(I6 downto 0); 
variable S : bit_ vector( 15 down to 0); 

begin 
loop!: 
for i in Oto 15 loop 

S(i) := !NO(i) xor IN l(i) xor C(i); 
C(i+ l ):= INO(i) and IN I (i) or C(i) and (INO(i) or IN l(i)); 

end loop loop I ; 
OUTO<=S; 

end process; 
end behavior; 

Figure C-5 Behavioral description of 16-bit adder. 

315 

The signal levels. of the functional simulator are similar to the switch and logic levels. A 
variety of timing models can be used-for example, the designer can describe the delay between 
input and output signals as part of the behavioral description of a module. Most often the zero­
delay model is employed, since it yields the highest simulation speed. 

C.3 Using Higher-Level Data Models 

\Vhen conceiving a digital system such as a compact disk player or an embedded microcontrol­
Jer, the designer rarely thinks in terms of bits. Instead. she envisions data moving over busses as 
integer or floating-point words, and patterns transmitted over the instruction bus as members of 
an enumerated set of instruction words (such as (ACC, RD, WR, or CLR)). Modeling a discrete 

design at this level of abstraction has the distinct advantage of being more understandable, and it 
also results in a substantial benefit in simulation speed. Since a 64-bit bus is now handled as a 
single object. analyzing its value requires only one action instead of the 64 evaluations it for­
merly took to determine the current state of the bus at the logic level. The disadvantage of this 
approach is another sacrifice of timing accuracy. Since a bus is now considered to be a single 
entity, only one global delay can be annotated to it, while the delay of bus elements can vary 
from bit to bit at the logic level. 

It also is common to distinguish bet\veen jimctional (or structural) and behavioral 

descriptions. In a functional-level specification, the description mirrors the intended hardware 
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structure. Behavioral-level specifications only mimic the input/output functionality of a design. 

Hardware delay loses its meaning, and simulations are normally performed on a per clock-cycle 

(or higher) basis. For instance, the behavioral models of a microprocessor that are used to verify 

the completeness and the correctness of the instruction set are performed on a per instruction 

basis. 
The most popular languages at this level of abstraction are the VHDL and VERILOG 

hardware-description languages. VHDL allows for the introduction of user-defined data types 

such as 16-bit. two's-complement words or enumerated instruction sets. Many designers tend to 

use traditional programming approaches such as C or C++ for their first-order behavioral mod­

els. This approach has the advantage of offering more flexibility, but it requires the user to define 

all data types and to essentially write the complete simulation scenario. 

Example C.2 Behavioral-Level VHDL Description 

To contrast the functional and behavioral description modes and the use of higher level 

data models, consider again the example of the accumulator (see Figure C-6). In this case, 

we use a fully behavioral description that employs integer data types to describe the mod­

ule operation. 

Figure C-7 shows the results of a simulation performed at this level of abstraction. 

Even for this small example, the simulation performance in terms of CPU time is three 

times better than what is obtained with the structural description of Figure C-4. 

entity accumulator is 
port ( 

); 

DI : in integer; 
DO : inout integer := 0~ 
CLK: in bit 

end accumulator; 

architecture behavior of accumulator is 
begin 

process(CLK) 
variable X : integer := O; -- intermediate variable 
begin 

ifCLK='l'then 
X<=DO+Dl: 
DO<=X: 

end if; 
end process: 

end behavior; 

Figure C-6 Accumulator for Example C.2. 
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Figure C-7 Display of simulation results for accumulator example as obtained 
at the behavioral level. The WAVES display tool (and VHDL simulator) are part 
of the Synopsis VHDL tool suite (Courtesy of Synopsys.). 
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Layout Techniques for Complex Gates 

Weinberger and standard-cell layout techniques 

Euler graph approach 

In Chapter 6, we discussed in detail how to construct the schematics of complex gates and how 
to size the transistors. The last step in the design process is to derive a layout for the gate or cell; 
in other words, we must determine the exact shape of the various polygons composing the gate 

layout. The composition of a layout is strongly influenced by the interconnect approach. How 
does the cell fit in the overall chip layout, and how does it communicate with neighboring cells? 
Keeping these questions in mind from the start results in denser designs with less parasitic 
capacitance. 

Weinberger and Standard-Cell Layout Techniques 

We now examine two important layout approaches, although many others can be envisioned. In 
the Weinberger approach [Weinberger67], the data wires (inputs and outputs) are routed (in 

metal) parallel to the supply rails and perpendicular to the diffusion areas, as illustrated in 
Figure D-1. Transistors are formed at the cross points of the polysilicon signal wires (connected 
to the horizontal metal wires) and the diffusion zones. The "over-the-cell" wiring approach 
makes the Weinberger technique particularly suited for bit-sliced datapaths. While it is still used 

on an occasional base, the Weinberger technique has lost its appeal over the years in favor of the 

standard-cell style. 

319 
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Figure D-1 The Weinberger approach for complex gate layoul 
(using a single metal layer). 

In the standard-cell technique, signals are routed in polysilicon perpendicular to the 
power distribution (Figure D-2). This approach tends to result in a dense layout for static 
CMOS gates, as the vertical polysilicon wire can serve as the input to both the NMOS and the 
PMOS transistors. An example of a cell implemented using the standard-cell approach is 
shown in Figure 6-12. Interconnections between cells generally are established in so-called 
routing channels, as demonstrated in Figure D-2. The standard-cell approach is very popular at 
present due to its high degree of automation. (For a detailed description of the design .automa­
tion tools supporting the standard-cell approach, see Chapter 8.) 

Layout Planning using the Euler Path Approach 

The common use of this layout strategy makes it worth analyzing how a complex Boolean func­
tion can be mapped efficiently onto such a structure. For density reasons, it is desirable to realize 
the NMOS and PMOS transistors as an unbroken row of devices with abutting source-drain con-

Metall 

Signals 

---- Well 

Yss 

Routing channel 

Polysilicon 

Figure D-2 The standard-cell approach for complex gate layout. 
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(a) Input order {a c b} 

Figure D-3 Stick Diagram for x= (a+ b) · c. 

ll b C 

(b) Input order {ab c) 
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nections, and with the gate connections of the corresponding NMOS and PMOS transistors 
aligned. This approach requires only a single strip of diffusion in both wells. To achieve this 
goal, a careful ordering of the input terminals is necessary. This is mustrated in Figure D-3, 
where the logical function x = (a + b) · c is implemented. In the first version, the order { a c b) is 
adopted. It can easily be seen that no solution will be found using only a single diffusion strip. A 

reordering of the terminals (for instance, using { a b c }), generates a feasible solution, as shown 
in Figure D-3b. Observe that the "layouts" in Figure D-3 do not represent actual mask geome­
tries, but are rather symbolic diagrams of the gate topologies. Wires and transistors are repre­
sented as dimensionless objects, and positioning is relative, not absolute. Such conceptual 
representations are called stick diagrams, and often are used at the conception time of the gate, 
before determining the actual dimensions. We use stick diagrams whenever we want to discuss. 
gate topologies or layout strategies. 

Fortunately, a systematic approach has been developed to derive the permutation of the 
input tenninals so that complex functions can be realized by uninterrupted diffusion strips that 
minimize the area [Uehara8 l ]. The systematic nature of the technique also has the advantage 
that it is easily automated. It consists of the following two steps: 

I. Construction of logic graph. The logic graph of a u-ansistor network (or a switching 
function) is the graph of which the vertices are the nodes (signals) of the network. and the 
edges represent the transistors. Each edge ls named for the signal controHing the corre­
sponding transistor. Since the PUN and PDN networks of a static CI'v10S gate are dual, 
their corresponding graphs are dual as well-that is, a parallel connection is replaced by a 
series one and vice versa. This is demonstrated in Figure D-4, where the logic graphs for 
thePDN and PUN networks of the Boolean functionx =(a+ b) ·care overlaid (notice 
that this approach can be used to derive dual networks). 

2. Identification of Euler paths, An Euler path in a graph is defined as a path through all 
nodes in the graph such that each edge in the graph is only visited once. Identification of 
such a path is important, because an ordering of the inputs leading to an uninterrupted dif­
fusion strip of NMOS {PMOS) transistors is possible only if there exists an Euler path in 
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(b) Logic graphs for PDN 
and PUN 

GND 

(c) Consistent Euler paths 
for PDN and PUN 

Figure D-4 Schematic diagram, logic graph, and Euler paths for X; (a+ b) · c. 

the logic graph of the PON (PUN) network. The reasoning behind this finding is as 

follows: 

To form an interrupted strip of diffusion, all transistors must be visited in sequence; that is. 
the drain of one device is the source of the next one. This is equivalent to traversing the logic 
graph along an Euler path. Be aware that Euler paths are not unique: many different solutions 

may exist. 
The sequence of edges in the Euler path equals the ordering of the inputs in the gate lay­

out. To obtain the same ordering in both the PUN and PON networks, as is necessary if we want 
to use a single poly strip for every input signal, the Euler paths must be consistent-that is, they 

must have the same sequence. 
Consistent Euler paths for the example of Figure 0-4a are shown in Figure 0-4c. The lay­

out associated with this solution is shown in Figure 0-3b. An inspection of the logic diagram of 
the function shows that { a c b) is an Euler path for the PUN, but not for the PON. A single-dif­

fusion-strip solution is, hence. nonexistent (Figure D-3a). 

Example D,l Derivation of Layout Topology of Complex Logic Gate 

As an example, let us derive the layout topology of the following logical function: 

x= ab+ cd 

The logical function and one consistent Euler path are shown in Figure D-5a and 
Figure 0-5b. The corresponding layout is shown in Figure 0-5c. 
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X X 

X 

GND GND ~--(a) Logic graphs for (ab + cd) (b) Euler paths {ab c d) 

a b C d 

(c) Stick diagram for ordering {ab c d) 

Figure D-5 Deriving the layout topology for x = (ab+ cd). 

The reader should be aware that the existence of consistent Euler paths depends on the 
way the Boolean expressions (and the con-esponding logic graphs) are constructed. For exam­
ple, no consistent Euler paths can be found for x = a + b · c + d · e, but the function x = b · c + a 
+ d · e has a simple solution (confirm that this is true by preserving the ordering of the function 
when constructing the logic graphs). A restructuring of the function is sometimes necessary 
before a set of consistent paths can be identified. This could lead to an exhaustive search over all 
possible path combinations. Fortunately, a simple algorithm to avoid this plight has been pro­
posed [Uehara81]. A discussion of this is beyond our scope, however, and we refer the inter­

ested reader to that text. 
Finally, it is worth mentioning that the layout strategies presented are not the only possi­

bilities. For example, sometimes it might be more effective to provide multiple diffusion strips 
stacked vertically. In this case, a single polysilicon input line can serve as the input for multiple 
transistors. This might be beneficial for certain gate structures, such as the NXOR gate, and 
therefore, case-by-case analysis is recommended. 

To Probe Further 

A good overview of cell-generation techniques can be found in [Rubin87, pp. 116-128]. Some 
of the landmark papers in this area include the following: 
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7 
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7.6 Nonbistable Sequential Circuits 
7.6.1 The Schmitt Trigger 
7 .6.2 Monostable Sequential Circuits 
7 .6.3 Astable Circuits 

7.7 Perspective: Choosing a Clocking Strategy 
7.8 Summary 
7.9 To Probe Further 

7 .1 Introduction 
As described earlier, combinational logic circuits have the property that the output of a logic 
block is only a function of the current input values, assuming that enough time has elapsed for 
the logic gates to settle. Still, virtually all useful systems require storage of state information, 
leading to another class of circuits called sequential logic circuits. In these circuits~ the output 
depends not only on the current values of the inputs, but also on preceding input values. In other 
words, a sequential circuit remembers some of the past history of the system-it has memory. 

Figure 7-1 shows a block diagram of a generic finite-state machine (FSM) that consists of 
combinational logic and registers, which hold the system state. The system depicted here 
belongs to the class of synchronous sequential systems, in which all registers are under control 
of a single global dock. The outputs of the FSM are a function of the current Inputs and the Cur­

rent State. The Next State is determined based on the Current State and the current Inputs and is 
fed to the inputs of registers. On the rising edge of the clock, the Next State bits are copied to the 
outputs of the registers (after some propagation delay), and a new cycle begins. The register then 
ignores changes in the input signals until the next rising edge. In general, registers can be posi­
tive edge triggered (where the input data is copied on the rising edge of the clock) or negative 

edge triggered (where the input data is copied on the falling edge. as indicated by a small circle 
at the clock input). 

This chapter discusses the CMOS implementation of the most impmtant sequential build­
ing blocks. A variety of choices in sequential primitives and clocking methodologies exist; mak­
ing the correct selection is getting increasingly impm1ant in modern digital circuits~ and can 

Inputs--.-, ,__.._ Outputs 

Current State 

COMBINATIONAL 
LOGIC 

Registers j 
~----IQ D~'<----~ 

CU 

Next S1ate 

Figure 7-1 Block diagram of a finite-state machine, using 
positive edge-triggered registers. 
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have a great impact of performance, powe1~ and/or design complexity. Before embarking on a 
detailed discussion of the various design options, a review of the relevant design metrics and a 
classification of the sequential elements is necessary. 

7.1.1 Timing Metrics for Sequential Circuits 

There are three important timing parameters associated with a register. They are shown in 
Figure 7-2. The setup time (1.,,,) is the time that the data inputs (D) must be valid before the clock 

transition (i.e., the O ---+ l transition for a positive edge-triggered register). The hold time Uiw!d) is 
the time the data input must remain valid after the clock edge. Assuming that the setup and hold 
times are met. the data at the D input is copied to the Q output after a worst case propagation 

delay (with reference to the clock edge) denoted by tc-q· 

Once we know the timing infonnation for the registers and the combinational logic 
blocks, we can derive the system-level timing constraints (see Figure 7-1 for a simp]e system 
view). In synchronous sequential circuits, switching events take place concurrently in response 

to a clock stimulus. Results of operations await the next clock transitions before progressing to 
the next stage. In other words, the next cycle cannot begin unless all current computations have 
completed and the system has come to rest. The clock period T, at which the sequential circuit 
operates. must thus accommodate the longest delay of any stage in the network. Assume that 
the worst case propagation delay of the logic equals tploitic• while its minimum delay-also 
called the contamination delay-is tcd· The minimum clock period T required for proper opera­
tion of the sequential circuit is given by 

T ~ tC-t/ + t p!ogic + tsu 

The hold time of the register imposes an extra constraint for proper operation, namely 

CLKb I \ 
I 

(,11 fiJuM 

"' ~ 

D L----~x~i~~-D_A_T_A_x_·~-------- _ STABLE 

QIL _______ ~_,n'w,-_._· _,_,i __ o_A_T_A __ _ 
_ _ STABLE 

Register 

D Q 

CL!( 

(7.1) 

(7.2) 

Figure 7-2 Definition of setup time, hold time, and propagation delay of a synchronous 
register. 
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where tcdregisrer is the minimum p1vpagation delay (or contamination delay) of the register. This 
constraint ensures that the input data of the sequential elements is held long enough after the 
clock edge and is not modified too soon by the new wave of data coming in. 

As seen from Eq. (7.1), it is important to minimize the values of the timing parameters 
associated with the register, as these directly affect the rate at which a sequential circuit can be 

clocked. In fact, modem high-performance systems are characterized by a very low logic depth, 

and the register propagation delay and setup times account for a significant portion of the clock 
period. For example, the DEC Alpha EV6 microprocessor [Gieseke97] has a maximum logic 
depth of 12 gates, and the register overhead stands for approximately 15% of the clock period. In 
general, the requirement of Eq. (7 .2) is not difficult to meet, although it becomes an issue when 

there is little or no logic between registers. 1 

7.1.2 Classification of Memory Elements 

Foreground versus Background Memory 

At a high level, memory is classified into background and foreground memory. Memory that is 
embedded into logic is foreground memo1y and is most often organized as individual registers or 
register banks. Large amounts of centralized memory core are referred to as background mem-

01y. Background memory, discussed in Chapter 12, achieves higher area densities through effi­
cient use of an-ay stmctures and by trading off performance and robustness for size. In this 
chapter, we focus on foreground memories. 

Static versus Dynamic Memory 

Memories can be either static or dynamic. Static memories preserve the state as long as the 
power is turned on. They are built by using positive feedback or regeneration, where the circuit 

topology consists of intentional connections between the output and the input of a combinational 
circuit. Static memories are most useful when the register will not be updated for extended peri­
ods of time. Configuration data, loaded at power-up time, is a good example of static data. This 
condition also holds for most processors that use conditional clocking (i.e., gated clocks) where 

the clock is turned off for unused modules. In that case, there are no guarantees on how fre­
quently the registers will be clocked, and static memories are needed to preserve the state infor­
mation. Memory based on positive feedback falls under the class of elements called 

multivibrator circuits. The bistable element is its most popular representative, but other elements 

such as monostable and astable circuits also are frequently used. 
Dynamic memories store data for a short period of time, perhaps milliseconds. They are 

based on the p1inciple of temporary charge storage on parasitic capacitors associated with MOS 
devices. As with dynamic logic, discussed earlier, the capacitors have to be refreshed periodi­
cally to compensate for charge ]eakage. Dynamic memories tend to be simpler, resulting in sig­

nificantly higher performance and lower power dissipation. They are most useful in datapath 

10r when the clocks at different registers are somewhat out of phase due to clock skew. We di5cuss this topic in 
Chapter 10. 
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