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(57) ABSTRACT 
Electrical current source circuitry for a bus is de 
scribed. The circuitry includes transistor circuitry cou 
pled between the bus and ground for controlling bus 
current, control circuitry coupled to the transistor cir 
cuitry, and a controller coupled to the control circuitry 
for controlling the transistor circuitry. The controller 
comprises a variable level circuit comprising setting 
circuitry for setting a desired current for the bus and 
transistor reference circuitry coupled to the setting 
circuitry. The variable level circuit provides a first 
voltage. Voltage reference circuitry provides a refer 
ence voltage. Comparison circuitry is coupled to the 
voltage reference circuitry and to the variable level 
circuit for comparing the first voltage with the refer 
ence voltage. Logic circuitry is responsive to a trigger 
signal from the comparison circuitry. An output of the 
logic circuitry is coupled to the control circuitry in 
order to turn on the transistor circuitry in a manner 
dependent upon an output of the logic circuitry. 

39 Claims, 10 Drawing Sheets 
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ELECTRICAL CURRENT SOURCE CIRCUITRY 
FOR A BUS 

FIELD OF THE INVENTION 

The present invention pertains to the field of electri 
cal buses. More particularly, the present invention re 
lates to current source driver circuitry for a high speed 
bus system. 

BACKGROUND OF THE INVENTION 
Computer systems and other electronic systems typi 

cally use buses for interconnecting integrated circuit 
components so that the integrated circuit components 
can communicate with one another. Prior buses typi 
cally connect masters such as microprocessors and con 
trollers and slaves such as memories and bus transceiv 
eS, 

Certain prior buses employ relatively large voltage 
swings. For example, one prior bus has rail to rail volt 
age swings between a high level voltage of 3.5 to 5 volts 
and a low level voltage of approximately zero volts. 
One disadvantage of large voltage swing buses is the 

relatively high level of power dissipation. Another dis 
advantage of large voltage swing buses is the relatively 
high level of induced noise. The problems of high 
power dissipation and a high level of induced noise 
become ever more severe when buses are run at higher 
and higher frequencies. 
Another typical disadvantage of large voltage swing 

buses is a speed limitation caused by the high slew rate 
of the bus driver. 

Buses with relatively low rail-to-rail voltage swings 
have been developed to minimize power dissipation and 
noise, especially at high bus frequencies. Certain buses 
with low voltage swings also typically permit higher 
frequencies. 

Each master and slave coupled to a prior bus typi 
cally includes output driver circuitry for driving signals 
onto the bus. Some prior bus systems have output driv 
ers that use transistor-transistor logic ("TTL') cir 
cuitry. Other prior bus systems have output drivers that 
include emitter-coupled logical ("ECL") circuitry. 
Other output drivers use CMOS or N-channel metal 
oxide semiconductor ("NMOS") circuitry. Gunning 
transistor logic ("GTL') has also been used in other 
prior output drivers. 
Many prior buses are driven by voltage level signals. 

It has become advantageous, however, to provide buses 
that are driven by a current mode output driver. One 
benefit to a current mode driver is a reduction of peak 
switching current. For a voltage mode driver the out 
put transistor of the driver must be sized to drive the 
maximum specified current under worst case operating 
conditions. Under nominal conditions with less than 
maximum load, the current transient when the output is 
switched, but before it reaches the rail, can be very 
large. The current mode driver, on the other hand, 
draws a known current regardless of load and operating 
conditions. In addition, for a voltage mode driver impe 
dance discontinuities occur when the driving device is 
characterized by a low output impedance when in a 
sending state. These discontinuities cause reflections 
which dictate extra bus settling time. Current mode 
drivers, however, are characterized by a high output 
impedance so that a signal propagating on the bus en 
counters no significant discontinuity in line impedance 
due to a driver in a sending state. Thus, reflections are 
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2 
typically avoided and the required bus settling time is 
decreased. 
An example of a current mode bus is disclosed in U.S. 

Pat. No. 4,481,625, issued Nov. 6, 1984, entitled High 
Speed Data Bius System. An NMOS current mode driver 
for a low voltage swing bus is disclosed in PCT interna 
tional patent application number PCT/US91/02590 
filed Apr. 16, 1991, published Oct. 31, 1991, and entitled 
Integrated Circuit I/O Using a High Perforamnce Bus 
Interface. 
One disadvantage of certain prior current mode driv 

ers is that current sometimes varies from driver to 
driver. Variations can also happen over time. Tempera 
ture variations, process variations, and power supply 
variations sometimes cause such variations. Current 
variations in turn lead to voltage level variations on the 
bus. Bus voltage level variations can in turn lead to the 
erroneous reading of bus levels, which can reuslt in the 
loss of data or other errors. In addition, attempts to 
design around these variations by raising voltage levels 
sometimes leads to higher power dissipations, especially 
in extreme cases. In any event, variations in bus voltage 
levels are typically more problematic for buses with 
low voltage swings. 

Certain prior feedback techniques have been used to 
control current. An article by H. Schumacher, J. Dik 
ken, and E. Seevinck entitled CMOS Subnanosecond 
True-ECL output Buffer, J. Solid State Circuits, Vol. 25, 
No. 1, pages 150-54 (February 1990) includes a disclo 
sure of the use of feedback. 

SUMMARY AND OBJECTS OF THE 
INVENTION 

One object of the present invention is to provide an 
improved current mode driver for a bus. 
Another object of the present invention is to provide 

a current mode driver that provides a relatively accu 
Tate current. 
Another object of the present invention is to provide 

a current mode driver that minimizes current variations 
when there are variations in supply voltage, tempera 
ture, and processing. 
Another object of the present invention is to provide 

a current mode driver with a performance that is rela 
tively independent of voltage supply variations, temper 
ature variations, and processing variations. 
Another object of the present invention is to provide 

a current mode driver having a user-settable current. 
Another object of the present invention is to provide 

a current mode driver that minimizes space. 
Electrical current source circuitry for a bus is de 

scribed. The circuitry includes transistor circuitry cou 
pled between the bus and ground for controlling bus 
current, control circuitry coupled to the transistor cir 
cuitry, and a controller coupled to the control circuitry 
for controlling the transistor circuitry. The controller 
comprises a variable level circuit comprising setting 
means for setting a desired current for the bus and tran 
sistor reference means coupled to the setting means. 
The variable level circuit provides a first voltage. A 
voltage reference means provides a reference voltage. 
A comparison means is coupled to the voltage reference 
means and to the variable level circuit for comparing 
the first voltage with the reference voltage. Logic cir 
cuitry is responsive to a trigger signal from the compari 
son means. An output of the logic circuitry is coupled to 
the control circuitry in order to turn on the transistor 
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circuitry in a manner dependent upon an output of the 
logic circuitry. 
Other objects, features, and advantages of the present 

invention will be apparent from the accompanying 
drawings and from the detailed description that follows 
below, 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention is illustrated by way of exam 
ple and not limitation in the figures of the accompany 
ing drawings, in which like references indicate similar 
elements and in which: 

FIG. 1 is a block diagram of a bus system, including 
a master, a plurality of slaves, and a bus; 

FIG. 2 is a block diagram of a master and a slave 
coupled to the bus, wherein the master and slave each 
includes an interface circuit; 

FIG. 3 is a voltage level diagram illustrating the volt 
age levels of the logic one and logic zero signals of the 
bus system of FIG. 1; 
FIG. 4 is a circuit diagram of a current mode driver, 

including a current controller and an NMOS transistor 
array; 
FIG. 5 is a current-voltage diagram of an NMOS 

transistor, illustrating the drain current with respect to 
the drain-to-source voltage and the gate-to-source volt 
age; 
FIG. 6 is a circuit diagram of one embodiment of the 

current controller of FIG. 4; 
FIG. 7 is a circuit diagram of another embodiment of 

the current controller of FIG. 4; 
FIG. 8 is a flow chart that shows the process of cali 

brating the capacitance of the current controller of 
FIG. 7; 

FIG. 9 is a circuit diagram of another current mode 
driver; 

FIG. 10 is a circuit diagram of yet another current 
mode driver. 

DETAILED DESCRIPTION 
FIG. 1 is a block diagram of a bus system 10. Bus 

system 10 includes a bus 30 that is coupled to master 11 
and a plurality of slaves 12a-12m for transferring data 
between the masters and the slaves. Bus 30 is a high 
speed, low voltage swing bus that comprises a total of 
eleven lines. 

Master 11 and each of the slaves 12a-12m includes an 
interface circuit for coupling its respective master or 
slave to bus 30. The interface circuit includes a plurality 
of current mode drivers for driving bus 30. For each 
master and slave, there is one output driver for each 
transmission line of bus 30. Each of the current mode 
drivers accurately provides a desired current for the 
respective line of bus 30. 
As described in more detail below, each of the cur 

rent mode drivers includes a plurality of transistors 
coupled in parallel between a respective line of the bus 
and ground. A logic circuit is coupled to the gates of the 
plurality of transistors. The widths of the transistors are 
binary multiples of one another. A current controller is 
coupled to the logic circuit for controlling the logic 
circuit in order to turn on or off a particular combina 
tion of the plurality of transistors such that the desired 
current can be selected for the line of the bus. The 
desired current for the line of the bus in turn becomes a 
desired voltage for the line of bus 30. The controller 
includes a variable level circuit, a comparator, a 
counter, and a control logic. Once selected, the desired 
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4. 
current is relatively independent of power supply, pro 
cess, and temperature variations. 

Within bus system 10, a master can communicate 
with another master (not shown) and with slaves. In 
contrast, slaves only communicate with masters. 

Master 11 of FIG. 1 contains intelligence and gener 
ates requests. In one embodiment, master 11 is a micro 
processor. In another embodiment, master 11 is a digital 
signal processor. In yet another embodiment, master 11 
is a graphics processor. In alternative embodiments, 
other types of processors or controllers can be en 
ployed as master 11. For example, master 11 may be 
peripheral controller, an input/output ("I/O) control 
ler, a DMA controller, a graphics controller, a DRAM 
controller, a communications device, or another type of 
intelligent controller. 

Slaves only require a low level of intelligence. In one 
embodiment, slaves 12a-12n comprise DRAMs. In 
other embodiments, slaves 12a-12n may include other 
types of memories, such as electical programmable read 
only memories ("EPROMs"), flash EPROMs, RAMs, 
static RAMs ("SRAMs'), and video RAMs 
("VRAMs'). For another embodiment, slaves 12a-12n 
are bus transceivers. 

Master 11 and slaves 12a-12n each includes Busdata 
8:0pins, a BusCtrl pin, a Busenable pin, a ClkToMas 
terpin, a ClkFromMasterpin, and a Ve?pin. These pins 
receive and transmit low voltage swing signals. The 
BusData pins are used for data transfer. In one embodi 
ment, the Busdata pins comprise nine data pins. The 
BusCtrl and Bushenable pins are used for transferring 
bus control signals for controlling communication on 
bus 30. The ClkToMaster and ClkFromMaster pins 
receive clock signals. The ClkToMaster pin receives a 
"clock-to-master" signal. The ClkFromMaster pin re 
ceives a "clock-from-master" signal The Vef pin re 
ceives a reference voltage Vref. 

Master 11 and each of the slaves 12a-12m also in 
cludes an SIn pin and an SOut pin. The SIn pin and 
SOut pins are coupled to form a daisy chain for device 
initialization. Master 11 and each of the slaves 12a-12n 
also includes Gnd and GndA ground pins (coupled to 
lines 18) and Vdd and VddA power supply pins (cou 
pled to lines 19). For one embodiment, power supply 
voltages Vdd and VddA are each five volts. 

Bus 30 includes Bus Data data transmission lines 32, a 
BusCtrl line 14, and a BusBnable line 15. Bus 30 carries 
low voltage swing signals that are described in more 
detail below. 

Data transmission lines 32 comprise a data bus for 
transferring data between master 11 and slaves 12a-12n. 
For one embodiment, data transmission lines 32 are 
capable of transferring data at rates up to 500 Mega 
bytes per second. 

Data transmission lines 32 comprise nine transmission 
lines. These transmission lines are matched transmission 
lines and have controlled impedances. Each line of data 
transmission lines 32 is terminated at one end by a termi 
nation resistor. As shown in FIG. 1, there are nine ter 
mination resistors, each connected to a respective one 
of data transmission lines 32. These termination resistors 
are collectively referred to as termination resistors 20. 
Termination resistors 20 are coupled to termination 
voltage Verm. 
The resistance value of each of termination resistors 

20 is R, which is equal to the line impedance of each 
transmission line of data transmission lines 32. In one 
embodiment, the termination voltage Verm is approxi 
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mately 2.5 volts. Each of the termination resistors 20 is 
matched to the respective transmission line impedance. 
This helps to prevent reflections. 

BusCtrl line 14 transfers the bus control signal among 
master 11 and slaves 12a-12n. BusBnable line 15 trans 
fers the bus enable signal among master 11 and slaves 
12a-12n. BusCtrl line 14 is terminated at one end by 
termination resistor 23. Bussnable line 15 is terminated 
at one end by termination resistor 21. Termination resis 
tors 21 and 23 are each coupled to the termination volt 
age Verm. Each of the termination resistors 21 and 23 is 
matched to the respective line impedance. This helps to 
prevent reflections. 

Bus system 10 also includes daisy chain line 13 and 
clock line 16. Daisy chain line 13 couples the SOut pin 
of one device to the SIn pin of another device (i.e., 
chained) for transferring TTL signals for device initial 
ization. Line 16 is terminated by termination resistor 22. 
Clock line 16 is coupled to a clock 35 at one end. In 

one embodiment, clock 35 is external to and indepen 
dent of master 11 and slaves 12a-12n. The clock signal 
generated by clock 35 travels only in one direction. 
Clock line 16 carries the clock signal to master 11 and 
slaves 12a-12n. Clock line 16 is folded back to include 
two segments 16a and 16b. Segment 16a carries a 
"clock-to-master" signal and segment 16b carries a 
"clock-from-master' signal. 

Bus system 10 also includes a reference voltage line 
17 that couples the reference voltage Verto each of 
master 11 and slaves 12a-12n. As shown in FIG. 2, the 
Vervoltage is generated by a voltage divider formed by 
resistors 25 and 26, with the termination voltage Verm 
being coupled to resistor 25. In one embodiment, the 
reference voltage Vef is approximately 2.20 volts. In 
another embodiment, the reference voltage Veris ap 
proximately 2.25 volts. 

Data driven by master 11 propagates past slaves 
12a-12n along bus 30 and slaves 12a-12m can correctly 
sense the data provided by master 11. Slaves 12a-12n 
can also send data to master 11. 

In an alternative embodiment, bus system 10 may 
include two masters coupled to the end of bus 30 that is 
opposite termination resistors 20, 21, and 23. 

Master 11 initiates an exchange of data by broadcast 
ing an access request packet. Each of slaves 12a-12n 
decodes the access request packet and determines 
whether that slave is the selected slave and the type of 
access requested. The selected slave then responds ap 
propriately. 
As described in more detail below, master 11 is cou 

pled to the termination voltage Verm via a resistor 31. 
Resistor 31 is used to set a desired current for bus 30. 
Resistor 31 is located external to master 11. The resis 
tance of resistor 31 is 5R-i.e., five times that of each of 
termination resistors 20. For other embodiments, other 
resistance values may be used for resistor 31 and resis 
tors 20. 

FIG. 2 is a block diagram of master 11 and slave 12a. 
In FIG. 2, slave 12a is a DRAM. 
Master 11 includes an engine 70 and peripheral cir 

cuitry 71. For one embodiment of the present invention, 
engine 70 is a microprocessor. Peripheral circuitry 71 
includes clock circuitry, control circuitry, registers, 
counters, and status logic. Master 11 is coupled to bus 
30 via an interface circuit 81. 

Similarly, slave 12a includes DRAM circuitry 72 and 
peripheral circuitry 73. DRAM circuitry 72 includes a 
memory array and sense circuitry. Like peripheral cir 
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6 
cuitry 71, peripheral circuitry 73 also includes clock 
circuitry, control circuitry, registers, counters, and sta 
tus logic. Slave 12a is coupled to bus 30 via interface 
circuit 82. 

Interface circuits 81 and 82 each converts between 
low-swing voltage levels used by bus 30 and ordinary 
CMOS logic levels used by much of the circuitry of 
master 11 and slave 12a. 

Interface circuits 81 and 82 each includes a plurality 
of current mode drivers for driving the data onto bus 
30. The current mode drivers are also referred to as 
electrical current sources. Bus 30 is a current mode bus 
that is driven by the current source output drivers. 
Each of the current mode drivers in interface circuit 81 
is coupled to a respective transmission line of bus 30. 
That is also true with respect to each of the current 
mode drivers in interface circuit 82. 

Slaves 12b-12m have similar circuitry to that of slave 
12a. It is to be appreciated that master 11 and slaves 
12a-12n each include current mode output drivers for 
bus 30. 

Even though the drivers for bus 30 are current mode 
drivers, bus 30 carries low voltage swing signals. The 
current mode drivers of master 11 and slaves 12a-12n 
control the voltage levels of bus 30. When a current 
mode driver is in an "off" state, the respective bus line 
either stays at or rises to a high voltage level. When the 
current mode driver is in an "off" state, there is approxi 
mately zero voltage drop across the respective termina 
tion resistor of resistors 20 because the current mode 
driver is not providing a path to ground for current. 
The high voltage level for bus 30 is the termination 
voltage Verm. 
When a current mode driver is in an "on' state, the 

current mode driver provides a path to ground for cur 
rent for the respective bus line. In other words, when 
the current mode driver is in an "on' state, pull down 
current flows through the current driver. The low volt 
age level of bus 30, is accordingly, determined by the 
pull down current. The pull down current flows 
through the respective resistor of termination resistor of 
resistors 20. A voltage drop appears across the respec 
tive termination resistors 20, and a low voltage level 
appears on the respective line of bus 30. The pull down 
current (flowing through the output driver and the 
respective termination resistor) is referred to as the 
desired current. The magnitude of the desired current 
can be set or selected by the user to allow for different 
bus impedance, noise immunity, and power dissipation 
requirements. Circuitry described below permits the 
desired current to be substantially independent of pro 
cessing variations, power supply variations, and tem 
perature variations. 
FIG. 3 illustrates preferred voltage levels Voh (i.e., 

Vern) and Vol for bus system 10. Voh-the high volt 
age level-is approximately 2.5 volts. VOL-the low 
voltage level-is approximately 1.9 volts. The reference 
voltage is 2.2 volts. The voltage swing is approximately 
0.6 volts. For one embodiment, the VoH voltage repre 
sents a logical zero state and the VOL voltage represents 
a logical one state. 
For an alternative embodiment, the VOH voltage is 

approximately 2.5 volts, the VOL voltage is approxi 
mately 2.0 volts, the voltage swing is approximately 0.5 
volts, and the reference voltage is 2.25 Volts. 
As discussed in more detail below, the termination 

voltage Verm can be changed and the low voltage VOL 

XILINX EXHIBIT 1010 
Page 14



5,254,883 
7 

can be selected or set by the user by selecting a desired 
current. 

Given that Vohis a logical zero state, this means that 
a current mode driver is placed into the "off" (i.e., 
nonconducting) state when the respective master or 
slave wants to drive a logical zero signal onto the re 
spective line of bus 30. Given that Vol is a logical one 
state, this means that a current mode driver is placed 
into the "on' (i.e., conducting) state when the respec 
tive master or slave wants to drive a logical one signal 
onto the respective line of bus 30. 

FIG. 4 is a block diagram of a current mode driver 
100. Driver 100 represents one of the plurality of cur 
rent mode drivers found in master 11 and slaves 
12a-12n. 

In FIG. 4, driver 100 is coupled to data transmission 
line 111 via output pad 110. Data transmission line 111 
is one of the data transmission lines 32 of bus 30. Trans 
mission line 111 is coupled to the termination voltage 
Verm via termination resistor 112 that resides at one 
end. Termination resistor 12 is one of resistors 20. 

Driver 100 includes an output transistor array 101. 
Transistor array 101 is comprised of five transistors 
101a through 101e. For alternative embodiments, tran 
sistor array 101 can include more or fewer than five 
transistors. For example, transistor array 101 may in 
clude eight transistors. 
For one embodiment, transistors 101a-101le of transis 

tor array 101 are N-channel MOS transistors. 
Transistors 101a-101e of transistor array 101 are cou 

pled in parallel between ground and output pad 110. 
Each of transistor 101a-101e has a different width. The 
widths of transistors 101a-101e are governed by a bi 
nary relationship. This is shown by the designations 1X, 
2X, 4X, 8X, and 16X in FIG. 4. The symbol "x" means 
"times." For example, the width of transistor 101b is 
twice that of transistor 101a. The width of transistor 
101c is twice that of transistor 101b. 

Transistors 101a-101e are used to provide a path to 
ground for current. When one or more of transistors 
101a-101e is turned on, current flows through each 
transistor that is turned on. The current flow results in 
a voltage drop across resistor 112. This results in the 
lowering of the voltage on line 111 of bus 30. When 
transistors 101a-101e are all turned off, then no current 
flows through transistors 101. This means that no cur 
rent flows through resistor 112, so there is no voltage 
drop across resistor 112. Thus, when transistors 
101a-101e are all turned off, the termination voltage 
Verm appears online 111 of bus 30. Thus, transistors 101 
are used to control current and voltage with respect to 
line 111 of bus 30. Turning on various combinations of 
transistors 10a-101e results in various currents and 
voltages with respect to line 111 of bus 30. 

For one embodiment, the maximum current that tran 
sistor array 101 can regulate is IMAX. Transistor 101a 
contributes 1/31 of the IMAX current, transistor 101b. 
contributes 2/3 of the IMAX current, etc. Because the 
current contributed by each of transistors 101a-101e 
sums at output pad 110, the desired current that driver 
100 can provide can be varied in 32 discrete steps from 
zero to IMAX in order to provide different desired cur 
rents relatively accurately. This is done by turning on 
various combinations of transistors 101a-101e. 

For alternative embodiments, transistors O1a-101e 
have width ratios other than binary multiples. For ex 
ample, transistors 101a-101e may be governed by a log 
width ratio (i.e., 1X, 2X, 5X, 10X, and 20X). As a fur 
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ther example, the widths of transistor 101a-101e may be 
governed by an integer series (i.e., IX, 2X, 3X, 4X, and 
5X). 

For one embodiment, driver 100 should provide ap 
proximately a 35 milliampere constant current under 
worst case operating conditions. In a one micron ("l 
u") MOS technology, the total width of all the transis 
tors 101a-101e comprising transistor array 101 should 
be approximately 400 micrometers ("um"). Therefore, 
for one embodiment the width of the smallest transistor 
101a of transistor array 101 should be approximately 
12.9 m (i.e., 400 m/31). 
FIG. 5 illustrates the relationship of the drain current 

with respect to the drain-source voltage VDS and the 
gate-source voltage Vos for an NMOS transistor. An 
NMOS transistor, when operated under the right condi 
tions, acts as a relatively good current source. As long 
as the drain-source voltage is kept above a minimum 
level (for example, shown by line 94), the drain current 
is constant and essentially independent of the VDS volt 
ages. Thus, as long as the bus voltage levels are chosen 
to be high enough, a simple NMOS transistor will work. 
well as a current source. Nevertheless, the larger the 
voltage level, the higher the power dissipation when the 
transistor is in the on state. Therefore, a balance must be 
established between current mode behavior and power 
dissipation. For example, a range defined by lines 94 and 
95 as shown in FIG. 5 maintains the VDS above a mini 
mum level (to allow current to be independent of VDS) 
while minimizing VDs (to minimize power dissipated 
during voltage swings). 

Referring back to FIG. 4, driver 100 also includes 
output logic circuitry 102. Logic circuitry 102 includes 
five NAND gates 102a-102e and five inverters 
106a-106e. The output of each of NAND gates 
102a-102e is coupled to the input of a respective one of 
inverters 106a-106e. The output of each of inverters 

... 106a-106e is coupled to a gate of a respective one of 
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transistors 101a-101e. For example, the output of 
NAND gate 102a is coupled to inverter 106a and the 
output of NAND gate 102b is coupled to inverter 106b. 
Each of NAND gates 102a-102e includes two inputs. 

One input of each of NAND gates 102a-102e receives 
an output signal (i.e., drive level) via line 104. The other 
input of each of NAND gates 102a-102e is coupled to a 
current controller 120 via one respective line of lines 
103a through 103e. 
For one embodiment, the drive level signal on line 

104 comes from other circuitry of the respective master 
or slave in which output driver 100 resides. For exam 
ple, if output driver 100 resides in slave 12a, and if slave 
12a includes a DRAM, then drive level signal line 104 is 
coupled to an output signal from the memory array of 
the DRAM. As another example, if output driver 100 
resides in master 11, then drive signal level line 104 is 
coupled to an output signal from the engine (for exam 
ple, a microprocessor) of master 11. 
Each NAND gate (of gates 102a-102e) and its respec 

tive inverter (of inverters 106a-106e) performs an AND 
logic function with respect to the inputs to the NAND 
gate. 
For one alternative embodiment, logic circuitry 102 

instead has five AND gates, each being coupled to a 
gate of a respective transistor of transistors 101a-101e. 
For one preferred embodiment, there is one current 

controller 120 per master and per slave. For example, 
master 11 contains one current controller, slave 12a 
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contains another current controller, slave 12b contains 
yet another current controller, etc. 
For that embodiment, however, there are eleven sets 

of output transistors and output logic circuitry per mas 
ter and per slave. For example, master 11 contains 
eleven sets of output transistors 101 and output logic 
circuitry 102-one set for each transmission line of bus 
30. Slave 12a contains eleven other sets of output tran 
sistors and output logic circuitry-one set for each 
transmission line of bus 30. Within each master or slave, 
the outputs 103a-103e of the particular current control 
ler of that master or slave are coupled to each of the 
eleven sets of output logic circuitry for that particular 
master or slave. For example, if current controller 120 
resides in master 11, then the outputs 103a-103e of cur 
rent controller 120 are coupled not only to output logic 
circuitry 102, but also to ten other sets of output logic 
circuitry similar to output logic circuitry 102. Master 11 
would then have a total of eleven sets of output transis 
tors and eleven sets of output logic circuitry. There is 
one set of output transistors (and output logic circuitry) 
per transmission line of bus 30. The combination of the 
single current controller 120 and one set of output tran 
sistors 101 and output logic circuitry 102 can be consid 
ered to be one output driver 100. The single current 
controller 120 and the eleven sets of output transistors 
and output logic circuitry comprise eleven output driv 
ers. The eleven output drivers have in common (and 
share) the single current controller 120. 

For an alternative embodiment, there are eleven cur 
rent controllers per master and per slave. For example, 
master 11 would contain eleven current controllers. For 
that alternative embodiment, each current controller 
would be independently coupled to its own particular 
output logic circuitry associated with a particular trans 
mission line. For that alternative embodiment, the 
eleven sets of output transistors (and output logic cir 
cuitry) thus would not share a single current controller. 
Instead, each set of output transistors and output logic 
circuitry would have its own associated current con 
troller. 
Each of NAND gates 102a-102e and a respective 

inverter of inverters 106a-106e shown in the embodi 
ment of FIG. 4 permits a respective transistor of transis 
tor array 101 to be turned on and off. Thus, logic cir 
cuitry 102 provides a control function with respect to 
the voltage level on line 111 of bus 30. For example, 
when the output signal coupled to line 104 is a logical 
low signal, NAND gates 102a-102e and inverters 
106a-106e switch each of the transistors 101a-101e off, 
which in turn cuts off the current flow through trans 
mission line 111. On the other hand, when the output 
signal coupled to line 104 is a logical high signal, the on 
and off states of transistors 101a-101e depend upon the 
signals on respective lines 103a-103e. 

Current controller 120 uses a reference current to 
decide what combination of transistors 101a-101e will 
result in the desired current on transmission line 111 
under the existing operating conditions. Controller 120 
outputs a five bit binary logic value to logic circuitry 
102 on lines 103a-03e. The five bit value is ANDed 
with the output signal on line 104 to control the turning 
on of one or more of transistors 101a-101e. For exam 
ple, when current controller 120 applies a "00100" bi 
nary logic value to logic circuitry 102 via lines 
103a-103e, NAND gate 102c outputs a logical low sig 
nal to inverter 106c when drive level 104 is logically 
high, which in turn applies a logic high signal to the 
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10 
gate of transistor 101c. This turns transistor 101c on, and 
transistor 101c thus provides a path to ground for cur 
rent from line 111. This leads to a voltage drop across 
resistor 112. The results in a lower voltage on line 111 of 
bus 30. Other transistors 101a-101b and 101d-101e are, 
however, turned off by the logical zero values sent to 
logic circuitry 102 via lines 103a-103e. 

In one embodiment, current controller 120 of FIG. 4 
is a resistor reference current controller. In another 
embodiment, current controller 120 is a capacitor refer 
ence current controller. 
The current provided by driver 100 is substantially 

independent of power supply variations, process varia 
tions, and temperature variations. 

FIG. 6 is a circuit diagram of current controller 320, 
which is one embodiment of current controller 120 of 
FIG. 4. Current controller 320 of FIG. 6 is a resistor 
reference current controller. 
For one embodiment, current controller 320 is part of 

a driver 100 that resides within master 11. Current con 
troller 320 is especially suited for use in master 11 rather 
than in slaves 12a-12n because current controller 320 is 
connected to an external resistor 31. For one embodi 
ment, master 11 is a microprocessor and there is room 
on a circuit board for an external resistor to be placed 
next to master. For one embodiment, slaves 12a-12n 
reside close together, with less room for any external 
circuitry. 

For an alternative embodiment, however, current 
controller 320 is part of a driver 100 that resides within 
one of slaves 12a-12m. 

External resistor 31 is used to set the value of the 
desired current of transmission line 111. External resis 
tor 31 is coupled to the Verm termination voltage and a 
node 130. External resistor 31 is located outside of 
driver 100- and outside of master 11. For one embodi 
ment, the resistance value of external resistor 31 is 5R. 
The user can, however, select or choose the particular 
value of resistor 31 that he or she desires. 
For an alternative embodiment, external resistor 31 

has a variable resistance that is user controllable. 
Current controller 320 also includes a transistor array 

127. Transistor array 127 is coupled to node 130. Tran 
sistor array 127 mimics transistor array 101 of FIG. 4. 
Transistor array 127 is on the same die as transistor 
array 101. Transistor array 127 and transistor array 101 
reside within the same master or slave. The difference 
between transistor arrays 127 and 101 is that the width 
of each of transistors 127a-127e in transistor array 127 is 
one tenth of that of the corresponding one of transistors 
101a-101e of transistor array 101. This 10:1 scaling is 
done to reduce power consumption inside current con 
troller 320. In addition, this scaling factor also helps to 
minimize the size of transistor array 127. The resistance 
of transistor array 127 divided by the resistance of resis 
tor 31 yields a quotient that is twice the quotient pro 
duced by dividing the resistance of transistor array 101 
divided by the resistance of resistor 112 of FIG. 4. Thus, 
resistor 31 and transistor array 127 form a 2:1 scaling 
factor in comparison with resistor 112 and transistor 
array 101. 
For alternative embodiments, the width of each of 

transistors 127a-127e can be larger or smaller than one 
tenth of that of the respective one of transistors 
101d-101e. 
Current controller 320 also includes comparator 129 

coupled to node 130. Comparator 129 is also coupled to 
receive the reference voltage Vref. The output of com 
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parator 129 is coupled to output logic 131 that in turn is 
coupled to a counter 133. Output logic 131 controls the 
starting, stopping, and initializing of counter 133. The 
final count from counter 133 is fed to logic circuitry 102 
of driver 100 (of FIG. 4) via a latch 135. 
The output of counter 133 is coupled to the gates of 

transistors 127a-127e via lines 137a through 137e. The 
output of counter 133 is also applied to latch 135 via 
lines 137a-137e. Latch 135 then supplies the final count 

5 

12 
receive logical high signals via lines 137a-137c while 
transistors 127d-127e receive logical low signals via 
lines 137d-137e. Therefore, transistors 127a-127c are 
turned on and transistors 127d-127e are turned off. At 
this point the desired control current ID provided by 
transistors 127a-127c is such that the voltage at node 
130 is approximately equal to Vref. 

Because of the 10:1 scaling of the widths of transistors 
101a–101e (of FIG. 4) with respect to transistors 

of counter 133 to respective NAND gates 102a-102e of 10 127a-127e and because of the 5:1 scaling of resistors 31 
logic circuitry 102 (of FIG. 4) via lines 103a-103e. The 
output of counter 133 also controls the on and off states 
of transistors 127a-127e via lines 137a-137e, respec 
tively. The output of counter 133 is binary form. When 
counter 133 reaches a final count of "00101" (i.e., five in 
decimal), for example, transistors 127a and 127c are 
turned on and transistors 127b and 127d-127e are turned 
off. 
When counter 133 is set to initially output all "0" 

states, transistors 127a-127e of transistor array 127 are 
thus all initially turned off. Node 130 is pulled up to the 
Verm voltage. Control logic 131 then causes counter 
133 to start counting. When counter 133 counts one in 
binary form, the output of counter 133 turns on transis 
tor 127a. Resistor 31 has a voltage drop across caused 
by the current flowing through transistor 127a. The 
voltage at node 130 depends on the current ID flowing 
through transistor array 127. The voltage at node 130 is 
then compared with the Vref voltage at comparator 129 
to determine if the voltage at node 130 has gone below 
the Vef voltage. If so, the output of comparator 129 
flips and counter 133 stops counting. If not, counter 133 
continues its counting. If counter 133 reaches a count of 
two in binary form, transistor 127b is turned on. The 
voltage across resistor 31 increases because the current 
flowing through transistor 127b is doubled which 
causes the voltage at node 130 to further drop. If 
counter 133 reaches a count of three, transistors 127a 
and 127b are both turned on. Counter 133 counts under 
the control of control logic 131 until the voltage of node 
130 reaches the Vervoltage. 
There are other means besides counter 133 that can 

determine and control a current. For example, logic 
circuitry performing successive approximations could 
be used to determine and set the desired current I. 

For one embodiment, counter 133 counts at a speed 
that is equal to the speed of the clock for bus 30. In 
other words, counter 133 counts at the frequency pro 
vided by clock 35 of bus system 10. 
Counter 133 stops counting when the voltage at node 

130 starts to go below the Vref voltage level. The output 
of comparator 129 then flips, which causes control logic 
131 to stop counting. Particular combination of transis 
tors 127a-127e provide the current ID that can cause the 
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voltage at node 130 to be slightly less than the Ver 55 
voltage. The final count of counter 133 causes the par 
ticular combination of transistors 127a-127e to conduct 
such that the current ID causes the voltage at node 130 
to be approximately equal to Vref. The final count. is 
then latched by latch 135 and then coupled to logic 
circuitry 102 to turn on the same combination of transis 
tors 101a-101e of transistor array 101. The desired cur 
rent I can thus be accurately set for transmission line 
111. Given that the desired current I flows through 
resistor 112, a desired low voltage VOL can also be 
accurately set for transmission line 111. 

For example, when counter 133 stops counting at a 
count of "00111" (in binary form), transistors 127a-127c 

65 

and 112, the count of counter 133 represents the value 
that can turn on the same combination of transistors 
101a-101e to provide the desired current I on transmis 
sion line 111. The desired current I results in a VOL 
voltage on transmission line 111 given the current flow 
through termination resistor 112. 

For an alternative embodiment, counter 133 is initial 
ized to all '1' states. When counter 133 is set to initially 
output all "1" states, transistors 127a-127e of transistor 
array 127 are all initially turned on. Node 130 is pulled 
below the Vref voltage. Control logic 131 then causes 
counter 133 to start counting down, which turns off 
some of transistors 127a-127e according to the count of 
counter 133. Counter 133 continues to count until the 
voltage at node 130 reaches the Vref voltage, at which 
time comparator 129 issues a logical high signal to con 
trol logic 131. Control logic 131 then causes counter 133 
to stop counting. 

Because of the 2:1 scaling factor of the resistances of 
resistor 31 and transistor array 127 of FIG. 6 with re 
spect to the resistances of resistor 112 and transistor 
array 101 of FIG. 4, the count of counter 133 is such 
that transistor array 101 causes a 20Verm-Vrei) voltage 
drop across resistor 112 to achieve a symmetric swing 
around Vef. 

It is to be appreciated that control logic 131 and 
counter 133 can be designed such that the output of 
latch 135 is close to or at the optimum counter value 
most of the time. For one embodiment, measurements 
are made at regular intervals-for example, one mea 
surement per millisecond. This will usually be sufficient 
to track temperature changes. 

Because transistor array 127 of current controller 320 
and transistor array 101 (FIG. 4) reside on the same 
chip, their output currents track each other, which in 
turn causes the output current of transistor array 101 
(i.e., the desired current I) to be substantially indepen 
dent of processing variations, power supply variations 
and temperature variations. 
FIG. 7 is a circuit diagram of capacitor reference 

controller 420. Capacitance reference controller 420 is 
another embodiment of current controller 120 of FIG. 
4. For one embodiment, capacitor reference controller 
420 is part of a current driver 100 that resides in one of 
the slaves 12a-12n. Capacitor reference current con 
troller 420 is especially suited for each of the slaves 
12a-12n because capacitor current controller 420 does 
not require an external off-chip resistor. Capacitor ref. 
erence current controller 420 instead uses on-chip ca: 
pacitors, which minimizes the use of pins and off chip 
components. This in turn allows the slaves to be ar 
ranged close to each other. 

For an alternative embodiment, however, capacitor 
reference controller 420 is part of driver 100 that resides 
within master 11. 

In FIG. 7, a capacitor array. 163 is provided to allow 
a user to set the value of the desired current on transmis 
sion line 111 of FIG. 4. Capacitor reference current 
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controller 420 relies on the measurement of the time 
that it takes to ramp capacitor array 163 from zero volts 
to Vref voltage. When the current ramping capacitor 
array 163 is proportional to the desired current on trans 
mission line 111, then the time required to reach Vref 5 
will depend upon the desired current, temperature, and 
voltage. 

In FIG. 7, controller 420 includes a current mirror 
circuit formed by P-channel transistors 151 and 152 and 
N-channel transistor 153. The current mirror circuit 
takes the pull down current provided by transistor 153 
and produces a pull-up current that is portional to 1/m 
that of transistor 153. Transistor 151 has a width that is 
m times that of transistor 152. The current mirror cir 
cuit acts as the charging source for capacitor array 163. 
Transistor 153 mimics the pull-down capability of the 
minimum size of transistor 101a. Transistor 153 has a 
width that is equal to that of transistor 101a of transistor 
array 101. Transistor 153 is fabricated on the same chip 
(i.e., the same die) as transistor 101a. The output of the 
current mirror circuit is coupled to capacitor array 163 
and to one input of comparator 155 via line 167. The 
function of the current mirror circuit is to reduce the 
current that charges capacitor array 163 so as to reduce 
the size of capacitors required for capacitor array 163. 
Therefore, m can be referred to as a scaling factor for 
reducing the size of capacitors that are required in ca 
pacitor array 163. 

Capacitor array 163 includes five capacitors 191a 
through 191e. Each of capacitors 191a-191e is coupled 
to line 167 via one of transmission gates 192a through 
192e. Transmission gates 192a-192e form a register 
setting circuit 165. Each of transmission gates 
192a-192e receives one of REG1 through REGs signals 
in complementary fashion. For example, transmission 
E. receives a REG1 signal and a REG signal. 
EG 1 signal is an inverted version of the REG1 signal. 

The REG signals are provided from a register 422 that 
receives a register setting value K from master 11 (of 
FIG. 1). 
Each of transmission gates 192a-192e includes a P 

channel transistor and an N-channel transistor, provid 
ing switchable paths to charge and discharge the re 
spective capacitor of capacitors 163. The on and off 
states of each of transmission gates 192a-192e depend 
on the REG signal applied, which in turn depends on 
the register setting value K. Therefore, the capacitance 
connected to line 167 is controllable. 

Controllier 120 also includes a discharge transistor 
171 coupled between line 167 and ground. The on and 
off states of discharge transistor 171 are controlled by a 
control logic 157. 

Control logic 157 receives the output of comparator 
... 155 and causes counter 159 to begin counting. Counter 
159 outputs a five bit binary logic value to latch 161 via 
lines 179a-179e. Latch 161 then applies the latched 
value to logic circuitry 102 to turn on a particular com 
bination of transistors 101a-101e of FIG. 4 in order to 
provide the desired current. Control logic 157 is also 
coupled to latch 161 via line 177 to control the latching 
of the output of counter 159. 

During operation, control logic 157 causes counter 
159 to start counting when control logic 157 turns off 
discharge transistor 171. Counter 159 stops counting 
when the output of comparator 155 flips from one state 
to another. The final count of counter 159 is then loaded 
into latch 161. 
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14 
The capacitance of the smallest capacitor 191a in 

capacitor array 163 can be determined according to the 
following equation: 

a cycle 

The letter n represents the final count value of 
counter 159 after counter 159 receives the trigger signal 
from comparator 155. The letterm represents the scal 
ing factor with respect to the current mirror (i.e., tran 
sistor 151 has a width that is m times that of transistor 
152), tocle represents the speed at which counter 159 
counts which, in one embodiment, is the rate of the 
clock signal on line 16 (of FIG. 1). In one embodiment, 
tecle is 4 nanoseconds per cycle. The letter i represents 
the current flowing through transistor 153. K represents 
the decimal equivalent of the binary register setting. As 
stated above, K is user controllable. The binary value of 
K controls transmission gates 192a-192e and determines 
which ones of capacitors 191a-191e are connected to 
line 67. 
Current controller 420 keeps the left hand side of 

equation 1 substantially constant. in is the total current 
in transmission line 111. Because of current controller 
420, the desired current I equals in. This means that if 
the current i flowing through transistor 153 decreases 
due to variations in temperature, processing, or the 
power supply, then n increases accordingly. 

For one embodiment, the maximum current IMAX is 
35 milliamps. Rather, IMAYis not the maximum absolute 
current. IMAY is the maximum current that is regulated. 
When K equals 31 (decimal), this means that all trans 
mission gates 192a-192e are turned on, which in turn 
means that each of the capacitors 191a-191e is con 
nected to line 167. Thus, when K equals 31, the total 
current in on transmission line 111 equals IMAX, which 
is 35 milliamps. For a maximum current in of 35 milli 
amps, a 4 ns cycle time, a Vef of 2.2 volts, a scaling 
factor m of 20, and a K of 31, the following is true: 

C=0, pF (2) 

Given that the capacitances of capacitors 191a-191e 
are governed by the binary relationship 1C, 2C, 4C, 8C, 
and 16C, the total capacitance of capacitor array 163 
equals: 

1C - 2C -- 4C - 8C -- 16C (3) CTOTAL 

Because the value of capacitance C is 0.1 pF, the 
following is true: 

CTOTAL = 31-0.1 pF=3.lpF (4) 

For one embodiment of the present invention, this 
total capacitance of 3.1 pF is a reasonable total capaci 
tance for on-chip capacitor array 163. 

In some embodiments, the right hand side of equation 
1 is well controlled in manufacture and use, so that the 
value of K may be calculated in advance by the user. 

Because the capacitance of each of capacitors 
191a-191e might vary during fabrication and might not 
be identical to the desired value, it is useful to calibrate 
the register setting K value in order to compensate for 
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variations in capacitance C. This is done through a 
calibration process described below. 
FIG. 8 illustrates the process of calibrating the regis 

ter setting value K for current controller 420 of FIG. 7 
The calibration is performed externally from master 11 
(of FIG. 1). ' 

Referring to FIG. 8, master 11 communicates with 
slaves 12a-12n by sending packets. Master 11 begins the 
calibration process at step 200 by setting the initial K 
value to zero. At step 201, master 11 sends the K value 
in a packet to a slave that needs a calibrated K value. 
The slave supplies the K value to driver 100 and current 
controller 420 to set the K value and induce a current 
and a low voltage VoL on the particular transmission 
line 111 of bus 30. The slave then sends another packet 
back to master 11. Master 11 measures the low voltage 
Vol of the packet at step 202. Master 11 does so using 
input samplers. At step 203, master 11 compares the 
sampled VOL with the Vref voltage and determines if 
VoL is less than or equal to Vref. If not, the K value is 
increased by one at step 207 and the process returns to 
step 201, wherein master 11 sends the updated K value 
to the slave. If Vol is less than or equal to the Ver 
voltage, then the K value is doubled at step 204. The 
doubled K value provides a symmetric voltage swing 
around Vef. At step 205, the calibrated K is sent from 
master 11 to the slave and the process ends at step 206. 

For one embodiment, K is incremented in a linear 
manner as part of the calibration process. For an alter 
native embodiment, a binary search with respect to Kis 
done as part of the calibration process. 

For an alternative embodiment, the initial K value 
can be set at step 200 to a value that causes the initial 
Vol voltage to be below Ve?. For this alternative em 
bodiment, master 11 compares the sampled VOL at step 
203 with the Vervoltage to determine if VoL is greater 
than or equal to Vref. If VoL is not greater than or equal 
to Vef, then the K value is decreased at step 207 and the 
process repeats from step 201. 

FIG. 9 is a circuit diagram of current mode driver 
220. Current mode driver 220 is an alternative embodi 
ment of the present invention. Current mode driver 220 
includes a bipolar transistor 222 coupled to a power 
supply via resistor 230. Transistor 222 receives the data 
that the host master or slave wishes to output to line 111 
of bus 30. Transistor 222 is coupled to a variable current 
source 226 via a node 232. 

Bipolar transistor 224 is coupled between transmis 
sion line 111 and node 232. Transistor 224 is biased by a 
VBIAS voltage. For one embodiment, transistors 222 and 
224 are both bipolar junction transistors. 

Current source 226 is also coupled to current control 
er 228. The current of current source 226 can be ad 
justed by current controller 228. 

Current controller 228 and variable current source 
226 serve functions similar to those provided by current 
controller 120 output and logic circuitry 102 of FIG. 4. 

During operation, when the data is a logical low 
signal that turns off transistor 222, current can flow 
through resistor 112, transmission line 111, transistor 
224, and current source 226. Transistor 224 sinks a de 
sired current from line 111. Given the voltage drop 
across resistor 112, a low voltage signal appears on line 
111. 
When the data applied to transistor 222 is a logical 

high signal, transistor 222 is turned on. Resistor 230 is a 
relatively small resistance. Therefore, when transistor 
222 is turned on, the emitter of transistor 224 sees a 
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16 
voltage that is greater than the termination voltage. 
Therefore, transistor 224 does not conduct current. 
Therefore, current does not flow through line 111. Ac 
cordingly, a high voltage equal to the termination volt 
age appears on line 111. 

FIG. 10 is a circuit diagram of current mode driver 
250. Current mode driver 250 is another alternative 
embodiment of the present invention. Current mode 
driver 250 includes a variable current source 252 cou 
pled to a bipolar junction transistor 258 via a node 262. 
The gate of transistor 258 receives data that the host 
master or slave wishes to output to bus line 111 trans 
mission line 111. A bipolar junction transistor 254 is 
coupled between node 262 and a transmission line 111. 

Current source 252 is also coupled to a current con 
troller 260. Current controller 260 can adjust the 
amount of current flowing through current source 252. 

Current controller 260 and variable current source 
252 serve functions similar to those provided by current 
controller 120 and output logic means 102 of FIG. 4. 

During operation, when the data applied to the gate 
of transistor 258 is logically high, transistor 258 is 
turned on. This causes the gate of transistor 254 to be 
shorted to ground, which turns transistor 254 off. When 
transistor 254 is off, no current flows through transmis 
sion line 111. Therefore, the termination voltage ap 
pears on line 111. 

Current controller 260 adjusts the current flowing 
through current source 252 which compensates for Beta 
variations of transistor 254-i.e., changes in the gain of 
transistor 254 caused by temperature variations. 
On the other hand, when the data applied to the gate 

of transistor 258 is logically low, transistor 258 is turned 
off. When this happens, current source 252 causes a 
portion of the supply voltage to appear on the gate of 
transistor 254. This turns on transistor 254. When tran 
sistor 254 is turned on, current flows through resistor 
112, transmission line 111, transistor 254, and resistor 
256. A voltage drop appears across resistor 112, and a 
low voltage appears on transmission line 111. 

In the foregoing specification, the invention has been 
described with reference to specific embodiments 
thereof. It will, however, be evident that various nodi 
fications and changes may be made thereto without 
departing from the broader spirit and scope of the in 
vention as set forth in the appended claims. The specifi 
cation and drawings are, accordingly, to be regarded in 
an illustrative rather than a restrictive sense. 
What is claimed is: 
1. Electrical current source circuitry for a bus, com 

prising: 
(A) transistor means coupled between the bus and 
ground for controlling bus current; 

(B) control circuitry coupled to the transistor means; 
(C) a controller coupled to the control circuitry for 

controlling the transistor means, wherein the con 
troller comprises: 
(1) a variable level circuit comprising 

(a) setting means for setting a desired current for 
the bus; and 

(b) transistor reference means coupled to the 
setting means, wherein the variable level cir 
cuit provides a first voltage; 

(2) voltage reference means for providing a refer 
ence voltage; 

(3) comparison means coupled to the voltage refer 
ence means and the variable level circuit for 
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comparing the first voltage with the reference 
voltage; 

(4) logic means responsive to a trigger signal from 
the comparison means, wherein an output of the 
logic means is coupled to the control circuitry in 
order to turn on the transistor means in a manner 
dependent upon the output of the logic means. 

2. The electrical current source circuitry of claim 1, 
wherein 
(A) the transistor means comprises a plurality of tran 

sistors; 
(B) the control circuitry comprises logic circuitry 

coupled to the gates of the plurality of transistors. 
3. The electrical current source circuitry of claim 1, 

wherein the transistor means comprises a transistor. 
4. The electrical current source circuitry of claim 2, 

wherein the logic means comprises a counter for count 
ing until receiving a trigger signal from the comparison 
means, wherein the output of the counter is coupled to 
the logic circuitry in order to turn on a particular com 
bination of the plurality of transistors in a manner de 
pendent upon a count of the counter. 

5. The electrical current source circuitry of claim 4, 
wherein the counter is set to a final count upon receiv 
ing the trigger signal from the comparison means, 
wherein the final count is latched, and wherein the 
output of the counter coupled to the logic circuitry is 
the latched final count of the counter. 

6. The electrical current source circuitry of claim 2, 
wherein the setting means is an external resistor. 

7. The electrical current source circuitry of claim 2, 
wherein respective widths of the plurality of transistors 
coupled between the bus and ground are binary multi 
ples of one another. 

8. The electrical current source circuitry of claim 1, 
wherein the transistor reference means comprises a 
plurality of transistors. 

9. The electrical current source circuitry of claim 8, 
wherein respective widths of the plurality of transistors 
of the transistor reference means are substantially 
smaller than the respective widths of the plurality of 
transistors coupled between the bus and ground. 

10. The electrical current source circuitry of claim 1, 
wherein the setting means comprises a plurality of ca 
pacitors. 

11. The electrical current source circuitry of claim 
10, wherein the transistor reference means is a current 
mirror circuit. 

12. The electrical current source circuitry of claim 
10, wherein respective capacitances of the plurality of 
capacitors are binary multiples of one another. 

13. The electrical current source circuitry of claim 
10, wherein the plurality of capacitors are coupled to 
the transistor reference means in a user-settable manner. 

14. The electrical current source circuitry of claim 1, 
wherein the settable desired current is substantially 
independent of a power supply variation, a process 
variation, and a temperature variation. 

15. An output driver for an electronic device coupled 
to a bus, wherein the bus is coupled to a voltage supply 
via a termination resistor, wherein the output driver 
comprises: 
(A) a plurality of transistors coupled between the bus 
and ground for controlling bus current; 

(B) control circuitry coupled to gates of the plurality 
of transistors; 
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(C) a controller coupled to the control circuitry for 

controlling the plurality of transistors, wherein the 
controller comprises: 
(1) resistor means coupled to the voltage supply for 

setting a desired current; 
(2) transistor reference means comprising a plural 

ity of transistors coupled between the resistor 
means and ground, wherein the plurality of tran 
sistors of the transistor reference means are se 
lectively turned on to provide a variable voltage; 

(3) comparison means coupled to receive the vari 
able voltage for comparing the variable voltage 
with a reference voltage; 

(4) a counter; and 
(5) control logic coupled to (i) the comparison 
means and (ii) the counter for causing the 
counter to count until a particular combination 
of the plurality of transistors of the transistor 
reference means is turned on by an output of the 
counter such that the variable voltage is approxi 
mately equal to the reference voltage, wherein 
the output of the counter is also coupled to the 
control circuitry in order to turn on a particular 
combination of the plurality of transistors cou 
pled between the bus and ground. 

16. The output driver of claim 15, wherein the con 
trol circuitry comprises logic circuitry. 

17. The output driver for an electronic device of 
claim 15, wherein the plurality of transistors coupled 
between the bus and ground comprise five N-channel 
metal-oxide semiconductor (NMOS) transistors, 
wherein respective widths of the five NMOS transistor 
are binary multiples of one another. 

18. The output driver of claim 17, wherein the plural 
ity of transistors of the transistor reference means com 
prise five NMOS transistors, wherein respective widths 
of the five NMOS transistors of the transistor reference 
means are substantially smaller than the widths of the 
respective five NMOS transistors of the plurality of 
transistors coupled between the bus and ground. 

19. The output driver of claim 15, wherein the resis 
tor means comprises a resistor with a resistance five 
times a resistance of the termination resistor. 

20. The output driver of claim 15, wherein the elec 
tronic device is a microprocessor. 

21. The output driver of claim 15, wherein the elec 
tronic device is a dynamic random access memory 
(DRAM). 

22. The output driver of claim 15, wherein the volt 
age supply is approximately 2.5 volts and the reference 
voltage is approximately 2.2 volts. 

23. The output driver of claim 15, wherein the con 
trol circuitry comprises a plurality of logic gates, 
wherein each logic gate is coupled to a gate of a respec 
tive one of the plurality of transistors. 

24. The output driver of claim 15, further comprising 
a latch coupled to the counter for latching the count of 
the counter and for supplying the count to the control 
circuitry. 

25. The output driver of claim 15, wherein the setta 
ble desired current is substantially independent of a 
power supply variation, a process variation, and tem 
perature variation. 

26. An output driver for an electronic device coupled 
to a bus, wherein the bus is coupled to a voltage supply 
via a termination resistor, wherein the output driver 
comprises: 
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(A) a plurality of transistors coupled between the bus 
and ground for controlling bus current; 

(B) control circuitry coupled to gates of the plurality 
of transistors; 

(C) a controller coupled to the control circuitry for 
controlling the plurality of transistors, wherein the 
controller comprises: 
(1) current mirror means coupled to a voltage Sup 

ply and ground, wherein the current mirror 
means has an output supplying a current with a 
predetermined value proportional to a desired 
current; 

(2) capacitor means having a plurality of capacitors 
selectively coupled to the output of the current 
mirror means, wherein the capacitor means re 
ceives the current from the current mirror 
means, wherein the capacitor means provides a 
variable voltage when charged by the current; 

(3) comparison means coupled to receive the vari 
able voltage for comparing the variable voltage 
with a reference voltage; 

(4) a counter; and 
(5) control logic coupled to (i) the counter, (ii) the 
comparison means, and (iii) the output of the 
current mirror means for causing the capacitor 
means to be charged to the variable voltage and 
for causing the counter to start counting when 
the capacitor means is charged, wherein the 
control logic causes the counter to count until 
receiving a trigger signal from the comparison 
means that indicates that the variable voltage is 
approximately equal to the reference voltage, 
wherein an output of the counter is coupled to 
the control circuitry in order to turn on a partic 
ular combination of the plurality of transistors in 
a manner dependent upon a count of the counter. 
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27. The output driver of claim 26, wherein the con 
trol circuitry comprises logic circuitry. 

28. The output driver of claim 26, wherein the elec 
tronic device is a DRAM. 

29. The output driver of claim 26, wherein the elec 
tronic device is a microprocessor. 

30. The output driver of claim 26, wherein the plural 
ity of transistors comprise five NMOS transistors, 
wherein respective widths of the five NMOS transistors 
are binary multiples of one another. 

31. The output driver of claim 26, wherein the cur 
rent mirror means comprises a first P-channel transistor, 
a second P-channel transistor, and a first N-channel 
transistor, wherein a width of the first N-channel tran 
sistor is equal to that of one of the plurality of transis 
tors, wherein a width of the first P-channel transistor is 
approximately twenty times of that of the second P 
channel transistor. 

32. The output driver of claim 26, wherein the plural 
ity of the capacitors have capacitances that are binary 
multiples of one another. 

33. The output driver of claim 26, wherein the plural 
ity of capacitors are coupled to the output of the current 
mirror means in a user-settable manner. 
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34. The output driver of claim 26, wherein the refer 

ence voltage is approximately 2.2 volts and the voltage 
supply is equal to approximately 2.5 volts. 

35. The output driver of claim 27, wherein the logic 
circuitry comprises a plurality of logic gates, wherein 
each logic gate coupled to a gate of a respective one of 
the plurality of transistors. 

36. The output driver of claim 26, wherein the setta 
ble desired current is substantially independent of a 
power supply variation, a process variation, and a tem 
perature variation. 

37. The output driver of claim 26, further comprising 
a latch coupled to the counter for latching the count of 
the counter and for supplying the count to the control 
circuitry. 

38. The output driver of claim 26, wherein the elec 
tronic device is a slave, wherein a master is coupled to 
the bus, and wherein the master causes selective ones of 
the plurality of capacitors to be coupled to the output of 
the current mirror means, 

39. In a bus system comprising a bus, a master, and a 
slave with an output driver, a method for setting a cur 
rent of the output driver for the bus of the slave com 
prising the steps of: 

(A) setting a register setting to a first value; 
(B) having the master send the register setting to the 

output driver of the slave; 
(C) having the slave couple selective ones of a plural 

ity of capacitors to an output of a current mirror 
means of the output driver based upon the register 
setting received from the master; 

(D) causing the plurality of capacitors that are cou 
pled to the output of the current means to charge to 
a variable voltage while a counter counts; 

(E) comparing the variable voltage to a reference 
voltage; 

(F) when the variable voltage approximately equals 
the variable voltage, then stopping the counter 
from counting and latching a final count of the 
counter; 

(G) turning on a particular combination of a plurality 
of transistors coupled between the bus and ground 
based upon the final count of the counter in order 
to generate a first voltage level on the bus; 

(H) sensing within the master the first voltage on the 
bus; 

(I) comparing within the master the first voltage with 
the reference voltage; 

(J) if the register setting does not approximately equal 
the reference voltage, then changing the register 
setting and repeating steps B through J; 

(K) if the register setting does approximately equal 
the reference voltage, then: 
(1) setting the register setting to a value that is 

double a present value of the register setting; 
(2) having the master send the register setting to 

the output driver of the slave; 
(3) having the slave couple selective ones of the 

plurality of capacitors to the output of the cur 
rent mirror means of the output driver based 
upon the register setting received from the mas 
ter. 

is is is 
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