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PREFACE

With the dawn of the new millennium, IC technology-nodes have evolved beyond
0.18-micron. New processes also had to be developed to meet the needs of this
Deep-Submicron Era, including: copper/low-k dual-damascene interconnects;
high-k MOSFET-gate and DRAM dielectrics; 300-mm wafers; chemical-
mechanical polishing (CMP); excimer-laser-based DUV-lithography; chemically-
amplified (CA) resists; silicon:germanium (Si:Ge); and silicon-on-insulator (SOI).
The semiconductor industry, however, also experienced an economic decline of
unprecedented severity at the start of the 2000 decade. It seams clear that to fuel the
recovery, chip manufacturers will have to exploit the above innovations. Such
processes are a path to achieving the performance goals of future IC technology-
nodes that will be needed for manufacturing new and profitable electronic products.

This is the first available book dedicated exclusively to describing such deep-
submicron process technologies (including those listed above). It is intended to
provide semiconductor engineers and researchers with a comprehensive, state-of-
the-art reference about these emerging and leading-edge processes. While many
other books have been written about the “traditional” IC fabrication processes,
none offer what this volume contains. It’s sole focus is those techniques needed to
manufacture chips for 0.18-um (and smaller) generations. Thus, it belongs on the
shelf of every microelectronic professional whose livelihood depends on having a
thorough grasp of the latest advances in IC fabrication techniques. There is no
faster way to gain this information. As with our other volumes, owners will find
themselves referring to this text again and again!

Readers can still consult Vol.1, 2™ Edition for background material on basic IC
fabrication modules, as this book (Vol. 4) does not repeat that information. Instead,
it presents over 800 pages of new content about the process technologies of the
2000’s. It also has over 900 references (with 200 of these being published since
2000), and more than 500 illustrations. It is written in the same lucid, user-friendly
style that has been widely praised in the other volumes of Silicon Processing for
the VLSI Era.

As with the previous volumes, this text was produced using an accelerated
book-production schedule. By employing revolutionary publishing techniques
made available in the 1990’s, Lattice Press can turn a finished manuscript into a
published text in less than 3 months (a task that takes most publishers of technical
books 15-18 months). This allows our books to be released faster, and to contain
the most-up-to-date information at the time of publication.

xxi
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xxii PREFACE

SILICON PROCESSING FOR THE VLSI ERA is a multi-volume treatise
designed to provide a comprehensive and up-to-date treatment of this important
and rapidly changing field. The volume in hand is the fourth in the series.
Volume 1 (Process Technology, 2™ Edition) was published in 2000 and deals
with individual processes employed in the fabrication of silicon ULSI circuits
(such as silicon wafering, thermal oxidation of silicon, CVD and PVD of
amorphous and polycrystalline films, diffusion and ion implantation of dopants
in silicon, microlithography, and patterning technology). Volume 2 (Process
Integration) was released in 1990, and describes how the individual processes of
Volume 1 are combined in various ways to produce MOS and bipolar VLSI and
ULSI circuits. The task of integrating these various fabrication processes together
is referred to as process integration. In Volume 3 (The Submicron MOSFET,
published in 1995) the topics of submicron MOSFET device physics and the
relationship between such device physics and submicron MOSFET fabrication
are addressed.

A book of this length and diversity would not have been possible without the
indirect and direct assistance of many others. From an indirect perspective,
virtually all of the information presented here is based on the research efforts of
countless numbers of scientists and engineers. Their contributions are recognized
to a small degree in citations of their articles given in the references at the end of
each chapter. The direct help was also provided by many people, and the
resulting text is thus significantly better. The author expresses heartfelt thanks to
those who gave their time, energy, and intellect.

Important direct help came from members of my immediate family, My wife,
Carrol, read the manuscript for grammatical and stylistic correctness. My son,
Ross, designed the cover and improved many of the graphics. My daughter,
Jennifer, helped in marketing the book. Thus, it truly represents a family
enterprise.

Stanley Wolf

For additional copies of the books contact:

LATTICE PRESS
Post Office Box 340
Sunset Beach, CA 90742 USA

www.latticepress.com

For your convenience an order form is provided on the final leaf of the book.
It can also be ordered from the LATTICE PRESS website.
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247, . Chapter 5
romise,” .
o ! THE STRUCTURE OF DEEP-SUBMICRON MOSFETS:
acttors, i Retrograde-Wells; Super-Steep Retrograde Channel Doping;
)RAMS,” Drain Engineering; Punchthrough-Gontrol Structures
tric Film In Chapter 1 we discussed the evolution of MOSFET structures down to the sub-

|
1 micron technology nodes in production at the time publication of this text. In this
!

"roperties chapter we delve further into the details of the MOSFET regions that are

: : fabricated in such deep-submicron MOSFETs, namely: 1) retrograde wells for
i CMOS - :" CMOS twin-well technology; 2) super-steep retrograde (SSR) channel doping
yer HIO, L profiles; 3) drain engineering issues in deep-submicron MOSFETs; and 4)

ech. Dig. . punchthrough-control structures.

5.1 WELL-FORMATION IN DEEP-SUBMICRON CMOS

Twin-well CMOS is now the dominant CMOS technology in IC production. In
twin-well CMOS each well is formed separately by implanting the well dopants
- into a lightly doped substrate region. Having two well implants allows each well-
d — The o type to be tailored separately, permitting independent device performance
‘ adjustments for both PMOS and NMOS transistors. When first introduced, twin-
well CMOS structures were fabricated by using moderate-energy implants to
place both types of well dopant near the wafer surface. These dopants then had to
be driven into the substrate by a long (12-24 hour), high-temperature (>1100°C)
diffusion process (Fig. 5-1). Such a deep drive-in step was needed to prevent
punchthrough from the MOSFET drain regions at the surface to the substrate
under the well. This type of CMOS-well-structure is referred to as a diffused-
well. However, use of diffused-well structures gives rise to some problems which
limits their use when CMOS is scaled below 0.5 ym:

electric,”

h-k Gate

1. Lateral (as well as vertical) diffusion occurs during the diffusion step,
which has the effect of reducing packing density. For example, since the
lateral diffusion is ~0.7 times the junction depth, a typical diffused well
having a vertical junction depth of 3-4-um, results in a lateral spread of
well dopant of 2-3-um. Consequently, the maximum aspect ratio of a
diffused well is limited to about 1.6:1 (i.e., wells narrower than about 1.6
times their depth would intermingle with the dopant of adjacent wells).

181
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182 SILICON PROCESSING FOR THE VLSI ERA - VOLUME IV

2. If LOCOS isolation is used, boron from the p-well-dopant implant-step |
segregates into the oxide during the long, high-temperature field-oxide i
growth step. Compensating for this effect requires a separate field-
threshold-adjust implant (also referred to as a channel-stop-implant), prior
to the field-oxidation step. This additional step adds process complexity.

3. Diffusion of the channel-stop-implant dopant into the active regions
during field oxidation adversely affects both the junction-capacitance and
the turn-off characteristics of the NMOSFETs (see Vol. 3).

4. The lengthy, high-temperature drive-in-step increases process cycle .

time, and increases the risk of silicon wafer warpage, bow, and flatness o
. degradation (and the likelihood of metal contamination from furnace

heating elements).

5. The diffused-well profile for a particular technology node is the net
result of compromises between the need to control threshold-voltage, to
suppress hot-carrier effects, to control punchthrough and soft-error effects,
and to provide latch-up immunity. For example, a high dopant concentra-
tion is desirable deep in the well to strengthen latch-up immunity. This
cannot be achieved in a diffused-well because doping at the bottom of such
a well must be lower than at the surface, and the maximum surface doping
is set by limits on junction breakdown voltage and junction capacitance.

For all of the above reasons, the diffused-well approach to forming a twin-well
CMOS process becomes less effective for each smaller technology node. As a
result, an alternative method of forming the wells was sought. The technique
adopted to replace the older diffused-well structure when CMOS technologies are
scaled below about 0.5-um involves retrograde-well formation with high-energy
ion-implant steps.

5.1.1 Retrograde-Wells for Deep-Submicron CMOS

The medium-energy implant steps used to introduce well-dopants into the
substrate in the diffused-well approach (50-100-keV), can be replaced with high-
energy-implant steps (300-keV to 1-Mev). Such high-energy implants cause the
peak of the implant to be located considerably deeper within the silicon substrate
(at roughly 1-um for the energies most frequently used in high-energy implant
processes). Since the implant peak is now far beneath the silicon surface, the
impurity concentration thus decreases as the doping profile approaches the wafer
surface. Since the well-profile in this case is different from that of a conventional
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irnace e Fig. 5-1 Doping profile in a conventional well formed by a shallow implant and drive-in step.

diffused well (in which the doping concentration after drive-in is highest at the

1e net . surface, and decreases monotonically with depth, as seen in Fig. 5-1), such
ge, to e deeply implanted wells are known as retrograde-wells.* Comparison of the
ffects, ! doping profiles in conventional and implanted p-well profiles (obtained by
entra- i simulation) is shown in Fig. 5-2.2:3 The retrograde-doping-profile is retained by
. This : minimizing the temperature-cycles of later process steps (e.g., by using RTP
f such - instead of furnace anneals). '

loping The retrograde-well approach to forming the twin-well CMOS-structure has

several major advantages over the diffused-well process:

EY :
S Sy

iwin-well o, 1. Much less lateral-dopant-spread occurs for a retrograde-well having the
e, As a same junction depth as a diffused-well. This is because ion implantation is
echnique a more anisotropic dopant-distribution process than diffusion (i.e., the
logies are - lateral-straggle for implant energies of 500-keV is only ~0.7-um). In
th-energy ‘ addition, little additional diffusion occurs after the implant is performed,
since only a short anneal at a relatively low-temperature is needed to
activate the implant. Thus, the total lateral-dopant-spread barely exceeds 1-
pm after all thermal processing (compared to at least 2-um for the same
into the ‘ . well-depth using a diffused-well process).2 Figure 5-3 depicts the doping
vith high- o concentration profile of a high-energy implanted p-well. In this example,
cause the - the implanted p-well is formed by boron implantation at 400-keV.
substrate : In addition, high-energy implanters can place dopant beneath a shallow-
y implant o * In order to avoid excessive spread of the active-device electrical parameters, the
face, the ‘ surface concentration after the retrograde implant should be at least five times smaller
the wafer : than its final value - which will be set by subsequently performed, shallower low-dose
:ntional : implants specifically designed for threshold and punchthrough control.
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trench-isolation oxide or a LOCOS field oxide, allowing the CMOS twin-
well structure to be implanted after the dielectric isolation features are
formed. (In diffused-wells, the well-dopants must be implanted before the
field-oxide, and driven-in either before - or during - the field-oxidation
step). Thus, since the high-energy implanted wells are formed after the
long, high-temperature cycle needed to grow the LOCOS field-oxide,
lateral-spread of the well-dopants is further reduced. (A higher threshold
voltage can also be achieved in the LOCOS field-regions of the p-wells if
the boron implant is done following field-oxidation, because the boron
does not segregate out into the oxide during the field-oxide growth-step.!)
Hence, the 7-9-um n¥*-to-p* spacing required for a twin-well 1.2-um

« CMOS process which uses conventional wells, can be reduced to ~5-um if
retrograde wells are used instead. Such overall reduced lateral-dopant-
diffusion permits higher circuit-packing-densities.

2. By combining the high-energy-implant step with the other lower-energy
MOSFET channel implants (Vy-adjust and punchthrough stopper) and
since minimal thermal diffusion occurs, control of dopant levels throughout
the depth of the well becomes possible with fewer tradeoffs (a task that has
been dubbed “Well Engineering”). This permits optimization of such key

10” T ¥ T T ¥ L L T L) 1 T T

L BORON, DOSE = 6.5 X 10" ¢m™?
BORON, DOSE = 3.9 X 10'' em™?

At 8 B R3

PHOSPHORUS. DOSE = 3.6 X 10'? em™?

0.6 08 1.0 1.2

SILICON DEPTH {um)

Fig. 5-2 Simulated doping profiles in PMOS channel regions: dashed lines, lightly
doped substrate; solid lines, retrograde n-well.3 (© 1982 IEEE).
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opant- i Fig. 5-3 Example of the doping profile of a retrograde p-well (boron) implant (400 keV).
; MOSFET performance characteristics as: device speed (carrier mobility
snergy o and, S/D capacitance), inter-device leakage-currents, Vp-control, punch-
r) and through suppression, parasitic-transistor effects, and soft-error and latch-up
ughout resistance. That is, low surface-doping levels increase mobility and de-
1at has crease capacitance. Heavier doping below the surface (retrograde doping)
ch key suppresses minority carrier collection by decreasing depletion widths; thus
reducing soft errors and latchup susceptibility. This degree of flexibility in
optimizing device parameters is not possible with diffused-wells.
Besides the primary benefits of increased packing-density and greater process
flexibility, retrograde-wells offer the following secondary advantages:>
1. A retarded electric field is created in the parasitic-vertical-bipolar-
transistor, thereby reducing its current gain. This affords some extra
protection against latchup.
2. Susceptibility to vertical-punchthrough is reduced without having to
significantly raise the surface-doping-concentration.
3. The conductivity in the bottom of the well is increased, which also
provides additional resistance against latchup.
4. The shallower well depth should also make the drain of the parasitic
n*-to-n-well (or pt*-to-p-well) parasitic-FETs shallower. This contributes
to improvements in both the short-channel threshold-roll-off-effect and
; the in the punchthrough characteristics of these parasitic field-region
, lightly devices (see Vol. 3, Chap. 6).
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5. The formation of retrograde-wells with high-energy implants results in
a reduced-doping-concentration under the bottom of the source and drain
regions, which reduces the source/drain-to-body junction-capacitance.

However, some concerns associated with the retrograde process should also be
mentioned. First, the process requires a thick photoresist as a masking material
for the high-energy implant. Typical resist thicknesses are 2.0-2.5-um, and
special exposure and development techniques are required for this process.
Implant shadowing arising from the use of such thick resists must also be
addressed. (We will address the challenges associated with the use of thick resists
as high-energy-implant masks in more detail at the end of this section.) Questions
have also been raised about the possibility that the high-energy implants could
cause damage that may degrade device and circuit performance.

5.1.2 Process Integration issues Involving the Use of Retrograde Wells

Advanced twin-well CMOS processes with both retrograde n- and p-wells (using
short [~5 min] RTP well-drive-in steps), were reported for submicron applic-
ations as early as 1991.6 Further advances continued throughout the decade.
Scaling CMOS to 0.5-um and below reduces the well depths required to prevent
vertical punchthrough and latchup. In turn, as device and isolation dimensions
shrink with each device node, retrograde-well implant-energies for both DRAM
and logic circuits are also gradually being reduced. However, the retrograde-well
implants used for DRAM devices typically require higher doses than those used
in logic devices (i.e., to achieve better minority-carrier suppression [soft-error
rate]). This, in turn, requires a higher well-implant-energy (to avoid excessive
dopant in the near-surface [channel] region). In addition, the well-depth and well-
dopant-concentration can be reduced if additional, lower-energy implants are
precisely located with respect to the transistor structure (to suppress punch-
through of the MOSFET channels and enhance the field-isolation characteristics).
The high-energy implant step used to form retrograde-wells in deep-
submicron-CMOS is typically performed together with the Vp-adjust,
punchthrough, and channel stop (isolation) implants. These implants are all done
in the same implanter, without removing the wafers from the implant process
chamber in between (unless channel engineering implants [that use high wafer-
tilt-angle for precision dopant placement] are required - see Sect. 5.4). Such a
“chained” implant sequence is performed by doing the highest-energy implant
first, with the lowest-energy implant being done last. This ensures that no ions
traverse the end-of-range (EOR) damage of a previous implant. Note that because
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L voltage. In an identical manner, three selective boron implants are placed in the

o process up to gate oxidation, showing the process simplification possible with
o “well-engineering.” Eliminating process steps has other benefits besides reducing
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of economic requirements for high equipment utilization, this sequence must be
carried out in an implanter that has the capability of doing not only high-energy
implants (e.g., up to about 1-MeV for the retrograde n-well implant), but also
lower-energy boron implants (down to about 10-keV, for the NMOS Vp-adjust
implant).

An example of a “chained implant” retrograde twin-well CMOS process is
given in Ref. 7. Here, a retrograde n-well is formed by a 600-keV, 3x1013 cm2
phosphorus implant. Then, a second phosphorus implant (150-keV, 4x1012 cm2)
is used to obtain both punchthrough prevention and intra-field isolation (channel
stop), and a third phosphorus implant (70-keV, 6x10!2 cm2) sets the threshold

|
!
i
§
|
|

p-well region. The retrograde p-well implant is boron at 300-keV, 3x1013 cm2,
Then a punchthrough/channel-stop-implant at 150-keV, 4x10!12 cm? and a
threshold-adjust-implant at 30-keV, 5.5x1012 ¢cm? are added. The process
displays very good inter-well isolation characteristics, which allows a minimum
pF-to-n* spacing 40% lower than the same process without retrograde wells. It
also achieves very good intra-well isolation, allowing n*-to-n* (and p*-to-p*)
device separation of 0.5-um, without an additional channel-stop implant.

From a manufacturing perspective, the well-formation sequence thus appears
to be a single implant step, reducing manufacturing complexity and cost. Figure
5-4 compares an advanced diffused-well process with a high-energy implanted

cycle time. These include a reduction in work-in-progress (WIP) inventory, less
wafer handling, and fewer defects.

The cycle-time and cost savings obtained from such a “chained-implant”
sequence was assessed by SEMATECH. They sponsored a comparison of a
baseline diffused-well process with a high-energy retrograde-well process at two
different chip manufacturers. The high-energy processes were engineered to
achieve minimum cycle-time and maximum cost savings, while maintaining the
same basic device and circuit parametric data (and thus were identical to the

baseline processes after gate-oxidation). Significant improvements in cycle-time,
cost, and device-performance were achieved by both companies.

By chaining these implants, the doping-profile in the well-regions of the
MOSFETs has a modulated characteristic as depicted in Fig. 5-5 (where the term
“modulated” means that the doping-concentration-profile has several maxima
and minima).” The incorporation of such multiple implants to form a modulated
well has become a firmly established processing approach in chip production.
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A RIS
Photoresist

Fig. 5-4 Fabrication sequences for: a) conventional-diffused-well and; b) high-energy-
implanted-well processes.

Another issue of using high-energy implants to introduce the well and
isolation dopants involves implant shadowing. That is, as shown in Fig. 5-6a,
thick photoresist films must be used as masks against the high-energy implant
(e.g., 2.0-2.5 um thick). The doping asymmetry resulting from high energy
implants with a small (7°) tilt angle can have significant effects on retrograde
well structures and inter-well isolation. Figure 5-7 depicts the simulated doping
profiles from a 1 MeV phosphorus implant with a 7° tilt.8 The simulation
accounted for the fact that opposite corners of the photoresist will wear down and
carbonize differently because of the asymmetry in the incoming ion beam. As the
sidewall shape of the photoresist changes with time, this will affect the implanted
profile in the silicon. The doping profiles in Fig. 5-7 clearly show a bulge of
lightly doped material on the shadow side of the profile. More seriously, on the
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Fig. 5-5 Modulated n-well structure for advanced devices, showing the functions of each
implant.”

incoming side, a channel doped to 20% of the peak-concentration extends from
the projected range up to the surface. Doping variations such as these can
adversely affect the mobilities and junction-capacitances of the resulting devices.
. This will also make it harder to maintain adequate isolation structures as isolation
widths scale below 400-nm. These problems can be mitigated by reducing the
tilt-angle to the 2-4° range, using 0°-tilt. However, using 0°-tilt-implants is not
always possible, due to channeling effects (which are severe at high energies).

An alternative solution to the implant shadowing problem during high-energy
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Fig. 5-6 The geometric effects of ion implantation into a narrow active region: a) low-tilt-
angle shadowing and well misalignment; b) low-tilt quad implant provides both lateral
and vertical (no channeling) uniformity.
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Depth (ym)

Depth (pm)

Position (pm)

Fig. 5-7 Normalized doping profile of 1 MeV phosphorus implantation. a) On the shadow
side (a) a lowly doped bulge is found (according to Monte Carlo simulation). b) On the
incoming side, Monte Carlo simulation shows a trunk.?

7°-tilt implants is to reposition the wafers part-way through the implant process.
If the wafers are repositioned four times, and 25% of the total dose is implanted
with the wafer in each position (quad implant), all the areas of the exposed
silicon surface will receive the same implant dose, eliminating the implant-
shadowing problem (Fig. 5-6b). That is, well profiles are symmetric, both
laterally and vertically, and shadowing effects near the surface are compensated.

A high-energy batch-implanter capable of performing low-tilt quad-implants
without unloading the wafers from the disk addresses the isolation scaling
problem with high productivity. Since it is not practical to scan a high-energy ion
beam, implanters with fixed beams and batch end-stations using simultaneous
disk spinning and scanning is the method-of-choice for process uniformity. The
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Fixed

Fig. 5-8 In situ quad implants can be run on a batch end-station with orthogonal tilt axes
(designated o and f3).

quad-implant capability is achieved with a disk chamber as shown in Fig. 5-8.9
Here the disk can be independently tilted in two orthogonal directions. Such
batch high-energy implanters are sold by Axcelis Corp. Single-wafer high-energy
implanters are also commercially available. A model offered by Applied
Materials also permits tilting the wafer and repositioning it several times during
an implant step. Higher tilt-angle control is claimed for such single-wafer high-
energy implanters compared to the batch types.10

5.2 SUPERSTEEP RETROGRADE (SSR) CHANNEL DOPING PROFILES

The appropriate choice of substrate doping and engineering of doped layers
under the gate are critical to optimum performance of deep-submicron MOSFET's
(with respect to drain-to-source punchthrough, threshold voltage, and channel
mobility). Specifically, the doping-density in the region between the source and
drain must increase as the gate-length is reduced to prevent punchthrough. As
shown in Fig. 5-9, the mean channel-doping-density needed to control punch-
through when gate lengths scale below about 0.13-uym begins to exceed
5x1017/cm3. However, to avoid reduction of carrier mobility in the channel, the
doping at the surface must be kept below 5x10!7/cm3 to obtain the universal
mobility curve.!l To allow the surface concentration to be kept below this value,
and still have a mean doping concentration in the channel above this number, a
vertical retrograde doping concentration profile is needed in the channel region.
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Technology Generation (nm)

Fig. 5-9 Doping density required for punchthrough control.!!

Assume that a lighter doped surface layer with a concentration of 1x1017/cm3
exists down to a depth X (taken to be approximately 1/2 of the source/drain
junction depth Xj), and that at that depth the doping abruptly changes to the value
needed for the heavily doped punchthrough-control layer. Figure 5-10 shows the
scaling required for X[ at each technology generation. Because the transition in
doping concentration from the lighter doped region near the surface to the heav-
ily doped punchthrough-control region below must occur over such a short dis-
tance, the gradient in the doping concentration must be very steep. Hence, such a
doping concentration profile is termed a super-steep retrograde (SSR) profile.

10° 10°

Total Number of Atoms

Using X‘ = XJ/z

1 1 1 ! i

:
250 180 130 100 70 50
Technology Generation (nm)

Fig. 5-10 Typical thickness of lighter-doped layer and total number of impurity atoms for
10'7/cm3 surface doping density.!!
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The formation of SSR channel-doping-profiles for technology nodes from
0.18-um down to about 0.1-um is done using ion implantation (in place of the
conventional Vr-adjust implant step). In these implant processes, however,
] higher-mass dopants are substituted for the dopants typically used to carry out the
Vr—adjust implants. That is, indium (In) is used instead of boron (B) for the
1 NMOS devices, and either arsenic (As) or antimony (Sb) replace phosphorus (P)
! in PMOS devices. Heavier implant species provide steeper as-implanted profiles
' (due to their smaller straggle), and the heavier ions have reduced diffusivity
(keeping the as-implanted profile from spreading out during subsequent thermal
processes). Thus, well-profiles implanted with In and As (using implant energies
in the 100-200-keV range) can be fabricated with sufficiently low doping
(~5x10%6/cm3) at the gate-oxide interface, and a higher peak doping level
(~1x101%/cm3) 80-nm below the gate oxide. (Note that peak doping
concentrations of indium cannot be made higher than about 1018/cm3 because of
the solubility limit of indium atoms in silicon.)

X]O”/C"‘p f ) Figure 5-11a shows indium doping-profiles for various annealing
urce/drain . temperatures, up to 1000°C.12 It is evident that little change occurs in the as-
o the value ] implanted indium doping profile for annealing temperatures up to 1000°C,
shows the | making it a promising candidate for forming SSR channel-doping-profiles.
ansition in Indium implants for retrograde-channels in NMOSFETs have been reported in
> the heav- ~ some cases to improve subthreshold-slopes relative to conventional boron
 short dis- implanted-channels,12:13 while in another case it was found to have degraded the
nce, such a ~ subthreshold-slope.14 It is generally agreed that SSR doping-profiles are effective
rofile. at reducing short-channel-effects and drain-induced-barrier-lowering, but it is not
equally certain whether this translates into overall improvement in device
performance (as this also depends on many other variables, including gate-oxide-
thickness, gate-length, and junction-doping). Figures 5-11b and 11c, respectively,
show the vertical concentration-doping-profile for an SSR and a conventional
process for PMOSFETs (Sb for SSR, and P for the conventional process), and

NMOSFETs (indium for SSR, and boron for the conventional process). 15
The use of SSR channel-doping-profiles is entering some mainstream process
flows, despite disagreements over their advantages compared to conventional
channel-profiles. In late 1999, the successful fabrication of 100-nm-gate-length
devices was reported. They were built using SSR channel-profiles, source/drain-
extensions, and deep source/drain-regions for contact. A 100-nm-process yielded
devices with 1.04-mA/um (NMOS) and 0.46 -mA/um (PMOS) on-currents at 1.5
ity atoms for ~ V with 3-nA/um off-current. This process uses indium and arsenic as the implant
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Fig. 5-11 2) SIMS data of indium profiles over a large range of annealing temperatures.
Conventional and retrograde doping profiles (simulated) for b) NMOS and ¢) PMOS .12

species for the SSR-channel-doping-profiles, low-energy boron and arsenic
source/drain-extensions, and high-angle pocket-implants.16

The source for indium ions in implant processes is InCl;, a solid material at
room temperature. The production of ion beams from solid InCl; presents some
special challenges for ion implanters. First, InCl; is hygroscopic (i.e., it readily
absorbs moisture), and thus may require excessive outgassing if not handled
properly outside of the ion-source vaporiser. In addition, although InClsis a
solid, it has a low melting-point. Thus, indirect heating from a second vaporiser
in the jon-source may cause unintentional vaporization. Both of these effects can
lead to premature loss of the source charge, as well as the problem of indium
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coating in and around the source area. Finally, even during normal operation,
5, indium tends to drift down the beamline, covering the beamline components.
This creates a risk of cross-contamination, since the indium atoms can be dis-
lodged from these surfaces if they are struck by ion beams of other species.

Two ion-implanter features can adequately suppress such effects. First, active
cooling in the source eliminates indirect heating, decreasing indium-loss and
excess beamline-coating. Second, an clectrostatic (or other) filtering element near
the end-station greatly reduces the magnitude of such cross-contamination,
) allowing all species to be run on a single implanter. The latest generations of
k single-wafer, medium-current-implanters incorporate such features.1?

5.2.1 Fabricating SSR Profiles for Sub-0.1 /an MOSFETs

When gate-lengths scale below 0.1-um, it probably will no longer be possible to
create SSR channel-doping-profiles using ion implantation (even if In and As are
used as the implanted species). For example, if a lightly-doped surface-layer is

a

ograde Profile 3 established for a 50-nm-generation MOSFET (with a doping concentration of
mony, 200KeV - 1x1017/cm3), the heavily-doped punchthrough-control layer (101%/cm3) will have
1 | begin at a depth of just 7-nm beneath the silicon surface. Since the width of the
N 1 surface-inversion-layer is typically thinner than 7-nm, the channel electrons will
al Profile 3 T still be located primarily in the lightly-doped surface-region. However, thin
surface-layers with such an abrupt doping-concentration-increase cannot be
fabricated with ion implantation (and its ancillary annealing processes). Other
W4 : doping techniques, such as low-temperature selective-epitaxy (of perhaps Si-Ge
n) 7 layers!9) will likely be needed for 50-nm and beyond MOSFETs.*
5.3 SOURCE/DRAIN ENGINEERING IN DEEP-SUBMICRON CMOS
mperatures. . In deep-submicron MOSFETS, the typical source/drain contact-structures consist
MOS .12 . of two regions: 1) A shallow source/drain-extension-region (SDE), with a
nd arsenic : junction-depth Xj; and 2) A deeper contact-source/drain-region, with a junction-
depth Xjc. As also described in Chap. 1, when MOSFETs were first designed
material at . with such two-region source/drain-structures, the first-region had lighter doping
sents some . than the second-region (and it was in fact called a lightly-doped drain (LDD) re-
» it readily * Figure 5-10 also shows a graph of Ny (the total number of impurity atoms in the lightly
ot handled ; doped layer) versus technology generation. For 50-nm and below, this value approaches a
InClyis a small number (< 10), so that for cases where the doping density is important to device
i vaporiser ; operation, any device parameter depending strongly on Np will show large statistical
effects can fluctuations from device-to-device. If all parameters depend only very weakly on N then
of indium the layer may as well be undoped,!® so that Vp-control relates to the positioning of the

step (i.e., the increase in doping) and the doping in the heavily doped layer.
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196 SILICON PROCESSING FOR THE VLSI ERA - VOLUME IV

gion. This region was added to the single-region MOSFET drain-structures at
about the time when MOSFETSs were scaled below 1.5-uym. Its function was to
reduce the peak electric-field (and thus hot-electron-injection) near the drain-end
of the channel. However, as MOSFETs gate-lengths were scaled to the deep-
submicron regime, the power-supply voltages also had to be reduced, and this
resulted in a significant decrease in the peak electric-field near the drain. Hence,
the LDD region was no longer needed to suppress hot-carrier-injection effects.

However, in deep-submicron MOSFETs the SDE-region remains a part of the
drain structure. But, its role now is to reduce short-channel-effects. The drain
contact-region is required to accommodate the thickness of the salicide contact-
layer and minimize junction-leakage. Nevertheless, the junction depth ch of the
contact-region should not be larger than that needed to meet these conditions.
That is, the greater the junction-depth, the larger must be the width of the
sidewall-spacer. This, in turn, will result in a longer SDE-region (which increases
the value of the parasitic SDE-resistance, Rgpg). In Sect 5.3.1.3, we will see that
to enable a MOSFET to deliver improved performance as the gate length is
scaled, it is critical that the source/drain contact design should minimize both the
parasitic series-resistance-effects and the salicide-substrate contact-resistance. In
addition, to ensure that short-channel-effects are effectively controlled as the
MOSFET is scaled, both X; and X;c will also have to appropriately scaled,.

Figure 5-12 shows the depths of the source/drain-region junctions and
undoped channel-region as MOSFETs are scaled below 200-nm (where L; is the
lithographically-drawn gate-length), as taken from the ITRS 1999 study.20 The
design rules used in ITRS 2001 to calculate these same values have been relaxed
slightly from those in the 1999 study: 1) the source/drain-contact junction-depth
is 1.1 L; (#33%), compared to 0.8 L, ; 2) the source/drain-extension junction-
depth is 0.55 L; (£25%), compared to 0.4 L; ; and 3) the undoped region near the
Si/gate-oxide interface in a super-steep retrograde doped channel (SSR) is 0.3 L,
(#25%), compared to 0.2 L;. Creating and maintaining these ultra-shallow
junctions remains a fundamental challenge for doping and metrology techniques.

In this section we will discuss two subjects related to the formation of the
source/drain-structure in deep-submicron MOSFETs, namely: 1) the issues
involved in keeping the value of the resistance of the drain region Rg (which is
the sum of the parasitic resistance components and contact resistance), to a value
that is sufficiently low to meet the requirements of scaled-MOSFET device-
design, and 2) the process technology needed to form shallow SDE-junctions.
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CMOS Junction Scaling
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Fig. 5-12 Source/drain junction and undoped-channel depths for planar CMOS on bulk-Si.

5.3.1 Resistance of Deep-Submicron Source/Drains

In the planar MOSFET, the device-region in which transistor-action occurs is the
channel under the gate. The current coming from the metal-interconnect lines
must flow from the metal-Si-contact to the edge of the channel through the
source or drain regions (Fig. 5-13). In the MOSFET, current enters the contact
perpendicular to the wafer-surface, and then travels parallel to the surface in
order to reach the channel. The total parasitic series-resistance, Rg, of the current
path from the contact to the edge of the channel of a single-region drain (i.e., one

(@) METALLURGICAL
xﬂ# JUNCTION
R,
R4 Rgp$ ac

(b) ! Rsh l

Fig. 5-13 Schematic drawing showing: a) current paths within the source and drain
regions, of a planar MOSFET and; b) their corresponding representative series resistance
component&21 (© 1987 IEEE).
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198 SILICON PROCESSING FOR THE VLSI ERA - VOLUME IV

that does not have an LDD or a SDE) can be modeled by the sum of four
components;2!
Rg = Reo + Ry + Ryp + Ry 6.1}

where R, is the contact resistance between the metal and the source/drain
region, Ry, is the sheet resistance of the bulk region of the source and drain, Rsp
describes the resistance of the current lines crowding near the channel end of the
source, and R, is the accumulation-layer resistance.

If the MOSFET drain has an SDE, the Ry, component of Rg can be replaced
by Rgpg. as indicated in Fig. 5-14, so that Rg is now given by:

RS = RCO + RSDE + RSp + Rac (5.2]

In any case, the value of Rg must be viewed from the perspective of how it
affects the performance of a MOSFET. Specifically, its value must be compared
to that of the channel-resistance R, of the MOSFET in its ON state:

Rgat = Vpp/Ipsat 5.3)

When the external resistance of the source + drain regions is equal to
approximately 10% of the value of Rg,;, the saturation-drain-current Ing,eis
reduced by about 8%. In most MOSFET design approaches, the goal is to keep
Ipgat from being reduced by no more than 10% due to such series-resistance of
the source and drain regions. Thus, it is useful to analyze the components of Rg,
so that it can be understood what factors can be adjusted to keep the value of Rg
to the value which will meet the Iyg,-degradation design goal.

Metal
Spacer

Fig. 8-14 Schematic drawing of the components of source or drain resistance in a deep-
submicron MOSFET.
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For future scaling, the value of Ry, (actually Rg,(W, normalized per unit

m of four ’
, device width) is given by:

5.1) Rt W = Vpptox/(0.47vgai€ox [Vpp — V1l) = tx/(0.376vh€05) (5.4)
urce/drain : Equation 5-4 indicates that since ty, will continue to be made smaller as
drain, Ry, MOSFETs are scaled, the value of Rg,W will also decrease as the devices are
end of the \ scaled. This implies that the value of Rg will also have to be made lower with

| each technology node. Before we examine in detail the implications of a
e replaced o decreasing R, (and therefore also a decreasing Rg), we first need to give a more
) thorough discussion of the physical meaning of the parasitic resistance

5.2) o components of the drain contact region, namgly Ryer Rspv and Rgpg.
of how it . 5.3.1.1 Physical Meaning of Ryg, Rgy, and Rgpg: Let us discuss the physical
compared origins of the three parasitic resistance components of the drain/source-regions,
with respect to deep-submicron NMOSFET structures. Figure 5-15 depicts the
doping gradient of an n*-p junction at the source (or drain) end of an NMOSFET.
(5.3) L The dotted lines indicate contours of constant doping concentration. We define
equal to ‘ the end of the MOSFET channel as the location where the metallurgical junction
nt Ipga is : occurs (i.e., where N = N at the surface). When the MOSFET is turned ON, an
is to keep ; inversion layer is induced along the length of the channel (i.e., in the substrate-
sistance of region - where for this NMOSFET the doping is p-type). However, because the
:nts of Rg, ! gate is an equipotential region, the positive bias needed to turn the MOSFET ON,
alue of Rg - will have a different effect on the silicon region under the gate if it is doped n-

type. That is, in the region where the drain doping overlaps under the gate edge,
an accumulation-layer (instead of an inversion-layer) is formed (dark region in
Fig. 5-15).

The length of the accumulation-region is determined by the point where the
induced (accumulated) carrier-concentration at the surface equals the background
doping level. For example, a typical bias induces ~101%cm? carriers in the ac-
cumulation layer while the maximum doping level in the source/drain region is in
the 1020-1021/cm3 range. Therefore, the accumulation-layer has a more negli-
gible effect in the more heavily doped region of the drain (i.e., further away from
the channel edge). Nevertheless, there is still a component of resistance due to
the resistance of the accumulation-layer in series with the channel-ON-resistance,
and this component is referred to as the accumulation-resistance, R,.. Both the
accumulation-layer and the inversion-layer have about the same thickness (which
is given by X~,and to which we will refer again in the discussion on Rsp)~ In any

e in a deep- case, for deep-submicron MOSFETs, the length of the accumulation-layer is so
short, that R, does not play a significant role in causing the value of Rg to
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Y

METALLURGICAL
JUNCTION

Fig. 5-15 Details of structures near the vicinity of the channel end. The dotted lines are
contours of constant concentration. Dark region represents the accumulation layer.2! (©
1987 IEEE).

rise as the devices are scaled. Hence, we will not consider this component any
Surther in discussing the problem of the increase in Rg as the MOSFET is scaled.
Let us consider RSp next, as this parasitic resistance component does play a
role in the increase of Rg as the devices are scaled in the deep-submicron regime.
Qualitatively, for a non-abrupt junction (i.e., where the doping contours are
spaced over some finite distance, as depicted in Fig. 5-15), RSp arises because

after leaving the channel, the current does not immediately spread into the bulk
of the source-drain regions (where the resistance effect is given by Rgpp).
Instead, the carriers leave the accumulation layer and spread out as they move
from the thin accumulation layer into the (laterally) uniformly-doped SDE-region
of the source or drain SDE (Fig. 5-16).22 This resistance component is called the
spreading resistance, R,

An analytical approximation for calculating the value of Ry, is given by:

Rgp ~ (2p/mW) In (BX/X0) (5.5)

where p is the resistivity of the SDE-region, and X is the inversion-/
accumulation-layer thickness, and § is a constant that varies from 0.37 to 0.9
(depending on the method of derivation). For the purpose of this discussion, an
intermediate value of 0.58 will be used.2!

The value of the series-resistance component Rgpg of the SDE-region as
shown in Fig. 5-14 can be estimated from (i.e., R = pl/A):
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Resistivity p;

Fig. 5-16 Schematic diagram showing the resistance component associated with the
injection region where the current spreads from a thin surface layer into a uniformly
doped source or drain region,22 (© 1983 IEEE)

Without resorting to a two-dimensional analysis to calculate the length of the

SDE region Igpg, a reasonable estimate of its value is L; /2 (where L, is the
lithographically drawn gate-length). Thus, since Xj ~0.55 L;, (as described in the

ed lines are
layer.?! (© :

sonent any introduction of this section), with scaling the ratio of /gy to the SDE junction-
s scaled. depth X will remain approximately 1.2.
loes Plf‘y a The sum of Ry, and Rgpp will give the value of the parasitic series resistance
on regime. component of the SDE region of the drain contact structure. That is, when Eq.
mtours are ; 5.5 and 5.6 are added together we get:
es because ~
by Rgpp)- From Eq. 5-7 it can be seen that, in effect, Rgp multiplies the resistance of the
they move SDE region by the quantity given in the brackets of Eq. 5-7. This quantity is
sDE-region expected to range from a factor of 2.09 at the 250-nm generation to about 1.48 at
; called the the 50-nm generation, which indicates the RSp plays a significant role in the
; parasitic resistance of deep-submicron MOSFETs, and it would be beneficial if

by: methods could be developed that could reduce its value.

(5.5) 5.3.1.2 Comparing the Resistance of the SDE Reglon (Rgp + Rgpg) 10 Rgyp: With
inversion-/ the equations derived in Sect. 5.3.1.1 it becomes possible to estimate the values
)37 to 0.9 of (RSp + Rgpp) that will be required for MOSFETS scaled down to 50-nm. (Note

that this analysis was adapted from Ref. 23.) The center curve of Fig. 5-17 shows
the calculated values of the channel resistance Ry, (W (in Q-cm) of MOSFETSs
from the 0.25-um (250-nm) node down to the 50-nm node. The upper and lower
curves show what the value of 2O(Rsp + Rgpp)W would be if the SDE region had
sheet resistance values of 500-Q/sq and 1000-£/sq, respectively. Note that

cussion, an

-region as
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Fig. 5-17 Allowed values of drain (or source) extension resistance considering both bulk
extension resistance Rgpyp and extension spreading resistance RSP.23

values are shown for n-channel devices, p-channel devices would be about 20%
higher. In addition, 20(RSp + Rgpp)W is used because the source and drain
contact regions each contribute to the resistance in series with Ry, (W.

The data in Fig. 5-17 indicates that the sheet resistance values of (Rgp + Rgpp)
will need to be about 650-Q/sq for 250-nm MOSFETs and about 900-Q/sq for
50-nm MOSFETs if the value of 20(Rg, + Rgpp)W needed to limit the
degradation in Ipg, to 8-10% is to be achieved. However, since the junction-
depths of the SDE-regions decrease as the gate-lengths are reduced, in order to
keep the sheet-resistance-values in the 650-900-/sq range, the average doping-
densities in the SDE-regions will have to be increased. As shown in Fig. 5-17,
the peak values of doping will have to exceed 1019/cm3 (e.g., for the 50-nm node,
the peak doping will have be 5.5x1019cm3).

By 2001 it was determined that junctions whose depth was 35-nm could be
fabricated with 0.5-keV implants and spike-anneals, but that this was about as
low as could be practically achieved (see Sect. 5.3.3). Thus, for 0.1-um
technologies, it will be possible to fabricate SDE-regions with adequately
shallow junctions and sufficiently low-values of sheet-resistance. However, it is
not clear if it will be possible to do this for 50-nm devices, since the junction-
depth will have to decreased to about 20-25-nm, and this will mean that the sheet
resistance will have to be significantly increased above 350-£/sq.

Also note that the model for Rep given by Eq. 5-5 does not include the effect
of the steepness of the lateral-doping-concentration-gradient of the SDE-implant.
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As MOSFETs are scaled below 100 nm, this effect becomes the dominant factor
that controls the value of Rsp- We discuss this issue further in Sect. 5.3.5.

Since increasing the concentration of dopants in the shallow SDE-regions is a
difficult task, other ways to reduce the value of the resistance of the SDE-regions
have also been sought. From Eq. 5-6 it can be seen that if the length of the SDE
region could be reduced, the value of its resistance would also be decreased.
| While this can be accomplished by decreasing the width of the sidewall spacer,
: this is not practical in the conventional deep-micron MOSFET-structure. That is,
since a deep contact-region is needed (to accommodate the reacted salicide-layer,
see Sect 5.3.1.3), the lateral-straggle of the deeper contact-implant would
; penetrate under the gate edge too far if such a narrower sidewall-spacer is used.
5;', However, as we will discuss in Sect. 5.3.2, incorporating elevated-source/drains
: into the MOSFET structure would permit the use of such narrow sidewall-
spacers, thus allowing the resistance of the SDE-region to be made smaller.

5.3.1.3 Parasitic-Resistance Rg, of the Deeper Contact-Region of the Drain:

ng both bulk

about 20% Although the contact-region of the drain-structure has a deeper junction-depth
: and drain i than the SDE, it can also contribute significantly to the parasitic series resistance
L of the drain structure, namely through the contact resistance, R, That is, a
p + Rspp) | : salicide (TiSiy or CoSi,) is formed on the surface of the contact-region by
20-Q/sq for o sputter-depositing a layer of Ti (or Co) onto the wafer. Then the Ti (or Co) is
> limit the reacted with the silicon at elevated temperatures, forming the salicide layer. This
1e junction- | salicide-layer (and the kinetics of its formation) play a role in the value of R .
in order to A simple model for R, (or R, W) is given by:21
age doping- ‘
1 Fig. 5-17, S 10°
i0-nm node,
m could be E
as about as E o
for 0.1-um o
adequately =
ywever, it is o
1€ junction- - [ “o Calculated Values
iat the sheet 102 | ; l . , . ;
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le the effect Technology Generation (nm)
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Fig. 5-18 Allowed values of drain (or source) contact-resistance,23
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ReoW 2p/2 L, (5.8)

where p. is the specific contact resistivity of the silicon-to-silicide interface (in
Q-cm?). This can again be compared with the channel-resistance Rgg,. Figure 5-
18 gives values of 20R,,W for a 10% contribution of (source + drain) contact
resistance. To have a 10% or less contribution, the data in Fig. 5-18 indicates that
p. must be in the range of 107-Q-cm? for 0.25-um MOSFETSs, but must get
down to around 4x10-8-Q-cm? for 50-nm MOSFETs. It has been demonstrated
that for a barrier height of about 0.5-¢V, the required doping-density needed to
achieve such a low value of p is above 1020/cm3. This means that the silicon
regions in contact with the silicide will have be very-heavily doped, a condition
that may not be possible to attain in 50-nm MOSFETs with conventional
structures, for reasons we describe next.

When the silicide is formed on the source/drain contact-regions by the
reaction of Ti (or Co) and silicon, some of the silicon in the substrate is
consumed (i.e., when TiSi, is formed, the silicon consumed is about 75% of that
of the thickness of the final silicide film, while for CoSi,, even more silicon is
consumed — about equal to the thickness of the CoSi, that is formed). This has
two repercussions. First, the contact-region of the drain must deep enough so that
the junction is not entirely lost as a result of the silicide-formation. To keep the
implanted dopants from negating the benefits of the shallow SDE-junction (as a
result of lateral-straggle that causes the implanted species to penetrate laterally
under the implant-mask edge) a sufficiently wide gate-sidewall spacer must be
used to mask the contact-region-implant. This impacts the resistance of the SDE-
region, through an increase in Igpp. Second, the silicon consumed is that nearest
the surface, just where its doping concentration is the highest. The interface
between the resultant silicide and the silicon is far below the initial silicon
surface, where the implanted doping-concentration is considerably lower (which
will impact the value of R.,). Furthermore, the dopant in the silicon (especially
boron) is known to segregate into the silicide layer, further depleting the doping-
concentration at the silicide-silicon interface. Since the contact-region of the
drain cannot be made arbitrarily deep (due to the fact that lateral-straggle also
increases as the projected-range of the implant is increased), it is not clear that it
will be possible to make contact-regions with doping concentrations that are
adequately high to achieve the required low-values of p.. The use of elevated-
source/drain regions (Sect. 5.3.2) would also allow a way around this obstacle.
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One proposed method for reducing the series-resistance of the source/drain
structures in deep-submicron MOSFETs is to modify the basic device structure
by adding so-called elevated (or raised) source/drains (Fig. 5-19). In this
te laterally method, the heavily-doped contact is elevated above the original substrate
or must be surface by forming a selectively-grown epitaxial-Si (or perhaps Si-Ge) layer.

f the SDE- - The MOSFET with elevated-source/drains has several advantages for devices
when they are scaled to 50-nm and beyond. First, the width of the sidewall-
spacer can be made much smaller. This can greatly reduce the resistance of the
SDE region by decreasing its length lgpg. Second, the n* contact layer can be
sufficiently thick to contain the salicide layer without junction-leakage problems.

that nearest
ie interface
tial silicon

wer (which . . . . } .
(especially Third, the selective-epitaxy-layer can potentially be heavily-doped during growth
- doping- to obtain a lower contact-resistance. However, two selective-epitaxy processes

will be needed since both n* and p* contacts must be made. The Si-epitaxial-
growth steps occur after the SDE-implant. To keep the dopant of the SDE-region
from diffusing too-far under the gate-edge, the selective-epitaxial-processes will
have to be carried out as sufficiently low temperatures (i.e., probably below

zion of the
raggle also
clear that it

ms that are ’ ; . o E
f elevated- 850°C). A technique involving such a low-temperature epitaxial-process for
Sstacle forming elevated-source/drains was described by Miyano et al.24
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In late-2001, Intel announced that the deep-submicron-MOSFET structure it
intends to use for the next decade is designed with elevated-source/drains (and an
SOI-structure that also employs a high-k dielectric [ZrO,], SSR-channel-doping,
and pocket-implants for punchthrough-control).58

5.3.3 Shallow-Junction-Formation for Deep-Submicron Source/Drains

The main thrust for achieving shallow SDE region junction depths is to decrease
the energy of the SDE-implant. For the source/drain-structures of the 0.13-um
and 0.1-um technology nodes, single-digit keV energies are expected to be
needed for the implants that will form the drain contact regions, and sub-keV
energies will be needed for the SDE-region-implants.

5.3.3.1 Ultra-Low-Energy Implants: There are three reasons that reducing the
energy of the implant leads to a decrease in the junction-depth. First, the
projected range R, of the implant becomes smaller as the energy is reduced.
Second, the straggle and ion-channeling effects both scale with Ry (which is
especially important for B implants). Third, TED that occurs during the implant-
annealing step is reduced (see Sect. 5.3.3.2). It turns out that for sub-keV B-
implants the channeling-effects become relatively unimportant (compared to the
broadening of the implant doping profile caused by TED during the annealing
step). For this reason, elaborate measures to reduce channeling (such as
performing a pre-amorphization-implant prior to the low-energy SDE-implant)
are not likely to be used for MOSFETSs with gate lengths of 0.1-um and smaller.
The difficulty with implementing such low-energy-implant processes in
manufacturing applications is achieving the productivity that the industry has
been accustomed to getting at higher-implant-energies. For example, at energies
greater than 10-keV, a high-current-implanter with a beam-current between 10-
and 25-mA can implant 230 wafers per hour with the high dose of 4x10!5/cm?2,
(Note that beyond 0.18-um, the doses of the SDE will be in the 1-2x10!5/cm?
range, and the doses of the contact-regions of source/drains will be even higher.)
At sub-keV energies, the maximum beam-current available on commercial
implanters in the mid-1990s timeframe was in the 1-2-mA range. Even after a
reduction in dose (made possible by the decreasing energy), the productivity is
only fraction of what it previously was. The decreased beam-current at lower
energies follows from Child’s law, which states that the maximum ion-current
that can be extracted from any cathode, drops off as V3/2 where V is the
extraction voltage. While this basic constraint can be somewhat circumvented
(by extracting a larger current at a higher energy and then decelerating the beam
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to a final lower energy; i.e.., what implant vendors refer to as “decel”), the
effective beam-current still decreases with the final energy. With decel, care must
also be taken to minimize energy-contamination caused by ion-neutralization
before (or in) the decelerating field. That is, ions neutralized while being
transported in the beamline will not be counted as part of the dose. Furthermore,
they will be implanted at much higher energy, possibly causing deeper junctions
(thus defeating the central purpose of using an ultra-low-energy implant).

There are two commercially available high-current, low-energy-implanter
configurations: 1) batch (or multiwafer) implanters; and 2) single-wafer
implanters. Batch type implanters are sold by Axcelis (GSD/200E® model) and
Applied Materials (Quantum LEAP®). A single-wafer, high-current, low-energy-
implanter (with a scanned ribbon beam) is offered by Varian Semiconductor
(VIISta-80%). The vendors of the “batch” type low-energy-implanters argue that
the throughput is significantly higher-than for single-wafer machines. The batch
systems use a fixed beam, while the single-wafer systems use a scanned beam.
The tuning time for a fixed beam is always shorter than that needed for a scanned
beam, Hence, the set-up time for a batch system is smaller. Capacity modeling
studies have shown that fewer batch low-energy-implant-systems are required
(e.g., 3 to 4 for a fab that starts 5000-wafers per week with a 0.18-um process,
versus 5 to 9 single-wafer-implanters), primarily because of the fast tuning in the
batch machines. This reduces the overall capital-cost and cost-per-wafer.

The advantages claimed for the low-energy, single-wafer-implanters are the
following: 1) the angle of the implant with respect to the wafer surface can be
controlled more accurately in a single-wafer-implanter; 2) sputtering of metals
from the spinning disk (the largest source of contamination in batch-implanters)
is eliminated; and 3) a 70°-angle analyzing-magnet allows the VIISta-80% to
essentially eliminate the problem of energy contamination.

While a significant effort was being expended to improve the productivity by
increasing the beam current,25:26 the basic capability of being able to implant at
an ultra-low-energy (i.e., sub-keV) already existed by 2000. (That is, by 2000
implanters were available that could provide 4-mA at 0.2-keV.) This allowed
researchers to investigate the limits of shallow SDE-junction-depths with sub-
keV implants and conventional RTA methods. Drain extensions with junction-
depths that meet 0.1-um technology requirements were demonstrated.2? It
appears, however, that it may not be possible to improve on these results unless
either the extension-resistivity-specification is significantly relaxed or new
annealing technologies are developed which provide a smaller thermal budget
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Fig. 5-20 Sheet resistance and source/drain junction depth expectations for CMOS
transistors according to the ITRS99 study for cost and performance-focused product and
gate sizes from 180 nm towards deeply-scaled devices with gates ~20 nm. Also shown
are experimental results for sub-keV B* implants with “spike” RTA in CZ-Si materials.%?

and are compatible with CMOS processing. That is, in order to meet the
decreased resistivity requirements of the scaled MOSFETs, it is necessary to
implant a larger dose or increase the annealing temperature to activate more of
the smaller dose implant. The issue is illustrated in Fig. 5-20, where the ITRS99
expectations for the source/drain-extension junction-depth and sheet-resistance
are compared to experimental results for boron-doping with sub-keV B-implants
and a “spike”-RTA process (with a high-temperature thermal-cycle of 1050°C for
1 sec). All of the experimental results are above the ~10-3-Q-cm resistivity
“wall” (the dark downward-sloping line in this figure). The shaded squares and
triangles in Fig. 5-20 are actual experimental data, whereas the open circles are
expected results that have not yet been attained. The resistivity requirements for
“high performance” MOSFETs are ~10-4-Q-cm for 20-nm MOSFETS.

As compared to the SDE-regions of the source/drain, higher doping-
concentrations are needed for the contact source/drain-regions. This is because
these regions are used to contact the silicide-layer, and high doping-
concentrations help to reduce the value of R_,. Since these regions are not
adjacent to the channel, they do not have as great an impact on short-channel
behavior as the SDE-junctions. Consequently, doses and implant-energies can be
higher than those permissible for SDE-regions, even when B-implants are used.
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By 2001 the trend of using lower implant energies for the SDE-implant for
each generation appears to have reached a practical limit in terms of device
performance (especially for p-channel transistors). That is, 0.5-keV boron
implants appear to be the lower useful limit for shallow junctions, not just for
0.13-um but for all technologies.28 Below 0.5-keV, the implant becomes less
productive, more costly, and the final junction performance (i.e., the
simultaneous achievement of junction-depth and resistivity) is the same. The
performance limit with a 0.5-keV boron-implant and spike-anneal is a junction-
depth of about 35-nm and a sheet resistance of about 350-£/sq. It appears that to
further reduce either value, the other must be increased.

5.3.3.2 Transient-Enhanced Diffusion: The second key reason for developing
dopant implant processes with energies in the sub-keV range (besides reducing
the as-implanted depth), is to minimize the transient-enhanced diffusion (TED)
of the dopant. When high-energy ions enter the silicon lattice, they displace
silicon atoms from their lattice sites, creating pairs of vacancies and interstitials.
When the post-implant anneal is initiated, most of these interstitials and
vacancies recombine, but some interstitials remain behind (in an amount about
equal to the quantity of implanted atoms ~ most of which now occupy the sites
that were formerly filled by the still-displaced silicon interstitials). The fact that
each implanted atom produces about one residual interstitial after a very short
anneal is called the “+1 approximation.” TED can be explained by relating its
enhanced-diffusion effects to the presence of these excess interstitials for a wide
range of low- and medium-dose implants, and low- and medium-energies.

The residual excess interstitials rapidly coalesce into such unstable extended-
defects as {311}’s and also into more-stable extended-defects, such as
dislocation loops. While this coalescence occurs because there is a lower system-
energy when the interstitials populate extended-defects (compared to when they
exist as individual interstitials), the defects are still metastable. Thus, they
dissolve with continued annealing (especially the {311}-defects). During their
dissolution they emit interstitials into the silicon. The rate at which these defects
dissolve depends on the activation-energy and annealing-temperature.
Nevertheless, as long as these defects exist, an interstitial supersaturation is
maintained (i.e., a higher concentration of interstitials is present than would exist
in the absence of the extended defects). Since boron diffuses by an interstitial
mechanism, its diffusivity is enhanced by the excess interstitials - with the time-
averaged diffusivity-enhancement equal to the time-averaged interstitial-
supersaturation. In any case, both the interstitial-supersaturation and the
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diffusivity-enhancement soon end after the defects have dissolved. The
enhancement is thus transient.

The increase in depth of a shallow SDE-junction AX; due to TED can be
expressed in terms of the initial-supersaturation of interstitials and the time of the

interstitial defect dissolution as:
Aij o< NRy exp [- (-1.4 eV)/kT] (5.9)

where N is number of interstitials initially trapped in the defects (approximately
equal to the implanted dose, as noted above) and Ry, is the projected ion range
(which is where the peak concentration of the excess interstitials is initially
located). The linear dependence of N simply represents the fact that the larger the
dose, the larger the supersaturation, and hence the greater the diffusivity
enhancement. The linear dependence on R, has been demonstrated
experimentally. The nearer the excess interstitials are to the surface, the faster
they reach the surface (where they are annihilated). The linear dependence on R
explains why use of ultra-low-energy implants reduces TED effects. That is, if an
ultra-low-energy implant is used, Ry, will be small. Thus, the location of the
interstitials will be closer to the surface, allowing them to escape there faster.
Thus, the duration of the transient is shortened, making the value of AXj
smaller.2% (Later work indicated that for implants below 1-keV in energy, TED is
even further reduced because there is less lattice damage per ion.30)

Another important dependence contained in Eq. 5-9 is the negative activation-
energy of Aij, which arises from the fact that the interstitial-supersaturation due
to the presence of the extended-defects is larger at a lower temperature. The

negative-activation-energy implies that if the defects are annealed out at a low
temperature, the final junction will be deeper than if the defects are annealed out
at a higher temperature. This is one of the main reasons why the S/D anneals are
currently carried out in an RTA tool rather than in a conventional batch furnace
(that has a ramp-up rate of a few degrees per minute). In an RTA chamber,
significantly less time is spent during the temperature ramp-up at a lower
temperature (at which the diffusivity-enhancement is larger).

5.3.3.3 Rapid-Thermal-Annealing of Shallow Junetions: To form the shallowest
junction possible using ultra-low-energy implantation, it is necessary to minimize
the thermal-budget after implant. (Thus, as noted above, annealing such implants
is carried out in RTA tools to realize good-quality shallow junctions.) In the ideal
case, the as-implanted-dose would spend “zero” time at the temperature that
would electrically-activate the dopants and heal the lattice damage from the
implant. (Exposure to a high-temperature for a very-short time is effective
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because the activation-energy for dopant-activation is typically higher than that
for diffusion, thus electrical activation is favored while limiting diffusion.
Reported values for boron are 5.4-eV and 3.4-eV for activation and diffusion,
respectively.) Attempts to reach this ideal annealing condition have led to the
development of so-called “spike” anneals, which consist of very fast ramp-up and
ramp-down of temperature, with virtually zero-time at the peak temperature.
Experiments have shown that the difference in the percentage-of-activation and
sheet-resistance between spike-anneals and those that keep the wafer at
temperature for 10-sec is negligible. On the other hand, for the 10-sec-at-
temperature anneals, the junction-depth increases with temperature.88 This
indicates that spike anneals are more effective at higher peak-temperatures.

In practice, spike anneals have an effectively finite-time at temperature. Also,
in reality, while ramp-up rates as fast as about 200°C/sec are possible, the ramp-
down is limited to approximately 50-80°C/sec. As a result of these deviations
from ideality, it is useful to determine what is a sufficiently-fast ramp-up rate.
The negative-activation-energy of TED seems to indicate that as high a ramp-rate
that can be attained, should be used during a spike anneal. However, experiments
show that for such ultra-fast ramp-rates, the advantage gained by going from
moderately fast (e.g., 100°C/sec) to ultra-fast ramp-up rates (200-400°C/sec) is
relatively small for ultra-low-energy implants. Such a small advantage must be
balanced against the loss of process control (e.g., across-wafer thermal-
uniformity and temperature-repeatability) which inevitably occurs when such
ultra-fast ramp-up-rates are used. The reason the advantage is not very great is
that TED is already sufficiently minimized at 100°C/sec.32 This reduction in
thermal-budget during ramp-up is negligible compared to the portion of the
thermal budget which cannot be reduced (the finite-dwell-time at temperature
and the relatively low ramp-down-rate).

The data shows that the largest reduction in junction-depth with increased
ramp-up-rates occur for the lowest-energy-implants (see Fig. 5-21).3! Since TED
decreases with decreasing implant-energy, it can be inferred that the advantage is
primarily due to the overall thermal-budget and not just of the TED. It is
therefore evident that without the ability to increase the ramp-down-rate (when it
is relatively smaller than the ramp-up-rate), the advantage from increasing the
ramp-up-rate will quickly saturate at ramp-up-rates greater than the ramp-down-
rate, In addition, it has been determined that the ramp-rate is not as good a
measure of the quality of a spike-anneal as is the time spent diffusing the dopant.
That is, since about 90% of the dopant-activation occurs in the short-duration
from approximately 50°C below the peak-temperature to the peak-temperature
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Fig. 5-21 Junction-depth, measured at a concentration of 1x1018/cm® after spike-
annealing at various ramp-up-rates. The ramp-down-rate was the same in all cases. For
both As and B the advantage from a faster ramp-up is largest for the shallowest implant.
This implies that the reduction in TED (known to decrease with implant-depth) is not the
dominant mechanism responsible for the larger reduction in junction-depths observed for
the shallower-implants with increasing ramp-up-rates.>!

and back to 50°C below, this interval of time is really a better specification of the
quality of a spike-anneal 28

Figure 5-22 is a survey of published spike-anneal data that was presented in
Ref. 32. It can be seen that many of the data points are coincident, despite having
been taken from different implant-and-annealing conditions (energy, dose, and
ramp-rate). It is evident that more than one set of process conditions can be used
to arrive at the same junction properties.

A variety of RTA-tool configurations are commercially available, including
the following: a) linear lamps, double-sided heating; b) axisymmetric lamps,
single-sided heating; ¢) arc lamp; d) hot-plate; and e) hot-wall RTP. Several
general references are available that give detailed descriptions of these types of
RTP tools.33.3435 Data on shallow junctions formed with the various RTP-tool
types can be found in the following references: lamp-based RTP systems (36);
hot-plate (susceptor — 37); and hot-wall RTP (38).

New ways to increase the value of the electrically-active-dopant in shallow-
junction regions are also being actively being researched. Some of these
novel techniques include: 1) laser anneals;3® 2) strain-compensation implants
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Fig. 5-22 Comparison of p-type sheet-resistance and junction-depth data for spike-anneals
ifter spike- , using various implant-and-annealing conditions. The data set includes a 400°C/sec ramp-
1 cases. For . up-rate and 0.2-keV implant-energy. Note that all the data points fall in a rather narrow
est implant. band. No one has been able to make a 30-nm junction with a 300-Q/sq sheet-resistance
h) is not the using ion-implantation and conventional rapid-thermal-annealing.32
»bserved for ~ (e.g., by adding Ge-atoms to the silicon lattice, their larger size compensates for
strain caused by the smaller B atoms. This increases the solubility of the boron
ation of the . atoms in the silicon.);40 and 3) using RTP-tools which have a short lamp-

response-time, which increases the ramp-down-rate,*!
resented in

. . 5.3.3.4 Dopant Loss for sub-keV Implants from Self-Sputtering, Out Diffusion,
pite having

and Surface Oxide: Several factors associated with ultra-low-energy implants

:aioljz’uzzg give rise to loss of some of the species that are implanted, and they are discussed
in this section. The effects that lead to such dopant loss are: self-sputtering, out-
. including diffusion, and the presence of a surface oxide during the implant process. When
tric lamps, the dose-loss from all three of these effects are combined, the loss can be large
“P. Several enough to pose a significant problem for ion-implant processes carried out at
se types of energies of 0.5-keV or lower.
s RTP-tool The first phenomenon associated with dopant loss in ultra-low-energy implant
stems (36); processes is self-sputtering. That is, when any solid-surface (the target) is struck
by an ion-beam, sputtering of atoms from the target will occur. The number of
in shallow- atoms sputtered for each bombarding ion rises as the energy of the ion decreases.
e of these In particular, when the ions being implanted have energies in the 0.2-1-keV
. implants range, significant sputtering of the target will occur. For example, when 0.5-
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Fig. 5-23 The dose-loss due to self-sputtering depends on how much dopant has already
been implanted. (a) At the start of the implant most of the sputtered atoms are silicon. (b)
As the composition of the near surface layer becomes altered, with an increasing fraction
of them being boron, more boron atoms are sputtered.>

keV B-ions strike a silicon target, about one Si-atom is sputtered for every four
implanted B-atoms. Since at such low-energies the implanted species also come
to rest near the Si surface, some of these implanted B-atoms themselves will be
subject to sputtering. In fact, it is expected that with increasing B-dose, more and
more of the implanted B-atoms will be sputtered from the surface. (This
phenomenon is depicted in Fig. 5-23.) Since additional B-implanted-atoms will
be sputtered with increasing dose, this implies that the fraction of implanted dose
that is retained in the silicon wafer will decrease with increasing dose. Given the
difficulty associated with achieving a large beam-current at such low-energies, a
further reduction in the retained dose is very undesirable. That is, while the
dopant-loss could be compensated by increasing the implant dose, this will
further decrease throughput (which is already too low).

Figure 5-24 plots the retained-dose compared with the nominal-dose for
various energies.32 It indicates that at 2-keV essentially the entire dose is
retained. But at implant-energies of 0.5-keV and 0.2-keV, a significant fraction
of the implanted-dose has been sputtered out, with the missing fraction rising
with increasing dose. For a nominal-dose of 1x1015/cm?, sputtering causes a 10%
reduction in the retained dose at 0.5-keV, and a reduction of 20% of the retained
dose at 0.2-keV.
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; If BF,* is used to implant B at low-energies, the sputtering problem is
o expected to be even worse than if B is implanted. That is, in BF,*-implantation,
k for each implanted B-atom that contributes to the retained dose, there are now 3
® k atoms (one B and 2 F) which can cause sputtering (compared to just one B-atom
. for an implant process that uses B*-ions instead). For example, for a nominal
dose of 1x1015/cm?, we stated that a 0.5-keV B*-implant will cause a 10%
reduction in retained dose. However, if a BF,* implant is carried out so that the
B-atom in the BF,*-ion has the same energy as in the 0.5-keV B*-process (i.e.,
the BF2+-ions have energies of 2.2-keV), the reduction in retained-dose increases
to ~20%. The above circumstances imply that caution must be exercised when
comparing junction data from the literature for different sub-keV implants or for
different species. A correction needs to be applied for the different retained-doses
to allow meaningful comparisons to be made.

The second effect that gives rise to dose-loss is our-diffusion. Out-diffusion of
implanted species occurs during the annealing steps that are performed after the
implant. As the projected-range Rp of the dopant is decreased (as a result of

WM W W e w w w — = =

t has already

e silicon. (b) implanting at lower energies), the out-diffusion grows worse. The reduction in
sing fraction retained-dose after a 1000°C/15-sec-anneal is approximately 10% for an implant
energy of 0.5-keV, but increases to 15% for 0.2-keV energies.
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Fig. 5-24 Retained B-dose as a function of nominal B-dose implanted into (100)-silicon
wafers with an as-received native oxide. The trend lines are 3 order polynomial spline-
fits. For a nominal B-dose of 1x1015/cm?2, sputtering leads to a reduction of ~10% in the
retained dose at 0.5-keV, and a reduction of ~20% at 0.2-ke V.52
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The final cause of dopant-loss in sub-keV implants is due to the presence of
an oxide on the silicon-surface during implant. Such an oxide is often
deliberately grown to protect the silicon surface from metal contamination during
the implant process (see Chap. 10, Vol. 1, 2" Ed.). While this protective oxide
layer can be made quite thin, it nevertheless has a finite thickness. It is clear that
as the implant energy is reduced, a larger fraction of the as-implanted dose will
be located in the protective oxide. Since the oxide is stripped off at the end of the
implant step, the dopant that remains in the oxide cannot contribute to the
formation of the junction. Approximately 25% of the B implanted at 0.5-keV is
lost by removal of a 15-nm-thick surface-oxide, while more than 40% is lost for
0.2-keV implants. With these results, it is possible to estimate the equivalent-
dose needed at lower energies (such as 0.2-keV) to make up for the larger loss as
compared to 0.5-keV implants. For example, it has been calculated that to
successfully implant a dose of 4x10!4/cm? B-atoms at 0.2-keV into the silicon
beyond the protective oxide, the beam-current would have to be as much as 60%
greater than the beam-current at 0.5-keV to obtain an equivalent throughput
process.32 To circumvent the oxide dose-loss problem, some ultra-low-energy
implant processes are being carried out without the use of a protective oxide.

In summary, the dose-loss effects are significant for sub-keV implant
processes, and the loss increases as the implant-energy is reduced. For the
extreme case of 0.2-keV implants, as much as 40% of the B-dose can be lost due
to the combined effects of self-sputtering, out-diffusion, and native-oxide
removal for the high doses needed for an SDE-implant.

5.3.4 Effect of the Overlap of the SDE-Region and Gate-Edge on MOSFET
Performance

In addition to being able to carefully set the junction-depth Xj and length of the
SDE region Igpg, it has also been reported that the amount of overlap of the
SDE-region with the gate-edge is also critical for optimum device
performance.4257 That is, if the overlap of the SDE-region and the gate-edge is
too great, the deep-submicron MOSFET will suffer excessive leakage (due to
larger short-channel effects that arise if the channel-length is too small).
Excessive leakage means that the off-state current exceeds its maximum design
value (e.g., 1 nA/um). In addition, the gate-to-(drain/source) overlap-capacitance
increases, which negatively impacts device switching speed.

On the other hand, if the SDE-to-gate-edge-overlap is too small, the ON-state
saturated-drain-current I, will decrease because the SDE-region and the end of
the channel are not electrically well-coupled. Thus, an excessively-high-resist-
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silicide

offset spacer

Fig. 5-25 Schematic of a deep-submicron MOSFET with an offset-sidewall spacer.5?

ance-region separates them (and this increases the parasitic resistance of the
source/drain regions, which leads to a decrease in the value of Ip,,).

Controlling the position of the edge of the SDE region with respect to the
gate edge can be done in the following way. First, the implant-and-annealing
processes for forming the SDE (and contact) region of the drain structure are
determined, and the drain structure is formed using these process conditions.
However, an offset-spacer is fabricated on the side of the gate after the gate-poly
is etched (but before the SDE implant step is carried out, Fig. 5-25).57 The width
of this off-set spacer is varied from zero (no-spacer) to some upper-bound (e.g.,
50-nm). Measurements are then made for the MOSFET having different offset-
spacer-widths. The offset-spacer-width that yields optimum device characteristics
(i.e., the best combination of off-current and Ipg,) is taken to be the value that
produces the correct overlap of the SDE-region and the gate edge.

0.7
E 05 Tox=4.5nm
&é 0.5X (Tox, Vee, Le) Vee=1.8V
= Le=0.12um
= 0.3 en ek
L]
2

NMOS Data
0.1 v ] 5 i

o 10 20 30 40 s0 SDEOverlap(nm)

Fig. 5-26 I, ,, versus SDE overlap (NMOS).42
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The results of such a study are shown in Fig. 5-26. In this case, the effects of
SDE-overlap on 0.25-um NMOSFETs were analyzed. The arsenic-implanted
SDE junction-depth Xj was measured to be 50-nm. Since the lateral diffusion of
the SDE junction under the gate-edge is estimated to be 0.6-0.7 times the vertical
depth (about 30-nm), minus the width of the offset spacer, the SDE-overlap for
each offset spacer width can be determined. Fig. 5-26 shows that if the SDE-
overlap is less than 20-nm, the value of Ipg, falls off rapidly. Thus, a minimum
overlap of ~20-nm is recommended by this study. Information as to how to form
the offset spacer was not given, but a method (such as re-oxidizing the poly-
silicon gate-structure after it has been etched) is one possible way of doing so.

5.3.5 SDE-Junction Abruptness

The SDE-region must not only have the correct junction-depth, average-doping-
concentration, and position under the edge of the gate, but recent studies have
shown that there must also be a highly-abrupt lateral-doping-gradient at the
interface of the SDE and the MOSFET channel-regions.#34¢ Not only does such
an abrupt-doping-gradient help limit the lateral-encroachment of the extension-
depletion-regions into the channel, but more importantly it minimizes Rg,. The
design rules for lateral-junction-abruptness are that the doping-falloff must be at
least one decade in a distance equal to ~3% of the size of the gate-length (for a
spreading-resistance less than 5% of Rg,;). For 100-nm MOSFETSs this means
that the junction-abruptness must be ~3 nm/decade, which is about the profile
slope of as-implanted B at 0.2-keV.45 Since the abruptness will have to increase
even further as smaller MOSFETs are designed, this implies that new techniques
will have to be developed that result in final junction-doping-profiles that are
even steeper than the as-implanted profiles.

The design of the implanter can play a role in the lateral-abruptness of the
SDE as-implanted doping profile. That is, unlike mid- to high-energy ion-implant
applications, channeling-effects are minimal for low-energy, high-current
implants (because of increased channeling acceptance angle). Nevertheless, there
is still a significant difference between single-wafer and batch-implanters due to
implant shadowing effects. Ideally, a 0°-implant will give the most-abrupt lateral-
junction because any tilt-angle larger than 0° induces shadowed areas at the
vicinity of the gate pattern (leading to laterally-graded doping-profiles). If the
incident beam has an angular-spread deviating from the ideal parallel beam, each
of the ions having different incidence angles will make different shadows. The
result is a loss of dose- and junction-abruptness at the outskirts of the gate. A
single-wafer, parallel-beam-implanter minimizes the incident-angle-variations.
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effects of Spinning-disk batch-implanters use a stationary-spot ion-beam. The wafers pass
implanted through the beam due to the rotation of the disk. Such batch-implanters use a
iffusion of ; concave-shaped disk to secure wafers in their respective sites during the high-
he vertical speed motion of the disk. Centrifugal force exerted on the disk surface holds
yverlap for : them in place. Since the conical disk has a curved surface and the wafer-surface
" the SDE- is flat, this leads to an incident-beam angle-variation across the wafer during the
. minimum : implant process. Depending on the dimensions of the disk, cone-angle, and
»w to form ~ wafers, this can amount to 1.5°-variation across a wafer.46

. the poly- ; Recently, the abruptness of the SDE-lateral-doping was measured using both
ng so. ‘ scanning capacitance microscopy (SCM)*7 and scanning tunneling microscopy

(STM).#8 The latter measurement detected a tail-region of dopant at the end of
the doping profile, spreading from the extension-region in the horizontal direc-

ge-doping- tion near the gate oxide. The cause of this anomalous diffusion tail was not
udies have understood.
fent at the 5.4 ANTI-PUNCHTHROUGH STRUCTURES IN DEEP-SUBMICRON CMOS
extension- ; Lateral tailoring of the channel doping profile can provide some additional
s Rgp. The ~ flexibility to control Vr and punchthrough. Recently, such lateral tailoring of the
must be at channel profile has been carried out with the use of large-angle-tilt implanted
:ngth (for a . punchthrough stopper (LATIPS), which are also referred to as pocket-implants
this means ' (and are depicted in Fig. 5-27). Such a pocket-implant puts additional dopants in
the profile the channel close to the source/drain-junctions for punchthrough control, and
to increase ' leaves much of the channel region with a lighter doping, as needed for a low
techniques . Vr." The peak doping values of the pocket-implants must be somewhat larger
les that are than the doping-concentration values needed for a punchthrough-control layer
. that is uniform in the lateral channel direction between the source and drain.
ness of the These punchthrough-suppression pocket-implants are done after the
ion-implant ' source/drain-extension-implant (and before the formation of the spacer used to
igh-current ‘ define the edge of the deeper contact-source/drain-implant). This ensures that the
ieless, there pocket-implant-dopant is self-aligned to the gate. The dopant is placed just below
aters due to the active channel, adjacent to the source and drain, and is of the same dopant-
rupt lateral- type as the well. Precise control of the placement and dose of this implant within
ireas at the the transistor-structure is needed to obtain the intended enhancements. As noted
iles). If the * As pointed out in Chap. 1, if an implant with a beam directed normally to the wafer
beam, each surface is used to introduce dopants to create a punchthrough-control structure, instead of
adows. The one whose direction is tilted at a large angle to the wafer surface, the resulting
the gate. A punchthrough-control structure is termed a halo structure. Such a halo structure is
..yariations. described in Chap. 1, and is depicted in Fig. 1-2b.
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Fig. 5-27 MOSFET with heavily-doped pocket-implants for punchthrough-control.

above, the use of high wafer-tilt-angles when performing such pocket-implants
offers an additional, controllable processing parameter for producing complex
channel structures, without diffusion or additional masks. (The presence of
the pocket-implanted-species also helps keep the source/drain-extension [SDE]
junction-depths shallow, because they compensate some of the dopant in the SDE
region [which, in effect, squeezes the SDE-junction closer to the surface].)

As introduced by Hori, high tilt-angles are needed for achieving greater

] Spaer }

T

("] -0.1
Digtance from Gate Edge (um)

Spacer |

Distance from Gate Edge (ur.n)

Fig. 5-28 Simulated 2-D impurity profiles of typical LATIPS structures for (a)
NMOSFET with n-LDD region and; (b) Buried-channel PMOSFET.49
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lateral-penetration of the pocket-implant than the adjacent source/drain-extension
implant without thermal diffusion.49 That is, the species implanted by the pocket-
L implant should reside outside of the final source/drain-extension-doping-profile
after implant and annealing. Typically, tilt-angles are 20°-45° from the wafer
normal. Figure 5-28 shows the resulting (simulated) doping profile in the channel
region and in the adjacent well of a LATIPS device.4?

To maintain device symmetry with high tilt-angle, the implants must be split
into segments. Since most circuits contain transistor gates placed 90° from each
other, high tilt-angle implants are typically done in four segments of equal dose
(“quad-implants”) with the wafer rotated 90° between segments. (As gate-widths
shrink, less undercutting of the gate is required to produce the punchthrough stop
effect. Consequently, tilt-angle requirements for this application are steadily

rol. decreasing below the 0.25-ym node, and are expected to reach the “low-tilt-
st-implants angle” threshold of 10° by the 0.1-umtechnology node.)

g complex High-tilt-angle punchthrough-suppression-implants improve device perfor-
yresence of mance. Junction-capacitance can be reduced by up to 65%; while the
sion [SDE] subthreshold slope of the device becomes steeper (which suppresses short-
in the SDE channel effects).50 The dramatic improvement in punchthrough-resistance does
1) not depend on extreme scaling of the S/D junction-depth or n-well background-
ing greater doping. The reduced subthreshold-slope and junction-capacitance directly result

from carefully controlled doping underneath the channel at the gate edge and the
near elimination of all other undesired doping that results from less controllable
doping methods. ;

Because of their lower-diffusivity and as-implanted-straggle, higher mass %
dopants can be placed more precisely in the channel. Consequently, indium (In)
and antimony (Sb) are being increasingly used for this application 51:52
Punchthrough-stop implants were the primary production application of In and
Sb in ion-implantation in the 2000 timeframe. The lower susceptibility of these
species to TED also helps reduce the reverse-short-channel-effect (the slight
increase in threshold-voltage with decreasing effective-channel-length that
occurs before punchthrough-effects dominate the smallest channel-lengths).

One proposed structure for MOSFETs with an effective gate length (Lg) of
0.25-um is shown in Fig. 5-29.53 This device has a very heavily doped
source/drain next to a very heavily doped pocket-implant. Since the gate-length is
so small, the pocket-implanted-region actually doubles for the traditional
retrograde-well-implant. This aggressive device design shows the challenges of
doping a 25-nm MOSFET. Very-high doping levels and very-steep doping
gradients are required — with a minimum of thermal processing.

wres for (a)
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Fig. 5-28 Doping contours in 25-nm PMOSFET.53

An issue associated with the use of In as a pocket-implant species has recently
been reported. That is, an In implant at the doses needed for the pocket-implant
process causes a buried amorphous layer to form. This layer has an interface with
the single-crystal silicon. The silicon at these interfaces is still crystalline, but is
heavily damaged. The indium segregates to these damaged regions and becomes
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Fig. 5-30 Indium SIMS profiles for 1x10!4/cm? implants at 200 keV annealed at 750°C
for 2, 30, and 120 min in nitrogen. This figure shows large dose loss for indium. The
depth of the defect layer (measured by XTEM) is shown (upper & lower defect layers).5*
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electrically de-activated (negating its ability to provide punchthrough
control).>*53 Figure 5-230 shows a SIMS profile of the In as-implanted, and after
annealing. The loss of indium from its peak is seen. A double-implanted
extension region (As + Sb) has been reported to be able to control the damaged
region near the In pocket, mitigating the indium segregation and de-activation.56
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