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UNITED STATES DISTRICT COURT
FOR THE WESTERN DISTRICT OF TEXAS
WACO DIVISION

SPEIR TECHNOLOGIES LTD.,
Plaintiff, Case No. 6:22-cv-00077
V. JURY TRIAL DEMANDED
APPLE INC,,
Defendant.

COMPLAINT FOR PATENT INFRINGEMENT
AGAINST APPLE INC.

This is an action for patent infringement arising under the Patent Laws of the United States
of America, 35 U.S.C. § 1 et seq., in which Plaintiff Speir Technologies Limited (“Plaintiff” or
“Speir”’) makes the following allegations against Defendant Apple Inc. (“Defendant” or “Apple”):

INTRODUCTION

1. This complaint arises from Apple’s unlawful infringement of the following United
States patents owned by Plaintiff, which relate to improvements in mobile communications
systems: United States Patent Nos. 8,345,780 (“the *780 Patent”) and 7,321,777 (“the 777
Patent”) (collectively, the “Asserted Patents”).

PARTIES

2. Plaintiff Speir Technologies Limited is a limited liability company organized and
existing under the law of Ireland, with its principal place of business at The Hyde Building, Suite
23, The Park, Carrickmines, Dublin 18, Ireland. Speir is the sole owner by assignment of all rights,
title, and interest in the Asserted Patents, including the right to recover damages for past, present,

and future infringement.

1 APPLE 1031
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3. On information and belief, Defendant Apple Inc. is a publicly traded corporation
organized under the laws of the State of California, with its principal place of business at One
Apple Park Way, Cupertino, CA 95014. Apple may be served with process through its registered
agent, CT Corporation System, at 818 West Seventh Street, Suite 930, Los Angeles, CA 90017.

JURISDICTION AND VENUE

4. This action arises under the patent laws of the United States, Title 35 of the United
States Code. This Court has original subject matter jurisdiction pursuant to 28 U.S.C. 88 1331 and
1338(a).

5. This Court has personal jurisdiction over Apple in this action because Apple has
committed acts within this District giving rise to this action and has established minimum contacts
with this forum such that the exercise of jurisdiction over Apple would not offend traditional
notions of fair play and substantial justice. Apple, directly and through subsidiaries or
intermediaries, has committed and continues to commit acts of infringement in this District by,
among other things, making, using, importing, offering to sell, and selling products that infringe
the Asserted Patents. Apple has not contested personal jurisdiction in this District in prior cases.
See, e.g., Scramoge Tech. Ltd. v. Apple Inc., No.6:21-cv-00579-ADA, Dkt. No. 31, 5 (W.D. Tex.
Sept. 14, 2021).

6. Venue is proper in this District under 28 U.S.C. 88 1391 and 1400(b). Venue is
proper in this District under 28 U.S.C. 8§ 1391 and 1400(b). Apple is registered to do business in
Texas, and upon information and belief, Apple has transacted business in this District and have
committed acts of direct and indirect infringement in this District by, among other things, making,
using, offering to sell, selling, and importing products that infringe the Asserted Patents. Apple

has regular and established places of business in this District, including at 12545 Riata Vista Cir.,
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Austin, Texas 78727; 12801 Delcour Dr., Austin, Texas 78727; and 3121 Palm Way, Austin,
Texas 78758.1 Apple also has job listings for jobs relating to the accused 5G and Ultra-Wideband
(“UWB”) technologies in Austin, Texas.?

THE ASSERTED PATENTS

7. On January 1, 2013, the United States Patent and Trademark Office issued U.S.
Patent No. 8,345,780 (“the *780 Patent”), entitled “Wireless communication system compensating
for interference and related methods,” after full and fair examination. Plaintiff is the assignee of
all rights, title, and interest in and to the 780 Patent and possesses all rights of recovery under
the 780 Patent, including the right to recover damages for past, present, and future infringement.
The *780 Patent is valid and enforceable. A true and correct copy of the 780 Patent is attached
hereto as Exhibit 1.

8. On January 22, 2008, the United States Patent and Trademark Office issued U.S.
Patent No. 7,321,777 (“the *777 Patent”), entitled “Wireless communications system including a
wireless device locator and related methods,” after full and fair examination. Plaintiff is the
assignee of all rights, title, and interest in and to the 777 Patent and possesses all rights of recovery

under the ’777 Patent, including the right to recover damages for past, present, and future

! See, e.g. https://www.apple.com/newsroom/2019/11/apple-expands-in-austin/;
https://www.google.com/maps/place/Apple+Inc./@30.4324406, -
97.7359733,15z/data=14m5!3m4!150x0:0x5852421ec4ac410c!8m2!3d30.4322558!4d-
97.7359386; https://www.apple.com/retail/domainnorthside/.

2 See, eug., https://jobs.apple.com/en-us/details/200308092/modem-prototype-system-
architect?team=HRDWR; https://jobs.apple.com/en-us/details/200206438/soc-gos-performance-
engineer?team=HRDWR; https://jobs.apple.com/en-us/details/200294470/field-design-
engineer?team=HRDWR; https://jobs.apple.com/en-us/details/200292503/nfc-uwb-field-design-
engineer?team=HRDWR; https://jobs.apple.com/en-us/details/200303024/automation-tools-ga-
design-engineer?team=HRDWR.
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https://www.google.com/maps/place/Apple+Inc./@30.4324406,-97.7359733,15z/data=!4m5!3m4!1s0x0:0x5852421ec4ac410c!8m2!3d30.4322558!4d-97.7359386
https://www.apple.com/retail/domainnorthside/
https://jobs.apple.com/en-us/details/200308092/modem-prototype-system-architect?team=HRDWR
https://jobs.apple.com/en-us/details/200308092/modem-prototype-system-architect?team=HRDWR
https://jobs.apple.com/en-us/details/200206438/soc-qos-performance-engineer?team=HRDWR
https://jobs.apple.com/en-us/details/200206438/soc-qos-performance-engineer?team=HRDWR
https://jobs.apple.com/en-us/details/200294470/field-design-engineer?team=HRDWR
https://jobs.apple.com/en-us/details/200294470/field-design-engineer?team=HRDWR
https://jobs.apple.com/en-us/details/200292503/nfc-uwb-field-design-engineer?team=HRDWR
https://jobs.apple.com/en-us/details/200292503/nfc-uwb-field-design-engineer?team=HRDWR
https://jobs.apple.com/en-us/details/200303024/automation-tools-qa-design-engineer?team=HRDWR
https://jobs.apple.com/en-us/details/200303024/automation-tools-qa-design-engineer?team=HRDWR
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infringement. The *777 Patent is valid and enforceable. A true and correct copy of the *777 Patent
is attached hereto as Exhibit 2.

APPLE’S INFRINGEMENT

9. The allegations provided below are exemplary and without prejudice to Plaintiff’s
infringement contentions provided pursuant to the Court’s scheduling order and local rules.
Plaintiff’s claim construction contentions regarding the meaning and scope of the claim terms will
be provided under the Court’s scheduling order and local rules. As detailed below, each element
of at least one claim of each of the Asserted Patents is literally present in the accused products. To
the extent that any element is not literally present, each such element is present under the doctrine
of equivalents. Plaintiff’s analysis below should not be taken as an admission that the preamble is
limiting. While publicly available information is cited below, Plaintiff may rely on other forms of
evidence to prove infringement, including evidence that is solely in the possession of Apple and/or
third parties.

10.  The accused products include at least the following products, as well as products
with reasonably similar functionality. Identification of the accused products will be provided in
plaintiff’s infringement contentions pursuant to the Court’s scheduling order and local rules.
Apple imports into the United States, uses, makes, offers for sale, and sells in the United States
the following products and infringes the asserted claims of the patents-in-suit (the “Accused
Products™):

e 780 Patent Accused Products: iPhone 12, iPhone 12 Mini, iPhone 12 Pro, iPhone 12

Pro Max, iPhone 13, iPhone 13 Mini, iPhone 13 Pro, iPhone 13 Pro Max, iPad Pro,

iPad Mini, and any other products with 5G functionality.
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e 777 Patent Accused Products: iPhone 11, iPhone 11 Pro, iPhone 11 Pro Max, iPhone
12, iPhone 12 Mini, iPhone 12 Pro, iPhone 12 Pro Max, iPhone 13, iPhone 13 Mini,
iPhone 13 Pro, iPhone 13 Pro Max, AirTags, and any other products with UWB
functionality.

COUNT 1

INFRINGEMENT OF U.S. PATENT NO. 8,345,780

11. Plaintiff realleges and incorporates by reference the foregoing paragraphs as if fully
set forth herein.

12.  Apple has been and is now directly infringing the *780 Patent, literally and/or under
the doctrine of equivalents, in violation of 35 U.S.C. 8 271(a), including by making, using, selling,
and/or offering for sale in the United States or importing into the United States infringing products,
including at least the Accused Products identified above. The Accused Products satisfy all of the
claim limitations of one or more claims of the 780 Patent, including but not limited to claim 9.

13. Claim 9 of the *780 Patent recites “[a] wireless communications device operable to
communicate with an other wireless communications device via a wireless communications link
having at least one settable link characteristic.” To the extent the preamble is limiting, the Accused
Products each comprise a wireless communications device operable to communicate with an other
wireless communications device via a wireless communications link having at least one settable
link characteristic. For example, the Accused Products are configured to communicate with base

stations using 5G cellular technology:
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iPhone 13 Overview  Switching to iPhone ‘ ¢ Buy

All models 5G (sub-6 GHz and mmWave)
Gigabit LTE with 4x4 MIMO and LAA?
Wi-Fi 6 (802.11ax) with 2x2 MIMO
Bluetooth 5.0 wireless technology
Ultra Wideband chip for spatial awareness®
NFC with reader mode

Express Cards with power reserve

See https://www.apple.com/iphone-13/specs/.

14, Claim 9 of the ’780 Patent recites that the “wireless communications device”
comprises “an orthogonal frequency-division multiplexing (OFDM) wireless transceiver.” The
Accused Products each comprise an orthogonal frequency-division multiplexing (OFDM) wireless

transceiver. For example, 5G uses OFDM in both the uplink and the downlink:

5.1 Waveform, numerology and frame structure

The downlink transmission waveform is conventional OFDM uwsing a cyclic prefix. The uplink transmission waveform
iz conventional OFDM using a cyclic prefix with a transform precoding function performing DET spreading that can be

dizabled or enabled.

Transform 5| Sub-carrier W IFFT o CPinsetion |—»

Precading® "l  Mapping

®ptionally present in UL, not present in DL

Figure 5.1-1: Transmitter block diagram for CP-OFDM with optional DFT-spreading

See 3GPP TS 38.300 V15.13.0.


https://www.apple.com/iphone-13/specs/

Case 6:22-cv-00077-ADA Document 4 Filed 01/20/22 Page 7 of 40

9.3.1 OFDM baseband signal generation for all channels except PRACH

The time-continuous signal S;EP:'“:' (7} on antenna port p and subcarrier spacing configuration u for OFDM symbol

s {I}: 1, N et _ 1} in a subframe for any physical channel or signal except PRACH iz defined by

¥ aka + ¥ b

Sr(f)= 3 e I G )

k=il
= (NI S N 2N NG N )N
where . St<tl . + [;‘v"f + N, ';'T: is the time within the subframe,

N& = 2048 5274

[512 427 extended cyclic prefix
Nip, =144 x-27%+16x  nomal cyclicprefix, /=0o0r/=7-2%
(144 5. 274 nomal cyclicprefix, J=0and/=7-2%

See 3GPP TS 38.211 V15.9.0.

15.  Claim 9 of the 780 Patent recites “a controller coupled to said wireless transceiver
and configured to store short term and long term historical characteristics of interference.” The
Accused Products each comprise a controller coupled to said wireless transceiver and configured
to store short term and long term historical characteristics of interference. For example, the
controllers in the Accused Products are configured to store short term and long term historical

characteristics of interference:
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- CSI-ReportConfig

CSI-ReportConfig -

pucch-CS5I-Resourcelist

semi PersistentOnPUCCH
reportSlotConfig
pucch-C5I-Resourcelist

The IE C5I-ReportConfig is used to configure a periodic or semi-persistent report sent on PUCCH on the cell in which the CSI-ReporiConfig iz included, or to configure a semi-
perzistent or aperiodic report sent on PUSCH triggered by DCI received on the cell in which the C5/-ReporiConfig is included (in this case, the cell on which the report is sent is
determined by the received DCI). S8ee TS 38.214 [19], clavse 3.2.1.

CSI-ReportConfig information element

reportConfigld CSI-ReportConfigld,
carrier ServCellIndex OPTIONAL, = L
resourcesForChannelMeasurement CSI-ResourceConfigld,
czi-TM-ResourcesForInterference CSI-ResourceConfigld OPTIONAL, ==
nzp-CS8I-R5-ResourcesForInterference CSI-ResourceConfigld OPTIONAL, = L
reportConfigType CHOICE {

periodic SEQUENCE |

reportSlotConfig CSI-ReportPericdicityindDffset,

SEQUENCE (SIZE (1. ._maxNrofBWPs)) OF PUCCH-CSI-Resource

SEQUENCE {
CSI-ReportPericdicityindDffset,
SEQUENCE (SIEE (1. _maxNrofBWPs)) OF PUCCH-CSI-Resource

b

semiPersistentOnPUSCH SEQUENCE |
reportSlotConfig ENUMERRTED {=15, =110, =120, s140, =180, slled, s13z20},
report3lotOffsetlist SEQUENCE (SIZE (1.. maxNrofUL-Rllocations)) OF INTEGER(0..32),
plalpha P0-POSCH-RlphaSetId

aperiodic SEQUENCE |
reportSlotOffsetlist SEQUENCE (SIZE (1. _maxNrofUL-Allocations)) OF INTEGER(0..32)

I

b
reportuantity CHOICE {

none NULL,

cri-RI-PMI-CQI NULL,

eri-RI-il NULL,

cri-RI-il1-COT SEQUENCE {
pdsch-BundleSizeForCET ENUMERLRTED {n2, nd} OPTIOHRL — K

b

eri-RI-CQI NULL,

cri-RSRDP NULL,

ssb-Index-RSRP NOLL,

cri-RI-LI-PMI-CQT NULL

See 3GPP TS 38.331 V15.15.0.
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C5Il-ReportConfig field descriptions

carrier
Indicates in which serving cell the CS/-ResourceConfig indicated below are to be found. If the field is absent, the resources are on the same serving cell as this report
configuration.

codebookConfig
Codebook configuration for Type-1 or Type-2 including codebook subset resfriction.

cgi-Formatindicator
Indicates whether the UE shall report a single {wideband) or multiple (subband) CQI (see TS 38.214 [18], clause 5.2.1.4).

cqi-Table
‘Which CQI table to use for CQI calculation (see TS 38.214 [19], clause 5.2.2 1)

csi-IM-ResourcesForinterference

C3l IM resources for interference measurement. csi-ResourceConfigld of a CSI-ResourceConfig included in the configuration of the serving cell indicated with the field "carrier”
above. The CSl-ResourceConfig indicated here contains only CSI-IM resources. The bwp-Id in that CS/-ResourceConfig is the same value as the bwp-id in the CSI-
ResourceConfig indicated by resourcesForChannel\easurement.

csi-ReportingBand

Indicates a contiguous or non-contiguous subset of subbands in the bandwidth part which CSI shall be reporied for. Each bit in the bit-siring represents one subband. The
right-most bit in the bit string represents the lowest subband in the BWP. The choice determines the number of subbands (subbands3 for 3 subbands, subbands4 for 4
subbands, and so on) (see TS 38.214 [19], clause 5.2.1.4). This field is absent if there are less than 24 PRBs (no sub band) and present otherwise (see TS 38.214 [19], clause
521.4).

dummy

This field is not used in the specification. If received it shall be ignored by the UE.
groupBasedBeamReporting

Turning on/off group beam based reporting (see TS 38.214 [19], clause 5.2.1.4).
non-PMI-Portindication

Port indication for RI/CQI calculation. For each CSI-RS resource in the linked ResourceConfig for channel measurement, a port indication for each rank R, indicating which R
poris to use. Applicable only for non-PMI feedback (see TS 38.214 [19], clause 5.2.1.4.2).

The first entry in non-FAdi-Portindication corresponds to the NZP-CSI-RS-Resource indicated by the first entry in nzp-CSI-R5-Resources in the NZP-C5I-RS-ResourceSef
indicated in the first entry of nzp-CSI-RS-ResourceSetList of the CSl-ResourceConfig whose CSi-ResourceConfigld is indicated in a CSl-Measld together with the above CSI-
ReportConfigid; the second entry in non-PAd-Portindication corresponds to the NZP-CSI-RS-Resource indicated by the second entry in nzp-CSI-RS-Resources in the NZP-
CSi-R3-Resource Set indicated in the first entry of nzp-C3/-R3-ResourceSeflList of the same C3/-ResourceConfig, and so0 on until the NZP-CSI-RS5-Resource indicated by the
last entry in nzp-CSl-RS-Resources in the in the NZP-CSi-RS-ResourceSet indicated in the first entry of nzp-CSI-R3-Resource SetList of the same CS/-ResourceConfig. Then
the next entry corresponds to the NZP-CSI-RS-Resource indicated by the first entry in nzp-CSI-RS-Resources in the NZP-CSI-RS5-ResourceSet indicated in the second entry
of nzp-C5I-R3-Resource Seflist of the same CS/-ResourceConfig and so on.

nrofReportedRS

The number (N} of measured RS resources to be reported per report setting in a non-group-based report. N == N_max, where N_max is either 2 or 4 depending on UE
capability.

(see TS 38.214 [19], clause 5.2.1.4) When the field is absent the UE applies the value 1.

nzp-CSI-RS-ResourcesForinterference

NZP CSl RS resources for interference measurement. csi-ResourceConfigld of a CSI-ResourceConfig included in the configuration of the serving cell indicated with the field
“carrier" above. The CSI-ResourceConfig indicated here contains only NZP-CSI-RS resources. The bwp-Id in that C5l-ResourceConfig is the same value as the bwp-/d in the
C5l-ResourceConfig indicated by resourcesForChannelleasurement.

See 3GPP TS 38.331 V15.15.0.

resourcesForChannelMeasurement

Resources for channel measurement. csi-ResourceConfigld of a CSi-ResourceConfig included in the configuration of the serving cell indicated with the field "carrier” above.
The C5i-ResourceConfig indicated here contains only NZP-CSI-RS resources andfor SSB resources. This CS/-ReportConfig is associated with the DL BWP indicated by bwp-
id in that CSl-ResourceConfig.

subbandSize

Indicates one out of two possible BWP-dependent values for the subband size as indicated in TS 38.214 [19], table 5.2.1.4-2 | If csi-ReportingBand is absent, the UE shall
ignore this field.

timeRestrictionForChannelMeasur

Time domain measurement restriction for the channel (signal) measur ts (see TS 38.214 [19], clause 5.2.1.1).

timeRestrictionForinterferenceM

Time domain measurement restriction for inferference measurements (see TS 38.214 [19], clause 5.2.1.1).

See 3GPP TS 38.331 V15.15.0.

Many transmission features in modernradio-access technologies are based on the availability of more or less
detailed knowledge about different characteristics of the radio channel over which a signal is to be transmitted.
This may range from rough kmowledge of the radic-channel path loss for transmit-power adjustment to detailed
knowledge about the channel amplitude and phase in the time, frequency, and/or spatial domain, Many transmis-
sion features will also benefit from kmowledge about the interference level experienced atthe receiver side.

Such knowledge about different channel characteristics canbe acquired in different ways and by measure-
ments on either the transmitter side or receiver side of aradiolink Asanexample, knowledge about downlink
channel characteristics can be acquired by means of device measurements. The acquired information could then
be reported to the network for the setting of different transmission parameters for subsequent downlink transmis-
sions. Alternatively, ifit can be assumed that the channel is reciproeal, thatis, the channel characteristics of inter-
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See Erik Dahlman et al., 5G NR: The Next Generation Wireless Access Technology, Ch. 8

Abstract (2d Ed. 2018).

3.7.4 CHANNEL STATE INFORMATION REFERENCE SIGNAL

*  The Channel State Information (CSI) Reference Signal is a multi-purpose downlink transmission. The Base Station can configurel
UE to use the CSI Reference Signal for one or more of the following:
Channel State Information (CSI) Reporting: the UE provides CSI reports to the Base Station based upon measurements from#
CSI Reference Signal. For example, the UE derives Channel Quality Indicators (CQI), Rank Indicators (RI) and Precoding
Indicators (PMI) from CSI Reference Signal measurements (Channel State Information is described in section 13.6)

See Chris Johnson, 5G New Radio in Bullets, Section 3.7.4. (2019).

*  Figure 186 illustrates an example Multi-User MIMO scenario which involves 3 UE being allocated a common set of Resource Blocks
and symbols. Each UE is configured with 2 NZP CSI Reference Signal resources for ‘Interference Measurement’ and 1 NZP CSI
Reference Signal resource for ‘Channel Measurement’. The resources are configured such that 2 UE complete interference
measurements while the 3" UE receives its NZP CSI Reference Signal for channel measurement, i.e. 2 UE measure the interference
levels generated when transmissions are scheduled towards the 3" UE. This allows each UE to generate CQI reports which reflect the
multi-user MIMO radio conditions

See Chris Johnson, 5G New Radio in Bullets, Section 3.7.4. (2019).

* Ifa UE is scheduled downlink resources using single user MIMO then interference levels are likely to be dominated by intercell
interference (or thermal noise) and so UE measurements should target those sources of interference. 3GPP has specified a third
category of CSI Reference Signal resources which can be used for this purpose. These resources are known as CSI Interference
Measurement (IM) Resources. The Resource Elements configured for this purpose may be used to measure background interference
levels, i.c. the serving cell does not transmit anything within these Resource Elements so the UE can measure background interference

originating from neighbouring cells

See Chris Johnson, 5G New Radio in Bullets, Section 3.7.4. (2019).

8.1.4: CSl-IM—Resources for Interference Measurements

A configured CSI-RS can be used to derive information about the properties of the channel over which the CSI-RS
transmitted. A C5I-RS canalsobe used to estimate the interference level by subtracting the expected received sig
nal from what is actually received on the CSI-RS resource.

However, the interference level can alsobe estimated from measurements on so-called CSI-TM (Interference

MEEFLJIEIIIEI]ﬂ TESOUICES.

See Erik Dahlman et al., 5G NR: The Next Generation Wireless Access Technology, § 8.1.4 (2d

Ed. 2018).

10

10
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— CSI-ReportConfig

The IE C3I-ReporiConfig is used to configure a periodic or semi-persistent report sent on PUCCH on the cell in which the CSI-ReporfConfig is included, or to configure a semi-
persistent or aperiodic report sent on PUSCH triggered by DCI received on the cell in which the C5I-ReportConfig is included (in this case, the cell on which the report i sent iz
determined by the received DCT). See TS 38.214 [19], clause 3.2.1.

CSI-ReportConfig information element

—— RSN1START
-— TAG-CSI-REPORTCONFIG-START

CS5I-BeportConfig ::= SEQUENCE {
reportConfigld CSI-ReportConfigId,
carrier ServCellIndex OPTIONAL, -— Heed 5
resourcesForChannelMessurement CSI-ResourceConfigld,
cgi-THM-ResourcesForInterfarence CE8I-ResourceConfigld OPTTOWAT., —-— Heed B
nzp-CSI-R5-ResourcesForInterference CSI-ResourceConfigld OPTIONAL, —-— Heed B
reportConfigType CHOICE {
periodic SEQUENCE {
reportSlotConfig CSI-ReportPeriodicityhndOffset,
pucch-C8T-Resourcalist SEQUENCE (STIEZE (1. maxNrofBWPEs)) OF PUCCH-CSI-Resource

1.

See 3GPP TS 38.331 V15.15.0.

16. Claim 9 of the *780 Patent recites that the “controller” is configured to “detect
received interference.” The Accused Products each comprise a controller configured to detect
received interference. For example, the Accused Products are configured to receive the channel
state information (“CSI”’) CSI-ReportConfig parameter structure that informs the user equipment

(“UE”) of the channel and interference measurements it should make:

Figure 187 summarises the four categories of CSI Reference Signal resource. These categories are described in greater detail within the
following sections. Note that three of the categories are configured within the CSI-ReportConfig parameter structure because these
categories are associated with UE measurements and reporting. The fourth category is configured within PDSCH-Config because this
category is used to define Reserved Resources which are not available to the PDSCH

Configured within PDSCH-Config

Non-Zero Power Non-Zero Power Zero Power
CSI Reference Signals CSlI Reference Signals i | CSI Reference Signals
(NZP CSI RS) (NZP CSI RS) i i | (ZPCSIRS)
Eor Channel Measurement Eor Interference Measurement Eod
i ) i « Used within the context of
i * CSlI Reporting « CSI Reporting i ‘Reserved Resources’ to define a
+ Beam Management + UE measures interference generated ! Rate Matching Pattern with
+ Connected Mode Mobity by transmissions towards other UE P Resource Element resolution
* Radio Link Failure Detection b ¥ Z;nclur'ng of PDSCH Resource
+ Beam Failure Detection & Recovery CSl Interference Measurement Resources | s mfmlsc " "
+ Periodic RSRP Reporting (CSUM (esdinces) ; cffé'fmd"aﬁ?uﬁnémﬁu
+ Time & Frequency Tracking + CSI Reporting
+ Serving Cell does not transmit on
configured Resource Elements i
* UE measures background interference
! generated by neighbouring cells H

Figure 187 - Categories of CSI Reference Signal

The CSI-ReportConfig parameter structure is used to configure NZP CSI Reference Signal Resources for both Channel Measurement
and Interference Measurement. It is also used to configure CSI Interference Measurement (IM) Resources. The hierarchy of parameters
associated with the configuration of these resources is illustrated in Figure 188. A set of three information elements corresponding to
the three types of resource point towards appropriate instances of CS/-ResourceConfig. Instances of CSI-Resource( ‘onfig are

configured within the CS/-MeasConfig parameter structure

See Chris Johnson, 5G New Radio in Bullets, Section 3.7.4. (2019).

11

11
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8.2: Downlink Measurements and Reporting

An NR device canbe configured to carry out different measurements, in most cases with corresponding reporting
tothe network Ingeneral, such a configuration of a measurement and corresponding reporting are done by means
of a report configuration, in the 3GPP specifications [15] referred to as a CSI-ReportConfig.2

Each resource configuration describes/indicates:

«The specific quantity or set of quantities tobe reported;

- The downlink resource(s) on which measurements should be carried cutin order to derive the quantity or
quantities to be reported;

-How the actual reporting is tobe carried out, for example, when the reporting is to be done and whatuplink
physical channel touse for the reporting.

See Erik Dahlman et al., 5G NR: The Next Generation Wireless Access Technology, § 8.2 (2d Ed.

2018).

- CSI-ReportConfig

The IE CSI-ReporiConfig is used to configure a periodic or semi-persistent report sent on PUCCH on the cell in which the CSI-ReporfConfig iz included, or to configure a semi-
persistent or aperiodic report sent on PUSCH triggered by DCI received on the cell in which the CSI-ReportConfig is included (in this case, the cell on which the report is sent is
determined by the received DCI). See TS 38.214 [19], clanse 3.2.1.

CSI-ReportConfig information element

CSI-ReportConfig ::= SEQUENCE {
reportConfigld CSI-ReportConfigld,
carrier ServCellIndex OPTIONAL, -— He
resourcesForChannelMeasurement CSI-RescurceConfigld,
czi-TM-ResourcesForInterference CSI-ResourceConfigld OPTIONAL, ==
nzp-CSI-RS-ResourcesForInterference CSI-ResourceConfigld OPTIONRL, -— He
reportConfigType CHOICE {
periodic SEQUENCE {
reportSlotConfig CSI-ReportDericdicityhndOffset,
pucch-C5I-Resourcelist SEQUENCE (SIEZE (1. _maxNrofBWPs)) OF PUCCH-CSI-Resource
b
semiPersistentInPUCCH SEQUENCE {
reportSlotConfig CSI-ReportPeriocdicityhndOffset,
pucch-CEI-Resourcelist SEQUENCE (SIEE (1. _maxNrofBWPs)) OF PUCCH-CSI-Rescurce
b
semiPersistentOnPUSCH SEQUENCE {
reportSlotConfig ENUMEBRRTED {=15, =110, =120, s140, =180, s11&0, s1320},
reportSlotOffsetlist SEQUENCE (SIZE (1.. maxMrofUL-Allocations)) OF INTEGER(O..32),
plalpha PO-PUSCH-AlphaSetId
b
aperiodic SEQUENCE {
reportSlotOffsetList SEQUENCE (SIZE (1. ._maxNrofUL-Allocations))} OF INTEGER(O..32)

}
e

See 3GPP TS 38.331 V15.15.0.
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- CSI-MeasConfig

The IE CSI-MeasConfig is used to configure CSI-RS (reference signals) belonging to the serving cell in which C5/-MeasConyfig is included. ch 1 state information reports to
be transmitted on PUCCH on the serving cell in which C57-MeasConfig is included and channel state information reports on PUSCH triggered by DCI received on the serving
cell in which CSI-MeasConfig is included. See also TS 38.214 [19], clause 5.2,

CSIl-MeasConfig information element

C5I-MeasConfig ::= SEQUENCE {
nzp-CSI-R5-ResourceTofddModList SEQUENCE (SIZE (1. maxNrofNZIP-CSI-R5-Resources)) OF NZP-CSI-RS-Resource OPFTIONRL,
nzp-CSI-R5-ResourceToReleaselist SEQUENCE (SIZE (1. maxNrofNZP-CEI-RS-Resources)) OF NZP-CSI-RS-Rescurceld OPTIOHRL,
nzp-CSI-RS-ResourceSetTolddModList SEQUENCE (SIZE (1. maxNrofNZP-CSI-RS-ResourceSets)) OF NEP-CSI-RS-BesourceSet

OPTIONRL,
nzp-CSI-RS-ResourceSetIcReleaselist SEQUENCE (SIZE (1. maxNrofNEZP-CEI-RS-RescurceSets)) OF NEP-CSI-RS-RescurceSetId
OPTIONRL,
csi-TM-ResourceTodddModlist SEQUENCE (SIZE (1. _maxNrofCSI-IM-Besources)) OF CSI-IM-Resource OPTIONAL,
csi-IM-ResocurceToReleaselist SEQUENCE (SIZE (1. .maxNrofCSI-IM-Resources)) OF CSI-IM-Resourceld OPTIONAL,
csi-IM-ResourceSetTokddModList SEQUENCE ([SIZE (1. maxNrofCSI-IM-ResourceSets)] OF CSI-IM-ResourceSet OPFTIONRL,
csi-TM-ResourceSetToReleaselist SEQUENCE (SIZE (1. maxNrofCSI-IM-RescurceSets)) OF CSI-IM-ResourceSetId  OPTIOHRL,
c5i-55B-ResourceSetTolddModList SEQUENHCE (SIZE (1. _ maxNrofCSI-SSE-ResourceSets]) OF CS5I-SSB-ResourceSst OPTIOHRL,
csi-55E-ResourceSetToReleaselist SEQUENCE (SIZE (1. maxNrofCSI-SEB-ResourceSets)) OF CSI-55B-ResourceSetId OPTIONRL,
csi-BesourceConfigTofddModlist SEQUENCE (SIZE (1..maxNrofCSI-ResourceConfigurations)) OF CSI-ResourceConfig
OPTIONRL,
csi-BesourceConfigToReleaselist SEQUENCE (SIZE (1. .maxNrofCSI-ResourceConfigurations)) OF CSI-ResourceConfigld
OPTIONRL,
csi-ReportConfigTlofddModlist SEQUENCE ([SIZE (1. maxNrofCSI-ReportConfigurations)) OF CSI-ReportConfig OFTIIONRL,
csi-BeportConfigToReleaselist SEQUENCE (SIZE (1. .maxNrofCSI-ReportConfigurations))] OF CSI-ReportConfigId
OPTIONRL,
reportTriggerSize INTEGER (D..8&) OPTIONAL,
aperiodicTriggerStatelist SetupBelease { CS5I-AperiodicTriggerStatelist } OPTIONRL,

semiPersistentOnPUSCH-TriggerStatelist lease { CSI-SemiPersistentOnPUSCH-TriggerStatelist } OPTIONRL,

See 3GPP TS 38.331 V15.15.0.

52 UE procedure for reporting channel state information (CS3l)

521 Channel state information framework

The fime and frequency resources that can be used by the UE to report CSI are controlled by the gNB. CSI may consist
of Channel Quality Indicator (CQI), precoding matrix indicator (PMI), CSI-RS resource indicator (CRI), SS/PBCH
Block Resource indicator (SSBRI), layer indicator (LI). rank indicator (RI) and/or L1-RSRP.

See 3GPP TS 38.214 VV15.14.0.

5211 Reporiing settings

Each Reporting Setting C5I-ReportConfig 15 associated with a single downlink BWP (indicated by lugher layer
parameter BTP-Id) given in the associated CSEResourceConyfig for channel measurement and confains the parameter(s)
for one CSI reporting band:codebook configuration including codebook subset restriction, time-domain behavior,

frequency granulanty for CQI and PMI. measurement restriction configurations. and the CSI-related quantifies to be
reported by the UE such as the laver indicator (LI), L1-RSRP, CRI, and SSBRI (55B Resource Indicator).

The time domain behavior of the C5-ReportConfig 15 indicated by the higher layer parameter reportConfigTvpe and
can be set to 'aperiodic’, "semiPersistentOnPUCCH', 'semiPersistentOnPUSCH', or ‘periodic’. For periodic and
semiPersistentOnPUCCH semiPersistentOnPUSCH CSI reporting, the configured periodicity and slot offset applies in
the numerology of the UL BWP in which the CSI report 15 configured fo be transmitted on. The higher layer parameter
reportChantity indicates the CSI-related or L1-RSEP-related quantities to report. The reporiFregConfiguration
indicates the reporting granularity in the frequency domain including the CSI reporting band and if PMI/'CQI reporting
15 wideband or sub-band. The fimeRestrictionForChannelMeasurements parameter in CSI-ReportConfig can be
configured to enable time domain restriction for channel measurements and
timeRestrictionForInterferenceMeasurements can be configured to enable time domain restriction for interference
measurements. The CS-ReportConfig can also contain CodebookConfig, which contains configuration parameters for
Type-I or Type I CSI including codebook subset restriction. and configurations of group based reporting.

See 3GPP TS 38.214 VV15.14.0.
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5212 Resource settings

Each CSI Resource Setting CSL-ResourceConfig contains a configuration of a list of 521 CSI Fesource Sets (given by higher layer parameter csi-
RES-ResourceSetList), where the list is comprised of references to etther or both of NZP CSI-ES resource set(s) and S3/PBCH block set(s) or the hist
iz comprised of references to CSI-IM resource set(s). Each CSI Resource Setting is located in the DL BWF identified by the higher laver parameter
BWP-id, and all CSI Fescurce Settmgs linked to a CSI Feport Settmg have the same DL BWP.

The time domam behavior of the CSI-RS resources withm a CSI Fescurce Settng are mdicated by the higher layer parameter resourcelipe and
can be zet to apenodic, peniodie, or semi-persistent. For peniodie and semi-persistent CSI Eesource Settmps, the number of CSI-R.8 Rezource Sets
configured s mited to 3=1. For peniodic and semi-persistent CSI Eesource Settmps, the configured peniodictty and slot offset = grven m the nu-
merology of itz assoctated DL BWE, as grven by BWFP-id When a UE s configured with multiple CSFResourceConfigs consisting the same NZP
CEI-RS resource ID, the same time domain behavior shall be configured for the CSLResourceConfigs. When a UE is configured with multiple
CSL-ResourceConfigs consisting the same CSI-IM resource ID, the same time-domain behavior shall be configured for the CSLResourceConfigs.
All CSI Resource Settings linlked to a CSI Report Setting shall have the same time domain behavior.

The followmng are configured via higher layer signalng for one or more CSI Eesource Settmgs for channel and mterference measurement:
- CEI-IM resource for mterference measurement as descrbed m clapze 32,24

- NZP CSI-ES rezource for mterference measurement az described m clavse 32231,

- NZP CSI-ES resource for channel measurement az described in clavse 32231,

See 3GPP TS 38.214 V15.14.0.

7415 CSI reference signals
74151 General
Zero-power (ZP) and non-zero-power (NZP) CSI-RS are defined

- for a non-zero-power CSI-ES configured by the NZP-C5I-RS-Resource [E o1 by the CSLRS-Resource-Mobility
field in the CS-RS-ResowrceConfigMobility IE, the sequence shall be generated according to clanse 7.4.1.5.2
and mapped to resource elements according to clause 7.4.1.3.3

- for a zero-power CSI-RE configured by the ZP-CS-R5-Resource IE, the UE zhzll assume that the rescurce
elements defined in clause 7.4.1.3.3 are not uzed for PDSCH transmission subject to clause 5.1.4.2 of [6, TS
38.214]. The UE performs the same measurement/'reception on channels/sighals except PDECH regardless of
whether they collide with ZP C3I-RS or not.

See 3GPP TS 38.211 V15.9.0.

17. Claim 9 of the *780 Patent recites that the “controller” is configured to “determine
a type of the received interference from among a plurality of interference types comprising
wideband interference, self interference, and narrowband interference based upon comparing at
least one characteristic of a current received signal with the short term and long term historical
characteristics of interference.” The Accused Products each comprise a controller configured to
determine a type of the received interference from among a plurality of interference types
comprising wideband interference, self interference, and narrowband interference based upon

comparing at least one characteristic of a current received signal with the short term and long term

14
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historical characteristics of interference. For example, the channel state information — reference
signal (“CSI-RS”) and channel state information — interference measurement (“CSI-1IM”) resource
sets may be specified across the entire bandwidth-part or just a part of the bandwidth that the UE

is configured to receive:

8.1.2: Frequency-Domain Structure of CSI-RS Configurations

A CSI-RSis confipured for a given downlink bandwidth part and is then assumed to be confined within that band-
width part and use the numerclogy of the bandwidth part.

The CSI-RS can be configured to cover the full bandwidth of the bandwidth part or just a fraction of the band-
width. In the latter case, the CSI-RS bandwidth and frequency-domain starting position are provided as partof the
CSI-RS configuration.

Within the configured CSI-RS bandwidth, a CSI-RS may be configured for transmission in every resource block,
referred to as CSI-RS density equal to one. However, a CSI-RS may alsobe configured for transmissionenly inevery
second resource block, referred toas CSI-RS density equal to 1/2. In the latter case, the CSI-RS configurationin-
cludes information about the set of resource blocks (odd resource blocks or even resource blocks) within which the
CSI-RS will be transmitted. CSI-BS density equal to 1/2 is not supported for CSI-RS with 4, & and 12 antenna ports.

See Erik Dahlman et al., 5G NR: The Next Generation Wireless Access Technology, § 8.1.2 (2d

Ed. 2018).
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Examples of patterns 0 and 1 are illustrated in Figure 199

*  The parameter structure used to configure a CSI IM Resource is presented in Table 125. This parameter structure includes a CSI
Resource identity and a specification of the resources which are allocated to the CSI IM Resource. There is a choice of confi
cither pattern 0 or pattern 1:

o Pattern 0 corresponds to a 2x2 grid of Resource Elements. subcarrierLocation-p0 and symbolLocation-p0 specify the first
subcarrier and first symbol belonging to the 2x2 grid

o Pattern | corresponds to a 4x1 grid of Resource Elements (4 subcarriers x 1 symbol). subcarrierLocation-p1 and symbol
p1 specify the first subcarrier and the only symbol belonging to the 4x1 grid

CSI-IM-Resource 3
csi-IM-Resourceld 0to31
csi-IM-ResourceElementPattern CHOICE
patternQ pattern|
subcarrierLocation-p0 0,2,4,6,810 subcarrierLocation-pl | 0,4, 8
symbolLocation-p0 Oto 12 symbolLocation-pl 0to13
freqBand startingRB 010274, step 4
nrofRBs 24 10 276, step 4
periodicityAndOffset CHOICE
4 slots Oto3 20 slots 0to 19 160 slots 0to 159
5 slots Oto4 32 slots 0to 31 320 slots 0to319
8 slots 0to7 40 slots 01039 640 slots 010639
10 slots 0to9 64 slots 01063
16 slots Oto 15 80 slots 0t079

Table 125 — Parameter structure used to configure a CSI IM Resource

*  The freqBand section of the parameter structure specifies the set of contiguous Resource Blocks across which the CSI IM Resource i
configured. The startingRB is relative to Common Resource Block 0, i.e. the lower edge of the channel bandwidth, rather than the
lower edge of the Bandwidth Part. The nro/RBs information element has a minimum value of 24 but if the Bandwidth Part occupies
less than 24 Resource Blocks then the CSI IM Resource occupies only the Resource Blocks within the Bandwidth Part

See Chris Johnson, 5G New Radio in Bullets, Section 3.7.4. (2019).

release and add.

HZP-CSI-RS-Respurce ::=
nzp-CSI-RE-ResourceIld
resourceMapping
powerControloffaet
powerControloffaetss
scramblingID
pericdicityAndoffset
gol-InfoPeriodicCSI-RS

- NZP-CSI-RS-Resource

The IE NZP-CSI-RS-Resource is used to configure Non-Zero-Power (NZP) CSI-RS transmitted in the cell where the IE is included. which the UE may be configured to measure

on (see TS 38.214 [19], clavse 5.2.2.3.1). A change of configuration betw

periodic, semi-p

NZP-CSI-RS-Resource information element

SEQUENCE {

NEP-CSI-RS-Resourceld,
CEI-RES-ResourceMapping,

INTEGER (-B..15},

ENUMERATED{db-3, dbo, db3, db6}

ScramblingId,

C8I-ResourcePericdicityindoffset

TCI-StateIld

OPTIONAL,

OPTIOMAL,
OPTIONAL,

or aperiedic for an NZP-CSI-RS-Resource is not supported without a

Heed R

icorsemi

Persistent

See 3GPP TS 38.331 V 15.15.0.
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- Col-IM-Resource

The IE CS5I-IM-Resowrce is used to configure one CSI Interference Management (IM) resource.

CSI-IM-Resource information element

|

M-Rescurceld,

cai-IM-Res
patterno
subcarrierLocation-po
symbolLocation-p0o

ElementPattern

, 82, 84, =6, =8, 810 },

patterni
subcarrierLocation-pl
symbolLocation-pl

, =54, =8 },

1
I

1
fregBand CEI-FrequencyOccupation
pericdicityAndoffeet CEI-RescurcePeriocdicityAndoffaet

See 3GPP TS 38.331 V 15.15.0.
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52231 NZP CSI-RS

The UE can be configured with one or more NZP CSI-RS resource set configuration(s) as indicated by the higher layer
parameters CSI-ResourceConfig, and NEZP-CSI-RS-ResourcaSet. Each NZP CSI-RS rescurce zet consists of £21 NZP
CSI-ES resource(s).

The following parameters for which the UE shall assume non-zero transmission power for C3I-ES resource are
configured via the higher layer parameter NZP-CSI-R5-Resource, CSI-ResourceConfig and NZP-C5I-RS5-ResourcaSet
for each CSI-E.S resource configuration:

nzp-CSI-R5-Resourceld determines CSI-RES resource configuration identity.

periodiciiydnd0ffiet defines the CSI-RS periodicity and slot offset for periodic/semi-persistent CSI-E.5. All the
CEI-RS resources within one set are configured with the same periodicity, while the slot offset can be same or
different for different CSI-RS resources.

resource Mapping defines the mumber of ports, CDM-type, and OFDM symbol and subcarrier occupancy of the
CSI-RS8 resource within a slot that are given in clause 7.4.1.5 of [4, T8 38.211].

nrofPorts in resowrceMapping defines the number of CSI-RS ports, where the allowable values are given in
clause 7.4.1.5 of [4, TS 33.211].

density in resource Mapping defines CSI-RS frequency density of each CSI-RS port per PRB, and CSI-RS PRB
offset in case of the density value of 1/2, where the allowable values are given in clause 7.4.1.5 of [4, TS
38.211). For density 1/2, the odd/even PRB allocation indicated in density is with respect to the common
resource block grid.

cdm-Type in resourceMapping defines CDM values and pattern, where the allowable values are given in clause
7415 0f [4, TS 38.211].

powerControlOQfftet: which is the assumed ratioc of PDSCH EPRE to NZP CSI-RS EPRE when UE derives CSI
feedback and takes values in the range of [-8, 15] dB with 1 dB step size.

powerControlQfftetSS: which is the assumed ratio of NZP CSI-RS EPRE to S5/PBCH block EPRE.
scramblinglD defines scrambling ID of CSI-ES with length of 10 bits.
BIWP-Id in CSI-ResourceConfig defines which bandwidth part the configured CSI-RS is located in.

repetition in NZP-CS5I-RS-ResourceSet is associated with a CSI-RS resource set and defines whether UE can
assume the CSI-ES resources within the NZP CSI-ES Resource Set are transmitted with the same downlink
spatial domain transmission filter or not az described in clause 5.1.6.1.2. and can be confizured only when the

higher layer parameter reportQuantify associated with all the reporting settings linked with the CSI-RS resource
set 13 set to 'cr-RSRP' or 'none’.

gel-InfoPeriodicCSI-RS contains a reference to a TC/-5State indicating QCL source R3(s) and QCL type(s). If the
TCI-State is configured with a reference to an RS with 'QCL-TypeD' association, that RS may be an 33/ PBCH
block located in the same or different CC/DL BWP or a C5I-RS resource configured as pericdic located in the
same or different CC/DL BWP.

frs-fnfo in NEP-CSI-R5-ResourceSet is associated with a CSI-RS resource set and for which the UE can assume
that the antenna port with the same port index of the configured NZP CSI-ES resources in the NZP-CSL-RS-
ResourceSet is the same as described in clause 3.1.6.1.1 and can be configured when reporting setting is not
configured or when the higher laver parameter reporiQuantity associated with all the reporting settings linked
with the CSI-RS resource set is set to 'none'.

See 3GPP TS 38.214 VV15.14.0.
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All C3I-RS resources within one set are configured with same densify and same nrgfFPoris, except for the NZP C3I-ES
regources used for interference measurement.

The UE expects that all the C3I-E.3 rescurces of a resource set are configured with the same starting RB and number of
EBsz and the same cdm-fipe.

The bandwidth and initial common resource block (CEB) index of a CSI-E.S resource within a BWP, as defined in
clanse 7.4.1.5 of [4, TS 38.211], are determined based on the higher layer parameters nrgfREs and stariingRB,
respectively, within the C8I-FrequencyOccupation IE configured by the higher layer parameter fregBand within the
CEI-R5-ResourceMapping IE. Both nrgfREr and startingR B are configured as integer multiples of 4 EBs, and the
reference point for startingRE is CEB 0 on the common resource block grid. If startingRE < NEEL*, the UE shall
assume that the initial CRB index of the CSI-RS resource is Niyipiqpe = Nien', otherwise Nipjpiq) ne = startingRB.
If nrof RBs = NZZ& + NZIELY — Niniviat ne. the UE shall assume that the bandwidth of the CSI-RS resource is
NEW oo = NSIEE + NEISIY — Nipieiai ns. otherwise NZ%_ oo = nrofRBs. In all cases, the UE shall expect that

NEW .. = min (24, N5Z2).

See 3GPP TS 38.214 VV15.14.0.

5224 Channel State Information — Interference Measurement (CSI-1M)

The UE can be confizured with one or more CSI-IM rezource set configuration(s) as indicated by the higher layer
parameter CSIIM ResourcaSet. Each CSI-IM resource set consists of £21 CSL-IM rescurce(s).

The following parameters are configured via higher layer parameter CSIM-Resource for each CSI-IM resource
configuration:

- cri-IM-Resourceld determines CSI-IM resource configuration identity

- subcarrierlocation-p0 or subcarrierLocation-pl defines subcarrier occupancy of the CSI-IM resource within a
slot for csi-IM-ResourceElementPattern set to 'pattern()’ or 'patternl’, respectively.

- symbollocation-p0 or symbollocation-pl defines OFDM symbol location of the CSI-IM resource within a slot
for esi-IM-Resource ElementPattern zet to 'pattern(' or "patternl’, respectively.

- periodicityAndOfiSet defines the C3I-IM periodicity and slot offset for periodic/semi-persistent CSI-IM.
- fregBand includes parameters to enable configuration of frequency-occupancy of CSI-IM

In each of the PEEs configured by fregBand the UE shall assume each CSI[-IM resource is located in,

- resource elements (kog py.Josrny )- Resrnr-Tese e +1)- (Rogpe +1degpy ) 2nd
{kc:i‘.r- s e ne+ 1), if esi-IM-ResourceElementPatiern is set to "pattern(’,

- fesource elements {kmr-m des_ne ). {kcsr-m +Lics ne ). {kcsr-m +2.1 csr-m]' and {kcsr-m +3.1 c&r-m]'
if csi-IM-ResourceElementFatiern i3 set to 'patternl’,

where Kng_pgand Jag py are the configured frequency-domain location and time-domain location, respectively, given

by the higher layer parameters in the above list.

See 3GPP TS 38.214 V15.14.0.
For example, channel measurements such as CQI are based upon either multiple in time or single

time readings.
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22 Channel state information
5221 Channel quality indicator (CQI)

The CQI indices and their interpretations are given in Table 3.2.2.1-2 or Table 5.2.2.1-4 for reporting CQI based on
QF3E, 160QAM and 64QAM. The CQI indices and their interpretations are given in Table 5.2.2.1-3 for reporting CQI
bazed on QPSK, 16QAM, 64QAM and 256QAM.

Bazed on an unrestricted observation interval in time unless specified otherwize in thiz clause, and an varestricted
observation interval in frequency, the UE shall derive for each CQI value reported in uplink slot g the highest CQI
index which satisfies the following condition:

- A zingle PDSCH transport block with a combination of modulation scheme, target code rate and transport block
size corresponding to the CQI index. and occupying a group of downlink phyaical resource blocks termed the
CEI reference resource, could be received with a transport block error probability not exceeding:

- 0.1, if the higher layer parameter cgi-Table in CS-ReportConfig configures 'tablel’ (corresponding to Table
5.2.2.1-2), or table?' (corresponding to Table 5.2.2.1-3), or

- 0.00001, if the higher layer parameter cgi-Table in CS-ReporiConfiz configures table3’ (corresponding to
Table 5.2.2.1-4).

If higher layer parameter timeRestrictionForChannelMeasurements 1s set to "nofConfigured”, the UE shall derive the
channel meazurements for computing CSI value reported in uplink zlot n bazed on only the NZP CSI-RS, no later than
the CEI reference resource, (defined in TS 38.211[4]) associated with the CSI resource setting.

If higher layer parameter timeRestrictionForChannelMeasurements in CSL-ReporfConfiz 13 set to "Configured”, the UE
shall derive the channel measurements for computing CSI reported in uplink slot n based on only the most recent, no
later than the C5I reference rescurce, occazion of NZP CSI-ES (defined in [4, TS 38.211]) associated with the CSI
resource setting.

If higher layer parameter timeRestrictionForinterference Measurements i3 set to "nofConfigured”, the UE shall derive
the interference measurements for computing CSI value reported in uplink slot n based on only the CSI-IM and/or NZP
C8I-ES for interference measurement no later than the C3I reference resource associated with the CSI resource setting.

If higher layer parameter timeRestrictionForinterference Measurements in CS5I-ReportConfig 1s set to "Configured”, the
UE zhall derive the interference measurements for computing the CSI value reported in uplink slot n bazed on the most
recent, no later than the TSI reference resource, occasion of CSI-IM and/or NZP CSI-ES for interference measurement
(defined in [4, TS 38.211]) associated with the C3I resource setting.

See 3GPP TS 38.214 85.2.2.1.
For example, rank indicator (“RI”) and pre-coding matrix indicator (“PMI”) are also computed

based on SRS measurements.

To select a suitable rank and a corresponding precoder matrix, the network needs
estimates of the channels between the device antenna ports and the corresponding
network receive antennas. To enable this, a device configured for codebook-based
PUSCH would typically be configured for transmission of at least one multi-port
SRS. Based on measurements on the configured SRS, the network can sound the
channel and determine a suitable rank and precoder matrix.
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See Erik Dahlman et al., 5G NR: The Next Generation Wireless Access Technology, § 11.3.1 (2d
Ed. 2018).

18. Claim 9 of the *780 Patent recites that the “controller” is configured to “set the at
least one settable link characteristic to compensate for the received interference based upon the
interference type.” The Accused Products each comprise a controller configured to set the at least
one settable link characteristic to compensate for the received interference based upon the
interference type. For example, the Accused Products report at least wideband and subband CQI,

wideband and subband PMI, and also RI:

- wideband CQI or subband CQI reporting, as configured by the higher layer parameter cqi-FormatIndicator.
When wideband CQI reporting is configured, a wideband CQI is reported for each codeword for the entire CSI
reporting band. When subband CQI reporting is configured. one CQI for each codeword is reported for each
subband in the CSI reporting band.

See 3GPP TS 38.214 V.15.14.0 85.2.1.4.

wideband PMI or subband PMI reporting as configured by the higher layer parameter pmi-Formatindicator.
When wideband PMI reporting iz configured, a wideband PMI iz reported for the entire CSI reporting band.
When subband PMI reporting iz configured, except with 2 antenna ports, a single wideband indication (i} in
clause 5.2.2 2 1s reported for the entire CSI reporting band and one subband indication (i in clause 5.2.2.7) 15
reported for each subband in the C3I reporting band. When subband PMIs are confizured with 2 antenna ports, a
PMI is reported for each subband in the CSI reporting band.

See 3GPP TS 38.214 V.15.14.0 85.2.1.4.
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5221 Channel quality indicator (CQlI)

The CQI indices and their interpretations are given in Table 3.2.2.1-2 or Table 5.2.2.1-4 for reporting CQI based on
QPSKE, 16QAM and 640QAM. The CQI indices and their interpretations are given in Table 5.2.2.1-3 for reporting CQI
based on QPSK, 16QAM, 64QAM and 236QAM.

Bazed on an varestricted observation interval in time unless specified otherwize in this clavse, and an unrestricted
observation interval in frequency, the UE shall derive for each CQI value reported in uplink slot » the highest CQI
index which satisfies the following condition:

- A single PDSCH transport block with a combination of modulation scheme, target code rate and transport block
size corresponding to the CQI index, and occupying a group of downlink physical resource blocks termed the
CEI reference resource, could be received with a transport block error probability not exceeding:

- 0.1, if the higher layer parameter cqi-Table in C5I-ReportConfig configures 'tablel’ (corresponding to Table
5.2.2.1-2), or "tablel’ (corresponding to Table 5.2.2.1-3), or

- 0.00001, if the higher layer parameter cgi-Table in CSI-ReporiConfiz configures "table3’ (corresponding to
Table 5.2.2.1-4).

Ifhigher layer parameter timeRestriction®orChannelMeasurements 1s set to "rofCornfigured”, the UE shall derive the
channel measurements for computing C31 value reported in uplink slot n based on cnly the WZP CSI-ES, no later than
the CSI reference resource, (defined in TS 38.211[4]) associated with the TSI resource setting.

If higher layer parameter timeRestrictionForChannelMeasurements in CS1-ReportConfig 13 set to "Corfigured”, the UE
shall derive the channel measurements for computing C3I reported in uplink slot n based on only the most recent, no
later than the CSI reference resource, occasion of NZP CSI-ES (defined in [4, TS 38.211]) associated with the C3I
resource setting.

If higher layer parameter timeRestrictionF orinterference Measurements 1s set to "nofConfigured”, the UE shall derive
the interference measurements for computing CSI value reported in uplink slot n based on only the CSI-IM and/or NZP
CSI-RS for interference measurement no later than the C3I reference resource associated with the CS8] resource setting.

See 3GPP TS 38.214 V.15.14.0.

The bitwidth for RVLI/CQI/CRI of codebookType=typel-SinglePanel 1s provided in Tables 6.3.1.1.2-3.

Table 6.3.1.1.2-3: R, LI, CQl, and CRI of codebookType=typel-SinglePanel

Bitwidth
Field 1 antenna port 2 antenna 4 antenna >4 antenna ports
P ports ports Rank1~4 Rank5~8
Rank Indicator 0 min(1[log, mg ) | min(2[log, ng |) [log, g | [1og, g |
Layer Indicator 0 [log, v] min(2.[log,v|) | min(2.]log,v|) | min(2.[log,v])
Wide-band CQl for the
first TB 4 4 4 4 4
Wideband CQl for the
second TB 0 0 0 0 4
Subband differential CQl
for the first TB 2 2 2 2 2
Subband differential CQl
for the second TB 0 0 0 0 2
CRI |710g! (K.::.SI_RS ” (logl (Kf‘SI_RS ﬂ |—10g2 (K:(‘SI_RS ]] |—10g2 (KS( S ]-| ’—logl (K;( SRS )‘|

U 1is the value of the rank. The value of K 5(' S

RS

Mg in Table 6.3.1.1.2-3 is the number of allowed rank indicator values according to Clause 5.2.2.2.1 [6, TS 38.214].

1s the number of CSI-RS resources in the corresponding resource set.

The values of the rank indicator field are mapped to allowed rank indicator values with increasing order, where '0' is
mapped to the smallest allowed rank indicator value.
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See 3GPP TS 38.212 VV15.12.0 §6.3.1.1.2.

19.  Applealso knowingly and intentionally induces infringement of one or more claims
of the *780 Patent in violation of 35 U.S.C. § 271(b). As of at least the filing and service of this
complaint, Apple has knowledge of the 780 Patent and the infringing nature of the Accused
Products. Despite this knowledge of the 780 Patent, Apple continues to actively encourage and
instruct its customers and end users (for example, through user manuals and online instruction
materials on its website) to use the Accused Products in ways that directly infringe the *780 Patent,
for example by utilizing the accused 5G functionality on the Accused Products in an infringing

manner. See, e.g., https://support.apple.com/en-gb/quide/iphone/iph3dd5f213/15.0/i0s/15.0

(Apple iPhone 13 User Manual — “View or change cellular data settings on iPhone”). Further,
Apple advertises to customers that “[nJo one does SG like iPhone.”

https://www.apple.com/iphone-13/. Apple provides these instructions and online materials to

customers and end users knowing and intending (or with willful blindness to the fact) that its
customers and end users will commit these infringing acts. Apple also continues to make, use,
offer for sale, sell, and/or import the Accused Products, despite its knowledge of the *780 Patent,
thereby specifically intending for and inducing its customers to infringe the *780 Patent through
the customers’ normal and customary use of the Accused Products.

20.  Apple has also infringed, and continues to infringe, one or more claims of the *780
Patent by selling, offering for sale, or importing into the United States, the Accused Products,
knowing that the Accused Products constitute a material part of the inventions claimed in the *780
Patent, are especially made or adapted to infringe the *780 Patent, and are not staple articles or
commodities of commerce suitable for non-infringing use (as exemplified by the materials cited

above). As of at least the filing and service of this complaint, Apple has knowledge of the 780

23
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Patent and the infringing nature of the Accused Products. Apple has been, and currently is,
contributorily infringing the *780 Patent in violation of 35 U.S.C. 8§ 271(c) and ().

21. By making, using, offering for sale, selling and/or importing into the United States
the Accused Products, Apple has injured Plaintiff and is liable for infringement of the 780 Patent
pursuant to 35 U.S.C. § 271.

22.  As a result of Apple’s infringement of the *780 Patent, Plaintiff is entitled to
monetary damages (past, present, and future) in an amount adequate to compensate for Apple’s
infringement, but in no event less than a reasonable royalty for the use made of the invention by
Apple, together with interest and costs as fixed by the Court.

COUNT 11

INFRINGEMENT OF U.S. PATENT NO. 7,321,777

23. Plaintiff realleges and incorporates by reference the foregoing paragraphs as if fully
set forth herein.

24.  Apple has been and is now directly infringing the *777 Patent, literally and/or under
the doctrine of equivalents, in violation of 35 U.S.C. 8 271(a), including by making, using, selling,
and/or offering for sale in the United States or importing into the United States infringing products
and systems, including at least the Accused Products identified above. The Accused Products
satisfy all of the claim limitations of one or more claims of the *777 Patent, including but not
limited to claim 12.

25.  Claim 12 of the *777 Patent recites “[a] wireless device locator for locating a target
wireless communications device.” To the extent the preamble is limiting, the Accused Products

comprise of a wireless device locator for locating a target wireless communications device. For
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example, the accused Apple iPhone 13 supports ultra-wideband functionality for locating a target
wireless communications device, such as the Apple AirTag:

iPhone 13 Overview  Switching to iPhone Tech Spec Buy

All models 5G (sub-6 GHz and mmWave)?
Gigabit LTE with 4x4 MIMO and LAA?
Wi-Fi 6 (802.11ax) with 2x2 MIMO
Bluetooth 5.0 wireless technology
Ultra Wideband chip for spatial awareness®
NFC with reader mode

Express Cards with power reserve

See https://www.apple.com/iphone-13/specs/.

AirTag Buy

Connectivity Bluetooth for proximity finding
Apple-designed U1 chip for Ultra Wideband and Precision Finding
NFC tap for Lost Mode

See https://www.apple.com/airtag/?afid=p238%7Cs43YubbTM-

dc mtid 1870765e38482 pcrid 573879837530 parid 120928559493 &cid=aos-us-kwgo-btb--

slid---product-.

26. Claim 12 of the 777 Patent recites that the wireless device locator comprises “at
least one antenna and a transceiver connected thereto.” The Accused Products comprise at least
one antenna and a transceiver connected thereto. For example, the Apple iPhone 13 comprises at

least one antenna and a transceiver:
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iPhone 13 Overview  Switching toiPhone  Tech Specs Buy

All models 5G (sub-6 GHz and mmWave)?
Gigabit LTE with 4x4 MIMO and LAA?
Wi-Fi 6 (802.11ax) with 2x2 MIMO
Bluetooth 5.0 wireless technology
Ultra Wideband chip for spatial awareness®
NFC with reader mode

Express Cards with power reserve

See https://www.apple.com/iphone-13/specs/.

Apple APLTWO07 A15 Bionic PoP
(A15 AP + SK hynix 6GB LPDDR4X SDRAM)

Apple APL1098 PMIC

NXP Display Port Multiplexer

Skyworks SKY58271-19 Front-End Module
Skyworks SKY58270-17 Front-End Module
Apple/Dialog Semi 338S00770-B0 PMIC

Apple/Dialog Semi 338S00762-A1 PMIC

STMicroelectronics STB601A0S PMIC

USI Apple UT UWB Module

Techl!

Texas Instruments TPS65657B0 Display Power Supply

Figure 1. Apple iPhone Pro Board Shot

See https://www.techinsights.com/blog/teardown/apple-iphone-13-pro-teardown.

27. Claim 12 of the ’777 Patent recites “a controller for” “cooperating with said
transceiver for transmitting a plurality of location finding signals to the target wireless
communications device and receiving a respective reply signal therefrom for each of said location
finding signals.” The Accused Products comprise a controller for cooperating with said transceiver
for transmitting a plurality of location finding signals to the target wireless communications device
and receiving a respective reply signal therefrom for each of said location finding signals. For
example, the Apple iPhone 13 comprises a controller that cooperates with a transceiver for

transmitting a plurality of location finding signals to a target wireless communications device (such
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as the Apple AirTag) and receiving a respective reply signal therefrom for each of said location

finding signals:

o: a7

Débra’s Keys

Cold. Warm.
Warmer. Hot.

®
If your AirTag is nearby, your iPhone can
lead you straight to it with
Precision Finding." You'll see the distance
to your AirTag and the direction to head in

— all thanks to Ultra Wideband technology.

Precision Finding compatible with:

iPhone 11

iPhone 11 Pro and iPhone 11 Pro Max
iPhone 12 and iPhone 12 mini

iPhone 12 Pro and iPhone 12 Pro Max
iPhone 13 and iPhone 13 mini

iPhone 13 Pro and iPhone 13 Pro Max

See https://www.apple.com/airtag/?afid=p238%7Cs43Yu6bTM-

dc mtid 1870765e38482 pcrid 573879837530 pgrid 120928559493 &cid=aos-us-kwgo-htb--

slid---product-.
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Use Precision Finding to pinpoint the location of your item

If you have a supported iPhone model with Ultra Wideband and your AirTag is nearby’, you can use
Precision Finding to help find it, even if it's stuck between couch cushions or hiding under a stack of
mail. If your AirTag is out of range of your connected device, get directions to it first.

1. Open the Find My app, then tap the Items tab.
2. Choose the AirTag you want to locate, then tap Find 0 L

3. Follow the onscreen instructions and move around the
space until your iPhone connects to your AirTag.

Jlbhn’s Backpack

4. Your iPhone displays the distance and direction to your
AirTag. Use that information to get closer to your AirTag
until you find your lost item.

5. Tap the X button X when you're done.

If you need more help

You can tap the sound button ° to play a sound on your
AirTag if it's within Bluetooth range of your connected

device. If it's too dark, a flashlight button U will appear. To
turn on the flashlight, tap it.

If you don't see Find 0, make sure that you turned on
Location Access for the Find My app.

1. Go to Settings > Privacy > Location Services, and check
that Location Services is on.
2. Scroll down and tap Find My.

3. Check "Ask Next Time," "While Using the App," or "While
Using the App or Widgets." For the most accurate
location, turn on Precise Location.

See https://support.apple.com/en-us/HT210967.

28

28


https://support.apple.com/en-us/HT210967

Case 6:22-cv-00077-ADA Document 4 Filed 01/20/22 Page 29 of 40

6.9.1.2.2 Single-sided two-way ranging (SS-TWR)

SS-TWR involves a measurement of the round-trip delay of a single message from one device to another and

a response sent back to the original device. The operation of SS-TWR is as shown in Figure 6-47a, where

device A mitiates the exchange and device B responds to complete the exchange and Tpmp 1s the propagation
time of the RMARKER between the devices.

- - Trcund > 2
= I
e RX— -
H ! H f 1 7
H I ] I '
' | : ' I .
Lol | S i
! —’! — ‘.. e !ﬂ— !
Vo T P01 Twop
o ' Pl J
. Lo \ Pl !
Device B 3
—_— N
RX >
RMARK ER/][‘ Ty =

Figure 6-47a—SS-TWR

Each device precisely measures the transmussion and reception times of the message frames, and so can

calculate times Ty,yyq and Tiep)y by simple subtraction. Hence. the resultant TOF may be estimated as T,
by the equation:

A

=1
Toep = §(Tmmd' reply)

When employing SS-TWR. for the TOF to be calculated at device A, device A needs the reply time T, reply
employed by device B. When T, reply 1s determined by device B after its transmission, an additional message
1s necessary to bring this value to device A. as shown in Figure 6-48a and described in 6.9.6.3. When T}, Iy
can be accurately predicted by device B before its transmission, the value can be embedded in the reply
message itself, as shown in Figure 6-48b and described in 6.9.6.4. Altematively, if device B has the ability
to always reply with sufficiently accurate constant or pre-known reply time, it obviates the need for any
transfer of Treply as part of the ranging exchange. as described in 6.9.6.5.
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6.9.1.2.3 Double-sided two-way ranging (DS-TWR)

DS-TWR is an extension of SS-TWR in which two round-trip time measurements are used and combined to
give the TOF result with a reduced error in the presence of uncorrected clock frequency oftfset even for quite
long response delays. The operation of DS-TWR is shown in Figure 6-47b, where device A initiates the first
round-trip time measurement to which device B responds, after which device B initiates the second round-
trip time measurement to which device A responds completing the full DS-TWR exchange and T, prop is the
propagation time of the RMARKER between the devices.

. <« Toma > < Ty —>
Device A time
TX |: |:, RXI - RXl | TX |: |
b ] o f A T Lo '
b o ' - i . ‘
1 1 [ : Pl
> LT = =
: Tirop P Tirop | ! | Torop | ot Tyrop |
: I 1 i I | : I
: \ I \ fo | Lo ! \ I i
Device B % v ‘ |:| |: :, V|:|:|“"
RXE'D TXE TX RX
RMARKER € Tygpy1 ——> L T R

Figure 6-47b—DS-TWR

Each device precisely measures the transmission and reception times of the messages, and the resultant TOF

may be estimated as T, by the equation:

fﬂ — (T round] * TroundE - Treplyl x T, 1‘61)1_\‘2)
prop
(Trmuldl * Tmlde + Tr'tplyl + Tmpl)-’l)

See |IEEE 802.15.4z-2020 - IEEE Standard for Low-Rate Wireless Networks—Amendment 1:

Enhanced Ultra Wideband (UWB) Physical Layers (PHYs) and Associated Ranging Techniques

at Sections 6.9.1.2.2, 6.9.1.2.3.

28. Claim 12 of the 777 Patent recites “a controller for” “determining a propagation

delay associated with the transmission of each location finding signal and the respective reply

signal therefor based upon a known device latency of the target wireless communications device.”

The Accused Products comprise a controller for determining a propagation delay associated with

the transmission of each location finding signal and the respective reply signal therefor based upon

a known device latency of the target wireless communications device. For example, the Apple

30

30



Case 6:22-cv-00077-ADA Document 4 Filed 01/20/22 Page 31 of 40

iPhone 13 comprises a controller for determining a propagation delay associated with the
transmission of each location finding signal and the respective reply signal therefor based upon a

known device latency of the target wireless communications device (such as an Apple AirTag):

o: a7

Débra’s Keys

Cold. Warm.
Warmer. Hot.

®
If your AirTag is nearby, your iPhone can
lead you straight to it with
Precision Finding." You'll see the distance
to your AirTag and the direction to head in

— all thanks to Ultra Wideband technology.

Precision Finding compatible with:

iPhone 11

iPhone 11 Pro and iPhone 11 Pro Max
iPhone 12 and iPhone 12 mini

iPhone 12 Pro and iPhone 12 Pro Max
iPhone 13 and iPhone 13 mini

iPhone 13 Pro and iPhone 13 Pro Max

See https://www.apple.com/airtag/?afid=p238%7Cs43Yu6bTM-

dc mtid 1870765e38482 pcrid 573879837530 parid 120928559493 &cid=aos-us-kwgo-btb--

slid---product-.
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Use Precision Finding to pinpoint the location of your item

If you have a supported iPhone model with Ultra Wideband and your AirTag is nearby’, you can use
Precision Finding to help find it, even if it's stuck between couch cushions or hiding under a stack of
mail. If your AirTag is out of range of your connected device, get directions to it first.

1. Open the Find My app, then tap the Items tab.
2. Choose the AirTag you want to locate, then tap Find 0 L

3. Follow the onscreen instructions and move around the
space until your iPhone connects to your AirTag.

Jlbhn’s Backpack

4. Your iPhone displays the distance and direction to your
AirTag. Use that information to get closer to your AirTag
until you find your lost item.

5. Tap the X button X when you're done.

If you need more help

You can tap the sound button ° to play a sound on your
AirTag if it's within Bluetooth range of your connected

device. If it's too dark, a flashlight button U will appear. To
turn on the flashlight, tap it.

If you don't see Find 0, make sure that you turned on
Location Access for the Find My app.

1. Go to Settings > Privacy > Location Services, and check
that Location Services is on.
2. Scroll down and tap Find My.

3. Check "Ask Next Time," "While Using the App," or "While
Using the App or Widgets." For the most accurate
location, turn on Precise Location.

See https://support.apple.com/en-us/HT210967.
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6.9.1.2.2 Single-sided two-way ranging (SS-TWR)

SS-TWR involves a measurement of the round-trip delay of a single message from one device to another and

a response sent back to the original device. The operation of SS-TWR is as shown in Figure 6-47a, where

device A mitiates the exchange and device B responds to complete the exchange and Tpmp 1s the propagation
time of the RMARKER between the devices.
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Figure 6-47a—SS-TWR

Each device precisely measures the transmussion and reception times of the message frames, and so can

calculate times Ty,yyq and Tiep)y by simple subtraction. Hence. the resultant TOF may be estimated as T,
by the equation:

A

=1
Toep = §(Tmmd' reply)

When employing SS-TWR. for the TOF to be calculated at device A, device A needs the reply time T, reply
employed by device B. When T, reply 1s determined by device B after its transmission, an additional message
1s necessary to bring this value to device A. as shown in Figure 6-48a and described in 6.9.6.3. When T}, Iy
can be accurately predicted by device B before its transmission, the value can be embedded in the reply
message itself, as shown in Figure 6-48b and described in 6.9.6.4. Altematively, if device B has the ability
to always reply with sufficiently accurate constant or pre-known reply time, it obviates the need for any
transfer of Treply as part of the ranging exchange. as described in 6.9.6.5.
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6.9.1.2.3 Double-sided two-way ranging (DS-TWR)

DS-TWR is an extension of SS-TWR in which two round-trip time measurements are used and combined to
give the TOF result with a reduced error in the presence of uncorrected clock frequency oftfset even for quite
long response delays. The operation of DS-TWR is shown in Figure 6-47b, where device A initiates the first
round-trip time measurement to which device B responds, after which device B initiates the second round-
trip time measurement to which device A responds completing the full DS-TWR exchange and Tpmp is the
propagation time of the RMARKER between the devices.

. <« Toma > < Ty —>
Device A time
TX |: |:, RXI - RXl | TX |: |
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> LT = =
: Tirop P Torop ! ! \ Torop | ot Torop
\ | 1 | 1 / ' 1 \
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Figure 6-47b—DS-TWR

Each device precisely measures the transmission and reception times of the messages, and the resultant TOF
may be estimated as T, by the equation:

fﬂ — (T round] * TroundE - Treplyl x T, 1‘61)1_\-‘2)
prop
(Trmuldl * Tmlde + Tr'tplyl + TIC]JI)-’Z)

See IEEE 802.15.4z-2020 - IEEE Standard for Low-Rate Wireless Networks—Amendment 1:
Enhanced Ultra Wideband (UWB) Physical Layers (PHYs) and Associated Ranging Techniques
at Sections 6.9.1.2.2, 6.9.1.2.3.

29. Claim 12 of the *777 Patent recites “a controller for” “estimating a range to the
target wireless communications device based upon a plurality of determined propagation delays.”
The Accused Products comprise a controller for estimating a range to the target wireless
communications device based upon a plurality of determined propagation delays. For example,

the Apple iPhone 13 comprises a controller for estimating a range to the target wireless
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communications device (such as an Apple AirTag) based upon a plurality of determined

propagation delays:

o: a7

Débra’s Keys

Cold. Warm.
Warmer. Hot.

®
If your AirTag is nearby, your iPhone can
lead you straight to it with
Precision Finding." You'll see the distance
to your AirTag and the direction to head in

— all thanks to Ultra Wideband technology.

Precision Finding compatible with:

iPhone 11

iPhone 11 Pro and iPhone 11 Pro Max
iPhone 12 and iPhone 12 mini

iPhone 12 Pro and iPhone 12 Pro Max
iPhone 13 and iPhone 13 mini

iPhone 13 Pro and iPhone 13 Pro Max

See https://www.apple.com/airtag/?afid=p238%7Cs43Yu6bTM-

dc mtid 1870765e38482 pcrid 573879837530 pgrid 120928559493 &cid=aos-us-kwgo-bhtb--

slid---product-.
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Use Precision Finding to pinpoint the location of your item

If you have a supported iPhone model with Ultra Wideband and your AirTag is nearby’, you can use
Precision Finding to help find it, even if it's stuck between couch cushions or hiding under a stack of
mail. If your AirTag is out of range of your connected device, get directions to it first.

1. Open the Find My app, then tap the Items tab.
2. Choose the AirTag you want to locate, then tap Find 0 L

3. Follow the onscreen instructions and move around the
space until your iPhone connects to your AirTag.

Jlbhn’s Backpack

4. Your iPhone displays the distance and direction to your
AirTag. Use that information to get closer to your AirTag
until you find your lost item.

5. Tap the X button X when you're done.

If you need more help

You can tap the sound button ° to play a sound on your
AirTag if it's within Bluetooth range of your connected

device. If it's too dark, a flashlight button U will appear. To
turn on the flashlight, tap it.

If you don't see Find 0, make sure that you turned on
Location Access for the Find My app.

1. Go to Settings > Privacy > Location Services, and check
that Location Services is on.
2. Scroll down and tap Find My.

3. Check "Ask Next Time," "While Using the App," or "While
Using the App or Widgets." For the most accurate
location, turn on Precise Location.

See https://support.apple.com/en-us/HT210967.
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An RDEV shall support the ranging counter described in 6.9.1.3 and the figure of merit (F oM) described in
69.1.7. An RDEV may support optional crvstal characterization described in 6.9.1.6 and the optional
dvnamic preamble code and channel selection (DPS) described in “Applications of IEEE Std 802.15.4”

[B3]. RDEVs produce ranging results. used by higher lavers to compute the ranges between devices. These

ranging results may include transmit and receive rangmg counter values. ranging FoM. angle of arrival
AOA) information. ranging tracking interval. and ranging tracking offset values.

&aﬁgmg—ts—aﬁ-ep&eﬂa-l—feamfﬁThls standard includes opnonal features to support relatne positioning and

wideband (UWB) PHYs defined in this standard that provide the caoab:htv to accurately determine packet
ecepnon and transnnss:on times. Wlth accurate message nmestampmg, techmgues such as two-way

two devices. Similarly. an accurate location estimate for a mobile device can be determined. for example.
when its distance from a number of fixed devices (of known location) 1s ascertained.

See |IEEE 802.15.4z-2020 - IEEE Standard for Low-Rate Wireless Networks—Amendment 1:
Enhanced Ultra Wideband (UWB) Physical Layers (PHY's) and Associated Ranging Techniques
at Section 6.9.1.1.

30. Apple also knowingly and intentionally induces infringement of one or more claims
of the *777 Patent in violation of 35 U.S.C. 8§ 271(b). As of at least the filing and service of this
complaint, Apple has knowledge of the 777 Patent and the infringing nature of the Accused
Products. Despite this knowledge of the 777 Patent, Apple continues to actively encourage and
instruct its customers and end users (for example, through user manuals and online instruction
materials on its website) to use the Accused Products in ways that directly infringe the *777 Patent,
for example by utilizing the accused ultra-wideband functionality on the Accused Products in an

infringing manner. See, e.g., https://support.apple.com/en-

gb/guide/iphone/ipha779f0c10/15.0/i0s/15.0 (Apple iPhone 13 User Manual — “Locate an AirTag

or other item in Find My on iPhone”™); https://support.apple.com/en-us/HT210973 (Apple AirTag

instructions). Further, Apple advertises to its customers and end users that the “Precision Finding”
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mode on an Apple handset utilizes the infringing ultra-wideband technology to locate an Apple

AirTag. See https://support.apple.com/en-gb/HT210967. Apple provides these instructions and

online materials knowing and intending (or with willful blindness to the fact) that its customers
and end users will commit these infringing acts. Apple also continues to make, use, offer for sale,
sell, and/or import the Accused Products, despite its knowledge of the ’777 Patent, thereby
specifically intending for and inducing its customers to infringe the 777 Patent through the
customers’ normal and customary use of the Accused Products.

31. Apple has also infringed, and continues to infringe, one or more claims of the 777
Patent by selling, offering for sale, or importing into the United States, the Accused Products,
knowing that the Accused Products constitute a material part of the inventions claimed in the 777
Patent, are especially made or adapted to infringe the *777 Patent, and are not staple articles or
commodities of commerce suitable for non-infringing use (as exemplified by the materials cited
above). As of at least the filing and service of this complaint, Apple has knowledge of the *777
Patent and the infringing nature of the Accused Products. Apple has been, and currently is,
contributorily infringing the *777 Patent in violation of 35 U.S.C. §§ 271(c) and (f).

32. By making, using, offering for sale, selling and/or importing into the United States
the Accused Products, Apple has injured Plaintiff and is liable for infringement of the *777 Patent
pursuant to 35 U.S.C. § 271.

33.  As a result of Apple’s infringement of the 777 Patent, Plaintiff is entitled to
monetary damages (past, present, and future) in an amount adequate to compensate for Apple’s
infringement, but in no event less than a reasonable royalty for the use made of the invention by

Apple, together with interest and costs as fixed by the Court.
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PRAYER FOR RELIEF

WHEREFORE, Plaintiff respectfully requests that this Court enter:

a. A judgment in favor of Plaintiff that Apple has infringed, either literally and/or
under the doctrine of equivalents, the *780 and *777 Patents;

b. A judgment and order requiring Apple to pay Plaintiff its damages (past, present,
and future), costs, expenses, and pre-judgment and post-judgment interest for Apple’s
infringement of the 780 and 777 Patents;

C. A judgment and order requiring Apple to pay Plaintiff compulsory ongoing
licensing fees, as determined by the Court in equity.

d. A judgment and order requiring Apple to provide an accounting and to pay
supplemental damages to Plaintiff, including without limitation, pre-judgment and post-judgment
interest and compensation for infringing products released after the filing of this case that are not
colorably different from the accused products;

e. A judgment and order finding that this is an exceptional case within the meaning
of 35 U.S.C. 8§ 285 and awarding to Plaintiff its reasonable attorneys’ fees against Apple; and

f. Any and all other relief as the Court may deem appropriate and just under the
circumstances.

DEMAND FOR JURY TRIAL

Plaintiff, under Rule 38 of the Federal Rules of Civil Procedure, requests a trial by jury of

any issues so triable by right.
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Dated: January 20, 2022

Respectfully submitted,

s/ Brett E. Cooper

Brett E. Cooper (NY SBN 4011011) (Lead
Counsel)

bcooper@raklaw.com

Reza Mirzaie (CA SBN 246953)
rmirzaie@raklaw.com

Marc A. Fenster (CA SBN 181067)
mfenster@raklaw.com

Seth Hasenour (TX SBN 24059910)
shasenour@raklaw.com

Drew B. Hollander (NY SBN 5378096)
dhollander@raklaw.com

RUSS AUGUST & KABAT
12424 Wilshire Blvd. 12th Floor
Los Angeles, CA 90025

Phone: (310) 826-7474
Facsimile: (310) 826-6991

Attorneys for Plaintiff Speir Technologies
Limited
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1
WIRELESS COMMUNICATION SYSTEM
COMPENSATING FOR INTERFERENCE AND
RELATED METHODS

FIELD OF THE INVENTION

The present invention relates to the field of communica-
tions, and, more particularly, to interference compensation
and related methods.

BACKGROUND OF THE INVENTION

As wireless communications has become prevalent in soci-
ety, it is not uncommon for two wireless communications
devices to interfere with the operation of each other when
operating within transmission range of each other. Indeed,
this type of interference has become more frequent with
increasing wireless connectivity permeating society, such as,
cellular phones and mobile email devices. For example, when
IEEE 802.11b (WiFi) wireless devices, for example, laptop
computers, became readily available to the home consumer,
“cordless” home telephones were capable of rendering the
WiFi devices inoperable due to interference.

Interference is typically categorized into two types: nar-
rowband interference and wideband interference. Narrow-
band interference includes forms of interference that are con-
centrated around a relatively small frequency bandwidth.
Several common approaches to compensating for narrow-
band interference may include, for example, forward error
correction (FEC), baseband coding (FHSS/DSSS spread
spectrum), diversity in frequency and/or time, and signal
cancellation.

Differently, wideband interference includes forms of inter-
ference that are spread out across a relatively large frequency
bandwidth. Several common approaches to compensating for
wideband interference may include, for example, FEC, adap-
tive data rate (modulation and channel bandwidth), adaptive
power control, diversity in frequency and/or timer and signal
cancellation.

Another common type of interference is self interference.
Common causes of self interference may include, for
example, collocation or frequency reuse. In particular, collo-
cation may be caused by two wireless communication sys-
tems being deployed too closely together while frequency
reuse may be caused by two wireless communication systems
using the same frequency band/channel. Several approaches
to compensating for self interference, which are available
during planning and development stages of wireless commu-
nication systems, include, for example, installation (isolation
between antennas), frequency planning, antenna pattern
manipulation, synchronization of transmitters, and filtering
(duplexing).

Although interference is commonly generated inadvert-
ently, another frequent source may be intentionally created by
an unauthorized user, e.g. a jammer. Indeed, similar to the
cordless home telephone, the unauthorized user may render a
wireless communication system inoperable or may reduce the
effectiveness, for example, capacity, of the wireless commu-
nication system.

Regardless of the source, there is a desire to reduce the
effect of interference in communications. For example, high
spectral efficiency wireless communications devices, for
example, an RF-7800W-0OU440, as available from the Harris
Corporation of Melbourne, Fla., the assignee of the present
application, use high signal-to-noise ratio transmissions and
may be susceptible to interference.
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An approach to interference in wireless communication
systems may be interference compensation. For example,
frequency diversity may used to compensate for the interfer-
ence by adjusting the operating frequency of the wireless
communications device to a frequency free of the interfer-
ence. Another approach to interference compensation is spa-
tial diversity using a plurality of antennas. In this approach,
the undesired interference is canceled out using the time
shifted variants received at each antenna.

Another approach to interference compensation is dis-
closed in U.S. Pat. No. 6,115,409 to Upadhyay et al. This
system includes an array of antennas for spatial diversity. The
system uses the spatial diversity to cancel out the interference.
Moreover, the system uses spatial and temporal filters to
cancel out wideband and narrowband interference in the
antenna array.

Another approach to interference compensation is dis-
closed in U.S. Pat. No. 7,039,417 to Lyle et al. The system of
Lyle et al. cycles through available channels and evaluates the
presence of interference on each channel. The system may
also determine the type of electronic device causing the inter-
ference, i.e. a cell phone or a microwave. The system assigns
a quality-of-service parameter for the channel and moves on
to the next channel. Using the table of service parameters for
each available channel, the system may select a channel that
is interference free or subject to low levels of interference. In
other words, this system uses frequency diversity to compen-
sate for interference.

SUMMARY OF THE INVENTION

In view of the foregoing background, it is therefore an
object of the present invention to provide effective interfer-
ence compensation.

This and other objects, features, and advantages in accor-
dance with the present invention are provided by a wireless
communication system comprising first and second wireless
communications devices communicating with one another
via a wireless communications link having at least one set-
table link characteristic. The first and second wireless com-
munications devices may include respective first and second
orthogonal frequency-division multiplexing (OFDM) wire-
less transceivers and respective first and second controllers
coupled thereto. The first controller may be for detecting
received interference, for determining a type of the received
interference from among a plurality of interference types
comprising wideband interference and narrowband interfer-
ence, and for setting the at least one settable link character-
istic to compensate for the received interference based upon
the interference type. Advantageously, the wireless commu-
nication system may provide efficient interference compen-
sation based upon the interference type.

The plurality of interference types may further include self
interference. Moreover, the first controller may detect the
received interference based upon a comparison of a current
received signal to at least one prior received signal. The first
controller may also repeat the detecting, determining, and
setting.

More particularly, the at least one settable link character-
istic may comprise at least one receive processing character-
istic. The at least one settable link characteristic may com-
prise at least one transmit processing characteristic. In some
embodiments, the first controller may cooperate with the
second controller to set the at least one transmit processing
characteristic.

Further, the first controller may generate an interference
map of the received interference onto OFDM cells. The first
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controller may set the at least one settable link characteristic
based upon the interference map.

The first controller may determine the interference type
based upon at least one of fade characteristics, noise charac-
teristics, and path characteristics. For example, the at least
one settable link characteristic may comprise at least one of
transmission power, frequency diversity, time diversity,
modulation, forward error correction (FEC), channel band-
width, and adaptive filtering.

Another aspect is directed to a method for compensating
interference in a wireless communication system comprising
first and second OFDM wireless communications devices
communicating with one another via a wireless communica-
tions link having at least one settable link characteristic. The
method may comprise detecting received interference, deter-
mining a type of the interference from among a plurality of
interference types comprising wideband interference and nar-
rowband interference, and setting the at least one settable link
characteristic to compensate for the interference based upon
the interference type.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic diagram of the wireless communica-
tion system according to the present invention.

FIG. 2 is a flowchart of a method for compensating inter-
ference in the wireless communication system of FIG. 1.

FIG. 3 is a block diagram for an embodiment of the detec-
tion of interference according to the present invention.

FIG. 4 is a block diagram for an embodiment of the gen-
eration of an interference map according to the present inven-
tion.

FIG. 5 is a block diagram for an embodiment of the nar-
rowband adaptive filtering according to the present invention.

FIG. 6 is a more detailed schematic block diagram of the
controller of FIG. 1.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

The present invention will now be described more fully
hereinafter with reference to the accompanying drawings, in
which preferred embodiments of the invention are shown.
This invention may, however, be embodied in many different
forms and should not be construed as limited to the embodi-
ments set forth herein. Rather, these embodiments are pro-
vided so that this disclosure will be thorough and complete,
and will fully convey the scope of the invention to those
skilled in the art. Like numbers refer to like elements through-
out.

Referring initially to FIGS. 1-2, a wireless communication
system 20 illustratively includes first 21 and second 25 wire-
less communications devices. Additionally, the wireless com-
munication system 20 may include more than two wireless
communications devices and/or a wireless base station. Alter-
natively, the wireless communication system 20 may include
only one wireless communications device and a wireless base
station. The first 21 and second 25 wireless communications
devices illustratively communicate with one another via a
wireless communications link having a plurality of settable
link characteristics. For example, the settable link character-
istics include at least one of transmission power, frequency
diversity, time diversity, modulation, forward error correction
(FEC), channel bandwidth, and adaptive filtering.

The first and second wireless communications devices 21,
25 illustratively include first and second wireless transceivers
23, 27, respective first and second controllers 22, 26 coupled
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to the wireless transceivers, and respective first and second
antennas 24, 30 coupled to the wireless transceivers. The first
and second wireless transceivers 23, 27 illustratively com-
prise respective first and second orthogonal frequency-divi-
sion multiplexing (OFDM) transceivers.

The method for compensating interference 284-28¢ in the
wireless communication system 20 begins at Block 32, the
first wireless communications device 21 receives a transmis-
sion from the second wireless communications device 25 at
Block 34. Illustratively, the transmission from the first wire-
less communications device 21 to the second wireless com-
munications device 25 is problem free (shown with solid
line). Differently, the return transmission is subject to inter-
ference 28a-28¢ from an unknown source (shown with
dashed line). At decision Block 36, the first controller 22
illustratively detects whether there is any received interfer-
ence 28a-28c¢. The first controller 22 may detect the received
interference 28a-28¢ based upon a comparison of a current
received signal to at least one prior received signal.

More specifically, the first controller 22 may store data
associated with past performance of the received signal and
compare the current received signal with the stored data to
determine whether there is any received interference 28a-
28c. Ifno interference 28a-28¢ with the return transmission is
detected, the first wireless communications device 21 makes
no adjustments and returns to Block 34 to continue to receive
the return transmission and transmit any remaining data.

Referring briefly and additionally to FIG. 3, a diagram 50
shows the first controller 22 detecting the interference 28a-
28¢ by at least performing interference parameter estimation.
This includes monitoring 51 bit-error rate (BER), signal-to-
noise and distortion ratio, and packet retransmission charac-
teristics. These parameters are monitored and compared with
history 52 of received signals. The history is broken into short
term (seconds) 53, medium term (hours/days) 54, and long
term (weeks/months) 55 statistics. The comparison of link
performance parameters with historical data allows the algo-
rithm to advantageously determine the cause of the degrada-
tion in link performance, i.e. is it a short term fade or truly
interference.

Referring again to FIGS. 1-2, if interference 28a-28c¢ is
detected, the method moves to Block 40 where the first con-
troller 22 determines a type of the interference from among a
plurality of interference types comprising narrowband inter-
ference 28a, wideband interference 285, and self interference
28c. The first controller 22 determines the relative bandwidth
of the interferer to the operating channel. More specifically,
the first controller 22 determines the interference type based
upon at least one of fade characteristics (flat or frequency
selective), noise characteristics (wideband or narrowband),
and path characteristics (line-of-sight or multipath).

For example, measurements made as part of the detection
portion of the algorithm may be categorized into regions that
map into modulation and FEC parameter selections. For
interference-avoidance methods, bandwidth determination
may often be adequate. In an interference-avoidance aproach,
the interference is detected then communications are con-
ducted in regions or zones free from or with minimal inter-
ference.

Interference coexistence approaches subdivide in two cat-
egories: transmit parameters, such as, modulation type for
FEC parameters; and reception processing, such as, adaptive
filtering, demodulation decision-region adjustment, or turbo-
code transition-probability adjustment.

For interference coexistence methods, the detection
schemes may be augmented to become estimation processes
to allow for more effective optimization. More parameters
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may be measured; consequently, this may lead to other cat-
egorizations. Also, a monitoring process may be imple-
mented with the algorithm method to adaptively adjust these
regions based on effectiveness, based upon a closed-loop
process to ensure convergence and stability. Advantageously,
probability of success (or equivalently minimized BER) is
increased.

Several techniques may be used to accomplish this. The
first technique may include scanning a sample of the available
channels. The receiver scans the designated operating chan-
nels and records the noise floor on each one. A map is created
to determine the extent of the interfering source. In the event
that the interference appears to be isolated to a small portion
of the band, further scans using a smaller step size may be
initiated to refine the breadth of the interfering source.

The second technique involves changing the operating
channel bandwidth. This may apply to links that are using the
20 MHz or 40 MHz bandwidth setting. The categorization
algorithm may monitor the noise floor on the channel at the
wider and narrower bandwidths. If the bandwidth is reduced
by one half but the noise floor remains constant, then the
interferer is narrower than the channel bandwidth. If the noise
floor is reduced by one half, then the interferer is wider than
the channel bandwidth.

The third technique uses signal processing centered on the
Fourier transform associated with the OFDM. The bandwidth
of the interferer can be determined through analysis of the
spectral components, shown in a diagram 60 of FIG. 4. The
method for spectral mapping beings by making assumptions
about the coherence time of the channel 61. The OFDM map
is then subdivided 62 into groups. Subsequently, a selected
group of subcarriers has their emission suspended 63. The
fast Fourier transform (FFT/IFFT) is then performed 64 to
provide a subcarrier map 65. The spectral power in use and
idle ranges are calculated 66. Lastly, subcarrier allocation/
usage is transmitted 67 to all users.

Referring again to FIGS. 1-2, at Block 42, the first control-
ler 22 sets the settable link characteristics to compensate for
the interference based upon the interference type. The set-
table link characteristics may comprise at least one receive
processing characteristic and/or at least one transmit process-
ing characteristic. The first controller 22 illustratively coop-
erates with the second controller 26 to set the at least one
transmit processing characteristic. In some embodiments, the
first controller 22 may independently set the transmit process-
ing characteristic.

The first controller 22 may selectively set the settable link
characteristics. In other words, the first controller 22 applies
a “recipe” of interference compensation to communications,
the recipe being based upon the type of interference detected
and a pre-existing priority based algorithm. The following
lists give the priority of application for settable link charac-
teristics for narrowband and wideband interferers.
Narrowband Compensation
1. Adaptive power control
2. Narrowband adaptive filtering
3. Adaptive waveform
4. Adaptive channel bandwidth
5. Diversity in Frequency—change operating frequency
Wideband Compensation:

1. Adaptive power control

2. Adaptive guard band—use Spectral Map, subcarrier allo-
cation information to deactivate subcarrier

3. Narrowband adaptive filtering

4. Adaptive waveform

5. Adaptive channel bandwidth
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6. Diversity in Frequency—change operating frequency
7. Diversity in Time

a. Change OFDM symbol time

b. Change OFDM symbol duration for cyclic extension
Flexibility to distribute the algorithms, providing enhanced
monitoring and more direct compensation to the signal itself,
may give better results.

Adaptive power control may permit the first and second
wireless communications devices 21, 25 to negotiate transmit
power based upon transmission characteristics. By enabling
the increase of transmit power to overcome interference
sources, it is possible to burn through the interference and
therefore increase the signal-to-noise/interference ratio. This
method of compensation may be simple and efficient, and
should be used as a first line of defense, being noted as the first
priority in both compensation method lists above. It is also
applicable to narrow and wideband interference 28a-28b
sources but not for collocation issues.

Frequency diversity techniques compensate for the inter-
ference by changing the operating frequency. This includes
techniques, such as, intelligent channel selection where a
radio scans its available spectrum and moves to a clean fre-
quency. This technique can be effective at maintaining the
data throughput but can require frequency coordination
between the first and second wireless communications
devices 21, 25.

Diversity in time can be an effective technique for packet
based systems that are receiving interference from a pulsed
source. By modifying the frame timing, it may be possible to
align the pulsed interference to be out of sequence with the
desired transmission between the first and second wireless
communications devices 21, 25. This may be effective in
point-to-multipoint mode where a master can choose the
point in time that it uses to transmit to any particular slave
(avoiding local interference at the slave).

Adaptive waveform (modulation and FEC) may be adapted
based on the amount and type of interference 28a-28c¢. This
includes changing the modulation type and/or the FEC rate to
change the required signal-to-noise ratio of the system. The
appropriate waveform for any specific type of interference
28a-28¢ is dependent on the amount and type of interference
that is present. It may be helpful to recognize the type of
interference 28a-28¢ when using an adaptive waveform tech-
nique. There can be significant differences in system perfor-
mance that result from matching the correct waveform with
the interference 28a-28c. For instance, the process gain that
results from different error correction techniques is depen-
dent on the cause of the errors (Reed-Solomon works better
for burst errors and convolutional coding works better for
random errors). Therefore, it may be helpful to tailor the
adaptive waveform algorithm to the type of interference 28a-
28c.

In addition to changing the waveform (described above),
the channel bandwidth can also be changed to compensate for
interference 28a-28¢. If the interfering source is wideband,
the interferer will appear to be more like Gaussian noise and
narrowing the channel bandwidth will reduce the noise within
the channel. This improves the overall signal-to-noise ratio by
sacrificing channel throughput. However, the opposite may
be true for narrowband interferers. If the bandwidth of the
interferer is narrower than the channel bandwidth, narrowing
the channel bandwidth will result in a higher level of inter-
ference 28a-28¢ within the receiver. Therefore, it may be
helpful that the interference 284-28¢ be characterized before
an interference compensation technique is chosen.

Spatial diversity for signal cancellation or the use of mul-
tiple antennas (MIMO) may create an opportunity to use
active cancellation to compensate for interference 28a-28c.
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The theory behind MIMO is that the multiple antennas
receive time shifted versions of a desired and undesired sig-
nal. Signal processing is then used to shift the desired signal
into phase alignment and the undesired signal out of phase
alignment (180 degrees out of phase). This shift in the phase
of the signal may result in an improvement in desired signal
power and a significant reduction in undesired signal power,
therefore improving the overall signal-to-interference ratio.
The use of spatial diversity for signal cancellation may not
affect the data throughput of the channel and this method
should be considered to be one of the primary interference
mitigation methods for both wideband 285 and narrowband
interference 28a.

Null steering can also be used as an interference mitigation
technique. This method uses the capability of detecting the
direction of arrival for the received interference 28a-28c.
Once the azimuth is determined, a null in the antenna pattern
can be steered in the direction of the interfering source. This
method works for both wideband and narrowband interferers
and adaptive and fixed antenna patterns. However, it does
uses either a mechanical or electronically steered antenna.
Advantageously, significant reductions in interference power
can be achieved using this method.

Referring again to FIGS. 1-2, at decision Block 44, the first
controller 22 may optionally repeat the detecting, determin-
ing, and setting by returning to Block 34. In other words, the
first controller 22 may apply its interference compensation
algorithm iteratively. If the received signal does not return to
a historical state indicative of interference free transmission,
the method returns to Block 34 and the setting of settable link
characteristics at Block 42 is adjusted appropriately, i.e. feed-
back analysis. If'the received signal returns to normal histori-
cal performance, the method ends at Block 46.

In the embodiments where the first and second wireless
communications devices 21, 25 include OFDM transceivers,
the first controller 22 generates an interference map of the
received interference 28a-28¢ onto OFDM cells. Moreover,
the first controller 22 sets the settable link characteristics
based upon the interference map.

Referring to FIG. 5, a detailed and exemplary illustration of
the algorithm for interference compensation is illustrated.
Narrowband adaptive filtering (diagram 70) includes dividing
the dividing the interference into wideband (from other wide-
band OFDM spectrum users) 71 and narrowband 72. The
wideband interference is represented 73 as a plurality of
stochastic narrowband interferers. A Kalman filter is then
applied 74. The subcarrier allocation/usage information is
then used 75 in the decision making process.

Referring specifically to FIGS. 1 and 6, the first controller
22 illustratively includes an enhanced interference mitigation
(EIM) module 101, a media access control (MAC) module
102 coupled to the EIM module, and a physical layer (PHY)
module 105 coupled to the EIM module and MAC module.
The MAC module 102 includes a network flows block 103
and scheduling block 104 coupled to each other.

The EIM module 101 may execute the EIM algorithms and
uses available detection data to build a map of the OFDM
cells. This map is provided as input to the scheduling block
104 for informing what FEC and modulation can be used for
each zone. As will be appreciated by those skilled in the art,
the zone sizes and shapes may be implementation-dependent.
Zone types that could span the space from a fixed zone with
single symbol duration across subcarriers to a more flexible
zone assignment scheme where each symbol duration/sub-
channel could be assigned a maximum permissible FEC/
modulation setting.
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The EIM module 101 may request the scheduling block
104 to schedule zones free of transmissions to be used for
measurements. The EIM module 101 can vary in sophistica-
tion from simply detecting interference levels and recom-
mending frequency switches to highly complex Kalman or
H-infinity tracking algorithms, for example.

The network flows block 103 is the source and sink for data
referred to as “service flows” or that use the MAC module
102. Quality-of-Service (QoS) and other factors may estab-
lish the priority of each flow. The network flows block 103
uses available information from the PHY module 105 based
algorithms to determine a good performance metric for a
given interference environment. This metric may comprise,
for example, a priority-weighted aggregate flow rate through
a node.

The scheduling block 104 uses the data from the EIM
module 101 along with the network flows requested data rates
and associated priorities to schedule data transmission and
reception. The data is placed into zones using the EIM maps
to optimize the aggregate priority-weighted flow rate. Fur-
ther, special modes, such as, mesh and coordinating with
other nodes in own network, can be performed here, requiring
a level of distributed scheduling.

The PHY module 105 includes a detection block 106 for
determining if interference 28a-28¢ exists in the received
signal and measuring the amount of energy in a specified
OFDM cell. The detection block 106 is for zones that have
been designated to be free of transmission so that all the
detected energy is from interfering sources. This type of block
can also make use of cells that include pilot tones to make
signal-to-interference measurements since the signal struc-
ture of the pilot is known. The detection block 106 processing
can vary in complexity from simple power measurement to
more complex signal-processing code—for the pilot carrier
cells and for characterizing the signal for cases where knowl-
edge of signal structure will help with more effective com-
pensation.

The PHY module 105 illustratively includes a difference
detection block 107 for performing signal-to-interference
measurements. The difference detection block 107 includes
stored algorithms that can use detected signal and FEC data to
reconstruct the signal of interest and effectively subtract it
from the raw signal to generate signal-to-interference esti-
mates for any specified cell.

The PHY module 105 illustratively includes a FEC block
110 for performing the error correction encoding and decod-
ing. Overall, the FEC block 110 contributes to EIM by includ-
ing a large number of algorithms and settings to allow finer
compensation granularity. The FEC block 110 interfaces with
the difference detection block 107 by including a wider range
of algorithms to increases the observability compared to the
difference detection block described above. For example, if
the algorithms determine exact errors bits and soft error val-
ues or certainties, then that can be used to better characterize
the interference 284-28c.

The PHY module 105 illustratively includes a symbol
detection and mapping (SDM) block 113 that is similar to the
FEC block 110 except modulations and detection algorithms
are used in place of error-correcting code. The PHY module
105 also illustratively includes an OFDM block 114 for inter-
facing with the EIM module 101 by providing the number of
frequency bandwidths, carrier spacing, and FFT sizes it sup-
ports.

The PHY module 105 illustratively includes an Rx filter
block 116 for filtering the signal and compensating for the
effects of the interference 28a-28¢. This block may be pro-
grammed for zone and anticipated reception. The PHY mod-
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ule 105 illustratively includes a Tx filter block 117 for filter-
ing that compensates for the effects of the interference 28a-
28c¢ by applying an inverse matched filter, for example. The
Tx filter block 117 may be programmed for zone and antici-
pated reception.

The PHY module 105 illustratively includes a Zone Sched-
ule Control (ZSC) block 112 for providing an increase in the
ability to compensate based on increased flexibility that can
be used to place service flow data in zones. The PHY module
105 illustratively includes a analog-to-digital converter 115
feeding into the Rx filter block 116, and a digital-to-analog
converter 118 receiving the output of the Tx filter block 117.

This exemplary algorithm may be applied to narrowband
and wideband interference 284-285. The wireless communi-
cation system 20 may associate narrowband interference with
the following characteristics: OFDM synchronization and
frame detection are intermittent. The subcarrier interference
may be associated with a single subcarrier or with groups
thereof. The known data symbols in the preamble and pilots
are continuously correlated with stored/delayed versions of
each other.

The wireless communication system 20 may then filter
narrowband interference 28a adaptively by at least combin-
ing subcarrier allocation/usage information with narrowband
filtering carried out in existing FFT/IFFT processing. The
interference 28a-28¢ may be suppressed before the preamble
is fed into the correlation module. When the frequency offset
is less than 1% of subcarrier spacing, then it is accurate
enough to maintain orthogonality of the OFDM signals.

Wideband interference 285 may be detected when interfer-
ence is caused by WiFi wireless devices or other wideband
systems operating in the operating spectrum of the wireless
communication system 20. The side lobes of the sinc-shaped
spectra on each subcarrier interfere with subcarriers in use by
other systems. The subcarriers in use by the other systems
may not be orthogonal with the wireless communication sys-
tem 20. Power control information may be used, for example,
mean interference power difference being large (several per-
centage points) between subcarriers with and without inter-
ference 28a-28¢. An adaptive guard band may also be used by
deactivating one or more subcarriers adjacent to the subcar-
riers experiencing the interference 28a-28c. For longer
OFDM duration, time domain windowing for OFDM sym-
bols may be used—root raised cosine windows sharpen the
spectral pulses on each subcarrier and lower the side lobes
resulting in less interference power.

Many modifications and other embodiments of the inven-
tion will come to the mind of one skilled in the art having the
benefit of the teachings presented in the foregoing descrip-
tions and the associated drawings. Therefore, it is understood
that the invention is not to be limited to the specific embodi-
ments disclosed, and that modifications and embodiments are
intended to be included within the scope of the appended
claims.

That which is claimed is:

1. A wireless communication system comprising:

first and second wireless communications devices config-
ured to communicate with one another via a wireless
communications link having at least one settable link
characteristic;

said first and second wireless communications devices
comprising respective first and second orthogonal fre-
quency-division multiplexing (OFDM) wireless trans-
ceivers and respective first and second controllers
coupled thereto and configured to store short term and
long term historical characteristics of interference;

10

15

20

25

30

35

40

45

50

55

60

65

10

said first controller configured to

detect received interference,

determine a type of the received interference from
among a plurality of interference types comprising
wideband interference, self interference, and narrow-
band interference based upon comparing at least one
characteristic of a current received signal with the
short term and long term historical characteristics of
interference, and

set the at least one settable link characteristic to com-
pensate for the received interference based upon the
interference type.

2. The wireless communication system according to claim
1 wherein said first controller is configured to repeat the
detecting, determining, and setting.

3. The wireless communication system according to claim
1 wherein the at least one settable link characteristic com-
prises at least one receive processing characteristic.

4. The wireless communication system according to claim
1 wherein the at least one settable link characteristic com-
prises at least one transmit processing characteristic; and
wherein said first controller is configured to cooperate with
said second controller to set the at least one transmit process-
ing characteristic.

5. The wireless communication system according to claim
1 wherein said first controller is configured to generate an
interference map of the received interference onto OFDM
cells.

6. The wireless communication system according to claim
5 wherein said first controller is configured to set the at least
one settable link characteristic based upon the interference
map.

7. The wireless communication system according to claim
1 wherein said first controller is configured to determine the
interference type based upon at least one of fade characteris-
tics, noise characteristics, and path characteristics.

8. The wireless communication system according to claim
1 wherein the at least one settable link characteristic com-
prises at least one of transmission power, frequency diversity,
time diversity, modulation, forward error correction (FEC),
channel bandwidth, and adaptive filtering.

9. A wireless communications device operable to commu-
nicate with an other wireless communications device via a
wireless communications link having at least one settable link
characteristic, the wireless communications device compris-
ing:

an orthogonal frequency-division multiplexing (OFDM)

wireless transceiver; and

a controller coupled to said wireless transceiver and con-

figured to store short term and long term historical char-
acteristics of interference;

said controller configured to

detect received interference,

determine a type of the received interference from
among a plurality of interference types comprising
wideband interference, self interference, and narrow-
band interference based upon comparing at least one
characteristic of a current received signal with the
short term and long term historical characteristics of
interference, and

set the at least one settable link characteristic to com-
pensate for the received interference based upon the
interference type.

10. The wireless communications device according to
claim 9 wherein the at least one settable link characteristic
comprises at least one receive processing characteristic.

11. The wireless communications device according to
claim 9 wherein the at least one settable link characteristic
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comprises at least one transmit processing characteristic; and
wherein said controller is configured to cooperate with the
other wireless communications device to set the at least one
transmit processing characteristic.

12. A method for compensating interference in a wireless
communication system comprising first and second orthogo-
nal frequency-division multiplexing (OFDM) wireless com-
munications devices communicating with one another via a
wireless communications link having at least one settable link
characteristic, the method comprising:

detecting received interference;

storing short term and long term historical characteristics

of interference;

determining a type of the received interference from

among a plurality of interference types comprising
wideband interference, self interference, and narrow-

12

band interference based upon comparing at least one
characteristic of a current received signal with the short
term and long term historical characteristics of interfer-
ence; and

setting the at least one settable link characteristic to com-

pensate for the received interference based upon the
interference type.

13. The method according to claim 12 further comprising
repeating the detecting, determining, and setting.

14. The method according to claim 12 wherein the at least
one settable link characteristic comprises at least one transmit
processing characteristic; and

further comprising cooperating between the first and sec-

ond wireless communications devices to set the at least
one transmit processing characteristic.

#* #* #* #* #*
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WIRELESS COMMUNICATIONS SYSTEM
INCLUDING A WIRELESS DEVICE
LOCATOR AND RELATED METHODS

FIELD OF THE INVENTION

The present application is a continuation of U.S. patent
application serial No. 10/767,794 filed Jan. 29, 2004 now
U.S. Pat. No. 7,110,779, the entire content of which is
incorporated herein by reference.

BACKGROUND OF THE INVENTION

wireless location techniques are used in numerous appli-
cations. Perhaps the most basic of these applications is for
locating lost articles. By way of example, published U.S.
patent application Ser. No. 2003/0034887 to Crabtree et al.
discloses a portable article locator system for locating lost
articles such as glasses, keys, pets, television remotes, etc.
More particularly, a wireless transceiver is attached to a
person, animal, or other object. A handheld locator transmits
a locator signal to the wireless transceiver which includes a
unique address code of the transceiver. If the received code
matches that stored by the wireless transceiver, it sends a
return signal back to the locator device. The locator device
uses the return signal to determine the distance and/or
direction to the wireless transceiver from the user’s location.

The locator device includes an antenna array which
includes a plurality of omni-directional antennas. The loca-
tor unit determines the bearing to the wireless transceiver by
switching between antennas in the antenna array and using
Doppler processing to determine a direction of a wireless
signal received from the transceiver. The distance to the
wireless transmitter is also determined based upon the
reception of the wireless signal at each of the antennas of the
antenna array. Furthermore, in one embodiment, which is
intended to avoid interference between two or more locators
in a common area, a plurality of locator signals may be sent
from a locator at a standard repetition rate. The locator’s
receiver then only listens for responses during predeter-
mined windows following each transmission.

In contrast, in some applications it is desirable to deter-
mine the location of an unknown signal transmitter. U.S. Pat.
No. 5,706,010 to Franke discloses such a system in which a
transmitter locator receives a signal from the unknown
signal transmitter and processes the signal to determine a
bearing to the unknown signal transmitter. The transmitter
locator then sends an interrogating signal to the unknown
signal transmitter. Upon receiving the interrogating signal,
the unknown signal transmitter heterodynes the interroga-
tion signal with its own carrier signal to generate an inter-
modulation return signal. A processor of the transmitter
locator measures the round-trip transit time from the trans-
mission of the interrogation signal to the reception of the
intermodulation return signal. A range to the unknown signal
transmitter is then calculated based upon the round-trip
transit time.

Still another application in which locating a wireless
communications device is often necessary is in cellular
telephone networks. That is, it may be necessary to locate
particular cellular telephone users for law enforcement or
emergency purposes, for example. U.S. Pat. No. 6,292,665
to Hildebrand et al., which is assigned to the present
assignee, discloses a method for geolocating a cellular
phone initiating a 911 call. A base station transceiver trans-
mits a supervisory audio tone (SAT), which is automatically
looped back by the calling cellular phone. Returned SAT
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signals are correlated with those transmitted to determine the
range of the cellular phone. In addition, incoming signals
from the cellular phone, such as the returned SAT signals,
are received by a phased array antenna and subjected to
angle of arrival processing to determine the direction of the
cellular phone relative to the base station. The cellular phone
is geolocated based upon the angle of arrival and the range
information. A correction factor provided by the manufac-
turer of a given cellular telephone is used to account for the
loopback path delay through the phone.

One additional area in which wireless device location can
be important is in wireless networks, such as wireless local
area networks (WL ANSs) or wide area networks (WANSs), for
example. A typical prior art approach to locating terminals
within a WLAN includes locating a plurality of receivers at
fixed locations within a building, for example, and then
determining (i.e., triangulating) the position of a terminal
based upon a signal received therefrom at each of the
receivers.

Another prior art approach for wireless terminal location
is to use a direction finding (DF) device which includes a
directional antenna for receiving signals when pointed in the
direction of a transmitting node. An example of a portable
DF device for WLANSs is the Yellowjacket 802.11a wi-fi
analysis system from Berkeley Varitronics. This device uses
a passive DF technique, i.e., it does not solicit any signals
from a terminal but instead waits for the terminal to transmit
signals before it can determine the direction of the trans-
mission.

Despite the advantages of such prior art wireless com-
munications device locators, additional wireless location
features may be desirable in various applications.

SUMMARY OF THE INVENTION

In view of the foregoing background, it is therefore an
object of the present invention to provide a wireless com-
munications device locator which provides enhanced loca-
tion features and related methods.

This and other objects, features, and advantages in accor-
dance with the present invention are provided by a wireless
communications system which may include a plurality of
wireless communications devices each having a device type
associated therewith from among a plurality of different
device types. Further, each device type may have a known
device latency associated therewith. The system may also
include a wireless device locator. More particularly, the
wireless device locator may include at least one antenna and
a transceiver connected thereto, and a controller for coop-
erating with the transceiver for transmitting a plurality of
location finding signals to a target wireless communications
device from among the plurality of wireless communications
devices. The target wireless communications device may
transmit a respective reply signal for each of the location
finding signals.

Additionally, the controller of the wireless device locator
may also cooperate with the transceiver for receiving the
reply signals, and it may determine a propagation delay
associated with the transmission of each location finding
signal and the respective reply signal therefor. This may be
done based upon the known device latency of the target
wireless communications device. As such, the controller
may estimate a range to the target wireless communications
device based upon a plurality of determined propagation
delays.

In other words, the wireless device locator advanta-
geously provides active range finding. In other words, the
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wireless device locator prompts the target wireless commu-
nications device to send reply signals using the location
finding signals, rather than passively waiting until the target
wireless communications device begins transmitting. This
allows for quicker and more efficient device location.

Furthermore, by estimating the range based upon a plu-
rality of propagation delays, the wireless device locator
mitigates the effects of variations in the device latency time.
That is, while the target wireless communication device has
a known device latency, there will necessarily be some
amount of variance from one transmission to the next. Using
a plurality of propagation delays associated with different
transmissions provides a significantly more accurate
approximation of the device latency time and, thus, a more
accurate range estimation. By way of example, the controller
may estimate the range based upon an average (e.g., mean,
median, mode, etc.) of the propagation delays.

In addition, each wireless communications device may
have a unique identifier (UID) associated therewith, and the
controller may insert the UID for the target wireless com-
munications device in each of the location finding signals.
Furthermore, the target wireless communications device
may generate respective reply signals based upon the UID in
the location finding signals. That is, the target wireless
communications device will act upon the location finding
signals because these signals include its UID, whereas the
other wireless communications device will not.

The target wireless communications device may generate
unsolicited signals including the UID thereof. As such, the
controller may cooperate with the transceiver to receive at
least one unsolicited signal from the target device, and the
controller may also determine the UID for the target device
from the at least one unsolicited signal. Thus, if the UID of
a target wireless communications device is not already
known, the wireless device locator may passively “listen”
for unsolicited signals therefrom (i.e., signals that the wire-
less communications device did not solicit) and determine
the UID based thereon.

Additionally, the controller may also determine the device
type of the target wireless communications device based
upon the UID. By way of example, the UIDs may include
media access control (MAC) addresses of respective wire-
less communications devices. Accordingly, the controller
may determine the device type of the target wireless com-
munications device based upon the MAC address in some
applications.

In accordance with another advantageous aspect of the
invention, the at least one antenna may be a plurality of
antennas, and the controller may cooperate with the plurality
of antennas to determine a bearing to the target wireless
communications device based upon at least one of the
received reply signals. More particularly, the bearing may be
a three-dimensional bearing, which may be particularly
useful for locating wireless communications devices within
a multi-story building, for example. In particular, the anten-
na(s) may be one or more directional antennas, for example.
Further, the wireless device locator may further include a
portable housing carrying the at least one antenna, the
transceiver, and the controller.

The wireless device locator may be used with numerous
type of wireless communications device. For example, the
wireless communications devices may be wireless local area
network (WLAN) devices, mobile ad-hoc network (MA-
NET) devices, and cellular communications devices.

A method aspect of the invention is for locating a target
wireless communications device from among a plurality of
wireless communications devices, such as those discussed
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briefly above. The method may include transmitting a plu-
rality of location finding signals to the target wireless
communications device, and receiving a respective reply
signal for each of the location finding signals therefrom. The
method may further include determining a propagation delay
associated with the transmission of each location finding
signal and the respective reply signal therefor based upon
the known device latency of the target wireless communi-
cations device. As such, a range to the target wireless
communications device may be estimated based upon a
plurality of determined propagation delays.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is schematic block diagram of a wireless commu-
nications system in accordance with the present invention
including a wireless local area network (WLAN) and wire-
less device locator for locating WLAN devices thereof.

FIG. 2 is a schematic block diagram generally illustrating
the components of the wireless device locator of FIG. 1.

FIG. 3 is a graph illustrating the signal propagation delay
and device latency components used by the controller of
FIG. 2 to estimate range.

FIG. 4 is a schematic block diagram illustrating an
embodiment of the wireless device locator of FIG. 2 for a
WLAN implementation.

FIG. 5 is a schematic block diagram illustrating in greater
detail an embodiment of the transceiver of the wireless
device locator of FIG. 4.

FIGS. 6 and 7 are histograms illustrating range estimation
test results performed using the wireless device locator of
FIG. 4.

FIG. 8 is a graph illustrating bearing determination in
accordance with the present invention.

FIGS. 9 and 10 are schematic block diagrams illustrating
alternate embodiments of the wireless communications sys-
tem of FIG. 1 including a mobile ad-hoc network (MANET)
and a cellular network, respectively.

FIG. 11 is a flow diagram illustrating a wireless device
location method in accordance with the present invention.

DETAILED DESCRIPTION OF THE
PREFERRED EMBODIMENTS

The present invention will now be described more fully
hereinafter with reference to the accompanying drawings, in
which preferred embodiments of the invention are shown.
This invention may, however, be embodied in many different
forms and should not be construed as limited to the embodi-
ments set forth herein. Rather, these embodiments are pro-
vided so that this disclosure will be thorough and complete,
and will fully convey the scope of the invention to those
skilled in the art. Like numbers refer to like elements
throughout, and prime and multiple prime notation are used
to indicate similar elements in different embodiments.

Referring initially to FIGS. 1 and 2, a wireless commu-
nications system 30 illustratively includes a wireless local
area network (WLAN) 31 and a wireless location device 32.
The WLAN 31 illustratively includes an access point 33
(e.g., aserver) and a plurality of WLAN devices or terminals
which communicate therewith wirelessly, such as the laptop
computers 34, 35, and the desktop computer 36. Various
WLAN protocols may be used in accordance with the
present invention for such wireless communications (e.g.,
IEEE 802.11, Bluetooth, etc.), as will be appreciated by
those of skill in the art. Moreover, it will also be appreciated
that additional access points and/or other numbers of wire-
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less communications devices may be used, even though only
a few number thereof are shown for clarity of illustration.
Further, numerous other types of WLAN enabled wireless
communications devices (e.g., personal data assistants, etc.)
may also be used, as will be further appreciated by those
skilled in the art.

Each wireless communications device 34-36 in the
WLAN 31 has a device type associated therewith from
among a plurality of different device types. More particu-
larly, the device type may signify the particular manufac-
turer and/or model of a given WL AN card or chip set used
therein. In some embodiments, it may also signify the
standard the device complies with (e.g., IEEE 802.11).

The device type is important in that different device types
will have known device latencies associated therewith. For
example, different WLAN cards or chip sets will have a
certain latency associated with the time they take to process
a received signal and generate an acknowledgement reply
thereto. These delay times may be fairly consistent across
different models from a same manufacturer, or they may
vary significantly. Additionally, WLAN protocols such as
IEEE 802.11 have a specified interframe spacing associated
therewith, as will be appreciated by those skilled in the art.
Thus, in circumstances where the interframe spacing
requirements are closely adhered to, the latency of a given
WLAN card or chip set will be substantially equal to the
interframe spacing.

The wireless device locator 32 illustratively includes an
antenna 39 and a transceiver 41 connected thereto, as well
as a controller 42 connected to the transceiver. These com-
ponents may conveniently be carried by a portable housing
43 in some embodiments, although they could be imple-
mented in a more stationary embodiment, if desired. In the
illustrated example, the antenna 39 is a directional antenna,
although omni-directional antennas may also be used, as
will be appreciated by those skilled in the art. It will also be
appreciated that various antenna/transceiver combinations
may be used. As will be discussed further below, more than
one antenna may be used in certain embodiments to provide
bearing determination capabilities, and separate transceivers
may optionally be used for respective antennas, if desired.

Operation of the wireless device locator 32 will now be
described with reference to FIG. 3. The controller 42 coop-
erates with the transceiver 41 for transmitting a plurality of
location finding signals to a target wireless communications
device to be located from among the plurality of wireless
communications devices. In the present example, the laptop
34 is the target device.

As will be appreciated by those skilled in the art, each
WLAN device 34-36 in the network 31 will have a unique
identifier (UID) associated therewith which is used in sig-
nals transmitted between the respective devices and the
access point 33. The UID distinguishes the devices 34-36
from one another so that each device only acts upon or
responds to signals intended for it, and so the access point
33 knows which device it is receiving signals from.

Depending upon a given implementation, the wireless
locator device 32 may or may not know the UID of the target
device 34 before hand. For example, in some embodiments
the wireless device locator 32 could download the UID from
the access point 33 (either wirelessly or over a wired
network connection, for example). This may be the case
when trying to locate a node in a LAN where the node is
already registered with the network. However, if the UID is
not known, the wireless device locator 32 may passively
listen to the target device 34 for unsolicited signals being
transmitted therefrom. This feature may be advantageous for
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law enforcement applications, or for locating an interfering
node that is not registered with a particular network but
causes interference therewith, for example. By “unsolicited”
signals it is meant that these signals are not solicited by the
wireless device locator 32 itself, although such signals may
have been solicited from another source (e.g., the access
point 33).

The controller 42 cooperates with the transceiver 41 to
receive one or more of the unsolicited signals, and the
controller determines the UID for the target device 34
therefrom. Of course, the method by which the controller 42
determines the UID from the unsolicited signal will depend
upon the given implementation, and whether or to what
degree such signals are encrypted.

Additionally, the controller 42 may also determine the
device type of the target wireless communications device 34
based upon the UID thereof. By way of example, the UIDs
may include media access control (MAC) addresses of
respective wireless communications devices. The MAC
addresses may be specific to a particular type of device
manufacturer, or indicate a particular operational protocol
with which the device is operating, as will be appreciated by
those skilled in the art. Accordingly, the controller may
determine the device type of the target wireless communi-
cations device 34 based upon the MAC address thereof in
some applications.

As such, to locate the target device 34, the controller
inserts the UID therefor in each of the location finding
signals. By way of example, the location finding signal may
include the UID of the target device 34 in a header packet
and a valid but empty data packet. This will force the target
device 34 to generate a reply signal acknowledging receipt
of the location finding signal (i.e., an ACK signal). Of
course, various other location finding signals could be used
to cause the target terminal 34 to generate an ACK signal, as
will be appreciated by those skilled in the art. The controller
42 cooperates with the transceiver 41 for receiving the reply
signals from the target device 34 via the antenna 39. The
location finding signals and reply signals may be radio
frequency (RF), microwave, optical, or other suitable types
of signals, as will be appreciated by those skilled in the art.

The controller 42 determines the propagation delay asso-
ciated with the transmission of each location finding signal
and the respective reply signal therefor, and it uses this
propagation delay to estimate a range to the target device 34.
However, the propagation delay has to first be determined
based upon the total round trip time from the sending of the
location finding signal to the reception of the respective
reply signal.

The total round trip time will include several components.
Referring more particularly to FIG. 3, the first component is
the time associated with transmitting a location finding
signal 45, which is illustrated with an arrow. That is, this is
the time from the beginning of the location finding signal
transmission (time t,) to end thereof (time t,). Two time axes
are shown in FIG. 3. The top or upper axis represents events
that occur at the target device 34, while the bottom or lower
axis represents events that occur at the wireless device
locator 32.

The second component of the round trip time is the
propagation delay or time tp,, it takes for the location
finding signal 45 to travel from the wireless device locator
32 to the target device 34 (i.e., from time t; to t,). The third
component of the round trip time is the device latency t,,; of
the target device 34 (i.e., form time t, to t;). This is the time
it takes the target device 34 to receive, process, and transmit
a reply signal 46 responsive to the location finding signal 45.

69



Case 6:22-cv-00077-ADA Document 4-2 Filed 01/20/22 Page 16 of 19

US 7,321,777 B2

7

The final components of the round trip time are propagation
delay tp,,, of the reply signal 46 (i.e., from time t, to t,), and
the reception time thereof by the wireless device locator 32
(i.e., from time t, to t5).

The controller 42 will know the times associated with the
transmission of the location finding signal 45 (i.e., from time
t, to t,), as well as the time associated with the reception of
the reply signal 46 (i.e., from time t, to t5) for each round
trip, since these can be readily measured by the controller.
The quantities that the controller 42 will not know are the
propagation delays tp,, t5n, and the actual device latency
tor.

Yet, as noted above, the controller 42 will have access to
the known device latency (i.e., a mean latency) for the given
device type of the target device 34, which provides a close
approximation of the actual device latency t,;. The known
device latency could be a measured value based upon
collected data, it could be provided by manufacturers, or it
could be based upon a value set in a communications
standard, as discussed above, for example.

As will be appreciated by those skilled in the art, the
actual device latency will likely vary somewhat from one
transmission to the next for any wireless communications
device, potentially by as little as a few nanoseconds to a few
microseconds, depending upon device configurations, pro-
cessing loads, etc. Accordingly, a close approximation of the
total propagation delay (i.e., time tp,,+time tpp,) may
therefore be obtained by substituting the known device
latency for the actual device latency t,,, and subtracting this
value from the time between times t;, and t,. Dividing the
total propagation delay by two (since both propagation
delays may be considered equal or substantially equal for a
stationary or relatively slow moving target device 34) and
multiplying this by the speed of light gives the estimated
distance to the target device 39, based upon the single
propagation delay associated with the signal pair 45, 46.

Yet, as noted above, device latencies tend to vary from
one transmission to the next. Since the location finding
signals and reply signals are traveling at the speed of light,
such variances can make a significant difference in the
estimated distances. More particularly, light travels approxi-
mately 1000 ft. in one microsecond. Thus, if the device
latency varies by one microsecond from one transmission to
the next, the estimated distance to the target device 34 would
similarly vary by 1000 ft. or so, which likely will be an
unacceptable accuracy for many applications.

In accordance with the present invention, the controller 42
advantageously estimates the range to the target device 34
not solely based upon a single measured propagation delay,
but rather upon a plurality thereof. More particularly, by
estimating the range based upon a plurality of propagation
delays, the wireless device locator 32 mitigates the effects of
the variations in the actual device latency time. This pro-
vides a significantly more accurate approximation of the
device latency time and, thus, a more accurate range esti-
mation. By way of example, the controller 42 may estimate
the range based upon an average of the propagation delays,
though other suitable statistical functions may also be used
(e.g., mean, median, mode, etc.). Of course, it should be
noted that the average may be taken on the entire round trip
delay instead of first subtracting out the known device
latency as described above. That is, the same result may be
obtained by first taking the average and then subtracting out
the known device latency, as will be appreciated by those
skilled in the art.

An exemplary embodiment of the present invention is
now described with reference to FIGS. 4 and 5. The wireless
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device locator 32' may use a personal data assistant (PDA)
as the controller 42', although a personal computer (PC) or
other suitable computing device may also be used. More
particularly, the PDA 42' illustratively includes a graphical
user interface (GU1) 50", and a received signal strength
indication (RSSI) processing module 51' for cooperating
with the transceiver 41' to perform above described range
estimation processing operations. More particularly, the
RSSI module 51' may be implemented as a software module
which is run on the PDA 42', as will be appreciated by those
skilled in the art, and which cooperates with the GUI to
provide range estimates to a user.

The PDA 50' also illustratively includes a battery 52',
which may conveniently be used for powering the various
transceiver 41' components, as shown. Of course, it will be
appreciated that separate batteries may be used, or one or
more components of the wireless device locator 32' may be
powered by an external (e.g., AC) source. The transceiver
41' operates in accordance with the IEEE 802.11b standard
and includes a MAC-less 802.11b radio 58' and a field-
programmable gate array (FPGA) 53' connected thereto. The
FPGA 53' illustratively includes a packet building module
54', a radio configuration module 55', a receiver filtering
module 56', and a simple MAC processing module 57' for
processing the location finding signals and reply signals and
communicating with the radio 53', in accordance with the
802.11b standard, as will be appreciated by those skilled in
the art.

More specifically, the MAC-less radio 58' may be a GINA
model EF module from GRE America, Inc., and the FPGA
53' may be a module EPXA10 from Altera Corp. The
hardware components of the FPGA 53" illustratively include
an ARM922T processor 60", block RAM 61" therefor, a
serial/universal serial bus (USB) interface 62", and a pro-
grammable logic section 63". Additional circuitry including
an oscillator 64", power management circuitry (i.e., regula-
tors, microprocessor supervisor, etc.) 65", and a program-
mable read-only memory (PROM)/boot flash memory 66"
are connected thereto as shown, as will be appreciated by
those skilled in the art.

Referring now to FIGS. 6-7, a test was conducted in
accordance with the present invention in which approxi-
mately 1500 location finding signals were transmitted to a
stationary wireless IEEE 802.11 device. The time it took to
receive the reply signal was measured by ticks of an internal
clock of the controller 42, where each tick represents 7.567
ns. From FIG. 6 it may be seen that the reply signals from
the target device were returned within between about 20,960
and 21,045 clock ticks, where the transmission of the
respective location signals each began at O clock ticks.
Moreover, if this range is divided into equal sections or bins,
the frequency (i.e., number) of round trip times that fell
within each of the bins is shown in FIG. 7.

Plotting various statistical functions of the measured
clock tick samples (such as the mean and the mode) versus
the known distance to the target device allowed statistical
curve-fitting to take place, as shown in FIG. 6. It was
determined from the test results that taking the mean of the
samples provided the most accurate range estimation. More
particularly, the ranges to several 802.11b target devices at
varying distances were estimated using this approach, and
the worst case error for the estimated range was never more
than 20 ft. Preferably, the location finding signals are trans-
mitted over a relatively short interval (a few seconds or less)
so that if the target device is moving the accuracy of the
results will not be significantly diminished. Of course,
various numbers of location finding signals and transmission
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intervals may be used depending upon the particular imple-
mentation, as will be appreciated by those skilled in the art.

In accordance with another advantageous aspect of the
invention, multiple antennas 39a", 39b" (FIG. 5) may be
used to provide target bearing in addition to the estimated
range. Referring more particularly to FIG. 8, bearing deter-
mination in the case where the antennas 394", 395" are
directional antennas will now be described. The antennas
394", 395" have respective reception patterns 70a, 705,
which may be orthogonal to one another (i.e., the former is
directed along the x-axis, while the latter is directed along
the y-axis).

The target device is at a point P, which is within the
reception patterns 70a, 70b. Each of the antenna gain
patterns 70a and 705 can be measured and known to the
locator, and represented by gain functions G1(68) and G2(8)
where e represents the angle of deviation from a particular
reference direction.

As such, to determine the line of bearing to the target
device, the received signal strength is measured from each
of the antennas 70a, 705, respectively. Based upon this
information, the controller 42' may then find the angle 6,
using the relationship G1(0,)-G2 (0,)=P1-P2, where P1 and
P2 is the received signal power off antenna 1 and antenna 2,
respectively. In other words, the difference in the signal
strength received between the two antennas (P1-P2) should
equal the difference in the antenna gain of the two antennas
at the angle of the line of bearing (G1(0,)-G2(0,)) Thus, the
target line of bearing to the target device is at 0,. It should
be noted that it is possible that more than one angle 6 may
satisfy the relationship G1(8,)-G2(6,)=P1-P2. These mul-
tiple angles represent a line of bearing ambiguity that can
easily be resolved by making multiple measurements, as can
be appreciated by those skilled in the art.

As noted above, more than one transceiver 41' may be
used in certain embodiments, which would allow signal
strength measurements to be taken based upon a same reply
signal from the target device. However, if only a single
transceiver 41' is used, the controller 42' may alternate
which antenna 70a, 7056 is receiving and measure the
received signal strength of successive signals, for example.
Moreover, the bearing may be determined in three dimen-
sions, if desired, which may be particularly useful for
locating wireless communications devices within a multi-
story building, for example, as will be appreciated by those
skilled in the art.

While the present invention has been described above
with reference to a WLAN wireless device locator 32', it will
be appreciated by those skilled in the art that it may also be
used in other wireless communications systems with other
types of wireless communications devices. Referring more
particularly to FIG. 9, a mobile ad-hoc network (MANET)
system 90 illustratively includes a wireless device locator 92
including an antenna 99, such as those described above, and
a MANET 91. More particularly, the MANET includes
MANET nodes or devices 93-96, of which the node 94 is the
target node in the illustrated example. Here, the wireless
device locator 92 performs range and/or bearing estimation
in the same manner described above, except that it will
operate in accordance with the appropriate MANET proto-
col used within the system 90, as will be appreciated by
those skilled in the art.

Another embodiment is illustrated in FIG. 10, in which a
wireless device locator 102 having an antenna 109 is used
within a cellular communications system 100 for locating
cellular devices (e.g., cellular telephones) 104-106 in cellu-
lar network 101. The cellular devices 104-106 place and
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receive calls via a cellar tower 103, as will be appreciated by
those skilled in the art. In the illustrated example, the target
device is the cell phone 104. Here again, the wireless device
locator 102 will communicate using the appropriate operat-
ing protocol being used in the cellular network 101 (e.g.,
code-division multiple access (CDMA), short message ser-
vice (SMS), etc.), as will be appreciated by those skilled in
the art.

Turning now additionally to FIG. 11, a method aspect of
the invention is for locating a target wireless communica-
tions 34 device from among a plurality of wireless commu-
nications devices 34-36. Beginning at Block 110, if the UID
for the target device 34 is unknown, the controller 42 may
determine the UID from unsolicited signals transmitted by
the target device, for example, as described above (Block
112). Of course, in some embodiments, the controller 42
may download the signals from a network access point 33,
etc., as also described above.

Once the UID for the target wireless communication
device 34 is known, location finding signals are transmitted
to the target wireless communications device, at Block 113,
and respective reply signals for each of the location finding
signals are received therefrom, at Block 114. If the device
type (and, thus, the known device latency) are known, at
Block 115, then the propagation delay associated with the
transmission of each location finding signal and the respec-
tive reply signal therefor is determined based upon the
known device latency of the target wireless communications
device 34, at Block 116. As such, a range to the target
wireless communications device 34 is estimated based upon
a plurality of determined propagation delays (Block 117), as
previously discussed above, thus concluding the illustrated
method (Block 118).

Of course, if the device type is unknown, the controller 42
may determine the device type from the reply signal (Block
119), as discussed above, or by other suitable methods which
will be appreciated by those skilled in the art. It should be
noted that while this step is shown as occurring after the
receipt of the reply signals in the illustrated example, the
device type determination may be performed prior thereto,
such as while determining the UID, for example.

Many modifications and other embodiments of the inven-
tion will come to the mind of one skilled in the art having
the benefit of the teachings presented in the foregoing
descriptions and the associated drawings. Therefore, it is
understood that the invention is not to be limited to the
specific embodiments disclosed, and that modifications and
embodiments are intended to be included within the scope of
the appended claims.

That which is claimed is:

1. A wireless communications system comprising:

a plurality of wireless communications devices each hav-
ing a device type associated therewith from among a
plurality of different device types, and each device type
having a known device latency associated therewith;
and

a wireless device locator comprising

at least one antenna and a transceiver connected thereto,

and

controller for cooperating with said transceiver for

transmitting a plurality of location finding signals to a

target wireless communications device from among

said plurality of wireless communications devices;

said target wireless communications device transmitting a
respective reply signal for each of said location finding
signals;

a
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said controller of said wireless device locator also for

cooperating with said transceiver for receiving the
reply signals,

determining a propagation delay associated with the
transmission of each location finding signal and the
respective reply signal therefor based upon the
known device latency of said target wireless com-
munications device, and

estimating a range to said target wireless communica-
tions device based upon a plurality of determined
propagation delays.
2. The wireless communications system of claim 1
wherein said controller estimates the range based upon an
average of the propagation delays.
3. The wireless communications system of claim 1
wherein said at least one antenna comprises a plurality of
antennas; and wherein said controller cooperates with said
plurality of antennas to determine a bearing to said target
wireless communications device based upon at least one of
the received reply signals.
4. The wireless communications system of claim 3
wherein the bearing is a three-dimensional bearing.
5. The wireless communications system of claim 1
wherein said at least one antenna comprises at least one
directional antenna.
6. The wireless communications system of claim 1
wherein said wireless device locator further comprises a
portable housing carrying said at least one antenna, said
transceiver, and said controller.
7. The wireless communications system of claim 1
wherein said wireless communications devices comprise
wireless local area network (WLAN) devices.
8. The wireless communications system of claim 1
wherein said wireless communications devices comprise
mobile ad-hoc network (MANET) devices.
9. The wireless communications system of claim 1
wherein said wireless communications devices comprise
cellular communications devices.
10. A wireless communications system comprising:
a plurality of wireless local area network (WLAN)
devices each having a device type associated therewith
from among a plurality of different device types, and
each device type having a known device latency asso-
ciated therewith; and
a wireless device locator comprising
at least one antenna and a transceiver connected thereto,
and
a controller for cooperating with said transceiver for
transmitting a plurality of location finding signals to a
target WLAN device from among said plurality of
WLAN devices;
said target WLAN device transmitting a respective reply
signal for each of said location finding signals;
said controller of said wireless device locator also for
cooperating with said transceiver for receiving the
reply signals,

determining a propagation delay associated with the
transmission of each location finding signal and the
respective reply signal therefor based upon the
known device latency of said target WLAN device,
and

estimating a range to said target WLAN device based
upon an average of a plurality of determined propa-
gation delays.

11. The wireless communications system of claim 10
wherein said at least one antenna comprises a plurality of
antennas; and wherein said controller cooperates with said
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plurality of antennas to determine a bearing to said target
WLAN device based upon at least one of the received reply
signals.

12. A wireless device locator for locating a target wireless
communications device comprising:

at least one antenna and a transceiver connected thereto;

and

a controller for

cooperating with said transceiver for transmitting a
plurality of location finding signals to the target
wireless communications device and receiving a
respective reply signal therefrom for each of said
location finding signals,

determining a propagation delay associated with the
transmission of each location finding signal and the
respective reply signal therefor based upon a known
device latency of the target wireless communications
device, and

estimating a range to the target wireless communica-
tions device based upon a plurality of determined
propagation delays.

13. The wireless device locator of claim 12 wherein said
controller estimates the range based upon an average of the
propagation delays.

14. The wireless device locator of claim 12 wherein said
at least one antenna comprises a plurality of antennas; and
wherein said controller cooperates with said plurality of
antennas to determine a bearing to the target wireless
communications device based upon at least one of the
received reply signals.

15. The wireless device locator of claim 12 wherein said
at least one antenna comprises at least one directional
antenna.

16. The wireless device locator of claim 12 wherein said
wireless device locator further comprises a portable housing
carrying said at least one antenna, said transceiver, and said
controller.

17. The wireless device locator of claim 12 wherein the
target wireless communications device comprises a wireless
local area network (WLAN) device.

18. The wireless device locator of claim 12 wherein the
target wireless communications device comprises a mobile
ad-hoc network (MANET) device.

19. The wireless device locator of claim 12 wherein the
target wireless communications device comprises a cellular
communications device.

20. A method for locating a target wireless communica-
tions device from among a plurality of wireless communi-
cations devices, each wireless communications device hav-
ing a device type associated therewith from among a
plurality of different device types, and each device type
having a known device latency associated therewith, the
method comprising:

using a controller cooperating with a transceiver for

transmitting a plurality of location finding signals to the

target wireless communications device, and receiving a

respective reply signal for each of the location finding
signals therefrom;

using the controller for determining a propagation delay

associated with the transmission of each location find-

ing signal and the respective reply signal therefor based
upon the known device latency of the target wireless
communications device; and

further using the controller for estimating a range to the

target wireless communications device based upon a

plurality of determined propagation delays.
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21. The method of claim 20 wherein the controller esti-
mates the range based upon an average of the propagation
delays.

22. The method of claim 20 further comprising determin-
ing a bearing to the target wireless communications device
based upon at least one of the received reply signals.

23. The method of claim 20 wherein the target wireless
communications device comprises a wireless local area
network (WLAN) device.
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24. The method of claim 20 wherein the target wireless
communications device comprises a mobile ad-hoc network
(MANET) device.

25. The method of claim 20 wherein the target wireless
communications device comprises a cellular communica-
tions device.
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