
'FCT( 0f2:ol IOL+-13-6 

The Patent Office 
Concept House 
Cardiff Road 
Newport 
South Wales 
NPlO 8QQ 

REC'D O 9 OCT 2001 
WIPO PCT 

I, the undersigned, being an officer duly authorised in accordance with Section 74(1) and (4) 
of the Deregulation & Contracting Out Act 1994, to sign and issue certificates on behalf of the 
Comptroller-General, hereby certify that annexed hereto is a true copy of the documents as 
originally filed in connection with the patent application identified therein. 

In accordance with the Patents (Companies Re-registration) Rules 1982, if a company named 
in this certificate and any accompanying documents has re-registered under the Companies Act 
1980 with the same name as that with which it was registered immediately before re­
registration save for the substitution as, or inclusion as, the last part of the name of the words 
"public limited company" or their equivalents in Welsh, references to the name of the company 
in this certificate and any accompanying documents shall be treated as references to the name 
with which it is so re-registered. 

In accordance with the rules, the words "public limited company" may be replaced by p.l.c., 
pie, P.L.C. or PLC. 

Re-registration under the Companies Act does not constitute a new legal entity but merely 
subjects the company to certain additional company law rules. 

Signed 

Dated r,19 SEP 2001 
PRIORITY 

DOCUMENT 
SUBMITTED OR TRANSMITTED IN 

COMPLIANCE WITH RULE 17.1 (a) OR (b) 

An Executive Agency of the Department ofTrade and Industry 

Exhibit 1010 
IPR2023-00583 

U.S. Patent 7,092,705Page 1 of 30



Patents Act 1977 
(Rule 16) 

The. 

Patent 
Office 

1/77 .· 

18SEPOO £568787-1 C01590 _ _ __ 

. Request for_grant.of.a patent-----·---·---
P01i7700 0. 00-00227li3. 9 Tiie "P"aient Olli'ce ___ _ 

- ·- - · · Cardiff Road · ·· 

<see the notes on the back ofthisfonn. You can also get 
an explanatory leaflet from the Patent Office to help 
youfill in thisfonn) 

1. Your reference 

2. Patent application number 
(Ihe Patent Office will fill in this part) 

3. Full name, address and postcode of the or of 
each applicant (underline all surnames) 

Patents ADP number (if you know it) 

If the applicant is a corporate body, give the 
country/state of its incorporation 

4. Title of the invention -

5. ·· Name of your agent (if you have one) 

"Address for Service" in the United Kingdom 
to which all correspondence should be sent 
(including the postcode) 

A25964 

Newport 
Gwent NPlO SQQ 

15 SEP 20fJ[J 0022743.9 
BRITISH TELECOMMUNICATIONS public limited company 
81 NEWGATE STREET 
LONDON, EC1A 7AJ, England 
Registered in England: 1800000 

1867002 / 

UNITED KINGDOM 

DESIGN OF COMMUNICATIONS NETWORKS 

LIDBETTER, Timothy Guy Edwin 

BT GROUP LEGAL SERVICES 

INTELLECTUAL PROPERTY DEPARTMENT 

HOLBORN CENTRE 

120HOLBORN 

LONDON, EC1 N 2TE 

Patents ADP number (if you know it) 1867001 GY+ \ 01- -:.\- i- 4- eD \ 
If you are declaring priority from one or more Country 

earlier patent applications, give the country 
Priority application number Date of filing 
(if you know it) (day I month I year) 

and the date of filing of the or of each of these 
earlier applications and (if you know it) the or 
each application number 

7. If this application is divided or otherwise 
derived from an earlier UK application, 
give the number and the filing date of 
the earlier application 

Number of earlier application Date of filing 
(day/month/year) 

8. Is a statement of inventorship and of right 
to grant of a patent required in support of 
this request? (Answer 'Yes' if: YES 
a) any applicant named in part 3 is not an inventor, or 
b) there is an inventor who is not named as an 

applicant, or 
c) any named applicant is a corporate body. 

(See note (d)) 

Patents Form 1/77 
Page 2 of 30



"w!,,·. :.,.,,_ ' ... ,, ·,,: .• 

Patents Form 1/77 
I 

~ '' ''. ' . ' ... ' 

Enter the number of sheets for any of the 
following items you are filing with this form. 
Do not count copies of the same document 

Continuation sheets of this form 

Description l b 

Claim(s) 4-
Abstract 

Drawing(s) 

10. If you are also filing any of the following, 
state how may against each item 

Priority Documents 

Translations of priority documents 

Statement of inventorship and right 
to grant of a patent (Patents Form 7177) 

Request for preliminary examination 
and search (Patents Form 9177) 

Request for substantive examination 
(Patents Form 10/77) 

Any other documents 
(please specify) 

11. I/We request the grant of a patent on the basis of this application. 
Signature(s) Date: 
~ 

/.------::::::: -______ 15 September 2000 

LIDBETTER7 Timothy Guy Edwin, Authorised Signatory 
Name and daytime telephone number of 
person to contact in the United Kingdom Samantha Radle 020 7492 8146 

Warning 
After an application for a patent has been filed, the Comptroller of the Patent Office will consider whether publication or 
commwzication of the invention should be prohibited or restricted under Section 22 of the Patents Act 1977. You will be infonned ifit 
is necessary to prohibit or restrict your invention in this way. Furthennore, if you live in the United Kingdom, Section 23 of the 
Patents Act 1977 stops you from applying for a patent abroad without first getting written pennission from the Patent Office wzless 

· an application has been filed at least 6 weeks beforehand in the United Kingdom for a patent for the same invention and either no 
direction prohibiting publication or commwzication has been given, or any such direction has been revoked. 

Notes 
a) /fyou need help to.fill in thisfonn or you have any questions, please contact the Patent Office on 0645 500505. 

b) Write your answers in capital letters using black ink or you may type them. 

c) If there is not enough space for all the relevant details on any part of this fonn, please continue on a separate sheet of 

paper and write "see continuation sheet II in the relevant part(s). Any continuation sheet should be attached to this fonn. 

d) /fyou have answered 'Yes' Patents Form 7/77will need to be.filed. 

e) Once you have filled in the form you must remember to sign and date it. 

j) For details of the fee and ways to pay please contact the Patent Office. 

Patents Form 1/77 
Page 3 of 30



25964.doc; 

1 

DESIGN OF COMMUNICATIONS -NETWORKS-:---

This invention relates to the design of communications networks and in 

particular to methods and apparatus for evolving a design for a network using a 

5 technique involving evolution of design rules. 

Network design of a network architecture and configuration is a complex 

task, especially in respect of large data networks having, or likely to require, a large 

number of nodes and interconnecting links. 

A wide range of different systems have been devised to assist in the design 

10 of network architectures and configurations. A number of such systems are based 

upon the idea of using an expert system comprising a database of rules to be applied 

to a particular network design problem, be it the design of a new network or the 

modification of an existing network to meet a set of customer requirements, for 

example a rising demand for peak traffic capacity. 

15 International patent application PCT/US96/09899 of Cooper et al. describes 

a system for selecting options for modifying a network architecture in accordance 

with user preferences and predetermined traffic requirements, using a knowledge 

base of rules. Beginning with a baseline network architecture, rules from the 

knowledge base are used to select different categories of modification that may be 

20 made to the baseline architecture, at the same time satisfying the user preferences, 

and a network simulator simulates operation and performance of modified networks 

in each category according to the predetermined traffic requirements. Particular 

modification options in one or more categories are then selected using rules from the 

knowledge base, taking account of performance results from the network simulations 

25 and the user preferences. Further simulation of each of the selected modification 

options is then used to assess their performance and cost relative to the performance 

and cost of the baseline architecture and so produce a ranked list of options for a 

modified network architecture. 

While a great deal of experience may be embodied a knowledge base of rules 

30 for use in such systems, the resultant options for modification of a network are 

nevertheless limited by the rule set used to devise them. 
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· - Accordiritf to-a·-first -aspect of the· preserif-inveiition ·there.is -provided· a 

network designing tool for use in designing at least a portion of a communications 

network, having: 

an input for receiving an initial network design and a set of traffic 

5 requirements; 

a store for storing a rule set comprising at least one network design rule; 

a rule generator for modelling network design rules according to a 

predetermined encoding scheme and for generating a population of encoded rule sets; 

a network modifier for applying a rule set of network design rules output by 

10 the rule generator to modify a network design; 

15 

a network simulator for simulating operation of a modified network design 

using an input set of traffic requirements and for outputting at least one 

predetermined measure of network performance for said modified network design; 

and 

an evaluator for comparing modified network designs on the basis of output 

from the network simulator, selecting at least one preferred network design meeting 

predetermined performance criteria and for identifying a respective design rule used 

to create said at least one preferred network design; 

wherein the rule generator is arranged to receive from the evaluator the 

20 identity of at least one network design rule used in creating a preferred network 

25 

design and to generate a new population of encoded rule sets including rules derived 

from said at least one identified network design rule, and wherein the network 

modifier is arranged to apply network design rules from said new population of rule 

sets to further modify said at least one preferred network design. 

According to this first aspect of the present invention, beginning with an 

initial network design and a set if traffic handling requirements, the network 

designing tool is able to evolve a modification to the initial design that not only 

satisfies the traffic handling requirements but also improves the design with respect 

to predetermined network performance criteria. Such performance criteria may be 

30 expressed in terms of quality of service or cost measures, for example measures 

relating to the proportion of successful data calls, the proportion of data packets lost 

in an Internet Protocol {IP) network, or provision costs associated with providing new 

network components such as nodes and links or with network rearrangements. 
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-Significantly, -rather than·evolving a network desig·n s·olely-on the basis of a·-- -
fixed rule set, as in known network design tools, embodiments of the present 

invention are able to evolve a set of network design rules found to be most effective 

in generating network designs that optimise the performance measures, for example 

5 minimising the network provision costs. By varying the network design rules, certain 

types of network modification that may not have been possible with a fixed rule set 

may be considered, potentially leading to a partieularly successful network design. 

An initial network design may include a specification of components of an 

existing network that needs to be enhanced for example, or simply a list of specific 

10 sites geographical sites suitable for siting network equipment. 

According to a preferred aspect of the present invention, a rule comprises at 

least one condition portion and at least one action portion with at least one of said 

portions being defined in terms of at least one variable parameter, and wherein a 

population of rules sets generated by the rule generator includes rules characterised 

15 in having different values assigned to said at least one variable parameter. 

Rules defined using variable parameters in either a condition portion or an 

action portion of the rule enable rules to be modelled and varied simply by encoding 

the value of each variable parameter. Certain parameter values may be found to be 

particularly effective in generating a network design of low cost or of higher reliability 

20 than other values. The network designer tool of the present invention enables such 

parameter values to be found. 

According to a further preferred aspect of the present invention, a rule 

comprises at least one condition portion and at least one action portion and a variable 

weighting parameter associated with said at least one condition portion for use in 

25 indicating the relative importance of that condition portion with respect to another 

condition portion, and wherein a population of rules sets generated by the rule 

generator includes rules characterised in having different values assigned to said 

variable weighting parameter. 

A weighting parameter may also be encoded in a similar way to a variable 

30 parameter within a rule portion. Indeed, rules comprising variable parameters within 

rule portions may be combined with rules having variable weighting parameters 

assigned to condition portions, each such parameter being encoded using the same 

encoding scheme. In this way, subtle variations to a rule set may be generated to 
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explore the relative importance of certain network char"acteristics when selecting 

rules for use in modifying a network design. This is a particularly powerful technique 

not available in known systems without using a great many predetermined rules. 

In another preferred aspect of the present invention, a rule set includes at 

5 least one fixed rule and the rule generator models a fixed rule by means of a binary 

bit string of predetermined length for representing a distinct rule identifier assigned to 

the rule, and wherein a population of encoded rule sets includes said bit string 

representing a rule identifier in which selected bits have been altered to identify 

different rules. 

1 0 Besides encoding rules by a simple identification scheme, classifier systems 

or other techniques may be used to model a rule set to enable rule set populations to 

be generated and to explore the effect of the possible rules on network design in an 

iterative evolution procedure. 

According to a second aspect of the present invention there is provided a 

15 method of designing at least a portion of a communications network, the method 

comprising the steps of: 

(i) inputting an initial network design comprising at least the identity of a 

site for locating a network node; 

(ii) inputting predetermined traffic requirements relating to a network to be 

20 designed; 

(iii) inputting a rule set containing at least one rule for modifying a network 

design, said rule set including at least one rule comprising at least one condition 

portion and at least one action portion with at least one of said portions being defined 

in terms of at least one variable parameter; 

25 (iv) modelling said at least one rule in said rule set using a predetermined 

encoding scheme; 

(v) generating an initial population of encoded rule sets including rules 

characterised in having different values assigned to said at least one variable 

parameter; 

30 (vi) for each rule set in said population of rule sets, generating a 

corresponding modified network design by applying each rule from the rule set to 

components of the initial network design for which the respective rule conditions are 

satisfied; 
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{vii) simulating operation- of e.ach -modified -netwo-rk design- from step {vi) 

according to the predetermined traffic handling requirements from step {ii}, to 

calculate at least one predetermined measure of performance for each modified 

network design; 

5 {viii} evaluating the modified network designs from step {vi}, comparing 

them on the basis of said at least one respective measure of performance from step 

{vii} to identify at least one preferred network design and identifying the 

corresponding network design rules used to create said at least one preferred 

network design in step {vi); 

10 (ix} generating a new population of encoded rule sets, including at least 

15 

one network design rule identified in step {viii}; 

(x} repeating steps (vi} to (ix}, wherein at step {vi} said at least one 

preferred network design from step {viii} is modified in place of the initial network 

design. 

Further aspects, features and advantages of the present invention will be 

apparent from the following description of preferred embodiments of the invention, 

which refers to the accompanying drawings, in which 

Figure 1 is a schematic diagram showing a network arrangement to which the 

present invention is applied; 

20 Figure 2 is a schematic block diagram showing apparatus of a network planning 

tool according to the present invention; 

Figure 3 is a flow diagram showing the steps involved in generating traffic by a 

network simulator forming part of the apparatus of Figure 2; 

Figure 4 is a schematic diagram showing the topology of the network 

25 simulated by the network simulator forming part of the apparatus of Figure 2; 

30 

Figure 5 is a flow diagram showing at least part of the costs incurred in 

modifying a network arrangement according to the present invention; and 

Figure 6 is a flow diagram showing the processes involved in modifying a 

network arrangement according to the present invention. 

Overview 

In order to accommodate the increasing volume of IP traffic, particularly the 

volume of dial-up Internet calls, network design is becoming an increasingly dynamic 
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-·-issue. ·As a- result,· tne design-· of -networks is evolving in accordance with traffic - . 

demands. Typically the nature of such evolution involves use of a network simulator, 

which simulates projected peak demand for calls. Network simulators are used to 

provide a variety of information for particular network arrangements; in the present 

5 invention a network simulator is used to evaluate the performance of the network 

arrangement - i.e. how, and whether, the network devices comprising the network can 

cope with a predetermined demand. 

Referring to Figure 1 , a typical simple communications network 

arrangement is shown for use in routing IP traffic between points within a geographical 

10 area 100. The network of Figure 1 will. be referred to in describing the operation of 

preferred embodiments of the present invention below. Figure 1 shows three so called 

"core" nodes A, B and C located at sites 101 a, 101 b and 101 c respectively. Core 

nodes A, B and C are fully interconnected by links 103a, 103b and 103c. Two so called 

"access" nodes D and E are also shown located at sites 105a and 105b respectively, 

1 5 each access node being linked to its nearest respective core node, for example access 

node D to core node B by means of link 104a. Figure 1 also shows sites 106 

representative of further points of access to the network, though without collocated 

access nodes. However, sites 106 represent potential geographical locations for new 

access or core nodes that may need to be provided in order for the network to meet 

20 increasing traffic handling requirements. Each of the sites 105a, 105b and points of 

access 106 represent points of accumulated demand for access to the network from 

particular geographical areas. The accumulated peak level of demand for data calls 

originating within the local area of each site 105a, 105b and 106 is illustrated in Figure 

1 by use of different shadings, representative in this example of four bands of p~ak 

25 traffic demand. 

In an embodiment of the present invention, a network simulator 201, shown 

in Figure 2 of the accompanying drawings, simulates this network arrangement. The 

embodiment of the present invention, generally referred to as a network planning tool 

200, additionally comprises a rule generator 203, network design modifier 205 for 

30 modifying network arrangement, evaluator 207 for evaluating cost associated with 

the modified arrangement and · rule generator 203 for adapting parameters 

characterising the rules. Essentially these components interoperate as follows: 
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. Referring toFigure-2, com-ponents of a network pianning tool 200 are shown 

according to preferred embodiments of the present invention. The network planning tool 

200 includes a rule store 202, a rule generator 203, a network design modifier 205, a 

network simulator 201 and an evaluator 207. Operation of each of these components 

5 will be described in more detail below. However, in overview, the rule store 202 stores, 

or is arranged with access to at least one planning rule for use in determining the design 

of a new network or modifications to an existing network. The rule generator 203 

receives rules from the store 202 and generates variations of those rules. The network 

design modifier 205 includes an input for receiving an initial network design, or the 

10 basis of a network design (for example a list of sites suitable for locating network 

nodes), and for receiving rules from the rule generator 203.. The network design 

modifier 205 applies those rules to, in the first instance, the initial network design and 

subsequently, to a modified network design, to make modifications according to those 

rules. The network simulator 201 includes an input for receiving a set of traffic 

1 5 requirements and for receiving network designs from the network design modifier 205. 

The network simulator 201 simulates operation of each received network design using 

the received traffic requirements and calculates at least one predetermined measure of 

network performance or network cost for the particular design. The evaluator 207 

compares different network designs on the basis of respective performance and cost 

20 data received from the simulator 201 and identifies those designs that appear to be 

most favourable, for example the least expensive to implement. The evaluator 207 also 

notes the particular rules that were involved in generating the most favourable network 

designs and outputs those designs and associated rules, in particular passing references 

to the most effective rules to the rule generator 203 to trigger subsequent use of those 

25 rules or storage in the rule store 202. 

Network Simulator 201 

Many telecommunications network management and design problems require 

the simulation of a communications network in order to assess the "quality" of a 

30 given network arrangement. The network simulator 201 of this embodiment allows 

network devices to be combined in numerous ways. For instance, nodes, links 

between nodes and capacities of the links can all be manipulated, and routing tables, 

which determine routing strategies within the network, can be generated. Routing 
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strategies can be "plugged" into a network device (node),- and the nodes in-elude 

specifications for parameters such as speed at which traffic can be routed through 

the node, size and configuration of data queues and the physical space required to 

accommodate the node. 

The network simulator 201 includes a traffic generator 201 a, which can 

input a traffic profile - a simulated timetable of traffic events - to the network 

simulator 201, and can operate in accordance with a flexible event-driven model and 

schedule. Simulation of traffic can involve the use of a probability distribution 

function (Poisson distribution - used to model circuit switched traffic, so maybe not 

10 so relevant here) or some other algorithmic process (e.g. fractional Brownian. motion, 

15 

chaotic maps and other self-similar pattern generators) that captures the observed 

structure in the data or models the generating mechanism. In some cases real data 

may be available, in which case traffic the generator is able to load and use this data 

directly. 

The traffic generator 201 a produces events in accordance with a 

predetermined traffic profile. The events comprising the traffic profile are generated 

when, for example, a user requests a connection or when packets of data arrive. 

These events typically do not occur in isolation but are constrained and triggered by 

other events - e.g. a high-level event could trigger a cascade of other events with 

20 the eventual result being the generation of a call or data. For example when a dial-up 

25 

call cannot be routed directly to a core node 101 a, the call is routed via the PSTN. In 

this situation a data call over the PSTN re.quires simulating. A number of events are 

important for this simulation, for example, the dial request, the duration of the call 

and the arrival time of data packets for that call. 

Referring to Figure 3, a user request S 3.1 may be generated via a Poisson 

distribution and the acceptance of a call S 3.2 is likely to be determined by conditions 

in the simulated network. Once a call has been accepted, a call initiation event begins 

S 3.3. The call initiation event then triggers a call duration mechanism S 3.4, which 

may generate a call termination event S 3.6 for sometime in the future using, for 

30 example, a heavy-tailed distribution. The call initiation event also triggers S 3.5 a 

packet generation mechanism, which is terminated by the call termination event. In 

between the call initiation and call termination, the packet generation mechanism is 
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arrang-ed to generate . self-similar packet . streams that are -tea into- -the simula-te·cl- -

network. 

The general mechanism for transferring traffic events between network 

devices in the simulated network includes a combination of the following: 

5 a. The traffic generator 201 a produces (software) events that can be listened to 

by any of the network devices in the simulated network; 

b. The traffic generator 201 a is arranged to receive device-dependent data and 

makes decisions on routing of traffic based on the ability, or otherwise, of a 

network device to accept data. 

10 The call initiation event on an IP node is dependent, at least in part, on the 

number of free ports at the node 101 a. While a node 101 a has one or more free 

ports, those ports listen for incoming call requests; however, once all of the ports are 

occupied, the node is working at full capacity, and cannot accept any more data. In 

the latter situation the traffic generator receives the status of that node and does not 

15 send a request for a call set-up until the node has a free port again. 

Packet switched networks include data from different sources, each 

potentially transmitting data via different protocols. This has the potential to create a 

range of different behaviours at the packet level, each of which could be modelled by 

a dedicated protocol-type component. Thus the traffic generator is arranged to model 

20 traffic at an application level with, for example, www, ftp and telnet traffic modelled 

separately; or at a user level, with different user characteristics creating different 

demands; or at a protocol level with separate UDP and TCP traffic sources. 

The network simulator 201 makes use of both graph space and Cartesian 

space. The former allows the logical topology of the network to be defined and the 

25 latter allows network devices to be placed at precise geographical locations and thus 

provides information regarding the geographical proximity of nodes and other 

network equipment. This information is required by the network design modifier 205 

to make decisions about the placement of new network devices (see below). 

As shown in Figure 4, the topology of the simulated network includes IP 

30 network nodes 401 and links 403 and PSTN (Public Switched Telephone Network) 

nodes 405 and links 407, and the PSTN is interconnected with the IP network by 

means of Gateway G 1 . 
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The network planning . tool 200 evaluates network designs for quality of 

service and costs incurred. This includes quantifying both the cost of any additional 

hardware and the quality of service that has been achieved for a predetermined 

traffic profile. 

One way in which the quality of service can be quantified is by identifying 

the number of dial-up calls that the network failed to establish, and associating a cost 

with the identified failed calls. If there is demand for a dial-up call at a site, but there 

are no co-located IP nodes, the network simulator 201 routes the call to a nearest IP 

access or core node via a PSTN node (shown iri Figure 4) on the site; each dial-up 

10 call routed this way incurs an additional cost. If the dial-up call is routed to an access 

node that has no spare capacity to accept the call, the call is routed, via PSTN, to the 

closest core node; this additional routing incurs yet further additional costs. The 

network simulator 201 therefore maintains a record of the way in which calls are 

processed; for example, and with reference to Figure 5, the network simulator 201 

1 5 can typically be expected to perform the following analysis and record the results of 

the analysis: 

• S 5.1 Is there an IP node available on the site? If Yes, connect; If No, go to S 

5.2 and add cost C1 

• S 5.2 Route the call via the PSTN to the geographically nearest access or core 

20 node (go to S 5.3 or S 5.4); 

25 

30 

• S 6.3 If the call is routed to an access node, is that node operating at full 

capacity? If Yes, go to S 5.4 and add cost C2; If No, connect (Total cost = 
C1 + C2) 

• S 5.4 

o S 5.4.1 Has the call come via an access node (i.e. via S 5.3)? If Yes, is 

the core node operating at full capacity? If Yes, drop call and add cost 

C3 (Total cost = C1 + C2 + C3), If No, connect (Total cost = 

C1 +C2) 

o S 5.4.2 Has the call come direct from PSTN (i.e. via S 5.2)? If Yes, is 

the core node operating at full capacity? If Yes, drop call and add cost 

C3 (Total cost = C1 + C3), If No, connect (Total cost= C1 + C3) 
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- Thus dial-up- calls are- routed -via--the PSTN- until -an available entry into the IP - --­

network is found. If the call reaches one of the core IP nodes and a call still cannot 

be established, the call is dropped. Note that when a dial-up call fails, this is typically 

because the nodes receiving the call are operating at full capacity. 

Rule generator 203 

The rule generator 203 generates rules that are used in the planning of 

network growth. Rule store 202 stores the basic syntax of the rules, for access by 

the generator 203. The rules take account of the demand at a site and the proximity 

10 of other nodes, e.g. (X and Y are parameters): 

If (Demand > X) AND (Distance to Nearest Node > Y) 

THEN (ADD an access node) (Rl) 

In order to distinguish the significance of one parameter from another, 

15 scaling parameters J,,9 can be applied. These scaling parameters weight the relative 

contribution of demand and distance, so that the factor that is of most importance 

(having a higher weight) dominates the evaluation of R1. When R1 includes the 

scaling parameters, R1 can be expressed as: 

(Demand-X)x ;i,, + (Distance to Nearest Node - Y)x ,9 = P 

20 Where if P > 0 THEN (ADD an access node) 

Typically the rule generator 203 outputs between 1 5 and 25 variants of each 

rule - i.e. for each rule the values of the parameters X, Y, J,,9 are assigned between 

1 5 and 25 different values, thereby generating 1 5 - 25 variations of the rule. All of 

these variations are input to network design modifier 205, and are evaluated by 

25 evaluator 207 as described below. 

Rule R1 is applied equally to all of the sites, but different rules could be used 

for different sites, and different conditions (i.e. other than demand and distance) 

could be used to characterise the rules. For example, different geographical areas, 

such as London, could require special consideration. In the case of London, where 

30 demand is proportionately higher than other parts of the country, it is likely that a 

special set of rules would be applicable to London sites. 
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- -- In addition·-to adding nodes, rules could be added that control the deletion· of 

nodes, so that if demand were to fall below a predetermined threshold at a site, 

nodes would be deleted at that site. 

Selecting, or altering, values for the parameters of the rules can involve use 

5 of a Genetic Algorithm (GA), or another suitable search algorithm. It would be clear 

to one with ordinary skill in the art that a range of suitable search algorithms could be 

used for this purpose, and selection of a suitable strategy is determined by the ability 

of the strategy to search a given space, which in this embodiment is given by the 

representation of the problem. Alternatives to using a GA include a randomiser, an 

10 evolutionary strategy, where the mutation rate co-evolves with the solution and there 

is no population, or a local search method. The operating parameters for a GA are 

likely to be determined by computation overheads and the nature of the problem, so 

that the population size is restricted only by computational overheads, and a mutation 

rate is selected dependent on the form of the problem (the genome). Crossover, as a 

15 means for generating changes within the population of solutions, is optional. 

For the example rule R1 given above, the parameters of the rule R1 can be encoded 

into a chromosome; specifically each of X, Y, ;L, -9 is represented using a 5-bit binary 

string, producing a chromosome of 20 bits. The parameters may be represented as 

real values with assigned ranges or they may be represented as binary strings. In the 

20 former case, each of the parameters is assigned a minimum and maximum value and 

the 5-bit representation is quantised into 32 levels, for example: 

• X (demand): 0 to 1500, 

• Y (distance): 0 to 50 (the maximum possible distance between sites in the 

simulation) 

25 • J,-9 (weighting parameters): 0 to 5. 

As an example of a suitable search strategy, rule generator 203 can use the genetic 

algorithm described in Adaptation in Natural and Artificial Systems, by John H. 

Holland, published by MIT Press, 1994, with roulette wheel selection, a population 

size of 20, a per-bit mutation rate of 0.01 and single-point crossover rate of 0.7 to 

30 alter the parameters in the rules. 

As described above, between 15 and 25 different values of parameters X, 

Y, J,-9 are generated and evaluated for each rule, so that, for each rule there are 15 

- 25 network arrangements and a corresponding number of network evaluations. In a 
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.. first arrangement, the rule generator 203 modifies each of these parameter values so 

that a further 15 to 25 variations, each based on their original values, of the rule R1 

are generated. In a second arrangement, only the parameter values that yielded the 

lowest cost are selected, and these parameter values are used to generate a further 

5 15 to 25 variations. Other variations of selection schemes, based on information 

gathered from the evaluator 207, are possible. 

Network design modifier 205 

Network design modifier 205 applies the rules in an iterative manner in 

10 accordance with a predetermined procedure and thereby modifies the topology of the 

network. The network design modifier 205 receives data relating to each site in the 

form of an initial network design, so that the demand and distance data is known. 

The procedure is described in Figure 6 and comprises the following steps (references 

to R 1 apply to all of the variations of R 1): 

15 • S 6.1 Apply R1 to each site. If P < 0, Exit, else go to Step S 6.2; 

• S 6.2 Note sites where P > O, and list the sites in order of demand and distance 

from a node (i.e. highest values of Pat the top); 

• S 6.3 Identify the site at the top of the list and send an instruction to the 

network simulator 201 to add an access node to that site. 

20 • S 6.4 Instruct the network simulator to link the added node to the nearest core 

node; 

• S 6.5 Return to step S 6.1 

For situations where there is a plurality of rules, and where different rules apply to 

different sites, it is possible that the procedure outlined above may be stuck in an 

25 infinite loop. In this case suitable additional termination criteria is required. 

Evaluator 207 

The record maintained by the network simulator 201, which documents the 

way in which calls are processed, is input to evaluator 207. Evaluator 207 then reads 

30 the various costs incurred when trying to set up calls, and evaluates the overall cost 

associated with the network. Each new access node incurs cost C4; and each link 

that results from the addition of a new node between access node and core node 

incurs cost C5. The actual values of the costs C1 - C5 (C1, C2, C3 being the costs 
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incurred in accordance with Figure 5) are arrangement specific, and are measured in 

relative terms, such that neither the absolute values, nor the units used, are 

important. In terms of orders of magnitude, the cost of an access node (C4) = 800; 

the cost of a link (C5) = 25 per unit length, having a maximum length set to 50 

5 units; the cost of each dropped call (C3) = 10 and; the cost of each individual PSTN 

routing {C1, C2) = 5. 

The cost associated with a network design is input to the rule store 202, and 

stored as a performance measure for the corresponding rule, or particular form of the 

corresponding rule (e.g. parameters characterising a rule). The rule generator 203 

10 thus has access to a performance measure for rules and/or particular forms of the 

rules, and the performance measure is used to identify which rules to use as a basis 

for generation of new rules. 

In summary, the present embodiment applies a genetic algorithm to generate 

15 a plurality of parameter values, and thus rule conditions. These rule conditions are 

used to generate a plurality of modified network arrangements, as described with 

reference to Figure 6, and each of these network arrangements are evaluated to 

establish the costs associated therewith. The evaluation process accounts for the 

modification of the network arrangement by addition and/or deletion of network 

20 devices. Furthermore by factoring in dropped packets and packets routed via the 

PSTN {Figure 5), the evaluation process additionally accounts for the quality of 

service provided by the network. Thus the output of the evaluation {network cost) 

can be used to compare network arrangements. 

25 Implementation: 

The network planning tool 200 described above can be built and run on the 

"Eos" evolutionary and ecosystem research platform, which is a "plug and play" 

design environment implemented using the Java™ programming language. Further 

details can be found in "Eos, an Evolutionary Toolkit in Java", Erwin Bonsma, 

30 presented at PECTEL 4, Colchester, England, December 1999. 

The processes carried out by the network design modifier 205, the evaluator 

207 and the rule generator 203 involve computationally intensive calculations. 

Multiple computers can be used to distribute the workload to allow simulations to be 
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distributed over multiple processors. Two mechanisms can be used internally within 

Eos to support this parallelism: Java TM RMI (remote method invocation) or the 

Voyager distributed agent toolkit (ObjectSpace. Voyager ORB. WWW: 

http://www.objectspace.com/products/prodVoyager .asp). These mechanisms can be 

5 used to distribute the processing carried out by the network planning tool 200 over a 

36-processor Beowulf cluster of PCs running under the Linux operating system 

(Wollesen, E.A; Krakowiak, N; and Daida, J.M. 1999, Beowulf Anytime for 

Evolutionary Computation. In Late breaking papers at GECCO 1999. 298-304. 

Orlando, Florida. GECCO 1999). 

10 

Additional details and modifications: 

The rule generator 203 can be arranged to co-operate with means for 

?tdaptively selecting both rules and parameters of the rules. In particular the selection 

can involve use of a genetic algorithm, or similar. For example, suppose each rule can 

1 5 take one of 10 different forms, and that each of those forms can be represented by a 

number between 1 and 10 (so there is a look-up table between the rule form and 

numbers between 1 and 10). If there is a plurality of rules, a representation of each 

rule (i.e. a number between 1 and 10) can occupy a gene in a chromosome. A 

genetic algorithm can then be applied to that chromosome, so that the gene values 

20 change. Depending on the gene value, (i.e. number between 1 and 10), a particular 

form of each of the rules will be used, and this defines the selection of rules to be 

applied for network design. The same approach could be applied to actual selection 

of rules themselves - the number between 1 and 10 could represent 10 different 

rules, so that the value of the gene in the chromosome identifies which of the rules 

25 are to be used. 

As will be understood by those skilled in the art, the invention described 

above may be embodied in one or more computer programs. These programmes 

can be contained on various transmission and/or storage mediums such as a 

floppy disc, CD-ROM, or magnetic tape so that the programmes can be loaded 

onto one or more general purpose computers or could be downloaded over a 

computer network using a suitable transmission medium. 

Page 18 of 30



25964.doc 

5 

16 

Unless the context clearly requires otherwise, throughout the description 

and the claims, the words "comprise", "comprising" and the like are to be 

construed in an inclusive as opposed to an exclusive or exhaustive sense; that is 

to say, in the sense of "including, but not limited to". 

Page 19 of 30



25964.doc 

17 

CLAIMS 

1 . A network designing tool for use in designing at least a portion of a 

communications network, having: 

5 an input for receiving an initial network design and a set of traffic 

requirements; 

a store for storing a rule set comprising at least one network design rule; 

a rule generator for modelling network design rules according to a 

predetermined encoding scheme and for generating a population of encoded rule sets; 

10 a network modifier for applying a rule set of network design rules output by 

- the rule generator to modify a network design; 

a network simulator for simulating operation of a modified network design 

using an input set of traffic requirements and for outputting at least one 

predetermined measure of network performance for said modified network design; 

15 and 

20 

an evaluator for comparing modified network designs on the basis of output 

from the network simulator, selecting at least one preferred network design meeting 

predetermined performance criteria and for identifying a respective design rule used 

to create said at least one preferred network design; 

wherein the rule generator is arranged to receive from the evaluator the 

identity of at least one network design rule used in creating a preferred network 

design and to generate a new population of encoded rule sets including rules derived 

from said at least one identified network design rule, and wherein the network 

modifier is arranged to apply network design rules from said new population of rule 

25 sets to further modify said at least one preferred network design. 

2. A network designing tool as in Claim 1, wherein a rule comprises at least one 

condition portion and at least one action portion with at least one of said portions 

being defined in terms of at least one variable parameter, and wherein a population of 

30 rules sets generated by the rule generator includes rules characterised in having 

different values assigned to said at least one variable parameter. 
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·· 3. A network designing tool as in Claim 1 or Claim 2, wherein a rule comprises 

at least one condition portion and at least one action portion and a variable weighting 

parameter associated with said at least one condition portion for use in indicating the 

relative importance of that condition portion with respect to another condition 

5 portion, and wherein a population of rules sets generated by the rule generator 

includes rules characterised in having different values assigned to said variable 

weighting parameter. 

4. A network designing tool as in Claim 2 or Claim 3, wherein the network 

10 modifier is arranged to test each condition portion of a rule in a rule set output by the 

rule generator and to apply only those rules in the rule set to modify aspects of the 

network design for which each said rule condition is satisfied. 

5. A network designing tool as in Claim 4 when dependent upon Claim 3, 

1 5 wherein the network modifier is arranged to take account of a respective assigned 

weighting parameter value when testing each condition portion of a rule and to apply 

only those rules in the rule set for which the weighted rule condition is most strongly 

satisfied. 

20 6. A network designing tool as in Claim 2, wherein the rule generator models a 

rule having a portion defined in terms of at least one variable parameter by means of 

a binary bit string of predetermined length, the assigned value of each variable 

parameter being represented by a predefined sub-section of the bit string, and 

wherein a population of encoded rule sets comprises a set of said binary bit strings in 

25 which selected bits have been altered. 

7. A network designing tool as in Claim 3, wherein the rule generator models a 

rule having a variable weighting parameter associated with a condition portion of the 

rule by means of a binary bit string of predetermined length, the assigned value of 

30 the weighting parameter being represented by a predefined sub-section of the bit 

string, and wherein a population of encoded rule sets comprises a set of said binary 

bit strings in which selected bits in the weighting parameter sub-section have been 

altered. 
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8. A network designing tool as in any one of the preceding claims, wherein a 

rule set includes at least one fixed rule and wherein the rule generator models a fixed 

rule by means of a binary bit string of predetermined length for representing a distinct 

5 rule identifier assigned to the rule, and wherein a population of encoded rule sets 

includes said bit string representing a rule identifier in which selected bits have been 

altered to identify different rules. 

9. A network designing tool as in any one of claims 6 to 8, arranged to operate 

10 a genetic optimisation procedure for the evolution of a network design, wherein the 

rule generator is arranged to generate a new population of rule sets at each iteration 

of the procedure using genetic operators to alter bit values in a bit string 

representation of rules. 

15 10. A network designing tool according to any one of the preceding claims, 

wherein the population of rule. sets generated by the rule generator comprises a single 

rule set, and wherein the evaluator assesses a modified network design generated by 

said single rule set together with a modified network design generated by an earlier 

rule set and retaining one of said assessed designs as the preferred network design 

20 on the basis of the respective outputs by the network simulator. 

11. A method of designing at least a portion of a communications network, the 

method comprising the steps of: 

{i) inputting an initial network design comprising at least the identity of a 

25 site for locating a network node; 

{ii) inputting predetermined traffic requirements relating to a network to be 

designed; 

{iii) inputting a rule set containing at least one rule for modifying a network 

design, said rule set including at least one rule comprising at least one condition 

30 portion and at least one action portion with at least one of said portions being defined 

in terms of at least one variable parameter; 

{iv) modelling said at least one rule in said rule set using a predetermined 

encoding scheme; 
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(v) generating an initial population of encoded rule sets including rules 

characterised in having different values assigned to said at least one variable 

parameter; 

(vi) for each rule set in said population of rule sets, generating a 

5 corresponding modified network design by applying each rule from the rule set to 

components of the initial network design for which the respective rule conditions are 

satisfied; 

(vii) simulating operation of each modified network design from step (vi) 

according to the predetermined traffic handling requirements from step (ii), to 

10 calculate at least one predetermined measure of performance for each modified 

network design; 

(viii) evaluating the modified network designs from step (vi), comparing 

them on the basis of said at least one respective measure of performance from step 

(vii) to identify at least one preferred network design and identifying the 

1 5 corresponding network design rules used to create said at least one preferred 

network design in step (vi); 

(ix) generating a new population of encoded rule sets, including at least 

one network design rule identified in step (viii); 

{x) repeating steps (vi) to (ix), wherein at step (vi) said at least one 

20 preferred network design from step (viii) is modified in place of the initial network 

design. 
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ABSTRACT. 

DESIGN OF COMMUNICATIONS NETWORKS 

An apparatus and method are provided for designing at least a part of a 

communications network beginning with an initial network design, a set of traffic 

handling requirements and an initial set of design rules. Each rule includes a condition 

portion and an action portion and at least one such rule includes a portion expressed 

in terms of at least one variable parameter. An iterative procedure is implemented to 

10 evolve both a network design and a set of design rules comprising variations to rules 

from the initial rule set. A population of rule sets is generated with each rule set 

using a different combination of assigned parameter values. For each rule set in the 

population of rule sets, rules for which the condition portion is satisfied are applied to 

generate a modified network design. Measures of performance, including cost of 

15 each modified design are determined through simulation of the operation of the 

design on the basis of the traffic handling requirements and the performance and cost 

of different designs compared. A preferred design then forms the basis for further 

modified network designs and the particular rule set that generated the preferred 

design forms the basis of a new rule set population in the next iteration. 

20 

Figure (2) 

25 
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