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LASER CUTTING SYSTEM 

CROSS-REFERENCE TO RELATED PATENT 
APPLICATIONS 

2 
SUMMARY 

One exemplary embodiment relates to a workpiece cutting 
apparatus includes a laser source, a first suction system, and a 

5 first finger configured to guide a workpiece as it moves past 
the laser source. The first finger includes a first end provided 
adjacent a point where a laser from the laser source cuts the 
workpiece, and the first end of the first finger includes an 

This application is a continuation of International Patent 
Application No. PCT/US2008/060369, filed Apr. 15, 2008, 
which claims the benefit of and priority to U.S. Provisional 
Patent Application No. 60/944,324, filed Jun. 15, 2007. The 
disclosures of International Patent Application No. PCT/ 10 

US2008/060369 and U.S. Provisional Patent Application No. 
60/944,324 are incorporated by reference in their entirety. 

aperture in fluid communication with the first suction system. 
Another exemplary embodiment relates to a workpiece 

cutting apparatus that includes a laser configured to cut a 
workpiece at a laser contact point. The apparatus also 
includes at least one member having a first end provided 
adjacent the laser contact point and configured to guide the STATEMENT OF GOVERNMENT RIGHTS 

15 workpiece as the workpiece passes the laser contact point, the 
at least one member having a first end that includes an open­
ing positioned adjacent the laser contact point such that the at 
least one member is configured to remove debris from an area 

This invention was made with Government support under 
U.S. Department of Energy Cooperative Agreement No. 
DE-FC26-05NT42403 awarded by the U.S. Department of 
Energy. The Government has certain rights in this invention. 20 

BACKGROUND 

adjacent the laser contact point by suction. 
Another exemplary embodiment relates to a method of 

cutting a workpiece including providing a workpiece and 
providing a laser source configured to cut the workpiece with 
a laser that impinges the workpiece at a laser contact point. 
The method also includes providing at least one finger having The present disclosure relates to a method and apparatus 

for cutting a workpiece. More particularly, it relates a method 
and apparatus for cutting battery electrodes using a laser. 

It is known to provide batteries or cells for use in vehicles 
such as automobiles. For example, lead-acid batteries have 
been used in starting, lighting, and ignition applications. 
More recently, hybrid electric vehicles are being developed 
which utilize a battery (e.g., a lithium-ion or nickel-metal­
hydride battery) in combination with other systems (e.g., an 
internal combustion engine) to provide power for the vehicle. 

25 an end provided adjacent the laser contact point to guide the 
workpiece as the workpiece passes the laser contact point. 
The method further includes cutting the workpiece with the 
laser and suctioning debris from an area adjacent the laser 
contact point on a laser side of the workpiece using the at least 

30 one finger. 
These and other features and advantages of various exem­

plary embodiments of systems and methods according to this 
invention are described in, or are apparent from, the following 
detailed descriptions of various exemplary embodiments of 

35 various devices, structures and/or methods according to this 
invention. 

It is known to manufacture battery electrodes by coating 
active material on a conductor. Typically, the conductor is a 
metal conductive material or a composite material laminated 
with a metal conductive material. However, it would be eco­
nomically advantageous to perform the coating process on a 
relatively large sheet of conductor in a continuous process. It 
would further be advantageous to fabricate relatively large 40 

pieces, often in the form of a long rolled sheet, of electrode 
material and subsequently cut them as desired. 

It is known to use a blade to cut the conductor. However, the 
use of blades has limitations and drawbacks. Cutting with 
blades is often imprecise and unreliable, compromising the 45 

structural integrity and overall quality and performance of the 
electrode. Blade cutting of metals also frequently creates 
burrs that can result in short circuits in tightly packed battery 
cells. 

It is also known to cut a substrate with a laser. Although 50 

laser cutting provides a more reliable cut, it also has draw­
backs. Lasers use focused energy to rapidly melt the elec­
trode, which can cause splattering of material from the cut 
zone to the surrounding electrode surfaces. Electrode mate­
rial may also evaporate and recondense on the electrode sur- 55 

face. Because electrodes are tightly packed together, pieces of 
slag from the cut zone extending outward from the electrode 
surface increase the risk of short circuits between electrodes, 
which can lead to failure and overheating. Due to its relatively 
high temperature, the cutting debris can also melt and/or 60 

cover the active material creating a "dead spot" on the elec­
trode surface (i.e., a location where electrochemical reactions 
camiot occur). 

Accordingly, it would be advantageous to provide a 
method and apparatus for laser cutting that cleanly and pre- 65 

cisely cuts electrodes and prevents cutting debris from being 
deposited on the electrode surface. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Various exemplary embodiments of the systems and meth­
ods according to this invention will be described, with refer­
ence to the following figures, wherein: 

FIG. 1 is a cross-sectional side view of an electrode; 
FIG. 2 is a cross-sectional side view of a panel of elec­

trodes; 
FIG. 3 is an isometric view of a portion of a laser cutting 

system according to a first exemplary embodiment; 
FIG. 4 is a partial isometric cutaway view of a portion of a 

laser cutting system according to a first exemplary embodi­
ment; 

FIG. 5 is an isometric view of a portion of a laser cutting 
system according to a second exemplary embodiment; 

FIG. 6 is a side view of a portion of a laser cutting system 
according to an exemplary embodiment; 

FIG. 7 is a sectional view ofa portion along line 7-7 in FIG. 
6; 

FIGS. SA and SB are top views of conductor cut using a 
system according to an exemplary embodiment; 

FIGS. 9A and 9B are top views of conductor cut using a 
system according to an exemplary embodiment; 

FIGS. lOA and lOB are top views of conductor cut using a 
system according to an exemplary embodiment; and 

FIGS. llA and llB are top views of conductor cut using a 
system according to an exemplary embodiment of the present 
invention. 

It should be understood that the drawings are not necessar­
ily to scale. In certain instances, details that are not necessary 
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to the understanding of the invention or render other details 
difficult to perceive may have been omitted. In some cases, 
the components may be moved relative to one another (e.g., 
closer together or on opposite sides). It should be understood, 
of course, that the invention is not necessarily limited to the 
particular embodiments illustrated herein. 

DETAILED DESCRIPTION 

The present disclosure relates to a method and apparatus of 
cutting workpieces, including conductors with electrode 
material provided thereon. The disclosed method includes the 
use of a laser for cutting with additional components for 
helping control the workpieces and displacing cutting debris 
to prevent it from compromising or otherwise affecting the 
workpiece. In some embodiments, the disclosed method and 
apparatus are particularly adapted for use in cutting conduc­
tors and battery electrodes. Thus, the disclosed method and 
apparatus are described herein as applied to cutting conduc­
tors and/or electrodes. However, the applicability of the 
present disclosure is not limited to cutting only such materi­
als, but may be applied to cutting anything with a laser. 

The disclosed method and apparatus are particularly well­
adapted to cutting a thin workpieces, e.g., a thin sheet of 
metal. The location of various components of various exem­
plary embodiments will be described herein with reference to 
a hypothetical workpiece being cut even though the work­
piece does not necessarily comprise part of the exemplary 
embodiments described herein. For purposes of this disclo­
sure, a workpiece (before or after cutting) has two opposite 
faces or sides (i.e., its thickness will be very small compared 
to one or both ofits length or width). References to one "side" 
or the other of a workpiece refer to these faces or sides as 
described herein. In various embodiments, a laser source is 
deployed to one or the other side of a workpiece being cut. 
The side of the workpiece facing the laser source is referred to 
herein as the "laser side." The side opposite the laser side is 
referred to herein as the "exit side." 

At any given point in the cutting process, the laser is 
focused on a point of the workpiece, which point varies rela­
tive to the workpiece over time ( e.g, the workpiece moves 
relative to the laser). The approximate spot where the laser 
would contact a workpiece during cutting is referred to herein 

4 
of any numberof conductive and/or metallic materials includ­
ing, without limitation, aluminum, copper and/or an alloy 
comprising aluminum and/or copper. In connection with the 
manufacture of the electrode, it may be necessary or desirable 

5 to cut conductor 130. 
For example, and referring to FIG. 2, during manufacture 

of one or more electrodes, in various embodiments, active 
material is formed on or otherwise provided on a sheet of 
conductor 130. The sheet of conductor 130 formed with 

1 o active material may then be cut into individual electrodes 100. 
Referring to FIGS. 3 and 4, in various embodiments, a laser 

cutting system 135 including a laser apparatus 140 is utilized 
to cut a workpiece 137. Laser apparatus 140 may include any 
laser with sufficiently high beam quality and high laser power 

15 to cut the particular workpiece. For example, in various exem­
plary embodiments, a diode laser such as that manufactured 
by SPI Lasers is utilized. A disk laser such as a TrumpfHDL 
4002 disk laser may also be utilized. In various embodiments, 
laser apparatus 140 has a power range including from 70 

20 watts to 350 watts. For example, the power range of laser 
apparatus 140 may include from 25 watts to 500 watts. In 
various exemplary embodiments, a laser apparatus 140 uti­
lizes a narrow beam ( e.g., a beam thickness of approximately 
10 µm ). A narrow beam may be advantageous in that a narrow 

25 beam typically burns off less material during cutting leaving 
a narrower cut 200. In various exemplary embodiments, laser 
apparatus 140 emits a constant laser beam. 

In various embodiments, laser cutting system 135 does not 
generally require any unconventional modifications to exist-

30 ing laser apparatus 140. For example, various conventional 
optics, laser wavelengths, focal lengths and spot sizes may be 
utilized. In various embodiments, laser apparatus 140 has a 
wave length of approximately 1,030 to 1,035 nanometers, a 
focal length of approximately 80 mm, and a spot size of 

35 approximately 0.125 mm. In other embodiments, the laser 
apparatus has a focal length of approximately 1 mm. As one 
skilled in the art should appreciate, focal length is not a 
critical parameter in various embodiments. 

Laser apparatus 140 may be operated at any suitable cur-
40 rent level. In one exemplary embodiment, the laser apparatus 

is a 70 watt laser apparatus operated at 60 amps, but any laser 
may be utilized. In various exemplary embodiments, the laser 
used has a small spot size in order to minimize the amount of 
material burned off the workpiece. 

In various embodiments, laser cutting system 135 and laser 
apparatus 140 are substantially fixed relative to workpiece 
137. As shown in FIG. 3, in some embodiments, workpiece 
137 is cut as it passes to and/or from a calendaring system 
( e.g., onto and/or off of rollers). In various embodiments, 

as the "laser contact point" or "cutting point." These terms 
may be used to describe the actual cutting point or a point 45 

where cutting would occur if a workpiece were present (i.e., 
the location of system components may be described in rela­
tion to the cutting point even though the workpiece is not 
necessarily a component of the exemplary embodiment 
described herein). 50 laser apparatus 140 may move relative to workpiece 137 

and/or other components oflaser cutting system 135. As described above, in various embodiments the laser con­
tact point moves relative to a workpiece over time. In various 
embodiments, the workpiece may move relative to the laser 
contact point. For the purposes of this disclosure, a workpiece 
moves from "upstream" to "downstream." Thus, e.g., por­
tions of the workpiece that have been cut are described herein 
as being "downstream" from the laser contact point and por­
tions of the workpiece that are un-cut and/or will be cut are 
described herein as being "upstream" from the laser contact 
point. 

Referring to FIG. 1, in one embodiment, an electrode 100 
includes a positive electrode member 110 and negative elec­
trode member 120 coupled to a conductor 130. In one 
embodiment, a first active material or positive electrode 
member 110 and/or a second active material or negative elec­
trode member 120 are provided onto conductor 130 ( e.g., by 
coating, lamination, etc.). Conductor 130 may be constructed 

Referring to FIGS. 3-7, in various embodiments, laser sys­
tem 140 includes one or more fingers 210 positioned or oth­
erwise provided along and/or substantially near a laser con-

55 tact point 195. In various embodiments, one or more fingers 
210 are positioned on or otherwise provided about laser side 
150 of workpiece 137 substantially near a laser head 190. In 
various embodiments, one or more fingers may also be posi­
tioned on or otherwise provided about an exit side 160 of 

60 workpiece 137. In various embodiments, the one or more 
fingers are positioned downstream of the laser head. Each 
finger210 is adapted to help hold workpiece 137 in a suitable 
position as it passes and to help prevent splash, dust, slag, 
debris, and/or other material resulting from the cutting pro-

65 cess from adhering to, contacting, or otherwise compromis­
ing the quality of workpiece 137 or any portion of an elec­
trode. The one or more fingers may overlap. In various 
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embodiments, fingers 210 may be operatively connected or 
interconnected. However, it is not necessary that any of the 
fingers overlap or interconnect. 

Each finger 210 may be of any number of various suitable 
shapes. As particularly illustrated in FIGS. 4 and 7, in various 5 

embodiments, each finger 210 is tubular, i.e., there is a con­
duit 270 defined within each finger 210 with at least one inlet 

6 
In various embodiments, as illustrated in FIGS. 3-6, laser 

cutting system 135 includes a third suction system 185 
adapted to suction various material dispersed upstream of 
laser contact point 195 and/or collecting and/or collected in, 
around, and/or on one or more of the fingers 210. In various 
embodiments, third suction system 185 is located proximate 
to laser contact point 195. However, the third suction system 
185 may be located upstream, downstream, and/or to either 
side of laser contact point 195. In various embodiments, the 
third suction system includes at least one conduit defining at 
least one opening near the laser contact point in fluid com-
munication with an at least partial vacuum system. 

Referring again to FIGS. 3-7, in various embodiments, 
laser cutting system 135 includes a gas apparatus 145 opera­
tively associated with laser apparatus 140, whereby gas appa­
ratus 145 provides for the introduction of gas against laser 
side 150 of workpiece 137 at or about laser contact point 195. 
In various embodiments, the gas apparatus may direct gas 
against the exit side of the workpiece. In various embodi­
ments, gas apparatus 145 directs a jet of gas substantially on, 
in or around laser contact point 195. As a portion of workpiece 
137 is cut using laser apparatus 140, the cut material is carried 
or otherwise dispersed away from laser contact point 195 via 
the gas. In one embodiment, the gas utilized comprises oxy­
gen. In various embodiments, oxygen used as a gas in the 
range of 5 to 50 psi provides a suitable cut at a suitable cutting 
speed. However, other gases such as nitrogen may be utilized. 
In various embodiments, nitrogen used as a gas in the range of 
25-150 psi may be utilized. In various embodiments, the 

or aperture 260 near its distal end substantially near laser 
cutting point 195. In various embodiments, the cross-sec­
tional shape ofat least the distal portion ofone or more fingers 10 

210 is characterized by a conduit or cavity defined by a central 
portion 220 and first and second, generally parallel, elongated 
leg portions 230/240 coupled to central portion 220. In one 
exemplary embodiment, first and second, generally parallel 

15 
foot portions 250 are joined to the distal portion of each leg 
portion 230/240 opposite the juncture with central portion 
220. In one embodiment, profiled finger 210 cross-section 
defines an open portion or conduit 270. The open portion or 
conduit 270 is bound on three sides by leg portions 230/240 20 

and central portion 220. In various embodiments, each foot 
portion 250 is oriented in a substantially side-by-side rela­
tionship defining at least one inlet or aperture 260 between 
confronting surfaces of the foot portions 250 leading to con­
duit 270. In one embodiment, each foot portion 250 defining 25 

aperture 260 is positioned on the side of finger 210 nearest the 
path of a laser beam from laser head 190. At least the distal 
portion of each finger 210 may be of any other suitable cross­
sectional shapes including, without limitation, U-shaped, 
J-shaped, L-shaped, C-shaped, I-shaped, and/or V-shaped. 30 introduction of a gas on or near a cut joint of the workpiece 

also results in an improvement in the formation of the cut by 
supplying additional energy to the laser cutting process. 

In one embodiment, the distal portion of each finger 210 is 
up to 3 mm in width. In one embodiment, the distal portion of 
each finger is approximately 1 mm in width. Each of the 
fingers need not be identically or similarly dimensioned. For 
example, one of the fingers may be wider than another. For 35 

example, the distal portion of one of the fingers may be 2 mm 
in width and another of the fingers may be 1 mm in width. The 
distal portion of one or more of the fingers may be narrower in 
width than other portions of the fingers. In various embodi­
ments, however, this is not necessary. For example, in various 40 

embodiments, each finger 210 is similarly dimensioned in 
width throughout its length. 

As described above, workpiece 137 has a laser side 150 and 

Referring to FIG. 5, in various embodiments, cutting sys­
tem 135 includes multiple laser apparatus 140. In various 
embodiments, cutting system 135 includes multiple first, sec­
ond, and/or third suction systems 170/180/185 positioned and 
adapted to suction various fumes, debris, and other products 
of the cutting process from the laser side and/or the near exit 
side 160 of workpiece 137. In such embodiments, a sheet of 
conductor formed with multiple electrode members may be 
simultaneously cut into individual electrodes. 

The present inventions allow high-quality, reproducible 
cutting at an increased speed via laser. FIGS. SA and 8B are 
top views, magnified 30 times and 75 times respectively, of a 
conductor 130 comprising copper cut at a cutting speed of 
approximately 26.5 meters per minute using a 500 watt laser 
and nitrogen as the gas at 40 psi. FIGS. 9A and 9B are top 
views, magnified 30 times and 75 times respectively, of a 
conductor 130 comprising copper cut at a cutting speed of 
approximately 26.5 meters per minute using a 350 watt laser 
and oxygen as the gas at 25 psi. FIGS. l0A and 10B are top 
views, magnified 30 times and 75 times respectively, of a 
conductor 130 comprising aluminum, cut at a cutting speed of 
approximately 26.5 meters per minute using a 300 watt laser 

an exit side 160. During cutting, molten material, slag orother 
undesirable material or debris may have a tendency to be 45 

produced and/or collect substantially along or near an area of 
workpiece 137 being cut by laser apparatus 140. Referring to 
FIGS. 3-7, in various embodiments, laser cutting system 135 
includes a first suction system 170 in fluid communication 
with the aperture 260 in one or more fingers 210 and adapted 50 

to suction various fumes, debris, and other products of the 
cutting process from and near laser side 150 of workpiece 
137. In various embodiments, aperture 260 is in fluid com­
munication with an at least partial vacuum source via the 
conduit 270 in one or more fingers 210. 

In various embodiments, as shown in FIGS. 3 and5-6, laser 
cutting system 135 also includes a second suction system 180 
positioned and adapted to suction various fumes, debris and 
other undesirable material and products of the cutting process 
from and near exit side 160 of workpiece 137. For example, 60 

second suction system 180 may include at least one conduit 
defining at least one opening near the laser contact point in 
fluid communication with an at least partial vacuum system 
and at least partially positioned or provided adjacent exit side 
160 of workpiece 137, for suctioning various fumes, debris, 65 

and other products of the cutting process from and around the 
laser contact point. 

55 and nitrogen as the gas at 100 psi. FIGS. llA and 11B are top 
views, magnified 30 times and 75 times respectively, of a 
conductor comprising aluminum cut at a cutting speed of 
approximately 26.5 meters per minute using a 125 watt laser 
and oxygen as the gas at 25 psi. As depicted in FIGS. SA 
through 11B, the use of oxygen as the gas at 25 psi in con­
nection with one embodiment of the present invention gener-
ally resulted in a cleaner cut of the conductor 130 than nitro­
gen gas. However, it should be appreciated that the use of 
nitrogen as a gas also provided an acceptable cut. 

While this invention has been described in conjunction 
with the exemplary embodiments outlined above, various 
alternatives, modifications, variations, improvements and/or 
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substantial equivalents, whether known or that are or may be 
presently foreseen, may become apparent to those having at 
least ordinary skill in the art. Accordingly, the exemplary 
embodiments of the invention, as set forth above, are intended 
to be illustrative, not limiting. Various changes may be made 5 

without departing from the spirit or scope of the invention. 
Therefore, the invention is intended to embrace all known or 
earlier developed alternatives, modifications, variations, 
improvements and/or substantial equivalents. 

What is claimed is: 10 

1. A workpiece cutting apparatus comprising: 
a stationary laser source; 
a first suction system; and 
a first finger that guides a workpiece as the workpiece is 

moved past the laser source, the first finger including a 15 

first end provided adjacent a point where a laser from the 
laser source cuts the workpiece; 

wherein the first end of the first finger includes an aperture 
in fluid communication with the first suction system; and 

wherein the workpiece comprises a thin metal sheet pro- 20 

vided in a roll, and the laser source cuts the thin metal 
sheet from the roll in a continuous process. 

2. The apparatus of claim 1, wherein the first finger acts as 
a conduit between the aperture and the first suction system, 
and the first finger includes a bottom surface that is parallel to 25 

an upper surface of the workpiece thereunder and that is 
elongated in a direction of movement of the workpiece. 

3. The apparatus of claim 1, further comprising a second 
finger having a first end provided adjacent the point where the 
laser from the laser source cuts the workpiece, the first end of 30 

the second finger comprising an aperture. 
4. The apparatus of claim 3, wherein the point where the 

laser from the laser source cuts the workpiece is between the 
first end of the first finger and the first endofthe second finger. 

5. The apparatus of claim 4, wherein the second finger 35 

defines a conduit between the aperture of the second finger 
and the first suction system. 

6. The apparatus of claim 1, further comprising a second 
suction system having a first end provided adjacent the point 
where the laser from the laser source cuts the workpiece on an 40 

exit side of the workpiece; and 
wherein the second suction system comprises at least one 

conduit defining at least one opening adjacent the point 
where the laser from the laser source cuts the workpiece. 

7. The apparatus of claim 1, wherein the workpiece 45 

includes a first side facing the laser source and a second side 
opposite the first side, and further comprising a third suction 
system provided adjacent the point where the laser from the 
laser source cuts the workpiece on the first side. 

8. The apparatus of claim 7, wherein the third suction 50 

system comprises at least one conduit defining at least one 
opening adjacent the point where the laser from the laser 
source cuts the workpiece. 

9. The apparatus of claim 1, further comprising an appara­
tus configured to direct a jet of gas substantially around the 55 

point where the laser from the laser source cuts the work­
piece. 
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10. The apparatus of claim 9, wherein the apparatus pro­

vides at least one of oxygen or nitrogen. 
11. A workpiece cutting apparatus comprising: 
a laser configured to cut a workpiece at a stationary laser 

contact point; and 
at least one member having a first end provided adjacent 

the laser contact point and which guides the workpiece 
as the workpiece passes the laser contact point, the at 
least one member having a first end that includes an 
opening positioned adjacent the laser contact point such 
that the at least one member is configured to remove 
debris from an area adjacent the laser contact point by 
suction; 

the workpiece comprises a thin metal sheet provided in a 
roll, and the laser source cuts the thin metal sheet from 
the roll in a continuous process. 

12. The apparatus of claim 11, further comprising a second 
member having a first end that includes an aperture provided 
adjacent the laser contact point, wherein the second member 
is configured to remove debris from an area adjacent the laser 
contact point by suction, and wherein the laser contact point 
is between the first member and the second member, and 
wherein the first member and the second member extend 
substantially parallel with each other. 

13. The apparatus of claim 11, wherein the laser contact 
point is between the opening of the first member and the 
opening of the second member. 

14. The apparatus of claim 11, further comprising a gas 
apparatus configured to direct a jet of gas substantially around 
the laser contact point. 

15. A method of cutting a workpiece comprising: 
providing a workpiece; 
providing a laser source configured to cut the workpiece 

with a laser that impinges the workpiece at a stationary 
laser contact point; 

providing at least one finger having an end provided adja­
cent the laser contact point to guide the workpiece as the 
workpiece passes the laser contact point; 

cutting the workpiece with the laser; and 
suctioning debris from an area adjacent the laser contact 

point on a laser side of the workpiece using the at least 
one finger; 

wherein the workpiece comprises a thin metal sheet pro­
vided in a roll, and the thin metal sheet from the roll is cut 
with the laser in a continuous process. 

16. The method of claim 15, wherein the end of the at least 
one finger comprises an aperture in fluid communication with 
a vacuum source. 

17. The method of claim 15, further comprising suctioning 
debris from an area adjacent the laser contact point on a side 
of the workpiece opposite the laser source. 

18. The method of claim 15, further comprising providing 
a gas around the laser contact point. 

* * * * * 




