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(57) ABSTRACT 

A lithium secondary battery including: a positive electrode 
including a strip-shaped positive electrode current collector 
and a positive electrode active material layer carried on each 
surface of the positive electrode current collector; a negative 
electrode including a strip-shaped negative electrode current 
collector and a negative electrode active material layer 
carried on each surface of the negative electrode current 
collector; a separator interposed between the positive elec­
trode and the negative electrode; and a non-aqueous elec­
trolyte, wherein an exposed portion carrying no active 
material layer is formed on a substantially center portion in 
a longitudinal direction of at least one of the positive 
electrode current collector and the negative electrode current 
collector, a current collecting lead is connected to the 
exposed portion, and a first heat resistant layer is formed 
such that the first heat resistant faces at least part of the 
current collecting lead. 
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LITHIUM SECONDARY BATTERY 

FIELD OF THE INVENTION 

[0001] The present invention relates to a lithium second­
ary battery, and more particularly to a lithium secondary 
battery having both excellent safety and high output power. 

BACKGROUND OF THE INVENTION 

[0002] Lithium secondary batteries, which are light in 
weight and have a high energy density, are widely used 
commercially as a power source for portable devices. Cur­
rently, lithium secondary batteries are also receiving con­
siderable attention as a possible power source capable of 
offering high output power for large-scale applications ( e.g., 
a power source for vehicles) and are now under active 
development. 
[0003] The electrolytes for use in lithium secondary bat­
teries, however, are usually non-aqueous electrolytes pre­
pared by dissolving a lithium salt in a non-aqueous solvent. 
Non-aqueous electrolytes have lower ionic conductivity 
than electrolytes comprising an aqueous solution. Accord­
ingly, it is difficult to achieve lithium secondary batteries 
having high output power. 
[0004] Under the circumstances, various techniques to 
achieve a high output power lithium secondary battery have 
been proposed. For example, Japanese Laid-Open Utility 
Model Publication No. Sho 63-133065 and Japanese Laid­
Open Patent Publication No. Hei 5-121064 propose a spi­
rally wound design lithium secondary battery (i.e., a lithium 
secondary battery in which a strip-shaped positive electrode 
and a strip-shaped negative electrode are spirally wound 
with a separator interposed there between) in which a current 
collecting lead is connected to a center portion of an 
electrode. By connecting a current collecting lead to a center 
portion of an electrode, it is possible to reduce the battery 
resistance, which results in a lithium secondary battery 
having increased output power. 
[0005] In a battery having reduced battery resistance by 
connecting a current collecting lead to a center portion of an 
electrode, if an external short circuit occurs, a large short 
circuit current flows in the battery. The short circuit current 
concentrates on the current collecting lead, which heats up 
the current collecting lead. This may cause the adjacent 
separator to melt. If the separator melts, it causes an internal 
short circuit, which may lead to overheating of the battery. 

BRIEF SUMMARY OF THE INVENTION 

[0006] An object of the present invention is to achieve 
both excellent safety and high output power in a lithium 
secondary battery in which a current collecting lead is 
connected to a substantially center portion of an electrode by 
preventing an internal short circuit by forming a heat resis­
tant layer. 
[0007] Specifically, the present invention relates to a 
lithium secondary battery comprising: a positive electrode 
comprising a strip-shaped positive electrode current collec­
tor and a positive electrode active material layer carried on 
each surface of the positive electrode current collector; a 
negative electrode comprising a strip-shaped negative elec­
trode current collector and a negative electrode active mate­
rial layer carried on each surface of the negative electrode 
current collector; a separator interposed between the positive 
electrode and the negative electrode; and a non-aqueous 
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electrolyte, wherein an exposed portion carrying no active 
material layer is formed on a substantially center portion in 
a longitudinal direction of at least one of the positive 
electrode current collector and the negative electrode current 
collector, a current collecting lead is connected to the 
exposed portion, and a first heat resistant layer is formed 
such that the first heat resistant layer faces at least part of the 
current collecting lead. The first heat resistant layer is 
preferably formed such that it faces not less than 50% of the 
overlapping area of the current collecting lead and the 
exposed portion. 

[0008] In the lithium secondary battery of the present 
invention, a second heat resistant layer is preferably formed 
such that the second heat resistant layer faces an entire 
surface of the active material layer that is located across 
from the current collecting lead. Preferably, the second heat 
resistant layer is porous. It should be noted, however, that 
the second heat resistant layer need not be formed in a 
portion of the active material layer that is located across 
from the first heat resistant layer. Preferably, the second heat 
resistant layer faces an almost entire surface (e.g., not less 
than 80%) of an entire surface of the active material layer 
that is located across from the current collecting lead. 

[0009] The first heat resistant layer is preferably thicker 
than the second heat resistant layer. 

[0010] The first heat resistant layer preferably has a thick­
ness of 1 to 100 µm. 

[0011] The second heat resistant layer preferably has a 
thickness of 1 to 20 µm. 
[0012] According to the present invention, even when an 
external short circuit occurs in a lithium secondary battery in 
which a current collecting lead is connected to a substan­
tially center portion of an electrode, because a heat resistant 
layer is present, an internal short circuit can be prevented. 
Accordingly, both excellent safety and high output power 
can be achieved. 

[0013] While the novel features of the invention are set 
forth particularly in the appended claims, the invention, both 
as to organization and content, will be better understood and 
appreciated, along with other objects and features thereof, 
from the following detailed description taken in conjunction 
with the drawings. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

[0014] FIG. 1 is a schematic diagram illustrating a con­
figuration of the positive electrode and the negative elec­
trode of a lithium secondary battery according to 
EXAMPLE 1. 

[0015] FIG. 2 is a schematic diagram illustrating a con­
figuration of the positive electrode and the negative elec­
trode of a lithium secondary battery according to 
EXAMPLE 2. 
[0016] FIG. 3 is a schematic diagram illustrating a con­
figuration of the positive electrode and the negative elec­
trode of a lithium secondary battery according to 
EXAMPLE 31. 

[0017] FIG. 4 is a schematic diagram illustrating a con­
figuration of the positive electrode and the negative elec­
trode of a lithium secondary battery according to 
EXAMPLE 32. 
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[0018] FIG. 5 is a schematic diagram illustrating a con­
figuration of the positive electrode and the negative elec­
trode of a lithium secondary battery according to 
EXAMPLE 33. 
[0019] FIG. 6 is a schematic diagram illustrating a con­
figuration of the positive electrode and the negative elec­
trode of a lithium secondary battery according to 
EXAMPLE 38. 
[0020] FIG. 7 is a schematic diagram illustrating a con­
figuration of the positive electrode and the negative elec­
trode of a lithium secondary battery according to 
EXAMPLE 39. 

DETAILED DESCRIPTION OF THE 
INVENTION 

[0021] A lithium secondary battery of the present inven­
tion comprises: a positive electrode comprising a strip­
shaped positive electrode current collector and a positive 
electrode active material layer carried on each surface of the 
positive electrode current collector; and a negative electrode 
comprising a strip-shaped negative electrode current collec­
tor and a negative electrode active material layer carried on 
each surface of the negative electrode current collector. In 
short, the positive and negative electrodes both have the 
shape of a strip. Usually, the positive and negative electrodes 
are spirally wound with a separator interposed therebetween. 
[0022] In a substantially center portion in a longitudinal 
direction of at least one of the positive electrode current 
collector and the negative electrode current collector, an 
exposed portion having no active material layer (hereinafter 
referred to as "center exposed portion") is formed. The 
center exposed portion may be formed on both surfaces of 
the current collector, or it may be formed only on one 
surface of the current collector. 
[0023] As used herein, the "substantially center portion" 
refers to an area extending in a longitudinal direction of a 
current collector excluding both end portions of the current 
collector. The width of the end portions is, for example, 35% 
of the length in a longitudinal direction of the current 
collector. Assuming an area including the mid-center of a 
current collector in a longitudinal direction and having a 
certain width W in a longitudinal direction, the substantially 
center portion can be formed anywhere within the assumed 
area. The certain width Wis, for example, 30% of the length 
of the longitudinal direction of a current collector. The width 
of the center exposed portion can vary according to the 
battery size. 
[0024] To the center exposed portion is connected a cur­
rent collecting lead by means of, for example, welding. 
When the center exposed portion is formed on each surface 
of a current collector, a current collecting lead is connected 
to at least one of the center exposed portions. By connecting 
a current collecting lead to the center exposed portion, the 
electric resistance of the electrode that is connected to the 
current collecting lead can be reduced. In order to offer high 
output power, both center exposed portions may have a 
current colleting lead connected thereto. 
[0025] The current collecting lead is, for example, rect­
angular. Preferably, the current collecting lead has a width 
smaller than that of the center exposed portion. Specifically, 
the width of the current collecting lead is 30 to 85% of the 
width of the center exposed portion. As for the material for 
the current collecting lead, aluminum is preferred for posi-
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tive electrode current collecting lead, and nickel or a nickel 
alloy is preferred for negative electrode current collecting 
lead. 
[0026] In the lithium secondary battery of the present 
invention, a first heat resistant layer is formed such that it 
faces at least part of the current collecting lead. In the event 
where an external short circuit and subsequent heating of the 
current collecting lead occur and the separator melts, the first 
heat resistant layer serves to prevent an internal short circuit 
from occurring or expanding. 
[0027] The thickness of the current collecting lead is not 
specifically limited. When the center exposed portion is 
formed only on one surface of a current collector, however, 
the thickness T of the current collecting lead is preferably 
smaller than the thickness t of the active material layer of the 
electrode to which the current collecting lead is connected. 
Preferably, 0.3 ~T~0.9t is satisfied. The thickness of the 
first heat resistant layer can be increased by reducing the 
thickness of the current collecting lead to less than that of the 
active material layer. This enhances the effect of preventing 
an internal short circuit by the first heat resistant layer. When 
T is less than 0.3t, the current collecting efficiency may be 
low, or the welding strength may be low. 
[0028] When the center exposed portion is formed on each 
surface of a current collector, only one center exposed 
portion can have a current collecting lead connected thereto. 
In this case, the thickness T of the current collecting lead is 
preferably smaller than the total thickness 2t of the active 
material layers formed on both surfaces, whereby the effect 
of preventing an internal short circuit can be enhanced also. 
Specifically, 0.5 ~T~ 1.9t is preferably satisfied. When Tis 
less than 0.5t, the current collecting efficiency may be low, 
or the welding strength may be low. Further, because a 
current also tends to concentrate on the other center exposed 
portion having no current collecting lead connected thereto, 
another first heat resistant layer is preferably formed such 
that it faces the other center exposed portion. 
[0029] When the center exposed portion is formed on each 
surface of a current collector, both center exposed portions 
can have a current collecting lead connected thereto. In this 
case, the thickness T of each current collecting lead is 
preferably smaller than the thickness t of the active material 
layer. Preferably, 0.3 ~T~0.9t is satisfied, whereby the 
effect of preventing an internal short circuit can be enhanced 
as well. 
[0030] The first heat resistant layer needs to have higher 
heat resistance than the separator. The first heat resistant 
layer preferably includes a resin having a heat deflection 
temperature of 260° C. or higher (hereinafter referred to as 
"highly heat resistant resin"). As used herein, the "heat 
deflection temperature" refers to "a deflection temperature 
under load" determined with a load of 1.82 MPa according 
to ASTM-D648 defined by American Society for Testing 
and Materials. 
[0031] Alternatively, the first heat resistant layer may 
include a composite comprising a heat resistant filler (e.g., 
inorganic oxide or ceramics) and a resin binder. The heat 
deflection temperature of the resin binder is not specifically 
limited. Alternatively, a tape made of a material having 
higher heat resistance than the separator may be used as a 
first heat resistant layer. 
[0032] The first heat resistant layer may be porous or 
nonporous. It is preferable that the shape of the first heat 
resistant layer be identical to that of the center exposed 
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portion, or the first heat resistant layer completely cover the 
center exposed portion. In other words, the first heat resis­
tant layer is preferably formed such that it faces not only the 
current collecting lead but also the entire center exposed 
portion. 
[0033] In an embodiment of the lithium secondary battery 
of the present invention, a second heat resistant layer can be 
formed such that it faces an almost entire surface of the 
active material layer that is located across from the current 
collecting lead. The second heat resistant layer should be 
porous so as not to prevent the migration of ions. Preferably, 
the second heat resistant layer has a porosity ( a ratio of the 
volume of the pores to the apparent volume of the second 
heat resistant layer) of 20 to 70%. The porosity can be 
calculated from the true specific gravity, weight and thick­
ness of a specified area of the second heat resistant layer. 
[0034] The second heat resistant layer may have the same 
composition as the first heat resistant layer, or it may have 
a composition different from that of the first heat resistant 
layer. In other words, a porous heat resistant layer may be 
formed such that it faces an entire surface of the active 
material layer that is located across from the current col­
lecting lead. In this case, the first heat resistant layer and the 
second heat resistant layer which are porous may be formed 
in the same process. By placing the first and second heat 
resistant layers such that they cooperatively face an almost 
entire surface of the active material layer that is located 
across from the current collecting lead, it is possible to 
significantly enhance safety upon occurrence of an internal 
short circuit as well as an external short circuit. More 
specifically, even when a large current flows through an 
internal short circuit point, causing heat generation to melt 
the separator, it is possible to prevent the short circuit from 
expanding. 
[0035] The first heat resistant layer is preferably thicker 
than the second heat resistant layer. The thickness of the first 
heat resistant layer is preferably 130 to 500% of the thick­
ness of the second heat resistant layer. This further enhances 
the heat resistance of the center exposed portion where heat 
tends to concentrate in external short circuit conditions. On 
the other hand, when the thickness of the second heat 
resistant layer that faces an almost entire surface of the 
active material is reduced, the migration of ions between 
electrode plates is not inhibited, and therefore high output 
power can be obtained. 
[0036] The first heat resistant layer preferably has a thick­
ness of 1 to 100 µm, and more preferably 3 to 30 µm. When 
the first heat resistant layer has a thickness of less than 1 µm, 
the effect of enhancing safety in external short circuit 
conditions becomes small. Conversely, when the first heat 
resistant layer has a thickness exceeding 100 µm, the thick­
ness of the first heat resistant layer may become too large 
relative to the thickness of the active material layer of the 
electrode having the current collecting lead. This increases 
the resistance of the battery, which may fail to provide high 
output power. 
[0037] The second heat resistant layer preferably has a 
thickness of 1 to 20 µm, and more preferably 2 to 15 µm. 
When the second heat resistant layer has a thickness of less 
than 1 µm, the effect of enhancing safety in the event of an 
internal short circuit becomes small. Conversely, when the 
second heat resistant layer has a thickness exceeding 20 µm, 
the resistance of the battery increases, which may fail to 
provide high output power. 
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[0038] The thicknesses of the first and second heat resis­
tant layers can be controlled by changing the conditions for 
applying a precursor for each heat resistant layer onto a 
substrate (e.g., a positive electrode, negative electrode or 
separator). When a precursor for heat resistant layer is 
applied onto a substrate by a die coater, for example, the 
thickness of the resulting heat resistant layer can be 
increased by decreasing the moving speed of the substrate. 
When a precursor for heat resistant layer is applied onto a 
substrate by a gravure roll, the thickness of the resulting heat 
resistant layer can be increased by increasing the rotation 
speed of the gravure roll. Further, the thickness of the first 
heat resistant layer may be increased relative to that of the 
second heat resistant layer by repeatedly applying a precur­
sor for heat resistant layer to the specific area corresponding 
to the location of the first heat resistant layer. 
[0039] The heat resistant layers swell due to permeation of 
non-aqueous electrolyte. Moreover, as for the second heat 
resistant layer that faces an almost entire surface of the 
active material layer, pressure is easily applied thereto when 
spirally wound. Accordingly, by increasing the amount of 
non-aqueous electrolyte, the thickness of the first heat resis­
tant layer to which pressure is not easily applied can be made 
substantially thick. 
[0040] The heat resistant layer(s) can be formed anywhere 
between the positive and negative electrodes. For example, 
the heat resistant layer(s) can be formed on the positive 
electrode or on the negative electrode, or the heat resistant 
layer(s) can be combined with the separator. Alternatively, a 
separate sheet (a separate film) comprising a heat resistant 
layer(s) prepared by applying a precursor for heat resistant 
layer onto a flat substrate and removing the formed heat 
resistant layer from the substrate can be used. 
[0041] The porous heat resistant layers are preferably 
made of a highly heat resistant resin or a composite com­
prising a heat resistant filler and a resin binder. The heat 
resistant layer comprising a highly heat resistant resin can 
contain, for example, less than 80 wt% (preferably, 25 to 75 
wt % ) of an insulating filler. The inclusion of an insulating 
filler provides a heat resistant layer having excellent balance 
of flexibility and durability. The heat resistant layer com­
prising a composite comprising a heat resistant filler and a 
resin binder, on the other hand, is composed mainly of a heat 
resistant filler. The amount of the heat resistant filler is, for 
example, 80 wt % or greater of the heat resistant layer. 
[0042] Examples of the highly heat resistant resin include 
aramid (aromatic polyamide), polyamide imide, polyimide 
and cellulose. They may be used singly or in any combina­
tion of two or more. 
[0043] Examples of the heat resistant filler and insulating 
filler include inorganic oxide, ceramics, glass, fibrous highly 
heat resistant resin and particulate highly heat resistant resin. 
Examples of the inorganic oxide include alumina, silica, 
titania, zirconia, magnesia and yttria. They are preferred 
because they are chemically stable in a battery. They may be 
used singly or in any combination of two or more. 
[0044] As the resin binder, an acrylic rubber particle such 
as BM-500B (trade name) available from Zeon Corporation, 
Japan, polytetrafluoroethylene (PTFE) or polyvinylidene 
fluoride (PVDF) can be used. PTFE and the rubber particle 
are preferably used together with a thickener. As the thick­
ener, carboxymethyl cellulose (CMC), polyethylene oxide 
(PEO), modified polyacrylonitrile rubber (e.g., BM-720H 
(trade name) available from Zeon Corporation, Japan). 
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[0045] The porous heat resistant layer comprising a highly 
heat resistant resin can be obtained by any of the following 
methods, for example. 

[0046] (i) A resin solution is first prepared by dissolving a 
highly heat resistant resin in a solvent. The solvent for 
dissolving the highly heat resistant resin is not specifically 
limited, but preferred is a polar solvent such as N-methyl-
2-pyrrolidone (NMP). In the resin solution, an insulating 
filler may be dispersed in an amount of 500 parts by weight 
or less (preferably 33 to 300 parts by weight) per 100 parts 
by weight of the highly heat resistant resin. The resin 
solution may further contain a pore-forming agent such as 
calcium chloride. The thus-prepared resin solution is applied 
onto a surface of at least one of the positive electrode, 
negative electrode and separator, which is then dried or 
washed to remove the solvent and the pore-forming agent. In 
this manner, a porous heat resistant layer combined with the 
positive electrode, negative electrode or separator can be 
obtained. 

[0047] (ii) The same resin solution as prepared above (i) is 
applied onto a flat substrate ( e.g., made of glass or stainless 
steel), which is then dried or washed to remove the solvent 
and the pore-forming agent. The resulting porous sheet 
comprising a highly heat resistant resin is peeled off from the 
substrate to obtain a separate film. The separate film is 
placed between electrodes or between an electrode and a 
separator. 

[0048] The heat resistant layer comprising a composite 
comprising a heat resistant filler and a resin binder can be 
obtained by any of the following methods, for example. 

[0049] (iii) A paste or slurry is first prepared by mixing a 
heat resistant filler and a resin binder with a liquid compo­
nent. Preferred amount of the resin binder is 0.5 to 10 parts 
by weight per 100 parts by weight of the heat resistant filler. 
The liquid component is not specifically limited. For 
example, NMP can be used. The heat resistant filler, the resin 
binder and the liquid component can be mixed using, for 
example, a double arm kneader. The obtained paste or slurry 
is applied onto a surface of at least one of the positive 
electrode, negative electrode and separator, which is then 
dried to remove the liquid component. The paste or slurry 
can be applied using, for example, a doctor blade, die coater 
or gravure roll. 

[0050] (iv) The same paste or slurry as prepared above (iii) 
is applied onto a flat substrate, which is then dried to remove 
the liquid component. The resulting porous sheet made of a 
composite comprising a heat resistant filler and a resin 
binder is peeled off from the substrate to obtain a separate 
film. The separate film is placed between electrodes or 
between an electrode and a separator. 

[0051] The positive electrode current collector is prefer­
ably an aluminum foil or an aluminum alloy foil. The 
thickness is preferably 10 to 30 µm. The positive electrode 
active material can be any material conventionally used as a 
positive electrode active material for lithium secondary 
batteries. Specifically, a lithium-containing transition metal 
oxide such as lithium cobalt oxide, lithium nickel oxide or 
lithium manganese oxide can be used. Part of the transition 
metal contained in the lithium-containing transition metal 
oxide may be replaced with other element. The surface of the 
oxide particle may be covered with other element. The 
materials for positive electrode active material may be used 
singly or in any combination of two or more. 
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[0052] The positive electrode active material layer is pref­
erably prepared by allowing a current collector to carry a 
material mixture comprising a positive electrode active 
material and a small amount of a binder ( e.g., PTFE, PVDF, 
BM-500B, etc.). The positive electrode material mixture 
may further contain a small amount of a conductive material 
(e.g., acetylene black, ketjen black, graphite, etc.). 

[0053] The negative electrode current collector is prefer­
ably a copper foil. The thickness is preferably 5 to 50 µm. 
The negative electrode active material can be any material 
conventionally used as a negative electrode active material 
for lithium secondary batteries. Examples include a carbon 
material ( e.g., natural graphite, artificial graphite, hard car­
bon), an element capable of alloying with lithium (e.g., Al, 
Si, Zn, Ge, Cd, Sn, Ti, Pb), a silicon compound (e.g., 
SiOx(0<x<2)), a tin compound (e.g., SnO), lithium metal 
and an alloy (e.g., Ni-Si alloy, Ti-Si alloy). The lithium 
metal can be simple substance of lithium or a lithium alloy 
such as Li-Al alloy. The materials for negative electrode 
active material may be used singly or in any combination of 
two or more. 

[0054] The negative electrode active material may be 
deposited directly onto the current collector. Preferably, the 
negative electrode active material layer is prepared by 
allowing a current collector to carry a material mixture 
comprising a negative electrode active material and a small 
amount of a binder (e.g., PVDF, styrene butadiene rubber, 
polyacrylic acid). Similar to the positive electrode, the 
negative electrode material mixture may further contain a 
conductive material. 
[0055] When the current collector of one electrode has a 
center exposed portion having a current collecting lead 
connected thereto, there is no specific limitation on the 
current collector of the other electrode in terms of the 
position of the exposed portion to which a current collecting 
lead is connected, the shape of the exposed portion, the area 
of the exposed portion, etc. 

[0056] The separator can be made of any material con­
ventionally used for separators for lithium secondary bat­
teries. Preferably used is a microporous film made of a 
polyolefin resin such as polyethylene or polypropylene. 
Particularly preferred is a monolayer film made of polyeth­
ylene or a multilayer film comprising a polyethylene layer 
and a polypropylene layer. 

[0057] As for the non-aqueous electrolyte and the battery 
case, any conventional non-aqueous electrolyte and battery 
case for lithium secondary batteries can be used. Also, any 
conventional known technique for lithium secondary batter­
ies may be applied to the lithium secondary battery of the 
present invention. The non-aqueous electrolyte preferably 
comprises a non-aqueous solvent and a lithium salt as a 
solute dissolved in the non-aqueous solvent. 

[0058] Examples of the lithium salt include lithium 
hexafluorophosphate (LiPF 6), lithium perchlorate (LiClO4 ), 

lithium tetrafluoroborate (LiBF 4 ), LiA1Cl4 , LiSbF 6 , LiSCN, 
LiCl, LiCF3 SO3 , LiCF3CO2 , Li(CF3 SO2 ) 2 , LiAsF6 , LiN 
(CF3 SO2 ) 2 , LiB 10Cl10, lithium lower aliphatic carboxylate, 
LiCl, LiBr, Lil, lithium tetrachloroborate, lithium tetraphe­
nylborate and lithium imide salt. They may be used singly or 
in any combination of two or more. Preferred amount of the 
lithium salt dissolved in the non-aqueous solvent is not 
specifically limited. Preferred lithium salt concentration is 
0.2 to 2 mol/L, and more preferably 0.5 to 1.5 mol/L. 
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[0059] Examples of the non-aqueous solvent include: 
cyclic carbonates such as ethylene carbonate (EC), propy­
lene carbonate (PC) and butylene carbonate (BC); chain 
carbonates such as dimethyl carbonate (DMC), diethyl car­
bonate(DEC), ethyl methyl carbonate (EMC) and dipropyl 
carbonate(DPC); aliphatic carboxylic acid esters such as 
methyl formate, methyl acetate, methyl propionate and ethyl 
propionate; lactones such as y-butyrolactone and y-valero­
lactone; chain ethers such as 1,2-dimethoxyethane (DME), 
1,2-diethoxyethane (DEE) and ethoxymethoxyethane 
(EME); cyclic ethers such as tetrahydrofuran and 2-meth­
yltetrahydrofuran; dimethyl sulfoxide; 1,3-dioxolane; for­
mamide; acetamide; dimethylformamide; dioxolane; aceto­
nitrile; propionitrile; nitromethane; ethyl monoglyme; 
phosphoric acid triester; trimethoxymethane; dioxolane 
derivative; sulfolane; methylsulfolane; 1,3-dimethyl-2-imi­
dazolidinone; 3-methyl-2-oxazolidinone; propylene carbon­
ate derivative; tetrahydrofuran derivative; ethyl ether; 1,3-
propanesultone; anisole; dimethyl sulfoxide; and N-methyl-
2-pyrrolidone. They may be used singly, but combined use 
of two or more is preferred. Particularly preferred is a mixed 
solvent of a cyclic carbonate and a chain carbonate or a 
mixed solvent of a cyclic carbonate, a chain carbonate and 
an aliphatic carboxylic acid ester. 
[0060] The non-aqueous electrolyte may further contain 
an additive so as to improve charge/discharge characteristics 
of the battery. The additive is preferably vinylene carbonate 
(VC), vinyl ethylene carbonate (VEC), cyclohexylbenzene 
(CHB), fluorobenzene, etc. These additives serve to form a 
coating film on the positive and/or negative electrodes, 
which improves the stability during overcharge. 
[0061] The battery case should be electrochemically stable 
in a normal operating voltage oflithium secondary batteries. 
Preferred is a battery case made of iron or the like. The 
battery case may be plated with nickel or tin. 
[0062] An electrode group is inserted into the battery case, 
after which the non-aqueous electrolyte is injected thereinto. 
The opening of the battery case is then sealed with a lid with 
the edge of the opening crimping onto the periphery of the 
lid to produce a lithium secondary battery. 
[0063] The present invention will be described below in 
further detail with reference to examples, but it should be 
understood that the present invention is not limited to the 
examples given below. Examples of the present invention 
will be described with reference to FIGS. 1 to 7 schemati­
cally showing electrode configurations. 

EXAMPLE 1 

[0064] (i) Production of Positive Electrode 
[0065] A positive electrode material mixture paste was 
prepared by mixing 3 kg of lithium cobalt oxide with 1 kg 
of PVDF#1320 (an N-methyl-2-pyrrolidone (NMP) solution 
containing 12 wt% PVDF) available from Kureha Chemical 
Industry Co., Ltd., 90 g of acetylene black and an appro­
priate amount ofNMP with the use of a double arm kneader. 
This paste was applied onto each entire surface of a 15 µm 
thick aluminum foil serving as a positive electrode current 
collector 12 except for a center exposed portion 12a, which 
was then dried and rolled to form positive electrode active 
material layers 13, each having an active material density of 
3.5 g/cm3 and a thickness of 80 µm. The positive electrode 
current collector 12 was cut into a strip having a size of 600 
mmx56 mm. Thereby, a positive electrode 10 was obtained. 
The center exposed portion 12a having a width of 15 mm 
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was positioned exactly at the center in a longitudinal direc­
tion of the positive electrode current collector 12. To the 
center of the center exposed portion 12a was welded a 
positive electrode current collecting lead 14 having a width 
of 7 mm and a thickness of 60 µm. 

(ii) Production of Negative Electrode 

[0066] A negative electrode material mixture paste was 
prepared by mixing 3 kg of artificial graphite, 75 g of 
BM-400B (an aqueous dispersion containing 40 wt% sty­
rene-butadiene copolymer rubber particles) available from 
Zeon Corporation, Japan, 30 g of carboxymethyl cellulose 
(CMC) and an appropriate amount of water with the use of 
a double arm kneader. This paste was applied onto each 
entire surface of a 10 µm thick copper foil serving as a 
negative electrode current collector 22 except for one end of 
the negative electrode current collector 22 serving as an end 
exposed portion 22a, which was then dried and rolled to 
form negative electrode active material layers 23, each 
having an active material density of 1.6 g/cm3 and a thick­
ness of 85 µm. The negative electrode current collector 22 
was cut into a strip having a size of 650 mmx57.5 mm. 
Thereby, a negative electrode 20 was obtained. The end 
exposed portion 22a formed at one end of the negative 
electrode current collector 22 had a width of 70 mm. Both 
surfaces of the end exposed portion 22a carried no negative 
electrode active material. A negative electrode current col­
lecting lead 24 having a width of 3 mm and a thickness of 
100 µm was welded onto one surface of the end exposed 
portion 22a at about endmost portion thereof. 

(iii) Formation of Heat Resistant Layer 

[0067] As shown in FIG. 1, a first heat resistant layer 30 
having a thickness of 5 µm and a width of 15 mm was 
formed on the negative electrode active material layer 23 
such that it faced the center exposed portion 12a of the 
positive electrode 10. The heat resistant layer 30 was formed 
as follows. A precursor paste was first prepared by mixing 
970 g of alumina having a median size of 0.3 µm with 375 
g of BM-720H (trade name, an NMP solution containing 8 
wt% modified polyacrylonitrile rubber) available from Zeon 
Corporation, Japan and an appropriate amount ofNMP with 
the use of a double arm kneader. This paste was applied onto 
a specified portion of the negative electrode active material 
layer 23 by a gravure roll, which was then dried at 120° C. 
in a vacuum with a reduced pressure for 10 hours. Thereby, 
the first heat resistant layer 30 was formed. 

(iv) Assembly of Battery 

[0068] The positive electrode 10 and the negative elec­
trode 20 having the heat resistant layer 30 were placed with 
a 20 µm thick separator made of a polyethylene microporous 
film (available from Celgard Inc., width: 60.7 mm) inter­
posed there between such that the center exposed portion 12a 
of the positive electrode 10 and the heat resistant layer 30 
faced each other. The resultant was then spirally wound to 
form an electrode group. The negative electrode current 
collecting lead 24 was positioned at the winding-end side 
(i.e., at the outermost portion of the electrode group when 
spirally wound). This electrode group was housed into a 
cylindrical iron battery case plated with nickel ( diameter: 18 
mm, height: 65 mm, inner diameter: 17.85 mm). Thereafter, 
5.5 g of a non-aqueous electrolyte was injected into the 
battery case. The opening of the battery case was then sealed 
with a lid. Thereby, a cylindrical lithium secondary battery 
having a design capacity of 2000 mAh was produced. 
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[0069] The non-aqueous electrolyte used here was pre­
pared by dissolving LiPF 6 in a solvent mixture of ethylene 
carbonate (EC), dimethyl carbonate (DMC) and ethyl 
methyl carbonate (EMC) at a volume ratio of 1: 1: 1 at a 
LiPF 

6 
concentration of 1 mol/L. The non-aqueous electrolyte 

further contained 3 wt % of vinylene carbonate (VC). 

COMPARATIVE EXAMPLE 1 

[0070] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 1 except that the first heat 
resistant layer was not formed on the negative electrode 
active material layer 23. 

EXAMPLE 2 

[0071] As shown in FIG. 2, a lithium secondary battery 
was produced in the same manner as in EXAMPLE 1 except 
that a second heat resistant layer 40 was further formed 
using the same precursor paste as used for the first heat 
resistant layer in EXAMPLE 1. Specifically, in this example, 
in addition to the first heat resistant layer 30, a second heat 
resistant layer having a thickness of 5 µm was formed on the 
negative electrode active material layer 23 such that the 
second heat resistant layer faced the almost entire surface of 
the positive electrode active material layer 13. Similar to the 
first heat resistant layer 30, the second heat resistant layer 40 
was formed by applying the precursor paste onto the nega­
tive electrode active material layer by a gravure roll. 

EXAMPLE 3 

[0072] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 1 except that the first heat 
resistant layer was directly formed on the positive electrode 
10 such that the first heat resistant layer covered the center 
exposed portion 12a having the positive electrode current 
collecting lead 14 connected thereto. 

EXAMPLE 4 

[0073] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 1 except that the first heat 
resistant layer was directly formed on the positive electrode 
10 such that the first heat resistant layer covered the center 
exposed portion 12a having the positive electrode current 
collecting lead 14 connected thereto, and that the second 
heat resistant layer was also formed, using the same precur­
sor paste, directly on the positive electrode 10 such that the 
second heat resistant layer covered the entire surface of the 
positive electrode active material layer 13. 

EXAMPLE 5 

[0074] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 1 except that the first heat 
resistant layer was formed on the separator such that the first 
heat resistant layer faced the center exposed portion 12a. 

EXAMPLE 6 

[0075] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 1 except that the first heat 
resistant layer was formed on the separator such that the first 
heat resistant layer faced the center exposed portion 12a, and 
that the second heat resistant layer was formed, using the 
same precursor paste, on the surface of the separator such 
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that the second heat resistant layer faced the entire surface 
of the positive electrode active material layer 13. 

EXAMPLES 7 TO 9 

[0076] Lithium secondary batteries were produced in the 
same manner as in EXAMPLE 2 except that the heat 
resistant layers were formed using a precursor paste pre­
pared by replacing alumina with magnesia, zirconia or silica 
having a median size of 0.3 µm. 

EXAMPLES 10 TO 12 

[0077] Lithium secondary batteries were produced in the 
same manner as in EXAMPLE 2 except that the heat 
resistant layers were formed using a precursor paste pre­
pared by replacing alumina with aramid particles, polyamide 
imide particles or polyimide particles having a median size 
of0.3 µm. 

EXAMPLES 13 TO 15 

[0078] Lithium secondary batteries were produced in the 
same manner as in EXAMPLE 6 except that the heat 
resistant layers were formed using a precursor paste pre­
pared by replacing alumina with magnesia, zirconia or silica 
having a median size of 0.3 µm. 

EXAMPLE 16 

[0079] Dried anhydrous calcium chloride in an amount of 
65 g was dissolved completely in 1 kg ofNMP in a reaction 
vessel heated to 80° C. The resulting NMP solution of 
calcium chloride was cooled to room temperature, after 
which 32 g of paraphenylenediamine was dissolved com­
pletely in the NMP solution. Subsequently, the reaction 
vessel was placed in a thermostatic chamber set at 20° C., 
and 58 g of dichloroterephthalate was added dropwise to the 
NMP solution over one hour. The NMP solution was then 
allowed to stand in the thermostatic chamber set at 20° C. for 
one hour to allow a polymerization reaction to proceed to 
synthesize polyparaphenylene terephthalamide (hereinafter 
simply referred to as "PPTA"). After the completion of the 
reaction, the NMP solution (polymerized solution) was 
transferred from the thermostatic chamber to a vacuum 
chamber having reduced pressure where the NMP solution 
was stirred for 30 minutes to degas it. The resulting poly­
merized solution was diluted with another NMP solution of 
calcium chloride to prepare an NMP solution of aramid resin 
having a PPTA concentration of 1.4 wt %. 
[0080] The obtained NMP solution of aramid resin was 
applied onto one entire surface of the separator by a bar 
coater to form a coating film of aramid resin such that the 
coating film faced the center exposed portion 12a and the 
entire positive electrode active material layer 13 of the 
positive electrode 10, which was then dried with hot air (80° 
C.) blown at a velocity of0.5 rn/sec. The formed coating film 
of aramid resin was thoroughly washed with pure water to 
remove calcium chloride, and then dried again. Thereby, a 5 
µM thick heat resistant layer made of aramid resin was 
formed on one entire surface of the separator. The heat 
deflection temperature ( deflection temperature under load) 
of the aramid resin was measured according to ASTM and 
found to be 321 ° C. A lithium secondary battery was 
produced in the same manner as in COMPARATIVE 
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EXAMPLE 1 except that the thus-obtained separator having 
a heat resistant layer of aramid resin was used. 

EXAMPLE 17 

[0081] An NMP solution of polyamide acid (polyamide 
acid concentration: 3.9 wt%) was prepared by mixing 21 g 
of trimellitic anhydride monochloride and 20 g of diamine 
(diamino diphenyl ether) with 1 kg of NMP at room tem­
perature. The resulting NMP solution of polyamide acid was 
applied onto one entire surface of the separator by a bar 
coater, which was then dried with hot air (80° C.) blown at 
a velocity of0.5 m/sec and, at the same time, the polyamide 
acid was cyclodehydrated to produce polyamide imide. 
Thereby, a 5 µm thick heat resistant layer of polyamide 
imide resin was formed on one entire surface of the sepa­
rator. Accordingly, the heat resistant layer of polyamide 
imide resin faced the center exposed portion 12a and the 
entire positive electrode active material layer 13 of the 
positive electrode 10. The heat deflection temperature (de­
flection temperature under load) of the polyamide imide 
resin was measured according to ASTM and found to be 
280° C. A lithium secondary battery was produced in the 
same manner as in COMPARATIVE EXAMPLE 1 except 
that the thus-obtained separator having a heat resistant layer 
of polyamide imide resin was used. 

EXAMPLE 18 

[0082] An NMP solution of polyamide acid (polyamide 
acid concentration: 3.9 wt%) was prepared by mixing 21 g 
of pyromellitic dianhydride and 20 g of diamine ( diamino 
diphenyl ether) with 1 kg ofNMP at room temperature. The 
obtained NMP solution of polyamide acid was applied onto 
a SUS substrate by a bar coater, which was then dried with 
hot air (80° C.) blown at a velocity of0.5 m/sec. The formed 
coating film was peeled off from the substrate, after which 
the peeled film was drawn to form a heat resistant layer 
comprising a polyimide precursor. 
[0083] The heat resistant layer of a polyimide precursor 
was heated at 300° C. to imidize the precursor by dehydra­
tion to form a 5 µm thick heat resistant layer comprising 
polyimide resin. This heat resistant layer of polyimide resin 
and a separator were rolled by rollers heated at 80° C. to 
combine them together. Thereby, a separator having 5 µm 
thick heat resistant layer of polyimide resin formed on one 
entire surface of the separator was obtained. The heat 
resistant layer of polyimide resin faced the center exposed 
portion 12a and the entire positive electrode active material 
layer 13 of the positive electrode 10. The heat deflection 
temperature of the polyimide resin was 362° C. A lithium 
secondary battery was produced in the same manner as in 
COMPARATIVE EXAMPLE 1 except that the thus-ob­
tained separator having a heat resistant layer of polyimide 
resin was used. 

EXAMPLES 19 TO 21 

[0084] Lithium secondary batteries were produced in the 
same manner as in EXAMPLE 2 except that the thickness of 
the first heat resistant layer was changed to 7 µm, 10 µm or 
30 µm. 

EXAMPLES 22 TO 26 

[0085] Lithium secondary batteries were produced in the 
same manner as in EXAMPLE 1 except that the thickness of 
the first heat resistant layer was changed to 0.5 µm, 1 µm, 30 
µm, 100 µm or 150 µm. 

EXAMPLES 27 TO 30 

[0086] Lithium secondary batteries were produced in the 
same manner as in EXAMPLE 2 except that the thicknesses 
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of the first and second heat resistant layers were changed to 
0.5 µm, 1 µm, 20 µm or 25 µm. 

COMPARATIVE EXAMPLE 2 

[0087] A positive electrode was produced in the same 
manner as in EXAMPLE 1 except that, instead of forming 
the center exposed portion 12a on the positive electrode 
current collector 12, similar to the negative electrode 20, an 
end exposed portion 12c was formed at one end of the 
positive electrode current collector 12. The positive elec­
trode current collecting lead 14 was welded to one surface 
of the end exposed portion 12c at about endmost portion of 
the positive electrode current collector 12. Subsequently, a 
lithium secondary battery was produced in the same manner 
as in EXAMPLE 2 except that the first heat resistant layer 
was formed on the negative electrode active material layer 
such that the first heat resistant layer faced the end exposed 
portion 12c of the positive electrode, and that the positive 
electrode current collecting lead 14 was positioned at the 
winding-start side of the electrode group (i.e., at the inner­
most portion of the electrode group when spirally wound). 

EXAMPLE 31 

[0088] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 2 except that, as shown in 
positive electrode 10' of FIG. 3, in addition to the center 
exposed portion 12a, another center exposed portion 12b 
was formed on the other surface of the positive electrode 
current collector 12, and that the first heat resistant layer was 
further formed such that it faced the center exposed portion 
12b having no current collecting lead connected thereto was 
formed. 

EXAMPLE 32 

[0089] As shown in FIG. 4, a center exposed portion 22a 
having a width of 12 mm was formed on the negative 
electrode 20. The center exposed portion 22a was positioned 
exactly at the center in a longitudinal direction of the 
negative electrode current collector 22. To the center of the 
center exposed portion 22a was welded a negative electrode 
current collecting lead 24 having a width of 6 mm and a 
thickness of 50 µm. 
[0090] Using the precursor paste prepared in EXAMPLE 
1, a 5 µm thick first heat resistant layer 30 was directly 
formed on the negative electrode 20 such that the first heat 
resistant layer covered the center exposed portion 22a 
having the negative electrode current collecting lead 24 
connected thereto. A lithium secondary battery was pro­
duced in the same manner as in EXAMPLE 1 except that the 
above negative electrode and the same positive electrode as 
COMPARATIVE EXAMPLE 2 were used, and that the 
positive electrode current collecting lead was positioned at 
the winding-start side of the electrode group. 

EXAMPLE 33 

[0091] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 32 except that a second heat 
resistant layer 40 was further formed as shown in FIG. 5 
using the precursor paste prepared in EXAMPLE 1. In other 
words, in this example, in addition to the first heat resistant 
layer 30, a second heat resistant layer having a thickness of 
5 µm was formed on the negative electrode active material 
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layer 23 such that the second heat resistant layer 40 faced the 
entire surface of the positive electrode active material layer 
13. 

EXAMPLE 34 

[0092] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 32 except that the first heat 
resistant layer 30 was formed on the positive electrode 10 
such that the first heat resistant layer faced the center 
exposed portion 22a having the negative electrode current 
collecting lead 24 connected thereto. 

EXAMPLE 35 

[0093] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 32 except that the first heat 
resistant layer 30 was formed on the positive electrode 10 
such that the first heat resistant layer faced the center 
exposed portion 22a having the negative electrode current 
collecting lead 24 connected thereto, and that a second heat 
resistant layer 40 was formed, using the same precursor 
paste, on the positive electrode 10 such that the second heat 
resistant layer covered the entire surface of the positive 
electrode active material layer 13. 

EXAMPLE 36 

[0094] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 32 except that the first heat 
resistant layer 30 was formed on the separator such that the 
first heat resistant layer faced the center exposed portion 
22a. 

Ex. 1 
Ex. 2 

Ex. 3 
Ex. 4 

Ex. 5 
Ex. 6 

Ex. 7 
Ex. 8 
Ex. 9 
Ex. 10 
Ex. 11 
Ex. 12 
Ex. 13 
Ex. 14 
Ex. 15 
Ex. 16 
Ex. 17 
Ex. 18 
Ex. 19 
Ex. 20 
Ex. 21 
Ex. 22 
Ex. 23 
Ex. 24 
Ex. 25 
Ex. 26 
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EXAMPLE 37 

[0095] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 32 except that the first heat 
resistant layer 30 was formed on the separator such that the 
first heat resistant layer faced the center exposed portion 
22a, and that a second heat resistant layer 40 was formed, 
using the same precursor paste, on one surface of the 
separator such that the second heat resistant layer faced the 
entire surface of the positive electrode active material layer 
13. 

EXAMPLE 38 

[0096] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 32 except that the same 
positive electrode 10 as EXAMPLE 1 and the same negative 
electrode 20 as EXAMPLE 32 were used, and that the 
positive and negative electrodes were placed such that the 
center exposed portions of the positive and negative elec­
trodes faced each other as shown in FIG. 6. 

EXAMPLE 39 

[0097] A lithium secondary battery was produced in the 
same manner as in EXAMPLE 33 except that the same 
positive electrode 10 as EXAMPLE 1 and the same negative 
electrode 20 as EXAMPLE 33 were used, and that the 
positive and negative electrodes were placed such that the 
center exposed portions of the positive and negative elec­
trodes faced each other as shown in FIG. 7. 

TABLE 1 

Location of Area that Material of 
heat resistant layer heat resistant layer faces heat resistant layer 

Negative electrode Center exposed portion Alumina 
Negative electrode Center exposed portion + Entire Alumina 

active material 
layer 

Positive electrode Center exposed portion Alumina 
Positive electrode Center exposed portion + Entire Alumina 

active material 
layer 

Separator Center exposed portion Alumina 
Separator Center exposed portion + Entire Alumina 

active material 
layer 

Negative electrode Center exposed portion + Entire Magnesia 
active material Zirconia 
layer Silica 

Aramid 
Polyamide imide 
Polyimide 

Separator Magnesia 
Zirconia 
Silica 
Aramid 
Polyamide imide 
Polyimide 

Negative electrode Alumina 

Center exposed portion 
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Ex. 27 
Ex. 28 
Ex. 29 
Ex. 30 
Ex. 31 

Ex. 32 
Ex. 33 

Ex. 34 
Ex. 35 

Ex. 36 
Ex. 37 

Ex. 38 
Ex. 39 

Comp. Ex. 1 
Comp. Ex. 2 

Ex. 1 
Ex. 2 
Ex. 3 
Ex. 4 
Ex. 5 
Ex. 6 
Ex. 7 
Ex. 8 
Ex. 9 
Ex. 10 
Ex. 11 
Ex. 12 
Ex. 13 
Ex. 14 
Ex. 15 
Ex. 16 
Ex. 17 
Ex. 18 
Ex. 19 
Ex. 20 
Ex. 21 
Ex. 22 
Ex. 23 
Ex. 24 
Ex. 25 
Ex. 26 
Ex. 27 
Ex. 28 
Ex. 29 
Ex. 30 
Ex. 31 
Ex. 32 
Ex. 33 
Ex. 34 
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TABLE I-continued 

Location of Area that Material of 
heat resistant layer heat resistant layer faces heat resistant layer 

Center exposed portion + Entire 
active material 
layer 

Negative electrode Center exposed portion + Entire Alumina 
active material 
layer 

Negative electrode Center exposed portion Alumina 
Negative electrode Center exposed portion + Entire Alumina 

active material 
layer 

Positive electrode Center exposed portion Alumina 
Positive electrode Center exposed portion + Entire Alumina 

active material 
layer 

Separator Center exposed portion Alumina 
Separator Center exposed portion + Entire Alumina 

active material 
layer 

Negative electrode Center exposed portion Alumina 
Negative electrode Center exposed portion + Entire Alumina 

active material 
layer 

No 
Negative electrode End exposed portion Alumina 

TABLE 2 

Location of Location of 
positive negative 
electrode lead electrode lead 

Center portion Outermost portion 

Innermost portion Center portion 

Thickness [l!!!!] 

Second 
heat 

resistant 
layer 

5 

0.5 

20 
25 
5 

First heat 
resistant 

layer 

5 

7 
10 
30 

0.5 

30 
100 
150 

0.5 

20 
25 

5 
5 

TABLE 2-continued 

Thickness [l!!!!] 

Second 
Location of Location of heat First heat 
positive negative resistant resistant 
electrode lead electrode lead layer layer 

Ex. 35 5 
Ex. 36 
Ex. 37 5 
Ex. 38 Center portion 
Ex. 39 5 
Comp. Ex. 1 Outermost portion 
Comp. Ex. 2 Innermost portion 5 5 

[Evaluation] 

(External Short Circuit Test) 

[0098] Each battery was charged under the conditions 
given below. In an environment of 20° C., the positive 
electrode terminal and the negative electrode terminal of the 
charged battery were short-circuited. Subsequently, the sur­
face temperature of the battery was measured by a thermo­
couple attached on the side face of the battery. Table 3 shows 
the surface temperature 30 seconds after the short-circuit. 
<Charge Condition> 

[0099] Constant current charge: current value 1400 
mA/end-of-charge voltage 4.3 V Constant voltage charge: 
voltage value 4.3 V/end-of-charge current 100 mA 
(Nail Penetration Test) 

[0100] Each battery was charged under the conditions 
given below. In an environment of 20° C., the charged 
battery was pierced from its side to a depth of 2 mm with an 
iron nail having a diameter of 2. 7 mm at a rate of 5 mm/sec, 
during which the surface temperature of the battery was 
measured by a thermocouple attached on the side face of the 
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battery apart from the pierced portion. Table 3 shows the 
temperature 30 seconds after the nail penetration. 
<Charge Condition> 
[0101] Constant current charge: current value 1400 
mA/end-of-charge voltage 4.3 V 
[0102] Constant voltage charge: voltage value 4.3 V/end­
of-charge current 100 mA 
(High Output Characteristics) 
[0103] In an environment of 20° C., each battery was 
subjected to the following charge/discharge. Then, the dis­
charge capacity at 0.2 C (It) and that at 3 C (It) were 
measured. 
<Charge/Discharge Condition> 
[0104] Constant current charge: current value 1400 
mA/end-of-charge voltage 4.2 V 
[0105] Constant voltage charge: voltage value 4.2 V/end­
of-charge current 100 mA 
[0106] Constant current discharge: current value 400 mA 
(0.2 C)/end-of-discharge voltage 3.0 V Constant current 
charge: current value 1400 mA/end-of-charge voltage 4.2 V 
[0107] Constant voltage charge: voltage value 4.2 V/end­
of-charge current 100 mA 
[0108] Constant current discharge: current value 6000 mA 
(3 C)/end-of-discharge voltage 3.0 V 
[0109] Table 3 shows a rate of the discharge capacity at 3 
C to the discharge capacity at 0.2 C expressed in percentage 
(%) for each battery. 

TABLE 3 

Battery surface 
tem12erature [° C.] 

External Nail High output 
short penetration characteristics 

circuit test test (%) 

Ex. 1 77 112 82 
Ex. 2 72 86 75 
Ex. 3 70 115 82 
Ex.4 70 92 71 
Ex. 5 68 108 84 
Ex. 6 72 88 71 
Ex. 7 73 84 69 
Ex. 8 75 90 73 
Ex. 9 69 86 74 
Ex. 10 75 85 79 
Ex. 11 72 93 70 
Ex. 12 74 88 74 
Ex. 13 73 90 75 
Ex. 14 71 91 71 
Ex. 15 74 88 76 
Ex. 16 76 93 74 
Ex. 17 71 94 73 
Ex. 18 69 91 77 
Ex. 19 60 90 77 
Ex. 20 58 87 74 
Ex. 21 61 89 74 
Ex. 22 85 113 84 
Ex. 23 75 105 84 
Ex. 24 63 118 82 
Ex. 25 60 110 80 
Ex. 26 58 106 80 
Ex. 27 83 104 83 
Ex. 28 73 107 77 
Ex. 29 63 75 70 
Ex. 30 62 70 62 
Ex. 31 76 85 77 
Ex. 32 74 109 72 
Ex. 33 73 84 77 
Ex. 34 76 110 73 
Ex. 35 76 89 79 
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TABLE 3-continued 

Battery surface 
tem12erature [0 C.] 

External Nail High output 
short penetration characteristics 

circuit test test (%) 

Ex. 36 72 106 74 
Ex. 37 70 90 77 
Ex. 38 75 111 91 
Ex. 39 76 88 88 
Comp. Ex. 1 102 118 81 
Comp. Ex. 2 88 107 54 

[Analysis] 
[0110] The batteries of EXAMPLEs 1 to 6 were superior 
in terms of safety in external short circuit conditions and 
high output characteristics. This indicates that highly safe 
batteries capable of offering high output power can be 
obtained regardless of the location of the first heat resistant 
layer. The batteries of EXAMPLEs 2, 4 and 6 having both 
the first and the second heat resistant layers also exhibited 
excellent safety in the nail penetration test. 
[0111] Although the compositions of the heat resistant 
layers were varied in EXAMPLEs 7 to 18, the batteries of 
EXAMPLEs 7 to 18 were excellent in terms of safety in 
external short circuit conditions, high output characteristics 
and safety in nail penetration test. This indicates that the heat 
resistant layers preferably comprise, but not limited to, 
inorganic oxide, aramid, polyimide or polyamide imide. 
[0112] The results of EXAMPLEs 19 to 26 show that it is 
advantageous that the first heat resistant layer be thicker to 
enhance safety in external short circuit conditions. 
[0113] The results of EXAMPLEs 27 to 30 show that 
when the heat resistant layers are too thin, the effect of 
enhancing safety becomes small, and when the heat resistant 
layers are too thick, high output characteristics cannot be 
obtained. 
[0114] The results of EXAMPLE 31 show that even when 
the center exposed portions are formed on both surfaces of 
the positive electrode current collector, an effect similar to 
that obtained when the center exposed portion is formed 
only on one surface of the positive electrode current collec­
tor can be obtained. 
[0115] The results ofEXAMPLEs 32 to 37 show that even 
when the center exposed portion is formed on the negative 
electrode, an effect similar to that obtained when the center 
exposed portion is formed on the positive electrode can be 
obtained. 
[0116] The results of EXAMPLEs 38 to 39 show that 
when the positive and negative electrodes each have a center 
exposed portion, further excellent high output characteristics 
can be obtained. 
[0117] The results of COMPARATIVE EXAMPLE 1 
show that it is difficult to ensure safety in external short 
circuit conditions without the first heat resistant layer. In 
order to ensure safety in external short circuit conditions, at 
least first heat resistant layer should be formed. The results 
of COMPARATIVE EXAMPLE 2 show that it is effective to 
connect at least one of the positive and negative electrode 
current collecting leads to the substantially center portion of 
the current collector to ensure high output characteristics. 
[0118] The present invention is of great value as a highly 
safe lithium secondary battery capable of offering high 
output power. The lithium secondary battery of the present 
invention is highly applicable to power sources for portable 
devices such as personal digital assistants and mobile elec-
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tronic devices. The application of the lithium secondary 
battery of the present invention is not specifically limited, 
and it is also applicable to compact electrical energy storage 
system for home use and power sources for two-wheeled 
vehicles, electric vehicles and hybrid electric vehicles. The 
shape of the lithium ion secondary battery of the present 
invention is preferably, but not limited to, a cylinder or 
prism. 
[0119] Although the present invention has been described 
in terms of the presently preferred embodiments, it is to be 
understood that such disclosure is not to be interpreted as 
limiting. Various alterations and modifications will no doubt 
become apparent to those skilled in the art to which the 
present invention pertains, after having read the above 
disclosure. Accordingly, it is intended that the appended 
claims be interpreted as covering all alterations and modi­
fications as fall within the true spirit and scope of the 
invention. 

1. A lithium secondary battery comprising: 
a positive electrode comprising a strip-shaped positive 

electrode current collector and a positive electrode 
active material layer carried on each surface of said 
positive electrode current collector; 

a negative electrode comprising a strip-shaped negative 
electrode current collector and a negative electrode 
active material layer carried on each surface of said 
negative electrode current collector; 

a separator interposed between said positive electrode and 
said negative electrode; and 

a non-aqueous electrolyte, 
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wherein an exposed portion carrying no active material 
layer is formed on a substantially center portion in a 
longitudinal direction of at least one of said positive 
electrode current collector and said negative electrode 
current collector, 

a current collecting lead is connected to said exposed 
portion, and 

a first heat resistant layer is formed such that said first heat 
resistant layer faces at least part of said current col­
lecting lead. 

2. The lithium secondary battery in accordance with claim 
1, 

wherein a second heat resistant layer is formed such that 
said second heat resistant layer faces an entire surface 
of an active material layer that is located across from 
said current collecting lead, and 

said second heat resistant layer is porous. 
3. The lithium secondary battery in accordance with claim 

2, 
wherein said first heat resistant layer is thicker than said 

second heat resistant layer. 
4. The lithium secondary battery in accordance with claim 

1, 
wherein said first heat resistant layer has a thickness of 1 

to 100 µm. 
5. The lithium secondary battery in accordance with claim 

2, 
wherein said second heat resistant layer has a thickness of 

1 to 20 µm. 

* * * * * 




