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Foreword

This Technical Specification has been produced by the 3" Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an
identifying change of release date and an increase in version number as follows:

Version x.y.z
where:
x the first digit:
1 presented to TSG for information;
2 presented to TSG for approval;
3 or greater indicates TSG approved document under change control.

Y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections,
updates, etc.

z the third digit is incremented when editorial only changes have been incorporated in the document.

3GPP
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1 Scope

The present document specifies the coding, multiplexing and mapping to physical channels for E-UTRA.

2 References

The following documents contain provisions which, through reference in this text, constitute provisions of the present
document.

e References are either specific (identified by date of publication, edition number, version number, etc.) or
non-specific.

e For a specific reference, subsequent revisions do not apply.

e For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same
Release as the present document.

[1] 3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2] 3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and
modulation".

[3] 3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer
procedures".

[4] 3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE)

radio access capabilities".

[5] 3GPP TS36.321, “Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access
Control (MAC) protocol specification”

[6] 3GPP TS36.331, “Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource
Control (RRC) protocol specification”

3 Definitions, symbols and abbreviations

3.1 Definitions

For the purposes of the present document, the terms and definitions given in [1] and the following apply. A term
defined in the present document takes precedence over the definition of the same term, if any, in [1].

Definition format

<defined term>: <definition>.

3.2 Symbols

For the purposes of the present document, the following symbols apply:

Npg Downlink bandwidth configuration, expressed in number of resource blocks [2]

N 1%% Uplink bandwidth configuration, expressed in number of resource blocks [2]

N %g Sidelink bandwidth configuration, expressed in number of resource blocks [2]
3GPP
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SC

PUSCH
N, symb
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Resource block size in the frequency domain, expressed as a number of subcarriers

Number of SC-FDMA symbols carrying PUSCH in a subframe

NPUSCHAniEl - Nymber of SC-FDMA symbols carrying PUSCH in the initial PUSCH transmission subframe

symb

3.3

Number of SC-FDMA symbols in an uplink slot

Number of SC-FDMA symbols in a sidelink slot
Number of SC-FDMA symbols used for SRS transmission in a subframe (0 or 1).

Abbreviations

For the purposes of the present document, the following abbreviations apply:

BCH
CFI

CP

CSI

DCI
DL-SCH
EPDCCH
FDD

HI

MCH
PBCH
PCFICH
PCH
PDCCH
PDSCH
PHICH
PMCH
PMI
PRACH
PSBCH
PSCCH
PSDCH
PSSCH
PUSCH
RACH
RI

SCI
SL-BCH
SL-DCH
SL-SCH
SR

SRS
TDD
TPMI
UCI
UL-SCH

Broadcast channel

Control Format Indicator

Cyclic Prefix

Channel State Information

Downlink Control Information
Downlink Shared channel

Enhanced Physical Downlink Control channel
Frequency Division Duplexing

HARQ indicator

Multicast channel

Physical Broadcast channel

Physical Control Format Indicator channel
Paging channel

Physical Downlink Control channel
Physical Downlink Shared channel
Physical HARQ indicator channel
Physical Multicast channel

Precoding Matrix Indicator

Physical Random Access channel
Physical Sidelink Broadcast Channel
Physical Sidelink Control Channel
Physical Sidelink Discovery Channel
Physical Sidelink Shared Channel PUCCH  Physical Uplink Control channel
Physical Uplink Shared channel
Random Access channel

Rank Indication

Sidelink Control Information

Sidelink Broadcast Channel

Sidelink Discovery Channel

Sidelink Shared Channel

Scheduling Request

Sounding Reference Signal

Time Division Duplexing

Transmitted Precoding Matrix Indicator
Uplink Control Information

Uplink Shared channel

3GPP
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4 Mapping to physical channels

41  Uplink

Table 4.1-1 specifies the mapping of the uplink transport channels to their corresponding physical channels. Table 4.1-2
specifies the mapping of the uplink control channel information to its corresponding physical channel.

Table 4.1-1
TrCH Physical Channel
UL-SCH PUSCH
RACH PRACH

Table 4.1-2

Control information Physical Channel
UCl PUCCH, PUSCH

4.2 Downlink

Table 4.2-1 specifies the mapping of the downlink transport channels to their corresponding physical channels. Table
4.2-2 specifies the mapping of the downlink control channel information to its corresponding physical channel.

Table 4.2-1
TrCH Physical Channel
DL-SCH PDSCH
BCH PBCH
PCH PDSCH
MCH PMCH
Table 4.2-2
Control information Physical Channel
CFlI PCFICH
HI PHICH
DCI PDCCH, EPDCCH
4.3 Sidelink

Table 4.3-1 specifies the mapping of the sidelink transport channels to their corresponding physical channels. Table 4.3-
2 specifies the mapping of the sidelink control information to its corresponding physical channel.

3GPP
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Table 4.31
TrCH Physical Channel
SL-SCH PSSCH
SL-BCH PSBCH
SL-DCH PSDCH
Table 4.3-2
Control information Physical Channel
SCl PSCCH
3 Channel coding, multiplexing and interleaving

Data and control streams from/to MAC layer are encoded /decoded to offer transport and control services over the radio
transmission link. Channel coding scheme is a combination of error detection, error correcting, rate matching,
interleaving and transport channel or control information mapping onto/splitting from physical channels.

5.1 Generic procedures

This section contains coding procedures which are used for more than one transport channel or control information

type.

511 CRC calculation

Denote the input bits to the CRC computation by a,a,,a,,as,...,a 4_;, and the parity bits by p,, p;, P2, P3ses P11 - 4

is the size of the input sequence and L is the number of parity bits. The parity bits are generated by one of the following
cyclic generator polynomials:

- gere2a(D) = [D* + D? + D'+ D7+ D%+ D' + DI+ D"+ DS + D’ + D*+ D* + D + 1] and;
- gcrcup(D) = [D** + D¥ + D%+ D3+ D + 1] for a CRC length L = 24 and;
- gereie(D) = [D'% + D'? + D + 1] for a CRC length L = 16.
- geres(D) =[D?+ D7+ D*+ D* + D + 1] for a CRC length of L = 8.
The encoding is performed in a systematic form, which means that in GF(2), the polynomial:
ayD™B +a,D"? 4 +a, D* + p,D® +p, D +..+ p,,D' + pyy

yields a remainder equal to 0 when divided by the corresponding length-24 CRC generator polynomial, gcrc24a(D) or
gcre248(D), the polynomial:

ayD™ +a, D™ 4 14, D"+ p,D¥ +p, D" +. .+ p,D" +ps

yields a remainder equal to 0 when divided by gcrci6(D), and the polynomial:

agD7 + DA 4 14, DY+ pyD” +pD® +...+ psD' + p;

yields a remainder equal to 0 when divided by gcres(D).

The bits after CRC attachment are denoted by by, b, b, ,bs,...,bs_|, where B = A+ L. The relation between aj and by is:
b, =a; fork=0,1,2, ..., 4-1

by =Di_4 for k=A, A+1, A+2,..., A+L-1.

3GPP
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51.2 Code block segmentation and code block CRC attachment

The input bit sequence to the code block segmentation is denoted by by, b,,b,,bs,...,b5_;, where B> 0. If B is larger

than the maximum code block size Z, segmentation of the input bit sequence is performed and an additional CRC
sequence of L = 24 bits is attached to each code block. The maximum code block size is:

- Z=6144.
If the number of filler bits F calculated below is not 0, filler bits are added to the beginning of the first block.
Note that if B < 40, filler bits are added to the beginning of the code block.
The filler bits shall be set to <NULL> at the input to the encoder.
Total number of code blocks C is determined by:
if B<Z
L=0
Number of code blocks: C =1
B'=B
else
L=24
Number of code blocks: C = "B Nz - L)-‘ .
B'=B+C-L
end if

The bits output from code block segmentation, for C # 0, are denoted by ¢, ¢,1,¢2,€,3,..,C,(x, 1) » Where 7 is the

code block number, and K, is the number of bits for the code block number 7.
Number of bits in each code block (applicable for C # 0 only):
First segmentation size: K, = minimum X in table 5.1.3-3 such that C-K > B’
if C=1
the number of code blocks with length K, is C,=1, K_=0, C_=0
elseif C>1

Second segmentation size: K_= maximum K in table 5.1.3-3 such that K < K|

Ag=K,-K_

C-K,-B'
Number of segments of size K_: C_ = {;J .

Ak
Number of segments of sizeK,: C, =C—-C_.

end if

Number of filler bits: F=C, -K, +C_-K_-B'

for k =0to F-1 -- Insertion of filler bits

3GPP
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cop =<NULL >
end for
k=F
s=0
forr=0to C-1
if r<C_
K, =K_
else
K, =K,
end if

while k<K, -L
o = by
k=k+1
s=s+1

end while

if C>1

The sequence c,(,¢,;,¢,2,C,35:5 (k1) 15 Used to calculate the CRC parity bits p,q, p,i, P, Pr(z-1)

according to section 5.1.1 with the generator polynomial gcrc24s(D). For CRC calculation it is
assumed that filler bits, if present, have the value 0.

while k < K,

Crie = Prk+L-K,)
k=k+1
end while
end if
k=0

end for

5.1.3  Channel coding

The bit sequence input for a given code block to channel coding is denoted by ¢, ¢;, ¢,,¢5,..., Cx_;,» Where K is the
number of bits to encode. After encoding the bits are denoted by d (()i) ,d l(i) ,d g) ,d ;i) " g)—1 , where D is the number of

encoded bits per output stream and i indexes the encoder output stream. The relation between ¢, and d ,((i) and between

K and D is dependent on the channel coding scheme.

The following channel coding schemes can be applied to TrCHs:
- tail biting convolutional coding;
- turbo coding.

Usage of coding scheme and coding rate for the different types of TrCH is shown in table 5.1.3-1. Usage of coding
scheme and coding rate for the different control information types is shown in table 5.1.3-2.

The values of D in connection with each coding scheme:

3GPP
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- tail biting convolutional coding with rate 1/3: D = K

- turbo coding with rate 1/3: D=K + 4.

The range for the output stream index i is 0, 1 and 2 for both coding schemes.

Table 5.1.3-2: Usage of channel coding scheme and coding rate for control information.

3GPP TS 36.212 V12.4.0 (2015-03)

Table 5.1.3-1: Usage of channel coding scheme and coding rate for TrCHs.

TrCH Coding scheme | Coding rate
UL-SCH
DL-SCH

PCH .

MCH Turbo coding 1/3
SL-SCH
SL-DCH

BCH Tail biting

convolutional 1/3

SL-BCH coding

Control Information Coding scheme | Coding rate
Tail biting
DCI convolutional 1/3
coding
CFlI Block code 1/16
HI Repetition code 1/3
Block code variable
Tail bitin
uci convolutiogal 1/3
coding
SCI Tail biting
convolutional 1/3
coding

5.1.3.1 Tail biting convolutional coding

A tail biting convolutional code with constraint length 7 and coding rate 1/3 is defined.
The configuration of the convolutional encoder is presented in figure 5.1.3-1.

The initial value of the shift register of the encoder shall be set to the values corresponding to the last 6 information bits
in the input stream so that the initial and final states of the shift register are the same. Therefore, denoting the shift
register of the encoder by s, 5,5, ,..., 55, then the initial value of the shift register shall be set to

S; = C(k-1-i)

Ck
» D » D » D » D » D » D
0
% 5 5 Jbl | ) Go= 1383 (octal)
U U U U ”
1
X X X LBl 4iGi=171 (octal)
U U U U ”
(2) —
v v ) 4 v d,;” Gy =165 (octal)
> »(D) (1) >l ) >
U U U ~\d

Figure 5.1.3-1: Rate 1/3 tail biting convolutional encoder.
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(0)
k

The encoder output streamsd; *, d ,El) and d 152) correspond to the first, second and third parity streams, respectively as

shown in Figure 5.1.3-1.

5.1.3.2 Turbo coding

5.1.3.21 Turbo encoder

The scheme of turbo encoder is a Parallel Concatenated Convolutional Code (PCCC) with two 8-state constituent
encoders and one turbo code internal interleaver. The coding rate of turbo encoder is 1/3. The structure of turbo
encoder is illustrated in figure 5.1.3-2.

The transfer function of the 8-state constituent code for the PCCC is:

81 (D)
go(D)

G(D) = [1,

where
gO(D): 1 +D2+D39
gD)=1+D+ D>

The initial value of the shift registers of the 8-state constituent encoders shall be all zeros when starting to encode the
input bits.

The output from the turbo encoder is

0) _
dk =X
o _
dk =Zy
2 _
dk =Zy

for k=0,1,2,...K—1.

If the code block to be encoded is the 0-th code block and the number of filler bits is greater than zero, i.e., F > 0, then
the encoder shall set ¢x, =0, £=0,...,(F-1) at its input and shall set d,go) =< NULL >, k=0,...,(F-1) and

d{" =< NULL >, k=0,...,(F-1) at its output.

The bits input to the turbo encoder are denoted by ¢, c;,¢,,C3,...,Cg_; , and the bits output from the first and second 8-
state constituent encoders are denoted by z,z,,2,,23,...,Zg_jand zg, z{, 25, 25 ,..., Zx_; , respectively. The bits output
from the turbo code internal interleaver are denoted by ¢y, ¢|,...,cx_; , and these bits are to be the input to the second 8-
state constituent encoder.

3GPP
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xk‘
1st constituent encoder B
k
o) »
»(- ,\f_‘L— —>
Ck
}& q—\ > D » D ;F D
D+
Output
Input
Turbo code internal .
interleaver 2nd constituent encoder z,
Output
>D >H—>
A
Ck
\—@P——> D » D » D
A
D
X

Figure 5.1.3-2: Structure of rate 1/3 turbo encoder (dotted lines apply for trellis termination only).

51.3.2.2 Trellis termination for turbo encoder

Trellis termination is performed by taking the tail bits from the shift register feedback after all information bits are
encoded. Tail bits are padded after the encoding of information bits.

The first three tail bits shall be used to terminate the first constituent encoder (upper switch of figure 5.1.3-2 in lower
position) while the second constituent encoder is disabled. The last three tail bits shall be used to terminate the second
constituent encoder (lower switch of figure 5.1.3-2 in lower position) while the first constituent encoder is disabled.

The transmitted bits for trellis termination shall then be:
0) _ 0) _ ) _ s ) _
dy’ =xg, dgy =Zgas dgyy =Xk, dy3 =2,

@ _ [ ) _ o _
dy =zg, dgy =Xk, dg(iz =zk, d5<13 = Xki2

!

2) _ 2) _ 2) _ 2) _
A’ =Xgo, dily =2, Aty =Xk, diis =Zki

51.3.2.3 Turbo code internal interleaver

The bits input to the turbo code internal interleaver are denoted by ¢, ¢, ,..., cx_; , where K is the number of input bits.

The bits output from the turbo code internal interleaver are denoted by cg, ¢|,...,cx _; -

The relationship between the input and output bits is as follows:

¢

I = SOE i=0, 1,..., (K-1)

3GPP
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where the relationship between the output index i and the input index I1(i) satisfies the following quadratic form:

nG) = (f; i+ £ 1% Jmod K

The parameters f; and f, depend on the block size K and are summarized in Table 5.1.3-3.

Table 5.1.3-3: Turbo code internal interleaver parameters.

K| AHA| ] K i | fa i K N S i K N |
40 3 10 | 48 | 416 25 52 95 | 1120 | 67 | 140 | 142 | 3200 | 111 | 240
48 7 12 | 49 | 424 51 106 | 96 | 1152 | 35 72 | 143 | 3264 | 443 | 204
56 19 42 | 50 | 432 47 72 97 | 1184 | 19 74 | 144 | 3328 | 51 104
64 7 16 | 51 | 440 91 110 | 98 | 1216 | 39 76 | 145 | 3392 | 51 | 212
72 7 18 | 52 | 448 29 | 168 | 99 | 1248 | 19 78 | 146 | 3456 | 451 | 192
80 11 20 | 53 | 456 29 | 114 | 100 | 1280 | 199 | 240 | 147 | 3520 | 257 | 220
88 5 22 | 54 | 464 | 247 | 58 | 101 | 1312 | 21 82 | 148 | 3584 | 57 | 336
96 11 24 | 55 | 472 29 | 118 | 102 | 1344 | 211 | 252 | 149 | 3648 | 313 | 228
104 7 26 | 56 | 480 89 | 180 | 103 | 1376 | 21 86 | 150 | 3712 | 271 | 232
112 | 41 84 | 57 | 488 91 122 | 104 | 1408 | 43 88 | 151 | 3776 | 179 | 236
120 | 103 | 90 | 58 | 496 | 157 | 62 | 105 | 1440 | 149 | 60 | 152 | 3840 | 331 | 120
128 | 15 32 | 59 | 504 55 84 | 106 | 1472 | 45 92 | 153 | 3904 | 363 | 244
136 9 34 | 60 | 512 31 64 | 107 | 1504 | 49 | 846 | 154 | 3968 | 375 | 248
144 | 17 | 108 | 61 | 528 17 66 | 108 | 1536 | 71 48 | 155 | 4032 | 127 | 168
152 9 38 | 62 | 544 35 68 | 109 | 1568 | 13 28 | 156 | 4096 | 31 64
160 | 21 120 | 63 | 560 | 227 | 420 | 110 | 1600 | 17 80 | 157 | 4160 | 33 | 130
168 | 101 84 | 64 | 576 65 96 | 111 | 1632 | 25 | 102 | 158 | 4224 | 43 | 264
176 | 21 44 | 65 | 592 19 74 | 112 | 1664 | 183 | 104 | 159 | 4288 | 33 | 134
184 | 57 46 | 66 | 608 37 76 | 113 | 1696 | 55 | 954 | 160 | 4352 | 477 | 408
192 | 23 48 | 67 | 624 41 | 234 | 114 | 1728 | 127 | 96 | 161 | 4416 | 35 | 138
200 | 13 50 | 68 | 640 39 80 | 115 | 1760 | 27 | 110 | 162 | 4480 | 233 | 280
208 | 27 52 |69 | 656 | 185 | 82 | 116 | 1792 | 29 | 112 | 163 | 4544 | 357 | 142
216 | 11 36 | 70 | 672 43 | 252 | 117 | 1824 | 29 | 114 | 164 | 4608 | 337 | 480
224 | 27 56 | 71 688 21 86 | 118 | 1856 | 57 | 116 | 165 | 4672 | 37 | 146
232 | 85 58 |72 | 704 | 155 | 44 | 119 | 1888 | 45 | 354 | 166 | 4736 | 71 444
240 | 29 60 |73 | 720 79 | 120 | 120 | 1920 | 31 120 | 167 | 4800 | 71 120
248 | 33 62 |74 | 736 | 139 | 92 | 121 | 1952 | 59 | 610 | 168 | 4864 | 37 | 152
256 | 15 32 | 75| 752 23 94 | 122 | 1984 | 185 | 124 | 169 | 4928 | 39 | 462
264 | 17 | 198 | 76 | 768 | 217 | 48 | 123 | 2016 | 113 | 420 | 170 | 4992 | 127 | 234
272 | 33 68 | 77 | 784 25 98 | 124 | 2048 | 31 64 | 171 | 5056 | 39 | 158
280 | 103 | 210 | 78 | 800 17 80 | 125 | 2112 | 17 66 | 172 | 5120 | 39 80
288 | 19 36 |79 | 816 | 127 | 102 | 126 | 2176 | 171 | 136 | 173 | 5184 | 31 96
296 | 19 74 | 80 | 832 25 52 | 127 | 2240 | 209 | 420 | 174 | 5248 | 113 | 902
304 | 37 76 | 81 | 848 | 239 | 106 | 128 | 2304 | 253 | 216 | 175 | 5312 | 41 166
312 | 19 78 | 82 | 864 17 48 | 129 | 2368 | 367 | 444 | 176 | 5376 | 251 | 336
320 | 21 120 | 83 | 880 | 137 | 110 | 130 | 2432 | 265 | 456 | 177 | 5440 | 43 | 170
328 | 21 82 |84 | 896 | 215 | 112 | 131 | 2496 | 181 | 468 | 178 | 5504 | 21 86
336 | 115 | 84 | 85| 912 29 | 114 | 132 | 2560 | 39 80 | 179 | 5568 | 43 | 174
344 | 193 | 86 | 86 | 928 15 58 | 133 | 2624 | 27 | 164 | 180 | 5632 | 45 | 176
352 | 21 44 | 87 | 944 | 147 | 118 | 134 | 2688 | 127 | 504 | 181 | 5696 | 45 | 178
360 | 133 | 90 | 88 | 960 29 60 | 135 | 2752 | 143 | 172 | 182 | 5760 | 161 | 120
368 | 81 46 | 89 | 976 59 | 122 | 136 | 2816 | 43 88 | 183 | 5824 | 89 | 182
376 | 45 94 | 90 | 992 65 | 124 | 137 | 2880 | 29 | 300 | 184 | 5888 | 323 | 184
384 | 23 48 | 91 | 1008 | 55 84 | 138 | 2944 | 45 92 | 185 | 5952 | 47 | 186
392 | 243 | 98 | 92 | 1024 | 31 64 | 139 | 3008 | 157 | 188 | 186 | 6016 | 23 94
400 | 151 | 40 | 93 | 1056 | 17 66 | 140 | 3072 | 47 96 | 187 | 6080 | 47 | 190
408 | 155 | 102 | 94 | 1088 | 171 | 204 | 141 | 3136 | 13 28 | 188 | 6144 | 263 | 480

Ala|a(n|n|p(n]Dw|w|wlw|ww|w|ww|whdne o a2 a e aaaaa=
L[| RoN|=|O|0|0|N|o| g R D[N[=2 S|k |N|o|a| R (N|=[S|o|o|N|o|a|B|w|N|=[o|©@R(N || WIN| = =
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5.1.4 Rate matching

5.1.4.1 Rate matching for turbo coded transport channels

The rate matching for turbo coded transport channels is defined per coded block and consists of interleaving the three
information bit streams d ,EO) , d ]9) and d ]gz) , followed by the collection of bits and the generation of a circular buffer as

depicted in Figure 5.1.4-1. The output bits for each code block are transmitted as described in section 5.1.4.1.2.

dy” Sub-block | Vi
> ub- »
interleaver ”
virtual circular
buffer
dy Sub-block | Vi’ i W, i i G
> - ko Bit k Bit selection
interleaver "1 collection and pruning
d? »@
k 3 Sub-block ko
interleaver ”

Figure 5.1.4-1. Rate matching for turbo coded transport channels.

The bit stream d IEO) is interleaved according to the sub-block interleaver defined in section 5.1.4.1.1 with an output

sequence defined as v(()o) s vl(o) s V§0) e V§<0r)1—| and where K; is defined in section 5.1.4.1.1.

The bit stream d ]El) is interleaved according to the sub-block interleaver defined in section 5.1.4.1.1 with an output

sequence defined as v(()]) s v](]) s vg) oo vgl)i -

The bit stream d ,EZ) is interleaved according to the sub-block interleaver defined in section 5.1.4.1.1 with an output

@ @ @ o

sequence defined as vy, v, ,vy7 ..., K1+

The sequence of bits e, for transmission is generated according to section 5.1.4.1.2.

51411 Sub-block interleaver

The bits input to the block interleaver are denoted by d(()[),d O g ...,d? , where D is the number of bits. The output
bit sequence from the block interleaver is derived as follows:

(1) Assign CIG,  =32to be the number of columns of the matrix. The columns of the matrix are numbered 0, 1,

2,..., C;iblack —1from left to right.

(2) Determine the number of rows of the matrix R’G,, . , by finding minimum integer R Sruib[ock such that:

TC TC
D< (Rsubblock x Csubblock)

The rows of rectangular matrix are numbered 0, 1, 2,..., RS, . —1from top to bottom.

3GPP
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Q) If (Rg;ib,ock xCLC ek )> D, then Np = (Rg;ib,ock xClC o — D) dummy bits are padded such that y, = <NULL>
fork=0,1,..., Np- 1. Then, VNp+k = d,gi) ,k=0,1,..., D-1, and the bit sequence y is written into

the (R;ib,()ck x Cigblwk ) matrix row by row starting with bit yo in column 0 of row 0:

Y y y Y ~rc
0 ! 2 Csubblock =1
Y rc Y rc Y rc e Y,eo1c
Csu{Jblock Csubl'ylock +l Csubb.lock +2 . 2 Csulzblock -1
Y T 7C Y pTC TC Y prC 7C o Yopre 7C
(Rsubbiock ~D*Csubblock (Rsubbiock ~D*Csubblock +1 (Rsubblock ~DXCsubblock +2 (Rsubblock *Csubblock =1)

For d,EO) and a’,El) :

(4) Perform the inter-column permutation for the matrix based on the pattern (P( j ))je {0 ) 1} that is shown in

Cotbblock =
table 5.1.4-1, where P(j) is the original column position of the j-th permuted column. After permutation of the
columns, the inter-column permuted Rz;,%block xC STuiblock) matrix is equal to

y y Yy Y o cIC
P(0) P(1) P(2) P(Cyubbiock=1)
y 7C y C Y TC Y peTC 7C
P(O)*'?subbluuk P(])+stubh/ock P(2)+gsubblock . P(C.s'ubblock'_1)+Cxubhlack
Y py+(RTC,, ., —hwcTC Y oy(RTC, . _iwcTC Y o) +(RTC,, . _hwcTC VTS RIS, i€
(O)+(Rsubbiock ~D*Csubbiock (D+Rsupbiock ~D*Csubblock (D+(Rsubbiock ~D*Csubblock (Csubblock D+ Rsubblock ~D*Csubblock

(5) The output of the block interleaver is the bit sequence read out column by column from the inter-column
permuted (R’G,, . xCLC, . )matrix. The bits after sub-block interleaving are denoted
n L0 0 (@)

by v(()i),v]( VY e Vi g where v’ corresponds to yP(O),vl(i) toy

TC e
P(0)+Csypbiock

e c
and KH = (Rsubblock X Csubblock ) .
Ford ,ﬁz) :

4) The output of the sub-block interleaver is denoted by v s v? s v e v ., Where v = y and where
0 "1 2 Kpp-1 k z(k)

k TC e

ﬂ'(k): P \‘TJ + Csubblock x (k mod Rsubblock )+ 1 {mod KH
subblock

The permutation function P is defined in Table 5.1.4-1.

Table 5.1.4-1 Inter-column permutation pattern for sub-block interleaver.

Number of columns Inter-column permutation pattern
TC TC
Csubblock < P(O)’P(l)a"'ﬂp(csubblock _1) >

<0, 16, 8, 24, 4, 20, 12, 28, 2, 18, 10, 26, 6, 22, 14, 30,
1,17,9,25,5,21,13,29,3,19, 11,27, 7, 23, 15,31 >

32

51.41.2 Bit collection, selection and transmission

The circular buffer of length K, =3K; for the r-th coded block is generated as follows:
wy =i fork=0,..., Ky -1

Wi +2k :v,(cl) fork=0,..., K -1

3GPP
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Wi aakn =V fork=0,..., Ky -1

Denote the soft buffer size for the transport block by Nir bits and the soft buffer size for the r-th code block by N bits.
The size N is obtained as follows, where C is the number of code blocks computed in section 5.1.2:

-N, = min&% J, K Wj for DL-SCH and PCH transport channels

-N,=K, for UL-SCH, MCH, SL-SCH and SL-DCH transport channels

For UE category 0, for DL-SCH associated with SI-RNTI and RA-RNTI and PCH transport channel, N is always
equal to K.

where Nk is equal to:

N soft
Ke Kyvo mm(M DL_HARQ> M )

Ny =

where:

If the UE signals ue-Category-vi2xx indicating UE category 0, or if the UE signals ue-Category-vi2xx not indicating
UE category 0 and is configured by higher layers with al/tCQI-Table-r12 for the DL cell, Ny is the total number of soft
channel bits according to the UE category indicated by ue-Category-vi2xx. Otherwise, if the UE signals ue-Category-
v1Ixx, and is configured by higher layers with al/tCQI-Table-r12 for the DL cell, Nsor is the total number of soft channel
bits according to the UE category indicated by ue-Category-vi Ixx. Otherwise, if the UE signals ue-Category-v1020,
and is configured with transmission mode 9 or transmission mode 10 for the DL cell, Nsos: is the total number of soft
channel bits [4] according to the UE category indicated by ue-Category-vi020 [6]. Otherwise, Nsor: i the total number
of soft channel bits [4] according to the UE category indicated by ue-Category (without suffix) [6].

If Nsort = 35982720 or 47431680,
K= 35,
elseif Ny = 7308288 and the UE is configured by higher layers with altCQI-Table-r12,

if the UE is capable of supporting no more than a maximum of two spatial layers for the DL cell in the transmission
mode configured for the UE,

Kc =3
else

Kc =3/2
end if.

elseif Nt = 3654144 and the UE is capable of supporting no more than a maximum of two spatial layers for the DL
cell,

Ke =2
else

Ke =1
End if.

Kwvimo 1s equal to 2 if the UE is configured to receive PDSCH transmissions based on transmission modes 3, 4, 8, 9 or
10 as defined in section 7.1 of [3], and is equal to 1 otherwise.

MbL_narq 1s the maximum number of DL HARQ processes as defined in section 7 of [3].
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Miimit is a constant equal to 8.

Denoting by E the rate matching output sequence length for the 7-th coded block, and rvia the redundancy version
number for this transmission (7vis: = 0, 1, 2 or 3), the rate matching output bit sequence is e, , k=0,1,..., E—1.

Define by G the total number of bits available for the transmission of one transport block.
SetG'=G/(N, - 0,,) where O, is equal to 2 for QPSK, 4 for 16QAM, 6 for 64QAM and 8 for 256QAM, and where
- For transmit diversity:
- Npisequalto 2,
- Otherwise:
- Ny is equal to the number of layers a transport block is mapped onto

Sety = G'mod C , where C is the number of code blocks computed in section 5.1.2.
if r<C-y-1

setE=N, -0, - G'/C]
else

setE=N, -0, -[G'/C]

end if

N
Setk, =RIG, . -(2-’7% “FVg +2 |, where RSTLS,,,,UC,C is the number of rows defined in section 5.1.4.1.1.
8Rsubblack

Setk=0and;j=0
while { k<E }

i Wi+ ymoan,, #< NULL>

€k = Wiko+/)mod Ny,
k=k+1
end if
J=j+l
end while
51.4.2 Rate matching for convolutionally coded transport channels and control
information

The rate matching for convolutionally coded transport channels and control information consists of interleaving the
three bit streams, d ,EO) ,d ,El) and d ,(cz) , followed by the collection of bits and the generation of a circular buffer as

depicted in Figure 5.1.4-2. The output bits are transmitted as described in section 5.1.4.2.2.
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dy” Sub-block | Vi
ub-
interleaver d
virtual circular
buffer
d’ Sub-block | Vi’ i W, i i &
> - ko Bit k Bit selection
interleaver "1 collection and pruning
pre) e
k Sub-block k
) interleaver d

Figure 5.1.4-2. Rate matching for convolutionally coded transport channels and control information.

The bit stream d ,EO) is interleaved according to the sub-block interleaver defined in section 5.1.4.2.1 with an output

sequence defined as v(()o),vl(o), 50) ,...,VE(OI;_I and where K is defined in section 5.1.4.2.1.

The bit stream d ,((1) is interleaved according to the sub-block interleaver defined in section 5.1.4.2.1 with an output

@ ,0 0 »D

sequence defined asvy’, v, v, ,..., Vi1

The bit stream d ,((2) is interleaved according to the sub-block interleaver defined in section 5.1.4.2.1 with an output
(2) (2) (2) »®

sequence defined as v V5 Vi1

The sequence of bits e, for transmission is generated according to section 5.1.4.2.2.

51421 Sub-block interleaver

The bits input to the block interleaver are denoted by d(()[),dl(i) ,d g ) o g)_l , where D is the number of bits. The output
bit sequence from the block interleaver is derived as follows:

1) Assign Cfuib,ock =32 to be the number of columns of the matrix. The columns of the matrix are numbered 0, 1,

,cce subblock — 1 from left to right.

(2) Determine the number of rows of the matrix RCS,, . , by finding minimum integer RSS,, ., such that:

D< (R O vioci % C asbiock )

. cc
The rows of rectangular matrix are numbered 0, 1, 2,... Rsubb,mk —1 from top to bottom.

3) If(R subsiock * Cupplock )> D, then N, = (Rxcugbzack X C npiock D) dummy bits are padded such that y; = <NULL>
fork=0,1,..., Np- 1. Then, YNp+k = d,Ei) ,k=0,1,..., D-1, and the bit sequence yy is written into

the( R bbiock % Cmbb,mk) matrix row by row starting with bit yo in column 0 of row 0:

Yo N 2

cc
C\uhbl{)ck -1
Yecc Yecc Yncc T Yyecc
vubb/r}ck C\ubhlock +1 Cvuhhl{uk +2 CYltbb/{?C/( -1
Y pcc Y pcc Y pcc o Yopec cc
(Rsubbloak l)xcrubbl(n‘k (Rsubblock l)xcvubbloak +1 (R.\‘ubblm‘k l)xcmbblock +2 (Rs‘ubblock Xcsubblock -D
3GPP
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(4) Perform the inter-column permutation for the matrix based on the pattern (P( j»je{() e k_l} that is shown in

table 5.1.4-2, where P(j) is the original column position of the j-th permuted column. After permutation of the
columns, the inter-column permuted (RSS, .., X cggb,ock) matrix is equal to

Yp(0) Yea) Vp(2) o Y PCSGptoek-)

cc cc cC T cC cC
yP(O)'*'?.vuhhlm'k yP(l)'*'C:.vubhlork yP(z)'*'?,vuhblock . yP(Cxubblock._1)+Csubbluck

y y

POYHRSG5ptock ~DXClubblock Y D+ RSubbtock —D*Cabblock PR 5btock—D*Clubbiock yP( Coubblock ~D+ Reabpiock ~DXClubblock
(5) The output of the block interleaver is the bit sequence read out column by column from the inter-column
permuted (Rggb,ock X CSS ek )matrix. The bits after sub-block interleaving are denoted by v{, v, v{ ..., v}?ﬂ s

Q) Q) _(pcc cc
where v corresponds to yp(gy, v, 0y cc ...and Ky = (Rmhhlock X Cmbblock)
P(O)+Coubblock

Table 5.1.4-2 Inter-column permutation pattern for sub-block interleaver.

Number of columns Inter-column permutation pattern
Cscl;%block < P(O)a P(l):s P(Cscl;gblock _1) >

<1,17,9, 25,5, 21,13, 29, 3,19, 11, 27, 7, 23, 15, 31,

32 0, 16, 8, 24, 4, 20, 12, 28, 2, 18, 10, 26, 6, 22, 14, 30 >

This block interleaver is also used in interleaving PDCCH modulation symbols. In that case, the input bit sequence
consists of PDCCH symbol quadruplets [2].

51422 Bit collection, selection and transmission

The circular buffer of length K, =3K{; is generated as follows:
wk:v,(co) fork=0,..., K -1
wi ok =vy  fork=0,..., Ky -1
Wok +k :v,({z) fork=0,..., Ky -1

Denoting by E the rate matching output sequence length, the rate matching output bit sequence is e, , k=0,1,..., E—1.
Setk=0and;j=0
while { k<E }

if Wjnmoa, #< NULL >

€ = WimodK,,
k=k+1
end if
j=i+l
end while
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515 Code block concatenation

The input bit sequence for the code block concatenation block are the sequences e, , for r =0,...,C -1 and
k=0,...,E, —1. The output bit sequence from the code block concatenation block is the sequence f; for
k=0,.,G-1.

The code block concatenation consists of sequentially concatenating the rate matching outputs for the different code
blocks. Therefore,

Set k=0 and r=0
while r < C
Set j=0
while j<E,
Tk =ey
k=k+1
j=j+l
end while
r=r+l

end while

5.2 Uplink transport channels and control information

If the UE is configured with a Master Cell Group (MCG) and Secondary Cell Group (SCQG) [6], the procedures
described in this clause are applied to the MCG and SCG, respectively. When the procedures are applied to a SCG, the
term primary cell refers to the primary SCell (PSCell) of the SCG.

521 Random access channel

The sequence index for the random access channel is received from higher layers and is processed according to [2].

5.2.2 Uplink shared channel

Figure 5.2.2-1 shows the processing structure for the UL-SCH transport channel on one UL cell. Data arrives to the
coding unit in the form of a maximum of two transport blocks every transmission time interval (TTI) per UL cell. The
following coding steps can be identified for each transport block of an UL cell:

— Add CRC to the transport block

—  Code block segmentation and code block CRC attachment
—  Channel coding of data and control information

— Rate matching

—  Code block concatenation

—  Multiplexing of data and control information

—  Channel interleaver

The coding steps for one UL-SCH transport block are shown in the figure below. The same general processing applies
for each UL-SCH transport block on each UL cell with restrictions as specified in [3].
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Figure 5.2.2-1: Transport block processing for UL-SCH.

5.2.21 Transport block CRC attachment
Error detection is provided on each UL-SCH transport block through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
lbyay,a,,a,,a;,...,a ,_, and the parity bits by p,, p;, p», P3,..., p;_; - 4 is the size of the transport block and L is the

number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as
defined in section 6.1.1 of [5].

The parity bits are computed and attached to the UL-SCH transport block according to section 5.1.1 setting L to 24 bits
and using the generator polynomial gcrc24a(D).

5.2.2.2 Code block segmentation and code block CRC attachment

The bits input to the code block segmentation are denoted by b,b,,b,,b5,...,b5_; where B is the number of bits in the
transport block (including CRC).
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Code block segmentation and code block CRC attachment are performed according to section 5.1.2.

The bits after code block segmentation are denoted by ¢, ¢,1,¢,5,¢,35..-, ¢k, 1), Where r is the code block number

and K is the number of bits for code block number .

5.2.2.3 Channel coding of UL-SCH

Code blocks are delivered to the channel coding block. The bits in a code block are denoted by

Cr05Cr1sCrasCr3amens Co(,—1) » Where r is the code block number, and K. is the number of bits in code block number .
The total number of code blocks is denoted by C and each code block is individually turbo encoded according to section
5.1.3.2.

After encoding the bits are denoted by d,%),d ,(’1) ,d r(lz) ,d 5’3) yeres d%) ) withi = 0,1, and 2 and where D, is the number of

bits on the i-th coded stream for code block number r,i.e. D, =K, +4.

5224 Rate matching

Turbo coded blocks are delivered to the rate matching block. They are denoted by d r(f)),d ;?,d g,d r(l}) ,...,dr(’(')Dﬁl),

withi = 0,1, and 2, and where r is the code block number, i is the coded stream index, and D, is the number of bits in

each coded stream of code block number . The total number of code blocks is denoted by C and each coded block is
individually rate matched according to section 5.1.4.1.

After rate matching, the bits are denoted by e,,e,;,€,5,€,3,....€,(g, 1), Where 7 is the coded block number, and where

E, is the number of rate matched bits for code block number r.

5.2.2.5 Code block concatenation

The bits input to the code block concatenation block are denoted by e,,¢,1,€,3,€,3,....€,(g, ) for r=0,..,C—-1 and
where E, is the number of rate matched bits for the 7-th code block.

Code block concatenation is performed according to section 5.1.5.

The bits after code block concatenation are denoted by f,, £}, f5, f3,--., fg_1 » Where G is the total number of coded bits
for transmission of the given transport block over N, transmission layers excluding the bits used for control
transmission, when control information is multiplexed with the UL-SCH transmission.

5.2.2.6 Channel coding of control information

Control data arrives at the coding unit in the form of channel quality information (CQI and/or PMI), HARQ-ACK and
rank indication. Different coding rates for the control information are achieved by allocating different number of coded
symbols for its transmission. When control data are transmitted in the PUSCH, the channel coding for HARQ-ACK,
rank indication and channel quality information o,,0;,0,,...,0_; is done independently.

For the cases with TDD primary cell, the number of HARQ-ACK bits is determined as described in section 7.3 of [3].

When the UE transmits HARQ-ACK bits or rank indicator bits, it shall determine the number of coded modulation
symbols per layer Q' for HARQ-ACK or rank indicator as follows.

For the case when only one transport block is transmitted in the PUSCH conveying the HARQ-ACK bits or rank
indicator bits:
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PUSCH —initial PUSCH —initial PUSCH
O : Msc : Nsymb : ﬂajfset PUSCH
,4-M,

C-1
Sk,
r=0

Q' =min

where

- O is the number of HARQ-ACK bits or rank indicator bits, and
MEVSCH s the scheduled bandwidth for PUSCH transmission in the current sub-frame for the transport block,
expressed as a number of subcarriers in [2], and

- N Spy[;iCH'i“mal is the number of SC-FDMA symbols per subframe for initial PUSCH transmission for the same

transport block, respectively, given by N, Sl;ﬁiCH"'”"tial = (2 ( Sl;r];]b - 1)— Ngrs ), where

N gps is equal to 1

if UE configured with one UL cell is configured to send PUSCH and SRS in the same subframe for initial
transmission, or

- if UE transmits PUSCH and SRS in the same subframe in the same serving cell for initial transmission, or

- if the PUSCH resource allocation for initial transmission even partially overlaps with the cell-specific
SRS subframe and bandwidth configuration defined in section 5.5.3 of [2], or

- if the subframe for initial transmission in the same serving cell is a UE-specific type-1 SRS subframe as
defined in Section 8.2 of [3], or

- if the subframe for initial transmission in the same serving cell is a UE-specific type-0 SRS subframe as
defined in section 8.2 of [3] and the UE is configured with multiple TAGs.

- Otherwise N gp¢ is equal to 0.

- M PUSCH=nitial " “and K, are obtained from the initial PDCCH or EPDCCH for the same transport block. If

there is no initial PDCCH or EPDCCH with DCI format 0 for the same transport block, M S‘ZUS CH =initial , C,and

K, shall be determined from:

- the most recent semi-persistent scheduling assignment PDCCH or EPDCCH, when the initial PUSCH for the
same transport block is semi-persistently scheduled, or,

- the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.

For the case when two transport blocks are transmitted in the PUSCH conveying the HARQ-ACK bits or rank indicator
bits:

0= max[min(Qt’emp , 4. M PUSCH )Q;nin] with

O‘MS}Z,USCH_m”ml(l) . NPUSCH—lmtlal(l) .MS}ZUSCH—mmal(Z) . NPUSCH—lmttal(2) .,BPUSCH

Q! symb symb offset
temp=|"~(h)_; c(® 1
(O PUSCH ~initial (2) = A7 PUSCH —initial (2) (2) | 3 PUSCH —initial(1) A7 PUSCH —initial (1)
Z Kr MSC Nsymb + z Kr Msc Nsymb
r=0 r=0

where

- O is the number of HARQ-ACK bits or rank indicator bits, and
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Q=0 if 0<2,00 =[20/0, ] if 3<0<11 with 0, =min(Q),,02 ) where O, x = {1,2} is the
modulation order of transport block “x”, and 0!, =[20, /0., |+[20,/0}, ] if O>11 with 0, =[0/2] and
0,=0-[0/2].

- M PUSCHnitialx) [ — (1 2% are the scheduled bandwidths for PUSCH transmission in the initial sub-frame for the
first and second transport block, respectively, expressed as a number of subcarriers in [2], and

- N Sf;zf)CH initial(x) |y — {1,2} are the number of SC-FDMA symbols per subframe for initial PUSCH transmission for
the first and second transport block given by N, S’;glf)CH initial(x) _ ( (N symb ~ )— N ), x={1,2} , where

NG, x ={1,2} is equal to 1

- if UE configured with one UL cell is configured to send PUSCH and SRS in the same subframe for initial
transmission, or

- if UE transmits PUSCH and SRS in the same subframe in the same serving cell for initial transmission of

[T}

transport block “x”, or

- if the PUSCH resource allocation for initial transmission of transport bock “x” even partially overlaps
with the cell-specific SRS subframe and bandwidth configuration defined in section 5.5.3 of [2] , or

- if the subframe for initial transmission of transport block “x” in the same serving cell is a UE-specific
type-1 SRS subframe as defined in Section 8.2 of [3], or

- if the subframe for initial transmission of transport block “x” in the same serving cell is a UE-specific
type-0 SRS subframe as defined in section 8.2 of [3] and the UE is configured with multiple TAGs.

- Otherwise Né‘,%,x ={1,2} isequal to 0.

M PUSCH=nitial ) — 123, €9 x ={1,2},and K, x={1,2} are obtained from the initial PDCCH or
EPDCCH for the corresponding transport block.

PUSCH HARQ-ACK
d p = Bogser”

offset offset , where ) is the modulation order of a given

For HARQ'ACKs QACK = Qm ’ Q, an

transport block, and ﬂO;fSQ_ACK

codewords for the corresponding PUSCH.

shall be determined according to [3] depending on the number of transmission

ﬁ PUSCH
offset

block, and ﬂal;f[se, shall be determined according to [3] depending on the number of transmission codewords for the

For rank indication, Q,, =0, - Q" a = ,Baffm , where O, is the modulation order of a given transport

corresponding PUSCH, and on the uplink power control subframe set for the corresponding PUSCH when two uplink
power control subframe sets are configured by higher layers for the cell.

For HARQ-ACK

—  Each positive acknowledgement (ACK) is encoded as a binary ‘1’ and each negative acknowledgement
(NACK) is encoded as a binary ‘0’

— IfHARQ-ACK feedback consists of 1-bit of information, i.e., [oACK ], it is first encoded according to Table
5.2.2.6-1.

— IfHARQ-ACK feedback consists of 2-bits of information, i.e., [OACK ACK ] with 00 corresponding to

HARQ-ACK bit for codeword 0 and 0l correspondmg to that for codeword 1, or if HARQ-ACK feedback

consists of 2-bits of information as a result of the aggregation of HARQ-ACK bits corresponding to two DL
cells with which the UE is configured by higher layers, or if HARQ-ACK feedback consists of 2-bits of
information corresponding to two subframes for TDD, it is first encoded according to Table 5.2.2.6-2 where

04K = (0K + 0/ ymod2 .
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Table 5.2.2.6-1: Encoding of 1-bit HARQ-ACK.

Onm Encoded HARQ-ACK
2 C

! [of" yxx]

6 [o(fCK YXXXX]

Table 5.2.2.6-2: Encoding of 2-bit HARQ-ACK.

Om Encoded HARQ-ACK
2 ACK ACK ACK _ACK _ACK _ACK
log o 0 9 9 0, ]
ACK ACK ACK ACK ACK ACK
4 [o, "o/ xx 05" o5 " XXxo0{ " 0, XX]
6 [oglCK OIACK XX X X ofCK 064CK XX XX olACK O;CK X X X X]

- If HARQ-ACK feedback consists of 3< 04K <11 bits of information as a result of the aggregation of HARQ-

ACK bits corresponding to one or more DL cells with which the UE is configured by higher layers, i.e.,
ACK _ACK ACK ~ACK ~ACK — ~ACK

05 O senOpack s then a coded bit sequence g; — ¢, ,....q3  is obtained by using the bit sequence
064CK olACK ,...,oéf&_l as the input to the channel coding block described in section 5.2.2.6.4. In turn, the bit
sequence q(fCK , qlACK , quK yeees QSACS( _; 1s obtained by the circular repetition of the bit sequence
Gi'® GG so that the total bit sequence length is equal to O 4k -

- If HARQ-ACK feedback consists of 11<0““¥ <21 bits of information as a result of the aggregation of HARQ-

ACK bits corresponding to one or more DL cells with which the UE is configured by higher layers, i.e.,

o(fCK oflCK,...,ogfgkil, then the coded bit sequence q()qCK,CIquK,quK,...,qé‘fg(_l is obtained by using the
bit sequence 064€K olACK ,...,OS%K a8 the input to the channel coding block described in section 5.2.2.6.5.

The “x” and “y” in Table 5.2.2.6-1 and 5.2.2.6-2 are placeholders for [2] to scramble the HARQ-ACK bits in a way that
maximizes the Euclidean distance of the modulation symbols carrying HARQ-ACK information.

For FDD or TDD HARQ-ACK multiplexing or the aggregation of more than one DL cell including at least one cell

using FDD and at least one cell using TDD when HARQ-ACK consists of one or two bits of information, the bit

sequence q(fCK , qlACK , q{lCK yees qgffK _; is obtained by concatenation of multiple encoded HARQ-ACK blocks where

0 4cx 1s the total number of coded bits for all the encoded HARQ-ACK blocks. The last concatenation of the encoded
HARQ-ACK block may be partial so that the total bit sequence length is equal to O 4k -

For FDD when HARQ ACK consists of 2 or more bits of information as a result of the aggregation of more than one
DL cell, the bit sequence 064CK olACK yeees og%{,{ 4 is the result of the concatenation of HARQ-ACK bits for the multiple
DL cells according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Setj = 0 — HARQ-ACK bit index

Set N2%  to the number of cells configured by higher layers for the UE

cells

while ¢ < N2%

if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

3GPP
Samsung Exhibit 1020, Page 27 of 94



Release 12 28 3GPP TS 36.212 V12.4.0 (2015-03)

0" = HARQ-ACK bit of this cell

j=i+]
else

o_fCK = HARQ-ACK bit corresponding to the first codeword of this cell

j=j+1

o j‘CK = HARQ-ACK bit corresponding to the second codeword of this cell

j=i+
end if
c=c+1
end while

For the aggregation of more than one DL cell including a primary cell using FDD and at least one secondary cell using

TDD, the bit sequence 0()4CK olACK yerns O S%K B is the result of the concatenation of HARQ-ACK bits for one or multiple

DL cells. Define N2 lLls as the number of cells configured by higher layers for the UE and BCDL as the number of

ce

subframes for which the UE needs to feed back HARQ-ACK bits in UL subframe n for the c-th serving cell. For a cell
using TDD, the subframes are determined by the DL-reference UL/DL configuration if the UE is configured with
higher layer parameter eimta-HarqReferenceConfig, and determined by the UL/DL configuration otherwise. For a cell

using TDD, BCDL =1 if subframe n-4 in the cell is a DL subframe or a special subframe with special subframe
configurations 1/2/3/4/6/7/8/9 and normal downlink CP or a special subframe with special subframe configurations
1/2/3/5/6/7 and extended downlink CP, and BCDL =0 otherwise. For a cell using FDD, Bf)L =1.

The bit sequence 064 K OIACK ,...,ogfcl,(&l is performed according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

Setj =0 - HARQ-ACK bit index

- DL
while ¢ < N

if BP =1
if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

0/ = HARQ-ACK bit of this cell

j=i+
else

ofCK = HARQ-ACK bit corresponding to the first codeword of this cell

j=it

ofCK = HARQ-ACK bit corresponding to the second codeword of this cell

j=i+1

end if
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end if
c=c+1
end while

For the cases with TDD primary cell when HARQ-ACK is for the aggregation of one or more DL cells and the UE is

configured with PUCCH Format 3 [3], the bit sequence 0()4CK olACK yeres 0‘04%,( 5 is the result of the concatenation of

HARQ-ACK bits for the one or more DL cells configured by higher layers and the multiple subframes as defined in [3].

Define N5 as the number of cells configured by higher layers for the UE and BCPL as the number of subframes for

which the UE needs to feed back HARQ-ACK bits as defined in Section 7.3 of [3].
The number of HARQ-ACK bits for the UE to convey if it is configured with PUCCH Format 3 is computed as follows:
Set k£ = 0 — counter of HARQ-ACK bits

Set c=0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

while ¢ < N2
set /= 0;

while / < B

if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

k=k+1
else
k=k+2
end if
=M1
end while
c=c+1
end while

If £ < 20 when TDD is used in all the configured serving cell(s) of the UE, or if ¥ < 21 when FDD is used in at least
one of the configured serving cells with TDD primary cell, the multiplexing of HARQ-ACK bits is performed
according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 — HARQ-ACK bit index
while ¢ < N 2%

set/=0;

while /< B

if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

aiACK = Oi,CK HARQ-ACK bit of this cell as defined in Section 7.3 of [3]

j=i+1
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else
[5;‘01{ ,0 Ji]CK] =[0/5/,055,1] HARQ-ACK bits of this cell as defined in Section 7.3 of [3]
J=j+2
end if
I=1+1
end while
c=c+1

end while

If £ > 20 when TDD is used in all the configured serving cell(s) of the UE, or if £ > 21 when FDD is used in at least
one of the configured serving cells with TDD primary cell, spatial bundling is applied to all subframes in all cells and
the multiplexing of HARQ-ACK bits is performed according to the following pseudo-code

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 — HARQ-ACK bit index

while c < N2
set /= 0;

while / < B

if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

0" = 0" HARQ-ACK bit of this cell as defined in Section 7.3 of [3]
j=j+1
else
~ACK _ _ACK . . . .
0, =0, binary AND operation of the HARQ-ACK bits corresponding to the first and second

codewords of this cell as defined in Section 7.3 of [3]

j=j+1
end if
=M1
end while
c=c+1
end while
For 0"* <11, the bit sequence of® o{'X ..., 0;%,( _, is obtained by setting OiACK = 5iACK )
For 11< 0" <21, the bit sequence of'® o' ..., 03%,( _, 1s obtained by setting O;ng = 5Z.ACK if i is even and
ofloifjk/zwil)/z =06, ifiis odd.

For the cases with TDD primary cell when HARQ-ACK is for the aggregation of two DL cells and the UE is configured

with PUCCH format 1b with channel selection, the bit sequence o(fCK olACK yeres OS%K B is obtained as described in

section 7.3 of [3].
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For TDD HARQ-ACK bundling, a bit sequence aOACK R qNIACK R %ACK yenes %ﬁfﬁl is obtained by concatenation of

multiple encoded HARQ-ACK blocks where O, is the total number of coded bits for all the encoded HARQ-ACK
blocks. The last concatenation of the encoded HARQ-ACK block may be partial so that the total bit sequence length is

equal to O 4cx - A scrambling sequence [wglCK wilCK Ok Ak ] is then selected from Table 5.2.2.6-A with index

i= (N bundied — 1)m0d4 , where N 4.4 is determined as described in section 7.3 of [3]. The bit sequence

gk g1k qdk qSACfK_l is then generated by setting m =1 if HARQ-ACK consists of 1-bit and m =3 if

HARQ-ACK consists of 2-bits and then scrambling %ACK R qNIACK R %ACK yenes qgiffl as follows

Seti,kto 0
while i < Q,
if @ACK =y /I place-holder repetition bit
qz‘ACK = (qulc f Wﬂ?ﬁj )mOd 2
k =(k+1)mod4m
else
if §'“=x  //aplace-holder bit

ACK ~ACK

4 =49

else // coded bit
a1 =@ i Jmod
k = (k +1)mod4m

end if

i=i+1

end while

Table 5.2.2.6-A: Scrambling sequence selection for TDD HARQ-ACK bundling.

; ACK . ACK . ACK. ACK
! [Wo W W, W ]

0 [1111]
1 [1010]
2 [1100]
3 [1001]

When HARQ-ACK information is to be multiplexed with UL-SCH at a given PUSCH, the HARQ-ACK information is
multiplexed in all layers of all transport blocks of that PUSCH, For a given transport block, the vector sequence output

of the channel coding for HARQ-ACK information is denoted by qéCK, qlACK,..., qg,CK X
= = —Quck -

i=0,...,0%cx —1 are column vectors of length (Qm ~NL) and where Q'ycx =0 4cx / O,, is obtained as follows:

h ACK
» Where ¢,

Seti,kto 0

while i < O,
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Samsung Exhibit 1020, Page 31 of 94



Release 12

~ ACK ACK

q, =lg;

ACK _ [ ~ ACK
9 9y

i=i+0Q,
k=k+1

end while
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...qligi _;] -- temporary row vector

N

~-c}:CK 1" -- replicating the row vector C}:CK Ny times and transposing into a column vector

where N; is the number of layers onto which the UL-SCH transport block is mapped.

For rank indication (RI) (RI only, joint report of RI and i1, and joint report of RI and PTT)

—  The corresponding bit widths for RI feedback for PDSCH transmissions are given by Tables 5.2.2.6.1-2,
5.2.2.6.2-3,5.2.2.6.3-3,5.2.3.3.1-3,5.2.3.3.1-3A, 5.2.3.3.2-4, and 5.2.3.3.2-4A, which are determined
assuming the maximum number of layers as follows:

e}

O

If the UE is configured with transmission mode 9, and the supportedMIMO-CapabilityDL-r10 field is
included in the UE-EUTRA-Capability, the maximum number of layers is determined according to the
minimum of the configured number of CSI-RS ports and the maximum of the reported UE downlink
MIMO capabilities for the same band in the corresponding band combination.

If the UE is configured with transmission mode 9, and the supportedMIMO-CapabilityDL-r10 field is
not included in the UE-EUTRA-Capability, the maximum number of layers is determined according to
the minimum of the configured number of CSI-RS ports and ue-Category (without suffix).

If the UE is configured with transmission mode 10, and the supportedMIMO-CapabilityDL-r10 field
is included in the UE-EUTRA-Capability, the maximum number of layers for each CSI process is
determined according to the minimum of the configured number of CSI-RS ports for that CSI process
and the maximum of the reported UE downlink MIMO capabilities for the same band in the
corresponding band combination.

If the UE is configured with transmission mode 10, and the supportedMIMO-CapabilityDL-r10 field
is not included in the UE-EUTRA-Capability, the maximum number of layers for each CSI process is
determined according to the minimum of the configured number of CSI-RS ports for that CSI process
and ue-Category (without suffix).

Otherwise the maximum number of layers is determined according to the minimum of the number of
PBCH antenna ports and ue-Category (without suffix).

— IfRI feedback consists of 1-bit of information, i.e., [06" ], it is first encoded according to Table 5.2.2.6-3. The

[og"] to RI mapping is given by Table 5.2.2.6-5.

RI _RI

— IfRI feedback consists of 2-bits of information, i.e., [0y o ]| with 0531 corresponding to MSB of 2-bit input

and OIR ! corresponding to LSB, it is first encoded according to Table 5.2.2.6-4 where

051 = (oéu + olR[ )mod 2. The [0(1)61 olR]] to RI mapping is given by Table 5.2.2.6-6.

Table 5.2.2.6-3: Encoding of 1-bit RI.

Om Encoded RI
2 [og" ¥]

4 [o)" y xx]

6 [o{f’ YXXXX]
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Table 5.2.2.6-4: Encoding of 2-bit RI.

Om Encoded RI

2 o of! off off of oF'

4 [oo oRl X X 051 0) xxolR] 02 X X]

6 [(I)H lR]xxxx oflo(l)uxxxx olRloglxxxx]

Table 5.2.2.6-5: oéu to Rl mapping.

0 ée/ RI
0 1
1 2

Table 5.2.2.6-6: 0, , 0, to Rl mapping.

o, ol R
0,0 1
0,1 2
1,0 3
1,1 4

Table 5.2.2.6-7: o', o', 0¥ to RI mapping.

0521, OIRI’ 051 RI
0,0,0 1
0,0,1 2
0,1,0 3
0,1,1 4
1,0,0 5
1,0, 1 6
1,1,0 7
1,1, 1 8

— If RI feedback for a given DL cell consists of 3-bits of information, i.e., [oéU o 051 with 00 corresponding

to MSB of 3-bit input and 051 corresponding to LSB. The [o0 01 ] to RI mapping is given by Table

5.2.2.6-7.
— If RI feedback consists of 3 <O <11 bits of information, i.e., [00 01131 e ,ogfe, 1] then a coded bit sequence
[aoR[ c?lR] ) .,6731 ] is obtained by using the bit sequence [0(})U olR] yeees OR’ Jas the input to the channel coding

block described in section 5.2.2.6.4.

— If RI feedback consists of 11<O% <15 bits of information as a result of the aggregation of RI bits

corresponding to multiple DL cells or multiple CSI processes, i.e., [00 olRI e oR’ ], then the coded bit

RI

sequence qé” ,qu[ ,qéu "">q55e .1 1s obtained by using the bit sequence [o0 o, ] as the input to the

0’” 1
channel coding block described in section 5.2.2.6.5.

The “x” and “y” in Table 5.2.2.6-3 and 5.2.2.6-4 are placeholders for [2] to scramble the RI bits in a way that
maximizes the Euclidean distance of the modulation symbols carrying rank information.
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For the case where RI feedback for more than one DL cell is to be reported, the RI report for each DL cell is
concatenated prior to coding in increasing order of cell index.

For the case where RI feedback for more than one CSI process is to be reported, the RI reports are concatenated prior to
coding first in increasing order of CSI process index for each DL cell and then in increasing order of cell index.

For the case where RI feedback consists of one or two bits of information the bit sequence qée[ , qu[ ) qée[ yeers qgu s

obtained by concatenation of multiple encoded RI blocks where Qp; is the total number of coded bits for all the

encoded RI blocks. The last concatenation of the encoded RI block may be partial so that the total bit sequence length
is equal to Oy, .

For the case where RI feedback consists of 3 < 0% <11 bits of information, the bit sequence q{f[ s quI s qé” yeres qgi -1 is

obtained by the circular repetition of the bit sequence %R[ alR’ yeens %RII so that the total bit sequence length is equal
t0 Op; -

When rank information is to be multiplexed with UL-SCH at a given PUSCH, the rank information is multiplexed in all
layers of all transport blocks of that PUSCH. For a given transport block, the vector sequence output of the channel

coding for rank information is denoted by qgl , qu yees qg{ . where qf[ , 1=0,...,0p; —1 are column vectors of
1y 1 L0k - 1

length (Qm -N L) and where Qp; = Opy / O,, - The vector sequence is obtained as follows:
Seti, j,kto 0
while i < Op;

C}I’:I =[4¢" .41} ] - temporary row vector

N

qfl = [c}fl c}fl 1" - replicating the row vector éfl Ny times and transposing into a column vector

i=i+Q,
k=k+1
end while

where N, is the number of layers onto which the UL-SCH transport block is mapped.

For channel quality control information (CQI and/or PMI denoted as CQI/PMI)

When the UE transmits channel quality control information bits, it shall determine the number of modulation coded
symbols per layer Q" for channel quality information as

. PUSCH —initial (x) . PUSCH —initial (x) . PUSCH (x)
r . (O + L) ch Nsymb offset MPUSCH . NPUSCH _ XRI
Q = min 9 > sc symb Q(x)
(x) m
>k
r=0

where

- O is the number of CQI/PMI bits, and
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<
- L is the number of CRC bits given by 7, = {0 O<l1l and

8 otherwise

ch1 = Q()‘) -Q'"and ,BPUSCH =f Ol here ﬂ;;gt shall be determined according to [3] depending on the

m offset offset >
number of transmission codewords for the corresponding PUSCH, and on the uplink power control subframe set
for the corresponding PUSCH when two uplink power control subframe sets are configured by higher layers for
the cell.

- If Rl is not transmitted then 1(;;) =0.

[73E]

The variable “x” in K ,(x) represents the transport block index corresponding to the highest /s value indicated by the
initial UL grant. In case the two transport blocks have the same /y/cs value in the corresponding initial UL grant, “x
=17, which corresponds to the first transport block. M SIZUSCH#"M[(X) , C ) ,and K ,(x) are obtained from the initial
PDCCH or EPDCCH for the same transport block. If there is no initial PDCCH or EPDCCH with DCI format O for the

same transport block, M ;ZUSCH*MM/(X) , C™  and K™ shall be determined from:

- the most recent semi-persistent scheduling assignment PDCCH or EPDCCH, when the initial PUSCH for the
same transport block is semi-persistently scheduled, or,

- the random access response grant for the same transport block, when the PUSCH is initiated by the random
access response grant.

NPUSCH—init[al(x)

symb is the number of SC-FDMA symbols per subframe for initial PUSCH transmission for the same

transport block.

For UL-SCH data information G = NE” .(N PUSCH | MS‘ZUSC“ .Q’(n‘” —Ocor — Qé;’ ), where

symb

- N 2") is the number of layers the corresponding UL-SCH transport block is mapped onto, and

- M SPCUSCH is the scheduled bandwidth for PUSCH transmission in the current sub-frame for the transport block,
and

- N g,[r;SbCH is the number of SC-FDMA symbols in the current PUSCH transmission sub-frame given by
NEUSEH = (2 (VY ~1)- N ), where

N g5 s equal to 1

if UE configured with one UL cell is configured to send PUSCH and SRS in the same subframe for initial
transmission, or

- if UE transmits PUSCH and SRS in the same subframe for the current subframe in the same serving cell,
or

- if the PUSCH resource allocation for the current subframe even partially overlaps with the cell-specific
SRS subframe and bandwidth configuration defined in section 5.5.3 of [2], or

- if the current subframe in the same serving cell is a UE-specific type-1 SRS subframe as defined in
Section 8.2 of [3], or

- if the current subframe in the same serving cell is a UE-specific type-0 SRS subframe as defined in
section 8.2 of [3] and the UE is configured with multiple TAGs.

- Otherwise N, is equal to 0.

SRS

In case of CQI/PMI report for more than one DL cell, o,,0;,0,,...,0_; is the result of concatenating the CQI/PMI
report for each DL cell in increasing order of cell index. For the case where CQI/PMI feedback for more than one CSI
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process is to be reported, 0,,0;,0,,...,0_; is the result of concatenating the CQI/PMI reports in increasing order of

CSI process index for each DL cell and then in increasing order of cell index.

— Ifthe payload size is less than or equal to 11 bits, the channel coding of the channel quality information is
performed according to section 5.2.2.6.4 with input sequence 0,0;,05,...,00_; -

— For payload sizes greater than 11 bits, the CRC attachment, channel coding and rate matching of the channel
quality information is performed according to sections 5.1.1, 5.1.3.1 and 5.1.4.2, respectively. The input bit
sequence to the CRC attachment operation is 0,,0;,0,,...,0,_; . The output bit sequence of the CRC
attachment operation is the input bit sequence to the channel coding operation. The output bit sequence of the
channel coding operation is the input bit sequence to the rate matching operation.

The output sequence for the channel coding of channel quality information is denoted by ¢,,¢,,¢5,93,.--¢ N Ocor-1°

where N, is the number of layers the corresponding UL-SCH transport block is mapped onto.

5.2.2.6.1 Channel quality information formats for wideband CQI reports

Table 5.2.2.6.1-1, Table 5.2.2.6.1-1A and Table 5.2.2.6.1-1B show the fields and the corresponding bit widths for the
channel quality information feedback for wideband reports for PDSCH transmissions associated with transmission
mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting, transmission mode 9 configured
with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10 configured with PMI/RI reporting with 2/4/8
antenna ports. NV in Table 5.2.2.6.1-1, Table 5.2.2.6.1-1A and Table 5.2.2.6.1-1B is defined in section 7.2 of [3].

Table 5.2.2.6.1-1: Fields for channel quality information feedback for wideband CQl reports
(transmission mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting
except with alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 9 configured with
PMI/RI reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
and transmission mode 10 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE).

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank >1
Wideband CQI codeword 0 4 4 4 4
Wideband CQI codeword 1 0 4 0 4
Precoding matrix indicator 2N N 4N 4N

Table 5.2.2.6.1-1A: Fields for channel quality information feedback for wideband CQl reports
(transmission mode 9 configured with PMI/RI reporting with 8 antenna ports and transmission mode
10 configured with PMI/RI reporting with 8 antenna ports).

Field Bit width
Rank =1 Rank = 2 Rank =3 Rank =4
Wideband CQI codeword 0 4 4 4 4
Wideband CQIl codeword 1 0 4 4 4
Wideband first PMI i1 4 4 2 2
Subband second PMI i2 4N AN AN 3N
Field Bit width
Rank =5 Rank = 6 Rank =7 Rank = 8
Wideband CQI codeword 0 4 4 4 4
Wideband CQIl codeword 1 4 4 4 4
Wideband first PMI i1 2 2 2 0
Subband second PMI i2 0 0 0 0
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Table 5.2.2.6.1-1B: Fields for channel quality information feedback for wideband CQl reports with 4
antenna ports (transmission mode 8, transmission mode 9 and transmission mode 10 configured
with PMI/RI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-r12=TRUE)

. Bit width
Field
Rank =1 Rank = 2 Rank =3 Rank = 4
Wideband CQI codeword 0 4 4 4 4
Wideband CQIl codeword 1 0 4 4 4
Wideband first PMI i1 4 4 0 0
Subband second PMI i2 4N 4N 4N 4N

Table 5.2.2.6.1-2 shows the fields and the corresponding bit width for the rank indication feedback for wideband CQI
reports for PDSCH transmissions associated with transmission mode 4, transmission mode 8 configured with PMI/RI
reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10
configured with PMI/RI reporting with 2/4/8 antenna ports.

Table 5.2.2.6.1-2: Fields for rank indication feedback for wideband CQl reports
(transmission mode 4, transmission mode 8 configured with PMI/RI reporting, transmission mode 9
configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10 configured with
PMI/RI reporting with 2/4/8 antenna ports).

Bit width

Field

2 antenna ports

4 antenna ports

8 antenna ports

Max 2 layers

Max 4 layers

Max 2 layers

Max 4 layers

Max 8 layers

Rank indication

1

1 2

1

2

3

The channel quality bits in Table 5.2.2.6.1-1, Table 5.2.2.6.1-1A and Table 5.2.2.6.1-1B form the bit sequence
00,01,07,...,00_; With o, corresponding to the first bit of the first field in the table, o, corresponding to the second bit

of the first field in the table, and o,,_; corresponding to the last bit in the last field in the table. The field of PMI shall be

in the increasing order of the subband index [3]. The first bit of each field corresponds to MSB and the last bit LSB. The
RI bits sequence in Table 5.2.2.6.1-2 is encoded according to section 5.2.2.6.

5.2.2.6.2 Channel quality information formats for higher layer configured subband CQl

reports

Table 5.2.2.6.2-1 shows the fields and the corresponding bit width for the channel quality information feedback for
higher layer configured report for PDSCH transmissions associated with transmission mode 1, transmission mode 2,
transmission mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting, transmission
mode 9 configured without PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured
without PMI/RI reporting or configured with 1 antenna port. N in Table 5.2.2.6.2-1 is defined in section 7.2 of [3].

Table 5.2.2.6.2-1: Fields for channel quality information feedback for higher layer configured subband
CQl reports (transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port)

Field Bit width
Wide-band CQI codeword 4
Subband differential CQI 2N

Table 5.2.2.6.2-2, Table 5.2.2.6.2-2A and Table 5.2.2.6.2-2B show the fields and the corresponding bit widths for the
channel quality information feedback for higher layer configured report for PDSCH transmissions associated with
transmission mode 4, transmission mode 5, transmission mode 6, transmission mode 8 configured with PMI/RI
reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10
configured with PMI/RI reporting with 2/4/8 antenna ports. N in Table 5.2.2.6.2-2, Table 5.2.2.6.2-2A and Table
5.2.2.6.2-2B is defined in section 7.2 of [3].
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Table 5.2.2.6.2-2: Fields for channel quality information feedback for higher layer configured subband
CQl reports (transmission mode 4, transmission mode 5, transmission mode 6, transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
transmission mode 9 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 10 configured with PMI/RI
reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1
Wide-band CQIl codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N
Wide-band CQI codeword 1 0 4 0 4
Subband differential CQIl codeword 1 0 2N 0 2N
Precoding matrix indicator 2 1 4 4

Table 5.2.2.6.2-2A: Fields for channel quality information feedback for higher layer configured
subband CQlI reports (transmission mode 9 configured with PMI/RI reporting with 8 antenna ports
and transmission mode 10 configured with PMI/RI reporting with 8 antenna ports).

Field Bitwidth
Rank=1 | Rank=2 | Rank=3 | Rank =4
Wideband CQI codeword 0 4 4 4 4
Subband differential CQl codeword 0 2N 2N 2N 2N
Wideband CQI codeword 1 0 4 4 4
Subband differential CQIl codeword 1 0 2N 2N 2N
Wideband first PMI i1 4 4 2 2
Wideband second PMI i2 4 4 4 3
Field Bitwidth
Rank=5 | Rank =6 | Rank=7 | Rank =8
Wideband CQI codeword 0 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N
Wideband CQIl codeword 1 4 4 4 4
Subband differential CQl codeword 1 2N 2N 2N 2N
Wideband first PMI i1 2 2 2 0
Wideband second PMI i2 0 0 0 0

Table 5.2.2.6.2-2B: Fields for channel quality information feedback for higher layer configured
subband CQlI reports with 4 antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI
reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-r12=TRUE)

Field Bitwidth
Rank=1 | Rank=2 | Rank =3 | Rank =4
Wideband CQIl codeword 0 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N
Wideband CQI codeword 1 0 4 4 4
Subband differential CQl codeword 1 0 2N 2N 2N
Wideband first PMI i1 4 4 0 0
Wideband second PMI i2 4 4 4 4

Table 5.2.2.6.2-2C, Table 5.2.2.6.2-2D and Table 5.2.2.6.2-2E show the fields and the corresponding bit widths for the
channel quality information feedback for higher layer configured report for PDSCH transmissions associated with
transmission mode 4, transmission mode 6, transmission mode 8 configured with subband PMI/RI reporting,
transmission mode 9 configured with subband PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10
configured with subband PMI/RI reporting with 2/4/8 antenna ports. N in Table 5.2.2.6.2-2C, Table 5.2.2.6.2-2D and
Table 5.2.2.6.2-2E is defined in section 7.2 of [3].
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Table 5.2.2.6.2-2C: Fields for channel quality information feedback for higher layer configured
subband CQI and subband PMI reports
(transmission mode 4 and transmission mode 6 configured with subband PMI reporting,
transmission mode 8 configured with subband PMI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 9 and transmission 10
configured with subband PMI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE).

Field Bit width
2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank=2 | Rank=3 | Rank =4

Wide-band CQIl codeword 0 4 4 4 4 4 4
Subband differential CQI codeword 0 2N 2N 2N 2N 2N 2N

Wide-band CQI codeword 1 0 4 0 4 4 4
Subband differential CQI codeword 1 0 2N 0 2N 2N 2N
Subband precoding matrix indicator 2N N 4N 4N 4N AN

Table 5.2.2.6.2-2D: Fields for channel quality information feedback for higher layer configured
subband CQIl and subband PMI reports with 8 antenna ports (transmission mode 9 configured with
subband PMI reporting and transmission mode 10 configured with subband PMI reporting)

Field Bitwidth
Rank=1 | Rank=2 | Rank =3 | Rank =4
Wideband CQIl codeword 0 4 4 4 4
Subband differential CQl codeword 0 2N 2N 2N 2N
Wideband CQI codeword 1 0 4 4 4
Subband differential CQIl codeword 1 0 2N 2N 2N
Wideband first PMI i1 4 4 2 2
Subband second PMI i2 4N 4N 4N 3N
Field Bitwidth
Rank=5 | Rank=6 | Rank=7 | Rank =8
Wideband CQIl codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2N 2N 2N 2N
Wideband CQI codeword 1 4 4 4 4
Subband differential CQIl codeword 1 2N 2N 2N 2N
Wideband first PMI i1 2 2 2 0
Subband second PMI i2 0 0 0 0

Table 5.2.2.6.2-2E: Fields for channel quality information feedback for higher layer configured
subband CQIl and subband PMI reports with 4 antenna ports (transmission modes 8, 9 and 10
configured with subband PMI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-

r12=TRUE)
) Bitwidth
Field Rank =1 | Rank = 2 | Rank = 3 | Rank = 4

Wideband CQIl codeword 0 4 4 4 4
Subband differential CQl codeword 0 2N 2N 2N 2N

Wideband CQI codeword 1 0 4 4 4
Subband differential CQIl codeword 1 0 2N 2N 2N

Wideband first PMI i1 4 4 0 0
Subband second PMI i2 4N 4N 4N 4N

Table 5.2.2.6.2-3 shows the fields and the corresponding bit width for the rank indication feedback for higher layer
configured subband CQI reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4,
transmission mode 8 configured with PMI/RI reporting, transmission mode 9 configured with PMI/RI reporting with
2/4/8 antenna ports, and transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports.
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Table 5.2.2.6.2-3: Fields for rank indication feedback for higher layer configured subband CQlI reports
(transmission mode 3, transmission mode 4, transmission mode 8 configured with PMI/RI reporting,
transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission
mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports).

Bit width

Field

4 antenna ports

8 antenna ports

2 antenna ports

Max 2 layers | Max 4 layers

Max 2 layers

Max 4 layers

Max 8 layers

Rank indication

1

1 2 1

2

3

The channel quality bits in Table 5.2.2.6.2-1, Table 5.2.2.6.2-2, Table 5.2.2.6.2-2A, Table 5.2.2.6.2-2B, Table 5.2.2.6.2-
2C, Table 5.2.2.6.2-2D, and Table 5.2.2.6.2-2E form the bit sequence o,0;,0,,...,04_; With o, corresponding to the

first bit of the first field in each of the tables, o, corresponding to the second bit of the first field in each of the tables,
and o,_, corresponding to the last bit in the last field in each of the tables. The field of the PMI and subband

differential CQI shall be in the increasing order of the subband index [3]. The first bit of each field corresponds to MSB
and the last bit LSB. The RI bits sequence in Table 5.2.2.6.2-3 is encoded according to section 5.2.2.6.

5.2.2.6.3 Channel quality information formats for UE selected subband CQlI reports

Table 5.2.2.6.3-1 shows the fields and the corresponding bit widths for the channel quality information feedback for UE
selected subband CQI for PDSCH transmissions associated with transmission mode 1, transmission mode 2,
transmission mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting, transmission
mode 9 configured without PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured
without PMI/RI reporting or configured with 1 antenna port. L in Table 5.2.2.6.3-1 is defined in section 7.2 of [3].

Table 5.2.2.6.3-1: Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port)

Field Bit width
Wide-band CQI codeword 4
Subband differential CQl 2
Position of the M selected subbands L

Table 5.2.2.6.3-2, Table 5.2.2.6.3-2A and Table 5.2.2.6.3-2B show the fields and the corresponding bit widths for the
channel quality information feedback for UE selected subband CQI for PDSCH transmissions associated with
transmission mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting, transmission mode
9 configured with PMI/RI reporting with 2/4/8 antenna port, and transmission mode 10 configured with PMI/RI
reporting with 2/4/8 antenna ports. L in Table 5.2.2.6.3-2, Table 5.2.2.6.3-2A and Table 5.2.2.6.3-2B is defined in
section 7.2 of [3].

Table 5.2.2.6.3-2: Fields for channel quality information feedback for UE selected subband CQl
reports
(transmission mode 4, transmission mode 6, transmission mode 8 configured with PMI/RI reporting
except with alternativeCodeBookEnabledFor4TX-r12=TRUE, transmission mode 9 configured with
PMI/RI reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
and transmission mode 10 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Field Bit width
2 antenna ports 4 antenna ports

Rank=1 | Rank=2 | Rank=1 | Rank > 1
Wide-band CQI codeword 0 4 4 4 4
Subband differential CQIl codeword 0 2 2 2 2
Wide-band CQI codeword 1 0 4 0 4
Subband differential CQIl codeword 1 0 2 0 2
Position of the M selected subbands L L L L
Precoding matrix indicator 4 2 8 8
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Table 5.2.2.6.3-2A: Fields for channel quality information feedback for UE selected subband CQl
reports (transmission mode 9 configured with PMI/RI reporting with 8 antenna ports and
transmission mode 10 configured with PMI/RI reporting with 8 antenna ports).

Bit width
Field
Rank = Rank = Rank = Rank = Rank = Rank = Rank = Rank =
1 2 3 4 5 6 7 8
Wide-band CQI codeword 0 4 4 4 4 4 4 4 4
Subband differential CQl 5 5 9 9 5 5 5 9
codeword 0
Wide-band CQI codeword 1 0 4 4 4 4 4 4 4
Subband differential CQl 0 5 9 9 5 5 5 5
codeword 1
Position of the M selected
subbands L L L L L L L L
Wideband first PMI i1 4 4 2 2 2 2 2 0
Wideband second PMI i2 4 4 4 3 0 0 0 0
Subband second PMI i2 4 4 4 3 0 0 0 0

Table 5.2.2.6.3-2B: Fields for channel quality information feedback for UE selected subband CQl
reports with 4 antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4
antenna ports and alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Rank=1 | Rank=2 | Rank =3 | Rank =4

Field

Wide-band CQI codeword 0
Subband differential CQIl codeword 0
Wide-band CQIl codeword 1
Subband differential CQl codeword 1
Position of the M selected subbands
Wideband first PMI i1
Wideband second PMI i2
Subband second PMI i2
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Table 5.2.2.6.3-3 shows the fields and the corresponding bit widths for the rank indication feedback for UE selected
subband CQI reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4, transmission
mode 8 configured with PMI/RI reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna
ports, and transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports.

Table 5.2.2.6.3-3: Fields for rank indication feedback for UE selected subband CQl reports
(transmission mode 3, transmission mode 4, transmission mode 8 configured with PMI/RI reporting,
transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports and transmission
mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports).

Bit width
Field 2 antenna ports 4 antenna ports 8 antenna ports
Max 2 layers | Max 4 layers | Max 2 layers | Max 4 layers | Max 8 layers
Rank indication 1 1 2 1 2 3

The channel quality bits in Table 5.2.2.6.3-1, Table 5.2.2.6.3-2, Table 5.2.2.6.3-2A and Table 5.2.2.6.3-2B form the bit
sequence 0, 0;,0,,...,0_; With o, corresponding to the first bit of the first field in each of the tables, o,

corresponding to the second bit of the first field in each of the tables, and o,,_; corresponding to the last bit in the last

field in each of the tables. The field of PMI shall start with the wideband PMI followed by the PMI for the M selected
subbands. The first bit of each field corresponds to MSB and the last bit LSB. The RI bits sequence in Table 5.2.2.6.3-3
is encoded according to section 5.2.2.6.
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5.2.2.6.4 Channel coding for CQI/PMI information in PUSCH

The channel quality bits input to the channel coding block are denoted by o0(,0;,05,03,...,09_1 Where O is the
number of bits. The number of channel quality bits depends on the transmission format. When PUCCH-based reporting
format is used, the number of CQI/PMI bits is defined in section 5.2.3.3.1 for wideband reports and in section 5.2.3.3.2
for UE selected subbands reports. When PUSCH-based reporting format is used, the number of CQI/PMI bits is defined
in section 5.2.2.6.1 for wideband reports, in section 5.2.2.6.2 for higher layer configured subbands reports and in section
5.2.2.6.3 for UE selected subbands reports.

The channel quality information is first coded using a (32, O) block code. The code words of the (32, O) block code are
a linear combination of the 11 basis sequences denoted M, and defined in Table 5.2.2.6.4-1.

Table 5.2.2.6.4-1: Basis sequences for (32, O) code.

i | Mio | Miq | Mi2 | Miz | Mia | Mis | Mis | Miz | Mig | Mig | Mi1o
0 1 1 0 0 0 0 0 0 0 0 1
1 1 1 1 0 0 0 0 0 0 1 1
2 1 0 0 1 0 0 1 0 1 1 1
3 1 0 1 1 0 0 0 0 1 0 1
4 1 1 1 1 0 0 0 1 0 0 1
5 1 1 0 0 1 0 1 1 1 0 1
6 1 0 1 0 1 0 1 0 1 1 1
7 1 0 0 1 1 0 0 1 1 0 1
8 1 1 0 1 1 0 0 1 0 1 1
9 1 0 1 1 1 0 1 0 0 1 1
10 1 0 1 0 0 1 1 1 0 1 1
11 1 1 1 0 0 1 1 0 1 0 1
12 1 0 0 1 0 1 0 1 1 1 1
13 1 1 0 1 0 1 0 1 0 1 1
14 1 0 0 0 1 1 0 1 0 0 1
15| 1 1 0 0 1 1 1 1 0 1 1
16 1 1 1 0 1 1 1 0 0 1 0
17 1 0 0 1 1 1 0 0 1 0 0
18 1 1 0 1 1 1 1 1 0 0 0
19 1 0 0 0 0 1 1 0 0 0 0
20 1 0 1 0 0 0 1 0 0 0 1
21 1 1 0 1 0 0 0 0 0 1 1
22 1 0 0 0 1 0 0 1 1 0 1
23 1 1 1 0 1 0 0 0 1 1 1
24 1 1 1 1 1 0 1 1 1 1 0
25| 1 1 0 0 0 1 1 1 0 0 1
26 1 0 1 1 0 1 0 0 1 1 0
27 1 1 1 1 0 1 0 1 1 1 0
28 1 0 1 0 1 1 1 0 1 0 0
29 1 0 1 1 1 1 1 1 1 0 0
30 1 1 1 1 1 1 1 1 1 1 1
31 1 0 0 0 0 0 0 0 0 0 0

The encoded CQI/PMI block is denoted by b,b,,b,,b5,...,b5_; where B =32 and

0-1
b; = Z(on -Mi’n)modZ wherei=0,1,2, ..., B-1.
n=0
The output bit sequence ¢,,4,,4,,45,---»9 N, Qcgr-1 is obtained by circular repetition of the encoded CQI/PMI block as

follows

;i =b(imoa ) Where i=0,1,2, ..., N.Qcor1, where N, is the number of layers the corresponding UL-SCH

transport block is mapped onto .
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5.2.2.6.5 Channel coding for more than 11 bits of HARQ-ACK information

The HARQ-ACK bits input to the channel coding block are denoted by 0()4CK olACK yeres O ;%{K » where 11< 01K <21

is the number of bits.

. ACK _ACK _ACK CK CK CK CK ACK
The sequences of bits oy ,0{ " ,0; ,...,or‘ "“/21»1 and or’ ACK/2'|, or’ ACK/2-|+1’OF4 ACK/2-|+2,...,OOACK4 are encoded

0 10) 10) 10)
as follows
[OACK /2|1
q; = Z (ofCK M, )modZ
n=0
and

0ACK 7[OACK/2 )

T= X (o), My, Jmod2

n=0
where i =0, 1, 2, ..., 31 and the basis sequences M,;, are defined in Table 5.2.2.6.4-1.

The output bit sequence q(fCK ,qlACK ,q{‘CK ,...,qgfg _, is obtained by the concatenation and circular repetition of the bit

sequences 5056196729"'”531 and 5055]3529“'n§3] as follows:
Seti=0
while i <[0'/2]-0,

ACK _ ~
q. = 4imod32

i=i+1
end while
Seti=0
while i <(0'~[¢'/2])-0,

ACK =
q(Q//z"_Qmﬂ- ={qimod32

i=i+1

end while

5.2.2.7 Data and control multiplexing

The control and data multiplexing is performed such that HARQ-ACK information is present on both slots and is
mapped to resources around the demodulation reference signals. In addition, the multiplexing ensures that control and
data information are mapped to different modulation symbols.

The inputs to the data and control multiplexing are the coded bits of the control information denoted by
90,91592>93>9N; Qg1 and the coded bits of the UL-SCH denoted by f,, f1, /5, f3.--» fg-1 - The output of the data

and control multiplexing operation is denoted by 8,878,858 i where H = (G +N; ~QCQ,) and
H'= H/(NL ~Qm) ,and whereg , i=0,..,H'—1 are column vectors of length (Qm -N, ) H is the total number of

coded bits allocated for UL-SCH data and CQI/PMI information across the N; transmission layers of the transport
block.
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In case where more than one UL-SCH transport block are transmitted in a subframe of an UL cell, the CQI/PMI
information is multiplexed with data only on the UL-SCH transport block with highest Ii;cs value on the initial grant. In
case the two transport blocks have the same /s value in the corresponding initial UL grant, the CQI/PMI information
is multiplexed with data only on the first transport block. For that UL-SCH transport block or in the case of single
transport block transmission, and assuming that N, is the number of layers onto which the UL-SCH transport block is

mapped, the control information and the data shall be multiplexed as follows:
Seti,j, kto 0

while j< N, QOeor = first place the control information

&, = lq; "'qj+NL<Qm—1]T
J=Jj+Np-Q,
k=k+1

end while

while i < G -- then place the data
T
&, =[fi "'fi+Qm-NL—1]
i=i+Q, N,
k=k+1

end while

5228 Channel interleaver

The channel interleaver described in this section in conjunction with the resource element mapping for PUSCH in [2]
implements a time-first mapping of modulation symbols onto the transmit waveform while ensuring that the HARQ-
ACK and RI information are present on both slots in the subframe. HARQ-ACK information is mapped to resources
around the uplink demodulation reference signals while RI information is mapped to resources around those used by
HARQ-ACK.

The input to the channel interleaver are denoted by 8,828, 8 qORI,qf],qgj,...,qg{ | and
2072172 2H'-17 =0 "=l C= =ORrr—

ACK ACK _ACK ACK
4, -4, -4, |

an UL cell, the HARQ-ACK and RI information are multiplexed with data on both UL-SCH transport blocks.

. In case where more than one UL-SCH transport block are transmitted in a subframe of

The number of modulation symbols per layer in the subframe is given by H,,,, = H'+ Q}U . The output bit sequence
from the channel interleaver is derived as follows:

(1) Assign C,,,. =N SPYEISbCH to be the number of columns of the matrix. The columns of the matrix are numbered 0,

1,2,...,C,,, —1 from left to right. NJ3" is determined according to section 5.2.2.6.

(2) The number of rows of the matrix is R, = (H total Om " N© )/ C,. and we define R, =R, / (Qm "N, )

The rows of the rectangular matrix are numbered 0, 1, 2,..., R, —1 from top to bottom.

RI

(3) If rank information is transmitted in this subframe, the vector sequence qgj , qfl o dy o is written onto

qRI
7 Z0p-1
the columns indicated by Table 5.2.2.8-1, and by sets of (Qm ‘N, L) rows starting from the last row and moving
upwards according to the following pseudo-code.

Set i, jto 0.
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Setrto R/

mux -1
while i < Qf;
cgs = Column Set( )

RI

YrsCopxers ~ i
i=i+l
r=R...—1-|i/4]
j= ( j+ 3)mod 4
end while
Where ColumnSet is given in Table 5.2.2.8-1 and indexed left to right from 0 to 3.

(4) Write the input vector sequence, for k=0, 1,..., H'—1, into the (Rmux X Cmux) matrix by sets of (Qm -N L) rows
starting with the vector Y, in column 0 and rows 0 to (Qm "N, - 1) and skipping the matrix entries that are

already occupied:

Yo Y Y, J_}cmux 1
y e y
—C.mux —Cm.ux+1 —Cmfax+2 ) —zcr(mx_l
Yoo Y o Yoo I
(R ~DXCpue =R DX Cppye 1 = (R =X Cppyr +2 (R *Cpx =)

The pseudocode is as follows:
Seti, ktoO.
while k <H',

if Y, is not assigned to RI symbols

Y =&
k=k+1
end if
i=1i+1
end while
(5) If HARQ-ACK information is transmitted in this subframe, the vector sequence q gCK .q IACK .q ;CK ,...,_gffk »

is written onto the columns indicated by Table 5.2.2.8-2, and by sets of (Qm -N L) rows starting from the last row

and moving upwards according to the following pseudo-code. Note that this operation overwrites some of the
channel interleaver entries obtained in step (4).

Set i, j to 0.

Setrto R, —1

while i < Qg

Cuck = ColumnSet(j)
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Y e =0

i=i+1

r =Ry, —1-|i/4]

j= (j + 3)m0d 4
end while

Where ColumnSet is given in Table 5.2.2.8-2 and indexed left to right from 0 to 3.

(6) The output of the block interleaver is the bit sequence read out column by column from the (Rmux xC mw)

matrix. The bits after channel interleaving are denoted by ho " hl R h2 s 11 HAN, O 1 > where VL is the number

of layers the corresponding UL-SCH transport block is mapped onto.

Table 5.2.2.8-1: Column set for Insertion of rank information.

CP configuration Column Set
Normal {1,4,7,10}
Extended {0, 3, 5, 8}

Table 5.2.2.8-2: Column set for Insertion of HARQ-ACK information.

CP configuration Column Set
Normal {2,3,8,9}
Extended {1,2,6,7}

5.2.3 Uplink control information on PUCCH

Data arrives to the coding unit in the form of indicators for measurement indication, scheduling request and HARQ
acknowledgement.

Three forms of channel coding are used,

— one for HARQ-ACK and for combination of HARQ-ACK and periodic CSI transmitted on PUCCH format 3,
including the cases with scheduling request,

— another for the channel quality information CQI/PMI transmitted on PUCCH format 2,

— and another for combination of CQI/PMI and HARQ-ACK transmitted on PUCCH format 2/2a/2b.

ao,al,...,aA_l l

Channel coding

bosbyrnbp i

Figure 5.2.3-1: Processing for UCI.
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5.2.3.1 Channel coding for UCI HARQ-ACK

The HARQ-ACK bits are received from higher layers for each subframe of each cell. Each positive acknowledgement
(ACK) is encoded as a binary ‘1’ and each negative acknowledgement (NACK) is encoded as a binary ‘0’. For the case
where PUCCH format 3 [2] is configured by higher layers and is used for transmission of the HARQ-ACK feedback
information, the HARQ-ACK feedback consists of the concatenation of HARQ-ACK bits for each of the serving cells.
For cells configured with transmission modes 1, 2, 5, 6 or 7 [3], i.e., single codeword transmission modes, 1 bit of
HARQ-ACK information, a, , is used for that cell. For cells configured with other transmission modes, 2 bits of

HARQ-ACK information are used for those cells, i.e., a;,a;,; with a, corresponding to HARQ-ACK bit for

codeword 0 and a,,, corresponding to that for codeword 1.

Define O"“® as the number of HARQ-ACK feedback bits and N FYSEHPmat 46 the number of HARQ-ACK

feedback bits including the possible concurrent transmission of scheduling request and/or periodic CSI when PUCCH
format 3 is used for transmission of HARQ-ACK feedback (section 10.1 in [3]).

For FDD, the sequence of bits 50ACK , 51ACK s 50A ACCI,QI is the result of the concatenation of HARQ-ACK bits for

different cells according to the following pseudo-code:
Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

Set j = 0 — HARQ-ACK bit index

Set N2 to the number of cells configured by higher layers for the UE

cells

DL

while ¢ < NCC]]S

if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

~ ACK
0

HARQ-ACK bit of this cell

j=i+1
else

~ ACK
0

HARQ-ACK bit corresponding to the first codeword of this cell

j=i+1

~ ACK
0

HARQ-ACK bit corresponding to the second codeword of this cell

j=i+1
end if
c=c+1
end while

For the aggregation of more than one DL cell including a primary cell using FDD and at least one secondary cell using

ACK ~ ACK

TDD, the sequence of bits 50ACK ,0, " s P is the result of the concatenation of HARQ-ACK bits for different

cells. Define N4 as the number of cells configured by higher layers for the UE and BCDL as the number of subframes

for which the UE needs to feed back HARQ-ACK bits in UL subframe n for the c-th serving cell. For a cell using TDD,
the subframes are determined by the DL-reference UL/DL configuration if the UE is configured with higher layer
parameter eimta-HargReferenceConfig, and determined by the UL/DL configuration otherwise. For a cell using TDD,

Bf)L =1 if subframe n-4 in the cell is a DL subframe or a special subframe with special subframe configurations
1/2/3/4/6/7/8/9 and normal downlink CP or a special subframe with special subframe configurations 1/2/3/5/6/7 and
extended downlink CP, and BCDL =0 otherwise. For a cell using FDD, BCDL =1.
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.. ~ACK ~ACK  ~ACK . . .
The sequence of bits 05,0, " ,...,0 pucx _, is performed according to the following pseudo-code:

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 — HARQ-ACK bit index

DL

while ¢ < N s

if B” =1
if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

0 = HARQ-ACK bit of this cell

j=j+1
else

0 jACK = HARQ-ACK bit corresponding to the first codeword of this cell

j=j+1

A

0 ; &= HARQ-ACK bit corresponding to the second codeword of this cell

j=j+1
end if
end if
c=c+1
end while

ACK ~ ACK

For the cases with TDD primary cell, the sequence of bits 50ACK . 51 3ees 0 fuck is obtained from the HARQ-ACK

bits for different cells and different subframes.

Define N CZG)IL,S as the number of cells configured by higher layers for the UE and BCDL as the number of subframes for
which the UE needs to feed back HARQ-ACK bits in cell ¢ as defined in Section 7.3 of [3].

The number of HARQ-ACK bits k£ and the number of HARQ-ACK bits after spatial bundling &, are computed as
follows:

Set k= 0 — counter of HARQ-ACK bits
Set k, = 0 — counter of HARQ-ACK bits after spatial bundling

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell

DL

while ¢ < Ncells

set[=0;
while / < B
if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

k=k+1
ky=1rky,+ 1
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else
k=k+2
kv=hkp+1
end if
=11
end while
c=c+1
end while

In case the transmission of HARQ-ACK feedback using PUCCH format 3 coincides with a sub-frame configured to the
UE by higher layers for transmission of scheduling request, the number of scheduling request bit O® is 1; otherwise
OSR=0.

In case the transmission of HARQ-ACK feedback using PUCCH format 3 coincides with a sub-frame configured to the
UE by higher layers for transmission of periodic CSI, O is the number of periodic CSI bit(s) for the CSI report as
defined in section 7.2.2 [3]; otherwise OS'=0.

The number of HARQ-ACK feedback bits 0K is computed as follows:

Set k., =20 when TDD is used in all the configured serving cell(s) of the UE and k., =21 when FDD is used in at
least one of the configured serving cells with TDD primary cell.
If k <k, and 0" =0, orif k+0" + 03 <22 and 0% >0, orif k, + 0" + 0% >22 and k <k, , then
04K _
else,
- 0K =k,.

If 04°€ = , the multiplexing of HARQ-ACK bits is performed according to the following pseudo-code:
Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 — HARQ-ACK bit index

while ¢ < N2%

set[=0;
while / < B>

if transmission mode configured in cell ¢ € {1,2,5,6,7} -- 1 bit HARQ-ACK feedback for this cell

0" =0/ HARQ-ACK bit of this cell as defined in Section 7.3 of [3]

j=j+1
else

[NI.ACK , 5;110(] = [OiglK , Oigﬁl] HARQ-ACK bit of this cell as defined in Section 7.3 of [3]

j=j+2
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end if

=11
end while
c=c+1

end while

If 04K = ky,, spatial bundling is applied to all subframes in all cells and the multiplexing of HARQ-ACK bits is
performed according to the following pseudo-code

Set ¢ = 0 — cell index: lower indices correspond to lower RRC indices of corresponding cell
Set j = 0 — HARQ-ACK bit index

DL

while ¢ < NCL’[[S

set[=0;
while /< B”*

if transmission mode configured in cell ¢ € {1,2,5,6,7} — 1 bit HARQ-ACK feedback for this cell

5J.ACK = ofICK HARQ-ACK bit of this cell as defined in Section 7.3 of [3]
j=i+1
else
~ACK _ _ACK .. . . .
0, =0, binary AND operation of the HARQ-ACK bits corresponding to the first and second

codewords of this cell as defined in Section 7.3 of [3]
j=i+1
end if
[=H1
end while
c=c+1
end while

In case the transmission of HARQ-ACK feedback using PUCCH format 3 [2] coincides with a sub-frame configured to
the UE by higher layers for transmission of scheduling request, the scheduling request bit (1 = positive SR; 0 = negative
SR) is appended at the end of the sequence of concatenated HARQ-ACK bits.

In case the transmission of HARQ-ACK feedback using PUCCH format 3 [2] coincides with a sub-frame configured to
the UE by higher layers for transmission of periodic CSI, and periodic CSI is not dropped as defined in section 7.3.2
and section 10.1.1 of [3], the periodic CSI bits for the CSI report as defined in section 7.2.2 [3] are appended at the end

of the sequence of concatenated HARQ-ACK bits and scheduling request bit (if any). As with the transmission of the
scheduling request, the procedure above is used with N E%CH format3 i cluding the number of periodic CSI bits and

scheduling request bit (if any).

PUCCH format 3 ACK
For N~ .

<11, the bit sequence a,a;,a,,...,, aNE%CH format3_ is obtained by setting a; = 0;
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. . . . ~ ACK -p . -
For 11< NE%CH format3 < 23 | the bit sequence A @y, Ay senes s Ay PUCCH format3_, 1S obtained by setting a,,, =o0; if i is
AlI'N

1

even and a =0; if i is odd.
’-N‘;’%CHW”’”’3/21+(1‘-1)/2 i

PUCCH format 3 : :
For N, /n <11, the sequence of bits a, g, a,,...,, aNE%CH format3_, 1 encoded as follows

PUCCH format 3
Narn =

b, = Z(an M, , )modZ

i
n=0

where i =0, 1, 2, ..., 31 and the basis sequences M, , are defined in Table 5.2.2.6.4-1.

The output bit sequence b,b,,b,,...,,bp_; is obtained by circular repetition of the sequence Eo , I;l , 1;2 yerers 1;31

bi :b(im0d32)
where i=0, 1, 2, ..., B-1 and where B:4~NS]§B.

For 11 < NRUCCHTrmat3 <55 the sequences of bits a,a,,a, ’.“”a’VNB[/JSCH ﬁ,mmw/zL and

a( PUCCH format 3 }a[ PUCCH format 3 -Laa’— PUCCH format 3 -L seerss @ pUCCH formats_, ar€ encoded as follows
NS /2 NS 1241 7N /212 NS -1

PUCCH format 3
(NA/N /21—1

b, = Z(an M, )modZ
n=0

PUCCH format 3 PUCCH format 3
~ NN {NA/N /2}1

bi = . (G{Nz%%cmbmaw/zlm 'Mi,n )mOdz
n=

where i=0, 1, 2, ..., 23 and the basis sequences M, are defined in Table 5.2.2.6.4-1.

The output bit sequence by, b;,b;,...,,bp_, where B=4-NXPis obtained by the alternate concatenation of the bit

sequences go,gl,gz,...,,gz3 and 170,51,172,...,,1;23 as follows
Seti,j=0

while i <4- NP

b=b,, by =b

Jj+1
bi+2 = bj > bz‘+3 =bj+l
i=i+4
j=j+2

end while

When PUCCH format 3 is not used for transmission of HARQ-ACK feedback, the HARQ-ACK bits are processed for
transmission according to section 10.1 in [3].
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5.23.2 Channel coding for UCI scheduling request

The scheduling request indication is received from higher layers and is processed according to [2].

5.2.3.3 Channel coding for UCI channel quality information

The channel quality bits input to the channel coding block are denoted by a,a,,a,,4as,...,a ,_; where 4 is the number

of bits. The number of channel quality bits depends on the transmission format as indicated in section 5.2.3.3.1 for
wideband reports and in section 5.2.3.3.2 for UE-selected subbands reports.

The channel quality information is coded using a (20, 4) code. The code words of the (20, 4) code are a linear
combination of the 13 basis sequences denoted M, and defined in Table 5.2.3.3-1.

Table 5.2.3.3-1: Basis sequences for (20, A) code.

i | Mio | Mig | Miz | Miz | Mig | Mis | Mis | Mi7 | Mig | Mio | Mitwo | Min | Mi2
0 1 1 0 0 0 0 0 0 0 0 1 1 0
1 1 1 1 0 0 0 0 0 0 1 1 1 0
2 1 0 0 1 0 0 1 0 1 1 1 1 1
3 1 0 1 1 0 0 0 0 1 0 1 1 1
4 1 1 1 1 0 0 0 1 0 0 1 1 1
5 1 1 0 0 1 0 1 1 1 0 1 1 1
6 1 0 1 0 1 0 1 0 1 1 1 1 1
7 1 0 0 1 1 0 0 1 1 0 1 1 1
8 1 1 0 1 1 0 0 1 0 1 1 1 1
9 1 0 1 1 1 0 1 0 0 1 1 1 1
10 1 0 1 0 0 1 1 1 0 1 1 1 1
11 1 1 1 0 0 1 1 0 1 0 1 1 1
12 1 0 0 1 0 1 0 1 1 1 1 1 1
13 1 1 0 1 0 1 0 1 0 1 1 1 1
14 1 0 0 0 1 1 0 1 0 0 1 0 1
15 1 1 0 0 1 1 1 1 0 1 1 0 1
16 1 1 1 0 1 1 1 0 0 1 0 1 1
17 1 0 0 1 1 1 0 0 1 0 0 1 1
18 1 1 0 1 1 1 1 1 0 0 0 0 0
19 1 0 0 0 0 1 1 0 0 0 0 0 0
After encoding the bits are denoted by b,,b,,b,,b;,...,b5_; where B =20 and with
A-1
b, = Z(a,, M, , )mod2 wherei=0, 1,2, ..., B-1.
n=0
5.2.3.3.1 Channel quality information formats for wideband reports

Table 5.2.3.3.1-1 shows the fields and the corresponding bit widths for the channel quality information feedback for
wideband reports for PDSCH transmissions associated with a transmission mode 1, transmission mode 2, transmission
mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting, transmission mode 9
configured without PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port.
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Table 5.2.3.3.1-1: UCI fields for channel quality information feedback for wideband CQlI reports
(transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port).

Field Bit width
Wide-band CQlI 4

Table 5.2.3.3.1-2 shows the fields and the corresponding bit widths for the channel quality and precoding matrix
information feedback for wideband reports for PDSCH transmissions associated with transmission mode 4,
transmission mode 5, transmission mode 6, and transmission mode 8 configured with PMI/RI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.1-2: UClI fields for channel quality information feedback for wideband CQlI reports
(transmission mode 4, transmission mode 5, transmission mode 6, and transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank >1
Wide-band CQl 4 4 4 4
Spatial differential CQl 0 3 0 3
Precoding matrix indicator 2 1 4 4

Table 5.2.3.3.1-2A and Table 5.2.3.3.1-2B show the fields and the corresponding bit widths for the channel quality and
precoding matrix information feedback for wideband reports for PDSCH transmissions associated with transmission
mode 9 configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and
transmission mode 10 configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.1-2A: UCI fields for transmission of wideband CQI and precoding information (i2)
(transmission mode 9 configured with PMI/RI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 10 configured with PMI/RI
reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports 8 antenna ports
Rank= | Rank= | Rank= | Rank> | Rank = Rank = Rank = | Rank >

1 2 1 1 1 2,3 4 4

Wide-band CQl 4 4 4 4 4 4 4 4

Spatial differential CQI 0 3 0 3 0 3 3 3
Wide-band PMI (2 or 4

antenna ports) 2 1 4 4 4 4 3 0
or i2 (8 antenna ports)

Table 5.2.3.3.1-2B: UCI fields for transmission of wideband CQI and precoding information (i1, i2) for
transmission mode 9 configured with PMI/RI reporting with 8 antenna ports and transmission mode
10 configured with PMI/RI reporting with 8 antenna ports

Bit width
Field 8 antenna ports
Rank=1 | Rank=2 | Rank=3 | Rank=4 | Rank=5 | Rank=6 | Rank=7 | Rank = 8
Wide-band CQl 4 4 4 4 4 4 4 4
Spatial differential CQl 0 3 3 3 3 3 3 3
i1 3 3 1 1 2 2 2 0
Wide-band i2 1 1 3 3 0 0 0 0

Table 5.2.3.3.1-2C and Table 5.2.3.3.1-2D show the fields and the corresponding bit widths for the channel quality and
precoding matrix information feedback for wideband reports for PDSCH transmissions for 4 antenna ports associated
with transmission modes 8, 9 and 10 configured with PMI/RI reporting and alternativeCodeBookEnabledFor4TX-

r12=TRUE.
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Table 5.2.3.3.1-2C: UCI fields for transmission of wideband CQI and precoding information (i2) with 4
antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna ports and
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Rank =1 Rank =2 Rank =3 Rank =4
Wide-band CQl 4 4 4 4
Spatial differential CQI 0 3 3 3
Wideband i2 4 4 4 4

Table 5.2.3.3.1-2D: UCI fields for transmission of wideband CQIl and precoding information (i1, i2)
with 4 antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna
ports and alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Rank =1 Rank = 2 Rank = 3 Rank =4
Wide-band CQl 4 4 4 4
Spatial differential CQl 0 3 3 3
i1 2 2 0 0
Wideband i2 2 2 4 4

Table 5.2.3.3.1-3 shows the fields and the corresponding bit widths for the rank indication feedback for wideband
reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4, transmission mode 8
configured with PMI/RI reporting, transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports, and
transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports.

Table 5.2.3.3.1-3: UCI fields for rank indication feedback for wideband reports (transmission mode 3,
transmission mode 4, transmission mode 8 configured with PMI/RI reporting, transmission mode 9
configured with PMI/RI reporting with 2/4/8 antenna ports, and transmission mode 10 configured with
PMI/RI reporting with 2/4/8 antenna ports).

Bit width

Field

2 antenna ports

4 antenna ports

8 antenna ports

Max 2 layers | Max 4 layers

Max 2 layers

Max 4 layers

Max 8 layers

Rank indication

1

1 2

1

2

3

Table 5.2.3.3.1-3A shows the fields and the corresponding bit widths for the joint transmission of rank indication and il
for wideband reports for PDSCH transmissions associated with transmission mode 9 and transmission mode 10.

Table 5.2.3.3.1-3A: UCI fields for joint report of Rl and i1 (transmission mode 9 configured with PMI/RI
reporting with 2/4/8 antenna ports except with alternativeCodeBookEnabledFor4TX-r12 =TRUE and
transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12 =TRUE)

Field

Bit width

2 antenna ports

4 antenna ports

8 antenna ports

Max 2 layers | Max 4 layers

Max 2 layers

Max 4 layers

Max 8 layers

Rank indication

1

1 2

i1

4

5

5

Table 5.2.3.3.1-3B shows the fields and the corresponding bit widths for the joint transmission of rank indication and il
for wideband reports for PDSCH transmissions associated with transmission modes 8, 9 and 10 configured with PMI/RI
reporting with 4 antenna ports and alternativeCodeBookEnabledFor4TX-r12 =TRUE.
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Table 5.2.3.3.1-3B: UCI fields for joint report of Rl and i1 with 4 antenna ports (transmission modes 8,
9 and 10 configured with PMI/RI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-

r12=TRUE)
Bit width
Field 4 antenna ports
Max 2 layers Max 4 layers
Rank indication and i1 4 5

The channel quality bits in Table 5.2.3.3.1-1 through Table 5.2.3.3.1-3B form the bit sequence a,,a,,da,,ds,...,a 4,
with a, corresponding to the first bit of the first field in each of the tables, a; corresponding to the second bit of the
first field in each of the tables, and a ,_; corresponding to the last bit in the last field in each of the tables. The first bit
of each field corresponds to MSB and the last bit LSB. The RI feedback for one bit is mapped according to Table

RI

5.2.2.6-5 with o(f[ replaced by a,, . The RI feedback for two bits is mapped according to Table 5.2.2.6-6 with oé" , 0

replaced by a;,q, . The RI feedback for three bits is mapped according to Table 5.2.2.6-7 with o(lfl , olRI , 051 replaced

by a,,a,,a, . The mapping for the jointly coded Rl and i1 is provided in Table 7.2.2-1E of [3].

When multiplexed with UL-SCH, the channel coding and multiplexing for the transmission configurations in Table
5.2.3.3.1-3, Table 5.2.3.3.1-3A and Table 5.2.3.3.1-3B is performed assuming RI transmission in section 5.2.2.6. All
other transmission configurations in this section are coded and multiplexed assuming CQI/PMI transmission in section
5.2.2.6.

5.2.3.3.2 Channel quality information formats for UE-selected sub-band reports

Table 5.2.3.3.2-1 shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 1, transmission
mode 2, transmission mode 3, transmission mode 7, transmission mode 8 configured without PMI/RI reporting,
transmission mode 9 configured without PMI/RI reporting or configured with 1 antenna port, and transmission mode 10
configured without PMI/RI reporting or configured with 1 antenna port.

Table 5.2.3.3.2-1: UClI fields for channel quality information feedback for UE-selected sub-band CQl
reports (transmission mode 1, transmission mode 2, transmission mode 3, transmission mode 7,
transmission mode 8 configured without PMI/RI reporting, transmission mode 9 configured without
PMI/RI reporting or configured with 1 antenna port, and transmission mode 10 configured without
PMI/RI reporting or configured with 1 antenna port)

Field Bit width
Sub-band CQl 4
Sub-band label 1or2

Table 5.2.3.3.2-2 shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission mode 4, transmission
mode 5, transmission mode 6, and transmission mode 8 configured with PMI/RI reporting except with
alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-2: UCI fields for channel quality information feedback for UE-selected sub-band
reports (transmission mode 4, transmission mode 5, transmission mode 6 and transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank >1
Sub-band CQl 4 4 4 4
Spatial differential CQl 0 3 0 3
Sub-band label 1or2 1or2 1or2 1or2

Table 5.2.3.3.2-2A and Table 5.2.3.3.2-2B show the fields and the corresponding bit widths for the sub-band channel
quality information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission
mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports except with alternativeCodeBookEnabledFor4TX-
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r12=TRUE, and transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-2C shows the fields and the corresponding bit widths for the sub-band channel quality information
feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission modes 8, 9 and 10
configured with PMI/RI reporting and alternativeCodeBookEnabledFor4TX-r12 =TRUE.

Table 5.2.3.3.2-2A: UCI fields for channel quality information feedback for UE-selected sub-band
reports (transmission mode 9 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission mode 10 configured with PMI/RI

reporting with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank >1
Wide-band CQl 0 0 0 0
Sub-band CQl 4 4 4 4
Spatial differential CQl 0 3 0 3
Wide-band i2 0 0 0 0
Sub-band i2 0 0 0 0
Sub-band label 1or2 1or2 1or2 1or2

Table 5.2.3.3.2-2B: UCI fields for channel quality feedback for UE-selected sub-band reports
(transmission mode 9 configured with PMI/RI reporting with 8 antenna ports and transmission mode
10 configured with PMI/RI reporting with 8 antenna ports)

Bit width
Field 8 antenna ports
Rank =1 Rank =2, 3 Rank =4 Rank =5, 6, 7 Rank =8
PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1
Wide-band CQl 4 0 4 0 4 0 4 0 4 0
Sub-band CQlI 0 4 0 4 0 4 0 4 0 4
Spatial differential CQl 0 0 3 3 3 3 3 3 3 3
Wide-band i2 4 0 4 0 3 0 0 0 0 0
Sub-band i2 0 4 0 2 0 2 0 0 0 0
Sub-band label 0 1or2 0 1or2 0 1or2 0 1o0r2 0 1or2

Table 5.2.3.3.2-2C: UCI fields for channel quality feedback for UE-selected sub-band reports with 4
antenna ports (transmission modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna ports and
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Rank =1 Rank = 2 Rank = 3 | Rank=4

PTI=0 | PTI=1 | PTI=0 | PTI=1 PTI=1 PTI=1
Wide-band CQl 4 0 4 0 0 0
Sub-band CQI 0 4 0 4 4 4
Spatial differential CQl 0 0 3 3 3 3
Wide-band i2 4 0 4 0 0 0
Sub-band i2 0 4 0 2 2 2

Sub-band label 0 1or2 0 1or2 1or2 1or2

Table 5.2.3.3.2-3 shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission
mode 4, transmission mode 5, transmission mode 6 and transmission mode 8 configured with PMI/RI reporting except
with alternativeCodeBookEnabledFor4TX-r12=TRUE.
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Table 5.2.3.3.2-3: UCI fields for channel quality information feedback for UE-selected sub-band CQl
reports (transmission mode 4, transmission mode 5, transmission mode 6 and transmission mode 8
configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1
Wide-band CQl 4 4 4 4
Spatial differential CQI 0 3 0 3
Precoding matrix indicator 2 1 4 4

Table 5.2.3.3.2-3A and Table 5.2.3.3.2-3B show the fields and the corresponding bit widths for the wide-band channel
quality and precoding matrix information feedback for UE-selected sub-band reports for PDSCH transmissions
associated with transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE and transmission mode 10 configured with PMI/RI reporting with
2/4/8 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-3C shows the fields and the corresponding bit widths for the wide-band channel quality and precoding
matrix information feedback for UE-selected sub-band reports for PDSCH transmissions associated with transmission

modes 8, 9 and 10 configured with PMI/RI reporting, 4 antenna ports and alternativeCodeBookEnabledFor4TX-
rl12=TRUE.

Table 5.2.3.3.2-3A: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports (transmission mode 9 configured with PMI/RI reporting
with 2/4 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE, and transmission
mode 10 configured with PMI/RI reporting with 2/4 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 2 antenna ports 4 antenna ports
Rank=1 | Rank=2 | Rank=1 | Rank > 1
Wide-band CQl 4 4 4 4
Spatial differential CQl 0 3 0 3
i1 0 0 0 0
Wide-band i2 2 1 4 4

Table 5.2.3.3.2-3B: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports (transmission mode 9 configured with PMI/RI reporting
with 8 antenna ports and transmission mode 10 configured with PMI/RI reporting with 8 antenna

ports)
Bit width
. 8 antenna ports
Field Rank = 1 Rank = 2 Rank = 3
PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1
Wide-band CQI 0 4 0 4 0 4
Spatial differential CQl 0 0 0 3 0 3
i1 4 0 4 0 2 0
Wide-band i2 0 4 0 4 0 4
Bit width
. 8 antenna ports
AL Rank=4 | Rank=5,6,7 | Rank=8
PTI=0 | PTI=1 | PTI=0 | PTI=1 | PTI=0 | PTI=1
Wide-band CQI 0 4 0 4 0 4
Spatial differential CQl 0 3 0 3 0 3
i1 2 0 2 0 0 0
Wide-band i2 0 3 0 0 0 0
3GPP
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Table 5.2.3.3.2-3C: UCI fields for wide-band channel quality and precoding matrix information
feedback for UE-selected sub-band reports with 4 antenna ports (transmission modes 8, 9 and 10
configured with PMI/RI reporting and alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Rank =1 Rank =2 Rank =3 | Rank=4
PTI=0 | PTI=1 | PTI=0 | PTI=1 PTI=1 PTI=1
Wide-band CQl 0 4 0 4 4 4
Spatial differential CQl 0 0 0 3 3 3
i1 4 0 4 0 0 0
Wide-band i2 0 4 0 4 4 4

Table 5.2.3.3.2-4 shows the fields and the corresponding bit width for the rank indication feedback for UE-selected sub-
band reports for PDSCH transmissions associated with transmission mode 3, transmission mode 4, and transmission
mode 8 configured with PMI/RI reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE.

Table 5.2.3.3.2-4: UCI fields for rank indication feedback for UE-selected sub-band reports
(transmission mode 3, transmission mode 4, and transmission mode 8 configured with PMI/RI
reporting except with alternativeCodeBookEnabledFor4TX-r12=TRUE).

Bit width
Field 2 antenna ports 4 antenna ports
Max 2 layers Max 4 layers
Rank indication 1 1 2

Table 5.2.3.3.2-4A and Table 5.2.3.3.2-4B show the fields and the corresponding bit width for the rank indication and
precoder type indication (PTI) feedback for UE-selected sub-band reports for PDSCH transmissions associated with
transmission mode 8 configured with PMI/RI reporting and alternativeCodeBookEnabledFor4TX-r12 =TRUE,

transmission mode 9 configured with PMI/RI reporting with 2/4/8 antenna ports and transmission mode 10 configured
with PMI/RI reporting with 2/4/8 antenna ports.

Table 5.2.3.3.2-4A: UCI fields for joint report of Rl and PTI (transmission mode 9 configured with
PMI/RI reporting with 2/4/8 antenna ports except with alternativeCodeBookEnabledFor4TX-r12=TRUE,
and transmission mode 10 configured with PMI/RI reporting with 2/4/8 antenna ports except with
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
. 4 antenna ports 8 antenna ports
Field A ELI ) Max 2 Max 4 Max 2 Max 4 Max 8
ports

layers layers layers layers layers

Rank indication 1 1 2 1 2 3

Precoder type ) ) ) 1 1 1

indication

Table 5.2.3.3.2-4B: UCI fields for joint report of Rl and PTI with 4 antenna ports (transmission mode 8,
transmission mode 9 and transmission mode 10 configured with PMI/RI reporting and
alternativeCodeBookEnabledFor4TX-r12=TRUE)

Bit width
Field 4 antenna ports
Max 2 layers | Max 4 layers
Rank indication 1 2
Precoder type indication 1 1

The channel quality bits in Table 5.2.3.3.2-1 through Table 5.2.3.3.2-4B form the bit sequence a,a;,a,,a;,...,a 4
with a, corresponding to the first bit of the first field in each of the tables, a; corresponding to the second bit of the
first field in each of the tables, and a ,_; corresponding to the last bit in the last field in each of the tables. The first bit
of each field corresponds to MSB and the last bit LSB. The RI feedback for one bit is mapped according to Table

5.2.2.6-5 with o{f’ replaced by a,, . The RI feedback for two bits is mapped according to Table 5.2.2.6-6 with oéu , olR[
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replaced by a;,q, . The RI feedback for three bits is mapped according to Table 5.2.2.6-7 with oé" , olR’ , 05' replaced
by a,,a,,a,.

When multiplexed with UL-SCH, the channel coding and multiplexing for the transmission configurations in Table
5.2.3.3.2-4, Table 5.2.3.3.2-4A and Table 5.2.3.3.2-4B is performed assuming RI transmission in section 5.2.2.6. All
other transmission configurations in this section are coded and multiplexed assuming CQI/PMI transmission in section
5.2.2.6.

5234 Channel coding for UCI channel quality information and HARQ-ACK

This section defines the channel coding scheme for the simultaneous transmission of channel quality information and
HARQ-ACK information in a subframe.

When normal CP is used for uplink transmission, the channel quality information is coded according to section 5.2.3.3
with input bit sequence ay,a;,a5,d},....a s, and output bit sequence by, b(,b5,b5,...,b5_, where B'=20. The
HARQ-ACK bits are denoted by a; in case one HARQ-ACK bit or ag,a; in case two HARQ-ACK bits are reported

per subframe. Each positive acknowledgement (ACK) is encoded as a binary ‘1’ and each negative acknowledgement
(NACK) is encoded as a binary ‘0’.

The output of this channel coding block for normal CP is denoted by b,,b,,b,,b5,...,b5_;, Where
b, =b/,i=0,..,B'—1

In case one HARQ-ACK bit is reported per subframe:
by =aj and B=(B'+1)

In case two HARQ-ACK bits are reported per subframe:
by =aj, by, =aj and B=(B'+2)

When extended CP is used for uplink transmission, the channel quality information and the HARQ-ACK bits are jointly
coded. The HARQ-ACK bits are denoted by ag in case one HARQ-ACK bit or [a(’;,a{’] in case two HARQ-ACK bits

are reported per subframe.

The channel quality information denoted by ay,ay,a5,4d;,...,a’y_; is multiplexed with the HARQ-ACK bits to yield the

sequence a,d;,d,,d3,...,d 4_; as follows
a;=aj,i=0,.,4"-1
and
ay =apand 4= (A’ + 1) in case one HARQ-ACK bit is reported per subframe, or

ay =ag, a(q41) = aj and 4= (A’ + 2) in case two HARQ-ACK bits are reported per subframe.

The sequence a,qa;,a,,as;,....,a 4_; is encoded according to section 5.2.3.3 to yield the output bit sequence
by,by,by,bs,...,05_; where B=20.

5.2.4 Uplink control information on PUSCH without UL-SCH data
When control data are sent via PUSCH without UL-SCH data, the following coding steps can be identified:

—  Channel coding of control information

—  Control information mapping
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—  Channel interleaver

5241 Channel coding of control information

Control data arrives at the coding unit in the form of channel quality information (CQI and/or PMI), HARQ-ACK and
rank indication. Different coding rates for the control information are achieved by allocating different number of coded
symbols for its transmission. When the UE transmits HARQ-ACK bits or rank indicator bits, it shall determine the

number of coded symbols Q" for HARQ-ACK or rank indicator as

PUSCH PUSCH PUSCH
O-M P -N symb ﬂof;&et 4.M PUSCH
> sc

Q' =min
OCQ] ~MIN

where O is the number of HARQ-ACK bits as defined in section 5.2.2.6, or rank indicator bits, OCQI— w18 the

number of CQI bits including CRC bits assuming rank equals to 1 for all serving cells for which an aperiodic CSI report

is triggered [3], M :;USCH is the scheduled bandwidth for PUSCH transmission in the current subframe expressed as a

number of subcarriers in [2], and N Sl;[éleCH is the number of SC-FDMA symbols in the current PUSCH transmission
sub-frame given by N ;,%%CH = (2 ( sL;;b —1)— N gps ), where N, is equal to 1 if UE is configured to send PUSCH and

SRS in the same subframe for the current subframe, or if the PUSCH resource allocation for the current subframe even
partially overlaps with the cell-specific SRS subframe and bandwidth configuration defined in section 5.5.3 of [2], or if
the current subframe is a UE-specific type-1 SRS subframe as defined in Section 8.2 of [3], or if the current subframe is
a UE-specific type-0 SRS subframe as defined in section 8.2 of [3] and the UE is configured with multiple TAGs.

Otherwise N g, is equal to 0.

. : PUSCH HARQ-ACK | COI HARQ-ACK
For HARQ-ACK information Q,x =Q,, - Q" and [ B, = oﬁ@,etQ / ﬂoﬁget ], where ﬂoﬁ,setQ shall be

determined according to [3].

For rank indication Q, =Q, - Q" and [ ﬂ;}ff,CH = ﬁ;}flse, / ﬂ(;gelt ], where ﬂ;}éet shall be determined according to
[3].

For CQI and/or PMI information Ocor =N PUSCH v p P USCH 0, — 0

symb

The channel coding and rate matching of the control data is performed according to section 5.2.2.6. The coded output
sequence for channel quality information is denoted by ¢,,4,,4,,45,...,q i1 the coded vector sequence output for

HARQ-ACK is denoted by ngK , quK , q;CK yeees g g,CK . and the coded vector sequence output for rank indication is
= = = —=Quck -
RI RI RI RI
denoted by q, -4, -4, ,...,ng’_l .
5242 Control information mapping

The input are the coded bits of the channel quality information denoted by ¢,,4,,4,,95,...,4 Ocor 1 The output is
denoted by 8)08,°8,:8m 8 1 1> where H = QCQ, and H'=H/Q,,, and wheregi ,i=0,.,H -1 are column
vectors of length Q,,. H is the total number of coded bits allocated for CQI/PMI information.

The control information shall be mapped as follows:

Setj, kto 0
while j <O,

T
&, =[q‘,‘ ~~q_/‘+Qm—I]
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j=i+0n
k=k+1
end while
5243 Channel interleaver
The vector sequences 88,8, 8, c_](};[,glm,ggl,...,zg;[ O and ggCK ,gIACK,g;CK ,...,ggff[(_] are channel

interleaved according section 5.2.2.8. The bits after channel interleaving are denoted by 4y, A, ,hy s hy -

5.3 Downlink transport channels and control information

If the UE is configured with a Master Cell Group (MCG) and Secondary Cell Group (SCG) [6], the procedures
described in this clause are applied to the MCG and SCG, respectively. When the procedures are applied to a SCG, the
term primary cell refers to the primary SCell (PSCell) of the SCG.

5.31 Broadcast channel

Figure 5.3.1-1 shows the processing structure for the BCH transport channel. Data arrives to the coding unit in the form
of a maximum of one transport block every transmission time interval (TTI) of 40ms. The following coding steps can
be identified:

— Add CRC to the transport block
— Channel coding
— Rate matching

The coding steps for BCH transport channel are shown in the figure below.

Ay, Qe @y l

CRC attachment

C0»ClaenrCr] v

Channel coding

d,d",...dy),

Rate matching

eo,e],...,eE_] l

Figure 5.3.1-1: Transport channel processing for BCH.

5.3.1.1 Transport block CRC attachment

Error detection is provided on BCH transport blocks through a Cyclic Redundancy Check (CRC).
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The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
lbyay,a,,a,,as,...,a ., and the parity bits by p,, py, ps, P3,..., P1_; - A 1s the size of the transport block and set to

24 bits and L is the number of parity bits. The lowest order information bit a¢ is mapped to the most significant bit of
the transport block as defined in section 6.1.1 of [5].

The parity bits are computed and attached to the BCH transport block according to section 5.1.1 setting L to 16 bits.
After the attachment, the CRC bits are scrambled according to the eNodeB transmit antenna configuration with the
SEQUENCE X 05 Xy 1 »++s Xany,15 @S indicated in Table 5.3.1.1-1 to form the sequence of bits ¢y, ¢, ¢, ,¢3,...,cx_| Where
cp =ay; fork=0,1,2, ..., 4-1
cr = (Pros + XauspoaJmod2  for k=4, A+1, 4+2,..., A+15.

Table 5.3.1.1-1: CRC mask for PBCH.

Number of transmit antenna ports at eNodeB PBCH CRC mask
< xant,O’xant,l""’xant,IS >
1 <0,0,0,0,0,0,0,0,00,0,0,0,0,0, 0>
2 <1,1,1,1,1,1,1,1,1,1,1,1,1,1,1, 1>
4 <0,1,0,1,0,1,0,1,0,1,0,1,0,1,0, 1>

5.3.1.2 Channel coding

Information bits are delivered to the channel coding block. They are denoted by ¢,,,c;,c,,¢3,...,Cx_; , Where K is the
number of bits, and they are tail biting convolutionally encoded according to section 5.1.3.1.

After encoding the bits are denoted by déi) s dl(i) ,d g) ,d 3(i) yeres dgll , withi =0,1, and 2 , and where D is the number of bits
on the i-th coded stream, i.e., D =K .

5.3.1.3 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted
by déi) s dl(i) ,déﬂ ,d3(i) ,...,dgll , withi=0,1,and 2, and where i is the coded stream index and D is the number of bits in
each coded stream. This coded block is rate matched according to section 5.1.4.2.

After rate matching, the bits are denoted by ¢, ¢;,¢,,es,...,e5_; , where E is the number of rate matched bits as defined
in section 6.6.1 of [2].

5.3.2 Downlink shared channel, Paging channel and Multicast channel

Figure 5.3.2-1 shows the processing structure for each transport block for the DL-SCH, PCH and MCH transport
channels. Data arrives to the coding unit in the form of a maximum of two transport blocks every transmission time
interval (TTI) per DL cell. The following coding steps can be identified for each transport block of a DL cell:

— Add CRC to the transport block

—  Code block segmentation and code block CRC attachment
— Channel coding

— Rate matching

—  Code block concatenation

The coding steps for PCH and MCH transport channels, and for one transport block of DL-SCH are shown in the figure
below. The same processing applies for each transport block on each DL cell.
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Figure 5.3.2-1: Transport block processing for DL-SCH, PCH and MCH.

5.3.2.1 Transport block CRC attachment
Error detection is provided on transport blocks through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
1byay,a,,a,,a;,...,a ,_;,and the parity bits by p,, p\, pa, P3,-» P1_; - A 1s the size of the transport block and L is the

number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as
defined in section 6.1.1 of [5].

The parity bits are computed and attached to the transport block according to section 5.1.1 setting L to 24 bits and using
the generator polynomial gcrca4a(D).

5.3.2.2 Code block segmentation and code block CRC attachment

The bits input to the code block segmentation are denoted by b,,b,,b,,b;,...,b5_;, where B is the number of bits in the
transport block (including CRC).

Code block segmentation and code block CRC attachment are performed according to section 5.1.2.

The bits after code block segmentation are denoted by ¢, ¢,1,¢2,¢,3,....C,(x, 1) » Where r is the code block number

and K is the number of bits for code block number r.
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5.3.2.3 Channel coding

Code blocks are delivered to the channel coding block. They are denoted by ¢, ¢,1,¢2,¢,3,..,C(x, 1) » Where 7 is the
code block number, and K, is the number of bits in code block number ». The total number of code blocks is denoted by
C and each code block is individually turbo encoded according to section 5.1.3.2.

d? , withi =0,1,and 2, and where D, is the number of

After encoding the bits are denoted by dﬁf)),d O.d.a® (D, 1)

rl > r3 ot

bits on the i-th coded stream for code block number r, i.e. D, =K, +4.

5.3.2.4 Rate matching

Turbo coded blocks are delivered to the rate matching block. They are denoted by dr(g),d(i) dg,df? ""’d(?D.—l)’

rl > r
withi =0,1,and 2, and where r is the code block number, i is the coded stream index, and D, is the number of bits in

each coded stream of code block number ». The total number of code blocks is denoted by C and each coded block is
individually rate matched according to section 5.1.4.1.

After rate matching, the bits are denoted by e,,e,1,€,5,€,3,....€,(g,_1), Where 7 is the coded block number, and where

E, is the number of rate matched bits for code block number r.

5.3.2.5 Code block concatenation

The bits input to the code block concatenation block are denoted by e,,¢,(,€,3,€,3,....€,(g,_) for r=0,...,C—1 and
where E, is the number of rate matched bits for the 7-th code block.

Code block concatenation is performed according to section 5.1.5.

The bits after code block concatenation are denoted by f,, f1, /5, f3,---» fg_1 » Where G is the total number of coded bits

for transmission. This sequence of coded bits corresponding to one transport block after code block concatenation is
referred to as one codeword in section 6.3.1 of [2]. In case of multiple transport blocks per TTI, the transport block to
codeword mapping is specified according to section 5.3.3.1.5, 5.3.3.1.5A or 5.3.3.1.5B, depending on the DCI Format.

5.3.3 Downlink control information

A DCI transports downlink, uplink or sidelink scheduling information, requests for aperiodic CQI reports, notifications
of MCCH change [6] or uplink power control commands for one cell and one RNTI. The RNTI is implicitly encoded in
the CRC.

Figure 5.3.3-1 shows the processing structure for one DCI. The following coding steps can be identified:
— Information element multiplexing

—  CRC attachment

Channel coding
— Rate matching

The coding steps for DCI are shown in the figure below.
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Figure 5.3.3-1: Processing for one DCI.

5331 DCI formats

The fields defined in the DCI formats below are mapped to the information bits ao to a4.1 as follows.

Each field is mapped in the order in which it appears in the description, including the zero-padding bit(s), if any, with
the first field mapped to the lowest order information bit a¢ and each successive field mapped to higher order
information bits. The most significant bit of each field is mapped to the lowest order information bit for that field, e.g.
the most significant bit of the first field is mapped to ao.

5.3.3.1.1 Format O
DCI format 0 is used for the scheduling of PUSCH in one UL cell.
The following information is transmitted by means of the DCI format 0:
- Carrier indicator — 0 or 3 bits. This field is present according to the definitions in [3].
- Flag for formatO/formatl A differentiation — 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

- Frequency hopping flag — 1 bit as defined in section 8.4 of [3]. This field is used as the MSB of the corresponding
resource allocation field for resource allocation type 1.

- Resource block assignment and hopping resource allocation — lrlog2 (N ,E{; (N ]%'3“ +1)/ 2)-‘ bits

- For PUSCH hopping (resource allocation type 0 only):

- Nur_nop MSB bits are used to obtain the value of 7ppg (i) as indicated in section 8.4 of [3]

- Glog2 (N5 (Ngs + 1)/2)-‘ - NULith) bits provide the resource allocation of the first slot in the UL
subframe

- For non-hopping PUSCH with resource allocation type 0:

- Ulogz(N 1% (N 1% +1)/ 2)-‘ j bits provide the resource allocation in the UL subframe as defined in section
8.1.1 of [3]

- For non-hopping PUSCH with resource allocation type 1:
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- The concatenation of the frequency hopping flag field and the resource block assignment and hopping
resource allocation field provides the resource allocation field in the UL subframe as defined in section 8.1.2
of [3]

- Modulation and coding scheme and redundancy version — 5 bits as defined in section 8.6 of [3]
- New data indicator — 1 bit

- TPC command for scheduled PUSCH — 2 bits as defined in section 5.1.1.1 of [3]

- Cyclic shift for DM RS and OCC index — 3 bits as defined in section 5.5.2.1.1 of [2]

- UL index — 2 bits as defined in sections 5.1.1.1, 7.2.1, 8 and 8.4 of [3] (this field is present only for TDD operation
with uplink-downlink configuration 0)

- Downlink Assignment Index (DAI) — 2 bits as defined in section 7.3 of [3] (this field is present only for cases with
TDD primary cell and either TDD operation with uplink-downlink configurations 1-6 or FDD operation)

- CSI request — 1 or 2 bits as defined in section 7.2.1 of [3]. The 2-bit field applies to

- UEs that are configured with more than one DL cell and when the corresponding DCI format is mapped onto
the UE specific search space given by the C-RNTI as defined in [3];

- UEs that are configured by higher layers with more than one CSI process and when the corresponding DCI
format is mapped onto the UE specific search space given by the C-RNTI as defined in [3];

- UEs that are configured with two CSI measurement sets by higher layers with the parameter csi-
MeasSubframeSet, and when the corresponding DCI format is mapped onto the UE specific search space
given by the C-RNTI as defined in [3];

otherwise the 1-bit field applies

- SRS request — 0 or 1 bit. This field can only be present in DCI formats scheduling PUSCH which are mapped onto
the UE specific search space given by the C-RNTTI as defined in [3]. The interpretation of this field is provided in
section 8.2 of [3]

L

- Resource allocation type — 1 bit. This field is only present if N, ]EB <N, ]?é . The interpretation of this field is

provided in section 8.1 of [3]

If the number of information bits in format 0 mapped onto a given search space is less than the payload size of format
1A for scheduling the same serving cell and mapped onto the same search space (including any padding bits appended
to format 1A), zeros shall be appended to format 0 until the payload size equals that of format 1A.

5.3.3.1.2 Format 1
DCI format 1 is used for the scheduling of one PDSCH codeword in one cell.
The following information is transmitted by means of the DCI format 1:
- Carrier indicator — 0 or 3 bits. This field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0/ type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:
- For resource allocation type 0 as defined in section 7.1.6.1 of [3]:
- ’-N e/ P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]:
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- |_log2 (P)-| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- ({N R/ P-‘— [log, (P)]- 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- HARQ process number — 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit
- Redundancy version — 2 bits
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If the UE is not configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI and the number of
information bits in format 1 is equal to that for format 0/1 A, one bit of value zero shall be appended to format 1.

If the UE is configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI and the number of
information bits in format 1 is equal to that for format 0/1 A for scheduling the same serving cell and mapped onto the
UE specific search space given by the C-RNTI as defined in [3], one bit of value zero shall be appended to format 1.

If the number of information bits in format 1 carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one or
more zero bit(s) shall be appended to format 1 until the payload size of format 1 does not belong to one of the sizes in
Table 5.3.3.1.2-1 and is not equal to that of format 0/1 A mapped onto the same search space.

Table 5.3.3.1.2-1: Ambiguous Sizes of Information Bits.

| {12, 14, 16,20, 24, 26, 32, 40, 44, 56} |

Table 5.3.3.1.2-2: Number of bits for Downlink Assignment Index.

Number
of bits
2 This field is present for FDD or TDD operation, for cases with TDD primary cell.
If the UL/DL configuration of all TDD serving cells is same and the UE is not configured to decode
PDCCH with CRC scrambled by eimta-RNTI, then this field only applies to serving cell with UL/DL
configuration 1-6
If at least two TDD serving cells have different UL/DL configurations or the UE is configured to
decode PDCCH with CRC scrambled by eimta-RNTI, then this field applies to a serving cell with
DL-reference UL/DL configuration 1-6 as defined in section 10.2 of [3]
0 This field is not present for FDD or TDD operation, for cases with FDD primary cell.
5.3.3.1.3 Format 1A

DCI format 1A is used for the compact scheduling of one PDSCH codeword in one cell and random access procedure
initiated by a PDCCH order. The DCI corresponding to a PDCCH order can be carried by PDCCH or EPDCCH.

The following information is transmitted by means of the DCI format 1A:
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- Carrier indicator — 0 or 3 bits. This field is present according to the definitions in [3].
- Flag for formatO/format1A differentiation — 1 bit, where value 0 indicates format 0 and value 1 indicates format 1A

Format 1A is used for random access procedure initiated by a PDCCH order only if format 1A CRC is scrambled
with C-RNTT and all the remaining fields are set as follows:

- Localized/Distributed VRB assignment flag — 1 bit is set to ‘0’

- Resource block assignment — ’Vlogz(N R5 (N +1)/ 2)-‘ bits, where all bits shall be set to 1

- Preamble Index — 6 bits
- PRACH Mask Index — 4 bits, [5]

- All the remaining bits in format 1A for compact scheduling assignment of one PDSCH codeword are set to
zero

Otherwise,
- Localized/Distributed VRB assignment flag — 1 bit as defined in 7.1.6.3 of [3]
- Resource block assignment — ’Vlogz(Nl% (Nl% + 1)/2)-‘ bits as defined in section 7.1.6.3 of [3]:

- For localized VRB:

lrlog2 (Npy (N +1)/ 2)-‘ bits provide the resource allocation
- For distributed VRB:

-If Np¥ <50 or if the format 1A CRC is scrambled by RA-RNTI, P-RNTIL, or SI-RNTI

- lrlog2 (Nps (Nps +1)/ 2)—‘ bits provide the resource allocation
- Else

- 1 bit, the MSB indicates the gap value, where value 0 indicates N,,, = N, and value 1 indicates

Neap = Nogap2

gap,

- (lrlog2 (Nps (Ngy +1)/ 2)—‘ —1) bits provide the resource allocation,
where Ng,, is defined in [2].

- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]
- HARQ process number — 3 bits (for cases with FDD primary cell) , 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit

- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTTI:
-IfN EBL > 50 and Localized/Distributed VRB assignment flag is set to 1

- the new data indicator bit indicates the gap value, where value 0 indicates N,,, = N, and value

gap,

1 indicates Ny, = Nggp 5 -

- Else the new data indicator bit is reserved.
- Else

- The new data indicator bit as defined in [5]
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- Redundancy version — 2 bits
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- If the format 1A CRC is scrambled by RA-RNTI, P-RNTI, or SI-RNTTI:

- The most significant bit of the TPC command is reserved.

- The least significant bit of the TPC command indicates column Né,ﬁB of the TBS table defined of [3].

- If least significant bit is 0 then Nppg= 2 else Nppp = 3.

- Else
- The two bits including the most significant bit indicates the TPC command
- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- SRS request — 0 or 1 bit. This field can only be present in DCI formats scheduling PDSCH which are mapped onto
the UE specific search space given by the C-RNTI as defined in [3]. The interpretation of this field is provided in
section 8.2 of [3]

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If the UE is not configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTI, and the number of
information bits in format 1A is less than that of format 0, zeros shall be appended to format 1A until the payload size
equals that of format 0.

If the UE is configured to decode PDCCH or EPDCCH with CRC scrambled by the C-RNTT and the number of
information bits in format 1A mapped onto a given search space is less than that of format 0 for scheduling the same
serving cell and mapped onto the same search space, zeros shall be appended to format 1A until the payload size equals
that of format 0, except when format 1 A assigns downlink resource on a secondary cell without an uplink configuration
associated with the secondary cell.

If the number of information bits in format 1A carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 1A.

When the format 1A CRC is scrambled with a RA-RNTI, P-RNTI, or SI-RNTI then the following fields among the
fields above are reserved:

- HARQ process number

- Downlink Assignment Index (used for cases with TDD primary cell and either FDD operation or TDD operation,
and is not present for cases with FDD primary cell and either FDD operation or TDD operation)

5.3.3.1.3A Format 1B
DCI format 1B is used for the compact scheduling of one PDSCH codeword in one cell with precoding information.
The following information is transmitted by means of the DCI format 1B:

- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].

- Localized/Distributed VRB assignment flag — 1 bit as defined in section 7.1.6.3 of [3]

- Resource block assignment — ’-logz(N (NS + 1)/2)-‘ bits as defined in section 7.1.6.3 of [3]

- For localized VRB:

Irlog2 (N (N +1)/ 2)—| bits provide the resource allocation
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- For distributed VRB:

-For Npt <50
- |710g2 (N (NE+1)/ 2)—‘ bits provide the resource allocation

- For Nl?é >50

- 1 bit, the MSB indicates the gap value, where value 0 indicates N,,, = N, and value I indicates

Neap = Ngap2

- (’_log2 (Nps (Nps +1)/ 2)-‘ —1) bits provide the resource allocation

- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]

- HARQ process number — 3 bits (for cases with FDD primary cell) , 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit

- Redundancy version — 2 bits

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- TPMI information for precoding — number of bits as specified in Table 5.3.3.1.3A-1

TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]
corresponding to the single-layer transmission.

- PMI confirmation for precoding — 1 bit as specified in Table 5.3.3.1.3A-2

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If PMI confirmation indicates that the eNodeB has applied precoding according to PMI(s) reported by the UE, the
precoding for the corresponding RB(s) in subframe 7 is according to the latest PMI(s) in an aperiodic CSI reported on
or before subframe n-4.

Table 5.3.3.1.3A-1: Number of bits for TPMI information.

Number of antenna ports | Number
at eNodeB of bits
2 2
4 4
3GPP
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Table 5.3.3.1.3A-2: Content of PMI confirmation.

Bit field mapped

- Message
to index
0 Precoding according to the indicated TPMI in
the TPMI information field
1 Precoding using the precoder(s) according to
PMI(s) indicated in the latest aperiodic CSI
report.

For aperiodic CSI mode 2-2:

- Precoding of scheduled resource blocks
belonging to the reported preferred M
subband(s), use precoder(s) according to the
preferred M subband PMI(s) indicated in the
latest aperiodic CSlI report;

- Precoding of scheduled resource blocks not
belonging to the reported preferred M
subband(s), precoding using a precoder
according to the wideband PMI indicated in the
latest aperiodic CSI report.

If the number of information bits in format 1B is equal to that for format 0/1A for scheduling the same serving cell and
mapped onto the UE specific search space given by the C-RNTI as defined in [3], one bit of value zero shall be
appended to format 1B.

If the number of information bits in format 1B carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
or more zero bit(s) shall be appended to format 1B until the payload size of format 1B does not belong to one of the
sizes in Table 5.3.3.1.2-1 and is not equal to that of format 0/1 A mapped onto the same search space.

5.3.314 Format 1C

DCI format 1C is used for very compact scheduling of one PDSCH codeword, notifying MCCH change [6] , and
reconfiguring TDD.

The following information is transmitted by means of the DCI format 1C:
If the format 1C is used for very compact scheduling of one PDSCH codeword

- 1 bit indicates the gap value, where value 0 indicates N,,, = N, and value 1 indicates Ngy,, = Ny, 5

- ForN 1'31'; < 50, there is no bit for gap indication

- Resource block assignment — ’_log2 (I_N \?ﬁB,gapl / N3 J (\_N \%“B’gapl / Ny J+ 1)/ 2)-‘ bits as defined in

7.1.6.3 of [3] where N\[,)]I{B’gap] is defined in [2] and Ny7 is defined in [3]

- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
Else if the format 1C is used for notifying MCCH change
- Information for MCCH change notification — 8 bits as defined in section 5.8.1.3 of [6]

- Reserved information bits are added until the size is equal to that of format 1C used for very compact
scheduling of one PDSCH codeword

Else
- UL/DL configuration indication:

UL/DL configuration number 1, UL/DL configuration number 2,..., UL/DL configuration number /
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L,
Where each UL/DL configuration is 3 bits, / = L%J » Leormat1c 18 €qual to the payload size of format 1C

used for very compact scheduling of one PDSCH codeword. The parameter eimta-ReConfigindex
provided by higher layers determines the index to the UL/DL configuration indication for a serving cell.

- Zeros are added until the size is equal to that of format 1C used for very compact scheduling of one PDSCH
codeword

5.3.3.1.4A Format 1D

DCI format 1D is used for the compact scheduling of one PDSCH codeword in one cell with precoding and power
offset information.

The following information is transmitted by means of the DCI format 1D:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].

- Localized/Distributed VRB assignment flag — 1 bit as defined in section 7.1.6.3 of [3]

- Resource block assignment — lrlog2 (ng)]'; (Nllé)]'; +1)/ 2)-‘ bits as defined in section 7.1.6.3 of [3]:

- For localized VRB:

lrlog2 (Npr (Ngr +1)/ 2)-‘ bits provide the resource allocation
- For distributed VRB:

-For Npr <50
- lrlog2 (N (Ngs +1)/ 2)—| bits provide the resource allocation

- For Nl?};“ >50

- 1 bit, the MSB indicates the gap value, where value 0 indicates N,,, = N, and value 1 indicates

Neap = Noap2

- (’Vlog2 (Npy (N +1)/ 2)—‘ —1) bits provide the resource allocation

- Modulation and coding scheme — 5bits as defined in section 7.1.7 of [3]

- HARQ process number — 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- New data indicator — 1 bit

- Redundancy version — 2 bits

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- TPMI information for precoding — number of bits as specified in Table 5.3.3.1.4A-1

TPMI information indicates which codebook index is used in Table 6.3.4.2.3-1 or Table 6.3.4.2.3-2 of [2]
corresponding to the single-layer transmission.

- Downlink power offset — 1 bit as defined in section 7.1.5 of [3]

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
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cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

Table 5.3.3.1.4A-1: Number of bits for TPMI information.

Number of antenna ports | Number
at eNodeB of bits
2 2
4 4

If the number of information bits in format 1D is equal to that for format 0/1A for scheduling the same serving cell and
mapped onto the UE specific search space given by the C-RNTI as defined in [3], one bit of value zero shall be
appended to format 1D.

If the number of information bits in format 1D carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
or more zero bit(s) shall be appended to format 1D until the payload size of format 1D does not belong to one of the
sizes in Table 5.3.3.1.2-1 and is not equal to that of format 0/1 A mapped onto the same search space.

5.3.3.1.5 Format 2
The following information is transmitted by means of the DCI format 2:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0/ type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 defined in section 7.1.6.1 of [3]:

- ’_N 2 /P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]:

- |_10g2 (P)-‘ bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- q'N o/ P-‘— |_10g2 (P)-|— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.
- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- Transport block to codeword swap flag — 1 bit
In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

In addition, for transport block 2:
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- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

- Precoding information — number of bits as specified in Table 5.3.3.1.5-3

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table
5.3.3.1.5-1.

In case one of the transport blocks is disabled as specified in section 7.1.7.2 of [3], the transport block to codeword
swap flag is reserved and the transport block to codeword mapping is specified according to Table 5.3.3.1.5-2.

Table 5.3.3.1.5-1: Transport block to codeword mapping
(two transport blocks enabled).

transport block codeword 0 codeword 1
to codeword
(enabled) (enabled)
swap flag value
0 transport block 1 | transport block 2
1 transport block 2 | transport block 1

Table 5.3.3.1.5-2: Transport block to codeword mapping
(one transport block enabled).

codeword codew
transport transport
block 1 block 2 0 ord 1
(enabled) (disabled)
. transport
enabled disabled block 1 -
. transport
disabled enabled block 2 -

The interpretation of the precoding information field depends on the number of enabled codewords according to Table
5.3.3.1.5-4 and Table 5.3.3.1.5-5. Note that TPMI indicates which codebook index is used in Table 6.3.4.2.3-1 or Table
6.3.4.2.3-2 of [2]. For a single enabled codeword, indices 18 to 34 inclusive in Table 5.3.3.1.5-5 are only supported for
retransmission of the corresponding transport block if that transport block has previously been transmitted using two
layers with closed-loop spatial multiplexing.

If the number of information bits in format 2 carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2.

Some entries in Table 5.3.3.1.5-4 and Table 5.3.3.1.5-5 are used for indicating that the eNodeB has applied precoding
according to PMI(s) reported by the UE. In these cases the precoding for the corresponding RB(s) in subframe # is
according to the latest PMI(s) in an aperiodic CSI reported on or before subframe n-4. For aperiodic CSI mode 2-2:
Precoding of scheduled resource blocks belonging to the reported preferred M subband(s) use precoder(s) according to
the preferred M subband PMI indicated by the latest aperiodic CSI report; Precoding of scheduled resource blocks not
belonging to the reported preferred M subband(s) use a precoder according to the wideband PMI indicated by the latest
aperiodic CSI report.
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Table 5.3.3.1.5-3: Number of bits for precoding information.

Number of antenna ports at eNodeB Number of bits for precoding information
2 3
4 6
3GPP
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Table 5.3.3.1.5-4: Content of precoding information field for 2 antenna ports.

One codeword:
Codeword 0 enabled,
Codeword 1 disabled

Two codewords:
Codeword 0 enabled,
Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 2 layers: Transmit 0 2 layers: Precoding
diversity corresponding to
precoder matrix
1|1 1
211 -1
1 1 layer: Precoding 1 2 layers: Precoding
corresponding to corresponding to
precoding vector precoder matrix
1 1] /42 1 {1 1 }
21 —J
2 1 layer: Precoding 2 2 layers: Precoding
corresponding to according to the latest
precoder vector PMI report on
T PUSCH, using the
[1 - 1] /\/E precoder(s) indicated
by the reported
PMI(s)
3 1 layer: Precoding 3 reserved
corresponding to
precoder vector
T2
4 1 layer: Precoding 4 reserved
corresponding to
precoder vector
[ -/ /2
5 1 layer: 5 reserved
Precoding according to
the latest PMI report on
PUSCH, using the
precoder(s) indicated by
the reported PMI(s),
if RI=2 was reported,
using 1%t column
multiplied by \/5 of all
precoders implied by the
reported PMI(s)
6 1 layer: 6 reserved
Precoding according to
the latest PMI report on
PUSCH, using the
precoder(s) indicated by
the reported PMI(s),
if RI=2 was reported,
using 2" column
multiplied by ~/2 of all
precoders implied by the
reported PMI(s)
7 reserved 7 reserved
3GPP
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Table 5.3.3.1.5-5: Content of precoding information field for 4 antenna ports.

One codeword: Two codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 4 layers: Transmit 0 2 layers: TPMI=0
diversity
1 1 layer: TPMI=0 1 2 layers: TPMI=1
2 1 layer: TPMI=1 . .
. . 15 2 layers: TPMI=15
16 1 layer: TPMI=15 16 2 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
17 1 layer: Precoding 17 3 layers: TPMI=0
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
18 2 layers: TPMI=0 18 3 layers: TPMI=1
19 2 layers: TPMI=1 . .
. . 32 3 layers: TPMI=15
33 2 layers: TPMI=15 33 3 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
34 2 layers: Precoding 34 4 layers: TPMI=0
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
35-63 reserved 35 4 layers: TPMI=1
49 4 layers: TPMI=15
50 4 layers: Precoding
according to the latest
PMI report on PUSCH
using the precoder(s)
indicated by the reported
PMI(s)
51-63 Reserved

5.3.3.1.5A Format 2A
The following information is transmitted by means of the DCI format 2A:

- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
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- Resource allocation header (resource allocation type 0/ type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]

- ’VN R/ P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- |_10g2 (P)-‘ bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- qu x5/ P-‘— ﬁog2 (P)—‘— 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section 7.1.6.1 of [3]
- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]
- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.
- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- Transport block to codeword swap flag — 1 bit
In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
- Precoding information — number of bits as specified in Table 5.3.3.1.5A-1

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled, the transport block to codeword mapping is specified according to Table
5.3.3.1.5-1.

In case one of the transport blocks is disabled, the transport block to codeword swap flag is reserved and the transport
block to codeword mapping is specified according to Table 5.3.3.1.5-2.

The precoding information field is defined according to Table 5.3.3.1.5A-2. For a single enabled codeword, index 1 in
Table 5.3.3.1.5A-2 is only supported for retransmission of the corresponding transport block if that transport block has
previously been transmitted using two layers with large delay CDD.
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For transmission with 2 antenna ports, the precoding information field is not present. The number of transmission layers
is equal to 2 if both codewords are enabled; transmit diversity is used if codeword 0 is enabled while codeword 1 is
disabled.

If the number of information bits in format 2A carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2A.

Table 5.3.3.1.5A-1: Number of bits for precoding information.

Number of antenna ports at eNodeB Number of bits for precoding information
2 0
4 2

Table 5.3.3.1.5A-2: Content of precoding information field for 4 antenna ports.

One codeword: Two codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled

Bit field Bit field
mapped to Message mapped Message
index to index
0 4 layers: Transmit 0 2 layers: precoder
diversity cycling with large delay
CDD
1 2 layers: precoder 1 3 layers: precoder
cycling with large delay cycling with large delay
CDD CDD
2 reserved 2 4 layers: precoder
cycling with large delay
CDD
3 reserved 3 reserved

5.3.3.1.5B Format 2B
The following information is transmitted by means of the DCI format 2B:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]

- ’VN Ry / P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- ’_log2 (Pﬂ bits of this field are used as a header specific to this resource allocation type to indicate the

selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- qN Ry / P-‘— [log, (P)]- 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]
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- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)
- Scrambling identity— 1 bit as defined in section 6.10.3.1 of [2]

- SRS request — [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of
[3]

In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled, the number of layers equals two; transport block 1 is mapped to codeword 0; and
transport block 2 is mapped to codeword 1. Antenna ports 7 and 8 are used for spatial multiplexing.

In case one of the transport blocks is disabled, the number of layers equals one; the transport block to codeword
mapping is specified according to Table 5.3.3.1.5-2; and the antenna port for single-antenna port transmission is
according to Table 5.3.3.1.5B-1.

Table 5.3.3.1.5B-1: Antenna port for single-antenna port transmission (one transport block disabled).

New data indicator of the disabled transport block | Antenna port
0 7

1 8

If the number of information bits in format 2B carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2B.

5.3.3.1.5C Format 2C
The following information is transmitted by means of the DCI format 2C:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0/ type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]
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- ’VN e/ P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- |—log2 (P)—| bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- qN rs / P-‘— [log, (P)]- 1) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Antenna port(s), scrambling identity and number of layers — 3 bits as specified in Table 5.3.3.1.5C-1 where nscip is
the scrambling identity for antenna ports 7 and 8 defined in section 6.10.3.1 of [2]

- SRS request — [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of
(3]

In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled; transport block 1 is mapped to codeword 0; and transport block 2 is mapped to
codeword 1.

In case one of the transport blocks is disabled; the transport block to codeword mapping is specified according to Table
5.3.3.1.5-2. For the single enabled codeword, Value =4, 5, 6 in Table 5.3.3.1.5C-1 are only supported for
retransmission of the corresponding transport block if that transport block has previously been transmitted using two,
three or four layers, respectively.

If the number of information bits in format 2C carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2C.
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Table 5.3.3.1.5C-1: Antenna port(s), scrambling identity and number of layers indication

One Codeword: Two Codewords:
Codeword 0 enabled, Codeword 0 enabled,
Codeword 1 disabled Codeword 1 enabled
Value Message Value Message
0 1 layer, port 7, nscio=0 0 2 layers, ports 7-8, nscip=0
1 1 layer, port 7, nscip=1 1 2 layers, ports 7-8, nscip=1
2 1 layer, port 8, nscip=0 2 3 layers, ports 7-9
3 1 layer, port 8, nscip=1 3 4 layers, ports 7-10
4 2 layers, ports 7-8 4 5 layers, ports 7-11
5 3 layers, ports 7-9 5 6 layers, ports 7-12
6 4 layers, ports 7-10 6 7 layers, ports 7-13
7 Reserved 7 8 layers, ports 7-14
5.3.3.1.5D Format 2D

The following information is transmitted by means of the DCI format 2D:
- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].
- Resource allocation header (resource allocation type 0 / type 1) — 1 bit as defined in section 7.1.6 of [3]

If downlink bandwidth is less than or equal to 10 PRBs, there is no resource allocation header and resource
allocation type 0 is assumed.

- Resource block assignment:

- For resource allocation type 0 as defined in section 7.1.6.1 of [3]

- ’VN ]?}]3“ / P-‘ bits provide the resource allocation

- For resource allocation type 1 as defined in section 7.1.6.2 of [3]

- !—log2 (P)-‘ bits of this field are used as a header specific to this resource allocation type to indicate the
selected resource blocks subset

- 1 bit indicates a shift of the resource allocation span

- (]-N 25/ P-‘— |_log2 (P)-|— l) bits provide the resource allocation

where the value of P depends on the number of DL resource blocks as indicated in section [7.1.6.1] of [3]

- TPC command for PUCCH - 2 bits as defined in section 5.1.2.1 of [3]

- Downlink Assignment Index — number of bits as specified in Table 5.3.3.1.2-2.

- HARQ process number - 3 bits (for cases with FDD primary cell), 4 bits (for cases with TDD primary cell)

- Antenna port(s), scrambling identity and number of layers — 3 bits as specified in Table 5.3.3.1.5C-1 where ngcip is
the scrambling identity for antenna ports 7 and 8 defined in section 6.10.3.1 of [2]

- SRS request — [0-1] bit. This field can only be present for TDD operation and if present is defined in section 8.2 of
(3]

In addition, for transport block 1:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]

- New data indicator — 1 bit
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- Redundancy version — 2 bits
In addition, for transport block 2:
- Modulation and coding scheme — 5 bits as defined in section 7.1.7 of [3]
- New data indicator — 1 bit
- Redundancy version — 2 bits
- PDSCH RE Mapping and Quasi-Co-Location Indicator — 2 bits as defined in sections 7.1.9 and 7.1.10 of [3]

- HARQ-ACK resource offset (this field is present when this format is carried by EPDCCH. This field is not present
when this format is carried by PDCCH) — 2 bits as defined in section 10.1 of [3]. The 2 bits are set to 0 when this
format is carried by EPDCCH on a secondary cell, or when this format is carried by EPDCCH on the primary
cell scheduling PDSCH on a secondary cell and the UE is configured with PUCCH format 3 for HARQ-ACK
feedback.

If both transport blocks are enabled; transport block 1 is mapped to codeword 0; and transport block 2 is mapped to
codeword 1.

In case one of the transport blocks is disabled; the transport block to codeword mapping is specified according to Table
5.3.3.1.5-2. For the single enabled codeword, Value =4, 5, 6 in Table 5.3.3.1.5C-1 are only supported for
retransmission of the corresponding transport block if that transport block has previously been transmitted using two,
three or four layers, respectively.

If the number of information bits in format 2D carried by PDCCH belongs to one of the sizes in Table 5.3.3.1.2-1, one
zero bit shall be appended to format 2D.

5.3.3.1.6 Format 3
DCI format 3 is used for the transmission of TPC commands for PUCCH and PUSCH with 2-bit power adjustments.
The following information is transmitted by means of the DCI format 3:

- TPC command number 1, TPC command number 2,..., TPC command number N

L
where N = L%J ,and where L .¢0 1S equal to the payload size of format 0 before CRC attachment when

format 0 is mapped onto the common search space, including any padding bits appended to format 0. The
parameter tpc-Index provided by higher layers determines the index to the TPC command for a given UE.

L format 0 L format 0 .
If 5 < y a bit of value zero shall be appended to format 3.

5.3.3.1.7 Format 3A

DCI format 3A is used for the transmission of TPC commands for PUCCH and PUSCH with single bit power
adjustments.

The following information is transmitted by means of the DCI format 3A:
- TPC command number 1, TPC command number 2,..., TPC command number M

where M = L mato. and where Lga¢0 1S equal to the payload size of format 0 before CRC attachment when format

0 is mapped onto the common search space, including any padding bits appended to format 0. The parameter tpc-Index
provided by higher layers determines the index to the TPC command for a given UE.

5.3.3.1.8 Format 4
DCI format 4 is used for the scheduling of PUSCH in one UL cell with multi-antenna port transmission mode,

The following information is transmitted by means of the DCI format 4:

3GPP
Samsung Exhibit 1020, Page 83 of 94



Release 12 84 3GPP TS 36.212 V12.4.0 (2015-03)

- Carrier indicator — 0 or 3 bits. The field is present according to the definitions in [3].

UL
- Resource block assignment - max ’_logz (N§§ (N,% +1)/ 2)-" |710g2((’_NRB /P+ {Uﬂ bits, where P is the
4

UL RBG size as defined in section 8.1.2 of [3]

- For resource allocation type 0:

- The (’-log2 (N 1% (Nl% + 1)/2)-‘ )LSBS provide the resource allocation in the UL subframe as defined in
section 8.1.1 of [3]

- For resource allocation type 1:

- The | log, LSBs provide the resource allocation in the UL subframe as defined in

(’_N}‘{,ﬁ /P+1

section 8.1.2 of [3]
- TPC command for scheduled PUSCH — 2 bits as defined in section 5.1.1.1 of [3]
- Cyeclic shift for DM RS and OCC index — 3 bits as defined in section 5.5.2.1.1 of [2]

- UL index — 2 bits as defined in sections 5.1.1.1, 7.2.1, 8 and 8.4 of [3] (this field is present only for TDD
operation with uplink-downlink configuration 0)

- Downlink Assignment Index (DAI) — 2 bits as defined in section 7.3 of [3] (this field is present only for cases
with TDD primary cell and either TDD operation with uplink-downlink configurations 1-6 or FDD operation)

- CSlIrequest— 1 or 2 bits as defined in section 7.2.1 of [3]. The 2-bit field applies to
- UEs that are configured with more than one DL cell;
- UEs that are configured by higher layers with more than one CSI process;

- UEs that are configured with two CSI measurement sets by higher layers with the parameter csi-
MeasSubframeSet, and when the corresponding DCI format is mapped onto the UE specific search space
given by the C-RNTI as defined in [3];

otherwise the 1-bit field applies
- SRS request — 2 bits as defined in section 8.2 of [3]
- Resource allocation type — 1 bit as defined in section 8.1 of [3]
In addition, for transport block 1:
- Modulation and coding scheme and redundancy version — 5 bits as defined in section 8.6 of [3]
- New data indicator — 1 bit
In addition, for transport block 2:
- Modulation and coding scheme and redundancy version — 5 bits as defined in section 8.6 of [3]
- New data indicator — 1 bit

Precoding information and number of layers: number of bits as specified in Table 5.3.3.1.8-1. Bit field as shown in
Table 5.3.3.1.8-2 and Table 5.3.3.1.8- 3. Note that TPMI for 2 antenna ports indicates which codebook index is to be
used in Table 5.3.3A.2-1 of [2], and TPMI for 4 antenna ports indicates which codebook index is to be used in Table
5.3.3A.2-2, Table 5.3.3A.2-3, Table 5.3.3A.2-4 and Table 5.3.3A.2-5 of [2]. If both transport blocks are enabled,
transport block 1 is mapped to codeword 0; and transport block 2 is mapped to codeword 1. In case one of the transport
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blocks is disabled, the transport block to codeword mapping is specified according to Table 5.3.3.1.5-2. For a single
enabled codeword, indices 24 to 39 in Table 5.3.3.1.8-3 are only supported for retransmission of the corresponding
transport block if that transport block has previously been transmitted using two layers.

Table 5.3.3.1.8-1: Number of bits for precoding information.

Number of antenna ports at UE

Number of bits for precoding information

2

3

4

6

Table 5.3.3.1.8-2: Content of precoding information field for 2 antenna ports

One codeword: Two codewords:
Codeword 0 enabled Codeword 0 enabled
Codeword 1 disabled Codeword 1 enabled
Bit field mapped to index Message Bit field mapped to index Message

0 1 layer: TPMI=0 0 2 layers: TPMI=0
1 1 layer: TPMI=1 1-7 reserved
2 1 layer: TPMI=2
5 1 layer: TPMI=5

6-7 reserved

Table 5.3.3.1.8-3: Content of precoding information field for 4 antenna ports

One codeword: Two codewords:
Codeword 0 enabled Codeword 0 enabled
Codeword 1 disabled Codeword 1 enabled
Bit field mapped to index Message Bit field mapped to index Message
0 1 layer: TPMI=0 0 2 layers: TPMI=0
1 1 layer: TPMI=1 1 2 layers: TPMI=1
23 1 layer: TPMI=23 15 2 layers: TPMI=15
24 2 layers: TPMI=0 16 3 layers: TPMI=0
25 2 layers: TPMI=1 17 3 layers: TPMI=1
39 2 layers: TPMI=15 27 3 layers: TPMI=11
40-63 reserved 28 4 layers: TPMI=0
29 -63 Reserved

If the number of information bits in format 4 is equal to the payload size for DCI format 1, 2, 2A, 2B, 2C or 2D
associated with the configured DL transmission mode in the same serving cell, one zero bit shall be appended to format

4.

5.3.3.1.9 Format 5

DCI format 5 is used for the scheduling of PSCCH, and also contains several SCI format 0 fields used for the

scheduling of PSSCH.

The following information is transmitted by means of the DCI format 5:

- Resource for PSCCH — 6 bits as defined in section 14.2.1 of [3]

-TPC command for PSCCH and PSSCH — 1 bit as defined in sections 14.2.1 and 14.1.1 of [3]

- SCI format 0 fields according to 5.4.3.1.1:

- Frequency hopping flag
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- Resource block assignment and hopping resource allocation
- Time resource pattern

If the number of information bits in format 5 mapped onto a given search space is less than the payload size of format 0
for scheduling the same serving cell, zeros shall be appended to format 5 until the payload size equals that of format 0
including any padding bits appended to format 0.

533.2 CRC attachment

Error detection is provided on DCI transmissions through a Cyclic Redundancy Check (CRC).
The entire payload is used to calculate the CRC parity bits. Denote the bits of the payload by a,,a,,a,,a5,...,a 4_;, and
the parity bits by pg, p1, P2s P3se-r P11 - A 1s the payload size and L is the number of parity bits.

The parity bits are computed and attached according to section 5.1.1 setting L to 16 bits, resulting in the
sequence by, b, b, ,bs,....,bp_, where B=A+ L.

In the case where closed-loop UE transmit antenna selection is not configured or applicable, after attachment, the CRC

parity bits are scrambled with the corresponding RNTI x,,,,; 05X,z 15+ X,msi15 » Where X, .. o corresponds to the MSB of

rati,

the RNTI, to form the sequence of bits ¢y, c;,¢;,C3,...,c5_; . The relation between c; and by is:
¢, =b; fork=0,1,2, ..., 4-1
cr = b + Xppigoyg Jmod2  for k= A, A+1, A42,..., A+15,

In the case where closed-loop UE transmit antenna selection is configured and applicable, after attachment, the CRC
parity bits with DCI format 0 are scrambled with the antenna selection mask x g ;, X5 ,,...,X5,5 as indicated in Table

5.3.3.2-1 and the corresponding RNTL x,,,,; 0 X,y 15+ X115 t0 form the sequence of bits ¢, ¢y, ¢,,¢3,...,cpy . The

relation between ¢ and by is:

cp =by fork=0,1,2, ..., A-1

cr = bk + Xppigoa + X s poq JMOd2  for k= A, A+1, A42,..., A+15.

Table 5.3.3.2-1: UE transmit antenna selection mask.

UE transmit antenna selection Antenna selection mask
< Xys,00Xas 100X us 15 >
UE port 0 <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0, 0>
UE port 1 <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0, 1>
5.3.3.3 Channel coding

Information bits are delivered to the channel coding block. They are denoted by c¢,c|,¢;,¢5,...,cx_; , where K is the
number of bits, and they are tail biting convolutionally encoded according to section 5.1.3.1.

After encoding the bits are denoted by d éi) ,d 1(i) ,d éi) ,d §i) " g)_l , with i =0,1,and 2, and where D is the number of
bits on the i-th coded stream, i.e., D =K .

5.3.3.4 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted by
déi) s dl(i) s déi) s d3(i) yeres dgzl , with i =0,1,and 2, and where i is the coded stream index and D is the number of bits in

each coded stream. This coded block is rate matched according to section 5.1.4.2.
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After rate matching, the bits are denoted by e, e;,e,,e5,...,e5_; , where E is the number of rate matched bits.

534 Control format indicator

Data arrives each subframe to the coding unit in the form of an indicator for the time span, in units of OFDM symbols,
of the DCI carried by PDCCH in that subframe of the corresponding DL cell. The CFI takes values CFI =1, 2 or 3. For

system bandwidths N ]%'3“ > 10, the span of the DCI carried by PDCCH in units of OFDM symbols, 1, 2 or 3, is given by

the CFL. For system bandwidths N RDé <10, the span of the DCI carried by PDCCH in units of OFDM symbols, 2, 3 or
4, is given by CFI+1.

The coding flow is shown in Figure 5.3.4-1.

|

Channel coding

by,by,....b3 l

Figure 5.3.4-1 Coding for CFI.

5.3.4.1 Channel coding

The control format indicator is coded according to Table 5.3.4-1.

Table 5.3.4-1: CFI code words.

CFI code word
CFI < bo, b1y ..., b31 >
1 <0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1>
2 <1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0>
3 <1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1,0,1,1>
4
(Reserved) <0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0,0>

5.3.5 HARAQ indicator (HI)

Data arrives to the coding unit in the form of indicators for HARQ acknowledgement for one transport block.

The coding flow is shown in Figure 5.3.5-1.
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"

Channel coding

by,b;,b, i

Figure 5.3.5-1 Coding for HI.

5.3.5.1 Channel coding

The HI is coded according to Table 5.3.5-1, where for a positive acknowledgement HI = 1 and for a negative
acknowledgement HI = 0.

Table 5.3.5-1: HI code words.

HI code word
HI < bo, b1, b2>

0 <0,0,0>

1 <1,1,1>

54 Sidelink transport channels and control information

541 Sidelink broadcast channel

Figure 5.4.1-1 shows the processing structure for the SL-BCH transport channel. Data arrives to the coding unit in the
form of a maximum of one transport block. The following coding steps can be identified:

- Add CRC to the transport block
- Channel coding
- Rate matching

The coding steps for SL-BCH transport channel are shown in the figure below. In addition, after rate matching PUSCH
interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order to apply a
time-first rather than frequency-first mapping, where ¢, =2- (N SL_ 3) and the sequence of bits f'is equal to e.

mux symb
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CRC attachment

CO’CU""CK—I v

Channel coding

d,d",...d%,

Rate matching

€0, €5 €| i

Figure 5.4.1-1: Transport channel processing for SL-BCH.

54.1.1 Transport block CRC attachment

Error detection is provided on transport blocks through a Cyclic Redundancy Check (CRC).

The entire transport block is used to calculate the CRC parity bits. Denote the bits in a transport block delivered to layer
lbyay,a,,a,,as,...,a 4, and the parity bits by p,, py, ps, p3...., P1_; - A 13 the size of the transport block and L is the

number of parity bits. The lowest order information bit ao is mapped to the most significant bit of the transport block as
defined in section 6.1.1 of [5].

The parity bits are computed and attached according to section 5.1.1 setting L to 16 bits, resulting in the sequence of

bitscy,c¢),¢p,C5,...,Cg_; Where ¢, =b;, fork=0,1,2, ..., K-1 and K=4+L.

54.1.2 Channel coding

Information bits are delivered to the channel coding block. They are denoted by c,c;,¢;,¢3,....,cx_; , where K is the
number of bits, and they are tail biting convolutionally encoded according to section 5.1.3.1.

After encoding the bits are denoted by dé[),dl([),déi),dgi),...,dg)_l , withi =0,],and 2, and where D is the number of bits
on the i-th coded stream, i.e., D =K .

54.1.3 Rate matching

A tail biting convolutionally coded block is delivered to the rate matching block. This block of coded bits is denoted
by dé” s dl(i) , déi) ,d3(i) ,...,dgll , withi =0,],and 2, and where i is the coded stream index and D is the number of bits in
each coded stream. This coded block is rate matched according to section 5.1.4.2.

After rate matching, the bits are denoted by e, ¢e,,¢,,es,...,ex_; , where E is the number of rate matched bits as defined
in section 9.6.1 of [2].

54.2 Sidelink shared channel

The processing of the sidelink shared channel follows the downlink shared channel according to section 5.3.2, with the
following differences:

- Data arrives to the coding unit in the form of a maximum of one transport block every transmission time interval
(TTI)
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- In the step of code block concatenation, the sequence of coded bits corresponding to one transport block after
code block concatenation is referred to as one codeword in section 9.3.1 of [2].

- PUSCH interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order
to apply a time-first rather than frequency-first mapping, where ¢, =2. (NSL 1).

mux symb —

543 Sidelink control information

An SCI transports sidelink scheduling information for one destination ID.

The processing for one SCI follows the downlink control information according to section 5.3.3, with the following
differences:

- In the step of CRC attachment, no scrambling is performed.

- PUSCH interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order

to apply a time-first rather than frequency-first mapping, where ¢, =2 (NSL 1) and the sequence of bits fis

mux symb —

equal to e.

5.4.3.1 SCI formats

The fields defined in the SCI formats below are mapped to the information bits ao to a1 as follows.

Each field is mapped in the order in which it appears in the description, with the first field mapped to the lowest order
information bit ao and each successive field mapped to higher order information bits. The most significant bit of each
field is mapped to the lowest order information bit for that field, e.g. the most significant bit of the first field is mapped
to ao.

5.4.31.1 SCI format 0
SCI format 0 is used for the scheduling of PSSCH.
The following information is transmitted by means of the SCI format 0:

- Frequency hopping flag — 1 bit as defined in section 14.1.1 of [3].

- Resource block assignment and hopping resource allocation — ’-log 5 (NRg(NR5 +1)/ 2)-‘ bits

- For PSSCH hopping:

- Nsz_nop MSB bits are used to obtain the value of 7pzg(i) as indicated in section 8.4 of [3]
- Ulogz(NﬁlL3 (N35 +1)/ 2)-‘ - NSLﬁhopj bits provide the resource allocation in the subframe

- For non-hopping PSSCH:

- Ulog2 (N3R5 (Npg +1)/ 2)-‘ ) bits provide the resource allocation in the subframe as defined in section
8.1.1 of [3]
- Time resource pattern — 7 bits as defined in section 14.1.1 of [3].
- Modulation and coding scheme — 5 bits as defined in section 14.1.1 of [3]
- Timing advance indication — 11 bits as defined in section 14.2.1 of [3]

- Group destination ID — 8 bits as defined by higher layers
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5.4.4  Sidelink discovery channel

The processing of the sidelink discovery channel follows the downlink shared channel according to section 5.3.2, with
the following differences:

- Data arrives to the coding unit in the form of a maximum of one transport block every transmission time interval
(TTI)

- In the step of code block concatenation, the sequence of coded bits corresponding to one transport block after
code block concatenation is referred to as one codeword in section 9.5.1 of [2].

- PUSCH interleaving is applied according to sections 5.2.2.7 and 5.2.2.8 without any control information in order

to apply a time-first rather than frequency-first mapping, where C,,, =2- (NssyLmb -1).
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Annex A (informative):
Change history

Change history

Date TSG # TSG Doc. CR Rev [ Subject/Comment Old New
2006-09 Skeleton 0.0.0
2006-10 Updated skeleton 0.0.0 0.0.1
2006-10 Endorsed skeleton 0.0.1 0.1.0
2006-11 Added TC. Added Broadcast, Paging and MBMS transport 0.1.0 0.1.1

channels in Table 4.2-1.
2006-11 Endorsed v 0.2.0 0.1.1 0.2.0
2006-12 Added CC. Added type of coding for each transport channel or [0.2.0 0.2.1
control information.
2007-01 Editor’s version 0.2.1 0.2.2
2007-01 Endorsed v 0.3.0 0.2.2 0.3.0
2007-02 Added QPP turbo Interleaver description. 0.3.0 0.3.1
2007-02 Editor’s version 0.3.1 0.3.2
2007-02 Endorsed v 0.4.0 0.3.2 0.4.0
2007-02 Added CRC details for PDSCH, PDCCH and PUSCH. Added 0.4.0 0.4.1

QPP turbo-interleaver parameters. Set Z to 6144. Added details
on code block segmentation.

2007-02 Editor’s version 0.4.1 0.4.2
2007-03 | RAN#35 | RP-070170 For information at RAN#35 0.4.2 1.0.0
2007-03 Editor’s version 1.0.0 1.0.1
2007-03 Editor’s version 1.0.1 1.1.0
2007-05 Editor’s version 1.1.0 1.1.1
2007-05 Editor’s version 1.1.1 1.1.2
2007-05 Editor’s version 1.1.2 1.2.0
2007-06 Added circular buffer rate matching for PDSCH and PUSCH. 1.2.0 1.21
Miscellaneous changes.
2007-06 Editor’s version 1.2.1 1.2.2
2007-07 Editor’s version 1.2.2 1.2.3
2007-07 Endorsed by email following decision taken at RAN1#49b 1.2.3 1.3.0
2007-08 Editor’s version including decision from RAN1#49bis. 1.3.0 1.3.1
2007-08 Editor’s version 1.3.1 1.3.2
2007-08 Editor’s version 1.3.2 1.4.0
2007-09 Editor’s version with decisions from RAN1#50 1,4.0 1,41
2007-09 Editor’s version 1.4.1 1.4.2
10/09/07 | RAN#37 | RP-070730 - - |For approval at RAN#37 1.4.2 2.0.0
12/09/07 [ RAN_37 [ RP-070730 - - | Approved version 2.0.0 8.0.0
28/11/07 | RAN_38 | RP-070949 | 0001 | - |Update of 36.212 8.0.0 8.1.0
05/03/08 | RAN_39 | RP-080145 [ 0002 | - [Update to 36.212 incorporating decisions from RAN1#51bis and |8.1.0 8.2.0
RAN1#52
28/05/08 | RAN_40 | RP-080433 | 0003 | - |Joint coding of CQl and ACK on PUCCH 8.2.0 8.3.0
28/05/08 | RAN 40 | RP-080433 | 0004 | 1 |ACK insertion into PUSCH 8.2.0 8.3.0
28/05/08 [ RAN_40 [ RP-080433 | 0005 | 1 [Introduction of format 1C 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0006 | 1 |Miscellaneous fixes to 36.212 8.2.0 8.3.0
28/05/08 [ RAN_40 [ RP-080433 | 0008 | 1 [On multiplexing scheme for indicators 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0009 | 1 |On the soft buffer split of MIMO and TDD 8.2.0 8.3.0
28/05/08 [ RAN_40 [ RP-080433 | 0010 | - [Resource assignment field for distributed VRB 8.2.0 8.3.0
28/05/08 [ RAN_40 [ RP-080433 | 0011 | - [Clarifying the use of the different DCI formats 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0012 | 1 |Clarifying the value of N, 8.2.0 8.3.0
28/05/08 [ RAN_40 [ RP-080433 | 0013 | - [Payload size for DCI formats 3 and 3A 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0014 | - |Coding of ACK on PUSCH 8.2.0 8.3.0
28/05/08 [ RAN_40 [ RP-080433 | 0015 | 1 [Coding of Rl on PUSCH and mapping 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0016 | - |CRC for control information on PUSCH 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0017 | - |Introduction of Downlink Assignment Index 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080433 | 0018 | - |Coding of CQI/PMI on PUSCH coming from PUCCH 8.2.0 8.3.0
28/05/08 [ RAN_40 [ RP-080433 | 0019 | - [Simultaneous transmission of aperiodic CQIl and UL control 8.2.0 8.3.0
28/05/08 | RAN 40 | RP-080433 | 0020 | - |Encoding of antenna indicator on DCI format 0 8.2.0 8.3.0
28/05/08 [ RAN 40 [ RP-080433 | 0021 | - [PDCCH coverage in narrow bandwidths 8.2.0 8.3.0
28/05/08 | RAN 40 | RP-080433 [ 0022 | - |Closed-loop and open-loop spatial multiplexing 8.2.0 8.3.0
28/05/08 | RAN_40 | RP-080457 [ 0023 | - [Formula for linkage between PUSCH MCS and amount of 8.2.0 8.3.0
resources used for control
09/09/08 | RAN 41 | RP-080669 [ 0026 | - [Correction to PUSCH Channel Interleaver 8.3.0 8.4.0
09/09/08 [ RAN 41 | RP-080669 [ 0028 | - |Correction of mapping of ACK/NAK to binary bit values 8.3.0 8.4.0
09/09/08 | RAN 41 | RP-080669 | 0029 | - |Correction to bit collection, selection and transmission 8.3.0 8.4.0
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Change history
Date TSG # TSG Doc. CR Rev | Subject/Comment Old New
09/09/08 | RAN_41 [ RP-080669 0030 | - Padding one bit to DCI format 1 when format 1 and format 0/1A (8.3.0 8.4.0
have the same size
09/09/08 | RAN_41 | RP-080669 | 0031 | - |Modification of M_limit 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0032 | - |Definition of Formats 2 and 2A 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0033 | 2 |Corrections to DCI formats 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0035 | 1 |Format 1B confirmation flag 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 0036 | - 8ﬁrrectilons to Rank information scrambling in Uplink Shared 8.3.0 8.4.0
annel
09/09/08 | RAN_41 [ RP-080669 | 0037 | 2 [Clarification of TPC commands signaled in DCI formats 3/3A 8.3.0 8.4.0
09/09/08 | RAN_41 [ RP-080669 | 0038 | - [Clarification on UE transmit antenna selection mask 8.3.0 8.4.0
09/09/08 [ RAN 41 | RP-080669 | 0039 | 1 |[Linking of control resources in PUSCH to data MCS 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 | 0041 | - |Definition of Bit Mapping for DCI signalling 8.3.0 8.4.0
09/09/08 | RAN_41 [ RP-080669 | 0042 | 1 [Clarification on resource allocation in DCI format 1/2/2A 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 0043 | - (D;CItFolrmat 1A changes needed for scheduling Broadcast 8.3.0 8.4.0
ontrol
09/09/08 | RAN_41 | RP-080669 | 0044 | - |DCI format1C 8.3.0 8.4.0
09/09/08 | RAN_41 [ RP-080669 | 0045 | - [Miscellaneous corrections 8.3.0 8.4.0
11/09/08 | RAN 41 [ RP-080736 | 0046 | 1 |Correction on downlink multi-user MIMO 8.3.0 8.4.0
09/09/08 | RAN_41 | RP-080669 0047 | - gprrections to DL DCI Formats In case of Ambiguous Payload |8.3.0 8.4.0
izes
09/09/08 | RAN_41 | RP-080669 0048 | - CR for RE provisioning for the control information in case of 8.3.0 8.4.0
CQl-only transmission on PUSCH
09/09/08 | RAN_41 | RP-080669 | 0091 | 2 |Coding and multiplexing of multiple ACK/NACK in PUSCH 8.3.0 8.4.0
03/12/08 | RAN_42 [ RP-080983 0050 | 2 glgrtifli_\c);lation of input bits corresponding to 2-bit HARQ-ACK and (8.4.0 8.5.0
-bi
03/12/08 | RAN_42 | RP-080983 | 0053 | - |Editorial corrections to 36.212 8.4.0 8.5.0
03/12/08 | RAN 42 | RP-080983 | 0055 | - [Miscellaneous Corrections 8.4.0 8.5.0
03/12/08 | RAN_42 [ RP-080983 | 0057 | - [Clarification of mapping of information bits 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0058 | - |Completion of 36.212 CR47 (R1-083421) for “new” DCI Formats|8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 0059 | - Change for determining DCI format 1A TBS table column 8.4.0 8.5.0
indicator for broadcast control
03/12/08 | RAN_42 [ RP-080983 | 0061 | 2 [Defining DCI format 1A for downlink data arrival 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0063 | 1 |ACK/NACK transmission on PUSCH for LTE TDD 8.4.0 8.5.0
03/12/08 | RAN_42 [ RP-080983 | 0065 | - [Correction in 36.212 related to TDD downlink HARQ processes [8.4.0 8.5.0
03/12/08 [ RAN 42 | RP-080983 | 0067 | 1 |[Correction of control MCS offset and SRS symbol puncturing 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0068 | 1 |DCI format 2/2A 8.4.0 8.5.0
03/12/08 [ RAN 42 | RP-080983 | 0069 | - [Correction to zero padding in DCI format 1 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0071 | - |Clarification of RI bit field mapping for PUCCH 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 | 0072 | - |Clarifying RNTI bit mapping for PDCCH CRC scrambling 8.4.0 8.5.0
03/12/08 [ RAN 42 | RP-080983 | 0073 | - |Clarification on BCH transport block size 8.4.0 8.5.0
03/12/08 | RAN_42 | RP-080983 0076 | - Clarification on the number of PUCCH-based CQI/PMI bits 8.4.0 8.5.0
when reported on PUSCH
04/03/09 | RAN 43 [ RP-090235 77 1 |Corrections to Transmitted Rank Indication 8.5.0 8.6.0
04/03/09 [ RAN_43 [ RP-090235 79 1 _|Correction to the bundled ACK/NACK and DAI transmission 8.5.0 8.6.0
04/03/09 | RAN 43 [ RP-090235 80 2 [Corrections to transmission modes 8.5.0 8.6.0
04/03/09 | RAN_43 [ RP-090235 81 1 |Correction on ACKNACK transmission on PUSCH for LTE TDD (8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 82 2 [Corrections to CQI and RI fields description 8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 83 - | Clarifying DCI format 1A and DCI Format 1B 8.5.0 8.6.0
04/03/09 | RAN_43 | RP-090235 92 1 _[Clarification on channel coding for UCI HARQ-ACK 8.5.0 8.6.0
27/05/09 | RAN_44 | RP-090528 87 ) gﬁgfg |_Tome parameters for determining control resources on |8.6.0 8.7.0
01/12/09 | RAN 46 [ RP-091168 89 - | Clarification on bitwidth of RI 8.7.0 8.8.0
01/12/09 [ RAN 46 | RP-091168 94 - | Correction to Channel interleaver for PUSCH RE Mapping 8.7.0 8.8.0
01/12/09 | RAN 46 [ RP-091177 88 1 |Editorial corrections to 36.212 8.8.0 9.0.0
01/12/09 | RAN 46 | RP-091257 95 1 |Introduction of enhanced dual layer transmission 8.8.0 9.0.0
16/03/10 | RAN_47 | RP-100210 96 1 |MCCH change notification using DCI format 1C 9.0.0 9.1.0
16/03/10 | RAN_47 | RP-100211 97 _ | Addition of missing reference to DCI format 2B + typo 9.0.0 9.1.0
corrections
01/06/10 [ RAN_48 [ RP-100589 98 - _[Correction to TBS determination for DCI format 1C 9.1.0 9.2.0
14/09/10 | RAN_49 | RP-100899 99 - | Clarify soft buffer size determination for MCH 9.2.0 9.3.0
07/12/10 [ RAN_50 [ RP-101320 | 100 - [Introduction of Rel-10 LTE-Advanced features in 36.212 9.3.0 10.0.0
15/03/11 | RAN_51 | RP-110254 | 101 - [Correction on UE behavior upon receiving DCI format 1B 10.0.0 [10.1.0
15/03/11 | RAN_51 | RP-110256 [ 102 - _|Corrections to Rel-10 LTE-Advanced features in 36.212 10.0.0 |10.1.0
01/06/11 | RAN_52 [ RP-110819 | 103 | 3 [Correction of DCI format 0 and 4 resource allocation 10.1.0 ]10.2.0
01/06/11 | RAN_52 [ RP-110819 | 104 | 2 [Correction to Multi-cluster flag in DCI format 0 10.1.0 ]10.2.0
01/06/11 | RAN_52 | RP-110819 | 107 | 2 |Corrections on HARQ-ACK Channel Coding in the PUSCH 10.1.0 [10.2.0
01/06/11 | RAN_52 | RP-110820 | 108 | 3 |A clarification for DCI format payload size 10.1.0 ]10.2.0
01/06/11 | RAN_52 | RP-110819 | 110 1 |Correction the search space and RNTI for CQl and SRS 10.1.0 |10.2.0
request flag
01/06/11 | RAN_52 [ RP-110819 | 111 - |Resource dimensioning for CQI only PUSCH transmission 10.1.0 ]10.2.0
3GPP
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Change history

Date TSG # TSG Doc. CR Rev | Subject/Comment Old New
01/06/11 | RAN_52 | RP-110820 | 112 | 1 |Correction on bit representations of transport block processing |10.1.0 [10.2.0
for UL-SCH
01/06/11 [ RAN 52 | RP-110818 113 - | Clarification on PMI indication in DCI format1B and format 2 10.1.0 ]10.2.0
01/06/11 | RAN_52 [ RP-110820 114 1 |Rate maching parameters for CA 10.1.0 ]10.2.0
01/06/11 | RAN_52 [ RP-110819 | 116 | - [HARQ-ACK on PUSCH for TDD with channel selection 10.1.0 |10.2.0
configured for 2 serving cells
01/06/11 | RAN 52 | RP-110823 117 - |Single codeword multiple layer transmission in uplink 10.1.0 ]10.2.0
15/09/11 | RAN_53 [ RP-111228 119 1 | Corrections on transport block processing for UL-SCH 10.2.0 ]10.3.0
15/09/11 | RAN_53 | RP-111230 | 120 | 2 |On correction of channel coding of control information 10.2.0 |10.3.0
15/09/11 | RAN_53 | RP-111230 | 122 | 1 |Size adjustment of DCI format 0, 1A and 1 10.2.0 |10.3.0
15/09/11 | RAN_53 | RP-111232 | 123 | 1 |Corrections on Nsrs 10.2.0 |10.3.0
15/09/11 | RAN_53 | RP-111232 | 124 | 2 |Corrections on DCI format 1B/1D 10.2.0 |10.3.0
15/09/11 | RAN_53 [ RP-111228 125 - | Minor Correction on DCI Format 1 Description 10.2.0 ]10.3.0
15/09/11 | RAN_53 | RP-111226 | 127 | - |Correction on ACK/NACK mapping 10.2.0 |10.3.0
15/09/11 | RAN_53 RP-111231 128 } f(:)grrrrr?:ttigns on channel coding of control information and DCI 10.2.0 ]10.3.0

15/09/11 | RAN_53 Clarification and correction to configuration signalling condition [10.2.0 [10.3.0

RP-111229 | 129 | - |t channel quality information formats

05/12/11 | RAN 54 [ RP-111667 130 1 |Corrections on codebook index indication in DCI format 4 10.3.0 ]10.4.0
05/12/11 | RAN_54 | RP-111666 | 131 - |HARQ-ACK on UCl-only PUSCH without UL-SCH data 10.3.0 |10.4.0
28/02/12 | RAN_55 [ RP-120283 132 | 2 |[Corrections on payload size adjustment for DCI format 1A and 1]10.4.0 [10.5.0
28/02/12 | RAN_55 | RP-120283 | 133 | 1 |Correction of two HARQ-ACK feedback on PUSCH 10.4.0 ]10.5.0
28/02/12 | RAN_55 [ RP-120285 | 134 1 |Miscellaneous corrections 10.4.0 ]10.5.0
13/06/12 | RAN_56 [ RP-120739 136 - | Correction to Data and control multiplexing 10.5.0 ]10.6.0
13/06/12 | RAN_56 RP-120737 | 138 | - g)?;:z?tdl,on to CSI request field size in DCI format 0 and DCI 10.5.0 |10.6.0
04/09/12 | RAN_57 | RP-121272 | 139 | - |Introduction of Rel-11 LTE-Advanced features in 36.212 10.6.0 ]11.0.0
04/12/12 | RAN 58 [ RP-121839 143 - [Correction to the parameter ue-Category-v10xy 11.0.0 ]11.1.0
04/12/12 | RAN 58 | RP-121846 144 - | Finalisation for introducing Rel-11 features 11.0.0 ]11.1.0
26/02/13 | RAN_59 RP-130255 | 145 | - ?ei?lljtlrgr;al clarifications/corrections for introducing Rel-11 11.1.0 |11.2.0
11/06/13 | RAN_60 [ RP-130751 147 | 2 [Correction on the RI bit width 11.2.0 ]11.3.0
11/06/13 | RAN_60 [ RP-130747 | 148 | - |CR on DCI Format 4 payload size 11.2.0 ]11.3.0
11/06/13 | RAN_60 | RP-130752 | 149 | - |Correction on the time span of the DCI 11.2.0 |11.3.0
11/06/13 | RAN_60 [ RP-130752 150 - | Correction on ARO bit setting for DL DCls carried by EPDCCH [11.2.0 [11.3.0
11/06/13 | RAN 60 [ RP-130750 | 151 - | Clarification on DL DAI usage in inter-band TDD CA 11.2.0 |11.3.0

11/06/13 | RAN_60 Correction to bit padding of DCI format 1A for secondary cell 11.2.0 |11.3.0

RP-130749 | 153 . . -
without uplink component carrier

03/12/13 [ RAN 62 | RP-131893 155 1 | Correction on parameter ue-Category 11.3.0 ]11.4.0
03/12/13 | RAN_62 [ RP-131896 154 | 3 [Introduction of Rel 12 feature for Downlink MIMO Enhancement |11.4.0 [12.0.0
10/06/14 | RAN_64 [ RP-140858 | 156 | - |[Clarification on UE antenna port based CRC masking 12.0.0 |12.1.0
10/06/14 | RAN_64 [ RP-140859 | 157 | 1 [Correction on UCI multiplexing on PUSCH 12.0.0 |12.1.0
10/06/14 | RAN_64 | RP-140862 | 158 | - |Introduction of Rel 12 features of TDD-FDD CA and eIMTA 12.0.0 |12.1.0
10/06/14 | RAN_64 [ RP-140858 | 159 | - |Clarification of downlink subframes 12.0.0 |12.1.0
10/09/14 | RAN_65 | RP-141485 | 161 - |[CR for 36.212 on 256QAM and LC-MTC 12.1.0 |12.2.0
08/12/14 | RAN_66 [ RP-142106 | 163 | 3 [CR for 36.212 on 256QAM and LC-MTC 12.2.0 |12.3.0
08/12/14 | RAN 66 [ RP-142098 | 164 | 3 [Clarification of PUSCH rate matching with SRS 12.2.0 |12.3.0
08/12/14 | RAN_66 | RP-142107 | 166 | - |Introduction of Dual Connectivity feature into 36.212 12.2.0 ]12.3.0
09/03/15 | RAN _67 | RP-150366 | 162 | 3 |[Introduction of D2D feature into 36.212 12.3.0 |12.4.0
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