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I. PRELIMINARY STATEMENT 

Petitioner Samsung Electronics Co., Ltd., and Samsung Electronics 

America, Inc. (collectively “Samsung”), requests inter partes review of U.S. Patent 

No. 10,944,527 (Ex. 1001), assigned to Patent Owner Apex Beam Technologies 

LLC, and cancellation of claims 1-20.  

All challenged claims are directed to multi-antenna transmission in a 

wireless communication system. Specifically, the ’527 patent aims to solve a 

problem of “signaling overhead of wireless resource dynamic scheduling.” 

Ex. 1001, 1:42-44. According to the patent, it solves this problem “by associating 

[a] first time resource pool with [a] first antenna port group,” enabling a user 

equipment to “quickly determine” the location of the first time resource pool and 

antenna virtualization vectors used for receiving a radio signal transmitted on the 

first time resource pool. Id., 2:3-14. The Examiner allowed the claims because she 

thought using antenna virtualization vectors at both a base station and a user 

equipment was not in the prior art. Ex. 1003, 378-379. But this concept was 

already a well-known technique in the field of multi-antenna transmission.  

For example, Kim (Ex. 1004), Zhang (Ex. 1005), and Kang (Ex. 1006) 

disclose the alleged inventive concept of associating the first time resource pool 

with the first antenna port group, as well as the use of antenna virtualization 
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vectors at both a base station and a user equipment. The Examiner did not have the 

benefit of any of these references during the application process.   

As set forth below, Kim in combination with Zhang, Kang, and/or Park 

(Ex. 1007) renders claims 1-20 obvious. The Board should institute review and 

cancel all challenged claims. 

II. TECHNOLOGY BACKGROUND 

A. Antenna Virtualization in Multi-Antenna Systems  

Antenna virtualization was widely used in multi-antenna systems long 

before the earliest claimed priority date of the ’527 patent, December 3, 2016.1 

Ex. 1002 (“Kakaes”), ¶52. Antenna virtualization refers to the technique of 

mapping one or more physical antenna elements to a logical antenna port (i.e., 

virtual antenna) for transmission of signals. Kakaes, ¶52; Ex. 1001, 2:34-38. The 

use of a virtual antenna allows implementation of various transmission modes with 

the physical antennas. For example, beamforming, which maps multiple physical 

antennas to one virtual antenna to obtain a signal with enhanced quality, is an 

antenna virtualization technique. Kakaes, ¶52; Ex. 1001, 4:43-53.  

 
1 Petitioner reserves the right to challenge the priority date here and/or in other 

proceedings. 
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To map the multiple physical antennas to antenna port(s) or vice versa, an 

antenna virtualization vector is applied. Kakaes, ¶53; Ex. 1001, 2:36-38. The 

antenna virtualization vector is also referred to as a precoding vector or a 

beamforming vector, as shown below. Kakaes, ¶53; Luo, Abstract, ¶[0042]; Zhang, 

¶¶[63], [100].  

 

Luo, Fig. 6.2 

 
2 All figures in this Petition containing color are annotated relative to the original 

figures in the prior art or ’527 patent, and all text in color is added. 
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It was also well known that antenna virtualization can be implemented at 

both a base station (also called an eNB) and a user equipment (UE) in a multi-

antenna system. Kakaes, ¶54; Zhang-235, 4:1-21; Kang, ¶¶[0125], [0142], Fig. 10. 

For example, the base station implements transmitting beamforming to transmit 

signals, and the user equipment implements receiving beamforming to receive the 

signals transmitted from the base station. Kakaes, ¶54; Zhang-235, 4:1-21, 6:7-19; 

Kang, ¶¶[0125], [0142], Fig. 10. The antenna virtualization scheme at the base 

station and user equipment can be independently configured. Kakaes, ¶54; Kang, 

¶[0142]. 

B. Antenna Port Groups 

The concept of dividing antenna ports into groups where each group is 

associated with a particular set of resources was also well known. Kakaes, ¶55; 

Kim, ¶¶[0057], [0083]. When the number of antenna ports is high, there may not be 

enough resources to transmit signals for all the antenna ports at the same time. 

Kakaes, ¶55. Dividing the antenna ports into groups allows coordination on 

transmission opportunities among the antenna ports. Kakaes, ¶55. For example, as 

shown below, where the horizontal axes represent time and the vertical axes 

represent frequency, signals for antenna port group 1 are transmitted at certain 

time/frequency resources, and signals for antenna port group 2 are transmitted at 

different time/frequency resources. Kakaes, ¶55; Lee, ¶¶[0118]-[0119].  
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Lee, Fig. 12; see also Lee, Fig. 26; Kim, ¶¶[0060], [0083], Figs. 5, 7. 

III. THE ’527 PATENT 

A. Alleged Invention  

The ’527 patent is directed to “a method and device for multi-antenna 

transmission in UE and base station.” Ex. 1001, Abstract. According to the ’527 

patent, “signaling overhead of wireless resource dynamic scheduling is an urgent 

problem to be solved in massive MIMO system[s].” Id., 1:42-46.  
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The ’527 patent aims to solve this problem by associating a time resource 

pool with an antenna port group, enabling a UE to quickly determine the location 

of the corresponding time resource pool and the antenna virtualization vectors used 

for receiving signals on the time resource pool. Id., 2:3-14. Figure 9 illustrates how 

a different time resource pool is assigned to each antenna port group for 

transmitting signals. Id., 16:65-17:6. 

 

Ex. 1001, Fig. 9.   

The ’527 patent also describes using an antenna virtualization vector to map 

the physical antennas to the antenna port(s). Id., 2:34-38. For example, the ’527 
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patent describes the base station using a first antenna virtualization vector to 

generate a transmitting beam, and the UE using a second antenna virtualization 

vector to generate a receiving beam. Id., 4:47-53, 18:46-51, 20:3-8. These 

concepts, however, were already taught by the prior art applied in this Petition. 

B. Prosecution History 

The application that issued as the ’527 patent was filed as a continuation of 

an International Application filed on November 21, 2017, and claimed priority to a 

Chinese application filed on December 3, 2016. Ex. 1001, cover.  

After amendments to address rejections under § 112, the Examiner allowed 

the claims because she thought the prior art did not disclose that 

the first antenna virtualization vector is an antenna 

virtualization vector available to the base station in the 

first time resource pool; [and] the second antenna 

virtualization vector is an antenna virtualization vector 

available to the user equipment in the first time resource 

pool.  
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Ex. 1003, 379. The Examiner did not have the benefit of the prior art applied in 

this Petition.3  

C. Claim Construction 

The Board construes claims per Phillips v. AWH Corp., 415 F.3d 1303 (Fed. 

Cir. 2005) (en banc). 37 C.F.R. § 42.100(b). Claims must be construed only to the 

extent necessary to resolve a controversy. Nidec Motor Corp. v. Zhongshan Broad 

Ocean Motor Co., 868 F.3d 1013, 1017 (Fed. Cir. 2017). Here, no terms need 

construction to resolve the controversy in this forum.4 

IV. STATEMENT OF PRECISE RELIEF REQUESTED 

A. Prior Art 

 Ex. 1004, U.S Patent Publication No. 2013/0182594 to Kim et al., published 

July 18, 2013, is prior art to the ’527 patent under at least 35 U.S.C. 

§ 102(a)(1). 

 
3 The Examiner cited another Kim reference (US2017/0195100), which is different 

from the Kim reference (Ex. 1004, US2013/0182594) cited in this Petition. 

Ex. 1003, 378-379. These two references have no overlapping inventors and are 

not related.  

4 Petitioner reserves the right to argue in an appropriate forum that certain 

limitations in the challenged claims are indefinite. 



IPR2023-00603 
Petition for Inter Partes Review 

 

9 

 Ex. 1005, International Publication No. WO 2015/199414 to Zhang et al., 

published December 30, 2015, is prior art to the ’527 patent under at least 

35 U.S.C. § 102(a)(1). 

 Ex. 1006, U.S. Patent Publication No. 2015/0195025 to Kang et al., 

published July 9, 2015, is prior art to the ’527 patent under at least 35 U.S.C. 

§ 102(a)(1). 

 Ex. 1007, U.S. Patent Publication No. 2019/0387501 to Park et al., filed 

October 4, 2016, is prior art to the ’527 patent under 35 U.S.C. § 102(a)(2). 

B. Challenges 

Ground Challenged Claims Basis Prior Art 

1 1, 4-6, 9-11, 14-16, and 19-20 § 103 Kim and Zhang 

2 1, 4-6, 9-11, 14-16, and 19-20 § 103 Kim, Zhang, and Kang 

3 2-3, 7-8, 12-13, and 17-18 § 103 Kim, Zhang, and Park 

4 2-3, 7-8, 12-13, and 17-18 § 103 
Kim, Zhang, Kang, and 

Park 

 

V. LEVEL OF ORDINARY SKILL IN THE ART 

A person of ordinary skill in the art (POSITA) would have had at least a 

master’s degree in electrical engineering or a similar field and at least two years of 



IPR2023-00603 
Petition for Inter Partes Review 

 

10 

experience working with multiple-input multiple-output (MIMO) technology in 

telecommunications systems. More work experience can compensate for less 

education, and vice versa. Kakaes, ¶65. 

VI. THE CHALLENGED CLAIMS ARE UNPATENTABLE  

A. Claims 1, 4-6, 9-11, 14-16, and 19-20 Are Obvious over Kim and 
Zhang (Ground 1) or Kim, Zhang, and Kang (Ground 2)  

1. Overview of Kim 

Like the ’527 patent, Kim discloses a massive MIMO system where a base 

station transmits a wireless signal, such as a reference signal, through multiple 

transmission antennas, and is thus analogous art to the ’527 patent. Compare Kim, 

¶¶[0016]-[0017], [0049]-[0050], [0055], with Ex. 1001, 1:19-20, 1:24-44, 2:25-33; 

Kakaes, ¶71. A user equipment (UE) receives the reference signal and measures a 

channel state (e.g., the intensity of a channel) using the received reference signal. 

Kim, ¶¶[0007], [0051]-[0052]. 



IPR2023-00603 
Petition for Inter Partes Review 

 

11 

 

Kim, Fig. 3. 

Kim discloses that the base station (eNB) transmits the reference signal, such 

as a Channel State Information-Reference Signal (CSI-RS), over multiple beam 

groups. Kim, ¶¶[0080]-[0081]; Kakaes, ¶69. For example, as shown below, Kim 

discloses grouping a plurality of beams into five beam groups, where each beam 

group contains eight differently precoded beams corresponding to eight antenna 

ports. Kim, ¶¶[0082]-[0083]; Kakaes, ¶69. Each beam group is transmitted at 

different time resources, e.g., at different subframes. Kim, ¶¶[0082]-[0083]. 
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Kim, Fig. 7. 

2. Overview of Zhang 

Like the ’527 patent, Zhang discloses a multiple-antenna system where a 

base station transmits a reference signal, such as a CRS (Cell-specific Reference 

Signal) or CSI-RS (Channel State Information-Reference Signal), to a user 

equipment through multiple antennas, and is thus analogous art to the ’527 patent. 

Compare Zhang, ¶¶[1], [24], [101]-[102], [149], with Ex. 1001, 1:24-44, 2:25-33; 

Kakaes, ¶76. Zhang discloses that the reference signal is transmitted on virtual 

antenna ports. Zhang, ¶¶[16], [63], [67], [100]-[101], [149]-[150]. Specifically, 

antenna port virtualization is implemented by applying a precoding vector, also 

referred to as a beamforming vector. Zhang, Abstract, ¶¶[41], [63], [100]-[101], 
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[136]. For example, Zhang describes transmitting the CRS in two antenna ports 

and transmitting the CSI-RS in nine antenna ports by applying different precoding 

vectors. Zhang, ¶¶[149]-[153]; Kakaes, ¶75. 

 

Zhang, Fig. 19. 

3. Overview of Kang 

Like the ’527 patent, Kang discloses a multiple-antenna system where a base 

station transmits a reference signal, such as a CRS or CSI-RS, to a user equipment 

through multiple antennas, and is thus analogous art to the ’527 patent. Compare 

Kang, ¶¶[0095]-[0098], [0104], with Ex. 1001, 1:24-44, 2:25-33; Kakaes, ¶81. 

Kang discloses that the reference signal is transmitted on virtual antenna ports. 

Kang, ¶¶[0122]-[0126]. Kang further explains that antenna virtualization is “a 
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technology for mapping a physical antenna to a virtual antenna (or antenna port)” 

and is implemented at both the transmission side (e.g., a base station) and reception 

side (e.g., a user equipment) to make a channel between a virtual transmission 

antenna and a virtual reception antenna more advantageous for communication. 

Kang, ¶¶[0123]-[0128]. Figure 10 below shows implementing antenna 

virtualization at both the transmitter and the receiver. 

 

 Kang, Fig. 10.  

Figure 12 below shows mapping multiple physical antennas at a user 

equipment into virtual antennas such that a wide beam is obtained at the moving 

direction of the UE to increase antenna gain. Kang, ¶¶[0140]-[0141], [0157], Fig. 

12. 
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Kang, Fig. 12. 

4. Independent Claim 1 

a. [1pre]: “A method for multi-antenna transmission in 
a user equipment, comprising:” 

To the extent the preamble is limiting, Kim discloses a method for multi-

antenna transmission in a user equipment. Kakaes, ¶91. For example, Kim 

discloses a method that includes transmitting, by multiple antennas of a base 

station, a reference signal to a user equipment. Kim, Abstract, ¶¶[0050]-[0053]. 
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Kim, Fig. 3. 

b. [1a]: “receiving a first radio signal from a base 
station; and” 

Kim discloses receiving a first radio signal from a base station. Kakaes, ¶93. 

For example, Kim discloses the user equipment receiving a CSI-RS (Channel State 

Information-Reference Signal) from a base station. Kim, ¶¶[0055]-[0058], [0091]. 

The CSI-RS is a radio signal transmitted by transmission antennas of the base 

station. Kim, ¶¶[0050], [0058]; Kakaes, ¶94. 
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c. [1b]: “receiving a first signaling from the base 
station;” 

Kim discloses receiving a first signaling from the base station. Kakaes, ¶95. 

For example, Kim discloses the user equipment receiving a signaling including 

control information from the base station, where the control information indicates 

positions of time resources at which a CSI-RS for each antenna group is 

transmitted. Kim, ¶¶[0065], [0069]. The control information is “transferred to the 

UE, separately from the CSI-RSs.” Kim, ¶[0079]. Kim further describes that the 

control information is received via a first signaling, such as a PDCCH (Physical 

Downlink Control Channel) or an E-PDCCH (Enhanced-PDCCH), or higher layer 

signaling. Kim, ¶[0107]. 

d. [1c]: “wherein the first radio signal is transmitted by 
K antenna port groups of the base station;” 

Kim discloses that the CSI-RS (first radio signal) is transmitted by K antenna 

port groups of the base station. Kakaes, ¶97.  

For example, Kim discloses the base station dividing transmission antennas 

into a plurality of antenna groups and transmitting the CSI-RS over the antenna 

groups. Kim, ¶¶[0055]-[0058].  
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Kim, Fig. 5. Kim notes that “the grouping may be made based on virtual 

transmission antennas [antenna ports],” and that the antenna grouping can be 

“commonly applied” to the virtual transmission antennas and actual transmission 

antennas. Kim, ¶[0057]. 
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As another example, Kim discloses the base station dividing transmission 

beams (antenna ports) into a plurality of beam groups (antenna port groups) and 

transmitting the CSI-RS over the beam groups. Kim, ¶¶[0080]-[0081].  

 

Kim, Fig. 7. Kim explains that in Figure 7, each beam group includes eight antenna 

ports. Kim, ¶[0083]. Kim also explains that the beams are generated by applying 

different precoding schemes on the same multiple transmission antennas. Kim, 

¶[0080]. A POSITA would have understood that in Kim, each beam corresponds to 

an antenna port (i.e., virtual antenna), the plurality of beams corresponds to 

multiple antenna ports, and the plurality of beam groups corresponds to multiple 
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antenna port groups. Kakaes, ¶100. The ’527 patent also confirms that “K antenna 

port groups respectively correspond to K different beam groups.” Ex. 1001, 17:2-3. 

e. [1d]: “the antenna port group includes a positive 
integer number of antenna port(s);” 

Kim discloses that the antenna port group includes a positive integer number 

of antenna port(s). Kakaes, ¶101. As explained above, Kim discloses that each 

antenna port group includes a plurality of antenna port(s), e.g., eight antenna ports, 

although only one antenna port is required by the claim. Kim, ¶¶[0055]-[0057], 

[0080]-[0083]; supra, §VI.A.4.d. 

f. [1e]: “a first antenna port group is one of the K 
antenna port groups;” 

Kim discloses that a first antenna port group is one of the K antenna port 

groups. Kakaes, ¶103. For example, any of antenna port groups 1-5 in Figures 4, 5 

and 7 of Kim correspond to “a first antenna port group.” Kim, ¶¶[0055]-[0057], 

[0059]-[0060], [0080]-[0083], Figs. 4, 5, 7; Kakaes, ¶104; supra, §VI.A.4.d. 

g. [1f]: “the first signaling is used to determine a first 
time resource pool;” 

Kim discloses that the first signaling (signaling including the control 

information) is used to determine a first time resource pool. Kakaes, ¶105. For 

example, Kim discloses that the control information includes “positions of time and 

frequency resources at which a CSI-RS for each antenna group is transmitted.” 
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Kim, ¶[0069]. Figures 5 and 7 of Kim show that CSI-RSs for each antenna port 

group are transmitted over separate time resources (subframes). Kim, ¶¶[0060], 

[0082]-[0083]. 

 

Kim, Fig. 5. 
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Kim, Fig. 7. 

Kim explains that the control information is “imperative for proper reception 

of the CSI-RSs for massive MIMO.” Kim, ¶[0065]. Based on all these teachings, a 

POSITA would have understood that the first signaling including the control 

information is used by the user equipment to determine a first time resource pool 

over which the CSI-RS for the first antenna port group is transmitted. Kakaes, 

¶107.   
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h. [1g]: “at least one of a first antenna virtualization 
vector and a second antenna virtualization vector is 
associated with the first antenna port group;” 

In Patent Owner’s infringement contentions, Patent Owner appears to 

interpret “at least one of a first antenna virtualization vector and a second antenna 

virtualization vector” to require either a first antenna virtualization or a second 

antenna virtualization vector, but not both. See Ex. 1022, 15-26 (mapping only 

“second antenna virtualization vector” to the standards the accused products 

allegedly implement); Kakaes, ¶108. According to this interpretation of [1g], Kim 

in view of Zhang renders this limitation obvious because Kim in view of Zhang 

renders obvious “a first antenna virtualization vector” associated with the first 

antenna port group. Kakaes, ¶108. If the Board determines that [1g] requires both a 

first antenna virtualization vector and a second antenna virtualization vector, Kim 

in view of Zhang and Kang renders this limitation obvious. Kakaes, ¶108. See 

SuperGuide Corp. v. DirecTV Enters., Inc., 358 F.3d 870, 885-88 (Fed. Cir. 2004) 

(holding that the list in the phrase “at least one of ... and” is conjunctive).   

i. First antenna virtualization vector 

Kim discloses that each antenna port group includes multiple antenna ports. 

Kim, ¶¶[0055]-[0057], [0080]-[0083]; supra, §VI.A.4.d. In Kim, the base station 

applies a precoding scheme to multiple physical antennas to form an antenna port 

(beam or virtual antenna) for transmitting the CSI-RS. Kim, ¶¶[0080]-[0081]; 
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Kakaes, ¶110. As is known in the art, this means the base station uses an antenna 

virtualization vector to form the antenna port for transmitting the CSI-RS. Kakaes, 

¶110. And, in the context of the antenna port for transmitting the CSI-RS, a 

POSITA would understand that a first antenna virtualization vector is associated 

with the first antenna port group because the antenna port formed by the 

virtualization vector for transmitting the CSI-RS is part of the first antenna port 

group. Kakaes, ¶110. 

To the extent Kim does not explicitly disclose such a first antenna 

virtualization vector, Zhang renders it obvious. Kakaes, ¶111. Zhang discloses 

applying “beamforming vectors [antenna virtualization vectors] to implement port 

virtualization.” Zhang, ¶[63]; see also Zhang, ¶[150] (“CSI-RS resources adopt 

adjacent vertical beams to implement port virtualization ….”). Zhang explains that 

“port virtualization to transmit antennas refers to precoding the reference signal for 

the CRS port with a precoding vector.” Zhang, ¶[100]. As an example, Zhang 

discloses “virtualization from signals of CRS port 0 to the antenna group 0 is 

implemented via the precoding vector ,” and “[t]he 

virtualization from signals of CRS port 1 to the antenna group 1 is implemented 

via the [precoding vector] .” Zhang, ¶[101]. Elements in the 

precoding vector can be defined as . Zhang, ¶[101]. 
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Thus, Zhang discloses applying a first antenna virtualization vector at a base 

station to implement an antenna port virtualization. Kakaes, ¶111. 

(a) A POSITA would have been motivated to 
use an antenna virtualization vector to 
form Kim’s antenna port, as disclosed by 
Zhang 

Kim and Zhang are both directed to transmitting and receiving a reference 

signal (e.g., CSI-RS) using multiple antennas. Supra, §§VI.A.1, VI.A.2. Like Kim, 

Zhang discloses the base station transmitting the reference signal on virtual 

antenna ports or in different beams. Zhang, ¶¶[16], [63], [111]; Kakaes, ¶113. A 

POSITA would have been motivated to virtualize Kim’s antenna ports or beams 

using Zhang’s antenna virtualization vector (precoding vector) for multiple 

reasons. Kakaes, ¶113. 

First, a POSITA would have been motivated to virtualize Kim’s antenna 

ports or beams using Zhang’s antenna virtualization vector (precoding vector) to 

enable the transmission of beams of reference signals in different directions. 

Kakaes, ¶114. Kim already discloses applying different precoding schemes to 

generate different beams in a beam group. Kim, ¶[0080]. And it would have been 

advantageous to be able to transmit the beams of reference signals in different 

directions because doing so would allow UEs to measure the channel state between 
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the UE and base station in different directions, thereby informing the base station 

which direction of beam is suitable for transmitting data to the UE. 

Second, a POSITA would have been motivated to use Zhang’s precoding 

vector to effectively and flexibly implement the precoding scheme in Kim, 

allowing the beams to be steered towards a desired direction. Kakaes, ¶115. By 

using a precoding vector, the base station can set elements of the vector to control 

the amplitudes and phases of the signals sent from the various transmit antennas 

individually such that the aggregated signals from the various transmit antennas 

correspond to a desired beam direction. Id. The precoding vector also allows the 

base station to reduce interference to other cells by selecting elements of the 

precoding vector such that the aggregated signals from the various transmit 

antennas are directed to UEs in its own cell. Id. 

And, third, a POSITA would also have been motivated to use Zhang’s 

precoding vector to implement the precoding scheme in Kim, such that the 

reference signal beams are generated with different angles to provide coverage to 

UEs at different locations. Zhang, ¶¶[111], [121], [150]; Kakaes, ¶116. For 

example, as shown in Zhang’s Figure 19, nine CSI-RS beams directed to different 

directions provide coverage to UEs at different locations of the cell such that a UE 

can receive some of the CSI-RS beams regardless of where it is located within the 

cell. Zhang, ¶[150]; Kakaes, ¶116. The various CSI-RS beams also ensure that a 



IPR2023-00603 
Petition for Inter Partes Review 

 

27 

UE continues to receive the CSI-RS signal when it moves around the cell. Kakaes, 

¶116. 

(b) A POSITA would have reasonably 
expected to succeed in using Zhang’s 
antenna virtualization vector to form 
Kim’s antenna port 

Using an antenna virtualization vector (precoding vector) to implement a 

virtual antenna port was a well-known and conventional technique when the ’527 

patent was filed. Kakaes, ¶117. Kim describes a precoding scheme to generate 

different beams (antenna ports) without explaining how a precoding scheme is 

specifically implemented with a precoding vector, because using precoding vectors 

to form virtual antenna ports was routine, conventional, and well understood in the 

art. Id. Both Kim’s and Zhang’s systems use the same underlying technology, e.g., 

wireless communication using multiple antennas and virtual antenna ports. Id. 

Zhang teaches that Kim’s precoding scheme could be implemented with a 

precoding vector according to its known, routine function to form a virtual antenna 

port. Kakaes, ¶117; e.g., Zhang, ¶¶[100]-[101]. Using Zhang’s antenna 

virtualization vector in Kim’s precoding scheme to form a virtual antenna port 

would result in the ordinary and expected operation of antenna virtualization, 

which is used to transmit the reference signal. Kakaes, ¶117; e.g., Zhang, ¶¶[101]-

[102]. Thus, a POSITA would have reasonably expected to succeed in using 
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Zhang’s antenna virtualization vector to form Kim’s antenna beams by associating 

an antenna virtualization vector (precoding vector) with a first antenna port group. 

Kakaes, ¶117. 

ii. Second antenna virtualization vector 

Kim discloses that a user equipment can be equipped with multiple reception 

antennas to receive multiple spatial channels. Kim, ¶[0051]; Kakaes, ¶119. To the 

extent Kim does not explicitly disclose using an antenna virtualization vector at a 

user equipment, Kang renders obvious using a virtualization vector to implement 

antenna virtualization at the receiver side for receiving the CSI-RS signal 

transmitted over the first antenna port group. Kakaes, ¶119. 

Figure 10 of Kang shows implementing antenna virtualization at both the 

transmitter and the receiver.  
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 Kang, Fig. 10.  

Kang discloses that a user equipment includes multiple antennas, and virtual 

antenna ports are formed to receive a reference signal, as shown below. Kang, 

¶¶[0088], [0125]-[0126], [0137]-[0142], [0157]-[0158], Figs. 10, 11(b), 12-13. 
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Kang, Fig. 12. Kang explains that the user equipment applies an antenna 

virtualization pattern to map the physical antennas to virtual antennas. Kang, 

¶¶[0138], [0146]. A POSITA would have understood that the antenna 

virtualization pattern in Kang corresponds to an antenna virtualization vector 

(beamforming vector) to form a receiving beam. Kakaes, ¶122 (citing Zhang, 

Long, Zhang-ICC, Pham, Hara, Li). Kang further explains that the antenna 

virtualization at the user equipment enables a wide beamwidth in the moving 

direction of the user equipment, such that channel state inconsistency is reduced 

when the user equipment moves at a high speed and antenna gain is increased. 

Kang, ¶¶[0141], [0157]. 
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Kang also discloses that the signal received by the user equipment is 

transmitted over a virtual antenna port at the base station. Kang, ¶¶[0124], [0126]. 

It would have been obvious to a POSITA to apply Kang’s antenna virtualization 

vector at the user equipment to receive Kim’s CSI-RS signal that is transmitted 

over the first antenna port group at the base station. Kakaes, ¶124. Kang’s antenna 

virtualization vector would be associated with the first antenna port group because 

Kang’s antenna virtualization vector would be used to receive signals transmitted 

over the first antenna port group. Kakaes, ¶124. 

(a) A POSITA would have been motivated to 
use an antenna virtualization vector at the 
user equipment to implement reception 
antenna virtualization, as disclosed by 
Kang 

Kim and Kang are both directed to transmitting and receiving a reference 

signal (e.g., CSI-RS) using multiple antennas. Supra, §§VI.A.1, VI.A.3. Like Kim, 

Kang discloses the base station transmitting the reference signal on virtual antenna 

ports or beams. Kang, ¶¶[0090], [0126]; Kakaes, ¶125. Kim teaches beamforming 

using multiple transmission antennas to improve signal quality, and a POSITA 

would have understood that receiving beamforming―a reciprocal process to 

transmitting beamforming―similarly improves the received signal quality when 

multiple receiving antennas are available. Kakaes, ¶125; Kim, ¶¶[0006], [0013]; 

Pham, 1 (noting the architecture of “transmit and receive beamforming” had been 
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studied extensively). A POSITA would have been motivated to implement 

reception antenna virtualization at Kim’s user equipment by using an antenna 

virtualization vector, so as to improve received signal quality at the user equipment 

in multiple ways. Kakaes, ¶125.  

First, it was well known that in a massive MIMO system as disclosed in 

Kim, the user equipment is equipped with multiple receiving antennas, and a 

reception beam can be formed by using an antenna virtualization vector to increase 

antenna gain and improve received signal quality. Kakaes, ¶126 (citing Park-902, 

Zhang-ICC, Zhang-235, Li). By using an antenna virtualization vector, received 

signals at each receiving antenna are appropriately combined to form a reception 

beam, achieving an antenna array gain at the UE. Kakaes, ¶126. The elements of 

the antenna virtualization vector can be selected based on the channel between 

each receiving antenna and the base station such that the reception beam is formed 

in the direction towards the UE, effectively increasing the received signal power at 

the UE. Id. Thus, a POSITA would have been motivated to take advantage of the 

multiple antennas at the UE by using an antenna virtualization vector to improve 

the received power of Kim’s reference signal, which allows the UE to receive data 

from the base station at a higher rate. Id. 

Second, as taught by Kang, implementing reception antenna virtualization 

by using an antenna virtualization vector would minimize performance 
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deterioration due to channel aging resulting from the UE movement, which would 

be a problem for Kim’s cell phone user equipment. Kang, ¶¶[0141], [0151], [0157]; 

Kakaes, ¶127. For example, Kang explains that receiving antenna virtualization is 

performed to form an antenna pattern having a wide beamwidth in the moving 

direction of the UE, such that channel states remain the same when the UE moves 

at a high speed, which improves reception of data by the UE. Kang, ¶¶[0138], 

[0146]; Kakaes, ¶127.    

(b) A POSITA would have reasonably 
expected to succeed in using Kang’s 
antenna virtualization vector to 
implement reception antenna 
virtualization 

Using an antenna virtualization vector to implement receiving beamforming 

at the user equipment was a well-known and conventional technique when the ’527 

patent was filed. Kakaes, ¶128. The ’527 patent does not explain how to use an 

antenna virtualization vector to form a receiving beam, because using an antenna 

virtualization vector to form a receiving beam was routine, conventional, and well 

understood in the art. See generally Ex. 1001; Kakaes, ¶128. Both Kim’s and 

Kang’s systems use the same underlying technology, e.g., wireless communication 

using multiple antennas and virtual antenna ports. Kakaes, ¶128. Kim’s massive 

MIMO system could include a user equipment with multiple receiving antennas to 

implement reception antenna virtualization with an antenna virtualization vector 
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according to the known, routine process of receiving beamforming, as taught by 

Kang. Kakaes, ¶128; Kang, ¶¶[0138]-[0141]. Using Kang’s antenna virtualization 

vector to implement receiving beamforming in Kim’s MIMO system would result 

in the ordinary and expected operation of receiving beamforming, which is used to 

improve the quality of the received signal. Kakaes, ¶128; e.g., Kang, ¶¶[0141], 

[0151], [0157]. Thus, a POSITA would have reasonably expected to succeed in 

using Kang’s receiving beamforming technique and receiving antenna 

virtualization vector at the UE to receive Kim’s reference signal, resulting in a 

second antenna virtualization vector associated with the first antenna port group. 

Kakaes, ¶128. 

i. [1h]: “the first antenna virtualization vector is an 
antenna virtualization vector available to the base 
station in the first time resource pool;” 

Kim discloses that the base station applies a precoding scheme in the first 

time resource pool (the time resource corresponding to the first antenna port group) 

for transmitting the CSI-RS corresponding to the first antenna port group. Kim, 

¶¶[0080]-[0083]. And because the combination of Kim and Zhang renders obvious 

that the precoding scheme applied by the base station includes a precoding vector 

(first antenna virtualization vector), the combination thus also renders obvious that 

the first antenna virtualization vector is an antenna virtualization vector available 

to the base station in the first time resource pool. Kakaes, ¶130; supra, §VI.A.4.h.i. 
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j. [1i]: “the second antenna virtualization vector is an 
antenna virtualization vector available to the user 
equipment in the first time resource pool; and” 

Kim discloses that the user equipment in a massive MIMO system could 

include multiple reception antennas. Kim, ¶[0051]. Kang discloses that the user 

equipment uses a second antenna virtualization vector to form a reception beam for 

receiving the reference signal from the base station. Kang, ¶¶[0138], [0146]; supra, 

§VI.A.4.h.ii. Kang’s second antenna virtualization vector used to form a reception 

beam would be available to the user equipment in the first time resource pool (the 

time resource corresponding to the first antenna port group) because that second 

antenna virtualization vector would be used to receive the reference signal 

transmitted by the first antenna virtualization vector in the first time resource pool. 

Kakaes, ¶132. Stated another way, in the combination, Kim’s CSI-RS signal is 

transmitted by the base station in the first time resource pool using the first antenna 

virtualization vector, and is received by the UE in the first time resource pool using 

the second antenna virtualization vector. Kakaes, ¶132. And because the 

combination of Kim and Kang renders obvious that the user equipment uses a 

beamforming vector (second antenna virtualization vector) for receiving the CSI-

RS transmitted from the base station, the combination thus also renders obvious 

that the second antenna virtualization vector is an antenna virtualization vector 
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available to the user equipment in the first time resource pool. Kakaes, ¶132; 

supra, §VI.A.4.h.ii. 

k. [1j]: “the K is a positive integer greater than 1.” 

Kim discloses that the CSI-RS is transmitted by a number of antenna port 

groups that is a positive integer greater than 1. Kakaes, ¶133. For example, Kim 

discloses transmitting the CSI-RS by five antenna port groups. Kim, ¶¶[0057], 

[0060], [0083]; supra, §VI.A.4.d. 

5. Claim 4 

a. [4a]: “The method of claim 1, further comprising: 
receiving first information, wherein the first 
information is used to determine the first antenna 
port group; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 1. Supra, 

§VI.A.4. Kim discloses that the user equipment receives first information, which is 

used to determine the first antenna port group. Kakaes, ¶136. For example, Kim 

discloses that the user equipment receives control information including 

“[i]nformation on the number of antenna groups,” “[i]nformation on the number of 

transmission antennas which configure each of the antenna groups,” and “positions 

of time and frequency resources at which a CSI-RS for each antenna group is 

transmitted.” Kim, ¶¶[0067]-[0069]; Kim, ¶[0057] (explaining that “the [antenna] 

grouping may be made based on virtual transmission antennas [antenna ports]”). 
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Kim explains that the control information is “imperative for proper reception of the 

CSI-RSs for massive MIMO.” Kim, ¶[0065].  

A POSITA would have understood that Kim’s control information, e.g., the 

number of antenna groups and resources at which a CSI-RS for each antenna group 

is transmitted, is used to determine the first antenna port group over which the CSI-

RS is transmitted such that the CSI-RS is properly received by the UE. Kakaes, 

¶137. Kim explains that the CSI-RS is used by the UE to measure the channel state 

between the base station and the UE, which is then used to determine a data rate 

for the UE to request from the base station. Kim, ¶¶[0006]-[0007], [0019], [0021], 

[0052], [0060], [0080]; Kakaes, ¶137. Kim further says that the UE uses the 

received CSI-RS signal to “measure channels for a plurality of transmission 

antennas or a plurality of beams generated by a plurality of transmission antennas,” 

information of which is notified to the base station as channel state information. 

Kim, ¶¶[0130], [0120]. By using the channel state information for the first antenna 

port group provided by the UE, the base station selects candidate UEs for wireless 

resource allocation and determines the number of antenna ports for transmitting 

another CSI-RS for the selected UEs. Kim, ¶¶[0120], [0105]; Kakaes, ¶137. 

Therefore, Kim discloses that the first information (e.g., the number of antenna 

groups and resources at which a CSI-RS for each antenna group) is used by the UE 

to determine the first antenna port group, and the channel state information of the 



IPR2023-00603 
Petition for Inter Partes Review 

 

38 

first antenna port group is sent to the base station for subsequent reference signal 

and data transmissions. Kakaes, ¶137. 

b. [4b]: “transmitting second information ….” 

Claim 4 includes an “or” between [4a] and [4b], so only one of the two 

limitations must be taught to satisfy claim 4. Brown v. 3M, 265 F.3d 1349, 1351 

(Fed. Cir. 2001); see also Ex. 1022, 28-30 (Patent Owner’s infringement 

contentions not addressing [4b]). 

6. Claim 5 

a. [5a]: “The method of claim 1, wherein the first time 
resource pool is discontinuous in time domain; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 1. Supra, 

§VI.A.4. Kim discloses that the first time resource pool is discontinuous in time 

domain. Kakaes, ¶139. Figures 5 and 7 of Kim show that the first time resource 

pool corresponding to the first antenna port group (e.g., antenna group 1, beam 

group 1) is discontinuous in time domain.  
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Kim, Fig. 5. 
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Kim, Fig. 7. 

b. [5b]: “the first signaling is a semi-static signaling.” 

Claim 5 includes an “or” between [5a] and [5b], so only one of the two 

limitations must be taught to satisfy claim 5. See Brown, 265 F.3d at 1351. 

Nonetheless, Kim discloses that the first signaling (signaling including 

control information) is a semi-static signaling. Kakaes, ¶141. For example, Kim 

discloses that one way of “reducing the quantity of control information” is to 

“semi-statically set the transmission resources.” Kim, ¶¶[0107]-[0108]. 
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7. Independent Claim 6 

a. [6pre]: “A method for multi-antenna transmitting in a 
base station, comprising:” 

To the extent the preamble is limiting, Kim discloses a method for multi-

antenna transmitting in a base station. Kakaes, ¶143. As discussed for [1pre], Kim 

discloses a method that includes transmitting, by multiple antennas of a base 

station, a reference signal to a user equipment. Kim, Abstract, ¶¶[0050]-[0053], 

Fig. 3. 

b. [6a]: “transmitting a first radio signal to a target 
receiver; and” 

Kim discloses transmitting a first radio signal to a target receiver. Kakaes, 

¶144. For example, Kim discloses the base station transmitting a CSI-RS to a UE 

(target receiver). Kim, ¶¶[0055]-[0058], [0091], [0132]; supra, §VI.A.4.b. 

c. [6b]: “transmitting a first signaling to the target 
receiver;” 

Kim discloses transmitting a first signaling to the target receiver. Kakaes, 

¶145. For example, Kim discloses the base station transmitting a first signaling 

including control information to the UE (target receiver), the control information 

indicating positions of time resources at which a CSI-RS for each antenna group is 

transmitted. Kim, ¶¶[0065], [0069], [0079]; supra, §VI.A.4.c. 
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d. [6c]: “wherein the first radio signal is transmitted by 
K antenna port groups of the base station;” 

As discussed above for [1c], Kim discloses this limitation. Supra, §VI.A.4.d; 

Kakaes, ¶146. 

e. [6d]: “the antenna port group includes a positive 
integer number of antenna port(s);” 

As discussed above for [1d], Kim discloses this limitation. Supra, §VI.A.4.e; 

Kakaes, ¶147. 

f. [6e]: “the first antenna port group is one of the K 
antenna port groups;” 

As discussed above for [1e], Kim discloses this limitation. Supra, §VI.A.4.f; 

Kakaes, ¶148. 

g. [6f]: “the first signaling is used to determine a first 
time resource pool;” 

As discussed above for [1f], Kim discloses this limitation. Supra, §VI.A.4.g; 

Kakaes, ¶149. 

h. [6g]: “at least one of a first antenna virtualization 
vector and a second antenna virtualization vector is 
associated with the first antenna port group;” 

As discussed above for [1g], Kim in combination with Zhang or Kim in 

combination with Zhang and Kang renders this limitation obvious. Supra, 

§VI.A.4.h; Kakaes, ¶150. 
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i. [6h]: “the first antenna virtualization vector is an 
antenna virtualization vector available to the base 
station in the first time resource pool;” 

As discussed above for [1h], Kim in combination with Zhang renders this 

limitation obvious. Supra, §VI.A.4.i; Kakaes, ¶151. 

j. [6i]: “the second antenna virtualization vector is an 
antenna virtualization vector available to the target 
receiver of the first signaling in the first time resource 
pool; and” 

As discussed above for [1i], Kim in combination with Kang renders obvious 

that the second antenna virtualization vector is an antenna virtualization vector 

available to the user equipment (target receiver of the first signaling) in the first 

time resource pool. Supra, §VI.A.4.j; Kakaes, ¶152. 

k. [6j]: “the K is a positive integer greater than 1.” 

As discussed above for [1j], Kim discloses this limitation. Supra, §VI.A.4.k; 

Kakaes, ¶153. 

8. Claim 9 

a. [9a]: “The method of claim 6, further comprising: 
transmitting first information, wherein the first 
information is used to determine the first antenna 
port group; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 6. Supra, 

§VI.A.7. Kim discloses that the base station transmits first information which is 
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used to determine the first antenna port group. Kim, ¶¶[0067]-[0069], [0057], 

[0065]; Kakaes, ¶154; supra, §VI.A.5.a.    

b. [9b]: “receiving second information ….” 

Claim 9 includes an “or” between [9a] and [9b], so only one of the two 

limitations must be taught to satisfy claim 9. See Brown, 265 F.3d at 1351. 

9. Claim 10 

a. [10a]: “The method of claim 6, wherein the first time 
resource pool is discontinuous in time domain; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 6. Supra, 

§VI.A.7. As discussed above for [5a], Kim discloses this additional limitation. 

Supra, §VI.A.6.a; Kakaes, ¶157.  

b. [10b]: “the first signaling is a semi-static signaling.” 

Claim 10 includes an “or” between [10a] and [10b], so only one of the two 

limitations must be taught to satisfy claim 10. See Brown, 265 F.3d at 1351. 

Nonetheless, as discussed above for [5b], Kim discloses this limitation. 

Supra, §VI.A.6.b; Kakaes, ¶158.   

10. Independent Claim 11 

a. [11pre]: “A user equipment (UE) for multi-antenna 
transmission, comprising:” 

To the extent the preamble is limiting, Kim discloses a user equipment for 

multi-antenna transmission. Kakaes, ¶60. For example, Kim discloses that a base 
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station transmits a reference signal to a user equipment through multiple 

transmission antennas. Kim, Abstract, ¶¶[0050]-[0053], Fig. 3; supra, §VI.A.4.a. 

b. [11a]: “a first transceiver, receiving a first radio 
signal from a base station; and” 

As discussed above for [1a], Kim’s user equipment receives a first radio 

signal (e.g., CSI-RS) from a base station. Supra, §VI.A.4.b; Kakaes, ¶161. Kim 

discloses that the user equipment includes receivers 1510 and 1530 for receiving 

the CSI-RS signals. Kim, ¶¶[0021], [0132], Fig. 15, claim 29. But it would have 

been obvious to implement at least one of these receivers as part of a transceiver 

because Kim’s user equipment also transmits signals, such as channel state 

information, to the base station. Kim, ¶¶[0019], [0021]. A transceiver, i.e., a 

combination of a transmitter and a receiver in a single module, was routinely 

implemented in user equipment (e.g., mobile phones and tablets) for wireless 

communication and provides benefits such as space saving and cost saving in the 

mobile devices. Kakaes, ¶161; see, e.g., Hu, ¶[0142] (describing having 

transceivers (XCVR) in the access terminal 1550); Olsson, ¶¶[0046]-[0047] 

(describing a transceiver circuitry in a user equipment); Vitthaladevuni, ¶[0160] 

(the transmitter and receiver “may be collectively referred to as a transceiver”). 

Because Kim’s user equipment also performs the functionality of transmitting to 

the base station, it would have been obvious to a POSITA to implement at least 
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one of Kim’s receivers as part of a transceiver in the user equipment to receive the 

first radio signal from the base station, to save space and cost. Kakaes, ¶161. And a 

POSITA would have had a reasonable expectation of success in doing so because 

implementing a transceiver in a UE to receive and transmit information was a 

conventional and routine technique, as described in Hu and Olsson. Kakaes, ¶161.   

c. [11b]: “a second receiver, receiving a first signaling 
from the base station;” 

As discussed above for [1b], Kim’s user equipment receives a first signaling 

(signaling including control information) from the base station. Supra, §VI.A.4.c; 

Kakaes, ¶162. It would have been obvious to implement a second receiver in Kim’s 

user equipment for receiving a first signaling from the base station. Kakaes, ¶162. 

Kim discloses that the user equipment includes multiple receivers for 

receiving signals from the base station. Kim, ¶¶[0021], [0132]. Kim also discloses 

that the user equipment includes a controller 1520 for receiving control 

information from the base station and for controlling multiple receivers. Kim, 

¶¶[0021], [0132], Fig. 15. Kim further discloses a massive MIMO system where 

the user equipment is equipped with multiple reception antennas. Kim, ¶¶[0049]-

[0051]; Kakaes, ¶163. It would have been obvious to implement in Kim’s user 

equipment multiple antennas and multiple receivers connected to the antennas, 

each antenna being connected to a receiver to convert the radio signal received 
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from the antenna to a baseband signal for further MIMO processing. Kakaes, ¶163. 

A POSITA would have found implementing in a user equipment multiple antennas 

and multiple receivers connected to the antennas routine and conventional years 

before the ’527 patent was filed, and would have had a reasonable expectation of 

success in doing so. Kakaes, ¶163; see also Luo-330, ¶[0037] (providing multiple 

antennas and receivers where a respective receiver is connected to each antenna), 

Fig. 2; Vitthaladevuni, ¶[0120] (same), Fig. 10; Hu, ¶¶[0059], [0142]-[0143], 

Figs. 3, 12. Such arrangement was a conventional and commonly adopted 

architecture in a MIMO system, allowing for efficient processing of radio signals 

received from multiple antennas and individual control of the antennas. Kakaes, 

¶163. Therefore, it would have been obvious to implement in Kim’s user 

equipment a second receiver connected to a second antenna, where the second 

receiver is configured to receive signals, including a first signaling, transmitted 

from the base station. Kakaes, ¶163. 

d. [11c]: “wherein the first radio signal is transmitted by 
K antenna port groups of the base station;” 

As discussed above for [1c], Kim discloses this limitation. Supra, §VI.A.4.d; 

Kakaes, ¶164. 
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e. [11d]: “the antenna port group includes a positive 
integer number of antenna port(s);” 

As discussed above for [1d], Kim discloses this limitation. Supra, §VI.A.4.e; 

Kakaes, ¶165. 

f. [11e]: “the first antenna port group is one of the K 
antenna port groups;” 

As discussed above for [1e], Kim discloses this limitation. Supra, §VI.A.4.f; 

Kakaes, ¶166. 

g. [11f]: “the first signaling is used to determine a first 
time resource pool;” 

As discussed above for [1f], Kim discloses this limitation. Supra, §VI.A.4.g; 

Kakaes, ¶167. 

h. [11g]: “at least one of a first antenna virtualization 
vector and a second antenna virtualization vector is 
associated with the first antenna port group;” 

As discussed above for [1g], Kim in combination with Zhang or Kim in 

combination with Zhang and Kang renders this limitation obvious. Supra, 

§VI.A.4.h; Kakaes, ¶168. 

i. [11h]: “the first antenna virtualization vector is an 
antenna virtualization vector available to the base 
station in the first time resource pool;” 

As discussed above for [1h], Kim in combination with Zhang renders this 

limitation obvious. Supra, §VI.A.4.i; Kakaes, ¶169. 
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j. [11i]: “the second antenna virtualization vector is an 
antenna virtualization vector available to the user 
equipment in the first time resource pool; and” 

As discussed above for [1i], Kim in combination with Kang renders this 

limitation obvious. Supra, §VI.A.4.j; Kakaes, ¶170. 

k. [11j]: “the K is a positive integer greater than 1.” 

As discussed above for [1j], Kim discloses this limitation. Supra, §VI.A.4.k; 

Kakaes, ¶171. 

11. Claim 14 

a. [14a]: “The UE of claim 11, wherein: the second 
receiver further receives first information, wherein 
the first information is used to determine the first 
antenna port group; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 11. Supra, 

§VI.A.10. As discussed above for [4a], Kim discloses this additional limitation. 

Supra, §VI.A.5.a; Kakaes, ¶173. As explained for [11b], it would have been 

obvious to implement a second receiver in Kim’s user equipment for receiving “a 

first signaling from the base station.” Supra, §VI.A.10.c. As a result, the second 

receiver would further receive the “first information” because the “first 

information” is transmitted from the base station, and the second receiver is 

connected to an antenna to receive signals transmitted from the base station. 

Kakaes, ¶173. 
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b. [14b]: “the first transceiver ….” 

Claim 14 includes an “or” between [14a] and [14b], so only one of the two 

limitations must be taught to satisfy claim 14. See Brown, 265 F.3d at 1351; see 

also Ex. 1022, 28-30, 36-37 (Patent Owner’s infringement contentions not 

addressing [14b]). 

12. Claim 15 

a. [15a]: “The UE of claim 11, wherein the first time 
resource pool is discontinuous in time domain; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 11. Supra, 

§VI.A.10. As discussed above for [5a], Kim discloses this additional limitation. 

Supra, §VI.A.6.a; Kakaes, ¶175. 

b. [15b]: “the first signaling is a semi-static signaling.” 

Claim 15 includes an “or” between [15a] and [15b], so only one of the two 

limitations must be taught to satisfy claim 15. See Brown, 265 F.3d at 1351. 

Nonetheless, as discussed above for [5b], Kim discloses this limitation. 

Supra, §VI.A.6.b; Kakaes, ¶176. 

13. Independent Claim 16 

a. [16pre]: “A base station equipment for multi-antenna 
transmission, comprising:” 

To the extent the preamble is limiting, Kim discloses a base station 

equipment for multi-antenna transmission. Kakaes, ¶178. For example, Kim 
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discloses that a base station transmits a reference signal to a user equipment 

through multiple transmission antennas. Kim, Abstract, ¶¶[0050]-[0053], Fig. 3; 

supra, §VI.A.4.a. 

b. [16a]: “a third transceiver, transmitting a first radio 
signal to a target receiver; and” 

As discussed above for [1a], Kim’s base station equipment transmits a first 

radio signal (e.g., CSI-RS) to a user equipment (target receiver). Supra, §VI.A.4.b; 

Kakaes, ¶179. It would have been obvious to implement in Kim’s base station 

equipment a third transceiver for transmitting a first radio signal to a target 

receiver. Kakaes, ¶179. Kim discloses that the base station includes transmitters 

1400 and 1420 for transmitting the CSI-RS signals. Kim, ¶¶[0020], [0130], Fig. 14. 

It would have been obvious to implement at least one of these transmitters as part 

of a transceiver because Kim’s base station also receives signals, such as channel 

state information, from the user equipment. Kim, ¶¶[0018], [0020]. A transceiver, 

i.e., a combination of transmitter and receiver in a single module, was routinely 

implemented in base stations for wireless communication and provides benefits 

such as space saving and cost saving. Kakaes, ¶179; see, e.g., Hu, ¶[0140] 

(describing having transceivers (XCVR) in the access point 1510); Wong, 

¶¶[0077]-[0080], Fig. 3 (describing having transceivers (TX/RX) in the base 

station); Vitthaladevuni, ¶[0154] (the transmitter and receiver “may be collectively 
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referred to as a transceiver”). Because Kim’s base station also performs the 

functionality of receiving from the user equipment, it would have been obvious to 

implement at least one of Kim’s transmitters as part of a transceiver in the base 

station, to save space and cost. Kakaes, ¶179. And a POSITA would have had a 

reasonable expectation of success in doing so because implementing a transceiver 

in a base station to receive and transmit information was conventional and routine, 

as described in Hu and Wong. Kakaes, ¶179. 

c. [16b]: “a second transmitter, transmitting a first 
signaling to the target receiver;” 

As discussed above for [1b], Kim’s base station equipment transmits a first 

signaling to a user equipment (target receiver). Supra, §VI.A.4.c; Kakaes, ¶180.  

Kim discloses that the base station includes multiple transmitters for 

transmitting signals to the user equipment. Kim, ¶¶[0020], [0130]. Kim also 

discloses that the base station includes a controller 1410 for transmitting control 

information to the user equipment and for controlling the transmitters. Kim, 

¶¶[0020], [0130], Fig. 14. Kim further discloses a massive MIMO system where 

the base station is equipped with multiple transmission antennas. Kim, ¶¶[0049]-

[0051]. It would have been obvious to implement in Kim’s base station multiple 

transmitters connected to the antennas, each antenna being connected to a 

transmitter to convert a baseband signal to a radio signal for transmission by the 
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antenna. Kakaes, ¶180. A POSITA would have found implementing in a base 

station multiple antennas and multiple transmitters connected to the antennas 

routine and conventional years before the ’527 patent was filed, and would have 

had a reasonable expectation of success in doing so. Kakaes, ¶180; see also Luo-

330, ¶¶[0035]-[0036] (providing multiple antennas and transmitters where a 

respective transmitter is connected to each antenna), Fig. 2; Vitthaladevuni, 

¶¶[0118]-[0119] (same), Fig. 10; Hu, ¶¶[0140]-[0141], Fig. 12; Wong, ¶¶[0077]-

[0080], Fig. 3. Such arrangement was a conventional and commonly adopted 

architecture in a MIMO system, allowing for simplified processing of radio signals 

for transmission on multiple antennas and individual power control of the 

antennas. Kakaes, ¶180. Therefore, it would have been obvious to implement in 

Kim’s base station a second transmitter connected to a second antenna, where the 

second transmitter is configured to transmit signals, including the first signaling, to 

the user equipment via the second antenna. Kakaes, ¶180. 

d. [16c]: “wherein the first radio signal is transmitted by 
K antenna port groups of the base station;” 

As discussed above for [1c], Kim discloses this limitation. Supra, §VI.A.4.d; 

Kakaes, ¶181. 
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e. [16d]: “the antenna port group includes a positive 
integer number of antenna port(s);” 

As discussed above for [1d], Kim discloses this limitation. Supra, §VI.A.4.e; 

Kakaes, ¶182. 

f. [16e]: “the first antenna port group is one of the K 
antenna port groups;” 

As discussed above for [1e], Kim discloses this limitation. Supra, §VI.A.4.f; 

Kakaes, ¶183. 

g. [16f]: “the first signaling is used to determine a first 
time resource pool;” 

As discussed above for [1f], Kim discloses this limitation. Supra, §VI.A.4.g; 

Kakaes, ¶184. 

h. [16g]: “at least one of a first antenna virtualization 
vector and a second antenna virtualization vector is 
associated with the first antenna port group;” 

As discussed above for [1g], Kim in combination with Zhang or Kim in 

combination with Zhang and Kang renders this limitation obvious. Supra, 

§VI.A.4.h; Kakaes, ¶185. 

i. [16h]: “the first antenna virtualization vector is an 
antenna virtualization vector available to the base 
station in the first time resource pool;” 

As discussed above for [1h], Kim in combination with Zhang renders this 

limitation obvious. Supra, §VI.A.4.i; Kakaes, ¶186. 
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j. [16i]: “the second antenna virtualization vector is an 
antenna virtualization vector available to the target 
receiver of the first signaling in the first time resource 
pool; and” 

As discussed above for [1i], Kim in combination with Kang renders obvious 

that the second antenna virtualization vector is an antenna virtualization vector 

available to the user equipment (target receiver of the first signaling) in the first 

time resource pool. Supra, §VI.A.4.j; Kakaes, ¶187. 

k. [16j]: “the K is a positive integer greater than 1.” 

As discussed above for [1j], Kim discloses this limitation. Supra, §VI.A.4.k; 

Kakaes, ¶188. 

14. Claim 19 

a. [19a]: “The base station equipment of claim 16, 
wherein: the second transmitter further transmits 
first information, wherein the first information is 
used to determine the first antenna port group; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 16. Supra, 

§VI.A.13. As discussed above for [4a], Kim discloses this additional limitation. 

Supra, §VI.A.5.a; Kakaes, ¶190. As explained for [16b], it would have been 

obvious to implement a second transmitter in Kim’s base station equipment for 

transmitting “a first signaling to the target receiver.” Supra, §VI.A.13.c. For the 

same reasons, it would have been obvious to implement the second transmitter for 

transmitting the “first information.” Kakaes, ¶190. 
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b. [19b]: “the third transceiver ….” 

Claim 19 includes an “or” between [19a] and [19b], so only one of the two 

limitations must be taught to satisfy claim 19. See Brown, 265 F.3d at 1351. 

15. Claim 20 

a. [20a]: “The base station equipment of claim 16, 
wherein the first time resource pool is discontinuous 
in time domain; or” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 16. Supra, 

§VI.A.13. As discussed above for [5a], Kim discloses this additional limitation. 

Supra, §VI.A.6.a; Kakaes, ¶192. 

b. [20b]: “the first signaling is a semi-static signaling.” 

Claim 20 includes an “or” between [20a] and [20b], so only one of the two 

limitations must be taught to satisfy claim 20. See Brown, 265 F.3d at 1351. 

Nonetheless discussed above for [5b], Kim discloses this limitation. Supra, 

§VI.A.6.b; Kakaes, ¶193. 

B. Claims 2, 3, 7, 8, 12, 13, 17 and 18 Are Obvious over Kim, Zhang, 
and Park (Ground 3) or Kim, Zhang, Kang, and Park (Ground 4)  

1. Overview of Park 

Park discloses a method for “transmitting and receiving Downlink [C]ontrol 

Information (DCI) in a wireless communication system.” Park, ¶[0002]. Like the 

’527 patent, Park relates to a MIMO communication system, and is thus analogous 

art to the ’527 patent. Park, ¶¶[0004], [0109], [0281]; Kakaes, ¶83. Park describes 
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control information transmitted in a PDCCH as Downlink Control Information 

(DCI). Park, ¶[0072]. In particular, Park describes a DCI format 2C, which 

includes information indicating occupied frequency domain resources (blue), an 

MCS (purple), a HARQ process number (orange), an RV (brown), an NDI (red), 

and a transmitting antenna port (green), as shown below.  

 

Park, Fig. 14(b). Park explains that the UE monitors the PDCCH and attempts to 

decode the DCI format to receive data transmitted to the UE over a physical 

downlink shared channel (PDSCH). Park, ¶¶[0154]-[0156], [0071]. 

2. Claim 2 

a. [2a]: “The method of claim 1, further comprising: 
receiving a second signaling; and” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 1. Supra, 

§VI.A.4. Kim discloses receiving a second signaling (PDCCH for data reception). 

Kakaes, ¶196. Kim discloses that the user equipment receives “control information 

for data reception from the eNB.” Kim, ¶¶[0021], [0120] (same), [0091] (same). 

Kim further discloses “a Physical Downlink Control Channel (PDCCH) used for 

transmission of a control signal.” Kim, ¶[0010]. Kim’s second signaling is different 



IPR2023-00603 
Petition for Inter Partes Review 

 

58 

from the “first signaling” in claim 1, which is used for receiving a reference signal 

(e.g., CSI-RS). Kakaes, ¶197; supra, §VI.A.4.c. 

 

Kim, Fig. 1. 

b. [2b]: “operating a second radio signal in a first time 
resource sub-pool;” 

Kim discloses operating a second radio signal (e.g., a PDSCH) in a first time 

resource sub-pool (data region in a subframe). Kakaes, ¶199. For example, Kim 

discloses that a first time resource pool (subframe) includes a data region with a 

Physical Downlink Shared Channel (PDSCH) used for transmission of traffic data. 
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Kim, ¶[0010]. Figure 1 shows that the data region occupies 11 OFDM time 

symbols while a subframe contains 14 OFDM time symbols. Kim, ¶[0010], Fig. 1.   

 

 

Kim, Fig. 1. 

c. [2c]: “wherein the operating is receiving from the 
base station, or the operating is transmitting to the 
base station;” 

Kim discloses the operating is receiving from the base station. Kakaes, ¶201. 

For example, Kim discloses that the user equipment receives traffic data from the 

base station in the data region. Kim, ¶¶[0010] (using PDSCH to receive downlink 

traffic data from the base station), [0091] (the eNB allocates “downlink wireless 
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resources” to the UE), [0106] (“a PDSCH transmitted for a data signal”). A 

POSITA would have understood that based on the control information in PDCCH, 

Kim’s UE determines the allocated downlink wireless resources in PDSCH and 

receives data from the base station in the allocated downlink wireless resources. 

Kakaes, ¶202. 

d. [2d]: “the second signaling is used to determine the 
first time resource sub-pool from the first time 
resource pool; and” 

Kim teaches or suggests that the second signaling (PDCCH for data 

reception) is used to determine the first time resource sub-pool (data region) from 

the first time resource pool (the subframe in which CSI-RS for the first antenna 

port group is transmitted). Kakaes, ¶204. For example, Kim discloses that control 

information is needed for data reception by the UE, which can be transmitted in a 

PDCCH. Kim, ¶¶[0021], [0120], [0010]. It would have been obvious to a POSITA 

that the second signaling (PDCCH for data reception) is used to determine the first 

time resource sub-pool (data region) such that traffic data transmitted to the UE 

can be properly received. Kakaes, ¶204.  

To the extent Kim does not explicitly disclose the second signaling is used to 

determine the first time resource sub-pool from the first time resource pool, Park 

renders this limitation obvious. Park discloses that when a UE detects a PDCCH 

intended for the UE, the UE decodes a corresponding PDSCH in the same 
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subframe. Park, ¶[0180]. Park also discloses that the UE blindly decodes a 

PDCCH according to fields in the DCI formats and decodes the PDSCH according 

to the detected PDCCH. Park, ¶¶[0155], [0180]-[0181]. Park discloses that when 

the UE detects a PDCCH intended for the UE, the UE determines the presence of 

data in the data region of the subframe and decodes a corresponding PDSCH (data) 

in a subframe. Park, ¶[0180]. For example, Park discloses that PDCCH control 

signaling, such as DCI format 2C, is used to determine occupied frequency domain 

resources, an MCS, a HARQ process number, an RV, an NDI, and (a) transmitting 

antenna port(s) of the second radio signal. Park, Fig. 14(b). Based on all these 

teachings, a POSITA would have understood that Park’s PDCCH control signaling 

is used to determine a time resource of the second radio signal. Kakaes, ¶205; See 

also Lee-496, ¶[0148]. 

It would have been obvious to use the PDCCH, including the DCI format 

2C, in Park to determine the first time resource sub-pool (data region) from the 

first time resource pool to enable efficient data reception by the UE. Kakaes, ¶206. 

(a) A POSITA would have been motivated to 
use Park’s PDCCH, such as DCI format 
2C, in Kim’s second signaling to 
determine the first time resource sub-pool 

A POSITA would have been motivated to use Park’s PDCCH, including 

DCI format 2C, in Kim’s second signaling to determine the first time resource sub-
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pool (data region) from the first time resource pool (the subframe in which CSI-RS 

for the first antenna port group is transmitted). Kakaes, ¶207. A POSITA would 

have understood that the PDCCH indicating occupied frequency domain resources 

of the second radio signal is required for the user equipment to properly and 

efficiently decode the second radio signal (data) transmitted on the PDSCH 

because the second radio signal can be transmitted in various configurations and it 

would be impractical for the user equipment to blindly decode every possible 

configuration for the PDSCH. Kakaes, ¶207. A POSITA would also have been 

motivated to use Park’s PDCCH, including DCI format 2C, for Kim’s second 

signaling to comply with the LTE and LTE-Advanced (LTE-A) standards such that 

the user equipment can be used in the LTE and LTE-A systems. Kakaes, ¶207. 

Both Kim and Park relate to the LTE and LTE-A standards, which were the 

dominant telecommunication systems implemented in the United States. Kakaes, 

¶207; Kim, ¶¶[0005], [0009], [0052]; Park, ¶¶[0052], [0071]. Park explains that 

the DCI formats are used in LTE-A standards. Park, ¶¶[0142]-[0143]. A POSITA 

thus would have been motivated to use Park’s PDCCH, such as DCI format 2C, to 

determine the first time resource sub-pool (data region) from the first time resource 

pool such that Kim’s user equipment can operate properly in the LTE and LTE-A 

systems. Kakaes, ¶207. 
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(b) A POSITA would have reasonably 
expected to succeed in using Park’s 
PDCCH, such as DCI format 2C, in Kim’s 
second signaling to determine the first 
time resource sub-pool  

A POSITA would have expected to succeed in using Park’s PDCCH, such 

as DCI format 2C, in Kim’s second signaling to determine the first time resource 

sub-pool. PDCCH control signaling, such as DCI format 2C, was a well-known 

format for transmitting control signaling in a MIMO system and was specified in 

the LTE-A standards years before the ’527 patent. Kakaes, ¶208; see TS 36.212 

v12.2.0 (Ex. 1016), 79-81. Both Kim’s and Park’s systems support the same 

underlying standards, e.g., 3GPP LTE and LTE-A standards. Kakaes, ¶208. Park 

teaches that Kim’s control information could use the PDCCH and DCI format 2C 

according to its known, routine function to convey control information for the user 

equipment to determine the first time resource sub-pool (data region) for receiving 

data. Kakaes, ¶208; e.g., Park, ¶¶[0212], [0295], [0336]. Kim’s control information 

for data reception (PDSCH) could use the PDCCH and DCI format 2C, as 

described in Park, according to its known and conventional function of conveying 

control information for data reception. Kakaes, ¶208. The fact that the same DCI 

format was already specified in LTE-A standards confirms that using such control 

signaling to convey control information for determining the first time resource sub-

pool (data region) was routine, conventional, and well understood in the art. 
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Kakaes, ¶208. Using Park’s PDCCH, such as DCI format 2C, to determine the first 

time resource sub-pool (data region) would result in the ordinary and expected 

operation of receiving control information in the PDCCH and determining the first 

time resource sub-pool (data region) from the first time resource pool (the 

subframe in which CSI-RS for the first antenna port group is transmitted). Kakaes, 

¶208. 

e. [2e]: “the second signaling is used to determine at 
least one of occupied frequency domain resources, an 
MCS, a HARQ process number, an RV, an NDI and 
(a) transmitting antenna port(s) of the second radio 
signal.” 

Kim discloses that the second signaling (PDCCH for data reception) is 

needed for data reception by the UE. Kim, ¶¶[0021], [0120], [0010]. Park renders 

obvious that the second signaling is used to determine one of the items in the 

claimed list (to the extent the Board determines that is all “at least one of … and” 

requires, consistent with Patent Owner’s infringement contentions (see supra claim 

[1g])) and also all of the items in the claimed list, namely occupied frequency 

domain resources, an MCS, a HARQ process number, an RV, an NDI, and (a) 

transmitting antenna port(s) of the second radio signal (traffic data) (if that is what 

the Board determines “at least one of … and” requires). Kakaes, ¶210. 

Park discloses that PDCCH control signaling, such as DCI format 2C, is 

used to determine at least one of occupied frequency domain resources, an MCS, a 
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HARQ process number, an RV, an NDI, and (a) transmitting antenna port(s) of the 

second radio signal. Park discloses that when the UE detects a PDCCH intended 

for the UE, the UE decodes a corresponding PDSCH (data) in a subframe. Park, 

¶[0180]. Park’s Figure 14(b) shows that the PDCCH in DCI format 2C indicates 

occupied frequency domain resources (blue), an MCS (purple), a HARQ process 

number (orange), an RV (brown), an NDI (red), and a transmitting antenna port 

(green). 

 

 

Park, Fig. 14(b); see also Park, ¶¶[0073], [0209], [0336]. Park explains that the 

UE blindly decodes a PDCCH according to fields in the DCI formats and decodes 

the PDSCH according to the detected PDCCH. Park, ¶¶[0155], [0180]-[0181]. 

A POSITA would have understood that the information indicating occupied 

frequency domain resources, an MCS, a HARQ process number, an RV, an NDI, 

and (a) transmitting antenna port(s) of the second radio signal is required for the 

user equipment to properly and efficiently decode the second radio signal (data) 

transmitted on the PDSCH. Kakaes, ¶219. For the same reasons explained above in 
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element [2d], it would have been obvious to implement Kim’s second signaling 

(PDCCH for data reception) and use it to determine information indicating 

occupied frequency domain resources, an MCS, a HARQ process number, an RV, 

an NDI, and a transmitting antenna port, as taught by Park, such that the second 

radio signal (e.g., PDSCH) can be properly decoded, and a POSITA would have 

had a reasonable expectation of success in doing so. Kakaes, ¶219_; supra, 

§VI.B.2.d.  

3. Claim 3 

a. [3a]: “The method of claim 2, comprising: monitoring 
the second signaling in a second time resource pool, 
wherein the second signaling occupies one time 
resource block in the second time resource pool at 
most; and the second time resource pool includes a 
positive integer number of time resource block(s); or” 

Kim, Zhang, and Park, or Kim, Zhang, Kang, and Park render obvious claim 

2. Supra, §VI.B.2. Park renders obvious monitoring the second signaling (PDCCH 

for data reception) in a second time resource pool (a first slot in a subframe), 

wherein the second signaling occupies one time resource block (one to three 

OFDM symbols) in the second time resource pool at most; and the second time 

resource pool includes a positive integer number of time resource block(s). Kakaes, 

¶222. 
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For example, Park discloses monitoring a PDCCH control signaling, such as 

DCI format 2C, in a first slot of a subframe, where each subframe consists of two 

slots in a time domain. Park, ¶¶[0056], [0073], [0153]. Park further discloses that 

the PDCCH control signaling occupies a maximum of three OFDM symbols (one 

time resource block) in a front portion of a first slot of a subframe, corresponding 

to a control region. Park, ¶[0071]. Park further discloses that the second time 

resource pool (a first slot in a subframe) includes seven OFDM symbols (and thus 

two time resource blocks). Park, ¶[0067], Fig. 2; see Genentech, Inc. v. Chiron 

Corp., 112 F.3d 495, 501 (Fed. Cir. 1997) (“[c]omprising” means that the named 

elements are essential, but other elements may be added within the scope of the 

claim). Park also discloses that a slot (second time resource pool) consists of six 

OFDM symbols in the case of an extended cyclic prefix (and thus two time 

resource blocks). Park, ¶[0106], Fig. 5(b). Thus, Park discloses that the second 

time resource pool includes two (a positive integer) time resource blocks, each 

time resource block being three OFDM symbols as shown below. Kakaes, ¶223.  
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Park, Fig. 3.   

Alternatively, Park discloses that the PDCCH control signaling occupies a 

maximum of three OFDM symbols corresponding to a control region, and a 

POSITA would have understood that in LTE systems, the control region can 

occupy only one symbol. Kakaes, ¶224; see 3GPP TS 36.211 v8.9.0 (Ex. 1023), 

57, Table 6.7-1 (showing that the number of OFDM symbols for PDCCH can be 

configured as one symbol); Ex. 1030. Thus, Park’s control region can be 

configured to consist of only one OFDM symbol (time resource block) at most, 
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and the second time resource pool includes seven time resource blocks, each time 

resource block being one OFDM symbol. Kakaes, ¶224. 

For the same reasons explained above in limitation [2e], it would have been 

obvious to use Park’s PDCCH control signaling format for Kim’s second 

signaling. Supra, §VI.B.2.e; Kakaes, ¶225. In addition, a POSITA would have 

been motivated to use Park’s PDCCH control signaling format for Kim’s second 

signaling such that the UE monitors the second signaling only during the control 

region (e.g., first OFDM symbol) in the second time resource pool, thereby 

simplifying the blind decoding by the UE for PDCCH control signal and saving the 

UE power for the processing. Kakaes, ¶225. A POSITA would have reasonably 

expected to succeed in using Park’s PDCCH control signaling format for Kim’s 

second signaling because the control channel structure as shown in Park’s Figure 3 

was adopted in the LTE and LTE-A standards and widely implemented in LTE and 

LTE-A systems before the ’527 patent. Park, ¶[0052]; Kim, ¶¶[0009]-[0010], 

Fig. 1; Kang, ¶[0059], Fig. 3; Kakaes, ¶225. 

b. [3b]: “monitoring ….” 

Claim 3 includes an “or” between [3a] and [3b], so only one of the two 

limitations must be taught to satisfy claim 3. Brown, 265 F.3d at 1351. 



IPR2023-00603 
Petition for Inter Partes Review 

 

70 

4. Claim 7 

a. [7a]: “The method of claim 6, further comprising: 
transmitting a second signaling; and” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 6. Supra, 

§VI.A.7. Kim discloses the base station transmitting a second signaling. Kim, 

¶¶[[0021], [0120], [0091]; Kakaes, ¶227; supra, §VI.B.2.a. 

b. [7b]: “performing a second radio signal in a first time 
resource sub-pool;” 

Kim discloses the base station performing a second radio signal (e.g., 

PDSCH) in a first time resource sub-pool (data region in a subframe); Kim, 

¶[0010], Fig. 1; Kakaes, ¶228; supra, §VI.B.2.b. 

c. [7c]: “wherein the performing is transmitting to the 
target receiver, or the performing is receiving from 
the target receiver;” 

Kim discloses the performing is transmitting to the target receiver (user 

equipment). Kim, ¶¶[0010], [0091]; Kakaes, ¶229; supra, §VI.B.2.c. 

d. [7d]: “the second signaling is used to determine the 
first time resource sub-pool from the first time 
resource pool;” 

As discussed above for [2d], Kim in view of Park renders this limitation 

obvious. Supra, §VI.B.2.d; Kakaes, ¶230. 
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e. [7e]: “the second signaling is used to determine at 
least one of occupied frequency domain resources, an 
MCS, a HARQ process number, an RV, an NDI and 
(a) transmitting antenna port(s) of the second radio 
signal.” 

As discussed above for [2e], Park renders this limitation obvious. Supra, 

§VI.B.2.e; Kakaes, ¶231. 

5. Claim 8 

a. [8a]: “The method of claim 7, comprising: 
transmitting the second signaling in a second time 
resource pool, wherein the second signaling occupies 
one time resource block in the second time resource 
pool at most; and the second time resource pool 
includes a positive integer number of time resource 
block(s); or” 

Kim, Zhang, and Park, or Kim, Zhang, Kang, and Park render obvious claim 

7. Supra, §VI.B.4. As discussed above for [3a], Park renders this limitation 

obvious. Supra, §VI.B.3.a; Kakaes, ¶232. 

b. [8b]: “transmitting ….” 

Claim 8 includes an “or” between [8a] and [8b], so only one of the two 

limitations must be taught to satisfy claim 8. Brown, 265 F.3d at 1351. 

6. Claim 12 

a. [12a]: “The UE of claim 11, comprising: a third 
receiver, receiving a second signaling; and” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 11. Supra, 

§VI.A.10. As discussed above for [2a], Kim’s user equipment receives a second 
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signaling. Supra, §VI.B.2.a; Kakaes, ¶234. Kim discloses that the user equipment 

includes multiple receivers for receiving signals from the base station. Kim, 

¶¶[0021], [0132]. Kim further discloses a massive MIMO system where the user 

equipment is equipped with multiple reception antennas. Kim, ¶¶[0049]-[0051]; 

Kakaes, ¶234. It would have been obvious to implement in Kim’s user equipment 

multiple antennas (e.g., four antennas) and multiple receivers (e.g., four receivers) 

connected to the antennas, each antenna being connected to a receiver to convert 

the radio signal received from the antenna to a baseband signal for further MIMO 

processing. Kakaes, ¶234; see also Luo-330, ¶[0037], Fig. 2; Vitthaladevuni, 

¶[0120], Fig. 10; Hu, ¶¶[0059], [0142]-[0143], Figs. 3, 12. A POSITA would have 

understood that the increased number of antennas in the UE enhances the signal 

quality and data rate received at the UE. Kakaes, ¶234. Such arrangement was a 

conventional and commonly adopted architecture in a MIMO system, allowing for 

efficient processing of radio signals received from multiple antennas and 

individual control of the antennas, and a POSITA would have had a reasonable 

expectation of success in implementing in Kim’s user equipment a third receiver. 

Kakaes, ¶234. Therefore, it would have been obvious to implement in Kim’s user 

equipment a third receiver connected to a third antenna, where the third receiver is 

configured to receive signals, including a second signaling (PDCCH for data 

reception), transmitted from the base station. Kakaes, ¶234. 
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b. [12b]: “a second transceiver, operating a second radio 
signal in a first time resource sub-pool;” 

As discussed above for [2b], Kim’s user equipment operates a second radio 

signal (e.g., PDSCH) in a first time resource sub-pool (data region in a subframe). 

Supra, §VI.B.2.b; Kakaes, ¶235. It would have been obvious to implement in 

Kim’s user equipment a second transceiver for operating the second radio signal. 

Kakaes, ¶235. Kim discloses that the UE receives data from a base station, as well 

as transmitting information to a base station in an uplink transmission. Kim, 

¶¶[0006], [0010], [0097]. It would have been obvious to implement in Kim’s user 

equipment a second transceiver for receiving data from and transmitting data to the 

base station. Kakaes, ¶235. A transceiver, i.e., a combination of transmitter and 

receiver in a single module, was routinely implemented in user equipments (e.g., 

mobile phones and tablets) for wireless communication and provides benefits such 

as space saving and cost saving in the mobile devices. Kakaes, ¶235; see, e.g., Hu, 

¶[0142]; Olsson, ¶¶[0046]-[0047]; Vitthaladevuni, ¶[0160]. Further, it would have 

been obvious to implement in Kim’s user equipment multiple antennas (e.g., four 

antennas) and multiple transceivers (e.g., four transceivers) connected to the 

antennas, each antenna being connected to a transceiver to convert the radio signal 

received from the antenna to a baseband signal for further MIMO processing. 

Kakaes, ¶236; see also Luo-330, ¶[0037], Fig. 2; Vitthaladevuni, ¶[0120], Fig. 10; 
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Hu, ¶¶ [0142]-[0143], Fig. 12. A POSITA would have understood that the 

increased number of antennas in the UE enhances the signal quality and data rate 

received at the UE. Kakaes, ¶236. Such arrangement was a conventional and 

commonly adopted architecture in a MIMO system, allowing for efficient 

processing of radio signals received from multiple antennas and individual control 

of the antennas, and a POSITA would have had a reasonable expectation of 

success in implementing in Kim’s user equipment a second transceiver. Kakaes, 

¶236. Therefore, it would have been obvious to implement in Kim’s user 

equipment a second transceiver operating a second radio signal received in a first 

time resource sub-pool. Kakaes, ¶236. 

c. [12c]: “wherein the operating is receiving from the 
base station, or the operating is transmitting to the 
base station;” 

As discussed above for [2c], Kim discloses this limitation. Supra, §VI.B.2.c; 

Kakaes, ¶237. 

d. [12d]: “the second signaling is used to determine the 
first time resource sub-pool from the first time 
resource pool; and” 

As discussed above for [2d], Kim in view of Park renders this limitation 

obvious. Supra, §VI.B.2.d; Kakaes, ¶238. 
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e. [12e]: “the second signaling is used to determine at 
least one of occupied frequency domain resources, a 
MCS, a HARQ process number, a RV, a NDI and (a) 
transmitting antenna port(s) of the second radio 
signal.” 

As discussed above for [2e], Park renders this limitation obvious. Supra, 

§VI.B.2.e; Kakaes, ¶239. 

7. Claim 13 

a. [13a]: “The UE of claim 12, the third receiver further 
monitors the second signaling in a second time 
resource pool, wherein the second signaling occupies 
one time resource block in the second time resource 
pool at most; the second time resource pool includes a 
positive integer number of time resource block(s); or” 

Kim, Zhang, and Park, or Kim, Zhang, Kang, and Park render obvious claim 

12. Supra, §VI.B.6. As discussed above for [3a], Park renders this limitation 

obvious. Supra, §VI.B.3.a; Kakaes, ¶240. 

b. [13b]: “the third receiver ….” 

Claim 13 includes an “or” between [13a] and [13b], so only one of the two 

limitations must be taught to satisfy claim 13. Brown, 265 F.3d at 1351. 

8. Claim 17 

a. [17a]: “The base station equipment of claim 16, 
further comprising: a third transmitter, transmitting 
a second signaling; and” 

Kim and Zhang, or Kim, Zhang, and Kang render obvious claim 16. Supra, 

§VI.A.13. As discussed above for [2a], Kim’s base station equipment transmits a 
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second signaling. Supra, §VI.B.2.a; Kakaes, ¶242. Kim discloses that the base 

station equipment includes multiple transmitters for transmitting signals to the user 

equipment. Kim, ¶¶[0020], [0130]. Kim further discloses a massive MIMO system 

where the base station is equipped with multiple transmission antennas. Kim, 

¶¶[0049]-[0051]. It would have been obvious to implement in Kim’s base station 

multiple transmitters (e.g., four transmitters) connected to the antennas (e.g., four 

antennas), each antenna being connected to a transmitter to convert a baseband 

signal to a radio signal for transmission from the antenna. Kakaes, ¶243; see also 

Luo-330, ¶¶[0035]-[0036], Fig. 2; Vitthaladevuni, ¶¶[0118]-[0119], Fig. 10; Hu, 

¶¶[0140]-[0141], Fig. 12; Wong, ¶¶[0077]-[0080], Fig. 3. A POSITA would have 

understood that the increased number of antennas in the base station enhances the 

signal quality and data rate received at the UEs in the cell. Kakaes, ¶243. Such 

arrangement was a conventional and commonly adopted architecture in a MIMO 

system, allowing for simplified processing of radio signals for transmission on 

multiple antennas and individual power control of the antennas, and a POSITA 

would have had a reasonable expectation of success in implementing in Kim’s base 

station a third transmitter. Kakaes, ¶243. Therefore, it would have been obvious to 

implement in Kim’s base station a third transmitter connected to a third antenna, 

where the third transmitter is configured to transmit signals, including a second 

signaling, to the user equipment via the third antenna. Kakaes, ¶243. 
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b. [17b]: “a fourth transceiver, performing a second 
radio signal in a first time resource sub-pool;” 

As discussed above for [2b], Kim’s base station equipment performs a 

second radio signal in a first time resource sub-pool. Supra, §VI.B.2.b; Kakaes, 

¶244. It would have been obvious to implement in Kim’s base station a fourth 

transceiver for performing a second radio signal in a first time resource sub-pool. 

Kakaes, ¶245. Kim discloses that the base station transmits data to a user 

equipment, as well as receiving information from a user equipment in an uplink 

transmission. Kim, ¶¶[0020], [0130]. It would have been obvious to implement in 

Kim’s base station a fourth transceiver for transmitting data to and receiving data 

from the user equipment. Kakaes, ¶245. A transceiver, i.e., a combination of 

transmitter and receiver in a single module, was routinely implemented in base 

station equipments for wireless communication and provides benefits such as space 

saving and cost saving. Kakaes, ¶245; Hu, ¶[0140]; Wong, ¶¶[0077]-[0080], Fig. 3; 

Vitthaladevuni, ¶[0154]. Further, it would have been obvious to implement in 

Kim’s base station multiple transceivers (e.g., four transceivers) connected to the 

multiple antennas (e.g., four antennas), each antenna being connected to a 

transceiver to convert the baseband signal to a radio signal for transmission from 

the antenna. Kakaes, ¶245; Luo-330, ¶¶[0035]-[0036], Fig. 2; Vitthaladevuni, 

¶¶[0118]-[0119], Fig. 10; Hu, ¶¶[0140]-[0141], Fig. 12; Wong, ¶¶[0077]-[0080], 
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Fig. 3. A POSITA would have understood that the increased number of antennas in 

the base station enhances the signal quality and data rate received at the UEs in the 

cell. Kakaes, ¶245. Such arrangement was a conventional and commonly adopted 

architecture in a MIMO system, allowing for simplified processing of radio signals 

for transmission on multiple antennas and individual power control of the 

antennas, and a POSITA would have had a reasonable expectation of success in 

implementing in Kim’s base station a fourth transceiver. Kakaes, ¶245. Therefore, 

it would have been obvious to implement in Kim’s base station a fourth transceiver 

connected to a fourth antenna, where the fourth transceiver is configured to 

perform a second radio signal in a first time resource sub-pool. Kakaes, ¶245. 

c. [17c]: “wherein the performing is transmitting, or the 
performing is receiving;” 

Kim discloses the performing is transmitting to the target receiver (user 

equipment). Kim, ¶¶[0010], [0091]; Kakaes, ¶246; supra, §VI.B.2.c. 

d. [17d]: “the second signaling is used to determine the 
first time resource sub-pool from the first time 
resource pool;” 

As discussed above for [2d], Kim in view of Park renders this limitation 

obvious. Supra, §VI.B.2.d; Kakaes, ¶247. 
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e. [17e]: “the second signaling is used to determine at 
least one of occupied frequency domain resources, a 
MCS, a HARQ process number, a RV, a NDI and (a) 
transmitting antenna port(s) of the second radio 
signal.” 

As discussed above for [2e], Park renders this limitation obvious. Supra, 

§VI.B.2.e; Kakaes, ¶248. 

9. Claim 18 

a. [18a]: “The base station equipment of claim 17, 
wherein: the third transmitter further transmits the 
second signaling in a second time resource pool, 
wherein the second signaling occupies one time 
resource block in the second time resource pool at 
most; and the second time resource pool includes a 
positive integer number of time resource block(s); or” 

Kim, Zhang, and Park, or Kim, Zhang, Kang, and Park render obvious claim 

17. Supra, §VI.B.8. As discussed above for [3a], Park renders this limitation 

obvious. Supra, §VI.B.3.a; Kakaes, ¶249. 

b. [18b]: “the third transmitter ….” 

Claim 18 includes an “or” between [18a] and [18b], so only one of the two 

limitations must be taught to satisfy claim 18. Brown, 265 F.3d at 1351. 

VII. DISCRETIONARY DENIAL IS NOT WARRANTED 

A. Denial of Institution Is Not Warranted Under Fintiv 

Fintiv and the Office’s interim guidelines dated June 21, 2022 (“Interim 

Procedures”) require institution. Factor 6 requires institution because Petitioner 
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presents a compelling unpatentability challenge; Factors 3 and 4 favor institution; 

and Factors 1, 2, and 5 are, at worst, neutral.  

Factor 3 favors institution because Petitioner acted diligently and almost no 

parallel investment has occurred. Patent Owner served infringement contentions 

only last month. Ex. 1026. Fact discovery opened only this month, and will not 

close until February 2024, with expert discovery closing March 2024. Ex. 1025, 3. 

The parties will not begin claim construction until August 2023 and the hearing 

will not take place until December 2023. Ex. 1025, 4, 5. 

Factor 4 favors institution because this Petition challenges claims 6-10 and 

16-20, which are not involved in the litigation. Moreover, Petitioner has not served 

invalidity contentions, so no overlap currently exists. Petitioner reserves the right 

to submit a stipulation after serving invalidity contentions.  

Regarding Factors 1, 2, and 5, Patent Owner filed its Complaint against 

Petitioner on June 1, 2022. Ex. 1024. No stay has been requested, trial is currently 

scheduled for June 24, 2024, and the median time-to-trial in the Eastern District of 

Texas is 24.5 months, so trial is projected to occur, at the earliest, in June or July 

2024. Ex. 1025, 1; Ex. 1027, 35. An FWD is anticipated in August 2024, about one 

month after trial ends. In these circumstances, Factors 1, 2, and 5 are at worst 

neutral. Protect Animals with Satellites v. OnPoint Sys., LLC, IPR2021-01483, 

Paper 11 at 12-13, 17 (Mar. 4, 2022). Indeed, the Board has instituted with far 
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more time between trial and FWD. See NetNut Ltd. v. Bright Data Ltd., IPR2021-

01492, Paper 12 at 9-16 (Mar. 21, 2022) (instituting IPR without stipulation and 

copending trial date six months before FWD); Protect Animals, IPR2021-01483, 

Paper 11 at 18 (instituting IPR without stipulation and copending trial date one 

month before FWD); Interim Procedures, 8. 

Denial of institution is not warranted under Fintiv. 

B. Denial of Institution Is Not Warranted Under § 325(d) 

No other proceedings involving the ’527 patent are currently pending or 

have been brought before the Patent Office. Additionally, none of the asserted 

prior art references were before the Examiner during prosecution. Thus, denial of 

institution is not warranted under § 325(d). 

VIII. MANDATORY NOTICES 

A. Real Party-in-Interest 

The real parties-in-interest are Samsung Electronics Co., Ltd., and Samsung 

Electronics America, Inc. 

B. Related Matters  

Apex asserted the ’527 patent in the following litigations: Apex Beam 

Technologies LLC v. Samsung Electronics Co., Ltd. et al., Case No. 2:22-cv-

00188-JRG (E.D. Tex.); Apex Beam Technologies LLC v. ZTE Corporation, Case 

No. 2:22-cv-00031-JRG-RSP (E.D. Tex.); Apex Beam Technologies LLC v. 
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OnePlus Technology (Shenzhen) Co., Ltd., Case No. 2:22-cv-00032-JRG (E.D. 

Tex.); and Apex Beam Technologies LLC v. TCT Mobile International Limited et 

al., Case No. 2:21-cv-00438-JRG (E.D. Tex.).  

The ’527 patent is related to U.S. Patent No. 11,546,110 and pending U.S. 

Patent Application No. 18/089,999.  

C. Lead and Backup Counsel, and Service Information 

Lead Counsel Backup Counsel 
Joshua L. Goldberg, Reg. No. 59,369 
joshua.goldberg@finnegan.com 
Finnegan, Henderson, Farabow, Garrett 

& Dunner, LLP 
901 New York Avenue, NW 
Washington, DC 20001 
Phone: 202-408-4000  
Fax: 202-408-4400 

Yi Yu, Reg. No. 69,397 
yi.yu@finnegan.com 
Finnegan, Henderson, Farabow, Garrett 

& Dunner, LLP 
1875 Explorer Street, Suite 800  
Reston, VA 20190-6023  
Phone: 571-203-2700  
Fax: 202-408-4400 
 
Kevin D. Rodkey, Reg. No. 65,506 
Kevin.rodkey@finnegan.com 
Finnegan, Henderson, Farabow, Garrett 

& Dunner, LLP 
271 17th Street NW 
Suite 1400 
Atlanta, GA 30363 
Phone: 404-653-6400  
Fax: 404-653-6444 
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Nicholas A. Cerulli, Reg. No. 71,900 
nicholas.cerulli@finnegan.com 
Finnegan, Henderson, Farabow, Garrett 

& Dunner, LLP 
901 New York Avenue, NW 
Washington, DC 20001 
Phone: 202-408-4000  
Fax: 202-408-4400 
 
Mingji Jin, Reg. No. 69,674 
mingji.jin@finnegan.com 
Finnegan, Henderson, Farabow, Garrett 

& Dunner, LLP 
901 New York Avenue, NW 
Washington, DC 20001 
Phone: 202-408-4000  
Fax: 202-408-4400 
 
Chen Zang, Reg. No. L1002 
chen.zang@finnegan.com 
Finnegan, Henderson, Farabow, Garrett 

& Dunner, LLP 
901 New York Avenue, NW 
Washington, DC 20001 
Phone: 202-408-4000  
Fax: 202-408-4400 

 
Please address all correspondence to counsel at the address above. Petitioner 

consents to electronic service by email at the above email addresses. 

IX. GROUNDS FOR STANDING 

Petitioner certifies that the ’527 patent is available for IPR and that 

Petitioner is not barred or estopped from requesting IPR challenging the patent 

claims on the grounds identified herein. 
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X. CONCLUSION 

Petitioner requests institution and cancellation of each challenged claim.  

 

Dated: February 28, 2023 By: /Joshua L. Goldberg/    
  Joshua L. Goldberg, Lead Counsel 
  Reg. No. 59,369   

 



 
 

CERTIFICATION OF WORD COUNT 

Pursuant to 37 C.F.R. § 42.24, Petitioner certifies that the word count of 

Petitioner’s Petition for Inter Partes Review (exclusive of any table of contents, 

table of authorities, mandatory notices under § 42.8, certificates of service and 

word count, and list of exhibits or claim listing) as measured by Microsoft Word is 

13,998. 

 

Dated: February 28, 2023 By:  /Joshua L. Goldberg/    
  Joshua L. Goldberg, Lead Counsel 
  Reg. No. 59,369   
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CERTIFICATE OF SERVICE 

Pursuant to 37 C.F.R. §§ 42.6(e) and 42.105(a), the undersigned certifies 

that on February 28, 2023, a copy of the foregoing Petition for Inter Partes 

Review, the associated powers of attorney, and Exhibits 1001-1030 were served by 

FedEx Priority Overnight on the correspondence address of record indicated in the 

Patent Office’s Patent Center website for U.S. Patent No. 10,944,527: 

Jialin Zhong 
Zhong Law, LLC 
51 JFK Parkway 
1st Floor West 
Short Hills, NJ 07078 
 
A courtesy copy of the foregoing was also served by FedEx Priority 

Overnight on the address listed on the same law firm’s website (https://zhong-

law.com/): 

Jialin Zhong 
Zhong Law, LLC 
100 Connell Drive 
Suite 2300 
Berkeley Heights, NJ 07922 
 
 
 

Date: February 28, 2023 By:    /William Esper/  
William Esper 
Case Manager and PTAB Coordinator 
FINNEGAN, HENDERSON, FARABOW, 

GARRETT & DUNNER, LLP 
 


