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(57) ABSTRACT 

A system for controlling a flow of content includes a terminal 
and a network entity. The terminal is capable of sending a 
content status including terminal status information having a 
listing of one or more pieces of content stored in a memory of 
the terminal. The network entity includes a content flow man­
ager that is capable of receiving the terminal status informa­
tion. Then, based upon the terminal status information, the 
content flow manager can control the flow of content to the 
terminal. More particuarly, for example, the content flow 
manager can be capable of controlling the terminal to delete 
at least one piece of content from a memory of the terminal, 
and/or download at least one piece of content from a source of 
content. 

24 Claims, 5 Drawing Sheets 

106 DETERMINE IF CONTENT TO DELETE 
BASED UPON TERMINAL STATUS AND 

SERVER STATUS 

108 DETERMINE IF CONTENT TO 
DOWNLOAD BASED UPON TERMINAL 

STATUS AND SERVER STATUS 

112 

116 

114 

Netflix v. VideoLabs
IPR2023-00630

Netflix. Ex. 1001



U.S. Patent Oct. 21, 2008 Sheet 1 of 5 

TERMINAL 

31 

30 

TERMINAL 

DIGITAL 
BROADCASTER 

...... 
20 

12 ~ 
16 

0-10 BS 

14 
TERMINAL 

28 

GTW 

20 
GTW 

MSC 

SGSN 

27 

FIG. 1. 

US 7,440,559 B2 

BS 

14 

TERMINAL 

ORIGIN 24 
SERVER 

CONTENT 25 
FLOW 

SERVER 

GGSN 
29 

33 

20 
GTW 



U.S. Patent Oct. 21, 2008 Sheet 2 of 5 US 7,440,559 B2 

36 
INTERFACE 

32 
PROCESSOR 

34 
MEMORY 

FIG. 2. 

30 
68 

60 

VOLATILE 
MEMORY 

• • • MUX TX 
62 

NON- 31 
VOLATILE 
MEMORY 

FIG. 4. 



\ 
v-40 

48\ 

TELEVISION 

28\ 

/ 42 

RX 

44 7 

54 \ 
NETWORK 
INTERFACE 

I I I AN INTERFACE ~ PROCESSOR 1--
LOCAL 

INTERFACE 

VOLATILE 
MEMORY 

\_45 

1\-50 

FIG. 3. 

56 

52_/ 

NON-VOLATILE 
MEMORY 

CONTENT 
FLOW 

MANAGER 

53 
5' 'I 

~ 
00 
• 
~ 
~ 
~ 
~ = ~ 

0 
(') 

:-+-
N .... 
~ 

N 
0 
0 
QO 

rJJ 
=­('D 
('D ..... 
~ 

0 .... 
Ul 

d 
r.,;_ 
-....l 
~ 
~ = tit 
UI 
\0 

= N 



U.S. Patent Oct. 21, 2008 Sheet 4 of 5 

TRANSMITTER 

70 

RINGER ITT 
78 __jVLJ 

94 

44A 

CONTROLLER 

VOLATILE 
MEMORY 

SIM 

NON­
VOLATILE 
MEMORY 

r92 

~----' 

FIG. 5. 

US 7,440,559 B2 

88000 
IR BT 

t j 
82 

DISPLAY 

KEYPAD 

84 

96 



U.S. Patent 

100 

102 

Oct. 21, 2008 Sheet 5 of 5 

START 

RECEIVE AND STORE PIECE(S) 
OF CONTENT AT TERMINAL 

RECEIVE STATUS AT CONTENT 
FLOW MANAGER INCLUDING 

TERMINAL STATUS INFORMATION 

104 
PROVIDE SERVER STATUS 

INFORMATION 

106 

108 

110 

DETERMINE IF CONTENT TO DELETE 
BASED UPON TERMINAL STATUS AND 

SERVER STATUS 

DETERMINE IF CONTENT TO 
DOWNLOAD BASED UPON TERMINAL 

STATUS AND SERVER STATUS 

SEND RESPONSE INCLUDING 
ANY ACTION(S) TO TERMINAL 

112 

PIECE(S) OF 
CONTENT TO 

DELETE? 
YES 

US 7,440,559 B2 

114 

DELETE EXPIRED 
CONTENT 

NO----------' 

116 

FIG. 6. 

NEW 
PIECE(S) OF 

CONTENT TO 
DOWNLOAD? 

NO 

STOP 

YES DOWNLOAD NEW 
CONTENT 

STORE NEW 
CONTENT 

118 

120 



US 7,440,559 B2 
1 

SYSTEM AND ASSOCIATED TERMINAL, 
METHOD AND COMPUTER PROGRAM 

PRODUCT FOR CONTROLLING THE FLOW 
OF CONTENT 

2 
tion technique is utilized in which content for transmission is 
placed into MPEG-2 packets which act as data containers. 
Thus, the containers can be utilized to transport any suitably 
digitized data including, but not limited to High Definition 

FIELD OF THE INVENTION 
5 TV, multiple channel Standard definition TV (PAUNTSC or 

SECAM) and, of course, broadband multimedia data and 
interactive services. 

The combined use of mobile telecommunications with a 
broadband delivery technique such as DVB-T has been pro-

The present invention generally relates to systems and 
methods for controlling the flow of content and, more par­
ticularly, to systems and associated terminals, methods and 
computer program products for controlling the flow of con­
tent in terminals operable with mobile telecommunication 
and digital broadcast networks. 

10 posed in the past in order to achieve efficient delivery of 
digital services to users on the move. This would take advan­
tage of existing infrastructures in the effort to provide per­
sonal communications (already prevalent) and the growing 
demand for Internet access, together with the expected rise of 

BACKGROUND OF THE INVENTION 

The deployment of advanced high bit-rate mobile networks 
has opened up new opportunities for delivering a host of 
services in a way that was not possible with earlier second 
generation wireless networks. Recent systems including third 
generation (3G) systems, such as those specified for use with 
the Global System for Mobile Communications (GSM) wire­
less standard, enable the delivery of new digital services such 

15 digital broadcasting, so that users can receive these services 
with a single device. Furthermore, DVB-Tis a cross platform 
standard that is shared by many countries thereby making 
frequency compatibility and roaming less of an issue. The 
combination of mobile telecommunication and relatively 

20 very low cost digital broadband delivery techniques provides 
the possibility of interactive services such as uni-directional 
and bi-directional services such as audio and video streaming 
(e.g., TV, radio, etc.), file downloads and advanced gaming 

as video calls and the playback of multimedia applications 
that are comprised of audio and video clips. Although the 25 

increased bit rates of 3G systems widen the possibilities for 
providing digital services. 

The increased bit rates of 3G systems provide adequate 
performance for delivering high quality digital audio and 
acceptable quality moving image clips. However, at these 30 

transfer rates it may be difficult to handle exceedingly high 
data intensive tasks such as delivering high quality full-mo­
tion video and transferring very large data files to mobile 
terminals. In this regard, attempts at downloading large data 
files may lead to inconveniently long downloading times that 35 

can be undesirably costly for users. For this and other reasons, 
alternative broadband delivery techniques have been investi­
gated that could provide a practical solution for high data 
intensive tasks in terms oflower cost and convenience for the 
users involved. 40 

applications, etc. 
In mobile terminals for combined use of mobile telecom­

munications and digital broadband data broadcast tech­
niques, mobile terminals typically download content in 
accordance with a "pull" technique. In this regard, mobile 
terminals typically pull content from a server, such as by 
dispatching a uniform resource indicator (URI) from a mobile 
terminal to a server, which responds by providing information 
associated with the URI. Although mobile terminals typically 
download content in accordance with a pull technique, the 
server or content provider must typically have control over 
the content flow policy to the mobile terminal. For example, 
the server or content provider must typically have control 
over when pieces of content expire and are removed from the 
mobile terminal, when to deliver new pieces of content to the 
mobile terminal, what new pieces of content to deliver, etc. 

As will be appreciated, in various instances, user prefer­
ences, capabilities of the mobile terminal and/or previous 
contents stored or otherwise received by the mobile terminal 
can have an affect on the flow of new content to the mobile 
terminal. Current techniques for downloading content from 
mobile terminals, however, do not provide for such user pref­
erences, capabilities, previous contents and/or use of previous 
contents. Thus, current techniques for downloading content 
can suffer from inefficient content flow control between the 

One such delivery technique that has shown promise is 
Digital Video Broadcasting (DVB). In this regard, DVB-T, 
which is related to DVB-H (handheld), DVB-C (cable) and 
DVB-S (satellite), is the terrestrial variant of the DVB stan­
dard. As is well known, DVB-Tis a wireless point-to-multi- 45 

point data delivery mechanism developed for digital TV 
broadcasting, and is based on the MPEG-2 transport stream 
for the transmission of video and synchronized audio. DVB-T 
has the capability of efficiently transmitting large amounts of 
data over a broadcast charmel to a high number of users at a 
lower cost, when compared to data transmission through 
mobile telecommunication networks using, e.g., 3G systems. 
Advantageously, DVB-T has also proven to be exceptionally 
robust in that it provides increased performance in geographic 
conditions that would normally affect other types of trans- 55 

missions, such as the rapid changes of reception conditions, 
and hilly and mountainous terrain. 

mobile terminal and the server or content provider. More 
50 particularly, current techniques for downloading content can 

suffer from inefficient control of content received and there-

Digital broadband data broadcast networks are known. As 
mentioned, an example of such a network enjoying popularity 
in Europe and elsewhere world-wide is DVB which, in addi- 60 

tion to the delivery of television content, is capable of deliv­
ering data, such as Internet Protocol (IP) data. Other examples 
of broadband data broadcast networks include Japanese Ter­
restrial Integrated Service Digital Broadcasting (ISDB-T), 
Digital Audio Broadcasting (DAB), and MBMS, and those 65 

networks provided by the Advanced Television Systems 
Committee (ATSC). In many such networks, a containeriza-

after stored by mobile terminals, as well as inefficient control 
of content stored by mobile terminals. 

SUMMARY OF THE INVENTION 

In light of the foregoing background, embodiments of the 
present invention provide an improved system and associated 
terminal, method and computer program product for control­
ling the flow of content, particularly to mobile terminals that 
are operable with mobile telecommunication and digital 
broadcast networks. To facilitate control of the flow of con­
tent in accordance with embodiments of the present inven­
tion, a terminal is capable of sending a content request that 
includes terminal status information. A network entity, such 
as a digital broadcast receiver, can then control the flow of 
content to the terminal based upon the terminal status infor-
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mation. Advantageously, the terminal status information can 
include information regarding the terminal that accounts for 
user preferences, capabilities of the terminal and/or previous 
contents stored by the terminal. Thus, in contrast to conven­
tional techniques for downloading content to a terminal, the 5 

network entity can control the flow of content to the terminal 
based upon information that accounts for user preferences, 
capabilities of the terminal and/or previous contents stored by 
the terminal. 

4 
present invention solve the problems identified by prior tech­
niques and provide additional advantages. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Having thus described the invention in general terms, ref­
erence will now be made to the accompanying drawings, 
which are not necessarily drawn to scale, and wherein: 

FIG. 1 is a schematic block diagram of a wireless commu-
According to one aspect of the present invention, a system 10 nications system according to one embodiment of the present 

invention including a cellular network and a data network to 
which a terminal is bi-directionally coupled through wireless 
RF links; 

is provided for controlling a flow of content. The system 
includes a terminal and a network entity. The terminal is 
capable of sending a content status including terminal status 
information having a listing of one or more pieces of content 
stored in a memory of the terminal. The network entity (e.g., 15 

content flow server, origin server, digital broadcast receiver, 
etc.) includes a content flow manager that is capable ofreceiv­
ing the terminal status information. Then, based upon the 
terminal status information, the content flow manager can 
control the flow of content to the terminal. More particuarly, 20 

for example, the content flow manager can be capable of 
controlling the terminal to delete at least one piece of content 
from a memory of the terminal, and/or download at least one 
piece of content from a source of content ( e.g., an origin 
server, digital broadcast receiver, etc.). 

FIG. 2 is a schematic block diagram of an entity capable of 
operating as a terminal, origin server, digital broadcast 
receiver and/or a digital broadcaster, in accordance with 
embodiments of the present invention; 

FIG. 3 is a functional block diagram of a digital broadcast 
receiver, in accordance with one embodiment of the present 
invention; 

FIG. 4 is a functional block diagram of the digital broad­
caster, in accordance with one embodiment of the present 
invention; 

25 
FIG. 5 is a schematic block diagram of a mobile station that 

may operate as a terminal, according to embodiments of the 
present invention; and 

FIG. 6 is a flowchart of a method of controlling the flow of 
content in accordance with one embodiment of the present 

With the listing of one or more pieces of content stored in 
the memory of the terminal in the terminal status information, 
the control flow manager can be capable of instructing the 
terminal to delete one or more pieces of content from the 
memory of the terminal based upon the listing of the piece( s) 30 invention. 

of content stored in the memory of the terminal. Similarly, the 
control flow manager can be capable of controlling the ter­
minal to download one or more pieces of content from the 
source of content based upon server status information 
including a listing of available piece(s) of content from the 35 

source. 
More particularly, the control flow manager can be capable 

of determining if the memory of the terminal includes at least 
one piece of content to delete. Then, when the control flow 
manager determines that the memory of the terminal includes 40 

piece( s) of content to delete, the control flow manager can be 
capable of sending a response to the terminal instructing the 
terminal to delete at least one piece of content. Additionally, 
or alternatively, the control flow manager can be capable of 
determining if the source of content includes at least one 45 

available piece of content for the terminal to download. In 
such instances, the control flow manager can be capable of 
sending a response to the terminal instructing the terminal to 
download at least one available piece of content when the 
control flow manager determines that the source includes 50 

available piece(s) of content for the terminal to download. 
According to other aspects of the present invention, a ter­

minal, method and computer program product are provided 
for controlling the flow of content. Therefore, embodiments 
of the present invention provide a system and associated 55 

terminal, method and computer program-product for control­
ling the flow of content. The system and associated terminal, 
method and computer program product of embodiments of 
the present invention are capable of controlling the flow of 
content based upon terminal status information from the ter- 60 

minal, where the terminal status information includes infor­
mation regarding the terminal. Advantageously, the terminal 
status information can include information reflecting user 
preferences, capabilities of the terminal, previous contents 
stored by the terminal, and/or the use of such previous con- 65 

tents. Therefore, the system, and associated terminal, method 
and computer program product of embodiments of the 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention now will be described more fully 
hereinafter with reference to the accompanying drawings, in 
which preferred embodiments of the invention are shown. 
This invention may, however, be embodied in many different 
forms and should not be construed as limited to the embodi­
ments set forth herein; rather, these embodiments are pro­
vided so that this disclosure will be thorough and complete, 
and will fully convey the scope of the invention to those 
skilled in the art. Like numbers refer to like elements through­
out. 

Referring to FIG. 1, an illustration of one type of terminal 
and system that would benefit from the present invention is 
provided. The system, method and computer program prod­
uct of embodiments of the present invention will be primarily 
described in conjunction with mobile communications appli­
cations. It should be understood, however, that the system, 
method and computer program product of embodiments of 
the present invention can be utilized in conjunction with a 
variety of other applications, both in the mobile communica­
tions industries and outside of the mobile communications 
industries. For example, the system, method and computer 
program product of embodiments of the present invention can 
be utilized in conjunction with wireline and/or wireless net­
work (e.g., Internet) applications. 

As shown, a terminal 10 may include an antenna 12 for 
transmitting signals to and for receiving signals from a base 
site or base station (BS) 14. The base station is a part of a 
cellular network that includes elements required to operate 
the network, such as a mobile switching center (MSC) 16. As 
well known to those skilled in the art, the cellular network 
may also be referred to as a Base Station/MSC/Interworking 
function (BMI). In operation, the MSC is capable of routing 
calls and messages to and from the terminal when the terminal 
is making and receiving calls. The MSC also provides a 
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connection to landline trunks when the terminal is involved in 
a call. Further, the MSC can be coupled to a server gateway 
(GTW) 20. 

The MSC 16 can be coupled to a data network, such as a 
local area network (LAN), a metropolitan area network 
(MAN), and/or a wide area network (WAN). The MSC can be 
directly coupled to the data network. In one typical embodi­
ment, however, the MSC is coupled to a GTW 20, and the 
GTW is coupled to a WAN, such as the Internet 22. In turn, 
devices such as processing elements (e.g., personal comput­
ers, server computers or the like) can be coupled to the ter­
minal 10 via the Internet. For example, the processing ele­
ments can include one or more processing elements 
associated with an origin server 24, one of which is illustrated 
in FIG. 1. As explained below, the processing elements can 
additionally or alternatively include a content flow server 25 
capable of operating a content flow manager to control the 
flow of content to the terminal. 

In addition to the MSC 16, the BS 14 can be coupled to a 
signaling GPRS (General Packet Radio Service) support 
node (SGSN) 27. As known to those skilled in the art, the 
SGSN is typically capable of performing functions similar to 
the MSC 16 for packet switched services. The SGSN, like the 
MSC, can be coupled to a data network, such as the Internet 
22. The SGSN can be directly coupled to the data network. In 
a more typical embodiment, however, the SGSN is coupled to 
a packet-switched core network, such as a GPRS core net­
work 33. The packet-switched core network is then coupled to 
another GTW, such as a GTW GPRS support node (GGSN) 
29, and the GGSN is coupled to the Internet. In addition to the 
GGSN, the packet-switched core network can also be coupled 
to aGTW20. 

By coupling the SGSN 27 to the GPRS core network 33 
and the GGSN 29, devices such as origin servers 24 and/or the 
content flow server 25 can be coupled to the terminal 10 via 
the Internet 22, SGSN and GGSN. In this regard, devices such 
as origin servers can communicate with the terminal across 
the SGSN, GPRS and GGSN. For example, origin servers can 
provide content to the terminal, such as in accordance with 
the Multimedia Broadcast Multicast Service (MBMS). For 
more information on the MBMS, see Third Generation Part­
nership Project (3GPP) technical specification 3GPP TS 
22.146, entitled: Multimedia Broadcast Multicast Service 
(MEMS), the contents of which are hereby incorporated by 
reference in its entirety. 

In addition to being coupled to the BS 14, the terminal 10 
one or more wireless access points (APs) 26. The APs can 
comprise access points configured to communicate in accor­
dance techniques such as, for example, radio frequency (RF), 
Bluetooth (BT), infrared (IrDA) or any of a number of differ­
ent wireless networking techniques, including WLAN tech­
niques. TheAPs may be coupled to the Internet 22. Like with 
the MSC 16, the APs can be directly coupled to the Internet. 

6 
Further, the terminal 10 can additionally, or alternatively, 

be coupled to a digital broadcaster 30 via a digital broadcast 
network, such as a terrestrial digital video broadcasting ( e.g., 
DVB-T, DVB-H, ISDB-T, ATSC, etc.) network. As will be 

5 appreciated, by directly or indirectly connecting the terminals 
and the digital broadcaster, the terminals can receive content, 
such as content for one or more television, radio and/or data 
channels, from the digital broadcaster. In this regard, the 
digital broadcaster can include, or be coupled to, a transmitter 

10 (TX) 31, such as a DVB-T TX. Similarly, the terminal can 
include a receiver, such as a DVB-T receiver (not shown). The 
terminal can be capable of receiving content from any of a 
number of different entities in any one or more of a different 
number of manners. In one embodiment, for example, the 

15 terminal can comprise a terminal 10' capable of transmitting 
and/or receiving data, content or the like in accordance with a 
DVB (e.g., DVB-T, DVB-H, etc.) technique as well as a 
cellular (e.g., lG, 2G, 2.5G, 3G, etc.) communication tech­
nique. In such an embodiment, the terminal 10' may include 

20 an antenna 12A for receiving content from the DVB-T TX, 
and another antenna 12B for transmitting signals to and for 
receiving signals from a BS 14. For more information on such 
a terminal, see U.S. patent application Ser. No. 09/894,532, 
entitled: Receiver, filed Jun. 29, 2001, the contents of which is 

25 incorporated herein by reference in its entirety. 
In addition to, or in lieu of, directly coupling the terminal 

10 to the digital broadcaster 34 via the TX 31, the terminal can 
be coupled to a digital broadcast (DB) receiving terminal 28 
which, in turn, can be coupled to the digital broadcaster 30, 

30 such as directly and/or via the TX. In such instances, the 
digital broadcast receiver can comprise a DVB-T receiver, 
such as a DVB-T receiver in the form of a set top box. The 
terminal can be locally coupled to the digital broadcast 
receiver, such as via a personal area network. In one advan-

35 tageous embodiment, however, the terminal can additionally 
or alternatively be indirectly coupled to the digital broadcast 
receiver via the Internet 22. 

Referring now to FIG. 2, a block diagram of an entity 
capable of operating as a terminal 10, origin server 24, con-

40 tent flow server 25, digital broadcast receiver 28, and/or a 
digital broadcaster 30 is shown in accordance with one 
embodiment of the present invention. Although shown as 
separate entities, in some embodiments, one or more entities 
may support one or more of a terminal, origin server, digital 

45 broadcast receiver, and/or a digital broadcaster, logically 
separated but co-located within the entit(ies). For example, a 
single entity may support a logically separate, but co-located, 
terminal and digital broadcast receiver. Also, for example, a 
single entity may support a logically separate, but co-located 

50 digital broadcast receiver and digital broadcaster. 
As shown, the entity capable of operating as a terminal 10, 

origin server 24, content flow server 25, digital broadcast 
receiver 28, and/or a digital broadcaster 30 can generally 
include a processor 32 connected to a memory 34. The pro-

55 cessor can also be connected to at least one interface 36 or 
In one advantageous embodiment, however, theAPs are indi­
rectly coupled to the Internet via a GTW 20. As will be 
appreciated, by directly or indirectly connecting the terminals 
and the origin server 24, as well as any of a number of other 
devices, to the Internet, the terminals can communicate with 
one another, the origin server, etc., to thereby carry out vari­
ous functions of the terminal, such as to transmit data, content 60 

or the like to, and/or receive content, data or the like from, the 

other means for transmitting and/or receiving data, content or 
the like. The memory can comprise volatile and/or non-vola­
tile memory, and typically stores content, data or the like. For 
example, the memory typically stores software applications, 
instructions or the like for the processor to perform steps 
associated with operation of the entity in accordance with 

origin server. As used herein, the terms "data," "content," 
"information" and similar terms may be used to interchange­
ably to refer to data capable of being transmitted, received 
and/or stored in accordance with embodiments of the present 
invention. Thus, use of any such terms should not be taken to 
limit the spirit and scope of the present invention. 

embodiments of the present invention. Also, for example, the 
memory typically stores content transmitted from, or 
received by, the terminal, digital broadcast receiver, and/or 

65 digital broadcaster. 
Reference is now made to FIG. 3, which illustrates a func­

tional block diagram of a digital broadcast receiver 28, in 
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accordance with one embodiment of the present invention. As 
shown, the digital broadcast receiver includes an antenna 40 
for receiving signals from a digital broadcaster 30 and feeding 
the signals into a receiver (RX) 42. In tum, the receiver is 
capable of decrypting, demodulating and/or demultiplexing 5 

the signals, such as to extract content data. The receiver can 
feed the content data to a processor 44, which can thereafter 
decode the content data. The processor can then feed the 
decoded signal into an audio/video (AN) interface 46, which 
can convert signals to a form suitable for display by a monitor, 10 

such as a television set 48. 

8 
memories can store content, such as content for a television 
channel and other content for a number of other television, 
radio and/or data channels. 

The digital broadcaster 30 can also include a multiplexer 
64, which can be capable of multiplexing content for a num­
ber of television, radio and/or data channels. The multiplexer 
can then feed the resulting signal into a TX 31, which can be 
separate from the digital broadcaster, as shown in FIG. 1, or 

The digital broadcast receiver 28 can include volatile 
memory 50, such as volatile Random Access Memory (RAM) 
including a cache area for the temporary storage of data. The 
digital broadcast receiver can also include non-volatile 
memory 52, which can be embedded and/or may be remov­
able. The non-volatile memory can additionally or alterna­
tively comprise an EEPROM, flash memory, hard disk or the 
like. The memories can store any of a number of pieces of 
information, content and data, used by the digital broadcast 
receiver to implement the functions of the digital broadcast 
receiver. For example, as indicated above, the memories can 
store content, such as that received from a digital broadcaster 

incorporated within the digital broadcaster, as shown in FIG. 
4. Irrespective of where the TX is located relative to the digital 
broadcaster, the TX can receive the signal from the multi­
plexer for encryption, modulation, amplification and/or trans­
mission, such as via an antenna 68. In this regard, for 
example, the digital broadcaster can be capable of directly or 

15 indirectly transmitting content to a digital broadcast receiver 
28 and/or a terminal 10, such as in accordance with a digital 
broadcasting technique, such as DVB-T. For information on 
DVB-T, see European Telecommunications Standards Insti­
tute (ETSI) Standard EN 300 744, entitled: Digital Video 

20 Broadcasting (DVB): Framing structure, channel coding and 
modulation for digital terrestrial television, v.1.1.2 (1997) 
and related specifications, the contents of which are hereby 
incorporated by reference in their entirety. 

3 0. As explained below, the memories can also store a content 
flow manager 53 capable of controlling storage of content by 25 

the digital broadcast receiver and/or a terminal 10. 
The digital broadcast receiver 28 can also include one or 

more interface means for sharing and/or obtaining data from 
electronic devices, such as terminals 10 and/or digital broad­
casters 30. More particularly, the digital broadcast receiver 30 

can include a network interface means 54, for sharing and/or 
obtaining data from a network, such as the Internet 22 and/or 
the DVB-T 31. For example, the digital broadcast receiver 
can include an Ethernet Personal Computer Memory Card 
International Association (PCMCIA) card configured to 35 

transmit and/or receive data to and from a network, such as 
the Internet. 

In accordance with a number of digital broadcasting tech-
niques, such as DVB-T, Internet Protocol (IP) Datacast 
(IPDC) can be utilized to provide audio, video and/or other 
content to terminals 10. In this regard, the digital broadcaster 
30 can be capable of providing IP datacasting content to the 
terminal utilizing a digital broadcasting technique. As will be 
appreciated by those skilled in the art, digital broadcasting 
techniques such as DVB-T are essentially cellular in nature 
with a transmission site associated with each of a number of 
different cells. DVB-T, for example, uses MPEG-2 transport 
streams, and as such, IP data can be encapsulated into DVB 
transmission signals sent from the digital broadcaster, or 
more particularly the TX 31. Data streams including IP data­
grams can be supplied from several sources, and can be 
encapsulated by an IP encapsulator (not shown). The IP 

The digital broadcast receiver 28 can also include one or 
more local interface means 56 for locally sharing and/or 
obtaining data from electronic devices, such as a terminal. For 
example, the digital broadcast receiver can include a radio 
frequency transceiver and/or an infrared (IR) transceiver so 
that data can be shared with and/or obtained in accordance 
with radio frequency and/or infrared transfer techniques. 
Additionally, or alternatively, for example, the digital broad­
cast receiver can include a Bluetooth (BT) transceiver oper­
ating using Bluetooth brand wireless technology developed 

40 
encapsulator, in tum, can feed the encapsulated IP data 
streams into the data broadcasting ( e.g., DVB-T) network. 

The encapsulated IP data streams can then be transported 
to one or more transmission sites, where the transmission 
sites form cells of the data broadcasting network. For 

by the Bluetooth Special Interest Group such that the digital 
broadcast receiver can share and/ or obtain data in accordance 
with Bluetooth transfer techniques. Further, the digital broad­
cast receiver can additionally or alternatively be capable of 
sharing and/or obtaining data in accordance with any of a 
number of different wireline and/or wireless networking 
techniques, including LAN and/or WLAN techniques. 

45 example, the encapsulated IP data streams can be transported 
to one or more transmission sites on an MPEG-2 transport 
stream for subsequent transmission over the air directly to the 
terminals, or to a receiver station serving one or more termi­
nals. As will be appreciated, the MPEG-2 transport stream, 

50 from production by the IP encapsulator, to reception by the 
terminals or the receiver station, is typically uni-directional in 
nature. In this regard, IP packets containing the data can be 
embedded in multi-protocol encapsulation (MPE) sections 

Reference is now made to FIG. 4, which illustrates a func- 55 

tional block diagram of the digital broadcaster 30 of one 
embodiment of the present invention. Like the digital broad­
cast receiver 28, the digital broadcaster can include volatile 
memory 60, such as volatile Random Access Memory (RAM) 
including a cache area for the temporary storage of data. The 60 

digital broadcaster can also include non-volatile memory 62, 
which can be embedded and/or may be removable. The non­
volatile memory can additionally or alternatively comprise an 
EEPROM, flash memory or the like. The memories can store 
any of a number of pieces of information, content and data, 65 

used by the digital broadcaster to implement the functions of 
the digital broadcaster. For example, as indicated above, the 

that are transported within transport stream packets. 

In addition to the IP packets, the MPE sections can also 
include forward error correction (FEC) information and time 
slicing information. By including information such as time 
slicing information, data can be conveyed discontinuously 
with the receiver ( e.g., terminal 10), being capable of saving 
battery power by switching off when no data is being trans­
mitted to the receiver. In other terms, in accordance with one 
time slicing technique, instead of using the current default 
method of continuous digital broadcasting ( e.g., DVB-T) 
transmission, a time division multiplex-type of allocation 
technique can be employed (see, e.g., DVB-H standard). With 
such an approach, then, services can be provided in bursts, 
allowing a receiver to power down when the receiver is not 
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receiving data, and allowing the receiver to power up to 
receive data packets, as necessary. 

FIG. 5 illustrates a functional diagram of a mobile station 
that may operate as a terminal 10, according to embodiments 
of the invention. It should be understood, that the mobile 5 

station illustrated and hereinafter described is merely illus­
trative of one type of terminal that would benefit from the 
present invention and, therefore, should not be taken to limit 
the scope of the present invention. While several embodi­
ments of the mobile station are illustrated and will be here- 10 

10 
a keypad, the keypad includes the conventional numeric (0-9) 
and related keys (#, ), and other keys used for operating the 
mobile station. 

The mobile station can also include one or more means for 
sharing and/or obtaining data from electronic devices, such as 
another terminal 10, an origin server 24, an AP 26, a digital 
broadcast receiver 28, a digital broadcaster 30 or the like, in 
accordance with any of a number of different wireline and/or 
wireless techniques. For example, the mobile station can 
include a radio frequency (RF) transceiver 86 and/or an infra­
red (IR) transceiver 88 such that the mobile station can share 
and/or obtain data in accordance with radio frequency and/or 
infrared techniques. Also, for example, the mobile station can 
include a Bluetooth (BT) transceiver 90 such that the mobile 

inafter described for purposes of example, other types of 
mobile stations, such as portable digital assistants (PDAs), 
pagers, laptop computers and other types of voice and text 
communications systems, can readily employ the present 
invention. 

The mobile station includes a transmitter 70, a receiver 72, 
and a controller 74 that provides signals to and receives sig­
nals from the transmitter and receiver, respectively. These 
signals include signaling information in accordance with the 
air interface standard of the applicable cellular system, and 
also user speech and/or user generated data. In this regard, the 
mobile station can be capable of operating with one or more 

15 station can share and/or obtain data in accordance with Blue­
tooth transfer techniques. Although not shown, the mobile 
station may additionally or alternatively be capable of trans­
mitting and/or receiving data from electronic devices accord­
ing to a number of different wireline and/or wireless network-

20 ing techniques, including LAN and/or WLAN techniques. In 
this regard, as shown in FIG. 1 with respect to terminal 10', the 
mo bile station may include an additional antenna or the like to 
transmit and/or receive data from such electronic devices air interface standards, communication protocols, modula­

tion types, and access types. More particularly, the mobile 
station can be capable of operating in accordance with any of 25 

a number of first-generation (lG), second-generation (2G), 
2.5G and/or third-generation (3G) communication protocols 
or the like. For example, the mobile station may be capable of 
operating in accordance with 2G wireless communication 
protocols IS-136 (TDMA), GSM, and IS-95 (CDMA). The 30 

mobile station can additionally or alternatively be capable of 
operating in accordance with any of a number of different 
digital broadcasting techniques, such as the DVB technique 
(e.g., DVB-T, ETSI Standard EN 300 744). The mobile sta­
tion can also be capable of operating in accordance with any 35 

of a number of different broadcast and/or multicast tech­
niques, such as the MBMS technique ( e.g., 3GPP TS 22.146). 
Further, the mobile station can be capable of operating in 
accordance with ISDB-T, DAB, ATSC techniques or the like. 
Some narrow-band AMPS (NAMPS), as well as TACS, 40 

mobile stations may also benefit from embodiments of the 
present invention, as should dual or higher mode mobile 
stations (e.g., digital/analog or TDMA/CDMA/analog 
phones). 

It is understood that the controller 7 4 includes the circuitry 45 

required for implementing the audio and logic functions of 
the mobile station. For example, the controller may be com­
prised of a digital signal processor device, a microprocessor 
device, and various analog to digital converters, digital to 
analog converters, and other support circuits. The control and 50 

signal processing functions of the mobile station are allocated 
between these devices according to their respective capabili­
ties. The controller thus also includes the functionality to 
convolutionally encode and interleave message and data prior 
to modulation and transmission. The controller can addition- 55 

ally include an internal voice coder (VC) 74A, and may 
include an internal data modem (DM) 74B. Further, the con­
troller may include the functionally to operate one or more 
software applications, which may be stored in memory. 

The mobile station also comprises a user interface includ- 60 

ing a conventional earphone or speaker 76, a ringer 78, a 
microphone 80, a display 82, and a user input interface, all of 
which are coupled to the controller 74. The user input inter­
face, which allows the mobile station to receive data, can 
comprise any of a number of devices allowing the mobile 65 

station to receive data, such as a keypad 84, a touch display 
(not shown) or other input device. In embodiments including 

( e.g., digital broadcaster). 
The mobile station can further include memory, such as a 

subscriber identity module (SIM) 92, a removable user iden­
tity module (R-UIM) or the like, which typically stores infor­
mation elements related to a mobile subscriber. In addition to 
the SIM, the mobile station can include other memory. In this 
regard, like the digital broadcast receiver 28 and the digital 
broadcaster 30, the mobile station can include volatile 
memory 94. Also, again like the digital broadcast receiver and 
the digital broadcaster, the mobile station can include other 
non-volatile memory 96, which can be embedded and/or may 
be removable. The memories can store any of a number of 
pieces of information, and data, used by the mobile station to 
implement the functions of the mobile station. For example, 
the memories can store content, such as that received from an 
origin server 24 and/or a digital broadcast receiver. Also, for 
example, the memories can also store user or host applica­
tions such as a conventional Web browser for communicating 
in accordance with the hypertext transfer protocol (HTTP), a 
file transfer (e.g., FTP) application, a Telnet application, a 
peer-to-peer access application, or the like. 

As explained in the background section, the terminal 10 
typically downloads content in accordance with a pull tech­
nique, whereby the terminal receives content in response to a 
request for such content. And although user preferences, 
capabilities of the terminal and/or previous contents stored or 
otherwise received by the terminal can have an affect on the 
flow of content to the terminal, the digital broadband receiver 
28 typically has control over content flow policy to the ter­
minal. Current techniques for downloading content from ter­
minals, however, do not provide for such user preferences, 
capabilities, previous contents and/or use of previous con­
tents. Thus, current techniques for downloading content can 
suffer from inefficient control of content received and there­
after stored by terminals, as well as inefficient control of 
content stored by terminals. 

To account for user preferences, capabilities of the terminal 
10 and/or previous contents stored by the terminal in the flow 
of content to the terminal, the terminal of embodiments of the 
present invention is capable of sending a content status to a 
network entity, such as an origin server 24, content flow 
server 25, digital broadcast receiver 28 or the like, where the 
content status includes status information regarding the ter-
minal. In this regard, the status information can reflect user 
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by a digital broadcaster 30. In such instances, the content 
received at, and stored by, the terminal can include piece( s) of 
subscribed content. 

After the terminal 10 has stored at least one piece of con-

preferences, capabilities of the terminal, previous contents 
stored by the terminal and/or use of such previous contents. 
The network entity can then control the flow of content to the 
terminal, as well as the storage of content in memory of the 
terminal, based upon the status information. 5 tent, the terminal 10 can send, and the content flow manager 

53 can receive, a content status at one or more points in time 
(e.g., periodically), as shown in block 102. The content status 
can request any of a number of different pieces of content. In 

More particularly, to control the flow of content to the 
terminal 10, a network entity, such as an origin server 24, 
content flow server 25, digital broadcast receiver 28 or the 
like, is capable of operating a content flow manager 53. The 

10 
content flow manager, in tum, can control the flow of content, 
or more particularly the downloading and storage of content, 
as well as the deletion of content, at the terminal based upon 
status information regarding the terminal, and if so desired, 
further based upon status information regarding a source of 15 

content, such as the digital broadcast receiver, an origin server 

accordance with embodiments of the present invention, the 
content status includes terminal status information. As will be 
appreciated, the content status can be sent and received inde-
pendent of a desire by the terminal 10 to receive, or the 
content source to send, content. It should also be appreciated, 
however, that the content status can be sent within, or other­
wise associated with a request for subscribed content and/or 
updates to such content available from the source, such as the 
digital broadcast receiver 28. 

The status information in the content status can include any 
of a number of different pieces of information regarding the 

24 or the like. For example, the content flow manager can 
determine whether to offer an advertisement to a terminal 
based upon information including the use of similar previous 
content at the terminal ( e.g., whether similar advertisements 
have previously been presented at the terminal). Additionally, 
or alternatively, the content flow manager can control the flow 
of content to the terminal based, at least in part, upon status 
information available from the network entity operating the 
content flow manager or from another entity, such as the 
source of content to the terminal. In such instances, the status 
information can include, for example, available content, 
metadata of the available content, current time, and network 
capacity/load information. 

20 terminal 10 and the contents stored therein. For example, the 
status information can include information regarding the 
remaining storage capacity of the memory of the terminal. In 
addition, for example, the status information can include 
information regarding the pieces of content stored in memory, 

25 such as a listing of the pieces of content stored in memory, the 
time that the terminal received or otherwise downloaded each 
piece of content in memory; the time (if any) that the terminal 
utilized each piece of content in memory and/or the manner 
that the terminal utilized each respective piece of content in 

30 memory. 
As described herein, the content flow manager 53 typically 

comprises software capable of being stored within memory 
(e.g., non-volatile memory 52), and operated by a processor 
( e.g., processor 44), of a network entity, the digital broadcast 
receiver 28, content flow server 25 or the like. It should be 35 
understood, however, that the content flow manager can alter­
natively comprise firmware or hardware, without departing 
from the spirit and scope of the present invention. As also 
described herein, the content flow manager is capable of 
controlling the flow of content. For example, the content flow 40 
manager can be capable of controlling the flow of content 
from one or more television, radio and/or data chamiels 
received from a digital broadcaster 30 in response to a sub­
scription for content from one or more television, radio and/or 
data chamiels. Also, for example, the content flow manager 45 
can be capable of controlling the flow of content from one or 
more origin servers 24 in response to one or more requests for 
such content. In this regard, it should be understood that the 
content flow manager can be operated by any of a number of 
network entities to control the flow of content from any one or 50 
more of a number of content sources, whether the network 
entity operating content flow manager comprises, or is sepa­
rate from, the content source(s). 

Upon receipt, the content flow manager 53 can be provided 
with the terminal status information. In addition to the termi­
nal status information, the content flow manager can be pro­
vided with server status information regarding a source of 
content to the terminal 10, and possibly the communication 
channel between the source and the terminal (via e.g., a direct 
communication channel, the Internet 22, etc.). In this regard, 
in one embodiment, the source of content to the terminal 
comprises, or is associated with, the network entity operating 
the content flow manager. For example, the origin server 24, 
digital broadcast receiver 28 or the like can comprise the 
source of content to the terminal and operate the content flow 
manager 53. Alternatively, for example, the origin server, 
digital broadcast receiver or the like can comprise the source 
of content to the terminal and be associated with another 
network entity, such as the content flow server 25, which 
operates the content flow manager. 

Irrespective of the source of content and network entity 
operating the content flow manager 53, the server status infor­
mation can include, for example, the current time, a listing of 
one or more pieces of content available from (e.g., stored by) 
the source of content to the terminal 10. Additionally, for 
example, the server status information can include a type of 
each piece of content available from the source, where the Reference is now made to FIG. 6, which illustrates various 

steps in a method of controlling the flow of content in accor­
dance with one embodiment of the present invention. As 
shown in block 100, a method of controlling storage of con­
tent generally includes the terminal 10 downloading or oth-

55 type can identify, for example, content from one or more 
television, radio and/or data channels. Further, for example, 
the server status information can include capacity and/or load 
information regarding the communication chamiel between 
the source and the terminal. erwise receiving, at one or more points in time, one or more 

pieces of content from a content source, such as the origin 60 

server 24, the digital broadcast receiver 28 or the like. Upon 
receipt of the piece( s) of content, then, the terminal can store 
the content, such as into non-volatile memory ( e.g., memory 
96). Although not shown, in one typical embodiment, a user 
of the terminal can subscribe, such as with the digital broad- 65 

cast receiver, to content from one or more television, radio 
and/or data chamiels, such as those capable of being provided 

After the content flow manager 53 has been provided with 
the terminal status information and the server status informa­
tion, the content flow manager can determine if memory of 
the terminal 10 includes one or more pieces of content to 
delete, as shown in block 106. The content flow manager can 
determine if memory of the terminal includes one or more 
pieces of content to delete in any of a number of different 
manners. For example, the content flow manager can com-
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pare the time that the terminal received or otherwise down­
loaded each piece of content in memory (from the terminal 
status information) with the current time (from the server 
status information). Based upon the comparison, then, the 
content flow manager can determine if the difference between 
the download time and the current time of each piece of 
content exceeds expiration time period to thereby identify one 
or more expired pieces of content. The content flow manager 
can then designate the expired piece(s) of content as the 
piece( s) of content to delete from memory of the terminal. 

In addition to, or in lieu of, determining if memory of the 
terminal includes piece(s) of content to delete, the content 
flow manager 53 can determine if the source of content to the 
terminal 10 has one or more pieces of content available for 
download by the terminal, as shown in block 108. Like deter­
mining piece(s) of content to delete from memory of the 
terminal, the content flow manager can determine if the 
source includes available piece(s) of content in any of a num­
ber of different manners. For example, as explained above, a 
user of the terminal can subscribe, such as with the digital 
broadcast receiver 28, to content from one or more television, 
radio and/or data channels. In such instances, the content flow 
manager can identify content in memory of the digital broad­
cast receiver from the subscribed television, radio and/or data 
channel(s) based upon a type associated with each piece of 
content in memory of the digital broadcast receiver (from the 
server status information). The content flow manager can then 
compare the piece(s) of content from the subscribed televi­
sion, radio and/or data channel(s) with the listing of the pieces 
of content stored in memory of the terminal. Based upon the 
comparison, the control flow manager can determine those 
piece(s) of content (ifany) available from (e.g., stored by) the 
digital broadcast receiver that are not already stored in 
memory of the terminal. The content flow manager can then 
designate those piece(s) of content as available piece(s) of 
content for the terminal to download from the digital broad­
cast receiver. 

After determining if memory of the terminal 10 includes 
one or more pieces of content to delete, and/or if memory of 
the source of content to the terminal (e.g., origin server 24, 
digital broadcast receiver 28, etc.) includes one or more 
pieces of content for the terminal to download, the content 
flow manager can send a response to the terminal that 
instructs the terminal to delete one or more pieces of content 
to delete (if any), and/or to download one or more pieces of 
content available for download (if any), as shown in block 
110. Upon receipt of the response, if the response includes 
one or more pieces of content to delete, the terminal can delete 
such piece(s) of content from memory (e.g., non-volatile 
memory 96), as shown in blocks 112 and 114. 

If the response includes one or more pieces of content for 
the terminal 10 to download, the terminal can download such 
piece(s) of content from the source of content (e.g., origin 
server 24, digital broadcast receiver 28, etc.), as shown in 
blocks 116 and 118. The terminal can download such piece(s) 

14 
minal 10. In this regard, the content flow manager can cause 
the terminal to delete one or more pieces of content from 
memory of the terminal, and/or to download one or more 
pieces of content from a source of content. It should be 

5 understood, however, that the content flow manager need not 
cause the terminal to delete or download content in response 
to a content request. In this regard, in various instances, the 
content flow manager may determine that memory of the 
terminal does not include any pieces of content to delete. 

10 Likewise, the content flow manager may determine that the 
digital broadcast receiver does not have any pieces of content 
available for download by the terminal. In such instances, the 
content flow manager can send a response to the terminal 
instructing the terminal to neither delete nor download any 

15 pieces of content. Alternatively, the content flow manager can 
be configured to send a response only in instances in which 
the content flow manager determines that the memory of the 
terminal includes at least one piece of content to delete, or the 
digital broadcast receiver has at least one piece of content 

20 available for download. In the absence of a response, then, the 
terminal can be indirectly instructed to neither delete nor 
download any pieces of content in response to the content 
request. 

According to one aspect of the present invention, all or a 
25 portion of the system of the present invention, such all or 

portions of the terminal 10, origin server 24, content flow 
server 25, digital broadcast receiver 28, and/or a digital 
broadcaster 30, generally operates under control of a com­
puter program product (e.g., content flow manager 53). The 

30 computer program product for performing the methods of 
embodiments of the present invention includes a computer­
readable storage medium, such as the non-volatile storage 
medium, and computer-readable program code portions, such 
as a series of computer instructions, embodied in the com-

35 puter-readable storage medium. 
In this regard, FIG. 6 is a flowchart of methods, systems 

and program products according to the invention. It will be 
understood that each block or step of the flowchart, and com­
binations of blocks in the flowchart, can be implemented by 

40 computer program instructions. These computer program 
instructions may be loaded onto a computer or other program­
mable apparatus to produce a machine, such that the instruc­
tions which execute on the computer or other programmable 
apparatus create means for implementing the functions speci-

45 fled in the flowchart block(s) or step(s). These computer 
program instructions may also be stored in a computer-read­
able memory that can direct a computer or other program­
mable apparatus to function in a particular manner, such that 
the instructions stored in the computer-readable memory pro-

50 duce an article of manufacture including instruction means 
which implement the function specified in the flowchart block 
(s) or step(s ). The computer program instructions may also be 
loaded onto a computer or other progranimable apparatus to 
cause a series of operational steps to be performed on the 

55 computer or other programmable apparatus to produce a 
computer implemented process such that the instructions 
which execute on the computer or other programmable appa­
ratus provide steps for implementing the functions specified 

of content in any of a number of different manners. For 
example, when the source comprises a digital broadcast 
receiver (e.g., DVB-T receiver), the terminal can download 
such piece(s) of content from the digital broadcast receiver in 
accordance with any of a number of different techniques for 60 

downloading content from a digital broadcast receiver. Upon 
downloading the content, as shown in block 120, the terminal 
can store the content in memory (e.g., non-volatile memory 
96), such as for subsequent use by a user of the terminal. 

in the flowchart block(s) or step(s). 
Accordingly, blocks or steps of the flowchart supports 

combinations of means for performing the specified func­
tions, combinations of steps for performing the specified 
functions and program instruction means for performing the 
specified functions. It will also be understood that each block 

As explained above, the content flow manager 53 can 
receive a content request including terminal status informa­
tion, and in response, control the flow of content to the ter-

65 or step of the flowchart, and combinations of blocks or steps 
in the flowchart, can be implemented by special purpose 
hardware-based computer systems which perform the speci-
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fled functions or steps, or combinations of special purpose 
hardware and computer instructions. 

Many modifications and other embodiments of the inven­
tion will come to mind to one skilled in the art to which this 
invention pertains having the benefit of the teachings pre- 5 

sented in the foregoing descriptions and the associated draw­
ings. Therefore, it is to be understood that the invention is not 
to be limited to the specific embodiments disclosed and that 
modifications and other embodiments are intended to be 
included within the scope of the appended claims. Although 10 

specific terms are employed herein, they are used in a generic 
and descriptive sense only and not for purposes oflimitation. 

What is claimed is: 
1. An apparatus comprising: 15 

a processor configured to receive, from a terminal located 
remote from the apparatus, a content status including 
terminal status information, and configured to receive 
server status information regarding a source of content, 
wherein the server status information comprises a listing 20 

of at least one piece of content available from the source, 
wherein the processor is configured to send, to the ter­
minal, a response to the content status that instructs the 
terminal to perform one or more actions to thereby con­
trol the flow of content to the terminal based upon the 25 

terminal status information and the server status infor-
mation, and 

wherein the at least one piece of content available from the 
source, and the content for which the processor is con-

30 
figured to control the flow, comprise multimedia con­
tent. 

2. An apparatus according to claim 1, wherein the terminal 
comprises a memory, and wherein the processor is configured 
to send, to the terminal, a response to the content status that 

35 
instructs the terminal to at least one of delete at least one piece 
of content from the memory of the terminal, or download at 
least one piece of content from the source. 

16 
when the processor determines that the source includes at 
least one available piece of content for the terminal to down­
load. 

7. An apparatus comprising: 
a controller operable with a terminal including a memory 

configured to store at least one piece of content, wherein 
the controller is configured to send a content status 
including terminal status information comprising a list­
ing of at least one piece of content stored in the memory, 
wherein the controller is configured to send the content 
status to a remote network entity, and receive a response 
to the content status from the network entity that 
instructs the controller to perform one or more actions to 
thereby control a flow of content to the terminal based 
upon the terminal status information, and 

wherein the at least one piece of content stored in the 
memory, and the content for which the network entity is 
configured to control the flow, comprise multimedia 
content. 

8. An apparatus according to claim 7, wherein the control­
ler is configured to receive a response that instructs the con­
troller to at least one of delete at least one piece of content 
from the memory of the terminal, or download at least one 
piece of content from a source of content. 

9. An apparatus according to claim 8, and wherein the 
controller is configured to receive a response that instructs the 
controller to delete at least one piece of content from the 
memory of the terminal based upon the listing of at least one 
piece of content stored in the memory of the terminal. 

10. An apparatus according to claim 8, wherein the con­
troller is configured to receive a response that instructs the 
controller to download at least one piece of content from the 
source based upon server status information comprising a 
listing of at least one available piece of content from the 
source. 

11. An apparatus according to claim 8, wherein the con­
troller is configured to send the content status such that the 
network entity determines if the memory of the terminal 
includes at least one piece of content to delete, and wherein 
the controller is configured to receive a response that instructs 
the controller to delete at least one piece of content when the 
network entity determines that the memory of the terminal 
includes at least one piece of content to delete. 

12. An apparatus according to claim 11, wherein the con-

3. An apparatus according to claim 2, wherein the terminal 
status information comprises a listing of at least one piece of 40 
content stored in the memory of the terminal, and wherein the 
processor is configured to send, to the terminal, a response to 
the content status that instructs the terminal to delete at least 
one piece of content from the memory of the terminal based 
upon the listing of at least one piece of content stored in the 
memory of the terminal. 

45 trailer is configured to send the content status such that the 
network entity further determines if the source includes at 
least one available piece of content for the terminal to down­
load, wherein the controller is configured to receive a 
response that further indicates if the source includes at least 

4. An apparatus according to claim 2, wherein the server 
status information comprises a listing of at least one piece of 
available content from the source, and wherein the processor 
is configured to send, to the terminal, a response to the content 
status that instructs the terminal to download at least one 
piece of content from the source based upon the listing of at 
least one available piece of content from the source. 

50 one available piece of content, and wherein the controller is 
further configured to download the at least one available piece 
of content when the network entity determines that the source 
includes at least one available piece of content. 

5. An apparatus according to claim 2, wherein the proces­
sor is configured to determine if the memory of the terminal 55 

includes at least one piece of content to delete, and wherein 
the processor is configured to send, to the terminal, a response 
to the content status that instructs the terminal to delete at 
least one piece of content when the processor determines that 
the memory of the terminal includes at least one piece of 60 

content to delete. 
6. An apparatus according to claim 5, wherein the proces­

sor is further configured to determine if source includes at 
least one available piece of content for the terminal to down­
load, and wherein the processor is configured to send, to the 65 

terminal, a response to the content status that instructs the 
terminal to download at least one available piece of content 

13. A method for controlling a flow of content, the method 
comprising: 

receiving, at a network entity from a terminal located 
remote therefrom, a content status including terminal 
status information comprising a listing of at least one 
piece of content stored in a memory of the terminal; and 

sending, from the network entity to the terminal, a response 
to the content status that instructs the terminal to per­
form one or more actions to thereby control the flow of 
content to the terminal based upon the terminal status 
information, 

wherein the at least one piece of content stored in the 
memory of the terminal, and the content for which the 
flow is controlled, comprise multimedia content. 
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wherein the at least one piece of content stored in the 
memory of the terminal, and the content for which the 
flow is controlled, comprise multimedia content. 

20. A computer-readable storage medium according to 

14. A method according to claim 13, wherein sending a 
response comprises sending a response that instructs the ter­
minal to at least one of delete at least one piece of content 
from the memory of the terminal, or download at least one 
piece of content from a source of content. 

15. A method according to claim 14, and wherein sending 
a response comprises sending a response that instructs the 
terminal to delete at least one piece of content from the 
memory of the terminal based upon the listing of at least one 
piece of content stored in the memory of the terminal. 

5 claim 19, wherein the second executable portion is configured 
to send a response that instructs the terminal to at least one of 
delete at least one piece of content from the memory of the 
terminal, or download at least one piece of content from a 
source of content. 

10 21. A computer-readable storage medium according to 
claim 20, wherein the second executable portion is configured 
to send a response that instructs the terminal to delete at least 
one piece of content from the memory of the terminal based 
upon the listing of at least one piece of content stored in the 

16. A method according to claim 14, wherein sending a 
response comprises sending a response that instructs the ter­
minal to download at least one piece of content from the 
source based upon server status information comprising a 
listing of at least one available piece of content from the 
source. 

15 memory of the terminal. 

17. A method according to claim 14 further comprising: 
determining if the memory of the terminal includes at least 

one piece of content to delete, 

22. A computer-readable storage medium according to 
claim 20, wherein the second executable portion is configured 
to send a response that instructs the terminal to download at 
least one piece of content from the source based upon server 

wherein sending a response comprises sending a response 
that instructs the terminal to delete at least one piece of 
content when the memory of the terminal is determined 

20 status information comprising a listing of at least one avail­
able piece of content from the source. 

to include at least one piece of content to delete. 
18. A method according to claim 17 further comprising: 
determining if the source includes at least one available 25 

piece of content for the terminal to download, 
wherein sending a response comprises sending a response 

that further instructs the terminal to download at least 
one available piece of content when the source is deter­
mined to include at least one available piece of content. 30 

19. A computer-readable storage medium having com­
puter-readable program code portions stored therein, the 
computer-readable program code portions comprising: 

a first executable portion configured to receive, at a net­
work entity from a terminal located remote therefrom, a 35 

content status including terminal status information 
comprising a listing of at least one piece of content 
stored in a memory of the terminal; and 

a second executable portion configured to send, from the 
network entity to the terminal, a response to the content 40 

status that instructs the terminal to perform one or more 
actions to thereby control the flow of content to the 
terminal based upon the terminal status information, 

23. A computer-readable storage medium according to 
claim 20 further comprising: 

a third executable portion configured to determine if the 
memory of the terminal includes at least one piece of 
content to delete, 

wherein the second executable portion is configured send a 
response that instructs the terminal to delete at least one 
piece of content when the second executable portion 
determines the memory of the terminal includes at least 
one piece of content to delete. 

24. A computer-readable storage medium according to 
claim 23, wherein the third executable portion is further con­
figured to determine if the source includes at least one avail­
able piece of content for the terminal to download, and 
wherein the second executable portion is configured to send a 
response that further instructs the terminal to download at 
least one available piece of content when the second execut­
able portion determines the source includes at least one avail­
able piece of content. 

* * * * * 




