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(57) Abslract: A biological information measuring device comprising a biological sensor section including a body, a protrusion 
formed on the lower surface of the body, a means for fixing the body to an arm while directing the lower surface of the body toward 
the surface side of a biological object, a light emitting section for irradiati ng light toward the biological object whi le touching the 
surface of the biological object, a light receiving section for receiving refle.ction light from the biological object out of the light 
irradiated from the light emitting section and producing biological infonnation signal corresponding to the quantity of received light, 
and means for detecting whether or not the light emitting section and the light receiving section are in contact with the surface of the 
biological objecl, and a seclion provided in the body and detecting biological information based on the biological information signal, 
characterized in that the biological sensor section is arranged on the lower surface of the protrusion. The biometric information 
measuri ng device can be fixed for a long time without giving an unpleasant fee ling while enhancing tightness. 
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information signal corresponding to the amount of received light; and a contact detection means for detecting whether the 
light-emitting part and the light-receiving part are in contact with the living body surface; and a biological information de-
tection part which is provided on the main body and detects biological information based on the biological information 
signal; wherein the biological sensor part is disposed on the lower surface of the protruding part. The biological infor-
mation measuring device enhances adherence and can be worn for a long time without causing discomfort.  
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SPECIFICATION 

BIOLOGICAL INFORMATION MEASURING DEVICE 

TECHNICAL FIELD  

(0001)  The present invention relates to a biological information measuring device capable of 

measuring biological information such as pulse rate while mounted to the wrist (arm).  

  The present application claims priority based on Japanese Patent Application No. H2004-

091942 filed on March 26, 2004, the content of which is incorporated herein.  

BACKGROUND ART 

(0002)  In response to a growing interest in health management in recent years, various biological 

information measuring devices capable of measuring various biological information such as pulse 

rate while mounted to the wrist (arm) or the like have been provided (for example, see Patent Doc-

ument 1).  

(0003)  A biological information measuring device of this type which detects pulse rate, for example, 

emits light toward a living body while mounted to the wrist, receives reflected light  that is, a re-

flected signal  from blood vessels with a pulse sensor or the like, extracts a pulse signal corre-

sponding to the pulse from the reflected signal, and calculates the pulse rate. Since the pulse rate 

can be measured easily while mounted to the wrist, in particular, the device is easily used by the 

wearer.  

 Patent Document 1: Japanese Unexamined Patent Application Publication No. 2001-78973 

(paragraph Nos. 0011-0031, FIGS. 1-7) 

PROBLEM TO BE SOLVED BY THE INVENTION 

(0004)  The conventional biological information measuring devices described above are typically used 

while mounted to the wrist. However, the movement of the user causes muscles to move and 

changes the thickness (diameter) of the wrist, which leads to the risk that a gap may be formed be-

tween the biological information measuring device and the living body surface. This diminishes 

adherence, which may prevent accurate biological information from being detected. Moreover, 

since the biological information measuring device is fixed to the wrist, the feeling of pressure on 

the wrist increases when attached by a band, for example, which makes it difficult to wear for long 

periods of time.  

(0005)  The present invention was conceived in light of such circumstances, and an object thereof is to 

provide a biological information measuring device which enhances adherence and can be worn for  
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a long time without causing discomfort.  

MEANS FOR SOLVING THE PROBLEM 

(0006) The present invention provides the following means for solving the problem described above.  

(0007)  The biological information measuring device comprises: a biological sensor part including a 

main body, a protruding part formed so as to protrude from a lower surface of the main body, a 

fixing means for mounting the main body to an arm while directing the lower surface of the main 

body toward a living body surface side, a light-emitting part for emitting light toward the living 

body while in contact with the living body surface, a light-receiving part for receiving reflected 

light from the living body out of the light emitted by the light-emitting part and generating a bio-

logical information signal corresponding to an amount of received light, and a contact detection 

means for detecting whether the light-emitting part and the light-receiving part are in contact with 

the living body surface; and a biological information detection part which is provided on the main 

body and detects biological information based on the biological information signal; wherein the 

biological sensor part is disposed on a lower surface of the protruding part.  

(0008) In the biological information measuring device according to this invention, light is emitted 

toward the living body from the light-emitting part after the main body is mounted to the wrist 

(arm) with the fixing means. A portion of the emitted light is absorbed, for example, by hemoglo-

bin in blood vessels, and another portion of the light is reflected by biological tissue. The light-

receiving part receives this reflected light and generates a biological information signal such as a 

pulse signal corresponding to the amount of received light. The biological information detection 

means then performs prescribed processing on the biological information signal so that biological 

information such as pulse rate can be detected. In addition, the contact detection means can detect 

whether the light-emitting part and the light-receiving part are indeed in contact with the living 

body surface.  

(0009)  In particular, when the main body is mounted to the wrist by the fixing means, the protruding 

part protrudes from the lower surface of the main body, which facilitates contact between the living 

body surface and the lower surface of the protruding part. That is, the adherence of the biological 

sensor part is enhanced. Therefore, unlike in conventional configurations, it is unnecessary to fix 

the main body so as to strongly press (so as to compress) the main body against the living body 

surface with the fixing part. Accordingly, the device does not cause discomfort, even when worn 

for a long time. Moreover, since the adherence of the biological sensor part is enhanced, the light-

emitting part and the light-receiving part can emit and receive light efficiently. Therefore, biologi-

cal information can be detected with high precision.  

(0010)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-
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scribed above,  ridged parts are formed so as to protrude from the lower surface of the main body at 

positions a prescribed distance from side surfaces of the protruding part so as to sandwich at least 

the protruding part; and a distance between a lower surface of each ridged part and the lower sur-

face of the main body part is set to be equal to or greater than a distance between the lower surface 

of the protruding part and the lower surface of the main body part.  

(0011)   In the biological information measuring device according to this invention, when the main 

body is mounted to the arm with the fixing means, the living body surface is in contact with the 

lower surfaces of the ridged parts and the lower surface of the protruding part. At this time, the 

ridged parts protrude at positions a prescribed distance from the side surfaces of the protruding part 

so as to sandwich the protruding part, so gaps are formed between the protruding part and the 

ridged parts. As a result, the living body is in contact with the lower surfaces of the protruding part 

and the ridged parts while temporarily filling the gaps on both sides sandwiching the protruding 

part. Accordingly, the adherence between the living body surface and the biological sensor part can 

be secured more reliably.  

(0012)  In particular, since the ridged parts protrude from the lower surface of the main body by a 

height equal to or greater than that of the protruding part, they come into contact with the living 

body surface simultaneously with or before the protruding part. As a result, the living body surface 

can be stably brought into contact with the lower surface of the protruding part in the same state, 

and the contact pressure can be made constant. Accordingly, biological information can be detected 

stably over a long period of time.  

(0013)  In addition, the biological information measuring device according to the present invention is  

configured so that, in the biological information measuring device of the present invention de-

scribed above, the contact detection part includes at least a pair of electrodes and detects whether 

the light-emitting part and the light-receiving part are in contact with the living body surface based 

on a potential difference between the pair of electrodes.   

(0014)  In the biological information measuring device according to this invention, when the main 

body is mounted to the arm, the pair of electrodes come into contact with the living body surface so 

that a discharge occurs through the living body surface. As a result, the potential between the elec-

trodes decreases. By detecting the potential difference between the pair of electrodes, it can be easi-

ly and reliably detected whether the light-emitting part and the light-receiving part are indeed in 

contact with the living body surface. Note that the electrodes need not be a pair, and a plurality of 

electrodes, for example, may be provided so that contact can be detected based on the potential dif-

ference between each of the electrodes.  

(0015)  In addition, the biological information measuring device according to the present invention is  

 

5
Masimo Ex. 1005 

IPR Petition - USP 10,627,783



WO 2005/092182 4 PCT/JP2005/002021 

configured so that, in the biological information measuring device of the present invention de-

scribed above, the pair of electrodes are disposed so as to sandwich the light-emitting part and the 

light-receiving part therebetween.  

(0016)   In the biological information measuring device according to this invention, the pair of 

electrodes are disposed so as to sandwich the light-emitting part and the light-receiving part, so it 

can be detected whether the light-emitting part and the light-receiving part are in contact with the 

living body surface with high precision.  

(0017)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above, a flexible board which electrically connects the light-emitting part and the light-

receiving part to the biological information detection part is provided; and the flexible board is 

provided inside the main body so as to push the light-emitting part and the light-receiving part to-

ward the lower surface side of the main body with its own elasticity.  

(0018)  In the biological information measuring device according to this invention, the light-emitting 

part and the light-receiving part are always pressed toward the lower surface side of the main body 

by the elasticity of the flexible board, so when the main body is mounted to the wrist, the light-

emitting part and the light-receiving part are in close proximity to the living body surface. Accord-

ingly, it is possible to emit light to and receive light from the living body efficiently, and the detec-

tion precision for biological information can be enhanced.  

(0019)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above,  a display part for displaying detected biological information is provided on an up-

per surface of the main body.  

(0020)  In the biological information measuring device according to this invention, biological 

information displayed on the display part can be easily viewed, so it is possible to confirm detected 

biological information or to confirm whether biological information has been detected properly at 

any time when necessary, which is use-friendly and convenient.  

(0021)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above, the fixing means includes first and second bands having base end sides attached to 

the main body to enable mounting on the arm; and the first and second bands are disposed opposite 

one another so as to sandwich the main body and are formed from an expandable elastic material. 

(0022) In the biological information measuring device according to this invention, the main body can 
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 be easily and reliably mounted like a wristwatch using the first and second bands. In particular, 

since both bands are formed from an expandable elastic material, even if the thickness of the wrist 

changes somewhat due to muscle movement, the amount of change can be absorbed, and gaps or 

the like can be prevented from forming between the main body and the living body surface. As a 

result, it is unnecessary to tighten both bands, and the device can be worn for a long time.  

(0023)  In addition, the biological information measuring device according to the present invention is  

configured so that, in the biological information measuring device of the present invention de-

scribed above, the biological sensor part is disposed at a position offset toward the base end side of 

the first or second band from a center position of the main body.  

(0024)  In the biological information measuring device according to this invention, when the main 

body is mounted to the wrist like a wristwatch using the first and second bands, even if there is 

small amount of play relative to the wrist and the main body shifts due to the gravitational effect as 

a result of this play (for example, when the main body shifts in a state in which the arm is facing 

downward (ground side) or when the main body shifts in a state in which the back of the hand is on 

the inside while the arm is positioned horizontally and the upper surface of the main body is held in 

front of the eyes), the biological sensor part is disposed at a position offset toward the base end side 

of the first or second band from the center position of the main body, so it is possible to prevent a 

reduction in the adherence of the biological sensor part. 

(0025)  In addition, the biological information measuring device according to the present invention is  

configured so that, in the biological information measuring device of the present invention de-

scribed above, a rechargeable battery that can be recharged and a recharging means for recharging 

the rechargeable battery with power are provided on the main body.  

(0026)  In the biological information measuring device according to this invention, the rechargeable 

battery can be recharged with power from an external source via the recharging means, so it is un-

necessary to separately prepare an ordinary battery or the like. Accordingly, the cost of maintaining 

the product can be reduced.  

(0027)  In addition, the biological information measuring device according to the present invention is  

configured so that, in the biological information measuring device of the present invention de-

scribed above, a distance between the lower surface of the protruding part and the lower surface of 

the main body is set to 2 to 4 mm.  

(0028)  The biological information measuring device according to this invention is mounted to the 

wrist while the lower surface of the protruding part protrudes 2 to 4 mm from the lower surface of 

the main body. As a result, the protruding part can be reliably brought into contact with the living 

body surface, and the adherence of the biological sensor part can be ensured. That is, when the dis-

tance between the lower surface of the protruding part and the lower surface of the main body is  
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2 mm or smaller, the level difference is small, and a gap is formed relative to the living body 

surface so that external light can enter easily. In addition, when the distance between the lower sur-

face of the protruding part and the lower surface of the main body is 4 mm or greater, an oppres-

sive feeling arises when the device is worn, while the height causes instability, and external light 

can easily enter the space between the device and the living body surface when inclined.  

(0029)  As described above, setting the distance between the lower surface of the protruding part and 

the lower surface of the main body to 2 to 4 mm makes it possible to prevent an oppressive feeling 

and the incidence of external light.  

(0030)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above, the protruding part is formed so that an outer periphery thereof is circular.  

(0031)  In the biological information measuring device according to this invention, In the biological 

information measuring device according to this invention, the protruding part is circular, so when 

the main body is mounted to the wrist, it is pressed against the living body surface with equal force. 

Therefore, the adherence is good.  

(0032)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above, the protruding part is formed so that an outer edge thereof is a curved surface.  

(0033)  In the biological information measuring device according to this invention, the outer edge of 

the protruding part is formed with a curved surface, so when the main body is mounted to the wrist, 

the adherence can be enhanced even further. Moreover, even when worn for a long time, pressure 

marks are unlikely to form, so the device is comfortable to wear.  

(0034)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above, the protruding part is formed with a curved surface from a center toward an outer 

edge of the lower surface thereof.  

(0035)  In the biological information measuring device according to this invention, the protruding part 

is formed with a curved surface from the center toward the outer edge of the lower surface thereof, 

so when the main body is mounted to the wrist, it is mounted in a state in which the living body 

surface deforms smoothly and the contact pressure of the center part of the lower surface is in-

creased, which further enhances the adherence. Moreover, even when worn for a long time, pres-

sure marks are unlikely to form, so the device is comfortable to wear. 

(0036)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above, a diameter of the protruding part is set to not greater than 20 mm.  
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(0037)  In the biological information measuring device according to this invention, the diameter of the 

protruding part is not greater than 20 mm, so the protruding part can be easily pressed against the 

living body surface with a light force.  

(0038)  In addition, the biological information measuring device according to the present invention is 

configured so that, in the biological information measuring device of the present invention de-

scribed above, the ridged parts are provided at a position 8 mm from side surfaces of the protruding 

part, and a distance between the lower surface of each ridged part and the lower surface of the main 

body is set to 4 mm. 

(0039)  In the biological information measuring device according to this invention, the ridged parts can 

be formed in close proximity of 8 mm from the side surfaces of the protruding part and can be kept 

to a height of 4 mm. Thus, the ridged parts can be formed in a small space, so the size of the main 

body can be reduced  that is, the size of the entire device can be reduced.   

EFFECT OF THE INVENTION 

(0040)  According to the biological information measuring device according to the present invention, 

when the main body is mounted to the wrist with the fixing part, the protruding part protrudes from 

the lower surface of the main body, so the living body surface and the lower surface of the protrud-

ing part come into contact reliably, which enhances the adherence of the biological sensor part. 

Therefore, unlike in conventional configurations, it is unnecessary to fix the main body so as to 

strongly press (so as to compress) the main body against the living body surface with the fixing 

part. Accordingly, the device does not cause discomfort, even when worn for a long time. Moreo-

ver, since the adherence of the biological sensor part is enhanced, light can be emitted and received 

efficiently, and biological information can be detected with high precision. 

BRIEF DESCRIPTION OF THE DRAWINGS 

(0041) FIG. 1 is a front view illustrating an embodiment of the biological information measuring device 

according to the present invention.  

FIG. 2 is a side view illustrating a state in which the biological information measuring device 

illustrated in FIG. 1 is mounted to the wrist.  

FIG. 3 is a side view illustrating a state in which the biological information measuring device 

illustrated in FIG. 1 is mounted to the wrist, and is a view from the opposite direction as that illus-

trated in FIG. 2.  

FIG. 4 is a perspective view illustrating a state in which the biological information measuring 

device illustrated in FIG. 1 is viewed diagonally from above.  

FIG. 5 is a perspective view illustrating a state in which the biological information measuring 

device illustrated in FIG. 1 is viewed diagonally from below. 

FIG. 6 is a cross-sectional view of the biological information measuring device illustrated in FIG. 4  
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along arrows C-C.  

FIG. 7 is a cross-sectional view of the biological information measuring device illustrated in FIG. 4 

along arrows D-D. 

FIG. 8 is a drawing illustrating the shape of another protruding part than that of the biological 

information measuring device illustrated in FIG. 1, and is a drawing of a case in which the outer 

periphery of the protruding part is circular.  

FIG. 9 is a drawing of a case in which the protruding part illustrated in FIG. 8 is formed so that the 

outer edge thereof is a curved surface.  

FIG. 10 is a drawing of a case in which the protruding part illustrated in FIG. 8 is formed with a 

curved surface from the center toward the outer edge of the lower surface thereof.  

FIG. 11 is a drawing of a case in which the ridged parts are formed so as to sandwich the 

protruding part illustrated in FIG. 8.  

FIG. 12 is a drawing of a case in which the ridged parts are formed so as to sandwich the 

protruding part illustrated in FIG. 9. 

FIG. 13 is a drawing of a case in which the ridged parts are formed so as to sandwich the 

protruding part illustrated in FIG. 10. 

EXPLANATION OF SYMBOLS 

(0042)  B: Living body surface, 1: biological information measuring device, 2: housing (main body), 

2a: lower surface of main body, 2b: upper surface of main body, 3: fixing means, 4: protruding part, 

4a: lower surface of protruding part, 4b: side surface of protruding part, 5: LED (light-emitting 

part), 6: PD (light-receiving part), 7: contact detection means, 7a, 7b: pair of electrodes, 8: biologi-

cal sensor part, 9: data processing part (biological information detection part), 11: display part, 13: 

rechargeable battery, 21: external connection terminal (recharging means), 24: flexible board, 30: 

first band, 31: second band, 40: ridged part, 40a: lower surface of ridged part 

BEST MODE FOR CARRYING OUT THE INVENTION 

(0043)  An embodiment of the biological information measuring device according to the present 

invention will be described hereinafter with reference to FIGS. 1 to 7.  

(0044)  As illustrated in FIGS. 1 to 7, a biological information measuring device 1 of this embodiment 

is a wristwatch-type device which detects pulse rate as a type of biological information while 

mounted to the wrist (arm) A.  

(0045)   This biological information measuring device 1 includes a housing (main body) 2 internally 

equipped with various electrical parts and electronic parts, and a fixing means 3 for mounting the 

housing 2 to the wrist A while directing the lower surface 2a of the housing 2 toward a surface B 

side of a living body. In addition, a protruding part 4 which protrudes from the lower surface 2a is 

formed on the lower surface 2a of the housing 2.  
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(0046)  A biological sensor part 8, which includes an LED (Light Emitting Diode) (light-emitting part) 

5 for emitting light toward the living body while in contact with the living body surface B side, a 

PD (Photodetector) (light-receiving part) 6 for receiving reflected light from the living body out of 

the light emitted by the LED 5 and generating a pulse signal (biological information signal) corre-

sponding to the amount of received light, and a contact detection means 7 for detecting whether the 

LED 5 and the PD 6 are in contact with the living body surface B, is disposed on the lower surface 

4a of the protruding part 4.  

(0047)  In addition, a data processing part (biological information detection part) 9 for detecting pulse 

rate based on the generated pulse signal is provided inside the housing 2.  

(0048)  The housing 2 described above is made of plastic or a metal material such as aluminum and is 

formed with a prescribed thickness into a substantially rectangular shape from a top view, for ex-

ample. A cover glass 10 with a substantially square shape is fitted into the central portion of the 

upper surface 2b of the housing 2, and a display part 11 for displaying the aforementioned pulse 

rate that is detected and various other information is disposed inside the cover glass 10.  

(0049)  In addition, as illustrated in FIGS. 6 and 7, a main board 12 is provided inside the housing 2, 

and the data processing part 9, the display part 11, a rechargeable battery 13 that can be recharged, 

a memory 14 for recording the pulse rate, a sub-board 15, and various other electronic parts are 

mounted on or electrically connected to the main board 12.  

(0050)  The data processing part 9 includes IC parts such as a CPU, and has a function of detecting the 

pulse rate by temporarily amplifying the pulse signal generated by the PD6 with an amplifier, per-

forming prescribed processing such as Fast Fourier Transform processing (FFT processing), and 

then analyzing the processing results. In addition, the data processing part 9 records the detected 

pulse rate in the memory 14 and displays the pulse rate on the display part 11 based on input from 

each button 20 described below. Further, the data processing part 9 has a function of comprehen-

sively controlling other components.  

(0051)  The display part 11 is a liquid crystal display device such as an LCD (Liquid Crystal Display), 

for example, and in addition to the pulse rate described above, it has a time display function for 

displaying the time counted by a crystal resonator (not illustrated), for example, or a function of 

displaying various other information. For example, the time, date, day of the week, the remaining 

power of the rechargeable battery 13, or the like can be displayed.  

(0052)  In addition, as illustrated in FIGS. 1 and 2, various buttons 20 such as three buttons 20 

disposed on the upper surface 2b of the housing 2 and below the display part 11 and one button 2 

disposed on the side surface of the housing 2, for example, are provided on the housing 2. Various 
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operations can be performed by pressing each of these buttons 20. Operations such as starting or 

stopping the measurement of the pulse rate, switching the display between the pulse rate and time, 

and sending pulse rate data recorded in the memory 14 to an external device, for example, can be 

performed.  

(0053)  Further, an external connection terminal (recharging means) 21 for recharging the rechargeable 

battery 13 by supplying power from an external device such as a recharger is provided on the side 

surface of the housing 2. Note that the external connection terminal 21 may be protected by attach-

ing a cover or the like so as to cover the external connection terminal 21. This makes it possible to 

protect the external connection terminal 21 from water droplets, dust, or the like, which is more 

preferable. In addition, rather than the external connection terminal 21, a transformer or the like for 

supplying power to a recharger and to the inside of the housing 2 may be provided so as to recharge 

the rechargeable battery 13 in a contactless state.  

(0054)  As illustrated in FIG. 5, the protruding part 4 is formed into a shape combining three circles 

when viewed from below  that is, a keyhole-like shape formed by combining, with a central circle, 

two circles having a smaller diameter than the central circle so as to sandwich the central circle 

from the left and right sides. In addition, the protruding part 4 is formed so that the center position 

thereof is offset toward the side of a second band 31 described below rather than the center position 

of the housing 2. As a result, the biological sensor part 8 disposed on the lower surface of the pro-

truding part 4 is similarly disposed at a position offset toward the second band 31 side. In addition, 

rather than protruding vertically from the lower surface of the housing 2, the protruding part 4 is 

formed so that the side surface 4b is a sloping surface.  

(0055)  In addition, as illustrated in FIG. 7, a through-hole 22 passing through the outside and the 

inside of the housing 2 is formed in the center of the lower surface 4a of the protruding part 4, and 

a cover glass 23 is fixed to the housing 2 so as to block the through-hole 22. The LED 5 and the PD 

6 are disposed adjacent to one another in a direction orthogonal to the longitudinal direction of the 

housing so as to touch the inside of the glass cover 23. That is, the LED 5 and the PD 6 are config-

ured so as to be dropped into the protruding part 4. As a result, the LED 5 and the PD 6 are as close 

to the living body surface B as possible.  

[0056]    At this time, as illustrated in FIG. 6, the LED 5 and the PD 6 are mounted to one end side of a 

flexible board 24 that is electrically connected to the sub-board 15, and are disposed in a state in 

which they are pushed toward the lower surface 2a side of the housing 2 by the elasticity of the 

flexible board 24. This also causes the LED 5 and the PD 6 to be positioned on the lower surface 
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 4a side of the protruding part 4 as much as possible. That is, the LED 5 and the PD 6 are as close to 

the living body surface B as possible. Note that the sub-board 15 and the flexible board 24 [sic: 

corrected from "14"] are formed with an integral structure. In addition, the flexible board to which 

the LED 5 and the PD 6 are mounted may be fixed to the lower surface 2a side of the housing 2 

with a fixing member such as double-sided tape.  

(0057)  The pulse signal generated by the PD 6 is sent to the data processing part 9 via the flexible 

board 24, the sub-board 15, and the main board 12.  

(0058)  The contact detection means 7 has a pair of electrodes 7a and 7b, and the pair of electrodes 7a 

and 7b are disposed on the lower surface 4a of the protruding part 4 so as to sandwich the LED 5 

and the PD 6. That is, the pair of electrodes 7a and 7b, the LED 5, and the PD 6 are disposed in a 

row in a direction orthogonal to the longitudinal direction of the housing 2. In addition, the pair of 

electrodes 7a and 7b are provided so that the tips thereof protrude slightly more than lower surface 

4a of the protruding part 4 and are provided so that the base end sides are electrically connected to 

the sub-board 15.  

(0059)  The pair of electrodes 7a and 7b have a function of detecting whether there is contact with the 

living body surface B based on the potential difference between the electrodes. The data processing 

part 9 is set to receive the detection result and, for example, when it is detected that there is contact 

with the living body surface B, to control the operation of the LED 5 so as to emit light from the 

LED 5. Note that instead of this configuration, it may also be set so as to forego FFT processing 

when it is detected that there is no contact with the living body surface B, for example.  

(0060)  The fixing means 3 has a first band 30 and a second band 31 having base end sides that are 

attached to the housing 2 to enable mounting to the wrist A. The first band 30 and the second band 

31 are provided opposite one another so as to sandwich the housing 2 in the longitudinal direction 

of the housing 2. In addition, both bands 30 and 31 are made of an expandable elastic material.  

(0061)  A buckle 30a and a tongue 30b are attached to the end of the first band 30. In addition, a 

plurality of insertion holes 31a into which the tongue 30b may be inserted are formed in the second 

band 31 along the longitudinal direction of the second band 31. As a result, the lengths of the first 

band 30 and the second band 31 can be adjusted in accordance with the thickness of the wrist A of 

the user.  
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(0062)  A case in which the pulse rate is detected by the biological information measuring device 1 

configured in this way while mounted to the wrist A will be described hereinafter.  

(0063)   First, as illustrated in FIGS. 2 and 3, both bands 30 and 31 are wrapped around the wrist A of 

the user, and the tongue 30b of the first band 30 is inserted into the insertion hole 31a of the second 

band 31 in accordance with the size of the wrist A to mount the housing 2 to the wrist A. When the 

housing 2 is mounted to the wrist A, the protruding part 4 protrudes more than the lower surface 2a 

of the housing 2, so the living body surface B and the lower surface 4a of the protruding part 4 are 

in close contact. Therefore, it is unnecessary to mount the housing 2 so as to constrict the wrist A, 

and it is only necessary to adjust the lengths of both bands 30 and 31 so that they are tightened with 

a prescribed amount of force. In particular, since the side surface 4b of the protruding part 4 is a 

sloping surface, the living body surface B deforms smoothly in accordance with the outer shape of 

the protruding part 4, which facilitates close contact.  

(0064)  When the living body surface B and the lower surface 4a of the protruding part 4 are in close 

contact  that is, when the living body surface B is in contact with the lower surface 4a of the pro-

truding part 4  the pair of electrodes 7a and 7b come into contact with the living body surface B. 

In particular, since the pair of electrodes 7a and 7b are disposed so as to protrude slightly more than 

lower surface 4a of the protruding part 4, they easily come into contact with the living body surface 

B. When the pair of electrodes 7a and 7b come into contact with the living body surface B, a dis-

charge occurs through the living body surface B so that the voltage between the electrodes drops. 

Upon receiving this voltage drop (for example, a drop below a given threshold), the data processing 

part 9 detects that the pair of electrodes 7a and 7b are indeed in contact with the living body surface 

B. That is, it detects that the biological sensor part 8 including the LED 5 and the PD 6 is indeed in 

contact with the living body surface B. In particular, since the pair of electrodes 7a and 7b are dis-

posed so as to sandwich the LED 5 and the PD 6, it can be detected with high precision whether the 

LED 5 and the PD 6 are in contact with the living body surface B.  

(0065)  Upon detecting that the LED 5 and the PD 6 are in contact with the living body surface B, the 

data processing part 9 emits light from the LED 5 toward the living body. A portion of the emitted 

light is absorbed, for example, by hemoglobin in blood vessels, and another portion of the light is 

reflected by biological tissue. The PD 6 receives this reflected light, generates a pulse signal (bio-

logical information signal) corresponding to the amount of received light, and outputs the signal to 

the data processing part 9. That is, since the amount of reflected light out of the light emitted from 

the LED 5 varies depending on fluctuations in blood flow within arteries and arterioles in the wrist 

A (living body), the PD 6 can receive reflected light corresponding to the pulsation of arteries  

that is, pulse waves. As a result, the PD 6 can generate a pulse signal.  
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(0066)  After amplifying the received pulse signal, the data processing part 9 performs prescribed 

processing such as FFT processing and analyzes the signal to detect the pulse rate. The data pro-

cessing part 9 then records the detected pulse rate in the memory 14 and displays the signal on the 

display part 11 based on the operation of each button 20.  

(0067)  Since the user can easily display and confirm the detected pulse rate on the display part 11 by 

pressing each button 20 as necessary, the device is convenient to use. In addition, the user can also 

confirm information other than the pulse rate such as the time or the remaining power of the re-

chargeable battery 13, for example, with the display part 11 by operating each button, which makes 

it easy to use.  

(0068)  Further, as described above, the user mounts the housing 2 to the wrist A by tightening it with a 

prescribed amount of force using both bands 30 and 31, so even when worn for a long time, the 

user does not experience an oppressive feeling and therefore does not experience discomfort.  

(0069)  In addition, when the user holds something in the hand or performs some kind of operation, for 

example, the thickness (diameter) of the wrist A (arm) changes due to muscle movement. In this 

case as well, since the biological sensor part 8 is disposed on the lower surface 4a of the protruding 

part 4 protruding from the lower surface 2a of the housing 2, it is possible to minimize any reduc-

tion in contact (adherence) between the biological sensor part 8 and the living body surface B. In 

particular, the fact that the first band 30 and the second band 31 are expandable and can expand and 

contract in accordance with changes in the thickness of the wrist A also makes it possible to sup-

press decreases in adherence.  

(0070)  Accordingly, even if the thickness of the wrist A changes, it is possible to maintain a state in 

which the LED 5 and the PD 6 are in contact with the living body surface B, so the accurate pulse 

rate can always be detected. This makes it possible to enhance the pulse rate detection precision. In 

addition, the fact that the LED 5 and the PD 6 are dropped into the protruding part 4 and are pushed 

toward the lower surface 2a side of the housing 2 by the elasticity of the flexible board 24 so that 

they are as close to the living body surface B as possible also makes it possible to detect the pulse 

rate with high precision.  

(0071)  Further, when the display part 11 is held in front of the eyes while the arm is positioned 

horizontally and the back of the hand is facing inward in order to confirm various information dis-

played on the display part 11, even if the housing 2 shifts toward the ground side  that is, toward 

the second band 31 side  due to gravity, the biological sensor part 8 is disposed at a position offset 

toward the base end side of the second band 31 from the center position of the housing 2, so it is 

possible to prevent a reduction in contact between the biological sensor part 8 and the living body  
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surface B. Note that this is also true in a case in which the arm faces the ground side  that is, the 

arm is dropped downward.  

(0072)  In addition, the rechargeable battery 13 can be recharged with power by connecting a 

recharging cord or the like connected to a recharger to the external connection terminal 21, for ex-

ample, and it is unnecessary to separately prepare an ordinary battery. Therefore, it is possible to 

reduce maintenance costs. Note an audio output means such as a buzzer for outputting audio may 

be provided inside the housing 2 so that when the charged amount of the rechargeable battery 13 

drops to nearly "0", a sound is outputted to inform the user of the recharging period (recharging 

timing).  

(0073)  As described above, according to the biological information measuring device 1 of this 

embodiment, when the main body is mounted to the wrist A with the fixing means 3, the protruding 

part 4 protrudes from the lower surface 2a of the housing 2, so the living body surface B and the 

lower surface 4a of the protruding part 4 reliably come into contact, which enhances the adherence 

of the biological sensor part 8. Therefore, unlike in conventional configurations, it is unnecessary 

to fix the housing 2 so as to strongly press (so as to compress) the housing against the living body 

surface B with the fixing part 3. Accordingly, the device does not cause discomfort, even when 

worn for a long time. Moreover, since the adherence of the biological sensor part 8 is enhanced, 

light can be emitted and received efficiently, which makes it possible to detect the pulse rate with 

high precision.  

(0074)  Note that the technical scope of the present invention is not limited to the embodiment 

described above, and various modifications may be applied within a scope that does not depart 

from the gist of the present invention.  

(0075)  For example, in the embodiment described above, the shape of the protruding part 4 was a 

keyhole-like shape formed by combining three circles, but the protruding part is not limited to this 

shape and may be any shape as long as it protrudes beyond the lower surface 2a of the housing 2.  

(0076)  For example, as illustrated in FIG. 8, the protruding part 4 may be formed so that the outer 

periphery is circular. In addition, the diameter of the protruding part 4 illustrated in FIG. 8 is set to 

20 mm, and the protruding part is formed so that the lower surface 4a of the protruding part 4 and 

the lower surface 2a of the housing 2 are 3 mm apart from one another.  

(0077)  By forming the protruding part 4 into a circle, when the housing 2 is mounted to the wrist A, 

the protruding part 4 is pressed against the living body surface B with equal force, so there adher-

ence is good. At this time, since the diameter of the protruding part 4 is not greater than 20 mm, the 

protruding part 4 can be pressed with a light force, which makes it possible to further eliminate any 

oppressive feeling. Here, the difference between the maximum diameter and the minimum 

diameter of the wrist is typically 3 mm. Therefore, as illustrated in FIG. 8, by setting the distance 
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between the lower surface 4a of the protruding part 4 and the lower surface 2a of the housing 2 to 3 

mm, it is possible to accommodate changes in the thickness of the wrist, which makes it possible to 

enhance adherence without creating a gap between the lower surface 4a of the protruding part 4 and 

the living body surface B. Accordingly, the adherence of the biological sensor part 8 can be im-

proved.  

(0078)  Note that although the distance between the lower surface 4a of the protruding part 4 and the 

lower surface 2a of the housing 2 was set to 3 mm, the distance is not limited to 3 mm and may be 

set within the range of from 2 mm to 4 mm. When the distance is 2 mm or smaller, the level differ-

ence is small, and a gap is formed relative to the living body surface B so that external light can 

enter easily. In addition, when the distance is 4 mm or greater, an oppressive feeling arises, while 

the height causes instability, and external light can easily enter the space between the device and 

the living body surface B when inclined. That is, as illustrated in FIG. 8, setting the distance be-

tween the lower surface 4a of the protruding part 4 and the lower surface 2a of the housing 2 to 

within the range of from 2 mm to 4 mm makes it possible to prevent an oppressive feeling and the 

incidence of external light.  

(0079)  In addition, the protruding part 4 illustrated in FIG. 8 may be formed so that the outer edge 

thereof is a curved surface, as illustrated in FIG. 9. This makes it possible to further enhance the 

adherence, and even when worn for a long time, pressure marks are unlikely to form, so the device 

is comfortable to wear.  

(0080)  Further, a curved surface may be formed from the center toward the outer edge of the lower 

surface 4a of the protruding part 4, as illustrated in FIG. 10. As a result, the device can be mounted 

in a state in which the living body surface B deforms smoothly and the contact pressure of the cen-

ter part of the lower surface 4a is increased, which further enhances adherence. Moreover, pressure 

marks are unlikely to form, so the device is comfortable to wear. 

(0081)  In addition, as illustrated in FIG. 11, ridged parts 40 formed so as to protrude from the lower 

surface 2a of the housing 2 may be provided a prescribed distance  that is, a distance of 8 mm  

from the side surfaces 4b of the protruding part 4 so as to sandwich the protruding part 4. Note that 

the protruding part 4 illustrated in FIG. 11 has the same shape as that illustrated in FIG. 8.  

(0082)  Further, the distance between the lower surface 40a of each ridged part 40 and the lower 

surface 2a of the housing 2 is set to 4 mm, which is slightly higher than the distance (3mm) be-

tween the lower surface 4a of the protruding part 4 and the lower surface 2a of the housing 2.  

(0083)  With such a configuration, when the housing 2 is mounted to the wrist A, the living body 

comes into contact with the lower surface 4a of the protruding part 4 and the lower surfaces 40a of 

the ridged parts 40 while filling the 8 mm gaps formed between the protruding part 4 and the  
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ridged parts 40. At this time, the ridged parts 40 come into contact with the living body on the 

outside of the protruding part 4 and make contact before the protruding part 4. Accordingly, the 

living body can be brought into contact with the lower surface 4a of the protruding part 4 in a sta-

ble state, and the contact pressure can be made uniform with respect to the lower surface 4a of the 

protruding part 4. Therefore, the pulse rate can be detected stably over a long period of time. In 

addition, the ridged parts 40 may be formed in close proximity to the protruding part 4  that is, in 

a small space  so the size can be kept small even when the ridged parts 40 are provided.  

(0084)  Note that, as illustrated in FIGS. 12 and 13, the ridged parts may also be configured in 

combination with the protruding part 4 illustrated in FIGS. 9 and 10 described above. In addition, 

the ridged parts may be formed so as to enclose the perimeter of the protruding part at positions a 

prescribed distance from the side surfaces of the protruding part.  

(0085)  Further, in the embodiment described above, pulse rate was given as an example of biological 

information, but the present invention is not limited to pulse rate as long as biological information 

is used.  

(0086)  In addition, although the contact detection means has a pair of electrode, it is not limited to a 

pair and may also have a plurality of electrodes. In this case, the contact detection means should be 

set to detect whether there is contact based on the potential difference between each of the elec-

trodes.  

(0087)  Further, the biological sensor part was configured to be offset toward the base end side of the 

second band from the center position of the housing, but it may also be formed so as to be offset 

toward the base end side of the first band side. That is, the design should be made in consideration 

of the relationship between both bands and the display part.  

(0088)  In addition, the housing may be provided with an additional function such as a wireless 

communication means for enabling wireless communication with other electronic devices. This 

makes it possible to transmit pulse rate data recorded in the memory to an external electronic de-

vice and to acquire various information into the memory by means of wireless communication such 

as Bluetooth.  

INDUSTRIAL APPLICABILITY 

(0089)  According to the present invention, when the main body is mounted to the wrist with the fixing 

means, the protruding part protrudes from the lower surface of the main body, so the living body 

surface and the lower surface of the protruding part reliably come into contact, which enhances the 

adherence of the biological sensor part. Therefore, unlike in conventional configurations, it is un-

necessary to fix the main body so as to strongly press (so as to compress) the main body against the 

living body surface with the fixing part. Accordingly, the device does not cause discomfort, even 

when worn for a long time. Moreover, since the adherence of the biological sensor part is enhanced, 
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light can be emitted and received efficiently, and biological information can be detected with high 

precision. 
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CLAIMS 

(1) A biological information measuring device comprising:

a biological sensor part including:

a main body;

a protruding part formed so as to protrude from a lower surface of the main body;

a fixing means for mounting the main body to an arm while directing the lower surface of the

main body toward a living body surface side; 

 a light-emitting part for emitting light toward the living body while in contact with the living 

body surface; 

 a light-receiving part for receiving reflected light from the living body out of the light emitted 

by the light-emitting part and generating a biological information signal corresponding to an 

amount of received light; and  

 a contact detection means for detecting whether the light-emitting part and the light-receiving 

part are in contact with the living body surface; and  

 a biological information detection part which is provided on the main body and detects 

biological information based on the biological information signal;  

wherein the biological sensor part is disposed on a lower surface of the protruding part. 

(2) The biological information measuring device according to Claim 1,

wherein ridged parts are formed so as to protrude from the lower surface of the main body at

positions a prescribed distance from side surfaces of the protruding part so as to sandwich at least 

the protruding part; and 

 a distance between a lower surface of each ridged part and the lower surface of the main body 

part is set to be equal to or greater than a distance between the lower surface of the protruding part 

and the lower surface of the main body part.  

(3) The biological information measuring device according to Claim 1 or 2,

wherein the contact detection part includes at least a pair of electrodes and detects whether the

light-emitting part and the light-receiving part are in contact with the living body surface based on 

a potential difference between the pair of electrodes.   

(4) The biological information measuring device according to Claim 3,

wherein the pair of electrodes are disposed so as to sandwich the light-emitting part and the

light-receiving part therebetween.  

(5) The biological information measuring device according to any one of Claims 1 to 4,
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  wherein a flexible board which electrically connects the light-emitting part and the light-

receiving part to the biological information detection part is provided; and  

  the flexible board is provided inside the main body so as to push the light-emitting part and the 

light-receiving part toward the lower surface side of the main body with its own elasticity.  

(6)  The biological information measuring device according to any one of Claims 1 to 5,  

  wherein a display part for displaying detected biological information is provided on an upper 

surface of the main body.  

(7)  The biological information measuring device according to any one of Claims 1 to 6,  

  wherein the fixing means includes first and second bands having base end sides attached to the 

main body to enable mounting on the arm; and 

  the first and second bands are disposed opposite one another so as to sandwich the main body 

and are formed from an expandable elastic material.  

(8)   The biological information measuring device according to Claim 7,  

  wherein the biological sensor part is disposed at a position offset toward the base end side of 

the first or second band from a center position of the main body.  

(9)  The biological information measuring device according to any one of Claims 1 to 8,  

  wherein a rechargeable battery that can be recharged and a recharging means for recharging the 

rechargeable battery with power are provided on the main body.  

(10)  The biological information measuring device according to any one of Claims 1 to 9,  

  wherein a distance between the lower surface of the protruding part and the lower surface of 

the main body is set to 2 to 4 mm.  

(11)  The biological information measuring device according to any one of Claims 1 to 10,  

  wherein the protruding part is formed so that an outer periphery thereof is circular.  

(12)   The biological information measuring device according to Claim 11,  

  wherein the protruding part is formed so that an outer edge thereof is a curved surface.  
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(13) The biological information measuring device according to Claim 11,

wherein the protruding part is formed with a curved surface from a center toward an outer edge

of the lower surface thereof.  

(14) The biological information measuring device according to any one of Claims 11 to 13,

wherein a diameter of the protruding part is set to not greater than 20 mm.

(15) The biological information measuring device according to any one of Claims 2 to 14,

wherein the ridged parts are provided at a positions 8 mm from side surfaces of the protruding

part, and a distance between the lower surface of each ridged part and the lower surface of the main 

body is set to 4 mm.  
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[FIG. 2] 
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[FIG. 6] 

[FIG. 7] 
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[FIG. 8] 
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[FIG. 11] 

[FIG. 12] 

[FIG. 13] 
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