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MULT-CONFIGURATION COMPUTER 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is based on and derives the benefit 
of the filing date of U.S. Provisional Patent Application No. 
61/477.387, filed Apr. 20, 2011. The entire content of this 
application is herein incorporated by reference in its entirety. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0002 The accompanying drawings, which are incorpo 
rated in and form a part of this specification, illustrate 
embodiments of the invention and, together with the descrip 
tion, serve to explain the principles of the invention: 
0003 FIG. 1 is a front angled perspective view of a por 
table computer system, according to an embodiment of the 
present invention. 
0004 FIG. 2A illustrates a portable computer system con 
figured to receive an exemplary game accessory, according to 
an embodiment of the present invention. 
0005 FIG. 2B illustrates a portable computer system inte 
grally attached to an exemplary game accessory, according to 
an embodiment of the present invention. 
0006 FIG. 3 illustrates an exemplary portable computer 
system, in exploded view, according to an embodiment of the 
present invention. 
0007 FIG. 4A is a partial cross-sectional view of a reten 
tion element receiving a retention post in an unengaged posi 
tion, according to an embodiment of the present invention. 
0008 FIG. 4B is a partial cross-sectional view of a reten 
tion element receiving a retention post in a partially engaged 
position, according to an embodiment of the present inven 
tion. 

0009 FIG. 4C is a partial cross-sectional view of a reten 
tion element receiving a retention post in a fully engaged 
position, according to an embodiment of the present inven 
tion. 
0010 FIG. 5 illustrates a portable computer system con 
figured to receive a camera accessory, the camera accessory 
including a lens, a flash unit, a Swiveling mechanism and 
orientation sensors, in addition to a standardized combination 
of an industry standard data bus connector and structural 
members, according to an embodiment of the present inven 
tion. 
0011 FIG. 6 illustrates a variety of accessories designed to 
be received by a portable computer system illustrated in pre 
vious figures, among them two variations of game accesso 
ries, collectively including joysticks, a variety of buttons and 
a D-Pad, and also among them a folding keyboard, with all 
shown accessories including a standardized combination of 
an industry standard bus connector and structural members, 
according to an embodiment of the present invention. 
0012 FIG. 7 illustrates a control accessory designed to be 
received by the portable computer system illustrated in pre 
vious figures, including a standardized combination of an 
industry standard bus connector and structural members, 
according to an embodiment of the present invention. 
0013 FIG. 8 illustrates a vehicle mount, designed to be 
received by the portable computer system illustrated in pre 
vious figures, including a standardized combination of an 
industry standard bus connector and structural members, 
according to an embodiment of the present invention. 
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0014 FIG.9A illustrates an exemplary portable computer 
system integrally attached to a folding keyboard accessory, 
according to an embodiment of the present invention. 
0015 FIG.9B illustrates a portable computer system inte 
grally attached to a keyboard accessory and a Swiveling cam 
era accessory, according to an embodiment of the present 
invention. 
0016 FIG.9C illustrates a portable computer system inte 
grally attached to a keyboard accessory, a Swiveling camera 
accessory, and a game pad accessory, according to an embodi 
ment of the present invention. 
0017 FIG. 10A illustrates a portable computer system 
integrally attached to a Swiveling camera accessory and a 
game pad accessory, according to an embodiment of the 
present invention. 
0018 FIG. 10B illustrates a portable computer system 
integrally attached to a Swiveling camera accessory and a 
game pad accessory, with the Swiveling camera partially 
rotated, according to an embodiment of the present invention. 
0019 FIG. 10C illustrates a portable computer system 
integrally attached to a Swiveling camera accessory and a 
game pad accessory, with the Swiveling camera full rotated to 
front-facing mode, according to an embodiment of the 
present invention. 
0020 FIG. 11 illustrates a swiveling camera accessory 
designed to be received by a portable computer system shown 
in several Swiveling positions, according to an embodiment of 
the present invention. 
0021 FIG. 12 illustrates a portable computer system inte 
grally attached to a vehicle mount accessory, according to an 
embodiment of the present invention. 
0022 FIG. 13 illustrates a portable computer system inte 
grally attached to a vehicle mount accessory and a Swiveling 
camera accessory, with the Swiveling camera fully rotated to 
front-facing mode, according to an embodiment of the 
present invention. 
0023 FIG. 14A illustrates a gaming application's screen 
presentation when a portable computer system is integrally 
attached to accessories, according to an embodiment of the 
present invention. 
0024 FIG. 14B illustrates a gaming application's screen 
presentation when a portable computer system is integrally 
attached to accessories, according to an embodiment of the 
present invention. 
0025 FIG. 15 illustrates a portable computer system inte 
grally attached to a control accessory, according to an 
embodiment of the present invention. 
0026 FIG.16A illustrates a gaming accessory designed to 
be received by a portable computer system, according to an 
embodiment of the present invention. 
0027 FIG.16B illustrates a gaming accessory designed to 
be received by a portable computer system, according to an 
embodiment of the present invention. 
0028 FIG.17A illustrates a gaming accessory designed to 
be received by a portable computer system, with an integral 
sliding mechanism extended, according to an embodiment of 
the present invention. 
0029 FIG. 17B illustrates a gaming accessory designed to 
be received by a portable computer system, with an integral 
sliding mechanism retracted, according to an embodiment of 
the present invention. 
0030 FIG. 18 illustrates a sliding mechanism, in both 
extended and retracted positions, according to an embodi 
ment of the present invention. 
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0031 FIG. 19A is a front angled perspective view of a 
portable computer system, according to an embodiment of the 
present invention. 
0032 FIG. 19B is a top view of a portable computer sys 
tem, according to an embodiment of the present invention. 
0033 FIG. 19C is a rear view of a portable computer 
system, according to an embodiment of the present invention. 
0034 FIG. 19D is a side view of a portable computer 
system, according to an embodiment of the present invention. 
0035 FIG. 19E is a side view of a portable computer 
system, according to an embodiment of the present invention. 
0036 FIG. 20A illustrates a portable computer system 
configured to receive a game accessory with integral sliding 
mechanism extended, according to an embodiment of the 
present invention. 
0037 FIG. 20B illustrates a portable computer system 
configured to receive a game accessory with integral sliding 
mechanism retracted, according to an embodiment of the 
present invention. 
0038 FIG. 20O illustrates a portable computer system 
configured to receive a game accessory, according to an 
embodiment of the present invention. 
0039 FIG. 21A is a partially broken view of a spring 
loaded retention mechanism, fully extended, according to an 
embodiment of the present invention. 
0040 FIG. 21B is a partially broken view of a spring 
loaded retention mechanism, depressed, according to an 
embodiment of the present invention. 
0041 FIG.22 illustrates a portable computer system inte 
grally engaged with a game accessory, according to an 
embodiment of the present invention. 
0042 FIG.23 is a partially broken view of a spring-loaded 
retention mechanism, fully extended into a receiving cut-out 
of an accessory, according to an embodiment of the present 
invention. 
0043 FIG. 24A illustrates a portable computer system 
integrally attached to a game accessory, according to an 
embodiment of the present invention. 
0044 FIG. 24B illustrates a portable computer system 
integrally attached to a game accessory, according to an 
embodiment of the present invention. 
0045 FIG. 25 is a flow diagram illustrating a process for 
reconfiguration of a portable computer system, according to 
an embodiment of the present invention. 

DETAILED DESCRIPTION 

0046 Methods and apparatuses for producing and operat 
ing a portable computer device based on a standardized sys 
tem allowing for the portable device to receive a plethora of 
accessories or peripherals are described. According to certain 
embodiments, an array of industry-standard electronic 
expansion busses may be combined with proprietary reten 
tion devices for use with a portable computer system, Such as, 
for example, a laptop computer, a tablet computing device, a 
cellular phone, etc. The computer system may detect the 
insertion of one or more accessories or peripherals and deter 
mine a combined device profile. The profile may be based on 
accessory or peripheral identification and physical location 
relative to the computing system, and may be provided to a 
software component executed within the portable device. In 
response to the detection of the combined device profile, the 
Software component may alter hardware operating param 
eters, including but not limited to CPU clock speed, display 
mode and orientation, audio circuit enablement/disablement, 
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Software application loading/unloading, etc., in accordance 
with a user's saved settings, settings created by other Software 
applications, settings stored in the accessories themselves, or 
other settings. 
0047. In the following description, numerous specific 
details are set forth in order to provide a thorough understand 
ing of the present invention. However, it will be recognized by 
one skilled in the art that the present invention may be prac 
ticed without these specific details or with equivalents 
thereof. In other instances, well known methods, procedures, 
components, and circuits have not been described in detail as 
not to unnecessarily obscure aspects of the present invention. 
0048. Some portions of the descriptions which follow are 
presented in terms of algorithms and symbolic representa 
tions of operations on data bits within a computer memory. 
These algorithmic descriptions and representations may be 
used by those skilled in the data processing arts to convey the 
substance of their work to others skilled in the art. An algo 
rithm is here, and generally, conceived to be a self-consistent 
sequence of steps leading to a desired result. The steps may 
involve physical manipulations of physical quantities. Usu 
ally, though not necessarily, these quantities take the form of 
electrical or magnetic signals capable of being stored, trans 
ferred, combined, compared, and otherwise manipulated. It 
has proven convenient at times, principally for reasons of 
common usage, to refer to these signals as bits, values, ele 
ments, symbols, characters, terms, numbers, or the like. 
0049. The algorithms and displays presented herein are 
not inherently related to any particular computer or other 
apparatus. Various general purpose systems may be used with 
programs in accordance with the teachings herein, or it may 
prove convenient to construct more specialized apparatus to 
perform the required method steps. Structures for a variety of 
these systems may appear from the description below. In 
addition, the present invention is not described with reference 
to any particular programming language. It will be appreci 
ated that a variety of programming languages may be used to 
implement the teachings of the invention as described herein. 
0050. Various software applications may be executed on 
portable computer systems. Such applications may include, 
but are not limited to, video games, word processing pro 
grams, electronic spreadsheets, drawing and painting pro 
grams, etc. Some portable computer systems may include 
touchscreens that may cover a majority or significant portion 
of one side of the device. These touchscreens may display an 
interface to a running software application, Such as the action 
of a video game, or the contents of a document, etc. A user 
may input commands and instructions to the software appli 
cation by touching, tapping or otherwise manipulating por 
tions of the touchscreen. In addition to or in place of a touch 
screen interface, embodiments of the present invention may 
provide a system for adding accessories that may be received 
by a portable computer device and that may provide control 
inputs that may be manipulated by a user. 
0051. In various embodiments of the present invention, a 
portable computer system containing a combination of com 
munication and/or retention ports may allow a user to employ 
standard accessories that have a matching communications 
connector in a fashion that they may be presently accustomed 
to, for example, inserting or attaching a USB standard 
“memory stick” into a computing device to enable transfer of 
data between the memory stick and the computer system, 
while conferring additional functions for accessories that 
contain a matching combination of both retention posts and 
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communications connectors. For example, in an embodiment 
of the present invention, the retention elements, constructed 
of electrically conductive material, may be employed by the 
portable computer system to provide electrical power to an 
accessory, for an accessory to provide electrical power to the 
portable computer system, or both. Also, in an embodiment of 
the present invention, the retention elements may be 
employed for electronic signaling, providing an auxiliary 
communications channel between the portable computer sys 
tem and the accessory. Such signaling may be employed for 
receiving or transmitting userpreferences for the accessory in 
general or for the use of the accessory in conjunction with a 
particular software application. The signaling may also allow 
communication of authentication codes to insure authenticity 
or a specific manufacturing source for an accessory or por 
table computer system. 
0052 FIG. 1 is a front angled perspective view of a por 
table computer system, according to an embodiment of the 
present invention. This figure, as with other included figures, 
is shown for illustrative purposes only and does not limit the 
possible embodiments of the present invention. In this 
example, a portable computer system 100 may include a 
touchscreen display 110 able to register contact between the 
screen and a pointing device, such as a finger, stylus, etc. A 
port group 120 may also be included. According to an 
embodiment of the present invention, port groups 120 may be 
present on each of four sides of portable computer system 
100. In other embodiments, port groups 120 may be included 
onfewer sides, or on the front or back of the computer system 
100. According to an embodiment of the present invention, 
the port group 120 may be composed of two retention ports 
122 and one communications port 124, but could be com 
posed of any number of each type of port. In one embodiment 
of the present invention communications port 124 may be a 
USB 2.0 port, but could alternatively be any of a number of 
well-known communications standards and protocols such 
as, e.g., parallel, SCSI (Small communications system inter 
face), Firewire (IEEE 1394), Ethernet, HDMI, etc. In some 
embodiments of the invention, multiple communications 
ports 124 having the same or different interface types may be 
included in one or more of the port groups 120. For example, 
a port group 120 may include a USB communications port 
124 and a Firewire communications port 124. In other 
examples other combinations of the well-known communi 
cations standards listed above and/or new or proprietary stan 
dards may be made. 
0053 FIG. 2A illustrates a portable computer system con 
figured to receive a game accessory, according to an embodi 
ment of the present invention. A game accessory 140 may 
include common physical controls 142, such as buttons, a 
joystick, or other input controls. According to an embodiment 
of the present invention, a connector group 160 may be com 
posed of two retention posts 162 which may be constructed 
from metal or other electrically conductive material, and one 
communications connector 164, but any number of each con 
nector may be used. The connector group may be configured 
to be receivable by a similarly configured port group 120. 
0054 FIG. 2B illustrates a portable computer system inte 
grally attached to a game accessory, according to an embodi 
ment of the present invention. In an embodiment of the 
present invention, the combination of communication and 
retention elements may allow the gaming accessory 140 to 
input commands to a software application running on the 
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computer system 100, while also providing structural rein 
forcement for the computer system and engaged accessories. 
0055 FIG. 3 illustrates a portable computer system in 
exploded view, according to an embodiment of the present 
invention. The portable computer system may be constructed 
in the form of a multilayer “sandwich’, with components 
from different layers interconnected for to provide structural 
integrity and electrical power and signaling. 
0056. The top face may include a bezel 210, which in turn 
may partially cover a touch-screen 230 or other display. The 
touch-screen 230 may be electrically mated with a circuit 
board 240. The circuitboard 240 may contain various com 
ponents of a portable computer device. Such as a CPU, graph 
ics processor, operating memory, communications busses, 
storage devices, and/or other equipment. Additionally, the 
circuitboard 240 may contain multiple communications ports 
242, for example USB 2.0 ports, mounted on the underside of 
the circuitboard 240. In this example, the communications 
ports 242 are mounted on all four sides, but other configura 
tions are possible. A rechargeable battery 250 or other suit 
able power source may electrically mate to the underside of 
the circuitboard 240. 

0057 These components may be mounted in a chassis 
280, which is shown in further exploded view. The chassis 
280 may include sidewalls 282, which may contain cutouts in 
the shape and size to receive retention posts 162 and commu 
nications connectors 164. Such as those shown in FIG. 2A. 
The battery 250 may be partially secured by brackets 284 and 
286, which may be extruded from or attached to the surface of 
the chassis 280. The brackets 284 and 286 may be configured 
and located to receive the battery 250 and secure it laterally. 
The battery 250 may also be secured by retention structures 
260, which may be inserted into and secured by the brackets 
286. The touch-screen 230 and circuitboard 240 may be 
secured by inserts 220, which may be received by receptacles 
288. The receptacles 288 may be extruded from or attached to 
the surface of the chassis 280. 

0.058 Retention structures 260 may also secure the touch 
screen 230 and circuitboard 240. The retention structures 260 
may have a “dorsal fin” structure 262, which may fit into slots 
232 and 244. Other interlocking configurations for the reten 
tion structures 260 and slots 232 and 244 may be provided in 
other embodiments. The slots 232 and 244 may be electrically 
conductive and may be part of at least one of the circuits 
contained within the touch-screen 230 and circuitboard 240. 
The retention structures 260 may be fabricated of metal or 
other conductive material in Some embodiments, and may 
serve as conduits for electrical power as well as electrical 
signaling. 
0059. This configuration and method of construction may 
allows a portable computer system to provide electrical 
power to an accessory, and/or may allow an accessory to 
provide electrical power to the portable computer system. 
Electrical power or signals may flow via retention structures 
260 and retention posts 160 as illustrated in FIG. 2A, either 
alone or in conjunction with communications ports 242 and 
communications connector 164 as illustrated in FIG. 2A. In 
Some embodiments of the invention, an accessory may con 
tain additional battery units to help power the portable com 
puter system. In some embodiments, an accessory may be 
powered by the portable computer system, and/or may be 
have additional batteries recharged by the power circuitry of 
the portable computer system. 
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0060. In some embodiments, accessories mated with a 
portable computer system may have some ability to commu 
nicate with the portable computer system. Communication 
between the accessories and the portable computer system 
may include configuration information, or may involve stor 
ing application specific information. Communication signals 
may travel through retention structures 260 and retention 
posts 160 as illustrated in FIG. 2A, either alone or in conjunc 
tion with communications ports 242 and communications 
connector 164 as illustrated in FIG. 2A. In another embodi 
ment of the invention, the electrical connection between an 
accessory and the portable computer system retention ele 
ments may be used for low-bandwidth signaling of informa 
tion Such as application state, Suggested portable computer 
system configuration, or other information. The low-band 
width signaling may use an industry-standard protocol, e.g., 
I°C or SMBus. The accessory may contain either volatile or 
non-volatile storage in which Such information may be 
stored. In another embodiment of the present invention, con 
figuration specific data may be stored within non-volatile 
storage, e.g., a PROM or EEPROM. Non-volatile storage 
examples may be commonly found in many peripherals 
employing industry-standard communications protocols, 
e.g., USB, HDMI, etc., and may employ vendor-specific 
extensions permitted by Such standards. 
0061 Additionally, the configuration and method of con 
struction shown in the example of FIG.2 may allow a portable 
computer system to receive various accessories. This con 
figuration and method of construction may provide structural 
integrity to withstand forces oftorsion, flex and other physical 
stresses to which a user may subject a combined unit, to avoid 
damage to delicate electrical connectors, and to provide a 
physically secure mated State between accessories and the 
portable electronic system. The portable electronic system 
and the accessories may be mated Sufficiently securely to 
allow a user to manipulate the physical position of the por 
table electronic system by grasping attached accessories. For 
example, a user may attach game accessories 140 which may 
be contoured to be held by a human hand. The user may grasp 
the game accessories 140 while using or transporting the 
portable electronic system. A sufficiently rigid and secure 
attachment allows a user to do so without causing damage to 
the portable electronic system, the accessories, or the reten 
tion structures 260 connecting the portable electronic system 
and the accessories. The retention element 260 may utilize an 
inner coupling mechanism to ensure a physically secure 
mated State between accessories and the portable electronic 
system. 
0062 FIG. 4A is a partial cross-sectional view of the 
retention element 260 of FIG. 2 receiving the retention post 
162 of FIG. 2A, in an unengaged position, according to an 
embodiment of the present invention. The retention element 
260 may comprise a housing 340 which may be shaped to 
receive a retention post 162. The housing 340 may contain 
two opposed spring-loaded plungers 320. 
0063 FIG. 4B is a partial cross-sectional view of the reten 
tion element 260 of FIG. 2 receiving the retention post 162 of 
FIG. 2A, in a partially engaged position, according to an 
embodiment of the present invention. The retention post 162 
and spring-loaded plungers 320 may be shaped Such that 
insertion of retention post 162 may produce physical resis 
tance for a user during the insertion process, even as the force 
exerted during the insertion process may cause the opposed 
spring-loaded plungers 320 to spread apart. Additionally, 
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physical resistance may be present during the extraction pro 
cess, due to the symmetric shape of the “head of the retention 
post 162. 
0064 FIG.4C is a partial cross-sectional view of the reten 
tion element 260 of FIG. 2 receiving the retention post 162 of 
FIG. 2A, in a fully engaged position, according to an embodi 
ment of the present invention. The retention post 162 and 
spring-loaded plungers 320 may be shaped such that the 
spring-loaded plungers fully or Substantially extend into the 
“neck” of the retention post 162, firmly securing the retention 
post 162 until such time as removal is desired. 
0065 Portable computer systems can be used for video 
based applications, for example, to record video in the fashion 
of a traditional camcorder and/or to view and edit works of 
Video. Also, portable computer systems can be used for 
image-based applications, for example, to record still images 
and/or to view and editimages. In various embodiments of the 
present invention, different camera attachments, and multiple 
camera attachments, may be employed. For example, the 
portable computer system may accept attachment of cameras 
having various image qualities, Zoom features, 2D or 3D 
imaging features, still or video imaging features, other fea 
tures, or combinations thereof. In some embodiments, mul 
tiple cameras may be attached to enable experimentation, 3D 
imaging, or other options. Also, in various embodiments of 
the present invention, an application executed on the portable 
computer system may set various user preferences, load dif 
ferent software applications, and/or reconfigure the underly 
ing hardware in various fashions based on information 
regarding current camera attachments, camera physical con 
figurations, and/or accessory physical locations relative to the 
portable computer system. 
0.066 FIG. 5 illustrates a portable computer system con 
figured to receive a camera accessory, according to an 
embodiment of the present invention. The camera accessory 
400 may include a lens 416, flash unit 418, swivel mechanism 
410, orientation sensors 413 and 414, microphones 412 (ob 
scured in this view), connector group 160, containing reten 
tion posts 162, and communications connector 164. Indi 
vidual elements of the camera may be added or omitted in 
various embodiments. The connector group 160 may be con 
figured to be received by the port group 120. The port group 
120 may comprise retention ports 122 and communications 
port 124 and be contained within portable computer system 
100. In an embodiment of the present invention, the port 
groups 120 may be located on all four sides of portable 
computer system 100. Other embodiments may have port 
groups 120 arranged in other configurations. 
0067 FIG. 6 illustrates a variety of accessories designed to 
be received by a portable computer system illustrated in pre 
vious figures. Accessories may include, but are not limited to, 
a game accessory 140 and a game accessory 520, which 
features common physical controls 522, including buttons, a 
joystick, and a d-pad, along with connector group 160. A 
folding keyboard 510, featuring standard keyboard buttons 
512, hinge mechanism 514, and connector group 160, may 
also be provided in some embodiments of the invention. 
Accessories may be provided with communications ports 
configured to match communications ports 124 of the com 
puter system. In some embodiments, accessories may be 
equipped with multiple communications ports in various 
combinations. For example, USB, Firewire, HDMI, Ethernet, 
or other known or proprietary connections may be provided in 
any combination. This may allow an accessory to be attached 
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to a portable computer system using different types of com 
munications ports. In some embodiments, connecting an 
accessory with different communications ports or in different 
positions may alter the physical ergonomics of the combined 
computer system and accessory. 
0068 Portable computer systems can be used for display 
ing text-based files, often referred to as e-reading or ebook 
applications, and they can be used to record, display and 
manipulate audio and video information. In various embodi 
ments of the present invention, a control accessory 600 may 
be employed as a way of controlling an e-book reading appli 
cation, or employed as away of controlling an audio or video 
manipulation application, or it may be used in combination 
with a camera accessory to provide recording controls for a 
Video recording application. In various embodiments of the 
present invention, different key or control button layouts may 
be employed. Also, in various embodiments of the present 
invention, an application executed on the portable computer 
system may set user preferences, load different Software 
applications, or reconfigure the underlying hardware in vari 
ous fashions using information regarding physical location of 
the control accessory relative to the portable computer sys 
tem 

0069 FIG. 7 illustrates a control accessory 600 or control 
panel, which includes control buttons 602 and a connector 
group 160, designed to be received by a portable computer 
system illustrated in previous figures, according to an 
embodiment of the present invention. 
0070 Invarious embodiments of the present invention, the 
portable computer system can be used to receive telemetry 
from a vehicle, for example a current operating state includ 
ing measurements of revolutions per minute of various com 
ponents. Such telemetry may be received by a portable com 
puter system via communications connector 164. The 
computer system may use the telemetry to compute informa 
tion Such as speed and estimated time to arrive at a given 
destination, for example. Also, such telemetry may be 
received and combined with other information, such as coor 
dinates from a Global Positioning System (GPS) receiver, to 
provide a virtual compass or an interactive navigational aid. 
The telemetry may also be used for displaying various vehicle 
diagnostics. In some embodiments, the GPS receiver may be 
provided as a peripheral accessory attachment to be received 
by the portable computer system. 
(0071 FIG. 8 illustrates a vehicle mount 700, designed to 
he received by the portable computer system illustrated in 
previous figures, and featuring connector group 160. 
0072 Portable computer systems can be used for text 
based applications, for example, to view, create and edit docu 
ments, and to compose, send and receive email messages. 
Some embodiments of the present invention may provide 
control inputs, e.g., a physical keyboard, that may be manipu 
lated by a user. In various embodiments of the present inven 
tion, different keyboard layouts may be employed. Also, in 
various embodiments of the present invention, an application 
executed on the portable computer system may set user pref 
erences, load different software applications, and/or recon 
figure the underlying hardware in various fashions based on 
information regarding keyboard angle or a physical location 
of the keyboard accessory relative to the portable computer 
system. 
0073 FIG.9A illustrates a portable computer system 100 
integrally attached to a folding keyboard accessory 510, 
according to an embodiment of the present invention. An 
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application running on the portable computer system 100 
may be controlled via keyboard buttons 512. Additionally, in 
Some embodiments of the invention, the hinge mechanism 
514 may contain a potentiometer or other sensor such that the 
angle of the keyboard may be determined by an application 
running on the computer system 100. 
(0074 FIG.9B illustrates a portable computer system 100 
integrally attached to both a folding keyboard accessory 510 
and a Swiveling camera accessory 400, according to an 
embodiment of the present invention. This combination may 
enable a user to use applications such as multi-user chat, 
where a user may communicate with other users via a camera 
serving as a webcam in and/or via text. The combination may 
also enhance text entry, as the camera may capture informa 
tion regarding ambient light or noise (via a microphone 412) 
and cause the computer to adjust operating parameters for a 
given application based on data derived from that input. 
(0075 FIG.9C illustrates a portable computer system 100 
integrally attached to a folding keyboard accessory 510, a 
Swiveling camera accessory 400, and a game accessory 140, 
according to an embodiment of the present invention. This 
combination may enable a user to use applications such as 
Videoconferencing, where a keyboard may be used for text 
entry, a camera for video and audio presentation of the user, 
and a pointing device to create drawings on a virtual white 
board, or be used for other application control purposes. The 
same configuration may be used for video games calling for 
team play, such as “first person shooters', or FPSs, which 
may make use of a keyboard and pointing device such as a 
joystick for control input, and a camera and/or microphone to 
enable communications with remote teammates. The con 
figuration may also be useful for other types of games and 
programs. 
(0076 FIG. 10A illustrates a portable computer system 100 
integrally attached to a Swiveling camera accessory 400 and a 
game accessory 140, according to an embodiment of the 
present invention. This combination may enable a user to use 
applications such as videoconferencing in a portable context. 
For example, a camera may enable video and audio presen 
tation of the user, and a pointing device may allow a user to 
create drawings on a virtual whiteboard, or be used for other 
application control purposes. The same configuration may be 
used for video games calling for team play or other video 
games or programs. 
(0077 FIG. 10B illustrates a portable computer system 100 
integrally attached to a Swiveling camera accessory 400 and a 
game accessory 140, according to an embodiment of the 
present invention. In various embodiments of the present 
invention, an application executed on the portable computer 
system may employ information regarding the physical state 
of an accessory, for example the rotational position of the 
camera 400, to load different software applications or recon 
figure the underlying hardware of portable computer system 
100 in various fashions. A user holding the portable computer 
system 100 may rotate the swiveling camera accessory 400 to 
a new position. 
0078 FIG. 11 illustrates the swiveling camera accessory 
400 in enlarged and isolated views taken along line 11 of FIG. 
10B, shown in several Swiveling positions, according to an 
embodiment of the present invention. When the position of 
the camera accessory 400 is adjusted, the sensors 413 and 414 
may detect the new physical configuration of the accessory. 
The sensors 413 and 414 may provide data (e.g., simple on/off 
state based on proximity or lack thereof) to an application 
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executed on the portable computer system. In response, the 
application may load other software applications or reconfig 
ure the underlying hardware of portable computer system 100 
in various fashions. 
0079 Portable computer systems can be used for audio/ 
Video-based applications, for example, to create moving 
images with sound as with a dedicated recording device Such 
as a camcorder. Embodiments of the present invention may 
provide control inputs, e.g., a joystick and buttons, that may 
be manipulated by a user. 
0080 FIG. 10C illustrates a portable computer system 100 
integrally attached to a Swiveling camera accessory 400 and a 
game accessory 140, with the camera accessory 400 rotated 
into an alternate configuration, according to an embodiment 
of the present invention. 
0081 FIG. 12 illustrates a computer system 100 integrally 
attached to a vehicle mount 700, according to an embodiment 
of the present invention. Portable computer systems can be 
used for navigation purposes, for example, to display maps 
according to present location, to automatically create a route 
taken by a vehicle, and to provide a list of directions. Addi 
tionally, portable computer systems may be used for record 
ing video. Some applications may combine both video and 
navigational data to create a type of electronic travelogue. 
FIG. 13 illustrates a configuration wherein a swiveling cam 
era accessory 400 has been added to the configuration of FIG. 
12. 

0082 FIGS. 14A and 14B illustrate a computer system 
100 integrally attached to gaming accessories 140 and 520 in 
alternate configurations, according to embodiments of the 
present invention. Portable computer systems can be used for 
Video games and other programs of various types. In some 
cases, a user may orient the portable computer system in a 
landscape fashion, as shown in the example of FIG. 14A. In 
other cases a user may orient the portable computer system in 
a portrait fashion, as shown in the example of FIG. 14B. In 
Some embodiments, different accessory orientations may be 
adapted for use with different games or types of games. For 
example, when playing games wherein an avatar may be 
directed in a left-to-right pattern of movement while interact 
ing with the game environment (often called “platformers’), 
a user may configure the computer system 100 as shown in 
FIG. 14A. In other cases a user may configure the computer 
system 100 as shown in FIG. 14B, for example when playing 
games wherein an avatar may shoot or avoid objects falling 
from the sky. It will be understood that these games and 
orientations are presented as examples only, and a user may 
use any configuration to play any type of game. For example, 
a user may use the orientation of FIG. 14A to play a falling 
object game and the orientation of FIG. 14B to play a plat 
former. Other game types may be used in different embodi 
ments as well. Accessories 140 and 520 or other accessories 
may be used in either a portrait or landscape configuration or 
other configurations. 
I0083 FIG. 15 illustrates a computer system 100 integrally 
attached to a control accessory 600, according to an embodi 
ment of the present invention. The control accessory 600 may 
be used with an e-book reader program, to scroll through 
documents or web pages, or for other purposes. 
0084 FIGS. 16A-17B illustrate a gaming accessory 
designed to be received by a portable computer system 
according to an embodiment of the present invention. Similar 
to previously illustrated embodiments of the invention, the 
gaming accessory 2100 may have physical controls 2120 
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including a d-pad, joystick, buttons, and/or other inputs. As in 
the previously illustrated embodiments of the invention, the 
gaming accessory 2100 may also employ a connector group, 
2150, which may comprise retention tongues 2140 including 
retention cutouts 2160, and a communications connector 
2130. The retention tongues 2140 may be constructed from 
metal or other electrically conductive material. In some 
embodiments of the present invention the communications 
connector 2130 may be a USB 2.0 connector, but could alter 
natively be any of a number of well-known communications 
standards and protocols such as, e.g., parallel, SCSI, Firewire, 
Ethernet, HDMI, etc. In some embodiments of the invention, 
the connector group 2150 may be composed of two retention 
elements, retention tongues 2140 with retention cutouts 2160, 
and one communications connector 2130, but other embodi 
ments could include multiple communications connectors 
2130 which may be receivable by similarly configured port 
groups on portable computer systems. 
0085. In some embodiments of the invention, the commu 
nications connector 2130 may not be fixed, but instead may be 
retracted into the body of the accessory 2100 via slider 2180 
or other Suitable control, and extended again via the same 
mechanism. FIG. 17A illustrates such an embodiment with 
the communications connector 2130 in an extended position. 
FIG. 17B illustrates the communications connector 2130 in a 
retracted position. FIG. 25 is a partial cross-sectional view of 
an accessory 2100, where the first view illustrates a commu 
nications connector 2130 in an extended position and the 
second view illustrates the communications connector 2130 
in a retracted position. The communications connector 2130 
may be mated to the structure 2590, which may be mated to 
the slider 2180. Thus, manipulation of the slider 2180 may 
move the connector 2130 from the extended to the retracted 
position, from the retracted to the extend position, or to an 
intermediate position. 
I0086 FIGS. 19A-19E illustrate a portable computer sys 
tem, in various views, designed to receive accessories having 
connector groups similar to those of the gaming accessory 
2100, according to an embodiment of the present invention. 
In this example, the portable computer system 2600 may 
include a touch screen display 2610 able to register contact 
between the screen and a pointing device such as a finger, 
stylus, etc. Also shown are communications ports 2640, one 
on each side of the portable computer system for four total in 
the pictured embodiment of the present invention, but any 
number of various communications ports may be provided. In 
Some embodiments of the present invention communications 
ports 2640 may be USB 2.0 ports, but could alternatively be 
any of a number of well-known communications standards 
and protocols such as, e.g., parallel, SCSI, Firewire, Ethernet, 
etc. 

I0087. In some embodiments the portable computer system 
2600 may include receiving retention channels 2620, which 
may receive an accessory via retention tongues 2140 as illus 
trated in FIGS. 16A-17B and FIG. 18. Additionally, in some 
embodiments of the present invention, retention elements 
2630 may be located in line with communications ports 2640. 
In the illustrated embodiments, 8 retention elements 2630 are 
shown, but other quantities of retention elements 2630 are 
possible. The retention elements 2630 may be constructed of 
metal or other electrically conductive material in some 
embodiments. The retention elements 2630 may be provided 
in opposable pairs, may be spring loaded, and may be shaped 
to retract and then extend into retention cutouts 2160 illus 
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trated in FIGS. 16A-17B. Various embodiments may provide 
any number of such retention elements 2630 to allow for any 
number of accessories to be attached to a portable computer 
system. 
I0088 FIGS. 20A-34B illustrate a portable computer sys 
tem configured to receive, and become integrally engaged 
with, a game accessory according to an embodiment of the 
present invention. In FIG. 20A the portable computer system 
2600 may include retention channels 2620 that may accept 
retention tongues 2140 of an accessory 2100 in a lateral 
fashion. In FIG. 20B a slider 2180 may be pushed forward, 
which may cause a communications connector 2130 to retract 
into the body of the accessory. FIG. 20O illustrates a lateral 
force being applied after a retraction of the communications 
connector 2130 such that the retention tongues 2140 of the 
accessory 2100 may be received by the retention channels 
2620 in a sliding motion. 
I0089 FIGS. 21A and 21B are detailed partially broken 
views of an accessory 2100 being received by a portable 
computer system 2600, taken along line 21A of FIG. 20O. 
according to an embodiment of the present invention. In FIG. 
21A the retention element 2630 is in a fully extended position 
from the force of retention spring 3310, as the accessory 2100 
has not made physical contact with the retention element 
2630. The retention element 2630 and the leading edge of the 
retention tongue 2140 may have complimentary sloped 
shapes. Lateral force applied to the accessory 2100 may cause 
the retention element 2630 to become depressed. FIG. 21B 
illustrates a retention element 2630 in a depressed state which 
may be the result of a lateral force applied to the sloped 
leading edge of retention tongue 2140 and/or the accessory 
2100 which contains the retention tongue 2140. 
0090 FIG. 22 illustrates an accessory 2100 engaged with 
a computer system 2600. FIG.23 is a detailed partially broken 
view of the accessory 2100 engaged with the computer sys 
tem 2600, taken along line 23 of FIG. 22, according to an 
embodiment of the present invention. In FIG. 23, further 
lateral force may have been applied such that the retention 
element 2630 may be placed in a fully extended position by 
the force of the spring 3310. The force of the spring 3310 may 
propel the retention element 2630 into the retention cutout 
2160, which may be shaped to receive the retention element 
2630. 

0091. The retention element 2630, retention tongue 2140 
and retention cutout 2160 may be shaped such that the exten 
sion of retention element 2630 and the use of spring 3310 may 
provide a tactile response to a user. The user may use this 
tactile response to determine when to cease applying lateral 
force during the engagement process of the accessory 2100 
and computer system 2600, because the retention element 
2630 may extend when the cutout 2160 is in an engaged 
position. The spring 3310 may also keep the retention ele 
ment 2630 firmly pressed against the retention cutout 2160 
such that both, if constructed of metal or other electrically 
conductive material, may be part of a circuit. As with the 
previous embodiment of retention mechanism illustrated in 
FIGS. 1-8 and elsewhere, pairs of accepting and receiving 
retention devices may enable electrical energy transfer and/or 
low-bandwidth signaling between the attached devices. 
0092 FIGS. 24A and 34B illustrate a portable computer 
system 2600 integrally attached to an accessory 2100, accord 
ing to an embodiment of the present invention. Fully integral 
attachment may beachieved when a slider 2180 is moved into 
an extended position. As previously illustrated in FIGS. 17A 
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18 and FIGS. 20A and 20B, this action may cause a commu 
nications connector to move into an extended position from 
the accessory 2100, where it may become inserted into a 
communications port located on the body of the computer 
system 2600. The slider 2180 may also be employed as a 
secondary structural Support through the use of a tab on the 
underside. 

0093 FIG. 25 is a flow diagram illustrating a process for 
reconfiguration of a portable computer system based on inser 
tion, configuration, and relative location of accessory 
devices, according to an embodiment of the invention. The 
sample process 3700 may be performed by a processing logic 
that may compromise hardware (circuitry, dedicated logic, 
etc.), software, or a combination of both. Referring to FIG. 
25, at block 3702, an attachment, removal, reconfiguration, or 
other event for an accessory device may be detected via an 
event generated by an operating system kernel (referred to as 
a "hotplug event), or alternately, via a running Software 
daemon for the purpose of monitoring signaling from an 
attachment device. The portable computer system may be 
configured Such that a hotplug event may be synthesized for a 
device that is attached when the portable computer system's 
operating system is booted. In another embodiment of the 
present invention, a Software timer may be incorporated into 
block 3702, so that a user may remove and/or attach multiple 
accessories before logic proceeds to block 3703. 
(0094. At block3703, the type of accessories or peripherals 
generating the event may be determined. Accessories may be 
configured specifically for use with the computer system or 
they may be generic accessories. Both types of accessories 
may include or lack retention elements. For example, in some 
embodiments the type (system specific or generic) may be 
determined by reading identifying data contained in a storage 
in the current accessory devices via standard well-known 
communications standards and protocols, depending upon 
communications technology being employed (e.g., a PID 
and/or device descriptor for USB based devices, a mode page 
code for SCSI based devices, EDID information for HDMI 
attached devices, etc.). In some embodiments the identifying 
data may include configuration directives and conditions 
encoded in interpreted computer language on the accessory 
peripheral device. In some embodiments the type may be 
determined by reading “out of band data via low-bandwidth 
signaling through the retention elements, or by detecting the 
electrical presence of retention elements. In some embodi 
ments, at block 3703, in the case of removal hotplug events, a 
database at block 3709 may be queried to determine the type 
of accessory that was removed. In some embodiments of the 
present invention, a component of the underlying operating 
system may determine the type of accessory that was 
removed. If it is determined that all hotplug events were not 
specific, the event may be ignored, and processing logic may 
return to block 3702. If it is determined that some or all 
hotplug events were system specific, processing logic may 
proceed to block 3704. 
0095. At block 3704, attachment device metadata of all 
present system specific accessories may be read. In some 
embodiments of the present invention, some of the metadata 
contained within a system specific accessory may include an 
encoded description of directives, conditional or otherwise, 
for altering operating parameters and configuration of a por 
table computer system. For example, a gaming accessory’s 
metadata may contain a directive to change display orienta 
tion if it and another gaming accessory are inserted in specific 
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locations on the portable computer system. In some embodi 
ments, these and other directives and conditions may be 
encoded in a standardized markup based language, e.g., 
according to a specific XML Schema. In other embodiments, 
they may be encoded in an interpreted computer language 
Such as Lua, Tel, or Fig. The encoded conditions and direc 
tives may be ascertained by reading identifying data con 
tained in non-volatile storage by the accessory device via 
standard well-known communications standards and proto 
cols, depending upon communications technology being 
employed (e.g., string descriptors for USB based devices, an 
EDID Vendor Specific Data Blockfor HDMI attached 
devices, etc.). In some embodiments, an accessory may have 
multiple communications interfaces and be attachable to the 
computer system using a variety of different communications 
ports. For example, both the computer system and the acces 
sory may have USB and Firewire connections (or other com 
binations) available, and the computer system and accessory 
may be attached with either a USB or Firewire connection. 
The computer system may read attachment device metadata 
from either connection. In other embodiments, the metadata 
may be dependent on the type of communications technology 
being used. For example, different metadata may be used for 
the same accessory depending on whether it is attached to the 
computer through a USB, Firewire, HDMI, or other connec 
tion. In other embodiments of the present invention the con 
ditions and directives may be communicated through low 
bandwidth signaling via the retention elements of various 
embodiments previously illustrated. 
0096. At block 3705, the attachment accessory locations 
relative to the portable computer system may be determined 
by reading the communications port IDs that currently have 
system specific accessories inserted. These locations, com 
bined with the directives and conditions read from the present 
System specific accessories, may make up in aggregate an 
attachment combination profile. In various embodiments, the 
attachment combination profile may only include the direc 
tives and conditions, only the locations, a combination of 
subsets of each, or all of the location, directive, and condition 
data. In some embodiments of the invention, attachment com 
bination profiles may be added to a central database during 
the process of installing Software applications on the portable 
computer device and/or via a profile editor application. The 
attachment combination profiles may also by stored within 
dedicated electronic files, which may allow them to be shared 
by different users of the same type of portable computer 
system. 
0097. At block 3706, it may be determined whether the 
current attachment combination profile is new or if it has 
previously existed for a particular portable computer system. 
This determination may be made by querying the database at 
block 3709 or a component of the underlying operating sys 
tem may make the determination. If the current attachment 
combination profile is new, processing logic may proceed to 
block 3707. If it is not new, processing logic may proceed to 
block 3710. 

0098. At block 3707, the system may prompt a user for 
input if a new attachment combination profile is detected. In 
Some embodiments of the invention, the system may present 
the user with an on-screen representation or preview of how 
the directives contained within the new attachment combina 
tion profile may reconfigure the portable computer system. 
The user may accept the Suggested reconfigurations, edit the 
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reconfigurations according to user preferences and accept, or 
reject the Suggested reconfigurations. 
(0099. At block 3708, if the user rejects the suggested 
reconfigurations, processing logic may proceed to block 
3710. If the user accepts the suggested reconfigurations, or 
edits and accepts the Suggested reconfigurations, processing 
logic may proceed to block 3709. 
0100. At block 3709 the current attachment combination 
profile and the portable computer reconfiguration parameters 
may be stored in a database. In this fashion, a history of 
various attachment combination profiles may be stored, along 
with resulting reconfiguration parameters. The database may 
be queried for a history of all system specific accessories that 
have been attached to the portable computer system, allowing 
for previously illustrated logic to determine that a system 
specific accessory had been present and then removed. Pro 
cessing logic may proceed to block 3710. 
0101. At block 3710, the present attachment combination 
profile may be compared to the database of attachment com 
bination profiles. If the current attachment combination pro 
file is not present in the database, processing logic may pro 
ceed to block 3723. If the present attachment combination 
profile is present in the database, processing logic may pro 
ceed to block 3711. 

0102. At blocks 3711, 3713, 3715,3717, 3719 and 3721 
the current attachment combination profile's various direc 
tives may be applied Such that the portable computer system 
is reconfigured in various fashions, e.g., CPU clock speed, 
display orientation, mode of display in the case of multiple 
mode displays (which may include resolution, color depth, 
backlighting, reflectiveness, etc.), software application 
instantiation and execution, reconfiguration of presently 
executing Software applications, power properties (such as 
Voltage reduction or increase), access to memory, access to 
storage, and other operational parameters may be adjusted. 
Also, in Some embodiments of the present invention, other 
hardware or system settings may be altered. Processing logic 
may proceed to block 3702, with the software daemon await 
ing another hotplug event. 
0103) If the current attachment combination profile is not 
present in the database at block 3710, logic may proceed to 
block 3723. At block 3723, the system may prompt the user 
for input. In one embodiment of the invention, the user may be 
presented with an on-screen representation or preview of how 
the directives contained within the new attachment combina 
tion profile would reconfigure the portable computer system, 
similarly to the process of block 3708. At block 3723, the 
preview may allow the user to create an entirely new set of 
reconfiguration directives according to user preferences. The 
user may create and accept a set of reconfiguration directives 
or reject the entire process. In the case where the user creates 
a new set of reconfiguration directives, the directives may be 
stored in a database at block 3725. This database may be the 
same database as that used in block 3709 in some embodi 
ments. Processing logic may proceed to block 3710. 
0104. If the user rejects the creation of a set of reconfigu 
ration directives, processing logic may proceed to block 
3702. In this case the originating hotplug event may be 
ignored, and the portable computer system's overall configu 
ration may remain unchanged. 
0105. While various embodiments have been described 
above, it should be understood that they have been presented 
by way of example, and not limitation. It will be apparent to 
persons skilled in the relevant art(s) that various changes in 

Petitioners NINTENDO CO., LTD., et al., 
Ex. 1007, IPR2023-00643, Pg. 49



US 2012/027 1967 A1 

form and detail can be made therein without departing from 
the spirit and scope. In fact, after reading the above descrip 
tion, it will be apparent to one skilled in the relevant art(s)how 
to implement alternative embodiments. Thus, the present 
embodiments should not be limited by any of the above 
described embodiments. 
0106. In addition, it should be understood that any figures 
which highlight the functionality and advantages, are pre 
sented for example purposes only. The disclosed methodol 
ogy and system are each sufficiently flexible and config 
urable, such that it may be utilized in ways other than that 
shown. 
0107 Further, the purpose of the Abstract of the Disclo 
sure is to enable the U.S. Patent and Trademark Office and the 
public generally, and especially the Scientists, engineers and 
practitioners in the art who are not familiar with patent or 
legal terms or phraseology, to determine quickly from a cur 
sory inspection the nature and essence of the technical dis 
closure of the application. The Abstract of the Disclosure is 
not intended to be limiting as to the scope of the present 
invention in any way. 
0108. It should also be noted that the terms “a”, “an', 
“the’, “said, etc. signify “at least one' or “the at least one' in 
the specification, claims and drawings. 
0109 Finally, it is the, applicant's intent that only claims 
that include the express language “means for or “step for be 
interpreted under 35 U.S.C. S 112, paragraph 6. Claims that do 
not expressly include the phrase “means for or “step for are 
not to be interpreted under 35 U.S.C. S112, paragraph 6. 
What is claimed is: 
1. A method for configuring computer operational param 

eters comprising: 
detecting with at least one processor at least one peripheral 

device in communication with the at least one processor, 
receiving, with the at least one processor from at least one 

of a plurality of communication ports constructed and 
arranged to interface with the at least one peripheral 
device, data about the at least one peripheral device, the 
data comprising at least one location of the at least one 
peripheral device: 

identifying with the at least one processor at least one 
profile associated with the peripheral device data; and 

adjusting at least one operational parameter based on the at 
least one profile. 

2. The method of claim 1, wherein the identifying com 
prises searching at least one database in communication with 
the at least one processor for the at least one profile associated 
with the peripheral device data. 

3. The method of claim 2, wherein the identifying further 
comprises creating the at least one profile and storing the at 
least one profile in the at least one database when the at least 
one profile is not found in the at least one database when the 
at least one database is searched. 

4. The method of claim 1, wherein the identifying com 
prises creating the at least one profile based on the peripheral 
device data. 

5. The method of claim 1, further comprising: 
transmitting to at least one display information about the 

peripheral device data and/or the at least one profile; 
receiving from at least one input device or the at least one 

peripheral device at least one user-created profile; and 
storing the at least one user-created profile in the at least 

one database. 
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6. The method of claim 5, further comprising: 
adjusting the at least one operational parameter based on 

the at least one user-created profile. 
7. The method of claim 1, further comprising: 
transmitting to at least one display information about the at 

least one profile; 
receiving from at least one input device or the at least one 

peripheral device a selected profile selected from the at 
least one profile; and 

adjusting the at least one operational parameter based on 
the selected profile. 

8. The method of claim 1, further comprising: 
selecting a specific profile from a plurality of profiles in the 

at least one database; and 
adjusting the at least one operational parameter based on 

the specific profile. 
9. The method of claim 1, further comprising transmitting, 

data to the at least one peripheral device. 
10. The method of claim 1, further comprising establishing 

at least one electrical connection between at least one power 
Supply in communication with the at least one processor and 
at least one peripheral power Supply disposed in the at least 
one peripheral device. 

11. The method of claim 1, wherein the at least one opera 
tional parameter comprises at least one clock speed of the at 
least one processor, at least one secondary clock speed for at 
least one secondary processor, at least one utilization of at 
least one memory, at least one utilization of at least one 
storage, at least one orientation of at least one display, at least 
one display mode of the at least one display, and/or at least 
one power setting of at least one power Supply. 

12. The method of claim 1, wherein the peripheral device 
data further comprises at least one sensor reading from at least 
one sensor disposed in the at least one peripheral device, at 
least one hardware identity of the at least one peripheral 
device, and/or at least one communication port type. 

13. The method of claim 1, wherein the at least one periph 
eral device comprises at least one game controller; at least one 
camera; at least one keyboard; at least one control panel; at 
least one vehicle; at least one global positioning system 
receiver; and/or at least one memory device. 

14. The method of claim 1, wherein the adjusting is further 
based upon to which of the plurality of communication ports 
two or more of the peripheral devices are connected. 

15. A computer comprising: 
at least one processor, 
at least one database in communication with the at least one 

processor, and 
a plurality of communication ports in communication with 

the at least one processor constructed and arranged to 
interface with at least one peripheral device; 

wherein the at least one processor is constructed and 
arranged to detect the at least one peripheral device 
when the at least one peripheral device interfaces with at 
least one of the plurality of communication ports: 
receive data from the at least one of the plurality of 
communication ports, the data comprising at least one 
location of the at least one peripheral device; identify at 
least one profile associated with the peripheral device 
data; and adjust at least one operational parameter based 
on the at least one profile. 

16. The computer of claim 15, wherein the identifying 
comprises searching the at least one database for the at least 
one profile associated with the peripheral device data. 
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17. The computer of claim 16, wherein the identifying 
further comprises creating the at least one profile and storing 
the at least one profile in the at least one database when the at 
least one profile is not found in the at least one database when 
the at least one database is searched. 

18. The computer of claim 15, wherein the identifying 
comprises creating the at least one profile based on the periph 
eral device data. 

19. The computer of claim 15, wherein the at least one 
processor is further constructed and arranged to create the at 
least one profile, store the at least one profile in the at least one 
database, and adjust the at least one operational parameter 
based on the at least one profile when the at least one profile 
is not found in the at least one database when the at least one 
database is searched. 

20. The computer of claim 15, further comprising: 
at least one display in communication with the at least one 

processor, and 
at least one input device in communication with the at least 

one processor, 
wherein the at least one processor is further constructed 

and arranged to transmit to the at least one display infor 
mation about the peripheral device data and/or the at 
least one profile; receive from the at least one input 
device at least one user-created profile; and store the at 
least one user-created profile in the at least one database. 

21. The computer of claim 20, wherein the at least one 
processor is further constructed and arranged to adjust the at 
least one operational parameter based on the at least one 
user-created profile. 

22. The computer of claim 15, further comprising: 
at least one display in communication with the at least one 

processor, 
wherein the at least one processor is further constructed 

and arranged to transmit to the at least one display infor 
mation about the peripheral device data and/or the at 
least one profile; receive from the at least one peripheral 
device at least one user-created profile; and store the at 
least one user-created profile in the at least one database. 

23. The computer of claim 22, wherein the at least one 
processor is further constructed and arranged to adjust the at 
least one operational parameter based on the at least one 
user-created profile. 

24. The computer of claim 15, further comprising: 
at least one display in communication with the at least one 

processor, and 
at least one input device in communication with the at least 

one processor, 
wherein the at least one processor is further constructed 

and arranged to transmit to the at least one display infor 
mation about the at least one profile; receive from the at 
least one input device a selected profile selected from the 
at least one profile; and adjust the at least one operational 
parameter based on the selected profile. 

25. The computer of claim 15, further comprising: 
at least one display in communication with the at least one 

processor, 
wherein the at least one processor is further constructed 

and arranged to transmit to the at least one display infor 
mation about the at least one profile; receive from the at 
least one peripheral device a selected profile selected 
from the at least one profile; and adjust the at least one 
operational parameter based on the selected profile. 
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26. The computer of claim 15, wherein the at least one 
processor is further constructed and arranged to select a spe 
cific profile from a plurality of profiles in the at least one 
database; and adjust the at least one operational parameter 
based on the specific profile. 

27. The computer of claim 15, wherein the at least one 
processor is further constructed and arranged to transmit data 
to the at least one peripheral device. 

28. The computer of claim 15, further comprising: 
at least one power Supply in communication with the at 

least one processor, 
wherein the at least one peripheral device further com 

prises at least one peripheral power Supply; and 
wherein the at least one processor is further constructed 

and arranged to establish at least one electrical connec 
tion between the at least one power Supply in commu 
nication with the at least one processor and theat least 
one peripheral power Supply. 

29. The computer of claim 15, wherein the at least one 
operational parameter comprises at least one clock speed of 
the at least one processor, at least one secondary clock speed 
for at least one secondary processor, at least one utilization of 
at least one memory, at least one utilization of at least one 
storage, at least one orientation of at least one display, at least 
one display mode of the at least one display, and/or at least 
one power setting of at least one power Supply. 

30. The computer of claim 15, wherein the peripheral 
device data further comprises at least one sensor reading from 
at least one sensor disposed in the at least one peripheral 
device, at least one hardware identity of the at least one 
peripheral device, and/or at least one communication port 
type. 

31. The computer of claim 15, wherein the at least one 
peripheral device comprises at least one game controller, at 
least one camera; at least one keyboard; at least one control 
panel; at least one vehicle; at least one global positioning 
system receiver, and/or at least one memory device. 

32. The computer of claim 15, further comprising: 
at least one housing containing the at least one processor; 

and 
at least one retention structure disposed on the at least one 

housing and associated with and separate from at least 
one of the communication ports constructed and 
arranged to interface with the at least one peripheral 
device. 

33. The computer of claim 32, wherein the at least one 
retention structure is constructed and arranged to attach the at 
least one peripheral device to the at least one housing. 

34. The computer of claim 32, wherein the at least one 
peripheral device comprises at least one peripheral retention 
structure constructed and arranged to interface with the at 
least one retention structure. 

35. The computer of claim 34, wherein: 
the at least one retention structure and the at least one 

peripheral retention structure are constructed of electri 
cally conductive material; and 

the at least one retention structure and the at least one 
peripheral retention structure are constructed and 
arranged to facilitate communication and/or power 
transfer between the at least one processor and the at 
least one peripheral device. 

36. The computer of claim 15, wherein the at least one 
processor is constructed and arranged to adjust the at least one 
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operational parameter further based upon to which of the 
plurality of communication ports two or more of the periph 
eral devices are connected. 

37. A computer comprising: 
at least one processor; 
at least one database in communication with the at least one 

processor, 
a plurality of communication ports in communication with 

the at least one processor constructed and arranged to 
interface with at least one peripheral device; 

at least one housing containing the at least one processor, 
and 

a plurality of retention structures associated with and sepa 
rate from at least one of the communication ports dis 
posed on the at least one housing constructed and 
arranged to attach the at least one peripheral device to 
the at least one housing. 

38. A peripheral device comprising: 
at least one peripheral data storage containing peripheral 

configuration data; 
at least one peripheral communication port in communica 

tion with the at least one peripheral data storage con 
structed and arranged to interface with at least one com 
puter; and 

at least one peripheral retention structure separate from the 
at least one peripheral communication port constructed 
and arranged to interface with at least one retention 
structure disposed on the at least one computer; 

wherein the at least one peripheral retention structure com 
prises at least one retention post constructed and 
arranged to interface with at least one retention housing 
containing at least one retractable plunger Such that 
when the at least one retention post is disposed within 
the at least one retention housing, the at least one reten 
tion post is held in place by the at least one retractable 
plunger. 

39. A peripheral device comprising: 
at least one peripheral data storage containing peripheral 

configuration data; 
at least one peripheral communication port in communica 

tion with the at least one peripheral data storage con 
structed and arranged to interface with at least one com 
puter; and 

at least one peripheral retention structure separate from the 
at least one peripheral communication port constructed 
and arranged to interface with at least one retention 
structure disposed on the at least one computer; 

wherein the at least one peripheral retention structure com 
prises at least one retention housing containing at least 
one retractable plunger constructed and arranged to 
interface with at least one retention post such that when 
the at least one retention post is disposed within the at 
least one retention housing, the at least one retention 
post is held in place by the at least one retractable 
plunger. 
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40. A peripheral device comprising: 
at least one peripheral data storage containing peripheral 

configuration data; 
at least one peripheral communication port in communica 

tion with the at least one peripheral data storage con 
structed and arranged to interface with at least one com 
puter; and 

at least one peripheral retention structure separate from the 
at least one peripheral communication port constructed 
and arranged to interface with at least one retention 
structure disposed on the at least one computer; 

wherein the at least one peripheral retention structure com 
prises at least one retention tongue constructed and 
arranged to interface with at least one retention channel 
and at least one retention cutout constructed and 
arranged to interface with at least one retractable reten 
tion element such that when the at least one retention 
tongue is disposed within the at least one retention chan 
nel, the at least one retractable retention element is held 
in place within the at least one retention cutout. 

41. A peripheral device comprising: 
at least one peripheral data storage containing peripheral 

configuration data; 
at least one peripheral communication port in communica 

tion with the at least one peripheral data storage con 
structed and arranged to interface with at least one com 
puter; and 

at least one peripheral retention structure separate from the 
at least one peripheral communication port constructed 
and arranged to interface with at least one retention 
structure disposed on the at least one computer; 

wherein the at least one peripheral retention structure com 
prises at least one retention channel constructed and 
arranged to interface with at least one retention tongue 
and at least one retractable retention element con 
structed and arranged to interface with at least one reten 
tion cutout Such that when the at least one retention 
tongue is disposed within the at least one retention chan 
nel, the at least one retractable retention element is held 
in place within the at least one retention cutout. 

42. A method for controlling a computer comprising: 
rigidly attaching a plurality of peripheral devices to a hous 

ing containing at least one processor through a plurality 
of communication ports disposed on at least one surface 
of the housing such that the plurality of peripheral 
devices are in communication with the at least one pro 
cessor and adjust at least one operational parameter of 
the at least one processor, each of the plurality of periph 
eral devices having a contour corresponding to a human 
hand; and 

manipulating a physical position of the housing by grasp 
ing the plurality of attached peripheral devices. 

c c c c c 
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