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(57) ABSTRACT 

A processor architecture for multimedia applications 
includes processor clusters providing vectorial data process­
ing capability. Processing elements in the processor clusters 
process both data with a bit length N and data with bit 
lengths N/2, N/4, and so on according to a Single Instruction 
Multiple Data (SIMD) function. A load unit loads into the 
processor clusters data to be processed according to a same 
instruction. An intercluster data path exchanges data 
between the processor clusters. The intercluster data path is 
scalable to activate selected processor clusters. The proces­
sor operates simultaneously on SIMD, scalar and vectorial 
data. 
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PROCESSOR ARCHITECTURE, FOR 
INSTANCE FOR MULTIMEDIA 

APPLICATIONS 

FIELD OF THE INVENTION 

[0001] The invention relates to processor architectures, 
and in particular, to a microprocessor for multimedia appli­
cations. 

BACKGROUND OF THE INVENTION 

[0002] There is an increasing demand for microprocessor 
architectures adapted to meet the requirements of various 
multimedia processing tasks and algorithms. The quest for 
increasing performance levels, however, needs to cope with 
the demands for limiting power consumption and code size 
growth. 
[0003] Vectorial and/or SIMD (Single Instruction, Mul­
tiple Data) architectures are thus used in applications with 
massive data parallelism, while VLIW (Very Long Instruc­
tion Word) architectures are optimal for applications with 
high instruction parallelism. 
[0004] The multi-dimensional microprocessor described 
in U.S. published patent application no. 2005/0283587 is 
exemplary of a microprocessor with SIMD/vectorial capa­
bilities based on a VLIW machine. As mentioned in this 
description, an example architecture for digital media pro­
cessing was introduced by Intel with their MXP5800/ 
MXP5400 processor architecture. A multi-dimensional 
microprocessor architecture improves significantly over this 
more conventional architecture. For instance, in the 
MXP5800/MXP5400 architecture, processors require an 
external PCI-based host processor for downloading micro­
code, register configuration, register initialization, and inter­
rupt servicing. Conversely, in a multi-dimensional micro­
processor architecture this task is allotted to one 
computational unit for each colunm. 
[0005] Moreover, if compared against the case of a multi­
dimensional microprocessor, the basic computational block 
in the MXP5800/MXP5400 processors is inevitably more 
complex. It includes five programming elements, and each 
of these has its own registers and its own instruction 
memory. This entails a significant area size and large power 
consumption, particularly because a power management unit 
is not used to power down inactive Processing Elements 
(PEs). 
[0006] While prior art arrangements as disclosed in U.S. 
published patent application no. 2005/0283587 are satisfac­
tory for a number of applications, different types of data and 
instruction processing may co-exist within the same appli­
cation. The processor core should support them dynamically 
by adapting its behavior at run time, i.e., while the algorithm 
is running. 

SUMMARY OF THE INVENTION 

[0007] In view of the foregoing background, an object of 
the invention is to provide a processor architecture that is 
flexible and can be customized at run time to exploit the data 
and instruction processing features of the processor while 
minimizing or reducing area and power requirements. This 
applies particularly to optimizing cache accesses in such a 
machine. 
[0008] This and other objects, advantages and features in 
accordance with the invention are provided by a processor 
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architecture that, while maintaining VLIW and SIMD capa­
bilities essentially similar to those of a multi-dimensional 
processor in terms of data-wide scalability and possible 
expansion of instruction parallelism, has the additional 
feature of a communication channel between the processor 
clusters and a data path scalability feature that allows 
different types of operations (Scalar, SIMD and/or vectorial) 
to be performed in the same parallel pipeline cycles. 
[0009] The arrangement described herein includes the 
capability of handling different data types as well as different 
operating modes in conjunction with the ability of switching 
dynamically therebetween. 
[0010] A preferred embodiment of the arrangement 
described herein is a microprocessor architecture that may 
be adapted as a high-performance, low-power device suit­
able for multimedia applications (wireless, image process­
ing, video stream, etc.). The architecture may integrate the 
instruction parallelism of a basic Very Long Instruction 
Word (VLIW) architecture with the data parallel processing 
layout of a Single Instruction Multiple Data (SIMD) archi­
tecture. This result may be achieved by a vectorial func­
tionality, integrated in the processor core, and in a data path 
scalability feature adapted to support on the same machine 
various architectural approaches, according to the applica­
tion algorithms and/or to the different data types sections in 
the algorithm. 
[0011] The arrangement described herein lends itself to 
handling simultaneously ( e.g., merging) several wide size 
data processing (2k bits with k=0, 1, 2, 3, ... , p ). All these 
different data types can be processed separately or jointly, 
while the processor core operates as a vectorial machine. 
[0012] The architecture described herein implements a 
high-performance and low-power device particularly 
adapted for multimedia applications (wireless, image pro­
cessing, video stream, etc.). Significant features of that 
architecture are a vectorial functionality integrated in the 
core and data path scalability. This latter feature supports 
various architecture approaches on the same machine, 
according to the application algorithms and/or to the differ­
ent data types in the same algorithm. The architecture 
described herein combines a purely vectorial machine, a 
VLIW ILP as well as a SIMD paradigm integrated in the 
core without separating all these capabilities in terms of 
structure and resources, and is thus ideally suitable for 
low-area, low-cost and high-speed devices. 
[0013] These advantages are particularly welcome in the 
area of multimedia applications. For instance, the data 
parallelism available when the machine operates in a vec­
torial or SIMD manner fits well with the task of processing 
an image by partitioning it into two or more sections. Also, 
sequential code sections can be processed by taking advan­
tage of the ease of causing the architecture to operate in a 
scalar manner. Similarly, the high degree of extensibility of 
the data types on which the architecture can operate makes 
it ideally suitable for processing a large amount of a standard 
benchsuite test collection. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] The invention will now be described, by way of 
example only, with reference to the enclosed representa­
tions, wherein: 
[0015] FIGS. 1 and 2 are block diagrams representative of 
the processor architecture at different levels of detail accord­
ing to the invention; and 
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[0016] FIGS. 3 to 5 are functional block diagrams repre­
sentative of a general concept of a cache access applied to 
the processor architecture according to the invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

[0017] By way of introduction for a detailed description of 
an exemplary embodiment of the arrangement described 
herein, certain basic concepts of processor architecture will 
be summarized below. This summary is made with reference 
to the following: "Computer Architecture: A Quantitative 
Approach, Third Edition"; John L. Hennessy, David A. 
Patterson. Specifically, Section 3.6 provides a definition of 
the concept ofVLIW, while Sections 6.1 and 6.16 provide 
definitions of the SIMD paradigm. Appendix G provides 
reference information on Vector Processors. 

[0018] VLIW: Very Long Instruction Word. The purpose 
of a multiple-issue processor is to allow multiple instruc­
tions to issue in a clock cycle. Multiple-issue processors 
come in two basic types: superscalar processors and VLIW 
(Very Long Instruction Word) processors. Superscalar pro­
cessors issue variable numbers of instructions per clock 
cycle, and are either statically scheduled or dynamically 
scheduled. Statically scheduled processors use in-order 
execution, while dynamically scheduled processors use out­
of-order execution. VLIW processors issue a fixed number 
of instructions per clock cycle that are formatted either as 
one large instruction or as a fixed instruction packet with the 
parallelism among instructions explicitly indicated by the 
instruction. VLIW processors are inherently statically 
scheduled by the compiler. 

[0019] SIMD: Single Instruction Multiple Data. In a 
SIMD arrangement the same instruction is executed by 
multiple processors using different data streams. Each pro­
cessor has its own data memory (hence multiple data), but 
there is a single instruction memory and control processor, 
which fetches and dispatches instructions. SIMD arrange­
ments work best in dealing with arrays in for-loops. Hence, 
in order to exploit massive parallelism in SIMD architec­
tures, massive amounts of data, or data parallelism, needs to 
be present. SIMD architectures are at their weakest point in 
case statements where each execution unit needs to perform 
a different operation on its data, depending on what data are 
available. Those execution units with the wrong data are 
disabled so that the proper units can continue. Such situa­
tions essentially run at 1/n performance level, where n is the 
number of cases. 

[0020] Vector Processors. Vector processors adopt an 
alternative approach to control multiple functional units with 
deep pipelines. Vector processors provide high-level opera­
tions that act on vectors (linear arrays of numbers). A typical 
vector operation might add two 64-elements, floating-point 
vectors to obtain a single 64-element vector result. The 
vector instruction is equivalent to an entire loop, with each 
iteration computing one of the 64 elements of the result, 
updating the indexes, and branching back to the beginning. 
By using a vector instruction, the compiler or programmer 
indicates that the computation of each result in the vector is 
independent of the computation of other results in the same 
vector. Consequently, the hardware does not have to check 
for data hazards within a vector instruction. The elements in 
the vector can be computed using an array of parallel 
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functional units, or a single, deeply pipelined functional 
unit, or any intermediate configuration of parallel and pipe­
lined functional units. 
[0021] Turning now specifically to the description of a 
preferred, exemplary embodiment of the invention, the 
arrangement described herein is a microprocessor architec­
ture adapted to implement a high-performance, low-power 
device suitable for multimedia applications (wireless, image 
processing, video stream, etc.). The arrangement described 
herein is based on the concept of extending the instruction 
parallelism of a basic Very Long Instruction Word (VLIW) 
architecture with the data parallel processing of the Single 
Instruction Multiple Data (SIMD) paradigm. 
[0022] Two significant features of the arrangement 
described herein are as follows: the vectorial functionality 
integrated in the core (i.e., without providing any specific 
unit which is able to perform the same instruction on a large 
amount of data, like current Vector Processor use to do); and 
data path scalability which allows supporting various archi­
tectural solutions in the same machine, according to the 
application algorithms and/or to the different data type 
sections in the same algorithm. 
[0023] The arrangement described herein adopts a simple 
architectural approach to merge data processing tasks with 
different sizes or widths c2·k bits with k=0, 1, 2, 3, ... , p). 
All these different data types can be processed separately or 
jointly, while the core operates as a vectorial machine. 
[0024] FIGS. 1 and 2 are block diagrams of an exemplary 
microprocessor architecture 10. Hereinafter, M and N will 
indicate the number of bits in each instruction and each data, 
respectively, as processed in the architecture 10. Similarly, P 
will indicate the number of Processing Elements (ALUs) 
and/or the number of ILPs (instructions packed in the same 
long instruction). 
[0025] More in detail, the architecture 10 includes an 
I-Side (i.e., Instruction Side) Memory Subsystem 12 repre­
sents the VLIW instruction parallelism capability, and P 
instructions are fetched (ideally) and decoded each clock 
cycle. 
[0026] Reference numeral 14 denotes a Decoder Unit that, 
as a single decoding unit, is able to recognize the P instruc­
tions fetched via an Instruction Buffer/Fetch Unit 16. The 
instructions are issued towards homologous Processing Ele­
ments (ALUs) 180a, 18Ob arranged in two clusters, namely 
a high cluster (ALUs 18a) and a low cluster (ALUs 18b). 
[0027] As better shown in FIG. 2, the I-Side Memory 
Subsystem also includes an instruction cache (!cache) 17 
interfacing with an ITLB module 170. The Instruction 
Buffer/Fetch Unit 16 includes an Instruction Buffer/Fetch 
Block proper, indicated as 160, having associated an !cache 
control unit 162 and a PC and Branch Unit 164 (for ensuring 
DSU and Exception controller functionalities) as well as an 
IPU 166. 
[0028] The plural clusters, typically to the number of two, 
i.e., 18a, 18b, lie at the basis of the vectorial functionality of 
the architecture 10. The computational units of the processor 
are in fact represented by the two clusters 18a, 18b (High 
and Low) each of which includes P Processing Elements 
(ALUs) 180a (cluster high 18a) and 180b (cluster low 18b) 
that integrate various computational resources, e.g., adders, 
multipliers, shifters as well as fully customized, and hard­
ware dedicated units. 
[0029] Each Processing Element (PE) in either cluster 
l8a, l8b has the same range of computational resources of 
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a symmetrical PE in the other cluster. This type of resource 
distribution guarantees or insures a proper vectorial capa­
bility as described above. Each PE is able to operate with N 
bit data and/or in a SIMD way. This means that the archi­
tecture 10 is capable of operating both as a scalar micro­
processor (with N bit data width) as well as with two N/2 bit 
data or four N/4 bit data and so on (data with bit lengths 
obtained by partitioning the bit length N according to a 
Single Instruction Multiple Data paradigm) as long as this 
approach is meaningful, according to the application data 
types. 
[0030] Each cluster 18a, 18b has an associated general 
purpose register file 20a, 20b (with respective write-port 
multiplexers 21a and 21b, shown in FIG. 2 only), bypass 
elements 27a, 27b (again shown in FIG. 2 only) and an 
associated branch register file 22a, 22b. Each branch register 
file is configured to support the SIMD capability, as better 
detailed in the following. 
[0031] Hereinafter the distinction of the two clusters 18a, 
18b as high and low will refer to the use in association with 
the N high (i.e., more significant) bits and the N low (i.e., 
less significant bits) of 2*N bits operands loaded into the 
clusters 18a, 18b by a Load/Store Unit 26. 
[0032] An Intercluster Data Path 28 allows exchanging 
and/or merging data between the two clusters 18a, 18b. The 
Intercluster Data Path 28 is capable of performing pure 2*N 
bit data operations, as better detailed in the following. The 
Intercluster Data Path 28 has the main purpose of enabling 
the architecture 10 to use and mix, at the same time, 
information contained in adjacent data (like the pixels in an 
image, for example) as typically required in multimedia 
applications. 
[0033] The D-Side (i.e., Data Side) Memory Subsystem 
30 and the Load/Store Unit 26 manage data fetching, data 
storage and communication with the external memory 
through a core memory controller 32 interfacing with an 
external bus (e.g., STBUS). Within the D-Side Memory 
Subsystem 30 Reference numerals 34 and 36 indicate a Data 
Cache (DCache) and the associated DCache control unit, 
respectively. Finally, references 38a and 38b designate a 
prefetch buffer and a write buffer, respectively. 
[0034] The machine/architecture 10 illustrated herein is 
able to run the same instruction separately and simulta­
neously (in a parallel way) on each cluster 18a, 18b on the 
lower and higher part of the 2*N bit data. This approach 
allows Vector instructions to be executed on the two N-bit 
data. 
[0035] The data path scalability allows support for the 
following types of functionality. 
[0036] N bit Scalar functionality. By activating only the 
low cluster 18b, the architecture can operate in a standard N 
bit data mode to preserve the VLIW original functionality. 
This is useful for exploiting primarily the Instruction Level 
Parallelism. 
[0037] N bit Vectorial functionality. By activating both 
clusters 18a, 18b (Vectorial machine), the same standard 
(scalar) N bit instructions can be performed in a parallel 
mode on different N data bits. This type of functionality can 
be defined N bit SIMD data. Significantly, the VLIW capa­
bility (M*P instructions at each clock cycle) linked with an 
N bit Vectorial functionality is essentially equivalent to the 
Vector processor reported in the literature. As explained in 
the introductory portion of this detailed description, if the 
computation of each result in the data vector (i.e., the vector 
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whose elements of N bits are stored in the General Purpose 
Register Files 20a, 20b ), is independent of the computation 
of other results in the same data vector, the elements in the 
data vector can be computed using the array of parallel 
Processing Elements. 

[0038] Should the need arise, the scalability extension of 
the number of the Processing Elements in the clusters 18a, 
18b allows to pack P times the same instruction that pro­
cesses a very large number of N bit data. This is in contrast 
to a conventional vector processor, which would require 
storing and processing at least a part of these data in a 
separate part of the machine. Here, the integration of the 
Vectorial side is actually effected in the Scalar core. 

[0039] N/k (k=2, 4, 8 . . . ) bit SIMD functionality. By 
activating only the low cluster 18b, N/2 bit, N/4 bit (and so 
on) data SIMD instructions can be performed. This data path 
approach essentially represents a typical SIMD machine. 
Obviously, the Processing Elements in the cluster 18b must 
be supported (i.e., logically configured) to operate as Nik 
(k=2, 4, 8 . . . ) bit data as well as N bits data. The 
information to select one of these operational modes is in the 
instruction itself ( e.g., as a dedicated field of instruction 
bits). 

[0040] Vectorial SIMD machine. This corresponds to acti­
vating both clusters 18a, 18b to perform Nik (k=2, 4, 8 ... 
) data SIMD instructions. This functionality can also be 
regarded as 2*N bit SIMD data. It is an extension of an 
operative functionality that allows exploiting more exten­
sively the data parallelism when the application algorithm 
can be organized with packed data that are a fraction of N. 
[0041] As mentioned previously, data can be exchanged 
between the two clusters 18a, 18b through the Intercluster 
Data Path 28, which is also configured in order to be able to 
perform operations on the data. This will permit to extend 
the Instruction Set Architecture with pure 2*N bit opera­
tions. The operands for these operations are derived from the 
Register Files 20a, 20b in the two clusters 18a, 18b, thus 
making it unnecessary for the module 28 between the 
clusters 18a, 18b to have a respective register file available 
for its own. 
[0042] The architecture 10 just described allows each 
vectorial element to operate on packed data as a SIMD 
processor. However, when using only the low cluster 18b, 
when the application does not require vectorial data pro­
cessing, it is possible to disable the high cluster 18a, thus 
reducing power consumption. This kind of cluster power 
management can be controlled via a single bit included in 
the instructions itself. 

[0043] The degree of instruction parallelism obtained with 
the VLIW approach, in conjunction with the data path 
approaches discussed in the foregoing, contributes to 
another significant feature of the architecture 10 described 
herein, namely the possibility to provide-in the same 
bundle of multiple instructions and at the same time: N bit 
scalar operation; N bit SIMD operation; Nik (k=2, 4, 8 ... 
) bit SIMD operation (on a single cluster); and 2*N bit 
SIMD operation processed separately on the two clusters or 
jointly via ad hoc instructions in the Intercluster Data Path 
module 28. 
[0044] The goal of performing within the same bundle 
multiple instructions on different data sizes is achieved by 
rendering pipe management functions mutually indepen­
dent. 
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[0045] The architecture 10 will recognize a functionality 
as Vectorial and SIMD directly from the instruction opcode. 
This permits a natural extension of the instruction set 
reserving two bits for these purposes. 
[0046] For instance, a practical non-limiting example can 
be considered where: 
[0047] M=32: this is a typical instruction opcode size; 
[0048] N=32: the machine operates on 32 bit data (the 
load/store unit 26 will fetch 64-bit data from the memory 
34); 
[0049] P=4: four ALUs are used as the Processing Ele­
ments and represent the computational resources of the core; 
as a consequence the VLIW ILP is of four instructions that 
are fetched and executed each pipe cycle. 
[0050] The possible data path approaches are: 
[0051] 32 bit Scalar functionality, activation of the low 
cluster 18b; 
[0052] 32 bit vectorial functionality, both clusters 18a, 18b 
are activated (vectorial machine); 
[0053] 16 and/or 8 bit SIMD functionality: only the low 
cluster 18b is activated to perform 16-bit and/or 8-bit data 
SIMD instructions (if the ALUs are able to operating both 
with 16-bit and 8 bit operands); 
[0054] vectorial SIMD machine: both clusters 18a, 18b 
are activated to perform 16-bit and/or 8-bit data SIMD 
instructions, this represents a 64 bit SIMD operative solution 
on two separated groups of 2*16 or 4*8 bits of data; and 
[0055] the intercluster data path 28 exchanges data 
between the two clusters 18a, 18b with the possibility of 
extending the Instruction Set Architecture with pure 64 bits 
operations. 
[0056] The architecture just described relies on its intrinsic 
Data Path Scalability, a simple approach that provides a very 
high degree of flexibility that makes it possible to handle 
simultaneously different data types and, possibly, to execute 
more complex 2*N bit operations (64-bit operations, in the 
practical example) through the intercluster data path. 
[0057] The architecture 10 can thus very easily adapt to 
different kinds of applications in the multimedia field. This 
is due to the hybrid nature of the architecture, which 
provides a high performance level with just a very limited 
increase in terms of occupied area. A basic advantage is 
related to the possibility of change at runtime, instruction by 
instruction, the bit size of the computational units with the 
possibility of operating on data with different bit lengths in 
the same clock cycle. This permits a full support of Data 
Path Scalability with the proper resources. 
[0058] Those of skill in the art will appreciate that the 
notional weakness of separate N-bit processing translates 
into an increased strength in terms of system availability and 
extensibility. Each of the clusters 18a, 18b includes inde­
pendent processing elements (PEs) 180a, 180b, and the 
possibility of connecting clusters via a local data path, 
makes it much easier to replace a certain processing element 
with another (held to be more suitable for meeting the design 
requirements) without modifying the internal connection 
logic as required in a conventional multiprocessor system. 
[0059] This kind of pseudo-isolation of the two clusters 
l8a, l8b also renders the machine easier to expand without 
having to bring down the application that runs on it. High 
availability and fast, incremental extensibility are key fea­
tures of the architecture just described in many IC fields. 
[0060] Another interesting feature of the architecture just 
described is instruction extensibility. The architecture 10 can 
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execute both SIMD and MIMD instructions by becoming 
easily available and adaptable to various algorithms, or 
various sections of the same algorithm, that require different 
degrees of Instruction Level Parallelism or Data Level 
Parallelism for high speed performance. 

[0061] Power control is primarily managed at the instruc­
tion schedule level. A good compiler and a judicious algo­
rithm code writing can take advantage of multiple and mixed 
machine capability to make the schedule of the instructions 
and their packing in the bundle a proper basis for low power 
consumption. For instance the instruction can selectively 
activate or and de-activate the high cluster 18a when opera­
tion does not require the computational resources associated 
therewith. Power control can be advantageously performed 
at the level of processing element (PEs) when any of them 
are not used, e.g., as the compiler has not found P indepen­
dent operations. 

[0062] FIGS. 3 to 5 annexed herewith are exemplary of the 
possibility of applying to the arrangement described in the 
foregoing a new approach for optimizing cache accesses in 
a vectorial machine. Such an approach is the subject matter 
of a parallel European application filed on the same date by 
the same applicant. 

[0063] In that respect, the general description provided in 
connection with FIGS. 4 and 5 herein will refer to a generic 
vectorial machine (i.e., not necessarily patterned after the 
architecture described in the foregoing) and including four 
clusters in the place of two as an example of applying that 
approach to any plurality of clusters. Those of skill in the art 
will easily understand how such a generic description can be 
scaled-down to serve two clusters. 

[0064] The related access mechanism is based on using a 
single cache (such as the Data cache 34 of FIGS. 1 and 2) 
that is accessed by using both a global-type access mecha­
nism and a local-type access mechanism. In other words, the 
cache is considered both as a single cache (SM) or as a cache 
comprised of a plurality of smaller caches (DM). The choice 
between the two approaches is not made in a static manner, 
but run-time and can vary from one line of cache to another. 

[0065] This result is achieved with the introduction of 
control registers that explicitly map those data locations of 
the (cache) memory to be considered as scalar and those data 
locations to be considered as vectorial. 

[0066] When transferring data between an external 
memory 100 (FIG. 3) and the cache (the cache 34 will be 
considered here as an example), if the location ( e.g., a line) 
to which data is being transferred is in the scalar address 
space then the data is copied, as it is, in the cache line and 
the data contained therein are considered as a set ofK words 
of dimension w. Conversely, in the vectorial case, these data 
are considered as a set of KIL words of dimension L *w 
containing the data to be sent to the L clusters ( obviously 
L=2, in the example of FIGS. 1 and 2). In fact each cache 
line is regarded, under all respects, as subdivided into L lines 
of dimension K/L (the data of dimension L *w is then 
subdivided into L data of dimension w, by ensuring the 
correct routing towards the relative cluster). 

[0067] This approach is represented in FIG. 3. The right 
portion thereof shows a scalar cache line and a vectorial 
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cache line, respectively. In that way, the same cache memory 
can be regarded as a cache memory wherein each line 
includes K *L words having a dimension w in the scalar case 
or K words having a dimension L *w in the vectorial case, by 
ensuring in both instances an optimum exploitation of the 
cache memory. 
[0068] When reading a data item present in the cache 
memory, the information as to the type of data to read (as 
derived from the control registers) is read as a first step. If 
the address to be accessed is marked as scalar, the single data 
item is accessed by making it available simultaneously to all 
clusters (FIG. 4). 
[0069] If conversely, access is regarded as vectorial, a data 
dimension is considered equal to L times the scalar data 
item, where L is the number of clusters that are active, and 
the data are copied as shown in FIG. 5, i.e., as L data items 
respectively distributed to the L processor clusters that are 
active. 
[0070] If access is scalar, the address is computed based on 
its own data by the cluster that needs the data. In the case of 
vectorial access, the address is computed only by one of the 
processors and is identical for all of them. 
[0071] An evident advantage of the mechanism just 
described lies in the possibility of managing both parallel 
and scalar parts in an algorithm, while always fully exploit­
ing the cache memory ( even if just one of the processors is 
operating, this has the full availability of the entire cache 
memory). 
[0072] Moreover, the capability of establishing and modi­
fying run-time on portions of the memory are to be consid­
ered vectorial and on portions of the memory that are to be 
considered scalar, together with the possibility for each 
cluster to access the memory in a scalar way, makes it 
possible to perform in a simple and rapid manner initializa­
tion and data exchange operations between the clusters. 
[0073] This feature renders the cache controller even more 
versatile and adapted to operate with a vectorial architecture 
having a number of clusters higher than two. If required, the 
cache can play the role of the intercluster data path when this 
is not present, or in those arrangements where introducing a 
high number of inter-cluster connections would be exces­
sively cumbersome. 
[0074] Additionally, the possibility exists of accessing 
directly in a scalar mode a data item present in the cache 
memory and forwarding it to all the clusters currently active 
without having plural copies of the same data (e.g., con­
stants) as it would happen in the case of distributed cache 
memones. 
[0075] The example just described refers to a direct­
mapped cache for the sake of simplicity, but the proposed 
approaches can be applied without limitations irrespective of 
the policy adopted for cache management. 
[0076] An architecture as portrayed in FIG. 2 has been 
implemented with the following characteristics: 
[0077] Clock frequency: 400 MHz-600 MHz 
[0078] Data parallelism: average 2.5x(peak of 4xthe 
ST231 performances inside inner loops 16 bit based) 
[0079] Power: 200 mW @400 MHz. Max power dissipa­
tion: 0.25-0.30 mW/MHz (estimation in 90 nm). 
[0080] Area: <2 mm2 with 32+32 KB I/D$ caches. 
[0081] Without prejudice to the underlying principles of 
the invention, the details and the embodiments may vary, 
even appreciably, with reference to what has been described 
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by way of example only, without departing from the scope 
of the invention as defined by the annexed claims. 

1-9. (canceled) 
10. A processor comprising: 
an instruction subsystem for inputting instructions to be 

executed; 
a plurality of processor clusters coupled to said instruction 

subsystem, each processor cluster comprising a plural­
ity of processing elements for processing data accord­
ing to the instructions to be executed for providing a 
vectorial processing capability, and for processing data 
with a given bit length N and data with bit lengths 
obtained by partitioning the given bit length N accord­
ing to a Single Instruction Multiple Data function; 

a load unit for loading into said plurality of processor 
clusters the data to be processed in sets of more 
significant bits and less significant bits of operands 
according to a same instruction; and 

an intercluster data path for exchanging data between said 
plurality of processor clusters, said intercluster data 
path being scalable to activate selected processor clus­
ters for operating simultaneously on Single Instruction 
Multiple Data, scalar data and vectorial data. 

11. The processor of claim 10, wherein said instruction 
subsystem inputs multiple instructions in a single clock 
cycle. 

12. The processor of claim 10, wherein said plurality of 
processor clusters comprise a pair of processor clusters. 

13. The processor of claim 10, wherein said intercluster 
data path is scalable according to the following operating 
modes: 

a scalar functionality mode over the given bit length N, 
wherein only one processor cluster is activated to 
operate on data having the given bit length N; 

a vectorial functionality mode over the given bit length N, 
wherein said plurality of processor clusters operate in 
parallel on data having the given bit length N; 

a Single Instruction Multiple Data functionality mode, 
wherein only one processor cluster operates on data 
with bit lengths N/k obtained by partitioning the given 
bit length N; and 

a vectorial Single Instruction Multiple Data functionality 
mode, wherein said plurality of processor clusters oper­
ate simultaneously on data with bit lengths Nik 
obtained by partitioning the given bit length N. 

14. The processor of claim 10, wherein said intercluster 
data path is configured for performing operations on the 
data. 

15. The processor of claim 14, wherein said intercluster 
data path is configured for performing operations on the data 
with a bit length that is a multiple of the given bit length N. 

16. The processor of claim 14, wherein each processor 
cluster further comprises a register file, and wherein said 
intercluster data path is configured for deriving from said 
register files the data for performing the operations. 

17. The processor of claims 10, further comprising a data 
cache memory coupled to said intercluster data path for 
storing data therein for processing, the data locations being 
accessible either in a scalar mode or a vectorial mode. 

18. The processor of claim 17, further comprising at least 
one control register coupled to said data cache memory for 
mapping the respective data locations as scalar or vectorial. 
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19. A processor comprising: 
an instruction subsystem for inputting instructions to be 

executed; 
a plurality of processor clusters coupled to said instruction 

subsystem, each processor cluster comprising a plural­
ity of processing elements for processing data accord­
ing to the instructions to be executed for providing a 
vectorial processing capability, and for processing data 
with a given bit length N and data with bit lengths 
obtained by partitioning the given bit length N accord­
ing to a Single Instruction Multiple Data function; 

a load unit for loading into said plurality of processor 
clusters the data to be processed according to a same 
instruction; 

an intercluster data path for exchanging data between said 
plurality of processor clusters, said intercluster data 
path being scalable to activate selected processor clus­
ters for operating simultaneously on Single Instruction 
Multiple Data, scalar data and vectorial data; and 

a memory coupled to said intercluster data path for storing 
data therein for processing, the data locations being 
accessible either in a scalar mode or a vectorial mode. 

20. The processor of claim 19, wherein said instruction 
subsystem inputs multiple instructions in a single clock 
cycle. 

21. The processor of claim 19, wherein said plurality of 
processor clusters comprise a pair of processor clusters. 

22. The processor of claim 19, wherein said intercluster 
data path is scalable according to the following operating 
modes: 

a scalar functionality mode over the given bit length N, 
wherein only one processor cluster is activated to 
operate on data having the given bit length N; 

a vectorial functionality mode over the given bit length N, 
wherein said plurality of processor clusters operate in 
parallel on data having the given bit length N; 

a Single Instruction Multiple Data functionality mode, 
wherein only one processor cluster operates on data 
with bit lengths N/k obtained by partitioning the given 
bit length N; and 

a vectorial Single Instruction Multiple Data functionality 
mode, wherein said plurality of processor clusters oper­
ate simultaneously on data with bit lengths N/k 
obtained by partitioning the given bit length N. 

23. The processor of claim 19, wherein said intercluster 
data path is configured for performing operations on the 
data. 

24. The processor of claim 23, wherein said intercluster 
data path is configured for performing operations on the data 
with a bit length that is a multiple of the given bit length N. 

25. The processor of claim 24, wherein each processor 
cluster further comprises a register file, and wherein said 
intercluster data path is configured for deriving from said 
register files the data for performing the operations. 

26. The processor of claim 19, further comprising at least 
one control register coupled to said data cache memory for 
mapping the respective data locations as scalar or vectorial. 

27. A method for processing data in a processor compris­
ing an instruction subsystem; a plurality of processor clus­
ters coupled to the instruction subsystem, each processor 
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cluster comprising a plurality of processing elements; a load 
unit coupled to the plurality of processor clusters; and an 
intercluster data path, the method comprising: 

inputting instructions by the instruction subsystem to be 
executed; processing data by the plurality of processing 
elements according to the instructions to be executed 
for providing a vectorial processing capability, and for 
processing data with a given bit length N and data with 
bit lengths obtained by partitioning the given bit length 
N according to a Single Instruction Multiple Data 
function; 

operating the load unit for loading into the plurality of 
processor clusters the data to be processed according to 
a same instruction; and 

exchanging data between the plurality of processor clus­
ters over the intercluster data path, the intercluster data 
path being scalable to activate selected processor clus­
ters for operating simultaneously on Single Instruction 
Multiple Data, scalar data and vectorial data. 

28. The method of claim 27, wherein the instruction 
subsystem inputs multiple instructions in a single clock 
cycle. 

29. The method of claim 27, wherein the plurality of 
processor clusters comprise a pair of processor clusters. 

30. The method of claim 27, wherein the intercluster data 
path is scalable according to the following operating modes: 

a scalar functionality mode over the given bit length N, 
wherein only one processor cluster is activated to 
operate on data having the given bit length N; 

a vectorial functionality mode over the given bit length N, 
wherein the plurality of processor clusters operate in 
parallel on data having the given bit length N; 

a Single Instruction Multiple Data functionality mode, 
wherein only one processor cluster operates on data 
with bit lengths N/k obtained by partitioning the given 
bit length N; and 

a vectorial Single Instruction Multiple Data functionality 
mode, wherein the plurality of processor clusters oper­
ate simultaneously on data with bit lengths Nik 
obtained by partitioning the given bit length N. 

31. The method of claim 27, wherein the intercluster data 
path is configured for performing operations on the data. 

32. The method of claim 31, wherein the intercluster data 
path is configured for performing operations on the data with 
a bit length that is a multiple of the given bit length N. 

33. The method of claim 32, wherein each processor 
cluster further comprises a register file, and wherein the 
intercluster data path is configured for deriving from the 
register files the data for performing the operations. 

34. The method of claims 27, wherein the processor 
further comprises a data cache memory coupled to the 
intercluster data path for storing data therein for processing, 
the data locations being accessible either in a scalar mode or 
a vectorial mode. 

35. The method of claim 34, wherein the processor further 
comprises at least one control register coupled to the data 
cache memory for mapping the respective data locations as 
scalar or vectorial. 

* * * * * 
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