
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONERFORPATENTS 

APPLICATION NO. ISSUE DATE 

16/915,971 08/31/2021 

61725 7590 08/11/2021 

Morgan, Lewis & Bockius LLP (PA)(Apple) 
1400 Page Mill Road 
Palo Alto, CA 94304-1124 

PATENT NO. 

11106352 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

ATTORNEY DOCKET NO. 

P348 l 4USC2/063 266-7715-US 

ISSUE NOTIFICATION 

The projected patent number and issue date are specified above. 

Determination of Patent Term Adjustment under 35 U .S.C. 154 (b) 
(application filed on or after May 29, 2000) 

CONFIRMATION NO. 

5775 

The Patent Term Adjustment is O day(s). Any patent to issue from the above-identified application will include 
an indication of the adjustment on the front page. 

If a Continued Prosecution Application (CPA) was filed in the above-identified application, the filing date that 
determines Patent Term Adjustment is the filing date of the most recent CPA. 

Applicant will be able to obtain more detailed information by accessing the Patent Application Information 
Retrieval (PAIR) WEB site (http://pair.uspto.gov). 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office 
of Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments 
should be directed to the Application Assistance Unit (AAU) of the Office of Data Management (ODM) at 
(571)-272-4200. 

APPLICANT(s) (Please see PAIR WEB site http://pair.uspto.gov for additional applicants): 

William M. Tyler, San Francisco, CA; 
Apple Inc., Cupertino, CA; 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location 
for business investment, innovation, and commercialization of new technologies. The USA offers tremendous 
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation 
works to encourage and facilitate business investment. To learn more about why the USA is the best country in 
the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov. 
IR103 (Rev. 10/09) 
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Doc Code: MFEE.C.AD 
Document Description: Ma intena nee Fee Address Change 

PTO/AIA/47 (11-18) 

Approved for use through 09/30/2021. OMB0651-0016 
U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995 no person is required to respond to a collection of information unless it displays a valid OMBcontrol number 

"FEE ADDRESS" INDICATION FORM 

Address to: Fax to: 
Mail Stop M Correspondence S71-273-6S00 

Commissioner for Patents -OR-
P .0. Box 14S0 
Alexandria, VA 22313-14S0 

INSTRUCTIONS: The issue fee must have been pa id for the a pplication(s) listed on this form. In addition, only an address 

represented by a Customer Number can be established as the fee address for maintenance fee purposes (hereafter, fee 

address). A fee address should be established when correspondence related to ma intenancefees should be mailed to a 
different address than the correspondence address for the application. 

When to check the first box below: If you have a Customer Number to represent the fee address. 

When to check the second box below: If you have no Customer Number representing the desired fee address, in which 

case a completed Request for Customer Number (PTO/SB/125) must be attached to this form. For more information on 
Customer Numbers, see the Ma nua I of Patent Examining Procedure (MPEP) § 403. 

For the following listed application(s), please recognize as the "Fee Address" under the provisions of37 CFR 1.363 the 

address associated with: 

[l] Customer Number: 00197 

OR 

• The attached Request for Customer Number form (PTO/SB/125) 

PATENT NUMBER 
APPLICATION NUMBER 

(if known) 

16/915,971 

Completed by (check one): 
/Gary S. Williams/ 

• Applica nt/lnventor 
Signature 

[l] Attorney or Agent of record 31066 Gary S. Williams 

Reg. No. Typed or printed name 

• Assignee ofrecord of the entire interest.See 

650-843-4000 37 CFR 3.71. Statement under 37 CFR 3.73(c) 

(Form PTO/AIA/96) is enclosed or was filed on 
Requester's telephone number 

(Date) July 28, 2021 
Date 

NOTE: Signatures of all the inventors or assignees of record of the entire interest or their representative(s) are required. If the assignee is a 
juristic entity, this form must be signed by a patent practitioner (attorney or agent) of record. Submit multiple forms if more than one 
signature is required, see below*. 

• *Tota I of forms a re submitted 

This collection of information is required by 37 CFR 1.363. The information is required to obtain or retain a benefit by the public, which is to indicate (and for the 
USPTO to process) a fee address. Confidentiality is governed by 35 U.5.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 5 minutes to complete 
including gathering, preparing, and submitting the completed form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount 

of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark 
Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO Nm SEND COMPLETED FORMS TO THE PREVIOUS ADDRESS. SEND COMPLETID 
FORMS TO: Mail Stop M Correspondence, Commissioner for Patents, P.O. Box 1450, Alexandria, VA22313-1450. 

If you need assistance in completing the form, cal/ 1-/'IJO-PT0-9199 and select option 2. 
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Electronic Patent Application Fee Transmittal 

Application Number: 16915971 

Filing Date: 29-Jun-2020 

Title of Invention: Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

First Named Inventor/Applicant Name: William M. Tyler 

Filer: Gary Scott Williams/Beverly Gemello 

Attorney Docket Number: P34814USC2/063266-7715-US 

Filed as Large Entity 

Filing Fees for Utility under 35 USC 111 (a) 

Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Basic Filing: 

Pages: 

Claims: 

Miscellaneous-Filing: 

Petition: 

Patent-Appeals-and-Interference: 

Post-Allowance-and-Post-Issuance: 

UTILITY APPL ISSUE FEE 1501 1 1200 1200 
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Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Extension-of-Time: 

Miscellaneous: 

Total in USO($) 1200 
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Electronic Acknowledgement Receipt 

EFSID: 43370969 

Application Number: 16915971 

International Application Number: 

Confirmation Number: 5775 

Title of Invention: Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

First Named Inventor/Applicant Name: William M. Tyler 

Customer Number: 61725 

Filer: Gary Scott Williams/Beverly Gemello 

Filer Authorized By: Gary Scott Williams 

Attorney Docket Number: P34814USC2/063266-7715-US 

Receipt Date: 28-JUL-2021 

Filing Date: 29-JUN-2020 

Time Stamp: 18:11:31 

Application Type: Utility under 35 USC 111 (a) 

Payment information: 

Submitted with Payment yes 

Payment Type CARD 

Payment was successfully received in RAM $1200 

RAM confirmation Number E20217Rll 1511517 

Deposit Account 

Authorized User 

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows: 
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File Listing: 

Document 
Document Description File Name 

File Size(Bytes}/ Multi Pages 
Number Message Digest Part /.zip (if appl.) 

266373 

P34814USC2_IFTransmittal-
1 AddressChange_0?-28-21 _771 yes 2 

SUS.pdf 180c770ec7b974576c4671 db3606ed7f528 
151e6 

Multipart Description/PDF files in .zip description 

Document Description Start End 

Issue Fee Payment (PTO-85B) 1 1 

Maintenance Fee Address Change 2 2 

Warnings: 

Information: 

38232 

2 Fee Worksheet (5B06) fee-info.pdf no 2 
cfce2d1 84790e859e4b5ecd83299c6f2aed 1 

f5a1 

Warnings: 

Information: 

Total Files Size (in bytes) 304605 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Agglications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 
National Stage of an International Agglication under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 
New International Agglication Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 181 O), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/1 OS) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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PART B- FEE(S) TRANSMITTAL Electronically filed July 28, 2021 
Complete and send this form with applicable fee(s), to: Mail Mail Stop ISSUE FEE 

Commissioner of Patents 
P.O. Box 1450 

or Fax 
Alexandria, Virginia 22313-1450 
(571) 273-2885 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks I through 5 should be completed where appropriate. All further 
correspondence including the Patent, advanced ordeIS and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected below or directed 
otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

CURRENT CORRESPONDENCE ADDRESS 

MORGAN, LEWIS & BOCKIUS LLP 
1400 Page Mill Road 
Palo Alto, CA 94304 

Note: A certificate of mailing below can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papeIS. Each additional paper, such as an assignment or formal drawing, must have 
its own certificate of mailing. 

Certificate of Mailing 
I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal SeIVice with sufficient postage for first class mail in an envelope 
addressed to the Mail Stop ISSUE FEE address above, or being facsimile 
transmitted to the USPTO (571) 273-2885, on the date indicated below. 

(Depositor's name) 

(Si nature) 

(Date) 

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTY'S DOCKET NO. CONFIRMATION NO. 

16/915,971 06/29/2020 WilliamM. Tyler P34814USC2/063266-7715-US 5775 

TITLE OF INVENTION DEVICES, METHODS, AND GRAPHICAL USER INTERFACES FOR ACCESSING NOTIFICATIONS 

APPLN.TYPE ENTITY STATUS ISSUE FEE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

nonprovisional U ndiscounted 1200 0 1200 07/29/2021 

EXAMINER ART UNIT CLASS-SUB CLASS 

Vu, ToanH. 
I. Change of correspondence address or indication of "Fee Address" (37 
CFR 1.363). 

D Change of correspondence address (or Change of Correspondence 
Address form PTO/SB/122) attached. 

2177 

181 "Fee Address" indication (or "Fee Address" Indication form PTO/SB/47) 
attached. Use of a Customer Number is required. 

715/792000 
2. For printing on the patent front page, list 
(I) the names of up to 3 registered patent 
attorneys or agents OR, alternatively, 
(2) the name of a single firm (having as a 
member a registered attorney or agent) and the 
names of up to 2 registered patent attorneys or 
agents. If no name is listed, no name will be 
printed 

1. 

2. 

3. 

Morgan, Lewis & Bockius LLP 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document has been filed for recordation 
as set forth in 37 CFR 3.11. Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE: 

APPLE INC. 
(B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Cupertino, CA 

Please check the appropriate assignee category or categories (will not be printed on the patent) D Individual ~ Corporation or other private group entity D Government 

4a. The following fee(s) are submitted: 4b. Payment ofFee(s): (Please first reapply any previously paid issue fee shown above.) 

~ Issue Fee 

D Advanced Order - # of Copies 

5. Change in Small Entity Status (from status indicated above) 

D a. Applicant certifying micro entity status. See 37 CFR 1.29. 

D Applicant asserting small entity status. See 37 CFR 1.27. 

D Applicant changing to regular undiscounted fee status. 

~ Electronic Payment via Financial Manager 

D Non-electronic payment by credit card. Form PTO-2038 is attached. 

~ The Director is hereby authorized to charge the required fee( s ), or credit any overpayment, to 

Deposit Account Number 50-0310 (order no. 063266-7715-US). 

NOTE: Absent a valid certification of Micro Entity (see form PTO/SB/15A and 15B), issue fee payment in 
the micro entity amount will not be accepted at the risk of application abandonment. 

NOTE: If the application was previously under micro entity status, checking this box will be taken to be a 
notification of loss of entitlement to micro entity status. 

NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro entity 
status, as applicable. 

NOTE: This form must be sign in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 

Authorized Signature: /Gary S. Williams/ Date: July 28, 2021 

Printed Name: Gary S. Williams Registration No. 31,066 

D82/ 41291891.1 
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UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

NOTICE OF ALLOWANCE AND FEE(S) DUE 

61725 7590 04/29/2021 

Morgan, Lewis & Bockius LLP (PA)(Apple) 
1400 Page Mill Road 
Palo Alto, CA 94304-1124 

APPLICATION NO. FILING DATE 

16/915,971 06/29/2020 

FIRST NAMED INVENTOR 

William M. Tyler 

TITLE OF INVENTION: Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

EXAMINER 

VU, TOANH 

ART UNIT PAPER NUMBER 

2177 

DA TE MAILED: 04/29/2021 

ATTORNEY DOCKET NO. CONFIRMATION NO. 

P34814USC2/063266-7715- 5775 
us 

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE PUBLICATION FEE DUE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

nonprovisional UNDISCOUNTED $1200 $0.00 $0.00 $1200 07/29/2021 

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT. 
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS. 
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON 
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308. 

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE MAILING 
DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS STATUTORY PERIOD 
CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES NOT REFLECT A CREDIT 
FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS PREVIOUSLY BEEN PAID IN 
THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM WILL BE CONSIDERED A REQUEST 
TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW DUE. 

HOW TO REPLY TO THIS NOTICE: 

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that 
entity status still applies. 

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above. 

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled 
"Change in Entity Status (from status indicated above)". 

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity 
fees. 

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office 
(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b" 
of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a 
request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing 
the paper as an equivalent of Part B. 

III. All communications regarding this application must give the application number. Please direct all communications prior to issuance to Mail 
Stop ISSUE FEE unless advised to the contrary. 

IMPORTANT REMINDER: Maintenance fees are due in utility patents issuing on applications filed on or after Dec. 12, 1980. 
It is patentee's responsibility to ensure timely payment of maintenance fees when due. More information is available at 
www .uspto.gov/PatentMaintenanceFees. 

Page 1 of 3 

PTOL-85 (Rev. 02/11) 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web. 

By mail, send to: Mail Stop ISSUE FEE 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

By fax, send to: (571)-273-2885 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All 
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected 
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

61725 7590 04/29/2021 

Morgan, Lewis & Bockius LLP (PA)(Apple) 
1400 Page Mill Road 
Palo Alto, CA 94304-1124 

APPLICATION NO. FILING DATE 

16/915,971 06/29/2020 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

Certificate of Mailing or Transmission 
I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 
addressed to the Mail Stop ISSUE FEE address above, or being transmitted to 
the USPTO via EFS-Web or by facsimile to (571) 273-2885, on the date below. 

(Typed or printed name) 

(Signature) 

(Date) 

FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

William M. Tyler P34814USC2/063266-7715-
US 

5775 

TITLE OF INVENTION: Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE 

nonprovisional UNDISCOUNTED $1200 

EXAMINER ART UNIT 

VU, TOANH 2177 

1. Change of correspondence address or indication of "Fee Address" (37 
CFR 1.363). 

0 Change of correspondence address ( or Change of Correspondence 
Address form PTO/SB/122) attached. 

0 "Fee Address" indication (or "Fee Address" Indication form PTO/ 
SB/47; Rev 03-09 or more recent) attached. Use of a Customer 
Number is required. 

PUBLICATION FEE DUE PREY. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

$0.00 $0.00 

CLASS-SUBCLASS 

715-792000 

2. For printing on the patent front page, list 
( 1) The names of up to 3 registered patent attorneys 
or agents OR, alternatively, 
(2) The name of a single firm (having as a member a 
registered attorney or agent) and the names of up to 
2 registered patent attorneys or agents. If no name is 
listed, no name will be printed. 

$1200 07/29/2021 

2 ______________ _ 

3 ______________ _ 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously 
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.8l(a). Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Please check the appropriate assignee category or categories (will not be printed on the patent) : 0 Individual O Corporation or other private group entity O Government 

4a. Fees submitted: • Issue Fee • Publication Fee (if required) • Advance Order - # of Copies _________ _ 

4b. Method of Payment: (Please first reapply any previously paid fee shown above) 

0 Electronic Payment via EFS-Web 0 Enclosed check 0 Non-electronic payment by credit card (Attach form PTO-2038) 

0 The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No. ____ _ 

5. Change in Entity Status (from status indicated above) 

0 Applicant certifying micro entity status. See 37 CFR 1.29 

0 Applicant asserting small entity status. See 37 CFR 1.27 

0 Applicant changing to regular undiscounted fee status. 

NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue 
fee payment in the micro entity amount will not be accepted at the risk of application abandonment. 
NOTE: If the application was previously under micro entity status, checking this box will be taken 
to be a notification of loss of entitlement to micro entity status. 
NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro 
entity status, as applicable. 

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 

Authorized Signature _______________________ _ 

Typed or printed name ______________________ _ 

PTOL-85 Part B (08-18) Approved for use through 01/31/2020 
Page 2 of3 

0MB 0651-0033 

Date ____________________ _ 

Registration No. ________________ _ 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
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APPLICATION NO. FILING DATE 

16/915,971 06/29/2020 

61725 7590 04/29/2021 

Morgan, Lewis & Bockius LLP (PA)(Apple) 
1400 Page Mill Road 
Palo Alto, CA 94304-1124 

FIRST NAMED INVENTOR 

William M. Tyler 

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

ATTORNEY DOCKET NO. CONFIRMATION NO. 

P34814USC2/063266-7715- 5775 
IT~ 

EXAMINER 

VU. TOANH 

ART UNIT PAPER NUMBER 

2177 

DA TE MAILED: 04/29/2021 

Determination of Patent Term Adjustment under 35 U.S.C.154 (b) 
(Applications filed on or after May 29, 2000) 

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance. 

Section l(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the requirement 
that the Office provide a patent term adjustment determination with the notice of allowance. See Revisions to Patent 
Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer providing an initial 
patent term adjustment determination with the notice of allowance. The Office will continue to provide a patent term 
adjustment determination with the Issue Notification Letter that is mailed to applicant approximately three weeks prior 
to the issue date of the patent, and will include the patent term adjustment on the patent. Any request for reconsideration 
of the patent term adjustment determination (or reinstatement of patent term adjustment) should follow the process 
outlined in 37 CFR 1.705. 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of 
Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be 
directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-0101 or (571 )-272-4200. 

Page 3 of 3 
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0MB Clearance and PRA Burden Statement for PTOL-85 Part B 

The Paperwork Reduction Act (PRA) of 1995 requires Federal agencies to obtain Office of Management and Budget 
approval before requesting most types of information from the public. When 0MB approves an agency request to 
collect information from the public, 0MB (i) provides a valid 0MB Control Number and expiration date for the 
agency to display on the instrument that will be used to collect the information and (ii) requires the agency to inform 
the public about the 0MB Control Number's legal significance in accordance with 5 CFR 1320.5(b). 

The information collected by PTOL-85 Part B is required by 37 CFR 1.311. The information is required to obtain 
or retain a benefit by the public which is to file (and by the USPTO to process) an application. Confidentiality is 
governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 30 minutes to complete, including 
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon 
the individual case. Any comments on the amount of time you require to complete this form and/or suggestions 
for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, 
U.S. Department of Commerce, P.O. Box 1450, Alexandria, Virginia 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, 
Virginia 22313-1450. Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection 
of information unless it displays a valid 0MB control number. 

Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements 
of the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b) 
(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information 
is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent 
application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not 
be able to process and/or examine your submission, which may result in termination of proceedings or abandonment 
of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 
1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 

Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may 
be disclosed to the Department of Justice to determine whether disclosure of these records is required by the 
Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence 
to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of 
settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting 
a request involving an individual, to whom the record pertains, when the individual has requested assistance 
from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having 
need for the information in order to perform a contract. Recipients of information shall be required to comply 
with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of 
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property 
Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of 
National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, 
or his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility 
to recommend improvements in records management practices and programs, under authority of 44 U.S.C. 
2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection 
of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall 
not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of 
the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record 
may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed 
in an application which became abandoned or in which the proceedings were terminated and which application 
is referenced by either a published application, an application open to public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 
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Notice of Allowability 

Application No. 
16/915,971 
Examiner 
TOAN H VU 

Applicant(s) 
Tyler, William M. 

Art Unit I AIA (FITF) Status 
2177 Yes 

-- The MAILING DA TE of this communication appears on the cover sheet with the correspondence address-­
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included 
herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS 
NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative 
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308. 

1.~ This communication is responsive to the application filed on 04/19/2021. 

D A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on __ . 

2.0 An election was made by the applicant in response to a restriction requirement set forth during the interview on __ ; the 
restriction requirement and election have been incorporated into this action. 

3.~ The allowed claim(s) is/are 1-24. As a result of the allowed claim(s), you may be eligible to benefit from the Patent Prosecution 
Highway program at a participating intellectual property office for the corresponding application. For more information, please see 
http://www.uspto.gov/patents/init_events/pph/index.jsp or send an inquiry to PPHfeedback@uspto.gov. 

4.0 Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

Certified copies: 

a) • All b) 0 Some *c) D None of the: 

1. D Certified copies of the priority documents have been received. 

2. D Certified copies of the priority documents have been received in Application No. __ . 

3. D Copies of the certified copies of the priority documents have been received in this national stage application from the 

International Bureau (PCT Rule 17.2(a)). 

* Certified copies not received: __ . 

Applicant has THREE MONTHS FROM THE "MAILING DATE" of this communication to file a reply complying with the requirements 
noted below. Failure to timely comply will result in ABANDONMENT of this application. 
THIS THREE-MONTH PERIOD IS NOT EXTENDABLE. 

5.0 CORRECTED DRAWINGS (as "replacement sheets") must be submitted. 

D including changes required by the attached Examiner's Amendment/ Comment or in the Office action of 
Paper No./Mail Date __ . 

Identifying indicia such as the application number {see 37 CFR 1.84{c)) should be written on the drawings in the front {not the back) of each 
sheet. Replacement sheet{s) should be labeled as such in the header according to 37 CFR 1.121{d). 

6.0 DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the 
attached Examiner's comment regarding REQUIREMENT FOR THE DEPOSIT OF BIOLOGICAL MATERIAL. 

Attachment(s) 
1. ~ Notice of References Cited (PTO-892) 

2.~ Information Disclosure Statements (PTO/SB/08), 
Paper No./Mail Date 7/16/20. 

5. D Examiner's Amendment/Comment 

6. D Examiner's Statement of Reasons for Allowance 

3. D Examiner's Comment Regarding Requirement for Deposit 7. • Other __ 
of Biological Material . 

4.0 Interview Summary (PTO-413), 
Paper No./Mail Date. 

/TOAN H VU/ 
Primary Examiner, Art Unit 2177 

U.S. Patent and Trademark Office 

PTOL-37 (Rev. 08-13) Notice of Allowability Part of Paper No./Mail Date 20210423 
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Application/Control Number: 16/915,971 
Art Unit: 2177 

Allowable Subject Matter 

1. Claims 1-24 are allowed. 

2. The following is an examiner's statement of reasons for allowance: 

Page 2 

Independent claim 1, when considered as a whole, is allowable over the prior art 

of record. Specifically, the prior arts of record fail to clearly teach or fairly suggest the 

combination 

in accordance vvith a deterrnination that the first input meets second criteria 

different from the first criteria, wherein the second criteria require the first movement to 

be in a second direction that is different from the first direction in order for ti1e 

second criteria to be met: 

displaying a widget screen user interface that is different from ti1e wake screen 

user interface and the home screen user interface, wherein the widget screen user 

interface includes a plurality of user interface objects corresponding to 

different applications, wherein a respective user interface object of the plurality of user 

interface objects contains application content from an application corresponding to ti1e 

respective user 

interface object, and when selected, causes display of an application 

corresponding to ti1e respective user interface object 

The dependent claims further add limitations to the allowable subject matter of 

the corresponding independent claims; thus are also allowable. Therefore the claims 
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Application/Control Number: 16/915,971 
Art Unit: 2177 

Page 3 

are allowed over the art because the claims differ in scope that is not seen or suggested 

by the prior art. 

Any comments considered necessary by applicant must be submitted no later 

than the payment of the issue fee and, to avoid processing delays, should preferably 

accompany the issue fee. Such submissions should be clearly labeled "Comments on 

Statement of Reasons for Allowance." 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to TOAN H VU whose telephone number is (571 )270-

3482. The examiner can normally be reached on PHP 9-5:30 PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Cesar Paula can be reached on 57127016984128. The fax phone number 

for the organization where this application or proceeding is assigned is 571 -273-8300. 

Information regarding the status of an application may be obtained from the Patent 

Application Information Retrieval (PAIR) system. Status information for published 

applications may be obtained from either Private PAIR or Public PAIR. Status 

information for unpublished applications is available through Private PAIR only. For 

more information about the PAIR system, see http://pair-direct.uspto.gov. Should you 

have questions on access to the Private PAIR system, contact the Electronic Business 

Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a USPTO 

Customer Service Representative or access to the automated information system, call 

800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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Examiner Art Unit 
TOAN H VU 2177 Page 1 of 1 

U.S. PATENT DOCUMENTS 
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Document Number Date Name CPC Classification US Classification 
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* A US-20150057945-A 1 02-2015 White; Kristen L. G16H20/30 702/19 

* B US-20170064555-A1 03-2017 Johansson; Jasper Mikael H04M1/72403 1/1 

* C US-20160191499-A1 06-2016 Momchilov; Georgy H04L9/0863 713/171 

* D US-20140379801-A1 12-2014 Gupta; Binita H04L67/306 709/204 

* E US-20080077984-A 1 03-2008 KIM; Kyong-Su H04W12/068 726/18 

* F US-20130254036-A1 09-2013 Trinh; John G06Q30/0269 705/14.64 

G 

H 

I 

J 

K 
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FOREIGN PATENT DOCUMENTS 
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Document Number Date Country Name CPC Classification 

Country Code-Number-Kind Code MM-YYYY 
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T 

NON-PATENT DOCUMENTS 

* Include as applicable: Author, Title Date, Publisher, Edition or Volume, Pertinent Pages) 

u 

V 

w 

X 

*A copy of this reference 1s not being furnished with this Office action. (See MPEP § 707.0S(a).) 
Dates in MM-YYYY format are publication dates. Classifications may be US or foreign. 

U.S. Patent and Trademark Office 

PTO-892 (Rev. 01-2001) Notice of References Cited Part of Paper No. 20210423 
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view$3 obtain$3 show$3 present$3) 
with notification and (@ad<"20170516" 
or @rlad<"20170516") 

unlock$3 with password with (display$3 
view$3 obtain$3 show$3 present$3) 
with (plurality) near3 notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

unlock$3 with password with (display$3 
view$3 obtain$3 show$3 present$3) 
with (plurality different various variety) 
near3 notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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password with (display$3 view$3 
obtain$3 show$3 present$3) with 
(plurality different various variety) 
near3 notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

wak$3 with password with (display$3 
view$3 obtain$3 show$3 present$3) 
with notification and (@ad<"20170516" 
or @rlad<"20170516") 

(unlock$3) with wak$3 with password 
with notification and (@ad<"20170516" 
or @rlad<"20170516") 

(unlock$3) with password with 
notification and (@ad<"20170516" or 
@rlad<"20170516") 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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(unlock$3) with password with (plurality US-PGPUB; 
different various variety) near2 USPAT; 
notification and (@ad<"20170516" or USOCR; 
@rlad<"20170516") FPRS; EPO; 

(gui "user interface" display$3 show$3 
present$3 render$3) with (unlock$3) 
with password with notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

(unlock$3) with password with 
(select$3 click$3 touch$3 swip$3 
flick$3) nears notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

(unlock$3) with password with 
(select$3 click$3 touch$3 swip$3 
flick$3) with notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

(unlock$3) with password with (clear$3 
disabl$3 remov$3 block$3) near3 
notification and (@ad<"20170516" or 
@rlad<"20170516") 

JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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(unlock$3) with password with (input$3 
enter$3 select$3 click$3 touch$3 
swip$3 flick$3) with notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(unlock$3 unblock$3 disabl$3 enabl$3 
wak$3 access$3 authoriz$3) nears 
password with (display$3 view$3 
obtain$3 show$3 present$3) with 
notification and (@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(unlock$3 unblock$3 disabl$3 enabl$3 
wak$3 access$3 authoriz$3) nears 
password with (display$3 view$3 
obtain$3 show$3 present$3) with 
notification nears (remain$3 display$3 
present$3 show$3 render$3) and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
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(unlock$3 unblock$3 disabl$3 enabl$3 
wak$3 access$3 authoriz$3) near3 
(screen dislay gui "user interface") 
nears password with (display$3 view$3 
obtain$3 show$3 present$3) with 
notification nears (remain$3 display$3 
present$3 show$3 render$3) and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(unlock$3 unblock$3 disabl$3 enabl$3 
wak$3 access$3 authoriz$3) near3 
(screen dislay gui "user interface") 
nears password with (display$3 view$3 
obtain$3 show$3 present$3) with 
notification and (@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

("2018/0213399").URPN. 

(unlock$3 unblock$3 disabl$3 enabl$3 
wak$3 access$3 authoriz$3) near3 
(screen dislay gui "user interface") with 
password with (display$3 view$3 
obtain$3 show$3 present$3) with 
notification and (@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(unlock$3 unblock$3 disabl$3 enabl$3 
wak$3 access$3 authoriz$3) near3 
(screen dislay gui "user interface") with 
password with (display$3 view$3 
obtain$3 show$3 present$3) nears 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
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password with (display$3 view$3 
obtain$3 show$3 present$3 retriev$3) 
nears notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

password with (display$3 view$3 
obtain$3 show$3 present$3 retriev$3) 
near3 (plurality) near3 notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(unlock$3 and password).ti,ab. and 
password with (display$3 view$3 
obtain$3 show$3 present$3 retriev$3) 
nears notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(notification and password).ti,ab. and 
password with (display$3 view$3 
obtain$3 show$3 present$3 retriev$3) 
nears notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(touch$3 swip$3 drag$4 flick$3) and 
(notification and password).ti,ab. and 
password with (display$3 view$3 
obtain$3 show$3 present$3 retriev$3) 
nears notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
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(US-20140282084-$ or US-
20130254036-$ or US-20180077570-$ 
or US-20140379801-$ or US-
20060129947-$).did. or (US-9715706-$ 
or US-10019217-$).did. 

(notification and password).ti,ab. and 
unlock$3 with password with 
notification and (@ad<"20170516" or 
@rlad<"20170516") 

(unlock$3 and password).ti,ab. and 
password nears notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

(US-20140282084-$ or US-
20130254036-$ or US-20180077570-$ 
or US-20140379801-$ or US-
20060129947-$ or US-20080077984-$ 
or US-20160191499-$ or US-
20180084420-$ or US-20160379427-$ 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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enter$3 near3 password with (display$3 
view$3 obtain$3 show$3 present$3) 
with notification and (@ad<"20170516" 
or @rlad<"20170516") 

575 and (unlock$3 and password).ti,ab. 
and password nears notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

575 and unlock$3 with password with 
(display$3 view$3 obtain$3 show$3 
present$3) with notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

575 and enter$3 near3 password with 
(display$3 view$3 obtain$3 show$3 
present$3) with notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

575 and (unlock$3) with password with 
notification and (@ad<"20170516" or 
@rlad<"20170516") 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

-34- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



575 and (notification and 
password).ti,ab. and password with 
(display$3 view$3 obtain$3 show$3 
present$3 retriev$3) nears notification 
and (@ad<"20170516" or 
@rlad<"20170516") 

575 and (touch$3 swip$3 drag$4 
flick$3) and (notification and 
password).ti,ab. and password with 
(display$3 view$3 obtain$3 show$3 
present$3 retriev$3) nears notification 
and (@ad<"20170516" or 
@rlad<"20170516") 

("9838384"). URPN. 

5118 and (unlock$3 with password 
nears notification) and 
(@ad<"20170516" or 
@rlad<"20170516") 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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(unlock$3 with password nears 
notification) and (@ad<"20170516" or 
@rlad<"20170516") 

(unlock$3 near3 (screen gui interface 
display mobile) with (enter$3 input$4 
provid$3) near3 password with 
notification) and (@ad<"20170516" or 
@rlad<"20170516") 

5118 and unlock$3 with password with 
(display$3 view$3 obtain$3 show$3 
present$3) with notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

5118 and (gui "user interface" 
display$3 show$3 present$3 render$3) 
with (unlock$3) with password with 
notification and (@ad<"20170516" or 
@rlad<"20170516") 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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5118 and (unlock$3 unblock$3 disabl$3 
enabl$3 wak$3 access$3 authoriz$3) 
nears password with (display$3 view$3 
obtain$3 show$3 present$3) with 
notification and (@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

5118 and password with (display$3 
view$3 obtain$3 show$3 present$3 
retriev$3) nears notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

password with (display$3 view$3 
obtain$3 show$3 present$3) with 
notification and (@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

(enter$3 typ$3) near3 password with 
(display$3 view$3 obtain$3 show$3 
present$3) with notification and 
(@ad<"20170Sl6" or 
@rlad<"20170Sl6") 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

U5-PGPUB; 
U5PAT; 
U50CR; 
FPR5; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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(enter$3 typ$3) near3 password with 
(display$3 view$3 obtain$3 show$3 
present$3) near3 notification and 
(@ad<"20170516" or 
@rlad<"20170516") 

(touch$3 touch$3screen flick$3 swip$3 
gestur$3) same (enter$3 typ$3) near3 
password with (display$3 view$3 
obtain$3 show$3 present$3) near3 
notification and (@ad<"20170516" or 
@rlad<"20170516") 

(US-20140282084-$ or US-
20180077570-$ or US-20060129947-$ 
or US-20160379427-$ or US-
20150281420-$ or US-20070174903-
$).did. or (US-10019217-$).did. 

(unlock$3) with wak$3 with password 
and (@ad<"20170516" or 
@rlad<"20170516") 

(display$3 render$3 present$3 show$3) 
near3 (wake waling) and (unlock$3) 
with password and (@ad<"20170516" 
or @rlad<"20170516") 

(meet$3 nears (criteria condition 
threshold predetermin$3)) and 
(display$3 render$3 present$3 show$3) 
near3 (wake waling) and (unlock$3) 
with password and (@ad<"20170516" 
or @rlad<"20170516") 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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(display$3 render$3 present$3 show$3) 
near3 (wake waking) and (unlock$3 
enter$3 input$3) with password with 
(device screen gui display) and 
(@ad<"20170516" or 
@rlad<"20170516") 

(meet$3 nears (criteria condition 
threshold predetermin$3)) and 
(display$3 render$3 present$3 show$3) 
near3 (wake waking) and (unlock$3 
enter$3 input$3) with password with 
(device screen gui display) and 
(@ad<"20170516" or 
@rlad<"20170516") 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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"slS0" and (display$3 render$3 
present$3 show$3) near3 (wake 
waling) and (unlock$3) with password 
and (@ad<"20170516" or 
@rlad<"20170516") 

5202 and (display$3 render$3 
present$3 show$3) near3 (wake 
waling) and (unlock$3) with password 
and (@ad<"20170516" or 
@rlad<"20170516") 

4/24/2021 6:57:33 PM 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 

US-PGPUB; 
USPAT; 
USOCR; 
FPRS; EPO; 
JPO; 
DERWENT; 
IBM_TDB 
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Commissioner: 

This preliminary amendment is for the application identified above. Please enter this 

amendment prior to examination on the merits. 
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Amendments to the Specification 

Please revise the specification as follows: 

Please amend paragraph numbers [00226], [00301], and [00379] as follows: 

[00226] Figures 5DB-5DF illustrate an input (e.g., a downward swipe) by a contact on 

touch screen 112 that is initiated at an upper edge of touch screen 112, as indicated by focus 

selector 5162. In response to the input, cover sheet user interface 504 slides down from the 

upper edge of display 112, as shown in Figures 5DC-5DF. As shown in [[in]] Figures 5DC-

5DD, notifications 5164 and 5168 that are displayed on cover sheet user interface 504 

descend as cover sheet user interface 504 slides down, while navigation banner 5160 remains 

at a fixed position on cover sheet 504 ( e.g., cover sheet 504 and its notifications 5164 and 

5168 appear to slide down behind navigation banner 5160). As shown in Figures 5DD-5DE, 

in accordance with a determination that cover sheet user interface 504 has descended a 

threshold distance relative to navigation banner 5160, navigation banner 5160 becomes 

"attached" to the cover sheet user interface and begins to move downward while cover sheet 

user interface 504 moves downward. As shown in Figures 5DD-5DF, a time/date object 582 

that is displayed on cover sheet user interface 504 is gradually revealed as cover sheet user 

interface 504 moves downward. In accordance with a determination that the time/date object 

582 has reached a predefined location on the display, time/date object 582 and navigation 

banner 5160 cease to move as the cover sheet user interface 504 continues its descent ( and 

notifications 5164 and 5168 continue to move downward with the cover sheet user interface 

504). 

[00301] In some embodiments, in response to detecting the third input for redisplaying 

the wake screen user interface, and in accordance with the determination that the third input 

does not meet the notification-clearance criteria (616), in accordance with a determination 

that one or more notification-clearance interactions have occurred ( e.g., through a direct user 

interaction with a notification or interaction with an application that corresponds to a 

notification), the device forgoes display of one or more notifications that are cleared by the 

one or more notification-clearance interactions on the redisplayed wake screen user interface 

504. For example, notification-clearance interactions are described with regard to deserieed 

vlcith regard to Figures 5L-5P and Figures 5Y-5AC. In Figure SP, notification 510 is not 

displayed due to interaction with notification 510 that occurred in Figure SL (to cause display 

of messages application 530). In Figure SAC, notification 506 is not displayed due to the 

interaction with notification 506 that occurred in Figure AB (to cause deletion of the 

P34814USC2/63266-7715-US 2 Preliminary Amendment 
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notification). In some embodiments, in accordance with a determination that no notification­

clearance interactions have occurred, all of the one or more notifications are redisplayed on 

the redisplayed wake screen user interface. 

[00379] In some embodiments, while the cover sheet interface is displayed, the device 

detects (820) a third input ( e.g., as shown at Figures 5DQ-5DR) for dismissing the cover 

sheet user interface 504. The third input includes a swipe gesture by a contact on the touch­

sensitive surface (e.g., a upward swipe that started from the bottom edge of the touch-screen). 

In response to detecting the third input for dismissing the cover sheet user interface, the 

device ceases to display the cover sheet user interface 504, maintains display of the first user 

interface object (e.g., navigation banner 5160), and displays a home screen user interface 522. 

The first user interface object is overlaid on the home screen user interface. For example, in 

response to detecting an upward swipe gesture from the bottom edge of the touch-screen 

(e.g., as shown in [[in]] Figures 5DQ-5DR), the cover sheet user interface 504 slides upward 

to reveal the home screen interface 522 underneath, while the first user interface ( e.g., 

navigation banner 5160) remains stationary in a display layer above the cover sheet user 

interface 504, and appears overlaid on the home screen user interface 522 after the cover 

sheet user interface 504 is completely removed from view. In some embodiments, instead of 

the home screen user interface 522, a user interface of an application is displayed when the 

input for dismissing the cover sheet user interface 504 is detected, and the first user interface 

object is overlaid on the user interface of the application. 
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Amendments to the Claims 

The following listing of claims will replace all prior versions, and listings, of claims in the 
application: 

Listing of Claims: 

1. (Original) A method, comprising: 

at computer system that is in communication with a display generation component 

and one or more input devices: 

while the computer system is in a power saving state, detecting an input that 

meets display-waking criteria; 

in response to detecting the input that meets the display-waking criteria, 

displaying, via the display generation component, a wake screen user interface; 

while displaying the wake screen user interface, detecting a first input that is 

directed to a portion of the wake screen user interface and includes first movement; and 

in response to detecting the first input that is directed to the portion of the 

wake screen user interface: 

in accordance with a determination that the first input meets first 

criteria, wherein the first criteria require the first movement to be in a first direction in order 

for the first criteria to be met: 

displaying of a home screen user interface that is different from 

the wake screen user interface, wherein the home screen user interface includes a plurality of 

application icons corresponding to different applications, and wherein a respective 

application icon of the plurality of application icons, when selected, causes display of an 

application corresponding to the respective application icon; and 

in accordance with a determination that the first input meets second 

criteria different from the first criteria, wherein the second criteria require the first movement 

to be in a second direction that is different from the first direction in order for the second 

criteria to be met: 

displaying a widget screen user interface that is different from 

the wake screen user interface and the home screen user interface, wherein the widget screen 

user interface includes a plurality of user interface objects corresponding to different 

applications, wherein a respective user interface object of the plurality of user interface 

objects contains application content from an application corresponding to the respective user 
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interface object, and when selected, causes display of an application corresponding to the 

respective user interface object. 

2. (Original) The method of claim 1, wherein the wake screen user interface is a user 

interface that has a first state that corresponds to an authenticated state of the computer 

system and a second state that corresponds to an unauthenticated state of the computer 

system. 

3. (Original) The method of claim 1, including: 

while displaying the widget screen user interface, detecting a second input that is 

directed to a portion of the widget screen user interface and includes second movement; and 

in response to detecting the second input that is directed to the portion of the widget 

screen user interface: 

in accordance with a determination that the second input meets third criteria, 

wherein the third criteria require the second movement to be in the first direction in order for 

the second criteria to be met, displaying the home screen user interface. 

4. (Original) The method of claim 3, including: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a third input that is directed to a portion of the home screen user 

interface and includes third movement; and 

in response to detecting the third input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the third input meets fourth criteria, 

wherein the fourth criteria require the third movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the widget screen user interface. 

5. (Currently amended) The method of claim 3, including: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a fourth input that is directed to a portion of the home screen user 

interface and includes fourth movement; and 

in response to detecting the fourth input that is directed to the portion of the home 

screen user interface: 
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in accordance with a determination that the fourth input meets fifth criteria, 

wherein the fifth criteria require the fourth movement to be in a third direction that is 

different from the first direction and the second direction in order for the fettt=t:h- fifth criteria 

to be met, redisplaying the wake screen user interface. 

6. (Original) The method of claim 1, including: 

while the home screen user interface is displayed in response to detection of the first 

input, detecting a fifth input that is directed to a portion of the home screen user interface and 

includes fifth movement; and 

in response to detecting the fifth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fifth input meets sixth criteria, 

wherein the sixth criteria require the fifth movement to be in a fourth direction that is 

different from the first direction and the second direction in order for the sixth criteria to be 

met, redisplaying the wake screen user interface. 

7. (Original) The method of claim 1, including: 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets seventh criteria, 

wherein the seventh criteria require the first movement to be in a fifth direction that is 

different from the first direction and the second direction in order for the seventh criteria to 

be met: 

displaying of a control panel user interface that is different from the 

wake screen user interface and the widget screen user interface, wherein the control panel 

user interface includes a plurality of controls for controlling one or more device functions of 

the computer system. 

8. (Original) The method of claim 7, including: 

while the control panel user interface is displayed in response to detection of the first 

input, detecting a sixth input that is directed to a portion of the control panel user interface 

and includes sixth movement; and 

in response to detecting the sixth input that is directed to the portion of the control 

panel user interface: 
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in accordance with a determination that the sixth input meets eighth criteria, 

wherein the eighth criteria require the sixth movement to be in a sixth direction ( e.g., 

rightward swipe) that is opposite the fifth direction in order for the eighth criteria to be met, 

redisplaying the wake screen user interface. 

9. (Original) A computer system, comprising: 

one or more processors that are in communication with a display generation 

component and one or more input devices; and 

memory storing instructions, the instructions, when executed by the one or more 

processors, cause the processors to perform operations comprising: 

while the computer system is in a power saving state, detecting an input that 

meets display-waking criteria; 

in response to detecting the input that meets the display-waking criteria, 

displaying, via the display generation component, a wake screen user interface; 

while displaying the wake screen user interface, detecting a first input that is 

directed to a portion of the wake screen user interface and includes first movement; and 

in response to detecting the first input that is directed to the portion of the 

wake screen user interface: 

in accordance with a determination that the first input meets first 

criteria, wherein the first criteria require the first movement to be in a first direction in order 

for the first criteria to be met: 

displaying of a home screen user interface that is different from 

the wake screen user interface, wherein the home screen user interface includes a plurality of 

application icons corresponding to different applications, and wherein a respective 

application icon of the plurality of application icons, when selected, causes display of an 

application corresponding to the respective application icon; and 

in accordance with a determination that the first input meets second 

criteria different from the first criteria, wherein the second criteria require the first movement 

to be in a second direction that is different from the first direction in order for the second 

criteria to be met: 

displaying a widget screen user interface that is different from 

the wake screen user interface and the home screen user interface, wherein the widget screen 

user interface includes a plurality of user interface objects corresponding to different 

applications, wherein a respective user interface object of the plurality of user interface 
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objects contains application content from an application corresponding to the respective user 

interface object, and when selected, causes display of an application corresponding to the 

respective user interface object. 

10. (Original) The computer system of claim 9, wherein the wake screen user interface is 

a user interface that has a first state that corresponds to an authenticated state of the computer 

system and a second state that corresponds to an unauthenticated state of the computer 

system .. 

11. (Original) The computer system of claim 9, wherein the operations include: 

while displaying the widget screen user interface, detecting a second input that is 

directed to a portion of the widget screen user interface and includes second movement; and 

in response to detecting the second input that is directed to the portion of the widget 

screen user interface: 

in accordance with a determination that the second input meets third criteria, 

wherein the third criteria require the second movement to be in the first direction in order for 

the second criteria to be met, displaying the home screen user interface. 

12. (Original) The computer system of claim 11, wherein the operations include: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a third input that is directed to a portion of the home screen user 

interface and includes third movement; and 

in response to detecting the third input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the third input meets fourth criteria, 

wherein the fourth criteria require the third movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the widget screen user interface. 

13. (Currently amended) The computer system of claim [[9]] 11, wherein the operations 

include: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a fourth input that is directed to a portion of the home screen user 

interface and includes fourth movement; and 
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in response to detecting the fourth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fourth input meets fifth criteria, 

wherein the fifth criteria require the fourth movement to be in a third direction that is 

different from the first direction and the second direction in order for the fem:th. fifth criteria 

to be met, redisplaying the wake screen user interface. 

14. (Original) The computer system of claim 9, wherein the operations include: 

while the home screen user interface is displayed in response to detection of the first 

input, detecting a fifth input that is directed to a portion of the home screen user interface and 

includes fifth movement; and 

in response to detecting the fifth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fifth input meets sixth criteria, 

wherein the sixth criteria require the fifth movement to be in a fourth direction that is 

different from the first direction and the second direction in order for the sixth criteria to be 

met, redisplaying the wake screen user interface. 

15. (Original) The computer system of claim 9, wherein the operations include: 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets seventh criteria, 

wherein the seventh criteria require the first movement to be in a fifth direction that is 

different from the first direction and the second direction in order for the seventh criteria to 

be met: 

displaying of a control panel user interface that is different from the 

wake screen user interface and the widget screen user interface, wherein the control panel 

user interface includes a plurality of controls for controlling one or more device functions of 

the computer system. 

16. (Original) The computer system of claim 15, wherein the operations include 

while the control panel user interface is displayed in response to detection of the first 

input, detecting a sixth input that is directed to a portion of the control panel user interface 

and includes sixth movement; and 
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in response to detecting the sixth input that is directed to the portion of the control 

panel user interface: 

in accordance with a determination that the sixth input meets eighth criteria, 

wherein the eighth criteria require the sixth movement to be in a sixth direction ( e.g., 

rightward swipe) that is opposite the fifth direction in order for the eighth criteria to be met, 

redisplaying the wake screen user interface. 

17. (Original) A computer-readable storage medium comprising instructions, the 

instructions, when executed by one or more processors of a computer system that is in 

communication with a display generation component and one or more input devices, cause 

the processors to perform operations comprising: 

while the computer system is in a power saving state, detecting an input that meets 

display-waking criteria; 

in response to detecting the input that meets the display-waking criteria, displaying, 

via the display generation component, a wake screen user interface; 

while displaying the wake screen user interface, detecting a first input that is directed 

to a portion of the wake screen user interface and includes first movement; and 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets first criteria, 

wherein the first criteria require the first movement to be in a first direction in order for the 

first criteria to be met: 

displaying of a home screen user interface that is different from the 

wake screen user interface, wherein the home screen user interface includes a plurality of 

application icons corresponding to different applications, and wherein a respective 

application icon of the plurality of application icons, when selected, causes display of an 

application corresponding to the respective application icon; and 

in accordance with a determination that the first input meets second criteria 

different from the first criteria, wherein the second criteria require the first movement to be in 

a second direction that is different from the first direction in order for the second criteria to be 

met: 

displaying a widget screen user interface that is different from the 

wake screen user interface and the home screen user interface, wherein the widget screen user 

interface includes a plurality of user interface objects corresponding to different applications, 
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wherein a respective user interface object of the plurality of user interface objects contains 

application content from an application corresponding to the respective user interface object, 

and when selected, causes display of an application corresponding to the respective user 

interface object. 

18. (Original) The computer-readable storage medium of claim 17, wherein the wake 

screen user interface is a user interface that has a first state that corresponds to an 

authenticated state of the computer system and a second state that corresponds to an 

unauthenticated state of the computer system .. 

19. (Original) The computer-readable storage medium of claim 17, wherein the 

operations include: 

while displaying the widget screen user interface, detecting a second input that is 

directed to a portion of the widget screen user interface and includes second movement; and 

in response to detecting the second input that is directed to the portion of the widget 

screen user interface: 

in accordance with a determination that the second input meets third criteria, 

wherein the third criteria require the second movement to be in the first direction in order for 

the second criteria to be met, displaying the home screen user interface. 

20. (Original) The computer-readable storage medium of claim 19, wherein the 

operations include: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a third input that is directed to a portion of the home screen user 

interface and includes third movement; and 

in response to detecting the third input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the third input meets fourth criteria, 

wherein the fourth criteria require the third movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the widget screen user interface. 

21. (Currently amended) The computer-readable storage medium of claim [[17]] 19, 

wherein the operations include: 
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while the home screen user interface is displayed in response to detection of the 

second input, detecting a fourth input that is directed to a portion of the home screen user 

interface and includes fourth movement; and 

in response to detecting the fourth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fourth input meets fifth criteria, 

wherein the fifth criteria require the fourth movement to be in a third direction that is 

different from the first direction and the second direction in order for the fet:H::th fifth criteria 

to be met, redisplaying the wake screen user interface. 

22. (Original) The computer-readable storage medium of claim 17, wherein the 

operations include: 

while the home screen user interface is displayed in response to detection of the first 

input, detecting a fifth input that is directed to a portion of the home screen user interface and 

includes fifth movement; and 

in response to detecting the fifth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fifth input meets sixth criteria, 

wherein the sixth criteria require the fifth movement to be in a fourth direction that is 

different from the first direction and the second direction in order for the sixth criteria to be 

met, redisplaying the wake screen user interface. 

23. (Original) The computer-readable storage medium of claim 17, wherein the 

operations include: 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets seventh criteria, 

wherein the seventh criteria require the first movement to be in a fifth direction that is 

different from the first direction and the second direction in order for the seventh criteria to 

be met: 

displaying of a control panel user interface that is different from the 

wake screen user interface and the widget screen user interface, wherein the control panel 

user interface includes a plurality of controls for controlling one or more device functions of 

the computer system. 
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24. (Original) The computer-readable storage medium of claim 23, wherein the 

operations include 

while the control panel user interface is displayed in response to detection of the first 

input, detecting a sixth input that is directed to a portion of the control panel user interface 

and includes sixth movement; and 

in response to detecting the sixth input that is directed to the portion of the control 

panel user interface: 

in accordance with a determination that the sixth input meets eighth criteria, 

wherein the eighth criteria require the sixth movement to be in a sixth direction ( e.g., 

rightward swipe) that is opposite the fifth direction in order for the eighth criteria to be met, 

redisplaying the wake screen user interface. 
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REMARKS 

In this preliminary amendment: 

Paragraphs [00226], [00301], and [00379] have been amended to correct 

typographical errors. 

Claims 5, 13, and 21 have been amended to correct antecedent errors or informalities. 

No new subject matter has been added. 

The Commissioner is hereby authorized to charge any additional fees associated with 

this paper communication or credit any overpayment to Morgan, Lewis & Bockius LLP 

Deposit Account No. 50-0310 (order no. 63266-7715-US). 

Date: April 19, 2021 

P34814USC2/63266-7715-US 

Respectfully submitted, 

/Gary S. Williams/ 
Gary S. Williams 
MORGAN, LEWIS & BOCKIUS LLP 
1400 Page Mill Road 
Palo Alto, CA 94304 
(650) 843-4000 

31,066 
(Reg. No.) 
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published 
Notice of Allowance, dated December 14, 2018, received in U.S. Patent Application 
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on the amount of time you are required to complete this form should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, Washington, 
DC 20231. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Assistant Commissioner for Patents, P.O. Box 1450, 
Alexandria, VA 22313-1450. 
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Electronic Acknowledgement Receipt 

EFSID: 40026447 

Application Number: 16915971 

International Application Number: 

Confirmation Number: 5775 

Title of Invention: Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

First Named Inventor/Applicant Name: William M. Tyler 

Customer Number: 61725 

Filer: Gary Scott Williams/Kathi Montanez 

Filer Authorized By: Gary Scott Williams 

Attorney Docket Number: P34814USC2/063266-7715-US 

Receipt Date: 16-JUL-2020 

Filing Date: 29-JUN-2020 

Time Stamp: 18:29:59 

Application Type: Utility under 35 USC 111 (a) 

Payment information: 

Submitted with Payment I no 

File Listing: 

Document 
Document Description File Name 

File Size(Bytes}/ Multi Pages 
Number Message Digest Part /.zip (if appl.) 

313788 

1 
P34814USC2_063266_7715US_ 

yes 6 
IDS.pdf 

fdb73Sbcbc5b332977c0f362Sb29268f0d8 
7488 
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Multipart Description/PDF files in .zip description 

Document Description Start End 

Transmittal Letter 1 4 

Information Disclosure Statement (IDS) Form (SB08) 5 6 

Warnings: 

Information: 

Total Files Size (in bytes) 313788 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Agglications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 
National Stage of an International Agglication under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT /DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 
New International Agglication Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 181 O), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/1 OS) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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Electronically filed July 16, 2020 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

Application of: William M. Tyler Confirmation No.: 5775 

Serial No.: 16/915,971 Art Unit: 2141 

Filed: 

For: 

June 29, 2020 

Devices, Methods, and Graphical 
User Interfaces for Accessing 
Notifications 

Examiner: To be assigned 

Attorney Docket No.: P34814USC2/063266-
7715-US 

INFORMATION DISCLOSURE STATEMENT 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Sir: 

In accordance with the duty of disclosure provisions of 37 C.F.R. § 1.56, there is hereby 
provided certain information which the Examiner may consider material to the examination of the 
subject U.S. patent application. It is requested that the Examiner make this information ofrecord ifit 
is deemed material to the examination of the application. 

1. Enclosures accompanying this Information Disclosure Statement are: 

la. [8J A list of all patents, publications, applications, or other information submitted for 
consideration by the office. 

lb. A legible copy of: 

[8J Each foreign patent; 

D Each publication or that portion which caused it to be listed on the PTO-1449; 

D For each cited pending U.S. application, the application specification including 
the claims, and any drawing of the application, or portion of the application which 
caused it to be listed on the PTO-1449 including any claims directed to that portion; 

[8J all other information or portion which caused it to be listed on the PTO-1449. 

le. [8J An English language copy of search report(s) from a counterpart foreign 
application or PCT International Search Report. 

ld. D Explanations ofrelevancy (ATTACHMENT l(d), hereto) or English language 
abstracts of the non-English language publications. 
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2. 

3. 

4. 

• 

This Information Disclosure Statement is filed under 37 C.F.R. §1.97(b): 

D Within three months of the filing date of a national application other than a 
continued prosecution application under §1.53(d); 

D Within three months of the date of entry of the national stage as set forth in 
§1.491 in an international application; 

[8J Before the mailing of the first Office action on the merits; 

D Before the mailing of a first Office action after the filing of a request for 
continued examination under § 1.114. 

This Information Disclosure Statement is filed under 37 C.F.R. § l.97(c) after the 
period specified in 37 C.F.R. § l.97(b), but before the mailing date of any of a final 
action under 37 C.F.R. §1.113, a notice of allowance under 37 C.F.R. §1.311 or an 
action that otherwise closes prosecution in the application. 

(Check either Item 3a, 3b, 3c or 3d) 

3a. D The Certification Statement in Item 5 below is applicable. Accordingly, no fee is 
required. 

3b. D The $240 (large entity) fee set forth in 37 C.F.R. §1.17(p) in accordance with 37 
C.F.R. §1.97(c) is to be charged to Morgan, Lewis & Bockius LLP Deposit 
Account No. 50-0310 (order no. ). 

3c. D The $120 (small entity) fee set forth in 37 C.F.R. §1.17(p) in accordance with 37 
C.F.R. §1.97(c) is to be charged to Morgan, Lewis & Bockius LLP Deposit 
Account No. 50-0310 (order no. ). 

3d. D The $60 (micro entity) fee set forth in 37 C.F.R. § 1.17(p) in accordance with 37 
C.F.R. §1.97(c) is to be charged to Morgan, Lewis & Bockius LLP Deposit 

• 

Account No. 50-0310 (order no. ). 

(Items 3b or 3c to be checked if any reference known for more than 3 months) 

This Information Disclosure Statement is filed under 37 C.F.R. § l.97(d) after the 
period specified in 37 C.F.R. §1.97(c), but on or before the date of payment of the 
issue fee. 

(Check Item 4a, and 4b, 4c or 4d) 

4a. D The Certification Statement in Item 5 below is applicable. 

4b. D The $240 (large entity) fee set forth in 37 C.F.R. §1.17(p) in accordance with 37 
C.F.R. §1.97(c) is to be charged to Morgan, Lewis & Bockius LLP Deposit 
Account No. 50-0310 (order no. ). 

4c. D The $120 (small entity) fee set forth in 37 C.F.R. §1.17(p) in accordance with 37 
C.F.R. §1.97(c) is to be charged to Morgan, Lewis & Bockius LLP Deposit 
Account No. 50-0310 (order no. ). 

4d. D The $60 (micro entity) fee set forth in 37 C.F.R. § 1.17(p) in accordance with 37 
C.F.R. §1.97(c) is to be charged to Morgan, Lewis & Bockius LLP Deposit 
Account No. 50-0310 (order no. ). 
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5. 

6. 

7. 

8. 

• Certification Statement (applicable if Item 3a or Item 4a is checked) 

(Check either Item 5a, 5b, 5c or 5d) 

5a. D In accordance with 37 C.F.R. §1.97(e)(l), it is certified that each item of 
information contained in this information disclosure statement was first cited in a 
communication from a foreign patent office in a counterpart foreign application 
not more than three months prior to the filing of this Information Disclosure 
Statement. 

5b. D In accordance with 37 C.F.R. §1.97(e)(2), it is certified that no item of 
information contained in the information disclosure statement was cited in a 
communication from a foreign patent office in a counterpart foreign application, 
and, to the knowledge of the person signing the certification after making 
reasonable inquiry, no item of information contained in the information 
disclosure statement was known to any individual designated in 37 C.F.R. 
§1.56(c) more than three months prior to the filing of this information disclosure 
statement. 

Sc. D Each item of information contained in this information disclosure statement was 
cited in a communication from a foreign patent office in a counterpart 
application, and the communication was not received by any individual 
designated in 37 C.F.R. §1.56(c) more than thirty days prior to the filing of this 
information disclosure statement. 

5d. D Pursuant to 37 C.F.R. §1.704(d), each item of information contained in this 
information disclosure statement was cited in a communication from a foreign 
patent office in a counterpart application, and the communication was not 
received by any individual designated in 37 C.F.R. §1.56(c) more than thirty 
days prior to the filing of this information disclosure statement. 

Copies of each cited U.S. patent and each U.S. patent application publication are not 
enclosed pursuant to the USPTO OG Notice dated 05 August 2003 waiving the 
requirement under 37 C.F.R. l.98(a)(2)(i) for U.S. patent applications filed after June 
30, 2003. 

This application is a continuation application under 37 C.F.R. §1.53(b) or (d). 

(Check appropriate Items 7a, 7b and/or 7c) 

7a. D A Petition to Withdraw from issue under 37 C.F.R. §1.313(b)(5) is concurrently 
filed herewith. 

7b. [8J Copies of publications listed on Form PTO-1449 from prior application Serial 
Nos. 16/354,012, filed on March 14, 2019 and 15/715,005, filed on September 
25, 2017, of which this application claims priority under 35 U.S.C. §120, are not 
being submitted pursuant to 37 C.F.R. § l.98(d). 

7c. D Copies of the publications listed on the attached Form PTO-1449 that were not 
previously cited in prior application Serial No. , filed on , are 
provided herewith. 

• This is a Supplemental Information Disclosure Statement. (Check Item 8a) 

8a. D This Supplemental Information Disclosure Statement under 37 C.F.R. § l .97(f) 
supplements the Information Disclosure Statement filed on . A bona fide 
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9. 

10. 

11. 

• 

attempt was made to comply with 37 C.F.R. § 1.98, but inadvertent omissions 
were made. These omissions have been corrected herein. Accordingly, 
additional time is requested so that this Supplemental Information Disclosure 
Statement can be considered as if properly filed on 

In accordance with 37 C.F.R. § 1.98, a concise explanation of what is presently 
understood to be the relevance of each non-English language publication is: 

(Check Item 9a, 9b, or 9c) 

9a. D satisfied because all non-English language publications were cited on the 
enclosed English language copy of the PCT International Search Report or the 
search report from a counterpart foreign application indicating the degree of 
relevance found by the foreign office. 

9b. D set forth in the application. 

9c. D enclosed as an attachment hereto. 

The Commissioner is authorized to charge any additional fee required or credit any 
overpayment for this Information Disclosure Statement and/or Petition to Morgan, 
Lewis & Bockius LLP Deposit Account No. 50-0310 ( order no. 063266-7715-US). 

No admission is made that the information cited in this Statement is, or is considered 
to be, material to patentability nor a representation that a search has been made ( other 
than a search report of a foreign counterpart application or PCT International Search 
Report if submitted herewith). 37 C.F.R. §§ l.97(g) and (h). 

Respectfully submitted, 

Date: July 16, 2020 /Gary S. Williams/ 31,066 

D82/ 39270709.1 

Gary S. Williams 
MORGAN, LEWIS & BOCKIUS LLP 

1400 Page Mill Road 
Palo Alto, CA 94304 
(650) 843-4000 

4 

(Reg. No.) 
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APPLICATION 
NUMBER 

16/915,971 

61725 

FILING or 
37l(c)DATE 

06/29/2020 

GRPART 

UNIT 

2143 

Morgan, Lewis & Bockius LLP (PA)(Apple) 
1400 Page Mill Road 
Palo Alto, CA 94304-1124 

FIL FEE REC'D 

3720 

Ul\TfED STATES DEPA RTME'IT OF COMMERCE 
United States Patent and Trademark Office 
Adiliess. COMMISSIO'JER FOR PATENTS 

PO Box 1450 
Alexandria, Virgmia 22313-1450 
\VVi\V.USpto.gov 

ATTY.DOCKET.NO TOT CLAIMS IND CLAIMS 

P34814USC2/063266-7715-US 24 3 
CONFIRMATION NO. 5775 

FILING RECEIPT 

1111111111111111111111 m~mll! ~~ II ~,~~,1 1111111111 1111111111111 

Date Mailed: 07/13/2020 

Receipt is acknowledged of this non-provisional utility patent application. The application will be taken up for 
examination in due course. Applicant will be notified as to the results of the examination. Any correspondence 
concerning the application must include the following identification information: the U.S. APPLICATION NUMBER, 
FILING DATE, NAME OF FIRST INVENTOR, and TITLE OF INVENTION. Fees transmitted by check or draft are 
subject to collection. 

Please verify the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please 
submit a written request for a corrected Filing Receipt, including a properly marked-up ADS showing the changes 
with strike-through for deletions and underlining for additions. If you received a "Notice to File Missing Parts" or 
other Notice requiring a response for this application, please submit any request for correction to this Filing Receipt 
with your reply to the Notice. When the USPTO processes the reply to the Notice, the USPTO will generate another 
Filing Receipt incorporating the requested corrections provided that the request is grantable. 

lnventor(s) 
William M. Tyler, San Francisco, CA; 

Applicant( s) 
Apple Inc., Cupertino, CA; 

Power of Attorney: The patent practitioners associated with Customer Number 61725 

Domestic Priority data as claimed by applicant 
This application is a CON of 16/354,012 03/14/2019 
which is a CON of 15/715,005 09/25/2017 PAT 10466889 
which claims benefit of 62/507, 181 05/16/2017 

Foreign Applications for which priority is claimed (You may be eligible to benefit from the Patent Prosecution 
Highway program at the USPTO. Please see http://www.uspto.gov for more information.) - None. 
Foreign application information must be provided in an Application Data Sheet in order to constitute a claim to 
foreign priority. See 37 CFR 1.55 and 1.76. 

Permission to Access Application via Priority Document Exchange: Yes 

Permission to Access Search Results: Yes 

Applicant may provide or rescind an authorization for access using Form PTO/SB/39 or Form PTO/SB/69 as 
appropriate. 
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If Required, Foreign Filing License Granted: 07/10/2020 

The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 
is US 16/915,971 

Projected Publication Date: 10/22/2020 

Non-Publication Request: No 

Early Publication Request: No 
Title 

Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

Preliminary Class 

715 

Statement under 37 CFR 1.55 or 1.78 for AIA (First Inventor to File) Transition Applications: No 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the US PTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HAL T (1-866-999-4258). 
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LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

GRANTED 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce (15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

Select USA 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location for 
business investment, innovation, and commercialization of new technologies. The U.S. offers tremendous resources 
and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation works to 
promote and facilitate business investment. SelectUSA provides information assistance to the international investor 
community; serves as an ombudsman for existing and potential investors; advocates on behalf of U.S. cities, states, 
and regions competing for global investment; and counsels U.S. economic development organizations on investment 
attraction best practices. To learn more about why the United States is the best country in the world to develop 
technology, manufacture products, deliver services, and grow your business, visit http://www.SelectUSA.gov or call 
+ 1-202-482-6800. 
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PATENT APPLICATION FEE DETERMINATION RECORD Application or Docket Number 

Substitute for Form PTO-875 16/915,971 

APPLICATION AS FILED - PART I OTHER THAN 

(Column 1) (Column 2) SMALL ENTITY OR SMALL ENTITY 

FOR NUMBER FILED NUMBER EXTRA RATE($) FEE($) RATE($) FEE($) 

BASIC FEE N/A N/A N/A N/A 300 
(37 CFR 1.16(a), (b), or (c)) 

SEARCH FEE N/A N/A N/A N/A 660 
(37 CFR 1.16(k), (i), or (m)) 

EXAMINATION FEE N/A N/A N/A N/A 760 
(37 CFR 1.16(0), (p), or (q)) 
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[0001] 

Devices, Methods, and Graphical User Interfaces 

for Accessing Notifications 

RELATED APPLICATIONS 

This application is a continuation of U.S. Application Serial No. 16/354,012, 

filed March 14, 2019, which is a continuation of U.S. Application Serial No. 15/715,005, 

filed September 25, 2017, now U.S. Patent No. 10,466,889, which claims priority to U.S. 

Provisional Application No. 62/507, 181, filed May 16, 2017, which are hereby incorporated 

by reference in their entirety. 

TECHNICAL FIELD 

[0002] This relates generally to electronic devices with touch-sensitive surfaces, 

including but not limited to electronic devices with touch-sensitive surfaces that include user 

interfaces for displaying notifications. 

BACKGROUND 

[0003] The use of portable electronic devices has increased significantly in recent 

years, with many applications typically residing in the memory of such devices. Exemplary 

applications include messaging applications, calendar applications and social media 

applications. Electronic devices often receive communications for these applications, which 

contain information of importance to users. These electronic devices then often provide 

notifications that correspond to the received communications. 

[0004] Exemplary communications include instant messages, calendar invitations, 

social media updates, microblog posts and news stories. Exemplary notifications associated 

with these communications may include digital images, video, text, icons, control elements 

(such as buttons) and/or other graphics to notify users of the receipt of these communications. 

Exemplary applications receiving communications and generating notifications include 

instant messaging applications ( e.g., iMessage from Apple Inc. of Cupertino, California), 

calendar applications ( e.g., iCal or Calendar from Apple Inc. of Cupertino, California), social 

networking applications, microblogging applications, and news applications. 

[0005] But user interfaces for accessing notifications, and methods of navigating to 

and from such interfaces, are cumbersome and inefficient. For example, the notifications may 
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be displayed in a confusing manner, and navigation to and from interfaces that contain 

notifications may also be confusing. These methods take longer than necessary, thereby 

wasting energy. This latter consideration is particularly important in battery-operated devices. 

SUJvIMARY 

[0006] Accordingly, there is a need for electronic devices with faster, more efficient 

methods and interfaces for accessing notifications. Such methods and interfaces optionally 

complement or replace conventional methods for accessing notifications. Such methods and 

interfaces reduce the number, extent, and/or nature of the inputs from a user and produce a 

more efficient human-machine interface. For battery-operated devices, such methods and 

interfaces conserve power and increase the time between battery charges. 

[0007] The above deficiencies and other problems associated with user interfaces for 

electronic devices with touch-sensitive surfaces are reduced or eliminated by the disclosed 

devices. In some embodiments, the device is a desktop computer. In some embodiments, the 

device is portable (e.g., a notebook computer, tablet computer, or handheld device). In some 

embodiments, the device is a personal electronic device (e.g., a wearable electronic device, 

such as a watch). In some embodiments, the device has a touchpad. In some embodiments, 

the device has a touch-sensitive display (also known as a "touch screen" or "touch-screen 

display"). In some embodiments, the device has a graphical user interface (GUI), one or more 

processors, memory and one or more modules, programs or sets of instructions stored in the 

memory for performing multiple functions. In some embodiments, the user interacts with the 

GUI primarily through stylus and/or finger contacts and gestures on the touch-sensitive 

surface. In some embodiments, the functions optionally include image editing, drawing, 

presenting, word processing, spreadsheet making, game playing, telephoning, video 

conferencing, e-mailing, instant messaging, workout support, digital photographing, digital 

videoing, web browsing, digital music playing, note taking, and/or digital video playing. 

Executable instructions for performing these functions are, optionally, included in a non­

transitory computer readable storage medium or other computer program product configured 

for execution by one or more processors. 

[0008] In accordance with some embodiments, a method is performed at a device 

having a display and a touch-sensitive surface. The method includes: while the device is in a 

screen-off state, receiving one or more notifications; after receiving the one or more 

notifications, detecting a first input from a user for waking the device from the screen-off 
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state to a screen-on state; in response to detecting the first input for waking the device from 

the screen-off state to the screen-on state: transitioning the device from the screen-off state to 

the screen-on state; displaying a wake screen user interface on the display; and displaying the 

one or more notifications on the wake screen user interface; while displaying the wake screen 

user interface and while at least one of the one or more notifications remains displayed on the 

wake screen user interface, detecting a second input for dismissing the wake screen user 

interface; in response to detecting the second input for dismissing the wake screen user 

interface, ceasing to display the wake screen user interface and the at least one of the one or 

more notifications; after ceasing to display the wake screen user interface and the at least one 

of the one or more notifications in response to the second input, detecting a third input for 

redisplaying the wake screen user interface; in response to detecting the third input for 

redisplaying the wake screen user interface: in accordance with a determination that the third 

input meets notification-clearance criteria, wherein the notification-clearance criteria require 

that the third input is detected at a time that is (1) after a respective notification of the one or 

more notifications has been cleared through direct user interaction with the respective 

notification or an application that corresponds to the respective notification and (2) after the 

device has transitioned from the screen-on state to the screen-off state at least once since the 

detection of the second input, redisplaying the wake screen user interface without displaying 

the at least one of the one or more notifications on the redisplayed wake screen user interface; 

and in accordance with a determination that the third input does not meet the notification­

clearance criteria: redisplaying the wake screen user interface, and redisplaying the at least 

one of the one or more notifications on the redisplayed wake screen user interface. 

[0009] In accordance with some embodiments, a method is performed at a device 

having a display and a touch-sensitive surface. The method includes: displaying a first user 

interface, including displaying one or more missed notifications in a first scrollable 

arrangement on the first user interface; while displaying the first user interface with the one 

or more missed notifications, detecting a first swipe gesture, including detecting a first 

contact at a location on the touch-sensitive surface that corresponds to the first scrollable 

arrangement, and detecting first movement of the first contact across the touch-sensitive 

surface in a first direction; in response to detecting the first swipe gesture, scrolling the first 

scrollable arrangement in accordance with the first movement of the first contact; after 

scrolling the first scrollable arrangement in accordance with the first movement of the first 

contact, detecting a second swipe gesture, including detecting a second contact at a location 
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on the touch-sensitive surface that corresponds to the first scrollable arrangement, and 

detecting second movement of the second contact across the touch-sensitive surface in the 

first direction; in response to detecting the second swipe gesture: in accordance with a 

determination that the second movement of the second contact meets notification-history­

display criteria, wherein the notification-history-display criteria require (1) that the second 

movement of the second contact is detected after an end of the first scrollable arrangement 

has been reached in accordance with the first movement of the first contact and (2) that the 

second movement exceeds a first threshold amount of movement in the first direction, 

displaying a plurality of previously received notifications that are distinct from the one or 

more missed notifications in a second scrollable arrangement on the first user interface; and, 

in accordance with the determination that the second movement of the first contact does not 

meet the notification-history-display criteria, forgoing displaying the plurality of previously 

received notifications. 

[0010] In accordance with some embodiments, a method is performed at a device 

having a display and a touch-sensitive surface. The method includes: displaying a first user 

interface on the display; displaying a first user interface object overlaid on a first portion of 

the first user interface; while displaying the first user interface object overlaid on the first 

portion of the first user interface, detecting a first input for displaying a cover sheet user 

interface, where the cover sheet user interface includes a first content object and a second 

content object displayed on a background object; in response to detecting the first input for 

displaying the cover sheet user interface, moving the cover sheet user interface across the 

display in a first direction, including: moving the background object of the cover sheet user 

interface across the display; in accordance with a determination that the first user interface 

object has not reached a predefined threshold position relative to the cover sheet user 

interface, moving the first content object and the second content object with the background 

object while maintaining a current position of the first user interface object on the display; 

and, in accordance with a determination that the first user interface object has reached the 

predefined threshold position relative to the cover sheet user interface, moving the first user 

interface object with the background object. 

[0011] In accordance with some embodiments, a method is performed at a device 

having a display and a touch-sensitive surface. The method includes: while the device is in a 

screen-off state, detecting a first input for waking the device from the screen-off state to a 

screen-on state; and in response to detecting the first input for waking the device from the 
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screen-off state to the screen-on state: transitioning the device from the screen-off state to the 

screen-on state, and displaying a wake screen user interface on the display; while displaying 

the wake screen user interface, detecting a first swipe gesture on the touch-sensitive surface, 

including detecting a first contact on the touch-sensitive surface and detecting movement of 

the first contact across the touch-sensitive surface; in response to detecting the first swipe 

gesture: ceasing to display the wake screen user interface; and displaying a first user 

interface, wherein: in accordance with a determination that the first swipe gesture is in a first 

direction, the displayed first user interface is a mini-application-object user interface, wherein 

the mini-application-object user interface includes one or more mini-application objects that 

each provide a subset of functions of a corresponding application without launching the 

corresponding application; and, in accordance with a determination that the first swipe 

gesture is in a second direction that is opposite the first direction, the displayed first user 

interface is a control panel user interface, wherein the control panel user interface includes 

one or more device controls for controlling one or more device functions of the device. 

[0012] In accordance with some embodiments, an electronic device includes a 

display, a touch-sensitive surface, optionally one or more sensors to detect intensities of 

contacts with the touch-sensitive surface, optionally one or more tactile output generators, 

one or more processors, and memory storing one or more programs; the one or more 

programs are configured to be executed by the one or more processors and the one or more 

programs include instructions for performing or causing performance of the operations of any 

of the methods described herein. In accordance with some embodiments, a computer readable 

storage medium has stored therein instructions, which, when executed by an electronic device 

with a display, a touch-sensitive surface, optionally one or more sensors to detect intensities 

of contacts with the touch-sensitive surface, and optionally one or more tactile output 

generators, cause the device to perform or cause performance of the operations of any of the 

methods described herein. In accordance with some embodiments, a graphical user interface 

on an electronic device with a display, a touch-sensitive surface, optionally one or more 

sensors to detect intensities of contacts with the touch-sensitive surface, optionally one or 

more tactile output generators, a memory, and one or more processors to execute one or more 

programs stored in the memory includes one or more of the elements displayed in any of the 

methods described herein, which are updated in response to inputs, as described in any of the 

methods described herein. In accordance with some embodiments, an electronic device 

includes: a display, a touch-sensitive surface, optionally one or more sensors to detect 
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intensities of contacts with the touch-sensitive surface, and optionally one or more tactile 

output generators; and means for performing or causing performance of the operations of any 

of the methods described herein. In accordance with some embodiments, an information 

processing apparatus, for use in an electronic device with a display, a touch-sensitive surface, 

optionally one or more sensors to detect intensities of contacts with the touch-sensitive 

surface, and optionally one or more tactile output generators, includes means for performing 

or causing performance of the operations of any of the methods described herein. 

[0013] Thus, electronic devices with displays, touch-sensitive surfaces, optionally one 

or more sensors to detect intensities of contacts with the touch-sensitive surface, optionally 

one or more tactile output generators, optionally one or more device orientation sensors, are 

provided with improved interfaces for accessing notifications and improved navigation to and 

from such interfaces, thereby increasing the effectiveness, efficiency, and user satisfaction 

with such devices. Such methods and interfaces may complement or replace conventional 

methods for providing accessing notifications. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0014] For a better understanding of the various described embodiments, reference 

should be made to the Description of Embodiments below, in conjunction with the following 

drawings in which like reference numerals refer to corresponding parts throughout the 

figures. 

[0015] Figure IA is a block diagram illustrating a portable multifunction device with 

a touch-sensitive display, in accordance with some embodiments. 

[0016] Figure lB is a block diagram illustrating example components for event 

handling, in accordance with some embodiments. 

[0017] Figure 1 C is a block diagram illustrating a tactile output module, in 

accordance with some embodiments. 

[0018] Figure 2 illustrates a portable multifunction device having a touch screen, in 

accordance with some embodiments. 

[0019] Figure 3 is a block diagram of an example multifunction device with a display 

and a touch-sensitive surface, in accordance with some embodiments. 

[0020] Figure 4A illustrates an example user interface for a menu of applications on a 

portable multifunction device, in accordance with some embodiments. 
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[0021] Figure 4B illustrates an example user interface for a multifunction device with 

a touch-sensitive surface that is separate from the display, in accordance with some 

embodiments. 

[0022] Figures 4C-4E illustrate examples of dynamic intensity thresholds, in 

accordance with some embodiments. 

[0023] Figures 5Al-5A4, 5B-5EB, 5EC1-5EC4, 5ED-5HR illustrate example user 

interfaces for providing access to notifications on a cover sheet user interface in accordance 

with some embodiments. 

[0024] Figures 6A-6G are flow diagrams of a process for clearing sets of 

notifications, in accordance with some embodiments. 

[0025] Figures 7 A-7E are flow diagrams of a process for displaying notification 

history, in accordance with some embodiments. 

[0026] Figures 8A-8C are flow diagrams of a process for displaying updating 

information from an application in a floating banner, in accordance with some embodiments. 

[0027] Figures 9A-9C are flow diagrams of a process for navigation using a cover 

sheet, in accordance with some embodiments. 

DESCRIPTION OF EMBODIMENTS 

[0028] A number of different approaches for navigating to, displaying, and/or 

interacting with notification content and user interfaces that display notifications are 

described herein. Using one or more of these approaches ( optionally in conjunction with each 

other) reduces the number, extent, and/or nature of the inputs from a user and provides a 

more efficient human-machine interface. For battery-operated devices, these improvements 

conserve power and increase the time between battery charges. These approaches describe 

improved methods for: 

• clearing individual notifications and clearing sets of notifications; 

• displaying notification history; 

• displaying updating information from an application in a floating banner; and 

• navigating from a user interface that displays notifications to adjacent user 

interfaces that display device controls and/or application controls. 
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[0029] The methods, devices, and Gills described herein display notifications on a 

cover sheet to present recent information received and/or generated by applications installed 

on a device, which makes the user-device interface more efficient in multiple ways. For 

example, they provide more efficient ways to retain sets of notifications, clear sets of 

notifications, display missed notifications, display previously cleared notifications in a 

notification history, access information from an active mode of an application using a banner 

that is displayed in user interfaces other than the application user interface, and access 

additional user interfaces from a cover sheet user interface. 

[0030] Below, Figures lA-lB, 2, and 3 provide a description of example devices. 

Figures 4A-4B and 5A-5HR illustrate example user interfaces for providing access to 

notifications on a cover sheet user interface. Figures 6A-6G illustrate a flow diagram of a 

method of clearing notifications in accordance with some embodiments. Figures 7 A-7E 

illustrate a flow diagram of a method of displaying notification history in accordance with 

some embodiments. Figures 8A-8C illustrate a flow diagram of a method of displaying 

updating information from an application in a floating banner in accordance with some 

embodiments. Figures 9A-9C illustrate a flow diagram of a method of navigation using a 

cover sheet in accordance with some embodiments. The user interfaces in Figures 5A-5HR 

are used to illustrate the processes in Figures 6A-6G, 7 A-7E, 8A-8C, and 9A-9C. 

EXAMPLE DEVICES 

[0031] Reference will now be made in detail to embodiments, examples of which are 

illustrated in the accompanying drawings. In the following detailed description, numerous 

specific details are set forth in order to provide a thorough understanding of the various 

described embodiments. However, it will be apparent to one of ordinary skill in the art that 

the various described embodiments may be practiced without these specific details. In other 

instances, well-known methods, procedures, components, circuits, and networks have not 

been described in detail so as not to unnecessarily obscure aspects of the embodiments. 

[0032] It will also be understood that, although the terms first, second, etc. are, in 

some instances, used herein to describe various elements, these elements should not be 

limited by these terms. These terms are only used to distinguish one element from another. 

For example, a first contact could be termed a second contact, and, similarly, a second 

contact could be termed a first contact, without departing from the scope of the various 
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described embodiments. The first contact and the second contact are both contacts, but they 

are not the same contact, unless the context clearly indicates otherwise. 

[0033] The terminology used in the description of the various described embodiments 

herein is for the purpose of describing particular embodiments only and is not intended to be 

limiting. As used in the description of the various described embodiments and the appended 

claims, the singular forms "a," "an," and "the" are intended to include the plural forms as 

well, unless the context clearly indicates otherwise. It will also be understood that the term 

"and/or" as used herein refers to and encompasses any and all possible combinations of one 

or more of the associated listed items. It will be further understood that the terms "includes," 

"including," "comprises," and/or "comprising," when used in this specification, specify the 

presence of stated features, integers, steps, operations, elements, and/or components, but do 

not preclude the presence or addition of one or more other features, integers, steps, 

operations, elements, components, and/or groups thereof. 

[0034] As used herein, the term "if' is, optionally, construed to mean "when" or 

"upon" or "in response to determining" or "in response to detecting," depending on the 

context. Similarly, the phrase "if it is determined" or "if [a stated condition or event] is 

detected" is, optionally, construed to mean "upon determining" or "in response to 

determining" or "upon detecting [the stated condition or event]" or "in response to detecting 

[the stated condition or event]," depending on the context. 

[0035] Embodiments of electronic devices, user interfaces for such devices, and 

associated processes for using such devices are described. In some embodiments, the device 

is a portable communications device, such as a mobile telephone, that also contains other 

functions, such as PDA and/or music player functions. Example embodiments of portable 

multifunction devices include, without limitation, the iPhone®, iPod Touch®, and iPad® 

devices from Apple Inc. of Cupertino, California. Other portable electronic devices, such as 

laptops or tablet computers with touch-sensitive surfaces ( e.g., touch-screen displays and/or 

touchpads), are, optionally, used. It should also be understood that, in some embodiments, the 

device is not a portable communications device, but is a desktop computer with a touch­

sensitive surface ( e.g., a touch-screen display and/or a touchpad). 

[0036] In the discussion that follows, an electronic device that includes a display and 

a touch-sensitive surface is described. It should be understood, however, that the electronic 
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device optionally includes one or more other physical user-interface devices, such as a 

physical keyboard, a mouse and/or a joystick. 

[0037] The device typically supports a variety of applications, such as one or more of 

the following: a note taking application, a drawing application, a presentation application, a 

word processing application, a website creation application, a disk authoring application, a 

spreadsheet application, a gaming application, a telephone application, a video conferencing 

application, an e-mail application, an instant messaging application, a workout support 

application, a photo management application, a digital camera application, a digital video 

camera application, a web browsing application, a digital music player application, and/or a 

digital video player application. 

[0038] The various applications that are executed on the device optionally use at least 

one common physical user-interface device, such as the touch-sensitive surface. One or more 

functions of the touch-sensitive surface as well as corresponding information displayed on the 

device are, optionally, adjusted and/or varied from one application to the next and/or within a 

respective application. In this way, a common physical architecture (such as the touch­

sensitive surface) of the device optionally supports the variety of applications with user 

interfaces that are intuitive and transparent to the user. 

[0039] Attention is now directed toward embodiments of portable devices with touch-

sensitive displays. Figure IA is a block diagram illustrating portable multifunction device 

100 with touch-sensitive display system 112 in accordance with some embodiments. Touch­

sensitive display system 112 is sometimes called a "touch screen" for convenience, and is 

sometimes simply called a touch-sensitive display. Device 100 includes memory 102 (which 

optionally includes one or more computer readable storage mediums), memory controller 

122, one or more processing units (CPUs) 120, peripherals interface 118, RF circuitry 108, 

audio circuitry 110, speaker 111, microphone 113, input/output (I/0) subsystem 106, other 

input or control devices 116, and external port 124. Device 100 optionally includes one or 

more optical sensors 164. Device 100 optionally includes one or more intensity sensors 165 

for detecting intensities of contacts on device 100 ( e.g., a touch-sensitive surface such as 

touch-sensitive display system 112 of device 100). Device 100 optionally includes one or 

more tactile output generators 167 for generating tactile outputs on device 100 (e.g., 

generating tactile outputs on a touch-sensitive surface such as touch-sensitive display system 

112 of device 100 or touchpad 355 of device 300). These components optionally 

communicate over one or more communication buses or signal lines 103. 
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[0040] As used in the specification and claims, the term "tactile output" refers to 

physical displacement of a device relative to a previous position of the device, physical 

displacement of a component ( e.g., a touch-sensitive surface) of a device relative to another 

component (e.g., housing) of the device, or displacement of the component relative to a 

center of mass of the device that will be detected by a user with the user's sense of touch. For 

example, in situations where the device or the component of the device is in contact with a 

surface of a user that is sensitive to touch ( e.g., a finger, palm, or other part of a user's hand), 

the tactile output generated by the physical displacement will be interpreted by the user as a 

tactile sensation corresponding to a perceived change in physical characteristics of the device 

or the component of the device. For example, movement of a touch-sensitive surface (e.g., a 

touch-sensitive display or trackpad) is, optionally, interpreted by the user as a "down click" 

or "up click" of a physical actuator button. In some cases, a user will feel a tactile sensation 

such as an "down click" or "up click" even when there is no movement of a physical actuator 

button associated with the touch-sensitive surface that is physically pressed ( e.g., displaced) 

by the user's movements. As another example, movement of the touch-sensitive surface is, 

optionally, interpreted or sensed by the user as "roughness" of the touch-sensitive surface, 

even when there is no change in smoothness of the touch-sensitive surface. While such 

interpretations of touch by a user will be subject to the individualized sensory perceptions of 

the user, there are many sensory perceptions of touch that are common to a large majority of 

users. Thus, when a tactile output is described as corresponding to a particular sensory 

perception of a user ( e.g., an "up click," a "down click," "roughness"), unless otherwise 

stated, the generated tactile output corresponds to physical displacement of the device or a 

component thereof that will generate the described sensory perception for a typical ( or 

average) user. Using tactile outputs to provide haptic feedback to a user enhances the 

operability of the device and makes the user-device interface more efficient (e.g., by helping 

the user to provide proper inputs and reducing user mistakes when operating/interacting with 

the device) which, additionally, reduces power usage and improves battery life of the device 

by enabling the user to use the device more quickly and efficiently. 

[0041] In some embodiments, a tactile output pattern specifies characteristics of a 

tactile output, such as the amplitude of the tactile output, the shape of a movement waveform 

of the tactile output, the frequency of the tactile output, and/or the duration of the tactile 

output. 
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[0042] When tactile outputs with different tactile output patterns are generated by a 

device ( e.g., via one or more tactile output generators that move a moveable mass to generate 

tactile outputs), the tactile outputs may invoke different haptic sensations in a user holding or 

touching the device. While the sensation of the user is based on the user's perception of the 

tactile output, most users will be able to identify changes in waveform, frequency, and 

amplitude of tactile outputs generated by the device. Thus, the waveform, frequency and 

amplitude can be adjusted to indicate to the user that different operations have been 

performed. As such, tactile outputs with tactile output patterns that are designed, selected, 

and/or engineered to simulate characteristics ( e.g., size, material, weight, stiffness, 

smoothness, etc.); behaviors ( e.g., oscillation, displacement, acceleration, rotation, expansion, 

etc.); and/or interactions (e.g., collision, adhesion, repulsion, attraction, friction, etc.) of 

objects in a given environment (e.g., a user interface that includes graphical features and 

objects, a simulated physical environment with virtual boundaries and virtual objects, a real 

physical environment with physical boundaries and physical objects, and/or a combination of 

any of the above) will, in some circumstances, provide helpful feedback to users that reduces 

input errors and increases the efficiency of the user's operation of the device. Additionally, 

tactile outputs are, optionally, generated to correspond to feedback that is unrelated to a 

simulated physical characteristic, such as an input threshold or a selection of an object. Such 

tactile outputs will, in some circumstances, provide helpful feedback to users that reduces 

input errors and increases the efficiency of the user's operation of the device. 

[0043] In some embodiments, a tactile output with a suitable tactile output pattern 

serves as a cue for the occurrence of an event of interest in a user interface or behind the 

scenes in a device. Examples of the events of interest include activation of an affordance 

( e.g., a real or virtual button, or toggle switch) provided on the device or in a user interface, 

success or failure of a requested operation, reaching or crossing a boundary in a user 

interface, entry into a new state, switching of input focus between objects, activation of a new 

mode, reaching or crossing an input threshold, detection or recognition of a type of input or 

gesture, etc. In some embodiments, tactile outputs are provided to serve as a warning or an 

alert for an impending event or outcome that would occur unless a redirection or interruption 

input is timely detected. Tactile outputs are also used in other contexts to enrich the user 

experience, improve the accessibility of the device to users with visual or motor difficulties 

or other accessibility needs, and/or improve efficiency and functionality of the user interface 

and/or the device. Tactile outputs are optionally accompanied with audio outputs and/or 
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visible user interface changes, which further enhance a user's experience when the user 

interacts with a user interface and/or the device, and facilitate better conveyance of 

information regarding the state of the user interface and/or the device, and which reduce input 

errors and increase the efficiency of the user's operation of the device. 

[0044] It should be appreciated that device 100 is only one example of a portable 

multifunction device, and that device 100 optionally has more or fewer components than 

shown, optionally combines two or more components, or optionally has a different 

configuration or arrangement of the components. The various components shown in Figure 

IA are implemented in hardware, software, firmware, or a combination thereof, including one 

or more signal processing and/or application specific integrated circuits. 

[0045] Memory 102 optionally includes high-speed random access memory and 

optionally also includes non-volatile memory, such as one or more magnetic disk storage 

devices, flash memory devices, or other non-volatile solid-state memory devices. Access to 

memory 102 by other components of device 100, such as CPU(s) 120 and the peripherals 

interface 118, is, optionally, controlled by memory controller 122. 

[0046] Peripherals interface 118 can be used to couple input and output peripherals of 

the device to CPU(s) 120 and memory 102. The one or more processors 120 run or execute 

various software programs and/or sets of instructions stored in memory 102 to perform 

various functions for device 100 and to process data. 

[0047] In some embodiments, peripherals interface 118, CPU(s) 120, and memory 

controller 122 are, optionally, implemented on a single chip, such as chip 104. In some other 

embodiments, they are, optionally, implemented on separate chips. 

[0048] RF (radio frequency) circuitry 108 receives and sends RF signals, also called 

electromagnetic signals. RF circuitry 108 converts electrical signals to/from electromagnetic 

signals and communicates with communications networks and other communications devices 

via the electromagnetic signals. RF circuitry 108 optionally includes well-known circuitry for 

performing these functions, including but not limited to an antenna system, an RF transceiver, 

one or more amplifiers, a tuner, one or more oscillators, a digital signal processor, a CODEC 

chipset, a subscriber identity module (SIM) card, memory, and so forth. RF circuitry 108 

optionally communicates with networks, such as the Internet, also referred to as the World 

Wide Web (WWW), an intranet and/or a wireless network, such as a cellular telephone 

network, a wireless local area network (LAN) and/or a metropolitan area network (MAN), 
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and other devices by wireless communication. The wireless communication optionally uses 

any of a plurality of communications standards, protocols and technologies, including but not 

limited to Global System for Mobile Communications (GSM), Enhanced Data GSM 

Environment (EDGE), high-speed downlink packet access (HSDP A), high-speed uplink 

packet access (HSUPA), Evolution, Data-Only (EV-DO), HSPA, HSPA+, Dual-Cell HSPA 

(DC-HSPA), long term evolution (LTE), near field communication (NFC), wideband code 

division multiple access (W-CDJVIA), code division multiple access (CDMA), time division 

multiple access (TDMA), Bluetooth, Wireless Fidelity (Wi-Fi) (e.g., IEEE 802.1 la, IEEE 

802.1 lac, IEEE 802.1 lax, IEEE 802.1 lb, IEEE 802.1 lg and/or IEEE 802.1 ln), voice over 

Internet Protocol (VoIP), Wi-MAX, a protocol for e-mail (e.g., Internet message access 

protocol (IMAP) and/or post office protocol (POP)), instant messaging ( e.g., extensible 

messaging and presence protocol (XMPP), Session Initiation Protocol for Instant Messaging 

and Presence Leveraging Extensions (SIJVIPLE), Instant Messaging and Presence Service 

(IMPS)), and/or Short 1\tiessage Service (SMS), or any other suitable communication 

protocol, including communication protocols not yet developed as of the filing date of this 

document. 

[0049] Audio circuitry 110, speaker 111, and microphone 113 provide an audio 

interface between a user and device 100. Audio circuitry 110 receives audio data from 

peripherals interface 118, converts the audio data to an electrical signal, and transmits the 

electrical signal to speaker 111. Speaker 111 converts the electrical signal to human-audible 

sound waves. Audio circuitry 110 also receives electrical signals converted by microphone 

113 from sound waves. Audio circuitry 110 converts the electrical signal to audio data and 

transmits the audio data to peripherals interface 118 for processing. Audio data is, optionally, 

retrieved from and/or transmitted to memory 102 and/or RF circuitry 108 by peripherals 

interface 118. In some embodiments, audio circuitry 110 also includes a headset jack (e.g., 

212, Figure 2). The headset jack provides an interface between audio circuitry 110 and 

removable audio input/output peripherals, such as output-only headphones or a headset with 

both output (e.g., a headphone for one or both ears) and input (e.g., a microphone). 

[0050] I/O subsystem 106 couples input/output peripherals on device 100, such as 

touch-sensitive display system 112 and other input or control devices 116, with peripherals 

interface 118. I/O subsystem 106 optionally includes display controller 156, optical sensor 

controller 158, intensity sensor controller 159, haptic feedback controller 161, and one or 

more input controllers 160 for other input or control devices. The one or more input 
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controllers 160 receive/send electrical signals from/to other input or control devices 116. The 

other input or control devices 116 optionally include physical buttons (e.g., push buttons, 

rocker buttons, etc.), dials, slider switches, joysticks, click wheels, and so forth. In some 

alternate embodiments, input controller(s) 160 are, optionally, coupled with any (or none) of 

the following: a keyboard, infrared port, USB port, stylus, and/or a pointer device such as a 

mouse. The one or more buttons (e.g., 208, Figure 2) optionally include an up/down button 

for volume control of speaker 111 and/or microphone 113. The one or more buttons 

optionally include a push button ( e.g., 206, Figure 2). 

[0051] Touch-sensitive display system 112 provides an input interface and an output 

interface between the device and a user. Display controller 156 receives and/or sends 

electrical signals from/to touch-sensitive display system 112. Touch-sensitive display system 

112 displays visual output to the user. The visual output optionally includes graphics, text, 

icons, video, and any combination thereof (collectively termed "graphics"). In some 

embodiments, some or all of the visual output corresponds to user interface objects. As used 

herein, the term "affordance" refers to a user-interactive graphical user interface object (e.g., 

a graphical user interface object that is configured to respond to inputs directed toward the 

graphical user interface object). Examples of user-interactive graphical user interface objects 

include, without limitation, a button, slider, icon, selectable menu item, switch, hyperlink, or 

other user interface control. 

[0052] Touch-sensitive display system 112 has a touch-sensitive surface, sensor or set 

of sensors that accepts input from the user based on haptic and/or tactile contact. Touch­

sensitive display system 112 and display controller 156 (along with any associated modules 

and/or sets of instructions in memory 102) detect contact (and any movement or breaking of 

the contact) on touch-sensitive display system 112 and converts the detected contact into 

interaction with user-interface objects (e.g., one or more soft keys, icons, web pages or 

images) that are displayed on touch-sensitive display system 112. In some embodiments, a 

point of contact between touch-sensitive display system 112 and the user corresponds to a 

finger of the user or a stylus. 

[0053] Touch-sensitive display system 112 optionally uses LCD (liquid crystal 

display) technology, LPD (light emitting polymer display) technology, or LED (light emitting 

diode) technology, although other display technologies are used in other embodiments. 

Touch-sensitive display system 112 and display controller 156 optionally detect contact and 

any movement or breaking thereof using any of a plurality of touch sensing technologies now 
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known or later developed, including but not limited to capacitive, resistive, infrared, and 

surface acoustic wave technologies, as well as other proximity sensor arrays or other 

elements for determining one or more points of contact with touch-sensitive display system 

112. In some embodiments, projected mutual capacitance sensing technology is used, such as 

that found in the iPhone®, iPod Touch®, and iPad® from Apple Inc. of Cupertino, 

California. 

[0054] Touch-sensitive display system 112 optionally has a video resolution in excess 

of 100 dpi. In some embodiments, the touch screen video resolution is in excess of 400 dpi 

( e.g., 500 dpi, 800 dpi, or greater). The user optionally makes contact with touch-sensitive 

display system 112 using any suitable object or appendage, such as a stylus, a finger, and so 

forth. In some embodiments, the user interface is designed to work with finger-based contacts 

and gestures, which can be less precise than stylus-based input due to the larger area of 

contact of a finger on the touch screen. In some embodiments, the device translates the rough 

finger-based input into a precise pointer/cursor position or command for performing the 

actions desired by the user. 

[0055] In some embodiments, in addition to the touch screen, device 100 optionally 

includes a touchpad (not shown) for activating or deactivating particular functions. In some 

embodiments, the touchpad is a touch-sensitive area of the device that, unlike the touch 

screen, does not display visual output. The touchpad is, optionally, a touch-sensitive surface 

that is separate from touch-sensitive display system 112 or an extension of the touch-sensitive 

surface formed by the touch screen. 

[0056] Device 100 also includes power system 162 for powering the various 

components. Power system 162 optionally includes a power management system, one or 

more power sources (e.g., battery, alternating current (AC)), a recharging system, a power 

failure detection circuit, a power converter or inverter, a power status indicator ( e.g., a light­

emitting diode (LED)) and any other components associated with the generation, 

management and distribution of power in portable devices. 

[0057] Device 100 optionally also includes one or more optical sensors 164. Figure 

lA shows an optical sensor coupled with optical sensor controller 158 in I/0 subsystem 106. 

Optical sensor(s) 164 optionally include charge-coupled device (CCD) or complementary 

metal-oxide semiconductor (CMOS) phototransistors. Optical sensor(s) 164 receive light 

from the environment, projected through one or more lens, and converts the light to data 
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representing an image. In conjunction with imaging module 143 (also called a camera 

module), optical sensor(s) 164 optionally capture still images and/or video. In some 

embodiments, an optical sensor is located on the back of device 100, opposite touch-sensitive 

display system 112 on the front of the device, so that the touch screen is enabled for use as a 

viewfinder for still and/or video image acquisition. In some embodiments, another optical 

sensor is located on the front of the device so that the user's image is obtained (e.g., for 

selfies, for videoconferencing while the user views the other video conference participants on 

the touch screen, etc.). 

[0058] Device 100 optionally also includes one or more contact intensity sensors 165. 

Figure IA shows a contact intensity sensor coupled with intensity sensor controller 159 in I/O 

subsystem 106. Contact intensity sensor(s) 165 optionally include one or more piezoresistive 

strain gauges, capacitive force sensors, electric force sensors, piezoelectric force sensors, 

optical force sensors, capacitive touch-sensitive surfaces, or other intensity sensors (e.g., 

sensors used to measure the force ( or pressure) of a contact on a touch-sensitive surface). 

Contact intensity sensor(s) 165 receive contact intensity information (e.g., pressure 

information or a proxy for pressure information) from the environment. In some 

embodiments, at least one contact intensity sensor is collocated with, or proximate to, a 

touch-sensitive surface ( e.g., touch-sensitive display system 112). In some embodiments, at 

least one contact intensity sensor is located on the back of device 100, opposite touch-screen 

display system 112 which is located on the front of device 100. 

[0059] Device 100 optionally also includes one or more proximity sensors 166. 

Figure IA shows proximity sensor 166 coupled with peripherals interface 118. Alternately, 

proximity sensor 166 is coupled with input controller 160 in I/O subsystem 106. In some 

embodiments, the proximity sensor turns off and disables touch-sensitive display system 112 

when the multifunction device is placed near the user's ear ( e.g., when the user is making a 

phone call). 

[0060] Device 100 optionally also includes one or more tactile output generators 167. 

Figure IA shows a tactile output generator coupled with haptic feedback controller 161 in I/O 

subsystem 106. In some embodiments, tactile output generator(s) 167 include one or more 

electroacoustic devices such as speakers or other audio components and/or electromechanical 

devices that convert energy into linear motion such as a motor, solenoid, electroactive 

polymer, piezoelectric actuator, electrostatic actuator, or other tactile output generating 

component (e.g., a component that converts electrical signals into tactile outputs on the 
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device). Tactile output generator(s) 167 receive tactile feedback generation instructions from 

haptic feedback module 133 and generates tactile outputs on device 100 that are capable of 

being sensed by a user of device 100. In some embodiments, at least one tactile output 

generator is collocated with, or proximate to, a touch-sensitive surface ( e.g., touch-sensitive 

display system 112) and, optionally, generates a tactile output by moving the touch-sensitive 

surface vertically (e.g., in/out of a surface of device 100) or laterally (e.g., back and forth in 

the same plane as a surface of device I 00). In some embodiments, at least one tactile output 

generator sensor is located on the back of device 100, opposite touch-sensitive display system 

112, which is located on the front of device I 00. 

[0061] Device 100 optionally also includes one or more accelerometers 168. Figure 

IA shows accelerometer 168 coupled with peripherals interface 118. Alternately, 

accelerometer 168 is, optionally, coupled with an input controller 160 in I/O subsystem 106. 

In some embodiments, information is displayed on the touch-screen display in a portrait view 

or a landscape view based on an analysis of data received from the one or more 

accelerometers. Device 100 optionally includes, in addition to accelerometer(s) 168, a 

magnetometer (not shown) and a GPS (or GLONASS or other global navigation system) 

receiver (not shown) for obtaining information concerning the location and orientation (e.g., 

portrait or landscape) of device 100. 

[0062] In some embodiments, the software components stored in memory I 02 include 

operating system 126, communication module (or set of instructions) 128, contact/motion 

module (or set of instructions) 130, graphics module (or set of instructions) 132, haptic 

feedback module (or set of instructions) 133, text input module (or set of instructions) 134, 

Global Positioning System (GPS) module (or set of instructions) 135, and applications (or 

sets of instructions) 136. Furthermore, in some embodiments, memory 102 stores 

device/global internal state 157, as shown in Figures IA and 3. Device/global internal state 

157 includes one or more of: active application state, indicating which applications, if any, 

are currently active; display state, indicating what applications, views or other information 

occupy various regions of touch-sensitive display system 112; sensor state, including 

information obtained from the device's various sensors and other input or control devices 

116; and location and/or positional information concerning the device's location and/or 

attitude. 

[0063] Operating system 126 (e.g., iOS, Darwin, RTXC, LINUX, UNIX, OS X, 

WINDOWS, or an embedded operating system such as VxWorks) includes various software 
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components and/or drivers for controlling and managing general system tasks ( e.g., memory 

management, storage device control, power management, etc.) and facilitates communication 

between various hardware and software components. 

[0064] Communication module 128 facilitates communication with other devices 

over one or more external ports 124 and also includes various software components for 

handling data received by RF circuitry 108 and/or external port 124. External port 124 (e.g., 

Universal Serial Bus (USB), FIREWIRE, etc.) is adapted for coupling directly to other 

devices or indirectly over a network (e.g., the Internet, wireless LAN, etc.). In some 

embodiments, the external port is a multi-pin (e.g., 30-pin) connector that is the same as, or 

similar to and/or compatible with the 30-pin connector used in some iPhone®, iPod Touch®, 

and iPad® devices from Apple Inc. of Cupertino, California. In some embodiments, the 

external port is a Lightning connector that is the same as, or similar to and/or compatible with 

the Lightning connector used in some iPhone®, iPod Touch®, and iPad® devices from 

Apple Inc. of Cupertino, California. 

[0065] Contact/motion module 130 optionally detects contact with touch-sensitive 

display system 112 (in conjunction with display controller 156) and other touch-sensitive 

devices ( e.g., a touch pad or physical click wheel). Contact/motion module 130 includes 

various software components for performing various operations related to detection of 

contact (e.g., by a finger or by a stylus), such as determining if contact has occurred (e.g., 

detecting a finger-down event), determining an intensity of the contact (e.g., the force or 

pressure of the contact or a substitute for the force or pressure of the contact), determining if 

there is movement of the contact and tracking the movement across the touch-sensitive 

surface (e.g., detecting one or more finger-dragging events), and determining if the contact 

has ceased ( e.g., detecting a finger-up event or a break in contact). Contact/motion module 

130 receives contact data from the touch-sensitive surface. Determining movement of the 

point of contact, which is represented by a series of contact data, optionally includes 

determining speed (magnitude), velocity (magnitude and direction), and/or an acceleration (a 

change in magnitude and/or direction) of the point of contact. These operations are, 

optionally, applied to single contacts (e.g., one finger contacts or stylus contacts) or to 

multiple simultaneous contacts ( e.g., "multitouch" /multiple finger contacts). In some 

embodiments, contact/motion module 130 and display controller 156 detect contact on a 

touch pad. 
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[0066] Contact/motion module 130 optionally detects a gesture input by a user. 

Different gestures on the touch-sensitive surface have different contact patterns (e.g., 

different motions, timings, and/or intensities of detected contacts). Thus, a gesture is, 

optionally, detected by detecting a particular contact pattern. For example, detecting a finger 

tap gesture includes detecting a finger-down event followed by detecting a finger-up (lift off) 

event at the same position (or substantially the same position) as the finger-down event (e.g., 

at the position of an icon). As another example, detecting a finger swipe gesture on the touch­

sensitive surface includes detecting a finger-down event followed by detecting one or more 

finger-dragging events, and subsequently followed by detecting a finger-up (lift off) event. 

Similarly, tap, swipe, drag, and other gestures are optionally detected for a stylus by detecting 

a particular contact pattern for the stylus. 

[0067] In some embodiments, detecting a finger tap gesture depends on the length of 

time between detecting the finger-down event and the finger-up event, but is independent of 

the intensity of the finger contact between detecting the finger-down event and the finger-up 

event. In some embodiments, a tap gesture is detected in accordance with a determination that 

the length of time between the finger-down event and the finger-up event is less than a 

predetermined value (e.g., less than 0.1, 0.2, 0.3, 0.4 or 0.5 seconds), independent of whether 

the intensity of the finger contact during the tap meets a given intensity threshold (greater 

than a nominal contact-detection intensity threshold), such as a light press or deep press 

intensity threshold. Thus, a finger tap gesture can satisfy particular input criteria that do not 

require that the characteristic intensity of a contact satisfy a given intensity threshold in order 

for the particular input criteria to be met. For clarity, the finger contact in a tap gesture 

typically needs to satisfy a nominal contact-detection intensity threshold, below which the 

contact is not detected, in order for the finger-down event to be detected. A similar analysis 

applies to detecting a tap gesture by a stylus or other contact. In cases where the device is 

capable of detecting a finger or stylus contact hovering over a touch sensitive surface, the 

nominal contact-detection intensity threshold optionally does not correspond to physical 

contact between the finger or stylus and the touch sensitive surface. 

[0068] The same concepts apply in an analogous manner to other types of gestures. 

For example, a swipe gesture, a pinch gesture, a depinch gesture, and/or a long press gesture 

are optionally detected based on the satisfaction of criteria that are either independent of 

intensities of contacts included in the gesture, or do not require that contact(s) that perform 

the gesture reach intensity thresholds in order to be recognized. For example, a swipe gesture 
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is detected based on an amount of movement of one or more contacts; a pinch gesture is 

detected based on movement of two or more contacts towards each other; a depinch gesture is 

detected based on movement of two or more contacts away from each other; and a long press 

gesture is detected based on a duration of the contact on the touch-sensitive surface with less 

than a threshold amount of movement. As such, the statement that particular gesture 

recognition criteria do not require that the intensity of the contact(s) meet a respective 

intensity threshold in order for the particular gesture recognition criteria to be met means that 

the particular gesture recognition criteria are capable of being satisfied if the contact(s) in the 

gesture do not reach the respective intensity threshold, and are also capable of being satisfied 

in circumstances where one or more of the contacts in the gesture do reach or exceed the 

respective intensity threshold. In some embodiments, a tap gesture is detected based on a 

determination that the finger-down and finger-up event are detected within a predefined time 

period, without regard to whether the contact is above or below the respective intensity 

threshold during the predefined time period, and a swipe gesture is detected based on a 

determination that the contact movement is greater than a predefined magnitude, even if the 

contact is above the respective intensity threshold at the end of the contact movement. Even 

in implementations where detection of a gesture is influenced by the intensity of contacts 

performing the gesture ( e.g., the device detects a long press more quickly when the intensity 

of the contact is above an intensity threshold or delays detection of a tap input when the 

intensity of the contact is higher), the detection of those gestures does not require that the 

contacts reach a particular intensity threshold so long as the criteria for recognizing the 

gesture can be met in circumstances where the contact does not reach the particular intensity 

threshold (e.g., even if the amount of time that it takes to recognize the gesture changes). 

[0069] Contact intensity thresholds, duration thresholds, and movement thresholds 

are, in some circumstances, combined in a variety of different combinations in order to create 

heuristics for distinguishing two or more different gestures directed to the same input element 

or region so that multiple different interactions with the same input element are enabled to 

provide a richer set of user interactions and responses. The statement that a particular set of 

gesture recognition criteria do not require that the intensity of the contact(s) meet a respective 

intensity threshold in order for the particular gesture recognition criteria to be met does not 

preclude the concurrent evaluation of other intensity-dependent gesture recognition criteria to 

identify other gestures that do have a criteria that is met when a gesture includes a contact 

with an intensity above the respective intensity threshold. For example, in some 
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circumstances, first gesture recognition criteria for a first gesture - which do not require that 

the intensity of the contact(s) meet a respective intensity threshold in order for the first 

gesture recognition criteria to be met - are in competition with second gesture recognition 

criteria for a second gesture - which are dependent on the contact(s) reaching the respective 

intensity threshold. In such competitions, the gesture is, optionally, not recognized as meeting 

the first gesture recognition criteria for the first gesture if the second gesture recognition 

criteria for the second gesture are met first. For example, if a contact reaches the respective 

intensity threshold before the contact moves by a predefined amount of movement, a deep 

press gesture is detected rather than a swipe gesture. Conversely, if the contact moves by the 

predefined amount of movement before the contact reaches the respective intensity threshold, 

a swipe gesture is detected rather than a deep press gesture. Even in such circumstances, the 

first gesture recognition criteria for the first gesture still do not require that the intensity of the 

contact(s) meet a respective intensity threshold in order for the first gesture recognition 

criteria to be met because if the contact stayed below the respective intensity threshold until 

an end of the gesture ( e.g., a swipe gesture with a contact that does not increase to an 

intensity above the respective intensity threshold), the gesture would have been recognized 

by the first gesture recognition criteria as a swipe gesture. As such, particular gesture 

recognition criteria that do not require that the intensity of the contact(s) meet a respective 

intensity threshold in order for the particular gesture recognition criteria to be met will (A) in 

some circumstances ignore the intensity of the contact with respect to the intensity threshold 

(e.g. for a tap gesture) and/or (B) in some circumstances still be dependent on the intensity of 

the contact with respect to the intensity threshold in the sense that the particular gesture 

recognition criteria (e.g., for a long press gesture) will fail if a competing set ofintensity­

dependent gesture recognition criteria ( e.g., for a deep press gesture) recognize an input as 

corresponding to an intensity-dependent gesture before the particular gesture recognition 

criteria recognize a gesture corresponding to the input ( e.g., for a long press gesture that is 

competing with a deep press gesture for recognition). 

[0070] Graphics module 132 includes various known software components for 

rendering and displaying graphics on touch-sensitive display system 112 or other display, 

including components for changing the visual impact (e.g., brightness, transparency, 

saturation, contrast or other visual property) of graphics that are displayed. As used herein, 

the term "graphics" includes any object that can be displayed to a user, including without 
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limitation text, web pages, icons (such as user-interface objects including soft keys), digital 

images, videos, animations and the like. 

[0071] In some embodiments, graphics module 132 stores data representing graphics 

to be used. Each graphic is, optionally, assigned a corresponding code. Graphics module 132 

receives, from applications etc., one or more codes specifying graphics to be displayed along 

with, if necessary, coordinate data and other graphic property data, and then generates screen 

image data to output to display controller 156. 

[0072] Haptic feedback module 133 includes various software components for 

generating instructions (e.g., instructions used by haptic feedback controller 161) to produce 

tactile outputs using tactile output generator(s) 167 at one or more locations on device 100 in 

response to user interactions with device 100. 

[0073] Text input module 134, which is, optionally, a component of graphics module 

132, provides soft keyboards for entering text in various applications (e.g., contacts 137, 

e-mail 140, IM 141, browser 147, and any other application that needs text input). 

[0074] GPS module 135 determines the location of the device and provides this 

information for use in various applications (e.g., to telephone 138 for use in location-based 

dialing, to camera 143 as picture/video metadata, and to applications that provide location­

based services such as weather mini applications, local yellow page mini applications, and 

map/navigation mini applications). 

[0075] Applications 136 optionally include the following modules ( or sets of 

instructions), or a subset or superset thereof: 

• contacts module 137 (sometimes called an address book or contact list); 

• telephone module 138; 

• video conferencing module 139; 

• e-mail client module 140; 

• instant messaging (IM) module 141; 

• workout support module 142; 

• camera module 143 for still and/or video images; 

• image management module 144; 

• browser module 147; 
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• calendar module 148; 

• mini application modules 149, which optionally include one or more of: weather mini 

application 149-1, stocks mini application 149-2, calculator mini application 149-3, 

alarm clock mini application 149-4, dictionary mini application 149-5, and other mini 

applications obtained by the user, as well as user-created mini applications 149-6; 

• mini application creator module 150 for making user-created mini applications 149-6; 

• search module 151; 

• video and music player module 152, which is, optionally, made up of a video player 

module and a music player module; 

• notes module 153; 

• map module 154; and/or 

• online video module 155. 

[0076] Examples of other applications 136 that are, optionally, stored in memory 102 

include other word processing applications, other image editing applications, drawing 

applications, presentation applications, JAVA-enabled applications, encryption, digital rights 

management, voice recognition, and voice replication. 

[0077] In conjunction with touch-sensitive display system 112, display controller 156, 

contact module 130, graphics module 132, and text input module 134, contacts module 137 

includes executable instructions to manage an address book or contact list ( e.g., stored in 

application internal state 192 of contacts module 137 in memory 102 or memory 370), 

including: adding name(s) to the address book; deleting name(s) from the address book; 

associating telephone number(s), e-mail address(es), physical address(es) or other 

information with a name; associating an image with a name; categorizing and sorting names; 

providing telephone numbers and/or e-mail addresses to initiate and/or facilitate 

communications by telephone 138, video conference 139, e-mail 140, or IM: 141; and so 

forth. 

[0078] In conjunction with RF circuitry 108, audio circuitry 110, speaker 111, 

microphone 113, touch-sensitive display system 112, display controller 156, contact module 

130, graphics module 132, and text input module 134, telephone module 138 includes 

executable instructions to enter a sequence of characters corresponding to a telephone 

number, access one or more telephone numbers in address book 137, modify a telephone 
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number that has been entered, dial a respective telephone number, conduct a conversation and 

disconnect or hang up when the conversation is completed. As noted above, the wireless 

communication optionally uses any of a plurality of communications standards, protocols and 

technologies. 

[0079] In conjunction with RF circuitry 108, audio circuitry 110, speaker 111, 

microphone 113, touch-sensitive display system 112, display controller 156, optical sensor(s) 

164, optical sensor controller 158, contact module 130, graphics module 132, text input 

module 134, contact list 137, and telephone module 138, videoconferencing module 139 

includes executable instructions to initiate, conduct, and terminate a video conference 

between a user and one or more other participants in accordance with user instructions. 

[0080] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display controller 156, contact module 130, graphics module 132, and text input module 134, 

e-mail client module 140 includes executable instructions to create, send, receive, and 

manage e-mail in response to user instructions. In conjunction with image management 

module 144, e-mail client module 140 makes it very easy to create and send e-mails with still 

or video images taken with camera module 143. 

[0081] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display controller 156, contact module 130, graphics module 132, and text input module 134, 

the instant messaging module 141 includes executable instructions to enter a sequence of 

characters corresponding to an instant message, to modify previously entered characters, to 

transmit a respective instant message (for example, using a Short lVIessage Service (SMS) or 

Multimedia Message Service (lVIMS) protocol for telephony-based instant messages or using 

X1\r1PP, SIMPLE, Apple Push Notification Service (APNs) or IMPS for Internet-based instant 

messages), to receive instant messages, and to view received instant messages. In some 

embodiments, transmitted and/or received instant messages optionally include graphics, 

photos, audio files, video files and/or other attachments as are supported in a MMS and/or an 

Enhanced Messaging Service (EMS). As used herein, "instant messaging" refers to both 

telephony-based messages (e.g., messages sent using SMS or MMS) and Internet-based 

messages (e.g., messages sent using XMPP, SIMPLE, APNs, or IMPS). 

[0082] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display controller 156, contact module 130, graphics module 132, text input module 134, 

GPS module 135, map module 154, and video and music player module 152, workout 
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support module 142 includes executable instructions to create workouts (e.g., with time, 

distance, and/or calorie burning goals); communicate with workout sensors (in sports devices 

and smart watches); receive workout sensor data; calibrate sensors used to monitor a 

workout; select and play music for a workout; and display, store and transmit workout data. 

[0083] In conjunction with touch-sensitive display system 112, display controller 156, 

optical sensor(s) 164, optical sensor controller 158, contact module 130, graphics module 

132, and image management module 144, camera module 143 includes executable 

instructions to capture still images or video (including a video stream) and store them into 

memory 102, modify characteristics of a still image or video, and/or delete a still image or 

video from memory 102. 

[0084] In conjunction with touch-sensitive display system 112, display controller 156, 

contact module 130, graphics module 132, text input module 134, and camera module 143, 

image management module 144 includes executable instructions to arrange, modify (e.g., 

edit), or otherwise manipulate, label, delete, present (e.g., in a digital slide show or album), 

and store still and/or video images. 

[0085] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display system controller 156, contact module 130, graphics module 132, and text input 

module 134, browser module 147 includes executable instructions to browse the Internet in 

accordance with user instructions, including searching, linking to, receiving, and displaying 

web pages or portions thereof, as well as attachments and other files linked to web pages. 

[0086] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display system controller 156, contact module 130, graphics module 132, text input module 

134, e-mail client module 140, and browser module 147, calendar module 148 includes 

executable instructions to create, display, modify, and store calendars and data associated 

with calendars (e.g., calendar entries, to do lists, etc.) in accordance with user instructions. 

[0087] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display system controller 156, contact module 130, graphics module 132, text input module 

134, and browser module 147, mini application modules 149 are mini-applications that are, 

optionally, downloaded and used by a user (e.g., weather mini application 149-1, stocks mini 

application 149-2, calculator mini application 149-3, alarm clock mini application 149-4, and 

dictionary mini application 149-5) or created by the user (e.g., user-created mini application 

149-6). In some embodiments, a mini application includes an HTML (Hypertext Markup 
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Language) file, a CSS (Cascading Style Sheets) file, and a JavaScript file. In some 

embodiments, a mini application includes an XML (Extensible Markup Language) file and a 

JavaScript file (e.g., Yahoo! Mini applications). 

[0088] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display system controller 156, contact module 130, graphics module 132, text input module 

134, and browser module 147, the mini application creator module 150 includes executable 

instructions to create mini applications ( e.g., turning a user-specified portion of a web page 

into a mini application). 

[0089] In conjunction with touch-sensitive display system 112, display system 

controller 156, contact module 130, graphics module 132, and text input module 134, search 

module 151 includes executable instructions to search for text, music, sound, image, video, 

and/or other files in memory 102 that match one or more search criteria ( e.g., one or more 

user-specified search terms) in accordance with user instructions. 

[0090] In conjunction with touch-sensitive display system 112, display system 

controller 156, contact module 130, graphics module 132, audio circuitry 110, speaker 111, 

RF circuitry 108, and browser module 147, video and music player module 152 includes 

executable instructions that allow the user to download and play back recorded music and 

other sound files stored in one or more file formats, such as MP3 or AAC files, and 

executable instructions to display, present or otherwise play back videos (e.g., on touch­

sensitive display system 112, or on an external display connected wirelessly or via external 

port 124). In some embodiments, device 100 optionally includes the functionality of an MP3 

player, such as an iPod (trademark of Apple Inc.). 

[0091] In conjunction with touch-sensitive display system 112, display controller 156, 

contact module 130, graphics module 132, and text input module 134, notes module 153 

includes executable instructions to create and manage notes, to do lists, and the like in 

accordance with user instructions. 

[0092] In conjunction with RF circuitry 108, touch-sensitive display system 112, 

display system controller 156, contact module 130, graphics module 132, text input module 

134, GPS module 135, and browser module 147, map module 154 includes executable 

instructions to receive, display, modify, and store maps and data associated with maps (e.g., 

driving directions; data on stores and other points of interest at or near a particular location; 

and other location-based data) in accordance with user instructions. 
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[0093] In conjunction with touch-sensitive display system 112, display system 

controller 156, contact module 130, graphics module 132, audio circuitry 110, speaker 111, 

RF circuitry 108, text input module 134, e-mail client module 140, and browser module 147, 

online video module 155 includes executable instructions that allow the user to access, 

browse, receive (e.g., by streaming and/or download), play back (e.g., on the touch screen 

112, or on an external display connected wirelessly or via external port 124), send an e-mail 

with a link to a particular online video, and otherwise manage online videos in one or more 

file formats, such as H.264. In some embodiments, instant messaging module 141, rather than 

e-mail client module 140, is used to send a link to a particular online video. 

[0094] Each of the above identified modules and applications correspond to a set of 

executable instructions for performing one or more functions described above and the 

methods described in this application ( e.g., the computer-implemented methods and other 

information processing methods described herein). These modules (i.e., sets of instructions) 

need not be implemented as separate software programs, procedures or modules, and thus 

various subsets of these modules are, optionally, combined or otherwise re-arranged in 

various embodiments. In some embodiments, memory 102 optionally stores a subset of the 

modules and data structures identified above. Furthermore, memory 102 optionally stores 

additional modules and data structures not described above. 

[0095] In some embodiments, device 100 is a device where operation of a predefined 

set of functions on the device is performed exclusively through a touch screen and/or a 

touchpad. By using a touch screen and/or a touchpad as the primary input control device for 

operation of device 100, the number of physical input control devices (such as push buttons, 

dials, and the like) on device 100 is, optionally, reduced. 

[0096] The predefined set of functions that are performed exclusively through a touch 

screen and/or a touchpad optionally include navigation between user interfaces. In some 

embodiments, the touchpad, when touched by the user, navigates device 100 to a main, home, 

or root menu from any user interface that is displayed on device 100. In such embodiments, a 

"menu button" is implemented using a touchpad. In some other embodiments, the menu 

button is a physical push button or other physical input control device instead of a touchpad. 

[0097] Figure lB is a block diagram illustrating example components for event 

handling in accordance with some embodiments. In some embodiments, memory 102 (in 

Figures IA) or 370 (Figure 3) includes event sorter 170 (e.g., in operating system 126) and a 
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respective application 136-1 (e.g., any of the aforementioned applications 136, 137-155, 380-

390). 

[0098] Event sorter 170 receives event information and determines the application 

136-1 and application view 191 of application 136-1 to which to deliver the event 

information. Event sorter 170 includes event monitor 171 and event dispatcher module 174. 

In some embodiments, application 136-1 includes application internal state 192, which 

indicates the current application view(s) displayed on touch-sensitive display system 112 

when the application is active or executing. In some embodiments, device/global internal 

state 157 is used by event sorter 170 to determine which application(s) is (are) currently 

active, and application internal state 192 is used by event sorter 170 to determine application 

views 191 to which to deliver event information. 

[0099] In some embodiments, application internal state 192 includes additional 

information, such as one or more of: resume information to be used when application 136-1 

resumes execution, user interface state information that indicates information being displayed 

or that is ready for display by application 136-1, a state queue for enabling the user to go 

back to a prior state or view of application 136-1, and a redo/undo queue of previous actions 

taken by the user. 

[00100] Event monitor 171 receives event information from peripherals interface 118. 

Event information includes information about a sub-event (e.g., a user touch on touch­

sensitive display system 112, as part of a multi-touch gesture). Peripherals interface 118 

transmits information it receives from I/0 subsystem 106 or a sensor, such as proximity 

sensor 166, accelerometer(s) 168, and/or microphone 113 (through audio circuitry 110). 

Information that peripherals interface 118 receives from I/0 subsystem 106 includes 

information from touch-sensitive display system 112 or a touch-sensitive surface. 

[00101] In some embodiments, event monitor 171 sends requests to the peripherals 

interface 118 at predetermined intervals. In response, peripherals interface 118 transmits 

event information. In other embodiments, peripheral interface 118 transmits event 

information only when there is a significant event ( e.g., receiving an input above a 

predetermined noise threshold and/or for more than a predetermined duration). 

[00102] In some embodiments, event sorter 170 also includes a hit view determination 

module 172 and/or an active event recognizer determination module 173. 
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[00103] Hit view determination module 172 provides software procedures for 

determining where a sub-event has taken place within one or more views, when touch­

sensitive display system 112 displays more than one view. Views are made up of controls and 

other elements that a user can see on the display. 

[00104] Another aspect of the user interface associated with an application is a set of 

views, sometimes herein called application views or user interface windows, in which 

information is displayed and touch-based gestures occur. The application views ( of a 

respective application) in which a touch is detected optionally correspond to programmatic 

levels within a programmatic or view hierarchy of the application. For example, the lowest 

level view in which a touch is detected is, optionally, called the hit view, and the set of events 

that are recognized as proper inputs are, optionally, determined based, at least in part, on the 

hit view of the initial touch that begins a touch-based gesture. 

[00105] Hit view determination module 172 receives information related to sub-events 

of a touch-based gesture. When an application has multiple views organized in a hierarchy, 

hit view determination module 172 identifies a hit view as the lowest view in the hierarchy 

which should handle the sub-event. In most circumstances, the hit view is the lowest level 

view in which an initiating sub-event occurs (i.e., the first sub-event in the sequence of sub­

events that form an event or potential event). Once the hit view is identified by the hit view 

determination module, the hit view typically receives all sub-events related to the same touch 

or input source for which it was identified as the hit view. 

[00106] Active event recognizer determination module 173 determines which view or 

views within a view hierarchy should receive a particular sequence of sub-events. In some 

embodiments, active event recognizer determination module 173 determines that only the hit 

view should receive a particular sequence of sub-events. In other embodiments, active event 

recognizer determination module 173 determines that all views that include the physical 

location of a sub-event are actively involved views, and therefore determines that all actively 

involved views should receive a particular sequence of sub-events. In other embodiments, 

even if touch sub-events were entirely confined to the area associated with one particular 

view, views higher in the hierarchy would still remain as actively involved views. 

[00107] Event dispatcher module 174 dispatches the event information to an event 

recognizer (e.g., event recognizer 180). In embodiments including active event recognizer 

determination module 173, event dispatcher module 174 delivers the event information to an 
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event recognizer determined by active event recognizer determination module 173. In some 

embodiments, event dispatcher module 174 stores in an event queue the event information, 

which is retrieved by a respective event receiver module 182. 

[00108] In some embodiments, operating system 126 includes event sorter 170. 

Alternatively, application 136-1 includes event sorter 170. In yet other embodiments, event 

sorter 170 is a stand-alone module, or a part of another module stored in memory 102, such 

as contact/motion module 130. 

[00109] In some embodiments, application 136-1 includes a plurality of event handlers 

190 and one or more application views 191, each of which includes instructions for handling 

touch events that occur within a respective view of the application's user interface. Each 

application view 191 of the application 136-1 includes one or more event recognizers 180. 

Typically, a respective application view 191 includes a plurality of event recognizers 180. In 

other embodiments, one or more of event recognizers 180 are part of a separate module, such 

as a user interface kit (not shown) or a higher level object from which application 136-1 

inherits methods and other properties. In some embodiments, a respective event handler 190 

includes one or more of: data updater 176, object updater 177, GUI updater 178, and/or event 

data 179 received from event sorter 170. Event handler 190 optionally utilizes or calls data 

updater 176, object updater 177 or GUI updater 178 to update the application internal state 

192. Alternatively, one or more of the application views 191 includes one or more respective 

event handlers 190. Also, in some embodiments, one or more of data updater 176, object 

updater 177, and GUI updater 178 are included in a respective application view 191. 

[00110] A respective event recognizer 180 receives event information ( e.g., event data 

179) from event sorter 170, and identifies an event from the event information. Event 

recognizer 180 includes event receiver 182 and event comparator 184. In some embodiments, 

event recognizer 180 also includes at least a subset of: metadata 183, and event delivery 

instructions 188 (which optionally include sub-event delivery instructions). 

[00111] Event receiver 182 receives event information from event sorter 170. The 

event information includes information about a sub-event, for example, a touch or a touch 

movement. Depending on the sub-event, the event information also includes additional 

information, such as location of the sub-event. When the sub-event concerns motion of a 

touch, the event information optionally also includes speed and direction of the sub-event. In 

some embodiments, events include rotation of the device from one orientation to another 
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(e.g., from a portrait orientation to a landscape orientation, or vice versa), and the event 

information includes corresponding information about the current orientation (also called 

device attitude) of the device. 

[00112] Event comparator 184 compares the event information to predefined event or 

sub-event definitions and, based on the comparison, determines an event or sub-event, or 

determines or updates the state of an event or sub-event. In some embodiments, event 

comparator 184 includes event definitions 186. Event definitions 186 contain definitions of 

events (e.g., predefined sequences of sub-events), for example, event 1 (187-1), event2 (187-

2), and others. In some embodiments, sub-events in an event 187 include, for example, touch 

begin, touch end, touch movement, touch cancellation, and multiple touching. In one 

example, the definition for event 1 (187-1) is a double tap on a displayed object. The double 

tap, for example, comprises a first touch (touch begin) on the displayed object for a 

predetermined phase, a first lift-off (touch end) for a predetermined phase, a second touch 

(touch begin) on the displayed object for a predetermined phase, and a second lift-off (touch 

end) for a predetermined phase. In another example, the definition for event 2 (187-2) is a 

dragging on a displayed object. The dragging, for example, comprises a touch (or contact) on 

the displayed object for a predetermined phase, a movement of the touch across touch­

sensitive display system 112, and lift-off of the touch (touch end). In some embodiments, the 

event also includes information for one or more associated event handlers 190. 

[00113] In some embodiments, event definition 187 includes a definition of an event 

for a respective user-interface object. In some embodiments, event comparator 184 performs 

a hit test to determine which user-interface object is associated with a sub-event. For 

example, in an application view in which three user-interface objects are displayed on touch­

sensitive display system 112, when a touch is detected on touch-sensitive display system 112, 

event comparator 184 performs a hit test to determine which of the three user-interface 

objects is associated with the touch (sub-event). If each displayed object is associated with a 

respective event handler 190, the event comparator uses the result of the hit test to determine 

which event handler 190 should be activated. For example, event comparator 184 selects an 

event handler associated with the sub-event and the object triggering the hit test. 

[00114] In some embodiments, the definition for a respective event 187 also includes 

delayed actions that delay delivery of the event information until after it has been determined 

whether the sequence of sub-events does or does not correspond to the event recognizer's 

event type. 
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[00115] When a respective event recognizer 180 determines that the series of sub-

events do not match any of the events in event definitions 186, the respective event 

recognizer 180 enters an event impossible, event failed, or event ended state, after which it 

disregards subsequent sub-events of the touch-based gesture. In this situation, other event 

recognizers, if any, that remain active for the hit view continue to track and process sub­

events of an ongoing touch-based gesture. 

[00116] In some embodiments, a respective event recognizer 180 includes metadata 

183 with configurable properties, flags, and/or lists that indicate how the event delivery 

system should perform sub-event delivery to actively involved event recognizers. In some 

embodiments, metadata 183 includes configurable properties, flags, and/or lists that indicate 

how event recognizers interact, or are enabled to interact, with one another. In some 

embodiments, metadata 183 includes configurable properties, flags, and/or lists that indicate 

whether sub-events are delivered to varying levels in the view or programmatic hierarchy. 

[00117] In some embodiments, a respective event recognizer 180 activates event 

handler 190 associated with an event when one or more particular sub-events of an event are 

recognized. In some embodiments, a respective event recognizer 180 delivers event 

information associated with the event to event handler 190. Activating an event handler 190 

is distinct from sending (and deferred sending) sub-events to a respective hit view. In some 

embodiments, event recognizer 180 throws a flag associated with the recognized event, and 

event handler 190 associated with the flag catches the flag and performs a predefined process. 

[00118] In some embodiments, event delivery instructions 188 include sub-event 

delivery instructions that deliver event information about a sub-event without activating an 

event handler. Instead, the sub-event delivery instructions deliver event information to event 

handlers associated with the series of sub-events or to actively involved views. Event 

handlers associated with the series of sub-events or with actively involved views receive the 

event information and perform a predetermined process. 

[00119] In some embodiments, data updater 176 creates and updates data used in 

application 136-1. For example, data updater 176 updates the telephone number used in 

contacts module 137, or stores a video file used in video and music player module 152. In 

some embodiments, object updater 177 creates and updates objects used in application 136-1. 

For example, object updater 177 creates a new user-interface object or updates the position of 

a user-interface object. GUI updater 178 updates the GUI. For example, GUI updater 178 
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prepares display information and sends it to graphics module 132 for display on a touch­

sensitive display. 

[00120] In some embodiments, event handler(s) 190 includes or has access to data 

updater 176, object updater 177, and GUI updater 178. In some embodiments, data updater 

176, object updater 177, and GUI updater 178 are included in a single module of a respective 

application 136-1 or application view 191. In other embodiments, they are included in two or 

more software modules. 

[00121] It shall be understood that the foregoing discussion regarding event handling 

of user touches on touch-sensitive displays also applies to other forms of user inputs to 

operate multifunction devices 100 with input-devices, not all of which are initiated on touch 

screens. For example, mouse movement and mouse button presses, optionally coordinated 

with single or multiple keyboard presses or holds; contact movements such as taps, drags, 

scrolls, etc., on touch-pads; pen stylus inputs; movement of the device; oral instructions; 

detected eye movements; biometric inputs; and/or any combination thereof are optionally 

utilized as inputs corresponding to sub-events which define an event to be recognized. 

[00122] Figure IC is a block diagram illustrating a tactile output module in accordance 

with some embodiments. In some embodiments, I/0 subsystem 106 (e.g., haptic feedback 

controller 161 (Figure IA) and/or other input controller(s) 160 (Figure IA)) includes at least 

some of the example components shown in Figure IC. In some embodiments, peripherals 

interface 118 includes at least some of the example components shown in Figure IC. 

[00123] In some embodiments, the tactile output module includes haptic feedback 

module 133. In some embodiments, haptic feedback module 133 aggregates and combines 

tactile outputs for user interface feedback from software applications on the electronic device 

( e.g., feedback that is responsive to user inputs that correspond to displayed user interfaces 

and alerts and other notifications that indicate the performance of operations or occurrence of 

events in user interfaces of the electronic device). Haptic feedback module 133 includes one 

or more of: waveform module 123 (for providing waveforms used for generating tactile 

outputs), mixer 125 (for mixing waveforms, such as waveforms in different channels), 

compressor 127 (for reducing or compressing a dynamic range of the waveforms), low-pass 

filter 129 (for filtering out high frequency signal components in the waveforms), and thermal 

controller 131 (for adjusting the waveforms in accordance with thermal conditions). In some 

embodiments, haptic feedback module 133 is included in haptic feedback controller 161 
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(Figure IA). In some embodiments, a separate unit of haptic feedback module 133 (or a 

separate implementation of haptic feedback module 133) is also included in an audio 

controller (e.g., audio circuitry 110, Figure IA) and used for generating audio signals. In 

some embodiments, a single haptic feedback module 133 is used for generating audio signals 

and generating waveforms for tactile outputs. 

[00124] In some embodiments, haptic feedback module 133 also includes trigger 

module 121 (e.g., a software application, operating system, or other software module that 

determines a tactile output is to be generated and initiates the process for generating the 

corresponding tactile output). In some embodiments, trigger module 121 generates trigger 

signals for initiating generation of waveforms (e.g., by waveform module 123). For example, 

trigger module 121 generates trigger signals based on preset timing criteria. In some 

embodiments, trigger module 121 receives trigger signals from outside haptic feedback 

module 133 (e.g., in some embodiments, haptic feedback module 133 receives trigger signals 

from hardware input processing module 146 located outside haptic feedback module 133) and 

relays the trigger signals to other components within haptic feedback module 133 (e.g., 

waveform module 123) or software applications that trigger operations (e.g., with trigger 

module 121) based on activation of a user interface element (e.g., an application icon or an 

affordance within an application) or a hardware input device (e.g., a home button or an 

intensity-sensitive input surface, such as an intensity-sensitive touch screen). In some 

embodiments, trigger module 121 also receives tactile feedback generation instructions ( e.g., 

from haptic feedback module 133, Figures IA and 3). In some embodiments, trigger module 

121 generates trigger signals in response to haptic feedback module 133 (or trigger module 

121 in haptic feedback module 133) receiving tactile feedback instructions (e.g., from haptic 

feedback module 133, Figures IA and 3). 

[00125] Waveform module 123 receives trigger signals (e.g., from trigger module 121) 

as an input, and in response to receiving trigger signals, provides waveforms for generation of 

one or more tactile outputs (e.g., waveforms selected from a predefined set of waveforms 

designated for use by waveform module 123, such as the waveforms described in greater 

detail below with reference to Figures 4F-4G). 

[00126] Mixer 125 receives waveforms (e.g., from waveform module 123) as an input, 

and mixes together the waveforms. For example, when mixer 125 receives two or more 

waveforms ( e.g., a first waveform in a first channel and a second waveform that at least 

partially overlaps with the first waveform in a second channel) mixer 125 outputs a combined 
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waveform that corresponds to a sum of the two or more waveforms. In some embodiments, 

mixer 125 also modifies one or more waveforms of the two or more waveforms to emphasize 

particular waveform(s) over the rest of the two or more waveforms (e.g., by increasing a scale 

of the particular waveform(s) and/or decreasing a scale of the rest of the waveforms). In some 

circumstances, mixer 125 selects one or more waveforms to remove from the combined 

waveform (e.g., the waveform from the oldest source is dropped when there are waveforms 

from more than three sources that have been requested to be output concurrently by tactile 

output generator 167). 

[00127] Compressor 127 receives waveforms (e.g., a combined waveform from mixer 

125) as an input, and modifies the waveforms. In some embodiments, compressor 127 

reduces the waveforms (e.g., in accordance with physical specifications of tactile output 

generators 167 (Figure IA) or 357 (Figure 3)) so that tactile outputs corresponding to the 

waveforms are reduced. In some embodiments, compressor 127 limits the waveforms, such 

as by enforcing a predefined maximum amplitude for the waveforms. For example, 

compressor 127 reduces amplitudes of portions of waveforms that exceed a predefined 

amplitude threshold while maintaining amplitudes of portions of waveforms that do not 

exceed the predefined amplitude threshold. In some embodiments, compressor 127 reduces a 

dynamic range of the waveforms. In some embodiments, compressor 127 dynamically 

reduces the dynamic range of the waveforms so that the combined waveforms remain within 

performance specifications of the tactile output generator 167 (e.g., force and/or moveable 

mass displacement limits). 

[00128] Low-pass filter 129 receives waveforms (e.g., compressed waveforms from 

compressor 127) as an input, and filters (e.g., smooths) the waveforms (e.g., removes or 

reduces high frequency signal components in the waveforms). For example, in some 

instances, compressor 127 includes, in compressed waveforms, extraneous signals ( e.g., high 

frequency signal components) that interfere with the generation of tactile outputs and/or 

exceed performance specifications of tactile output generator 167 when the tactile outputs are 

generated in accordance with the compressed waveforms. Low-pass filter 129 reduces or 

removes such extraneous signals in the waveforms. 

[00129] Thermal controller 131 receives waveforms (e.g., filtered waveforms from 

low-pass filter 129) as an input, and adjusts the waveforms in accordance with thermal 

conditions of device 100 ( e.g., based on internal temperatures detected within device 100, 

such as the temperature of haptic feedback controller 161, and/or external temperatures 

P34814USC2/063266-7715US 
D82/ 39185059.1 

36 

-107- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



detected by device 100). For example, in some cases, the output of haptic feedback controller 

161 varies depending on the temperature (e.g. haptic feedback controller 161, in response to 

receiving same waveforms, generates a first tactile output when haptic feedback controller 

161 is at a first temperature and generates a second tactile output when haptic feedback 

controller 161 is at a second temperature that is distinct from the first temperature). For 

example, the magnitude (or the amplitude) of the tactile outputs may vary depending on the 

temperature. To reduce the effect of the temperature variations, the waveforms are modified 

(e.g., an amplitude of the waveforms is increased or decreased based on the temperature). 

[00130] In some embodiments, haptic feedback module 133 (e.g., trigger module 121) 

is coupled to hardware input processing module 146. In some embodiments, other input 

controller(s) 160 in Figure IA includes hardware input processing module 146. In some 

embodiments, hardware input processing module 146 receives inputs from hardware input 

device 145 (e.g., other input or control devices 116 in Figure IA, such as a home button or an 

intensity-sensitive input surface, such as an intensity-sensitive touch screen). In some 

embodiments, hardware input device 145 is any input device described herein, such as touch­

sensitive display system 112 (Figure IA), keyboard/mouse 350 (Figure 3), touchpad 355 

(Figure 3), one of other input or control devices 116 (Figure IA), or an intensity-sensitive 

home button. In some embodiments, hardware input device 145 consists of an intensity­

sensitive home button, and not touch-sensitive display system 112 (Figure IA), 

keyboard/mouse 350 (Figure 3), or touchpad 355 (Figure 3). In some embodiments, in 

response to inputs from hardware input device 145 (e.g., an intensity-sensitive home button 

or a touch screen), hardware input processing module 146 provides one or more trigger 

signals to haptic feedback module 133 to indicate that a user input satisfying predefined input 

criteria, such as an input corresponding to a "click" of a home button ( e.g., a "down click" or 

an "up click"), has been detected. In some embodiments, haptic feedback module 133 

provides waveforms that correspond to the "click" of a home button in response to the input 

corresponding to the "click" of a home button, simulating a haptic feedback of pressing a 

physical home button. 

[00131] In some embodiments, the tactile output module includes haptic feedback 

controller 161 (e.g., haptic feedback controller 161 in Figure IA), which controls the 

generation of tactile outputs. In some embodiments, haptic feedback controller 161 is coupled 

to a plurality of tactile output generators, and selects one or more tactile output generators of 

the plurality of tactile output generators and sends waveforms to the selected one or more 
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tactile output generators for generating tactile outputs. In some embodiments, haptic feedback 

controller 161 coordinates tactile output requests that correspond to activation of hardware 

input device 145 and tactile output requests that correspond to software events (e.g., tactile 

output requests from haptic feedback module 133) and modifies one or more waveforms of 

the two or more waveforms to emphasize particular waveform(s) over the rest of the two or 

more waveforms (e.g., by increasing a scale of the particular waveform(s) and/or decreasing a 

scale of the rest of the waveforms, such as to prioritize tactile outputs that correspond to 

activations of hardware input device 145 over tactile outputs that correspond to software 

events). 

[00132] In some embodiments, as shown in Figure 1 C, an output of haptic feedback 

controller 161 is coupled to audio circuitry of device 100 (e.g., audio circuitry 110, Figure 

IA), and provides audio signals to audio circuitry of device 100. In some embodiments, 

haptic feedback controller 161 provides both waveforms used for generating tactile outputs 

and audio signals used for providing audio outputs in conjunction with generation of the 

tactile outputs. In some embodiments, haptic feedback controller 161 modifies audio signals 

and/or waveforms (used for generating tactile outputs) so that the audio outputs and the 

tactile outputs are synchronized (e.g., by delaying the audio signals and/or waveforms). In 

some embodiments, haptic feedback controller 161 includes a digital-to-analog converter 

used for converting digital waveforms into analog signals, which are received by amplifier 

163 and/or tactile output generator 167. 

[00133] In some embodiments, the tactile output module includes amplifier 163. In 

some embodiments, amplifier 163 receives waveforms (e.g., from haptic feedback controller 

161) and amplifies the waveforms prior to sending the amplified waveforms to tactile output 

generator 167 (e.g., any of tactile output generators 167 (Figure IA) or 357 (Figure 3)). For 

example, amplifier 163 amplifies the received waveforms to signal levels that are in 

accordance with physical specifications of tactile output generator 167 (e.g., to a voltage 

and/or a current required by tactile output generator 167 for generating tactile outputs so that 

the signals sent to tactile output generator 167 produce tactile outputs that correspond to the 

waveforms received from haptic feedback controller 161) and sends the amplified waveforms 

to tactile output generator 167. In response, tactile output generator 167 generates tactile 

outputs (e.g., by shifting a moveable mass back and forth in one or more dimensions relative 

to a neutral position of the moveable mass). 

P34814USC2/063266-7715US 
D82/ 39185059.1 

38 

-109- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



[00134] In some embodiments, the tactile output module includes sensor 169, which is 

coupled to tactile output generator 167. Sensor 169 detects states or state changes (e.g., 

mechanical position, physical displacement, and/or movement) of tactile output generator 167 

or one or more components of tactile output generator 167 (e.g., one or more moving parts, 

such as a membrane, used to generate tactile outputs). In some embodiments, sensor 169 is a 

magnetic field sensor ( e.g., a Hall effect sensor) or other displacement and/or movement 

sensor. In some embodiments, sensor 169 provides information (e.g., a position, a 

displacement, and/or a movement of one or more parts in tactile output generator 167) to 

haptic feedback controller 161 and, in accordance with the information provided by sensor 

169 about the state of tactile output generator 167, haptic feedback controller 161 adjusts the 

waveforms output from haptic feedback controller 161 (e.g., waveforms sent to tactile output 

generator 167, optionally via amplifier 163). 

[00135] Figure 2 illustrates a portable multifunction device 100 having a touch screen 

(e.g., touch-sensitive display system 112, Figure IA) in accordance with some embodiments. 

The touch screen optionally displays one or more graphics within user interface (UI) 200. In 

these embodiments, as well as others described below, a user is enabled to select one or more 

of the graphics by making a gesture on the graphics, for example, with one or more fingers 

202 (not drawn to scale in the figure) or one or more styluses 203 (not drawn to scale in the 

figure). In some embodiments, selection of one or more graphics occurs when the user breaks 

contact with the one or more graphics. In some embodiments, the gesture optionally includes 

one or more taps, one or more swipes (from left to right, right to left, upward and/or 

downward) and/or a rolling of a finger (from right to left, left to right, upward and/or 

downward) that has made contact with device 100. In some implementations or 

circumstances, inadvertent contact with a graphic does not select the graphic. For example, a 

swipe gesture that sweeps over an application icon optionally does not select the 

corresponding application when the gesture corresponding to selection is a tap. 

[00136] Device 100 optionally also includes one or more physical buttons, such as 

"home" or menu button 204. As described previously, menu button 204 is, optionally, used to 

navigate to any application 136 in a set of applications that are, optionally executed on device 

100. Alternatively, in some embodiments, the menu button is implemented as a soft key in a 

GUI displayed on the touch-screen display. 

[00137] In some embodiments, device 100 includes the touch-screen display, menu 

button 204 (sometimes called home button 204), push button 206 for powering the device 
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on/off and locking the device, volume adjustment button(s) 208, Subscriber Identity Module 

(SIM) card slot 210, head set jack 212, and docking/charging external port 124. Push button 

206 is, optionally, used to tum the power on/off on the device by depressing the button and 

holding the button in the depressed state for a predefined time interval; to lock the device by 

depressing the button and releasing the button before the predefined time interval has 

elapsed; and/or to unlock the device or initiate an unlock process. In some embodiments, 

device 100 also accepts verbal input for activation or deactivation of some functions through 

microphone 113. Device 100 also, optionally, includes one or more contact intensity sensors 

165 for detecting intensities of contacts on touch-sensitive display system 112 and/or one or 

more tactile output generators 167 for generating tactile outputs for a user of device 100. 

[00138] Figure 3 is a block diagram of an example multifunction device with a display 

and a touch-sensitive surface in accordance with some embodiments. Device 300 need not be 

portable. In some embodiments, device 300 is a laptop computer, a desktop computer, a tablet 

computer, a multimedia player device, a navigation device, an educational device (such as a 

child's learning toy), a gaming system, or a control device ( e.g., a home or industrial 

controller). Device 300 typically includes one or more processing units (CPU's) 310, one or 

more network or other communications interfaces 360, memory 370, and one or more 

communication buses 320 for interconnecting these components. Communication buses 320 

optionally include circuitry (sometimes called a chipset) that interconnects and controls 

communications between system components. Device 300 includes input/output (I/0) 

interface 330 comprising display 340, which is typically a touch-screen display. I/O interface 

330 also optionally includes a keyboard and/or mouse (or other pointing device) 350 and 

touchpad 355, tactile output generator 357 for generating tactile outputs on device 300 (e.g., 

similar to tactile output generator(s) 167 described above with reference to Figure IA), 

sensors 359 (e.g., optical, acceleration, proximity, touch-sensitive, and/or contact intensity 

sensors similar to contact intensity sensor(s) 165 described above with reference to Figure 

IA). Memory 370 includes high-speed random access memory, such as DRAM, SRAM, 

DDR RAM or other random access solid state memory devices; and optionally includes non­

volatile memory, such as one or more magnetic disk storage devices, optical disk storage 

devices, flash memory devices, or other non-volatile solid state storage devices. Memory 370 

optionally includes one or more storage devices remotely located from CPU(s) 310. In some 

embodiments, memory 370 stores programs, modules, and data structures analogous to the 

programs, modules, and data structures stored in memory 102 of portable multifunction 
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device 100 (Figure IA), or a subset thereof. Furthermore, memory 370 optionally stores 

additional programs, modules, and data structures not present in memory 102 of portable 

multifunction device 100. For example, memory 370 of device 300 optionally stores drawing 

module 380, presentation module 382, word processing module 384, website creation module 

386, disk authoring module 388, and/or spreadsheet module 390, while memory 102 of 

portable multifunction device 100 (Figure IA) optionally does not store these modules. 

[00139] Each of the above identified elements in Figure 3 are, optionally, stored in one 

or more of the previously mentioned memory devices. Each of the above identified modules 

corresponds to a set of instructions for performing a function described above. The above 

identified modules or programs (i.e., sets of instructions) need not be implemented as 

separate software programs, procedures or modules, and thus various subsets of these 

modules are, optionally, combined or otherwise re-arranged in various embodiments. In some 

embodiments, memory 370 optionally stores a subset of the modules and data structures 

identified above. Furthermore, memory 370 optionally stores additional modules and data 

structures not described above. 

[00140] Attention is now directed towards embodiments of user interfaces ("UI") that 

are, optionally, implemented on portable multifunction device 100. 

[00141] Figure 4A illustrates an example user interface for a menu of applications on 

portable multifunction device 100 in accordance with some embodiments. Similar user 

interfaces are, optionally, implemented on device 300. In some embodiments, user interface 

400 includes the following elements, or a subset or superset thereof: 

• Signal strength indicator(s) for wireless communication(s), such as cellular and Wi-Fi 

signals; 

• Time; 

• a Bluetooth indicator; 

• a Battery status indicator; 

• Tray 408 with icons for frequently used applications, such as: 

o Icon 416 for telephone module 138, labeled "Phone," which optionally 

includes an indicator 414 of the number of missed calls or voicemail 

messages; 
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o Icon 418 for e-mail client module 140, labeled "Mail," which optionally 

includes an indicator 410 of the number of unread e-mails; 

o Icon 420 for browser module 147, labeled "Browser;" and 

o Icon 422 for video and music player module 152, labeled "1viusic;" and 

• Icons for other applications, such as: 

[00142] 

o Icon 424 for IM module 141, labeled "1vfessages;" 

o Icon 426 for calendar module 148, labeled "Calendar;" 

o Icon 428 for image management module 144, labeled "Photos;" 

o Icon 430 for camera module 143, labeled "Camera;" 

o Icon 432 for online video module 155, labeled "Online Video;" 

o Icon 434 for stocks mini application 149-2, labeled "Stocks;" 

o Icon 436 for map module 154, labeled "Maps;" 

o Icon 438 for weather mini application 149-1, labeled "Weather;" 

o Icon 440 for alarm clock mini application 149-4, labeled "Clock;" 

o Icon 442 for workout support module 142, labeled "Workout Support;" 

o Icon 444 for notes module 153, labeled "Notes;" and 

o Icon 446 for a settings application or module, which provides access to 

settings for device 100 and its various applications 136. 

It should be noted that the icon labels illustrated in Figure 4A are merely 

examples. For example, other labels are, optionally, used for various application icons. In 

some embodiments, a label for a respective application icon includes a name of an 

application corresponding to the respective application icon. In some embodiments, a label 

for a particular application icon is distinct from a name of an application corresponding to the 

particular application icon. 

[00143] Figure 4B illustrates an example user interface on a device (e.g., device 300, 

Figure 3) with a touch-sensitive surface 451 (e.g., a tablet or touchpad 355, Figure 3) that is 

separate from the display 450. Although many of the examples that follow will be given with 

reference to inputs on touch screen display 112 (where the touch sensitive surface and the 

display are combined), in some embodiments, the device detects inputs on a touch-sensitive 
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surface that is separate from the display, as shown in FIG. 4B. In some embodiments, the 

touch-sensitive surface (e.g., 451 in Figure 4B) has a primary axis (e.g., 452 in Figure 4B) 

that corresponds to a primary axis (e.g., 453 in Figure 4B) on the display (e.g., 450). In 

accordance with these embodiments, the device detects contacts (e.g., 460 and 462 in Figure 

4B) with the touch-sensitive surface 451 at locations that correspond to respective locations 

on the display (e.g., in Figure 4B, 460 corresponds to 468 and 462 corresponds to 470). In 

this way, user inputs (e.g., contacts 460 and 462, and movements thereof) detected by the 

device on the touch-sensitive surface (e.g., 451 in Figure 4B) are used by the device to 

manipulate the user interface on the display (e.g., 450 in Figure 4B) of the multifunction 

device when the touch-sensitive surface is separate from the display. It should be understood 

that similar methods are, optionally, used for other user interfaces described herein. 

[00144] Additionally, while the following examples are given primarily with reference 

to finger inputs (e.g., finger contacts, finger tap gestures, finger swipe gestures, etc.), it 

should be understood that, in some embodiments, one or more of the finger inputs are 

replaced with input from another input device ( e.g., a mouse based input or a stylus input). 

For example, a swipe gesture is, optionally, replaced with a mouse click (e.g., instead of a 

contact) followed by movement of the cursor along the path of the swipe (e.g., instead of 

movement of the contact). As another example, a tap gesture is, optionally, replaced with a 

mouse click while the cursor is located over the location of the tap gesture (e.g., instead of 

detection of the contact followed by ceasing to detect the contact). Similarly, when multiple 

user inputs are simultaneously detected, it should be understood that multiple computer mice 

are, optionally, used simultaneously, or a mouse and finger contacts are, optionally, used 

simultaneously. 

[00145] As used herein, the term "focus selector" refers to an input element that 

indicates a current part of a user interface with which a user is interacting. In some 

implementations that include a cursor or other location marker, the cursor acts as a "focus 

selector," so that when an input ( e.g., a press input) is detected on a touch-sensitive surface 

( e.g., touchpad 355 in Figure 3 or touch-sensitive surface 451 in Figure 4B) while the cursor 

is over a particular user interface element ( e.g., a button, window, slider or other user 

interface element), the particular user interface element is adjusted in accordance with the 

detected input. In some implementations that include a touch-screen display (e.g., touch­

sensitive display system 112 in Figure IA or the touch screen in Figure 4A) that enables 

direct interaction with user interface elements on the touch-screen display, a detected contact 
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on the touch-screen acts as a "focus selector," so that when an input ( e.g., a press input by the 

contact) is detected on the touch-screen display at a location of a particular user interface 

element ( e.g., a button, window, slider or other user interface element), the particular user 

interface element is adjusted in accordance with the detected input. In some implementations, 

focus is moved from one region of a user interface to another region of the user interface 

without corresponding movement of a cursor or movement of a contact on a touch-screen 

display (e.g., by using a tab key or arrow keys to move focus from one button to another 

button); in these implementations, the focus selector moves in accordance with movement of 

focus between different regions of the user interface. Without regard to the specific form 

taken by the focus selector, the focus selector is generally the user interface element ( or 

contact on a touch-screen display) that is controlled by the user so as to communicate the 

user's intended interaction with the user interface ( e.g., by indicating, to the device, the 

element of the user interface with which the user is intending to interact). For example, the 

location of a focus selector ( e.g., a cursor, a contact, or a selection box) over a respective 

button while a press input is detected on the touch-sensitive surface ( e.g., a touchpad or touch 

screen) will indicate that the user is intending to activate the respective button (as opposed to 

other user interface elements shown on a display of the device). 

[00146] As used in the specification and claims, the term "intensity" of a contact on a 

touch-sensitive surface refers to the force or pressure (force per unit area) of a contact ( e.g., a 

finger contact or a stylus contact) on the touch-sensitive surface, or to a substitute (proxy) for 

the force or pressure of a contact on the touch-sensitive surface. The intensity of a contact has 

a range of values that includes at least four distinct values and more typically includes 

hundreds of distinct values (e.g., at least 256). Intensity of a contact is, optionally, determined 

( or measured) using various approaches and various sensors or combinations of sensors. For 

example, one or more force sensors underneath or adjacent to the touch-sensitive surface are, 

optionally, used to measure force at various points on the touch-sensitive surface. In some 

implementations, force measurements from multiple force sensors are combined ( e.g., a 

weighted average or a sum) to determine an estimated force of a contact. Similarly, a 

pressure-sensitive tip of a stylus is, optionally, used to determine a pressure of the stylus on 

the touch-sensitive surface. Alternatively, the size of the contact area detected on the touch­

sensitive surface and/or changes thereto, the capacitance of the touch-sensitive surface 

proximate to the contact and/or changes thereto, and/or the resistance of the touch-sensitive 

surface proximate to the contact and/or changes thereto are, optionally, used as a substitute 
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for the force or pressure of the contact on the touch-sensitive surface. In some 

implementations, the substitute measurements for contact force or pressure are used directly 

to determine whether an intensity threshold has been exceeded (e.g., the intensity threshold is 

described in units corresponding to the substitute measurements). In some implementations, 

the substitute measurements for contact force or pressure are converted to an estimated force 

or pressure and the estimated force or pressure is used to determine whether an intensity 

threshold has been exceeded ( e.g., the intensity threshold is a pressure threshold measured in 

units of pressure). Using the intensity of a contact as an attribute of a user input allows for 

user access to additional device functionality that may otherwise not be readily accessible by 

the user on a reduced-size device with limited real estate for displaying affordances ( e.g., on a 

touch-sensitive display) and/or receiving user input (e.g., via a touch-sensitive display, a 

touch-sensitive surface, or a physical/mechanical control such as a knob or a button). 

[00147] In some embodiments, contact/motion module 130 uses a set of one or more 

intensity thresholds to determine whether an operation has been performed by a user ( e.g., to 

determine whether a user has "clicked" on an icon). In some embodiments, at least a subset of 

the intensity thresholds are determined in accordance with software parameters ( e.g., the 

intensity thresholds are not determined by the activation thresholds of particular physical 

actuators and can be adjusted without changing the physical hardware of device 100). For 

example, a mouse "click" threshold of a trackpad or touch-screen display can be set to any of 

a large range of predefined thresholds values without changing the trackpad or touch-screen 

display hardware. Additionally, in some implementations a user of the device is provided 

with software settings for adjusting one or more of the set of intensity thresholds (e.g., by 

adjusting individual intensity thresholds and/or by adjusting a plurality of intensity thresholds 

at once with a system-level click "intensity" parameter). 

[00148] As used in the specification and claims, the term "characteristic intensity" of a 

contact refers to a characteristic of the contact based on one or more intensities of the contact. 

In some embodiments, the characteristic intensity is based on multiple intensity samples. The 

characteristic intensity is, optionally, based on a predefined number of intensity samples, or a 

set of intensity samples collected during a predetermined time period (e.g., 0.05, 0.1, 0.2, 0.5, 

1, 2, 5, 10 seconds) relative to a predefined event (e.g., after detecting the contact, prior to 

detecting liftoff of the contact, before or after detecting a start of movement of the contact, 

prior to detecting an end of the contact, before or after detecting an increase in intensity of the 

contact, and/or before or after detecting a decrease in intensity of the contact). A 
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characteristic intensity of a contact is, optionally based on one or more of: a maximum value 

of the intensities of the contact, a mean value of the intensities of the contact, an average 

value of the intensities of the contact, a top 10 percentile value of the intensities of the 

contact, a value at the half maximum of the intensities of the contact, a value at the 90 percent 

maximum of the intensities of the contact, a value produced by low-pass filtering the 

intensity of the contact over a predefined period or starting at a predefined time, or the like. 

In some embodiments, the duration of the contact is used in determining the characteristic 

intensity (e.g., when the characteristic intensity is an average of the intensity of the contact 

over time). In some embodiments, the characteristic intensity is compared to a set of one or 

more intensity thresholds to determine whether an operation has been performed by a user. 

For example, the set of one or more intensity thresholds may include a first intensity 

threshold and a second intensity threshold. In this example, a contact with a characteristic 

intensity that does not exceed the first intensity threshold results in a first operation, a contact 

with a characteristic intensity that exceeds the first intensity threshold and does not exceed 

the second intensity threshold results in a second operation, and a contact with a 

characteristic intensity that exceeds the second intensity threshold results in a third operation. 

In some embodiments, a comparison between the characteristic intensity and one or more 

intensity thresholds is used to determine whether or not to perform one or more operations 

( e.g., whether to perform a respective option or forgo performing the respective operation) 

rather than being used to determine whether to perform a first operation or a second 

operation. 

[00149] In some embodiments, a portion of a gesture is identified for purposes of 

determining a characteristic intensity. For example, a touch-sensitive surface may receive a 

continuous swipe contact transitioning from a start location and reaching an end location 

(e.g., a drag gesture), at which point the intensity of the contact increases. In this example, the 

characteristic intensity of the contact at the end location may be based on only a portion of 

the continuous swipe contact, and not the entire swipe contact (e.g., only the portion of the 

swipe contact at the end location). In some embodiments, a smoothing algorithm may be 

applied to the intensities of the swipe contact prior to determining the characteristic intensity 

of the contact. For example, the smoothing algorithm optionally includes one or more of: an 

unweighted sliding-average smoothing algorithm, a triangular smoothing algorithm, a median 

filter smoothing algorithm, and/or an exponential smoothing algorithm. In some 
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circumstances, these smoothing algorithms eliminate narrow spikes or dips in the intensities 

of the swipe contact for purposes of determining a characteristic intensity. 

[00150] The user interface figures described herein optionally include various intensity 

diagrams that show the current intensity of the contact on the touch-sensitive surface relative 

to one or more intensity thresholds (e.g., a contact detection intensity threshold ITo, a light 

press intensity threshold ITL, a deep press intensity threshold ITo (e.g., that is at least initially 

higher than ITL ), and/or one or more other intensity thresholds (e.g., an intensity threshold 

ITH that is lower than ITL)). This intensity diagram is typically not part of the displayed user 

interface, but is provided to aid in the interpretation of the figures. In some embodiments, the 

light press intensity threshold corresponds to an intensity at which the device will perform 

operations typically associated with clicking a button of a physical mouse or a trackpad. In 

some embodiments, the deep press intensity threshold corresponds to an intensity at which 

the device will perform operations that are different from operations typically associated with 

clicking a button of a physical mouse or a trackpad. In some embodiments, when a contact is 

detected with a characteristic intensity below the light press intensity threshold (e.g., and 

above a nominal contact-detection intensity threshold ITo below which the contact is no 

longer detected), the device will move a focus selector in accordance with movement of the 

contact on the touch-sensitive surface without performing an operation associated with the 

light press intensity threshold or the deep press intensity threshold. Generally, unless 

otherwise stated, these intensity thresholds are consistent between different sets of user 

interface figures. 

[00151] In some embodiments, the response of the device to inputs detected by the 

device depends on criteria based on the contact intensity during the input. For example, for 

some "light press" inputs, the intensity of a contact exceeding a first intensity threshold 

during the input triggers a first response. In some embodiments, the response of the device to 

inputs detected by the device depends on criteria that include both the contact intensity during 

the input and time-based criteria. For example, for some "deep press" inputs, the intensity of 

a contact exceeding a second intensity threshold during the input, greater than the first 

intensity threshold for a light press, triggers a second response only if a delay time has 

elapsed between meeting the first intensity threshold and meeting the second intensity 

threshold. This delay time is typically less than 200 ms (milliseconds) in duration (e.g., 40, 

100, or 120 ms, depending on the magnitude of the second intensity threshold, with the delay 

time increasing as the second intensity threshold increases). This delay time helps to avoid 
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accidental recognition of deep press inputs. As another example, for some "deep press" 

inputs, there is a reduced-sensitivity time period that occurs after the time at which the first 

intensity threshold is met. During the reduced-sensitivity time period, the second intensity 

threshold is increased. This temporary increase in the second intensity threshold also helps to 

avoid accidental deep press inputs. For other deep press inputs, the response to detection of a 

deep press input does not depend on time-based criteria. 

[00152] In some embodiments, one or more of the input intensity thresholds and/or the 

corresponding outputs vary based on one or more factors, such as user settings, contact 

motion, input timing, application running, rate at which the intensity is applied, number of 

concurrent inputs, user history, environmental factors (e.g., ambient noise), focus selector 

position, and the like. Example factors are described in U.S. Patent Application Serial Nos. 

14/399,606 and 14/624,296, which are incorporated by reference herein in their entireties. 

[00153] For example, Figure 4C illustrates a dynamic intensity threshold 480 that 

changes over time based in part on the intensity of touch input 476 over time. Dynamic 

intensity threshold 480 is a sum of two components, first component 474 that decays over 

time after a predefined delay time pl from when touch input 476 is initially detected, and 

second component 478 that trails the intensity of touch input 476 over time. The initial high 

intensity threshold of first component 474 reduces accidental triggering of a "deep press" 

response, while still allowing an immediate "deep press" response if touch input 476 provides 

sufficient intensity. Second component 4 78 reduces unintentional triggering of a "deep press" 

response by gradual intensity fluctuations of in a touch input. In some embodiments, when 

touch input 476 satisfies dynamic intensity threshold 480 (e.g., at point 481 in Figure 4C), the 

"deep press" response is triggered. 

[00154] Figure 4D illustrates another dynamic intensity threshold 486 (e.g., intensity 

threshold fo). Figure 4D also illustrates two other intensity thresholds: a first intensity 

threshold lH and a second intensity threshold IL. In Figure 4D, although touch input 484 

satisfies the first intensity threshold lH and the second intensity threshold IL prior to time p2, 

no response is provided until delay time p2 has elapsed at time 482. Also in Figure 4D, 

dynamic intensity threshold 486 decays over time, with the decay starting at time 488 after a 

predefined delay time pl has elapsed from time 482 (when the response associated with the 

second intensity threshold IL was triggered). This type of dynamic intensity threshold reduces 

accidental triggering of a response associated with the dynamic intensity threshold Io 
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immediately after, or concurrently with, triggering a response associated with a lower 

intensity threshold, such as the first intensity threshold fa or the second intensity threshold IL. 

[00155] Figure 4E illustrate yet another dynamic intensity threshold 492 ( e.g., intensity 

threshold fo). In Figure 4E, a response associated with the intensity threshold IL is triggered 

after the delay time p2 has elapsed from when touch input 490 is initially detected. 

Concurrently, dynamic intensity threshold 492 decays after the predefined delay time pl has 

elapsed from when touch input 490 is initially detected. So a decrease in intensity of touch 

input 490 after triggering the response associated with the intensity threshold IL, followed by 

an increase in the intensity of touch input 490, without releasing touch input 490, can trigger 

a response associated with the intensity threshold fo (e.g., at time 494) even when the 

intensity of touch input 490 is below another intensity threshold, for example, the intensity 

threshold IL. 

[00156] An increase of characteristic intensity of the contact from an intensity below 

the light press intensity threshold ITL to an intensity between the light press intensity 

threshold ITL and the deep press intensity threshold ITD is sometimes referred to as a "light 

press" input. An increase of characteristic intensity of the contact from an intensity below the 

deep press intensity threshold ITD to an intensity above the deep press intensity threshold ITD 

is sometimes referred to as a "deep press" input. An increase of characteristic intensity of the 

contact from an intensity below the contact-detection intensity threshold ITo to an intensity 

between the contact-detection intensity threshold ITo and the light press intensity threshold 

ITL is sometimes referred to as detecting the contact on the touch-surface. A decrease of 

characteristic intensity of the contact from an intensity above the contact-detection intensity 

threshold ITo to an intensity below the contact-detection intensity threshold ITo is sometimes 

referred to as detecting liftoff of the contact from the touch-surface. In some embodiments 

ITo is zero. In some embodiments, ITo is greater than zero. In some illustrations a shaded 

circle or oval is used to represent intensity of a contact on the touch-sensitive surface. In 

some illustrations, a circle or oval without shading is used represent a respective contact on 

the touch-sensitive surface without specifying the intensity of the respective contact. 

[00157] In some embodiments, described herein, one or more operations are performed 

in response to detecting a gesture that includes a respective press input or in response to 

detecting the respective press input performed with a respective contact (or a plurality of 

contacts), where the respective press input is detected based at least in part on detecting an 

increase in intensity of the contact ( or plurality of contacts) above a press-input intensity 
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threshold. In some embodiments, the respective operation is performed in response to 

detecting the increase in intensity of the respective contact above the press-input intensity 

threshold (e.g., the respective operation is performed on a "down stroke" of the respective 

press input). In some embodiments, the press input includes an increase in intensity of the 

respective contact above the press-input intensity threshold and a subsequent decrease in 

intensity of the contact below the press-input intensity threshold, and the respective operation 

is performed in response to detecting the subsequent decrease in intensity of the respective 

contact below the press-input threshold (e.g., the respective operation is performed on an "up 

stroke" of the respective press input). 

[00158] In some embodiments, the device employs intensity hysteresis to avoid 

accidental inputs sometimes termed "jitter," where the device defines or selects a hysteresis 

intensity threshold with a predefined relationship to the press-input intensity threshold ( e.g., 

the hysteresis intensity threshold is X intensity units lower than the press-input intensity 

threshold or the hysteresis intensity threshold is 75%, 90%, or some reasonable proportion of 

the press-input intensity threshold). Thus, in some embodiments, the press input includes an 

increase in intensity of the respective contact above the press-input intensity threshold and a 

subsequent decrease in intensity of the contact below the hysteresis intensity threshold that 

corresponds to the press-input intensity threshold, and the respective operation is performed 

in response to detecting the subsequent decrease in intensity of the respective contact below 

the hysteresis intensity threshold (e.g., the respective operation is performed on an "up 

stroke" of the respective press input). Similarly, in some embodiments, the press input is 

detected only when the device detects an increase in intensity of the contact from an intensity 

at or below the hysteresis intensity threshold to an intensity at or above the press-input 

intensity threshold and, optionally, a subsequent decrease in intensity of the contact to an 

intensity at or below the hysteresis intensity, and the respective operation is performed in 

response to detecting the press input (e.g., the increase in intensity of the contact or the 

decrease in intensity of the contact, depending on the circumstances). 

[00159] For ease of explanation, the description of operations performed in response to 

a press input associated with a press-input intensity threshold or in response to a gesture 

including the press input are, optionally, triggered in response to detecting: an increase in 

intensity of a contact above the press-input intensity threshold, an increase in intensity of a 

contact from an intensity below the hysteresis intensity threshold to an intensity above the 

press-input intensity threshold, a decrease in intensity of the contact below the press-input 
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intensity threshold, or a decrease in intensity of the contact below the hysteresis intensity 

threshold corresponding to the press-input intensity threshold. Additionally, in examples 

where an operation is described as being performed in response to detecting a decrease in 

intensity of a contact below the press-input intensity threshold, the operation is, optionally, 

performed in response to detecting a decrease in intensity of the contact below a hysteresis 

intensity threshold corresponding to, and lower than, the press-input intensity threshold. As 

described above, in some embodiments, the triggering of these responses also depends on 

time-based criteria being met (e.g., a delay time has elapsed between a first intensity 

threshold being met and a second intensity threshold being met). 

USER INTERFACES AND ASSOCIATED PROCESSES 

[00160] Attention is now directed towards embodiments of user interfaces ("UI") and 

associated processes that may be implemented on an electronic device, such as portable 

multifunction device 100 or device 300, with a display, a touch-sensitive surface, (optionally) 

one or more tactile output generators for generating tactile outputs, and (optionally) one or 

more sensors to detect intensities of contacts with the touch-sensitive surface. 

[00161] Figures 5A-5AZ illustrate example user interfaces for clearing sets of 

notifications in accordance with some embodiments. The user interfaces in these figures are 

used to illustrate the processes described below, including the processes in Figures 6A-6G. 

For convenience of explanation, some of the embodiments will be discussed with reference to 

operations performed on a device with a touch-sensitive display system 112. In such 

embodiments, the focus selector is, optionally: a respective finger or stylus contact, a 

representative point corresponding to a finger or stylus contact (e.g., a centroid of a 

respective contact or a point associated with a respective contact), or a centroid of two or 

more contacts detected on the touch-sensitive display system 112. However, analogous 

operations are, optionally, performed on a device with a display 450 and a separate touch­

sensitive surface 451 in response to detecting the contacts on the touch-sensitive surface 451 

while displaying the user interfaces shown in the figures on the display 450, along with a 

focus selector. 

[00162] Figures 5Al to 5A4 illustrate activation of a display ( e.g., touch-sensitive 

display 112) in response to changing an orientation of device 100. When the display has 

been activated, notifications that were received while the device was in a screen-off state 

were received. These notifications are displayed when the device transitions to a screen-on 
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state. In some embodiments, the device uses one or more sensors (e.g., accelerometer, gyro, 

audio sensor, heat sensor, and/or light sensor) to determine whether an orientation of the 

device has changed. For example, the device determines whether the device has been rotated 

by more than a threshold angle (e.g., rotated along an axis of the device, such as tilted from a 

position in which the device is substantially horizontal to a position in which the device is 

substantially vertical). In Figure 5Al, the device is in a screen-off state while it is held flat in 

a user's hand 502, such that the device display is substantially horizontal. In Figure 5A2, the 

device is tilted such that the display is more vertical than in Figure 5Al. Because a tilt angle 

of the device has not increased above a threshold tilt angle in Figure 5A2, the display is not 

activated. In Figure 5A3, the device is tilted such that the display is more vertical than in 

Figure 5A2. Because a tilt angle of the device has increased above a threshold tilt angle in 

Figure 5A3, the display has transitioned from a screen-off state to a screen-on state and wake 

screen user interface 504 is displayed by the display 112. In Figure 5A4, the display 112 is 

substantially vertical. 

[00163] In some embodiments, wake screen user interface 504 is a user interface that is 

displayed when the device transitions from a screen-off state to a screen-on state ( e.g., while 

the device 100 is in a locked state) and wake screen user interface 504 is available to be 

redisplayed ( e.g., to allow a user to view notifications, access a mini application user 

interface and/or access a control center user interface, as described further below) after the 

device is unlocked. In some embodiments, when wake screen user interface 504 is accessed 

after the device is unlocked, wake screen user interface 504 is referred to as a cover sheet 

user interface. The terms "wake screen user interface" and "cover sheet user interface" are 

used interchangeably herein to refer to wake screen user interface 504. 

[00164] Figure 5B illustrates a wake screen user interface 504, in accordance with 

some embodiments. Wake screen user interface 504 displays missed notifications 506, 508, 

510, and 512 that were received and/or generated by device 100 (e.g., while device 100 was 

in a screen-off state). 

[00165] In some embodiments, the missed notifications that are displayed on the wake 

screen user interface 504 are cleared individually in response to user interaction with a 

notification (e.g., when a user accesses an application that corresponds to a notification, as 

illustrated at Figures 5L-5Nl, or when a user provides input to delete a notification, as 

illustrated at Figures 5Y-5AC). In some embodiments, a set of all missed notifications are 

collectively cleared when notification clearance criteria are satisfied, e.g., when input is 

P34814USC2/063266-7715US 
D82/ 39185059.1 

52 

-123- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



received at a time that is (1) after a respective notification of the one or more notifications has 

been cleared through direct user interaction with the respective notification or an application 

that corresponds to the respective notification and (2) after the device has transitioned from 

the screen-on state to the screen-off state at least once since the last direct user interaction 

that dismissed a respective notification. 

[00166] In Figures 5B-5D, the device transitions from a screen-on state to a screen-off 

state. Since this transition has not occurred after a user interaction to dismiss a notification, 

the missed notifications remain displayed, as shown in Figure 5D. 

[00167] After device 100 transitions from a screen-off state, as shown in Figure 5A, to 

a screen-on state, as shown in Figure 5B, the device 100 transitions from the screen-on state 

back to a screen-off state, as shown in Figure SC. In some embodiments, a transition from a 

screen-on state to a screen-off state (and/or from a screen-off state to a screen-on state) occurs 

in response to an input detected at a control ( e.g., a push button 206) of device 100. In some 

embodiments, a transition from a screen-on state to a screen-off state occurs when a time 

during which no input has been detected by the device increases beyond a threshold duration. 

[00168] In Figure 5D, the device has transitioned from the screen-off state shown in 

Figure SC back to a screen-on state. Notifications 506, 508, 510, and 512 continue to be 

displayed after the transition from a screen-on state (as shown in Figure 5B) to a screen-off 

state (as shown in Figure SC) and back to a screen-on state (as shown in Figure 5D). 

[00169] In Figures 5E-5K, a set of missed notifications remains available on wake 

screen user interface 504 after user input is provided to unlock the device. 

[00170] Figure SE illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated at a lower edge of touch screen 112, as indicated by focus selector 

514. In response to the input, in accordance with a determination that the device is locked, an 

authentication user interface 518 is displayed, as shown in Figure SF. 

[00171] In Figure 5G, an authentication input ( e.g., a tap input) by a contact on touch 

screen 112 is detected at a location within authentication user interface 518, as indicated by 

focus selector 520. In response to the authentication input, the device is unlocked and home 

screen user interface 522 (e.g., a user interface for a menu of applications as described with 

regard to Figure 4A) is displayed, as shown in Figure 5H. 

[00172] Figures 5I-5J illustrate an input (e.g., a downward swipe) that is initiated by a 

contact at an upper edge of touch screen 112, as indicated by focus selector 524. In response 
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to the input, wake screen user interface 504 slides down from the upper edge of display 112, 

as shown in Figures 5I-5K. As indicated in Figure SK, notifications 506, 508, 510, and 512 

continue to be displayed on the wake screen user interface 504 when wake screen user 

interface 504 is revealed after the device is unlocked and home screen user interface 522 is 

displayed. 

[00173] Figures 5L-5M illustrate a user interaction with notification 510 that causes 

the notification to be dismissed (as shown in Figure SP), while notifications 506, 508, and 

512 remain displayed on wake screen user interface 504 (e.g., because no transition from the 

screen-on state to the screen-off state has occurred since the user interaction to dismiss 

notification 510). 

[00174] In Figure SL, an input (e.g., a tap input) by a contact on touch screen 112 is 

detected at a location that corresponds to notification 510, as indicated by focus selector 528. 

In response to the input, wake screen user interface 504 ceases to be displayed and an 

application user interface ( e.g., messages application user interface 530) that corresponds to 

the notification 510 is displayed, as shown in Figure SM. 

[00175] Figures SN-5O illustrate an input (e.g., a downward swipe) that is initiated by 

a contact on touch screen 112 at an upper edge of touch screen 112, as indicated by focus 

selector 532. In response to the input, wake screen user interface 504 slides down from the 

upper edge of display 112, as shown in Figures 5N-5P. As indicated in Figure SP, as a result 

of the interaction with notification 510 (e.g., the tap input on notification 510 that caused the 

messages application user interface 530 to be displayed) notification 510 is no longer 

displayed on wake screen user interface 504. In Figure SP, notifications 506, 508, and 512 

continue to be displayed on the wake screen user interface 504. 

[00176] In Figures 5Q-5X, after navigation to a first application user interface and 

from the first application user interface to a second application user interface, notifications 

506, 508, and 512 continue to be displayed (as shown in Figure 5X). 

[00177] Figure SQ illustrates an input (e.g., a upward swipe) that is initiated by a 

contact at a location near the lower edge of touch screen 112, as indicated by focus selector 

534. In response to the input, wake screen user interface 504 slides up from the lower edge of 

display 112 to redisplay the underlying messages application user interface 530 (that was 

previously covered by wake screen user interface 504), as shown in Figures 5Q-5R. 
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[00178] Figure 5S illustrates an input by a contact on touch screen 112 that is initiated 

by a contact at a location near the lower edge of touch screen 112, as indicated by focus 

selector 536. In response to the input, during which the focus selector moves along a path 

indicated by arrow 538, messages application user interface 530 moves along the path 

indicated by arrow 538 to reveal web browser application user interface 540, as shown in 

Figures 5S-5U. 

[00179] Figures 5V-5W illustrate an input (e.g., a downward swipe) that is initiated by 

a contact at a location near the upper edge of touch screen 112, as indicated by focus selector 

542. In response to the input, wake screen user interface 504 slides down from the lower edge 

of display 112, as shown in Figures 5V-5X. 

[00180] Figures SY-SAC illustrate a user interaction with notification 506 that causes 

notification 506 to be dismissed (as shown in Figure SAC), while notifications 508 and 512 

remain displayed on wake screen user interface 504 (e.g., because no transition from the 

screen-on state to the screen-off state has occurred since the user interaction to dismiss 

notification 510 and no transition from the screen-on state to the screen-off state has occurred 

since the user interaction to dismiss notification 506). 

[00181] Figures SAD-SAO illustrate user input to access a music application user 

interface 560 and to initiate an active playback mode of the music application. While the 

music application is in an active playback mode, a media banner 568 is displayed on wake 

screen user interface 504, as shown in Figure SAO. Figures SAP-SAU illustrate input to stop 

media playback. When music application is not in an active playback mode, media banner 

568 is no longer displayed on wake screen user interface 504, as shown in Figure SAU. 

[00182] Figures 5Y-5Z illustrate an input (e.g., a horizontal drag input) by a contact on 

touch screen 112 at a location that corresponds to notification 506, as indicated by focus 

selector 544. In response to the input, deletion affordance 546 is revealed at a location that is 

adjacent to notification 506, as shown in Figure 5Z. In Figure SAA, the contact indicated by 

focus selector 544 has lifted off of touch screen 112. 

[00183] In Figure 5AB, an input (e.g., a tap input) is detected at a location that 

corresponds to deletion affordance 546, as indicated by focus selector 548. In response to the 

input, notification 506 ceases to be displayed on wake screen user interface 504, as shown in 

Figure SAC. In Figure SAC, notifications 508 and 512 continue to be displayed on the wake 

screen user interface 504. 
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[00184] Figures 5AD-5AE illustrate an input ( e.g., an upward swipe) that is initiated 

by a contact at a location near the upper edge of touch screen 112, as indicated by focus 

selector 550. In response to the input, wake screen user interface 504 slides up from the lower 

edge of display 112 to redisplay the underlying web browser application user interface 540 

(that was previously covered by wake screen user interface 504), as shown in Figures 5AD-

5AF. 

[00185] Figure SAG illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated by a contact at location that corresponds to home affordance 552, 

as indicated by focus selector 554. In response to the input, display of web browser 

application user interface 540 is replaced by display of home screen user interface 522, as 

shown in Figures 5AG-5AH. 

[00186] In Figure 5AI, an input (e.g., a tap input) is detected at a location that 

corresponds to affordance 556 for displaying a music application interface, as indicated by 

focus selector 558. In response to the input, a music application user interface 552 is 

displayed, as shown in Figure 5AJ. 

[00187] In Figure SAK, an input ( e.g., a tap input) is detected at a location that 

corresponds to media playback control affordance 562, as indicated by focus selector 564. In 

response to the input, the music application transitions to an active playback mode (e.g., 

music playback is initiated) as shown in Figure SAL (e.g., as indicated by the changed state 

of media playback control affordance 562). 

[00188] Figures 5AM-5AN illustrate an input (e.g., a downward swipe) that is initiated 

by a contact at a location near the upper edge of touch screen 112, as indicated by focus 

selector 566. In response to the input, wake screen user interface 504 slides down from the 

upper edge of display 112, as shown in Figures 5AM-5AO. 

[00189] Figure AO shows a wake screen user interface 504 that displays a media 

banner 568 that corresponds to the ongoing music playback initiated from the music 

application. As indicated in Figure SAP, media banner 568 includes media track information 

570 and a banner playback control affordance 572. 

[00190] In Figure AP, an input (e.g., a tap input) is detected at a location that 

corresponds to banner playback control affordance 572, as indicated by focus selector 574. In 

response to the input, music playback is paused as shown in Figure 5AQ (e.g., as indicated by 

the changed state of banner playback control affordance 572). 
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[00191] Figure SAR illustrates an input (e.g., a upward swipe) that is initiated by a 

contact near the lower edge of touch screen 112, as indicated by focus selector 576. In 

response to the input, wake screen user interface 504 slides up from the lower edge of display 

112 to redisplay the underlying music user interface 522 (that was previously covered by 

wake screen user interface 504), as shown in Figures SAR-SAS. 

[00192] Figure SAT illustrates an input (e.g., a downward swipe) by a contact on touch 

screen 112, as indicated by focus selector 578. In response to the input, wake screen user 

interface 504 slides down from the upper edge of display 112, as shown in Figures 5AT-

5AU. 

[00193] In Figure SAU, media banner 568 is no longer displayed on wake screen user 

interface 504 ( e.g., because the input to display wake screen user interface 504 was received 

while the music application was not in an active media playback mode). 

[00194] Figures 5AV-5AW illustrate a transition from the screen-on state to the 

screen-off state that occurs after the user interaction to dismiss notification 510 ( e.g., as 

described with regard to Figures 5L-5P) and after the user interaction to dismiss notification 

606 (as described with regard to Figures SY-SAC). As shown in Figure SAW, because 

notification clearance criteria are satisfied ( e.g., input (to transition the device from the 

screen-off state to the screen-on state) is received at a time that is (1) after a respective 

notification of the one or more notifications has been cleared through direct user interaction 

with the respective notification or an application that corresponds to the respective 

notification and (2) after the device has transitioned from the screen-on state to the screen-off 

state at least once since the last direct user interaction that dismissed a respective 

notification), all notifications have been cleared from wake screen 504. 

[00195] In Figure SA V, device 100 has transitioned from the screen-on state, as shown 

in Figure SAU, to a screen-off state. 

[00196] After the screen has transitioned from a screen-off state, as shown in Figure 

SA V, back to a screen-on state, as shown in Figure AW (and after the user has interacted with 

at least one notification, e.g., as described with regard to Figures 5L-5P and/or as described 

with regard to Figures SY-SAC), wake screen user interface 504 is displayed with no 

notifications. 

[00197] Figures SA W-5AZ illustrate a "rubber band" effect that occurs when an input 

by a contact with touch screen 112 (as indicated by focus selector 580) drags a time/date 
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indicator 582 downward, and then the time/date indicator moves back to its original position 

in response to lift off of the contact from the touch sensitive surface. As focus selector 580 

moves across touch screen 112 along a path indicated by arrow 584, time/date indicator 582 

moves in accordance with the movement of the focus selector 580, as shown in Figures 

SA W-5AX. When focus selector 580 lifts off of touch screen 112, the time/date indicator 582 

returns to its original position, as shown in Figures SA Y-5AZ. 

[00198] Figures 5BA-5CX illustrate example user interfaces for displaying notification 

history, in accordance with some embodiments. The user interfaces in these figures are used 

to illustrate the processes described below, including the processes in Figures 7 A-7E. For 

convenience of explanation, some of the embodiments will be discussed with reference to 

operations performed on a device with a touch-sensitive display system 112. In such 

embodiments, the focus selector is, optionally: a respective finger or stylus contact, a 

representative point corresponding to a finger or stylus contact (e.g., a centroid of a 

respective contact or a point associated with a respective contact), or a centroid of two or 

more contacts detected on the touch-sensitive display system 112. However, analogous 

operations are, optionally, performed on a device with a display 450 and a separate touch­

sensitive surface 451 in response to detecting the contacts on the touch-sensitive surface 451 

while displaying the user interfaces shown in the figures on the display 450, along with a 

focus selector. 

[00199] Figure SBA displays wake screen user interface 504 ( e.g., in response to an 

event that triggered a transition from a screen-off state to a screen-on state). Wake screen user 

interface 504 displays missed notifications 586, 588, 590, and 592. 

[00200] Figures 5BB-5BE illustrate a "rubber band" effect that occurs when an input 

by a contact with touch screen 112 (as indicated by focus selector 594) drags missed 

notifications 586, 588, 590, and 592 and time/date indicator 582 downward, and then the 

missed notifications 586, 588, 590, and 592 and time/date indicator 582 move back to their 

original positions in response to lift off of the contact from the touch sensitive surface. As 

focus selector 594 moves across touch screen 112 along a path indicated by arrow 596, 

missed notifications 586, 588, 590, and 592 and time/date indicator 582 move in accordance 

with the movement of the focus selector 594, as shown in Figures 5BB-5BC. When focus 

selector 594 lifts off of touch screen 112, notifications 586, 588, 590, and 592 and time/date 

indicator 582 return to their original positions, as shown in Figures 5BD-5BE. 

P34814USC2/063266-7715US 
D82/ 39185059.1 

58 

-129- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



[00201] Figures 5BF-5BG illustrate an input (e.g., an upward swipe) that causes 

missed notifications to scroll upwards, but that does not meet criteria for displaying 

previously received notifications. In Figure 5BF, an input is initiated by a contact with touch 

screen 112, as indicated by focus selector 598, within a region on wake screen interface 504 

( e.g., a region delineated by dotted line 5100) in which notifications 586-592 are displayed. 

In response to the input, missed notifications 586-592 move upward, as shown in Figures 

5BF-5BG, revealing an additional missed notification 5102 and a previously received 

notification indicator 5104, as shown in Figure 5BH. 

[00202] Figures 5BI-5BN illustrate an input that meets criteria for displaying 

previously received notifications. In Figure 5BI, an input (e.g., an upward swipe) is initiated 

by a contact with touch screen 112 (e.g., at a location that corresponds to previously received 

notification indicator 5102), as indicated by focus selector 5106. In response to the input, 

missed notifications 586-592 move upward, as shown in Figures 5BJ-5BP. As shown in 

Figure 5BK, when movement of the focus selector 5106 across touch screen 112 has 

increased above a threshold distance (as indicated by 5108), previously received notification 

506 is displayed, and the device generates a tactile output (as indicated at 5112). After the 

focus selector 5106 moves beyond the threshold distance, additional previously received 

notifications 508 and 510 are displayed, and the previously received notifications 506, 508, 

and 510 move at a faster rate than the rate of movement of focus selector 5106 and missed 

notifications 590, 592 and 5102 ( e.g., to provide a visual effect of the previously received 

notifications 506, 508, and 510 "rushing to catch up" with the missed notifications 590, 592 

and 5102), as shown in Figures 5BK-5BM. In Figures 5BM-5BN, focus selector 5106 

continues to move upward across touch screen 112, and previously received notification 512 

is revealed. In Figures 5BO-5BP, after the contact indicated by focus selector 5106 has lifted 

off from touch screen 112, previously received notifications 506, 508, 510, and 512 continue 

to move upward. 

[00203] Figures 5BQ-5BR illustrate an input that displays additional previously 

received notifications. In Figure 5BQ, an input (e.g., an upward swipe) is initiated by a 

contact with touch screen 112, as indicated by focus selector 5120, within a region on wake 

screen interface 504 in which previously received notifications 506-512 are displayed. In 

response to the input, previously received notifications 506-512 move upward, as shown in 

Figures 5BQ-5BR. In Figure 5BR, a second previously received notification indicator 5122 
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(e.g., for notifications received on the previous day) and a previously received notification 

5124 (e.g., received on the previous day) are displayed on wake screen user interface 504. 

[00204] Figures 5BS-5BT illustrate an input to redisplay missed notifications. In 

Figure 5BS, an input (e.g., a downward swipe) is initiated by a contact with touch screen 112, 

as indicated by focus selector 5126, within a region on wake screen interface 504 in which 

previously received notifications 506-512 and 5124 are displayed. In response to the input, 

previously received notifications 506-512 and 5124 scroll downwards and missed 

notifications 590, 592, and 5102 are redisplayed on wake screen user interface 504, as shown 

in Figures 5BS-5BU. 

[00205] Figures 5BV-5BZ illustrate a user interaction with notification 592 that causes 

the notification to be dismissed (as shown in Figure 5BZ), while missed notifications other 

than 592 and previously received notifications remain displayed on wake screen user 

interface 504 (e.g., because no transition from the screen-on state to the screen-off state has 

occurred since the user interaction to dismiss notification 592). 

[00206] Figures 5BV-5BW illustrate an input (e.g., a horizontal drag input) by a 

contact on touch screen 112 at a location that corresponds to notification 592, as indicated by 

focus selector 5128. In response to the input, deletion affordance 5130 is revealed at a 

location that is adjacent to notification 592, as shown in Figure 5BW. In Figure 5BX, the 

contact indicated by focus selector 5130 has lifted off of touch screen 112. 

[00207] In Figure 5BY, an input (e.g., a tap input) is detected at a location that 

corresponds to deletion affordance 5130, as indicated by focus selector 5132. In response to 

the input, notification 592 ceases to be displayed on wake screen user interface 504, as shown 

in Figure 5BZ. 

[00208] Figure SCA illustrates an input that meets criteria for dismissing previously 

dismissed notifications. In response to the input, only missed notifications remain displayed 

on wake screen 504, as shown in Figure 5CB. 

[00209] Figures 5CA-5CB illustrate an input (e.g., a downward swipe) that is initiated 

by a contact with touch screen 112, as indicated by focus selector 5136, within a region on 

wake screen interface 504 in which missed notifications ( e.g., 592 and 5102) and/or 

previously received notifications ( e.g., 506-510) are displayed. In response to the input, 

previously received notifications 506-510 scroll downwards and missed notifications 586, 
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588, 592, and 5102 are redisplayed on wake screen user interface 504, as shown in Figure 

5CA-5CB. 

[00210] Figures 5CC-5CQ illustrate input for accessing a control center user interface 

5138, a mini application user interface 5140, and a user interface underlying wake screen user 

interface (e.g., home screen user interface 522) from wake screen user interface 504. 

[00211] Figures 5CC-5CD illustrate an input (e.g., a leftward swipe) that is initiated by 

a contact on touch screen 112, as indicated by focus selector 5136. In response to the input, 

wake screen user interface 504 slides to the left and control center user interface 5138 is 

revealed, as shown in Figure 5CC-5CE. 

[00212] Figures 5CF-5CG illustrate an input (e.g., a rightward swipe) that is initiated 

by a contact on touch screen 112, as indicated by focus selector 5142. In response to the 

input, control center user interface 5138 slides to the right and wake screen user interface 504 

is revealed, as shown in Figure 5CF-5CH. 

[00213] Figures 5CI-5CJ illustrate an input (e.g., a rightward swipe) that is initiated by 

a contact on touch screen 112, as indicated by focus selector 5144. In response to the input, 

wake screen user interface 504 slides to the right and mini application user interface 5140 is 

revealed, as shown in Figure 5CI-5CK. 

[00214] Figures 5CL-5CM illustrate an input (e.g., a leftward swipe) that is initiated by 

a contact on touch screen 112, as indicated by focus selector 5146. In response to the input, 

mini application user interface 5140 slides to the left and wake screen user interface 504 is 

revealed, as shown in Figure 5CL-5CN. 

[00215] Figures 5CO illustrates an input by a contact on touch screen 112 that is 

initiated at a lower edge of touch screen 112, as indicated by focus selector 5146. In response 

to the input, display of wake screen user interface 504 is replaced by display of home screen 

user interface 522, as shown in Figures 5CO-5CQ. 

[00216] Figures 5CR-5CS illustrate a transition from the screen-on state to the screen-

off state that occurs after the user interaction to dismiss notification 592 ( e.g., as described 

with regard to Figures 5BV-5BZ). As shown in Figure 5CS, because notification clearance 

criteria are satisfied (e.g., input (to transition the device from the screen-off state to the 

screen-on state) is received at a time that is (1) after a respective notification of the one or 

more notifications has been cleared through direct user interaction with the respective 

notification or an application that corresponds to the respective notification and (2) after the 
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device has transitioned from the screen-on state to the screen-off state at least once since the 

last direct user interaction that dismissed a respective notification), all notifications have been 

cleared from wake screen 504. 

[00217] In Figure 5CR, device 100 has transitioned from the screen-on state, as shown 

in Figure 5CQ, to a screen-off state. 

[00218] After the screen has transitioned from a screen-off state, as shown in Figure 

5CR, back to a screen-on state, as shown in Figure 5CS (and after the user has interacted with 

at least one notification, e.g., as described with regard to Figures 5BV-5BZ), wake screen 

user interface 504 is displayed with no notifications. 

[00219] Figures 5CS-5CV illustrate a "rubber band" effect that occurs when an input 

by a contact with touch screen 112 (as indicated by focus selector 5150) drags a time/date 

indicator 582 downward, and then the time/date indicator moves back to its original position 

in response to lift off of the contact from the touch sensitive surface. 

[00220] After all notifications have been cleared, as shown at Figure 5CS, the cleared 

notifications can be recalled, as shown at Figures 5CW-5CX. Figure 5CW illustrates an input 

(e.g., an upward swipe) that is initiated by a contact with touch screen 112 at a location on 

wake screen user interface 504, as indicated by focus selector 5152. In response to the input, 

the notifications that were displayed as missed notifications 586-592 and subsequently 

cleared (as described with regard to Figures 5BA, 5BV-5BZ, and 5CR-5CS) move upward 

when movement of the focus selector 515 2 across touch screen 112 has increased above a 

threshold distance. In Figure 5CX, the notifications that were displayed as missed 

notifications 586-592 are displayed as previously received notifications. 

[00221] Figures 5CY-5EB illustrate example user interfaces for displaying updating 

information from an application in a floating banner, in accordance with some embodiments. 

The user interfaces in these figures are used to illustrate the processes described below, 

including the processes in Figures 8A-8C. For convenience of explanation, some of the 

embodiments will be discussed with reference to operations performed on a device with a 

touch-sensitive display system 112. In such embodiments, the focus selector is, optionally: a 

respective finger or stylus contact, a representative point corresponding to a finger or stylus 

contact (e.g., a centroid of a respective contact or a point associated with a respective 

contact), or a centroid of two or more contacts detected on the touch-sensitive display system 

112. However, analogous operations are, optionally, performed on a device with a display 
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450 and a separate touch- sensitive surface 451 in response to detecting the contacts on the 

touch-sensitive surface 451 while displaying the user interfaces shown in the figures on the 

display 450, along with a focus selector. 

[00222] Figures 5CY-5DA illustrate input for activating a navigation mode of a maps 

application and displaying a navigation banner 5160 that corresponds to the active navigation 

mode of the maps application. 

[00223] Figure 5CY shows a maps application user interface 5154 displayed by 

display 112 of device 100. 

[00224] In Figure 5CZ, an input (e.g., a tap input) by a contact on touch screen 112 is 

detected at a location that corresponds to a control 5156 for activating a navigation mode of 

the maps application, as indicated by focus selector 5158. In response to the input, the 

navigation mode of the maps application is initiated, and a navigation mode user interface is 

displayed in maps application user interface 5154, as indicated at Figure DA A navigation 

banner 5160 (e.g., that includes navigation direction text and/or a navigation direction image, 

such as a direction arrow) is displayed on the navigation mode user interface of the maps 

application user interface 5154. 

[00225] In Figures 5DB-5DF, the "floating" aspect of navigation banner 5160 is 

illustrated, as navigation banner 5160 continues to be displayed overlying cover sheet user 

interface 504 (referred to above as wake screen user interface 504) as cover sheet user 

interface 504 slides down to cover maps application user interface 5154. Figures 5DD-5DE 

illustrate how navigation banner 5160 is anchored to time/date object 582 in cover sheet user 

interface 504. 

[00226] Figures 5DB-5DF illustrate an input (e.g., a downward swipe) by a contact on 

touch screen 112 that is initiated at an upper edge of touch screen 112, as indicated by focus 

selector 5162. In response to the input, cover sheet user interface 504 slides down from the 

upper edge of display 112, as shown in Figures 5DC-5DF. As shown in in Figures 5DC-5DD, 

notifications 5164 and 5168 that are displayed on cover sheet user interface 504 descend as 

cover sheet user interface 504 slides down, while navigation banner 5160 remains at a fixed 

position on cover sheet 504 (e.g., cover sheet 504 and its notifications 5164 and 5168 appear 

to slide down behind navigation banner 5160). As shown in Figures 5DD-5DE, in accordance 

with a determination that cover sheet user interface 504 has descended a threshold distance 

relative to navigation banner 5160, navigation banner 5160 becomes "attached" to the cover 
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sheet user interface and begins to move downward while cover sheet user interface 504 

moves downward. As shown in Figures 5DD-5DF, a time/date object 582 that is displayed on 

cover sheet user interface 504 is gradually revealed as cover sheet user interface 504 moves 

downward. In accordance with a determination that the time/date object 582 has reached a 

predefined location on the display, time/date object 582 and navigation banner 5160 cease to 

move as the cover sheet user interface 504 continues its descent (and notifications 5164 and 

5168 continue to move downward with the cover sheet user interface 504). 

[00227] In Figure 5DG, the contact indicated by focus selector 5162 has lifted off of 

cover sheet user interface 504. 

[00228] Figures 5DH-5DI illustrate input at navigation banner 5160 to display the user 

interface 5154 of the corresponding maps application. 

[00229] In Figure 5DH, an input (e.g., a tap input) by a contact on touch screen 112 is 

detected at a location that corresponds to navigation banner 5160, as indicated by focus 

selector 5168. In response to the input, cover sheet user interface 504 ceases to be displayed 

and maps application user interface 5154 is redisplayed, as indicated at Figure SDI. In Figure 

SDI, navigation banner 5160 is displayed on the navigation mode user interface of the maps 

application user interface 5154. 

[00230] Figures 5DJ-5DS illustrate input to display a home screen user interface 522 

( over which navigation banner 5160 continues to be displayed), to pull down cover sheet user 

interface 504 over home screen user interface 522, and to show the continuous display of 

navigation banner 5160 as home screen user interface 522 is revealed from under cover sheet 

522. 

[00231] Figure 5DJ illustrates an input by a contact on touch screen 112 that is 

initiated by a contact at location that corresponds to home affordance 552, as indicated by 

focus selector 5170. In response to the input, display of map application user interface 5154 

is replaced by display of home screen user interface 522, as shown in Figures 5DJ-5DM. 

Navigation banner 5160 remains displayed at the same position during the transition from 

displaying map application user interface 5154 to displaying home screen user interface 522. 

Navigation banner 5160 is displayed overlaying home screen user interface 522. 

[00232] Figures 5DN-5DO illustrate an input (e.g., a downward swipe) that is initiated 

by a contact at a location near the upper edge of touch screen 112, as indicated by focus 
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selector 5172. In response to the input, cover sheet user interface 504 slides down from the 

upper edge of display 112, as shown in Figures 5DN-5DP. 

[00233] Figure 5DQ illustrates an input (e.g., an upward swipe input) by a contact on 

touch screen 112 that is initiated by a contact at location indicated by focus selector 5174. In 

response to the input, display of cover sheet user interface 504 is replaced by display of home 

screen user interface 522, as shown in Figures 5DQ-5DS. 

[00234] Figure 5DT-5DW illustrate input that causes transition of navigation banner 

5160 from a banner form (as shown in Figure 5DT) to pill form (as shown in Figure 5DW). 

[00235] Figures 5DT-5DU illustrate an input ( e.g., an upward swipe) that is initiated 

by a contact at a location that corresponds to navigation banner 5160, as indicated by focus 

selector 5176. In response to the input, navigation banner 5160 gradually transitions from a 

banner format, as shown in Figure 5DT, to a pill format, as shown in Figure 5DW. For 

example, as navigation banner 5160 gradually transitions from a banner format to a pill 

format, an animation is displayed in which navigation text 5178 in navigation banner 5160 

ceases to be displayed, navigation direction arrow 5180 shrinks, navigation banner 5160 

gradually shrinks and moves leftward, and a time 5182 is displayed (e.g., adjacent to 

navigation direction arrow 5180) in the pill format of navigation banner 5160. 

[00236] Figures 5DX-5DW illustrate input on navigation banner 5160 (in the pill 

format) that causes an application that corresponds to the banner to be displayed. 

[00237] In Figure 5DX, an input (e.g., a tap input) by a contact on touch screen 112 is 

detected at a location that corresponds to navigation banner 5160 (in the pill format), as 

indicated by focus selector 5184. In response to the input, because the content of navigation 

banner 5160 (in the pill format) corresponds to the navigation mode of the map application, 

home screen user interface 522 ceases to be displayed and maps application user interface 

5154 is redisplayed, as indicated at Figure 5DY. In Figure 5DY, navigation banner 5160 is 

displayed on the navigation mode user interface of the maps application user interface 5154. 

[00238] Figures 5DZ-5EA illustrate banners that are displayed on device 100 when 

device 100 is in a screen-off state. 

[00239] In Figure 5DZ, device 100 has transitioned from the screen-on state, as shown 

in Figure 5DY, to a screen-off state. Because the navigation mode of the map application was 

active when the device 100 transitioned to the screen-off state, navigation banner 5160 is 
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displayed on device 100 while the device is in the "screen-off' state ( e.g., aside from 

displaying the navigation banner 5160, the display 112 is blank). 

[00240] In Figure SEA, while the device 100 is in the "screen-off' state, a notification 

5186 is received. The received notification 5186 is displayed on display 112 of device 100 

while the device 100 is in the "screen-off state" ( e.g., aside from displaying the received 

notification 5186 and/or the navigation banner 5160, the display 112 is blank). 

[00241] In Figure 5EB, device 100 has transitioned from the screen-off state, as shown 

in Figures 5DZ-5EA, to a screen-on state, and cover sheet user interface 504 is displayed on 

the display 112 of device 100. 

[00242] Figures 5EC-5GU illustrate example user interfaces for navigation using a 

cover sheet in accordance with some embodiments. The user interfaces in these figures are 

used to illustrate the processes described below, including the processes in Figures 9A-9C. 

For convenience of explanation, some of the embodiments will be discussed with reference to 

operations performed on a device with a touch-sensitive display system 112. In such 

embodiments, the focus selector is, optionally: a respective finger or stylus contact, a 

representative point corresponding to a finger or stylus contact ( e.g., a centroid of a 

respective contact or a point associated with a respective contact), or a centroid of two or 

more contacts detected on the touch-sensitive display system 112. However, analogous 

operations are, optionally, performed on a device with a display 450 and a separate touch­

sensitive surface 451 in response to detecting the contacts on the touch-sensitive surface 451 

while displaying the user interfaces shown in the figures on the display 450, along with a 

focus selector. 

[00243] Figures SEC 1 to 5EC4 illustrate activation of a display (e.g., touch-sensitive 

display 112) in response to changing an orientation of device 100. When the display has 

been activated, notifications that were received while the device was in a screen-off state 

were received. These notifications are displayed when the device transitions to a screen-on 

state. In Figure 5EC1, the device is in a screen-off state while it is held flat in a user's hand 

502, such that the device display is substantially horizontal. In Figure 5EC2, the device is 

tilted such that the display is more vertical than in Figure SEC 1. Because a tilt angle of the 

device has not increased above a threshold tilt angle in Figure 5EC2, the display is not 

activated. In Figure 5EC3, the device is tilted such that the display is more vertical than in 

Figure 5EC2. Because a tilt angle of the device has increased above a threshold tilt angle in 
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Figure 5EC3, the display has transitioned from a screen-off state to a screen-on state and 

wake screen user interface 504 (also referred to herein as a cover sheet user interface 504) is 

displayed by the display 112. In Figure 5EC4, the display 112 is substantially vertical. 

[00244] Figure SED illustrates a wake screen user interface 504, in accordance with 

some embodiments. Wake screen user interface 504 displays missed notification 5188 that 

was received and/or generated by device 100 (e.g., while device 100 was in a screen-off 

state). In some embodiments, wake screen user interface 504 additionally displays controls, 

such as a subset of controls from a control center user interface 5138 ( e.g., a flashlight control 

5190 and a camera control 5192). 

[00245] In some embodiments, different input criteria must be met to activate a 

flashlight control 5190 when it is displayed on a wake screen user interface 504 and when it 

is displayed in a control center user interface 513 8, as illustrated in Figures 5EE-5EJ and 

SET-SEW. Because wake screen user interface 504 may be displayed ( e.g., in response to 

tilting the device) at a time when the user does not wish to provide input, more stringent 

criteria are applied for operating controls displayed on the wake screen user interface to 

prevent unintentional operation of the controls. 

[00246] In some embodiments, input that has one effect when it is applied to a control 

( e.g., camera control 5192) when it is displayed in control center user interface 513 8 has a 

different effect when the control is displayed in wake screen user interface 504. For example, 

a light press input on camera control 5192 causes a menu 5220 to be displayed when camera 

control 5192 is displayed in control center user interface 513 8, and the light press input on 

camera control 5192 causes activation of a camera application when camera control 5192 is 

displayed in wake screen user interface 504, as illustrated by Figures 5EX-5FN. 

[00247] In some embodiments, a time/date object 582 shifts horizontally as input for 

navigating from wake screen user interface 504 to adjacent user interfaces ( control center 

user interface 5138 and widget user interface 5140) to indicate the direction of input needed 

to return to the wake screen user interface 504, as illustrate at Figures 5EJ-5EP and Figures 

SEQ-SES and 5FF-5FH. An overview of the arrangement wake screen user interface 504 to 

adjacent user interfaces control center user interface 513 8 and widget user interface 5140 is 

shown in Figure SFR. 

[00248] Figures 5EE-5EG illustrate a first flashlight activation input ( e.g., a light press 

input) by a contact with touch screen 112, as indicated by focus selector 5194, at a location 
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that corresponds to a flashlight control 5190 that is displayed on wake screen user interface 

504. In Figure SEE, a characteristic intensity of the contact is above a detection threshold ITo, 

as indicated by intensity level meter 5196, and below a light press intensity level ITL. In 

Figure 5EF, in accordance with a determination that a characteristic intensity of the contact 

has increased above a light press intensity threshold, as indicated by ITL on intensity level 

meter 5196, a flashlight is activated, as indicated by flashlight beam 5198. In Figure 5EG, the 

contact indicated by focus selector 5194 has lifted off of touch screen 112. 

[00249] Figures 5EH-5EI illustrate a first flashlight deactivation input ( e.g., a light 

press input) by a contact with touch screen 112 at a location that corresponds to flashlight 

control 5190, as indicated by focus selector 5200. In Figure 5EI, in accordance with a 

determination that a characteristic intensity of the contact has increased above a light press 

intensity threshold, as indicated by ITL on intensity level meter 5196 while the flashlight is 

on, the flashlight is shut off. In Figure 5EJ, the contact indicated by focus selector 5200 has 

lifted off of touch screen 112. 

[00250] Figures 5EK-5EL illustrate an input (e.g., a rightward swipe) that is initiated 

by a contact on touch screen 112, as indicated by focus selector 5202. In response to the 

input, wake screen user interface 504 slides to the right and mini application user interface 

5140 is revealed, as shown in Figures 5EK-5EM. Mini application user interface 5140 

displays mini application objects 583, 585, 587, and 589 that include a subset of content from 

application. As wake screen user interface 504 slides to the right, time/date object 582 moves 

from a position in the center of the display 112, as shown in Figure SEK, to a position at the 

right of the display 112, as shown in Figure 5EM. Repositioning time/date object 582 

provides a visual indication to the user of the direction of the swipe input needed to return to 

wake screen 5 04. 

[00251] In some embodiments, a mini application object (e.g., as illustrated by mini 

application objects 583, 585, 587, and 589) is configured to perform a subset, less than all, of 

the functions of a corresponding application. In some embodiments, a mini application object 

displays an identifier for the corresponding application. In some embodiments, a mini 

application object displays a portion of the content the corresponding application. In some 

embodiments, a predefined input on a mini application object launches the corresponding 

application. In some embodiments, a mini application object operates as a standalone 

application residing in memory of the device, distinct from an associated application also 

residing in the memory of the device. For example, a mini application object corresponding 
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to a social networking application operates as a single-purpose or streamlined application 

with a subset, less than all, of the functionality of the corresponding application, but is 

associated with the full-featured social networking application. In this example, the mini 

application object operates independently of the social networking application, and in a 

scenario where the social networking application is not running, the mini application object 

continues to operate. In some embodiments, a mini application object operates as an 

extension or component of an associated application on the device. 

[00252] Figures SEN-SEO illustrate an input (e.g., a leftward swipe) that is initiated by 

a contact on touch screen 112, as indicated by focus selector 5204. In response to the input, 

mini application user interface 5140 slides to the left and wake screen user interface 504 is 

revealed, as shown in Figure SEN-SEP. As mini application user interface 5140 slides to the 

left, time/date object 582 moves from a position in at the right of the display 112, as shown in 

Figure SEN, to a position in the center of the display 112, as shown in Figure SEP. 

Repositioning time/date object 582 provides a visual indication to the user of the direction of 

the swipe input needed to return to wake screen 504. 

[00253] Figures SEQ-SER illustrate an input (e.g., a leftward swipe) that is initiated by 

a contact on touch screen 112, as indicated by focus selector 5206. In response to the input, 

wake screen user interface 504 slides to the left and control center user interface 5138 is 

revealed, as shown in Figure SEQ-SES. As wake screen user interface 5140 slides to the left, 

time/date object 582 moves from a position in at the center of the display, as shown in Figure 

SEQ, to a position at the left of the display, as shown in Figure SES. Repositioning time/date 

object 582 provides a visual indication to the user of the direction of the swipe input needed 

to return to wake screen 504. 

[00254] Figure SET illustrates a second flashlight activation input ( e.g., a tap input) by 

a contact with touch screen 112, as indicated by focus selector 5208, at a location that 

corresponds to a flashlight control 5190 that is displayed on control center user interface 

5138. In response to the input, a flashlight is activated, as indicated by flashlight beam 5210 

in Figure EU. Because a wake screen user interface 504 is displayed on waking the device 

(e.g., when the device is tilted as described with regard to Figures 5EC1-5EC4), input that 

meets threshold intensity criteria ( e.g., light press intensity criteria) is needed to activate the 

flashlight using a flashlight control 5190 displayed in the wake screen user interface 504. In 

this way, accidental activation of the flashlight is avoided. When the user has provided input 
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to navigate to control center user interface 5138, a tap input (as described with regard to 

Figures 5ET-5EU) is sufficient to activate the flashlight. 

[00255] Figure 5EV illustrates a second flashlight deactivation input (e.g., a tap input) 

by a contact with touch screen 112 at a location that corresponds to flashlight control 5190, as 

indicated by focus selector 5212. In response to the input, the flashlight is shut off, as 

indicated at Figure SEW. 

[00256] Figure SEX illustrates a control center camera application activation input 

(e.g., a tap input) by a contact with touch screen 112, as indicated by focus selector 5214, at a 

location that corresponds to a camera control 5192 that is displayed on control center user 

interface 5138. In response to the control center camera application activation input, display 

of the control center user interface 5138 is replaced by display of a camera application user 

interface 5216, as shown in Figure SEY. 

[00257] Figures 5EZ-5FB illustrate camera menu display input ( e.g., a light press 

input) by a contact with touch screen 112, as indicated by focus selector 5218, at a location 

that corresponds to a camera control 5192 that is displayed on control center user interface 

5138. In Figure 5FA, a characteristic intensity of the contact is above a detection threshold 

ITo, as indicated by intensity level meter 5196, and below a light press intensity level ITL. In 

Figure 5FB, in accordance with a determination that a characteristic intensity of the contact 

increases above a light press intensity threshold, as indicated by ITL on intensity level meter 

5196, a camera menu 5220 is displayed overlaying control center user interface 5138. 

[00258] In Figure 5FC, the contact indicated by focus selector 5218 has lifted off from 

touch screen 112. 

[00259] In Figure 5FD, an input (e.g., a tap input) by a contact on touch screen 112 is 

detected at a location outside of camera menu 5220, as indicated by focus selector 5222. In 

response to the input, camera menu 5220 ceases to be displayed overlaying control center 

user interface 5138, as shown in Figure 5FE. 

[00260] Figures 5FF-5FG illustrate an input (e.g., a rightward swipe) that is initiated 

by a contact on touch screen 112, as indicated by focus selector 5224. In response to the 

input, control center user interface 5138 slides to the right and wake screen user interface 504 

is redisplayed, as shown in Figures 5FG-5FH. As control center user interface 513 8 slides to 

the right, time/date object 582 moves from a position in the left of the display, as shown in 

Figure 5FF, to a position at the center of the display, as shown in Figure 5FH. 
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[00261] Figure 5FI illustrates an input ( e.g., a tap input) by a contact with touch screen 

112, as indicated by focus selector 5226, at a location that corresponds to a camera control 

5192 that is displayed on wake screen user interface 504. As shown in Figures 5FI-5FJ, a tap 

input on camera control 5192 that is displayed on wake screen user interface 504 has no 

effect (unlike a tap input on camera control 5192 displayed in control center user interface 

5138, which causes a camera application user interface 5216 to be displayed, as discussed 

with regard to Figures SEX-SEY). 

[00262] Whereas a light press input on a camera control displayed in control center 

user interface 5138 causes a camera menu 5220 to be displayed, a light press input on a 

camera control displayed in wake screen user interface 504 causes a camera application user 

interface 5216 to be displayed. Figures 5FK-5FL illustrate a wake screen camera activation 

input ( e.g., a light press input) by a contact with touch screen 112, as indicated by focus 

selector 5228, at a location that corresponds to a camera control 5192 that is displayed on 

wake screen user interface 504. In Figures 5FK-5FL, a characteristic intensity of the contact 

is above a detection threshold ITo, as indicated by intensity level meter 5196, and below a 

light press intensity level ITL. In Figure 5FM, in accordance with a determination that a 

characteristic intensity of the contact has increased above a light press intensity threshold, as 

indicated by ITL on intensity level meter 5196, display of the wake screen user interface 504 

is replaced by display of a camera application user interface 5216. 

[00263] Figures 5FN-5FT illustrate that, in response to authentication input (e.g., as 

shown in Figure 5FP, additional notification information is displayed on wake screen user 

interface 504. 

[00264] Figure 5FN illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated at a lower edge of touch screen 112, as indicated by focus selector 

5230. In response to the input, in accordance with a determination that the device is locked, 

an authentication user interface 518 is displayed, as shown in Figure 5FO. 

[00265] In Figure SP, an authentication input (e.g., a tap input) by a contact on touch 

screen 112 is detected at a location within authentication user interface 518, as indicated by 

focus selector 5232. In response to the authentication input, the device is unlocked and home 

screen user interface 522 is displayed, as shown in Figure 5FQ. 

[00266] Figure 5FR illustrates an input (e.g., a downward swipe) that is initiated by a 

contact at a location near the upper edge of touch screen 112, as indicated by focus selector 
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5232. In response to the input, wake screen user interface 504 slides down from the upper 

edge of display 112, as shown in Figures 5FR-5FT. When wake screen user interface 504 is 

displayed while device 100 is unlocked, as shown in Figure 5FT, notification 5188 is 

displayed with information ( e.g., message text 5234 and an image 5236) that were not 

displayed while device 100 was locked (see, e.g., Figure 5ED), and an additional notification 

5190 is displayed. 

[00267] Figure 5FU illustrates an arrangement of wake screen user interface 504 and 

adjacent user interfaces control center user interface 5138 and widget user interface 5140. As 

discussed above with regard to Figures 5EK-5EP, a rightward swipe on wake screen user 

interface 504 causes widget user interface 5140 to be displayed, and a leftward swipe on 

widget user interface 5140 causes wake screen user interface 504 to be displayed. As 

discussed above with regard to Figures 5EQ-5ES and Figures 5FF-5FH, a leftward swipe on 

wake screen user interface 504 causes control center user interface 5138 to be displayed, and 

a rightward swipe on control center user interface 5138 causes wake screen user interface 504 

to be displayed. An upward swipe on wake screen user interface 504 causes a previously 

displayed user interface ( e.g., home screen user interface 522, an application user interface, or 

a settings user interface) to be displayed. 

[00268] As illustrated in Figures 5FV-5GB, when input to display widget user 

interface 5140 or control center user interface 513 8 is received, the state of a user interface 

that is adjacent to wake screen user interface 504 being displayed is not "sticky," in that when 

widget user interface 5140 or control center user interface 513 are displayed and 

subsequently dismissed, a subsequent downward swipe input from the upper edge of display 

112 will cause wake screen user interface 504 (and not widget user interface 5140 or control 

center user interface 513) to be displayed. 

[00269] Figures 5FV-5FW illustrate an input (e.g., a rightward swipe) that is initiated 

by a contact on touch screen 112, as indicated by focus selector 5238. In response to the 

input, wake screen user interface 504 slides to the right and mini application user interface 

5140 is revealed, as shown in Figures 5FV-5FX. 

[00270] Figure 5FY illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated at a lower edge of touchscreen 112 by a contact at location that is 

indicated by focus selector 5240. In response to the input, display of mini application user 

P34814USC2/063266-7715US 
D82/ 39185059.1 

72 

-143- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



interface 5140 is replaced by display of home screen user interface 522, as shown in Figures 

5FY-5FZ. 

[00271] In Figures 5FZ-5GB, after an input is received for navigation to a user 

interface that is adjacent to wake screen user interface 504 (e.g., to navigate to mini 

application user interface 5140 or control center user interface 513 8) and a subsequent input 

is received to dismiss the user interface that is adjacent to wake screen user interface 504 

( e.g., the input in Figure 5FY to reveal home screen 522), a downward swipe reveals wake 

screen user interface 504 (and not the adjacent interface that was displayed prior to the 

dismissal input). For example, in Figure 5FZ, an input (e.g., a downward swipe) is initiated 

by a contact at a location near the upper edge of touch screen 112, as indicated by focus 

selector 5242. In response to the input, wake screen user interface 504 (and not mini 

application user interface 5140) slides down from the upper edge of display 112, as shown in 

Figures 5FZ-5GB. 

[00272] Figures 5GC-5GP illustrate input to display a maps application, activate a 

navigation mode of the maps application and display a navigation banner 5160, and transition 

the navigation banner 5160 from a pill form, as shown in Figure 5FM, to a banner form, as 

shown in Figure 5GP, in accordance with some embodiments. 

[00273] Figure 5GC illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated by a contact at location that corresponds to home affordance 552, 

as indicated by focus selector 5244. In response to the input, display of wake screen user 

interface 504 is replaced by display of home screen user interface 522, as shown in Figures 

5GC-5GD. 

[00274] In Figure 5GE, an input (e.g., a tap input) is detected at a location that 

corresponds to affordance 5248 for displaying a maps application interface, as indicated by 

focus selector 5246. In response to the input, a maps application user interface 5154 is 

displayed, as shown in Figure 5GF. 

[00275] In Figure 5GH, an input (e.g., a tap input) by a contact on touch screen 112 is 

detected at a location that corresponds to a control 5156 for activating a navigation mode of 

the maps application, as indicated by focus selector 5250. In response to the input, the 

navigation mode of the maps application is initiated, and a navigation mode user interface is 

displayed in maps application user interface 5154, as indicated at Figure 5GI. 
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[00276] Figure 5GJ illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated by a contact at location that corresponds to home affordance 552, 

as indicated by focus selector 5252. In response to the input, display of wake screen user 

interface 504 is replaced by display of home screen user interface 522, as shown in Figures 

5GK-5GL. In Figure 5GL, a navigation banner 5160 is displayed in a pill format within home 

screen user interface 522. 

[00277] Figures 5GM-5GO illustrate an input (e.g., a downward swipe) that is initiated 

by a contact at a location near the upper edge of touch screen 112, as indicated by focus 

selector 5254. In response to the input, wake screen user interface 504 slides down from the 

upper edge of display 112, as shown in Figures 5GM-5GP. As wake screen user interface 504 

slides down, navigation banner 5160 transitions from a pill format, as shown in Figure 5GM, 

to a banner format, as shown in Figure 5GP. For example, as navigation banner 5160 

gradually transitions from a pill format to a banner format, an animation is displayed in which 

navigation text 5178 is displayed in navigation banner 5160, navigation direction arrow 5180 

grows, navigation banner 5160 gradually grows and moves toward the center of display 112, 

and time 5182 ceases to be displayed. 

[00278] From Figure 5GP to Figure 5GQ, the information displayed in navigation 

banner 5160 has updated ( e.g., in accordance with a changed location of the phone as the user 

proceeds along the navigation route), indicating that the content of navigation banner 5160 

updates (e.g., in real time) while navigation banner 5160 is displayed. 

[00279] Figure 5GR illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated at a location near the lower edge of touch screen 112, as indicated 

by focus selector 5256. In response to the input, wake screen user interface 504 slides up 

from the lower edge of display 112 to redisplay the underlying maps user interface 5154 (that 

was previously covered by wake screen user interface 504). 

[00280] Figure SGT illustrates an input (e.g., an upward swipe) by a contact on touch 

screen 112 that is initiated by a contact at location that corresponds to home affordance 552, 

as indicated by focus selector 5258. In response to the input, display of wake screen user 

interface 504 is replaced by display of home screen user interface 522, as shown in Figures 

5GT-5GU. In Figure 5GU, because the navigation mode of maps application 5154 is still 

active, a navigation banner 5160 is displayed in a pill format within home screen user 

interface 522. 
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[00281] From Figure 5GL to Figure 5GU, the information displayed in the pill format 

version of navigation banner 5160 has updated ( e.g., in accordance with a changed location 

of the phone as the user proceeds along the navigation route), indicating that the content of 

the pill format version of navigation banner 5160 updates ( e.g., in real time) while navigation 

banner 5160 is displayed. 

[00282] In Figures 5GV-5GW, the color of one or more objects on wake screen user 

interface 504 (e.g., time/date object 582, navigation banner 5188, notification 5188, and/or 

notification 5234) are altered in accordance with a change in a background color and/or 

image of wake screen user interface 504. 

[00283] Figures 5GX-5HR illustrate a panel-based cover sheet user interface 5260 

(e.g., a wake screen displayed on a device with a large format display, such as a tablet 

device). In some embodiments, when panel-based cover sheet user interface 5260 is 

dismissed and subsequently recalled, a state of the panel-based cover sheet user interface 

5260 when panel-based cover sheet user interface 5260 is recalled is the same as the state of 

panel-based cover sheet user interface 5260 prior to the dismissal. 

[00284] In Figure 5GX, panel-based cover sheet user interface 5260 is displayed on 

display 112. A notification panel 5262 is displayed on panel-based cover sheet user interface 

5260. 

[00285] Figures 5GY-5GZ illustrate an input (e.g., a rightward swipe) that is initiated 

by a contact on touch screen 112, as indicated by focus selector 5264. In response to the 

input, notification panel 5262 slides to the right and a mini application panel 5266 is 

revealed, as shown in Figures 5GZ-5HA In Figure SHA, notification panel 5262 and mini 

application panel 5266 are simultaneously displayed on panel-based cover sheet user 

interface 5260. 

[00286] Figures 5HB-5HC illustrate an input (e.g., an upward swipe) by a contact on 

touch screen 112 that is initiated at a lower edge of touchscreen 112 by a contact at location 

that is indicated by focus selector 5268. In response to the input, panel-based cover sheet user 

interface 5260 slides upward to reveal home screen user interface 522, as shown in Figures 

5HB-5HD. 

[00287] Figures 5HE-5HF illustrate an input (e.g., a downward swipe) by a contact on 

touch screen 112 that is initiated at an upper edge of touchscreen 112 by a contact at location 

that is indicated by focus selector 5272. In response to the input, panel-based cover sheet user 
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interface 5272 slides downward over home screen user interface 522, as shown in Figures 

5HE-5HG. Notification panel 5262 and mini application panel 5266, which were 

simultaneously displayed on panel-based cover sheet user interface 5260 prior to dismissal of 

panel-based cover sheet user interface 5272, continue to be displayed when panel-based 

cover sheet user interface 5260 is redisplayed. 

[00288] Figures SHH-SHI illustrate an input (e.g., a leftward swipe) that is initiated by 

a contact on touch screen 112, as indicated by focus selector 5274. In response to the input, 

notification panel 5274 slides to the left, until notification panel 5274 ceases to be displayed, 

and a control center panel 5278 is revealed, as shown in Figures 5HH-5HL. In Figure SHL, 

notification panel 5262 and control center panel 5278 are simultaneously displayed on panel­

based cover sheet user interface 5260. 

[00289] Figures 5HM-5HN illustrate an input (e.g., an upward swipe) by a contact on 

touch screen 112 that is initiated at a lower edge of touchscreen 112 by a contact at location 

that is indicated by focus selector 5278. In response to the input, panel-based cover sheet user 

interface 5260 slides upward to reveal home screen user interface 522, as shown in Figures 

5HM-5HO. 

[00290] Figures 5HP-5HF illustrate an input (e.g., a downward swipe) by a contact on 

touch screen 112 that is initiated at an upper edge of touchscreen 112 by a contact at location 

that is indicated by focus selector 5280. In response to the input, panel-based cover sheet user 

interface 5272 slides downward over home screen user interface 522, as shown in Figures 

5HP-5HR. Notification panel 5262 and control center panel 5278, which were simultaneously 

displayed on panel-based cover sheet user interface 5260 prior to dismissal of panel-based 

cover sheet user interface 5272, continue to be displayed when panel-based cover sheet user 

interface 5260 is redisplayed. 

[00291] Figures 6A-6G are flow diagrams illustrating method 600 of clearing sets of 

notifications, in accordance with some embodiments. Method 600 is performed at an 

electronic device (e.g., device 300, Figure 3, or portable multifunction device 100, Figure 

IA) with a display, a touch-sensitive surface, and one or more sensors to detect intensity of 

contacts with the touch-sensitive surface. In some embodiments, the display is a touch-screen 

display and the touch-sensitive surface is on or integrated with the display. In some 

embodiments, the display is separate from the touch-sensitive surface. Some operations in 

P34814USC2/063266-7715US 
D82/ 39185059.1 

76 

-147- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



method 600 are, optionally, combined and/or the order of some operations is, optionally, 

changed. 

[00292] As described below, method 600 provides an intuitive way to clear sets of 

notifications. The method reduces the number, extent, and/or nature of the inputs from a user 

when clearing sets of notifications, thereby creating a more efficient human-machine 

interface. For battery-operated electronic devices, enabling a user to clear sets of notifications 

faster and more efficiently conserves power and increases the time between battery charges. 

[00293] While the device is in a screen-off state (e.g., as shown in Figures 5Al-5A2), 

the device receives (602) one or more notifications. 

[00294] After receiving the one or more notifications (e.g., while the device remains in 

the screen-off state, or while the one or more notifications are displayed on a dark screen of 

the screen-off state), the device detects (604) a first input from a user for waking the device 

from the screen-off state to a screen-on state (e.g., the device detects a state change indicating 

that the device has been picked up, as described with regard to Figures 5Al-5A4, or the 

device detects an input at a control, such as push button 106, for waking the device). 

[00295] In response to detecting the first input for waking the device from the screen-

off state to the screen-on state, the device (606): transitions the device from the screen-off 

state to the screen-on state ( e.g., as shown at Figures 5A2-5A3), displays a wake screen user 

interface 504 on the display 112 (as shown in Figure 5A3 and SB), and displays the one or 

more notifications (e.g., notifications 506, 508, 510, and 512 shown in Figure SB) on the 

wake screen user interface 504 ( e.g., the notifications are displayed as a list of notification 

banners below a time-date object 582). These notifications are sometimes also referred to as 

"missed notifications" because they were received while the device was in the screen-off 

state. In some embodiments, the wake screen user interface 504 is also a cover sheet user 

interface that is displayed to cover a currently displayed user interface when a downward 

edge swipe gesture (e.g., a downward swipe that starts from an upper edge of the touch­

sensitive surface 112) is detected on the display 112. In some embodiments, the wake screen 

user interface 504 includes a time-date object 582 showing the current time and date, and/or 

one or more prompts or affordances for unlocking the device from a locked state to an 

unlocked state. 

[00296] While displaying the wake screen user interface 504 and while at least one of 

the one or more notifications remains displayed on the wake screen user interface 504 ( e.g., at 
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a later time after the user has interacted with the device which may include interactions that 

cause the dismissal and then redisplay of the wake screen user interface one or more times), 

the device detects (608) a second input for dismissing the wake screen user interface (e.g., an 

upward swipe input to reveal an underlying user interface or an input ( e.g., on a power 

button) to shut off the display). 

[00297] In response to detecting the second input for dismissing the wake screen user 

interface, the device ceases (610) to display the wake screen user interface 504 and the at 

least one of the one or more notifications ( e.g., notifications 506, 508, 510, and 512 shown in 

Figure 5B). In some embodiments, the device reveals an underlying interface such as a home 

screen user interface 522, a settings user interface, or an application user interface (e.g., 

messages user interface 530, web browser user interface 540, music user interface 560, or 

maps user interface 5154. 

[00298] After ceasing to display the wake screen user interface 504 and the at least one 

of the one or more notifications in response to the second input, the device detects (612) a 

third input for redisplaying the wake screen user interface (e.g., the third input may be an 

input for waking the device again after the device has transitioned back to the screen-off 

state, or an input (e.g., a downward swipe from the top of the touch-screen) for redisplaying 

the wake screen user interface after the wake screen user interface has been dismissed while 

the device remains in the screen-on state). 

[00299] In response to detecting the third input for redisplaying the wake screen user 

interface 504 (614), in accordance with a determination that the third input meets 

notification-clearance criteria (e.g., notification-clearance criteria are criteria for completely 

removing all remaining missed notifications from the wake screen user interface and, 

optionally, deleting the notifications or saving them to notification history), the device 

redisplays the wake screen user interface 504 without displaying the at least one of the one or 

more notifications on the redisplayed wake screen user interface 504 (e.g., all previously 

displayed missed notifications are cleared from the wake screen user interface). The 

notification-clearance criteria require that the third input is detected at a time that is ( 1) after a 

respective notification of the one or more notifications has been cleared through direct user 

interaction with the respective notification or an application that corresponds to the respective 

notification and (2) after the device has transitioned from the screen-on state to the screen-off 

state at least once since the detection of the second input (e.g., since the last input for 

dismissing the wake screen user interface was detected). Examples of user interaction with 
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the respective notification include an input to activate a displayed deletion control, such as an 

"x" icon displayed adjacent to the notification (e.g., a tap gesture by a contact at a location 

that corresponds to the displayed control), an input (such as a deep press or swipe gesture) on 

the notification to dismiss or delete the notification or to reveal a control for dismissing the 

notification followed by an input to activate a control for dismissing the notification, or an 

input to open the notification in an application (e.g., a tap gesture by a contact at a location 

that corresponds to the notification). For example, the input described with regard to Figures 

5AV-5AW (e.g., the input to wake the device) is detected at a time that is detected at a time 

that is (1) after a respective notification of the one or more notifications has been cleared 

through direct user interaction with the respective notification or an application that 

corresponds to the respective notification (e.g., described with regard to Figures 5L-5P and 

Figures 5Y-5AC) and (2) after the device has transitioned from the screen-on state to the 

screen-off state at least once since the detection of the second input ( e.g., as described with 

regard to Figures 5AU-5AW). In accordance with a determination that the third input does 

not meet the notification-clearance criteria: the device redisplays the wake screen user 

interface, and redisplays the at least one of the one or more notifications on the redisplayed 

wake screen user interface (e.g., continuing to display all of the notifications that were not 

dismissed by the user through direct user interaction ( e.g., all or a subset of all the missed 

notifications that were received during the screen-off state)). 

[00300] This heuristic allows a device to either automatically clear a set of missed 

notifications or to redisplay a set of missed notifications displayed on a wake screen 

depending on whether notification-clearance criteria are met. Automatically clearing a set of 

missed notifications in accordance with a determination that notification-clearance criteria are 

met makes the user-device interface more efficient and enhances the operability of the device 

by providing the user with the ability to clear multiple notifications without requiring the user 

to manually dismiss each notification, while retaining the ability of the user to individually 

clear missed notifications in the set of multiple notifications (e.g., by maintaining the device 

in a screen-on session while interacting with the individual notifications). Enabling the user 

to use the device more quickly and efficiently reduces power usage and improves battery life 

of the device. 

[00301] In some embodiments, in response to detecting the third input for redisplaying 

the wake screen user interface, and in accordance with the determination that the third input 

does not meet the notification-clearance criteria (616), in accordance with a determination 
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that one or more notification-clearance interactions have occurred ( e.g., through a direct user 

interaction with a notification or interaction with an application that corresponds to a 

notification), the device forgoes display of one or more notifications that are cleared by the 

one or more notification-clearance interactions on the redisplayed wake screen user interface 

504. For example, notification-clearance interactions are described with regard to described 

with regard to Figures 5L-5P and Figures 5Y-5AC. In Figure SP, notification 510 is not 

displayed due to interaction with notification 510 that occurred in Figure SL (to cause display 

of messages application 530). In Figure SAC, notification 506 is not displayed due to the 

interaction with notification 506 that occurred in Figure AB (to cause deletion of the 

notification). In some embodiments, in accordance with a determination that no notification­

clearance interactions have occurred, all of the one or more notifications are redisplayed on 

the redisplayed wake screen user interface. 

[00302] Forgoing display of one or more notifications that are cleared by the one or 

more notification-clearance interactions on the redisplayed wake screen user interface 

reduces the amount of information displayed on the redisplayed wake screen. Reducing the 

amount of information displayed on the redisplayed wake screen makes the user-device 

interface more efficient and enhances the operability of the device by allowing a user to 

access notification information that the user has not previously reviewed without having to 

navigate past information that the user has previously reviewed. 

[00303] In some embodiments, after detecting the first input for waking the device 

from the screen-off state to the screen-on state and prior to detecting the second input for 

dismissing the wake screen user interface (618), the device detects a plurality of intermediate 

inputs, the plurality of intermediate inputs including: a first intermediate input for dismissing 

the wake screen user interface (in response to which the wake screen is dismissed and a 

background user interface is revealed, or in response to which the device goes into the screen­

off state and the screen is dark with no interface displayed), and a second intermediate input 

for redisplaying the wake screen user interface (in response to which the wake screen is 

redisplayed over a currently displayed user interface, or in response to which the device is 

woken to the screen-on state and the wake-screen user interface is displayed as soon as the 

display is turned on). For example, in Figures 5B-5C, the device transitions from a screen-on 

state to a screen-off state ( e.g., in response to a user input to shut off the display), and at 

Figures SC-5D, the device transitions back to a screen-on state (e.g., in response to a user 
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input to wake the display). In Figures 5Q-5R, wake screen 504 is dismissed, and in Figures 

5V-5X, wake screen 504 is redisplayed. 

[00304] Maintaining display of a set of missed notifications after detecting 

intermediate inputs for dismissing and redisplaying a wake screen user interface makes the 

user-device interface more efficient and enhances the operability of the device by allowing a 

user to display the wake screen repeatedly ( e.g., to view the time or check for an incoming 

notification) while maintaining a list of missed notifications for the user to handle when the 

user is ready to interact with the notifications (without requiring the user to provide input for 

redisplaying the missed notifications while the wake screen is displayed). 

[00305] In some embodiments (620), the second input for dismissing the wake screen 

user interface is an input for displaying a first user interface (e.g., an application user 

interface such as messages user interface 530 or music user interface 560, a settings 

management user interface, a springboard user interface (home screen user interface 522) that 

includes a plurality of application launch icons, etc.) that is distinct from the wake screen user 

interface, the first user interface is displayed in response to the second input ( e.g., after the 

wake screen user interface is dismissed, the first user interface is revealed from underneath 

the wake screen user interface), and the third input for redisplaying the wake screen user 

interface was received while the first user interface is displayed. For example, in Figures 5L-

51vI, an wake screen user interface 504 is dismissed in response to user input that causes 

messages user interface 530 to be displayed. While messages user interface 530 is displayed, 

input to redisplay wake screen user interface is received as described with regard to Figures 

5N-5P. 

[00306] Redisplaying the wake screen in response to input received while a first user 

interface (such as an application user interface, a springboard user interface, or a settings 

management user interface) is displayed allows a user to access the wake screen (and any 

missed notifications displayed on the wake screen) at all times while using the device. This 

makes the user-device interface more efficient and enhances the operability of the device by 

allowing a user to access the wake screen without requiring the user to navigate through 

multiple interfaces to gain access to the wake screen). 

[00307] In some embodiments (622), the third input for redisplaying the wake screen 

user interface 504 is received while a content playback application is active ( e.g., in response 

to an activation input as described with regard to Figure SAK), and redisplaying the wake 
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screen user interface includes displaying (e.g., above the one or more missed notifications) at 

least one media playback control 572 ( e.g., in a media playback control panel 568) in the 

wake screen user interface 504. In some embodiments, the playback controls are displayed on 

the wake screen user interface 504 whenever the wake screen user interface is displayed 

while the content playback application is active ( e.g., media playback is ongoing). 

[00308] Displaying at least one media playback control on the wake screen user 

interface (e.g., in addition to the time and/or missed notifications) while a content playback 

application is active allows a user to control playback via the displayed media playback 

control immediately upon waking the device, or by accessing the wake screen at any time 

while using the device. This makes the user-device interface more efficient and enhances the 

operability of the device by allowing a user to view the time and/or missed notifications 

while accessing the device to control media playback without needing to unlock the device 

and/or navigate through multiple interfaces. 

[00309] In some embodiments, while the wake screen user interface 504 is displayed, 

the device detects (624) a fourth input by a contact on the touch-sensitive surface, including 

detecting movement of the contact along the touch-sensitive surface in a first direction (e.g., 

downwards) and detecting lift-off of the contact after the movement ( e.g., as described with 

regard to Figures 5AW-5AZ). In response to detecting the fourth input, the device: moves at 

least one object (e.g., an object 582 that displays a current time and/or date) displayed on the 

wake screen user interface 504 ( e.g., in the first direction) in accordance with the movement 

of the contact, and reverses the movement of the at least one object (e.g., moving in a second 

direction opposite the first direction, e.g., upwards) upon lift-off of the contact. 

[00310] Providing visual feedback, such as a "rubber band effect" simulated by 

moving at least one object in accordance with movement of a contact and reversing the 

movement of the at least one object upon lift-off of the contact, enhances operability of the 

device by providing an intuitive indication to the user that the wake screen is responsive to 

input such as a swipe input) to view additional notifications and thereby helping the user to 

provide proper inputs to achieve a desired outcome. The indication is intuitive because the 

user receives the information without the need to display additional instruction to the user for 

understanding the feature). 

[00311] In some embodiments, while displaying the one or more notifications on the 

wake screen user interface, the device detects (626) a fifth input by a contact on the touch-
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sensitive surface (e.g., a tap input) at a location that corresponds to a first notification of the 

one or more notifications. In response to detecting the fifth input, the device ceases to display 

the wake screen user interface and displays a first application user interface for a first 

application that corresponds to the first notification. For example, in Figure SL, an input at a 

location that corresponds to notification 510 is detected. In Figure 5M, in response to the 

detected input, messages application user interface 530 is displayed. 

[00312] Displaying an application user interface for an application that corresponds to 

a notification in response to input detected at a location that corresponds to the notification 

makes the user-device interface more efficient and enhances the operability of the device by 

allowing a user to interact with an application with minimal input immediately upon waking 

the device or otherwise accessing a missed notification on the wake screen user interface. 

[00313] In some embodiments, while displaying the first application user interface for 

the first application that corresponds to the first notification ( e.g., messages application user 

interface 530, as shown in Figures 5M-5N), the device detects (628) a sixth input for 

redisplaying the wake screen user interface (e.g., an input as described with regard to Figures 

SN-5O). In response to detecting the sixth input for redisplaying the wake screen user 

interface, the device ceases to display the first application user interface (e.g., as shown in 

Figure 50), displays the wake screen user interface (e.g., as shown in Figure 5P), displays at 

least one second notification of the one or more notifications on the wake screen user 

interface (e.g., notifications 506, 508, and 512), wherein the at least one second notification 

corresponds to a second application that is distinct from the first application, and forgoes 

display of the first notification (and, optionally, any other notifications among the one or 

more missed notifications that correspond to the first application) on the wake screen user 

interface 504 with the at least one second notification. For example, in Figure 5P, notification 

510 is no longer displayed. 

[00314] Forgoing display of a notification on the wake screen user interface after 

displaying an application interface of an application that corresponds to the notification 

reduces the amount of information displayed on the redisplayed wake screen. Reducing the 

amount of information displayed on the redisplayed wake screen makes the user-device 

interface more efficient and enhances the operability of the device by allowing a user to 

access notification information that the user has not previously reviewed without having to 

navigate past information that the user has previously reviewed (e.g., when accessing an 

application interface for an application that corresponds to the notification). 
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[00315] In some embodiments, after detecting the sixth input, while displaying the 

wake screen user interface 504, the device detects (630) a seventh input for dismissing the 

wake screen user interface (e.g., including detecting an upward swipe gesture on the touch­

sensitive surface). In response to detecting the seventh input for dismissing the wake screen 

user interface, the device ceases to display the wake screen user interface (e.g., by pulling the 

wake screen user interface 504, which is used as a "cover sheet" user interface, upward), and 

redisplays the first application user interface for the first application. For example, Figures 

SQ-SR show an input that causes wake screen user interface 504 to slide up to reveal the 

underlying messages application user interface 530. 

[00316] Redisplaying a last displayed user interface after dismissing the wake screen 

user interface allows the user to return to a previous operating context without requiring 

multiple inputs, thereby making the user-device interface more efficient (e.g., by reducing the 

number of inputs needed to return to a previously viewed user interface). 

[00317] In some embodiments, while the first application user interface for the first 

application (e.g., messages user interface 530 for a messages application) is redisplayed, the 

device detects (632) an eighth input (e.g., as described with regard to Figures 5S-5T) for 

invoking a third application that is distinct from the first application and the second 

application. In response to detecting the eighth input for invoking the third application, the 

device displays a third application user interface of the third application (e.g., browser 

application user interface 540 for a web browser application). After detecting the eighth 

input, while displaying the third application user interface, the device detects a ninth input 

(e.g., as described with regard to Figure 5V-5W) for redisplaying the wake screen user 

interface (e.g., including detecting a downward edge swipe gesture (e.g., a downward swipe 

that starts from an upper edge of the touch-sensitive surface 112)). In response to detecting 

the ninth input for redisplaying the wake screen user interface 504, the device ceases to 

display the third application user interface, displays the wake screen user interface 504 (e.g., 

pull down the wake screen user interface over the second application user interface), and 

redisplays the at least one second notification of the one or more notifications on the wake 

screen user interface without redisplaying the first notification (or, optionally, any missed 

notifications that correspond to the first application and the third application). For example, 

in Figure SX, wake screen 504 is displayed with notifications 506, 508, and 512. 

[00318] Maintaining display of a set of missed notifications after detecting 

intermediate inputs for dismissing and redisplaying a wake screen user interface makes the 
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user-device interface more efficient and enhances the operability of the device by allowing a 

user to display the wake screen repeatedly (e.g., to view the time or check for an incoming 

notification) while maintaining a list of missed notifications for the user to handle when the 

user is ready to interact with the notifications (without requiring the user to provide input for 

redisplaying the missed notifications while the wake screen is displayed). 

[00319] In some embodiments, after displaying the at least one second notification 

without displaying the first notification on the wake screen user interface (e.g., in Figure 

SAU, notifications 508 and 512 are displayed and notifications 506 and 510 are no longer 

displayed), the device detects (634) a first transition from the screen-on state to the screen-off 

state (e.g., the transition is triggered when an amount of time that has passed since a last input 

was received increased above a threshold time, or when an input is received at a control for 

shutting off the display) followed by a second transition from the screen-off state to the 

screen-on state (e.g., when an input is received to wake the device or turn on the display). For 

example, Figures SAU-SA V illustrate a transition from the screen-on state to the screen-off 

state and Figures 5AV-5AW illustrate a transition from the screen-off-state to the screen-on 

state. In response to detecting the first transition followed by the second transition: the device 

redisplays the wake screen user interface without displaying any of the one or more 

notifications on the wake screen user interface ( e.g., the notification-clearance criteria are 

met, and all of the missed notifications that were still remaining on the wake screen are now 

cleared). For example, in Figure SAW, no notifications are displayed. 

[00320] Automatically clearing a set of missed notifications in accordance with a 

determination that notification-clearance criteria are met makes the user-device interface 

more efficient and enhances the operability of the device by providing the user with the 

ability to clear multiple notifications without requiring the user to manually dismiss each 

notification. Enabling the user to use the device more quickly and efficiently reduces power 

usage and improves battery life of the device. 

[00321] In some embodiments, while displaying the wake screen user interface with all 

of the one or more notifications (e.g., before the user interacted with one of the notifications 

or opened an application that corresponds to one of the one or more notifications), the device 

detects (636) a third transitioning from the screen-on state to the screen-off state (e.g., the 

transition is triggered when an amount of time that has passed since a last input was received 

increased above a threshold time, or when an input is received at a control for shutting off the 

display) followed by a fourth transition from the screen-off state to the screen-on state (e.g., 
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when an input is received to wake the device or turn on the display). For example, a transition 

from the screen-on state to the screen-off state is shown in Figures SB-SC and a transition 

from the screen-off state to the screen-on state is shown in Figures SC-5D. In response to 

detecting the third transition followed by the fourth transition, the device redisplays the wake 

screen user interface with the one or more notifications on the wake screen user interface 

(e.g., all of the missed notifications still remain on the wake screen). For example, in Figure 

5D, all of the notifications 506-512 displayed in Figure SB are redisplayed. 

[00322] Maintaining display of a set of missed notifications after a transition from the 

screen-on state to the screen-off state followed by a transition from the screen-off state to the 

screen-on state makes the user-device interface more efficient and enhances the operability of 

the device by allowing a user to display the wake screen repeatedly ( e.g., to view the time or 

check for an incoming notification) while maintaining a list of missed notifications for the 

user to handle when the user is ready to interact with the notifications (without requiring the 

user to provide input for redisplaying the missed notifications while the wake screen is 

displayed). 

[00323] In some embodiments, while displaying the wake screen user interface with 

the one or more notifications, the device detects (638) a tenth input (e.g., an upward swipe 

gesture on the touch-sensitive surface) for displaying an authentication user interface 518 

( e.g., including a password input prompt, such as a number pad). In response to detecting the 

tenth input for displaying the authentication user interface: the device ceases to display the 

wake screen user interface 504 and displays the authentication user interface 518. For 

example, in response to an input described with regard to Figure SE, authentication user 

interface 518 is displayed in Figure SF. While the authentication user interface 518 is 

displayed, the device detects an authorization input (e.g., a passcode entered via the number 

pad). In accordance with a determination that the authorization input is valid, the device 

displays a second user interface (e.g., an application user interface, a settings user interface, 

or a home screen user interface). For example, in response to detecting the authorization input 

shown in Figure 5G, home screen user interface 522 is displayed in Figure SH. While 

displaying the second user interface, the device detects an eleventh input for redisplaying the 

wake screen user interface 504 ( e.g., detecting a downward swipe gesture on the touch­

sensitive surface (e.g., a downward swipe gesture that started from the top edge of the touch­

sensitive surface)). In response to detecting the eleventh input, the device ceases to display 

the second application user interface; and redisplays the wake screen user interface with the 
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one or more notifications. For example, an input for redisplaying wake screen user interface 

504 received while home screen user interface 522 is displayed is shown in Figures 5I-5J. In 

some embodiments, in accordance with a determination that the authorization input is not 

valid, the second user interface is not displayed and/or the user is prompted for additional 

authorization input. In some embodiments, the authentication is automatically performed, and 

detecting an upward swipe gesture dismisses the wake screen user interface and reveals the 

last active user interface prior to the device's transition from the screen-on state to the screen­

off state, or the last active user interface prior to the device's transition from the unlocked 

state to the locked state. 

[00324] Maintaining display of a set of missed notifications after detecting 

intermediate inputs for dismissing and redisplaying a wake screen user interface makes the 

user-device interface more efficient and enhances the operability of the device by allowing a 

user to display the wake screen repeatedly (e.g., to view the time or check for an incoming 

notification) while maintaining a list of missed notifications for the user to handle when the 

user is ready to interact with the notifications (without requiring the user to provide input for 

redisplaying the missed notifications while the wake screen is displayed). 

[00325] In some embodiments, in accordance with the determination that the third 

input meets the notification-clearance criteria, the device adds (640), to a set of recent 

notifications, one or more cleared notifications that correspond to the at least one of the one 

or more notifications not displayed on the wake screen user interface. In some embodiments, 

when the notification-clearance criteria are met, all of the missed notifications are cleared 

from the wake screen user interface/cover sheet user interface, and are added to a list of 

recent notifications. In some embodiments, when a missed notification is individually cleared 

by direct user interaction with that notification, that notification is added to the list of recent 

notifications. 

[00326] Adding a cleared notification to a set of recent notifications makes the cleared 

notification available for future user access. Making a cleared notification available for future 

user access makes the user-device interface more efficient by allowing a user to view 

notification content associated with multiple applications without individually accessing each 

application). 

[00327] In some embodiments, after adding the one or more cleared notifications to the 

set of recent notifications, while the wake screen user interface is displayed, the device 
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detects (642) a twelfth input (e.g., an upward swipe on the touch-screen that pulls on a 

currently displayed notification, or an input on a control for revealing recent notifications). In 

response to detecting the twelfth input, in accordance with a determination that the twelfth 

input meets recent-notification-display criteria, the device displays at least a portion of the set 

of recent notifications (e.g., overlaid on the wake screen user interface). For example, In 

Figures 5BJ-5BO, notifications 506-512, that were cleared as discussed with regard to 5A-

5A W, are redisplayed in response to an input that meets recent-notification-display criteria. 

[00328] Displaying notifications from a set of recent notifications in response to input 

on the wake screen user interface allows a user to view a sequential list of notification content 

( e.g., including notifications that were previously cleared). Allowing a user to view a 

sequential list of notification content received by the device makes the user-device interface 

more efficient by allowing a user to view notification content associated with multiple 

applications without individually accessing each application). 

[00329] It should be understood that the particular order in which the operations in 

Figures 6A-6G have been described is merely an example and is not intended to indicate that 

the described order is the only order in which the operations could be performed. One of 

ordinary skill in the art would recognize various ways to reorder the operations described 

herein. Additionally, it should be noted that details of other processes described herein with 

respect to other methods described herein ( e.g., methods 700, 800, and 900) are also 

applicable in an analogous manner to method 600 described above with respect to Figures 

6A-6G. For example, the contacts, gestures, user interface objects, tactile outputs, focus 

selectors, and animations described above with reference to method 600 optionally have one 

or more of the characteristics of the contacts, gestures, user interface objects, tactile outputs, 

focus selectors, and animations described herein with reference to other methods described 

herein (e.g., methods 700, 800, and 900). For brevity, these details are not repeated here. 

[00330] The operations described above with reference to Figures 6A-6G are, 

optionally, implemented by components depicted in Figures lA-lB. For example, receiving 

operation 602, detection operation 604, transitioning operation 606, and displaying operation 

606, are, optionally, implemented by event sorter 170, event recognizer 180, and event 

handler 190. Event monitor 171 in event sorter 170 detects a contact on touch-sensitive 

display 112, and event dispatcher module 174 delivers the event information to application 

136-1. A respective event recognizer 180 of application 136-1 compares the event 

information to respective event definitions 186, and determines whether a first contact at a 
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first location on the touch-sensitive surface ( or whether rotation of the device) corresponds to 

a predefined event or sub-event, such as selection of an object on a user interface, or rotation 

of the device from one orientation to another. When a respective predefined event or sub­

event is detected, event recognizer 180 activates an event handler 190 associated with the 

detection of the event or sub-event. Event handler 190 optionally uses or calls data updater 

176 or object updater 177 to update the application internal state 192. In some embodiments, 

event handler 190 accesses a respective GUI updater 178 to update what is displayed by the 

application. Similarly, it would be clear to a person having ordinary skill in the art how other 

processes can be implemented based on the components depicted in Figures IA-IB. 

[00331] Figures 7 A-7E are flow diagrams illustrating method 700 of displaying 

notification history in accordance with some embodiments. Method 700 is performed at an 

electronic device (e.g., device 300, Figure 3, or portable multifunction device 100, Figure 

IA) with a display, a touch-sensitive surface, and one or more sensors to detect intensity of 

contacts with the touch-sensitive surface. In some embodiments, the display is a touch-screen 

display and the touch-sensitive surface is on or integrated with the display. In some 

embodiments, the display is separate from the touch-sensitive surface. Some operations in 

method 700 are, optionally, combined and/or the order of some operations is, optionally, 

changed. 

[00332] As described below, method 700 provides an intuitive way to display a 

notification history. The method reduces the number, extent, and/or nature of the inputs from 

a user when displaying a notification history, thereby creating a more efficient human­

machine interface. For battery-operated electronic devices, enabling a user to display a 

notification history faster and more efficiently conserves power and increases the time 

between battery charges. 

[00333] The device displays (702), on display 112, a first user interface, including 

displaying one or more missed notifications in a first scrollable arrangement ( e.g., a first 

scrollable list) on the first user interface. For example, in Figure SBA, notifications 586, 588, 

590, and 592 are displayed on wake screen user interface 504. In some embodiments, the first 

user interface is a wake screen user interface 504 that is displayed upon the display 

transitioning from a display-off state to a display-on state (e.g., in response to detecting an 

input or event that wakes the device from the display-off state, such as a sleep state or other 

power-saving or inactive state). For example, Figures 5Al-5A4 show the display 

transitioning from a display-off state to a display-on state. In some embodiments, the first 

P34814USC2/063266-7715US 
D82/ 39185059.1 

89 

-160- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



user interface is a cover sheet user interface (also depicted as 504) that is displayed to cover a 

currently displayed user interface when a downward edge swipe gesture ( e.g., a downward 

swipe that starts from an upper edge of the touch-sensitive surface) is detected on the display. 

In some embodiments, the cover sheet user interface is also the wake screen user interface 

that is displayed when the device transitions from the screen-off state to the screen-on state. 

[00334] While displaying the first user interface with the one or more missed 

notifications, the device detects (704) a first swipe gesture (e.g., as shown in Figures 5BF-

5BG), including detecting a first contact at a location on the touch-sensitive surface that 

corresponds to the first scrollable arrangement ( e.g., as indicated by region 5100), and 

detecting first movement of the first contact across the touch-sensitive surface in a first 

direction ( e.g., upward). 

[00335] In response to detecting the first swipe gesture, the device scrolls (706) the 

first scrollable arrangement in accordance with the first movement of the first contact (e.g., 

notifications 586-592 move upward in response to the input illustrated at Figures 5BF-5BG). 

[00336] After scrolling the first scrollable arrangement in accordance with the first 

movement of the first contact, the device detects (708) a second swipe gesture, including 

detecting a second contact at a location on the touch-sensitive surface that corresponds to the 

first scrollable arrangement and detecting second movement of the second contact across the 

touch-sensitive surface in the first direction ( e.g., as shown in Figures 5BI-5BN). 

[00337] In response to detecting the second swipe gesture (710): in accordance with a 

determination that the second movement of the second contact meets notification-history­

display criteria, the device displays a plurality of previously received notifications that are 

distinct from the one or more missed notifications in a second scrollable arrangement on the 

first user interface ( e.g., the device displays previously received notifications 506-512, which 

are distinct from missed notifications 586-592). The notification-history-display criteria 

require (1) that the second movement of the second contact is detected after an end (e.g., a 

bottommost missed notification 5102) of the first scrollable arrangement has been reached in 

accordance with the first movement of the first contact and (2) that the second movement 

exceeds a first threshold amount of movement ( e.g., as indicated at 5108) in the first 

direction. In accordance with the determination that the second movement of the first contact 

does not meet the notification-history-display criteria, the device forgoes displaying the 
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plurality of previously received notifications (and, optionally, continuing to scroll the first 

scrollable arrangement in accordance with the second movement of the second contact). 

[00338] This method relates to a way to combine the functions of a wake screen user 

interface and a notification history screen into a wake screen user interface. The wake screen 

user interface displays missed notifications, and in response to specific inputs notification 

history is displayed in the wake screen user interface as well. Displaying previously received 

notifications in accordance with a determination that movement of a contact meets 

notification history display criteria allows a user to view a sequential list notification content 

received by the device ( e.g., including notifications that were previously cleared). The 

notifications in the second scrollable arrangement remain undisplayed when swipe input does 

not meet the notification-history-display criteria, so that the user does not unintentionally 

reveal previously cleared notifications. Allowing a user to view a sequential list of 

notification content received by the device makes the user-device interface more efficient by 

allowing a user to view notification content associated with multiple applications without 

individually accessing each application. Leaving the notifications in the second scrollable 

arrangement undisplayed when swipe input does not meet the notification-history-display 

criteria allows the user to navigate among the missed notifications in the first scrollable 

arrangement without unintentionally viewing previously cleared notifications. 

[00339] In some embodiments (712), the first user interface is a wake screen user 

interface 504, and the first user interface is displayed immediately upon waking the device 

from the display-off state to the display-on state. For example, Figures 5Al-5A4 show 

display of a wake screen user interface 504 when device 100 transitions from a display-off 

state to a display-on state. 

[00340] In some embodiments, while displaying the one or more missed notifications 

in the first scrollable arrangement on the first user interface, the device detects (714) a missed 

notification dismissal input for dismissing a respective notification of the one or more missed 

notifications in the first scrollable arrangement. For example, input to dismiss notification 

592 is illustrated in Figures 5BV-5BY. A dismissal input for dismissing a respective 

notification is, e.g., an input to activate a displayed control ( e.g., a tap gesture by a contact at 

a location that corresponds to the displayed control) for dismissing the notification; an input 

(such as a deep press or swipe gesture) on the notification to dismiss the notification, or to 

reveal a control for dismissing the notification followed by an input to activate a control for 

dismissing the notification, or an input to open the notification in an application(e.g., a tap 
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gesture by a contact at a location that corresponds to the notification)). After detecting the 

missed notification dismissal input for dismissing the respective notification, the device 

ceases to display the respective notification of the one or more notifications on the first user 

interface, and adds the respective notification to the plurality of previously received 

notifications. For example, if the wake screen is displayed again without the respective 

notification, and a swipe gesture that meets notification-history-display criteria is detected on 

the first scroll arrangement including the remaining missed notifications, the respective 

notification is displayed among the plurality of previously received notifications in the 

second scrollable arrangement. 

[00341] Ceasing to display a notification after detecting a missed notification dismissal 

input for dismissing the notification reduces the number of notifications displayed on the first 

user interface after the user has provided input that indicates the notification has been viewed 

and/or handled by the user. Reducing the number of notifications displayed on the first user 

interface makes the user-device interface more efficient by allowing a user to more quickly 

locate and address notifications that have not been previously viewed and/or handled by the 

user. 

[00342] In some embodiments, while the first user interface is displayed, the device 

detects (716) a third swipe gesture (e.g., as shown at Figures 5BB-5BC), including detecting 

a third contact at a location on the touch-sensitive surface that corresponds the first scrollable 

arrangement and detecting third movement of the third contact across the touch-sensitive 

surface in a second direction that is distinct from the first direction (e.g., downwards). In 

response to detecting the third swipe gesture, the device translates the first scrollable 

arrangement (and optionally, at least one object (e.g., an object that displays a current time 

and/or date)) in accordance with the third movement of the third contact (e.g., translating the 

first scrollable arrangement relative to other objects currently displayed on the first user 

interface in the downward direction, or translating the first user interface as a whole in the 

downward direction to display an extension of the first user interface at the top that was not 

displayed prior to detecting the third swipe gesture). For example, notifications 586-592 

move downward in accordance with the movement of the input shown in Figures 5BB-5BC. 

The device detects lift-off of the third contact from the touch-sensitive surface ( e.g., the 

touch-screen display) after detecting the third movement (e.g., the contact indicated by focus 

selector 594 in Figure SBC has lifted off of touch screen 112, as shown in Figure 5BD). In 

response to detecting the liftoff of the third contact, the device reverses the translation of the 
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first scrollable arrangement that was made in accordance with the third movement of the third 

contact ( e.g., restoring the position of the first scrollable arrangement relative to the other 

objects currently displayed on the first user interface, or restoring the first user interface as a 

whole and ceasing to display the extension of the first user interface at the top). As shown in 

Figures 5BD-5BE, in response to the liftoff that occurred, the notifications move 586-592 

upward. 

[00343] Providing visual feedback, such as a "rubber band effect" simulated by 

translating the scrollable arrangement of missed notifications in accordance with movement 

of a contact and reversing the translation of the scrollable arrangement upon lift-off of the 

contact, enhances operability of the device by providing an intuitive indication to the user 

that the first user interface is responsive to input (such as a swipe input) to view additional 

notifications. 

[00344] In some embodiments, while displaying the plurality of previously received 

notifications in the second scrollable arrangement on the first user interface, the device 

detects (718) a fourth swipe gesture (e.g., as shown at Figure SCA), including detecting a 

fourth contact at a location on the touch-sensitive surface that corresponds to the second 

scrollable arrangement ( e.g., notifications 506-512) and detecting fourth movement of the 

fourth contact across the touch-sensitive surface in a second direction opposite the first 

direction ( e.g., the fourth swipe gesture is a downward swipe gesture directed to the second 

scrollable arrangement). In response to detecting the fourth swipe gesture, in accordance with 

a determination that the fourth movement of the fourth contact meets notification-history­

dismissal criteria, the device ceases to display the plurality of previously received 

notifications on the first user interface. In some embodiments, the notification-history­

dismissal criteria require (1) that the fourth movement of the fourth contact is detected after 

an end (e.g., an uppermost notification) of the second scrollable arrangement has been 

reached and (2) that the fourth movement exceeds a second threshold amount of movement in 

the second direction opposite the first direction. In accordance with the determination that the 

fourth movement of the fourth contact does not meet the notification-history-dismissal 

criteria, the device scrolls the plurality of previously received notifications in the second 

scrollable arrangement in accordance with the fourth movement of the fourth contact. In 

some embodiments, scrolling the plurality of previously received notifications in the second 

scrollable arrangement causes at least one of the one or more missed notifications in the first 

scrollable arrangement to be revealed (e.g., if the at least one of the one or more missed 
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notifications in the first scrollable arrangement was scrolled beyond the edge of the display in 

response to the first swipe gesture and/or the second swipe gesture). In some embodiments, 

scrolling previously received notifications causes missed notifications in the first scrollable 

arrangement to be revealed ( e.g., as shown in Figures 5BT-5BU), allowing a user to navigate 

between notifications that have been cleared and notifications that have not yet been cleared 

for a comprehensive view of notifications that have been received by the device. Providing 

the user with a comprehensive view of notifications that have been received by the device 

makes the user-device interface more efficient by allowing a user to view recent notification 

content without needing to individually access each application for which the content was 

received and/or generated. 

[00345] Scrolling through the notification history or dismissing the notification history 

based on the same swipe gesture in accordance with whether the notification-history­

dismissal criteria are met enhances the operability of the user interface and makes the user­

device interface more efficient (e.g., by performing different functions based on whether 

predefined conditions are met), which additionally improves the battery life of the device. 

[00346] In some embodiments, while displaying the first user interface, the device 

detects (720) a first user interface dismissal input for input (e.g., as shown at Figure 5CO) for 

dismissing the first user interface (e.g., a swipe gesture, including fifth movement of a fifth 

contact from a location that corresponds to an edge of the display (such as a location that is at 

or proximate to the bottom edge of the display) across the touch-sensitive surface in the first 

direction (e.g., upward from the bottom edge of the display). In response to detecting the first 

user interface dismissal input, the device ceases to display the first user interface (e.g., along 

with any missed notifications and/or recent notifications that are currently displayed on the 

first user interface), and, in some embodiments, the device reveals an underlying interface 

such as a home screen user interface 522, a settings user interface, or an application user 

interface. For example, in Figures 5C0-5CQ, home screen user interface 522 is revealed in 

response to an input for dismissing wake screen user interface 504. 

[00347] In some embodiments, the device includes one or more tactile output 

generators (722), and while the first user interface is displayed, in accordance with the 

determination that the second movement of the second contact meets the notification-history­

display criteria (e.g., as described with regard to Figure 5BK), the device generates, with the 

one or more tactile output generators, a tactile output ( e.g., tactile output 5112) to indicate 
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that the criteria for displaying the plurality of previously received notifications have been 

met. 

[00348] Generating a tactile output to indicate that criteria for displaying the plurality 

of previously received notifications have been met provides the user with feedback about the 

input that is required to meet notification-history-display criteria. Providing the user with 

feedback about the input that is required to meet notification-history-display criteria makes 

the user-device interface more efficient ( e.g., by helping the user to provide proper inputs and 

reducing user mistakes when operating/interacting with the device) which, additionally, 

reduces power usage and improves battery life of the device by enabling the user to use the 

device more quickly and efficiently. 

[00349] In some embodiments (724), the first contact moves with a first rate of 

movement during the first swipe gesture, scrolling the first scrollable arrangement occurs at a 

first scroll rate that corresponds to the first rate of movement by the first contact (e.g., the 

scroll rate matches the first rate of movement); the second contact moves with a second rate 

of movement during the second swipe gesture; and displaying the plurality of previously 

received notifications in the second scrollable arrangement includes scrolling a first 

previously received notification of the plurality of previously received notifications in the 

second scrollable arrangement at a second scroll rate that is greater than the second rate of 

movement by the second contact (e.g., to provide an appearance of the previously received 

notifications in the second scrollable arrangement "catching up" with the second contact). For 

example, as the contact indicated by focus selector 5106 moves along touch screen 112 as 

shown in Figures 5BI-5BN, missed notifications 586-592 in a first scrollable arrangement 

move at the rate of movement of the contact, and, in Figures 5BK-5BN, previously received 

notifications 506-512 in a second scrollable arrangement move faster than the rate of 

movement of the contact. In some embodiments, a second previously received notification of 

the plurality of previously received notifications is scrolled at a third scroll rate that is distinct 

from the second scroll rate. 

[00350] Scrolling a first previously received notification of the plurality of previously 

received notifications in the second scrollable arrangement at a second scroll rate that is 

greater than the second rate of movement by the second contact provides the user with visual 

feedback about the input that is required to meet notification-history-display criteria ( e.g., by 

giving the user of a sense of the notifications in the second scrollable arrangement "racing to 

catch up" with the second contact when the criteria are met). Providing the user with 
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feedback about the input that is required to meet notification-history-display criteria makes 

the user-device interface more efficient ( e.g., by helping the user to provide proper inputs and 

reducing user mistakes when operating/interacting with the device) which, additionally, 

reduces power usage and improves battery life of the device by enabling the user to use the 

device more quickly and efficiently. 

[00351] In some embodiments, the device detects (726) a fifth swipe gesture, including 

detecting a fifth contact at a first location on the touch-sensitive surface and detecting fifth 

movement of the fifth contact across the touch-sensitive surface in a third direction that is 

perpendicular to the first direction (e.g., leftward or rightward). In response to detecting the 

fifth swipe gesture, in accordance with a determination that the first location on the touch­

sensitive surface corresponds to a first notification among the one or more missed 

notifications or the plurality of previously received notifications, the device moves the first 

notification in accordance with the movement of the fifth contact (e.g., the input shown in 

Figure 5BV-5BW drags notification 592). In accordance with a determination that the first 

location on the touch-sensitive surface corresponds to a location outside of the first scrollable 

arrangement and the second scrollable arrangement, the device replaces display of the first 

user interface with display of a second user interface ( e.g., a control center user interface 

5138 or mini application user interface 5140). For example, Figures 5CC-5CE illustrate a 

swipe gesture by contact at a location outside of the first scrollable arrangement and the 

second scrollable arrangement that causes control center user interface 5138 to be displayed, 

and Figures 5CI-5CK illustrate a swipe gesture by contact at a location outside of the first 

scrollable arrangement and the second scrollable arrangement that causes mini application 

user interface 5140 to be displayed. 

[00352] This heuristic allows a swipe gesture (e.g., a horizontal swipe gesture) to have 

different responses depending on whether the gesture corresponds to a missed notification or 

corresponds to a location outside of scrollable arrangements of missed notifications. This 

heuristic enhances operability of the device by providing different responses to the same 

gesture depending on the location of the gesture rather than requiring the device to provide a 

different gesture type (in turn requiring the user to learn the additional gesture type) to obtain 

the different responses. 

[00353] In some embodiments, the device detects (728) that criteria for dismissing all 

of the one or more missed notifications in the first scrollable arrangement are met (e.g., via 

one or more inputs that include user interaction with all of the missed notifications, via one or 
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more inputs for accessing one or more applications associated with the missed notifications, 

and/or by satisfying notification clearance criteria that require input that is received at a time 

that is (1) after a respective notification of the one or more notifications has been cleared 

through direct user interaction with the respective notification or an application that 

corresponds to the respective notification and (2) after the device has transitioned from the 

screen-on state to the screen-off state at least once since the last direct user interaction that 

dismissed a respective notification). In response to detecting that the criteria for dismissing 

all of the one or more missed notifications are met, the device adds, to the plurality of 

previously received notifications, all of the one or more missed notifications (and forgoing 

displaying those one or more missed notifications the next time that the first user interface is 

displayed). For example, in Figure ses, all notifications have been cleared (e.g., as a result of 

input as shown at Figures 5BV-5BZ and Figures 5eQ-5eS). In Figure sex, in response to 

input shown in sew, notifications 586-592 that had been cleared and added to the plurality 

of previously received notifications are redisplayed. 

[00354] In some embodiments, while displaying the first user interface without any 

missed notifications (e.g., after detecting that the criteria for dismissing all of the one or more 

missed notifications in the first scrollable arrangement have been met and adding the one or 

more missed notifications to the plurality of previously received notifications), the device 

detects (730) a sixth swipe gesture (e.g., as shown in Figure sew), including a sixth contact 

at a location on the touch-sensitive surface that corresponds to the location at which the first 

scrollable arrangement was previously displayed, and the device detects sixth movement of 

the sixth contact across the touch-sensitive surface in the first direction. In response to 

detecting the sixth swipe gesture: in accordance with a determination that the sixth movement 

of the sixth contact exceeds the first threshold amount of movement in the first direction, the 

device displays the plurality of previously received notifications (including the one or more 

missed notifications that were dismissed and added to the plurality of previously received 

notifications). For example, in Figure sex, in response to input shown in sew, notifications 

586-592 are redisplayed. In accordance with the determination that the sixth movement of the 

sixth contact does not exceed the first threshold amount of movement in the first direction, 

the device forgoes displaying the plurality of previously received notifications. 

[00355] Displaying a plurality of previously received notifications after displaying the 

first user interface without any missed notifications allows a user to recall missed 

notifications (e.g., even after providing input to clear all missed notifications). Enabling the 
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user to recall the missed notifications makes the user-device interface more efficient and by 

allowing the user to view content received and/or generated by the device without needing to 

access multiple applications. Additionally, a user can provide input to clear notifications with 

the knowledge that the notification will be recoverable if the user subsequently wishes to 

view the notification content. 

[00356] In some embodiments, while the first user interface is displayed without any 

missed notifications (e.g., after detecting that the criteria for dismissing all of the one or more 

missed notifications in the first scrollable arrangement have been met and adding the one or 

more missed notifications to the plurality of previously received notifications), the device 

detects (732) a seventh swipe gesture ( e.g., as shown at Figures 5CS-5CT), including 

detecting a seventh contact at a location on the touch-sensitive surface that corresponds to the 

location at which the first scrollable arrangement was previously displayed and detecting 

seventh movement of the seventh contact across the touch-sensitive surface in a second 

direction opposite the first direction ( e.g., downward). In response to detecting the seventh 

swipe gesture, the device translates at least one object (e.g., an object 582 that displays a 

current time and/or date) displayed on the first user interface in the second direction in 

accordance with the seventh movement of the seventh contact. After translating the at least 

one object, the device detects lift-off of the seventh contact (e.g., as shown at Figure SCU). In 

response to detecting liftoff of the seventh contact from the touch-sensitive surface, the 

device reverses the translation of the at least one object that have been made in accordance 

with the seventh movement of the seventh contact. 

[00357] Providing visual feedback, such as a "rubber band effect" simulated by 

translating at least one object in accordance with movement of a contact and reversing the 

translation of the at least one object upon lift-off of the contact, enhances operability of the 

device by providing an intuitive indication to the user that the wake screen is responsive to 

input ( such as a swipe input) to view notifications (e.g., even when the user is viewing a first 

user interface that does not include display of any missed notifications). 

[00358] It should be understood that the particular order in which the operations in 

Figures 7 A-7E have been described is merely an example and is not intended to indicate that 

the described order is the only order in which the operations could be performed. One of 

ordinary skill in the art would recognize various ways to reorder the operations described 

herein. Additionally, it should be noted that details of other processes described herein with 

respect to other methods described herein ( e.g., methods 600, 800, and 900) are also 
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applicable in an analogous manner to method 700 described above with respect to Figures 

7 A-7E. For example, the contacts, gestures, user interface objects, tactile outputs, focus 

selectors, and animations described above with reference to method xxx optionally have one 

or more of the characteristics of the contacts, gestures, user interface objects, tactile outputs, 

focus selectors, and animations described herein with reference to other methods described 

herein (e.g., methods 600, 800, and 900). For brevity, these details are not repeated here. 

[00359] The operations described above with reference to Figures 7 A-7E are, 

optionally, implemented by components depicted in Figures lA-lB. For example, display 

operation 702, detection operation 704, and scrolling operation 706 are, optionally, 

implemented by event sorter 170, event recognizer 180, and event handler 190. Event 

monitor 171 in event sorter 170 detects a contact on touch-sensitive display 112, and event 

dispatcher module 174 delivers the event information to application 136-1. A respective 

event recognizer 180 of application 136-1 compares the event information to respective event 

definitions 186, and determines whether a first contact at a first location on the touch­

sensitive surface (or whether rotation of the device) corresponds to a predefined event or sub­

event, such as selection of an object on a user interface, or rotation of the device from one 

orientation to another. When a respective predefined event or sub-event is detected, event 

recognizer 180 activates an event handler 190 associated with the detection of the event or 

sub-event. Event handler 190 optionally uses or calls data updater 176 or object updater 177 

to update the application internal state 192. In some embodiments, event handler 190 

accesses a respective GUI updater 178 to update what is displayed by the application. 

Similarly, it would be clear to a person having ordinary skill in the art how other processes 

can be implemented based on the components depicted in Figures lA-lB. 

[00360] Figures 8A-8C are flow diagrams illustrating method 800 of displaying 

updating information from an application using a floating banner in accordance with some 

embodiments. Method 800 is performed at an electronic device (e.g., device 300, Figure 3, or 

portable multifunction device 100, Figure IA) with a display, a touch-sensitive surface, and 

one or more sensors to detect intensity of contacts with the touch-sensitive surface. In some 

embodiments, the display is a touch-screen display and the touch-sensitive surface is on or 

integrated with the display. In some embodiments, the display is separate from the touch­

sensitive surface. Some operations in method 800 are, optionally, combined and/or the order 

of some operations is, optionally, changed. 
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[00361] As described below, method 800 provides an intuitive way to display updating 

information from an application in a floating banner. The method reduces the number, extent, 

and/or nature of the inputs from a user when accessing information that is displayed in the 

floating banner, thereby creating a more efficient human-machine interface. For battery­

operated electronic devices, displaying updating information from an application in floating 

banner that is visible in various operating contexts allows the user to operate the device faster 

and more efficiently, which conserves power and increases the time between battery charges. 

[00362] The device displays (802) a first user interface ( e.g., an application user 

interface, a home screen user interface, a lock screen user interface, etc.) on the display. For 

example, in Figure 5DA, the device displays a map application user interface 5154. 

[00363] The device displays (804) a first user interface object overlaid on a first 

portion of the first user interface (e.g., the device displays a banner object, such as navigation 

banner 5160, overlaid on a user interface of an application, such as map application user 

interface 5154), where the banner object is initially stationary relative to the user interface of 

the application. In some embodiments, the first user interface object is displayed when a 

persistent banner display mode of an application is active. In some embodiments, persistent 

banner display modes include a navigation mode of a maps application, and the first user 

interface object is a banner that includes navigation information, such as text and/or an icon 

indicating information associated with a next step in a navigation sequence (e.g., navigation 

information includes navigation text 5178 and navigation direction image 5180, as shown in 

Figure 5DT). In some embodiments, persistent banner display modes include a content 

playback mode of a media application, and the first user interface object is a banner that 

includes media playback information, such as text and/or an image that correspond to a 

playing content item and/or one or more playback controls (see, e.g., media banner 568 

shown in Figure SAO). In some embodiments, persistent banner display modes include a 

telephone call session of a telephone application, and the first user interface object is a banner 

that includes text with information about the call in progress, such as elapsed time and/or 

contact information. In some embodiments, the first user interface object is a notification. 

[00364] While displaying the first user interface object overlaid on the first portion of 

the first user interface, the device detects (806) a first input (e.g., a downward swipe input 

from an upper edge of the display 112, as shown at Figure 5DB) for displaying a cover sheet 

user interface 504. In some embodiments, the cover sheet user interface 504 is also a wake 

screen user interface that is displayed when the device transitions from a screen-off state to a 
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screen-on state. The cover sheet user interface 504 includes a first content object ( e.g., one or 

more missed notifications, such as missed notifications 5164 and 5168 shown in Figure 5DD) 

and a second content object (e.g., a time-date object 582 that displays a current time and date) 

displayed on a background object (e.g., a cover sheet platter or substrate with a predefined 

background). 

[00365] In response to detecting the first input for displaying the cover sheet user 

interface 504, the device moves (808) the cover sheet user interface 504 across the display in 

a first direction (e.g., downward). For example, cover sheet user interface 504 slides down 

over map application user interface 5154, as shown at Figures 5DC-5DD. J\tioving the cover 

sheet user interface 504 across the display in a first direction includes moving the background 

object 5163 of the cover sheet user interface 504 across the display (e.g., to obscure an 

increasing portion of the first user interface without obscuring the first user interface object 

that is overlaid on the first user interface). In some embodiments, the background object 5163 

of the cover sheet user interface slides onto the display in a z- layer that is located between 

the z- layer of the first user interface and the z-layer of the first user interface object. 

[00366] Many electronic devices display user interface objects that have a layer order 

(i.e., a z-order or front-to-back order of the user interface objects). A user typically interacts 

with such objects by repositioning them on the display, and overlapping objects are displayed 

on the display in accordance with their front-to-back order (e.g., an object that is "in front" of 

another object is displayed where the two objects overlap). As used in the specification, a 

"layer order" is the front-to-back order of objects in a user interface ( e.g., in an electronic 

document). Thus, if two objects overlap, the object that is higher in the layer order (e.g., the 

object that is "on top of' or "in front of') is displayed at any points where the two objects 

overlap, thereby partially obscuring the object that is lower in the layer order (e.g., the object 

that is "beneath" or "behind" or "in back of' the other object). 

[00367] In accordance with a determination that the first user interface object has not 

reached a predefined threshold position relative to the cover sheet user interface (e.g., relative 

to a position between the first content object (e.g., missed notifications 5164 and/or 5168) 

and the second content object (e.g., time/date object 582) in the cover sheet user interface 

504), the device moves the first content object and the second content object ( e.g., in unison) 

with the background object 5163 while maintaining a current position of the first user 

interface object (e.g., navigation banner 5160) on the display (e.g., as shown in Figures 5DC-

5DD). In accordance with a determination that the first user interface object (e.g., navigation 
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banner 5160) has reached the predefined threshold position relative to the cover sheet user 

interface, the device moves the first user interface object ( e.g., in unison) with the 

background object (e.g., as shown in Figures 5DD-5DE). In some embodiments, the device 

also moves the first content object ( e.g., missed notifications 5164 and 5168), the second 

content object (e.g., time/date object 582), and the first user interface object (e.g., navigation 

banner 5160) in unison with the background object 5163. For example, in Figure 5DD, the 

time/date object 582 catches the banner object 5160 on its way down and pushes the banner 

object downward with the time/date object. 

[00368] Method 800 relates to combining display of a user interface object that is 

overlaid on an initial user interface (e.g., a home screen user interface) with a newly 

displayed user interface (e.g., a cover sheet user interface). Specifically, some of the objects 

on the newly displayed user interface move past the first user interface object, while other 

objects on the newly displayed user interface "catches" the first user interface object and 

pushes it to its final position on the newly displayed user interface. This heuristic brings 

attention to the first user interface object (e.g., a banner object) by moving or not moving the 

first user interface object with the background object depending on whether the first user 

interface object has reached a predefined threshold position relative to a cover sheet interface. 

Bringing attention to the first user interface object improves the user-device interface, e.g., by 

helping the user to understand the connection between the banner content and the application 

from which the banner content originated. Displaying the banner improves the operability of 

the device by allowing the user to view content from an application without needing to 

navigate to the application, reducing the number of inputs required from the user to obtain 

banner content ( e.g., navigation information). 

[00369] In some embodiments, moving the cover sheet user interface 504 across the 

display in the first direction includes (810), in accordance with a determination that the 

second content object (e.g., the time and date object 582) has reached a first predefined 

location (e.g., the default position for the time and date on the display when the cover sheet is 

fully displayed) on the display, ceasing to move the second content object (e.g., the time and 

date 582) and the first user interface object (e.g., the banner 5160) and continuing to move 

the first content object (the one or more missed notifications) in the first direction (e.g., to 

make room for the banner object 5160 between the top missed notifications (e.g., 

notifications 5164 and 5168) and the current time and date object 582. For example, as cover 

sheet user interface 504 slides down in Figures 5DC-5DF, time/date object 582 and the 
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navigation banner 5160 stop moving in Figure 5DE, while missed notifications 5164 and 

5168 continue to move downward in Figures 5DE-5DF. 

[00370] Ceasing to move some of the content object while continuing to move other 

content objects on the cover sheet user interface allows the cover sheet user interface to be 

rearranged to accommodate the first user interface object ( e.g., the banner), while providing 

visual continuity to the user, thereby reducing user mistakes when operating the device and 

enhance the operability of the device. 

[00371] In some embodiments, the device ceases (812) to continue to move the first 

content object (e.g., the one or more missed notifications) in the first direction in accordance 

with a determination that the first content object has reached a second predefined location on 

the display (e.g., ceasing to move the missed notifications once the missed notifications have 

completely moved past the banner object). 

[00372] Continuing to move the content objects on the cover sheet user interface until 

they reach their final locations allows the cover sheet user interface to be rearranged to 

accommodate the first user interface object (e.g., the banner), while providing visual 

continuity to the user, thereby reducing user mistakes when operating the device and enhance 

the operability of the device. 

[00373] In some embodiments, the device transitions (814) from a screen-on state (as 

shown in Figure 5DY) to a screen-off state (as shown in Figure 5DZ) in accordance with a 

determination that display shutoff criteria are met (e.g., a power button is pressed or a period 

of user inactivity is detected). While the display is in the screen-off state, the device displays 

the first user interface object (e.g., the banner 5160) on a dark screen corresponding to the 

screen-off state ( e.g., in accordance with a determination that an application associated with 

the first user interface object is in a persistent banner display mode, such as a navigation 

mode of a map application, a playback mode of a media application, or a call mode of a 

phone application). For example, in Figure 5DZ, navigation banner 5160 is displayed on an 

otherwise dark display 112. 

[00374] Displaying a first user interface object (e.g., a banner) when the device is in a 

screen-off state ( e.g., displaying the first user interface object on an otherwise dark screen or 

on a screen that displays only one or more received notifications in addition to the first user 

interface object) provides the user with high priority information (e.g., navigation 

information) while the display forgoes displaying other content. Displaying the first user 
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interface object (and/or the one or more missed notifications) while forgoing display of other 

content makes the user-device interface more efficient by reducing the amount of power 

required for the display. Additionally, displaying the first user interface object (and/or the one 

or more missed notifications) while forgoing display of other content eliminates the need for 

the user to wake the display from a screen-off state to display the first user interface object. 

[00375] In some embodiments, while the display is in the screen-off state and the first 

user interface object is displayed on the display, the device receives (816) one or more 

notifications and, in response to receiving the one or more notifications, the device displays 

the first user interface object (e.g., the banner) and a third content object (e.g., the one or 

more notifications) on the first user interface (e.g., the one or more missed notifications are 

displayed under the first user interface object). For example, in Figure SEA, the device 

displays banner 5160 and missed notification 5186 on otherwise dark display 112. In some 

embodiments, while the display is in the screen-off state, the device detects a notification 

event and displays a notification object (e.g., for a new notification) under the banner. In 

some embodiments, one or more previously received notifications are displayed on the 

display ( e.g., under the banner and/or above the new notification) while the display is in the 

screen-off state. 

[00376] Displaying one or more received notifications when the device is in a screen-

off state ( e.g., displaying the one or more received notifications on an otherwise dark screen 

or on a screen that displays only a first user interface object in addition to the one or more 

received notifications) provides the user with high priority information (e.g., navigation 

information) while the display forgoes displaying other content. Displaying the one or more 

received notifications (and/or the first user interface object) while forgoing display of other 

content makes the user-device interface more efficient by reducing the amount of power 

required for the display. Additionally, displaying the one or more missed notifications (and/or 

the first user interface object) while forgoing display of other content eliminates the need for 

the user to wake the display from a screen-off state to display the one or more missed 

notifications. 

[00377] In some embodiments, the device transitions (818) the device from a screen-

off state to a screen-on state (e.g., as shown in Figures 5Al-5A3 and 5EA-5EB) in 

accordance with a determination that display-waking criteria are met (e.g., a power button is 

pressed or the device orientation is changed in a certain way ( e.g., picked up by a user), or a 

notification event is detected). In response to transitioning the device from the screen-off 
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state to the screen-on state, the device displays the first user interface object (and no other 

objects) on a dark screen that corresponds to the display-off state. For example, in Figure 

5DZ, navigation banner 5160 is displayed on an otheiwise dark display 112. 

[00378] Displaying a first user interface object (e.g., a banner) when the device is in a 

screen-off state (e.g., displaying the first user interface object on an otheiwise dark screen or 

on a screen that displays only one or more received notifications in addition to the first user 

interface object) provides the user with high priority information (e.g., navigation 

information) while the display forgoes displaying other content. Displaying the first user 

interface object (and/or the one or more missed notifications) while forgoing display of other 

content makes the user-device interface more efficient by reducing the amount of power 

required for the display. Additionally, displaying the first user interface object (and/or the one 

or more missed notifications) while forgoing display of other content eliminates the need for 

the user to wake the display from a screen-off state to display the first user interface object. 

[00379] In some embodiments, while the cover sheet interface is displayed, the device 

detects (820) a third input ( e.g., as shown at Figures 5DQ-5DR) for dismissing the cover 

sheet user interface 504. The third input includes a swipe gesture by a contact on the touch­

sensitive surface (e.g., a upward swipe that started from the bottom edge of the touch-screen). 

In response to detecting the third input for dismissing the cover sheet user interface, the 

device ceases to display the cover sheet user interface 504, maintains display of the first user 

interface object (e.g., navigation banner 5160), and displays a home screen user interface 522. 

The first user interface object is overlaid on the home screen user interface. For example, in 

response to detecting an upward swipe gesture from the bottom edge of the touch-screen 

( e.g., as shown in in Figures 5DQ-5DR), the cover sheet user interface 504 slides upward to 

reveal the home screen interface 522 underneath, while the first user interface (e.g., 

navigation banner 5160) remains stationary in a display layer above the cover sheet user 

interface 504, and appears overlaid on the home screen user interface 522 after the cover 

sheet user interface 504 is completely removed from view. In some embodiments, instead of 

the home screen user interface 522, a user interface of an application is displayed when the 

input for dismissing the cover sheet user interface 504 is detected, and the first user interface 

object is overlaid on the user interface of the application. 

[00380] Displaying the first user interface object (e.g., a banner, such as navigation 

banner 5160) overlaid on the home screen makes the user-device interface more efficient by 

allowing the user to view the first user interface object after accessing the home screen 
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without needing to navigate from the home screen to the application that generated the 

content of the first user interface object. 

[00381] In some embodiments, while displaying the first user interface object overlaid 

on the home screen user interface ( or a user interface of an application), the device detects 

(822) an input for minimizing the first user interface object (e.g., a upward swipe gesture on 

the banner, as shown at Figure 5DT). In response to detecting the input for minimizing the 

first user interface object, the device transitions the first user interface object (e.g., banner 

mode of navigation banner 5160, as shown in Figure 5DT) into a second user interface object 

(e.g., a "pill" that has a smaller area than the first user interface object, as shown at 5160 

Figure 5DW). The first user interface object has a first size and the second user interface 

object has a second size that is smaller than the first size. In some embodiments, the second 

user interface object pulsates or blinks (e.g., at least a portion of the pill, such as the 

background of the pill, periodically changes color and/or size over time) to indicate that an 

application mode or process associated with the banner object is still active. In some 

embodiments, the second user interface object displays at least a portion of information 

displayed by the first user interface object. For example, in Figure 5DT, navigation banner 

5160 in banner mode displays navigation direction arrow 5180, which is also displayed in the 

pill mode of navigation banner 5160 in Figure 5DW. In some embodiments, the device 

displays an animated transition showing the banner shrinking and morphing into the "pill" 

while moving and settling into a upper comer of the touch-screen (e.g., as shown at Figures 

5DT-5DW). In some embodiments, the second user interface object (e.g., navigation banner 

5160 in pill form) displays media playback information (e.g., a play/pause toggle control). In 

some embodiments, the second user interface object displays information (e.g., a tum icon) 

associated with a navigation instruction. 

[00382] Transitioning the first user interface object into a second user interface object 

in response to detecting input for minimizing the first user interface object makes the user­

device interface more efficient by allowing the user to simultaneously view content of the 

home screen user interface that would otherwise be covered by the first user interface object 

and information from the first user interface object that is contained in the second user 

interface object (e.g., without needing to navigate from the home screen to the application 

that generated the content of the first user interface object). 

[00383] In some embodiments, while the second user interface object is displayed, the 

device determines (824) that the display shutoff criteria are met. In response to determining 
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that the display shutoff criteria are met, the device transitions the device from the screen-on 

state to a screen-off state, transitions the second user interface object into the first user 

interface object; and displays the first user interface object overlaid a dark screen 

corresponding to the screen-off state (e.g., a direct transition from Figure 5DX to Figure 

5DZ). 

[00384] Transitioning the second user interface object into a first user interface object 

in response to determining that display shutoff criteria are met provides the user with a larger 

object for increased visibility when the device is likely to be distant from the user (e.g., on a 

table or in a car rather than in the user's hand). Providing the user with a larger object for 

increased visibility reduces power usage and improves battery life by providing information 

without requiring the user to wake the device and/or navigate to an application that generated 

the content of the first user interface object. 

[00385] In some embodiments, while the second user interface object is displayed, the 

device detects (826) an input for activating the second user interface object (e.g., a tap input 

on the second user interface object). For example, in Figure 5DX, an input is detected at a 

location corresponding to navigation banner 5160 in pill form, as indicated by focus selector 

5160 in Figure 5DX. In response to detecting the input for activating the second user 

interface object, the device displays an application user interface of an application that 

corresponds to the second user interface object. For example, in response to the input 

described with regard to Figure 5DX, map application 5154 is displayed, as shown in Figure 

5DY. 

[00386] Displaying an application user interface of an application that corresponds to 

the second user interface object in response to detecting input for activating the second user 

interface object provides the user with direct access to an application that corresponds to the 

second user interface object (e.g., the user can access the application that corresponds to the 

second user interface object from any page of a multi-page home screen without needing to 

provide input to navigate to an application launch icon on a different page of the home 

screen, within a folder on the home screen, etc.). This makes the user-device interface more 

efficient and enhances the operability of the device by reducing the number of inputs required 

to access an application user interface of an application that corresponds to the second user 

interface object. 
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[00387] In some embodiments, while the first user interface object is displayed (e.g., 

overlaid over the first user interface or overlaid over the cover sheet user interface 504), the 

device detects (828) an input that activates the first user interface object (e.g., a tap input on 

the first user interface object). For example, in Figure 5DH, an input, as indicated by focus 

selector 5168, is detected at a location that corresponds to the navigation object 5160 

displayed overlaid over cover sheet user interface 504. In response to detecting the input that 

activates the first user interface object, the device displays the application user interface of 

the application that corresponds to the information displayed in the first user interface object. 

For example, in response to the input, maps application 5154 is displayed, as shown in Figure 

SDI. 

[00388] In some embodiments, the application that corresponds to the second user 

interface object is an application that also corresponds to the first user interface object. 

[00389] Displaying an application user interface of an application that corresponds to 

the first user interface object in response to detecting input for activating the first user 

interface object provides the user with direct access to an application that corresponds to the 

first user interface object (e.g., the user can access the application that corresponds to the first 

user interface object directly from the first user interface or the cover sheet user interface 

without providing input to navigate to the home screen.) This makes the user-device interface 

more efficient and enhances the operability of the device by reducing the number of inputs 

required to access an application user interface of an application that corresponds to the first 

user interface object. 

[00390] It should be understood that the particular order in which the operations in 

Figures 8A-8C have been described is merely an example and is not intended to indicate that 

the described order is the only order in which the operations could be performed. One of 

ordinary skill in the art would recognize various ways to reorder the operations described 

herein. Additionally, it should be noted that details of other processes described herein with 

respect to other methods described herein (e.g., 600, 700, and 900) are also applicable in an 

analogous manner to method 800 described above with respect to Figures 8A-8C. For 

example, the contacts, gestures, user interface objects, focus selectors, animations described 

above with reference to method xxx optionally have one or more of the characteristics of the 

contacts, gestures, user interface objects, focus selectors, animations described herein with 

reference to other methods described herein (e.g., methods 600, 700, and 900). For brevity, 

these details are not repeated here. 
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[00391] The operations described above with reference to Figures 8A-8C are, 

optionally, implemented by components depicted in Figures lA-lB. For example, display 

operation 802, detection operation 806, and object moving operation 808 are, optionally, 

implemented by event sorter 170, event recognizer 180, and event handler 190. Event 

monitor 171 in event sorter 170 detects a contact on touch-sensitive display 112, and event 

dispatcher module 174 delivers the event information to application 136-1. A respective 

event recognizer 180 of application 136-1 compares the event information to respective event 

definitions 186, and determines whether a first contact at a first location on the touch­

sensitive surface (or whether rotation of the device) corresponds to a predefined event or sub­

event, such as selection of an object on a user interface, or rotation of the device from one 

orientation to another. When a respective predefined event or sub-event is detected, event 

recognizer 180 activates an event handler 190 associated with the detection of the event or 

sub-event. Event handler 190 optionally uses or calls data updater 176 or object updater 177 

to update the application internal state 192. In some embodiments, event handler 190 

accesses a respective GUI updater 178 to update what is displayed by the application. 

Similarly, it would be clear to a person having ordinary skill in the art how other processes 

can be implemented based on the components depicted in Figures lA-lB. 

[00392] Figures 9A-9C are flow diagrams illustrating method 900 of navigation using 

a cover sheet, in accordance with some embodiments. Method 900 is performed at an 

electronic device (e.g., device 300, Figure 3, or portable multifunction device 100, Figure 

IA) with a display, a touch-sensitive surface, and one or more sensors to detect intensity of 

contacts with the touch-sensitive surface. In some embodiments, the display is a touch-screen 

display and the touch-sensitive surface is on or integrated with the display. In some 

embodiments, the display is separate from the touch-sensitive surface. Some operations in 

method 800 are, optionally, combined and/or the order of some operations is, optionally, 

changed. 

[00393] As described below, method 900 provides an intuitive way to navigate using a 

cover sheet. The method reduces the number, extent, and/or nature of the inputs from a user 

for accessing various controls that are available from user interfaces that are accessible via 

input provided at the cover sheet, thereby creating a more efficient human-machine interface. 

For battery-operated electronic devices, enabling a user to navigate using a cover sheet faster 

and more efficiently conserves power and increases the time between battery charges. 
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[00394] While the device is in a screen-off state, the device detects (902) a first input 

for waking the device from the screen-off state to a screen-on state ( e.g., the device detects a 

state change indicating that the device has been picked up, as described with regard to 

Figures 5EC1-5EC4, or the device detects an input at a control, such as push button 106, for 

waking the device). 

[00395] In response to detecting the first input for waking the device from the screen-

off state to the screen-on state, the device transitions (904) the device from the screen-off 

state to the screen-on state (e.g., as shown at Figures 5EC2-5EC3), and displays a wake 

screen user interface 504 on the display 112. In some embodiments, the wake screen user 

interface 504 is redisplayed as a cover sheet user interface that covers an existing user 

interface in response to a cover sheet call-up command, and re-reveals the existing user 

interface that was covered by the cover sheet user interface in response to a cover-sheet 

dismissal command. 

[00396] While displaying the wake screen user interface, the device detects (906) a 

first swipe gesture on the touch-sensitive surface 112 (e.g., a swipe gesture as shown at 

Figures 5EK-5EL or a swipe gesture as shown at Figures 5EQ-5ER), including detecting a 

first contact on the touch-sensitive surface and detecting movement of the first contact across 

the touch-sensitive surface. 

[00397] In response to detecting the first swipe gesture, the device (908) ceases to 

display the wake screen user interface 504 and displays a first user interface. In accordance 

with a determination that the first swipe gesture is in a first direction ( e.g., rightward, as 

shown in Figures 5EK-5EL), the displayed first user interface is a mini-application-object 

user interface 5140. The mini-application-object user interface 5140 includes one or more 

mini-application objects (e.g., mini-application objects 583, 585, 587, and 589) that each 

provide a subset of functions of a corresponding application without launching the 

corresponding application. In accordance with a determination that the first swipe gesture is 

in a second direction ( e.g., leftward, as shown in Figures 5EQ-5ER), that is opposite the first 

direction, the displayed first user interface is a control panel user interface 5138. The control 

panel user interface 5138 includes one or more device controls ( e.g., flashlight control 5190 

and camera control 5192) for controlling one or more device functions of the device. 

[00398] The wake screen user interface 504 has a fixed positional relationship relative 

to the mini-application-object screen 5140 and the control panel user interface 5138. 
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Allowing the user to use directional gestures to navigate to either the mini-application-object 

screen or the control panel user interface enhances the operability of the device (e.g., by 

reducing the number of controls displayed on a wake screen user interface) and makes the 

user-device interface more efficient (e.g., by reducing visual clutter and reducing user 

mistakes due to the visual clutter), which, additionally, improves the battery life of the 

device. 

[00399] In some embodiments, while the wake screen user interface 504 is displayed, 

the device displays (910) one or more notifications (e.g., notification 5188, as shown in 

Figure 5ED) on the wake screen user interface. The device detects a second input for 

transitioning the device from an unauthenticated state to an authenticated state ( e.g., as 

described with regard to Figures 5FN-5FQ). In response to detecting the second input, the 

device displays, on the wake screen user interface 504, restricted notification information 

corresponding to at least one of the one or more notifications. For example, as shown in 

Figure 5FT, an additional notification 5234 is displayed and notification 5188 displays text 

5234 and image 5236 that were not displayed prior to authentication. In some embodiments, 

restricted notification information is, e.g., notification content and/or other notification 

information that is subject to restricted access by a setting, such as a privacy and/or security 

setting of the device. In some embodiments, the restricted notification information includes 

one or more notifications that are not displayed when the device is an unauthenticated state, 

such as notifications from one or more applications with settings that restrict display of 

notifications when the device is in an unauthenticated state. In some embodiments, the 

restricted notification information includes contextual information, such as earlier 

communication content in a notification and/or calendar information for a range of time that 

corresponds to a time associated with a calendar appointment notification. In some 

embodiments, when the device is in the unlocked mode of the display-on state, the second 

user interface includes longer versions of the notifications that are shown in the second user 

interface when the device is in the locked mode of the display-on state. The longer version of 

a notification includes expanded notification content that, for example, includes all of the 

content in the short version or standard version of the notification, and some additional 

content that is not included in the short version or standard version of the notification. In 

some embodiments, the expanded notification content includes more complete versions of the 

notification content shown in the short version of the notification. In some embodiments, the 

expanded notification content includes images, interactive controls, and/or selectable options 
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for performing actions with respect to the notification, that are not included in the short 

versions of the notification. 

[00400] Displaying restricted notification information in response to detecting a 

second input for transitioning the device from an unauthenticated state to an authenticated 

state allows the device to provide a user with an indication that a notification was received 

without disclosing full notification information to unauthenticated individuals able to view 

the device display. This makes the user-device interface more efficient and enhances the 

operability of the device by allowing a user to view information about incoming notifications 

without needing to wake the device (e.g., without jeopardizing the privacy of the notification 

content). 

[00401] In some embodiments, while displaying the first user interface in response to 

the first swipe gesture, the device detects (912) a second swipe gesture (e.g., as shown in 

Figure 5FN and or as shown in Figure 5GC) in a third direction ( e.g., upward, such as upward 

from a location proximate to the lower edge of the display) that is perpendicular to the first 

direction and the second direction. In accordance with a determination that the device is in an 

unauthenticated state, the device displays an authentication user interface 518, as shown at 

Figure 5FO. In accordance with a determination that the device is in an authenticated state, 

the device displays a second user interface. The second user interface is a last displayed user 

interface that was displayed prior to the display of the wake screen user interface ( e.g., either 

a home screen user interface or a user interface of an application). For example, Figure 5GC 

is displayed when home screen user interface 522 was the last displayed user interface before 

wake screen user interface 504 was displayed, so in response to the swipe input illustrated at 

Figure 5GC, home screen user interface 522 is redisplayed, as shown in Figure 5GD. In 

some embodiments if the home screen user interface 522 was the last displayed user interface 

before the wake screen user interface 504 was displayed, then a swipe up from the control 

center user interface 5138 or mini application user interface 5140 reveals the home screen 

user interface 522 and if an application user interface ( e.g., map application user interface 

5154) was the last displayed user interface before the wake screen user interface 504 was 

displayed, then the swipe up reveals the application user interface. In some embodiments, the 

wake screen user interface 504 is displayed immediately upon waking the device, before 

authentication is made, and when authentication fails. In some embodiments, an indicator 

( e.g., an open lock icon and/or text indicating an unlocked state) is displayed briefly on the 

wake screen upon authentication. In some embodiments, an indicator changes state (e.g., a 

P34814USC2/063266-7715US 
D82/ 39185059.1 

112 

-183- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



lock icon changes state from a closed lock icon to an open lock icon) in accordance with a 

determination that authentication has been successfully performed. 

[00402] Redisplaying a last displayed user interface after dismissing the first user 

interface (e.g., the wake screen user interface/cover sheet user interface) enhances the 

operability of the device by reducing the number of steps needed to navigate back to the 

previous user interface, and the consistent behavior also reduces user mistakes which makes 

the user-device interface more efficient. 

[00403] In some embodiments, in accordance with a determination that the second user 

interface is a home screen user interface 522, the device displays (914), in the home screen 

user interface, an object ( e.g., navigation banner 5160) that displays content from a first 

active application (e.g., an application that has updating content, such as an application that 

last had focus and includes updating content, or an application that has a highest priority 

among multiple applications that includes updating content). In accordance with a 

determination that a state of the first active application has changed, the device updates the 

content displayed in the object in accordance with the changed state of the first active 

application. For example, navigation content shown in navigation object 5160 (shown in pill 

form in Figures 5GM and 5GU) updates ( e.g., in accordance with a determined change in 

location of the device). In some embodiments, navigation content shown in navigation object 

5160 (shown in banner form in Figures 5GP-5GQ) updates (e.g., in accordance with a 

determined change in location of the device). In some embodiments, the object also includes 

a region 5182 that displays a current time. In some embodiments, the object on the home 

screen user interface 522 is a "pill" (e.g., an object having a pill shape). In some 

embodiments, the object on the home screen user interface 522 is displayed in a region of the 

device display that is beyond a main display area (e.g., a rectangular display area) of the 

display. In some embodiments, the object displays live directions from a maps application 

operating in navigation mode. In some embodiments, the object displays live playback 

information from a media player application operating in playback mode. In some 

embodiments, the object displays live recording information from a screen recording or video 

recording application operating in recording mode. In some embodiments, the object 

corresponding to the first active application is also displayed when a user interface of a 

second active application distinct from the first active application is the currently displayed 

user interface. 
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[00404] Updating the content displayed in an object in the home screen user interface 

in accordance with a changed state of an active application provides information to a user 

from an active application without displaying the full application user interface. This makes 

the user-device interface more efficient by allowing a user to determine that an application is 

operating in an active mode without providing input to navigate from the home screen to the 

application user interface. 

[00405] In some embodiments, while displaying the second user interface in response 

to the second swipe gesture, the device detects (916) a third swipe gesture (e.g., as shown at 

Figure 5FR) in a fourth direction (e.g., downward) that is opposite the third direction; and in 

response to detecting the third swipe gesture in the fourth direction, the device ceases to 

display the second user interface ( e.g., home screen user interface 522) and redisplays the 

wake screen user interface 504 ( e.g., as shown in Figures 5FR-5FT). 

[00406] In some embodiments, the control center user interface 513 8 is displayed in 

response to a left swipe on the wake screen user interface 504 (e.g., as shown at Figures 5EQ-

5ES) both when the wake screen user interface 504 is first displayed on waking the device, 

and when the wake screen user interface 504 is subsequently redisplayed ( e.g., as a cover 

sheet layer over an application user interface or over a home screen user interface). In some 

embodiments, the mini-application-object user interface 5140 is displayed in response to a 

right swipe on the wake screen user interface 504 (e.g., as shown at Figures 5EK-5EM) both 

when the wake screen user interface 504 is first displayed, and when the wake screen user 

interface 504 is subsequently redisplayed. In some embodiments, as the third swipe gesture in 

the fourth direction is received, the object on the home screen (the "pill") morphs into a 

second affordance (a floating banner) that is displayed on the wake screen user interface 504 

(e.g., as shown by navigation banner 5160 in Figures 5GM-5GP). The morphing includes, 

e.g., a change in the size of the object, addition of content to the object (e.g., a direction icon 

5180 and/or text), and/or removal of content (e.g., a time 5182) from the object. 

[00407] Redisplaying the first user interface from any user interface (e.g., the home 

screen user interface or an application user interface) using the same gesture enhances the 

operability of the device ( e.g., by reducing the number of steps needed to navigate to the first 

user interface), and makes the user-device interface more efficient (e.g., by providing a 

consistent way to bring about the first user interface and thereby reducing user mistakes). 
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[00408] In some embodiments, the wake screen user interface is displayed (918) with 

an affordance ( e.g., a navigation banner 5160) that displays content from a second active 

application (e.g., an application, that is the same as the first active application or distinct from 

the first active application, that has updating content (such as an application that last had 

focus and includes updating content, or an application that has a highest priority among 

multiple applications that includes updating content)). For example, navigation banner 5160 

shown in Figure 5GP-5GQ includes updating content from maps application 5154. While 

displaying the wake screen user interface 504 with the affordance, in accordance with a 

determination that a state of the second active application has changed ( e.g., a location of the 

device has changed, requiring an updated navigation instruction), the device updates the 

content displayed in the affordance in accordance with the changed state of the second active 

application (as indicated by the changed content from Figure 5GP to Figure 5GQ). For 

example, an affordance that corresponds to a maps application includes navigation 

information (such as next turn information) that updates in real time, or an affordance that 

corresponds to a media player includes media playback information that updates in real time. 

In some embodiments, the wake screen user interface 504 includes an intelligently selected 

app icon, e.g., a hand-off application. In some embodiments, the first affordance is displayed 

in addition to one or more additional objects on the wake screen (e.g., in addition to time 

indicator, notification affordances, and/or device control affordances). In some embodiments, 

the content from the active application displayed in the object (e.g., the pill object) on the 

home screen user interface is a miniaturized version of the content displayed in the first 

affordance on the wake screen user interface. For example, in comparison with content 

displayed in the first affordance on the wake screen, a miniaturized version of the content 

includes a reduced amount of text, text with reduced size, no text, a reduced number of icons, 

icons with reduced size, and/or no icons. In some embodiments, content displayed in the first 

affordance on the wake screen includes navigation instruction text and a navigation 

instruction icon having a first size, and the miniaturized version of the content includes no 

navigation instruction text and a navigation instruction icon having a second size that is 

smaller than the first size. 

[00409] Updating the content displayed in the affordance displayed in the wake screen 

user interface in accordance with a changed state of an active application provides 

information to a user from an active application without displaying the full application user 

interface. This makes the user-device interface more efficient by allowing a user to receive 
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information from the application without providing input to navigate from the wake screen 

user interface to the application user interface. 

[00410] In some embodiments, the wake screen user interface 504 includes (920) a 

first control ( e.g., flashlight control 5190 and/or camera control 5192) of the one or more 

device controls of the control panel user interface 513 8 (e.g., as shown in Figures 5ED and 

SEW). In some embodiments, the first control is, e.g., a flashlight control 5190 that 

corresponds to the flashlight control 5190 of the control panel user interface 513 8. When 

operated, the flashlight control operates a device flashlight. In some embodiments, the 

affordance is, a camera control 5192 or another pre-selected ( e.g., user-selected) control. In 

some embodiments, the wake screen user interface 504 includes one or more regions ( e.g., 

lower left and lower right corners) that display affordances for pre-selected apps (e.g., a 

flashlight control icon 5190 and/or a camera application control icon 5192). In some 

embodiments, the wake screen user interface 504 includes at least one control affordance that 

does not correspond to a device control of the control panel user interface. 

[00411] Providing controls from the control panel user interface on the wake screen 

user interface allows the user to access the same control functions from multiple locations, 

and thereby making the user-device interface more efficient (e.g., by reducing the number of 

steps needed to navigate to the control). 

[00412] In some embodiments, the first control requires (922) a first type of input to 

activate a first function while displayed on the wake screen user interface and the first control 

requires a second type of input to activate the first function while displayed on the control 

panel user interface. In some embodiments, the first control requires different inputs for 

activating the same function (e.g., a press input is required to toggle the flashlight control 

5190 on the wake screen user interface 504, as described with regard to Figures 5ED-5EJ, 

while a tap input is required to toggle the flashlight control 5190 in the control panel user 

interface 5138, as described with regard to Figures 5ES-5EW. In some embodiments, a 

plurality of pre-selected affordances are displayed on the wake screen. In some embodiments, 

the pre-selected affordances on the wake screen are user-customizable. 

[00413] Requiring a different input to activate a function from the wake screen than 

the input that is required to activate the same function from the control center prevents 

accidental operation of the function (e.g., operation of the flashlight) when the phone wakes 
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at a time that the user does not intend to operate the phone. This saves battery life ( e.g., by 

not using battery to operate the flashlight when the flashlight is not needed). 

[00414] In some embodiments, the first control (e.g., camera control 5192) is also 

displayed on the home screen user interface 522 (924), and a press input directed to the first 

control while displayed on the home screen user interface causes display of a plurality of 

selectable options ( e.g., as shown in menu 5220), and a press input directed to the first control 

while displayed on the wake screen user interface does not cause display of the plurality of 

selectable options. 

[00415] Displaying a plurality of selectable options in response to press input at 

control displayed on the home screen user interface and not displaying the plurality of 

selectable options when a press input is received at the same control displayed on the wake 

screen user interface prevents accidental access to functions among the plurality of selectable 

options (e.g., taking a photo) when the phone wakes at a time that the user does not intend to 

operate the phone. This saves battery life ( e.g., by not using battery to operate the camera 

when the camera is not needed). 

[00416] In some embodiments, the wake screen has a plurality of luminosity display 

modes ( e.g., bright mode, as shown in Figure 5GV, and dark mode, as shown in Figure 5GW) 

that are applied to one or more objects (e.g., notifications 5160, 5188, 5234, and other platters 

and/or banners, such as navigation banner 5160) displayed on the wake screen user interface 

504. In some embodiments, the device determines a luminosity of the background (e.g., by 

performing image analysis on a background image to determine a luminosity value. The 

background image of the wake screen is, e.g., ea default background image or a user-selected 

background image). The luminosity display mode switches based on the luminosity of the 

background. For example, a color of at least a portion of an area of one or more objects (e.g., 

a border around the object, a background of the object, text of the object, and/or an image 

displayed in the object) is changed when a luminosity mode changes (e.g., as described with 

regard to Figures 5GV-5GW). The change in color causes the object to have a greater degree 

of contrast with the background image to increase the visibility of the object relative to the 

background image. 

[00417] In some embodiments, while displaying the wake screen user interface, the 

device displays (926) a first object (e.g., a time-date indicator 582) at a first position on the 

display 112 (e.g., the center of the first object is aligned with the horizontal symmetric center 
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line of the display 112). In accordance with the determination that the first swipe gesture is in 

the first direction (e.g., as shown in Figures 5EK-5EL, the device displays the first object on 

the first user interface at a second position ( e.g., as shown in Figure SEM) that is shifted in 

the first direction relative to the first position on the display). When the first swipe is a right 

swipe, as shown in Figures SEK- SEL, the time indicator 582 is displayed on the right side of 

the mini-application-object user interface 5140 (e.g., in Figure SEM) to provide a visual 

indication of the input needed (a swipe to the left) to return to the wake screen. In accordance 

with the determination that the first swipe gesture is in the second direction ( e.g., as shown at 

Figures SEQ-SER), the device displays the at least one object is at a third position (e.g., as 

shown in Figure SES) that is shifted in the second direction relative to the first position on the 

display ( e.g., when the first swipe is a left swipe, the time indicator 582 is displayed on the 

left side of the control panel user interface 513 8 to provide a visual indication of the input 

needed (a swipe to the right) to return to the wake screen). 

[00418] Shifting a position of a first object (e.g., a time-date indicator) in response to 

swipe gesture input provides an indication of a location of a current user interface relative to 

the wake screen user interface. Providing an indication of a location of a current user 

interface relative to the wake screen user interface reduces the number of inputs needed to 

return to the wake screen user interface by reducing the need for a user (e.g., a user that is 

new to the interface arrangement) to experimentally swipe in order to recall the location of a 

desired user interface relative to a current user interface. 

[00419] It should be understood that the particular order in which the operations in 

Figures 9A-9C have been described is merely an example and is not intended to indicate that 

the described order is the only order in which the operations could be performed. One of 

ordinary skill in the art would recognize various ways to reorder the operations described 

herein. Additionally, it should be noted that details of other processes described herein with 

respect to other methods described herein ( e.g., methods 600, 700, and 800) are also 

applicable in an analogous manner to method 900 described above with respect to Figures 

9A-9C. For example, the contacts, gestures, user interface objects, intensity thresholds, focus 

selectors, and animations described above with reference to method xxx optionally have one 

or more of the characteristics of the contacts, gestures, user interface objects, intensity 

thresholds, focus selectors, and animations described herein with reference to other methods 

described herein (e.g., methods 600, 700, and 800). For brevity, these details are not repeated 

here. 
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[00420] The operations described above with reference to Figures 9A-9C are, 

optionally, implemented by components depicted in Figures lA-lB. For example, detection 

operation 902, transitioning operation 904, and displaying operation 908 are, optionally, 

implemented by event sorter 170, event recognizer 180, and event handler 190. Event 

monitor 171 in event sorter 170 detects a contact on touch-sensitive display 112, and event 

dispatcher module 174 delivers the event information to application 136-1. A respective 

event recognizer 180 of application 136-1 compares the event information to respective event 

definitions 186, and determines whether a first contact at a first location on the touch­

sensitive surface (or whether rotation of the device) corresponds to a predefined event or sub­

event, such as selection of an object on a user interface, or rotation of the device from one 

orientation to another. When a respective predefined event or sub-event is detected, event 

recognizer 180 activates an event handler 190 associated with the detection of the event or 

sub-event. Event handler 190 optionally uses or calls data updater 176 or object updater 177 

to update the application internal state 192. In some embodiments, event handler 190 

accesses a respective GUI updater 178 to update what is displayed by the application. 

Similarly, it would be clear to a person having ordinary skill in the art how other processes 

can be implemented based on the components depicted in Figures lA-lB. 

[00421] The foregoing description, for purpose of explanation, has been described with 

reference to specific embodiments. However, the illustrative discussions above are not 

intended to be exhaustive or to limit the invention to the precise forms disclosed. Many 

modifications and variations are possible in view of the above teachings. The embodiments 

were chosen and described in order to best explain the principles of the invention and its 

practical applications, to thereby enable others skilled in the art to best use the invention and 

various described embodiments with various modifications as are suited to the particular use 

contemplated. 
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What is claimed is: 

1. A method, comprising: 

at computer system that is in communication with a display generation component 

and one or more input devices: 

while the computer system is in a power saving state, detecting an input that 

meets display-waking criteria; 

in response to detecting the input that meets the display-waking criteria, 

displaying, via the display generation component, a wake screen user interface; 

while displaying the wake screen user interface, detecting a first input that is 

directed to a portion of the wake screen user interface and includes first movement; and 

in response to detecting the first input that is directed to the portion of the 

wake screen user interface: 

in accordance with a determination that the first input meets first 

criteria, wherein the first criteria require the first movement to be in a first direction in order 

for the first criteria to be met: 

displaying of a home screen user interface that is different from 

the wake screen user interface, wherein the home screen user interface includes a plurality of 

application icons corresponding to different applications, and wherein a respective 

application icon of the plurality of application icons, when selected, causes display of an 

application corresponding to the respective application icon; and 

in accordance with a determination that the first input meets second 

criteria different from the first criteria, wherein the second criteria require the first movement 

to be in a second direction that is different from the first direction in order for the second 

criteria to be met: 

displaying a widget screen user interface that is different from 

the wake screen user interface and the home screen user interface, wherein the widget screen 

user interface includes a plurality of user interface objects corresponding to different 

applications, wherein a respective user interface object of the plurality of user interface 

objects contains application content from an application corresponding to the respective user 

interface object, and when selected, causes display of an application corresponding to the 

respective user interface object. 
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2. The method of claim 1, wherein the wake screen user interface is a user interface that 

has a first state that corresponds to an authenticated state of the computer system and a 

second state that corresponds to an unauthenticated state of the computer system .. 

3. The method of claim 1, including: 

while displaying the widget screen user interface, detecting a second input that is 

directed to a portion of the widget screen user interface and includes second movement; and 

in response to detecting the second input that is directed to the portion of the widget 

screen user interface: 

in accordance with a determination that the second input meets third criteria, 

wherein the third criteria require the second movement to be in the first direction in order for 

the second criteria to be met, displaying the home screen user interface. 

4. The method of claim 3, including: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a third input that is directed to a portion of the home screen user 

interface and includes third movement; and 

in response to detecting the third input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the third input meets fourth criteria, 

wherein the fourth criteria require the third movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the widget screen user interface. 

5. The method of claim 3, including: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a fourth input that is directed to a portion of the home screen user 

interface and includes fourth movement; and 

in response to detecting the fourth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fourth input meets fifth criteria, 

wherein the fifth criteria require the fourth movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the wake screen user interface. 
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6. The method of claim 1, including: 

while the home screen user interface is displayed in response to detection of the first 

input, detecting a fifth input that is directed to a portion of the home screen user interface and 

includes fifth movement; and 

in response to detecting the fifth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fifth input meets sixth criteria, 

wherein the sixth criteria require the fifth movement to be in a fourth direction that is 

different from the first direction and the second direction in order for the sixth criteria to be 

met, redisplaying the wake screen user interface. 

7. The method of claim 1, including: 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets seventh criteria, 

wherein the seventh criteria require the first movement to be in a fifth direction that is 

different from the first direction and the second direction in order for the seventh criteria to 

be met: 

displaying of a control panel user interface that is different from the 

wake screen user interface and the widget screen user interface, wherein the control panel 

user interface includes a plurality of controls for controlling one or more device functions of 

the computer system. 

8. The method of claim 7, including: 

while the control panel user interface is displayed in response to detection of the first 

input, detecting a sixth input that is directed to a portion of the control panel user interface 

and includes sixth movement; and 

in response to detecting the sixth input that is directed to the portion of the control 

panel user interface: 

in accordance with a determination that the sixth input meets eighth criteria, 

wherein the eighth criteria require the sixth movement to be in a sixth direction (e.g., 

rightward swipe) that is opposite the fifth direction in order for the eighth criteria to be met, 

redisplaying the wake screen user interface. 

9. A computer system, comprising: 
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one or more processors that are in communication with a display generation 

component and one or more input devices; and 

memory storing instructions, the instructions, when executed by the one or more 

processors, cause the processors to perform operations comprising: 

while the computer system is in a power saving state, detecting an input that 

meets display-waking criteria; 

in response to detecting the input that meets the display-waking criteria, 

displaying, via the display generation component, a wake screen user interface; 

while displaying the wake screen user interface, detecting a first input that is 

directed to a portion of the wake screen user interface and includes first movement; and 

in response to detecting the first input that is directed to the portion of the 

wake screen user interface: 

in accordance with a determination that the first input meets first 

criteria, wherein the first criteria require the first movement to be in a first direction in order 

for the first criteria to be met: 

displaying of a home screen user interface that is different from 

the wake screen user interface, wherein the home screen user interface includes a plurality of 

application icons corresponding to different applications, and wherein a respective 

application icon of the plurality of application icons, when selected, causes display of an 

application corresponding to the respective application icon; and 

in accordance with a determination that the first input meets second 

criteria different from the first criteria, wherein the second criteria require the first movement 

to be in a second direction that is different from the first direction in order for the second 

criteria to be met: 

displaying a widget screen user interface that is different from 

the wake screen user interface and the home screen user interface, wherein the widget screen 

user interface includes a plurality of user interface objects corresponding to different 

applications, wherein a respective user interface object of the plurality of user interface 

objects contains application content from an application corresponding to the respective user 

interface object, and when selected, causes display of an application corresponding to the 

respective user interface object. 

10. The computer system of claim 9, wherein the wake screen user interface is a user 

interface that has a first state that corresponds to an authenticated state of the computer 
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system and a second state that corresponds to an unauthenticated state of the computer 

system .. 

11. The computer system of claim 9, wherein the operations include: 

while displaying the widget screen user interface, detecting a second input that is 

directed to a portion of the widget screen user interface and includes second movement; and 

in response to detecting the second input that is directed to the portion of the widget 

screen user interface: 

in accordance with a determination that the second input meets third criteria, 

wherein the third criteria require the second movement to be in the first direction in order for 

the second criteria to be met, displaying the home screen user interface. 

12. The computer system of claim 11, wherein the operations include: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a third input that is directed to a portion of the home screen user 

interface and includes third movement; and 

in response to detecting the third input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the third input meets fourth criteria, 

wherein the fourth criteria require the third movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the widget screen user interface. 

13. The computer system of claim 9, wherein the operations include: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a fourth input that is directed to a portion of the home screen user 

interface and includes fourth movement; and 

in response to detecting the fourth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fourth input meets fifth criteria, 

wherein the fifth criteria require the fourth movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the wake screen user interface. 

14. The computer system of claim 9, wherein the operations include: 
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while the home screen user interface is displayed in response to detection of the first 

input, detecting a fifth input that is directed to a portion of the home screen user interface and 

includes fifth movement; and 

in response to detecting the fifth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fifth input meets sixth criteria, 

wherein the sixth criteria require the fifth movement to be in a fourth direction that is 

different from the first direction and the second direction in order for the sixth criteria to be 

met, redisplaying the wake screen user interface. 

15. The computer system of claim 9, wherein the operations include: 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets seventh criteria, 

wherein the seventh criteria require the first movement to be in a fifth direction that is 

different from the first direction and the second direction in order for the seventh criteria to 

be met: 

displaying of a control panel user interface that is different from the 

wake screen user interface and the widget screen user interface, wherein the control panel 

user interface includes a plurality of controls for controlling one or more device functions of 

the computer system. 

16. The computer system of claim 15, wherein the operations include 

while the control panel user interface is displayed in response to detection of the first 

input, detecting a sixth input that is directed to a portion of the control panel user interface 

and includes sixth movement; and 

in response to detecting the sixth input that is directed to the portion of the control 

panel user interface: 

in accordance with a determination that the sixth input meets eighth criteria, 

wherein the eighth criteria require the sixth movement to be in a sixth direction (e.g., 

rightward swipe) that is opposite the fifth direction in order for the eighth criteria to be met, 

redisplaying the wake screen user interface. 

17. A computer-readable storage medium comprising instructions, the instructions, when 

executed by one or more processors of a computer system that is in communication with a 
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display generation component and one or more input devices, cause the processors to perform 

operations comprising: 

while the computer system is in a power saving state, detecting an input that meets 

display-waking criteria; 

in response to detecting the input that meets the display-waking criteria, displaying, 

via the display generation component, a wake screen user interface; 

while displaying the wake screen user interface, detecting a first input that is directed 

to a portion of the wake screen user interface and includes first movement; and 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets first criteria, 

wherein the first criteria require the first movement to be in a first direction in order for the 

first criteria to be met: 

displaying of a home screen user interface that is different from the 

wake screen user interface, wherein the home screen user interface includes a plurality of 

application icons corresponding to different applications, and wherein a respective 

application icon of the plurality of application icons, when selected, causes display of an 

application corresponding to the respective application icon; and 

in accordance with a determination that the first input meets second criteria 

different from the first criteria, wherein the second criteria require the first movement to be in 

a second direction that is different from the first direction in order for the second criteria to be 

met: 

displaying a widget screen user interface that is different from the 

wake screen user interface and the home screen user interface, wherein the widget screen user 

interface includes a plurality of user interface objects corresponding to different applications, 

wherein a respective user interface object of the plurality of user interface objects contains 

application content from an application corresponding to the respective user interface object, 

and when selected, causes display of an application corresponding to the respective user 

interface object. 

18. The computer-readable storage medium of claim 17, wherein the wake screen user 

interface is a user interface that has a first state that corresponds to an authenticated state of 

the computer system and a second state that corresponds to an unauthenticated state of the 

computer system .. 
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19. The computer-readable storage medium of claim 17, wherein the operations include: 

while displaying the widget screen user interface, detecting a second input that is 

directed to a portion of the widget screen user interface and includes second movement; and 

in response to detecting the second input that is directed to the portion of the widget 

screen user interface: 

in accordance with a determination that the second input meets third criteria, 

wherein the third criteria require the second movement to be in the first direction in order for 

the second criteria to be met, displaying the home screen user interface. 

20. The computer-readable storage medium of claim 19, wherein the operations include: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a third input that is directed to a portion of the home screen user 

interface and includes third movement; and 

in response to detecting the third input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the third input meets fourth criteria, 

wherein the fourth criteria require the third movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the widget screen user interface. 

21. The computer-readable storage medium of claim 17, wherein the operations include: 

while the home screen user interface is displayed in response to detection of the 

second input, detecting a fourth input that is directed to a portion of the home screen user 

interface and includes fourth movement; and 

in response to detecting the fourth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fourth input meets fifth criteria, 

wherein the fifth criteria require the fourth movement to be in a third direction that is 

different from the first direction and the second direction in order for the fourth criteria to be 

met, redisplaying the wake screen user interface. 

22. The computer-readable storage medium of claim 17, wherein the operations include: 

while the home screen user interface is displayed in response to detection of the first 

input, detecting a fifth input that is directed to a portion of the home screen user interface and 

includes fifth movement; and 
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in response to detecting the fifth input that is directed to the portion of the home 

screen user interface: 

in accordance with a determination that the fifth input meets sixth criteria, 

wherein the sixth criteria require the fifth movement to be in a fourth direction that is 

different from the first direction and the second direction in order for the sixth criteria to be 

met, redisplaying the wake screen user interface. 

23. The computer-readable storage medium of claim 17, wherein the operations include: 

in response to detecting the first input that is directed to the portion of the wake screen 

user interface: 

in accordance with a determination that the first input meets seventh criteria, 

wherein the seventh criteria require the first movement to be in a fifth direction that is 

different from the first direction and the second direction in order for the seventh criteria to 

be met: 

displaying of a control panel user interface that is different from the 

wake screen user interface and the widget screen user interface, wherein the control panel 

user interface includes a plurality of controls for controlling one or more device functions of 

the computer system. 

24. The computer-readable storage medium of claim 23, wherein the operations include 

while the control panel user interface is displayed in response to detection of the first 

input, detecting a sixth input that is directed to a portion of the control panel user interface 

and includes sixth movement; and 

in response to detecting the sixth input that is directed to the portion of the control 

panel user interface: 

in accordance with a determination that the sixth input meets eighth criteria, 

wherein the eighth criteria require the sixth movement to be in a sixth direction (e.g., 

rightward swipe) that is opposite the fifth direction in order for the eighth criteria to be met, 

redisplaying the wake screen user interface. 
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ABSTRACT 

While displaying the wake screen user interface, in response to detecting a first input that is 

directed to a portion of the wake screen user interface: if the first input includes first 

movement in a first direction, the computer system displays of a home screen user interface; 

and the first movement is in a second direction, the computer system displays a widget screen 

user interface that is different from the wake screen user interface and the home screen user 

interface, wherein the widget screen user interface includes a plurality of user interface 

objects corresponding to different applications, wherein a respective user interface object of 

the plurality of user interface objects contains application content from an application 

corresponding to the respective user interface object, and when selected, causes display of an 

application corresponding to the respective user interface object. 
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(Q) MESSAGES Tues 6:02 PM 

Isaac 
It's important to foll w the rules. 

Earller · -~day ~---
: A. ': . ,, . . . . . . . 
....... ____ ... .: 

~ MAIL Tues 4:00 PM 

Connected To 
Godfrey's invitation is waiting .. . 
Harold Godfrey invited you to join .. . 

~ VOICEMAIL Tues 3:57 PM 

Max 
1 missed call 

Figure 5BL 
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Portable Multifunction Device 100~ 

I 1111:::,:::,c:'i --- -- I 'I 

\(-1§1) (111) J..11 ~---

,...~ MAIL Tues 6:03 PM 

Mom 
Dad's birthday party 

'- Let's go to that place we went last 

,...(O]MESSAGES Tues 6:02 PM 

Isaac 
It's important to follc w the rules. 

\. 

Earli.er · ·,()day 
f A \ _ ..... -1--------" 
. ; 5104 

r \ ,. " 
~ MAIL ·-.. ___ _... Tues 4:00 PM 

Connected To 
Godfrey's invitation is waiting .. . 

Harold Godfrey invited you to join .. . 
\. ~ 

,...~ VOICEMAIL 
"I 

Tues 3:57 PM 

Max .,.,. --1 missed call 
'- ~ 

r(Q] MESSAGES Tues 3:50 PM"' 

Ursula .,.,.... --
¥ • ~ 

Figure 5BM 
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508 
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Portable Multifunction Device 100~ 

,~ l -- -- I J~ 
-----I\ c -1§1) c 111) , .•• ,~, _ 
r ~ I 'I-• 

(QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to folh w the rules. 

'" 

Earli.er · -9day .... ~...-----
{ A °) - --"5104 

r \ ,. ~ 

~ MAIL ·-.. ___ _... Tues 4:00 PM 

ConnectedTo 
Godfrey's invitation is waiting .. . 

Harold Godfrey invited you to join .. . 
'" ~ 

r~ VOICEMAIL 
~ 

Tues 3:57 PM 

Max .,,... ..--
1 missed call 

'" ~ 

r(Q) MESSAGES Tues 3:50 PM~ 

Ursula .,,,,.,. ...--

I will meet you there. 
'" _,/ 

r ~ 

~ MAIL Tues 3:20 PM 

Stanlev 
.,,,,.,. 

¥ • .J 

Figure 5BN 
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r Isaac ~ ( 164 ) c11.1)l 
It's irnpor 

\.. 

Earlier Today ~ -
A 

r ...... 

~ MAIL Tues 4:00 PM 

ConnectedTo .,... 
Godfrey's invitation is waiting ... 
Harold Godfrey invited you to join ... 

\.. ~ 

r~ VOICEMAIL "' Tues 3:57 PM 

Max _,,,,. 

1 missed call 
'- ~ 

r(Q) MESSAGES Tues 3:50 PM" 

Ursula .,..,.,. 

I will meet you there. 
'- ~ 

r ..... 
~ MAIL Tues 3:20 PM 

Stanley .,..,.,. 

Launch 

We will be exploring our options soon. 
'- ~ 

.... 

) 

---

--

--
i-----

--

'W • '" "' 

Figure 5B0 
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r 

\ C 164 ) C 111 ) ) I ~ ~ 
111 r.-- -=> 

Earlier Today -
A - ----

r " ~ MAIL Tues 4:00 PM 

ConnectedTo .,,,,,... ----Godfrey's invitation is waiting ... 
Harold Godfrey invited you to join ... 

\. _,J 

r~ VOICEMAIL 
..... 

Tues 3:57 PM 

Max --1 missed call 
.,,... 

\. _,J 

r(Q) MESSAGES Tues 3:50 PM"' 

Ursula .,,,,,... i.----

I will meet you there. 
'- _,J 

r " ~ MAIL Tues 3:20 PM 

Stanley .,,.,.. --
Launch 
We will be exploring our options soon. 

'- _,J 

'W • .J 

Figure 5BP 
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Portable Multifunction Device 100~ 

\ C 164 ) C 111 ) ) I .,.......__ ~ \.......________ Ill r r."-' -=> 

Earlier Today 
..... -1-----

A - --

" Tues 4:00 PM 
r 
~ MAIL 

ConnectedTo 
Godfrey's invitation is waiting .. . 
Harold Godfrey invited you to join .. . 

\. 

r~ VOICEMAIL 
..... 

Tues 3:57 PM 

Max 
1 missed call 

\. 

__ -t--1-'~~- MESSAGES Tues 3:50 PM"' 
5120 

r 
~ MAIL 

Stanley 
Launch 

~ , " 
···-----··Tues 3:20 PM 

We will be exploring our options soon. 
~ ~ 

• 
Figure 5BQ 

504 

'---5104 

506 

508 

510 

512 

-279- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



P34814USC2/063266-7715-US 
Page 80 of 253 

Portable Multifunction Device 100~ 
r 

\ ( 164 ) (111)) I'-'~ 
111 r.-- -=> 

r -...., 

~ MAIL Tues 4:00 PM 

ConnectedTo .,,,,,.,.. --
Godfrey's invitation is waiting ... 

Harold Godfrey invited you to join ... 
\.. ~ 

r~ VOICEMAIL 
..... 

Tues 3:57 PM 

Max ,,. ---
1 missed call 

\.. ~ 

,..(Q) MESSAGES Tues 3:50 PM"I 
,,.,,, --Ursula 

I will meet you there. 
'" .,) 

r ..... 

~ MAIL Tues 3:20 PM 

Stanley ,,.,,, ---
Launch 
We will be exploring our options soon. 

\.. ~ 

Yesterday -
A -

r(Q) MESSAGES Mon 7:10 PM"' 

lain 
/ --Join us! 

'W • ..... ~ 

Figure 5BR 
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r 

\ ( 164 ) (111)) 1~~ 
111 r.-- -=> 

r -...., 

~ MAIL Tues 4:00 PM 

ConnectedTo .,,,,,.,.. --
Godfrey's invitation is waiting ... 

Harold Godfrey invited you to join ... 
\.. ~ 

r~ VOICEMAIL 
..... 

Tues 3:57 PM 

Max ,,. ---
1 missed call 

\.. ~ 

5126 
-

'lQJ ~sAGE&.--·--.. Tues 3:50 PM"I ----- . •. 
: ,,.,,, --Ursula 

I 

I will meet you th~re. . 
'" · .. ,• .,) .. .. 
r ..... 

~ MAIL Tues 3:20 PM 

Stanley ,,.,,, ---
Launch , , 
We will be exploring our options soon. 

\.. ~ 

Yesterday -
A -

r(Q) MESSAGES Mon 7:10 PM"' 

lain 
/ ---Join us! 

'W • '" "' 

Figure 58S 
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r \. Let's go\ ( 164 ) ( 111 ) /last ~ 
\ -- -- I 1111 'r."-' -=> 

5126 

"-

r[QJMESSAGES Tues6:02 PM" 

Isaac 
It's important to follow the rules. 

..... 

Earlier Today 
A 

"' '~ MAIL Tues 4:00 PM 

ConnectedTo 
Godfrey's invitation is waiting .. . 
Harold Godfrey invited you to join .. . 

\. 

r~ VOICEMAIL Tues 3:57 PM 

Max 
'- 1 missed call 

............... 

Ursula \ / 
I will meet you there:--···· 

\.. 

~ 

"' '~ MAIL Tues 3:20 PM 

Stanley .,,.,... ..---
Launch 

1 • ~ 

Figure 5BT 
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r 
~ vy c 164) 

f b:U;.:s PM 'I c 111 ) 
Arthu~ - .,,,.,..--17 

\.. 1 missed call 
./ 

r~ MAIL "' 
Tues 6:03 PM 

Mom 
Dad's birthday party 

..,.,,,---
\.. Let's go to that place we went last 

./ 

r[O)MESSAGES "' 
Tues 6:02 PM 

Isaac 
,,,.,,,,,. ...... 

It's important to follow the rules. 
'- ~ 

Earlier Today 
A 

r@@ MAIL "" Tues 4:00 PM 

Connected To ,..... --
Godfrey's invitation is waiting ... 
Harold Godfrey invited you to join ... 

\.. ~ 

r~ VOICEMAIL "' Tues 3:57 PM 

Max ,,,,... ~ 

1 missed call 
\.. ~ 

i • '- ~ 

Figure 5BU 

590 

5 92 

5102 

5 06 

508 

-283- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



P34814USC2/063266-7715-US 
Page 84 of 253 

Portable Multifunction Device 100~ 
r 
~ V\._\ ( 164 ) 

p b:U;.:s t'IVI 
( 111 ) 

Arthu. .,.,--
1 missed call 

'- ~ 

"I 

"I 

'T 

r~ MAIL Tues ,fo3·Ptyl _,..,. ,. 
• ; . Mom . . 

Dad's birthday party .. .. ........... -· 
Let's go to that place we went last .,,..---

'- ~ 

'(OJ MESSAGES 
"I 

Tues 6:02 PM 

Isaac 

.,,..,.---

....... --
'" 

It's important to follow the rules. 
~ 

Earlier Today 
A 

r "I 

~ MAIL Tues 4:00 PM 

ConnectedTo .,,,,... i----

Godfrey's invitation is waiting ... 
Harold Godfrey invited you to join ... 

'- ~ 

r~ VOICEMAIL "" Tues 3:57 PM 

Max .,.. ~ 
1 missed call 

'- ~ 

[j • '" ~ 

Figure 5BV 
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,... 
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51 02 
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592 L 

Portable Multifunction Device 100~ 

i-==--------l ( 1.§1 ) ( ill. ) 
Arthu •------

1 missed call 

.. . . . 
hday party -.. ,, .... ____ ...... 

that place we went last 

(QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Earlier Today 
A 

~ MAIL Tues 4:00 PM 

ConnectedTo 
Godfrey's invitation is waiting .. . 
Harold Godfrey invited you to join .. . 

~ VOICEMAIL Tues 3:57 PM 

Max 
1 missed call 

• 
Figure 5BW 
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5128 
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592 L 

Portable Multifunction Device 100~ 

i-==--------1 c .1fil ) c 111 ) 
Arthu •------

1 missed call 

Tues 6:03 PM 

hday party 
that place we went last 

(QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Earlier Today 
A. 

~ MAIL Tues 4:00 PM 

ConnectedTo 
Godfrey's invitation is waiting .. . 
Harold Godfrey invited you to join .. . 

~ VOICEMAIL Tues 3:57 PM 

Max 
1 missed call 

• 
Figure 5BX 
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5130 
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506 
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592 L 

Portable Multifunction Device 100~ 

i,..-==-------1 c 1M ) c 111 ) 
Arthu •------

1 missed call 

Tues 6:03 PM 

hday party 
that place we went last 

(QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Earlier Today 

A 

~ MAIL Tues 4:00 PM 

Connected To 
Godfrey's invitation is waiting .. . 

Harold Godfrey invited you to join .. . 

~ VOICEMAIL Tues 3:57 PM 

Max 
1 missed call 

i • 
Figure 5BY 
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Portable Multifunction Device 100~ 

i-==--------1 ( 1.§1 ) ( 111 ) 
Arthu •-------

1 missed call 

(QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Earlier Today 
A 

~ MAIL Tues 4:00 PM 

ConnectedTo 
Godfrey's invitation is waiting .. . 
Harold Godfrey invited you to join .. . 

~ VOICEMAIL Tues 3:57 PM 

Max 
1 missed call 

{Q) MESSAGES Tues 3:50 PM 

Ursula 
I will meet you there. 

i • 
Figure 5B2 
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Portable Multifunction Device 100~ 

i-==--------1 ( 1M ) ( 111 ) 
Arthu •---------' 
1 missed call 

(QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Earlier Today .. ----. 
A /,.. ·-... 

' . 
~ MAIL Tues \1:00 PM .... __ ,,• 

ConnectedTo 
Godfrey's invitation is waiting ... 
Harold Godfrey invited you to join .. 

~ VOICEMAIL Tues 3:5 PM 

Max 
1 missed call 

[Q) MESSAGES Tues 3:5 PM 

Ursula 
I will meet you there. 

i • 
Figure SCA 
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5136 
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r 

\ C 164 ) C 111 ) ) I ~ " 
111 r.-- -=> 

6:18 
Tuesday, September 5 

r[O]MESSAGES 
....., 

now 

Alice ......--
I got to check out the new campus today! 

~ ~ 

/lo]MEssAGEs 
....., 

12m ago 

Octavia ,,_..-- ...... 
Meeting got canceled today ... 

\... ~ 

r~ VOICEMAIL 
"I 

Tues 6:03 PM 

Arthur ,,_..-- -
1 missed call 

~ ~ 

r[O] MESSAGES 
....., 

Tues 6:02 PM 

Isaac ..,.,.. ...-

'-
It's important to follow the rules. 

_,) 

¥ • '" "+- ,I 

112 
_..,, 

Figure 5CB 
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( 121 ) ( 111 ) 1111 0 C) 

6:18 
Tuesday, September 5 

r[O]MESSAGES now 

Alice 
I got to check out the new campus today! 

~ ~ 

[O]MESSAGES 12m ago 

Octavia 
Meeting got canceled today ... 

~ VOICEMAIL Tues 6:03 PM 

Arthur 
1 missed call 

[QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

• . . . \ !. ·· ... ____ ...... • 
112 

Figure 5CC 

504 

5136 
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_c ___ 16_4_)_c_1.__1_1_)_ 1111 0 -=> 

6:18 
Tuesday, September 5 

now 

e new campus today! 

S 12m ago 

0 
® 

edtoday... ~ 
IL Tues 6:03 PM 

S Tues 6:02 PM 

ow the rules. 
... 
. . . 

".. : : =· ·· ... _____ .. .: . 

Figure 5CD 

AirPlay 
Mirrorin 
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( 121 ) ( 111 ) 1111 0 C) 

6:18 
Tuesday, September 5 

AirPlay 
~ Mirroring 'I, 

~ .. -

Surface 

Bonobo 

Figure 5CE 
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Portable Multifunction Device 100~ 

5142 

( 121 ) ( 111 ) 1111 0 C) 

6:18 
Tuesday, September 5 

AirPlay 
~ Mirroring 

.. ---·-.... 

/ \ 
\. -----------• .. .......... ____ . 

'I, 
~ .. -

Surface 

Bonobo 

Figure 5CF 

112 
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Portable Multifunction Device 100~ 

_c ___ 16_4_)_c_1.__1_1_)_ 1111 0 -=> 

6:18 
Tuesday, September 5 

now 

e new campus today! 

S 12m ago 

0 
® 

edtoday... ~ 
IL Tues 6:03 PM 

S Tues 6:02 PM 

ow the rules. 

5142--r-----
.. .. ---·-.... 

AirPlay 
Mirrorin 

/ '\ 
t .------~ 

. . . .... ____ ..... -

112 

Figure 5CG 
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Portable Multifunction Device 100~ 

( 121 ) ( 111 ) 1111 0 C) 

6:18 
Tuesday, September 5 

r[O]MESSAGES now 

Alice 
I got to check out the new campus today! 

~ ~ 

[O]MESSAGES 12m ago 

Octavia 
Meeting got canceled today ... 

~ VOICEMAIL Tues 6:03 PM 

Arthur 
1 missed call 

[QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Figure SCH 
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5144 

Portable Multifunction Device 100~ 

( 121 ) ( 111 ) 1111 0 C) 

6:18 
Tuesday, September 5 

r[O]MESSAGES now 

Alice 
I got to check out the new campus today! 

~ ~ 

[O]MESSAGES 12m ago 

Octavia 
Meeting got canceled today ... 

~ VOICEMAIL Tues 6:03 PM 

Arthur 
1 missed call 

[QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Figure 5CI 

504 
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r 

\ ( 164 ) (111)) I'-' " 111 r.-- -=> 

() 

6: 1 8 
Tuesday, September 5 

" Show More r[g MESSAGES 

] ~ Alice 
I got to check out the ne\ 

\. 

~ 

" 
r(o I MESSAGES 

Show More Octavia 

I \... 
Meeting got canceled toe 

Team r~ VOICEMAIL 
~ Arthur 
"I 1 missed call 

\. 
Show More 

rlo I MESSAGES 
ain: 50% Isaac 

5144 ----:, It's important to follow thE 
\... -----

~> "I ... 
Show More \ i 

.. ,.. # •• .... ______ ,, 

'" +- ,I 

112 
_..,, 

Figure 5CJ 
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( 1.§1 ) ( 111 ) 
1111 0 C) 

(°' OJ 

6:18 
Tuesday, September 5 

r 
~ APP SUGGESTIONS 

rl '"s" I up NEXT 

1 event at 3:00 PM 

Show More 

" Show More 

I Meeting with Collaboration Team 

'-

r 
!Q:JI WEATHER 

Cloudy 

""' 
Show More 

0 Chance of Rain: 50% 

'-

I c,sa, I CALENDAR Show More 

Figure 5CK 
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( 1.§1 ) ( 111 ) 
1111 0 C) 

(°' OJ 

6 : 1 8 ,--5140 

Tuesday, September 5 
r 
~ APP SUGGESTIONS 

rl '"s" I up NEXT 

1 event at 3:00 PM 

Show More 

" Show More 

I Meeting with Collaboration Team 

'-

r 
!Q:JI WEATHER 

Cloudy 

""' 
Show More 

0 Chance of Rain: 50% 

'-

,..*·---•• , 
/' ..... ~ 

I c,sa, I CALENDAR sh9.w.M~re 

Figure 5CL 
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\ C 164 ) C 111 ) ) I .,.......__ ...., \_______ Ill r r."-' -=> 

() 

6:18 
Tuesday, September 5 

1--------...., 
Show More 

]~ 
...., 

Show More 

Team 

"I 

Show More 

ain: 50% 

r[g MESSAGES 

Alice 
I got to check out the ne\ 

\. 

r(gMESSAGES 

Octavia 
Meeting got canceled toe 

\... 

r~ VOICEMAIL 
Arthur 
1 missed call 

\. 

r(gMESSAGES 

Isaac 
..
.• #.----- ...... 

.... _.------: ~ \ 
It's important L- ,. __ 

\... _:.--- LI I< -5146 

"I : 

Show fu'forn. _.. 

112_...,. 

Figure 5CM 
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( 121 ) ( 111 ) 1111 0 C) 

6:18 
Tuesday, September 5 

r[O]MESSAGES now 

Alice 
I got to check out the new campus today! 

~ ~ 

[O]MESSAGES 12m ago 

Octavia 
Meeting got canceled today ... 

~ VOICEMAIL Tues 6:03 PM 

Arthur 
1 missed call 

[QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follow the rules. 

Figure 5CN 
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6:18 
Tuesday, September 5 

r[O]MESSAGES now 

Alice 
I got to check out the new campus today! 

~ ~ 

[O]MESSAGES 12m ago 

Octavia 
Meeting got canceled today ... 

~ VOICEMAIL Tues 6:03 PM 

Arthur 
1 missed call 

[QJ MESSAGES Tues 6:02 PM 

Isaac 
It's important to follo the rules. 

Figure 5CO 
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Figure SCP 
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602 While the device is in a screen-off state, receive one or more notifications 

t 
604 After receiving the one or more notifications, detect a first input from a 

user for waking the device from the screen-off state to a screen-on state 

t 
606 In response to detecting the first input for waking the device from the 

screen-off state to the screen-on state: 

transition the device from the screen-off state to the screen-on state; 

display a wake screen user interface on the display; and 

display the one or more notifications on the wake screen user interface 

t 
608 While displaying the wake screen user interface and while at least one of 

the one or more notifications remains displayed on the wake screen user 

interface, detect a second input for dismissing the wake screen user interface 

t 
610 In response to detecting the second input for dismissing the wake screen 

user interface, cease to display the wake screen user interface and the at 

least one of the one or more notifications 

i 
612 After ceasing to display the wake screen user interface and the at least 

one of the one or more notifications in response to the second input, detect a 

third input for redisplaying the wake screen user interface 

~ 

Figure 6A 
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A 

614 In response to detecting the third ir put for redisplaying the wake screen 

user interface: 
.... 

in accordance with a determination that the third input meets 

notification-clearance criteria, wherein the notification-clearance criteria 

require that the third input is detected at a time that is (1) after a respective 

notification of the one or more notifications has been cleared through direct 

user interaction with the respective notification or an application that 

corresponds to the respective notification and (2) after the device has 

transitioned from the screen-on state to the screen-off state at least once 

since the detection of the second input, redisplay the wake screen user 

interface without displaying the at least one of the one or more notifications on 

the redisplayed wake screen user interface; and 

in accordance with a determination that the third input does not meet 

the notification-clearance criteria: 

redisplay the wake screen user interface, and 

redisplay the at least one of the one or more notifications on the 

redisplayed wake screen user interface 

r-----------------------------------, 
1 616 In response to detecting the third input for redisplaying the wake screen 1 

: user interface, and in accordance with the determination that the third input : 

1 does not meet the notification-clearance criteria: 1 

: in accordance with a determination that one or more notification- : 

1 clearance interactions have occurred, forgo display of one or more 1 

: notifications that are cleared by the one or more notification-clearance : 

1 interactions on the redisplayed wake screen user interface 1 
~----------------------------------~ 

® 

Figure 6B 
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® 
618 After detecting the first input for waking the device from the screen-off 

state to the screen-on state and prior to detecting the second input for 

dismissing the wake screen user interface: 

detect a plurality of intermediate inputs, the plurality of intermediate inputs 

including: 

a first intermediate input for dismissing the wake screen user 

interface, and 

a second intermediate input for redisplaying the wake screen 

user interface 
L...----------------------------------....J 

: 620 The second input for dismissing the wake screen user interface is an input: 

1 for displaying a first user interface that is distinct from the wake screen user 1 

: interface, : 
1 the first user interface is displayed in response to the second input, and 1 

: the third input for redisplaying the wake screen user interface was received : 

1 while the first user interface is displayed 1 
L...----------------------------------....J 

: 622 The third input for redisplaying the wake screen user interface is received 

1 while a content playback application is active, and 

: redisplaying the wake screen user interface includes displaying at least one 

1 media playback control in the wake screen user interface 
L...----------------------------------.....1 

,-----------------------------------
624 While the wake screen user interface is displayed, detect a fourth input by 

a contact on the touch-sensitive surface, including detecting movement of the 

contact along the touch-sensitive surface in a first direction and detecting lift­

off of the contact after the movement; and 

in response to detecting the fourth input: 

moving at least one object displayed on the wake screen user interface 

in accordance with the movement of the contact; and, 

reversing the movement of the at least one object upon lift-off of the 

contact 
L...----------------------------------.....1 

® 
Figure 6C 
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@) 
626 While displaying the one or more notifications on the wake screen user 

interface, detect a fifth input by a contact on the touch-sensitive surface at a 

location that corresponds to a first notification of the one or more notifications; 

and, 

in response to detecting the fifth input: 

cease to display the wake screen user interface; and 

display a first application user interface for a first application that 

corresponds to the first notification 

---------------------------------1 
628 While displaying the first application user interface for the first 

application that corresponds to the first notification, detect a sixth input 

for redisplaying the wake screen user interface; 

in response to detecting the sixth input for redisplaying the wake screen 

user interface: 

cease to display the first application user interface, 

display the wake screen user interface, 

display at least one second notification of the one or more 

notifications on the wake screen user interface, wherein the at least one 

second notification corresponds to a second application that is distinct 

from the first application, and 

forgo display of the first notification on the wake screen 

user interface with the at least one second notification 

------------------------------, 
630 After detecting the sixth input, while displaying the wake screen 

user interface, detect a seventh input for dismissing the wake 

screen user interface; and 

in response to detecting the seventh input for dismissing the wake 

screen user interface: 

cease to display the wake screen user interface, and 

redisplay the first application user interface for the first 

application @ 
L _____________________________ _ 

L----------------------------------~ 

Figure 6D 
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r--------------------------------, 

630 

® 
----------------------------1 
632 While the first application user interface for the first 

application is redisplayed, detect an eighth input for invoking a 

third application that is distinct from the first application and 

the second application; and 

in response to detecting the eighth input for invoking the third 

application: 

display a third application user interface of the third 

application; 

after detecting the eighth input, while displaying the 

third application user interface, detect a ninth input for 

redisplaying the wake screen user interface; 

in response to detecting the ninth input for redisplaying 

the wake screen user interface: 

cease to display the third application user 

interface; 

display the wake screen user interface; and 

redisplay the at least one second notification of 

the one or more notifications on the wake screen user 

interface without redisplaying the first notification 
------------------------------l 

r------------------------------, 
634 After displaying the at least one second notification without 

displaying the first notification on the wake screen user interface, 

detect a first transition from the screen-on state to the screen-off 

state followed by a second transition from the screen-off state to the 

screen-on state; and 

in response to detecting the first transition followed by the second 

transition: 

redisplay the wake screen user interface without displaying 

any of the one or more notifications on the wake screen user 

interface 
L _______________________________ _ 

-----------------------------------~ 
® 

Figure 6E 
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® 
,-----------------------------------1 
1 636 While displaying the wake screen user interface with all of the one or 1 

: more notifications, detect a third transitioning from the screen-on state to the : 

1 screen-off state followed by a fourth transition from the screen-off state to the 1 

: screen-on state; and : 

1 in response to detecting the third transition followed by the fourth transition: 1 

: redisplay the wake screen user interface with the one or more : 

1 notifications on the wake screen user interface 1 
~----------------------------------.....11 

638 While displaying the wake screen user interface with the one or more 

notifications, detect a tenth input for displaying an authentication user 

interface; 

in response to detecting the tenth input for displaying the authentication user 

interface: 

cease to display the wake screen user interface; and 

display the authentication user interface; 

while the authentication user interface is displayed, detect an 

authorization input; 

in accordance with a determination that the authorization input is valid, 

display a second user interface; 

while displaying the second user interface, detect an eleventh input for 

redisplaying the wake screen user interface; and, 

in response to detecting the eleventh input: 

cease to display the second application user interface; and 

redisplay the wake screen user interface with the one or more 

notifications 
~----------------------------------.....11 

.-----------------------------------
1640 In accordance with the determination that the third input meets the 
I . . . . . . . . 
1 not1f1cat1on-clearance cntena, add, to a set of recent not1f1cat1ons, one or more 

I cleared notifications that correspond to the at least one of the one or more not 
I . . 
1 displayed on the wake screen user interface 

: ® 
I 

1 
I 

I 

I 

I 

I 

I 

I 

I 
-----------------------------------.....11 

Figure 6F 
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.------------------------------------

I . . . . I 
1 642 After adding the one or more cleared not1f1cat1ons to the set of recent 1 
I notifications, while the wake screen user interface is displayed, detect a I 
I . I 
1 twelfth input; and 1 

I in response to detecting the twelfth input, in accordance with a I 
I . . . . . . . I 
1 determ1nat1on that the twelfth input meets recent-not1f1cat1on-d1splay 1 
I criteria, display at least a portion of the set of recent notifications I L ________________________________ J ___________________________________ ___. 

Figure 6G 
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700 

702 Display a first user interface, including displaying one or more missed 

notifications in a first scrollable arrangement on the first user interface 

704 While displaying the first user interface with the one or more missed 
notifications, detect a first swipe gesture, including detecting a first contact at a 
location on the touch-sensitive surface that corresponds to the first scrollable 
arrangement, and detecting first movement of the first contact across the 
touch-sensitive surface in a first direction 

706 In response to detecting the first swipe gesture, scroll the first scrollable 

arrangement in accordance with the first movement of the first contact 

708 After scrolling the first scrollable arrangement in accordance with the first 

movement of the first contact, detect a second swipe gesture, including 

detecting a second contact at a location on the touch-sensitive surface that 

corresponds to the first scrollable arrangement, and detecting second 

movement of the second contact across the touch-sensitive surface in the first 

direction 

710 In response to detecting the second swipe gesture: 

in accordance with a determination that the second movement of the 

second contact meets notification-history-display criteria, wherein the 

notification-history-display criteria require (1) that the second movement of the 

second contact is detected after an end of the first scrollable arrangement has 

been reached in accordance with the first movement of the first contact and 

(2) that the second movement exceeds a first threshold amount of movement 

in the first direction, display a plurality of previously received notifications that 

are distinct from the one or more missed notifications in a second scrollable 

arrangement on the first user interface; and, 

in accordance with the determination that the second movement of the 

first contact does not meet the notification-history-display criteria, forgo 

displaying the plurality of previously received notifications 

0 
Figure 7A 
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700 

0 
,-----------------------------------1 
1 712 The first user interface is a wake screen user interface, and the first user 1 

: interface is displayed immediately upon waking the device from the display-off : 

1 state to the display-on state 1 
~----------------------------------~ 

714 While displaying the one or more missed notifications in the first scrollable 

arrangement on the first user interface, detect a missed notification dismissal 

input for dismissing a respective notification of the one or more missed 

notifications in the first scrollable arrangement; 

after detecting the missed notification dismissal input for dismissing the 

respective notification: 

cease to display the respective notification of the one or more 

notifications on the first user interface, and 

add the respective notification to the plurality of previously received 

notifications 
~----------------------------------~ 

716 While the first user interface is displayed, detect a third swipe gesture, 

including detecting a third contact at a location on the touch-sensitive surface 

that corresponds the first scrollable arrangement and detecting third 

movement of the third contact across the touch-sensitive surface in a second 

direction that is distinct from the first direction; 

in response to detecting the third swipe gesture, translate the first scrollable 

arrangement in accordance with the third movement of the third contact; 

detect lift-off of the third contact from the touch-sensitive surface after 

detecting the third movement; and, 

in response to detecting the liftoff of the third contact, reverse the translation of 

the first scrollable arrangement that was made in accordance with the third 

movement of the third contact 
~----------------------------------~ 

® 

Figure 7B 
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700 

® ,-----------------------------------
718 While displaying the plurality of previously received notifications in the 

second scrollable arrangement on the first user interface, detect a fourth swipe 

gesture, including detecting a fourth contact at a location on the touch­

sensitive surface that corresponds to the second scrollable arrangement and 

detecting fourth movement of the fourth contact across the touch-sensitive 

surface in a second direction opposite the first direction; and, 

in response to detecting the fourth swipe gesture: 

in accordance with a determination that the fourth movement of the 

fourth contact meets notification-history-dismissal criteria, wherein the 

notification-history-dismissal criteria require (1) that the fourth movement of 

the fourth contact is detected after an end of the second scrollable 

arrangement has been reached and (2) that the fourth movement exceeds a 

second threshold amount of movement in the second direction opposite the 

first direction, cease to display the plurality of previously received notifications 

on the first user interface; and, 

in accordance with the determination that the fourth movement of the 

fourth contact does not meet the notification-history-dismissal criteria, scroll 

the plurality of previously received notifications in the second scrollable 

arrangement in accordance with the fourth movement of the fourth contact 
~------------------------------------' 

: 720 While displaying the first user interface, detect a first user interface 

I dismissal input for input for dismissing the first user interface; and, 

: in response to detecting the first user interface dismissal input, cease to 

I display the first user interface ._ __________________________________ __, 

,-----------------------------------1 
1 722 The device includes one or more tactile output generators, and the 1 

: method includes: : 

1 while the first user interface is displayed, in accordance with the 1 

: determination that the second movement of the second contact meets the : 

1 notification-history-display criteria, generating, with the one or more tactile 1 

: output generators, a tactile output to indicate that the criteria for displaying the : 

1 plurality of previously received notifications have been met 1 ._ __________________________________ __, 

@) 

Figure 7C 
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700 

@) 
,-----------------------------------
724 The first contact moves with a first rate of movement during the first swipe 

gesture; 

scrolling the first scrollable arrangement occurs at a first scroll rate that 

corresponds to the first rate of movement by the first contact; 

the second contact moves with a second rate of movement during the second 

swipe gesture; and 

displaying the plurality of previously received notifications in the second 

scrollable arrangement includes scrolling a first previously received notification 

of the plurality of previously received notifications in the second scrollable 

arrangement at a second scroll rate that is greater than the second rate of 

movement by the second contact 
~----------------------------------~ 

726 Detect a fifth swipe gesture, including detecting a fifth contact at a first 

location on the touch-sensitive surface and detecting fifth movement of the 

fifth contact across the touch-sensitive surface in a third direction that is 

perpendicular to the first direction; 

in response to detecting the fifth swipe gesture: 

in accordance with a determination that the first location on the touch­

sensitive surface corresponds to a first notification among the one or more 

missed notifications or the plurality of previously received notifications, dismiss 

the first notification; and 

in accordance with a determination that the first location on the touch­

sensitive surface corresponds to a location outside of the first scrollable 

arrangement and the second scrollable arrangement: 

replace display of the first user interface with display of a second 

user interface 
~----------------------------------~ 

® 

Figure 7D 
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700 

® 
r-------------------------------------1 
728 Detect that criteria for dismissing all of the one or more missed notifications in 

the first scrollable arrangement are met; and 

in response to detecting that the criteria for dismissing all of the one or more missed 

notifications are met: 

add, to the plurality of previously received notifications, all of the one or more 

missed notifications 

r-----------------------------------
730 While displaying the first user interface without any missed notifications, 

detect a sixth swipe gesture, including a sixth contact at a location on the 

touch-sensitive surface that corresponds to the location at which the first 

scrollable arrangement was previously displayed, and detecting sixth 

movement of the sixth contact across the touch-sensitive surface in the first 

direction; 

in response to detecting the sixth swipe gesture: 

in accordance with a determination that the sixth movement of the sixth 

contact exceeds the first threshold amount of movement in the first direction, 

display the plurality of previously received notifications; and 

in accordance with the determination that the sixth movement of the 

sixth contact does not exceed the first threshold amount of movement in the 

first direction, forgo displaying the plurality of previously received notifications 
L------------------------------------' 

732 While the first user interface is displayed without any missed notifications, 

detect a seventh swipe gesture, including detecting a seventh contact at a 

location on the touch-sensitive surface that corresponds to the location at 

which the first scrollable arrangement was previously displayed, detecting 

seventh movement of the seventh contact across the touch-sensitive surface 

in a second direction opposite the first direction; in response to detecting the 

seventh swipe gesture, translating at least one object displayed on the first 

user interface in the second direction in accordance with the seventh 

movement of the seventh contact; 

after translating the at least one object, detect lift-off of the seventh contact; 

and 

in response to detecting liftoff of the seventh contact from the touch-sensitive 

surface, reverse the translation of the at least one object that have been made 

in accordance with the seventh movement of the seventh contact 
~----------------------------------~ 

Figure 7E 

-447- Masimo Ex. 1002 
IPR Petition - USP 11,106,352



P34814USC2/063266-7715-US 
Page 248 of 253 

802 Display a first user interface on the display 

! 
804 Display a first user interface object overlaid on a first portion of the first 

user interface 

! 
806 While displaying the first user interface object overlaid on the first portion 

of the first user interface, detect a first input for displaying a cover sheet user 

interface, where the cover sheet user interface includes a first content object 

and a second content object displayed on a background object 

! 
808 In response to detecting the first input for displaying the cover sheet user 

interface, move the cover sheet user interface across the display in a first 

direction, including: 

moving the background object of the cover sheet user interface across 

the display; 

in accordance with a determination that the first user interface object 

has not reached a predefined threshold position relative to the cover sheet 

user interface, moving the first content object and the second content object 

with the background object while maintaining a current position of the first user 

interface object on the display; and, 

in accordance with a determination that the first user interface object 

has reached the predefined threshold position relative to the cover sheet user 

interface, moving the first user interface object with the background object 

~-----------------------------------
810 Moving the cover sheet user interface across the display in the first 

direction includes: 

in accordance with a determination that the second content object has 

reached a first predefined location on the display: 

ceasing to move the second content object and the first user 

interface object; and 

continuing to move the first content object in the first direction 

0 
-----------------------------------~ 

Figure BA 
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~ 810 : 

: 0 : 
I r---------------------------------, I 
1 

I 812 Cease to continue to move the first content object in the first I 

: : direction in accordance with a determination that the first content object : 

: I has reached a second predefined location on the display I I 

LL~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~J~ 
-------------------------------------, 
814 Transition the device from a screen-on state to a screen-off state in 

accordance with a determination that display shutoff criteria are met; and, 

while the display is in the screen-off state, display the first user interface object 

on a dark screen corresponding to the screen-off state 

I . . . . . . I 
1816 While the display Is In the screen-off state and the first user interface 1 
I object is displayed on the display: I 
I . . . . I 
1 receive one or more not1f1cat1ons; and, 1 
I in response to receiving the one or more notifications, I 
I . . . . . . . I 
1 display the first user interface object and a third content object on the first 1 
I user interface I L ________________________________ J 

L----------------------------------~ 
,-----------------------------------1 
1 818 Transition the device from a screen-off state to a screen-on state in 1 

: accordance with a determination that display-waking criteria are met; and : 

1 in response to transitioning the device from the screen-off state to the screen- 1 

: on state, display the first user interface object on a dark screen that : 

1 corresponds to the display-off state 1 
L...----------------------------------.....1 

820 While the cover sheet interface is displayed, detect a third input for 

dismissing the cover sheet user interface, wherein the third input includes a 

swipe gesture by a contact on the touch-sensitive surface; and 

in response to detecting the third input for dismissing the cover sheet user 

interface: 

cease to display the cover sheet user interface; 

maintain display of the first user interface object; and 

display a home screen user interface, wherein the first user interface 

object is overlaid on the home screen user interface 
L...----------------------------------.....1 

® 
Figure 8B 
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® 

822 While displaying the first user interface object overlaid on the home 

screen user interface, detect an input for minimizing the first user 

interface object; 

in response to detecting the input for minimizing the first user interface 

object: 

transition the first user interface object into a second user 

interface object, wherein the first user interface object has a first size and 

the second user interface object has a second size that is smaller than 

the first size 

824 While the second user interface object is displayed, determine 

that the display shutoff criteria are met; and 

in response to determining that the display shutoff criteria are met: 

transition the device from the screen-on state to a 

screen-off state; 

transition the second user interface object into the first 

user interface object; and 

display the first user interface object overlaid a dark 

screen corresponding to the screen-off state 

: 826 While the second user interface object is displayed, detect an 

I input for activating the second user interface object; and 

: in response to detecting the input for activating the second user 

I interface object, display an application user interface of an 

: application that corresponds to the second user interface object __ 
L _______________________________ _ 

L-----------------------------------~ 
,-----------------------------------1 
1 828 While the first user interface object is displayed, detect an input that 1 

: activates the first user interface object; and : 

1 in response to detecting the input that activates the first user interface 1 

: object, display the application user interface of the application that : 

1 corresponds to the information displayed in the first user interface object 1 
~----------------------------------.....1 

Figure BC 
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902 While the device is in a screen-off state, detect a first input for waking the 

device from the screen-off state to a screen-on state; and 

• 
904 In response to detecting the first input for waking the device from the 

screen-off state to the screen-on state: 

transition the device from the screen-off state to the screen-on 

state, and 

display a wake screen user interface on the display; 

+ 
906 While displaying the wake screen user interface, detect a first swipe 

gesture on the touch-sensitive surface, including detecting a first contact on 

the touch-sensitive surface and detecting movement of the first contact across 

the touch-sensitive surface; 

908 In response to detecting the first swipe gesture: 

cease to display the wake screen user interface; and 

display a first user interface, wherein: 

in accordance with a determination that the first swipe 

gesture is in a first direction, the displayed first user interface is a mini­

application-object user interface, wherein the mini-application-object user 

interface includes one or more mini-application objects that each provide a 

subset of functions of a corresponding application without launching the 

corresponding application; and, 

in accordance with a determination that the first swipe 

gesture is in a second direction that is opposite the first direction, the 

displayed first user interface is a control panel user interface, wherein the 

control panel user interface includes one or more device controls for 

controlling one or more device functions of the device 

0 
Figure 9A 
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,-----------------------------------1 
1 910 While the wake screen user interface is displayed, display one or more 1 

: notifications on the wake screen user interface; : 

1 detect a second input for transitioning the device from an unauthenticated 1 

: state to an authenticated state; and : 

1 in response to detecting the second input, display, on the wake screen user 1 

: interface, restricted notification information corresponding to at least one of the : 

1 one or more notifications 1 

~----------------------------------~ 
r-----------------------------------
912 While displaying the first user interface in response to the first swipe 

gesture, detect a second swipe gesture in a third direction that is 

perpendicular to the first direction and the second direction: 

in accordance with a determination that the device is in an 

unauthenticated state, display an authentication user interface; and, 

in accordance with a determination that the device is in an 

authenticated state, display a second user interface, wherein the second user 

interface is a last displayed user interface that was displayed prior to the 

display of the wake screen user interface 

I . . . . . 
1914 In accordance with a determ1nat1on that the second user interface 1s 

I a home screen user interface, display, in the home screen user interface, 
I . . . . . . 
1 an object that displays content from a first active application; and, 

I in accordance with a determination that a state of the first active 
I . . . . . . 
1 application has changed, update the content displayed 1n the object 1n 1 
I accordance with the changed state of the first active application I L ________________________________ J 

I . . . . . I 
1 916 While d1splay1ng the second user interface 1n response to the second 1 
I swipe gesture, detect a third swipe gesture in a fourth direction that is I 
I . . . . I 
1 opposite the third d1rect1on; and 1 
I in response to detecting the third swipe gesture in the fourth direction, I 
I . . . I 
1 cease to display the second user interface and redisplay the wake 1 
I screen user interface I L ________________________________ J 

L----------------------------------~ 

® 
Figure 9B 
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® 
: 918 The wake screen user interface is displayed with an affordance that 

1 displays content from a second active application, the method including: 

: while displaying the wake screen user interface with the affordance, in 

1 accordance with a determination that a state of the second active application 

: has changed, updating the content displayed in the affordance in accordance 

1 with the changed state of the second active application 
~----------------------------------~ 
r-----------------------------------
920 The wake screen user interface includes a first control of the one or more 

device controls of the control panel user interface 

I . . . . . . 
1 922 The first control requires a first type of input to activate a first 

I function while displayed on the wake screen user interface and the first 
I . . . . . . 
1 control requires a second type of input to activate the first function while 1 
I displayed on the control panel user interface I L ________________________________ J 

I . . . . 
1 924 The first control 1s also displayed on the home screen user interface, 1 
I and a press input directed to the first control while displayed on the home I 
I . . . . I 
1 screen user interface causes display of a plurality of selectable options, 1 
I and a press input directed to the first control while displayed on the wake I 
I . . . I 
1 screen user interface does not cause display of the plurality of selectable 1 
I options I L ________________________________ J 

L----------------------------------~ 
926 While displaying the wake screen user interface, display a first object at a 

first position on the display; 

in accordance with the determination that the first swipe gesture is in the first 

direction, display the first object on the first user interface at a second position 

that is shifted in the first direction relative to the first position on the display; 

and, 

in accordance with the determination that the first swipe gesture is in the 

second direction, display the at least one object at a third position that is 

shifted in the second direction relative to the first position on the display 
~----------------------------------~ 

Figure 9C 
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EFS Web 2.2.13 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the attached form related to a patent 
application or patent. Accordingly, pursuant to the requirements of the Act, please be advised that: (1) the general authority for the collection of this information 
is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and 
Trademark Office is to process and/or examine your submission related to a patent application or patent. If you do not furnish the requested information, the U.S. 
Patent and Trademark Office may not be able to process and/or examine your submission, which may result in termination of proceedings or abandonment of 
the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act (5 U.S.C. 552) and the Privacy 
Act (5 U.S.C. 552a). Records from this system of records may be disclosed to the Department of Justice to determine whether the Freedom of 
Information Act requires disclosure of these records. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a court, magistrate, or administrative 
tribunal, including disclosures to opposing counsel in the course of settlement negotiations. 

3 A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a request involving an individual, to whom 
the record pertains, when the individual has requested assistance from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for the information in order to perform 
a contract. Recipients of information shall be required to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 
552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of records may be disclosed, as a routine use, 
to the International Bureau of the World Intellectual Property Organization, pursuant to the PatentCooperationTreaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of National Security review (35 U.S.C. 181) 
and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or his/her designee, during an 
inspection of records conducted by GSA as part of that agency's responsibility to recommend improvements in records management practices and 
programs, under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of 
records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make determinations about 
individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of the application pursuant to 35 U.S.C. 
122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1. 14, as a routine use, 
to the public if the record was filed in an application which became abandoned or in which the proceedings were terminated and which application is 
referenced by either a published application, an application open to public inspections or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law enforcement agency, if the USPTO becomes 
aware of a violation or potential violation of law or regulation. 

EFSWeb2.2.13 
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Electronic Patent Application Fee Transmittal 

Application Number: 

Filing Date: 

Title of Invention: Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

First Named Inventor/Applicant Name: William M. Tyler 

Filer: Liying Sun/Beverly Gemello 

Attorney Docket Number: P34814USC2/063266-7715-US 

Filed as Large Entity 

Filing Fees for Utility under 35 USC 111 (a) 

Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Basic Filing: 

UTILITY APPLICATION FILING 1011 1 300 300 

UTILITY SEARCH FEE 1111 1 660 660 

UTILITY EXAMINATION FEE 1311 1 760 760 

Pages: 

UTILITY APPL SIZE FEE PER 50 SHEETS >100 1081 4 400 1600 

Claims: 

CLAIMS IN EXCESS OF 20 1202 4 100 400 

Miscellaneous-Filing: 
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Description Fee Code Quantity Amount 
Sub-Total in 

USO($) 

Petition: 

Patent-Appeals-and-Interference: 

Post-Allowance-and-Post-Issuance: 

Extension-of-Time: 

Miscellaneous: 

Total in USO($) 3720 
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Electronic Acknowledgement Receipt 

EFSID: 39862596 

Application Number: 16915971 

International Application Number: 

Confirmation Number: 5775 

Title of Invention: Devices, Methods, and Graphical User Interfaces for Accessing Notifications 

First Named Inventor/Applicant Name: William M. Tyler 

Customer Number: 61725 

Filer: Liying Sun/Beverly Gemello 

Filer Authorized By: Liying Sun 

Attorney Docket Number: P34814USC2/063266-7715-US 

Receipt Date: 29-JUN-2020 

Filing Date: 

Time Stamp: 21:03:05 

Application Type: Utility under 35 USC 111 (a) 

Payment information: 

Submitted with Payment yes 

Payment Type CARD 

Payment was successfully received in RAM $3720 

RAM confirmation Number E20206SL03221879 

Deposit Account 

Authorized User 

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows: 
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File Listing: 

Document 
Document Description File Name 

File Size(Bytes}/ Multi Pages 
Number Message Digest Part /.zip (if appl.) 

4856685 

1 
P34814USC2_ApplicationAsFilE yes 386 

d_06-29-20_7715US.pdf 
f3ce48bb40b81011c3362874c992b101785 

6a559 

Multipart Description/PDF files in .zip description 

Document Description Start End 

Transmittal of New Application 1 1 

Oath or Declaration filed 2 2 

Assignee showing of ownership per 37 CFR 3.73 3 3 

Power of Attorney 4 4 

Specification 5 123 

Claims 124 132 

Abstract 133 133 

Drawings-only black and white line drawings 134 386 

Warnings: 

Information: 

1256203 

2 Application Data Sheet 
P34814USC2_ApplicationDataS 

no 8 
heet_7715US.PDF 

4179d8c94461 e5d348065822c3d38420bd 
3d868e 

Warnings: 

Information: 

38610 

3 Fee Worksheet (SB06) fee-info.pdf no 2 
1 b 7 eS 7 ed 6285 d3 79681 5 60e 3 af246d OS 5 ba 

fOeOc 

Warnings: 

Information: 
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Total Files Size (in bytes) 6151498 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 
National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT /DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 
New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 181 O), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/1 OS) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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Attorney Docket No. I P34814USC2/063266-7715-US 
UTILITY 

PATENT APPLICATION 
TRANSMITTAL 

First Inventor William M. Tyler 

(Only for new nonprovisional applications under 37 CFR § 1.53(b)) 

Title Devices, Methods, and Graphical User 
Interfaces for Accessing Notifications 

Electronically filed I June 29, 2020 

APPLICATION ELEMENTS 
See MPEP Chapter 600 concerning utility patent application contents. 

Address to: Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

1. • Fee Transmittal Form (with duplicate for fee processing) ACCOMPANYING APPLICATION PARTS 

2. D Applicant claims Small Entity status, see 37 C.F.R. § 1.27 9. D Assignment Papers (cover sheet & document(s)) 

3. IZI Specification 

4. IZI Drawing(s) (35 USC§ 113) 

[Total Pages 129 ] 

[Total Sheets 235 ] 

5. IZI Oath or Declaration [Total Pages 1 ] 

a. D Newly executed (original or copy) 
b. IZI Copy from a prior application (37 CFR § 1.63(d)) 

6. IZI Application Data Sheet, see 37 C.F.R. § 1.76 

7. D CD-ROM or CD-R in duplicate, large table or Computer 
Program (Appendix) 
D Landscape Table on CD 

8. D Nucleotide and/or Amino Acid Sequence Submission 
(if applicable, all necessary) 
a. • computer Readable Form (CRF) 
b. • Specification Sequence Listing on 

i. D CD-ROM or CD-R (2 copies); or 
ii. D Paper 

c. D Statement verifying identity of above copies 

Name of Assignee: 

10. IZI 37 CFR § 3.73(c) Statement 

a. IZI Power of Attorney 

11. D English Translation Document (if applicable) 

12. D Information Disclosure Statement and PTO-1449 
a. D Copies of citations attached 

13. D Preliminary Amendment 

14. D Return Receipt Postcard (MPEP 503) 

15. D Certified Copy of Priority Document(s) 
(if foreign priority is claimed) 

16. D Non-Publication Request 
under 35 U.S.C. § 122 (b)(2)(B)(i) 

17. D Other: 

Note: (1) Benefit claims under 37 CFR 1. 78 and foreign priority claims under 1.55 MUST be included in an Application 
Data Sheet (ADS). 

Signature 

Name 
(Print/Type) 

(2) For applications filed under 35 U.S.C. 111, the application must contain an ADS specifying the applicant if the 
applicant is an assignee, person to whom the inventor is under an obligation to assign, or person who otherwise 
shows sufficient proprietary interest in the matter. See 37 CFR 1 .46(b). 

19. CORRESPONDENCE ADDRESS: Customer Number 61725 

/Liying Sun/ Date I June 29, 2020 

Liying Sun Registration No. 65,592 
(Attorney/Agent) 

D82/ 39185139.1 
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Mmgan, Lewis & Bockius LLP Docket No. P3l814US!i063266-7490-US 

DECLARATION (3 7 CFR 1.63) FOR UTILITY OR DESIGN APPLICATION USING AN 
APPLICATION DATA SHEET (37 CFR 1.76) 

Title of 
Invention 

Devices, lviethods, and Graphical User Interfaces for Accessing 
N oti:fications -----''-------------------·--·-···• ... • .. ··-·----·~---------~-1 

As the below named inventor, I hereby declare that: 

The attached application, or This declaration 
is directed to: 

• 
[8:l United States application or PCT :international application number 15/715,005 

file.d on September 25, 2017 

I The above-identified application was made or authorized to be made by me. 

I I believe that I run the original and first inventor or an original joint inventor of a claimed invention in the 
application. 

I hereby state that I have reviewed and understand the contents of the above identified application, 
including the claims. 

I acknowledge the duty to disclose information known to me to be material to patentability as defined by 
37 CFR 1.56. 

I hereby acknowledge that any wHiful false statement made in this declaration is punishable under 18 
U.S.C. 1001 by fine or imprisonment of not more than five (5) years, or both. 

WAR..'JL"'iG: 

Petitk'llwi:-/applicanf is cautioned to a•r<iid submitting persorrnl lnfor.m&tion in documents filed in a patent 
application fuat .tn~y c-i::>ntl'l:bu((lt,o id~tli)' th{lft. Personal information su.ch as socfal sec,tt:itY utunbers:, bank 
ll:CCOl.lnt numbers, (),1' -0re<lit <:~rd numbers (other thml .<'I chec¾:: or eredh card authod.t.atian forin rro~zoss 
subi,tltted for ~yment purposes) is neve:r requkoo by the USPTO to s;upf~rf .~ po:)Wkm or an appllcatfon, lf 
thfa type ofpct:smwl :i1).fl)m1ati:on ls fadladed l:n dooum.e-.nfa submitted to t'<te USPTO, 1,-ietitioneralappHca,ri.li 
should consider tedattiJig S'li!Ch pem)oo1 lnfonnatfon :from the d6c<1menl.s hefo~ $Ubm.ittlng them to tlie 
USPTO. P't1,titi(med&pplicant ls adv:1$f;ld tl-mt fn.e te:c,:ml: of a pat~nt capplicittion fa uvaHul:i1e to the puhliq aftet: 
publi®tion zyf th~ ~ppllcation (unless a 110.0-:publfontion n.Iq_tw(lt ln ,.><.111:.1pJfot1~ with J7 CfR LJ13(a) is made in 
the appfo:mHon) or i~smmce of a pa.tent Furtliemmte"' the- i-ecard fr(llll ~1n <thandoJ:1.e-<i appl.icatkm. may al$0 be 
.av.~ifabte to 'the pablk ff the ,1ppflcat:ion is referonood. in a p4bHshed ;:ipplication or an issued patent (37 CFR 
1-14),. Ch-e¢ks and credit c.m! authm:ization forms PTO<W38 :3,ibmitte:d for payment pmposes are r16t reh3.tr~ed 
in the application file and lherefm;e are not publicly ava.Uli!hk - · 

---------------------------·-···--··········---------------,-1 

LEGAL NAME OF INVENTOR 

Inventor: William M. Tyler l 
;,· a.· /-,,-,/ 7 

Date: ... .. Sf! 'l,~_,' l ____ __, 

Signature: --~·- _____ .......,.._....,._ 

--------·-·-···································.··•.•.--•----·--·----------~· 

D82/ 32142448.1 
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Electronically filed June 29, 2020 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

Application of: William M. Tyler Confirmation No.: To be assigned 

Serial No.: To be assigned 

Filed: 

For: 

Art Unit 

Examiner: 

To be assigned 

To be assigned 

Attorney Docket No.: 

Concurrently herewith 

Devices, Methods, and 
Graphical User Interfaces for 
Accessing Notifications 

P34814USC2/63266-7715-US 

STATEJ\;IENT UNDER 37 C.F.R. § 3.73(c) 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Sir: 

Apple Inc., a corporation, states that it is the assignee of the entire right, title and 

interest in the patent application/patent identified above by virtue of an assignment from the 

inventor(s) of the parent of the patent application/patent identified above. 

The assignment was recorded in the United States Patent and Trademark Office on 

March 29, 2018 at Reel/Frame 045392/0396. 

The undersigned is authorized to act on behalf of the assignee. 

Date: June 29, 2020 

D82/ 39185186.1 

/Liying Sun/ 
Liying Sun 
MORGAN, LEWIS & BOCKIUS LLP 

1400 Page Mill Road 
Palo Alto, CA 94304 
(650) 843-4000 

65,592 
(Reg. No.) 
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DocCode - SCORE 

SCORE Placeholder Sheet for IFW Content 

Application Number: 16915971 Document Date: 06/29/2020 

The presence of this form in the IFW record indicates that the following document type was received 
in electronic format on the date identified above. This content is stored in the SCORE database. 

Since this was an electronic submission, there is no physical artifact folder, no artifact folder is 
recorded in PALM, and no paper documents or physical media exist. The TIFF images in the IFW 
record were created from the original documents that are stored in SCORE. 

• Drawing 

At the time of document entry (noted above): 
• USPTO employees may access SCORE content via DAV or via the SCORE web page. 
• External customers may access SCORE content via PAIR using the Supplemental Content 

tab. 

Form Revision Date: March 1, 2019 
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