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I, Zhi Ding, declare as follows:

I. INTRODUCTION

1. I have been retained as an independent expert consultant in this
proceeding before the United States Patent and Trademark Office (“PTO”) regarding
U.S. Patent No. 9,184,881 (“the *881 patent”) (Ex. 1001).! I have been asked to
consider whether prior art references disclose or suggest the features recited in
claims 1-14 (“the challenged claims™) of the 881 patent. My opinions are set forth
below.

2. I am being compensated at my customary rate of $740/hour for my
work in this proceeding. My compensation is in no way contingent on the nature of
my findings, the presentation of my findings in testimony, or the outcome of this or
any other proceeding. I have no other interest in this proceeding.

II. BACKGROUND AND QUALIFICATIONS

3. My qualifications are stated more fully in my curriculum vitae, attached
as Ex. 1003. Below is a summary of my education, work experience, and other

qualifications.

!'In this Declaration, I refer to exhibits that I understand are to be attached to the

petition for Inter Partes Review of the 881 patent.

-1-
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4. I presently hold the title of Distinguished Professor in the Department
of Electrical and Computer Engineering at the University of California, Davis (UC
Davis). Since my appointment on July 1, 2020, I have held the position of Professor
for the past 22 years at UC Davis. Since my PhD degree awarded in 1990, I have
served as a faculty member at several US universities for over 32 years. [ am also a
private technical consultant on various technologies related to information systems.
I have more than three decades of research experience on a wide range of topics
related to data communications and signal processing.

5. I earned my Bachelor of Engineering degree in 1982 in wireless
engineering from the Nanjing Institute of Technology (later renamed as Southeast
University) in Nanjing, China. I earned my Master of Applied Science degree in
1987 in electrical engineering from the University of Toronto in Toronto, Canada. I
earned my Ph.D. in 1990 in electrical engineering from Cornell University in Ithaca,
New York.

6. My responsibilities as a Professor at University of California, Davis,
include classroom instruction on various topics of communication systems and
signal analysis, as well as mentoring undergraduate students and supervising
graduate students in their research and development efforts on various topics related
to digital communications. [ have directly supervised such research and development

works ranging from signal detection to wireless networking. As the chief academic

-
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advisor, I have also directly supervised the completion of over 20 Masters theses and
more than 30 Ph.D. dissertations on various topics related to digital communications
and or signal processing. I have served full time as a faculty member at three major
research universities in the United States over the past 30 years, including Auburn
University from 1990 to 1998, University of lowa from 1999 to 2000, and University
of California, Davis, from 2000 to present.

7. Since 1990, I have been selected as the principal investigator of
multiple highly competitive federal and local research grants, including more than
twenty major research projects supported by the National Science Foundation and
two research projects funded by the U.S. Army Research Office. These competitive
research projects focused on developing more efficient and effective digital
communication transceivers, networks, and signal processing tools. I have also
participated in several large-scale projects supported by the Defense Advanced
Research Projects Agency (DARPA) with teams of researchers. I have applied for,
and received support from, other federal, state, and industry sponsors.

8. I have published over 210 peer-reviewed research articles in premier
international journals, in addition to over 240 refereed technical articles at top
international conferences on communications and information technologies.
According to Google Scholar, my published works have been cited over 15,000

times by peers. I also authored two books on communications technologies. My most

3.
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recent book, coauthored with B.P. Lathi, is entitled, “Modern Digital and Analog
Communication Systems,” 5th edition, and was published by the Oxford University
Press in 2018. The 4th edition of this book (published in 2009) had been widely
adopted as an introductory textbook to communication systems.

9. In addition to the over 450 published technical papers that have been
cited over 15,000 times according to Google Scholar, I am also co-inventor of four
issued U.S. patents on communication technologies.

10. I am a member of the Institute of Electrical and Electronics Engineers
(IEEE) and was elevated to the grade of Fellow in January 2003 for contributions
made in signal processing for communication. The IEEE is the world’s largest
professional society of engineers, with over 400,000 members in more than 160
countries. The IEEE has led the development of many standards for modern digital
communications and networking, most notably, the IEEE 802 series of network
standards. The IEEE Grade of Fellow is conferred by the Boards of Directors upon
a person with an extraordinary record of accomplishments in any of the IEEE fields
of interest. The total number selected in any one year does not exceed one-tenth of
one percent of the total voting Institute membership.

11. TIhave served the IEEE in the following capacities:

e Chief Information Officer of the IEEE Communications Society from

Jan. 2018 to present.

e Chief Marketing Officer of the IEEE Communications Society from
Jan. 2020 to present.

-
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e (General Chair of the 2016 IEEE International Conference on Acoustics,
Speech, and Signal Processing, the flagship conference of the IEEE
Signal Processing Society.

e Chair of the Steering Committee for the [IEEE Transactions on Wireless
Communications from 2008 to 2010.

e Distinguished Lecturer of the IEEE Communications Society from
January 2008 to December 2009.

e Technical Program Chair of the 2006 IEEE Globecom, one of two
flagship annual IEEE Communication Society conferences.

e Distinguished Lecturer of the IEEE Circuits and Systems Society from
2004 to 2005.

e Associate Editor of the IEEE Transactions on Signal Processing from
1994 to 1997 and from 2001 to 2004.

e Member of the IEEE Statistical Signal and Array Processing for
Communications Technical Committee from 1993 to 1998.

e Member of the IEEE Signal Processing for Communications Technical
Committee from 1998 to 2004.

12.  In2012,Ireceived the Wireless Communications Technical Committee
Recognition Award from the IEEE Communications Society, an award given to a
person with a high degree of visibility and contribution in the field of “Wireless and
Mobile Communications Theory, Systems, and Networks.” T received the 2020
Education Award from the IEEE Communications Society. According to the
Society, this award “recognizes distinguished and significant contributions to
education within the Society’s technical scope.”

13. I have also served as a technical consultant for the telecommunication
industry. For example, in 1995 I consulted for Analog Devices, Inc., on the
development of the first generation DOCSIS cable modem systems. I have also

consulted for other companies, including Nortel Networks and NEC US

_5-
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Laboratories. [ worked as a visiting faculty research fellow at NASA Glenn Research
Center in 1992 and at U.S. Air Force Wright Laboratory in 1993. I have served on
multiple review panels of the National Science Foundation to evaluate competitive
research proposals in the field of communication. I have also reviewed a large
number of research proposals at the request of the National Science and Engineering
Research Council (NSERC) of Canada as an expert panelist from 2010 to 2013, and
also at the request of the Research Grant Council (RGC) of Hong Kong as an external
reviewer.

14. I have served as an expert witness or consulting expert on a number of
matters related to intellectual property, mostly in the arena of telecommunications,
including cellular communications, Wi-Fi technologies, Bluetooth, and optical
communications. For example, since 2007, I have been engaged to work on various
litigations involving cellular, WiFi, Bluetooth, and optical communication networks.

15.  Further experience and a complete list of my publications are presented
in my curriculum vitae. A copy of my curriculum vitae is attached as Ex. 1003.

16. Based on my above-described near three decades of experience in
communications technologies, and the acceptance of my publications and
professional recognition by societies in my field, I believe that [ am qualified to be
an expert in wireless communication systems, communication networks, and signal

processing.
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17. Based on my experiences described above, and as indicated in my
curriculum vitae, I am qualified to provide the following opinions with respect to the
’881 patent. Additionally, I was at least a person having ordinary skill in the art as
of April 25, 2008.

III. MATERIALS REVIEWED

18.  The opinions contained in this Declaration are based on the documents
I reviewed, my professional judgment, as well as my education, experience, and
knowledge regarding systems and processes in the field of wireless communication
technology.

19. In forming my opinions expressed in this Declaration, I reviewed the

following materials:

Ex. 1001 | U.S. Patent No. 9,184,881 to Dai et al. (“the 881 patent”)

Ex. 1003 | Curriculum Vitae of Dr. Zhi Ding, Ph.D.

Ex. 1004 | Prosecution History of U.S. Patent No. 9,184,881

U.S. Patent Publication No. 2008/0253318 to Malladi et al.

Ex- 10051 coMalladiv)
TD Tech, “ACK/NACK Multiplexing in PUSCH in TDD,” 3rd
Ex. 1006 Generation Partnership Project, Technical Specification Group,

Radio Access Network, Working Group 1 Meeting #52bis,
Shenzhen, China, TDoc R1-081339, March 26, 2008 (“TDTech”)

Ex. 1007 | U.S. Patent Publication No. 2008/0095252 to Kim et al. (“Kim”)
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Ex.

1008

Huawei, “UL index in UL schedule grant for LTE TDD,” 3rd
Generation Partnership Project, Technical Specification Group,
Radio Access Network, Working Group 1 Meeting #50bis,
Shanghai, China, TDoc R1-074060, October 2, 2007 (“Huawei”)

Ex.

1009

Ericsson, “Details of ACK/NACK Bundling for TDD,” 3rd
Generation Partnership Project, Technical Specification Group,
Radio Access Network, Working Group 1 Meeting #52bis,
Shenzhen, China, TDoc R1-081528, March 27, 2008 (“Ericsson”)

Ex.

1010

Technical Specification 36.211 V8.2.0 (2008-03), 3rd Generation
Partnership Project, Technical Specification Group Radio Access
Network, Evolved Universal Terrestrial Radio Access (E-UTRA),
Physical Channels and Modulation, March 20, 2008 (“TS 36.211
V8.2.0”)

Ex.

1011

Technical Specification 36.211 V8.1.0 (2007-11), 3rd Generation
Partnership Project, Technical Specification Group Radio Access
Network, Evolved Universal Terrestrial Radio Access (E-UTRA),
Physical Channels and Modulation, December 18, 2007

Ex.

1012

Technical Specification 36.212 V8.2.0 (2008-03), 3rd Generation
Partnership Project, Technical Specification Group Radio Access
Network, Evolved Universal Terrestrial Radio Access (E-UTRA),
Multiplexing and Channel Coding, March 18, 2008

Ex.

1013

U.S. Patent Publication No. 2008/0304404

Ex.

1014

U.S. Patent No. 7,002,929

Ex.

1015

G+ Commc’n, LLC v. Samsung Elec., Case No. 2:22-cv-00078,
Plaintiff G+ Communications, LLC’s Initial Disclosure of Asserted
Claims and Infringement Contentions, Ex. B16

Ex.

1016

Ericsson, “Uplink ACK/NACK timing for TDD,” 3rd Generation
Partnership Project, Technical Specification Group, Radio Access
Network, Working Group 1 Meeting #52, Sorrento, Italy, TDoc R1-
080890, February 6, 2008
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Ericsson, “Combination of ACK/NACKSs for TDD,” 3rd Generation
Partnership Project, Technical Specification Group, Radio Access
Network, Working Group 1 Meeting #52, Sorrento, Italy, TDoc R1-
080870, February 6, 2008

Ex. 1017

LG Electronics, “Handling Problem with Uplink ACK/NACK
Bundling,” 3rd Generation Partnership Project, Technical

Ex. 1018 | Specification Group, Radio Access Network, Working Group 1
Meeting #52bis, Shenzhen, China, TDoc R1-081256, March 26,
2008

20. I also considered any other documents and materials I refer to in this
Declaration.

21. My opinions contained in this Declaration are based on the documents
I reviewed and my knowledge and professional judgment. My opinions have also
been guided by my appreciation of how a person of ordinary skill in the art would
have understood the state of the art, the prior art, and the claims and the specification
of the ’881 patent at the time of the alleged invention, which I discuss below.

22. 1 have been asked to initially consider that the time of the alleged
invention of the ’881 patent was the late 2010s (including April 25, 2008), which
corresponds to the Chinese application filing date referenced by the 881 patent. (Ex.
1001, 1:5-9.)

23. Based on my experience and expertise, it is my opinion that certain
references disclose and/or suggest all the features recited in the challenged claims of

the 881 patent, as I discuss in detail below.
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IV. PERSON OF ORDINARY SKILL IN THE ART AND THE TIME OF
THE ALLEGED INVENTION

24. 1 am familiar with the level of ordinary skill in the art regarding the
’881 patent, which I understand to be around the claimed priority date of April 25,
2008. Considering the ’881 patent, the technology, the education level and
experience of workers in the field relating to the patent, and problems and solutions
in that field, and drawing on my own experience, I believe a person of ordinary skill
in the art at the time of the alleged invention (around April 25, 2008) would have
had a Bachelor’s degree in electrical engineering, computer engineering, computer
science, or a related field from an accredited program, along with at least two years
of experience in the field of wireless communication technology. More technical
education can supplement shorter practical experience and vice versa.

25. My opinions in this Declaration regarding the 881 patent and the prior
art (including the state of the art) are from the perspective of one of ordinary skill in
the art as I defined above, during the relevant timeframe (e.g., the time of the alleged
invention), which I discussed above as being around April 25, 2008.

V.  THE 881 PATENT & TECHNICAL BACKGROUND

26. Below I provide an overview of the 881 patent, which relates to
wireless technology. I also provide a brief overview of certain aspects of systems
and processes relating to such wireless communication technology prior to and at
the time of the alleged invention of the *881 patent. These prior art aspects [ describe

-10-
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below reflect the state of the art that a person of ordinary skill in the art would have
had knowledge of, and understood, prior to and at the time of the alleged invention
of the 881 patent.?

27.  The *881 patent generally relates to user equipment (UE) “feeding back
confirmation information on a physical uplink shared channel (PUSCH)” to a base
station (“eNodeB” or, as identified in other publications, “eNB”) in “the Time
Division Duplex (‘TDD’ for short) mode of a Long Term Evolution (‘LTE’ for
short) system.” (Ex. 1001, 1:10-21.)

28. The ’881 patent admits that both TDD and feeding back confirmation
information on a PUSCH were already known in the prior art. (/d., 1:19-24, 6:13-
14, Fig. 1.) In fact, several related technical specifications for the TDD standard
(each describing different aspects of TDD) were available at the time and described

such technology in detail. For example, on December 18, 2007, the 3" Generation

2 I rely on, and incorporate as applicable (even if not expressly mentioned below in
Section IX), my discussion of these prior art aspects to support my opinions in this
Declaration, including those opinions relating to how the prior art discloses and/or
suggests the challenged claims of the 881 patent and how and why a person of
ordinary skill in the art would have been encouraged to consider the disclosures and

suggestions from that prior art as I explain below in Section IX.
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Partnership Project (3GPP) Technical Specification Group (TSG) for Radio Access
Network (RAN) published Technical Specification 36.211 V8.1.0 (2007-11) (“TS
36.211 V8.1.0”), which described the frame structure applicable to TDD, as

lustrated below:

One radio frame, 7= 3072007, = 10 ms

One half-frame, 1536007, = 5 ms

One slot, R

Tyu=15360T, 307207 e
1 3 3 T T T T 3 3 T T N
Subframe #0 | | Subframe #2 Subframe #3 Subframe #4 Subframe #5 | | Subframe #7 Subframe #8 Subframe #
| : I | | | | : I | | |
One subframe,
| 307207,
DwPTS GP UpPTS DwPTS GP UpPTS

(Ex. 1011, 9-10.) As illustrated above, the TDD frame structure was well known by
persons of ordinary skill in the art at the time. (/d.) For example, it was well known
that one TDD frame, which had a length of 10 ms (or 307200 7s°), could be divided
into 10 subframes (subframes 0-10, each having a length of 30720 7%s), and that each
subframe could be divided into two slots (each having a length of 15360 T5s). (/d.)
29. The above TDD frame structure described in TS 36.211 V8.1.0 is a
more detailed version of the frame structure illustrated in Figure 1 of the 881 patent,

reproduced below, which the 881 patent describes as “a schematic drawing of the

3 Ts is a basic time unit. According to TS 36.211 V8.1.0 (EX1011 at 9), one Ts equals

1/(15000 x 2048) seconds.
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frame structure of the... TDD mode according to the related art.” (Ex. 1001, 6:13-

raclio frame 10 ms
¢ Lg]
|
half frame $ ms !
]

E time shot Ims
g

subt-frame subl frame suhlirame sub-frame sub Frame sublframe P P— subl frame

i |
0 W3 0 3 w7 |..'g¢
i1 ) i1 )

suh-frame

- L
Downlink Dowenlink Uplink
. Guard  Uplink Pilot . Ciuard .
Filot Time Pilot Time Pilot
Penod Time Slot Penod . -
Slai Slot Time Slot
-
Figure 1

(Id., Fig. 1) Thus, referring to the figure above from TS 36.211 V8.1.0 and Figure 1
of the 881 patent, TDD was well known at the time of the alleged invention and it
was already known in the prior art that one TDD “radio frame of 10 ms” may be
divided into 10 “sub-frames” (e.g., sub-frames 0 through 9). (1d., 1:21-25.)

30. As another example, on March 20, 2008, 3GPP’s TSG for RAN
published Technical Specification 36.211 V8.2.0 (2008-03) (“TS 36.211 V8.2.0™),

which included the following table of uplink-downlink configurations for TDD:
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Configuration | Switch-point periodicity Subframe number

0/1/12/3/4,5/6,7,8|9
0 5 ms D|S/UUUD|S|U|U|U
| 5 ms D|S|/UUDD|S|U|U|D
2 5 ms D|SIU DD/ D|S|U|D|D
3 10 ms DISIU/UU DD D|D|D
4 10 ms D|SIU/U D/ DD/ D|D|D
5 10 ms D|S|U/ DD/ DD D|D|D
6 10 ms D/S|/UUUD|S|U|U|D

(Ex. 1010, 9-11 (Table 4.2-2).) TS 36.211 V8.2.0 explained that “‘D’ denotes the
subframe is reserved for downlink transmissions, ‘U’ denotes the subframe is
reserved for uplink transmissions and ‘S’ denotes a special subframe with the three
fields DWPTS, GP and UpPTS.” (/d., 10.) A downlink subframes (or “DL subframe”
for short) is a subframe transmitted from the eNodeB to the UE, an uplink subframe
(or “UL subframe” for short) is a subframe transmitted from the UE to the eNodeB,
and the special subframe is a subframe that facilitates switching between downlink
(DL) and uplink (UL) transmissions, which is needed in TDD, because TDD uses
one frequency band and is therefore only capable of communicating in one direction
at a time (e.g., uplink or downlink).

31. The same table that appears in TS 36.211 V8.2.0 also appears as Table
1 in the *881 patent. (Ex. 1001, 1:58-2:12.) Referring to Table 1, the 881 patent
admits that it was known in the art that “LTE TDD defines 7 kinds of configuration
solutions for the number of the uplink/downlink sub-frames in one radio frame.”

(Id., 1:33-37.) The 881 patent explains that such TDD sub-frames “can be classified
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into three categories”: “downlink sub-frame” (DL sub-frame), “special sub-frame,”
and “uplink sub-frame” (UL sub-frame). (/d., 1:37-40.) Like the table in TS 36.211
V8.2.0, the ’881 patent specification’s “Table 1 shows the LTE TDD
uplink/downlink proportion configuration, wherein D represents the downlink sub-
frame, U represents the uplink sub-frame and S represents the special sub-frame.”
(Id., 1:58-2:16.) It can be seen in the table in TS 36.211 V8.2.0 and in the *881 patent
specification’s Table 1 that certain known TDD configurations (e.g., configurations
2-5) have more DL subframes than UL subframes while other known TDD
configurations (e.g., configurations 0 and 6) have more UL subframes than DL
subframes. (Id; see also id., 2:17-34, 2:52-60.)

32.  Additionally, the 881 patent explains that it was already known in the
prior art that an “acknowledgement/negative acknowledgement message
(ACK/NACK) of the data in a Physical Downlink Shared Channel (‘PDSCH’ for
short)” may be fed back in either (i) the “Physical Uplink Control Channel
(‘PUCCH?” for short)” or (ii) the “[PUSCH] for transmitting the uplink data in this
uplink subframe.” (/d., 2:35-43.) The ’881 patent also explains that it was known
that, for configurations where “the umber of the downlink sub-frames allocated will
be greater than the number of the uplink sub-frames allocated,” “one uplink sub-
frame should feed back the ACK/NACK information of a plurality of PDSCH sub-

frames.” (Id., 2:52-57.) For example, for such configurations, the 881 patent
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explains that one known “method is to transmit the ACK/NACK information of a
plurality of the downlink sub-frames together with the uplink data on the [PUSCH].”
(/d., 2:60-67.)

33.  The transmission of ACK/NACK information together with uplink data
on the PUSCH was described, for example, in Technical Specification 36.212 V8.2.0
(2008-03) (“TS 36.212 V8.2.0”), which was published by 3GPP’s TSG for RAN on
March 18, 2008. (Ex. 1012.) For example, TS 36.212 V8.2.0 explains that ACK
information may be “multiplexed with the data transmission in the uplink shared
data channel.” (/d., 22.)

34. The *881 patent alleges that this method may result in a “Discontinuous
Transmission (‘DTX’ for short)” situation “if the control channel corresponding to
the downlink data is not correctly detected.” (Ex. 1001, 3:1-8.) According to the 881
patent, in this situation, “the confirmation information corresponding to this
downlink data cannot be sent on the PUSCH together with the confirmation
information corresponding to other downlink data.” (/d.) As a result, the 881 patent
explains that the system may provide erroneous confirmation information and lose
downlink sub-frame data. (/d., 3:8-21.) This problem was also already known in the
prior art. (Ex. 1017, 2 (“The eNodeB may detect this DTX, and can chose to

(re)transmit an appropriate redundancy version.”).)
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35. The ’881 patent purports to address “the problem of the lost...downlink
data [that] existed in the related art above” by “provid[ing] an improved solution for
feeding back messages on the [PUSCH].” (Ex. 1001, 3:28-33.) In particular, the *881
patent describes an “eNodeB us[ing] a signaling in the DCI to carry the number of
the downlink sub-frames corresponding to the confirmation information which is fed
back by the one uplink sub-frame.” (/d., 7:17-20; see also id., 2:49-51 (“DCI” refers
to “Downlink Control Information™).) That is, the signaling “represent[s] that k
continuous downlink sub-frames, starting from the downlink sub-frame carrying
DCI format 0, are sent with the data of an object UE.” (/d., 7:24-40.) According to
the *881 patent, this “number value” is used by the UE during decoding. (/d., 10:3-
19; see also id., 3:42-57, 6:32-50, 6:63-40, Fig. 2.)

36. The ’881 patent further describes sending “data in the downlink
subframe” as either “a single codeword stream” or “multiple codeword streams.”
(Id., 8:29-45.) According to the ’881 patent, how the confirmation information is
sent for a DL subframe depends on the number of codeword streams used. (/d.)
Sending one or multiple codeword streams in one subframe was also a well-known
feature of TDD. (Ex. 1010, 35.)

37.  Asexplained in more detail in Section IX below, the features discussed
above and recited in the challenged claims, including the use of a “number value” in

a TDD system to avoid data loss, were well known in the art.
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VII. OVERVIEW OF THE PRIOR ART
A.  Malladi

38. Malladi, titled “Configurable Acknowledgement Processing in a
Wireless Communication System,” was filed on March 13, 2008, and was published
on October 16, 2008. (Ex. 1005, Cover.)

39. Malladi describes “techniques...used for various wireless
communication systems such as CDMA, TDMA, FDMA, OFDMA, SC-FDMA and
other systems.” (/d., §[0006].) For example, Malladi describes ““[t]echniques for
sending and receiving ACK information in a wireless communication system,”
where (i) a “base station may send control information to a UE and may send data
in accordance with the control information to the UE” and (ii) a “UE may jointly
encode CQI and ACK information based on a block code and may send the CQI and
ACK information to the base station.” (/d., §[0006].)

40. Figure 1 (below) illustrates such a “wireless communication system
100,” which includes a “base station” (also referred to as “Node B,” “eNB,” or
“access point”) and a “UE” (also referred to as a “user equipment’), which may be

a “cellular phone.” (1d., §[0025], Fig. 1.)
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100
110 —
Z

122

124

FIG. 1
(/d., Fig. 1.)

41. Malladi explains that the eNB and UE communicate “via downlink 122
and/or uplink 124" using “a set of physical channels for the downlink and another
set of physical channels for the uplink.” (/d., §9[0025]-[0026].) The physical
downlink control channel (PDCCH) carries “scheduling assignments” (e.g.,
downlink and uplink grants) and “other control information...for different UEs”
from the eNB. (/d., §[0025].) The physical uplink control channel (PUCCH) carries
“control information (e.g., ACK and CQI information)” from the UE. (/d.) And the
physical downlink shared channel (PDSCH) and the physical uplink shared channel
(PUSCH) carry “data” between the eNB and the UE. (/d.) The data may be encoded
by the eNB into one or more “codewords” that are “decoded” by the UE. (/d.,

1[0028].)
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42. As illustrated in Figure 2 (below), Malladi refers to such
communications between the eNB and UE as “downlink (DL) transmissions by eNB
110 and uplink (UL) transmission by UE 120.” (1d., §[0030]; see also id., Fig. 2.)
And each transmission “may be partitioned into subframes.” (/d., §[0030]; see also
id., Fig. 2.) For example, a DL transmission may be comprised of multiple DL
subframes and a UL transmission may be comprised of multiple UL subframes. (/d.,

[0030]; see also id., Fig. 2.)

= PDCCH Mode > PDCCH-less Mode ———»
r 200
DL DL DL -
Control Control | Control
Info Info Info
+ + + +—f—+ + + + +—>
Time
eNB
DL DL DL DL DL
Data Data | Data Data | Data
L a a . I - —
+ + + +—f - + 1=
\\ \\ \\ ‘\ “\ —I—Ime
\ \ \ \ )
\ N, \ \
ACK ACK ACK ACK ACK
Info Info Info Info Info
! ' 1 f—1 1 >
UE Time
cail cal cal
Info Info . Info
" on nt1  n+2  n+3  n+d4  n+5 n+8  n+7 7 p+Z  p+Z41 n+Z42 n+Z+3 Time
Subframe
FIG. 2

43. In Malladi, “ACK information” general refers to acknowledgements
(ACK) and negative-acknowledgements (NAK), which, for example, indicate

whether data was successfully received. Malladi explains that an ACK may be sent
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by the UE to the eNB if the PDCCH and the data are correctly decoded, and a NAK
may be sent by the UE to the eNB if (i) the PDCCH is not correctly decoded (e.g.,
due to signal noise) or (i) the PDCCH is correctly decoded but the data is not
correctly decoded. (/d., §§[0071]-[0094], [0099]-[0101], Figs. 6, 8.)

44.  Malladi explains that the ACK information may have a ‘“variable size”
in one design (Figures 3-5) and a “fixed size” in another design (Figures 6-8). (/d.,
9[0008] (variable size), [0009] (fixed size), [0036]-[0070] (variable size), [0071]-
[0102] (fixed size), Figs. 3-8.) In the fixed size design, Malladi explains that the
ACK information may be “a fixed number of bits (e.g., two bits)” and that the “two
bits may be defined based on one format if two codewords are sent and based on
another format if one codeword is sent.” (/d., 9[0009].) These formats (e.g., formats
610, 620, and 630 for two codewords and format 640 for one codeword) are shown
in Malladi at Tables 2 and 3 and in Figure 6. (/d., 44[0085]-[0086], Fig. 6.) As
reflected by Tables 2 and 3 and Figure 6, “[o]ne 2-bit value may indicate that the
control information is missed by the UE,” and the “remaining 2-bit values may
convey decoding status of the one or more codewords sent to the UE.” (/d., [0009].)

B. TDTech

45. TDTech is a Temporary Document (“TDoc”), titled “ACK/NACK
Multiplexing in PUSCH in TDD” (R1-081339), that was submitted to the 3GPP’s

TSG for RAN Working Group 1 (WG1) Meeting #52, held March 31-April 4, 2008,
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in Shenzhen, China, and published on March 26, 2008. (Ex. 1006, 1.) It was a
proposal that addressed the features of TDD described in 3GPP’s technical
specifications, such as TS 36.211 V8.1.0, TS 36.211 V8.2.0, and TS 36.212 V8.2.0,
discussed above.

46. TDTech explains that it is “related to ACK/NACK transmission in the
PUSCH” and “how to avoid data being interpreted as ACK/NACK at eNB when a
DL grant is missed by a UE.” (Ex. 1006, 1.) For TDD, because ‘“there exist
configurations with more sub-frames configured as DL than UL,” TDTech explains
that “several ACK/NACK [must] be multiplexed in one PUSCH.” (/d.) It recognizes
two ways to provide several ACK/NACK in the PUSCH: (i) “bundling ACK” (i.e.,
using an “*AND’ operation on all the ACK/NACKSs”) or (i1) providing “multiple
ACK.” (ld., 1.)

47. Because ACK bundling would “reduce[] the DL link throughput” and
not avoid data being interpreted as ACK/NACK when a “DL grant is missed by UE,”
TDTech “propose[s] us[ing] multiple ACK/NACK to avoid the difficulties by
bundling ACK. (/d.) To avoid the problem of interpreted data as ACK/NACK when
using multiple ACK/NACK, TDTech proposes “inserting more bits in UL grant to
indicate [to] the UE how many ACK/NACK spaces or bits need to be reserved for
UL ACK/NACK in PUSCH,” referred to as “ACK-Num-bits,” and inserting in DL

grant “the same number of bits...for indicating the exact start position...of the
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corresponding DL ACK/NACK in the PUSCH,” referred to as “Index-bits.” (1d., 2.)
By providing the ACK-Num-bits and Index-bits in DCI, TDTech explains that the
UE can detect “when it has a DL grant missed,” because “the total number of
ACK/NACK reservation counted in DL grant will not be equal to the number of
ACK/NACK indicated in the UL grant.” (1d.)

C. Kim

48. Kim, titled “Encoding Uplink Acknowledgements to Downlink
Transmissions,” was filed on June 15, 2007, and was published on April 24, 2008.
(Ex. 1007, Cover.)

49. Kim describes a “portable device, such as a mobile terminal or user
equipment, for encoding uplink acknowledgments to downlink transmissions.” (/d.,
Abstract; see also id., §1[0003], [0005], [0030].) Kim further “relates to HARQ in a
mobile communication system, and more particularly, to an apparatus for
transmitting ACK/NACK signal in a multiple codeword (MCW) type MIMO
wireless system.” (/d., [0105].) For example, referring to Figure 11 and 12, Kim
describes “an ACK/NACK transmitting apparatus” that combines a plurality of
ACK/NACKSs corresponding to a plurality of received data streams into one or more
ACK/NACK messages using, for example, an AND operation. (/d., §4[0108]-

[0133], Figs. 10-12.)
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D. Huawei

50. Huawei is a TDoc, titled “UL index in UL schedule grant for LTE
TDD” (R1-074060), that was submitted to the 3GPP TSG RAN WGI1 Meeting
#50bis, held October 8-12, 2007, in Shanghai, China. (Ex. 1008, 1.) It was a proposal
published on October 2, 2007, and relates to TDD. Huawei describes, for example,
using the TDD’s UL index in the DCI to indicate the UL subframe for transmitting
the uplink data in situations where the number of DL subframes is smaller than the
number of UL subframes. (/d., 1-3.)

E. Ericsson

51.  Ericsson is a TDoc, titled “Details of ACK/NACK Bundling for TDD”
(R1-081528), that was submitted to the 3GPP TSG RAN WG1 Meeting #52bis, held
March 31-April 4, 2008, in Shenzhen, China. (Ex. 1009, 1.) It was a proposal
published on March 27, 2008, and relates to TDD. Ericsson describes, for example,
an “associated set of DL subframes...for the UL subframes of all configurations.”
(., 1-2))

F. TS 36.211 V8.2.0

52. TS 36.211 V8.2.0 is a technical specification for long-term evolution
(LTE). It was published by 3GPP TSG RAN on March 20, 2008, and describes,
among other things, the physical channels and modulation techniques used by TDD.

(See, e.g., Ex. 1010, 9-11.) For example, it describes the physical channels and
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modulation techniques for uplink transmissions (id., 11-31) and downlink
transmissions (id., 31-61).

VIII. CLAIM CONSTRUCTION

53. Thave been informed by counsel and understand that when considering
the meaning of patent claims, one must consider the language of the claims, the
specification, and the prosecution history of the patent. I also understand that claim
terms are typically given their ordinary and customary meanings as would have been
understood by a person of ordinary skill in the art at the time of the alleged invention
for the patent. Unless otherwise indicated, for purposes of my opinions in this
Declaration, I have applied the plain and ordinary meaning as understood by a person
of ordinary skill in the art at the time of the alleged invention, and I have applied

such understandings in my analysis of the 881 patent and the prior art.

5.
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IX. THE PRIOR ART DISCLOSES OR SUGGESTS ALL RECITED
FEATURES OF THE CHALLENGED CLAIMS

54. In my opinion, the prior art discussed below discloses and/or suggests
the features of claims 1-14.

A. Malladi Discloses the Features of Claim 9
1. Claim 9

i) [9.pre-1] “A method for feeding back confirmation
information on a physical uplink shared channel,
wherein, when the confirmation information is fed
back together with uplink data on the physical uplink
shared channel, in a situation that a user equipment
fails to detect a physical downlink control channel
corresponding to transmitted data in a sub-frame
transmitting data, the user equipment feeds back a
negative acknowledgement message as confirmation
information of this downlink sub-frame;”

55. Tunderstand that claim element 9.pre-1 is part of the preamble of claim
9. I understand that a preamble may not be limiting. For purposes of this Declaration,
however, | have been asked to assume that claim element 9.pre-1 is limiting. Based
on this assumption, Malladi discloses the features recited in claim element 9.pre-1.

56. First, Malladi discloses “[a] method for feeding back confirmation

information on a physical uplink shared channel, wherein, when the confirmation

information is fed back together with uplink data on the physical uplink shared

channel,” as claimed.* Referring to Figure 1 below, Malladi describes techniques for

* For readability, I have underlined claim language throughout Section IX.
226-
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use in “a wireless communication system 100.” (Ex. 1005, q[0025]; see also id.,
1900005], [0024].)

110 100
,J

122

124

FIG. 1

(/d., FIG. 1.) For simplicity, Figure 1 illustrates one “base station” 110, also referred
to as a “Node B” or “eNB,” which communicates over a wireless network with a
“user equipment” 120, also referred to as a “UE.” (/d., §[0025]; see also id.,
[0006].) Malladi explains that the UE “may be stationary or mobile,” such as a
“cellular phone.” (/d., §[0025].) Malladi further explains that the wireless network
consists of “downlink 122 and “uplink 124,” where the “UE may receive data and
control information from eNB 110 via downlink 122 and may transmit data and
control information via uplink 124.” (1d.; see also id., [0006].)

57. Malladi explains that the “system may support a set of physical
channels for the downlink and another set of physical channels for the uplink,” such

as those identified in Table 1, which is reproduced below.
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TABLE 1

Channel  Channel Name Description

PDCCH  Physical Downlink  Carry scheduling assignments and other
Control Channel control information on the downlink
for different UEs.
PDSCH Physical downlink  Carry data on the downlink to differ-

shared channel ent UEs.
PUCCH  Physical uplink Carry control information (e.g., ACK
control channel and CQI information) sent by a UE on
the uplink.
PUSCH Physical uplink Carry data sent by a UE on the uplink.

shared channel

(Id., 9[0026].) For example, Malladi explains that “eNB 110 may send control
information on the PDCCH to the UE and may send data in accordance with the
control information on the PDSCH to the UE.” (/d., 4[0027].) The UE may then
“process the PDCCH to determine whether it has been scheduled,” and, if it has been
scheduled, process the PDCCH “to obtain control information sent to the UE.” (/d.)
Based on the downlink control information, the “UE may then process the PDSCH.”
(1d.)

58. Malladi goes on to describe “[t]echniques for sending and receiving
ACK information” in such a wireless communication system, (id., §[0007]), where
ACK information refers to “acknowledgement (ACK) information™ (id., §[0003]).
(See also id., Abstract.) Malladi explains that, once the eNB sends the downlink
control information and data to a UE, the UE may then “encode CQI and ACK
information based on a block code and may send the CQI and ACK information to

the base station.” (/d., §[0007]; see also id., Abstract, JY[0009], [0030]-[0035],
228-
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[0071]-[0102], [0105]-[0108], [0110]-[0111], Figs. 6-12.) Thus, Malladi discloses

“[a] method for feeding back confirmation information,” as claimed.

59.  Additionally, Malladi explains that the ACK information may be sent
“on the PUSCH along with data sent on the uplink,” (id., §[0032]), where the
“PUSCH” refers to the “Physical uplink shared channel,” (id., §[0026]). Thus,

Malladi also discloses feeding back the ACK information “on a physical uplink

shared channel” and “the confirmation information is fed back together with uplink

data on the physical uplink shared channel,” as claimed.

C Start )

800
’../
UE 812 820
operating in Decode the PDCCH
PDCCH-less for possible assignment
mode?
YES
UE UE
allocated one allocated two
codeword? codewords?
YE YE
7614 - 824 = 634
Decode the PDSCH Decode the PDSCH Decode the PDSCH
for one codeword for one codeword for two codewords
! (816 v 626 v 836 v 846
Send [1, x] for ACK Send either [x, 1] or Send [0, 0], [0, 1], Send [0, O] for
info for one codeword [1, x] for ACK info [1, 0] or [1, 1] for ACK no ACK info
for one codeword info for two codewords
v ) ,
A
C End )
FIG. 8

(/d., Fig. 8 (annotated).)

60. Second, Malladi discloses “in a situation that a user equipment fails to

detect a physical downlink control channel corresponding to transmitted data in a

sub-frame transmitting data, the user equipment feeds back a negative
-20.
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acknowledgement message as confirmation information of this downlink sub-

frame,” as claimed. Malladi explains that “the ACK information may have a fixed
size,” such as “a fixed number of bits (e.g., two bits).” (/d., [0009].) Because data
blocks may be transmitted in the form of one or more codewords, (id., [0028]),
Malladi explains that the “two bits may be defined based on one format if two
codewords are sent and based on another format if one codeword is sent,” (id.,
[0009]). Malladi further explains that “[o]ne 2-bit value may indicate that the
control information is missed by the UE,” and the “remaining 2-bit values may
convey decoding status of the one or two codewords sent to the UE.” (/d.; see also
id., J[0073] (“Al. UE missed the PDCCH and received no assignment.”), [0079],
[0085]-[0086].)

61. The scenario where control information is missed, as described in

Malladi, discloses “a situation that a user equipment fails to detect a physical

downlink control channel corresponding to transmitted data in a sub-frame

transmitting data,” as claimed. As Malladi explains, in this scenario, “the UE

incorrectly decodes the PDCCH and misses the control information.” (/d., [0061].)
According to Malladi, “PDCCH” refers to the ‘“Physical Downlink Control
Channel.” (/d., 9[0026].) By incorrectly decoding the PDCCH and missing the
control information, the UE fails to detect the PDCCH and the data sent in

accordance with the control information. (See, id., §[0007] (explaining that the eNB
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sends the UE “control information” and “data in accordance with the control
information™).) Additionally, as Malladi explains with reference to Figure 2,
transmissions of downlink (“DL”) control information and data are “partitioned into
subframes” (e.g., DL subframe n, DL subframe n+1, etc.). (/d., §[0030], Fig. 2.)

62. If the PDCCH for a DL subframe is missed, Malladi explains that the
UE sends back a negative acknowledgement message for this DL subframe. For
example, in this scenario, Malladi explains that the 2-bit value “[0, 0]” is sent as the
ACK information for that subframe. (/d., qY[0085] (“ACK Bits” are “[0, 0]” for
“Missed PDCCH?”), [0086] (same), [0094] (“the UE misses the PDCCH” and “may
then send [0, 0] for the ACK information™), [0108] (“UE may then generate ACK
information based on whether or not control information is received”), [0110] (“UE
may generate two bits for the ACK information, set the two bits to a first value (e.g.,
[0, 0])”), [0111], Figs. 6, 8, 11, 12.) Malladi describes this scenario as an “error
scenario.” (Id., q[0061]; see also id., Y[0030] (explaining that a “negative
acknowledgement (NAK)” is sent if there is a decoding error), [0094].) Indeed, as a
person of ordinary skill in the art would have understood, in this scenario, data
intended for the UE was not received and must be retransmitted. (See id., [0006],

[0029], [0030].) Thus, Malladi discloses that, in this situation, “the user equipment

feeds back a negative acknowledgement message as confirmation information of this

downlink sub-frame,” as claimed.
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(/d., Fig. 8 (annotated).)

63. Thus, Malladi discloses these claim features.

[9.pre-2] “in a situation that the user equipment
detects the physical downlink control channel
corresponding to the transmitted data in the sub-
frame transmitting the data, the user equipment
analyzes data in this downlink sub-frame, and feeds
back an acknowledgement message as the
confirmation information in a situation that the
analysis is successful, otherwise, the negative
acknowledgement message is fed back as the
confirmation information;”

64. Tunderstand that claim element 9.pre-2 is part of the preamble of claim

9. Iunderstand that a preamble may not be limiting. For purposes of this Declaration,

however, I have been asked to assume that claim element 9.pre-2 is limiting. Based

on this assumption, Malladi discloses the features recited in claim element 9.pre-2.
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65. First, Malladi discloses “in a situation that the user equipment detects

the physical downlink control channel corresponding to the transmitted data in the

sub-frame transmitting the data, the user equipment analyzes data in this downlink

sub-frame,” as claimed. For example, Malladi describes a scenario where “the eNB
transmits an assignment for the UE on the PDCCH and the UE correctly decodes the
PDCCH,” (Ex. 1005, q[0093]), which is the “Physical Downlink Control Channel,”

(id., 4[0026]), (“in a situation that the user equipment detects the physical downlink

control channel”). (See also id., f[0074]-[0077] (describing states A2 through A4

where the “UE correctly decoded the PDCCH™), [0100], Fig. 8.) According to
Malladi, the eNB “send[s] data in accordance with the control information on the

PDSCH to the UE” (“corresponding to the transmitted data”). (/d., §[0027]; see also

id., 9[0007], [0096]-[0097], [0098], Figs. 7-8.) And, as illustrated in Figure 2 of
Malladi, transmissions of downlink control information and data are “partitioned

into subframes” (e.g., DL subframe n, DL subframe n+1, etc.) (“in_the sub-frame

transmitting the data™). (/d., §[0030], Fig. 2.) In that scenario, Malladi explains that

the data, which may be transmitted in the form of one or more codewords, is decoded

by the UE (“the user equipment analyzes data in this downlink sub-frame”). (/d.,

[0093]; see also id., 9[0074]-[0077] (describing states A2 through A4 where the
“UE correctly decoded the PDCCH” and “correctly decode[s]” none or all of the

corresponding codewords), [0100]).
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(/d., Fig. 8 (annotated).)

606.

Second, Malladi discloses “feeds back an acknowledgement message

as the confirmation information in a situation that the analysis is successful,

otherwise, the negative acknowledgement message i1s fed back as the confirmation

information,” as claimed. For example, Malladi explains that the two bits for the

ACK information “may convey decoding status of the one or two codewords sent to

the UE.” (Id., q[0009].) The 2-bit value will differ depending on the number of

codewords and the format used (e.g., formats 610, 620, or 630 if two codewords,

and 640 if one codeword), but for each allocated codeword, it will indicate either an

ACK (if correctly decoded) or a NAK (if not correctly decoded), as illustrated in

Tables 2
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TABLE 2

ACK information for two codewords

ACK
Bits  Fonmat 610 Format 620 Format 630
[0, 0] Missed PDCCH Missed PDCCH Missed PDCCH or

NAKSs for both codewords
[0,1] ACKs for both codewords  ACKs for both codewords  ACK for only 2™ codeword
[1,0] ACK foronly 1% codeword ACK for only 2™ codeword ACK for only 1* codeword
[1,1] MNAKs for both codewords  NAKs for both codewords ~ ACKs for both codewords

(Id., [0085]; see also J[0087]-[0089], [0091], Fig. 6.)

TABLE 3

ACK information for one codeword

ACK Bits Format 640

[0, 0] Missed PDCCH
[x, 1] X = | for ACK or x = 0 for NAK for 1 codeword
[1, %] x = | for ACK or x = 0 for NAK Tor 2™ codeword

(/d., [0086]; see also [0090], Fig. 6.)

67. Malladi explains that each 2-bit value conveys one of the states Al
through A5 or B1 through B5, where states A2 through A5 and B2 through B5 reflect
the various possible outcomes of decoding the one or more codewords. (/d.,
1900087]-[0091]; see also id, §9[0072]-[0083].)

68. Malladi further explains that the 2-bit value is sent back to the eNB, as
illustrated in Figure 8. (/d., 9[0093] (explaining what 2-bit values the UE may send
to the eNB based on the number of codewords allocated and whether each allocated

codeword is correctly decoded), [0100] (same).)
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(/d., Ex. 1005, Fig. 8 (annotated).)
69. Thus, Malladi discloses these claim features.

iii)  [9.a] “wherein in a situation that the user equipment
feeds back a plurality of groups of the confirmation
information, an amount of the confirmation
information fed back in each group is equal to a
maximum number of codeword streams in this
downlink sub-frame, and respective confirmation
information in each group corresponds to the
confirmation information of the codeword stream of a
corresponding downlink sub-frame;”

70. Malladi discloses these claim features.

71.  First, Malladi discloses “wherein in a situation that the user equipment

feeds back a plurality of groups of the confirmation information,” as claimed. With

respect to this claim feature, the specification of the 881 patent explains that “each

group corresponds to one downlink sub-frame and includes m pieces of the
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ACK/NAACK [sic] information,” where “m” refers to “the maximum number of
codeword streams of the downlink sub-frames.” (Ex. 1001, 9:14-26.) As an example,
two DL subframes, each capable of transmitting a maximum of two codeword
streams, correspond to two groups of confirmation information including two pieces
of ACK/NACK information. This explanation is consistent with the claim language
that appears later in the same “wherein” clause, which recites “respective

confirmation information in each group corresponds to the confirmation information

of the codeword stream of a corresponding downlink sub-frame.”

72.  Malladi similarly describes the UE sending back to the eNB a plurality

of groups of ACK/NACK information. For example, Malladi describes the UE

sending back to the eNB (“wherein in a situation that the user equipment feeds

back™) 2-bit ACK information (“groups of the confirmation information™) for each

subframe (“a plurality”). (/d.) As illustrated in Figure 2, Malladi explains that
downlink control information and data transmissions are ‘partitioned into
subframes” (e.g., DL subframe n, DL subframe n+1, etc.). (Ex. 1005, 4[0030], Fig.
2.) As also illustrated in Figure 2, Malladi explains that ACK information is sent
from the UE to the eNB for each DL subframe. (/d., §[0030], Fig. 2.)

73.  Similarly, referring to Figure 8, which “shows a design of a process 800
performed by the UE to send ACK information,” Malladi explains that the “UE may

perform process 800 in each subframe in which data might be sent to the UE.” (/d.,

-37-
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1[0099], Fig. 8.) Malladi further explains that the ACK information is sent back to
the eNB. (/d., Y[0093], [0100], Fig. 8.) Thus, according to Malladi, the UE sends to
the eNB a plurality of ACK information, which correspond to a plurality of received
DL subframes.

74.  Additionally, Malladi explains that each of the plurality of ACK
information is a group of information represented by a 2-bit value. For example, as
discussed above in Section [X.A.1.i1, Malladi explains that the ACK information is
represented by two bits, where each 2-bit value conveys (i) whether the UE missed
the PDCCH and (ii) the decoding status of the one or more codewords received by
the UE. (/d., 9[0009].) The 2-bit value will differ depending on the number of
codewords and the format used (e.g., formats 610, 620, or 630 if two codewords,
and 640 if one codeword), but for each allocated codeword, it will indicate either an
ACK (if correctly decoded) or a NAK (if not correctly decoded), as illustrated in
Tables 2 and 3, which are reproduced above in Section IX.A.1.ii. (/d., {[0072]-
[0083], [0085]-[0091], Figs. 6, 8.) Thus, similar to as described in the specification
of the 881 patent, Malladi’s 2-bit value corresponds to the maximum number of
codewords of the downlink subframes.

75. Second, Malladi discloses “an amount of the confirmation information

fed back in each group is equal to a maximum number of codeword streams in this
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downlink sub-frame,” as claimed.’ For example, “for a design in which the UE may

be scheduled with one or two codewords,” (/d., §[0102]), Malladi explains that UE
may generate and send back a “fixed number of bits for the ACK information” (in
this design, two bits) for each downlink subframe “regardless of the number of
codewords received,” (id., [0102]). This design is illustrated in Tables 2 and 3,
which are reproduced above in Section IX.A.l.ii. If two codewords are allocated,
the ACK information will be represented by a 2-bit value, as illustrated in Table 2.
(Id., 99[0085], [0087]-[0089], [0093], [0110], Fig. 6.) If one codeword is allocated,
the ACK information is still represented by a 2-bit value, as illustrated in Table 3,
where the “x” in “[x, 1]” and “[1, x]” equals “1” or “0” depending on whether the
allocated codeword is decoded correctly or decoded in error, respectively. (/d.,
1910086], [0090], [0093], [0110], Fig. 6.) Malladi explains that a 2-bit value (e.g.,
[0, 0]) is sent back even if no codewords are received. (/d., 9[0085]-[0092], [0094],
Fig. 6.)

76.  Figure 8, which illustrates “a process 800 performed by the UE to send

ACK information,” likewise shows that a 2-bit value is sent back regardless of the

number of codewords received. (/d., §[0100], Fig. 8.)

> A person of ordinary skill in the art would have known that a codeword and a

codeword-stream refer to the same concept and therefore mean the same thing.
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77.  Malladi further explains that the “UE may also be scheduled...for more
codewords,” in which case “the UE may send ACK information for all codewords
received by the UE.” (1d., §[0102]; see also id., 19[0009], [0035], [0110].)

78.  Thus, in Malladi, the ACK information may be fixed such that the
amount of information always equals the maximum number of codewords in the
corresponding downlink subframe.

79.  Third, Malladi discloses “respective confirmation information in each

oroup corresponds to the confirmation information of the codeword stream of a

corresponding downlink sub-frame,” as claimed. For example, for each downlink

subframe, Malladi explains that the corresponding ACK information represented by

a 2-bit value (“respective confirmation information in each group”) reflects whether
-40-
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each allocated codeword in the corresponding downlink subframe is decoded

correctly or in error (“corresponds to the confirmation information of the codeword

stream of a corresponding downlink sub-frame”). Malladi explains that “[t]he eNB

may send each codeword separately with HARQ,” and that the “UE may decode
each codeword separately and may send ACK information for one or two codewords
received from the eNB as described below.” (Id., §[0033]; see also id., §[0030].)
80. If one codeword is allocated for a downlink subframe, Malladi
describes using format 640, as illustrated in Table 3, which is reproduced above in
Section IX.A.1.ii. (/d., qY[0086], [0090], [0093], [0100], Figs. 6, 8.) According to
Malladi, “[1]f only the first codeword is allocated, then the UE may send [x, 1] for
the ACK information, where x=1 if the first codeword is decoded correctly and x=0
if the first codeword is decoded in error.” (/d., §[0093].) Similarly, “[i]f only the
second codeword is allocated, then the UE may send [1, x] for the ACK information,
where x=1 if the second codeword is decoded correctly and x=0 if the second
codeword is decoded in error.” (Id.) As a result, using format 640, “the two ACK

bits can convey states B1, B2, B3, B4 and B5, where [0, 0] conveys state B1, [0, 1]
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conveys state B2, [1, 0] conveys state B4, and [1, 1] conveys state B3 or B5.”¢ (Id.,
1910078]-[0083], [0090].)

81. If two codewords are allocated for a downlink subframe, Malladi
describes using formats 610, 620, or 630, as illustrated in Table 2, which is
reproduced above in Section IX.A.1.ii. (/d., 9[0085], [0087]-[0089], [0093], [0100],
[0110], Figs. 6, 8.) For example, if format 630 is used, the 2-bit value may be set to
“10, 0] if the UE “decoded both codewords in error” (i.e., state AS5), “[0, 1]” if the
UE “correctly decodes only 2"¢ codeword” (i.e., state A4), “[1, 0]” if the UE
“correctly decodes only 1 codeword” (i.e., state A3), and “[1, 1]” if the UE
“correctly decoded both codewords” (i.e., state A2).” (Id., §[0072]-[0077], [0085],
[0089], [0093], [0100], Figs. 6, 8.)

82. Malladi therefore discloses these claim features.

6 In this format, “1” represents an ACK (i.e., the codeword was correctly decoded)
and “0” represents a NAK (i.e., the codeword was incorrectly decoded). (Ex. 1006,
q[0086].)

7 In this format, “1” represents an ACK (i.e., the codeword was correctly decoded)
and “0” represents a NAK (i.e., the codeword was incorrectly decoded). (Ex. 1006,

1[0085].)
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iv)  [9.b] “in a situation that the number of the codeword
streams of the downlink sub-frame is smaller than the
maximum number of the codeword streams of the
downlink sub-frame, the user equipment feeds back
the confirmation information of the maximum
number of the codeword streams, wherein
confirmation information without a corresponding
codeword stream is set as a predefined fixed value;”

83. Malladi discloses these claim features.

84.  First, Malladi discloses “in the situation that the number of codeword

streams of the downlink sub-frames is smaller than the maximum number of the

codeword streams of the downlink sub-frame, the user equipment feeds back the

confirmation information of the number of the maximum codeword streams.” as

claimed. As discussed above in Section IX.A.l.ii1, Malladi describes a design in
which (i) the UE may be scheduled for a maximum number of two codewords in a
subframe, (i1) the UE is actually scheduled for less than the maximum number of
codewords in a subframe, and (ii1) the UE always sends back to the eNB ACK
information that equals the maximum number of two codewords.

85.  For example, Malladi explains that, “for a design in which the UE may
be scheduled with one or two codewords,” (Ex. 1005, [0102]), the UE may generate
and send back a “fixed number of bits for the ACK information” (in this design, two
bits) for each downlink subframe “regardless of the number of codewords received,”
(id., q[0102]). To illustrate, referring to Figure 8, Malladi explains that the UE may

“determine whether an assignment of one codeword has been received (block 822),”
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and if so, “the UE may decode the PDSCH for one codeword (block 824)” and “then
send [x, 1] or [1, x] for ACK information for one codeword (block 826).” (/d.,
[0100]; see also id., Fig. 8.) If the UE does not determine that an assignment of one
codeword has been received, “then the UE may determine whether an assignment of
two codewords has been received (block 832),” and if so, “the UE may decode the
PDSCH for two codewords (block 834)” and “then send [0, 0], [0, 1], [1, O], or [1,
1] for ACK information for two codewords (block 836).” (Id., [0100]; see also id.,
Fig. 8.). If the UE does not determine that an assignment of two codewords has been
received, “then the UE may send [0, 0] for ACK information for no codewords

(block 846).” (Id., [0101]; see also id., T[0085]-[0092], [0094], Figs. 6, 8.)

( Start )
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’-./
UE 820
operating in Decode the PDCCH
PDCCH-less for possible assignment
mode?
YE
= UE UE
allocated one allocated two NO
codeword? codewords?
YES YES
614 824 834
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for one codeword for one codeword for two codewords
v 816 4 626 v 836 v 846
Send [1, x] for ACK Send either [x, 1] or Send [0, 0], [0, 1], Send [0, 0] for
info for one codeword [1, x] for ACK info [1. 0] or [1, 1] for ACK no ACK info
for one codeword info for two codewords
v I '
Yy
C End )
FIG. 8
(/d., Fig. 8 (annotated).)
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86. If an assignment of one codeword has been received, whether the UE
sends “[x, 1]” or “[1, x]” and the value of “x” depends on which codeword was
allocated and whether that codeword was decoded correctly. (/d., §9[0078]-[0083],
[0086], [0090], [0093], [0100], Fig. 6.) As illustrated in Table 3, which is reproduced
above in Section [X.A.1.i1, Malladi explains that, “[i]f only the first codeword is
allocated, then the UE may send [x, 1] for the ACK information, where x=1 if the
first codeword 1s decoded correctly and x=0 if the first codeword is decoded in
error.” (Id., [0093]; see also id., [0086] (“x = 1 for ACK or x = 0 for NAK for I*
codeword”).) Similarly, “[1]f only the second codeword is allocated, then the UE
may send [1, x] for the ACK information, where x=1 if the second codeword is
decoded correctly and x=0 if the second codeword is decoded in error.” (/d., §[0093];
see also id., §[0086] (“x = 1 for ACK or x = 0 for NAK for 2™ codeword”).)

87.  Therefore, even if only one out of the two maximum number of possible

codewords is allocated (“in the situation that the number of codeword streams of the

downlink sub-frames is smaller than the maximum number of the codeword streams

of the downlink sub-frame”), the ACK information sent back by the UE is still

represented by a 2-bit value (e.g., “[x, 1]” or “[1, x]”) (“the user equipment feeds

back the confirmation information of the number of the maximum codeword

streams”). (d., 9[0086], [0090], [0093], [0100], [0110], Figs. 6, 8.)
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88.  Moreover, while the designs discussed above involve “one or two
codewords,” Malladi explains that the “UE may also be scheduled...for more
codewords,” in which case “the UE may send ACK information for all codewords
received by the UE.” (/d., §[0102].) According to Malladi, “[t]he eNB may detect
for ACK information for different possible number of codewords that might be sent
to the UE.” (Id.) Thus, Malladi discloses designs with a maximum number of
codewords greater than two that disclose these claim features for reasons similar to
those discussed above.

89. Second, Malladi discloses “wherein confirmation information without

a corresponding codeword stream is set as a predefined fixed value,” as claimed. For

example, as discussed above, if “an assignment of one codeword has been received
(block 822),” “the UE may decode the PDSCH for one codeword (block 824)” and
“then send [x, 1] or [1, x] for ACK information for one codeword (block 826).” (1d.,
[0100]; see also id., Fig. 8.) If “the first codeword is allocated” the “UE may send
[x, 1] for the ACK information,” and if “the second codeword is allocated” the “UE
may send [1, x] for the ACK information,” where “x=1" if the codeword is “decoded
correctly” and “x=0" if the codeword is “decoded in error.” (/d., §[0093]; see also
id., 49[0086], [0090], [0100].) The other bit is always set to “1.” (/d., §9[0086],
[0090], [0093], [0100].) Accordingly, regardless of whether the first or second

codeword is allocated, the bit corresponding to the codeword that was not allocated
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(“wherein confirmation information without a corresponding codeword stream”) is

set to a predefined fixed value of “1” (“is set as a predefined fixed value™).

90. Malladi therefore discloses these claim features.

V) [9.¢c] “when the user equipment fails to detect the
physical downlink control channel corresponding to
the transmitted data in the sub-frame which transmits
the data, the user equipment feeds back the negative
acknowledgement message as the confirmation
information of each codeword stream in a group
corresponding to this downlink sub-frame.”

91. Malladi discloses these claim features.
92. Claim element 9.c is similar to the language in claim element 9.pre-1

that recites “in a situation that a user equipment fails to detect a physical downlink

control channel corresponding to transmitted data in a sub-frame transmitting data,

the user equipment feeds back a negative acknowledgement message as

confirmation information of this downlink sub-frame.” Therefore, Malladi discloses

the features in claim element 9.c for reasons similar to those discussed above for
claim element 9.pre-1. (See supra Section [X.A.1.1.)

93. The only meaningful difference between claim element 9.c and the
above-identified language in claim element 9.pre-1 is that, in claim element 9.c, the
UE feeds back the negative acknowledgement message as the confirmation

information “of each codeword stream in a group corresponding to this downlink

subframe.” Malladi also discloses this feature.
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94. For example, for reasons similar to those discussed above in Section
IX.A.1.1, Malladi describes a scenario where “the UE incorrectly decodes the

PDCCH and misses the control information,” which discloses “when the user

equipment fails to detect the physical downlink control channel corresponding to the

transmitted data in the sub-frame which transmits the data,” as claimed. (Ex. 1005,

[0061]; see also id., [0026] (“PDCCH” refers to the “Physical Downlink Control
Channel”), [0007] (the eNB sends the UE “control information” and “data in
accordance with the control information”), [0030] (transmissions are “partitioned
into subframes™), Fig. 2.)

95. In this scenario, Malladi explains that the UE sends back a negative
acknowledgement message for each codeword in the downlink subframe (“the user

equipment feeds back the negative acknowledgement message as the confirmation

information of each codeword stream in a group corresponding to this downlink sub-

frame”). For example, in this scenario, Malladi explains that the 2-bit value “[0, 0]”
1s sent as the ACK information for that subframe, where each “0” corresponds to a
codeword, as illustrated in Table 3. (Ex. 1005, 99[0085] (“ACK Bits” are “[0, 0]
for “Missed PDCCH”), [0086] (same), [0087] (“[0, 0] conveys state A1), [0088]
(same), [0089] (same), [0090] (“[0, O] conveys state B1”), [0094] (“the UE misses
the PDCCH” and “may then send [0, 0] for the ACK information™), [0101] (“the UE

may send [0, 0] for ACK information for no codewords (block 846),” which covers
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“scenario 3 in which the UE is scheduled but misses the PDCCH”), [0108] (“UE
may then generate ACK information based on whether or not control information is
received”), [0110] (“UE may generate two bits for the ACK information, set the two
bits to a first value (e.g., [0, 0]) if the control information is not received”), [0111],
Figs. 6, 8, 11, 12.) Malladi describes this scenario as an “error scenario.” (/d.,
[0061]; see also id., YY[0030] (explaining that a “negative acknowledgement
(NAK)” 1s sent if there is a decoding error), [0094].) As a person of ordinary skill in
the art would have understood, in this scenario, data intended for the UE was not
received and must be retransmitted. (See id., §Y[0006], [0029], [0030].) Thus,

Malladi discloses that, in this situation, “the user equipment feeds back the negative

acknowledgement message as the confirmation information of each codeword

stream 1n a group corresponding to this downlink sub-frame,” as claimed.
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(/d., Fig. 8 (annotated).)

B. The Combination of Malladi and Kim Discloses and/or Suggests
the Features of Claim 10

1. Claim 10

i) [10.a] “The method according to claim 9, wherein in a
situation that the data in the downlink sub-frame that
transmits the data is sent as a single codeword stream,
each piece of confirmation information in the uplink
sub-frame fed back by the user equipment to an
eNodeB corresponds to a codeword stream of one
downlink sub-frame that transmits the data;

96. Malladi discloses these claim features for reasons similar to those
discussed above for claim elements 9.a-c. (See supra Sections IX.A.1.iii-v.)

97. First, Malladi discloses “wherein in a situation that the data in the

downlink sub-frame that transmits the data is sent as a single codeword stream,” as
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claimed. For example, as discussed above in Section IX.A.1.11, Malladi describes “a
design in which the UE may be scheduled with one or two codewords.” (Ex. 1005,
[0102]; see also id., 9[0028].) And Malladi explains that DCI and data
transmissions are “partitioned into subframes.” (e.g., DL subframe n, DL subframe
n+l1, etc.). (/d., §[0030], Fig. 2.)

98. Second, Malladi discloses “each piece of confirmation information in

the uplink sub-frame fed back by the user equipment to an eNodeB corresponds to a

codeword stream of one downlink sub-frame that transmits the data,” as claimed.

For example, as discussed above in Section IX.A.1.11, if one codeword is transmitted
in one DL subframe, Malladi explains that the UE generates and sends back to the
eNB in a UL subframe a “fixed number of bits for the ACK information” for the
codeword in the format “[x, 1]” (if only the first codeword is allocated) or “[1, x]”
(if only the second codeword is allocated), where the value of “x” depends on
whether the single codeword was decoded correctly. (/d., [0102]; see also id.,

1900078]-[0083], [0086], [0090], [0093], [0100], Figs. 6, 8.) Thus, in this situation,
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€6, 9

each piece of the ACK information sent back (i.e., the two bits “x” and “1”)
corresponds to the one codeword transmitted in the one DL subframe.

ii) [10.b] *“in a situation that the data in the downlink
sub-frame which transmits the data is sent as multiple
codeword streams, for one downlink sub-frame that
transmits the data, the user equipment acquires the
confirmation information corresponding to each
codeword stream thereof,”

99. Malladi discloses these claim features.

100. First, Malladi discloses “in a situation that the data in the downlink sub-

frame which transmits the data is sent as multiple codeword streams,” as claimed,

for reasons similar to those discussed above for claim elements 9.a-c. (See supra
Sections IX.A.1.ii1-v.) For example, as discussed above in Section IX.A.1.ii, Malladi
describes “a design in which the UE may be scheduled with one or two codewords.”
(Ex. 1005, 9[0102]; see also id., [0028].) And Malladi explains that DCI and data
transmissions are “partitioned into subframes” (e.g., DL subframe n, DL subframe
n+l1, etc.). (/d., §[0030], Fig. 2.)

101. Second, Malladi discloses “for one downlink sub-frame that transmits

the data, the user equipment acquires the confirmation information corresponding to

each codeword stream thereof,” as claimed, for reasons similar to those discussed

above for claim elements 9.a-c. (See supra Sections IX.A.1.i1i-v.) For example, as
discussed above in Section IX.A.1.11, Malladi explains that the two bits representing

the ACK information for a DL subframe carrying two codewords conveys (1)
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whether the UE missed the PDCCH and (i1) the decoding status of each of the two

codewords received by the UE. (Ex. 1005, q[0009].) The 2-bit value will differ

depending on the format used, but for each allocated codeword, one of the bits will

indicate either an ACK (if correctly decoded) or a NAK (if not correctly decoded),
as illustrated in Tables 2 and 3. (/d., §9[0072]-[0083], [0085]-[0091], Figs. 6, 8.)

iili) [10.c] “in a situation that any one or more pieces of

confirmation information among the confirmation

information acquired is the negative

acknowledgement message, the user equipment sets

the confirmation information of this downlink sub-

frame as a negative acknowledgement; in a situation

that all the confirmation information acquired is the

acknowledgement message, the user equipment sets

the confirmation information of this downlink sub-
frame as an acknowledgement.”

102. Malladi in view of Kim discloses these claim features.

103. Malladi does not explicitly disclose these claims features, but a person
of ordinary skill in the art would have had good reason to include them in a system
like that described in Malladi based on the teachings of Kim. Kim relates to “wireless
communications, and in particular, to encoding uplink acknowledgements to
downlink transmission.” (Ex. 1007, q[0003]; see also id., Y4[0005] (describing
“multiple carrier communication” schemes), [0030] (“the downlink transmissions
comprise time division duplex (TDD) transmissions™).) Kim further “relates to

HARQ in a mobile communication system, and more particularly, to an apparatus
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for transmitting ACK/NACK signal in a multiple codeword (MCW) type MIMO
wireless system,” (id., §[0105]), similar to as described in Malladi.

104. For example, referring to Figure 11, reproduced below, Kim describes
“a block diagram of an ACK/NACK transmitting apparatus.” (/d., §[0108].) Kim
explains that the apparatus may have “n antennas” such that “n information streams
are received.” (Id., §[0122].) Each information stream is “decoded in correspondence
to the channel coding technique performed by the transmitting terminal,” and a
“CRC checking unit then performs an error check using CRC which is included in
each of the decoded information streams.” (/d., §[0123].) Based on the CRC check,
“if an error exists, the CRC checking unit generates a NACK, and if “there is no
error, the CRC checking unit generates an ACK.” (Id.) “Accordingly, when n
different information streams are received in parallel, n ACK/NACKs will be
transmitted.” (/d.)

105. Kim goes on to explain that the “n ACK/NACKSs [are] inputted to a
combiner to be combined into one ACK NACK signal,” using, for example, “[a]n
AND operation.” (Id., 99[0124]-[0126]; see also id., §9[0112]-[0121].) As a result,
if all of the n ACK/NACKSs indicate that “the entire n data™ has been “successfully

received,” “the combined ACK/NACK indicates 1” (claimed ‘“acknowledgement

message” situation). (Id.) If “at least one of the n data” is ‘“not...successfully
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received,” “the combined ACK/NACK indicates 0~ (claimed ‘“negative

acknowledgement message” situation). (/d.)

FIG. 11

1| Channel coding CRC check ‘o

<
:
s

S 2| Cheanel coding|—~] CRC check )

Y E N | Channel coding CRC check

W/
3/

W

Transmitting

ﬁ;

(Id., Fig. 11.)

106. Kim further describes, with reference to Figure 12, “a block diagram of
an ACK/NACK transmitting apparatus” like that shown in Figure 11 with “a control
unit added.” (/d., q[0127].) The control unit receives “n ACK/NACKs respectively
generated by CRC checking units” and “groups the inputted ACK/NACKSs into a

plurality of groups” (e.g., using an AND operation). (/d., §[0128]; see also id.,
-55-
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[0112]-[0113], [0117].) The “grouped ACK/NACK signals are combined by a

plurality of combiners to generate one ACK/NACK signal per group.” (Id.) The

“ACK/NACKSs are [then] inputted to a transmitting unit and then transmitted via an

antenna.” (/d., §[0130].)

FIG. 12
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Y || Channel coding
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CRC check

Y LT Channel coding
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ACK/NACK a
1
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(/d., Fig. 12 (annotated).)

107. A person of ordinary skill in the art would have had good reason to

combine the teachings of Malladi and Kim, which both relate to HARQ in wireless

communications systems, such that the two bits representing ACK information for

two respective codewords, as described in Malladi, are combined into a single ACK
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message, as described in Kim. A person of ordinary skill in the art would have had
good reason to combine the teachings of Malladi and Kim in such a way because, as
described in Kim, “a number of ACK/NACK signals to be transmitted can be
reduced [while] maintaining a high data rate.” (/d., §[0130].) Kim further explains
that, by combining ACK information in such a way, “a frequency resource for
control information transmission can be efficiently allocated.” (Id., §[0126].)
Additionally, according to Kim, the control unit can group ACK information by “the
type of received data stream” or to achieve “a prescribed number of groups to
appropriately select the size of control information to be transmitted.” (/d., [0128].)

108. A person of ordinary skill in the art would have also had a reasonable
expectation of success combining the teaching of Malladi and Kim in such a way.
For example, as discussed above, Malladi describes a UE acquiring ACK
information for each codeword and transmitting the information in a 2-bit format to
an eNB. The combination results in combining the 2-bit information, such that one
ACK/NACK message is transmitted to the eNB, and Kim describes techniques that
a person of ordinary skill in the art would have looked to for doing so. For example,
Kim describes a combiner using an “AND operation.” (/d., §[0124]-[0126].) It also
describes a control unit having a plurality of such combiners. (/d., §9[0127]-[0133].)
In the combination, the combiner(s) would combine multiple ACK/NACK messages

like those described in Malladi into one message. Thus, based on the teachings of
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Malladi and Kim, it would have been well within the skill of a person of ordinary
skill in the art to achieve the combination described above.

109. Accordingly the Malladi-Kim combination discloses these claim
features.

C. The Combination of Malladi and TDTech Discloses and/or
Suggests the Features of Claims 1, 4-6, 9, 13, and 14

1. Claim 1

i) [1.pre] “A method for feeding back confirmation
information on a physical uplink shared channel,
which is used for enabling a user equipment to feed
back to an eNodeB whether data of a downlink sub-
frame is correctly received in a situation that a number
of the downlink sub-frames is greater than a number
of uplink sub-frames in a time division duplex system,
wherein the method comprises:”

110. I understand that claim element 1.pre is the preamble of claim 1. I
understand that a preamble may not be limiting. For purposes of this Declaration,
however, | have been asked to assume that claim element 1.pre is limiting. Based on
this assumption, Malladi discloses the features recited in claim element 1.pre.

111. First, Malladi discloses “[a] method for feeding back confirmation

information on a physical uplink shared channel,” as claimed, for the same reasons

discussed above for claim element 9.pre-1, which recites the same claim feature.
(See supra Section 1X.A.1.1.) For example, as illustrated in Figures 6 and 8, Malladi
describes feeding back on the PUSCH (physical uplink shared channel) a fixed
number of bits as confirmation information, such as two bits, which may be defined
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based on different formats depending on whether one or two codewords (i.e.,
encoded data) are allocated. (Ex. 1005, §9[0009], [0071]-[0083], [0085]-[0094],
[0100], [0110], Figs. 6, 8.)

112. Second, Malladi discloses “which is used for enabling a user equipment

to feed back to an eNodeB whether data of a downlink sub-frame is correctly

received,” as claimed, for the same reasons discussed above for claim elements
9.pre-1 and 9.pre-2, which recite similar claim features. (See supra Sections
IX.A.1.1-11.) For example, as discussed in Section IX.A.1.i, referring to Figure 1,
Malladi describes a wireless network 100 comprising an eNB 110 (“an eNodeB”), a

UE 120 (“user equipment”), “downlink 122,” and “uplink 124,” where the “UE may

receive data and control information from eNB 110 via downlink 122 and may
transmit data and control information via uplink 124.” (Ex. 1005, §[0025]; see also
id., Fig. 1.) As shown in Figure 2, the transmissions of downlink (“DL”) control
information and data are “partitioned into subframes” (e.g., DL subframe n, DL
subframe n+1, etc.). (Id., §[0030], Fig. 2.) Malladi further explains that “eNB 110
may send control information on the PDCCH to the UE and may send data in
accordance with the control information on the PDSCH to the UE.” (/d., §[0027].)
The UE may then “process the PDCCH to determine whether it has been scheduled,”

and, if it has been scheduled, process the PDCCH “to obtain control information sent
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to the UE.” (Id.) Based on the control information, the “UE may then process the
PDSCH.” (1d.)

113. As discussed in Section IX.A.1.1, if the UE incorrectly decodes the
PDCCH and misses the control information, Malladi explains that the 2-bit
confirmation information sent from the UE to the eNB for this downlink subframe
is set to “[0, 0].” (/d., 99[0061], [0085] (“ACK Bits” are “[0, 0]” for “Missed
PDCCH”), [0086] (same), [0094] (“the UE misses the PDCCH” and “may then send
[0, 0] for the ACK information™), [0108] (“UE may then generate ACK information
based on whether or not control information is received”), [0110] (“UE may generate
two bits for the ACK information, set the two bits to a first value (e.g., [0, 0])”),
[0111], Figs. 6, 8, 11, 12.)

114. Additionally, as discussed in Section IX.A.l.ii, if “the UE correctly
decodes the PDCCH,” Malladi explains that the data, which may be transmitted in a
downlink subframe in the form of one or more codewords, is “decoded.” (/d.,
[0093]; see also id., 1[0074]-[0077] (describing states A2 through A4 where the
“UE correctly decoded the PDCCH” and “correctly decode[s]” none or all of the
corresponding codewords), [0100]). Malladi further explains that the two bits for the
confirmation information “may convey decoding status of the one or two codewords
sent to the UE.” (Id., [0009].) The 2-bit value will differ depending on the number

of codewords and the format used (e.g., formats 610, 620, or 630 if two codewords,
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and 640 if one codeword), but for each allocated codeword, it will indicate either an
ACK (if correctly decoded) or a NAK (if not correctly decoded), as illustrated in
Tables 2 and 3. (/d., 9[0071]-[0083], [0085]-[0091], [0093], [0100], [0110], Figs.
6, 8.)

115. Thus, in Malladi, the 2-bit confirmation information sent from the UE
to the eNB indicates whether the PDCCH and the one or two codewords were

successfully decoded, which discloses “enabling a user equipment to feed back to

an eNodeB whether data of a downlink sub-frame is correctly received,” as claimed.

116. Third, Malladi in view of TDTech discloses “in a situation that a

number of the downlink sub-frames is greater than a number of uplink sub-frames

in a time division duplex system,” as claimed. For example, Malladi describes

techniques for sending and receiving confirmation information (e.g., ACK
information) for “various wireless communications systems,” including time
division systems (e.g., TDMA). (Ex. 1005, 9[0024]; see also id., Abstract, [0003],

[0005].) Malladi does not, however, explicitly describe “a time division duplex

system,” in which “a number of the downlink sub-frames is greater than a number

of uplink sub-frames,” as claimed. But, as discussed above in Section V, the 881

patent admits that such time division duplex (TDD) systems were well known at the

time of the alleged invention, and, as discussed in more detail below, a person of
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ordinary skill in the art would have recognized the benefits of such a system in view
of Malladi and TDTech.

117. For example, among other technical specifications, the 3GPP’s TSG for
RAN published TS 36.211 V8.1.0, TS 36.211 V8.2.0, and TS 36.212 V8.2.0,
discussed above, which describe TDD and configurations where the number of DL
subframes is greater than the number of UL subframes. (See, e.g., Ex. 1010, 9-11
(Table 4.2-2).) TD Tech Ltd. submitted a document relating to these standard
specifications, titled “ACK/NACK Multiplexing in PUSCH in TDD” (R1-081339),
for discussion at the 3GPP TSG RAN WGI1 Meeting #52, held March 31-April 4,
2008, in Shenzhen, China. (Ex. 1006, 1.) This document is referred to herein as
TDTech.

118. TDTech discloses “a time division duplex system.,” in which “a number

of the downlink sub-frames is greater than a number of uplink sub-frames,” as

claimed. For example, as noted above, TDTech’s Title indicates that it relates to

“ACK/NACK” messages in “TDD” (“a time division duplex system”). (Ex. 1006,

1.) Specifically, TDTech explains that it is “related to ACK/NACK transmission in
the PUSCH” and “how to avoid data being interpreted as ACK/NACK at eNB when
a DL grant is missed by a UE.” (/d., 1.) According to TDTech, because in TDD

“there exist configurations with more sub-frames configured as DL than UL” (“a

number of the downlink sub-frames is greater than a number of uplink sub-frames”),
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TDD “requires several ACK/NACK be multiplexed in one PUSCH.” (/d.) Thus,
TDTech discloses this claim feature.

119. Based on these teachings of TDTech, a person of ordinary skill in the
art would have had good reason to combine the teachings of Malladi and TDTech
such that Malladi’s techniques for sending and receiving confirmation information

1s used for “a time division duplex system,” in which “a number of the downlink

sub-frames 1s greater than a number of uplink sub-frames,” as claimed. As discussed

above, Malladi already describes techniques for feeding back confirmation
information on a PUSCH from a UE to an eNB to indicate whether DL data was
correctly received, and explains that such techniques can be applied to ‘“various
wireless communications systems,” including time division systems (e.g., TDMA).
(Ex. 1005, 9[0024].) Malladi further describes its relationship to “3GPP” and
“Evolved UTRA (E-UTRA),” (id.), which TDTech also relates to (Ex. 1006, 1; Ex.
1010, 1; Ex. 1011, 1; Ex. 1012, 1). Thus, a person of ordinary skill in the art would
have recognized that Malladi’s techniques were relevant to 3GPP wireless
communication systems, such as the TDD system described in TDTech.

120. Additionally, a person of ordinary skill in the art would have recognized
that combining the teachings of Malladi and TDTech such that Malladi’s techniques
are used in a TDD system would have provided several well-known benefits. For

example, as a person of ordinary skill in the art would have known, TDD provides
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“efficient...spectrum utilization,” because it uses “one frequency band for both
transmitting and receiving.” (Ex. 1013, q[0003]; see also id., §[0045]; Ex. 1014,
14:13-16.) As a person of ordinary skill in the art would have also known, TDD
supports “asymmetric” DL/UL communications (e.g., more DL subframes than UL
subframes), like described in TDTech, which “improves the radio transmission
performance.” (Ex. 1013, q[0003]; see also id., §[0045]; Ex. 1010, 11.) Moreover,
“TDD can adjust the downlink and uplink transmission resources based on the
specific service requirements in both links, hence it improves the radio resource
management and the corresponding spectrum utilization.” (Ex. 1013, q[0003]; see
also id., §[0045]; Ex. 1014, 14:16-28 (““A great advantage of TDD operation is the
ability to dynamically allocate the portions of a frame allocated between the
downlink and the uplink.”).) Thus, a person of ordinary skill in the art would have
had good reason to combine the teachings of Malladi and TDTech, as it would have
resulted in a system that realizes the benefits of both TDD and Malladi’s techniques
relating to sending and receiving acknowledgement information.

121. A person of ordinary skill in the art would have also had a reasonable
expectation of success combining the teachings of Malladi and TDTech in such a
way. For example, Malladi describes how to send 2-bit confirmation information
corresponding to a DL subframe on one PUSCH. (Ex. 1005, 4[0032] (“The UE may

send...ACK information...on the PUSCH along with data sent on the uplink.”).)
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And TDTech describes how to send confirmation information for multiple DL
subframes on one PUSCH in a situation where there are more DL subframes than
UL subframes in a TDD system. (Ex. 1006, 1-2 (explaining that more bits are
reserved in the PUSCH for several ACK/NACK messages).) TDTech further
explains how to avoid problems that may arise when sending confirmation
information for multiple DL subframes on one PUSCH, as discussed in more detail
below for claim element 1.a. (Id., 1-2; see also infra Section IX.C.1.11.) A person of
ordinary skill in the art therefore would have had a reasonable expectation of success
combining the respective teachings of Malladi and TDTech, and could have done so
in a way that predictably retains their respective functions when combined. For
example, in one possible implementation of the combination, the UE would send 2-
bit confirmation information in one PUSCH (which has a large payload capacity),
similar to as described in Malladi, for a plurality DL subframes, similar to as
described in TDTech.

122. Thus, Malladi in view of TDTech discloses these claim features.
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ii) [1.a] “the eNodeB carries, in downlink control
information, a number value of the downlink sub-
frame corresponding to the confirmation information
which is fed back by one uplink sub-frame, and
transmits data on a plurality of continuous downlink
sub-frames after the sub-frame carrying the downlink
control information, wherein the number of the
downlink sub-frames which transmit the data is equal
to a number of the downlink sub-frames
corresponding to the confirmation information fed
back by the one uplink sub-frame;”

123. The Malladi-TDTech combination discloses these claim features.

124. First, the Malladi-TDTech combination discloses “the eNodeB carries,

in downlink control information, a number value of the downlink sub-frame

corresponding to the confirmation information which is fed back by one uplink sub-

frame,” as claimed. As an initial matter, the specification of the 881 patent, which

provides additional context for the “number value” claim feature, explains that the

“number (k)” is “sent in DCI format 0°® and “represent[s] that k continuous
downlink sub-frames, starting from the downlink sub-frame carrying DCI format 0,
are sent with the data.” (Ex. 1001, 7:24-40; see also id., 10:3-8 (“is used to represent
the number of the downlink sub-frames carrying the data sent by the eNodeB to the
object UE”).) According to the specification, the number value can be selected from

99 ¢¢

“a set of number values” “according to an amount of the data...to be transmitted.”

8 “DCI” is an abbreviation for “Downlink Control Information.” (Ex. 1001, 2:49.)
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(Id., 3:65-4:5.) Consistent with the specification, during prosecution of U.S. Patent
Application No. 12/905,299, which was issued as the *881 patent, the applicant
explained that the “number value of the downlink sub-frame” represents “how many
downlink sub-frames are used to transmit the data.” (Ex. 1004, 219.)

125. While Malladi describes an eNB that sends DCI for a DL subframe on
the PDCCH, (Ex. 1005, 99[0007] (“base station may send control information”),
[0025]-[0027] (explaining that “control information” is sent “on the PDCCH”),
[0033] (explaining that control information may convey information about downlink
communications to the UE), Fig. 2), it does not explicitly state that the DCI includes

9

a “number value,” as claimed. TDTech, however, describes carrying a “number

value” in DCI for a DL subframe, and a person of ordinary skill in the art would
have had good reason to include such a value in the DCI of the Malladi-TDTech
combination.

126. For example, TDTech explains that, because in TDD “there exist
configurations with more sub-frames configured as DL than UL,” TDD “requires

several ACK/NACK be multiplexed in one PUSCH” (“the confirmation information

which is fed back by one uplink sub-frame”). (Ex. 1006, 1.) TDTech proposes
sending multiple ACK/NACKs, because the alternative approach of “bundling
ACK” (i.e., using an ““AND’ operation on all the ACK/NACKs”) had several

identified “difficulties.” (Id.) TDTech, however, also identifies a potential problem
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with sending multiple ACK/NACKs when a DL grant is missed by a UE, which is
that the eNB may mistake uplink data as ACK/NACK information. (/d., 1-2.)

127. To solve this problem, TDTech proposes “inserting more bits in UL
grant to indicate [to] the UE how many ACK/NACK spaces or bits need to be
reserved for UL ACK/NACK in PUSCH.” (/d., 2.) TDTech refers to these inserted

bits as “ACK-Num-bits” (“number value of the downlink sub-frame corresponding

to the confirmation information™). (/d.) TDTech also proposes inserting in DL grant

“the same number of bits...for indicating the exact start position...of the
corresponding DL ACK/NACK in the PUSCH,” which TDTech refers to as “Index-
bits.” (Id.) As a person of ordinary skill in the art would have known, the UL and
DL grants correspond to DCI formats 0 and 1/1A/2, respectively, which are used for
scheduling UL and DL subframe transmissions, respectively. (Ex. 1012, 33-35.) By
providing the ACK-Num-bits and Index-bits in DCI, TDTech explains that the UE

(13

can detect “when it has a DL grant missed,” because “the total number of
ACK/NACK reservation counted in DL grant will not be equal to the number of
ACK/NACK indicated in the UL grant.” (Ex. 1006, 2.)

128. To illustrate, TDTech provides an example involving “4 DL
[subframes]...for PDSCH” and “1 UL [subframes] for PUSCH,” but “DL grant 2 is

missed by UE.” (Id.) In this example, the “‘Index-bits’ in the received DL grants

detected by UE are 0, 1 and 3.” (/d.) Because “DL grant 2” was missed by the UE,
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there is no Index-bits with the value “2.” By comparing the total number of Index-
bits received (i.e., 3) to the value of the ACK-Num-bits (i.e., 4), and analyzing the
Index-bits received (i.e., 0, 1, and 3), the “UE knows there is a DL grant...missing”
and that the missing DL grant “is [the] ‘2° DL grant,” information that the UE can
then pass on to the eNB:

After comparing the total number “3” ACK/NACK spaces
or bits required in DL grant and the reservation “4”
indicated in DL grant, UE knows there is a DL
grant...missing, further, it knows it is “2” DL grant
missing and it would inform eNB there is DL grant
missing by the CRC masking method and set the

corresponding “2” reservation to NACK.

(1d.)
129. Thus, TDTech’s teaching of an eNB including ACK-Num-bits in the

DCI’s UL grant discloses “the eNodeB carries, in downlink control information, a

number value of the downlink sub-frame corresponding to the confirmation

information which is fed back by one uplink sub-frame,” as claimed. Indeed, similar

to the *881 patent specification’s disclosure and the applicant’s statements during
prosecution relating to the claimed “number value,” TDTech teaches, for example,
that the ACK-Num-bits is transmitted in DCI format 0 (e.g., ACK-Num-bits is

carried in UL grant, which corresponds to DCI format 0) and represents how many

-69-

Page 81 of 122



DL sub-frames are transmitted (e.g., the number of ACK/NACK spaces or bits
corresponds to the number of DL sub-frames), as discussed above.

130. Based on TDTech’s teachings, a person of ordinary skill in the art
would have recognized the benefits of the eNB in the Malladi-TDTech combination
including ACK-Num-bits in a UL grant (i.e., DCI format 0), which corresponds to
the confirmation information fed back in one UL subframe, and Index-bits in DL
grants (i.e., DCI format 1/1A/2), similar to as described in TDTech, such as
improved system reliability and performance. As discussed above for claim element
1.pre, in one possible implementation of the Malladi-TDTech combination, the UE
would send in one PUSCH respective 2-bit confirmation information for a plurality

of DL subframes (“confirmation information which is fed back by one uplink sub-

frame™). (See supra Section I1X.C.1.i.) As explained in TDTech, when sending
multiple ACK/NACKSs like this, the eNB may mistake uplink data as ACK/NACK
information when a DL grant is missed by a UE. (Ex. 1006, 1-2.) Thus, as proposed
in TDTech, (id.), a person of ordinary skill in the art would have had good reason to

include ACK-Num-bits in the UL grant (“the eNodeB carries, in downlink control

information, a number value of the downlink sub-frame corresponding to the

confirmation information”) and Index-bits in the DL grant, respectively. That way,

like described in TDTech, (id., 2), the UE can examine these bits to determine

whether a DL grant was missed and which one was missing, information that the UE
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can then communicate to the eNB (e.g., in the form of ACK/NACKSs) for resolution.
For example, if a DL grant was missed, the eNB could retransmit the DL grant and
corresponding data.

131. A person of ordinary skill in the art would have also had a reasonable
expectation of success combining the teachings of Malladi and TDTech in such a
way. For example, as explained in TDTech, adding the ACK-Num-bits and Index-
bits would have merely required including additional bits in the DCI. (/d., 1-2.)
TDTech explains that this can be achieved by inserting the ACK-Num-bits in the
UL grant (i.e., DCI format 0), and inserting the Index-bits in the DL grant (i.e., DCI
format 1/1A/2). (Id., 2.) It would have been well within the ordinary capabilities of
a person of ordinary skill in the art to insert such bits into the DCI. Indeed, as
explained in TS 36.212 V8.2.0, TDD contemplates multiple DCI formats, including
DCI formats 0 and 1/1A/2. (Ex. 1012, 33-35.) A person of ordinary skill in the art
could have readily modified one of the preexisting DCI formats (e.g., DCI formats
0 and 1/1A/2, as TDTech suggests) or designed a new DCI format to predictably
carry bits like those described in TDTech.

132. Second, the Malladi-TDTech combination discloses “the

eNodeB...transmits data on a plurality of continuous downlink sub-frames after the

sub-frame carrying the downlink control information,” as claimed. For example, as

illustrated in Figure 2, Malladi describes an eNB sending a plurality of continuous
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DL subframes to the UE, where the “control information [is sent] on the PDCCH”
and the “data in accordance with the control information [is sent] on the PDSCH.”
(Ex. 1005, q[0027]; see also id, q[0007], [0027], [0030].) And TDTech explains

that ACK-Num-bits (“number value”) and Index-bits are inserted into the UL grant

and DL grants, respectively, and that each Index-bits corresponds to a “DL
transmission.” (Ex. 1006, 2.) For instance, for the 4DL/1UL example discussed in
TDTech, the first DL subframe would have a UL grant with an ACK-Num-bits value
of 4 and a DL grant with an Index-bits value of 0, and the second, third, and fourth
subsequent, continuous DL subframes carrying data would have DL grants with
Index-bits of 1, 2, and 3, respectively. (/d.) Based on the ACK-Num-bits and Index-
bits, the UE can determine whether and which DL subframe(s) was missed. (/d.)
133. Thus, a person of ordinary skill in the art would have understood that

TDTech teaches (or at least suggests) inserting ACK-Num-bits (“number value™) in

the UL grant and Index-bits in the DL grant of the first DL subframe sent to a UE,
and Index-bits in the DL grant of every subsequent, continuous DL subframe
carrying data to the UE. As a person of ordinary skill in the art would have
understood, it would have been necessary (or at least beneficial) to insert the ACK-
Num-bits into the first DL subframe, so as to inform the UE about how many DL
subframes carrying data to expect from the eNB. That way, the UE is equipped with

the information needed to detect and inform the eNB of any missed DL subframes

72-

Page 84 of 122



carrying data as soon as the UE receives the first DL subframe, consistent with
TDTech’s teachings. (Id., 2.) Accordingly, TDTech teaches (or suggests) that the

eNB (1) inserts ACK-Num-bits (“number value™) into the UL grant of the first DL

subframe (e.g., DL subframe corresponding to Index-bits 0) (“the sub-frame

carrying the downlink control information™) and (i1) sends a plurality of additional,

continuous DL subframes carrying data after the first DL subframe (e.g., DL

subframes corresponding to Index-bits 1, 2, and 3) (“transmits data on a plurality of

continuous downlink sub-frames after”).

134. A person of ordinary skill in the art would have had good reason to

implement TDTech’s teachings relating to ACK-Num-bits (“number value”) and

Index-bits in the Malladi-TDTech combination in a similar way and for similar
reasons as discussed above for TDTech. That is, in the combination, the eNB inserts
ACK-Num-bits and Index-bits into the DCI of the first DL subframe sent to a UE,
and inserts Index-bits into the DCI of each continuous DL subframe carrying data
sent to the UE after the first DL subframe. As described in TDTech, in a TDD system
where a UE sends multiple ACK/NACKs back to an eNB, similar to the Malladi-
TDTech combination, such an implementation would (i) allow the UE to determine
and inform the eNB whether and which DL subframe(s) was missed (e.g., so that the
eNB can rectify) and (i1) avoid the problem of the eNB mistaking uplink data as

ACK/NACK information. (/d., 2.) A person of ordinary skill in the art would have
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had a reasonable expectation of success combining the teachings of Malladi and
TDTech in such a way for the same reasons discussed above for the previous claim
feature.

135. Third, the Malladi-TDTech combination discloses “wherein the

number of the downlink sub-frames which transmit the data is equal to a number of

the downlink sub-frames corresponding to the confirmation information fed back by

the one uplink sub-frame,” as claimed, for the reasons discussed above. For example,

as discussed above, the ACK-Num-bits (“number value”) correspond to the

confirmation information fed back by the one UL subframe, because it “indicate[s]
[to] the UE how many ACK/NACK spaces or bits need to be reserved for UL
ACK/NACK in PUSCH.” (/d., 2.) Additionally, as discussed above, the number of
spaces or bits is equal to the number of DL subframes carrying data. (/d.)

iii)  [1.b] “after the user equipment receives the downlink
sub-frame which carries the downlink control
information, the data is received from the downlink
sub-frame which transmits the data after this
downlink sub-frame, and the confirmation
information of receiving the data is fed back together
with uplink data to the eNodeB through a physical
uplink shared channel through an uplink sub-frame;”

136. The Malladi-TDTech combination discloses these claim features.

137. First, the Malladi-TDTech combination discloses “after the user

equipment receives the downlink sub-frame which carries the downlink control

information, the data is received from the downlink sub-frame which transmits the
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data after this downlink sub-frame,” as claimed, for the same reasons discussed

above for claim element 1.a. (See supra Section IX.C.1.11.) As discussed in Section
IX.C.1.11, in the combination, an eNB sends a first DL subframe having ACK-Num-

bits (“number value™) in the subframe’s DCI to a UE and then sends subsequent DL

subframes carrying data to the UE, similar to as illustrated in Malladi’s Figure 2.
Thus, the UE would receive the first DL subframe carrying the ACK-Num-bits (“the

user equipment receives the downlink sub-frame which carries the downlink control

information”) followed by the subsequent DL subframes carrying data (“after” / “the

data is received from the downlink sub-frame which transmits the data after this

downlink sub-frame”).

138. Second, the Malladi-TDTech combination discloses “the confirmation

information of receiving the data is fed back together with uplink data to the eNodeB

through a physical uplink shared channel through an uplink sub-frame,” as claimed,

for the same reasons discussed above for claim element 1.pre. (See supra Section
IX.C.1.1.) As discussed in Section IX.C.1.1, in one example implementation of the
combination, the UE would send to the eNB in one PUSCH respective 2-bit
confirmation information for the plurality of DL subframes carrying data, along with

the data sent in the PUSCH.

-75-

Page 87 of 122



iv)

[1.c] “wherein, in a situation that the user equipment
feeds back a plurality of groups of the confirmation
information, an amount of the confirmation
information fed back in each group is equal to a
maximum number of codeword streams in this
downlink sub-frame, and respective confirmation
information in each group corresponds to the
confirmation information of the codeword stream of a
corresponding downlink sub-frame;”

139. The Malladi-TDTech combination discloses these claim features for

substantially the same reasons Malladi discloses claim element 9.a, which recites the

same features. (See supra Section IX.A.1.iii.) Regarding the disclosure relevant to

the features of claim element 1.c, the Malladi-TDTech combination differs from

Malladi alone in that the UE in the combination sends back the 2-bit ACK

information for a plurality of subframes (“plurality of groups of the confirmation

information”) in one UL subframe (‘“‘a situation that the user equipment feeds back™).

(See supra Section IX.C.1.1.) This difference, however, is technically insignificant

to a person of ordinary skill in the art, because the groups of ACK/NACK

information are still fed back to the eNB. Therefore, the combination likewise

discloses the features of claim element 1.c.
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V) [1.d] “in the situation that the number of codeword
streams of the downlink sub-frames is smaller than the
maximum number of the codeword streams of the
downlink sub-frame, the user equipment feeds back
the confirmation information of the number of the
maximum codeword streams, wherein confirmation
information without a corresponding codeword stream
is set as a predefined fixed value;”

140. The Malladi-TDTech combination discloses these claim features for
substantially the same reasons Malladi discloses claim element 9.b, which recites
substantially the same features. (See supra Section 1X.C.l.iv.) Regarding the
disclosure relevant to the features of claim element 1.d, the Malladi-TDTech
combination differs from Malladi alone in that the UE in the combination sends back
ACK/NACK information for multiple DL subframes in one UL subframe. (See
supra Section I1X.C.1.1.) This difference, however, is technically insignificant to a
person of ordinary skill in the art, because the ACK/NACK information in the
combination is still fed back to the eNB. Therefore, the combination likewise

discloses claim element 1.d.
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vi) [l.e] “when the user equipment fails to detect the
physical downlink control channel corresponding to
the transmitted data in the sub-frame which transmits
the data, the user equipment feeds back the negative
acknowledgement message as the confirmation
information of each codeword stream in a group
corresponding to this downlink sub-frame.”

141. The Malladi-TDTech combination discloses these claim features for
substantially the same reasons Malladi discloses claim element 9.c, which recites
substantially the same features. (See supra Section IX.A.l1.v.) Regarding the
disclosure relevant to the features of claim element 1.e, the Malladi-TDTech
combination differs from Malladi alone in that the UE in the combination (i) sends
back ACK/NACK information for multiple DL subframes in one UL subframe and
(i1) utilizes the ACK-Num-bits and Index-bits to confirm all assigned DL subframes
were properly received. (See supra Sections IX.C.l.i-ii.) These differences,
however, are technically insignificant to a person of ordinary skill in the art, because
the ACK/NACK information in the combination is still fed back to the eNB when
the UE fails to detect the PDCCH (e.g., when the ACK-Num-bits and Index-bits are
not equal). (See supra Section I1X.C.1.i-ii.) Therefore, the combination likewise

discloses claim element 1.e.
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2. Claim 4

i) “The method according to claim 1, wherein the
eNodeB sends a control signaling associated with the
allocation of the physical uplink shared channel on a
first downlink sub-frame in the downlink sub-frames
corresponding to the confirmation information fed
back by the uplink sub-frame.”

142. The Malladi-TDTech combination discloses these claim features. For
example, as discussed above for claim element 1.a, in the combination, the eNB

inserts ACK-Num-bits into the DCI of the first DL subframe. (See supra Section

IX.C.1.11.) The ACK-Num-bits constitutes “a control signaling associated with the

allocation of the physical uplink shared channel,” as claimed, because it is DCI that

“indicate[s] [to] the UE how many ACK/NACK spaces or bits need to be reserved
for UL ACK/NACK in PUSCH.” (Ex. 1006, 2.) In other words, the ACK-Num-bits
1s DCI that signals to the UE how to allocate the PUSCH to accommodate the needed
spaces or bits for the ACK/NACKSs. Additionally, because the ACK-Num-bits are
included in the first DL subframe, which may be followed by subsequent DL
subframes carrying data, and all of the DL subframes have corresponding
ACK/NAK:Ss in the reserved spaces or bits of the UL subframe, (see supra Section

IX.C.1.11), the combination also discloses that “the eNodeB sends” the ACK-Num-

bits “on a first downlink sub-frame in the downlink sub-frames corresponding to the

confirmation information fed back by the uplink sub-frame,” as claimed.
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3. Claim 5

i) “The method according to claim 1, wherein in the
uplink sub-frames fed back to the eNodeB, the user
equipment, according to the order of serial numbers of
the received downlink sub-frames which transmit the
data, receives each downlink sub-frame which
transmits the data and feeds back corresponding
confirmation information.”

143. The Malladi-TDTech combination discloses these claim features. As
discussed above for claim elements 1.a and 1.b, in one possible implementation of
the Malladi-TDTech combination, an eNB serially sends to a UE a plurality of DL
subframes carrying data, where each DL subframe is identified by an incrementing

Index-bits value that starts at zero (“the user equipment, according to the order of

serial numbers of the received downlink sub-frames which transmit the data,

receives each downlink sub-frame which transmits the data”), and the UE feeds back
ACK/NACK information for all of those DL subframes in one UL subframe, where
the ACK/NACK information is ordered according to the Index-bits values (“in the

uplink sub-frames fed back to the eNodeB., the user equipment, according to the

order of serial numbers of the received downlink sub-frames which transmit the

data,...feeds back corresponding confirmation information™). (See supra Sections

144. For example, TDTech explains that the DL subframes are each

identified by a unique Index-bits value that corresponds to the order in which the DL
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subframe are serially sent by the eNB to the UE (e.g., the first DL subframe has an
Index-bits value of 0, the second DL subframe has an Index-bits value of 1, etc.).

(Ex. 1006, 2.) Thus, TDTech discloses that the UE “receives each downlink sub-

frame which transmits the data,” and each DL subframe includes Index-bits, which

constitute a “serial number of the received downlink sub-frames which transmit the

data” “according to the order” the subframes are received, as claimed. Additionally,

TDTech explains that the Index-bits “is used to tell the NodeB, where the UL
ACK/NACK for the corresponding DL transmission insertion in the PUSCH starts
from.” (Ex. 1006, 2; see also id. (explaining that the Index-bits “indicat[es] the exact
start position...of the corresponding DL ACK/NACK in the PUSCH” and that
“multiple ACK/NACK shall be in a kind of ordering”).) Therefore, the UE also

99 €6

“feeds back corresponding confirmation information” “according to the order of

serial numbers,” as claimed.

145. As discussed above for claim element 1.a, a person of ordinary skill in

the art would have recognized that including Index-bits (“serial numbers”) in the DL

subframes carrying data and organizing the ACK/NACK information according to
the Index-bits in the UL subframe allows the UE to determine and inform the eNB
whether and which DL subframe(s) was missed (e.g., so that the eNB can rectity),
consistent with TDTech’s teachings. (Ex. 1006, 2; see also supra Section 1X.C.1.1.)

If, for example, the ACK/NACK information was not ordered according to the
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Index-bits in the UL subframe, the eNB may not be able to identify which DL
subframe(s) (if any) was missed. Moreover, consistent with TDTech’s teachings, by
including Index-bits, the combined Malladi-TDTech system avoids the problem of
the eNB mistaking uplink data as ACK/NACK information, because the Index-bits
inform the eNB where the ACK/BACK information for each DL subframe is located
in the PUSCH. (Ex. 1006, 2.)

146. Accordingly, the Malladi-TDTech combination discloses these claim
features.

4. Claim 6

i) [6.a] “The method according to claim 1, wherein in a
situation that the user equipment fails to receive the
data of in the sub-frame, the user equipment feeds
back a negative acknowledgement message as the
confirmation information of this downlink sub-
frame;”

147. The Malladi-TDTech combination discloses these claim features for
substantially the same reasons Malladi discloses claim element 9.pre-1, which
recites substantially the same features. (See supra Section 1X.A.1.i.) While claim
element 6.a differs from the relevant language in claim element 9.pre-1 in that claim

element 6.a recites failing to “receive the data...in the subframe” while claim

element 9.pre-1 recites failing to “detect a physical downlink control channel

corresponding to transmitted data in a sub-frame transmitting data,” this difference

is technically insignificant to a person of ordinary skill in the art, because failing to
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detect the PDDCH means the UE also fails to receive the data sent in accordance
with the control information carried by the PDDCH. (See supra Section [X.A.1.1.)

148. Additionally, regarding the disclosure relevant to the features of claim
6, the Malladi-TDTech combination differs from Malladi alone in that the UE in the
combination (1) sends back ACK/NACK information for multiple DL subframes in
one UL subframe and (i1) utilizes the ACK-Num-bits and Index-bits to confirm all
assigned DL subframes were properly received. (See supra Sections IX.C.1.i-11.)
This difference, however, is technically insignificant to a person of ordinary skill in
the art, because the ACK/NACK information in the combination is still fed back to
the eNB when the UE fails to detect the PDCCH (e.g., when the ACK-Num-bits and
Index-bits are not equal). (See supra Section IX.C.1.11.) Therefore, the combination
likewise discloses the features of claim 6.

ii) [6.b] “in a situation that the user equipment detects the
physical downlink control channel corresponding to
the transmitted data in the sub-frame transmitting the
data, the user equipment analyzes the data in this
downlink  sub-frame, and feeds back an
acknowledgement message as the confirmation
information in a situation that the analysis is

successful, otherwise, the negative acknowledgement
message is fed back as the confirmation information.”

149. The Malladi-TDTech combination discloses these claim features for
substantially the same reasons Malladi discloses claim element 9.pre-2, which

recites the same features. (See supra Section 1X.A.1.ii.) Regarding the disclosure
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relevant to the features of claim element 6.b, the Malladi-TDTech combination
differs from Malladi alone in that the UE in the combination (i) sends back
ACK/NACK information for multiple DL subframes in one UL subframe and (i1)
utilizes the ACK-Num-bits and Index-bits to confirm all assigned DL subframes
were properly received. (See supra Sections 1X.C.1.1-11.) This difference, however,
is technically insignificant to a person of ordinary skill in the art, because the
ACK/NACK information in the combination is still fed back to the eNB when the
UE detects the PDCCH (e.g., the ACK-Num-bits and Index-bits are equal) and
attempts to decode the DL subframes. (See supra Section IX.C.1.ii.) Therefore, the
combination likewise discloses claim element 6.b.

5. Claim 9

150. I have also been asked to consider a scenario where claim 9 requires
feeding back confirmation information for multiple DL subframes in one UP
subframe. In such a scenario, the Malladi-TDTech combination would have
disclosed such a requirement for the reasons discussed above for claim elements
1.pre-1.a. (See supra Sections IX.C.1.i-ii.) For example, as I discuss above, based
on TDTech’s teachings relating to TDD, which “requires several ACK/NACK be
multiplexed in one PUSCH,” (EX1006, 1), a POSITA would have had good reason
to combine the teachings of Malladi and TDTech such that Malladi’s system is a

TDD system where the UE sends a plurality of 2-bit confirmation information (i.e.,
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ACK/NACK information) in one PUSCH, each 2-bit confirmation information
corresponding to one of a plurality of DL subframes received by the UE. (See supra
Sections IX.C.1.i-11.)

6. Claim 13

i) [13.a] “The method according to claim 4, wherein in a
situation that the user equipment fails to detect a
physical downlink control channel corresponding to
transmitted data in the sub-frame transmitting the
data, or fails to receive the data thereof, the user
equipment feeds back a negative acknowledgement
message as the confirmation information of this
downlink sub-frame;”

151. The Malladi-TDTech combination discloses these claim features for
substantially the same reasons the Malladi-TDTech combination discloses claim
element 6.a, which recites the same features. (See supra Section 1X.C.4.1.)

ii) [13.b] “in a situation that the user equipment detects
the physical downlink control channel corresponding
to the transmitted data in the sub-frame transmitting
the data, the user equipment analyzes the data in this
downlink  sub-frame, and feeds back an
acknowledgement message as the confirmation
information in a situation that the analysis is
successful, otherwise, the negative acknowledgement
message is fed back as the confirmation information.”

152. The Malladi-TDTech combination discloses these claim features for
substantially the same reasons the Malladi-TDTech combination discloses claim

element 6.b, which recites the same features. (See supra Section 1X.C.4.ii.)
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7. Claim 14

i)

[14.a] “The method according to claim 5, wherein in a
situation that the user equipment fails to detect a
physical downlink control channel corresponding to
transmitted data in the sub-frame transmitting the
data, or fails to receive the data thereof, the user
equipment feeds back a negative acknowledgement
message as the confirmation information of this
downlink sub-frame;”

153. The Malladi-TDTech combination discloses these claim features for

substantially the same reasons the Malladi-TDTech combination discloses claim

element 6.a, which recites the same features. (See supra Section 1X.C.4.1.)

ii)

[14.b] “in a situation that the user equipment detects
the physical downlink control channel corresponding
to the transmitted data in the sub-frame transmitting
the data, the user equipment analyzes the data in this
downlink sub-frame, and feeds back an
acknowledgement message as the confirmation
information in a situation that the analysis is
successful, otherwise, the negative acknowledgement
message is fed back as the confirmation information.”

154. The Malladi-TDTech combination discloses these claim features for

substantially the same reasons the Malladi-TDTech combination discloses claim

element 6.b, which recites the same features. (See supra Section 1X.C.4.11.)
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D. The Combination of Malladi, TDTech, and Huawei Discloses
and/or Suggests the Features of Claims 2 and 11

1. Claim 2

i) “The method according to claim 1, wherein the eNodeB
uses a signaling in the downlink control information
for representing an index of the uplink sub-frame for
transmitting uplink data in the situation that the
number of the downlink sub-frames is smaller than the
number of the uplink sub-frames to carry the number
of the downlink sub-frames corresponding to the
confirmation information which is fed back by the one
uplink sub-frame.”

155. Malladi in view of TDTech and Huawei discloses these claim features.
156. As discussed above for claim element 1.pre, the Malladi-TDTech
combination discloses a TDD system. (See supra Section IX.C.1.i.) While neither

Malladi nor TDTech explicitly describes “a signaling in the downlink control

information for representing an index of the uplink sub-frame for transmitting uplink

data in the situation that the number of the downlink sub-frames is smaller than the

number of the uplink sub-frames,” as claimed, the inclusion of such a signaling in a

TDD system was well known to a person of ordinary skill in the art and had well-
known benefits. This is confirmed by the *881 patent, which describes known TDD
“signaling used to represent the index of the uplink sub-frame where the uplink data
1s transmitted in the TDD system” when the number of DL subframes is smaller than
the number of UL subframes. (Ex. 1001, 7:37-40; see also id., 2:43-48 (“Wherein

the index of the uplink sub-frame PUCCH is implicitly indicated by sending the

-87-

Page 99 of 122



serial number of the sub-frame of the downlink data and the smallest index of the
Control Channel Element (“CCE” for short) where its corresponding Physical
Downlink Control Channel (“PDCCH” for short) is located”), 7:27-30 (“when the
number of the downlink sub-frames is greater than the number of the uplink sub-
frames, the signaling representing the index of the uplink sub-frame where the uplink
data is transmitted in the TDD system in DCI format 0), 10:3-8 (“the signaling,
specially used in TDD system in DCI format 0 to indicate the index of the uplink
sub-frame where the uplink data is located”).) TS 36.212 V8.2.0 also indicates that
such signaling was included in TDD. (Ex. 1012, 33 (showing that the UL grant (DCI
format 0) include a “UL index (this field just applies to TDD operation)”).)

157. A person of ordinary skill in the art would have also had good reason
to include, and would have been able to include, in the TDD system disclosed by the
Malladi-TDTech combination, such a “signaling” in the UL grant portion of the DCI
in view of the teachings of Huawei. For example, Huawei describes a “UL
index...added into UL schedule grant” of the DCI. (Ex. 1008, 1.) Huawei also
describes an “[i]ndication of UL subframe to which the resource assignment relates
to by adding explicit signaling to the scheduling information.” (/d.) As Huawei
reflects, the UL index / indication signaling was proposed for TDD to 3GPP TSG

RAN WG, the same working group associated with TDTech. (/d.)
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158. Huawei also describes using the UL index to indicate the UL subframe
for transmitting the uplink data in situations where the number of DL subframes is
smaller than the number of UL subframes. (/d., 1-3.) For example, Huawei describes
using the UL index in scenarios where the UL to DL ratio is “6:1,” ““5:2,” and “4:3.”
(Id.) As reflected in Huawei, the UL index is used in these scenarios because TDD
1s asymmetric and, for each DL subframe, there is more than one UL subframe that
can be scheduled for transmission. (/d.) It is therefore necessary for the DL subframe
to indicate which UL subframe should transmit the UL data corresponding to the DL
subframe to ensure no UL transmissions are missed by the eNB. (/d.) Huawei further
describes using the UL index in these scenarios to indicate multiple UL subframes
for transmission of UL subframe data. Thus, based on the teachings of Huawei and
the state of the art (e.g., as described in the *881 patent and in TS 36.212 V8.2.0), a
person of ordinary skill in the art would have had good reason and been able to
include such a UL index (the claimed “signaling”) in the TDD system disclosed by
the Malladi-TDTech combination, because doing so would have, for example,
avoided UL transmission misses and/or indicated multiple UL subframes for UL
data transmission when there are more UL subframes than DL subframes.

159. A person of ordinary skill in the art would have also had good reason
to use the UL index signaling in the Malladi-TDTech-Huawei combination “to carry

the number of the downlink sub-frames corresponding to the confirmation
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information which is fed back by the one uplink sub-frame,” as claimed. As

discussed above for claim element 1.a, the Malladi-TDTech combination discloses
carrying the number of the downlink subframes (e.g., the ACK-Num-bits) in the UL
grant. (See supra Section IX.C.1.11.) And, as discussed above in this section, the UL
grant includes the UL index, or, at a minimum, based on the teachings of Huawei, it
would have been beneficial for the UL grant to include the UL index. A person of
ordinary skill in the art would have recognized that it would have been advantageous
and predictable to use the UL index to carry the ACK-Num-bits, as the UL grant is
limited in size and the UL index is one of a few known fields in the UL grant
available for transmitting such scheduling information to the UE.

160. A person of ordinary skill in the art would have had a reasonable
expectation of success implementing the combination discussed above, as the
combination merely requires including bits in the UL index, a known field in the
DCI, (Ex. 1001, 7:37-40; Ex. 1012, 33), and, as reflected in Huawei and TDTech,
multiplexing was a well-known technique that could have been used to transmit the

ACK-Num-bits along with other data, (Ex. 1008, 3; Ex. 1007, 1-2).
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2. Claim 11

i)

[11.a] “The method according to claim 2, wherein in a
situation that the user equipment fails to detect a
physical downlink control channel corresponding to
transmitted data in the sub-frame transmitting the
data, or fails to receive the data thereof, the user
equipment feeds back a negative acknowledgement
message as the confirmation information of this
downlink sub-frame;”

161. The Malladi-TDTech-Huawei combination discloses these claim

features for substantially the same reasons the Malladi-TDTech combination

discloses claim element 6.a, which recite the same features. (See supra Section

IX.C.4.i.) The introduction of Huawei’s teachings, which relate to information

included in the UL index, do not alter or detract from the teachings of the Malladi-

TDTech combination relating to these claim features.

ii)

[11.b] “in a situation that the user equipment detects
the physical downlink control channel corresponding
to the transmitted data in the sub-frame transmitting
the data, the user equipment analyzes the data in this
downlink  sub-frame, and feeds back an
acknowledgement message as the confirmation
information in a situation that the analysis is
successful, otherwise, the negative acknowledgement
message is fed back as the confirmation information.”

162. The Malladi-TDTech-Huawei combination discloses these claim

features for substantially the same reasons the Malladi-TDTech combination

discloses claim element 6.b, which recite the same features. (See supra Section

IX.C.4.1i.) The introduction of Huawei’s teachings, which relate to information
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included in the UL index, do not alter or detract from the teachings of the Malladi-

TDTech combination relating to these claim features.

E. The Combination of Malladi, TDTech, and Ericsson Discloses
and/or Suggests the Features of Claims 3 and 12

1. Claim 3

i)

“The method according to claim 1, wherein the eNodeB
determines a set of number values of all the downlink
sub-frames corresponding to information which is fed
back by the one uplink sub-frame according to a
configuration pattern for the current number of
downlink/uplink sub-frames, and selects
corresponding number values from the set according
to an amount of the data actually required to be
transmitted to be carried in the downlink control
information.”

163. The Malladi-TDTech combination does not explicitly disclose these

claim features, but they are disclosed in further view of Ericsson, at least under PO’s

infringement allegations against Samsung in district court. For example, in district

court, PO’s infringement allegations relating to claim 3 rely on “Downlink

association sets from standard 3GPP TS 36.213 version 16.2.0 Release 16 supported

by the Accused Device,” such as that shown in Table 10.1.3.1-1 below:
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Table 10.1.3.1-1: Downlink association set K : {k;.k.---k)y_,| for TDD

UL/DL Subframe n
Configuration | 0 | 1 2 3 4 5|6 7 8|9
0 - |- 6 - 4 - 6 - | 4
1 - - 7.6 4 - - - 7.6 4 -
2 - - 8,7.4,6 - - -1-187,4,6|-|-
3 - |- 7.6, 11 6,5 54 |- | - - - |-
4 - - 12,8, 7, 11 6,5 4,7 - - | - - - |-
5 -1-113,12,9,8,7,5,4,11,6 - - - - - - | -
6 - | - 7 7 5 - | - 7 7| -

(Ex. 1015, 31-36.) The prior art, such as Ericsson, discloses similar association sets.

164. For example, Ericsson proposes that “each UL subframe has an
associated set of DL subframes” and that the “sets of different UL subframes may
have different size.” (Ex. 1009, 1.) The sets may also differ depending on the
configuration. To illustrate, Ericsson provides Table 1, which shows (similar to
Table 10.1.3.1-1, which PO relies on in district court) “the associated set of DL
subframes...for the UL subframes of all configurations” according to one possible

timing relationship:

-03._
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Configuration UL subframe n

0 1 2 3 4 |5 6 7 819
(DWPTS) (DWPTS)

0(2DL:3UL) | - - 6 - 0 |- - 1 -5
1 3DL:2UL) | - - 5.6 9 - |- - 0.1 4| -
2(4DL:1UL) | - - 4.5.6.8 - - |- - 0.1.39 | - | -
3(7DL:3UL) | - - 1,5.6 78109 | - - - - -
4 (8DL:2UL) | - | 0,1.45 6.7,8.9 - - |- - - - -
5(ODL:1UL) | - - 0.1,3.45.6.78.9 | - - |- - - - -
6 (5SDL:5UL) | - - 5 6 9 | - - 0 1| -

(Ex. 1009, 1-2.) That is, for configuration 0 and UL subframe n=2, there is a set of
one associated DL subframe (i.e., DL subframe 6); for configuration 1 and UL
subframe n=2, there is a set of two associated DL subframes (i.e., DL subframes 5
and 6); for configuration 2 and UL subframe n=2, there is a set of four associated
DL subframes (i.e., DL subframes 4, 5, 6, and 8); and so on. (/d.)

165. A person of ordinary skill in the art would have had good reason to use,
for the UL subframes in the Malladi-TDTech combination, similar sets of associated
DL subframes for each configuration based on a timing relationship, like described
in Ericsson. Ericsson refers to R1-080890 (also submitted by Ericsson) to support
its proposal for such association sets, (Ex. 1009, 1), which explains that, from a “UL

29

performance perspective, primarily coverage,” it is “prefer[red] to distribute the

ACK/NACKSs in time domain to minimize the maximum number of ACK/NACKSs

to be transmitted in an UL subframe,” (Ex. 1016, 2). Ericsson’s association sets
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reflect such distributions. Thus, a person of ordinary skill in the art would have had
good reason to combine the teachings of the Malladi-TDTech combination and the
teachings of Ericsson such that ACK/NACKs are distributed in the time domain,
and, based on the distribution, eNBs determine sets of DL subframes associated with
UL subframes for each configuration, similar to as described in Ericsson.

166. Additionally, in the Malladi-TDTech-Ericsson combination, a person
of ordinary skill in the art would have understood (or at least found it beneficial)
that, based on the amount of data to be transmitted, the eNB would have set the
ACK-Num-bits to a number below or equal to the maximum number of DL
subframes of the set of DL subframes associated with a given UL subframe. For
example, as shown in Table 1 in Ericsson, an eNB determines a maximum set of
four DL subframes (i.e., DL subframes 4, 5, 6, and 8) for configuration 2 and UL
subframe n=2. (Ex. 1009, 2-3.) In this example, a person of ordinary skill in the art
would have recognized (or found it beneficial) that the eNB would have set the
ACK-Num-bits to a number less than or equal to four. The ACK-Num-bits would
have been set to four if all four DL subframes are needed to transmit data to a UE,
or the ACK-Num-bits would have been set to a number less than four if fewer than
four DL subframes are needed to transmit data to the UE. This understanding is
consistent with Ericsson’s teaching that an eNB may “assign[] only a single DL

subframe” or “more than one DL subframe” to a UE, (id., 2), and TDTech’s teaching
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that the ACK-Num-bits represent how many DL subframes are transmitted, (Ex.
1006, 2). And a person of ordinary skill in the art would have recognized that such
a combination would have been predictable and beneficial, because only the
necessary number of DL subframes needed to transmit the data would have been
sent to avoid needless overutilization of limited resources, and setting the ACK-
Num-bits to the number of DL subframes transmitted allows the UE to determine
and inform the eNB whether and which DL subframe(s) were missed.

167. A person of ordinary skill in the art would have also had a reasonable
expectation of success combining the teachings of Malladi, TDTech, and Ericsson
in such a way. For example, based on the teachings of Ericsson, a person of ordinary
skill in the art would have recognized that the combination would have merely
required determining a distribution of ACK/NACKSs and, based on the distribution,
determining corresponding association sets for each configuration. It would have
been well within the skill of a person of ordinary skill in the art to time the
transmission of DL subframes according to such a distribution and determine and
store such association sets.

168. Accordingly, the Malladi-TDTech-Ericsson combination discloses

“wherein the eNodeB determines a set of number values of all the downlink sub-

frames corresponding to information which is fed back by the one uplink sub-frame

according to a configuration pattern for the current number of downlink/uplink sub-
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frames” (e.g., for each UL subframe in each configuration, the eNB determines a set
of possible ACK-Num-bits, where the set of ACK-Num-bits includes the numbers
less than and equal to the maximum number of downlink subframes that can be sent

to and acknowledged by the UE in the UL subframe) and “selects corresponding

number values from the set according to an amount of the data actually required to

be transmitted to be carried in the downlink control information” (e.g., the eNB

selects an ACK-Num-bits based on the number of DL subframes needed to transmit
the data to the UE), as claimed.

2. Claim 12

i) [12.a] “The method according to claim 3, wherein in a
situation that the user equipment fails to detect a
physical downlink control channel corresponding to
transmitted data in the sub-frame transmitting the
data, or fails to receive the data thereof, the user
equipment feeds back a negative acknowledgement
message as the confirmation information of this
downlink sub-frame;

169. The Malladi-TDTech-Ericsson combination discloses these claim
features for substantially the same reasons the Malladi-TDTech combination
discloses claim element 6.a, which recite the same features. (See supra Section
IX.C.4.i.) The introduction of Ericsson’s teachings, which relate to ACK/NACK
distribution and association sets, do not alter or detract from the teachings of the

Malladi-TDTech combination relating to these claim features.
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[12.b] “in a situation that the user equipment detects
the physical downlink control channel corresponding
to the transmitted data in the sub-frame transmitting
the data, the user equipment analyzes the data in this
downlink  sub-frame, and feeds back an
acknowledgement message as the confirmation
information in a situation that the analysis is
successful, otherwise, the negative acknowledgement
message is fed back as the confirmation information.”

170. The Malladi-TDTech-Ericsson combination discloses these claim

features for substantially the same reasons the Malladi-TDTech combination

discloses claim element 6.b, which recite the same features. (See supra Section

[X.C.4.ii.) The introduction of Ericsson’s teachings, which relate to ACK/NACK

distribution and association sets, do not alter or detract from the teachings of the

Malladi-TDTech combination relating to these claim features.

F. The Combination of Malladi, TDTech, and Kim Discloses and/or
Suggests the Features of Claims 7 and 10

1. Claim 7

i)

[7.a] “The method according to claim 6, wherein in a
situation that the data in the downlink sub-frame that
transmits the data is sent as a single codeword stream,
each piece of confirmation information in the uplink
sub-frame fed back by the user equipment to the
eNodeB corresponds to a codeword stream of one
downlink sub-frame that transmits the data;”

171. The Malladi-TDTech-Kim combination discloses these claim features

for substantially the same reasons the Malladi-Kim combination discloses claim

element 10.a, which recites the same claim features. (See supra Section [X.B.1.1.)
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Regarding the disclosure relevant to the features of claim element 7.a, the Malladi-
TDTech-Kim combination differs from the Malladi-Kim combination in that the UE
in the Malladi-TDTech-Kim combination sends back ACK/NACK information for
multiple DL subframes in one UL subframe. (See supra Section 1X.C.1.1.) These
differences, however, are technically insignificant to a person of ordinary skill in the
art, because the ACK/NACK information in the Malladi-TDTech-Kim combination
1s still fed back to the eNB. (See supra Section IX.C.1.1.) Therefore, the Malladi-
TDTech-Kim combination likewise discloses claim element 7.a.

ii) [7.b] “in a situation that the data in the downlink sub-
frame that transmits the data is sent as multiple
codeword streams, for one downlink sub-frame that
transmits the data, the user equipment acquires the

confirmation information corresponding to each
codeword stream thereof,”

172. The Malladi-TDTech-Kim combination discloses these claim features
for substantially the same reasons the Malladi-Kim combination discloses claim
element 10.b, which recites the same claim features. (See supra Section 1X.B.1.ii.)
Regarding the disclosure relevant to the features of claim element 7.b, the Malladi-
TDTech-Kim combination differs from the Malladi-Kim combination in that the UE
in the Malladi-TDTech-Kim combination sends back ACK/NACK information for
multiple DL subframes in one UL subframe. (See supra Section I1X.C.1.1.) These
differences, however, are technically insignificant to a person of ordinary skill in the

art, because the ACK/NACK information in the Malladi-TDTech-Kim combination
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1s still fed back to the eNB. (See supra Section IX.C.1.1.) Therefore, the Malladi-
TDTech-Kim combination likewise discloses claim element 7.b.

iili) [7.c] “in a situation that any one or more pieces of
confirmation information among the confirmation
information acquired is the negative
acknowledgement message, the user equipment sets
the confirmation information of this downlink sub-
frame as a negative acknowledgement; in a situation
that all the confirmation information acquired is the
acknowledgement message, the user equipment sets

the confirmation information of this downlink sub-
frame as an acknowledgement.”

173. The Malladi-TDTech-Kim combination discloses these claim features
for substantially the same reasons the Malladi-Kim combination discloses claim
element 10.c, which recites the same claim features. (See supra Section IX.B.1.iii.)
Regarding the disclosure relevant to the features of claim element 7.c, the Malladi-
TDTech-Kim combination differs from the Malladi-Kim combination in that the UE
in the Malladi-TDTech-Kim combination sends back ACK/NACK information for
multiple DL subframes in one UL subframe. (See supra Section 1X.C.1.i.) These
differences, however, are technically insignificant to a person of ordinary skill in the
art, because the ACK/NACK information in the Malladi-TDTech-Kim combination
is still fed back to the eNB. (See supra Section IX.C.1.i.) Therefore, the Malladi-
TDTech-Kim combination likewise discloses claim element 7.c.

174. Additionally, compared to TDTech’s technique of sending multiple

ACK/NACKSs in one UL subframe, which had its own well-known benefits, (see
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supra Section IX.C.1.1), Kim’s technique of combining ACK/NACK information
(e.g., using an AND operation), has its own well-known benefits. Such benefits were
identified by Kim, as discussed above. (See supra Section IX.B.1.1i1.) Additionally,
as a person of ordinary skill in the art would have known, the 3GPP’s TSG for RAN
was aware of the strengths and weaknesses of these different techniques. For
example, it was known that combining ACK/NACK information in such a way
would have “improve[d]...UL coverage and capacity” and could have been achieved
using “already defined PUCCH formats.” (Ex. 1017, 1-2.) It was also known that,
while combining ACK/NACK information may require retransmitting all associated
DL subframes in the case of a NACK, the resulting degradation of DL throughput
would have been acceptable. (Ex. 1017, 1-2.) And there were also known solutions
to handle the case of missed DL assignments, such as using a counter of the PDSCH
assignments and/or indicating the number of bundled ACK/NACKs on the PUSCH.
(Ex. 1018, 1-4.) Thus, a person of ordinary skill in the art would have had good
reason and a reasonable expectation of success incorporating the teachings of Kim
into the TDD system disclosed by the Malladi-TDTech combination, such that the
TDD system of the Malladi-TDTech-Kim combination combines ACK/NACK
information (e.g., using an AND operation) or offers different modes of operation,

one of which combines ACK/NACK information and one of which does not.
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2. Claim 10

175. The Malladi-TDTech-Kim combination discloses claim 10 for the same
reasons the Malladi-Kim combination discloses claim 10. (See supra Section
IX.B.1.) For the reasons discussed for claim 7, (see Section IX.F.1), this 1s so despite

the inclusion of TDTech in the combination.

G. The Combination of Malladi, TDTech, and TS 36.211 V8.2.0
Discloses and/or Suggests the Features of Claim 8

1. Claim 8

i) “The method according to claim 1, wherein in a
situation that the downlink sub-frames sent by the
eNodeB to the user equipment includes special sub-
frames which cannot transmit data, the user
equipment does not consider the special sub-frames
when feeding back the confirmation information.”

176. Malladi in view of TDTech and TS 36.211 V8.2.0 discloses these claim
features. As discussed above with respect to claim elements 1.pre and 1.a, (see supra
Sections IX.C.1.i-ii), Malladi describes the “process 800 performed by the UE to
send ACK information” with reference to Figure 8, (Ex. 1005, §9[0099]-[0101], Fig.
8). Malladi goes on to explain that the “UE may perform process 800 in each
subframe in which data might be sent to the UE.” (/d., §[0099].) Thus, to the extent
a subframe does not transmit data, Malladi explains that process 800 is not
performed.

177. A person of ordinary skill in the art would have known (or at least found

it beneficial) that in TDD systems, like the TDD system of the combination, special
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subframes without data may be transmitted by the eNB to the UE, for which
Malladi’s process 800 would not be performed. For example, describing “the frame
structure...under the TDD mode according to the related art,” the 881 patent
explains that TDD includes “special sub-frame[s],” each consisting of a “DwPTS,”
“GP,” and “UpPTS.” (Ex. 1001, 1:37-53.) TDTech’s reference to “DwPTS” also
confirms that DL subframes in TDD included special subframes. (Ex. 1006, 2
(“Suppose, a cell is with DL:UL = 3:1 configuration, 4 DL (3DL frames + DwPTS)
for PDSCH and 1 UL for PUSCH.”).)

178. TS 36.211 V8.2.0, a technical specification relating to the TDD
standard available at the time of the alleged invention, confirms that special
subframes (i.e., referring to Table 4.2-2, subframe 1 in configurations 0-6 and
subframe 6 in configurations 0-2 and 6) are comprised of “three special fields,
DwPTS, GP, and UpPTS.” (Ex. 1010, 9-11.) According to TS 36.211 V8.2.0,
DwPTS is used for “downlink transmissions,” but in certain situations is not able to
transmit data in special subframe configurations 0 and 5 (as shown in Table 4.2-1).

(Id.)

? The Downlink Pilot Time Slot (DWPTS) is used for DL transmissions, the Uplink
Pilot Time Slot (UpPTS) is used for uplink transmissions, and the Guard Period (GP)

is to provide sufficient time to switch from DL to UL transmissions and vice versa.
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179. According to TS 36.211 V8.2.0, the total length of DwPTS in
configurations 0 and 5 is “6592 Ts” (using normal cyclic prefix).!® (Id. (Table 4.2-
1).) Because, as illustrated below, one OFDM symbol is 2048 75, and the cyclic
prefix is 160 Ts for the first symbol in a DL subframe (i.e., /=0) and 144 Ts for the
remaining symbols in the DL subframe (i.e., /=1,2,...,6), (id., 60-61), in these
configurations, DWPTS can fit only three OFDM symbols.!!

Usable Symbol Length

2048 Ts
FistCP Remaining CP
160 Ts 144 Ts
| S0 s1 | s2 | s3 S4 S5 S6
One OFDM Symboal One OFDM Symbol
(including First CP) (including Remaining CP)
2208 Ts 2192 Ts

10 Normal cyclic prefix is used when the delay between different multipath signals
is low. Extended cyclic prefix is used in special cases, such as when the delay
between different reflected signals is significant due to a larger cell size.

' The cyclic prefix is a guard time that precedes each OFDM symbol to tackle inter-

block interference among OFDM symbols.
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180. In certain situations, all three of the OFDM symbols are used to transmit
control information (e.g., Physical channel Hybrid ARQ Indicator Channel (PHICH),
Physical Control Format Indicator Channel (PCFICH), and Physical Downlink
Control Channel (PDCCH)) and a primary synchronization signal (PSS), leaving no

room for the transmission of data (e.g., PDSCH).!?

Table 4.2-1: Lengths of DWPTS/GP/UpPTS.

Configuration Normal cyclic prefix Extended cyclic prefix

DWPTS GP UpPTS DWPTS GP UpPTS
0 6592-7; | 21936-T, 7680-7; | 20480-T;
1 19760-7; 8768-T 20480-T; 76807 pEr
2 21952-7, 6576-T; | 2192-T, | 23040-T; 5120-T; s
3 24144-T 4384-T; 25600-7 2560-T
4 26336-T; 2192-T; 7680-7; | 17920-T;
5 6592 -T 19744-T; 20480-T 5120-7; | 5120-7;
6 19760-7; 65761 23040-T; 2560-T

4384-T,

7 21952-T, 4384-T; - - -
8 24144-T 2192-T, - - -

(/d., 10 (annotated).)

12 PDCCH carries scheduling information to UEs, PCFICH contains information on
the number of downlink OFDM symbols at the start of each subframe used for the

PDCCH, PHICH carries ACK/NACK information for received PUSCH, and PSS is

used to synchronize timing.
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181. For example, in the situation where the smallest downlink bandwidth

(i.e., Ng5=6) is configured in the cell and normal cyclic prefix is used, such that the

number of subcarriers per resource block (RB) is 12 (i.e., No>=12), every downlink

OFDM symbol will only have 72 subcarriers ( N2LNRE=T72). (Id., 32-34.)

One downlink slot 7},
-+

D
ND

ab OFDM symbols

-

-4

k=NpgNRB —1

Resource block

DL RB
/ Ngymp X Ny~ resource elements

Resource element (k,/)

w
5]
- w
£ B
1B
-g <
n| 8
=
m
~ g @
2
X =
-
a2 -

k=0

I=Njm -1

(1d., 33 (Figure 6.2.2-1 illustrating a downlink resource grid).)
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182. Because, per the formulas provided below, in a cell where the smallest
downlink bandwidth (i.e., Ng5=6) is configured, PSS requires 72 subcarriers (i.e.,
k=0,1,...,71), the entirety of the third OFDM symbol of the special subframes is
needed to transmit the PSS, leaving no room for the transmission of DL data (e.g.,
PDSCH). (1d., 57 (“For frame structure type 2, the PSS shall be mapped to the third

OFDM symbol in subframes 1 and 6.).)

ag; = d(n) n=0,..,61 PR }?}%NSIEB
NDL A/RB ool
k=n—-31+—_RB_"sc_

n=-5-4,.,-1,62,63,..66
(Id. (in the first formula, k=5,6...,66, and in the second formula,
k=0,1,2,3,4,67,68,69,70,71).)

183. Furthermore, as TS 36.211 V8.2.0 explains for the special subframes in
TDD, the number of OFDM symbols for PCFICH can be 1, (id., 43-44), the number
of OFDM symbols for PHICH can be 1 (normal PHICH) or 2 (extended PHICH),
(id., 50), and the number of OFDM symbols for PDCCH can be 1 or 2 (if more
control information must be sent), (id., 43). Thus, either when extended PHICH
duration is used or when the maximum number of allowed OFDM symbols (i.e., 2)
are used for PDCCH, the number of OFDM symbols in the control region at the start

of the subframe would be 2. As discussed, in a cell where the smallest downlink
bandwidth (i.e., Ngs=6) is configured, the entirety of the third downlink OFDM

symbol of the special subframes is occupied by the PSS. In such cell configurations
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(i.e., Ngs=6, with PDCCH occupying 2 OFDM symbols or PHICH occupying 2
OFDM symbols), all three symbols for DWPTS are needed for PHICH, PCFICH,
PDCCH, and PSS, leaving no room for data symbols (e.g., PDSCH). For these
reasons, it would have been well known to a person of ordinary skill in the art that,
in certain situations, there are special subframes in TDD that cannot transmit data.

184. Because (1) such special subframes in TDD do not transmit data, (i1) the
Malladi-TDTech combination is a TDD system, and (ii1) Malladi’s process 800 is
not performed for subframes that do not transmit data, a person of ordinary skill in
the art would have understood that the Malladi-TDTech combination discloses or
suggests the features of claim &.

185. I have also been asked to consider a scenario where the Malladi-
TDTech combination does not explicitly disclose these claim features. In this
scenario, based on TS 36.211 V8.2.0, a person of ordinary skill in the art would have
recognized the benefits of not performing Malladi’s process 800 for special
subframes that cannot transmit data, in a situation that the eNB sends special
subframes that cannot transmit data to the UE. As a person of ordinary skill in the
art would have understood, for a special subframe, it is desirable to have a larger GP
in certain situations, such as when interference is possible due to propagation
distance in a larger cell size, resulting in a DwPTS length (e.g., 6592 T5) that is too

short to transmit data. Additionally, because such special subframes do not transmit
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data, it is less important for the UE to acknowledge the special subframe, consistent
with Malladi’s teaching that process 800 is only performed for subframes
transmitting data. And a person of ordinary skill in the art would have had a
reasonable expectation of success implementing the combined teachings of Malladi,
TDTech, and TS 36.211 V8.2.0, given TS 36.211 V8.2.0 is a detailed specification

describing how to implement a TDD system.

-109-

Page 121 of 122



X. CONCLUSION

186. I declare that all statements made herein of my knowledge are true, and
that all statements made on information and belief are believed to be true, and that
these statements were made with the knowledge that willful false statements and the
like so made are punishable by fine or imprisonment, or both, under Section 1001 of

Title 18 of the United States Code.

j; / Digitally signed by Zhi Ding
Dated: March 5, 2023 By: x// == Bojst'g:o 2023.03.05 21:10:30
Zhi Ding
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