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HOT PLUGGABLE OPTICAL TRANSCEIVER 
IN A SMALL FORM PLUGGABLE PACKAGE 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application claims the benefit and is a continuation 
in-part of U.S. patent application Ser. No. 09/321,308, filed 
on May 27, 1999 by Wenbin Jiang et all having Attorney 
Docket No. 003918.P003 which is hereby incorporated by 
reference and also claims the benefit and is a continuation 
in-part of U.S. patent application Ser. No. 09/320,409, filed 
on May 26, 1999 by Wenbin Jiang et all having Attorney 
Docket No. 003918.P002 which is hereby incorporated by 
reference, all of which are to be assigned to E20 
Communications, Inc. 

FIELD OF THE INVENTION 

This invention relates generally to light coupling devices. 
More particularly, the invention relates to fiber optic mod 
ules. 

BACKGROUND OF THE INVENTION 

Fiber optic modules interface optical fibers to electronic 
circuitry transducing communication by light or photons 
with communication by electrical Signals. A fiber optic 
module may be a fiber optic receiver, transmitter or trans 
ceiver including both receive and transmit functions. The 
fiber optic receiver, transmitter and transceiver each have 
optical elements (OE) and electrical elements (EE). The 
fiber optic transmitter OE includes an emitter (Such as a 
Semiconductor LED or Laser) mounted in a package and an 
optical coupling element for coupling light or photons from 
the OE into the optical fiber. The type of semiconductor laser 
(light amplification by Stimulated emission of radiation) may 
be a vertical cavity surface emitting laser (VCSEL). The 
fiber optic receiver OE includes a photodetector (Such as a 
photodiode) mounted in a package and an optical coupling 
element for coupling light or photons from the optical fiber 
into the photodetector. The EE for each includes integrated 
circuits, other active elements and passive elements 
mounted on a substrate such as a printed circuit board (PCB) 
or ceramic. The OE and EE are connected electrically at the 
emitter and photodetector. 

Because many of the optical elements of fiber optic 
modules use plastic materials, the optical elements can not 
tolerate the high temperatures experienced during wave 
Soldering. Thus, wave Soldering of the fiber optic module 
printed circuit boards must be done before the optical 
elements are mounted to the printed circuit board. After 
wave Soldering, the optical-elements are then mounted to the 
printed circuit board in a separate manufacturing Step. The 
additional Step thereby increases manufacturing costs. It is 
desirable to reduce manufacturing costs of fiber optic mod 
ules by reducing the number of manufacturing Steps. It is 
desirable to wave solder fiber optic module printed circuit 
boards without necessitating Separate manufacturing Steps to 
mount the optical transmitters and optical receivers. 
A new Standard referred to as the Hot pluggable Gigabit 

Interface Converter (GBIC) has recently been introduced for 
fiber optic modules. The details of this new standard are set 
forth in SFF Committee Proposed Specification for GBIC 
(Gigabit Interface Converter), Rev. 5.4, Aug. 16, 1999, the 
disclosure of which is incorporated herein by reference. 
However, because GBICs are of a relatively large size, end 
users desire a more compact, high throughput fiber optic 
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2 
transceivers. Particularly, end users desire a GBIC in a small 
form pluggable (SFP), LC package. It is desirable to pack 
age the functions of a GBIC into the compact size of an SFP. 
LC package. 
AS end users become ever more reliant on digital optical 

network communication Systems, short interruptions in fiber 
optic devices become more Serious Service problems. Thus 
a need exists to minimize down time of fiber optic modules 
by allowing the hot replacement of fiber optic modules, the 
optical elements, and/or the electrical elements of fiber optic 
modules. 

Moreover, It is desirable to improve upon the prior art. 
BRIEF SUMMARY OF THE INVENTION 

Briefly, the present invention includes a method, appara 
tus and System as described in the claims. 
A fiber optic transceiver module is implemented within a 

GBIC (Gigabit Interface Converter) package with LC recep 
tacles. The fiber optic transceiver module is implemented 
with an optical element and an electrical element. The 
optical element includes an optical block holding light 
receivers, light transmitters, and lenses and aligns the lenses 
with fiber optic connectors inserted into the fiber optic 
receptacles. Fiber optic receptacles other than LC recep 
tacles may be used such as SC, MT-RJ, or MU receptacles 
to provide an optical interface of the module to the fibers. 
The electrical element is implemented with vertically 

Stacked receiver and transmitter printed circuit boards. The 
use of Separate vertically Stacked printed circuit boards 
allows packaging the functions of a GBIC within an LC or 
other Small form factor package. One of the printed circuit 
boards protrudes from the fiber optic modules outer 
housing, while the other printed circuit board is wholly 
contained by the outer housing. 
The printed circuit board that protrudes from the outer 

housing includes a hot pluggable electrical connector. The 
hot pluggable electrical connector is a portion of the printed 
circuit board that protrudes from the outer housing, thereby 
allowing electrical coupling of the fiber optic module to 
other electrical data processing devices. Alternatively, when 
a hot plug-in application is not required, the fiber optic 
module may have a fixed electrical interface format it is 
directly Soldered onto a daughter card or a System circuit 
board. Interconnect leads of the hot pluggable electrical 
connector electrically couple ground, power, and Signals in 
to the traces of printed circuit board contained within the 
fiber optic module outer housing. 
The Separate, Vertically Stacked printed circuit boards are 

aligned with each other and the optical element by a top 
frame and a bottom frame. The frames may be formed of a 
conductive material Such as a metal or other conductive 
material to provide electromagnetic interference (EMI) 
Shielding. Straddle mount Signal leads electrically couple the 
light receiver to the receiver printed circuit board. Formed 
(i.e. bent) signal leads electrically couple the light transmit 
ter to the transmitter printed circuit board. 

BRIEF DESCRIPTIONS OF THE DRAWINGS 

FIG. 1 is a simplified top-exploded view illustrating an 
optical element OE for an embodiment of the present 
invention. 

FIG. 2 is a partially assembled View of an optical element, 
receiver printed circuit board, and transmitter printed circuit 
board for an embodiment of the present invention. 

FIG. 3 is an exploded view of a printed circuit board cage 
Subassembly and optical element of the present invention. Ex. 1006.9
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FIG. 4 is an exploded view for the rear of the hot 
pluggable fiber optic module of the present invention. 

FIG. 5 is exploded view from the front of the fiber optic 
module of the present invention. 

FIG. 6A is a top view of the assembled fiber optic module. 
FIG. 6B is a bottom view of the assembled fiber optic 

module. 

FIG. 6C is a right side view of the assembled fiber optic 
module. 

FIG. 6D is a left side view of the assembled fiber optic 
module. 

FIG. 6E is a front view of the assembled fiber optic 
module. 

FIG. 6F is a rear view of the assembled fiber optic 
module. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

In the following detailed description of the present 
invention, numerous Specific details are Set forth in order to 
provide a thorough understanding of the present invention. 
However, it will be obvious to one skilled in the art that the 
present invention may be practiced without these specific 
details. In other instances well known methods, procedures, 
components, and circuits have not been described in detail 
So as not to unnecessarily obscure aspects of the present 
invention. 

The present invention includes a method, apparatus and 
System for hot pluggable optical transceiver in a Small form 
pluggable GBIC, LC type package. 

Referring now to FIG. 1, an exploded view of the optical 
element 103 of an embodiment of the present invention is 
illustrated. The optical element 103 include a nose 151, a 
pair of fiber ferrule sleeves 131, an electromagnetic inter 
ference Shield plate 153, the electromagnetic interference 
plate 153 provides shielding to keep electromagnetic inter 
ference from leaking into or out of the optical block 120 and 
the module. The optical block 120 aligns a light transmitter 
110 and a light receiver 111 with two lenses in the optical 
block 120. The light transmitters 110 or light receivers 111 
are optoelectronic devices for communicating with optical 
fibers using light of various wavelengths or photons. An 
optoelectronic device is a device which can convert or 
transduce light or photons into an electrical Signal or an 
electrical signal into light or photons. In the case of 
transmitters, the light transmitters 110 are packaged emitters 
that can convert electrical signals into light or photons. 
Examples of emitters are semiconductor lasers (i.e. a 
VCSEL) or an LED which may be packaged in TO 
(transistor outline) cans. In the case of receivers, the light 
receivers 111 are packaged photodetectors, that detect or 
receive light or photons and convert it into an electrical 
Signal An example of a photo detector is a photo diode which 
may be packaged in a TO can. However other packages, 
housings or optoelectronic devices for receiving and trans 
mitting light or photons may be used for the light transmit 
ters 110 or light receivers 111. 

The electromagnetic interference plate 153 has one or 
more projections 156 which engage one or more external 
notches 157 of the optical block 120 near its edges. The 
optical ports 159 of the electromagnetic interference plate 
153 align with a pair of optical ports 129 and 130 of the nose 
151. The electromagnetic interference plate 153 is electri 
cally coupled to an outer housing 400 (shown on FIG. 5) via 
the projections 156 and shunts electro-magnetic fields to 

15 

25 

35 

40 

45 

50 

55 

60 

65 

4 
the outer housing 400. The fiber ferules 131 can be inserted 
into the optical ports 129 and 130 upon assembly. The nose 
151 further has one or more posts 164 over which one or 
more holes 158 in the electromagnetic interference plate 153 
can slide in order to align the nose 151, the pair of fiber 
ferules 131, the electromagnetic interference plate 153 and 
the optical block 120 together. 
The nose 151 has a pair of LC receptacles 161 for 

mechanically coupling and aligning a pair of fiber optic 
cables (not shown) into the fiber optic module 100. Each LC 
receptacle 161 is a fiber optic receptacle for one Serial fiber 
optic channel. The LC receptacles 161 in the nose 151 are 
preferably located without Spacing between each other. 
Neighboring channels are Separated far enough apart that a 
fiber optic module 100 having multiple channels can comply 
with FDA and IEC Class-1 eye safety limits. This eases 
handling of the fiber optic module 100 by avoiding the use 
of eye protection. 
Due to the size of LC receptacles, TO-can size packages 

are usable which allows the output power level of each 
individual fiber optic channel to be separately monitored. 
Monitoring a fiber optic channel involves splitting the light 
beam So that a photodetector or photodiode receives a 
portion of the light beam. The electrical output of the 
photodiode is then measured to indicate the output power 
level of the fiber optic channel. The relaxed spacing of the 
individual fiber optic receptacles of the present invention 
facilitate placing light beam Splitters within the TO can of 
the light transmitter 110. The light beam splitter splits the 
beam Such that a portion of the light beam lands on a 
photodiode within the TO can. The photodiode's output is 
measured to monitor the output power of the transmitter. 
Thus, with each channel being Separately monitored for 
power output, each channel can be individually optimized. 
Those skilled in the art will also recognize that other fiber 
optic connectors such as, but not limited to, SC, MT RJ, 
VF45, and MU connectors, may be used in lieu of the LC 
receptacles 161. 

Referring now to FIG. 2, a partially assembled view of an 
optical element 103, a receiver printed circuit board 250, and 
a transmitter printed circuit board 200 for an embodiment of 
the present invention is illustrated. Receiver printed circuit 
board 250 includes one or more receiver electrical compo 
nents 227 (receiver integrated circuit (transimpedance 
amplifier and post amplifier), resistors, capacitors and other 
passive or active electrical components), a male electrical 
connector 235, and a receiver ground plane 213 (not shown). 
The transmitter printed circuit board 200 includes one or 
more transmitter electrical components 229 (transmitter 
integrated circuit (laser driver), resistors, capacitors and 
other passive or active electrical components) and a trans 
mitter ground plane 215 (not shown). The receiver printed 
circuit board 250 and the transmitter printed circuit board 
200 may be assembled by wave soldering. 
At least one pin of the male electrical connector 235 

couples to an external female electrical connector. The 
external female electrical connectors may be SFP (Small 
Form Pluggable) SMT (Surface Mount Technology) con 
nectors. One or more pins of the male electrical connector 
235 allow electrical Signals, power, and ground to be 
coupled into or out of the fiber optic module 100. 

Referring now to FIG. 3, an exploded view of the optical 
element 103, the receiver printed circuit board 250, the 
transmitter printed circuit board 200, a bottom frame 301, 
and a top frame 303 is illustrated. One or more transmitter 
pins 243 of the male electrical connector 235 which couple Ex. 1006.10
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to the transmitter electrical components 229, the transmitter 
electrical components 229, the light transmitter 110, the 
interconnect leads 225 and a lens (not shown) of the optical 
block form one transmitting channel. The transmitter elec 
trical components 229 control the light transmitter 110 and 
buffer the data Signal received from a System for transmis 
sion over an optical fiber. One or more receiver pins 245 of 
the male electrical connector 235 which couple to the 
receiver electrical components 227, the receiver electrical 
components 227, the light receiver 111 and a lens (not 
shown) of the optical block form one receiving channel. The 
receiver electrical components 227 control the light receiver 
111 and buffer the data signal received from an optical fiber. 
Other combinations of components can form other combi 
nations of communications channels. 

The optical element 103 includes the light receiver ill with 
a plurality of straddle mount signal leads 201. The Straddle 
mount Signal leads 201 are arranged in two horizontal rows 
to straddle a printed circuit board. The two rows of straddle 
mount Signal leads 201 Sandwich the receiver printed circuit 
board 250 so that the straddle mount signal leads 201 
electrically couple the light receiver 111 to a plurality of 
receiver contacts 203 on both sides of the receiver printed 
circuit board 250. To improve the coupling between the 
straddle mount signal lead 201 and the receiver contacts 203, 
solder may be applied to the straddle mount signal leads 201 
and the receiver contacts 203. The receiver contacts 203 are 
preferably a metal Such as copper, Silver, gold or other metal 
or alloy. The receiver contacts 203 may be on one or both the 
top and bottom Surfaces of the receiver printed circuit board 
250. 

Optical element 103 has a light transmitter 110 with a 
plurality of formed (i.e. bent) signal leads 205. Each formed 
signal lead 205 is bent and turned up to couple to a header 
signal via 207, in the printed circuit board. The printed 
circuit board 250 has a cutout 209 that allows space for a 
horizontal portion of the formed signal lead 205. The cutout 
209 may be at an angle cutting out a corner of receiver 
printed circuit board 250. In the alternative, the cutout 209 
may be a Square, Semicircle, quarter circle or other shape. 
The vertical portion of each formed signal lead 205 is long 
enough to couple the light transmitter 110 to the transmitter 
printed circuit board 200. 

The ends of formed signal leads 205 couple to a plurality 
of Vias 207, through-holes, contacts or other coupling 
devices on the transmitter printed circuit board 200. To 
improve the coupling between a formed signal lead 205 and 
a via 207, Solder may be applied to the formed signal lead 
205 and the via 207. Since the printed circuit board assem 
blies and optical elements are mechanically coupled after the 
printed circuit boards have been wave Soldered, the optical 
elements are not Subject to the heat generated by wave 
soldering. While a 90 degree angle has been described, it is 
understood that other arrangements of the formed Signal 
leads 205 may be employed to couple the light transmitter 
110 to the transmitter printed circuit board 200. 
When assembled into the fiber optic module, the receiver 

printed circuit board 250 and the transmitter printed circuit 
board 200 are vertically stacked and Substantially parallel to 
each other. The top frame 303 and the bottom frame 301 
hold the receiver printed circuit board 250 and the trans 
mitter printed circuit board 200 in fixed vertical and hori 
Zontal alignment. 

The fiber optic module further includes one or more 
interconnect leads 225 which electrically couple the trans 
mitter electrical components 229 on the transmitter printed 
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6 
circuit board 200 to transmitter pins 243 of the electrical 
connector by means of Signal traces in the receiver printed 
circuit board 250. 

The receiver printed circuit board 250 includes a receiver 
ground plane 213 (shown in FIG. 2), and the transmitter 
printed circuit board 200 includes a transmitter ground plane 
215 (shown in FIG. 2). Receiver ground plane 213 shunts 
electromagnetic fields radiating into it to ground via a pin in 
the male electrical connector 235. The transmitter ground 
plane 215 shunts electromagnetic fields radiating into 
ground through one or more of the interconnect leads 225, 
a transmitter trace 247 on the receiver printed circuit board 
250, and a pin 243 in the male electrical connector 235. 
The receiver printed circuit board 250 includes a pair of 

slots 231 (referred to as receiver slots 231) one in the left 
Side edge and another in the right Side edge of the printed 
circuit board as shown and illustrated in FIG. 2. The 
transmitter printed circuit board 200 includes a pair of slots 
233 (referred to as transmitter slots 233) one in the left side 
edge and another in the right Side edge of the printed circuit 
board as shown and illustrated in FIG. 2. The receiver slots 
231 and the transmitter slots 233 facilitate alignment 
between the receiver printed circuit board 250 and the 
transmitter printed circuit board 200. 
The bottom frame 301 includes a pair of sides 341A and 

341B, a base 343, a pair of rails 305A and 305B, a plurality 
of lower support tabs 335 and a plurality of upper support 
tabs 337 extending from a pair of corners of each of the sides 
341A and 341B as illustrated in FIG. 3. The base 343 of the 
bottom frame 301 is L shaped such that the rail 305B extends 
along the side and base of the bottom frame 301 while the 
rail 305B extends out of a center line (near the middle of the 
bottom frame) with a surface of the base therebetween. The 
L shape leaves a cutout area from the base of the bottom 
frame which will be filled in by a bottom cover as described 
below. The rail 305A extending from the center line or 
middle of the bottom frame 301, includes a tip 355A that 
extends outward and is inserted into an opening 155 in the 
optical block 120. 
The top frame 303 includes a top 347, a pair of top frame 

sides 349A and 349B, a pair of alignment rails 307, and a 
flange 321 as shown and illustrated in FIG. 3. 
When assembled, the receiver printed circuit board 250 is 

inserted into a pair of slots 309 between the upper support 
tabs and the lower Support tabs and rests on the lower 
support tabs 335 of the bottom frame 301. A pair of receiver 
slots 231 in edges of the receiver printed circuit board 250 
are located near corners of the sides 341A and 341B of the 
receiver printed circuit board. The four lower support tabs 
335 and the four upper support tabs 337 restrict vertical 
movement in the receiver printed circuit board 250 when its 
engaged thereto. One or more of the elements of the bottom 
frame 301 may be formed of a conductive material such as 
a metal or formed to include a conductive plating or Surface. 
The conductive material of the bottom frame 301 shunts 
electromagnetic fields to ground via an electrical coupling to 
chassis ground. In this manner the bottom frame 301 can 
provide electromagnetic interference Shielding for the fiber 
optic module. 
When assembled, the transmitter printed circuit board 200 

rests on the four upper support tabs 337 of the bottom frame 
301 such that the pair of transmitter slots 233 in the 
transmitter printed circuit board 200 are aligned directly 
above the pair of receiver slots 231 in the receiver printed 
circuit board 250 at a position adjacent to and above the 
upper support tabs 337. The alignment of the slots 233 with Ex. 1006.11
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the slots 231 in each of the respective printed circuit boards 
assures that the transmitter interconnect vias 239 align with 
the receiver interconnect Vias 241 Such that the one or more 
interconnect leads 225 can be coupled therebetween. The 
one or more interconnect leads 225 couple the respective 
transmitter traces 247 in the transmitter printed circuit board 
200 and the receiver printed circuit board 250 together. The 
interconnect leads 225 are soldered to the receiver printed 
circuit board 250 at the receiver interconnect vias 241 on one 
end and to the transmitter printed circuit board 200 at the 
transmitter interconnect Vias 239 at an opposite end. Though 
the interconnect leads 225 have been described as providing 
electrical coupling between the receiver printed circuit board 
250 and the transmitter printed circuit board 200, it is 
understood that other interconnect devices may be employed 
including ribbon cable, wires, male and female electrical 
connectors and the like. 
The pair of top frame sides 349A and 349B of the top 

frame 303 engage with the bottom frame sides 341A and 
341B of the bottom frame 301 respectively when they are 
assembled together. When assembled, external faces of the 
top frame sides 349 abut inside faces of bottom frame sides 
341. Each of the top frame sides have a pair of locking tabs 
313 which engage with a pair of lock tab apertures 315 in 
each of the bottom frame sides 341 to hold them together. 
The locking tabs 313 and the locking tab apertures 315 
prevent the bottom frame 301 and the top frame 303 from 
moving vertically relative to each other. Each vertical edge 
of the top frame sides 349A and 349B mates with the upper 
tabs 337 and the lower tabs 335 to keep the top frame 303 
from moving laterally relative to the bottom frame 301. The 
top frame 303 has the pair of alignment rails 307 on edges 
of the top frame sides 349A and 349B. The alignment rails 
307 mate with the pair of transmitter slots 233 in the 
transmitter printed circuit board 200 and the pair of the 
receiver slots 231 in the receiver printed circuit board 250 to 
keep them in alignment So that the interconnect leads 225 are 
not sheared by movement in either and the electrical cou 
pling is maintained. Top frame 303 has a tab 363, rib, post 
or other member on the underside of top 347. When top 
frame 303 is assembled to the bottom frame 301 and 
transmitter board 200, the tab 363 prevents upward move 
ment of transmitter printed circuit board 200. Additionally, 
the pair of alignment rails 307 abut a pair of lower support 
tabs 335 and a pair of upper support tabs 337 to maintain 
alignment and avoid movement as StreSS is placed on the 
receiver printed circuit board 250 when the fiber optic 
module is pulled away from a connector. The top frame 303 
includes the flange 321 which extends from the top 347 of 
the top frame 303 as shown and illustrated in FIG. 3. The 
flange 321 includes an opening 317 which slides over a top 
post 319 of the optical block 120 of the optical element 103. 
When the opening 317 of the flange 321 is mated with the 
top post 319, the top frame 303 is tightly coupled to the 
optical element 103 to avoid separation when the fiber optic 
module is inserted or removed from a connector. With the 
opening 317 engaged to the top post 319 so that the top 
frame is tightly coupled, the alignment rails 307 of the top 
frame 303 in conjunction with the receiver slots 231 and the 
transmitter slots 233, keep the receiver printed circuit board 
250 and the transmitter printed circuit board 200 tightly 
coupled to the optical element 103 as well to avoid separa 
tion. The flange 321 includes a flange lip 325 that abuts a 
recess wall 327 of the optical block 120 to prevent lateral 
movement of the top frame 303 relative to the optical 
elements 103. 

The top frame 303 includes a pair of top frame sides 349A 
and 349B and the top 347. These and other elements of the 
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top frame may be formed of a conductive material Such as 
a metal or formed to include a conductive plating or Surface. 
The conductive material of the top frame 303 shunts electro 
magnetic fields to ground via an electrical coupling to 
chassis ground. In this manner, the top frame 303 provides 
electromagnetic interference Shielding to the fiber optic 
module. 

The assembled subassembly including the receiver 
printed circuit board 250, the transmitter printed circuit 
board 200, the interconnect leads 225, the bottom frame 301 
and the top frame 303 can hereinafter be referred to as a 
printed circuit board assembly 411. 

Referring now to FIG. 4A, an exploded view of an outer 
housing 400 and the printed circuit board assembly 411 is 
illustrated. The outer housing 400 includes a top cover 401, 
a bottom cover 402 and the L shaped bottom frame 301. The 
top cover 401, the bottom cover and the bottom frame 301 
couple together to encase the receiver and transmitter 
printed circuit boards but for the extension in the receiver 
printed circuit board forming the male connector 235. The 
top cover 401 includes a top portion and a pair of Sides that 
fit over the printed circuit board assembly 411 and the 
optical element 103. The top cover 401 includes a plurality 
of locating tab openings 405 in each of its sides to engage 
with locating tabs 407 in sides of the optical block 120, in 
the nose of optical element 103, and in the bottom frame 
301. When the locating tab openings 405 are engaged with 
the locating tabs 407, movement of the top cover 401 
relative to the optical element 103 is prohibited. The top 
cover 401 includes a hood 409 which encloses an end of the 
transmitter printed circuit board 200 but leaves the connec 
tor 235 of the receiver printed circuit board 250 exposed to 
connect to a connector. The male electrical connector 235 
extends from the top cover 401 to mechanically and elec 
trically couple to an external female electrical connector. 
The bottom cover 402 is of Sufficient size to fill into the 

cutaway area in the L shaped bottom frame 301. The bottom 
cover 402 couples to the bottom frame 301 on one side and 
the top cover 401 on an opposite side. 

Referring now to FIGS. 4B and 4C, pins of the male 
electrical connector 235 are illustrated in detail to provide 
hot plugability. The male electrical connector 235 includes 
one or more ground or negative power pins 460, one or more 
positive power pins 461 and one or more Signal pins 462 on 
top and/or bottom Surfaces of the receiver printed circuit 
board 250. The pins 460, 461, and 462 are staggered from 
each other with reference to an edge 465 of the receiver 
printed circuit board 250 to facilitate the hot plugability. The 
ground pins 460 of the male electrical connector 235 are 
closer to the edge 465 than any other pin in the male 
electrical connector 235 in order for ground to be established 
first when the fiber optic module is inserted and for ground 
to be removed last when its removed. The positive power 
pins 461 are next closest to the edge 465 for power to be 
established secondly when the fiber optic module is inserted 
and for power to be removed next to last when its removed. 
The signal pins 462 are farther from the edge that the power 
pins 461 and ground pins 462 so that they are established 
after power and ground has been when inserted and they are 
disconnect first when the fiber optic module is removed. 

During the mating of the male electrical connector 235 
with an external female electrical connector, the ground pins 
electrically couple first to ground receptacles of the external 
female electrical connector in order to ground the fiber optic 
module 100. During the demating of the male electrical 
connector 235 and external female electrical connector, the Ex. 1006.12
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ground pin electrically decouples from the ground last to 
maintain the grounding of the fiber optic module 100 until 
after power is removed from the fiber optic module 100. The 
ground pins 460 being closer to the edge 465 than the power 
pins 461 and the Signal pins 462, prevents damage and 
disruption to the fiber optic module and the System during 
the physical insertion and removal of the fiber optic module 
into and out of the System. The capability to physically 
remove and insert the fiber optic module during operation 
without damage or disruption is referred to as hot plugga 
bility. 

The outer housing 400, including the top cover 401 and 
the bottom cover 402 and the bottom frame 301, may be 
formed of a conductive material Such as a metal or include 
a conductive plating or surface. With the outer housing 400 
formed out of a conductive material, the outer housing 400 
can shunt electromagnetic fields radiating into the outer 
housing 400 to ground via an electrical coupling to chassis 
ground. In this manner the outer housing 400 also can 
provide electromagnetic interference Shielding to the fiber 
optic module. 

Referring now to FIG. 5, an exploded view of the fiber 
optic module 100 from the front is illustrated. The bottom 
cover 402 of the outer housing 400 includes a pair of tabs 
509 on one side and a pair of projections 505 on an opposite 
side. The projections 505 of the one side engage a pair of 
holes 507 in a side of the rail 305A of the bottom frame 301. 
The projections 505 in the opposite side of the bottom cover 
402 engage the housing holes 511 in a side of the top cover 
401. The inside surface of the side of the top cover 401 
couples to the outer surface of the side of the bottom cover 
402 when the tabs 509 are mated with the housing holes 511. 

The bottom cover 402 can be readily disassembled and 
reassembled with the top cover 401 and the bottom frame 
301 of the fiber optic module 100. By removing the bottom 
cover 402, a portion of the receiver printed circuit board is 
exposed to allow access to adjust adjustable electrical com 
ponents (not shown) on the receiver printed circuit board 
250. The adjustable electrical components electrically 
couple to the electrical components 227 on the receiver 
printed circuit board 250. The adjustable electrical compo 
nents electrically couple to the electrical components 229 by 
way of a conductive path through one or more transmitter 
traces 361 on the receiver printed circuit board 250, the 
interconnect vias 225, and the transmitter traces 247 on the 
transmitter printed circuit board 200. The adjustable elec 
trical components may include DIP switches, 
potentiometers, variable capacitors and other devices used to 
tune or adjust the performance of the fiber optic module 100. 

The bottom cover 402 can also be formed of a conductive 
material Such as a metal or include a conductive plating or 
surface which is coupled to chassis ground (via holes 507, 
housing holes 511 and tabs 505 and projections 509) in order 
to provide electromagnetic interference shielding for the 
fiber optic module 100. 

FIG. 6A illustrates a top view of a fully assembled fiber 
optic module 100. FIG. 6B illustrates a bottom view of a 
fully assembled fiber optic module 100. FIG. 6C illustrates 
a right side view of a fully assembled fiber optic module. 
FIG. 6D illustrates a left side view of a fully assembled fiber 
optic module. FIG. 6C illustrates a front view of a fully 
assembled fiber optic module. FIG. 6D illustrates a rear view 
of a fully assembled fiber optic module. To assemble the 
fiber optic module 100 of the present invention, the receiver 
printed circuit board 250 is first slid into the slots 309 of the 
bottom frame 301 between the upper support tabs 337 and 
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the lower support tabs 335 until the receiver slots 231 are 
adjacent to, and just inside an end of the bottom frame 301. 
When receiver printed circuit board 250 is properly posi 
tioned in the bottom frame 301, receiver electrical compo 
nents 227 are face down, the ground plane is face up and the 
male electrical connector 235 extends beyond the end of the 
bottom frame 301 So that its external thereto. 

Next, the one or more interconnect leads 225 are then 
press fit into the receiver interconnect vias 241. Solder is 
applied to the interconnect leads 225 at the receiver inter 
connect Vias 241. 
Then the transmitter interconnect vias 239 of the trans 

mitter printed circuit board 200 are aligned with the one or 
more interconnect leads and press fit together So that the 
transmitter printed circuit board rests on top of the upper 
support tabs 337. With proper orientation, the ground plane 
is facing down toward the receiver printed circuit board 
while the transmitter electrical components 229 are on the 
face up side on the Surface of the transmitter printed circuit 
board 200 and opposite the receiver printed circuit board 
250. After press fitting them together, solder is applied to the 
interconnect leads 225 at the transmitter interconnect ViaS 
239. 
The top frame 303 is next in the assembly process. The 

alignment rails 307 of the top frame 303 are aligned with the 
transmitter slots 233 and the receiver slots 231. The align 
ment rails 107 are inserted into the transmitter slots 233 So 
that external Surfaces of the sides 349A and 349B slide into 
the internal surfaces of the sides 341A and 341B respec 
tively. The top frame 303 is coupled to the bottom frame 
such that the alignment rails 107 slide through the transmit 
ter slots 233 and the receiver slots 231 until the locking tabs 
313 engage with the lock tab apertures 315 to lock the top 
frame 303 in place relative to the bottom frame 301. 
The optical elements 103 are prepared in parallel with 

forming the printed circuit board assembly 411. A die (not 
shown) is used to bend the signal leads of the light trans 
mitter 110 through 90 degrees to form the formed signal 
leads 205 of the present invention. The optical elements are 
then assembled and aligned together as a Subassembly. 
The printed circuit board Subassembly 411 is then coupled 

together to the optical elements Subassembly. The printed 
circuit board Subassembly 411 is positioned with the optical 
elements So that the receiver contacts 203 of the receiver 
printed circuit board 250 align with the space between the 
horizontal rows of straddle mount signal leads 201. The 
flange 321 of the top frame 303 is flexed upward so that the 
opening 317 can mate with the post 319. The printed circuit 
board Subassembly and optical element 103 are brought 
together so that the receiver contacts 203 can electrically be 
couple to the Straddle mount Signal leads 201 and the tip 
355A slides into the opening 155. The flange 321 is then 
released so that the opening 317 slides over the top post 319 
to secure the printed circuit board Subassembly 411 to the 
optical element Subassembly 103. 

Next the outer housing 400 is completed around the 
printed circuit board Subassembly 411. The top cover 311 is 
aligned with the printed circuit board Subassembly 411 so 
that the locating tab openings 405 can mate with the locating 
tabs 407. The top cover 401 is slid over the optical element 
Subassembly 103 and the printed circuit board Subassembly 
411 so that the locating tabs 407 Snap into the locating tab 
openings 405. 
The bottom cover 402 is then couple to the bottom frame 

301 and the top cover 401. The bottom cover is tilted so that 
the projections 505 engage the holes 507 in the side of the Ex. 1006.13
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rail of the bottom frame 301. Then, the top cover 402 is 
pressed upward so that the tabs 509 engage with the housing 
holes 511 so that the bottom cover 402 is secured in place to 
complete the assembly of the fiber optic module 100. 

For transmitting signals, the fiber optic module 100 elec 
trically functions Such that external electrical transmitter 
Signals arriving at transmitter pins 243 in the male electrical 
connector 235 are coupled into the transmitter traces 247 
routed on the receiver printed circuit board 250. The trans 
mitter traces 247 couple the external electrical transmitter 
Signal from the transmitter pins 243 to the receiver inter 
connect Vias 241. The receiver interconnect Vias couple the 
transmitter Signals to the one or more interconnect leads 225. 
The one or more interconnect leads 225 couple the electrical 
Signals from the receiver interconnect Vias 241 at one end 
into the transmitter interconnect Vias 239 at an opposite end. 
The transmitter traces 247 on the transmitter printed circuit 
board 200 couple the electrical signals from the transmitter 
interconnect vias 239 into the transmitter electrical compo 
nents 229 and/or the transmitter 110. The transmitter elec 
trical components 229 process the electrical signals into 
electrical transmission pulses for coupling to the light trans 
mitter 110. The light transmitter 110 transduces the electrical 
transmission pulses into light pulses for transmission over 
the fiber optic cables. 

For receiving signals, the fiber optic module 100 electri 
cally functions Such that external light pulses arriving at the 
LC receptacles 161 are transduced into electrical pulses by 
the light receiver 111 for coupling into the receiver electrical 
components 227. The receiver electrical components 227 
process the electrical pulses into electrical receiver Signals 
which are coupled to the receiver traces 249 of the receiver 
printed circuit board. The receiver traces 249 couple the 
receiver Signals to the receiver pins 245 in the male electrical 
connector 235 by which the electrical receiver signals are 
coupled to external devices. In one embodiment of the 
present invention, one electrical component on one of the 
printed circuit boards controls both the light transmitter 110 
and the light receiver 111. 

In operation, the fiber optic module 100 may be housed in 
a rack or a cabinet designed to house an LC, GBIC package. 
When the fiber optic module 100 is inserted into the rack the 
male electrical connector 235 couples to a female electrical 
connector of the rack or cabinet. AS the electrical connectors 
couple, one or more ground pins in the male electrical 
connector 235 electrically couples to one or more corre 
sponding ground receptacles in the female electrical con 
nector before any other pin electrically couples. One or more 
power pins in the male electrical connector 235 electrically 
couple to one or more corresponding power receptacles in 
the female electrical connector before any signal pins elec 
trically couple. After the ground and power pins have 
coupled, one or more Signal pins may then electrically 
couple to one or more corresponding Signal receptacles. 
Either before or after the fiber optic module is inserted into 
the rack, fiber optical cables (not shown) are connected to 
the LC receptacles 161. 
When it is desired to replace the fiber optic module 100 

for Some reason, the present invention allows hot pluggable 
replacement. First the fiber connector is removed from the 
fiber optical module 100. Then the module is disconnected 
from any electrical connector into which it is coupled. AS it 
is disconnected, the Signal pins decouple first, the power 
pins Second and the ground pins last. After which a new fiber 
optical module 100 can be inserted with the connecting 
Sequence occurring as discussed above. 

After the fiber optic module is disconnected, the optical 
element Subassembly or the printed circuit board Subassem 
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bly may be easily replaced. To replace the optical element 
103, the flange 321 is flexed up to demate the opening 317 
and the top post 319. The optical Subassembly is then pulled 
away from the printed circuit board assembly 411. As the 
optical Subassembly is pulled away from the printed circuit 
board assembly 411, the straddle mount signal leads 201 
decouple from the receiver contacts 203. The formed signal 
leads 205 also decouple from the header signal vias 207. A 
replacement optical Subassembly is then coupled to the 
printed circuit board assembly 411 as discussed above. After 
which the fiber optical module 100 (the replacement optical 
element 103 coupled to the printed circuit board assembly 
411) can be inserted with the connecting Sequence occurring 
as discussed above. 
To replace the printed circuit board assembly 411, the 

optical fiber optic module is removed as discussed above, 
except that the fiber optic cables need not be removed from 
the LC receptacles 161. The flange 321 is flexed up to 
demate the opening 317 and the top post 319. The optical 
element 103 is then pulled away from the printed circuit 
board assembly. As the printed circuit board assembly 411 is 
pulled away from the optical element 103, the straddle 
mount Signal leads 201 decouple from the receiver contacts 
203. The formed signal leads 205 also decouple from the 
header Signal Vias 207. A replacement printed circuit board 
assembly 411 is then coupled to the optical element 103 as 
discussed above. After which the fiber optical module 100 
(the optical element 103 coupled to the replacement printed 
circuit board assembly 411) can be inserted with the con 
necting Sequence occurring as discussed above. 
The previous detailed description describes the fiber optic 

module 100 as including one receiver and one transmitter. 
However, one of ordinary skill can see that the fiber optic 
module 100 may include two or more combinations of 
Vertically Stacked receivers, or transmitters, or receivers and 
transmitters. One embodiment of the present invention 
includes four vertically Stacked transmitters. Another 
embodiment includes four vertically stacked receivers. Yet 
another embodiment includes a combination of four verti 
cally Stacked transmitters and receivers. 

Furthermore, as one of ordinary skill can See, the posi 
tions of the receiver printed circuit board 250 and the 
transmitter printed circuit board 200 may be reversed. In this 
embodiment of the present invention, the transmitter printed 
circuit board 200 has the cutout 209 creating a distance 211 
for the formed signal leads 205 of the light receiver 111. The 
formed signal leads 205 of the light receiver 111 couple to 
the header signal vias 207 on receiver printed circuit board 
250. The straddle mount signal leads 201 of the light 
transmitter 110 couple to contacts on the transmitter printed 
circuit board 200. In this embodiment, the electrical com 
ponents 227 and 229 are on opposite surfaces of the printed 
circuit boards 250 and 200 so that the ground planes 213 and 
215 provide electromagnetic Shielding to the electrical com 
ponents 227 and 229. 

In another embodiment of the present invention, the 
transmitter printed circuit board 200 includes the male 
electrical connector 235. Receiver traces 249 of the trans 
mitter printed circuit board 200 couple receiver pins 245 of 
the male electrical connector 235 to the interconnect vias 
225. The interconnect vias 225 couple the receiver traces 
249 of the transmitter printed circuit board 200 to receiver 
traces 249 of receiver printed circuit board 250 for coupling 
to receiver electrical components 227. The transmitter 
printed circuit board 200 also includes a portion that pro 
trudes from the outer housing 400 and that includes the male 
electrical connector 235, thereby allowing the male electri 
cal connector 235 to couple to an external female electrical 
COnnectOr. Ex. 1006.14



US 6,873,800 B1 
13 

AS those of ordinary skill will recognize, the present 
invention has many advantages over the prior art. One 
advantage of the present invention is that each channel can 
be separately monitored for power output and therefore 
individually optimized. Another advantage of the present 
invention is that Spacing provided between fiber optic chan 
nels eases the attachment of heatsinkS. Another advantage of 
the present invention is that the receiver printed circuit board 
and transmitter printed circuit board may be wave Soldered 
without over heating the optical elements or components. 
Additionally, the present invention allows the hot replace 
ment of either the optical element, the electrical element, or 
the entire fiber optic module. Moreover, the fiber optic 
module of the present invention provides these advantages 
while conforming to the GBIC de facto standard. 

The preferred embodiments of the present invention are 
thus described. While the present invention has been 
described in particular embodiments, the present invention 
should not be construed as limited by such embodiments, but 
rather construed according to the claims that follow below. 
What is claimed is: 
1. A fiber optic module-comprising: 
a first printed circuit board having a first contact and a 

Second contact near an edge and a first Via, the Second 
contact coupled to the first via; 

a first light transducer coupled to the first printed circuit 
board and electrically connected to the first contact; 

a Second printed circuit board, Vertically Stacked and 
parallel to the first printed circuit board, having a 
second via aligned with the first via in the first printed 
circuit board; 

an interconnect coupled to the first via of the first printed 
circuit board at one end and the Second via of the 
Second printed circuit board at an opposite end, the 
interconnect to couple Signals between the first printed 
circuit board and the Second printed circuit board; 

a Second light transducer coupled to the Second printed 
circuit board and electrically connected to the Second 
contact; and 

an electrical connector formed on an edge Said first 
printed circuit board for plugging into a mating con 
nector on a System circuit board, whereby a first pin on 
Said electrical connector is electrically connected to 
Said first light transducer, via Said first printed circuit 
board, and a Second pin on Said electrical connector is 
electrically connected to Said Second light transducer, 
via the Second printed circuit board, the interconnect 
and the first printed circuit board; 

wherein the Second light transducer has an optical axis 
parallel to an optical axis of the first light transducer, 
and 

wherein the optical axes of the first and Second light 
transducers define a plane, which is parallel to the first 
and Second printed circuit boards. 

2. The fiber optic module of claim 1, wherein the first 
printed circuit board includes a third contact and a fourth 
contact near the edge, the first, Second, third and fourth 
contacts being Staggered from the edge of the first printed 
circuit board to provide hot pluggability. 

3. The fiber optic module of claim 2, wherein the first, 
Second, third and fourth contacts are Staggered from the edge 
of the first printed circuit board Such that the fourth contact 
is nearest the edge and couples to ground or a negative 
power Supply and the third contact is the next nearest to the 
edge and couples to a positive power Supply and the first and 
Second contacts are equally the farthest from the edge to 
couple to Signals. 
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4. The fiber optic module of claim 1, wherein the first 

printed circuit board and the Second printed circuit board are 
Substantially parallel to each other and are Substantially 
parallel to optical axes of the first light transducer and the 
Second light transducer to conserve Space. 

5. The fiber optic module of claim 1, wherein 
the first printed circuit board has a first ground plane, 
the Second printed circuit board has a Second ground 

plane, and 
the first printed circuit board and the Second printed 

circuit board are Substantially parallel to each other 
with the first ground plane and the Second ground plane 
facing each other to reduce electrical croSS talk. 

6. The fiber optic module of claim 1, further comprising: 
an optical block including, 

a first opening to receive and align the first light 
transducer, and 

a Second opening to receive and align the Second light 
transducer. 

7. The fiber optic module of claim 1, wherein the first light 
transducer has a plurality of Straddle mount leads for Strad 
dling the first printed circuit board; 

wherein the Second light transducer has a plurality of 
formed Signal leads, and 

wherein the first printed circuit board has a cutout Section 
enabling the formed Signal leads to extend to the 
Second printed circuit board. 

8. A fiber optic module comprising: 
a first printed circuit board having a first contact and a 

Second contact near an edge, and a first via, the Second 
contact coupled to the first via, the first printed circuit 
board having a first Slot on an edge; 

a first light transducer coupled to the first printed circuit 
board and electrically connected to the first contact; 

a Second printed circuit board having a Second via aligned 
with the first via in the first printed circuit board, the 
Second printed circuit board has a Second slot on an 
edge; 

an interconnect coupled to the first via of the first printed 
circuit board at one end and the Second via of the 
Second printed circuit board at an opposite end, the 
interconnect to couple Signals between the first printed 
circuit board and the Second printed circuit board; 

a Second light transducer coupled to the Second printed 
circuit board and electrically connected to the Second 
COntact, 

a top frame having an alignment rail, the alignment rail to 
engage into the first Slot Substantially perpendicular to 
the first printed circuit board and the second slot 
Substantially perpendicular to the Second printed circuit 
board, the top frame to hold the first printed circuit 
board and the Second printed circuit board in alignment 
together; 

a bottom frame coupled to the top frame, the bottom 
frame having: upper Support tabs and lower Support 
tabs forming a slot therebetween, and an opening to 
couple to a tab in the top frame to hold the top and 
bottom frames in alignment together; 

wherein the first printed circuit board is engaged into the 
slot between the upper Support tabs and the lower 
Support tabs, and 

wherein the Second printed circuit board is engaged 
between the upper Support tabs and an inner Surface of 
a top of the top frame. Ex. 1006.15
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9. The fiber optic module of claim 8, further comprising: 
an optical block including, 

a first opening to receive and align the first light 
transducer, 

a Second opening to receive and align the Second light 
transducer, and 

a post, 
and wherein the top frame includes an opening to couple 

to the post of the optical block to align and hold the first 
printed circuit board, the Second printed circuit board 
and the optical block coupled together. 

10. A fiber optic module comprising: 
a first printed circuit board having a first contact and a 

Second contact near an edge, and a first via, the Second 
contact coupled to the first via; 

a first light transducer coupled to the first printed circuit 
board and electrically connected to the first contact; 

a Second printed circuit board having a Second via aligned 
with the first via in the first printed circuit board; 

an interconnect coupled to the first via of the first printed 
circuit board at one end and the Second via of the 
Second printed circuit board at an opposite end, the 
interconnect to couple Signals between the first printed 
circuit board and the Second printed circuit board; 

a Second light transducer coupled to the Second printed 
circuit board and electrically connected to the Second 

a bottom frame having upper Support tabs to Support the 
first printed circuit board and lower Support tabs to 
Support the Second printed circuit board, and 

a top cover having a top and a pair of Sides coupled to the 
bottom frame encasing the first and Second printed 
circuit boards but for a portion of the first printed circuit 
board to expose the first and Second contacts 

wherein the bottom frame is L shaped having a cutout to 
expose a portion of the first printed circuit board in 
order to allow access thereto, and 

wherein the fiber optic module further comprises a bottom 
cover to couple to the bottom frame on one side and the 
top cover on the opposite Side, the bottom cover to Seal 
the cutout in the bottom frame and encase the first and 
second printed circuit boards but for the portion of the 
first printed circuit board to expose the first and Second 
COntactS. 

11. The fiber optic module of claim 10, wherein the 
bottom frame and the top cover are formed of a conductive 
material to shunt electromagnetic interference to ground. 

12. The fiber optic module of claim 10, wherein the first 
printed circuit board includes an tunable circuit to tune the 
performance of the fiber optic module and the cutout allows 
access thereto when the bottom cover is disassembled from 
the fiber optic module. 

13. The fiber optic module of claim 10, wherein the 
bottom frame, the top cover, and the bottom cover are 
formed of a conductive material to shunt electromagnetic 
interference to ground. 

14. A fiber optic module for transferring data as pulses of 
light, comprising: 
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an optical element including: 

a first light transducer having a plurality of Straddle 
mount leads, 

a Second light transducer having a plurality of formed 
Signal leads, 

a printed circuit board assembly including: 
a first printed circuit board having a first Set of contacts 
on opposite sides thereof, and 

a Second printed circuit board having a Second Set of 
contacts, the Second printed circuit board being 
Vertically Stacked, parallel and electrically connected 
to the first printed circuit board, 

Said first and Second printed circuit boards being 
aligned So that Said Straddle mount leads Straddle 
Said first printed circuit board and are coupled to Said 
first contacts, and So that Said formed Signal leads are 
coupled to Said Second contacts, and, 

an electrical connector extending from Said first printed 
circuit board to couple electrical signals between a 
System circuit board and Said first printed circuit board 
and Said Second printed circuit board; 

wherein the Second light transducer has an optical axis 
parallel to an optical axis of the first light transducer, 

wherein the optical axes of the first and Second light 
transducers define a plane, which is parallel to the first 
and Second printed circuit boards, and 

wherein the first printed circuit board has a cutout Section 
enabling the formed Signal leads to extend to the 
Second printed circuit board. 

15. The fiber optic module of claim 14, further comprising 
an outer housing for Supporting the first and Second printed 
circuit boards, wherein Said electrical connector is hot 
pluggable, protrudes outside of Said outer housing, has a first 
pin electrically coupled to Said first printed circuitboard, and 
has a Second pin electrically coupled to Said Second printed 
circuit board. 

16. The fiber optic module of claim 14, wherein said first 
light transducer is a light receiver. 

17. The fiber optic module of claim 16, wherein said 
Second light transducer is a light transmitter. 

18. The fiber optic module of claim 14, further comprising 
LC receptacles. 

19. The fiber optic module of claim 14, wherein said 
optical element and Said printed circuit board assembly are 
a GBIC package. 

20. The fiber optic module of claim 14, wherein: 
the first printed circuit board has a first ground plane, 
the Second printed circuit board has a Second ground 

plane, and 
the first printed circuit board and the Second printed 

circuit board are Substantially parallel to each other 
with the first ground plane and the Second ground plane 
facing each other to reduce electrical croSS talk. 
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