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Pursuant to 35 U.S.C. §§ 311-319 and 37 C.F.R. §§ 42.1-.80 & 42.100-.123 

et seq., Petitioner respectfully requests inter partes review of claims 7-12 of U.S. 

Patent No. 11,184,628 (“the ’628 Patent”) (“Ex. 1001”), which issued on November 

23, 2021.  The challenged claims are unpatentable under 35 U.S.C. § 103 over the 

prior art publications identified and applied in this Petition. 

I. MANDATORY NOTICES

Pursuant to 37 C.F.R. § 42.8, Petitioner provides the following mandatory 

disclosures: 

A. Real Parties-In-Interest

Petitioner Realtek is the real party-in-interest. 

B. Related Matters

Pursuant to 37 C.F.R. § 42.8(b)(2), Petitioner submits that the ’628 Patent is 

the subject of a patent infringement lawsuit brought by the Patent Owner, ATI 

Technologies ULC, against Petitioner in the following cases that may affect or be 

affected by a decision in this proceeding: 

 Advanced Micro Devices, Inc. et al. v. TCL Industries Holdings Co., 

LTD., et al., Case No. 2:22-cv-00134, now pending in the Eastern 

District of Texas. 
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 Certain Graphics Systems, Components Thereof, and Digital 

Televisions Containing The Same, Inv. No. 337-TA-1318, now pending 

in the U.S. International Trade Commission. 

C. Lead and Backup Counsel

Petitioner designates the following counsel: 

LEAD COUNSEL BACK-UP COUNSEL 
Jeffrey Johnson 
Reg. No. 53,078 
ORRICK, HERRINGTON & SUTCLIFFE,
LLP 
609 Main Street, 40th Floor 
Houston, TX  77002-3106 
Telephone: (713) 658-6400 
Facsimile:  (713) 658-6401 
Email: 3J6PTABDocket@orrick.com; 
Realtek-AMD_OHS@orrick.com 

Christopher J. Higgins 
Reg. No. 66,422 
ORRICK, HERRINGTON & SUTCLIFFE,
LLP 
1152 15th Street, N.W. 
Washington, DC 20005-1706 
Telephone: (202) 339-8400 
Facsimile:  (202) 339-8500 
Email: 
OCHPTABDocket@orrick.com; 
Realtek-AMD_OHS@orrick.com 

Steve Baik 
Reg. No. 42,281 
WHITE HAT LEGAL

P. O. Box 382 
San Jose, CA 95002 
Telephone: (650) 618-5282 
Email:  sbaik@whitehat.legal  

D. Service Information

Pursuant to 37 C.F.R. §42.8(b)(4), Petitioner identifies the following service 

information:  Petitioner consents to service by electronic mail at the following 

addresses: 3J6PTABDocket@orrick.com, OCHPTABDocket@orrick.com; 
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sbaik@whitehat.legal; and Realtek-AMD_OHS@orrick.com.  Petitioner’s Power of 

Attorney is attached. 

II. PAYMENT OF FEES

Pursuant to 37 C.F.R. §42.103, $23,000 is being paid at the time of filing this 

petition, charged to Orrick, Herrington, & Sutcliffe LLP: Deposit Account 15-0665.  

Should any further fees be required by the present Petition, the Patent Trial and 

Appeal Board (“the Board”) is hereby authorized to charge the above referenced 

Deposit Account. 

III. STANDING

Pursuant to 37 C.F.R. §42.104(a), Petitioner certifies that (1) the ’628 Patent 

is available for inter partes review; and (2) Petitioner is not barred or estopped from 

requesting inter partes review of claims 7-12 of the ’628 Patent on the grounds 

identified in this Petition.  In particular, this Petition is timely filed under 35 U.S.C. 

§ 315(b). 

IV. REQUEST FOR INTER PARTES REVIEW OF CLAIMS 7-12 OF THE 
’628 PATENT

Pursuant to 37 C.F.R. §42.104(b), Petitioner requests that the Board finds 

unpatentable Claims 7-12 of the ’628 Patent.  Such relief is justified as the alleged 

invention of the ’628 Patent was described by others prior to the effective filing date 

of the ’628 Patent. 
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A. Overview of the ’628 Patent

Texture decompression is an integral component of image generating and 

rendering system in computer graphics.  The textures are typically stored in the 

graphics memory.  Generally speaking, decompression methods load a compressed 

texture, uncompress to compute the color values associated with each texel of the 

resulting texture image, and map those color values to the corresponding point on a 

geometric primitive, which could be a triangle or a curved surface.  These 

compression and decompression methods have been integrated with graphics 

hardware and processors and are well known in the art, now or at the time of the 

’628 patent.  Ex. 1003, ¶28. 

The ’628 patent describes a texture decompression method that includes 

receiving a compressed texture block, determining a partition of pixels used for the 

compressed texture block, wherein the partition defines one or more disjoint subsets 

of pixels, unpacking data for each subset, and then decompressing each of the one 

or more disjoint subsets to form an approximation of an original texture block.  

Textures were proposed in the field of computer graphics in the 1970s to enhance 

the realism and fidelity of synthesized images.  Texture mapping has been supported 

in graphics hardware since the early 1990s for real-time or interactive rendering 

applications.  To achieve a high fidelity, a large amount of video memory needs to 

be devoted to storing these textures.  Furthermore, accessing texture memory at run 
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time comes at a high performance cost.  The need for ever increasing realism in 

interactive applications such as games drives a constant requirement for more and 

higher resolution art or texture assets.  As a result, rendering from a compressed 

representation of the image has become a key technique for both reducing memory 

footprint and increasing texture access bandwidth, improving both size and speed 

metrics of an implementation.  Ex. 1003, ¶29. 

In order to store large textures in the GPU memory, texture compression and 

decompression techniques have been widely used in graphics hardware or processors 

by most vendors for more than two decades.  Many different formats and techniques 

have been proposed to compress and decompress textures.  The notion of using 

block-based truncation coding is not new; an early paper by Delp and Mitchell was 

published in 1979.  The size of a block together with the size of its encoding 

determines the compression ratio of the format.  Since the late 1990s, many 

compression and decompression methods have been proposed for low dynamic 

range (“LDR”) images as well as high dynamic range (“HDR”) images.  Ex. 1003, 

¶30. 

The ’628 patent includes a partial survey of the state of the art on texture 

compression, but missed some key references. It states that an ideal solution “would 

allow compression of various types of data and would have the flexibility to make 

the best use of available memory and bandwidth.”  Ex. 1001, 2:67-3:3.  However, 
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the patent contains several incorrect statements about the art.  Ex. 1003, ¶31.  For 

example: 

The statement “traditional texture compression schemes target a specific type 

of texture content (e.g., JPEG for photographic images) and perform well within that 

set, but perform poorly as soon as presented with a type of image outside of the 

designated set” is incorrect.  Ex. 1001, 3:3-7.  Many patents and papers published 

before the filing of this paper provide various flexible schemes.  Ex. 1003, ¶32. 

The ’628 patent incorrectly characterizes FXT 1 as saying “FXT 1 is a 

competing compression scheme with DXTC.  It essentially extends DXTC with 

some additional block types that can be mixed within any given image, and also 

provides a 4 bits per pixel compression mode for textures with alpha.  The gains in 

image quality over DXTC were never conclusive and FXT 1 received limited 

industry support.”  Ex. 1001, 2:46-52.  This is incorrect with respect all the details 

related to FXT1 and how it has been cited by others.  See, e.g., 

https://www.graphicon.org/html/2000/Texture/Ivanov_Kuzmin.pdf. Ex. 1003, ¶33. 

The ‘628 patent describes some preferred embodiment for lossy texture 

compression schemes, which purportedly seek a balance between texture 

compression ratio and image quality.  Ex. 1001, 4:27-29.  It discloses an allegedly 

flexible method for partitioning of texture blocks, which are used for improving the 

quality of texture compression in terms of image fidelity.  Id., 4:52-54.  The 



Patent No. 11,184,628 
Petition for Inter Partes Review 

7 

supposed motivation is that such pre-compression partitioning can flexibly select 

partitions that are suitable to the characteristics of the texture blocks being 

compressed.  Id., 4:55-58.  The patent alleges that its embodiment is a “further 

refinement of block-based texture compression schemes such as DXTC,” and uses 

“discrete blocks of pixels (e.g., 4x4 or 8x8 pixel blocks).”  Id., 5:66-6:4.  The patent 

does not, however, define the word block.  And the 4x4 or 8x8 sizes above are merely 

exemplary block sizes. The specification discloses subdividing or partitioning a 

block internally into “subsets” of different shapes and/or sizes before compression.  

Id., 6:5-9.  Each subset is compressed in a manner similar to DXTC.  Id., 6:9-10. 

Id., Fig. 3A; Ex. 1003, ¶34. 
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The ’628 patent discloses that some embodiments could have several sets of 

partitions or subsets.  Ex. 1001, 6:49-50.  After the texels corresponding to each 

partition or subset have been compressed, the compressed texture block may be 

evaluated to refine the partition selection using a quality parameter.  This quality 

parameter can be used to ensure that the image fidelity does not degrade significantly 

after applying the texture compression and decompression steps to each block or 

subset.  In this regard, the patent shows an embodiment in which the quality 

parameter associated with a partition is compared with a pre-selected threshold to 

determine whether the partition can be selected as the final partition for compression.  

If not, further subdivision is performed.  Id., 7:66-8:8. 
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Id., Fig. 3B (annotated); Ex. 1003, ¶35. 

In an alternative embodiment, instead of comparing the quality parameter with 

a pre-selected threshold, the algorithm appears to iterate over all possible partitions 

before selecting one having an optimal quality parameter as that corresponding to 

the final partition.  Ex. 1001, 8:19-29. 

Id., Fig. 3C (annotated); Ex. 1003, ¶36. 

The ’628 patent also discloses a decompression method, which involves 

working backward to recover the original texels, and the color values associated with 

each texel, as a POSITA would have found obvious because compression and 

decompression involve inverse functionality. 
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Ex. 1001, Fig. 5.  The decompression method disclosed and claimed in the ’628 

patent involves, inter alia, “determining the partition that was used for the 

compressed texture, the partition defining one or more disjoint subsets into which 

the compressed texture block is to be unpacked,” Id., 8:37-47, and then unpacking 

the data for each subset.  Ex. 1003, ¶37. 

B. Prosecution of the ’628 Patent

Applicant filed the patent application on January 25, 2019.  See Ex. 1001, 1.  

On June 11, 2020, the Examiner issued what was entitled a Non-Final Office Action 

rejecting claims 1-20 as unpatentable on the following grounds: (1) claims 1, 2, 6, 7, 

11, 12, 16 and 17 as obvious over U.S. Patent No. 7,388,993 (Govindaswamy) in 

view U.S. Patent Application No. 20040126031 (Dwyer); (2) claims 3 and 14 

rejected as obvious over Govidaswamy in view of Dwyer in further view of U.S. 

Patent No. 6,891,793 (Reshetov); (3) claims 4, 5, 14 and 15 rejected as obvious over 

Govidaswamy in view of Dwyer in further view of Stasidski et. al. “A New Class of 
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Fast Shape-Adaptive Orthogonal Transforms and Their Application to Region-

Based Image Compression”; (4) claims 8 and 18 over Govidaswamy in view of 

Dwyer in further view of U.S. Patent No. 5,488,365 (Seroussi); claims 9 and 19 

rejected as obvious over Govidaswamy in view of Dwyer in further view of U.S. 

Patent No. 6,208,273 (Dye); and (5) claims 10 and 20 rejected as obvious over 

Govidaswamy in view of Dwyer in further view of Eckert et. al., Perceptual quality 

metrics applied to still image compression, Dec. 1998, Signal Processing 70, 177-

200.  Ex. 1002, 84-96; Ex. 1003, ¶38. 

In response to this Office Action, Applicant cancelled original claims 4-5 and 

14-15, amended the other claims, and added two new claims.  Ex. 1002, 123-36.  

However, on January 12, 2021, the Examiner issued a Final Office Action still 

rejecting all claims as obvious over combinations of Govidaswamy, Dwyer, 

Stasidski, Seroussi, Dye, and Eckert.  Id., 138-56; Ex. 1003, ¶39. 

Thus, Applicant amended the claims again and cancelled original claims 3, 7, 

10, 13, 17, and 20.  Ex. 1002, 168-181.  In Applicant’s accompanying remarks, 

Applicant argues that the cited references, used either alone or in combination, fail 

to teach or suggest “the claimed use of a compressed texture block including two or 

more disjoint subsets of data and individually decompressing each of the two or 

more disjoint subsets as recited in the amended dependent claims.”  Id., 177-78; Ex. 

1003, ¶40. 
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On August 5, 2021, the Examiner issued a Notice of Allowance allowing the 

amended claims.  Ex. 1002, 191.  The Examiner noted that “the features of the 

explicitly claimed limitations claim 1 [sic] and similar limitations of other 

independents of the currently pending application only make sense when taken into 

account the claim as a whole, so therefore the limitations as cited/argued are not the 

exclusive determination of allowability, but rather the limitations as cited/argued 

above when taken into account with the claim language as a whole does the above 

limitations determine allowability.”  Id., 192.  The claims were renumbered as claims 

1-12 in the patent issued on November 23, 2021.  See id., 198; Ex. 1001; Ex. 1003, 

¶41. 

V. CLAIM CONSTRUCTION

A. Construction of Terms Used in the Claims

The Board in IPR proceedings applies the same Phillips claim construction 

standard that is used in federal district court cases.  See Phillips v. AWH Corp., 415 

F.3d 1303 (Fed. Cir. 2005) (en banc); 37 C.F.R. §42.100(b).  A claim subject to IPR 

is construed “in accordance with the ordinary and customary meaning of such claim 

as understood by one of ordinary skill in the art and the prosecution history 

pertaining to the patent.” 37 C.F.R. §42.100(b). 

Several terms were previously construed in the related ITC matter under this 

claim construction standard.  Ex. 1010, Certain Graphics Systems, Components 
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Thereof, and Digital Televisions Containing The Same, Inv. No. 337-TA-1318 

(Order No. 31, Oct. 18, 2022).  See Ex. 1003, ¶¶42-43. 

B. “unpacked”

Claim 7 recites that “data in the compressed texture block is to be unpacked.”  

The ALJ in the related ITC matter has considered the construction of this term, 

finding that “unpacked” means “extracted.”  Ex. 1010, 42-43.  Petitioner will adopt 

this more limiting construction for the purposes of this Petition.  Ex. 1003, ¶44. 

VI. SUMMARY OF PRIOR ART

The following documents serve as a basis to show that Petitioner has a 

reasonable likelihood of prevailing with respect to at least one of claims 7-12 of the 

’628 Patent.  Petitioner provides a detailed explanation of the pertinence and manner 

of applying the cited prior art to the challenged claims of the ’628 Patent in 

Section VII., infra. 

Specifically, claims 7-12 of the ’628 Patent should be found unpatentable and 

cancelled in view of the following prior art: 

No. Patent/Publication No. Exhibit No.

1 U.S. Patent No. 8,102,402 (“Sorgard”) 1004 

2 FXT1 Texture Compression Technology White Paper 
(“FXT1”) 

1005 

3 U.S. Patent No. 6,683,978 (“Iourcha ’978”) 1006 

4 Image Compression Using Block Truncation Coding (“Delp”) 1007 

5 U.S. Patent Pub. No. 2004/0151372 to Reshetov (“Reshetov”) 1008 
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6 U.S. Patent No. 7,388,993 (“Govindaswamy”) 1009 

The ’628 patent was previously published as U.S. Patent App. No. 

2019/0174140 on June 6, 2019.  The ’628 patent is a continuation of Application 

No. 15/237,134, filed on August 15, 2016, now Patent No. 10,205,956, which is a 

continuation of Application No. 11/513,190, filed on August 31, 2006, now Patent 

No. 9,418,450.  The ’628 Patent was filed January 25, 2019, and was issued on 

November 23, 2021.  Accordingly, the above references qualify as prior art for the 

reasons discussed below. 

A. Sorgard 

Sorgard claims priority to a PCT application filed on March 3, 2006.  The 

PCT application was published as WO2006/092616 in English on September 8, 

2006.  Sorgard is prior art to the ’628 patent under 35 U.S.C. § 102(e).  Ex. 1003, 

¶50. 

Sorgard discloses a texture compression/decompression scheme for graphics 

systems.  Ex. 1003, ¶51.  A global color table of a suitable size, e.g., 64 colors, is 

used to represent an image.  Ex. 1004, 6:48-7:10. 
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Ex. 1003, ¶51.  The image is partitioned into 8x4 blocks, each of which is further 

partitioned into two 4x4 sub-blocks.  Id., 4:59-5:3; Ex. 1003, ¶51.   

Ex. 1003, ¶51.  In an embodiment, each sub-block is further divided into several 

fading paths or interpolation paths that together form a fading pattern.  The fading 

pattern can be selected from a set of patterns to match the image.  

Ex. 1004, Figs. 1, 5 (partial and annotated). 
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Each compressed 8x4 block is represented by 64 bits (green box), which 

includes a set of four colors derived from the global color table used to 

compress/decompress the block.  Id., 24:61-25:4, 28:9-19, 30:9-31; Ex. 1003, ¶52.   

Each interpolation path comprises two endpoints and several interior points.  

The colors of the endpoints are selected from the set of four colors.  The colors of 

the interior points are calculated from the color endpoints using interpolation.  Ex. 

1004, 30:9-31, 31:30-36, 31:52-58, 33:53-34:22; Ex. 1003, ¶53. 

Sorgard was filed on June 23, 2008 and issued on January 24, 2012.  Sorgard 

claims priority to a Great Britain application filed on March 4, 2005 and a PCT 

application filed on March 3, 2006.  The PCT application was published as 

WO2006/092616 in English on September 8, 2006.  Sorgard is prior art to the ’628 

patent under at least 35 U.S.C. § 102(e).  Ex. 1003, ¶54. 

Sorgard is related to compressing textures that are used in graphics systems.  

Textures are widely used to generate high-quality images for real-time rendering and 

have been supported in graphics hardware and processors since the early 1990s.  

Sorgard addressed two main problems related to the use of high-resolution textures: 
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the storage or memory overhead of texture data can be high; moreover, accessing 

textures from the graphics memory can lead to performance loss due to high memory 

bandwidth requirement.  To solve these problems, Sorgard described new methods 

that can achieve a higher texture compression rate, yet maintain good image fidelity.  

Sorgard provided an accurate overview of the state of the art at that time (2005), in 

terms of use of block truncation code (BTC) method as well as good compression 

methods proposed by S3 Inc., which is widely known as S3TC texture compression.  

Sorgard also proposed a block-based data encoding approach including data that 

indicates how to generate a set of data values for each specific block as well as data 

that indicates a method that can be used to generate the data value for each texture 

element represented by the block.  Ex. 1003, ¶55. 

Sorgard described multiple embodiments.  In one of the embodiments, the 

patent describes a method to subdivide a set of texture data elements into a plurality 

of subsets of texture data elements.  Each subset is encoded according to the block-

based compression scheme.  It describes many ways to divide a block into these 

subsets.  In this process of subdividing the image into smaller blocks, any order of 

encoding of these texture blocks could be chosen (e.g., in Morton order).  

Furthermore, set of texture elements encoded as a single block of texture data can 

be further subdivided within the texture block, e.g., into texture data “sub-blocks.”  

In this embodiment, Sorgard supported the use of adaptive scheme to generate 
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adaptive sub-blocks of a larger block.  The resulting sub-blocks could be of different 

sizes.  Sorgard also described methods that can be used to ensure that the texture 

obtained after the decompression step satisfy some criteria in terms of image quality.  

Ex. 1003, ¶56 

These subblocks may include data (e.g., some sort of endpoints) and the 

method used to generate the data values for texture elements.  The data values during 

the decompression step can be computed independently for each block or sub-block.  

Sorgard also described multiple embodiments that describe how the data values (i.e., 

the colors of the texels of the decompressed texture) can be generated.  Ex. 1003, 

¶57. 

B. FXT1 

FXT1 is a texture compression technology publicly distributed by 3dfx 

Interactive, Inc. in 1999.  Ex. 1003, ¶58.  FXT1 supported “an advanced and flexible 

technological foundation” for increasing demands of texture rendering.  Ex. 1005, 

2.  FXT1 Texture Compression Technology White Paper (“FXT1”) was published in 

September 1999 and is prior art to the ’628 patent under at least 35 U.S.C. §§ 102(a), 

(b).  See also Ex. 1003, ¶58. 

FXT1 discloses a texture compression technology that, like the later ’628 

patent, divides an image into portions.  Each portion has two color endpoints from 

which additional, intermediate colors are computed using interpolation.  The 
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endpoint and intermediate colors form a set of colors analogous to the color ramp of 

the ’628 patent.  Each texel is represented using an index that indicates which color 

from the set of colors is used to render the texel during decompression.  FXT1 uses 

4 algorithms with different portion sizes and different compression techniques to 

increase the quality of texture reproduction.  Ex. 1005, 5; Ex. 1003, ¶59. 

More specifically, during compression, an image is divided into 4x4 and/or 

4x8 texel portions.  Ex. 1005, 2.  Each portion is compressed using four different 

compression algorithms.  Id.  The highest-quality compressed portion produced by 

the four algorithms is selected as the compressor output.  Id.  Two of the four 

algorithms are relevant to invalidity of the ’628 patent: CC_MIXED and CC_HI.  

Ex. 1003, ¶60. 

The CC_MIXED algorithm operates on 4x4 texel portions.  Each portion “has 

two 16-bit colors stored in an RGB 565 format.”  Ex. 1005, 2.  In other words, the 

three basic colors, red, green, and blue, used to generate colors on electronic devices, 

are respectively represented by 5, 6, and 5 bits.  Two additional colors are “created 

by interpolating between the two RGB 565 colors.”  Id.  The four colors are stored 

in a lookup table.  Id.  A 2-bit index is used to select one of the four colors to render 

the corresponding texel.  Id.
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Ex. 1003, ¶61.   

The CC_HI algorithm operates on 4x8 texel portions.  Each portion “stores 

two 15-bit colors in an RGB 555 format.”  Ex. 1005, 2.  Five additional colors are 

created by interpolating between the two 15-bit colors.  Id.  These seven colors and 

an eighth, transparent color are stored in a lookup table.  Id.  A 3-bit index is used to 

select one of the eight colors to render the texel.  Id.; Ex. 1003, ¶62. 

FXT1 details its compression algorithm.  See Ex. 1005, 5.  Decompression 

algorithm follows an inverse process of, and can be inferred from, the compression 

algorithm.  Ex. 1003, ¶63.  Accordingly, what FXT1 discloses about compression 

applies to decompression, and FXT1 only briefly discusses its decompression 

processing.  See Ex. 1005, 6.
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Ex. 1003, ¶63.  

During decompression, a 2-bit field stored in each portion is used to determine 

which of the four algorithms generated the highest-quality compressed data for each 

portion.  For example, the 2-bit field of a first portion might have a value 0, 

indicating that CC_MIXED generated the compressed data for the first portion and 

thus is to be used to decompress the data.  The 2-bit field of a second portion might 

have a value 1, indicating that CC_HI generated the compressed data for the second 

portion and thus is to be used to decompress the data. See Ex. 1005, 6; Ex. 1003, 

¶64. 

FXT1 is a texture compression technology that supported an advanced and 

flexible technological foundation for increasing demands of texture rendering.  Ex. 

1005, 2.  It “allow[ed] content developers to create textures at higher resolutions and 
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use more textures in a given scene while simultaneously reducing the memory 

bandwidth required for texturing.”  Id.  FXT1 was developed by 3dfx Interactive, 

Inc. (“3dfx”).  Id.; Ex. 1003, ¶65. Many contemporaneous publications cite FXT1.  

Ex. 1003, ¶66.

For example, a paper in the Proceedings of International Conference 

Graphicon 2000 (Ivanov and Kuzmin, Color Distribution for Compression of 

Textural Data) has devoted a full subsection (Section 2.2.3) to give an overview of 

FXT1 and its characteristics.  An October 2001 publication in Visual Computer cites 

FXT1 and notes that it was available online at http://www-

dev.3dfx.com/fxt1/fxt1whitepaper.pdf. Ex. 1011, *4160 (Chen et al., A JPEG-like 

texture compression with adaptive quantization for 3D graphics application, the 

Visual Computer, October 2, 2001).  Similarly, a February 2006 conference paper 

cites FXT1 and notes its availability online and its publication date of 1999.  Ex. 

1012, *7000 (Stachera et al., Fractal-based hierarchical mip-pyramid texture 

compression, Machine Graphics and Vision, February 2006).  An online technology 

site also noted FXT1 and reproduced several figures from the paper.  Ex. 1013, 

(https://web.archive.org/web/20041120003604/http://www3.sharkyextreme.com/h

ardware/articles/99/3dfx_fxt/wp/4.shtml).  Ex. 1003, ¶67. 

An article from Electronic News Online dated November 22, 1999 notes that 

3dfx launched its graphics add-in boards with FXT1 texture compression support.  
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Ex. 1018, (Hesseldahl, Do You Voodoo Like I Do?, Electronic News Online, 

November 22, 1999).  Additionally, PC Gamer Magazine reported that 3dfx 

announced its Voodoo4 and 5 graphics add-in boards at Comdex in Las Vegas.  Ex. 

1014, *7017 (The New Voodoos, PC Gamer, Vol. 7 No. 2, February 2000).  The 

report also noted the support of FXT1.  Id.  Similarly, Computer Games Magazine 

reported on 3dfx’ new open-source texture compression.  Ex. 1015, *6991 

(Gizmopolis, Computer Games Magazine, No. 109, December 1999).  Ex. 1003, 

¶68.

Contemporaneous patent publications also acknowledged FXT1 to be prior 

art.  Indeed, the ’628 patent itself does so, though it does not provide an accurate 

characterization of FXT1 as explained above in paragraph 0.  See Ex. 1001, 2:46-

52.  U.S. Patent Pub. No. 2004/0151372 (“Reshetov”) also does so and describes the 

operation of FXT1.  Ex. 1008, ¶¶ [0004]-[0015]; Ex. 1003, ¶69. 

C. Reshetov 

Reshetov was filed on January 23, 2004 and was published on August 5, 2004.  

Reshetov claims priority to an application filed on June 30, 2000 and is prior art to 

the ’628 patent under at least 35 U.S.C. § 102(a), (b), and (e).  Ex. 1003, ¶70. 

Reshetov described a block decomposition-based method for texture 

compression.  During the compression step, the method computes a first color value 

is stored for the first block, and the second color value is stored for the second block.  
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The overall compression method reduces the size by storing for each texture block 

bits representing a color value and the bits that are used to index into each of the 

texels to a color.  Some of the embodiments provide the color palette for a block of 

the image, where at least one color in the palette is associated with another block.  It 

also describes an appropriate decompression method.  Reshetov also disclosed using 

an error function to quantify the ability of one or more color palettes to represent the 

original color values of various texels in a texture map.  Ex. 1003, ¶71. 

VII. GROUNDS FOR UNPATENTABILITY 

In light of the disclosures detailed below, the ’628 Patent is unpatentable for 

at least the reasons summarized in the chart below and discussed in more detail 

herein. 
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Ground Claims Proposed Statutory Rejections 
1 7-12 Obvious under 35 U.S.C. § 103 (a) over Sorgard in view 

of the knowledge of a person of ordinary skill in the art
2 7-12 Obvious under 35 U.S.C. § 103 (a) over FXT1 in view of 

the knowledge of a person of ordinary skill in the art
4 12 Obvious under 35 U.S.C. § 103 (a) over FXT1 in view of 

Reshetov and the knowledge of a person of ordinary skill 
in the art

A. Ground 1:  Sorgard and the Knowledge of a Person of Ordinary 
Skill in the Art Render Obvious Claims 7-12

1. Independent Claim 7 

a. 7[preamble]: A computer processing system comprising: 

To the extent that the preamble of claim 7 is limiting, a POSITA would have 

understood that Sorgard disclosed a computer processing system.  Ex. 1004, 1:9-

12; Ex. 1003, ¶¶72-73. 

b. 7[a]: a processor and a memory, wherein the processor is 
configured to: 

Sorgard discloses a processor and a memory.  Ex. 1003, ¶74.  

For example, Sorgard disclosed that a preferred embodiment of its invention 

is a graphics processor.  Ex. 1004, 19:10-14.  It was well known by the time of the 

’628 patent that such a graphics processor comprised internal memory and/or 

coupled to external memory.  See, e.g., id., 26:30-36, 35:23-26; Ex. 1003, ¶75.  

Alternatively, the invention of Sorgard may be implemented using a computer 

program executed on a computer system.  Ex. 1004, 23:37-39.  It was well known 

by the time of the ’628 patent that such a computer system comprised a processor 
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such as the central processing unit (“CPU”) to execute instructions.  Accordingly, 

Sorgard disclosed that its invention may be implemented in computer readable 

instructions stored in memory such as CD-ROM, ROM, or hard disk.  Id., 23:39-42; 

see also id., 23:50-64 (“such instructions may be stored using any memory 

technology . . . .”); Ex. 1003, ¶76. 

c. 7[b]: receive a compressed texture block, wherein the 
compressed texture block includes two or more disjoint 
subsets into which data in the compressed texture block is 
to be unpacked, wherein the two or more disjoint subsets 
include a first subset having a first set of color endpoints 
and a second subset having a second set of color 
endpoints; and 

Sorgard discloses this limitation.  Ex. 1003, ¶77.   

Whether the method of Sorgard ran on a graphics processor or via software 

running on a CPU of a conventional computer system, a POSITA would have 

understood that that the processor would be configured to execute the method of 

Sorgard.  Ex. 1004, 19:7-10; Ex. 1003, ¶78.   

Sorgard disclosed texture compression and decompression, which was also 

referred to as encoding and decoding.  See, e.g., Ex. 1004, 1:37-39; 2:3-5, 18:11-14; 

Ex. 1003, ¶79. 

To the extent Sorgard’s disclosure addresses texture compression, a POSITA 

would have understood that the disclosure applies to decompression because 
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decompression is the inverse of the compression operation.  Ex. 1004, 16:61-17:1; 

Ex. 1003, ¶80. 

Sorgard disclosed that its processor is configured to receive a compressed 

texture block.  For example, Sorgard disclosed a compressed texture block.  Ex. 

1004, 24:41-47:   

Id., Fig. 1 (annotated); Ex. 1003, ¶81. 
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Sorgard further disclosed decoding or decompressing the compressed texture 

block.  See, e.g., Ex. 1004, 18:11-21.  This necessarily meant that the processor was 

configured to receive the compressed texture block so that it could decompress it.  

Id., 17:52-56; Ex. 1003, ¶82. 

Sorgard comprises a compressed texture block including two or more 

disjoint subsets.  Specifically, Sorgard disclosed dividing each 4x4 texture block 

into a plurality of interpolation paths.  Ex. 1004, 33:23-28.  As shown in Figure 5 

below, these interpolation paths are nonoverlapping or disjoint: 



Patent No. 11,184,628 
Petition for Inter Partes Review 

29 

Id., Fig. 5 (annotated).  Each interpolation path covers four texture elements, and 

four interpolation paths cover all 16 texture elements in the 4x4 block because the 

paths are nonoverlapping or disjoint.  See id., 33:23-28; Ex. 1003, ¶83. 

The “fading pattern [of an image] defines a set of interpolation paths to be 

applied to texture elements that the block represents.”  Ex. 1004, 13:7-9.  Sorgard 

disclosed that shaping the interpolation paths after the fading pattern achieved 

“particularly good colour reproduction for photo-realistic textures.”  Id., 11:43-47; 

Ex. 1003, ¶84. 

Next, the claim limitation requires some data in the compressed texture block 

to be unpacked.  In their infringement claim chart mapping this limitation, Patent 

Owner interpreted as follows: 

The two or more disjoint subsets include a first subset having 

a first set of color endpoints and a second subset having a 

second set of color endpoints. Furthermore, the compressed 

texture block includes two or more disjoint subsets into which 

data in the compressed texture block is to be unpacked. For 

example, each color gradient comprises a first and second 

endpoint (“Endpoint 1” and “Endpoint 2”). Furthermore, the 

“color data for a block is encoded as a gradient between two 

color endpoints.” “Each texel selects a position along that 

gradient, which is then interpolated during decompression.” 
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See Ex. 1019.  Accordingly, Patent Owner has argued, for purposes of infringement, 

that claim element 7(b)—including the limitation “two or more disjoint subsets into 

which data in the compressed texture block is to be unpacked”—is satisfied when a 

compressed texture block contains two or more disjoint subsets, color data is 

encoded as a color gradient between two color endpoints, each subset has its own 

set of color endpoints, and the texel colors for each subset are interpolated during 

decompression.  Under this interpretation by Patent Owner, Sorgard discloses claim 

element 7(b) as discussed below here and with respect to the next limitation.  Ex. 

1003, ¶84. 

For example, compressed data are partition into disjoint interpolation paths.  

See id., Fig. 5.  Because the compressed data comprise an ordered set of data to 

represent an image, and the image would be reconstructed by decompressing the 

compressed data, it would have been at least obvious that unpacking data in the 

compressed texture block would maintain the order of the data set and keep the data 

in their same respective disjoint subsets in which they reside in the compressed 

texture data block, based in part on color endpoints and interpolation them, as 

described in more detail below.  Ex. 1003, ¶85.  Sorgard disclosed such ordered 

arrangements at both the block level and the texel level.  Id., 27:44-52 (“The 

individual texture data blocks are further arranged in the present invention such that 

the 4×4 texture element sub-blocks that are encoded by the texture data blocks are 



Patent No. 11,184,628 
Petition for Inter Partes Review 

31 

in Morton order. Thus, if the texel location is x, y, and x15-x0 and y15-y0 are the bits 

in x, y, the block position (in bytes) is y15x15y14x14 . . . y3x3y2<<2, and the texel 

position inside the block is x2y1x1y0x0. An example of this block layout for a 32×32 

array (map) is shown in FIG. 2.”). 

Id., Fig. 2; Ex. 1003, ¶85. 

A POSITA would have understood that such ordered arrangement, based on 

the color endpoints and interpolating between them (as discussed more fully below 

with respect to the next limitation), meant that data in the compressed texture block 

is to be unpacked into the two or more disjoint subsets within which the data is 

positioned in the compressed texture data.  See also Ex. 1004, 34:28-31; Ex. 1003, 

¶86. 

Sorgard further disclosed that the two or more disjoint subsets include a 

first subset having a first set of color endpoints and a second subset having a 

second set of color endpoints.  Specifically, each interpolation path “cover[ing] a 

plurality of texture elements is defined, together with its endpoint data values (e.g. 
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colours).”  Ex. 1004, 11:29-31; 12:12-15 (“Thus, for example, the data indicating a 

path that covers a number of texture elements preferably defines or indicates a path 

that covers a plurality of texture elements, and the endpoint data values for the path 

. . . .”); 33:40-41 (“This encoding consists of including in the texture data block the 

colour at each end point in the fade pattern . . . .”); Ex. 1003, ¶87. 

Because there is a set of end points for each of a plurality of interpolation 

paths, there is a first subset having a first set of color endpoints and a second subset 

having a second set of color endpoints.  Ex. 1003, ¶88. 

To the extent that it is argued that Sorgard does not disclose the unpacking 

requirement of claim element 7[b], such an argument falls short.  Sorgard discloses 

deriving a 4-color table for each 4x4 sub-block from the 64-color global color table 

and further determining the colors of interpolation path endpoints from the 4-color 

table using 2-bit indices.  Ex. 1004, 33:53-61.  Claim element 7[b] merely requires 

a disjoint subset to include a set of color endpoints.  An interpolation path includes 

two color endpoints (e.g., endpoints 2 and 6 above) and satisfies the requirement.  

Sorgard discloses determining the colors of the endpoints for each interpolation path.  

In the ITC action, AMD argues that determining a color endpoint using a 2-bit index 

is somehow outside the scope of the requirement that the disjoint subsets include 

subsets having their respective set of color endpoints.  Ex. 1003, ¶89.  Put differently, 

AMD appears to construe the claim to require the actual color data (e.g., RGB data) 
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for the endpoints to be included in the disjoint subsets in the compressed texture 

block.  But the plain and ordinary meaning of the claim places no such restriction.   

d. 7[c]: individually decompress each of the two or more 
disjoint subsets to form texels, wherein the 
decompressing includes: 

Sorgard discloses a processor configured to individually decompress each 

of the two or more disjoint subsets to form texels.  Ex. 1003, ¶90. 

For the same reasons explained above with respect to claim limitation 7[b], 

either the graphics processor or a processor of a conventional computer system 

running graphics software is a processor configured to be performed the step 

required by this claim limitation 7[c].  Ex. 1003, ¶91. 

Sorgard discloses that each interpolation path (disjoint subset) is reproduced 

or decompressed independently.  Ex. 1004, 13:39-45.  A POSITA would have 

understood that decompressing the interpolation paths independently meant 

decompressing them separately or individually because the opposite, e.g., processing 

them together, would not be decompressing them independently.  Ex. 1003, ¶92; see 

also Ex. 1001, claim 10 (claim dependent from the current claim 7 and hence 

presumably narrower in scope requiring independently decompressing the disjoint 

subsets in addition to requiring individually decompressing the disjoint subsets). 

Sorgard’s processing of interpolation paths also taught that each of the two or 

more disjoint subsets (interpolation paths) is individually decompressed to form 
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texels.  For example, all texels of an interpolation path are decompressed to a 

combination of the colors of its two endpoints: 

Ex. 1004, 33:62-34:8; Ex. 1003, ¶93. 

Sorgard illustrates this general decompression formula with a specific 

example of endpoints 2 and 6 of direction 1 in Figure 5: 

Ex. 1004, Fig. 5 (partial and annotated); id., 34:15-22 (annotated); Ex. 1003, ¶94. 
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As shown, all four texels in the direction-1 interpolation path are 

decompressed to form texels using endpoint color [2] (in light red) and endpoint 

color [6] (in light green).  This set of four texels of one disjoint subset (interpolation 

path) is decompressed individually, separate from other interpolation paths.  And 

this process would repeat for each of the interpolation paths within the block to form 

texels covering the entire block.  Ex. 1003, ¶95. 

e. 7[d]: determining a first texel color for a first texel that is 
part of the first disjoint subset by interpolating between 
color endpoints of the first set of color endpoints based on 
a first index value for the first texel; and 

Decompression of Sorgard comprises determining a first texel color for a 

first texel that is part of the first disjoint subset by interpolating between color 

endpoints of the first set of color endpoints based on a first index value for the 

first texel.  Ex. 1003, ¶96. 

The interpolation is shown in Sorgard’s formulas cited above with respect to 

claim element 7[c] meets this claim limitation.  Ex. 1003, ¶97.   Specifically, Sorgard 

disclosed determining the texel colors at coordinates (1, 2) and (2, 2) (shaded yellow 

and light green) that is part of the direction-1 interpolation path (first disjoint subset) 

by interpolating between color endpoints at coordinates (0, 1) and (3, 3) (shaded red 

and green).  See also Ex. 1004, 33:16-22; 11:25-42; 12:24-30; claims 13, 14. 
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Sorgard discloses that such determination is based on an index value for the 

texel whose color is to be determined.  Id., 16:10-17 (“In another arrangement, only 

the data values for a selected number of the texture elements that the block encodes 

are indicated (e.g., the “endpoint” texture elements, where a fading pattern or 

interpolation path is to be used to derive data values for individual texture elements). 

This data could again be provided in the form of a data value index for each such 

texture element, or at least allow such an index to be derived.”); Ex. 1003, ¶98. 

Sorgard uses an index to determine the fading pattern of the interpolation 

paths.  Ex. 1004, 33:43-47.  For example, a 3-bit index is used to select one of the 

eight fading patterns in Figure 5.  Ex. 1003, ¶99.  For each texel, this index 

determines the interpolation formula used to derive its color.  For example, an index 

value of 0, 1, 2, or 3 (shown in green boxes below) determines that the texel at 

coordinate (1, 2) (yellow) is to be interpolated between endpointcolor[2] and [6], with 

endpointcolor[2] weighed more heavily, while the texel at coordinate (2,1) (purple) is 

to be interpolated as between endpointcolor[5] and [1], with endpointcolor[5] weighed 

more heavily. 
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Similarly, an index value of 4, 5, 6, or 7 determines that the texel at coordinate 

(1, 2) (red) is to be interpolated as (endpointcolor[5] * 5/8) + (endpointcolor[1] * 3/8), 

while the texel at coordinate (2,1) (blue) is to be interpolated as (endpointcolor[2] * 

5/8) + (endpointcolor[6] * 3/8).  Ex. 1003, ¶100. 

Additionally or alternatively, Sorgard disclosed an index that is used to 

determine the direction of the fading pattern or interpolation path.  Ex. 1004, 33:43-

47; Ex. 1003, ¶101.    To the extent that the determination of the texel color is applied 

to a texel based on this index indicating the direction of the interpolation path, such 

determination is based on an index value for the texel whose color is to be 

determined.  Put differently, it would have been obvious that texel position (or 

equivalent, e.g., texel location in the compressed data representation) together with 

the 3-bit index constitute the index value of the ’628 patent.  Ex. 1003, ¶101. 
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f. 7[e]: determining a second texel color for a second texel 
that is part of the second disjoint subset by interpolating 
between color endpoints of the second set of color 
endpoints based on a second index value for the second 
texel. 

Sorgard includes determining a second texel color for a second texel that 

is part of the second disjoint subset by interpolating between color endpoints of 

the second set of color endpoints based on a second index value for the second 

texel.  Ex. 1003, ¶102. 

The reasons above in claim limitation 7[d] apply to this claim limitation, with 

the addition that Sorgard’s decompression algorithm is repeated for a second texel 

that is part of a second disjoint subset, which a POSITA would have understood to 

be inherent in Sorgard.  Ex. 1003, ¶103. 

2. Dependent Claim 8: The computer processing system of claim 
7, wherein the compressed texture block represents the original 
texture block. 

Sorgard disclosed the computer processing system of claim 7 as explained 

above.  Sorgard further disclosed the additional limitation of claim 8.  Ex. 1003, 

¶104. 

The requirement of claim 8 that the compressed texture block represents 

the original texture block is inherent in the key objective of image or texture 

compression, namely, to reduce the data size of an image without distorting the 

image unacceptably.  Ex. 1003, ¶105.  Thus, it is inherent in working texture 
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compression algorithms including Sorgard’s that the compressed texture block 

represents the original texture block.  Id. 

Sorgard confirms this conclusion.  For example, Sorgard taught that the 

encoded texel data values represent the original texture data values because, after 

decompression, a representation of the original data is reproduced.  Ex. 1004, 3:9-

15 (“As will be appreciated by those skilled in the art, the actual data values accorded 

to the texture elements, both in their original, unencoded raw form, and in their 

encoded form (or at least when the encoded data has been decoded to reproduce a 

representation of the original data) will depend on the form of ‘texture’ that the 

texture elements are intended to define or represent.”).  Sorgard further taught that 

the compressed data, upon decompression, generate a set of texel colors 

corresponding to the original texture data.  Id., 3:16-22 (“Thus, for example, where 

the texture elements define colours to be used, the texture data elements in their 

original, unencoded from will each comprise a set of colour values (Red, Green, 

Blue (RGB), or a set of colour and transparency values (Red, Green, Blue, Alpha 

(RGBa)), and the encoded data, when decoded (reproduced), will generate a 

corresponding set of colour values.”).  As a further example, Sorgard disclosed that 

“a plurality of such individual texture data blocks will be needed to encode the 

overall set of original texture data (texture data elements).”  Id., 4:31-34; Ex. 1003, 

¶106. 
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Indeed, Sorgard taught that it was known in the art that the compressed data 

represented the original texture data.  Id., 6:9-14; Ex. 1003, ¶107. 

3. Dependent Claim 9: The computer processing system of claim 
7, wherein the one or more disjoint subsets have different sizes. 

Sorgard discloses the computer processing system of claim 7 as explained 

above.  Sorgard discloses or at least rendered obvious the additional limitation of 

claim 9.  Ex. 1003, ¶108. 

Sorgard discloses that “[t]he number of texture elements that an interpolation 

path [a disjoint subset] covers can be selected as desired.”  Ex. 1004, 12:47-48.  

Based on Sorgard’s teaching of matching the pattern of interpolation paths to the 

fading pattern of the image, a POSITA would have understood that it would be 

desired to vary the number of texels in an interpolation path, i.e., the size of the 

disjoint subset, based on the fading pattern of the image.  Such variation would 

produce more realistic textures.  See id., 11:43-47; 11:11-17; 13:22-29; Ex. 1003, 

¶109. 

Further, Sorgard taught that an interpolation path of a fixed size of four texels 

is a preferred embodiment.  Ex. 1004, 12:50-51 (“In a preferred embodiment, each 

interpolation path covers four texture elements of the block . . . .”).  A POSITA 

would have understood from that statement that Sorgard permitted embodiments of 

different-sized interpolation paths or disjoint subsets.  Ex. 1003, ¶110. 
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Additionally, Sorgard discloses that the number of interpolation paths in a 4x4 

block can be varied, e.g., a block can have 2 paths of 8 texels each, or 4 paths of 4 

texels each.  Ex. 1003, ¶111.  Thus, for example, a 4x4 block can have 3 interpolation 

paths.  See Ex. 1003, ¶111.  These paths would necessarily cover different numbers 

of texels (e.g., 5, 5, 6 texels for the 3 paths) because the together they must cover 16 

texels.  Two paths of 5 texels and a path of 6 texels have different sizes. 

Ex. 1003, ¶111. 

Further, a POSITA would have understood that Sorgard’s method supported 

different-sized interpolations paths.  Ex. 1003, ¶112.  For example, a preferred 

embodiment indicated the texels covered by an interpolation path.  Ex 1004, 12:17-

20 (“Where such an interpolation arrangement is to be used, then the encoded texture 

data block preferably indicates the texture elements that the interpolation path or 

paths to be used covers.”).  A POSITA would have understood that such indication 

could cover interpolation paths of different sizes.  Ex. 1003, ¶112.  More specifically, 

in a more preferred embodiment, an interpolation path is indicated by the two 

endpoints and the paths between the two endpoints.  Ex. 1004, 12:20-23 (“This is 
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preferably done by indicating the endpoints of the interpolation path and the path to 

be followed between these endpoints (e.g., whether it is a straight line or zig-zag, 

etc.).”)  A POSITA would have understood that interpolation paths of different sizes 

could all be represented in this manner. Ex. 1003, ¶112.   

4. Dependent Claim 10: The computer processing system of claim 
7, wherein the processor is further configured to independently 
decompress each of the one or more disjoint subsets. 

Sorgard discloses the computer processing system of claim 7 as explained 

above.  Sorgard discloses the additional limitation of claim 10. Ex. 1003, ¶113. 

Sorgard discloses that each interpolation path (disjoint subset) is reproduced 

or decompressed independently.  Ex. 1004, 13:39-45 (“Where, as discussed above, 

the texture data block encodes sub-sets of texture data elements that are to be 

reproduced independently, then the fading pattern(s) (or interpolation scheme) 

preferably covers a single sub-set of the texture elements, i.e. such that a fading 

pattern (or interpolation scheme) will need to be applied to each sub-set of texture 

elements independently.”); see also id., 20:20-25 (“two or more sets of data, each 

set of data representing a sub-set of the set of data elements that is to be reproduced 

independently of the other sub-sets of data elements.”); Ex. 1003, ¶114. 
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5. Dependent Claim 11: The computer processing system of claim 
7, wherein the processor is further configured to apply the 
approximation to a rendered surface for display. 

Sorgard disclosed the computer processing system of claim 7 as explained 

above.  Sorgard disclosed the additional limitation of claim 11.  Ex. 1003, ¶115. 

The requirement of claim 11 is inherent in texture compression, namely, to 

reduce the data size of an image without distorting the image unacceptably.  Ex. 

1003, ¶116.  Thus, the decompressed image may be considered an approximation as 

recited in claim 11.  Id.  Sorgard disclosed that its algorithm resulted in “little loss 

of quality.”  Ex. 1004, 35:17-22 (“Notwithstanding the relatively high compression 

rate and smaller compact nature of the data compression format of the present 

invention, it is still very capable of compressing, for example, different kinds of 

images, and in particular both real-world images and drawings, with little loss of 

quality.”).  In other words, the decompressed or reconstructed image is a close 

approximation of the original image. 

Furthermore, applying a decompressed image to a rendered surface for display 

was the intended application of image/texture compression/decompression because 

images were meant to be displayed — being shown on a display is the reason why 

they were created in the first place.  Specifically, texture is used to project a 3D 

image onto a 2D surface, to create on a 2D surface the appearance of a 3D object.  

This was a common POSITA knowledge by the time of the ’628 patent.  See, e.g., 
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Ex. 1001, 1:13-26 (“It is common in computer graphics systems to generate textures 

and colours for pixels in the image to be displayed by applying so-called textures or 

texture data to the surfaces to be drawn. For example, in 3-dimensional (3D) 

computer graphics, surface detail on objects is commonly added by applying a 

“texture”, such as an image of a piece of fabric, to a set of polygons representing the 

object, to give the rendered image of the object the appearance of the ‘texture’ (e.g. 

fabric). Such textures are typically applied by storing an array of texture elements or 

‘texels,’ each representing a given texture (e.g. colour, luminance, and/or 

light/shadow, etc.) value, and then mapping the texels onto the corresponding 

elements, such as (and, indeed, typically) the pixels, in the image to be displayed.”).  

Thus, it is inherent that the processor running the Sorgard algorithm is configured 

to apply the approximation to a rendered surface for display.  Ex. 1003, ¶117. 

6. Dependent Claim 12: The computer processing system of claim 
7, wherein each of the one or more disjoint subsets is associated 
with a quality parameter that met a pre-selected threshold. 

Sorgard disclosed or at least rendered obvious the computer processing 

system of claim 7 as explained above.  Sorgard rendered obvious the additional 

limitation of claim 12.  Ex. 1003, ¶118. 

For example, Sorgard disclosed “using error comparison techniques to 

determine the reduced set of data values that best matches the original set of data 

values” to provide a “base set of data values to be used for the texture data block or 
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blocks.”  Ex. 1004, 6:19-24. These error comparisons are used to evaluate the 

quality, which is specified using given parameters.  If the resulting error is within 

the quality parameter specification such as below a pre-selected threshold, that can 

provide some guarantees on the image quality retained by texture compression.  Ex. 

1003, ¶119 

Sorgard further disclosed that “[i]n a preferred embodiment, eight fading 

patterns, each having a different combination of interpolation paths are used. This 

has been found, in the case of colour data at least, to facilitate particularly good 

reproduction of, e.g., photo-realistic images.”  Ex. 1004, 13:25-29.  These eight 

fading patterns are shown in Figure 5.  Id., 33:29-35. 

Id., Fig. 5; Ex. 1003, ¶120.   
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A POSITA would have understood or at least found it obvious that Sorgard 

determined this set of eight fading patterns, out of all possible fading patterns in a 

4x4 blocks, as some examples that could facilitate particularly good reproduction of 

photo-realistic images through selecting a set of photo-realistic images, selecting a 

quality parameter such as an error value of a possible fading pattern, and selecting a 

threshold to sift or filter out fading patterns that perform poorly against the set of 

photo-realistic images based on a comparison of the quality parameter with the pre-

selected threshold.  This is an extensive search effort because each image typically 

comprised many 4x4 texture blocks, and even a desirable number of fading patterns 

in the set (eight) was not known in the beginning.  Thus, to narrow the possible sets 

of fading patterns, a POSITA would have at least found it obvious to discard a fading 

pattern that performed particularly poorly against an image, and that an obvious 

criterion of a particularly poor performance was a pre-selected error threshold. Ex. 

1003, ¶121.   Such a use of threshold was well known to a POSITA by the time of 

the ’628 patent.  See, e.g., Ex. 1003, ¶121; Ex. 1016, ¶ [0039] (“According to one 

embodiment, the decompression of each original block of the image is optimized so 

that the loss in image quality is reduced to a desired amount, or meets some 

threshold.”); id., ¶ [0058] (“If the error generated is not greater than the threshold 

value, at block 750, the encoding is acceptable. If the error generated is greater than 

the threshold value, at block 760, the values in the compressed blocks are altered to 
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reduce the error.”).  Thus, to the extent that Sorgard’s method used this set of eight 

fading patterns or interpolation paths, each of the one or more interpolation paths 

(disjoint subsets) is associated with a quality parameter that met a pre-selected 

threshold. Ex. 1003, ¶121.   

B. Ground 2:  FXT1 and the Knowledge of a Person of Ordinary Skill 
in the Art Render Obvious Claims 7-12

1. Independent Claim 7 of the ’628 Patent 

a. 7[preamble]: A computer processing system comprising: 

To the extent that the preamble of claim 7 is limiting, FXT1 disclosed a 

computer processing system.  Ex. 1003, ¶122.   

For example, FXT1 discloses a computer processing system comprising a 

CPU, a 3dfx next-generation processor, a frame buffer, a CD-ROM drive, and a 

display/monitor:   
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Ex. 1005, 5; Ex. 1003, ¶123.   

Alternatively, FXT1 discloses software tools including a command-line utility 

and an Adobe PhotoShop™ plug-in, both of which ran on a computer and were 

capable of supporting compression and decompression using the FXT1 algorithm.  

Ex. 1005, 7.  The computer that these software tools ran on constitutes a computer 

processing system.  Ex. 1003, ¶124. 

FXT1 expressly disclosed these two implementations.  Ex. 1005, 8 

(“Decoding FXT1™ textures can be done transparently in the 3D hardware at run-

time, or decoded in software . . . .”); Ex. 1003, ¶125. 

b. 7[a]: a processor and a memory, wherein the processor is 
configured to: 

FXT1 disclosed a processor and a memory.  Ex. 1003, ¶126. 
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For example, the 3dfx next-generation processor satisfies the requirements for 

a processor in this claim.  Ex. 1005, 5 (figure cited above with respect to 

7[preamble]).  Either the frame buffer or a CD-ROM in the drive constitutes a 

memory.  Further, texture compression was known to be a memory-intensive 

application, and FXT1 discussed memory size and bandwidth considerations in 

texture compression.  Id., 3; Ex. 1003, ¶127.    Thus, a computer processing system 

running FXT1 algorithm comprised a memory in addition to a memory in processors 

like the CPU or the 3dfx next-generation processor that was well known by the time 

of the ’628 patent.  Ex. 1003, ¶127. 

Alternatively, a POSITA would have understood that the computer that the 

3dfx software tools ran on comprised a processor such as a CPU and a memory such 

as RAM and/or a hard drive, as such computer systems were conventional by the 

time of the ’628 patent.  Ex. 1003, ¶128.   

c. 7[b]: receive a compressed texture block, wherein the 
compressed texture block includes two or more disjoint 
subsets into which data in the compressed texture block is 
to be unpacked, wherein the two or more disjoint subsets 
include a first subset having a first set of color endpoints 
and a second subset having a second set of color 
endpoints; and 

FXT1 disclosed or at least rendered obvious a processor configured to receive 

a compressed texture block, wherein the compressed texture block includes two or 

more disjoint subsets into which data in the compressed texture block is to be 
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unpacked, wherein the two or more disjoint subsets include a first subset having a 

first set of color endpoints and a second subset having a second set of color 

endpoints.  Ex. 1003, ¶129. 

Whether the FXT1 algorithm ran on the 3dfx next-generation processor or via 

a 3dfx software tool running on a processor of a conventional computer system, a 

POSITA would have understood that that the processor would be configured to 

execute the FXT1 algorithm.  For example, the figure showing an FXT1 system has 

an arrow pointing to the 3dfx next-generation processor and states that FXT1 is 

“decoded in hardware”: 

Ex. 1005, 5 (partial and annotated) Ex. 1003, ¶130.   

Based on this figure, a POSITA would have understood that the 3dfx next-

generation processor implemented the FXT1 texture decoding or decompression 

algorithm.  Ex. 1003, ¶131. 

Alternatively, FXT1 texture decoding or decompression may be done using 

3dfx’s free software tools running on a conventional computer system.  Ex. 1005., 

7; Ex. 1003, ¶132. 
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FXT1 disclosed how its texture compression algorithm works.  Ex. 1005, 5 

(“FXT1™ texture compression works by . . . .”).  A POSITA would have understood 

that the compression algorithm outputs a compressed image comprising a 

compressed texture block.  For example, the FXT1 compression algorithm can 

output a compressed image that, after decompression, comprises this image 

represented by a texture block: 

Id., 7; Ex. 1003, ¶133. 

A POSITA would have understood that decompression involves receiving a 

compressed texture block as required by this claim limitation.  Further, a POSITA 

would have understood that decompression is the inverse of the compression 

operation, and that what FXT1 disclosed about its compression algorithm applied to 

FXT1 decompression.  Ex. 1003, ¶134. 

Reproduced a description of FXT1 compression/decompression algorithm 

that this Petition will refer to repeatedly: 

-Compression (also known as Encoding):
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FXT1™ texture compression works by dividing an image into multiple 4x4 

and/or 4x8 texel blocks. Each texture (including opaque and transparent 

textures) is compressed to an average of four bits-per-texel. In the FXT1™ 

texture compression scheme, four different compression algorithms are used, 

with the best one chosen per block to generate the highest quality result. The 

four algorithms used are: 

1. CC_MIXED (similar to other texture compression schemes): A 4x4 texel 

block is represented by two bits-per-texel for opaque textures. Additionally, 

each block has two 16-bit colors stored in an RGB 565 format. The two 

RGB 565 colors and two additional colors (created by interpolating between 

the two RGB 565 colors) form the primary colors for this texel block and its 

associated four color lookup table. A 2-bit index is used to determine which 

color from the lookup table will be used for each texel in the 4x4 block. 

Transparent textures are created by making one of the four colors 

transparent. 

2. CC_HI (best for spatial resolution): A 4x8 texel block is represented by 

three bits-per-texel for opaque and transparent textures. Each block stores 

two 15-bit colors in an RGB 555 format. The two RGB 555 colors and five 

additional colors (created by interpolating between the two RGB 555 colors) 

form the primary colors for this texel block. Additionally, an eighth color is 

defined to be the transparent color. A 3-bit index is used to determine which 

color from the 8-entry lookup table will be used for each texel in the 4x8 

block.  

Ex. 1005, 5; Ex. 1003, ¶135. 

FXT1 comprises a compressed texture block including two or more 

disjoint subsets.  FXT1 partitions a texture block into nonoverlapping or disjoint 
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subsets.  Ex. 1005, 5 (“FXT1™ texture compression works by dividing an image 

into multiple 4x4 and/or 4x8 texel blocks.”).  More specifically, FXT1 partitions a 

texture block into 4x4 or 4x8 nonoverlapping or disjoint subsets in the CC_MIXED 

and CC_HI mode, respectively.  Id. (“1. CC_MIXED . . . A 4x4 texel block is 

represented by two bits-per-texel for opaque textures . . . 2. CC_HI (best for spatial 

resolution): A 4x8 texel block is represented by three bits-per-texel for opaque and 

transparent textures . . . .”).  Whether a 4x4 or 4x8 subset is selected (or whether the 

CC_CHROMA or CC_ALPHA scheme is used) is determined on a subset-by-subset 

basis.  Id.  (“In the FXT1™ texture compression scheme, four different compression 

algorithms are used, with the best one chosen per block to generate the highest 

quality result.”).  FXT1 selects the best one of the four schemes for each subset to 

generate the final compressed data.  Id.  Accordingly, each image block is typically 

partitioned into a mixture of 4x4 and 4x8 nonoverlapping or disjoint subsets.  Ex. 

1003, ¶136. 

FXT1 discloses that data in the compressed texture block is to be 

unpacked into the two or more disjoint subsets.1  For example, in CC_MIXED 

and CC_HI schemes, FXT1 compressed data are partition into 4-texel-by-4-texel or 

4-texel-by-8-texel disjoint subsets with color endpoints.  Ex. 1005, 5.  Because the 

1 Petitioner is applying the interpretation of Patent Owner on this limitation as described with 
respect to Sorgard above.
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compressed data comprise an ordered set of data to represent an image, and the 

image would be reconstructed by decompressing the compressed data, it would have 

been at least obvious that unpacking data in the compressed texture block, based in 

part on the color endpoints as described in more detail below with respect to the next 

limitation, would maintain the order of the data set and keep the data in their same 

respective disjoint subsets in which they reside in the compressed texture data block.  

Ex. 1003, ¶138. 

FXT1 further disclosed that the two or more disjoint subsets include a first 

subset having a first set of color endpoints and a second subset having a second 

set of color endpoints.  For example, in the CC_MIXED scheme, each disjoint 4x4 

subset has “two 16-bit colors stored in an RGB 565 format.”  Ex. 1005, 5.  Two 

additional colors are “created by interpolating between the two RGB 565 colors.”  

Id.  Thus, these two 16-bit colors constitute a set of color endpoints.  Additionally, 

in the CC_HI scheme, each disjoint 4x8 subset comprises “two 15-bit colors in an 

RGB 555 format.”  Id.  Five additional colors are “created by interpolating between 

the two RGB 555 colors.”  Id.  Thus, these two 15-bit colors constitute a set of color 

endpoints.  Because each 4x4 or 4x8 subset comprises its own set of color endpoints, 

two or more disjoint 4x4 and/or 4x8 subsets include a first subset having a first set 

of color endpoints and a second subset having a second set of color endpoints.  Ex. 

1003, ¶139. 
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To the extent it is argued that FXT1 did not disclose or render obvious the 

claim requirement the compressed texture block includes two or more disjoint 

subsets, for example, to the extent it is argued that the claimed compressed texture 

block would read on a 4x4 or 4x8 texel block of FXT1 and each 4x4 or 4x8 texel 

block does not include two or more disjoint subsets, Petitioner disagrees for the 

following reasons.  First, the claimed “compressed texture block” in its plain and 

ordinary meaning can read on a block comprising an entire image or a part of an 

image, and the claim does not specify a size of the block.  Second, the claim does 

not specify partitioning an image into a plurality of blocks but merely recites a single 

“compressed texture block.”  Thus, restricting the claimed compressed texture block 

to FXT1’s 4x4 or 4x8 texel blocks is overly narrow.  Third, “block” is not a term of 

art that is limited to something equivalent to a 4x4 or 4x8 texel block of FXT1.  For 

example, at the time of the ’628 patent, a POSITA would have broadly interpreted 

the word block in the context of texture compression.  See Ex. 1008, ¶ [0075] (“In 

the broadest sense a texture block is a plurality of texels.”).  And neither is the plain 

and ordinary meaning of the claimed “block” limited to, e.g., a 4x4 or 4x8 block.  

Ex. 1003, ¶140. 

Additionally or alternatively, to the extent it is argued that the claimed 

compressed texture block would read on a 4x4 or 4x8 texel block of FXT1 and each 

4x4 or 4x8 texel block does not include two or more disjoint subsets, a POSITA 
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would have found it obvious to partition an image into a plurality of texture blocks, 

each of which including two or more disjoint 4x4 and/or 4x8 texel blocks.  For 

example, an image may be partitioned into a plurality of 8x8 texture blocks, each of 

including two or more disjoint 4x4 and/or 4x8 texel blocks.  Ex. 1003, ¶141.  The 

following figure shows some of such 8x8 texture blocks further partitioned into 4x4 

and/or 4x8 blocks: 

Partitioning an 8x8 block into smaller subsets was known in the art.  See Ex. 

1017; Ex. 1003, ¶142. 

A POSITA would have found it obvious that other block sizes are available.  

For example, an image may be partitioned into square blocks with each side having 

a length that is a multiple of 8 (8, 16, 24, etc.).  And FXT1 disclosed texture sizes 

such as 64x64, 128x128, . . . , 2048x2048, etc.: 
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Ex. 1005, 2.  Each such a square block may include two or more disjoint 4x4 and/or 

4x8 texel blocks.  Further, it would have been obvious to partition a 2048x2048 

image into, for instance, 1,024 64x64 blocks, each of which may be further 

partitioned into a plurality of 4x4 and 4x8 disjoint subsets.  Making such an 

additional level of partitioning would have been nothing more than applying a well-

understood, conventional image decomposition or partitioning technique with 

predictable results.  A POSITA would have been motivated to make an additional 

level of partitioning to, for example, break up a large image into sets of data such 

that performing compression on each block would preserve the image fidelity of the 

texture.  Ex. 1003, ¶143. 

d. 7[c]: individually decompress each of the two or more 
disjoint subsets to form texels, wherein the decompressing 
includes: 

FXT1 disclosed a processor configured to individually decompress each of 

the two or more disjoint subsets to form texels.  Ex. 1003, ¶144. 

For the same reasons explained above with respect to claim limitation 7[b], 

either the 3dfx next-generation processor or a processor of a conventional computer 

system running a 3dfx software tool is a processor configured to be performed the 

step required by this claim limitation 7[c].  Ex. 1003, ¶145. 

In the CC_MIXED scheme, a two-bit index represents each texel.  Ex. 1005, 

5.  The index is “used to determine which color from the lookup table will be used 
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for each texel” in the disjoint 4x4 subset.  Id.  Using a per-texel index to a per-

disjoint-subset lookup table to determine the color for each texel satisfies the 

limitation to individually decompress each of the two or more disjoint subsets to 

form texels because each disjoint subset is decompressed individually or separately 

using its own lookup table.  Ex. 1003, ¶146. 

Similarly, in the CC_HI scheme, a three-bit index represents each texel.  Ex. 

1005, 5.  The index is “used to determine which color from the 8-entry lookup table 

will be used for each texel” in the disjoint 4x8 subset.  Id.  Using a per-texel index 

to a per-disjoint-subset lookup table to determine the color for each texel satisfies 

the limitation to individually decompress each of the two or more disjoint subsets to 

form texels because each disjoint subset is decompressed individually or separately 

using its own lookup table.  Ex. 1003, ¶147. 

FXT1 decompression algorithm repeats the decompression process for each 

of the disjoint subsets to form texels.  For example, during compression, the best of 

the four schemes is chosen on a per-disjoint-subset basis.  Ex. 1005, 5 (“In the 

FXT1™ texture compression scheme, four different compression algorithms are 

used, with the best one chosen per block to generate the highest quality result.”).  

Each disjoint subset would be evaluated based on the quality of the outputs of the 

four schemes.  During decompression, for each disjoint subset, a 2-bit field is “used 

to determine which of the 4 compression schemes was utilized by the compression 
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algorithm for best visual quality” and thus which of the 4 schemes should be used 

for decompression.  Id., 6.  This process would be repeated to decompress the two 

or more disjoint subsets to form texels.  Ex. 1003, ¶148. 

e. 7[d]: determining a first texel color for a first texel that is 
part of the first disjoint subset by interpolating between 
color endpoints of the first set of color endpoints based on 
a first index value for the first texel; and 

FXT1 includes determining a first texel color for a first texel that is part 

of the first disjoint subset by interpolating between color endpoints of the first 

set of color endpoints based on a first index value for the first texel.  Ex. 1003, 

¶149. 

In the CC_MIXED scheme, each disjoint 4x4 subset has “two 16-bit colors 

stored in an RGB 565 format.”  Ex. 1005, 5.  Two additional colors are “created by 

interpolating between the two RGB 565 colors.”  Id.  This results in a set of 4 colors, 

2 color endpoints and 2 interpolated colors.  A two-bit index is “used to determine 

which [of the 4] color[s] from the lookup table will be used for each texel” in the 

disjoint 4x4 subset.  Id.; Ex. 1003, ¶150.   

In the CC_HI scheme, each disjoint 4x8 subset comprises “two 15-bit colors 

in an RGB 555 format.”  Ex. 1005, 5.  Five additional colors are “created by 

interpolating between the two RGB 555 colors.”  Id.  A three-bit index is “used to 
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determine which color from the 8-entry lookup table will be used for each texel” in 

the disjoint 4x8 subset.  Id.; Ex. 1003, ¶151. 

Accordingly, in both schemes, FXT1 decompression algorithm determines a 

texel color for a texel that is part of a disjoint subset by interpolating between two 

color endpoints based on a 2- or 3-bit index.  The determined color is one of the two 

color endpoints or one of the two or five interpolated colors.  Ex. 1003, ¶152. 

This process is repeated for each disjoint 4x4 or 4x8 subset.  Thus, FXT1 

determines a first texel color for a first texel that is part of the first disjoint subset by 

interpolating between color endpoints of the first set of color endpoints based on a 

first index value for the first texel.  Ex. 1003, ¶153. 

f. 7[e]: determining a second texel color for a second texel 
that is part of the second disjoint subset by interpolating 
between color endpoints of the second set of color 
endpoints based on a second index value for the second 
texel. 

FXT1 includes determining a second texel color for a second texel that is 

part of the second disjoint subset by interpolating between color endpoints of 

the second set of color endpoints based on a second index value for the second 

texel.  Ex. 1003, ¶154. 

The reasons above in claim limitation 7[d] apply to this claim limitation, with 

the addition that FXT1’s decompression algorithm is repeated for a second texel that 

is part of a second disjoint subset, which a POSITA would have understood to be 
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inherent in FXT1.  For example, FXT1 showed complete decompressed images, 

which could be generated only if both claim limitations 7[d] and 7[e] are satisfied, 

i.e., the determining step is repeated for a plurality of texels.  Ex. 1003, ¶155. 

2. Dependent Claim 8: The computer processing system of claim 7, 
wherein the compressed texture block represents the original 
texture block. 

FXT1 disclosed or at least rendered obvious the computer processing system 

of claim 7 as explained above.  FXT1 disclosed the additional limitation of claim 8.  

Ex. 1003, ¶156. 

The requirement of claim 8 that the compressed texture block represents 

the original texture block is inherent in the key objective of image or texture 

compression, namely, to reduce the data size of an image without distorting the 

image unacceptably.  Ex. 1003, ¶157.  Thus, it is inherent in working texture 

compression algorithms including FXT1 that the compressed texture block 

represents the original texture block.  Id.

FXT1 confirms this.  For example, it disclosed reproducing textures “for 

entire rooms and all of the objects or characters in a given scene.”  Ex. 1005, 3.  This 

is achievable because the compressed texture block represents the original texture 

block.  As another example, the uncompressed, original images juxtaposed with 

FXT1-processed images also confirms that the compressed texture block represents 

the original texture block. 
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Id., 7. 

Id., 8; Ex. 1003, ¶158. 

3. Dependent Claim 9: The computer processing system of claim 7, 
wherein the one or more disjoint subsets have different sizes. 

FXT1 disclosed or at least rendered obvious the computer processing system 

of claim 7 as explained above.  FXT1 disclosed the additional limitation of claim 9. 

Specifically, as explained above with respect to claim 7, the CC_MIXED scheme 

comprises disjoint 4x4 subsets and the CC_HI scheme comprises disjoint 4x8 

subsets.  These have different sizes.  Ex. 1003, ¶159. 
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4. Dependent Claim 10: The computer processing system of claim 
7, wherein the processor is further configured to independently 
decompress each of the one or more disjoint subsets. 

FXT1 disclosed or at least rendered obvious the computer processing system 

of claim 7 as explained above.  FXT1 disclosed the additional limitation of claim 10.  

Ex. 1003, ¶160. 

In the CC_MIXED scheme, a two-bit index represents each texel.  Ex. 1005, 

5.  The index is “used to determine which color from the lookup table will be used 

for each texel” in the disjoint 4x4 subset.  Id.  Using a per-texel index to a per-

disjoint-subset lookup table to determine the color for each texel satisfies the 

limitation to independently decompress each of the one or more disjoint subsets 

because texels in each disjoint subset are decompressed using a lookup table specific 

to the disjoint subset that is not contingent on another subset.  See id. (stating that 

the decompression scheme is chosen from the best of the four “per block,” i.e., per 

disjoint subset); Ex. 1003, ¶161. 

Similarly, in the CC_HI scheme, a three-bit index represents each texel.  Ex. 

1005, 5.  The index is “used to determine which color from the 8-entry lookup table 

will be used for each texel” in the disjoint 4x8 subset.  Id.  Using a per-texel index 

to determine the color for each texel satisfies the limitation to independently 

decompress each of the one or more disjoint subsets because texels in each disjoint 

subset are decompressed using a lookup table specific to the disjoint subset that is 
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not contingent on another subset.  See id. (stating that the decompression scheme is 

chosen from the best of the four “per block,” i.e., per disjoint subset).  Ex. 1003, 

¶162. 

5. Dependent Claim 11: The computer processing system of claim 
7, wherein the processor is further configured to apply the 
approximation to a rendered surface for display. 

FXT1 disclosed or at least rendered obvious the computer processing system 

of claim 7 as explained above.  FXT1 disclosed the additional limitation of claim 11.  

Ex. 1003, ¶163. 

The requirement of claim 11 is inherent in texture compression, namely, to 

reduce the data size of an image without distorting the image unacceptably.  Ex. 

1003, ¶164.  Thus, the decompressed image may be considered an approximation as 

recited in claim 11.  Id.  Furthermore, applying a decompressed image to a rendered 

surface for display was the intended application of image/texture 

compression/decompression because images were meant to be displayed — being 

shown on a display is the reason why they were created in the first place.  

Specifically, texture is used to project a 3D image onto a 2D surface, to create on a 

2D surface the appearance of a 3D object.  This was a common POSITA knowledge 

by the time of the ’628 patent.  See, e.g., Ex. 1008, ¶ [0052] (“Texture Mapping: 

Texture mapping incorporates a texture into the surface of an object in an image. 

Typically, the mapping involves incorporating a two dimensional array of texels into 
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a group pixels representing a three-dimensional surface in the image.”).  Thus, it is 

inherent that the processor running the FXT1 algorithm is configured to apply the 

approximation to a rendered surface for display. 

FXT1 confirms this.  For example, it disclosed reproducing textures for a 

rendered scene.  Ex. 1005, 2 (“more textures can be used in a rendered scene which 

can substantially improve overall visual quality. By reducing the memory bandwidth 

needed for texture transfers and processing, the overall fill-rate of a 3D accelerator 

is increased, which increases frame-rates and also generates a much more realistic, 

immersive 3D experience.”); id., 3 (“With limited on-board memory, first and 

second generation consumer 3D accelerators were limited to texture maps with a 

maximum resolution of 256x256 texels . . . By utilizing texture compression, higher 

resolution textures can now be utilized to offer significantly improved visual realism 

in economical amounts of texture memory . . . Utilizing larger texture maps can 

significantly enhance the overall visual quality of a rendered scene.”).  FXT1 

achieves “[h]igher resolution textures for better image quality” in processing 3D 

images to “create smooth 3D rendering” for display.  Id., 4.  It further discloses a 

display/monitor for displaying the rendered textures.  Id., 5 (system diagram).  

Moreover, FXT1 shows decompressed images that are the results of applying the 

approximation to a rendered surface for display.  See id., 7, 8.  For example, FXT1 
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produces a “more accurate” image showing “the finer details of the images” than 

S3TC, another texture compression and decompression algorithm: 

Id., 7.  In other words, FXT1 produces closer approximations than S3TC.  Ex. 1003, 

¶165. 

6. Dependent Claim 12: The computer processing system of claim 
7, wherein each of the one or more disjoint subsets is associated 
with a quality parameter that met a pre-selected threshold. 

FXT1 disclosed or at least rendered obvious the computer processing system 

of claim 7 as explained above.  FXT1 rendered obvious the additional limitation of 

claim 12 to the extent it is argued that claim 12.  Ex. 1003, ¶166. 

For example, FXT1 disclosed computing quality using root mean square error 

of the four compression schemes to select the best of the four per disjoint subset.  

Ex. 1005, 5 (“In the FXT1™ texture compression scheme, four different 

compression algorithms are used, with the best one chosen per block to generate the 

highest quality result.”).   
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Id., 6; Ex. 1003, ¶167. 

The root mean square error constitute a quality parameter, e.g., one that 

measures “visual quality.”  Ex. 1005, 6; Ex. 1003, ¶168. 

Further, FXT1 disclosed performing real-time compression on larger texture 

maps.  Ex. 1005, 7 (“All major 3D APIs support FXT1™ texture compression. 

Textures can be pre-compressed and stored on CD or they can be compressed in real-

time by using the provided tools and source code for FXT1™ encoding.”); id. (“For 

developers wishing to do real-time compression in the FXT1™ format, free source 

code is available for writing an encoder as part of an application.”); id., 2 (“Current 

titles are using two or more textures per object at resolutions up to 2048x2048 per 

texture and these requirements will continue to increase as 3D content developers 

strive for increased realism.”); id., 3 (“Utilizing larger texture maps can significantly 
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enhance the overall visual quality of a rendered scene.”).  A POSITA would have 

understood that low processing latency is desirable for real-time compression of 

texture maps.  A POSITA would have further found it obvious that lower processing 

latency could be achieved if, instead of computing 2 to the power of 32 or more than 

4 billion combinations of color endpoints and choosing the best one, the algorithm 

computes a set of color endpoints and its root mean square error, compares the root 

mean square error of the resulting compressed data with a pre-select threshold, and 

chooses the set of color endpoints for compression if the error is less than the 

threshold or performs compression using the next scheme otherwise.  In this way, 

each of the one or more disjoint subsets is associated with a quality parameter 

(root mean square error) that met a pre-selected threshold.  Moreover, processing 

latency can be reduced because not all four billion color combinations need to be 

computed for each disjoint subset.  Ex. 1003, ¶169. 

Doing so would have involved a well-known application of a threshold with 

predictable results.  Further, the threshold may be adjusted based on desired visual 

quality to ensure a likelihood of success in achieving the desired visual quality.  A 

POSITA would have been motivated to do so to decrease processing latency for real-

time compression of large texture maps.  Ex. 1003, ¶170. 
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C. Ground 4: FXTI in view of Reshetov and the Knowledge of a 
Person of Ordinary Skill in the Art Render Obvious Claims 12 

1. Dependent Claim 12: The computer processing system of claim 
7, wherein each of the one or more disjoint subsets is associated 
with a quality parameter that met a pre-selected threshold. 

As explained above, FXT1 rendered obvious claim 12.  Additionally or 

alternatively, FXT1 in view of Reshetov rendered obvious the additional 

requirement of claim 12.  Ex. 1003, ¶171. 

Reshetov, like FXT1, disclosed using square error as an error function to 

measure the visual quality of the compressed texture data to represent the original 

image.  Ex. 1008, ¶ [0042] (“Error Function: An error function may be used to 

quantify the ability of one or more color palettes to represent the original color values 

for a group of texels. The error function may be composed of a sum of individual 

texel error contributions. For example, an error function may be the sum (over all 

texels in a texture block) of the squared minimum difference between each original 

texel color value and one of the color values from the color palette. The squared 

minimum difference is used to avoid positive differences negating negative 

differences, and an absolute value or other means may also be used.”).  The sum of 

square error of Reshetov and mean square error of FXT1 are related and 

substantively identical in that the mean is simply the sum divided by the number of 

pixels represented in the sum.  Ex. 1003, ¶172. 
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Reshetov further disclosed that a color palette, that is, the set of color 

endpoints used to regenerate the colors of a disjoint texture subset, is generated 

“typically by iteratively changing color values from the color palette to reduce the 

error function.  Ex. 1008, ¶ [0045].  An iterative process to generate color endpoints 

may result in an extended processing latency, especially if the number of iterations 

is large.  See id., ¶ [0085] (“Color values may be changed repeatedly (beyond the 

initial color values) to further reduce the error function. In one embodiment, a brute-

force method such as a Monte Carlo method is used to achieve the optimization, 

however this method may be computationally demanding relative to other 

methods.”).  In view of FXT1’s real-time compression application (as explained with 

respect to claim 12 in the FXT1 ground), a POSITA would have been motivated to 

apply a pre-select error threshold to terminate the iterative process when the error is 

at or below an acceptable level to reduce the processing latency.  See id. (“In one 

embodiment an optimization technique may be used to reduce the error function. 

The optimization may minimize the error function or reduce it to an acceptable level 

by changing one or more color values assigned to texture blocks.”).  Ex. 1003, ¶173. 

A POSITA would have been motivated to apply the teaching of Reshetov to 

FXT1 in the manner above because these teachings of Reshetov applies generally to 

texture compression.  Further, Reshetov cites FXT1 as prior art of which the 

invention of Reshetov is an extension.  Id., ¶¶ [0012]-[0017].  Thus, a POSITA 
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would have understood that these teachings of Reshetov to be applicable to FXT1.  

Ex. 1003, ¶174. 

VIII. CONCLUSION

Substantial, new, and noncumulative technical teachings have been presented 

for each of claims 15-20.  For these reasons and the disclosures identified in the 

claim charts above, the references above teach and suggest the subject matter of the 

’381 Patent in such a manner that there is a reasonable likelihood that Petitioner 

would prevail on at least one claim.  Accordingly, Petitioner requests that the Board 

grant this petition for inter partes review. 
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