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UNITED STATES DISTRICT COURT
EASTERN DISTRICT OF TEXAS
MARSHALL DIVISION

ELEMENT CAPITAL COMMERCIAL
COMPANY PTE. LTD,

Plaintiff,
Civil Action No.
V.
JURY TRIAL DEMANDED
BOE TECHNOLOGY GROUP CO.,
LTD; BEIJING BOE DISPLAY
TECHNOLOGY CO., LTD; AND
MOTOROLA (WUHAN) MOBILITY
TECHNOLOGIES COMMUNICATION
CO., LTD..

Defendant.

COMPLAINT FOR PATENT INFRINGEMENT

Plaintiff Element Capital Commercial Company PTE. LTD (“Element Capital” or
“Plaintiff”) files this Complaint against Defendants BOE Technology Group Co., Ltd,
Beijing BOE Display Technology Co., Ltd, and Motorola (Wuhan) Mobility
Technologies Communication Co., Ltd. (collectively “Defendants”), based on its own
knowledge as to itself and its own actions, and based on information and belief as to all

other matters, alleging as follows:

INTRODUCTION

This matter involves Element Capital’s active-matrix display product patents
(U.S. Patent No. 7,259,736 B2, U.S. Patent No. 8,164,267 B2, and U.S. Patent No.

8,525,760) infringed by Defendants’ display products (“Defendants’ products” or
1

1 BOE 1014



Case 2:22-cv-00118-JRG Document 1 Filed 04/18/22 Page 2 of 35 PagelD #: 2

“Accused Products”). Active-matrix display products are now included in nearly every
mobile phone and device. Technology underlying the manufacture and use of active-
matrix display products is, in short, extremely valuable.

L

THE PARTIES

1. Plaintiff Element Capital Commercial Company PTE. LTD (“Element
Capital”) is a Singaporean company located at 60 Paya Lebar Road #11-04, Paya Lebar

Square, Singapore 409051.

2. On information and belief, Defendant BOE Technology Group Co., Ltd is
a Chinese company located at 181 No.12 Xihuanzhong Rd, BDA, Beijing, 100176,

China.

3. On information and belief, Defendant Beijing BOE Display Technology
Co., Ltd is a Chinese company located at 118 Jinghai 1 Road Economic Tech
Development Zone Beijing, 100176, China. BOE is a subsidiary of BOE Technology
Group Co. Ltd., produces certain Accused Products abroad, including in China, that are
then sold for importation into the United States, imported into the United States, and/or

sold within the United States after importation.

4. On information and belief, Defendant Motorola (Wuhan) Mobility
Technologies Communication Co., Ltd. is a Chinese company located at No.19, Gaoxin

4th Road, Wuhan East Lake High-tech Zone, Wuhan, Wuhan Hubei 430000, China.
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II.

NATURE OF THE ACTION

=5 This is an action for patent infringement.

6. Element Capital is informed and believes and alleges that Defendants have
been and are currently infringing and/or contributing to and/or actively inducing others to
infringe claims of U.S. Patent No. 7,259,736 B2, U.S. Patent No. 8,164,267 B2, and U.S.
Patent No. 8,525,760 B2 (“the ‘736 Patent,” “the ‘267 Patent,” and “the ‘760 Patent” or

collectively “the Asserted Patents”).

II1.

JURISDICTION AND VENUE

7. This action arises under the patent laws of the United States, Title 35 of

the United States Code, 35 U.S.C. § 1 ef seq.

8. This Court has subject matter jurisdiction over this action pursuant to 28

U.S.C. §§ 1331 and 1338(a).

9. On information and belief, BOE Technology Group Co., Ltd is subject to
this Court’s specific and general personal jurisdiction pursuant to due process, the federal
long arm statute, and/or the Texas Long Arm Statute, due at least to its substantial
business in this State and judicial district, including at least part of its infringing activities
alleged herein, and regularly doing or soliciting business, engaging in other persistent
conduct, and/or deriving substantial revenue from goods sold and services provided to

Texas residents.
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1

ELECTRO-OPTICAL DEVICE,
ACTIVE-MATRIX SUBSTRATE, AND
ELECTRONIC APPARATUS

BACKGROUND OF THE INVENTION

1. Field of Invention

The present invention relates to an electro-optical device,
an active matrix substrate, and an electronic apparatus.

2. Description of Related Art

One type of driving system for a related art display having
liquid-crystal elements, organic EL (electroluminescent)
elements, electrophoresis elements, electron emitting ele-
ments, or the like is an active matrix drive system. An
active-matrix drive system display includes a display panel
that has a plurality of pixels in a matrix. The pixels have
respective pixel circuits, each of which is constituted by
electro-optical elements and driving transistors for supply-
ing drive power to the electro-optical elements. The pixel
circuits are arranged so as to correspond to respective
intersections of data lines and scan lines (see Pamphlet of
International Publication No. W098/36407).

When the pixel circuits have different shapes and/or
different pitches in the column direction (data-line direction)
and the row direction (scan-line direction) of the display
panel portion, directional viewing variation occurs between
the column direction and the row direction of the display
panel. As a result, an image displayed on the display panel
portion may be distorted in the column direction (data-line
direction) or the row direction (scan-line direction). In
particular, for a full-color display, color irregularities occur
in addition to the distortion of the image in the column and
row directions. Thus, the display quality of the display is
reduced.

SUMMARY OF THE INVENTION

The present invention provides an electro-optical device
and an electro-optical apparatus which reduce directional
viewing variation between the column and row directions.
The present invention provides an active matrix substrate
suitable for the electro-optical device.

An electro-optical device according to an aspect of the
present invention includes a plurality of effective optical
regions that are provided above a substrate and that have
electro-optical elements and a wiring region that is provided
on the substrate and that has wires to supply power or
electric signals to the electro-optical elements. At least three
of the effective optical regions are in contact with ineffec-
tive-optical regions directly or via part of the wiring region,
the electro-optical elements not being provided in the inef-
fective-optical regions.

According to an aspect of the present invention, the
effective optical regions having the electro-optical elements
are arranged so as to sandwich the ineffective optical regions
that have no electro-optical elements. Thus, it is possible to
uniformly arrange the electro-optical elements in the column
and row directions of a display. As a result, directional
viewing variation that occurs between the column direction
and the row direction of the display panel portion can be
reduced, thereby making it possible to reduce distortion of
an image.

In this electro-optical device, the plurality of effective
optical regions may include a plurality of first effective
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the ineffective optical region may be arranged so as to be
sandwiched by two of the first effective optical regions and
s0 as to be sandwiched by two of the second effective optical
regions.

With this arrangement, allotting the electro-optical ele-
ments to electro-light emitting elements that emit green and
blue allows the electro-optical device to display a full-color
image. In such a case, it is possible to reduce color irregu-
larities in the column and row directions of the display panel
portion of the electro-optical device. As a result, for a
full-color display, the generation of color irregularities can
be suppressed in the column and row directions in addition
to the suppression of image distortion. Thus, the display
quality of the display can be enhanced.

An electro-optical device according to an aspect of the
present invention includes a plurality of first effective optical
regions that are provided above a substrate and that have first
electro-optical elements, a plurality of second effective
optical regions that are provided above the substrate and that
have second electro-optical elements, and a plurality of
ineffective optical regions that are provided above the sub-
strate and that have no electro-optical elements. Each of the
ineffective optical regions is arranged so as to be sandwiched
by two of the first effective optical regions and so as to be
sandwiched by two of the second effective optical regions.

According to an aspect of the present invention, the first
electro-optical elements or the second electro-optical ele-
ments can be arranged so as to sandwich the ineffective
optical regions having no electro-optical elements.

In this electro-optical device, the first effective optical
regions or the second effective optical regions may not be
arranged so as to be adjacent to each other.

With this arrangement, the first electro-optical elements
and the second electrical elements can be arranged in regular
directions and at regular intervals in the column and row
directions of the display. As a result, directional viewing
variation that occurs between the column direction and the
row direction of the display panel portion can be reduced,
thereby making it possible to reduce distortion of an image.

In this electro-optical device, the first effective optical
regions and the second effective optical regions may have
the same shape.

With this arrangement, the first and second electro-optical
elements can be formed on the same condition, thereby
making it possible to reduce coating spots during the for-
mation of the first and second electro-optical elements.

In this electro-optical device, the ineffective optical
regions may have anti-reflection members.

With this arrangement, since the anti-reflection member is
provided in the ineffective optical region included in one
pixel, black can be reliably displayed at one pixel and a
contrast ratio can be increased.

In this electro-optical device, the first and second effective
optical regions may have respective electronic circuits to
drive the electro-optical elements provided in the first and
second effective optical regions.

With this arrangement, the first and second electro-optical
elements provided in the first and second effective optical
regions are driven by the electronic circuits provided in the
same effective optical regions.

In this electro-optical device, at least one of the first and
second effective optical regions may have an electronic

circuit to drive the electrical optical element provided in
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second effective optical region can be provided in the first or
second effective optical region. As a result, the aperture ratio
of pixels can be increased.

In this electro-optical device, the ineffective optical
region may have an electronic circuit to drive the electro-
optical elements provided in at least one of the first effective
optical regions and at least one of the second effective
optical regions.

With this arrangement, the individual electronic circuits to
drive the first and second electro-optical elements provided
in the first and second effective regions can be formed in the
ineffective optical regions. As a result, the aperture ratio of
pixels can be increased.

In this electro-optical device, at least one of the effective
optical regions may be in contact with an ineffective optical
region in which no electronic circuit is provided below an
electrode provided in the effective optical region or the
electrode is not provided above the electronic circuit.

With this arrangement, the ineffective optical regions and
the effective optical regions can be planarized, thereby
making it possible to eliminate pixel irregularities. Also, the
aperture ratio in the effective optical regions can be
increased, thereby making it possible to provide a display
having yet lower power consumption.

This electro-optical device may further include pixels that
are provided so as to correspond to respective intersections
of a plurality of scan lines and a plurality of data lines. The
electronic circuits may drive the electro-optical elements in
accordance with scan signals from the scan lines and data
signals from the data lines.

With this arrangement, it is possible to increase the
display quality of the electro-optical device that drives the
electro-optical elements in accordance with the scan signals
from the scan lines and the data signals from the data lines.

In this electro-optical device, the electronic circuits may
include first transistors to supply data signals during elec-
trical conduction; capacitance elements to store, as an
amount of charge, the data signals supplied from the first
transistors; and second transistors to supply an amount of
current corresponding to the electrical-conduction state to
the electro-optical elements. The electrical-conduction state
is controlled in accordance with the amount of charge stored
by the capacitance elements.

With this arrangement, when the first transistors to supply
the data signals are put into the electrical conduction states,
the data signals to be supplied via the first transistors are
supplied to the corresponding capacitance elements. The
electrical conduction states of the second transistors are
controlled based on an amount of charge in accordance with
data signals stored by the capacitance elements. The second
transistors supply an amount of current corresponding to the
electrical conduction states to the electro-optical elements.

In this electro-optical device, the first electro-optical
element and the second electro-optical element may be
constituted by two electro-optical elements selected from an
electro-optical element that emits green, an electro-optical
element that emits blue, and an electro-optical element that
emits red.

With this arrangement, it is possible to display a color
image that is reduced in color irregularities in the column
and row directions of the display panel portion.

In this electro-optical device, each of the first electro-
optical elements and the second electro-optical elements
may be an EL element.
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In this display panel, the EL. element may have a light-
emitting layer that is made of organic material.

In this case, the light-emitting layer of the EL. element is
constituted by an organic EL element that is made of organic
material.

An electro-optical device according to an aspect of the
present invention includes a plurality of first light-emitting
regions that are provided above a substrate and that have first
light-emitting films, a plurality of second light-emitting
regions that are provided above the substrate and that have
second light-emitting films, and a plurality of non-luminous
regions that are provided above the substrate and that have
no light-emitting films. Each of the non-luminous regions is
arranged so as to be sandwiched by two of the first light-
emitting regions and so as to be sandwiched by two of the
second light-emitting regions.

According to an aspect of the present invention, the first
light-emitting films or the second light-emitting films can be
arranged so as to sandwich the non-luminous regions having
no light-emitting films.

In this electro-optical device, the first light-emitting films
or the second light-emitting films are not arranged so as to
be adjacent to each other.

With this arrangement, the first and second light-emitting
films can be arranged in regular directions and at regular
intervals in the column and row directions of the display. As
a result, directional viewing variation that occurs between
the column direction and the row direction of the display
panel portion can be reduced, thereby making it possible to
reduce distortion of an image.

In this electro-optical device, the first light-emitting
regions and the second light-emitting regions may have the
same shape.

With this arrangement, the first and second light-emitting
films can be formed on the same condition, thereby making
it possible to reduce coating spots during the formation of
the first and second light-emitting films.

In this electro-optical device, the non-luminous regions
may have anti-reflection members.

With this arrangement, since the anti-reflection member is
provided in the non-luminous region included in one pixel,
black can be reliably displayed at one pixel and a contrast
ratio can be increased.

In the electro-optical device, the first and second light-
emitting regions may have respective electronic circuits to
control light emission of the corresponding first and second
light-emitting films.

With this arrangement, the first and second electro-optical
elements provided in the first and second effective optical
regions are driven by the electronic circuits provided in the
same effective optical regions.

In this electro-optical device, at least one of the first and
second light-emitting regions may have an electronic circuit
to control light emission of the first or second light-emitting
film provided in another first or second light-emitting
region.

With this arrangement, the electronic circuit to drive the
first or second light-emitting film provided in the first or
second light-emitting region can be formed in the first or
second light-emitting region. As a result, the aperture ratio
of pixels can be increased.

In this electro-optical device, the non-luminous region
may have an electronic circuit to control light emission of
the first or second light-emitting film provided in at least one
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first and second light-emitting regions can be formed in the
non-luminous regions. As a result, the aperture ratio of
pixels can be increased.

This electro-optical device may further include pixels that
are provided so as to correspond to respective intersections
of a plurality of scan lines and a plurality of data lines. The
electronic circuits for the corresponding pixels may control
light emission of the first or second light-emitting films in
accordance with scan signals from the scan lines and data
signals from the data lines.

With this arrangement, it is possible to increase the
display quality of the electro-optical device that drive the
first or second light-emitting films in accordance with the
scan signals from the scan lines and the data signals from the
data lines.

In this electro-optical device, the first light-emitting film
and the second light-emitting film may be constituted by two
light-emitting films selected from a light-emitting film that
emits green, a light-emitting film that emits blue, and a
light-emitting film that emits red.

With this arrangement, it is possible to display a color
image that is reduced in color irregularities in the column
and row directions of the display panel portion.

In this electro-optical device, each of the first and second
light-emitting films may be made of organic material.

In this case, the EL element is constituted by an organic
EL element the light-emitting layer of which is made of
organic material.

An active matrix substrate according to an aspect of the
present invention includes a plurality of element forming
regions that are provided above a substrate and that have
electrodes for connection with electronic elements, and a
wiring region that is provided above the substrate and that
has wires to supply various electrical signals to the elec-
tronic elements via the electrodes. At least three of the
element forming regions are in contact with non-element-
forming regions directly or via part of the wiring region, the
electronic elements being not provided in the non-element-
forming region.

According to an aspect of the present invention, the
element forming regions are formed so as to sandwich the
corresponding non-elopement forming regions. Thus, it is
possible to uniformly arrange the element forming regions in
the column and row directions of the active matrix substrate.

An active matrix substrate according to an aspect of the
present invention includes a plurality of first element form-
ing regions that are provided above a substrate and that have
first electro-optical elements, a plurality of second element
forming regions that are provided above the substrate and
that have second electro-optical elements, and a plurality of
non-element-forming regions that are provided above the
substrate and that have no electro-optical elements. Each of
the non-element forming regions may be arranged so as to
be sandwiched by two of the first element forming regions
and so as to be sandwiched by two of the second element
forming regions.

According to an aspect of the present invention, the first
element forming regions or the second element forming
regions can be arranged so as to sandwich the corresponding
non-element forming regions.

In the active matrix substrate of an aspect of the present
invention, the non-element forming regions may have anti-
reflection members.
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In the active matrix substrate of an aspect of the present
invention, each of the first and second element forming
regions may have an electronic circuit to drive the first or
scecond clectro-optical clement that is provided therein.

With this arrangement, the first and second electro-optical
elements provided in the first and second effective optical
regions are driven by the electronic circuits provided in the
same effective optical regions.

In the active matrix substrate of an aspect of the present
invention, at least one of the first element forming regions
and the second element forming regions may have an
electronic circuit to drive the electro-optical element that is
provided in another first or second element forming region.

With this arrangement, the electronic circuit to drive the
first or second light-emitting film provided in the first or
second light-emitting region can be formed in the first or
second light-emitting region. As a result, the aperture ratio
of pixels can be increased.

In the active matrix substrate of this exemplary embodi-
ment, the non-element-forming region may have an elec-
tronic circuit to drive the electro-optical element that is
provided in at least one of the first or second element
forming regions.

With this arrangement, the individual electronic circuits to
drive the first and second light-emitting films provided in the
first and second light-emitting regions can be formed in the
non-luminous regions. As a result, the aperture ratio of
pixels can be increased.

An electronic apparatus according to an aspect of the
present invention includes the electro-optical device as
described above.

The electro-optical device can provide an electro-optical
device that is reduced in directional viewing variation
between the column and row directions.

The electronic apparatus of an aspect of the present
invention incorporates the active matrix substrate as
described above.

This electronic apparatus, therefore, includes the active
matrix substrate suitable for the electro-optical device that is
reduced in directional viewing variation between the column
and row directions.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a circuit block schematic illustrating the circuit
configuration of a display of a first exemplary embodiment;

FIG. 2 is a circuit block schematic illustrating the internal
circuit configuration of a display panel portion and a data-
line drive circuit;

FIG. 3 is a circuit schematic of a pixel circuit in the first
exemplary embodiment;

FIG. 4 is a partial sectional view of a display panel portion
in the first exemplary embodiment;

FIG. 5 is a circuit schematic of a pixel circuit in a second
exemplary embodiment;

I'IG. 6 is a partial sectional view of a display panel portion
in the second exemplary embodiment;

FIG. 7 is a perspective view illustrating the configuration
of a mobile personal computer according to a third exem-
plary embodiment; and
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DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

First Exemplary Embodiment

A first exemplary embodiment of the present invention
will now be described below with reference to FIGS. 1 to 4.
FIG. 1 is a circuit block schematic illustrating the circuit
configuration of a display. FIG. 2 is a circuit block schematic
illustrating the internal circuit configuration of a display
panel portion and a data-line drive circuit. FIG. 3 is a circuit
schematic of a pixel circuit.

A display 10 includes a control circuit 11, a display panel
portion 12, a scan-line drive circuit 13, and a data-line drive
circuit 14. The control circuit 11, the scan-line drive circuit
13, and the data-line drive circuit 14 in the display 10 may
be constituted by electronic components that are indepen-
dent from each other. For example, the control circuit 11, the
scan-line drive circuit 13, and the data-line drive circuit 14
may each be constituted by a one-chip semiconductor inte-
grated circuit unit. Alternatively, some or all of the control
circuit 11, the scan-line drive circuit 13, and the data-line
drive circuit 14 may be constituted by programmable IC
chips, and the functions of the circuits may be realized
through software, i.e., a program written in the IC chips.

The display panel portion 12 has a display area P, where
a plurality of pixel circuits 20 are arranged and formed on an
active matrix substrate S. As shown in FIG. 2, in the display
panel portion 12, data lines are arranged so as to extend in
the column direction thereof. The data lines are constituted
by data lines XGm for green, data lines XBm for blue, and
data lines XRm for red (m is a natural number). The green,
blue, and red data lines XGm, XBm, and XRm are arranged
in the order of a first green data line XG1, a first blue data
line XB1, a first red data line XR1, a second green data line
X@G2, . . . and so on from the left end of the display panel
portion 12. A plurality of scan lines Yn (n is a natural
number) are also arranged so as to extend in the row
direction of the display panel portion 12.

Further, the pixel circuits 20 are arranged and formed in
a matrix at positions corresponding to the respective inter-
sections of the scan lines Yn and the green, blue, and red
data lines XGm, XBm, and XRm.

Each pixel circuit 20 is constituted by three types of pixel
circuits, namely, a pixel circuit 20G for green, a pixel circuit
20B for blue, and a pixel circuit 20R for red. The green pixel
circuit 20G has an organic EI., (electroluminescent) element
21G for green. The organic EL element 21G emits green
light from a light-emitting layer made of organic material.
The blue pixel electrode 20B has an organic EL element 21B
for blue. The organic EL element 21B emits blue light from
a light-emitting layer made of organic material. The red
pixel electrode 20R has an organic EL element 21R for red.
The organic EL element 21R emits red light from a light-
emitting layer made of organic material. A set of the green,
blue, and red pixel circuits 20G, 20B, and 20R provides one
pixel.

As shown in FIG. 3, in a region where each pixel circuit
20 is formed, a pixel forming region ZG for green, a pixel
forming region ZB for blue, a pixel forming region ZR for
red, and a dummy forming region ZS are provided in a
square lattice. The green pixel forming region ZG has the
green pixel circuit 20G and the organic EL element 21G
therein emits green light. The blue pixel forming region ZB
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21R therein emits red light. In the dummy forming region
78S, none of the pixel circuits 20G, 20B, and 20R is formed,
but an anti-reflection member made of black polyimide or
the like is formed in this exemplary embodiment. Thus,
black is displayed in the dummy forming region ZS. Thus,
the formation of the dummy forming regions ZS can ensure
that black is displayed on the display panel portion 12. As a
result, the contrast ratio of the display 10 can be enhanced.

In this exemplary embodiment, all of the green pixel
forming regions ZG, the blue pixel forming regions ZB, the
red pixel forming regions ZR, and the dummy forming
regions ZS have the same shape. Thus, in the green pixel
forming region ZG, the blue pixel forming region ZB, the
red pixel forming region ZR, and the dummy forming region
78, all of the corresponding organic EL elements 21G, 21B,
and 21R can be formed on the same condition. As a result,
coating spots generated during the formation of the organic
EL elements 21G, 21B, and 21R can be reduced.

With regard to the arrangement of the forming regions
7G, 7B, 7R, and ZS (pixel circuits 20G, 20B, and 20R)
allotted in a square lattice in this exemplary embodiment, as
shown in FIGS. 2 and 3, each upper left side is allotted to the
green pixel forming regions ZG, and each upper right side
is allotted to the blue pixel forming region ZB. Also, each
lower left side is allotted to the dummy forming region 7S
and each lower right side is allotted to the red pixel forming
region ZR.

That is, except for the pixel circuits 20 that are located at
the top, bottom, left, and right edges, the dummy forming
regions ZS of the pixel circuits 20 are arranged so as to be
sandwiched by the green pixel forming regions ZG in the
vertical direction (column direction). The dummy forming
regions ZS are also arranged so as to be sandwiched by the
red pixel forming regions ZR in the horizontal direction
(row direction). The green pixel forming region ZG, the blue
pixel forming region ZB, the red pixel forming region ZR,
and the dummy forming region ZS, which are formed in a
square lattice, constitute one pixel region. As a result, the
green, blue, and red organic EL elements 21G, 21B, and 21R
can be arranged in regular directions and at regular intervals
in the column and row directions of the display panel portion
12. Thus, this arrangement can reduce directional viewing
variation that occurs between the column direction and the
row direction of the display panel portion 12, which makes
it possible to suppress the distortion of an image displayed
on the display panel portion 12.

As shown in FIG. 3, the green pixel circuit 20G formed
in the green pixel forming region ZG in each pixel circuit 20
has a driving transistor QdG, a switching transistor Qs, and
a storing capacitor Co that serves as a capacitance element.
The driving transistor QdG is constituted by a p-channel
FET (field effect transistor). The switching transistor Qs is
constituted by an n-channel FET.

The drain of the driving transistor QdG is connected to the
anode of the organic EL element 21G that emits green light,
and the source of the driving transistor QdG is connected to
a power-supply line LG for green. An operating voltage VG
for green is applied to the power-supply line LG. The storing
capacitor Co is connected between the gate and the source
of the driving transistor QdG.

The gate of the switching transistor Qs in the green pixel
circuit 20G is connected to the corresponding scan line Yn.
The drain of the switching transistor Qs is connected to the
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Similarly, the blue pixel circuit 20B formed in each blue
pixel-forming region ZB has the driving transistor QdB, the
switching transistor Qs, and the storing capacitor Co. The
driving transistor QdB is constituted by a p-channel FET.
The switching transistor Qs is constituted by an n-channel
FET.

The drain of the driving transistor QdB is connected to the
anode of the organic EL element 21B that emits blue light,
and the source of the driving transistor QdB is connected to
a power-supply line LB for blue. An operating voltage VB
for blue is applied to the power-supply line LB. The storing
capacitor Co is connected between the gate and the source
of the driving transistor QdB.

The gate of the switching transistor Qs in the blue pixel
circuit 20B is connected to the corresponding scan line Yn.
The drain of switching transistor Qs is connected to the blue
data line XBm, which is a part of the data lines Xm, and the
source of the switching transistor Qs is connected to the gate
of the driving transistor QdB.

The red pixel circuit 20R formed in each red pixel-
forming region ZR also has the driving transistor QdR, the
switching transistor Qs, and the storing capacitor Co. The
driving transistor QdR is constituted by a p-channel FET.
The switching transistor Qs is constituted by an n-channel
FET.

The drain of the driving transistor QdR is connected to the
anode of the organic EL element 21R that emits red light,
and the source of the driving transistor QdR is connected to
a power-supply line LR for red. An operating voltage VR for
red is applied to the power-supply line LR. The storing
capacitor Co is connected between the gate and the source
of the driving transistor QdR. The other end of the storing
capacitor Co is connected to the power-supply line LR for
red.

The gate of the switching transistor Qs in the red pixel
circuit 20R is connected to the corresponding scan line Yn.
The drain of the switching transistor Qs is also connected to
the red data line XRm, which is a part of the data lines Xm,
and the source of the switching transistor Qs is connected to
the gate of the driving transistor QdR.

The active matrix substrate S will now be described in
detail with reference to FIG. 4. FIG. 4 is a partial sectional
view of the display panel portion 12 including the dummy
forming regions ZS and the green pixel forming regions ZG
that are arranged adjacent thereto. The partial sectional view
shown in FIG. 4 corresponds to the section along the plane
A-A shown in FIG. 3 in which the driving transistors QdG,
which are included in the pixel circuits 20G in the green
pixel forming regions ZG, are formed. Since the blue and red
pixel forming regions ZB and ZR also have structures
similar to that of the green pixel forming regions ZG, the
descriptions thereof will be omitted.

As shown in FIG. 4, the display panel portion 12 includes
a substrate Sd, an element forming layer DZ that is provided
above the substrate Sd, and green light-emitting films LFG
and non-luminous films NLF which are provided on the
element forming layer DZ. The green light-emitting films
LFG constitute the green organic EL elements 21G. The
element forming layer DZ is a layer where the green pixel
circuits 20G are formed so as to correspond to the green
light-emitting films LFG. Further, the element forming layer
DZ is a layer where the other blue and red pixel circuits 20B
and 20R are formed so as to correspond to blue and red light
emitting films, which are not shown, as well as the green
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ing pixel circuits 20G, 20B, and 20R. The element forming
layer DZ has wires to electrically connect the green light-
emitting films LFG, the blue and red light emitting films, and
the driving transistors QdG, QdB, and QdR. The region in
which the wires are formed will be referred to as a “wiring
region” in this exemplary embodiment.

The substrate Sd is made of silicon in this exemplary
embodiment. An insulating layer 31 is formed on the sub-
strate Sd. The insulating layer 31 has a first insulating film
31a and a second insulating film 316 which are made of
silicon dioxide. The pixel circuits 20R, 20G, and 20B are not
formed on the first insulating film 31a below the region
where the non-luminous films NLF are formed (i.e., the
dummy forming regions ZS).

On the other hand, various elements that constitute the
green pixel circuits 20G are formed below the regions (i.e.,
the green pixel forming regions ZG) where the green light-
emitting films LFG are formed. Examples of the various
elements include silicon portions T that constitute the gates,
source, and drains of the driving transistors QdR.

The second insulating film 315 is formed on the silicon
portions T and the first insulating film 31a. On the second
insulating film 315, gate electrodes 33G of the driving
transistors QdR are formed at positions opposing the silicon
portions T. Also, on the second insulating film 315, drain
electrodes 33D and source electrodes 33S are formed at
positions opposing the drains and the sources of the silicon
portions T.

A first interlayer insulating film 32q is formed on the
second insulating film 315. A second interlayer insulating
film 325 is formed on the first interlayer insulating film 32a.
The second interlayer insulating film 324 includes wires
35a, which electrically connect the corresponding drain
electrode 33D and pixel electrodes 34, and wires 355, which
electrically connect the source electrodes 33S, the power
supply lines LR, and the storing capacitors Co.

On the second interlayer insulating film 324, the pixel
electrodes 34 and first banks 36a are formed, and the first
banks 36a are made of inorganic material, and to electrically
insulate the individual pixel electrodes 34 from each other.
A part of each pixel electrode 34 has an opening. The
non-luminous films NLF, which are made of black polyim-
ide, and the green light-emitting films LFG are formed on
the corresponding pixel electrodes 34 so as to cover the
positions of the openings of the pixel electrodes 34. The
pixel electrodes 34 for the non-luminous films NLF are not
connected to the driving transistors. The second interlayer
insulating film 325 is evenly formed in the regions where the
green light-emitting films LFG are formed and the regions
where the non-luminous films NLF are formed. The second
interlayer insulating film 325 is evenly formed also in the
regions where the blue and red light-emitting films, not
shown, other than the green light-emitting films LFG, are
formed as in the regions where the non-luminous films NLF
are formed. Thus, the display area P in which the pixel
circuits 20 are arranged and formed can be planarized. As a
result, color irregularities of pixels can be eliminated.

Second banks 365, which are made of organic material,
are formed on the first banks 36a. The second banks 365
serve to provide isolation between the green light-emitting
films LFG and the non-luminous films NLF. A first cathode
layer 384 is formed on the green light-emitting films LFG,

the non-luminous films NLF, and the second banks 365. A
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an opposing electrode for the pixel electrodes 34 to supply
electrical current to the green light-emitting films LFG.

Thus, as described above, the regions where the green
light-emitting films LFG and the blue and red light-emitting
films are provided and the regions where the non-luminous
films NLF are provided are evenly formed, thereby making
it possible to suppress color irregularities of the pixels.

As shown in FIG. 2, the data-line drive circuit 14 includes
single-line drive circuits 23G for green, single-line drive
circuits 23B for blue, and single-line drive circuits 23R for
red for the individual data lines Xm.

Each green single-line drive circuit 23G supplies a green
data signal VDG to the corresponding green pixel circuit
20G via the green data line XGm, which is a part of the data
lines Xm, in accordance with a data control signal from the
control circuit 11. When the internal state (the amount of
charge in the storing capacitor Co) of the green pixel circuit
20G is set in accordance with the green data signal VDG, the
value of current flowing through the organic EL element
21G is controlled correspondingly.

Each blue single-line drive circuit 23B supplies a blue
data signal VDB to the corresponding blue pixel circuit 20B
via the blue data line XBm, which is a part of the data lines
Xm, in accordance with a data control signal from the
control circuit 11. When the internal state (the amount of
charge in the storing capacitor Co) of the blue pixel circuit
20B is set in accordance with the blue data signal VDB, the
value of current flowing through the organic EL element
21B is controlled correspondingly.

Each red single-line drive circuit 23R supplies a red data
signal VDR to the corresponding red pixel circuit 20R via
the red data line XRm, which is a part of the data lines Xm,
in accordance with a data control signal from the control
circuit 11. When the internal state (the amount of charge in
the storing capacitor Co) of the red pixel circuit 20R is set
in accordance with the red data signal VDR, the value of
current flowing through the organic EL element 21R is
controlled correspondingly.

The scan-line drive circuit 13 appropriately selects one of
the scan lines Y1 to Yn to select a group of pixel circuits 20
in one row. The scan-line drive circuit 13 is adapted to
appropriately select one of the scan lines Y1 to Yn in
accordance with a scan control signal from the control
circuit 11 and to output a scan signal corresponding to the
one line.

In turn, the switching transistors Qs of the pixel circuits
20 (the pixel circuits 20G, 20B, and 20R) that are provided
on the scan line selected by the scan signal are turned on. At
this point, the green, blue, and red data signals VDG, VDB,
and VDR are supplied to the corresponding storing capaci-
tors Co via the data lines XGm, XBm, and XRm.

The control circuit 11 converts display data (image data)
sent from an external device into matrix data representing
tones of light emitted by each organic EL. element 21. The
matrix data contains a scan control signal to specify a scan
line to output the scan signal to select a group of pixel
electrodes in one row and also contains a data control signal
to determine the green, blue, and red data signal VDG, VDB,
and VDR to set the brightness of the organic EL elements
21G, 21B, and 21R of'the selected group of pixel electrodes.
The scan control signal is supplied to the scan-line drive
circuit 13. The data control signal is supplied to the data-line
drive circuit 14.

According to the display 10 of this exemplary embodi-
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XBm, and XRm to the corresponding storing capacitors Co
of the pixel circuits 20 (the pixel circuits, 20G, 20B, and
20R) on the selected scan lines Yn. Correspondingly, the
organic EL clements 21G, 21B, and 21R of the pixel circuits
20G, 20B, and 20R emit light, thereby displaying an image.

An electro-optical device recited in the claims corre-
sponds to, for example, the display 10 in this exemplary
embodiment. Also, electronic elements, a first electro-opti-
cal element, and a second electro-optical element recited in
the claims correspond to, for example, two organic EL
elements selected from the organic EL elements 21G, 21B,
and 21R in this exemplary embodiment. Further, a first
effective optical region or a first light emitting region and a
second effective optical region or a second light emitting
region recited in the claims correspond to, for example, two
pixel forming regions selected from the green, blue, and red
pixel forming regions ZG, ZB, and ZR in this exemplary
embodiment. An ineffective optical region recited in the
claims corresponds to the dummy forming region ZS, for
example, in this exemplary embodiment.

A first light-emitting film and a second light-emitting film
recited in the claims correspond to, for example, two light-
emitting films selected from the green light-emitting film
LFG, blue light-emitting film, and red light-emitting film in
this exemplary embodiment. Electronic circuits, first tran-
sistors, second transistors, and capacitance elements recited
in the claims correspond to, for example, the pixel circuits
20, the switching transistors Qs, the green, blue, and red
driving transistors QdG, QdB, QdR, and the storing capaci-
tors Co, respectively, in this exemplary embodiment. A
substrate, first element forming regions, second element
forming regions, and non-element-forming regions recited
in the claims correspond to, for example, the active matrix
substrate S, the green, blue, and red pixel-forming regions
7G, 7B, and ZR, and the dummy forming regions ZS,
respectively, in this exemplary embodiment. Electrodes
recited in the claims correspond to, for example, the pixel
electrodes 34 in this exemplary embodiment.

The display 10 of this exemplary embodiment can provide
the following advantages.

(1) In this exemplary embodiment, in each pixel region of
the display panel portion 12, the green pixel forming region
ZG having the green pixel circuit 20G including the green
organic EL element 21G, is allotted to the upper left side,
and the blue pixel forming region 7B having the blue pixel
circuit 20B including the blue organic EL element 21B, is
allotted to the upper right side. Also, the dummy forming
region ZS that does not have any of the color pixel circuits
but has the anti-reflection member, is allotted to the lower
left side, and the red pixel forming region ZR having the red
pixel circuit 20R including the red organic EL element 21R,
is allotted to the lower right side. Further, in the adjacent
pixel circuits 20, except for the pixel circuits 20 that are
located at the top, bottom, left, and right edges, the green
pixel forming regions ZG, the blue pixel forming regions
7B, the red pixel forming regions ZR, and the dummy
forming regions ZS are arranged in a positional relationship
in which another forming region is provided between two
adjacent same-color forming regions. Thus, since two adja-
cent same-color organic EL elements 21G, 21B, and 21R are
arranged at regular intervals in the column and row direc-
tions with one forming region interposed therebetween, it is
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(2) In this exemplary embodiment, each dummy forming
region 7ZS has an anti-reflection member. This can ensure
that black is displayed on the display panel portion 12.

Thus, this exemplary embodiment can provide a display
having a high contrast ratio compared to the known con-
figuration.

(3) In this exemplary embodiment, all of the green pixel
forming regions ZG, the blue pixel forming regions ZB, the
red pixel forming regions ZR, and the dummy forming
regions ZS have the same shape. Thus, it is possible to
reduce coating spots that result from the formation of the
organic EL elements 21G, 21B, and 21R in the correspond-
ing green pixel forming region ZG, the blue pixel forming
regions ZB, and the red pixel forming regions ZR.

(4) In this exemplary embodiment, in the active matrix
substrate S, the regions where the green light-emitting film
LFG and the blue and red light-emitting films are provided
and the regions where the non-luminous films NLF are
provided are evenly formed. As a result, color irregularities
of the pixel electrodes can be reduced.

Second Exemplary Embodiment

A second exemplary embodiment of the present invention
will now be described below with reference to FIG. 5. The
second exemplary embodiment is analogous to the first
exemplary embodiment except that the formation positions
of the pixel circuits 20G, 20B, and 20R in the first exemplary
embodiment are different. Thus, in the second exemplary
embodiment, the same members as those in the first exem-
plary embodiment are denoted with the same reference
characters and detailed descriptions thereof will be omitted.

FIG. 5 is a circuit schematic of pixel circuits 30 that are
formed at positions corresponding to the intersections of the
scan lines Yn and the green, blue, and red data lines XGm,
XBm, and XRm. Each pixel circuit 30 includes four forming
regions, i.e., a green pixel forming region ZG, a blue pixel
forming region 7B, a red pixel forming region ZR, and a
dummy forming region ZS.

In the green pixel forming region ZG, a green organic EL.
element 21G is arranged and formed. In the dummy forming
region 7S, a green pixel circuit 20G, which includes a
switching transistor Qs, a storing capacitor Co, and a green
driving transistor QdG, except for the green organic EL
element 21G, is formed. In the blue pixel forming region
7B, a blue organic EL element 21B is formed. In the red
pixel forming region ZR, a blue pixel circuit 20B, which
includes a switching transistor Qs, a storing capacitor Co,
and a blue driving transistor QdB, except for the blue
organic EL element 21B, is formed.

Thus, the aperture ratios in the green pixel forming region
ZG and the blue pixel forming region ZB can be increased.

In the red pixel forming region ZR, a red organic EL.
element 21R is formed. The blue circuit 20B, except for the
blue organic EL element 21B, is formed in the red pixel
forming region ZR.

In the dummy forming region ZS, the green pixel circuit
20G, except for the green organic EL element 21G is
formed. Further, in the dummy forming region ZS, a red
pixel circuit 20R, which includes a switching transistor Qs,
a storing capacitor Co, and a red driving transistor QdR,
except for the red organic EL element 21R, is formed.

In the dummy forming region ZS, an anti-reflection
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That is, except for the pixel circuits 30 that are located at
the top, bottom, left, and right edges of the display panel
portion 12, the green pixel forming regions ZG, the blue
pixel forming regions ZB, the red pixel forming regions ZR,
and the dummy forming regions ZS of the pixel circuits 30
are formed in a matrix in a positional relationship in which
another forming region is provided between two same-color
forming regions. Thus, two same-color organic EL elements
21G, 21B, and 21R are formed at positions apart from each
other with one forming region interposed therebetween at
regular intervals in the vertical and horizontal directions.

The structure of the active matrix substrate S in the second
exemplary embodiment will now be described with refer-
ence to FIG. 6. FIG. 6 is a partial sectional view of the
display panel portion 12 including the dummy forming
region 7ZS and the green pixel forming region ZG that is
arranged adjacent thereto. The partial sectional view shown
in FIG. 6 corresponds to the section along the plane B-B
shown in FIG. 5 in which two driving transistors QdG and
QdR, which are included in the green and red pixel circuits
20G and 20R, are formed.

As shown in FIG. 6, the display panel portion 12 includes
a substrate Sd, a green light-emitting film LFG and a
non-luminous film NLF which are formed above the sub-
strate, and an element forming layer DZ formed between the
substrate Sd and the green light-emitting film LFG and the
non-luminous film NLF. The element forming layer DZ has
the pixel circuit 20R, 20G, and 20B. As in the first exem-
plary embodiment, the element forming layer DZ has the
driving transistors QdG, QdB, and QdR, which are included
in the corresponding pixel circuits 20G, 20B, and 20R. The
element forming layer DZ has wires to electrically connect
the green light-emitting film LFG, the blue and red light
emitting films, and the driving transistors QdG, QdB, and
QdR. The region in which the wires are formed will be
referred to as a “wiring region” in this exemplary embodi-
ment as well.

An insulating layer 31 is formed on the substrate Sd. The
insulating layer 31 includes a first insulating film 31a and a
second insulating film 315 which are made of silicon diox-
ide. On the first insulating film 31a, silicon portions T are
formed below the position where the non-luminous film
NLF is formed. The silicon portions T constitute the corre-
sponding gates, sources, drains of the driving transistors
QdG and QdR included in the green pixel circuit 20G and
the red pixel circuit 20R. The second insulating film 315 is
formed on the silicon portions T and the first insulating film
31a. On the second insulating film 315, the gate electrodes
33G of the driving transistors QdG and QdR are formed at
positions opposing the silicon portions T. Also, drain elec-
trodes 33D and source electrodes 33S are formed at posi-
tions corresponding to the drains and the sources of the
respective silicon portions T.

A first interlayer insulating film 32q is formed on the
second insulating film 315. A second interlayer insulating
film 325 is formed on the first interlayer insulating film 32a.
The second interlayer insulating film 324 includes wires
35a, which electrically connect the drain electrodes 33D and
pixel electrodes 34, and wires 35h, which electrically con-
nect the source electrodes 33S, the power supply lines LR,
and the storing capacitors Co.

On the second interlayer insulating film 325, first banks
36a, which are made of inorganic material, are formed
between the pixel electrodes 34 to provide electrical insu-
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sponding pixel electrodes 34 so as to cover the positions of
the openings of the pixel electrodes 34. Second banks 3654,
which are made of organic material, are formed on the first
banks 36a. The second banks 365 serve to provide isolations
between the green light-emitting films LFG and the non-
luminous films NLF. A cathode layer 38a is formed on the
green light-emitting films LFG, the non-luminous films
NLF, and the second banks 365. A second cathode layer 385
is formed on the first cathode layer 38a. The first and second
cathode layers 38a and 38b constitute a cathode layer 38.
This cathode layer 38 serves as an opposing electrode for the
pixel electrodes 34 to supply electrical current to the green
light-emitting films LFG.

Thus, the regions where the green light-emitting films
LFG are provided and the regions where the non-luminous
films NLF are provided can be planarized. As a result, color
irregularities of the pixels can be reduced.

Thus, in addition to the advantages of the first exemplary
embodiment, the second exemplary embodiment can
increase the aperture ratios in the red pixel forming region
ZR and the blue pixel forming region ZB compared to the
known configuration. As a result, a display having reduced
power consumption can be provided.

Further, the formation of the pixel elements, which con-
trol the green and red organic EL elements 21G and 21R, in
the dummy forming region ZS can reduce the area of the
pixel circuit 30. Thus, a high-definition display can be
provided.

Third Exemplary Embodiment

An electronic apparatus incorporating the display 10,
which serves as an electro-optical device and which is
described in the first or second exemplary embodiments,
will now be described with reference to FIGS. 7 and 8. The
display 10 is applicable to various electronic apparatuses,
such as mobile personal computers, portable telephones, and
digital cameras.

FIG. 7 is a perspective view of the configuration of a
mobile personal computer. Referring to FIG. 7, a personal
computer 50 includes a main unit 52, which has a keyboard
51, and a display unit 53, which incorporates the display 10.
In this case, the display unit 53 incorporating the display 10
provides the same advantages as the exemplary embodi-
ments described above. As a result, it is possible to provide
a mobile personal computer 50 having the display 10 that is
reduced in color irregularities, high in contrast, superior in
display quality, and low in power consumption compared to
a known personal computer.

FIG. 8 is a perspective view of the configuration of a
portable telephone. Referring to FIG. 8, a portable telephone
60 includes a plurality of operation buttons 61, an earpiece
62, a mouthpiece 63, and a display unit 64 that incorporates
the display 10. In this case as well, the display unit 64
incorporating the display 10 provides the same advantages
as the exemplary embodiments described above. As a result,
it is possible to provide a portable telephone 60 having the
display 10 that is reduced in color irregularities, high in
contrast, and superior in display quality compared to a know
portable telephone.

The present invention is not limited to the above-de-
scribed exemplary embodiments.

For example, in the illustrated exemplary embodiments,
the green pixel forming region ZG and
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forming region ZR are allotted to the lower left side and the
lower right side, respectively. Instead, for example, the red
pixel forming region ZR and the green pixel forming region
ZG may be allotted to the upper left side and the upper right
side of the display panel portion 12, respectively. Further,
the dummy forming region ZS and the blue pixel forming
region ZB may be allotted to the lower left side and the
lower right side, respectively.

That is, the formation positions of the green pixel-forming
regions ZG, the blue pixel-forming regions ZB, the dummy
forming regions 7S, and the red pixel-forming regions ZR
which constitute the pixel circuits 20 are not limited. Thus,
any arrangement may be used as long as two adjacent
same-color organic elements 21G, 21B, and 21R are
arranged at regular intervals in the vertical and horizontal
directions with one forming region interposed therebetween.

In the second exemplary embodiment, the driving tran-
sistors QdG and QdR to control the green and red organic EL.
elements, the storing capacitors Co, and the switching
transistors Qs are formed in the dummy forming regions ZS.
Also, the driving transistors QdB to control the blue organic
EL elements 21B, the storing capacitors Co, and the switch-
ing transistors Qs are formed in the red pixel-forming
regions ZR.

Instead, the driving transistors, QdG, QdB and QdR to
control the green, blue, and red organic EL elements 21G,
21B, and 21R, the storing capacitors Co, and the switching
transistors Qs may be formed in the dummy forming regions
ZS. With this arrangement, it is possible to further increase
the aperture ratios in the green pixel-forming regions ZG,
the blue pixel-forming regions 7ZB, the dummy forming
regions ZS, and the red pixel-forming regions ZR. As a
result, a display having reduced power consumption can be
provided.

In the above exemplary embodiments, although the driv-
ing transistors QdG, QdB, and QdR are each constituted by
a p-channel FET and the switching transistors Qs are each
constituted by a p-channel FET, the present invention is not
limited thereto. For example, the driving transistors QdG,
QdB, and QdR and the switching transistors Qs may be each
constituted by a p-channel FET.

In the above exemplary embodiments, although the pixel
circuits 20 and 30 are embodied as electronic circuits to
provide preferable advantages, they maybe embodied as
electronic circuits to drive electro-optical elements, for
example, light-emitting elements, such as LED or FED,
other than the organic EL elements 21G, 21B, and 21R.

In the above exemplary embodiments, the electro-optical
elements of the pixel circuits 20 are embodied as the organic
EL elements 21G, 21B, and 21R, they may be embodied as
inorganic EL elements. That is, the electro-optical elements
may be applied to an inorganic EL display having inorganic
EI. elements.

What is claimed is:

1. An electro-optical device comprising:

a substrate;

a plurality of effective optical regions and a plurality of
ineffective-optical regions provided in a square lattice
above the substrate, the square lattice having a column
direction and a row direction:

electro-optical elements provided in the effective optical
regions and not provided in the ineffective-optical
regions;
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a plurality of first effective optical regions in which first
electro-optical elements are provided; and

a plurality of second effective optical regions in which
second electro-optical elements are provided,

wherein the ineffective optical regions are arranged on the
lattice so as to be sandwiched between the first effective
optical regions in the column direction and sandwiched
between the second effective optical regions in the row
direction.

2. An electronic apparatus, comprising:

the electro-optical device according to claim 1.

3. An electro-optical device comprising:

a substrate;

aplurality of first effective optical regions provided above
the substrate, first electro-optical elements being pro-
vided in the first effective optical regions;

a plurality of second effective optical regions provided
above the substrate, second electro-optical elements
being provided in the second effective optical regions;
and

a plurality of ineffective optical regions provided above
the substrate, no electro-optical elements being pro-
vided in the ineffective optical regions,

each of the whole ineffective optical regions being
arranged so as to be sandwiched by two of the first
effective optical regions and so as to be sandwiched by
two of the second effective optical regions.

4. The electro-optical device according to claim 3,
wherein the first effective optical regions are not adjacent to
each other.

5. The electro-optical device according to claim 3, the first
effective optical regions and the second effective optical
regions having the same shape.

6. The electro-optical device according to claim 3, the
ineffective optical regions having anti-reflection members.

7. The electro-optical device according to claim 3, the first
and second effective optical regions having respective elec-
tronic circuits to drive the electro-optical elements provided
in the first and second effective optical regions.

8. The electro-optical device according to claim 7, at least
one of the effective optical regions being in contact with an
ineffective optical region in which no electronic circuit is
provided below an electrode provided in the effective optical
region or the electrode is not provided above the electronic
circuit.

9. An electro-optical device according to claim 7, further
comprising:

pixels provided so as to correspond to respective inter-
sections of a plurality of scan lines and a plurality of
data lines, the electronic circuits driving the electro-
optical elements in accordance with scan signals from
the scan lines and data signals from the data lines.

10. The electro-optical device according to claim 9, the
electronic circuits comprising:

first transistors to supply data signals during electrical
conduction;

capacitance elements to store, as an amount of charge, the
data signals supplied from the first transistors; and

second transistors to supply an amount of current corre-
sponding to the electrical-conduction state to the elec-
tro-optical elements, the electrical-conduction state
being controlled in accordance with the amount of
charge stored by the capacitance elements.
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to drive the electro-optical elements provided in another first
effective optical region and another effective optical region.

12. The electro-optical device according to claim 3, the
ineffective optical regions having electronic circuits to drive
the electro-optical elements provided in at least one of the
first effective optical regions and at least one of the second
effective optical regions.

13. The electro-optical device according to claim 3, the
first electro-optical element and the second electro-optical
element including two electro-optical elements selected
from an electro-optical element that emits green, an electro-
optical element that emits blue, and an electro-optical ele-
ment that emits red.

14. The electro-optical device according to claim 3, each
of the first electro-optical elements and the second electro-
optical elements being an electroluminescent element.

15. The electro-optical device according to claim 14, the
electroluminescent element having a light-emitting layer
that includes organic material.

16. The electro-optical device according to claim 3,
wherein the second effective optical regions are not arranged
s0 as to be adjacent to each other.

17. The electro-optical device according to claim 3, each
of the first effective optical regions in which the first
electro-optical elements are provided being arranged at
regular intervals in a column and row directions of a display
area.

18. An electro-optical device, comprising:

a substrate;

a plurality of first light-emitting regions provided above
the substrate, first light-emitting films being provided
in the first light-emitting regions;

a plurality of second light-emitting regions provided
above the substrate, second light-emitting films being
provided in the second light emitting regions; and

a plurality of non-luminous regions provided above the
substrate, no light-emitting films being provided in the
non-luminous regions,

each of the whole non-luminous regions is arranged so as
to be sandwiched by two of the first light-emitting
regions and so as to be sandwiched by two of the
second light-emitting regions.

19. The electro-optical device according to claim 18,
wherein the first light-emitting films are not adjacent to each
other.

20. The electro-optical device according to claim 18, the
first light-emitting regions and the second light-emitting
regions having the same shape.

21. The electro-optical device according to claim 18, the
non-luminous regions having anti-reflection members.

22. The electro-optical device according to claim 18, the
first and second light-emitting regions having respective
electronic circuits to control light emission of the corre-
sponding first and second light-emitting films.

23. The electro-optical device according to claim 18, at
least one of the first and second light-emitting regions
having an electronic circuit to control light emission of the
first or second light-emitting film provided in another first or
second light-emitting region.

24. The electro-optical device according to claim 18, the
non-luminous region has an electronic circuit to control light
emission of the first or second light-emitting film provided
in at least one of the first and second light-emitting regions.
25. The electro-optical device according to claim 18,
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data lines, the electronic circuits for the corresponding
pixels controlling light emission of the first or second
light-emitting films in accordance with scan signals
from the scan lines and data signals from the data lines.

26. The electro-optical device according to claim 18, the
first light-emitting film and the second light-emitting film
include two light-emitting films selected from a light-emit-
ting film that emits green, a light-emitting film that emits
blue, and a light-emitting film that emits red.

27. The electro-optical device according to claim 18, each
of the first and second light-emitting films includes organic
material.

28. The electro-optical device according to claim 18,
wherein the second light-emitting films are arranged so as to
not be adjacent to each other.

29. The electro-optical device according to claim 18, each
of the first light-emitting regions in which the first light-
emitting films are provided being arranged at regular inter-
vals in a column and row directions of a display area.

30. An active matrix substrate comprising:

a substrate;

a plurality of element forming regions and non-element
forming regions provided in a square lattice above the
substrate, the element forming regions having elec-
trodes to connect with electronic elements, the elec-
tronic elements not being provided in the non-element
forming regions, and the lattice having a column direc-
tion and a row direction; and

a wiring region provided above the substrate, wires to
supply various electrical signals to the electronic ele-
ments via the electrodes being provided in the wiring
region,

wherein the ineffective optical regions are arranged on the
lattice so each ineffective region is sandwiched
between a pair of first effective optical regions in the
column direction and sandwiched between a pair of
second effective optical regions in the row direction.

31. The active matrix substrate according to claim 30, the
non-element forming regions having anti-reflection mem-
bers.
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32. An electronic apparatus, comprising:

the active matrix substrate according to claim 26.

33. An active matrix substrate comprising:

a substrate;

a plurality of first element forming regions provided
above the substrate, first electro-optical elements being
provided in the first element forming regions;

a plurality of second element forming regions provided
above the substrate, second electro-optical elements
being provided in the second element forming regions;
and

a plurality of non-element-forming regions provided
above the substrate, no electro-optical elements being
provided in the non-element-forming regions,

each of the whole non-element-forming regions being
arranged so as to be sandwiched by two of the first
element forming regions and so as to be sandwiched by
two of the second element forming regions.

34. The active matrix substrate according to claim 33,
each of the first and second element forming regions has an
electronic circuit to drive the first or second electro-optical
element that is provided therein.

35. The active matrix substrate according to claim 33, at
least one of the first and second element forming regions has
an electronic circuit to drive the electro-optical element that
is provided in another first or second element forming
region.

36. The active matrix substrate according to claim 33, the
non-element-forming region having an electronic circuit to
drive the electro-optical element that is provided in at least
one of the first and second element forming regions.

37. The active matrix substrate according to claim 33,
each of the first element forming regions in which the first
electro-optical elements are provided being arranged at
regular intervals in a column and row directions of a display
area.
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ELECTRO-OPTICAL DEVICE, MATRIX
SUBSTRATE, AND ELECTRONIC
APPARATUS

This is a Continuation of application Ser. No. 10/676,067
filed Oct. 2, 2003 which was abandoned. The disclosure ofthe
prior application is hereby incorporated by reference herein
in its entirety.

BACKGROUND OF THE INVENTION

1. Field of Invention

The present invention relates to a wiring layout suitable for
an electro-optical device including electro-optical devices.

2. Description of Related Art

Organic EL devices are current-driven self-light-emitting
devices, and accordingly, there are an advantage of no need to
provide a backlight, as well as other advantages such as low
power consumption, a wide range of vision, and a high con-
trast ratio, so there is high expectation for development of flat
panel displays employing ELL devices. The organic EL device
is an electro-optical device including a light-emission layer
introduced between an anode and a cathode, wherein, upon
supplying forward bias current between both the electrodes,
self-light-emission is effected due to the recombination
energy at the time of recombination of a hole injected from
the anode and an electron injected from the cathode. Accord-
ingly, a supply of electric power from an external circuit is
required in order to cause the organic EL. device to emit light.

With conventional color-display active-matrix-driven dis-
play panels, an M number each of electric power lines and
data lines are disposed in the column direction on a pixel
matrix with an N number of columns and an M number of
rows formed on a pixel region, as well as an N number of
selection lines being disposed in the row direction on the
aforementioned matrix. With a given pixel of such a wiring
layout, a data line is disposed between the given pixel and the
left-adjacent pixel, and an electric power line is disposed
between the given pixel and the right-adjacent pixel. Thatisto
say, with the lines disposed between adjacent pixels in the
column direction, a layout is formed so that one data line and
one electric line make up one pair. With the above-described
configuration, disposed at an intersection of a scan line and a
data line are: a switching transistor, a holding capacitance, a
driving transistor, and an organic EL device for emitting light
in one color of the RGB three primary colors, and these
devices make up a pixel.

SUMMARY OF THE INVENTION

With the conventional arrangements, a light-emission layer
is formed of a material corresponding to each color of the
RGB three primary colors, and accordingly, the organic EL
device is operated with greatly different power consumption
corresponding to each color, so the optimal width of the
electric power line is greatly different for each color. Accord-
ingly, with the above-described wiring layout, while there is
the need to determine the pixel pitch according to the maxi-
mal width for disposing the electric power lines, there is the
need to form a pixel matrix with the same pixel pitch due to
the restriction from the manufacturing process for a display,
and accordingly, there is the need to determine the pixel
layout at the sacrifice of the aperture ratio. On the other hand,
in the event of reducing the aperture ratio, there is the need to
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with a greater width, leading to further reduction of the aper-
ture ratio from the above-described reason.

As described above, with the conventional wiring layout,
the width of the electric line and the aperture ratio of the pixel
are in the relation of trade off each other, and it is difficult to
maintain a large aperture ratio while maintaining the electric
power line with a suitable width for each color under the
condition that the pixel matrix is formed with the same pixel
pitch.

Accordingly, it is an object of the present invention to
provide a wiring method for electric power lines, wherein the
aperture ratio of the pixel can be increased while maintaining
a pixel matrix with the same pixel pitch.

In order to solve the above-described problems, an electro-
optical device according to the present invention comprises
multiple pixels, disposed in the form of a matrix, including
electro-optical devices driven by receiving electric power
from an electric power supply circuit, wherein the multiple
pixels make up multiple pixel groups formed of a series of
pixels arrayed in at least one direction of the row direction and
the column direction, and wherein line forming regions are
formed between adjacent pixel groups of the multiple pixel
groups, and wherein the line forming regions are formed with
generally the same width. With such a configuration, the pixel
pitch can be made the same.

Here, “electro-optical device” means a general electronic
device for changing the optical state of light by using electric
effects, and include, besides self-light-emitting devices such
as electro-luminescence devices, electronic devices for dis-
playing grayscale by adjusting the state of the polarized light,
similarly to liquid crystal devices. With the present invention,
the electro-luminescence devices are preferably employed.
With the present invention, the electro-luminescence devices
are employed, whereby current-driven self-light-emission
devices can be obtained.

Another electro-optical device according to the present
invention comprises multiple scan lines, multiple data lines,
multiple pixels, disposed at portions corresponding to the
intersections of the scan lines and the data lines, including
electro-optical devices, and multiple electric power lines for
supplying driving voltage to the electro-optical devices,
wherein the multiple pixels make up multiple pixel groups
formed of a series of pixels arrayed in at least one direction of
the row direction and the column direction, and wherein
multiple line forming regions are formed between adjacent
pixel groups of the multiple pixel groups, and wherein at least
two lines selected from at least one electric power line of the
multiple electric power lines, at least one scan line of the
multiple scan lines, and at least one data line of the multiple
data lines, are formed in at least one line forming region ofthe
multiple line forming regions. With such a configuration, a
pixel matrix can be formed with the same pixel pitch, and also
with a high aperture ratio while forming electric power lines
with the optimal width.

Another electro-optical device according to the present
invention comprises multiple scan lines, multiple data lines,
multiple pixels, disposed at portions corresponding to the
intersections of the scan lines and the data lines, including
electro-optical devices, and multiple electric power lines for
supplying driving voltage to the electro-optical devices,
wherein the multiple pixels make up multiple pixel groups
formed of a series of pixels arrayed in at least one direction of
the row direction and the column direction, and wherein
multiple line forming regions are formed between adjacent
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formed in at least one line forming region of the multiple line
forming regions. With such a configuration, a pixel matrix can
be formed with the same pixel pitch, and also with a high
aperture ratio while forming electric power lines with the
optimal width.

Another electro-optical device according to the present
invention comprises multiple scan lines, multiple data lines,
multiple pixels, disposed at portions corresponding to the
intersections of the scan lines and the data lines, including
electro-optical devices, and multiple electric power lines for
supplying driving voltage to the electro-optical devices,
wherein the multiple pixels make up multiple pixel groups
formed of a series of pixels arrayed in at least one direction of
the row direction and the column direction, and wherein
multiple line forming regions are formed between adjacent
pixel groups of the multiple pixel groups, and wherein both at
least one electric power line of the multiple electric power
lines and at least one data line of the multiple data lines are
formed in at least one line forming region of the multiple line
forming regions. With such a configuration, a pixel matrix can
be formed with the same pixel pitch, and also with a high
aperture ratio while forming electric power lines with the
optimal width.

The aforementioned line forming regions are preferably
formed with generally the same width. With the present
invention, the line forming regions are formed with generally
the same width, whereby the pixel matrix can be formed with
the same pixel pitch.

The aforementioned electro-optical device preferably
includes electro-optical devices which are operated with dif-
ferent driving voltages, wherein the electric power lines for
supplying voltage to the electro-optical devices are formed
with different widths corresponding to the driving voltage.
Even with such a configuration wherein the electric power
lines are formed with different widths, the wiring layout is
designed as described above, whereby the pixel matrix can be
formed with the same pixel pitch while improving the aper-
ture ratio.

The aforementioned electro-optical device preferably is a
light-emission device, wherein the electric power lines are
formed with each different width corresponding to the emis-
sion light color of the light-emission device. With the present
invention, the optimal width of the electric power line is
determined corresponding to the properties of the electro-
optical device, thereby facilitating design of devices.

The color of the light which is to be emitted is preferably
red, green, or blue. This enables full-color display.

The electro-optical device preferably is an electro-lumi-
nescence device. With the electro-luminescence device, the
grayscale due to light emission can be controlled by current
control.

An electronic apparatus according to the present invention
comprises an electro-optical device according to the present
invention. The electronic apparatus is not particularly
restricted so long as it includes a display device, and can be
applied to, for example, cellular phones, video cameras, per-
sonal computers, head mount displays, projectors, facsimiles,
digital cameras, portable TVs, DSP devices, PDAs, palmtops,
and the like.

A matrix substrate according to the present invention com-
prises multiple pixel electrodes disposed in the form of a
matrix, wherein the multiple pixel electrodes make up mul-
tiple pixel electrode groups formed of a series of pixel elec-
trodes arrayed in at least one direction of the row direction and

1 1 . LRI TS R} ~

10

15

20

25

30

35

40

45

50

55

60

4

forming regions are formed with generally the same width.
With such a configuration, the pixel pitch can be made the
same.

Another matrix substrate according to the present inven-
tion comprises multiple scan lines, multiple data lines, mul-
tiple pixel electrodes disposed at portions corresponding to
the intersections of the scan lines and the data lines, and
multiple electric power lines for supplying voltage to the
multiple pixel electrodes, wherein the multiple pixel elec-
trodes make up multiple pixel electrode groups formed of a
series of pixel electrodes arrayed in at least one direction of
the row direction and the column direction, and wherein
multiple line forming regions are formed between adjacent
pixel electrode groups of the multiple pixel electrode groups,
and wherein at least two lines selected from at least one
electric power line of the multiple electric power lines, at least
one scan line of the multiple scan lines, and at least one data
line of the multiple data lines, are formed in at least one line
forming region of the multiple line forming regions. With
such a configuration, the pixel matrix can be formed with the
same pixel pitch, and also with a high aperture ratio, while
forming the electric power lines with the optimal width.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a plan view of an organic EL display panel
according to the present invention.

FIG. 2 is a principal circuit configuration diagram of a
pixel.

FIG. 3 is an explanatory diagram for describing a wiring
layout according to a first embodiment.

FIG. 4 is an explanatory diagram for describing a wiring
layout according to a second embodiment.

FIG. 5 is an explanatory diagram for describing a wiring
layout according to a third embodiment.

FIG. 6(a) through FIG. 6(f) are explanatory diagrams for
describing application examples employing the organic EL.
display according to the present invention;

FIG. 7 is an explanatory diagram for describing a wiring
layout according to a fourth embodiment.

FIG. 8 is an explanatory diagram for describing a wiring
layout according to a fifth embodiment.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

The present embodiment will now be described with ref-
erence to the drawings.

FIG.1is an overall configuration diagram which illustrates
an active-matrix organic-EL display panel 100 according to
the present embodiment. As shown in the drawing, the display
panel 100 comprises a display region 11 including multiple
pixels 10 disposed in the form of a matrix with an N number
of columns and an M number of rows, a scan line driver 12 for
outputting scan signals to scan lines arrayed in the row direc-
tion which are connected to a group of pixels 10, a data line
driver 13 for supplying data signals and electric power to data
lines and electric power lines arrayed in the column direction
which are connected to a group of pixels 10, wherein these
components are disposed on a substrate 16. An organic EL,
device is formed on each pixel 10 for emitting light in a color
of the RGB three primary colors. A cathode 14 is formed in
the form of'a film as a common electrode on the entire face of
the display region 11, and is connected to an external circuit
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play panel” which emits light from the side of the substrate
16, the present invention is not restricted to this arrangement,
but rather, the present invention can also be applied to a
bottom-cmission configuration display pancl which cmits
light from a transparent cathode.

FIG. 2 is a principal circuit configuration diagram of the
pixel 10. The pixel 10 comprises a switching transistor Tr1, a
driving transistor Tr2, holding capacitance C, a light-emis-
sion portion OLED, and is driven with the dual transistor
method. The swilching transistor Trl comprises an n-channel
FET, wherein the gate terminal thereof is connected to the
scan line V,, and the drain terminal thereof is connected to
the data line 1, The driving transistor Tr2 comprises a
p-channel FET, wherein the gate terminal is connected to the
source terminal of the switching transistor Trl. Furthermore,
the source terminal of the transistor Tr2 is connected to the
electric power line V ,, and the drain terminal thereof is
connected to the light-emission portion OLED. Furthermore,
holding capacitance is formed between the gate and the
source of the transistor Tr2. With the above-described con-
figuration, upon outputting a selection signal to the scan line
V,,» and opening the transistor Tr1, the data signals supplied
through the data line I, are written to the holding capaci-
tance C as a voltage value. Subsequently, the holding voltage
written to the holding capacitance C is held during one frame
period, and the conductance of the driving transistor Tr2 is
determined according to the holding voltage in an analog
manner, whereby forward bias current corresponding to light-
emission level is supplied to the light-emission portion
OLED.

FIG. 3 is a diagram for describing a wiring layout in the
pixel region. In the drawing, in order to simplify description,
a wiring layout for six pixels disposed with the two rows and
the three columns is shown. In the drawing, reference char-
acters R, G, and B denote the pixels 10 for emitting light in
red, green, and blue, respectively, and the RGB pixels are
disposed in the column direction. Furthermore, reference
character V ,, » denotes an electric line for a red pixel, V ;&
denotes an electric line for a green pixel, V, 5 denotes an
electric line for a blue pixel, and 17 denotes a pixel electrode
(anode) of an organic EL device. Detailed description regard-
ing other components described above will be omitted. Fur-
thermore, reference numeral 31 denotes a line forming region
in the form of a line which is formed between a pixel group of
the (m-1) column and a pixel group of the m column, and is
extending in the column direction over generally the same
length as the pixel array length in the column direction. In the
same way, reference numeral 32 denotes a line forming region
formed between pixel groups of the m column and the (m+1)
column, 33 denotes a line forming region formed between
pixel groups of the (m+1) column and (m+2) column, and 34
denotes aline forming region formed between pixel groups of
the (m+2) column and the (m+3) column. For convenience of
description, a pixel group of the (m-1) column and a pixel
group of the (m+3) column are not shown in the drawing.
With the present embodiment, in order to determine the line
forming regions 31 through 34 with the width as same as
possible, two or more lines, disposed on the aforementioned
line forming regions, are determined with the same total
width. While the electric power line V ;; is formed with a
width corresponding to a material of the emission layer of the
organic EL device, now, for convenience of description, letus
make an assumption that the width of the electric power lines
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With the above-described assumption, in order to form the
line forming regions 31 through 34 with the width as same as
possible, a combination is determined such that the total
width of the clectric power line V;; and the data line 1, is
approximately the same. For example, making an assumption
that: the total width ofV ,; - which has the maximal width and
V 425 of the minimal width; the total width of V,, , of an
intermediate width and the data line I ;,, of an intermediate
width; and the total width of the two data lines 1, are
determined o be generally the same value, the combinations
of these electric power lines V,, and the data line I ,,, are
formed in the line forming regions 31 through 34. With the
arrangement shown in the drawing, a combination of V,,
with the maximal width and V ,, ; with the minimal width is
formed on the line forming region 33, a combination of V ;,
with the intermediate width and the data line I,,, with the
intermediate width is formed in the line forming regions 31
and 34, and a combination of the two data lines I ,,, is formed
on the line forming region 32. Note that with the line forming
region 31, only the electric power line V ;, 5 is shown in the
drawing, and with the line forming region 34, only the data
line1,,,is shown in the drawing. Onthe other hand, a scanline
V,,;1s disposed on each line forming region in the form of a
line, between pixel groups arrayed in the row direction, with
generally the same length as the pixel array length of the pixel
group. The wiring layout shown in the drawing corresponds
to one unit of a periodically repeating wiring pattern, and any
portion of the wiring layout of the RGB pixels 10 randomly
selected has the same pattern as shown in the drawing.
Accordingly, in the event that an imaginary layout-diagram
sheet, determining the layout of the line forming regions
formed along the column direction of the pixels, is folded
with any line forming region of the multiple line forming
regions as the center line, the line forming regions having the
same configuration of the lines are overlaid on each other.

With the present embodiment, the same kind of electric
power line, extending in the column direction of the pixel
matrix, is formed with generally the same array pitch in the
row direction, and accordingly, the pixels can be formed with
the same pixel pitch, thereby facilitating design of'a layout for
a device, wherein power consumption is different for each
color, such as an organic EL display. In particular, in the event
of forming light-emission layers using the ink-jet method, the
pixels are preferably formed with the same pixel pitch, and
accordingly, an arrangement according to the present
embodiment has the great advantage of facilitating the manu-
facturing process. Furthermore, with the present embodi-
ment, the electric power line can be formed with a width
suitable for each color, thereby reducing power consumption
while maintaining the high aperture ratio and the optimal
color balance.

Note that the above-described arrangement is only an
example of the present invention, and the present invention is
not restricted to the above-described arrangement. For
example, three combinations of two electric power lines
selected from the three RGB lines V,; can be made, and
accordingly, with the present embodiment, three wiring lay-
out patterns can be made. Furthermore, while description has
been made regarding a configuration wherein a scan line V.,
is disposed on each line forming region in the row direction,
and any two lines selected from the three electric power lines
V ,;and the three data line I ,,, are disposed on the line form-
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Second Embodiment

FIG. 4 is an explanatory diagram for describing a wiring
layout according to a sccond cmbodiment of the present
invention.

The present embodiment has a configuration wherein, in
the event that an imaginary layout diagram sheet, determining
the layout of the line forming regions formed along the row
direction of the pixels, is folded with any line forming region
o[ the multiple line forming regions as the center line, the line
forming regions having the same configuration of the lines are
overlaid on each other. The three electric power lines V ,; &,
V sars a0d V ;- make up a combination, and are disposed in
the row direction on a line forming region 41 between the
pixel group of the (n-1) row and the pixel group of the n row,
which are arrayed in the row direction, and the two scan lines
V,,; make up a combination, and are disposed in the row
direction in a line forming region 42 between the pixel groups
of'the n row and the (n+1) row, which are arrayed in the row
direction. The basic pattern of the wiring layout in the row
direction has a configuration wherein the combination of the
electric power lines V ;. , V.5, and V,, 2. and the combi-
nation of the two scan lines V; are disposed periodically and
repeatedly. Accordingly, a line forming region 43 between the
pixel groups of the (n+1) row and the (n+2) row, which are
arrayed in the row direction, has the same wiring layout as
with the line forming region 41.

On the other hand, one electric power line V ;, and one data
line 1,,, make up a combination, and are disposed in the
column direction and are disposed on a line forming region
between pixel groups arranged in the column direction. With
an arrangement shown in the drawing, the electric power line
V .2z and the data line 1,,, make up a combination, and are
disposed on a line forming region 51 between the R-pixel
group of the m column and the G-pixel group of the (m+1)
column, which are arrayed in the column direction. In the
same way, the electric power lineV, ; and the dataline I,
make up a combination, and are disposed on a line forming
region between the G-pixel group of the (m+1) column and
the B-pixel group (not shown) of the (m+2) column, which
are arrayed in the column direction, wherein only the electric
power line V,, - is shown in the drawing for convenience of
description. Furthermore, the electric power lines V ,, , dis-
posed in the row and column directions are formed in differ-
ent layers, and are electrically connected with each other
through contact holes h1 formed in an inter-layer insulating
film. The electric power lines V , - areelectrically connected
with each other through contact holes h2 in the same way.

With the present embodiment, the same kind of electric
power line extending in the row direction of the pixel matrix
is formed in the column direction with generally the same
array pitch, and accordingly, the present embodiment has the
same advantages as with the first embodiment, and further-
more, the electric power lines V,, ., V,, R, and V , - are
disposed on a pixel region in the row direction and the column
direction in the form of a matrix, and accordingly, the wiring
resistance of the electric power lines V; o, V sz, and V, 2
can be reduced, thereby enabling sufficient current supply to
the organic EL devices. Accordingly, occurrence of non-uni-
formity of luminance due to insufficient current supply to a
particular electric power line can be suppressed, and further-
more, cross-talk can be reduced. In particular, a large-screen
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Third Embodiment

FIG. 5 is an explanatory diagram for describing a wiring
layout according to a third embodiment of the present inven-
tion.

The present embodiment has a configuration wherein, in
the event that an imaginary layout diagram sheet, determining
the layout of the line forming regions formed along the row
direction and the column direction of the pixels, is folded with
any line forming region of the multiple line forming regions
as the center line, the line forming regions having the same
configuration of the lines are overlaid on each other. The three
electric power lines V,, 5, V 5.5, and V ,, - make up a com-
bination, and are disposed in the row direction on a line
forming region 61 between the pixel group (not shown) of the
(n-1) row and the pixel group of the n row, which are arrayed
in the row direction, and the two scan lines V,;, make up a
combination, and are disposed in the row direction in a line
forming region 62 between the pixel groups of the n row and
the (n+1) row, which are arrayed in the row direction. The
basic pattern of the wiring layout in the row direction has a
configuration wherein the combination of the three electric
power lines V ;; o, V., z, and V , », and the combination of
the two scan lines V, are disposed periodically and repeat-
edly. Accordingly, a line forming region 63 between the pixel
groups of the (n+1) row and the (n+2) row, which are arrayed
in the row direction, has the same wiring layout as with the
line forming region 61.

On the other hand, three combinations of two lines selected
from the three electric power lines V;; , V2, and V, 5,
and the three data lines 1,,, are formed between the pixel
groups arrayed in the column direction. With an arrangement
shown in the drawing, the electric power line (not shown) and
the data line [ ,,, make up a combination, and are disposed in
a line forming region 71 between the B-pixel group (not
shown) of the (m-1) column and the R-pixel group of the m
column, which are arrayed in the column direction, and the
two electric power lines V,, s and V ;,  make up a combina-
tion, and are disposed on a line forming region 72 between the
R-pixel group of the m column and the G-pixel group of the
(m+1) column, which are arrayed in the column direction.
Furthermore, the two data lines I ,,, make up a combination,
and are disposed on a line forming region 73 between the
G-pixel group of the (m+1) column and the B-pixel group of
(m+2) column, which are arrayed in the column direction, and
the electric power line V,; - and the data line I ;,, make up a
combination, and are formed on a line forming region 74
between the B-pixel group of the (m+2) column and the
R-pixel group (not shown) of the (m+3) column, which are
arrayed in the column direction.

The electric power lines disposed in the column and row
directions are formed in different layers, and are electrically
connected with each other through the contact holes hl
formed on an inter-layer insulating film. In the same way, the
electric power lines V 4, ; in the column and row directions,
and the electric power lines V , z in the column and row
directions, are formed in different layers, and the electric
power lines in the column and row directions are electrically
connected with each other through the contact holes h2 and
h3. With the present embodiment, a plurality of each of the
contact holes h1, h2, and h3 are formed, whereby the present
embodiment has the advantage of preventing wiring break-
age, and furthermore has the advantage of reducing the wiring
resistance.
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array pitch, the same kind of electric power line extending in
the column direction of the pixel matrix is formed in the row
direction with generally the same array pitch, and accord-
ingly, the present embodiment has the same advantages as
with the first embodiment, and furthermore, the electric
power lines V ;; o, V1, z, and V ,, z are disposed on a pixel
region in the row direction and the column direction in the
form of a matrix, and accordingly, the wiring resistance of the
electric power lines V ;; 5, V ;. 2, and V , - can be reduced,
thereby enabling sufficient current supply to the organic EL
devices. Accordingly, occurrence of non-uniformity of lumi-
nance due to insufficient current supply to a particular electric
power line can be suppressed, and furthermore, the occur-
rence of cross-talk can be reduced. In particular, a large-
screen display requires sufficient and uniform current over
the screen thereof, and accordingly, the present embodiment
is particularly advantageous.

Fourth Embodiment

FIG. 6(a) through FIG. 6(f) are diagrams which illustrate
examples of electronic apparatuses to which the electric-
optical device according to the present invention can be
applied. FIG. 6(a) shows an example of application to a
cellular phone, wherein the cellular phone 230 comprises an
antenna unit 231, an audio output unit 232, an audio input unit
233, an operating unit 234, and the organic EL display panel
100 according to the present invention. As described above,
the organic EL display panel 100 according o the present
invention can be employed as a display unit of the cellular
phone 230. FIG. 6(b) shows an application example to a video
camera, wherein the video camera 240 comprises a TV-cam-
era unit 241, an operating unit 242, an audio input unit 243,
and the organic EL display panel 100 according to the present
invention. As described above, the organic EL display panel
100 can be employed as a viewfinder or a display unit. FIG.
6(c) shows an application example to a portable personal
computer, wherein the computer 250 comprises a camera unit
251, an operation unit 252, and the organic EL display panel
100 according to the present invention. As described above,
the organic EL display panel 100 can be employed as a
display device.

FIG. 6(d) shows an application example to a head mount
display, wherein the head mount display 260 comprises a belt
261, an optical system storage unit 262, and the organic EL.
display panel 100 according to the present invention. As
described above, the organic EL display panel 100 can be
employed as an image display unit. FIG. 6(e) shows an appli-
cation example to a rear projector, wherein the projector 270
comprises a casing 271, a light source 272, a synthesizing
optical system 273, mirrors 274 and 275, a screen 276, and the
organic EL display panel 100 according to the present inven-
tion. FIG. 6(f) shows an application example to a front pro-
jector, wherein the projector 280 comprises a casing 282, an
optical system 281, and the organic EL display panel 100
according to the present invention, wherein an image can be
displayed on a screen 283. As described above, the organic EL
display panel 100 can be employed as an image display unit.

FIG. 7 is an explanatory diagram for describing a wiring
layout according to another embodiment. Specifically, com-
binations of lines selected from the three electric power lines
Vi Vaars and V,, . and the data lines 1,,, are formed
between the pixel groups arrayed in the column direction. In
addition, scan lines V,, are formed between pixel groups
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binations of lines selected from the three electric power lines
Vi Vaar and V ,, - and the scan lines V, are formed

sel

between pixel groups arrayed in the row direction.

What is claimed is:

1. An electro-optical device comprising:

a scan line;

a data line that intersects the scan line;

a first electrode;

a second electrode;

a light emission layer that is disposed between the first
electrode and the second electrode;

a first power line that has a first portion extending in a first
direction and a second portion extending in a second
direction that intersects the first direction;

a second power line that extends in the second direction,
the second power line overlapping at least a part of the
second portion of the first power line; and

an inter-layer insulating film that is disposed between the
first power line and the second power line,

the second portion of the first power line being electrically
connected to the second power line through plurality of
contact holes.

2. The electro-optical device according to claim 1, the
second portion of the first power line extending from the first
portion along the second direction to only one side,

the second portion being positioned on one side of the first
portion of the first power line with respect to the first
portion of the first power line, and

the second portion not being positioned on the other side
with respect to the first portion of the first power line.

3. The electro-optical device according to claim 1, the
second power line being electrically connected to the first
electrode.

4. The electro-optical device according to claim 1, the
plurality of contact holes extending along the first direction.

5. An electro-optical device comprising:

a plurality of scan lines;

a plurality of data lines that intersect the plurality of scan
lines;

a plurality of pixels that is disposed corresponding to a
plurality of intersections of the plurality of scan lines
and the data lines, each of the plurality of pixels includ-
ing a first pixel and a second pixel, each of the first pixel
and the second pixel having a light emission layer
between a first electrode and a second electrode, the first
pixel and the second pixel being aligned along a first
direction along which the plurality of scan lines extend;

a first power line that extends along the first direction;

a second power line that extends along a second direction
that intersects the first direction; and

a third power line that extends along the second direction,

the first power line being electrically connected to the
second power line at a first connecting portion, the first
connecting portion being located in the first pixel,

the first power line being electrically connected to the third
power line at a second connecting portion, and

the second connecting portion being located in the second
pixel.

6. The electro-optical device according to claim 5, the first
power line being electrically connected to the first pixel and
the second pixel.

7. The electro-optical device according to claim 5, the
second power line being electrically connected to the first

_ electrode.
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ACTIVE MATRIX SUBSTRATE,
ELECTRO-OPTICAL DEVICE, AND
ELECTRONIC DEVICE

This is a Continuation of application Ser. No. 11/483,109
filed Jul. 10, 2006, which is a Divisional of application Ser.
No. 10/299,861 filed Nov. 20, 2002. The entire disclosure of
the prior application is hereby incorporated by reference
herein in its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates to an active matrix substrate suitable
for electro-optical devices, an electro-optical device, and
electronic device.

2. Description of the Related Art

The active matrix driving method is one method of driving
electro-optical devices comprising liquid crystal elements,
organic electroluminescence (EL) elements, electrophoretic
elements, electronic emission elements, and similar. In an
electro-optical device driven by the active matrix driving
method, a plurality of pixels are arranged in a matrix on the
display panel. Each of the plurality of pixels comprises a pixel
circuit, in turn comprising an electro-optical element and a
driving transistor which supplies driving power to the electro-
optical element. Each of the plurality of pixel circuits is
arranged to correspond to the intersection of a data line and a
scan line (see, for example, patent reference 1: Internationally
disclosed pamphlet no. W0O98/36407).

Inorderto precisely control brightness in an electro-optical
device, the amount of power supplied to electro-optical ele-
ments must be precisely controlled. In particular, because
organic EL elements are current-driving type electro-optical
elements, the brightness is directly affected by the current.
Hence there is a need to precisely supply the desired current
to organic ELL elements; and in addition to optimizing the
driving circuit and driving method, the pixel layout must also
be optimized. Problems encountered in actual pixel layouts
include, for example, contact between pixel electrodes and
peripheral circuitry, stability of holding capacitances, and
transistor turn-off currents.

The present invention was devised in light of the above
circumstances, and has as an object the provision of an active
matrix substrate, electro-optical device, and electronic device
comprising an optimal pixel layout for the stable driving of
electro-optical elements.

SUMMARY OF THE INVENTION

In order to resolve the above problems, a first active matrix
substrate of this invention is an active matrix substrate com-
prising peripheral circuitry to supply a current to electro-
optical elements provided in each pixel according to the elec-
tro-optical element; each peripheral circuit comprises a
holding element to hold a control voltage, a first active ele-
ment, connected to the holding element, to supply a current to
the electro-optical element based on the control voltage, and
a second active element, connected to the holding element, to
control the charging and discharging of the holding element;
and the above second active element has a structure which
prevents leakage currents during shutoff.

Here “electro-optical element” refers to general elements
which emit light, or change a status of light in response to
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tro-optical elements include liquid crystal elements, electro-
phoretic elements, EL. elements, and electron emission ele-
ments which emit light by causing electrons generated
through application of an clectric field to strike an emission
plate.

“Peripheral circuits” refers to the aggregation of circuit
elements which drive each pixel in an active-matrix type
electro-optical device, and comprises, for example, TFTs
(thin film transistors) or similar.

“Aclive malrix substrate” relers (o general substrates on
which is mounted peripheral circuitry, regardless of whether
electro-optical elements are formed or not.

There is no particular restriction on “active elements”,
which may include, for example, TFTs and other transistors
and diodes, or similar.

Here “holding element” refers to, for example, capacitors,
memory, and other elements which hold electrical signals.

Normally, when an active element is in the non-conducting
state, whereas ideally there should be no current flowing, a
current, albeit slight, may flow; an active element having a
“structure to prevent leakage currents during shutoff” refers
to an active element configured with the object of preventing
the occurrence of such a current (leakage current).

An example of such an element is a multi-gate type active
element. A multi-gate type active element is an active element
which functions as a single element, but strictly speaking
comprises a plurality of active elements connected in series,
configured to function similarly to a device with control ter-
minals connected together.

In configuring a multi-gate type active element, the semi-
conductor layer may be in a curved shape, as in an embodi-
ment described below, or the gate shape may be curved.

The second active element may be a transistor with a struc-
ture selected from the group consisting of an LDD structure,
GDD structure, or DDD structure. Here “LDD” is an abbre-
viation of “Lightly Doped Drain”; “GDD” is an abbreviation
of “Graded Diffused Drain”; and “DDD” is an abbreviation of
“Double Diffused Drain”. In a transistor having these struc-
tures, in order to limit the adverse effects of hot electrons and
similar during fine MOSFET fabrication, the maximum elec-
tric field near the drain is weakened. For example, in such
transistors the drain region of the transistor is lightly doped
with impurities to relax the electric field in regions where
impurity diffusion is performed and between silicon sub-
strates; for example, n-type regions may be formed using
self-alignment.

In such transistors, because the source-drain resistance
while the transistor is turned off is extremely high and leakage
currents are reduced, electric charge accumulated in the hold-
ing element is not released, and the electric potential applied
to a control terminal can be maintained at a constant level.

A second active matrix substrate of this invention is an
active matrix substrate comprising a plurality of unit circuits,
arranged to correspond to the intersections of a plurality of
data lines and a plurality of scan lines. Each of the above
plurality of unit circuits comprises a first transistor, which
comprises a first control terminal, first terminal, and second
terminal; a holding element, connected to the above first
control terminal, comprising a first electrode and a second
electrode; and a second transistor, comprising a third termi-
nal, a fourth terminal, and a second control terminal, wherein
the above third terminal and the above fourth terminal are
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In the above active matrix substrate, in place of a multi-gate
structure, the above second transistor may be a transistor with
a structure selected from an LDD structure, GDD structure, or
DDD structure.

By adopting a multi-gate structure and an LDD structure,
GDD structure, or DDD structure, the leakage current when
the second transistor is in the turned-off state can be reduced,
so that the electric charge accumulated in the holding element
can be maintained for a long period of time.

In the above aclive malrix substrate, it is prelerable that the
above first transistor and the above second transistor have
different conduction types. In this case, it is preferable that the
semiconductor film constituting the above first transistor and
the semiconductor film constituting the above second transis-
tor be separated.

For example, it is preferable that the above first transistor
by p-type, and that the above second transistor be n-type.

The above active matrix substrate may further comprise a
third transistor, comprising a fifth terminal, a sixth terminal,
and a third control terminal, with the above third control
terminal connected to one scan line among the above plurality
of scan lines, and the above fifth terminal connected to one
data line among the above plurality of data lines.

The above sixth terminal may be connected to the above
third terminal and to the above first terminal.

In the above active matrix substrate, the above active
matrix substrate may have a stacked-layer structure compris-
ing a plurality of layers; the above plurality of layers may
comprise a semiconductor layer, in which is formed a semi-
conductor film constituting the above first and second tran-
sistors, and a gate metal layer, in which are formed the above
second control terminals; and in the above gate metal layer
there may be formed at least one portion of at least one scan
line among the above plurality of scan lines.

By this means, the above second control terminal and at
least one portion of the scan line can be formed in the same
process, so that manufacturing processes can be shortened.

In the above active matrix substrate, the above active
matrix substrate may have a stacked-layer structure compris-
ing a plurality of layers; the above plurality of layers may
comprise a semiconductor layer, in which is formed a semi-
conductor film constituting the above first and second tran-
sistors, and a gate metal layer, in which are formed the above
second control terminals; and in the above gate metal layer
there may be formed at least one portion of at least one data
line among the ahove plurality of data lines.

By this means, the above second control terminal and at
least one portion of the data line can be formed in the same
process, so that manufacturing processes can be shortened.

In the above active matrix substrate, the above active
matrix substrate may have a stacked-layer structure compris-
ing a plurality of layers; the above plurality of layers may
comprise a semiconductor layer, in which is formed a semi-
conductor film constituting the above first and second tran-
sistors, a gate metal layer, in which are formed the above
second control terminals, and a source metal layer, in which is
formed a source electrode or drain electrode connected to the
source or to the drain of the above second transistor; and at
least one portion of at least one data line among the above
plurality of data lines may be formed in the layer closer to the
above semiconductor layer among the above source metal
layer and the above gate metal layer.

By this means, when an electro-optical device is formed in
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that operation delays due to stray capacitances occurring
between electrodes and data lines can be reduced.

A third active matrix substrate of this invention comprises
unit circuits, comprising transistors, as well as data lines and
scan lines, and has a stacked-layer structure comprising a
plurality of layers; the above plurality of layers comprises a
semiconductor layer, in which is formed a semiconductor
film constituting transistors, and a gate metal layer, in which
are formed the gate terminals of the above transistors; and at
lease one portion of either the above scan lines, or the above
data lines, or both, is formed in the above gate metal layer.

By this means, transistor gate terminals and at least one
portion of the scan lines or data lines can be manufactured by
the same process, so that manufacturing processes can be
shortened.

A fourth active matrix substrate of this invention comprises
unit circuits, comprising transistors, as well as data lines and
scan lines, and has a stacked-layer structure comprising a
plurality of layers; the above plurality of layers comprises a
semiconductor layer, in which is formed a semiconductor
film constituting transistors, a gate metal layer, in which are
formed the gate terminals of the above transistors, and a
source metal layer in which are formed the source electrodes
or drain electrodes which are connected to the sources or
drains of the above transistors; and at lease one portion of
either the above scan lines, or the above data lines, or both, is
formed in the layer, among the above gate metal layer and the
above source metal layer, which is closer to the above semi-
conductor layer.

In the above active matrix substrate, when an electro-opti-
cal device is formed in which electro-optical elements are
arranged above the active matrix substrate, at least one por-
tion of data lines or scan lines can be separated from the
electrodes of electro-optical elements, so that delays in signal
supply due to stray capacitances occurring between elec-
trodes and data lines or scan lines can be suppressed.

In the above active matrix substrate, it is preferable that a
unit circuit comprise a first transistor, comprising a first con-
trol terminal, a first terminal, and a second terminal; a holding
element, connected to the above first control terminal, and
comprising a first electrode and a second electrode; and a
second transistor, comprising a third terminal, a fourth termi-
nal, and a second control terminal, wherein the above third
terminal and the above fourth terminal are respectively con-
nected to the above first terminal and to the above first elec-
trode; and that the unit circuit have at least a structure selected
from an I.DD structure, GDD structure, DD structure, or
multi-gate structure.

The LDD structure, GDD structure, DDD structure, and
multi-gate structure are appropriate structures for suppress-
ing current leaks, and so by employing such a configuration,
the electric charge accumulated in the holding element can be
maintained for long periods of time.

A first electro-optical device of this invention comprises
the above active matrix substrate, and electro-optical ele-
ments.

A second electro-optical device of this invention comprises
peripheral circuits to supply current to electro-optical ele-
ments provided for each pixel, corresponding to the above
electro-optical elements; each of the above peripheral circuits
comprises a light emission-controlling active element to sup-
ply current to the above electro-optical element during the
light emission period, a holding element to hold a control
voltage, a first active element the gate terminal of which is
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light emission-controlling active element, a current-control-
ling active element which passes a constant current (or a data
current) via the above first active element during the selection
period, and a sccond active clement connected between the
above current-controlling active element and the above hold-
ing element, which charges the above holding element during
the above selection period and which stores the above control
voltage; and the above second active element comprises a
structure to prevent leakage currents during shutoff.

As the above structure (o prevent leakage currents, simi-
larly to the case of the above active matrix substrates, for
example, an LDD structure, GDD structure, DDD structure,
or multi-gate structure can be adopted.

In the above electro-optical device, as the above first active
element and the above second active element, it is preferable
that, for example, a transistor be used. In this case, it is
preferable that the transistors have different conduction
types. For example, it is preferable that the above first active
element be p-type, and that the above second active element
be n-type.

Corresponding to this, a configuration may be adopted
comprising a first driver circuit which supplies negative-logic
data signals to the first active element, and a second driver
circuit which supplies positive-logic scan signals to the sec-
ond active element.

In the above electro-optical device, a configuration may be
adopted comprising data lines which supply data signals to
first active elements, and scan lines, intersecting the data
lines, which supply scan signals to second active elements.

In the above electro-optical device, it is preferable that
either the data lines or the scan lines be wired by means of the
metal layer, among the source metal layer and the gate metal
layer which comprise the first active elements and second
active elements, which is separated from the common elec-
trodes of the electro-optical elements. This is because if the
metal layer which is more distant from the common elec-
trodes is used, the stray capacitance arising between the sig-
nal lines and the common electrodes can be reduced.

Specifically, the scan lines may for example be wired using
the gate metal layer which forms the gate terminals of the
second active elements.

In the above electro-optical device, it is preferable that,
among the plurality of active elements, the plurality of active
elements having the same polarity be formed continuously
and in planar fashion in the same semiconductor layer. This is
because, if the semiconductor layer is thus made continuous,
the area used for wiring can be reduced, and the aperture ratio
can be increased.

Atthis time, connection points between a plurality of active
elements having the same polarity comprise common contact
holes, and wiring is performed from contact holes to active
elements having a polarity differing from these active ele-
ments. This is because when the polarity is different, normal
wiring must be performed. By this means, contact holes can
be made common, and the area of occupation of connection
portions in the entire area of the driving circuit can be
reduced.

In one embodiment described below, a plurality of active
elements having the same polarity comprises second active
elements, light emission-controlling active elements, and cur-
rent-controlling active elements; however, the present inven-
tion is of course not limited thereto.
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gate terminal connections, by using scan lines without modi-
fication the wiring area can be reduced and the aperture ratio
can be raised.

However, if the above second active elements and the
above current-controlling active elements are not driven with
the same timing, then of course different signal lines can be
used as the respective gate terminals.

A third electro-optical device of this invention comprises
electro-optical elements, and peripheral circuitry driving the
above electro-optical elements; the above electro-optical ele-
ments are formed such that the boundaries of the electro-
optical elements have at least a prescribed curvature, and at
least a portion of the peripheral circuits is formed in the region
surrounded by the boundaries having at least the prescribed
curvature and by polygonal boundaries circumscribing the
electro-optical elements.

A shape having a “prescribed curvature” is particularly
effective when electro-optical elements are formed using liq-
uid materials; in this case, it is desirable that the prescribed
curvature be set according to the viscosity and surface tension
of the liquid material, and according to the material of the
layer below the electro-optical elements. However, even in
cases where the electro-optical elements are formed by
evaporation deposition or other means without using liquid
materials, there is the advantageous result that short-circuits
are prevented.

It is preferable that a plurality of boundary portions having
this prescribed curvature be formed. It is also preferable that
the plurality of boundary portions thus formed be arranged
essentially symmetrically with respect to a center line passing
through the geometric center of the electro-optical element.

For example, a portion of the peripheral circuit formed in
this region is a contact hole comprised by wiring of the
peripheral circuit. It is preferable that this contact hole be of
polygonal shape compatible with the shape of the region. A
contact hole comprised by the wiring of the peripheral circuit
is, for example, a contact hole which supplies current to at
least one of the electrodes of the electro-optical element. It is
preferable that there be a plurality of contact holes, arranged
essentially symmetrically with respect to a center line passing
through the geometric center point of the above electro-opti-
cal element.

When using a liquid material to form electro-optical ele-
ments, by providing an affinity-controlling layer which
adjusts the affinity for the liquid material near the boundaries
of electro-optical elements, the film thickness of the func-
tional layer constituting the electro-optical elements can be
controlled, and flatness can be improved. Also, by making the
affinity for the liquid material of; at least, the walls of the bank
layer different from that of the above affinity-controlling
layer, the effectiveness may be further increased. For
example, by making the affinity for the liquid material of the
walls of the bank layer lower than that of the affinity-control-
ling layer, the film formed by the liquid material no longer
adheres to the walls of the bank layer, and the flatness of the
film formed by the liquid material is further improved.

This affinity-controlling layer may be formed so as to have
a staircase-shape on the inside of the electro-optical elements
with respect to the walls formed by the bank layer.

Here a “bank™ is a partition member to partition pixel
regions. A bank is also effective for securing a distance from
cathodes or common electrodes and data lines, scan lines, or
other wiring which supplies signals. By securing a sufficient
distance, the parasitic capacitance is reduced, and delays
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so a sufficient distance must be secured between data signals
and common electrodes or cathodes.

It is preferable that, in boundary portions having a pre-
scribed curvature, at least one of the electrodes constituting
the electro-optical element be patterned according to the
shape of the boundary portion. This is because, by patterning
electrodes in a manner compatible with the curvature, at least
aportion of the peripheral circuit can be arranged more easily.
For example, at least a portion of the peripheral circuit is a
contact region to enable connection between the peripheral
circuit and the above electrode.

A fourth electro-optical device of this invention comprises
a light-emitting portion, and a peripheral circuit which con-
trols the current supplied to the above light-emitting portion
via a pixel electrode; the area of the above light-emitting
portion is smaller than the area of the above pixel electrode,
and the shape of the above light-emitting portion is different
from the shape of the above pixel electrode.

A fifth electro-optical device of this invention comprises a
light-emitting portion, and a peripheral circuit which controls
the current supplied to the above light-emitting portion via a
pixel electrode; the area of the above light-emitting portion is
smaller than the area of the above pixel electrode; the shape of
the above light-emitting portion is a shape having a curvature,
and the shape of the above pixel electrode is polygonal.

A sixth electro-optical device of this invention comprises a
light-emitting portion, and a peripheral circuit which controls
the current supplied to the above light-emitting portion via a
pixel electrode; the area of the above light-emitting portion is
smaller than the area of the above pixel electrode; the above
light-emitting portion has a polygonal shape having n vertices
(where n is an integer equal to 4 or greater); the above pixel
electrode has a polygonal shape having m vertices (where m
is an integer equal to 3 or greater); and the relation n>m
obtains.

In the above electro-optical device, the light-emitting por-
tion has a shape having a curvature, or has a polygonal shape
with four or more vertices, so that short-circuits in the edge
portions of light-emitting portion can be prevented. And
when forming light-emitting portions using a liquid material,
the liquid material can be made to extend thoroughly to the
edge portions of light-emitting portions, so that a uniform
film can be formed.

In the above electro-optical device, it is preferable that the
entire region of the above light-emitting portion be formed on
the above pixel electrode, and that a contact region for con-
nection to the ahove peripheral circuit and to the above pixel
electrode be provided in the portion of the above pixel elec-
trode where the above light-emitting portion is not formed.

A seventh electro-optical device of this invention com-
prises an electro-optical element, a holding capacitance
which regulates the current supplied to the above electro-
optical element, and an active element which supplies a cur-
rent according to the voltage recorded in the holding capaci-
tance; a first electrode constituting the holding capacitance is
formed by patterning a portion of a metal layer which forms
a power supply line supplying current to the electro-optical
element.

An eighth electro-optical device of this invention is con-
figured to enable the supply of current to an electro-optical
element by an active element according to the voltage
recorded in a holding capacitance, and comprises a first metal
layer connected to a power supply, and a second metal layer
patterned to comprise a portion of a control terminal of an
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Here “layer” comprises, in addition to a metal layer, a layer
which affects formation of the holding capacitance, such as
for example a semiconductor layer.

A second electrode constituting the holding capacitance is
formed by patterning a portion of the metal layer which forms
the control terminal of the active element.

In the above electro-optical device, the above first elec-
trode may be a portion of the power supply line, and a portion
of the metal layer forming the control terminal of the active
element in a portion of the power supply line may be over-
lapped in patterning to form the above second electrode. By
means of this configuration, there is no need in particular to
provide wiring to connect the holding capacitance and the
active element, so that the aperture ratio can be increased.

It is preferable that a semiconductor layer be comprised,
overlapping electrodes constituting the holding capacitance
and formed in the shape of the electrodes. This semiconductor
layer may for example have impurities introduced. The semi-
conductor layer may be doped with impurities to metallize or
to lower the resistance.

It is preferable that the holding capacitance be formed in a
region other than the region in which the electro-optical ele-
ment and active element are formed, so that the aperture ratio
is raised. For example, each of the layers comprising the
electrodes of the holding capacitance may be formed on a
polygon, such as for example a pentagon, corresponding to
the shape of the region other than the region in which are
formed the electro-optical element and active element.

In the above electro-optical device, it is preferable that, of
the layers comprising the holding capacitance electrodes, the
region occupied by the layer positioned on the lower side be
formed to be greater than the region occupied by the layer
positioned on the upper side.

In the above electro-optical device, the region occupied by
the layer positioned on the lower side is formed by patterning
into a shape such that, even if the greatest possible position
shift that can occur during formation of the layer positioned
on the upper side occurs, the region of the layer positioned on
the upper side is contained within the region of the layer
positioned on the lower side.

In the above electro-optical device, it is preferable that a
bank layer be further comprised in order to isolate neighbor-
ing electro-optical elements, and that the holding capacitance
be formed under the bank layer.

In addition, an affinity-controlling layer may be further
comprised, within the bank layer or below the bank layer, in
order to control the affinity of the liquid material during
formation of electro-optical elements.

The overlap region in which is formed the holding capaci-
tance may be provided in a region in which at least one among
the first metal layer and the second metal layer is formed in a
power supply wiring pattern.

It is further preferable that the wiring pattern formed by the
second metal layer be positioned at a prescribed distance or
greater from at least one among the two electrodes connected
to the electro-optical element. By means of this configuration,
unwanted capacitance can be reduced.

A fifth active matrix of this invention is an active matrix
substrate comprising pixel electrodes and paths positioned
corresponding to the intersections of data lines and scan lines;
the above pixel electrodes are connected to a power supply
line via at least one transistor; a holding element connected to
the gate of the above one or more transistors is provided; and
a first electrode constituting the above holding element is
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tioned corresponding to the intersections of data lines and
scan lines; the above pixel electrodes are connected to a
power supply line via at least one transistor; a holding ele-
ment connected to the gate of the above one or more transis-
tors is provided; and a first electrode constituting the above
holding element is a portion of the above power supply line.

In the above active matrix substrate, a second electrode
constituting the above holding element is the gate of the above
one or more transistors.

A seventh aclive matrix substrate of this invention is an
active matrix substrate comprising unit circuits each compris-
ing a transistor, corresponding to the intersections of scan
lines and data lines; a semiconductor film constituting the
above transistors is formed in a semiconductor layer; at the
intersections of the above scan lines and the above data lines,
either the above scan line or the above data line is formed in
afirst conducting layer; and the portions of the above scan line
and the above data line other than at the above intersection are
formed in a second conducting layer. In this active matrix
substrate, it is preferable that the above second conducting
layer be positioned between the above first conducting layer
and the above semiconductor layer.

By combining the above active matrix substrate with elec-
tro-optical elements, an electro-optical device can be config-
ured.

A ninth electro-optical device of this invention is an elec-
tro-optical device comprising electro-optical elements corre-
sponding to the intersections of scan lines and data lines;
either the above scan lines or the above data lines are formed
in a first conducting layer at the intersections of the above
scan lines and the above data lines, together with a pair of
electrodes which supply power to the above electro-optical
element; the portions of the above scan lines and the above
data lines other than in the above intersections are formed in
a second conducting layer; and the above second conducting
layer is positioned at a greater distance than the above first
conducting layer from one of the above pair of electrodes.

Here, the above electro-optical elements may be electrolu-
minescence (EL) elements. “Electroluminescence elements™
refer in general to elements, whether employing an organic or
an inorganic (such as Zn:S) light-emitting material, which
utilize electroluminescence phenomena in which the applica-
tion of an electric field causes holes injected from an anode
and electrons injected from a cathode to recombine, so that
the recombination energy causes the light-emitting material
to emit light. As the layer structure enclosed between the
electroluminescence element, in addition to a light-emitting
layer comprising light-emitting material, a hole transport
layer or an electron transport layer, or both, may also be
comprised. Specifically, as layer structures, in addition to a
cathode/light-emitting layer/anode structure, a cathode/light-
emitting layer/hole transport layer/anode, cathode/electron
transport layer/light-emitting layer/anode, cathode/electron
transport layer/light-emitting layer/hole transport layer/an-
ode, or similar may be adopted.

The above active matrix substrates may also be employed
in electronic device. Here there is no particular restriction on
“electronic device”, which includes a device comprising a
display device comprising an active matrix substrate, such as
for example portable telephones, video cameras, personal
computers, head-mounted displays, rear- or front-projectors,
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BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an overall drawing of a display panel of this
cmbodiment;

FIG. 2 is a plane view of a pixel region in embodiment 1;

FIG. 3 shows plane views of a pixel region in embodiment
1; FIG. 3A is a cross-section along A-A in FIG. 2, FIG. 3B is
a cross-section along B-B in FIG. 2, and FIG. 3C is a cross-
section along C-C in FIG. 2;

FIG. 4 shows examples of modification of the boundary
shape of the light-emitting portion; FIG. 4A shows the case of
a circular light-emitting portion, FIG. 4B shows the case of a
light-emitting portion having a curved portion symmetrical
about a center line, and FIG. 4C shows the case of a light-
emitting region having a curved portion asymmetrical abouta
center line;

FIG. 5 is a circuit diagram of a pixel region in embodiment
1;

FIG. 6 is a drawing explaining the alignment of a metal
layer in embodiment 1;

FIG. 7 is a drawing explaining processing to separate gate
metal in embodiment 1;

FIG. 8 is a plane view of a pixel region in embodiment 2;

FIG. 9 shows cross-sectional views of a pixel region in
embodiment 2; FIG. 9A is a cross-section along A-A in FIG.
8,FIG. 9B is a cross-section along B-B in FIG. 8, and FIG.9C
is a cross-section along C-C in FIG. 8;

FIG. 10 is a plane view of a pixel region in embodiment 3;

FIG. 11 shows cross-sectional views of a pixel region in
embodiment 3; FIG. 10A is a cross-section along A-A in FIG.
10, and FIG. 10B is a cross-section along B-B in FIG. 10;

FIG. 12 is a plane view of a pixel region in embodiment 4;

FIG. 13 shows cross-sectional views of a pixel region in
embodiment 4; FIG. 13A is a cross-section along A-A in FIG.
12, and FIG. 13B is a cross-section along B-B in FIG. 12;

FIG. 14 is a connection diagram for a display panel in
embodiment 5; and,

FIG. 15 shows examples of electronic device in embodi-
ment 5, showing examples of application of a display panel of
this invention to a portable telephone in FIG. 15A, to a cam-
corder in FIG. 15B, to a portable personal computer in FIG.
15C, to a head-mounted display in FIG. 15D, to a rear pro-
jector in FIG. 15E, and to a front projector in FIG. 15F.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Next, preferred embodiments of the invention are
explained, referring to the drawings as examples. The follow-
ing embodiments are no more than examples of embodiments
of'this invention, and do not limit the scope of application.

Embodiment 1

This embodiment of the invention relates to a display panel
which is an electro-optical device employing EL elements as
electro-optical elements. FIG. 1 is an overall drawing of a
display panel comprising an active matrix panel, comprising
EL elements.

As shown in FIG. 1, the display panel 1 is configured by
positioning a display region 11 and driver regions 14 and 15
on a glass substrate 16. A cathode 12 is formed over the
entirety of the display region 11, and is connected to the
cathode lead electrode 13. Pixel regions 10 are arranged in a
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blue, green) taken as necessary for color display; a combina-
tion of pixel regions emitting light of each primary color
becomes one pixel element. For example, the driver region 15
positioned in the column direction of the display region 11
outputs a write control line Vsel and a light emission control
line Vgp; and the driver region 14 positioned in the row
direction of the display region 11 outputs, in addition to the
power supply line Vdd, data current signals to the data line
Idata. By controlling the light-emission state in each pixel
region 10 by means ol driver circuits, not shown, [ormed in
the driver regions 14 and 15, an arbitrary image can be dis-
played in the display region 11.

FIG. 2 shows a plane view which explains the wiring
pattern in one pixel region and the periphery. In FIG. 2, the
patterns can be seen in the semiconductor layer 102, which is
particularly important and is shown in FIG. 3, in the gate
metal layer 104, source metal layer 106, and anode layer 110.

As shown in FIG. 2, the light-emitting portion OLED and
peripheral circuitry to drive this portion are all positioned in
the region enclosed by the power supply line Vdd and the data
line Idata. The power supply line Vdd is positioned at a
distance from the data line Idata, with the light-emitting por-
tion OLED intervening. The peripheral circuit comprises a
transistor T1 as a first active element, a transistor T2 as a
second active element, a transistor T3 as a current-controlling
active element, a transistor T4 as a light emission-controlling
active element, and a holding capacitor C as a holding ele-
ment. No restrictions in particular are placed on the conduc-
tion types of the transistors T1 to T4, but in this embodiment,
the conduction type of transistor T1 is p type, and that of all
the other transistors is n type.

The source of the transistor T1 is connected to the power
supply lineVdd, and the drain is connected to the drain side of
transistor T4. The source of transistor T4 is connected to the
anode of the light-emitting portion OLED. The holding
capacitor C is formed between the power supply line Vdd and
the gate of transistor T1. The source of transistor T2 is con-
nected to the holding capacitor C and to the gate of transistor
T1, and the drain is connected to the drain of transistor T3 and
between transistors T1 and T4. The source of transistor T3 is
connected to the data line Idata, and the gate is connected, in
common with the gate of transistor T2, to the write-control
line Vsel.

FIG. 3 shows cross-sections to explain the layer structure in
each of the cross-sectional planes shown in FIG. 2. FIG. 3A,
FIG. 3B, and FIG. 3C show the layer structure in the A-A
cross-sectional plane, B-B cross-sectional plane, and C-C
cross-sectional plane, respectively.

As shown in FIG. 3A, the pixel region 10 is configured by
stacking, on the glass substrate 100 (the glass substrate 16 in
FIG. 1), an underlayer protection film 101, semiconductor
layer 102, gate insulating film 103, gate metal layer 104, first
interlaminar insulating film 105, source metal layer 106, sec-
ond interlaminar insulating film 107, bank layer 108, and
cathode layer 109 (the cathode 12 in FIG. 1). Further, as
shown in FIG. 3B and FIG. 3C, the electric field light-emit-
ting portion OLED is configured by stacking an anode layer
110, hole transport layer 111, and light-emitting layer 112.

As the glass substrate 100, because the EL elements of this
embodiment emit light on the substrate side and it is neces-
sary that light be transmitted, soda lime glass, low-expansion
glass, quartz glass, and other non-alkaline glasses are
employed. However, when an optically transmissive material
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silicon carbide (SiC), alumina (Al,O;), aluminum nitride
(AIN), and other non-transparent insulating materials.

As the underlayer protective film 101, silicon oxide film
(S10,: 0<x=2), silicon nitride film (Si;N,: 0<x=4), and other
insulating materials can be used. The underlayer protective
film is formed in order to prevent sodium (Na) and other
mobile ions contained in the glass substrate from penetrating
into the semiconductor layer and exerting adverse effects on
impurity control in the semiconductor layer.

Alter (irst washing the substrate 100 with deionized walter
and alcohol or another organic solvent, the underlayer pro-
tection layer 101 is formed on the substrate by atmospheric-
pressure chemical vapor deposition (APCVD), low-pressure
chemical vapor deposition (LPCVD), plasma-enhanced
chemical vapor deposition (PECVD), or another CVD
method, or by sputtering.

As the semiconductor layer 102, in addition to a group IV
single-element semiconductor layer of silicon (Si), germa-
nium (Ge) or similar, a complex with a group IV element,
such as silicon germanium (S1,Ge, _: 0<x<1), silicon carbide
(S, Cl,_: 0<x<1), or germanium carbide (Ge C,_: 0<x<1),
as well as a compound of group I1I and group V elements such
as gallium arsenide (GaAs) and indium antimonide (InSb), a
compound of group II and group VI elements such as cad-
mium selenide (CdSe), or other different complex com-
pounds such as silicon germanium gallium arsenide
(51,Ge,Ga As,: x+y+z=1), can be employed.

The semiconductor layer 102 is formed by first depositing
silicon or similar by, for example, the APCVD, LPCVD,
PECVD or other CVD method, or by sputtering, evaporation
deposition, or other PVD method, and then irradiating with
laser light to induce a polycrystalline structure. As the laser
light, the fundamental and higher harmonics of an excimer
laser, argon ion laser, or YAG laser are used as appropriate.
For example, when a polycrystalline structure is induced in
silicon, polysilicon is obtained. This polycrystalline semicon-
ductor layer 102 is patterned so as to be compatible with the
element shapes of the holding capacitance C and each of the
TFTs (thin film transistors) T1 to T4. For example, by per-
forming reactive ion etching using a mixture of CF, and
oxygen gases, a semiconductor layer in an amorphous state
can be patterned into an island morphology compatible with
element shapes. After patterning, for example, a gate metal
layer is formed, and then the gate metal layer is used as a mask
to introduce impurities into the semiconductor layer. Specifi-
cally, phosphorus (P), arsenic (As), antimony (Sh), or other
donor elements are added for each element to obtain n-type
semiconductor layer, and boron (B), aluminum (Al), gallium
(Ga), indium (In), and other acceptor elements are added to
obtain p-type semiconductor layer. In this embodiment,
impurities are introduced such that the semiconductor layer
constituting the holding capacitor C are n-type semiconduc-
tor layer. When TFTs with an LDD structure are employed
and the threshold voltage of the TFTs is to be adjusted, chan-
nel doping to introduce impurities in low concentrations is
performed.

As the gate insulating film 103, for example, a silicon
dioxide film is formed using tetraethyl orthosilicate (TEOS)
as the raw material. The gate insulating film 103 is formed by,
for example, plasma CVD in a microwave-discharge plasma,
ECR plasma, or other oxygen or nitrogen atmosphere.

As the gate metal layer 104, a conductive material such as,
for example, tantalum (Ta), tungsten (W), chromium (Cr), or
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As the first interlaminar insulating film 105, silicon oxide,
silicon nitride, or some other insulating film can be used. The
first interlaminar insulating film is formed by sputtering or
similar, and, for cxample, contact holes arc then formed in
order to form TFT source and drain electrodes.

As the source metal layer 106, in addition to aluminum
(Al), for example, tantalum, molybdenum, titanium, tung-
sten, or some other conductive material can be used. The
source metal layer is formed by using sputtering or another
method 1o uniformly layer a conductive malterial, and then
patterning according to the electrode shape.

As the second interlaminar insulating film 107, silicon
oxide, silicon nitride, or some other insulating film can be
used. The second interlaminar insulating film is formed by
sputtering or other means, and then, for example, contact
holes h1 and h2 for the anode layer 110 are formed.

As the anode layer 110, for example, indium tin oxide
(ITO) alloy or some other optically transmissive conducting
material can be used. When there is no need for optical trans-
mission properties, tin oxide (NESA), gold, silver, platinum,
copper, or another material can be used as the anode layer.
After using sputtering or some other method to form the
anode layer, patterning is performed according to the shape of
the light-emitting portion OLED. No restrictions in particular
are placed on the shape of the anode layer (or the pixel
electrodes), but it is desirable that the area be larger than that
of'the light-emitting portion OLED. Through such a configu-
ration, a contact region for electrical connection of a periph-
eral circuit or pixel circuit with the pixel electrodes can be
provided in a region other than the light-emitting portion of
the pixel electrodes. Through such a configuration, the flat-
ness of, at least, the light-emitting portion can be improved.

As the bank layer 108, silicon oxide, silicon nitride, poly-
imide, or some other insulating material can be employed.
The bank layer is formed by deposition using sputtering or a
similar method, after which an aperture portion is provided in
aposition corresponding to the light-emitting portion OLED.

As the hole transport layer 111, for example, N,N'-diphe-
nyl-N,N'-bis-(3-methylphenyl)-(1,1'-biphenyl)-4,4'-diamine
(TPDA) is used. The hole transport layer is deposited in the
aperture portion provided in the bank layer 109, using a metal
mask or similar.

As the light-emitting layer 112, for example, tris-(8-quino-
linol) aluminum (Alqg;) or another arbitrary light-emitting
material is used. The light-emitting layer can he formed by
evaporation deposition using a metal mask or silicon mask;
however, an ink jet method may be employed to arrange a
solvent comprising the light-emitting material in the aperture
portion, after which the solvent component is caused to
evaporate.

As the cathode layer 109, a material the energy level of
which enables use as the cathode of an EL element, such as
aluminum or an alloy of aluminum with another element
(such as lithium), or calcium or similar, is used. The cathode
layer is formed using a metal mask or similar, and is patterned
by photolithography or using a shadow mask method.

In this embodiment, pixel electrodes are anodes and the
common electrode is a cathode; however, a configuration may
be employed in which the pixel electrodes are cathodes and
the common electrode is a anode. Typically, cathode materi-
als are often metals, but when the pixel electrodes are cath-
odes, the light emitted by the light-emitting portion OLED is
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cathode material, or by making the film thickness sufficiently
thin that light is transmitted, light can be emitted on the side
opposite the substrate 100.

Below, several features regarding wiring patterns in this
embodiment are explained in sequence.

Planar Shape of the Light-Emitting Portion

One method of manufacture of EL. elements involves using
an ink jet method to discharge a liquid material comprising a
light-emitting material, carrier transport material or carrier
blocking material into an aperture portion, followed by dry-
ing, to form the light-emission layer. In this manufacturing
method, it is important that the discharged liquid material
extend uniformly to all areas of the aperture portion. If the
liquid material does not extend uniformly, the thickness of the
light-emitting layer after film deposition is uneven, the inten-
sity of light emitted within the light-emitting region is
uneven, and the image quality of the display panel is dimin-
ished. If for example it is supposed that the planar shape ofthe
aperture portion is square, then under the influence of the
surface tension and viscosity of the liquid material, the height
of the surface of the liquid material discharged into the cor-
ners ofthe aperture portion will differ from other areas. Hence
there is the possibility that for a light-emitting portion with
such a shape, the thickness of the light-emitting layer after
film formation will be uneven.

On the other hand, there is a need to increase the brightness
of the display panel, and so there are requests to increase
insofar as possible the size of the region in which light is
emitted, that is, the light-emitting portion, and to reduce
insofar as possible the region occupied by peripheral cir-
cuitry, that is, to raise the aperture ratio. The pattern layout
cannot be designed considering only the ease of manufacture.

In order to satisfy all these requests, in this embodiment the
boundaries of the light-emitting portion are formed so as to
have at least a prescribed curvature, and at least a portion of
the peripheral circuit is formed in the region surrounded by
these boundaries having the prescribed curvature and the
boundaries of a polygon circumscribing the boundaries of
this light-emitting portion.

Based on FIG. 4, a specific concept is explained. FIGS. 4A,
4B and 4C show, partially or entirely, the planar shape of a
light-emitting portion to which the concept of this invention is
applied. FIG. 4A is the case in which the boundary of the
light-emitting portion is circular, that is, the entire boundary
has a fixed curvature R. A portion of the peripheral circuit is
provided within the region, indicated by shading, enclosed by
this circle and by a polygon circumscribing the circle, that is,
the square shown by a broken line. The light-emitting portion
of'this circleis regarded as having an ideal shape for rendering
uniform the film thickness of the light-emitting portion, inso-
far as the shape is symmetrical about any center line passing
through the center. However, as shown in FIG. 4A, effective
utilization of the shaded portion is necessary in order to
improve the aperture ratio of the light-emitting portion.

FIG. 4B is an example in which this invention is applied to
the corners of'a rectangular shape; in this example, the bound-
aries of the light-emitting portion are provided with a fixed
curvature R. In this example, the circumscribing polygon is a
rectangle, shown by a broken line; the shaded regions sur-
rounded by the boundaries of the light-emitting portion and
the boundaries of the rectangle are the regions in which a
portion of, or the entirety of; the peripheral circuit is provided.
The present embodiment pertains to this example; as the
curvature R is increased, an oblong planar shape for the
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light-emitting portion, and moreover the curvature of the
corner portions is equal to or greater than a fixed value, so that
a light-emitting portion with uniform film thickness can be
formed.

FIG. 4C is an example in which the curvature of the corner
portions is set to be unequal with respect to a center line. The
curvature R1 of the corner portion on the left side facing the
drawing is smaller than the curvature R2 of the corner portion
on the right side.

In this example, the circumscribing polygon is a rectangle,
shown by a broken line, and the shaded regions surrounded by
the boundaries of the light-emitting portion and the bound-
aries of the rectangle are regions in which a portion of or the
entirety of the peripheral circuit is provided. Even when the
curvature is unequal in this way, by setting the minimum
curvature to be greater than or equal to a constant value, a
light-emitting portion with uniform film thickness can be
formed. Because the minimum curvature is affected by the
viscosity and surface tension of the discharged solution, and
by the water repellence or liquid repellence (affinity to water
orto liquids) of the discharge surface, the minimum curvature
should be determined by experiment for each set of condi-
tions.

In this embodiment, a light-emitting portion with a rectan-
gular planar shape, such as shown in FIG. 2, is adopted. And,
a portion of the peripheral circuit, namely, the contact holes
h1 and h2 (see FIG. 3B), is formed within the region sur-
rounded by the boundaries of the light-emitting layer and the
boundaries of the rectangle (not shown) circumscribing the
boundaries of the light-emitting portion. In this embodiment,
the regions indicated by shading in FIG. 4B which normally
are wasted space are used for these contact holes, and this
satisfy demands for effective use of space.

In addition to contact holes, any other elements of the
peripheral circuit, such as for example transistors and capaci-
tors, may be formed in the regions surrounded by the bound-
aries of the light-emitting portion and the boundaries of a
polygon circumscribing the light-emitting portion. More-
over, it is not necessary to include the entirety of an indepen-
dently functioning element in these regions; a portion of an
element or contact, that is, a portion of the peripheral circuit,
may be included in the region. In other words, it is essential
that placement be performed so as to make effective use of
space.

In cases where a liquid material is not used to form the
light-emitting portion, even when, for example, evaporation
deposition or similar is used to form the light-emitting por-
tion, by employing a shape in which the edge portions of the
light-emitting portion have a curvature, there is the enduring
advantage that the danger of short-circuits between the pixel
electrode at the edge portions of the light-emitting portion
OLED and the common electrode is reduced.

Strictly speaking, a curvature can be represented as a col-
lection of fine straight lines, and so the shape of the light-
emitting portion can be interpreted as a polygon having more
numerous vertices than the shape of the pixel electrode.

Contact Holes for the Light-Emitting Portion

In an EL element, provision of a contact hole in a region
surrounded by the boundaries of the light-emitting portion
and the boundaries of a polygon circumscribing the light-
emitting portion, as shown in FIG. 2, is significant. In other
words, by providing a comparatively large contact hole in this
region, the region can be used effectively, and sufficient cur-
rent can be supplied to the light-emitting portion.

S11

10

15

25

30

35

40

45

50

55

60

16

to the entirety of the light-emitting portion. If a contact hole
used for connection to an anode directly supplying current is
provided in an eccentric position, the supply of current may
be uneven. An uneven supply of current appears as irregulari-
ties in the intensity of light emission.

If, as in this embodiment, a plurality of contact holes are
provided in positions which are symmetrical with respect to a
center line passing through the center of the light-emitting
portion, then this problem can be resolved. That is, as shown
in FIG. 2, in this embodiment a plurality of comparatively
large contact holes are provided in regions provided sym-
metrically with respect to a prescribed center line passing
through the center of the light-emitting portion. By providing
these contact holes in symmetrical regions, the demand for
uniform film deposition in the light-emitting portion, as well
as the demand that current supplied to the light-emitting
portion be uniform, can both be satisfied.

Alignment of Metal Layers

Depending on the EL element driving method, the stability
of the current supplied to the light-emitting portion may be
affected by fluctuations in the holding capacitance. In this
embodiment also, it is undesirable for the capacitance value
of'the holding capacitor C to fluctuation either from one pixel
to another, or from one display panel to another. However,
when stacking metal layers in a process to manufacture a
display panel, there may occur shifts from planned positions.
Because the numerical area of overlapping metal layers deter-
mines the holding capacitance, shifts in position give rise to
fluctuations or scattering in capacitance values, and there are
cases in which capacitance values of holding capacitances
may cause fluctuations either among pixel regions, or among
display panels.

Hence in this embodiment, in the vicinity of overlapping
regions forming the holding capacitor C, among the plurality
of layers related to formation of the holding capacitor C, that
is, among the source metal layer 106, gate metal layer 104,
and semiconductor layer 102, the occupied region or width of
a layer positioned on the lower side (relative to the source
metal layer, the gate metal layer and semiconductor layer) is
formed to be larger than the occupied region or width of the
layer positioned on the upper side (relative to the semicon-
ductor layer, the gate metal layer and source metal layer;
relative to the gate metal layer, the source metal layer).

This feature can be seen in the plane view of FIG. 2, but is
explained in greater detail referring to the A-A cross-section
shown in FIG. 6. As shown in FIG. 6, if the width of the source
metal layer 106 is d1, the width of the gate metal layer 104 is
d2, and the width of the semiconductor layer 102 is d3, then
the relation d3>d2>d1 obtains. The lower the layer, the larger
is the pattern shape.

The extent to which [the pattern shape] should be increased
will vary depending on the precision of the manufacturing
processes and the pattern density. As one approach, patterns
should be formed for each layer such that, when forming
layers positioned on the upper side, even when the maximum
possible shift in position occurs, the region in the layer posi-
tioned on the upper side will be contained within the region in
the layer positioned on the lower side. In this embodiment
also, the differences d3-d2 and d2-dl are designed to be
equal to or greater than predicted position shifts in manufac-
turing processes.

Formation of Separations Between Gate Metal Layers

EL elements comprise a common electrode; the common
electrode is formed over the entirety of the display region. In
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OLED. However, if the common electrode is formed over the
entirety, there is the problem that a capacitance occurs with
the gate metal layer connected to the gates of transistors. If
such stray capacitance appears, lags occur in transistor opera-
tion, and operation with the timing of the design cannot be
guaranteed.

Hence in this embodiment, the wiring pattern formed by
the gate metal layer is positioned with a separation of at least
a prescribed distance from at least one among the electrodes
ol the light-emitting layer. A problem due to low impedance
arises due to the distance between the cathode layer 109
which is the common electrode and the gate metal layer 104.
Also, the cathode layer 109 is a small distance from the lower
side in the light-emitting portion OLED, so that the distance
from the gate metal layer in the vicinity of the light-emitting
portion poses a problem. Hence in this embodiment, as shown
in FIG. 7 (equivalent to the C-C cross-section in FIG. 2),
patterns are formed such that, near the light-emitting portion,
the distance d1 in the depth direction between the cathode
layer 109 and the gate metal layer 104 and the distance d2 in
the plane are both equal to or greater than a prescribed dis-
tance.

Here the prescribed distance will change variously depend-
ing on the area of the gate metal layer and the dielectric
constants of intervening layers, and so cannot be specified
generally; however, it is preferable that patterning should be
at as great a distance as possible, within the range allowed by
the area of pixel regions and other.

Wiring to supply data signals, scan signals, and other elec-
trical signals must be laid out in consideration of operation
delays caused by stray capacitances. In this embodiment, the
data lines Idata and scan lines Vsel use the gate metal layer
104 which is at a greater distance from the cathode 109 which
is a common electrode, and at the intersections between data
lines Idata and scan lines Vsel, data lines Idata are formed in
the source metal layer 106, but the portions of data lines Idata
outside intersections and the scan lines Vsel are formed in the
gate metal layer 104.

When it is necessary to further reduce the stray capaci-
tances to which data lines Idata contribute, the entirety of the
data lines Idata may be formed in the conducting layer which
is at the greatest distance from the common electrode. To give
an explanation corresponding to this embodiment, at the
intersections between data lines Idata and scan lines Vsel,
scan lines Vsel are formed in the source metal layer 106, and
the entirety of data lines Idata as well as the portion of scan
lines Vsel outside intersections may be formed in the gate
metal layer 104.

In order to remove signals lines such as scan lines and data
lines farther from the common electrode and from pixel elec-
trodes, a conducting layer may be formed in the same layer as
the semiconductor layer 102; and, if a so-called bottom-gate
configuration for transistors is employed, then the conducting
layer may be provided below the semiconductor layer, and
this conducting layer can be used for wiring of signal lines.

Operation of Peripheral Circuits

Next, the operation of the peripheral circuit of an EL ele-
ment of this embodiment is explained. FIG. 5 shows a circuit
diagram for one pixel circuit constituting the pixel region 10.

1) The circuit of this embodiment has a circuit configura-
tion which operates through the supply of current data as data
signals. Pixel display begins with the selection of the write
control line Vsel as a data writing operation, putting the
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scribed time, and electric charge accumulates in the holding
capacitor C according to the data current Cdata.

3) As light emission action, the write control line Vsel is put
into the unselected state, the transistors T2 and T3 are turned
off, and after stopping supply of the data current Cdata, the
light emission control line Vgp is selected. As a result, the
transistor T4 is turned on, and a current corresponding to the
potential difference Vgs between the voltage stored in the
holding capacitor C and the power supply voltage Vdd is
supplied to the light-emitting portion OLED via the transis-
tors T1 and T4, so that light is emitted from the light-emitting
layer.

Improvement of Current Maintenance Performance in
Peripheral Circuits

Below, features of this embodiment in the peripheral cir-
cuitry are explained.

Inthe prior art, no consideration in particular has been paid
to active elements controlling the charging and discharging of
holding capacitances. In miniaturized FETs, when the gate
voltage is below the threshold, the drain current also depends
on the drain voltage. That is, the injection current in the
source-drain channel increases as an exponential function of
the gate voltage, and leakage currents occur. For example,
when a leakage current occurs in transistor T2 shown in FIG.
5, the cross-terminal voltage Vgs of the holding capacitor C
deviates from the value corresponding to the supplied data
signal, and the drain current of the transistor T1 which takes
this voltage as a control voltage for input to its gate fluctuates.
This fluctuation appears as a change in brightness in the
light-emitting portion OLED, so that light emission at a stable
brightness can no longer be guaranteed.

Hence in this embodiment, as shown in FIG. 1 and FIG. 5,
transistor T2 which is an active element directly connected to
the holding capacitor C is an active element with multiple
control terminals, that is, a multi-gate type transistor. Using
such a transistor, as indicated by the arrow in FIG. 5, is for
practical purposes equivalent to directly connecting a plural-
ity of transistors, and the leakage current is greatly sup-
pressed. A current corresponding to the supplied data signal is
reliably supplied to the light-emitting portion OLED.

As the transistor T2, instead of, or in addition to, a multi-
gate type structure, an LDD, GDD, or DDD structure can also
be employed. By employing such a structure, the leakage
current can be reduced, and adverse effects due to hot elec-
trons when a FET is miniaturized are suppressed, so that
element reliability is enhanced.

In this embodiment, in consideration of the polarity of
control signals, transistor T1 and transistor T2 have opposite
polarities, that is, transistor T1 is a p-type FET, and transistors
T2 to T4 are n-type FETs. However, whether to use a p-type
or an n-type [transistor] can be decided arbitrarily according
to the polarity and other details of signals which are to be
used, and no restrictions apply.

Moreover, the placement of elements is not limited to that
of FIG. 5. For example, the electrical potential relationships
of the holding capacitor, transistor T1, and light-emitting
portion OLED can be reversed. In this case, it is desirable that
the common electrode of the light-emitting portion be an
anode, and that the polarities of each of the transistors
(whether n-type or p-type) be reversed.

Reduction of Peripheral Circuit Space

As explained above, in order to increase the brightness or
aperture ratio in a display device, it is demanded that the
region occupied by peripheral circuitry be decreased as much
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to another active element by the same contact hole. Specifi-
cally, as shown in FIG. 2, transistors T2, T3, and T4 are
interconnected by the same contact hole h3. In this way, the
layout is optimized such that there are more numerous com-
mon connection points or contacts in a circuit, and by arrang-
ing elements such that portions which are common contact
points are connected by the same connection points, the num-
ber of contact holes can be reduced and the area occupied by
the peripheral circuitry is reduced due to these contact holes.

Embodiment 2

FIG. 8 shows a plane view explaining one pixel region and
the wiring pattern in the vicinity thereof for an EL. element of
embodiment 2 of this invention. FIG. 9 shows cross-sectional
views which explain the layer structure in cross-sections of
FIG. 8. FIG. 9A shows the layer structure in a cross-section
along the A-A plane, FIG. 9B is a cross-section along B-B,
and FIG. 9C is a cross-section along C-C. In these drawings,
similarly to embodiment 1, the patterns of the principal semi-
conductor layer 102, gate metal layer 104, source metal layer
106, and anode layer 110 are shown.

The configuration of the EL element in embodiment 2 is,
except for the existence of an affinity-controlling film 113
which forms a step shape, similar to the EL element of
embodiment 1. Hence components similar to those of
embodiment 1 are assigned the same symbols in the draw-
ings, and explanations are omitted.

Below, features of this embodiment are described.

Affinity-Controlling Layer

As shown in FIG. 9C, the light-emitting portion OLED in
embodiment 2 comprises an affinity-controlling layer 113,
between the second interlaminar insulating film 107 and the
bank layer 108. This affinity-controlling layer 113 need not be
formed over the entire pixel region, but when forming a
light-emitting portion OLED using a liquid material, should
preferably be provided at least near the boundaries of the
light-emitting portion. The affinity-controlling layer 113
must have an affinity for the liquid material used in forming
the light-emitting portion. In this embodiment, the bank layer
108 forms a wall near the boundary of the light-emitting
portion; a material is selected which exhibits no affinity for
the liquid material used when forming the light-emitting layer
110, and [the bank layer] is stacked on top of the affinity-
controlling layer 113. Consequently the affinity-controlling
layer 113 forms a step shape Step on the inside of the light-
emitting portion in the wall formed by the bank layer, as
shown in FIG. 8 and FIG. 9C.

The material of the affinity-controlling layer 113 is deter-
mined according to the kind of properties of the liquid mate-
rial which is used to fill the light-emitting region by the ink jet
method. For example, ifthe liquid material comprises a liquid
such as water which is highly polar, it is desirable that the
affinity-controlling layer have polar bases, at least in the
portion making contact with the liquid material or on the
surface. Conversely, if the liquid material comprises a non-
polar liquid, it is desirable that the affinity-controlling layer
have nonpolar bases, at least in the portion making contact
with the liquid material or on the surface. Also, the extent of
the affinity of the affinity-controlling layer is determined by
the surface tension of the liquid material which fills the light-
emitting region.

For example, even if a material which chemically has a
weak affinity for water is used as an affinity-controlling layer,
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and so the affinity-controlling layer will exhibit affinity for
the liquid. Hence the type of material to use in the affinity-
controlling layer is changed variously according to the liquid
material to be used.

It is preferable that the affinity-controlling layer 113 com-
prise an inorganic compound or organic compound which in
turn comprises one among Al, Ta or another metal, silicon
oxide, silicon nitride, amorphous silicon, polysilicon, poly-
imide, an organic compound with fluoride bonds, or a photo-
resist. If insulating properties are necessary, the affinity-con-
trolling layer comprises a nonmetallic compound. The
affinity of these materials is determined by differences in the
contact angle with respect to the liquid material. That is, the
degree of affinity or absence of affinity is determined in
relative and not absolute terms. The degree of affinity can also
be adjusted through surface treatment methods.

It is preferable that the bank layer 108 comprise a material
with weaker affinity than the affinity-controlling layer 113.
This is because, by making the affinity of the bank layer
weaker than that of the affinity-controlling layer, the absence
of affinity of the bank layer can repel the liquid material to
prevent flowing of the liquid material into neighboring pixel
regions and avoid short-circuits. Also, the absence of affinity
of the bank layer prevents liquid material from being drawn
excessively toward the bank layer side so that a concave-
shape film is formed.

Thus in this embodiment, an affinity-controlling layer with
an affinity for the liquid material is provided near the bound-
aries of the light-emitting portion, so that a light-emitting
layer of uniform film thickness can be formed.

In this way, according to this embodiment, an affinity-
controlling layer with affinity for the liquid material is pro-
vided near the boundaries of the light-emitting portion, so that
the uniformity of the thickness of the hole injection layer,
light-emitting layer, and other layers constituting the light-
emitting portion is improved.

In this embodiment, the affinity-controlling layer 113 is
formed in a step shape; but when the thickness of the layer
cross-section can be made sufficiently great, walls without a
step shape, that is, a single wall without a step with the bank
layer, may be formed.

Other advantageous results of embodiment 2 are similar to
those of embodiment 1, and an explanation is omitted.

Embodiment 3

FIG. 10 shows a plane view which explains one pixel
region and the peripheral wiring pattern for an EL element in
embodiment 3. FIG. 11 shows cross-sectional views explain-
ing the layer structure in cross-sections indicated in FIG. 10.
FIG. 11A and FIG. 11B show the layer structures in the
cross-sections along A-A and B-B respectively in FIG. 10. In
these drawings, similarly to embodiment 1, patterns in the
principal semiconductor layer 202, gate metal layer 204,
source metal layer 206, and anode layer 210 can be seen.

Inthe pattern shape ofthe EL element in embodiment 3, the
width of the pixel region 20 is smaller than the width of the
pixel region 10 in embodiment 1. However, the circuit con-
figuration is similar to that of embodiment 1 (see FIG. 5), and
the materials forming each layer are also similar to embodi-
ment 1, and so components which are the same as in embodi-
ment 1 are assigned the same symbols in the drawings, and
explanations are omitted. The glass substrate 100, underlayer
protection film 101, semiconductor layer 102, gate insulating
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layer 110, hole transport layer 111, and light-emitting layer
112 in embodiment 1 correspond, respectively, to the glass
substrate 200, underlayer protection film 201, semiconductor
layer 202, gate insulating film 203, gatc metal layer 204, first
interlaminar insulating film 205, source metal layer 206, sec-
ond interlaminar insulating film 207, bank layer 208, cathode
layer 209, anode layer 210, hole transport layer 211, and
light-emitting layer 212 in embodiment 3. Also, the transis-
tors T1 to T4 in embodiment 1 correspond respectively to the
transistors T11 to T14 in embodiment 3, and the contact holes
hl to h3 in embodiment 1 correspond respectively to the
contact holes h11 to h13 in embodiment 3.

Below, features of the wiring pattern in this embodiment
are explained.

Holding Capacitor Under the Power Supply Line

In embodiment 1, the holding capacitor C was positioned
between the power supply line Vdd and the data line Idata,
outside the light-emitting portion (in the upper portion of the
light-emitting portion in FIG. 2). However, when the area of
the pixel region is comparatively small as in this embodiment,
that is, when the pixel density is high, it is not possible to
secure sufficient element space for occupation by the holding
capacitor.

Hence in this embodiment, the holding capacitor C is
formed in the region in which at least one among a first metal
layer (for example, the source metal layer 206) or a second
layer forms a power supply wiring pattern. Specifically, as
shown in FIG. 10, the holding capacitor C is formed by
stacking a gate metal layer 204 in parallel below the power
supply line Vdd (source metal layer 206) positioned on the
side of the light-emitting portion OLED.

The holding capacitor C is formed by causing an overlap-
ping region to occur among the plurality of layers (for
example, the source metal layer 206, gate metal layer 204, and
semiconductor layer 202) relating to formation of the holding
capacitor C, similarly to the holding capacitor explained in
embodiment 1; near the overlapping region in which the
holding capacitor C is formed, the region occupied by the
layer positioned on the lower side among the plurality of
layers is formed to be larger than the region occupied by
layers positioned on the upper side. Specifically, as shown in
FIG. 11B, ifthe width of the source metal layer 206 is d11, the
width of the gate metal layer 204 is d12, and the width of the
semiconductor layer 202 is d13, then the relation
d13>d12>d11 obtains. The lower the layer, the larger the
pattern shape is made.

The extent to which the size is increased will depend on the
precision of the manufacturing processes and the pattern den-
sity. As one approach, patterns should be formed for each
layer such that, when forming layers positioned on the upper
side, even when the maximum possible shift in position
occurs, the region in the layer positioned on the upper side
will be contained within the region in the layer positioned on
the lower side. In this embodiment also, the differences d13-
d12 and d12-d11 are designed to be equal to or greater than
predicted position shifts in manufacturing processes.

Holding Capacitor Below the Bank Layer

It is preferable that the above-described holding capacitor
be formed below the bank layer 208, in order to isolate the
above-described neighboring light-emitting portion. That is,
because the bank layer is necessary for pixel separation, by
superposing the wiring region for the power supply line and
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Reduction of Peripheral Circuit Space

Similarly to embodiment 1, in embodiment 2 a wiring
pattern is fabricated such that at least one active element
among a plurality of transistors and other active elements is
connected to another active element by the same contacthole.
Specifically, as shown in FIG. 10, the transistors T12, T13 and
T14 are interconnected by the same contact hole h13. In this
way, by designing the circuit such that there are numerous
common contact points in the circuit, and arranging elements
such that portions which are common contact points are con-
nected by the same connection points, the number of contact
holes can be reduced, and the occupied area of the peripheral
circuit used for contact holes can be decreased.

Other features, such as for example the planar shape of the
light-emitting portion, separation from the electrodes of the
gate metal layer, peripheral circuit operation, and improve-
ment of the current maintenance performance of the periph-
eral circuit, are similar to those of embodiment 1, and an
explanation is omitted.

Embodiment 4

FIG. 12 shows a plane view which explains one pixel
region and the peripheral wiring pattern for an EL element in
embodiment 3 of this invention. FIG. 13 shows cross-sec-
tional views which explain the layer structure at cross-sec-
tions indicated in FIG. 12. FIG. 13A and FIG. 13B show the
layer structure at cross-sections A-A and B-B respectively in
FIG. 12. As in embodiment 3, in these drawings the patterns
of the principal semiconductor layer 202, gate metal layer
204, source metal layer 206, and anode layer 210 can be seen.

Except for the existence of an affinity-controlling film 213
forming a step shape, the configuration of the EL element of
embodiment 4 is the same as the EL element of embodiment
3. Hence the same symbols in drawings are assigned to com-
ponents which are the same as in embodiment 3, and an
explanation is omitted.

Features of this embodiment are explained below.

Affinity-Controlling Layer

As shown in FIG. 13B, the light-emitting portion OLED in
embodiment 4 comprises an affinity-controlling layer 213
between the second interlaminar insulating film 207 and the
bank layer 208. This affinity-controlling layer 213 need not be
formed over the entire pixel region, but must be provided, at
least, near the boundaries of the light-emitting portion. The
affinity-controlling layer 213 must have affinity with the liq-
uid material used in forming the light-emitting portion. In this
embodiment, the bank layer 208 forms walls near the bound-
aries of the light-emitting portion; a material which exhibits a
lack of affinity with the liquid material used when forming the
light-emitting layer 212 or hole injection layer 211 is
selected, and is stacked on top of the affinity-controlling layer
213. Consequently the affinity-controlling layer 213 forms a
step shape on the inside of the light-emitting portion with
respect to the wall formed by the bank layer, as shown in FIG.
12 and FIG. 13B.

The material of the affinity-controlling layer 113 is deter-
mined according to the properties of the liquid material with
which the light-emitting region is filled using the ink jet
method. For example, if the liquid material comprises a liquid
such as water which is highly polar, it is desirable that the
affinity-controlling layer have polar bases, at least in the
portion making contact with the liquid material or on the
surface. Conversely, if the liquid material comprises a non-
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the affinity of the affinity-controlling layer is determined by
the surface tension of the liquid material which fills the light-
emitting region.

For cxample, cven if a material which chemically has a
weak affinity for water is used as an affinity-controlling layer,
if the liquid material comprises large quantities of a solvent
with a surface tension lower than that of water, the surface
tension of the liquid material will be lower than that of water,
and so the affinity-controlling layer will exhibit affinity for
the liquid. Hence the type of material to use in the allinity-
controlling layer is changed variously according to the liquid
material to be used.

It is preferable that the affinity-controlling layer 213 com-
prise an inorganic compound or organic compound which in
turn comprises one among Al, Ta or another metal, silicon
oxide, silicon nitride, amorphous silicon, polysilicon, poly-
imide, an organic compound with fluoride bonds, or a photo-
resist. If insulating properties are necessary, the affinity-con-
trolling layer comprises a nonmetallic compound. The
affinity of these materials is determined by differences in the
contact angle with respect to the liquid material. That is, the
degree of affinity or absence of affinity is determined in
relative and not absolute terms. The degree of affinity can also
be adjusted through surface treatment methods.

It is preferable that the bank layer 108 comprise a material
with weaker affinity than the affinity-controlling layer 113.
This is because, by making the affinity of the bank layer
weaker than that of the affinity-controlling layer, the absence
of affinity of the bank layer can repel the liquid material to
prevent flowing of the liquid material into neighboring pixel
regions and avoid short-circuits. Also, the absence of affinity
of the bank layer prevents liquid material from being drawn
excessively toward the bank layer side so that a concave-
shape film is formed.

Thus in this embodiment, an affinity-controlling layer with
an affinity for the liquid material is provided near the bound-
aries of the light-emitting portion, so that the uniformity of
the thickness of the hole injection layer, light-emitting layer,
and other layers constituting the light-emitting portion can be
improved.

According to this embodiment, a bank layer forming a wall
near the boundaries of the light-emitting portion exhibits a
lack of affinity with the liquid material, so that short-circuits
with the neighboring pixel regions can be prevented.

In this embodiment, the affinity-controlling layer 213 is
formed in a step shape; but when the thickness of the layer
cross-section can be made sufficiently great, walls without a
step shape, that is, a single wall without a step with the bank
layer, may be formed.

Other advantageous results of embodiment 4 are similar to
those of embodiment 1, and an explanation is omitted.

Embodiment 5

This embodiment relates to a display panel which is an
electro-optical device having EL elements which are electro-
optical elements explained in the above embodiments, and
electronic device comprising such a display panel.

FIG. 14 shows a connection diagram for a display panel 1
of'this embodiment. As indicated in FIG. 1, in display panel 1,
pixel regions are arranged in the display region 11. As pixel
regions, the pixel regions 10 of embodiment 1 or embodiment
2, or the pixel regions 20 of embodiments 3 or 4 may be
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supply voltage are supplied to each pixel region from the
driver region 15, via data lines Idata and power supply lines
vdd.

The display panel 1 ofthis embodiment can be employed in
various electronic device. FIG. 15 shows examples of elec-
tronic device which can employ the display panel 1.

FIG. 15A is an example of application to a portable tele-
phone set; the portable telephone 30 comprises an antenna
portion 31, voice output portion 32, voice input portion 33,
operation portion 34, and a display panel 1 of this invention.
Thus a display panel of this invention can be utilized as the
display portion.

FIG. 15B is an example of application to a camcorder; the
camcorder 40 comprises an imaging portion 41, operation
portion 42, audio input portion 43, and a display panel 1 of
this invention. Thus a display panel of this invention can be
utilized as a viewfinder or display portion.

FIG. 15C is an example of application to a portable per-
sonal computer; the computer 50 comprises a camera portion
51, operation portion 52, and a display panel 1 of this inven-
tion. Thus a display panel of this invention can be utilized as
a display portion.

FIG. 15D is an example of application to a head-mounted
display; the head-mounted display 60 comprises a band 61,
optical system housing portion 62, and a display panel 1 of
this invention. Thus a display panel of this invention can be
utilized as an image display source.

FIG. 15E is an example of application to a rear projector;
the projector 70 comprises a housing 71, light source 72,
synthetic optical system 73, mirror 74, mirror 75, screen 76,
and a display panel 1 of this invention. Thus a display panel of
this invention can be utilized as an image display source.

FIG. 15F is an example of application to a front projector;
the projector 80 comprises a housing 82, optical system 81,
and a display panel 1 of this invention, and is capable of
displaying images on a screen 83. Thus a display panel of this
invention can be utilized as an image display source.

Electro-optical devices of this invention are not limited to
the above examples, but extend to all electronic device to
which active-matrix type display devices can be applied. For
example, in addition to the above, utilization in fax machines
with display functions, in the viewfinders of digital cameras,
in portable TV sets, in DSP devices, in PDAs, in electronic
organizers, in electro-optical bulletin boards, in displays for
advertising and announcements, and in other areas is pos-
sible.

FIG.1

13 CATHODE LEAD ELECTRODE

12 CATHODE

1 DISPLAY PANEL

10 PIXEL REGION

11 DISPLAY REGION

14 DRIVER REGION

15 DRIVER REGION

16 GLASS SUBSTRATE

FIG.2

SEMICONDUCTOR LAYER

GATE METAL LAYER

SOURCE METAL LAYER
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FIG. 8
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GATE METAL LAYER

SOURCE METAL LAYER

ANODE LAYER

FIG.12

SEMICONDUCTOR LAYER

GATE METAL LAYER

SOURCE METAL LAYER

ANODE LAYER

What is claimed is:

1. An electro-optical device comprising:

a data line;

a control line; and

a unit circuit arranged corresponding to an intersection of
the data line and the control line, the unit circuit includ-
ing:

a first transistor that includes a first semiconductor film;

an electro-optical element electrically connected to one
of a source or a drain of the first transistor;

a second transistor that includes a second semiconductor
film, the second transistor connected between the one
of the source or the drain and a gate of the first tran-
sistor;

aholding element that is connected to the gate of the first
transistor and holds a gate voltage of the first transis-
tor according to a data signal; and

a wiring connected between the second transistor and
the gate of the first transistor,

the first transistor supplying a current based on the gate
voltage to the electro-optical element,

the wiring being formed in a layer which is different from
a layer in which the first semiconductor film and the
second semiconductor film are formed,

the wiring having a portion formed in the layer different
from a gate layer in which the gate of the first transistor
is formed, the portion crossing the control line.

2. The electro-optical device according to claim 1, wherein

the first transistor has a conduction type different from a
conduction type the second transistor has.

26

3. An electric device comprising an electro-optical device

according to claim 2.

4. The electro-optical device according to claim 1, wherein

the control line supplics a control signal to a gate of the
5 second transistor.
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5. The electro-optical device according to claim 4,

wherein the unit circuit further includes a third transistor
coupled between the holding element and the data line,
and

wherein the second transistor and the third transistor are
controlled according to the control signal.

6. An electric device comprising an electro-optical device

according to claim 5.

7. An electric device comprising an electro-optical device

according to claim 4.

8. An electric device comprising an electro-optical device

according to claim 1.
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9. The electro-optical device according to claim 1, further

comprising a power line, the power line being formed in a

layer in which the data line and the wiring are formed.
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10. The electro-optical device according to claim 9,

wherein the first transistor has a first terminal, a sccond
terminal, and a channel region disposed between the first
terminal and the second terminal, the first terminal being
disposed between the power line and the second termi-
nal, and

the first transistor controlling an electrical connection
between the first terminal and the second terminal.

11. The electro-optical device according to claim 9,

wherein the first transistor has a first terminal, a second
terminal, and a channel region disposed between the first
terminal and the second terminal, the first terminal being
disposed between the power line and the second termi-
nal, and

the first transistor controlling an electrical connection
between the first terminal and the second terminal.
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