
US 2002O103878A1 

(19) United States 
(12) Patent Application Publication (10) Pub. No.: US 2002/0103878A1 

Moncibais (43) Pub. Date: Aug. 1, 2002 

(54) SYSTEM FOR AUTOMATED (57) ABSTRACT 
CONFIGURATION OF ACCESS TO THE 
INTERNET 

A System 100 for automated configuration of access to a 
(76) Inventor: Herbert Moncibais, Dallas, TX (US) wide area network (80) including an application server 

computer (112), a communications link (90) providing a 
Correspondence Address: Signaling pathway for application server computer (112) 
Arthur I. Navarro over a wide area network (80), and a control center (134) 
Navarro IP Law Group accessible by the wide area network (80). The control center 
Suite 655 (134) is adapted to automatically detect the presence of 
801 E. Campbell Rd. application server computer (112) on the wide area network 
Richardson, TX 75081 (US) (80). Control center (134) is also adapted to provide auto 

matic registration, configuration and protection of the appli 
(21) Appl. No.: 09/774,151 cation server computer (112) So that said one or more users 
(22) Filed: Jan. 30, 2001 are able to achieve access to and use of the wide area 

network (80). Application server computer (112) includes an 
Publication Classification interface to the wide area network (128), control software 

(130) for detecting the type of connection available, and a 
(51) Int. Cl." ......................... G06F 15/16; G06F 15/177 means for Storing user configuration and Security informa 
(52) U.S. Cl. ............................................ 709/217; 709/222 tion (132). 

1st, st serve 
corts 2. 

e 

  

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 1



Patent Application Publication Aug. 1, 2002 Sheet 1 of 12 US 2002/0103878A1 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 2



LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 3



Patent Application Publication Aug. 1, 2002 Sheet 3 of 12 US 2002/0103878A1 

FIG. 3 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 4



US 2002/0103878A1 Sheet 4 of 12 Patent Application Publication Aug. 1, 2002 

FIG. 5 

SERVICE 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 5



Patent Application Publication Aug. 1, 2002 Sheet 5 of 12 US 2002/0103878A1 

a & 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 6



Patent Application Publication Aug. 1, 2002 Sheet 6 of 12 US 2002/0103878A1 

As 2. 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 7



Patent Application Publication Aug. 1, 2002 Sheet 7 of 12 US 2002/0103878A1 

/ 57 
  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 8



Patent Application Publication Aug. 1, 2002 Sheet 8 of 12 US 2002/0103878A1 

4 Ap 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 9



US 2002/0103878A1 Aug. 1, 2002. Sheet 9 of 12 Patent Application Publication 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 10



US 2002/0103878A1 Aug. 1, 2002. Sheet 10 of 12 Patent Application Publication 

^s M 

Means for storing user configuration and security information 

Control Software Interface to WAN Communications Link 
Control Center 

  

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 11



US 2002/0103878A1 Aug. 1, 2002 Sheet 11 of 12 Patent Application Publication 

location 
signal 

Means for storing^vUser and Security 
''| | user configuration| \Information 

| | | and security |information 

Fax Capability Web Caching 

Means for communicating 
location to! 5 -{ 

Control Center WAN Sharing 

% 

Interface to WAN -\ºIP Log CommunicationsControl Center 
Link 

  

  

  

  

  

  

  

  

  

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 12



US 2002/0103878A1 Aug. 1, 2002 Sheet 12 of 12 Patent Application Publication 

  

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 13



US 2002/0103878 A1 

SYSTEM FOR AUTOMATED CONFIGURATION 
OF ACCESS TO THE INTERNET 

TECHNICAL FIELD 

0001. This invention relates in general to a system for 
Sharing wide area network access. More particularly, the 
invention relates to a computerized System for automated 
configuration of access to a wide area network, Such as the 
Internet, that enables user-friendly Setup and use of the 
network. 

BACKGROUND OF THE INVENTION 

0002 Without limiting the scope of the invention, its 
background is described in connection with the Internet. The 
Internet or World Wide Web (www) has become a widely 
used platform for Sharing information. In essence, the Inter 
net provides a wide area network that connects merchants, 
business people, consumerS and other users to each other 
and permits the interchange of information and the purchase 
of goods and Services from almost anywhere in the World. 
The communications equipment of the Internet uses a com 
mon Signaling protocol known as Transmission Control 
Protocol/Internet Protocol (TCP/IP) for transmitting and 
receiving information. The communications equipment Sup 
porting the protocol includes routers, Servers, gateways and 
other similar devices that together form the infrastructure of 
the Internet. 

0.003 Currently, there is high interest in a development of 
techniques for Sharing Internet acceSS. AS a result, Small 
business people are discovering and implementing methods 
of using the Internet among their own employees. Typically, 
the result has led to a company acquiring a large number of 
different types of computers and computer related hardware 
and accessories. These include Servers, firewalls, fax 
machines, e-mail Servers, Web Servers, and other types of 
hardware and Software to fulfill the needs of the Small 
busineSS market in network connectivity. 
0004 For example, currently, Small business owners pur 
chase a server, which can be a large complicated expensive 
computer, to act as a central point for their Internet Services. 
Next, they have to purchase a separate firewall to protect the 
Server from hostile invaders that are lurking outside on the 
Internet. Further, they have to purchase a virus protection 
program. Finally, they have to provide an information tech 
nology Specialist on their Staff to keep the Server, the 
firewall, Virus protection, and other parts functioning. In 
addition to the purchase of equipment and Software, it is also 
necessary to Subscribe to a provider Service which will 
provide the desired level of Internet connectivity. Alterna 
tively, the busineSS may commit only a fraction of its 
computers to the Internet and purchase appropriate Software 
for each computer accessible to the Internet. The Internet 
connectivity may include e-mail, web hosting, and other 
types of information Storage and delivery capabilities. 
0005 From the prospective of the small business owner, 
the use of Such equipment for Internet connectivity may be 
disfavored or unlikely for Several reasons. First, the pur 
chase of a Server may unduly Strain the financial resources 
of a Small company due to the large cost for an asset that will 
typically depreciate quickly over time. The Second disad 
Vantage is the requirement for a large number of different 
Servers and Software Solutions to work together. It is often 
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difficult for the small business owner to evaluate what they 
need, much less whether or not the products they have 
purchased are compatible and actually producing the desired 
results. Another disadvantage of the prior art is the require 
ment of a dedicated information technology Specialist to 
keep the equipment running. 

0006 Accordingly, a need exists for a way of sharing 
Internet access between all designated employees of a 
company without putting an undue burden on the financial 
resources of a company or requiring additional dedicated 
perSonnel to run the equipment. A System that provides 
automated configuration of access to the Internet and Sharing 
among users would provide numerous advantages over the 
prior art. 

SUMMARY OF THE INVENTION 

0007. The present invention provides a system for auto 
mated configuration of access to a wide area network, Such 
as the Internet. The System comprises an application Server 
computer, a communications link and a control center. The 
application Server computer has an interface to the Wide 
Area Network (WAN) and control software capable of 
detecting the type of connection available for use by the 
server and for configuring the server for use of the WAN by 
one or more users. Finally, the application Server computer 
has a means for Storing the user configuration and Security 
information required to describe user access for the WAN. 
The control center is a remote center accessible over the 
WAN by the application server computer and which is 
adapted to automatically detect the presence of the applica 
tion server computer on the WAN. The control center is also 
adapted to provide automatic registration, configuration and 
protection of the application Server computer So that one or 
more users are able to achieve Secure access to and use of the 
WAN. 

0008. The communications link may be a T-1 phone line, 
a Digital Subscriber Line (DSL), an Integrated Services 
Digital Network (ISDN), Ethernet, or other types of network 
communications mediums known to those skilled in the art. 

0009. In yet another embodiment of the invention, the 
control Software further includes a firewall, which is used to 
protect users from unauthorized acceSS and computer viruses 
that may try to reach into the user's computer from outside 
on the WAN. 

0010 Furthermore, the application server computer can 
include means for facsimile (fax) communications which 
allow electronic images to be transmitted from one location 
to another location. 

0011. According to another embodiment, disclosed is an 
application Server computer for providing automated acceSS 
to a WAN such as the Internet. The application server 
computer is capable of accessing a WAN by one or more 
users through a single interface to the WAN. The application 
Server computer has control Software which detects the type 
of connection available to the WAN and configures the 
application server computer for use on the WAN. The 
application Server computer also includes a means for Stor 
ing user configuration, and Security information which 
describes each user's level of acceSS and capabilities. The 
application Server computer is also capable of accessing a 
control center over the WAN So that the application server 
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computer may be registered, configured and protected from 
unauthorized use. In addition, the application Server com 
puter may be monitored and adapted for receiving Software 
updates from the control center via the WAN. 
0012. In another embodiment, the application server 
computer includes a firewall which can protect users from 
unauthorized third party access and a virus protection pro 
gram. The firewall further comprises a Network Address 
Translator (NAT) which allows end user computers to 
appear as one computer to other computers on the WAN. A 
means for utilizing one e-mail domain on the application 
Server computer to allow users to access e-mail acroSS the 
WAN is also provided. A spam blocking system is included 
in the e-mail capabilities. Spam is unsolicited e-mail Similar 
to junk mail in the postal mail System. The application Server 
computer also includes a means for Several end user com 
puters to be simultaneously connected to a WAN through a 
singe Internet Service Provider (ISP) account. 
0013 Disclosed in yet another embodiment is an appli 
cation server computer having a Virtual Private Network 
(VPN) which allows one or more computers to communicate 
via the WAN without utilizing public phone lines. The 
application Server computer further comprises a means for 
caching World Wide Web pages so that previously viewed 
pages may be called up by an end user in a much faster 
manner. The caching means will Store a determined quantity 
of cached data for a determined length of time, or a 
combination based on time and quantity. 
0.014 Further disclosed is a software implemented pro 
gram product for use on an application Server computer that 
facilitates the Sharing of an Internet connection amongst 
Several users. The program product is adapted to cause the 
application Server computer to achieve automated configu 
ration of access to a WAN by one or more users. The 
program product includes an interface to the WAN, control 
Software for detecting the type of connection available for 
use by the application Server computer and for configuring 
use of the WAN by one or more users. The program product 
also includes a means for Storing user configuration and 
Security information. The user configuration and Security 
information allows the application Server computer to know 
who should be able to access the application Server com 
puter, how they should be able to access the application 
Server computer and how much access they should have to 
the application Server computer. In another embodiment, the 
program product further includes a firewall and a virus 
protection program. The firewall and Virus protection pro 
gram are used to protect end users from outside hackers, 
unauthorized users and viruses. 

0.015. In another embodiment, the program product may 
include facsimile communications Software. The facsimile 
communications Software will allow the application Server 
computer to communicate with facsimile machines to trans 
mit and receive electronic imageS which can be transferred 
to paper. In another embodiment, the program product 
includes virtual private network Software which allows 
Several computers on different networks to communicate 
across the WAN without using public phone lines. In yet 
another embodiment, the program product includes a unique 
identification number which is used to provide an identity to 
the control center So the program product may not be 
illegally copied or used by improperly authorized individu 
als. 
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0016. In another embodiment, the program product 
includes a means for logging IP addresses of computers 
communicating with the program product over the WAN. 
This allows the program product to keep a record of every 
one it communicates with So if a problem is created, it is 
possible to track down the Source. The program product 
further includes a logic means for accepting a Global 
Positioning Satellite location signal (GPS) and logic means 
for communicating the GPS location signal to the control 
Center. 

0017. An advantage of the present invention is that it 
frees the Small busineSS Owner from having to invest large 
amounts of money into a complex Server to achieve access 
to a WAN Such as the Internet. 

0018. Another advantage of the present invention is that 
it frees the Small business owner from having to have a 
dedicated Staff member who understands information tech 
nology and knows how to configure access to and use of the 
Internet. 

0019. Still another advantage of the present invention is 
that it allows the Small business owner to pick and choose 
the exact combination of access tools that he needs to 
conduct his business. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0020 For a more complete understanding of the inven 
tion, including its advantages and Specific embodiments, 
reference is made to the following detailed description along 
with the appended drawings in which: 
0021 FIG. 1 is a pictorial representation of a computer 
System in which the control Software, Software-implemented 
program product and the application Server computer of the 
present invention may be implemented, according to one 
embodiment; 

0022 FIG. 2 is the representative hardware environment 
of the computer system of FIG. 1; 

0023 FIG. 3 is a block diagram of the client server 
architecture that can be employed in a Wide Area Network, 
Such as the Internet, in order to implement the System of the 
present invention, according to one embodiment; 
0024 FIG. 4 is a block diagram of the client server 
architecture that facilitates acceSS by a user to a web based 
application, according to the invention; 
0025 FIG. 5 is a block diagram of a computer network 
in which the present invention can be implemented, accord 
ing to one embodiment; 
0026 FIG. 6 depicts the system for automated configu 
ration of access to the Internet, according to one embodi 
ment of the invention; 

0027 FIG. 7 illustrates other aspects of the system of 
FIG. 6, according to one embodiment of the present inven 
tion; 

0028 FIG. 8 illustrates shared e-mail, according to one 
embodiment of the present invention; 
0029 FIG. 9 shows the use of a GPS location signal in 
connection with an application Server computer, according 
to one embodiment of the present invention; 
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0030 FIG. 10 depicts the application server computer, 
according to one embodiment of the present invention; 
0.031 FIG. 11 illustrates a program product, according to 
one embodiment of the present invention; 
0.032 FIG. 12 depicts a loaded program product, accord 
ing to one embodiment of the present invention; and 
0033 FIG. 13 illustrates the functional details and con 
tents of an application computer Server, according to one 
embodiment of the invention, Suitable for achieving auto 
mated configuration of access to the Internet. 
0034) References in the detailed description correspond 
to like references in the figures, unless otherwise indicated. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

0.035 While the making and using of various embodi 
ments of the present invention are discussed in detail below, 
it should be appreciated that the present invention provides 
many applicable inventive concepts which can be embodied 
in a wide variety of Specific contexts. These specific embodi 
ments discussed herein are merely illustrative of Specific 
ways to make and use the invention, and do not delimit the 
Scope of the invention. 
0.036 With reference now to the figures, and in particular 
to FIG. 1, therein is shown a computer system 20 in which 
the application Server computer of the present invention can 
be developed, configured, and utilized, according to one 
embodiment. Specifically, it is assumed that one skilled in 
the art, upon reference to this disclosure, would be able to 
adapt a computer System, Such as a computer System 20, to 
perform the functions of an application Server computer, as 
herein described. The computer system 20 is shown to 
include a System unit 22, a Video terminal 24, a keyboard 26 
and a mouse 28. Typically, the System 22 unit houses all of 
the various functional and operation components, accesso 
ries, and devices including Stored programs or Software 
which allow the computer system 20 to function. Those 
skilled in the art will appreciate that the method and System 
of the present invention apply equally to other computer 
Systems, regardless of whether the computer System is a 
complicated multiuser platform or a Single user WorkStation. 
In FIGS. 1 and 2, like parts are identified by like numbers. 
0037 FIG. 2 illustrates the representative hardware 
which a computer System 20 may utilize, according to the 
invention. The computer system 20 includes a Central 
Processing Unit (“CPU”) 31, such as a conventional micro 
processor, and a number of other units interconnected via a 
System buS 32. Such components and units of a computer 
system 20 can be implemented in a box or other platform 
such as a system unit 22 of FIG. 1. The computer system 20 
further includes Random Access Memory (“RAM”) 34, 
Read Only Memory (“ROM") 36, display adaptor 37 for 
connecting System bus 32 to Video display terminal 24, and 
I/O adapter 39 for connecting peripheral devices (e.g., disc 
and tape drives 33) to system bus 32. 
0.038 A video display terminal 24 is the visual output of 
the computer System 20 and can be used, for example, to 
allow a user of the computer system 20 to view the contents 
of a web site over the Internet. The arrangement of the 
Internet and other Similar wide area network topologies will 
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be discussed below. A video display terminal 24 can be a 
CRT-based video display, well known in the art of computer 
hardware. However, with a portable or notebook-based 
computer, Video display terminal 24 can be replaced with an 
LCD-based or a gas plasma-based panel display as well as 
other Similar display configurations that are available in the 
industry. The computer system 20 further includes a user 
interface adaptor 40 for connecting the keyboard 26, mouse 
28, speaker 46, microphone 48, and/or other customer 
related interface devices, Such as a test Screen device (not 
shown) to the system bus 32. Communications adaptor 49 
connects computer System to a computer network Such as, 
for example, the Internet. Although the computer System 20 
is shown to contain only a single CPU and a single System 
bus, it should be understood that the present invention 
applies equally to computer Systems that have multiple 
CPU's and to computer systems that have multiple busses 
wherein each perform different functions in different ways. 
0039 Computer system 20 also includes a logic that 
resides within machine readable media to direct the opera 
tion of computer System 20. Any Suitable machine readable 
medium may retain the logic, such as RAM 34, ROM 36, a 
magnetic diskette, magnetic tape, or optical disk (the last 
three being located in disc and tape drives 33). Any Suitable 
operating System and asSociated interface, Such as, for 
example, Microsoft Windows, may direct and cause the 
operation of CPU 31. Other technologies can also be utilized 
in conjunction with the CPU 31, such as a touch screen 
technology or human Voice control. In addition, those skilled 
in the art will appreciate that the hardware detected in FIG. 
2 may vary for Specific applications. For example, other 
peripheral devices, Such as an optical disc media, audio 
adaptors, or chip programming devices Such as PAL or 
EPROM programming devices well known in the art of 
computer hardware and the like may be utilized in addition 
to or in place of the hardware already depicted. 

0040 Main memory 50 is connected to system bus 32 
and includes a control program 51. Control program 51 
resides within the main memory 50, and contains instruc 
tions that when executing on CPU 31, carries out the 
operations of the computer System 20. In this regard, a 
computer program or Software-implemented program prod 
uct can be created to incorporate the required logic, Software 
instructions and program Sequences necessary, in conjunc 
tion with CPU 31, to carry out the operations and function 
of the processes described in FIGS. 11 and 12. 
0041. It is important to note that, while the present 
invention has been (and will continue to be) described in the 
context of a fully functional computer System, those skilled 
in the art will appreciate that the present invention is capable 
of being distributed as a program product or Software 
application in a variety of forms, and that the present 
invention applies equally, regardless of a particular type of 
Signal bearing medium utilized to carry out the System and 
program product of the present invention. Examples of Such 
Signal bearing medium include: recordable type media, Such 
as floppy discs, hard drives and CD ROMS, and tradition 
type media, Such as digital and analog communication links, 
fiber optic wiring, and communications components utilized 
in wide area network Such as the Internet. 

0042. In FIGS. 3, 4 and 5, like parts are indicated by like 
numbers. Specifically, FIG. 3 illustrates a block diagram of 
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a client Server architecture that can be used by a client or 
user (even those not even utilizing a computer processing 
platform, Such as computer System 20), to access a server 88 
which would host an application of one or more Services on 
the Internet. It should be understood that the word “Inter 
net', as used herein, includes many types of wide area 
network configurations which can be utilized to provide 
access by numerous users to the Services of numerous other 
USCS. 

0043. In FIG.3, a client selection 91 is transmitted by the 
client application program 92 to a server 88 hosting the 
application. Server 88 can be a remote computer System 
accessible over the Internet or other Similar wide area 
network. The client application program 92 may be utilized 
in association with a computer, Such as computer System 20 
of FIG. 1, and the implementation of computer system 20, 
as illustrated in FIG. 2. Server 88 sends a response 93 to 
answer the selection 91 from the client. 

0044 FIG. 4 illustrates the client server architecture in a 
WAN in more detail, in accordance with one embodiment 
Suitable for implementing the invention. Although the client 
and Server are processes that are operative within two 
computer Systems, these processes can be implemented 
using a programing language to create a Set of instructions 
and Software related algorithms which are interpreted and 
executed in a computer System, Such as computer System 20, 
as is appreciated by those of ordinary skill in the art. AS 
shown, the client 92 and server 88 communicate over a 
communications link 90, in this case, by utilizing the func 
tionality provided by the Transmission Control Protocol/ 
Internet Protocol (“TCP/IP”), which is a communications 
protocol well known to those of ordinary skill in the art. A 
browser 72 is an application active within the client 92 
which establishes connections with the server 88. Informa 
tion can be presented to the user at the client 92 via the 
browser 72. Any number of commercially or publicly avail 
able browsers can be utilized in various implementations in 
accordance with the invention. For example, the mosaic 
browser available by the National Center for Supercomput 
ing Applications (NCSA) in Urban-Champagne, Ill., can be 
utilized in accordance with a preferred embodiment of the 
present invention. Other browsers, such as Netscape TM and 
Microsoft ExplorerTM also provide the ability to communi 
cate with the server 88 using TCP/IP. “Netscape” is a 
trademark of Netscape, Incorporated while Microsoft 
Explorer is a trademark of MicroSoft, Incorporated. 
0.045 Server 88 executes corresponding server software 
and related instructions to present information to the client 
92 over the WAN using TCP/IP. Responses from the server 
88 can correspond to web pages represented and arranged 
using HyperText Markup Language (HTML) 94 or other 
data generated by the server 88. The server 88 provides the 
HTML 94 application and with certain browsers, such as the 
Mosaic brand browser described above, a Common Gate 
way Interface (CGI) 96 is also provided, which allows the 
client application program 92 to direct server 88 to com 
mence execution of a specified Software program product 
contained within the server 88. This may include the opera 
tion of a Search engine that Scans information Stored in the 
server 88 for presentation to a user controlling the client 
application 92 via his or her computer system 20. A specific 
example would involve a merchant placing his goods and 
Services on a Server 88 which are arranged in one or more 
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web pages (collectively the merchant web site) using an 
HTML 94 application so that a customer utilizing the client 
application program 92 can view, price and place orders for 
Such goods and Services. 

0046 By utilizing the client server architecture illustrated 
in FIGS. 3 and 4, and the TCP/IP, the server 88 may notify 
a user of the results of execution upon completion. CPI 99 
is one form of a gateway, which provides a mechanism to 
connect dissimilar networks (i.e., networks utilizing differ 
ent communications protocol) So that electronic information 
can be passed from one network to another. This facilitates 
acceSS by numerous client topologies to information Stored 
on numerous and different computing platforms as is well 
known to those of ordinary skill in the art. 

0047. In order to facilitate the process of viewing the 
information on the Server 88 and providing data and entering 
information, the client application 92 may direct the browser 
72 to use a Secure link and/or Software encryption and/or 
other forms of Security in order to keep the users informa 
tion confidential. This functionality allows users to access 
the server 88 and any web pages or other information 
contained therein with confidence and knowledge that their 
confidential information will be kept confidential. 

0048 Having described the general architecture of a wide 
area network (WAN), such as the Internet, which can be 
accessed by numerous individuals to share information and 
communicate with each other, reference is made to FIG. 5 
which illustrates a WAN 80 providing access to a plurality 
of clients 92 and a plurality of applications contained in 
multiple server platforms 88. Specifically, WAN 80 is rep 
resentative of a network topology, Such as the Internet. The 
Internet includes a large network of servers 88 that are 
accessible by clients 92, typically customers utilizing com 
puter Systems. Such as the computer System 20, to gain acceSS 
to the Internet, typically through an Internet Service provider 
84 or an online service provider 86. Each of the clients 92 
may run a browser 72 to access servers 88 via the service 
providers 84 and 86. Each service provider 88 operates a 
so-called “web site' that supports files in the form of 
documents and pages and, as Such, is referred to as hosting 
the web site. In addition, multiple web sites can also be 
executed from one server. A network path to service 88 is 
identified by a Universal Resource Locator (URL) having a 
known Syntax for defining a network collection. Computer 
network 82 must be considered a web-based computer 
network. 

0049. As described above, a particular problem faced by 
users of a WAN 80, especially small businesses with mul 
tiple users desiring access to the Internet, is providing and 
configuring access to the network. This is especially difficult 
in the Small business environment wherein multiple users 
need access but the costs associated with providing access, 
configuring users and updating changes and modifications to 
the System by a dedicated network Support Specialist would 
be prohibitive. Accordingly, the present invention provides 
an automated way of configuring access to the Internet or 
other similar WAN. 

0050 Having described the hardware, software and net 
working environment in which the present invention can be 
implemented and to the extent that Such descriptions enable 
one of ordinary skill in the art, a discussion of the System of 
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of the present invention providing automated configuration 
of access to the Internet is shown and denoted generally as 
100 in FIG. 6. 

0051) System 100 includes a WAN 80 and an internal 
network 114. End user computers 116 are located within 
internal network 114 and cannot be directly accessed by 
computers on the WAN 80. Application server computer 112 
is located in the union between internal network 114 and 
WAN 80. Essentially, the application server computer 112 
provides the functions of a “web' server, as is known in the 
art, plus other functions that permit automated configuration 
of access to WAN 80. Specific details of an application 
server computer 112 Suitable for this purpose will be dis 
cussed below in reference to FIG. 13. That is, application 
server computer 112 is accessible to both the WAN 80 and 
the internal network 114 So that users of the internal network 
114 have access to WAN 80. Application server computer 
112 is the only part of internal network 114 that is directly 
accessible to the WAN 80. WAN 80 is made up of Internet 
end users 117 and servers 88. All of these computers are 
connected by communication links 90. 
0.052 On the WAN 80, the computers can talk to each 
other through various routes established by communication 
links 90. However, for any of the computers on the WAN 80 
to talk to any of the computers on the internal network 114, 
all communications must go through the application Server 
computer 112. Thus, application Server computer 112 is a 
focal point for which all communications between WAN 80 
and internal network 114 must pass through. An impossible 
communication link 95 is illustrated between server 88 on 
the WAN 80 and end user computer 116 on the internal 
network 114. For example, Since all communications 
between WAN 80 and internal network 114 must pass 
through application Server computer 112, it would not be 
possible for any of the end user 116 to talk directly with any 
other computer, such as server 88. 
0053) The fact that all communication between WAN 80 
and internal network 114 must go through the application 
Server computer 112 allows application Server computer 112 
to Serve as a firewall. As a firewall, application Server 
computer 112 limits what computers and what types of 
communication may pass between WAN 80 and internal 
network 114. Application Server computer 112 thus protects 
end user computers 116 on internal network 114 from 
hackers and unauthorized access Since it is the focal point for 
which all entry into the internal network 114 from WAN 80 
must be made. Application Server computer 112 can include 
a virus protection program to protect computerS 116 on 
internal network 114 from computer viruses. 
0054 FIG. 7 illustrates a preferred implementation of the 
system 100 of the invention. System 100 includes a WAN 80 
and an internal network 114. The internal network 114 is 
comprised of one or more internal users represented by end 
user computers 116. End user computerS 116 are connected 
through communication link 90 to a router 120. The router 
120 is then connected to application server computer 112 by 
communication link 90. Within internal network 114, com 
munication link 90 will typically be Ethernet connections, 
although other networking Standards and protocols may be 
employed. 

0055 WAN 80 is a wide area network such as the 
Internet, which is comprised of a plurality of computerS Such 
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as servers 88. Servers 88 are connected through communi 
cation links 90 so that each computer can talk to each other 
through a multitude of different routes. Application Server 
computer 112 is also connected to the WAN 80 through a 
communication link 90. For high Speed access, the commu 
nication link may be a T-1 line 122, which provides high 
capacity, fast communications capable of Supporting the 
bandwidth requirements of a Small business owner. Alter 
natively, the T-1 line 122 may be replaced with an analog 
telephone line, a Digital Subscriber Line (D.L.), an Inte 
grated Digital Services Network (ISDN) line, Cable wide 
area network connection (cable modem), wireless wide area 
network connection or other methods known to those skilled 
in the art. 

0056. When an end user computer 116 requires informa 
tion from server 88 on WAN 80, a communication is sent 
from the end user computer 116 through router 120 to 
application server computer 112 and to server 88. All of 
these communications between these various machines 
travel over communication links 90. The communication 
links 90 may be any of several different types, such as 
Ethernet, telephone line, ISDN, T1, D.L. or other methods 
known to those skilled in the art. In fact, a typical installation 
will have numerous different types of communication linkS 
90 between each different computer in the network. Appli 
cation Server computer 112 acts as a watchdog and is 
configured to only allow certain types of communication in 
and certain types of communication out. In another embodi 
ment, it includes the ability to log all IP addresses commu 
nicating with it; that is, it makes a notation of each computer 
it talks to So that if a problem develops, it can be traced back 
to the offending computer. For example a problem could be 
unauthorized access, a computer virus, or other fault pro 
ducing conditions. 
0057 FIG. 8 shows the application server computer 112 
of the invention which includes a means for utilizing one 
e-mail domain 137. As illustrated, internal network 114 
contains end user computerS 116 and application Server 
computer 112. Application Server computer 112 contains 
means for utilizing one e-mail domain 137 which allows it 
to correctly route incoming and outgoing e-mail. Internal 
e-mail is routed without ever crossing outside of internal 
network 114. WAN 80 has an e-mail user 138 which sends 
e-mail to e-mail server 136. As e-mail is routed through the 
System, it crosses another e-mail Server 136, then reaches 
application Server computer 112. Application Server com 
puter 112 uses means for utilizing one e-mail domain 137 to 
correctly route the e-mail to the desired end user computer 
116. Thus, application server computer 112 allows for e-mail 
to be correctly routed between different end user computers 
116 on internal network 114. 

0058 For example, means for utilizing one e-mail 
domain 137 may include e-mail filtering software, e-mail 
Serving Software, or other similar techniques. E-mail filter 
ing Software routes e-mail based on a set of user defined 
rules or filters. An e-mail Server is a Software program that 
receives e-mail from e-mail clients and Servers. A typical 
e-mail Server consists of a storage area, a set of user 
definable rules and a Series of communication modules. An 
alternative embodiment of application Server computer 112 
has a means for retrieving e-mail for users from a WAN 80. 
A typical means for retrieving e-mail is a e-mail client 
program. 
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0059 A feature of the system of the present invention is 
shown in FIG. 9 which illustrates the application server 
computer 112 includes a location capability in the form of a 
GPS location capability. Specifically, application Server 
computer 112 is capable of receiving a GPS location Signal 
148 from a GPS satellite 140. Application server computer 
112 can then communicate its location over communication 
link 90 to control center 134. Thus, if the location of 
application Server computer 112 does not match the location 
that the control center 134 has in its record, the control 
center 134 can contact the owner to determine if the appli 
cation Server computer 112 has been Stolen or moved. 
Application Server computer 112 continues to function on 
internal network 114 as the focal point for end users to 
connect to WAN 80 over communication links 90. The GPS 
location function of application Server computer 112 is a 
useful tool for allowing Small business owners to Sleep 
better at night knowing that their investment is traceable, if 
Stolen. 

0060 Control center 134 also has a means to update 
application Server computer 112 and a means to troubleShoot 
application Server computer 112. Application Server com 
puter includes means for receiving updates from the control 
center 134 and a means for receiving troubleshooting from 
the control center 134. These functions together to allow the 
control center 134 to remotely install new or updated 
Software and fix or reconfigure existing programs. This 
Saves time and money Since a technician does not have to 
make an on-site visit to application Server computer 112. 

0061 FIG. 10 illustrates the application server computer 
112, according to one embodiment of the invention. Appli 
cation Server computer 112 is a computer including control 
Software 130, which is designed to control the functions of 
application Server computer 112. Further, control Software 
130 maintains a log of IP addresses 144 so that each 
computer that communicates with application Server com 
puter 112 is logged by address. IP addresses are a naming 
convention used by computers on a WAN, such as the 
Internet. The typical naming convention is four Sets of 
numbers. Each of the numbers is between 0 and 255. Thus, 
a typical address might be 63.71.228.67. Those skilled in the 
art will recognize that this numeric IP address may be 
aliased to another address through a Domain Name Server 
(DNS). For example, this IP address, 63.71.228.67, is analo 
gous to www.uspto.gov. Thus, it would be possible, through 
the log of IP addresses 144, to locate and confirm what 
computers have been accessing computers on the internal 
network 114. 

0.062 IP logging is useful if a problem develops, such as 
end user computerS 116 contacting undesirable web sites or 
if external users on the WAN 80 are trying to hack in and 
gain unauthorized access to end user computer 116 on the 
internal network 114. The control Software 130 also interacts 
with registration information 142. Registration information 
142 is communicated over WAN 80 to control center 134 So 
that the identity of application Server computer 112 can be 
Verified and allow maintenance or diagnostic checks to be 
conducted. 

0063. Further, control software 130 interacts with a 
means for Storing the user Security information 132 which 
provides control information so that control software 130 
will know what types of access to allow each end user 
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computer 116 and what types of access to allow external 
Internet end users 117 coming in from the WAN 80. Thus, 
it is possible to set up different levels of access for different 
individuals within the company. Control software 130 also 
interacts with a list of IP addresses 146 which establishes 
valid IP addresses for using the system. Additionally, control 
Software 130 also interacts with the WAN interface 128 
which allows the application server computer 112 to be 
connected to WAN 80. 

0064. It has proven convenient at times to refer to the 
logic contained in Software, Such as control Software 130, to 
bits, values, elements, Symbols, characters, terms, numbers, 
or the like. It should be borne in mind, however, that all of 
these and Similar terms are to be associated with the appro 
priate physical quantities and are merely convenient labels 
applied to these quantities. Further, the manipulations per 
formed by other software, such as control software 130, are 
often referred to in terms, Such as “designating”, “deliver 
ing', or “conveying, which are commonly associated with 
mental operations performed by a human operator. No Such 
capability of a human operator is necessary or desirable in 
most cases of the operations described herein, which form 
part of the present invention. AS indicated herein, these 
operations are primarily machine operations. Useful 
machines for performing operations of a preferred embodi 
ment of the present invention include data-processing Sys 
tems, such as a general-purpose digital computer (computer 
System 20) or other similar devices. In all cases, the dis 
tinction between the method of operations in operating a 
computer and the method of computation itself should be 
borne in mind. 

0065. The present invention includes logic in the form of 
Software or a program product for processing electrical or 
other (e.g. mechanical, chemical) physical signals to gener 
ate other desired physical Signals, and can be implemented 
via a computer or microcomputer. However, it is not nec 
essary to maintain Such a program product within a com 
puter memory or instructions implementing the program 
product. Such instructions can be maintained within a com 
puter memory location of a computer or dedicated WorkSta 
tion or may be distributed over a network of processing 
Systems. Implementation of the program product described 
herein is left to the discretion of a particular designer, 
computer programmer, Systems analyst or others similar 
skilled in the art. 

0066. It can be appreciated by those skilled in the art that 
the program product described herein can be implemented as 
a Software implemented program product (e.g., control Soft 
ware 130 residing in computer memory). The software 
implemented program product contains logic or logic means 
in the forms of instructions that when executed on a CPU, 
carry out the operations depicted in the logic flow diagrams 
of FIGS. 11 and 12. While the present invention is 
described in the context of a fully functional on-line System 
that can be used by a small business to share WAN connec 
tivity, those skilled in the art will further appreciate that the 
present invention is capable of being distributed as a Soft 
ware-implemented program product in a variety of forms. 
The present invention applies equally, regardless of the 
particular type of Signal-bearing media utilized to actually 
carry out the distribution. Examples of Signal-bearing media 
include recordable-type media, Such as floppy disks, hard 
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disk drives and CD ROM's, and transmission-type media, 
Such as digital and analog communication linkS. 
0067 Preferred implementations of the invention can 
include implementations to execute the program product 
described herein as a Software-implemented program prod 
uct (or program product) residing in a memory of micro 
computer. Until required by a microcomputer, the Set of 
instructions may be Stored as a program product in computer 
memory. For example, the Set of instructions may be Stored 
as a program product in a disk drive attached to a micro 
computer (which may include a removable memory Such as 
an optical disk or floppy disk for eventual use in the disk 
drive). 
0068 The program product can also be stored at another 
computer and transmitted, when desired, to a user's work 
Station by an internal or external network. Those skilled in 
the art will appreciate that the physical Storage of the Sets of 
instructions physically changes the medium upon which it is 
Stored So that the medium carries computer-readable infor 
mation. The change may be electrical, magnetic, chemical, 
or Some other physical change. While it is convenient to 
describe the invention in terms of instructions, Symbols, 
characters, or the like, the reader should remember that all 
of these and similar terms should be associated with the 
appropriate physical elements. 
0069 FIG. 11 is a block diagram illustrating the program 
product 149, which is at the heart of application server 
computer 112. Program product 149 contains control soft 
ware 130 which interacts with a means for storing user 
configuration and Security information 132 and an interface 
to a WAN 128. Program product 149 allows application 
Server computer 112 to control which end users computers 
116 can access a WAN 80 and how they will access WAN 
80. Program product 149 is connected from its interface to 
the WAN 128 by communications link 90 to control center 
134. In this way, the application server computer 112 is able 
to access the control center 134 and provide automated 
configuration of access to WAN 128. 
0070 Control center 134 can interact with program prod 
uct 149 to determine if program product 149 is an authorized 
version, requires any maintenance updates, or if it is oper 
ating within its license agreement. If control center 134 
determines that program product 149 requires any type of 
maintenance, control center 134 is capable of performing the 
maintenance remotely through communications link 90, 
thus, the control center 134 may keep program product 149 
properly functioning. Additionally, if control center 134 
determines that program product 149 is unauthorized or 
operating outside of a license agreement, control center 134 
will disable program product 149. 
0071 FIG. 12 is a block diagram illustrating the various 
components of the control software 130 that control the 
functionality of the application Server computer 112 to 
enable it to achieve automated acceSS configuration for 
users. Control software 130 is adapted to communicate its 
location to control center 134. This provides program prod 
uct 149 a method of sharing its location with control center 
134 in order to provide control center 134 with the ability of 
Verifying that the program product 149 is operating in an 
authorized location. Control Software 130 also interacts with 
a logic means for Storing user configuration and Security 
information 132 so that it controls who has access and how 
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much access via the user and security information 133. The 
user and Security information 133 may give one person the 
ability to access many Sites while the next person may only 
be able to access a few specific Sites required for their job. 
Thus, it is possible to tailor the amount of access a perSon 
is given to meet the needs of their job. 

0072 The control software 130 is further adapted to 
interact with a fax capability 152. This fax capability 152 
allows the program product 149 to replace a fax machine and 
interact with other fax machines So that paper documents, 
which are typically transmitted by fax machines, may be 
transmitted from and received into, the application Server 
computer 112. 

0073 Program product 149 also includes logic means for 
web caching 154. Web caching is a technique, known to 
those skilled in the art, which allows for previously viewed 
World Wide Web pages to be stored in memory for faster 
recall on Subsequent viewings. The program product 149 
also includes logic means for WAN sharing 156, which 
allows for multiple end user computerS 116 to share a single 
connection to a WAN 80 Such as the Internet. This is useful 
for helping to control costs and to control access. By only 
having one entry point, it is possible to protect the end user 
computers 116 on internal network 114. 
0074 The single point of entry is guarded by a logic 
means for a firewall 158. In one embodiment, the firewall 
158 includes a Network Address Translation (NAT) protocol 
which allows for various types of communications to be 
allowed to pass at set ports. Typically, World Wide Web 
addresses will have one Set of values or ports while e-mail 
will use another port and other methods of information 
sharing on the WAN 80 will use other ports. These ports are 
familiar to those skilled in the art. Program product 149 
includes a logic means for logging IP addresses 144 which 
maintains a list of all the computers that have communicated 
with program product 149. Thus, if a problem develops, it is 
possible to go through the IP log 144 and try to determine 
the offending computer from the list of computers. Program 
product 149 also includes logic means for implementing a 
Virtual Private Network (VPN) 162. A VPN 162 allows for 
end user computerS 116 to communicate Securely with 
computers on a WAN 80. This is useful so that a possible 
hacker or other person with harmful intent cannot intercept 
communications over WAN 80. Control Software 130 also 
contains a means of interfacing to the WAN 128 so that it 
may use a communications link 90 to contact control center 
134 or other computers upon WAN 80. 

0075) Further, control software 130 interacts with an ID 
number 160, which is the unique value for each copy of the 
program product 149. Thus, program product 149 has its 
own identity or serial number. ID number 160 allows for the 
control center 134 to verify that program product 149 is a 
legitimate and valid copy of the program product. Another 
feature of program product 149 is logic means for utilizing 
one e-mail domain 137. This allows program product 149 to 
share e-mail addresses among multiple end user computers 
116. It is further obvious to those skilled in the art that 
program product 149 could include other functions Such as 
Web Serving, also known as web hosting, So that it can Serve 
web pages, if desired, to other end user computerS 116 on the 
internal network 114, or to external Internet end users 117 
across WAN 80. Those skilled in the art will recognize that 
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other embodiments of the invention using any Subset of the 
disclosed features would be possible, depending on the 
needs of the Small business owner and her network. 

0.076 The first step in acquiring and using an application 
Server computer 112 is to determine the number of users. 
The number of users determines the number of users 
accounts to be created. Next, email capabilities are deter 
mined by the needs of the small business owner and what 
domain name will be used. The domain is registered and the 
locations for email and Web Services are determined. Once 
the Setup information is determined, it is loaded into the 
control center 134. When the application server computer 
112 is booted for the first time it seeks out a connection to 
WAN 80. Once application server computer 112 is con 
nected to WAN 80 via communications link 90, the control 
center 134 recognizes the application Server computer 112 
and automatically sends the appropriate Setup instructions to 
configure the control software 130. Application server com 
puter 112 is now ready to perform the tasks according to the 
needs of the Small business. The functions the application 
server computer 112 may be set to perform include: VPN 
162, faxing 152, logging IP addresses 144, maintaining user 
and security information 133, Email sharing 137, maintain 
ing a list of valid IP addresses 146, firewall 158 including 
NAT 159 capabilities, providing a location signal 148 to the 
control center 134, and confirming an ID number 160 with 
the control center 134. In FIG. 13, the functions and content 
of an application Server computer 112 Suitable for use with 
a System for automated configuration of access to the 
Internet is depicted. Application server computer 112 is 
connected to a WAN 80 for access to the Internet and is 
connected to internal network 114 So that end user comput 
ers 116 may access information on WAN 80. Firewall 158 
controls data packages flowing through application Server 
computer 112 and may limit what type of traffic can get into 
internal network 114 or Outside to WAN 80. The web 
browser proxy 200 operates on port 8080 to monitor what 
web sites are being accessed through end user computers 
116 and also to cache the web pages 154 so that previously 
Viewed web pages may be accessed without having to go out 
onto WAN 80. 

0077. The Socks proxy 202 is compliant with the Socks 
4/5 protocols and operates on port 1080. Socks is a network 
proxy protocol that enables hosts on one side of a Socks 
Server to gain full access to hosts on the other Side of the 
Socks server without requiring direct IP reachability. Socks 
redirects connection requests from hosts on opposite Sides of 
the Socks server. The Socks server authenticates and autho 
rizes the request, establishes a proxy connection, and relayS 
data. SockS is commonly used as a network firewall that 
enables hosts behind the SockS Server to gain full access to 
the Internet, while preventing unauthorized access from the 
Internet to the internal host. 

0078. Another proxy is Real Player proxy 204, operating 
on port 1090. The Real Player proxy allows real time audio 
and Video to be accessed through a Real Player compatible 
program by end user computer 116. The file transfer protocol 
proxy 206 (FTP) operates on port 2021. FTP is used for 
transferring large files which may be ascii or binary files. 
Reverse FTP bridge proxy 210 is provided through port 21. 
The reverse FTP bridge allows FTP access through the 
gateway to other computers, thus end user computer 116 
could Supply files, acting as an FTP Server, to computers on 

Aug. 1, 2002 

WAN 80. Telnet proxy 208 utilizes port 23. Telnet applica 
tions are applications which simulate a computer Session on 
a remote computer. Thus, end user computer 116 could 
Telnet into another computer on WAN 80 and the Telnet 
Session would appear as though end user computer 116 was 
directly logged into another computer on WAN 80. 
0079 The Domain Name Service (DNS) forwarding 212 
is provided through port 53. A DNS server is needed to 
operate on the World Wide Web so that commonly used 
aliases Such as www.uspto.gov may be correctly identified to 
the dotted domain equivalent. A VDO Live proxy 214 may 
be accessed through port 7000. VDO Live is a type of video 
and audio delivery protocol which can be used to Send and 
receive audio and video information. Network News Trans 
fer Protocol (NNTP) 216 is accessed through port 119. 
Usenet newsgroups are accessed through this proxy. 
0080 Internet Relay Chat (IRC) proxy 218 is provided 
through port 6667. Users needing to participate in chat 
groups may use this protocol to acceSS IRC compliant chat 
areas. E-mail proxy 220 is transferred through Simple Mail 
Transfer Protocol (SMTP) and Post Office Protocol 3 
(POP3). SMTP is accessed through port 25 and POP3 is 
accessed through port 110. Other configurable ports 222 are 
available for other uses as may be deemed necessary by the 
System administrator. An IP manager administration func 
tion 224 is provided to to allow IP addresses to be excluded 
or allowed, depending on the administrative procedures. The 
administrator may choose to enable or disable proxies and 
ports depending on the needs of the System. For example, in 
a business environment ports which allow chat or games are 
typically disabled so the network will not be used for 
nonwork related activities. 

0081) A Dynamic Host Configuration Protocol (DHCP) 
226 server is also provided. DHCP is an Internet protocol for 
automating the configuration of computers that use TCP/IP. 
DHCP can be used to automatically assign IP addresses, to 
deliver TCP/IP stacked configuration parameters such as the 
Subnet mask and the default router, and to provide other 
configuration information Such as the address for printers, 
time and news servers. DHCP provides a mechanism 
through which computers using TCP/IP can obtain protocol 
configuration parameters automatically through the net 
work. DHCP is an open standard. Using DHCP, a network 
administrator can avoid hands-on configuration of indi 
vidual computers through complex and confusing Setup 
applications. Instead, those computers can obtain all 
required configuration parameters automatically, without 
manual intervention, from a centrally managed DHCP server 
226. 

0082) While the invention has been described with ref 
erence to illustrative embodiments, this description is not 
intended to be construed in a limiting Sense. Various modi 
fications in combinations of the illustrative embodiments, as 
well as other embodiments of the invention, will be apparent 
to perSons Skilled in the art upon reference to the description. 

What is claimed is: 
1. A System for automated configuration of access to a 

wide area network comprising: 
an application Server computer comprising: 

an interface to Said wide area network; 

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 21



US 2002/0103878 A1 

control Software for detecting the type of connection 
available for use by Said System over Said interface and 
for configuring use of Said wide area network by one or 
more users, and 

means for Storing user configuration and Security infor 
mation; 

a communications link providing a Signaling pathway for 
Said computer over Said wide area network through Said 
interface; and 

a control center accessible by Said computer over Said 
communications link, Said control center adapted to 
automatically detect the presence of Said computer on 
Said wide area network area it is connected to Said 
communications link via Said interface, Said control 
center further adapted to provide automatic registra 
tion, configuration and protection of Said computer So 
that Said one or more users are able to achieve acceSS 
to and use of Said wide area network. 

2. The System of claim 1 wherein Said communications 
link is a T1 phone line. 

3. The System of claim 1 wherein Said communications 
link is a digital subscriber line (D.L.). 

4. The System of claim 1 wherein Said communications 
link is an Integrated Services Digital Network (ISDN). 

5. The system of claim 1 wherein said communications 
link is a Cable wide area network connection. 

6. The System of claim 1 wherein Said communications 
link is a wireless wide area network connection. 

7. The system of claim 1 wherein said communications 
link is an analog telephone line. 

8. The system of claim 1 wherein said control software 
further comprises a firewall to protect users from unautho 
rized access. 

9. The system of claim 8 wherein said firewall further 
comprises a network address translator (NAT) protocol. 

10. The system of claim 1 wherein said control software 
further comprises a virus protection program. 

11. The System of claim 1 wherein Said application Server 
computer further comprises a means for facsimile (Fax) 
communications. 

12. The System of claim 1 wherein Said application Server 
computer further comprises means for utilizing one e-mail 
domain. 

13. The system of claim 1 wherein said application server 
computer further comprises means for retrieving e-mail for 
users from Said wide area network. 

14. The System of claim 1 wherein Said application Server 
computer further comprises a virtual private network which 
allows Several computers to communicate via Said wide area 
network. 

15. The system of claim 1 wherein said application server 
computer further comprises a means for caching Worldwide 
web pages to allow fast recall of previously visited web 
pageS. 

16. The System of claim 1 wherein Said application Server 
computer further comprises means for users to connect to 
Said wide area network Simultaneously through an Internet 
Service Provider. 

17. The system of claim 1 wherein said control center 
further comprises means to update Said application Server 
computer. 
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18. The system of claim 1 wherein said control center 
further comprises means to troubleshoot Said application 
Server computer. 

19. An application Server computer for automating access 
to a wide area network by one or more users comprising: 

an interface to Said wide area network; 
control Software for detecting the type of connection 

available for use through Said interface and for config 
uring use of Said wide area network by one or more 
users, and 

means for Storing user configuration and Security infor 
mation, 

wherein Said control Software is adapted to cause Said 
computer to automatically communicate with a remote 
control center through Said interface in order to con 
figure acceSS by Said one or more users to Said wide 
area network. 

20. The computer of claim 19 further comprising means 
for receiving updates from Said control center. 

21. The computer of claim 19 further comprising means 
for receiving troubleshooting from Said control center. 

22. The computer of claim 19 wherein said control 
Software further comprises a firewall to protect users from 
unauthorized access. 

23. The computer of claim 22 wherein said firewall 
further comprises a network address translator (NAT) pro 
tocol. 

24. The computer of claim 19 wherein said control 
Software further comprises a virus protection program. 

25. The computer of claim 19 further comprising means 
for facsimile (Fax) communications. 

26. The computer of claim 19 further comprising means 
for utilizing one e-mail domain. 

27. The computer of claim 19 further comprising means 
for retrieving e-mail for Said users from Said wide area 
network. 

28. The computer of claim 19 further comprising a virtual 
private network which allows Several computers to commu 
nicate via Said wide area network without. 

29. The computer of claim 19 further comprising means 
for caching World wide web pages to allow fast recall of 
previously visited web pages. 

30. The computer of claim 19 further comprising means 
for Said users to connect to Said wide area network Simul 
taneously through an Internet Service Provider. 

31. The computer of claim 19 further comprising means 
for accepting a Global Positioning Satellite Location signal. 

32. The computer of claim 31 further comprising means 
for communicating Said location Signal to Said control 
Center. 

33. A program product residing in a computer and adapted 
to cause Said computer to achieve automated configuration 
of access to a wide area network by one or more users, Said 
program product comprising: 

logic means for interfacing to Said wide area network; 
logic means for detecting the type of connection available 

for use by Said System over Said interface and for 
configuring use of Said wide area network by one or 
more users, and 

logic means for Storing user configuration and Security 
information. 
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34. The program product of claim 33 further comprising 
logic means for a firewall to protect users from unauthorized 
CCCSS. 

35. The program product of claim 34 wherein said logic 
means for a firewall further comprises logic means for a 
network address translator (NAT) protocol. 

36. The program product of claim 33 further comprising 
logic means for virus protection. 

37. The program product of claim 33 further comprising 
logic means for facsimile (Fax) communications. 

38. The program product of claim 33 further comprising 
logic means for utilizing one e-mail domain. 

39. The program product of claim 33 further comprising 
logic means for retrieving e-mail for Said users from Said 
wide area network. 

40. The program product of claim 33 further comprising 
logic means for a virtual private network. 
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41. The program product of claim 33 further comprising 
a logic means for caching World wide web pages to allow 
fast recall of previously visited pages. 

42. The program product of claim 33 further comprising 
a unique identification number. 

43. The program product of claim 42 further comprising 
logic means for communicating with a control center. 

44. The program product of claim 43 further comprising 
a logic means for confirming Said unique identification 
number with Said control center. 

45. The program product of claim 44 further comprising 
a logic means for logging IP addresses of computers com 
municating with Said program product over Said wide area 
network. 

LENNOX EXHIBIT 1030
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00715, Page 23


