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57 ABSTRACT 
An electronic system and method are disclosed for 
controlling a measured temperature during a sequence 
of time intervals, in accordance with a sequence of 
selected reference temperatures, each corresponding to 
one of the intervals. The values of the reference temper 
atures are programmable and changeable by the user. 
The system and method can thus be used to establish 
thermostatic control in conformity with a referenced 
temperature that varies throughout the day, for exam 
ple, hour by hour. 

19 Claims, 8 Drawing Figures 
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1. 

PROGRAMMABLE TIME WARY ING CONTROL 
SYSTEMAND METHOD 

BACKGROUND OF THE INVENTION 

This invention relates to a system and method for 
programmable time-varying control, and more particu 
larly to a thermostatic system and method in which the 
reference temperature can be made to vary hour by 
hour in a programmed way. 

In a control system operating against a significant 
load, considerable energy can be required to hold the 
controlled variable at or near a reference value. This 
happens in athermostatic system when the uncontrolled 
value of temperture differs substantially from the de 
sired (reference) temperature. It is a very effective 
means of reducing energy consumption under such 
circumstances to identify periods when less control is 
required and to provide for reducing control during 
those periods. For example, in the thermostatic control 
of cooling a home, it is effective to raise the thermostat 
reference temperature during the early hours of the day 
before the external temperature reaches its maximum, 
during sleep periods and for periods when the occu 
pants are going to be away. This can, of course, be done 
manually. However, in a manual system, it can be over 
looked or forgotten and cannot be done as timely or 
accurately as with an automatic system. Another draw 
back of a manual system is its inconvenience; for exam 
ple, if the reference temperature is raised when the 
occupants leave for some time, when they return, the 
temperature in the home has equilibrated at an uncom 
fortably high value and may take considerable time to 
reach a comfortable range. The present invention pro 
vides a system and method wherein the reference tem 
perature is made to vary during the day, assuming a 
sequence of programmable values. This allows heating 
or cooling to be automatically initiated so as to reach a 
new reference temperature by a particular time, for 
example, when occupants of a home are to return. 

SUMMARY OF THE INVENTION 

In accordance with the present invention, there is 
provided a system for controlling a measured tempera 
ture during a sequence of time intervals, in conformity 
with a sequence of selected reference temperatures, 
each corresponding to one of the intervals. The system 
has means for storing digital numbers, each of which 
represents a value of one of the reference temperatures. 
It also has means for storing a digital number represen 
tative of a value of hysteresis. Further there are means, 
which can be connected to a reference frequency 
source, to repeatedly generate a digital number that is 
representative, at each generation, of the present time of 
day. An updating means repeatedly determines, from 
the time of day number, when one of the time intervals 
embraces the present time, and identifies the reference 
temperature corresponding to the embracing interval. 
The updating means stores, as a current reference tem 
perature value, a digital number representing the value 60 
of the identified reference temperature. The updating 
means includes means for determining that as soon as 
the present time exceeds the last time interval in the 
sequence, the present time is treated as being in the first 
interval in the sequence. The system has means which 
can be connected to a sensor of the measured tempera 
ture for generating an electrical signal representation of 
the measured temperature. A comparison means, re 
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2 
sponsive to the signal representation, to the current 
reference temperature number and to the hysteresis 
number, repeatedly generates control signals suitable 
for heating and/or cooling systems affecting the mea 
sured temperature. The hysteresis value establishes how 
far the measured temperature may deviate from the 
reference temperature, before heating or cooling is initi 
ated. 

In a preferred embodiment of the invention, there is 
provided means for storing a digital number representa 
tive of an anticipator value. In the embodiment, the 
comparison means includes apparatus for generating 
control signals capable of activating the heating and 
cooling system, when the measured temperature devi 
ates from the current reference temperature by more 
than the hysteresis value. The comparison means also 
includes apparatus for generating control signals capa 
ble of deactivating the heating and/or cooling system, 
when the measured temperature is short of the current 
reference temperature value by the amount of the antic 
ipator value. After the heating and/or cooling system is 
deactivated, residual heat or cold in the elements 
thereof, cause the measured temperature to reach the 
reference temperature value. 
Also in a preferred embodiment, means are provided 

allowing the user to enter the reference temperature 
numbers, so that he may select and change the reference 
temperature profile according to his own requirements. 
Additionally, a preferred embodiment includes means 
for the user to enter a digital number representing a 
reference temperature adjustment, wherein the compar 
ison means includes apparatus for performing the gener 
ating of control signals, with the current reference tem 
perature value modified by the value of the adjustment 
number. This allows changing the temperature of the 
controlled environment for an indefinite period, with 
out affecting the stored reference temperature profile. 

Additionally, a preferred embodiment of the system 
includes means for simultaneously utilizing a higher, 
cooling reference temperature and a lower, heating 
reference temperature. The system can then generate 
signals capable of activating a cooling system, when the 
measured temperature is above the higher reference 
temperature and activating a heating system, when the 
measured temperature is below the lower reference 
temperature. 
An alternate embodiment of the invention is capable 

of multi-stage operation. That is, the comparison means 
generates control signals capable of commanding the 
heating and/or cooling system to heat or cool at more 
than one rate. The rate commanded is dependent on the 
amount of the deviation of the measured temperature 
from the current reference temperature value. This 
allows the heating and/or cooling system to affect the 
measured temperature faster, when the deviation from 
the reference temperature value is large. 
Yet another embodiment of the invention is a system 

for controlling a measured temperature in each of a 
plurality of zones, during a sequence of time intervals. 
The temperature is controlled in accordance with a 
sequence, for each zone, of reference temperature val 
ues, each corresponding to one of the time intervals. 
Included are means for generating, for each zone, con 
trol signals for apparatus affecting the temperature of 
air delivered to the zone. 
The present invention also provides a method for the 

control of a measured temperature during a sequence of 
time intervals, in accordance with a sequence of se 
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lected reference temperatures, each corresponding to 
one of the intervals. The method includes storing, in 
electronically readable form, a plurality of digital num 
bers, each representing a value of one of the reference 
temperatures. Also stored in electronically readable 
form is a digital number representative of a value of 
hysteresis. The method further includes repeatedly gen 
erating, in electronic form, a digital number represent 
ing the present time of day at each generation. By an 
electronic comparison including the time of day num 
ber, it is repeatedly determined when one of said inter 
vals embraces the present time. This determination in 
cludes deciding that as soon as the present time exceeds 
the last interval in the sequence of intervals, said time 
becomes embraced by the first interval in the sequence. 
As identification is made of the reference temperature 
corresponding to the embracing interval. A digital num 
ber representing the value of the identified reference 
temperature is stored, in electronically readable form, as 
a current reference temperature value. An electrical 
signal representation of the measured temperature is 
generated; then there is electronically generated a digi 
tal number representing a function of the current refer 
ence temperature and the hysteresis number. The func 
tion number and the representation of measured temper 
ature are electronically compared, and, based on the 
results, signals are generated suitable to control means 
affecting the measured temperature. 

BRIEF DESCRIPTION OF THE DRAWING 
FIG. 1 is a block diagram of a thermostatic control 

system according to the invention. 
FIG. 2 is a set of graphs showing possible profiles of 

reference temperatures over a 24 hour day. 
FIG. 3 is a collection of graphs showing, in schematic 

fashion, the time variation of measured temperature 
under control of a system in accordance with the inven 
tion. 
FIG. 4 is a graph showing the time variation of mea 

sured temperature in a system capable of multiple stage 
operation according to the invention. 
FIG. 5 is a partial block diagram of a system capable 

of multiple stage operation in accordance with the in 
vention. 
FIG. 6 is a schematic diagram of a multiple Zone 

temperature control system embodying the invention. 
FIG. 7 is a partial block diagram of a system for 

performing multiple zone temperature control in accor 
dance with the invention. 
FIG. 8 is a block diagram of alternate means for digi 

tizing a measured temperature signal. 
DESCRIPTION OF THE PREFERRED 

EMBOOMENT 

The present invention can be implemented with vari 
ous electronic systems. One approach is the use of logic 
circuit chips or modules interconnected to perform the 
functions required. The approach to be described herein 
employs a programmed microprocessor. The descrip 
tion that follows sets forth functions that must be per 
formed by units of the microprocessor, in the operation 
of the system according to the invention. For a particu 
lar function to be performed, the microprocessor must 
be programmed to step through a sequence of instruc 
tions that command the described function. In some 
cases, the statement of function is practically equivalent 
to specifying a sequence of instructions. For example, if 
two numbers are to be compared, this is accomplished 
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4. 
on some computers by the conventional code sequence 
of (1) loading a register with the contents of a memory 
location containing one of the numbers, and (2) compar 
ing the number in the register with the contents of a 
memory location containing the other number. In other 
cases, more instructions will be required, but it will be 
understood how to design a program providing the 
described functions, in the context of conventional mi 
croprocessor practice. 

FIG. 1 shows a thermostatic system according to the 
invention, indicated generally by the reference numeral 
10. The microprocessor in system 10 includes an arith 
metic and control unit 11 a random access memory 13, 
and a read-only memory 12 for the storage of constants 
and the operating program. Data entry switches 14 
allow the selection of digits of a number to be entered 
into the microprocessor. Function switches 15 are used 
to designate the nature of the data being entered on the 
data entry switches 14. Mode switches 16 permit selec 
tion of an operating mode for system 10. A display unit 
18 provides alphanumeric and on-off displays for a 
number of the variables and parameters of system 10. 
Unit 18 can be of the light emitting diode type, a liquid 
crystal display or a gas-discharge type electronic dis 
play. 
A transducer 20 produces an electrical signal propor 

tional to the present temperature in a region where the 
temperature is to be controlled. A signal conditioning 
circuit 22 contains an amplifier having suitable response 
for enhancing the quality of the transducer signal passed 
to the microprocessor. The gain of circuit 22 provides 
scaling appropriate to the next circuit, an analog-to 
digital converter 24, which provides to unit 11 a digital 
representation of the temperature sensed by transducer 
20. An output circuit 26 is responsive to logic states in 
unit 11 to produce signals capable of providing single or 
multiple stage control for a cooling system 28 and a 
heating system 30 which affect the region where trans 
ducer 20 is located. Output circuit 26 can have, for 
example, analog, digital or discrete (on/off) type out 
puts utilizing amplifiers, linedrivers, triacs or relays that 
interface with cooling system 28 or heating system 30. 

TYPICAL USE 

Thermostatic system 10 accepts a sequence of refer 
ence temperature values, each corresponding to one of 
a sequence of time intervals. Preferably, there are 24 
possible time intervals, so that reference temperatures 
may be entered for each hour of the day. Then during 
that hour of the day, temperature is controlled by sys 
tem 10 in accordance with the reference temperature 
for that hour. 
FIG.2 shows several possible sequences of reference 

temperatures, RT for cooling and heating. The figures 
show how the reference temperature, RT settings vary 
with the time of day. In the figures, one time interval 
has been assumed to be equal to one hour. The mea 
sured temperature response to these reference tempera 
ture values is a function of the heating/cooling capaci 
ties of the systems, thermal time constants, heat loads, 
external temperature/weather conditions, etc. 

FIG. 2A depicts a cooling case where the user is not 
home during the day. The temperature is kept at 79 
during the low activity sleep period. At 6:00 a.m. the 
temperature is lowered to 77 and then to 76 at 7:00 
a.m. At 8:00 a.m. it is raised to 80 as the user leaves for 
work. The temperature stays at this value until 5:00 
p.m., when it is set to 77 and then lowered to 76 as the 

LENNOX EXHIBIT 1013
Lennox Industries Inc. v. Rosen Technologies LLC, IPR2023-00719, Page 9



4,071,745 
5 

user arrives home from work. From 6:00 p.m. to 10:00 
p.m. it is kept at 76". At 10:00 p.m. it is raised to 77", and 
then further raised to 79 at 11:00 p.m., as the sleep 
period begins. 
FIG. 2B depicts a cooling case where the user is 

home during the day. As before, during the sleep per 
iod, the temperature is set at 79. At 6:00 a.m. it is low 
ered to 77, where it remains until 10:00 a.m. At 10:00 
a.m. it is lowered to 76 until 1:00 p.m., when it is then 
lowered to 75 as the external temperature continues to 
increase towards the maximum for the day. As the ex 
ternal temperature begins to cool, the temperature is 
increased to 76' at 7:00 p.m., where it remains until 
10:00 p.m. From 10:00 p.m. to 12:00 p.m. it is set at 77. 
The temperature is set at 79 at 12:00 p.m., as the sleep 
period begins, and it remains there until 6:00 a.m. 
FIG. 2C depicts a heating case where the user is not 

home during the day. The temperature is set for 66 
during the sleep period. At 6:00 a.m. it is raised to 69, 
where it remains until 8:00 a.m. At 8:00 a.m. as the user 
leaves for work, the temperature is lowered to 66. 
From 8:00 a.m. until 5:00 p.m. it remains at 66". At 5:00 
p.m. the temperature is raised to 70' as the user returns 
home from work near 6:00 p.m. The temperature is left 
at 70 until 10:00 p.m. From 10:00 p.m. to 11:00 p.m. it 
is lowered to 69' and at 11:00 p.m. it is lowered to 66 
as the sleep period begins. 
FIG. 2D depicts a heating case where the user is 

home during the day. As in the above case, the tempera 
ture is set for 66 during the sleep period until 6:00 a.m. 
At this time it is raised to 68. At 7:00 a.m. it is raised 
again to 70', where it remains until 11:00 a.m. At 11:00 
a.m. it is lowered to 69 as the external temperature 
increases. At 6:00 p.m. as the external temperature be 
gins to decrease, the temperature is raised to 70', where 
it remains until 10:00 p.m. From 10:00 p.m. to 11:00 p.m. 
it is set back to 69. At 11:00 p.m. the temperature is 
lowered to 66 as the sleep period begins. 

OPERATION 

Provision is made in the system 10 for the user to 
conveniently enter the values of reference temperatures 
corresponding to the various intervals of the day, mak 
ing use of display 18. Ordinarily, display 18 shows the 
current values of time (including a.m. or p.m.), refer 
ence temperature and measured temperature. There are 
two methods of designating the particular one of the 
time intervals which is to have associated with it the 
reference temperature value being entered. According 
to the first method, a number designating the interval is 
set in data entry switches 14. One of the function 
switches 15 is activated, causing unit 11 to read the 
switches 14 as an interval designating number and to 
fetch for display the reference temperature stored in 
memory 13 for that interval. The reference temperature 
value corresponding to the displayed time interval can 
then be initially chosen or changed by entering a num 
ber on data entry switches 14 and activating a particular 
one of the function switches 15. Unit 11 then decodes 
switches 15, and determines therefrom that the number 
from switches 14 is to be entered as a reference tempera 
ture value. Unit 11 stores the number in the memory 13 
location from which the value currently being dis 
played was taken. 
According to the second method, activation of one of 

the function switches 15 initiates display of the values of 
time and reference temperature next in sequence from 
those currently being displayed. Then the data entry 
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6 
switches 14 can be used, as described above, to store a 
new reference temperature value in the place of the one 
displayed. Thus, beginning with the current time or an 
interval chosen by the first method, a new value can be 
entered for the reference temperature, and the function 
switch can then be activated to display the time and 
temperature for the next interval in sequence. Then 
each succeeding reference temperature may be exam 
ined and changed, if desired, by stepping from one inter 
val to the next through the sequence. 

Data entry switches 14 are used to enter a number for 
the duration associated with each of the time intervals. 
One of the function switches 15 commands unit 11 to 
store the number in memory 13 as the value of the inter 
val duration. 

In order for the system 10 to keep time, an initial 
value is entered by means of the data entry switches 14 
and function switches 15, and is stored by unit 11 in 
memory 13. Thereafter, circuits operating from a stable 
time base, such as the 60 Hz line frequency or a crystal 
controlled oscillator, provide periodic clock signals to 
unit 11. In response to the clock signals, unit 11 updates 
the value stored in the time location in memory 13. It is 
this updated time which is shown on display 18 as the 
current time, including an a.m.-p.m. indication. 
The basic operation of system 10 is a cyclical process 

in which, during each interval of the day, the tempera 
ture measured by transducer 20 is repeatedly compared 
with a stored reference temperature to generate appro 
priate control signals for the cooling and heating sys 
tems. There can be considerable variety in the detailed 
steps, by which the objectives are achieved using a 
microprocessor. The following is one possible sequence 
of suitable steps. 

Periodically, unit 11 reads an output register of ana 
log-to-digital conversion unit 24 for the digital number 
representing the temperature measured by transducer 
20. Shortly before or after doing this, unit 11 fetches 
from memory 13 the current updated value of time and 
a digital number representing the time at which the 
current control interval ends. These two numbers or 
times are compared to detect when the time passes out 
of one control interval and into the next. If the compari 
son shows that the present time is embraced by a new 
control interval, unit 11 adds the intervalduration to the 
number corresponding to the end of the old interval, 
and the new end time is stored in memory 13. In addi 
tion, the reference temperature corresponding to the 
new interval would be retrieved from the sequence of 
reference temperatures in memory 13 and stored in a 
different location allocated as the reference temperature 
value currently used for control. 

Precisely what happens next depends upon the mode 
of operation selected for system 10. This will be de 
scribed in more detail below. The selection of the oper 
ating mode is made through activation of mode 
switches 16 by the user of system 10. Logic unit 11 reads 
the switch selection and stores a bit indicating the se 
lected mode in memory 13. At those points in the con 
trol sequence when it is necessary to know the selected 
mode, logic unit 11 retrieves the stored bit from mem 
ory 13 and routes subsequent program steps accord 
ingly. 
Two parameters which are important to further pro 

cessing are the hysteresis values, H, and the anticipator 
values, A. Each of these is entered by the user with data 
entry switches 14 and a function switch 15 correspond 
ing to the particular parameter. Unit 11 stores the num 
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bers from switches 14 in the memory 13 location allo 
cated to A or H, as appropriate. Alternatively, the val 
ues can be programmed in read only memory 12. 

In the process of making a control decision, unit 1: 
determines the selected operating mode and fetches 
from memory i3 applicable values of the current refer 
ence temperatures, hysteresis and anticipators. From 
the digital numbers corresponding to these quanities, 
unit 11 computes the value of a function which depends 
upon the selected operating mode. Unit 11 then re 
trieves the digital number corresponding to the present 
measured temperature from unit 13 and compares this 
to the functional value just computed. According to 
control rules described below, unit 11 derives from the 
results of this comparison a digital code to present to 
output circuit 26 to dictate relay openings and closings 
by circuit 26. 
The preceding cycle of operations for producing 

control outputs based on a comparison of measured 
temperature with a function of a time varying reference 
temperature is repeated at an interval selected to pro 
duce effective temperature control, considering the 
thermal time constants involved. For example, the per 
iod of repetition for the above steps can be ten seconds 
or less, 
The operations are also cyclical on a daily basis. The 

microprocessor is programmed such that when the 
present time increases beyond the end of the last control 
interval in the sequence, it is treated as being embraced 
by the first interval in the sequence. Thus, if there are 24 
one-hour intervals, when the time exceeds the twenty 
fourth hourly interval, it is considered to reenter the 
first hourly interval. 

OPERATING MODES 

FIG. 3 illustrates operation of system iO in four dif 
ferent operating modes. Each part of the figure shows in 
a stylized way the variation of time of the measured 
temperature MT at transducer 20. All the variations 
shown are within the confines of a single time interval 
(e.g., an hour) in the sequence of control intervals. 
Those portions of the MT shown in solid line indicate 
periods in which heating or cooling is occurring. Where 
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the graph is shown in dashed line, the temperature of 45 
the controlled space is drifting toward an unheated or 
uncooled state. In the various sections of FIG. 3, H is 
the value of hysteresis and A is the anticipator value. 
The parameter RT is the current value of the reference 
temperature. The quantities RTH and RTL are current 
values of a higher reference temperature and a lower 
reference temperature, respectively. 
FIG. 3A illustrates system 0 operating in the Cool 

ing mode. Initially, that is, when system 10 is first 
switched into this mode, if the measured temperatures 
MT is greater than RT--A, system 10 initiates cooling, 
driving the measured temperature down. Any time the 
measured temperature decreases to the level of RT--A, 
system 10 generates a code to terminate cooling. The 
measured temperature continues to fall below RT--A, 
however, because there is a certain amount of residual 
coldness in system 28 after it is shut off. If the anticipa 
tor value A is well chosen, this residual coldness will 
drive the measured temperature down to the reference 
value RT before the residual cold is dissipated. As the 
cooling system 28 finally ceases cooling, the measured 
temperature value, near RT, begins to rise. Thereafter, 
whenever the temperature rises to the value RT--H, 
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8 
the cooling system 28 is turned on and remains on until 
the measured temperature decreases to RT--A. 

Thus, selection of value of the hysteresis H deter 
mines the acceptable deviation in measured temperature 
from the time that the cooling system turns off until it is 
turned on again. The value of A is preferably selected 
just large enough so that residual cold in the cooling 
system will carry the measured temperature no further 
down than the reference temperature. Typical values of 
H are 1-1.5 F. The value of A depends, of course, on 
the heating and cooling system used; typical values are 
0.5-0.8 F. 
Each of the other operating modes of system 10 em 

bodies concepts similar to those encountered in the 
Cooling mode. The Heating mode is shown in the FIG. 
3B. Initially, the system 10 initiates heating when MT is 
less than RT-A. Thereafter, heating is begun when 
ever MT is less than or equal to RT-H. System 10 
signals heating system 30 to cut off when MT is greater 
than or equal to RT-A. After the heating system 30 is 
turned off, residual heat in system 30 carries the mea 
sured temperature on up to the value of the reference 
temperature RT. Once the residual heat is dissipated, 
MT begins to fall, continuing until heating is again 
turned on when MT reaches RT-H. The hysteresis 
and anticipator values entered for use in this mode can 
be different from those of the Cooling mode. 
The Automatic mode, illustrated in FIG. 3C and 3D, 

combines operations of the Cooling and Heating modes. 
In this mode, system 10 holds the measured temperature 
within a programmable temperature range. The upper 
end of the temperature range is a higher reference tem 
perature value RTH; the lower end is a lower reference 
temperature value RTL. Thus, the Automatic mode 
requires, for twenty-four time intervals, a total of forty 
eight reference temperature values. In simpler versions 
of system 0, RTH is the same value of RT used for the 
Cooling mode, and RTL is the RT for the Heating 
mode. In more complicated versions, totally different 
sets of threshold values may be entered for each mode. 

After the Automatic mode has been selected, the 
initial turn on of cooling occurs if the measured temper 
ature is greater than RTH-A. Thereafter, as particu 
larly illustrated in FIG. 3C, system 10 signals the cool 
ing system 28 to turn off when MT becomes less than or 
equal to RTH-A, and it is turned back on if the mea 
sured temperature becomes greater than or equal to 
RTH--H. If conditions cause the measured temperature 
to enter the region between the high reference tempera 
ture value RTH and the lower reference temperature 
value RTL, system 10 commands neither heater nor 
cooling. If the measured temperature falls to the level of 
RTL-H, heating is initiated by system 10. 
FIG. 3D illustrates that heating is initiated if the 

measured temperature is less than RTL-A upon selec 
tion of the Automatic mode. When the heating suff 
ciently raises the temperature that MT is greater than or 
equal to RTL-A, system 10 signals heating system 30 
to turn off. Thereafter whenever the measured tempera 
ture becomes less than or equal to RTL-H, the heat is 
signaled on. If the temperature should rise so that it is 
greater than or equal to RTH--H, the system changes 
over to cooling. 

FIG. 3E illustrates an alternate embodiment of the 
Automatic mode, in which there is only one reference 
temperature value, RT, per time interval rather than a 
higher value RTH and a lower value RTL. This re 
quires only 24 reference temperature values for twenty 
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four control intervals. The operation in FIG. 3E is like 
that in FIG. 3C, with RTH=RTL=RT. 
The Manual mode illustrated in FIG.3F is like that of 

FIG. 3E, except that there is only one programmable 
reference temperature value, which is the same for all 
the control time intervals. The operation shown is like 
that of FIG. 3D, with RTH=RTL=RT, with the same 
value of RT all day, until reprogrammed. 
System 10 allows a user to adjust the thermostat set 

ting for an indefinite period in any operating mode 

5 

10 

without altering the stored profile of reference tempera 
tures. At any time selected temperature adjustment 
values AT, positive or negative, may be entered by 
means of the data entry switches 14 and a AT function 
switch 15. These adjustment values are stored by unit 11 
in memory 13 locations allocated to AT. A preferred 
method of utilizing AT is as follows. When the control 
functions such as RT-I-H are computed, the computa 
tion used would actually be (RT-- AT)--H. Thus, for 
so long as AT is not equal to zero, the current reference 
temperature is essentially modified by the amount of 
AT. A typical situation in which this feature would be 
useful is where AT is given some non-zero value for a 
few hours to adjust the room temperature for comfort, 
then AT is reset to zero. In this case, it is only necessary 
to enter a value at the beginning of the adjustment per 
iod and regardless of the number of hours the adjust 
ment is in effect. There is no requirement to remember 
the values of the reference temperature profile that is 
desired in the long run; these remain unchanged. The 
current value of AT is shown by display 18. 

MULTI-STAGE OPERATION 
System 10 provides for multiple stage operation of 

both heating and cooling systems. FIG. 4 depicts opera 
tion of the system in the Heating mode of operation; 
however, the basic operating principle described here is 
also applicable to other modes of operation. FIG. 4 
depicts system 10 controlling a heating system designed 
to be operated at two levels of heat capacity, 66% and 
100% of maximum. The operation of system 10 is the 
same as that previously described herein, for the Heat 

- ing mode of operation, and particularly as shown in 
FIG. 3, except that the comparisons of current refer 
ence temperature value, RT and measured temperature 
value, MT include an additional parameter N. When 
MT is less than RIN-N, where N is a programmable 
value, typically 2, stored in the RAM 13 or ROM 12, 
unit 11 outputs a digital code to the output control 
circuit 26, that causes the heating system 30 to operate 
at full capacity. If MT is greater than RT-N, unit 11 
causes the output control circuit 26 to output a control 
signal to cause the heating system 30 to operate at its 
lower heat capacity. 
FIG. 5 depicts one configuration of the output circuit 

26 of system 10 that can be utilized in a multi-stage 
application. There are circuits 43 having discrete out 
puts for use with on/off, switch type controls in systems 
28 and 30. Digital-to-analog converters 42 provide a 
signal for proportional control elements in systems 28 
and 30. Signal conditioners 44 and 48 typically have 
buffer amplifiers, line drivers, triacs and/or relays inter 
facing converters 42 and circuits 43 with the various 
types of controls used by systems 28 and 30. 
The discrete circuits 43 respond to digital numbers 

and/or bits from unit 11 and furnish latched outputs. 
They consist of latches (flip flops) and other logic re 
quired to interface with the signal conditioners. For the 
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10 
two stage heating mode depicted in FIG. 4, two dis 
crete outputs interfaced with a two stage heating sys 
tem, having discrete type controls, will cause the sys 
tem to operate at either 66% or 100% of its maximum 
capacity. 
The digital-to-analog converters 42 respond to digital 

numbers from unit 11, latch the data at the input and 
provide a steady state analog output, proportional to 
the value of the current digital input. For the heating 
mode depicted in FIG. 4, two analog levels when inter 
faced with a two stage heating system, having analog 
type variable controls will cause the system to operate 
at either 66% or 100% of its maximum capacity. 

Additional levels of control for systems having more 
levels of heating and cooling capacity are provided by 
assigning more values of N, determining the magnitude 
of the output levels, storing this data in the ROM 12 or 
RAM 13, performing additional comparisons, as dis 
cussed above and outputting data to control circuit 26, 
to cause it to issue the necessary outputs. 

Additionally, the analog outputs of output circuit 26 
when applied to variable controls such as variable flow 
rate valves can be related in unit 11 to the difference 
between the measured temperature and the current 
reference temperature, thus providing proportional 
control. Alternatively, more complex linear or nonlin 
ear control functions of the measured temperature and 
the current reference temperature can be implemented 
with the configuration illustrated in FIG. 5. 

ZONE CONTROL 

FIGS. 6 and 7 illustrate the use of system 10 with the 
remote input and output of data in the control and regu 
lation of temperature in different areas or zones. In this 
application, system 10 enables the temperature in each 
area to vary independently, according to a programmed 
sequence of reference temperatures, as discussed previ 
ously. Additionally, the zone requiring the most heating 
or cooling determines the operating capacity level of 
the heating and cooling systems as described with re 
spect to multi-staging systems. 
FIG. 6 shows one method that provides zone temper 

ature control and regulation. The zones are depicted as 
separate areas; however, each zone can be either sepa 
rate or combined with other zones. Each zone is sup 
plied with a hot deck 63 and a cold deck 64 having 
variable position dampers 61 and 62, respectively. Re 
versible positioning devices 65 are mechanically at 
tached to dampers 61 and 62, thereby causing them to 
reversibly open or close in response to control signals 
from system 10. 
The temperature in each area is therefore determined 

by the temperatures of the hot and cold decks 63 and 64 
and by the positions of the dampers 61 and 62 which 
mix the air exiting the hot and cold decks, in the correct 
proportion. The position of dampers 61 and 62 are de 
termined by system 10 from temperature transducer 97, 
remotely located from system 10, in each zone. Circula 
tion in the zones is provided by the fan 67 forcing air 
through the heating and cooling systems 30 and 28, 
through the hot and cold decks 63 and 64, dampers 61 
and 62, and back through the return air duct 66, and 
damper 99 to the fan. 
Temperature transducers 72 and 73 in the hot and 

cold decks 63 and 64 are used by system 10 to adjust the 
operating capacity levels of the systems 30 and 28, to 
ensure adequate hot and cold deck temperatures, and to 
monitor system operation and detect system malfunc 
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tion. Temperature transducers 69 and 75 in the return 
and external air ducts 66 and 100 are used by system 10 
to reversibly control damper positioners 98 and 68 
which operate dampers 99 and 74 in the return air duct 
and external air duct to input fresh air into the zones. 
A display and control panel 71 in each Zone, or at a 

control point, remotely located from system 10 pro 
vides for display and entry of time intervals, time of 
day, temperature, etc. 
FIG. 7 shows the configuration of the data input/out 

put section of system 10 for this application. The dis 
play/data entry panels 27 located in the zones or at a 
remotely located control point enable the time intervals 
and corresponding reference temperatures for each 
zone to be entered into the RAM 13 via unit 11. These 
values can be the same for all zones or they can be 
unique to each zone. If they are unique for one or more 
zones, system 10 stores them in the RAM 13 which is 
partitioned, or the data is otherwise identified, such that 
it can always be related to the particular zone to which 
it corresponds. The data transfer to and from the remote 
display/data entry panels is accomplished via an exten 
sion of the system 10 control and data bus to each Zone, 
to provide for either a parallel or serial data flow on 
either a preprogrammed, priority or sequential basis. 
The outputs of the temperature transducers 20, lo 

cated in the zones, in the return air duct and in the 
external environment is fed to the signal conditioners 
22. The signal conditioners buffer and scale the signals 
to the proper value and feed them to the multiplexer 25. 
Under control of unit 11, the signal is fed through the 
multiplexer 25 to the analog-to-digital converter 24, 
where it is converted to a digital nunber. The measured 
temperature for each zone is determined in a like man 
ner by unit 11, on a preprogrammed, priority or sequen 
tial basis. Each temperature value is then compared to 
the control function as determined from the correct 
reference temperature, hysteresis and anticipator val 
ues, for each zone as previously described and particu 
larly as shown in FIGS. 3 and 4. 

Additionally, the external temperature measurement 
can be utilized by system 10 in the computation of the 
control functions, and a positive or negative external 
temperature adjustment X AT can be made to the cur 
rent reference temperature value. For example, in using 
the control function RT--H, the actual computation 
would be (RT-XAT) -- H. One approach to comput 
ing a value for XAT is to multiply the differences be 
tween the external temperature and the current refer 
ence temperature by a positive or negative factor, the 
value of which has been programmed into system 10 by 
means of the data entry and functions switches 14 and 
15. Another approach is to provide for a set of X AT 
values to be entered via switches 14 and 15, each value 
of X AT to be used in a particular range of the external 
temperature. 
The availability of programmable reference tempera 

tures for twentyfour, one hour intervals will be satisfac 
tory for many applications of system 10. In those cases 
where it is desired to vary the reference temperature 
more smoothly, it is not absolutely necessary to provide 
more programmable reference temperature values. The 
microprocessor can be programmed to use the stored 
reference temperature values at the ends of the time 
intervals, but to calculate a reference temperature value 
within the interval, by interpolation. 
System 10 is interfaced to the heating and cooling 

systems 28 and 30, damper positioners 5, etc., through 
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12 
the output control circuit 26. It contains discrete on/off 
type circuits 43, digital type circuits 45, digital-to 
analog converters 42 and signal conditioners 44. The 
discrete circuits 43 respond to digital numbers and/or 
bits from unit 11 and provide latched and/or unlatched 
outputs. The digital type circuits 45 respond to digital 
inputs from unit 11 and provide parallel and/or serial 
type outputs. The digital-to-analog converters 42 re 
spond to digital inputs from unit 11, latch the data at the 
input, and provide a steady state analog output propor 
tional to the value of the current digital input. The 
signal conditioners 44 consist of buffer amplifiers, line 
drivers, triacs and/or relays as may be required to inter 
face system 10 to the various types of damper position 
ers and controls used by systems 30 and 28. 

In each of the above embodiments it is preferable that 
output circuit 26 include means for ensuring that the 
output remains in one state for a selected minimum time 
before being switched to another state. This prevents 
system 28 or 30 from being switched off, then immedi 
ately back on, for example. 
FIG. 8 illustrates one of several possible alternate 

means for converting the temperature measured by 
transducer 20 from an analog form to a digital number. 
Unit 11 outputs a series of digital numbers to the digital 
to-analog converter 32 such that a successive approxi 
mation type conversion can be made. The converter 
produces an analog output proportional to the value of 
each digital input. The analog output, for each digital 
input, is then compared in the analog comparator 34 to 
the analog input from the temperature transducer 20, 
via the signal conditioner 22. Thus, a comparison is 
made for each successive digital output from unit 11. 
This process continues, until comparator 34 senses that 
the analog values are equal or within the range of one 
least significant bit. When this occurs, comparator 34 
sends a signal 36 to unit 11 to stop the process. The last 
digital output from unit 11 thus represents theanalog 
value of the measured temperature from transducer 20. 
The capability, for obtaining remote input/output 

with system 10 allows it to carry on important perfor 
mance monitoring functions. For example, system 10 
can detect when systems 28 or 30 fail in their heating or 
cooling functions. When unit 11 issues a turn on signal 
for one of the systems 28 or 30, it can store in memory 
13 a record of the current temperature and time. Subse 
quently, when it brings in new digital values of the 
measured temperature, it can make the determination as 
to whether the heating or cooling system has changed 
the measured temperature appropriately, considering 
the time elapsed since turn on. If the measured tempera 
ture has failed to respond properly, then system 10 can 
sound an alarm 40 and/or show a malfunction indica 
tion on display 18. Similarly, discrete on/off type tem 
perature sensitive switches located in various elements 
of the heating and cooling systems can be used by sys 
tem 10 to detect malfunctions or unsafe conditions. 
These conditions can also be detected from temperature 
measured by analog transducers and compared in unit 
11 to stored limit values. 

System 10 is normally operated by the electrical 
power system used for cooling and heating systems 28 
and 30. However, means are provided for automatically 
switching system 10 to battery operation when the elec 
trical power system fails. In a preferred embodiment, 
system 10 includes means for maintaining the battery 
charged from the electrical power system, when it is 
operative. The battery back up operation is necessary to 
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prevent system 10 from losing time of day or reference 
temperature values that may be stored in volatile mem 
ory, during power outages. 
The exhibition of a number of the variables by display 

18 have been described above. These and others that are 
usefully displayed are indicated in FIG.1. They include 
the measured temeprature, an indication of whether 
heating or cooling is presently commanded, the number 
entered on switches 14, the present time of day, the 
current reference temperature (including higher and 

5 

10 
lower values), temperature adjustments (AT and XAT), 
the heating/cooling malfunction indication, and the 
duration of the control intervals (typically one hour). 
Although preferred embodiments of the invention 

have been described in detail, it is to be understood that 
various changes, substitutions, and alterations can be 
made therein without departing from the spirit and 
scope of the invention as defined by the appended 
claims. 
What is claimed is: 
1. A system for controlling a measured temperature 

during a sequence of time intervals in accordance with 
a sequence of selected reference temperatures, each 
corresponding to one of the intervals, comprising: 
means for storing a plurality of digital numbers, each 

representing a value of one of the reference tem 
peratures; 

means connectable to respond to a reference fre 
quency source for repeatedly generating a digital 
number representative, at each generation, of the 
present time of day; 

means for storing a digital number representative of a 
value of hysteresis; 

updating means for repeatedly determining, from said 
time of day number, when one of said intervals 
embraces the present time and identifying the one 
of said reference temperatures corresponding to 
said embracing interval and for storing, as a current 
reference temperature value, a digital number rep 
resenting the value of said identified reference tem 
perature, said updating means including means for 
determining that as soon as said present time ex 
ceeds the last interval in said sequence, said time 
becomes embraced by the first interval in the se 
quence; 

means connectable to be responsive to a sensor of said 
measured temperature for generating an electrical 
signal representation of said measured temperature; 

comparison means responsive to said signal represen 
tation, to the current reference temperature num 
ber, and to the hysteresis number, for repeatedly 
generating control signals suitable for controlling 
thermal means affecting said measured tempera 
ture. 

2. The system of claim 1, when there are twenty-four 
of said intervals, each interval having a duration of one 
hour. 

3. The system of claim 1, further including means, 
accessible to a user, for entering the reference tempera 
ture numbers. 

4. The system of claim 1, further including 
means, accessible to a user, for selecting a time of day 
and for displaying the value of the reference tem 
perature corresponding to the interval embracing 
the selected time and 

means, accessible to a user, for entering a selected 
reference temperature value replacing the dis 
played value. 
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5. The system of claim 1, 
further including means, accessible to a user, for en 

tering a digital number representing a reference 
temperature adjustment and 

wherein said comparison means includes means for 
performing said generating of control signals, with 
the current reference temperature value modified 
by the value of said adjustment number. 

6. The system of claim 1, further including means for 
storing a digital number representative of an anticipator 
value; and wherein said comparison means includes 
means for generating said control signals capable of 

activating said thermal means, dependent on the 
relation of the measured temperature to the current 
reference temperature value as modified by the 
hysteresis value; and 

means for generating said control signals, capable of 
deactivating said thermal means, dependent on the 
relation of the measured temperature to the current 
reference temperature value as modified by the 
anticipator value. 

7. The system of claim 1, wherein said comparison 
means includes 
means for generating a signal capable of initiating 

heating, when the measured temperature is less 
than the current reference temperature value minus 
the hysteresis value and 

means for generating a signal capable of terminating 
heating, when the measured temperature becomes 
substantially equal to the current reference temper 
ature value. 

8. The system of claim 1, wherein said comparison 
means includes 
means for generating a signal capable of initiating 

cooling, when the measured temperature is greater 
than the current reference temperature value plus 
the hysteresis value and 

means for generating a signal capable of terminating 
cooling, when the measured temperature decreases 
to the current reference temperature value. 

9. The system of claim 1, wherein said comparison 
means includes: 
means for generating a signal capable of initiating 

heating, when the measured temperature is less 
than the current reference temperature value minus 
the hysteresis value and 

means for generating a signal capable of terminating 
heating, when the measured temperature increases 
to the current reference temperature value; 

means for generating a signal capable of initiating 
cooling, when the measured temperature is greater 
than the current reference temperature value plus 
the hysteresis value; and 

means for generating a signal capable of terminating 
cooling, when the measured temperature decreases 
to the current reference temperature value. 

10. The system of claim 1, 
wherein said reference temperatures, including said 

current reference temperature, are relatively 
higher reference temperatures; 

further including means, accessible to a user, for en 
tering and storing a sequence of digital numbers, 
each representing a value of a relatively lower 
reference temperature and each corresponding to 
one of said intervals; 

wherein said updating means further includes means 
for identifying the one of the lower reference tem 
peratures corresponding to said embracing interval 
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and for storing, as a current lower reference tem 
perature value, a digital number representing the 
value of said identified lower reference tempera 
ture; and 

wherein said comparison means includes 
means for generating a signal capable of initiating 

heating, when the measured temperature is less 
than the current lower reference temperature 
value minus the hysteresis value and 

means for generating a signal capable of terminat 
ing heating, when the measured temperature 
increases to the current lower reference temper 
ature value, 

means for generating a signal capable of initiating 
cooling, when the measured temperature is 
greater than the current higher reference tem 
perature value plus the hysteresis value, and 

means for generating a signal capable of terminat 
ing cooling, when the measured temperature 
decreases to the current higher reference tem 
perature value. 

11. The system of claim 1, further including 
means for storing a digital number representative of a 
change to be produced in the measured tempera 
ture by said affecting means in response to said 
control signals; and 

means, responsive to the measured temperature signal 
representation and to the condition of said control 
signals and to said number representative of a 
change, for generating an alarm indication if said 
change is not actually produced in response to said 
control signals. 

12. The system of claim 1, 
further including means, accessible to a user, for en 

tering a digital number representing a reference 
temperature adjustment; 

means for repeatedly generating a digital number 
representative of the present value of an external 
temperature; and 

wherein said comparison means includes means for 
performing, in response to said external tempera 
ture number, said generating of control signals 
with the current reference temperature value modi 
fied by the value of said adjustment number. 

13. The system of claim 1, 
wherein said control signals include an analog of a 

linear function of the measured temperature and 
the current reference temperature. 

14. The system of claim 1, 
including means for storing a digital number repre 

sentative of the value of a parameter for multiple 
stage operation; 

wherein the comparison means includes means for 
generating said control signals capable of com 
manding said thermal means to affect the measured 
temperature at a rate dependent on a comparison 
between said parameter value and the deviation of 
the measured temperature from the current refer 
ence temperature value. 

15. A system for controlling a measured temperature 
during a sequence of time intervals in accordance with 
a sequence of selected reference temperatures, each 
corresponding to one of the intervals, comprising: 

means, accessible to a user, for entering and storing a 
plurality of digital numbers, each representing a 
value of one of the reference temperatures; 
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16 
means, accessible to a user, for entering and storing a 

digital number determining the duration of each of 
said intervals; 

means connectable to respond to a reference fre 
quency source for repeatedly generating a digital 
number representative, at each generation, of the 
present time of day; 

means, accessible to a user, for entering and storing a 
digital number representative of a selected value of 
hysteresis; 

updating means for repeatedly determining, from said 
time of day number, when one of said intervals 
embraces the present time and identifying the one 
of said reference temperatures corresponding to 
said embracing interval and for storing, as a current 
reference temperature value, a digital number rep 
resenting the value of said identified reference tem 
perature; 

means connectable to be responsive to a sensor of said 
measured temperature for generating an electrical 
signal representation of said measured temperature; 

comparison means, responsive to said signal represen 
tation, to the current reference temperature num 
ber, and to the hysteresis number, for repeatedly 
generating controlled signals suitable for thermal 
means affecting said measured temperature. 

16. The system of claim 15, 
wherein said reference temperatures, including said 

current reference temperature, are relatively 
higher temperatures; and 

further including means, accessible to a user, for en 
tering and storing a sequence of digital numbers, 
each representing a value of a relatively lower 
reference temperature and each corresponding to 
one of said intervals; and 

means, accessible to a user, for entering and storing a 
digital code indicative of a selected mode of opera 
tion; and 

wherein said updating means further includes means 
for identifying the one of said lower reference 
temperatures corresponding to said embracing in 
terval and for storing, as a current lower reference 
temperature value, a digital number representing 
the value of said identified lower reference temper 
ature; and 

wherein said comparison means further includes 
means for generating, in response to a first value of 

said code, signals for controlling heating, 
means for generating, in response to a second value 
of said code, signals for controlling cooling, 

means for generating, in response to a third value 
of said code, signals for controlling heating in 
accordance with said current lower reference 
temperature value and cooling in accordance 
with said current higher reference temperature 
value, and 

means for generating, in response to a fourth value 
of said code, signals for controlling both heating 
and cooling in accordance with the same one of 
said reference temperature values during all of 
said intervals. 

17. The system of claim 15, 
wherein said signal representation is an electrical 

analog signal; and 
said comparison means further includes means for 

coverting said signal to a sequence of digital repre 
sentations. 
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18. A system for controlling a measured temperature 
in each of a plurality of zones, during a sequence of time 
intervals, comprising: 
means for storing values, for each zone, of a sequence 
of reference temperatures, each corresponding to 
one of the time intervals; 

means for selecting from the reference temperature 
values, for each zone, and during each interval, a 
current reference temperature value; 

5 

10 

means for generating signals suitable for controlling. 
means affecting the temperature of air delivered to 
the collection of zones, dependent on the relation 
of the measured temperatures, in the zones to the 
current reference temperatures of the zones; and 

means for generating signals suitable for controlling 

15 

means affecting the temperature of air delivered to 
each zone, dependent on the relation of measured 
temperature in the affected zone to the current 
reference temperature thereof. 

19. A method for the control of a measured tempera 
ture during a sequence of time intervals in accordance 
with a sequence of selected reference temperatures, 
each corresponding to one of the intervals, comprising: 

storing, in electronically readable form, a plurality of 
digital numbers, each representing a value of one of 
the reference temperatures; 
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18 
repeatedly generating, in electronic form, a digital 
number representing the present time of day at 
each generation; 

storing, in electronically readable form, a digital 
number representative of a value of hysteresis; 

repeatedly determining, by an electronic comparison 
including the time of day number, when one of said 
intervals embraces the present time, including de 
termining that as soon as said present time exceeds 
the last interval in said interval sequence, said time 
becomes embraced by the first interval in the se 
quence; 

identifying the one of said reference temperatures 
corresponding to said embracing interval; 

storing, in electronically readable form, as a current 
reference temperature value, a digital number rep 
resenting the value of said identified reference tem 
perature; 

generating an electrical signal representation of said 
measured temperature; 

electronically computing a digital number represent 
ing a function of the current reference temperature 
and the hysteresis number; 

electronically comparing the function number and 
the representation of measured temperature; and 

responsive to the results of the last mentioned com 
paring, generating signals suitable to control means 
affecting the measured temperature. 

k . . . 
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