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[57] ABSTRACT 

A semiconductor mass storage device can be substituted for 
a rotating hard disk. The device avoids an erase cycle each 
time information stored in the mass storage is changed. (The 
erase cycle is understood to include, fully programming the 
block to be erased, and then erasing the block.) Erase cycles 
are avoided by programming an altered data file into an 
empty mass storage block rather than over itself as a hard 
disk would. Periodically, the mass storage will need to be 
cleaned up. Secondly, a circuit for evenly using all blocks in 
the mass storage is provided. These advantages are achieved 
through the use of several flags, a map to directly correlate 
a logical address of a block to a physical address of that 
block and a count register for each block. In particular, flags 
are provided for defective blocks, used blocks, old version 
of a block, a count to determine the number of times a block 
has been erased and written and erase inhibit. 

"" 
NO ERASEfLAGSANDDATAR>R 

AlLBl.OCKSHA.VINGASET 
<lU>NSWFLAG 

41 Claims, 8 Drawing Sheets 
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ERASE INHIBIT 
STATUS BIT ERASE COUNT FLASH MEMORY DEVICE 
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RECEIVE INSTRUCTION TO 
READ MASS STORAGE 

271 
RECEIVE LOGICAL ADDRESS 

272 

CONCAIBNATE SET USED/FREE BIT AND 
UNSET NEW/OLD BIT UNSET DEFECT BIT 

YES 

5,479,638 

SEND MATCH-NOT-FOUND 
SIGNAL 

275 
READ DATA FILE FROM THE 

PHYSICAL FILE ASSOCIATED WITH 
MATCHED LOGICAL ADDRESS 

Fig. 8 



5,479,638 
1 

FLASH MEMORY MASS STORAGE 
ARCHITECTURE INCORPORATION WEAR 

LEVELING TECHNIQUE 

FIELD OF THE INVENTION 

This invention relates to the field of mass storage for 
computers. More particularly, this invention relates to an 
architecture for replacing a hard disk with a semiconductor 
non-volatile memory and fin particular flash memory. 

BACKGROUND OF THE INVENTION 

Computers have used rotating magnetic media for mass 
storage of data, programs and information. Though widely 
used and commonly accepted, such hard disk drives suffer 
from a variety of deficiencies. Because of the rotation of the 
disk, there is an inherent latency in extracting information 
from a hard disk drive. 

Other problems are especially dramatic in portable com­
puters. In particular, hard disks are unable to withstand many 
of the kinds of physical shock that a portable computer will 
likely sustain. Further, the motor for rotating the disk 
consumes significant amounts of power decreasing the bat­
tery life for portable computers. 

5 

2 
memory condition. Unlike a hard disk device, in a flash 
memory device an erase cycle is slow which can signifi­
cantly reduce the performance of a system utilizing flash 
memory as its mass storage. 

Though such an architecture provides a workable semi-
conductor mass storage, there are several inefficiencies. First 
of all, each time a memory block is changed, there is a delay 
to the entire system due to the necessary erase-before-write 
cycle before reprogramming the altered information back 

10 into the block. The overhead associated with erase-before­
write cycles is costly in terms of system performance. 

Secondly, hard disk users typically store both information 
which is rarely changed and information which is frequently 
changed. For example, a commercial spread sheet or word 

15 processing software programs stored on a user's system are 
rarely, if ever, changed. However, the spread sheet data files 
or word processing documents are frequently changed. 
Thus, different sectors of a hard disk typically have dra­
matically different usage in terms of the number of times the 
information stored thereon is changed. While this disparity 

20 has no impact on a hard disk because of its insensitivity to 
data changes, in a flash memory device, this variance can 
cause sections of the mass storage to wear out and be 
unusable significantly sooner than other sections of the mass 
storage. 

Solid state memory is an ideal choice for replacing a hard 
disk drive for mass storage because it can resolve the 
problems cited above. Potential solutions have been pro- 25 

posed for replacing a hard disk drive with a semiconductor 
memory. For such a system to be truly useful, the memory 
must be non-volatile and alterable. The inventors have 
determined that flash memory is preferred for such a 
replacement. It should be noted that E2 PROM is also 30 

suitable as a replacement for a hard disk drive. 

SUMMARY OF THE INVENTION 

The present invention discloses two primary algoritllms 
and an associated hardware architecture for a semiconductor 
mass storage device. It will be understood that data file in 
this patent document refers to any computer file including 
commercial software, a user program, word processing 
software document, spread sheet file and the like. The first 
algorithm provides means for avoiding an erase-before­
write cycle when writing a modified data file back onto the 

Flash memory is a single transistor memory cell which is 
programmable through hot electron injection and erasable 
through Fowler-Nordheim tunneling. The programming and 
erasing of such a memory cell requires current to pass 35 
through tlle dielectric surrounding a floating gate electrode. 
Because of this, such types of memory have a finite number 

mass storage device. Instead, no erase is performed and the 
modified data file is written onto an empty portion of the 
mass storage. In addition, the second algoritllm prevents any 
portion of the mass storage from being erased a substantially 
larger number of times than any other portion. This prevents 
any one block of the mass storage from failing and becoming 
unusable earlier than any other block thereby extending the 
life of tlle entire mass storage. 

of erase-write cycles. Eventually, the dielectric will fail. 
Manufacturers of flash cell devices specify the limit for the 
number erase-write cycles as between 10,000 and 100,000. 40 
Accordingly, unlike rotating magnetic media, a flash 
memory mass storage device does not have an indefinite 
lifetime. 

The semiconductor mass storage architecture has blocks 
sized to conform with commercial hard disk sector sizes. 
The blocks are individually erasable. In one embodiment, Another requirement for a semiconductor mass storage 

device to be successful is that its use in lieu of a rotating 
media hard disk mass storage device be transparent to the 
system designer and the user. In other words, the designer of 
a computer incorporating such a semiconductor mass stor­
age device could simply remove the hard disk and replace it 
with a semiconductor mass storage. All presently available 
commercial software should operate on a system employing 
such a semiconductor hard disk without the necessity of any 
modification. 

SunDisk proposed an architecture for a semiconductor 
mass storage using flash memory at the Silicon Valley PC 
Design Conference Jul. 9, 1991. That mass storage system 
included read-write block sizes of 512 Bytes (or multiples 
thereof) just like IBM PC compatible hard disk sector sizes. 
(IBM PC is a trademark of IBM Corporation.) During an 
erase cycle, an entire block is first fully programmed and 
then erased. 

As in conventional hard disks, it appears in the SunDisk 
architecture that there is an erase-before-write cycle each 
time data is changed in the mass storage. Thus, if a program 

45 
the semiconductor mass storage of the present invention can 
be substituted for a rotating hard disk with no impact to the 
user, so that such a substitution will be transparent. Means 
are provided for avoiding the erase-before-write cycle each 
time information stored in the mass storage is changed. (The 
erase cycle is understood to include, fully programming 

50 each bit in the block to be erased, and then erasing all the bits 
in the block.) 

According to the first algorithm, erase cycles are avoided 
by programming an altered data file into an empty mass 
storage block rather than over itself after an erase cycle of 

55 that block as done on a conventional hard disk. This would 
ordinarily not be possible when using conventional mass 
storage because the central processor and commercial soft­
ware available in conventional computer systems are not 
configured to track continually changing physical locations 

60 of data files. The present invention includes a programmable 
map to maintain a correlation between the logical address 
408 and the physical address 408 of the updated information 
files. 

or data block is to be changed, the data is written to RAM 65 

and appropriately changed, the flash block is fully pro­
grammed, then erased and then reprogrammed to the new 

Periodically, the mass storage will fill up because there 
have been no erase cycles. At such times, the mass storage 
needs to be cleaned up with a multi-sector erase as fully 
described in the detailed description below. 
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As described above in the Background of the Invention, 
conventional computer systems are not configured to track 
continually changing physical locations of data files. 
According to the present invention, each time a data file is 

According to the second algorithm, means are provided 
for evenly using all blocks in the mass storage. A counter 
tracks the number of times each block is erased. A program­
mable maximum value for the counter is also provided. As 
the number of erase cycles for a block becomes one less than 
the maximum, the block is erased one last time and written 
with another file having a then smallest number of erase 
cycles. It is also prevented from being erased thereafter by 
setting its erase inhibit flag. After all blocks approach this 
maximum, all the erase counters and inhibit flags are cleared 
and the second algorithm is then repeated. In this way, no 
block can be erased a substantial number of times more than 
any other block. 

5 changed it is stored into a new physical location in the mass 
storage. Thus, implementation of the architecture of the 
present invention requires a mapping of the logical address 
308, i.e., the address where the computer system believes the 
data file fa stored to the physical address 408, i.e., the actual 

10 
location the data file can be found is stored in the mass 
storage. 

These advantages are achieved through the use of several 
flags and a count register for each block. In particular, flags 
are provided for defective blocks, used blocks, old version 
of a block, a count to determine the number of times a block 
has been erased and written and an erase inhibit flag. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The logical address 308 portion of the map 108 and the 
flags 112, 116 and 118 form part of the CAM 106. It is 
possible to use other storage means than a CAM to store the 
address map, such as a look-up table. However, a CAM is 

15 the most efficient means known to the inventors. It is not 
necessary that the physical address 408 portion of the map 
108 form part of the CAM. Indeed, the physical address 408 
portion of the map 108 can be ordinary flash memory, 
E2PROM or even ROM. If ROM is selected for the physical 

20 address 408 array of the map 108, a defect in the ROM will 
prevent the block corresponding to that physical address 408 
from ever being addressed. Accordingly, a changeable non­
volatile memory is preferred. Note that any replacement 
circuit for the CAM should be nonvolatile. Otherwise, loss 

FIG. 1 shows an architecture for a semiconductor mass 
storage of the present invention. 

FIG. 2 shows the architecture of FIG. 1 wherein the data 
in one block has been altered and stored in a new physical 
address. 

FIG. 3 shows a block diagram of an erase cycle usage 
according to algorithm 1 of the present invention. 

25 or removal of power to the system will result in loss of the 
ability to find the data files in the mass storage. 

FIG. 4 shows a simplified block diagram of the old/new 
flag system integrally formed with the memory of the 30 

present invention. 
FIG. 5 shows a flow chart block diagram for algorithm 1 

according to the present invention. 
FIG. 6 shows an additional architecture according to the 

35 
preferred embodiment of the present invention. 

FIG. 7 shows a flow chart block diagram of algorithm 2 
of the present invention. 

Assume for example that a user is preparing a word 
processing document and instructs the computer to save the 
document. The document will be stored in the mass storage 
system as shown in FIG. 1. The computer system will assign 
it a logical address 308, for example 526H. The mass storage 
system of the present invention will select a physical address 
408 of an unused block or blocks in the mass storage 100 for 
storing the document, e.g. 728H. That map correlating the 
logical address 308 to the physical address 408 is stored in 
the CAM 106. As the data is programmed, the system of the 
present invention also sets the used/free flag 112 to indicate 
that this block has been written without being erased. The FIG. 8 shows a flow chart block diagram of a read 

algorithm according to the present invention. 40 
used/free flag 112 also forms a portion of the CAM 106. One 
used/free flag 112 is provided for each entry of the CAM 
106. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

FIG. 1 shows an architecture for a semiconductor mass 45 
storage according to the present invention. In the preferred 
embodiment, all of the memory storage is flash EEPROM. 
It is possible to substitute E2PROM for some or all of the 
data bits shown. A memory storage 100 is arranged into N 
blocks of data from zero through N-1. Each of the blocks of 50 
data is M Bytes long. In the preferred embodiment, each 
block is 512 Bytes long to correspond with a sector length 
in a commercially available hard disk drive. In addition to 
the memory data block 102, a flag 104 is directly related to 
each data block 102. The memory 100 can contain as much 
memory storage as a user desires. An example of a mass 55 

storage device might include 100 MByte of addressable 
storage. 

A non-volatile content addressable memory (CAM) 106 is 
associated with the memory storage 100. In the preferred 
embodiment, the CAM 106 is formed of flash memory. The 60 

CAM 106 can also be E2PROM. There is one entry in the 
CAM 106 for every one of the N blocks in the mass storage 
100. Each entry includes a number of fields which will be 
described below. The CAM 106 is also formed of a non­
volatile memory because loss of its information would make 65 
retrieval of the data files stored in the mass storage 100 
impossible. 

Later, assume the user retrieves the document, makes a 
change and again instructs the computer to store the docu­
ment. To avoid an erase-before-write cycle, the system of the 
present invention provides means for locating a block hav­
ing its used/free flag 112 unset (not programmed) which 
indicates that the associated block is erased. The system then 
sets the used/free flag for the new block 114 (FIG. 2) and 
then stores the modified document in that new block 114. 
Next, the system sets the old/new flag 116 of the previous 
version of the document indicating that this is an old 
unneeded version of the document. Lastly, the system 
updates the correlation between the logical address 308 and 
the actual physical address 408. In this way, the system of 
the present invention avoids the overhead of an erase cycle 
which is required in the erase-before-write of conventional 
systems to store a modified version of a previous document. 

The writing to mass storage process outlined above is 
repeated until the entire mass storage memory 100 has been 
filled. A full mass storage is indicated by no unset used/free 
flags 112 in the CAM 106. At that time a multi-sector erase 
is necessary and those blocks in the memory 100 and their 
associated CAM 106 entries having an old/new flag 116 set 
are all erased simultaneously. Note that it is not necessary 
for 100% of the blocks to have a set used/free flag 112 for 
a multi-.sector erase to occur. For example, if a data file 
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requiring three blocks were being written and only two 
blocks having unset used/free flags 112 were available a 
multi-sector erase can be run. 

6 
If the data file is a modified version of a previously 

existing file, the system must prevent the superseded version 
from being accessed. The system determines whether the 
data file supersedes a previous data file (step 208). If so, the A simultaneous erase is not needed with prior art imple­

mentations because those embodiments utilize an erase­
before-write cycle rather than retaining superseded versions 
of data files. In such circuits a latch of volatile logic circuits 
is set to couple the voltage necessary to erase the flash cells 

5 system sets the old/new flag associated with the superseded 
block (step 210). If on the other hand, the data file to be 
stored is a newly created data file, the step of setting the 
old/new flag (step 210) is skipped because there is no 
superseded block. Lastly, the map for correlating the logical in the block. Because of the likely large number of memory 

blocks in the mass storage 100, if the CAM 106 and mass 
storage 100 are on the same integrated circuit (chip) cou­
pling the old/new flag 116 to the latches in parallel would 
typically be very expensive in terms of surface area of the 
chip and coupling the old/new flags 116 serially to the 
latches would be expensive in terms of system performance. 15 

If the CAM 106 and the mass storage 100 are on separate 
chips, it is doubtful that either device could have sufficient 
1/0 capability to interconnect the old/new flags 116 to the 
latches in parallel and thus, the system would suffer from a 
serial transfer of that information for a multi-sector erase. 20 

Because of these problems it is preferable that no updat­
ing of the latches be performed prior to an erase of all blocks 
having a set old/new flag 116. To avoid this step, a plurality 

10 address 308 to the physical address 408 is updated (step 
212). 

By following the procedure outlined above, the overhead 
associated with an erase cycle is avoided for each write to 
the memory 100 except for periodically. This vastly 
improves the performance of the overall computer system 
employing the architecture of the present invention. 

In the preferred embodiment of the present invention, the 
programming of the flash memory follows the procedure 
commonly understood by those of ordinary skill in the art. 
In other words, the program impulses are appropriately 
applied to the bits to be programmed and then compared to 
the data being programmed to ensure that proper program­
ming has occurred. In the event that a bit fails to be erased 

of old/new flag systems 104 are intimately associated with 
each block in the memory 102 and is programmed by the 25 

same sequence of instructions as the old/new flag 116 of the 
CAM 106. 

or programmed properly, a defect flag 118 in the CAM 106 
is set preventing that block from being used again. 

In addition to saving the overhead of the erase cycle all 
but periodically, utilization of the present invention tends to 
more evenly distribute the erase cycles amongst certain 
portions of the blocks of the mass storage. FIG. 3 schemati-

30 cally shows the types of information stored in utilizing a 
mass storage media 150. One portion of the mass storage 
150 contains commercial applications software 152 such as 
word processing, spreadsheet, calendaring, calculators and 
the like. These portions of the mass storage 150 rarely, if 

35 ever, require an erase-reprogram cycle according to the 
algorithm described above. 

A second section of the mass storage 150 contains user 

FIG. 4 shows a simplified block diagram of the old/new 
flag system 104 which includes a non-volatile bit 120 having 
data which mirrors the old/new flag 116. In addition there is 
a volatile latch 122 coupled to receive the data in the bit 120 
from the latch during an erase cycle. At the time of an erase, 
the data in each of the bits 120 is simultaneously coupled to 
each appropriate ones of the latches 122 under control of a 
load signal coupled to each latch 122 over a load line L. 
Upon receiving a signal to perform the erase, the latch for 
every block having its associated bit 120 set then couples the 
voltage necessary to perform an erase of that block and its 
associated bit 120. After the erase is complete and verified, 
all the latches 122 are individually reset to a predetermined 40 

state under control of a reset signal coupled to each latch 122 
over a reset line R. 

data 154. The user data 154 is frequently altered requiring 
the information to be reprogrammed into blocks of the free 
space 156 under the algorithm described above. A third 
portion of the mass storage 150 contains free space 156 of 
unprogrammed blocks. 

By following the algorithm above, the storage blocks in 
the portions 154 and 156 of the memory 150 will recycle 
data files and thus be erased and reprogrammed significantly 
more often than the commercial applications software por­
tion 152 of the memory 150. Accordingly, the mass storage 
150 will wear out more quickly in the user data 154 and the 

For certain applications of the present invention, espe­
cially for low Dower portable computers, a simultaneous 

45 
erase of all blocks having their respective old/new flags set 
may be undesirable. For such applications, the blocks can be 
segregated into groups of blocks. Each group has a unique 
control line to load the latches from the nonvolatile bits. In 
this mode, during an erase cycle, the control lines are 
sequentially activated and the groups of blocks sequentially 
erased. 

50 free space 156 sections of the memory requiring earlier 
replacement than in sections 152 of the mass storage having 
data files which are rarely changed. As the number of free 
blocks diminishes providing a smaller number of blocks 
through which to recycle data files, the remaining blocks 

FIG. 5 shows algorithm 1 according to the present inven­
tion. When the system of the present invention receives an 
instruction to program data into the mass storage (step 200), 
then the system attempts to locate a free block (step 202), 
i.e., a block having an unset (not programmed) used/free 
flag. If successful, the system sets the used/free flag for that 
block and programs the data into that block (step 206). 

If on the other hand, the system is unable to locate a block 
having an unset used/free flag, the system erases the flags 
(used/free and old/new) and data for all blocks having a set 
old/new flag (step 204) and then searches for a block having 
an unset used/free flag (step 202). Such a block has just been 
formed by step 204. The system then sets the used/free flag 
for that block and programs the data file into that block (step 
206). 

55 become erased more frequently exacerbating the problem. 

A second algorithm is provided for leveling erase cycles 
amongst all the blocks within the entire mass storage device 
as shown in FIG. 6. A counter is provided for each block to 
count the number of times each block has been erased and 

60 reprogrammed. An erase inhibit flag is also provided for 
each block. Once the erase count has reached the maximum 
for any block, the erase inhibit flag is set for that block. After 
that time that block cannot be erased until a clean-out erase 
is performed. Referring to FIG. 3, if only algorithm 1 is used 

65 eventually all of the blocks in the user data 154 and the free 
space 156 portions of the mass storage 150 will reach the 
maximum count and have their respective erase inhiJ;>it flags 
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maximum value, COUNTMax-1. Making such a reallocation 
from a source block having COUNTM=-1 to a destination 
block having COUNT Max results in having both blocks at 
COUNT Max and no net gain. Further, the block previously 

set. Because of this, a reallocation of the rarely erased data 
files stored in the memory 152 is made into the memory 154 
and/or 156. In this way, sections of the mass storage which 
have been erased numerous times are programmed with a 
reallocated data file which is rarely changed thereby allow­
ing all sections of the mass storage to eventually approach 
parity of erase cycles. Like the multi-sector erase, a clean­
out erase can be performed in the event that there is 
insufficient available storage for a data file presently being 
performed. For example, if all but two blocks have their 
respective erase inhibit flags set, and a three or more block 
data file is being programmed, a clean-out erase can be 
performed to provide sufficient storage for the data file. 

5 having its erase count at COUNTMax-1 is erased to no 
advantage, thus the erase cycle for that block would be 
wasted. 

The old/new flag from the source block is then set (step 
246) so that it can be erased during the next execution of an 

10 erase step 240. In that way the source block can be used for 
storage until its erase count reaches maximum and its erase 
inhibit flag is set. The algorithm then returns to step 242 to 
determine whether there are now any blocks having an unset 
used/free flag with an erase count less than COUNT Max· It 

Once the erase inhibit flag is set for all the blocks, 
indicating that all the blocks have achieved parity in erase 
cycles, the erase inhibit and erase count registers are erased 
and the cycle is repeated. The selection of the maximum 
count depends upon the system requirements. As the value 
for the maximum count increases, the disparity between 
erase count cycles of various blocks can also increase. 
However, because data is shifted as a result of achieving 20 

maximum erase count this process of smoothing cycles 
throughout the mass storage of itself introduces additional 
erase cycles because a block of information is transferred 
from a physical block having few erases to a block having 
the maximum number of erases. Accordingly, though low 
maximum count values reduce the disparity between erase 
cycles amongst the blocks it also increases the number of 
erase cycles to which the blocks are subjected. Accordingly, 
individual users may select an erase count depending upon 
the system needs. 

In the preferred embodiment, algorithm 2 is merged with 
algorithm 1 as shown in FIG. 7. An instruction is provided 
by the computer system to write a data file to the mass 
storage (step 230) which starts the combined algorithm 1 
and algorithm 2 sequence. It is first determined whether the 
mass storage is full (step 232). If the mass storage is not full, 
i.e., it has a block with its used/free flag unset, the algorithm 
continues and stores the data file into such a block (step 
234). 

If on the other hand, it is determined that there are no free 
blocks, then it is next determined whether there are any 
blocks which have both the old/new flag set AND the erase 
inhibit flag unset (step 236). If there are no blocks which 
have both the old/new flag set AND the erase inhibit flag 
unset (step 236), the system of the present invention erases 
the data file, used/free flag and old/new flag in each block 
having its old/new flag set, and erases the counter and erase 
inhibit flag for every block (step 238). Step 238 is also 
performed in the event there are insufficient blocks remain­
ing to store a pending data file. The algorithm then returns 
to block (step 232) to determine whether the disk is full. 

If the system can find a block having both the old/new flag 

15 will be understood that each time a data file is programmed 
or moved according to the algorithm of FIG. 7 that the map 
in the CAM which correlates the logical address 308 to 
physical address 408 is updated so that the computer system 
can always access the data files. 

The efficiency of these algorithms has been tested by 
simulation. In the simulation it was assumed that the mass 
storage was 50% filled with data files that are not changed, 
30% with data files that are routinely changed and 20% 
empty. Of the 30% of the data files that are routinely 

25 changed, 1/J are rewritten 70% of the time, 1/J are rewritten 
25% of the time and 1/J are rewritten 5% of the time. The 
simulation showed that the algorithm 1 improves the number 
of cycles until any block has reached failure by between six 
and seven times and algorithm 2 by approximately two times 

30 over the improvement gained using algorithm 1 alone. 

35 

Depending upon the design criterion of a target system, it is 
possible to utilize either algorithm 1, algorithm 2 or the 
preferred merged algorithm. Algorithm 1 and the merged 
algorithm have been described above. 

In the preferred embodiment, a bit is programmed into the 
counter for each erase cycle rather than using binary count­
ing. Thus, an eight bit counter register would only be able to 
count to eight. This avoids having to erase the counter and 

40 then reprogramming it with an incremented value as would 
be necessary for binary counting. This is preferred because 
it avoids having to temporarily store the count value for all 
of the blocks being erased. By programming a bit for each, 
the counter registers need not be erased until all the blocks 

45 
reach maximum count and there is a general erase. 

Because the mass storage apparatus of the present inven­
tion can accommodate large data storage, it is likely that 
many blocks will be flagged for a clean-out erase. Either a 
temporary volatile storage would be necessary for each 

50 block to store the previous count value prior to incrementing 
and reprogramming or the erase and updating of the counters 
would have to be done one after the other. One solution 
requires integrated circuit surface area and the other 

set AND the erase inhibit flag unset (step 236), then the 
system executes an erase procedure and erases the data file, 
used/free flag and old/new flag in each block having its 
old/new flag set. The counter is incremented and the erase 55 
inhibit flag for such blocks is not disturbed. 

degrades performance. Note however, that if binary count­
ing is desired the erase counter can be erased each time the 
block is erased and immediately reprogrammed. Because 

It is then determined whether any block having its used/ 
free flag unset has its counter at the maximum count (step 
242). If not, then the system of the present invention returns 
to decision step 232 and investigates again whether there is 60 
any block having its used/free flag unset (step 232). 

On the other hand, if there is a block having its erase count 
at the maximum value, a data file is copied from another 
block having the then least count value (step 244) into the 
location having COUNT=COUNTMax· The erase inhibit flag 65 

is then set (step 244). Note that a data file will not be copied 
from a block having its erase count at one less than the 

this will happen only during the periodic erase cycle 
described relative to the first algorithm some system design­
ers may find this acceptable. 

The read algorithm according to the present invention is 
shown in FIG. 8. A read instruction is received by the mass 
storage apparatus of the present invention from the computer 
system (step 270). Concurrent with receiving the read 
instruction, the system also receives the logical address 308 
of the data file needed by the computer system (step 271). 
The apparatus of the present invention concatenates all the 
appropriate flags to the logical address 308 including having 
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a set used/free flag, and unset new/old and defect flags (step 
272). If a match is found in the CAM (step 273), the data file 
is read (step 275) otherwise a signal is returned to the 
computer system that the data file was not found (step 274). 

The present invention is described relative to a preferred 5 
embodiment. Modifications or improvements which become 
apparent to one of ordinary skill in the art after reading this 
disclosure are deemed within the spirit and scope of this 
invention. 

What is claimed is: 
1. A non-volatile semiconductor mass storage device 10 

comprising: 
a. a plurality of non-volatile storage blocks, wherein each 

block is selectively programmable and erasable and 
only blocks containing no data may be programmed; 

b. means for determining whether any unprogrammed 15 

blocks remain; 
c. means for replacing superseded data with updated data, 

the means for replacing including nonvolatile flag 
means, corresponding to each of the storage blocks, and 
programming means, wherein the nonvolatile flag 20 
means is set for blocks having superseded data and 
further wherein the programming means stores updated 
data into a block containing no data; and 

d. means for periodically and selectively erasing all 
blocks having nonvolatile flag means which are set, 25 
whereby an erase cycle is not needed each time data is 
stored into one of the blocks; 

e. means for correlating coupled to the storage blocks and 
to the means for replacing for directly correlating a 
logical address assigned to superseded data to a physi-
cal address of updated data wherein the non-volatile 30 

flag means and a logical address of each of the storage 
blocks are stored in a nonvolatile content addressable 
memory. 

2. The device according to claim 1 wherein the means for 
periodically and selectively erasing simultaneously erases 35 
all blocks having non-volatile flag means which are set. 

3. The device according to claim 2 wherein the means for 
periodically and selectively erasing comprises a plurality of 
nonvolatile single bit storage cells, one cell for and coupled 
to each storage block, each cell for storing an appropriate 
used flag and a plurality of volatile latches, one for each cell, 40 

coupled to receive a logic state of the cell during an erase 
cycle. 

4. The device according to claim 3 wherein all latches 
simultaneously receive the logic state of a corresponding 
cell. 45 

10 
each programmed bit represents a count of one. 

10. The device according to claim 7 wherein the counter 
and the erase inhibit flag for each of the storage blocks are 
stored in the content addressable memory. 

11. The device according to claim 7 further comprising a 
reset means coupled to the means for ensuring for erasing 
the counter and the erase inhibit flag for each of the storage 
blocks having an erase inhibit flag in the set condition, 
wherein the reset means is activated once an insufficient 
number of storage blocks remain to store a pending data file. 

12. The device according to claim 11 further comprising 
means for reading coupled to the storage blocks comprising: 

a. means for receiving a logical address of a data file to be 
read; 

b. means for selecting an appropriate physical address 
which correlates to the logical address of the data file 
to be read; and 

c. means for accessing the data file to be read from storage 
blocks corresponding to the appropriate physical 
address. 

13. The device according to claim 12 wherein the means 
for selecting an appropriate physical address comprises 
coupling the logical address of a data file to be read to the 
content addressable memory. 

14. A non-volatile semiconductor mass storage device 
comprising: 

a. a plurality of non-volatile storage blocks, wherein each 
block is selectively programmable and erasable; 

b. a first indicating element to provide a first indicia 
whether each block has been programmed with a data 
file; 

c. a second indicating element to provide a second indicia 
whether the data file of each programmed block is 
superseded; 

d. a programming element to program a new data file into 
an empty block; and 

e. a periodically activated erasing circuit coupled to each 
of the storage blocks for selectively erasing all blocks 
in which the data file is superseded, wherein the erasing 
circuit is not activated each time data is stored in one 
of the storage blocks; 

f. means for correlating coupled to the storage blocks and 
to the programming element for directly correlating a 
logical address assigned to superseded data to a physi­
cal address of updated data wherein the first indicating 
element, the second indicating element and the logical 
address are stored in a nonvolatile content addressable 
memory. 

15. The device according to claim 14 wherein the erasing 
circuit, when activated, simultaneously erases all blocks 
having a superseded data file. 

16. The device according to claim 15 wherein the erasing 

5. The device according to claim 1 further comprising 
means for ensuring coupled to the storage blocks and to the 
means for periodically and selectively erasing for ensuring 
that no block is subjected to more than a predetermined 
number of erase cycles relative to all other blocks. 

6. The device according to claim 5 wherein the means for 
ensuring comprises a counter for each block for counting 
each erase cycle to which that block has been subjected. 

50 circuit includes a plurality of nonvolatile single bit storage 
cells, one cell for and coupled to each block, each cell for 
storing an appropriate second indicia and a plurality of 
volatile latches, one for each cell, coupled to receive a logic 

7. The device according to claim 6 wherein the means for 
ensuring further comprises means for setting a predeter- 55 
mined maximum count value coupled to each of the storage 
blocks, and an erase inhibit flag for each of the storage 
blocks coupled to a counter of a respective storage block, the 
erase inhibit flag having a set condition and an unset 
condition for each storage block, for preventing further 
erases to a block having its erase inhibit flag in the set 60 

condition. 
8. The device according to claim 7 wherein the counter for 

each block includes a plurality of bits programmed by binary 
counting. 

9. The device according to claim 7 wherein the counter for 65 
each block includes a plurality of bits programmed by 
sequentially programming each bit, one at a time, wherein 

state of the cell during an erase cycle. 
17. The device according to claim 16 wherein all latches 

simultaneously receive the logic state of a corresponding 
cell. 

18. The device according to claim 15 further comprising 
a first controller coupled to the storage blocks and to the 
erasing circuit for ensuring that no block is subjected to 
more than a predetermined number of erase cycles relative 
to all other blocks. 

19. The device according to claim 18 wherein the first 
controller includes a counter for each block for counting 
each erase cycle to which that block has been subjected. 

20. The device according to claim 19 wherein the counter 
for each block includes a plurality of bits programmed by 
binary counting. 
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21. The device according to claim 19 wherein the counter 
for each block includes a plurality of bits programmed by 
sequentially programming each bit, one at a time, wherein 
each programmed bit represents a count of one. 

22. The device according to claim 19 further comprising 
5 

a second controller to set a maximum count value coupled 
to the first controller and to each of the storage blocks, and 
an erase inhibit flag for each storage block coupled to the 
counter for each block, the erase inhibit flag having a set 
condition and an unset condition for preventing further 
erases to a block having its erase inhibit flag in the set lO 
condition. 

23. The device according to claim 22 wherein the counter 
and the erase inhibit flag for each of the storage blocks are 
stored in the content addressable memory. 

24. The device according to claim 22 further comprising 15 
a reset element coupled to the first controller and to the 
second controller for erasing all counters, first indicating 
element, second indicating element and all erase inhibit flags 
for every block at the maximum count value once insuffi­
cient blocks remain to store a pending data file. 20 

25. The device according to claim 24 further comprising 
a reading element coupled to the storage blocks comprising: 

a. a first circuit to receive a logical address of a data file 
to be read; 

b. a second circuit to select an appropriate physical 25 
address which correlates to the logical address of the 
data file to be read; and 

12 
28. The device according to claim 27 wherein the erasing 

circuit simultaneously erases each block having a second 
flag in the fourth logic state. 

29. The device according to claim 28 wherein the erasing 
circuit comprises a plurality of nonvolatile single bit storage 
cells, one single bit storage cell coupled to each block for 
storing a corresponding one of the plurality of second flags, 
and a plurality of volatile latches, each coupled to a respec-
tive one of the plurality of single bit storage cells for 
receiving a logic state of the respective single bit storage cell 
during an erase cycle. 

30. The device according to claim 29 wherein all latches 
simultaneously receive the logic state of a corresponding 
cell. 

31. The device according to claim 30 wherein the storage 
blocks store data in flash memory cells. 

32. The device according to claim 31 wherein the flags are 
stored in flash memory cells. 

33. The device according to claim 32 wherein the means 
for correlating are stored in flash memory cells. 

34. The device according to claim 30 wherein each of the 
plurality of storage blocks comprises E2PROM cells. 

35. The device according to claim 34 wherein the flags are 
stored in E2PROM cells. 

36. The device according to claim 35 wherein the means 
for correlating are stored in E2PROM cells. 

c. a third circuit to access the data file to be read from 
storage blocks corresponding to the appropriate physi­
cal address. 

26. The device according to claim 25 wherein the second 
circuit couples the logical address of a data file to be read to 
the content addressable memory. 

37. A method of storing data into a non-volatile semicon­
ductor mass storage device having a plurality of non-volatile 

30 storage blocks, wherein each block is selectively program­
mable and erasable wherein only blocks containing no data 
may be programmed, the method comprising the steps of: 

27. A non-volatile semiconductor mass storage device 
comprising: 

a. a plurality of non-volatile storage blocks, wherein each 
block is selectively programmable to store data and is 
selectively erasable; 

35 

b. a plurality of first flags, one first flag for each block, 
each first flag having a first logic state to indicate that 40 

a block has not been programmed with data and a 
second logic state to indicate that the block has been 
programmed with data; 

. c. a selecting element coupled to the storage blocks and to 
the plurality of first flags for identifying an empty 45 
storage block having a first flag in the first logic state 
where new and updated data may be stored; 

a. determining whether any unprogrammed blocks 
remain; 

b. replacing superseded data with updated data by ignor­
ing blocks having superseded data and programming 
the updated data into a block containing no data with­
out erasing the superseded data; and 

c. periodically and selectively erasing all blocks having 
superseded data; 

d. directly correlating a logical address assigned to a block 
of superseded data to a physical address of a corre­
sponding block of updated data . 

38. The method according to claim 37 wherein the step of 
periodically erasing simultaneously erases all blocks having 
superseded data. 

d. a plurality of second flags that can only be changed in 
a block having its first flag in the second logic state, one 
second flag for each block, each second flag having a 
third logic state to indicate that the data in a block is 
valid and a fourth logic state to indicate that the data in 
the block has been superseded; 

39. The method according to claim 38 wherein the step of 
periodically erasing includes the step of simultaneously 

50 loading volatile latches from a flag means indicating that a 
storage block has superseded data. 

e. a content addressable memory for storing a logical 
address assigned to a block of superseded data and a 
physical address of a block of updated data correspond­
ing to the superseded data; and 

40. The method according to claim 39 further comprising 
the step of ensuring no block is subjected to more than a 
predetermined number of erase cycles relative to other 

55 storage blocks. 

f. an erasing circuit coupled to each of the storage blocks 
for selectively erasing all blocks having a second flag 60 
in the fourth logic state, wherein the erasing circuit is 
not activated each time data is stored in a storage block; 
and 

g. means for directly correlating coupled to the storage 
blocks and to content addressable memory, for corre- 65 

lating a logical address assigned to the superseded data 
to a physical address of updated data. 

41. The method according to claim 40 further comprising 
reading the mass storage device, the step of reading includ­
ing: 

a. receiving a logical address of a data file to be read; 

b. selecting an appropriate physical address which corre­
lates to the logical address of the data file to be read; 
and 

c. accessing the data file to be read from storage blocks 
corresponding to the appropriate physical address. 

* * * * * 
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